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PREFACE

The papers presented in this document have been derived from tran-

scripts taken at the Tenth Annual Battery Workshop held at the Goddard Space

Flight Center on November 15 to 17, 1977. The transcripts were lightly edited

with the speaker's vugraphs assembled at the end of each presentation for uni-

formity.

The Workshop was attended by manufacturers, users, and government

representatives interested in the latest results of testing, analysis, and develop-

ment of the sealed nickel cadmium cell system. The purpose of the Workshop

was to share flight and test experience, stimulate discussion on problem areas,

and to review the latest technology improvements.
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INTRODUCTION

G. Halpert
GoddardSpaceFlight Center

I would like to welcome you all to the 1977 NASAGoddardBattery
Workshop. We are pleased to have so many familiar faces in the audienceand
also pleased to see somenew faces joining us this year° We hopeyou all par-
ticipate actively in the questioning in order to make this another successful
Battery Workshopyear.

This year's workshophas beenextendedto three days to accommodate
the large response to requests for papers and to offer sessions on two subjects
not included in past workshops.

In addition to two sessions held in the past, a session will be on satel-
lite operations by satellite operations personnel, who actually work with the
spacecraft, turning it on andoff, and providing for the needsof the experimenters.
As you lmow_the experimenters andthe users have more to say aboutpower
system once a spacecraft is in orbit than the power system engineer. In this
session operations personnel are going to describe someof their experiences
andgive us a better insight on what really happensin the world of satellite oper-
ations.

The secondnew session is related to the growing interest in the shuttle
payloads. This includes amongother systems the interest in lithium. If you
were to have said a few years agothat lithium would be discussed at the Battery
Workshop as anelectrochemical system for spaceuse, one would have been
surprised. But today we have speakersfrom Langley_ Marshallj andJohnson
SpaceCenters who will talk abouttheir experiences with lithium. There will
also be a film to preview. As a related topic, there will be talking aboutthe
shuttle safety consideration.

In addition, we have also includeda discussion on the results andlife
predictions from the accelerated test program. We shouldhave a gooddiscus-
sion aboutthis significant amount of newdata. There will also be some dis-
cussion of the standard battery and a large power system including the 25 kW
spacepower system.

All this will be in addition to the continued work on upgradingof com-
ponents andmaterials and at least six papers on reconditioning which should
generate a lively discussion.



In summaryj we have rather a full program with several interesting
topics to bediscussed. We have left time on Wednesdayafternoon for some
opendiscussion.

I am looking forward to a productive meeting and hope that you will be
satisfied with the results.
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SESSIONI

IN-ORBIT FLIGHT EXPERIENCE

D. A. Baer, Chairman
GoddardSpaceFlight Center
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SPACECRAFTOPERATIONS

Do A. Baer
GoddardSpaceFlight Center

This session will be a little different from sessions in previous years.
In the past we have heard about cell components, cell design, and battery and
cell testing. We have also had a few presentations onbattery performance_
however, thesepresentations were givenfrom a battery engineering viewpoint.

During this sessionyou are going to hear about the battery from the
people who have to live with the satellite onceit is launched. That is the people
from the control centers. Hopefully from thesepresentations we will get a
little better insight into things we have doneright, andprobably a lot about the
things we have donewrong. And maybewe can improve the designs in the
future.

The format of this session will be for the battery engineer or power
system engineer associated with the program to give a brief description of the
battery and power system design. That will be followed by presentation of
flight performance by an engineer from the control center.

5





ITOS POWERSYSTEMDESIGN

A. F. Obenschain

Goddard Space Flight Center

I thought we would start off _4th a brief description of what the ITOS

power systems look like. It is a rather conventional RCA/AED design from

the mid-sixties.

(Figure 1)

There is a set of three solar arrays which are directly connected to

an unregulated power bus that runs along here. The upper end of the voltage

is controlled at approximately 38 volts by nine shunt dissipator legs. Each of

the two 6 ampere hour batteries is controlled with an individual current limited

v versus t battery charger. The batteries are then discharged through diodes

in parallel back to the load bus. The loads are distributed between an unregu-

lated bus and also a regulated bus through series dissipated 24.5 volt regu-

lators. One regulator at a time is coming on. It is a rather conventional un-

regulated bus distribution system.

(Figure 2)

The next viewgraph shows a few charactertistics of the battery pack.

The spacecraft, as I mentioned, was developed by RCA/AED. The cells are

from G.E. Gainesville. There are two 23 series connected cells in each pack

with a capacity of 6 ampere hour. Each battery weighs 9.08 kilograms. The

charge control is a taper charger with multiple temperature control. The

nominal operating range is 10 to 35 degrees C. There is a C/4 or 1.5 amp

per battery charge rate until you get to the taper charge, where the taper

charge is then determined by the battery voltage and temperature.

There is a ground commandable trickle charge. There is not an auto-

matic reduction charge to trickle charge° We will see what the effects of that

are a little bit later when we get into the flight experience. The depth of dis-

charge is nominally 15 percent with a maximum of 24 percent.

(Figure 3)

Finally to look at the V/T curve, because this again will have an in-

fluence on what we talk about later, the two curves right here are the upper

and lower tolerance. As you see, for a 23 cell battery, nominally you work
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be_veenabout35volts at 0 degrees C down to somewhere in the order of about

32 volts or a little bit less at 40 degrees C. This curve was used for many,

many years on the IT(_ program successfully. But as the later missions came

along and the charge characteristics themselves began to change, we did start

to have some difficulties.

OPERATIONS

(Figure 4)

Normally when you come out of an eclipse and you are coming into

sunlight, this is the characteristic the battery sees° You go through a period of
constant charge at a C/4 until you hit the V versus T, and where you hit it de-

pends on what the sun time is. A 45 degree sun angle is a lot better for the

spacecraft so you have a lot more available charge. You hit it a lot faster and

you taper down, taper along. For 60 degrees sun it just takes you longer, but

you still taper down. You essentially get to the same place.

And this is what you would like to see. You would like to see some-

thing in here on the order of about C/25. It would be a nice taper at the end,

but certainly no greater than C/10 to C/15.

(Figure 5)

The top curve is the sun, the percent of deep orbit in sun. The top

two curves are the battery temperature_ battery 2, battery 1. And then down

here we have voltage, battery 2, battery 1.

You can see that after about nine or ten months in orbit the battery

charge current of battery number 2 started coming back up. The V/T curve

was too high, and one of the batteries just started taking more charge than it
should have. And its temperature started going up correspondingly. Where

you notice this dip here, they had to turn that battery into a trickle charge and

essentially just used the other battery in trying to load the spacecraft so you

maintain a reasonable charge without a significant overcharge into battery

number 1, with battery number 2 into a trickle charge, which is C/40, 150 mils

nominal.

At this point right here they decided to try to turn the battery number

2 back on again. You see that immediately within a very few days it went right

back up to a temperature of close to 40 degrees C. They had to take it back

off again. And this is how they are having to run the spacecrafts. They have

to continually watch the temperature of the two spacecrafts. As the temperature
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of a particular battery starts to rise, they have to take it off andput it into a
trickle charge mode andlet the other oneessentially carry the entire load until
it also runs into a problem.

(Figure 6)

This is number 3, a later satellite. Here we seea little bit different
characteristic for the sun time becauseit is a slightly different clock orbit.
Notice that the battery voltage of both batteries, again for you know a relatively
long period of time, six to eight months after a launch, is going along very
nicely with a few excursions in temperature. But for the most part the end-of-
charge is very nominal. In fact, here on battery number 2 you see something

like a C cover 24 is a nominal end-of-charge taper, whereas at this point right

here, battery number 1, is up to C/15 and the battery temperature starts to

rise. At that point battery number 1 was then put into trickle charge, and the
temperature stabilized and it went to a rather low value.

(Figure 7)

And here is the same satellite with just a little bit later--the extent of

the previous curve. But we started running into a problem with both batteries

simultaneously. They were starting to get hot, so we put both of them in a

trickle charge. They remained there for a period of time.

Historically what they are trying to do on all the ITOS spacecraft

right now routinely is they maximize the load by turning on instruments that

maybe one would not like to be on so that they can minimize the charge into the

batteries by just taking it out of the array and putting it into the load as opposed

to having it available for batteries.

They monitor the array current and the battery temperature. When

the battery temperature starts to get above a preset limit of about 25 degrees C,

they just put that battery into trickle charge and then let the other one take the

load until it also runs into a small problem.

The spacecraft have flown for years now and they have never had a

battery problem. It is an operational matter, not really a battery performance.

Batteries seem to be presenting when they are discharged hard very close to

what the rate of capacity was.

DISCUSSION

GROSS: Boeing. You referred to voltage as being the criteria that

was changing. I wonder if you really meant current.



OBENSCHAIN: I meant current.

ROGERS: HughesAircraft. Is that a negative system, or will the
diodes impact ?

OBENSCHAIN: No, it is a negative system. In fact, probably every-
thing you will seehere in the next four presentations are all negative systems.

FORD: NASAGoddard. I would like to make a point which you can
follow for the rest of the morning. The system that Rick just presented has a
heritage of about 1964-65. Whenwe go through several satellite programs,
some of thesesystems are more recent heritage and some of them go back in
the early sixties and someof them go through their own evolution, change, in
voltage versus temperature characteristics. And I think the point I want to ask
you to follow this morning is very carefully follow V versus T characteristics
becausetwo days later or one day later we are going to get into talking about
volts, cells, and componentsof degradation. And what you are going to see
this morning in all of this is that basically the overcharge characteristics of
cells has comedownsince about 1970. And we are using much lower V versus
T today to achieve the same C to D ratio as we were in the sixties or late
sixties.

LACKNER: DRE, Canada. What do you mean by a negative system?

OBENSCHAIN: The positive is grounded. Everything is in relation-
ship to ground. Soit is minus 38volts within shunt, and then the regulator is
put at a minus 24-1/'2 volts.

Just as a point of interest that has nothing to dowith this, but every-
thing really on these systems goes back to the very early sixties when they had

a problem getting the NPM transistors. And so they used to use the PST's.
And then when the NPM's became available and the high power applications

instead of just changing over to a positive system they already had enough in-

struments and equipment developed, so they just kept on using the negative.

WESTROM: Goddard. Can you tell me how long those batteries are

supposed to last?

OBENSCHAIN: Everything was a one year mission. They have all

lasted between two and three years nominally, some as much as four.

10



CONT_C;0RS

BATTERIES PER SPACECRAFT

CELLS PER BATTERY

ST0_GE CAPACITY

WEIGHT (PER BATTERY)

CHARGE CONTROL _THOD

OPE_TING TE_E_TURE

CHARGE _TE

DEPTH OF DISCHARGE

Figure 1. ITOS Power Supply Subsystem Block Diagram

SPACECRAFT: RCA/AED

CELL: GE

2

23

6 AHPERE-HOURS

9,08 KG

TAPER CHARGING WITH VOLTAGE

AND TEMPERATURE CONTROL

10o TO 35O C

C/4 (1.5A) PER BATTERY (MAXIMUM)

TAPER CHARGE RATE

DETERMINED BY BATTERY VOLTAGE

TEMPERATURE

C/40 TRICKLE CHARGE VIA GROUND

COMMAND

24 PERCENT MAXIMUM

15 PERCENT NOMINAL

Figure 2. ITOS Battery Design

_.._(3s.2,v AT o°c)

L_G_

t3 123 cellc.)

I x

I 132

I
31 i-

o Io _o 30

Figure 3. ITOS Voltage Limit

Versus Temperature

11



W
I

U

8

CONSTANT CHARG( REGION

/
I

I

I

I
I

I

I
I
I

Q- (CLIPS( ,,-0

2Z

TAPEREO CNARG( REGION

MIGLI[ ORBIT (NO IECLIPS(|

,,o
I
I

I
I

I

I

I

I

__.l

ORBIT TIME_

(MINUTES)

IIS.O

Figure 4. Battery Charge-Discharge Current

_iI I '" _!1_*_ ,

:i:i

Oa _ /

,," I'° i::- _: -r:+==........ ;! =+:I:;:E[';li ii;_
t!:I::........!!

Hi2

: ........ :t

"" : . . !:i.! .!--..-.-_'x../-,

::IIIIel i

- . i i

: p i : ' • :

i r Ir : /

_v r,l,o .Mlii,a _l lrl,_

Profile Over an Orbit Period

12



°c

: i _

,i i:

Figure 6

,../_! 1::::-!:-I::_]T i!7i!j!_lUqTF:il[_F : I:_ il-

• : ":'--T ::" _f " ¢T _ "_'_ 7_ !'r' _'t_, '. ' t,i _-tN i '. _ _:_ :-.:q : :::: :::: : : _1 _

'_ "_" _'l _'i'P"_

Figure 7

13



ATMOSPHERIC EXPLORER

A. F. Obenschain

Goddard Space Flight Center
and

P. Brandt

RCA Service Company

INTRODUCTION

(Figure 8)

OBENSCHAIN: AE is a 1971 power system design, but again using the

heritage of the ITOS system. We have two rings of solar arrays. We again have

the nine shunts to control a 38 voltage from the high end. We have three batteries

now, each one with its own individual battery charger. The battery charger has

been modified to present a high temperature cut-off, to present a little bit dif-

ferent V/T curve to the batteries, and again the discharge in parallel to an un-

regulated bus. Now we have gone to pulse with modulated switching regulators

as opposed to series dissipative. And we also now have an undervoltage system

on the spacecraft to try to protect the battery should the large loads be presented

to the batteries, greater than what they could really support.

(Figure 9)

Again, RCA/AED came up with the spacecraft design, G.E. Gainesville

cell. They are on three batteries. There are 24 cells per battery, of which two

of them are third electrode cells. The nameplate capacity of the cells, as in the

case of ITOS, is 6 ampere hours. The weight is a little bit down, 8.9 kilograms

per battery, although we put an additional cell in. We have again taper charge

and voltage control. We have signal electrode control of the batteries. From a

systems standpoint it was never used as anything but a telemetry function. We

had some operational problems when we tried to use it -- actually put the bat-

teries into a trickle charge.

We also now have a high temperature cut-off of 37 1/2 degrees C. The

nominal operating temperature of the batteries was 0 to 30 degrees C. In fact

it was designed to work at 11 degrees, a controlled baseplate. During the first

year of the mission the batteries normally work there, but after that the orbit

had changed enough and things had degraded enough inside the spacecraft that

_e battery temperature range sort of widened up a little bit.
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We have a nominal C/4, an amp and a half taper charge, charge to a
taper charge. We have a C/40 trickle charge rate, againwhen it was effected
by one of the two third electrode cells. Again, as I mentioned, we donot use
that operationally except as telemetry. And we have a nominal 18percent depth
of discharge, althoughwe doget 40 percent on occasion. As Phil Brandt will
discuss, we run the thing at undervoltage periodically just to get the maximum
out of it.

(Figure i0)

There were three spacecraft in the series. Two of them are still
operating. Onewill be four years old in December, and another onewill be two
years old a coupleof days ago I guess or in a couple of days. So, the birds have
operatedvery well.

The interesting thing here is, as Floyd brought up, this is the previous
V/T curve on the AE-C, which is the first of the two birds that is now operating.
We took this V/T curve, which is essentially just an extrapolation for 24 instead
of 23 cells in the ITOS curve. You notice we are in a little bit of excess of 36
volts, 24cells. That is a little bit over 1.5 volts per cell at 0 and then downto
30 we are a little bit over 34volts.

Two other hard lines, solid lines, are what we call the standard, God-
dard NASAstandard, whatever they are, levels 5 and 6. For AE-D and AE-E
(the only spacecraft that is presently operating) we took a V/T curve and just
simply laid it in the middle there. You will notice a difference betweenthe two.
WhenPhil talks he will explain the difference in the performance and you will
see againthe first bird, the V/T curve was high. We have had difficulties with
the battery overcharging andthe battery performance. Where the V/T curve is
lower andmore in line with the overcharge characteristics of the cells we are
getting nowadays, the performance has been excellent.

OPERATIONS

BRANDT: This just showsthe kind of eclipse we have, typically 1971,
1972.

(Figure 11)

Roughly there is 30 minutes of eclipse, and it is a 90 minute orbit. So,

there is 30 minutes eclipse, 60 minutes charging.

(Figure 12)
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This is a typical experiment sequence,one in which we had trouble, if
I can explain a little bit.

At the bottom I am showingexperiments operating, the tape recorder
coming along in the experiment, in cycles like that. During this time, no opera-
tion, just basically the receiver is running andthat is about it.

Somemore experiments, more experiments. These dark things are
eclipses. Here I am showingground contact. What happenedin this particular
sequenceis we were operating for actually two, operating it and charging the
batteries during sunlight, but also operating the bird at the time, 6 amps coming
out of the battery during eclipse. Here is a time like that. Here is one.

And what happenedis that batteries were just decaying and not getting
charged, just running downin essence. Andat the end we had what we call an
undervoltage, and that is whenthe bird essentially shuts itself off.

Up at the top thesenumbers are showingthe third electrode signal
voltages. Normally they run I think it is about five-tenths of a volt when the

battery is fully charged. Oh, these points are all just real time contacts that I

had a chance to get the data from. Notice you are going from. 36, three one,

two three, two one. Here is the last one out here, o 19. And that is about when

the bird went to undervoltage.

The point of this is that when battery designers design batteries you

think that you are going to charge for so much and discharge for so much. But

actually here is a place where we are operating the thing not in the way you

people thought that we should operate it.

(Figure 13)

The other problem we are having now is the batteries on C are getting

old. They are heating up, and we are having the same problems Rick discussed

on ITOS. We have got to take the batteries off charge.

But another problem that I have noticed on one of the batteries on the

old bird (the bird that has been in orbit for four years) is we took it off charge

and one here the circles are voltage and the triangles are for battery temperature.

I don't know if you are interested in numbers. But we took it off charge, which

means essentially the battery is not being charged and is not supplying any of the

load that I know of. So it is sitting there all by itself, and look how it decays

from one o'clock in the morning to one, two, three o'clock in the afternoon. It

decayed from 32 volts. Well, that is misleading because that is being charged.

Here 30 volts to 28.5 all by itself, self-discharging.
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The other interesting point is that when we put it back on charge, which

is over here, of course the voltage jumped up, but the temperature started rising

like crazy too. This surprised me, so what I thought I would do is on the newer

bird I would disconnect the battery and watch it the same way. And that is this

line. Obviously the battery holds its charge and holds its voltage on a good bat-

tery. This other battery that is much older falls down.

DISCUSSION

RITTERMAN: TRW. Do you have any idea as to the extent of self-

discharge of the cell battery as far as ampere hours go ? How much per hour ?

BRANDT: Well, roughly this was decaying at 0.1 volt per hour.

RITTERMAN: What is the ampere rate?

BRANDT: I can't tell that. I just don't know. Just judging by telemetry

from the spacecraft I can't tell. The whole exercise I went through doing this

was to try to determine that, but I just can't tell what the current is.

NAPOLI: RCA. I gather from all this overcharging problem that we

have here that we are overcharging as the battery gets older for a specific V/T

curve ? Is that correct? Are you inferring that maybe the design, the future

design, should have a selectable curve that give you a charge rate --

BRANDT: I don't know.

BAER: I think we really aren't inferring anything. That is just what

happened.

NAPOLI: The second question is if you do go to a lower charge rate

with this type, do you have the ability to recharge the battery when you come back

into sunlight with that lower charge rate ?

BRANDT: Yes, we could by turning off the experiments, in other words,

shutting down the bird.

NAPOLI: A compromise.

BRANDT: That is what we do in operations. We are constantly jug-

gling between running experiments, charging the batteries, and watching the

temperatures.
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OBENSCHAIN: Goddard. I think I cananswer your question. Your
secondquestion, is there a compromise along the V/T curve? The answer is
no. What Phil was talking about is the fact that we have not enoughsolar array
power to really run the bird and charge thebatteries at the same time. You have
to turn off the experiments. He charges the battery, runs the experiments and
runs the battery. There are two different things. This is a lack of array capa-
bility. What you were referring to was theV/T curve. This V/T curve right
here whenyou have 100percent sun andthere is sufficient array energy does
permit full recharging the battery.

NAPOLI: It also allows overcharging.

OBENSCHAIN: No. It limits overcharging. The AE-E, the flight
curve across there, that bird right there, as I showedyou, at a lower V/T curve,
when that bird is less than 100percent sunit operates beautifully. It tapers
right downto C/20. It doesnot overheat. It doesnot overcharge significantly
enoughso that you start raising up the temperature. OnAE-C, which is most of
the data presented along the curve here, you do get overcharge. SoI am not
saying we ought to have a multiple V/T curve. I think you can select the V/T
curve wMch is a very goodcompromise. I think we did onAE-E. I think we
have demonstrated it now. It is over twoyears old or in a couple of days it will
be two years old. We have never had a battery temperature problem. We never
had any kind of a fading problem or anything. It is working nicely. It is the
same cell as we flew in AE-C. They are both GoE. 6 ampere hour cells from
the same lot.

NAPOLI: What is the final charge rate whenyou get downto the lower
end of that?

BRANDT: About 150 mils.

OBENSCHAIN: That is the C/40.

FORD: Goddard. I guess the point that I would like you to go back to

is after you have had the batteries in the older bird on open circuit you said you

put them back on charge and you immediately had a temperature rise.

BRANDT: Yes.

FORD: I think that may be the part that we are getting confused about.

Do you ever feel or do you have any insight as to what caused that? Or do you

just hold it up as something you observed?
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BRANDT: It is somethingwe observed. Why, I don't know.

To contradict Rick a little bit, we have begunto notice on E one of the
batteries is starting to behave the sameway, starting to get a little hot whenyou
go to charge.

FORD: GSFC. I would like to address your first question. But I
would like to defer that until later on in the morning becauseone of the charac-
teristics we have seen on old spacecraft of old batteries is apparent softening of
the V/T way downafter the cells begin to wear out, meaning that for a given de-
sign it may be adequatefor two year lifep but if you are really going to push that
operation into like four or five years that V/T curve for theearly life may not
suffice for later life. SoI think we might get into that a little later.
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NIMBUS AND LANDSAT

D. A. Baer

Goddard Space Flight Center
and

D. Wise

General Electric Company

INTRODUCTION

BAER. The next satellite to be discussed is the Landsat, which was

formerly the Earth Resources Technology satellite, and Nimbus. Here again

we have an early 1960 design, and it is still being used mainly from the viewpoint

of not redesigning the system and has been relatively successful even with its

faults.

They are both very similar, almost the same satellite at least func-

tionally. There are some subtle differences in it, so we are kind of lumping the

presentations together.

(Figure 14)

GoEo was the prime contractor. RCA did the storage module, and the

cell was manufactured by General Electric. The cell is a 4 1/2 ampere hour

nickel cadmium cylindrical cell, 23 cells connected in series formed the battery.

The storage module weight was 7, 020 grams, about 15 1/2 pounds. The reason

it is called a storage module is there is also electronics in the same box as the

battery. And the electronics in this case weighs on the order of about one and

three-quarters pounds. There are eight batteries on the spacecraft.

(Figure 15)

As far as charge control goes, there is a current limit of 1.1 amps.

There is a temperature compensated voltage limit. However, most of the charge

control is by use of auxilliary loads, switching off and on. Because the voltage

limits are so high it is used more for safety than anything. There is also a

temperature cut-off at 43°C, and that cuts the current back to. 15 amps. And

these batteries can be removed from the main bus by ground command.

(Figure 16)
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Okay, here is the V/T curve. You can see it is a little higher than what
is normally used in practice today. The curve falls somewherein betweenthese
two tolerances.

On the cell level at 0 degrees C it is about 1.50 to 1.52. At 20degrees
C it is aboutone four six to onefour eight. At 40 it is about one four two to one
four four. I said that is a little higher than most designsused today.

(Figure 17)

Okay, the power system, here again we have a negative bus system with

the shunt dissipate driver through this transistor that is located over in the storage

module, and there are eight storage modules. That clamps the solar array bus
at about a minus 40.

One difference on this diagram between Landsat and Nimbus is you have

this extra payload regulator. That is on Landsat, and it is not on Nimbus. Here

are the aux loads that are coupled in by ground command, five of them, and de-

pending on what the loads are it depends on how many aux loads are on. So,

essentially what he has to do is he has to know how much he is going to take out

during the night and what the loads are going to be on during the sun. And then

he selects his aux loads to limit the current to the batteries to get a C to D of

about 1.10 to 1.15. The battery is coupled to the solar array bus through the

charge controller, and that is where your voltage and current and temperature

limits are -- in the charge controller.

During the night the battery is coupled, diode coupled, to the unregulated

bus, and there are also these relays which allows you to remove any one battery

off the line.

Here are the regulators which regulate at about minus 24.5, the regu-

lator bus. And about the only other thing of interest is there is a fuse tap. That

is used to blow the fuses if your loads get too heavy. The regulators don't have

enough to blow the fuses in all cases.

Okay, that is about it as far as design constriction goes.

NIMBUS OPERATIONS

WISE : The Nimbus spacecraft initial design life was six months to one

year.

(Figure 18)
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As you can see from the chart here we had good luck with them.

Nimbus 3 was launched April 14, 1969, and it was eventually turned off in January

of 1972, with two and three-quarters years of operation. Nimbus 4 went from

April 8, and then in October of this year, seven and a half years of operation.

Nimbus 5 is still operational. It had five years of operation. Nimbus 6 is still

operational.

There were batteries turned off on 3 and 4. Batteries 5 and 6 have had

no batteries turned off to date. None of the battery problems that occurred have

effected mission operation.

(Figure 19)

The orbital period is 107 minutes, which is 34 minutes a night, 73

minutes a day. During the first year the battery temperatures averaged 20

to 24 degrees. The system battery capacity, 4 1/2 ampere hours, is 20 on the

160 ampere minutes. The depth of discharge was typically 14 to 15 percent and

dropped to 4 to 5 percent after seven and a half years of operation. This is

primarily because at the beginning of the spacecraft life you have all the experi-

ments operating. As each experiment drops out, of course the load reduces.

Then as you have problems with the batteries, the remaining good ones can still

carry the load without effecting the mission.

The maximum charge voltage was 32.7 to 33 volts. The discharges

were approximately 28.2 to 28.7. On the Nimbus type spacecraft for a period

of time the loads were always relatively constant. In other words, they would go

into a mode of operation with a set of experiments and they would last for three

or four or five months or until they were through with that experiment or it had

failed. So, it set at a relatively constant load on the bus throughout its life.

With the method of charge that Dave Baer has described, we typically

would have 25 to 26 amps at charge and about 1.1 amps at discharge respectively,

(Figure 20)

Okay, with the method of charge that we are using the match of the bat-

teries is very important. If the electrical characteristics were mismatched, the

charge and load sharing would tend to spread. Or if the temperature would

spread it would also force the battery to start spreading and charging, load

sharing.

They have had C to D ratios as high as 4.8 to 1. And the temperatures

have been as high as 43 degrees among individual batteries. As mentioned, the

warm batteries are the ones that are the more susceptible to the runaway.
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Nimbus both 3 and 4, were okay for sevenyears. The other six bat-
teries hadvarious problems where they were turned off and on. At the present
time the spacecraft is -- They have an attitude control problem whenthe space-
craft goeslike into deeporbit and then turns around. This presents a special
problem in the fact that the batteries that were in the sungoing forward, suddenly
turned around, are still facing the sunand they don't get their proper cooling.
Sothey have a very hotspot on that spacecraft.

Battery spread went up to 18degrees from a nominal of 9 to 10. And

then batteries 3 and 4 eventually became mismatched.

(Figure 21)

Okay, these are two examples of the batteries that became mismatched.

By mismatched, what we really mean is that generally the charge here starts
to increase and the load share decreases and then the temperature starts rising.

The C to D ratio.

At night, in battery number 5 there, 28.93 ampere minutes of discharge,

load share about 12.8, this 28.2, battery temperature around 21. Charge share

went up to 37, so that means C to D ratio about 1.281. I guess that would be an

example of a good battery pack.

The mismatch there is shown on the right with battery 7. The discharge

amp minutes is 20. Go down to the charge, there is 5.8. You have a 2.781

charge/discharge ratio. And the temperature is up five degrees. That is nominal.

(Figure 22)

This shows that on the left is the night and on the right is the charge.

This left scale on discharge is as you can see the numbers there, 1.1 and. 63.

That shows you typically how a discharge is done. As the voltage goes down,

the current goes up. You have a constant power and voltage.

Over here in the daytime now this shows typically the way the charge

current would go. You can see the scale right over here. This would be a
normal.

(Figure 23)

This is sort of a very vivid graph that I will just show you basically.

In this area here is the C/D ratio varying all over. The voltages are up here.

The temperature is this dashed line. They have various charge sharing, load

sharing.
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This is when the problem started occurring on battery 7. They tried
various things, suchas lowering the voltages and attempting to see if the battery
recovered, trying to overcharge, and cycling it, and almost everything. Nothing
would finally work, so eventually they shut the battery off. And on this particular
system we have approximately a 25 milliampere telemetry circuit which will
discharge the battery. So, if you turn it off at someconvenient time in the day-
time, then if you wait approximately two months the battery will discharge down
to 1.1 volt per cell, or about 25 1/2 volts. At that time we turn it back on. Now
whenthey turned it back onyou can seedramatic changehere. You can see that
everything just straightened out immediately. The C to D ratio was great. The
charge, load sharing completely got together. The temperature was steady, and
the voltages were steady.

So, this is typical. We call this a restoration cycle, not a conditioning.
But we call it a restoration cycle in our nomenclature. This is typically what we
do on Nimbus and also on Landsat. It seems to help very much.

(Figure 24)

This is just what I have mentionedbefore. We can turn the battery off
andwait until it gets downto 26 or 25 1/2 volts and then turn it back on, andyou
have seen the results on the previous graph. It was successful with batteries
4, 6, and 7 on Nimbus 3 -- 3, 4, 6, and 7on Nimbus 4. It did not work, however,
on battery 2 of Nimbus 4.

Another techniquethat sometimes works is that if you operate the system
-- Well, if you see this starting to creep upand you know it is going to run away
soon, if you operate the system deliberately at lower voltages and lower C to D
ratios, sometimes thenwhenyou go back to normal the battery will return to
normal. If that doesnot work, then the secondrecourse is to turn it off.

LANDSAT OPERATIONS

(Figure 25)

WISE: Now turning to Landsat, we are on a 910 kilometer circular

orbit. It is ground synchronous and initially sun synchronous. The orbit

period is 103 minutes, 72 minutes day, 31 minutes night. On Nimbus the sun

comes directly to the front of the spacecraft. It is in the plane of the orbit be-

cause it is a high ending orbit. In our spacecraft, though, the sun is over 33

degrees to the left nominally. It is actually about a plus or minus 7 degree

variation throughout the year because of the sun's being directed to the earth.
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WelaunchedLandsat 1 in July, 1972. Today it is going through orbit
27,060, which is approximately two, five, years of very goodoperation. Landsat
2 was launchedin January of 1975for over 14,330, and not 14,330 years. It is
only 2.7 years. The batteries have not limited mission operation.

(Figure 26)

This is just a rehash in a more simplified form of the block diagram

system. We have the solar array and the shunt aux loads. We have a charge

regulator. We have two with modulated regulators. And on this particular space-

craft the smooth loads come off the service regulator. Pulse loads where they

have a lot of inverters and so forth come off the payload regulator. And we have

a special series of loads that are solenoids and very heavy loads, pulsed loads,

that come off it, shuttered and so forth, that come off the pulse load bus, which

connect it directly to the battery.

This particular technique, using the battery to buffer those heavy loads,

works very well.

(Figure 27)

Nimbus, as we mentioned, had a very steady load. On Landsat we have

a highly variable load. So the depth of discharge, 9 to 16 percent. When we

reach 16 percent itwould be necessary to turn off the paylods because ifwe

operated itany lower we may drop out of regulation.

At the present time now we are 8.2 to 10.3, and we also only have four

batteries on at this time. I will explain why that is working well. The temper-

ature was initially 20.4 to 25.7. We are now 18.7 to 26.6. We have hit peaks

up to 40.2. And the main reason is that the spacecraft is drifting. The initial

33 degrees sun angle has moved over to around 48 as you can see down below

here. As we go to that higher sun angle though, the day-night changes. Where

we started out with a 73-minute day and 30-minute night, we now have an 83-

minute day and 20-minute night. The short night prevents us from cooling the

spacecraft properly. In addition as we get towards five here we get some de-

gradation of the thermal surface which helped contribute to warmer temperatures.

The temperature at present is 18.7 to 26.6. We are going to be winding though

toward the higher temperatures. Temperatures on the sunny side of the space-

craft are about 32, but they are presently off. Those temperatures there reflect

the four working batteries which are opposite the sun.

The C toD ratio was.06to 1.17. We are now about 1.15 to 1.33. The

reason the C to D ratio has to increase is that initially we had very good --
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mismatch. With eight batteries they shouldbe 12 1/2 percent, the charge and

load sharing. That will run typically from 12 to maybe 12.8 on both of them at

initial conditions. At end of life, like they are now, it will run from 11.5 to 14.

The batteries that are taking more than their share on charge prevent us then

from getting the correct account of the other batteries because we have to work

on it as a total system and not as an individual battery when we control the charge.

So this means the C/D ratio has to slightly increase. This means then that some

batteries are getting larger than desired C to D ratio. Others are getting just
a correct amount.

Landsat 2, 10.5, 11 percent. We have 16 percent peaks. Let us talk

a little about these peaks now. 16 percent of both cases are when we have a night

playback, and so therefore we will go into night and we will discharge maybe

down to 10 percent. The next 6 percent of discharge will be at a rate of C over

2, C over 4, in other words 1 amp to about 2.2 amps. So this makes a voltage

problem because at those high discharge currents we get pretty large high arc

offs. If we held the same depth of discharge throughout the two years here, 2.7

years, the temperature ranging to 23 initially. They are now 17 to 26. We have

hit peaks of about 30. The C to D ratio at 0 is 1.05, 1.08. But even on this

spacecraft we have the D to D ratio up now, 1.17 to 1.25. Sun angle has changed

from 36 to 42. We have a slightly increased day and a slightly shorter night.

That is the reason we have those higher temperatures.

(Figure 28)

Now, here is a little history of the restoration cycles that we described

earlier on Landsat. Okay, let us go to battery 6 on Landsat 1. The first res-

toration cycle was at 3.7 years, and the second at 4 years. And you can see that

when we turn it off we recovered, operated normally for a while, but then it re-

verted back to its old characteristics and ran away at the end. We turned it off

at four years.

You find that battery 5, 6, 7 and 8 were off respective at 4.5, 4.7, 5. 2,

and 3.1 years. I think that is supposed to be 3.7, that battery. I made an error

there. We had a switching anomaly which prevented us from turning the batteries

back on. So when we got to the place that those batteries were required, the

restoration cycle, we had to turn them off. But once they were off they could

not be returned to service because of another switching problem on the space-

craft. It turned out, though, as you noted earlier, that we went to a longer day,

shorter night. This meant that I could get by with less battery because the night

discharge, you know, was smaller. Even though I had only four batteries, I am

still holding only 10 percent depth of discharge. This is a case where the orbital

drift parameters and the battery characteristics all worked out so we were able

to keep the mission going.
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OnLandsat 2, battery 1 had four cycles, 1.7, 2.3, 2.7, 2.8 years.
Battery 2we had one cycle at 2.5. Battery 5 one cycle at 2.1. Battery 6, which
has beenour trouble battery, meaning to operate it is taking the most care, re-
quired -- well, you can seeall the numbers there.

There is one, you know, trend that I canmention on this. If we had
turned the battery off andlet it discharge downto that 26 1/2 and then turn it on
at about 251/2 volts, thenwe turn it back on, the battery operates very normally.
And theneventually it will start creeping, where the charge share will go up
gradually, the load share goes down, and the temperature stays relatively con-
stant. Then, suddenly, at about the 14 to 30 orbit period, which is one to two
days the charge share will go up dramatically, the load share will go down, the
temperature will rise. At that point we shut it off.

Nowif I turn that battery off the first time it will last maybe two to three
months. The next time it will be 2 1/2 months, the next time two months, the
next time one and three-quarters. What I have is the time of goodperformance
after restoration cycle is decreasing, and now it is getting so that if I turn it off
now I canonly expect about two weeks of goodoperation before I knowI will have
to turn it off again.

We are still trying to keep it on becausethoughwe can operate the mis-
sion without it it makes the mission a little easier as far as scheduling. Sowe
do go through the trouble of restoring the thing, getting back on line as much as
we can.

As you can see, we have had quite a history. And those other batteries,

like battery 2, it was only two and a half, battery 5 -- 2.1 years. They are

working normally. We have had no need to turn them off the second time. So

that is the end of my presentation.

DISCUSSION

GROSS: Boeing. What is the typical restoration duration?

WISE: Well, we don't control the point where we turn it off, in other

words, the depth of discharge or the percent of charge at the time we turn it off.

We just do it randomly and when it is convenient to us. But with the 25 milliamps

to when we discharge it typically takes about two months.

GROSS: Two months?
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WISE: Two monthst yes. Now there have been intervals where for

some reason where we needed that battery on line where we turned it on in less

than a week. It had not gone through the full restoration cycle. When it comes

back on it acts as if it had. But let us suppose I had it turned off only for a week

and the battery voltage only dropped maybe to 27 1/2 volts, it will act normally

but maybe only for a week. If I had done that at 25 1/2 volts it would have lasted

for months.

GROSS: And do you start your restoration at the end of a charge or a

discharge ?

WISE: It is in the middle of a charge. We are into the daytime. We

have a daytime contact, and I will just turn it off at some point. Now it has not

fully recharged. It has been down to 10 percent depth of discharge. I maybe

added another 2 percent. So I may be sitting at 92 percent state of charge. And

I turn it off and then let it go down to the 1.1 volts per cell.

SCOTT: TRW. To what degree do you attribute the unbalance problems

between an inherent change in the IUE characteristics of the battery and differences
in the thermal environment of the different batteries ?

WISE : I am not sure we can really distinguish the differences, but I

would say that if the thermal conditions had remained about constant that if sud-

denly the battery should fall it would have to be internal characteristics. That

is about the only way. We have no way of really distinguishing.

SCOTT: How you do characterize the uniformity of thermal dissipation

between all those different eight batteries as far as the design is concerned,

physically where they are placed and all that?

WISE : Because of the complexity of the thermal problem I am not sure

how to answer you. We have 18 compartments, and the batteries are spread

around these 18 compartments in a circle. On 16 of these compartments we have

active thermal shutters that if the night is long enough they will open, close, and

tend to cool the battery and keep it at within let us say 23 plus or minus 2. It is

possible that the battery gets a high C/D ratio that we can force the battery to

put more heat than the shutters can handle. Also we have other equipment in

those, and with the wide reverting modes we have and the self-generated heat

from the battery itself we have such a wild combination of circuit, you know,

conditions that I can't answer your question directly.

FORD: Goddard. Would you comment on the restoration cycle and

what problem you are trying to solve? Load sharing on charge and discharge,

or either ?
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WISE: Yes, we start the restoration cycle, and we key it to the fact
that we havea suddenrise in charge share, a suddendecrease in load share,
and a suddentemperature rise of that battery pack aboveits normal operating
conditions. At that time we will then switch into restoration cycle. We tend to
try to catch it early for the reason that we felt that if you do go into this high C
to D ratio you are not doing the battery any good. We could still operate with
high C to D ratio andit wouldn't hurt the spacecraft, or we would still be getting
someuseout of it. But we felt if we turned it off early it may salvage the battery
and allow a little more useful life in the long run.

UCHIYAMA: JPL. When you say you turned off your batteries you

said you turned off everything, no load, no direct load?

WISE: Yes, there is no direct load on it. It is disconnected. The only

direct load is the voltage telemetry circuit, which operates directly off the bat-

tery. And it is around 25 milliamps.

UCHIYAMA: So there is a slight load.

WISE: There is a slight load, yes.

PARK: Battery Development. I was just wondering if somebody in the

meeting would comment on whether it would be better to have more discharge

during this restoration period.

WISE : That would be an interesting question. On our spacecraft we

could not do it. We have no way of doing it, but it might be an interesting thing.

If you could explain the phenomena that is occurring, you might be able to figure

out a better way of accomplishing it.

PARK: If anybody around here has tried that, testing it on the ground

and found this sort of thing in ground testing. I could imagine that possibly it

wouldn't take you -- maybe a week, you know, to make it behave or something

like that, a matter of days even.

SCOTT: TRW. I would like to ask whether you know how much different

the behavior of the battery is on that 25 milliamp load compared to just leaving

it on open circuit on real open circuit ?

WISE: I don't know because we have no way of going to open circuit.

We are fixed to that mode. Helm Thierfelder was at G. Eo and had tested some

earlier ones. Do you have any idea? Have there been any tests that we com-

pared self-discharge by the telemetry to the open circuit?
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THIERFELDER: G.E. Well, if you just left them opencircuit, it
would take a lot longer than two months. It would take probably well over a year
to get them all the way down. Sothat 25milliamp load has a big advantage--

NAPOLI: RCA. Do you notice that whenyou are charging the batteries
that there is a difference in voltage? Canyou measure the voltage individually
in eachbattery ?

WISE: Yes. Each voltage is measuredindividually, but during charge
and discharge they track very close together, within 10 millibels to one another.

NAPOLI: But whenyou are tapering off to the final charge are they
within the --

WISE: Well, with the system that we use we just barely approach the
taper curve, andthey very seldom go into taper. In other words, the taper charge
curve is set so that you get a 1.3 or somethinglike that C to D ratio. And we
don't normally shoot for that. We shoot for lower, so we don't quite reach the
taper curve onmost.

NAPOLI: What about on discharge? Do you see anydifference between
them on discharge ?

WISE: Yes, on the way downthey will vary a little bit. But they all
endup, you know -- one will come down. Well, there are small differences. I
would say they are insignificant though. They track very close both going up and

coming down.

NAPOLI: It is only with currents that you really have a problem.

WISE : Yeah, the current vary a little bit. When the batteries are what

I call normal they track fairly well also. It is only when they start getting this

runaway condition that it starts creeping and then finally goes very suddenly that

we have a problem.

BAER: I might add usually when you are running a system like this with

batteries in parallel usually your voltages are going to track very closely unless

you have unusual IR drop across a diode or something. So the voltages are

usually going to track. But what happends is you see the difference in the cur-

rent, on discharge current that it delivers, or else in the current it will accept

on charge.
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NAPOLI: On discharge it could be depth of discharge.

BAER. Not usually_ no. Youknow, they will try to seek the same
voltage level. But the difference is going to be in your current usually.
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SOLUTIONS

0 TURN THE BATTERY OFF,

O WAIT UNTIL OPEN CIRCUIT VOLTAGE DROPS T0-26, VDC,

O SUCCESSFUL ON BATTERIES; q, 6,AND 7 ON NIMBUS 3,

3,4,6 AND 7 ON NIMBUS 4

NEVER WORKED ON BATTERY 2 OF NIMBUS q,O

OPERATE SYSTEM AT LESS THAN FULL CHARGE

O SUCCESSFUL ON NIMBUS 5 AND 6, BUT REQUIRES MORE TIME,

___bT_ "ru BE.
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Figure 24
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ORBITING SOLAR OBSERVATORY

BATTERY AND POWER DESIGN

F. E. Ford

Goddard Space Flight Center
and

S. Bober

RCA

INTROD UC TION

FORD: The OSO-I represents a recent vintage satellite, or more recent

design satellite. It represents the philosophy, I guess, of the early seventies.

(Figure 29)

Basically what I have provided here is a summary of the battery design.

It is a 12 ampere hour G.E. cell, with 21 series connected cells packaged in two

packs, 11 and 10 cell packs. There are also two batteries on the spacecraft. It

had a design life of one year, and it is in a near earth orbit. Incidentally, if you

haven't recognized it, all the discussions you have heard so far deal with satel-

lites in near earth orbit. I believe the last three papers this morning will deal

with the synchronous satellite. We designed for a 10 to 16 percent depth of dis-

charge, a temperature range of 10 to 15 degrees C with a thermostat that would

place the battery on open circuit. If the battery temperature ever exceeded 35

C, the charge control has eight commandable voltage versus temperature. I am

going to put these up here because as the next gentleman talks to you he is going
to be talking about voltage levels, and that represents the eight levels that are

in the charger. And I believe there are two chargers. Right ? One for each

battery is that right? Yes, two chargers.

(Figure 30)

It has an undervoltage setting at 1.18 volts per ceU. The spacecraft was

launched in June of 1975, and at this time Stan Bober is going to talk to you about

the performance of OSO-I and give you some insight into the operational modes

that they have gone through. And I will leave the curve on the left for you to re-

fer to as he talks about a voltage level because I don't think he will be talking

about actual voltages per ceil.
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OPERATIONS

(Figure 31)

BOBER: I would like to begin by describing the OSO spacecraft itself

before I go into the battery performance. You will notice that I have an OSO-8,

and Mr. Ford was telling you about OSO-I. They are both the same except that

when the spacecraft was being built it is given a letter designation for a model,

and after it is launched it is numbered. This is OSO-8, the Orbiting Solar Ob-

servatory, eighth in the series. The rest of it is pretty much self-explained

except that I would like to bring your attention to the number of orbits that we

have completed as of yesterday, 13,240. That is almost the same number of

cycles that the batteries have gone through.

The two sections of the spacecraft, the solar panel is called the sail,
and the drum at the bottom of the sketch is called a wheel. The wheel rotates

at approximately 6 rpm while the sail is stationary. The sail is actually on a

shaft or an axle through the middle of the wheel, and it is driven in the opposite

direction to the point where it is standing still and points at the sun. The two

rectangular boxes are the solar observing telescope. One belongs to the Univer-

sity of Colorado, the other one to the Paris or French experimenter.

There are six other instruments or experimental instruments located

within the wheel. The booms with the weights just provide additional mass for

gyroscopic stability as the wheel rotates.

The spacecraft orbits around the earth at a 550 kilometer height, and

it goes through spacecraft day and night. When it comes into the sunlight it is

spacecraft day, and when it is eclipsed by the earth it is spacecraft night.

The length of the orbital period is 95.7 minutes. The day although

variable is pretty well over 60 minutes. I will show you a graph of the day occur-

rence later.

Mr. Ford mentioned the two batteries are made up of two packs, one

11 cell and the other 10 cell. The 11 cell pack is mounted closer to the outside

wall, the peripheral wall of the wheel. And the temperatures run somewhat

cooler than the 10 pack, which is closer to this, within one of the sections of the

wheel. Battery 1 is in section 3. Battery 2 is in section 9.

(Figure 32)
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Our orbital operation is very muchstandard. With some differences
as far as to the loading, the total behavior is repetitive. In this graph and in the
next three the data are actual data taken from one orbit, 12,931, fairly recent,
andyou will see a little steppingon the graph. That is becausethe data are
sampled at one minute intervals, and the currents, the telemetry readouts, or
increments, are fairly fine. The voltage is a little coarser, and the temperature

when we get to it will be large steps. That is because of the telemetry readout.

Here we show, starting during the spacecraft day of the charge cycle,

and there is a drop in the current at the beginning of the graph. That is because

we come to the end of the playback, tape recorder B ends its playback. And this

required some 400 mils of current. But then we continue fairly steadily with

some variation because the experimental instruments always varied their mode

of operation; maybe a wave length change or something like that requires a little.

Then we come into the spacecraft night or the discharge period, and the current

as the voltages decrease, the preregulator draws more current. So the current

is increased until we come to the next sunrise and repeat the cycle again.

(Figure 33)

There are also periods of time when some of the experiments turn off

because they do come into the high radiation area for the South Atlantic anomaly

area. But overall the operation is fairly standard.

Here we show the charge and the discharge currents of both batteries.

You notice they are fairly identical. When the batteries are being charged the

current is fairly high, and then it starts tapering off after the voltage clamp or

the limiting takes place until it gets down to just a trickle rate or trickle current

of about. 32 amperes. Then we cross over to the discharge period, where we

require about 3 amperes of current from each battery.

(Figure 34)

On the voltage profiles again very much alike.

(Figure 35)

As I mentioned earlier, the slight coarseness in the graph is because

of the telemetry increment. Again, the charging cycle and maintaining the voltage

at a predetermined level set by the charge control, we are operating since launch

in level 2, which runs somewhere, oh, 30 point, I forget the exact figures, de-

pending on the temperature. The charge control compensates for the temperature.

As the temperature increases we do not push the battery too hard, and therefore

we get a lower charge level.
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Thenwe come to the discharge cycle. The battery provides the opera-
ting power and repeat over and over again.

Temperature rise, where the great stepping comes in, I am showing the
temperatures of the 10 and 11 cells. As I mentioned earlier the 11cells are
located closer to the outer wall of the wheel and they start cooler, but since they
are 11cells their operating range or temperature range is somewhathigher than
those of the 10 cells. And I have intended to portray the actual or possibly the
actual temperature curve as it most likely is.

(Figure 36)

I have stated earlier that the operating temperatures of the batteries
will vary as the length of day or duration in sunlight of the spacecraft varies.
This is the exact or graph with data taken from the predicts showingthe length
of day. Normally we are in the 60 to 62minute range, but periodically we are
extendingupward to 71 minutes of sunlight for orbit. Those are just short
duration, about five orbits, and then it starts decreasing again.

During theseperiods we modify the plan where our spin axes are main-
tained perpendicular to the sun normal. That is to minimize the temperature
rise becauseif we go into positive pitch angle where the top of the sail leans
toward the sun thenwe get a reflection from the sail onto the top of the drum,
andthe temperatures increase about degree of pitch forward leaning. Soto keep
the temperatures reasonable during these longer and hotter periods we keep
spacecraft pitch angleat 0 degrees.

(Figure 37)

Now to show you what happens to the battery temperatures I have pre-

pared a graph which covers the period from day 160 to 220, covering this high

sunlight period.

This is battery 2 only. I didn't want to crowd it too badly, but both bat-

teries behave pretty much the same. The temperatures are mainly effected by

the duration in sunlight. But I show you here the pitch angle, ranging from 0 to

3 and 0 to minus 3. Each time we go into a positive angle the temperatures rise

also, the peaks. When we drop into the negative regions it does not affect it as

much. Things like heating the bottom of the spacecraft aren't as serious as the

top of the spacecraft.

(Figure 38)
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During the sameperiod here is what the battery voltages look like.
This is based on data taken from one orbit per day, and the computer extracts
the minimum and maximum values. This is plotted for the same two month
period as the warmest day where visible. You will notice that at this point the
charge controller compensatedfor the temperature and did not allow the battery
to charge up as high. Also becauseit is a longer day the terminal voltage at the
end of the discharge cycle is higher. Both batteries behavepretty much the same
way.

(Figure 39)

Now the next three graphs are also two-month periods based on one per

day sampling, for a comparison of what they would look like in 75. You will note

that the maximum voltage is around 29.94 volts on the average. When the days

get longer it drops. The average minimum voltage is somewhere in the vicini'ty

of 25.8. This is in 75, days 250 through 300.

(Figure 40)

In 76 the maximum voltage is pretty much the same. The minimum

voltage dropped about. 25 volts.

(Figure 41)

And again in 77, which is most recent, we have another drop.

I don't know if I attempt to put all three together and match them you

will probably notice a difference in the levels at the bottom. The top appears

to be charging pretty much to the same level, which is fine, speaks well for the

charge control. The batteries are losing at the lower or the end-of-discharge

cycle. And I am told that you can expect that also.

So, gentlemen, as you see, we in the OSO Operations Control Center

are like the TV Maytag repairmen standing by and another tv ad says, "Thank

you, Hughes Aircraft Corporation or Company for a well-designed power system."
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ORBITING ASTRONOMICAL OBSERVATORY

BATTERY AND POWER SYSTEM DESIGN

F. E. Ford

Goddard Space Flight Center

I would like to recognize the effort of Mr. Harry Wajgras of the OAO

Control Center which provided me with all the data I am going to present to you

this morning. Harry is with Grumman Aerospace and works here at Goddard,

and he is the controller at the OAO-C spacecraft now.

As most of you know, OAO's series of spacecraft has a heritage back in

1962-63 as far as the conceptual design is concerned.

(Figure 42)

But we went through an evolution of designs, and what I am going to

present to you today is the results of OAO-C, which in August exceeded five years

of operational life. And at the conclusion of the data that I present for OAO-C

I am going to give you a comparison with the differences that are even greater

from OAO-A2, which also completed about five years. And I believe OAO-A2

was launched in 1968, December to be exact, and OAO-C was launched in August,
1972, I believe.

In summary, the battery design consists of three 20-ampere hour 22

series connected cells in the battery. This is in contrast to the OAO-A2 which

had 21 series connected cells. There are three batteries per spacecraft. There

is a unique packaging configuration which I will give you a little more detail on.

Basically the three batteries are packaged in two mechanical assemblies. Each

assembly contains 11 cells in each battery, and the two battery assemblies are

isolated in a thermal base. They had a design life of one year in near earth orbit

with a 15 to 20 percent depth of discharge. The temperature design range was

40 to 70 degrees F, and it had a 95 degree F thermostat which protected it from

high temperature conditions. It has eight commandable levels that are tempera-

ture compensated, and the batteries are in parallel for charging. And they are

also in parallel for discharging except they are decoupled by diodes. It has an

undervoltage that is hardwired into the system at 26.4 volts, which turns out to

be about 1. 199 volts per cell. And as I said earlier, the spacecraft was launched
in 1972.

(Figure 43)

55



This represents the different profiles of a battery assembly. There are
two of these, and this is a pictorial view of the top, the bottom, and the side views.
All I want to mention here is that this is the heat sync side. The battery does
not have a heat sync mountedon it. The heat sync mounts to these that protrude
to the cells here. And there are eleven ceils. As you look around the battery
you seebattery 1, 2, and 3, eleven cells in each battery. And I repeat, two of
these assemblies are mountedside by side in this spacecraft.

The reason I point this out is whenI talk aboutbattery temperature I
talk aboutbattery assembly temperature.

(Figure 44)

In order to fully comprehendthe operational aspect this is a simplified
block diagram of the power system, which consists of the 3 batteries connected
in parallel. Notice you can disable a battery from charge or from the charge bus,
but you cannotdisable a battery from the discharge bus. The charge regulator
has the V versus T characteristics in it. The system operates such that when
you require the sun the shunt relay is closed, which is referred to as a shunt
charge mode. When the battery voltage hits a present limit, this relay opens
up, the charger comes in series and regulates the battery voltage as a function
of temperature.

(Figure 45)

The eight levels that are used in OAO-C I put them up here because I
will be referring to them later on as levels andnot necessarily actually voltages,
showingthe curve design.

(Figure 46)

Nowthis is a summary of the operating characteristics that we have
observedduring 63 months, or as of November of this year, over 27,000 orbits.
Typically the mode of operation they have used the BVLS level 1 and 2, -- refer
to the right-hand screen -- for low array power, meaning that the system was
somewhatenergy starved for whatever reason, namely due to the experiment
mode of operation or where they want to look in the celestial sphere. They have
gone to level 3 or 4 essentially to enhancethe recharge as well as available
current that may be coming from the array. The typical discharge capacity per
battery is 2.8 to 3.2 ampere hours. The maximum discharge openingthe battery
has been4 ampere hours. Throughout the orbit life the average temperature has
beenabout50 degrees F. The variation has been from 46 to 52, andyou see that
the average is very close to the maximum, such that it says that is pretty close
to where the battery has beenoperating for over five years.
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The recharge ratios, to the best I candetermine, within the revolution
of telemetry, what they have, and also up to orbit 21,000 they had what we call
a SOCU, which is a state of charge unit. And a brief description of that: each
battery had an ampere hour integrative. They monitor the current; they integrate
it. And it had a readout of ampere hours, and it was set up so they could read
the discharge ampere hours and the recharge ampere hours. The recharge ratio
is up until orbit 21,000and was determined through the SOCU. Also the SOCU
was monitoring for the third electrode signals, of which they have had three.
The most negative cell in each battery hasa third electrode in it.

The system had a closed loop suchthat the SOCUcould operate it, letting
it charge up to voltage level 8 until they got a signal from the SOCUdependent
on the ampere hour meter on the third electrode and it will switch it to level 1.
This mode of operation was never used in orbit. It was used strictly as a moni-
toring device. The spacecraft flew on thefixed V versus T at levels indicated
previously.

The battery current sharing throughout the life, as far as can be deter-
mined, is within theresolution of the telemetry. And I believe Harry told me
that was like a tenth of anamp, that they couldnot distinguish anything less than
that, and that they know that there has beenno more changethan a tenth of an
amp betweenthe battery current sharing over the five years.

The battery and the voltage setting, I mentioned earlier, the.hardwire
designwas 26.4 volts. And I believe that comes out about 1.19, 1.2 volts per
cell. Now notice that increments are reduced 23.3, and I guess that deserves
somewhatof an explanation. This spacecraft flew one of the first On Board
Computers, called the OBC. As a result, they were able to do a lot of things
for real time monitoring. And whenthey were on the backside of the orbit you
spenda majority of your life on a near earth orbit out of contact. The On Board
Computer did a lot of looking andprocessing and monitoring of the conditions on
the spacecraft. So, we knew before we launchedthat voltage was going to decay
below the undervoltage, but knowing they had the ability to program the On Board
Computer they decided they would let it run that way and then as they neededto
lower that voltage on a real time basis. And that is what the reduction on an
incremental basis is -- again, it is to 23.3. Nowin a few minutes I will show
you some discharge profiles to showyou abouthow close they have beenhitting
to that, coming down to that voltage lately.

(Figure 47)

In talking this presentation over with Harry Wajgras, we realized that
with 27,000 orbits you have a lot of data. Soyou have to be somewhatselective
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in what you are going to present and what you are going to discuss. What we
chose to put forth was not the early orbit characteristics but the more recent
becausethat is really where the degradation has come to be observed.

What I have shownhere is a comparison of the discharge, curves of
OAO-C. Please note the scale. This is not 0 to 4.4. It is an extendedscale,
showingthe last few minutes of contact with the satellite whenthey had real time
data. The early orbit also had a tape recorder. As long as the tape recorder
was going they could get any data they wanted. But, the tape recorder failed. I
guess it was interesting to note there many things have failed before batteries do
in a satellite. Soall we have here is a comparison of the discharge voltage for
orbit 13,590. We have also 10,420 and then a more recent one, 20,667. I said
that the voltage I believe was like 23.3. You see, this was the closest they have
beento that undervoltage. Recently they have made plans to drop that another
increment.

But on this scale I plotted the volts per cell to showyou that basically
what theyare doing or what it appears to be doing is reaching downinto the lower
plateau that we have observed in cycle test.

(Figure 48)

Here is a little more detail covering almost the entire history of the
sunlight, starting with orbit 2,000 and then going to 17,000. I just want to point
out that this gives you an indication that they have operated at level 1, level 2,
and thesewere selected orbits pulled out. And the reason they are pulled out is
that for practical purposes these orbits were pulled to be representative of re-
peated conditions. As you have seenearlier this morning, some satellites have
very routine orbits. Oncethey get in a profile they stay there orbit after orbit
after orbit. Others don't. And they only go into low profile or the power will
vary from about 350 up to almost 500watts, dependingonwhat they are doing,
the altitude, et cetera.

What I want to point out to you is that this represents the end of discharge
voltage, degradation, that they have seenunder normal conditions. Now the one
I have shownyou previously those orbits were typical of deepdepth of discharge
in the range of 4 ampere hours, not normal. Those were on the cases where
they hadto go downfor somereason andpulled more capacity than they were
doing ona normal basis.

Another reason for showing this to you is it also emphasizes the con-
sistency in battery temperature. And this spacecraft probably has one of the
most solid thermals on it as far as keeping that battery cool as any one we have
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worked with in a long time. But I might also point out that this is being enhanced
becausewe are not overcharging the battery a lot.

The other thing of interest here is that the OAO-A2 was the first time
we flew third electrodes. Of course, they also flew on this mission. And I
think I reported at a power sources symposiumin 1972of an anomaly of bird on
third electrodes andhow we got degradation, apparent loss in sensitivity in orbit.
We are seeing the same loss of sensitivity in third electrode on the OAO-C. And
what you are seeing here is a set of conditions over a larger performance where
the recharge, as far as can be determined, is about the same each set of condi-
tions, but with the same C to D ratio the endof life third electrode, overview,
are decreasing. Now I won't go any further on that. I don't think it is germane
here, but maybe later on tomorrow when we talk about cell degradation, cell
characteristics, I think it would be worthwhile to pursue this andhow this may
be a manifestation of other things that are happeningwithin the battery.

(Figure 49)

We put together a summary of the comparisons betweenOAO-C andA2.
And why we do this, well, what we call the A2 we had someproblems alongwith
the satellite batteries before we really got to the five year period. While I said
earlier the battery did perform for five years, they were finding certain con-

straining conditions of which they had to maintain in order to keep the battery

within temperature range. As a result of that and other input, in the OAO-C

design we expanded the voltage levels. And if you look back through the literature

you will find some voltage levels published for OAO-A2. You will find out they
don't have the same low levels here on a first load basis as the OAO-C does.

What happened is we got more capability by going to a lower voltage level. I

guess the main thing that drove this is that on A2 we found out after about two and

a half or three years in the high sun time and you will remember the gentleman

before me showed the high percent sun time, the low sun time where you had about

83 percent of the orbit in sun time a_ level 1, they could not control the overcharge

current sufficient to keep the battery temperature down. In fact, near the end of

the fourth year and in the early part of the fifth year before they shut off the

spacecraft they found out to keep control of the overcharge during the high sun

time at the end of that level 1 they used an A2, which was about equivalent to

level 2 1/2 on this curve here to the best I can remember. They had to really

smooth the spacecraft off of an unfavorable sun angle to get the level of power

down. That was the only way they could keep the battery temperature.

The other factor that we attribute to the battery performance, longevity

in a sense, is that the overcharge on A2 batteries there is no question in anyone's

mind that they have been lower than what they were as far as the overcharge on
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A2 or higher than OAO-C. Of course, part of that they operated at a higher
temperature becauseof additional overcharge. And as pointed out previously
both batteries exhibited a decrease in sensitivity of third electrodes. The depth
of discharge of the OAO-C was running about 3 to 5 percent on the average higher
than the depthof discharge of A2.

As a consequenceof a number of items, which we don't fully understand
all of themyet, the battery end of dark voltage on the OAO-C appearedto have
degradedmore in the same time period than the A2. Nowyou can say well the
depth of discharge was a little greater. All these things tend to have a cumulative
effect. And in my own estimation it is hard to single out any one thing, which I
doubt if you ever could, to say this is why this happened.

Now I mentioned the A2 along about two and a half years exhibited signs,
and this is documentedin another paper that I presented of negative limited on
charge. And I just put these factors up here not really to show what they mean
as an area of concern to us, but we do know that one major difference explaining
the cell production of the A2 batteries and the OAO-Cwas in a formation dis-
charge, where that was done, and also we know that there was a significant dif-
ference in the way the precharge was set. And based onhistorical data we
strongly suspect that the A2 cells of the cells used in A2 batteries had considerable
more precharge than cells in OAO-C, which I think the number was 4.6 ampere
hours. Each cell had an identical amount of precharge in the OAO-C. We don't
know what that number was in the A2. All we know is from historical data that
the process tendedto lend itself to very high precharges under a certain set of
conditions. Thankyou.

DISCUSSION

GROSS: Boeing. Floyd, I don't understand the role the computer
played in setting the undervoltage limit lower.

FORD: Okay, first, after about six months they disabled what I refer
to as a hard line ERG function. In other words, they inhibited the electronics
from doinganything if you got below the undervoltage setting they had designed
for the spacecraft. Then they took the On Board Computer. Since all the telem-
etry information was available to it, they programmed it in a software package
to look at battery voltage. And it had the capability to commanda spacecraft
independentof the ground controller. That is one of the things the computer
could do. It flew the spacecraft. It could do a lot of things the ground controller
could do. Sowhat they did was they programmed the computer such that if they
hit anundervoltage, on which they could set by ground then, that it would be the
same thing basically as if they had hit an undervoltage with an electronic circuit.

6O



And basically by the fact that it was a software package then instead of hardware
they were able as the battery voltage degraded, you know, to ratchet down and to
stay just under it throughout the five years.

RITTERMAN: TRWo I think youhave two effects that seem to coun-
teract each other. Onyour formation to agiven ampere hour you intend to in-
crease precharge, short, take the negative electrode all the way down to minus
• 2. On your venting of oxygent andputting in a fixed number of ampere hours,
you intend to decrease the precharge. Doyou have any idea which it is, what
magnitude, the charge is effecting ?

FORD: Well, first of all, I am not sure I understood your premises
from which you madeyour statement from.

RITTERMAN: I will say it again. You have a formation to a given
ampere hours out but not to a negative voltage, negative electrode. Sothat
formation tends to decrease the precharge. You leave more cadmium in the
negative electrode.

FORD: You can_yes.

RITTERMAN: Thenyou were comparing two different methods. In one
caseyou discharged negative downto minus. 2 volts. The other caseyou just
discharged to a given number of ampere hours.

FORD: Which was less thanwe would get out to minus . 2.

RITTERMAN. That is right, andtherefore you have more cadmium in
your electrode.

FORD: In the former_ yes.

RITTERMAN: Right. In the secondcase what you do is you vent oxygen,
but you don't measure the oxygenthat you vent. You simply charge to a certain
ampere hour input. And in that casebecauseof oxygenrecombination your pre-
charge is low. Soyou have two effects that tend to cancel each other. Yet your
comment was that precharge was lower in the superior performing cells. Do
you have any idea as to the magnitude?

FORD: You have got interacting effects.

RITTERMAN: Yes_ and counteracting also.
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FORD: Yes. Just because you deplete a negative doesn't mean you

can't vent enough oxygen to control conditions to get the precharge back up. In

the case of the OAO-C I believe the number was 4.6 is what you told me, right?

4.6 ampere hours of oxygen was vented from each cell after we had depleted the

negative to between . 2, minus . 2 and minus . 25. So, while I am comparing it

with a condition where we depleted the negative less, went through a vented charge,

of which I have seen negative cells that vented charge will in fact give you a lot

more precharge than 4.6 ampere hours, I have seen it said it would give you less

than 4.6 ampere hours.

I think the point I want to make here is that there was what I consider

now a fairly significant difference in the production of the cells. And I know

from the previous life of cells used for the OAO-B, we did measure fairly high

amounts of precharge that we felt like was indicative of the amount of precharge

that was in the A2 cells that flew on the earlier spacecraft. I am not sure I have

answered your question.

RITTERMAN: Again, let me make the point that when you set the pre-

charge venting, and you count ampere hours, the precharge that you measure,

ampere hours, in actuality is less because oxygen recombines at atmospheric

pressure. My point is the other factor when you discharge a cell a fixed number

of ampere hours without going into complete exhaustion of the negative you leave

precharge.

FORD: Yes. But one point that I think is very controversial, if you

limit it at that point, what condition it would end later on when you reconstruct

the cell and put it through testing, there is a lot of data that says you get different

results, depending on time of day, the time of the year, the group of plates you

are processing or what. There is a species of cadmium there that may or may

not be readily available when the cell is assembled.

SEIGER: Yardney. When you describe the discharge to minus two-

tenths of a volt that is with respect to what?

FORD: That was in the flooded plate test with respect to the positive.

SEIGER: The positive had exhausted. So you had a cell.

FORD: Right.

UCHIYAMA: Floyd, I wonder if you could put up your slide (Figure

47), where you had the discharge -- In that curve there, are you suggesting that

you are seeing that the whole plateau on discharge ? As I understand the curve
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there, you seemto have taken out 3.2 ampere hours out of the total. What is

that? About 40 percent?

FORD: It is about 20 ampere hour cell rated.

UCHIYAMA: Are you saying that you have a discharge that continues

along there to final discharge and that this is a portion of that discharge curve ?

FORD: On the life tests we did on the ground, yes, that is exactly what

I am saying. We have never taken a satellite beyond this point to my knowledge.

UCHIYAMA: So if you have looked at the total discharge curve and flow

charge to the end this is evidencing the --

FORD: Yes, that is what I am suggesting based on life tests.

GROSS: Boeing. Floyd, was there ever a need to open up that relay

flowing to the individual batteries during the charge ?

FORD: Somewhere in the neighborhood of over 11,000 cycles they were

concerned about the voltage degradation. Incidentally I put the pencil there to

show you 3 ampere hours with typical of what they were taking out. This is be-

yond the normal depth of discharge. And I think that over 10,000 is a situation

where what they did in order to get this curve to orbit 10, 420 is they disabled

one battery so that the other two batteries would go to a deeper depth of discharge.

And this is what they have got. They were more or less experimenting around to

see if they in fact could see this thing stabilize out, as they did in several con-

secutive points showing a new regulating point on the battery voltage is what they

were trying to find out. But they only did that over a period of about 100 to 200

orbits. Since that time I don't believe they have done it again. I will tell you

why. They left that battery on open circuit for a while, and then they went back

on. And the third electrode on that battery it took it about -- I think Harry told

me -- 1,000 orbits before it got back to normal again. It really kind of worried

them a little bit, because they weren't sure what happened. But, you know, the

battery went on open circuit, it discharged down, and there is no charging for a

few orbits. As it comes off the line because it is decoupled, it is going into fur-

ther sort of depth of discharge. It was receiving no charge, so the third elec-

trode was dormant for several orbits. And then they put it back on, and although

the ampere hours as they built back up so that they were getting it recharged, the

third electrode never indicated that it was recharging. In fact, it was erratic

for several -- I think two or three hundred orbits following that.
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GROSS: If you were going to redesign that system would you charge
and discharge the batteries in parallel the samewayyou have donehere ? Would
you make some changes? If so, what changes?

FORD: Well, the alternative was sequential charge. I certainly
wouldn't do that. Yeah, I guess we are satisfied that we have a viable system.
We don't like the degradationwe see, but the alternatives available to us in near
earth orbit, alternatives meaning if you want to recondition, are not very attrac-
tive whenyou consider you have to take a battery off the line several days to do
it. The answer to your question is yes, becausebasically the MMS system which
will be talked about later on, I think tomorrow, and some tests we have doneis
similar to this system, if you had up to three batteries in parallel on charge.
The main difference is that bypass relay that is around the charger is no longer
there. That charger is in series with the batteries at all times.

I might point out that in contrast to what you heard this morning where
you had I think eight batteries charging and discharging we had a much better
thermal control on the batteries here. There is less than 3 to 4 degrees F be-
tween anyof those batteries. The batteries are not, you know, spread around
on a big platform onwhich you can get temperature spread. If you have to go to
that type system, parallel charging is not that attractive, because the parallel
charge youhave got to assume you are at one of thesepoints over here, on this
curve, andyou have got to assume onepoint for all batteries. The same is true
ondischarging.
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ORBIT BVLS

BAIT.

VOLT_

(EOD)

SUMi'tARYOF BATTERYPERFORMANCE

THIRD ELECTRODE(EOL)•

#1 #2 #3 S/C LOAD

(MV) (MV) (MV) (WATTS)

2037 i 26,69 223 223 221 479

3138 I 26 49 211 215 201 477

4500 1 26.22 201 20/ 183 439

5841 I 2589 185 199 169 450

7310 1 2522 191 195 I?I 456

8725 2 24,95 233 241 223 450

8169 2 25 09 231 239 225 451

11,475 2 25.09 131 153 229 449

17,613 2 24 56 197 205 213 441

BATT,T_P
°F (EOL)

#I #2

48.8 47.4

48.8 46,8

47.3 45.7

50.8 48.5

49.8 47.4

50.8 45.5

50.8 48.5

51.3 48.9

50.3 48.1

• (EOL)END OF LIGHT

Figure 48

C_PARIS_ OFOAO-CWITHOAOA-2

. BVLSRMGE EXPANDED(LObaRLEVELS)FOROAO-C

-.LO_ST A:2 LEVELSNOTADEQUATETO LIMITOVERCHARGEAFTERTWOYEARS

oOVERCHARGEOF A-2BATTERIESHIGHERDURINGLIFE

°A-2 BATTERIESOPERATEDAT HIGHERTEMPERATUREDURINGLIFE

• BOTHBATTERIESEXHIBITEDDECREASEINTHIRDELECTRODESIGNAL

• DEPTH-OF-DISHCARGEFOROAO-CGREATERTHA_IA-2

. BATTERYEND-OF-DARKVOLTAGEDEGRADATIONAPPEAREDGREATERFOR OAOC

• A-2 BATTERIESEXHIBITEDS_PT_ISOFNEGATIVELIMITINGON CHARGE

. KN_N MANUFACTURINGDIFFERENCES

A-2

FORI_ATIONDISCHARGE NEGATIVESDISCHARGED
FORFIXEDTIME

PRECHARGE VENTEDCHARGE
FIXEDTIMEAND RATE

Figure 49

OAO-C

NEGATIVESDISCHARGED
TO -.2VOLTS

EACHCELLCHARGEDAND

MEASURED02 VENTED
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SYNCHRONOUS METEOROLOGICAL AND

GEOSTATIONARY OPERATIONAL ENVIRONMENTAL SATELLITES

BATTERY AND POWER SYSTEM DESIGN

D. A. Baer

Goddard Space Flight Center
and

W. J. Schedler

Ford Aerospace

INTROD UC TION

(Figure 50)

BAER: The prime contractor was Ford Aerospace, and they also built

the battery. Eagle-Picher was the cell manufacturer. It was a three ampere

hour nickel cadmium prismatic cell. The battery consisted of 20 cells connected

in series. And I think the weight was typically about seven and a half pounds.

There were two batteries per spacecraft.

(Figure 51)

The charge control was controlled basically from the ground. There

were three ground commandable charge rates, C/13, C/20, and C/35. This is

more typical of beginning of life. End of life they dropped off a little bit. The

ground controller would select the charge rate based on battery voltage, temper-
ature, and what use it was in, as to whether it was in Sun or whether it is in the

eclipse. Also, there are the periods when there are loads on during the Sun

periods. There is undervoltage of an average of 1 volt per cell, and these were

in five cell groups. So if any one group dropped below 5 volts why then the bat-

tery would be taken off line. And one or both batteries could be placed on open
circuit also by ground command.

(Figure 52}

I will just briefly run through this block diagram. The bus is a 29 volt

bus, and during the sun periods it is maintained at 29.4 volts by clamping the

lower part of the solar array with some shunt elements. I was going to briefly

mention this area here is mostly control circuits for driving the shunt elements

and also for the boost regulator. There is also charge control array. Actually

there are two, one for each battery. And they are broken up into two different

segments, and depending on which of these relays are thrown determines what
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your charge rate is. As you can see, like I said, there are two of them, one for

each battery.

During discharge or dark, the batteries go through a boost regulator

and boost the output up to 29.4 volts. About the only other pertinent item is that

there is a battery undervoltage control that is located here. And there is also

some overcurrent disconnects in the system.

OPERATIONS

SCHEDLER: I am from Ford Aerospace. However, I am assigned to

NOAA - NESS locally here, real time engineering on the spacecraft.

I want to show some of the typical data on battery voltages and temper-

atures that the spacecraft see during a normal operational day.

(Figure 53)

We happened to pick a 302 here on SMS-2, and I have shown both batteries

1 and 2 to try and show you how closely or not so closely they track. In this

particular case we see only voltage shown. There is one place you notice that is

called satellite midnight. This is the time during the day when we have maximum

load conditions relative to the sun, because this particular spacecraft has an

opening in it which takes a proportion of the array during one part of the day.

When your peak loads are occurring, when the visitor is taking a picture, you

are also looking directly at the sun. So, as you look at some of these pictures

you will see this effect, always off in that portion of the picture.

(Figure 54)

This is kind of the first available information on GOES-2 bird, which is

the latest one that was launched. This is eclipse data, where we of course with

the synchronous orbiting satellites don't have all these daily or orbital excursions

and dipping into the battery. This happens two times out of the year for 30 or

more days.

This is a day in the eclipse towards the middle of the eclipse period,

where we got down to a 44 percent depth of discharge. The normal maximum

depth of discharge is about 48 percent during the peak, the longest eclipse periods,

which last somewhere around 72 minutes.

Some of the things that you will notice on here are the changes in tem-

perature from batteries 1 to 2. There is almost 3 degrees difference in
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temperature. This also showsup on anormal operational day. If you just chop
out the middle of discharge and recharge time and extend the lines across you
will notice that they endup at about the samepoint. Someof these things we
will talk about later onwhenwe talk about eclipse problems.

(Figure 55)

Oneof the next things I want to talk about is, that one was more speci-

• fically in the area of delta T from batteries 1 to 2. Here we have a delta V prob-

lem. And you will see typically in this particular as it goes to one satellite that

battery 1 tends to have overvoltage characteristics, whereas battery 2 doesn't.

And those come from different cell lots. There is a difference there of maybe a

volt and a half to maybe two volts. This is during the recharge of the battery.

You will notice right in here we made a charge rate change. And the reason for

this is we know historically with this bird that we couldn't leave it in the two-

thirds charge rate during the recharge cycle after eclipse because it would exceed

the voltage limits. So we make preplanned charge rate changes. Now this was

this year, 1977. And the reason you see there are data missing in here is that

we were time sharing, having to operate three birds instead of two, and we didn't

have telemetry during that period of time.

(Figure 56)

This is the SMS-2 bird again t and we will see quite a dramatic overvolt-

age condition there, recharge up, or a smaller eclipse. And I don't know exactly

what that depth of discharge wast but it looks like perhaps in the area of 12 to

15 percent.

In this particular case it wasn't expected seasonally that we were going

to have to make this charge rate change, using the previous year's history. So

we got surprised here, and the voltage went up over 30 volts, 30.143 volts. That

is 1.5 volts per cell. The battery was at about 15 degrees at that time. The

controllers did not catch this event. Presently we have a limit. I think it is

about 30.05 volts, 15 degrees, not to exceed a half an hour. Then you are sup-

posed to change the charge rate. But this one inadvertently was missed, and

you can see right here when the charge rate was reduced it made a dramatic step

down. And you can see what happened to the other battery, the one that seems
to be much more stable.

One other point_ they have had some play in this larger change. I also

showed here the main bus current load profile during recharge. Normally this

would have come up mud stayed on here, but for some reason there was a load

change made there so that you were recharging not with a full load on the system.
That could have had some effect on that.
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(Figure 57)

This is a picture of what we sort of expected to see during that eclipse.

This is a 15 percent depth of discharge. We didn't expect it to exceed the 30

volts. So, the controllers weren't alerted to expect that.

(Figure 58)

Here is, just to point out the voltage differential thing, another eclipse

day where the voltage peaked at a much later time. It stayed well within the

limits. Here we are really trying to point out the kind of nominal voltage

differential from battery 1 to battery 2.

(Figure 59)

This is a comparison here, and I will see if I can get most of it on.

I will get it up as high as I can here. This is a comparison of two years,

1976 and this year 1977. It addresses about a half a year, starting at day 124

through day about 324, which is kind of where we are currently at the latest data.

We can see here that we had to make some operational changes, which

we hadn't done in previous years. This is the -- let us see. Which spacecraft

is this? I will have to skip over which one it is. This is one of the spacecraft

that this year we operated at the three-thirds charge rate, which is something

that we hadn't expected to have to do.

If you will look at the solid line here, the solid line in all cases are

1976 data. Our trickle charge is 80 milliamps, about a C/35. Our two-thirds

charge rate, also known as intermediate, is 150 milliamps. You can see here

the effects of temperature and voltage increasing. By the way, these are mini-

mum and maximum voltages and temperatures. So we can see here that the

spread in voltage, min and max, closed as we went to the higher charge rate.

The dip that we see over here is the autumnal eclipse period. On this particular

spacecraft we have no way of increasing loads or doing any sort of reconditioning,

although we do what we call a pseudo-reconditioning at the start of each eclipse

period. Instead of decreasing the loads, with an anticipation of going into an

eclipse, we leave them on. And you can see here the voltage decreasing down

towards the very first part of the eclipse. The first couple of days when we ex-

pect the eclipse to be very short we don't bother to change loads. We just let it

ride through.

Historically we have gotten improvement in the batteries. You can see

that the voltage is increased then.
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The dotted line is of someinterest this year because of the three-thirds

charge rate. Here we can see the effect of going to the three-thirds charge rate

on the maximum voltage. The spread seems to increase relative to the previous

year's operation. The minimum voltage is going lower. Now some of this can

be the effect of the way the spacecraft is being operated in that the batteries are

demanded more. But the one interesting thing to note is that after being in this

three-thirds charge rate for about two months right here we seem to be somewhat

lower than the previous year data. At this point here we changed back to the

two-thirds. We saw a subsequent drop in maximum voltage, which is approaching
a volt difference from the year previous.

We attempted to do as an experiment a reconditioning by turning on every

available load that we had in the spacecraft. Unfortunately, that was only about

9 percent. You can see the effect, that the lower voltage started to come up,
whereas the upper voltage limit remained the same.

Thin line you see here is when this spacecraft was placed in a standby

mode when the GOES-2 was brought on line as the operational bird. The load

dropped maybe 3 or 4 amps. Shortly thereafter we went to the one-third charge

rate° The minimum voltage came up. The maximum voltage continued on down

to where there was very little difference between the two. Well, one of the rea-

sons is they really aren't being exercised. But I think the trend, though, that we

are looking at and we were worried about was the decrease in the battery voltage

down to under 27 volts. So we watched as we went into this last eclipse.

Here you can see this eclipse reconditioning cycle. And right away the

voltage started to go back up. And after going through this eclipse the voltages,

minimums and maximums, are now again tracking the previous year's data.

However, keep in mind they are not really being used. Their voltage is back
where it is expected to be.

I want to talk a little bit about the problems involved in having to do

this operationally. Each eclipse year we have to make a plan for each partic-

ular bird as to how we are going to operate it when the charges have to be

turned off or modified. Where can this be a problem ? The problem is, number

one, that extra commands are required. The geostationary birds, those birds

take pictures. There is only about a ten minute period of inactivity each half

hour, so any extra commands that we are asked to send are rather involved

in the operation. When we are asked to change charge rates, they oftentimes like

to have a real time engineer there when this happens because they feel they can't
ask the controller to make these kinds of decisions. So this demands more time

to look at things until we can decide at what time of the day should we change the

charge rate so we don't go over.
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On occasionwe have had problems where the commandsthat are sent
aren't executedexactly correctly. We have sometimes endedup in the three-
thirds charge rate whenwe have wantedto be in the one-thirds charge rate.

With the controller having so many things to do and so many things to
look at onhis screen sometimes he doesn't catch this voltage creeping up and
creeping up. Soit is a dangerous situation operationally.

The other things that we would like to talk aboutthen is operationally
how could a battery behavebetter where it wouldn't have these kinds of problems.
Oneof the obvious things is to have better control over the cell to cell variations
or in this casebattery to battery variation. As you can see, this battery 1 takes
precedenceover battery 2. Soanything that we have to plan on we have to look
at the worst case. Presently we have gotten around operational problems, but
as solar array degrades normally in time we are going to have to start looking
at maybeplacing onebattery on a different charge rate than the other. Things
have becomea lot more complex. And it is not -- becauseit is in eclipse time
that we are having to do this. The eclipses changeevery day, starting off at just
a few minutes andgo downto 72minutes. It means that you have real variable
situation onyour hands, not like the non-synchronous where you can kind of pre-
dict that it will do this each day. You can't do that, so it is kind of custom plan-
ning involved.

The other obvious thing there is having cells that are less susceptible
to the overvoltage problem in the first place.

We have a couple of questions that operationally would be helpful to us.
Oneis a study onwhich is better, many small dippings into the battery or several
larger ones spaceddaysapart. As the spacecraft gets older we are going to
start getting into batteries on a daily basis.

And the last thing is something that is probably available that we just
don't have andthat is a better V/T plots or something that would be easier to use
at the control level. Right now we have like three charge rates, three temperatures,
and three upper voltage limits that with time you are allowed to be in that. And
someof the problems you have is what happensin one case, where you saw the
large excursion, the operator looked at that and said, "Oh, it went up to over the
limit, 30.1." It is not allowed to be in there for over a half an hour. So20
minutes later it dipped downfor one sample period andwent back up. Now you
get another half an hour. So, operationally we needa better plan on how to tell
them whathas to be done.
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DISCUSSION

NAPOLI: RCA. I didn't understand someof the things you had on that
one chart. Would you go back to the onewhere you had all those --

NAPOLI: The one where you showedthe 1976, 1977comparisons.
(SeeFigure 59)

What I don't understand is on the upper curve you have autumnal eclipse.
For some reason I see the voltage is goingup during eclipse rather thangoing
down. I don't understand that curve, the top two lines, the dotted and the solid
lines.

SCHEDLER: That is a good question. I don't really know the answer.

NAPOLh I believe that that looks like a 44 day, you know, cycle, but
I dcm't understand the curve abovethat.

BAER: I think what happenssometimes here is that they use them at
varying depths of discharge. And it dependswhat loads are on during the eclipse
as to how much depth of discharge you are going to go to. Now, if you go through
an eclipse where they don't take anypictures or they have a very light load, then
you aren't going to go to as low a depth of discharge as you did the previous.

OBENSCHAIN: I think also, Walt, that the upper curve is during the
daytime, the night voltage --

SCHEDLER: Yes.

OBENSCHAIN: Okay, you just changeyour charge rate for the most
part from a one-third to a two-thirds you havegot a higher charge rate, andyou
are also using your battery, recharging it. The bottom curve is the minimum
voltage during the night, and the upper curve is at a higher charge rate during
the daytime.

SCHEDLER: Yes, andwhenhe saysnight he means eclipse.

NAPOLI- You have got the end of charge and you have got the end of
discharge.

OBENSCHAIN: Exactly.
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SCHEDLER: Right. I think another thing that we see here too is this

overcharge peaking situation on one of the batteries that is going to give us this
situation.

OBENSCHAIN: Where is the overcharge peaking on that? It looks like

they are all staying at 29 volts.

SCHEDLER: You are right. I guess on this one it is. One of the rea-

sons that might be is that some of those data may not be included in that curve.

SPARKS: TRW. I take it from your comments that if you had your

choice as far as manual control from the ground you would vote against it.

SCHEDLER: Well, I hate to speak on an operational problem coming

from a company that built the bird. Sometimes you might say that that would be

true, a more automatic system would be better. I guess there are problems
with both.

SPARKS: Do you findt you know, in trying to handle this thing manually

that it is taking up an awful lot of your operational time ?

SCHEDLER: To date it hasn't been; however, again, the reason it isn't

is that we select some time during the day where we feel it is a good time to

change the charge rate. Now as we get later in life where we will have to use

more and more of the capacity of the battery and there is less array power to

recharge it this is going to be more difficult and perhaps require controlling the

batteries individually.

OBENSCHAIN: I would like to make one comment here. Walt, not to

minimize the concern and the problems you are going to have downstream it seems

to me that so far you have less problems, say, than Phil Brandt or the other

people who have had to work on the, near earth orbits. I mean, this doesn't seem

to be an extraordinary amount of work to me because it changes once a day, the

charge mechanism. Whereas, on a lot of near earth orbiting satellites you have

to work at many, many. So, you know, I just do not see a problem here.

SCHEDLER: I would say that I wouldn't want to be in a near earth orbit

and have to do every day manual control.

OBENSCHAIN: You wouldn't want it, and it is probably not desirable.

But it happens, and I think it was presented here for two hours. Okay, so, you

know, I just don't see how this is a big problem when you compare it with the

people who have to work near earth orbit satellites and have to do it every day.

SCHEDLER: I agree.
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SMS/GOESBATTERYDESIGN

• CONTRACTORS;SPACECRAFT& IATTERY - FORDAEROSPACE

CELL - EAGLEPICHER

• CELL SIZE & TYPE: .3 AH NICKEL-CADMIUM(PRISRATIC)

• CELLS/BATTERY: 20 CELLS CONNECTEDIN SERIES

• BATI'ERYWEIGHT; 3q_ GRS (7.5L_)

• BATIERIES/SPACECRAFT:2

Figure 50

Sm/6_S CIIAIIIECONTROl i BATTERYPROTECTION

• Clfl_RGECOIfl'ROLtTIIIUFE6ROIJNDCORMJIDAII_CHARGE

MILES - C_I3, C/_, C/_

• UNDERVOLTAGEz AVERAGEOF 1.0 V/CELL, SENSEDIN 5 CELL 6ROUI_

• ONEOR BOTHBATTERIESRAY K PLACEDON OPENCIRCUIT BY
GROUNDCOflRAND

Figure 51
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Figure 52. SMS/GOES Power Subsystem Block Diagram
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APPLICATIONS TECHNOLOGY SATELLITES

BATTERY AND POWER SYSTEM DESIGN

F. E. Ford

Goddard Space Flight Center
and

B. Bemis

Westinghouse

INTRODUCTION

(Figure 60)

FORD: A summary of the ATS battery design which is onboard the

Applications Technology satellite (ATS) is provided here. The 15 ampere hour

nickel cadmium cells were manufactured by Gulton, 19 series connected cells

per battery, and there are two batteries in each spacecraft. The operating de-

sign life was two years in a synchronous orbit, and a maximum depth of discharge

of 50 percent. The design temperature for the batteries in the spacecraft was

0 to 25 degrees C, and the charge control consisted of 1 volt versus temperature

on a constant percentage voltage. Also, C/10 current limit, and a commandable

trickle charge rate, using C/20 or C/60. The undervoltage was sent across a

9 cell and a 10 cell group, and it was set at one volt average per group on either

group.

The spacecraft was launched in May of 1974 and not included in the design

but old orbit requirements included the support of a site experiment which required

for periods of about six months, I believe, two discharges each day. And these

two discharges did not coincide with the eclipse mode, except to require that

because the spacecraft load demanded more than the array could put out that the

batteries had to go through approximately two cycles per day. And this was as
of 5/76 there were over 337 cycles in this mode.

(Figure 61)

A picture of the battery, a photograph of the ATS battery, shows the

construction. As I said earlier_ there were two of these used in the spacecraft.

I will leave the V versus T at this point.
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OPERATIONS

(Figure 62)

BEMIS: Early in the design phase of ATS-6 it was decided that instead

of merely using the battery to support eclipse that they would be used to support

experiment loads in excess of the solar array power.

(Figure 63)

And that is a history of what the solar arrays have done over the first

two and a half years in orbit. That is about as predicted.

(Figure 64)

As time goes on the requirements on the batteries increase, or else we

are going to have to start cutting off some experiments. Eventually we are going

to have to start cutting off experiments anyway if we plan to keep the thing going.

This diagram shows the battery charge characteristics, battery voltage

versus charge/discharge ratio. The taper charge comes in at about 95 percent

state of charge at a C/60 rate. One of the problems that we have had with ATS-6

has been that at the C/60 rate we never reach full charge. So, we have had to

command the standby charger into operation to attain a C/20 rate of charge to

bring the batteries up to full charge.

Another of the problems that we have had on ATS-6 is that the location

of the shunts to take the extra solar array power when the batteries are fully

charged is such that they heat the battery up. Consequently, we_have had to turn

on an experimental load in order not to use the shunts during the hot temperature

season.

(Figure 65)

We have got a couple of other curves here. These show battery capacity

trends. There are three curves here that are NAD Crane curves on flight hard-

ware, and I have two curves here. One is an in orbit eclipse curve, and this is

a curve of the slight discharges. That is at 2.1 amp discharge, which is extended

beyond the normal satellite, television program somewhere over India.

(Figure 66)
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This is a little bit busy, andperhaps too many Xeroxes. But these are
just the latest data -- in fact, they were just plotted yesterday I believe -- of the

number seven eclipse. And one of the things that is of interest to us is that this

number seven eclipse right along here seems to have a much steeper slope near

the maximum discharge than these other ones did which were out fairly straight.
And this is of concern to us. I don't know what has caused it, or what we can do

about it.

Sot the three problems that we are concerned about on an ATS are the

battery degradation -- is there something that we can do to improve it, the fact

that we have to command the C/20 rate in order to get back up to full charge,

and the fact that we have to turn on an experiment load rather than using the shunt

dissipators where they were designed to be used, in order to keep from heating

up the batteries.

DISCUSSION

NAPOLI: RCA. We have a similar charge rate on our satellite, C/60.

We never use that to return to charge. That should be a maintenance once the

batteries have reached the charge. We just use it to maintain. We use it not to

have any internal discharge. It is not really a means to return the charge to the

battery. That may not be a problem --

BEMIS: Well, we use a C/10 rate as our normal charge rate. When

we. get to 95 percent state of charge we go into the C/60 rate automatically.

That was part of the spacecraft design. Since that does not bring the battery up

to full charge we are not commanding a C/20 rate by commanding the auxilliary

charging.

FORD: Goddard. If you would clarify that, the way I understand it is

C/10 is for the voltage limit. Then the current wiU cut back and maintain a

voltage limit and it will taper down to C/60 ? Is that the mode ? You indicated

you got a bi-level C/10, C/60. It is really a C/10 taper to what you said is C/60.

BEMIS: I don't know. Could someone else comment on that? Bob

Leone, can you comment?

LEONE: Yes_ that is correct. It is not a step function. It is a gradual

decrease from the C/10 to a C/60. And operationally what we do is when we

taper down to the standby charge, C/20, and then we command it, we maintain

that C/20.
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LACKNER: CanadianDefenseResearch. I would like to have a bit of
clarification onyour voltage limit on charge. Does this mean that if you are
charging at C/10 onceyou hit 1, 4, and 5 at 0 or 1, 4, 2 you are never going to
go abovethat voltage? You are"going to just put on a taper current, is that right ?

BEMIS: Yes.

LACKNER: Now, I have the impression that provided the voltage does
not escalate so high that you shouldhave a little bit of a voltage peak because the
more overvoltage presents whenyou have the more effective charge you are
getting into this, as long as you are not getting into gas evolution. Soif you had
it in 1, 4, 5 at 25°C, I think perhaps you could get a little bit more increment.

FORD: Goddard. It is a big system. They have what they have.

LACKNER: But why do they have what they have?

FORD: It was designedwith the voltage, the undercurrent charge, the
voltage, and thena voltage tapering. With the two level charge rates available
to them by command, and I believe those two levels do not have a voltage limit --
current -- when they go to that mode of operation. So they do have the other
mode, which is not restricted by the voltage.

BEMIS: That C/20 rate is a fixed rate.

SPEAKER: Well, whenyou go to C/20 canyou go aboveyour 1.457

LEONE: No, we try not to overcharge.

FORD: Goddard. Canyou comment onwhat the temperature of the
two batteries has beenrunning?

BEMIS: We are trying to maintain the battery temperature below 30
degrees. Actually we maintain it below 28 degrees. When the temperature gets
up to 28degreeswe go aheadand turn on a transmitter just to take the power off
the shuntsandwe use a transmitter for a shunt.
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INTE LSAT

BATTERY AND POWER SYSTEM DESIGN

J. Dunlop
Comsat

and

D. Cooper

Comsat

INTRODUC TION

DUNLOP: We are going to describe the in orbit data for the Intelsat

4 spacecraft. The Intelsat 4 spacecraft have been in orbit, the longest one now,

for seven years. So the data you are going to see in orbit are longer than any-
thing else you have seen so far this morning. The Intelsat 4 F2 was launched in

January in 1971, and so in two months it will have completed seven years in or-
bit. It has gone through 14 eclipse seasons.

On the battery the design of the Intelsat 4 battery, design life was for

ten years, with the operational lifetime of the satellite expected to be seven. It

was approaching its operational lifetime design goal. All of the subsystems in

that spacecraft were designed for 10 years. It turns out that the batteries are --

and I repeat that, the batteries are -- probably the major, or at least one of the

major, subsystems that limits the lifetime of a synchronous satellite.

Now, before we are going to talk about the data, just by way of background

I want to briefly mention what cells they used. That is very important to begin

with. The cell that is being used in the spacecraft was designed 10 years ago.

As a matter of fact, it was designed right around the time of the first Goddard

conference. It is an Intelsat 4 series, 15 ampere hour cell rated, G.E. cell.

It actually measures 20 amperehours plus or minus one. Almost every cell that

they have got from this will measure 20 ampere hours plus or minus one. There

is some spread on it.

I have reported a number of times over the years results of electro-

chemical and chemical analysis on this cell as a result of laboratory tests that

have been run on a real time basis in our laboratory, and we have periodically

pulled cells from Intelsat 4 battery that has been on life test and reported data.

Hughes has done the same thing periodically on some of the work that they did.

So there is quite a bit of literature in both published data at other conferences

as well as this conference, describing the cell.
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Basically I just reiterate some of the salient features. The negative-

positive ratio measured electrochemically on this cell is about 1.7 to 1 when it

is new. The negative electrode here will deliver -- you can measure 34 ampere

hours in a flooded state new. That 34 ampere hours, roughly half of it is adjusted

for overcharge and half of it is adjusted for precharge. So you have got roughly

6 or 7 ampere hours of overcharge protection, and 6 or 7 ampere hours of pre-

charge. That is on the new cell.

They have 31 percent by weight KOH, 1 percent lithium hydroxide in

this cell. The mild electrolyte in here is approximately 2.3 cc's per ampere

hour. That is 2.2 to 2.3. That is fairly standard.

The nylon separator is normal, and the loading levels in these electrodes

are very similar to the loading levels you will still find used in electrodes today.

The only thing probably that I would like to add is that the carbonate

level that we measured in these cells when we first got them is a little higher

than the carbonate level you are going to find today. It is about 5 grams of

potassium hydroxide, roughly 10 percent by weight, 9 percent by weight of the

electrolyte when they are new.

In the battery design it is very straightforward and simple. It is not

too different than the one you saw where you use two batteries. And the batteries

are made up of cells where we use 25 cells in series per battery. There is one

battery per bus, so we use two separate bus systems. The way the battery is

managed is that we use constant current charging with no voltage limits except

as back up. We have three available charge rates at the beginning of life, C/12,

C/24, and C/36. That is at the beginning of life. Those charge rates go down

to something like about C/15, C/30, and C/45 at the end of life. Those charge

rates are based upon -- the C rates are based on -- the 15 ampere hours rated

capacity.

Now the batteries actually discharged, like every other battery, at a

C/2 rate. And it is also a constant current discharge. It is around 7 1/2 amps

design life. It varies, as you will see when the data are presented. That means

it is discharged to about 60 percent on the longest eclipse day if you look at the

rated capacity. It is only 43 percent of the measured capacity. Unfortunately,
that difference between measured and rated needs to be stated because it is some-

times a confusing factor. Here, again, just to repeat that, it is 43 percent depth

of discharge of measured and 60 percent depth of discharge of rated capacity.

Okay, and the battery operates in the temperature range of between about

3 degrees Centigrade up to about 17 degrees Centigrade normally.
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The only other thing I would really like to mention is that the storage
mode for this battery that was selected back about 10years agowas opencircuit
charge stand, very low rate discharge. That is the storage mode, andwe do a
form of reconditioning.

OPERATIONS

COOPER: Okay, one of the things we are going to try to briefly go
through here is the mission of course is Intelsat. We have 10 spacecraft we are
using right now, five Intelsat 4's, which wewill be talking about today.

(Figure 67)

Battery characteristics have already been covered by Jim Dunlop. The

in orbit battery management, all the batteries now are in trickle storage mode

except for two spacecraft which we have the lot ll's, which don't have overcharge

protection. Those are on open circuit storage.

We do recondition the batteries once before each eclipse season, and

we will go through some of that. We are going to show you the end of discharge

voltage performance and some of the aging characteristics we have seen, some

of what we consider failure characteristics, which are really not battery failures

or spacecraft areas, just degradation of the battery over a period of time. And

we will go on into the eclipse voltage profiles, some of the charge acceptance

problems, loss of overcharge that we have seen, and some of the methods we

have used to try to correct this.

(Figure 68)

This is the Intelsat 4 F2. We have battery voltage over here, a number

of eclipse days, about 45 days for an eclipse season. The plots are only shown

to the edges here because of the confusion that we generate if we try to plot the

whole eclipse season. So what we are showing here is the third season, the fifth

season, the seventh season, the ninth season, eleventh, thirteenth, and fourteenth.

The thirteenth and fourteenth the batteries were unloaded. They weren't

carrying a full load. Up until about the eleventh season they were, which is a 7

amp load. So you can see that they have been dropping off. We have another

chart that will show you what happened during these two seasons right here.

(Figure 69)
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This is one of the other intelsat 4 spacecraft. We are showing one

battery here. The batteries are slightly different. We didn't try to do any com-

parison. Same scale, the voltage over here. We have 26 volts, about where we

would like to go. 25 1/2 is about as low as we like to get. The same number of

eclipse days. This is a whole eclipse plot here, 45 days, where the battery does

come down. You get into about 69 to 70 minute eclipses during the plots you see

here, the same as the 4 F2 type plot. This is season 1, 3, 5, 7, 9. We notice

on season 11 the battery tends to trail off. In other words, you have the longest

eclipse day here. The battery doesn't come back up when the eclipse days become

shorter. This is the first sign we see of the battery having a problem. This

season here the battery was when you turned off one TWT having an amp less load,

a 6 amp load. And you can see what is happening to that battery. So whenever

we see this we are pretty sure that the next season we are going to have a problem.

(Figure 70)

This I just threw in. It is not really what we are talking about. This

is a 4F8, which only has been through six eclipse seasons. And it is a 4, 8 type

battery, which doesn't have the same capacity or anything that we have talked

about previously. It is not an Intelsat 4 type battery, a much heavier battery.

So we do have much closer depth of discharge readings. What we are attempting

to show here is that for one season we did not recondition the battery to see what

effect reconditioning would have. So we have seasons 1 -- maybe if I can point

these out a little closer -- 1, 2, 3, 4. 5 is down here, the season we did not

recondition the battery prior to eclipse. And the sixth season you can see we are

back up here. You can see this line. It is very close to the fourth season.

(Figure 71)

Here we are attempting to show last year's eclipse. This is the same --

the past two eclipses of the Intelsat 4 we had up here before. It is the eleventh

and twelfth season with a little more detail. It is battery 1 and battery 2. The

voltage scale is here for battery 1, battery 2. This is the eleventh season with

the circles, and the twelfth season with the x's. You can see battery 1 the level

was maintained, 6.3 amps for both seasons. And we can see that the battery is

tending to drop off about eight-tenths of a volt. Battery 2 was running 6.8 amps

with the circles, 5.9 amps. Like I say, after the longest eclipse season we

noticed that fall-off, and the battery really doesn't recover very rapidly.

(Figure 72)

This is the Intelsat 4 F2, the one we really want to talk about, and this

is the last, fourteenth eclipse season. And I needed to show you this because the

other plot really doesn't tell the whole story.
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We started out with this battery at a 5.5 amp load. We don't really use

this spacecraft9 so we wouldn't necessarily have to keep it loaded. We sort of

wanted to see what it would do. Prior to this eclipse season we tried a deep

discharge reconditioning. We went down to about 18 volts on the battery, and we

are trying to see what would happen with a deep cycle reconditioning. We started
out with 5.5 amps. We had to decrease the load here because we got down to 23

volt limit. The battery dropped way off in one eclipse day from here to here.

On this battery here we were continually changing the charge mechanism.

We were using pulse charging. We will show you a chart of how we plot this

battery. Every time we seem to change the way we charge it, which I will show

you later, we did get some see-saw approach_ however, the battery never came

back up. We were operating at 6.4 amps up to this point, and then we are down

to 5.3 and finally down to 4.3 to get it through the rest of the eclipse season.

So we wound up with 6 transponders on that spacecraft, half a load.

(Figure 73)

This is a general overall picture of what is happening to the batteries.

Can you see that? Down? Okay, what I want to show you is the eclipse seasons,

first of all. This is through 14 seasons.

There are all the intelsat 4 type batteries, and what we see is through

about the sixth season we do fairly well. The ups and downs are because the

loads do change from the different eclipse seasons, so it is not really a very true

picture unless you look at the actual load on the battery. But in any case, as a

general trend, when you are after the 14th season it tends to drop off rapidly.

(Figure 74)

To look at an actual eclipse, where we see what is happening, what is

causing these low end of discharge voltages, this is the Intelsat 4, F4, battery 2.

And this is a typical eclipse, and we tend to have a plateau and a second plateau,

which brings us down to a little above 26 volts.

(Figure 75)

Here we see Intelsat 4 F2, which is the one that has been at 14 seasons,

the bottom line again being 26. Both batteries are plotted here. Battery 1 is the

top line here, and battery 2 the bottom, not that it makes much difference. But

it is a comparison between the two batteries, slightly different loads, and you

can see that the battery comes down and does tend to drop off right at the end of

the eclipse period. However, when it gets down to here, it again levels off in

that second plateau.

93



(Figures 76and 77)

The eclipse lengths here are getting shorter by a considerable amount,
and we can see that battery 1 now isn't dropping off. So, therefore, if you look
at the plot eachday you can seewhere the voltage jumps up. That is exactly
what is happening.

Soif you look at the difference between-- I don't know if I can line these
up. Not very well. Well, let me just see if I can line the times up. The times
are the same. The eclipses are getting shorter. I don't know if you can make
it out here, but the battery here is stoppinghere. The other one is still dropping
down, but it doesn't stay on a secondplateau, so, if it wasn't for the second
plateau which dropped downconsiderably. This is why the charge mechanisms
we are using trying on a 42 battery 2 and battery 1we have tried them, and this
is at the low rate, four-tenths of an amp. Here we are going to a high rate, 1.2
amps, back to a low rate and back to a high rate. This is two hours of charge,
one hour of charge, and this is the high rate charge for about 140percent C to D.

None of these high charging or not charging or what-have-you seemto
improve the battery performance after a period of time.

(Figure 78)

This is on the 4 F2. Jim mentioned that we normally open circuit stor-

age or has open circuit storage in this spacecraft until the last year, 1976. This

is right before we went to trickle charge storage, and it is a 20 day period of the

battery just slowly decreasing, which is one of the reasons we decided to trickle

charge storage.

(Figure 79)

This is after the thirteenth season. When we had seen that 42 battery

was dropping off rapidly we thought we would try some deep reconditioning to see

what would happen. So we went down really to 25 volts, which you don't really

consider deep reconditioning, which is one volt per cell. And we only achieved

about 6 ampere hours out of the battery of measured capacity by doing it this way.

This is through a quarter amp discharge load.

This is an April reconditioned, two cycles, one right next to the other

one, the first cycle. The second cycle we tend to get a little bit better. But you

can see what is happening as the battery comes down.

94



A couple of months later we did the same thing again. We get a much
smoother appearance. Now we tried this through four cycles, and it finally went
downto 0. Each time we get an indicated capacity. However, when it came to
the fourteenth eclipse seasonit didn't seemto help too much.

(Figure 80)

Okay, just a few more slides here since we are all getting hungry. This
is a history of reconditioning, which is somemeasure of capacity. Over here
we have the hours of discharge, and actually you can translate that into ampere
hours. It is a quarter amp load. SoI have two scales here, oneis amps and
one in ampere hours, or oneof hours of discharge and one in ampere hours. In
any case, battery 1 and battery 2, we were reconditioning the battery onceprior
to each eclipse seasonup until the endof 1973. And we went to once a month
reconditioning, double cycle about that time.

One thing you might notice is the dots on here indicate the first cycle,

the x's the second cycle. So, the second cycle we tend to, you know, change

somewhat. Each eclipse season -- I don't know if you can see them marked here.

These are the eclipse seasons through 10 eclipse seasons. You can see where

we started reconditioning after the eclipse season the battery tends to drop down

a little bit, indicating the eclipse season maybe does us some good.

(Figures 81 and 82)

This is an extension of that same plot, 76 through 77. And you can see

that here is where we tried the four cycles. The one I showed you before is down

here. As we reconditioned each time we finally got up to 60 hours of discharge.

Plot points are at 29 volts. It is pretty hard to plot these data since we

were actually going down to 25 volts in some cases, so it is not a real indication

of ampere hours. What we tried to do is maintain consistency and plot each time
we got down to 29 volts.

(Figure 83)

Finally, this figure shows a list of some of our conclusions.

DISCUSSION

FORD: Goddard. Am I to understand that the reconditioning seen is

down to an average of 1 volt per cell in the battery and not below that?
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COOPER: On 42 that is whatwe went -- Well, on the deepdischarge
we wentdownto 18 volts, which is about eight-tenths of a volt per cell.

FORD: How many cells did you have in the battery?

COOPER: 25.

ELIASON: Ford. You say that the reconditioning did not help on the

following cycles ? Is that correct?

COOPER: The reconditioning, thatis, the reconditioning prior to the

fourteenth eclipse season and with this old a battery I don't think we can really

truthfullysay whether ithelps or not.

ELIASON: So you saw no difference?

COOPER: Well, I think because we had to unload the spacecraft we

really don't have enough data to show whether that reconditioning -- We feel that

reconditioning on old batteries is really not going to help them too much. On

newer batteries it does. I showed you we think it does.

SCHULMAN: TRW. Can you tell me why you included lithium in yours?

DUNLOP: It tends to allow better utilization of the cause of electrodes,

quote, unquote, whether you believe that or not, supposedly improves the charge.

SCHULMAN: Did you find this to be the case?

DUNLOP: We think it probably causes -- First of all, this battery has

been working in orbit for seven years, and I don't think the cellular mechanism

that you are seeing here is related to the hydroxide. It may be more of a problem

with the carbonate. In the laboratory we have experience. We have to run it for

eight years, and at the end of eight years practically all the ceils are performing

as bad as the ones in orbit.

The capacity here is 5 ampere hours out of a 20 ampere hour cell, down

to one volt per battery. The point is that you are really experiencing very poor

ampere hour capacity to voltage. It turns out that in that reconditioning you may

be able to take that almost to 18 volts at a low rate and able to take out quite a

bit of capacity. As soon as you try to go back to C/2 rate the battery fell right

apart in the fourteenth eclipse season. And the other point is up to the 11, 12

eclipse season they are going pretty good; up to about 5, 6 years they are doing

pretty good. And then we start dropping off in voltage very rapidly, and I think

that is not -- lithium hydroxide.
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SCHULMAN: Let me ask you onelast question. Do you still include
lithium in the cells you are purchasing to date?

DUNLOP: The Intelsat 4 A cells donot have lithium hydroxide. There
are arguments for and against using it.

BOGNrER: J_PL. Whenyou quoted, I think 2.33 cc's was that on rated
capacity ?

DUNLOP: That is on measured.

BOGNER: Also, did you have anyother additives in that cell?

RAMPEL: General Electric. I would like to add one more possible
advantageto the lithium to a nickel-cadmium cell. There is someevidence that
lithium retards cadmium migration.

NAPOLI: RCA. On the older batteries doyou have to limit the opera-
tions you transpond during the eclipse as a result of this ?

COOPER: As I have said before_we don't really use this spacecraft.
Solimiting the operation of transponders is not an operational problem. So, on
this spacecraft obviously we normally operate 12 transponders. We were down
to 6 to get through the eclipse season.

NAPOLI: You have a seven year, an eight year mission.

COOPER: Seven year mission, 10 year batteries.

NAPOLI: Is that seven year mission of 12 transponders?

WEBER: Comsat. 12 transponders for seven years. The satellites

are carrying primary traffic. The older spacecraft is in a contingency mode

where after the eleventh eclipse season they power them down without impacting
the traffic.

NAPOLI: I am trying to get an answer to this. How are you able to

meet a seven year mission operating 12 transponders seven years with the orig-

inal battery ?

WEBER: On the one that has completed seven years in orbit we are in

the fourteenth eclipse season we are only in fact able to carry half the load, 6

transponders.

97



NAPOLI: Now the next question is at what year did you fail to meet
the mission ?

WEBER: Starting at about the eleventh eclipse, five and a half years

to six years, we started reducing the load.

COOPER: Maybe I can go over these conclusions shown in Figure 83.

We need to modify these a little bit. They may be a little harsh.

We really haven't experienced any battery failures, such as hard shorts

or any battery that, you know, we couldn't bring back, even though the capacity

may be a little bit low.

We had accelerated degradation, not really premature. It tends to ac-

celerate after the sixth year. It tended to drop off fairly rapidly.

All the charge management techniques we have tried to use doesn't seem

to make any difference on the old batteries. The new batteries we have managed

to increase or decrease. Well, we have been increasing the charge/discharge

ratio. Lately, we think we may be getting too much charge, heating the battery

too much, and degrading the battery over a long period of time. So we are tending

to back-off of overcharging the battery. We are using 130 percent C/D ratio on

the 4 F4 you have seen, and about 120 to as much as 145, 160 on 4 F2 in certain

periods of time. But we don't really think that does anything except heat up the

battery.

The overcharge therefore should probably be kept at a minimum. Load

reduction is one thing we may be looking into in order to maintain the battery

lifetime up to seven years.

Reconditioning prior to eclipse we feel appears to improve the end of

discharge voltage. We don't really have the data we would like to have on this,

and of course we will get into reconditioning later on. Deep reconditioning, the

same thing, we will get into it later on. But with older batteries we don't feel

that it really buys us anything.

KIPP: SAFT America. Jim Dunlop, I believe you said that you had

batteries on test in the laboratory which you were trying to compare to your

batteries in the spacecraft. And you also I think made a comment relative to

carbonate increase during the lifetime. Did you actually take cells and take them

apart in the laboratory on life test and confirm that carbonate levels were in-

creasing? And what sort of numbers did you get?
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DUNLOP: In the life test in the laboratory we did remove one cell per
year, sometimes two. We did plot the increase in the carbonate level, and it
was almost a linear increase up through sevenyears. And it was independentof
the storage mode, which you might expect. And wepublished somethIng on this.
The step we feel is the solubility of the nylon, not the electrochemical conversion
of that soluble by-product -- carbonate. Thecarbonate level build up rate was
about 1.1 somethinggrams per year, which means that at the endof sevenyears
we have roughly something like 10 grams of carbonate in that cell, and that is
about 20percent by way of the electrolyte. So, it is significant, but somewhere
between18 and 20percent. And that is at the operating temperature that we ran.
It turns out the operating temperature in the laboratory was about 4 degrees C
higher or 5 degrees C higher on anaverage than in the spacecraft. That was
simply because the temperature predictions that were used to start the test in
the laboratory were slightly higher than in the orbit. This battery is running
fairly cool in orbit.
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CONCLUSIONS

I NO INORBITFAILUREOR ANOMALIESSUCHAS SHORTS

II PREMATUREDEGRADATIONBEGINNINGINTHE 6THYEAR

Ill EXTRAORDINARYCHARGEMANAGEMENTTECHNIQUESARE

RELATIVELYINEFFECTIVE

IV OVERCHARGESHOULDBEKEPTTOA MINIMUM

V LOADREDUCTIONMAYBE A GOODCHOICEINORDERTO

PROLONGBATTERYLIFE

VI RECONDITIONPRIORTOECLIPSEISNECESSARYTO

MAINTAINEND-OF-DISCHARGEVOLTAGE

VII DEEPRECONDITION,7VOLTS/CELLDOESNOT BENEFIT

OLDERBATTERIES

Figure 83
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SESSION II

NASA OFFICE OF AERONAUTICS AND SPACE TECHNOLOGY,
RE SEARCH AND TECHNOLOGY PROGRAM

F. E. Ford, Chairman

anddard Space Flight Center
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NASA's OAST PROGRAM - AN OVERVIEW

L. Holcomb

NASA Headquarters

I would like to give you a brief overview of the NASA Office of Aero-

nautics and Space Technology (OAST), Research and Technology Program, and

the area of batteries. I have taken just a portion of our space power program

that relates directly to batteries and tried to include it here and grouped it in

several key areas.

(Figure 84)

There are two areas that we are doing technology in the systems area

that people have been talking about, and I would like to mention those at the end,

which aren't included in here but do relate very closely to battery technology as

it relates to the overall power system.

In general I have tried to split our program into four areas, and these

areas are new. They are not new areas. There are new groupings. I have

included the funding in 77 and in 78 and the manpower that NASA is putting, either

direct manpower at NASA centers or JPL manpower. And I am talking about

JPL programs.

The four areas, the first area is high energy density, long life batter-

ies. And here we are talking about batteries which are basically secondary

batteries that are currently used and in use in space today. And I have grouped

together the nickel cadmium, the metal gas, nickel hydrogen, and silver hydrogen

batteries, which have the potential of meeting these requirements and being

within 5 to 10 watt hours per pound of each other ultimately and the goals that

NASA has and the goals that th6 Air Force has ultimately for these technologies.

Our objective is to reduce the weight of batteries for missions where

we are launch vehicle constrained, geosynchronous and deep space planetary

missions, for instance, where battery weight is a very critical item. We think

with the shuttle era that battery weight will probably be not as critical an item

for low earth shuttle missions in the future, but it will continue to be a problem

with geosynchronous missions.

We also feel that increasing the battery life is a very important goal.

We heard about communications satellites today that are limited; as Mr. Dunlop
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stated, one primary limiter is the battery life. And we feel that simply increas-

ing the life of the battery for the same energy density has a great benefit for a

number of missions, particularly those where we can not get to the spacecraft

and maintain it. And those are the geosynchronous and planetary type missions

again.

To fill this need, NASA has put together an advanced nickel cadmium

program, battery program, aiming at doubling the energy density for life of

current state of the art nickel cadmium batteries. In addition to that we are

presently looking at metal gas batteries and evaluating these alternatives.

The second area that we are looking at is the low cost high capacity

battery application area. As we look at some very interesting application mis-

sions that are coming up in the early 80's, early to late 80's, we are looking

at very high power levels in space. And at the present cost of power in space

we can not afford to continue to pay these prices and still fill the shuttle up. In

order to perform these missions we must seek ways of reducing the cost, dras-

tically reducing the cost, of energy storage in space. And I am talking about

here missions that are looking for very large power levels in the multi-kilowatt

power range.

In another area I have grouped together very high energy density bat-

teries. We are looking at improving primary battery weights, reducing the

weights of these batteries, for Probe and Lander missions in the future, and

also looking at advanced technologies in what we might call new horizon type

technologies where we expect to have a very significant increase, like a five-

fold increase, in the energy density of batteries, which we feel that type of

technology may enable new missions that we have yet to even envision or plan
for.

And then finally we have an underlying electrochemical research and

technology program, which is evaluating the key elements of batteries as they

apply to not only batteries, but fuel cells -- separators, absorbers, and things
of that nature.

(Figure 85)

Now to go back through each of these items in a little bit more detail.

To start with the high energy density, long life battery program, our approach

as I mentioned before, has been to offer a coordinated program aimed at dou-

bling the energy density for life, current ni-cd batteries, through the develop-

ment of advanced cases and other components of the battery as well as trying

to optimize the design variables, the precharge, and other design variables in
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the battery, and also looking at operational techniques, things that we have been
mentioning today -- reconditioning and various other electronic control.

To basically describe this program, JPL has just published a color

pamphlet which goes in and explains our nickel cadmium battery program. And

I have enough copies here. I would like to pass it around. It goes into the bat-

+_.._.... j program in a little bit more detail than I ;;,ill be getting into today. If you

have any questions on it, please feel free to ask me or Aiji Uchiyama or Sam

Bogner of JPL. There is one error on the energy density curve in there. The

artist plotted some dashed lines where there should be dotted lines, so before

you utilize that curve I would look at previous publications that report out that

would clarify that error.

In addition to this nickel-cadmium battery program, we have evaluations

going on in the metal gas battery area. And we feel that the proper approach

for NASA at this point in time is to evaluate these metal gas alternatives while

we concentrate on the nickel-cadmium battery program. And hopefully in two

to three years from now we can make decisions on which battery type is desirable

and applicable for a mission based on how close we come to meeting our objec-

tives and how close the nickel hydrogen and silver hydrogen battery programs

come to meeting their objectives.

Specifically accomplishments that we have had in the last year in the

advanced high energy density, nickel cadmium battery program, we have estab-

lished a detailed program plan that has been coordinated with Lewis Research

Center, who is performing an important portion of this program in the area of

the electrodes and separators. It is also being coordinated with Goddard Space

Flight Center and with the Air Force materials laboratory and aeropropulsion

laboratory, which are providing electrochemically deposited plates as a portion

of this program.

We have completed reviews of the current literature on material ratio,

precharge, electrochemical impregnation, and cadmium electrodes and state

of the art cells. From these evaluations we feel that we have learned certain

useful information that will help us design the battery in the future. We feel

that additional information is needed in the material ratio and precharge area,

and we will be conducting specific tests to gather more information in this area

this year.

In addition, we have demonstrated the feasibility of lightweight graphite

epoxy cases, and we will be fabricating a number of these cases this year and

will go on to demonstrating them in full up batteries in subsequent years.
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In the metal gas battery area we have procured a number of state of
the art nickel hydrogen batteries for evaluation. I might mention that these
batteries are really state of the art several years ago. We do not currently have
any state of the art 1977nickel hydrogen batteries presently procured. But we
doplan to stay active andget the latest technologywhen it is available to be
procured for evaluation.

In addition we have completed a preliminary research program on
silver hydrogenbatteries. I believe we have tested over 600 cycles on the silver
hydrogenbattery and a synchronousorbit type of duty cycle. We will continue
this evaluation in the next few years.

(Figure 86)

In the low cost, high capacity battery area, really a new program, we
have had noprior program in this area, at least within the last year or two.
Our approach, at least one of the approacheswe are looking at right now, is the
developmentof a very large capacity toroidal nickel cadmium battery. We are
looking at the possibility of developing a hundred, maybe even up to 2,000, ampere
hour units for power applications that may go up into the hundreds of kilowatts
eventually. I would say the hundred ampere hour size is probably sufficient for
modest kilowatt power size.

Our goal here is to drastically reduce the cost of the aerospace nickel
cadmium battery.

(Figure 87)

Very high energy density battery research, our approach is to demon-
strate primary reserve actuated silver zinc battery technology for probe appli-
cations with wet life up to 90 days, energy densities in excess of 77watt hours
per kilogram. We are evaluating lithium primary and secondarybatteries, and
we dohave a research effort continuing to explore the sulfur, thin, beta alumina
solid electrolyte sodium sulfur system for operation at less than 150 degrees
Centigrade.

Our accomplishments over the last year in the probe battery area we
have completeda conceptual design of such a probe battery. And we have included
analysis of gassing effects, how we would managethe electrolyte in such a system.
And we have selected activation designs for such a system. In addition we are
in the process of procuring primary and secondary lithium cells for evaluation.
We havehad in previous years evaluation of lithium cells going on in at least three
NASA centers, and we are trying to make a more thorough evaluation this year.
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I am looking forward to the session we are having on Thursday in the lithium
battery area to hear about someof the work that has been donein this area.

In the sodium sulfur system through a contract with Ford we have de-
veloped a methodof fabricating thin beta alumina tubes. We have identified at
least three solvents which appear to be feasible in such a system andwill begin
feasibility investigations of such a battery this year.

(Figure 88)

Finally, the electrochemical R andT area, I have chosento put what
we call accelerated nickel cadmium test program under electrochemical R and
T. It could have beenjust as well groupedunder nickel cadmium batteries, but
I feel the technique once developedmay be applicable to other battery systems.
We will have a complete discussion on this aswell as several of the other pro-
grams this afternoon.

Our objectives are to develop an accelerated test technique which will

allow early diagnosis of the battery's life. As we develop new batteries we

would like to know whether or not there are improvements over the current

technology. We would like to know that quickly rather than having to wait 10
years to test and evaluate them.

We also would like to be able to provide accurate life prediction models

for the spacecraft designers so that you will know how this system is going to

behave in space and can design around it.

And then finally we are looking at ways of improving the performance

and life of alkaline systems, both batteries and fuel cells through developing

new stable separators and absorbers. Our accomplishments this year, we have

completed or near completed at least 80 percent and maybe more. We will have

an update this afternoon of the fiickel cadmium batteries on test in the accelerated

test program. Chemical analysis techniques have been developed. Analysis is

underway and we have completed I believe through what we call starpoint cells,

the central matrix portion of the accelerated test program cell. And statistical

analysis techniques have been developed, regression analysis. And these are

being evaluated and will continue to be evaluated of course as the data become
available.

In the separator systems over quite a few years at the Lewis Research

Center, inorganic separators, inorganic, organic separators, have been devel-

oped. They are under evaluation, silver zinc, nickel zinc, and nickel cadmium

batteries. In addition, PBI separator is being investigated to replace asbestos
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and fuel cells and also as a separator -- as a potential separator -- in nickel
cadmiumbatteries.

year.

These are the program accomplishments we have had over the past

DISCUSSION

ROGERS: Hughes Aircraft. I take it you are not going to be sponsoring

any work in metal gas systems other than from the evaluation of what already

exists ?

HOLCOMB: We do have some research that is currently going on in

silver hydrogen metal gas system. We will be doing more than just evaluation.

We will be building some -- and some lightweight cells in that area.

In the nickel hydrogen program we have no plans right now to duplicate

any of the research in the Air Force. We do plan to work closely with the Air

Force and watch the developments that come out of their program as well as the

Comsat program.

HELLFRITZSCH: Consultant. You said toroidal design. Do you mean
a toroid ?

HOLCOMB: Itlooks like a jelly roll.

HELLFRITZSCH: Well, that is not a toroid.

HOLCOMB: It has a hole in the middle.

HELLFRITZSCH: A toroid is a ring. A jelly roll, okay.

HOLCOMB: It is a cylinder with a hole in the middle. It does not
look like a donut.
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APPROACH

DEVELOP IMPROVED BATTERY TEST TECHNIOUES AND LIFE HODELS:

(i) ACCELERATED BATTERY TEST TECHNIQUE WHICH WILL ALLOW

EARLY DIAGNOSIS OF BATTERY LIFEJ AND

(2) PROVIDE ACCURATE LIFE PREDICTION MODEL

IMPROVE LIFE OF ALKALINE SYSTEMS (BATTERIES AND FUEL CELLS) BY

DEVELOPING NEW STABLE SEPARATOR SYSTEMS

ACCOHPL[SHHENTS

INPROVED TEST TECHNIQUES AND MODELS:

-- NI CD BATTERIES ON ACCELERATED TEST NEARING COMPLE-

TION (80_)

-- CHEMICAL ANALYSIS TECHNIQUES DEVELOPEDJ ANALYSIS OF

FAILED CELLS UNDERWAY

-- STATISTICAL ANALYSIS OF TEST AND CHEMICAL ANALYSIS

DATA INITIATED

SEPARATOR SYSTEMS

-- INORGANIC SEPARATORS DEVELOPEDJ UNDER EVALUATION IN

AG ZN, NI ZNs AND NI CD CELLS

"- FOLYBENZIMIDAZOLE (PB[) BEING INVESTIGATED TO REPLACE

ASBESTOS IN FUEL CELLSJ AND AS SEPARATOR IN NI C_

Figure 88
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EFFORT OF THE
JET PROPULSIONLABORATORY

S. Bogner
Jet Propulsion Laborator_y

(Figure 89)

The topic this afternoon is the NASAadvancednickel cadmium technol-
ogy program.

(Figure 90)

Things we will try to cover here this afternoon are the goals that we
set forth, program overview, talk a little bit about failure modes andmechanisms,
factors of degradation, and someof the possible solutions to the degradation,
and then start to look at someof the energy density considerations. How canwe
really decrease the weight? And, briefly goover the FY 77 accomplishments
and our present status of the program and modifications to the program we made
recently. Then we will look at the FY 78milestones and then the total program
schedule, which you all have now in front of you I believe. I won't have to say
anything.

The viewgraph I had on the goals was missing. I will read them off

here: to increase the absolute energy density from 33 to 35 watt hours per kilo-

gram, increase the usable energy density from 20 to 44 watt hours per kilogram,

and to increase the life reliability from 5 to 10 years. And we hope to have this

technology ready for flights beginning mid 1980's.

(Figure 91)

Rather than to use words to try to describe the goals, this graph prob-

ably illustrates it better since the life of the battery may depend on how it is
used.

This curve is based on a lot of the testing that has been done at Crane.

I just plotted years rather than cycles versus energy density. So this is an

average cell life as the test results come out of Crane. So if you put reliability

numbers on that you would probably drop those down a little.

(Figure 92)
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Here is kind of a pictorial of the total program, overview, This was
made a couple of years agoon howwe were looking at the program then, and
it hasn't been changedthat much. Nowwe were doing some work in pulsed
charging. We had a coordination meeting with most of the NASA centers about
a year ago, and Etheridge Paschal said that they had been looking at that at

Huntsville and they decided it was too complicated to use on a spacecraft. And

we have kind of dropped pulsed charging right now.

We also had a program on the negative limiting cell. Those cells were

built and tested, and the concept didn't prove out quite like we would like for it.

So we are not doing any further work in that area.

Then we come back here to the lightweight cell and battery technology,

and we follow across here with several categories. We want to look at the

plaques, case, seal, separator, and battery chassis design.

We come over here on the plaques. There is a possibility of using

higher porosity plaque material, maybe even using plastic plaques, which you

will hear a little more about from Dan Soltis, and possible new metals.

Then we come over to make the plates, and you can either use a sin-

tered matrix to start with or possibly just use a pressed powered matrix in both

the negative and positive electrodes.

Then under the case and seal, if you are considering using new mate-

rials and new metals for the cases and possibly going to thinner, stainless steel.

Right now we have elected to look mostly at an epoxy graphite case. And more

details will be given on that tomorrow.

Then we thought we had to do something with the separators. We were

considering using possibly a modified polypropylene. We are even trying to

modify nylon and new materials. And Dan Soltis will cover that a little bit later.

Then we also were looking at kind of state of the art cell technology,

where we were looking at new electrochemical deposition processes. And we

have cells on test now at Crane and at JPL,. and I think some of the data on those

cells will be presented by the people from Crane.

Then we also wanted to document as best we could from the flight bat-

tery programs, so at least we have kind of a base line to start with. And this

meeting today has done some of that documentation.

(Figure 93)
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Over the years a lot of people have been doing failure mode analysis

such as Comsat, Hughes, TRW and a lot of work at Crane. Generally what I

consider the predominant mode from the life test is that in most cases the cells

just lose capacity to a given voltage. And of course in addition to that sometimes

you have cells short and some leak.

The observations then from the failure mode analysis is the positive

plate usually swells 10 to 15 percent, the separator loses electrolyte, and you

get a change in the size of the cadmium, cadmium hydroxide crystals. You also

note cadmium migration both into the separator and also from the interior of

the plate to the exterior of the plate. And a lot of times when you pull the cells

apart and measure the capacity of the plates after they are out of the cell you will

find that they have not really degraded that much. And also in this process the

positive electrodes tend to pick up electrolyte, and of course the carbonate level
increases with life.

(Figure 94)

Some of the factors of degradation are you have the positive plate swell-

ing and deterioration. This compresses the separator and increases the internal

resistance and you get some voltage degradation. Also it tends to absorb addi-

tional electrolyte, so you get changes in electrolyte distribution in the cell.

Overcharging is another factor in degradation. It increases the rate

of positive plate degradation, raises the cell temperature, and of course accel-

erates the degradation of the cell and separator.

We have the negative plate material migration. The cadmium migrates

from the interior of the electrode to the surface and also into the separator.

Then you have the negative plate material, what I call or have coined a phrase

here "cadmiation", where the cadmium hydroxide crystals grow and become

inactive and also you get potassium carbonate contamination, which may accel-

erate that effect.

And then we are all familiar with nylon separator degradation, which

produces carbonate and may upset the precharge setting in the cell.

(Figure 95)

So some of the possible solutions of the degradation modes are listed

here. With the positive plate swelling it seems that the electrochemical deposi-

tion methods produce better electrodes that do not swell. And if we use properly

sintered plaques and maybe optimum loading it would improve that situation.
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Or there is also a possibility of preswelling of the electrodes before they are
put in the cells.

Overcharging, I think most of us are or canhave proper charge control
on a spacecraft andon our test programs, and also better temperature control
will improve the life.

In the cadmium migration, I think we can reduce the carbonate level.
That wouldhelp slow down the cadmium migration. Also optimized loading
would be an improvement, andreducing the overcharge would help prevent that.

The cadmium crystal growth, periodic reconditioning andpossibly
additives suchas indium have been reported to be effective. And proper charging
or pulsedcharging may have some effect on crystal growth.

Nylon separator degradation, if we can operate the cells at a reduced
temperature it helps that tremendously or find a replacement separator, a re-
placement for it. I have just listed polypropylene as one. There are some
others which Dan Soltis will talk aboutlater.

(Figure 96)

Okay, getting into the energy density of the cell, we have a little curve
here where this showskind of the state of the art cell that we were talking about
versus the theoretical energy density. Soto get up to the area that we would
like to get up to, around 55watt hours per pound, we have to reduce the cell
weight to around450grams somehowfrom about 900grams now.

(Figure 97)

This chart showswhere the weight for the componentsare in the cell,
the active material, separator, case, header, andthe grid and plaque. And
this is our goal for 1981. It showswhere we have to reduce the weights. We
can't take too much active material out or we won't have a cell. Of course,
this is all basedon a 20 ampere hour cell.

So, the largest areas to reduce weight are the case and the header and
the grid and the plaque.

(Figure 98)

Someof the items for the energy density improvements are reduction
of the container weight, reduction of negative to positive ratio, reduction of
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grid weight, use a high porosity nickel plaque, 85 to 90 percent porous, pos-

sibly increase loading levels, maybe use thicker electrodes, use sponge cadmium

electrodes, pressed nickel electrodes, plastic sintered plaques, reduce sepa-

rator thickness, reduce electrolyte volume.

(Figure 99)

The accomplishments during the FY 77 we held two NASA-Air Force

coordination meetings. And we had most of the NASA centers and Air Force,

Wright Patterson, come to these meetings.

Under the state of art assessment we had reports on design variables,

which were precharge and material ratio. That was a contract we had with

Boeing. Sid Gross prepared those. And also there was a report on the elec-

trochemical deposition process. Prior to this we came out with a five volume

index with abstracts of literature search. ' And we also had a report written on

the cadmium electrode.

In the lightweight cell case we have been working on this in-house at

JPL, and we think we have established the feasibility of using an epoxy graphite

case that weighs about 30 grams compared to about 170 for standard stainless

steel.

Then they have the accelerated test and analysis. That is approximately

80 percent complete, and a data analysis has been initiated. I guess you will

hear more about that this afternoon.

Non-sintered electrodes have been tested, but they were tested in non-

sealed cells. Lightweight plaques have been procured, and separator eval-

uation has been started by Lewis. They have selected two materials to look at.

(Figure 100)

Our status, Goddard Space Flight Center will not continue any further

effort in the battery R and AD. However, they will consult with us technically

on the program. The Air Force will provide no further funding in the acceler-

ated test. They will consult technically with us on the program, and they will

provide cells for evaluation from their manufacture and technology program on

the electrochemical deposition process.

The OAST office and JPL and Lewis have gotten together and have

written a program plan, and that is now being sent around for signature cycle.
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We just recently extended the schedule to the end of 1981, and we added a couple

of tasks that we really didn't have initially in the plan. And that is battery

chassis design, analysis and test, and operational and reconditioning techniques.

And we want to procure some cells to check out these design variables, pre-

charge and material ratio.

(Figure 101)

Milestones for FY 78 are the battery user's handbook, which Goddard

is getting under contract with TRW. We would like to come out with a report

on the Viking Orbiter battery program. We intend to establish a manufacturing

technology for the epoxy graphite case so generate a vendor for those cases.

We expect to complete the accelerated tests, except for the normal

packs, and we will have an interim report on the accelerated tests and a data

analysis.

We want to procure non-sintered electrodes for sealed cells and deter-

mine the feasibility of plastic plaques, which can be nickel plated. And then we

want to procure cells with new types of separators and procure cells with two

unknown design variables, precharge and material ratio.

(Figure 102)

This is a pretty busy schedule. So, essentially during this time period

up through FY 79 we will be looking at a lot of components. And then starting

in FY 80 we will be going out for a procurement of our final design cells. And

in each instance we are allowing just one year's time to test the cells. So the

accelerated test has to come through for us in order to be able to properly

evaluate the ceils in a year's time and stay on schedule. Otherwise we would

be stretching out.

DISC USSION

DUNLOP: Comsat. I want to try and clear something up here. In

previous presentation and this presentation I saw as an objective the following:

reduce the weight or increase the energy density/increase life time. Are those

one goal or two different goals ?

BOGNER: You can look at them several different ways.

DUNLOP: Is that one goal or is that two goals ? In other words, when
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you put that slash in there does that mean oneand the sameor two different
objectives ?

BOGNER: And/or.

DUNLOP: That is the way it was stated, and/or.

BOGNER: Right.

DUNLOP: I would assume that meansthere are two different objectives.

BOGNER: One is to increase the energy density, and one is to increase
the life.

DUNLOP: That is two different objectives.

BOGNER: We may not be able to doboth at the same time.
be able to, you know, compromise in between.

We may

DUNLOP: Okay, nowI see a program that you define in which you
first list all the problems that you think exist in cells. And you point out in the
next slide where you want to achieve the weight, the first goal, which is im-
provement in energy density. And I agree that there probably is a chanceto
reduce the canweight. But the other areas you can't correlate what you stated
aboutyour problems to what you stated aboutyour objectives for reducing weight.
For example, if you are going to optimize theloading level but minimize the
swelling of the positive electrode you don't decrease the loading level. Those
are contradictory statements that you made. If you are going to reduce the
problem of drying out of the separator, you have got to increase the amountof
electrolyte, et cetera, et cetera, et cetera.

I am really not trying to make an argument. I am just saying that
typically if we look at nickel cadmium cells andwe look at how we would go about
trying to make it last longer our major objective is not to reduce the weight by
the way. Our major objective is to try to make it last longer and from a com-
munications satellite point of view. And to try and make it last longer generally
what we see from the battery from the peoplewe have talked to and the work
that we do ourselves you don't necessarily comeup with a lighter weight cell
design. As a matter of fact, generally you almost endup going the other way
to tell you the truth. To end upbuying lifetime you tend to make the thing a
little bit heavier rather than make it a little bit lighter.

I am just trying to clearly distinguish between these two different things.
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BOGNER: This one (Figure 96}presents an interesting point in that
respect in that you are out here andyou can add a lot of additional weight to the
cell. But the curve is flattening off out here without, you know, really decreasing
the energy density.

RITTERMAN: TRW. I want to answer one of your points you were
talking about. Regarding the swelling of electrodes, we ran a program onhow
you loadedelectrodes comparing electrochemically impregnated with vacuum
impregnated. Now all the electrodes swelled to a degree, but the electrochem-
ically impregnatedwas much more tolerant of a high loading level, 1.8 or 1.9
grams per cc employed. Swelling of the electrochemicals perhaps two or three
percent as compared to 13or 20 percent of the vacuum impregnated.

DUNLOP: True, andyou will see a paper on that tomorrow. But
typically electrodes that you would make today, you buy today commercially,
has a loading level of 2.3, 2.1, 2.3, 2.4 grams per cc of active material. Typ-
ically electrochemically impregnated electrodes are between1.6 or 1.8. Most
of them are in the 1.6 or 1.7 range.

RITTERMAN: Well, I was able to produce a lightweight cell at a
loading level of 1.8 grams per cc.

DUNLOP: Right, and that is lower than or that is conservative than
most of the electrodes that you buy today.

RITTERMAN: Well, the same loading of a vacuum impregnated. You
still get swelling. My point is that you can achieve the proper loading doing it
electrochemically.

DUNLOP: We ran 4,000 SOCU'sthrough SAFT electrodes. And we
will present the data tomorrow. We took electrodes that had the same reducing
loading, andwe got the sameresults. We took electrodes that were overloaded,
and they swelled.

I think your loading level of 1.8 is a reduced loading level is what I am
saying.

RITTERMAN: No.

HOLCOMB: NASA Headquarters. I would like to make one clarifica-

tion. In this program we may evolve two cell designs or three. And for reducing

the weight we may end up with a cell that won't go more than a couple of years

but will reduce the weight. On the other hand, to get the longer life, we may go
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with a cell that has very little weight reduction or maybe even a little increase
and doubles the total life. Sowe may havetwo cells evolve out of this.

RITTERMAN: I look uponthe loading level as the ampere hours for
C to D of electrolyte per gram of electrode. In that casewe have been able to
develop a high energy denstiy, high specific energy cell, using 1.8 grams per
cc. And that is the important thing, not howmany grams you have got into it,
the fact that you were able to produce a high specific energy cell.

HAAS: Ford. We have donea little work on light weight battery with-
in the last five years at Ford. And here I donVtdisagree with the base line you
show, a 20 ampere hour cell, something like .88 kilograms. We have developed
at Ford 20 ampere hour batteries that weigh about 575 grams, which is only
maybe -- it can be accomplishedwith, say, a 60 L stainless can. Now I think
Harvey Seiger's work on the electrochemical deposition, 20 ampere hour cell,
by and large aside from some of the processes were probably to represent a
good state of the art very reliable battery cell.

I think we have already gotten there. It is a matter of assembling the
pieces and buying the product from a manufacturer. I donTtbelieve that it is
really necessary to shoot for some of thesevery, very exotic approaches. The
design and the technology exists right now. The electrochemical process for
the positive and the negative plaqueswouldnVtallow you to within the next year
buy a cell exactly to the specifications. Chancesare this is going to perform
very well overall as we are hoping, the electrochemical --

BOGNER: Well, cells havebeenpurchased and are under test that way.
And we also are aware of the lightweight; andwe are testing that, but there are
problems.

HAAS: I really think we are there.

ROGERS: HughesAircraft. You indicated you were going to be working
on, I assume, the inorganic gas impermeable separator that was developedby
NASA in the program shownup there ?

BOGNER: Yes.

ROGERS: I guess I am failing to seehow that gas impermeable sep-
arator could possibly work in a sealednickel cadmium.

BOGNER: Well, hold that question for Dan Soltis.
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HENDEE: Telesat Canada. When I was looking at one of your problems

it stated there was cadmium migration. Then on the second chart did you say

one of the ways you alleviate cadmium migration was to reduce the amount of

overcharge ?

BOGNER: Yes.

HENDEE: Would you explain that?

BOGNER: Well, I think with the overcharge you raise the temperature

of the cell up quite a bit, and the cadmium can become soluble and migrate over.

SEIGER: Cadmium hydroxide. Cadmium hydroxide dissolves over the

electrolyte, not cadmium.
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LEWISRESEARCHCENTER
PROGRAM

D. G. Soltis
Lewis Research Center

As part of the NASAlightweight program, the Lewis Research Center
has a number of programs that we are looking at. We have beenlooking at them
for different reasons to start out with, but this is anobjective that is quite
typical. And we thought in some of these areas let us give it a shot and seewhat
happens.

Again, we have looked at a numberof things, and we realize that maybe
one cell shouldn't be considered for all of the applications that we do have. And
some cell that might evolve here, as Lee said, would be goodfor one or two years

and do the job that is necessary for us. So, maybe we have to look at Ni-Cd

technology in a little bit different way. Let us design the cell for the application

instead of taking one cell and using it for everything in the world.

(Figure 103)

As part of the lightweight program, our objective is to try to develop

electrodes, separators, and the technology which will reduce the weight, ex-

tend or maintain the life characteristics of Ni-Cd dells. Extend the life, well,

we think maybe separators could do that. Maybe absorbers can do that if in

fact nylon does disintegrate and add carbon and things to the cell and cause

decreased performance, deep discharge reconditioning. These things are all

applicable to the cells that are now being made and used, and you don't have

to change a cell much to put those things in or to control the cell with those

things. I mean you start looking at lightweight electrodes. That is a pretty
hairy subject in itself, but let us look at it. Let us see what we can do with the

thing. We were looking at it for a different application, but it looked like we

were able to get decent cycle life at 100 percent discharge at the C rate. It is

not much good over that, but at the C rate or C/2 there are applications for that
for a lower rate.

Lightweight substrates, again, this is something that might work and

might not. The Japanese have tried it. They have got a little different appli-

cation or a little different use, but we thought if you could plate a microporous

plastic and electrochemically impregnate that you have got a lighter weight

electrode and one that is probably pretty good. We have been able to come up

with a lightweight plaque. This is just the substrate, but it has a grid embedded
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in it. It is mieroporous, and it canbe plated. What we haven't beenable to do
is the proper amountof plating and continuity through the plaque. But we think
that there is a chancethat you cando it.

Nowlet us take a look at what we are trying to do. This is the complete
program and how we are going to do it, who is going to make the cells andwhere
we are going to test it. We are not going to test it in our labs. We are going
to haveCrane test it.

The lightweight electrodes, Energy Research hasbeen and is continuing
to look at this. The positive plate has been made. It has beentested in nickel
hydrogen cells. We dohave them presently in vented nickel cadmium cells, and
they are going to be placed in sealed nickel cadmium cells.

We hadn't looked at those cadmium electrodes, but as a result of our
discussions we felt that we shouldgive some attention to that. And they will
take a little look at the cadmium. And here is where you might have a different
cell that is designed specifically for an application using these electrodes.

Synchronous, we think we might be able to do it. Low earth orbit, we
don't know. As I say, the lightweight substrate we are using a polyvinyl chloride
microporous material, which is madeby Amerace. The initial evaluation is
being donein-house. We are sending materials out to be plated, and as yet
they havebeen able to plate them but not to the extent of the thickness that we
desire.

Separators, we are going to try the separator in a Ni-Cd cell. That
statementwas made that it was gas impermeable. I don't know if I believe that
or not. Maybe the astropower one was, but we don't have the astropower sep-
arator anymore. The separator that is used here has a different binder. It
is a Creighton rubber binder. It is filled with inorganic material, some of
which are soluble andleave. Someform gels.

The Amerace is a material that we tried in nickel zinc cell, and it is
microporous. And it seemedto work quite well, so we are going to try it here
tOO.

As far as absorbers are concerned, the PBI which Cellanese is pro-

ducing started out as a separator for fuel cell. And what they want is high vol

pressure. We want low vol pressure. But we can get both. And what we are

trying to do is duplicate the pelon nylon in order to give us a comparable absorber

which we can place in a cell and hopefully give us longer life, get to 10 or 12

years, and operating over a wider temperature range.

134



In deep discharge reconditioning it looks like you might be able to help a battery
extend its life by going to zero volts, andto do that you have got to be able to
recombine hydrogen at a sufficient rate. And it looks like you can, andwhat
we are going to do here is examine how it happensand why does it happenand
then try to build in that feature into your electrodes so that it happensat a rate
that will substantially increase the greater combination andkeep your batteries
in use more often or for a longer time.

Sotherefore, we will be testing thesematerials in SAFT cells, SAFT
America cells, andbe putting in the lightweight substrate, the separators, and
the absorbers. And Energy Research will build cells using their electrodes.
Then these cells will be tested at Crane, andthe tests that we use will be some
accelerated tests that were picked from the NASAprogram.

DISCUSSION

HOLLECK: EIC. I did not quite understand. What is the material

of your absorber layers ?

SOLTIS: PBI.

ROGERS: Hughes. My question relates do you have a program to

study the bubble pressure characteristics where they pass gas, which is not

quite the same thing?

SOLTIS: Yes.

ROGERS: Is that an on-going research program?

SOLTIS: Yes, Dr. Read at Lewis.
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A CCE LE RATE D TE ST PROGRAM

F. E. Ford

Goddard Space Flight Center
and

J. Harkness

Naval Weapon Support Center

INTRODUCTION

FORD: At this time I would like to move more specifically into an

element of this program, the accelerated test program, which comes in under

this as a element to contribute to the overall program.

As most of you know, we do involve the accelerated testing or are trying

to develop an accelerated test technique here at Goddard for a number of years.

And this program was initiated when Tom Hennigan was here and was put into

full operation under his guidance. I inherited the program from him and little

did I know the magnitude of the problem that he had undertaken to solve until I

got involved in this thing. And I can honestly say that three years ago and perhaps

longer, four years ago, I was one of the non-believers. And it has taken the

better part of two years, but today I am a believer because I think what you are

going to see this afternoon looks like there is some substance there. And more

than substance, it looks like there are some real tangible results coming out

of this program.

I hope what you are about to get from different people that have been

involved will shed some light on this. I might point out that the Air Force has

been a very effective member of this effort. We have coordination meetings

once a quarter, of which we meet at Crane, review the tests results, and have

people from NASA centers and the Air Force. And they have been very helpful.

So without further discussion I would like to have Jim Harkness, who

is the program director at Crane and in charge of the overall implementation

of you might call it the hardware phase of the actual testing phase. Jim is going

to give you an overview of the program, status report. From there we are going

to go into the statistical analysis and get into Various aspects of the modeling

that has been done and the results that we have attained from this model. Jim ?

NWSC ACCELERATED TEST

HARKNESS: Gentlemen, like he said, I want to warm you up with a
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little background on the accelerated test, so you will kind of be excited for the

statistical analysis results that Don Mains will present.

(Figure 104)

It is a combined effort of NASA and Wright-Patterson Air Force Base

at the Air Force. And we do have quarterly meetings to discuss our progress

and our problems we are having with the testing.

(Figure 105)

The objectives, let us start out on the accelerated test. Ideally the

objectives of accelerated test would be if we could take a flight battery and run

it through a very small amount of testing, which would not be detrimental to

the life of the battery, and be able to predict the life of that battery under various

operating conditions that we would use in a satellite. Ideally that would be the

best objective of the test. Also to meet the objectives that you see listed here

we could have various screening tests or maybe be able to predict the normal

lifetime of a battery. Hopefully all the tests we would come up with would be

non-destructive, although maybe we would have available a few cells that we

could have destructive tests on, such as an accelerated type test, and still be

able to predict a normal lifetime of the test. Like say there are a variety,

maybe we could take a test or a battery, put it on lower operating conditions,

and maybe just cycle it for say 300 near earth orbits and predict what the life

of the battery would be.

(Figure 106)

Now these are the various parameters, factors, that the battery packs

have been tested under at Crane. We have a total of 94 battery packs. In this

eight of them are what we call storage packs, in which they would sit at various

temperatures and were pulled out for chemical analysis whenever we had a

cell failure occur in any of the accelerated test packs. We have 86 test packs

that range from 5 cell to 8 cell packs.

The charge and discharge rates ranged from -- well, the charge rates

ranged from 3 amps up to 48 amps, well, 24 amps on charge and ranged from

3 amps to 48 amps on discharge. Four of these packs are what we call the normal

packs. There are two packs operating at 0 degrees C and two packs operating

at 20 degrees C. The depth of discharge is 20 to 40 percent, and the percent

recharge is fixed at 105 percent at both temperatures.

As of right now, we have eleven packs that are still operating, still
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performing, of this. The eleven are all at the 30 degree C temperature. This
does not include the four normal packs. Wehad total of 517 cells to test, and
as of nowwe still have 36 cells that comprise up the eleven packs at 30 degrees
C that are still running. And this update is as of the first of November.

I would like to bring to your attention that the test status, the failure
cycles of all these cells, the modeof failure, is included on a handoutthat is
available over on the desk.

I would like to make a comment on the data that we have on accelerated
tests. All our data is taken with an automatic data acquisition and control system.
All the data is as records on mag tape. Andwe have a little interesting com-
ment. Last June the individual that handles the data said that if we would take
each record of data andput it on an IBM card and laid it side by side, as of
June, that data would stretch for 10miles, which is a lot of data.
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STATISTICAL ANALYSIS

D. Mains

Naval Weapon Support Center

So sometimes we feel like we are under pressure to come up with the

answer without having the whole story out. As Jim indicated, we still don't

have all the cells in, but I think we have seen enough now that we can give some

pretty good indications of where we are going.

(Figure 107)

The objectives of the statistical analysis, as we have looked at them,

one is to develop a prediction technique that will reliably predict the life of a

battery. And this is under various combinations of tests, under accelerated

conditions, and hopefully would be extrapolatable back to normal conditions,

because this is where everyone is going to be using the cells, the batteries.

It is fine if we can predict life on accelerated level. This would still be a useful

tool in being able to help us in investigations and that, but the ultimate is to be

able to predict life on a normal use. The next thing is to use a minimum number

of cycles to obtain such predictions.

Again, if we have to run it for its full life, then it is really not a pre-

diction. The other is to reduce the total test in the matrix so that we can pro-

duce the failures and verify the predictions.

These things we are, I think, accomplishing, and we will give you some

background on it and then show you some results.

(Figure 108)

To start out with, we have done quite a bit of investigation in a lot of

different areas. I would like to start out by briefly summarizing some of the

investigations that we have started.

First, is the polynomial coefficients. This was an approach where

each charge/discharge cycle was analyzed. An equation was developed. It

turned out that we could fit the curves almost perfectly with a quartic equation.

Once you have these coefficients then you just line them up, run your analysis

of that and be able to project into the future at any time what the cycle would

look like. So you could set limits on your criteria and see at what cycle number

that occurred. It didn't really work out.
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The coefficients gave us a random distribution as far as the types and numbers
we cameup with. The statisticians then looked at it and said, '"vVell, you need
to do anorthogonal transformation on the data and on your coefficients and
possibly that would solve it." We tried that. That still didn't give us really
enoughof a trend indicator to be useful.

Sothose two approacheswe have sidelined them right now and are kind
of waiting. It is still something that would be a possibility, but we are not
spendingmuch time or effort on it this time.

The next thing another one of the statisticians was looking at someof
the dataand said the voltage/current ratio at the beginning of discharge and at
the endof charge might hold something significant.

We did some investigation of that. Again, we got goodnumbers, good
information. But it still was not consistent enoughto be able to show any kind
of a prediction. We then moved into the regression analysis, and here we had
two variations on it. The first one was looking at T sub i bar, delta T sub i bar.
This is the time to discharge at a specific voltage level. A lot of the information
was taken at a voltage level of 1.25 volts. We also then looked at voltage levels
ranging anywhere from 1.3 all the way downto about a half a volt. This infor-
mation didn't add anything to the regression analysis in the way of being able
to predict individual cell performance.

The next thing was to look at the hysteresis loop, andthis was analysis
of the area betweencharge/discharge curve. If you take the discharge curve
and fold the charge curve back on to it, look at the area between the two curves,
this would give you some idea of the inherent difference or the hysteresis that
is occurring from cycle to cycle.

With that information we again put it into the regression analysis. It
also did not addanything that would allow us to predict individual cells. At the
present time we are investigating the regression analysis on the eight parameters,
and this is where most of our predictions we show today will be taken from. We
are getting goodcorrelations. We feel good control of this approach.

This allows us to determine the effects of the eight parameters and
the average time to failure. Again, we addedsome additional variations to it.
The first one was time on test. Instead of just using the depth of discharge, the
charge/discharge rates and so forth, andthen cycle number as the failure time,
the ideawas becausethese were running in different lengths -- the charge period
is a little bit longer or a little bit shorter, dependingon the depth of discharge,
the amountof recharge, charge, and discharge rates -- that it might be that
actual time on test is the more signigicant parameter.
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After we ran this analysis it didn't really contribute anything additional
to the regression, but it appearedthat it was tied in with all the other parameters.
And each time we used this, put it through the regression analysis, it either
came in very, very late in the analysis or droppedout altogether.

: J
At our last meeting at Crane two other items were brought up as pos-

sible additions. Oneof them was the depthof discharge percentage term, and
this was suggestedfrom two sources. Dr. Landers had one approach, and Dr.
Pickett had another approach. Thesewehave incorporated, and so far haven't
seen anythingof major significance to showthat it would stay into the model.
Again, it drops out pretty quickly.

The heat generated term was an attempt to look at the effects of tem-
perature rather than just using the temperature itself. And this effect again
was duplicated in other conditions. Soat the moment this one has beenside-
lined.

(Figure 109)

Sowe are still at the point of looking at the regression analysis. And
rather than just say we have got it and wewill wait until the end, we are now
looking at ways of improving and testing the regression model itself. These
are some of the methods. Oneof them is to audit the data itself, checkingon
the levels of the five factors to see how they fit into it, create data files on these
levels, and verify them andthen to run homogeneity tests on the variance of the
y's and print out the within pack variance.

Also, on the stepwise regression, is to use the linear, quadratic, and
linear by linear terms in the factor to see if this will help improve our prediction,
to select the F in and F out and tolerance to see what effect thesehave, and then
to run the various regressions with certain factors in andwith certain factors
out to see how that will effect the ultimate prediction.

Then one shouldestablish somecriteria for what would be interpreted
as a goodmodel. You cansee those there.

(Figure 110)

As a further step then is to use the ridge regression technique, which
eliminates certain values of the x term to seehow this againeffects the regres-
sion equation, what it does to the stability or instability of the prediction.

And then you can use these methods then on the results to see just how
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goodwe can comeup with a prediction model. By plotting the ridge results
we can use these then to determine whether a particular value shouldbe fixed
in the regression, shouldbe varied, shouldbe eliminated completely. It might
also indicate someother values that could be brought in.

I
Also, then, one could lack at the lack of fit, looking at areas that we

don't havegoodfit. We feel that there may be certain regions in the test matrix
that were beyondthe expectedoperating levels, that were outside of the realm
extrapolation, so that we can not get significant performance in those areas.
And they may have to be eliminated.

There are some parameters that were picked we got little or any life,
maybe 12to 13 cycles. And basedon that they just will not perform there. It
may be that in trying to include this into the regression wehave distorted it.

Then, finally, is to establish confidence bands along the y so that this
then will give us the ultimate set of confidence bandsfor the y's that we pick.

(Figure 111)

With this backgroundthen we showyou the regression equation that we
have at the present time. This is included in the handout.

Below are each of the variables and their identifier. You can see the
factors that have come in, how they effect. Someof them are the single unit.
Other wehave cross products. Someof them are the squared term.

The order here does not indicate the order they come in or the order

of necessary significance they have. But this is the values that give most im-

provement or give us the best fit right now.

(Figure 112)

With that equation this is the type of predictions, and the handout has

the predictions for all the packs that we now have in use. But to give you an

idea of the type of results we are coming up.with, you can see the predictions

here, on pack 26N, on 49N, and on 42N. This one doesn't look too good. But

this one and this one give us quite good results. We are still looking into the

results, trying to find out why doesn't this one predict. Like I say, it may be

that it is just outside of the realm of the overall approach. It may be a factor

that just will not come in.
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This then after we have arrived at the equation then to test it we nor-
mally run it on the normal packs. Again theseare the parameters, so the packs
we are calling normal these are the ones that are down in the range of what
would be considered normal use. The temperatures are room temperature and
below. The depths of discharge are normal, low recharge values. Charge and
discharge rates again are more consistentwith flight use.

These are the cycle numbers that we have actually predicted. You

might want to write down at the present time the four packs have completed the

following number of cycles. This is as of the ninth of November. 83N had

completed 14,197 cycles. 84N, 13,330. 85N, 14,517. And 86N, 13,501.

In addition to the results we have actually looked at on the matrix itself

and on the regression analysis, we also have work that is being done to screen

the manufacturer's data and the base line data to see if there is a way that we

can detect and predict life possibly from that on individual cells. This is the

one thing we still haven't been able to get a good handle on, and that is how do

we identify those cells that seem to operate good and those that seem to operate

bad. This is being done with some pattern recognition techniques.

Also we are developing now individual data packages on each of the

packs as they complete test, which will include a summary of the manufacturer's

data, base line data, the history of cycle performance, failure modes, and also

postcycling and the chemical analysis. And these packages as they are com-

pleted will be available for anyone who is interested in looking at a particular

approach on his own.

As was mentioned a couple of times before, we also are now adding

some cells from JPL on the accelerated tests. We have 16 packs from SAFT

American that are on, also some packs from Eagle-Picher. These will then

be used as test packs or confirmation packs once we have the regression model
developed.

On the chemical analysis to date we have completed 154 cells, or 27

that are in progress. And these are being included with the data packages as

they are being developed. The results of the chemical analysis and some of the

other prediction methods will be covered a little bit later.

DISCUSSION

HARKNESS: Crane. On your handouts, on your normal pack, your

83N and 86N, the wrong temperature is on your handout. 83N should be 0
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degrees, and 86N is at 20 degrees. Now the accelerated packs that Don is re-

ferring to are on your handouts the N packs. Your other packs that Don was

talking about as far as JPL are your X and Y packs. They are the SAFT cells.

MAINS: I think another thing too that is in the handout, near the back

of it, is a summary of packs that were included in this regression, cells and

so forth, if they were taken out or deleted, the reason for exclusion from this

particular analysis.

HELLFRITZSCH: I have got several questions -- first of all, what

is a pack ? Is this a subset of a large number of cells all of the same type ?

gather it is.

MAINS: Yes, the pack consists of five identical cells that are run

under identical test primers.

HELLFRITZSCH: And then the object of this whole thing was to de-

velop an accelerated test of life. And I gather by life you mean the cycle at

which polarity will occur ?

MAINS: Yes.

HELLFRITZSCH: Now wherein does the acceleration consist? In other

words, you must have had some that failed at 20,000 cycles. I mean, you are

trying to predict something to validate what you are going to use as the x's. You

have got to have a y that you validate against.

FORD: Let me comment on that. Let us back up a minute because

the accelerated test was to develop the data base to make a model. Okay? And

the acceleration factors were built into it based on some work completed by the

Air Force, like Bahelle; you know, several other companies were involved in

it over a period of time. So the accelerated test itself is a means to an end, the

end being the data base on which to develop these models from.

MAINS: I think maybe an answer though to your question the normal

tests do approach that base that we will check the model against.

HELLFRITZSCH: But you have here predicted the cycle on which you

expect the failure already.

MAINS: Right.
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HELLFRITZ SCH: Soyou must havedonewhat I was talking about.
But I am not clear how you did it.

MAINS: The way we arrived at thesepredictions here is we developed
amodel that I had shownhere on the regression. Then basedon that model
we plugged in the parameters for these particular packs and cameup with these
predictions.

As I mentioned at the beginning, wedon't have all the answers in that.
We are still missing a lot of our 30 degree operating tests at the 30 degree
temperature. And I think whenwe get those results in this again will have some
impact on the model. The model is not completeyet.

HELLFRITZSCH: No, but up in the middle you have got four cycles
on which four actually did fail I gather, up there, as part of this work. They
are on the averagewhere you would expect those treated that way, operated
that way, to fail. And it is very good for that, if that is what it is. Soyou
must have donethe whole thing already, must have validated it.

MAINS: Well, we have gone through it several times. Like I said,
this is the latest application of the regression analysis.

HELLFRITZSCH: The last question I have is you mentioned that for
goodnessof fit or of regression, for example, for some of these packs you have
up there what percent of the variance, let us say, of those repeated alike is
accountedfor by your regression equation?

MAINS: I don't have those numbers with me. Like I say, these are
some of the things we have approachednow. We will be applying those as we
finish the model off. We don't necessarily apply them each time, and I haven't
got it for this information for Lheinformation that is in your handout. This is
one of the things we are working on now. Wewill be applying it in the next
couple of months.

GROSS: Boeing. If you are looking at the data in the packs below it
shows a relatively small sensitivity of predicted failure or lifetime to temper-
ature, whereas my recollection of the older Crane data was that temperature
was a much stronger factor. Is everything else the same, or is there anything
else that is influencing this failure rate ? Or, is this a changeof the sensitivity
of temperature in these cells ?

MAINS: Well, like I mentioned before, temperature I think is one of
the prime factors, but we are missing one of the temperature blocks in a
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significant way and that is the 30 degree. You remember the original matrix
the 30 and 50degree are the factorials, and that is where the largest number of
tests were performed. And we are still missing eleven of thosepacks in that
30 degree. Sothe matrix isn't complete yet, and so we have developeda regres-
sion equation. It is lacking in that area. That is the one that right now is giving
us apparently the longer life and I think will have a major impact on the final
equation. This is the problem of looking at this part way through, before you
get all the results in, because it is biased. I am sure of that.

FORD: That is the samequestion that we raised about six months ago
at oneof our meetings becauseof that prediction showing that the depth of dis-
charge is not that different either but temperature -- andthe fact is that this
whole process is an iteration process, the regression. As you feed more data
into it you update it andkeep predicting.

Now, it is like a self feeding process becausethe numbers you predict
there are basedon the numbers that went into it from the accelerated packs.
Soobviously youhope to be able to predict those pretty good. But the proof
of the pudding is whenyou take the accelerated andthe base, feed into regression
that youhave refined and refined andrefined and you just keep cycling it over
and over and over, you can never stop, you know, if you want to carry it to the
ultimate. But the proof of the puddingis whenyou can take data that were de-
velopedand not the accelerated test data, plug it into the accelerated test equation
or the regression equation, and then make it predict. And this is what the test
case is downhere at the bottom. The rest of these are kind of like one feeds
the other, becausethe cycle that is in the left column there or in fact went into
the database is predicting the cycle life of the cell.

HALPERT: Goddard. If I look at the regression equation, (Figure 111},
the onething that bothers me is that you have a constant that says 94,460. Ob-
viously that is the number of cycles since the y there in that equation is the
number of cycles. The constant is 94,460. If you look down at the third and
fourth numbers, you seewe have 3433times 7. This value is the amount times
KOH volume which is almost 20. It is 18 1/2 cc's, so you have almost a 60,000
number subtraction from that 90,000. And the next one down, precharge, is
3. 000times two and a half ampere hours of precharge for a total of 8,000 or
so. Sowhat I guess I am saying is the thing that bothers me is the insensitivity
there of having a large constant and from that being subtracted a very large
number that is dependenton the amount KOH, namely 60,000. SoI just have

to say a work of caution, that we look at this in light of all those big numbers

that we are dealing with. There is some insensitivity.

MAINS: Right.
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SCOTT: TRW. Would you pleasegodown and give us the units of all
those variables at the bottorri ?

FORD: Are you talking about that list ?

SCOTT: Temperature, discharge rate.

MAINS: The units that would be used are degrees Centigrade. That

would be percentage. Depth of discharge would be percent.

MCDERMOTT: It is a decimal point, and then 80 percent would be . 8.

MAINS: Yes. The discharge rate is one-half or 1,2,4, the C rate.

The charge is the same thing, the C rate, where C is the manufactured rate of

capacity, and then the factor would be the number that would go against that.

Precharge is a percentage again of -- a decimal point, yeah.

RITTERMAN: Is the rates -- are those in hours ? What is the unit

actually ?

FORD: Let us let him go through, and then we will take questions.

I think it will keep us going that way.

MAINS: The concentration is in percentage by weight, decimal. The

amount is in cc's, and the precharge is ampere hours. This is a 6 ampere hour

nickel cadmium cell, and the charge and discharge rates are like I say in the
C rate normalized value.

RITTERMAN: What is the unit?

MAINS: It is a ratio. It is a dimensionless unit as we are using it

right now.

HAAS: Ford. I guess eventually there will be some additional analysis

in regard to the synchronous orbit, modeling. This is primarily now for a low

earth orbit modeling for predicting life, or have I missed --

MAINS:

HAAS:

modeling ?

Yes, this right now that is it.

Is there some additional work planned for synchronous orbit
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MAINS: I think once we get the base model then there is going to be

all kinds of looking at, you know, how this can be refined and applied to other

applications, not only nickel cadmium but other types of cells, synchronous
as well.

PAYNE : Canadian Astronautics. Particularly regarding that last

question, is there any plan to model cells that are just being held at standby or

are on trickle charge for a long period of time or open circuit ?

MAINS: Not at the present time.

PAYNE: Can you make a comment on what type of a failure rate in

that respect the cells being held --

MAINS: But we do have some cells that are on storage at the different

temperatures, and their results will be incorporated. Now most of those were

put on there for control or analysis of the chemical analysis as opposed to iden-

tifying failure modes.

PAYNE: Would that be another area in the analysis ?

MAINS: Not in the regression I don't believe because we are not really

obtaining and looking for the failures at those conditions, so that particular part

of it I guess we really weren't looking at extending it that far. This again is

still looking at a cycle performance under a near earth type of application.

MCDERMOTT: Coppin State College. I would like to comment on

one thing. The cells that are on storage, say, at high temperatures, when you

look at their failure, I think you will be able to feed back that information in

for the cells that were at that high temperature also in the cycling regime. We

passed over at one point putting into the regression program a variable about

simply time on test, and we said that it didn't help the regression. I am still

following up on that because I think that maybe it didn't help the regression for

the wrong reasons. So, I think we can take into account the storage cells, just

the length of time it is on test as an important variable. But we haven't gotten

into the mechanics of how to get it into the regression.

MAURER: Bell Labs. Since electrochemical process usually contains

terms like reciprocals, exponentials, and logs, have you considered putting any

of those in your model ?

FORD: That is a good question. You are leading into the next three

papers.
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PREDICTION TECHNIQUES

A. Previously Investigated

I. Polynominal Coefficients

2. Orthogonal Polynominal

3. Voltage/Current

4. Regression Analysis

a) T and A Ti

b) Hysteresis Loop
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I. Regression Analysis

a) 8 parameters

b) Time on test

c} DOD (%) terms

d) Heat generated term

Coefficients
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I.

2,

3,

4°

Operating Procedure to Improve and Test

the Regression Model

Methods of auditing data

A. Check the X-levels (5 levels per factor)

B. Create data file of X-levels and verify

C. Run homogeneity test on variances on y's and print out the within

pack variance

Stepwise Regression

A. Use all linear, quadratic, and linear by linear terms

B. Select Fin , Fout, and Tolerance

C. Run regression

Criteria for Good Models

A. Usual RZ = SS due to regression
SS total

B. Adjusted R2 = MS due to regression
MS total

C. Cp = SS (Due to regression )
Cz ("true" error MS) (n-2p)

n = total number of observations

p = number of x's in equation +l

Figure 109

A°

B.

Ridge regression

Purpose: Ridge regression is used to eliminate those x's from a

regression equation which exhibit instability.

Method to use results

Given x's have been discarded on basis of ridge plots

i. one may use the remaining x's in a fixed regression
ii. one may choose to put other x's in the model in addition to the

remaining ones and do another ridge run

5. Lack of Fit

A. If Lack of Fit is non-significant, plot residuals

B, If Lack of Fit is significant
i. Plot residuals and try transformations on x's in model.

ii. Increase Fin and Fout and rerun regression.

6. Confidence bands on y

A. Use confidence internal program to set confidence bands on y.

Figure 110
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ANALYSIS OF VOLTAGE DATA

P. P. McDermott

Coppin State College

A lot of the questions that were raised in the last talk I want to address

also in my presentation because they are problems that we have come in contact

with over the last two years. We have really been struggling with them.

What I have been trying to do is to see how the various, those eight

parameters, have been effecting the cell life, and trying as much as possible

to isolate one parameter at a time and look at it in order to try to improve the

regression model is possible by additional terms. We have the eight terms

that are going into the regression analysis. There may be other terms which

can go into it to help improve it. It is very difficult with regression analysis,

if anybody has been into statistics, to when you are running a multiple correlation

actually follow one variable at a time. In fact, the statistics of it tells you not

to do that. But, anyway, I would like to put up here again the matrix and em-

phasize which of these levels we have discussed as the factorial cells and the

starpoint cells.

(Figure 113)

The factorial cells, and this is terminology I will be using throughout

so I really have to emphasize it again, are combinations of these two levels

here, B and D. The starpoint, centerpoint, cells C are the centerpoint. That

is, these packs would have these eight parameters. The starpoint cells would

have one parameter from either column A or column E, and the other seven

parameters from column C. So, this is one way of looking at one variable at

a time is to look at the three packs, which constitute the centerpoint, and one

variable out here and one variable out here. In other words, you can have three

data points to examine one variable at a time.

(Figure 114)

So, if we looked at the failure times for the various eight parameters,

what I have done is I have plotted them in such a way that you see three packs

per graph, isolating out each variable at a time. You see that the variation in

temperature, this is cycles versus temperature, 20 through 60 degrees, is

fairly linear down. The variation, depth of discharge, we would expect. It

starts high at the lower percent DOD and runs down to very few cycles at 100
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percent DOD. Now this doesn't mean that a cell can't run at a 100 percent DOD,

but it can't run that way at 40 degrees Centigrade and high charge and discharge

rates.

The variation in charge rate and discharge rate I show that the range

that was selected for the accelerated test matrix puts the centerpoint cell really

in an optimum position, and the extremes are really considerably lower in cycle
life. Now this is unusual. If you look at, say, discharge rate, you would expect

that if you have a low discharge rate you are going to get more cycle life out

of it. This is a question I have been trying to deal with. The variation in charge

rate here is the low cycle life here was due to the fact that the cell wasn't charg-

ing up at the temperature that the cell was being run at. So you can understand
that failure. It is hard to understand this failure for a low discharge rate.

It may have something to do with again something that we talked about

in the last presentation, about the length of time that the cell is on test. If it

is a low discharge rate that means that cell is going to be on test much longer

than, say, the 2C discharge cell or the 8C discharge cell. So, I think we do
have to look at time on test as one of the parameters to go into the regression.

It hasn't worked yet, but I think there may be a problem with this which I will

discuss later, why it didn't work.

(Figure 115)

Here are the other parameters. Variation in precharge did not have too

dramatic an effect. The factorial cells would be right in here and here. So at

least the factorial cells and the centerpoint cells, variation in precharge, would

not have that much effect. Variation in KOH had some effect but not great.

Variation in percent KOH had sort of a bell-shaped curve.

What this is telling us is that our matrix in a sense was linear in some

of these variables, or at least monotonically increasing or decreasing. In other

of the variables we were having from one side of the matrix to the other side

going over a type of bell-shaped curve. When you are doing multiple regression

this can cause problems if you are trying to correlate factors which are not

changing linearly.

(Figure 116)

The multiple analysis, multiple regression analysis, goes something

like this, to answer I think one question from the last presentation.
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The eight test parameters are put in as independentvariables with
squares and interactions amongthe eight test parameters. Now, remember
when Donput that oneup there, it had X1, X2, and so forth. It had X1 times
X7, X2 times X7. Thesewould be squares and interactions with the test param-
eters, which introduces non-linearity into theregression analysis, becauseyou
would get parabolic effects in here. Now this other parameter I put that in there
becausewe are now generating from the eight parameters new parameters, which
are combinations of the eight, which may be non-linear. This is to answer
Maurer's question about whether you put in the parameter as is or maybe an
exponential of it or a logarithmic function. And these we could test as other
parameters. The input is, of course, of the independentvariable versus the
dependentvariable, which would be cycles to failure. Soyou take the datawith-
in the accelerated matrix here plus the cycles to failure. You would compute
the stepwise regression andcalculate the coefficients. This is within the accel-
erated test matrix. Then, for output, you would take the parameters for the
normal packs. These would be those four packs, 81 through 84, andtry to
predict failure for the normal pack.

Now, as Floyd said, we became concerned about six months ago. The

temperature dependent was not showing up very strongly in the failure of the

normal packs. So I tried to go back and see if maybe eliminating some of the

variables or looking at how these variables might be changing we could introduce

non-linearity into the regression, in other words, try to predict better the failure

of the normal packs that would incorporate temperature.

(Figure 117)

What I did was a sort of first pass, to try to merge the existing data to

eliminate some of those variables we saw in the first two slides, that is do not

consider variation in KOH or variation in precharge as being that significant

in predicting failure. As you noticed, some of the ones are relatively flat. And

it may be that we are injecting too many variables into the regression program,

and the regression program is sitting down and the variables are feeding with

each other and not coming out with a good prediction. And this is something

that you have to worry about in regression is colinearity among the variables.

That is, several variables are trying to prodict the same thing. They are com-

peting with each other, and it is taking you really away from a good prediction.

It is better to try to limit the number of variables going in so that they are as

the statisticians call orthogonal. They are not relating to each other simultan-

eously.

So what I have done is reduced everything to DOD and temperature as

the two main effects. I plotted them a certain way so that temperature is running
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on the x axis, cycles to failure on the y, and then the lines are representative

of the various depth of discharge. The enclosed circles would be the starpoint

packs; and the squares, blacked in squares, would be factorial averages. In

other words, I averaged together numbers of packs, in a sense averaging out

the effect of KOH and such. The open circles are extrapolations from starpoint,

centerpoint.

I found when I plotted them this way that if you connect those with percent

DOD, granting that there are not many data points up here, they tend to give

you a fan shaped plot, which it turns out if you take one temperature, say, 40

degrees, it is rising exponentially. In other words, if you drew a straight line

through here and took the intercept with the cycles to failure, it would be an

exponential function. So I could make an hypothesis of an equation, and empirical

equation, because it is derived from the previous graph, as to cycles to failure

as a function of temperature and depth of discharge.

(Figure 118)

And here depth of discharge is an exponential term. This is a linear

term, but it is 70 minus the temperature at which the pack is being run. The

way you get 70 is you see all those lines pass through 70 as an intercept.

Now these would be only packs that were run at the 140 percent re-

charge. I eliminated the 200 percent recharge because those packs seemed to

be getting very spurious data for some reason that we haven't figured yet. But

it doesn't seem to be a good accelerating factor. So I am taking now packs just

at 140 percent recharge rate, and this would be 1 C charge and 2 C discharge.

The averaging that I did was a normalization actually to 1 C and 2 C discharge.

This would be the predictions in cycles to failure for those normal

packs here, which this would be pack 81 through 84. Now the normal packs are

not de facto being run at 140 percent recharge and these charge and discharge

rates, so just adding a factor of 30 percent or 50 percent, which I think in the

long run we are going to have to do, brings these up considerably. But I was

mainly interested in the spread between the failure times. And you see now

temperature does have a more significant effect, 0 and 20 degrees here, fifteen

and twenty thousand cycles, thirty-three thousand cycles and forty-six thousand.

It also brought the cycles to failure up. The normal predictions right now are

low. This is understandable since we don't have yet the 30 degree packs, the

failures, which when put into the regression will probably raise the normal

pack predictions.
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The motivation for this was to try to find terms which could nowbe
put into the regression model. Sowe would take for example instead of inject-
ing DOD straight into the regression analysis we would put the exponential term
and possibly fit a constant here, try a coupleof constantshere, versus DOD,
and see how this improves the prediction.

Now, I think Ralph Shipmanout at Crane did put this factor in, andhe
said that instead of putting in DODhe put in this exponential term for DOD. And
that factor and its interactions were the first six variables to go into the regres-
sion. SoI feel that we are onto something that we can't simply stick in the
variables as is. We are going to have to put in functions of the variables. And
this may have to be somewhatof an empirical method, at least for the time
being, becausewe don't understand the exact chemistry andphysics of this cell.

I think Dr. Lander is going to come with another prediction equation

in which temperature and DOD will be the main features.

We mentioned also in the last talk about another parameter which was

heat generated. This is an example of getting a new variable into the regression

that may combine some of those eight. Heat generated would be you take the

exothermic part of the reaction for discharge and charge, and you try to calculate

how this is going to effect the temperature within the pack. And this would

relate a number of those eight variables which are discharge rate, depth of

discharge, recharge, percent recharge, and charge rate. So you see it may be

that we will have to go in and combine some of these variables and put them

into regression rather than letting the regression sort it all out. The regres-

sion now has some problems with this multi-colinearity. It may be as battery

scientists we will have to figure out how these variables really are effecting

life, construct some functions, put them into the regression, and see how it

makes the predictions. So this is one whole area of work that I have been involved
in.

Another has to do with the tear down analysis of the cells after they

have failed. There is a whole laboratory effort out there to take the packs, open

them up, test for carbonate and electrochemical capacity, chemical capacity

and so forth. The parameters that I have been looking at more closely are the

plate thickness, plate weights, and how they relate to electrolyte and separator.

This is one facet of the tear down analysis.

What I have found is that you can find fairly good correlations of plate

thickness versus cycles.

(Figure 119)
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What this is is a correlation of the positive thickness versus cycles

for the various packs, and this is unedited data so some of these correlations

may not be too good. But at least on this one, positive thickness, you can see

the R values here, which represents a correlation, is fairly high all along the
line here.

What this means is, let me show it graphically.

(Figure 120)

If you take cycles and positive plate thickness, you will find as we

would expect positive plate thickness is going to increase, where we get actually

a fairly tight, for most of the packs, fairly tight fit. This is the first standard

deviation from the average for the plate thickness.

Positive weight increases slightly for most of the packs, but sometimes

it is slightly negative. But there is not a real big change in the positive weight.

The negative weight decreases, and this is a variant in some packs. As you

would get more cadmium migration, you would expect a loss of active material

out of the negative plate, which actually does show up. The negative thickness

versus cycles is fairly constant.

(Figure 121)

Now, one calculation that we made was to take IES (Inner Electrode

Space) versus cycles. In other words, calculating, taking just the negative plate

thickness, positive plate thickness, averaging it out, taking the can dimensions,

subtracting it out, then versus cycles, we find some fairly good correlations,

that the cycles to failure are correlating fairly well with the Inner Electrode

Spacing. As the spacing goes down, then you are going to reach a certain point

where the cell is going to fail.

This is looking at cell failure as almost a physical change within the

Inner Electrode Spacing, which ends up squeezing the electrolyte out of the

separator and causing failure.

(Figure 122)

Here is an analysis of the wet weight of the separator minus the dry

weight. So this gives us an indication of the loss in electrolyte in the separator

versus positive thickness. And here again we get some fairly good correlations.

As the positive plate is growing, you would anticipate a loss in electrolyte in the

separator. Some people have made an hypothesis that the electrolyte is sucked
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out of the separator, but I think you can also make a case of being pushed out.

The positive plate is growing and just eliminating the void space between the

plates and therefore knocking the electrolyte out of the separator.

(Figure 123)

Here is wet weight versus dry weight, which would be again electrolyte

weight versus the Inner Electrode Space. Here we have some 90 correlations,

• 9, which would indicate very high correlation•

(Figure 124)

In the last slide I found generally when the Inner Electrode Spacing gets

down to 2 mils then the cell goes. The average grams of electrolyte, now this

would be averaging a number of packs together, grams of electrolyte lost in

the separator per thousand cycles versus mils of Inner Electrode Space loss

per thousand cycles, meaning that we may ultimately be able to use it as a pre-

diction technique, at least in those cells that have positive plates which grow

at a fairly regular rate per cycle. That is, if you know that your ultimate limit

is one or two microns, the cell is not going to go past that point in terms of

Inner Electrode Spacing. I think once the nylon gets down to one micron it is

almost solid nylon isn't it ?

DISC US SION

SEIGER: 2 mils?

MCDERMOTT: Yes, 2 mils. Once it reaches that point there is no

space between the plates for electrolyte, and some got fairly close to that and

were still operating, which surprised me.

So this is another aspect of the prediction in terms of simply a tear

down analysis of the cell, the examination of components, and seeing the rate

at which components are changing we may be able to predict when the ultimate
life of the cell will be.

SEIGER: You have been measuring the thickness or the swelling of

these electrodes after you have removed them from the cell.

MCDERMOTT: Yes.

SEIGER: We have observed that there are two kinds of thickening that

we have kind of broken out, and we have called one a hard thickening because
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it occurs in the cell andanother one a relaxation or soft whenyou remove it
from the cell. And that is probably why you could measure such thicknesses
that youwould have a solid sheetof nylon in there. And really you don't.

MCDERMOTT: I know. If you were measuring particular cells with
a lot of cadmium migration, whenyou pull the cell apart then you are pulling
someof the separator apart andyou are actually measuring part of the Inner
Electrode Spacewhenyou take that measurement. That is granted.

SoI don't believe that it actually gets to 1 or 2 microns.

SEIGER: Not in the cell.

MCDERMOTT: -- mils in the cell. That is true. But whenthe meas-
urement shows that it gets to that point, the cell will not operate. Now you may
actually de facto have 3 mils of space or even 4 mils of space in there. In other
words, you are finding that your measuring techniquewill tell you that whenyour
measuring technique hits 2 mils it is going to fail. That is what I am saying.
It is not an absolute, but your measuring technique is allowing you to predict
failure.

SEIGER: There would be another interesting correlation that I would
have liked to have seenyou doneor look at, and that is the wet weight or the
electrolyte content of the negative electrode.

MCDERMOTT: Yes. I have found in other correlations that most of
the electrolyte goes more than 50percent of the electrolyte into the negative.
Most peoplehave said it is going into the positive, but I think more of it is going
into thenegative.

HELLFRITZSCH: A couple of questions again. These packs, are they
the samekind of packs that Mr. Mains was talking about?

MCDERMOTT: This is the same test, yes.

HELLFRITZSCH: Well, now that was a homogeneousset of cells of
somebrand anddimensions andwhat not. How in that set of slides where you
showedthe correlation line, linear, betwixt cycles to failure, and plate thickness
were you able to get so many different plate thicknesses out of a homogeneous
bunchof cells ?

MCDERMOTT: The plate thicknesses are within a certain range. But
I was giving averages in standard deviations of the plate thicknesses.
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HELLFRITZSCH: Could we see that slide?

MCDERMOTT: Yes. In other words, you are taking the 10positive
plates and the 11 negative plates. You are averaging them together and getting
a standard deviation around the average, which tells you how tight the fit is
around.

HELLFRITZSCH: But you are correlating plate thickness per se with
cycles to failure.

MCDERMOTT: That is right.

HELLFRITZSCH: Sothe abscissawas plate thickness, and I will have
to look at the numbers to seehow much the variation was.

MCDERMOTT: Yes.

HELLFRITZSCH: It is a matter of a tenth of a mil in units, and I

thought it would be something more like an eighteenth of an inch.

MCDERMOTT: The variation in plate thickness is given in Figure 120.

HELLFRITZSCH: I am just trying to understand exactly what you are
doing.

HELLFRITZSCH: In other words, that was the variation you found
in supposedly uniform manufacture of cells.

MCDERMOTT: No, this is after cycling. In other words, down here

these are the original plates. They were within a certain narrow range, around
29 mils.

HELLFRITZSCH: Oh, so this is not cycles to failure.

MCDERMOTT: Yes, these are cycles to failure points along here.
In other words, this cell which failed at a 1,000 cycles -- two of them in fact

had failed at a 1,000 cycles.

HE LLFRITZSCH: Had gotten that thick.

MCDERMOTT: Had gotten that thick. 38 mils.
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HELLFRITZSCH: Alright. Okay. Now, the real question, when you

get all through with this, this homogeneous set of batteries --

MCDERMOTT: They are not homogeneous by the way. They have

three design variables in them which are different.

HE LLFRITZSCH: Cell plate --

MCDERMOTT: No. Cell size and plates are all the same. KOH, okay.

MCDERMOTT: Capacity is the same, yes.

HELLFRITZSCH: I think I am beginning to understand wherein the

acceleration is going to lie ultimately, namely that you are going to find that

certain of these parameters predict cycles to failure for this brand, and that

these tests are going to be limited to those that can be done in less than a year

I heard somebody say hopefully earlier, because they didn't want to spend more

than a year and then getting the data.

MCDERMOTT: Yes.

HELLFRITZSCH: You will determine what those parameters are for

this new cell that you are trying to make a prediction about.

MCDERMOTT: ]'here are several philosophies about how to approach

it. The original one was to use this as a screening technique. You would take
a lot of cells. You would have a certain test matrix. You would put it through

50 or 100 cycles, so it would not damage the cell and then predict life. I think

that is foolish. You are never going to reach that. 100 cycles at accelerated

rates can very definitely damage the cell.

You are cast then upon a sampling type technique. You take a lot of

cells. You take 20 percent of them, say, and then you put them through an

accelerated regime, through less than eight parameters. I would say you have

got to stick to maybe two or three parameters DOD, temperature, but at an
accelerated rate, 40 degrees C, 30 degrees C, and high depths of discharge.

Then you actually build a regression equation out of that. If you get them from

manufacturer B, you can take 20 cells, build your own regression equation, and

make your own predictions.

I don't think you can use the regression coefficients generated on General

Electric cells made after 1970.
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HELLFRITZSCH: Nor the functions either. You are not even going
to use the functions, each of the something times DOD.

MCDERMOTT: I think what the accelerated test program is going to

do is select which variables are good accelerators, which variables make a

consistent prediction, and which ranges of acceleration are valuable. See, we

are not saying that you should take this regression equation from this test and

make a direct application. I mean, you may want to, but I would be a little

hesitant to do that. I would take a sampling of cells, build a new regression

equation, and use those coefficients to predict the life of the normal cells.

GROSS: Boeing. Pat, did you determine that these cells are mostly

negative limited during cycling?

MCDERMOTT: Not all of them. Some get negative limited. It really

depends on the cycling parameters. There are a number of pressure failures

in the starpoint cells, which I believe are negative limited. But there are a

number of the factorial cells which are low voltage failures. They did not expe-

rience the pressure failu:e mode that the others did, so I would say those are
not.

One problem we have had is the diversity of the type of failures that

have occurred. There are three failure criteria, high pressure, low voltage,

and shorting. And we may have to examine each of those failure modes sep-

arately in the regression program, taking only low voltage failures. I think

right now we are only taking low voltage and shorts. Aren't we, Don?

MAINS: Yes.

MCDERMOTT. So we have eliminated the pressure failures. Now

I incorporated some of the pressure failures in my work. But the regression

program that they are running now did not include the pressure failures, which

cuts down the number of packs that are going into the regression model. Yes ?

SEIGER: I would like you to consider two cases. If you take a positive

electrode that does not expand, or minimal expansion, significantly less than

that, how would that impact cycle life -- your guess ?

MCDERMOTT: Dramatically.

SEIGER: Similarly, you have noted the electrolyte redistribution into

the negative. If one were to also solve that problem, what would then be the

effect of these two changes on cycle life and what you have been doing?
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MCDERMOTT: Well, you have answeredyour own question. It would
increase it dramatically, so that is why you would have to go into taking, espe-
cially a new cell that exhibits a new technology, and setting up your own accel-
erated matrix andrunning it. Now I do think that you will still comeback to
DODandtemperature as the major accelerating factors.

SEIGER: I believe that entire program is even more valuable than
you havebeenshowing, that you can take theseparameters and turn them around
to help improve cycle life, et cetera, of the system.

MCDERMOTT: Yes, I would seeone way of using this in terms of a
manufacturing variable type analysis is to use DODand temperature as your
major accelerating factors, not percent overcharge and not varying the charge
and discharge rates. In other words, you are taking those out as accelerating
factors, having a high enoughcharge and discharge rate so that the cell is not
limited in gaining charge, then taking your manufacturing variable and, say,
plate loading, varying the plate loading. Run an accelerated test, accelerating
the DODandthe temperature, and then seehQwthe plate loading correlates
with the accelerated failures.

Does that answer your question? I don't think -- we are not limiting
ourselves to just these changes in manufacturing parameters.

LIM: Hughes. I have a comment and question about the actual mea-
surement of the thickness. I think that if you measured the electrode for thickness
or with the wet state; say, with the state of the electrode and with a certain
pressure, I don't know what is the actual pressure in the cell, then you can
eliminate the uncertainty that Dr. Seiger pointed out. And I wonder what is your
actual techniqueof measuring the thickness.

MCDERMOTT: You will have to ask the gentleman from Crane.

MAINS: Crane. The thickness is measured with a one square inch
measuring guidewith a fixed weight on it. So all of them are weighed at the
sameweight. They are all weighedafter they have been extracted and dried.

SCOTT: TRW. How were the two failure modes distributed? That is,
what percentageof each are included in the cells that you performed the analysis
on?

MCDERMOTT: Do you have any idea, Don? In terms of pressure
versus low voltage?
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SCOTT: No, you said you included only low voltage and shorting.
What percentage of each are you looking at ?

MAINS: I would say the greatest percentagewould be low voltage. I
don't have a real fixed number.

MCDERMOTT: Dr. Lander does, I think, donTtyou?

LANDER: Yes. The shorted failures are less than 10 percent.
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PREDICTION TECHNIQUE

J. Lander

Air Force Aero Propulsion Laboratory

Back in 1973 I derived this equation for the cycle life of ni-cd space

cells, which relates the cycle life to a temperature function and a percent depth

of discharge function.

(Figure 125)

In this equation this is T. It is obscured by the line going across there.

Now M is a term which represents the degradation of capacity. It is a function

of the number of cycles, and then the actual derivation I use that as a linear
function.

The value 2 below the exponent derives from the old simple idea that

a chemical reaction increases rate by doubling for each 10 degrees Centigrade.

And of course instead of using Centigrade, I used Fahrenheit. That is why the

denominator in the exponent is 18. And we did use an arbitrary value of M in

order to test this out against the then existing data.

(Figure 126)

And in that process we changed the equation to fit the best data, which

derived from a 1966 cell design, which was under test and producing information

at that time at Crane.

Now the cycle life equation has changed somewhat. Instead of using

50 degrees as a base, we use now 68 degrees. That is in the numerator of the

exponent. The value . 1 corresponds to whatever temperature you use as a base

line point in the numerator of the exponent. And now we find instead of doubling

the degradation rate per 10 degrees Centigrade, we now get an increase of 1.5.

(Figure 127)

Now from these equations we can see that an average partial test of

the equation can be made because the equation predicts linearity of cycle life

as a function of the term 100 minus percent DOD all divided by percent DOD.

Now the origin for the curve we have shown will lie upon the curve if for 100

percent DOD we use the actual capacity and not the nominal capacity.
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(Figure 128)

Nowwhen we make this test with the starpoint data which is available

from the Crane program we find this. The cycle life is a function of 100 minus

percent DOD divided by percent DOD. It is a linear function, and it goes through

the origin if you use the actual capacity as 100 percent DOD. Now this data

happens to be 40 percent Centigrade and 140 percent recharge, which was one

of the conditions for starpoint.

(Figure 129)

Now there is another kind of a program, which is called the factorial

design, which the previous people talked about, and it is producing cycle life
data as a function of combinations of the variables, 40 and 8 percent, 80 percent

DOD, and 50 and 30 degrees Centigrade. Now this data shows, and I have a

question mark after "show", that cycle life doubles as temperature is decreased

from 50 degrees to 30 degrees. And the reason for the question mark is that

the data from this experiment is not complete. There are eight packs or eleven

packs still cycling, and so it is not all that well defined.

However, using doubling as a function of temperature, then we can

construct these curves based on the previous curve for 40 degrees.

(Figure 130)

The bottom curve in this is the previous curve we showed you, and

the slope of the curve doubles as a function of each 20 degree decrease in

temperature.

In the program we have also assumed that there are normal cells which

are cycling under the conditions of 20 and 40 percent depth of discharge at 0

and 20 percent degrees Centigrade. Those depths of discharge are also based

on a 6 ampere hour nominal depth. And if we recalculate that on the basis of

the actual, original capacity of the cell, we can predict the lifetime of the normal

packs for 40 percent of nominal here to be these values and for the 20 percent

nominal to be these values.

(Figure 131)

And so on this basis we come out with this prediction of cycle life from

the Figure 2 curve, for the temperatures and the depth of discharge, what you

got for discharge is what you are concerned with.
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Now we have to bear in mind that these are for the condition of 140

percent discharge. And we have seen that the actual cycle life increases as

percent recharge, I mean 140 percent recharge, and cycle life increases as

percent recharge goes down.

(Figure 132)

And a year or so ago I viewed this curve for the effect of percent re-

charge on cycle life for the condition of 60 percent depth and 40 degrees C.

Now you will notice that the shape of that curve is a little bit different from the

one that Pat showed you. I don't really know why this is.

At any rate, looking at that curve, what we can say is that as you go

down from 140 percent recharge to 105 percent regharge we can get a 39 percent

increase in cycle life.

(Figure 133)

And based on that piece of information and I recalculate the predicted

values for cycle life for normal packs to be these. Evidently I don't have to say,

but there are large uncertainites involved in arriving at these predicted values.

And we will await with great interest the final cycle life determination, from

which we expect to refine them just like we do in the other approaches which

have been made here today.

(Figure 134)

Using a little bit of simple arithmetic we can show that the equation for

the Figure 126 curve is equation 3 and it shows the effect of doubling for 20

degree increments, 20 degrees C increments in changes of temperature. And

that is equivalent to equation 4, when we use instead of doubling for 20 degrees

we express the effect of decreasing temperature in 10 degree increments.

(Figure 135)

We can say another thing or two, and that is we can use, oh, equation

5 is the same as equation 4 in the last chart, only now it is expressed in degrees

Fahrenheit. And we can compare it with equation 2, which was the cycle life

equation for the best data in the 1966 design. And we can see from this that we

have slid backwards in cycle life capability of space cells, maybe.

Now, we can ask the question how general might this equation be, as-

suming that it is anywhere near correct in the first place. Okay ? What we
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hope is that other designs will follow this kind of a general expression for cycle

life and that we will see variations in the design arising from this term and

this term.

Now at any rate I have got what looks like one of the very simplest

of approaches to this problem and furthermore I predict the highest cycle life

values.
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CHARGE AND DISCHARGE PROFILE

P. P. McDermott

Coppin State College

This represents somewhat of a different approach to the prediction.

It can be related back again to the prediction model, the regression analysis,

through again these other parameters. If you take the eight parameters and the

squares and the interaction of those parameters, this is sort of preset. In other

words, you know what those parameters are when you go on test, and then you

should at that point just predict everything from then on. You don't have to look

at, say, the voltage and the pressure and so forth as you go on. At this point

if you only use the eight parameters and the squares and the interactions of the

eight you would only predict the failure time of the pack. You won't be able to

discriminate between cells within the pack because all the information is about

the packs' cycling parameters.

So we want to look at some possibly other parameters which could

predict failures within the pack based on measurements that you were taking

while they were cycling. Now Don Mains mentioned several approaches that

were used and put aside, one of which was this T sub i bar, which is the time

of discharge to 1.25 volts or 1.23 or 1.2. In other words, you measure the

time it takes to get there, and that time is one of the variables. You put that

into the regression analysis and see if you can predict life and variations of life

within the pack itself.

(Figure 116)

Another that was mentioned was this hysteresis model, where you take

the discharge curve and you take the charge curve. You superimpose them

find the area between the two, b_nd then use that area as one of the variables.

This would measure somewhat the efficiency of the cell. If the charge voltage

goes up higher or the discharge voltage goes down lower you would be measuring

changes in the efficiency of the cell.

This one also ran into problems. I think both of those approaches the

reason we were not coming up with really positive results is because the time

to discharge to 1.25 volts is dependent on the discharge current. As you increase

the current it is going to knock the voltage down a little, so that two perfectly

good cells which show a different T sub i bar simply because their discharge

rates are different.
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So in an attempt to use the voltage curve, the discharge curve, or the

voltage charge curve, we looked at some alternative methods. One that Don
mentioned was to use a quartic fit. A quartic fit would by y equals a plus bx

plus c, x squared, x cubed, and x fourth. So you would have coefficients for
each of those terms. Then you would make that fit for cycle 1 and then make

the fit for cycle 100, cycle 300, cycle 500, and see if you get variations in the

coefficients. And then you go out to cycle of failure and see what the coefficient

was out there and see if you can make some interrelationship there. The problem

we found with this quartic equation was the coefficients were bouncing all over

the place. That is, if you go from 100 to 300 to 500, you are finding that the

coefficients are sinasoidal instead of either monotonically increasing or de-

creasing. You would really like to have a smooth function, which is either de-
creasing or increasing, so that you can extrapolate out to the failure cycle, and

then say this is when the cell is going to fail.

(Figure 136}

So what Dr. Sommerfeldt and I did was to try to find an equation to fit

the discharge curve, which would have terms in it that more closely matched

the actual characteristics of the curve. See, when you are fitting with a quartic

equation you could not identify really particular curves in that equation with

shapes of the curve.

What we did after a number of hits and misses is to fit the curve, these

are three discharge curves for pack 68, cell number 1. This would be the dis-

charge curve at 36 cycles, the lower one, and then 171 and then 300. Okay. We

fit it with two exponential terms plus a constant. So here would be the voltage

plus the constant a plus b times e to the minus another constant c times time.

See, time is along this scale here, and voltage is up this scale. So time var-

iables would be all on this side, and voltage would be over here. Continuing,

it is minus C T, minus d. There is another coefficient to be evaluated. E to

the f, another coefficient to be eval_ated. T minus tm. Now tm is the maximum

time. That is, we had to actually make a first approximation as to what the fit

would be, go down to 0 volts and say that is tm and then work backwards. So

it is a relatively complicated computer process. Is is a non-linear fit, and Dr.

Sommerfeldt did all this and I could not really go into describing how he did it.

But we found that we had to in a sense take first approximations, make

the computations, readjust them, and make them again. You will notice that

this term here, the "b e" to the minus "c t" would really be describing this ex-

ponential decay early in discharge. The "a" would be sort of the mean voltage

over the whole discharge. The minus "d e to the f t minus t max" would be

describing this portion of the discharge curve, the decaying exponential.
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Now you could say the physical relevance of this would be the first

part of the discharge curve would be when those charges closest to the surface

would be easily accessible so not very much over potential. Then as you go

into the final discharge you are simply depleting the amount of protons in the

positive crystal structure. So it is trying to relate in some way the physical

discharge with the actual fitting equation.

Now when they tried the quartic equation the mathematicians out at

Crane felt that the reason the coefficients were jumping all over the place was

because they had non-orthogonal functions. The x and the x squared and the

x cubed and the x to the fourth were not orthogonal, and therefore the coefficients

were again relating, interrelating with each other. And that is why we were not

getting smooth curves versus cycles. Here we are trying to separate the func-

tions to identify actual physical shapes in the curve.

(Figure 137)

What I would like to now show are plots of the coefficients themselves,

A, B, C, and D versus cycles. Now I am showing them for 68, pack 68, which

is not one of our best ones. Pack 70, the data from that, is shown in an actual

report which will be available tomorrow. So I am sort of showing the worst case

analysis here and one of the better case analyses in the extra report_ The extra

report covers really pack 70, and the one I am covering today would be pack 68.

Here we see the first cycles here. It is as we would expect. It is not

going to give us too much. But here is variable A versus cycles. So A was

that constant term, and we find that that is not changing that much over the first

300 cycles. We are just doing this for the first 300. Coefficient B is decreasing.

And if you started from this point, say, and we started doing regression lines

instead of this type of plot you would find a fairly consistent downward trend for

coefficient B versus cycles. Now here is coefficient C.

(Figure 138)

Here is coefficient D versus cycles, not very good as a predictor, and

F. See, what we are looking at is trying to see if there are these coefficients

which could be used ultimately to extrapolate out to failure cycle.

Now it turned out for this pack that the charge curve analysis was better

in terms of what we think will ultimately be predictability. Again the computer

fitting program is the same type except we have a minus before this coefficient

and a plus in fromt of that coefficient because you are changing from a sigmoid

going down to a sigmoid essentially going up.
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(Figure 139)

We also have a problem estimating that T max because here is what

the real charge curve looks like. Our model would actually fit it going off into

infinity here, so we have to stop it somewhere where it changes direction. So

the computer program takes the rise in the charge, the leveling off. Then, as

it starts to rise again it stops when it stops becoming exponential. Now the

physical thing going on here would be you are reaching the end of charge. The

voltage is starting to rise. You are gassing. You consider that these additive

effects would be exponential in nature. Then you stop when it stops becoming

exponential.

(Figure 140)

Now, looking at the coefficients in only the first 300 cycles, index 4

was for the computer program, that the variable "tm" actually gives one the

best correlation versus cycles. T m remember is the cut off point where you

stop becoming exponential. So, here is index B, index A. Index C would not

be a terribly good indicator for this particular pack.

(Figure 141)

And here are the other two variables. This would be coefficient D,

which is jumping around a lot, mid coefficient F, which is increasing. But at

least the hopeful thing to us was the fact that the increases seem to be monotonic.

They are not sinasoidal because once you go into an oscillating type thing you

are not going to be able to use it for prediction. You have got something that

is going to increase constantly out to failure. You may be able to use that rate

of increase to predict the cycle failure.

At this stage we had not gone beyond 300 cycles because we had not

gotten that data out of the Crane data yet. What we intend to do next summer is

to take the cycles all the way to failure for many more packs and try to extrapo-

late these coefficients out to failure and see if when you change the cycling regime

the coefficients still behave fairly consistently.

Now the importance I think for this type of approach is that you can in

a sense throw out the accelerated test program if this works, because you simply

take the voltage curve of the packs, cycle them under a certain regime, and

watch the changes, which are relatively subtle, yet detectable through your

computer program, and then predict failure. This allows us to move back, in-

stead of using a sampling technique, back to the screening technique, which would

ultimately be the best type of prediction. You could take a cell, cycle it under
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rather modest conditions, and be able to predict failure. Then you Could screen

out good cells and bad cells, and you wouldn't have to use a sampling technique,

which ultimately depends on the statistics of your sample versus the cells that

you are going to use for life.

It would also allow I think if you could measure cell voltage, say, up

in the satellite, you could start to tell things about the degradation from afar

rather than in sort of a laboratory bench type thing. So, it is trying to find a

technique to measure cell health through its voltage, which can be sent to you

from a few thousand miles away.

DISCUSSION

SEIGER: Yardney. Is that not similar ? It seems reminiscent of the

work that I believe the man was John Waite with code breaking techniques a

number of years ago ?

MCDERMOTT: What Waite was doing was this hysteresis type analysis,

superimposing the discharge curve and the charge curve, superimposing them

on each other, and taking the area and trying to use that as prediction. We have

found, at least with the accelerated test data, it is not working out. In other

words, we have done that. We have superimposed them on each other and tried

to get consistent predictors out of it. And at this point we haven't done it. In

other words, it bounces all over the place with the lifetime of the cell.

So, you are right. Something like this has been done. But it is not

actually using the shape of the curve itself. It is using the total integral of the

discharge over charge, or vice versa, charge over discharge.

HELLFRITZSCH: Just one suggestion, have you seen Shepard's work?

MCDERMOTT: No.

HELLFRITZSCH: Well, fitting discharge curves, he was amazingly

accurate for both primary and secondary cells.

MCDERMOTT: Do you know what functions he used?

HELLFRITZSCH: He was at the Naval Research Lab. He is retired

now. His papers are in the Journal of the Electrochemical Society.

MCDERMOTT: How far Back? Sixties?
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HELLFRITZSCH: Oh, not over 20 years.

MCDERMOTT: Did heuse exponentials like this ?

HELLFRITZSCH: Yes.

MCDERMOTT: I will look it up.

HELLFRITZSCH: More recently, Gabanoclaims that a hyperbolic
tangentfunction that Perregro and Mallory report in the literature is unusually
good andfitting the discharge curve of a lithium copper sulfide cell.

MCDERMOTT: Onereason that we were trying for exponentialswas
so that we could go into a more physical analysis of what is going on. That is,
if I use a hyperbolic tangent function, how do I relate that to the physics andthe
chemistry what is going on? It is going to be little harder I think intuitively
in trying to look at, say, a statistical analysis of the proton diffusion through
the crystal structure of the positive plate, how I can relate that to anexponential
function.

So, part of this not simply anempirical curve fitting for predictability,
but it is also to relate it to the physics or chemistry of the discharge itself. So
that is one of the reasons we were choosingthese functions over others.

HELLFRITZSCH: Incidental.

MCDERMOTT: They are incidental, yes.

(Laughter).

GROSS: Boeing. I might mention that Shepard's model is actually based

on electrochemical modeling of the process. So it is physical interpretation

of what is happening rather than just the curves fitting. And it probably would
be useful.

PAYNE: Canadian Astronautics. I have a slightly more general ques-

tion. In the first paper you presented you had an exponential dependence on

depth of discharge. Right after that we heard of a linear dependence of depth

of discharge. Could you comment on the reasons ?

MCDERMOTT: Yes. Dr. Lander is going to do that.
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LANDER: They are not the same function. One is depth of discharge,
and the other one is the one I hadup there. And if you indeeduse my equation
to plot life as a function of depth of discharge you will see that there is a function
like connection, somewhatexponential.

MCDERMOTT: Oneof the things I want to do is actually functionally
take Dr. Lander's andmine and work through series expansionsof exponentials
and see if they are actually approximations of each other.

SCOTT: TRW. Do I gather that your modeling approachhas evolved
from the empirical to the physical, or are youessentially doing all these things
at once and not clearly deciding which is better yet ?

MCDERMOTT: As long as the empirical is working, wewill do that.
I am also interested in the physical interpretation. So, I would say I am inter-
ested in the physical interpretation, but since it seems to fit the curve well and
show coefficients which are fairly regular in their changewith cycles then it is
a two-headed approach. If Floyd catches me it is the empirical. If I am up at
the college and somebodycatches me then it is the physical approach.

SCOTT: A little earlier you showedexamples of three packs, three
predictions, two goodand one not so good. Is that all you can showus. Are
those the only three packs youhave applied the data to ?

MCDERMOTT: At this point we are trying to work the bugs out of the
fitting and the coefficients. It is not an easy thing to get at the data or cycles
extending beyond300 becauseright now there are, how many? 400 mag tapes
out there of voltage data. We have to go back and re-edit a lot of data in order
to get it. We are hoping to get more. Our time just simply ran out. We didn't
have the data in time to apply it to more thana few packs.

SCOTT: I was referring to the previous regression equation that you
showedus earlier today andthe results of prediction for three packs.

MCDERMOTT: There was a prediction for the four normal packs. Is
that the ones you are talking about?

SCOTT: No becausethose don't haveany failures yet. I guess you
were showingus three packs that had failed.

MCDERMOTT: Mains might have shownyou that.
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MAINS: Those three packs were just examples that I could put up there
to show. In your packageyouhave around 70packs that were used. All the
predictions were run on those. The three that were shownup here were just,
you know, these are typical to give you an idea of what they are. If you look at
your datapackageyou will see all the other packs that we have also,made pre-
dictions on. And there is, like I said, around 70packs there.

FORD: Any more questions? Now this concludes accelerated test

discussion or presentation, so if you were holding any questions regarding accel-

erated test now is the time to get them because we are moving on to another

subject somewhat unrelated.

HELLFRITZSCH: I have a suggestion. You were talking about tem-

perature. Within the last couple of months I have learned about a non-destructive

test that the heart pacer battery people are using, and they are going bananas

over it. I don't know what they are all going to find. But they are concerned

with the life of the battery. If it were perfectly inert it wouldn't degrade. If

it degraded in any way whatever, some chemical processes are going on. Those

processes are exothermic, most of them, practically all of them. And so a

simple thing that people are doing now with heart pacer batteries, and it could

be done with any cell, is to deposit an open circuited cell in a microcalorimeter,
which can resolve one microwatt. So any multiple of a microwatt can be meas-

ured as a constant evolution of heat. And, the interesting thing, open circuit,

then you can put a load on it on the outside and measure out how much electrical

work is being done through the resistor and separately measure the amount of

heat that the cell is giving off internally which is not useful heat.

It opens up a vast opportunity. For example, heart pacer cells, the

lithium iodine, which has to burn in to form lithium iodide, solid state, starts

out at around 300 microwatts, and then about two months it goes down to about

4 microwatts. If it is a 1 ampere hour cell you can predict that in 10 years you

will only lose, oh, 10 percent of the energy, just as one example of the kind of

arithmetic you can do with this. So it is something to look for in the literature,

and the heart pacer people are the only ones that have looked at it so far. But

a number of battery companies are getting these devices. Catalyst research is

going to look at their thermal batteries as well as their heart pacer cells. So,

since you are looking for measures that I think are meaningful, physically mean-

ingful too.

RAMPEL: General Electric. I am wondering to what extent the sep-

arator degradation and the 1,001 chemical products that are generated enter

into the equations that we are coming up with today ? For example, if we had
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cells with an improved separator that does not generate any compounds, car-

bonate, or any other compounds, we are going to need a new equation. That is

point number one. And another thing relative to percent DOD, I think it is prob-

ably pretty important to put that in current density perspective because you

can get 100 percent DOD over a week's time or 100 percent DOD in 15-20 minutes.

And I think the current density is the thing that has to be put into the equation

as current density. Just some comments.

MCDERMOTT: In the regression analysis anything that is a multiplier

of one of these variables it actually doesn't make any difference to the regression

analysis. If you use, for example, depth of discharge as 80 or . 8 it wouldn't

make any difference. In other words, multipliers don't affect it. Things which

would be non-linear functions would affect it. But a question came up before

whether we use C, 2C, or whether we actually use amperes. It doesn't really

affect the regression program. Current density, therefore, at least in the re-

gression analysis, would not be a factor in terms of the mathematics because

you are dividing by a constant.

SEIGER: Has anybody been looking at the instance of cells during the

accelerated cycling? Has there been any variation?

FORD: I see Don Mains shaking his head negative, so I assume the

answer to the question, internal resistance. Is that what I interpret?

MAINS: That is correct.

MCDERMOTT: There is one way of looking at it from the charge and

the discharge curve. That was one of the outputs of this program which we

hoped to do, to try to estimate. Gerry Halpert, I think suggested, that we may

be able to estimate the change in voltage at the end of charge and the beginning

of discharge and at least maybe get an approximation of the internal resistance
that way.

We haven't done it yet, but it is a possibility.

SEIGER: Having electrodes swelling shouldn't have an impact upon the

internal resistance as it changes the tortuosity and the porosity and the thickness

of the separator.

FORD: Okay, one thing I would like to reiterate. I don't think it came

out quite clearly. You are looking at cycles here. A cycle for one pack is

different from a cycle for another one because you are not on the same time base.

I think Pat made that point. But one cycle or one set of cells might be 30 minutes.

But the complete charge/discharge for the high rates or another pack where you
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are using lower rates the cycle may be in fact two or three hours. And Pat was

trying I think earlier to imply that this is one of the things we got into discus-

sion about two months ago on is not just looking at cycle life but looking at total

hours in the environment, be it 40 degrees C or what. That is something we

are still working on at this point.

RAMPEL: General Electric. I will mention one more contribution,

hopefully a contribution. In relation to final equations work I think that the as-

pect ratio, height and width of the plate, and the plate stack, will or should

play a factor I believe. You are working with 6 ampere hour cells right now of

a certain aspect ratio, and I think that when you are going to look at other size

cells the aspect ratio will play a part.

FORD: Thatmay well be the case. Right now within the scope of this

particular program we are limited to the 6. Now the other cells that were

mentioned with JPL they were different size cells, and we really have not even

looked at that data yet. So the burden of looking at all the data from these types
that have been discussed this afternoon has been horrendous. As I said once

before, I don't think it was at the last meeting, don't ever call up Crane and

ask them to send you all their data on accelerated test because the box cars will

pull up in your backyard and you will spend a few weeks unloading them.
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MULTIMISSION MODULAR SPACECRAFT

PARALLEL BATTERY TESTS

C. Palandati

Goddard Space Flight Center

This is an engineering evaluation of the Multimission Modular Space-

craft (MMS) power supply.

(Figure 142}

The spacecraft has one charger with eight commandable voltage versus

temperature levels.

On this other viewgraph you see all eight levels, based on the average

cell voltage rather than the actual battery voltages.

(Figure 143)

The battery capacities would be standard 20 ampere hours or 50 ampere

hour design. There can be a total number of three batteries in parallel. The

orbit regime is 100 minutes, 36 shadow, 64 sunlight. The nominal depth of dis-

charge for each battery used would be 25 percent of rated capacity. This parti-

cular test used two 12 ampere hour batteries for simulation.

(Figure 144)

This is actually one of the test batteries used. There were 22 cells.

There were 12 ampere hour G.E. cells. Cell number 22 and 12 had pressure

transducers for this test. We also took temperature measurements of cell

number 16 in about four different locations, one at the top of the cell which I

will later refer to.

The thermal design is based on an IUE spacecraft battery. This is

going to be flown in the next several months,

(Figure 145)

This is a simplified block diagram of the power system exerciser we

used during the test. We used a power supply for charging the batteries. We

also used a power supply to force discharge the batteries at a constant current.

Each battery had a diode in series which was shorted out. This is also a normal
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condition for the actual batteries in the spacecraft. There was a shunt in the

leg for each battery and also one in the series for the power supplies to measure

total current to and from the chargers. The purpose of the diode is actually to

be capable of disabling the charger, and this will possibly take place during ground

testing and also possibly during abnormal flight conditions. As far as the ab-

normal flight conditions, I think we have heard enough about that this morning.

This may take place. All you have to do is just move the short across the diode,

and at this point current can not flow from the charger back into the battery.

During discharge, though, this battery still can supply power to the load. So the

diode is in series. The power balance between the two batteries will not be shared

evenly.

(Figure 146)

One of the first tests we performed was an evaluation of the charger

voltage levels versus temperature, determined by the batteries charge to dis-

charge ratios. The voltages of each level, again, are based on the average cell

voltages for the 22 cell battery.

The C to D ratios of both batteries are similar at levels 3, 5, and 6.

They started to diverge at level 7. And they increased as temperature increased,

the divergence increased and also the C to D ratios increased. At charger level

3 the C to D ratios were marginal. They were less than 1. And they were ex-

ceedingly high during level 7. At level 5 this was the only level capable of re-

charging both batteries at a moderate percent recharge throughout the entire

temperature range, moderate being 1 to approximately 1.12.

(Figure 147}

The normal operating temperature for the batteries is 10 degrees Cen-

tigrade plus or minus 10 degrees. What we did here was keep the ambient bat-

tery of temperature of A at 10 degrees, and we varied the temperature of battery

B plus or minus 10 degrees with respect to the A battery. And we measured the

C to D ratios.

At level 3 both batteries' C to D ratios were less than 1. At level 5, B

battery ratios were less than 1 several times. Again, at level 7 we saw exceed-

ingly high C to D ratios for both batteries. Level 6 the C to D ratios appear to

be moderate, within a range of i. 0 to i. 1.

(Figure 148)
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Oneof the specifications in the spacecraft is that the impedance to the

power cable for each battery should be less than 150 milliohras. But there is no

requirement that says that the impedance for both battery cables has to be

matched or balanced. The purpose of this test was to see whether there would

be any significant difference in the load sharing should the impedance of both

battery cables vary.

Prior to starting the test, we definitely matched the impedance from

both cables, and they averaged out to be approximately 94 milliohms. This it

with a zero percent imbalance. And as you can see at this particular condition,

the capacity for both batteries was similar. The C to D ratios were similar.

For the next five steps we increased the impedance 10 milliohms each

step, which came out to be 10.8 percent, based on the 94 milliohms we started

with. During the last step we increased the impedance of the cable an additional

54 percent. And as you can see, the battery with the least impedance, the A

battery, definitely receives a substantial increase in the power output. Through-

out the entire test though the C to D ratios did not change for either battery.

(Figure 149)

This is the actual plot with the 0 percent imbalance where the data was

presented in the previous table. Both batteries were operating at level 5 and 10

degrees Centigrade. The charge currents, as you can see, are similar through-

out the entire discharge. The battery voltage throughout the entire recharge is

similar. Battery current during recharge for both batteries are also similar.

And again there are the C to D ratios. This is also typical. We saw this parti-

cular type of a plot throughout the entire test, and we have run over 5,000 orbits

periodically at these particular levels and they have not changed that much.

(Figure 150)

In this particular plot what we are trying to simulate here is the A bat-

tery with 22 cells and the B battery with one shorted cell, which is a condition

which possibly will happen after many months of operation. This is the third

orbit that these two batteries were operating under this condition. And as you
can see, the battery voltages, both batteries, are fairly close at the start of

charge, the reason for this being on the previous orbit B battery was severely

overcharged. The C to D ratio on B battery was 2.18. The actual 21 cell volt-

ages were approximately one and a half volts per cell.

As you can see here, there is only about a 300 millivolt difference be-

tween the battery voltages at the start. There is a substantial difference in
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battery current. The battery with the shorted cell is less than 3 amps, with the
other battery supplying over 7 amps. At the end of the 36 minute orbit the cur-

rents start to come together D but A battery is still delivering more that B bat-

tery. The total action of ampere hour capacity range from the A battery without

the shorted cell is 3.67 ampere hours, where B battery delivered approximately

2.4 ampere hours during the 36 minutes.

On recharge you see that A battery is taking a normal recharge. Due

to the fact that the depth of discharge was much greater for the A battery, it

takes much more current until both batteries start to limit. The A battery volt-

age stayed stable. B battery, on the other hand, the voltage was gradually de-

creasing during the last 45 minutes of the charge. The cell voltages at this point

were approaching one and a half volts.

Also, as you see, as the battery voltages decreased on B battery, cur-

rent is going up. It is getting higher and higher. We are measuring the pressure

of the one cell in the B battery on up to 82 pounds by the end of charge. The

higher cell voltage measured at that point for that particular battery was 1. 507

volts, whereas the normal battery with the 22 cells was 1.445. We also measured,

as I mentioned earlier, the cell temperature of number 16, the top of the cell.

This particular cell was up to 13.5 degrees Centigrade under normal conditions

with a 22 cell battery. Towards the end of charge we saw the cell voltages being

similar to the ambient temperature. But we were having -- thermal runaway

taking place. It was at this point we decided to stop this particular test at this

voltage level and lower the voltage level to level 3.

(Figure 151)

At voltage level 3 with the one cell still being shorted in battery B we

ran 53 continuous orbits with no problems. This plot is the plot of orbit number

29. As you see, the cell pressures are down. At the 82 pounds, the other con-

dition, it is now down to 25 pounds.

The C to D ratio where it had been 2.22 it is now down to 1.18 for that

battery. And like I said, we did run 53 orbits and we saw no appreciable change

at orbit number 53 as compared to what we you seeing here at orbit number 29.

(Figure 152)

What we did here is we were trying to simulate one of these abnormal

flight conditions where one of the batteries might have to be disabled from the

charger and possibly run in this condition for several orbits.
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We always disabled the charger to the B battery. The charger on A

battery was always enabled. The first condition we went for three orbits with the

charger being disabled. And during the fourth orbit towards the end of discharge

we then enabled the charger to B battery. Prior to enabling the charger A bat-

tery was delivering 7.4 amps; B battery was delivering 2.6 amps. A battery had

delivered 5.29 ampere hours during that particular orbit. The cumulative dis-

charge capacity from B battery through the first three orbits and also into the

fourth orbit was 5.22 ampere hours. So, if you look at the depth of discharge

at this point for both batteries they are similar.

The instant we enabled the charger both batteries delivered 5 amps.

This should have been in this column right here. The second test condition is

where we disabled the charger for four orbits, and then we enabled the charger

at the start of charge during the fifth orbit.

Prior to enabling the charger on the B battery, A battery was receiving

the complete 12 amps from the battery charger. B battery was receiving 0 cur-

rent. The total drain just prior to this was a negative 5.48 ampere hours out

of A battery. The cumulative capacity discharge, we are up to four orbits here

and during the fifth orbit, for B battery was minus 5.7. Again, if you look at the

depth of discharge for both batteries they are fairly similar.

The instant we enabled the charger to B battery the current to B battery

went to 14.4 amps. This was an actual measurement taken. Since the battery

charger can only deliver 12 amps, it is assumed that A battery was supplying

2.4 amps at this point as an instantaneous current rate. The third condition was

where we disabled the battery charger for three orbits and enabled the battery

charger at the end of charge during the fourth orbit. In this particular instant,

just prior to enabling the charger, the A battery was receiving seven-tenths of

an amp. It was at the very end of charge, so therefore it was just about fully

charged.

I put down here greater than 12 ampere hours. Previous capacity tests

show that these batteries were capable of delivering 14.5 ampere hours. So we

have a good feel that it was definitely over 12. Where we are we don't know for

certain.

Prior to enabling the charger again B battery was receiving no current.

When I look at the capacity, while the B battery had not been charged during the

four orbits here, the total accumulative discharge was 5.17 ampere hours. A

battery at this point is probably somewhere in the area of 14.5 ampere hours.

There is definitely a large capacity imbalance between the two batteries. The

instant we enabled the charger we saw a current spike of 25 amps going into B
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battery. Sincethe charger can again only deliver 12 of those amps it is going

to be assumed then the other 13 amperes had to come from A battery.

We ran a third condition, which was a worst case condition. And that

is where we created a complete capacity imbalance between the two batteries.

What we did was we removed the A battery from the system and we discharged

the B battery at 6 amps for two hours to a 100 percent depth of discharge based

on a rated capacity. We then put the A battery back in the circuit and started

charging it until it was fully recharged. At that point we enabled the charger to

B battery, and again we say a current spike of 25 amps, which was similar in

both cases.

(Figure 153)

To date we have run over fifty-four to fifty-five hundred cycles. What

you are seeing here is the discharge voltage profile for both batteries at 10

degrees Centigrade with a charger voltage level 5. On the left-hand side is the

battery voltage, and over here is the corresponding average cell voltages for

that particular battery based on a 22 cell battery.

As you can see, at approximately 1,000 orbits we had hit a plateau

voltage, and we stayed at this plateau. At approximately 3,600 orbits we reached
a second plateau. We had planned to run a capacity test at approximately orbit

5,000, with the idea of giving you people some more information as to what the

battery capacities were after 5,000 orbits. When we looked at this profile we

decided not to run the capacity test because it looked like we are starting to
come down to another level.

DISC USSION

SPEAKER: General Electric. On the shorted cell how did you short

out the cell ?

PALANDATI: I should have mentioned that. What took place there

was we went to 16 orbits with a 1 ohm. At that point we introduced a half ohm

short for one orbit, and then and only then did we place the hard short across

the cell. At the end of the orbit we had the half ohm load the highest cell pres-

sure was approximately one atmosphere. The C to D ratios between the two

batteries, A battery C to D ratio was 1.11, B's was approximately 1.00. The

first orbit that we ran with the shorted cell condition, the C to D ratio for B

battery went up to 2.62. The cell pressure went from approximately one atmos-

phere up to 52 to 59 psia. At the second orbit of this condition the C to D ratio
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of B battery decreased some; it was down to 2.18. And the cell pressure at

the end was approximately 74 pounds. The pressure was deinitely going up each
orbit.

FORD: Right after you saw the hard short it was that cell that was

physically out of the pack.

SCOTT: TRW. How long did those high current transients last?

PALANDATI: You are talking in milliseconds. Because pulses were

measured with a scope with a memory tracer, they were like I said milliseconds.

NAPOLI: RCA. What were the discharge rates on that last curve that
you showed ?

PALANDATI: The discharge rates were again 25 percent depth of

discharge.

NAPOLI: Rates ?

PALANDATI: If you look at both batteries, and both batteries basically

do share the same load, so therefore the charge rate is 6 amps going into each

battery, C/2. The discharge, total discharge coming from both batteries, was

10 amps. They both shared the load fairly evenly, which is approximately C/2.2
to 2.4.

NAPOLI: About 5 amps, 5 amps each?

PALANDATI: 5 amps each, right.

BAER: Goddard. On your next to the last table (Figure 152} you had

up there you showed the capacity out of battery A and battery B being the same

in most cases. Battery B was off line, at least off the charge line. Let us take

your first line. You say battery B was disabled for three orbits.

PALANDATI: Yes.

BAER: Yet the capacity out of battery A was 5.29 ampere hours. The

capacity out of battery B was 5.22. And I am not sure how you accomplished
that.

PALANDATI: This battery is always delivering some power at the

diode in series. It will never receive the recharge with the diode in series.
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FORD: He said the accumulative discharge over those orbits was

down to that depletion. That is a depletion capacity, not cyclic depth. It has

to follow that if one battery cycle could be for depth since your diode is coupled

to the other battery it is going to follow that down to some smaller difference

through the diode drop.

BAER: Okay. Since battery A was recharged on that diode.

PALANDATI: Basically at this point both batteries are at a similar

depth of discharge, and therefore we don't accelerate, maybe a little. In fact,

there is no variation at this particular point when we introduce the charge and

go into discharge.

BETZ: Naval Research. How many consecutive cycles do you use to

establish your C/D ratio?

PALANDATI: Okay, where we look at the C to D ratios a minimum,

and we were changing temperatures from day to day. Where we have a battery

A sitting at 10 degrees C and then we varied the temperature of battery B, we

had a minimum of 14 cycles.

BETZ: So at the end of 14 cycles you could conceivably still be at 98

percent C/D ratio. That means that the state of charge would be back down to

70 percent or something like that ?

PALANDATI: Let me put it this way. Within the first three to four

orbits the battery C to D stabilized and didn't change.

BETZ: Within 3 to 4 orbits you stabilized?

PALANDATI: Yes.

CLARK: Grumman. I guess it was about 1966 or so that we first put

together that OAO system, doing batteries in parallel, and started asking the

same kind of questions you are concerned about. What happens when the engi-

neering tests we ran at that time pretty much duplicated what you are showing

up here ? We shorted out one cell, two cells, enabled disabled batteries, and

induced some pretty dramatic changes, differences, from the way batteries are

operating. But the very comforting fact is that the system is stable. It always

stabilized out. There was nothing that we could induce that indicated the system

was going to blow up in between ground contacts.
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And I think in the MMS you are going to have an on board computer

that should be able to monitor the kind of changes that you are looking at here.

And you will find that something is happening in the system.

PALANDATI: Well, again, this is one of the reasons for having the

various voltage levels, such as when you short a cell. There is no way I believe

that we could possibly live after we were at ;¢oltage level 5.

CLARK: I think the tests show you that you can live there long enough.

PALANDATI: Oh, yes. We would not tolerate just one or two voltages,
no.

WESTROM: Goddard. When you mentioned your temperatures you

were getting into thermal runaway condition in one earlier. You were at 10

degrees C for the normal plate temperature, and you said that, I guess cell 16

or something, you got a three degree temperature variation ?

PALANDATI: Yes, well, what actually happened each orbit you could

see that particular cell's temperature get higher and higher.

WESTROM: But were you suggesting that was a three degree variation?

PALANDATI: No, I am saying this was just another data point that

confirmed or explained what was taking place between a high cell voltage, the

high pressure. This was just one other data point that we could look at and say,

'_'es, we have a varying condition here." t believe they went hand in hand.

FORD: Yeah, let me emphasize that the thermal condition here was

ideal, not what you encounter on the spacecraft where it is very hard to duplicate

on a laboratory basis any thermal design you would get on the spacecraft. So,

rather than get off and on distortions of that, we ideally set up a thermal con-

dition so we would control the environment of a battery as a unit. And all that

indicates is that battery was- dissipating a lot more because it was being held

in the same thermal experience. But temperature was rising. Hence we felt

that dissipation was up considerable in that.

I guess one comment I would like to make regarding this test, and I

guess the big surprise I got out of it, was in this unbalance and state of charge

and how you really interpret that data and what it can mean to you in designing

parallel systems.
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Bear in mind we talked aboutthe impedancein eachbattery loop, and
that waslike 90milliohms. Sothat means that with any two batteries you have
doublethat, 180milliohms total. And basically what it boils downto whenyou
wonderwhat happenedand the question always comeup in the spacecraft envi-
ronment what happensif two batteries that demonstrate the charge are running
together ? I am going to well contact on the relay, invariably that is the answer.
In a lot of cases that is the correct answer.

But what this data suggests is there is anoptimum amount of resistance
to put in those leads. Granted, you pay a penalty for it if you go too high in
losses in the system. But if you put in enoughresistance you build in self-pro-
tection for circulating current dueto conditions created here.

Nowwhat surprised me was that with this configuration we only got a
maximum, about 25 amps a piece. You know, that was the peak observed under
transient conditions. Steadystate was much less than that. Sowith that as a
guideline it says whenyou look at the system, particularly with parallel batteries,
you shouldtry to look at not just minimizing, which you want to do, but there
is anoptimum which you should achieve. And basically what you are concerned
is the impedancebetweentwo batteries divided into the delta D betweenthe
batteries. Now whenyou throw a 25 amp load on a 12 ampere hour battery and
you shove25 amps into a 12 ampere hour battery you donVthave a delta D between
them that is different for very long. They come together, and that is what this
test proved.

PALANDATI: I mentioned the highest going into battery B at the end

of charge was 1. 507. This was not the same at the 82 pounds pressure. This

particular cell had no pressure transducer. We don't have any idea what this

particular cell's in general pressure was, or any of the 20 other cells in that

particular battery, other than the two pressure transducers. And that was

again one of the reasons why we stopped right there on that.
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CHARGER TO BATTERY

"B" STATUS

DISABLE FOR 3 ORBITS

ENABLE AT END OF DISCHARGE
DURING 4 th ORBIT

DISABLE FOR 4 ORBITS

ENABLE AT START OF CHARGE
DURING 5th ORBIT

DISABLE FOR 3 ORBITS

ENABLE AT END OF CHARGE
DURING 4th ORBIT

EFFECT OF DISABLED CHARGER

• BATTERY "A"

I (AMPS) A HR

0.70 >12.00

-13.00 *

IllI,I:4,1'O1,' CAPACITY UNSALANCE

BATTERY "B"

0.00 -5.70

14.40

0.00 -5.17

25.00

DISCHARGED "B" BAI_PERY

CHARGED "A" BATTERY

ENABLED "B" BATTERY

> 12.00

6.00 -12.00

25.00

Figure 152

DISCHARGE VOLTAGE PROFILE @ i0 ° C

2C

/ooo

Figure 153
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SYNCHRONOUS METEOROLOGICAL AND

GEOSTATIONARY OPERATIONAL ENVIRONMENTAL

SATE LLrrE S

OPE RATIONA L EXPE RIE NCE

R. J. Haas

Ford Aerospace

(Figure 154)

The mode of operation that is of interest here is a solar array battery

load-sharing mode. Now, this is a situation where the battery is loaded for a

fraction of a second and then charged for, let's say, half a second, so the cycle

is a 100-millisecond load, followed by a 500-millisecond charge. So the pulse

charge is this; but the purpose of the experiment was to evaluate the charge
efficiency and the state of charge.

On the Synchronous Meteorological and Geostationary Operational

Environmental Satellites (SMS/GOES), battery cells, these are three amp hour

cells, over a temperature range of 10 to 25 degrees C. We have there, as you

see, charge rates that vary from a trickle to a full charge rate. And then on

the right, in the columns, is a C/D ratio, or the inverse of a C/D ratio, which

is shown at 98 percent or down to 60. That is the inverse of the normal C/D
ratio.

The numbers under those columns, then, and in the column, are mil-

liamps and discharge current for the 100 millisecond period.

(Figure 155)

Explaining just a little bit how the experiment was run, each test was

a cycle period of a week, in terms of this duty cycle. The cells were fully

charged, reconditioned, a capacity check made, and then started off with a

full charge. The C/D ratio, then, associated with the charging rate, a 2/3

charge rate or a 1/3, that is the intermediate or the trickle.

We have two types of cells there. One, the SMS type cell, is a number

of cells that were life-tested for about five years of equivalent synchronous

orbit cycling, so they would be representative of the efficiency and state of charge

characteristics of a battery cell after a lot of cycling, which may be typical of

the end of life. The GOES cells, on the other hand, were new cells, and you

can see that there is a trend for the newer cells having a capacity, a state of

charge, that is somewhat higher.

213



I would point out here, again, the charge efficiency is the reciprocal

of a C/D ratio; and so for a charge efficiency in the order of 90 percent, the

capacity is maintained around four amp hours, which incidentally is the full

capacity although some cells after a week of cycling in this mode have a reduced

capacity, particularly for the 95 percent charge efficiency.

(Figure 156)

This is more of the same series of testing. Again, we show the dif-

ference between a cell that has been cycled about five years of synchronous

orbit cycling as compared to a new cell. The GOES cells are performing well

with regard to the capacity retention in this load-sharing mode, and particularly

for a C/D ratio in the order of 1.1 or less.

(Figure 157)

For each one of the slides, we have a different temperature. This is

a 25 degrees C temperature for these tests, with varying charge rates. In this

case, again, there is a difference between the new and old cells.

(Figure 158)

Here we have a wider range on the C/D ratio, going from 1.67 for the

lower assumed charge efficiency down to about a 1.1 or 90 percent assuming the

charge efficiency. This is at a lower temperature, now; this is at 10 degrees

C; and there is, again, the difference in charge efficiency and state of charge

for the older cell, the SMS type cell.

(Figure 159) and 160)

This is a summary, then, of the temperatures and the charge rates

for this special load-sharing test. And I think the interesting thing we have seen

here is that the state of charge is less for the lower temperature. At 10 degrees

C, we show a lower state of charge than for 20 or 25 degrees C for the new cell;

also, we see that the C/D ratio is important and will definitely cause a reduction

in state of charge for a charge efficiency of greater than 90 percent. As a matter

of fact, there is a drop-off at the lower temperature, even back around 80 percent.

This information, incidentally, may be useful for a transfer orbit cal-

culation for energy balance, calculations for transfer orbit synchronous orbit

application, where during the solstices and/or some other equinoxes, then,

there is a requirement for pulse-load discharge and charging of the batteries.
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And our analysis of this data is basically a battery that can be operated

in a pulse-load mode for a period of time, at least several months, without an

immediate degradation in capacity or voltage characteristics.

The state of charge of the battery, though, is definitely going to be

reduced from the nominal or the actual capacity, and you would expect, for a

90 percent charge efficiency situation, the capacity may be reduced by about

25 percent. So I think this will allow us, particularly for, as I mentioned, a

transfer orbit energy balance, missions where there is a limited solar array

capability in a spin mode, this will hopefully provide some insight.
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LONG- TERM STORAGE E FFECTS-UP-DATE

W. Scott

TRW Defense and Space Systems Group

Last year at this meeting, I described the results to date of a three-

year program to find out what the possible effects might be of storing batteries

over a period of a number of years prior to their use in a synchronous orbit

application. At that time, we had completed the first phase of the program,

consisting of life testing, using an accelerated test program, life testing a battery

and doing tear-down analysis on cells after having stored the battery for a period

of three years with the cells shorted and at a temperature on the order of five

to 10 degrees Centigrade.

At that time, I indicated that the electrical testing consisted of per-

forming a sequence of 10 simulated eclipse seasons, which would be the equiv-

alent in cycling of five years in synchronous equatorial orbit, with the result

that we saw very little degradation in the minimum end-of-discharge voltage

during eclipse seasons and the results of the tear-down analysis indicated that

there was very little change in the physical and chemical conditions of the cell

compared with what they looked like, what similar cells looked like, at the

beginning of the three-year storage period.

So at that time we have concluded that there was essentially no appre-

ciable effect that would impact using batteries stored in this way, from this type

of storage, extended over a three-year period.

Since that time, we have extended the program for an additional year.

We tested another battery from the same batch that had been stored for four

years with the cells shorted, doing the same thing; performing an accelerated

life test and doing tear-down analysis. And basically all I can say, really, is

that with one exception, which I will mention in a minute, we have seen no

further change that is significant from the three year test and analysis point.

The physical and chemical conditions of the cells are essentially identical to

those that we obtained after three years of storage, and the electrical life test

results were essentially identical.

I might mention that the life test is carried out with a reconditioning

cycle performed between each simulated eclipse season. This particular form

of reconditioning involves discharging at a moderate rate down to the order of

0.9 volts per cell. This is the particular method that happens to be implemented

on the spacecraft for which this test program is being carried out; it is an ex-

isting ongoing hardware program.
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The one exception that we did find was in the determination of the un-
chargedexcessnegative in the cells. These are 24-ampere-hour cells made
by General Electric. Last year, in carrying out this analysis, we obtained a
value for excessuncharged negative on the order of three to six ampere-hours,
in this size cell. This year, we obtained negative numbers for unchargedexcess
negative; andsome of the other values, for example, for total electrochemically
active negative and the other factors that go into the calculation of uncharged
excessnegative, using the method that is given in the NASA 74-15000specifi-
cation, were also somewhatdifferent from what we got the year before.

I want to indicate that for a long time, we have been concerned with the

variability that we have obtained using the test method as described; but we have

as yet not had the rather distrubing results from that test that we got on this

last analysis of the cells, where essentially all the results were negative.

So that is basically all that I have to say about the results of the storage

test so far, except to say that test is nearing its completion right now, with the

evaluation of the effect of a fifth year of shorted storage, and so far, we are in

the middle of the electrical test. We have not yet done a third round of teardown

analysis; but the electrical test performance is still very good. It is hardly any

different from what we saw the last two years, so it looks like, at least for the

particular kind of application that we are talking about here which, by the way,

involves approximately a 55 percent maximum depth of discharge during the

deepest eclipse seasons from the accelerated life test, that there seems to be

very little concern with up to five years of storage, when you store the cells

shorted and at a fairly low temperature.

As a result of the strange result that we obtained for determination of

uncharged excess negative, we have started to look into another way of measuring

this parameter; and I want to describe the results that we have obtained so far

later on this afternoon. But that concludes what I have to say right now.

D_CUS_ON

NAPOLI: RCA. Let's take a hypothetical situation, where your program

manager came to you and said, '_vVhat if we have to launch a spacecraft as a

replacement, and we don't have available new available batteries, but we do have

batteries that have been stored for four years, according to your storage method."

What recommendation would you give him in terms of using those batteries to

achieve a seven or eight-year mission ?

SCOTT: Seven or eight years in orbit?
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NAPOLI: Using four-year-old batteries that have been in storage for
four years.

SCOTT: Well, first of all, the particular applications that we are
concerned with on this hardware program haveassociated with them a three-
year mission requirement. I maybe shouldhave mentioned that. Although we
are testing to with five years of equivalent cycling, the program requirement
is for three years.

Granted, you would have to factor in, whenyou get into starting to talk
aboutfive years to sevenyears, you have to add in other factors. Right now,
if one could know that you could operate at areasonably low temperature, nothing
above20 degrees Centigrade, and could havethe right kind of reconditioning
implemented, in orbit, I would not hesitate to go aheadand recommend using
stored batteries.

NAPOLI: For a five-year mission?

SCOTT: For five years.

NAPOLI: Where doyou draw the line on the number of years, then?

SCOTT: Well, I don't think I could generalize on that.

NAPOLI: Whenyou said "right conditioning," do you mean downto
0.9 volts per cell ?

SCOTT: Well, I think we will probably get into what is right andwhat
is wrong before we get through this morning in talking about it, because there
is an infinite number of ways to recondition. Most of them may not do anything
for you. It dependsupon the condition of thecells and other operating parameters;
but what I mean by "the right kind of conditioning" is a reconditioning that works.

SCOTT: That is all I can say right now.

HENDEE: Telesat. Could you briefly describe the pre-storage history
of these cells ?

SCOTT: Well, yes. There are two aspects of that. It so happens
that even though we now strongly recommend that batteries that wouldbe stored
for possible use in flight do not get used prior to that for integration testing or
general spacecraft testing, it so happensthat these particular batteries that we
are using for this study program did indeedgo through just that sort of usage
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for a period of eight to 10 months before they were shorted downandput into
storage. And still they are behavingvery well, at this point in time.

But I would say that certainly we would not recommend that that occur
in the future, andour present policies are such that we would not me. It just
so happenedthat these were the only batteries that were made available to us
for use in this particular study program.

But I would say that certainly they should go into storage immediately
following battery assembly andbattery acceptancetests, and that shouldbe the
end of it as far as their usage is concerned.

But it doesn't look like the particular usage, for this application, is
that sensitive to a certain amountof testing prior to storage.

MARTIN: CanadialAstronautics. I wonder if you could give us an
idea of how temperature of the storage affects the performance itself.

SCOTT: Well, frankly, I don't really know. We have not done any
controlled tests of that kind. However, my gut feeling is that if you treat the
cells properly prior to storage, andyou store them shorted, essentially, all
their storage life they are stored shorted, that I don't really believe that it is
going to make much difference over a range of 10 or 20 degrees what the storage
temperature is, betweenmaybe zero and 20 degrees Centigrade.

Of course, the only thing that theoretically is going to be different from
I know of, well, there are of course several processes that are temperature-
dependentthat could go on there, but I looked at a few cells that had been stored
at room temperature for several years, and they don't look any different from

the cells that I see that have been stored at zero degrees, shorted, for a few

years. But I don't have any, you know, complete comparative test statement.

GASTON: RCA. Well, you mentioned you had a little degradation, and

you mentioned cadmium analysis. Do you have some quantitative data, and will

they be published in the future ?

SCOTT: Well, I am sorry I don't have the actual data here to show

you. It looks almost exactly like the data that we got last year, that appears

in last year's publication.
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STORAGEEFFECTS ON CELLS

J. Harkness
Naval WeaponsSupportCenter

It is a pleasure to follow Will Scott's presentation, since our results
are essentially going to showwhat he said, that the shorted condition is the best
way to store cells. And our temperatures that we stored these were control
temperatures of about 22 to 23 degrees C.

This information was first presentedby Floyd Ford in 1972here at the
workshop, and then I made anupdateon this in the 1975workshop. And again,
this is an update.

The type of cells are Gulton 20-amp-hour OAOtype cells. The various
modes that we tested were the integration type mode, the trickle charge, the
discharge sl_ortedandthe discharged OCV. Every six months, we reconditioned
the cells andperformed approximately two weeks of tests; therefore, in each
year of storage, the cells receive about a monthof testing.

The tests include three capacity checks, two zero-degree overcharge
tests andwhat we call "internal short" tests, in which the cells are shuntedfor
16 hours, the shunts removed and allowed to standon local circuit recovery
for 24 hours.

The integration pack was discontinued after three years, andI will not
really go into that any more, since we all came to the conclusion that the flight
batteries should not be the integration battery. The trickle charge andthe shorted
packs were discontinued after five years of tests; this was set upas a five-year
test.

The discharged OCB test has completed three years of tests, and this
is becausethis test was started a couple of years after the initial tests, and the
discharged OCB cells are not from the samelot of cells that the old three-packs
were from.

(Figure 161)

Quickly, we will goback through the graphs I have. These are the re-
sults of the capacity checks. As you can see, this has been presented, and we
will move on to the last part.
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(Figure 162)

Looking at the shorted and the C-over-40 trickly charge, you can see

that the capacity has held up rather well under shorted conditions, whereas in

the trickle charge you can see it as dropping off. This is times in minutes, and

you can see at the 60 months, or at five years, we were running 146 on the first

capacity check and 145 on the second one. To go back right at the beginning on

the pre-storage, here you can see that it was the same capacity of what we ini-

tially started with. Over on the C-over-40 trickle charge, you can see that they

were in line; they went up and then they increased around 18 months. So as the

conclusion of the capacity tests, it looks like the discharge shorted condition

is the best.

(Figure 163)

This is the trickle charge, and naturally since we came up with that

the shorted condition was best, I don't have the graph on the results of the shorted
condition, but I do on the trickle charge. As you can see, the initial 18-months

capacity check, the first one, and the third one was here and it has dropped off,

which is wha_ the graph had shown, on the five years, at the 60.

(Figure 164)

This is the results of the open circuit test, what we called the "internal

short test." This again was presented, this part.

(Figure 165)

And this is the last part of the five years. As you can see on the C-over-

40 trickle charge, we have gotten down to where one cell did not recover at all.

Throughout the test, the shorted condition always recovered above the 1.20.

You will notice over here that_in the three-year test on the discharged OCB

condition, that they are all below the 1.20.

(Figure 166)

This is the zero degrees overcharge test. This again was presented

before, except on the discharged OCB condition, we did run into problems at

the 30th month, where it was discontinued from that portion of the test because

of high pressure. The only limit we had during this test was pressure; and 75

psig is where we discontinue the tests.
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The test is essentially we put them into zero degrees, we stabilize them

for four hours, and then we discharge them for five minutes at 6 amps. They

then go on a constant charge of C over 20 for five hours; and the only limit, again,

is high pressure. As you can see, at the 30 months, high pressure was observed

on the first test of the discharged OCB condition. The second test, the cell

voltages were all above 1.6, but the pressure had not reached the limit yet.

(Figure 167)

Toward the five-year mark, you will notice that in the shorted condition,

we essentially had no problems throughout any of these tests, on the zero degree

tests, whereas on the C-over-40 trickly charge, we reached the high pressure
limits.

(Figure 168)

This is just for information. Again, this is the integration pack. It

was presented. I just kept this graph in here so all the information would be

together. As you can see, it was discontinued after three years, and you can

see how your peaks during the zero-degree overcharge test, how they came up

to where finally here, we never got up to another plateau because the pressure
took us off test.

(Figure 169)

HARKNESS: This is a discharge in short. As you can see, we had

no problems. You can see the various peaks, and we still had maintained es-

sentially the same voltage plateau, with about 20 millivolts difference, a little

higher at the end of five years.

(Figure 170)

HARKNESS: The C-over-40. You can see the peaks kept coming up;

your prior to storage, your 18 months, and then here is your 48 months. This

is the 60 months; it got right here. It wasn't even allowed to go up for it, because

pressure again stopped the test.

(Figure 171)

HARKNESS: Here is your discharged OCB. Prior to storage, 12

months, 18 months, and then the last one, which was three years, is up here

and it got knocked off because of high pressure.
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As you can see, the best condition is the shorted condition. The old
thing in the trickle charge pack, betweenevery two weeks of testing, which was
betweenevery six months, toward the end of the five years the pack was running
at about70psig pressure prior, or at the end of the storage mode, the end of
trickle charge before we started testing, so the pressure did increase on this
pack.

The analysis data is not available at this time. It is at Crane and also,
I think the last cell that we pulled out in the discharged OCB condition was sent
back to Goddardfor them to run some tests. But this is available at Crane.
Hopefully, in two years, whenwe are finally donewith this test, and I make
the final updatingwe will get this information andput it all together andwrap
it up.

DISCUSSION

SEIGER: Yardney. Have you beenperforming any tear-down tests ?

HARKNESS: Yes. That is what I said earlier.

SEIGER: Okay. What have you beenobserving with the teardown?
Anything on the negatives; apparent thickening of the negatives?

HARKNESS: I don't think so. Not in the short.

SEIGER: Good. What about trickle?

HARKNESS: Well, I think we saw just a little increase in the trickle.
I will say that I think after 48 months we pulled the cell out in the shorted con-
dition andin the trickle-charged condition, and as far as visual analysis, the
shorted condition almost looked like a new cell, meaning it was gray, as com-
pared to the other, which appearedwhite or cloudy on the surface. Okay; I
am talking about the separator, okay? Andyou saw much more migration and
that on the seal before you --

SEIGER: On the trickle you always had more migration.

HARKNESS: Yes.

FORD: Goddard. Would you clarify that last point there? I didn't
understandwhat you said, betweenthe trickle and the shorted, on the migration.
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HARKNESS: I saw more evidence of migration on the trickle than I
did on the shorted.

LACKNER: Defense Research, Canada. I just wanted a clarification

on your test. You said that you took out the cells every six months, and did a
check on them ?

HARKNESS: Yes, sir.

LACKNER: Now, was that on a sampling basis, so that when you said

you had a three-year-old cell, it was actually in storage for three years, or it

had only been in storage for six months ?

HARKNESS: No. There were five cells in each pack, and every six

months, all five cells went through the test.

LACKNER: Oh, I see. So that actually it was only six-month intervals
up to three years ?

HARNKESS: Yes. Now, I think Dr. Scott has had them in storage for

three years continuous. Isn't this right, Dr. Scott ?

SCOTT: Affirmative.

HARKNESS: Okay. We pulled all of them out every six months; all

the cells of that pack were reconditioned. Yes, sir ?

FORD: Ford, Goddard. That brings me to the question I wanted to

ask Will, since we were still on storage. There are two philosophies, now, I

have heard from different places and administrators. One is, periodically, you

pull a flight battery out, you condition it, you look at it, evaluate it, and put it

back in storage. The other thought is you don't do anything after you have run

it through the acceptance tests. You accept it as a valid flight unit, put it in _

storage, and leave it there until you are ready to fly, when you just pull it out
and check it out again.

Now, of the two, for long term, let's say if you had to go a five-year

period, and periodically went to six-month intervals, or one-year intervals,
what do you think would be the most desirable alternative ?

SCOTT: Originally, we were nervous about storage, and we took bat-

teries out and cycled them a little bit every six months, and we still do that on

some programs. But the changes that we have been seeing are so slow, at least

with anything we can detect, that now we feel that that is much too frequently.
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•And I don't really know whether there is any real need to electrically

cycle them at all, at any particular intervals. But the only thing I would do

would be to maybe check, make a leak check or an impedance check, or some

very benign sorts of checks just to make sure, you know, that the rats haven't

gotten in and got the wires over a period of years. But otherwise, I don't see

any basic need for electrically checking them.

HARKNESS: I agree with Will.

SPARKS: TRW. As Will mentioned, we have looked at this periodically

to see what we should do. It turns out that when you look at it from just the

battery point of view, I would have to agree with Will. However, when you put

on the program pack, you know, they get a little uncomfortable just leaving the

batteries there unattended for years and years and years. And we have on

occasion, on the six-months checks, found other defects: The packaging leaks,

supposedly disappeared; we have had like a switch failure, and a leak showed

up after some time; these types of things.

So from a program point of view, they don't like to really leave that

hardware sit there a long time unattended. So you really do need some kind

of methodology (?) for periodic inspection, which is perhaps a function inspec-

tion.

ROGERS: Hughes Aircraft. I noticed you stored at 22 to 23 Centigrade,
is that correct ?

HARKNESS: Yes.

ROGERS: Whereas Will was talking about I believe five to 10, was

it? It would seem if you were going to put something in storage, you would

want to cool it as much as possible, and I would question the validity of your

results applied to a rather different temperature.

I mean, I am not saying what you got isn't what you got, at 22 degrees.

But if you go to five degrees, cadmium migration, for example, I would expect

to be much reduced. I wouldn't know how to apply those results to a lower tem-

perature, or even implications.

HARKNESS: Well, if you are going to believe what I said, then you

have to believe what Will Scott said, and he already gave you the same type of

information, that stored at from five to 10, you are not seeing any electrical

differences. Was this right, Will?
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SCOTT: Yes; that is correct.

HARKNESS: So, you know, why wouldn't you think that the results,

I mean you could apply my results to the lower temperatures ?

ROGERS: I don't remember Will talking about trickle charge, or maybe
I missed that.

HARKNESS: No, he didn't. He just talked about shorted. But I am

saying that at 25 degrees C, or 20 degrees C, that we got essentially the same

type of results that he did.

SCOTT: I think maybe the point is you did see a difference in certain

test responses between trickle charging and shorted storage ?

HARKNESS: Oh, yes.

SCOTT: And maybe those differences would be different if they were

both done at a low temperature.

HARKNESS: Well, yes. This is true, But I -- Yes; Ford?

FORD: Goddard. Let me comment on that; let me put the whole test

in perspective. I believe it started in 1971; and at that time, we were trying

to answer a very fundamental question that we were having problems with project

people putting batteries in spacecraft, and we weren't trying to determine the

optimum storage conditions under all sets of parameters.

What we were trying to find out is, given the environment which is on

a spacecraft, what option do we have to us to maintain that battery as healthy,

in a state of health as high, as we possibly can?

So obviously, we don't have the option to put a spacecraft at 15 or 10

degrees C or five degrees C. We have to stay with whatever they are going to

offer us. But the things you saw here were things that we felt like were realistic:

Trickle charge, discharge open circuit, you.know, random use as we simulated,

and of course, the discharge shorted for some finiteperiods.

So we didn't try to answer the whole question. We were directed par-

ticularly at what happens in a spacecraft environment during this integration

mode, and what options are available to us. And I think the type of data that

we have see, like Will has presented, is more or less complementing. In very

low temperatures, you would probably get even better results than what we are

getting on these tests at 0.5.
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THIERFELDER: General Electric. Willard, do you have any com-

parison between the discharge open circuit and the discharged shorted for the

low temperature ?

SCOTT: No. I don't have that.

SEIGER: How about storage trickle-reverse? Anybody try that?

MAURER: I would like to say a word of caution about the results on

the shorted storage and the testing following shorted storage. On the trickle-

charged batteries, presumably you have nylon separator decomposing in the

electrolyte over the several years of the tests; and the mechanism of that aging

phenomenon is that the separator decomposes in the electrolyte, and then the

decomposition products migrate to the positive electrode and they are electro-

chemically oxidized; and it is that oxidation, that in turn charges the negative

electrode. This takes place throughout the trickle-charge period, and tends to

charge up the negative.

And we have shown that the electrochemical oxidation step is a fast

step, relative to the nylon decomposition, but it is not a very fast step. It is

relatively slow, in terms of chemical reactions; so that on the shorted storage

test, presumably you have nylon degradation going on all that time, but it won't

have any effect on the electrochemistry of the cell when you start testing it

immediately. The negative will still be back at its former state of charge, and

it will have no reason to come back in and charge it up.

So you will have to wait until all those decomposition products have

been oxidized on the positive, and get the negative charge. Now, that may take

some period of time. I don't know how long, but if you could -- it could take a

year of operation before the negative reaches the state of charge it should be

for that amount of nylon degradation.

So you might possibly fool yourselves into thinking that the voltages are

all right, after a short-term test.

LIM: Hughes. We have studied the nylon separator degradation, and

we got a little bit different result. I guess it was published about two years ago,

in the workshop meeting. And the nylon separator degradation will occur whether

you trickle-charge it or short it. And the separator degradation product will be

accumulated and oxidation of that process takes only a matter of days, rather

than years.
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RITTERMAN: TRW. Dr. Seigers' point about reverse trickle, I
have some experience in that. And we ran somecells in reverse for about a
month, C over 400, 24-ampere-hour cells; andwe found on a subsequest charging
that we had an additive capacity; of course, this is not the long-term storage,
but it is an interesting point.

HARKNESS: I would like to ask a question on that. Was that a constant

C-over-40 discharge, or 400 ?

RITTERMAN: 400.

HARKNESS: C over 400 for how long?

RITTERMAN: About a month.

HARKNESS: About a month. That was constant, unbroken?

RITTERMAN: Unbroken.

HARKNESS: What were your voltages ?

RITTERMAN: The voltage was maintained at minus 0.2.

HARKNESS: 0.2. How about your pressure ?

RITTERMAN: Pressure was for the most part allowed in storage.

HARKNESS: How old were the cells?

RITTERMAN: They were essentially new cells.

HARKNESS: New cells; yes.

WADHAM: Telesat. We have had basically the opposite results to

you on some cells that we have had on storage. We had one model cell of which

one part was used on an in-orbit spacecraft, where we have been doing long-

term simulations. The other lot were on the spacecraft for about a year, were

put in cold storage shorted, and after we had held onto them about two years,

I think it was; and they were put into an eclipse simulation, and also some were

sent to Jim Dunlop for analysis.

We found the amount of precharge increase on those cells was identical

to the precharge increase on the old cells which had been cycled; and also we
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found that after a very short period of time in that eclipse simulation, those
cells failed, whereas the ones in orbit are still working. The ones in the sim-
ulation failed; andwe ran into overcharge problems. Doyou have any comment
on that?

HARKNESS: It may meanyou can measure capacity but you can't

charge them in an open regime.

FORD: Goddard. But you mentioned what I consider a key factor.

You said they were in the spacecraft for about 10 months.

MAURER: About a year; something like that.

FORD: And I think if there is one thing I am convinced of, I know I

said this two years ago, if you want to make batteries fail, leave them open

circuit in a random condition; and six months is enough to really have catastroph-

ic effect over a long period. I mean, three months is even too long. And we

are constantly in that battle with project managers to keep them off the space-

craft. And yet, you know, you go to them with this type of data, and they look

at it and say, "So what?" But when you say, 'rYes, we did it 10 months or 12

months, and then we had a failure," These are the type of things we need to

convince bull-headed project managers that they do have a problem when they

go this way. So I think that is a very important point, which you can't overlook.

HENDEE: Telesat. That was precisely why I asked Will Scott what

the previous history was on the storage cells. The other thing I wanted to ask

you was what type of cells were you using ? Did you have things such as silver

in your cells ? Anything unusual ?

SCOTT: Yes; the cells, I believe, I will have to double-check that;

I believe they had silver in them. Otherwise, they were, you know, a standard,

what I consider a fairly standard type of General Electric cell design.

HELLFRITZSCH: I think here we have an excellent opportunity to have

an accelerated test. I mentioned the microcalorimeter yesterday. If you are

wanting to measure rate of degradation, if any degradation is going on while the

cell is standing open circuit or shorted or whatever, it will show up as heat.

I told you yesterday that the resolution is one microwatt. That means

if it were degrading, that it is generating heat at that rate, it will take a million

years for roughly ampere-hour, if it were operating at one volt. If it were de-

grading at 10 microwatts, it would be one-tenth of a million years. That will

give you some idea of the sensitivity, how exactly you can measure the peak
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given off when one rice grain germinates, about 15 microwatts. The Bureau
of Standards has done measurements of that kind.

So there you have got a very sensitive thing. It takes about two hours

to insert the speciman and have it stabilized and measure this rate, and it is

certianly not destructive. You can measure this on a sample or on individual

cells; find out which one is going faster than the others.

Now, when you have a suspicion that the heat is not coming from elec-

trochemical discharge, the nylon separators that react, well, that, too, will

show up exothermically. And then you can do a little experiment. Forget about

the battery. Just put some nylon together with the electrolyte that you have and

put it in a little test tube and put that in the microcalorimeter, and see at what

rate heat is being generated due to that. So it is excellent, and in two hours you

can find out, I don't know how many cycles you want; you know, whether you

want to test this every six months or every so many years or whenever. I have

said the heart pacer people are going overboard. I don't think they are going

overboard at all. I think we have here one of the first nondestructive tests,

which I deposited 20 years ago because I was being paid to come up with brilliant
ideas like this.

HOLCOMB: NASA Headquarters. Yesterday, in the talk about syn-

chronous spacecraft and the orbital operation of them, what is used in them,

the trickle-charge storage, and I don't know that much about everybody's appli-

cations, the data on ground storage, it appears, and there is a lot of controversy,

that shorted storage is superior to trickle storage.

And I am wondering why we haven't yet heard anything about using this

operation, or maybe we have, in synchronous spacecraft.

THIERFELDER: G.E. Well, the big difference is thai in space it is

in a charged condition, and on the ground, in a discharged condition, and that

makes all the difference in the world, whether those batteries are charged or
discharged.

HOLCOMB: Well, I mean could you simulate that in space by discharg-
ing them ?

THIERFELDER: Well, that has been proposed, but nobody wants to

fly with a discharged battery on beard.

NAPOLI: RCA. I think one of the answers here is that you never know

when you are going to need those batteries on an operational spacecraft; and then
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you go into a lost pitch or lost lock mode, and you don't have a ray, you know,

you could have a catastrophic problem on the spacecraft, too.

SPARKS: TRW. I think the answer to your question is that we have

been. It turns out it is feasible and it works in orbit; and we have flown it that

way for about five years. The secret to it, though, is that you have to have

battery redundancy in the system, so that one battery is always up to support

the bus. But we have, on several spacecraft, flown on the hot side of the space-
craft with the batteries stored shorted. And these have been taken down in the

manner we have been talking about later, where we effectively do a deep recon-

ditioning, and I can go into that a little bit later. But I think the mode has been

tried in space. It does work and it has been satisfactory.

DUNLOP: Comsat. First of all, when you make a statement that it

is "better, " it is not clear that it is better. This goes way back to Bell Labs.

I asked Bell Labs that question seven years ago, and they told me they had got

trickle-charging in -- we had those nickel-cadmium batteries on live tests, we

were going to test four for eight years on real time. And the negative electrodes

that were trickle-charged looked very good after eight years of real-time trickle

charge operation.

If you would like to see that data, we have presented it at some of these

meeting. The utilization that was left gives us still about 70 percent, 68 to 70

percent. We donYt really see any advantage whatsoever to the shorted mode at

this point.
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OAO STORAGE TEST
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I0 AMPERE DISCHARGE TO 0.5 VOLTS--CONT.
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NAVAL WEAPONS SUPPORT CENTER, CRANE
OAO STORAGE TEST

OPEN CIRCUIT VOLTAGE RECOVERY
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OPEN CIRCUIT VOLTAGE RECOVERY--CONT.
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NAVAL WEAPONS SUPPORT CENTER

OAO STORAGE TEST

OVERCHARGE VOLTAGE @ O°C - C/20 FOR 5 HRS
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OVERCHARGE VOLTAGE @ O°C - C/20 FOR 5 HRS.--CONT.
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SESSIONIII

CELL/BATTERY TEST EXPERIENCE

G. Halpert, Chairman
Goddard SpaceFlight Center

243





PERFORMANCEOF BATTERY RECONDITIONINGON
THE COMMUNICATIONSTECHNOLOGYSATELLITE

J. Lackner
DefenseResearch Establishment, Canada

First of all, I would like to acknowledgethe many interesting discussions

and technical assistance that were provided by Floyd Ford and Bill Webster of

Goddard, Vic Gore, CRC, and Guy Rampel of G.E. on this program.

Now today, I would like to present some real life data on the flight

performance and reconditioning program on the Communications Technology

Satellite. CTS is an experimental, geosynchronous satellite that was launched

the 17th of January, 1976, as part of a joint U. S. -Canadian program between

the Communications Research Center, Department of Communications, and

NASA Lewis Research Center. It is a two year mission; its two years will be

up on the 17th of January, '78.

Description of the batteries: There are two 24-cell nominal 5 amp-hour

nicad batteries on beard. The essential cell characteristics are G.E. manu-

facture bought to CRC spec EQ04-01 and EQ04-02. We feel it isn't enough to

say that it is a standard G.E. cell. Polypropylene separator is qualified to our

CRC spec; low earboante, less than 5 percent; low precharge; and enhanced

high temperature design.

The operational characteristics: The two batteries are operated in
parallel with isolating diodes in between and permanently connected to the house-

keeping buses. During the non-eclipse season there is a common diode rail

drain which gives a depth of discharge of 12-1/2 percent on each battery if shared

equally, or 25 percent DOD on one battery if only one battery shares the CDR.

The circuits are set up in such a way that the highest-voltage battery supplies

the load, which means that you may not get equal sharing all the time.

The recharge can be at C over 10 or C over 20 to a 1.4 charge/discharge

ratio; and recharge is terminated either when a computed 1.4 charge/discharge

ratio is reached, or a charge voltage peak is reached.

During the eclipse season the power drain is a maximum of 60 percent

DOD on each battery during maximum eclipse day. In the "worst case" condition,

one battery may have to supply 85 percent DOD in the temperature range minus-

5 C to plus-40 C.
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The spacecraft operates at a design temperature of 25 C with a passive

thermal control. It is a three-axis stabilized spacecraft, not a spinner. During

summer solstice, Battery "A" temperature varied between 18 degrees C to 28

degrees C. Battery "B" temperature varied between 23 C to 33 C. During the

winter solstice both batteries operate between plus-2 C to plus-12 C. Battery

heaters are available in case of extreme low temperatures.

Reconditioning: We chose a reconditioning program to maintain our

batteries because we were operating in a non-ideal mode, namely, 25 degree

ambient, continuous low rate discharge of approximately C over 100 on one

battery or C over 200 if the CDR shared equally on both batteries. Now, also,

either battery could experience several hours of open circuit stand each day.

Reconditioning is done just before and after each eclipse season; and recondi-

tioning is done on one battery at a time with the other battery kept fully charged.

We chose a reconditioning rate of C over 3, using a fixed resistor of

18 ohms which is placed over the whole battery. The C over 3 discharge rate

approximates our eclipse load so we get an accurate characterization of the

battery capacity available for the eclipse season. Operationally, the C over 3

discharge allows us to complete our discharge in 2-1/2 to 3 hours; and the whole

discharge-charge recondition cycle takes approximately 20 hours, so there is

a minimum of disruption to spacecraft operations.

We felt that the low rate recondition discharge, although safer from a

reversal standpoint, would not be as efficient in reducing any large crystals

which may have been generated due to prolonged low rate discharge in the non-

eclipse season. The low rate discharge would also tie up spacecraft operations

for a longer time. Operators do not like this.

Ideally, reconditioning discharge should be at a high rate to one volt

per cell and then at a low rate down to at least 0.6 volts per cell, with individual

cell control. That is our opinion. Weight limitations, plus the short mission

life, precluded our adoption of the ideal recondition mode.

Observations: After one and 3/4 years of operation and four eclipse

seasons, we have been able to maintain over 80 percent capacity on battery A

to our operating cutoff of 26.2 volts and 100" percent to 21.6, which works out

to be 0.9 volt per cell.

Battery B has caused some concern because it is operating in a higher

temperature range, but it is still giving over 50 percent capacity to our cutoff

voltage.
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Now the benefits of reconditioning, as we see it, are improved voltage
and capacity; recovery of under-utilized plate material and balancing of cells;
retarding the drying out of the cells by driving some of the electrolyte bound
up by the plates back into the separator; andcharacterization of the battery ca-
pacity before aneclipse seasonso that efficient spacecraft load management
canbe exercised during the eclipse.

Drawbacks: The dangers of reconditioning are cell reversal and pos-

sible gas pressure build up on reversal; shorted cells may occur due to driving

more active, more negative material into the separators during discharge; and

stressing of the cells due to deep discharging.

Extended overcharge: We have observed that once the cells have faded

in between recondition cycles, that extended charging, that is, charging more

than the 1.4 charge/discharge ratio, will give you a little improvement. It will

give a little bit of improvement. Howeyer, extended overcharging alone, without

any cycling in between, will not recover faded capacity. You have to exercise
the nickel-cadmium cell.

This can be observed from a lowering of the end-of-charge voltage and

end-of-discharge voltage as the time between recondition is extended. Once

reconditioned, the cell voltages on the end of discharge and the end of charge

are definitely improved, whereas extended charging alone does not give the
same treatment.

In the second year of operation, it was noted, particularly on Battery

B, which operated at a warmer ambient, that the self-discharged increased

during low rate discharge, that is on a common diodraft and open circuit stand

from approximately 4 milliamps per hour to about 50 milliamps per hour. This

caused a requirement for an extended overcharge, before you hit your peak end-

of-charge voltage.

Some people yesterday were alluding to the fact that batteries were

requiring longer charges, and I think it is because possibly a self-discharge

mechanism is increasing.

The charge efficiency tended to decrease with age and time in between

reconditioning, requiring up to a 200 percent charge-to-discharge ratio to reach

the peak voltage, whereas after recondition, the charge efficiency returned back
to about 1.3 or 1.5.

We have done some cell reversal tests. Okay. We conducted some

tests on our simulated eclipse cycler to determine the effects of deep discharge
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and cell reversal. Our simulated eclipse cycler has been operating some eight

months prior to launch, and follows the same operational mode as the CTS space-

craft in orbit, but it is on the ground where we can observe it.

Pressure gauges were fitted to two cells. One cell had been operating

for over 28 months. The other cell was an uncycled cell.

(Figure 172}

The upper curve here is an uncycled cell that had been kept in cold

storage for 28 months, discharged and shorted, in cold storage at zero degrees

Centigrade. Both cells were fully charged and run in reversal on a forced dis-

charge at C over two. On reversal, the new cell dropped, in fact the new cell
followed a classical electrochemical curve of dropping to minus 0.2. Within

three minutes it generated a pressure of 1 psi per minute, which was hydrogen

until the precharge was wiped off. It then dropped to minus 1.6 and generated

hydrogen and oxygen.

The older cell dropped a bit more gradually, instead of a sharp drop,

to minus 0.2, stayed constant, and we kept it on reversal for 2 hours and 38

minutes at C over two. It did not generate any noticeable amount of gas, about

5 psi at the most, and after those 2 hours and 38 minutes, it shorted out and

stayed shorted out.

Now, the new cell, on recharge, came back over for a little while,

and then came back and has acted normally. It has recovered its original capac-

ity and has been operating without any problems on the simulated eclipse cycler

since August of this year.

Cell reversal can cause problems to a new cell discharged at a high

rate. However, the danger of gas pressure buildup is minimized as the cell

ages and if the discharge rate is kept low. In older cells, the benefits of recon-

ditioning with deep discharge have to be weighed against the possibility of shorts.

What we are saying here is, we are obviously not advocating high rate

discharge down to zero; and I mentioned earlier the ideal mode was to take it

high rate to one and then low rate down to at least half a volt and below, with
individual cell control.

Now, our guidelines to the recondition mode, and I do feed we need a

definition for "recondition." Just saying that you have "reconditioned," and that

recondition is a benefit, is like saying "polypropylene is good." We have used

polypropylene for 10 years, and all this while it works well; people have used

it for two weeks and it has failed. So you have to specify it.
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Now, the recondition mode, if it is to be considered, then certain

guidelines should be followed to gain maximum benefits.

One good recondition at a high rate discharge down to one volt and below

is better than several reconditions that are higher in end-of-discharge voltage

at a low rate of discharge.

Some of the rates of discharge for recondition are so low that you are

actually forming large crystals, which you are trying to avoid; and you are doing

it to a high cut-off voltage, which is giving you a double indemnity. And if you

find out that reconditioning is "no good" it is obvious why. Discharge at a high

rate down to one volt; okay. Individual cell control.

After completion of the recondition discharge, the battery should be

put on charge immediately.

(Figure 173)

Recondition may not be necessary for a new cell during the first year

of operation. Curves one and two; you see, this simulated eclipse cycle was

put into operation in April of '75. So during the eclipse season, the 17th of

February to the 13th of April, there is hardly any significant degradation, so

you may not need it in the first year of operation. But it does become necessary

as the battery ages; and the benefit of reconditioning may last for a shorter

length of time as the battery ages, therefore requiring more frequent and thorough

recondition cycles.

The initial recharge should be at a low rate of C over 20 for the first

few hours and then at a high rate until completion of charge. The reason for

this is that when you have discharged a battery down to zero or to a low voltage,

you have dried it out. You don't want to put a high rate of chrage onto a dry,

high-resistant battery. You want to charge it at a slow rate and then give it

the benefit of a high-rate charge.

If a second recondition discharge is considered, it should be done

immediately after the end of the first recondition discharge.

(Figure 174)

Now we have a couple of points here. On the simulated eclipse cycler,

it was obvious that we were degrading in capacity. This is normally a five amp-

hour battery. Okay, one month after the fourth eclipse season, we got Curve

One. We are down to about, oh, 55 percent capacity. So we said, okay, we will

give a second recondition two days later.
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The benefit really wasn't very much. So we said, "Okay, give it an

extended charge." If you give it an extended charge, you get a little higher

voltage, but really not very much. So we then discharged it all the way down

to zero with individual cell control; and when that discharge was completed,

put it immediately onto charge, C over 20 to start with, and then C over 10,

and complete that. Now, when you do that you get a dramatic difference.

What is happening is that you have reactivated some material. If you

put it on charge immediately after, you are going to be able to drive some of

that electrolyte from the plates into that reactivated material and make use of

it. If you wait several days, it is going to be useless.

(Figure 175)

Now, that was the simulator; this is the flight bird, Battery B, which

has been giving us a hard time. We have run across the same thing; we have

some problems with managers taking the battery down low. We found out we

had, perhaps, a shorted cell, because we had a little bit of a hook, here. So

we charged it one day, waited another day, and we got a slight improvement.

Then aweek later it had degraded.

So we said, we were going to have to "bite the bullet" and discharge it

down and charge it immediately thereafter, which we did, and we got an enhanced

improvement. So what you are doing is you may well be overcoming your so-

called "soft shorts."

Battery maintenance technique: When considering the advisability of

reconditioning or maintaining the battery on continuous charge, one has to take

into account the battery design and the overall spacecraft power conditioning

design.

Every electrochemical sys2em will try to degrade to its rest potential,

and eventually into an irreversible state. Therefore, it is essential either to

stop the degradation process from starting or, at periodic intervals, to recon-

dition the battery and try to return it to a high state of charge.

It may well be possible to operate programs without reconditioning,

if the batteries can be maintained in full charge and now allowed to degrade or

be subjected to open circuit, low rate discharge, high temperature, or in-

efficient charging.

Trickle charging can be beneficial in maintaining capacity, but continuous

overcharge can cause problems on the long term, five years, unless the cells
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are specifically designedto accommodatecontinuousovercharge. Continuous
overcharge can swell the positive, degrade the nylon, generate oxidation de-
gradation products such as carbonatesand reduce overcharge protection.

Now it is recognized that certain dangersexist in any reconditioning
program. However, if they are recognized andcatered to, then definite benefits
can be obtained, especially whenoperating under non-ideal operations.

To quote a notedmedical expert, Dr. Hans Selye, in his book, "Stress
Without Distress, "we feel that anefficient reconditioning can provide beneficial
stress without distress.

DISCUSSION

SEIGER: Yardney. I have three questions I would like you to comment

on. It appeared that you have a ratio Of 1.3 to one, according to the discharge

curve of the new cell.

LACKNER: 1.3 to one what?

SEIGER: Negative to positive.

LACKNER: No.

SEIGER: That is what it appeared like on the three and 1/4 hours to

two and 1/2 hours. The second question: Do you have anti-polar mass to explain

the low voltage on the recharge of the new cell ? And thirdly, in the cell that

refused to go below two-tenths of a volt, the o, fl cell, was the positive swollen
in that ?

Let's try the last one first, because that is the first oneLACKNER:

I remember.

LACKNER:

cycler at about 24 months, and had a tear-down analysis of it.

swollen, yes.

We took one of the cells out of our simulated eclipse

The positive had

SEIGER: How many mils?

LACKNER: Oh, I can't recall exactly, but it was larger than it was

before. Not sufficient to short it. The separators had dried out somewhat, and

there was a fair bit of cadmium migration; but operating at a high temperature,
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low rate discharge, open-circuit stand is not the way to go, andthat accounts
for a lot of it. The fact that we have beenable to survive, I think, is due to
the reconditioning. Now, what was the other ?

SEIGER: Anti-polar matter, or could it have been cadmium migrating
to the positive ? There was a 'q_ole" in the recharge of the new cell for a sig-
nificant period of time. Is that anti-polar matter? Is that hydrogen that is ad-
sorbedon the positive ? Could it have been cadmium that migrated over to the
positive ? Any explanation for the hole ?

LACKNER: There possibly is some anti-polar mass. There is anti-
polar mass in all batteries. I would have to refer that question to the battery
manufacturer, if hewould care to answer it. I think there possibly is some.

SEIGER: And the third one was the ratio, or the apparent ratio.

LACKNER: The design ratio was 1.5 to one. We had hoped to get
around1.7 to one, becausewe have always advocateda very high negative-to-
positive ratio. There were weight limitations, and everybody said, "For a
two-year mission, don't give us a hard time," so we endedup with 1.5 to one.

The manufacturer could have given us more had we given him a bit more weight

tolerance.

SEIGER: Well, then, did that represent the loss of capacity, the fact

that it measured out on a discharge of 1.3 to one ?

LACKNER: It looks that way.

FORD: Goddard. Joe, I think a point of clarification. You did not

fully charge that cell and try to charge the negative up before you did that ?

LACKNER: Yes.

FORD: You did ? And you only got that much out.

LACKNER: No. That is a standard electrolyte system. It is identical

to all the other cells that had been on storage. Let's see; it is a nominally five

amp-hour battery. We qualified them. They gave us around five and a half to

5.8 amp-hours; after the 28 months in storage, when that was fully discharged,

it gave us 6.2 amp hours.

FORD: Were you trying to measure the precharge on that test? Or

were you trying to measure the total excess negative on that test?

252



LACKNER: What I was trying to point out on that test was the effect

of driving a cell into reversal. Everybody seems to take the effect you get with

a new cell, saying that you are going to generate gases; and we have observed

in the past that you don't generate gases with old cells. So to make a valid test,

we put a new cell in with an old cell, and ran them both at the same time. They

were both fully charged.

FORD: All right. Fully charged in the sense of a sealed cell ? You

did not vent the cell when you charged it to get the excess negative charged up,

too. That is what I am trying to arrive at.

LACKNER: Oh. No.

FORD: Okay.

RITTERMAN: TRW. I was going to make the same point that Floyd

made; that unless the cell were vented, you could not fully charge the negative

electrode to its full capability. What you were measuring there was the precharge

versus the capacity of the positive.

LACKNER: Okay.

RITTERMAN: So 1.3 to one seems reasonable.

LACKNER: Okay. Let's define our terms; fully charged, we are asking

for a nominal five amp-hour battery. In actual fact, we are getting around five

and a half. We have a certain precharge in there, we have certain overcharge

protection. When we get six amp hours, 6.2 amp hours out of it, as far as we

are concerned, that is as fully charged as that battery, as you want to get in

that state of a sealed cell. So it is not possible to vent a sealed cell.

RITTERMAN: That i_ my point exactly; that you could not get 1.5 to

one on discharge unless you were to vent that sealed cell on charge and get the

negative capacity all the way up. Once the cell is sealed, itlhas some discharge

reserve; so then the 1.3 to one is reasonable.

LACKNER: We have had it to 1.5 to one in some of our qualification

tests. Why this one, after storage, came out to 1.3 instead of 1.5, I cannot

explain.

WADHAM: Telesat, Canada. You made a statement that the high-rate

reconditioning, you felt, was far more beneficial than a low rate. And I realize,

of course, that that communications satellite, except when Joe Napoli is here,
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ran at a fairly low rate, averaging, for example, was about 0.13 amps on a nine

amp-hour cell, which is about C over 40 or C over 50.

Bearing in mind that at these rates, you can discharge more of the

active materials at a given voltage, because it is a low rate, I have got to see

positive evidence to show the fact that a high rate is, in the long term, more

beneficial.

LACKNER: Let's get two things straight. One: In qualifying a nominal

capacity, you usually refer to a particular rate, and in spacecraft batteries it

is C over five, or C over two. Your nominal capacity is established at C over

two.

If you discharge at a lower rate, you are going to get more capacity

than if you discharge at a higher rate. There is no argument there. The point

is, if you discharge at a low rate, you are going to affect the crystallography

of the battery into large, inactive crystals, whereas if you discharge at a high

rate, you discourage that. And I think I would have to turn this over to Dean

Maurer, who could go into the whole electrochemistry of it.

WADHAM. Yes, but my question was, do you have actually any evidence

on the long-term, on actual clinical experience, that this is in fact the case.

LACKNER.- Yes. We have also had about 15 to 20 years experience

with nickel-cadmium aircraft batteries that have gone through a variety of uses:

High rate charging, high rate discharging, and just sitting on the aircraft. And

you definitely have to institute a reconditioning program with high rate discharge
to recover them.

NAPOLI: RCA. I never got to understand what was it you brought your
cell down to.

LACKNER: Last year, when we gave the presentation, we showed that

we had a constraint to bringing it down to one volt per cell. We had built in the

operational mode to bring it down to at least 0.8. A_ of last October, we con-

vinced our operators that, yes, you have to go below one volt; and I think I

pointed out last year the benefits we got from going to below one volt. So we
take it down to 0.8.

We feel that if we take it down at the high rate, we don't have to go to

as low a level as if you take it down at a low rate.
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DUNLOP: I want to make one commenthere. I am not sure that all
batteries are going to behavethe same; but in the ones that we have tested from
G.E., it was reported yesterday in orbit, andyou see the same thing in the
laboratory, if you discharge those cells, oncethey get to be five, six, seven
years old, you discharge them at a high rate like a C over two rate, then the
cell goesbelow one volt and in the casewe showedhere, it was a 20 ampere-hour
cell origin_ly, we got to one volt andwe tookthree and a half ampere-hours
out of it. We got to zero volts whenwe took aboutfive or six ampere-hours out
of it at high rates.

Now, at a very low rate, that is with the resistor class, we were able
to take out 18 ampere hours on this cell; andthis is typical of what we see in
the laboratory as well as what we see in orbit. You can't take a cell that is seven
or eight years old anddischarge it at a high rate, if you have beenin a synchro-
nous orbit, and expect to get the capacity out of it. And in order to get the re-
conditioning effect in that case, it has beennecessary for us in the laboratory,
as well as in space, to go to a low rate discharge to really remove a significant
amountof capacity without at the same time --

If we ran it downat the C over two rate, and continue to discharge it
in the laboratory, we have blown cells up in that fashion, becauseyou will give
it a hydrogen rate sufficient for it.

LACKNER: Now, what I mentionedearlier was to get the best of both
worlds, take it at the high rate downto one volt, then .at the lower rate below
one volt.

DUNLOP: Well, we don't have any argument with that; and I think that
was really Peter Wadham's question.

LACKNER: Yes.

HALPERT: Let's just have one more, Steve, andthen we will get
some coffee.

GASTON: RCA. I would just like to rephrase the question before, on
the anti-polar matter. I mean, ask it directly. Are there any silver additives
in those cells ?

LACKNER: Couldyou refer that question to Guy Rampel?

RAMPEL: General Electric. There is silver on the negatives and
there is cadmium in the positives.
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FORD: Goddard. How much electrolyte did you have in this design?
Did you comment on that ?

LACKNER: It was approximately 2.3 to 2.5 cc's per amp-hour. We

have a polypropylene separator.
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BATTERY LIFE TEST USING RECONDITIONING

R.H. Sparks
TRW

I will be giving a discussion on nickel-cad battery life tests using recon-

ditioning and some comparative tests not using reconditioning. My discussion

will be aimed at the application part of the testing. Paul Ritterman will be fol-

lowing me with a discussion of the internal cell behavior during reversal, during
some of these tests.

The goals of our program have been to get an increased utilization out

of the nickel-cad system in geosynchronous orbit. We have actually tried to

push the depth of discharge operations up around 80 to 85 percent depth of dis-

charge; and our intent with the reconditioning program was to extend this type

of utilization out towards a 10-year life and attune the voltage regulation.

Now, I should comment before I go too much further, so that I don't

forget later on: Reconditioning per se, you know, is not a cure-all for every-

thing. If you have got a bad cell, you have got a bad cell; we won't fix it with

reconditioning, so we should all understand that before we go too much farther.

Futhermore, if you have lost your overcharge protection, and you are

unable to fully recharge the cells, reconditioning will also buy you very little,
from what we have seen.

(Figure 176)

Now, the work we are doing. As I mentioned, we have got test programs

going on with no reconditioning. We have partial discharge reconditioning under

evaluation and in orbit, where we discharge to approximately one volt per cell,

usually about nine-tenths of a volt per cell, at a nominal 40-hour rate. We also

have evaluated and tested for two-step type reconditioning, whereby you discharge

to one volt at normal load rates, and then you go with about a 40-hour rate and

discharge again to one volt, or nine-tenths of a volt.

In addition, we have what we call "deep discharge reconditioning, " where

we discharge the battery into a resistor for three to five days until the battery

voltage is below one volt. This is usually done at no higher rate than C-over-

60, and usually somewhere around C/80 or C/100. It varies from cell design

to cell design.
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We also have donereconditioning where we discharged battery cells
into individual resistors for two to three daysuntil all the cells have less than
one-tenth of a volt.

(Figure 177)

To set the stage for why we got involved in our reconditioning work,
we have some flight data and some test data for the early designs, which wewere
developing around '70, '71, '72, where most of the systems used three batteries,
one redundant;normal design was 40percent depth of discharge. The flight data

which came back early, compared with the life test data, which was not recon-

ditioned, we had a gradual degradation in the end-of-discharge voltage in the

deepest eclipses versus season number, two seasons per year, which pretty

well correlated with early flight experience.

However, we also had some batteries in orbit on which we were doing

the so-called "single" reconditioning and "double" reconditioning to one volt or

nine-tenths of a volt per cell; and that did improve our voltage regulation char-

acteristics in flight.

(Figure 178)

About 1973 or 1974, we started going to deeper depths of discharge.

We had designs working at 65 percent of rated capacity, 75 percent, 85 percent

of rated capacity. So we started accelerated tests to determine how operation

at 75 percent depth of discharge would work for five-year missions. Will Scott

has already mentioned the other life testing which we have done following storage,

and that was at 55 percent depth of discharge.

We ran 50 ampere hour real-time tests at 80 to 85 percent depth of

discharge, which Scott has previously reported on, which showed that a single

deep redonditioning recovered capacity after it was badly degraded. The same

thing happened in 50 ampere hour accelerated life tests operating at the same

depths of discharge.

(Figure 179)

Now the life test that I will be talking mostly about today uses this pro-

file, the eclipse time in minutes, peaking out at 72 minutes, 45 cycles per eclipse

season. This is the conventional geosynchronous type of eclipse profile.

(Figure 180)
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The life test which we have operating has been going on for over 48

months. The early part of the test was run at 63 percent depth of discharge

for the first five seasons, and that simulates an early life array and an early

life operating condition for this particular spacecraft we were working on. The

charge rate, this was a 24-ampere-hour General Electric cell, was around C

over 12. The temperature during charge was profiled to simulate what happens

in the spacecraft during charging.

As you charge, early in the charge, you go down near 7 degrees Cen-

tigrade. Near the end of charge, the temperature gradually rises towards 15

Centigrade; and then discharge was also profiled to go up to 21 to 26 Centigrade.

We started the life test in two ways; I will show you the graph in a

minute: One without any reconditioning at all, and one using the so-called "shal-

low" or "soft" reconditioning to one volt per cell. At season 6, which is about

three years, 2-1/2 years, actually, we switched to 75 percent depth of discharge

and we lowered the charge rate to simulate array degradation and held the same

temperatures.

Over the lifetime of the tests, then, you will see, as I report today,

that we varied the temperature to determine sensitivity to temperature. We

varied the charge rates to determine the sensitivity to charge rates; and we

also went to deep low-rate reconditioning following season 13.

(Figure 181)

This plot shows a 12-cell battery voltage. We actually tested 13 cells;

a cell with pressure gauge, a pressure transducer, was in series with this,

which Paul will talk about later; but we monitored the 12-cell voltage, which

is half of a battery pack, on this test and on this test.

The upper curve was the one that we used the soft reconditioning; the

lower curve with the circles, we did not use any reconditioning. And you can

see, I have a pointer here, as we started out with and without reconditioning,

there was very little difference between the performance for 2-1/2 years, at 63

percent depth. When we switched to 75 percent depth, without reconditioning

we degraded very rapidly towards our under-voltage Iimtt, which in this case
would be around 12 volts.

We had the same experience as reported on two of the other papers.

We increased the overcharge, tried playing "charging games, " and we could

not recover the performance, other than very temporary conditions, by changing

the charge mode. Now, we did find that by using the soft reconditioning to around
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nine-tenths of a volt, we did extend the capability of the system in terms of its

cycle performance out to between six and seven years of equivalent cycle life,

and again, we got into an under-voltage condition. That is what forced us to

look at deep reconditioning.

At the time we went to deep reconditioning; by the way, the rate on

this was approximately the 40-hour rate. When we went to deep reconditioning,

we changed this, then, to the C-over-60 rate sized at about approximately one

volt per cell. Since that time, it has been running prior to every eclipse season,

using that type of reconditioning. As you can see, we have maintained the voltage

stable for 40 seasons, which is equivalent to a 20-year cycle life; not 20 years

real time, necessarily.

(Figure 182)

Looking at the capacity behavior of the system, when we were doing

those cycles, we plotted the reconditioning discharge capacity, using the soft

reconditioning to one volt. This particular capacity, then, degraded with time

and gradually approached the usable capacity, the capacity that we were trying

to use from the battery.

We switched at season 13 to deep reconditioning and recovered a little

of the capacity, and a lot of the voltage regulation, but by the next season, we

had also recovered a lot of the capacity. We changed the temperature to 10

to 18 degrees Centigrade, accidentally, at this time and the capacity degraded

a little bit. We went back to 7 to 15 C, and again, the capacity continued to
recover and to remain stable.

We again modified the temperature to determine the sensivity of the

system to our prediction tolerances, and again, you see a drop in capacity at

the lower temperature and some change in the voltage characteristics, but a

minor change.

After season 36, we reduced the charge rate to C over 20, and the tem-

perature came back down to 7 to 15 Centigrade on charge, and the capacity jumped

markedly. Now out here, we also show, the triangles show the capacity to one

volt a full load rate following reconditioning. These were reconditioning capac-

ities here, low rate capacities to one volt. The triangles show that indeed,

even the high rate capacity is maintained.

Now, the circled stars, or starred circles, show the capacity following

the eclipse season, prior to reconditioning at the higher discharge rate. And it

shows coming out of the season, and in this case we had rated capacity at about
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a C/15 charge rate, under the conditions we were operating at, and we recovered

an awful lot of capacity with reconditioning, although we had lost quite a bit in
the season.

At the lower charge rate, this data shows a similar type of behavior,

but not quite as drastic a decay in the eclipse season. We don't fully understand
that.

(Figure 183)

To give you an idea of what the discharge voltage characteristics look

like, this is season 36; a 220-watt discharge on a 12-cell battery. Just following

reconditioning, and we measured the discharge capacity of the cells at 27.3

ampere hours at the 220-watt rate, which is roughly a C/2 rate; then at the mid-

dle of the eclipse season, in the deepest eclipses, the voltage had degraded to
this type of a characteristic.

The interesting thing that happens is, going on out of the season, and

that intriqued me by what Jim reported yesterday, going out through the season,

we got a further drastic decay in the characteristic of the voltage, which says

that if you weren't reconditioning, you were really starting here the next season,

or approximately at this point, which would account for some of the marked deg-

redation we have seen in voltage characteristics.

Why this is happening, we still don't understand; but it does say that
our power system models have to be modified a little bit.

(Figure 184)

Another interesting piece of behavior of the cell groups: I show the

voltage balance at the end of discharge here; and we have comparable behavior

at the end of charge, without using reconditioning, with the soft reconditioning,

and then with the deep reconditioning. You can see without reconditioning, the

cells started to diverge quite markedly. Here we are seeing a 50-millivolt un-

balance. With a shallow reconditioning, we also started to diverge just before

we went to the deep reconditioning. After we went to the reconditioning and got

everything stabilized, by the time we were at season 36 to 29, at the end of the

75 percent depth of discharge, the cells are balanced to within 6 to 7 millivolts.

That is a lot of cycles for it remaining that well-balanced. It turns out

on charge they were also very well-balanced; so that we can apparently modify

the behavior of the cell adequately to make them all operate alike.
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Now, we are continuing this test. We have implemented deeprecon-
ditioning in some of the spacecraft designs that we have, or the capability to
do it in all of them. We have used this technique to take batteries downin orbit
and store them, solstice, as I mentioned previously.

The advantageof doing that, we can't say that it helps the life a great

deal because we trickle-charge at C over 100 or C/80, which is also a great

amount, but it does reduce the operating temperature of the battery in orbit,

and this is what we have been after when we do that. I guess that is the presen-

tation I have for now.

DISCUSSION

GASTON: RCA. You mentioned during the deep discharge, you go to

less than a tenth of a volt per cell. Do you discharge on a battery basis, or on

a cell basis ? Could some cells possibly reverse ?

SPARKS: We discharge on a battery basis. Cells do reverse, and

we have had no problem with that, for many seasons. We do get a small amount

of hydrogen pressure building up, and it gradually decays back to zero pressure,

and Paul will discuss that at more length.

GASTON: Do you have any silver additives in those cells ?

SPARKS: Yes, we do.

HAAS: Ford. I was just wondering; the number of seasons, you men-

tioned the 40 seasons; what is the nature of the cycle that you are doing ? It

sounds like a tremendous amount of testing.

SPARKS: Well, okay. The test has been going on for four years real

time. The early part of the tests, where you use a C over 12 charge rate, op-

erates so that you run cycles required to meet the deepest eclipse at recharge

with about an hour of trickle charge following that recharge; so roughly a 13-

hour duty cycle, per cycle. As your charge rates decay down to C over 20, we

are operating on about a 20-hour cycle. We use five days between the seasons

for reconditioning, for measuring capacities; so we are time-accelerated, but

we have not accelerated any charge rates or any discharge rates. We have

maintained those at the same densities that we use in flight.

HALPERT: And the schedule shows five days between one season and
another season.
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SPARKS. Right. And the reason wehave dropped the time in between
the seasonson trickle charge is that the trickle charge rate we are using is very
low; it is around C over 100; andwe do try to keep the temperature very low in
the solstice seasonwherever we can, now, in our designs.

BAER: Goddard. Do you attribute this improvement in performance
to be due to the short points, the redistribution, run by the reconditioning?

SPARKS" I would have to guess. Don't ask me if we really know. We
suspect there is some electrolyte movement in the cell when we do this; but we
also have seen, you know, drastic changesin the behavior of both the positive
and actually especially in the negative, but in the positive electrode whenwe do
deepreconditioning.

At season13, which was the first seasonwe did the deep reconditioning,
we had a plateau voltage at the low discharge rate of around two-tenths or three-

tenths of a volt for hours and hours and hours, well below the eight-tenths of a

volt we were talking about in some of the other discussions.

Now since we have gone to deep reconditioning, we haven't seen any

plateau voltages in those regions. In other words, the temperatures rise up

towards 20 Centigrade or so, we have seen plateaus like we have talked about,

you know, up around eight-tenths of a volt; very small ones, but we have seen
them.

PARK: Battery Development. I just wasn't quite clear on the rate of

discharge in the deep reconditioning; the C-rate.

SPARKS: Okay. It varies from cell design to cell design. You have

to determine it for each cell. For this particular life test, on a G.E. 24-ampere-

hour cell, we sized that life test for approximately C over 60 to one volt per cell,

average, okay.

PARK: For reconditioning ?

SPARKS: Right; we set that, we use a resistor; so you set the resistor

at C/60, based on a battery voltage average of one volt per cell.

BELLOS: Air Force. On the deep discharge to a tenth of a volt, did

you worry about cell reversal; and if so, any problem ?

SPARKS: Early in the game, we worried a whole lot. That is why I

mentioned that the discharge rate varies from cell design to cell design. Paul
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will report on it; but in a kind of a summary capsule, what we find is that you
haveto stay below that C-over-60 rate, and in many cells, you have to go to
the C/100 rate or so. Soyou are looking at a three- to five-day discharge in
geosynchronousorbit. That is not anoperational problem, particularly; but
it is a long time to, you know, sit around andwait.

WADHAM: Telesat. Can you explain why the voltages in the test set-
up were lower than the ones you were seeing in orbit? Are they in curves which
prevented that ?

SPARKS: They are actually pretty close. This set is a little higher
than the test, the upper curve is; andthe lower curve was slightly below it,
andwe think that this is a result from -- we are operating at a little bit higher
temperature in orbit, andthe temperature profile is a little different thanwe
had expected. Sowe got slight shift downward in the orbital contitions.

MAURER: Bell Labs. In the series of tests that Joe Lackner was
describing, his cells were very dry when they were aged; andso he had to put
them back on the charge immediately after the short-down to get them to come
back at all. Doyou have any experience with the length of time you leave it
shorted down? I think this all has to be put into perspective with Will Scott's
data, which says that shorted storage is the way to go, for long term.

SPARKS: Yes. I guess that question has a lot of different answers,
dependingon Wherewe are in the operations. Basically, once we short them
downin the spacecraft, we comeback, we have stayedshorted downthe whole
solstice season, which is 3 or 3-1/2 months; but we come back on charge in the
trickle mode. Number one, if you cameback full charge, you would collapse
the wholebus, andwe can't do that. And you do see a very slow recovery, you
know, whenyou come in at those low-trickle rates. But we have had noproblem
in comingback out from these types of conditions. It takes a little while for the
voltageto recover, but we haven't had a problem with it. I don't know if that
addressesyour question.

FORD: Goddard. Let me be more specific. Have you seen anyevi-
dence, I think your data showedlike 40 accelerated eclipse seasons; have you
seenanyevidence in charging of peaking early in the charges as the cells come
up andgo positive, peaking and thendecaying and then going through the normal
chargeprofile. Have you seen anyevidence of that in these cells ?

SPARKS: No. Not in this group of cells. Onething I should comment
on: The charge control system we are using for this test is a voltage cutoff
system, a temperature-compensated voltage cutoff system. And we recharge
to a fixed voltage, based on that curve, andthen we trip it into trickle charge.
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The recharge ratios that we are running are very low, so we really

don't drive the cells on into overcharge in the mode that you have been talking

about earlier. Our recharge ratios are running around, the deepest eclipse is

about 1.12 to 1.15, very low. In the shallower eclipses, as you would expect,

the recharge rates are a little higher. And so we really haven't forced this

voltage peaking and that characteristic.

We haven't seen, since we have gone into deep reconditioning, we haven't

seen a shift; you know, an early rise in the voltage characteristics on this test,

up through four years.

GASTON: RCA. Just one comment: When you talk about reconditioning,

you have got to keep in mind cells which have nylon separators and cells which

have polypropylene separators. They might have a little different characteristic.

SPARKS: Absolutely.

GASTON: You might need a little more care to recondition them.

SPARKS: Yes. These are nylon separators.
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TAMEOF LOIMTERMLIFE TESTVARIABLES

DEPTHOF CHARGE CHARGE DISCHAREE TYPEOF
nlsclou_ BA_ _ _

1 - 5 631 2.Ok 7 - 15"C 21 - 26"C SHALLW-2 STA6E

6 - 12 751 1,6A 7 - 15"C 21 - 26"C SHALLOW-2STkr_

13 - lq 7SI 1,6A 7 - 15"C 21 - 26"C DEEP-LOWRATE

15 751 1,6A 10 - 18"C 2q - 29"C DEEP-LOWRATE

16 - 19 7_ 2,Ok 10 - 18"¢ 2q - 29"C DEEP-LOWRATE

20 - 29 751[ 2.0A 7 - 15"C 21 - 26"C DEEP-L_ RATE

30 - 32 751 2,0A 10 - 18"C 2¢ - 2<J'C DEEP-L_ RATE

33 - 35 75"I 1,6 10 - 18"C 2q - 29"C DEEP-L_ RATE

36 7_ 1,6 7 - 15"¢ 21 - 26"C DEEP-I.O_RATE

37 - qO 75:[ 1,2 7 - 15"C 21 - 26"C DEEP-LOllRATE

Figure 180
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THE CHARACTERISTICS OF SEALED

NICKEL-CADMIUM CELLS DURING VOLTAGE REVERSAL

P. F. Ritterman

TRW

The first part of the talk is going to concentrate on a mechanism

which allows us to reverse cells. And specific tests were made on various

new and old cells; specifically 12-ampere-hour size and 24-ampere-hour size.

(Figure 185)

When a battery is reconditioned to zero volts, some of its cells,

obviously, are driven into voltage reversal by cells of the battery that have

greater capacity. Now, we have tested a total of 25 nickel-cadmium cells,

both new and extensively cycled, and they have been subjected to voltage re-

versal at discharge rates ranging from C over 200 to C/12. And these tests,

the result of these tests, has been a hypothesis of a hydrogen recombination

theory and a determination of a safe reconditioning resistor for each particular

cell.

(Figure 186)

The general results of the rests have been: Hydrogen is the only gas

generated, in all cases, meaning that the cells are positive-limiting. The

pressure rise is always below the theoretical rate, based on the agglomerate

equivalent of hydrogen gas.

The pressure reaches an equilibrium for the low over-discharge rates;

and the cell voltage stays at between minus 0.1 and minus 0.2 volts, no matter

how long we over-discharge.

(Figure 187)

This fi_oure shows a plot of ampere hours of over-discharg e versus

the pressure increase during that over-discharge. And also shown is the

theoretical rate of pressure rises; that is to say, ff there were no hydrogen

recombination, then the pressure rise for the 12 and 24 ampere hour cell

would be as shown over here.

The particular rates that I plotted represent the highest rate at which

we got equilibrium of below 40 psia; and you can see that for the 24-ampere-

hour cell, we could over-discharge at C over 60, and maintain equilibrium
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pressure of 30 psia. For the two 12-ampere-hour cells, although the pressure

is higher, the equilibrium pressure is higher for the new 12-ampere-hour

cells, we did get an equilibrium at 100 milliamps.

I want to make another point with regard to Steve Gaston's question.

The 24-ampere-hour cell does have silver in the negative. The 12-ampere-

hour cells do not; so the rate is enhanced somewhat by the silver, but you can

have a hydrogen recombination, which I will talk about later, without having

silver in the negative.

(Figure 188)

Previous curves showed a dynamic equilibrium situation. Here is a

static equilibrium, a static condition where no current is passing through the

cell, and where the negative and positive electrode are essentially at the same

potential. The positive electrode is at the potential of the negative; no current

flows, and you have got a resistor across the terminal and you have an excess

negative capacity. And we filled these cells with hydrogen and let them decay,

these are typical curves, at 20 degrees and 30 degrees.

And the rate of reaction, as you can see from this, is doubled when

you go from 20 degrees to 30 degrees. I would say the rate of pressure decay,
which is the rate of reaction.

(Figure 189)

I was interested to examine state of charge; and although not shown

here, at a fully charged state, the hydrogen recombination on open circuit is

almost negligible. At a 50 percent state of charge, it is somewhat increased;

and at zero percent state of charge, based on the positive capacity, we have

about three times, or twice; twice the rate we have at 50 percent.

(Figure 190)

From these results the following mechanism was postulated: When

the positive capacity exhausts, hydrogen is generated at the positive electrode;

and in the meantime, the negative capacity is still present, and was simply

discharging cadmium to form cadmium hydroxide.

The gas generated, obviously, is directly proportional to the over-

discharge time. Some of that hydrogen gas migrates over to the negative

electrode, where it is adsorbed onto the sintered nickel sites of that negative

electrode. Hydrogen is removed from the nickel sites by reaction with
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hydroxide at the potential of the cadmium, cadmium hydroxide electrode. So

first you adsorb hydrogen, then you remove it; and at the same time, the

cadmium hydroxide is reduced chemically back to cadmium, using the electrons

generated in reaction 4.

And the net reaction, summing up 3, 4, and 5, is that cadmium hydrox-

ide reacts with hydrogen to charge it and form cadmium plus water.

So in the recombination we have, hydrogen not only removes some of

the gas, but it results in a charging of the negative electrode. When the rate

of hydrogen generation equals the rate of hydrogen recombination, you have

an equilibrium situation, and constant pressure results. The cell can he over-

discharged in this case indefinitely without a change of pressure or state of

charge of the negative.

(Figure 191)

Although it is not evidenced in the figures, I did do some calculations

and found out that the hydrogen recombination during over-discharge, when

current is passing, exceeds the open-circuit rates by an order of magnitude.

And some of the reasons to explain this are, one, that during over-discharge,

the polarization of the cadmium electrode is away from hydrogen evolution;

so it tends to favor, it is more anodic, it tends to favor the recombination

of hydrogen, whereas in open circuit, the cadmium electrode is at its maximum

potential compared to when it is over-discharged.

There is a constant replenishment of reactants by the over-discharge.

And finally, and I think this is probably the key to it, people have reported a

disappearing electrolyte phenomenon during over-discharge. This was reported,

I think, by Dr. Soiger on a vented cell, plastic case; but when he took it into

reverse, the electrolyte seemed to essentially vanish. And I would say that

this phenomenon, in sealed cells, results in the decrease of this diffusion path.

The hydrogen has to diffuse through the electrolyte; and under the diffusion path

is lowered, hence the reaction rate is increased.

(Figure 192)

Now, these are the cells that Dick Sparks was talking about. We have

added a 13th cell. This particular experiment is run at about 10 degrees,

between 7 and 15; and since we are over-discharging at a low rate, we are dis-

charging at very low rates and we have a 40-ohm resistor, I assume the cell

temperature is around 10 degrees when this happens.
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We start this off with the battery pack fully charged; then on cell
number 13, we hook up a one-ohm resistor, which we remove after four hours.
All we are doing is, we are prejudicing the one cell to go into reversal by
taking out four ampere-hours more than the other cells in the battery. And
obviously, this cell is pushed into reverse by the other cells.

(figure 193)

And this is typically what happens. This is again after the 35th season,
reconditioning. I plot here voltage versus ampere hours of discharge, andI
start outwhen cell number 13 is just about exhausted. And as you can see from
the curve, the cell is positive-limiting. The negative electrode gives a little
blitch, but then it essentially flattens out; so we establish that it is a positive-
limiting cell, and this was the case in each of the instances that we ran this
experiment.

(Figure 194)

Now, essentially placing the same ampere hour discharge period, we

plotted pressure; we had a transducer on the cell, versus the discharge cur-

rent, which is shown over here. Not versus the discharge current; versus

ampere hours of discharge. And we plotted the discharge current versus ampere

hours of discharge; and we see that the discharge current drops as the other

cells become less and less charged and the voltage goes down; and cell number

13 is driven into reversal at lower and lower over-discharge rates.

From this data, and from the philomic equivalent of hydrogen gassing,

I can take my pressure data and the over-discharge current, and calculate my

recombination current. Obviously, when the pressure change is zero, the re-

combination current equals the over-discharge current, which is this point over

here, and you can see that the slope over here is essentially zero.

And the interesting point is here that as the over-discharge current

drops, the recombination current exceeds it, and the pressure begins to go down.

(Figure 195)

Here is why I wanted to use that other projector. This is the same

data, but now I show what the theoretical hydrogen gas pressure would be if

there were no recombination. It would go up to about 200 pounds.

(Figure 196)
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I have shown a linearity between the hydrogen pressure recombination

rate in a static condition and now with this particular data, I was able to make

some plots in a dynamic condition.

I have to point out that in that particular experiment, the cell that we

put the pressure gauge on was not evacuated, so we had about 10 pounds of

nitrogen throughout the entire test. I subtracted that 10 pounds of nitrogen,

and then I plotted the hydrogen pressure versus the recombination rate. And

going up as the pressure is rising; this is based on the data that I showed in

the previous figure, as the pressure is ascending, the linearity cannot be seen

too clearly, because there are other effects; there are the electrolyte layers,

that form an eqniHbrinm condition.

But as you are descending in pressure, there is a direct linearity. If

I extrapolate the curve back to zero, itdoes indeed go through zero. You have

a zero hydrogen pressure and you have a zero recombination rate, in a dynamic

situation.

DISCUSSION

HALPERT: I would like to add that on your scale, of pressures, the

units are kilonewtons per square meter. One atmosphere is approximately

equivalent to 100 kilonewtons/m 2.

ROGERS: Hughes Aircraft. If you calculate the potential for that

reaction, though, production of cadmium hydroxide and hydrogen and a catalyte

by nickel, which I assume is what you are doing, does it really come out that

you can plate out cadmium ? It would seem to me that cadmium is too high

above in the electromotive series, isn't it?

RITTERMAN: No, it is not; it is thermodynamically quite feasible.

The hydrogen evolution exceeds the negative voltage of cadmium hydroxide.

You can check that out.

SEIGER: By 19 millivolts.

RITTER1VIAN: By 19 millivolts, Dr. Seiger tells me.

ROGERS: A whole 19 millivolts ?

RITTERMAN: Well, we don't have a great rate, there. But don't

forget, Howard, thatwhen you are discharging a cell, that potentialis much

lower than 19 millivolts. Itexceeds itby perhaps I00 or 200 millivolts then.
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O'SULLIVAN: Bell Labs. Could you tell us more about the composition

of the positive and negative electrodes in the cells ?

R1TTEltMAN: These particular ones are the standard composition:

Vacmun-impregnated pos and neg, presumably some small amount of anti-polar

mass, loading factor I guess about 1. 8, 1. 6 or 1. 8 for the pos; that is granted

for ec void; 1. 9 to 2 for the neg.

O'SULI_2VAN: There is no silver in the negatives ?

ltlTTERMAN: There is silver in the negative for the 24-ampere-hour

cell. For this particular experiment that I described, yes; there is a small

amount of silver in the negative. It is the same set of cells that Dick discussed.

SEIGER: Yardney. I would like to add a comment on Paul's work; that

ff you took a cell and hool_d a platinum electrode up to the negative electrode,

and then pressurized the cell to about 50 pounds, you will get a fantastically

high recombination rate, and furthermore, you can put a little galvanometer

in that circuit and show that the current that flows through is proportional to

the pressure and decrease.

R1TTERMAN: You are thinking on that. That shows that platinum

is a better hydrogen catalyst than nickel.

LI1V[: Hughes. Do you have an explanation why the cycled cell has

faster recombination, in terms of your mechanism ?

R1TTERMAN: Yes; I just explained that. Shall we show that slide

again ? (See Figure 195. )

RITTERMAN: Is this what you mean when we put current on, over-

discharge current tests, for the cells. One, the potential between hydrogen

recombination and the cadmium potential is greater; so it favors the hydrogen

recombination more. Second, you continually replenish your reactants when

you are passing an over-discharge current; and three, I think most important,

is the disappearing electrolyte phenomenon.
o

CLARKE: Grumman. One of your last graphs up there showed an

expected recombination rate proportional to the pressure of hydrogen. Wouldn't

that lead you to expect a tapering pressure decrease with time on cells that

are left on open circuit ?

ltlTTERMAN: This is precisely what we do have.
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CLARKE: Didnrt you have a linear decay with time ?

R1TTERMAN: This is an elaborated plot. As you can see, I didn't

mention the log, but you can see 10, 50, 100.

SEIGER: Yardney. On one of your early slides, where you showed

the steady-state pressure, you had a 12-ampere-hour cell that was new that

equilibrated at a higher pressure than the aged one; one that was heavily cycled.

Could you comment on that ? Could it possibly be the swelling of the positives

and changing the inter-electrode spacing ?

R1TTERMAN: I don't have a reason; so ff you would care to comment

on your theories ?

SEIGER: Oh, I was just wondering ff it could possibly be due to the
change of the inter-electrode spacing.

RITTEP_N: Conceivably.

SUIKES: I was going to ask the same question; why the difference
between the new and the old ?

FORD: Goddard. Well, do you think the amount of cadmium migration

and the degree of cadmium buildup in the substrata would affect the results of
this ?

R1TTERMAN: You are suggesting a possible shorting effect. We

have not seen any shorts throughout these particular tests and during the

cycling of our 1B-cell battery pack.

HALPERT: Were you asking about cadmium in the negative possibly

being the mechanism for that hydrogen combination ?

FORD: I was asking about the cadmium migration in general; would

it affect the results ? In other words, the more migration, would you expect
better recombination ?

RITTERMAN: No; it would not. I think ff the migration were very

severe, and you were to over-discharge the cell at a high rate, conceivably,

shorts might occur, although we did not see shorts in any of our work.

HALPERT: But how much cadmium migration did you see in those
cells ?
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R1TTERMAN: I did not open up the cells.

GASTON: RCA. During this test, did you determine how well the

anti-polar matter formed in the positive electrodes, how efficient it was, or

did it do its job, or do you have some estimate on that?

RITTERMAN: How well, in the case of a cell being positive-limiting,

did the cadmium perform on subsequent charge; is that what you were asking.

GASTON: No. I just, before you went into reversal, you went into

that stage where the anti-polar matter is supposed to protect it, give you some

reversal protection.

RITTERMAN: Yes. There is a very slight effect.

GASTON: Very slight.

RITTERMAN: Almost negligible.

GASTON: It is not worthwhile having it there if it doesn't do the job.

When in fact they put it in there on purpose, and just if it doesn't do the job,

whey put it there ?

ltlTTEltMAN: I don't know ff that is the complete reason that they

put cadmium in the positive; perhaps Guy could comment on that.

GASTON: Maybe somebody else would like to comment on that.

PARK: Battery Development. Were these new cells ?

R1TTERMAN: I showed some of the early results, some of the early

results in the talk, where I had sonm new 12-ampere-hour cells and some new

24-ampere-hour cells.

PARK: And what about old cells ? Have you studied them in the same

way?

R1TTERMAN: Yes. Also in that same group; we had, and you can

consider the cells where we did the reconditioning as old cells, we had at the

time of that experiment, we had 35 seasons on those cells.

PARK: Did they short out or did they behave any differently ? I

mean, the old cells.
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RITTERMAN: They did not short out. No; I showedthe data.

R1TTERMAN: This was the particular case after 35 seasons, when
we did our reconditioning; and all of thesecells were still operative, and they
are now in their 40th season, andthey are doing fine. Their 41st.

1VIAURER: Bell Labs. Have you looked at the varying amount of
electrolyte in the cells ?

R1TTERMAN: No, I have not; but I plan to.
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EFFECTS OF CELL REVERSAL
DURING FLIGHT TESTING

J. Harkness
Naval Weapon Support Center

My talk is essentially on cell reversal during flight. Approximately

about a year ago, we had various practice in on tests for, say, three to eight

years; and our failure criteria was that they reach. 5 volts during discharge,

on a regular flight cycle. And as our standard tactic is, any time that this

happens, we always call the NASA project technical monitor and let him know

that this is happening. Well about this time, I said a year ago, the technical

monitor on this pack was Floyd Ford, and he suggested that we lower our limit,

consider that the cell has failed, but lower the limit and see what happens if we

just let it reverse during the discharge.

And then before I could say anything, he would ask, "Did we have a

pressure gauge on it to where we could watch if the pressure would start to

rise ?" Well, on some I would say, "Yes, we do," and he said, "Okay, fine."

And on a couple I said, "No, we don't, " and he said, "Well let's do it anyway,"

you know, so we would go ahead.

And I can say that we do have some interesting phenomena happening.

(Figure 197)

The first pack I would like to look at is Pack 58-D. As you can see,

they are a group of six ampere-hours; they began life-cycling in January, 1969.

They are a 25 percent DOD; the discharge rate is C over two, and they are at

20 degrees C.

Now, we had five cells in the pack. One cell was pulled out early,

just to do an analysis. It was sent to Goddard for an analysis; they had not

failed. It was pulled out early in life.

Another cell that was not shown here failed, I believe, around 35,000

cycles, and that was at. 5 volts, and we just took it out of the circuit. And

then the other cells that failed after that were when Floyd said, "Let's let them
reverse."

As you can see, cells 3 and 4, you have your failure there at. 5 volts.

We let them go on and they finally shorted out at the cycle shown. Cell 1,
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failure occurred at 40,000 cycles. You get about 5,800 cycles per year; so
what havewe got, about six ? Six and a half; or something. Anyway, they have
beencycling, that cell has beenreversing for a year. As of the 31st of October
it had46,000 cycles on it.

Now, as you go along, you can see that these are the end-of-discharge

voltages at various cycle times. Now, the recharge, you can tell that the pack

charges at a constant current to a voltage limit, so we are only talking about

one cell. The voltage limit is 1.44 volts. The cell comes up, it does reach

• 44 volts, the current tapers off, and then we have determined the percent re-

charge. As you can see just lately we have gotten down to 82 and 83 percent

recharge.

Now, these packs were set up on a capacity check scheduled every

year, and the last capacity check we ran was at 40,916 cycles. Just before that,

here, you see we were running 102 percent; the cycle before the capacity check.

At the capacity check, the ampere hours after one volt were . 87 to

.50; it was .99 and to zero volts with 1.12.

Now as the pack began reversing, there has been kind of a gradual

trend to where it reverses sooner and sooner during the discharge period, but

we let it complete 30 minutes of having discharge forced through it. These

discharges are not with a resistor• They are forced discharges with a power

supply.

(Figure 198)

The next pack was Pack 75-E, on a 60 percent DOD. It is a 24-hour

orbit, where it gets a 3.6 amp discharge for one hour every day. They are

G.E. six-ampere-hours; they have a nickel-braze seal, and asfar as I know,

they do not have silver in the plates. They began life cycling in 1971.

On the data, we determined that failure was on cycle 1210• Now, they

get 365 cycles a year• The pack started to reverse after about 3.3 years of

cycling, and finally shorted out after 5.9 years of cycling; therefore, it was re-

versing every cycle for approximately 2.6 years.

To back up, on that first pack we showed, that cell did not have a

pressure assembly. We have gone out. It is still cycling• We have seen no

bulging of the cell• We have checked it for leaks, and we have detected no leaks.

This cell has a pressure gauge assembly•
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As you can see, we are essentially operating in a vacuum; 13 to 15 psia

at the end of discharge. We checked the assembly because we thought possibly

maybe we had a leak and this caused an early failure, but we have not been able

to determine any leak in the cell. The cell, when it was shorted out, was sent

back to Goddard, and Ford, at the end of the presentation, may make a comment

On the analysis. I believe his one comment was that it was completely dried out.

(Figure 199)

Again, the same pack, which is a graph of the data that was just shown,

where failure occurred, your end of discharge, and then finally where it shorted
out.

(Figure 200)

The next packs we had are AE type cells. They are six ampere hour

G. E. ; they operated for approximately three years before we discontinued the

packs. I believe the packs were discontinued because of lack of project funds.

Was this right ?

HALPERT: Yes, that was the reason.

HARKNESS: They had completed three years of cycling, near-earth

orbit, approximately 15 to 20 percent DOD. The three temperatures were zero,

10 and 20 degrees C. Following discontinuance, we ran a number of special

tests, the last of which was we would charge the cells at C over 10 for 24 hours

at room ambient temperature, which was about 23 degrees C; we would take

them down -- well, we would give them a capacity check, C over two capacity

check following this, and then we would pick one Cell out of each pack, discharge
it to minus one volt.

We would relieve the pressure during the discharge if it ever reached

85 psig. When the cells reached minus one volt, we would then want to take a

gas sample; so we did this.

The pack of 2-H, which was the zero degree C pack, looked like a new

cell. In other words, it came down and went into reversal. The ampere hours

out of that one cell was 7.02, and the total ampere hours out to the end of dis-

charge was 9.5 ampere hours; so when you subtract the two, you get about 2.3
ampere hours from 0.75 to minus 1.4 volts.

Now, during this time, we had to relieve the pressure three times at

85 psig. We took the gas sample. We got 94 percent hydrogen, 1 percent

oxygen, and 2 percent nitrogen.
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The next pack was at 10 degrees C. The maximum reversal voltage

we got was minus 0.2 volts. The ampere hours out of this cell, to 0.75 volts,

was 7.35. The ampere hours out total, to the end of discharge, were 13.9;

so we essentially discharged it for two hours at the C/2 rate, and the maximum

voltage was minus 0.2, and then it started to go back towards zero, so at that

time we shut off the test; we stopped the discharge.

The pressure was vented twice during this time; but the cell again

never would go to minus one volt. The gas sample, when we finally stopped,

was 96 percent hydrogen, one percent oxygen, and about 3 percent nitrogen.

Now, pack 2-G was at 20 degrees C. It also would not go to minus

one volt. We also, during this time, did not have to relieve the pressure at

any time. The maximum pressure rose from 13 to 25 psig; in other words,

it stabilized and stayed at 25 for a good hour. The maximum reversal voltage

was minus 0.26 volts, and when we stopped the test, it was minus 0.14 volts.

The ampere hours out to 0.75 were 7.3; and the ampere hours out to the end

of discharge were 17.2, so that is about a total of 10 ampere hours at the C

over two rate that we discharged the cell; then we stopped it.

It looks like, from these results, which we all know, that the degrada-

tion at zero degrees is much less than at any other. So it brings out, we are

talking about reconditioning at the low rates and that, it brings up an interesting

question: How long in life, at a certain temperature, could we just run it down

at the C/2 rate and make it a quick discharge ? How long did we have to operate

the cell during life cycling to where we would not have a pressure problem ?

We also, on a synchronous orbit type test, we had a couple of cells

that failed. These were G.E. six ampere hours, the earlier cells that we ever

put on synchronous orbit. This was at a temperature of 25 degrees C, 40 per-

cent DOD; we had a cell reverse or fail at the beginning of the 16th shadow

period, and it reversed for two days before it finally just shorted out. And the

time on test for it was about 8.2 years. Another cell at zero degrees C with

80 percent DOD, it failed at the beginning of shadow number 11, and four days

afterward it shorted out, after letting it reverse. The total time on test for

it was about five years.

DISCUSSION

HALPERT: Are there any questions or comments ? There is some-

thing wrong. I will ask one question. On your first figure, it looked like you

had two volts on there, for the end of charge.
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HARKNESS: Yes, sir, that is true.

HALPERT: It was two volts ?

HARKNESS: Yes.

HALPERT: Would you put that figure on again for me ? (See Figure

198)

HARKNESS: Just before it got down to shorting out, these are true

cell voltages for that. That was measured -- well, we got it by the computer,

and we kind of thought, you know, "That is a little weird," and we did measure

it by hand during the discharge; went out and checked it in the chamber, and it

did get to those values. Ford, did you want to make a comment on the analysis ?

FORD: Well, we just got the cell open last week. It was interesting,

because when we pulled it open the cell was extremely dry; and what surprised

me about this cell is the separated material visually looked to be in pretty

good condition. What really had deteriorated considerably was the positive

plates. They were like, around the edges, you could see the substrate all the

way around each plate; but bear in mind, this is in a 24-hour orbit, where we

are discharging at 60 percent, and I think we talked about this about three

years ago, some of the effects we had seen on high-rate discharges on the

positive plates.

But we are continuing the analysis, and we hopefully next year will be

able to present the results of that.

MAURER: Do you have any indication of why the short occurred ? Is

it active material in the separator ?

HARKNESS: Which short ?

MAURER: The short that occurs afterreversal.

HARKNESS: I have not seen that cell. The only ones that are still

cycling are the first three. Those two that have shorted are still in the pack,

okay; and we just removed them electrically. We kind of figures, where the

other one happened; it is going to short real quick and we would take the whole

pack out. That was a year ago.

FORD: Goddard. In the cell that we have opened here, we didn't

see any evidence of the short. There was nothing we can look that said,
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physically, here is a short. Now, that is in contrast to where we have open
cells that have shorted early in their life, andwhenyou find burned separators,
you know, evidence of high heat. But bear in mind, this cell really had no
energy in it to dissipate whenit shorted anyway. But I suspect it was, f_om
what I lookedat, I would not attribute it to cadmium migration. I would attri-
bute it more or less to the positive plate's state of deterioration.
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PACK 58D - Gulton, 6AH, Auxiliary Electrode

25% DOD, 20°C, 1.5-hr Orbit

Began Li_e-Cycling January 1969

CYCLE

Cell Failure (.5 volts) Shorted

1 40,393 NA

3 38,241 40,329

4 37,726 38,150

NA - Not applicable, still cycling, has completed 46,506 life-

cycle as of 3! Oct !977.

EOD Voltage and Percent Recharge

(CELL 1 )

_ Recharqe (%)

39,893 .99 108.2

40,393 .50 106.0

40,915 -.15 I02.5

42,878 -.06 I02.7

45,612 -.06 82.0

46,403 -.06 83.0

NOTE: (I) No swelling of cell case.

(2) Results of capacity test, cycle 40,916: AHout
to 1.0V(.87), to 0.5V(.99), to O.OV(l.12)

Figure 197

PACK 75E - GE, 6AH, Nickle-Braze Seal
(CELL I) 60% DOD, lO°C, 24-hr Orbit

Life-Cc._

719

902

930

946

989

liB0

1210

1215

1229

1247

1277

1396

1492

1599

1655

1683

1824

2005

2034

2098

2170

2178

NOTE:

Began Life-Cycling March 1971

Cell pressure ranged from 13 to 15 PSIA at EOD while

reversing.

CELL VOLTS

EOD EO__C

1.15 1.460

1.10 1,467

1.462

1.453

1.00 1.443

.94 1.427

.50 1.396 - Failure

-.11 1.396

-.19 1.394

-.20 1.380

-.10 1.378

-.07 1.360

-.15 1.377

-.10 1.381

-.13 1.392

-.13 1.410

-.12 1.429

-.25 1.424

-1.71 1.400

-1.80 1.388

-2.43 .630

SHORTED 14 Sep 1977

cell was

Figure 198
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1.5-

1.0

.5

0.0

-0.5

-1.0

-1.5

-2.0

PACK 75E - GE, 6AH, Nickle-Braze Se_l

(CELL l) 60% DOD, lO°C, 24-hr Orb_

Began life-Cycling March 971

\

SHORTED 14 SEP 1977

I I I I I I I I I I I : ', _ '_,

800 1000 1200 1400 1600 1800 2000 2200

NOTE:

CYCLES

Cell pressure ranged from 13 to 15 PSIA at EOD while cell was
reversing.

Figure 199

Pack 2F, GE, BAH, Project: AE-C&D

15-20% DOD, 10"C. 1.5-br Orbit

Began Life-Cycling 11 Dec 1973
Discontinued 22 Sep 1977, 17734 Life-Cycles

AHout to .75 Volts was 7.35

AHtotel to EOO (-.152) was 13.9

I1axlmum Reversal Voltage was -.202
Pressure Vented Twice at B5 PSIG

Gas Sample: 96.5 H2, 1.0 02, 2. 5 Nz

Beck 2G, GE, 6AH, Project: AE-C&O

15-20% DOD, 20"C, 1.5-hr Orbit

Began Life-Cycllng 11 Dec 1973

Discontinued 26 Sep 1977, 17637 Life-Cycles
AHout to .75 Volts was 7.34

AHtotal to EOD (-.143) was 17,2
Maximum Reversal Voltage was -.251

Pressure Rose from 13 PSIG (.75 Volts) to 25 PSIG (EO0)

Gas Sample: 58,0 H2, 9.0 02, 4,5 Nz

1,4-'

1.0-

.6-

.

,2"

0.0

-,2

-.6

-1.0

P

-1._ 'I I

Pack 214, GE, 6AH, Project: AE-C&D

15-20% DOD, (_'C, 1.5-hr Orbit

Began Life-Cycling II Dec 1973
Discontinued 26 Sep 1977, 17168 Llfe-Cycies

AHouL tO .75 Volts was 7.02

AHtotal to EOD (-1.393 Volts) was 9.5

_ Times at 85 PSIGPressure Vented Three

_ .GasSample: 94.5H 2, 1.202. 2"ONz

2H ..... F2G

Plots are of Cell 1 in Each Pack

Discharge Rate of C/2 (3.0A) was performed

following a C/IO charge for 24 hours at 250C .

I-T ] I I l I ; _ ', ; .I I I I I I_ t

3.0 6.0 g. 0 12.0 15.0 18.O

AMPERE - HOURS

Figure 200

292



RECONDITIONINGON SATCOM

J. Napoli
RCAAmerican Communications

Just a little history on the RCA SATCOM satellites. We have presently

two operational satellites. They are at geostationary altitudes. We have one

which is deisgnated the F,1, and it is operating for 23 months and has seen

four eclipse periods and four deep-reconditioning cycles. We have the F-2,

which is operating for 18 months and has seen three and a half eclipse periods,

and it has seen three reconditioning cycles. We say three and a half eclipse

seasons; we launched it into the middle of the eclipse, you know, hence the

half eclipse season.

The F-1 power system does see a true synchronous orbit cycle regime,

whereas the F-2 sees a 24-hour orbit with a daily DOD of 28 percent in addition

to the synchronous orbit. We presented some data last year where we showed

some of the effects of reconditioning on F-2. We showed some of the recondi-

tioning that we performed, and we continue plotting this and we are going to

show you some of the curves that we have here today.

(Figure 201)

Basically, again, the characteristics are a repeat of what we have in

the last year's record: The 12-ampere-hour nameplate cells with an actual

capacity of 14 ampere hours. We have Teflonated negatives; they are prismatic
cell cases. We have a single positive isolated terminal, and we have 22 cells

per battery. The spacecraft actually have three batteries. We don't have any

backup batteries; they are all being used operationally.

(Figure 202)

These are the battery operating characteristics. We have a maximum

depth of discharge during the peak eclipse periods of 58 percent. That is of

rated. It would be, I guess, approximately 52 percent of actual. As we men-

tioned before, the F-2 spacecraft has a daily depth of discharge of 28 percent

at one time; that is once a day. And we have various charge rates that we have

available on the spacecraft. There is the C over 10, which has a DT taper

when we reach the voltage clamp, or the function of temperature. We also have

the C/20 and we have a C/60 for our solstice maintenance charge.
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The operating temperatures average between2.5 to 15degrees C. We
do have peaks at times, right after the vernal, the eclipse periods, just before
going into solstice and I guessright into solstice, we do have peaks where we
go up to about25 degrees C. But on the average, the yearly average is between
2-1/2 to 15degrees C.

We do recondition the batteries and the cells at the cell level; unlike
what youhave heard here earlier today, we do have individual shorting resistors,
one-ohm resistors, that we do place across each cell approximately about a
weekprior to going into the eclipse period. We do bring these cells downto
0.09 volts per cell. We don't have individual cell monitoring capabilities. We
do monitor the terminal voltage on the battery.

(Figure 203)

I believe I may have shown this last year. This was the first recon-

ditioning that we performed on the F-1 spacecraft as part of the operational

check-out of the spacecraft, which happened to coincide with about a month or

so before entering the eclipse season.

You can see that we take the cell down to two volts per battery pack,

or battery terminal voltage; and it takes approximately 23 hours to get there.

Using this 23 hours, we use it as a baseline for comparing this to subsequent

reconditioning periods to see how much time it takes us to get down to that

same level, and I guess we use it as a means of checking capacity as the space-

craft goes on.

Right after we get down to two volts, we remove the shorting resistors

from the cell. Immediately the cell pops up, the terminal voltage of the battery

pops up to about 16 volts, at which time we then place the C over 10 charge

rate on it, which then brings it right up to about 28, as you see right there, to

about 28 volts, a little bit over 28 volts, I guess. And we continue charging

until we feel that the battery is fully charged.

The criteria that we use for determining when the batteries are fully

charged are time and temperature; or actually, it is the other way around,

temperature and time. We closely monitor the battery temperatures on strip

chart recorders, and when we start to go into overcharge, we see a correspon-

ding increase in temperature on the battery, and we feel that is the time to take

them off or put them into the flow charge.

So this is the reconditioning deep discharge for the F-1 spacecraft.

It happens to be battery number 2, in this case.
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(Figure 204)

A comparison, four eclipse seasonslater; this was taken during the
autumnalequinox reconditioning period. You will notice that we have a little
bit more than 24hours to the two-volt termination voltage. And the problem
I have here is that we do have some time datagaps from one control center
becauseof either ranging or becauseof other things that are going on at the
station, so I have to get the data from the other station, and sometimes trying
to piece all these things together to come out with one integral time, I may have
exceededit by about anhour or two.

It looks like wedo still get out to 24hours to get downto that level,
at least 24hours, which compares with about23hours from the first recondi-
tioning deepdischarge. This is also the F-1 spacecraft again, here. I could
superimpose these, but the only problem here is that there are two different
l_ds of plots.

(Figure 205)

This particular reconditioning, and I think this is also in the record

from last year, is on the F-2 spacecraft. You can see as we deep discharge,

what happens is that the battery temperature starts to rise. And we have a

temperature criteria where we discontinue the deep discharging ff we reach

25 degrees C.

So if you will notice, we have a rise in voltage here all of a sudden as

the batteries are deep discharging. What we have done here is we have taken

them off deep discharge because of the temperature; as you can see, the tempera-

tare gets up to 25 degrees C. We take them off. And it turns out that during

the aukunnal reconditioning periods, we have more discontinuities in deep

discharge because of the temperatures reaching 25 degrees C more frequently,

because of the way the sun angle is in relation to the battery panel. And that

is one of the reasons why it was hard to measure the actual ampere hours

taken out from that previous chart, because we do have places where we have

to take the batteries off for several hours and then put them back on, and about

a couple of hours later we have to take them off again, and put them on; and

that happened about three to four times. So it is hard to piece all the data

together. We are still going through this.

(Figure 206)

Pretty much of this is a repeat of last year, except with the deep dis-

charges this year. This is the end-of-discharge battery voltage for the 44-day
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eclipse seasonduring the 1976vernal equinox. Actually, this is our first
equinox, our first eclipse period, for the F-1 spacecraft.

And the average low peak end-of-discharge voltage, which is the

average of these voltages down here, was 26.55 volts. This was eclipse season
number one.

(Figure 207)

On the same spacecraft, four eclipse seasons later, the average of

these voltages down here was 26.3 volts. This represents approximately about

a 1.4 or 1. 5 percent degradation.

(Figure 208)

On the F-2 spacecraft, which has, as I mentioned before, somewhat

different operating characteristics, the average low peak end-of-discharge

voltage here was approximately 26.1 volts. We see this to be somewhat less
than the F-l, but it is also within the calibration accuracies of the telemetry

systems and differences that could exist between the two spacecraft.

In addition to that, the average load here happens to be 13.5 amps,

and in the case of F-l, it happens to be 13.1; so there is a somewhat higher

load on F-2, which is contributing to the lower end-of-discharge voltage. And

again, the other differences; I don't feel that all that all the differences are

recognized there, but I do think that it is within the resolution of the telemetry

system, it is hard to really find out why we have such a small difference, anyway.

(Figure 209)

This again, if you look in last year's workshop record, this is a plot

of the end-of-discharge voltage that we get during the 24-hour discharge on the

24-hour orbit that we see with the F-2 spacecraft. This is where we go down

to between 20 and 30 percent DOD daily. And what I have plotted here is, this

is a day of the year, Julian day of the year; I have ,_lotted what the end-of-

discharge voltages are. Now, this is in the record, and in fact, in the record,

I have compressed the data. I have more days out here, but to try to show it

at this conference, at this workshop, it would have been too unwieldy to present

this. So what I have done with it, I have compressed this plot to bring us up

to the time period that we are operating presently, and this is what the data
looks like.

(Figure 210)
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This is the beginning of life, and this is months of life into the space-

craft versus the end--of-discharge voltage. Now, when we started out on the F-2

spacecraft, we did not recondition the batteries prior to launching the spacecraft.

So at this point here, as you notice, we reached an end-of-discharge voltage

prior to the first reconditioning which is approximately, I guess, 27.2.

When we reconditioned, the recovery voltage took us up to about here;

and the effects of reconditioning, and I define the effects of reconditioning as

how long it takes us to get down to the pre-reconditioning level, or how long

does it take us to get down to 27.2 volts again, and that comes out to about

this point here, which is three months after we reconditioned.

Prior to going into the second eclipse season, we reconditioned again

here. Now you will notice that the end-of-discharge voltage is slightly less.

From a plot standpoint, it seems a Httle severe, but this is a very expanded

scale. We actually have one volt between here and here, so we are really

looking at very small changes.

The end-of-discharge voltage, prior to reconditioning in this case

was about 27, just over 27 volts. When we reconditioned, we did not recover
to the same level that we recovered last time. However, the effects of recon-

ditioning again, until we got down to the 27.2 volts, was again three months.

The last pre-reconditioning voltage brought us down to here. When

we recovered, we recovered the voltage up to where we were last time. We

are still looking at this. We are not too concerned about it. Some of the things

that we have, at least I have, a problem with is trying to keep the variables

from changing on the spacecraft; and the variables are namely the loads that

affect the kinds of parameters that we are _ying to measure in an operational

spacecraft that we have. I have often been accused of just launching a satellite

to test the batteries; and I have a problem trying to get all the data I want, con-

trolling all the variables on a spacecraft.

They have been switching telemetry transmitters. We have two beacons

on the spacecraft, and sometimes they change philosophies and say, "Let's

turn two of them on during the eclipse season," and so there are other things

going on on the spacecraft, too. So again, I am not too concerned about this.

It isn't that severe. It is interesting to note that we do come back to the same

recovery level that we did during the second season reconditioning.
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DISCUSSION

BETZ: Naval Research. On your F-2 satellite, that does not see
the eclipse seasonin the typical synchronous in addition to this 28 percent, or
does it ?

NAPOLh It sees the eclipse seasonsin addition to the daily 28 per-
cent depthof discharge.

BETZ: With that one, do you recondition the batteries sequentially?

NAPOLI: We recondition the batteries sequentially a week prior to,

maybe about a week and a half; it takes a good week, a good six days, to re-

condition three batteries on a spacecraft. It takes approximately 24 hours to

bring them down to two volts per battery pack, but that is not including the time

we have to tinker with them because of the temperature on it, so sometimes

it takes as much as 36 hours to get them down to two volts per battery.

WADHAM: Telesat. In your reconditioning curves there, you were

saying that it took you on, I think it was the last discharge, it took you some-

thing Hke 24 hours to get down to 0.2 volts because there was that much differ-

enee in the capacity. I didn't think that it covered very much area. What was

your actual difference in capacity, for that, say to one volt; what were you

getting ?

NAPOLI. We can look at that. Again, one of the problems here is

that a lot of this data has to be replotted. They are on two different scales.

If I can just put this one on again. (See Figure 205)

NAPOLh I guess to get to the knee of the curve here, if you want

to define this as a knee, it took us approximately, 12, about 16 hours; and to

get to the knee here, we have three here; is that about the same ? Is that

approximately 15 hours ? We only have to, about 11, and about 14 hours.

Again, I tend to believe more than the other data. The problem is

again that I was trying to piece together the times where we didn't have telemetry

and I had to get it from a second station. It turns out that there are calibration

errors that are inherent in the second station; and trying to piece it all together,

I have some reason not to fully believe the second plot that I showed here, fully

believe the fact that these points are really accurate. I will look into this

further to try to get a more accurate plot.
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But the times are approximately between23 and 25 hours to get down
to the two volts per battery. AgaLu, I had this operational problem trying to
get the people to do what I want them to.

FORD: Goddard. If I interpret your data right, you are saying that
you are not seeing a drop-off in capacity, basedon the reconditioning data.

NAPOLh That is correct.

FORD: And the only thing you are doing is reconditioning to enhance

the discharge voltage as you showed by your slide.

NAPOLh Well, we are trying to enhance the capacity as well as dis-

charge voltage. Itturns out that right now we haven't seen any degradation in

capacity. We are getting some recovery voltage. The only means we really

have for measuring the recovery voltage is on this daily discharge of the F-2

spacecraft. Otherwise, I don't know how we can do this.

We11, we could on F-l, since we have the three-spacecraft. But ff

you look, I have done this;Ihave done this at one time to get a comparison

between F-I and F-2, and that is on the plotthat I presented last year. I

also have plotted ithere to get a comparison between F-I and F-2, and I showed

the F-I point, here.

In order to get this point on F-l, since it is a three-axis spacecraft,

all I have to do is turn the arrays around and go through a 28 percent DOD on

the F-1 spacecraft.

These data points that I have here, the squares, the triangle, and the

asterisk, is the F-1 plot, are F-1 parameters.

(Figure 210)

NAPOLI: And you can see that they compare pretty close to what the

F-2 are. They are just running slightlyhigher; and the F-l, again, does not

see any 24-hour orbit. So the only means Ihave to measure what the recovery

voltage is is during this kind of activity,and as I showed iton the monthly

plot, itdoes last about three months before we get down to where we were

originally, prior to reconditioning.

FORD: At this point, can you interpretthe data to say you have seen

a loss of capacity, or you only just see a degradation in voltage ?
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NAPOLI: No. Let me restate that. We have not seen a loss of

capacity as the data is being interpreted right now. In fact, ff I clip it the

way the data is just literally presented here, it looks like I have an increase

in capacity because of the time, but I don't believe those extra two hours out

there. I think that is just a data collection problem.

MARTIN: Canadian Astronautics. I was wondering ff you had any

analysis of how the reliability of your switching components affects the over-

all switching liability. Could you comment ?

NAPOU: That is a good question. Of course, we recognize that we

have the potential of losing a whole battery if we can't take the batteries off of

deep discharge, or ff one of the contacts that goes across the cells doesn't

make contact, and we could therefore force that cell into reversal.

But I think there is a trade-off on risks. The risks are that you want

to try to use reconditioning to attain an eight-year mission, which is our design

mission, but the reliability numbers have been generated, and it turns out

that the relay that we have been using has had a history of problems. I think

that some people are being more conservative. I think the Canadians are being

more conservative here with Telesat; and they are actually going through the

same type of reconditioning system on their ANEC-B (?) that they are putting

into -- I guess power relays, Peter, is that what they are using?

WADHAM: I think we are having series relays.

NAPOLI: Series on them ?

WADHAM: I think they are putting a series relay of contacts so if

one shorts out, it doesn't short out the cell. I don't know whether you have

that system.

NAPOLI: No. Actually we have, just one relay that handles four

cells in the battery, each.

WADHAM- I think we have the same basically, but we have a series

of contacts so that the worst that can happen is a contact will stay open, and

I think you will find that they will go into reversal. We only have two cells in

effect in a series in that condition, so if one shorts out, the other cell will go
into reversal.

NAPOLI: But not the whole pack will go into reversal.
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WADHAIVI: Not in that case, no; not ff just one relay contact goes out.

Stove Gaston is with RCA Astro Electronics. They are the contractors

for the SATCOM spacecraft, and I am with RCA American Communications,

and we are the end users and operators of the spacecraft.

GASTON: Two separate divisions. We are also building AhrEC N-B.

First I would like to comment on the SATCOM. It is the first time that indivi-

dual cell sensors have been used up in orbit, and we did double the number of

relays for adding three-four reliability.
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RECONDITIONING EXPERIENCE AT

MARSHALL SPACE FLIGHT CENTER

L. Paschal

Marshall Space Flight Center

I plan to cover the reconditioning effort that the Marshall Space Flight

Center has been involved in since approximately 1973. This effort started as

a result of the problems that were encountered on the Skylab. I will show the

background information, the development of a reconditioning circuit, and the
test results that we have had to date.

(Figure 211)

This first chart shows a typic3_l capacity degradation on a battery. This

is a 24-cell battery that was tested in the thermal chamber at 20 degrees C,

200 watts, or about seven amps discharge current. The particular battery is

based on, and all the ones that we are going to talk about that we have used in

the tests, are based on a 20 ampere hour G.E. cell which had a bed electrode
and a recombination electrode.

Now, as you see, we had a degradation of wet capacity, which is normal,

down to this point here; then at about 2,500 cycles we performed a reconditioning.

Now at that time the way we were doing reconditioning was to discharge

the battery down at a 10-amp rate to approximately one volt on the first cell;

then we reduced the current and continued to discharge to about half a volt on

the first cell. Then as the cells dropped below this value, we would pull them

off on open circuit, and then as they all got down to that point, we would put a

resistor across the cell and continue to discharge the individual cells to two-

tenths of a volt, and at that point we shorted each cell individually.

Now, obviously, this type of a system required individual cell monitor-

ing and the capability of putting resistors across each cell as they dropped down

to the proper value, and then later, of shorting the cells. And to do this inside

a spacecraft would result in a highly complicated system and probably cost-

prohibitive.

But anyway, up until the time of the launch of Skylab, this was the type

of reconditioning that we were performing; and we held the short, in this case,

something like 72 hours or more; a minimum of 72 hours. And in this particular

figure, I show that we recovered approximately to the same level of capacity that
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we had initially, and again decayedon aboutthe same order of magnitude with
cyclic life.

Now, the cycle in this case involved 58 minutes of sunlight, or charge
period, and 36 minutes of discharge.

(Figure 212)

With the launch of the Skylab, we lost someof our heat protection system,
lost onewing, and were unable to defer the secondwing on the airlock system.
Later, we were able to deploy that one wing that we did not lose on the airlock
system. But prior to the astronauts going up and providing additional thermal
control and deploying the array, the ATM system provided the entire spacecraft
load.

Now, we talked of the thermal shield being lost. It was necessary to
off-point the spacecraft such that the crew compartment was protected against
the high heat that would have resulted if it had remained with the ATM array
pointeddirectly at the sun. This meant that the batteries operated at between
15and 30degrees C, and were operated at near energy balance.

After the astronauts went onboard, the wing on the AM system was
deployed, and we then, at that point, obtained somehelp from the airlock system
and almost near-normal operation was restored.

However, the initial operation, after the end of the initial operation
proir to the deploymentof the oneAM wing, there was some degradation in the
ATM systems, andthis was apparent becauseof the under-voltage limit of
26.4 volts. There were several batteries that hit this limit andwere open-
circuited; and as a result, it was determined that the actual capacity we had
was not up around 20 ampere hours, as we expectedin that time frame, but
somethinglike eight to 12ampere hours.

Sowe started a test on two batteries in the thermal vacuum chamber
to simulate the conditions that we would experience on ATM, and we had like,
oh, 3,000 cycles at the launch of the Skylab. Sowe went to the test chambers
and started trying to re-establish, operate the system in the same manner as
the Skylab.

As you can see in here, wehad a normal degradation period downto
here. At this point, we degradedit, very similar to what occurred in the actual
operation of Skylab. Unfortunately, we do not have any reconditioning capability;
well, let's put it another way. We didn't have the type of reconditioning that
we neededto bring the capacity back up.
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The most we could do was to take individual batteries downto 26.4
volts, or approximately 1.1 volts per cell. This gaveus a slight voltage re-
covery which lasted a very short period of time.

So as a result of these problems, westarted in developing a recondition-
ing circuit that could help in providing a recovery in capacity. I will remove
this figure temporarily and show you that circuit.

(Figure 213)

This is a typical reconditioning circuit that has been developedby the
Marshall SpaceFlight Center, and a patent hasbeen applied for this. It is a
fairly simple approach. It involves a DC to DCconverter, a current sensing
device, andthe capability of switching several size reconditioners into a circuit.
Also, across each cell, there is a full rectifier, a full bridge rectifier.

Nowin operation, during a discharge of the battery, if we had a low

cell voltage, the reconditioning system would hold that voltage up and allow us

to continue to discharge on the system. When the cell is good, the voltage is

up above one void, of course, the diodes are back, or reversed biased, and the

current drawn out of the system here is very low. The system has a standby

power thrown at about one watt.

As the voltage drops on a cell to, say, seven-tenths of a volt, the cir-

cuit starts picking up the load and helps hold the overall battery voltage up.

With the hot-carry diodes, of course, the circuit would pick up some-
thing like five-tenths of a volt.

Going back to the second chart, it shows the effect that we had in re-

conditioning. We continued the operation of the two test batteries in the temper-

ature chamber after the ATM Sl_ylab mission, and somewhere about 8,000

cycles, we were able to breadboard and put the reconditioning circuits into

operation. And the way this thing worked, we discharged at the normal ATM

rate of about seven amps to the 26.4 volts, and at that time we switched the

system off the normal load bus and picked up the reconditioning circuit.

The reconditioning resistors are rated at five ohms or 15 ohms and

26 ohms. We continued to discharge, and as we got down to a low cell voltage,

the reconditioning circuits started picking up on the load to hold the cells in

reasonable proximity to each other.
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We discharged downto approximately two-tenths of a volt, and we hold

the system at that point. It takes something like three to four days to completely

discharge the battery and the individual cells. Following that, we give a C over

20 charge rate for several hours, then we return the battery to the normal flight

charge system.

As you can see, following the first reconditioning attempt, we came up

to something considerably below, well, 24 ampere hours as compared to 26 in-

itially; and the reconditioning system was repeated.

At this first one, the time that we held the battery down, or all the

cells down to two-tenths of a volt, was less than the optimum value, something

like 24 hours. The second time we held it down for a longer period of time, and

as you see, it almost recovered the full capacity.

Since this initial attempt to recondition, we have continued to operate

this battery, and as you see, its capacity has recovered in each case, continued

to come up, and we have something like 27,000 cycles on the system and it is

still operating. I might add that there were two batteries on the line. The first

battery was reconditioned. The second battery was allowed to run something

like nearly 18, 000 cycles and then it was reconditioned, and it performed in a

similar manner.

(Figure 214)

At around 14,000 cycles, we started noting that there was one cell that

apparently was weaker than the other cells in the battery, and the voltage started

dropping down considerably below the normal cell voltages on discharge. The

normal cell is cell number 12; the weak cell is cell 23. So you see, this drifted

along in this manner there for oh, 3,000 cycles, and after the fourth recondition-

ing cycle on that battery, that cell recovered, and it is operating fairly close to

the average pack cell voltage and we, as you see, have something on the order

of 27, 000 cycles today.

(Figure 215)

One other thing that we have. At about cycle 26,475, we noted that we

had what appeared to be a cell short, and the cycle prior to that, 26,473, we

had this type of a voltage curve on that cell. The battery voltage as shown on

this side over here showed a normal voltage curve that we have experienced for

that type of a cell system.

308



We note on the next curve, at 26,475, on the battery voltage, there is

very little to indicate that we were getting into trouble. There is a little bit of

a change in here, but with telemetered data, we most likely would miss this

point here.

But anyway, as the cell attempted to go down, the reconditioning circuit

was holding on, and came in and picked up the voltage on that particular cell

and held the system up. If we had shorted, we would have gone down below zero,

in this manner here, the way we had predicted. However, the actual voltage was

held up in this manner here.

Two cycles later, at 26,477, we see another picture of this; and we

kept the reconditioning circuit energized and continued to cycle, and at 26,480,

you will note, we recovered back to this original curve on the cell.

So what we have shown here, what I have endeavored to point out, is

that we have a reconditioning circuit that can be put in, packaged in something

like 350 cubic centimeters or the equivalent space of two 20-ampere-hour cells,

equivalent volume. It can be very reliably used in a spacecraft, and in some

systems, like the power module, can go a long way towards helping to reduce

the amount of maintenance that we need, or the frequency of maintenance.

We got a dividend, as I tried to show you on the curves: First, that we

were able to recondition and recover capacity and voltage; second, if we have a

shorted cell, we have the capability of holding up that voltage. If we are cycling

and there is a weak cell, the reconditioning circuit comes in and supplies it and

holds the voltage up.

(Figure 213)

We have a current sensor here, and of course, through this we can

detect that we have indeed picked up a cell or are helping a cell from the system

and through this, we can take whatever action is necessary in flight by changing

the voltage limits or what-have-you.

DISC USSION

FORD: Goddard. Would you elaborate a little bit more on what the

capability is of that circuit to hold the cell's voltage, even though that cell is

being discharged, say, at C/2 or C/4 ? Will it hold a positive voltage at those

rates going through that cell ?

309



PASCHAL: That circuit will hold the voltage up; well, it was being

discharged at the time that it was being held up at seven amps; so that voltage

was held up at a pretty good load, to run a good load.

FORD: The circuit will supply that seven amps that the cell can't

supply, will supply it to the load ?

PASCHAL: Yes. That is correct.

HOLCOMB: NASA Headquarters. Have you compared the reliability

of this system with one similar, the one RCA has proposed ? Have you done a

reliability comparison ?

PASCHAL: We have not run a reliability study on the system; but the

one, we feel that we should be very reliable here. We do not have any relays

or anything of this sort across the cells, or individual resistors or this sort.

We are using basically diodes which are relatively, well, I would say real re-

liable. But yes; we still need to run a reliability study on it.

I don't have the numbers, but from the looks of the electronics and the

components in there, we feel that it is a very reliable circuit; and we feel that

it would be well worth considering.

NAPOLI: RCA. On the question of reliability again, on the individual

cell contacts, there is one thing we have to realize here. We are only using

these relays twice a year, so that the kinds of duty cycle that they see are rela-

tively small, compared to what they have been rated for. And of course, there

is always that one chance that they won't, you know. I guess that we see very

small duty cycles, and if you have to use them 14 times in a seven-year mission,
I don't think it is that severe.

MARTIN: Canadian Astronautics. Did you say that the diodes you

used were hot carrier diodes ?

PASCHAL: I am not sure which diodes, of course, that depends on the

individual design, but we are not using hot carrier diodes on this particular one.

MARTIN: Do you know if there are hot carrier diodes in the spacecraft?

PASCHAL: Yes, they are available. We have ordered some°

MARTIN: Are they space-qualified, though ?
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PASCHAL: I don't know. I think Roy Lanier, who is the electronics

man at Marshall, can give you more data on the actual diodes that he has got.
I meant to get that data and I didn't get it when I left Marshall.

There is a report that gives a more detailed description of the circuit

and the test information, and this is a NASA technical note_ TN-D-8508. The

title is "A Nickel-Cadmium Battery Reconditioning Circuit."
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EFFECTS OF PERIODIC

DISCHARGES

F. E. Ford

Goddard Space Flight Center

First of all, my topic is not totally on reconditioning. It deals with the

effects of periodic discharges, or periodic capacity checks, and the effects they

have on the cycle life, and the performance of the cells during the cycle life.

And with that background, some time back, as the result of either con-

structive criticism or otherwise on the Crane program, people raised the point

that "Well, in fact, you are reconditioning your cells every time you do a capac-
ity check."

And it was a valid observation, because in the synchronous orbit, we

do in fact, or we did at one time, discharge every cell at the peak of the eclipse;

and in the near-earth orbit cycling, we did in fact do a capacity check on every

cell in every cycle, every 88 days.

I guess that came about about 1972 or '73, and we started looking at

the data, and some interesting observations come out. As a result of that, we

took that job on a number of programs, set up capacity discharges in a matrix

form, and one of the matrices, which I am going to show you today, deals with

a five-cell pack when we discharge two of the five cells every six months and

then at the end of two years, we discharge three cells down to determine capac-

ity. One cell has not been discharged for two years. And of course the re-

maining two cells do not receive a discharge until we get some appreciable life
on the cell.

In this particular test that I have where we were also looking at the

effects, or trying to determine the effects, of Teflonation on the negative, and

which we have been evaluating and are now flying on a couple of programs. The

cells I will be talking about in one group I will refer to as the "conventional

group," which means they went through the process, as you would normally

process cells, in the time frame of about 1972 to '73. The second group will

be processed identically except they did have the negatives treated with Level
2 Teflon treatment.

And of course, the other thing I want to talk about is the effects of the

voltage plateau that we have discussed many times at the workshop and elsewhere,

particularly on the OAO presentations where we have talked about the redistribu-

tion of voltage with time, and also the capacity fall-off with time.
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As a matter of background, I would like to just briefly touch on the cell
design. Basically, it is a G.E. 20-ampere-hour cell. The new cell capacity
at Craneon the initial evaluation test was approximately 28 ampere hours at
room temperature, again indicative of the actual capacity that the 20-ampere-
hour cells that G.E. was making in that time frame would give you.

And also, the conventional cells have 69 cc's of electrolyte, which I
think wecalculate dependingon rated actual to about3.4 cc's per rated or about
2.4 actual, dependingon which way you go. And likewise, you can do the same
calculations for the Teflonage, which have 79 cc's electrolytes, or an additional
10 cc's that was put into the cell becauseof the Teflon, apparently, from the data
we have seenhere; you get more electrolyte into the cell.

And of course in the final part of this test, which I want to show you
today, we have someof the cells that have come off the test. We want to do a
tear-down analysis to find out just how effective is the Teflon treatment for
cadmium migration.

Now, in near-earth orbit, we are concerned with cadmium migration,
because it is our belief that all other things considered, that ultimately that
causesa failure in near-earth orbit. In other words, you get enoughelectrolyte
in the cell, you get goodloading, you get goodbuild and goodquality in the pro-
duction, andyou get the best cells you canbuild, ultimately they are going to
wear out due to cadmium migration, basedon what we have seen in the earth
orbit.

And I will not present the data today on cadmium migration in these
cells, becausewe have not completed the analysis. We are in the process of
doing that now.

(Figure 216}

The first viewgraph I will show you is pack numbers 1T at Crane. This

data can be obtained from the pack history as well as the annual report. It shows

a summary over 24 months. The right-hand column shows the cycles that the

cells had been through at that time, and the left-hand column shows the incre-

mental months that we had completed.

And the initial capacity, what I call "pre-life" of these cells at the C/2

rate, and incidentally, all these capacities are determined at the cycling rate.

So if I show you one at 40 percent depth, that means we have discharged those

cells, at 16 amps, not 10 amps, as would be the case in the 25 percent depth.
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Well, what I show is that initially, we start off with 28-1/2 ampere hours.
This is the conventionalpack; and I am not going to try to depict a comparison
except in one case between a conventional and a Teflonat_ed pack, because in the

two-year time frame we have not seen, on the electrical data, what I consider

any significant difference in the performance of the cells on cycling.

Now, I emphasize that the electrical data was in the two-year time

frame. But basically what you see here is that we did see, after six months,

a slight increase in capacity. We have seen this before, at the shallow depths,

meaning 15 to 25 percent; and then after 24 months or 11,000 cycles, we find

out that the C-1 cell indeed has higher capacity than the two cells that have been

discharged every six months.

Looking at the 24-month period, I will show you what those discharge

profiles look like.

(Figure 217)

What you see at the top of the screen is the pre-life test, indicative of

the voltage of all five cells. Now, if these plots look a little peculiar, it is

because they were done by computer, and a computer has its own mind about

where it puts certain data points. The only place that this data may be a little

skewed is right in here because of the way the computer handles the data and

the lack of data points at which to work with.

The important thing I want to show, is the fact that you indeed start

off with a very healthy discharge voltage. This voltage plateau here, is one

of the cells that had completed 24 months of cycling but had been capacity-checked

every six months.

The lower voltage is a cell that had completed 24 months of cycling, but

this was the first capacity check _hat it received. We did in fact measure the

capacity on each cell to nine-tenths of a volt, and I will show you a summary

of that later on. Typically a large percent of the capacity is in the range of

about 1.05 volts per cell. So I guess you conclude that from periodic discharges,

you do get some enhancement of discharge voltage. I think that is pretty straight-
forward.

What I have shown yo u here is a pack at 25 percent depth of discharge
and 25 degrees C. I am going to show you the next pack (see Figure 218). First

a summary of the capacities, because this pack had been cycled at zero degrees

C and 40 percent. Again the capacity on this table is the capacity where the

first cel ! reading is below one volt.
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The important thing here is that, we are seeing at 40 percent a tre-

mendous drop-off. Now, I would like to point out a couple of things here.

In six months at the higher depth of discharge, we did not see that

slight increase in capacity. That I mentioned at the 25 percent depth. And I

think you could go back to some data in the literature at OAO; we showed that

at 15 percent depth, we in some cases got 15 or 20 percent capacity increase

to one volt within the first year of cycling, and then we started seeing a drop-

off in capacity. For reasons I don't understand but I think it might become a

little clearer if you look at the voltage profile, we are seeing an appreciable

degradation in the capacity to one volt.

(Figure 219)

But what is significant here, I think, is to look at this curve, and see

how the capacity has redistributed itself. In fact, you can see that the plateau

on this curve is below one volt but above nine-tenths of a volt.

Now, let me put that in perspective. From a 15-percent depth of dis-

charge in long-term near-earth cycling (and all this is referring to near-earth

cycling) we see the onset of a double plateau and we see, as you observe the

cycle life, a buildup in the amount of capacity at the lower plateau.

So what I am showing you here is that that plateau voltage can definitely

be, related to depth of discharge. The higher the depth of discharge, the lower

voltage you get the capacity. Or you can get the capacity out, but you can't get

it at the same voltage level, so the plateau voltage that we see is definitely a

function of the depth of discharge.

Now, I would like to show you a comparison of the 25% and the 40%

voltage curves.

(Figures 217 and 219)

The bottom curve, is the one for 40 peI:cent depth at zero degrees C.

The next curve up is at 25 percent depth, at 20 degrees C, exactly the same

number of cycles.

Now, one of the things that Goddard has been interested in doing for

some time is increasing the battery utilization in a spacecraft; in other words,

you can get improvement in energy density in two ways: You can improve the

total energy density, or if you can use more of what is there and get a good cycle
life.
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Well, what this has demonstrated is that then you find that capacity is
a function primarily of depthof discharge, I think temperature plays a part but
in this case, I am not trying to compare temperature simply because the matrix

did not include that.

(Figure 220)

To further illustrate the effects of this fall-off in capacity, I have sum-

marized it here in this chart. This is a summary of all four packs. They have

completed two years.

What is interesting is to look at the depth of discharge and look at the

capacity that you get out of the cell. In the case, between a 40 percent depth,

the first reading here on the left-hand side of the slant is the one volt, and then

if you allow it to go down to nine-tenths of a volt, this is the reading. You almost

double your capacity, simply by redefining an undervoltage cut-off, in this case.

We contrast that with the shallow cycling at 25 percent; we see a similar

phenomenon, but nothing as great as we see at the lower voltage.

Now, I am sure someone is saying, 'qTCell, what is the practical limit

of the lower voltage on a spacecraft?" And I am not suggesting nine-tenths of

a volt is. I am presenting this data for a twofold purpose.

One is that it has been our experience in other test programs, as well

as this, that the degradation mode that we have seen in the near-earth orbits

and also in some 24-hour orbit cycling that the older a cell gets, the more rate-

dependent the capacity becomes. This is an inherent characteristic of cell aging.

For some reason, they become more and more rate-dependent with cycle life.

Now the thing that we found of interest this morning, I think, when we

looked at some of the reconditioning, and also the question, is if you can get

rated capacity or new capacity out of a cell after six years at a low rate, can

you really get it, even though you recondition, can you get it at the high rate ?

And I don't know that the question was answered this morning in the recondition-

ing session. If you really have a C/2 discharge rate that you want to support

a load during the next eclipse, and you have demonstrated, you get capacity at

the low rate. Can you, in fact, get the capacity at the high rate ? I don't know

if that has been clearly demonstrated yet.

One other point I want to make concerning the double plateau and also

concerning reconditioning: During this morning's presentations, we heard about

reconditioning, I think, from five or six different people; probably six different
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cell designs, and about the only real commonality I could stand up here and claim

that I know is that they are all NI-cds. Now, once you accept that premise and

start looking at the variation in design, and how these designs may effect the

reconditioning results it's no wonder the data is contradictory. You should know

the cell design, and you should know what you are reconditioning.

Well, in order to bring back a point on the floor, I think I made it two

years ago, and I would like to put it forth just to refresh your memory. One

of the things we have been looking at and trying to evaluate for some time is the

effects of electrolyte in a cell. If you get more electrolyte in a cell, can you

improve the life ? Can you improve the capacity performance, and can you im-

prove the voltage performance ?

(Figure 221)

The answer to the first question, I think, is if you can get more, and

I am not sure how much more is needed; the numbers we are shooting for right

now and are getting in some specific designs are like 4 cc's per rated ampere

hour, I think you can get that, there is no question in my mind, you can improve

the life of a cell.

On the second point, can you improve the voltage characteristics with

more electrolyte, we have not seen any evidence, with the cell that we have

life-tested and cycled in-house at Goddard, by increasing the electrolyte, that

we are going to appreciably affect the voltage degradation that we are seeing.

I do believe very firmly that the more electrolyte you have in a cell, the longer

it is going to be before you see the collapse of this capacity curve to one volt.

And I think that is the whole objective: To keep the capacity curve up,

as far as performance of the battery, and then if you can get a cell that you can

do that without reconditioning, you can also, with reconditioning, certainly en-

hance that voltage characteristic. That is all I have.

DISCUSSION

SCOTT: TRW. I wonder whether we have become mesmerized with

one volt per cell. True, it is a good place to stop for a good cell; but, you know,

the more data I see, the more I wonder whether it has, really, any significance

beyond a cell in new and good condition. And I think some of your data generally

tends to indicate that. But of course you have to put the spacecraft undervoltage
somewhere.
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And that leads me to another observation, and that is that from what

you have seen and what you have said, it looks like one might be able to prolong

the useful life in a spacecraft if you had, perish the thought, a variable under-

voltage limit, as well as your variable charge voltage limit.

The reason that I say that is because I don't think that it is safe and

practical to use an under-voltage limit very much lower than one volt per cell,

if even that low, on a new battery; because we have found, and I am sure other

people have, that if you discharge a multieell down to close to one volt per cell,

you are going to start reversing cells, because of the normal range of capacity

and minimum unbalance that you can get in a practical battery.

So you should start with that under-voltage fairly high; and I would like

to see it start at 1.1 volts. Then you would have an even greater margin of

safety on a new battery. But then you would like to be able to lower it, as you

cycle the battery, and as the normal voltage curves degrade.

THIERFELDER: General Electric. Well, what you say is true, Ron,

that we have boost regulators in all our spacecraft, and we can go down to one

volt or lower. But as you take the voltage down, we have constant power loads,

so the amperes have to go up; so then we need more ampere hours. So we don't

really profit very much by going to the lower voltages.

SCOTT: If you have some of these low plateaus, your voltage is going

to be pretty flat down there at 0.9 volts, and you are not going to really see that

much of an increase in current at the end of discharge. It is only when the voltage

is rolling off rapidly at the end of discharge that you run into that kind of trouble
on it.

HALPERT: You made the comment about starting at one volt or even

1.1: When do you start reconditioning? Do you start after six months, or do

you start after the first year ? Should you let it go three or four years before

you do it ? Is it good for everybody ?

FORD: In regard to Will Scott's comment, yes; we have the same

experience. On a new battery you want that.under-voltage as high as you possibly

can get it; you have got to look at an orbit number meaning 20 or 22 cells in

series, because it is almost impossible, if not certainly impractical, to get ideal,

you know, every cell tracking.

There is more than one way to do this, though, and of course the GOES

satellite, that Ron talked about earlier had an under-voltage system that went

to groups of five cells. So they looked at five-cell groups in a 20-cell battery,
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and theyused that in whichever detector of five was first; that let you go to one-
volt average.

But the thing I would like to see us address, andwe have the people
here that I think have a lot of insight into it, is, as battery people, what dowe
know that we can do enhancethe characteristics with life that we don't get all
this degradationother than reconditioning? I mean that sincerely. We recognize
that reconditioning enhancesthe voltage characteristics. What is the mechanism?
Is it the negative electrode and the crystal growth that is taking place in there ?
Is it redistribution of electrolytes ? Dryness ?

You see, one of the things we pointed out, I guess last year or two years

ago, when we started talking about the increase in electrolyte and the cell we

were building for IUE, one of the things that really amazed us was when we got

up to about 4 cc's per ampere hour of electrolyte in that 12-ampere-hour cell

that we built, we found out that we were getting, at least on the intial perform-

ance, the capacity at 35°C was as good', if not slightly better, than the capacity

at 20. And if you look back through all the literature that has been published,

we have always accepted the fact that an aerospace cell is a starved cell, and

you have to take a compromise in capacity at high temperature.

Well. what is not clear to me is: How does the amount of the electrolyte

affect the capacity of a cell at 35 degrees C ? And in fact, if we put more elec-

trolyte in a cell and can get good performance at 35, or enhance the performance

at 35, maybe what we are just seeing is that with life, and these drop-offs in

capacity at lower temperatures, is the manifestation of all these things building

up with the cycle of the cell so that the cell is becoming more critically starved

as you cycle it simply because it doesn't have enough to start with.

Now, I am going to directly say that I recognize that increasing the

electrolyte isn't the solution to all our problems. I think it is a solution right

now to helping maintain the most healthy possible capacity you can get in the cell

throughout the life. Certainly it compromises, I think how you get that electrolyte

in there is another factor altogether.

But it is our firm experience that with the electrolyte increase, increase

in the quantity, we still get voltage degradation on discharge. And we don't know

how to solve that problem. I think it is something we should be looking at.

DUNLOP: COMSAT. I would like to comment based on the results of

the data that was presented by our people yesterday, from a battery design system

point of view.
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Whenyou design a battery subsystemfor a synchronous satellite, the
first thing you have to do in designing the subsystem is define the behavior of
your subsystem. Soassuming, then, that you try and do that, then you try then
from a control center point of view, you try andmake the thing last as long as
you can, based on the design constraints that you are given.

In our case, we saw a performance that was acceptable for us based on

the design that we were using up through five or six years. After that point in

time, we started seeing a problem with the performance of the battery that didn't

meet the design goals that were established for the battery. And so what happened

in reality was that we reduced the load on the spacecraft so that we wouldn't

fail the spacecraft during eclipse operations. We cut back the loads.

We tried the discharge reconditioning; and we found that at a very low

rate, we could take out of those batteries 18 ampere hours of capacity. That

is at a rate that is down to something like C over 40, 30 to 40. If we tried that

same discharge at a C/2 rate, which is the rate we have to operate in, in the

spacecraft, we can only get something like about 3-1/2 ampere hours of capac-

ity out of that battery before we go below one volt; actually, before we go below

about eight-tenths of a volt per cell.

We found that in life-testing of cells in the laboratory, they served and

behaved very much like they did in orbit. And then after we got out to about

seven or eight years, that the cells' capacity may be about five ampere hours.

Actually, the cells have more capacity than that if you take the plates

out and flood them. So the probability is, that it is a problem with the electrolyte

management and whatever the other, all the total characteristics are in the plate.

If you are going to talk about it, you have got to sort of divide this

problem up between cell design, the spacecraft design, and the operations center,

as far as a communications satellite goes. I think that there are a couple of

points that I would like to make.

From a control center point of view, flexibility is the key thing. The

individual has to have the capability, if he wants to make the thing last for seven

to 10 years, of having a lot of flexibility, because we have changed our mode of

operation practically on the data from each eclipse season, we are changing

our mode of operation these days, to try and extend the lifetime of the battery.

But it also points up the need for a better battery design. Now, that

is the key point for this meeting: We need a better battery design, whether it

is a nickel-hydrogen or a nickel-cadmium. We need a better battery design,
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andthere are ways that a battery can be designed better. It just isn't throwing

in more electrolyte or something else.

One more comment I would like to make along that line. If we are

going to get a better battery design, we are going to have to put the money out

to the battery manufacturer to get him the support he needs to design a better

battery. And I don't think I see that really going on in the kind of discussions

that I am hearing at this meeting. I don't see really the kind of work that needs

to be done on the part of anybody in supporting the industry to really go out and

try and make a battery that is a better battery from a lifetime point of view for

a synchronous satellite.

I saw a presentation yesterday that says, "We are going to make a light-

weight battery." And I know from our work in our laboratory that that lightweight

battery design isn't going to extend the lifetime, for a synchronous application.

ROGERS: Hughes Aircraft. I would like to make a comment on the

electrolyte starvation theory or comment that you making, that in some work

with a nickel-hydrogen cell with an asbestos separator, which in low-earth

orbit went roughly a thousand cycles, that you could get the cell to work almost

like new again by either letting it sit a little while, or by refilling it with elec-

trolyte; but that that state that it was working well again wouldn't last very long.

And I guess what I am suggesting is that there were changes, in this

case in the asbestos, in relation to the nickel electrode, because the hydrogen

electrode was working fine, that were electrolyte starvation, but didn't relate

to the amount of electrolyte in the cell; that something had happened to the sep-

arator, we think, that caused the problem. But you wouldn't have gained anything

by putting more electrolyte in there.

FORD: Since you mentioned separators, I would like to make a comment

along those lines. No one, including myself, denies the scientific argument for

polypropylene. It is known to be more stable; to have the potential of a longer-

life hi-cad.

However, I have yet to see cycle life test data where cells built with

polypropylene and cells built with nylon, polypropylene cells will not outlast

the nylon cell in a cycle life test, in a real environment. I am an engineer. I

don't dispute the scientist when he says, "Polypropylene is more stable. " What

I do dispute is the compromises that I think I have to make today in the initial

cell parameters to put the polypropylene in there. Now, until we learn how to

build a better cell, starting from the day one, I don't think that polypropylene

is going to buy us that much in a ni-cad. In fact, there is evidence that it is
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going to be less than what we can get. The only real application I have ever

seen for polypropylene, I think, was JPL in the Viking lander. They had two

sterilized batteries; and we all know you don't sterilize nylon separators.

I think one of the things that needs to be done is a harder look at the

cell components, particularly at the plates. Maybe this electrochemical im-

pregnation that we are talking about may be a solution to a lot of our problems.

I am going to put Figure 222 up here that I have had for four years. I havenever
shown it before.

FORD: But it goes back to when we started looking at what we call

the IUE prototype cells, which I have talked about in recent workshops, or the

last three or four workshops; and in looking at this program, we were concerned

about the stability of the negative electrode. And we asked the manufacturer to
do a test for us, and they did.

I think Guy Rampel probably remembers this. I know he looked at it.

Basically, what we were interested in, if you took a cell and went through the

normal process to clean the negative during formation, reassemble the cell,

and then just cycle it, what happened to capacity ? Could you get a feeling for
the negative fading, if you cycled a cell in that condition ?

The cell had not been precharged. And in this case, that is exactly

what was done. In 24 cycles, the capacity of the cell dropped off from what you

see, the initial, just slightly above 12, to about 9-1/2 ampere hours. Now, what

the whole mechanism of precharge is all about is to raise that capacity back up

beyond that point. And there is also data in the literature from the contractor

we had back in '69 that was really looking at third electrode or recombination

electrode cells, but there is also data that says the stability of negative electrodes

will vary from lot to lot. And I think this is an area that we really have to look
at.

I am convinced that my problem, right now, with the cell design I can

get, with the 4 cc's per ampere hour of electrolyte in it, on a rated basis, is

in fact the negative electrode. Until I can get a mo.'e stable negative electrode,

I have a constraint on me as far as the life i can expect out of a ni-cad. And

until I learn how to solve that problem, I don't know how to push that life, when

you say seven, 10 or 15 years, I don't know how to push it beyond the next stage.

RAMPEL: General Electric. You can add a little bit more electrolyte

to cells if you change the overcharge requirements and specifications. Some

time back, it was very important to attain C over 10 at room temperature and

C over 20 at zero degrees, because of precharge and overcharge balance con-
siderations.
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Today, though, I think that is pretty well under control; and we could

gain a significant increase in the amount of electrolyte we could add to cells if

the overcharge rates were decreased. There is no real reason to be able to

overcharge continuously that I am aware of; perhaps 200 percent, or C over 15,

or C/20 would be sufficient. And in that case, we could add much more elec-

trolyte to cells.

HARSCH: Eagle-Picher. I would like to follow that same line. You

have made a plea for a better cell and Jim Dunlop for a better battery; yet as

manufacturers, there is a very fine balance of these designs, and they are all

based on C over 10 overcharge. It doesn't allow you any room to move, in elec-

trolyte, separators, precharges, any part of that design.

I don!t really feel like that requirement is that hard and fast; and if it

is, maybe the systems people should be looking for a different control mecha-

nism. Is 1.52 volts at zero degrees realistic? What is wrong with 1.53 or 1.54,

if it allows you to put in several more cc's of electrolyte, and extend the life

or improve the voltage ?

I think as manufacturers, we are all trying to do that, but we get a lot

of opposition from the users in changing anything because of a set of requirements

that we have been using for years and may or may not be realistic, including

the pressure. We set it at 50 psi or 60 psi, yet that cell design, seal or weld,

wonVt rupture to about 1,200 psi. So why pick 50 psi? Why not 1007 Why not

150, if you can put in 4 or even 5 cc's per ampere hour of electrolyte ? I think

those are the things that you people, as users, need to consider so that we as

manufacturers have a little more flexibility in how we can design a cell.

SPARKS: TRW. I think one of the things that should be brought out

is that we see the voltage degradation mechanism and then we see the life-

limiting function, they aren't necessarily the same function, from a system point

of view. We can add extra cells in the system and take care of the low voltage

problem, generally as long as we know about it early in the game.

The thing that is bothering me is that we have changed the electrolyte

in the system, and we really haven't helped this voltage regulation problem; and

I haven't heard any data reported that suggests that we try to characterize the

source of that degradation, or what it is sensitive to.

I know some of the work we have done shows that it is very sensitive

to temperature, as far as the rate of onset of voltage degradation. Why? That

is the question. Adding more electrolyte in the cell hasn't really curtailed that,

so it suggests that flooding the cell isn't the magic answer at all.
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The early thing that showedup in some of the early work on that life

test was that the negative electrode was polarizing very, very early, in a non-

normal manner, giving us a real low plateau voltage. And again, the rate of

onset of that seems to be a function of temperature.

Willard Scott's tests on the 2 KW program, which he ran at the cell

level and reported previously, show that at zero Centigrade, the rate of voltage

degradation was very, very low, when indeed you kept the cells at zero. But

as soon as you got up to higher temperatures, the rate of onset of voltage deg-

radation was very high. So I am not at all certain that we have truly charac-

terized where that mechanism is occurring, and more work needs to be done in
that area.

SEIGER: Yardney. I think this morning that we have been hearing

that there are possibly three different things that are going on, and we can't

pin them down as to what electrical phenomena they are causing.

One is the instability of the positive electrode, the way it has been swell-

ing. This in turn causes a change in the inter-electrode spacing, and presses

the electrolyte around and makes that slosh around.

We also heard that there is a separator degradation with nylon that

has been affecting the precharge in the cell. It has been increasing the precharge,

through the mechanism that Dr. Maurer described this morning; and we also

have heard that cadmium is actually migrating outside the area where the sinter

exists, and is sitting on the surface of the negative electrode.

Now, if we remember way back, it has been demonstrated that the

oxygen is recombining on active sites on that negative electrode, and we are

covering that with cadmium hydroxide, then we are affecting the recombination

rate; so that a new cell and an old cell will recombine differently.

It would also be interesting in the nickel-hydrogen; they have changed

the separator and they have changed the negative electrode, and they have been

cycling, I think there is a discharge in many cycles, and it would be very inter-

esting to hear what they have to say about the positive electrode.

MAURER: Bell Labs. I had a couple of comments. One, you were

asking for some data on polypropylene versus nylon. Our major use of it is

reserve, so our cells are on long-term overcharge; but we have had commercial

nickel-cadmium batteries, the standard cylindrical design, and in telephone

service, telephone-pole-mounted equipment, the nylon cells last typically one

to two years in the field, and the polypropylenes are lasting three to five years.

If they are sealed completely, they will undoubtedly go over five years.

327



The other comment was along the lines that Guy and Bill were talking

about, design parametel: relief to _mprove the cell performance. Another area

would be to provide some relief on the weight or volume of the cell so that you

could load your electrodes to a lower level, increase the porosity of the plates,

and then you could increase the amount of the electrolyte.

Our cells that we make in house typically have five to six cc's per am-

pere hour, and work, still work in a vaccum at C/10.

DUNLOP: In response to that comment by Dr. Seiger on nickel-hydro-

gen, if you cycle a nickel-hydrogen eel1 for several thousand cycles, and you

are using a, well, let's take an electrochemically impregnated electrode that

doesn't swell. Up to at least 1,000 cycles you don't see any change in the phys-

ical characteristics.

That electrode, if you keep the electrolyte in the cell, you will not see

any appreciable voltage degradation at all. And there is strong evidence from

the nickel-hydrogen work that this plateau that you see is a result of the cadmium

electrode, not of the positive electrode.

There is a second thing that you do see in nickel-hydrogen. There are

really about three different designs of nickel-hydrogen these days, with different

electrolyte management concepts. But if you take a polypropylene separator in

a nickel-hydrogen cell, for example, you will generally see that the voltage will

drop off in the cell, will drop below one volt, at a cycling rate of 80 percent DOD

and about 600 to 1,000 cycles. That has been reported in the literature.

And that fall-off was shown to be the problems of the wettability of the

polypropylene separator. If you deal with nylon or asbestos, the cycling life

goes on longer, but there is a trend for an impedance, what appears to be a slight

drop, a straight line, more of a straight-line drop-off in voltage.

If you maintain the electrolyte in the separator you don't see any drop-

off in voltage with cycling, with an electrochemically impregnated positive elec-

trode.

ROGERS: Hughes Aircraft. I would hate to disagree with Jim Dunlop
but I am afraid I will have to. In some of our earlier work, these were Eagle-

Picher cells with chemically impregnated plates, which is a difference, and

asbestos separators, this was an 80 percent depth of discharge in a low-earth

orbit, after roughly, I think, 400 or 500 cycles, we did see some voltage deg-

radation of the plateau type you are referring to. It wasn't anywhere near that

extreme. And this was removed, for the most part, by a couple of capacity tests,
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essentially reconditioning; which would imply that, well, it would have to be the
positive electrode. The negatives can't do that.

Soapparently we have seen that effect, that it was due to the positive
and not anelectrolyte distribution. Of course, I am not sure. But these were
chemically impregnated. I have not seen that effect with electrochemically
impregnated, which isn't to say that it doesn't happen, however.

RITTERMAN: TRW. Did the electrochemically impregnated positives
give you any sort of degradation to begin with? You say that you did not see it
in electrochemically, this reconditioning effect?

ROGERS: In 3,000 cycles at 80percent depth of discharge in low-earth
orbit, we have not seen that kind of degradation. But that is only one test.

FORD: Would you qualify "that kind of degradation" ?

ROGERS: The voltage plateau, where you are going along at a pre-
flight level of, say, 1.2 volts or 1.15, and then it drops down to aboutone. I
haven't seen that. The only comparative plateauwe have seen is through the
oxygen, which gives lower voltage.

SEIGER: Yardney. As I have beensitting here today andyesterday,
I started to make a little list of differences that we have been seeing in cells.
There are differences in grids; some have iron that is nickel-plated, some with

nickel screen, some with perforated grids. There are really differences in the

nickel powder that is used: There is type 287, 255, there are some from over-

seas. They are made by loose powder techniques, slurry techniques, some have

proforma; they are made to various thicknesses, to various porosities. They

are loaded to different levels. They have different methods of loading, and the

amounts.

There are differences in the way putting the electrolyte into the cell,

the amounts and how we get it in. There are differences in interelectrode spacing.

There are differences in ratios of negative to positive, and then in the balance

of them, in setting the precharge. The separators: Nylon, polypropylene; in

the nickel-hydrogen, we hear of asbestos, and there are others in that. Silver

in the negatives, cadmium in the positives, cobalt in the positives, Teflon around

the negatives, lithium in the electrolyte, and the concentration of electrolyte.

And I must say that I am surprised that there is so much agreement in

how the cells behave on reconditioning, and not more disagreement.
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GASTON: RCA. I have one comment about it. If it were a solution

to add more electrolyte to the cells, I am a little bit disturbed. After 15 years

of technology and the study in space, I will have to go back to my full-time people

and tell them I need more weight. Now, weight is still a problem, in many

applications; weight is still ballast. So if that is the only solution, for me it is

a somewhat embarrassing solution.

SCOTT: TRW. I think that even though that may be the only immediate

solution, or the best one that we can come up with immediately, it may be sort

of a "crowbar" solution, because I suspect that the final distribution of elec-

trolyte in a cell is determined by certain partition functions between the separator

and the plates. And all that you are going to do, by putting more electrolyte in

the cell, is end up with a little more electrolyte in the separator, and a lot more

electrolyte in the plates.

And I don't know what exactly that is going to do to the oxygen recom-

bination and all of the other things that are a function of the level of electrolyte

in the plates.

LACKNER: Defense Research, Canada. I don't doubt that putting in

extra electrolyte will help you. However, after 15 years of experience with

aircraft batteries which use a flooded, vented system, you are still required to

recondition them at periodic intervals because they have degradation loads. They

do lose capacity. They do have so-called "memory effects."

So there are other things like utilization factors. Having very little

depth of discharge doesn't stress it, but it sure as heck does not expectisize

it. The point is, it may only give you a little benefit, not the whole profit.

SEIGER: To address myself to Steve Gaston, if you use a positive

electrode, such as the electrochemical, which has higher utilization, you can

couple that with the same capacity. Just make the change in the positive elec-

trode and get your extra electrolyte, and I would like to caution people on how

that electrolyte is put in and distributed.

There will be a paper, I don't know when it is going to be published,

in the Journal of the Electrochemical Society. It has been accepted, oh, about

four or five months ago.

GASTON: Harvey, I am aware of this, the progress was made. I was

just a little bit overdramatizing it, to say about the increase in the weight,

because weight is still, in many applications, a problem. It is possible it will

increase the weight to a certain extent, if we can't place the weight someplace
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else, but I would much rather have a higher depth of discharge for the same

weight, or I have more power for the same weight, rather than going the other

way, increasing the weight for the same power.

FORD: Let's back up a minute. Nowhere do I imply, I don't think,

that the extra electrolyte is the cure of all evils, just like I don't believe that

reconditioning is the cure of all evils, either. It is one of many steps we have

got to take; and what we have tried to demonstrate to you is that there is a degree

of starvation which you can't exceed. If you do, you have no cell to start with.

Now, once you have got that amount of electrolyte for whatever life you

need, and I don't know what that is, except based on the empirical data I have a

gut feel, for, you know, certain performance characteristics; once you have got

that amount, I am not saying another 10 cc's or 6 cc's or 8 cc's per amp hour

is going to do any better for you. All I am saying is, that is the first step.

The second step, now, is, we have identified one of the degradation

functions, the second step is how to improve the electrodes. What do about

this cell that won't, okay, to get that voltage from the case ? Reconditioning is

one way on that. If there is something more fundamental that can be done, though,

through the development or through additives, and I hate to suggest that; but

there have got to be ways to attack the problem other than just from the external,

what I call the "engineering approach" to the problem.

ROGERS: Hughes Aircraft. Are you in a position to fund some funda-

mental work on finding out what the phenomenon is ?

FORD: I think if you saw that viewgraph yesterday, you would know

the answer to that, because the funding we have this year from the headquarters,

and I won't go into the reasons why, but it is zero. So the answer to your question
is a definite "No."

ROGERS: It was a rhetorical question.

FORD: If NASA were in a position to fund something like that, I would

think if there was a good, viable program that could be put together, I think you

could present it to the right people, and yes, I think there would be funds made

available, if you have got something that has good potential.

SCHULMAN: TRW. I just noticed that graph you just had on the screen

and you are showing amounts of less than 3 cc's per ampere hour. Now, what

you have recommended is as many as four cc's per ampere hour. Let me just

state that on the program on which I am presently working, that would be 2,800
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grams additional weight. That is a lot of additional weight, and very few program

managers will put with anything like that, regardless of what the apogee is.

FORD: I will give you the fact that it costs you weight to do that. All

I can do is raise the point that if that, by chance, will get you from seven years

to 10 years without a cell fader, how much is that worth ? And I will bet we can't

answer that here, either.

WEBER: COMSAT. Most of the data in testing described seems to

aim at extending the capacity or the battery life at a given capacity or a given

discharge rate. And I was wondering if there was any testing that is going on

where the flexibility of this to operate, say, at a C over 4 rate, discharge rate,

for a period of two to three years, and then go to a C/2 rate; has anybody done

any testing to see what the long-term effects are?

FORD: I don't know where any data exists. The Crane tests usually

are over a fixed regime unless a particular satellite program has a need to go

through some change in orbit plane or change in orbit parameter; but specifically,

that doesn't change the load very much; it may change it over time. But, no;

I am not aware of any. I throw it open to the floor. Are there any other com-

ments or discussion?

HOLCOMB: NASA Headquarters. You know, I hear a lot of different

approaches in the battery here. We are talking about reconditioning, whether

or not that is what we want to do; whether or not we want to change thebattery

design. When we talked about battery design changes, I have heard at least 50

different things in the last 20 minutes here; and we talk about, you know, how

willing we are to fund all of these changes.

And I think anybody that adds up all of these changes, without putting

some prioritization or critiquing that realizes that NASA couldn't afford, the

Air Force couldn't afford, COMSAT couldn't afford, to go after all of these

approaches; so I think, you know, we have to look at those which have the best

payoff.

And this initial discussion was aimed at reconditioning and I would like

to back up for minute, now; because I think it started out talking about recon-

ditioning and we have gone back into the cell. And I think maybe that brings a

very fundamental question out, which I would like to find out, and that is: As

far as reconditioning is concerned, are the gains that we get out of it worth going

in and trying to understand it better, or should we concentrate on trying to work

with cell design, and really use this only in a last-ditch sort of operation ?
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And I don't think anybodyansweredthat today. I don't think anybody
conclusively said that reconditioning is as good. Floyd Ford presented some
data that indicates that reconditioning actually, for a fixed voltage, the capacity
of the cell is damagedby reconditioning; at least I think, you know, that was
what your data indicated, that someof those cells, if you picked nine-tenths of
a volt and operate at nine-tenths of a volt, that taking the reconditioning period-
ically decreased the capacity of the cells somehow. I am not sure if I inter-
preted that right.

Anyway, I would like to open it up: Is reconditioning something that we

should be doing, and really trying to understand ? Or should we be worrying
about the cell ?

SPARKS: TRW. The answer to your question, I think, from the system

point of view today, is that the key thing we have to deal with is how to get the

most utilization that we can out of the system we have, for as long as we can

get it. And the leverage that you get at the spacecraft design level, with the

capability we have of putting a spacecraft especially into synchronous orbit, is

very, very large with increased utilization.

The difference on a battery system between, let's say 75 depth of dis-

charge and 50 percent depth of discharge is around 50 or 60 pounds in typical

geosynchronous spacecraft; sometimes larger. That is an awfully large leverage.

So for the short-term, reconditioning has a big payoff for us, if it can be made

to work reliably.

For the long run, I think there your mechanism study is important,

because you really need to understand what to change, before you start trying

to change all kinds of things. And I think here, the electrolyte problem was

identified previously as one potential problem area. It has helped the capacity

situation; and with the cell rating that Seiger made of all the things we are doing

in cells, I thinkwhat came out of the whole thing was they still all operate the

same. They still all degrade in voltage. So we really don't understand that
mechanism.

So to kind of summarize it, the near-term solution, as I see it, is to

try to get the utilization from reconditioning; for the long-term, then try and fix

the problem.

MAURER: Bell Labs. You might combine some of these to some extent

and just do a fundamental study of the reconditioning mechanism, and find out

what you are doing in the reconditioning. It might then tell you how to design the

cell properly.
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SPARKS: I will vote for that.

MAURER: But here today, after how many years of theseworkshops,
we are still arguing over whether the plateau change is due to the positive or
the negativeelectrode. That is not very far alongon understanding, I don't think.

I would like to commenton one of the questions or comments that has
beenmadeon reconditioning techniques. There is a law in the aerospace indus-
try, I think, that says that you want to minimize overcharge to minimize the
degradation rates of the cell. I just want to put that in a little broader perspec-
tive.

That is true whenyou are talking about the amountof overcharge in a
fairly low percent, 100percent, up to 100 percent at the very high rates. There
you promote the movement of negative material into the separator an..dso on.

But muchof our work is continuous overcharge, and not cyclical and
we have takenbatteries apart that have been in the field on C over 20 overcharge
at temperatures, on an individual battery, that ranged from zero Centigrade up
to probably 60 Centigrade from winter to summer, taken them apart andyou
find absolutely nothing in the separator, except electrolyte, of course; but there
is no movementof negative material at all, under those conditions. Soover-
charge per se is not what makes the cadmium move. It is someof theseother
things.

Sowhenyou consider reconditioning techniques, you ought to not limit
yourself to "no overcharge, " or minimizing overcharge; but perhaps the over-
charge rate, if it is low enough, will not promote this problem.

Also, we have some of our cells on test at 80 degrees Centigrade at C
over 10 overcharge; and the cells have gone240 days, which if you used the
activation energies that come out of these stress aging tests, that would extrap-
olate to 20years of service. But after 240 days, taking those cells apart, there
is no negativematerial in the separators. They are still clean.

KIPP: SAFT America. An interesting thought comes to mind when I

hear the discussion going on, and that is, talking about reconditioning and weight.

A question that probably someone like Decker or someone else involved in power

system design could answer is: How much weight have you added to your system

to accommodate reconditioning of the battery? Or to ask it another way, how

much weight could you add to the battery if you didn't have to put in the weight

for the reconditioning?
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SPARKS: TRW. It dependson the mission. If you are talking about
a geosynchronousorbit mission, the weight you add to put in reconditioning in
the system is probably a third of a pound.

KIPP: For the whole system?

FORD: Zero. It is already there.

SPARKS: It is already there. Most of it is already there. You are
adding a couple of small resistors anda cableharness, and a relay.

For a low-earth orbit, if you are trying to use reconditioning like was
shown in EtheridgeTspaper, there, you are adding a more substantial amount
of weight. You are trying to handle the load. Whenyou try to protect thebattery
and handle the load, you are adding a severe weight constraint. But just for
straight reconditioning, if you are trying to godown to a low voltage and allowing
reversal, for instance, youhave very, very little penalty.

KIPP: We have had two conceptstalked about. One is taking the battery
down to a certain end voltage, and allowing some cell reversal, and also one
where you take individual cells down. Are we talking aboutthe sameweight ?

NAPOLI: RCA. I can answer the question aboutbringing the cells
down to a zero volt condition. The circuitry, basically, is just the individual
shorting resistors that are across each cell and becomepart of the battery con-
figuration; and then the relays, which are miniature relays with two-amp con-
tacts, are also mountedon the battery.

I cangive you a feeling for weight, here. We have, for example, on
the SATCOMspacecraft, three batteries. Each battery assembly, with the re-
conditioning circuit, weighs 27 pounds, with the total reconditioning circuit. Of
that weight, about23 poundsare the cells. The rest is into mounting and plates
and clamps, the whole thing together. SoI think of that seven pounddifference,
or not actually seven; of the five-pound or four-pound difference, I think about
maybe a pound, probably, or less than a poundis the total reconditioning circuit.

GASTON: Five or six tenths of a pound.

NAPOLI: Sowe are not really losing much in terms of spacecraft
weight.

DUNLOP: I thoughthis was a very goodcomment about the difference
betweenworking on cells, batteries, andoperations such as reconditioning. It

335



seems to me whenI see what we are doing, andI hear what NASA is doing and
TRW andeverybody else, reconditioning definitely gives you a voltage improve-
ment whenyou do it. The question remains as to whether or not it is going to
extend the cyclic life of the battery, and from anoperational point of view,
whether it is really going to provide a benefit to us; from an operational point
Of view, whether it is going to give us any better lifetime, and whether it will

keep those transponders on for another year or two before we have to start

shunting and backing the load.

And that is the real question; and I think the proper answer to that is,

we don't know yet. And I think the point there is that there is a lot of work going

on. It has been going on for about three years or more, and it will probably

take another two or three years before we can really decide whether or not we

have really, truly seen that reconditioning extends, or doesn't extend, the life-

time of the battery.

And I think that is one very important program to carry on, but in ad-

dition to that, I think it is equally important to look to the cell design improve-
ments.

GASTON: RCA. I think one thing we know right now. If we keep the

batteries cool, we get a longer cycling life; so I would say one thing to shoot

for is good thermal design to keep the batteries cool. I mean, if they are around

zero degrees C, or maybe zero to 10, operating most of the time in that tem-

perature, I think it is pretty well established, I don't think anybody can argue

here, we can prolong life more than if they operate in a higher temperature.

SPARKS: TRW. One thing I should point out, when we talk about going

to the lower temperature operation versus other types of operation. As you

push the temperature down, the penalty you pay at the spacecraft level for design

complexity is becoming extremely large. If you push the temperature down to

around 10 Centigrade or so, somewhere in that region, you know, the penalty

is not too severe. But when you start pushing it to zero Centigrade and in that

region, the penalty really is getting severe, in terms of thermal control systems

complexity, and ground control complexity in operating the spacecraft. So we

have to be a little cautious about overreacting to the low temperature extreme.

GASTON: RCA. I disagree a little bit on that. I think it is not quite

as severe. I think it can be done; and it has been done in many of these programs.

FORD: Yes. I think it depends on the spacecraft design a lot. Most

spacecraft just don't lend themselves to low temperature operations. For in-

stance, the spinners operate as a, they are apt to stabilize (?), so, yes; I think
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each spacecraft, particularly, the thermal design may be even in fact more
unique than the battery design.

PASCHAL: Marshall SpaceFlight Center. In looking at the hardware
that we have put in the breadboard of our reconditioning circuit, I don't see a real

substantial increase in weight. Yes, there is some weight addition when you add

a reconditioning system to the battery, but the ones that I presented a little while

ago before lunch, there, are not too heavy from a weight standpoint. So I don't

believe it is too excessive a penalty to pay, and as a using center, of course, we

have to take the hardware that is available.

Of course, ideally, yes, we would like to go back and look into the cell,

and redesign the cell, this sort of thing. But where you don't have the dollars

to do that, and I think we are talking possibly of substantial dollars and sub-

stantial periods of time, what do you do to get the life that you need in the most

economical manner ?

I think it depends onhow you operate the system; and reconditioning,

as outlined, is one tool. Now whether that is the best way to go, there is some

question. But that particular circuit does offer advantages of reconditioning.

It offers advantages of holding up a weak cell; and here again, there is a problem

of matching the cell characteristics, of determining whether you have got a weak
cell or not. How much do you expend to match the cells to make sure that they

perform on the same level; that they all discharge and charge at the same voltage

level ? So I think we have to consider that the added weight, where there is no

cell redesign, is just one way of achieving a longer life and holding your system

up.

FORD: Let's take about two more quick comments and questions, then

I think we are going to move on. Gerry told me I had to summarize, and I am

not sure how you summarize what has been said.

HOLCOMB: NASA Headquarters. I just wanted to ask Etheridge Paschal

Paschal a question. On the 25-kilowatt panel how many pounds or kilograms of

batteries are there, and what would there be, to give an example of what the

reconditioning weight would be for that.

PASCHAL: In the 25-pack module, in the 25-kilowatt power module,

we are talking of somewhere like 12 to 16 batteries, depending on what the final

depth of discharge and operating temperatures are. And the batteries are some-

thing on the order of, oh, 170 pounds; we are talking of 16 batteries up to almost

11,000 pounds.
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HOLCOMB: It is a different ball game than the rest of them.

PASCHAL: Yes. Sothe weight of reconditioning carries forward when
you look at that type of figure.

WEBER: COMSAT. Oneof the things, the cost involving addingyour
reconditioning circuits, it may only be a half a poundor poundof weight in the
power subsystem; but you needhousekeepingtelemetry, a commandsystem,
additional wiring on it; so a lot of these things were considered for Intelsat V,
and the impact of adding a half a poundto the battery resulted in several pounds
for the spacecraft and had to be traded off on its utilization.

PASCHAL: In the system I presented this morning, I see one added
telemetry measurement, and that is on this current sensor, within the recon-
ditioning network. Sothere is a little additional instrumentation, but here again,
I think that the weight we are talking about it is far in the background.

HOLCOMB: This has to dowith this whole area, and I was going to
mention this yesterday. We have another program that is not in the battery area
per se, but it does relate directly to the battery area. We are trying to develop
what is called an automatedpower system managementcapability on a spacecraft.

It basically consists of a dedicated computer for the power system with
microprocessors for each of the major subsystems, including microprocessors
for a battery subsystem, which would be fed to various sensors and would do
all of these functions, plus it would record the visual data from the sensors and
could be codedso you would send it out andminimize the number of channels.

It gets into the operational problem we had yesterday, you were talking
about having to have "babysitters" all day long, watching the batteries. SoI
think there are design approachesto the power system that can make recondi-
tioning, integrate it, say, into a power system managementcapability like this,
to be beneficial. And it can also attack the operational problems, the cost of
having peoplearound all andevery day, watching; so there are system approaches
that can betaken that canhelp integrate this problem, andwe are working on
that in anotherside of the house.

FORD: In summary I think from what I have heard so far, there is no
cure-all. Just like we have many cell designs, we have many approachesto how
to live with those cell designs, including reconditioning as one method. And
within that category, it seems like we have talked about three or possibly four
different methodsof reconditioning or techniques of reconditioning.
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It wasn't inherently clear to me that one offers a superior advantage

over the other. I think that is still a controversial question that we will probably

discuss again next year, if we have this topic matter, and it seems to be a fa-

vorite among the group.
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DETERMINATIONOF OVERCHARGE
PROTECTION

W. R. Scott
TRW Defenseand SpaceSystems Group

Before I get into the main thing I want to talk about, I would like to show
you a graph that is the plot of the data for separator, nylon separator degradation
and the function of temperature, as determined by Lim and published in several
different places.

And the reason I want to showthis, onereason is, that I don't think I
have seenthis particular plot in this fashion.

(Figure 223)

Namely, on a semi-log curve, as a straight line of time required for
10 percent hydrolysis of nylon six separator, the solid line is a plot of the data
published from the publications available, using, I guess, what appears to be
the latest activation energy value obtainedfor this reaction as far as I am aware.
Maybe there is some better data available.

The only reason I really want to show this is to indicate the rather ex-

treme temperature sensitivity of this function. Granted, it is true that at 25

degrees it appears that there is 10 percent hydrolysis in about 7.6 years, which,

if converted, if all hydrolysis products are converted 100 percent into a change

in the pre-charge level of the cell, that would mean that you would have in the

usual distribution of precharge and overcharge protection in a General Electric

cell, you would have essentially no overcharge protection left.

However, all I want you to do is follow this line down here, maybe down

to 10 degrees or even 5 degrees, and tmre notice you are up to something like

75 or 76 years. And even for a change in temperature of five or 10 degrees,

let's say 10 degrees, down to 15, you are at a time for 10 percent hydrolysis of

20-some odd years.

So in talking about the disadvantages of nylon separator material in this

regard, really, all that is required to extend the failure mechanism due to nylon

degradation by this mechanism almost indefinitely, relative to conceivable mis-

sions as things stand today_ is to reduce the average operating temperature by

10 or 15 degrees.
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Sobecauseof this, I don't feel like the nylon separators are essen-
tially doomed, as far as use even in long-term missions, becausefor various
other reasons, it is very advantageousto reduce the averagebattery operating
temperature, and that is going to reduce the rate of nylon hydrolysis drastically.

Furthermore, as I indicated, this line is a "worst Case" line. It as-

sumes as far as its possible impact on the cell behavior is concerned, it assumes

100 percent of the hydrolysis products are converted into charging the negative

electrode. This degree of conversion has not been demonstrated. If one assumes

that only 25 percent of the amount of separator hydrolyzed at any point in time

is actually converted into a change in the negative state of charge, then we are

up, say, on this dashed line, for example. And there, of course, the life of

the cell with respect to changing the negative state of charge is prolonged ac-

cordingly.

So I thought that just taking a look at this might present a kind of an

orientation with respect to the temperature effect that we needed, for a little

better perspective on where we are with nylon separators.

Now, this morning I mentioned that we had made a determination of

uncharged excess negative, or actually, electrochemically active uncharged

excess negative, which is sometimes referred to as "overcharge protection, "
in some cells that had been stored shorted for four years and then subjected to

a life test, and had gotten negative results; that is, the calculated value for ex-

cess uncharged negative, using the procedure prescribed, gave us numbers that

ranged from minus one to minus four ampere hours in a 24-ampere-hour cell.

Without going into the details of why this may have occurred, or all

the extenuating circumstances, we decided to try to apply a different method

altogether for measurement of excess uncharged negative, which is a method

that Jim Dunlop has mentioned several times in the past which he has tried a

couple of times at COMSAT. And it involves simply charging up the cell, vent-

ing the cell when it becomes fully charged, and continuing to overcharge and

vent gas, analyzing the gas as a function of time, and looking at the amount of

hydrogen involved and looking at the cell voltage as oxygen and/or hydrogen

is evolved from the cello

And by doing this process, one simply is further charging the negative;

and when you presumably get to the end of the electrochemically active, or

chargeable, negative reserve, the cell will start to generate hydrogen, and that

is the end of the useful excess capacity of the negative electrode.
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There are somequestions as far as interpretation of this kind of data
which I don't want to dwell on at the moment. I am not really sure exactly how
best to interpret the data. I just wantedto show you what someof the data looks
like for information and comment.

(Figure 224)

First of all, we did this kind of venting and overcharging on two cells
that had beenstored, that were fairly newcells, at least relatively uncycled
cells, that had been stored shorted directly after our incoming receiving and
acceptancetesting, and had beenon the shorted standat a fairly cool tempera-
ture for a couple of years, and then we simply took them out and reconditioned
them and went aheadand charged them up.

And the results of those two cells are shownhere; call them Cell "A"
and Cell "B". They are otherwise identical cells. They just have a little bit
different characteristics.

At the top is shownthe cell voltage during the vented charge. The cen-
ter plot is a plot of the volume percent of hydrogen in the gas, as it was vented
from the cell. We analyzed the gas continuously by passing it through a thermo-
conductivity bridge, andwhere the outputwas balanced against the oxygengas
on the other side of the bridge, and it was calibrated in terms of volume percent
hydrogen and oxygen.

The bottom plots are the percent of the ampere-hours of oxygenvented
as a function of the total ampere-hours charged in the cell, which is shownalong
the bottom axis. That is, the cells were recombining oxygenall during this
vented charge, so that only a fraction of the total amount of oxygengenerated
by the charge actually leaves the cell. And this bottom plot shows that fraction
as a percent, the oxygenvented,versus the total amount of ampere hours that
was passed through the cell.

Sowhat this showsis that first of all, we charged these cells up; these
results were all doneat 15degrees C, as indicated here. We charged the cells
up at a C over 15 rate, 1.6 amperes, andwhenwe charged them up with approxi-
mately a 125percent recharge, and thenstarted the venting.

And at the beginning, first of all, you can see from the hydrogen plot
that the gas was essentially pure oxygeninitially, as you would expect, or you
would hope. And the amountof oxygenventedas a function of the total theoreti-
cal amount that was regenerated by the charge current was a little over 10
percent.
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And then as the charging and venting continued, that perceni_ge dropped

down and sort of leveled off at about 5 percent. This means that out here, ap-

proximately 95 percent of the oxygen gas actually being generated in the cell was

being recombined, and only 5 percent was being vented. The venting was being

done at essentially atmospheric pressure, just a few inches of water pressure

above one atmosphere.

The second set of curves shows that until you get out here somewhere

between eight and I0 ampere hours of oxygen removed from the cell, therefore,

of the change in state of charge of the negative, that there was essentially very

little hydrogen in the gas, and then it gradually started to increase out here,

and these are just the two different cells, with a little bit of spread between them.

The question, the thing is, that with 95 percent of the total oxygen gas

being recombined, this indictaes that within the cell, at this point, for example,

although the percentage of hydrogen in the effluent gas was only about 1 percent,

you have to divide that by 20 to get the actual fraction of the total charge current

that was going into hydrogen within the cell, because the hydrogen was being

concentrated by the fact that most of the oxygen is recombined; so that the actual

rate of hydrogen evolution at this point is still extremely small.

And actually, even when you get up to 10 percent, that means that the

actual rate, relative amount of hydrogen and oxygen, the relative amount of hy-

drogen is only about a half a percent of the total charge current, up to this point.

This is what I mean by the fact that these results have to be interpreted in some

arbitrary fashion.

The question is: When are we at the end of overcharge protection ? Is

a half a percent of hydrogen in the oxygen being generated in the cell a dangerous

condition ? Should we consider that the end of the useful overcharge ? I don't

know exactly. Maybe someone would like to comment on this. I do have a couple

of other pieces of data to show you that might help in that regard.

But now, in addition to hydrogen generation, there is another, possibly

more important, consideration, and that is the cell voltage. If you have a system

designed to operate with a certain end-of-charge voltage, note that the charge

voltage is pretty constant until you get out here to about the same place where

the hydrogen percentage starts to increase. And then that voltage starts to in-

crease.

And in one cell, the increase was very gradual and very slight. In the

other cell, it was considerably more rapid out here; so that possibly, somewhere

out here one could say from an end-of-charge voltage standpoint that you had
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reached the end of the useful overcharge protection available as far as your
particular application is concerned.

All of these numbers are probably also a function of the operating tem-

perature and of the charge current used. So that it just makes the point which

I believe Dean Maurer has made a couple of times in the past, that the effective

overcharge protection is a function of all of these variables, and isn't any single

number for any particular application.

Now, you might say, well, okay; there is the voltage of the cell in a

vented condition. What has that got to do with the real world, and a sealed cell ?

I have a partial answer to that. By the way, this work is still continuing, so

these represent just interim results, here.

(Figure 225)

At one point, we closed up cell B. This doesn't say so, but this is

after six ampere hours had been vented, in terms of oxygen, from cell B; and

what we did was close the vent, go back to a low trickle-charge rate for a while,

noted that the voltage and the pressure decreased down to fairly normal values,

even after having vented six ampere hours of oxygen. So then after we had at-

tained a steady state under those trickle charge conditions, again at 15 degrees

over here, then we again put, increased the current back up to 1.6 amps, and

followed the voltage and the pressure for a period of eight hours. This was

under sealed conditions.

And this is what happened. The voltage peaks out at almost 1.53 volts,

and then gradually declines and levels out at about 1.51 volts. The pressure

gradually builds up; it looks like it is starting to level out here. This is absolute

pressure, by the way, not gauge pressure.

Now, in this particular application, we don't ever overcharge the cell

at this rate for this length of time. We are always in trickle charge long before

we get to this degree of overcharge, of course; and the cells are not vented in

this way, but I think the interesting thing is that except for the voltage charac-

teristic, which goes well above -- Well, this particular battery has a 1.5 volt

per cell upper limit; so obviously it is going to -- And the current is tapered

as soon as the battery voltage reached that limit as an average, so obviously,

it is probably never going to get to see anything close to 1.6 amps at this state

of charge.

But still, as a sort of an extreme condition, we thought we would take

a look and see what the pressure and voltage would do under these conditions°
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This is where the hydrogen percentage and the voltage start to take off, as I

showed you on that previous graph. I am not sure how to interpret that either,

yet° But it is one more piece of data.

(Figure 226)

Now in addition to that, I will show you one more. These are voltage

versus current plots. The lower dashed line is a plot of the voltage versus

current for these 24 ampere hour cells before any gas was vented from the cells;

that is, when they were essentially as we started out in this experiment; and you

can see that slope there.

Now the curve with the squares is a similar plot, up to four amps in

this case, from one of the two cells that I have just talked to you about, which

are essentially new as far as cycle life is concerned. After venting six ampere

hours of oxygen you can see the change in slope.

Now we are starting to work on cells, as I mentioned, that have been

stored four years and then have been put through a life test. Unfortunately, I

didn't make a plot of the voltage versus oxygen vented on those cells; it got left

off of that other plot. But what happened on those cells is that the voltage began

to increase very rapidly as soon as those cells started to vent; and by the time

that we had vented four ampere hours from those cycled and stored cells, we

were up to about 1.6 volts, and we decided to stop there, arbitrarily.

At that point in time, interestingly enough, all the way up to that voltage

the gas was pure oxygen; no measurable hydrogen. And at that point, then, we

sealed up the cell and did a voltage-versus-current stand and that is the data

plotted in the solid squared. It goes on up off the chart up here to 1.6 volts at

four amps. It is almost a very good straight line, linear with current, whereas

these others are all sort of logarithmic with current.

I am not quite sure what is really happening, why that should be a

straight line. It looks like just a high internal resistance, but the cell other-

wise behaves fairly normally, or at least behaves quite normally. It had com-

pleted 10 eclipse seasons of accelerated life test behaving electrically in a very

fine manner. So this is the range of voltage versus current in overcharge that

we get as a function of the amount of oxygen vented, and therefore the amount

of shift in precharge level that we have introduced into these cells.

As I say, we are still experimenting with the cycled cell. We are still

going to be doing more of this work with the new cells, in trying to understand

exactly what we have got here; and we are trying to determine whether this is
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basically a better method to determine uncharged excess negative than the method

involving a prior discharge, recharge, and then further discharge, such as de-

scribed in the NASA spec.

It is true that this method is quite slow. It usually takes on the order

of two or three days of charging in order not to have to push the cell too hard,

and not have to force any premature hydrogen evolution. If you have that much

time, then it might be a worthwhile method, at least to check the other method

of determining uncharged excess negative.

DISCUSSION

SEIGER: Yardney. Two questions. When you have that cell recom-

bining about 90 percent of the oxygen, did the cell start to warm up ? Were you

able to determine a thermal effect due to the recombination of that 95 percent

oxygen, during the overcharge ? That is one question. The other: We see from

your data that you have a hydrogen evolution and an oxygen recombination oc-

curring at the negative electrode at a common potential. Did you also look to

see whether there was a third process, the charging of cadmium, so that we can

have three electrochemical processes occurring at one potential ?

SCOTT: First of all, we had no way of measuring any thermal effects

under this setup. We didn't really plan to, and the setup just didn't lend itself

to that sort of thing. Certainly, I guess, I had occasion to put my finger on the

cells occasionally, and of course, they were on a 15-degree heavy-duty base

plate, solid aluminum, and the thermal mass was so much that I don't think,

you know, you couldn't have ever been able to feel it, anyhow. You say the sec-

ond question is do we know whether the cadmium was charging ?

SEIGER: Simultaneously with the oxygen consumption and the hydrogen

evolution; did you have three proce_ses occurring at one single potential ?

SCOTT: Well, maybe I don't quite get the gist of your question, but

I don't see how we could be venting oxygen and not charging cadmium. Are you

talking about mechanistically, or what ?

SEIGER: No. We have observed this at a zinc electrode, that you

can have three processes occurring at one single potential. You can't have, as

you showed there, an oxygen consumption, a hydrogen evolution, and then you

can calculate from the residual current that you are still charging that zinc oxide

into zinc. I said in the zinc system, we spotted that, and I was wondering if you

saw a similar case in the cadmium.
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SCOTT: Well, we had no way of independentlymeasuring the state of
charge of the cadmium plate coat.

DUNLOP: Just a quick comment. Your basic data implies that those

three processes were going on, because the percentage of the hydrogen kept in-

creasing, and the assumption is that you are going to continue, you have got

oxygen recombination, but you are continuing to charge the cadmium electrode

a little bit more, until eventually all, if you keep this going, I think Will would

probably say if you kept this going, pretty soon hydrogen increasing and no longer

charging, and essentially you have only got two processes; hydrogen evolution

and oxygen and nothing else.

SCOTT: The farthest we went was to about 50 percent hydrogen in the

evolved gas, which means at that point I think it was like less than 5 percent of

the total charge current going into hydrogen in the cell. And the voltage was so

high at that point that, you know, we didn't feel it was worth continuing.

ELIASON: Ford. Have you been able to interpret the results to the

extent of what the answer should be, on your uncharged negative ? Have you run

a comparison ?

SCOTT: Well, we have not; the only comparison data that we have

right now is this data that we got negative numbers on, that I told you about,

which indicates that that test method is not working very well for us. On the

one cycled cell that I showed you data for here, it gave us four ampere hours

to 1.6 volts. Now granted, that is a lot of voltage; I mean, you can't really

utilize that. Probably it was more like one or two ampere hours to 1.55 volts,

I would say. So maybe that indicates that at least there is that much utilizable,

or at least chargeable negative excess in that cell, whereas in another cell from

that same battery, with the same history, we got negative results with the other

analysis procedure. So there is quite a discrepancy.

LIM: Hughes. I would like to make a couple of comments about the

data that you quoted from our nylon studies. The data on the viewgraph is the

correct up-to-date data, but I would like to point out that is the data for 34 per-

cent KOH, and the rate is somewhat different, which I am going to talk about

later; and it appears to me that there is a little bit of confusion about the rate

of the oxidation of the hydrolysis product.

We postulated a six-step oxidation mechanism, and we could confirm

up to the first four steps. And there is some evidence that it goes all the way

down to carbonate, and starting from a 6-amino-caproid (?) to carbonate,

from some of the people's data.
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And we observed that the first four steps were quite fast; it was a mat-

ter of days. And I believe that is not the rate-limiting step at all; so your pos-

tulation of a 25 percent oxidationt I think, is not realistic postulation of actual

data, I mean, of actual operating conditions of the battery.

SCOTT: I would like to see some of that data. I have not seen it; so
that was simply a gimmick to indicate what the shift in the conclusions would be

if, indeed, only 25 percent of the actual amount that was hydrolyzed initially

truly ended up, at the end of this long chain of degradation and conversion to

negative pre-charge occurred -- You know, there are a lot of assumptions, I

still think, in that chain of events. And it just indicates the possible range of

uncertainty that we are talking about.
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CERAMIC/METAL SEALS

A. M. Bredbenner
Ceramaseal, Inc.

It almost seemsa little inappropriate for me to be standing up here

talking about ceramic or metal seals for aerospace batteries, when that is prob-

ably one of the least things you have to worry about these days, but maybe a

little change of pace might be interesting at this point.

My memory goes back to the early '60s, the mid-60s, when the ceramic

to metal seal was required for aerospace batteries and a search was on, and it

so happened that Ceramaseal had a tailor-made process which would fit right

into ceramic to metal seals which would hold up in the alkaline environment of

a nickel-cad battery sYstem. It was a silver braze alloy, silver-copper braze

alloy, using an active metal process which was alloyed with titanium, and tests

indicated that it would hold up well.

And then these batteries got moving along for several years or so, into

the early '70s; I remember Intelsat IV pretty vividly, where I think our seals

got involved in the batteries.

And then as this progressed along, the problem of silver migration

came along; so how to get rid of silver in the system and improve the battery,

especially going to a longer life of batteries; and so another tailor made braze

system, the nickel braze system, nickel-titanium system, came along which

G.E. had developed and had patented, and Ceramaseal made a quick exit from

the aerospace battery business, and we haven't been there probably since 1973
or 1974.

Then more development came along in battery systems. The electric

car was being developed; and along came the lithium metal sulfide battery, and

the need for a hermetic seal to seal off the battery. When they came to Cerama-

seal for suggestions, well, we said there is the nickel-titanium system and

several other people who have some systems that are apparently working very

well, why don't you try them ? And they said, "They don't work. What can you
offer ?"

At the time, the only thing they had that worked was kind of a "crunch"

deal of boron nitrite squeezed down against the center electrode and the outer

casing, which worked very well. It had a leak rate of somewhere around 10 -5

atmospheres cc's per second of helium, but they wanted something better.
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Soafter thinking about it a while, and not knowing of any braze system
that we could really offer, we decidedto try a mechanical seal ourselves.

The presentation that I am going to give you, then, is something that
we have offered to solve this problem. It is a mechanical seal, but it could
possibly find applications in aerospace batteries, so that is why we are here
today to present it.

As you know, the lithium-metal sulfide battery system operates around
450 degreesCentigrade. The electrolyte is a molten solid lithium-potassium
chloride; and so the seal system required there has to withstand this environ-
ment.

(Figure 227)

The seal system consists essentially of a ceramic, which is item num-

ber 16, and two metal sleeves, item 14 and item 24. Now, this assembly can

be put together as it is shown there with the conductor assembly all put together,

consisting of items 24, 26, and the conductor, 28. It can be brazed or welded

together; and that assembly is then pressed onto the ceramic.

Or the other sleeve, item 14, can be preassembled to the cell cover,

item 10, and then this assembly is just simply pressed together. You see the

ceramic consists of two tapered areas on each end leading to a corner on which
the ceramic and metal seal is effected. There is an interference bit between

the parts, and as they are pressed together, you will notice area "P" there is

a malleable coating which is put on the metal part, so that when you press it

together, this malleable coating presses over the corner and produces a hermetic

seal.

The metal part is just pressed slightly beyond the corner there; and

you can get leak-tight seals in the area of one times 10 -9 atmospheric cc's per

second of helium. There are a lot of advantages to this seal, because you have

a ceramic; you can work with any variety of ceramics. Thermal expansions

aren't as critical as they normally are in other ceramic-to-metal seals, and

the thing is pretty simple to put together.

(Figure 228)

In this older figure I just indicated a little bit on how you go about de-

signing this type of seal. The metal part that you are pressing onto the ceramic

should be of a metal that, when you press it together, you don't exceed the yield

strength of the material; you want the thing to be on there within its elastic lim-

its, so it can cycle back and forth and not begin to leak.
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Now, just a simple stress formula: If you figure stress equals the

strain in inches per inch times the modulus of elasticity of the material, and in

our particular case we worked with about 5,000 of an inch per inch of strain.

So if you multiply that times the modulus of elasticity of a typical material, which

is 30 times 106, you see you need a material with a tensile strength or a yield

strength in the area of 150,000 psi. •

Now, since you are putting that type of strain on the metal part, you

need a ceramic with a compressive strength exceeding that or, as I indicated

here, say, over 300,000 pal; 95 percent alumina or beryllia or any ceramic that

you can come up with that has a compressive strength in that range would be

acceptable, and could be used.

The metal thickness that is required here varies by some constant

times the cube root of the diameter. Now, "K", this constant, would vary with

the ceramic strength_ where the wall thickness for this ceramic was the actual

ceramic compressive strength. Typical values of K for alumina are about. 05.

The maximum use temperature, and as you recall, we talked about the

lithium-metal sulfide battery had to operate at 450 degrees Centigrade; so we

press this metal part on there, and we have a residual stress of about 5/1000

of an inch per inch. So as this heats up and the metal part moves away, we

need to maintain at least a residual strain of 2/1000 of an inch per inch. So if

you figure your expansion of ceramic versus your expansion of the metal part,

you can calculate where you are going to be, what temperature you can go to

and still maintain this strength.

And under item 5 here, I have listed a couple of typical materials that

have very high yield strengths that might be considered. There is a whole raft

of them, and this is just a small number that I picked out.

That first material there, 17-4 pH stainless steel, has a typical com-

position of 17 percent chrome, 4 percent nickel, 4 percent copper, and the bal-

ance is iron; and that has a heat-treated yield strength of 185,000 psi. Inconel

X-750 has 15 percent chrome, 76.75 percent iront 2.5 titanium, . 85 columbium,

0.7 manganese, and 0.8 aluminum. Now, that is a little lower, 120,000 psi;

and in this particular case, I would work with a little less strain, something

down around 3/1000 of an inch per inch, or maybe four, to effect that seal.

AM-350 stainless steel has a chrome percentage of 17 percent; nickel,

4; molybdenum, 3; and iron is the balance, and that has a typical yield strength

of 173,000 psi°
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One typical unit, then, that we have put together and tested is using

99-1/2 percent beryllium oxide, 17-4 pH stainless steel, and the malleable

coating that we used -- Well, we have used a number of them. Copper is one,

silver is another, gold can be another. In the case of the lithium-metal sulfide

battery, we even used moly-disulfide, and it worked.

The particular combination of metal used was 17-4 pH stainless steel.

We used copper as the metal coating and 99-1/2 percent beryllia as the ceramic;

and we pressed that together and then put heating tapes around it, heated it up

to 450 degrees Centigrade, and leak-tested it at that temperature. And we main-
tained a leak rate of better than one times 10 -9 atmospheric cc's per second of

helium.

The major problem that is encountered in the lithium-metal sulfide

system; the materials appear compatible and there is no problem, except that

there is a problem of stress corrosion due to the high strain on these parts.

In the silver cadmium cell it is particularly bad. If you were in an alkaline sit-

uation, the problem wouldn't be there. Heating an acid or a nautral system of

chloride salts, stress corrosion is a real problem. So a coating is sometimes

required over the metal part which will protect against stress corrosion, if the

particular material that you are choosing is subject to stress corrosion that you

are working with.

DISC USSION

ROGERS: Hughes Aircraft. If I understand that seal correctly, you

have a center conductor of a high-strength alloy, which are notoriously bad con-

ductors. Now how do you apply such a seal to a high-current battery for lower

temperature use ?

BREDBENNER: That c_enter conductor wasn't sealed to the ceramic;

it just passed through. The seal was effected on the outside of the taper, where

the tubular part on the outside pressed down over and made contact there. The

center conductor just passed through there.

ROGERS: So you could use something like nickel.

BREDBENNER: You can use anything you want. In the lithium-metal

sulfide system, it was molybdenum.
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GASTON: RCA. Are there any limitations on the size of diameter of
the center conductors; that is to say_ is there a critical size for a small diameter

or for a large diameter; what is the present size you are making right now ?

BREDBENNER: One that we made had a one-inch diameter; the center

conductor was a quarter of an inch.
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EVALUATION OF POSITIVE

PLATES WITH VARIOUS

LOADING LEVELS

G. Van Ommering
Comsat Laboratories

The title of this talk may be a little bit misleading. I am not going to

talk only about electrode expansion. There is quite a number of other degrada-

tion modes in nickel electrodes that we have been looking at over the past few

year s.

When we started a few years ago, we began to investigate failure mech-

anisms of nickel-hydrogen cells. Jim Dunlop mentioned this earlier: One of

the typical failure modes we used to see was that a cell that was being cycled,

with a separator like polyporpylene or nylon, develops a high impedance after

some few hundred or a thousand cycles and dries out, low voltage, and it falls.

So you had a pretty good idea that the problems had to do with an electrolyte

redistribution, and we started a program with Buckner Appelby at Marc SC

in France to investigate what exactly was going on. So he did quite a bit of work

on various kinds of nickel electrodes, primarily SAFT type electrodes, which,

of course, are very similar to G.E. types which most of us here work with in
ni-cads.

One of the variations he put in there was that he looked at several load-

ing levels. He looked at electrodes at normal loading levels, electrodes with

about 84 percent of normal loading levels, and electrodes at 69 percent of the

normal loading levels.

Now, more recently, we have been looking also at electrochemically

impregnated electrodes, which were made for the NTS-2 flight program by

Bell Labs, or by Eagle-Picher using the Bell Labs process. And we essentially

have been running those electrodes the same way as Dr. Appelby does with his

SAFT electrodes. We wanted to get a good comparison of the two types of elec-

trodes, as well as what the effect of loading on them was.

I have a lot of data here on those four types of electrodes, the three

SAFT electrodes at different loading levels, and the EI electrode° And in addi-

tion, in some of the figures, I will be showing data on nickel-cadmium tests that

we have been doing, and some other nickel-hydrogen tests that we had at Comsat

to compare them, to see what the effects of overcharge, total cycling rate, et

cetera, were.
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(Figure 229)

Onthis first figure I have just shownthe four main electrode types.
The EI is the Eagle-Picher made Bell Labs type. The other three SAFT types
are shownbelow; "CI" means "chemical impregnation." It doesn't show too
much. I guess that probably the most interesting thing to note here is that the
EI electrode has aboutthe same amount of nickel hydroxide as that 69 percent
CI electrode; so it is a nice straight comparison there in impregnation method.
It is aboutthe same loading level.

In actual grams per cc void of nickel hydroxide, those lowest loaded
electrodes come to about 1.2, andthen in addition to that, there is somewater
hydration andcobalt. The 100percent CI electrodes run at about 1.85 or some-
thing around that, nickel hydroxide, grams per cc void. Sothese are the four
main onesthat we were comparing.

I guessthe last column is kind of interesting, because it shows some-
thing that I guess most people know, that the EI electrodes showvery goodutili-
zation, andthis is basedon capacity measured in the cell; so that is not a flooded
measurement, but it is in the cell. You can see that the EI electrode with a con-
siderably lower rate than the CI electrode, eventhe fully loaded ones, shows
better capacity right at the start, and it is considerably higher.

(Figure 230)

Wewill take a look at the expansion. There is a lot of data on this plot,
here. The first three curves to look at are this one, this one, and this one.
Those three curves are for the fully-loaded SAFT type electrode, the 64 percent
loaded SAFT type electrode, and the 69percent loaded, respectively. And you
can seevery clearly that the loading level has a very, very strong effect on the
rate of expansionin a cycle which is fairly severe.

This was a three-hour cycle, 1.2 hour discharge, 1.8 hour charge, at
a C over 2 rate for both the charge and discharge. Soit is 60 percent depth,
and there is about 50percent overcharge at a high rate. That is quite severe.

Thenext thing to notice is that the EI electrode, which is this curve.
It is very close to the 69 percent loaded electrode. That seems to indicate that
loading level is one of the determining factors of expansion; that the impregnation
method isn't nearly as important there as the loading level.
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Someof the other datahere wewill look at quickly. That short little
curve in the corner is for Intelsat IV andTelesat nickel-cadmium cells, and the
real-time tests, both at Comsat and at Telesat. You will see that even though
they are run with a lot less overcharge on a relatively mild cycle compared to
what we were doingwith the other electrodes, they are expandingmuch more
rapidly. It will be very interesting to seewhat happensonceyou get to that
2,000 cycles with that type of electrode.

But evenwith the milder cycling mode, we are developing more thick-

ness there, and a lot of the reason might very well be that those electrodes are

operating in a much more starved condition than the electrodes in nickel-hydrogen

cells, which normally run fairly wet. So whatever is at the root of the expansion

is apparently more severe in a starved system.

One other line to look at is this one here. That is for exactly the same

electrodes that this curve is for, but this was at about one-half the cycling rate,

with considerable less overcharge. So you can also see that the overcharge, the

amount of overcharge, has a very strong effect on expansion. I guess I should

anticipate the comment that Dr. Seiger is going to make after the talk, that there

is no such thing as expanding an electrode by 125 percent in the cell. It just has

no place to go; and this, of course, goes back to his ',hard" and "soft" expansion.

In the cell, you will find a bit of expansion, and as soon as you take it

apart and measure the electrode, the thing just relaxes. What this curve is,

however, is still a measure of the kind of stress you build up in the stack. This

electrode really wants to expand, but it can't, and it builds up a sort of equilibrium

against the separator, and will tend to squeeze electrolyte out of that, and also

some problems associated with that. Now, that is all for expansion.

(Figure 231)

One of the other things that Dr. Appleby found, and which we have been

looking at for most other electrodes that we work with ever since, is the changes

in the porosity distribution in the electrode. This is just an example, there.

There are two sets of curves, here: One for the fully-loaded SAFT type
electrodes, and one for the 69 percent loaded electrodes. You can see that for

the new electrode, here at zero cycles, we find a tremendous increase in pore

volume, which is plotted on the line axis; after 1,888 cycles, the pore volume has

increased dramatically. And of course, a lot of that is simply due to the expan-

sion; you are adding more void volume to the electrode.
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Themost interesting thing, though, is that most of this pore volume in-
crease occurs at very small pore radii. We are looking at about a 1,000-angstrom
pore radius here. And it seems that most of this new volume that we are getting
is in these very small radii. You can also see in this figure that that phenomenon
doesn't occur quite as rapidly for the low-loaded electrodes as compared to the
standard-type electrodes which everybody today is using for ni-cads; or almost
everybody.

Now, this developmentof a lot of micropore volume is going to have

consequences for the electrolyte distribution in the cell. These micropores, of

course, can take up an awful lot of electrolyte simply by capillary action; and

there is just no way that that electrolyte can ever return to the separator. It is

just going to be tied up and it will lead to the cells drying out and eventually

failing, due to low discharge voltages.

(Figure 232)

I have got the same kind of curve for the EI electrodes, and you can see

that they behave a little better than the other ones, but the mechanism seems to

be a basic one. It is something that occurs in every type of electrode. The EI

electrode, after 4,000 cycles, has a total pore volume of about. 15 cc's per gram

of electrode. The 69 percent loaded electrode, chemically impregnated, after

4,400 cycles, is considerably higher at that point.

So the EI electrodes behave somewhat similarly to the low-loaded elec-

trodes; and again, the loading level seems to be a major determining factor in

this pore volume development.

(Figure 233)

I will quickly display a figure that shows we have actually measured

what happens with these cells when that pore volume starts building up. This

shows the percent of total electrolyte in the positive electrode and in the separa-

tors for cells that have been cycled up to 3,000 cycles here.

These two curves are for cells with nylon. You can see there is a con-

siderable decrease in the amount of electrolyte in the separator, at this point.

In the positive electrode, you find an increase in the amount of electrolyte. Cells

with asbestos show the same sort of thing, and I guess Dr. Rogers mentioned

something like that, that there is a redistribution in cells with asbestos separators.

We have also measured, or Dr. Appleby has measured, the porosity

changes in the asbestos after cycling. And he concluded that the asbestos is
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fairly stable, and that it is really the positive electrode which is changingand
drawing electrolyte out of the separators; so that the separator can't be blamed
for that. It is purely the positive electrode.

(Figure 234)

Now, a few figures to summarize that porosity data, and throwing in

the data for Intelsat and Telesat also; that is the little curve in the corner here.

Again, you can see that with cycling, this is the micropore volume that

is building up considerably for the 100 percent CI electrodes, the 84 percent,

and 69 percent CI electrodes. The EI electrodes are fairly similar to the 69

percent CI. Intelsat IV and Telesat seem to follow this same general trend,

but since there were so few cycles on them at that point, it was very hard to

say what is going to happen. The best guess you could probably make at this

point is that they would follow, eventually, the curve for the 100 percent CI

electrodes, and at something like 1,000 or 1,500 cycles, you may begin to run

into real electrolyte redistribution problems.

We can skip the same kind of curve for total pore volume, because

that doesn't show very much.

(Figure 235)

One other thing to be looked at was corrosion of electrodes that we

cycle under these fairly harsh conditions. And shown in this figure, it expresses

the change in weight percent of nickel sinter in those electrodes in relation to

cycles. That, of course, is very sensitive to how you run the test. If you give

a lot of overcharge to these cells, it will corrode considerably faster. I just

want to use this to show that there does not seem to be any significant difference

between electrodes at different loading levels or different impregnation levels.

Everything seems to corrode at about the same rate.

(Figure 236)

One other thing that we have looked at is the change in capacity of the

electrodes; and here it is really very easy to see that the EI electrode is defi-

nitely superior to all the conventionally-impregnated types, regardless of what

the loading level is.

This here shows the in-cell capacity in milliampere hours per gram

of electrode; and you can see very clearly that the EI electrode is way above

any of the CI electrodes. It is also very interesting to see that an under-loaded
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chemically-impregnated electrode, or vacuum-impregnated electrode, behaves

a lot better than a heavily loaded standard SAFT or G.E. type electrode.

There has always been a tendency of cramming more material in if

you want more capacity, but it seems very clear that the thing to really do is

to underload the electrodes somewhat, by which you can extend the life consid-

erably. And obviously, the best thing to do, if you are going to underload it,

is to do it by electrochemical impregnation.

Also, we have been looking at electrodes with the electron microprobe,

SEM, to see if you can correlate some of the changes that we measure in thick-

ness and microporosity with something we might be able to see inside the elec-
trodes.

What we show here is one of these Eagle-Picher made Bell type elec-

trochemically-impregnated electrodes when they are new, and I hope it is clear

enough for everybody. Probably you have seen things like this before.

(Figure 237)

The very bright areas are the metallic nickel, and you can see it is a

relatively uniform sinter. The gray areas right around the bright areas are

the nickel hydroxide, and the deep black areas are just voids in the plate. If

you look at this new electrode, you can see there is very good distribution of

active material in this plate.

(Figure 238)

Now, if you look at the next figure, we can see what it looks like after

1,000 cycles. It looks like all the active material is gone, but it is there, and

if you could see this better, you would see that the material has lost some of

its initial good distribution. It has moved to some of the void areas in the plate,

and actually there seems to be a tendency for it to move towards the surface.

It is probably clearer on the next figure, which is a picture of an electrode

after a little over 2,000 cycles.

(Figure 239)

And here, you can probably begin to see that there is quite a concen-

tration of active material near the surface, especially in the right side of the

figure, which is the side on which the separator was, in this electrode.

(Figure 240)
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Now, the next three figures showsurface views of those electrodes.
This is the new one. You can see there are nice little globules of nickel hy-
droxide; it looks very nicely distributed.

(Figure 241)

The next figure shows that after 1,000 cycles, not much change, that
the blobs of nickel hydroxide seem to havegrown a little bit, but it gets very

dramatic in the last figure where you can see that active material is really ac-

cumulating near the surface, and it looks actually like it might be blocking some

of it off. Also, when you look at this type of material, this sort of almost a

gel-type form, you can imagine that a material like this might have an awful

lot of very small pores, a lot of micropores; and while it moves towards the

surface of the electrode, it leaves some fairly large voids inside the electrode
itself.

(Figure 242)

So by looking at these figures, you can really see that there is a sort

of polarization of pore sizes. You begin with a fairly uniform distribution, and

after 2,000 cycles, and of course it gets worse still after that, you have a very,

very large number of very small pores, and a relatively small number of very

large pores, and that those medium sizes are not really changing very much

and probably decreasing somewhat in number.

So this kind of process will eventually lead to electrodes or cells dry-

ing out due to, number one, the absorption of electrolyte in the micropores and,

number two, the fact that the surface is progressively being blocked; the mate-

rial becomes less and less utilizable, because it is in such large blobs, as it

were.

Now, EI electrodes show this as well as the CI electrodes. It seems

to be not particularly accelerated for CI electrodes; so again, it looks like the

cycling mode is the determining factor in how fast this sort of migration or
movement of active material occurs.

DISCUSSION

RITTERMAN: TRW. Perhaps you mentioned it, but I missed it:

What was the mode of cycling ? That is, were these cycled as nickel-hydrogen

cells, as nickel-cadmium cells ?

#
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VAN OMMERING: Well, the four electrodes or the four main types,
let's say; thosewere cycled as nickel-hydrogen cells, someof those at marked
SCby Dr. Appleby and some of those by us.

RITTERMAN" Right.

VAN OMMERING: So those are all nickel-hydrogen cells in our cycle.

RITTERMAN: That would explain the sort of excessive expansion,

because in the nickel-hydrogen cell, you are more loosely held than you would

be in the cadmium.

VAN OMMERING: Yes.

RITTERMAN: Do either Dr. Appleby or you have any figures in re-

gard to similar tests done on these plates when they were nickel-cadmium
cells ?

VAN OMMERING: Well, I showed in that expansion curve (see Figure

230), at the far right inset; you can see that the thickness there is increasing

more rapidly than any of the other electrodes.

RITTERMAN: The only thing is, though, that in nickel-cadmium,

usually, what I am used to, most of the swelling occurs real early, and tapers

off.

VAN OMMERING: There is no way of telling what is going to happen

here when we extend this for 4,000 cycles; but just on the basis of what we see

here, the best conclusion I could reach here would be that it follows this, be-

cause it is the same type of electrode, essentially.

RITTERMAN: Another question. You have only one level of impreg-

nation on the EI; that is at 1.2 per gram for cc void. Have you the intention of

trying it at a high loading to see how that would compare ? If you just have one

level, you can't really say in what direction EI would go if it were impregnated

to a greater extent.

VAN OMMERING: I think that if you would use EI electrodes with

heavier loading levels, you would see something very similar to what we see

here for a CI electrode. That is, there is going to be somewhat more expansion.

It may be delayed a bit, initially, but it is not going to be significantly different.
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I think we have a pretty good idea that the levels that we work at are

just about optimum. In the last Intelsat programs, Dr. Seiger at Yardney did

a comparison between EI electrodes with two loading levels; and he also looked

at the two porosities on the sinter. And his conclusions were that the lower

loading level, if you looked at it, which was relatively close to what we had

here on these Bell type electrodes, was optimum for several reasons.

In terms of energy density, that seems to be optimum, and it gives

extremely little expansion.

RITTERMAN: I ran 10 years life simulation of geosynchronous orbit

with EI electrodes that were made by Dr. Seiger, when he was at Heliotech.

And based on the weight gain, the loading was 1.9 grams per cc void, and the

swelling was minimal, but, of course, these were in nickel-cadmium cells

where the interelectrode was held rigid.

HALPERT: I have two questions. One relates to that figure. You

say the expansion from the point at which the manufacturer puts it in the cell

or from the point which you exceeded after some cycling ?

VAN OMMERING: That is something that I kind of purposely left out

to avoid confusion, but I guess it generated the confusion. For practically all

the electrodes that you see here, the thickness was measured when we received

the electrodes, and build cells with it, and that is what the data is based on.

The only exception there is the 100 percent CI electrode that was run

in the nickel-hydrogen cell at the high rate. And that one thickened quite a bit

in formation. It started out, well, I guess it thickened about 20 percent during

formation; and that 20 percent is not added in here. So if you would add that to

the curves, it would start out really here, and wind up almost off the figure.

HALPERT: So that is the percentage of dry weight.

VAN OMMERING: Yes. That is right.

HALPERT: The second question I had relates to the impregnation

level. You listed 100 percent versus something reduced, I don't see what the

percent was. Can you say something about what the 100 percent was and what

the other one was, in terms of the loading of it ?

VAN OMMERING: It depends on exactly what you take into account

there. If you do it purely on nickel hydroxide, which you measure by chemical

analysis, I think it comes to something like 1.8 grams per cc void.
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HALPERT: That is the 100percent?

VAN OMMERING: For the 100 percent; but you have to add to that
cobalt andwater hydration; so altogether it winds up something like 2.1, or
whatever.

DUNLOP: I think the electrochemically-impregnated ones per cell
are about 1.6.

VAN OMMERING: Yes; but that again includes water and hydration.

DUNLOP: I know; but the 1.2 number is really confusing. The actual
number, in terms of grams of active material per cc weight volume, is about
1o6 to 1o7. And if youdon't take out the weight of hydration, the weight of hy-
dration is about 6 or 7 percent of the total, around 6 or 7 percent of that.

VAN OMMERING: Well, there is a slight difference between lot one

and lot two, here.

DUNLOP: The other point to make is, as far as these expansions go,

on the SAFT, which is for Telesat and Intelsat IV, those electrodes were mea-

sured after we received them. And those expansions that you see there are the

expansions that did occur in those cells as a function of time. It is also impor-

tant to point out that those things occurred over a four or five-year period, be-

cause it takes five years 500 cycles in a simulator, so the time difference, while

the cycle difference is the same, the time difference here for the nickel-cad

data is quite different and it may have an impact on the expansion as well.

ROGERS: Hughes Aircraft. In looking at the figures you showed, the

microphotographs, it would seem that the migration of the active material to-

ward the surface, where it gets.into a larger "lump", if you want to call it that,

would seem to be kind of permanent. Is that, do you think that might be revers-

ible in some manner, with a full reconditioning or something ?

VAN OMMERING: No, I don't really see any mechanism by which it

could return. I can't really even see a very good mechanism by which it goes

out in the first place.

ROGERS: Would you repeat the cycling mode, please.

VAN OMMERING: It was a three-hour cycle at 1.2 hours of discharge,

1.8 hours charge; and everything was done at a C/2 rate; that is real capacity,

measured capacity on cycle one.
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HALPERT" I didn't get the answerto what was the reduced loading
on the chemical impregnation. You gave me the full loading at one point; 1.8,

you said ?

VAN OMMERING: That is just nickel hydroxide. It is about 2.1 on

the total weight gain.

HALPERT: And that is on 100 percent. What about the reduced rate ?

VAN OMMERING: Well, that 84 percent is simply based on weight

gain, so whatever that comes out to be. I don't know the exact amount.
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ANALYSIS OF AEROSPACE

NI-CAD BATTERY CELLS

R. R. Eliason

Ford Aerospace and Comm. Corp.

First, I would like to show you the block diagram of how we go about

analyzing nickel-cadmium aerospaced cells; and then I would like to get into more

specifically one area.

(Figure 243)

But first of all, we record the data, go through the physcial measure-

ments of the cell, do the electrical normalization; that includes reconditioning,

cycles; and then we go into the usual precharge measurements, cell disassembly,

packaging, and then into the analysis.

We do the extraction of the negative plates and the positive plates, the

separtors, analysis of the electrolyte; and then we get into the other varied

analysis: Atomic absorption spectroscopy in analyzing for the different compo-

nents, emission spectrographic analysis of all other components, the four com-

ponents; the electrolyte, nickel electrodes, cadmium electrodes, and the sepa-

rators; SEM plate metallographic analysis, insoluble carbonates; up in here we

do the soluble carbonates; analysis for NO x, nitrates, also separator molecular
weight analysis, and also the micro and macroporosity of the electrodes.

Today, basically what we want to look at is SEM and metallographic

analysis, as related to cadmium migration.

(Figure 244)

We have had a lot of people talking about cadmium migration, so I

thought I would finally show you what it is and show you a little bit more about

it, and people won't be quite so afraid of it, hopefully.

First of all, I would like to define cadmium migration, show you exam-

ples of it, show the effects of cadmium migration, some of the causes of cadmium

migration, and some methods of reducing cadmium migration.

(Figure 245)
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Let's start in by defining it strictly as cadmium or cadmium hydroxide

that has diffused or migrated beyond the surface of the electrode. That includes

cadmium in the electrolyte, cadmium in the separator, cadmium beyond the

surface of the cadmium electrode, and cadmium in the nickel electrode, as

shown here; cadmium in the separators, the nickel electrode, the electrolyte,

and cadmium that has migrated beyond the surface of the cadmium electrode.

(Figure 246)

First of all, I don't know how many of you have observed cad migration'

in cells, and a lot of you have. These are cells that are taken apart. This is

a basically a new cell, or clean cell. You can see the separator. It is very

clean. It was analyzed, found to contain approximately 10.5 milligrams per

bag. This was about a 10 amp hour cell.

Here we can look over here, and you see a little bit of discoloration

on the cadmium electrode, and the matching pattern up on the nylon separator,

and you see we have a higher content of cadmium in the nylon separator.

Then we get into a heavy cadmium migration, where you are looking

at 400 to 500 milligrams per separator. Then we have another condition that

we refer to as separator adhesion to the cadmium electrode. This is where the

separator is actually embedded in the surface of the cadmium electrode.

(Figure 247)

To start out as a comparison, let's look at a new cadmium electrode.

You see, this is one that has never been in a cell. This is a typical G.E. elec-

trode. Over here we have the SEM on the surface, approximately 200 x of the

cadmium electrode; then we have the potted cross section, metallographic cross

section, approximately 340.

The white spots are the nickel plaque material in the electrode. The

gray spots, as you see; that is your cadmium, cadmium hydroxide. Now, you

see the black areas, which sometimes are referred to as "voids, " or not nec-

essarily voids, but sometimes are actually what we refer to as "pull-out." In

other words, in milligraphic cross-sectioning, you get a condition when you are

grinding the sample where pieces of it, because the material is very fragile,

will pull out and leav_ a void there, So you have to be careful in your definition

of this, and it is difficult to know whether that is really pull-out, or it is a void

in the electrode.
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So this is a new cadmium electrode that has never been in a cell.

(Figure 248)

Now, let's look at a cell that has undergone typical acceptance testing.

Here again is the SEM on the surface of the electrode. There you start to see

the cadmium, cadmium hydroxide crystals on the surface. This one had approx-
imately 80 cycles on it.

The metallographic cross section shows, here is your surface of your

electrode, all in through here, and you see just up on the surface small cadmium

hydroxide crystals. Incidentally, this is an error; this decimal point should be

over. The cadmium crystals are approximafely a half a mill above the surface
of the electrode.

(Figure 249)

Now, let's look at some, what we refer to as "medium, " cadmium mi-

gration. Here you see the separator or the nylon strands embedded in the surface

of the electrode, in the large cadmium crystals. Again, this is 200 X SEM sur-

face, compared to the metallographie cross section; and here you see this is the

surface of the cadmium electrode, in through here. You see that we have in this

cross-section, we have cadmium approximately 1-1/2 to two mills above the

surface of the cadmium electrode; and again, the separator is embedded, parts

of the nylon separator, embedded in the cadmium-cadmium hydroxide.

Now, let's take a look at some heavy cadmium migration.

(Figure 250)

Again, you see the nylon separator embedded in the surface of the elec-

trode, in the SEM picture, and over here, we see approximately 3 to 4 mills of

cadmium that has migrated beyond the surface of the electrode, and again, the
nylon strands throughout the surface.

Let's just classify it basically, and .say, light cadmium migration is

roughly one mill, medium cadmium migration is one to two, and heavy cadmium

migration runs from three to four and up.

(Figure 251)

Now, what does cadmium migration in situ look like, in a cell, where

you have the nickel electrode, the cadmium electrade, and the separator ? We
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cross-sectioned some of those, also. Here you see that the cadmium has mi-
grated approximately 50percent of the way through the separator; the same
here, approximately four to five mills.

This cell was still operating. It was a 15-amp-hour cell and gave 19
amp hours capacity. Soeven thoughwe had 50percent migration of cadmium
through the separator, the cell was still operable.

(Figure 252)

What does the cadmium look like in just the separator ? Supposeyou
cross-section the separator ? Here are somepictures at approximately 200 or
250X. This is the surface of the nylon separator that was next to the cadmium
electrode, andyou can see the cadmium, the gray material, all in through here;
andagain, it migrated approximately halfway through the separator. These,
again, had approximately 400 to 500 milligrams per bag. That is a nylon sep-
arator.

(Figure 253)

Nowlet's take up what are the methods of reducing cadmium migration ?
Onemethod, aswe know, is to put the cells. Now, this is not for storage of
cells, but this is during flight to store the cells, of course, on trickle charge.
Well, this was a test that was approximately five years; it was a real-time test.
We ran cells on opencircuit stand, and cells on trickle-charge.

This is the open circuit stand after approximately five years. Here
again, the SEMof the surface of the cadmium electrode; we see the nylon sep-
arator material, large cadmium crystals. Again, here is the electrode sur-
face, andwe see approximately three to four mils of cadmium migration beyond
the surface.

(Figure 254)

Now, let's compare that to the trickle-charge mode. Again, this cell
is the same; after five years of operation. You can see the vast difference.
difference. These again are approximately the same magnifications on the SEM
and also on the metallographic cross-section.

Here is your electrode surface, andyou see you have approximately
one mil of cadmium that has migrated abovethe surface of the cadmium electrode.
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(Figure 255)

Now, for just a comparison of thesurface, just looking at the surface
of the two electrodes, you see the crystal size also. Here we have 2,000 X and
2,000 there; you can seeyou have very large crystals over in the cell that was
in an open-circuit standversus the one that was on trickle charge. You have
very fine crystals. This is a little piece of the nylon separator there that has
some degradation on it.

Dr. McDermott has a very goodpaper out on cadmium migration. One
of the mechanisms that everyone is considering at this time is carbonate. What
is the effect of carbonate on cadmium migration? Well, one of the interesting
things was that this cell, that was on trickle charge, had approximately 238 to
240 grams per liter of soluble carbonate, and the one on trickle charge had ap-
proximately the same; I think it was about240 grams per liter of soluble car-
bonate.

Sowhile the carbonatemay be a mechanism that produces cadmium
migration, it is not the predominant mechanism, evidently, becausewe have
the same carbonate content, roughly, in both cells, andyet we have extensive
cadmium migration in the cell. And again, as I say, these cells still produced
19 ampere hours with this type of cadmium migration.

(Figure 256)

What else canwe do to reduce cadmium migration? Oneof the things,
of course, you can do is utilization of TFE on the cadmium electrodes. This
is a test that was run on one cell. First of all, it was 550 cycles, approximately
a 90-minute orbit, 50percent DOD, 40 degrees C. Onewas the control, approx-
imately 162 milligrams per separator of cadmium. This had a level one TFE;
at that time, they were using different levels of TFE to seewhat controls, what
effect, it would have on it. And as see, we reduced it approximately a third.
This had approximately 53 milligrams per bag; whereas, whenyou go up to TFE
secondlevel, againyou have reduced it approximately in half, and so onup the
scale.

(Figure 257)

I believe Gerry Halpert will recognize this. Also, the solubility of
cadmium hydroxide in the electrolyte is afunction, as you see, of the concen-
tration. In other words, here is your solubility of cadmium hydroxide here.
You see as you go downlower in concentration, you have lower solubility of
cadmium hydroxide in the electrolyte.
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Sobasically, the four methods of reducing cadmium migration are:

One, the lower temperature; two, _rickle charging; three, Teflonated cadmium

electrodes; and also lower concentrations of electrolyte.

(Figure 258)

So the conclusion that we have come to so far is that cadmium migration

is a normal aging mechanism associated with the rate of degredation of quality

of the cell. It can be accelerated or reduced by varying the stress factors on

the cell.

DISCUSSION

SCOTT: TRW. What was the prior history of the cells that you showed

us, the pictures after open-circuit stand ? What was their condition, do you

know what they looked like under the same scanning electron microscope sit-

uation before they went on open-circuit stand ? Were they clean? Were they

free of that sort of thing? In other words, are you saying that the open-circuit

stand, per se, produces the conditions that you saw?

ELIASON: As I understand your question, it is: "Did we analyze the

cells five years ago, before we started the test ?"Is that correct?

SCOTT: Essentially, yes.

ELIASON: No, we did not. We are assuming that after the five year

test, we just compared the two new cells, as we have compared it with the new

cells, this is what we would expect a new cell to look like. No, we did not an-

alyze these cells at that time to compare them; but I assume that we did not have

extensive cadmium migration in brand-new ce!ls. I have never seen any like

that.

LIM: Hughes. I would like to offer you a speculation there that may

be explaining this factor. During the trickle charge, you are passing the current

which reduces the cadmium plus-2 which is in solution to cadmium zero; so near

the electrode, that reduces the cadmium concentration; while on the open-circuit

stand, you don't pass current. It is off; the concentration will be determined

by solubility. I don't know whether it makes sense to you, though.

ELIASON: Yes. This is what I had more or less postulated, too.

That was very good.
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ROGERS: HughesAircraft. You didn't say whether your open-circuit
stand, or the trickle for that matter, was at a constant temperature or not.
This could make a difference, becauseyouwould expect, since there is a very
large temperature coefficient in solubility, that the cadmium hydroxide would
dissolve as a complex in the battery andthen reprecipitate each time it cycled
which might affect the rate.

ELIASON: Right. That was at room temperature.

ROGERS: The room kept constant, or just at the room temperature?

ELIASON: No. Just room temperature, at that time.

McDERMOTT: Another factor in the trickle charge may be the fact

that you are constantly evolving hydrogen, which is agitating the environment

and may be interrupting the precipitation of the cadmium in the separator area.

FORD: Goddard. I have two questions for you. The first one: The

figure you had that showed the large crystals on the open circuit and the very

small ones on trickle-charge; could you put it back up there ?

ELIASON: Yes.

(Figure 255)

FORD: What caught my attention is that here in the viewgraph, you

showed what appeared to be nice cadmium crystals, but the crystals in the left-

hand figure are not really crystals, in a sense; they are wafers from crystals.

E LIASON: Right.

FORD: This is the same type of crystals we see in near-earth cycling,

you know, 25 or 30 percent, we see at this depth. I was wondering ff you had

explored into what causes these crystals to assume this shape, and then, is it

possible that once they are in this shape they are no longer available, because,

you know, to fit back into the reaction of the cell ab far as normal discharge.

That was the first question I had.

ELIASON: No; we really have not investigated that. I will tell you what

I have seen on that, Floyd; I didn't bring it with me, unfortunately, but I have

seen the large crystals, we have done metallographic cross-section of the large

crystals, and then put them on a SEM and then E-dash, the energy dispersive

X-ray analysis; and you can actually see and detect cadmium, not cadmium
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hydroxide but cadmium, in the middle of the crystal; and this is a totally dis-
charged cell, for once. Sothe cadmium is tied up in the bigger, larger crystals.

But the platelets; yes, we see a lot of the platelets. They look a little

bit different here, in this comparison. These are both, of course, at 2,000 X.

But in the other ones, where I was comparing them with the metallographic cross-

section, they were about 300 to 400 X, so they looked a little bit smaller.

DUNLOP: Comsat. In the last, I think, two or three battery work-

shops here, we have reported, showed, pictures very similar to this on the life

testing of the Intelsat IV. In answer to one question; I think it was Dr. Scott's:

We did take cells and look at them each year, twice a year. And the phenomenon

you are describing shows up as a function of time and is aggravated by time.

And there does seem to be a difference, by the way, if you have a cell

in which your electrode has a silver catalyst and if your electrode does not have

a silver catalyst. Our data shows that if you have a silver catalyst, at least for

the first two or three years, the migration rate of the cadmium from the cadmium

electrode over to the positive electrode, is increased by a factor of between four

and six, with the silver catalyst. And that cadmium migrates all the way from

the negative over to the positive electrode and shows up with the positive, with

the trickle charge storage mode, by the way.

The other thing that we have observed when we see the large crystals

grown with the open-circuit stand is that we have cross-sectioned those elec-

trodes and divided them up into 12 different sections. Some, you see larger

crystal s in certain sections than you do in others. Where you find the large

crystals formed, it is true that it is more difficult to utilize that material. The

utilization of the material where you have your large crystals drops down to less

than 50 percent, very often; whereas if you have a cell which is trickle-charged

and you maintain this other type of crystal structure, your utilization will stay

up to about 70 percent.

MAURER: Bell Labs. There was a paper by Opinocha in the '60s that

describes the formation of these crystals on cycling; and I think he correlated

that the slower the discharge rate and the higher the temperature, the larger the

crystals; you could make them grow bigger and could make them grow smaller;

There is evidence that the active surface of those hexagonal platelets

is the outside edge, that the material dissolves from the outside edge, not from

the fiat face; so that they are intrinsically less active than the small crystals.
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NYLON SEPARATORS

H. S. Lim

Hughes Research Laboratory

My talk is going to be about nylon separators. This is a part of our

effort to study the separator and develop a new separator. We have described

the previous work on the nylon separator two years ago, in this battery work-

shop. This is going to be updating work of that separator study.

I would like to start with reviewing some of the previous conclusions

that we had drawn, for those of you who are not familiar with our work.

(Figure 259)

Well, this is the main conclusion we had reached previously. By the

way, the experimental tactic we have used is that we have put the piece of nylon

separator, which is the Pellon 2505, and the material is nylon-6, in the KOH

solution, which is a flooded condition, and heated it to various high temperatures,

that is from 60 to 110 degrees C; and after a certain amount of reaction, we

take out the separator and dry it out and weigh the separator to measure the

weight decrease, and analyze the molecular weight and analyze the chemical
analysis to determine the decomposition product.

And previously, we reached the conclusion that nylon hydrolyzes in

KOH solution with an activation energy of 19.8 kilocalories per mole in 34 per-
cent KOH.

And when we extrapolate the data to 25 degrees, it corresponds to about

7.6 years for a 10 percent degradation of nylon, and the hydrolysis product is

irreversibly oxidized in the battery, in the battery operating condition, to reduce

the overcharge protection and the 10 percent decomposition of nylon is approx-

imately enough to consume all the overcharge protection in the space battery,

to ruin this battery, literally.

(Figure 260)

I would like to talk about four different items. One is the effect of KOH

concentration on the hydrolysis rate. We realize that 34 percent is not really

actual concentration in the space batteries; and the effect of oxygen on the nylon

degradation, in comparison of the extrapolated value of the hydrolysis rate with

the actual rate at 35 degrees C, and analysis of nylon separator from old batteries.
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(Figure 261)

I guess that one question probably all of you might ask is whether that

extrapolation method is valid or not, so I would like to answer that question

first. Previously, we had reached 19.8 kilocalories per mole in 34 percent

KOH making an activation energy plot from 60 to 110 degrees; and this is the
least square line of that plot, and we just simply added the 35 degree point, which

indicated it agrees very well. So we think that the extrapolation method is valid.

(Figure 262)

The next item is the effect of KOH concentration on the nylon degrada-

tion. The relativd rate is plotted against the KOH concentration, and we have

observed a rather unexpected result, here. If we decrease the concentration

from 34 percent further down, the degradation rate actually increases, rather

than decreases, and it gives a maximum of about 16 percent KOH, and then de-
creases. And if we look at the literature mechanism for amide hydrolysis, Nylon

is a polyamide, this is supposed to be proportional; the rate is supposed to be

proportional to the KOH concentration, more accurately, the activity of OH.

And the activity of OH actually increases this way; it goes up almost exponentially.

First the activated correction, because the decrease is from unity a

little bit, and it catches up around the one-molar concentration and goes up.

According to that rate, you would predict this kind of a rate; so this a very un-

expected factor. We have some speculations, but I am not going to discuss all

that here.

And another question you might address is, this is at 100 degrees; and

if we go down to, say, 25 degrees or 20 degrees, what would happen? Would this

relative be valid ? Or would it give a different relative rate ? One way of finding

out is to determine the activation energy at different KOH concentrations, and

extrapolate that value to, say,-25 or whatever temperature you want, and com-

pare it.

(Figure 263)

This is an activation energy plot at two different concentrations, and

this is a least square line in 34 percent here; and we have three points for 16

percent KOH, which is the maximum point of the rate, and it is approximately

proportional, but I am not sure whether it is valid or not to get the least square

plot out of this three points, but if we do that, the activation energy comes out

to about 18.9 kilocalories per mole, which is somewhat smaller.
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Another thing I would like to point out is the ratio of this point and this
point. If this is one, this is 1.5; 50percent higher, this point. Soif you draw
the line this way, the 50 percdnt would carry over all the way down, but if we
do the least square line like this, a little bit slower slope, and if you calculate
it for 25 degrees value, for example, the ratio would be one to two: 100percent
faster in 16 percent KOH.

That is approximately the idea; so that is what I pointed out earlier,
when Dr. Scott presented our data, becauseat lower KOH concentrations; well,
let's say a 26percent; I believe that is the average KOH concentration in a new
spacebattery in the charged state.

(Figure 264)

The next item is the effect of the oxygen on the nylon degradation. Pre-

viously, we were shown data that the nylon degradation could be a little bit faster

in the presence of oxygen. That was data at 100 degrees; I believe that was three

years ago. So at that time we couldn't make a conclusion whether the oxygen

is involved in the nylon degradation reaction, directly or not; so we reproduce

the data in a little bit more careful manner, and this is the data. Well, actually,

the result is negative. We couldn't make it any different.

The reason why we drove it at three different temperatures is that the

solubility of oxygen is very much dependent, the general gas, is very much de-

pendent on temperature. As you go lower, the temperature, the solubility, in-

creases drastically. So if you have any difference in weight, that means the

direct oxidation is important; that would be much more pronounced at lower

temperature. Even at 35 degrees, we didn't see very much difference; I believe

this is an experimental error of some kind.

So we have to conclude that if there is any direct oxidation of nylon, the

rate should be negligible compared to the hydrolysis rate.

(Figure 265)

And we have analyzed some of the separator from old batteries in order

to compare with the predicted value from our extrapolated data. And in order

to do that the quantity we are interested in is the weight decrease. But from older

battery separators, we cannot directly measure the weight decrease. That is

one reason; and another is the molecular weight measurement which is much

more sensitive; the error in the weight decrease measurement, or in the weight

decrease is a very small percentage, one to say five percent, or one to 10 per-

cent is very high.
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SoI would to showyou the relationship betweenmolecular weight de-
crease. Wehave shownthat empirically, the weight plot, if we plot the log over
molecular weight versus time, it gives a straight line during the reaction. And
another relationship is the weight decrease to two-thirds as plotted against time;
it gives another empirical straight line.

So from those relationships, we would expect that molecular weight,

the log of molecular weight, would be proportional to weight decrease to two-

thirds, which turned out to be valid in this weight decrease range. And this is

approximately the scatter of the molecular weight versus the weight decrease;

so we analyzed the separators from all the batteries, and estimated the weight

decrease from this relationship.

(Figure 266)

I hate to draw any conclusion from this data, because we have a very

limited number. We have only four batteries tested or analyzed, the separators

from four batteries and the initial condition was not certain and the operation

condition was not exactly describable. Anyway, the two batteries were 2-1/2

years old, and the other batteries were six years old; and the initial separator

molecular weight was 27,000.

After 2-1/2 years, and six years, we get this value when we estimate

the weight loss from this value, it came out about this, 5.627 in 2-1/2 years

and approximately 9.5 to 11 percent in six years. And the extrapolated value,

the estimated value by extrapolation of the data, from 34 percent, the experiment,

is 3.6 percent or 6.5.

And as I pointed out earlier, the most likely concentration of KOH in

the actual battery is 26 percent or lower. And I think this discrepancy is due

to the concentration effect.

(Figure 267)

Finally, I would like to summarize what I have said. The nylon hydrol-

ysis rate increases as KOH concentration is decreased from 34 percent, giving

a maximum rate at about 16 percent. Separator hydrolysis is confirmed by mo-

lecular weight decrease in age of the batteries, and the reaction of nylon with

molecular oxygen is probably negligible, compared to hydrolysis, and the extrap-

olated rate value from the high temperature experiment correlates very well

with experimental values at 35 degrees.
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DISCUSSION

DUNLOP: Is that the average molecular weight that you were using,

when you talked about the molecular weight ? Was that the average molecular

weight ?

LIM: This is the viscosity average molecular weight.

DUNLOP: Was this your permeation, or how did you measure that?

LIM: We dissolve it in formic acid and measure the viscosity at dif-

ferent dilutions, and we can correlate to viscosity average molecular weight.

ELIASON: Then the hydrolysis, if I am correct, then the hydrolysis

is still the weight-limiting step of the reaction; is that correct ?

LIM: Yes.

McDERMOTT: Coppin State. I think in your last paper you were spec-

ulating about glass transition of nylon would have any effect on this. So your

35 degree mark is now saying that it does not seem to have an effect on the rate

of hydrolysis ?

LIM: Right. The glass transition of nylon textile in the literature

varies from I believe from 40 to 52 degrees up, depending on which paper you

look at. ' And when we measure by DSC of this Pellon 2505, and the literature

value is for the bulk nylon textile material, and this is fibrous material, and

with a different treatment. So you should expect the value would be different

here, and actually you would expect it to be lower.

I believe that value is somewhere around 37 degrees. That is a dry

value; and the glass transition temperature, when it is wet or it is moist, the
literature seems to indicate that it is usually lower then. And we were trying

to measure the glass transition in the KOH wet state; and we didn't observe any

glass transition down to something like 12 degrees. I am not sure about this

value; probably 15 or 12 or around that. And below that, we are not even sure

whether there is a glass transition; but there is some conflict as to what occurs
conflict as to what occurs

So we believe that down to at least safely 15 degrees C, probably the

extrapolation would be valid.
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McDERMOTT: Are there other factors besides oxygenwhich could
accelerate this ? We found in the accelerated test cells tremendous amounts of
carbonate, which I believe are coming from the separator, degradation of the
separator. And I tried to plot some of your hydrolysis, and it seems like the
cells are getting more carbonate, even, than you would anticipate at a particular
temperature from the time on test and the hydrolysis of the nylon. Is there any-
thing beyondtemperature andoxygenwhich could accelerate the breakdown of
the nylon? For example, ions in the separator area, cadmium buildup, things
like that.

LIM: Well, I can only tell you what we have tried. We have tried
nickel oxide there, in connection with the oxidation, andwe didn't see any cat-
alytic activity for nickel oxide there. And I had a private conversation with Dr.
Will Scott; andhe seems to observe a lot different values, in some cases. It
is not exactly comparable conditions. Sothere is some indication that the quality
of the nylon separator is somewhatdifferent from batch to batch, but I cannot
say anymore than that.

MAURER: Bell Labs. I think we have to be careful in comparing the
cell lifetimes from the molecular weight analysis. What we are dealing with
here is a very complex chain reaction. If you have a hydrolysis chain, and then
certain of thoseproducts are probably electrochemically oxidized on the positive
electrode, maybe not all of them, and so the net overall activation energy of the
process maybe rather different in the cell than it is on just the molecular weight
of the separator.

In fact, the activation energy that I measured, where I measured the
time it took to fully charge the negative electrode in the cell, the activation energy
for that was around 14or 15kilocalories, quite a lot lower than what you are
getting from the molecular weight studies; and somework at G.E. that hasn't
been publishedagreedwith the 15kilocalories.

Nowwhat that would do to the high temperature data is that it would
extrapolate to a much shorter lifetime at room temperature if you had a lower
activation rate. Sothe fact that people are finding a lot more carbonate than
you would expect from a 20kilocalorie would agree with that. The extrapolation
shouldbe on a shorter activation energy.

LIM: Well, let me make a comment on your last comment there. I

am aware of the activation energy you have got from cell experiment. I under-

stand that was the whole cell heated up, and the rate was taken by the 50 percent

failure; is that correct?
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MAURER: When50percent of the cells had fully charged their negative.

LIM: Right; and I don't know howdirectly comparable to that data are
our data. Our data are purely just the nylon separator. And on the first part
of your comment there, or question; we described that rate, the oxidation rate,
in a previous paper. What I am simply assuminghere is the hydrolysis is the
weight-determining step, and after the nylon is hydrolyzed to 6-amino-caproid
then oxidation takes place, and that oxidation rate is much faster. It is a matter
of several days, rather than a matter of several years, here.

MAURER: Well, you are breaking up the nylon chain from a very long
molecule into smaller and smaller pieces. Any one of those pieces could be
oxidized, and now not available for further hydrolysis.

LIM: Well, our evidence here shows the negative to that. We didn't
observe anydirect oxidation. The data that I presented here covers the question
that you raise there.

MAURER: I am talking aboutdirect electrochemical oxidation.

LIM: Direct electrochemical oxidation. The reason we tried this,
is actually in the oxidation case, we addedsome nickel oxide inside. We were
trying to oxidize 6-amino-caproate at the electrode, and at the glassy carbon
electrode, we didn't see any oxidation by cyclical chemistry. Maybe the rate
was too small, or something. But whenwe used nickel oxide electrode, the
oxidation is visible in cyclical chemistry. That means the rate is quite fast.

Sothat showsthe nickel could be catalyzing the electrochemical reaction.
And molecular oxygenhas more thanenoughchemical potential to oxidize 6-
amino-caproate and if there is a nickel oxide catalyst there, I think you would
have to go to similar things. The electrode, that is why we addednickel oxide,
but still we didn't observe anything; anyeffect.
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NYLON SEPARATORS FROM

AGED BATTERIES

6826-5

BATTERY

A

B

Ct

Dtt

INITIAL

MOLECULAR

WEIGHT

2.7 x 104

2.7 x 104

UNKNOWN

UNKNOWN

AGE

2.5 yr

2.5 yr

6yr

6yr

MOLECULAR

WEIGHT
ESTIMATED

WEIGHT LOSS*

1.36 x 104 _ 5.6%

I
1.13 x 104 _ 7%

0.84 x 104 ! 9.5 _ 10.5%**
I

0.78x 104 I 10 _11%**
1

EXTRAPOLATED

VALUE OF WEIGHT

LOSS IN 34% KOH

AT 25°

I
3.6%

3.6%

6.5%

6.5%

* FROM MOLECULAR WEIGHT CHANGE

** ASSUMING INITIAL MOLECULAR WEIGHT TO BE (2.7 _ 3.1) x 104

t OPEN CIRCUIT

tt TRICKLE CHARGED (FAILED)

Figure 266

SUMMARY

NYLON HYDROLYSIS RATES INCREASE AS THE KOH

CONCENTRATION IS DECREASED FROM 34% GIVING

A MAXIMUM RATE AT ABOUT 16%

6826-6

• SEPARATOR HYDROLYSIS IS CONFIRMED BY MOLECULAR

WEIGHT DECREASED IN AGED BATTERIES

• REACTION OF NYLON WITH MOLECULAR OXYGEN IS

NEGLIGIBLE COMPARED TO HYDROLYSIS

EXTRAPOLATED RATE VALUE FROM HIGH TEMPERATURE

EXPERIMENT AGREE WELL WITH 35 °C EXPERIMENTAL

R ESU LTS

Figure 267
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PROPERTIES OF NICKEL-CADMIUM SEPARATORS

J. Lee

RAI Research Corporation

My talk this afternoon is about the properties of 2291 used as a separator

in nickel-cadmium and silver-zinc batteries. 2291 is the radiation-grafted

separator manufactured by us, and it is now being used in military vented
nickel-cadmium aircraft batteries.

This is possible because the separator can gain about three to four fold

increase in service life, and also does not have the thermal runaway problem

associated with cellophane. See the first figure.

(Figure 268)

I will quickly describe the part of the grafting process, where we make our

separator. We start with a polyethylene resin which is extruded to one mil and

six-tenths. This is cross-linked by beta radiation into a three-dimensional

structure, and then grafted with methacrylie acid with gamma radiation and then

which is converted into a cell form and then quality-controlled into different

specifications.

Next, I am going to talk about the properties of the separator. As a

separator manufacturer, we test the properties into four groups. First, there

are the physical properties. Second, we have the diffusional properties. Third,

we have the stability properties; and lastly, the electrical properties.

In the physical properties, we have thickness measurement, moisture con-

tent, exchange capacity, and tensile strength. See the next figure.

(Figure 269)

This shows the thickness measurement of 10 square feet of separator,

which gives a mean thickness of about 1.23.mils, plus a center division of about

0.09 mil. So we manufacture our separator 1.2 mil plus or minus the thickness,

about 0.3 mil thick.

(Figure 270)

Moisture content of the separator is perhaps the important factor that

determines the swelling in the separator and ion exchange equilibrium. We have
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hydrated fixed charge ion groups in the separator. You have the mobile cations

around the separator, and also we have free water. The high amount of moisture

is important, not only in terms of wet outline in the cell, but also in handling
and in the electrical resistance of the separator. As you see, in the first column,

when the moisture content goes pretty low, let's say about 0.1 percent, the

electrical resistance shoots up rapidly, as compared to, let's say, at a 4 per-

cent moisture level, from 36 to 4, 000 milliamps per square inch.

The next is ion exchange capacity is one of the characteristics of ion exchange

separators. In our separator, this means the number of carbocylic groups which

is capable of exchanging cations, which is usually expressed in mil equivalent

per gram of dry film. Since this is the number of free acid groups in the separa-

tor, it should be a direct function of the same graph in a separator. See the

next figure.

(Figure 271)

This figure shows the exchange capacity of the separator as a function of

percent per hour. It is approximately linear up to about 60 percent, and our

specification is about 3, plus or minus 0.6, mil equivalent per gram.

Lastly, in this group is the tensile property. Since the separator has to

wrap around the electrodes and had to withstand mechanical handling shocks,

vibrations, in the field, the tensile strength is a good indicator of the mechanical

properties.

(Figure 272)

This shows the tensile strength of the raw material, the cross-linked mater-

ial, and the finished product, which all have over 1,000 psi as our specification.

In the next group of properties, the diffusional properties, we have electrolyte

diffusion, we have some other ion diffusion properties. And the permeability

of the separator to the ions in the electrolyte is a necessary requisite for the

proper functioning of the cell.

The electrolyte diffusion rate reflects somehow on the membrane structure

of the separator, the pore size, and the porosity. Ideally, you would expect

the separator to pass freely the ions of the electrolyte, but to restrict the ion

passage of other ions that are found in the electrode and in other components.

This has never been found. To some degree, we could restrict the passage

of other ions° See the next figure.

(Figure 273)
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This figure showsthe fluxed profile of the diffusion of 30percent KOH
across the membrane, as a function of time. And in the next figure, we sum-
marize the flux properties of the separator.

(Figure 274)

You see they are all on one times 10-3 mole per square inch per minute,
compared to cellophane. They are aboutthe same. However, with respect to
the restriction of other ions, see the next figure.

(Figure 275)

For instance, the zinc cation diffusion across the membrane, in the case

of cellophane, we have about 10 -6 moles per square inch per minute. In 2291-

40/30, we are talking about 10 -7 , so there is one order of magnitude difference,

and there is some degree of restriction of the passage.

In the next group, we have the stability properties of the separators. We

studied the oxidation stability, the thermal stabilityt and also the dimensional

stability of the separators. The oxygen stability was evaluated with the use of

oxygen of silver oxides and silver dioxide. This test gives us two kinds of

information. First, it gives you the rate of metallic silver pickup onto the

membrane, which if the accumulation is large enough, will shut off the cell.

Second, it provides some kind of a measure of degradation that is due to the

effect of the oxygen, silver oxide.

(Figure 276)

This figure shows the rate of silver pickup onto the membrane as a function

of time at 100 degrees C. For the 2291 series , 40/20, 40/20E, the rate of

pickup of silver line is approximately linear with time, and it is much smaller

than PuDo, which is a cellophane. The next figure shows the time to total

degradation of the separator.

(Figure 277)

As you see, PuDo, cellophane, degrades completely in from eight to 16

hours, whereas there are practically no observable effects on the 2291 separator

in 24 hours. The thermal stability of the separator is studied by keeping the

separator in 145 degrees C for seven days and 14 days, and we study the weight

loss of separator and also the electrical resistance.
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I will briefly describe the result. For the 2291separator, it showsthat
we lost about4 to 9 percent in 14days at 145 degrees C. For the cellophane,
it is completely dissolved, and there is no more separator after the test.

The dimensional stability of the separator is measured by the percent
changeof the linear dimensions in the electrolyte. The electrolyte showsthe
2291hasa changeof about 5 to 6 percent in width and about 4 to 5 percent in
length, andvery little changein thickness. The last group of properties I am
going to describe is electrical properties. We measure the AC and DC resis-
tance of the separator at low temperature, and also some cycle life data. The
electrical resistance is perhaps the most valuable measurement in the develop-
ment of a separator. If we find out the resistance is too high, we usually can
forget aboutthe other tests.

(Figure 278)

This figure shows the comparison of the AC and DC resistance of the separa-

tor at 40 percent across it. Usually the DC resistance is about two or three

times lower than the AC resistance. We know that the temperature decreases

the resistance of the electrolyte increases, and so does the separator.

(Figure 279)

This figure shows the electrical resistance of 2291 from 20 degrees C to

minus 30 degrees C, from 20 percent KOH to 40 percent KOH. In general, the

total resistance of a cell is largely due to the electrolyte; but if we look at minus

30 degrees C, the 40 percent column, the first column, has a resistance of

about 610 milliamps per square inch; for 2291 40/30, it has already gone up to

537, and for 40/60 separators, this is even larger than the electrolyte.

(Figure 280)

This next figure shows the effect of temperature on the electrical resistance

of a separator in a fixed 30 percent caustic. As you see, below minus 20 degrees

C, the resistance rises very rapidly.

(Figure 281)

The next figure shows the effect of KOH concentration on the resistance of

the separator at minus 30 degrees C, and about 35 percent caustic; and the

resistance also rises rapidly. We have come up with a table whereby you can

calculate the resistance of a separator at a given temperature and a given con-

centration, within the ranges we studied.
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(Figure 282)

The next figure showsa regressional analysis of our results. The "R" is
the resistance in milliamps per square inch. The temperature is given in
Kelvin, and "C" is the concentration of the KOH given in weight-percent. And
K1, K2, K3 are the numerical coefficients. This is approximately goodup to
25 percent accuracy, andit further showsthat the effect of temperature is
much more pronouncedthan the effect dueto the electrolyte.

Lastly, the ultimate test for a separator is in a cycle life. And we as a
separator manufacturer do not have the cycle life data on nickel-cadmium
batteries. The people who are interested may have the papers published by
Dr. Lander. But we do have some silvox, silver-oxide-zinc data.

(Figure 283)

The last figure showsthe relationship of cycle life at 40 percent depth of
discharge as a function of a percent graft in a separator. You see at the very
low percent graft and very high percent grant, the cycle life is a little bit
poorer. And somewherein betweenthere is an optimum, around 40 to 60per-
cent graft.

And if we recall the ion exchange capacity curves and maybe the electrical

resistance curve, the properties are better the higher the percent graft. But

if you look at the zinc cation diffusion or some other property, the properties

are better the lower the percent graft. And somehow a compromise is made;

and the 2291 is such a compromise.

We offer for low drain, long shelf life, we have the 40/60 series, 40/100

series; and for high ratep moderate life, we have the 40/30 and 40/20 series.

LANDER: I would just like to remark that we have some experimental

aircraft batteries flying in the A-7 aircraft. Now, these have been flying

for three years now with not one sjngle cell replacement in an aircraft which

had been a high user of replacement cells made with cellophane.
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CELL CASESFOR DISCUSIII

H. Thierfelder
General Electric SpaceDivision

The title for this presentation may be titled, "Cell Cases for Discus III,"

or DSCS III, and "DSCS" stands for the Defense Satellite Communications System."

The General Electric Space Division is currently building eight batteries

for the Defense Satellite Communications System, and during the initial study

and the design phase, well, we found, like many others, that the power require-

ments were continually going up, but they kind of froze the weight budget. So

we had to meet this challenge; actually, we hadto do some redesign on the pro-

posed battery. And what we finally came up with was a battery that had 17 per-

cent higher capacity, but had the same weight as the original battery.

Now, just one of the many things that we did was to replace the 19-mil
stainless steel cell cases with 12 rail stainless steel call cases. So I wanted

to share with you what experience we have had on that during the past six months
or so.

(Figure 284)

What you see here, I will describe the three different cases you see. On

your left-hand side is the 12-mil stainless steel case for the cell. The dimensions

are about four inches wide, 4-1/2 inches high, and one inch thick. The side walls

are 12-rail 304-L stainless; the bottom is 19-mil 304-L stainless. And one

other change with this case is that it is a welded case, but the weld is not at the

corner. The weld is down the center of one of the narrow edges.

The thing in the middle there is what we call a "retainer," and that is made

of 60-61 aluminum, and it is dip-brazed. Now, the dip-brazing makes it possible

to make that retainer with tolerances as close as plus or minus five mils, and

the corners are perfectly square. And one of the problems in this type of assembly

is the tolerances on the cell case and the tolerance on the retainer.

What you see on your right, there, then is the assembly of the stainless

steel case and the aluminum retainer. And they are electrically separated by

15 mils of potting compound. Actually, we are using two different types of com-

pound in there, and with the tolerances, the thickness can vary from 10 mils to

20 mils, except at the bottom, where you have actually 20 mils to 30 mils on
the bottom side of it.
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The one other thing I would like to explain is that the 12-mil case is new,

but the assembly that you see here is something that we have been using for

quite a number of years already, the only difference being that we are using it

with 19-mil cases. And later, I will show you some of the batteries we have

built with this same concept; although they are not the same size, they have

the assembly of an aluminum retainer with the stainless steel case.

One other thing is that one reason we originally got into this aluminum

retainer going around five sides of a cell was that back in the late 1960s, I

think the Air Force sponsored a very extensive test program at Battelle. And

one of the major conclusions of that test program was that although the nickel-

cadmium cell temperature is very important, even more important is the gradient

across the cell. Now, I haven't heard much discussion about this recently, but

that was one of the main considerations in going to the retainer around all five

sides of the cell, so we can withdraw the heat from every side except the

cover, of course.

In this way, we do reduce the gradients across the cell in all directions,

to the best of our ability.

(Figure 285)

The assembled cell, which now in this case has the cover on it, the cover

which we are using for the DSCS program, and that is a 19-mil-thick cover and

the G.E. ceramic seal: One of the first things that we did, of course, with

especially the customer's concern about the use of the 12-rail can, was to run

some pressure tests.

(Figure 286)

So one of the first things, as I said, that we did was to run a pressure

test. And this one, without any_restraint on it, was pressurized to 180 pounds

per square inch. The black area you see there is not a hole in the case; the

case is not ruptured. That is part of the potting compound that is adhering to

the stainless steel, whereas in other portions the potting compound is adhering

to the aluminum.

In this figure you can see the dip-brazed construction of the aluminum re-

tainer. It is sort of a tongue-in-groove assembly; and actually, the retainer

had opened at about 135 pounds per square inch. Now, of course, again, there

was no restraint on this cell at all. It was free; no side plates or clamp on it.

(Figure 287)
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This is the same thing, merely looking down from the top of the ceil; at

180 pounds pressure, this is what the assembly looked like.

(Figure 288)

We then put the cell back on the pressure test, and we ran the pressure up

until the cell ruptured. And the case ruptured at 480 pounds per square inch;

and you can see, actually, the break or the tear is immediately below the weld

of the cover to the case. The weld itself is not broken, but the metal immedi-

ately adjacent to the weld is torn.

(Figure 289)

This is the same thing from the top. One other thing you can see here is

that the fill tube blew out at the same time as the weld ruptured; and this actually

happened at the same instant. I think when the metal tore out, it distorted the

cover, which then caused the fill tube to fly out.

When the cell ruptured, that was the only thing that we did hear. This was

inside of a steel box and the ping was the fill tube hitting the wall of the box.

(Figure 290)

We ran a number of other tests. And on the cover, it may be very difficult

for you to see, probably, on here. There are two cells clamped together with

the retainer here, and the cell with the pressure gauge on it has two braces

welded to the cover and the one on the front has a single brace.

What we found was in the initial testing, before we ever did the burst test,

was that the cover had a slight bulge when the pressure went up to 100 pounds

per square inch. In fact at 120 pounds, we had like a 60-mil bulge in the center

and a slight distortion of the ceramic seals. So we went into a program to deter-

mine a method of reinforcing the cover; and what we came up with and what we

are using is two braces, which are not shown here because, they are like the

one on the cell with the pressure gauge. There is a brace on each side, but

it is a somewhat narrower brace, and it is a lightweight brace because it had

holes in it, lightening holes in it.

And with this reinforcement, there is no distortion at all in the cover, up
to 100 pounds per square inch.
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The other test that was run here and is demonstrated by this figure is that
we clamped two of the cells together, and then we drilled a hole in the clamp
and a hole in the onewall. And we pressurized that back cell while the front
cell was at atmospheric pressure.

What we were concerned about here was the deflection of the wall, when

we have a difference in cell pressures. In other words, when we construct a

battery and cell number "A", In the back, would have a pressure maybe of 25

pounds per square inch, and cell number "B" in the front might have zero pres-

sure, or the one might be 35 and the other 10. So what we did here was bring

up the pressure of the back cell In five-pound increments between five and 25,

and measure with an indicator gauge through the hole wh_ deflection of the wall,

which is now a combination of 12-rail steel and 40-rail aluminum, another 40

mils of aluminum, and another 12 mils of steel_ and what we found here was

that with this design, at 25 pounds difference in pressure, the wall moved 34

mils_ but when the pressure was released, the wall actually went back to within
one mil of what it was.

Now, of course, we were concerned about this, because of the difference

it could cause in the interelectrode spacing of the cell which had the lower pres-

sure. In other words, if the wall would move a significant amount, you could

significantly reduce the interelectrode spacing on the one cell. And for a mis-

sion that has 10 years' life, we wanted to make sure that this would not be a

problem. And with the design that we have, we do not feel that it will be.

(Figure 291)

I mentioned at the beginning that we have used the same design on other

spacecraft_ and this was probably the first flight battery that we built. It was

with four ampere hour cells. You see the cell on the left-hand side. In the

center you see the retainer, which in this case has sort of like wings on there,

but extensions to the bottom. So this is to increase the radiating surface of

the bottom of the battery. All these batteries that we are using on synchronous

orbit are fastened to the outside of the spacecraft, or through a wall in the bulk-

head of the spacecraft.

So in this case, this is a BSE, broadcast satellite experiment, cell_ and

I will show you the battery next. But the battery is mounted through a hole in

the wall, and the bottom of the battery radiates directly to space. So the fins,

the aluminum fins, on there are all lined up and there is an alumInized Teflon,

or tape, on there which then serves as a radiator, and no additional radiator

plate is added to this particular battery.
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(Figure 292)

This is the four-ampere-hour BSE battery; andyou see that some of these
cells did not have fins because they interfere with the mounting lugs. This is

a 16-ceU battery. All of our current programs use 16-cell batteries, and we

have a boost regulator to boost the voltage up to the 28-volt spacecraft bus.

The DSCS battery actually will look very, very similar to this. It will have

16 cells in one line, the same as this; and the advantage, of course, of the single

line is that we do have slightly lower weight for a battery with 16 cells in one

line than having two lines of eight cells; and also, again, it reduces temperature

gradients, because all the cells are in the same position. There is not an

"inside" and "outside" of any one cell.

(Figure 293)

This is a battery for the LOBOS positioning system, for which we have

built 21 of these and shipped them to Rockwell for their spacecraft. And this

has the same design; that is, these are 15-ampere-hour cells. Each cell is

in an aluminum retainer; the retainers are then just pressed together with the
end plates.

One other advantage to this is on the one side you will see on the top the

heater strip. The heater is bonded directly to the cell retainers; and then

underneath there, you see three thermostats. And of course, in this case it

was eight cells in a line, 16 cells total.

Another interesting point was, you see six mounting holes at the top. This

battery is mounted on the outer bulkhead of the spacecraft, actually; it is not

inside the spacecraft at all, and it mounts with the six mounting points, and

then the radiator plate is attached to the bottom end, and that radiates directly
to space.

DISCUSSION

GASTON: RCA. What is the capacity of the DSCS HI battery nowadays ?

THIERFELDER: It is rated at 35 ampere hours.

FORD: Goddard. You mentioned in the early part of your presentation

going to this packaging concept, I believe, where you put the cell, or weight,

and you use a like 12-rail can; but you didn't mention the weight of the cell

when you got through versus what you had used in the 22 or 28-mil can. Do

you have a comparison ?
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THIERFELDER: Well, there is no real point in comparing cell weights.
We are comparing the total battery weight. And all the previous have these
retainers that, of course, vary with the size of the cell. The one onDSCSis
a 40-mil; the one onGPSwas a 32-mil; the one on the BSE is 20-rail. And we
could have gonedownto less than that, but you can't fabricate it very well, when
you get less than 20mils. But we are not looking at cell weight; we are looking
at total battery weight.

FORD: Would you comment on approximate number of pounds or whatever

the savings was that you can accomplish by going to the thinner cells and using

the clamping technique ?

THIERFELDER: Well, the only number I can give you is the number I

gave at the beginning. We had kept the same weight of the battery, which was

47 pounds, and we have increased from 30 ampere hours to 35 ampere hours,

for the same weight. But there are many other changes besides the cell case;

that is not the only change.

HALPERT: How did you change from 30 to 35? Did you add extra active

material, or did you make the cell differently ?

THIERFELDER: No; it is a different cell, a different design cell entirely,

than what we originally had regarded.

HAAS: For me, the cell turns out, is the Intelsat V 35-ampere hour cell,

the weight savings is actually to the cover and the can is approximately, 70

grams total; that would include the smaller seal size, and the reduced thick-

ness. So 70 grams out of 1,050 is 7 percent.
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EPOXY GRAPHITE CELL CASES

S. Bogner

Jet Propulsion Laboratory

I am going to talk about the graphite epoxy cell case and header.

When we first decided to look at weight reduction in the area of cases, we

knew people that were going to thinner metal cases; and this just shows a chart

of some other possibilities of using other materials, compared to the graphite

epoxy.

(Figure 294)

This is one of the major numbers that you look at is the density pounds per

cubic inch versus the ultimate tensile strength, here, in KSI. And you can see

that the graphite epoxy is a pretty strong material. And one of the reasons that

the stainless steel case does make a good case is because of its yield in elonga-

tion, which allows it to expand and form a ball that can hold the pressures; and

that isn't the case with the epoxy graphite, because it has none; no elongation.

(Figure 295)

Some of the things we considered in going into, or looking at, the graphite

epoxy case were the gas permeability, KOH compatibility, pressure and struc-

tural dynamic integrity, and the fiber orientation and fabrication process;

cover-to-case sealing, terminal installation and sealing, reproducibility, ex-

posed to the extractable materials that might influence the electrochemical

portion of the cell, and electrical conductivity between the terminals.

(Figure 296)

On this program we developed some tooling, and this kind of shows part of

the tooling to make the case. We have a female mold, and then the center portion

here is an RTV bladder; and then that is pressurized when the epoxy graphite

is put on and it is compression-molded there.

(Figure 297)

This shows another shot of it. See Figure 298. This shows the final con-

figuration of the wraps of the epoxy graphite layer, showing, I think, eight

layers of material with a zero-90 degree wrap.
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(Figure 299)

This shows a couple of completed cases. The material that is used is a

2-1/2-mil material.

(Figure 300)

This is the tooling that was developed to mold the cover.

(Figure 301)

And it is molded from a chopped fiber material.

(Figure 302)

Some of the initial testing we did was to cut some of the cases that we

molded into strips, and we glued stainless steel strips on the end to form
tensile bars.

(Figure 303)

Now, those strips; we coated some of them with epoxy and some of them

were left uncoated, and then they were placed in 30 percent KOH at 150 degrees

F for seven days, and then they were given a tensile test, and you can see the

results. And from these results, we concluded that the potassium hydroxide

was not attacking the material during that period of time.

The material that was used for attaching the case to the header and also

used in the tensile test was a 3-MEC-2216, and they also experimented with

some other materials; and another one that was found to be good was Crest 363.

(Figures 304 and 305)

Now another thing we were concerned about was sealing of the terminal to

the header, and what we ended up with is a compression seal with epoxy around

it; and this doesn't really show a good photograph of the seal. But we ran some

tests in 30 percent KOH at 150 degrees F with these three covers in the pictures

with 100 psi pressure, psig pressure, behind them for 95 days, and we didn't

get any leakage around the terminals, though you see some leakage came out

around the edge of the fixture.

(Figure 306)
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Someof the experiments we did on the cases, and this is some of the later

ones, after a lot of initial work, was that we built 15 cases with eight plies of

2.5-mil prepeg, and that should be zero--90 degree wrap, rather than zero-19.

And the cases, then, had headers sealed into them, and then we placed them

between platens to hold the broad sides of the base, and they were bursting at

100 to 240 psig, and it was estimated that these things should be capable of

holding about 300 psi.

The mechanical engineer looked at it, and he was saying that the sides

were deforming because we didn't have any plates in the cases, and we were

getting those high-beam stresses fed into the edges, so that the edges were

cracking. So in the next one, we built six cases, two with eight layers, two

with 10 layers, and two with 11 layers of the material, and we placed an

aluminum block inside the case to simulate the plates. And you can see, the

burst values then did go up. So we decided that we would stay with the eight-

layer material.

The question was asked, "Well, what pressure do the cells really operate

at?" And the number I gave them was about 70 psig because that was the pres-

sure limit, usually, on the acceptance test. So the men who rate that say they

have to go four times that, so that is 280 pounds.

(Figure 307)

So in the next experiment, we built 29 cases, eight plies of zero to 90 degree

layer, and we ran them initially through a 15 psi pressure test and found that

six failed the initial leak test. Then we placed them in a proof pressure test at

280 psig, and three failed that test. Then we took them on up to the burst pres-

sure, and 13 of the cell cases burst between 290 and 420 psig.

Four of them failed at the case-to-cover seal, and the rest failed at the

edge, corner, or bottom of the case.

(Figure 308)

We also tested two of them with helium leak tests. One of the cases passed

1 times 10 -8 standard cc's of helium, and the other one was down around four;

but we think that we have at least established that the feasibility has been proven

that you can build these cases.

The case weight and the header is about 25 percent of the stainless steel

cases and headers, based on a 20-ampere-hour cell that uses around a 21- or

22-mil stainless steel case. This particular case weighs about 30 grams, and
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the header that we are working with now is about 30 grams; so we havenot
really tried to decrease the weight in the header, and I think we can take
another 10grams out of the header, so we would endup with a total of 50 grams
for a 20-ampere-hour sized case.

There is probably going to be a problem area in the case-to-cover seal,
so the additional work that we want to do is tQbe able to go out and develop a
supplier and establish a production capability, and find out what the reliability
of these casesare in a kind of a semiproduction run, versus building them in
the laboratory. And then we still want to work on optimization of the header
terminals.
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GRAPHITEEPOXY CELL CASE AND HEADER

FILIALTESTS

• 29 CASES BUILT 8 PLIES O" - 90" LAYUP

• 6 FAILED INITIALLEAK TESTS

• 3 FAILED PROFF PRESSUREAT 280 PSIG

• 13 BURST TEST 290 - 420 PSIG

• 4 FAILED AT CASE TO COVER SEAL

e REST FAILED EDGE - CORI(ZR- BOTTOM

Figure 307

6RAPHI_ BeOXYCELLCASEANDFEADER

CONCLUSION

s FEASIBILITYHASBEENPROVEN

• WEIC._r2511OFSSCASESANDHEADERS

(20 Aq CELL)

• P_BLENAREACASETO COVERSEAL

• ADDITIONALWORKREmJIREI)

o DEVELOPEtdJPPI.JER

o ESTABLISHPRODUCTIONRELIABILITY

o OPTIHIZEHEADERANDTERMINALS

Figure 308
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SESSION V

LARGE BATTERY SYSTEMS

G. Halpert, Chairman

Goddard Space Flight Center
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THE STANDARD20AH CELL,
A STATUSREPORT

G. Halpert
GoddardSpaceFlight Center

Contracts to produce standard 20AH nickel-cadmium cells meeting a
capacity requirement of 24_ 2 AH andan enveloperequirement listed in NASA/
GSFCspecification S-711-17have beenplacedwith four manufacturers. The
cells were to be produced in such a manner so as to meet the intent of the GSFC
74-15000nickel-cadmium cell specification. The electrical test requirements
appearing in the cell specification (para 6.4.2) were to be met in the sequence
listed. Among the requirements were 10 burn in cycles 24°C, 0.°C, and 35°C
capacity tests, charge efficiency tests andprecharge verification tests.

From this program, 54 cells were to be manufactured by each of the
companies involved; 24 of which were to be sent to McDonnell-Douglas in St.
Louis to be placed in a battery which wouldbe later termed a "Standard 20 ampere
hour battery." The other 30were to be sent to the Naval WeaponsSupport Center
at Crane for qualification testing.

The results at this time are the following. General Electric delivered
54 cells in April of 1977. Their cells havecompleted initial evaluation tests at
Crane and are nowundergoing some cycle testing there. In addition, the 24 cells
have been sent to McDonnell-Douglas and they have been incorporated in a battery
pack, which is being qualified to the $711-17specification. Maurice Zollner
from McDonnell-Douglas will talk aboutthat in the next paper.

The other three manufacturers are still involved in building cells. Our
first cells shippedfrom Eagle-Picher had someproblems. They were high in
voltage and pressure at the end of the last cycle and their precharge had grown
to proportions that were beyond the requirements. They are rebuilding cells
for us at this present time.

With regard to the cells SAFT America, the capacities were low, the
pressures were also high, and they too are manufacturing new cells to meet the
requirements.

With regard to electric cells, at the moment we have a problem mostly
in mechanical, but there are some electrical factors to be considered. We have
to remember that these cells are manufacturedby the electro-chemical
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impregnation technique and we are not as familiar with the operation of these

cells as we have been with those produced by chemical impregnation. However,

this is a flight hardware contract. We will have to deal with the mechanical

problems.

I want to make sure that I make it clear that all of the manufacturers

were extremely cooperative in working with us to try to achieve the require-

ments of producing a standard cell, but there were some differences between

this program and previous programs.

In addition to the unusual electrical test requirements no rework was

allowed. The idea of this program was to produce a manufacturing control

document describing the entire process and build a cell to that process without

changing, and without any on-line engineering. This, evidently, became a

bit of a problem.

At the present time, we are still planning to evaluate the cells from

the three manufacturers when they are received.

We have samples from each of the manufacturers now and they will

undergo vibration tests which are the qualification test in the 74-15000 document.

We have made some changes in the spec because of vibration levels of the cells

when they were vibrated in the battery frame that is being tested as a standard

battery. I will list these for the record so we know what levels we are talking

about.

(Figure 309)

As you can see, there are considerable levels in random and consid-

erable also in sine. These levels reflect the overall requirements that a 20-

ampere hour cell would receive in any one of the NASA spacecraft. That is why

they encompass significantly large test levels.

The random level has been reduced from 43 GRMS down to 36 because

of engineering tests that were done at McDonnell-Douglas. Even though we have

dropped the levels, as you see, they are still considerable.

There will be two cells from each manufacturer vibration tested at

Crane. Internal inspection will be made upon completion of that vibration. In

addition, Crane will test four near earth orbit packs at 10, 20, and 30 degrees

centigrade; at 25 and 40 percent depth of discharge; and one synchronous pack

at 60 percent depth of discharge.
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General performance tests will be performed on each manufacturer's

cells and chemical analysis will also be done on the cells. The effort at Crane

is just getting started.

D_CUS_ON

HOLCOMB: NASA Headquarters. A couple of questions on the spec-

ification because I guess I am not that familiar with what you went through in

establishing it.

Yesterday we heard from some of the cell manufacturers that we may

be over specifying the cell requirement. I am wondering, in terms of NASA

missions, have you looked at two things; one, whether or not, for instance,

these vibration levels can be relieved or whether they are driving the cell design;

and two, whether there are any other of the cell requirements that are in the

standard specification that could be relaxed after going back and viewing the
various missions ?

HALPERT: With regard to vibration, the answer is that an environ-

mental committee, Committee on Environmental Procedures, has looked at all

the NASA requirements for any possible mission in which a 20 ampere hour bat-

tery be flown. These levels are their recommendation.

Now these are scaled a little bit differently because these are cell level.

The committee considered the component level which in this case is the battery

level. But these measurements were taken from the battery vibration test and

that is why they are considered to be relevant in terms of what the cells actually

do see in that battery. The battery is being given a pretty good shake, too, as

you can imagine.

There are several project engineers who have said to us, "You are

driving the requirements because of the vigorous vibration levels". In their

particular case the requirement is in 9 g's, not 20, or 30, the only answer is

that this is a standard piece of hardware and the Standards Environmental Com-

mittee say, "These are the levels you will vibrate to," and so unless we get

relief from them saying that there will be new levels_ we don't have any choice
in the matter.

With regard to tests, there is a very relevant question that was brought

up by two of the manufacturers yesterday. We are performing the same tests

that have been done for many years. The tests involve three capacity measure-

ments; at 10, 35, and 24 degrees centigrade. At 0 degree, we are running at
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C/20 for 72 hours, which is a moderately low rate, andwe haven't had any
failures at that level. The manufacturers were asked to design a cell to meet
the voltage, temperature and pressure requirements.

The position that we took with regard to this was, "You are designing
the cell, we are going to buy the cell from you, we would like you to tell us how
you are going to build it, andwrite it down." That is all we want to do. We did
have somearguments abouthow to do that. It was their cell, andthey would
have to meet the requirements. If we dictated how they were going to do that,
of course we would have to end up buying it. Sowe did look to them for advice
but the requirement still stood as to what they would have to meet in terms of
the capacity measurements, voltage andpressure limits.

Right nowwe don't know another way of saying you have a good cell or
a bad cell, andyet, whenwe operate this way, we find some problems. Sofor
the long term, at the moment, this is the only way we can go. Unless we find
that the results from the accelerated test program tell us something abouthow
we shouldoperate for the long term, and thenwe may changesome of those re-
quirements.

PALANDATI: NASA, Goddardo The levels are these mainly at more or
less a flight level or are these mainly on a design level which is usually one and
a half times the flight level ?

HALPERT: A qualification level which is one and a half times the

flight level. Now the qual battery will also be exercised to those levels. The

flight battery will be done to lower levels. But we are qualifying the cell now

to meet the quality levels.

434



RECONMENDED DESIGN QUALIFICATION VIBRATION REQUIPJ_[ERTS

FOR STANDARD NICKFL-CADMIUM BATTERY CELLS

(a) Sinusoidal Levels

Axi____s

All

Frequency (.Hz__ Level Sweep Rate

5-34 1.27 cm (d_)

34-200 _30 g 2 oct/min

200-2000 ±9 g

(b) Random Levels

Axis Frequency (Hz)

All

15

15-30

30-100
100-120

120-1000

1000-2000

Level

.023 g2/Hz

+15 dB_oct
.700 g_/ltz
+6 dB_oct
1.0 g_/tlz
-9 dB/oct

Grms

36.4

Duration

2 min/ax_s

Figure 309
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THE STANDARD 20 AH BATTERY

M. Zollner

McDonnell-Douglas Astronautics Co.

The modular power system, which is the first intended use for the NASA

standard battery, is basically a four foot by four foot by eighteen inch box which

can handle a complement of three 20 ampere hour batteries or later on the in-

tended use is for three 50 ampere hour batteries to be the full complement.

The system is designed to be used as a plug on component on a multi

mission modular spacecraft. It has as a design point a basically 1250 watt
orbital average load. The way it breaks up in a near earth orbit it would be

somewhere around 1,000 watts for everything except 10 minutes, and during any
10 minute period it may go up to a peak of a 3,000 watt load.

The battery that we are talking about here the 24 cells that Gerry was

talking about which were sent to McDonnell-Douglas.

(Figure 310)

To take a quick look at what some of the criteria are to store electrical

energy. Some of the features of the battery package, it is basically a tension

bolt and machined in plate design, potting and fiberglass insulation wrapped

around each cell, 22 series connected cells. One of them, the most negative,
signal electrode.

Some of the features I guess that we could talk about are the covers and

cases and electrolytes and all these different features are all of the same man-

ufacturer's lot. There is a very close matching done to the cells, not only in

terms of the 22 cells in the battery, but also in terms of which 11 cells go with

the other 11 cells to be matched up so that when we measure differential voltages

on half of the battery, we can expect to have a very close value there also.

(Figure 311)

A couple more features of it. The capacities that we are expected to

obtain; 90 percent, the average cell capacity for 24°C, 90 percent of the actual

battery capacity of 19°C, and 85 percent of the actual 25 degree battery capacity

at zero discharge voltage for 50 percent DOD new battery is in the vicinity ex-
pected or predicted of 26.4 volts.
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It is expected to be able to withstand a peak load at 50 percent DOD of

a 3C rate or 60 amps for five minutes and still have a terminal voltage in excess

of 24.2 volts.

(Figure 312)

The connectors on the the battery are MIL-C-38999 Series One. It is

expected to not exceed the thermal requirements on it; that is a 3°C delta tem-

perature in the plains parallel to the base of the battery, and a 5 °C delta T in

plains perpendicular to the battery base. We will talk a little about some of

the development testing that we did to try to ascertain whether or not the design

accommodates that particular requirement.

The battery has over temperature protection, a thermostatic switch

that operates at a 35°C plus or minus 1.7°C in order to shut down charge con-

ditions. The battery remains on the bus for discharge at all times.

It has temperature sensors, platinum sensor, which is utilized by an-

other standard component, the power regulator unit which is being built by Gulton.

I guess some of the features of this power regulator unit might be brought to
mind now.

It has the potentiality for eight different voltage temperature curves

which are ground selectable or possibly selectable by on-board computers. The

platinum thermistor is the sensor for that power regulator unit. The other three
thermistors are utilized for telemetry and hard line information. The overall

radiation concerns, the average surface emittance, and shall be greater than

0.84. It actually turns out that measurements that we made are somewhere in

the vicinity of 0.91.

(Figure 313)

What does it look like ? Basically this is a figure showing the major

components of the 20 ampere hour battery; 22 cells, two strings of 11. In between

each group of two cells there is a T-shaped thermal fin for thermal control.

The machined end plate, four tension rods. You see one there. There is actually

four; two in the center and two at the edges of the top. The tension members

at the bottom are utilized in a double roll, not only to provide tension but also

to provide a mounting feature for the battery. In addition, to continue with the

mounting features, there are two tie downs provided at each end plate.

One of the features of this battery that I think should be pointed out,

possibly from the point of looking at it in terms of structural analysis may not
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be the best way to design a battery you might think. But let's remember that

this battery's structure is to be standard and it is to be of such a nature that it

can accommodate cells from four different manufacturers. Even though Gerry

calls his cells standard, one thing that isn't quite as standard as you might like

is the fact that each of the cells thicknesses vary. In fact, depending on the four

cell manufacturers, you can end up with a battery that is as much as three-quar-

ters of an inch longer or shorter than another battery. So the sandwich technique

here has primarily been selected because of the fact that the cells actually can

be larger and smaller in the thickness range and we need some way to accommo-

date all of that without producing a separate set of hardware for each particular
cell manufacturer.

(Figure 314)

Now to continue with how the thing is put together. These particular
pictures show the 24 cells which were delivered from NASA and from General

Electric. The first picture shows the cell as we see. The first phase of its

build up to the battery is to encase the cell in a room temperature vulcanizing

silicon and glass fiber wrap. This wrap is approximately four mils all around,

top, all five sides except for the top cover of the cell.

The thing you see up there on the top is a protective cover for the ter-

minal cases during the bonding procedures. The other two pictures merely show
the cells in the other directions.

The next step after each of the 22 cells have been wrapped in this manner
is to produce sub-assemblies where four packs and three thermal fins are bonded

together. This particular assembly shows the two phases of that process. The

blue strip up and down the center here is merely laboratory instrumentation and

some rather colorful blue epoxy that lends a little something to the picture.

These particular pictures are the build up of the qualification battery

which at present should be pretty close to beginning its initial conditioning. That

is why the particular instrumentation shows up. As I will describe a little bit

later, it is pretty heavily instrumented.

(Figure 315)

After as many as you can make of those four packs are made, the bat-

tery's final step is to be bonded into an assembly that looks something like this.

The bags up here on the top are just protection for the thermal couple pliers

which are very fragile. The black coating on the metal parts of the battery is

Chem Glaze Z306, which meets the radiation requirements.
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(Figure 316)

The final step for the battery is to be wired. When it is wired and

completed, it looks something like this. The wiring is MIL--W=81381 Capton
and the intercell connections consist of three 12 gauge wires which is the basic

intercell connection.

(Figure 317)

With its attached ground support equipment, the battery looks some-

thing like this. It has a protective cover on the bottom. The thermal control

in the modular power subsystem is basically a passive radiator. The surface

at the bottom of the battery then becomes highly critical as far as dissipation

of heat. The requirements for the battery base flatness are 10,000ths TIR.

Once you attain that kind of TLR, the heavy base plate there is merely to protect

the battery in handling.

(Figure 318)

Now of course, you have seen a picture of it. Somebody probably thinks

it looks pretty big, well let's take a look at some of the physical parameters.

As I mentioned, due to the fact that four different cell manufacturers are in-

volved in the potential battery, then there are a couple of things that are deter-

mined by which cells are actually selected. One we talked about was the length

and the other, of course, is the weight.

These particular parameters represent the maximum end values that

you might expect and the maximum length of the battery, 13.3 all the way down

to 12.8. Of course, the weight, somewhere between 52.5 and 45.3 pounds. The

other two dimensions, width and height, remain constant. The height here refers

to the height to the top of the connectors in the picture shown previously.

(Figure 319)

I mentioned before that we had done some development testing. No one

likes to proceed to qual testing and get these surprises. So there are a few things

that we have done already, even though standard cells were not available at the

time we began this testing.

In order to determine whether or not the structural design was adequate,

we performed vibration and shock, and as a sidelight of this particular endeavor,

we were able to furnish Gerry with some information about what the standard

cells might be expected to experience.
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We also made some thermal tests of which I will describe a little bit

more in detail a little later, which I think are somewhat unusual. We performed

some electrical tests where we checked for the performance of capacities and

so forth and whether or not we were able to reach the particular charge, the

discharge, the predicted values that Gerry Halpert told us we should.

One thing I might point out there is that I mentioned that the cells were

not available at the particular time that this testing began, and as a result, we

were forced to make two different batteries. The first was made out of some

doorstop cells that SAFT American was kind enough to provide to us. The second,

which was planned to undergo electrical and thermal tests, was made also from

some cells that SAFT was making. These cells were, we felt, highly represent-

ative of the standard cell. I think Gerry concurred. They had a few problems,

but basically they would have been everything that they had intended them to be,

they would have been standard cells. So that is at least, we feel, represent-

ative of the electrical performance that the standard cells will display.

(Figure 320)

To take a look at the structural vibration levels, Gerry said the battery

gets a pretty good ride. It certainly does. It takes a strong heart to stand around

close to it when it is vibrating. Basically, the battery was subjected to several

different levels. This represents the most severe. With few exceptions, it

came through it with satisfactory results.

I am not mechanically inclined, but for any of those of you who are, I
guess that is sufficient time and you can take note of that.

(Figure 321)

As I said, we made two different batteries. One of the mechanical test,

this is a picture of the mechanical test battery. As you can see there, it is

slightly different than the qual battery. Vibration proved to us that we needed

to tie down some of the end plates which this battery does not have, and also the

connector bracket, which at this time is made out of sheet metal configuration.
On the qual batteries, you saw it was a hogged out bracket.

The cells as I said before, were of the door stop variety, that is why

the unevenness of heights there. There were actually 11 of one kind and 11 of

the other. Both sizes and heights were identical in width so they fulfilled our

requirements adequately.

(Figure 322)
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With respect to thermal testing, of course the main purpose of thermal
testing was to evaluate the adequacyof the thermal fin and its design. I mentioned
before that I think the test was a little bit unusual. Normally, the electrical
side of thehouse gets to determine what happensto the battery. For once, we
let the thermal dynamicists have their way. Sothey cameup with a little bit
different test.

Just to mention briefly the test set up: we didn't want to go through the
expenseof a thermal vacuum chamber_ so we were to design the test apparatus so
that we might minimize the boundary effects and try to minimize the heat storage
in the battery, which, since the battery mass is so large andthe available mass
of the active cold plate on which it was mounted is also very large, it is very
difficult to keep the heat storage effects from masking the heat transfer effects.

Sobasically the battery was mountedon an active cold plate which was
mountedwith a heater, auxiliary heater, inside a styrofoam box, rather a large
box, that was then filled with insulating pellets. The system was operated very
near ambient temperature to minimize the boundary condition. Prior to the
installation of the battery onto the cold plate, the cold plate had been calibrated
at several different points in order to provide an available, measurable, constant
cooling source much similar to the base plate radiator of the modular power
subsystemon which the battery is first intended to operate.

After the calibration was run at several different levels, then by ad-
justing the power, which was very easily measured, to the auxiliary heater, we
were able to obtain several different constant values for heat removal.

(Figure 323)

To take a quick look at the instantaneouspower balance equation, ig-
noring the effects of the boundaries, the bracketed term is the term of interest
and, of course, the battery and_attery mount heat storage rate is a very difficult
term to measure andthat is the one we attempted to zero or at least if not zero,
to have a very small and calculable in order to obtain the term on the left hand
side of the bracket. The heater power rate, of course, was easily measured.
And, as I said, the coolant heat removal rate was also calibrated before we
began thetest.

Wemade three separate runs at different power levels. The way these
runs were operat_edbasically was to continue the overcharge of the battery at
a constant current rate in order to put in a well defined exact amount of elec-
trical energy.
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Watching the temperatures until they stabilized at a particular gradient,

top to bottom of the battery, we then switched over to a discharge mode which

has been predicted to match that particular amount of waste heat generation

that the battery had previously undergone during the overcharge condition. If

we guessed right, we saw no difference in the delta T top to bottom of the battery

as the battery continued to discharge in order to eliminate the cyclic condition

that you always see with batteries.

It took a couple of tries at it, but of course, each time we got smarter

and smarter, and we used the artillery method and bracketed this thing down

until we found out exactly what discharge rate matched exactly what battery heat

dissipation rate.

(Figure 324}

To look briefly at the results of the test, we found that the battery's

tolerance, the orbital average waste heat, is 35 watts. To compare that with

what the battery is expected to experience, the value for a 90 minute orbit, 30

percent DOD, is 25.2 watts. So we have got 9.8 watts of excess available for

transience that occurs during cycling.

The horizontal differential was found to be only 0.75 o C. Thus we felt

that due to the fact that 5 °C being a top to bottom differential allowable, and

3 °C being the horizontal differential available, that the terminal fin design was

adequate to perform the job.

We did find that in respect to horizontal differential, the battery acts

as a giant heat capacitor and it helps remove effects that appear on the base

plate radiator itself in order to balance them out and equalize them. We also

were able, due to the accuracy at which the temperatures were obtained, to

effect a value for the thermal resistance of the base interface where the battery

sits on the radiator surface.

This surface was coated with ekotherm PC4 and we had assumed the

rate of something like 100 BTU's per feet, whatever those terms are. As it

turned out, it came out around 300, which is pretty close to what the specified

values that the heat sinc compound people predict.

The battery waste heat was found to be, depending on which level the

run was, somewhere in the range of 18 to 21 percent. It varied. This is slight-

ly on a pessimistic side of the predicted values, but as I said before, there is

nothing really you can hang your hat on here because these were representatives

of the standard cells, and not standard cells themselves, so we may find a little

bit different results there.
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(Figure 325)

I don't have a great deal of electrical performance data as most of this
testing hasbeendonevery recently. I just didn't have time with the qual tests
and everything beginning to get all the data reduced so that I can present some-
thing to you.

I did, however, go over there last Monday andwith my handydandy
calculator whippedout a few points so that we could get an idea of whether these
charts of the discharge ratios that have beenpredicted are anywhere near what
I think wemight get.

I mentioned before, the power regulator unit has the capability of charg-
ing the battery at eight different voltage temperature levels. I believe the pres-
ent system now is somewherefor 10 percent DOD shouldbe a level 5 preeharge;
25, level 6; and40 percent DOD, level, 7.

At the time that we were running these tests, that wasn't what was
predicted. We, as a result, then didn't pick some precise points that might be
clearly comparedwith those that we presently predict. However, I might point
out also that the cycling is slightly different on this particular test data. We
ran a 35/55 minute cycle instead of 30/60, whichever effect that might have.

To briefly look at the results here, at a zero degree Z condition, with
the battery discharge 29.5 percent, very close to 30 percent DOD, the maximum,
that is peakto peak spread, of cell voltages was 4 millivolts. This is a worse
case condition throughout the cycle. That is quite a bit better than what we have
previously seen, andit apparently is very highly repeatable. At cycle after
cycle, the value was the samewithin a tenth of a millivolt. Incidentally, all
these conditions seem to be highly repeatable.

The charge limit for this particular base was 32.9 volts, which was
level 7. It is kind of in between; 25 percent DODwould be level 6 and 40percent
DODwouldbe level 7. The design goal C/D ratio was 1.03 to 1.06 and it actually
came out 1.04 five times in a row.

Taking a quick look at the other two values, at 20° C we ran a 12 percent
DODand29.5 percent DOD. Once again, delta T's are highly repeatable between
the cells; 2.4 and 4.2, 4.6 millivolts. In two different charge levels, level 5
andlevel 7, we did get some disparity here between the predicted values and
the actual values, but once again, this is only, like I say, representative andI
don't know if we can get upset at this particular point.
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I did want to mention that we are presently beginning construction of

the 50 ampere hour big brother or big sister, whichever you prefer, for this

particular battery, which is basically designed structurally the same way.

DISCUSSION

BETZ: Naval Research, a comment and a couple of questions. In

that last eclipse thing there, if you did have five minutes more charge, you would

have a higher C/D ratio ?

ZOLLNER: Yes.

BETZ : So that is one thing that does vary as the orbital parameters

change around. My question is, with that type of battery, I have had some ex-

perience with these separate elements, and after vibration, I would like to know

how your base plate held up to the 10 mil TIR, your total indicated reading?

ZOLLNER: Slightly better, about 2 mils.

BETZ : Better by 2 mils ? And that was the one you had tied down all

over the place? Or I should say, the ones with the bolts in the end plates or not?

ZOLLNER: Yes.

BETZ : With the bolts in the end plates ?

ZOLLNER: Right.

THIERFELDER: G.E., On the termal results you showed the horizon-

tal temperature grading but you didn't show the vertical, what was the vertical ?

ZOLLNER: It was 3.6°C.

GANDEL: Lockheed. What 50 ampere hour cell are you using for

your set up ?

ZOLLNER: At the present, I believe the cell is going to be G.E..

We are kind of right in the middle of that particular thing.

PALANDATI: Goddard. The data I presented the other day was on the

12 ampere hour battery. The orbital regime there was a 100 minute orbital

regime with a 64 minute charge and our C/D ratios definitely were higher for
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the various levels and I definitely believe the nine minutes difference in the charge

time made an appreciable difference in the C/D ratios.
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THE 100KW SPACESTATION

G. McKhann

McDonnell-Douglas Astronautics Co.

This is my subject for this morning. It is the space construction base

which formerly was called for about the last ten years "space station." This is

a new name for the space station. I will talk about solar array power systems.

I guess I should mention that at this point we are departing from the

world, at least temporarily, of nuts and bolts and separators, to the never-

never land of conceptual advanced design, since the space station work was all

Phase A level, very gross system tradeoff types of study.

This work was done on a combination of funding from ERDA and OAST,

under the guidance of Lee Holcomb. The specific detailed technical direction

was the Johnson Space Center in Houston. I should mention that this study was

a very broad study. We looked at reactor power systems, reactor Brayton cycle

systems, reactor thermionic systems, reactor thermo-electric systems, solar

concentrator systems, the Brayton cycle, and thermionic convertors.

There were a couple of major solar array options. I will only show

you one this morning. We looked at some energy storage options that I will

talk about mostly here since I am sure that is the subject of interest here°

(Figure 326)

Things will rapidly degrade after we get past this color rendering in

terms of what you see. This is the space construction base as we finally evolved

it. The function of the space construction base is primarily construction of

large structures. Shown out here is a 30 meter radiometer being built in this

construction location with the assistance of a two arm space crane and a space

construction module at this point.

This module here is what was called a "construction shack" which is

basically a crew quarters and habitability area of the space section. Of more

interest is the solar array system depicted here which is at this point and extends

on out for a ways. I will show you momentarily what that looks lille in full per-

spective.

There is an interesting thing down here at this end, a U-shaped channel

which serves as a construction fixture for constructing this particular version
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of the solar array and also the batteries andpower conditioning equipment is
mountedon the bottom side. The surfaces of this serve as radiator for the
power system cooling.

(Figure 327)

This shows the solar array at full perspective. It is a one axis gimbal

system about an axis along here. Some of the characteristics of the system are

100 kilowatts of average power output, and this is for a low earth orbit, 456 kilo-

meters, normally 28 and a half degree inclination. That is 100 kilowatts average

to the load buses, and the array output, when illuminated, is about 215 kilowatts.

The technology date that we would have to select the technology, select

the type of energy storage system, is around 1980, inasmuch as we would have

an orbital IOC in 1985 per our study ground rules. The mission life is tenyears.

The solar array active area is about 2400 square meters. Radiator area is 210

_square meters. The launch weight for the entire electrical power system, the

batteries, array, radiators, and so forth, is about 35,000 kilograms, which

exceeds the shuttle capacity. So part of the batteries are launched on second

shuttle launch, about half the batteries would be launched on a subsequent shuttle

launch.

(Figure 328)

We evaluated a number of energy storage systems. We have looked at

nickel-cadmium batteries as current technology. We looked at advanced tech-

nology nickel cadmium batteries that might be available in a few years. We looked

at nickel-hydrogen batteries. We looked at regenerative fuel cells. And we also

looked at flight wheels as energy storage options. We have prepared system

block diagrams for all of those systems. And I just have a representative ex-

ample here.

The energy storage part of the system is within the dotted lines and

the rest of the system is common for all of these energy storage subsystems.

The load requirements are 100 kilowatts average at the bus. This is provided

by eight modules; in this case, each module provides 12-1/2 kilowatts to the bus,

so there would be eight of these modules in a total power system.

The guideline was that we would have 400 cycle AC output. So we have
an inverter here and a solar array. The batteries or fuel cells, or whatever,

operate through the DC regulator, through the inverter, to the loads at night,

and then the solar array recharges the energy storage system during the day

time.
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(Figure 329)

I selected the regenerative fuel cell area storage, and now I am going

to go inside that dotted box that is the energy storage part of the system, and I

selected as a regenerative fuel cell system since some of you are perhaps not

familiar with that and I think you are mostly familiar with the batteries. Regen-

erative fuel cell systems are an interesting candidate for this application.

The way this system operates, we have stored gaseous hydrogen and

oxygen operating at fuel cell through the regulator on up to the inverter and the

loads going this way at night. We are generating, of course, water with the

fuel cell operation which is stored in the water tank.

Then in the sunlight part of the orbit, we pump water out of the water

tank through a water electrolysis unit and that electrolyzes the water back to

gaseous hydrogen and oxygen. The gaseous hydrogen and oxygen are stored at

pressures ranging from 100 to 400 psi, cycling up and down depending on the

quantity of gas in the tanks.

The fuel cells are about 65 percent efficient. You could use either the

shuttle type technology, which appears to be very adequate, or the General

Electric solid polymer electrolyte fuel cell technology, which also looks very

good. We would use one fuel cell in each energy storage unit. Remember, there

are eight units in the total 100 kilowatt system so there would be eight fuel cells

in the total system, but each of these energy storage units would have one fuel

cell.

The fuel cells operate at around 60 to 80 degrees centigrade. Fuel
consumption is about 8/10ths of a pound per kilowatt hour, perhaps there is a

more familiar number than that. This is one fairly large unit° That unit would

be about four times the size of the present shuttle unit so you would use shuttle

technology but you would build it in a larger size.

Over on the electrolysis side, General Electric is the only company

that seems to be actively pursuing the water electrolysis business at this point,

so we would use the General Electric units. They are about 89 percent efficient,

operate at about 1.6 volts per cell, and temperatures are about 100 to 120°C.

One point I might mention about the regenerative fuel cell system is the

hydroelectric depth of discharge with this system. We normally, during an

eclipse period, require about three kilograms of water to handle the energy re-

quirements for the eclipse period of this energy storage module. We have pro-

vided about 11 pounds of water or gas, depending on what the case may be, so
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effectively we have 33 percent depth of discharge. We wanted to operate not

more than that because manned systems have long term load averaging require-

ments. When the guys are awake, they are doing more, the loads are higher;

or when they are asleep, the loads are lower. So you want to have the capability

for long term load averaging.

So we selected a fairly low depth of discharge. This system could go

much higher than that, I would say, it is just a matter of changing the size of

these three tanks. So this particular system has a lot of flexibility for long term

load averaging if you want to clear a little extra water and some extra tankage.

(Figure 330)

Battery life and energy density is obviously a very important factor.

It affects how frequently we have to replace the batteries during a ten year mis-

sion, and the weight that you have to take to orbit, which costs a lot of money

because the shuttle transportation costs then. We will compare these systems

on a cost basis toward the end.

Life and energy density is very important. We looked a couple of years

ago at some of the Crane data. If you use the Crane failure criteria of 60 percent

of the cells fail when a peak fails, the zero degree C data, you get a curve that
looks like this one in terms of life versus usable density and watt hours per

kilogram.

We assigned a 36 watt hour per kilogram as the current technology. I

should mention that the dark solid lines are the current technology, the dotted

lines are projected or advanced technology. We used 36 watt hours per kilogram

for the current technology. That is based on some 100 ampere hour cells that

were developed by NASA JSC a few years ago for the space station.

I should mention that JPL did some studies of this and was reported in

this reference. They also put together a white paper for the purposes of the

space station study that had these same curves. Their projection for current

technology is 33 watt hours per kilogram. It is a curve very close to the one

we were using.

We didn't think that the 60 percent cell failures was suitable for system

design purposes. We looked at the distribution of cell failures as a function of

pack life. We found if you go to the point of 10 percent cell failures_ you have

to back down. The life is about 60 percent of the life to go to 100 percent pack

failure. In other words, 10 percent cell failures represent a life that is 60 per-

cent of the cells failed or pack failure. So you back down by that 60 percent

454



factor, you end up with a curve like this, which is where 10 percent of the cells

have failed. We think that is more realistic for our spacecraft design purpose

to use a life and energy density curve like this rather than one over here which

is like average cell failure essentially.

For advanced technology cells, we raised the energy density, and this

is along the lines that Lee Holcomb talked about in their light weight long life

battery program, from 36 watt hours per kilogram to 65 watt hours per kilogram.

So you get a curve like this for advanced technology which might be available in

the mid-'80s or perhaps the technology freeze design selection in 1980.

We then picked a design point for the life of the nickel-cad batteries

in this region of five years life and about five watt hours per kilogram. Those

are the numbers that are used in the cost analysis and so forth that will subse-
quently be discussed.

I should also mention, I have shown on here, with a great deal of trep-

idation a nickel-hydrogen curve. I talked with Don Warnock at the Air Force a

few days ago, and he mentioned that they have 6,000 or 7,000 cycles of low earth

orbit cycling on nickel hydrogen at 80 percent depth of discharge, which is way

over here off this curve, going this way. He also mentioned that he felt that it

was reasonable to get 50 percent depth of discharge and five years' life, which

would be a point here. I am not sure I should do this but I did it anyway. I drew

a curve parallel to the slope of these curves. It turned out that the two points

Don mentioned are beyond that curve. So this might be representative of what

you might do with nickel hydrogen.

We selected a design for nickel hydrogen of about 18 percent depth of
discharge, compared to 14 or 15 percent for the nickel-cads. Just because of

lack of data, we wanted to be conservative and use something nearer the nickel-

cad, but I think there is excellent chance that this will come on over and maybe

the 33 percent depth of discharge that we are using on the fuel cells might be a

good point as a potential growth capability of nickel hydrogen battery.

(Figure 331)

This is a summary of the characteristics of the candidate systems. I

should mention that we also looked at fly wheels and went through the energy

balance diagrams and so forth, but they didn't look that attractive and we did not

carry them through the final evaluation of costs and so forth.

The output of the arrays are listed here. Some typical values, which

is at a beta of 23 degrees, and if you have beta of 0 where the array is normal
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to the sun, you have these solar array values which are a little higher. The
differences in output and array area are the result of differences in energy
storage efficiencies. Of the fuel cell system, the 54 percent overall energy
storage from energy out to energy into that block diagram which includes charges
and regulators and so forth fuel cells is 54 percent.

Just for reference I have listed the depth of discharge we assumedin
our analysis. The life situation, of course, is very, very difficult to predict.
There hasbeen a lot of life demonstrated on nickel-cads. Five, maybe ten years
of life, dependingon how you look at the data and so forth. There has been none
on the advancednickel-cads that are being studied and developedright now. One
or perhaps more with nickel-hydrogen, dependingon how you want to interpret
the limited data there.

The regenerative fuel cell life looks like it can be extrapolated from

shuttle technology up to in excess of five or ten years by derating temperatures,

you are only operating part of the orbit, running at lower loads, lower energy

densities. The electrolysis cell is not quite as good, but it also looks pretty

promising in terms of test data.

So we selected five years across the board for comparison purposes.

You may not agree with that, I have some parametric data that lets you adjust

the cost if you don't like our selection.

The launch weights are 34,000 kilograms for the nickel-cad, 26,000

for the advanced nickel cad, 21,000 for the nickel hydrogen, and 16,000 for the

regenerative fuel cells. Launch weight per se is not terribly important. It is

a cost penalty to the program unless you exceed the shuttle capability and even

there it is not really a problem, it is just a cost penalty. You do have to watch

some of the batteries separately in this case.

The resupply weight over a ten year mission at the indicated life as-

sumptions are shown here.

(Figure 332)

This is a summary of the total program costs for the various candidate

systems. I would like to point to the difference in the fuel cell. First off, we

have over here DT&E costs; production costs, which is buying a _]_ip's set of

flight hardware; operations costs, which include the cost of launching the initial

complement of equipment at the shuttle rates, replacement of hardwares and

spares, buying that hardware, replacement logistics, getting that to orbit, and

a drag propellant penalty associated with the solar arrays and the varying solar

array areas.
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First I would like to note that the regenerative fuel electrolysis cell

has a fairly large non-recurring cost, but it makes that back up down here in

buying the flight hardware and the replacement hardware and the replacement

logistics.

There is a $45 million dollar beam fabrication module thrown in here.

This is for constructing the solar array. It is not clear whether that should or

should not be charged to the power system because it is a general purpose piece

of equipment, but we did throw it in for this purpose.

The bottom line says that all of these systems at the assumed five year

life for each of them are pretty close in total program costs.

(Figure 333)

Now I have got this chart that summarizes the bottom line. This was

the bottom line you saw previously at five years, and if you don't like my as-

sumptions on life, you can adjust your own program costs for a different program

life. These, as I say, are all pretty close in total cost. It is a little hard to

say which system is really the best system.

(Figure 334)

I would like to conclude by saying that the nickel-cadmium batteries,

nickel-hydrogen batteries, and regenerative fuel cells all appear to be equally

attractive .to the level that we have been able to study them to date. Further

evaluation is required for the energy storage subsystem life considerations,

particularly for low earth orbit conditions, especially important would be some

development of life testing of nickel-hydrogen batteries at low earth orbit con-

ditions and the water electrolysis part of the regenerative fuel cell system.

The shuttle fuel cell technology and the General Electric solid polymer

electrolyte fuel cell technology appears to be adequate for this application. We

would recommend using larger units, approximately four times the shuttle size,

to keep the number of units down. We have eight fuel cells in the total system,

if you use shuttle size, you would have something like 32 which is a large cost

penalty to build that large number of small units.

We selected a conservative nickel-hydrogen battery depth of discharge

because of lack of data. There is an excellent chance that_ that can do better,
on up to the 33 percent depth of discharge we would probably recommend as a

maximum because of this multi orbit load averaging and reserve capacity re-
quirements consideration.
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DISCUSSION

ROGERS: Hughes Aircraft. To make a comment on the nickel-hydrogen

system as well as the fuel cell, it is an assumption that reducing the depth of

discharge in nickel-hydrogen will give extended life like you have indicated.

Probably it will, but we haven't shown it.

MC KAHNN: Right.

ROGERS: The other comment is that it is not really a regenerative

fuel cell. It is a primary fuel cell and electrolysis cell. The system may be

regenerative. It is what people have spoken of in the past as a regenerative

fuel cell.

MC KHANN: That is right. I have always wondered what we really

ought to call that thing. It has been called the regenerative fuel cell system,

but it is not really. You are absolutely right.
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SUMMARY AND CONCLUSIONS

36738

• NiCd AND NiH2 BATTERIESAREEQUALLYATTRACTIVERELATIVE TO REGENERATIVEFUELCELL
SYSTEMSAT 5 YEARS LIFE

• FURTHEREVALUATION OF ENERGYSTORAGESYS1-F.MLIFE(LOWORBIT CONDITIONS)

IS REQUIRED-

DEVELOPMENT/LIFETESTING- ESPECIALLY NiH2 BATTER!ES AND H20
ELECTROLYSIS MODULES

• SHUTTLE AND SPE FUEL CELLTECHNOLOGY APPEARS ADEQUATE;LARGE UNITS (~4 X SHUTTLE)

ARE MOST APPROPRIAE AND SHOULD BE STUDIED FOR A 100KWe SCB SYSTEM

• A CONSERVATIVE NiH2 BATTERYDOD (18.6%) WAS .,....,,,_,.¢_'_e_r_ ,,,,,-'_"_Tn,,.,-,,,,,,'^,,v ,,,'_t-r,-,-T,,..,,,,,-,,,-,'_^T^__
OFFERS CONSIDERABLEI MPROVEMENTPOTENTIAL

• MULTI-ORBIT LOAD AVERAGINGAND RESERVECAPACITY REQUIREMENTSLIMIT NOMI NAL DOD
TO 30-.50%MAXIMUM, INDEPENDENTOF LIFE CONSIDERATIONS

Figure 334
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THE 25 KW SPACESTATION

B. Clark
Grumman Aerospace Corporation

This was a parallel study to the one you just heard about. A lot of the

figures are going to be similar to the last presentation.

(Figures 335 and 336)

We were funded from Marshall to look at the space construction base,

which is as mentioned with the space station but several years later. Really,

the prime emphasis of the study was to look at power sources. Specifically,

we were looking at three types of power sources, photovoltaic, nuclear reactor,

and solar thermal systems, to see if the changes in technology from roughly

1970 when this study was done once until today had influenced anything or if the

changes in mission requirements had changed any of the decisions made.

(Figure 337)

Those are the three systems that we looked at. Solar array system is

on the top, the middle one shows the solar Brayton, the bottom is the reactor

system.

(Figure 338)

I will show you some nice pictures. The photovoltaic system, that is

in the process of buildup to the final solar array.

That is the solar Brayton system_ two collectors, two equal halves to

the system. And this is the reactor system. This large piece of structure here
is the shuttle external tank.

A little more detail on the candidate power systems and photovoltaic,

we looked at silicon and galeon varsinate. In the solar thermal systems we

looked at solar collection with either Brayton conversion or thermionic conver-

sion. In the nuclear systems, we looked at Brayton conversion, thermionie

conversion, and thermo-electric conversion.

The load for sizing the system was 100 kilowatts with peaks up to 130

kilowatts. For worse case assumptions we allowed that 130 kilowatt peak to

occur during every eclipse for a ten-year lifetime.
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This is actually a profile buildup to the 100kilowatt load. It takes
something like three years before there is enoughfabrication stuff up there to
actually run at 100kilowatts.

(Figure 339)

Oneportion of the study, and I dowant to emphasize it was a portion
of the study, was to look at energy storage. I guess the attractive elements
there woundupbeing nickel-cadmium and nickel-hydrogen andthe regenerative
fuel cell system, whatever we are going to call that system.

Thermal storage was of interest for the solar thermal systems. We

looked at some of the silver electrode batteries but really they are not very

attractive, as you know, for lone-life missions. They very quickly got taken

out of the study.

(Figure 340)

This is the data that we put together as a baseline for the battery traits.

The left curve is an estimate of what today's cells could be expected to do based

on compilation of popular data that is used for sizing batteries. The right side

represents a projection of what batteries might be capable of doing in 1983.

We wound up using a projected capability based on either doubling the life of a

nickel-cadmium battery or raising its 100 percent energy density capability up

to 55 watt hours per kilogram, but not both.

(Figure 341)

The question is, what would nickel-hydrogen be able to do ? We used

100 percent energy density capability at 70 watt hours per kilogram and heard

numbers ranging anywhere from no different life between nickel-hydrogen and

nickel-cadmium, up to two years, flve years, two times, five times the life

capability. Frankly, it is a swag, I guess, at this point what nickel-hydrogen

would do, but that is the curve that was defined and it was defined in terms of

double the life capability as being conservatively optimistic.

That is cell performance. Battery performance, the same curves

are taken. Over on the right hand side, it derated by 35 percent. Batteries

were constructed using series redundancy for cells, by-pass circuitry to store

and get around failed cells, and heat pipe technology in the batteries.

(Figure 342)
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This is a comparison of nickel-cadmium and nickel-hydrogen. We were

looking at this condition, 130 kilowatts of eclipse power. This carpet is the

nickel-hydrogen carpet. The dotted carpet is the nickel-cadmium. This line

across here is constant 130 kilowatt eclipse power requirement. The curve is

showing the mass of the batteries as a function of years of life. This point is

the design point for the nickel-hydrogen battery. The ten-year life of nickel-

cadmium for 130 kilowatt capability as you can see, is really too far off the
curve.

(Figure 343)

That is not necessarily true that you would try to launch ten years'

worth of batteries when the space construction base is first put UP. In fact,

for nickel-cadmium it is more effective to launch two battery systems, each

with a five-year life capability. For nickel-hydrogen on the other hand, it

appears that it is most attractive to launch the full complement of batteries

right away. Launch up ten years' capability of batteries.

The dotted curve on this figure shows something we tried to evaluate.

Because the mission doesn't really immediately spring into being with 100

kilowatts on the system, it is somewhat of a penalty to say we are going to size

based on an average of 100 kilowatts or 130 kilowatts eclipse load right from

day one. We tried to look at how could you reduce the battery complement

weight by taking advantage of the fact that early in the mission the loads are
somewhat lower.

Although we did put the data together and did present it, we really

didn't want to base any decisions or recommendations on it because it says,

you can look at an average depth of discharge over a battery lifetime, and just

race into those DOD versus life curves, and say, that is my average and that

is the way I am going to operate the battery. There is really no validation that

we can take a battery and change its depth of discharge over its lifetime and

still say that its life is going to correlate to the average depth of discharge.

(Figure 344)

You saw a similar figure before, regenerative fuel cell systems. We

did look at sharing the system with some other elements on the system.

(Figure 345)

These are the technology projections we used for fuel cells. Advanced

shuttle is taking shuttle fuel cell and doing what can be done to it to extend its

465



life. It looks like it is probably something like a 10,000 hour limitation in its
capability. Onthe other hand, if you want to put about $10 million or so into a
developmentprogram, a space station fuel cell, for lack of anything else to
call it, could probably be developedwith something like a 40,000 hour life ca-
pability, which approachesfive years.

The tankage, specifically we used 5,000 psi composite tanks.

(Figure 346)

Photovoltaic system: again, we have 130 kilowatts load power during

the eclipse for the entire 36 minute eclipse. Nickel-hydrogen batteries, I have

highlighted them here on this chart because that was our final selection. Re-

generative fuel cells are somewhat lighter, but weight was not the sole criterion

here.

Just for comparison, we did look at how much lower would the nickel-

cadmium batteries be if we did not have to supply 130 kilowatts. In other words,

the 30 kilowatt peak load delta during the eclipse, if the peak loads only occurred

during the sunlight, that is this single point down here.

(Figure 347)

Solar thermionic system: I guess an interesting item on this chart is

the thermal storage element here. That is lithium fluoride contained in the
heat receiver, The walls are lined with lithium fluoride that changes state.

Here, another interesting phenomenon. The fuel cells are heavier than the

nickel-hydrogen batteries° The basic reason being that the fuel cell system

is considerably less efficient than the battery system and you are paying a

larger source penalty to make up for that inefficiency for the solar thermionic

source than you do for the dossimer solar arrays.

(Figure 348)

The other system that showed something interesting is the solar Bray-

ton° The Brayton system really wants to run at a constant speed. It doesn't

want to be cycled up and down as load requirements change, so the ideal way

to operate the Brayton system is to size it for the highest load you will ever see

and let it run, parasitically sap off excess power when you are not running a

full load. That is why the thermal storage line winds up being fiat. Once you

have sized the system for any given power, it doesn't matter how long you have

to hold that power up. There is a cross-over point depending on how long you

have to supply peak loads and it crosses over at something like 20 minutes or so.
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Since we were sizing for a 36-minute peakload, relating to the eclipse time,
the thermal storage is really the way to go for the solar thermal systems.

(Figure 349)

Mass comparison of fuel cells and batteries. The fuel cell system,

based on the advanced fuel cell, does come out to be lightest, but very close to

it is nickel-hydrogen. The advanced shuttle fuel cell and nickel-cadmium bat-

tery systems are considerably heavier, basically because they don't have the

life capability and would have to be replenished throughout the mission life,

raising the total weight for the systems.

(Figure 350)

Costs look like this. The advanced shuttle fuel cell is really paying

through the nose here for having to fly up a lot of one-year life capability energy

storage elements. Nickel-hydrogen comes out to be cheapest. That is basically

the reason that we wound up recommending this for energy storage, although it

was, if you will remember from the previous charts, slightly heavier than the
regenerative fuel cell system.

(Figure 351)

These were all conclusions. We did recommend nickel-hydrogen bat-

teries. As stated in the previous presentation, regenerative fuel cell system

is still very competitive and very attractive, and certainly feel that development
on that should be continued. Solar thermal systems really aren't of too much

interest to us here. Silver batteries are not competitive for long-life applica-

tions. I guess along with our recommendation of nickel-hydrogen batteries, the

largest technology issue that we feel staring us in the face, and we recommend

the study heavily, is the verification of long cycle life estimation for nickel-
hydrogen systems.

DISCUSSION

FORD: Goddard. What size capacity? Are you talking about 100

ampere hour, 200 ampere hour ?

CLARK: No. We wound out recommending a nominal 270 volt DC

electrical distribution system, and directly interfacing the batteries with the

bus on that system. That is a high voltage battery. That certainly is a tech-

nology issue to be examined for the future. But based on a high voltage battery,

we are talking about capacities in the order of 25 to 30 ampere hours.
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ROGERS: HughesAircraft. Onthat verification, do I understand you
correctly that it would be roughly 60,000 cycles, ten years ?

CLARK: Right. Ten years of life at 5,000 cycles or so a year.

ROGERS: I guesswhat I don't understand is how we would verify; we
would haveto project something, andI think it has beenpreviously covered that
it is a little difficult to try to figure out what is going to happento the batteries
unless you really understand them.

CLARK: Sure. I guess that is kind of where we were on ni-cads ten
years agoasking the question, dowe have any long life data? No, we don't.
Will we ever have it ? I guess all that it comes downto is somebodygoing to
spendthe money and the time to start it and run real time tests.

ROGERS: Weare starting testing in low earth orbit of the nickel-
hydrogen cells, but this will be at 80percent depth of discharge.

CLARK: That is a healthy whack.

ROGERS: I think you will be faced with the problem, let's say after
we get a reasonable number of cycles, say a year, of projecting what the effect
of reducing the depth of discharge.

CLARK: Right. I guess the range we woundup operating at was about
20percent depth. It is all paper, when I say, "We woundup operating at, "
ona paper and pencil study.

LACKNER: CanadianDefenseResearch Establishment. Whenyou
run through the projections of 55 watt hours per kilogram that you would like
to see in the nickel-hydrogen, nickel-cad system, what sort of technical base
is this set on? Is it technically accomplishable or is it something that you
would like to see accomplished?

CLARK: It is a stated goal of JPL, developing ni-cad batteries to
include the energy density in the order of 33watt hours per kilogram today to
55watt hours per kilogram in the future.

LACKNER: I appreciate that it is a stated goal. I am just wondering
how technically achievable it is and what sort of background has goneinto it.

CLARK: I would have to refer the question to JPL. In my personal
opinion, I think we will probably get there. I have some doubts about whether
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we are going to get to considerable extension of the lifetime of nickel-cadmium,

but I think that in terms of reducing the weight of the system_ it will happen.

That is a personal opinion.

LACKNER: It just seems that we are having trouble extending the life

and the reliability at the energy densities that we now have. We are asking for

a doubling of energy density and a doubling of life.

CLARK: That was one of the key points I had to wrestle with. The

goals of JPL were stated as 55 watt hours per kilogram and/or doubling the

life. I wasn't sure how to interpret that goal. I kind of put my own interpre-

tation on it that I believe the "or" more than I believe the "and" by 1983.
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CONCLUSIONS - ENERGY STORAGE

• PHOTOVOLTAIC SYSTEMS

- USE NIH 2 BATTERIES, CONTINUE DEVEL FOR 10-YR LIFE

- NO RESUPPLY
- LOW _LEXITY, HIGH RELIABILITY
- ADV REGEN FUEL CELL SYSTEMS COMPETITIVE,

CONTINUE DEVELOPMENT

• SOLAR THERMAL SYSTEMS

- USE THERMAL STORAGE FOR ALL CONVERSION SYSTEMS

- LOWEST MAllS
- LEAST COMPLEX

• REACTOR SYSTEMS

- DO NOT USE ENERGY STORAGE

• AeZn, AICd, AgH 2 BATTERIES NOT COMPETITIVE FOR LONG
CYCLE LIFE APPLICATION

• TECHNOLOGY ISSUES

- LOW COST NIH 2 BATTERY PRODUCTION

- DECREASE NiH 2 PACKAGE VOLUME

- NiH 2 LONG-CYCLE-LIFE VERIFICATION

- LOW_OST CELL BYPASS CIRCUITRY

- HIGH VOLT CHG CONTROL

- FUEL CELL/ELECTROLYZER LIFE, EFF

- HIGH TEMF THERMAL STORAGE MATL/INTEG

Figure 351
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ENERGYSTORAGECYCLING TESTS

B. J. Bragg

Johnson Space Center

I will give you a little bit of history on our nickel-cadmiums. We did

a program with Grumman about '71-'72. Floyd Ford gave us a lot of help. Jim

Cioni in our organization, the Propulsion Power Division at JSC, ran the test,

and ran the program. Floyd Ford contributed a great deal. Steve Gaston, at

the time from Grumman, I think did a lot of work on the thermal part of the

program. The cells are Eagle-Picher cells. I think Bill Harsch from Eagle-
Picher worked on the program.

We developed a four cell module. We did quite a bit of thermal testing

and design. They did some life testing, very limited life testing. It is not really

life testing but characterization testing and I would say some parametric testing,

particularly aimed at the thermal part of the program.

(Figure 352)

We ran out of money at that point and were not able to continue on as

we had planned, that is to do some considerable life testing at Grumman. There-

fore, we salvaged what cells we could out of the program and tried to distribute

some of them around the country. I think TRW got a few, Floyd Ford got sev-

eral, Lockheed, and MDAC, I believe, got some. At any rate, we did this on

a very low cost basis. It was no cost, is what it was. We gave them the cells
and we hope to get back some data.

Those various efforts are in various levels of completeness. Our own

effort was, as you see here, seven 3-cell packs running, or did have. The re-

sults that you see there at the two temperatures, two depths of discharges.

The program involved several different kinds of separators, such as nylon and

polypropylene. It also had, which you can not see in here, a couple of different
plate pieces.

Of the seven packs we had running, we had three failures. Four are

still running. All the polypropylene cells had failed. I did not do a failure

analysis. I just took this program over recently from Jim Cioni, and so I

haven't really done a whole lot in the way of trying to analyze what happened.

Later on I hope to be giving you more detailed data.

We had eight test stands, seven operational and one backup. We have
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four now in use and three empty. I hope to do something with those.

(Figure 353)

Right now our battery testing is down. We have a facility problem.
The air conditioner went out. I don't know whether that says batteries last

longer than air conditioners. We are going to replace the failed ni-cad stands

with 20 ampere hour nickel-hydrogen batteries.

Where we are in that effort, the entrie test is down right now, but we

are going to get it up very shortly again. We have test fixtures for the 20 am-

pere hour nickel-hydrogen just about finished and ready to plug into the test

stands. We are going to be looking at conditioning. I guess we will get on that

bandwagon too. I am not sure, after hearing what I have heard here at the work-

shop, what kind of conditioning we ought to be looking at.

I should note that on our nickel-cadmium every 500 cycles we have run

a capacity check. That is a sort of conditioning. We ran that down, I think, to

three volts on a battery pack, three cells. So this is a volt per cell average.

The capacities on all those four that are still running have degraded. We have

felt that we would try reconditioning. At any rate, we may or may not continue

that. I will have to take a look at it when we get our tests running again.

I plan to do the same thing basically on the nickel-hydrogen cells,

running capacity check every 500 cycles. I will also look at the reconditioning

on those packs.

Now the configuration of those packs, what I had planned to do was as

the nickel-cadmiums fall out, replace them with three cell nickel-hydrogen

packs. Since I have three right now, I was going to put all of them on a 75 per-

cent depth of discharge at 50 °, that is one of our current temperatures that we

are running. I was also going to, on one pack, keep the pressure vessels as

independent pressure vessels. On another pack I was going to manifold those

cells.

(Figure 354)

Some in-house testing that we are doing*are on a corner on a work-

bench. On the nickel-hydrogen, I have more of the same nickel-hydrogen cells,

they are cells from Eagle-Picher and from Energy Research. As you see, they

are 1975 manufacture and this is still in the projected test title that I had earlier.

I have some real good shelf life on those batteries. We hope to get some data

out on them pretty quickly now with this section we have going now.
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What we plan to do is wind up with four test stations effectively in our

Tech Services Battery Shop. We are going to arrange the cells as you see there.

We are going to take, number one, the two 10-cell manifold packs, that is 10-

cells packs that are electrically in series, but one 10-cell pack will be an Eagle-

Picher pack, the other will be an ERC pack, and continue that kind of arrange-

ment on through this configuration.

Looking at two different depth of discharges there. Again, conditioning,

if we see some good data coming out of a particular kind of conditioning we try,

we may wait and choose the particular conditioning procedure. That is basically
all I have.

DISC USSION

GASTON: RCA. Do you have any idea why the polypropylene cells

failed prematurely ?

BRAGG: No, I don't. We haven't done any kind of a failure analysis

on them. I would plan to do something on that to try to understand it better.

As I say, I just recently had this program transferred over to me. When we

find out, I will tell you.

GASTON: You gave me credit as being the cell manager. Just for

the record, I was the project engineer in charge of the program at that time.

WADHAM: Telesat. What was the failure line in the propropylene
cells ?

BRAGG: My failure criteria was during cycling if the pack went down
to three volts.

ROGERS: Hughes Aircraft. How do you intend to manifold them ?

Just roughly, what would you do ?

BRAGG: Plumb them together, isolated electrically.
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LOW ORBIT NICKEL-HYDROGEN

BATTERY DEVELOPMENT

H. Rogers

Hughes Aircraft Company

I am going to be talking about some test data that we have developed

primarily on low earth, but also a little bit of accelerated synchronous orbit

data, on first 40 hour ampere hour boiler plate cells which were built on our

nickel-hydrogen program with Air Force support, and a couple of cells which

were made by Hughes Aircraft on our IR&D program which we have been using
in synchronous orbit.

(Figure 355)

The first boiler plate cell is very conventional construction, back to

back, hydrogen electrode and, in this case, a gas permeable separator, nico-

nium oxide cross, is used as a separator rather than asbestos which has been

previously used.

The hydrogen electrodes were supplied to us by ERC Corporation.

The nickel electrodes are Air Force impregnated Eagle-Picher electrodes, so

they are electrochemical. This particular cell has 34 positive electrodes and

both the cells I will be describing run roughly 40 ampere hours.

(Figure 356)

This design is what we call the recirculating design which has been

previously described beth by Gerhard Holleck and Don Warnock in previous

talks. I just want to make a couple of comments on it. The electrodes in this

are the same as I previously mentioned. The two major factors in this are one,

we do have electrolyte which recirculates, and also oxygen which circulates

through the stack. The other item I want to cover is in previous designs we

have always used intra-stack reservoirs, not just one, but many. In other words,

each nic-electrode had an adjacent reservoir. In this current design, we do

not do that. We depend on the depth permeable separator also to act as a res-

ervoir. Again, the niconium oxide.

(Figure 357)

This is a charge/discharge voltage characteristic after 250 80 percent

depths of discharge cycles, at the charge/discharge ratio of 1.05 to 1; 80
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percent, of course, being based on the roughly measured capacity. The two

cells were operating fairly similar with actually the cell with the greater number

of plates, the back to back, having a little bit higher voltages.

(Figure 358)

The cells both had reference electrodes. The reference electrodes are

somewhat unusual in design. They are built by immersing a piece of hydrogen

electrode beneath the surface of a small pool of electrolytes so that you avoid

the problem during operation of the cell where you get some oxygen accumulated

in the cell, and having that oxygen react with the electrode, changing its potential.

In essence, what you have is a hydrogen electrode which operates at

potentially the same state throughout the entire cycle. So the data has a lot

more meaning. We found that the two cells did have different potentials at the

hydrogen electrode, although I am not quite sure of the reason or that it is

that significant. You are only talking about 15 millivolts or so, and it was con-

sistent throughout the cycle.

(Figure 359)

In these cells, both cells had thermocouples, those in the core, now

when I say in the core, what I really mean is, this is a pineapple plate design

where the leads come up the center of the electrodes. The thermocouple that

we are talking about when we say core is immediately adjacent to the plate. So

what we are really doing is measuring the temperature at the inside of the plate,

which we feel to be the hottest point in the cell. The end plate is in the center

of the end plate, and I will speak about the wall temperature when I show the

next figure. You will notice that the coolest time is at the end of charge, which

one might expect, because our 1.05 to 1 charge/discharge ratio isn't enough to

get into overcharge.

(Figure 360)

You notice in this figure we do have a wall temperature° Our cooling

system, which really consisted of a coil or copper tubing around the cell, wasn't

quite sufficient to keep the cell wall temperature constant. You will notice we

had roughly about five degree temperature rise within the stack. That is very

much dependent upon two things, the charge/discharge ratio, if we went, for

example, to 1.10, you would have seen a significant rise in temperature at the

end of discharge, in that we would not be running quite as low an end of discharge

voltage.
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(Figure 361)

We quite intentionally put the cell (and this again I will remind you is

a 40 ampere hour cell) into overcharge. You will notice we see the typical rise

in voltage and then drop off due to heating. This is the back to back cell I am

referring to. At the same time we measured the percent oxygen and had to re-

check the electrode to make sure it was working properly because we noted no

change in oxygen concentration. The initial high oxygen is due to the fact that

the electrode takes a little time before it comes down. The oxygen electrode

operates at low levels, it takes a while before it gives good answers at the low
percentages.

So in essence we have no accumulated oxygen, and the next figure will
show you another way of looking at that.

(Figure 362)

You will notice that the cell pressure, which was also monitored, vir-

tually levels at the point where we discontinued the test. Again showing that our
oxygen is all recombining within the stack. The reason we discontinued the

test at that point is seen in the next figure.

(Figure 363)

The core temperature was rising at a very high rate. You will notice

that we reached 50 ° Centigrade, at which point I decided not to abuse the cell.

It is an indication of where limitation exists in nickel-hydrogen in these large

cells in low earth orbit. You really cannot tolerate a large amount of overcharge

or you are going to boil the cell. That temperature would not have taken long
to reach 100 ° C.

(Figure 364)

The cell I am going to be talking about now_ actually two cells, are 18

ampere hour cells using the same type of electrodes that I have previously de-

scribed, the same separator system, niconium oxide, they are back to back,

and they are in a lightweight case three and a half inch diameter, and are an

example essentially of our synchronous design which is close to the low earth

orbit design with a few minor changes like in leads.

You will notice between cycle 5 and cycle 230 there was really no ob-

servable change in the cells. The small amount of change there at the end I

don't think is significant as you will see in the next figure.
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{Figure 365)

Wefind that virtually for 250 accelerated cycles, these are six hour
cycles at 120percent return, 80 percent depth of discharge_ essentially we are
seeing nodegradation in either cell.
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THE NTS-2 NICKE L-HYDROGEN BATTERY

F. Betz

Naval Research Laboratory

The NTS-2 satellite built by the Naval Research Laboratory in Washing-

ton is the first satellite launched in orbit with an operational nickel-hydrogen

battery. We actually lucked out. We beat the Air Force by about three days,
but we slipped two, then they slipped, and it was almost a tie. We understand

that one was launched first by JPL on a sounding rocket, but this one is up and

working.

(Figure 366)

I would like to go back a ways to the beginning. This program actually

started just a little more than three years ago, in the summer of '74. We had

conceived that it might be a good application for a nickel-hydrogen battery. We

came to technical agreement with INTELSAT in the Fall of that year, and Comsat

Laboratories would provide nickel-hydrogen battery cells to the Navy, the Navy
would fly them on the NTS-2 satellite.

The dash line indicates the area of technical agreement. The star in-

cares how long it took for the lawyers to come to legal agreement. The Contract

is in effect, and it will carry on for years, and will be providing data as long as
the satellite is up and in operation.

You can see that shortly after legal agreement was reached we received

prototype battery cells in November of 1975. That is just about two years ago.

In fact, we built our first prototype assembly, we brought it over here, set it

on the table, and laid out our program, in effect, how we intend to operate this
satellite.

That battery came back and went through a thermal vacuum cycle. We

learned a little bit about it based on the thermal vacuum cycles. We plan to

modify the battery sleeve design a little bit. We went through vibration. The

first vibration lasted a few seconds and we lost the terminal on one of the nickel-

hydrogen cells.

TRW studies had shown that that was the weak point and it was confirmed.

I am going to tell you everything about the program. Like any program, it is

not all sweet. There were rocky spots, but we have got over the hurdles and we

got it up there. I think the whole story should be told.
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Shortly after that we identified that the cell caseswere extraordinarily
hot electrically. Whenthe spacecraft manager leaned over the satellite and
shorted oneof the cases to ground, the hydrogen vented out freely through the
burned hole. There was no fire. It scared him a little bit. He was on a ladder.

Incidentally, we did vibrate again andwe passedthe vibration at 18.1
GRMSin all three axis. We did have to upgrade the battery andwe rebuilt a
prototype battery using newlonger sleeve design, replacing some cells we found
were defective, and one that we made defective, that was the broken seal in the
hole, andthenwe proceeded into some oh, also that upgrading incorporated for
the first time strain gaugeson the cells. The electrical testing that followed
was identified how we could relate the strain gaugecapacity andpressure.

Following those electrical tests, the prototype battery went into space-
craft integration and spacecraft testing andwas in the satellite for the best part
of that year. It went through quite a bit of those nine months that Floyd Ford
was talking about.

That was followed in the summer of '76, just a little less than a year

before launch, with the delivery of the flight cells and flight battery assembly.

That really went smoothly. We didn't have too many problems with flight battery
thermal vacuum vibration. I think some of our thermistors came off. Since we

were using those for charge control, we decided we really wanted to make sure

they stayed glued on there so we did vibrate again later on.

The thermal vacuum tests in this one were the full-up spacecraft tests,

and again verified our concept of charge control which we will get into a little

later.

In the Spring of this year, that battery went into the flight spacecraft

for final full-up thermal vacuum test on the flight spacecraft, spacecraft vibra-

tion, acoustics, RFI, a number of _ther spacecraft tests before we went to the

Western Test Range for launch.

You see up there it says "AC", that is acceleration. The prototype

battery we ran in constant acceleration for a period of nine hours at about 8 g's.

This was one of the modes of operation that we found out we were going to have

to face during the spin stabilized mode of the satellite before the solar arrays

were deployed.

We did get to the field, and we launched on June 23, 1977 the nickel-

hydrogen battery. I should say, operating on the nickel-hydrogen battery. The

system has the nickel-hydrogen battery as the prime power supply and is backed
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up by the nickel-cad and is an automatic trip over from one to the other or auto-

matic operational change from one to the other, so we saw no reason not to launch

with the nickel-hydrogen batteries supporting the loads and that is the way we
went off.

When we first came into view, the nickel-hydrogen batteries were re-

charged. Temperature was up around 22 ° C. We launched in the middle of the

night. In fact, it was so foggy you couldn't even see it from about three miles

away. The satellite in its eliptical orbit went through three half-hour eclipses

and finally came into view of the earth station, charged up, and switched into

trickle charge all by itself.

During that period of time, however, everything looked like it was going

so well that the main charger for the nickel-hydrogen battery was commanded

to trickle charge and then the loads were increased, and the nickel-hydrogen

battery was reversed. Or should I say, reconditioned. We did have a full re-

versal on the nickel-hydrogen battery. ' Our monitors only go to zero, so we

were below zero volts. Nickel-cadmium was supporting the system when it

came back into view, and the main charger was then turned on.

A little later on, once the gravity gradient blooms on the satellite were

deployed and the solar array was deployed, we were attempting for a few days

to have the satellite stabilized. The gravity gradient system is not as strong as

it might be way up there and it took a few days. During that period of time, we

reversed the battery, reconditioned the battery a second time. The satellite

attitude system was unable to control or keep the arrays pointed to the sun for

a period of time there.

(Figure 367}

Anyway, that is the good news. I would like to point out some of the

features of the battery itself for those of you who are not exactly sure what it

is. The nickel-hydrogen cell that we are using is a Comsat laboratories design,

Eagle-Picher manufacture. As far as I know, it might well be the first to fly

electrochemically impregnated positive electrodes. These were done by Eagle-

Picher to the bell process.

As far as I know, it is also the first to use Ziegler-type plastic com-

pression seals. The test is a good one. The cell operates in the range of 600

psi maximum and it holds that pressure between eclipses so it looks like the

seals are doing their job. We have an asbestos separator. There are four strain

gauges mounted on the cell containers. It is kind of hard to track them all at

the same time. We don't have enough memory channels to get all the data we

491



would like to get, but we are using two of those now to monitor the capacity

of the batteries.

The mass of the cell is 1. 026 kilogram, and that funny little mark there

that says 0. 034 kilograms is the strain gauge. There is a difference. The 34

grams is a small penalty to pay for that.

The battery structure itself consisted of two 7-cell assemblies. I will

show you those in a moment. It is a direct radiator design. The comment here

is that the primary criterion of the design of the battery was a good thermal test

bed for the battery cells. We didn't try to optimize weight and you will see that

in a second.

We do monitor individual cell voltages. We have, I believe, five tem-

perature monitors on the two assemblies, that is five total. We monitored the

four strain gauges. We found out that we do have a little problem with both cell

voltages and strain gauges. During the eclipse period, our booster, which is

a resonant switching frequency booster, high efficiency, does put a little too much

noise on the bus for these low signals. The values we see during the eclipse

itself are not very reliable, but we do have the values immediately before going

into eclipse and immediately after eclipse, and we do have the entire battery

voltage to monitor. So you can get a pretty good idea of what is going on.

There is the battery mass with 14 cells, it is 20.72 kilograms. Our

ratio not quite optimized, 1.43 pounds total for each pound of cell. The energy

density at rated capacity is 28.4 watt hours per kilogram, it is 12.9 watt hours

per pound. A more typical number based on a 39 actual typical ampere hours

we get out of the battery is something like 31.6 watt hours per kilogram, and

that is 14.3 watt hours per pound not kilogram again.

I put the volume down because you would have to compare that with some

of your own batteries, but our gross volume is somewhere around two cubic feet,

one cubic foot per assembly. That is a pretty big structure.

(Figure 368)

That is what it looked like before it was launched. Those are the flight

batteries, the flight assemblies. If you compare this perhaps to the photographs

in your other workshop, the sleeves come up higher on the cells and they are

actually a slight bit thinner also. That was the major structural change. You

can see the mounting of the thermistors. There is a thermistor here, another

one in there, two more on the other battery pack, there is a thermistor mounted

down here on the heat sync and one in the center of the heat sync. There are also
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some thermostats on there and there are heaters on the base plate should we go

into a low shed condition and the battery gets too cold.

(Figure 369)

The first eclipse season, which actually started just a few days after

our launch, we launched June 23, and our first eclipse started on July 10, in

fact I didn't think we were fully stabilized at that time, we did start eclipsing

then. These are essentially the times. This is taken from data we provided

Comsat Laboratories and Comsat Laboratories put it into a very readable form

for us, Thanks to Joe Stockel. Any misspelling you see in here is Joe Stockel's

computer' s fault inc identally.

The discharge times and the profile look like a synchronous type of

orbit. There are 60 eclipses during the season. The maximum eclipse period

is only 0.94 hours, someone less than a true synchronous application. There

are two seasons a year just like the real thing.

(Figure 370)

Here is the battery voltage characteristics during the middle of the

eclipse season. We have a constant power. We take this 14 cell battery and

boost the voltage up to the bus voltage of 27 volts constant power system. You

can see the current in the middle of the eclipse season starts somewhere 21,

I think it starts lower but it goes up rather rapidly to 21 amperes and ends close

to 24 amperes. The beginning of discharge voltage is up in the 18 volt range.

The minimum voltage we saw throughout the entire center of the eclipse period

on the battery was 16.44 volts. The voltage recharge characteristic we charge

at three and a half amps constant current based on temperature, which I will show

in a second. We switched to a 600 milliamp trickle rate.

(Figure 371)

That is that same discharge period a little bit accentuated. The line

in the real world is a little bit smoother than that, but the data points are taken

! at every 102 seconds, I believe. We don't use them all anyway. We did look

at and wondered why our voltage was down around this 118 area at eth end. We

looked into some of our data and we found that there is quite a bit of impedance

in the wiring and in the system. The two battery assemblies are 30 or 40 inches

apart, and even with a fairly substantial harness, these is some voltage drop

in the battery. If you try to look at it from cell voltage point of view, you have

got to divide by 14 and then add a little bit back in.
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(Figure 372)

This is the temperature profile in the middle of the eclipse seasonwith
essentially the samevoltage characteristic you sawbefore. It almost looks like
the curve we showedhere three years ago which said, "This is what we expect
to happen." The battery temperature increased from 15°C to 25°C max. We have
not seenany temperatures above25°C. It cools downto 12°C, due to the en-
dothermic reaction during charge. As it-goes into the overcharge period, the
battery heats up, it automatically switches to the trickle charge as it passes
15° C. There is some thermal overshoot during the charging period, but there
doesn't seemto be any thermal overshoot at the end of discharge. We comeback
again to 15°C at the end of the orbit.

Now that we are in a full Sun period, the temperture is approximately

10°C to 12°C plus or minus 2. There a is little more gradience between the

battery packs than we had predicted. That doesn't seem to be a problem, they

are working fine.

(Figure 373)

This is what the strain gauge produces. The beginning of discharge

and end of discharge are two points taken just before the beginning of discharge

and just after the end. The recharge during the constant current period indicates

a nice linear increase in capacity and pressure, as you would expect. Then when

we switch to trickle, there is a little fall off there. You will see the 35 ampere

hour nominal capacity. It looks like that one maybe about 38 ampere hours at

the end of the charge and trickle charge period.

(Figure 374)

This is the daily battery voltages during the entire 60 day season. I

might comment that in the first 17 days of the season, we were not on full load.

We were running about half of the bus power that would be required when we

went to full load at the 17th eclipse. That is how fast things were happening.

We have just had to get the thing up to full power and get it stablized and working.

So that explains, perhaps, the nice linear point decrease during that period and

then stabilizing. You can see that the charge voltages are fairly regular during

the entire season however.

(Figure 375)

Daffy temperature data. Again, you can see the effect of the first 17

days at half power. We had trouble keeping the satellite warm and occasionally
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you can use nickel-hydrogen battery to heat up the satellite a little bit just by

overcharging it a little bit. That dissipates quite a bit of energy.

After that we get to our middle of the eclipse period. You can see the

end of discharge temperatures throughout the main period of the eclipse season

were fairly constant. End of charge is nice and constant. We have a little

gimmick in there that says if the battery temperature is below 15 °C at the be-

ginning of the charge period, end of charge will be terminated at 17 ° C, or plus

one degree. It comes out to close to 17°C. If the battery temperature is above

15°C at end of discharge, then you only recharge for 15°C. That took some

uncertainty out of it if you come in right at 15 °C. That is why in the beginning

you see the higher end of charge temperature and then going back to 15 °C.

(Figure 376)

Daily battery capacity, based on the strain gauges end of charge is the
top line, end of discharge, of course, is the bottom, and the end of trickly charge.

We started off a little higher. See, the. reason this fell down is due to the in-

creased temperature, average operating temperature of the battery. We found

that there is quite a bit of temperature correlation. Capacity and temperature

due to correlate rather well. As you get warmer with this battery, you lose a

little capacity.

We are still in pretty good shape. You can see we are up around 40

ampere hours so it is nothing really to complain about too much.

(Figure 377)

Finally, Joe Dunlop's picture of daily and recharge ratio, current

integration. This is just to the trickly point; the 600 milliamps, I believe, is

not included here. We are running during the main part of the eclipse season

slightly over 1.2 or 120 percent recharge ratio. That is based on current in-

tegration. The early period in the short eclipses where the thing was running

cold, you have to use a little more energy just to heat it up to the 15°C trip point.

The bird is still up there. It is working fine. We went through an

eclipse last Friday from the moon just to remind us that everything was alright.

The battery discharged a little bit and went back into recharge and switched into

trickle, so we know it is still good and get ready for our next eclipse season in

January.
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AIR FORCE NICKEL-HYDROGENEXPERIMENT

W. Harsch

Eagle-Picher Indus tries

As Fred alluded to earlier, there is another flight program going for

nickel-hydrogen. This, of course, is not an operational battery, but an exper-

iment. The objective of the experiment was to obtain some flight experience

with a nickel-hydrogen battery in low earth orbit where the Navy is working in

a more or less synchronous regime.

The battery was designed and developed by Eagle-Picher under contract

to the Aeropropulsion Labs at Wright Patterson, with Don Warnock as the tech-

nical monitor. The battery is on an Air Force satellite.

The program began in June of '75 and the experiment was shipped to

the Air Force in August of '76. During the year, we did the design and develop-

ment of the battery itself. We used state-of-the-art technology, 1975 state-of-

the-art-technology, which was the existing 50 ampere hour cell. We built the

battery to be as compatible with the satellite bus as possible because we are

using the satellite bus for our recharge power. The battery is mounted on an

experimental pallet on the satellite. It has its own charge control system which,

unfortunately, there was not time to develop probably optimum charge control

system for this battery, so it is a modification of an existing system that is used

for nickel-cadmium, which primarily uses temperature compensated voltage as
its criteria.

Also on the pallet is a load bank, a resistive load bank, which allows

us to switch to various load regimes. There is some other equipment on the

satellite for which they are using the nickel-hydrogen battery to power it. Let

me give you some of the details on the battery.

(Figure 378)

As I said, the cells were the 1975 vintage 50 ampere hour cell, which

delivered about 55 ampere hours. The electrochemically impregnated positive

nickel electrodes, the teflonated platinum catalytic electrode. The separator in

these cells is an EP reconstituted asbestos, gas spacers are woven teflon. Cell

cases is hydroformed Inconel 625, which again is 1975 cell case. The terminal

is a dual plastic or Zeigler-type compression seal.
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(Figure 379)

Thebattery is a 21 cell battery. It is housed in an investment casting,

an aluminum investment casting. We have quite a bit of instrumentation on this

battery compared to most batteries that you fly. We have individual cell monitors,

21 voltage monitors, and one battery voltage monitor. We have a current mon-

itoring device which is a bipolar electromagnetic sensor that will sense up to

20 amps charge. It says 50 amps discharge but the scale has been expanded to

75 amps.

The temperature monitors are thermistors mounted on all of the 21 cells

plus two battery thermistors which we are using now. The data I will show you
later is from these two battery thermistors. We are monitoring pressure using

strain gauges on each ecll. The battery is equipped with redundant heaters,

photoetched heaters. The heater controllers are solid state devices.

The battery weight is 110 pounds. I might also add here that the battery

was not optimized for weight, and unlike Fred Betz's battery, there was a spe-

cific reason. We are on a pallet, as I said, and we are thermally and elec-

trically isolated from the vehicle, from the host vehicle. So we have to provide

all of our own thermal control, so consequently it was decided to use a rather

large mass because it was much easier to control.

(Figure 380)

I might say there were three batteries built in this program. There

was a mechanical model that was used for all the dynamic testing. A thermal

model battery built that we used to do all the thermal acc testing and one flight

unit. We tried to handle the program as we would a normal flight battery program

as far as documentation goes.

The cells were run through an acceptance test program which looks very

much like ni-cad test program. We did gas leakage tests, capacity test at C

over 2 rates, at various charge rates and temperatures. There was an additional

test here because the system is capable of reversal and we wanted to make sure

that we would get a stable condition in reversal so we added a test where we

would discharge from one volt down to zero volts at C over 2. The criteria, of

course, was pressure.

We ran a charge retention test, electrolyte leakage, a cycle test which

consisted of six cycles, continuous cycles, and that indicates the incapacity there.

And then followed by another leakage test at the conclusion.
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{Figure 381)

The battery went through an acceptancetest program. All the batteries

did. A visual inspection, weight check, dielectric, thermistor, testing at the

temperature ranges we expected to be working in, insulation resistance tests,

stray voltage, check the current sensor, the temperature sensors, the battery

capacity, the heater tests both the primary and back-up heaters for on and off

operation, and then the dimensional pressure sensor calibration, C.G. , and

then we did an instrumentation and heater bus consumption test mainly for the

systems people.

(Figure 382)

The battery was qualified as a normal flight battery would be. After

completing the battery acceptance test, we ran acceleration tests at 15 g's;

thermal shock tests from minus 20 to plus 115 ° F; random vibration at 12 g's

RMS, we only did it one time. We did sinusoidal at 7.5 g's; mechanical shock

at 30 g's, 1/2 sine wave; pyrotechnic shock at 2600 g peaks. We ran a thermal

vat test. All of the tests down to the pyrotechnic tests were done on a mechanical

model battery. All of the thermal vac tests were done on a different battery.

This was mainly because we were running them parallel during this year of pro-

gramming.

In the thermal-vac testing at vacuum and the various temperatures, 32,

59, and 86 ° F, we ran cycles at the 5, 25, and 50 amp charge rate, and the 50,

25, and 5 amp discharge rate, varying the different cycle regimes. We ran an

additional cycle test in vacuum which was a simulated orbit test at 50 percent

DOD. We ran 32 cycles like that. Then we ran a special thermal-vac test that

was asked for by the thermal people to get enough data to predict what the battery
would do in order. The testing we stated there that we did was mainly getting

things like the specific heat, the charge efficiencies at the various states of

charge and rates, and also carnie back and ran more simulated orbit cycling

with a thermal shroud on the battery so that we could zero out the peak.

Before I go into the actual flight data that we have available today, I
think we will take a look a little bit at what the hardware looks like.

(Figure 383)

This is the cell, as I mentioned, is a garden variety 50 ampere hour

cell which I am sure you have all seen before.

(Figure 384)
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The cell pack is again a standard back to back positive configuration.

{Figure 385)

This just shows the components as they go together.

(Figure 386)

This is the internal components laid out as we had them in some parbombs,

doing some testing. As I said, they are standard type electrodes of which is

referred to as the "pineapple slice" design.

(Figure 387)

This is just a typical curve that we put together. This is some testing

that we did on some 50 ampere hour cells in-house under simulated snychronous

regime. These cells were run at 100 percent depth of discharge. This shows

the charge and discharge voltage curves out to 600 cycles. I think we ran out

of money at that time.

(Figure 388)

We are using strain gauges to monitor pressure. This is the assembly

on each cell. The signal conditioning circuitry is housed right at the site of the

strain gauge rather than somewhere else in a black box.

(Figure 389)

This shows a little bit about how we are doing it. The active strain

gauge is mounted on the surface of the cell. In the picture here on the left you

see the temperature compensating strain gauge is mounted on a flat washer and

put in a bridge network with the active strain gauge.

{Figure 390)

This represents our signal conditioning circuit that goes on top of the

strain gauge.

(Figure 391)

This, of course, is just the other side of that little circuit board.

(Figure 392)
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This is the battery housing which, as I said earlier, is aluminum in-

vestment casting. It has individual pockets for the cells which is a good satellite

conservative thermal design.

(Figure 393)

This is a picture of the mechanical model battery in early stages. The

cells are potted into the various cavities and all of the instrumentation wiring

brought forward.

(Figure 394)

This is the front of the battery where the signal conditioning circuitry

is. As you can see there, the two solid state computer cont rollers, there are

two DC converters we use for the strain gauges, and there is some conditioning

circuitry there for the various thermistors.

heaters.

(Figure 395)

At the base of the battery the heater is located. Two 20 watt redundant

(Figure 396)

Showing the way the battery is wired.

(Figure 397)

And a protective cover that was put on. Incidentally, this battery on

the pallet is mounted in the inverted position, covered by a thermal blanket.

There is about a 4x4 inch hole right at the very center of the battery for thermal

control.

(Figure 398)

This just shows the vibrations.

(Figure 399)

This is just the thermal-vac arrangement with the shroud around it.

Again, I donWt have a lot of data to show, mainly because of the nature

of the satellite we have not got all of the data available to us yet. We are in the
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process of getting it all released and thenwe are going to prepare a paper and
try to get in it ICC. Soff anybodyis interested, we will have more data on it.

(Figure 400)

This represents the beginning of the flight. Nothing really happened.

The battery was on opened circuit. This just shows the temperature of the battery

at launch and the cooling down. We turned the instrumentation power on at about

the 10th rev to check everything out. Everything worked fine. The heater ca_me

on finally here and the temperature stabilized.

(Figure 401)

Later on at about the 52nd rev the auxiliary load on the vehicle was

turned on to the nickel-hydrogen bus. The nickel-hydrogen was powering the

auxiliary load plus boot strapping its own heater. This shows the battery voltage

coming down and the cell pressure tracking quite nicely.

At that point the data coming back showed there was a cell that had gone

astray, one of the 21 cells. It was thought at that time that we had a cell short.

So everything was terminated at this point. The loads were thrown back on to

the host vehicle bus, all the relays were open. We went back to open circuit

and had a big meeting at that time. So the battery sat on open circuit for a period

of time. We decided that with the data we had, we really couldn't tell what was

going on and we decided to totally discharge the battery to get it back to a known

reference point, recharge it, and then do some playing to see if we could see

what was wrong.

(Figure 402)

That is what we did. We turned on the 5-amp load, which there was

not a lot of capacity left in the battery. So in about three revs under 5-amps

you can see the voltage dropping out. We allowed the load to stay on the battery

for an additional two revs. What happened is we took the battery voltage down

to about two volts. The pressure decayed as it discharged. If you notice right

here, we hit about 50 psi indicated on the strain gauges and then we began to get

a pressure rise indicating that several of the cells in the battery were in reversal

and generating hydrogen. We went back up to about a 10 psi rise at that point.

We shut the battery off. We were going to start playing and then we

found out that the signal we were getting was not a correct signal. There was a

problem in the software in the computer and the battery was fine.
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(Figure 403)

Rather than do anything from that point, we went back on powering the

auxiliary loads again and the battery just sat and cycled for a long period of

time until just recently where we were able to run a controlled discharge at 10

amps which shows very good voltage regulation, pressure is very good, and

temperature is also good. I think we come up to about 60 degrees from 42 degree

grees. We got 47.8 ampere hours. The capacity is down simply because we

never do get back to 100 percent steady charge. We specifically set the voltage
limit so we only go back to about 90 percent steady charge.

(Figure 404)

We did another controlled discharge at 20 amps. The dotted line here

shows the load is resistive load and drops off here at the end, and also pressure
and temperature.

(Figure 405)

We have just now completed a 40 amp discharge. Again, in all cases,

the voltage looks very good and so does pressure signals. Pressures are linear

all the way and very predictable. They are always starting out at around 430
to 450.

Right now we have completed these controlled discharges. We are back

in a standard regime and we have talked to the program people and they have
now put us on to a 50 percent DOD orbit cycle which takes several revs to accom-

plish because we don't have that recharge power available to us all the time,-

But we are going to do continuous cycling at 50 percent DOD, I think, for the life
of the satellite, however long that is.

DISCUSSION

NAPOLI: RCA. What is the cell weight on that_ You have the mass

weight but what is the cell weight?

HARSCH: I don't remember exactly. It is about three and a half pounds.

But like I said, it has a 625 cell case which, if we went to the now available 718,
would take about a half a pound out of the cell.

ROGERS: Hughes Aircraft. You had a spec that I can't figure out, a
21 psi discharging from one volt to zero ?
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HARSCH: That wasn't a spec, that was an actual data point.

ROGERS: On what kind of chart? The amount you get between one volt

and zero would be greatly influenced by how high up you charged it, if you put

in any overcharge or you didn't. I don't know what meaning it has.

HARSCH: That was done at the C/2 discharge rate from discharge to

one volt, and then from one volt to zero volts on a group.

ROGERS: But what was the charge take ? Was it near full charge ?

HARSCH: Initially, yes, we were at full charge. It was done as one

of the capacity cycles.

LACKNER: Defense Research. You said you deliberately set the vol-

tage limit so you wouldn't get 100 percent charges. What sort of compromises

were you making there ? You didn't want to overheat it, you wanted to extend

the life ?

HARSCH: No, the compromise was they wouldn't let us do it any other

way because of the satellite's main mission, they said in no way will we jeop-

ardize the satellite. So we do everything very conservatively. They didn't want

to push the battery any harder than they had to. That was the only criteria.

PASCHAL: Marshall Space Flight Center. Do you have any internal

temperature measurements on your thermal vacuum test where you can measure

the cold temperature ?

HARSCH: No, we didn't.
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BATTERY QUALIFICATIONTESTS

ACCEPTANCETESTS

ACCELERATIONTEST

THERMALSHOCK

RANDOMVIBRATION

SINUSOIDALVIBRATION

MECHANICALSHOCK

PYROTECHNICSHOCK

THERMAL-VACPERFORi]ANCETEST

THERMAL-VACCYCLE TEST

SPECIAL THERMAL-VACTESTS

15 G FOR 5 MINUTES (3 AXES)

-20°FTO +l15°F

12 G RM_FOR5 MINUTES(3 AXES)
0,1GZ/Hz

7,5 G FOR 25 MINUTES (3 AXES)

30 G; 1/2 SINE WAVE; 11 MS

2600 G PEAK ACCELERATION;200 -

10_4 Hz

10"4 TORR @ 32°, 59o AND 85°F

C]IAEGE DI.S..C,IU_

5,0 AMPS 50,0 AMPS
25,0 AMPS 25,0 AMPS

50.0 AMPS 5,0 AMPS

i0-4 TORR@ 40°F

30,0 AMP CHARGE FOR 55 MINUTES

42,8 AMP DISCHARGE FOR 35 MINUTES

32 SIMULATEDORBITS, 50% DOD

INSTRUMENTATIONPOWER DISSIPATION
HEATERCALIBRATION
SPECIFICHEAT MEASUREMENT
CHARGE EFFICIENCYVS,
TEMPERATURE
STATE-OF-CHARGE
CHARGE CURRENT

SIMULATED90 MINUTE ORBIT CYCLES

Figure 382
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Figure 399 
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AIR FORCE NICKEL-HYDROGEN TEST PROGRAM

M. Gandel

Lockheed Missiles and Space Company

The mechanical model which Bill Harsch described in his presentation

is now at Lockheed. The Air Force loaned it to us for test purposes. The plan

is this. First we are flying 60 ampere hour hi-cad batteries in some of our low

earth orbit missions. My intent is to subject the battery, after using all of the

instrumentation that is available on it, to the same low earth orbit cycles that

we subject the 50 or 60 ampere hour hi-cads to. Hopefully there demonstrate

real differences on a system level between the two batteries.

We would vary the thermal environment to simulate what we might see

on flight and also vary the criteria for charge control. The charge control scheme

is a little bit open because you can't exactly simulate charge control that you are

using with the ni-cad battery, but as close as we can we will do that simulation

comparison.

The next thing I want to do is to increase the depth of discharge. That

is, if possible subject the one nickel-hydrogen battery to the same kind of regime

we might subject to the ni-cads, or whatever the proportion happens to be. And

then continue testing until we noticed some failures or until some degradation

or spread between cell performance is demonstrated.

We would also be looking at different charge control modes and the plans

have not been totally firmed up yet, but the general idea is to be able to demon-

strate a reasonable life. Again, these cells are not the most advanced technology,

but mainly to be able to show some real comparisons on energy density so that

we have the wherewithal to sell a new program manager on the virtues of nickel-

hydrogen over nickel-cadmium._ All indications, everybody is becoming very

positive, the MDAC and Grumman trade studies are encouraging for nickel-

hydrogen. It seems that the ni-cad guys aren't getting any more optimistic with

time. In fact, I sensed a note of pessimism. I can only say their pessimism is

our nickel-hydrogen encouragement.
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MULTISTACK NICKEL-HYDROGE N UNITS

J. Smith

Eagle-Picher Industries

This morning I would like to briefly introduce you to what we are doing

at Eagle-Picher with our multistack design.

(Figure 406)

When I say multistack, I am referring to, as Bill Harsch showed in

some of his pictures, those patched for putting more than one pack inside one

container. These two cells up here we built under contract to Rockwell, and

with the aid of Lloyd Barnett we are going to test these in the upcoming future.

Hopefully, real soon. I had hoped to have some data by this time, but presently

we are still waiting to get testing equipment.

The cell on the right is a two stack design. It is in our typical 625

Inconel pressure vessel. It looks like a monster. It has got a lot of monitoring

on it. It has got four thermal couples in it and it has got voltage taps, not only

for the cell, but also for each stack internally.

The one on the left is a four stack design. This is building our pressure
vessel.

(Figure 407)

We like to use a pressure vessel. It is easy and it is accommodating

to our purposes. As you can see, this is slightly larger than our whole cell.

This piece right here, this small, is a volume compensator. With a power bomb

where we avail ourselves or give ourselves the ability to take this apart and

examine it, tear it up, replace things, and actually change the volume from time

to time if we deem it necessary.

There are four stacks in this. They are separated mechanically with

about half inch Plexiglas. They are all connected through the center. These

are pineapple designed electrodes connected at the top. Those little curlicues

you see at the top are voltage taps we run out to monitor during testing as well.

(Figure 408)
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This is a figure of our two stack design. It is a little different. They
are separatedby our weld ring. They are joined together, they form one solid

group. It is a somewhat complicated procedure to put this all together. I am

sure in the future we can come up with a lot better design, but right now we are

chasing the feasibility of actually working or not. We don't have a lot of data;
what little data we do have is from activation. In activation, we see a problem

may exist, I don't think in the testing of it. We see the capacities there with

each stack. With activation we see possibly electrolyte shorting.

(Figure 409)

This rough figure is showing the first four charges, that is what the

numbers indicate, the first four charges after activation. We activate these

cells. One of the advantages of nickel-hydrogen you know is in activating it,

you can flood the cell and thereby remove some of the carbonates. Well, with

multistack configurations, you aren't able to charge the cell and force the elec-

trolyte out. You must do it by a vaccum. As a consequence, you leave a lot

of electrolyte in there, and you have small shortings from the start. You see

with each successive cycle, or nearly so, we increase the capacity.

We saw that this being a four cell stack design, the internal stacks were

real short, the first stack, the bottom stack and the top stack, kept the voltages

well. The two internal stacks showed signs of shorting. As a matter of fact,

on charge retention tests they dropped real low on their voltage after inducing

a small bit of charge. With increased charging we saw this burn out and they

gradually picked up, we think we can develop some sort of charge schematic,

we can burn these electrolyte shorts off or possibly develop a better type of

activation system.

I guess for now I would like to express that we are doing a lot of work

with this and we hope to do a lot more work in the future. We think this is some-

thing that could be optimized. It offers the advantages of reducing the weight

and it also may lower the cost. Obviously, when we use one cell instead of three

or four it is going to reduce some costs. We have the ideas in mind now. We

need more than ideas in somebody's pocket.

DISCUSSION

BETZ : You say you have electrolyte shorts, do you mean you can't

run current through these center cells or you do run current through but it doesn't

do anything ?

520



SMITH: We do but they are stray shorts. I assumethey are loose
electrolyte, floating electrolyte, and mechanical bridging, electrolyte bridging,
in different stacks.

BETZ : Betweenstacks ?

SMITH: Correct.

ROGERS: HughesAircraft. Whenyou designedthese cells, did you
do anything to avoid electrolyte bridging betweencells in the stack ?

SMITH: We did some. We didn't enhanceit greatly. That is part of
my comment in that it can be designedbetter. The separation is mostly me-
chanical in nature in distance. Like I say, it is a half inch betweenstacks.
is quite a little distance to be having shorts.

ROGERS: How far from the walls ?

wall.
SMITH: The Plexiglas goes almost 40 mils, I think, from the can

That

ROGERS: No. How far is the edgeof the positive or negative plate
to the can wall ?

SMITH: It is roughly, I think, 90mils, something like that, between
90 and 150 mils. The positive is a little bigger than the negative. The other
part is a lot closer to the wall, or separation. We keep our physical separation
very close.

know?
BETZ: Do the separators themselves actually touch the wall, do you

SMITH: No, they don't. Not the plate separators, but the separation
from stack to stack, the mechanical separation betweenstacks. It is very close.
It doesn't touch the wall, but it is much closer.

BETZ: I mentioned before that in our cells you could draw quite a bit
of current off the case. I think the reason for it was that our separator might
have beenphysically in contact with the wall and you had an electrolyte path there.
That has been substantially reduced. I might comment that both of the problems
in our cells that I mentioned, the terminal and the high current, were problems
solved before flight.
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FORD: Goddard. What type of pressure ? What are you talking about;

500, 10007

SMITH: On the two stack design? We designed that for 500 psi, al-

though we would see 600, and we typically pressure tested up to 1,000.

FORD: Would you like to comment on what the limitation is on multi-

stack design? I mean, if you go three, isn't the pressure going to go up ac-

cording to the number of stacks ? Might you see a 2,000 pound pressure con-

tainer, if this comes up to be proven?

SMITH: Your pressure is going to be directly related to your volume.

It is going to be the same amount of space for the same amount of hydrogen

evolved. I mean, if I have a 25 ampere hour cell with two stacks in it, it is

going to create just as much hydrogen as a 50 ampere hour stack by itself,

singular. So we aren't talking about great volume reduction at all. It doesn't

change that property in any way.

HELLFRITZSCH: What are you trying to achieve then? I am confused.

Apparently they are parallel cells.

SMITH: The stacks are connected in series.
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SELF DISCHARGE OF NICKEL-HYDROGEN CELLS

G. Holleck

EIC Corporation

I want just to shortly tell you something about the self-discharge be-

havior of nickel'hydrogen cells. From this we obtain not only values for the

capacity loss with time, naturally on open circuit stand, but also information

regarding the minimum amount of circuit charge that you have to introduce to

keep the cell charged. Furthermore, the rate of reaction between hydrogen

and a charged nickel electrode is also open for nickel-cadmium batteries.

In a nickel-hydrogen cell, the hydrogen is stored as pressurized gas

and the cell stack with the charge that is oxidized nickel-hydroxide electrode is

in direct contact with the hydrogen. Therefore, the rate of reaction can be

measured easily and precisely by monitoring the charge, the change in hydrogen

pressure with time. We have carried out such measurements on twelve 15 am-

pere hour nickel-hydrogen cells of different stack configurations which we have
built for COMSAT on an INTELSAT contract.

(Figure 410)

HOLLECK: Let me show you typical pressure time curve for a nickel-

hydrogen cell with a 500 psi upper pressure limit.

(Figure 411)

I will show you the same type of behavior basically for a cell which has

an upper pressure limit of 1,000 psi. We have actually carried it beyond the 400

hours, but it just continues.

When we analyzed this data, what we found is that it is first order in

hydrogen pressure reaction rate and it is independent of the state of charge

which is remarkable.

(Figure 412)

So it follows a rate relationship, rate equation, that I have denoted

here of the change of the mode of hydrogen with time proportional to a rate con-

stant and the hydrogen pressure. It seems to be independent of everything else.

With the idea that you can conform it to this equation and by integration you ob-

tain the lowest equation which tells you if you have a behavior that follows this
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rate equation. What you should find it a plot of logarithm of P, hydrogen pres-
sure, versus time should give you a straight line with a slope of K RT over
V.

(Figure 413)

Nowhere I have plotted the hydrogen pressure of the two cells that I
have shownyou, andthe others follow the same way, on a log pressure versus
time curve. You see they very nicely follow a straight line. I may mention here
that the higher pressure cell is actually the same capacity as the lower pressure
cell andit has a higher precharge, 450psi precharge, to life it up. That means
at the end of the 400hours this cell is practically completely discharged.

(Figure 414)

-6
Now the result of this is a rate constant of 1.3 times 10 modes per

hour atmosphereand ampere hour. If you nowthink of what type of reaction
might be rate limiting in this process, the first thing you want to consider nat-
urally is diffusion. You have diffusion, for example, of hydrogen to the nickel
electrode. If you do that, you have to realize that even if you completely pro-
tect the backsideof the nickel electrode, the furthest awayyou canget from hy-
drogen is the thickness of your separator. SoI calculated the rate of hydrogen
diffusion from literature values of diffusion coefficient and solubility for diffu-
sions through a 10mil KOH layer. What you find is that the rate should be two
orders of magnitude higher than what we find here.

What this means is diffusion in the electrolyte cannot be the limiting
factor. This again is in agreement that we found the same rate of cell discharge
whether the cells had a reservoir or did not have a reservoir, just doesn't make
any difference. Diffusion in the solid material is also difficult to find a model
which is independentof the state of charge of material. The most probable mech-
anism is somekind of an interffiee reaction that is the limiting case.

I might mention here that it is proportional in hydrogen, which is some-
what different from, for example, the dissolution of hydrogen as a hydroxide in-
to cadmium, for example, where it is proportional to the square root where the
atomic H is the governing factor.

(Figure 415)

What does that mean in practical cases, for example ? This means for

an average battery, let's say, with 500 psi, 34 atmosphere upper pressure,

approximately 10 percent loss in one and a half days, or 50 percent capacity
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loss in 10days, or 90 percent loss in 27 days, just to give you some feeling
for this self-discharge rate.

I shouldmention alsoh I noted it onprevious figures, that this is cal-
culated with the 1.3 times 10-" rate constantwhich is measured for fresh cells.
We have also measured the rate of self-discharge on cells that have beencycled,
and it decreases with cycling.

The minimum rate of trickle charge to maintain the capacity cancalcu-
late from this value andit would be for a 500psi cell about C/430. With respect
to nickel-cadmium cells, you have heard aboutthe hydrogen recombination over
discharge. There you have a different mechanism. There you have the reaction
of hydrogen with cadmium electrode, which is cadmium hydroxide. But if you
have a cell which runs out of this cadmium reserve and becomescadmium elec-
trode limited and on overcharge involves hydrogen at the cadmium electrode,
then the only mechanism to get rid of this hydrogen is by reacting it with the
nickel-hydroxide in the other side. This reaction, at a pressure of two atmo-
spheres, about 30psi, would be about C/7,000. Sothis is a very slow reaction
and you do invariably, if you get into that mode, accumulatehydrogen pressure
in the cadmium exercise.

BETZ: I think we have all seenhigher self-discharge rates in nickel-
hydrogen. I know we did. Ours weren't necessarily all that uniform. It had us
going a little bit for a while, but we did seeit.

DISCUSSION

KIPP: SAFT America. I had one back on yours. One of the questions

I had was just for curiosity. On your NTS-2 spacecraft, you are using your

nickel-hydrogen as a primary battery. How are you treating your nickel-cadm-

ium backup battery during this period of time ?

BETZ: We are treating it as the prime power source. It is a secon-

dary battery.

KIPP: How are you using it then?"

BETZ: The nickel-cad battery is on trickle charge when the nickel-

hydrogen battery has received its full charge. It is during the eclipse operation.

When we come back into sunlight, all the available charge current is first direct-

ed to the nickel-hydrogen battery to recharge it. If there is excess current

available, it will recharge the nickel-cadmium battery. Other than that, we

527



maintain the nickel-cadmium battery in tripe charge mode in back of it. We

tried to heat up the satellite with nickel-cadmium once and succeeded. We had

nickel-cad up to 63°C, but it still looks good, it has cooled back down.

KIPP: Can we assume that your nickel-cadmium battery plays no role

during eclipse seasons then, or does it play some role ?

BETZ: The nickel-cadmium battery plays no role during the eclipse

season. It will only come into play if we have a problem with nickel-hydrogen.

It is on the line, electrically on the line. If the nickel-hydrogen battery voltage

drops below 14 volts, the nickel-cadmium battery will support the load.

SEIGER: Yardney. I wonder if Dr. Holleck would like some imme-

diate reconfirmation of this data?

HOLLECK: Go ahead.

SEIGER. There was some data that Geena and Dunlop published in

1975. They had a self-discharge of the nickel-hydrogen system there. I went

through the same kind of analysis as you did. I came to the same first order
of conclusion. I think even the recombination constants are about the same

order of magnitude. I can go back and check that. I have been looking at it a

little further. I have been looking at it even in nickel-zinc cells in which you

can add hydrogen to the nickel-zinc cell and actually see the recombination. I

flooded them out. I still see the hydrogen recombination. I have the effect of

the flooding.

ROGERS: Hughes Aircraft. You mentioned that you saw a change in

the recombination rate as a function of cycling ? I wonder what that is specifi-

cally and how many cycles.

HOLLECK: After 500 cycles of 80 percent depth of discharge we

measured at rate of cell discharge which is almost high initially. It is a sizable

change. It may actually give us, when we understand it better and what its

mechanism is, some insight also on what is happening with the positive electrode

because it obviously is a reflection of changes at the positive electrode. After

recycling, you don't see any change in voltage behavior or capacity. So the nor-

mal cell performance does not change, but obviously something does change.

ROGERS: What kind of cycles were those?

HOLLECK: Those were three hour cycles to 80 percent depth of dis-

charge.
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BETZ: This data may be useful for users of nickel-hydrogen to es-
tablish a beginning of life test. For instance, a self-discharge rates, since they

are fairly predictable.
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NICICEL-HYDROGEN

E.J. McHenry
Bell Telephone Laboratories

Some of the figures include material that you all know about.

(Figure 416)

This we assume everybody knows.

(Figure 417)

This figure just shows the pressure goes up if you charge it up and

goes down if you discharge it.

(F_gure 418)

There is great advantages to the nickel-hydrogen system and we all know what

they are.

(Figure 419)

There are a few disadvantages. Essentially, what it comes to is you

can have lots of volume and little pressure or lots of pressure and little volume.

(Figure 420)

This is reprinted from the Phillips material. Everybody has probably

seen this one, too. Obviously, there are a number of these hydrogen absorbing

materials. This is LaNi 5. They will absorb a considerable amount of hydrogen
at an essentially constant pressure. As the temperature rises, that pressure

plateau rises, but even at 81°C, that is probably about 220 pounds or something

of that kind, which is not really outrageous.

(Figure 421)

This is a new design of cell. The problem with the LaNi 5 and all those

materials, they tend to disintegrate as the lattice expands on absorbing hydrogen,

the metal cracks into a very fine powder and it is difficult to fabricate electrodes

and all that sort of stuff. So we have designed a cell here which is very similar
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to nickel-cadmium. We have a positive electrode which is wrapped in a micro-
porous separator, and then the leads are insulated also so that there is no way
for anything to get at the positive electrode or anyof the leads.

Then you put in a negative conducting grid and this is welded to your

terminals. You then weld the top of the can into an open ended container and we

turn it upside down and fill it full of lanthanum nickel powder. The negative ma-

terial is just the lanthanum nickel powder. It has no structure. It simply occu-

pies all the space that is not occupied by the rest of the components. Then we
weld on the bottom of the can. We have a fill tube either on the bottom or the

top of the can.

When it is welded shut, we put the cell into a pressure bomb and acti-

vate the lanthanum nickel at about 1,000 pounds of hydrogen. Now this is neces-

sary, otherwise the material doesn't absorb and desorb. It tends to expand a

little on this so this further fills the can and leaves no empty spaces.

Then we have to add electrolytes to the cell, pump it down and add

electrolytes, then we add whatever amount of hydrogen precharge you want,

seal it off, and we are ready to go.

(Figure 422)

These are advantages. We don't have to fabricate a negative electrode.

It is just the cost of the actual hydrogen absorbing material. You can pour this

material down a hypodermic needle, it flows very well. So there is not much

problem in putting the cell together. You save all the trouble of fabricating a

negative. There is no binders or anything of that kind which sometimes tend
to interfere with the electrochemical function of the cell. You don't have to

change the design of this cell if you want to change your absorbant. You can

put anything in there. As a matter of fact, you can even throw in cadmium of

zinc or something like that, and see how it works in that case. It does work as

a nickel-cadmium, I never tried the nickel-zinc.

(Figure 423)

This shows the discharge of this type of cell as compared with a nickel-

cadmium cell. They are essentially the same and it is reasonable because you

are actually looking at the discharge of the positive electrode, which in both

cases is nickel. The negative is in excess on both charges.

(Figure 424)
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The next figure showsyou the charge/discharge curve and the pressure

that follows this curve. On overcharge, you will get about 58 pounds or so of

pressure, this is at the five hour rate. It functions quite well and very similar

to nickel-cadmium. Fifty-eight pounds is not really much pressure. Most of

the commerical nickel-cadmiums run around that pressure anyway.

(Figure 425)

The next figure shows how the cell would cycle. This one here at two

and a half ampere hours of positive and about eight ampere hours of negative.

As the cycles progress, the capacity begins to drop off. I added hydrogen, where

the little stars are, and then the capacity comes back and then it begins to de-

grade again. You add a little more hydrogen and it comes back again.

(Figure 426)

You see a similar sort of thing on long term overcharge. It was charged

at the five hour rate to start with for ten hours, discharge at the five hour rate

to get a capacity. That is the solid line. It was then put on a C over 20 over-

charge for eight days and then discharge again at the five hour rate. That is the

dashed line and the capacity is still there. But after 23 days of C over 20 over-

charge, and once again, all the discharges are C over 5, and all the overcharge

is at C over 20, we see the capacity beginning to fall off and then at 57 days it is

pretty bad. If you add hydrogen at this point, the dot-dash type line or double

dash, you see that a lot of your capacity comes back again. So I was thinking

possibly that we had leaks in the system and this is what was happening, we

were losing our precharge.

(Figure 427)

When we go on to the next figure and we have a negative limited cell.

It took a couple of cycles to get it adjusted to be negative limited and electrolyte

and all. But we see that as you cycle the cell, your capacity just decreases.

This had a pressure transducer on it which cut off charge once you hit 150 pounds.

So this meant all your lanthanum nickel was saturated and it just doesn't absorb,

progressively less on each cycle. So it wasn't a question of leakage, we were

actually losing our capacity.

What I was seeing in this other cell was excess negative, so I would

be discharging merrily along and finally you hit the point where you degraded to

here, and then you start seeing yourself lose capacity. If you add more hydrogen,

you get more capacity. What we are using up here is our negative precharge. So

once you get rid of your precharge_ then it starts going down. If you add more

precharge, it will go back up again. Eventually you will end up where you have
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addedso muchhydrogen you have gotten rid of all that excess 6-ampere hours

of capacity_ then you will just get high pressure.

I didn't know exactly what was causing all this problem, whether it was

the cell itself, possibly. I used a separator which I didn't describe. It was a

micro-porous polyvinyl chloride. It was material that was used for a biological

filter in a Di system. I thought it was possible that that was beginning to degrade

and leach out and cause troubles too, so I decided what I would do is cycle the

lanthanum nickel in just a hydrogen-oxygen mixture. I quite wisely chose a

mixture which had only half a percent oxygen so that it wouldn't blow up.

(Figure 428)

Here we show a comparison of pressure cycling. This has nothing in

it except for the lanthanum nickel and the gas. If you pressure cycle in pure

hydrogen, it just cycles on and on. The ordinate there is the fraction of the

initial capacity. In other words, you cycle the first time to see how much hy-

drogen is absorbed, and then on progressive cycles, what percentage of that

will it do on the second and third cycle. So it remains stable in hydrogen, but

I have shown the electrochemical degradation on this figure also. Then the

hydrogen-oxygen mixture, this is half a percent oxygen in the hydrogen. The

ability to absorb or desorb hydrogen continues to decline on cycles. The log of

the initial capacity is linear with the cycle. So I don't really know what the

problem is here.

(Figure 429)

It can be either that you can get the hydrogen to absorb but then it won't

desorb, it just won't absorb it; or there is some sort of surface barrier which

prevents the hydrogen from getting back and forth at an appreciable rate. I am

not exactly sure which one of these problems it is, but it does seem that the

problem with the cell is not with the design of the container and all that sort of

stuff, or the separator, it is the oxygen somehow is interfering with the lanthanum

nickel and preventing it from functioning so that the cell then does fail.

(Figure 430)

With this type of design, we have very good short term performance.

It is just about the same as a nickel-cadmium battery. You can ge_ about 30

percent higher energy density out of this, volumetric energy density, out of this

type of cell. But the cycle life is very poor. The failure is probably due to the

metal hydride. Somehow the oxygen destroys it. Future work should be direct-

ed toward perhaps some sort of protective coating on the metal alloy or looking

for other metal alloys which stand up better in this type of environment.
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DISCUSSION

NAPOLI: RCA. I am a little confused about the achievable energy

densities in the nickel-hydrogen battery. I have seen one that was presented by

yourself which achieved about 28 watt hours per kilogram. I have seen one pre-

sented by Eagle-Picher which was 66 watt hours per kilogram. And I have seen

Mc Henry's 47 watt hours per kilogram. What is the number?

• MC HENRY: The 47 watt hours per kilogram was on the nickel-hydro-

gen cell and I got that simply by calling people who make it, measuring the size,

weight, capacity. This is a real cell.

NAPOLI: I have seen the real cell which Eagle-Picher is flying and I

have seen the one that NTS is flying.

MC HENRY: It could be one with cells and one with batteries.

BETZ: Jim Dunlop, do you have the answer on the cell ?

DUNLOP: Yes, by the way, the Eagle-Picher and COMSAT are NTS-2

spacecraft. The Eagle-Picher cell was kind of heavier, as you pointed out. The

battery was kind of heavy. The cell was probably very good. But the energy

density for cells is typically running somewhere around 40, 50, 60 watt hours

per kilogram, somewhere in that range, depending on how hard you increase

the pressure. That is simply a safety factor. One used a four to one safety

factor, five to one safety factor, and then you drop off in your energy density.

If you want to push the energy density, you drop off these safety factors. The

actual energy density that we are shooting for for batteries is probably around

44, 40 to 44 watt hours per kilogram, and the usable energy density is something

on the order of 60 or 70 percent of that, which is quite a bit higher than anything

we are using in space right now. Usable energy densities come out to be about

12 watt hours per kilogram.

NAPOLI: Then I take it that the NTS-2 approach is quite conservative

in terms of pressure, and they only have 27 to 28 ?

DUNLOP: The ATS-2 is almost twice as good as we got on the

INTE LSAT-4 in terms of usable energy.

NAPOLI: Are you saying at 44 is the number we are trying to achieve

with the nickel-hydrogen, is that correct ?

DUNLOP: Forty-four, that is a battery.
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NAPOLI: Battery. And 28 watt hours per kilogram that you showed
in your figure on the NTS-2 is what? Is that cell or is that battery ?

BETZ: That was based on the rated capacity of the entire battery.

The cell weighed 1.026 kilogram and delivered about 47 watt hours of capacity

actually. So it is well up into the mid-40's on energy density on the cell basis.

We did not try to minimize the weight on our nickel-hydrogen battery design on

this first go-around. TRW in some past papers has cut our structure weight by

more than half in their own de sign for a battery structure and it has reported to

the IUCC, I believe.

SULKES: U. S. Army. That reaction of the lanthanum nickel, is that

both wet and dry, the reaction of oxygen block ?

MC ttENRY: That was dry. I didn't try it wet. You will get a little

bit of water because hydrogen-oxygen catalysts make water. I did dry the ma-

terial in one of the cycles at about 30 cycles. Took it out, put it in a vacuum

oven, dried it, put it back in, and you see no break in the curve at all. Also,

the amount of water with that much hydrogen and that much oxygen would be less,

it is about 30 percent of what it would take to saturate the hydrogen when you

vent it. I vented it through a gas purette to atmospheric pressure. So it prob-

ably would have been carried out with the hydrogen.

HOLCOMB: NASA Headquarters. The question relating to the energy

density we were just talking about in nickel-hydrogen batteries and gas storage,
how does utilization of this mechanism compare in theoretical energy density to

just pure pressure vessel ?

MC HENRY: What are you going to do is you are going to lose energy

density. But actually what you are trying to do is replace the nickel-cadmium

cell. Nickel-cadmium and lanthanum nickel have essentially the same watt

hours per gram, one is 372 and one is 367 or something of that kind. But when

you make this type of cell, you don't put any nickel sinter in with the cadmium.

Almost half of the weight of that cadmium electrode is sinter or supporting grid

and things of that kind. So you should gain, essentially, the weight of the sup-

porting grid.

BETZ : Right now it doesn't have migrating cadmium either.

DUNLOP: Comsat. Since myself and several members of my group

have a patent on this technology back in 1972, of course we have been working on

it for a long time as you know, we did report a long time ago about a separate

reservoir where you use lanthanum nickel and cycle it that way. That works
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pretty good if you don't allow oxygen contamination. But what we did do, in a

fairly detailed study of that concept, we found there really wasn't a weight ad-

vantage. There was almost a toss up in terms of weight, being that you can

save a little bit of weight when you chase, but you sacrifice in wear of the hy-

dride. So it actually comes out to be almost a toss up. But of concern I think

for aerospace application is that if a hydride ever gets contaminated, you have

got an absolute bomb, which is a little bit of a concern.

The other thing is that there is a lot of work that is being carried on

now by Harwell in England under our support and there will be a paper given, I

hope, in the conference. They are using the electrode electrochemically. I

have achieved some fairly interesting results with that. They have failed a

number of patents describing their work, about a year or so ago, that will be

interesting too.
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SHUTTLE SAFETY

R. Bragg

Johnson Space Center

I am supposed to be saying something about safety. I might first ex-

plain where my organization stands relative to this safety responsibility. I am

in the Propulsion Power Division at the Johnson Space Center (JSC).

The JSC apparently has the safety approval for safety on payload. That

is their responsibility, and when they get into areas that they need some support

in, they will contact other organizations, that is how I get the Power Generation

Branch into the picture. When they run across a battery on a payload, they will
pull me into the picture.

I may or may not get involved at all levels of review that they have ac-

cess too So, depending on how much they want to pull us in, that is how much

we get ino Hopefully, we have gotten into a situation with safety that we don't

have to have two, and three, and four failures postulated in a battery design.

An informal philosophy might be that we would assume that we can

sustain one functional failure in a battery and it still doesn't present a hazard.

That is very informal and that is not a published thing by any means, but for

lack of a published criteria, that is what we have sort of agreed on. Bobby

Miller in our safety organization and I have tried to work out an agreement

where we are not butting heads all the time, which was the situation when I was

the user and trying to get my batteries on the spacecraft and he was bringing
up questions on safety, what if this fails and that fails ? So we fix it and it is

going to fail anyway and then what do you do ? This, I hope, will give you some

feeling for the kinds of things that we feel are reasonable and give you an idea

of some kind of a safety criteria. This may be a little pretentious because this

is the position of my individual organization. This presentation has not been

passed on or put out by the safety organization who has the basic responsibility,

but from a battery standpoint, this is what we look for.

(Figure 431)

We are interested in everything from the handling through the mission

to taking the batteries back off the spacecraft. We would get into, depending on

the extent to which we are drawn into as an organization at JSC, the review of

these batteries. We would get into activation procedures, installation proce-

dures, how they are installed, and the environments they have to look at on the
pad.
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During the mission, we are looking at the pressurized spaces in the

vehicle, that is the vacuum conditions. And, of course, the thermal conditions

during orbit. When we come back, we are concerned about how they are re-

moved, what they have to go through on the way back, whether or not you dis-

pose of the battery or you plan to reuse it.

(Figure 432)

Safety precautions. We are concerned about safety of ground and

flight personnel, first about physical harm to personnel and damage to equip-

ment; and secondly, we are concerned about the vehicle, i.e., damage to the

vehicle. Only thirdly do we get to mission success.

(Figure 433)

That is a proposed standards criteria. We have a standards criteria

document, that, by the way, is not in it. As I say, we have in the past treated

battery safety on an individual battery basis and we don't have that proposal in

the document. It is somewhere in the mill. Whether or not it finally gets pub-

lished, is questionable. It is something that probably needs to be put in and a

great more detail than what you have there. That is a very generalized kind of

approach. By the way, the last item there is aimed primarily at primary bat-

teries rather than secondary batteries, particularly with all this good recon-

ditioning.

(Figure 434)

There are broad safety concerns: any substance that is emitted, liquid,

solid, gas, whatever, must not be toxic or toxous to the personnel, it must

not be corrosive, nor flammable or explosive in a confined environment.

Whatever is there is there, so what we are saying is you have got to handle it

in a safe manner, and be aware of what it is.

We are concerned about failures, functional failures that affect crew

safety. That is, if the equipment doesn't work, does the vehicle work well

enough to get the men back or does it harm the crew ? Any kind of heating we
would be concerned about is whether it is due to internal shorts, or cell shorts,

or electrolyte leakage shorts. External shorts are more easily protected by

electronics. That concern still exists.

This last statement is a rather strong one, I guess. It is one that my

organization feels it has to stand on to a large extent when we are designing a

battery. This is what we would try to do in terms (particularly this last item)
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as we do the off-limits and over-stress tests to show that what the outer limits

condition or postulate failure modes are and test those batteries through those

failure modes, to be sure that we have a safe design {"even remotely" it is

qualitative).

If you can show from historical data that the item in question is not a

problem, that is a way to get around the statement or to satisfy it. One way in

terms of eliminating the hazard is you design around it. Some of the methods

I have heard proposed are the diodes giving the by-pass protection for the cells.

Most importantly, though, we would like to see the overstress test

data for those situations which prove to be hazardous.

(Figure 435)

Some of the specific examples which in past experience with silver-

zinc batteries primarily, that is in my major background, on Apollo Skylab

ASTP, some of the things that we were to some extent forced into and to some

extent determined that this was a good deal and we ought to do this on all the

batteries, in terms of gas handling, remember, these specific examples again

are directed to a large extent to silver-zinc and as they apply, generally apply

them unless you have a battery can with cells sealed inside, talk about mini-

mizing the head space volume, possibly covering or backfilling it with an inert

gas blanket. What we have done also is minimize the head-space volume by

simply potting all the free volume that we can. The reason for this is that as

you minimize the amount of volume of a combustible gas, you minimize the

energy content in the event that you get a combustible gas in the head-space.

We have in the past (in our limb batteries, our primary silver-zincs)

had to go to a manifold venting system where we connected up a manifold to

each individual cell. The individual cells had relief valves and through the

relief valves they would vent into a manifold. The manifold went to the battery

case interface which had a relief valve. The problem you get into there is

you have all those separate volumes that you need to check out for leaks, and

that the valves operate correctly. That sort of a procedural problem gets to

be quite large when you wind up with a manifold.

The pressure relief valves should be checked. We incorporated pres-

sure relief valves in most of the systems that we have looked at where we have

battery cans with cells inside, both at the cell level and at the battery case

level. The idea of a cell can being a pressure vessel and forgetting about it

being a battery or cell and treating it strictly as a pressure vessel was kind of
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new to us whenApollo 13 occurred. After Apollo 13 a Safety Board was con-

vened, a Pressure Panel Came down on us, and suddenly all these plastic cell

cases had to be made pressure vessels. So we went through all of the pre-

cautions we could, in terms of taking new looks at the settings on our relief

valves, for example; making sure that the variations in these relief valve set-

tings were such that they didn't create an over-pressure condition on the cell

case and possibly crack.

Liquid vapor separation. I don't know if any of them really work, but

we try. If you have a system with relief valves, that is, cells in sealed cases

with relief valves on them, you have to have some kind of a test for it to be

able to test the system during activation.

Back in Apollo on the limb batteries, we had to go through an electro-

lyte quantity optimization. The object there being to make sure that we didn't

have excess electrolyte in the cell that could possibly get out and give us prob-

lems in terms of electrolyte shorting.

Some of the electrical features we are looking at is encapsulation of

the current carrying parts. All the current carrying parts we can we pot over.

Painting the inside of the case to preclude the exposure of a case that can pre-

vent, in some systems, the negative terminal or ground of your system from

going to a cell through an electrolyte ground, that gives you an extra precaution

against that happening to you.

The two-wire system (I say two-wire system, a floating system or

whatever you want to call it): In Apollo, we used structure ground so the bat-

tery case became, just outside the battery effectively, the negative terminal

of the battery. Therefore, all we had to do was go from one cell to case, and

depending on which cell, you could have almost the full battery voltage across

that electrolyte ground. So with the two-wire system, if the case is isolated,

it becomes necessary to get two.paths if you are talking about electrolytes.

That seems to be a step in the right direction to help preclude this kind of

thing happening to you.

Sizing of intercell connectors, wiring is obvious. External battery

short circuit protection is something that is also usually included in designs.

Structural features, where we ran into problems here came into being

while trying to thin down plastic cell cases. They started cracking on us. So for

various reasons, some of them being material, in some cases we didn't have

a thick enough battery case to contain the cells when they tried to expand so

that we got into overstress conditions on the cell cases and broke them.
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Handling features comes into play for any kind of battery preparation.

Any of the pressurized volumes that we are talking about that are protected by

relief valves need to be tested to make sure that they do function. The pressure

relief valves need to be tested as closely as possible to putting on board to make

sure that they will meet their required function. The IR test and the hi-pot

testing gave us indications. Sometimes those tests wewished we didn't have

because they gave us indications that we had problems where we had more of

a spec problem then we had anything else, but they are good indicators.

We had to be concerned about materials' compatibility, particularly

when you are talking about activating silver zincs, particularly down at KSC

where we ran into numerous problems. Something that was done normally at

the vendor and had been done normally at KSC suddenly jumped up and bit us

because we were placing cells into possibly a little bit higher stress situation.

What I am talking about in particular is incompatibility of normal cleaning

agents that you would use like isoprophyl alcohol to ABS for example, it lowers

the stress capability of ABS.

Also in that category is acetic acid which is generated from certain

RTVs. Boric acid is also a problem that is commonly found in a battery lab
or an activation area to neutralize KOH.

These are typically some of the things that, when I would be called

upon to look at the safety of design or review safety of procedures, I would be

looking at them in support of the Safety people at JSC o

DISC USSION

NAPOLI: RCA. The safety feature criteria that you have established

here are for the actual battery that is going to be used to support the shuttle

itself. What about the safety criteria for the batteries that will be in the pay-

load ? Is there any criteria that is going to be generated for that ?

BRAGG: Again, this effort is not meant to establish or be the criteria

for safety. It was only meant to give you an idea what we look for. The_e needs

to be established a specific safety criteria for batteries, to give people, (users)

a much more specific idea of what they need to do to get the safety approval of

the safety people. I have just tried to give you an idea. ff somebody comes and

asks me what I am going to be looking for on a particular battery, we will do

it on an individual battery basis based on my background and experience of

various problems I have had in batteries.
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NAPOLI: I am not sure if you have answered my question. The pay-
loads that are going to be flying in the shuttle bay itself will have their own bat-
teries which will beused to support the payloads.

BRAGG: Right.

NAPOLI: If there going to be a separate set of criteria for that?

BRAGG: No, this is not published nor doesit exist anywhere except
as a piece of these things that you have seenright here in terms of a criteria.
The things that went into preparing the figures are the background that I would
use in evaluatingthe safety of an individual battery if I get involved in it. There
is no criteria as such for spacecraft batteries or for payload batteries, as far
as that goes. I am saying that probably there very definitely needsto be.

NAPOLI: I think one of the problems that I am facing right now is
that we are looking towards, say, a 1981launch of future satellites and we
would haveto look for some either interface of safety documentright now which
defines the kind of safety criteria we have to have for our flight batteries which
are going to be launched in the shuttle. We are talking about today's timeframe

to get the stuff ready for 1981. It is not that far off. If we were to go a spare
trade that we have now for our F-3 mission, we would satisfy but 50 percent

of the criteria that you have established. We would never meet that.

BRAGG: Again, the criteria are indicators. I don't know what to

tell you. There isn't any criteria.

NAPOLI: The impact on the design to meet that is tremendous. You

are talking about taking an existing design where many of the parts are already

built and are in storage to come up to meet that.

BETZ: It sounds like the people who do intend to use the shuttle had

better start thinking about the problems.

I think what Bob Bragg just put up here would give you something to

think about now until some formal criteria does come out, until you find out

what it is, maybe you want to get ahold of Bob and the safety department that

he is referring to, to find out what ultimately their goals are.

BRAGG: The man at JSC in the safety organization is Bobby Miller.

HUDGINS- Goddard. Bob, you said you had gotten together with

Bobby Miller. Is this presentation a result of your meeting of minds ?
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BRAGG: No, he didn't have any input in this presentation.

HUDGINS: He hasn't seenthe presentation?

BRAGG: No.

HUDGINS: Is this your result of the conversation with him?

BRAGG: Yes.

HUDGINS: In other words, he is satisfied with these criteria.

BRAGG: I can't say satisfied becausehe hasn't seen this particular
document.

HUDGINS: I guess maybeI am trying to put words in your mouth and
maybe I am wrong, but this is your assessmentof what hewould be satisfied
with.

BRAGG: He has beentrying to get my name alongwith his on a safety
approval document. He is not a battery engineer. I am. That doesn't mean
that the safety people are always going to be working with us. He is going to be
trying to make sure that I stay involved to help protect himself if nothing else
in terms of being able to sign that safety document.

HUDGINS: Your last statement was that there is no criteria as such

for the orbiter or for the payload batteries and there is a need. Is there a move

at JSC to create the criteria for this ?

BRAGG: No, not really. Barry Trout of my organization has pre-

pared this general criteria that you see there, but that isn't a complete kind of

criteria that people can put their finger on and really answer the questions that

I am sure they are going to have.

HUDGINS: So JSC's handling would be on a payload-by-payload basis ?

BRAGG: That is what it had been.

HUDGINS: I think it would be good to provide some guidelines for people

and JSC has responsibility in this area.

BRAGG: I agree, the need is there, it ought to be done.
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BETZ : Bob, I really think you probably ought to bring that back to

Barry, that the users of batteries are going to need criteria years in advance

for the safety considerations of the batteries.

HELLFRITZSCH: You work with batteries, not in the shuttle but at

the Johnson Space Flight Center, there are more than you, there are a dozen

people or more.

BRAGG: No. Barry and I are about the only people at JSC.

HELLFRITZSCH: I know Barry, but somewhere you work with bat-

teries, somebody tests some batteries on the ground before you put them up

into a shuttle or fly them right ?

BRAGG: That is right. We have qual tests like anybody else.

HELLFRITZSCH: They are not all battery experts when you hire

them, you hire people out of college. How do you guide them to understand

how many milliamperes through the heart, between two hands, between the

hand and the foot, will kill a man ? Or how many parts per million of anhydrous

ammonia will kill him ?

BETZ : I think the point is, I was about to say, if you think of a skate-

board as a board with four wheels on it, when you think about it for manned

spaceflight you have got to think about it with a cage on it because things are

going to get very complex when you start dealing with manned space. The Apollo,

as Bob Bragg mentioned, is part of it.

MIKKELSON: Convair. You stated that there isn't any written cri-

teria that reflected what you put down, but I have already run into at least two

or three instances where the very things that you have been listing up here are

being listed in proposals; one being what we call the IUS vehicle that was to go

on to the space shuttle, which listed quite a number of the items that you listed

due to practical experience which can happen because I have had essentially the

same practical experience. The danger that you get into is that the safety

people lock on to these things and you end up in a non-negotiable position some-

times if you get the wrong kind of safety guy who seems to take these things at
face falue.

For instance, I ran into a case where they said, "You shall not use

any mercury in any component in this vehicle." It turned out I was using a

silver-zinc battery, and if you are familiar with silver-zinc, you use mercury

to inhibit hydrogen gas evolution.
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Another requirement was that "you should minimize hydrogen gas

• flow." All of a sudden you were trapped. In looking into it further on, I found

out that the safety guy had taken things and put them a little bit out of context.

I later found out that you can use mercury in certain cases if you describe what

the case is. After getting that across to the Navy, they accepted the use of

mercury.

HALPERT: One can see that a whole room full of people are quite

concerned about shuttle safety. The best thing to do is take this concern back

to management and prepare an outline of what one has to do to get safety ap-

proval in a consistent manner so that we don't have to go through the whole

operation of trying to get each particular application approved, unless there are

special operations.

HOLCOMB: NASA Headquarters. I am involved right now in the inter-

agency group working with isotope power systems in the shuttle. DOE and this

committee is trying to establish safety criteria out of the safety office at Houston.

They have established some basic safety guidelines that apply to the shuttle and

criteria from an overall sense. They are working on trying to establish more

detailed things. I think the recommendations that come out of this group need

to be fed into this whole process. It is going to be looked at. I think when we

get into the lithium battery part following this up, it is going to become even

more interesting.

HOLLECK: EIC. One thing which is not clear to me and I think is

generally not clear, you started out to isolate what the mission of JSC is. It

it just to, let's say, review the safety aspects of some system that comes up

to you ? Or are you going to specifically set out criteria for various systems ?

These are three different levels of involvement with the safety aspects.

BRAGG: I think Lee answered that probably as well as I could. When

I say JSC has the safety approval, the safety organization at JSC has to put

their name on the dotted line. In the course of doing that and being able to do

that_ my specific organization is pulled into that effort for support, to give them

some warm feelings that they are not getting into trGuble by putting their name

on the dotted line.

HOLLECK: But that means basically a rubber stamp after the fact.

BRAGG: That is exactly right.

HOLLECK: As opposed to giving guidelines for actually working ac-

tively toward a safe system.
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BRAGG: That is right. It doesn't really help you.

HOLCOMB: The safety office at JSCis involved in supporting some
of these safety considerations in terms of defining the environment in various
types of explosions on the shuttle andall sorts of unusual environments that
may comeabout, so they are actively spendingmoney in developing specific
environments to help in designing. That is a portion of their current on-going
activity. As far as going out and trying to design safety in specific hardware,
I don't think they are going to go that far.

PALANDATI: From the way you are talking, you are continuously
referring to lithium and silver zinc, can I make the assumption that the bat-
teries that we are looking for in regards to the pallets that will go into a shuttle
will haveto be exceedinglyhigher energy density batteries thanwhat have been
discussedhere over the last several days?

BRAGG: I mentionedlithium and silver zinc only.
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LITHIUM CELL TESTS RESULTS

R. Bragg

Johnson Space Center

I want to describe to you as quickly as I can the program we have just

completed and some of our projected testing that we are talking about doing in
lithium batteries.

(Figure 436)

About three years ago, we procured 700 cells, C-size, from seven

different manufacturers. The incident that brought this around, and again brings

to light the need for the safety criteria effort, the people were flying a camera

battery on Apo_}o, or on Skylab rather. About the day before they flew they de-

cided that they would call over to our office and ask us what we thought about it.

They knew what the couple was, but they had no experience in the lithium bat-

tery area.

We have a crew systems organization which has been in the space power

vehicle business. We supply electrical power to the spacecraft, whereas other

organizations have in the past supplied their own batteries, small batteries I

am talking about, camera batteries or radio batteries, that sort of thing. So we

have not really been involved, nor been responsible for batteries in those areas.

We would help people if they called on us for support.

That incident triggered this particular test. We couldn't answer any

questions on the lithium battery because we didn't have any experience in it,

so in order to try to establish some sort of an experience base and to be able

to make evaluations of the new systems that were coming along, we got into

this program.

As I say, we ordered 100 cells from each of seven manufacturers. We

started out not to involve that many manufacturers and dug a few more up and

battery on Skylab. About the day before they flew they decided that they would
of cells. All these cells were delivered around late 1974.

We had some three lithium SO2 cells. We had two lithium CF cells

and GTE came in with the vinyl chloride cell. I need to stress that these cells

were all crimped seals. Most manufacturers have gone away from that, I think,

except for the CF cell people where the pressure is not as high so the need is

not as great. In many cases they were strictly experimental cells. They were
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the first cell_ I don't want to say "off the assembly line" becauseall of them
were basically hand made, but they were at a very early stage in manufacture.

(Figure 437)

We tested the cells over the kind of range on a normal discharge. The

cells were discharged independently on resistors as much to ease up the test

handling problem as much as anything else. They were discharged as individual

cells; that is to say, they were not in series. Three temperatures were used.

We used a couple of different storage temperatures. I might mention the 33 °

storage temperature didn't start until we were at least six months minimum in-

to the shelf life of the battery.

Discharge rates generally on these nominal discharges were as shown

there, 0.1 amp, 0.5, and 1 amp, We also did off-limits tests on a limited

number of cells. The cells were discharged at a given discharge temperature

and just before they went on that discharge they were placed on open circuit
five days at 125°F. We took pulse load data. We made cell weight measure-

ments before and after that five days at 125°F. We logged the cells in terms

of that weight, in terms of the general appearance, primarily looking at leakage.

The weight measurement was made to say something about leakage

and the physical description was done again to show the effects of leakage. The

number of cells that we used per test mode is shown there. This matrix does

not include the off-limits data.

Let's see, I need to mention that on a couple of manufacturers we did not get

C cells. Honeywell gave us a CC cello Most of them we used 100 mils as

standard discharge. For the Honeywell since it was a CC we used 200 mils.

The discharge for the GTE vinyl chloride cell was found to be too high, that is

a basic discharge to determine cell capacity was found to be too high and the

manufacturer suggested we got to 0.03 amps as the standard, 0.01 I believe,

so they cut their weight way down.

Our results on these tests were what you might expect from cells in

this stage of development. We first decided that crimped seals were not ade-

quate, particularly for the SO 2 cells. Normal discharges presented no hazard.

Again, understand they were single cells on a fixed load, on a fixed resistor.

There was nothing driving them, in other words, except their own voltage. They

all just discharged down to zero. All the cells involved in this test discharged

to zero. They were all passive.

The off-limits testing, however, as we expected, did give us some

fireworks. So one must then do something about that in terms of defining
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exactly how that happensand what to do about it in terms of designing around

it, or making the cell different so that it doesn't go down.

(Figure 438)

To give you a rough idea of what happened overall: The manufacturers

are listed at the top of this figure. As their literature or discussions indicated,

most of those rated capacities are at 100 mil down to 2 volts at room tempera-

ture. The number of cells involved in our nominal discharges are listed on the

next row. Now these, I must point out, include cells over that entire range of
the test matrix.

The cells that gave us that rate of capacity, over the entire matrix

the two volt end voltage cells which we established the capacity for, are the

100 rail rates; the other capacities were measured at 1.5 volts, the half amp

and one amp loads. So you see, we didn't do too well on rated capacities.

To give you another cut at how many cells gave any kind of capacity,

we placed a 50 percent capacity row there and you can see the results of that.

(Figure 439)

Now to make that a little bit more meaningful in terms of rated con-

ditions, I have here the numbers of cells that were involved in room tempera-

ture discharges at 100 mils, which was basically the established rate, to give

you an idea of how closely those cells that were discharged (at close to the

manufacturer's specifications) came out. Again, a hack at 75 percent of that

rating and at 50 percent of that rating.

The GTE cells, again, we couldn't really draw more than 100 mils or

so out of them and get any reasonable voltage at all so I included the 10-mil

and the 30-rail cells in with the 100-mil cells; 100 mils is about the most we

could get out of the cell with any kind of reasonable voltage. Again, the rates

for the Honeywell cells were double, they were 200 mils.

(Figure 440)

This figure picks up again a few of the tailing off conclusions that I

started on the first figure, indicating from the charts here that the performance

was generally below manufacturer's specs. We have a report out on that test,

the number is listed there if you are interested. Some of the future work we

are talking about doing is dealing with some larger capacity cells from Mallory,

both of them SO 2 cells.
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Weare interested in higher rates. We needed a cell to give us three

hours at rates ranging three to six amps. The other capacity to be taken out

of the cell would be taken out at much lower rates, more like 60 to 100 mil.

So we have gotten these cells in-house now and we will be looking at various

parametric testing on them to establish their capability to meet these kinds of

rates, and will be looking at safety effects of the cells.

DISCUSSION

HOLLECK: EIC. I would appreciate it if you could say a little bit

more about the cases where you did have safety problems; what type, where

did you get explosions, for example, with what cell conditions ? I think that is

of great concern especially since you emphasized the safety aspects before.

BRAGG: On short circuit, most of the cells of the ones we tested,

did vent but they vented quietly. The one that did not was an Eagle-Picher cell,

CF cell, that did rupture and then burn.

HOLLECK: One CF cell ruptured and burned.

BRAGG: Both CF cells that were tested in that short circuit mode

did rupture and burn.

HOLLECK: Which cells did explode ?

BRAGG: Rupture, explode, whatever word you want to use, violent

rupture. It exploded and burned.

HOLLECK: And which cells exploded on overdischarge ?

BRAGG: On the overdischarge, the Eagle-Picher cell got very warm.

The cells that did vent are the Honeywell cell, an SO 2 cell, and PCI cell. We

tested several cells in each mode, several of the PCI cells, so I think those

did burn also, then they exploded.

HOLLECK: They exploded ? SO 2 cells on overdischarge exploded ?

BRAGG: Both of them were SO 2 cells, right, on overdischarge.

HOLLECK: There is very little documented data on lithium cell ex-

plosions, especially hard data which gives the conditions. There is some general
notion that they explode easily and under all conditions, but if you go and try
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to do it, it is not that easy. I know you can make them explode but it is not that

easy and there are very erratic and very strange conditions sometimes.

BRAGG: Maybe Jim Bene will change your mind.

HOLLECK. That is why I would like to get a little bit more concrete
information.

PALANDATI: Goddard. I know a number of years ago when you were

investigating the safety hazards of silver-zinc, if I recall right, most of the

data that you people published said that if you stayed below about 300 ampere

hours, the problems of violent fires, explosions on vented wilver-zinc and so

forth were not there. It was only once you went up to a certain size battery or

above. I notice here now you are talking about going to roughly a 4 ampere

hour to about a 25 ampere hour lithium. Do you feel that possibly the results

you will see now on the larger cells will possibly be different ? In other words,

will the size of the batteries as such or cells possibly present fewer problems ?

BRAGG- I am not sure what you are talking about on the silver-zinc

systems. Possibly you are talking about those on Apollo 14. I think we noted

what we felt to be a cell that had developed an internal short. We observed

that from looking at the open circuit voltage. We still had a lunar lander mis-

sion to do. We took a cell and discharged it and then put it back in series with

the battery. We did that mission to try to understand what our capabilities

would be if we totally depleted a cell on a short. Maybe you saw something
that came out of that.

PALANDATI- No, this I believe the study that Chrysler Corporation

did several years back to find out exactly what would happen with the silver-

zinc cells. Evidently, you did have a problem of several cells violently ruptur-

ing in the battery can, fires developed, and so forth.

BRAGG: I don't want to put Paschal on the spot, but maybe he can
help me out.

HARKNESS: Crane. Your explosion you are referring to, is this

like a hand grenade explosion with the cell disintegrating or just like a shotgun
blast with a rupture type ?

BRAGG: The top blew off, as I understand it.

In the report there is some very graphic illustrations, I think, on the

condition of the cell. They still had something to take a picture of after the

cell exploded so it was like the top blew off.
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BOWERS: Navy. On your GTE cells_ were they the bobbin type or

were they jellyroll construction ?

BRAGG: I am not real sure. I think they were jellyroll. They were

some of the first cells, in 1974, whatever they were building in that is what

they delivered in.

METHLIE : Basically, these cells that you have here are old integration

cells. Although the points you are basically making are not bad, the state-of-

the-art if a long ways from there now from where it was at the time you got that.

BRAGG: I agree.

METHLIE: There is data available on most of those points from var-

ious places in the government which would confirm that there has been a big

change there.
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LITHIUM CELL TESTSAT
LANGLEY RESEARCHCENTER

J. Bene
Langley Research Center

Most people often ask why we are looking at lithium for spacecraft. I
will just give you a little bit of backgroundto get through this.

(Figure 441)

What we are working on is a payload called LDEF. It is supposedto
fly on a mid-range orbital flight test. LDEF stands for Long Duration Expo-
sure Facility. This particular one is a canister about 14 feet in diameter and

30 feet long, and has about 72 experiment stations on it. It was sold as a com-

pletely passive vehicle. When they got into it, they found it had to have battery

power. All experimenters have to stand alone, no central power system al-

lowed, so, therefore, primary battery power for the experimenters.

(Figure 442)

This is just another photo of LDEF. At the top is the grappling ball the

shuttle will use to extract the payload from the bay, put it into orbit. One of the

problems with this vehicle or probably any vehicle you have to retrieve, is that

it can't rotate. It can only have so much roll in it, or they won't be able to grab

the ball and put it back into the bay and bring it back. So that means the thing

is going to be oriented in a given direction so if you happen to be on one side,

generally in the sun you are going to run warm, if you are on the back side

where you are in the shade, you are going to run cold. Hence we have a very

wide temperature range requirement on the batteries.

(Figure 443)

As pointed out, the temperature requirements, we have something

like -30°F to +150°F for the reason that was cited. The lifetime requirement

1 ooks like about 20 months to contend with f_om the time the batteries are built

until the mission is completed. We would like to see it (lifetime) longer than
that. What we would like to do is build the batteries and be able to store them.

We are talking batteries in the order of something like 150 to 200 aifferent

batteries for this one particular flight. We are considering numerous flights.

So costwise it would be beneficial to build a great number of them at one time.
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We have about a 165°F to 170°F heat pulse going to be imposed on the
battery on the way in. In this venting as far as venting is concerned, something
always crops up at Langley. Langley in the past has generally insisted that a
battery box not be sealed. This is no exception. Soventing is a headache. We
are trying to come up with a two amp discharge capability so we could satisfy
more users.

(Figure 444)

Lithium/SO2, if you canbelieve everything you hear, has goodhigh
temperature storage, good long active shelf life. Whenwe started looking at
lithium, wehad one manufacturer who offered a hermatically sealedcell, and
that was Mallory. I think PCI said they were going to have one and we placed

an order with them, but they never delivered. Lithium/SO 2 systems are fairly

cost effective if you consider them against silver-zinc or some other competing"

system.

(Figure 445)

To get into some of the things that we found very early in the game.

The test results concern the Mallory LO-2054 cell only. Contrary to what a

lot of people will tell you, these cells generate considerable heat during dis-

charge. What we found is anywhere from about a half to 6/10the of a watt at

one amp discharge rate. When you get near the end of discharge where the

voltage starts collapsing, you get a very high heat output rise. This is not due

to polarization. That is chemical reaction heat you are starting to see.

If the cell is thermally insulated like some of the batteries that have

been built in the past out of lithium cells, we found that the cells will vent and

ignite and then burn if you try to discharge them all the way. These cells do

not go into reversal.

When we were trying to run isothermal discharges to get a better

handle on being able to predict what the performance of the battery would be

over a given spectrum of temperatures of operation, what we found as we dis-

charged at anywhere from +60°F to -20°F, anywhere from two amps to a half

an amp, and removed it from that isothermal condition, and either put the cell

in free air or put it in a thermal package where we were trying to get a better

feel for the amount of thermal involved, the cells on many cases would explode

in about 20 minutes and sometimes it would take as long as two or three hours

before they would explode.

566



Other things we found, low temperature capability is not quite what we
expectedbasedon the published data, andthe start up problems which I know
most people have heard of are aggravatedby cold temperatures, andmuch
more severe than what we were led to believe.

(Figure 446)

This is the thermal packagewe started using early in the test game.
What we are using it for is to try to get a handle onhow much heat these cells
generated. That was the first cell that burned. As a matter of fact, the first
cell we discharged burned. Sowe got off to a goodstart and from there things
just got worse.

(Figure 447)

If there is any question in anybody'smind about what happensto these
cells, there are three that exploded. Onehas got the bottom blown out, the
other has the top blow out, and the one on the right, the canhas beencomplete-
ly reformed. There is a big question of whatdo you call anexplosion. A
technician said if you had beenaround, you would call it an explosion.

Wehave a film clip here. Whatwe were trying to do is run a series
of tests where we ran isothermal discharges into SO2 exhaustion at two amps.
at -20°F, they opencircuited and then the cells were removed to a test fixture
at ambient temperature. What wewere trying to do was get the timing down so
that we could get some high speedfilm of it to try to get a picture of the actual
explosion. What we were trying to see is if the cell is ignited internally which
all data we had indicated it did. If whenit did vent or rupture, whatever you
want to call it, if it cameout running full fire and if it was emitting molten
lithium or emitting sparks.

Solet's run it andwe will take alook at them. We have three of them.
The first one, when the cell went off, the guyholding the handheldcamera, just
to get a feel for what is going on, jumpedand missed everything.

(Film clip)

Anyway_noneof these cells blew the bottoms out. I would call them a
violent vent. I think there is no question in your mind that this is a pretty haz-
ardous thing to have around. Bear in mind these cells are on open circuit.

HELLFRITZSCH: I-Iowdid you know when somethingwas going to
happen?
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BENE: Monitoring the temperature.

HELLFRITZSCH: Oh, you are heating them?

BENE: No. You see that one whenit came out, it was burning when
it vented. That was a goodone there. These cells are on open circuit. Like
I say, wedischarged them at -20°F, run in reversal up to the point were we
had exhaustedall the SO2. Soonce the SO2is exhausted, what you run into is
a chemical reaction.

HELLFRITZSCH: Romancandle.

BENE: Right. That is it. That is all three of them. We had a
fourth of July celebration here in November. Like I said, those cells were
discharged at two amps at -20°F to SO2exhaustion. What we were using as a
gaugeis hard to define here in words and I don't have a figure of it, but we call
it an SO2 notch. It is a notch that appears in the discharge curve. It is in the
vicinity of the time when SO2shouldbe exhausted. After that occurs, you
start getting a lot of noise in the discharge curve. Sowe start using that as a
guage. After that, the cells are put on opencircuit and removed from the bath
and just put on opencircuit and let them sit there, and that is what happens.

As previously pointed out, if we ran discharges in the thermal package
or insulated package, those cells vented and burned. In no case did we ever get
an explosion under those conditions. Wehad cells which vented and then ignited.
It was pretty obvious. You could see from the thermal data that that is what
happened.

Another condition where we ran into problems which wasn't on that list,

which we haven't seen too often, is at high temperature, 150°F bath, cells have

vented violently while under load in reversal. They extinquished themselves in

the bath, but there is no question but that they were burning internally. We will

talk about some of the reasons for that in a minute.

(Figure 448)

After we ran into a little bit of difficulty with these things, it became

pretty obvious that we were in a bit of trouble. So we went at this thing two

separate ways. In one, we are going to continue to look at the problem to try

to define it just in case the lithiums do work out and we can use them so that

we can explain the problem and have a better chance of getting it approved. In

the meantime, we determined that the root of the problem probably was the

chemical reaction between the lithium and the acetonitrite (solvent), and based
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on that, we went to Mallory and after about two visits we finally convinced them

they had a problem. We sat down and we redesigned the cell. We will talk
about that later on.

Also we started looking at some alternates, like the Eagle-Picher cell
and an alkaline.

(Figure 449)

This is just a capacity vs. temperature performance curve for isother-

mal discharges. It shows the extreme rolloff in available capacity as you go

down in temperature. What this says is if you drop below 60 ° , you are rolling

off pretty hard. After we ran some tests and I found that at -20°F performance

was pretty miserable, we also learned that the manufacturer has been discharg-

ing cells standing free in an air chamber. So their data might indicate that the

chamber was running at -20°F, but the cell sure wasn't.

(Figure 450)

Here again are some discharge curves. This is what happens at low

temperatures. The one with the lumps in it is the -20°F. Very little difference

between 75°F and 150°F. That SO_ notch I was referring to is these dips you

see here. They occur about whereZSO2 should be exhausted.

HELLFRITZSCH: Did that go negative ?

BENE: Yes. When you get down in there you go negative.

(Figure 451)

BENE: What we have here is time to vent while on open circuit at

room ambient following an isothermal discharge at various rates and tempera-

tures. Rather than getting into arguing about what is an explosion and what

isn't an explosion, I just call them all vents, whether they vent nice and gently

or they vent violently, they are still venting. As you see, as we come up in

temperature and as the rate goes down, it takes longer for the cell to vent which

is probably indicative of a number of things. One being that the time dependency
or the amount of time the cell is under load or the time the cell is under isother-

mal conditions well under load. In any event, does give you some indication of

the temperature dependence and rate dependence on how much time compression

you can obtain on the lithium-acetonitrile reaction.

(Figure 452)
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Here's another curve that most people have a hard time understanding.

What we have here is a temperature differential (temperature rise above am-

bient) that we found that occurred when we took a cell and discharged it at 2

amps, at -20°F, and then interrupted that discharge some time prior to that

SO 2 exhaustion point, which on the average occurred at about 9.75 ampere
hours into the discharge. As you can see, as we come closer and closer to

that point, the amount of heat generated in the cell on open circuit following the

discharge increases. Once you get so close to SO2 exhaustion you start getting

ventings or violent ventings. If we interrupted discharge early enough, the cell

would present no problem.

(Figure 453)

Gas analysis is still going on. We originally hired Old Dominion Uni-

versity to do it and they had some trouble with their mass spectrometer, it

wasn't working too well. So now we have undertaken to do that ourselves. This

isn't complete yet. I thought I had the data with me and I didn't, and I was try-

ing to remember all the gases that we found and I couldn't. So I will label that

"incomplete-preliminary."

As you can see, virtually all those gases are toxic, corrosive, or ex-

plosive. Cell A is a cell that went through this isothermal discharge bit and

then was allowed to explode in a vacuum canister. Cell B is cell A but with the

gas sample taken just prior to the time that the cell exploded. Cell C is a cell

drain discharged to zero volts and that was not driven into reversal.

As you can see,what we are generating in these cells, once you use up

SO2, is predominantly methane, hydrogen cyanide, carbon dioxide and a few

other gases. But after it explodes, apparently there is a lot of interaction

going on in that cell.

(Figure 454)

Most people want to know what is happening, what happens in that cell,

what causes explosions. What we thought it was in the beginning hasn't changed.

We haven't seen anything yet in the data that would indicate that we were wrong

in what we thought was going on. But anyway, what we think is going on in this

kind of stepwise fashion, considering a -20°F discharge, at some point in the

discharge we deplete all the SO 2. The lithium acetonitrite reaction is severely
inhibited at cold temperatures. We have not run a test yet to determine the

temperature dependence on that reaction except there is some test data that
does kind of indicate that that is the case.
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Oncethe cell is removed from the bath, and either put in a thermal
packageor put in free air, I will point out that if I put it in free air, it vents
sooner, the cell is now released from this thermal clamp such that the little
bit of reaction that is going on canhelp boot strap itself up until you get the cell
temperature up so the reaction goes faster andyou get a kind of chain reaction
going. At somepoint you get localized heating hot enoughto melt the lithium
and that in turn makes that reaction, the lithium acetonitrile reaction become
very violent which generates a tremendousheat spill. At that time is where
we get fuzzy becausethe data that wehave so far, and whether we will ever
get enoughdata to really explain completely what is going on I don't know, but
anyway, it looks like we have two ways to go now. As this heat pulse comes
up, it is hot enoughto get the lithium dithionite to begin decomposing. If that
happens, that should generate a tremendousamount of heat. Or for somerea-
sonunknownto us right now, something in that cell reacts with the dithionite,
you get interaction betweenthe dithionite and whatever is in the cell, like meth-
ane or hydrogen cyanide or whatever, that could also generate a tremendous
heat and lead to an explosion.

(Figure 455)

I want to point out that this is where we are still working. We are

trying to define the problem. As I pointed out earlier, we took a two-pronged

approach to try to find the real cause of the problem, and what is our best

guess what the problem is and let's see if we can fix it. We went to Mallory,

discussed it, came up with four designs, evaluated them, and what we came

out of there with was a design that right now looks pretty good.

I might point out that v_e have only looked at 17 cells. We have not

run a complete safety test on them. Everything is still very preliminary. Un-

til that is done, I don't know if we have a real cell that we can use or not.

But, here we compare the original cell, which is the 26 SH, that is

Mallory's high rate cell, it is a fairly new one, and the new cell, what we call

an SH Mod-1. With -20°F isothermal discharge, the plateau voltage on the old

design was 2.5 and the new design was 2.4. The capacity in the new design in-

dicated a little bit higher, but I think it is close enough so there is probably no
change there.

Where we do see the difference is in the reversal voltage. In the old

design, we only ran about -4/10ths to -5/10ths of a volt. In the new design we

run at -2 to -4 volts, which is what we wanted. That is what we tried to achieve.

Our approach to the thing was to stay out of reversal condition, or to get around

it, then maybe we won't have problems.
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Sothere are two ways to go. I can either try to get a cell with open

circuits when it goes into reversal or shorts. I didn't know how to make a

short cell short, so we figured out a way how to make it go higher in impedance

when in reversal so that we could use a bypass diode and in that way very

little current passes through the cell. So that part has looked very good. At

150 ° you see that there is not a whole lot of difference in capacity between the

old and new design. It seems to be a little bit less, which we expected. But

again, the reversal voltage is still pretty healthy.

(Figure 456)

As far as safety is concerned, we already know what happened with the

old design. The new design, if we run it at 2 amps without a bypass diode, the
cell would sometimes vent but not burn. I would gather what is being vented

under those conditions well, I forgot to point out something here. I am getting

ahead of myself.

Under isothermal forced discharge of. 5 amps to 2.0 amps to SO 2 ex-

haustion at low temperatures, such as -20°F, followed by an open circuit stand

in an insulated package, the old LO-26 SH cells would usually vent violently.

Under the same test conditions, the new cell design did not vent but did produce

a slight temperature rise above ambient.

When the old type cell was discharged at 1.0 amp in an insulated pack-

age, it would vent and burn without having been into reversal. Under the same
conditions, the newer cells with bypass diode exhibited only a mild rise in

temperature. The temperatures indicated here are maximum, but represent

only an increase of 40°F and 14°F above a base temperature of 140°F observed

at the end of discharge.

(Figure 457)

And again, some more safety comparisons. Under high temperature

forced discharge into reversal, the old design, generally events but occasion-

ally we would get a cell that would vent that was a burning vent. The new design

would sometimes vent only if the bypass diode was not in place. At one amp

and half amps they are both about the same. That is it, gentlemen.

design ?

BOWERS: Navy.

DISCUSSION

Would you like to tell us something about the new
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BENE: What I can tell you aboutthe new design is we have problems
with what is proprietary andwhat isn't, whoseis what. Anyway, what I can
tell you about this design is that all the hardware is the same. That is one of
the things we insisted upon. Whatever wedid, we had to stick with available
hardware. We didn't have time to develophardware. Soit is still in a D-
sized can. That didn't change.

One thing we did change, the old design had a lithium SO 2 ratio of
about 1.6 to 1. Very high lithium content which is pretty standard in the indus-

try. In the new design we turned that around. We have a 1.1 to 1 SO 2 to lithium

now. So under any condition I can envision, we will not deplete SO 2. There

ought to be excess SO 2 in the system.

The other changes I can't talk about right now. They are subtle.

NAPOLI: RCA. I have a general question regarding lithium batteries.

About six months ago there was some literature that came across my desk with

a trademark by the name of Eternalcel. I don't know if anybody else has seen

them. It looks like they were making these things commercially available.

Do those things have the same characteristics as these cells here ?

BENE: We have not tested any PCI cells. We had ordered PCI cells

some time ago and at that time they did not have a hermatically sealed cell,

but were going to deliver one. After about eight months of nondelivery we fi-

nally cancelled the order.

BETZ: You don't force them into reverse. You put them on a load

resistor. Jim Bene's are forced into reverse. They are apparently beyond
that.

NAPOLI: Yes. But if you go out and they become commercially

available, how do you control it when it is out in the field?

BENE: The reversal is a real thing if you are talking about dealing

with 28 volt batteries. That can happen to you. That is real life.

SULKES: USAECOM. We have got several thousand of these things

out in the field with the 28 volt battery. We have, of course, gone to the lith-

ium limited design and various batteries are fuse protected and have a thermal

upper limit. Of course, there is also a limit on the maximum rate of discharge.

Our typical limits on the D size, and these are used by the troops and so forth

with relatively no special precautions taken, the people have them on their back,

they are going up to Alaska and everything else, the only limitation is there is
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a max discharge rate, there is a temperature limit, and of course, fuse. Once
we made the change, which I guess took place a year and a half ago, through
this lithium limited design, we have had no problem. Back in '73, '74, we had
the sameproblems that were shown, but we don't have them anymore.

BENE: Let me make a comment about a lithium limited cell. I

don't know that the Army is using. I think they are still using cells that have

a little bit more lithium than SO 2. I don't know that they have gone the other

way yet. Anyway, the most violent explosion we have had with an SO 2 system
was a one to one cell.

SULKES: They still reversed there?

BENE : They went into reversal, absolutely.

NEWMAN: Federal Aviation Administration. I think there are approx-

imately 50,000 general aviation aircraft with lithium powered emergency loca-

tor transmitters. We have had 27 cases in the past five years, prior to maybe

three months ago, of violent ventings, or whatever you want or refer to them as.

There have been some more recently. The Canadian Government has just issued

an Airworthiness Directive requiring that all lithium batteries be removed from

aircraft. FAA is in the process of doing probably the same thing. We have had

problems. They have been going off with the ELT not operating. There has been

no drain. They have just been sitting there and they go off. The last case, it
deformed a metal E LT cabinet that was mounted near the skin of the aircraft and

generated enough heat to pit the skin of the aircraft over the small area. So we

feel right now with the ones that are in the field that we have a safety hazard.

We are not sure, there were some on one commercial airliner. I am

not positive that they are off yet, but the airline agreed to take them off under

their normal maintenance. Someone in the southern region, I don't know whether

the sale ever went through but we didn't prohibit them at the time, but the light

dust, some of them have little lights on them and they were trying to sell 5,000

of these lithium powered cells to sit underneath the seats in the cabin.

BENE: This is just some of the ways we can make the things explode,

or vent and burn if you like. I am sure there are other ways. I can think of

another one right now that would do the same thing.

BOWERS: Navy. I have a comment with respect to explosions. We

had a series of experiments that we conducted under contract where cells were

dropped from 16 feet on a concrete path. These cells were -65°F. We had

three cells of the same design. All three cells exploded. Parts of one cell

were found 150 feet away from the drop site. My authority for explosions are

some of the explosive experts in the Navy. They classify these as low order

explosions.
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LACKNER: I would like to ask Mr. Newmanis there any criteria on
what you will be replacing the lithium cells with ?

NEWMAN: We have a test procedure and certain requirements that
will be included, I think, in the AD if it comesout that way as opposedto the
legal process. I don't think it guarantees 100percent probability that there
won't be another explosion, another violent venting, but we hopethat it will
minimize the problem.

LACKNER: You are not planningon going into another system?

NEWMAN: Well, something like a low rate cell or the cell that
Mallory has designedwould probably pass this criteria. Onemanufacturer en-
countered a lithium vinyl chloride cell. They said they havebeenrunning tests
on it andhave not been able to get it to explode. The Canadiangovernment,
from what I understand, from their Ministry of Transport, they plan to goback
to magnesium and alkaline cells in the interim. Both governments are still
concerned with low temperature operation. Minus 20°C isn't really goodenough
for certain rescue crews. It doesn't give them enoughtime in certain areas of
the country to find downedaircraft. Sowe like lithium the operates at -40 ° and
hopefully these problems will eventually be resolved.

ROGERS: Did you say vinyl chloride ?

NEWMAN: Vinyl chloride. It is in a sealed cell. They say it will
explode if you put it in a fire. There are other things on the aircraft that will
burn, I think someof the seatplastics. Youhave a problem, if you are in the
aircraft and it is on fire and the batteries explode.
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LITHIUM CE LL TESTS AT

MARSHALL SPACE FLIGHT CENTER

E. Paschal

Marshall Space Flight Center

Well, I really don't have a whole lot of test data to come up and show

you. We are still in a program of developing batteries for several applications.

I want to show you the areas that we are working. The program, as I say, is

still in progress and we have got a little ways to go yet.

(Figure 458}

Just as a matter of interest to show you the areas that we are propos-

ing to use lithium batteries, what I have shown here is a picture of the Shuttle.

They have got the two SRB's, the external tank, and on the other side is the or-

biter. In each SRB we are proposing to use one battery for range safety and
two batteries up in this area for frustum location aid. The other SRB will be

similarly equipped. Up in this area on the AT we are planning to use two lithium

batteries for range safety.

(Figure 459}

We started looking at lithium batteries about tim fourth quarter of 1974.

We ordered a number of cells from five vendors. I believe one of them did not

deliver the cells. These were C and D size cells at that time. The order was

relatively small, maybe six, eight, ten cells from each vendor.

These were put on storage tests and were evaluated under bench dis-

charge as an initial approach. In the third quarter of 1975 we initiated a con-

tract for a prototype frustum locati0n aid battery. This particular design has

undergone an evaluation test. Basica_y it included a mechanical vibration,
acceleration, random and design vibration, plus discharge test. Also batteries

of this type were used with the actual hardware with which they were going to

operate to see how they would function from the standpoint of voltage character-
istics and so forth.

I guess over the period of the last several years, we have tested half

a dozen to ten batteries in this particular way. In 1976 we initiated a contract

for a number of batteries. These were for two types, they were additional

frustum location aid batteries and range safety batteries. The contract is de-

signed to qualify both of these types of batteries for the respective application.
Also in this contract are flight hardware to be delivered.
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The qualification test is presently underway and will be completed

sometime the latter part of this year and the early part of 1978. These tests

consist of a wide range of mechanical type tests, where they first start out

with a number of storage tests. The batteries are put on storage, some under

very cold conditions, about 0°F, and others are put on hot storage tests, about

120 ° to 140 ° F. These remain on storage for 90 days without discharge amount-

ing to other than temperature and voltage.

Following the storage tests, the qualification batteries are divided into

groups and certain ones will undergo tests at high temperatures and others will

undergo tests at a lower temperature. Here again, the discharge temperatures

are 30°F for the colder temperature batteries and 120°F - 140°F for the hot

temperature batteries.

Just prior to the bench discharges, they will undergo acceleration, de-

sign, and random vibration. The random vibration test will be of the type that

they will experience when they lift off, during the boost, and during water im-

pact. The frustum location aid battery will be used after water impact where

they will provide power to a flashing light and to the radio transmitter for loca-

tion purposes.

Sometime in 1978, we expect to start catheterization tests and safety

tests. We have batteries on order and they are expected to be available and

the test set up and ready to go at that time and a deeper evaluation of some of

the safety problems will be conducted at that time. However, there is a report

on several level tests that were conducted by the vendor on the particular bat-

teries in the last couple of years.

To summarize these briefly, there were four cells that were provided

with external shorts, initial current something on the order of 13 amps. None

of these cells vented. The temperatures rose to something like 130°F - 135°F

during these tests. The discharge was not complete and failure analysis indi-

cated there was some corrosion on the positive plate to the positive tongue.

These leads did break off when vent. This was attributed to the reaction prod-

ucts and the high temperature. When I say high temperature, understand there

was probably higher temperature internal to the cell than what was observed out
on the skin of the cells.

A fifth cell was made up with the much heavier positive tab and the vent

was closed. This particular cell was also shorted. I don't have any temperature

data on that one. After 20 minutes it was touched and it was not too hot. The

cell did vent and smoke, but it did not catch fire or emit flame. These are very
limited tests as far as number is concerned and we feel that additional tests are

required.
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(Figures 460 and 461 together)

I will put both of these figures:up there. The first figure_shows you

the application and the figure on the right gives yqu the picture of the battery

itself. The battery housing is of nylafil; It is nylon and fiberglass and, of

course, of insulating type. It also has a relief _valve and a means of pressuriz-

ing the housing. This particular one is a range safety battery and is mounted
in four places on each side.

The housing is an injection molded housing so they can be manufactured

fairly economically. We are talking something lilm figures as high as 450, 600

to 560 flights and if you need 5 of these per flight, it gets to be quite a large

number. So use of the injection molded housing does save some money.

The cells are turned down, cylindrical, 18 ampere hour cells, and

they are turned down and potted so that there is a _pace in front of the cell for

venting into the area immediately in front if we have a problem.

(Figure462)

This is a typical profile for the range safety battery. This portion

back in here is several hours of ground testing at 18 watts. During the launch

the nose profile is as shown here, stai'ting around 18-1/2 watts dropping some-

what. There is a high spike here of about 98 watts or close to 4 amps. There

are short periods of spike that are used to turn on an S&A device. Of course,

your load drops somewhat and continues on at roughly 13-1/2, 14-1/2 amps, in

the case of the SRB, a seven minute period, and in the case of the AT for a ten

minute period, at that point it is stated no longer required.

I outlined earlier that that particular battery was tested for reentry

and water impact and the reason for this is to make sure that the battery does

not break apart and damage other equipment, shrapnel or what have you, since
most of the hardware in the SRB is to be used 20 times.

(Figure 463)

This is the second type of battery that I mentioned, the frustum loca-

tion aid battery. It is using the same cell design as the range safety; namely,

18 ampere hour cell, cylindrical cell. This partic_ular battery does not have a

top. Electronics will be able to fit over the top and form the closing on that.

(Figure 464)
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I might showyou one other picture here on the frustum location aid.

This shows the two frustum location aids mounted within the frustum on this

plane here. The main parachutes are packed inside the frustum. This, of

course, sits up on top of the SRB. When the frustum falls into the water, a

drove parachute extended down below the frustum and pulls the frustum into

this position here such that the water is down in this area here and the batter-
ies and the location aids are up above the water. This is your electronics in

here and the battery is there, one there and one there.

{Figure 465)

There are two types of load profiles on the frustum location aid. One
of these batteries feeds a transmitter which is approximately a quarter of an

amp. The other one is for a light, location aid light, and it has a peak of seven

watts and it is cycled for whether it is daylight or night. It is off during the

day.

{Figure 461)

I took this particular figure of a little bit earlier to give you a little

more detail on the design of the battery itself. I pointed out that the battery is

in a nyafil housing in all of our applications with the exception of one, and that

is the IECM. The IECM is an experiment battery that goes on the LDEF. It

has a stainless steel housing. This is one of them that we have just started

working on. The purpose of the stainless steel housing is to enable us to get

the heat out of the battery. The battery will be discharged at a certain profile

with some peak loads on it, but the main portion of the discharge will be in the

order of 1.6 to 1.8 amps for something like five hours. Under those conditions,

the battery gets quite hot.

The tests at the vendor's plant started with a temperature of about

80°F and, of course, the temperature rose to something like 160°F, which is

the maximum that we want to operate the battery at, and well under the required

five hours operating time. As a result, the battery was reworked and provisions

were made to use a type of potting as a means of holding the temperature down.

In the second test, using the potting material, they again started at 80°F

and attempted to run the five hour time at the, again, 1.8 amps. The tempera-

ture rose up to 160°F and held stationary at 160°F until the potting material had

melted and then continued to rise. It made about four hours, four hours and a

half under these conditions. It is still somewhat under the requirements. So

further work is being done to hold that down. A different type of potting is going

to be tried with a lower melting point in order achieve the required five hours.
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We will want to talk a little bit more in depth with Houston on the re-
quirements for safety as well as satisfying our own requirements.

To continue in the battery description as we outlined, 13 cylindrical

cells, D-size in diameter and lengthened as needed to get the necessary capac-

ity. We have a pressure relief valve on each housing. The voltage require-

ments on open circuit as specified is 37.7 volts. On the load the requirement
is 32 to 36 volts.

With the profiles that we have, it looks like we will get this. It is

highly possible we may have to put a one or two ampere hour preload in order

to not exceed the 32 volts initially, but we do have the capacity to do this and

it will be no problem in setting up a procedure in this connection.

The temperature that we expect to operate is 30°F to 120°F. The

IECM, as I pointed out, as a higher temperature requirement 160°F. The se-

rial in a Naval picture, carbon monochloride cell. It is designed with the use

of a polyprophylene separator. The electrolyte is dimethyl sulfide and lithium
and arsenic and fluorine combination.

DISCUSSION

HUDGINS: Sounding Rockets. On your battery for LDEF, I believe

you said it had a stainless case ? Was that correct, it was something for LDEF

applications ?

PASCHAL.- It goes as a passenger or as an experiment on the LDEF
vehicle that we showed. The term IECM is Induced Environmental Contamina-

tion Monitor.

HUDGINS: You mentioned the case was vented. Do you happen to know

what the vent pressure would be on that ?

PASCHAL- The pressures? The vent pressures are on the order of

18 psi, I am not sure.

HUDGINS: So this is a three pound over pressure ?

PASCHAL: It is an over pressure. We don't expect, we hope we

won't have any pressure on that, but if we should have a cell fade, the cell

would vent into the area in front of the cell where it is potted in and any over

pressure above the pressure relief valve will in turn vent. It is a safety sort

of thing to keep from having a pressure vent.
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I-IUDGINS_ I had to leave the meeting for a few minutes so perhaps
it wascovered, but I don't know what materials are vented whenthis venting
does occur. What are the gases?

PASCHAL: That is one of the areas we need to look at. I am not

sure that all of these products are. The electrolyte, as I say, is dimethyl sul-

fide in a solution of lithium or arsenic and some fluorine, something of that

sort. What all happens when that is combined, I don't.know. We have had some

of them to vent after they have been discharged. We have not had any of them

that have caught fire or emitted flame. As I say, we still need to go a little

further into the safety aspects of it.

HUDGINS: What prompted the question was wondering whether you

had passes for JSC Safety and problems you have had with them, if you have.

PASCHAL: I don't think we got that far.
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