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Ii A SURVEY OF METHODSFOR HEASURINGTIIERMALLYINDUCEDDISTORTIONSOF TEST ARTICLESUNDERGOINGSOLAR THERMALVACUUM TEST
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I_ Recent trends in space vehicle test requirementshave called for precise

il knowledgeof small thermallyinduceddistortionsexperiencedeither by vari-
• ous pointson the vehiclesor by deviationsof sur:facesfrom a known shape

during solar thermalvacuum test. Variousmethodsof gatheringsuch informa-
tion during testare presentedin this paper. State-of-the-artapplication

- of both photographicand real time observationare discussed. The relative
merits of each oF the methods are comparedand evaluatedin their applica-
tions to differenttypes of test articlesand situations. Magnitudesof
thermallyinduceddistortionswhich may be expected to be routinelymeasur-
able by the variousmethods are presentedand compared.

INTRODUCTION

In order to select the best methodsof preciselymeasuringthermally
induceddistortionsin test articlesfor variousconfigurationsand condi-
tions,a survey of the currentstate-of-the-artwas made. The survey in-
cludes investigationof the applicabilityof all reasonablemethodsof per-
formingthe measurements. Each methodis discussed,and its applicability
evaluatedwith respectto measurementtype, test artlcIetype and environ-
ment, along with the resolutionwhich can be ascribedto the particular
instruments. A matrix summarizingthe applicablechannelsof each method is
presented as a conclusion.

PHOTOGRAMMETRY

In the last decade and a hatf, nontopographfc photogrammetry has been
developed tc routinely record and measure small distortions. Cameras suit-
able for operat_)n inside of thermal vacuumchambers have been developed and
used with a good degree of success. Owing to the capability of precisely
locating a point on a developed plate with a comparator, accuracies of one
part in sixty thousandof the largestdiameterof the test articleare rou-
tinelyachievable. These, of course,are relative measurements. If absolute
measurementsare required,a suitablegauge bar is necessarywhich must be

I placed properlywithin the field of view of the cameras,and which will not
.__ change appreciablyover the temperaturerange of the test.

i The most importantimmediateapplicationof photogran_etryto thermal
vacuum testingis where knowledgeof an entire surfaceis o° _nterest. A
photographrecordsthe positionof all pointson the surface instantaneously
whether the surfaceis in thermalequilibriumor not. No other methods can
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record the changing of a flexible surface, but only the initial and final
positions when thermal equilibrium is established. Also, any line of sight
application will only give information concerning a few points rather than
the whole surface at once. It is often of interest to knowhow mucha sur-
face such as an antennamesh deviatesfrom a known preset configurationsuch
as a paraboloidof revolution. Photogrammetryprovides this knowiedgeaccu-
ratelyand routinely. Also, a permanentrecord is taken which may be recal-
led l,_terfor additionalanalysiswithouthaving to rerun an expensivetest.

The photogrammetricprocessdependson affixingof a large number of

adhesivetargetsto the surfaceof the test article. Test articleswhich i
cannot toleratesuch targetsor are not capableof being distinctlytargetted
in some other way, are generallynot measurableby photogrammetricmeans.
Presently,NASA is investigatingthe posslbilityof mensuratingtlm thermo-
reflectivetiles on the STS orbiterfor distortionafter each flight by
photogrammetricmeans.

The greatestdrawbackof this process is that the data are not available
in real time. After the plates are developed,severaldays are requiredto
measureand reduce the data. This processmust be performed by highly
trained and experiencedpersonnel,and thereforephotogrammetriccapabilities
are most easily acquiredthrougha subcontractor. If many tests are to be
made, developmentof the capabilityin-housemay be cost effective,but due
to the experiencerequiredon the learningcurve, such developmentwill not
come quickly.

DIRECTLINE-OF-SIGHTMETHODS

For purposesof this discussion,these types of measuringtechniqueswill
be confinedto direct optical line of sight establishedby instrumentation ]
sightingthrougha window in the thermalvacuum chamber. The requirementof
a window adds expense for optical flatness as well as for the thickness
requiredfor vacuumsafety. All instn_mentsemployingoptlcal llne of sight
detectmovement perpendicularto the line of sight. This requiresthat no
surfaceswhich be--nd-o¥o_ise redirectthe line of sight be used unless
their movementis independently monitored. Since the i.nstl_mentation required
to monitorthe beam bendlngapparatusis equivalentto the instrumentation I
making the measurementsof interest,it is hardly advantageousto bend the
beam unlessgeometry requiresit. Hence, the term "directline of sight". ]

This is demonstratedin figureone. !

The great advantageof direct line of sight (DLOS) is that initial
coarse alignmentmay be achievedquite easily by personneloutside the vacuum
chamber. There are two requirementsto ensuremeaningful3LOS performance.
The first is that all instrumentationmust be mountedon stable fixtures
which are not disturbedby the movementof personneland equipmentoutside
the chamber. The second is that the test articlehas distinctlyidentifiable
and preciselylocatable"targets".

For measurementswhere orientationalchangesonly are of interBst,
theodolitesmay be used. Good instrumentshave resolutionsI x 10"_ rad
for the manual types and 3 x I0"5 tad for the electronicdigital types.

5h

!

00000001-TSE13



The measurements are made by sighting on a suitablo_optical targpt or auto-
collimating with the theodolite on an optical mirror. One optical t,_rqet or
one mirror is necessary per rotational axis of interest.

For mea._urementsof translation of dl_.tinctpoint_ in three-dimen_;ion,]]
spacc, there _wi°__everal ways of obtaining the informatiorl. A .jigtranF.it
square mounted on a tnolirlqbar with an optical micromeLc,r may b_: Lr,_lv(.;lled
parallel to the absolute measurement of intere_,t. Iwo in,,Lrnmont5 iil(H|nl:o(| (}1t
mutually perpendicular tooling bars would l)erequired for mo.asurementin the
plane perpendicular to the DI.OS. A third instrum_mt could ho _,iqhtedpprppn..
dicular to the DLOS of tilefirst,two Lo recover infclrmatiollfrum thu remdirl-
ing axis. Such a setup would rt_quireaL least two vacuum winduw,;,iuu_itedin
planes at right angles. Since tooling bars are so large and massive, contin-
uous checks are necessary to confirm that the bazs themselves are not ,_vin9
with respect to the vacuum chamber. Resolution of a good optical micrometer
is 5 x I0"_)M.

!If sufficient field of view is available through windows, measurements
may be made by triangulation with th( ,dolites. Manual theodolites may be
used, but the calculations required with their use are cumbm'some. Digital
theodolite systems have the advantage of computer interface which facilitates .i
computation of positions of points in space once calibration is get. If a
temperature independent gauge bar is not available, a normal gauge bar may be
placed outside the chamber for purposes of calibration with no loss of accu-
racy. An important advantage of the digital theodolite is that angles _re
"read" automatically and the values transferred to the computer, relieving
the operator of reading a vernier, thus greatly decreasing his eye fatigue.

An interesting application of theodolites may be made when the angular
measurements of interest are quite small. In such a case, a lens system may
be mounted on the telescope of the theodolite to convert it to a remote
"microscope". In this instance, care must be taken to affix fine enough
marks or scratches on the test article.

The two draw backs of all DLOS applications are optical vacuum windows 1
which are quite expensive, and training of operating personnel. _

..

An application of theodolites to perform stereotriangulation mensuration I
of a test article is shown in figure two.

LASER INTERFEROMETRY

In contrast to DLOS instruments, laser interferometers are capable of
measuring CHANGE IN OPTICAL PATH LENGTH, which is parallel to the optical
path. Since the capability of counting interference f-ri-n-gesis the fundamen-
tal principal of detection, resolutions of fl'actionsof optical wavelengths

i-_- are possible. Typical re.solutionsof x/8 are routinely achievable. This
_- translates into about 8 x 10-8 M for a ilelium-Neonlaser, which is the ,lost

con_only used for applications of this type. Since change in optical
_" path is simply twi_e the actual "distortion" along that path, real time :._

., readout of _ctua] distortion values is possible. In most cases, dynamic .;
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thermal dlstortions may be continuously monitored in real time, since inter-

i ferometers may be rigged to count fringes equivalent to a distortion rate of

i several meters per minute.

i Although it is not quite a "drawback", a complication of laser inter-
.ferometry is that a separate beam.must be used..to.detRqtchange in path for
each path of interest. If rotation is of interest, since it takes place in a

i plane, at least two beams are required for measurement about only one axis.

il Also, since change along the entire path is detected, if the beam must be

"bent", the movement of the be_amb--endingapparatus must be monitored by arl
additional beam and subtracted out in order to make the measurement of inter-

est meuningful. Figure three shows a typical laser setup to measure the
distortion of a rectangular parallelapiped. All beams may be brought in
through the same window, (allowing measurement of "hidden" points), or
through different windows. If a multichannel interferometer is used, all
measurements may be simultaneously monitored in real time. The best way to
take advantage of all data is to interface with a computer and reconstruct
the motion of the test article as a whole from the path length changes de-
tected by the interferometers.

The expense of the laser head or heads and the interferometers with their
associated electronic counting equipment and computers are the only drawback
to their wholesale application for distortion measurements. If the interfero-
meters are designed properly, the vacuum windows may be of only average opti-
cal quality without affecting performance appreciably. The magnitudes of the
distortions, however, must be kept quite small, < 1 cm to prevent the beams
from being "lost" from the aperture of the retroreflectors. It would be
impractical to attempt to mer,surate a large number of points to "cover" a
whole surface due to the amount of beams required along with the sophistica-
ted monitoring equipment for each. These methods are best applicable there-
fore to structural assemblies such as trusses rather than to surfaces. Flex-
ible members cannot be measured by laser interferometers since the retro-
flectors must be rigidly mounted.

CpN  PS PN

Table one shows the various types of instruments and their respective

applicability for various types of measurements, test articles, and test

environments. In each case, the minimum _-,umberof instruments or laser beams
necessary to n_ke the measurement is stated. Greater redundancy can, in
general, increase the accuracy of an_ particular measurement. This may be

" achieved by increasing the _,_mbe_.of_ns_rume_ts, provided.e_ch..isaligne.d

a!ong an additional line Of sight or optical path. Additional cameras will
,lso increase the photogra,1_,_etricaccuracy with the same proviso.
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CHAMBER THIS MIRROR MUST BE
MONITORED BY THE SAME
METHOD AS USED ON THE
TARGET.

TARGET i
)S !

•_ /

\ / t
\/ ]
/\ " t

J
/ .1

\O

INSTRUMENT _ / _MEASUREMENT '

TO MONITOR // _('O_ STRUMENT _iMI R ROR i

t

i
i

ONLY ONE INSTRUMENT !
FOR DLOS i

4

1

I

THE DLOS ELIMINATES EXTRA MONITORING, AND _
SHOULD BE USED UNLESS GEOMETRY PROHIBITS. J

FIG. I OLOS CONCEPT :i
i

f,O _

'I

. /

0000000]-TSF03



ORIGINAL, P_,_ [_

- OF POOR QUALITY

TARGETED TEST
ARTICLE

I THERMAL

VACUUM
CHAMBER
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FIG. 2

TYPI6AL 8"rEREOTRtANOULATION SETUP WITH THEODOLITES.
COMPUTER SHOWN FOR DtGITAL ELECTRONIC THEODOLITES"
GAUGE BAR MAY BE PLACED EITHER INIJIOE OA OUTSIDE
OF CHAMBER.
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FIG. 3 TYPICAL SETUP FOR LASER INTERFEROMETRIC MENSURATION
OF ONE FACE OF A RECTANGULAR PARALLELAPIPED i
MINIMUM INSTRUMENTATION IS 4 SEPARATE INTERFERO'METER -_
BEAMS, (B I-B4)t 4 RETROREFLECTORS_ (RRI-RR4) AND
TWO MIRRORS (MI_M2). THIS SETUP MENSURATES MOTION

IN THE PLANE OF THE FACE ONLY. POR MOTION '!

PERPENDICULAR TO THE FACE, ADDITIONAL BEAMS 05-08 t
WITH THEIR RESPECTIVE MIRRORS AND RETROREFLECTORS
ARE NEEDED, THESE BEAMS ALSO MENSURATE THE LOWER

"END" FACE OF THE ARTICLE . =
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