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MATERIAL: ALUMINUM 6061-T6 PER
SAE-AMS-QQ-A-250/11, OR COMPARABLE,
SEE PROJECT ENGINEER AS NEEDED.
 
125 Ra ALL OVER, UNLESS OTHERWISE NOTED.
 
REDUCED DIMENSION DRAWING. INTERPRET
PER ASME Y14-41-20122 EXCEPT AS FOLLOWS:
 - ALL UNDIMENSIONED FEATURES ARE MODELED
   AT MEAN VALUE, ARE BASIC, AND ARE CONTROLLED
   WITH THE BILATERAL PROFILE TOLERANCE OF
    
 
 
 - THESE UNDIMENSIONED FEATURES ARE CONTROLLED
   BY THE PRODUCT DEFINITION DATA SET. REFERENCE
   CREO CAD MODEL "200501MRA115_NOSE_FAIRING.PRT"
   IN GRC WINDCHILL.
 
THE NOSE FLOW SURFACE IS TO BE SMOOTH AND
CONTINUOUS WITHIN TOLERANCE SPECIFIED.
 
ANY VISIBLE TOOL MARKS OR MATERIAL
IMPERFECTIONS TO THE NOSE FLOW SURFACE
ARE TO BE REPORTED TO THE PROJECT
ENGINEER.
 
BREAK ALL EDGES UNLESS OTHERWISE NOTED.
 
BALANCE FINISH PART ACCORDING TO GRADE G1
OR BETTER WHEN AT 12,000 RPM PER ISO 21940.
REMOVE MATERIAL FROM INDICATED BALANCE 
CORRECTION PLANE SURFACES ONLY. CORRECTION
HOLE TO BE .1" DIA BY .3" DEEP OR LESS, AND
HOLE MUST BE 0.06" OR GREATER FROM
PRE-EXISTING HOLES AND SURFACES THAT ARE
NOT INDICATED BALANCE CORRECTION PLANE.
 
FINAL BALANCE REQUIREMENTS TO BE MET AS
ROTOR ASSEMBLY 200501MRA110.
 
IDENTIFY BY BAGGING AND TAGGING WITH A 
CLEAN, NEW, TRANSPARENT POLYETHYLENE BAG
FOR SMALL ITEMS, OR 4 MIL THICK MINIMUM
POLYETHYLENE SHEET SEALED WITH PACKAGING
TAPE. SEAL AND MARK WITH DRAWING PART
NUMBER  200501MRA115 PER SAE-AS478,
METHOD 35D.
 

-----

1  1      4/1200501MRA115_NOSE_FAIRING

-200501MRA1151QFP5D

QUIET SPACE FAN
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DRAWING STATE: Released, DRAWING LAST MODIFIED: 12-Feb-21 08:27:45 AM, MODEL STATE: Released, MODEL LAST MODIFIED: 09-Mar-21 04:08:02 PM

REDUCED DIMENSION DRAWING
DO NOT BREAK CORNER

SECTION A-A

BALANCE CORRECTION PLANE
(2 SURFACES)

ISOMETRIC VIEW
NO SCALE
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