Aircraft Certification by Analysis (CbA)

20-year Vision for Virtual Flight Testing

Challenge

- Many flight maneuvers occur at the edges of the flight -
envelope and the available computational tools cannot
accurately predict the associated complex flow

phenomenon

- Thereis a need to develop validated computational tools
that can provide flight prediction that is equal in

accuracy to certification flight tests

- NASA is sponsoring research to develop computational
tools that are Robust, Cost-effective, and Accurate (RCA) -
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Expected Impacts
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- Potential for huge cost savings in aircraft

development
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WMLES prediction of C
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Solution

- Use wall-modeled large eddy-simulation (WMLES), which models
the very near wall flow but resolves large scale flow structures in
the outer boundary layer

- This approach is expected to provide better prediction near the
edges of the flight envelope (i.e., aircraft stall), where flow
separation occurs

- Implement WMLES in computational fluid dynamics (CFD) tools

- Conduct wind tunnel experiments to provide high-quality data
for validation of CFD tools

Results

- |Implemented WMLES in two NASA CFD codes: FUNSD and LAVA

- Computations for 5.2% scale semis-span CRM-HL performed
using FUN3D, LAVA and CharLES at 2 different Reynolds numbers

- Predicted C,.... is within 2% of each other from these J solvers

Imax

Next Steps

- Experiments for the 5.2% CRM-HL are being performed in NTF, and
computed results will be compared with the experimental data

- Include prediction of the effect of icingon C, ...,

- Engage with FAA and industry for acceptance of alternative means
of compliance for flight certification

Partners
- Boeing, collaborating in experiments and assessment of CFD tools

- Stanford University, collaborating in computing and modeling
- AlAA, organizing high-lift prediction workshop to engage wider
community in assessment of C, ..., prediction capability

- High-lift ecosystem that includes NASA, Boeing, DLR, ONERA,
JAXA, KHI, etc. to provide experimental data for tool validation




