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Foreword 

I N TIm ANNALS OF SPACE EXPLORATION, a particular place must be reserved 
for the fifth in the Surveyor series, a 668-pound spacecraft that acquired and 
sent back the data incorporated in this report. From its flawless launch and 
injection Surveyor V proved to be a very special craft. Its individuality was 
emphasized early in the mission, when engineering telemetry l'eported a most 
ominous development: a pressure-regulator valve was releasing helium at a rate 
that promised disaster when the spacecraft attempted a preplanned landing se­
quence at the Moon. That this was averted by a brilliant engineering team that 
hammered out a dramatically modified landing sequence, snatching success 
from almost certain catash'ophe, seemed somehow especially appropriate for 
tlns spacecraft. Even in relatively small detail Surveyor V displayed an affinity 
for good fortune: it slid for about 3 feet as it came to rest on a small crater wall, 
splashing a small magnet that had been positioned on a landing pad with an 
excellent sample of lunar-surface material. 

Once safely on the Moon and functioning well, the spacecraft outshone 
even its distinguished predecessors, Surveyors I and III. During its first lunar 
day 18 006 television images of exceptional quality and high scientific content 
were returned to Earth, and then after 2 weeks in darkness and very deep cold, 
it responded to the first terrestrial command sent to it, rehlrning 1048 additional 
pictures. 

But it was not for this exemplary performance that Surveyor V will be bes t 
remembered. What has made it truly historic was its measurement of the lunar 
surface composition . The device carried by Surveyor for this purpose was a 
metal cube, about 6 inches on a side, that on command was gently swung out 
and set down on the lunar surface. Within the cube was an alpha-particle back­
scattering device, an ingenious and altogether remarkable instrument for de­
termining the kind and quantity of physical elements present on that sample of 
the Moon , The data returned to Earth from this metal cube are discussed on 
subsequent pages of this report 

Regardless of the refinements in measurements of the lunar surface in the 
future, Surveyor V will be remembered as having first performed one of man's 
most extraordinary technical feflts: a remotely conducted analysis of the chemical 
constituents on an exh'aterrestial body in our solar system. 

OVEMBER 21, 1967 
O RA T W , TrcKs, Deputy Associate Administmto'l' 

f 0 1' Space Science and Applications 
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v Pi ECEDING PAGE"BLANK NOT FILMED. 



Contents 

1 PRINCIPAL SCIENTIFIC RESULTS 

2 

3 

4 

L. D. Jaffe, S. A. Batte1'son, W . E. Bmwn, ]1'., E. M. Christensen, 
S. E. Dwornik, D. E. Gault, ]. W. Lucas, R. H . Norton, 
R. F . Scott, E. M. Shoemaker, G. H. Sutton, and A. L. Turkevich 

INTRODUCTION 

B. Milwitzky and S. E. Dwornik 

TELEVISIO OBSERVATIO S FROM SURVEYOR V 

E. M. Shoemaker, R. M . Batson, H . E. Holt, 
E . C. Morris, ]' ]. Rennilson, and E. A. Whitaker 

LUNAR SURFACE MECHANICAL PROPERTIES 

E. M. Christensen, S. A. Batterson, H. E. Benson, R. Choate, 
R. E. Hutton, L. D. Jaffe, R. H. Jones, H. Y. Ko, 
F. N. Schmidt, R. F . Scott, R. L. Spencer, and G. H. Sutton 

5 LU AR SURFACE TEMPERATURES AND THERMAL 
CHARACTERISTICS 

J. W . Lucas, R. R. Garipay, W. A. Hagemeyer, 
]. M. Saari, ]. Smith, and G. Vitkus 

6 ASTRONOMY 

R. H. Norton, ]. E. Gunn, W . C. Livingston, 
G. A. Newkirk, and H. Zirin 

7 CHEMICAL ANALYSIS OF THE MOO AT SURVEYOR V 
LANDING SITE: PRELIMINARY RESULTS 

A. L. TU1'kev'ich, E . ]. Franzg1'Ote, and]. H. Patterson 

8 LUNAR SURFACE ELECTRO MAG ETIC PROPERTIES 

]. Negus de Wys 

9 LUNAR THEORY AND PROCESSES 

D . E. Gault, ]. B. Adams, R. ]. Collins, ]. Green, 
G. P. Kuiper, H. Masursky, ]. A. O'Keefe, 
R. A. Phinney, and E. M. Shoemaker 

APPENDIX A. STUDY OF CONTAMINATION OF SURVEYOR 

PAGE 

1 v 

3 v 

9 v 

43 ./ 

89 f/ 

103 {/ 

107 /' 

133 J 

155 ./ 

V LANDING SITE BY MAIN RETRO EXHAUST 157 

A. L. Tmkevich, E. ]. Fmnzgrote, and]. H. Patterson 

APPENDIX B. SURVEYOR SCIE TIFIC TEAMS 159 

APPENDIX C. SURVEYOR MANACEME T ORCA IZATIO 161 

vii 

P; [('cDI G PAGE BLANK NOT FILM 

I 

J 



ACKNOWLEDGME T 

Special appreciation is extended to ROBERT 
STEINBACHER, JPL, for valuable assistance in 
organizing and carrying out the scientific effort 
for Surveyor V; to JOHN STRAND, JPL, for the 
responsibility in video data handling for the 
scientific groups associated with Surveyor V 
and for providing pictures in the various forms 
needed for analysis; and to CHARLES GOLDSMITH, 
JPL, for providing support in the Surveyor 
Experiment Tes t Laboratory Facility. 

viii 

I 

I 

J 



[- '---...J 

1. ! I" 

~ 

~ 

1. Principal Scientific Results 

L. D. Jaffe, S. A. Batterson, W. E. Bmwn, ]1-., E. M. Christensen, S. E. Dwomik, 
D. E. Ga'ult, J. W. Lucas, R. H. Norton, R. F. Scott, E. M. Shoemaker, 

G. H. Sutton, and A. L. Turkevich 

The area of southwestern Mare Tranquillitatis 
in which Surveyor V landed appears generally 
similar to the sites in Oceanus Procell arum ob­
served by Surveyors I and III. All three areas 
are fairly level, dark maria with rather similar 
distributions of craters and rocks. A surface layer 
of weakly cohesive fine particles, aggregates, 
and rocks is present in both Mare Tranquillitatis 
and Oceanus Procellarwll. Differences between 
surface layers in these maria are relatively small. 

Surveyor V was the first lunar soft-landing 
spacecraft to obtain information about the chemi­
cal nature of the lunar surface. This was 
achieved through two experiments: one obtained 
the gross chemical composition by an alpha­
particle backsca ttering instTument, and the other 
obtained some magnetic characteristics of the 
surface material with a bar magnet. 

The three most abundant elements found by 
Surveyor V at the mare landing site are the 
same as the most prevalent on the surface of the 
Earth; in decreasing abundance, they are oxygen, 
silicon, and aluminum. The relative amounts of 
the chemical elements are similar to those of a 
silica te rock of a basaltic type. 

Lunar smface material of high magnetic sus­
ceptibility adhered to the magnet. The quantity 
of magnetic material observed on the magnet is 
comparable to that expected if the magnet came 
in contact with pulverized basalt with 10 to 
12 percent magnetite and not more than 1 per­
cent admixed metallic iron. Particle size of ma­
terial attracted by the magnet was less than 
Imm. 

Surveyor V landed in a din1ple-shaped, 9- by 
12-meter rimless crater, which is the largest 
member of a small chain of rimless craters; a 
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parallel row of very small craters also occurs 
within the large crater. The long axis of the 
large crater and the crater chain are approxi­
mately parallel with the dominant linear features 
in the highlands west of Mare Tranquillitatis and 
with many other elongate craters and crater pairs 
in nearby parts of the mare. On the basis of its 
shape and the alinement of small associated 
craters, the crater in which Smveyor V landed 
may have been formed by drainage of surficial 
fragmental debris into a northwest-trending 
fissure. 

Observations of blocky-rimmed craters, rela­
tively nearby, indicate that the local thickness 
of the layer of fragmental debris with low co­
hesion is not more than 5 meters. The walls of 
the Smveyor V crater provide exposmes of the 
upper meter of this debris layer. Different types 
of fragments are revealed in the pictures of the 
debris dislodged from these walls during the 
spacecraft landing and in the pictmes of the 
undistmbed parts of the walls. The types of 
fragments include (1) bright, angular objects , 
which are inferred to be pieces of dense rocky 
material; (2) dark, rounded objects, which are 
probably aggregates of very fine-grained parti­
cles; and (3) dark, lumpy objects, which appear 
to be aggregates of aggregates. The aggregate 
character of some of the loose, ejected fragments 
is well demonsh"ated by the presence of bright, 
angular chips set in a dark, fine-grained matrix. 
At depths grea ter than about 10 cm, most of the 
debris layer appears to be composed of slightly 
shock-compressed aggregates, ranging from a few 
millimeters up to 3 cm in diameter, set in a 
mah"ix of less coherent, finer particles. Rocky 
chips and fragments larger than a millimeter are 
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dispersed as a subordinate constituent of the 
debris. 

The es timated normal albedo (normal lumi­
nance factor) of the undistmbed parts of the 
lunar smface near Smveyor V is 7.9 ± 1.0 per­
cent, somewhat lower than that observed at the 
Surveyor III landing site. Debris ejected on the 
lunar smface in front of the footpads has a nor­
mal albedo of 7.5 ± 1.0 percent, which is only 
about one-twentieth lower than the albedo of 
the undisturbed smface, but is similar to the 
albedo of the material distmbed by the footpads 
a t the Smveyor III landing site. 

New photometric evidence obtained from the 
Surveyor V pictmes shows that the bright, angu­
lar fragments are denser or at leas t less porous 
than the dark, fine-grained smficial material and 
dark aggregates. The smfaces of the bright, 
angular fragments have a photometric function 
more like that of a lambertian scatterer than like 
that of the fine-grained lunar material. 

A spacecraft vernier engine firing against the 
lunar surface produced observable erosion re­
sulting from two mechanisms: the removal of 
particles by exhaust gases blowing along the sm­
face; and explosive blowout of enh'apped gas 
and soil from directly beneath the nozzle im­
mediately following engine shutdown. Analyses 
of the surface distmbance indicate a material 
permeability of between 1 X 10- 8 cm2 and 7 X 
10- 8 cm2, which is comparable to the permea­
bility of terres trial silts. 

As in Surveyors I and III, the landing pro­
duced interactions 'with the smface. Various 
analyses of phenomena, associated with the 
landing and with the firin g of the vernier rocket 
engines, have provided these additional esti­
mates of surface properties : the static bearing 
strength is < 104 dyneslcm2 for the upper few 
millimeters and ~ 3 X 105 dynes/ cm2 averaged 
over the upper few centimeters. The angle of 
internal friction is consistent with Smveyor III 
results (37°). Pressure, developed by the soil 
against the footpad in res isting the slide dming 
landing, was about 7 X 104 dyneslcm2, which 
agrees with results obtained from the surface 
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sampler experiment on Smveyor III. The esti-
mate of permeability indicates that most of the 
particles are in the 2- to 60-p. size range; this 
value agrees with results from photographic ob­
servations of the disturbed areas, the match of 
Surveyor V footpad trenches with those pro­
duced experimentally in pulverized basalts, and 
analyses of Surveyor III footpad imprints. Clods 
observed in the distmbed areas appear to be 
similar to those observed in previous missions, 
indica ting a similar cohesion. In general, the 
soil at this site appears sin1ilar, but somewhat 
weaker than at the other Surveyor landing sites. 

The day temperatmes derived from Smveyor 
V observations are in fair agreement with predic­
tions based on telescopic observations. The tem­
peratures of the lunar surface after sunset and 
during total eclipse sugges t that the surface ma­
terial has an effective thermal inertia of approxi­
mately 500 (cgs units) which is in good agree­
ment with Surveyor III eclipse data. This differs 
from a value of approximately 1000 obtained 
from data derived on Earth. 

The evidence that the !tmar surface material 
a t the Surveyor V landing site is basaltic in com­
position, and the fact that this Smveyor V site 
appears to be typical of the mare areas, sugges ts 
that differentiation has occurred in the Moon, 
probably owing to internal sources of heat. The 
results are consistent with the hypothesis that the 
mare basins are fill ed with extensive basaltic 
volcanic flows . If such flows have occmred, some 
of the processes and products of lunar magmatic 
activity are apparently similar to those of the 
Earth . 

Surveyor V provided the first measurements of 
the brightness of the solar corona at distances of 
10 to 30 solar radii from the center of the Sun. 
Since the brightness is produced by sca ttering 
from particulate matter between the E arth and 
the Sun, it should prove possible to derive den­
sity measm ements of particulate matter at dis­
tances out to one-third the radius of Mercury's 
orbit. A good determination of the density dis­
tribution with height above the ecliptic plane 
may be made. 
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2. Introduction 

B. Milwitzky and S. E. Dwo1'l1ik 

The Surveyor Program has been planned to 
achieve soft landings on the ~/Ioon by automated 
spacecraft capable of transmitting scientific and 
engineering measurements from the lunar sm­
face. The program has three major objectives: 
(1) to develop and validate the technology for 
landing softly on the Moon, (2) to provide data 
on the compatibility of the Apollo design with 
conditions encountered on the lunar surface, and 
(3) to add to scientific knowledge of the Moon. 

Surveyor I, the first United States spacecraft 
to land softly on the Moon, returned a large 
quantity of scientific data during its first 2 lunar 
days of operation on the lunar surface. Follow­
ing its landing on June 2, 1966, in the southwest 
portion of Oceanus Procell arum (2.45° S latitude 
and 43.21° VV longitude), the spacecraft trans­
mitted 11 237 high-resolution television pictures. 
Surveyor I completed its primary mission suc­
cessfull y on July 14, 1966, after b'ansmitting, in 
addition to the television pictures, data on the 
bearing strength, temperatures, and radar re­
Hectivity of the Moon . Subsequent engineering 
interroga tions of the spacecraft were conducted 
through January 1967. 

Surveyor II, launched on September 20, 1966, 
was intended to land in Sinus Medii, a different 
area of the Apollo zone. When the midcourse 
maneuver was attempted, one v rnier engine 
failed to ignite, and the unbalanced thrust 
caused the spacecraft to tumble. Although re­
peated efforts were made to salvage the mission, 
none was successful. 

Surveyor III successfully landed on the Moon 
on April 20, 1967, touching down in the eas tern 
part of Oceanus Procellarum. The landing point 
was in a medium-size crater located at 2.94° S 
latitude and 23.34° W longitude. This space­
craft, like its predecessors, carried a sm vey tele­
vision camera and other ll1strumentation for de­
termining various properties of the lunar-surface 
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ma terial. In addition, it carried a surface-sampler 
insh'ument for digging trenches, making bearing 
tes ts, and otherwise manipulatll1g the lunar ma­
terial in the view of the television sys tem. 

In its operations, which ended on May 3, 1967, 
Surveyor III acqull'ed a large volume of new 
da ta and took 6315 pictures. In addition, the 
sm face sampler accumulated 18 homs of opera­
ti~ which yielded significant new information 
on the strength, texture, and structure of the 
lunar material to a depth of 17.5 cm. 

Surveyor IV, carryll1g the same payload as 
Surveyor III, was launched on July 14, 1967. 
After a Hawless Hight to the Moon, radio signals 
from the spacecraft abruptly ceased during the 
terminal-descent phase, approximately 2% min­
utes before touchdown. Contact with the space­
craft was never es tablished again. 

Surveyor V, the spacecraft described in this 
report, is baS ically similar to the preceding space­
craft, except that the surface sampler was re­
placed with an alpha-backscatter instrument, a 
device for determll1ing the relative ablmdance of 
the chemical elements in the lunar material. In 
addition, a small bar magnet was attached to 
one of the footpads to indica te the presence of 
magnetic material in the lunar soil. Auxiliary 
mirrors were carried to permit viewll1 g the lunar 
sm face below the spacecraft. 

The Surveyor Program is under the dll'ection 
of the NASA Office of Space Science and Appli­
cations, with the Jet Propulsion Laboratory pro­
viding project management. The Surveyor space­
craft was designed and fabricated by the Hughes 
All'craft Company. The University of Chicago 
developed and provided the alpha-scattering 
instrument. 

Spacecraft and Instrumentation 

The Surveyor spacecraft ( fi g. 2-1 ) has a basic 
triangular structure of aluminum tubing that 
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FICURE 2-1. - Surveyor V spacecraft-landed configuration. 

provides mounting surfaces for power, communi­
ca tions , propulsion, and flight-control systems, 
as well as a support for payload packages. An 
extendable, shock-absorbing landing leg is at­
tached to each of the three lower corners, and 
the structure is topped by a vertical mast with 
mechanisms that position the high-gain antenna 
and the solar panels. The spacecraft weighed 
1006 kg (2218 lb ) at launch . After jettisoning 
of the retrorocket and the altitude-marking radar 
and depletion of the propellants and other con­
sum ables, the equivalent Earth weight of the 
spacecraft on landing was 303 kg (668 lb ). 

Two thermally controlled compartments on 

the spac craft house its electronics and main 
battery. The primary source of power, the solar 
panel, supplies up to 85 vV in transit and after 
landing. Rechargeable silver-zinc batteries are 
used for energy storage and to accommodate 
peak loads . 

A Can opus tracker, Sun sensor, and rate gyros 
on three axes provide attitude references during 
cruise flight and midcourse and terminal maneu­
vers. Cold-gas attitude conh'ol jets control the 
spacecraft during the cruise phases of flight. 
During powered phases of flight (midcourse 
thrusting, main retro firing, and terminal de­
scent ) three throttleable vernier rocket engines 
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provide attitude control as well as velocity 
changes. 

During terminal descent, the altitude-marking 
radar initiates the firing of the main retrorocket. 
Then the doppler and altimeter radars, in con­
junction with the onboard analog computer, auto­
pilot, and vernier propulsion system, provide 
automatic, closed-loop gu idance for the soft 
landing. 

The propulsion system consists of a large main 
retrorocket for primary braking from lunar­
approach velocity, and a vernier propulsion 
sys tem for midcourse velocity correction and 
terminal descent. The main retrorocket uses 
solid propellant in a spherical steel case. The 
vernier sys tem uses hypergolic liquid propellants, 
with a fuel of monomethyl hydrazine hydrate and 
an oxidi zer of MO -10 (90 percent N20 4 and 10 
percent 0 ) . Each of the three throttleable 
thrust chambers can produce betw en 30 lb and 
104 lb of thrust on command. One engine swivels 
for roll control. 

Two receivers , two transmitters, and two omni­
directional antennas provide communications. A 
planar-array, high-gain directional antenna trans­
mits the 600-line television pictures from the 
lunar surface. 

The survey television system (figs . 2-2 and 
2-3) for Surveyor V is nearly identical to that of 
previous Surveyors. Tbe camera h'ansmits 200-
and 600-line pictures on command from Earth. 
The vidicon tube and its shutter diaphragm and 
optics are mounted nearly vertically, surmounted 
by a mirror that can be adjusted by stepping 
motors in both azimuth and elevation . 

More than 100 items of engineering instrumen­
tation are carried on Surveyor V to monitor vari­
ous aspects of the spacecraft operation and 
performance. The instrumentation includes tem­
perature sensors, strain gages, accelerometers, 
and position-indica ting devices. 

Tracking and Data Acquisition 

Surv yor V used the facilities of (1 ) the Air 
Force Eastern Tes t Range for tracking and telem­
etry during launch; (2) the Deep Space Network 
(DSN) for precision tracking, communications, 
data transmission and processing, and comput­
ing; (3) the Manned Space Flight ehvork 

HOOO 

MIRROR AZIMUTH 
ORIVE MOTOR 

SHUTTER 
ASSEMBLY 

ELECTRONIC 
CONVERSION 
UNIT 

MIRROR 
ELEVATION 
ORIVE 
MOTOR 

FILTER WHEEL 
ASSEMBLY 

"""",_-VIOICON TUBE 

VIDICON 
RADIATOR 

FIGURE 2-2. - Cutaway view of survey television camera. 

( MSF ); and (4) the NASA worldwide com­
munications network ( ASCOM). 

The critical flight maneuvers were commanded 
and recorded by the Deep Space Station (DSS-
11 ) at Goldstone, California, during its view 
periods. Other DS stations that provided prime 
support were DSS-42, near Canberra, Australia, 
and DSS-61, near Madrid, Spain. During post­
landing operations, DSS-42 and DSS-61 also ob­
tained many television pictures, an abundance 
of alpha-sca ttering data, and other engineering 
and scientific data. 

Additional support, on a limited basis, was 
provided by DSS-71 (Cape Kennedy ) during 
the prelaunch and launch phases, DSS-72 at 
Ascension Island for backup command support 
and early telemeh'y coverage, DSS-51 at Jo­
hannesburg, South Africa, which provided initial 
two-way acquisition and coverage during the 
transi t phase, DSS-14 (with its 210-foot an tenna) 
at Goldstone to back up DSS-11 during the mid­
course and terminal-descent phases and to pro­
vide telemetry during touchdown, and DSS-12 
at Goldstone for additional backup during termi­
nal descent. 
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A.P tracking and telemetry data were trans­
mitted to the Space Flight Operations Facility 
(SFOF) at the Jet Propulsion Laboratory, Pasa­
dena, California, for reduction and analysis. The 
SFOF served as the central-control center for all 
space-flight and lunar-surface operations. 

Surveyor V Mission Objectives 

The formal ASA objectives es tablished for 
the Surveyor V mission were as follows: 

Primary Obiectives 

• Perform a soft landing on the Moon in Mare 
Tranquillita tis. 

• Obtain postlanding television pictures of the 
lunar surface. 

Secondary Objectives 

• Conduct a vernier-engine erosion experi­
m nt. 

• Determine the relative abundance of the 
ch mical elements in the lunar soil by opera­
tion of the alpha-sca ttering instrument. 

• Obtain touchdown-dynamics data. 

• Obtain thermal and radar reflectivity data. 

Surveyor V Mission Summary 

flight Operations 

Surveyor V was launched on September 8, 
1967, from launch complex 36B at Cape Ken­
nedy. The Atlas-Centaur AC-13 launch vehicle 
used in this mission employed the first Atlas 
SLV-3C, which has a 130-cm (51-in.) extension 
of the tank section. Lift-off occurred at 07 :57 :01 
GMT. Following Atlas-powered flight on a 79.5° 
azimuth, the Centaur first burn injected the 
spacecraft into a parking orbit. After a 6.7-min 
coast period, the Centaur was res tarted and in­
jected the spacecraft into a lunar b'ansfer tra­
jectory. The injection was extremely precise, 
with the estimated uncorrected impact point only 
46 km from the target. This marks the highest 
accuracy yet achieved by a U. S. launch vehicle 
on a lunar mission. 

After separation from the Centaur, Surveyor V 
properly executed the automatic antenna/ solar 
panel positioning and Sun-acquisition sequences. 
Lock on the star Canopus was achieved, accord­
ing to plan, about 6% hours after launch, com-

pleting the cruise-mode orientation of the space­
craft. At 01:45 GMT on September 9, 1967, 
almost 18 hours after lift-off, a mid course ve­
locity correction of 14.01 m/sec was executed by 
commanding the vernier engines to fire for 
14.29 sec. 

Immediately after this maneuver the space­
craft began losing helium pressure at an alarm" 
ing rate. The helium-pressure regulator, acti­
vated in the midcourse maneuver, had not 
resea ted tightly, apparently because a tiny parti­
cle of contamination became lodged in the valve 
sea t. Steady seepage of helium through the 
regulator then overpressurized the propellant 
tanks, causing the relief valves to open, discharg­
ing helium overboard. Five emergency vernier 
firings were performed in unsuccessful attempts 
to clear and res eat the regulator. It soon became 
apparent that the loss of helium at this rate 
would make a normal soft landing impossible. 

During the 47 hours of time remaining, inten­
sive systems analysis, engineering calculations, 
and special tes ts were conducted around the 
clock to find some way to save the spacecraft. 
As a result, a bold new terminal descent profile 
was evolved. It was designed to minimize the 
req uired total vernier-engine impulse during 
descent so that the verniers could operate solely 
on the residual pressure in the propellant tanks. 
Two additional vernier-engine firings were made 
to reduce the spacecraft weight and to increase 
the volume in the propellant tanks available for 
gas while the press ure was still above the relief­
valve opening pressure. This maximized the 
pressure impulse available for operating the 
engines. The Jast of these pre-terminal-descent 
firings was also used to adjust the landing point, 
offset by the previous emergency firings. In addi­
tion, a special ground-command tape was devel­
oped to override some of the spacecraft's in­
ternally programed sequences and change the 
order of spacecraft functions during terminal 
descent in order to optimize further the use of 
the small vernier-engine firing time available. 

Because of the drastic reduction in compressed 
helium to feed the verniers during terminal de­
scent, the landing sequence was delayed and 
compressed, with bun:lOut of the main retro­
rocket occurring at an altitude of 1300 meters 
(4400 ft ) and a velocity of 30 m/ sec (90 fps) , 
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instead of the planned 10 700 meters (35 000 ft ) 
and 120 to 150 m/sec (400 to 500 fps) , respec­
tively. The spacecraft performed flawlessly in 
accordance with the new descent profile and 
made a soft landing on the lunar surface at 
00 :46:44 GMT on September 11, 1967, in Mare 
Tranquillitati . The landing occurred at 1.41 0 N 
and 23.18° E, within the rimless edge of a small 
crater on a slope of about 20°. 

Lunar-Surface O p eration 

During its first lunar day, which ended at sun­
set on September 24, 1967, Surveyor V took 
18 006 television pictures, more than the com­
bined totals of Surveyor I and III. The quality 
of these pictures surpassed that of the previous 
spacecraft and included views of the interior of 
the crater within which the spacecraft was situ­
ated, the mare surface around the crater, pictures 
of stars and planets, and solar-corona photo­
graphs following local sunset. 

On September 13, approximately 53 hours after 
touchdown, the vernier engines were fired in a 
short burst to obtain data on the effects of 
rocket-engine exhausts on the lunar surface. 

The alpha-scattering insh"umen t was deployed 
to the lunar surface and provided some 83 hours 
of data accumulation during the first lunar day. 
This historic experiment yielded the first in situ 
compositional analysis of an exh'aterrestrial body. 

Data were also obtained on magnetic components 
in the lunar material, surface temperatures and 
mechanical properties, radar reflectivity, and 
certain parameters of the Moon's orbit. 

Surveyor V survived the deep freeze of the 
2-week lunar night and, after a warmup period 
in sunlight during the second lunar day, re­
sponded immediately to the first turn-on com­
mand at 08:07 GMT on October 15, 1967. It had 
been shut down for more than 16 days. The 
spacecraft operated throughout the rest of the 
second lunar day and for several days following 
the second sunset on October 23, 1967. Although 
the performance of the television camera had 
deteriorated, apparently because of a video pre­
amplifier problem, an additional 1048 pictures 
were obtained during this period. Partial com­
pensation for degraded picture quality was 
achieved by greatly increasing the gain of the 
ground photograph recorder. The alpha-scatter­
ing instrument provided an additional 22 hours 
of data, although detector noise poses problems 
in data reduction. 

On October 18, 1967, Surveyor V observed a 
total eclipse of the Sun and acquired thermal 
data prior to, during, and after th e period of 
totality. 

The spacecraft was shut down on ovember 
1, 1967, about 200 hours after sunset during its 
second lunar night on the :Moon. 



3. Television Observations from Surveyor V 

E. M. Shoemaker, R. M. Batson, H. E. Holt, E . C. Morris, 
J. J. Rennilsol1 , and E. A. Whitaker 

Surveyor V landed on the lunar surface at 
00:46:44 GMT on Day 254 (September 11), 35 
hours after local sunrise on the Moon. Between 
the tim e of landing and lunar sunset, 13 days 
later, it transmitted more than 18000 high­
quality television pictures of the lunar surface 
and parts of the spacecraft. The Surveyor V 
camera was operated extensively from the Gold­
stone, California, and Canberra, Australia, track­
in g stations of the Deep Space Network; some 
pictures, however, were also received a t the 
Madrid, Spain, tracking station. 

The Surveyor V television camera is similar to 
the cameras flown on Surveyors I and III (ref. 
3-1). The Surveyor V camera, 110 wever, was 
more sensitive than the Surveyor III camera. 
The total range of response of the Surveyor 
V camera, like that of the Surveyor I and III 
cameras, is about 1000000 to 1, which is 
achieved by the combined use of various filters, 
apertures, and exposure times. Three color filters 
(red, green, and blue), carefully matched to the 
spectral response of the camera, were carried on 
Surveyor V. The match of the camera-filter spec­
tral response function to the standard CIE color­
matching functions was as good as that achieved 
on the Surveyor III camera. 

After landing, the mirror and optical parts of 
the Surveyor V camera were clean and free of 
dust and dirt particles. Thus the pictures were 
of the highes t quality yet received from a Sur­
veyor spacecraft. 

La nding Site 

The landing site of the spacecraft, as de­
termined from inflight tracking data, is at 1.50° 

T. latitude and 23.19° E. longitude. On the basis 
of post-landing tracking data, the landing site is 
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at 1.41 ° . lati tude and 23.1So E. longitude. The 
3a uncertainty ellipse for the first solution has a 
semi-major axis of 6.9 km and a semi-minor axis 
of 2.7 km (fi g. 3-1). This site is in the south­
western part of Mare Tranquillitatis, about 70 
km north of the southern boundary of the mare 
and a little over SO km eas t of the crater Sabine 
(fig. 3-2). It is near the periphery of a complex 
sys tem of mare ridges, but no known mare ridges 
occur within 19 km of the most probable posi­
tion of the landing site. The region is crossed by 
faint rays associated with the major crater The­
ophilus, 350 km to the south, and the landing 
site may be within one of the Theophilus rays. 

The highlands to the wes t of Mare Tranquil­
litati s are characterized by prominent ridges 
trending northwest (fig. 3-2 ), these ridges are 
part of the sys tem of Imb'ian sculpture (refs . 3-2 
and 3-3). Subordinate linear structures in the 
highlands, such as the Ariadaeus rille, trend 
about 70° W. High-resolution photographs of 
the immediate vicinity of the landing site taken 
by Lunar Orbiter V (frame H-7S) reveal many 
craters about 10 meters across and smaller, which 
are alined in a northwes t direction. Typically, 
these small cra ters occur in pairs, and the line 
between their centers trends northwes t; a few 
individual craters are markedly elongate in this 
same northwest direction. This alinement fol­
lows the dominant trend on this part of the mare 
of the lunar patterned ground, which consis ts of 
gentle ridges and troughs of very low amplitude. 
Both the alined craters and the lunar patterned 
ground probably refl ect a subsurface system of 
fis sures and joints which are related to the 
Imbrian sculpture. 

An unsuccessful attempt was made to locate 
the Surveyor V landing site on Lunar Orbiter V 
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FIGURE 3-1. - Lunar Orb iter V medium-l'esolution photograph (M-74 ) of an area in thc 
southern part of Mare Tranquillitatis, Cross shows solution from inRight track­
ing data for the location of Surveyor V, and ellipse shows 3a limit of error of 
this location . Large crater on the right side of the photograph is Sabine D . 
The crater in which Surveyor V landed is too small to be resolved in this 
photograph . 

high-resolution frame H-78. The coordinates of 
the landing site obtained from the tracking data 
were plotted on ACIC Lunar Chart AIC 600 
and transferred to the Lunar Orbiter photograph; 
the resolution of this photograph is about 2.5 
meters. The chances were remote of identifying 

the Surveyor V crater by its size and shape alone. 
It is hoped that the study of the distant features 
shown in narrow-angle photographs of the hori­
zon, taken near sunset, will lead ultimately to 
the identifica tion of the crater in \vhich Surveyor 
V landed. 
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FIGURE 3-2. - Earth-based telescopic photograph of Mare Tranquillitatis and the highlands to 
the west. Prominent northwest-trending ridges and valleys in the highlands 
are part of Imbrian sculpture. 

Landing Site Topography 

Data obtained from the television pictures 
have been used to prepare preliminary topo­
graphic maps of small areas on the lunar surface 
surrounding Surveyor V. The orientation of the 
spacecraft and of the camera has been de-

termined from television camera observations of 
stars and planets and of the lunar horizon, and 
also from the angular settings of the solar-panel 
Sun sensor and positional tuning of the space­
craft's planar array antenna. The stars Sirius, 
Arcturus, Agena, and Capella and the planets 
Venus and Jupiter were observed. Preliminary 
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reduction of these observations showed that the 
spacecraft was tilted 19.7 0 at an azimuth of 
N17° E. Observations of the lunar horizon, on 
the other hand, indica te that the spacecraft was 
tilted 19.40 a t an azimuth of 130 E. The 
amount of tilt of the spacecraft, at the time of 
these observations, is known within a few tenths 
of a degree, but the present solution for the azi­
muth of tilt has a probable error of several de­
grees. The camera 0° azimuth was found from 
the stellar and planetary observations to be 
oriented approximately 24.7° E. This solution 
is accurate within a degree. Near the end of the 
first lunar day, the shock absorbers on legs 2 
and 3 compressed, and the spacecraft was tilted 
about 3° more to the northeast. The final atti­
tude of the spacecraft and camera at the end of 
the first lunar day is not accurately known. 

The positions of points on the lunar surface, 
relative to the television camera, were obtained 
from angular position measm ements derived 
from potentiometers on the elevation and azimuth 
axes of the camera mirror, and from range meas­
urements based on the solution for points of best 
focus in pictmes taken at many different focus 
settings. This method of topographic mapping is 
essentially new; we refer to the technique as 
focus mnging. The technique utilizes pictures 
taken at eight to ten different focus settings at 
each camera elevation position along a given azi­
muth. Small areas in bes t focus in each picture 
are located on a mosaic of pictmes taken at 
specific focus settings; the azimuth and elevation 
of the centers of each small area in bes t focus 
are determined by graphical measurement. The 
location of a point on the lunar surface with 
respect to the intersection of the camera-mirror 
rotation axes is computed from azimuth, eleva­
tion, and calibrated focus distance. Focus-rang­
ing surveys of the Smveyor V landing site were 
taken at each available camera elevation position 
along camera azimuth lines 18° apart. The eleva­
tion angles are separated by 4.96° increments. 
Partial focus-ranging surveys also were taken 
along several intermediate azimuths. 

More than 4000 focus-ranging pictures were 
taken during the first lunar day, from which more 
than 500 control points were computed for com­
pilation of the preliminary topographic maps 
(fi gs. 3-3 and 3-4). These maps show that the 

Surveyor V spacecraft is located on the south­
wes t wall of a crater, 9 meters wide, about 12 
meters long, and more than a meter deep. Foot­
pads 2 and 3 of the spacecraft came to res t near 
the foot of the cra ter wall, and footpad 1 rests 
near the rim of the cra ter. For convenience, we 
will call this crater the Surveyor V crater. 

Because the camera is inclined toward the floor 
and far wall of the Surveyor V cra ter, more than 
80 percent of the field of view below the horizon 
is occupied by parts of the lunar surface that are 
not more than 6 meters from the camera. The 
rim or edge of the crater, as seen from the 
camera, lies about 8° to 19° below the horizon 
and follows a sinusoidal curve approximately 
parallel with the horizon in the panoramic mo­
saics prepared from the pictures (fig. 3-5). Under 
high Sun illumination, the edge of the crater can 
be observed as a region of abrupt change in the 
apparent eccenh'icity of very small craters, which 
reflects the change in surface slope. A rather 
abrupt change in the observable texture of the 
smface and in average photographic density or 
tone also occurs at the edge of the crater (fig. 
3-6). At very low angles of solar illumination, 
the edge of the crater is easily distinguished as 
the upper edge of the shadow fillin g the cra ter. 

As revealed by figures 3-3 and 3-4, the Sm­
veyor V crater is elongate in the northwest direc­
tion. It is, in fac t, the largest local member of a 
chain of small craters trending northwest, and it 
appears to be a compound crater consisting of 
two partially merged, smaller craters or com­
ponents separated by a subdued northeas t-trend­
ing septum or low ridge. Thus, the Surveyor V 
crater appears to be a member of the family of 
elon gated craters and crater pairs observed on 
the Lunar Orbiter V high-resolution photographs 
in the vicinity of the Surveyor V landing site. 

The floor of the southeast component of the 
Surveyor V crater is about 20 cm higher than that 
of the northwes t component, but the rim of the 
compound crater is also 20 to 30 cm higher on 
the southeas t than on the northwes t. The camera 
elevation axis rises almost 80 cm above the north 
rim of the cra ter, but only about 30 cm above 
the south rim. 

Beyond the rim of the Surveyor V crater, the 
lunar surface is visible out to distances of about 
a kilometer to the north and west. The horizon 
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to the eas t and south is closer. In one sector 
south of the spacecraft, the horizon is only about 
100 meters distant, where it is occupied by the 
raised rim of a nearby crater. The horizon lies 
slightly above the horizontal line of sight in all 
directions and is 0.4° high on the average. These 
data suggest the landing site is within, and on 
the southeast flank of, a very broad, shallow de­
pression on the order of 1 km in width and about 
10 meters or a few tens of meters deep. 
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Morphology a nd Distribution of Crate rs 

In profile (fig. 3-7), the Surveyor V crater is 
dimple-shaped; it lacks a raised rim, and the 
slope of the crater wall increases gradually to­
ward the center of the cra ter. It has a distinct 
small concave floor, however, about 2.4 meters 
wide. Both in plan view and in profile, the Stu'­
veyor crater resembles other craters, observed in 
Ranger pictures and Lunar Orbiter photographs, 
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R. Jordan, and K. B. Larson ) . 
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FIGURE 3-5. - Mosaic of wide-angle pictures from Surveyor V taken the day before lunar 
sunset. The horizon follows a sinusoidal curve because the camera is tilted. 
The shadow of the wes t wall of the Surveyor V crater partially fills the crater 
at the left . Rounded edge of the crater follows the horizon, but lies approxi­
mately one-half the width of one wide-angle picture below it (day 266, 
11:20:24 to 11:47:54 GMT). 

which are inferred to have been formed by drain­
age of surficial debris into subsurface fis sm es 
(refs . 3-4 to 3-6). We infer that the Surveyor V 
crater has been formed by drainage of surficial 
fragmental debris into a fissure that passes be­
neath the center of the crater and extends for 
some distance both northwes t and southwest 
beneath the crater chain . 

Along the northwes t wall of the Surveyor V 
crater is a chain of small craters ranging in di­
ameter from 20 to 40 em (figs . 3-3 and 3-8) . The 
trend of this chain is nearly parallel with the 
long axis of the Surveyor V crater. This group of 
small craters probably has been formed by recent 
renewed drainage into the underlying fissure or 
into a parallel fissme. Other small craters are 
scattered over the 'walls and :Boor of the Surveyor 
V cra ter; many have low raised rims. Most of 
these craters probably were formed by impact. 

The lunar surface beyond the rim of the Sur­
veyor V crater is pockmarked with hundreds of 
craters visible from the vantage point of the Sur­
veyor V camera. They range in diameter from 
a few tens of centimeters to more than 20 meters. 
About 10 meters northwes t of the Surveyor V 
camera is another rimless crater about 4 meters 

in diameter (fig. 3-9). This crater has probably 
been formed by drainage of debris into a sub­
surface fissure, like the Surveyor V crater, and is 
probably localized over the same fissure or a 
parallel one. Many other craters observable in 
the middle distance are of similar rimless form 
and may have been formed by drainage of 
surficial debris. 

The size-frequency distribution of small cra ters 
ranging from 6 em to 2 meters diameter, which 
occur within the Surveyor V crater and in the 
near field out to 10 meters from the spacecraft 
(fi g. 3-10), was determined from Surveyor V pic­
tmes taken early in the lunar day and just before 
sunset. In addition, the size-frequency distribu­
tion of cra ters ranging from 4 to 256 meters in 
diameter was determined from Lunar Orbiter V 
photograph H-78 for an area of l-km radius 
within the 3cr Surveyor V landing ellipse. A total 
of 107 craters was measured from the Surveyor 
V pictures and 1196 craters were measured from 
the Lunar Orbiter photograph. 

A comparison of the cumulative size-frequency 
distl'ibution of small craters measured from the 
Surveyor V pictures with size-frequency distribu­
tion of craters determined for the Surveyor I and 
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FIGURE 3-6. - Mosaic of narrow-angle pictures from Surveyor V showing the northwest wall 
of the Surveyor V crater, and the far field beyond the rim of the crater ex­
tending to the horizon. Differences in texhlre of the crater wall and the far 
field are due to differences in the distance from the camera and inclination of 
the surfaces ( day 275, 15:12:50 to 16 :11 :20 GMT). 

III sites (fi g. 3-11) shows fewer small cra ters at 
the Surveyor V site. This observational differ­
ence is due primaril y to the incompleteness of 
the observational data for the Smveyor V site. 
The low oblique view (from the television cam­
era) of the lunar surface outside of the Surveyor 
V crater and unfavorable illumination of parts 
of the Surveyor V crater during the lunar day 

made recognition of the small craters difficult. 
The cumulative frequency of craters in the 4- to 
256-meter-diameter range, determined from the 
Lunar Orbiter V photograph, is somewhat below 
the average for the lunar plains. This observed 
low frequency near the Surveyor V site is due, in 
part, to incompleteness of the data near the 4-
meter end of the diameter range measured, but 

J 
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the number of craters from about 50 to 250 
meters in diameter is actually somewhat below 
average in the area examined. The overall cu­
mulative size-frequency distribution of craters at 
the Surveyor V landing site probably approaches 
the general frequency distribution for craters on 
the mare surfaces determined from Ranger VII, 
VIII, and IX pictures (fi g. 3-11). 

Thickness of Lunar Regolith 

A few craters in the middle distance have dis­
tinct, raised blocky rims. One crater, about 200 
meters to the north of the spacecraft (fig. 3-12), 
is about 15 meters in diameter; another crater, 
about 100 meters to the south (fig. 3-l3), is abou t 
20 meters in diameter. A strewn fi eld of blocks 
surrounds each of these craters; the strewn field 
associated with the crater to the south extends 
almost to the spacecraft. If the blocky-rimmed 
cra ters have depth-to-diameter ratios between 
1:3 and 1:4, ratios characteristic of small primary 
lunar craters, the presence of blocks on their rims 
indica tes tha t the depth to coarse blocky or 
coherent material is locally not grea ter than 
about 5 meters. The scarcity of blocky ejecta 
around most small craters, however, indica tes 
that at leas t the upper few meters of material 
consist predominantly of fine-grained debris 
with little or no cohesion (refs. 3-6 to 3-8). 

o_~, 

Surficial Debris 

An unusually detailed view of the surficial de­
bris layer or lunar regolith is provided by the 
closeup pictures of the walls and floor of the 
Surveyor V crater. The spacecraft initially 
touched down on the upper part of the south 
wall of the crater; footpad 1 touched first out­
side of the crater, and footpads 2 and 3 part way 
down the crater wall. As the spacecraft re­
bounded, it slid down the crater wall and came 
to res t with footpads 2 and 3 close to the edge 
of the concave crater floor. A 1-meter-Iong 
trench dug by footpad 2 in sliding downward 
is shown in figure 3-14. It is about 10 cm deep at 
the upper end and partly filled with loose debris. 
A good exposure of the fragmental material that 
lines the Surveyor V crater wall can be seen for 
about 60 cm along the wall of this trench. 

Loose debris was thrown out in front of each 
footpad, as the spacecraft slid down the crater 
wall, and form ed distinct low piles that extend 
out onto the crater floor in front of footpads 2 
and 3 (fig. 3-3). In addition, a considerable 
amount of loose material cascaded down the 
slope ahead of footpad 1 and is visible on the 
Roor of the crater directly beneath the camera. 

Many individual fragments rolled a short dis­
tance, leaving tracks on the original surface 
(fi g. 3-15). Some of these tracks, which are a 

o· 
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FIGURE 3-7. - Longitudinal and transverse profllcs of the Surveyor V crater (see fi gs. 3-3 
and 3-4). 
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FIGURE 3-8. - ' Vide-angle p icture of the northwes t wall of the Surveyor V crater. Chain of 
small cra ters 20 to 40 cm in diameter extends from the center to the bottom of 
the picture ( day 266, 11 :26:28 GMT ). 

millimeter to a few millimeters deep, were 
formed. by fragments no more than 2 cm across. 
On the assumption that the density of the frag­
ments does not exceed. 3 g/ cm3, the develop­
ment of the tracks shows that the bearing 
strength of the uppermost few millimeters of the 
fine-grained debris on the lunar surface is less 
than 104 dynes/ cm2 for surface areas of about 
1 cm2 . This fragile, uppermost layer was dis­
turbed not only by fragm ents se t in motion dur­
ing landing of the spacecraft, but also by the 
scouring effect of the gases exhausted from the 
vernier engines, when they were turned on to 

conduct an erosion experiment. At distances 
more than a meter from the vernier engines, the 
surface has a marked swept appearance with 
many low parallel grooves (fi g. 3-16). These 
grooves probably were formed primarily by the 
slidin g and rolling of loose fragments ranging in 
size from a few millimeters to a few centimeters 
across ( fig. 3-17 (a) and 3-17(b )). Many loose 
fragm ents ejected during the landing of the 
spacecraft were moved again during the firing of 
the vernier engines. 

A remarkable varie ty of fragments is revealed 
in the pictures of the debris dislodged by the 

I 
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spacecraft and in pictures of the undisturbed 
surface as well. In the debris in front of footpad 
2 (ng. 3-18) are: 

(1) Bright, angular fragments, which are in­
ferred to be pieces of dense rocky mate­
rial. 

(2) Dark, rounded objects, which are probably 
aggregates of very nne-grained particles. 

(.3) Dark, lumpy objects, which appear to be 
aggregates of aggregates . 

The aggregate character of some of the loose, 
ejected fragmen ts is well demonstrated by the 
presence of bright, angular chips set in a dark, 
fin e-grained matrix ( figs. 3-19 (a) and 3-19(b )) . 
The surface texture of one fragment several cen­
timeters across , originally lying on the southeast 
wall of the crater (fig. 3-19(c)), suggests that it 
too is composed in part of resolvable pieces and 
chips, each a few millimeters across. Its surface 

is marked by numerous small, angular protuber­
ances and indentations. Similar, but slightly 
more rounded, protuberances 1 to 3 mm across 
were observed on a dark, rounded object ex­
posed in the wall of the trench dug by footpad 
2 (ng. 3-19(d)) . 

Material exposed in this h'ench is closely simi­
lar to the rubble or debris exposed in many of 
the small craters (a few tens of centin1eters 
across) that dot the walls and floor of the SlU'­
veyor V crater (ng. 3-20). Most of the debris 
appears to be clods or aggregates of nne parti­
cles. A subordinate number of objects in the 
debris appear to be complex aggregates or indi­
vidual, bright, angular pieces of rocky material. 

New photometric evidence obtained from the 
Surveyor V pictures shows that the bright, angu­
lar fragments are denser or at leas t less porous 
than the dark, fine-grained surface material and 

FrCUJ1E 3-9. - \Vide-angle picture of the far ReId and horizon northwest of Surveyor V. The 
clark area along the bottom of the picture is part of the wall of the Surveyor V 
crater in shadow. A crater 4 meters in diameter lies behveen the rim of the 
Surveyor V crater and the horizon. This crater, which is devoid of a raised 
rim , probably is part of a system of craters alined in a northwest direction and 
parallel with one of the major lineat ion directions in ;fare Tranquillitatis (day 
266, 11:27:18 GMT). 

- -- -- -- -- --~! 
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FIGURE 3-10. - Location of areas used in determination of size-frequency distribution of 
craters (area V-I) and fragm ents (areas V -A to V -H ) at the Surveyor V land­
ing site. Rim of the Surveyor V crater is indicated by broken line; stippled 
pattern indicates area V-l used in the determination of size-frequency distri­
bution of craters. 

dark aggregates. Figure 3-21 illustrates a bright, 
angular fragment, about 12 cm across and 2 
meters from the camera, under two different 
angles of solar illumination. The shadow of one 
of the omnidirectional antennas on the space­
craft passed over this fraament during the lunar 

day, and we have referred to it as the "omni 
rock." In figure 3-21(a), this object is seen as it 
appeared in the late lunar morning at a small 
phase angle (angle between the vector from the 
object to the camera, and the vector from the 
object to the Sun). At this phase angle, most 
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parts of the smface of the fragment are slightly 
brighter than the SWTowlding fine-grained de­
bris. Some parts of the fragment, however, are 
covered with material that has nearly the same 
brightness as the nearby fine-grained debris. 
These covered parts of the fragment are depres­
sions that appear to be partly filled with dark, 
very fine-grained ma terial. In figm e 3-21(b), the 
fragment is shown as it appeared in the late 
lun ar afternoon at a large phase angle. Here, the 
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FICURE 3-11. - Size-frequency distribution of small cra­
ters at the Surveyor V landing site compared with the 
size-frequency distribution of craters estimated for the 
Surveyor I and III landing sites, and the mean size­
frequency distribution of small craters on the lunar 
planes determined from Ranger VII, VIII, and IX 
pictures. 

exposed surfaces of the fragment are much 
brighter than the surrounding fine-grained debris 
and much brighter than ilie fine-grained material 
in the depressions on its smface. The difference 
in contrast in the two pictmes is due to differ­
ences in the photometric function of the fine­
grained debris and the photomeb'ic function of 
the smface of the angular fragment. Much more 
light is scattered from the smface of the angular 
fragment at large phase angles than from ilie 
dark, fine-grained material, whereas the Imni­
nance of the angular fragment and the fine­
grained debris is more nearly equal at small phase 
angles. This indicates that the smface of the 
fragment is more like a lambertian scattering 
smface than is the dark, fine-grained smface 
material. It is, therefore, less porous or less 
rough at a scale below the resolution of the tele­
vision pictmes. 

Many other bright, angular objects in the fi eld 
of view around Smveyor V show photometric 
properties similar to those observed for the "omni 
rock." The top of an angular block, about 11 cm 
across and 6 meters from the camera, is seen to 
be much brighter at large phase angles than the 
nearly parallel surface of the fine-grained debris 
smrounding the block (fig. 3-22). A bright, 
rounded object, which rolled into the head of the 
trench formed by footpad 2 (fig. 3-23), was also 
conspicuously bright at large phase angles com­
pared with the SUlTowlding dark clods and rub­
ble, This object may have been partly broken 
by the impact of footpad 2 before rolling into ilie 
trench and, if so, some of the surfaces observed 
may have been freshly formed. It may be in­
ferred that all bright objects, which exhibit a 
photometric function more like that of a lamber­
tian surface than like most other parts of the 
lunar surface, are relatively dense, coherent ma­
terial. Probably they are either rocks or com­
pacted aggregates of fine particles whose me­
chanical properties are similar to those of rocks. 
Some such compacted aggregates may have been 
formed by shock compression dming impact 
cratering. 

The blocks on the raised rims of some of the 
larger craters in the middle distance are too 
numerous for all of them to have been formed 
by shock compaction of weakly coherent, fine­
grained fragmental material. Impact experiments 

- - - - -- ~~- - - -~~--
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F ICU HE 3-1 2. - 1 arrow-angle p icture showing blocky-rim crater about 15 meters in d iameter, 
approx imately 200 meters north of Surveyor V ( day 265, 15:30:48 GMT). 

FICURE 3-13. - Mosaic of narrow-angle pictures from Surveyor V taken on the second day 
before lunar sunset. The low rim of a nearby crater 20 meters in d iameter 
forms a slight bump on the horizon. A strewn field of blocky debris adjacent to 
the crater lies in the far field just below the horizon. Rim of the Surveyor V 
cra ter lies midway between the horizon and bottom of the mosaic. D ark ob­
ject at right is part of the spacecraft (day 265, 11:16:31 to 11 :21:44 GMT) . 
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F IGU RE 3-14. - Mosaic of two wide-angle pictures showing footpad 2 and the trench it dug 
when the spacecraft slid down the inner slope of the crater. The trench is 
about 1 meter long and 3 to 10 cm deep (day 258, 03:24:59 and 03:40:28 
GMT ). 

in weakly coherent, targe t materials show that 
the amount of rocky material produced by shock 
compression is a small fraction of the total debris 
ejected from the impact craters, and the rocky 
pieces so form ed are small compared with blocks 
ejected from craters of comparable size formed 
in targets of coherent rock. l It is highly probable 
that the blocky fragments in the strewn fields 
around the raised-rim craters north and south of 
the spacecraft are derived from a rocky sub­
stratum that underlies the surface debris layer. 

Blocks in the strewn field south of the space­
craft are close enough to be observed in some 
detail in the narrow-angle, high-resolution Sur­
veyor V pictures (figs. 3-24(a) and 3-24(b)) . They 
are angular to subrounded, and generally do not 
exceed 2.5 to 50 cm in maximum observable di­
mension . At low phase angles, they appear 
slightly brighter than the surrounding fine­
grained debris on the lunar surface (fig. 3-24(b)), 
and some of them are distinctly mottled with ir­
regular, bright spots 1 to 2 cm across. In this 
respect, these fra gments resemble a mottled 
angular-to-subrounded block 50 cm across that 

1 H . J. Moore, personal communication, based on ob­
serva tions of missile impact craters at the White Sands 
Missile Range, New Mexico. 

was observed near Surveyor I, over a thousand 
kilometers to the wes t of the Surveyor V landing 
site (ref. 3-1). This widespread dish'ibution of 
mottled rocks suggests that they may be an 
important lithologic component of the maria. 

Surveyor V pictures show two fragments of 
unique appearance that may once have been 
melted or partially melted by shock. One frag­
ment, on the wall of the Surveyor V crater just 
above the trench formed by footpad 2, is about 
3 cm long and ilTegular to knobby in shape. A 
picture of it taken in the late lunar morning (fig. 
3-25) sugges ts that its upper surface is partly 
specular. Various parts of the fragment are 
either much brighter or much darker than the 
surrounding fine-grained debris. 

The other fragment is about 1 em long and 
was deposited on the floor of the Surveyor V 
crater during the firing of the vernier engines. 
This fragment is exceedingly ragged in outline 
and appears to be pierced by holes, as indicated 
by gaps in the shadow it cas ts (fi g. 3-26). It is 
probably a natural object blown out of the crater 
wall by the vernier engine exhaust, but there is a 
possibility that it is simply an artifact created 
by the interaction of the rocket fuel or oxidizer 
or the exhaust with the lunar surface material. 
Both this object and the partly specular fragment 
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may be comparable to shock-formed glasses and 
impactites shown in fig. 3-27. Specular surfaces 
and irregular shapes are common characteristics 
of impactites, and we suggest that these two un­
usual lunar fragments may be impactites. 

Size-Frequency Distribution of 
Fragmental Debris 

The size-frequency distribution of the frag-

mental debris ,vas studied in eight sample areas 
(fig . 3-10) close to the spacecraft. One sample 
area (fig. 3-10, area V-A, and fig. 3-18), near foot­
pad 2, is entirely in the loose material ejected in 
front of the footpad, and two sample areas (fig. 
3-10, areas V-B, fig. 3-28(a), and V-C, fig. 3-16) 
are on the floor of the Surveyor V crater between 
footpads 2 and 3. The other sample areas are on 
the undisturbed northeas t and northwest walls 

FIe HE 3-15. - Wide-angle picture of the lunar surface just below the television camera show­
ing tracks made by lunar fragments set in motion downslope during landing 
of the spacecraft on the moon. White bar and dark area at the bottom of the 
picture are parts of the camera ( clay 254, 23:52:53 GMT). 
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F IC RE 3-16. - Area V-C, a small arca on the floor of the Surveyor V crater strcwn with 
fragments scattered by the spacecraft as it landed . Part of the surface has a 
swept appea rance produced by the rolling and sliding of particles set in 
motion by the exhaust from one of the vern ier engines. Smallest fragments 
resolved are about 1 mm across, and thc largest fragments are about 3 em 
across (day 264, 12:22:43 GMT). 

of the crater (fig. 3-10 and fi gs. 3-28(b) to 3-28(f)) . 
A total of 4602 fragments was counted, ranging 
in size from 1 mm to 6.4 cm. 

The cumulative size-frequency disb'ibution of 
the measured fragments of the undisturbed sur­
face, normalized to an area 100 m2 for each of 
the sample areas, may be compared with the 
average size-frequency distribution of fragmental 

debris on undisturbed parts of th lunar surface 
at the Surveyor I and III landing sites (fig. 3-29). 
The size-frequency disb'ibution of the fragmental 
material on the undisturbed walls of the Sur­
veyor V crater is similar to that observed at the 
Surv yOI' I and III sites. Most of the size­
frequency distribution curves for the debris on 
the wall of the Surveyor V crater have a slightly 
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FIGURE 3-17. - A small area on the lunar surface about 2 meters from the spacecraft, in 
which 100 e fragments moved duting the firin g of the vernier engines. (a) 
Picture taken approximately 24 hours before firing of the vernier engines. 
A fragm ent approx imately 3 cm wide was disturbed by Surveyor V during 
landing and rolled and bounced across the lunar surface, leaving a track which 
can be seen near the center of the picture ( day 255, 06:07:26 GMT ). (b) 
Picture of the same area approximately 24 hours after firin g of the vernier 
engines. A comparison with (a) shows that, while some of the larger frag­
ments and lumps have not moved, most of the finer fragments have shifted 
positions (day 257, 08 :21:19 GMT ). 

steeper slope, however, than the curves obtained 
for fragmental debris at the Surveyor I and Sur­
veyor III sites (refs . 3-9 and 3-10). Thus, there 
are fewer fragments larger than 6 cm per unit 
area around the Smveyor V crater. This paucity 
of coarse fragments may be the result of h¥o 
related factors: 

(1) A grea ter thickness of the fragmental de­
bris layer at the Smveyor V landing site, 
compared with the Surveyor I and III 
landing sites . 

(2) A greater distance from Surveyor V to the 
neares t raised-rim craters with associated 
strewn fields of coarse blocks . 

The size-frequency distribution of the lumpy, 
fragmental material kicked out on the surface 
by the footpads during landing is clearly much 
coarser than the particles observed on the undis­
turbed surface (fi g. 3-30), as was the case at the 

Surveyor I landing site (ref. 3-1). The areas 
studied on the floor of the crater between foot­
pads 2 and 3 (areas V-B and V-C, fig. 3-31) con­
tain fragmental material not quite as coarse as 
the distmbed material around foo tpad 2 (area 
V-A, fi g. 3-31). The ejected material around the 
footpads and on the floor of the crater is in­
terpreted to consist mostly of clods or aggregates 
of fine-grained material. i[ost of the clods are 
irregular to rounded in shape, and their albedo 
is similar to, or slightly lower than, the surround­
ing undiShU'bed surface material. The material 
between footpads 2 and 3 was probably kicked 
out by foo tpad 1 and has cascaded down the 
wall of the crater and out onto the floor. The 
finer particles have been strewn downslope, and 
the larger particles have tended to roll to the 
base of the slope and accumulate there. The 
difference in the size-frequency distribution of 
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areas· V-A, V-B, and V-C is interpreted to be due 
to a sorting effect as the material kicked out by 
footpad 1 cascaded downslope. 

A study of the fragmental material in the Sur­
veyor V crater has shown that many of the frag­
ments, up to a few centimeters grain size, are 
aggregates of filler particles. Almost certainly, 
many of the small fragments and grains counted 
on the wall of the crater in the study of the size­
frequency distribution of fragments are aggre­
gates. This probably accounts for the large 
number of particles in the size range of a few 
millimeters observed on the wall and for the 
steepness of size-frequency disb·ibution curves . 
Many aggregates probably were also included in 

the counts of small particles at the landing site 
of Surveyor III, but we believe that most of the 
small particles counted at the Surveyor I landing 
site are individual rocky chips. Care was taken 
in the study of the fragmental debris at the 
Sm-veyor I landing site to count only bright, 
angul ar objects. Nearly all the fragments larger 
than a few centimeters, which were coun ted a t 
all three Surveyor landing sites, are believed to 
consist of fairly dense, rocky materiaL 

Photometric Observations 

Preliminary photometric measurements have 
been made of the undisturbed lunar surface, dis-

FIGURE 3-18. - Ar a V-A, uscd to determine size-frequency distribution of fragmental mate­
rial thrown onto the lunar surface in front of footpad 2 during landing. Most 
of the fragments are aggregates of fin e particles. The bright fragments prob­
ably are pieces of coherent rock. Some dark, lumpy objects may be aggregates 
of aggregates . Smallest fragments resolved in this picture are about 1 mm 
across, and the largest fra gments arc about 3 cm across (day 258, 08:40:04 
GMT). 

-~ ---~ - - ----- - - ---
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FrcuHE 3-19. - 1 arrow-angle pictures show­
ing various types of aggregate fragments 
observed in the Surveyor V crater. (a) 
Two fragments each about 2 cm acros 
ejected during landing. Bright spots with 
angular ou tlines on these fragments are 
probably tiny, bright rock fragments em­
bedded in a very Ene-grained, dark matrix 
( day 264, 11:47:56 G 1T) . ( b ) Frag­
ments thrown out of trench made by foot­
pad 2 during land ing. Angular fragment 
at top of picture, which is about 4 cm 
long, has bright and light gray spots, 
which may represent rocky chips and 
compacted aggregates of fine-grained par­
ticl es. The whole fragment appears to be 
a complex aggregate composed of rock 
chips and smaller aggregates (day 258, 
01:41:27 GMT). ( c) Fragment 10 cm 
across lying on southeast wall of Surveyor 
V crater. Surface of fragment exhibits 
numerous small, angular protuberances 
and indentations, which suggests it is a 
conglomerate or breccia composed of l'e­
solvable pieces and chips (day 258, 
08:33:13 GMT ). (d) Wall of trench dug 
by footpad 2 during lunar land ing. Larg­
est, dark rounded object to left has 
rounded protuberances 1 to 3 mm across, 
each of which may be an aggregate of 
fin e particles. The entire object appears 
to be an aggregate of small er aggregates 
(day 258, 08:39:28 GMT ). 
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FrCUHE 3-20. - arrow-angle picture showing fragments in small crater on the north wall of 
the Surveyor V cra ter. The small crater is lined with fragm ents sim il ar to 
those exposed in the trench dug by footpad 2 during land ing. Most of the 
fragments are aggrega tes of fine particles; complex aggregates and individual 
bright rocky chips also appear to be present (day 264, 12:12:24 GMT). 

turbed material, and parts of the trench formed 
by footpad 2 durin g landing. 

Reduction of 16 photometric measurements of 
the undisturbed lunar surface near the space­
craft indicates that the photometric function of 
this site is similar to that observed at the Sur­
veyor I and III landing sites. The estimated 
normal albedo (normal luminance factor) of un­
disturbed parts of the hmar surface near the 
spacecraft is 7.9 ± 1.0 percent. Telescopic photo­
meh'ic measurements of the normal albedo of 
an area several kilometers in diameter around 
the landing site 2 averaged about 9.4 percent. 
Apparently, Surveyor V landed in a dark spot or 
patch within a relatively bright area. This bright 

2 H. A. Pohn and R. L. 'Wildey, personal communi­
cation. 

area is part of the ray sys tem of Theophilus, and 
the dark patch may sinlply be a gap in the ray. 

The debris kicked out on the floor of the Sur­
veyor V crater in fron t of the footpads has a 
photometric function similar to that of the undis­
turbed material , but is slightly darker (fig. 3-32). 
The normal albedo of this material is es tinlated 
to be 7.5 ± 1.0 percent, about one-twentieth 
lower than that of the undisturbed surface. Dark, 
rubbl y material exposed in the wall of the foot­
pad 2 trench also has a normal albedo about one­
twentieth lower than the undisturbed surface. 
Although the contrast in albedo between the 
ejected debris and the undisturbed surface is 
less than that observed at the Surveyor I and III 
sites (refs. 3-9 and 3-10), the albedo of the dark, 
ejected material is nearly the same at the Sur­
veyor III and V si tes (ref. 3-10). 
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FIGURE 3-21. - Two narrow-angle pictures 
showing an angular fragment 12 cm 
across lying 2 meters from the television 
camera on the floor of the Surveyor V 
crater. ( a) Picture taken in late lunar 
morning. Exposed parts of fragm ent are 
slightly brighter than surrounding sur­
face debris. Parts of the fragment cov­
ered with nne-grained debris appear as 
slightly darker patches ( day 257, 02:47: 
27 GMT ). ( b ) Picture taken in late 
lunar afternoon . The exposed parts of 
the fragment nre conspicllOllsly brighter 
than the surrounding nne-grained debris 
on the lunar surface and also brighter 
than the small patches of debris lying 
in depressions on the upper surface of 
the fragment ( day 264, 04:22 :25 GMT ). 
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F IG RE 3-22. - Angular block 11 cm in diameter on the 
east rim of the Surveyor V crater. The nearly level, 
upper surface of this block is much brighter at large 
phase angles than the surrounding nne-grained debris 
(day 258, 08:44 :16 G tIT ). 

F I GURE 3-23 . - Rounded, broken f ragment lying in the trench dug by footpad 2. This frag­
ment appears to have rolled into the upper end of the trench soon after it was 
formed. It is conspicuously bright at large phase angles compared with the 
surrounding dark clods and rubble ( day 258, 08 :30 :02 GMT). 

----~ 
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FIGURE 3-24. - Fragments in strewn field of blocks south of spacecraft. (a) Subrounded 
fragments lying 18 to 30 meters from Surveyor V television cam era. Largest 
fragment, which casts a sma)) shadow, is 30 to 40 cm across. These are some 
of the largest fragmcnts in the field of view around Surveyor V (day 263, 
07:38:46 GMT). (b) Mottled, subrounded fragments, largest of which is 
about 20 cm across, lying 5 to 6 meters from Surveyor V television camera. 
These fragments exh ibit bright spots, 1 to 2 cm across, similar to those on 
one of the large rocks ohserved at the Surveyor I land ing site (day 264, 
11:37:01 GMT) . 



TELEVISION OBSERVATIONS 33 

.. 

FIGURE 3-26. - Strange, ragged object on floor of Sur­
veyor V crater; this object is about 1 cm across and 
apparently has holes through it. It arrived in its pres-I\. 
cnt position during or after firing of the spacecraft'sL/ 
three vernier engines. This object may be an impactite 
or it may be an artifact produced dlll'ing engine firing 
(day 257,02:49:06 GMT). 

Parts of the floor and walls of the trench 
plowed by footpad 2 have been smoothed by 
the pressure and sliding of the footpad (fig. 3-14). 
As observed in the footpad imprints at the Sur­
veyor III landing site (ref. 3-10), these smoothed 
surfaces are brighter than the undisturbed parts 
of the lunar surface at certain phase angles. This 
effect is a result of the difference in photometric 
function between the rough, undisturbed surface 
and the smoothed surface. The smoothed floor 
of the trench is about 10 percent brighter than 
the undisturbed lunar surface in the mid-lunar 

FIGURE 3-25. - Small, irregular fragment about 3 cm 
across close to spacecraft. Various parts of fragment 
arc either mu ch brighter or much darker than sur­
rounding fine-grained debris, which suggests that this 
fragment is partly glassy. It resembles impactites from 
Meteor Crater, Arizona, and shock-meltec.l ejecta from 
nuclear craters (see fig. 3-27) ( day 2.58, 08:30:15 
GMT). 

morning, and a small part of this smoothed SlU'­
face is about 20 percent brighter. 

Both photomeh'ic targets on the spacecraft 
were illuminated during the middle of the lunar 
day (days 257 to 263), which permitted a com­
parison to be made of photometric measurements 
of each chart. Luminance measurements of the 
photometric target on the spacecraft leg were 
consistently lower than meaSlU'ements made of 
the omni-photometric target. The preflight cali­
bration data indicated that the light-transfer 
characteristic determined from observation of 

-- ---~--- - -- ---- - - ~-~--
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FIGUHE 3-27. - Terrestrial impactites and shock-melted cjecta. (a) Impactites from [eteor 
Crater, Arizona, formed from shock-melted Kaibab dolomite. ( b ) Shock­
melted ejecta from the small nuclear crater, Teapot ESS, at the Nevada Test 
Site of the U. S. Atomic Energy Commission. These specimens are largely 
glass, derived from melted alluvium. 
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FIGUHE 3-28. - Areas on the lunar surface near Survcyor V in which size-frequency distribu­
tion of fragments was measured. The location of these areas is shown in 
Eg.3-1O. (a) Area V-B, on the floor of the Surveyor V cra ter. Small est frag- fl 
men ts resolved are about 1 mm across, and the largest fragm ents arc about ~ 
4 to 5 cm across ( day 265, 12:15:52 CI\ IT ). ( b ) Area V-D, on the wall of 
the Surveyor V cratcr approximately 2.5 meters from the spacecraft. Smallest 
fragments resolved are about 2 mm; the larges t fragment is about 3 cm across 
(day 257, 07:08 :23 GMT ). (c) Area V-E, on the wall of the Surveyor V 
crater about 2.4 meters from the spacecraft. Smallest fragments resolved are 
about 1 mm and thc largest fragments are about 6 to 8 mm ( day 257, 
07:08 :44 G 1T ). (d) Area V-F, on th e wall of the Surveyor V crater about 
3 m eters from the spacecraft. Small est fragments resolved are about 1 mm 
and the largest fragments are about 1 cm (day 257, 07:10:20 GMT). (e) 
Area V-G, on the wall of the Surveyor V crater about 3 meters from the 
spacecraft. Smallest fragments resolved are about 2 mm, and the largest 
fragments are about 1 cm across (day 264, 12 :14:09 G 1T ) . (0 Mosaic 
of narrow-angle pichlres showing area V-H on the wall of the Surveyor V 
cra ter approximately 2 to 4 meters from the spacecraft. Smallest fragm ents 
resolved are about 4 mm across, and the largest fra gment is about 10 cm 
across (day 257,07:18:30 to 07:21:58 GMT). 
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FICURE 3-30. - Size-frequency distI'ibution of fragments 
in material disturbed by Surveyor V during landing 
(areas V-A to V-C ) compared with the average sizc­
frequency distribution of fragments on the undistIlrbed 
surface ( heavy solid line) . Area V-A is located in the r\ 
ejecta around footpad 2. Areas V-B and V-C contain l.( 
material which was kicked up by the footpads during 
landing, and which has cascaded down the wall of 
the Surveyor V crater and onto th e fl oor of the crater 
near the spacecraft. 

FIGURE 3-29. - Size-frequency distribution of fragments 
on the undisturbed surface around Surveyor V (solid 
line) compared with the average ize-frequency distri­
bution of fragments at the Surveyor I and III land ing 
sites ( dashed lines) . 
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FIGUHE 3-31. - Location of areas V-A, V-B, and V-C within the material disturbed by Sur­

veyor V during land ing. The size-frequency distribution of the particles 
within these areas (fig. 3-30) was obta ined from pictures taken after the firing 
of the vernier engine 52 hours after landing. Many of the smaller particles 
were moved a second time during the firing of the engines. 

each photometric target was nearly identical. 
Vie concluded, therefore, that the photometric 
properties of the photometric target on the space­
craft leg have changed between the time of pre­
flight calibrations and the photometric observa­
tions on the Moon. 

The gray steps 5, 6, 7, 11, 12, and 13 of the 
photometric target on the spacecraft leg (fig. 
3-33) showed an increase in reBectance from pre­
flight calibration ranging from 1.5 to 4.8 percent. 
The gray steps 8, 9, and 10 had a decrease in re­
flectance from preflight calibration varying from 
11 to 18 percent. This change in gray step re­
flectance can be attributed to a very light coating 
of material having a normal albedo (normal ra­
diance factor ) between 8 ± 3 percent. It is 
hoped that the error in this es timate can be re­
duced by more accurate measurements based 
on magnetic-tape records of the video signal. 

The material coatin g the photometric target is 
too fine-grained to be resolved by the camera, 
indicating a grain size smaller than 0.3 mm. ' ''le 
believe this material consis ts of lunar particles 
because its es timated normal radiance factor 
(normal albedo) is about the same as that of the 
undisturbed lunar surface material (about 8 per­
cent). The targe t smface is rough in texture and 
inclined at 45° to the lunar vertical, which would 
permit fine-grained material to adhere easily to 
the target. 

The leg 2 photometric targe t was probably 
contaminated during landing by deposition of 
fine lunar material sprayed up by footpad 2 as 
it du g a b-ench while the spacecraft slid down 
the inner slope of the Surveyor V crater (Rg. 
3-34). Also, the firin g of the vernier engines 
scattered some lunar material over the space­
craft, as indica ted by material deposited on top 
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FIGURE 3-32. - Footpad 3 of Surveyor V spacecraft. Black, tubular object extending through 
the center of picture is Surveyor's omnidirectional antenna boom. Dark, 
lumpy material extending to the right of the footpad is disturbed lunar sur­
face material ejected in front of thc footpad during land ing (day 263, 
06:52:37 GMT). 

of the comparhllents (fi g. 3-35). It cannot be 
determined which event was more significant in 
coating the photometric target with lunar sur­
face material, since the target was first observed 
under solar illumination nearly 22 hours after 
the vernier engine firin g experiment. 

Interpretation of Geo logic Observations 

Several lines of evidence support the interpre­
tation that the Surveyor V crater was formed by 
drainage of surficial fragmental debris into a 
subsurface fissure. The absence of a raised rim 
and the dimple shape of this crater sugges t that 
it was not formed by impact because experi­
mental impact craters in this size range have 
raised rims and generall y have profiles that are 

concave upward. The elonga ted shape and 
compound character of the Surveyor V cra ter, 
and the fact that it is a member of a chain of 
small craters, suggest that it has been localized 
by a linear subsurface sh'ucture. This sugges tion 
is strengthened by the fact that the Surveyor V 
crater and the crater chain are alined parallel 
with the major linear features of this region of 
the Moon and that there is a large number of 
similarly alined small cra ters and crater pairs in 
the vicinity. 

The shapes of small craters in the vicinity of 
Surveyor V and the interaction of the spacecraft 
foo tpads with the lunar surface sho\o" that the 
near-surface material is composed of relatively 
fin e-grained debris with very low cohesion. The 
mechanical properties of this debris are similar 
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FleURE 3-33. - Picture of the photometric target mounted on leg 2. The gray steps are incli­
cated by numbers. A small pin prob'udes from the center of the target, 
parallel to the camera line of sight, and casts a shadow downward aero s the 
target. The scattered, 'mall clark spots across the photomeb'ic target are caused 
by dust wi thin the camera's optical system and clo not represent lunar material 
(clay 259,04:36:25 GMT) . 

to the prop rties inferred for the lunar surface 
material at the Surveyor I and III landing sites 
(refs. 3-11 to 3-13). The cohesion of the debris 
is sufficiently low that, if a cavity or fissure were 
opened beneath the debris, it would tend to flow 
or drain into the cavity, particularly if agitated 
by impact events or shaken by moonquakes. 

As indica ted by the size of the smallest cra ters 
with coarse, blocky rims in the area around Sur­
veyor V, the thickness of the fragmental debris 
that might flow is several meters. Thus, it would 

be possible for a crater the size of the Surveyor 
V crater to be formed by the drainage mech­
anism. It is probably significant that the char­
acteristic dimension of the alined crater pairs 
and elongate craters in the vicinity of Surveyor V 
is about 10 meters. If all of these craters have 
been formed by dl'ainage, it sugges ts the thick­
ness of the debris that flows is about 3 meters, a 
result consistent with the evidence derived from 
cra ters with blocky rims. The small, concave 
floor of the Surveyor V crater probably was 
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FlGUHE 3-34. - Narrow-angle picture of footpad 2. Lunar surface material was deposited on 
top of the footpad after landing as the spacecraft slid down the inside slope 
of the Surveyor V crater and dug a trench about 1 meter long (day 256, 
06:22 :49 GMT ). 

formed after most of the drainage had ceased. 
Small craters on the Moon tend to fill up fairly 
rapidly with ballistically deposited debris pro­
duced by meteoritic bombardment. 

The walls of the Surveyor V crater provide a 
natural exposure of material that originally lay 
at depths of as much as a meter beneath the sur-

face of the debris layer. Much of this material 
appears to consist of clods or aggregates of nne 
particles . Iany clods appear to be complex 
objec ts composed of smaller aggregate units and, 
in some cases, angular chips of rock. Observable 
differences in the photometric properties of vari­
ous clods suggest that they vary in porosity or 

I 

_J 
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F ICUHE 3-35. - Narrow-angle picture of part of the top of compartment B of the Surveyor V 
spacecraft showing small clod of lunar su rface material , dislodged by thc 
exhaust from the vernier engines during an erosion experiment 52 hours 
afte r landing. This material has impacted the top of the compartment and 
brokcn into very nne gra ins (clay 258, 04:31:24 GMT ). 
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have been compacted to various degrees . Both 
the aggregates and complex aggregates probably 
have been form ed by shock compression of finer 
fragmental material in the course of repetitive 
impact cra terin g. 

A clearer picture of the subsurface structure of 
the lunar surface debris layer, or r golith, has 
thus emerged from our study of the Surveyor V 
television pictures. At depths below about 10 
cm, the regolith is probably composed mainly of 
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shock-compressed aggr ga tes ranging from a few 
millimeters to 3 cm in diameter, s t in a matrix 
of less coherent, nner particles. Rocky chips and 
fragments larger than a millimeter are dispersed 
as a subordinate constituent of th debris. Most 
fragments larger than 3 cm, however, are rocky 
material. Both the fragmentation and aggrega­
tion of the material in the debris are probably 
the direct result of prolonged meteoritic bom­
bardment of the lunar surface. 

It is importan t to recognize the complica ted 
history of the lunar surface debris in evaluating 
the chemical analysis provided by the alpha­
scattering instrument on Surveyor V (see ch. 7). 
The instrument was lowered from the spacecraft 
and came to rest on loose debris that had been 
kicked out on the wall of the Surveyor V crater 
during landin g. This debris is composed mostly 
of aggregates of nne particles; the particles of 
which the aggregates are composed probably 
have been derived from a wide region on the 
lunar surface and transported ballistically to the 
site of the Surveyor V crater. Th analysis does 
not, therefore, represent a sin gle rock, but a 
mixture of rock particles, possibly of diverse 
origin. 1vlost particles probably have not been 
transported mOl' than a few kilometers, how­
ever, so that the analys is represents, for the most 
part, a mixture of rock particles derived from a 
small area on Mare Tranquillitatis. 
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4. Lunar Surface Mechanical Properties 

E. M. Christensen, S. A. Batterson, H. E. Benson, R. Choate, R. E. Hu.tton, 
L. D . Ja ffe, R. H. Jones, H. Y. Ko, F. N. Schmidt, R. F . Scott, 

R. L. Spencer, and G. H . Sutton 1 

Information on mechanical properties of th e 
lunar surface was deriv d from data and obser­
va tions associa t d with the Surveyor V lunar­
landing mission. It is based primarily on studies 
of pictures showing the disturbances caused by 
the landing, and a compari son of pictures taken 
before and after firing of the vernier engines. 
Analyses and laboratory simulations have b een 
conducted to assist in the interpretation of re­
sults. 

Surveyor V landed on a sloping cra ter wall 
and slid downslope, with the foo tpads forming 
trenches, before reaching its fin al position . The 
vernier rocket engines were fired to test the ef­
f cts of rocket engine exhaust upon the lunar 
surface. Studies of the landing, especially of the 
trenches formed during the slide and the effects 
crea ted by the vernier engi ne firing, provided 
significant, additional knowledge of the lunar 
surface mechanical properties. 

Spacecraft Landing 

Description 

The basic configuration and landing mech­
anism for Surveyor V were essentially the same 
as those of Surveyors I and III (see ch. 2, fi g. 
2-1 ). D uring landi ng impact, the three landing 
legs rotate upward agains t the r sis tance of the 
hock absorbers. Following the initial impact, 

the shock absorbers reextend and return the 1 gs 
to their pretouchdown positions. Additional capa­
bility for energy dissipation is provided by crush­
able foo tpads and crushable honeycomb blocks 
mounted on the underside of the spaceframe, 
inboard of each leg. 

1 In the brief time ava iJable to p repare this report, 
p rior to the next Surveyor m ission, it was impossible to 
obtain the concurrence of all the authors. 
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The actu al landing of Surveyor V can be re­
constructed quite accurately from various telem­
etry signals in connection "vith available landing­
dynamic simulations. Pertinent telemetry data 
are the following: 

(1 ) Digital indications of spacecraft altitude; 
three orthogonal velocities; three orthogonal, 
angular positions; one accelerometer reading; 
and three vernier engine thrust commands. 

(2) Analog signals mOllitoring three strain­
gage bri dges, one on each landing leg shock ab­
sorber, indicating its axial loading. 

(3) Post-land ing television camera coverage 
of foo tpads, crushable blocks, and areas on the 
lunar surface in which these spacecraft members 
contacted the surface and came to res t. 

(4) Pos t-landing a ttitude determinations based 
on the position of the planar array antenna, hori­
zon sightings, and star sightings. 

An evaluation of the data indicates that the fol­
lowing. sequence of events occurred during final 
descent and landing. At an altitude of 4.8 ± 0.7 
meter, all three verni l' engines were cut off, 
resulting in a fr ee-fall period, during which the 
spacecraft vertical velocity increased to 4.2 ± 0.4 
m/ sec a t the time Jeg 1, the fIrst to contact, en­
countered the lunar surface. Slight angular mo­
tions were induced at cutoff of the vernier en­
gines, increasing immediately before initial 
touchdown to a pitch of 0.7 deg/sec, a yaw of 0.5 
deg/sec, and a roll of 0.4 deg/sec. (Pitch, yaw, 
and roll are rotation ab out the X-, Y -, and Z-axes, 
respectiveJy (fIg. 4-1 ).) After leg 1 contact, a 
sudden negative pitch motion with a velocity 
greater than 13 deg/sec occurred ( range of pitch 
gyro was exceeded ). Little angular motion in 
yaw and roll occurred until legs 2 and 3 con­
tacted the ground almost simultaneously : leg 2, 

I 
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190 m/sec and leg 3, 197 m/ sec after leg 1 im­
pact. A slideout period of approximately 1.7 sec 
followed, during which the spacecraft rolled ap­
proximately + 5.9 0 with 1 ss than a + 10 change 
in yaw. 

LEG I 

~ITCH 
+x 

-z 

cL 
\ ROLL 

LEG 2 

CLOCKWISE ROTATIONS ARE 
POSITIVE WHEN VIEWED 
IN THE POSITI VE 
DIRECTION OF THE AXIS 

~YAW 
-y 

F1GURE 4-1. - Surveyor spacecraft configuration and coor­
dinate system. 
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Figure 4-2 shows the t ime histories of the axial 
forces in the landing-gear shock absorbers from 
prior to surface contact until after the spacecraft 
reached its fin al position. For each leg, the initial 
high loading, caused by the fir st impact, lasted 
approximately 0.2 to 0.25 sec. This was followed 
by a near-zero force period lasting approximately 
0.6 to 0.8 sec, indicating a rebound of the space­
craft due to the landing-gear spring forces. 
Finally, a second low-energy impact was reg­
istered, followed by a poorly defined, low-ampli­
tude oscillation. Similar oscillations, observed 
during the Surveyor I and III touchdowns, were 
related to the combined elastic properties of the 
spacecraft and the lunar surface ( refs. 4-1 and 
4-2 ) . Following the oscillations, the strain gages 
indicated a small loading, corresponding to the 
static loading of the shock absorbers, du e to the 
480- T lun ar weight of the spacecraft. Table 4-1 

TABLE 4-1. 

Leg asselll bly 

1 
2 
3 

~ 

Maximum shock-absorber fo rces and 
footpad i'mpact tim es 

M axim wll 
shock-absorber 

lorce, N 

5620 ±350 
7280 ±350 
7300 ±350 

Tilli e 0/ im pact a/ler 
in itia l contact , 

sec 

""" ~ 

o 
0.190 
0.197 

-

'-

-

F1GURE 4-2. - Strain-gage telemetry data showing shock-absorber ax ial load histories during 
landing of Surveyor V. 

____________ J 
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gives the maximum force levels experienced by 
each shock absorber, and the impact times of 
each footpad. 

The r lative timing of the initial footpad im­
pacts indicates that the spacecraft rotated ap­
proximately 17° between the footpad 1 impact 
and the footpad 2 and 3 impacts. The fin al angle 
between the roll axis and lunar vertical is about 
19.5°. The final position of the spacecraft, fol­
lowing the slide (see ch. 3, fig. 3-7 ), suggests that 
the initial contact of footpad 1 occurred on the 
level, or gently sloping, surface just outside of 
the crater. Also, differ nces in fin al penetration 
of the footpads, a pre-touchdown 2.5°, off-vertical 
attitude of the spacecraft, or a combination of 
these factors could account for this angular devi­
ation. 

Television Observations of Spacecraft / Soil 

Interactions 

Surveyor V landed on the inner slope of a 9-
by 12-meter crater. Following initial tou chdown, 
it slid downslope crea ting clearly visible surface 
disturbances . Footpad 2 slid a distance of 81 ± 2 
cm, as indicated by an almost-straight trench 
shown in wide-angle pictures in figure 4-3. The 
trench, including footpad ( diameter 30 cm ), is 

1.1 meter long. The trench depth is estimated 
to b from 8 to 10 cm at the uphill end and from 
3 to 6 cm at the downl1ill end. As shown in 
figure 4-3, the rim of the trench has crumbled, 
partially fi lling the trench and obscuring visibility 
of the bottom. The axis of the trench, that is, 
the direction of the footpad motion, is estimated 
to have b en parallel to the spacecraft Y-axis 
within 2° ( fig . 4-1). 

The composite images in figure 4-4 indicate the 
range of the spacecraft movement during the 
landing phase of Surveyor V. The two images 
represent the probable spacecraft position at the 
time of the first landing impact and the final 
position of the spacecraft. 

The depression caused by the Rrst impact of 
footpad 2 can be seen at the right-hand end of 
th e trench (fig. 4-3); this fea ture can be seen 
more clearly in figure 4-5. A footp ad penetration 
of 12 cm is estimated to have occurred here. The 
fragment in the center of the trench at the right­
hand end is estimated to be 7 cm long and 5 cm 
high . The fragm ent visible to the right of the 
initial imprint is es timated to be approximately 
12 cm in diameter. These fragments were used 
in determining the trench depth. Clear evidence 
of footpad-scraping action can be seen along the 

FICUI1E 4-3. - 'Wide-angle mosa ic of footpad 2 and the trench formed during landing of Surveyor 
V. The dep ression form ed during the fi rst impact of footpad 2 can be seen at the 
right-hand end of the trench (day 257, between 04: 00 and 06: 00 GMT; catalog 
5-MP-19 ) . 



L 

46 SURVEYOR V 

FIGURE 4-4. - Spacecraft motion during land ing. (a) Probable spacecraft position at time of 
first landing impact. (b) Final position after the spacecraft had como to rest. 

trench wall near the foo tpad (fig. 4-6 ) . The 
smooth appearance of this area indicates that the 
material consists primarily of very small-sized 
particles. 

At impact, footpad 2, after possibly grazing the 
12-cm-diameter fragm ent, penetrated the soil 
and ejected material for a distance up to 80 cm 
(fig. 4-7). One fragm ent (apparently a soil 
clump ), 6 cm long, remained intact after being 
thrown a minimum distance of 30 cm. In the 
subsequent downslope motion, footpad 2 dis­
placed soil in the manner of a snowplow. The 
outer rim of the footpad tipped downward as 
soil piled up in front of the footpad and was 
pushed and thrown forward and sideward. The 
eject d material beside the trench ex tends out-

ward for approximately 30 cm; ej cted material 
beyond footpad 2 extends for 75 cm along the 
direction of the spacecraft motion. Coarser frag­
ments of this ejected material are shown in figure 
4-8. 

The movemen t of footpad 3 also caused some 
trenching during the landing and subsequent 
sliding motion. The visibi lity of this area to the 
television camera is partially obscured, but it ap­
pears that footpad 3 moved approximately the 
same distance as footpad 2. A part of the foot­
pad 3 trench disturbance can be seen through the 
landing-leg sh'u cture in figure 4-9. The pattern 
of large clumps and fine soil visible above and to 
the right of the footpad indicates the extent of 
material ejected by footpad 3. The material 
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FIGURE 4-5. - Na rrow-angle picture of the depression formed by the first landing impact of foot­
pad2 (day 258,08:29:44 GMT) . 

ejected from the surface by the Surveyor V foot­
pads exhibits less contras t with the undisturbed 
surface than did the soi l ejected by Surveyors I 
and III. 

Both footpads 2 and 3 were tipped downward 
by the tr nching, and lunar material was de­
posited on top of the footpads ( figs . 4-10 and 
4-11 ) . No visible soil was deposited on the foot­
pad tops of Surveyors I or III during landing. 
To improve the capability of detecting material 
on the footpads, the tops of footpads 2 and 3 
(Surveyor V ) had been painted with a low­
reHectivity gray with several narrow, white 
stripes. A prelaunch view of footpad 2 in which 
the paint pattern can be seen is shown in figure 
8-1. Portions of the wl1ite stripes are visible in 
post-landing pictures of the footpads ( fi gs . 4-10 
and 4-11 ) . Figures 4-12 and 4-13 how footpad 
3 tilted, with its inboard rim raised free of the 
surface. The raised ridge of the footpad impres­
sion in the lunar soil can be seen just above the 

antenna boom in figure 4-12. In figure 4-13, the 
conical surface of the footpad appears undam­
aged; that is, no crushing occurred. Footpads 2 
and 3 are tilted to an angle of approximately 
16°, relative to the plane of the three footpads. 
The angle was determined by a study of the 
elliptical shape of the footpad image and the 
position of the tilted footpad, relative to the leg 
structure. It is the maximum tilt possible, since 
the footpad top plates contact the leg struts at 
this angle. 

There is evidence that the crushable blocks 
contacted the lunar surface during the landing. 
Figure 4-14 is a narrow-angle view of crushable 
block 3 in which a small rock or clod appears to 
be wedged between the block and its thermal 
shield. In a picture taken later at a low Sun 
angle this fragment is no longer visible, but a 
deposit of soil particles can be seen adhering to 
the bottom edge of the block ( fi g. 4-15 ). No 
clear evidence of crushable block imprints "vas 
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FrCUHE 4-6. - Narrow-angle picture showing deta il ed view of a part of the trench wall form ed by 
the scraping act ion of footpad 2 (clay 257,04 :42:06 C i T) . 

obtained. However, the probable locations at 
which crushable block imprints might exist are 
in areas obscured or shaded by the spacecraft. 

The appearance of the lunar surface material 
at the Surveyor V landing site is similar to that 
in the vicinity of the Surveyor I and III footpads 
( r fs . 4-1 and 4-2 ) . The soil is granular, slightly 
cohesive, and generally fine grained. Some lighter 
appearing, or more refl ective, fragm ents are seen 
and are presumably rocks. Darker appearing 
fragments are presumed to be soil aggregates of 
both natural origin and those produced by the 
spacecraft landing. 

Dynamic Simulations 

Computer simulation studies of landings, using 
several analytical soil models, are being per-

formed to estimate the mechanical properties of 
a surface material that will yield penetrations 
and shock-absorber axial loads similar to those 
obtained during the Sur eyor V landings. The 
compressible soil model llsed in the simulations 
performed so far is described below ( refs. 4-3 
and 4-4). The bes t correlation obtained to this 
date is shown in fi gure 4-16, which compares the 
shock-absorber force histori es for a imulated 
landing on a lunar surface having a static bear­
ing strength of 2.7-N/cm2 with the histories from 
Surveyor V. The impact velocities llsed are 3.7 
m/sec vertical and 0.3 m/sec horizontal, the 
initial es timates of touchdown velocities . The 
slope of the landing surface was assumed to be 
17 0

, with the spacecra ft in a horizontal position 
at th e moment of footpad 1 impact; penetrations 
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Fl. HE 4-7. - Narrow-angle mosa ic showing the trench formed by footpad 2 during the spacecraft 
landing ( day 258, abou t 08: 00 GMT; ca talog 5-MP-34). 

by footpads 1, 2, and 3 obtained in this simula­
tion are 6, 12, and 12 cm, respectiv ly. Be­
cause of limited visibility, it is not possible to esti­
mate the initial penetrations of footpads 1 and 3 
of Surveyor V. The analytical simulation indi­
cates that crushable blocks 2 and 3 each pene­
b'ated about 8 cm and that crushable block 1 did 
not touch the surface. 

The soil model used in this analysis i com­
pletely compressible; the forces d veloped on the 
footpad are expressed by 

where 

F = poA ( 1 + cs) + plp2 AS2 
p2 - pI 

F total force on footpad 
po static bearing pressurc of surface 
A effective footpad area 
c fricti onal constant 

s depth of pen tration 
pI original density of soil 
p2 d nsity of soil compressed by footpad 

Figure 4-17 is an illustration of the soil model 
being penetrated by a footpad. The surface ma­
terial, initially of density PI , is compressed at 
pressure po to a density p2 under the penetration 
of a footpad. Forces resisting penetration are 
the static bearing pressure that is assumed con­
stant with depth, friction that increases linearly 
wi th penetration, and soil inertia. For the above 
soil model the assumed relationships between 
the density of the soil, density of the soil com­
pr s ed by a footpad, and static bearing pressure 
are shown in figure 4-18. As indicated, for a 
bearing-strength surface of 2.7-N/cm2, the den­
sity of the undi'sturbed materi al would be 1.1 
g/ cm3. By using other hypothetical relationships 
between static bearing pressure, initial density, 
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and the final density, the numerical values pre­
sumably will result in better correlations between 
the analyses and the strain-gage data. The 1.1-
g/ cm3 density of the soil is lower than some 
estimates derived from previous Surveyor land­
ings, and may b e changed as the agreement b e­
tween simulation and actual landing is improved 
in subsequent solutions. It should be pointed 
out that data in reference 4-2 indicate that the 
lunar-surface material has little compressibility. 
Dynamic analyses using incompressible soil mod­
els have not yet b een performed for Surveyor V. 

Another difference between the results of the 
Surveyor V landing analysis and those made for 
the previous missions is in the value obtained for 
the static bearing pressure of the surface. For 
the Surveyor V analysis with the above soil 
model, static bearing pressures < 3.4 N/ cm2 

have resulted in the best agreement with flight 
data. Simulations of the earlier missions, using 
the same soil model, showed good correlation 
with landing data for static bearing pressures of 
3.4 / cm2 ( refs . 4-3 and 4-4 ) . However, the 
downslope landing of Surveyor V produced a 

FICURE 4-8. - larrow-angle mosaic of footpad 2 and some of the lunar material ejected during 
the landing and the formation of thc trench ( day 255, about 10: 11 GMT; catalog 
5-MP-26 ). 
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horizontal loading on the soil with a possible 
deformational mode which would result in 
greater footpad penetration. Furthermore, good 
correlation of shock-absorber forces has b een ob­
tained, assuming a rigid-surface landing simula­
tion for Surveyors I and III; however, it has not 
yet been attained for Surveyor V. A rigid surface 
was defined as one with a bearing strength ex­
ceeding 6.9 / cm2, since the footpad crushable 
material fails for higher loads. 

These preliminary results suggest that the 
lunar-surface material at the Surveyor V landing 
site is somewhat weaker than the material at the 
previous landing sites. 

Soil Characteristics: Spacecraft Slide 

The distance that th spacecraft slid is a func­
tion of the drag forces between the three foot­
pads and the lunar surface, and the initial space­
craft velocity parallel to the landing surface. 
This velocity is approximately 1.2 m/ sec assum­
ing zero horizontal velocity at footpad 1 touch-

down, 4.2-m/sec vertical landing velocity, and a 
17° ground slope. Since a velocity of 0.9 to 1.2 
m/sec is consistent with both the time and dis­
tance associated with the spacecraft sliding, it is 
stimated that any horizontal spacecraft velocity 

at first touchdown was < 0.3 m/ sec. 
The following effort was an attempt to obtain 

some bounding numbers for the lunar surface 
characteristics. Since the spacecraft is at rest on 
a 20° sIope,2 a minimum value of "'min = tan 20° 
= 0.36 is obtained for both the internal and ex­
ternal coefficient of fri ction between the footpads 
and the soil. Because the spacecraft came to rest 
at about the same angle, the minimum effective 
coeffi cient of friction (braking ) between the foot­
pads and the surface has the same value. Since 
the footpads have penetrated the surface, the 

. total static tangential force is probably a more 
meaningful number. It is F = M g sin 20° = 
1G4 

2 This value is based on preliminary data and was 
used as the base for these calculations. 

FIGURE 4-9. - Wide-angle mosaic of spacecraft land ing leg 3 and footpad 3. A portion of the 
trench formed by footpad 3 during the land ing can be seen through the leg struc­
ture. The throwout pattern of lunar material ejected during the landing is visible 
above and to the right of the footpad (day 263, about 06 :50 GMT; catalog 
5-MP-33). 
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FIGURE 4-10. - Narrow-angle picture of top of footpad 2 showing lunar material that coll ected 
on the footpad dur ing landing (clay 255,05:45:22 GMT) . 
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F Ie HE 4-11 . - arrow-angle piehlre of top of footpad 3, show ing the lunar material on the 
foo tpad ( clay 265, 13: 48: 13 G.tvlT) . 

During landing, the spacecraft slid to a stop 
along the sloping surface. The time from initial 
touchdown of footpads 2 and 3 until stopping is 
known to be about t f = 1.7 sec from the telem­
etry data. 

Assuming a constant stopping force Fx and 
pure linear motion of the spacecraft parallel to 
the slope, the following equation is derived 
from the equation of motion : 

F = M ( g sin f) + 2~f ) = 330 1 
x tr 

where g and f) are lunar gravity and the angle of 
the slope (20° ), respectively; x is the space­
craft motion along the slope; Xf and tf indicate 
Rnal distance and Rnal time, respectively; and 
F x is about twice the static tangential force. 
(This force is below the resolution of the shock-
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absorber strain gages .) The initial downslope 
velocity is 

1.4 m/sec resulting from the downslope com­
ponent of the vertical landing speed (4.2 m/ sec ), 
thus indicating that the assumption of a constant 
stopping force is not valid, or possibly indicating 
there was a small amount of horizontal velocity, 
about 0.4 m/ sec upslope, at the time of landing. 

. 2xJ 10 / 
;)"0 =-= . m sec 

tJ 

This is somewhat lower than the value of xo 

FIGURE 4-12. - Wide-angle p icture of foo tpad 3. The footpad imprint in the lunar material can 
be seen above the antenna boom. The foo tpad remained tilted after th e landing 
phase. Ghost image of the helium tank was caused by incomplete erasure of 
previous image on vid icon (clay 254, 23:50 :28 GMT ) . 
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An effective coeffi cient of fri ction can be esti­
mated from 

Fx Fx 073 l.Lerr = - = - cos () = . 
Fn Mg 

However, this number is of limited value because 
there were obvious significant variations in the 
trenching and in the normal force of the footpads 
against the lunar surface, as indicated by the 
strain gages and trench depths. Perhaps a more 
meaningful number is the average stopping pres-

sure, P x, supplied by the soil against the foot­
pads 

- Fx Px = --
Ax 

Estimating an average depth of penetration of 
5 cm, Ax ~ 375 cm2 ( three footpads) , and 
1\ ~ 0.9 N/ cm2. This value for Px is consistent 
with the stalling pressure observed during the 
Surveyor III lunar trenching operations using the 
soil mechanics surface sampler ( ref. 4-2). 

FIGURE 4-13. - Narrow-angle picture of the inboard section of footpad 3. The tilted footpad and 
the footpad imprint can be seen (day 255, 02 :09:40 GMT). 

~~-. ~--~~-. -- --- - -- ---
_ ~ __ ~~_. _ __ ___ --.J 
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FIGURE 4-14. - Narrow-angle view taken through the auxiliary mirrors showing the bottom of 
crushable block 3. A small rock or clod, seen wedged between the block and the 
thermal shield, was probably picked up during the first landing impact ( day 263, 
11:47:23 GMT ). 

Lunar Soil Erosion Test 

The lunar soil erosion test was performed to 
determine the characteristics and amount of 
lunar soil erosion caused by the interaction of 
the spacecraft vernier rocket engine exhaust 

gases and the lunar surface. The results will b e 
used to estimate the amount of soil erosion dur­
ing a landing of the Apollo Lunar Module 
( LiVI ), and to estimate such lunar surface 
properties as permeability, cohesion, and par­
ticle size. 
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FIGURE 4-15. - Narrow-angle view of crushable block 3 taken through the auxiliary mirrors under 
low Sun illumination. Lunar material can be seen aclhering to the bottom of the 
block. The material probably was picked up during the first landing impact 
(day 266,06:02:50 GMT). 

Erosion Phenomena 

Soil erosion caused by rocket-engine exhaust 
gas impingement is of three basic types which 
usually occur in combination although one mode 
ma y predominate : 

( I) Viscous erosio'n (ref. 4-5): erosion by en­
h'ainment of soil particles as the gas Rows 
over the surface. 

(2) Gas diffusion erosion (ref. 4-6 ) : move­
ment of the soil caused by the upward 
Row of gas thTough the pores of the soil 
during and after the firing. 

(3) Explosive cratering (ref. 4-7): rapid cra­
tering caused by the exhaust gas pressure 
on a normal surface exceeding the bear­
ing capacity of the lunar surface. 
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FIGURE 4-16. - A comparison of Surveyor V landing data 
with analytically obtained shock-absorber force/ time 
histories. 

In the lunar environment, where full expansion 
of the exhaust plume occurs during the vernier­
engine firing, the third process is considered un­
likely to occur for the firing of the LM descent 
engine or the Surveyor vernier engines at their 
respective thrust levels and nozzle heights above 
the lunar surface. 

Viscous erosion. 'When a soil is subjected to 
rocket-engine exhaust in a direction normal to 
the soil surface, erosion may occur, depending on 
the forces transmitted to the soil by the gases 
and the properties of the soil. The gas that flows 
radially along the surface may dislodge soil par­
ticles from the surface and entrain them. The 
erosion characteristics of a bed of particles under 

F=p A(I+cs)+ P,P2 As2 
o P2- P, 

FIGURE 4-17. - Soft surface model for the landing dynam­
ics analysis. 

vacuum conditions (10- 4 torr ) were investigated 
by Land and Clark (ref. 418) for various 
particle sizes and nozzle heights. Their re­
sults showed that, for the nozzle heights where 
erosion occurred, erosion was more rapid in 
soils with coarser particles (within limits ) than 
in fine-grained soils, and that the maximum 
crater depth was not necessarily directly below 
the nozzle. Often the resulting crater was in 
the shape of the lower half of a toroid. Obser­
vations show, and theory predicts, that the soil 
particles leave the surface in a fairly flat trajec­
tOlY when the surface erosion is small. As the 
erosion depth increases, the trajectory angle 
between the particle and the surface increases. 

Gas diffusion e1'Osion. The erosion of a soil 
surface by the diffusion of exhaus t gases was 
investigated by Scott and Ko ( ref. 4-6) to ex­
plain th e effects of Surveyor vernier-engine 
firing tests against Earth soils under vacuum 
( refs. 4-9 to 4-11). During a firin g, exhaust 
gases flow into and through the porous soil ex­
iting upward at some radial distance and pos­
sibly lifting soil from the surface. For soil re­
moval to occur during this period, the engine 
must be fired for a time sufficient to achieve a 
significant upward flow of gases at a distance 
from the cen tral higher pressurized region. If 
a crater forms during this period of firing, then it 
would have the shape of a half of a toroid. 
Upon sudden removal of the surface pressure at 
engine shutdown, some of the gas diffused into 
the soil during firing will flow to the surface and 
may produce an eruption. Such a disturbance 

o~o ~~~--~==~~--,~o--------~------~ 
SOIL OENSITY , • .. Ion) 

FIGUHE 4-18. - Ass um ed rela ti onsh ip between surface 
bearing pressure and the soil density at the surface. 
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would occur in the high-pressure r gion directly 
under the engine. 

'Whether the diffusion process has reached a 
steady state depends on the porosity and the 
permeability of the soil medium. The extent of 
the potentially unstable ( rodible) portions of 
the soil also depends on these parameters. The 
depth of erosion is largely influenced by the 
cohesion of the soil, but not the extent of hori­
zontal rosion. Therefore, it is possible to esti­
mate the p rmeability and cohesion of the lunar 
soil. 

T est Explanation 

Because the lunar surface loadings developed 
by exhaust gases from the LM descent engine 
during landing and by firing a Surveyor vernier 
engine at low thrust on the Moon are similar, 
it was possible to simulate, in the lunar environ­
ment, the soil erosion effects to be exp erienced 
dl;ring an LM landing. 

To simulate the viscous erosion anticipated by 
an LM, a firing time of about 5 sec would have 
been required for the Surveyor engines at their 
minimum thrust level. This takes into consider­
ation the pres ure profi les exerted on the soil by 
the exhaust gases from the Surveyor engines 
located a fixed distance above the lunar surface 
and from the LM engine dUTing a nominal de­
scent to the lunar surface, that is, from a negli­
gible value at a 7.6-meter altitude to the maxi­
mum value at engine cutoff, 10 sec later. 

The simulation of the gas diffusion eruption 
phenomenon would require a Surveyor engine 
firing time equivalent to 1/ 100 of the surface 
loading time during the LM descent, or approxi­
mately 0.1 sec. This time ratio is based on the 
theory (ref. 4-6) that, for equivalent loading 
levels, times should be scaled as the square of 
the ratio of the nozzle exi t radii . 

It was apparent, therefore, that both erosion 
effects would not be simulated with a Single 
vernier-engine firing. Indications of the viscous 
erosion effects were available from the Surveyor 
III second landing event. During that event, an 
erosion trench over 1 meter long and possibly 2 
to 5 em deep was caused by the continuous 
firing of the vernier engines during the 2-sec 
interval in which the engine passed above the 

trench ( ref. 4-2). However, diffused gas erup­
tion was minimized because the spacecraft lifted 
off the Moon without a sudden engine shut­
down. Therefore, it was decided that the lunar 
soil erosion test on Surveyor V should be de­
voted, within spacecraft constraints, to obtaining 
the best simulation of engine shutdown effects. 

To ensure predictable p erformance (tempera­
tures were higher than normal engine starting 
temperatures) and to permit a complete engine 
performance telemetry cycle, a firing time of 
0.55 sec was considered the minimum that should 
be performed. By using the minimum firing 
time, it was felt that the viscous erosion effects 
would be minimized while the gas diffusion ef­
fects would be maximized; thus, the results of 
the experiment could be better analyzed to give 
meaningful conclusions. The selection of a short 
firing time and a minimum thrust level also 
reduced possible hazards to the spacecraft such 
as tipping over, thermal degradation, and de­
graded mirror optical properties. 

Observed Effects 

At 05:38 GMT on day 256, approximately 53 
hours after landing, the Surveyor V liquid-pro­
peIlant vernier engines were fired at a low thrust 
level for 0.57 -+- 0.15 sec. Engines 1 and 3 fired 
at a thrust level of 120 ± 22 and vernier engine 
2 fired at a thrust level of 76 ± 18 . These 
thrust levels were determined by strain gages on 
the engine support structures during vernier 
firing. During the firing, the spacecraft remained 
stationary except for the motion of the alpha­
scattering instrument sensor head. Observations 
of the effects of the vernier-engine firing were 
made by comparing television pictures obtained 
before and after the firing. Pictures of the lunar 
surface directly below the engines and in the 
near vicinity of th e engines, as well as pictures 
of various spacecraft components, were used to 
es tablish the soil erosion effects . The location 
and relationship of the Surveyor V vernier 
engines and television camera to other space­
craft components that appear in the pictures are 
shown in figures 4-19 and 4-20. Areas where 
erosion effects were detected are shown in figure 
4-20. The erosion caused by vernier engine 3 
provided the primary experimental erosion data. 
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F IGUHE 4-19. - Panoramic view as seen by the tclev ision camcra. The view includes lcgs 2 
and 3 ( day 254; catalog 5-MP-9 ) . 
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The area under vernier engine 1 was partially 
visible. 

F IGURE 4-20. - Drawing showing the relationship of thc 
spa ecraft to lu nar surface areas affected by the vernier 
cngine firin g. 

Th e lU'nar surface b elow vernier engi-nes 1 
and 3. Changes in the lunar surface caused by 
erosion beneath vernier engine 3 can be seen 
in the series of pictures in figures 4-21 and 4-22, 
which are the areas E3M and E3D as illustrated 
in figure 4-20. (E3M and E3D are the areas 
under engine 3 viewed, respectively, by mirror 
and directly.) Each series of pictures shows 
the lunar surface as illuminated at various Sun 
elevations progressing from morning to late 
afternoon. In the pictures taken 4 hours before 
and 2 hours after firing (figs. 4-21 (b ) and 4-21 
(c), respectively), it is evident that there has 
been movement of fragments on the surface 
and a change in surface structure, thereby 
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FIGURE 4-21. - A series of narrow-angle mosa ics of the lunar surface beneath vernier engine 3, 
as seen through the auxiliary mirrors. The series included two prefiring (a and b ) 
and four postfiring pictures. Sun elevation relative to the local surface was 35°, 
45°, 47 °, 39°, 16°, and 11 ° (a to f, respectively). Part of the spacecraft fram e 
:Inc! one crushable block are vis ible :It the top of the picture. 
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FrCUIlE 4-22. - A series of narrow-angle mosaics of the lunar surface beneath vernier engine 3. 
The series includes two prenring (a and b ) and four postnring pictures. Sun 
elevation relative to the local surface was 33 0, 44 0, 400, 310, 200, and 160 (a 
to f, respectively). Two spacecraft tanks and the electronics box on the left 
bound the pictures. A spacecraft structural member divides the visible lunar 
surface. 

-! 
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proving that soil was moved. Since no pictures 
could b taken during the firin g, these are the 
closest in time (prenring and postflring) to the 
firing of the vernier engines. Soil erosion known 
to have OCCUlT d below and adjacent to vernier 
engine 3 includes the following: 

( 1 ) Erosion of a layer of soil of indeterminate 
depth by viscous erosion during the firing from 
the area seen in the large auxilialY mirror. Evi­
dence for this erosion consists mainly of the 
observations that most, if not all, soil fragments 
visible in the mirror pictures have been moved 
by the firing. 

(2) Formation of a shallow, crescent-shaped 
crater directly below vernier engine 3. This 
crater was formed at engine shutdown by erup­
tion of exhaust gases that had diffused into the 
soil during the engine firing. The crater is 20 
em in diameter and 0.8 to 1.3 cm deep . It is 
bes t seen when accentuated by shadows occur­
ring in the late afternoon pictures (figs. 4-21 
and 4-22). The open end of the crater points 
approximately toward the sensor head of the 
alpha-scattering instrument. 

In an early, prenring, wide-angle picture of the 
auxiliary mirror, a slightly darker area that may 
l1ave been a natural crater can b e faintly seen 
downslope from vernier engine 3 ( fig. 4-23). The 
location of this darker area is such that it is un­
likely that the spacecraft landing created it. This 
depression is barely evident in post£Iring pictures. 

Part of the surface below vernier engine 1 was 
directly viewable with the television camera. 
However, shadows prevented the return of pic­
tures of the area before the firing. Although the 
ar a was free of shadows in the lunar afternoon, 
as can be seen in £Igure 4-24, the effect of the 
vernier engine firing on the surface has not been 
determined. This is attributed to the fact that 
the amount of surface area actually viewable is 
small and that there are no prenring pictures. 

Erosion effects on sU1'1'otmding areas. 
Area Around Alpha-Scattering Sensor Head. 

The surface area immediately adjacent to the 
alpha-scattering instrument shows most clearly 
the extent and amount of soil disturbance caused 
by the vernier engine firing. Figures 4-25 and 
4-26 are controlled mosaics (each frame orienta­
tion and center is correct) composed of narrow­
angle, prenring and post£Iring pictures of the 

area (AV3 in fig. 4-20 ) . A comparison of figures 
4-25 and 4-26 indicates that the £Iring caused a 
number of changes, including movement of the 
alpha-scattering instrument sensor head, move­
ments of rock and soil fragments, and alteration 
to general surface features. In figures 4-27 and 
4-28, some of the features have been identined 
to clarify the following discussion. Representa­
tive rock and soil fragments that were not 
moved by the firing have been outlined; that is, 
they are identined in both mosaics. Some of 
these fragments are labeled with the same lower­
case letters in both figmes, since they are dis­
cussed in the text. Fragments that were moved 
during the firing are marked with an "x"; some 
are numbered so that they also can be discussed 
in the text. 

None of the fragments that moved can be 
positively identined in both the prefiring and 
post£Iring mosaics . In some cases, this could be 
due to movement of particles into the area from 
locations not in the prefiring mosaic, or in other 
cases, particles shown in the prenring mosaic 
could have moved out of the area during the 
firing. It is also possible that some of the same 
fragments appear, but, because of the move­
ment and their irregular shape, they present 
different distinguishing features to the camera 
and, therefore, cannot be identined as the same 
fragm ent. 

Examination of £Igures 4-25 and 4-26 indicates 
that in places the basic soil surface has been 
changed by the firing. Clear evidence of this is 
shown by noting the track of fragment '11," in­
dicated by the dotted line in figure 4-27. This 
feature, which is about 2 mm in depth, appears 
in the prefiring picture; fragment "h," probably 
ejected during the landing, made the track as it 
rolled downhill. Because the track is essentially 
straight for its entire 58-cm length , its direction 
probably defines the local direction of maximum 
slope. As can be seen in figure 4-28, this track 
no longer exists, having either been filled in or 
eroded away by the firing. Another example is 
the material to the right of the helium tank, 
which is ejected material deposited during the 
landing. This material, which is an area 40 to 60 
cm from vernier engine 3, is not visible after 
the firing. Although the ejecta could have been 
covered or swept away by the firing, vidence 
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FIGURE 4-23. - Early prcfirin rr, wide-angle, digitized picture of large auxiliary mirror. A crater 
rim ( ? ) is faintly highlighted by the early morning SlIn in the upper-left corner 
of the mirror (day 254, 08:26:08 GMT ) . 

suggests the latter (see area E in fig. 4-27, which 
is adjacent to the helium tank and rock "a" ) . 
It can be concluded that some soil around frag­
ment "g" and partly covering rock "a" was defi­
nitely swept away because rock "a" is exposed to 
a somewhat greater depth after the firing (fig. 
4-29). For this area, 40 to 60 cm from vernier 
engine 3, the es timated depth of deposition, 
erosion, or soil replacemen t is 1 cm or more. 

Fragments "a" through "f" did not move, and 

therefore appear in both figures 4-27 and 4-28. 
In general, these are the larger fragments ; many, 
if not most, appear to be partly buried. Frag­
ment "g," probably a small rock, did not move; 
it is located beside the large rock "a" which may 
have shielded it from the vernier engine firing. 

Studies of the prefiring mosaic ( fig. 4-27 ) indi­
cated that the largest fragment in the mosaic 
displaced during the firing was fragm ent 1 which 
had an average diameter of abou t 2.6 cm and 
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FICUHE 4-24. - A postfiring view of the only part of the vern ier engine 1 impact area that can bc 
seen by the television camera. The rough-textured lunar surface within the small 
triangular area is probably part of an erosion crater. This area was in shadow 
before the firin g (day 263,11 :47:05 GMT). 

was initially located about 35 cm from vernier 
engine 3. Table 4-2 lists the average diameters 
and distances from engine 3 for a number of the 
larger displaced fragm ents that appear in this 
mosaic. 

Studies of the postfiring mosaic (fig. 4-28) 
indicated that fragment 25, having an average 
diameter of 4.4 cm, was the largest fragment in 
the mosaic displaced by the firing. In all prob­
ability, because of its size, the prefiring position 
of this rock was much closer to the vernier 
engine, and therefore did not appear in the pre­
firing picture. It is interesting to note in figures 

4-28 and 4-29( b ) that fragm ent 26, 4.3 cm long, 
was ejected by the firing and produced a skid 
mark about 4 to 5 cm long. 

Figure 4-30 is a plot of fragment diameter 
versus prefiring distance from vernier engine 3. 
The fragments that moved are indicated by 
crosses; those that did not move are indicated by 
circles. The circles plotted in this figure are for 
fragm ents that were probably lying on the sur­
face and were not partially buried prior to firing. 
Since fragm ents 25 and 27 appear only in the 
posturing mosaic, their point of origin is un­
known. Therefore, only a probable range of 

---.--~j 
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FIGURE 4-25. - PreRring mosa ic of alpha-scattering instrument area (day 255; catalog 
5-MP-24). 
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TABLE 4-2. Diameters and distances fro11'!, vernier 
engine 3 centerline, prior to firing , for repre­
sentative fragm ents near t he alpha-scattering 
i11Stnl1n en,t, which have been displaced by the 
vernier firing 

Fragm ent Diameter, em Distance from vernier 
engille 3, em 

1 2.6 35 
2 2.1 110 
3 1.7 75 
4 2.2 83 
5 1.8 80 
6 1.9 82 
7 1.8 125 
8 .9 100 
9 .9 91 

10 1.6 75 
11 .8 83 
12 1.1 115 
13 .4 125 
14 .6 154 
15 .8 166 
16 .6 184 
17 1.8 110 
18 1.3 109 
19 .4 168 
20 .6 179 
21 .6 189 
22 .5 175 
23 .6 162 
24 .6 148 

distance can b shown for these fragm ents. This 
figure indicates a boundary below which a frag­
ment could have been moved by the firing and 
which depends on the size of the fragment and 
its distance from the vernier engine. 

The alpha-scattering sensor head was dis­
placed by the vernier engine 3 firing. The alpha­
scattering instrument's 13-cm-high comparh11ent 
faces C anu D (fig. 4-28) were oriented at an 
angle of approximately 45° in the direction of 
vernier engine 3. The firing displaced corner 
A to A', a distance of 9 cm, in a direction ap­
proximately 60° from downslope. The instru­
ment rotated 15° counterclockwise (viewed from 
above) as corner B moved obliquely to B'. A 
depression left in the soil by the straight edge 
of the circular plate in its preflring position can 
be seen in figure 4-31 ( a) and at the arrow be­
side corner A in figure 4-28. 

In figure 4-31 ( a) (preflring), the image of 
the sensor-head circular plate is clearly reflected 
by the gold-plated front of face D. After the 
firin g (fi g. 4-31 (b) ), no reflected image of the 
plate can be seen. The entire surface of D ap­
pears to be nonreflective, with the bottom 3 cm 
appearing darker than the top 10 cm. This 
change is probably caused by the adherence of 
fine lunar material. Erosion debris covers the 
intersection of face D and the plate. Fragments 
and soil appear to have landed on and near the 
plate after the sensor head was stopped when the 
leading edge of the plate dug into the soil (figs . 
4-31 (b) and 4-26). 

Footpad 3 Area. A fragment-by-fragment 
study of the footpad 3 area in figure 4-32 (pre­
firing) was made by comparing individual pre­
firing and postflring pictures llsing the blink 
technique (a technique by which two fram es 
are placed in a superimposed position, and the 
top frame is manually flipped for asy com­
parison of features). Figures 4-33 and 4-34 are 
postflring mosaics of the footpad 3 area. None 
of the numerous soil fragm ents outboard of foot­
pad 3 and b etween the antenna and its shadow 
in figure 4-32 were displaced by the firing. 
However, this area is at least partly shielded 
from the direct blast of vernier engine 3 by 
footpad 3 and its leg. The soil visible below the 
an tenna in figure 4-32 is not shielded from ver­
nier engine 3, and many of the fragm ents here 
were swept away by the firing. The area is 120 
to 130 cm from the engine centerline; the larges t 
fragm ent displaced was 2.0 cm in diameter. 

Footpad 2 Area. In either the prenring or post­
firing mosaics of th e footpad 2 area, fragments that 
can be seen to have moved are entirely limited 
to the lower-left quarter of the controlled mo­
saics in figures 4-35 and 4-36. Most of the dis­
placed soil is limited to the area in the two fram e 
rows left of footpad 2 in front of the magnet. 
Soil was blown off the magnet and control bar. 

Some of the representative larger fragm ents 
in the prefiring mosaic that have moved are 
marked with an "x" and numbered 1 to 11 in 
figure 4-35. Distances, parallel to the ground, 
from vernier engines 2 and 3 for these fragm ents 
are given in table 4-3. 

Although only a relatively few fragments of 

--- ----
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TABLE 4-3. Diameters and d ist011ces from the 
center7in e of vemier engines 2 and 3, prior to 
firing, for fragments near footpad 2 w hich have 
been moved bU the vemier firing 

Distance from Dis tance from 
Fragm ellt Din tll eler, em l oerl1ier engine 2, l'ernier engine 3, 

em em 

1 1.6 170 256 
2 1.8 105 211 
3 1 106 209 
4 1 105 205 
5 1 104 206 
6 1 125 194 
7 1 102 186 
8 1 144 232 
9 1 145 235 

10 1 110 216 
11 1 115 222 

l-cm diameter c,r larger have been displaced, the 
fin e soil betwc :m the larger fragments in the 
area to the left of footpad 2 was disturbed by the 
nring. This detE.il can be seen only in large prints 
of individual narrow-angle picturcs. The rela­
tive influence of engines 2 and 3 in causing thi s 
erosion is unknown. 

Footpad 2 Trench Area. Only a portion of 
the h'ench dug by footpad 2 is visible in narrow­
angle pictures taken before vernier-engine firin g. 
That portion of the trench for which both pre­
firing and postJiring, narrow-angle pictures are 
available is shown in the mosaics of figures 4-37 
and 4-38. D etailed frame-by-frame comparison 
of these pictures, using the blink technique, 
shows no visibl( ~ erosion. Tone of the loose soil 
fragments comprising the landing ejecta lying 
on the trench rim and floor have b een moved. 
In addition, there has been little, if any, filling or 
removal of fin e !;oil along the numerous fractures 
and crevices in the trench wall. Distance along 
the ground, from the centerline of vernier engine 
2 to the top of the h'ench in figures 4-37 and 
4-38, ranges from 90 cm at the south end to 115 
cm at the north end. 

Soil d eposits ,)11 electTo11ic com partme11t tops . 
A measure of E'rosion by diffused gas eruption 
was obtained by comparing prefiring and post­
firing pictures of the compartment B top ( fi g. 
4-39 ) . In figure 4-39(b), clumps of soil which 
landed on the compartment top and broke are 

---r- ----

visible. Some of the small fragments appear to 
havc rolled downslope or splattered in the plane 
of the trajectory. The relationship of com­
parhnent B to vernier ngine 1 is shown in 
:figure 4-20; the top of the compartment was 1.1 
meters above the lunar surface. The particles 
must hav had a near-vertical trajectory in reach­
ing the top of compartment B from the area 
under vernier engine 1. There were no notice­
able changes in spacecraft temperatures, al­
though the thermal characteristics of the elec­
tronic comparhnent top 'would have b een sig­
nificantly modified even by a thin layer of soil. 

Simulations and Analysis 

Simulations. In order to perform an analysis 
of a simulated erosion , the following factors had 
to be determined. 

H eight of the Engine 3 ozzle Above the 
Lunar Surface. The nozzle height was determined 
by comparison of pictures obtained before launch 
and on the lunar surface. Before launch, but 
after final Surveyor V camera alinement, pic­
tures were taken of the region below vcrnier 
engine 3 and crushable block 3, as viewed by the 
auxiliary mirrors. A platform was positioned at 
various kno,vn distances b elow the spacecraft 
(equivalent to the spacecraft resting on its foot­
pads with zero penetration, fi g. 4-40). A square 
grid with lines a t 5.1-cm centers was painted on 
this platform along with circles showing the rela­
tive loca tion of the areas b elow the nozzle and 
the crushable block; a vertical distance scale, as 
measured on these pictures a t the centerline of 
the engine nozzle, was thus established. With 
this scale, the distance from the vernier engine 
3 nozzle exit pl ane to the lunar erosion crater was 
determined to be 37 ± l cm. The loca tion of the 
lunar erosion crater under engine 3 was de­
termined by a comparison of lunar pictures ( figs . 
4-21 and 4-22) with pi ctures obtained of a simu­
la ted crater by use of a full-size spacecraft. 

Lunar Erosion Crater Dimensions. By use of 
the techniqu e described above, the cra ter di­
ameter was det rmined to be 20 cm. Estimates 
of crater depth were determined b y shadow 
studies, conducted with a full-scale spacecraft 
and a simulated Sun, which was adjusted to the 
correct azimuth and eleva tion angles relative to 
the spacecraft. Depressions of various depths 
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FIGURE 4-26. - Postfiring mosa ic of alpha-sca ttering instrument area (clay 257; ca talog 
5-MP-25). 
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TO VERNIER __ .....>o"-~~ __ -"-_ ~ 
ENGINE 3 

F ICURE 4-27. - Prefiring, annotated mosa ic of alpha-scattering instrument area. Rock and so il 
fragments that were not moved by the firin g are outlined ; fra gments that were 
movecl are markecl wi th an "x" (clay 255 ). 
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AVERAGE 
r-_____ rD_I_AMETER,cm 

25 
26 
27 
28 
29 
30 

FIGURE 4-28. - Postfiring, annotated mosa ic of alpha-scattering instrument area. Annotat ions are 
the same as in fi gure 4-27 ( day 257 ) . 
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FIGURE 4-29. - Prefiring and post firing pictures of the lunar surface beside the helium tank (see 
figs. 4-27 and 4-28). Soil erosion from around rock "a" and the trail left by 
impact of fragment 26 wcre caused by the firing (catalogs 5-MP-43 and 5- 1P-44). 
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FIGURE 4.30. - Graph of diametcr vcrsus distance for fragments moved by the firing. The 
dashed line represents the probable maximum sizes for fragments that could be 
moved by the firing at distances ranging from 10 to 200 cm. 
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FICURE 4-31. - Cold-plated face D (see figs. 4-27 and 4-28) of the sensor head. (a) Prcfir ing 
picture; face D is highly refl ective ( clay 255, 05:06:27 GMT). 
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FIGURE 4-31. - Concluded. ( b ) Postfiring picturc; fa ce D is nonreflectivc (day 257, 07: 15: 09 
GMT). 
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FIGURE 4-32. - Prefiring mosaic of footpad 3 area . Most of the fragments below the antenna in 
the lower-right corner of the mosaic were swept away by the vernier engine firing 
(day 255t- catalog 5-MP-32). 

FIG URE 4-33. - Postfiring mosa ic of footpad 3 area. The small light-colored fragments above the 
leg probably are small roeks rather than soil clumps (day 258; catalog 5-MP-29 ) . 
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FICURE 4-34. - Postnring mosaic of footpad 3 area. A portion of the trench dug by footpad 3 
during landing can be seen below the shock absorber to the left of the footpad 
(day 264; catalog 5-MP-30). 

F ICURE 4-35. - Prefirin g mosaic of footpad 2 area. Representative fragments that were moved by 
the vernier engine firin g are marked with an "x" (day 255). 
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FIGURE 4-36. - Postfiring mosaic of footpad 2 area. Soil on top of the footpad was little disturbed 
by the firing (day 256; catalog 5-MP-27). 

FIGURE 4-37. - Prefiring mosaic of part of the trench dug by footpad 2 during landing (day 256; 
catalog 5-MP-36). 
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F IGUIlE 4-38 . - Postfiring mosaic of the same portion of footpad 2 trcnch seen in thc prefiring 
mosaic (fig. 4-37). No disturbance wa' caused by the firing of vern ier engine 2, 
which was approximately 1 meter away (day 258). 

(a) 

FIGURE 4-39. - Top of compartment B taken before and after the firing. A lump of material was 
transported to the compartment top and splattered in a direction away from 
vernier engine 1. (a) Day 255,02:29:29 CMT. ( b) Day 265,05:48:58 CMT. 
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FIGURE 4-40. - Narrow-angle picture taken by the Surveyor V television camera system prior to 
Jauneh. 

were mad e in simulated soH surfaces. By com­
pm'ing the crater shadows on the lunar pictures 
with those obtained in laboratory simulations, 
the average crater depth was determined to be 
0.8 ± 0.2 cm. 

Estimates of the crater dimensions were also 

made by the use of photogrammetry by the 
:vJ:apping Science Branch of the Lunar and Earth 
Science Division of the Manned Spacecraft 
Center. The results (£g. 4-41) indicate that the 
crater had a diameter of 20 cm and a maximum 
depth of 1.3 em. 
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FICURE 4-41. - Plan view and profiles of the crcscent­
shaped crater produced by the vernier engin 3 firing 
( taken from a drawing by the Mapping Science 
Branch, Lunar and Earth Science Division, Manned 
Spacecraft Ccnter ). 

Slope of the Erosion Crater Relative to the 
Engine Nozzle. The full-scale laboratory space­
craft was oriented such that the simulated Sun 
elevation and azimuth angles were the same as 
for the Surveyor V spacecraft. A horizontal 
platform was placed below the spacecraft cor­
responding to the nozzle height of 37 cm. Com­
parison showed the shadows on this platform, as 
observed through the television camera system, 
were in substantial agreement with those taken 
on the lunar surface. The platform was tilted 
at various angles and comparisons were made. 
It was noted that when the Sun angle was such 
that a good shadow pattern existed below the 
nozzle, tilting the platform produced only small 
changes in the shadow pattern . Consequently, 

precise measurement of the relative surface slope 
below the nozzle was not possible. Estimate of 
the slope, relative to the engine nozzle exit 
plane, is 0° to 10° down toward the alpha-scat­
tering sensor. 

Erosion Crater Orientation. The axis of the 
crescent-shaped erosion crater makes an angle of 
30° with the + X-axis (measured toward the 
- Y-axis) of the spacecraft. That is, the points 
or CllSpS of the crescent point of the general direc­
tion of the sensor head. Because the spacecraft 
is sitting in a crater only three times its own 
diameter, the lunar surface beneath the space­
craft should be gently curved relative to the 
spacecraft XY -plane. Therefore, the lunar sur­
face beneath both vernier engines 2 and 3 
should slope toward the Y-axis of the spacecraft 
at approximately the location of the alpha-scat­
tering insh·ument. This gentle slope of the lunar 
sUl-face relative to the spacecraft probably 
caused differential erosion by each vernier en­
gine. Such differential erosion could account in 
part for the orientation and crescent shape of 
the erosion crater. 

Viscous erosion. The viscous erosion studies 
here and the diffused gas studies in the next part 
of this section make use of the theoretical How 
fi ld along the lunar surface and the associated 
surface loadings, as determined by using Roberts' 
theory (ref. 4-5). 

Table 4-4 lists the engine parameters used in 
the calculations, and figures 4-42 to 4-44 show 
the theOl"etical predictions. Figure 4-42 shows 
the theoretical surface pressure, gas radial ve­
locity, and the corresponding dynamic pressure 
(equal to (1f2) pU2, where p is the gas mass density 
and tI is the gas radial velocity along the surface) 

TABLE 4-4. Estimated vernier engine 3 data 
(used in calculations) 

Nozzle he ight ..................................... ..... 39.4 cm ( 15.5 in. ) 
Thrust .................. .................................. ... ..... 120 (27 lb ) 
Chamber pressurc ..... ........................ .46.9 N / cm' (68 psia) 
Chamber gas temperan.lre ............ .... 2950° K ( 5300° R) 
Chamber gas viscosity ......................... .. ... 5.6 X 10- 4 poise 

( 1.17 X 10:""6 lb-sec/ft') 
Cas speCific heat .............. ............................................ 1.313 
Cas constant ................ 367 m'/sec' OK (2190 ft'/sec' OR ) 

lozzle exit radius ................................ 6.46 cm ( 0.2121 ft ) 
ozzle ex it Mach number .................................. .. .. ......... . 5.2 
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associated with this radial velocity over a range 
of distances measured from a point directly be­
low the engine (the stagnation point) for the 
Surveyor V vernier engine 3. These data cor­
respond to conditions where the engine is ex­
hausting onto a flat plane parallel with the nozzle 
exit plane. The :figure indicates that surface 
pressm e drops off rapidly with radial distance. 
Figure 4-44 again shows the dynamic pressure 
for surfaces tilted 0°, 100, and 20° from the 
nozzle exit plane. For example, figure 4-44 indi­
cates that at a radial distance of 76 cm (about 
the distance from vernier engine 3 to the alpha­
scattering ins trument experimental package), the 
theoretical dynamic pressures are about 14, 76, 
and 210 dynes/ cm2 on surfaces tilted 0°, 100, 
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FICURE 4-42. - Theoretical static pressure, dynamic pres­
sure, and exhaust gas radial velocity at the smfaee of a 
plane, parallel to the engine nozzle exi t plane; engine 
thrust = 120 N; nozzle height = 39.4 em. 
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F ICURE 4-43 . - Theoretical dynam ic pressure at the sur­
face of planes tilted 0°, 10°, and 20° to the ngine 
nozzle ex it plane; engine thrust = 120 N; nozzle 
height = 39.4 cm. D ynamic pressure over a 60-em 
range from a point d irectly below the engine. 
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and 20 0
, respectively, relative to the nozzle exit 

plane. 
Roberts' theory (ref. 4-5) was also used to es ti­

mate the th ore ti cal amount of viscous erosion 
for a range of soil cohesion for four particle 
sizes, for the engine conditions listed in table 
4-4 and the associated surface loadings shown in 
figures 4-42 to 4-44. The results of these compu­
tations are shown in figure 4-45. In these calcula­
tions, the aerodynamic friction and drag coef­
ficients acting on the soil particles were taken 
to be 0.3 and 2, respectively. The soil internal 
friction angle was taken to be 35 0

• 

According to figure 4-45, a soil composed of 
100-fl.-diameter particles and a cohesion of 1430 
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F ICU RE 4-45. - Theoretical viscous erosion rates as fun c­
tions of soil cohesion and particle size; engine thrust 
= 120 N; nozzle height = 39.4 cm. 

dynes/cm2 would erode at a maximunl rate of 
0.36 cm/ sec. Thus, for an engine firin g time of 
0.55 sec, the maximum erosion depth should b e 
0.2 cm (0.079 in.). If the soil particle diameter 
were 10 fl. and had the same cohesion, the result­
ing erosion rate would b e 0.061 cm/ sec and, for 
the 0.55 sec, should produce a maximum erosion 
depth of 0.024 cm. 

Theore tically, then, according to figure 4-45, 
the amount of erosion observed under vernier 
engine 3 (a depth of about 1 cm) could h ave oc­
curred by viscous action only on a soil composed 
of particles larger than 500 fl.. Since es timates of 
the lunar soil particle ize indicate that the major 
proportion of grains present are smaller than 500 
fL, the comparison of theoretical and observed 
crater depths suggests that viscous erosion was 
not the major erosion mechanism for the re­
moval of fine-grained material. Additional 
evidence that such is the case is suggested by a 
comparison of theoretical and observed crater 
diameters. The erosion crater was computed ac­
cordin a to Roberts' theory for a soil composed 
of 600-fl.-diameter particles and with a cohesion 
of 960 dynes/cm2 (selected to approximate the 
obscrved av rage erosion rate). The results of 
these calculations are shown in figure 4-46. The 
figure indica tes the cra ter diame ter should have 
been 66 cm, whereas the observed cra ter diam­
eter was about 20 cm. Thus, here again, evidence 
suggests that viscous erosion was not the major 
erosion in forming the cra ter. 
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F I CURE 4-46. - Theoretical viscous cros ion crater proRJc 
for an arbitrarily chosen et of soil paramctcrs selected 
to match the observed erosion depth. The actual lunar 
soil has smaller particle diameters. These results indi­
ca tc that the lunar eros ion crater was not produced by 
viscous erosion; engine thrust = 120 1; nozzle height 
= 39.4 cm. 
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Gaseolls diffusion el'OS iOI1. The results pre­
sented h re were obtained by use of the surface 
pressure distributions obtained from Roberts' 
theory ( fig. 4-47) for a jet firing normally onto a 
horizontal surface of a homogeneous, isotropic, 
porous medium. It should be noted that the 
diffusion process is essentially independent of 
the direction of gravity and that the diffusion­
caused soil erosion on a slope of 20°, calculated 
from the diffusion theory, i hardly distinguish­
able from that on a horizontal surface. 

Results of diffusion calculations (by use of 
equations in ref. 4-6) indica te that a diffusion­
caused eruption crater, 32 cm in diameter and 
.3.5 cm in depth, would have been form d in a 
completely cohesionless and very permeable soil, 
(i.e., one in which steady-state gas flow condi­
tions were reached by a 0.5-sec firin g) for surface 
loading conditions corresponding to the Surveyor 
V tes t. However, for the same test conditions, 
but in a cohesionless and less permeable soil 
(requiring 5 sec to reach steady-state gas flow), 
the eruption crater would have b en 18 cm in 
diameter and 1.5 cm in depth. 

Diffusion theory indicates that the diameter of 
the diffusion-caused erosion cra ter is almost inde­
pendent of the cohesion. Tlms, by comparing 
the calculated crater diameter with the actual 
crater diameter formed during the experiment, 
it is possible to conclude that the experiment 
was performed on a relatively impermeable soil. 
By assuming that the soil porosity is between 
0.3 and 0.5, the viscosity of the vernier exhaust 

uPStort: _ OOWNSLOPE. 
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FIGURE 4-47. - Theoretical static pressure at the surface of 
planes tiltcd 0 °, 10°, and 20° to the engine nozzle cx it 
plane; engine thrust = 120 N; nozzle height = 39.4 em. 

gases in the soil is 1 X 10-.1 poises and 3 X 10-4 

poises (ref. 4-12); and assuming that an 0.5-sec 
nrin a is equivalent to about one-tenth the time 
required to reach steady-state conditions, the 
p nneability of the soil medium is calculated to 
be between 1 X 10- 8 and 7 X 10- cm2. For 
comparison, consider the permeabilities of soils 
of different lU1ifonn grain sizes as measured on 
Earth and shown in figure 4-48. This fi gme 
shows that the permeability range for the lunar 
surface material (down to a depth of around 25 
cm) fits into the permeability range of silts hav­
ing arain sizes between 2 and 60 JJ.. The lunar 
material, of COlll'se, contains particles larger and 
possibly some smaller than this range. How vel', 
the es timated lunar permeability indicates most 
of the particles are in the 2- to 60-JJ. size range. 
This stimate is also in agreement with conclu­
sions reached from simulations of footpad im­
prints from Surveyor III (ref. 4-2). 

Diffusion theory indicates that soil cohesion 
(and permeability ) has a strong influence on 
crater depth, but that the frictional resistance 
has little influence on crater depth. This is 
because the soil elements are made potentially 
unstable and erodible by the upward flow 
of gases, which essential ly cancels the gravi­
tational forces between soil grains, res ulting 
in negligibl e interparticle frictional forces. If the 
lunar soil has the permeability indica ted, then 
the gases Rowing into and through the soil dur­
in g an 0.5-sec Surveyor V firing would not have 
produced surface erosion . If the firing time had 
been increased or if the soil permeability were 
different so tha t diffusion erosion did occur be­
fore engine shutdown, the crater from this ero­
sion would have formed at a distance of about 
19 to 25 cm from the staana tion point. Since the 
erosion crater on the Moon has only a 10-cm 
radius, it is concluded that it was formed by 
diffused-gas eruption. Possibly a dish-shaped 
depression was first formed due to the shutoff 
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eruption ; but since some of the materials erupted 
in trajectories nearly norm al to the local surface, 
the downslope portion of the dish could be 
covered by materials that moved downslope as 
they fell back onto the sLu·face. In the absence 
of good, simulated verni l' firing tests, it is diffi­
cult to calculate the effect of a slight amount of 
cohesion on influencing the depth of erosion. 

Differences of theoretical predictions and ex­
perimental findings. In the preceding sections, 
comparisons were made of the observed lunar 
erosion crater under vernier engine 3 with the­
oretical craters formed by gas viscous forces and 
diffused gas forces. The theoretical predictions 
were not in complete agreement with observed 
results; that is, the observed crater shape is not 
what would be predicted by th ory. In addition, 
theory does not predict that soil would be eroded 
at the large distances observed. 

The theories predict an axisymmetric crater, 
whereas the observed crater was crescent 
shaped. It is smmised that the lunar crater shape 
could have been caused by one or several of the 
following fac tors: 

(1) Flow of gases out of the nozzle may not 
have been symmeh·ical. 

(2) 1ifaterial that bl ew upward could have 
settled unevenly because of the surface slope. 

(3) Lunar surface helO\v the nozzle may have 
been nonhomoO"eneous, had an irregular shape, 
and have been tilted relative to the nozzle exit 
plane. 

These theories also would not have predicted 
the movement of fin e soils that occurred as far 
as a meter from vernier ngine 3. However, 
neither theory makes any attempt to explain the 
soil motions after the soil particles leave the 
crater . It is smmised that this erosion of fine 
soils did occur by a viscous erosion mechanism 
and/or by the inlpact of ma terial ejected from 
under the engine. 

Both theories of soil cratering used the axisym­
metric smface loading predicted by Roberts' 
theory when the nozzle exit plane is parallel 
with the smface. However, tes ts made on Earth 
indica te that the engine exhaust gases can devi­
ate substantially from p rfect symmetry and 
thereby produce a nonsymmetric surface loading. 

Another basic assumption in the theory is tha t 
the lunar soil is uniform and the smface is a fl a t 

plane. Instead, the lunar surface is an undulat­
in g, irregular surface with a top layer that is 
more porous and less dense than the soil that is 
centimeters below the top (ref. 4-2). These con­
ditions would strongly influence both theories . 

Implications of Movement of Alpha-Scattering 
Instrument by Vernier Engine Firing 

Several calculations , based on the observed 
eff cts of the vernier engine firin g in moving the 
alpha-scattering instrument, provide information 
on the resistance of the lunar soil to the motion 
of the alpha-scattering instrument sensor head. 

The alpha-sca tt ring instrument, located at a 
distance (neares t corner) of 68 cm from vernier 
engine 3 (the neares t Surveyor vernier engine), 
was moved downslope during the fu'in g so that 
its distance from the engine became 77 cm. The 
spacecraft is assumed, for calculation purposes, 
to be res ting on a slope of about 20 0 to the hori­
zontal, dipping downward in a direction parallel 
to the spacecraft - Y-axis. 

Soil resistance from static considerations. Pres­
sure may be developed both from the engine gas 
pr ssure and momentum exchange from soil par­
ticl es impinging on the alpha-scattering insb'u­
ment. However, on Surveyor V, pressure on the 
insb'ument during firin g was not grea t enough to 
overturn it. Bounds on this pressure p can be 
calcul ated from figure 4-49. Assmne that the 
pressure is equally distributed over one face of 
the instrument, having an area of 225 cm2. The 

w = 24 N 

FrCUHE 4-49. - Balance of forces on the alpha-scattering 
instrument sensor head during the vernier engine 
firin g. 
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center of this face is 7.9 cm from the lunar sur­
face, a vertical line through the center of gravity 
is 11.1 cm from the circular plate edge farthest 
from this face, and the mass of the alpha-scatter­
ing instrument is 2.2 kg. Equating the torques 
arising from pressure and from weight, the ap­
plied force at which the alpha-scatteirng instru­
ment would start to overturn is 6.5 X 105 dynes, 
and the corresponding pressure on the face is 
2.4 X 103 dynes/ cm2. This sets an upper bound 
for 17 . Because the sensor head moved during 
the firing, it follows that the pressure acting on it 
was sufficient to overcome the frictional re­
sistance on the base of the apparatus. If it is as­
sumed that there was no adhesion between the 
alpha-scattering instrument and the lunar sur­
face, which seems reasonable from the pictures 
taken after the movement (fi g. 4-28), a friction 
coeffi cient !-'- can be assumed to act between the 
alpha-scattering instrument and the soil. Re­
ferring to figure 4-49, a balance of forces parallel 
to the slope gives a pressure not exceeding (1.65 
!-'- to 0.59) X 103 dynes/ cm2. This is a lower 
bound for 17. Since the lower bound must be 
less than the upper bound, the maximum pos­
sible value for the coefficient of friction, !-'-max, is 
1.84. As the far side of the circular plate appears 
to have dug into the lunar surface during the 
sliding, it is probably more satisfactory to de­
rive, not a value of !-,-, since the resis tance was 
not all frictional, but a soil-resisting force, which 
then would have a maximum value of 6.9 X 105 

dynes. This analysis neglects any small forces 
on the alpha-scattering instrument that may arise 
from the attached nylon cord and electrical 
cable. 

Soil resistance from dynamic considerations 
(equation of motion). The equation of motion 
for the alpha-scattering instrument during ver­
nier engine firing is es tablished on the basis that 
the acting force is constant during the period of 
firin g, and that the resisting force has a constant 
magnitude at all stages during the motion. The 
equation follows: 

x = g sin 8 + ( P - F ) ( 1 ) 
rn 

where 
x distance parallel to the surface 
g lunar gravitational constant 

8 tilt angle 
P force on alpha-scattering instrument from 

vernier engine firin g 
F resisting force of soil 
m mass of sensor head 

The initial conditions are x = 0, x = 0, taking 
the x-coordinate downslope. Integrating twice 
and substituting for t, a firing duration of 0.5 
sec (which allows a short time for pressure build­
up in the vernier engine firing ) gives the velocity 
and displacement reached by the end of vernier 
fire as 

Xe = ( g sin () + P :. F) 0.5 (2) 

Xe = a sin8 + --- --' -( 
P - F) (05 )2 

b n l 2 (3) 

After firing stops, we take a new t and x begin­
ning at the end of firing. The equation of motion 
is now 

.. . () F x = gsm -­
rn (4) 

with initial conditions x = Xe and x 
gration twice gives 

O. Inte-

x = (g sin 8 - F) ~ + xet 
m 2 

(5) 

(6) 

The alpha-scattering instrument comes to rest 
when x = 0, at time to so that, from equation (5) 

( g sin 8 - F ) to = - Xe = - g sin 8 + (P - F) 0.5 
1n 1n 

(7) 

Equation (7) then gives a relation among P, F, 
and to, the time between cessation of firing and 
the time when the alpha-scattering instrument 
stops moving. However, the total distance moved 
by the sensor head is estimated at 11 cm from 
figures 4-27 and 4-28; this can be equated to the 
sum of the displacements given by equations (3) 
and (6) 

__ _ _ _ _ - - ~---- -~~-_ _ ~ _ __ I 
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P - F (0.5 )2 F t 2 

g sin B + m 2 + g sin B - m ~ 

+ xeto = 11 (8) 
Equation (8 ) gives a second relation among 
valu s of P, F, and to. 

Since more observational requirements are met 
by the solution of equations (7 ) and (8 ), they 
are more restrictive than the general limiting 
analyses given previously. Consequently, the 
upper limit of P can be used in equations (7 ) 
and (8) and they determine an upper bound on 
F to be 5.2 X 105 dynes. This corresponds to an 
upper limit of fri ctional coeffi cient of 1.38, if the 
frictional mechanism is assumed. The lowest 
value of F which will sa tisfy equations (7 ) and 
(8) is F = 2.2 X 105 dynes at to = 0.6 sec. The 
value of P corresponding to this value of F is 1.8 
X 105 dynes. It follows, therefore, that an abso­
lute lower bound on the effective coeffi cient of 
friction is p.. = 0.59, and on the value of pressure 
represented by P is 8.1 X 103 dynes/ cm2. There­
fore, from this analYSiS, the following tabulation 
can be compiled: 

A cting A cting 
EDect;"e 

B Olllld 
R eSis ting coefficien t 

j orce, p ressure, fo rce, oj 
P, d)lI'J es p, dJi ll es/ cm2 F , dYlles f riction , J.l. 

Upper ........ . 6.5 x lO' 2.4 X 103 5.2X 10' 1.38 
Lower ......... 1.8x lO' 8.1 x l02 2.2 X 10' 0.59 

It may be remarked that it does not seem reason­
able that the duration of sliding of the alpha­
scattering instrument, to, after vernier engine 
shutdown, could be as long as the 0.6 sec re­
quired by the lower-bound case. If it is assumed 
that the sliding duration would b e less than the 
firing duration, and the observation is made that 
the far edge of the alpha-scattering insb'ument 
is dug into the lunar surface, suggesting some 
tendency to overturning, more reasonable values 
of to such as 0.3 or 0.4 sec might be taken. For 
these values, solution of equations (7 ) and (8 ) 
gives: 

Duration oj 
s liding alter P, d)IJl es P, d)IJws/ cm2 F , dJlnes ~ 
"erllier shut-

down, sec 

0.3 4.4 X 10' 2.0 x l03 4.1 X 10' l.l0 
0.4 3.2x lO' 1.4 x 103 3.1 x lO' 0.84 

The angle of internal friction, indicated by the 
surface sampler tests on Surveyor III, was about 

37°. The tangent of this angle (friction coef­
ficient ) is 0.75, so that either of the values in 
the last column in the table, p.. = 0.84 or 1.10, 
would be compatible with the Surveyor III re­
sults plus some small amount of cohesion. If 
there were no plowing, the p.. determined should 
therefore be a lower bound for the soil coef­
fi cient. It is likely, however, that the effect of 
plowing increases the effective value of p... 

Movements of particles by vemier exhaust. A 
calculation has been made of the size of soil or 
rock fragments, at a distance of approximately 
80 cm from vernier engine 3, that would be ex­
pected to slide downslope under the pressure p, 
and with the friction coefficient p.., shown previ­
ously. This indicates that the pressure was suf­
fi cient to cause the motion of the particles noted 
in figures 4-27 and 4-28 and also the motion of 
appreciably larger particles. 

Conclusions 
From the preceding analysis the following 

conclusions were reached: 
( 1 ) During landing, Surveyor V slid about 

0.8 m down the inner slope of a 9- by 12-meter 
crater. During this sliding, at leas t two of the 
footpads dug trenches in the lunar-surface ma­
terial. The initial depth of penetration fo r one 
footpad was about 12 cm. Ejecta were thrown 
80 cm or more. 

( 2 ) Soil pressure developed in resisting the 
footpad sliding during the landing was about 
0.9 N/cm 2

, which agrees with the stalling pres­
sure during trenching with the soil mechanics 
surface sampler on Surveyor III. 

( 3 ) Minimum effective coeffi cient of friction 
(braking) between the footpads and the surface 
is 0.36. 

(4 ) Best agreement obtained for a compres­
sible soil model with the observed Surveyor V 
footpad penetrations and landing leg loads is for 
a soil static-bearing capability of 2.7 Icm2 and 
a density of 1.1 g/cm3

• Incompressible soil model 
analyses have not yet been performed for Sur­
veyor V. Preliminary analyses indicate that the 
soil at the Surveyor V landing site is 'vveaker than 
at previous Surveyor landing sites. 

(5 ) Surface material is granular, slightly co­
hesive, and generally fine grained, as at the Sur­
veyor I and III landing sites. However, the 
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differences in reflectivity between disturbed and 
undisturbed lunar soil is less than at the Surveyor 
I and III landing sites. 

( 6 ) During the 0.5-sec vernier engine firing, 
soil and fragments to undetermined depths were 
removed by viscous erosion from areas below 
and adjacent to at least one vernier engine. Soil 
or rock fragm ents moved included large frag­
ments up to 4.4 cm in diameter, which were close 
to the vernier engine, and small fragm ents up 
to 0.6 cm in diameter at distances up to 1.9 
meters. At engine shutdown, exhaus t gas which 
had diffused into the soil erupted, producing a 
crater 20 cm in diameter and 0.8 to 1.3 cm deep 
under one engine. 

(7) Permeability of this lun ar soil, to a depth 
of 25 cm or so, is 10- 8 to 10- 7 cm2• This cor­
responds to the permeability of earth silts and 
indicates that most of the lunar particles are in 
2- to 60-p. size range. 

(8) Capability of lunar material to adhere to 
a smooth vertical surface is indicated by the 
change of refl ectivity of the alpha-scattering sen­
sor head as a result of the vernier engine firing. 

(9) Vernier engine firing did not cause any 
degradation in the functional capability of the 
spacecraft. 
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5. Lunar Surface Temperatures and Thermal Characteristics 

J. W. Lucas, R. R. Garipay, W. A. Hagemeye1', J. M. Saari, J. Smith, and G. Vitkus 

Another opportunity to obtain spacecraft 
thermal performance data on th e lunar sW'face 
was provided by Surveyor V. At the time of 
landing, the Sun was approximately 17° above 
the horizon. Surveyor was interrogated during 
the first lunar day until day 272 (September 29) 
at 06:37 GlvIT or about 115 hoW's after sunset; 
interroga tion of Surveyor I terminated 48 hours 
after sunset, and of Surveyor III 2 hours after 
sunse t. Thus, Surveyor V provided the most ex­
tended lunar night performance data. On day 
288 (October 15) when the spacecraft was reacti­
va ted for the second lunar day, the Sun was 
risin <1 a t the landing site and was approximately 
75° above the local horizon. On day 291 (Oc­
tober 18), between 07 :58 and 12:59 GMT, a lunar 
eclipse occurred; excellent temperature readings 
were obtained. Data received until sunset of the 
second lunar day are presented here; data re­
ceived until 12:15 GNIT on day 305 ( ovember 
1) into the lunar night will be reported at a later 
date. 

As in the Surveyor I and III analyses (refs. 5-1 
and 5-2), outboard-face temperatures of com­
parbllents A and B were used to derive average 
brightness temperatmes of the lunar surface. 
Calculated temperatures during the night and 
during the eclipse were used to es timate the 
thermal inertia y of the lunar-surface material. 

Albedo, Lunar Surface Temperatures, and 
Thermophysical Properties of Landing Site 

as Determined by Telescope 

The total surface albedo for the landing site 
was determin ed to be 7.7 percent, and was de­
rived by the same method as that for the Sm­
veyor III landing site (ref. 5-1). The method 
used to calculate total albedo depends on a tele­
scopic measmement made to a resolution of 10 
sec of arc (18 km at the center of the lunar disk). 
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Thus, the local actual albedo of the Smveyor V 
landing site may depart from the predicted value 
because only a lunar disk of approximately 100-
meter diameter (with a spacecraft at the center) 
is of interes t. 

The lunar-surface temperatures dming luna­
tion depend upon the lunar-surface thermal in­
ertial parameter, defined as 

y = ( kpc ) -1 / 2 

wher k is thermal conductivity, p is density, and 
c is specific heat. For values of y of 500, 800, and 
1000 ( in cgs units ), lunar-surface brightness tem­
peratures (fi g. 5-1) for an equatorial site were 
computed (ref. 5-3). (Note that only after sunset 
is it possible to distin guish the thermal inertial 
parameter of lunar-surface material for y > 500.) 

The calculated lambertian temperatures for 
the Surveyor V landing site are shown in figme 
5-2. A total solar albedo of 7.7 percent and a 
value of 2 callcm2-min for solar insolation were 
used in calculations. The calculated lambertian 
lunar-surface temperatures during the sunlit 
portion of the lunation are in agreement with 
those shown in figure 5-1. 

Infrared measurements made during the De­
cember 19, 1964, eclipse showed that the lunar 
surface exhibits a great deal of thermal in­
homogeneity (refs. 5-4 and 5-5). The isothermal 
contours of the Surveyor V landing site obtained 
dtu'ing total eclipse are shown in figure 5-3. The 
region appears to be relatively bland when ob­
served from Earth with a resolution of 18 km. It 
is expected that temperature fluctuations could 
exist to a scale comparable to that of the Sur­
veyor V landing site; thus, it is possible that the 
thermal characteristics of the site are consid­
erably different from Earth-based observations. 

Figme 5-4 is a predicted eclipse cooling cmve 
for the site, based on measurements obtained by 
Saari and Shorthill (refs. 5-4 and 5-5) during the 
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FIGURE 5-1. - Predicted lunar-surface-brightness tem­
perahlres on the lu nar equator. 

December 1964 eclipse. The warming portion of 
the ClU've represents calculated equilibrium SlU'­
face temperatlU'es corresponding to the insolation 
a t each time. By using the theoretical eclipse 
cooling ClU'ves for a homogeneous model (ref. 
5-5), a value for y of 1350 is obtained for the 
lunar-surface material. 

Spacecraft View of Luna r Su rface 

Surveyor V landed in a small (9 by 12 meter ) 
crater, with leg 1 positioned near the crater rim 
and legs 2 and 3 downslope on the southwest 
wall of the crater. (For details of the landing site, 
see fig. 3-3 of ch . 3.) At approximately sunset 
of the first lunar day, the shock absorbers on legs 
2 and 3 compressed, placing the spacecraft in an 
even more downslope position. Figure 5-5 shows 
the assumed orientation of Surveyor V with 
respect to the lunar coordinates after landing 
and after sunset of the first lunar day. During 
the second lunar day, the spacecraft returned to 
the orienta tion it had durin g the Erst lun ar day. 

The location of the spacecraft within the crater 
profile is shown in figure 5-6. Comparhllent A 
views primarily the east side of the crater, the 
surface above the cra ter, and space. The overall 
view factor from comparhl1ent A to the lunar 
surface is 0.247, of which 0.163 is to the crater 
wall; the remaining view factor of 0.084 is to the 
slU'face above the crater rim . Compartment B 
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FIGUHE 5-2. - Ear th-based lambertian temperatures for 
Surveyor V landing site, a uming level lunar surface. 

views the west side of the crater, the smface 
above the crater rim, and space. The view fac­
tors for comparhnent B are an overall view 
factor to lunar surface of 0.255, a view factor to 
crater wall of 0.153, and a ·view factor above 
crater wall of 0.102. Spacecraft positioning after 
sunset had very little effect on the overall view 
factor for either comparh11ent. 

Spacecraft Raw Data 

Spacecraft Description 

Surveyor V is similar in structmal and thermal 
design to SUl'veyors I and III. The basic frame 
(fi g. 5-7) is tubular aluminum, which serves as a 
teb'ahedral mounting sb'uctme for the elecb'onic 
gear and propulsion systems. The three space­
craft legs are attached at the three corners of 
the base. The planar array antem1a and solar 
panel, mounted on a mast apprOximately 1 meter 
above the sb"ucture's apex, cas t varying shadow 
patterns on the spacecraft and on the lUl1ar SUl'­
face throughout the lunar day. Changes in 
shadow patterns occur as a result of repositioning 
the planar array antenna and solar panel and 
of the normal (0.5-degree/hour) movement of 
the Sun. 

The thermal finish of the structural members 
is a combination of inorganic white paint, ap­
plied to all top and visible side surfaces, and 
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FIGURE 5-3. - Isothermal contours for the landing site region, obtained during totality of 
lunar ecl ipse. 

polished aluminum (ref. 5-2); the underside of 
the surface is polished metal. This thermal finish 
distribu tion provides a low-solar-absorptance, 
white-paint surface in the Sun-illuminated areas, 
with a high-emittance coupling to space in the 
infrared regions. The polished-alumil1lm1 lmder­
side isolates the spacecraft from the hot lunar 
surface. 

Compartment can isters. Compartments A and 
B house spacecraft ba tteries and electronics. 
Most of the top surface of each compartment is 
covered with Vycor glass, second-surface mir­
rors. The e mirrors are part of the bimetallic­
actuated thermal swi tch s used to reject heat 
from temperature-controlled compartments. The 

outboard faces of the compartments look away 
from the spacecraft and are made of O.4-mm­
thick aluminum panel. Their purpose is to con­
tain a blanket of superinsulation that surrounds 
each compartment. A temperature sensor is 
bonded to the polished-aluminum inner surface 
of the outboard face (i.e., the surface facing the 
superinsulation) of each compartment. 

The outboard faces are insulated from the 
rest of the compartment and spacecraft structure. 
They are, therefore, essentially in thermal equi­
librium with their environment, which is com­
posed of the lunar surface, space, and solar 
energy input. The superinsulation isolates the 
surfaces from the inside of the compartment so 
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FIGURE 5-7. - Surveyor spacecraft configuration. 

that heat input from that boundary is negligible 
dming the lunar day. This assumption is not 
valid when calculating lunar-surface tempera­
tmes dming a lunar eclipse or dming the lunar 
night. 

Parameters needed to compute lunar tempera­
tures by the methods described in this report 
are the following: 

(1) Angle between normal to compartment 
outboard-face and spacecraft - Z-axis 
(a) Comparhnent A: 69°30' 
(b) Compartment B: 69°58' 

(2) Compartment outboard-face properties 
b fore launch 
( a) Infrared hemispherical emittance: f/I 

= 0.87 ± 0.02 

(b ) Solar normal absorptance: as = 0.20 
+ 0.02 

(c) Material: 2024 aluminum, O.4-mm­
thick panel with corrugations, coated 
with inorganic white paint. 

The first and second lunar day outboard-face 
temperatures of compartments A and B are pre­
sented in ngmes 5-8 and 5-9, respectively. Note 
that, after the vernier engines were fired on day 
256 a t 05:38 GMT, no irregularities in the temper­
ature data were observed. By superimposing the 
first-day temperature data over the second-day 
temperahlre data (figs. 5-10 and 5-11), it is ap­
parent that outboard-face temperatures were 
higher during the second day, especially when 
the Sun shined on them. It is believed that the 
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FIGURE 5-10. - Temperatures of outboard face of com­
partment A during first and second lu nar days. 

temperature increase may be due to deteriora­
tion of the inorganic white paint which caused 
the solar absorptance to increase. 

Good temperature data were obtained on the 
lunar eclipse during the second lunar day (fig. 
5-12 ) . The angle between a normal to the com­
partment outboard faces and the Sun vector is 
presented in figure 5-13. The extent of shading 
by either the solar panel or planar array antenna 
was negljgible on outboard faces A and B. 

Planar array antenna and solar panel. The 
planar array antenna and solar panel are rela­
tively low-heat-capacity planar surfaces. Data 
derived from them may be used to negate some 
of the uncertainties associated with lunar-sur-
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FIG URE 5-9. - Temperatures of outboard faces of com­
partments A and B during second lunar day. 

T .--.---- -r ~:lST~UN:~" m 
- -- j,(COl'CIlUNAaOAV XII) 

.. 
" 

~ 
I 
~(Clil'Sl 

I 

I 

2D )D «I SI 60 10 10 90 100 '10 lZ1 I:J) ,.:I IS) 1110 UO 110 190 DI 210 :oJ) %XI 2.:1 

WNANGU, ... 

10 

F IGURE 5-11. - Temperatures of outboard face of com­
partment B during fi rst and second lunar clays. 

face temperatures based on data from the com­
partment outer faces, especially for calculations 
during the eclipse and lunar night. Temperature 
data for the solar panel and planar array antenna 
during the first lunar day are given in figures 
5-14 and 5-15. Figure 5-16 shows the solar panel 
and planar array antenna temperature data dur­
ing the eclipse. The angle between the normal to 
the solar panel and the Sun vector, and the angle 
between the normal and the spacecraft - Z-axis 
( for the first lunar day ) are shown in figure 5-17. 
Figure 5-18 shows the angles on the first lunar 
day between the normal to the planar array an­
tenna and the Sun vector, and to the spacecraft 
- Z-axis. 



TEMPERATURES AND THERMAL CHARACTERISTICS 95 

,..., 
01011, Oot.Y 21'1 IOCT()I{lI', 1961) 

FIGURE 5-12. - Temperatures of outboard faces of com­
partments A and B eluring eclipse. 
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FIGURE 5-14. - Temperature of solar panel during first 
lunar day. 

The parameters needed to compute lunar-sur­
face temperatures are: 

( 1) Solar panel properties 
( a) Surface area: 

Front, 0.855 m2 

Back, 0.855 m2 

(b) Total heat capacity, 0.798 kg-cal/hr-°C 
( c) Conductance (front to back ), 50.3 

kg-cal/hr-°C 
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FIGUllE 5-13. - Angle between direction of Sun and 
normal to outboard plane of compartments A and B 
during Rrst lunar day. 
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FIGurm 5-15. - Temperature of planar array during first 
lunar day. 

(d) Solar normal absorptance: 
Front surface, 0.76 ± 0.02 
Back surface, 0.30 ± 0.02 

( e) Infrared hemispherical emittance: 
Front surface, 0.80 ± 0.02 
Back surface, 0.84 +0.02 

(f) Angle between nonnal to solar panel 
and spacecraft - Z-axis: 
First lunar night (day 267), 99.64° 
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FIGURE 5-16. - Temperatures of solar panel and planar 
array antenna during eclipse. 

Eclipse (day 291), 90.0° 
(g) Angle between - X-axis and projec­

tion of normal into XY plane (meas­
ured toward - Y-axis) : 
First lunar night, 301.0° 
Eclipse, 211.2° 

( 2) Planar array antenna properties 
( a) Surface area: 

Front (projected), 0.97 m2 

Back (total), 1.40 m2 

(b) Total heat capacity, 1.04 kg-cal/ hr- °C 
(c) Conductance (front to back) , 16.8 

kg-cal/hr- oC 
( d) Solar normal absorptance, 0.80 ± 0.02 
( e) Infrared hemispherical emittance, 0.88 

± 0.02 
(f) Angle between normal to planar array 

antenna and spacecraft - Z-axis: 
First lunar night, 25.5° 
Eclipse, 5.3° 

(g) Angle between - X-axis and projec­
tion of normal into XY plane (meas­
ured toward - Y-axis) : 
First lunar night, 301.0° 
Eclipse, 31.2° 

Thermal il1strumentation. Platinum resistance 
temperature sensors provided temperature data 
of various points in the spacecraft. Each sensor 
is calibrated individually to ± 1 ° C; other nomi-

nal system inaccuracies degrade the system to 
+ 3° C. 

Lambertian lunar-surface-temperature calcu­
lations. Calculations were performed using the 
fonowing equation from reference 5-1 (eq. (6)): 

T 4 - UT14 FI3 T 4 
U 2 - <2 (F12 - F 13 ) - (F12 - F 13 ) U 3 

al sS [ ] 
<1<2 (F12 _ F1 3 ) (FI2 - F I3 ) pz sin () + cos (J 

it 

where 

S 

<I 

<2 

al s 

(J 

() 

p2 

compartment surface temperature 
lunar-surface brightness temperature 
lunar-surface brightness temperature in 
shadow; T34 « T 24 is assumed 
solar irradiation constant = 1375 Vv 1m2 
geometric view factor from 1 to 2; F 12 = 
0.247 for compartment A and 0.255 for 
compartment B 
geomeh'ic view factor from 1 to 3 (see 
table 5-1) 
conduction heat flux between inside and 
outside of compartment wall, 3.5 W 1m2 
Stefan-Boltzmann constant, 5.675 X 10-8 

W/m2 °K4 
compartment surface emittance, 0.87 ± 0.02 
lunar-surface emittance, 1.0 
compartment surface solar absorptance, 
0.20 ± 0.02 
angle between direction of Sun and nor­
mal to compartment outboard face (from 
fig . 5-13 ) 
Sun angle (between lunar surface and di­
rection of Sun) 
lunar reflectivity to solar irradiation, 0.077 

TABLE 5-1. View factor FI3 fro11t compa1'tments 
A and B to lunar surface in shadow 

SU11 allgle, deg 
F l 3 / rom F 13 / rom 

compartmellt A compartment B 

20 Negligible 0.045 
30 Negligible .037 
40 Negligible .030 
50 Negligible .022 
60 Negligible .007 
70 Negligible .002 

80 to 180 Negligible egligible 
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FlGURE 5-17. - Angle that normal to solar panel makes with Sun vector and -Z axis during 
first lunar day. 

Lunafion 

Figure 5-19 represents a first-day average 
brightness temp rature as calculated from com­
partments A and B telemetered temperatures by 
using equation (1.). The crater wall and the 
surface above the crater rim are at different tem-

peratures for a given Sun angle. Since the com­
parhnent outboard faces view the crater wall 
and the surface above, the telemetered tempera­
tures of compartments A and B depend on these 
two different lunar-smface temperatures. Solu­
tion of equation ( l ) yields a single lunar-smface 
temperatme; thus, this temperature may be con-



• 
98 SURVEYOR V 

150 

140 

o ANGLE BETWEEN NORMAL AND - Z AXIS 

130 t;. ANG LE BETWEEN NORMAL AND SUN VEC10R 

120 

110 

100 

! 
~ 90 
U 
~ 
0 
~ 80 
Z 

~ 70 

~ 
Z 

" IIJ 

50 

30 

254 255 256 257 258 259 260 261 262 263 264 265 266 267 

GMT , DAY 

~' ____ ~' ____ ~'~ __ ~'~ __ ~' ____ ~' ____ ~' ____ ~' ____ ~' __ ~~I~ __ ~I~ __ -LI ____ ~I ____ ~I ____ ~I~ __ ~I~--~I 

20 30 40 50 60 70 80 90 100 110 120 130 140 150 160 170 180 

SUN ANGLE, deg 

FIGURE 5-18. - Angle that normal to planar array antenna makes with Sun vector and - Z 
axis during first lunar day. 

sidered as an average lunar-surface temperature 
of the crater wall and the surface above it. The 
temperature derived from compartment B is 
higher early in the day than that of compartment 
A because compartment B views the western 
part of the crater, which has a higher tempera­
ture because of the relatively greater Sun eleva­
tion . In the afternoon, the reverse is true. 

In figures 5-20 and 5-21, lunar-surface temper­
atures indicated by compartments A and Bare 
shown separately. Also shown is the computed 
curve of lambertian temperatme given in figme 
5-2; the curve is shifted 10° to the right for com­
parhnent A and 15° to the left for compartment 
B to account for the approximate slope of the 
local lunar surface. The temperatures sensed by 
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FICURE 5-19. - Lunar 'urface temperatures during first 
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FICUIlli 5-21. - F irst-day brightness temperatures on 
lunar surface : compartment B data compared with 
predicted temperature . . 

compartment A agree 'well with the predicted 
lam bertian temperature in the afternoon; how­
ever, there is only fair agreement in the morn­
ing and at noon. There is fair agreement in the 
morning, good agreement at noon, and poor 
agreement in the afternoon for compartment B 
temperatures . 

Lunar-surface-brightness temperatures derived 
from compartment B data for Surveyors I and 
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Flcum: 5-20. - Lunar surface brightness temperatures 
during first lunar day : compartment A data compared 
with predicted temperatures. 
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FrcuHE 5-22. - Lunar surface brightness temperatures 
from compartment B data on Surveyors I , III, and V 
(adjusted in time for Surveyor V ). 

III ( fig. VI -28 of ref. 5-1 ) and V (shifted 15° to 
the right ) are shown in figure 5-22. Compared 
with Surveyor I and III temperatures, Surveyor 
V sensed lower temperatures in the morning, 
higher temperatures at noon, and lower tempera­
tures in the afternoon. This temperature differ­
ence could be due to the difference in topogra­
phy between the landing sites. 

Figure 5-23 shows the lunar-surface tempera-
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tures, as derived from compartments A and B, 
after sunset; also included are Surveyor I data 
and theoretical y cooling curves taken from fig­
ure 5-1. ote that both compartments sensed 
about the same surface temperature for the Sur­
veyor V site during the night and indicated an 
effective y of slightly less than 500. 

. ... 
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FIGURE 5-23. - Lunar surface brightness temperatures 
after fir t-day sunset, derived from Surveyor I and V 
compartmen t data, compared with predicted tempera­
tures for different values of y. 

260 

240 

Eclipse 

Figure 5-24 shows the temperature data de­
rived from compartments A and B dm-ing the 
eclipse. At the start of penumbra, compartment 
A sensed a higher temperature than compart­
ment B; however, at the end of umbra, the re­
verse was h·ue. The reason for this temperature 
crossover may be that the y of the surface ma­
terial viewed by compartment A is somewhat 
higher than that of the material viewed by com­
partment B. By comparing compartment A and 
B eclipse data with the predicted lunar surface 
temperatures during the eclipse (fig. 5-4), it is 
observed that the temperature lagged and did 
not fall as low as predicted. Using the eclipse 
cooling curves of Jaeger ( ref. 5-6), it is estimated 
that a lunar surface with an effective y of about 
500 would exhibit the observed cooling. If the 
heat capacity of the outboard face is included 
in the calculations, the observed lunar-surface 
temperature lag would be reduced, and a some­
what lower temperature lag would be indicated 
at the end of umbra. 

Summary 

From the analysis, the following tentative con­
clusions may be drawn. 
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Lunation Data 

(1 ) Differences in the lunar-surface tempera­
ture, derived from compartments A and 
B data during morning and afternoon, 
may be explained by the different Sun 
phase angles at the local lunar surface. 

(2) For predicted and observed surface tem­
peratures for compartment A, there is fair 
agreement in the morning, fair agreement 
at noon, and good agreement in the after­
noon . For compartment B, there is fair 
agr ement in the morning, good agree­
ment at noon, and poor agreement in the 
afternoon . Both compartments sensed 
higher than predicted temperatures at 
noon. Some of this temperature difference, 
however, is due to not fully considering 
the compartment view factor as related to 
the actual landing site topography. 

(3) During the second lunar day, the com­
partment A and B telemetered tempera­
tures were higher for the identical Sun 
angle , perhaps because of the deteriora­
tion of inorganic white paint; however, 
further analysis is necessary to confirm 
this. 

(4) Compartments A and B sensed essentially 
the same lunar temperature after sunset. 
It is estimated that a lunar surface with 
an effective y of about 500 would exhibit 
the observed cooling. 

Eclipse Data 

(1) At the start of penumbra phase, compart­
ment A sensed higher surface tempera­
tures than compartment B; at the end of 
the umbra phase, the reverse was h·ue. 
This may indicate that the surface ma­
terial viewed by compartment A has a 

slightly 11igher y than the surface material 
viewed by compartment B. 

(2) During both penumbra phases, observed 
lunar-surface temperatures lagged those 
predicted from terrestrial data. Lunar­
surface temperatures at the end of the 
umbra phase were 50° K above those 
predicted, suggesting an effective y of 
about 500. 
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6. Astronomy 

R. H. Norton, ]. E. Gunn, ' iV. C. Livingston, 
G. A. Newkirk, and H. Zirin 

Following sunset on the first lunar day at 10:56 
GMT on day 267 (September 24, 1967 ), 37 pic­
hIres of the K- and F-corona were obtained dur­
ing a 3.5-hour p eriod while using the green filter. 
The focal length was 100 mm (narrow angle); 
the lens was focused at 4 meters for each picture. 
Exposures obtained and the f-ratios used are 
listed in table 6-1. 

TABLE 6-1. Observations of sola1' corona at 
landing site 

NlmJ~ Time, Shut· A zj· iE!el'a. 
ber 0/ GMT Iris ler l1wlit , lIon, 

frames deg tieg 

6 11:02:10 to 11 :03 :26 f l 8 1.2 sec + 114 + 7 
1 11:05:39 f l 22 10 sec + 114 + 7 
2 11:07:20 to 11:08:32 f l 22 30 sec + 114 + 7 
2 11:10:55 to 11:12:42 f l22 90 sec + 114 + 7 
2 11 :18:19 to 11:23:35 fl 22 5min + 114 + 7 
2 11:25:21 to 11:45:55 f l 22 10min + 114 + 7 
4 12:02:49 to 12:20:25 fill 5 min + 114 + 7 
1 12:22:44 f l 4 40 sec + 114 + 7 
4 12:30:15 to 12:48:36 f l 8 5min + 114 + 7 
5 12:54:55 to 13:20:03 f l 4 5min + 114 + 7 
3 13:29:44 to 13 :42:21 f l 4 5min + 117 + 7 
2 13:49:26 to 13:55:31 (0) 

1 14:04:11 f l 4 5min + 117 + 7 
4 14:10:07 to 14:28:26 f l 4 5 min + 117 + 12 

• Shutter closed, 5-min background calibration . 

The resulting circle of confusion ranges from 
about 0.2 solar radius at f /22 to 1 solar radius at 
f/4. For the bright K-corona (fig. 6-1) , a fairly 
sharp definition could be achieved by using the 
f /22 aperture. - On the longes t of these exposures 
(10 min) , streamers may be traced out to ap­
proximately 6 solar radii; the brightest sh'eamers 
appear in the Southern Hemisphere. 

As the corona set lower on the western horizon 
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(at the rate of 2 solar radii/hI' ) , successively 
larger apertures were used to film the fainter 
F -corona (fig. 6-2 ). Because of the increased 
video background level in exposures longer than 
5 min, a sequence (usually four) of successive 
identical exposures was made at each f-ratio. 
(These exposures will be summed to increase 
the effective dynamiC range and to reduce ran­
dom noise.) Calibration exposures were also 
made with the shutter closed . During each 5-
min integration, engineering interrogations of 
the spacecraft were performed, permitting full 
use of observation time and continuous records 
of spacecraft temperatures. 

By 12:55 GMT, the bright K-corona had dis­
appeared below the lunar horizon, and several 
series of full-aperture, 5-min exposures were 
made of the F -corona ( inner zodiacal light ). The 
camera was then shifted from the sunset position 
to record the F-corona at even greater distances 
from the Sun. Data thus far indicate that in­
formation on the F-corona has been obtained 
out to 30 solar radii. Plans for analysis of the 
data include the foHowing: 

(1) Comparison with K-coronometer and 
other telescope data. 

(2) Addition and/or subtraction of multiple 
exposures in each series . 

(3) Subtraction of successive pictures to ob­
tain the coronal brightness in the narrow strip 
eclipsed between frames . 

( 4) Determination of the brightness distribu­
tion in the F-corona as far from the Sun as pos­
sible in order to establish the distribution of 
particulate matter in the inner solar system. 

(5 ) Analysis of scattering effects by the lunar 
horizon or a possible lunar atmosphere. (Note 
the "beaded" sh'ucture in fig . 6-1. ) 

NK NOT [JLMED. 
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F IGURE 6-1. - Picture of the K-corona : a 30-sec exposure at f122. The upper solar limb is 
approximately 0.5 solar radius below the horizon. Several coronal streamers 
are visible. The K-corona in this picture is produced by scattering from elec­
trons near the Sun. The white circle denotes the relative size and location of 
the Sun ( day 267, 11:08 :32 GMT ). 

--- --- ._- --- --- --- --- --- -- ----
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FIGURE 6-2. - Picture of the F-corona: a 5-min exposure at f/4. The solar limb is 5 solar 
radii below the horizon. The F-corona in this picture is produced by scatter­
ing from particulate matter between the Earth and the Sun. The plane of the 
ecliptic is nearly perpendicular to the horizon . The asymmetry vjsible in the 
F-corona presumably is due to the decrease in particle density with height 
above the ecliptic plane. The white circle clenotd th e relative size and loca­
tion of the Sun (day 267, 13:20:03 GMT). 
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7. Chemical Analysis of the Moon at Surveyor V Landing Site: 
Preliminary Results 

A. L. TU1'kevich, E. ]. Fmnzgmte, and]. H. Patterson 

A remarkable amount of information about 
the Moon has been obtained by Earth-based 
measurements. Together with theoretical argu­
ments, these have provided clues as to the origin 
and history of this Earth satellite. In the last 
decade, such Earth-based observations have been 
supplemented by results from the United States 
and Russian space programs, which have pro­
vided high-resolution photographs , data on the 
physical properties of the lunar surface, and 
radiation measmements. Some of the basic ques­
tions about the Moon, however, can bes t be 
answered by a knowledge of the chemical com­
position of lunar material; observations and 
measurements until now have provided only indi­
rect information about this important property. 
The alpha-scattering experiment is designed to 
measure directly the abundances of the major 
elements of the lunar surface. Surveyor V was 
the Erst lunar soft-landin g vehicle to carry such 
an experiment. 

The alpha-scattering method of chemical 
analysis, the instrument used on the Surveyor 
mission, and the nominal mission operation have 
been previously described (refs. 7-1 to 7-4). This 
technique is especially suitable for instrumented 
space missions because of characteristics such as 
compactness and relative simplicity of operation. 
It involves the measurement of the energy spec­
tra of alpha particles scattered backward from 
the atomic nuclei of the sample and of protons 
obtained from the nuclear reactions of alpha 
particles with some of the lighter elements. 
These spectra contain quantitative information 
on all major elements in the sample except hy­
drogen, helium, and lithium. The method can 
readily distin guish among the lighter elements, 
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but the atomic weight of heavier constituents 
can be identi£ed only approximately. 

Only part of the data from the Surveyor V 
mission have been analyzed in a preliminary 
mann r. However, the experiment has already 
es tablished the principal chemical elements pres­
ent on the lunar surface at the Surveyor V land­
ing site. This section swmnarizes the main 
featmes of the insb'ument and of the experiment, 
describes the actual mission sequence, and pre­
sents the preliminary results and some discussion 
of their signilicance. 

Instrument Description 

The alpha-scattering insb'mnent consists of a 
sensor head, which is deployed directly to the 
lunar surface, and a digital electronics package 
located in a thermal compartment on the space­
craft. Associated equipment includes an elec­
b'onic auxiliary, a deployment-mechanism/stand­
ard-sample assembly, and a thermally insulated 
elecb'onics compartment. Figure 7-1 is a photo­
graph of the insb'ument and its auxiliary hard­
ware. 

The total weight of the alpha-scattering equip­
ment, including mechanical and electrical space­
craft-interface subsb'ucture and cabling, is 13 
kg. Power dissipation is 2 W, increasing to 17 W 
when heaters in the sensor head and electronics 
comparhnent are both active. 

Sensor Head 

The sensor head is primarily a box (17.1 by 
16.5 by 13.3 cm high), with a 30.5-cm-diameter 
plate on the bottom. The main pmpose of the 
plate is to minimize the probability of the box 
sinking appreciably into a possibly soft lunar 

.PREe ING PAGE Bl NK OT FILMED. 
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FIGUllE 7-1. - Alpha-scattering instrument and auxiliary hardware. 

surface. Figure 7-2 shows a bottom view of the 
sensor head. In the bottom of the sensor head is 
a sample port, 10.8 cm in diameter. Recessed 
7 cm above this circular opening is a set of six 
curium-242 alpha sources, collimated in such a 
way that the alpha particles are directed through 
the opening. Across the face of each collimator 
is a thin, aluminum-oxide film to prevent recoils 
from the alpha source from reaching the sample 
area; a second film is mounted in front of each 
collimator for additional protection. Close to 
the alpha sources are two detectors arranged to 
detect alpha particles scattered back from the 
sample at an average angle of 1740 from the 
original direction. These 0.2-cm2 alpha detectors 
are of the silicon, surface-barrier type, with an 

evaporated-gold front surface. l Thin films are 
mounted on collimation masks to protect the 
detectors from alpha contamination and exces­
sive light. 

The sensor head also contains four lithium­
drifted, silicon detectors (1 cm2 area each) de­
signed to detect protons produced in the sample 
by the alpha particles. Gold foils , approximately 
11 /L thick, prevent scattered alpha particles from 
reaching these detectors. Figure 7-3 is a dia­
grammatic side view of the sensor head, showing 
the configuration of sources, sample, and de­
tectors. 

1 A. J. Tuzzolino, J. Kristoff, and M. Perkins (unpub­
lished data) . 
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F IGURE 7-2. - Bottom view of the alpha-scattering sensor head. 

Because the expected proton rates from the 
sample are low, and because these detectors are 
more sensitive to rad iation from space, the pro­
ton detectors are backed by guard detectors. 
Most of the charged particles from space that 
strike a proton detector must first pass through 
the corresponding guard detector, whereas pro­
tons from the sample are stopped in the proton 
detector. The electronics associated with the 
guard and proton detectors are arranged so that 
an event registered in both will not be counted 
as coming from the sample. This anticoincidence 
arrangement reduces Significantly the back­
ground in the proton mode of the insn-ument. 

Separate 128-channel, pulse-height analyzers 

are used with the alpha and proton detectors. An 
output pulse from a detector is amplified and 
converted to a time-analog signal, whose dura­
tion is proportional to the energy deposited in 
the de tector. The outputs of the t"l0 alpha de­
tectors are combined before this conversion; a 
separate mixer circuit is used for the four proton­
detector outputs. A ra temeter circuit is used to 
measm e the frequency of events occmring in the 
guard (anticoincidence) detectors, but provides 
no information on the energy of such events. 

In addition to tlle curium-242 somces, detec­
tors, and associated electronics, the sensor head 
con tains a platinum-resistance thermometer, a 
5-W heater, and an electronic pulser. The pulser 

I 

J 
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ALPHA DETECTORS (2) IDENTIFY LUNAR SURFACE 
ATOMS BY MEASURING ENERGY OF ALPHA PARTICLES 
REFLECTED FROM NUCLEI OF ATOMS 

RADIOACTIVE 
SOURCES (6) 
OF ALPHA 
PARTICLES 

-
- -

PROTON DETECTORS (4) 
IDENTIFY LUNAR SURFACE 
ATOMS BY MEASURING ENERGY 
OF PROTONS SP LIT OFF 
NUCLEI OF ATOMS BY 
ALPHA PART ICLES 

ALPHA PARTICLES PENETRATE SURFACE -25f1-

FIGURE 7-3. - Diagrammatic view of alpha-scattering sensor-head internal configuration. 

is used to calibrate the electronics of the instru­
ment by introducing elecb'ical pulses of two 
known magnitudes at the detector stages of the 
alpha and proton systems. This calibration mode 
is initiated by command from Earth. Small 
amounts of alpha-radioactive einsteinium-254 are 
also used to calibrate the alpha and proton sys­
tems and also serve as live-time monitors . The 
einsteinium is located on the gold foil facin g 
each proton detector and on the thin £lms 
mounted in front of the alpha detectors. 

The external smfaces of the sensor head have 
been designed for passive thermal conb'oL A 
second-smface mirror on top of the sensor head 
is used as a radiator to cool the sensitive com­
ponents inside. A 5-VV heater is used at low 
temperatmes. The operating temperature range 
specified for the sensor head is - 400 to + 50 0 C. 

Digital Electronics 

The output of the sensor head is a signal (in 
time-analog form) that characterizes the energy 
of an event in either the scattered alpha or pro­
ton mode of the instrument. The signals from 
the sensor head are converted to nine-bit binary 
words by the digital elecb'onics . Seven bits of 

each word identify which of the 128 channels 
represents the energy of the regi tered event. 
Two extra bits are added before b'ansmission, 
one to identify the start of the word and one at 
the end of each word, as a parity check on trans­
mISSIOn errors . Buffer registers provide tem­
porary storage of the energy information for 
readout into the spacecraft telemetry sys tem. 
The transmission rates are 2200 bits/sec for the 
alpha mode and 550 bits/sec for the proton 
mode. Measmed events with energy greater than 
the range of the analyzers are routed to channel 
126 (overHow channel ). 

The elecb'onics package also contains power 
supplies and th logical electronic interfaces be­
h'leen the instrument and the spacecraft. For 
example, the output of an individual detector, 
together with its associated guard detector, can 
be blocked by command from Earth. Also via 
the lectronics unit, the temperatme of the sen­
sor head, as well as various monitoring voltages, 
can be transmitted to Earth. 

Electronic Auxiliary 

The required elecb'ical interfaces between the 
sensor head, digital electronics, and spacecraft 
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circuits are provided by an electronic auxiliary 
that provides command decoding, Signal process­
ing, and power management. Basic spacecraft 
circuits interfacing directly with the sensor head 
and digital electronics are (1) the central signal 
processor, which provides signals at 2200 and 550 
bits/ sec for synchronization of insh'ument clocks; 
and (2) the engineering Signal processor, which 
provides temperature-sensor excitation current 
and commutation of engineering data outputs. 

The eleCb'onic auxiliary provides two data 
channels for the alpha-scattering insh·ument. 
The separate alpha and proton channels are im­
plemented using two subcarrier oscillators. Char­
acteristics of these channels are defined as: 

Characteristic Alpha channel 

Data input to electronic Digital (non-
auxiliary. return to zero) 

Input data rate, bits/sec 2200 
Su bcarrier, oscillator 70000 

center frequency, Hz. 

Pro ton channel 

Digital (non­
return to zero) 

550 

5400 

The electronic auxiliary and the digital elec­
tronics are contained in elecb'onics compartment 
C, which is attached to the upper part of the 
spaceframe. For passive control of temperatures 
at high Sun angles, the top of this compartment 
is painted white and the sides and bottom are 
insulated. A 10-W heater assembly, operated by 
means of the engineering signal processor, pro­
vides active thermal control a t low temperatures. 
The operating temperature range specified for 
the elecb'onic units in compartment C is - 20 0 

to + 550 C. 

Deployment Me chan ism/ Standard Sample 

The deployment mechanism provides stowage 
of the sensor head and deployment to the back­
ground position and to the lunar surface. The 
sensor head is mounted to the deployment mech­
anism by means of three support lugs on the 
bottom plate. The deployment mechanism 
clamps that engage these lugs are released dur­
ing the deployment operation. Figm e 7-4 il­
lusb'ates the two-stage operation of the deploy­
ment mechanism. From the stowed position, the 
sensor head is first released on command to a 
position 56 cm above the nominal lunar surface 
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FIGURE 7-4. - Operation of the alpha-scattering deploy­
ment mechanism. 

by activation of an explosive-pin-puller device. 
From the background position, the sensor head 
is then lowered directly to the lunar smface by 
activation of another explosive-pin-puller device. 
The deployment velocity is controlled by an 
escapement. 

A sample of known composition is attached to 
the platform on which the sensor head is 
mounted in the stowed position. This standard­
sample assembly covers the circular opening in 
the bottom of the sensor head during spacecraft 
transit and landilJg to minimize entrance of dust 
and light and to provide a means of assessing 
insb:ument performance shortly after the space­
craft lands on the Moon. The sample and 
mounting platform move aside when the sensor 
head is deployed to the background position. 

Characteristics of Alpha-Scattering instrument 

Flown on Surveyor V 

The general Surveyor-type alpha-scattering 
instrument has been described in the preceding 
paragraphs and in references 7-3 and 7-4. The 
miles tones in the history of the specific instru­
ment used on Smveyor V are listed in table 7-1; 
some of its principal, detailed nuclear char­
acteristics are given in table 7-2. 
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TABLE 7-1. Some milestones in the history of the 
Surveyor V alpha-scatte1'ing instru.ment 

Date Milestones 

October 1, 1966 Instrument construction completed 

October 29, 1966 Acceptance test completed 

November 22, 1966 Science calibration completed 

November 22, 1966 Cyclotron tests to measure response 
to solar and cosmic particles 

January 18, 1967 Unit delivered to Hughes Aircraft 
Co. 

May 13, 1967 Solar-thermal-vacuum tests on 

June 21, 1967 

August 24, 1967 

spacecraft 

Combined system test 

Radioactive sources installed and 
final tests started at Cape 
Kennedy 

September 8, 1967 Launch ( total hours of operation 
at time of launch: 925) 

Experiment Control 

Alpha-Scattering Analysis and Command 

The alpha-scattering experiment is designed 
to be controlled from the Space Flight Opera­
tions Facility (SFOF), Pasadena, Calif., by means 
of commands transmitted to the spacecraft from 
the tracking sites. These commands are chosen 
on the basis of the analysis of data received 
from the spacecraft and relayed to the SFOF 
durin g the mission . The commands control 
spacecraft power to the insb·tlll1ent, deployment 
of the sensor head, number of detectors used, 
electronic calibration pulser, and heater power 
for thermal conh·oJ. Table 7-3 lists the command 
assignments for the alpha-scattering system. 

Two types of information relative to the alpha­
scattering experiment are transmitted from the 
spacecraft: engineering da ta and science data. 
The engineering measurements are used to moni­
tor instrument voltages, temperatures, detector 
configuration, and background rates in the anti­
coincidence detec tors. The seven parameters 
that are monitored are listed in table 7-4. 

The science data are the 9-bit digital words 
that characterize the energy of each of the 
analyzed alpha particles or protons . These data 
leave the instrument as separate alpha and pro­
ton bit streams and modulate separate subcarrier 
oscillators; they are then combined with the 

engineering data and transmitted by the space­
craft to Earth. The composite signal from the 
spacecraft is recorded on magnetic tape at the 
tracking sites. These FR-1400 tapes containing 
the raw data comprise the prime source of alpha­
scattering information for use in poshnission 
analysis. 

For purposes of monitoring the experiment in 
real time, the signal is separated at the tracking 
site by discriminators and bit synchronizers into 
2200-bitjsec alpha data and 550-bit/ sec proton 

T ABLE 7-2. Principal characteristics of the 
Surveyor V alpha-scattering instrument 

Cu1'i-u.m-242 SOUTce characteTistics: 
Decompositions per minute, 

as of September 10, 1967 
(total fo r six sources), d / min .. ...... .. ......... 2.75 X 1011 

Mean energy, as measured through 
capsule protective £lms, MeV . ____________ . ______ 6.04 ±0.02 

Energy-spread range for six sources 
(full width at half height ), percent __ .... ______ 1.2 to 2.0 

Thickness of secondary protective 
film (energy loss for 6.1-MeV alpha 
particles), MeV ________ . __ ... ______ ... __ .. ____ . ____ .. 0.010 ±0.003 

Alpha detectors: 
Thickness of evaporated-gold surface 

(energy loss for 6.1- !feValpha 
particlcs), MeV ______ .. __ . ____ .. __ .. __ . ____ ....... __ .... __ .... ..... 0.039 

Thickncss of alpha-mask £lrns (energy loss 
for 6.1-MeV alpha particles) , MeV .................... 0.029 

Proton detectors: 
Cold-foil thickness (0.420 to 0.429 mil, 

equivalent to 20.6 to 21.0 mg/cm2) 
(energy loss for 6.1-MeV alpha 
particles), MeV ................... __ ............................ __ .... 5.8 

Energy loss for 2.0-MeV protons, MeV .. .................. 1.17 

Gtul1·d detectoT system.: 
Approximate electronic threshold, !feV ...... .... .... . __ ... 0.30 
Cuard ratemeter response : 

Events/ sec 
10 .......... __ ....... __ .............. ........ ..................... 0.080 V 
30 ........... __ .. .... .............. __ .... __ .............. ..... .... 0.300 V 
100 ..................................... __ ......................... 0.900 V 
300 .................... __ ........ __ .......... .. ................... 1.800 V 
1000 ... __ ................................ ___ ..... __ ................ 2.500 V 

Electronics energy scale ( temperature of sensor 
head and of digital electronics = 25° C): 

Alpha .......... __ ..................... __ ... aN = 19.30E - 12.0 
Proton ... ... ... .. ......................... a = 19.11E - 11.65 

= channel number; E = energy deposited by 
particle in detector, MeV. 
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T ABLE 7-3. Command assignments 

Command 

3501 
3502 
3503 
3504 
3505 

3506 

3507 
3510 
3511 
3512 
3513 
3515 
3516 
3517 
3520 
3522 
3523 
3617 
0135 
0136 

Function 

AJpha-scattering power on 
Alpha-scattering power off 
Sensor-head heater power on 
Sensor-head heater power off 
Deploy to backgrou nd position ( interlocked 

with 3617 ) 
Deploy to luoar surface ( interlocked with 

3617) 
Alpha detector 1 on 
Calibration pulser on 
Proton detector 4 on 
Proton detectors 3 and 4 off 
Proton detector 2 on 
Alpha detectors 1 and 2 off 
Proton detectors 1 and 2 off 
Proton detector 1 on 
Calibration pulser off 
Proton detector 3 on 
AJpha dctcctor 2 on 
Intcrlock d with deployment commands 
Compartment C heater power off 
Compartment C heater power on 

data. These reconstituted bit sh'eams are pre­
sented to an on-site computer; the computer 
establishes and maintains synchronization of the 
9-bit data words and assembles, within its mem­
ory, four spectra of 128 channels each. The four 
spectra are: alpha parity-correct, alpha parity­
incorrect, proton parity-correct, and proton 
parity-incorrect. In this manner, data are ob­
tained at the h'acking site in accumulations 
ranging in duration from 2 min during pulseI' 
calibration to a nominal 40 min during sample 
and background phases. The assembled spech'a 
are transmitted via teletype to the SFOF for 
display and further computer processing. 

T ABLE 7-4. Engineering data 

Engineerin g commutator 

AS-3 
AS-4 

AS-5 
AS-6 (digital ) 
AS-7 (d igital ) 

AS-8 
AS-9 

M easurelllellt 

Sensor-head temperatme 
Compartment C (digital 

electronic temperature) 
Guard rate monitor 
At least one alpha detector on 
At lea t one proton detector 

on 
7-V monitor 
24-V monitor 

Da ta analysis during the mission is performed 
so that proper control over the experin1ent may 
be exercised. The engineerill g data are simply 
displayed and compared with prelaunch meas­
urements and predictions to assess the per­
formance of the insh'ument and the functioning 
of commands. 

The alpha and proton science data are also 
used to assess the performance of the insh'ument 
and are analyzed to determule the duration of 
the several operational phases. This science-data 
analysis is conducted in the SFOF using a 7094 
computer program (ref. 7-5). This computer pro­
gram is designed to perform the following func­
tions: 

( 1) Correct for transmission errors. 
( 2 ) Give alarm if event-rate limits are ex­

ceeded. 
(3 ) Normalize the spectra to a standard dura­

tion, alpha-source intensity, and number 
of operating detectors. 

( 4 ) Make an approximate correction of the 
energy scale on the basis of temperatme 
measurements. 

(5 ) Subh'act theoretical or measured back­
grounds. 

( 6 ) Sum individual spectra. 
(7 ) Provide a statistical analysis and leas t­

squares breakdown of the spectra into 
elemental components. The least-squares 
analysis uses a limited library of only 
eight elemental spectra. 

This program facilitates comparison of lunar 
data with prelaunch spectra and gives a sensitive 
indication of changes in insh'ument performance 
from one accumul ation of data to the next. 

Alpha-Scattering Sequence of Operations 

In order to interpret spectra from the lunar 
sample, data are obtained on the performance 
of the insh'mnent and on the background radia­
tion in the lWlar environment. These data are 
obtauled by operating the instrument with the 
sensor head in each of three positions: stowed, 
background, and lunar-surface position . 

In the stowed position, the sensor head is sup­
ported on the standard sample. Data received 
from this sample and from pulseI' calibration are 
compared with prelaunch measm ements and 

----~-------



114 SURVEYOR V 

give a measure of instrument characteristics in 
the lunar environment. 

At the completion of this phase of operation, 
the instrument is deployed to the background 
position by Earth command. The supporting 
platform and standard sample move aside, leav­
ing the sensor head suspended about 56 cm 
above the lunar surface. In this position, the 
sensor head l' sponds primarily to cosmic rays, 
solar protons, and possible surface radioactivity. 

' '''hen it is determined that sufficient back­
ground data have been obtained, the sensor head 
is lowered directly to the lunar surface upon 
command from Earth. The main accumulation 
of data is then begun, interrupted only by cali­
bra ting sequences and other spacecraft opera­
tions. 

The calibration sequence is used to check the 
elech'onics of the insh'um nt by inh'oducing 
elech'ical pulses of t",!O known magnitudes at 
the detector stages of the alpha and proton sys­
ter11S. The calibration pulseI' is operated by com­
mand from Earth . The detectors and their as­
sociated ampliliers are usually calibrated indi­
vidually by the proper selection of detector onl 
off commands. 

If operations permit, the television camera is 
used to view the surface to which the sensor 
head is deployed and to monitor the deployment 
of the instrument. An auxiliary mirror is located 
on the spacecraft to give an unobsh'ucted view 
of the deploymen t area. 

Detailed alpha-scattering op rations planned 
for Surveyor V were: 

( 1 ) Television survey (stowed phase) 
(2) Alpha-scattering operations (stowed 

phase) : 
( a) Accumulation of data, 2 to 6 hours 
(b ) Calibration 

(3) Deployment of sensor head to background 
position 

(4) Television survey: background phase 
(5 ) Alpha-scattering operations (background 

phase) : 
( a) Calibration 
(b ) Accumulation of data, 2 to 6 hours 
( c) Calibration 

( 6 ) Lunar-surface television sUl'vey 
(7 ) Deployment of sensor head to lunar sur­

face 

(8) Television survey of sensor head in de­
ployed position 

(9) Alpha-scattering operations (lunar-surface 
phase) : 
(a) Accumulation of data, 1 hour 
(b ) Calibration 
(c) Accumulation of data , at least 24 

hours 
( d) Calibration as required 

Mission Description 

Prelaunch Operations at Cape Kennedy 

Approximately 2 weeks before launch, the sen­
sor head was removed from the spacecraft at 
Cape Kennedy and taken to a special facility for 
final calibration and prepara tion for Bigh t. The 
operations performed in this facility were a 
shortened version of the science calibration con­
ducted on this instrument 9 months earlier. 

A special tes t chamber equipped for thermal­
vaCUlun operation and sample introduction was 
used for the measurements. The sensor head was 
calibrated at several temperatures using the elec­
tronic pulseI' and standard alpha sources, back­
ground measurements were taken, and a light­
tes t of the alpha-det ctor RIms was performed. 
The curium-242 flight sources were then in­
stalled, and spectra were obtained from a small 
selection of standard materials including poly­
ethylene, magnesium, aluminum, quartz, and 
iron. (A spare sensor head had been calibrated 
by the same procedure just prior to this opera­
tion and was being stored in another vacuum 
chamber.) 

To prevent deterioration of the Bight sources, 
the sensor head was purged with dry nih'ogen 
gas whenever it was exposed to the atmosphere. 
Nih'ogen purging was continued after the sensor 
head was reinstalled on the spacecraft tmtil the 
moment of launch. 

Final checks of insh'ument performance on 
the spacecraft were made using the electronic 
pulseI' and by obtaining nih'ogen spech·a. The 
last of these readiness tes ts was performed within 
12 hours of launch. 

Transit Operation 

Initial operation of the alpha-scattering instru­
ment after the latmch of Surveyor V occurred 
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during b"ansit to the Moon. This operation was 
performed several hours after the midcourse 
velocity correction. The command to turn alpha­
scattering power on was b"ansmitted at 10:36:47 
GMT on day 252 with the spacecraft at a dis­
tance of 221 000 km from the Earth and 178 000 
km from the i\lloon. At this time, telemetry from 
the tempera tme sensor in the digital electronics 
indicated approximately - 26° C. The sensor 
head temperature was - 1 ° C. The spacecraft, 
then in view of the trackin g station at Canberra, 
Australia, was svvitched to high power and trans­
mitted alpha-scattering data via an omnidirec­
tional antenna. Two 10-minute accumulations 
of standard-sample data and seven 2-minute 
pulseI' calibration runs were received during less 
than 1 hom of operation. The communications 
link from the spac craft was excellent; only one 
parity error was observed in 6 X lOS bits. The 
data agreed well with prelaunch measurements 
and showed that the instrument had survived 
the launching and midcourse rocket firing. The 
spech'a also showed that the radiation back­
ground rates in cislunar space at that time were 
low enough for useful sample measmements. 
This was encouragin g b cause the background 
rates on the Moon were expected to be even 
lower (due to lunar shielding), unless the surface 
radioactivity were unusually high . 

Lunar Landing 

Touchdown of Surveyor V occurred at 00:46:44 
GMT on day 254, after a terminal sequence in 
which the main retrorocket was operated to 
within 1.6 km of the lunar surface. (The standard 
end-of-burning distance is about 12 km.) Since 
aluminum-oxide particles comprise part of the 
exhaust products of this solid-propellant rocket, 
the possibility of an effect on the alpha-scatter­
ing experiment has been inves tiga ted. An analy­
sis of the problem is included in Appendix A. 

The spacecraft came to res t at a slope of about 
19.5° on the wall of a crater, with the alpha­
scattering insh'ument on the downhill side. The 
direction of slope was favorable for the deploy­
ment opera tions, but the high view factor to the 
lunar smface was a t least partially responsible 
for the high sensor-head temperatmes encoun­
tered during the mission. During spacecraft 
touchdown, subsmface material was scattered 

downslope into the area in which the insh'ument 
was later deployed . 

Postlanding Operations 

Stowed position (day 254). ApprOximately 2 
hoUTs after landing, an engineering evaluation of 
the condition of the insh'ument was performed. 
The command to apply spacecraft power to the 
insh'ument was h'ansmitted from the tracking 
station near Goldstone, Calif. , at 02:49:34 GMT. 
The tempera ture of the sensor head at that time 
was 16° C; the digital elech'onics was at - go C. 
Insh'ument voltages were found to be normal 
and the guard-detector event rate was found to 
be somewhat lower than that observed in b"ansit, 
as expected. Because of other spacecraft opera­
tions, alpha and proton data were not obtained 
at that time, and power to the insh'ument was 
commanded off at 04:40:00 GMT. 

After transfer of tracking operations from 
California to Australia, television smveys of the 
alpha-scattering deployment area were con­
ducted. Television pictures of the aUXiliary view­
ing mirror were obtained with both wide- and 
narrow-angle lenses. Unfortunately, however, 
only the lower-resolution, wide-angle frames 
include the reflection of the deployment area in 
the mirror. Figure 7-5(a) shows an enlargement 
of part of one of the wide-angle frames, with the 
deployment aJ'ea indicated . Several rocks of 
about 3 to 6 cm in diameter can be seen in an 
original print of figure 7 -5(a). The relatively 
smooth appearance of the deployment area in­
dica tes that the largest particle in this area is less 
than about 3 cm across . 

Figure 7-6 is a picture of the sensor head in 
the stowed position, obtained in Australia during 
these early television operations . Part of the 
lunar surface later covered by the edge of the 
sensor head may be seen at the upper right. 

The insh'ument was again activated, and alpha­
scattering operations were resumed at 07:27:02 
GMT. At insh'ument turn-on, the only anomaly 
connected with alpha-scattering commands oc­
curred: the calibration pulseI' started operating 
without being commanded on. The anomalous 
behavior was noted by the data analys t at the 
Canberra tracking site; the results were also ob­
served in the first accumulation of alpha and 
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FIGURE 7-5. - Surveyor V pictures of the alpha-scattering deployment area, as reflected in an 
auxiliary mirror. (a) Enlargement of part of a wide-angle picture showing 
area of lunar surface to which the sensor head was later deployed (day 254, 
08: 35: 17 GMT) . (b) larrow-angle view of the same area, after deployment 
of the sensor head ( day 255, 02 :50: 32 GMT). 

proton data received at the SFOF. The pulser 
was turned off by command at 07:50:01 GMT. 

At about this time, a decision was made to 
conduct a planned static Bring of the vernier 
rocket engines dming the next Goldstone visi­
bility period . Since the expected effects on the 
alpha-scattering experiment were uncertain, it 
was decided that the operations in the stowed 
and background positions should be shortened 
as much as possible to allow lunar-surface data 
to be obtained before the rocket tes t. Only about 
12 hours were available for the entire operation. 

An abbreviated calibration sequence showed 
that the alpha-scattering system was performing 
well. Three 20-min accumulations of alpha and 
proton data from the standard sample were then 
analyzed and found to agree well , within statis­
tics , with prelaunch results. The decision was 
made to deploy the sensor head to the back­
ground position. 

Background position (day 254). Because of the 
short time available, the planned television sm­
vey of the deployment to the background posi­
tion was not conducted. Instead, the alpha data-

bit stream was monitored at the tracking site 
using an oscilloscope display of the discriminator 
output. If the deployment were to proceed cor­
rectly, the alpha event rate was expected to drop 
by more than a factor of 10 as the standard 
sample moved a"vay. The command was sent at 
12:14:14 GMT, and after a few seconds, word 
of a successful deployment was received from 
Australia. 

The planned calibration sequence was not con­
ducted so that a maximum of background data 
could be obtained. Eleven accumulations of data 
for a total of 141 min were received from the 
tracking stations in Ausb'alia and Spain; one 2-
min pulser calibration was run. The instrument 
temperatures remained relatively constant dur­
ing this period. 

Although more data in the background posi­
tion would have been desirable, the impending 
vernier fiI'ing tes t made it advisable to end this 
phase of operation and proceed with the de­
ployment to the lunar surface. 

Lunar-surface position (clay 254). The planned 
television survey of the deployed instrument was 
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FIGURE 7-6. - View of the alpha-scattering sensor head in thc stowed position on Surveyor V 
(day 254,06:26:10 GMT). 

again bypassed, and the deployment was mon­
itored by observation of the alpha data sh·eam. 
The command to deploy the sensor head onto 
the lunar surface was h'ansmitted from the 
track.;ing station near Robledo, Spain (DSS 61), 
at 15:36:03 GMT. Seconds later, the event rate 
had. increased sharply; we knew that we were 
receivin g data from the lunar surface. 

Figure 7-7 shows the total alpha event rate 
during this deployment period, as derived later 

from a magnetic-tape recording. The rate rose 
from about one event in 10 sec in the back­
ground position to two events per second on the 
lunar surface. 

The fir st 20-min accumulation of lunar-surface 
data started a t 15:37:00 GMT. After receiving 
accumulations totaling 100 min, an abbreviated 
pulser calibration sequence was performed. 
Analysis of the data indicated that the operation 
was proceeding normally. The sensor head tem-
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FIG HE 7-7. - Plot of event rate of analyzed alpha parti­
cles as a function of time, showing marked increase 
when sensor head was deployed from the background 
position to the lunar surface. 

perature decreased slowly dUl'ing this period 
from about 34° to 27° C because of the larger 
vi w factor to space in the new position. The 
digital elech'onics temperature rose from 16° to 
20° C during this time. 

The accumulation of spectra continued until 
the end of the DSS 61 h'acking period. A total 
of about 5 hours of data from the lunar sample 
were received; two calibration sequences were 
run. 

Television surveys conducted tlu'ough the 
Goldstone, Calif. (DSS 11), station produced the 
picture shown in figure 7-8(a), in which the sen­
sor head is seen res ting in proper position on the 
lunar surface. (The picture has been corrected 
by computer processing for the sine-wave re­
sponse of the camera system.) Figure 7-5(b) is a 
narrow-an gle picture of the sensor head on the 
lunar surface taken through the auxiliary mirror 
a t this time. It may be compared with the wide­
angle picture of the deployment area (fig. 7-5(b )) 
previously described. 

Lunar-surface operations (day 255). The ver­
ni l' static firing tes t was postponed a day, and 
alpha-scatterin g analysis of the lunal' sample was 
resumed at 06:18:31 GMT through the Canberra, 
Aush'alia, h'acking station (DSS 42) . Accumula­
tion of lunar-surface data was alternated with 
calibration nms for the next 16 hours. By the end 
of this period, an additional 12 hours of lunar 
spectra had been secured, for a total of 17 hours. 
Although the sensor head had risen in tempera­
tme to about 42° C, the data appeared to be of 

high quality and the performance of the insh'u­
ment was excellent. The insh'Ulnent power was 
then commanded off in preparation for the ver­
nier engine tes t. 

V ernier static firing (clay 256). The vernier 
engines were fired at 05:38 GMT. Television 
pictures taken shortly thereafter indicated that 
the sensor head andl or the spacecraft had 
moved. Subsequen t pictures showed that the 
sensor head had been moved about 10 cm down­
slope away from the spacecraft and had been 
rotated slightly by the rocket blas t. Figure 7-8 
(b) is a picture of the sensor head after the ver­
nier firin g taken at the same camera coordinates 
as fig. 7-8(a). In the second position, the down­
hill edge of the circular plate of the instrument 
has dug into the smface material, and the left­
hand edge of the plate is raised slightly above 
the surface. 

About 3 hours later, the instrument was again 
turned on and found to be fun ctioning perfectly. 
The vernier blast had moved it about one sample 
diameter; data were being received from a sec­
ondlunar sample. 

By the end of day 256, approximately 9 hours 
of alpha and proton spech'a had been accumu­
lated on the new sample, The sensor head had 
risen to 52° C, but all sys tems (including the 
radiation detectors) were still functioning prop­
erly. 

Days 257 and 258. Because of the high tem­
pera tures of the instrument and spacecraft, only 
40 min of data were obtained on day 257; the 
instrument remained off for the entire day 258. 

Days 259 to 266. Starting around lunar noon, 
the sensor head was shadowed by the planar 
array (directional an tenna) of the spacecraft. The 
sensor-head temperature dropped sharply, and 
operations were resumed. Data were obtained 
on the second lunar sample for 8 consecutive 
days ; an additional 56 hours of accumulations 
were received at the SFOF. These data included 
several hours of operation with individual de­
tectors as a tes t of sample geomehy 

The insh'ument temperatures fluctuated dur­
ing this period as a result of shadowing by vari­
ous parts of the spacecraft, but never again ex­
ceeded the upper operating limits of 50° C for 
the sensor head and 55° C for compartment C. 
The final operation of the instrument occurred 
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FIGURE 7-8. - Two views of the alpha-scattering sensor head on the lunar surface. (a) Initial 
position (first lunar sample) . (b ) Position after vernier rocket-engine static 
fi ring. 

on day 266 shortly before lunar sunset at a sensor­
head temperature of - 56 0 C (16 0 C below the 
specified opera ting limit). 

Summary of alpha-scattering operations and 
performance. Table 7-5 is a summary of the 
science-data accumulation time in each of the 
operational configurations based upon spectra 
assembled by the on-site computers and trans­
mitted via teletype to the SFOF. (A total of 107 
homs of data was recorded on the FR-1400 tape 
recorders during the 193 hours that the instru­
ment was activated.) 

The performance of the alpha-scattering equip­
ment and opera tional sys tem dming the Surveyor 
V mission was excellent. 

TABLE 7-5. Science-data accumulation times 

Operational configuration 

Transit .. ..... ......................... . 
Stowed (standard sample) 
Background ............ ............ . 
Lunar surface sample 1 .... . 
Lunar surface sample 2 .... . 
Calibrat ion .......... .............. .. . 

Total .......................... . 

A ccumulation tim e, m;n 

20 
75 

170 
1056 
4005 
281 

5607 min (93.5 hI' ) 

All 10 of the detectors in the sensor head 
function ed properly. Only once, dming a period 
of rapidly changing temperatures, was there a 
suggestion of noise in the proton system. Sharp 
breakpoints in the sample spectra showed that 
the high quali ty of the cmium-242 sources had 
been preserved. The films covering the somces 
and alpha detectors had survived the launch, 
midcourse maneuver, and touchdown operations. 
The electronics, calibi'ation pulser, and ein­
steinium sources performed properly as evi­
denced by the sharpness of calibration peaks and 
agreement wi th prelaunch data. The guard de­
tector and anticoincidence system worked as 
designed; guard monitor voltage and proton 
background spech'um agreed well with predicted 
values. 

The digital elech'onics, insh'ument power sup­
ply, and elech'onic auxiliary performed as de­
Signed. Circuits used to monitor engineering 
parameters provided good data. Nearly 600 
commands were transmitted to the alpha-scatter­
ing sys tem; with the exception of the one cited, 
all commands gave the expected response. The 
deployment mechanism functioned properly in 
spite of the 19.5 0 tilt of the spacecraft. 
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The communications link from the spacecraft 
was excellent; a bit-error-rate of less than 10- 6 

was es timated from the parity-incorrect spectra, 
In general, deviations from this high-quality data 
reception occurred only when the spacecraft was 
being tracked near the Ear th's horizon, Both of 
the major alpha-scattering computer programs 
and associated equipment gave excellent process­
in g of the science data, 

Television support of the alpha-scattering op­
erations was very useful and, except for the lack 
of high-resolution coverage of the deployment 
area, pictures were of high quality, 

Results 

Standard Sample Measurements 

As indicated previously, two measurements 
were made of the standard sample by the alpha­
scattering insh'ument during the Surveyor V mis­
sion, The first was made during the tnnsit phase, 
while in space between the Earth and the Moon; 
da ta obtained during the 20 min of measurement 
are shown, together with the associated statisti­
cal errors , in figure 7-9, In this figure, the ob­
served events per chann I of the alpha and pro­
ton modes of the instruments are plotted on a 
logarithmic scale as a function of the channel 
number (energy), The smooth curve in each case 
is derived from data obtained on a similar sam­
ple during the final calibrations of the sensor 
head at Cape Kel1l1edy about 2 weeks before 
launch, The prelaunch data have been in­
creased by the background rates observed later 
on the Moon. 

It is seen that the data obtained during the 
short transit-phase opera tion are close to those 
expected from the standard sample, In par tic­
ular, the agreement of observed and predicted 
events in the alpha mode at approximately chan­
nel 105 is evidence of little or no radioactive 
contamination which would have appeared had 
the thin protective films over the sources broken, 
Thus, the instrument had successfully survived 
the lalillch conditions, 

The second measurement of the standard sam­
ple occurred after the landing of Surveyor V on 
the lunar surface, The data obtained during 60 
min of measurement are shown in figure 7-10, to­
gether with their statistical Wlcertainties. In this 

case, the original data, as available from teletype 
h'ansmission from overseas stations, have b een 
corrected approximately to standard instrument 
characteristics by the SFOF computer, The 
background levels observed in the next stage of 
lunar operations are indica ted by the solid curve, 

The data presented in figure 7-10 are similar 
to those obtained on the standard sample before 
launch and during the short h'ansit-phase opera­
tion (fig, 7-9), A computer analysis of these data 
from the standard sample on the Moon (after 
background subtraction) in terms of a library of 
eight elements (C, 0 , Na, Mg, AI, Si, Ca, and Fe) 
leads to a very good fit (see fig, 7-11). The re­
sulting chemical analysis of the standard sample 
glass is shown in table 7-6, The last column in 
this table gives the chemical composition of the 
glass determined before launch by conventional 
analytical techniques, Table 7-6 demonsh'ates 
that, even in as short a time as 1 hour, a chemical 
analysis of the glass agreeing with known values 
to within several percent was obtained by the 
alpha-scattering inSh'umen t under lunar opera t­
in g conditions, 

T ABLE 7-6, Analysis of standard glass sample 
on the Moon 

Elem ellt 

Oxygen ..................... . 
Sodium .................... .. 
Magnesium ..... .... ... .. .. 
Aluminum .... ........... .. 
Silicon .. ...... .. ....... ... ... . 
Calcium .......... .... ...... . 
Iron ............ : .... .. ....... .. 

Atomic percen t 

SlirveJ10 r V 
a11al)IS;S n 

56.4 
7.3 
7.6 
2.0 

20.2 
- 1.5 

8.1 

Standard chemical 
analysis 

58.6 
7,7 
8.5 
1,5 

17,2 

6,5 

o The Surveyor V results arc normalized to 100 percent 
on a carbon-free basis, The glass was covered by a 
polypropylene grid that masked about 25 percent of the 
area . 

Lunar Background Measurements 

The second stage of the alpha-scattering ex­
periment mission plan is designed to measure the 
backgrounds in the lunar environment. In this 
stage of the Surveyor V mission, the sensor head 
was suspended approximately 60 cm above the 
lunar surface. The data obtained from 140 min 
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F I GURE 7-9. - Transit-phase data on standard sample. Data taken by the alpha-scattering 
instmment in the alpha and proton modes during the 20-min measurement of 
the standard sample during the fli ght to the Moon. The experimental points, 
with statistical errors, are the averages of two channels (except in the overflow 
channel 126) in order to imp rove their statistical significance. The peaks at 
around channel 112 in both modes are due to the ES'54 placed near the de­
tectors before launch . These experimental data have not been corrected for the 
slightly nonstandard response of the instrument due to the low temperature 
at this time. 

The smooth curve in each case is derived from data obtained just before 
launch at Cape Kennedy. These data have been corrected slightly for differ­
ences in digital electronics units ( the Cape Kennedy measurements were made 
with the Surveyor V sensor head, but with a different digital electronics unit 
than the one flown on the mission ); for the slightly different size polypropylene 
grid covering the standard glass sample flown on the mission as compared with 
that in the final calibra tions; and for small differences in di tance of the sample 
from tlle detectors of the instrument. The prelaunch data have also been in­
creased by the background ra tes observed later 0 11 the Moon. 
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FIGURE 7-10. - Standard sample measurement on the Moon. Data taken by the alpha­
scattering instrument in the alpha and proton modes during 60 min of meas­
urement of the standard sample after lunar landing. The experimental points 
(crosses) are indicated with statistical ( l (}") error bars. They have been cor­
rected approximately to standard instrument response characteristics. The 
peaks at around channel 110 in both modes are due to ES254 placed near the 
detectors before launch . The solid curve in each case is a smoothed version 
of the background rates observed in the next stage of lunar operations. 
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FIGURE 7-11. - Computer analysis of standard sample on the Moon. Comparison between 
the calculated spectra (smooth curves), using an eight-element library, and 
the data obtained during 60 min on the Moon (after subtraction of the back­
ground rates observed on the Moon). The computer comparison ha~ been 
made over channels 8 to 85 for the alpha mode, and over channels 8 to 110 
in the proton mode. 
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of operation in this phase are shown in figure 
7-12. Also shown are the premission predictions 
of the expected rates due to instrument back­
ground and to solar and cosmic radiation. 

In spite of the difficulty in calculating the con­
tributions due to solar and cosmic radiation in 
the complicated geomeb'y of the insb'ument and 
detectors, the predictions for the proton mode 
agree quite well in spectral shape and are only 
about 20 percent lower than the rates observed. 
The observed rates in the alpha mode, however, 
are much higher than the predicted ones, par­
ticularly in the middle-energy region, Although 
the reason for this is not understood with cer­
tainty, this b ackground was still a small fraction 
of the response of the instrument from a lunar 
sample (see below) over most of the specb'um. 

The solar and cosmic radiation were the prime 
conb'ibutors to the background in the proton 
mode. Because this background was a significant 
fraction of the signal from the lunar sample in 
many parts of the proton spectrum, there was 
concern that variations in this contribution could 
affect the lunar sample data, For this reason, a 
check on particle radiation in space was provided 
by reports every 4 hours from the Explorer 
XXXIII (IMP IV) sa tellite,2 The alpha-scattering 
insb'ument itself had built-in monitors tlu'ough 
the guard rate voltages and the events, primarily 
in the proton mode, in specb'al regions above 
6.5 MeV. These insb'ument data indicated that 
the space particle rate was the same (to within 
10 percent) during the first 900 min of lunar 
sample data as during the background measure­
ments. The information from the other indi­
cators was consistent with this result. 

Lunar Sample Measurements 

Data were obtained by the alpha-scattering in­
strument on two samples of the lunar surface. 
So far, only the data transmitted by teletype 
from the overseas receiving stations are available 
for analysis. Of these data, only those taken on 
the first lunar sample (before the vernier firing) 
have been examined, These have been subjected 

2 These data were made available on a near-real-time 
basis by John Simpson of the University of Chicago and 
the Small Satellite Tracking Center at Goddard Space 
Flight Center, NASA, 

to only superficial certification of quality and 
then processed by techniques designed primarily 
for monitoring instrument behavior during actual 
mission operations. Thus, only approximate cor­
rections have been made to the data for the dif­
ferences in temperature at which they were 
obtained. Similarly, the computer analysis has 
made use of only a small library of elemental 
specb'a. Therefore, the present results relate to 
a limited number of elements and must be as­
signed larger errors than will be given at a later 
stage of analysis. The results appear to be firm 
enough and significant enough to warrant publi­
cation at this tin1e. 

The observed scattcred alpha spectrum and the 
spectrum of protons from (a,p) reactions from 900 
min of measw'ement on the first lunar sample are 
presented in figure 7-13. The ordinate, for each 
spectrum, is the number of events per channel 
of the 128-channel analyzer, plotted on a loga­
rithmic scale as a function of the channel number 
(energy), The statistical errors are indicated, 
together with a smoothed version of the back­
ground measured while the instrument was sus­
pended over the lunar surface. It is seen that for 
most of the alpha spectrum, the Signal from the 
alpha particles scattered from the lunar sw-face 
is an order of magnitude higher than the back­
ground ; the situation is less desirable, although 
adequate, in the proton mode, The peaks at 
around channel 110 in the two specb'a are due 
to the 6.42-MeV alpha particles of Es254 placed 
near the detectors as energy markers. 

Qualitative inspection of the alpha spectrum of 
figure 7-13 shows distinct breakpOints at energies 
(indicated by arrows) corresponding to maximum 
energy scattering from nuclei of mass 16 (oxygen), 
mass 28 (silicon), and approximately mass 58 
(iron, cobalt, and nickel), Moreover, the low 
response (above background) beyond channel 73 
indicates a relatively low abundance of elements 
of mass number heavier than 65. Similarly, the 
high-energy proton spectrum (above channel 60) 
of figure 7-13 is characteristic of protons from 
aluminum. 

By the methods given in references 7-2 and 
7-4, the observed alpha and proton spectra have 
been analyzed, thus far, by a computer into the 
spectra of only eight elements: C, 0, a, Mg, AI, 
Si, "Ca," and "Fe." The "Ca" stands for elements 
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FlCUllE 7-12. - Background measurements on the Moon. D ata taken by the alpha-scattering 
instmment in the alpha and proton modes in 140 min of measurement during 
the background phase on the Moon. The experimental points, with statistical 
errors, are usually the averages of two channels ( except near the ES'5. peak 
and at the overflow channel 126 ) in order to improve their statistical signifi­
cance. The experimental points have been corrected approximately to standard 
instmment response. 

The smooth curve, in each case, is the p remiss ion prediction of the background 
ra tes based on prelaunch instrument backgrounds and calculated contribution 
of the solar and cosmic-ray contribution on the Moon. 
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FICUHE 7-13. - F irst lunar sample. D ata taken by the alpha-scattering instrument in the 
alpha and proton modes during 900 min on the lunar surface. The experi­
mental points (crosses) are indicated with statistical ( l a) errors. The da ta 
have been corrected approximately to standard instrument response. 

T he solid curve in each case is a smoothed version of the background ob­
served in the previous stage of lunar opera tions. The peaks at approx imately 
channel no in both modes are due to Es"" placed near the detectors before 
launch . The positions of prominent fea tures in some of the elemental spectra 
are indicated by arrows with chemical symbols. 
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with 28 < A:S "" 45, and "Fe" represents ele­
ments with"" 45 :S A < 65. Figure 7-14 shows 
the agreement behveen the observed data (after 
subtraction of the background and possible 
heavy element contribution) and the computer 
calculated results. It is seen that analysis into 
only eight elements represents the data with 
very few systematic deviations. One of the re­
gions of poor fit is between alpha channels 63 
and 74. For this reason, at present, there will be 
no attempt to identify the elements heavier than 
silicon; the total amount of such elements will 
be reported as "H.E." Figure 7-15 shows, in some 
detail, the contributions of the individual ele­
ments in the library to the net data observed on 
the Moon. 

Table 7-7 lists the results obtained in this way 
on the chemical composition of the lunar sur­
face. The table lists the atomic percent of all 
atoms (heavier than lithium) represented by the 
element in question. The errors quoted are the 
present es timates of the reliability of the results; 
the statistical errors are much smaller. 

Although the present results are preliminary, 
they have already been subjected to the follow­
ing tes ts to ensure their validity: 

(1) Computer analysis of the three 300-min 
accumulations of data comprising the total of 
900 min gives results consis tent with those in 
table 7-7 and shows no significan t trends. 

(2) The answers are insensitive to the use of 

T ABLE 7-7. Chemical composition of lunar 
surface at Surveyor V site 

Carbon 

Oxygen 

Sod ium 

E lem el1t 

Magnesium ...................... .. ...... .. .. .... .. 

Aluminum .. ... .. .............. ................ .... . 

Silicon ..... .. ..... ............. .. .......... .. ....... .. 

28 < A < 65b 
........ ......................... .. . 

(Fe, Co, i ) .. .. .................. .. ...... ...... . 

65 < A .... ........ ................................. . 

A [a mic {Jercenl n 

<3 
58.0 ± 5 

< 2 
3.0 ± 3 

6.5 ± 2 
18.5 ± 3 
13.0 ± 3 

> 3 
< 0.5 

a Excluding hydrogen, lithium and helium. These 
numbers have been normalized to approximately 100 
percent. 

b This group includes, for example, S, K, Ca, and Fe. 

some reasonable background assumptions other 
than the smoothed versions shown in figure 7-13. 
Among the backgrounds tried were the actual 
background data rather than the smoothed ver­
sion, and no background. 

(3) Although only a limited library has been 
used in getting the results of table 7-7, it has 
been established that the analysis is insignifi­
cantly changed by inclusion in the library of 
spectra of nitrogen, fluorine, and potassium. 

(4) Although the data in the present state do 
not justify such refin ements, a computer was pro­
gramed to search for changes in instrument 
parameters (gain or zero offset), in both alpha 
and proton modes, that would improve the cal­
culated fit to the data. The result was a signifi­
cant increase in goodness-of-fit as measured by 
a calculation of chi-squared, and as observed by 
a better match to such features in the spectra as 
the oxygen breakpoint. However, the analytical 
results were essentially unchanged. 

These tes ts are not exhaustive, but prOVide 
confidence that the results presented in table 7-7, 
within the errOrs quoted, will be unchanged by 
more refined treatments of the data. 

From the analysis presented in the table, it is 
seen that the most abundant element on the 
lunar surface, as on the Earth, is oxygen. More 
than half of all the atoms are of this element. 
Second in importance, again as on the Earth's 
crust, is silicon. Next in abundance is aluminum 
(see Appendix A), and the quantity of magnesium 
is somewhat lower. At this stage, only upper 
limits can be placed on the amounts of carbon 
and sodium present. The data indicate surpris­
ingly large amounts of elements heavier than 
silicon, 13 ± 3 percent. Although a detailed 
breakdown of these elements cannot be made at 
present, it is possible to place a lower limit of 3 
percent on the combined abundance of Fe, Co, 
and i, and an upper limit of 0.5 percent on that 
of still heavier elements. (Fig. 7-13 indicates a 
slight excess of events in channels 75 through 90 
of the alpha mode above those expected on the 
basis of the background stage measurements. 
However, there is some evidence that the instru­
ment background was somewhat higher during 
the lunar sample measurement. An upper limit 
is, therefore, quoted at present for the abundance 
of elements heavier than nickel.) 
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Although use of the mean values of table 7-7 
would indicate a slight deficiency of oxygen 
needed to oxidize all the metals, the es timated 
error ranges at present would include values not 
requiring any free iron. The overall analysis 
indicates that the lunar surface at the Surveyor V 
landing site is a silicate rock similar in composi­
tion to materials available on Earth. 

Discussion 

The preliminary results presented in table 7-7 
give the elemental analysis of the lunar surface 
material in one place on the Moon. The general 
region is one of the relatively smooth (on a large 
scale) maria that represents a significant fraction 
of the visible lunar surface. The specific landing 
spot of Surveyor V is just inside a small crater of 
Mare Tranquillitatis. This crater has b een in­
terpreted as being of the "drainage" variety (see 
ch. 3). Analysis of the pictures, moreover, indi­
cates that the alpha-scattering insb'ument was 
lowered onto a surface covered, to a significant 
extent, by material ejected by the footpads dur­
ing the landing. It can, therefore, be concluded 
that the sample of the Moon analyzed in this 
experiment is characteristic of the top layer of 
lunar material at a mare site, but not necessarily 
that of the undisturbed surface. Nevertheless, it 
should be remembered that this is a preliminary 
result, obtained on less than 100 cm2 of material, 
by analysis of only the top few microns of the 
sample, in one place on the Moon. The surface 
of the Moon, even at a mare site, could well be 
chemically heterogeneous on the scale examined. 

In spite of these obvious limitations, it is of 
interest to compare the results of this analysis 
with the chemical composition of other solar 
system bodies for which data are available. A 
comparison with the average chemical composi­
tion of the Earth's crust and with some solar data 
is presented in table 7 -S. 

Table 7-8 shows that the results obtained by 
Surveyor V are more comparable to the chemical 
composition of the continental crust of the Earth 
than to that in the outer region of the Sun. Both 
the Moon and the Earth have much less mag­
nesium and more aluminum relative to silicon 
than does the Sun. Although the comparison is 
closer with the Earth's crust, there are significant 
differences: there is less sodium and more atoms 

TABLE 7-8. Surface chemical composition of 
solar system bodies 

Atomic percent 

Element 
Earth Lunar So/tlr 1I11J1osphere a 

(colllill eIJW/ crust) b (Sun'eyor V site) 

0 - 62.6 58.0 ± 5 

a 1.2 2.6 <2 
Mg 16.1 1.9 3.0 ± 3 

AI 1.1 6.5 6.5 ± 2 

Si (20.0) 21.2 18.5 ± 3 

A > 28 18.7 5.2 13.0 ± 3 

a The solar values are from H. C. Urey. The abtm­
dances of only the heavy nonvolatile elements are given, 
normalized to a value of 20.0 percent for silicon. 

b The values for the crust of the Earth are average 
values for the continents, from Howard J. Sanders, Chern. 
alld Eng. News, Oct. 2, 1967. 

of elements heavier than silicon on the Moon 
than on the Earth's crust. There is also an indica­
tion that the silicate content is lower on the 
Moon than on the continents of the Earth. 

The conclusion indicated by this comparison 
is that if the Earth and Moon were originally 
formed from solar-type material, the major geo­
chemical changes to the material at the Sur­
veyor V landing site must have been similar to 
those that occurred to the materials comprising 
the terrestrial continents. 

Although an elemental analysis (even one more 
precise than the present one) can be only a rough 
indicator of detailed rock type, it is of interest to 
compare the present results with the chemical 
composition of some materials that have been 
considered as constituents of the lunar surface. 
This is done in figure 7-16, where a comparison 
of the present results is made with the analysis 
of average dunites, basalts, granites, tektites, 
chondritic meteorites, and basaltic achondrites 
(ref. 7-6). It is seen from this figure that the lunar 
surface, at the landing site of Surveyor V, cannot 
consist entirely of material similar to chonmitic 
meteorites or to ulb'abasic rocks such as dunite. 
Tektitic or granitic materials are more consistent 
with the present estimates of errors, although 
they appear to be ruled out by the gamma-ray 
measurements of Vinogradov et a1. (ref. 7-7). 
Of the comparisons made in figure 7-16 the 
closest agreement appears to be with the chemi-
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cal composition of basaltic achondrites and with 
that of telTesh-ial basalts . 

Figure 7-16 clearly represents only a few of 
all possible comparisons. Such comparisons will 
be even more meaningful when the data ob­
tained on Surveyor V have been completely 
processed. However, even in the present state, 
the results provide experimental information on 
the chemical environmen t on the surface of the 
i\rloon, the possible raw materials there, and clues 
about the history of this long-time partner of the 
Earth. 
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8. Lunar Surface Electromagnetic Properties 

]. Negus de Wys 

The morphology of the lunar surface has been 
a subject of considerable speculation throughout 
his tory, but only in recent years has it reached a 
stage of con troversial climax in scientific debates . 
Before the Right of Surveyor V, there were two 
extreme views apparent in lunar literature: (1) 
only exogenous sources could account for lunar 
surface material, its pulveriza tion, and lunar 
cra tering; and (2) only endogenous sources could 
explain them. 

Through constant pulverization and accretion 
by meteoritic bombardment, an addition of 
nickel-iron (Ni-Fe) alloys could be expected to 
occur in the lunar surface material. If, however, 
volcanism and outgassing are the more active 
agents, then the iron content would be more 
res h'icted to that of a given rock type. 

Pu rpose of Magn et Assemb ly 

The magnet assembly was installed to de­
termine the presence, and possibly the amount, 
of material with high magnetic permeability that 
might be present at the Surveyor V landing site. 
Materials that would be attracted to a 500-gauss 
magnet include free iron, magnetite, and Ni-Fe 
from meteorites . The landing site in Mare Tran­
quillitatis is representative of large surface ex­
panses on the side of the Moon neares t the 
Earth. Mare areas as a surface wlit are not only 
widespread, but also appear, from Lunar Or­
biter photographs and from landed spacecraft, to 
be homogeneous. Information obtained from 
mare landings probably can be exh'apolated to 
large areas of the Moon with a fair degree of 
confidence. 

Magnet Assemb ly Description 

The magnet assembly, attached to footpad 2, 
consisted of a magnetic bar of Alnico V and a 
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nonmagnetic bar of Inconel X-750; the dimen­
sions of each bar were 5 by 1.27 by 0.32 cm (see 
fig. 8-1). The gauss readings along the pole faces 
range from 440 to 680 (fig. 8-2). The magnetic 
axis is horizontal with the magnetic poles ex­
tending down the left and right sides of the mag­
net, the magnetic-field sh'ength down through 
the center droppin g to zero gauss. Calibration 
tes ts of the magnetic-field strength show the 
dropoff (see figs. 8-3 and 8-4); at a distance of 
3.8 cm from the Surveyor V magnet, the sh'ength 
was < 0.38 gauss, Powdered iron was collected 
from a distance of 1.93 cm by a 500-gauss magnet 
in the laboratory studies (see fig. 8-5). A magnet 
with this sh'ength on Earth supports about 20 
grams of the magnetic materials tes ted . 

Alnico V was selected because its characteris­
tics in thermal and magnetic regimes made it 
suitable for lunar surface tests (see table 8-1 and 
fig. 8-6) and because its magnetic remanence is 
greater at higher temperatures than for other 
alloys . It is, however, a brittle material that fre­
quently contains voids, and must therefore be 
handled with some care. To protect the , space­
craft and experiment, both the magnetic bar and 
control bar were bonded with RTV-60 (bonding 
agent) to the bracket in addition to the screw at­
tachment. 

In no area over the surface of the conh'ol bar 
was the magnetic field reading> 0.1 gauss ; this 
reading was observed over the attachment screws 
only, 

Landing and Vernier Rocket Engine Firing 

Surveyor V landed in a 9- by 12-meter crater 
on a 19.5°, inner north-facing slope. Footpads 2 
and 3, on the downhill side, performed a bounc­
ing I-meter-Iong slide through the lunar surface 
material at a velocity of about 1 m/ sec before 
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FIGURE 8-1. - Magnet assembly on foot­
pad 2 of Surveyor V pri~r to launch 
at Cape Kennedy. ote the gray and 
white pattern on bracket top and light 
blue of bracket side, the magnetic bar, 
and the nonmagnetic control bar. The 
Alnico V magnet is on the left. 
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FIGURE 8-2. - D eta iled magnetic-strength plot of the face 
and ml gnetic poles of the magnet on Surveyor V. 
Readings were made at Cape Kennedy, just before the 
magnet was a ttached and bonded to the bracket. 
Readings were rechecked after attachment. For com­
parison to lunar results, note tonal plot. 

TABLE 8-1. Prope1·ties and chemical composition 
of Alnico V 

Chemical elements : 
Iron, percent 
Titanium, percent 
Nickel, percent 
Aluminum, percent 
Copper, percent 
Cobalt, percent 

Mechanical properties: 
Tensile strength, dynes/cm2 

Transverse modulus of rupture, 
dynes/cm2 

Rockwell hardness 
Electrical properties : 

Resistivity temperature (25 · C ), 
microhm - 1 cm - 2 

Magnetic properties: 
Peak H, oersted 
Peak induction, B, gauss 
Residual induction, B T , gauss 
Coercive force, He, oersted 
Coefficient of linear expansion: 

20 to 120· C 
20 to 220· C 
20 to 300· C 

Curie point ( +10· C ), · C 
Specific heat (30 to 400 · C ), 

cal g-l;o C 
Additional properties : 

Density, g/cm3 

~50.8 

24 
14 
8 

3.2 

~3.6 X 10' 

-7.2 X 10' 
C50 

47 

3000 
16500 
12 600 

600 

11.5 X 10-6 

11.5 X 10- 6 

11.6 X 10- 6 

890 

0.11 

7.3 
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FIGUHE 8-6. - Magneti c remanence versus temperature 
for Alnico V. Internal structure and the metallurgical 
properties of the alloy lIsed control the effect of high 
temperatures on magnetic materials. Alnico V has 
retraceable temperature characteristics over a wide 
range (-200 0 to 300 0 C). This is one of the proper­
ties that dictated its choice for the Surveyor V magnet. 
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coming to a halt. The trench is 3 to 10 cm in 
depth (see fi g. 8-7). From this landing mode and 
from the distribution of lunar material over the 
front of the footpad, it may be concluded that 
the magnet assembly contacted the lunar surface 
material. If the trench length is multiplied by 
the magnet length, the approximate size of the 
lunar area to which the magnet was exposed is 
500 cm2. 

Lunar matcrial is seen in the honeycomb be­
low the bracke t, on the bracket, adhering to the 
lower right side of the control bar, and covering 

the magnetic bar. The fine coating on the con­
trol bar and bracket is probably due to vacuum 
cohesion. Because the magnet is on the wes tern 
side of footpad 2 and the Sun was low :in the 
eas t, the first picture of the magnet assembly 
after landing (fig. 8-8) was in deep shadow. How­
ever, light patches of un covered blue paint con­
tras t brightly beside the dark lunar material, 
permittin g the areas covered to be identified. 

In landing, the magnet bracket may have been 
deformed or possibly cracked. In figure 8-9, the 
light line across the bracke t may be seen; the 

FIGUHE 8-7 . - Landing mode of footpad 2. The spacecraft landed on a 19.5° inner slope of 
a 9- by 12-meter crater causing footpad 2 to slide downhill a distance of about 
1 meter at a depth of 3 to 10 cm through the lunar surface material. Note 
material on top of thc footpad; also notc well-defined footpad imprint at thc end 
of thc slide and thc scalloped effect in part of thc trench. This is indicative of 
the slight bouncing of thc footpad in sliding. Velocity during downhill trench­
ing is estimated a t 1 m/ sec ( day 255, 00: 18:35, and day 254, 23:38:23 GMT). 
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FIGUHE 8-8 . - Magnet assembly before and after firing of the vernier engines. (a) Just after 
landing. Note lunar material on bracket, control bar, and in honeycomb; also 
note darkly covered magnet. Light patches are blue paint showing through. 
Note that attachment screws on magnet are not louvered. The honeycomb to 
the right of the assembly has been deformed (compare with fig . 8-1). The 
material on the bracket and con trol bar is probably caused by vacuum coh esion 
(day 255, 00:33:33; computer-enhanced picture) . (b) After vernier firing . 
lote material has been blown out of the honeycomb, off the control bar, off the 

front edge of the bracket, and off the center of the magnet where the magnetic 
strength drops to zero gauss (day 259, 04:48:26; computer-enhanced picture 
SWRF R-049). 
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(0) 

(c) 

(b) 

FIGURE 8-9. - Sequence showing change in appearance of the footpad 2 top after vernier engine 
Bring and possible break in the top of the aluminum bracket holding the magnet 
assembly. (a) Footpad 2 just after landing. ate material on top of footpad. 
Dark, wavy line on bracket top is the shadow from the safety wire; the lighter 
line below is the site of a possible break in thc bracket, probably caused by 
the first encounter with the lunar surface (at far right of Bg. 8-7 showing the 
trench) (day 254, 02:29:34). ( b ) In different lighting, seven terrestrial days 
later and after vernier firing . lote change in debris patterns on the footpad 
top. The linear break shadow is not visible, except vaguely in the center area . 
However, by projecting a straight line along the white stripe on the bracket, 
it will be noted that the lower part of the stripe is offset by about 5 °. This may 
explain why the light foree of the vernier exhaust was more effective in cleaning 
off the bracket edgc than farther back on the bracket. The edge may be 
slightly lower, which is due to the break (day 261, 05:29:38 ). (e) Footpad 2 
before launch, showing sh·aight white stripe on the inner (left) side of the 
braeket. 
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white sh·ipe on the bracket departs from a 
straight line. (A departure of approximately 5° 
is measurable.) The magnet assembly may have 
hit a rock in landing, since the assembly extends 
from the side of the footpad. It may also be 
noted that the side of the magnet assembly is no 
longer parallel to the honeycomb-s tructure pat­
tern; before flight, the relationship was parallel. 

The 0.55-sec Briner of the vernier engines 
caused an es timated 1 c1yne/cm2 dynamic pres­
sure on the magne t assembly, sufficient to clean 
off the vacuum cohesion material on the bracket 

and control bar, blow material from the honey­
comb sh·ucture, clean off the top outer edge of 
the bracket, and remove material from the zero­
gauss area down the center of the magnet (see 
Bgs. 8-8 and 8-10). 

From laboratory jet-exhaust studies in vacuum 
it was found that little, if any, material would be 
added to the magnet by the Bring of the vernier 
engines. 

Shadow progression studies conducted in the 
Surveyor Experiment Tes t Laboratory provided 
a key to the possible time of full lighting on the 

FIGUHE 8-10. - Vernier exhaust vectors rela tive to the magnet assembly. The light circles 
represent 1.1 meters from verniers at which distance the dynamic pressure 
was approximately 1 dyne/l cm' . The gas dispersion curve becomes asymptotic 
at about 2.44 meters from the vernier engines . (a) View is looking down on 
the spacecraft, located on a 19.5 ° slope. North is to the top; footpad 2 is top 
right. 
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magnet assembly (fig. 8-11). Because of the 
combination of the crater horizon and slope 
angle, accurate predictions were difficult. The 
Sun shone fully on the bracket for only 1.5 hr 
of the entire lunar day (approximately 14 ter­
res trial days). A sequence taken through the first 
lunar day and ending with the anticipated sunset 
lighting is seen in figure 8-12. In sunset lighting, 
the coating of dark material adhering to the pole 
faces of the magnet and the particles forming 
bridges across the area of lower strength down 
the magnet center could be seen distinctly. The 
shape and size of the particles has not been de­
termined; however, they appear to be smaller 
than camera resolution (1 mm). Most of the 

lunar material through which footpad 2 slid 
consists of particles less than 1 mm in diameter, 
similar to the material observed in Surveyor I 
and III pictures. 

From simulation studies of the Surveyor V 
landing, it was concluded that the passage of the 
magnet through about a meter of lunar material 
would not cause a very different result from a 
Single, solid impact in the same material. 

laboratory Studies 
Various studies were conducted in the labora­

tory to ensure better data retrieval as well as 
more accurate interpretation of the results of the 
magnet assembly on a landed spacecraft. 

FIGURE 8-10 - Concluded. (b) View looking east, showing the vernier exhaust vector relation­
ships. The main vectors are lateral; the top of the footpads are probably near 
the height limit for the main vectors. 



142 

DAY 254 
SUN ELEVATION~ 26.25· 
AZ IMUTH: 161.27" 

DAY 2':;5 
SUN ELEVATION: 38.07° 
AZIMUTH: 169.64° 

DAY 257 
SUN ELEVATIO N: 53.98· 
AZIMUTH: 182.80· 

DAY 258 
SUN ELEVATION: 66.9'· 
AZIMUTH: 209 .76° 

DAY 260 
SUN elEVA TION: 69 . 84 0 

AZIMUTH, 260 .18 · 

SURVEYOR V 

DAY 254 
SUN elEVATION: 26.9'· 
AZ IM UTH: 163 n° 

DAY 256 
SUN elEVATION: 43.52· 
AZIMUTH: 173.24° 

DAY 257 
SUN elEVATION: 5882· 
AZIMUTH: 189.SO" 

DAY 259 
SUN ElEVATION: 69.50" 
AZIMUTH: 224.65· 

DAY 260 
SUN ELEVATION: 67.51" 
AZ IMUTH: 275. 71" 

DAY 255 
SUN ELEVATION: 32.52° 
AZIMUTH: 166 . 53° 

DAY 256 
SUN elEVATION, 48.85· 
AZIMUTH: In .530 

DAY 258 
SUN elEVATION: 63.22· 
AZ IMUTH: 198.23" 

DAY 259 
SUN ELEVATION: 70.56" 
AZIMUTH: 242.27· 

DAY 261 
SUN ElEVATION: 64.00· 
AZIMUTH: 287 . 87" 



DAY 261 
SUN ELEVATION: 59.73° 
AZ IMUTH: 287.87 ° 

DAY 263 
SUN ELEVATION, 44 .59' 
AZ IMUTH: 314.06° 

DAY 264 
SUN ELEVATION: 28.05° 
AZ IMUTH: 36.25" 

DAY PRED ICTION UNCERTAIN 
SUN ElEVATION: 9.31" 
AZIMUTH: 31.37" 

ELECTROMAGNETIC PROPERTIES 

DAY 262 
SUN ElEVATION: 54 .96" 
AZIMUTH: 304. 10" 

DAY 263 
SUN ELEVATION: 39.17" 
AZ IMUTH: 42.23" 

DAY 265 
SUN ElEVATION: 22.42" 
AZ IMUTH, 33.72' 

DAY PRED ICTION UNCERTAIN 
SUN ELEVA TI ON, 9.00' 
AZ IMUTH: 31.37 " 

DAY 262 
SUN ELEVATION: 49.88" 
AZIMUTH: 309.61" 

DAY 264 
SUN ELEVATION: 33 .65" 
AZIMUTH: 39.05" 

DAY 265 
SUN ELEVA TION : 16.74" 
AZ !MUr K: 31.37" 

DAY PRED ICTION UNCERTAIN 
SUN ELEVAT ION: 8.34° 
AZ IMUTH: 31.37" 

F IGUHE 8-11 . - Shadow progression studies of footpad 2 used to determine the time of lunar 
day that the magnet assembly would be in full sunlight. These studies were 
conducted in the Surveyor Experiment Test Laboratory. The full-size space­
craft was used. The magnet assembly was in full lighting for only about 1.5 
hours of the entire lunar day (14 terrestrial days) . 
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(0) (b) 

(e) (d) 

(e) (0 

FIGURE 8-12. - Sequence of magnet assembly through the first lunar day. (a) Before vernier 
firillg (day 255, 00: 33: 33 ) . (b) After vernier firing (day 258, 03:48: 56) . 
(c) Sun on top of magnet; note clumping on poles (day 261,06:54 :02) . (d) 
Sun on left half of magnet; note projections of material on magnet and dimple 
on lower left (day 262, 05:08:04). (e) Approaching sunset; note lower tip 
of magnet ill sunlight (day 266,05:54:32). (f) Sunset on magnet assembly; 
note patches of (blue) paint on north magnetic pole edge, and exposed area 
down the center (day 266, 09: 54: 20). 
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Shadow Progression Studies 

Shadow progression studies were conducted 
with a full-sized spacecraft as well as with a 
small model; detailed studies were also con­
ducted of footpad 2 in order to determine the 
periods of optimum lighting (see fig. 8-11). The 
reh'ieval of the final sunset picture of the magnet 
assembly was a direct result of these studies. 

Impact Tests in Rock Types 

Impact studies in the Earth's ahnosphere were 
conducted with a footpad and magnet assembly 
similar to the one flown on Surveyor V. Powders 
of various rock types were used, ranging from 
acidic (high silica content) rhyolite to ultrabasic 
(low silica content) peridotite (see table 8-2); 
serpentine (a hydrated basic rock) was also used. 
Two powder sizes were employed: 37 to 50 /.I. 

and 50 to 150 /.I.. The footpad with the magnet 
assembly was held stationary and the powder 
samples impacted against the side of the footpad . 
Other serics of tes ts using mechanical impact or 
vertical plunging of the footpad into the sample 
showed no discrepancies in the results. 

In the rock-type sequence (table 8-2 and fig. 
8-13), it 1ay be noted that only impact in basalt 
powders resulted in much adherence of material 
to the agnetic bar on the left. Peridotite 
showed considerably less, and the more acidic 
rocks showed almost nothing on the magnet. 

TABLE 8-2. Average composition of rock types 
used in laboratory studies of magn et assembly 
impact 'in 1'Ock powders (from Smith, Physical 
Chemistry, pp. 372 to 373, 1962) 

Compo- Rhyolite, Dacite, Basalt , Peridotite, 
si/ioll wI percellt wI percellt wI percent wI percent 

SiO, 72.80 65.68 49.06 45.07 
Alz03 13.49 16.25 15.70 5.75 
Na,O 3.38 3.97 3.11 1.14 
K,O 4.46 2.67 1.52 0.57 
CaO 1.20 3.46 8.95 7.48 
MgO 0.38 1.41 6.17 22.88 
Fe,03 1.45 2.38 5.38 3.43 
FeO 0.88 1.90 6.37 4.53 
TiOz 0.33 0.57 1.36 0.64 
P,O. 0.08 0.15 0.45 0.15 
MnO 0.08 0.06 0.031 0.26 
H2O 1.47 1.50 1.62 3.10 

Because the material adhering to the magnet in 
these tests is essentially magnetite, the laboratory 
results reBect the magnetite content of the rock 
types in question. 

Impact Tests in Basalt With Additions of Iron 

Impact studies were conducted using pow­
dered Little Lake basalt and Pisgah scoriaceous 
basalt. To the 37- to 50-/.1. Little Lake basalt, 1 to 
20 percent volumetric additions of pure pow­
dered iron were made. A 100 percent iron sam­
ple was also used, as well as coarse iron shavings 
to determine the amount of material that the 
500-gauss magnet was capable of attracting 
(see figs. 8-14 to 8-16). A definite difference in 
the appearance of the magnet can be observed 
with each 1 percent increase in iron content. 

Vacuum Studies 

Impact and jet exhaust effects were studied in 
a vacuum chamber with a 10- 6-torr vacuum. 
The impact tests in basalt with iron additions 
were repeated (fig. 8-17); an attitude control jet 
was fired into the sample at close range to obtain 
an upper limit for the possible addition of mate­
rial on the magnet through the firing of the 
vernier engines. 0 appreciable amount of ma­
terial adhered to the magnet with the jet tests 
(see fig. 8-18). In the vacuum impact tests, co­
hesion of a fine , even coating of material was ob­
served over the side of the bracket as well as on 
the con trol bar. \Vhen the chamber was opened, 
very little air pressure was necessary to remove 
this coating. All the vacuum studies were photo­
graphed through the chamber porthole while the 
assembly was still in vacuum. Samples were 
baked at 150 0 C for 12 homs prior to the vacuum 
impact studies. 

Landing Simulation Studies 

Six simulations of the landing mode were con­
ducted in a h'ough of 37- to 50-/.1. Little Lake 
basalt. A velocty of about I m/ sec, a distance 
of about 1 meter, and a penetration depth of 
about 10 cm were used as parameters. All land­
ings resulted in a similar appearance of the mag­
net (see fig . 8-19). A fine film of material adhered 
to the bracket and control bar, probably caused 
by moisture in the sample; this adherence af­
forded a comparison with vacuum cohesion on 
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37- 50 fL 50- 150 fL 
RH YOLITE 

37-50 fL 50- 150fL 
DACITE 

37- 50 fL 50-150 fL 
BASALT 

37- 50 fL 50- 150fL 
PERIDOTITE 

FIGURE 8-13. - Results of impact in atmosphere in rock types ranging from acidic ( high 
silica content ) rhyolite to basic (low silica content ) peridotite. Two powder 
sizes w re used: 37 to 50 p. and 50 to 150 p.. Note appearance of basalt 
powders. 
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+5% Fe 
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+15% Fe . 100% Fe COARSE 
Fe FILINGS 

CRUSHED 
SCORIA 
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FIGURE 8-14. - Materials used in powdered iron addition studies. The additions of iron are 
powdered iron by volume percent to powdered basalt. 

the lunar assembly. The packing in the sides of 
the simulated landing trough, as well as the 
resulting appearance of the test magnet, is simi­
lar to the lunar counterparts observed by the 
Surveyor V camera. 

Discussion 
Because the success of the magnet experin1ent 

depended on a known solid impact with the 
lunar surface material, a better landing could not 
have been executed. From inspection of pictures 
of the material covering the footpad , and the 
trench morphology, the requirement for lunar 
surface material impact was met. 

In order to impose a control on the interpreta­
tion of the cause of the adherence of material to 
the magnetic bar (magnetic ath"action or vacuum 

cohesion), the nonmagnetic Inconel X-750 bar 
was included. Prior to firing of the vernier 
engines, material was observed on the bracket 
and control bar, probably caused by vacuum co­
hesion; the magnet was dark. After firing the 
vernier engines, the bracket and contTOI bar were 
perfectly clean, and the paint in the zero-gauss 
area of the magnet was visible. Areas of lower 
magnetic strength along the pole faces also 
showed patches of blue paint (compare fig. 8-12 
with fig. 8-2). Therefore, the control for in­
terpretation of the cause of adherence was ac­
complished; the material remaining on the 
magnet must be material with high-magnetic 
permeability, that is, iron, magnetite (Fe30 4), or 
Ni-Fe meteoritic fragments. 

Interpretation of the lunar results is dependent 
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SCORIACEOUS BASALT BASALT + 2% Fe 

BASALT BASALT + 3% Fe 

BASALT + 1% Fe BASALT + 4% Fe 

FIGURE 8-15. - Impact in atmosphere into powdered basalt with additions of powdered iron 
by volume percent. 
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BASALT + 10% Fe BASALT + 20% Fe 

BASALT + 15% Fe 100% Fe 

F r CUHE 8-16. - Impact in atmosphere into powdered basalt with additions of powdered iron 
by volume percent. Lower right shows 100 percent powdered iron to indicate 
th c amount of iron this magnet is capable of holding. 

upon visual similari ty of the lunar pictmes of the 
magnet with pictmes of laboratory studies in 
various rock powd rs (with and without the ad­
dition of iron), djfferent powder sizes, and with 
landing simulation studies. The results of such 
a comparison show some interes ting similarities 
(fig. 8-20). 

In comparison with the rock-type impact se­
quence, the only terres tTial results resembling 
the lunar pictures are those in fine basalt powder, 
37 to 50 1" , In a sequence of different-sized ba-

salt powders, > 50 I-'- and < 37 I-'- caused much 
less material to adhere to the magnet (fig. 8-21). 

By comparing the lunar pictures with the iron 
addition sequence, the labora tory impact in 1 
percen t by volume addition of powdered iron 
appears to be in excess of the lunar results in 
terms of quantity of material adhering to the 
magnetic bar. 

The jet exhaust studies seem to preclude the 
possibility that any appreciable amount of mate­
rial was added by the vernier firing. However, 
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100% BASALT BASALT + 2% Fe 

BASALT + 1% Fe BASALT + 5% Fe 

FIGURE 8-17. - Impact in 10-G-torr vacuum into powdered basalt and basalt with volumetric 
additions of powdered iron as indicated. Note vacuum cohesion on bracket 
and control bar. Since the footpad is viewcd upside down, the magnet is now 
on the right. 

material over zero- or low-magne tic-field areas 
was removed. 

Laboratory measurements made under vacuum 
conditions showed apparent vacuum cohesion of 
material on the bracket and control bar similar 
to that seen in the lunar magnet prior to vernier 
engine firing. Other vacuum results indicated 
that the studies in atmosphere were similar in 
terms of the amount of material adhering to the 
magnetic bar. Therefore, it is concluded that 

studies in atmosphere give valid data compari­
sons for interpretation for the lunar results. 

From landing simulation studies, the ap­
pearance of the terrestrial magnet assembly was 
quite similar to that on the Moon after the for­
mer had '1unar landed" in powdered basalt. 

Problems 

In interpreting these results, several considera­
tions warrant further study. An elemental analy-

I 

I 

J 
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sis of the Little Lake basalt is shown in table 
8-3. Most of the iron is in the form of magnetite, 
amounting to 10 to 12 percent by weight of the 
rock. The magnetite particles themselves are 
10 to 15 p.. in size. Therefore, in the 37- to 50-p.. 
powder, the size of the magnetite particles is 
being approached. This could be a very im­
portant point. The relationship between size of 
iron particle to rock powder needs further in­
vestigation in terms of magnetic attraction. This 

FIGURE 8-18. - Exhaust tests in 1O-6-torr vacuum. An 
attitude control jet was used at close range to simu­
late possibl e forces from the vernier exhaust on the 
magnet assembly on the Moon. (a) Prior to firing . 
( b ) Aiter firin g into powdered basalt with 1 percent 
by volume addition of powdered iron. No material is 
scen to collect on the magnet. ( c) Aiter firing into 
powdered basalt with 4 percent by volume addition 
of powdered iron. Note small amount of material ad­
hering to the edges of the magnet. It is concluded 
that very little, if any, material was added by the 
vernier engine firing on the Moon. These pictures 
were taken through the viewing portal in the vacuum 
chamber. 

raises the ques tion of whether iron vapor­
deposited on silicate particles (following meteo­
ritic impact ) or iron coatings deposited by sput­
tering would be magnetic. A thickness of a few 
angstroms of iron on a silicate grain 50 p.. in size 
would, from preliminary investigations, not be 
attracted to a 500-gauss magnet. 1 

A finer breakdown in size range of powders 

1 R. Fraser, private communication. 
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FIGUR E 8-19. - (a) ' Laboratory simulation of footpad 2 
landing mode in 37- to 50-tJ. Little Lake basalt. Ve­
locity, depth of penetration, and distance were simu­
lated. ( b ) Picture taken by Surveyor V of the side of 
trench dug by footpad 2. Note similarity to figure 
8-18( a) and 8-18( c) ( day 258, 04 :02 : 17 ) . (c ) 
Closeup of footpad and magnet assembly used in 
laboratory simulation studies of landing ( fig. 8-18( a) ). 
Six such landings were performed; all results were 
sin1ilar. Note material on control bar on the right, in 
the honeycomb, and clumped on the magnet covering 
the attachment screws. The increased humidity in the 
laboratory may have caused results simil ar to the ap­
parent vacuum cohesion on the Moon. 

FIGURE 8-20. - Comparison of lunar magnet results with 
labora tory material shldies most closely resembling 
the magnet. Top row, left to right, are lunar pictures 
of the Surveyor V magnet ( day 266, 09:54:20; day 
266, 09: 44:54; and day 262, 05:08:04 ). Bottom row, 
left to right, are scoriaceous Pisgah basalt, Little Lake 
basalt, 37 to 50 tJ., Little L ake basalt with 1 percent 
by volume add ition of powdered iron. 

(0 ) 

(bl 

, 

(c) 

FIGUlU: 8-21. - Studies of impact in atmosphere, using 
< 37 tJ., 37 to 50 tJ., and 50 to 150 tJ.. Little Lake 
basalt with no additions of iron, showed less material 
adhering to the magnet bar when < 37 tJ. and > 50 tJ. 
basalt were used . 
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TABLE 8-3. Elemental analyses of the Little Lake 
basalt and Pisgah scoriaceotls basalt 'used in 
laboratory studies 

Element 
Little Lake basalt, Pisgah scoriaceolls 

wi percellt basall, wI percellt 

Silicon 20 24 
Aluminum 10.48 6.7 
Iron 5.78 7.7 
Magnesium 5.03 6.4 
Calcium 4.98 5.0 
Titanium 2.18 1.7 
Gallium 0.0055 0 
1anganese 0.058 0.076 

Nickel 0.Q059 0.014 
Vanadium 0.014 0.013 
Copper 0.0032 0.0033 
Sodium 2.6 1.9 
Zirconium 0.018 0.016 
Cobalt 0.0064 0.0098 
Potassium 1.12 0.56 
Strontium 0.049 0.026 
Chromium 0.017 0.055 
Tungsten 0.22 0 
Barium 0 Trace 

should also be used: the 37 to 50 11' is just begin­
ning to approach the magne tite particle level and 
causes the greatest amount of material to adhere. 
A considerable difference is seen in the results 
with impact in < 37 11', 37 to 5011', and 50 to 15011" 
Both the < 37- and> 50-11' powders showed much 
less adherence. Size-range increments of 10 11' 

may yield fruitful results in attempting to de­
termine the size of lunar particles from visual 
simulations of the magnet results. The alpha­
scattering data present a control on constituents. 

Conclusions 

The following conclusions may be made on 
the basis of the Smveyor V pictmes of thc mag­
net assembly: 

(1) Iron is present on the lunar smface at the 
landing site in the form of magnetite, pme iron, 
meteoritic i-Fe fragments, or some combination 
of these forms of iron, 

(2) As observed from laboratory studies, an 
upper limit for the addition of iron to a naturally 
occmring rock may be represented by 1 percent 
by volume addition of powdered iron. 

(3) Lunar magnet results are not in disagree­
ment 'with the laboratory results of impact in a 
37- to 50-11' powdered basalt with no addition of 
iron. 

(4) The Smveyor V magnet results indicate 
conSiderably less magnetic material than would 
be expected from entirely meteoritic pulveriza­
tion and cratering of the lunar surface. 

Since these results show an apparent agree­
ment with the amount of magnetite to be ex­
pected in a basaltic rock, they provide support 
to the results of the alpha-scattering experiment 
which indicate that the observed lunar material 
has a composition similar to terrestrial basalt. 

Since the mare smface morphology unit is a 
widespread homog neous unit on the lunar sur­
face, conclusions pertaining to this area may be 
eXh'apolated in a wider context to the other 
lunar maria. 
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9. Lunar Theory and Processes 

D. E. Gault, ]. B. Adams, R. ]. Collins, ]. Green, G. P. Kuipe1', H. Mastt1'sky, 
]. A. O'Keefe, R. A. Phinl1ey, and E. M. Shoernaker 

The chemical analysis (see ch. 7) of the lunar 
surface at the Surveyor V landing site in south­
western Mare Tranquillitatis has opened a new 
era in the study of the origin and history of the 

100n and other planetary bodies. From pre­
liminary results of the alpha-scattering experi­
ment, the elemen tal abundances of the major 
constituents are sufficiently well defined to war­
rant some discussion of their significance and 
some ten tative conclusions. It is recognized that 
this first analysis for a single spot (10 cm in di­
ameter) on the lunar surface may not be repre­
sentative of even a small part of the mare sm­
face. Meteoric impact or, perhaps, explosive 
volcanism, or both, are mechanisms for distribut­
ing and mixing lunar material so that a hetero­
geneous mixtlu'e of many components could 
have been displayed for analysis under the alpha­
scattering instrument. It seems unlikely that 
sufficient foreign material could be mixed with 
the indigenous mare material to mask the com­
position of the parent components totally, but it 
must, nevertheless, be considered a possibility. 
The modifying effects of prolonged exposme to 
solar radiation must also be considered because 
the alpha-scattering technique permits a sam­
pling of only micron-deep layers of the exposed 
material. However, somc subsurface material 
shielded from direct solar radiation was ejected 
by the impact of the footpads against the surface 
into the region where th alpha-scattering in­
strument was finally deployed (see ch. 3). Sub­
ject to such limitations and qualifications, a pre­
liminary interpretation of the results from this 
experiment is presented. 

The chemical analysis by Tmkevich et al. (see 
ch. 7) is compared in table 9-1 with six common 
rock types, spanning tl1e range in silica content 
from ultramafic to silicic composition. Although 
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the composition in any given classification of 
rocks can vary over a fairly broad range, tl1e 
magnesium and aluminum abundances in the 
lunar sample are inconsistent with, and cannot 
be rela ted to, those of ultramafic rocks such as 
peridotite and chondl'itic meteorite. Similarly, 
the silicic materials represented by the averages 
for granite and tektite are characterized by sili­
con and heavy elemental abundances that are 
also inconsistent with the alpha-scattering data. 
The analYSis points to a basaltic composition, a 
conclusion that is consistent with the indications 
from the magnet experiment (see ch. 8). 

Important genetic implications arise from a 
basaltic composition. Basalt is derived by chemi­
cal fractionation of an ulb'amafic rock. Thus, it 
seems highly probable that differentiation has 
occurred in the Moon as a result of partial or 
fractional melting of lunar material. 

The heat somces necessary to melt the lunar 
material probably originat d within the Moon 
rather than from an external source. Internal 
sources include decay of radioactive elements, 
gravitational compression, and dissipation of 
kinetic energy by mechanical processes. The 
possibility that the analyzed material is the frac­
tionated product from a large puddle of melt pro­
duced by a monstrous collision tha t formed the 
mare basin is inconsis tent with the observations 
that the filling of the mare basins could not have 
been contemporary with their formation (refs. 
9-3 and 9-4). 

Based on the ratio of silicon to sodium in rela­
tion to oxygen content (ref. 9-5), the material 
analyzed by the alpha-scattering insb'ument ap­
proximates the ch mistry of some of the most 
common terresb'ial basalts. Even though the 
analysis of the data has not been refined to the 
point where the material can be categorized into 
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T ABLE 9-1. Elemental abundances for some cornman rock types, compared with prelimina1'y chem­
ical analysis of the Moon at the landing site 

Elem en t Plateall 
Perido tite basalt 
(re/.9-1) (re/.9-1) 

Hydrogen .... -- ....... - ...................... .. - .. 2.5 4.2 
Carbon .. . ......... _----_ .... _-_ ........... ---_ ..... 

Oxygen --_ ..................... - ........... __ ....... 57.5 59.0 
Sodium ....... _-_ ....... -_ . .... _- ......... __ ..... - .. .4 1.8 
Magnesium --_ ....... - ........ .. __ .. . . ............ 18.7 3.6 
AJluninum ._- ....... . ... _--_ .. _-- ---_ .. -_ ......... 1.9 5.8 
Silicon .. . . . _--_ ........................ __ .. --_ ... __ . 15.0 17.1 
Phosphorus to copper -_ .... . .. _-_ . __ .... - .. 4.1 8.6 
Iron, cobalt, and nickel ................... 2.4 3.9 

a specific subgroup of basalt, the general trend 
is consistent with a widely accepted hypothesis 
that extensive volcanic flows have been responsi­
ble for floodin g and filling of the mare basins. 
Extensive basalt flows are widespread on Earth 
(ref. 9-6). By far the grea tes t proportion is found 
as ocean-floor basalt, being derived from partial 
fusion of the underlying ultramafic mantle. The 
Columbia Plateau and Deccan Traps are the 
best known of this genre on continen ts. 

It is significant and gratifying that the chemi­
cal composition of the lunar material appears to 
be most like that of a common terres trial rock, 
and this material is not composed of an unusual 
mixture of elements . Apparently, the geochem­
ical processes on the Earth do not differ grea tly 
from their lunar counterparts despite environ­
mental differences between the n;yo bodies. 
Ther fore, for the first time, we have some evi­
dence for the validity of extrapolating terres b'ial 
geochemical and geologic experience to the in­
terpretation of the Moon and of lunar processes. 

If the lunar sample analyzed by the alpha­
scattering instrument is fairly typical of the com­
positional type of material at the Surveyor V 
landing site, and this seems a reasonable assump­
tion, then it is to be inferred that the observed 
composition is probably also appropriate to ma­
terial in other maria because of the geologic 

Atomic percellt 

Moo/l Indo~M a/al'an Basaltic L -/ype 
Granite (m are) tektite acholldrite ch ondri/e 

(re/. 9-1) (see ell . 7) (re/.9-2) (re/.9-2) (re/.9-2) 

1.9 0.4 0.9 0.7 
<3 

62.1 58 ±5 63.7 59.6 54.6 
2.3 < 2 1.0 .6 .8 

.5 3 ±3 1.1 5.5 14.4 
5.9 6.5 ±2 5.4 5.1 1.2 

23.3 18.5 ±2 25.1 18.2 15.5 
3.5 13 ±3 3.4 10.1 12.7 

.9 > 3 1.5 5.3 10.0 

similarities among the mare units. There is no 
reason to assume, however, that basaltic mate­
rials with different compositions will not be 
found in all maria; indeed, different compositions 
are to be expected as the natural consequences 
of normal fractionation processes. Although 
knowledge of such differences would be of great 
interes t, the determination of the composition 
in the conb'asting highland provinces now be­
comes of paramount importance for clarifying 
the extent and degree of magmatic differentiation 
that has occurred in the Moon. 
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Appendix A. Study of Contamination of Surveyor V Landing Site 
by Main Retro Exhaust 

A. L. Turkevich, E. J. Franzgrote, and ]. H. Patterson 

Because of the nonstandard nature of the Sur­
veyor V landing operation, the main retrorocket 
burned to within 1.6 km of the lunar surface. 
(The standard end-of-burning altitude is about 
12 km. ) Since solid particles of aluminum oxide 
are contained in the retro exhaust, consideration 
has been given to the possibility that the alpha­
scattering analysis has been affected by the reh'o 
operation. 

A calculation of the mass per unit area of 
aluminum oxide deposited at the landing site has 
been made, based on the following: 

( 1 ) Trajectory of the spacecraft 
(2) Pointing angle of the reb'o motor relative 

to the landing site 
( 3) Cone angle of the exhaust products 
( 4) Mass of aluminum oxide exhausted as a 

function of burning time 
The following sketch shows the attitude of the 

spacecraft and its location relative to the landing 
site (LS ) near the end of retro burning. 

,,~ 

~" 
\ 
\ 
I 
I 

LS 

Because of the large off-vertical angle of ap­
proach, the retro operation during the final few 
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seconds of burning did not deposit aluminum 
oxide at the landing site. This served to reduce 
materially the contamination relative to that ex­
pected for a vertical landing (at comparable 
distances from the surface) . 

The geometrical relationships used in the cal­
culation are shown in the following sketch. 

A 

LS 

D 

where 

A altitude of spacecraft 
R range to lunar surface along the trajectory 
D distance from the retro aiming point to the 

landing site 

The values A, R, and D as a function of time are 
known from Surveyor V trajectory data: 

T ime (o/ter lJernier ignition), A, kill R,km D , km sec 

0 46 64 1.0 
10 28 40 1.3 
20 15 21 1.6 
30 5.2 7.6 1.7 
40 1.6 2.3 1.7 
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Since the retro aiming direction and the line of 
the trajectory were within a degree of each 
other, they are assumed to be the same for these 
calculations. The ratio of R to A remained fairly 
constant throughout retro operation, and the 
angle a is assumed to be constant at 43 0

• 

The half-angle of the retro exhaust cone is 
given as [3. The sketch illu trates the special case 
where the exhaust cone just intersects the land­
ing site at a distance, R - y. By using a value 
of [3, which is appropriate for the main retro 
motor, R - y may be found to satisfy this special 
condition. Then, at all shorter ranges, the land­
ing site will be included in the exhaust cone. 
(The particles can be assumed to travel in 
straight lines . ) 

Two values of [3 were chosen. For case I , the 
angle was defined by the geometry of th rocket 
nozzle; 100 percent of the solid particles are con­
tained within that angle (co t [3 = 4.0). For case 
II, since shldies of the distribution of solid par­
ticles in rocket exhaus ts indicate that the par­
ticles are more concentrated along the central 
axis of the nozzle, an angle half that of case I 
was assumed (cot [3 = 8.0). 

Using these two cone angles, the values of 
R - y for the critical condition were found to 
be 4.3 km for case I and 9.1 km for case II. At 
various values of R - y greater than these criti­
cal values, the area of the circular cross-section 
of the exl1aust cone (where this cross- ection in­
cludes the landing site) may be calculated. The 
mass of aluminum oxide per unit area can then 
be calculated for a given interval of burning, 
assuming an even distribution of particles across 
the cross-section of the cone. The mass flowrate 
of aluminum oxide from the retro engine can 

• 
be taken to be constant at 4.3 X 103 g/sec for the 
period 1 to 40 sec after vernier ignition. 

Calculations of the mass of aluminum oxide 
per unit area were made for both cases, integrat­
ing stepwise for several time intervals back to 
the start of the reh'orocket firing. The total 
amount of contamination at the landing site was 
found to be 3.0 X 10- 7 g/cm2 for case I and 
3.2 X 10- 7 g/cm2 for case II. 

The results are fairly insensitive to changes in 
the exhaust cone angle for the following reason. 
At narrow angles, the exhaust cone includes the 
landing site only at the greater ranges; however, 
the solid particles are more concentrated because 
of the narrow angle. 

The average particle size (on a mass basis) 
for a motor of the Surveyor characteristics is 
about 3.5 p... A sample of material with a density 
of 2.0 g/ cm2 and 3.5 p.. thick has a mass per unit 
area of 7 X 10- 4 g/cm2. The percentage of area 
covered by the particles deposited by Surveyor 
V, is, therefore 

~ 3 X 10- 7 g/cm2 (100 ) 
~ 7 X 10- 4 g/cm2 

= 0.04 percent aluminum oxide 
or approximately 0.02 percent aluminum. 

Even if the contamination level were an order 
of magnitude higher than that estimated, it 
would be negligible in comparison with the 
6.5 ±2 percent aluminum found in the pre­
liminary analysis of the lunar sample. Moreover, 
because of the high velocity of impingement 
(varying between one and two times the lunar 
escape velocity), it is unlikely that the aluminum­
oxide particles come to rest on the very surface 
of the Moon at the point of impact. 



Appendix B. Surveyor Scientific Teams 

For the Surveyor V mission, the Surveyor scientific organization is com­
posed of two principal investigator teams, the Surveyor Scientific Evaluation 
Advisory Team (SSEAT ), and five associated working groups. Thei1' composi­
tion is as follows: 

Principa l Investigato r Teams 

Te levision 

E. M. SHOEMAKER, Principal investigatol' 
R. A. ALTENHOFEN 
R. M. BATSON 
H. E. HOLT 
G. P. KUIPER 

E. C. MORRIS 
J. J . RENNILSON 
E. A. WmTAKER 

Alpha-Scattering 

A. L. TURKEVICH, P1'incipal investigato1' 
E. J. FHANZGROTE 
J. H. PATTEHSON 

U . S. Geological Survey 
U. S. Geological Survey 
U. S. Geological Survey 
U. S. Geological Survey 
University of Arizona 
U . S. Geological Survey 
Jet Propulsion Laboratory 
University of Arizona 

University of Chicago 
Je t Propulsion Laboratory 
Argonne a tional Labora tory 

Surveyor Scientific Eva luation Advisory Team 

L. D. JAFFE, Chairman 
S. A. BATTEHSON 
W. E. BROWN, JR. 
E. M. CHRISTENSEN 
S. E. DWOHNIK 
D. E. GAULT 
J. W . LUCAS 
R. I-I. NORTON 
R. F . SCOTT 
E. M. SHOEMAKEH 
G. I-I. SUTTON 
A. L. TURKEVICH 

Je t Propulsion Laboratory 
Langley Research Center, NASA 
Je t Propulsion L aboratory 
Je t Propulsion Laboratory 

ASA H eadquarters 
Ames Research Center, ASA 
Je t Propulsion Laboratory 
Je t Propulsion Laboratory 
Californ ia Institute of T echnology 
U. S. Geological Survey 
Univers ity of H awaii 
Univers ity of Chicago 

SSEAT Working Groups 

Lunar Surface Me chanical Properties 

E. M. CHHISTENSEN, Chairman 
S. A. BATTEHSON 
I-I. E. BENSON 
R. CHOATE 
L. D. JAFFE 

C ontin1ted 
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Je t Propulsion Labora tory 
Langley Research Center, NASA 
Manned Spacecraft Center, NASA 
Je t Propulsion Laboratory 
Je t Propulsion Laboratory 
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R. H . JONES 
H . Y. Ko 
F. N . SCHMIDT 
R. F. SCOTT 
R. L. SPENCER 
F. B. SPERLING 
C . H. SUTTON 

SURVEYOR V 

Hughes Aircraft Company 
University of Colorado 
Bellcomm, Inc. 
California Institute of T echnology 
Jet Propulsion Lab oratory 
Je t Propulsion L ab ora tory 
University of Hawaii 

Lunar Surface Thermal Properties 

J . W . L UCAS, Chairman 
J . E. CONEL 
R. R. CARlPAY 
D . CREENSIUELD 
W. A. H AGEMEYER 
H . C . INGRAO 
B. P . JONES 
J . M. SAARl 

Astronomy 

R. H. NORTON, Chairman 
J. E. CUNN 
W . C. LIVING TONE 
C . A. NEWKIRK 
H. ZlRlN 

Jet Propulsion L aboratory 
Jet Propulsion L ab ora tory 
Hughes Aircraft Company 
Manned Spacecraft Center, NASA 
Jet Propulsion L aboratory 
Harvard College Observa tory 
Marshall Space F light Center, NASA 
The Boeing Company 

Jet Propulsion L aboratory 
Jet Propulsion L aboratory 
Kitt Peak a tional Observatory 
High Altitude Observatory 
Mt. Wilson and Palomar Observatories 

Lunar Surface Electromagnetic Properties 

W . E. BROW , JR., Chai'rm an 
R. A. D IDOS 
C . B. C IDSON 
D.O. I[ Ul-ILEMAN 
W . H . PEAKE 
V. J . POEl-ILS 
J. NEGUS DE WyS 

Lunar Theory and Processes 

D . E. CAULT, Chair-man 
J. B. ADAMS 
R. J . COLLINS 
T. COLD 
J. C REEN 
C. P. KUIPER 
H . M ASURSKY 
J. A. O'KEEFE 
R. A. PHIN EY 
E. M . SHOEMAKER 
H. E . UREY 

Jet Propulsion Laboratory 
Hughes Aircraft Company 
Manned Spacecraft Center, ASA 
California Institute of T echnology 
Ohio Sta te U niversity 
Ryan Aeronautical Company 
Je t Propulsion Laboratory 

Ames Research Center, NASA 
Jet Propulsion Labora tory 
University of Minnesota 
Cornell University 
McDonnell-Douglas Corp. 
U niversity of Arizona 
U. S. Ceological Survey 
Coddard Space F light Center, NASA 
Princeton University 
U. S. Ceological Survey 
U niversity of California, San D iego 
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Appendix C, Surveyor Management Organization 

National Aeronautics and Space Administration 

J. E. NAUGLE 

O. W. NICKS 

D. P. HEARTH 

L. R. S CHERER 

B. MILWITZKY 

W. J AKOBOWSKI 

F . A. ZIHLMAN 

S. E. DWORNIK 

W . H . PICKERING 

R. J. PARKS 

H . H . HAGLUND 

K. S. WATKINS 

R. G . FORNEY 

L. D . JAFFE 

R. H . STEINBACHER 

N. A. RENZETI'I 

J. H . RICHARDSON 

C. G. CARLSON 

R. L. R ODERICK 

R. E. SEARS 

R. R. GUNTER 

J. D. CLOUD 

S. C . SHALLON 

Associate Administrator for Space Science and Applications 
Deputy Associate Administra tor for Space Science and Applications 
Director, Lunar and Planetary Programs 
Assistant Director for Lunar Flight Programs 
Surveyor Program Manager 
Program Engineer 
Program Engineer 
Program Scientist 

Jet Propulsion La boratory 

Director 
Assistant Laboratory Director for Flight Projects 
Surveyor Project Manager 
Assistant Project Manager 
Spacecraft Systems Manager 
Project Scientist 
Assistant Project Scientist 
Tracking and Data System Manager 

Hughes Aircraft Company 

Senior Vice President 
Manager, Space Systems Division 
Surveyor Program Manager 
Associate Manager 
Assistant Manager, T est and Operations 
Assistant Manager, Engineering and Manufacturing 
Chief Scientist 
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