
L4 YJcfl3 H. td~t 

"=0,SA L=nSley aeoocrch Center 
ingIyG Stctioa Hemt-on, Va. 

2rzciited at the Institute of 1zvigation
l A-Air 1-ee~ting on Collision Avoidance 

(ACC NUM, 

,,.. 

(PAGES) 

Dayton, Ohio 
Vebruary 23-24, 1967
 

REPRODUCED BY 
NATIONAL TECHNICAL 

INFORMATION SERVICE 
U.S. DEPARTMENT OF COMMERCE 

SPRINGFIELD, VA. 22161 



NOTICE 

THIS DOCUMENT HAS BEEN REPRODUCED FROM 

THE BEST COPY FURNISHED US BY THE SPONSORING 

AGENCY. ALTHOUGH IT IS RECOGNIZED THAT CER-

TAIN PORTIONS ARE ILLEGIBLE, IT IS BEING RE-

LEASED IN THE INTEREST OF MAKING AVAILABLE 

AS MUCH INFORMATION AS POSSIBLE. 



COThNTS ON A COOPERATIVE R F. TECfflfQUE FOR COLLISION-RADWARNNDG 

by 

James H. Schrader
 
National Aeronautics and Space Administration
 

Langley Research Center
 
, Hampton, Virginia 

(Text used during panel presentation)
 

Langley Research Center is investigating the feasibility of a
 
relatively simple, cooperative, radio frequency warning system. This
 
system utilizes a transponder designed to reply to interrogating

aircraft with a c.wo signal containing a true doppler term. This
 
doppler term is used in conjunction with the basic range limitation
 
imposed by transmitter power to help discriminate between hazardous
 
and nonhazardous intruding aircraft. 
Efforts to date have consisted
 
of a preliminary study of the systems problems in addition to some
 
experimental work on the antenna and transponder design problems.
 

The first figure lists some of the general characteristics which
 
we feel can be obtainedQ inimum complexity in the transponder is
 
desirable for two reasons. 
First, this results in a relatively low
 
cost for the minimum installation, i.e., transpbnder only; and,

second, this minimizes the overall system dependence.on transponder

performance. The transponder can reply 
to multiple interrogations
simultaneously. All aircraft operate at the same frequency assignments
eliminating the need for individual channel allocations for each 
aircraft. The range of protection can be controlled by the protected
aircraft by controlling the transmitter power and receiver sensitivity.
To a degree, the type of measurements and their, accuracies may be 
controlled by the protected aircraft. 

Figure 2 shows a functional diagram of this system. TN-zo aircraft
 
are shown, 
The protected aircraft contains a pair of transmitters, a
 
receiver and display unit,'and should also contain a transponder; and
 
the intruding aircraft contains a transponder, and may also contain
 
transmitters and receiver. In operationj the protected aircraft 

-transmits & pair of c.wo signals wfhich arereceived and multiplied in 
the transponder to generate the difference frequency which is then
 
retransmitted. Random transmitter coding is employed to suppress the
 
spurious signals generated with multiple interrogations. Utilizing an
 
analog multiplier and linear output amplifier in the transponder results
 
in the retransmitted power being proportional to I/4. The received
 

-signal level at the protected aircraft varies proportional to h/R6 .
 
The resultant signal strength,.. therefore, decreases rapidly as range
 



increases, The frequency of the received signal is compared with the

diference of the transmitted pair to determine the doppler shift or
 
closing velocity. This is'incorporated in the receiver to make its
 
threshold vary as a function of closing velocity as well as range.
 

Figure 3 indicates one type of threshold characteristic which canbe obtained relatively simply: 
 It can be seen-that this characteristic
 
approaches a constant tau (R/R) warning at long ranges and a constant
 
range warning at short ranges.
 

Figure 4 indicates the type of coverage which can be obtained

considering realistic antenna patterns, 
This is based on a transponder

.antenna which is ommidirectional in the plane of the aircraft with a


240 beamwidth in the vertical plane. The transmitter and receiver
 
patterns are fan shaped covering +1000 
from the nose with the indicated
 
vertical beam-yidths. These curves are normalized since the actual
 
coverage is variable as a function of the effective radiated power
 
from the transmitter and the sensitivity of the receiver, A five mi.
system, for example, will provide vertical coverage of approximately
+1500 feet to ±3000 feet, depending on the beamwidths employed.
 

Figure 5 indicates a relatively simple method of utilizing the
 
system. In this approaz , the presence of intruding aircraft in given

sectors is indtatedo A more sophisticated detection system is
 
illustrated on the next slide (figure 6). 
 Here, individual intruding

aircraft are detected based on a separation of doppler frequency

(closing velocity), and the'individual direction angles are displayed
 

At present, we feel that a system can be developed where the
 
basic installation consists of a relacively simple transponder capable

of.replying to a number of aircraft simultaneously, and where the
 
degree of protection provided to an ifndividual aircraft is primarily
 
a function of the equipment contained-in the protected aircraft. We
 
are continuing this investigation with emphasis, at present, on what 
appear to be the most difficult problems; the antenna design and the

-decoupling between the transponder and interrogating radar.
 



COOPERATIVE R.F. )VARNING SYSTEM 

- MINIMUM REQUIRED COMPLEXITY IN TRANSPONDER 
- MULTI- AIRCRAFT CAPABILITY 

- INDIVIDUAL CHANNEL ASSIGNMENTS NOT REQUIRED, 

- DETECTION RANGE DETERMINED BY PROTECTED AIRCRAFT 
--MEASUREMENTS DETERMINED BY PROTECTED AIRCRAFT 

PIGtUE; &1. 
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VERTI CAL COVERAGE
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