
&, .._- i s ,  

NASA TECHNICAL NOTE - N A S A  TJ D-5243 
/ 

LOAN COPY: RETURN TO 

KIRTLAND AFB, N MEX 
AFWt (WLIL-2) 

A N  ANALYTICAL STUDY 
OF LUNAR SURFACE SHAPE 
AND SIZE FROM LUNAR ORBITER 
MISSION I PHOTOGRAPHS 

by Ruben L. Jones 

Langley Research Center 
Ldngley Station, Hampton, Vk 

N A T I O N A L  A E R O N A U T I C S  A N D  SPACE A D M I N I S T R A T I O N  W A S H I N G T O N ,  D .  C.  J U N E  1 9 6 9  



TECH LIBRARY KAFB, NY 

I Illill 11111 lllll lllll11111 Ill11 lllll Ill1 111 
0332038 

AN ANALYTICAL STUDY OF LUNAR SURFACE SHAPE AND SIZE 

FROM LUNAR ORBITER MISSION I PHOTOGRAPHS 

By Ruben L. Jones  

Langley R e s e a r c h  Center  
Langley Station, Hampton, Va. 

NATIONAL AERONAUT ICs AND SPACE ADMINISTRATION 

For sole by the Clearinghouse for Federal Scientific and Technical Information 
Springfield, Virginia 22151 - CFSTI price $3.00 



AN ANALYTICAL STUDY OF LUNAR SURFACE SHAPE AND SIZE 

FROM LUNAR ORBITER MISSION I PHOTOGRAPHS 

By Ruben L. Jones 
Langley Research Center 

SUMMARY 

A study of the Lunar Orbiter photographs is being conducted which, when complete, 
should yield a very precise estimate of the lunar s ize  and shape and contribute signifi- 
cantly to the establishment of an accurate selenodetic system. This paper is a prelimi- 
nary report on results obtained from mission I photography, in addition to a discussion 
of the photogrammetric reduction techniques being utilized and the established film 
reading practices. 

Selenographic coordinates of many distinct lunar features were calculated with an 
expected uncertainty of +200 m by a digital computer program using film readings as 
input and are  represented by computer-produced contour charts of the lunar sites. These 
machine-produced charts are found to be in agreement with isolated radii obtained inde- 
pendently with the use of the Lunar Orbiter V/H sensor (which had an expected uncertainty 
of *700 m) and from a qualitative point of view a re  found to agree with Ranger tracking 
data. 

The arithmetic mean of approximately 2000 radii distributed between *45O longitude 
and &50 latitude was found to be 1735.7 km, whereas the two equatorial semiaxes were 
found to be 1736.6 km and 1734.2 km at Oo and 90° longitude, respectively. Thus, the 
results of this  study suggest that the currently accepted value of the mean lunar radius of 
1738 km is in error .  

INTRODUCTION 

The geometric s ize  and shape of the moon (lunar figure) has been the object of 
scientific studies involving many different techniques all of which have relied on earth- 
based observations. 
tification of prominent lunar c ra te rs  on earth-based photographs, and then a precise 
determination of their centers relative to a photographic coordinate system. Thus, the 
parallax in the positions of crater  centers on photographs taken at different t imes could 
be observed and related to, among other things, the moon's figure. Reference 1 is an 

The technique used most often in the past depended first on the iden- 



example of a study utilizing this technique. The absolute accuracy of the resulting 
selenodetic system is limited, however, by the uncertainties in locating crater  centers, 
in the dynamics of the earth-moon system, and in correcting for  the atmospheric refrac- 
tion of the earth. 

The Lunar Orbiter series of spacecraft, for the first time, photographed approxi- 
mately 99 percent of the surface of the moon with both high and moderate resolution 
cameras at altitudes ranging from 50 km (low lunar altitude) to approximately 2000 km. 
The resolving power of the moderate resolution camera at 50 km was 8 meters and that of 
the high resolution camera was 1 meter. Also, the individual photographs were taken in 
overlapping sequences. The overlap was as much as 86 percent. Also, in some instances, 
certain s i tes  were rephotographed on successive orbits, successive missions, o r  both. 
These facts, coupled with the accuracy with which the spacecraft trajectory was deter- 
mined, render these photographs useful in an analytical stereoscopic analysis of the Lunar 
Orbiter photographs for the purpose of determining the lunar s ize  and shape, establishing 
a selenodetic datum, and aiding in the more accurate mapping of the moon. 

I 

This paper is an initial report on a continuing study of the moon's figure utilizing 
the Lunar Orbiter photographs. 
information is best presented as it is obtained. 
analytical stereoscopic analysis, the procedures established for reading the film, and 
some of the results obtained to date from mission I photography only a re  to be presented 
here. 

Since such a task requires years  to complete, certain 
Thus, the concepts for performing the 

The advantages of the Lunar Orbiter photographs over earth-based photography a re  
obvious; the coordinates of very small  c ra te rs  may be observed on photographs taken out- 
side the earth 's  atmosphere with a camera whose optical axis is nearly normal to the 
lunar surface. 

For the purpose of analysis, a digital computer program was utilized to produce 
contour charts of s i tes  by using lunar coordinates calculated from film readings of identi- 
fiable lunar features. These charts provide a convenient means for representing large 
quantities of data and may be utilized for terrain studies by other researchers.  
certain radii have been determined by other methods, such as the V/H sensor study and 
the Ranger impact data, the radii as read from the contour chart  have been tabulated for 
purposes of comparison. 

Since 

Other analyses a r e  being performed at the Manned Spacecraft Center and at the 
Aeronautical Chart and Information Center and the Army Map Service of the Department 
of Defense with particular emphasis on lunar maps. 
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SYMBOLS 

matrix of coefficients of equation of condition in X 

photographic coordinates of an image 

magnitude of base line 

matrix of coefficients of equation of condition in Y 

matrix of residuals 

camera focal length 

height of camera above feature 

number of photographs in a sequence 

number of features identified 

lunar feature 

image of feature 

magnitude of radius vector to spacecraft 

magnitude of selenocentric radius to feature 

functions of camera attitude, focal length, and height 

number of sequences 

assigned weight 

axes of rectangular Cartesian coordinate system 

rectangular coordinates of a point 

residual 

3 



cp 
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Subscripts: 

C camera coordinate system 

swing component of camera attitude 

line of projection of feature image through camera lens 

standard deviation 

roll component of camera attitude 

tilt component of camera attitude 

i a particular lunar feature 

j a particular reference photograph or vector ( j  = 1, 2, . . .) 

k a particular reference photograph or vector (k = 1, 2, . . .) 

n intermediate reference photograph o r  vector 

datum reference system, photograph, vector, or variable 0 

P photographic coordinate system 

X,Y,Z components of a variable 

s,w used to denote the particular function or condition for a residual 

Notations: 

column matrix 

square matrix 

0 
CI 
II II rectangular matrix 

* least- squares estimate 
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Matrix exponents: 

T indicates the transpose 

-1 indicates the inverse 

A bar over a symbol indicates a vector. A bar below a symbol indicates an approx- 
imation. A prime indicates a transformed variable. 

THEORY 

The Lunar Orbiter mission 1 had a primary objective of providing overlapped 
sequences of photographs of selected primary (prospective Apollo landing sites) and sec- 
ondary lunar s i tes  with both high and moderate resolution cameras  simultaneously and 
a secondary objective of providing precision trajectory information. The tracking data, 
however, were to support a study of the lunar gravitational field in addition to their fun- 
damental function of permitting the spacecraft's orbit to be predicted. Thus, since the 
moderate resolution photographs overlapped by approximately 86 percent for most 
sequences (ref. 2), the photographs can be utilized, in conjunction with the orbital data, 
to accomplish the following objectives: 

(1) Aid in a more accurate mapping of the lunar surface, 

(2) Establish an approximation to the lunar geometric size and shape and the 
resulting selenodetic datum, 

(3) Locate the lunar geometric center relative to the lunar center of mass, and 

(4) Establish a mean spherical lunar radius in the equatorial region. 

Definition of Coordinate Systems and Camera Attitude 

Moon-stabilized coordinate system.- The fundamental system of reference in this 
study, shown in figure 1, is defined relative to the camera plane of .motion as follows: 
The Z-axis is taken to be parallel to the radius vector from the center of gravity of the 
moon to the spacecraft at the time a particular photograph is exposed (termed the datum 
vector) and is positive outward. 
perpendicular to the spacecraft radius vector and is positive in the direction of motion; 
and the X-axis is perpendicular to the plane of motion and completes the right-handed 
coordinate system. For convenience, the datum vector is chosen to be the state vector 
for that photograph nearest  the center of the site being photographed. 

The Y-axis is taken to be in the plane of motion and 
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Camera coordinate system.- The camera (Xc,Yc, ZC) coordinate system differs 
f rom the X,Y,Z system in that the Yc axis is tilted T degrees relative to Y and 
Zc is rolled out of the plane of motion 'p degrees (fig. 1) and is parallel to the camera 
optical axis. The Xc axis completes the right-handed system. 

The roll and tilt angles define the attitude of the optical axis relative to the X,Y,Z 
system. However, the orientation of the film platten must be defined with the aid of a 
third coordinate system which is termed the photographic coordinate system. 

Photographic coordinate system.- The photographic coordinate system is two- 
dimensional and l ies in the plane of the photograph. Customarily, the photographic YP 
axis is chosen to be parallel to an edge of the camera platten and positive in the direc- 
tion of motion, the Xp axis being normal to YP at the principal point (the intersection 
of the optical axis with the photographic plane) and positive to the right when viewed from 
above. Thus, since YP may or may not be parallel to plane of motion, the photograph 
is said to be swung 6 degrees about the optical axis. 

Significance of Coordinate Systems in Photographic Triangulation 

and Basic Approach to Problem 

All image coordinates are observed relative to the photographic coordinate system 
and transformed into equivalent coordinates in the camera coordinate system. Thus, the 
ZC coordinate of a feature is merely the projection of the distance from the image to the 
lens onto the optical axis. 

Since the ratio of the camera focal length f to the spacecraft altitude above the 
lunar surface H is very small  (approximately 1.7 X lo+, the negative plane is essen- 
tially at the camera focal plane. As a result, the ZC coordinate of an image on the 
negative is equal to f .  

In this paper, the photographic coordinates of an image a r e  first transformed to the 
equivalent camera coordinates and then to the moon-stabilized system, which will be the 
fundamental system for photogrammetric reduction as stated above. Coordinates of a 
lunar feature are given in the selenographic system defined in the conventional manner. 

The problem of deriving selenographic coordinates from the Lunar Orbiter photo- 
graphs is discussed in the following steps: 

(1) The basic expressions relating photographic coordinates to the moon- stabilized 
coordinates are derived for the case in which the attitude angles a r e  each Oo. Further, 
it is shown that these expressions must satisfy two conditions for each stereo pair  and 
for each identifiable feature. 
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(2) The transformations necessary to obtain the equivalent normal photographic 
coordinates (00 attitude) from photographic coordinates at any attitude are derived. 

(3) It will be shown that the camera attitude can be determined from the photo- 
graphic coordinates of the images and camera constants provided the spacecraft states 
corresponding to each photograph a re  known. 

Spatial Triangulation of Lunar Orbiter Photography 

Assumptions and equations of condition.- Pr ior  to the photographing of a segment 
of the lunar surface, the spacecraft was oriented so that the optical axis would be, as 
nearly as possible, parallel to the local lunar radius at perilune and lie in the orbital 
plane o r  at a known angle to it. (See ref. 2.) Once the desired orientation was achieved, 
the spacecraft was  gyro-stabilized and no new commands were given the spacecraft while 
the site was  being photographed. Although there were drift rates associated with the 
gyros, the resulting change in attitude was  insignificant. In view of these facts and the 
accuracy with which the spacecraft orbit w a s  observed, it seems reasonable to assume 
the following: 

(1) The spacecraft is translating in space with fixed orientation, although not pre- 
cisely known, relative to the moon-stabilized system 

(2) The spacecraft state vectors are known at the times of each photographic 
exposure. 

With these assumptions in mind, consider figure 2 showing the spacecraft positions R1 
and which represent positions at which successive photographs a re  exposed. Note 
that is shown as the datum vector and that, in accordance with these assumptions, 
the optical axes in figure 2 a re  represented as being parallel. 
photograph is represented as being displaced from the first along the X-axis since each 
state given in a fixed selenographic coordinate system is displaced slightly from the 
others along the X-axis because of the lunar rotation. 

- 

In addition, the second 

In figure 2, the camera attitude angles q, 6, and T a re  each 0'. Then, according 
to convention, the photograph at E1 is said to be a "normal" photograph whereas the 
photograph at is said to be "oblique" since the attitude angles for it a re  nonzero. 
Thus, if 
termed ttnormal." 

is chosen to be the datum radius vector, the sequence of two photographs is 

If the point Pi should be a feature on the lunar surface where the subscript i 
refers  to the ith feature, the vectors pi,l and pi,2 are projections of the images of 
Pi through the camera lens. The coordinates of the images of Pi on the two photo- 

graphs are %,l,bi,l and %,2,bi,2 and the vector joining the two spacecraft positions 

is termed the base vector E1 2. Then by vector addition, 
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and 

whereas 

is the selenocentric radius vector from the lunar center of mass  to the feature Pi. 

For convenience, it is assumed that the spacecraft states are known in the system 
when the origin is at the lunar center of mass. Since 
datum vector, the altitude of the spacecraft above the point Pi at the first position is 

with 

in figure 2 is defined as the 

(the subscript o implies that the height is measured parallel to the datum vector) 

at the second position. If equation (1) should be resolved into its components, 

Bx,1,2 = Rx,2 - %,1 

BY,1,2 = %,2 - %,I 

Bz,1,2 = %,2 - %,l 1 
and if equation (2) is resolved into its components, 

As will be shown later, the expression for the Z component of p1 is a function of 
Bz,1,2, the camera attitude and focal length, and the photographic coordinates of the image 
of ' Pi on both photographs. Thus, the expression for pz 

Pz.i, 1 

is identical to that for 
plus the Z component of which is assumed to'de known from equation (5). 

AS a result, the first two expressions a re  the condition equations which must be satisfied 
by the photography. 

Moon-stabilized coordinates - of a feature.- - To find expressions for the components 
of the pi,j vectors, consider, again, figure 2. The x and y components of the vec- 
to rs  Fi,l and are by similar triangles 

8 



I 

The attitude of the spacecraft camera as portrayed in figure 2 is that of a "normal" photo- 
graph at position 1 where, in general, the Lunar Orbiter photography must be considered 
oblique. For oblique photography (photographs taken with a camera whose attitude is not 
normal), it can be shown that the components of pl,i and p2,i a r e  given by expressions 
similar to those in equation (7). In figure 2, the photographic coordinates of the images 
of pi a r e  given by %,1,bi71 and %,2,bi,2 in the first and second photographs, respec- 
tively. Further, since the photographs a re  represented as being of normal attitude, the 
equivalent x,y,z coordinates of the image in the first photograph in the X,Y,Z system 
were merely ai,1,bi71,f with similar coordinates for the second photograph. If, how- 
ever, the photographs were oblique views of the moon, the photographic coordinates of the 
images of Pi would have to be transformed into the equivalent coordinates in the X,Y,Z 
systems. Thus, if a;,j, bi, j, and f: should represent these transformed coordinates, 
they would be those photographic coordinates which would have been observed if the photo- 
graph had been normal. A s  a result, the expressions of equation (7) can be rewritten in a 
more general form as 

1, j. 

i,k - 'x,i,k J bi k 

fi,k 
-(HO,i + Bq0,k)- = x 

- 
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where the prime indicates that the photographic coordinates have been transformed, 
Bz,o,j and BZ,o,k represent the Z components of the base line relative to the datum 
vector in the X,Y,Z system. The subscripts i, j, and k refer to the identification 
number of the feature in the first and second photographs, respectively, of the combina- 
tion being considered. 

u re  3 in which the camera has a swing angle of 8 degrees in the plane of the oblique 
photograph, a tilt angle of 7 degrees in the Yc,Zc plane, and a roll angle of q 
degrees in the Zo,Xo plane where the subscript o indicates the X,Y,Z system. Inas- 
much as the photograph is depicted in the figure as a positive photograph, the calibrated 
camera focal length f is denoted as being negative since the positive plane must be, by 
definition, on the object side of the camera lens. For a negative photographic plane (one), 
the focal length f would be positive, and the image coordinates would be the negative of 
those observed in the positive plane. The coordinates ai,j,bi,j in the photographic sys- 
tem transform into those in the X,Y,Z system by the expressions 

Transformation equations. - To obtain the equations of transformation, consider fig- 

a! . = (ai,j COS 0 + bi,j sin 6 COS q - f sin q 
193 1 

b;,j = ((bi,j COS 6' - ai,j sin e COS 7 + COS q + ai,j COS 6 + bi,j sin 

(bi,j COS e - 

1 ( 

when the order of transformation is f i rs t  through the angle 8, then the angle q, and 
finally the angle 7. Thus, the expressions for px 

9 ,  and py,i,j a r e  

in which every variable is known except Ho,i. 

By equations (1) and (5) 

Substituting the appropriate relations from equations (8) and solving equation (11) yields 
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bf, j b;k 

fi, j fi,k 
By,j,k + BZ,o,j 7 - Bz,o,k 

Ho,i = - 
bi,j b; k + 
f f , j  fi,k 

It is now possible to  solve for the selenographic coordinates of a lunar feature Pi 
with the aid of the relations in equations (3), (8), (9), (lo), and (12), provided the camera 
attitude is known and the photographic coordinates of the images of Pi can be obtained. 

Least-squares estimate to the camera attitude.- The camera attitude can be found . .  

by perturbing the attitude about the nominal in such a way as to find that attitude which 
will minimize the sum of the squares of the distances between all combinations of p. 
vectors to the feature Pi for all the lunar features simultaneously. 

1, j 

Before continuing, however, it is desirable to rewrite the first two relations of 
equations (5) and (12) in their more general form. First, let 

Ho, i = Ti, j ,n (f 9 %, j 9 %, mbi, j,bi, n, 8, qt 7, Bz ,b, j , B ~ ,  o,mBy, j ,  n) 

and 

where S, W, and T a r e  functions of several variables and n is a constant subscript 
equal to j,k o r  some other photographic index to which pi is common. The subscript 
n implies that the partial derivatives of Ti, j,n a re  to be evaluated using nth photograph 
in conjunction with the jth photograph. The subscript n is then incremented until all 
possible values a re  used. However, n changes only when j changes. 

Since S, T, and W a r e  nonlinear in e, T, and q, 

aw 
aHo, i a q  

(Equations continued on next page) 
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i,j,n do + i,j,k + 

By, j,k = gi, j,k aT a0 ) (ass, 

a r e  the first-order Taylor expansions of equations (14), where the bars under S and 
W indicate that they are approximate values of the expressions as calculated from the 
observed coordinates of the images of Pi and the nominal camera attitude and height. 
Thus, from equations (6), (14), and (15), the two equations of condition became 

‘w,i,j,k = BX,j,k - 

- 
‘s,i,j,k - BY,j,k - %,j,k 

where the E t e rms  a r e  the residuals. 

Each relation in equations (16) is an independent relation which must be satisfied. 
Thus. 

n Z 2  

~ ~ ~ ( E ~ , i , j , k  + ‘:,i,j,k) = Minimum 
i j k  

is the least-squares condition to which a solution is sought. 

Thus, if A is an nZ2 X 3 weighted matrix of the partial derivatives in the first 
expression in equations (16) and C is the s imilar  matrix of partials in the second 
expression, then, if Ew is the nZ2 weighted column matrix of residuals E~ in equa- 
tions (16) and Es the equivalent matrix for E ~ ,  

where the * beside the column matrix indicates a least-squares estimate to the e r r o r s  
in the assumed values of roll, swing, and tilt. (See the appendix for the appropriate par- 
tial derivatives in eqs. (15).) 

12 
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Computational Technique 

In the preceding discussion it has been shown that the selenocentric radii to 
selected lunar features can be computed from photographic coordinates by first finding 
that most probable attitude of the spacecraft camera which will minimize the sums of the 
squares between all combinations of p vectors. Because the expressions derived are 
nonlinear in 8, T, and cp, the method of solution is an iterative technique. The order 
of solution is as follows: 

(1) Assume a nominal attitude 

(2) Compute components of states in X,Y,Z systems 

(3) Screen for inconsistent and duplicated data and correct for lens distortion 

(4) Compute coefficients zind the corresponding residuals necessary for solution of 
equation (18) for all combinations of photographs and all features 

(5) Find the best estimate to the camera attitude and iterate, if time corrections 
are not desired, until the attitude has converged satisfactorily 

(6) If time corrections are desired, compute correction to states as a function of 
time necessary to minimize the sum of the squares of the differences between the mean 
selenocentric coordinates of each feature and the coordinates obtained from each photo- 
graph to which the feature is common for all the features 

(7) Repeat preceding steps if necessary 

(8) Compute the mean selenocentric coordinates of each feature using the observed 
coordinates and estimated attitude for each photograph. 

Each expression in equations (16) was weighted by the expression 

which was determined empirically. 

Before continuing it is necessary to point out that a given feature will not neces- 
sarily be on the datum photograph. Thus, in practice an intermediate photograph called 
a reference photograph was chosen and the resulting e r r o r  equations for each possible 
combination were computed. The process was then repeated with a new reference until 
all possible combinations were used. In each case the coefficients for equatidns (15) 
were recomputed only when a new reference was chosen. 
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LUNAR ORBITER PHOTOGRAPHIC DATA CHARACTERISTICS 

AND READING PROCEDURES 

Characteristics of Lunar Orbiter Photographs 

The Lunar Orbiter spacecraft film was automatically processed and dried onboard 
the spacecraft as it was exposed. The photographic data on the exposed film was then 
converted by the readout system into electrical form and transmitted to ground-based 
receiving stations where it was  recorded on tape. This conversion was  accomplished, in 
part, by first scanning the film with a high-intensity beam of light 2.677 mm parallel with 
the film edge and, then, advancing the scan line along the width of the film until the oppo- 
si te edge was reached. Upon reaching the opposite edge of the 70-mm film, the film was  
advanced 2.54 mm and the process of scanning was repeated. With each advance of the 
film, the scan line advance proceeded in a direction across the film opposite to the pre- 
vious one. All the photographic data transmitted while scanning across the film in one 
direction comprised one framelet. Each framelet of photographic data was  reproduced, 
with the aid of a kinescope tube, on 35-mm film which was, in turn, used to reconstruct 
the Lunar Orbiter photographs. (A moderate resolution photograph is composed of 
approximately 26 framelets and is termed a composite here.) 

The photograph shown in figure 4 is typical of the Lunar Orbiter photographs used 
in this study, and in figure 5 part  of one framelet is shown. 

Along the upper edge of the photograph in figure 4, it will be noted that there is a 
repeating pattern of gray scales, vertical, horizontal, and diagonal lines, and so forth, 
with an identifying three-digit number preceding each gray scale and a continuous series 
of small rectangles called edge data. (Also, see fig. 5.) Further, a series of notches 
called sawteeth appear on both the upper and lower edges of the format of the photograph. 

The edge data were preprinted on the spacecraft 70-mm film with the aid of a master 
copy of edge data containing gray scales numbered from 000 to 999. This master copy 
was  carefully designed and made to strict  specifications. Thus, the edge data are inde- 
pendent of camera distortion. 

The sawteeth were machined in the platten of each camera, and as a result are a 
physical part  of the camera. Thus, the Xp and Yp coordinates of each sawtooth were 
determined as a part  of the calibration data relative to the principal point. Each sawtooth 
was assigned a number. (There are 84 sawteeth for the moderate resolution camera, the 
43d and 44th sawteeth being nearest the camera principal point.) In the calibration 
report the even numbers refer to the sawteeth adjacent to the film edge data and the odd 
numbers refer to the sawteeth on the opposite edge. 
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Film Reading Procedures 

The composite in figure 4 is used in this study for feature selection and identifica- 
tion and as a permanent record'of the selected features. The X and Y coordinates 
of the feature, once identified, a r e  measured on the 35-mm framelet with a comparator. 

A comparator is a precision x,y measuring instrument utilizing two screws 
oriented in such a way as to permit a carriage to be driven in a plane along two perpen- 
dicular directions which simulate the X- and Y-axes of a rectangular Cartesian coordinate 
system. The mutually perpendicular Z-axis is defined as being parallel to  the optical 
axis of a viewing telescope which remains fixed. A table mounted on the carriage and 
parallel to the X,Y plane can be rotated about the Z-axis to permit alinement with the 
X- o r  Y-axis. Thus, the X,Y coordinates of one point relative to another can be mea- 
sured on the comparator as a function of the number of turns of the screws; these turns 
a re  convertible into units of measure. 

For the case of nonskewed framelets (rectangular), the ideal comparator alinement 
is such that the comparator X-axis be parallel to the framelet photographic data edge (the 
long edge of the image of the framelet, fig. 5). Thus, since no skewness was observed 
for mission I photography, before initiating measurements on a framelet the comparator 
alinement was adjusted so that this condition would be fulfilled. As for a point of origin 
for X and Y measurements, the upper left-hand corner of the gray scale (the location 
of the white cross  in fig. 5) was chosen as the comparator reference point. 

In figure 5 the distance between the gray-scale reference point (represented by the 
cross) and the corresponding point on the neighboring gray scale (represented by the dot 
inside the square) is defined as the gray-scale separation. (The gray-scale separation 
could not be observed on all framelets.) 
observed on the comparator to the corresponding distance on the spacecraft film is the 
magnification factor. Division of the comparator coordinates by the magnification factor 
converts them to the spacecraft equivalent. The gray-scale separation together with the 
identifying number for each comparator gray- scale reference provides a convenient 
means for transferring observations from one framelet to another. Thus, to obtain the 
best possible value for the gray-scale separation, its measured magnitude was averaged 
over the whole mission. 

The ratio of the gray-scale separation as 

To obtain photographic coordinates of a feature, it was necessary to measure the 
comparator coordinates of either the 43d or 44th sawtooth which a r e  nearest the princi- 
pal point. For this purpose, the 44th sawtooth was chosen since it is nearest the edge 
data. Since the X coordinate of the 44th sawtooth should remain constant over the 
whole mission, its average comparator value over the mission was assumed to be correct  
as was the case with the gray-scale separation measurement. 
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Feature Selection and Size 

Features were chosen on the composite sufficiently small  to be considered points 
A feature fitting this description will, and yet sharp enough to be quickly distinguished. 

on the composite, appear to be about the s ize  of a reasonably sharp pencil point. 
According to comparator measurements, such a feature will, at lunar scale, rarely 
exceed 25 meters  in diameter. It is estimated that it can be positioned relative to the 
crosshairs  in the comparator to an accuracy of about 4 meters  at the lunar scale. 

As to the distribution of selected features, an attempt was made to select features 
so that there would be a larger  concentration of points near an imaginary line extending 
linearly down that framelet containing the 44th sawtooth. This procedure will have a 
tendency to give greater  weight (in the attitude evaluation) to  data near the optical axes 
where the optical distortion is the least. 

In order  to demonstrate the desired distribution of features on the composite, fig- 
ure  6 depicts those features selected on the photograph in figure 4 as white dots. 
size of the dot is in no way related to feature s ize  or uncertainty but is purely for the 
purpose of viewing ease. 

The 

Once the features on a photograph were selected, each was given an identifying num 
ber  and then transferred to all other photographs of the site. With each additional photo- 
graph, features were added at the rate of about 15 per  photograph. 
photographs in the sequence had no additional features identified thereon. 

The first and last 

RESULTS AND DISCUSSION 

To date, all the photographs from seven mission I sequences have been read. 
order to give an idea as to the approximate position of each sequence in latitude and lon- 
gitude, each has been presented in table I and in figure 7. Beside each sequence in 
table I is the maximum number of points identified on each site along with other pertinent 
data which are discussed later. The mission number is denoted by I, the primary site is 
designated by P; Arabic numeral denotes order  in which s i te  was photographed, and the 
letters A and B denote consecutive orbits. 

In 

As will be noted, all the primary sequences in mission I are included in table I with 
the exceptions of I P-3, I P-4, and I P-6. Site I P-3 is currently being read and no plans 
exist for observing the remaining s i tes  since the included photography overlaps by 
approximately 50 percent. 

Accuracy of Analysis 

Before discussing the results, it is of interest  to outline various uncertainties 
which can be expected in the results of this report. As stated earlier,  the method of 
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computation consists of determining the best estimate to the camera attitude relative to 
a datum state. The resulting estimated camera attitudes are given in table I, for all the 
sequences processed, along with the datum state for each sequence. It will be noted that 
site I P-9.2 is the only site for which the roll component of attitude w a s  determined. 
This condition results from the fact that roll angle cannot be established except in those 
cases where there is side-lapping photography. There will result one set  of three atti- 
tude angles for each sequence of side-lapping photography. See appendix for details. 

Any e r ro r s  which may be considered as being random, such as the relative e r r o r s  
in photographic times, comparator e r rors ,  and so forth will be reflected in the standard 
deviations of each radius (or attitude). On the other hand, however, bias e r ro r s  such as 
the absolute photographic time associated with the datum state and its uncertainty in posi- 
tion will be reflected as a bias in the latitude and longitude of each feature and can only 
be estimated. 

In an effort to reduce the relative e r ro r s  in time, 0.05 second was  added to each 
spacecraft time since it was truncated to the nearest 0.1 sec. This procedure results 
in a maximum relative e r ro r  in base of 5141 meters and reflects directly into a radius 
determination. Since the simultaneous solution of sequences of photography obtained 
from consecutive orbits should yield the largest internal e r ro r s  due to orbital uncertain- 
ties, si te I P-9.2 w a s  assumed to be representative of all sequences as reported herein. 

As stated, the computational procedure is an iterative one. Thus, to check the con- 
vergence of the individual components of attitude, the data for the two sequences of photo- 
graphic data from site I P-9.2 were processed by using 20 iterations, the initial camera 
attitude being normal, and the individual estimated attitude corrections were printed after 
each. 

In figure 8, the resulting corrections a re  plotted for both sequences as a function of 
From the curves it is seen that the components of attitude con- the number of iterations. 

verge although the first estimate w a s  too large (represented by the dashed line). After 
12 iterations, the corrections have, for all practical purposes, reached zero radians; 
thus, 20 iterations are  deemed to be more than adequate to achieve. the desired attitudes. 

Since some features were found to appear on as many as 10 photographs in a given 
sequence (as many as 20 photographs in the case of si te I P-9.2), the selenographic coor- 
dinates of each feature were  computed for every photograph on which it appeared, and 
the resulting coordinat.es were  averaged. In figure 9, the frequency distribution of the 
standard deviations of the mean of the resulting radii for all the features identified on 
sites I P-9.2A and I P-9.2B are plotted. 
30 percent have staridard deviations of the mean of 25 meters or less. Most of the fea- 
tures have coordinates with standard deviations of less  than rt45 meters. 

From the plot, it is seen that better than 
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As expected, it was found that the standard deviations were greatest  for  those fea- 
tures  common to only two photographs and dropped off rapidly with an increase in number. 
A standard deviation of the mean of *200 meters  was  found to encompass all those radii 
which could be considered under any condition to be good. Only 10 percent of the points 
in s i tes  I P-9.2A and I P-9.2B were found to have standard deviations greater  than 
85 meters. 

Thus, from the foregoing statement, it can be concluded that in the worst  cases  a 
maximum standard deviation of 200 meters  can be expected and 20 iterations are more 
than adequate to establish the camera attitude. Therefore, the internal consistency of 
the resulting lunar coordinates is excellent. 

As for bias e r rors ,  it has been determined that the spacecraft state is known to an 
accuracy of 3 km. This accuracy will result in an uncertainty of 2.7-km circular e r r o r  
at the lunar surface. Bias e r r o r s  have been found to be relatively insignificant in the 
spacecraft radius. (See ref. 3.) 

Contour Charts 

To facilitate the presentation of lunar coordinates and radii, the digital computer 
program for generating contour charts reported in reference 4 was modified and adapted 
to this computing facility, and contour charts for sites listed in table I were generated 
since such a representation is better for presenting large masses of data. The resulting 
charts are shown in figures 10 to 15, respectively. 

The contouring interval was taken to be 100 meters  and represents elevations 
above a sphere of 1735.000 km. The grid was obtained by projecting the spherical coor- 
dinates onto a cylinder which had its transverse axis parallel to the lunar spin axis and 
was tangent to the sphere at 00 latitude. 

The digital program, in brief, generates a matrix of terrain elevations (termed a 
depth matrix) from the latitudes and longitudes associated with the elevations given it, 
and interpolates and extrapolates to f i l l  out the matrix. In so doing, it is assumed that 
each row in the matrix represents a line of latitude and each column represents a line of 
longitude. Thus, a rectangular s t r ip  of the lunar surface which is inclined slightly to the 
lines of latitude such as a Lunar Orbiter si te will be represented by a slightly larger  rec- 
tangle with Oo inclination and this fact should be kept in mind when the results a r e  
compared. 

The charts show r i se s  and depressions as is expected. However, there are no real  
radical slope changes except in the case of I P-1 and I P-2 shown in figures 10 and 11. 
At approximately 340 longitude in figure 11, there a re  two rather sharp depressions which 
are borne out by the radical change in shadows on the photographs themselves. The same 
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can be said for the other sequences. However, because of the overexposure of some 
frames during reproduction, they are not as conclusive. 

None of the charts show an elevation difference greater  than 2.8 km. Most of the 
radii appear to lie within the region of about 1736.0 f 1.5 km. In fact, the arithmetic 
mean of all radii was found to be 1735.697 km. 

In the case of I P-9.2 in figure 15, most of the elevations lie within the region of 
300 f 100 m. There is, however, a small  depression beginning at approximately 4 4 O  
west longitude and 3.4O south longitude and continuing west of south. Such a depression 
has been reported to exist in an oblique view of this site taken from a la ter  mission. 

Sites I P-1 and I P-2 seem to be slightly more rugged than the remaining s i tes  in 
that there is a greater  variation in elevation of the site. 
appear, with the exception of I P-7, to have elevations ranging from 300 to 1300 meters 
(if the radical terrain changes a re  ignored) or  an average of about 800 f 500 meters. 
Sites I P-5 and I P-7 a re  higher than any of the other sites with an average elevation of 
1100 f 500 meters. In no case is the elevation seen to rise above 1737.5 km. 

In the main, however, all do 

Careful examination of the charts will show a slight increase in radius as the l u n a  
prime meridian is approached; this increase implies an equatorial ellipticity. As a 
result, all coordinates were processed together in an attempt to f i t  by the method of 
least squares an ellipse to the data. The resulting semiaxes were 1736.589 km and 
1734.213 km in the prime meridian and at the limbs, respectively. No weighting was 
utilized to minimize the effects of mountains and valleys on the resulting ellipse. 
the results a r e  slightly in e r ro r .  

Thus, 

Thus, based on these observations, it seems reasonable to say that the mean lunar 
radius is approximately 2 km shorter than the assumed value of 1738 km, and that there 
is an apparent slight bulge in the region of Sinus Medii. However, before any definite 
statements regarding the lunar bulge can be made, more s i tes  will have to be processed 
and the data treated analytically as a whole. 

Comparison of Results With Those of Other Studies 

In reference 5 the velocity to height ratios V/H read from a spacecraft camera 
motion compensation device as part  of the spacecraft telemetry have been converted to 
lunar radii. In table 11, several  of the resulting radii a re  tabulated along with the cor- 
responding radius as read from the contour charts contained herein. 
table I1 has been given a number and is represented on the appropriate contour chart with 
a black dot. As can be seen from table 11, the maximum difference is 1.02 km whereas 
the minimum difference is 0.02 km. The best overall comparison was obtained on site 
I P-9.2, which is a simultaneous solution of two sequences of photography. Thus, it can 
be stated that the two independent approaches are in good agreement with each other. 

Each point in 
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Like the Lunar Orbiter spacecraft, the Ranger series of spacecraft were designed 
to photograph the lunar surface. However, unlike the Lunar Orbiter, Ranger was flown 
on an impact trajectory and televised each photograph as it was taken. Since the scan 
rates of the television camera and so forth were known, it was possible to count the num- 
ber of scan lines of the last photograph to be televised for  each mission and, as a result, 
compute very accurately the impact times which in conjunction with the tracking data 
could then be converted into lunar radii of a high quality. (See ref. 6.) 

In table III the results of this experiment as reported in reference 6 are tabulated 
for comparison here. As will be noted, none of the radii lie on any of the charts con- 
tained herein. Thus, no direct  comparison can be made. However, from a qualitative 
point of view, there is no denying that the radii deduced from the photography are in good 
agreement with those of the Ranger, especially since the arithmetic mean of the Ranger 
obtained radii is 1735.425 km which agrees favorably with the value of 1735.697 km 
determined herein. 

CONCLUDING REMARKS 

It has been shown that the lunar radii can be derived from the Lunar Orbiter pho- 
tography by photogrammetric techniques with an excellent internal consistency and a 
standard deviation of the mean not exceeding 200 meters. The consistency of results 
between sequences was of such quality that a sphere of 1736.0 f 1.5 km encompassed 
essentially all radii including mountain peaks and valleys. As a result, it is concluded 
that the mean lunar radius is closer to 1736.0 km than the currently accepted value of 
1738 km. 

Upon comparing the radii determined photogrammetrically with 14 isolated points 
determined from V/H data, an average difference of 486 meters  was found to exist. A 
difference of only 457 meters  was  found to exist between the V/H points nearest the cen- 
ters of the contour charts (absolute values were used for  averaging). The average radius 
of 1735.425 km determined from the four Ranger points is in good agreement with that of 
1735.697 Km determined photogrammetrically. Thus, the three independent techniques 
are consistent with each other and add emphasis to the statement that the currently 
accepted value of the mean lunar radius is in e r ror .  It should be pointed out, however, 
that the radii contained herein a re  from the lunar center of gravity which is not neces- 
sari ly the lunar geometric center. 

Langley Research Center, 
National Aeronautics and Space Administration, 

Langley Station, Hampton, Va., March 28, 1969, 
185- 42 - 12-0 1- 23. 
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APPENDIX 

COEFFICIENTS FOR CONDITION EQUATIONS 

The expressions in equations (8), (9), (12), and (15) are general for a single 
sequence of photography only. If a solution should be attempted for two o r  more side- 
lapping sequences of photography, the attitude angles q, 6, and T require subscripts 
since they a r e  constant over a single sequence of photography only. In such an event the 
expressions in equations (15) would contain coefficients for each additional set of attitude 
angles since W, S, and T would then contain 3(s - 1) additional variables where S 
implies the number of sequences. 

The partials of W and S in equations (15) a re  as follows: 

awi, j,k aP x,i, j apx,i,k 
- a e  a e  ae  

aw. aP - x,i,i - apx,i,k i,j,k 

aw. 1,jYk - aP x,i,j apxyi,k 
aHo, i aHo, i aHo, i 

asi,j,k - aPy,i,j aPy,i,k -- 

as i , j , k - y , i , j  aP aP y,i,k - - 
a 7  a 7  a 7  
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where the partials of px . and py . are found from the appropriate expressions in 
equations (8) to  be 

9 , J  9 , J  

The expressions for the partials of px and py a re  identical to the pre- 
ceding equations with the exception of a chanie) of the j subscript to k. The same is 
true for the partials of ai,j and 4 k, and so  forth. Therefore they a re  not written 
here. 

9 9  

Although the expression for Ho,i as given by equation (12) is wholly adequate and 
is entirely correct, from the standpoint of programing ease, a more adaptable expres- 
sion is desirable. 

Consider the case fo r  normal photography where the z-components of the base vec- 
tor  are zero. Then equation (12) becomes 

but, from equation (7), 
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and 

f 
bi,k = Yi,k H o,i + Bz,o, j 

whereby Ho,i is a function of itself 

By,j,k(Ho,i + Bz) 
yi, j - Yi,k 

Ho,i = - 

Thus, after expanding into a Taylor series and neglecting all te rms  higher than first 
v degree, 

- 

I 

By, j,k(HO,i + B ~ , o ,  j ) l ( Y i ,  j - yi,k) de  
dHo,i + 2 a e  

Ho,i - %,i = AHo,i = - By,j,k 

yi, j - Yi,k (yi,j - yi,k) 

and, if AH0,i  is allowed to become sufficiently small, 

$ 

which is more readily adaptable to the computer. 

t 
The partials of a! l , j '  bi,j, and f! 1, j a r e  found from equations (9) to be 

) 
a a! 

a e  = (bi,j COS 8 - ai,j sin e COS 

) 
a a! 
A = f cos cp - Pi,j cos 6' + bi,j sin 8 sin cp 

acp 
a a: 

a 7  
A= 0 
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( 1 ab! 
ae A= -(%,j COS 8 + bi,j sin 8)cos 7 + bi,j COS 8 - ai,j s in  8 sin 40 sin T 

ab' 

COS 8 - ai,j s in  8 sin q cos T + bi,j sin 8 + ai,j cos 8 sin T a e  ) ( ) 
b 

( 
af! . 

sin q + %,j COS 8 + bi,j sin 

) sin T - (bi,j cos 8 - ai,j sin 8 COS T 
af! . 

cos q - (q,j cos 8 + bi,j s in  

with similar expressions of a&, b&, and f !  i,k' 
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TABLE I.- SITE LOCATIONS AND THE ESTIMATED CAMERA ATTITUDES 

Mean location, 
deg 

I 1 Estimated camera attitude, Spacecraft state 

Position, km Velocitv. m/sec radians 

I P-1 

- I  . 
identified 

Latitude Longitude x Y z i i i Swing Tilt Roll 

178 -0.88651288 41.9056644 1334.3855 1196.5620 -27.0379 -1.2372814 1.4006208 -0.3970547 0.00292505 -0.00025237 
I P - 2  11 358 
I P - 5  269 
I P-7 200 
I P-8.1 184 
IP-9.2B 495 
A 
B 
I 

1 .06228847 
.19111405 

-3.30235474 
-3.12162703 
-2.40423556 

35.5485085 
-1.4667120 

-22.0999532 
-36.4792208 
-43.2918948 

0.00292073 
-.00013686 

c 



TABLE II.- COMPAFUSON OF RADII 

34.08 
35.49 

I 36.91 

Site 

- ~~ 

I P-1 

Photo analysis 
(4 

I P-2 

V/H sensor 
(b) 

I P-5 

I P-7 

1 
2 
3 

I P-8.1 

0.37 
.30 

-.23 

I P-9.2A 

[ P-9.2B 

Latitude, 
deg Point 

I 

-0.58 
2 I -.88 

I 

.~ 

Longitude, 
deg 

40.55 
41.97 

I Radius, km 

1736.02 1 1735.52 
I I I 

1734.82 
1735.82 
1735.60 

1735.35 
1736.20 
1736.09 

-2.92 1735.76 

1736.50 
-3.41 -21.44 173 5.92 
-3.12 -22.86 

1 I -3.23 I -36.14 1 1735.31 
I I I 

1 -2.08 -43.81 1735.31 
2 1 -2.37 1 -42.39 I 1735.26 

I I I 

3 -2.35 -44.47 1735.65 
4 1 -2.64 I -43.06 1 1735.42 

1736.78 
1736.77 

1736.76 
1736.78 

1735.88 

1735.60 
1735.76 

1735.67 
173 5.74 

aComputations have an estimated uncertainty of *0.2 km. 
bComputations have an estimated uncertainty of *0.7 km. 
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TABLE II1.- RADII DERNED FROM RANGER IMPACT DATA 

- 

21.4 
-20.7 
-24.8 

-2.4 

Mission 
designation 

Ranger VI 
Ranger VII 
Ranger VIII 

- 

1735.3 
1735.5 
1735.2 
1735.7 

Latitude 

9.3 
-10.7 

2.7 
-12.9 

1 Impact point 
- ,  Local radius 
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Projection of Xc 
positive plane 

.Projection of Y onto 
positive plane C 

Projection of optical axis 
o plane of motion 

Figure 1.- Components of the camera attitude defined relative to the orbital plane and the  spacecraft radius vector. 
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Figure 2.- The geometry of the  project ion of the  image of a point t h rough  a normal ly  oriented camera lens at two positions of t he  camera. 
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Positive plane 

Figure 3.- The geometry of t ransforming image coordinates in the  photographic coordinate system to the i r  equivalent in the X,Y,Z system. 



Figure 4. - A typical Lunar Orbiter photograph. L-69- 1307 
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~ Photographic data edge 

Figure 5.- An enlarged portion of a typical framelet with the leading edges of two consecutive gray scales shown. L -69-1308 



Figure 6. - An example of the desired distribution of identified features on a composite. L-69-1309 
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Figure 7.- Approximate locations of the Lunar Orbiter I primary sites processed. 
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Figure 9.- The percent of the total number of features whose standard deviation of t he  mean l ie between (0 * 5) meters. 
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Figure 10.- A computer-generated contour  char t  of site I P-1. Scale: 10 m i n  5 5047 in. 
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Figure 11.- A computer-generated contour char t  of site I P-2. Scale: 10 m i n  5 5047 in. 
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Figure 12.- A computer-generated contour c h a r t  of site I P-5. Scale: 10 m i n  E 5047 m. 
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Figure 13.- A computer-generated contour char t  of site I P-7. Scale: 10 m i n  5047 m. 
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Figure 14.- A computer-generated contour c h a r t  of site I P-8.1. Scale: 10 min 3 5047 m. 
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