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ABSTRACT . 

This is the Final Report on a program to study and analyze the action of lithium 
in producing a recovery of radiation damage in silicon solar cells. This program 
had technical continuity with the work performed for NASA on Contract No. 
NAS 5-10239. The eventual goal of this effort is to understand the recovery 
mechanism so that realistic predictions of solar-cell performance canbe developed 
and optimum designs of lithium cells for space use can be specified. 

The test vehicles being used for this work are (1)small-area solar-cell model 
devices, (2) a group of solar cells supplied by NASA on the earlier contract, 
(3) solar cells supplied by JPL, and (4) silicon bars, usually in the "Hall-bar" 
configuration. The source of particle irradiation used was a l-MeV electron 
beam, produced by the RCA Laboratories Van de Graaff generator. 

The work performed on the present contract, by pursuing basic material studies 
and device studies in parallel, has produced significant advances in the under­
standing of the defect interactions, dynamics, and general prospects of lithium 
solar cells. The dynamics of lithium in silicbn has been studied under conditions 
analogous to those which would be experienced in a practical lithium solar-cell 
array in a high-flux trapped space-radiation situation, namely in orbit near 
Earth, Jupiter or any other planet. 

As a result of this, and the work of other contractors funded by JPL in 1968-69, 
the general confidence that we know what is happening in lithium cells has increased 
in many ways in the last year. 

Tests on GFE cells irradiated to fluences from 1014 to 1016 e/cm2 indicates that, 
to obtain good long-term stability in cells made from silicon of low oxygen content, 
the lithium density should be made as low as is compatible with maximum cell 
recovery for the fluence applied to the cells. Cells with high lithium concentration 
and steep gradients of lithium density near the junction show gross lithium motion 
near the junction over 11 year. Cells of this type have redegraded as much as 
35 percent eleven months after bombardment to 1014 e/cm 2 . 

Redegradation in power output is due primarily to curve-shape changes and de­
creases in open-circuit voltage. Short-circuit current is, in general, constant 
during redegradation. Cells with smaller lithium-density gradient show better 
stability both before bombardment and after i014 e/cm 2. 

Preliminary measurements on Float-Zone cells indicate that the lithium-diffusion
 
constant in these cells increases with increasing distance from the junction.
 



Hatl-coefticient and.resistivity measurements have been used to investigate the 
crystal,growth and irradiation-tempprature aependence of the infrbduction rate 

andjyoom-temperature annealing of carrier-removal ddfects in lithnm -doped 
silicon.' Initial resistivity of the quarz-crucible silicon,was ?0 ohm-cmand of 

>the float -zone silicon was 1500 ohm-cm. The silicon was doped with lithium 
to a density.of 2 x 1016 cm - 3. Irradiations were carried out with 1-MeV electrons 
at bombardment temperatures ranging from 79 0 K to 2800 K. Specimens were 
annealed to 2000K thereby separating intrinsic and impurity defects. Introduction 
rates of carrier-removal defects were exponentially dependent on the reciprocal 
of temperature for both types of crystal, but the slopes and limiting temperature 
values differed. The slope of the carrier-removal rate versus reciprocal tem­
perature curve is 0. 055 eV in crucible silicon and 0. 09 eV in zone silicon. The 
temperature dependence was not consistent with a simple charge-state-dependent 
probability of interstitial-vacancy dissociation and impurity-vacajcy trapping. 
Carrier. concentrations measured, at or near room temperatuie were increased 
in zone silicon, but were decreased in crucible silicon by isothermal annealing 
at room temperature. samples annealed to 3730 K for 10 minutes-Croucible-silicon 

exhibited complete recovery of m6bility. Complete recovery of mobility in float­

zone silicon took place in an annealing time :S 17-hours at rgom temperature. 
The time constaAt of the annealing kinetics at room temperature is consistent 
with the smaller lithium diffusion constant observed in oxygen-rich silicon bom­
pared to the lithium diffusion constant in oxygen-lean silicon. The mechanism 
of room-temperature annealing is attributed to neutralization of carrier-removal 
defects by lithium interaction in crucible silicon, and by both lithium interaction 
and defect dissociation in zone silicon. Results suggest that a lithium-oxygen­
vacancy complex is produced by radiation in quartz-crucible grown silicon and 
a lithium-vacancy complex in float-zone refined silicon. The LiO-V defect is 
tightly bound compared to the oxygen-free Li-V defect. Measurements of carrier 
density as a function of reciprocal-temperature located defect-energy levels near 
Ec-0.1 8 eV and Ec-0. 13 eV, in irradiated-crucible silicon. The first defect 
level is the A-center and'the latter is the reverse annealing center which is formed 
at a temperature of 250 0 K. A. defect level located iear Ec-0. 08 eV formed after 
crucible-silicon samples were annealed at room temperature and lithium interacted 
with radiation defects.. 

The work during the latter pait of the reporting period consisted of measurement 
of the physical properties and photovoltaic performance of a large nuinber of JPL­
furnished cells before irradiation and after recent irradiation to fluences of 
1 x 1014, 5 x 10 4 , or' 3 x 10 5 e/em2 . A total of thirty-two crucible-grown cells, 

irradiated to 1 x 1014 e/cm 2, have suffered no redegradation in a period extending 
to 69 days after irradiation. All except five cells (Lot C2) have shown significant 
recovery, one group of five having higher power than n/p control cells irradiated 
to the same level. This group of'cells (Lot C2) were initially doped with antimony 
before diffusion with lithium. Analysis-of doping density profiles near the de­

pletion region indicates that there may be no lithium in this region. Float-Zone, 
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Quartz-Crucible, and Lopex cells irradiated more recently showed no redegra­
dktoni6i sfhbrt-circuit'currefit over a period extending to 11 days after irradiation. 
Howev6, a Lot 6fLopex cells with very heiavyli-thium doping (Ldt T3) subse­
quently'sufered short-circuit current redegradation of approxdmaitl 5 Percent
'in tt p'riod from the20th to the 60th day'after irradiation. Mdasurements 'on 
five batches of 'Float-zone cells (Lot C4) with different lithiumtiffusion aid 
redistribution'schedules indicate a decrease in lithium density and increases in 

-
minoiity-carrier diffusion length and photovoltaic fespon'se with indredsing ' 

redigribution tine. 

'The best p6ssibility for stable, high performance, highly radiationrotstant 
lithiul - celrsF is (1') to fabridite the cells from silicoh of moderate resistivity 
'(phosphorius-doped - 10 ohm-cm), (2) to diffuse lithium info the'cellvith a 
concentration of 3 to 10 x 1014/cm 3 located at the edge of the depletion region, 
and'(3 ) to distribute the lithium near the junction such that te density gradient 

-4
isP 101 cm . The choice of oxygen content will depend 6n the rate of recovery 
required by the space mission in question. Two preprints of technical papers 
arising from the project are included as appendices. Appendix A appeared in 
the Proceedings of the 1968 IEEE Photovoltaic Specidlists' Conference: 
ApdnixlB will appear inPhysical Review in Mid-1969. Appendix C 'coliects 
all data on the lithium cells studied during this project. 
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This is the Final Report on a program to study the "Action of 

Lithium in Radiation-Hardened Silicon Solar Cells." This re­
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The Technology Development group is located at the RCA Space 
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* SECTION I 
INTRODUCTION 

A. GENERAL 

It has been shown that, at room temperature, electron, proton, and neutron­
irradiated silicon solar cells spontaneously recover their electrical outputs fol­
lowing irradiation (Reference 1). Initially, the loss of electrical output is due to 
degradation of minority-carrier lifetime. The mobile lithium ion moves towards 
and combines with a defect-impfirity complex, thereby changing its electrical 
properties. In solar cells, the interaction of lithium with radiation-induced 
defects ultimately produces a defect complex which appears to have little or no 
effect on the minority-carrier lifetime, the result being a near complete restora­
tion of cell efficiency. 

The contract effort reported here represents an experimental investigation of this 
phenomenon, by means of examining several of the physical properties of lithium­
containing silicon bars and of p-on-n silicon solar-cells and by a study of the 
processes that occur in these devices after irradiation. The objectives of the 
effort are to identify the parameters which effect the recovery and long-term 
stability characteristics of the solar cell structure and to generate information 
which will lead to the optimization of these parameters. The eventual goal is to 
exploit this phenomenon for the production of solar cells for the space environ­
ment in quantity. In this direction, it is anticipated that (1) realistic predictions 
of lithium-cell performance can ultimately be developed, and (2) optimum designs 
of lithium cells for space use can then be specified. 

B. TECHNICAL APPROACH 

Stated briefly, the approach to the objectives involves the testing of bulk 
samples as well as government furnished (GFE) solar-cells and in-house 
fabricated test-diodes 2 , Experiments on bulk samples include Hall and resis­
tivity measurements taken as functions of (1) 1-Me-V electron fluence, 

1 Government Furnished Equipment (by NASA under Contract No. NAS5-10239 
and JPL under this contract). 

2 Test vehicles similar to solar cells in all but photovoltaic response, fabricated 
to be compatible with experiments which appear particularly promising in terms 
of information yield as well as the experiments which are regularly performed 
in the course of the work. 
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(2) sample temperatures during irradiation, and (3) isochronal anneals. Correla­

tions of these tests have been made wherever possible with measurements on 
solar-cells and test-diodes. These measurements include minority-carrier 
diffusion length versus (1) fluence, (2) temperature, and (3) annealing schedule; 
photovoltaic I-V characteristics; and reverse-bias capacitance measurements. 
In addition, stability tests are being continued on test-diodes and solar-cells with 
post-irradiation histories dating back as far as December 1966. 

C. SUMMARY OF PRECEDING WORK 

A brief history is given here of the recent work performed on a predecessor 
contract3 for purposes of continuity, and to provide the reader with a better 
understanding of the current technical approach, its problems and its objectives. 

In the work of 1967 - 1968, in addition to continuing and extending a series of 
long-term stability tests on GFE 1 cells to in-house fabricated test-diodes 2 

and to a new group of GFE 1 cells, extensive measurements of cell capacitance 
were made over a wide range of reverse biases. These measurements, which 
yield donor-density vs. distance from the junction, uncovered large lithium 
density gradients (- i-019 cm-4 ) near the junction and extending 10 Am from 
the junction. This gradient sets up a large internal electric field (> 100 V/cm 
near the junction edge) thereby creating a field-aided diffusion situation for 
minority-carriers. This effect invalidates the concept of diffusion length for 
small lifetimes, i.e., where the electric field effect is significant over a large 
fraction of the current-collection volume. This is the case after irradiation to 
fluences of the order 105-to 1016 e/cm2 , making application of Waite's theory 
(Reference 2) very difficult. Accordingly, in the past year, some kinetic studies 
of damage recovery were made at lower fluences, in the range 10i13 to 1014 e/cm2. 
Waite's theory which reduces to a first-order kinetic equation at these fluences, 
was shown to describe the experimental recovery curves adequately for a large 
number of cells. These cells and cells irradiated to - i0 15 e/cm 2, as well as 
unirradiated cells, have since been undergoing long-term monitoring of their 
characteristics for (1) stability, (2) minority-carrier diffusion length, and ­
(3) photovoltaic I-V characteristics. These stability tests have continued into 
the present contract and it is planned that they will continue throughout the duration 
of this effort. The cumulative results are presented and discussed in this report. 

3 Radiation Damage in Lithium-Containing Solar Cells," Contract No. NAS5-10239, 

Performed for the National Aeronautics and Space Administration, Goddard Space 
Flight Center, Greenbelt, Md., Final Rept. Issued July 1968. 
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In 1967-1968, the first known used was made of capacitance techniques for direct 
measurement of the lithium-diffusion constant in a solar cell (Reference 3). 
Results obtained by using this technique have indicated the possibility that the 
lithium-diffusion constant at the edge of the junction, where the measurements 
are made, is often lower than that in the bulk of the current-collection volume. 
To clarify this question, which will have significant consequences in the under­
standing of cell stability, an attempt was made to probe further into the base 
region of the cell by use of the capacitance method. 

In addition to the fabrication of many test diodes, some effort in 1967-1968 was 
directed toward modifying an existing apparatus for Hall measurements at liquid­
nitrogen temperature and to the fabrication, lithium diffusion, and contabting of 
appropriate Hall samples. The purpose of these measurements is to 6btain 

information on the defect formation and annealing processes occurring in the 
lithium cell and the band-gap energy levels occurring in these processes. Actual 
Hall measurements were started toward the end of the preceding contract. 

3
 



SECTION II
 

TEST-DIODES
 

A. TEST-DIODE FABRICATION 

In 1966 through 1968 under Contract No. NAS5-10239, several dozen test­
diodes, both lithium-containing and non-lithium-containing "control" devices, 
were fabricated and subjected to irradiation and electrical measurements 
(Reference 3). In addition to continuing experiments on these diodes, a new set 
of test-diodes was fabricated under the present contract. The new group of de­
vices will provide a close model of the junction structure used in solar cells. 
They are well-adapted for diffusion-length measurements at temperatures ranging 
from liquid-nitrogen to room temperature. The diodes, as shown in Figure 1, 
were made from high-resistivity (nominal 1900 ohm-cm) n-type Float-Zone 
silicon. The use of this material assures that the principal electrically active 
impurity in the base region is lithium. A p-n junction is made by diffusion of 
boron from a deposited 300oX layer of 10-percent borosilicate glass at 11500 C 
for 15 minutes. 

During lithium diffusion, the wafers were immersed in a 1-percent lithium-tin 
bath. Two different lithium-diffusion schedules have been used on different 
wafers. These are (a) an - 70-hour diffusion at 325 0 C and (b) a 2-hour 
diffusion at 375 0 C. Four-point probe measurements (Reference 5) on the back 
surfaces of each wafer indicated a resistivity of - 1.5 ohm-cm, which is equiva­
lent to a bulk lithium density of A4 x 1il cm - 3 . The ; 0.025-inch thick wafers 
were cut into four 0. 25 × 0. 40-inch cells and solderable contacts were applied. -
The ba e contact was an alloyed Au-Sb contact; the contact to the p-skin was an 
-300cAchrome-gold evaporated layer. The cells were soldered onto a 0. 020­
inch thick metallized boron-nitride wafer. The boron-nitride wafer is soldered 
onto a cold finger which has been designed to fit onto the beam exit of the Van 
de Graaff generator. This apparatus permits capacitance, diffusion-length, and 
possibly pulsed-lifetime measurements on test-diodes and solar-cells as a function 
of electron fluence and temperature. The cold finger is described in the following 
paragraph.
 

B. VACUUM COLD-FINGER CONSTRUCTION 

A cold-finger apparatus, for measurement of test-diode and cell parameters 
at temperatures ranging down to that of liquid nitrogren, has been designed to fit 
onto the electron-beam exit flange of the Van de Graaff generator. Briefly, the 
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apparatus, shown schematically in Figure 2, consists of a cold finger, F, en­
closed in a vacuum-tight chamber, C. The finger consists of a rectangular 1­
by 2-inch 'waveguide, W, 13-3/4 inches long; 12 inches have been milled off 
each of three sides, leaving a 1-3/4- by 1-inch extension which serves as the 
cold finger. Cells or test-diodes, D, are mounted at the end of this finger via 
the metallized boron-nitride wafer described in Section InI. Metallized Alundum 
heaters are mounted on the back of the finger. The waveguide is closed by a 

brass plug, P, at either end; at the top, a stainless-steel tube, T, runs from 

the plug to a flange, F1. Liquid nitrogen is poured into the waveguide through 

Ti. The flange has electrical feed-throughs for heater, cell, and thermocouple 
leads and a mechanical feed-through that enables vertical movement of a 0. 012­

inch aluminum moderator, M1, used in electron-voltaic diffusion-length measure­
ments. The cold finger fits into a larger, 3- by 1-1/2-inch waveguide; a vacuum 
(0-ring) seal is made between W, and W2, the latter being the flange on the larger 

waveguide. The large waveguide contains a Faraday cup, FC, for electron flux 
measurements, and a mechanical feedthrough, M2, which enables horizontal 
movement of a 0. 095-inch aluminum plate which shields the cell from the beam 
when desired.' A tube, T2, connects with the vacuum pump. The entire assembly 
is attached to the beam exit flange through a mating flange, F 2 , on the large 

was milled in the large waveguide nearwaveguide. A hole in the shape of a "T" 
the center of F 2 to permit access of the electron beam to the sample and Faraday-

Vaccum seals to the beam exit flange are made by two neoprenecup areas. 
gaskets and a 0. 001-inch aluminum window. The apparatus was tested at liquid­

nitrogen temperature and was found to operate satisfactorily at this temperature. 

C. TEST-DIODE EXPERIMENTS 

Because of financial limitations, low-temperature experiments on the test­
diodes were temporarily deferred. However, room-temperature experiments 
were performed on a set of lithium-doped test-diodes made from Lopex* and 
Float-Zone silicon with starting resistivities of 1, 10, and 30 ohm-cm. The 
diodes were irradiated to a fluence of 1 x 1013 e/cm2 after which their minority­
carrier diffusion lengths (Reference 5) were monitored as a function of time. 
This type of experiment had been performed previously (References 6 and 7). 

This previous work showed that the recovery kinetics are best described by a 

formulation of Waite (Reference 2) which reduces to first order kinetics for 

low electron fluences. The purpose of the present experiments was to search 

for differences in recovery kinetics between cells with different starting resisti­

vity, i.e., with different phosphorus doping. 

*Trademark of Texas Instruments, Inc. 

6 



F1-


D F0 

'R 

w2 

M F2 

Fa-....IT-/ 2 1. . . ":.' I I 

Figure 2. Cold-Finger Apparatus, Schematic Diagram 

'7 



The results of the experiments confirmed the first order nature of the recovery 
kinetics at the low electron fluence of 1013 e/cm 2, where the density of radiation­

induced defects is much less than the lithium-doping density. This confirmation 

was obtained from the observed linear increase of the inverse fraction of un­

annealed defects, (fr)-i , 	with time after cessation of bombardment. The 

quantity (fr) -i is given by: 

1 1 

- _ L 2 LO-	 (1)r 11 1 
L2 2 L 2 

where LO, Li , and L2 are the minority-carrier diffusion lengths before bom­

bardment, immediately after bombardment, and at a time, t, after bombardment. 

-The recovery curves (fr I vs time) for all three starting resistivities showed 

.similar behavior. However, slight differences were observed between the 

high and low starting resistivity cells. This is illustrated in Figure 3, where 

recovery curves for test-diodes D-2-4 (1 ohm-cm F. Z. ) and F-1-2 (30 ohm-cm 

F. 	Z. ).are given. It is seen that the curve for D-2-4 is approximately linear
 
- 1 - 100 whereas that for F-1-2 "breaks-off " to a
with a single slope up to fj 

shallower slope at fr - i -10. The two linear regions on either side of the break 

may represent regions in which recovery of different types of centers pre­

for 1 < fr < 10 (P-V) + (Li) - P-V-Li predominatesdominate, for instance: 

and for 10 < fr - i (Li-V) + (Li )+ - Li-V-Li predominates. At this point this 

and further recovery experimentsis only a speculative hypothesis however, 


would be required to establish the significance of these results.
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SECTION III 

STABILITY OF NASA-FURNISHED CELLS 

A. GENERAL 

A large group of lithium-containing p/n silicon solar cells furnished under 

contract No. NAS5-10239 (Reference 3) had been irradiated in 1967-68 with 

I-MeV electrons. Measurements of cell parameters have been made, including 

photovoltaic I-V characteristics under illumination by a filtered-tungsten source 

at 100 mW/cm 2 and minority-carrier diffusion length (Reference 5) both before 

irradiation and at periodic intervals after irradiation. From the results of these 

and pre-irradiation capacitance measurements, information has been obtained 

on the stability of irradiated and unirradiated lithium-containing cells over a 

wide range of cell types and for values of electron fluences ranging from 1014 

to 1016 e/cm 2. As of early 1969, the duration of these tests ranges from 12 to 

19 months. Stability tests have been made on unirradiated cells for a period 

The cells in all the tests, both irradiated and unirradiated,of 16 months. 
were stored at room temperature, under fluorescent illumination and under open­

when photovoltaic, electroncircuit conditions except for brief intervals (-hours) 

voltaic, or reverse-bias capacitance measurements were being made.
 

The irradiations of these and all other cells in this report were carried out in
 

Faraday cup was used to measure the fluence. The electronair. A vacuum 
beam energy as it left the exit window of the machine was 1 MeV. The air path 

to the cells introduced negligible losses. Thus in all cases, except where other­
1 MeV. During irradiation, the cellswise indicated, the 	electron energy was 

were mounted on the periphery of a rotating wheel with 20-cell positions. The 

wheel has openings at 3 other positions on the periphery through which the beam 

is transmitted to the Faraday cup positioned behind the wheel for beam current 

measurement. Beam currents were maintained low enough to keep the sample 

temperature at approximately 250C during the irradiation. 

B. EXPERIMENTAL TECHNIQUES 

Testing was done on cells irradiated at several dates to varying fluences: 

(1) 	cells irradiated to I x 1016 e/cm 2 in February - March 1967, (2) cells
 

105 e/cm2 in November 1967, (3) cells irradiated to
irradiated to 1.4 x 
cells irradiated to I x 1014 e/cm2 

I x 1014 e/cm 2 in November 1967, and (4) 


The main body of results from these experiments was reported
in March 1968. 
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at the Seventh Photovoltaic Specialists Conference (Reference 8). This report 
is included here as Appendix A. More recently, tests have been continued on 
the unirradiated cells and on all the electron irr.adiated cell groups except those 

irradiated to 1 x 01G e/cm 2. These results are presented below. 

C. EXPERIMENTAL RESULTS 

Cells were tested for short-circuit current on the 100 mW/cm 2 tungsten 
source used in obtaining the results in Appendix A. All the cells tested (including 
all of the TI cells irradiated to 1. 4 x 1015 e/cm 2, all of the TI and He cells 
irradiated to 1 x 20A4 e/cm 2, both unirradiated TI cells, and eight unirradiated 

He cells) had the same short-circuit current, within experimental error, as in 

the last reading (October 1968) reported in Appendix A. Testing was then 

transferred to the (more reproducible) 140 mW/cm 2 source used for-tests on 

the JPL-furnished cells (see Section IV) for photovoltaic characteristic measure-
He cells were seen to remain stable with respect to all photo­ments. All of the 

voltaic properties. The TI cells irradiated to 1.3 x 10's e/cm 2 had also been 

stable since October 1968 as had TI 976, one of the unirradiated cells. The other 

unirradiated cell, TI 979, and the four TI cells irradiated to 1 x i0 1 4 e/cm2 , 

all of which had previously displayed marked instability relative to open-circuit 
voltage and p/n junction characteristic, showed only small additional decreases 

in open-circuit voltage of approximately 3 percent since October 1968. Capacitance­

voltage measurements indicate that the lithium donor density profiles in the He 

cells have also remained stable, and that in the TI cells have stabilized at values 

approximately equal to those reported for October 1968. In addition, the photo­

voltaic curve shapes of the TI cells are similar to those obtained in October 

1968. The relatively good stability of these TI cells since October (disturbed 

only by the 3-percent voltage drop), coinciding as it does with the stabilization 

of the lithium density profile in these cells, substantiates the hypothesis, for­

warded in Appendix A, that the instability of the TI cells was in large measure 

due to the high lithium density gradient and could be correlated with a gross 

motion of lithium in the junction region of these cells. 

In order to illustrate the relationship of junction characteristics to cell rede­

gradation (or degradation) in these particular cells, recently plotted dark I-V 

curves are given for the unirradiated TI cells in Figure 4. In plotting these 

curves from the raw dark current, the cell series resistance, as obtained from 

photovoltaic characteristics (Reference 9), was eliminated. The marked dif­

ference in junction characteristics between Ti 976, the stable cell, and TI 979, 

the unstable cell is immediately evident. TI 976 has a rather high; but uniform 

empirical A-factor throughout the voltage range, whereas TI 979 has a low A­

factor at low voltages but an extremely high A-factor of 94. 8 beginning at 0. 35 

V which actually suggests obliteration of the junction at these biases. Similarly, 

anomalous behavior was observed in some of the JPL-furnished cells of lot T3 to 

Since T3 cells also have very high lithium densities,be discussed in Section TV. 

this factor could be a key to the p/n junction behavior.
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SECTION IV 

PERFORMANCE OF JPL-FURNISHED CELLS 

A. INTRODUCTION 

One objective of the present contract was to evaluate a large number of 

lithium-diffused p/n solar cells, supplied by JPL. The cells were delivered in 

four shipments and included lithium cells fabricated by T. I., Heliotek, and 

Centralabs from a wide variety of silicon stock and with varying lithium in­

troduction conditions. No p/n non-lithium controls were supplied but several 
supplied for comparisoncompetitive 10 ohm-cm n/p commercial solar cells were 

Tests performed on the cells included measurements of photovoltaicpurposes. 

response under unfiltered tungsten illuminatiorf and air-mass-zero short-circuit
 

current predictions, extrapolated from filter-wheel measurements (Reference 10),
 

measurements of p/n junction characteristics in the dark, reverse-bias capacitance
 

measurements to obtain donor-density profiles, and minority-carrier diffusion­

length measurements. The tungsten I-V characteristics were measured with a,
 

power density of 140 mW/cm 2 incident on the cell surface. The cell temperature 

was maintained at 28CC by water and forced-air cooling. The measurements 

have long-term reproducibility of approximately 2 percent. In addition to the 

measurements at 140 mW/cm 2, comparative I-V characteristics were frequently 

taken at a number of light levels. Measurements of this type provide information 

on cell series resistance and junction characteristics ( Reference 9). Cells were 
1 X1oi, 5 X 104 

irradiated by 1-MeV electrons to one of three fluence values: 5 

or 3 x 1015 e/cm 2. All irradiations were made at a rate of approximately 

x 10i'3 e/cm2/min.- Several cells, however, were left unirradiated, in order3 

to provide a test of whether or not the redegradation phenomenon is induced by 

radiation. 

Measurefnents after irradiation have consisted mainly of taking I-V characteristics 

under 140 mW/cm 2 tungsten light. Measurements were repeated periodically, 

to determine the recovery and stability properties of the test cells. Wherever 

appropriate, such as when some cell redegradation was observed, multilevel 
weretungsten I-V measurements, and capacitance and dark I-V measurements 

made in order to determine the relationship between changes in I-V characteristics 

and the cell's physical properties. In all the cells of this section the first post­

irradiation photovoltaic reading was taken within 30 minutes after irradiation. 

5Inone of the irradiations, due to an error, cells were exposed to 8 1014 e/cm 
i014 e/cm 2 of z 0. 7 MeV elec­of s 0. 7 MeV electrons instead of the intended 5 x 


trons instead of the intended 5 x 1014 e/cm 2 of 1-MeV electrons.
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In this section the lithium-containing cells will be discussed in separate para­

graphs according to.shipment number. However, for convenience of the reader, 

much of the data on these cells is collected in Appendix C, along with data on cells 
Each shipment is separated into cell-lots, e.g.,fabricated as far back as 1965. 

Cells from each lot are separatedshipment No. 1 consists of C1 cells and Hi cells. 

into several groups according to the fluence to which they have been exposed.
 

These groups are indicated by the numbers in parentheses, e.g., lot C2 is in three
 

groups; C2 	(1) exposed to 1 x 1014 e/cm2 C2 (2) exposed to 5 x 1614 e/cm2; and 

C2 (3) exposed to 3 x 10i 5 e/cm 2. In discussing cell performance, the average 

for a given group will be presented. Individual cells will be discussed only when 

their behavior diverges significantly from that of the group to which they belong. 

First, however, the propdrties of a group of 10 ohm-cm n/p cells, which were 

furnished as 	controls in shipmentNo. 3, will be given. 

B. TEN OHM-CM n/p CELLS 

Table I gives pre-irradiation and post-irradiation values for 10 ohm-cm
 

The table gives values for cells irradiated to I x 1014, 5 X 1014
 
n/p cells. 
and 3 x i0 15 e/cm 2 of I MeV electrons; and in addition, those for cells irradiated 

S x 10M e/cm2 of ; 0. 7 MeV electrons, and will be referred to as a basisto 
The values averaged over theof comparison for all lithium cells in this section. 


fourteen n/p cells were: Io =69.5 mA, Po =28.1 mW, and Vo =553 m V .
 

TABLE I. 	 PRE- AND POST-IRRADIATION PHOTOVOLTAIC
 
PERFORMANCE OF n/p CONTROL CELLS
 

Post-irradiation2 Post-irradiation 

control Cell 0 1,(mA) TVgno(V) 'P(mW) K/. P/P0 v/v0 
(./am) Pre-,rradatof 

_ p(VomnW) I(MA) V(mV) 

14  	 553 56.0 21.1 516 0.81 0.75 0.93 
D-I 	 1x10 68.9 28.2 

4 	 21.1 520 0.81 0.76 0.94 
D-2 	 i.101 69.5 28.0 555 56.0 


lx10
14  71.0 28.4 552 58.3 21.7 518 
 0.82 0.77 0.93 

P-3 

4 	 21.3 518 0.83 0.77 0.93 

D-4 ixi01 69.1 27.7 553 57.0 

1 4  17.7 503 0.71 0.63 
D-5 	 5xl0 69.0 28.1 557 48.6 0.90 

14 	 0.69 0.62 0.90 
D-6 5x10 73.0 28.2 555 50.1 17.6 500 


14 47.7 16.9 487 0.69 
 0.59 0.87 
D-7 _8x10 . 69.3 28.6 	 557 

550 46.5 162 487 0.66 0.58 0.38 
D-8 .8x1014. 71.0 28.1 

0.49 0.8515 	 39.5 13.6 471 0.59 
D-9 3x10 67.3 27.9 551 

5 471 0.59 0.49 0.85 
D-10 3x101 69.0 28.6 551 40.6 14.0 


15 550 40.5 13.9 471 0.59 
 0.50 0.86
68.1 27.7D-11 	 3Xl0
 

1 5 	 0.57 0.47 0.85 
D-12 3x10 72.0 29.3 555 40.8 13.9 471 


14  50.1 17.9 497 
 0.72 0.66 0.91
69.2 27.3 548 

4 500 0.72 0.64 0.90 
D-13 	 5xiO


554 48.4 17.667.2 27.4D-14 	 5X 01

*0. 7 MeV electron 
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C. CELLS OF SHIPMENT NO. 1 

Shipment No. 1 contained twenty Quartz-Crucible cells: ten Ci cells made 
from P 30 ohm-cm arsenic-doped silicon and ten HI cells ,made from > 100 ohm-cm 
arsenic-doped silicon. 

The lithium diffusion and redistribution temperatures and times, the averaged, 
initial lithium concentrations, and the diffusion lengths for these cells are given 
in Table II. Both Cl and HI cells were divided into two groups. Groups Cl (1) 
and Hi (1), each consisting of 8 cells, were irradiated to a fluence of 1 x i0 14 

e/cm2 in November 1968; groups -C1(2) and Hi (2), each consisting of 2 cells, 
were irradiated to a fluence of s8 x 1014 e/cm 2 of s 0. 7 MeV electrons in 
January 1969.
 

In Table IT, NLO is the lithium density (cm - 3 ) at the edge of the depletion region, 
i.e., approximately 1 Jim from the junction, and dNL/dw.is the lithium density 

-gradient (cm 4 ) giving the increase in lithium density with distance from the 
depletion edge. NLO is calculated from capacitance measurements taken near, 
-zero-bias, and dNL/dw is obtained from capacitance measurements with the cell 
-atreverse bias. Past measurements on lithium cells (Reference 7.) have shown 
an approximately linear increase in lithium density with distance from the edge 
df the depletion region, i.e., constant dNL/dw, for a region extending several 
microns beyond the depletion edge. This was also found to be the case in the Cl 
and"Hi cells. It is seen from Table II that the shorter lithium diffusion time in 
C1 cells (5 minutes as compared to 90 minutes in HI cells), hasresulted-in a 
very low lithium density; NLO,. and density gradient, dNL/dw. The Cl cells 
also have a high pre-bombardment diffusion-length, Lo = 115 gim, whereas the 
Hi cells have a much lower value, Lo = 29 Am. 

TABLE II. 	 GROUPING, IRRADIATION SCHEDULE, PROCESS
 
PARAMETERS, AND LITIHIUM CONCENTRATIONS
 
OF Cl AND Hi CELLS
 

aumber (e/cm,
2 ) Lidiffuslon LIredistrhiution Li concentration
 

Cell of
 
-

Group Cells 0 Temp°C) Tinme(Min) Temp(oC) 1Tim(Mia) Nlo(cm ) dL/dawcml4 L. 

18  
Cl(1) 8 x1 450 5 450 40 <1014 1.1O 1104 

1

C1(2) 2 s8Xl4. 450 5 450 40 <1014 311018 10 

HI(1) 8 ixilO4 425 90 425 60 5,1014 20IO19 30 

11(2) 2 8x101 
4* 425 90 425 60 5x10 

14  
2X1019 20 

* "M0.7MeV electrons 
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The average initial output parameters for Cl cells were: Io = 71.2 mA,
 
=
PO SO. 6 mW, and VO = 600 mV. These are somewhat higher than the values 

for the n/p cells. The HI cells have significantly lower pre-irradiation values 
=than the n/p cells, the averages being I0 = 52.6 mA, Po 20.7 mW, and 

Vo = 561 mV. The lower values of short-circuit current are partly due to the 
lower minority-carrier lifetime in the HI cells (L o = 29 Am). However, they 
are also due in part to the nature of the spectrum of the tungsten light used in 
the tests. The tungsten source has higher relative intensity toward the red end 
of the spectrum than does light from the sun which is further shifted to the blue. 
Since red light has a lower absorption coefficient in silicon than blue light, 
minority carriers are generated (on the average) deeper in the base region with 
tungsten light than with sunlight. Thus, cell performance is much more sensitive 
to diffusion length under tungsten illumination than under sunlight, and the Hi cells 
will perform better under sunlight than the value of Po indicates. An attempt 
was made to overcome this shortcoming of the measurements by calculating 
air-mass-zero short-circuit current of the cells applying a standard technique 
(Reference 10) which utilizes measurements of short-circuit current under 
light from a three-color filter-wheel system. Later, these filter wheel measure­
ments were compared with I-V curves made on lot C4 cells with a solar simulator 
(Reference 11). The comparison showed the filter wheel value of Io to be - 10 
percent below the simulator value. A probable explanation of this discrepancy 
lies in the previous observation, by Brucker, et al (Reference 12), of a strong 
injection-level (or light level') dependence of the diffusion length in lithium­
containing solar cells. Given the comparison with the simulator, and the fact 
that the light level in each filter-wheel measurement is more than a factor of 10 
below the sunlight level at air-mass-zero, the filter-wheel measurements were 
concluded to be misleading and were discontinued. 

During irradiation to 1 x 10' 4 e/cm2, CI( i) cells degraded in performance to: 
I = 49.0 mA, P = 18.6 mW, and V = 517 mV. Since irradiation, these cells 
have experienced very slow recovery which has been linear with time. As of 
the most recent set of readings, 142 days after irradiation I = 54.6 mA, 
P = 20.6 mW, and V = 528 mV. Thus, after 142 days of recovery the power of 
C(1) cells approximately 4 percent below the 21.4 mW averaged power for 
four n/p cells irradiated to 1 x 1014 e/cm2 . 

Cells of group C1(2) degraded to I = 39.0 mA, P = 13.8 mW, and V = 481 mV 
during irradiation to a fluence of 8 i1014 e/cm2 of g 0.7 MeV electrons. 
Since irradiation cell performance has remained constant for 76 days; neither 
recovery nor redegradation has occurred. The output power of the two n/p 
cells after the same irradiation is 16.5 mW, substantially above that of the 
C1(2) cells. The slow recovery in C1(1) cells and the absence of recovery in 
the more heavily irradiated C1(2) cells is attributed to the low lithium density 
in these cells and to the high oxygen content of the cells (which lowers the lithium 
diffusion constant in quartz-crucible cells to a factor of - 1000 below that in 
Float-Zone cells). 
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The performance parameters of group H1(1) .and HI(2) cells as functions of 
time after irradiation are shown in Figures 5 and 6, respectively. The averaged 
initial parameters for Hi cells were Io = 52.6 mA, P0 = 20. 9 mW, and Vo = 561 mY. 

On the right side of the figure the ordinate is given in miliiwatts output power and 
the values for the appropriate n/p cells are indicated. In H1(1) cells a recovery 
period of P 80 days during which P increases from 15.7 mW to 20.2 mW is 
followed by a period of stability extending to the most recent reading. The re­
covered power is, however, still 5 6 percent below the value for the 10 ohm-cm 
n/p cells. In H1(2) cells, recovery continues at 76 days after irradiation although 
the recovery rate,has begun to level off. The present power for H1(2) cells is 
14.4 mW, approximately 13 percent below the power of the n/p cells itradiated 
with them. However, it should be pointed out that the two cells of H1(2) Were 
the lowest of the Hi cells in initial power.. The rapid recovery of the H1 cells, 
as compared with C1 cells is concluded to be due to their heavier lithium doping. 

1.0 	 In/p CONTROL CELLS 
P0 = 28.1mW 

V/Vo 	 P 21.4mW 

S'P/P P 	 0 0.76 

I-0 
0 	 20.0 

097 
0o
 

o 	 a. 

_jcc 

0.8 	 GR CE LLS U, 
UJ.~1 / 	 o57.0mA
 

WU 1. 57.OmA
 
Nj P0 = 21.7mW'
 

CV. 	 = 565mV 

0 
z 

0.7 
0 	 50 100 150 

TIME AFTER IRRADIATION (DAYS) 

Figure 5. Cell Performance vs. Time After Irradiation to 
1_x 1014 e/cm2 (1-MeV Electrons) - H11(1) Cells 
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igure 6. 	 Cell Performance vs. Time After Irradiation to 
8 x l0l e/cm 2 of s 0.7 MeV Electrons - H1(2)-Cells 

D. CELLS OF SHIPMENT NO. 2 

Shipment No. 2 contained 30 crucible-grown cells: ten C2 cells made from 
5 to 10 ohm-cm, antimony doped silicon, ten H2 cells from 20 ohm-cm phosphorus 
doped silicon, and ten T2 cells from > 20 ohm-cm phosphorus doped silicon. The 
lithium diffusion and redistribution temperatures and times and the approximate 
initial lithium concentrations and minority-carrier diffusion lengths are given 
in Table II. The C2, 112, and, T2 cells are each divided into three groups: 
(1) cells exposed to 1 x 1014 e/Cm 2, (2) cells exposed to 5 x 10" e/cm2 , and 
(3) cells exposed to 3 x loll e/cm 2. 

The lithium density in the C2 cells, as determined by capacitance measurements 
vs. reverse bias, varied considerably from cell to cell. The cells of lot H2 had 
densities similar to those of Hi cells, while T2 cells had lower densitites, similar 
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TABLE Ill. 	 GROUPING, IRRADIATION SCHEDULE, PROCESS PARAMETERS, 
AND LITHIUM CONCENTRATIONS OF C2, H2, AND T2 CELLS 

L 

Cell of 2 3 dN -4 
Group Cells (0/emo) Temp(OC) kime(Mm) Temp(C) me(Mln) NLo(cm) L/dw(em) iim) 

Number Li Diffusion Li Redistribution Li Concentration 

801 4  	 120 wide range 1.4 x 1C2(1) 	 5 IX10 425 90 425 

81 4 	 425 120 wide range 1.4 x 10"C2(2) 	 2 5x10 425 90 

1 5 90 425 120 wide range 1.4 x l018 8002(3) 	 3 3x10 ' 425 

1 4 1 9  
5xlO 1x10 40H2(1) 	 5 axl 

1 4 
425 . 90 425 60 

2 5x101
4 

425 90 425 60 5x10 
1 4  

Ix10 
1 9  

40
H2(2) 

1 5  90 425 60 5x101 
4 

Ix101
9 

40
H2(3) 	 3 3x10 425 

400 120 2'l0
1 

4 Ixl0iT2(1) 6. bxiD 14 400 90 	 90 

1 1 8  4 	 1x10 90T2(2) 2 5xO1 400 90 400 120 2x0 4 
4 1 8  5 2x101 lxi0 90T2(3) 	 2 3x101 400 90 400 120 

to those of Cl cells. The average pre-bombardment diffusion lengths were:
 

C2 cells s 80 Am; H2 cells isz40 gm; and T2 cells s90 Am.
 

The C2 cells had good initial parameters: I = 67.3 mA, P0 =29.9 inW, and
 

= 592 mV. During irradiation to lx I0 i e/cm 2 cells of group C2(1) de-
Vo 


graded to I = 45.8 mA, P = 17.4 mW, and V = 513 MV. During irradiation to
 

5 X 101 e/emC2(2) cells degraded to I = 40.2 mA,2 P = 14.8 mW, andV = 491 MV. 

During irradiation to 3 x 1o1 5 e/cm2 C2 (3) cells.degraded to I = 30.5 mA, P = 10.7 

mW, and V = 455 mV. Since irradiation, the photovoltaic responses of all C2 cells 

have remained constant and no recovery has occurred. A possible explanation for 

this puzzling absence of recovery was found in the donor-density profiles of the 

C2 cells, taken before the cells were irradiated. Such donor-density profiles 

are shown in Figure 7 for four cells: C3-12, C2-14, C2-15, and C2-17. It is 

seen that the net donor density at the edge of the depletion region differs from 
3 x 10 14 - 3 in C2-12.cell to cell, ranging from 4.1 x 1014 cM - in C2-14 to 15.2 cm 

However, in all four cells the density gradient is the same, namely, 1. 4 x 10 18cm-4. 

Equal gradients in cells with different densities at the junction edge is contradictory 

to our previous experience-in lithium cells. In geheral, cells with high density 

have steep gradient, those with lower density have shallower gradient (Reference 7). 

For example, in HI cells, Hi-7 had NLO = 8.1 x i01 4 cm- 3 and dNL/dw = 
3.2 x 	lil cm " 4 whereas Hl-26 had NLO = 4.8 x 1014 cm- and dNL/dw 

0.8 x io'? ch -4 . We, therefore, suggest'that the cell-to-cell variation in density 
in C2 cells is due rather to cell-to-cell variation in the starting antimony doping 

..than to lithium doping and that the density gradient is-due to the tail of the boron 

distribution from the p-doped skin. This explanation implies that very little, if any, 
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Figure 7. Net Donor-Density Profiles for Four C2 Cells 

lithium is in the region measured, i.e., up to 5 /An from the junction. This 
would account for the failure of the cells to recover. Figure 8, which is derived 
from Figure 7 as the negative of the density difference between the point of 
measurement and the junction edge, shows clearly that the density variations from 
the junction edge are almost identical for all cells. The figure also shows the 
shape of the distribution which is hypothesized to be the tail of the boron distribution. 
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Although this shape does not fit well with an error function, the value of boron 
density implied (- 1014 cm-3 at - 0. 7 gm from the junction ) approximates the 
value expected there for a solar cell junction, i.e., diffusion at 11000C for 
15 min. with an s 0.5 im junction. depth. 
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The post-irradiation performance of the C2 cells at all fluence levels is below
 
that of the n/p cells so that these particular cells are not very interesting in
 
terms of radiation hardening.
 

The cells of group H2(1) also had reasonably good initialperformance(Po=26. 0mW). 

The recovery, shown in Figure 9, is from 0.65 Po immediately after irradiation 

to 0.88 Po sixty-nine days after irradiation, giving the H2(1) cells an averaged 
power of 22.9 mW, significantly above the average of two 10 ohm-cm n/p cells 
irradiated to the same fluence. None of the cells of this group has shown any 

erratic behavior over the duration of the tests which extend beyond the time 
shown in Figure 9 to 142 days after irradiation. Between the 69th and 142nd 
days after irradiation no further change in cell performance occurred. 

The cells of group H2(2) had initial power of 24.3 mW. Figure 10 gives the
 
recovery curves after 5 x 104 e/cm2 for these cells which, show that 59 days
 
after irradiation they have recovered to a power level equal to that of the n/p
 
cells irradiated with them. As the recovery curve has not yet saturated, further
 
recovery is expected from these cells.
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The H2(3) cells had initial power of 26,2 mW. Recovery curves after irradiation 
to 3 x 1015 e/cm2 , are given in Figure 11. These cells show a slower recovery 
rate than that of the H12(2) cells, presumably due to the higher fluence and con­
sequent depletion of lithium near the junction. Seventy-six days after irradiation 
the power of the H12(3) cells is P 18 percent below that of n/p cells. However, 
experience on heavily irradiated crucible-grown cells (see Figure 3, Appendix A) 
indicates that significant additional recovery of these cells can be expected over 
the next rt9 months. 

An interesting feature of the recovery curves for both H2(2) and H12(3) cells is 
the "hesitation" which occurs after irradiation before the approximate linear 
increase of the performance curves. This hesitation is of s 3 days duration in 
the case of the H12(2) cells and s 25 days in the more heavily irradiated H12(3 ) 
cells. This could suggest that at least two distinct lifetime -influencing processes 
with different time constants are competing in the post-irradiation dynamics of the 
crucible-grown lithium cell. It is also interesting to compare the 112 cells with the 
HI cells, since they underwent the same lithium diffusion schedules and thus the 
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only gross difference is that Hi cells were aresenic-doped while H2 cells were 

phosphorus-doped. Initially the H2 cells had better performance, the average 
power for all H2 cells being 25.5 mW; that for all Hi cells being 20.8 mW. 

The initial diffusion length for H2 cells was 40pn, significantly higher than 
the P29 Am for HI cells. The post-irradiation recovery rates show gross 

similarity as is seen by comparison of Figures 6 and 10. Unfortunately the 

data of Figure 6 is insufficient to ascertain whether the '!hesitation of recovery" 

was also experienced by H1(2) cells. However, the established difference be­

tween these two cell groups is the s 20 percent performance advantage of the 

H2 cells. It would be valuable to ascertain whether this performance advantage 
was due to the use of phosphorus rather than arsenic as an initial dopant. In 
order to do this a controlled experiment involving simultaneous lithium diffusion 
of phosphorus and arsenic doped cells together with control (non-lithium) cells 
from -both crystals would have to be performed. 

The T2 cells had high short-circuit current, Io =68.6 mA, but the photovoltaic 
characteristics had a rather low curve power factor of 0.66. (The averaged 
power factors for C2 and H2 cells were 0. 75 and 0.72,- respectively. 
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Consequently, the initial power for T2 cells was only 26.5 mW. The A factor 
of the cel]swas obtained using multi-light-level I-V characteristics (Reference 9), 
and was found to be close to unity in the current range of interest, 30 to 65 mA. 

However, the cells were found to have approximately 1-ohm series resistance 
(as compared with s 0.3 ohm for C2(l ) and H2 cells). This series resistance 
was largely responsible for the low curve power factor in the T2 cells. 

Group T2(1) cells had initial performance parameters Io = 68.2 mA, P0 = 26.8 
mW, and Vo = 583 mV. Immediately after irradiation to 1 x 1014 e/cm2 the 
values were 48.3 mA, 16.5 mW, and 506 mV. The post-irradiation behavior 
of these cells is remarkable in that they showed unusually fast recovery. The 
cells recovered to I = 60.2 mA, P = 23.2 mW, and V = 560 mV after 45 days, 
however most of this recovery actually occurred in the first ten days after 

irradiation. The swiftness of recovery is all the more surprising when it is 

considered that the lithium distribution in the T2 cells is very similar to that 

in the C1 cells. The C1(1) cells had a recovery rate (-I percent per 20 days) 

only one sixtieth of that of the T2(1) cells (-30 percent in 10 days). In view of 

this, it is suspected that the T2 cells actually have a much lower oxygen content 
than is typical for crucible-grown cell, and as a consequence, the lithium­
diffusion constant is correspondingly higher. The post-irradiation series re­

sistance of the T2(1) cells is s1 ohm, the same as the pre-irradiation value. 
Since recovery, the cells have remained stable at 23.4 mW, s9 percent above 
the post-irradiation level of the n/p cells. 

Cells of groups T2(2) and T2(3) had initial performance values similar to cells 
of group T2(1) with one exception. The exception was cell T2-14 of group T2(2) 

which displayed a shunt leakage of -80 ohm. This shunt leakage persisted after 

irradiation. The other cell of group T2(2), cell T2-13, recovered to a power 

of 20.2 mW eleven days after irradiation. This power, which is 13 percent 

above the 17.5 mW for the n/p cells, has been maintained to the latest reading, 
76 days after irradiation. 

Both T2(3) cells developed shunt leakage (-100 ohm) and series resistance 
problems after irradiation. The series resistance after the high (3 x 10i5 e/cm 2 ) 
fluence is probably due to carrier removal from these lightly doped cells. This 

series resistance increased from -2 ohm immediately after irradiation to -4 ohm 

at 1 month after irradiation. This is in agreement with results of bulk sample 

measurements (Appendix B) which indicate continuing carrier removal during 
room-temperature recovery in Quartz-Crucible silicon. The development of 

shunt leakage is more puzzling. In spite of these problems, the short-circuit 

current of these cells was monitored; 76 days after irradiation I = 44. 8 mA. 

This compares'well with the 40.3 mA obtained for the n/p cells irradiated to 

3 x 1015 e/cm2. 
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E. CELLS OF SHIPMENT NO. 3 

In addition to the n/p cells listed in Section IV-B, the third cell shipment 
included fifteen T3 cells manufactured from phosphorus-doped Lopex silicon 
with starting resistivity > 50 s-cm, ten H4 cells made from phosphorus-doped 
Float-Zone silicon with s 100 0--cm starting resistivity, and sixty C4 cells made 
from 100 Sl-cm Float-Zone silicon. 

The process variables, approximate initial lithium concentrations, and initial 
diffusion lengths of T3 and H4 cells are listed in Table IV. T3 cells are seen 
to have very high lithium densities, NLO "3 x 105 cm - 3, dNL/dw - 1020 cm - , 

but also high diffusion lengths ;s 80 Am. These cells, together with Texas In­
struments Lopex and Float-Zone cells received under a predecessor NASA con­
tract (Reference 3) prove that high lithium doping and high minority-carrier 
lifetime are not necessarily incompatible. The cells from lot H4 also have high 
lithium density near the junction, a factor of -3 below that for the T3 cells. 
The H4 cells, however, have low diffusion lengths, the average being approxi­
mately 30 pm. 

TABLE IV. 	 GROUPING, IRRADIATION SCHEDULE, PROCESS PARAMETERS, 
AND LITHIUM CONCENTRATIONS OF T3 AND H4 CELLS 

Number (e/cm2) Li Diffusion Li Redistribution Li Concentration ( in) 
Cell of 3 ( m L) 

Group Cells 0 Temp°C) Time(Mm) Temp(°C) Time(Min) NLO(cm -3) L/dw(cm) 0 

1Xi0 14  	 3x10 15  IX10 20  
T3(1) 3 400 90 0 0 	 80 

IX10 
20  

T3(2) 3 -Sx1014 400 90 0 0 3x1015 	 80 

3x10 15  
T3(3) 3 3x1015 400 90 0 0 11020 so 

x10 15  
114(1) 2 1Xi014  

425 90 425 60 3x10 19  30 

15  19  
l 425 425 1xl0	 30114(2) 3 8x1014. 90 60 3x10 

*Electron energy: approx. 0.7MeV 

Considerable difficulty was encountered in the measurement of the properties of 
both T3 cells and H4 cells. The problem with T3 cells arose due to intermittent 
shunt leakages. Such shunt leakage was encountered during both dark and illum­
inated I-V measurements although, in general, it became more severe with 
increasing illumination. Spontaneous changes were frequently encountered during 
the course of a measurement. It is tentatively concluded that the cell leakage 
was internal. Given the high doping density of these cells, it is possible that 
precipitates could form in the junction region, giving rise to shunt leakage. 
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In any case, 	 the leakage rendered several cells, namely T3-17, -21, -27, -28, 
-29, and -30, useless for testing purposes, and several others, as will be seen 
below, questionable as to measurements of power and open-circuit voltage. 

The H4 cells 	presented contact problems. On many of the cells it was not pos­
sible to obtain good contact. This problem was alleviated in the case of some 
cells by applying solder to one of the corner darts of the top contact. However, 
proper contact has not been obtained to cells H4-39 6 , -42, or -53. 

The T3 cells were divided into three groups which were irradiated to 1 x 1014 

e/cm2 , x 1014 e/em 2 of s0.7 MeV electrons, and 3 x i01 5 e/cm 2. The H4 
cells were divided into 2 groups irradiated to I x 1014 e/cm 2 and 1 8 x 10 14 e/em2 

of p 0.7 MeV electrons. 

The performance parameters obtained for H4 cells are given in Table V. These 
cells presented continuing contact problems and, thus, data beyond three days 
after irradiation was not obtained. 

TABLE V. 	 PRE- AND POST-IRRADIATION PHOTO-
VOLTAIC PERFORMANCE OF H4 CELLS 

C0 Pre-irradiation Post-irradiation 3 Days 6 Days 11 Days 
2 ) 

Group (e/cm I~Alom~~~n /oI/ I/oIIl/oI/ o IIlPPl/ lIl] o VCell	 o o 

H4(1) lxl014 47.0 18.8 545 0.91 0.88 0.97 0.97 0.93 1.00 

H4(2) .8x10 14  47.5 16.1 534 0.80 0.83 0A9 - - - ' - - -

In groups T3(1) and T3(2) irradiated to I X 10 14 e/cm2 and 8 x i011 e/cm, 
respectively, the shunt leakage problem again was encountered in several cells. 

Cells displaying shunt leakage were omitted when computing the average powers 
and voltages in T3 groups. However, the short-circuit current measurement 

is not affected by shunt leakage and such measurements are plotted in Figure 12. 
Figure 12 indicates a redegradation in current amounting to approximately 5. 

percent of the absolute current level in both groups of cells. The similarity of 

the curve shapes is evident, thus indicating the same time constants for recovery 

6 Actually 114-3539. The first twodigits of the four-digit number following the 

lot designation on H cells have been dropped. 
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Figure 12. Short-Circuit Current for Cells of Group T3() and T3(2) 

and redegradation in both cell groups. This is as expected given the hypothesized 
- 3 ) isrecovery mechaism (Section 11C ). Since NLO ( -,3 x 10 em much greater 

than the radiation-induced defects for either group T3 (1 ) or T3 (2), the recovery 

of these cells reduces to a first order reaction. The similar time constants for 

redegradation in the two groups hints at the interesting possibility that at least 

one mode of redegradation is independent of the defect density. 

The T3(3 ) cellsPerformance curves for group T3(3 ) are given in Figure 13. 

encountered no post-irradiation shunt leakage problems. This could be due to
 

the high irradiation fluence but may also be fortuitous. The curves of Figure
 

13 show the same very rapid recovery seen in short-circuit current for T3(l1)
 

and T3(2 ) cells. The redegradation in I (and consequently P) is again evident
 

and has the same time constant as in'the cases of T3( 1) and T3 (2). The T3(3 )
 

cells have P = 14.2 mW as of the latest reading, 76 days after irradiation, which
 

is equal to the value obtained for the n/p control cells.
 

Sixty cells from lot C4, fabricated from 100 ohm-am Float-Zone silicon, have
 

been tested. These cells came under five groupings or "batches". Each batch,
 

consisting of 12 cells, underwent a given lithium diffusion schedule. For example,
 

28
 



1.0 

(1) 	 V/Vo 

LU 
I- - 20 

w'C 

S0.8 

L;z c 
X= 	 P/Po p=28.4 mW -IS O 

U0.6 	 P=14.rW - ..­0L.6 

8:U 	 P/P =0.50 .JLU 	 [.U9.W. 

UJ GROUP T3(3) - 3 CELLS
 
N
 

0mA.J 10=59 
=~PO 23 1 mW 0 	 10 

V6= 584 mV

0OZ 0= 3 x 1015 e0 l
 
CC0A 	 " % 

0.3 1 

80 1000 20 40 60 

TIME AFTER IRRADIATION (DAYS) 

Figure 13. 	 Cell Performance vs. Time After Irradiation to 

3 x 1Oi e/cm2 (1 MeV Electrons) - T3(3) Cells 

all of which under­referring to Table VI, batch I consists of cells C4-1 to C4-12, 

90-minute lithium diffusion at 425°C with no subsequent distribution.went a 
a group of 4 cells-irradiated toEach batch was divided into four cell groups: 

I x i0 4 e/cm 2, a group of 3 irradiated to 5 x 1014 e/CM 2, a group of 3 irradiated 

to 3 X i015 e/cm 2, and a group of 2 left unirradiated. In addition to the infor-

Table VI lists the approximate lithium concentrations andmation noted above, 
In agreement with Reference 13, itthe initial diffusion lengths for each batch. 


is seen, that for the lithium-diffusion cycles employed, the lithium density in the
 

base region near the junction decreases with increasing redistribution time.
 

Thus, batch I1 has lower values of NLO and dNL/dw than batch I, which in turn,
 

has lower values than batch I. Similarly, batch V has lower values than batch IV.
 

It is also seen that in this lot of cells, the initial diffusion length increases with
 

decreasing lithium concentration in agreement with the trend in most lithfum cells.
 

(This trend is not followed in the case of T3 cells or TI 900 series cells (Appendix
 
batch III, has aA). ) Unfortunately even the best batch in this regard, i.e., 

relatively low diffusion-length average of s 40 gm. 
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'TABLE VI. GROUPING, IRRADIATION SCHEDULE, PROCESS PARAMETERS, 
AND LITHIUM CONCENTRATIONS OF C4 CELLS 

Number ( 
2) L/I Diffusion Li Redistribution Li Concentration (pm) 

of 3
Batch Group Cells Cell Numbers 0 Temp(°0) Time(Min) Temp(OC) Time(Mini NLo(cnC ) dNL/dw(cm) Lo 

14  
 3x10 15  
I C4(1) 4 C4-1 to C4-4 IXIO 425 90 none none 5xl019 15 

to C4-7 5x10 14  425 90 none none 3x10 15  5x10 19  15(2) 3 C4-5 	
15  

(3) 3 C4-8 to C4-10 	 3x1015 425 90 none none 3x10 5x10 19  15 
5x101 9  

(4) 2 C4-11 & C4-12 0 425 90 none none 3x10 15  15 
14  


II (5) 4 C4-13toC4-16 lxlO 425 90 425 60 2x10 15  2xl1 9 20 
5

(6) 	 3 04-17toC4-19 5x10 14  425 90 425 60 2x101 2WO119 20 
3x1015  

(7) 3 C4-20toC4-22 425 90 425 60 2X1015 2X1019 20 
5

(8) 2 C4-23 & C4-24 0 425 90 425 60 2xil0 2x1019 20 
I (9) 4 C4-25 toC4-28 Wxl014 425 90 425 120 2X1014 xl018 40 

2x10 14  
(10) 	 3 C4 20toC41 5x1014 425 90 425 120 i.i018 40 

lx1018  
(11) 3 C4-32toC4-34 3x1015 425 90 425 120 21014 40 
(12) 2 C4-35&C4-36 0 425 90 425 120 2X1014 lx1l18 40 

IV (13) 4 C4-37toC4-40 IxIO14 450 40 none none 2x1 0 15 2x1019 15 
1


(14) 3 C4-41toC4-43 5xil 4 450 40 none none 2X1015 	 2X1019 15 
(15) 3 C4-44toC4-46 	 3xiO15  450 40 none none 2x1015 2x1019 15 
(16) 2 C4-47 &C4-48 0 450 40 none none 2X1015 2x1019 15 

V (17) 4 C4-49to04-52 1xl104 450 40 450 80 3x1014 1X018 30 
(18) 3 04-53toC4-55 	 5x1O 14  450 40 450 80 3X1014 1x1018  30 

1

(19) 3 C4-56toC4-58 	 3x1015 450 40 450 80 3xlO4 1%1018 30 
(20) 2 C4-59&C4-60 0 450 40 450 80 3X1014 	 IXl018 30 

Table VII lists the pre-irradiation and post-irradiation photovoltaic parameters 
measured for these cells. The values listed are, as before, averaged over all 
the cells in the group unless otherwise specified. In general, cells of a given 
batch were similar in behavior (allowing for a -10 percent spread between the 
highest and lowest value of Io in a given batch). One exception was found in 
cells C4-30 to -35 in batch III. These six cells displayed series resistances 
of approximately 1.5 ohms before irradiation. This series resistance had a 

severe influence on their post-irradiation behavior as will be discussed below. 

Table VII describes cell behavior up to a time 11 days after irradiation. Sub­
sequent to the compilation of this table, results have been obtained up to 76 days 
after irradiation. Many cell groups had stabilized by the 11th day after irradiation 
and, in these cases, the last values listed in the table are also the present values. 
These cases will be noted in the text. Cases where significant changes occurred 
after this time will be further discussed. 

In discussing the recovery and stability studies, we will first consider the cells 
irradiated to I X1014 e/cm2, i.e., groups (1), (5), (9), (13) and (17). Itis 
seen that the cells with the best initial performance, namely (9) and (17), suffer 
the greatest fractional degradation during irradiation, I/I o being 0. 83 and 0. 85, 
and P/P 0 being 0.79 and- 0.82, respectively, for these groups. This was found 
to be the case at all three radiation fluences. Within 3 days after bombardment, 
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all five groups have recovered to within 4 percent of the original power. The 

only change in performance since the 11th day after irradiation occurred in 

group C4(1). This cell group has suffered a small (2.5 percent) loss in power 

between the 11th and 60th day due mainly to a change in open-circuit voltage. 

(6), (10), (14), and (18) were irradiated to 5 x 10A
The cells in groups (2), 

e/cm 2. These cells partially recovered in the first 11 days since irradiation
 

with indications of redegradation present only in cells C4-30 and -31 of group 

(10), two of the cells with high initial series resistance. The redegradation 

experienced by these two cells is in the form of a small increase in series 
1. 4 ohms immediately after irradiation to 1resistance from 1 1. 7 ohms six days 

after irradiation. During the time in which' this series-resistance increase 

occurred, short-circuit current recovery was also taking place so that the net 

result was a slight increase in the output of these two cells. The other cell of 

group (10), C4-29, had a lower initial series resistance, 0. 7 ohm. This cell 

also showed a slight post-irradiation resistance increase to 0. 85 ohm which 

occurred between the first and sixth day after irradiation. 

In the time since the eleventh day of the tests, all cell groups irradiated to 

5 x i014 e/cm2 have remained constant within experimental error in power, 

short-circuit current and open-circuit voltage. A slight additional increase in 

series resistance to 1. IR- was noted in cell C4-29 on the thirty-fifth day. No 

further change was observed since that time. 

The cells in groups (3), (7), (11), (15), and (19) were irradiated to 3 x 1015 

e/cm 2. Group C4(11) suffered continuing degradation in power output for approxi­

mately 20 days after irradiation. Approximately twenty days after irradiation, 

the group's cell parameters stabilized at I = 46 mA, P = 5.5 mW, and V = 420mV.
 

The cells of C4(11) are C4-32 to -34 which initially. had high series resistances
 

of P1. 5 ohms. Immediately after irradiation, the series resistance in these 

cells was g2.7 ohms, and six days after irradiation was 4.5 ohms. Thus, the 

degradation in power was (probably entirely) due to the increase in series re­

sistance. The pre-irradiation photovoltaic characteristics of C4-32 are given 

in Figure 14 for illumination by 140 mW/cm 2 tungsten and for "-70mW/cm 2 

illumination. The series resistance was obtained (Reference 9) from the curves 

by measuring the voltage at a point offset an equal amount, in this case 6. 5 mA, 
By taking the difference infrom the short-circuit current point on each curve. 

(0. 038 V) and dividing by the difference in'this voltage between the two curves 
Post­short-circuit current (25.3 mA) the resistance is found to be g1.5 ohms. 

are shown in Figure 15.irradiation curves for C4-32 taken at 140 mW/cm 2 

Curves are given for 20 minutes, 150 minutes, 3 days, and 11 days after irradiation. 

These curves show the effect of increasing resistance on the curve shape and 

power output. The series resistance was directly measured in the 20-minute, 
By the sixth day after150-minute, and 3-day curves by the method of Figure 14. 
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irradiation, the series resistance had become sufficient to significantly effect 
the short-circuit current. This is shown in the 11-day curve where a significant 
negative slope is seen at the current intercept. In order to get accurate measure­
ments of light-generated current and series resistance under these conditions, 
it would be necessary to drive the terminal voltage. sufficiently negative to reduce 
the p/n junction bias to zero. 

The cells in group C4(7), C4-20 to -22, all developed a P300 ohm shunt leakage 
immediately after irradiation. The shunt resistance has since remained at this 
P300 ohm value. The three cells from group C4(19), C4-56 to' -58, developed 
series resistances of 11. 5 ohms and shunt leakages of ; 150 ohms during ir­
radiation. These resistances have also remained constant since immediately 
after irradiation. 

Performance plots for four groups of C4 cells irradiated to 3 x i0 15 are given 
in Figures 16 through 19. A very interesting element in the post-irradiation 
behavior of the cells irradiated to 3 x 1015 e/cm 2 is the almost total recovery 
of the short-circuit current. This is seen, in particular, in Figures 17 and 19 
for groups (7) and (19). Almost all of the loss in performance of these cells 
with respect to the pre-irradiation performance is due to a loss in open-circuit 
voltage. This. is quite the opposite of the situation in most lithium cells (Section 
III, Section IVB-D), n/p cells (Reference 14), and in lithium cells immediately 
after irradiation (Figures 16 to 19 at zero days) where the short-circuit current 
loss is the larger factor in cell degradation. The situations in groups C4(3) and 
C4(15) is somewhat-different (Figures 16 and 18). The recovery of open-circuit 
voltage in these cells is much more pronounced and rapid than in the case of 
groups C4(7) and C4(19) and, after approximately one month, the ratios I/10 
and V/V o are approximately equal. In contrast, 76 days after irradiation groups 

C4(7) and C4(19) have I/1o values 7%and 13% above the V/V o values, respec­
tively. The cell group among these with the highest lithium density is C4(3 ), 
followed in order by C4(15), then C4(7), with C4(19) having the lowest density. 

Thus, the cells with lowest initial lithium density show the largest residual 

(post-recovery) degradation in open-circuit voltage 76 days after irradiation. 

Attempts were made to relate this behavior to physical parameters through in­

vestigation of the equations for short-circuit current and open-circuit voltage 
(References 12 and 15), 

J = 15.5logi 0 [(DpTp) 1 (2) 

and 

V = 0.0575 log - 0. 062 exp (39Eg) (D )1/2 (3)
3n in D3p p 7-p 
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where 

J 

Dp 

is short-circuit current density, 

is the minority-carrier diffusion constant in the n type base, 

pP is the minority-carrier lifetime, 

Eg is the silicon band gap, 

Pn 

An 

is the resitivity of the base region, and 

is the majority-carrier mobility in the base. 

The equations indicate that the observed behavior of full short-circuit current 
recovery and persistent open-circuit voltage degradation would occur only if the 

product of Pn A n Dp significantly increased. Clearly, neither An nor Dp 
previous results (see Appendix B) show that An remains constant atincrease: 

room temperature. 

Thus, an effective increase in pn is required for the observed changes. Such 
an effective increase in Pn is reasonable in the case of the low-density cell 
groups 'where the fluence of 3 x 1015 e/cm 2 was the same order of magnitude as 
the lithium density. 

Further checks on the density effect were made through use of the capacitance­
voltage method for measurement of donor density and through measurement of 
cell junction characteristics using forward biased I-V measurements and multi­
level photovoltaic measurements. In Figuite20 donor-density profiles of one of 

the C4(19) cells, C4-56, are given before irradiation and after recovery. Although 

the measurements after recovery must be considered quite inaccurate due to the 

-presence of radiation-induced traps (Reference 16) comparison with the pre­
irradiation profile indicates a drop in donor density by a factor of approximately 
10. In contrast, comparison of pre-irradiation and post-recovery-profiles in 

a high-density C4(3) cell (cell C4-10) indicated a decrease of only approximately 
2 during the irradiation and recovery processes. Thus, the capacitance, measure­

ments confirm the density effect on degradation in open-circuit voltage. 

Additional confirmation was obtained from measurement of p/n junction char­
acteristics. The current, Ii, in a forward biased diode is given by 

Ii= IR ex ( -- )-1 (4) 
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qS- ppnIR = Lp(5) 
R Lp 

where IR is the reverse saturation current of the diode, q is the electron charge 
Vi is the applied diode voltage, k is Boltzmannts constant, T is the diode tem­
perature, S is the diode area (2 cm 2 in this case), Pn is the hole (minority­
carrier) density in the n-type base, and Lp is the minority-carrier diffusion 
length in the base region. 

Curves of diode current at low forward bias in cell C4-56 (group C4(19) ) are 
given in Figure 21 for pre-irradiation and post-recovery conditions. The solid 
lines give the experimental curves, the dots indicate the curves obtained by 
fitting the experimental data to Eq.(4). The pre-irradiation and post-irradiation 
values of IR were 7.14 x 10-7 A and 6.67 x 10- 6A, respectively. In Eq. (5) 
the only sigafficant change must be in Pn since Lp was approximately 30 [Lm 
prior to irradiation and approximately 25 gim after recovery. The ratio of IR 
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Figure 21. 	 Experimental and Theoretical p/n Junction Characteristics of 
Cell C4-56 Before Irradiation and After.Recovery 

before irradiation to that after recovery therefore suggests a factor of -10 in­

crease in Pn which requires a corresponding - 10 decrease in net donor density. 
The best fit to the pre-irradiationSimilar fits were made to the curves for C4-10. 

curve at low bias was obtained for IR = 9.15 x 10 7A and A = 2.30. The C4-10 

curve after recovery was almost identical for low biases to the pre-irradiation 

curve thus, indicating a very small change in the effective value of p. 

The theoretical curves provide a good fit to the data of Figure 21 only at low 

biases. As the bias is increased in the C4 cells, the empirical A factor de­

shown in Figure 22 which gives the pre-irradiation and post-recoverycreases as 
Ij-Vj characteristics on a semi-logarithmic plot. It was suggested (Reference 17) 

that an apparent increase in A factor could actually be due to a high value of shunt 

resistance. 	 It was determined that no single shunt resistance could cause the 

deviation from the high bias linear region observed in the low bias portion of 

Figure 22. It is worth noting, however, that the value of IR extrapolated from 

the high bias (A = 1.1) region of the pre-irradiation curve is - 10-10 A. This is 
- 3for Pn = 2 X 10 5CM , Dp = 20approximately the value for'an ideal diode; i.e., 


cm 2/sec and Lp = 30 Am,Eq. (5) gives 4 x 10-i0 A.
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Returning to Figures 16 and 18, a slight post-recovery redegradation in cell 

current occurred in groups C4(3) and C4(15) between the tenth and fortieth 

day after irradiation. This redegradation is significant in C4(15) cells, i.e., 

4 percent. The 2 percent redegradation experienced by C4(3) cells is probably 

real but is still within the error of the measurement. 

Significant recovery is still occurring in the open-circuit voltage of C4(7) cells 

(Figure 17) and C4(19) cells (Figure 19) seventy-six days after irradiation. 

Recovery in short-circuit current -was completed in these cells after approximately 

40 days. This continuing voltage recovery could be due to lithium motion from 

the base region into the region near the junction thereby decreasing the effective 

resistance, Pn, near the junction. 

F. CELLS OF SHIPMENT NO. 4 

A total of 100 lithium cells were received in this shipment. They are listed 

in Table VIII. The initial photovoltaic characteristics of these cells have been 

measured. The values of short-circuit current and open-circuit voltage are 

given in Table IX. Cells from most of the lots display good curve power factors; 

two exceptions are cells from lots T6 and T7. 

T4-14, and 116-21, have been irradiated to 5 x 1014
Three of these cells, C5-43, 

e/cm 2. Their post-irradiation performance values are: C5-43; I = 35.4 mA,
 

V = 517 mV; T4-14, I= 32.1 mA, V = 457 mV; H6-21, I = 35.8 mA, V = 499 mY.
 

LIST OF CELLS RECEIVED IN SIIPMENT NO. 4TABLE VIII. 

Time Temp.Crystal Dif. Redist. Time 

Cell .D. No. Quntity Type (Minutes) (Minutes) (Cc) 

C5-11 iru C5-20 10 Crucible 40 0 450 

C5-41 C5-S0 1010 CrucibleF.Z. 4090 1200 450425C5-71 thruthru C5-80 
C5-71 thruCS-110 10 F.Z. 90 120 425 

Lot Quaz- I.D. Crystal p Diff. Redist. Temp. 

Mir. No. tity Prefix Type (ohm-cm) Dopant 	 Time Time (0C) 
(min) (rain.) 

T.I. 
Heliotek 

4 
5 

10 
10 

T4-
115-

F. Z. 
F. Z. 

>50 
20 

Phos. 
Phs. 

90 
90 

0 
60 

400 
350 

Heliotek 6 10 H6- Crucible -20 Phos. 90 60 450 

T.l. 5 10 TS- Lopex 50 Phos. 90 0 400 

T.I. 6 10 T6- Lopex >50 phos. 480 0 325 

T.I. 7 10 T7- Crucible !20 Phos. 480 0 325 
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TABLE IX. INITIAL PERFORMANCE PARAMETERS OF 

CELLS RECEIVED IN SHIPMENT NO. 4 

Cell I (mA) V (mV) Cell I (mA) V (mV) Cell I (mA) V(mV) 

T4-11 55.5 585 C5-75 68.7 585 116-24 63.5 581 
12 55.2 583 76 69.0 590 116-30 63.7 585 

13 54.6 580 77 69.9 584 T -11 70.2 588 

14 56.5 570 78 71.2 588 12 69.0 600 
15 55.4 585 79 70.7 592 13 68.3 592 

16 56.9 583 80 71.5 593 14 69.3 595 
17 57.7 570 101 56.2 545 15 70.7 573 

18 53.3 575 102 57.2 535 16 68.7 -596 

19 564 578 103 56.0 539 17 68.4 591 
20 56.4 575 104 59.4 539 18 68.8 591 

C5-11 57.0 "603 105 59.5 536 19 69.7 592 

12 56.9 601 106 55.8 531 20 69.1 595 

13 56.8 593 107 52.8 534 T7-11 70.6 580 

14 57.0 594 108 53.7 542 12 73.8 591 

15 59.1 599 109 59.6 540 13 66.2 590 

16 58.4 600 V110 60.6 537 14 68.0 583 
17 58.2 596 H5-13 63.1 562 15 73.3 580 
18 57.0 600 15 64.7 560" 16 70.3 580 

19 57.5 593 18 74.0 560 17 72.2 590 

20 54 5 597 20 70.2 560 18 70.1 594 

41 47.2 560 21 73.4 557 19 69.3 578 

42 44.2 560 00 73.3 552 20 70.0 584 

43 44.4 552 01 72.7 560 TS-11 60.7 594 

44 38.7 538 02 77.4 555 12 57.5 601 

45 41.0 542 04 78.0 555 13 58.5 596 

46 46.3 560 11 73.3 557 14 56 1 591 

47 39.4 539 6-21 48.0 544 15 55.1 596 

48 43.2 560 22 49.0 546 16 54.2 601 

49 44.8 553 28 49.4 -542 17 54,9 590 

50 44.7 561 30 48.5 550 18 57 9 596 

71 70.0 593 36 50.1 548 19 55.8 600 

72 72.1 596 27 57.4 566 20 55.3 595 

73 73.4 597 719 52.3 560 
74 64.7 577 43 63.4 589 
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SECTION V 

MEASUREMENTS OF LITHIUM DIFFUSION CONSTANT 

A. GENERAL 

Work by the present authors (Reference 7) and by Wysocki (Reference 6) 
leaves little doubt that the recovery of damage in lithium-doped silicon is con­
trolled by the rate of diffusion of lithium ions. Thus, any direct measurement 
of diffusion properties of.lithium in the devices in question may throw an important 
light on the recovery process and its optimization in silicon devices. 

Mass transport of lithium at elevated temperatures has been observed previously 

-in lithium drift-compensated devices and has been utilized to measure the mobility 

of lithium in these devices (Reference 18). These devices were very different 
from solar cells in that they consisted of a lightly doped p-type base into which 
a heavily doped, graded junction of lithium has been diffused. Lithium was the 
only n-type dopant present and the diffusion constant was obtained by measuring 
the rate of decrease in device capacitance as the lithium drifts into and compensates 
the boron-doped base at temperatures in the 25 to 125 0 C region. In such devices, 
the diffusion constant, DF , of free lithium in silicon of high purity was found to 
be 2 X10 - 14 cm 2/sec at room temperature (Reference 19). However, in less 
pure silicon, impurities (e.g., oxygen) were found to form chemical complexes 
with lithium, thereby reducing the effective lithium-diffusion constant. This 
effect was variable from sample to sample. When studying the ,properties of 
individual lithium-doped devices, it is therefore advantageous to obtain direct 
measurements of the lithium-diffusion constant for each sample used. 

B. MEASUREMENT METHOD 

7 
In later stages of work on an earlier contract , the drift of lithium at room 

temperature in a junction field was observed and utilized for the first time to
 
obtain a direct measurement of an effective lithium-diffusion constant at the edge
 
of the p/n junction depletion region in solar cells. A brief outline of the method
 
is as follows: An initial measurement of cell capacitance at zero bias was obtained. 
Then a small d-c reverse bias was applied to the cell. (The bias level was 3 V
 

in the experiments. ) This bias was maintained steadily over a period of time
 
("-1'0 minutes) except at periodic (- 30 second) intervals when the bias was
 
switched off and the capacitance at zero bias was measured. The bias was then
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immediately reapplied after the time (hl second) required for the zero-bias 
reading. The change in zero-bias capacitance as a function of time under re­
verse bias together with a knowledge of the donor-density profile in the region 
of the applied electric field enabled the calculation of the local lithium mobility, 
i. e., the mobility at the edge of the junction. The lithium-diffusion constant 
could then be obtained by use of the Einstein relation. 

C. THEORY 

The electric field, t , at the zero-bias junction edge is obtained from the 
donor-density profile by 

W3
 

_ NDdw (6) 
wo 

where 

e is electron charge 

E is.permittivity of silicon 

ND is donor density 

w0 and w3 are depletion widths at zero and 3-volts bias, respectively. 

The rate of change of w0 is obtained by differentiation of the equation for cell 
capacitance: ­

dw0 cA dC 0 ('7) 

where Co is the capacitance of the junction at zero bias and A is the cell area. 
A measure of the lithium mobility, AT LO, at the junction edge is obtained through 
the relation 

I Idw0 (8) 
=T LO dt 
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This method was applied to a total of twenty-five Lopex and Float-Zone test­
diodes of 10 and 30 ohm-cm starting material. In fourteen Lopex cells, the 
values of diffusion constant ranged from 0.05 to 0.28 DF; in eleven Float-Zone 
cells the values ranged from 0. 10 to 1.0 DF . Recovery experiments after a 

1-MeV electron fluence of 1013 e/cm 2 were made on twelve of these diodes. Un­

expectedly, the recovery rates obtained yielded a value for the diffusion constant 
of lithium in the bulk of the collection region of the cell which was close to DF, 
the value for free lithium. 

Since the values measured at the junction edge were generally well below this 

value, it was considered possible that the diffusion constant near the junction 
edge had been lowered due to a high density of crystal imperfections near the 

surface and the boron-diffused region. Accordingly, during the present contract 

effort, the theory of the method has been generalized to consider the diffusion 
constant for larger distances into the base region. The measurement is performed 

as follows: a reverse bias Va is applied briefly and the measured capacitance, 
Ca , gives the depletion width, wa, for this bias. A, reverse bias, Vb, where 
Vb > Va, is then applied steadily -to the cell. Periodically, the bias is reduced, 

and the bias voltage for which the capacitance is equal to Ca is found. This 

bias voltage, the measuring bias, will increase from the initial value, Va , as 
a function of time at bias Vb due to the drift of lithium across the plane at wa. 

When the measuring bias is found, the cell is returned to the bias Vb. This 

procedure is repeated until a plot of measuring bias as a function of time is 
obtained. 

The change in cell capacitance is given by 

dC = - 2-dV, (9) 

where
 
Wa 

Q=eSw NDdw 

and 

V = Vp- n + Va, 
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and Vp-n is the junction voltage at zero bias. Implicit in Equation (9) is the 
assumption that C = Q/V, which is strictly true only for a parallel-plate ca­
pacitor with no charge in the volume between plates. I It does not apply to the 
general p-n junction where C = dQ/dV (Reference 20). However, for simple 
distributions, such as the linearly graded junction, this Equation is true to within 
a constant factor (C = Q/(3V) for a linearly graded"junction). Several of the 
lithium cells tested previously exhibit a fairly good approximation to a linearly 
graded junction. Consequently, diffusion-constant probes will be limited to cells 
which satisfy this condition. The correction factor will drop out of the Equation 
when dC = 0. 

In the measurement, dC = 0, therefore, Equation (4) reduces to 

dQ Q dV (10) 
T T dt 

where dQ is the quantity of charge which has drifted across the plane at wa 
with the cell at bias Vb. This quantity is also given by 

dQ _ ~ A(11)
dt
 ep A,=eAL,a 

where NLa is the lithium density at wa and 5 is found by integration of 
Equation (6) fromwa to wb. 

The lithium mobility is obtained from Equations (10) and (11) and the measured 
value of dVa/dt. 

D. STATUS 

Some of the lithium cells have donor-density profiles approximating linear 
graded junctions. Three of these cells He 867, He 872, and He 887 were chosen 
for diffusion-constant measurements. Figure 23 gives plots of AVa as a function 
of time at bias voltage, Vb , for cell He 887,. In this cell, measurements were 
taken for three values of Va., viz., OV, -IV and -3V. The bias voltage, Vb ' 
was -7V. The curves are linear to a good approximation for small values of 
AV, i.e., small changes in donor-density distribution. The value dV/dt in 
Equation (10) is obtained from the slope of these curves. In Figure 23, dV,/dt 

10 - 4 is 8 x V/min, dV,/dt is 1.8 x 10 - 3 V/min, and dV3/dt is 2.2 x 10 - ' V/min. 
The other quantities in Eqs. (10) and (11), i.e., Q, S. and NLa are obtained 
from the donor-density profile. The lithium mobility and diffusion constant are 
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Figure 23. Plots of Change of AVa Versus Time 

thereby obtained as a function of distance, Wa, from the junction. The following 

tabulation gives the values of lithium-diffusion constant, DLa, (calculated from 

the lithium mobility by the Einstein relation) at three different values of wa for 

each of the three cells tested. 

DLa 
Cell Va 

(Wm) em2/secx]015 
We 

(volts) 

He 867 0 1.30 3.9 

-2 2.30 6.5 

(Vb = -10V) -5 3.05 >8.5 

He872 0 1.24 3.3 
-2 2.12 9.5 

(Vb = -8V) -4 2.58 5.6 

He887 0 1.35 3.9 
-1 2.00 4.8 

"(Vb -V) -3 2.75 6. 
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The diffusion constant obtained at Va = 0 is that at the edge of the depletion 
region. It is seen that in each of the cells, the diffusion constant is smallest 
at the depletion region edge and, that in two of the three cells, the diffusion 
constant increases monotonically with distance from the junction as had been 
hypothesized. It should be stated that the error in these measurements could 
be quite large since the donor-density profile is not strictly linear as was 
assumed in writing Eq. (10), and since donor-density variations are probably 
present at a given distance, w, from the junction. However, it is felt that these 
are less than +30 percent; consequently, the measurements confirm the hypothesis 
of lowering of the lithium-diffusion constant near the junction. 
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SECTION' VI
 

LOW-TEMPERATURE MEASUREMENTS
 

Hall-coefficient and resistivity measurements have been used to investigate 
the crystal-growth and irradiation-temperature dependence of the introduction 
rate and room-temperature annealing of carrier-removal defects in lithium­
doped silicon. These studies are necessary to understand the mechanisms by 
which primary defects react with lithium. The reaction products (the secondary 
defects) are-formed during the thermal reordering processes-which take place 
after bombardment produces the primary vacancy-interstitial pair. The electrical 
properties of electron-irradiated silicon at moderate electron energies (Ee, = 1 to 
2 MeV) are dominated by these secondary defects. In general, impurities are 
immobile at or below room temperature, but lithium is an impurity which is 
highly mobile at room temperature. This mobility makes it possible for lithium 
to diffuse to radiation-induced defect sites. Evidence to date indicated that the 
interaction of lithium with the defects neutralized the degrading effect of these 
defects on the electrical properties of silicon solar cells. 

In order to guide the production of radiation-resistant cells, it was necessary 
to know the ideal quantity of lithium required in the base region of the cell, and 
the way in which lithium interacted with phosphorous, oxygen, and radiation­
induced vacancies. 

The best available way of obtaining this inforrmation in its least ambiguous form 
is by studies of the Hall-effect and resistivity in specially prepared bars of 
silicon. The information obtained from such a study is recognized as being vital 
to the design of semiconductor devices containing lithium such as the solar call. 

The results of Hall-effect and electrical-conductivity measurements on electron­
irradiated silicon doped with lithium are presented in Appendix B to this report; 
this is in the form of a complete scientific paper which has been approved for 
publication in the Physical Review. Some very important conclusions flowing 
from this investigation are given in the next section. 
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SECTION VII
 

CONCLUSIONS
 

A. GENERAL SUMMARY 

The work performed on the present contract, by pursuing basic material 

studies and device studies in parallel, has produced significant advances in the 

understanding of the defect interactions, dynamics, and general prospects of 

lithium solar cells. The dynamics of lithium in silicon has been studied under 

conditions analogous to those which would be experienced in a practical lithium 

solar-cell array in a high-flux trapped space-radiation situation, namely in 

orbit near Earth, Jupiter or any other planet. 

As a result of this, and the work of other contractors funded by JPL in 1968-69, 

the general confidence that we know what is happening in lithium cells has in­

creased in many ways in the last year. 

In the, present project, the most striking new concepts have emerged from the 

Hall measurements of lithium-doped silicon bars, where no previous low-tem­

perature work had been done. The work reported here has provided the first 

firm clues to the basic mechanisms of interaction of lithium with radiation-
Further studies of these mechanisms shouldinduced monovacancies in silicon. 

lead to concepts of great value in cell design. The cell measurement work has 

also yielded a surprising amount of novel data; especially the further develop­

ment of "a capacitance probing" techniques which allow the monitoring of gross 
lithium motion in real time. 

Another highly significant result from this work is that one case of the vitally 

important group of phenomena termed "redegradation" has been correlated with 

the gradual change in a lithium concentration gradient in the cell. Also, for the 

first time, a possible non-destructive measurement of the diffusion constant of 

lithium has been elaborated. Several other sophisticated techniques have demon­

strated different facets of the behavior of lithium-doped solar cells. As a result 

of some experiment design work on this contract, the same techniques can shortly 

be applied on solar cells cooled to about -150 C. While this temperature range 

is very important for.studies of physical mechanisms, it also simulates the thermal 

conditions of outer-planetary probe missions and solar planetary eclipses. 
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B. LITHIUM CELLS AND DIODES
 

.During the present contract, the effort on characterization of lithium cell 
properties and performance has uncovered many different modes of recovery 
and degradation in lithium-doped diodes. The question of ultimate success 
depends on whether these modes can be controlled successfully, repeatably and 
economically. Several of the factors which have to be worked on are now clear. 
The work described, and previous work by the same group, on actual solar c6lls 
and model solar cells, has established that the following device parameters 
play a role in controlling the performance, dynamics, and stability of the cells 

tested: (1) density ,of lithium at the edge of the depletion region, (2) density 

gradient, of lithium near. the, junction, (3) resistivity of starting material, 
(4) gross lithium mobility, and (5) oxygen content. The possible influence of 
differences in n-type dopants in the starting material, and of decreases in 

lithium diffusion constant near the cell junction has also'been noted' Clearly, 
not all important.processing problems for lithium cells have yet been solved. 
It is also clear that there is at least one type of cell redegradation which is un­
related to minority-carrier lifetime redegradation. in spite of the very complex 
nature of lithium solar cells, revealed in the reported vork, it is'possible to
 
draw from the results of thiswork many conclusions concerning cell performance
 
and stability and some reasonable prospect of success -inachieving control of the
 
dynamics of lithium in the cell.
 

The'first conclusion is that Float-'Zone or Lopex cells with high lithium, density 
> 10I 4 )at the juncti6n (NiA+0 i0 cm -3 ) and high density gradient (NLO cm 

do not give good long-term performance. Either the -cells have poor initial 
performance, e.g. ; C4 cells-batches land IV, or suffer some, type of'redegra­
dation, e.g. "T3 dells and cells of TI 900 series. The redegradation or degra­
dation of this type of cell can occur either due to deterioration of junction char­
acteristics correlated with'gross motion of lithium in the junction region or by loss 
in short-circuit current (lifetime redegradation). In general, redegradation ih 
these cells is less severe after high electron fluences (Z 1015 e/CM 2 ) than after 
low fluences (< 1014 e/cm2). The one advantage of these cells is the very rapid 
recovery they undergo, even after high fluences, e.g., cells of group T3(3-). 

On the other end of the lithimn density scale, cells with low lithium density, 
regardless of silicon type, have-displayed good stability properties after re­
covery from row to moderate electron fluences (<,1015 e/em2 ). These cells 
usually have good initial performance characteristics. Crucible grown cells 
with low lithium density usually have very slow recovery rates, e.g., C1 cells; 
an exception is the behavior of lot T2 cells which recovered very rapidly despite 
the fact that starting silicon was specified as "quartz-crucible; 'h- The one basic 
difficulty with these "lithium lean" cells has been the tendency to develop series 
resistance problems after heavy irradiations. This problem, which is clearly 

-
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due to a large increase in silicon resistivity, and is evidently aggravated by 

high resistivity (> 20 2 -cm) in the starting material, occurred in T2(3 ) and 

C4(11) cells irradiated to 3 x 1015 e/cm 2 and in three Heliotek cells irradiated 
to 106 e/cm2 during the previous contract (see Appendix A). 

The series resistance problem has indeed been correlated with a high total 

carrier removal in lithium-doped silicon after recovery from electron damage. 
This can amount to almost total carrier loss when the electron fluence is com­

parable to the lithium density. (See Appendix B). However; other samples of 

the "lean-lithium" solar cells have already shown to be competitive with the 

n/p solar cell in radiation resistance. After irradiation to low and moderate 

electron fluence values, low-densitycells have been tested, e.g. T2(1) and 

T2(2) cells, which are 5 to 15 percent better after recovery than 110.5 percent 

efficiency, 10 Q -cm n/p control cells irradiated to the same fluence value. 

The best possibility for stable, high-performance, highly radiation-resistant 3 = 3 to 10 x i0 4 cm­

lithium.cells in the range of moderate lithium density (NLi 
- 3(dNLi CS i019 cm 

at the edge of the depletion region) and density gradient 

dw 

and moderate resistivities of starting n-type silicon ( p § 10& -cm, phiosphorus 
doping). 

Cells of this description, both Float-zone cells, e.g., He80O series (See Ap­
pendix A), and crucible grown cells, e.g., H2 cells, have displayed outputs 

after recovery greater than those from 10 6 -cm n/p cells. These cells also 

have shown good long-term stability over a wide fluence range. It should be 

noted that, while moderate starting resistivities are good from a device point 
of view, the testing of lithium-doped cells and bulk material of very high purity 
(high initial resistivity) has been, and continues to be very valuable in uncovering 
the physical mechanisms of the lithium cell, since the interfering action of the 

d6pant (s) is eliminated. 

An anomaly observed during the experiments remains unexplained: The recovery 

rate in T2 ( "crucible grown" ) cells which was 2 orders of magnitude higher 
than expected. It is possible that the starting silicon for the "crucible grown" 

cells was somehow made deficient in oxygen during ingot processing. It is other­
wise an unusual transgression of the general rule that lithium moves more slowly 

in the presence of oxygen. 

A second anomaly, the failure of antimony-doped C2 cells to recover, is also 

not fully explained. However data on the donor-density distribution in these 

cells leads to a strong suspicion that little or no lithium is present near the 
junction. 
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C., HALL MEASUREMENTS 

Silicon Hall bars of two types of crystal growth and two lithium concen­
trations were bombarded at about twenty controlled temperature (TB) levels 
between liquid-nitrogen (79 0 K) and 280 0 K. At all temperatures, carrier-removal 
rates (A n/A6 ) were lower than for Stein's comparable irradiations of phosphorus­
doped silicon. The difference was greatest at the low temperatures. Introduction 
rates of carrier-removal defects were exponentially dependent on the reciprocal 
of bombardment temperature for both types of crystal growth, but the slopes and 
limiting temperature values differed. The temperature dependence is not con­
sistent with a simple charge-state-dependent probability of interstitial-vacancy 
dissociation and impurity-vacancy trapping. 

Following bombardment, the temperature dependence of the carrier concentration 
and carrier mobility in the lithium-doped samples was measured periodically 
in the conventional manner. A characteristic pattern of reappearance of carriers 
(annealing of carrier removal) and disappearance of charged-scattering centers 
( annealing of mobility) was observed in Float-Zone refined silicon at room tem­

perature. Such recoveries did not occur so strongly in crucible-grown silicon 
and a different pattern of recovery was observed in this oxygen-rich material. 

It is thus clear that some processes specific to lithium as a dopant are being 
observed. In silicon doped with phosphorus, arsenic, boron, etc., there is no 
similar change of carrier concentration and mobility with time at room temperature. 
It is very likely, although not proven, that the interactions seen in majority­

carrier removal centers are the same as those observed in recovery of minority­
carrier lifetime. 

A surprising feature of the behavior of Float-Zone silicon is the regeneration of 
of donors after the bombardment (see Figure I-3 of Appendix B. It was previously 
thought that, while lithium would be removed during'the -formation of the second 
complex or "recovered-damage center" of Table VII, no net change in carrier 
concentration would occur. The data indicates an unexpected partial dissociation of 
the first complex (Li-V) which, however, does not occur when oxygen is present. 

Results suggest that a lithium-oxygen-vacancy (Li-O-V) complex is produced 
by electron bombardment in quartz-crucible silicon, and alithium-vacancy 
(Li-V) complex in zone-refined silicon. The mechanism of room-temperature 
annealing is attributed to neutralization of carrier-removal defects by lithium 
interaction in crucible silicon, and by both lithium interaction and defect-dis­

sociation in zone silicon. The Li-V defect is loosely bound compared to the 
oxygen-containing Li-O-V defect. 
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Thus, to fit the above new evidence, the simple schemes of damage and recovery 
which were proposed in previous reports require only slight modification, as 
follows: 

* 	 DAMAGE CENTERS FROM REACTION OF Li+ AND [Li O1+ WITH V 

F. 	Z.: Li+ + e - [LI-V]- [CARRIER REMOVAL CENTER] 

Q. C.: [Li O] + + V- + e - [Li O-V]- [CARRIER REMOVAL CENTER] 

* ROOM-TEMP RECOVERY IS COMPLEXING OF Li WITH DAMAGE CENTERS 

F. Z.: [Li - V]-	 + Li+ - Li-V-LI [ANNEALED CENTER]+ 

Q. 	C.: [Li O-V]- + IA - Li O-V-I [ANNEALED CENTER] 

* 	 IF OXYGEN IS NOT INVOLVED IN THE INITIAL DAMAGE CENTER, THE
 
CENTER-IS UNSTABLE AND DISSOCIATES
 

+[Li-V]- -Li	 + V- +e 

* 	 OTHER RECOVERY CENTERS 

(1) 	 0.08 eV - A COMPLEX DEFECT CENTER CONSISTING OF 0, V, 
AND Li IN AN UNKNOWN ARRANGEMENT 

(2) ANNEALED A-CENTER 

Based on the working assumption that the carrier-removal centers observed in 

this experiment also act as the dominant recombination-centers in irradiated 
lithium-doped silicon solar cells, several possible mechanisms for the minority­

carrier lifetime degradation, annealing, and redegradation processes can be 
postulated. Thus, it can be postulated that the charged LiOV and Li-V complexes 
reduce the minority-carrier lifetime. Then lithium atoms complex with radiation­
induced defects, and thereby anneal the initial decrease of minority-carrier life­
time caused by these defects. A second annealing process is the dissociation 
of defects such as the Li-V complex which does not contain oxygen. The fate of 
these slowly-generated free vacancies is not known. Lifetime redegradation in 
the annealed-solar cells could then be attributed to the instability of annealed 

defect complexes (e.g.,, Li-V-Li), which do not contain oxygen. In this scheme, 
the degree of redegradation observed in the post-recovery period of irradiated 
cells would then depend on the relative number of annealed centers containing 
oxygen compared 	to those not containing oxygen. 

Further work on analogous experiments involving minority-carrier lifetime
 
However,
measurements will be needed before these models can be confirmed. 

the new evidence 	of the participation of lithium in slow changes in majority­
carrier removal 	and majority-carrier mobility has put this study of models, 
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for the first time on a firm quantitative basis and for the first time, indicated the 
and energy levels of the defects involved.concentrations, charge states, 

The results of this experiment provide important information required in the 

design of radiation-hardened solar cells. For-example, silicon solar cells 

intended for use on a spacecraft in a radiation environment of low intensity 

should be fabricated from silicon containing sufficient oxygen to stabilize the 

radiation damage, and lower the carrier-removal rate. The increase of the 

annealing time constant with oxygen concentration would be limited to a value 
In contrast to this design, a spacecraftconsistent with the damage rate. 

operating in a radiation environment of high intensity would require solar cells 

fabricated from oxygen-lean silicon. Thus float-zone silicon would be used 
since the experimental results show that the time constant of annealing is very 

short in this type of silicon. The disadvantage of higher carrier-removal rates 

in this type of silicon is partially compensated by the dissociation of carrier­
removal defects during the annealing process, with the resultant increase of 
carrier density. It is clear that trade-offs in speed of annealing, carrier-removal 
rate, and stability can be made to meet the requirements of a mission in space. 

D. FUTURE WORK 

The technical approach to a future program is to perform and analyze 
particle irradiations and physical measurements on special test-diodes, govern­
ment-furnished solar cells, and bulk silicon samples. The test-diodes willbe 
made from material of the highest possible purity, having accurately known, 
but carefully varied, defect concentrations. Samples of similar materials used 
in the fabrication of test-diodes will also be used in making Hall-bars and life­

time bars for use in the bulk silicon studies. Characterization of the silicon 

used in this program with respect to the oxygen concentration, lithium concen­

tration and distribution, and dislocation density will be accomplished to ensure 

the determination of the influence of these impurities on the damage and annealing 
mechanisms in lithium -containing solar cells. 

The main experimental tactics of the exploration of lithium cell recovery and 

redegradation phenomena will be: (1) to furhter elucidate carrier-removal phe­

nomena in Hall-bar experiments; (2) to predict, for these data, the probable 
corresponding effect in a p-on-n (Li) diode structure as regards both carrier 
removal and minority-carrier transport in the cell; and (3) to attempt to verify 

athis prediction in an experimental p-on-n ( Li) structure (this being either 

lithium solar cell supplied by a cell manufacturer or an RCA-fabricated lithium­

containing "Test-Diode, " depending on the suitability of those available for the 

experiment). 
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One predictable major contingency exists. It is still a question for some debate 
whether the silicoi defect centers producing resistivity change-under irradiation 
are tie same structures as those producing minority-carrier lifetime change. 
Until this is answered, it is not possible to transfer findings on bulk silicon to 
cell design with 100-percent confidence. If the above solar-cell measurements 
do not allow a suitable borrelation of carrier-removal defects with minority­
carrier removal centers, some effort may be diverted, as necessary, to per­
forni more unambiguous minority-carrier lifetime measurements by photo­
conductive decay in lithium-doped silicon bars. 
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APPENDIX A
 

LONG TERM STABILITY OF LITHIUM-DOPEb SOLAR CELLS,
 

IRRADIATED WITH ELECTRONS, PROTONS, OR NEUTRONS*
 

T. J. Faith, G. J. Brucker, A. G. Holmes-Siedle and J. Wysocki**
 

RCA Astro-Electronics Division, Princeton, New Jersey
 

SUMMARY 

Stability of photovoltaic response and diffusion 
length in lithium-containing p/n solar cells after 
irradiation by I-MeV electrons, 16.8 MeV protons, or 
14 MeV neutrons was monitored for periods ranging 
from 7 months to 2 years. Neutron and proton irradiated 
cells maintained stable outputs. Stability of electron 
irradiated cells depended on lithium density profile 
measured near the junction. Results show the need for 
correlation of photoresponse measurements with the 
density and-motion of lithium near the junction. 

INTRODUCTION 

Lithium containing p/n silicon solar cells have 
been observed to recover spontaneously at room tem-
perature from radiation damage caused by electrons, 
protons, and neutrons.1 More recently, redegradation 
of such cells has been observed after recovery.2, 3 

This paper presents- a,study of the long-term variations 
of the photo-response and minority-carrier diffusion 
length of lithium cells after irradiation by-protons, 
neutmros, and,electrons. These data are compared with 
similar data on unirradiated cells. The stability of 
solar cells is frequently referred to asthe-variable 
which is being studied. A stable cell is defined as one 
which does not redegrade. 

The radiation-resistance of lithium cells to protons 
and neutrons is'superior to that of dither commercial 
p/n or n/p cells. 4 ;5 After electron bombardment, 
however, performance levels of recovered 
lithium cells and commercial n/p cells are quite 
similar.6 Thus, the stability of lithium cells after re-
covery fron electron bombardment is of prime im-
portance if these cells are to be competitive with n/p 
cells. The main body of this paper wilt deal with 
electron-irradiated lithium cells. In addition to the 
photovoltaic chaiacteristics, (electron-voltaic) minority-
carrier diffusion length measurements 7 and reverse-
bias capacitance measurements will be reported. 

Correlation between junction capacitance changes and 
redegradation observed in some of the cells tested will 
be discussed. This, together with data on more stable 
lithium cells, yields tentative criteria for producing 
stable lithium cells. 

It is noted that these cells were developmental 
devices made under NASA direction with the pfrpbse 
of defining parameters for stable and efficient cells 
with the aid of studies such as those reported herein. 

- DESCRIPTION OF EXPERIMENT 

A large group of lithium-containing p/n silicon 
solar cells, furhished under NASA Contract No. 
NAS5'10239, were irradiated by 1 Mev electrons, 
16.8 MeV protons, and 14 MeV neutrons-in 1966-67. 
Measurements of cell parameters, including photo­
voltaic I-V characteristics under illumination by a 
filtered tungsten source at 100 mW/cm2, and minority­
carrier diffusion length7 (based on the electron-voltaic 
method), were made both before irradiation and at 
intervals of several weeks after irradiation up to the 
present. From these measurements and from pre­
irradiation capacitance measurements8 on the cells, 
information has been obtained on the degree of stability 
of lithium-containing cells over a wide range of cell 
parameters for a proton fluence of 2.4 x 1012 p/cm 2 , 
a-neutron fluence 4.5 x 1012 n/cm2 , and for electron 
fluences ranging from 1014 to 1016 e/cm2. The duration 
of these tests range from 7 months to approximately 2 
years. In addition to the experiments on irradiated 
cells, stability tests of 11 months' duration have been 
made on unirradiated cells. The cells in all the tests, 
both irradiated and unirradiated, were stored at room 
temperature, under normal room illumination (fluores­
cent) and were at open-circuit condition except for 
short periods of time (a few hours at most while photo­
voltaic, electron-voltaic or reverse-bias capacitance 
measurements were being made). The long-term re­
producibility of the photovoltaic measurements from 
short-circuit current measurements is t5 percent; the 

* Work supported by National Aeronautics and Space Administration (Contract No. NAS5-10239) and Jet
 
Propulsion Laboratory Contract No. 952259.
 

** Present address: Xerox Corporation, Rochester, New York. 

Published in Conf. Record of the Seventh Photovoltaic Spec. Conf.
 

IEEE Catalog No. 68C63ED, 131 (1968).­
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diffusion-length measurements have an uncertainty of 
-10 percent. In all tests, the cell area used in the 
calculation of performance parameters was the total 
cell area including contact fingers and contact strips. 
In the 1-MeV electron experiments, the contact strip 
area of the NASA Furnished 1 by 2 cm Texas Instru-

2ments (TI) cells 3 was 0.1 cm ; that of the 1 by 2 cm 

Heliotek (He) cells 4 

was 0. 05 cm2 .
 

PROTON-IRRADIATED CELLS 

This group of eight lithium-containing cells was 
irradiated by 16.8 MeV protons to a fluence of 2.4 x 
1012 p/cm 2 in 1967. The results of the experiment were 
reported previously. 4 After completion of the bombard-
ment, the cells were periodically monitored to check 
their long-term stability. The results over a period of 
2 years are shown in Figure 1. Normalized power,
P/P 0 , is plotted versus time after bombardment in' 
days. Standard n/p and p/n cells irradiated at the same 
time as the lithium cells are also shown in Figure 1. 
Power output of the lithium cells recovered within a few= days after the bombardment, and thus P/Pc I at time
dy a0inFerhe bobade nta thus did no1t te-t.s0 in Figure 1. The non-lithium cells did not re-

cover their output power and remained constant for the 
perid sown.Redgradtiohd ithim cllsTheseperiod shown. Redegradation ofof thd lithium cells 


amounting to 10 percent occurred after a year; how-
ever, after another year, no further degradation has 

evrer aand 


occurred. 
10_ 
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Figure 1. Stability of Power of Lithium-Doped p/n 
Solar Cells after Bombardment by 16. 8 MeV 

Protons to 2.4 x 1012 p/cm2 

NEUTRON-IRRADIATED CELLS 

This group of five cells containing lithium was 
irradiated by 14 MeV neutrons to a fluence of 
4.5 x 1012 n/cm2 in an experiment which was pre-
viously reported5 After completion of the experi-
ment, the cells were periodically measured and the 
results are shown in Figure 2. Standard n/p and p/n 
cells without lithium were irradiated with the lithium 
cells. As shown in Figure 2, the standard cells de­
graded inoutput power and remained at this lower level 
for the duration of the measurements. The lithium cells 
continued to recover after bombardment and saturated at 
80 percent of the original output power. They did not indi-
cate any redegradation over a period of 17 months. 

It , 
Li-CELLS (Po=83%) 0 

0 8 

006- 14 MeV NEUTRONS 
j'45x10'2 n/cm2 

0.4 5 CELLS FZ 20f-cm 
/ CELLS(Po 03%) P 

= 
33 n-"cm 

020-p/n CELLS 

--- (P0 
=100% A 

120 240 360 480 600 
TIME AFTER BOMBARDMENT (DAYS) 

Figure 2. Stability of Power of Lithium-Doped p/n
 
Solar Cells after Bombardment by 14 MeV
 

Neutrons to 4. 5 n/cm2
 

ELECTRON-RRADIATED CELLS 

Cells Irradiated to 1016 e/m 2 

During February and March, 1967, a large number 
of government-furnished cells were irradiated to 1016e/cm 2 at a flux rate of approximately S x 10'5 e/cm 2 /hr. 

e cell rem factre y eXs Isrmnts 
cells were manufactured by Texas InstrumentsCorporation9 and Heliotek Division of Textron Elec-

Croain9adHloe iiino eto le 
tronics.10 Periodic measurements of diffusion lengths 

photo-response characteristics have been made on 
17 cells with varying phosphorus background doping 
densities (given as resistivity, p0, in the tables and 

figures) and lithium densities, and different growthmethods. 

Table I lists values of short-circuit current, J, and 
maximum power, P. Readings made before bombard­
ment and approximately 1 hour, 4 days, 3 months, 8 
months, 1 year, 16 months, and 19 months after bom­
bardment are included. Pre-irradiation values of 

lithium concentration, NLI , measured at a distance ofAim from the junction, and based on reverse-bias 
capacitance measurements8 were found in early work 
under contract NAS5-10239,6and the cells were listed in 
order of increasing lithium concentration. In more 
recent work under NAS5-10239, 1' -the cells were placed 
in three categories as to lithium concentration. Table I 
lists the cell performance histories according to this 
categorization which is as follows: the first group of 
six cells had initial lithium concentrations lesh than 
2 x 1015 cm -3 ; the second group of five cells had con­
centrations between 2 and 5 x 1015 cm-3 ; the third 
group of four cells had concentrations between 7 and 

310 x 10 IS cm- . A fourth group of two cells, He 248P* 
and He 249P, represent a special group of cells with a 
diffused heavily-doped phosphorus region near the junc­
tion. 

The six cells of Group 1, although they have re­
covered to some extent, all have power levels below 
the 5.3 mW/cm 2 previously reported 12 for ioQ -cm n/p 
cells with initial power of - 11.3 mWcm 2 after a 
fluence of 1016 -1IMeV electrons/cm2. (Reference 12 
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TABLE I. STABILITY OF GFE* CELLS IRRADIATED TO 1016 e/cm2 IN
 

FEBRUARY-MARCH 1967
 

Initial 	 Post-Irridation Measurements
Sampe Gowt Measurement Oo 1968' 

No. Mtho (December 1966) 1 Hour 4 Days June 1967 November 1967 February 1968 July 19'8 October 1968 

4 P J P J P J P J P J P I P J P 
0 0 

2.2 12.9 3.0 14.5 2.9 15.4 3.2 15.1 3.2 16.0 3.2Ti 167 	 20 FZ 30.8 10.8 10.8 2.3 10.9 

21.5 4.1 21.0 3.5 21.1 3.6He342 100 FZ 29.6 - - - - - 18.3 - 19.6 3.3 

10.4 9.5 2.0 11.2 2.1 15.7 3.4 17.6 3.9 19.3 4.5 19.3 4.6 20.0 4.8 
Group I TI 63 20 FZ 29.6 

TI71 	 20 FZ 28.5 6.3 9.4 1.6 11.6 1.8 16.2 2.8 18.7 3.7 20.G 4.3 20.6 4.5 21.3 4.6 

- - - - - 21.0 - 20.4 2.6 22.0 3.3 20.0 2.4 20.0 2.4He341 100 FZ 28.5 

He 340 100 FZ 28.6 - - - - - 21.2 - 21.2 2.9 22.9 3.8 21.5 3.0 20.6 2.7 

TI 112 	 20QC 28.0 10.5 9.5 2.5 10.2 2.7 11.4 4.0 19.7 4.9 20 R 5.6 20.7 3.9 20.8 6.0 

TI 113 20 QC 27.5 9.9 9.2 2.5 9.8 2.7 16.8 - 19.0 5.2 20.2 5.8 19.7 5.6 19.8 5.6 
Group 2 TI 168 20OFZ 28.8 11.1 9.9 2.5 13.,5 3.3 16.7 4.0 "17.6 4.4 18.6 4.8 18.0 4.6 18.7 14.9 

TI42 20 FZ 28.6 9.2 8.3 2.0 12.2 3.0 15.1 3.9 16.3 4.2 17.2 4.6 16.2 4.3 17.4 4.8 

TI 161 	 20 Z 27 2 10.8 8.9 2.6 17.1 5.1 17.4 5.3 17.4 5.5 18.2 5.8 17.1 5.4 18.0 5.8 

TIJ128 	 20 L 28.5 10.8 9.1 2.5 16.7 5.0 16.0 4.9 15.7 3.4 16.2 3.6 15.4 4.0 1.4 3.9 

20 L 30.2 1012 9.4 2.6 17.8 5.2 16.9 4.9 15.3 3.0 13.8 2.7 14.7 2.9 15.8 3.1TI 127 
Group3 TI132 20 L 29.8 - 10.7 1.5 16.2 4.8 15.2 4.1 15.8 4.0 16.2 4.1 15.1 3.7 16.2 4.0 

TIl166 	 20 FZ 25.2 8.7 9.6 2.5 15.8 4.5 14.8 4.2 15.1 4.1 15.5 4.1 14.9 3.9 15.5 4.1 

He 248P 1000 FZ 24.8 8.4 16.6 3.8 22.3 6.1 22.5 5.0 22.2 6.3 23.5 7.0 23.0 6.7 23.8 6.5 

o He 249P- 1000 FZ 24.2 8.4 14.2 3.5 20.6 5.7 23.7 6.3 22.2 6.9 22.8 7.4 22.2 7.3 22.7 7.3 

* Government Furnished Equipment 

NOTES: 4 is measured in mA/cm 2 FZ is Float Zone L is Lopex 

P is measured in mW/cm 2 QC is Quartz-Crucible 

is chosen for comparison with the data reported herein, material, which, together with the high bombardment 
ratherdthan, for example, the more recent Reference fluence, results in a low post-irradiation donor concen­

13, due to the similarity in illumination conditions in tration. This could lead to problems in series re-

Reference 12 and the present work; that is, 100 mW/cm sistance at the base contact or in pa~ts of the body of 
filtered tungsten light.) the cell where lithium was heavily depleted. 

The three Heliotek cells of Group 1 (He 340, 341, Cell TI 167, which had the lowest lithium density 

and 342), which were made from high-resistivity (near the junction) of all the cells in Table I, recovered 

(100fl-cm) starting material showed good recovery of to-3 mW/cm2. This cell has remained essentially 
minority-carrier lifetime, as seen from diffusion- constant at this power level since June 1967. It appears 
length measurements and short-circuit current measure- that this cell has exhausted its free lithium supply near 

meats. As of July, 1968, He 341 had the highest the junction thereby-excluding the possibility of further 

diffusion length (25 pm) of the cells in Group 1; cells room temperature recovery. Scvcn TI cells with lower 

He 340 and 342 each had a 20 pit diffusion length. From lithium density than TI 167 were dropped fom this test 

Table I, it is seen-that these three cells also have high soon after irradiation6 when they displayed a very high 

values of J relative to-the other cells. In-spite of this, series resistance together with a double junction. The 

they have three of-the five lowest values of P of all the photo-response of'TI 167 indicates a high series re­
cells in Table I. sistance (f = 0.5) and also a significant shunt leakage 

of S80Q. 

The reason for these low powers is the very low 
filling factor, f = P/S'Vo, <O. 4, determined from the The other two cells of Group 1, TI 63 and 71, con­

photo-response curves of these cells. This low filling tinued to show significant recovery 11 months after 
factor is attributed to the high resistivity starting irradiation. Over the past 8 months, the cells have 
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remained essentially stable with a slight trend toward cause local depletion of lithium near the junction, * 
further recovery. As of the latest reading, TI 63 has the leaving some recombination centers after the initial 
highest power of Group 1 cells, namely 4.8 mW/cn 2. fast recoveryunsatisfied in their demand for lithium. 
Both of these cells have low filling.factors; f 0.6 in Lithium would have to diffuse across large distances to 
TI 63, and 00.5, in TI 71. The shunt resistance in satisfy these centers. A second possible explanation 
both cells is 200 2. The filling factors in the (P. = is that, over the long-term, recovery has to compete 
20 fl-cm) TI cells were, however, significantly higher with some redegradation mechanism;-that is, recovery 
than those in the (p0= 100 9-cm) He cells, suggesting and redegradation mechanisms may be occurring si­
that problems such as series resistance can be ade- multaneously. Pot-recovery redegradation of per­
quately dealt with by judicious choice of silicon growth formance in lithium-doped cells has been observed 
method, initial silicon resistivity and lithium doping here (e. g., Group 3 of the cells i Table I)and else­
level. This observation, which goes far in answering' where 2.3 and its cause, although not well understood, 
some objections to the lithium cell, 14 is corroborated has been suggested 15 to be the precipitation of lithium 
by the behavior of the Group 2 cells which will now be from the supersaturated solution that exists in these 
discussed. 	 lithium-doped p/n silicon cells. (The solubility of 

lithium at room temprature in n-type silicon is 
The cells of Group 2 had initial lithium densities, -10 13 cm' 3 .) The precipitation of lithium in silicon is 

NIl, atN 1 pm from the junction ranging from 2 to 5 x very much dependent on-the heat-treatment history of 
10I1cm-3 . The common characteristic of the five the silicon after lithium doping, 16 as well as on the 
Group 2 cells, together with He 248P and He 249P initial lithium doping level and silicon growth method.17 

(1000 9-cm FZ) is a power level either close to or Inany case, in the 7-month period since the end of the 
greater than the 5.3 mW/cm 2 of the 10 9-cm n/p cells first year after bombardment, the power output of these 
of Reference 12. Figure 3 gives the-maximum power, cells has remained constant within experimental uncer-
I', as a function of time, in days, after bombardment, tainty throughout the past 11 months, as have the 
The cells fall into three categories: (a) 20 fl-cm other photovoltaic parameters, V0 . and J. Thus, if 
Quartz-Crucible grown (QC) cells, TI 112 and 113; any redegradation has taken place, it has been counter­
(b) 20 2-cm Float-Zone refined (FZ) cells, TI 42, 161, balanced by additional recovery. In this regard, it is 

'and 	168; and (c) 1000 9-cm FZ cells with heavily doped interesting to note that a slight increase in minority­
(diffused) phosphorus layer near the junction, He 248P carrier diffusion length has been observed during these 
and 2491. No lithium-density data near the junction last 11 months. Thus, the minority-carrier lifetime in 
was obtainable on these last two cells due to the high the n-type base region is still slowly increasing, sug­
phosphorus background. gesting a small additional recovery. 

EE ~PHOSPHORUS LAYE'.-

E 	 . In contrast to the FZ cells, the QC cells re­

7 -N/pCELL(R 12 A.YE-. . covered much more slowly atfirst due to the loweringE-0 	 QUARTZ CRUCIBLE-UART CUCIBLE of the effective lithium diffusion-constant caused by 

L--- --- (Li-O) complexing, 17 but continued to recover at a 
5 - -- L significant rate over the span of a year. At approxi­
420n ZONE mately a year after irradiation, the power became 

0. AVE -	 stabilized (as did J and Vo,). The average powers for
-Ti 130} INCANDESCENT each category as of the latest readings were: (a)

2 TI S1 AVERAGE TUNGSTEN 
T 1681 100 mW/cm 2 5.8 mW/cm2 for the QC cells; (b) 5.2 mW/cm 2 for the-- o He2BPI AVERAGE...... 

I AEHR249 20 9-cm FZ cells; and (a) 6.'9 mW/cm 2 for the phos-AE 

II . I 	 phorus-layer cells. The present (October 1968) series0 120 240 360 480 600
TIME 0FTER IOIe/cm 2 BOMBARDMENT (DAYS) 	 resistance in the QO (category a) cells has been com­

pared with that in the initial measurements made before 

Figure'3. Annealing and Stability of Two-Quartz- bombardment. This comparison is shown in Figure 4 

Crucible Cells, Three 209-cm Float-Zone 	 which gives the October 1968 I-V curves superimposed 

Cells, and Two 10009-cm Float-Zone on the initial curves through a translation of the axes of 

Cells with Diffused Phosphorus Layer the October 1968 curves. The knees df the October 
indi­after Bombardment by 1MeV 	 1968 curves are sharper than the initial curves 

Electron to 1016 e/cm2 	 catingthat little, if any, series resistance increase has 
occurred since the initial measurements. Similar corn-

The curves for the average values for categories parisons on the 20 fl-cm FZ cells (b) show on the aver­
(a), (b), and (c) are represented in Figure 3 by dashed, age a slight increase in series resistance. In the case 
solid, and dotted lines, respectively. It is seen that of TI 161, the initial and translated October 1958 
the 20 l-cm FZ and phosphorus-layer (b and c) cells curves coincide exactly at the knee. In TI 168, the 
recover rapidly over a period of several days then knee of the October 1968 curve being slightly below 
undergo ,anadditional but very slow recovery for ap- that ofthe initial curve (AV 0.012 volt, AJ a0.8 mA/cm 2 

proximately 1 year. This slow long-term recovery in near maximum power point). In the case of TI 42, 
FZ cells could be explained in two different ways. 
First, the rapid initial flow of lithium to defects could *Lithium concentration isjlowest near the junction.1 
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Figure 4. Comparison of Photovoltaic Characteristics 
of Quartz-Crucible Cell TI 112 Before Bombardment 

and 19 Months After Bombardment to 1016 e/cm2 

the knee of the October 1968 curve s smerits 

cantly sharper than that of the initial curve, which 
itself indicated a high series resistance. Comparison 
of filling of He 248Pand He 249P 6 gives (an already 
196) f = 0.64 initially for bothecells. As of October, 
1968, f- 0. 64 and-0.55 for He 249P and He 248P , ,re-
spectively. Thus, a filling factor decrease has-oc-
curred in He 248P. It is not clear whether this decrease 
occurred during or after irradiation. 

The shunt resistances of the Group 2 cells as of 
October 1968-were, 

TI 112 - 700 R; 

TI 168 - 250 E2; 

TI 42 - 200 R; 

TI 161 - 10009; 

He 248P - 10009l; and 

He 249P - 1000q. 

It should be mentioned that, of category (b)
3

cell TI 161 with a lithium density of 5 x l0 i s car
 
measured at 1 pm from the junction recoveredto 

the n/p level of 5.3 mW/ca 2 within 3 months after 

bombardment. This is significant; since the radiation 


e/cra2 of I MeV electrons is much
fluence of 1016 	 muchdoseletrosicularlgreaer 0e/orea 	 aeVgreater thanthan sevdral years' dose inin a particularly high-

cellsradiation Earth orbit; and in most orbits used, 

Cells He 2481 and 249P have displayed particu­
larly good behavior after irradiation.' Though pre­
irradiation power values (8.4'mW/cm2 in each cell) 
were 'low, the resistance of the cells to irradiation was 

as seen from the values 1 hour after bombard­
ment. Recovery continued steadily with time. As of the 
latest reading, approximately 19 months after bombard­
ment, the cells had values of 6.5 and 7.3mW/cm 2 for 

P a ; that~is, '30 percent above the value for ,10 U-cm 
-

high, 

n/p cells after bombardment at 1016 e/cm. 

All four of the Group 3 cells in Table'I (that is, 
those with a lithium density measured at -1 pm from 
the junction > 7 x 10 " cm-3 ) showed significant re­
ilegradation between the fourth day-after bombardment 
(March 10, 1967) and the 240th day (November, 1967). 
In cell TI 127, this redegradation continued between the 
240th and the 360th day to the extent that the value of 
P on the 360th day approximated that obtained 1 hour 

after bombadiahent. The values of P for the-other Group 
3 cells have remained constant within experimental error 

since the 240th day. It is noted that three of the four 
cells in Group 3 were Lopex* cells and that the cell 
suffering the least severe degradation was the FZ cell, 
TI 166. The number of cells in this test is too small, 
however, to make any firm judgments on the relative 

of Lopex and Float-Zone cells. Since November 
1967, the cells have stabilized. Averaging over the . 
four cells of Group 3, the initial (pre-irradiation) power 
was P. = 9.9 mW/cm 2, that 1 hour after bombardment 
was 2.3 mW/cm2, that at approximately maximum re­
covery 4 days after bombardment was 4.9 mW/cm 2 

and that, as of the October 1968 reading, 22 months after 
bombardment, was 3.8 mW/cm2. Thus, on the average, 
these heavily-doped lithium cells did.recover to a power 
slightly below the 5.3 mW/cni 2 level found for n/p cells, 

but subsequently redegraded, then stabilized at a power
level approximately 25 percent below that at maximum 
recovery and 65 percent above the level 1 hour after 

bombardment. The values of J dropped slightly (less 

than 10 percent) in these cells during the redegradation 

process; however, the major factor in the redegradation 
was the change in-the shape of the I-V-curves. 18 The 

(already low) average filling factor, f, for these cells 
was 1 0.65 initially. As of the most recent readings, 
f i0.50.- The'slfiuntresistances were 70 a inTI127 

and TI 166, 250'f in TI 128 and 's5009 in TI 132. 

5
Cells Irradiatedto -"l.4'xlO e/cm2 

On November 1, 1968, three TI cells made from 
'20 f-cm FZ silicon-with lithium densities from 2 to 3 x 

1015 cr 3 measured at 1 Am from the junction, were 
irradiated to an incremental'fluence of 10 1s e/cm 2 in 
preparation for an injection-level experima reported

xeietrprepeaainfra~netoree 
During2 the injection-level tests,on in this donference. 9 
e/cnm was applied'for a fluencean addition'al"- 0.4 5c1015 

1.4d x ±o'a / . . T t ells, hich a ve 
ofof 1. 4'x 10615 	 e/6a These three cells, which have 

w~llnotincu moeIs 	 ecms Cels T 42displayed'sinilar b~ehavior are represented in Figure'5.thn 1will not incur 	more than 1015 e/cm2. Cells TI 42 

and 168, more lightly lithium doped at; 2 x1015 em "3 i 
show slower recovery and stabilize at powers slightly 

below the n/p value (see Table I). *Trademark of Texas Instruments Inc. 
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Figure 5. Stability of Performance Parameters in 

Three 20f-cm Float-Zone Cells After 


Bombardment to 1.4 x 1015 e/cm2 


This figure gives plots of the average minority-carrier 
diffusion length7 short-circuit current density and maxi-
mum power for the three cells, each normallized to the 
pre-bombardment values L0, J and P., as functions of 
time (in days) after bombardment. The power density 
scale is indicated on the right side of the figure together 
with the power density found for 10 f-cm n/p cells 
after irradiation to 1.4 x 10' e/m 2. 12 The first dif-
fusion length was taken soon (-5 minutes) after bombard-
ment to 1015 e/cm 2. The first (J-/J-) and (07Z)values, 
however, were taken 70 minutes after bombardment and 

therefore reflect the recovery during these 70 minutes; 
that is, they are higher than the values immediately after 
bombardment. The initial, rising portions of the curves 
represent cell recovery. It is interesting to note that 

the time constant for recovery of the diffusion length, a 
paramdter which is much more sensitive to electron 
irradiation than either the power or the short-circuit 
current, is approximately an order of magnitude shorter 
than that for recovery of power and short-circuit current, 
This suggests that the bulk lifetime is recovering at a 

more rapid rate than are the damage effects near the 
junction. The constant straightline portions of the 
curves represent least square best fits (in this case 
a simple average) to a straight line with zero slope. It 
is seen that (L/tL has remained constant within experi-
mental uncertainty (since recovery) for the 11-month 
duration of the experiment. However, the normallized 
power, (P/P), suffered significant redegradation 
(broken line), from 0.59 to 0.50 between 5 and 8 
months after bombardment, respectively. The normal­
lized power has since stabilized over a 3-month period 
at 0.52, a level of a6.8 mW/cm 2 which is significantly 
above the 6. 0 mW/cm2 for 10 fl-cm n/p cells. Clearly, 
data over a longer period of time is required to'estab- 
lish whether these cells will remain stable at the present 
levels. 

A-R 

The stability of (J/Jo) is questionable. Although
 
all the data points, except the one at 250 days, remain
 
constant within experimental uncertainty, there is a 

noticeable downward trend after the 44-day reading. 

Decrease in open-circuit voltage, Vo,, from 0.515 to 
0. 500, and filling factor, Zfrom 0.67 to 0.65 were also 

encountered from the 44-'day reading to the present
reading. Therefore, the redegradation observed here 
is due to the combined effect of three parameters: 
short-circuit current, open-circuit voltage, and pos­
sibly series resistance. The shunt resistance in each 
of these cells was well above 10000. 

The stability of the minority-carrier diffusion
 
length suggests that the redegradation problems are
 
locallized in the junction area where the p-skin acts as 
a sink for the mobile lithium ions. 

Cells Irradiated to 1014 e/cm 2 

This section is presented in three parts: (a) four 
FZ cells irradiated in December 1966; (b) three Lopex 
cells and one FZ cell irradiated on November 8, 1967; 
and (c) seven FZ cells irradiated on March 12, 1968. 

Cells Irradiated to 1014 e/cm 2 in December 1966: 
Four Float-Zone cells of various starting resistivities 
have been under investigation since December 1966. 
These are represented in Table 11, where pre-irradiation 
of initial values are listed, followed by a running account 
of measurements to date. The cells prefixed with "He" 
were manufactured by Hoffman Electronics Corporation.2 0 

It may be seen that Sample No. He 55-1 had significantly 
higher initial values than the other cells and that all 
cells showed practically complete recovery-n photo­
response. The photo-response parameters after re­

covery remained constant "within10 percent from 
December 1966 through June 1967. Severe post­
recovery redegradation in power-(approximately 50 
percent) in cell 55-1, which was observed in the No­

vember 1967 reading, occurred between 6 and 11 months 
after recovery, and was accompanied by only slight de­
creases in short-circuit current and open-circuit 
voltage, and no decrease in diffusion length. A decrease 
in filling factor, P/JV., was responsible for this 
power drop. The Hoffman cells have remained stable 

at the post-recovery values for over 18 months, with a 
slight upward trend evident in Samples No. He 5-1 and 
He 6-1. It is noted that reverse-bias capacitance 
measurements 2 gave values of NLI equal 

-3to: 1.7 x 01 cm in He 55-1; 1.5 x 1014cm " in 
He 33-2; 2.4 x 1014Cm- 3 in He 5-1; and 4.3 x 1l0'4cm 3 

in He 6-1. Thus, the cells with good long-term sta­
bility after a fluence of 1014 e/cm2 were very lightly 
doped near the junction. 

Cells Irradiated to 1014 e/cm2 on November 8, 
1967: Four TI cells, three made from 200 fl-cm Lopex 
silicon, one from 20 fl-cm FZ.silicon,were irradiated 
to a fluence.of 1014 e/CM 2 at a rate of 2 x 1013 e/cm2/min. 
These cells had very high initial performance 
parameters, P, and J., as shown in Table IIl, which 
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Po 


Sample and 
No. Gr owth 

Method 

He05-1 20 FZ 

1Ho33-2 10 FZ 

lO0-1 100 FZ 

Ho6-1 1000 FZ 

NOTE: FZ is Float Zone 

Sample 
No. 

-TI 952 

TI 977 

TI 978 

TI981 


NOTES:[ 

TABLE H7. STABILITY OF GFE CELLS IRRADIATED IN DECEMBER 1966 

initial Performance 12/66 	 After Recovery 

j p 
o 2 2 

(mA/cm)(mW/em) 

29.2 9.2 

24.4 '6.6 

24.7 7.7 

23.3 6.4 

TABLE IM. STABILITY OF GFE CELLS IRRADIATED TO 1014e/am IN NOVEMBER 1967 

p, 	 (fl-cm) 
and October 1967 November 1967 December 1967 March 1968 April 1968 July 1968 October 1968 

--December 1966 January-February 1967 June 1967- November 1967 March 1968 July 1968ru. 1 
P J P J PJ P J P J P J 

26.4 9.0 26.5 8.3 25.0 8.3 24.9 4.4 26.2 4.9 26.0 4.4 

23.1 6.2 24.6 6.3 22.8 6.6 23.4 5.2 25.0 G-9 250 6.7 

25.0 8.0 24.7 7.6 25.0 7.7 24.0 8.0 26.6 8.5 26.8 8,5 

23.3 8.0 23.1 7.5 24.5 8.4 24.9 8.6 26.2 9.1 26.0 8.8 

2 


GrowthMethod jJo pao iJ 

20 FZ 33.0 12.6 [28.2] 

200 L . 34.3 12.0 [28.4 

2001L 34.5 13.4 [28.8) 

200 L 35.5 12.4 [29.53 

]values 8 days after bombardment 

PP iJ 

[10.3] 30.0 

[9.53 30.2 

[10. 0] 30.6 

[10.o] 31.5 

L is lopeX 

also gives the values of P and J taken at six different 
times after irradiation. All of these cells have dis-
played significant post-recovery redegradation. How-
every, the degree of redegradation varies significantly 
from cell to cell. 

TI 977 and 978 both have suffered severe re­
degredation since s100 days after bombardment. This 
is clearly seen in Figure 6 which gives plots of L, J, 

P, and V, normallized to the pre-irradiation values, 
as functions of the Lime after irradiation. These values 
are the averages for TI 977 and 978 which have dis-

played similar behavior. The values of J, P, and V 

immediately after irradiation were not obtained because 
diffuson length recovery experiments 2 ' were made (on 
all four cells) after irradiation. It is cl~ar, however, 
that the (electron-voltaic) diffusion length is much more 
sensitive to irradiation than is the photovoltaic charac-

teristic. The diffusion length 5 minutes after bombard-
ment was 0.16 of its original value. Recovery to 0.63 L. 
occurred at room temperature in less than 2 hours. In 
the ensuing 240 days, a decrease to 0.50 L.has c-

curred. This represents a small fractional, change 
(within the ±I0 percent uncertainty in the diffusion length 

measurement) which would not be expected to significant-
ly affect the photovoltaic parameters since the latter 

are insensitive to small minority-carrier lifetime 

changes (varying logarithmically with lifetime). This is 
verified by the stability of the normalized short-circuft 
current, J/J, shown in Figure 6. All short-circuit 

P i p p .P J P f
 

11.1 28.9 10.2 30.4 10.4 27.7 8.6 28.3 7.8 

10.4 28.6 8.9 30.2 9.0 28.5 7.3 28.5 7.1 

10.3 29.2 8.5 30.7 '8.5 27.0 6.5 28.6 6.7 

10.5 30.2 10.3 32.0 11.0 28.5 9.2 30.0 9.3 

current values are constant after recovery within the 
( 5 percent) experimental uncertainty of the measure­
ments. Nevertheless the cell output has suffered 
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Figure 6. Stability of Performance Parameters in 
Two 2009S-cm Lopex Cells After Bombardment 

to 1014 e/cm2 



redegradation from 0. 82 P. at maximum recovery to 
0.54 Po as of the most recent measurement, a drop of 
s35 percent. In addition, the open-circuit voltage has 

redegraded from 1. 0 V0 to 0. 82 Vo, a highly significant 
decrease. 


Figure 7 shows the photovoltaic characteristics 
of TI 978 taken at three different times; (a) before born-
bardment, (b) at the time of maximum power after 
recovery, and (c) as of the latest reading, 331 days after 
bombardment. The shape of the curve taken 331 days 
after bombardment indicates a severe redegradation due 
to a P15 percent drop in filling factor in addition to the 
redegradation caused by the P20 percent drop in open-
circuit voltage. By comparison, the decrease in short-
circuit current is only 6 percent; that is, within experi-
mental uncertainty. Figure 7 clearly demonstrates 
that the stability of short-circuit current is not a suf-
ficient criterion for lithium cell stability. A sufficient 
stability criterion is obtained only through examination 
of the entire photovoltaic response characteristic. 

0.6 
BEFORE BOMBARDMENT 10/20/67 

0.5-
AFTER/ 


0RECOVERY 12/15/67 


0.3- 331 DAYS0 FAFTER BOMBARDMENT o 10/4/6 
> 
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CELL TI978-2xIcm 

0.1- =[O14e/cm ON 11/8/67 
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Figure 7. Comparison of Photovltac Characteristics 

of Lopex Cell TI 978 Before Bombardment, After 
Recovery Following Bombardment to 101 4 e/cm 2 

and After Redegradation 

In comparison to the other two Lopex cells, TI 981 
shows only a slight redegradation as shown in Figure 8, 
which is a plot similar to Figure 6 but with the open-
circuit voltage omitted. In addition to suffering less 

redegradation,the stability time of TI 981 after recovery, 
i.e., Z160 days, is somewhat greater than that for TI 
977 and 978; that is, z100 days. The causes of re-
degradation, however, are the same, namely, a 6 
percent decrease in open-circuit voltage and a change in 
filling factor from 0.63 after recovery to 0.59 after 
redegradation. It is noted that a 6-percent decrease in 
V is significant. This is due to the logarithmic varia­
tion in V with Il, the light generated current, which 
causes the experimental uncertainty to be less than that 
in J and P. 

TI98I-LOPEXp 0'200I-Cm 't=IO'/cm2 

z T--

PRE-BOMBARDMENT VALUES E 
/


([/-) Lo =I2 1/LM 
,9- Jo = mA/cm 2 E 
W- 1.0 0_ 
a- Ul 1 ,0o=12.4-------x 

0808 ... x............ 0t: 
0N 8 

* 0 

2 0.4 i E Me4
M 0 -- C 

z 2 O 
0 1 1 1 1 1 1 0 

0 50 100 150 200 250 300 350 400 
TIME AFTER BOMBARDMENT (DAYS)
 

Figure 8. Stability of Performance Parameters in a
 
2009-cm Lopex Cell After Bombardment
 

to 1014 e/cm 2
 

TI 952, the Float-Zone cell irradiated to 10'' 
e/cm 2 displayed post-irradiation behavior similar to that 
of the Lopex cells just discussed. The performance 
parameters versus time after bombardment are given 
for this cell in Figure 9. Power redegradation was from 
0.88 P. to 0. 62 P.; open-circuit voltage, from 0. 570 to 
0. 521 V; filling factor, from 0.66 to 0. 53. 

The power after recovery in these cells ranged 
from P5 to 12 percent above that found for 10 f-cm n/p
cells' 2 after 10'4 e/cm2 (see Figures 6, 8, and 9). The 
powers after redegradation range from 2 to 22 percent 

the n/p level. 

Cells Irradiated to 1014 e/cm2 on March 12, 1967: 
A total of nine Beliotek cells were irradiated to 1014e/cm 2 at a rate of 2 x 11 3 e/cm2/min on March 12, 

1968. Eight of these cells were made from 20 9 -cm 
Float-Zone silicon, one from 20 f2-cm Lopex silicon. 
The performance histories of these nine cells is given
in Table IV. The initial performance levels of the cells 

LT1952-FZ p=0cmD11 
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uL2trw ]a J 0 SOm/m
Wi- = 126mW/cm2 I 

2. 08 0:7 ... "100 ­. . ... 
N 06 .. 80 z 

- (L/L) n/pCELL (Ref 12) 60 G<c 04 ­&(J/J0 ) 40 Wi 
o 02 0 ) 2.o.(Wp2 0 
z I I I I I 

0 50 00 150 200 250 300 350 
TIME AFTER BOMBARDMENT (DAYS) 

Figure 9. Stability of Performance Parameters in a
 
20 fl-cm Float-Zone Cell After Bombardment
 

to 1014 e/cm2
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TABLE v. STABILITY OF GFE CELLS IRRADIATED TO 10 14e/cm 2 IN MARCH 1968 

Sample P (f-cm) November 1967 March 1968*
No.- and . p j p 

Growth Method o 0 

He 651 20 FZ 26.3 9.8 27.2 10.3 

He 670 20 L 27.7 10.8 28.6 10.6 

He 798 20 FZ 27.6 10.4 28.6 11.1 

He 810 20 FZ 28.9 10.0 28.9 10.0 

He 879 20 FZ 30.1 11.9 30.9 12.3 

He 881 20 FZ 29.6 11.2 30.4 10.1 

He 882 20 FZ 29.6 11.4 30.5 11.9 

He 884 20 FZ 30.2 10.8 31.2 11.3 

He 885 20 FZ 28.9 10.9 29.8 11.3 

NOTES: 	 * before bombardment
 
t=40 minutes after bombardment
 

was somewhat below that of the TI cells discussed in the 
previous section.' The post-recovery performance of the 
first t. o cells in Table IV, He 651 and 670, has been 
erratic. -The reason for this is not understood, so that 
no further discussion of these two cells will be attempted.
It is-notedhoweer, that the most recent power readings 

are only 8 percent below the initial (pre-irradiation) 
powers. •-~ 

-The remaining sevencells are very similar. All 
underwent the same lithium diffusion cycle, namely, 
diffusion from the back surface for 60 minutes followed 
by a 90-minute redistribution, all done at 3500C. 22 The 
initial pei'formance parameters were also similar and 
their post-irradiation properties have been reasonably 
similar. They will therefore be discussed as a.group 
except where comments on-individual cells are deemed 
appropriate. 

Figure 10 gives performance histories as a func-
tion of time after bombardment averaged over the seven 
cells: He 798, 810, 879, '881, 882, 884; and 885. The 
pre-bombardment values of P, = 11. 1 mW/cm 2 and 

= 30. 0 mA/cm2 were reasonably high. 

The first post-bombardment value of (L/L), 
taken 5 minutes after bombardment, was 0.24. This 
is significantly higher than that averaged over the four 
TI cells, namely 0.15. The first values of (J7) and 
(P/P o) in Figure. 10 were taken 40 minutes after bom-
bardment. These normalized values are remarkably 
high, 0.87 and 0.78, respectively. This indicates a 
higher resistance to radiation damage than was found in 

± 
March 1968. April 1968 July 1968 October 1968 

S p j P 5 P 5 P 

23.9 8;9 27.4 10.2 23.4 6.8 25.7 9.1 

24.7 9.5 28.1 6.6 25.6 8.9 26.6 10.0 

23.4 8.5 28.5 10.8 26.3 9.8 27.3 10.1 

24.1 8.1 28.9 10.2 26.9 9.2 27.7 9.5 

25.0 9.2 31.0 12.0 29.1 10.9 29.4 11.11 

25.5 8.4 30.3 9.5 28.2 9.4 28.7 8.4 

25.1 9.0 30.5 11.6 28.5, 10.6 28.8 10.6 

25.1 8.6 30.9 11.1 28.9 10.4 29.0 10.1 

24.6 8.8 30.0 11.3 28.2 10.5 28.3 10.3 

AVERAGE FOR 7 HELIOTEK FZ 
C " 	 CELLSp°=20a-cm!4=101'e/em2 F 

P EpRE-BOMBARD MENT VALUES: 

Lo =4 6 jzm 
,o 
WUjJ O AI'	 IImW/cmrn_ o . o = .I 12 >_ 
a_ 1010 'A 	 1 1­

< A - IV0U) 
N ,, z 
-J (L M< 	 066 
< 0.6 . C 
c 04 CELL 4n/p
04
 
z 	 I. 

0. 	 2 
0 	 - I I I I "I I 0 " 
O0 50 100 150 200 250 300 350.400 

TIME AFTER BOMBARDMENT (DAYS) 

Figure 10. Stability of Performance Parameters in 
Seven 209-cm Float-Zone Cells After 

io1 4Bombaxdment-to e/cm2 

th& TI cells irradiated to 1014 e/cm 2, as would be ex­
peoted given the higher initial performance of the TI 
cells. The next readings, taken 35 days after bombard­
mentindicate practically complete, recovery of photo­
voltaic response. The readings taken on this day, 
however, were approximately 5 percent higher on all 
cells than those taken on other days. It is felt, then, 
that the'light intensity at the cells', surfaces was actually 
is105 mW/cm2 and thus the true values of (S/Jo) and 
(P/7%) should be 0. 95 and 0. 92, respectively, rather 
than the 1.0 and 0.97 readings shown in Figure 10. 
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Subsequent readings given (J/J,) = 0.93, and (P/P) = 
0.91 on the 119th day after bombardment; and (J/Jo) 
0.95 and (PIP) = 0.90 on the 206th day after bombard-

ment. A set of photovoltaic characteristics for one of
 
the cells, He 810, taken (a) before bombardment, (b) 35 

days after bombardment, and (c) 206 days after born-

bardment is shown in Figure 11. The characteristics 

of He 810 are representative of six of the seven cells of 

this group. No sensible redegradation was evident in
 
these six cells. (Note in Figure 11 that the character-

istic taken 35 days after bombardment is believed to have 
been taken at -5 percent higher intensity than the other 
two curves and should therefore be translated to the left 
by that amount.) One of the seven cells, TI 881, did 
display a significant power redegradation. The series 
resistance of this cell after redegradation, as measured 
by the technique of Wolf and Rausohenbach,2 3 was 
2.8 Q2. Thus, the redegradation was presumably due to 

a series resistance increase. The filling factor de-

creased from 0.63 to 0.56, and the power from 9.4 to 

8.4 mW/cm2 during this time. The short-circuit current 
and open-circuit voltage remained constant during this 
time; thus the redegradation in this cell was due solely 
to an increase in the series resistance of the cell. 

Although the 'duration of the post-irradiation 
stability tests on these Heliotek cells has been shorter 
(206 days) than those on the Texas Instruments cells 
after 1014 e/cm2 (331 days), sufficient data exists to 
indicate better long-term stability in the Heliotek cells. 
It should be stated that the initial values of NLI in all 
the Heliotek and TI cells placed them in either Group 1 
or 2; that is, lithium densities less than 5 x 1015 cm 3 . 

06I I I I 
AFTER RECOVERY (4/16/68) 
(35 DAYS AFTER BOMBARDMENT) 

0.5 ­

0.4- -

BEFORE BOMBARDMENT (3/5/68) 
0 

> /68) (206 DAYS-_' 


AFTER BOMBARDMENT) 
o02 

CELL He 810-2 xI cm 

l=IO'4e/cn 2 ON 3/12/68 

0 to 20 30 40 50 60 

I (MILLIAMPERES) 

Figure 11. Comparison of Photovoltaic Characteristics 

of Float-Zone Cell He 810 Before Bombardment, 


AfterRecovery Following Bombardment to 

1014 e/cm2 , and 206 Days 


After Bombardment 
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The effect of lithium density distribution on cell stability 
after various radiation levels is discussed more thorough­
ly in a later section. 

All of the cells irradiated to 1014 e/m 2 had, as 
of October, 1968, shunt resistances greater than 1000 Q. 
Thus, shunt leakage has not been a factor in the per­
formance of these cells. 

Unirradiated Cells 

Table V presents a performance history for 
19 Heliotek (He) cells and 2 Texas Instruments (TI) 
cells covering approximately 1 months and be­
ginning with the first measurement on the cells. A 
negligibly small electron fluence was applied to each 
cell during minority-carrier diffusion-length measure­
ments. This fluence is calculated to be less than 1010 
e/cm2. All of the Heliotek cells shown in Table V were 
fabricated from 20 f-cm starting material. The two 
TI cells were fabricated from 200 U-cm Lopex silicon. 
Three of the Heliotek cells were fabricated from Lopex 
silicon, the remaining 16 were from- Float-Zone 
silicon. 

It is seen from Table V that, of all the cells tested, 
only He 867 and TI 979 have suffered degradation in power 
output. (The March power measurement on He 815 is 
considered in error, probably due to faulty contacts.) 
In He 867 the power degradation amounted to 15 percent 
and occurred only after 8 months. The main cause 
of the degradation was a series resistance increase, f 
decreasing from 0.79 in July 1968 to 0.65 in October 
1968. In contrast, TI 979 showed significant degradation 
between 4 and 8 months after the first measurement and 
as of the latest measurement was 35 percent below the 
initial value obtained in November 1967. This 35 per­
cent is the same as the amount of redegradation suffered 
by two similar TI cells (977 and 978) after irradiation to 
l014 e/cm2 in November, 1967. In fact, as Figure 12 
shows, the changes inI-V characteristic in TI 979 are ap­
proximately the same as were the changes in I-V charac­
teristic in TI 977 and 978 (of Figure 7). Figure 12 gives 

photovoltaic characteristics for TI 979 as of November 
1967 and October 1968. Adecreaseinopencircuitvolt­
age from 0. 570 V to 0. 510 has occurred in addition to a so­
vere drop in filling factor, as seen from Figure 12, f =0. 64 
in November 1967 to f =" 0. 48 in October 1968. During 

the same time period, the short-circuit currenthas re­

mained constant within experimental uncertainty. 

The degradation in power of these two unirradiated 

cells, He 867 and TI 979, and the stability in the short­
circuit current in the same cells, agam points out the 
insufficiency of the latter as the stability criterion in 
lithium-doped cells. 

The initial values of NLI in the unirradiated cells 
placed them in either Group 1 or 2; that is, lithium 
densities less than 5 x 10' 5 cm-3 measured at 1 /Am 
from the junction. It will be seen in the discussion which 
follows that, while being a useful index of the effect of 



TABLE V. PERFORMANCE HISTORY OF UNIRRADIATED CELLS 

Pc November 1967 March 1968 July 1968 October 1968 

and j
Smple 	 Growth 02 2 2 2 

2	 2 2 
mO. Method (mA/cm ) (mw/cm ) (mA/.m ) (mw/cm ) (mA/cm ) (mW/cm2) (mA/cm) (mw/cm 

He673 20L 24.3 8.8 25.0 - 9.4 23.1 8.5 24.5 8.9
 

He676 20L 25.9 9.1 26.6 9.7 24.7 
 8.9 26.0 9.2
 

He694 2OL 25.8 9.4 26.8 9.7 24.9 9.3 26.3 9.7
 

He796 20FZ 26.0 9.5 26.9 10.3 ,25.2 9.4, 26.1 9.7
 

Be808 20 FZ 26.4 9.6 27.2 10.0 25.8 9.5 26.6 9.7
 

Be15 20 FZ 28.3 11.0 29.1 8.5 27.7 11.0 28.7 11.3
 

He866 20 FZ 29.0 10.8 30.2 
 11.5 29.0 11.0 29.3 11.2
 

feB67 20 FZ 28.6 10.7 29.9 11.8 28.5 . 10.8 28.9 9.7
 

fe868 20 FZ 26.5 9.9 28.0 10.7 26.6 10.0 26.9 
 10.2
 

He870 20 FZ 28.0 10.5 29.6 11.2 28.5 10.8 29.0 10.9
 

e 871 20 FZ 29.6 11.2 31.6 12.4 30.5' 12.0 * 30.9 12.0
 

He872 20 FZ - - 28.0 10.6 27.1 10.2 27.6 10.2
 

He 873 20 FZ 29.0 11.6 30.0 11.4 29.0 11.1 29.2 
 11.2 

He 875 20 FZ 28.1 10.7 29.1 10.9 27.8 10.3 28.0 10.3
 

He 876 20 FZ 27.6 9.6 28.6 
 11.0 27.5 10.5 27.9 10.5 

He 878 20 FZ - 28.3 11.1 26.1 11.2 28.2 10.8 28.3 10.7
 

He 886 20 FZ 29.1 10.7 0.4 11.5 29.5 11.2 30.3 11.7
 

He 887 20 FZ 30.6 . 10.8 31.8 11.4 30.7 10.9 31.3. i1.6
 

He 892 20 FZ 28.9 11.0 29.8 11.4 "29.0 11.6 - 29.6 11.8
 

TI 976 200 L 32.0 12.1 83.8 12.9 32.5 . 11.8 33.-2 12.8
 

TI 979 200 L 32.4 .11.8 24.3 11.0 33.2 8.4 34.1 8.3
 

NOTES-	 Lis Lopex
 

FZ is Float Zone
 

detrlithium one cell stability, the initial lithium density value 
determined from capacitive measurements at a single 

5(11/17/67) value of reverse bias, is not sufficient for the estab­
0 5lishment of a cell stability criterion. 

0.4-	 Discussion of Results 

Summarizing the results of the stability tests 
03- oafter various electron fluences, considering for the 

> moment only FZ and Lopex cells: 

0.2- . TI cells irradiated to a fluence of 1016 e/cm 2 

CELLTI979-2xlcm have not redegraded after recovery unless­
01§0 the initial concentration of lithium near the 

3junction (NLl) was greater than 5 x 1015 cm- . 

Three He cells(He 340, 341, and 342 with 
NLI !Z2 x lots brm) show spotty behavior, but 

O 10 20 30 40 50 60 70 this is attributed to a very low donor density 
I (MILLIAMPERES) and a consequent increase in series resistance. 

Figure 12. Comparison of Photovoltaic Characteristics . Three TI cells (2.x 1015 <NLI 3 x 1015 cm -3) 
of Unirradiated Lopex cell TI 981 in November, have shown slight tedegradation 1 year after 

1967, and October, 1968 bombardment to a-fluence of 1.4 x 1015 e/cm2. 
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<3.5 x 101s)Four TI cells (1.7 x 10i1 <NLI -100days 
showed significant redegradation 

ombardmeficnt toerdain-10dy
after bombardment to a fluence of 1014 e/cm 2. 
Approximately 1 year after bombardment, 
three of these cells have redegraded to a power 
a35 percent below the maximum power 
achieved during recovery. On the other hand, 

only one of seven Heliotek cells has redegraded 

significantly -200 days after bombardment to 
I0' 4 e/em2 The lithium density, NL!, in these 
cells ranged from 1. 2 to t. 7 x 1015. He 881 
(NLI = 1.7 x.10'5 om 3 ) has redegraded 10 
percent due to an increase in series resist-

a ceonce. 	 Heliotek cells 

of nineteen unirradiated 
Eighteen 

-(I x 1015 <NLI <3.6 x 10 cm-3 ) have been 
stable over an 11-month period. The one cell 
which degraded was He 867 which had an 
initial value of NLI s1.0 x 10s em "3 . This 

cell degraded because of an increase in series 
resistance. Of the two unirradiated tI cells,

3
TI 979, with NLI = 1.6 x 1015 cm- , has de-

graded severely ( 30 percent) while TI 976, 
NLI = 4.1 X 1i5 cm"3 , has remained stable. 

In light of this summary, considering only the TI 

cells for the moment, it is clear that (for a given value 
of NLI) the lower the fluence, the more severe the re-
degradation. In addition, the higher the value of NLI 
for a given fluence, the more severe the redegradation. 
This was seen to be the case for cells irradiated to 
10 16 e/cm2. Figure 13 shows it to be true for the three 
Lopex cells irradiated to 1014 e/cm2. Figure 13 presents 
plots of donor density versus distance from the junction 
for the three Lopex cells TI 977, 978, and 981. These 
plots were obtained from reverse-bias capacitance 
measurements 8 on the cells taken with a Boonton Model 
74Dl capacitance bridge. As indicated m Figure 13, one 
set of plots was taken on October 23, 1967, before born-
bardment, and another on October 11, 1968 after re-
degradation. The cells are labelled on each plot; on the 
plots taken after redegradation, the percentages of re-
degradation in V and P are also given. Figure 13 has 
many noteworthy features: (1) the very great increase 
in lithium density near the junction in each cell; (2) the 
higher density gradients in higher density cells; (3) the 
increase in redegradation with increasing cell density; 
and (4) the greater increase in density at a given dis-
tance from the cell junction (over the period of 1 year) 
for the higher density cells. Thus, redegradation 
in most cases correlates with large lithium density 
gradients and with large changes in lithium donor profile 
adjacent to the junction. The significant slope of the re­
degraded curves near the voltage axis suggests a high 
series resistance in these cells. This could occur in the 
form of sheet resistance if enough lithium donors cross 

the junction to the p-skin to significantly compensate 
the boron acceptor content. However, a 4-point probe 
measurement24 on the p-skin of TI 978 (Figure 7) indi-
cated very high (-10 20 Cm"3) remaining boron donor 

GHNFROVN%oREDE RHDT 
10	 FROM

V % REDEGRADATION 

IN VcHIGHEST 
9 CURVE VALUE 

LABELS P: 0/: REDEGRADATION AFTER 

Lo 8 " IN -POWER RECOVERY 
O THREE0 
x 	 TE -SINSTSro 7 

LOPEX CELLS61E1T1977 
0 ~ V: 16% OECLS 

6V:21%6-IP:2 
-2P:35%­

5 -	 T1981 
VV:6 4%
 

4 10 /11/168,
AFTER IRRAD- P:9%
0 
C) 	 T1977 

o 	 II MONTHS
 
I8
/

o - IATION TO
 

1014e/cm2 ,,0/3/7BEFORE TI98
 
10/23/67 BEFORE
 

IRR DIATION
 

0 015 to 15 

DISTANCE FROM JUNCTION, w (/tm) 

Figure 13. Comparison of Donor Density Profiles of 
Three Lopex Cells Before Bombardment and 11 

Months After Bombardment to 161 4e/cm2 

density. In addition, in measurements of series re­
sistance 23 on the TI cells showing redegradation, the 
values found were very low; for example, TI 952, 
R. 0.609; TI 978, R. 3212. The values 
were in fact somewhat lower than the average for the 
sevenHeliotek cells bombarded to 1014 e/cm2, namely 

1.2 U. In addition, some of the He cells gave 
indication of sheet resistance in the form of increasing 
series resistance as the points of measurement move 
from open-circuit toward short-circuit condition on the 

3I-V curve. No suck indication of sheet resistance was 
observed in the badly redegraded TI cells, TI 952, 977, 
and 978. 

Thus a contradiction is evident. The redegraded 
(Tl) cells display I-V characteristics suggesting large 
series resistance; however, direct measurements give 
low values of series resistance. In addition, the decrease 
in open-circuit voltage in the same TI cells is puzzling. 
The shunt resistances in these cells are too high 
( >10009) to significantly affect the I-V characteristic. 
It must be said, then, that the photovoltaic response of 
these cells is not understood in terms of present solar 
cells equivalent circuits. 

Both unirradiated TI cells display spontaneous 
increases in lithium concentration near the junction 
similar to those shown in Figure 13. However, as 
statedbefore, only TI 979 degraded in output. Its series 
resistance was measured to be 0. 68Q. TI 976, 
which did not degrade, has a series resistance of 0. 639. 
It is not understood why TI 976 did not degrade. 
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The question also arises as to why the Heliotek 
cells, both those irradiated to 1014 e/cm 2 and those left 
unirradiated, have not (in most cases) redegraded (or 
degraded). A possible explanation for this is contained 
in Figure 14 which gives density profiles for two cells on 
two dates approximately 11 months apart. Both of the 
cells were fabricated from 20 fl-cm FZ silicon and both 
were irradiated to 1014 e/cm2. One of them, TI 952, 
started to redegrade -100 days after bombardment and 
had redegraded s30 percent in power 331 days after 
bombardment (see Figure 9). The other, He 810, had 
shown no sensible redegradation 206 days after born-
bardment. 

7* -11/50/671'CELL He8I-STABLE OUTPUT 

x-1/4/68 f206 DAYS AFTER 4 2 

6 
o-0/23/67 
A-10/4/68 

BOMBARDMENT TO 0 e/cm 
CELLTi952-30% REDEG-
RADATION 31 DAYS AFTER2 

5- BOMBARDMENT TO e 
tos 

E " -x 4I 

v.4*T 10 cm (TI 952) 
>: 

W .dN xt0]9m 4 (T1952INITIAL) -. 
O 

0 dND/dW 09xl019cf4(H He8[O-lNiTIAL 
Z2-

d Q= Nstable ­

x 


dN - 9dw .0.2x1 cn 4 (HeSIO) 

I I 1 1 10 2 3 4 
DISTANCE FROM JUNCTION, w (Amn) 

Figure 14. Comparison of Donor Density Profile 
Histories of a Cell which Redegraded After 

Recovery from o1l4 e/cm2 and a Cell 
which Maintains a Stable Output 

After Recovery from 
1014 e/cm2 

The initial (10/23/67 and.11/30/67, respectively) 
densitied of the two cells at zero bias were equal within 
the ±5 percent experimental uncertainty of the mea-
surement; that for TI 952 was 9.5 x 1014 cm-3 and 
that for He 810 was 9.0 x 1014 cm-3 . However, this is 
where the similarity ends. The slope dND/dw, of the 
initial TI 952 profile was 3.0 x 10 19 cm-4 , more than 

"
three times the 0.9 x 1019 cm 4 of He 810. The density 
profiles, taken approximately 11 months later on Octo-
ber 11, 1968, show an even more striking contrast, 
TI 952 displayed a large increase in density near the 
junction as had the other TI cells. On the other hand, 
He 810 had a density profile similar to the initial pro-
file. In addition, whereas the density gradient in TI 952 

s4 
was 7.0 x 1019 cm , giving a density of 5.8 x 10 15 cm­

at a distance of 1.3 Am from the junction, the density 
4gradient intHe 890decreasedat 2pAm to0.2xlO'9 cm , 

a factor of 70 below that of TI 952. Thus, although 
the initial densities of the two cells at the edge of the 
depletion region were approximately equal, their density 
profiles and the subsequent behavior of these density 
profiles were enormously different. The behavior of 
He 810 was typical of all the heliotek cells. It is there­
fore inferred that the lithium motion in the junction 
region in the Heliotek cells is much less than that in the 
.TI cells, and that this reduced motion is responsible 
for the better stability of the Heliotek cells. 

CONCLUSIONS 

c Long-term stability experiments on silicon solar 
cells irradiated by 16. 8 MeV protons and 14 MeV neu­

trons show that'lithium doped p/n cells have significantly 
higher resistance to radiation damage than either 
standard p/n or n/p cells. The proton and neutron 
fluences in the experiments were 2.4 x 1012 p/cm2 

and 4.5 x 1012 n/cm 2, respectively. 

Long-term stability tests on lithium-doped p/n 
silicon solar cells irradiated by 1 MeV electrons to 
fluenoes from 1014 to 1016 e/cm2 indicate that cells 
made from-low oxygen content (Lopex or Float-Zone) 
silicon tend to be less stable than those made from 
high-oxygen slicon. However, they can be made in a 

form. They are more likely to remain stable 
after recovery for radiation damage if the lithium den­
sity concentration is sufficiently low; then, significant 
lithium movement in the region near the junction is 

avoided. Such cells can be made to be slightly more 
resistant to electron irradiation than standard n/p cells. 

Several lithium cells which eedegrade after irradi­
ationto 1014 e/cm2 and one which degrades spontane­
ously with no irradiation display post-redegradation (or 
post-degradation) have photovoltaic characteristics which 
are not explainable in terms of straightforward solar­
cell equivalent circuits and simple p/n junction theory. 

In most redegrading cells, the short-circuit 
current shows no sensible redegradation while the power 
and open-circuit voltage degrade. Minority-carrier 
diffusion length is also relatively constant during re­
degradation. Thus, the short-circuit current measure­
ment does not, in general, provide a valid stability 
criterion in lithium-doped cells. 

In Float-Zone cells with moderate lithium density 
and density gradient (density .S1x 10i5 cora at s1 pm 

m 4 
from the junction, density gradient 1 x 10"9 c near 
junction), stability in photovoltaic characteristic has 
been maintained for a period of 200 days after re­
covery from an irradiation of 1014 e/cm 2 1-MeV elec­
trons. Unirradiated cells with these lithium densities 
also maintained stable photovoltaic characteristics over 
a period of approximately 11 months. 

Solar cells with low oxygen content, irradiated
 
to a higher fluence, 1016 e/cm2, require higher initial
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lithium densities (2 to 5 x 10!" cm-3 at -1pim from the 6. J. J. Wysocki, G. J. Brucker, and A. G. Holmes­
9junction) to recover to a value comparable to 10 -cm Siedle, RCA Annual Progress Report, Contract 

n/p cells; that is, -5.3 mW/cm 2 for 100 mW/cm 2 tungs- NAS 5-10239, (June 1967). 

ten illumination. Cells with lower lithium density re­

cover to lower power levels; cells with density above 7. W. Rosenzweig, "Diffusion Length Measurements 
3 s x lol- cm- redegrade after recovery. Cells with by Means of Ionizing Radiation," Bell Sys. Tech. 

densities <5 x 10i1have remained stable since re- Journ., 41, 1573, (1962). 

covery from a fluence of 1016 e/cm 2, over a period 
J. Hilibrand and R. D. Gold, "Determination ofcovering about 1.5 years. 8. 
the Impurity Distribution in Junction Diodes from 

Two lithium-doped solar cells of high oxygen Capacitance-Voltage Measurements," RCA Rev. 

content recovered slowly to a power of .5.'8 mW/cm 2 XXI, 245, (1960). 
1 year after irradiationt6 1 0i6 e/cm2. They have re­

mained stable at this level over a period of 7 months. 9. D. L. Kendall and R. Vineyard, NASA Contract 

Two lithium-doped Float-Zone cells with diffused, - NAS 5-10274. 

heavily-doped phosphorus regions near the junction had 

power densities of -7mW/em 2 at a time 19 months 10. P. Payne, G. Goddelle, and E. L. Ralph, Helio­

after bombardment to 1016 e/cm. In both types of cell, tek, First Periodic Report, NASA Contract No. 

lithium motion across the junction is retarded; in the NAS 5-10272, 21 Aug. 66 to 24 Feb. 67. 

Quartz-Crucible cells, oxygen binds lithium in (Li-O)4 

donor complexes; in the phosphorus-diffused cells, a 11. G. Brucker, T. Faith, A. G. Holmes-Siedle, and 

potential barrier is created by the heavily-doped phos- R. Neadle, RCA Final Report, NASA Contract 

phorus region. The stability of these cells is attributed No. NAS 5-10239 (March 1968). 
in part to this reduction in lithium motion. 

12. R. L. Statler, "Election-Bombardment Damage 

in Silicon Solar Cells," NRL Report 6091 USNRL,
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APPENDIX B 

ELECTRICAL STUDIES OF ELECTRON-IRRADIATED 

LITHIUM-CONTAINING n-TYPE Si* 

Hall-coefficient and resistivity measurements have been used to investigate 
the crystal growth and irradiation-temperature dependence of the introduction 
rate and room temperature annealing of carrier-removal defects in lithium­
doped silicon. Initial resistivity of the quarts-crucible silicon was 30 ohm-cm 
and of the float-zone silicon was --1500 ohm-cm. The silicon was doped with 

3lithium to a density of 2 x 1016cm ._ Irradiations were carried out with 1 MeV 
electrons .atbombardment temperatures ranging from 79 0'K to 2800 K. Specimens 
were annealed to 2000 K thereby separating intrinsic and impurity defects. In­
troduction rates of carrier-removal defects were exponentially dependent on 
the reciprocal of temperature for both types of crystal, but the slopes and
 
limiting temperature values differed. The slope of the carrier-removal rate
 
versus reciprocal temperature curve is 0. 055 eV in crucible silicon and 0. 09
 
eV in zone silicon. The temperature dependence was not consistent with a
 
simple charge-state-dependent probability of interstitial-vacancy dissociation
 
and impurity-vacancy trapping. Carrier concentrations measured at or near
 
room temperature were increased in zone silicon, but were decreased in
 
crucible silicon by isothermal annealing at room temperature. Crucible­
silicon samples annealed to 3730 K for 10 minutes exhibited complete recovery'
 
of mobility. Complete recovery of mobility in float-zone silicon took place in
 
an annealing time -- The time constant of the17 hours at room temperature. 
annealing kinetics at room temperature is consistent with the smaller lithium­
diffusion constant observed in oxygen-rich silicon compared to the lithium­
diffusion constant in oxygen-lean silicon. The mechanism of room temperature 
annealing is attributed to neutralization of carrier-removal defects by lithium 
interaction in crucible, silicon, and by both lithium interaction and defect dis­
sociation in zone silicon. Results suggest that a lithium-oxygen-vacancy complex 
is produced by radiation in quartz-crucible grown silicon and a lithium-vacancy 
complex in float-zone refined silicon. The UiO-V defect is tightly bound com­
pared to the oxygen free Li-V defect. Measurements of carrier density as a 
function of reciprocal temperature located defect-energy levels near Ec - 0.18 
eV and Ec -0.13 eV, in irradiated-crucible silicon. The first defect level is 
the A-center and the latter level is the reverse annealing center which is 
formed at a temperature of 2500 K. A defect level located near Ec -0.-08 eV 
formed after crucible-silicon samples were annealed at room temperature and 
lithium interacted with radiation defects. 

* This work was performed under JPL Contract No. 952249 and NASA 

Contract No. NAS5-10239. 
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A. INTRODUCTION 

Bombardment of silicon crystals by high-energy particles introduces intrinsic 

defects in the crystal. These defects consist of interstitial-vacancy pairs which are 
K for the vacancymobile at temperatures as low as 40 K for the interstitial and 750 

Studies of primary defect formation during low-temperature electron(Ref. I-1). 
bombardment of n-type silicon crystals have been previously reported (Ref. 1-2 to 

1-4). These studies are necessary to understand the production mechanisms of 

primary defects and their reaction products. The reaction products or secondary 

defects are formed during the thermal reordering prodesses which take place after 

completion of the bombardment. Electrical properties of electron-irraiated silicon 

at moderate electron energies (E = 1 to 2 MeV) are dominated by.the secondary 

defects formed by the interaction of primary defects with impurities in the crystal. 

For example, the A-center is a defect-impurity complex consisting of oxygen and a 

are immobile at or below room temperature, but vacancy. In general, impurities 
lithium is an impurity which is highly mobile at room temiperature. This mobility 

makes it possible for lithium to diffuse to radiation-induced defect sites. Interaction 

of lithium with the defects neutralize their degrading effect on the electrical proper­

ties of the silicon. However, at a temperature of about 2500 K, lithium is virtually 

and the diffusion constant of lithium is reduced to"frozen" in the silicon lattice, 

about 1/50 the room temperature value (Ref. 1-5). Thus, by irradiating samples at
 

immobile and then raising the temperature, it is
temperatures for which lithium is 

possible to investigate the processes by which lithium interacts'with the primary and 

secondary defects. 

The power of irradiated-solar cells decreases due to degradation of minority-carrier 

it has been shown that electron, neutron, and proton-irradiated­lifetime. However, 

silicon solar cells (Ref. 1-6, 1-7) containing lithium even when held at room tem­

perature spontaneously recover much of their electrical outputs over a few hours or 

days following the irradiations. Thus, it appears that the mobile lithium ion moves 

and combines with the original damage center, a vacancy-impurity complex,to, 

thereby changing its minority-carrier recombination properties.. The resulting new
 

defect complex has a much smaller effect on the minority-carrier lifetime.
 

It is the purpose of this paper to report the results of Hall-effect and electrical­

conductivity measurements on electron-irradiated silicon doped with lithium.
 
and properties of carrier-removal
Information concerning the damage mechanisms 

defects at bombardment temperatures ranging from 790 K to 2800 K will be presented. 

In addition, the Hall-effect and resistivity measurements were used to monitor the 

isochronal annealing of defects over a temperature range of 790 K to 2500 K. The 
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room-temperature interaction of lithium with carrier-removal defects was monitored 
as a function of time after irradiation by means of the aforementioied techniques. 

This Appendix is divided into four major sections. The experimental techniques, 
apparatus, types of silicon, and electron source are discussed in paragraph B. The 
results of carrier-removal and mobility measurements following electron bombard­
ment, and subsequent isochronal and isothermal annealing are presented in paragraph 
C. These results are discussed in paragraph D with respect to suggested mechanisms 
of defect formation and annealing, and previous Hall measurements and EPR results 
that help to identify defects found in lithium-doped silicon. 

B. EXPERIMENTAL TECHNIQUES 

The Hall-effect and resistivity measurements were obtained by direct current­
voltage techniques on Hall bars of s 0.3 ohm-cm lithium-doped n-type Quartz-
Crucible and Float-Zone silicon. The resistivity of the starting material before 
diffusion with lithium was 30 ohm-cm phosphorus-doped Quartz-Crucible, and 
> 1500 ohm-cm Float-Zone silicon. Lithium diffusion was carried out by heating 
the starting material in a 1-percent lithium-tin bath at R 4000C for several days. 
After suitable cleaning processes, the silicon wafers were ultrasonically cut into 
the shape shown in Figure I-la. Ohmic contacts were made to the bars by alloying 
with 1-percent arsenic-tin or 1-percent antimony-gold alloy. Final connection to the 
alloy dot was made by soldering one end of a fine wire to the dot with indium, and the 
other end to the indium-tinned gold pattern on a ceramic substrate which provided an 
insulated base for mounting the samples. The gold pattern was fixed to the ceramic 
substrate by the standard molybdenum silkscreen process. A thermally conductive 
epoxy was used to attach the Hall bar to the ceramic substrate. The metallized 
ceramic substrate was soldered to a copper plate. Six leads of 0. 005 inch diameter 
formvar wire were soldered to the six contacts on the bar and a copper-constantan 
thermocouple was cemented to one of the arms of the bar as shown in Figure I-lb. 
A magnetic field strength of 1600 G and a current of 1 to 3 mA were used to make the 
measurements. Thicknesses of samples ranged from 0.016 inch to 0. 024 inch. Four 
samples of each type of crystal growth were used in obtaining carrier-removal pro­
duction-rates with an average lithium density of 2 x 1018 :1:0 percent Li/cm 3 measured 
at room temperature (297 0 K) for this group of eight samples. The deviation in the 
carrier-removal rates obtained on Float-Zone and Quartz-Crucible samples was 12 
and 15 percent, respectively. These values were computed from data obtained for 
a bombardment temperature at which three samples contributed values of carrier­
removal rates. The initial impurity concentrations in the Quartz-Crucible silicon 

3 3 were a phosphorus density of ; 1.5 x i0" cm - and an oxygen density of I0' 8 cm - . 
014 - 3 Float-Zone silicon had an oxygen concentration of less than cm as determined 

by the (Li-O) EPR line (Ref. 1-8). Thus, the electrical behavior of the irradiated 
lithium-doped silicon was dominated by oxygen and lithium-defect complexes in 
crucible-silicon and lithium-defect complexes in zone silicon. 
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Sample Geometry and Mounting ConfigurationsFigure 	I-1. 

A cross section of the irradiation apparatus is shown in Figure 1-2. The principle 
parts of the apparatus are identified by letters. Section A and B are reservoirs for 
the liquid nitrogen. The lower portion of the apparatus has two copper radiation 
shields.. One extends downward from A and the other, D, surrounds the specimen. 
The sample mounting strip F, shown in detail in Figure I-ic, contains two holes. The 
specimen is mounted in one and a copper strip with a calibrated hole size, equivalent 
to the rectangular area which the specimen occupies, is mounted in the other. Either 
one of these holes can be positioned in the electron beam by means of the double 
bellows G and spring P. The spring is able to support the structure in its upper 
position when the space between the bellows is filled with air at atmospheric pressure. 
When this space is evacuated by a forepump, the bellows contract and-lift the inner 
dewar, and, therefore, the sample holder, to the second position. The system can be 
cycled rapidly between these two positions by means of an electrically operated valve 
which alternately exposes the space between the bellows to the atmosphere and to the 
fQrepump vacuum. The magnetically operated shutter L is used to interrupt the beam 
without shutting off the machine, deflecting the beam or disturbing the setup in any 
way. When the beam is cut off, the sample is dropped into place by activating the 
three-way electrically-operated solenoid valve which exposes the bellows M to the 
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Figure 1-2. 	 Irradiation and Annealing Apparatus: (A) and (B) Liqyid Nitrogen 
Reservoirs, (C) Dewar finger, (D) Copper Radiation Shield, (E) 
Molybdenum Heaters, (F) Sample Mounting Strip, (G) Bellows, 
(H) Faraday Cup, (I) Hollow Tube, (J)'Trap Door, (K) Window, 
(L) Shutter, (M) Bellows, (N) Liquid Nitrogen Filling Tube, 
(0) Electromagnet, (P) Spring, (R) Lavite Washer, (S) Glass 
Seal, (T) Phosphor Screen, (V) Electrical Leads; and (W) Window. 

air. An electromagnet 0, whose axis is concentric with the beam, permits measure­
ments of the Hall ,coefficient without any disturbance of the sample. The inside of 
the apparatus is evacuated by means of the vacuum pumping system of the electron 
accelerator through the opening where the apparatus is jointed to the beam tube. 
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A 1-MeV Van de Graaff accelerator was used as the electron irradiation source. 
The electron flux was measured by positioning the Faraday cup H directly behind the 
space occupied by the hole in F. The cup is insulated by a lavite washer R and has 
a current lead attached to it via the glass seal S. The uniformity of the beam at the 
specimen position was checked in the following manner. The beam current was first 
maximized electrically by adjusting the magnetic lens and the voltage deflection plates 

At the "closed" end of the Faraday cup a trap door J was suspended across an opening. 

A hollow tube I which contained a thin phosphor screen T across one end could be 
moved through J when a soft iron washer, attached at its opposite end, was moved 
forward by successively switching on a set of electromagnets wound around in coil 
form. The phosphor screen was then moved forward until it was directly behind 
the position reserved for the sample. When the electrons struck the phosphor it 
fluoresced. The resulting pattern was viewed by a television camera which was 
positioned behind the window K. Any necessary focusing or deflection was made and 
then the tube I was withdrawn from the Faraday cup. The'trap door J closed and the 
beam current passing through the hole in F could be measured. The sample leads 
were brought out of the apparatus through the side arm below the sample as shown 
in Figure 1-2. A quartz glass window W located below the lead feed-through was used 
to illuminate the sample with band-gap light to check for trapping effects. The pre­

irradiated or post-irradiated samples did not exhibit any significant sensitivity to 

light. All measurements reported here were made in the dark. 

The carrier concentration and carrier mobility in the silicon samples were obtained 
from the Hall-coefficient and the electrical-resistivity measurements. A correction 
for the ratio of Hall mobility t MH to conductivity mobility AC , was applied to all values 
of carrier density determined from Hall-coefficient measurements. The ratio AH/ 
A was obtained from an empirical equation (Ref. 1-4) based on experimental H 

Ifall-coefficient data (Ref. 1-9). Samples were sequentially bombarded from the 
lowest to the highest bombardment temperature in any series of irradiations. Each 
data point shown in the figures of this Appendix is'the average of at least eight 
measurements obtained on each pair of Hall bar arms by reversing the magnetic 
field direction and by repeating the measurements. Reproducibility of the Hall and 
resistivity voltages was 2 and 5 percent, respectively. The carrier-removal rates 
measured at the higher bombardment temperatures were determined after larger 
changes in carrier density had taken place compared to the density changes at the 
lower irradiation temperatures. Therefore to check the effect of electron fluence 
on the results, undamaged samples were lightly bombarded at 2500 K, and carrier­
removal rates determined from the linear region of the carrier density versus 
fluence curve. The results were in agreement with the carrierremoval rates re­
ported in this paper for this bombardment tempetature. However, a sample bom­
barded to a fluence of 2 x I017 e/cm 2 exhibited s 94 percent change in carrier density, 
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and yielded a carrier-removal rate which was smaller by a factor of 5 than the value 

obtained on the lightly bombarded sample. This fluence dependence of carrier­
or very large values of fluence. Toremoval rate occurs for very small (Ref. 1-10) 

avoid these effects, the samples in this experiment were irradiated to moderate values 

of electron fluence which resulted in a lineardependenceof carrier-density loss on 
fluence at all bombardment temperatures. After the completion of irradiation at 

selected bombardment temperatures, measurements of isochronal 'annealing rates, 
and the temperature dependence of carrier density and resistivitywere made. The 
annealing temperature was not allowed to exceed 2500 K so that the mobility of 
lithium ions was reduced to 150 of the room temperature value. 'By setting this 
temperature limit, the interaction of lithium with radiation-induced defects was 
reduced to a negligible amount. Following the completion of irradiations at all 
bombardment temperatures, the sample temperature was allowed to increase to 
room temperature, and the interaction of lithium with radiation-induced defects 
was determined from measurements of the Hall-effectand resistivity on samples 
which had annealed at this temperature of 2900 K. 

C. EXPERIMENTAL RESULTS 

1. Carrier-Removal Rates 

.Electron irradiation of n-type silicon introduces carrier removal defects 
which can accept electrons from the conduction band. Thus, carriers are removed 
from the conduction band and charged-scattering centers are created which reduce 

the electron mobility. This loss of carriers and reduction of mobility cause the 

resistivityof the silicon to increase. The effects are separated by measuring both 
the resistivity and the Hall-coefficient. In these experiments measurements of 

carrier losses as a function of electron fluence at any bombardment temperature 
were used to compute a carrier-removalrate-An/A$• (CM), and the results for both 

crucible and zone silicon are shown in Figure I-S. These removal-rates are those 

rates which remain after the irradiated samples were annealed to 200? K. Therefore, 
these -rates represent carrier-removal rates of defects which are independent of 
temperature and have been called ITD defects in previous .studies (Ref. I-4). A 
carrier-removal rate of 3 cm - i obtained on samples of lithium-doped zone silicon of 

0. 1 ohm-cmt-bombarded at room temperature has been reported- (Ref. 1-11). This
 
value of An/Ao (CM) was not a constant, but changed with time following the bom­
bardment. It will be shown later in this Appendix that the measurement of carrier­

removal rates Obtained by bombardments at room temperature are influenced by the 

continuous loss .of carriers which occurs during the annealing processes. Bombard­

ment and measurement of carrier-removal rates at room temperature reflect the 
competing processes of damage and annealing. The additional defect which only 

occurs in oxygen-containing silicon at a bombardment temperature of TB t 2500 K 
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Figure I-3. 	 Carrier-Removal Rates Versus Reciprocal Bombardment Temperature for 
Float-Zone and Quartz-Crucible Silicon. Measurements at 790 to 81 K 
after Annealing to 2000 K. Results of Stein and Vook (see Ref. 1-4) for 
10 ohm-cm Phosphorus-Doped Zone and Crucible-Silicon shown for Com­
parison. 

produced a peak in the - An/A p curve for crucible silicon. This defect has been 
attributed (Ref. 1-4) to an oxygen complex since it does not occur in oxygen-lean 
Float-Zone-refined silicon as indicated in Figure I-3. The curve of -An/ALo for 
zone silicon decreases with decreasing temperature at a faster rate than the curve 
for crucible silicon. Calculations of the slopes of these carrier-removal curves 
gave 0. 09eV and 0. 055 eV for the zone and crucible silicon curves, respectively. 
Apparently the defect-production mechanisms are different in these two types of 
silicon. Thus, this result suggests that different defects are produced in oxygen­
containing silicon bompared to oxygen-lean silicon. Carrier-renioval rates (Ref. 1-4) 
obtained on crucible and zone silicon doped with phosphorus to 5 x 1014 cm- 3 are also 
shown in Figure 1-3 for comparison. The temperature dependence of An/A'p shifted 
to higher temperatures relative to the results obtained on the phosphorus-doped 
samples of higher-resistivity. This dependence on resistivity was predicted by the 
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charge-state-dependent theory of Reference 1-4. The higher damage rates of the 
phosphorus-doped samples for both types of silicon are due to the higher energy 
electrons (E = 1. 7 MeV) used to obtain these data, and also to the higher phosphorus­
doping density of these samples which cause greater E-center production. It should 
be noted that the high temperature carrier-removal rate of zone silicon is greater 
than that of crucible silicon by a factor of 2. 5. A defect complex such as the L1O-V 
defect is an acceptor which removes two carriers from the conduction band. In a 
similar way, a Li-V defect will remove two carriers in oxygen-dean silicon. In 
contrast to this effect, the A-center (OV) removes only a single carrier. Thus, either 
the production rate of Li-V defects is higher than the IO-V defect, or more A-centers 
than LIO-V defects are produced in crucible silicon under the conditions of this experi­
ment. It will be shown later that A-center production appears to be about equal to the 
1iO-V center production. 

Sources of systematic errors in obtaining the carrier-removal rates are primarily: 
(1) assumed values of AH/A for each bombardment temperature, (2) magnetic field 
measurement in air to represent the value of magnetic field at the sample, (3 the 
fluence determination, and (4' a measurement or control error of 1 K in bombardment 

temperature near 800 K means an error of z 22 percent in the carrier-removal 
rate measured on zone silicon and ; 12 percent error on crucible-silicon samples 
based on the measured slopes of 0. 09 eV for the zone-silicon and 0.55 eV for the 
crucible-silicon curves. The last source of error is the dominant one in both 
types of silicon samples. ­

2. Crucible Silicon 

a. Carrier-Density Changes 

Identification of defects can be accomplished by measuring the carrier 
density as a function of temperature in order to move the Fermi level through the 
unknown defect level. Thus, the defect level is filled and emptied of electrons, and 
the inflection point in the curve of carrier density versus reciprocal temperature 
locates the defect-energy level and its concentration. This technique is successful 
only when the defect level is located between the conduction band and approximately 
0. 2 eV below the conduction band. Curves of carrier density n, versus reciprocal 
temperature measured at different times before and after bombardment are shown 
in Figure 1-4. It should be noted that the carrier-removal rates one would cal­
culate from Figure 1-4 will not correspond to any unique data point in Figure 1-3. 
The pre-irradiation measurements of carrier densities versus temperature are 
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Figure 1-4. Carrier Density Vef'sus Reciprocal Temperature for Crucible Silicon 
(1) Before Irradiation, (2) Immediately after Irradiation, (3) Anneal­
ing to a Temperature of 2970 K for 174 hours, and (4) Then Annealing 
for 10 min. at a temperature of 3730 K. 

shown in Curve I. A decrease in temperature shifted the Fermi-level towards
 
the conduction band, and consequently the percentage of ionized donor levels.
 
decreased. Thus, the carrier density varied in accordance with the dependence of
 
Fermi statistics on temperature. Curve III is the temperature dependence of
 
carrier density measured immediately after the completion of all bombardments.
 
A. defect-energy level located near 0.18 eV is identified as the A-center (Ref. 1-2 to 

-31-4). The defect density is about 1 x 1015 cm with a temperature T = 2200 K 
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at half-filling of the defect level. This A-center concentration is about 1/3 of the 
total carrier-removal defects calculated from carrier-removal rates and fluences 
at each bombardment temperature. Since the A-center removes one electron and 
the LiO-V defect removes two electrons, A-center production appears to be about 
equal to the LiO-V defect production in the samples of this experiment. Curve HI 
is the temperature dependence of carrier density obtained on the sample after it 
annealed for 174 hours at 2900 K following the completion of bombardment. A 
decrease of carrier density at high temperature, and a slight increase of carrier 
density at low temperature occurred during this annealing period. The decrease 
of n at room temperature can be attributed-either to the formation of additional 
deep-lying acceptor levels and/or loss of lithium due to the complexing of lithium 
with A-centers or LiO-V-centers. This latter possibility of a lithium loss to 
exjplain the decrease of carrier density at high temperature is strongly supported 
by the increase of the Hall mobility at low temperature. In the defect center pre­
viously located near 0.18 eV shifted to 0.16 eV below the conduction band. The 
formation of a new level located near E. -0. 08 eV is indicated by Curve HI. This 

-level also appears in irradiated-crucible silicon of low-doping density (2 x 1015 cm 3) 
after annealing to 297°K, but the level appeared to be very distinct and measurable 

see Figure 1-10). The final curve shown in Figure -1-4 was obtained after 
annealing for 10 minutes at a temperature of 3730 K. The purpose of this technique 
was to speed up the interaction of lithium with.radiation-induced defects. Curve 
IV shows that all defect levels have disappeared and the carrier density has de­
creased extensively at all temperatures. Thus, the interaction time of lithium 
with defects was accelerated considerably by the high temperature annealing. All 
defects appear to be neutralized at an annealing temperature and for a duration 
which is insufficient to anneal normal defect centers (e. g., A, E, C, etc,. ). 

b. Mobility Changes 

The Hall-mobility data gives strong support to the suggested annealing 
mechanism of lithium complexing with defects and neutralizing their electrical effect. 
Figure I-5 shows the Hall-mobility versus reciprocal temperature for the same 
sample and measured under the same conditions as in Figure 1-4. Curve H is the 
mobility measured immediately after bombardmeht. Curves III and lV show the 
mobility progressively recovering from the state of damage after 34 and 174 hours 
at 297 0K following bombardment. Clearly, charged-scattering centers are being 
neutralized since the mobility varies inversely with the number of charged centers. 
Curve V is the mobility measured after the sample was annealed for 10 minutes at 
a temperature of 3730 K. These measurements showed that the mobility completely 
recovered to approximately the pre-irradiation values. Therefore, the scattering 
conditions in the sample after this annealing process are equivalent to the initial 
conditions before bombardment. 
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3. Zone Silicon 

a'. Carrier-Density Changes 

In order to study the effect of oxygen on the results, samples 
fabricated from Float-Zone Silicon were irradiated and measured. The low-oxygen 
content (-<1O'4 cm - ) and high resistivity (- 1500 ohm-cm) of the starting silicon 
prevented a significant number of impurity-defect complexes from forming except 
for lithium-defect complexes. Figure 1-6 shows the carrier density versus reciprocal 
temperature measured before bombardment, immediately following bombardment, 
and after 17 hours at room temperature following bombardment. Irradiated float­
zone silicon exhibited an increase of carrier density at all temperatures, instead of a 
spontaneous decrease of carrier density which occurred in crucible silicon after an­
nealing at room temperature. Both mechanisms of dissociation of carrier-removal 
defects, and neutralization of these defects by lithium takes place in irradiated-float­
zone silicon soon after bombardment. Studies of annealing kinetics performed on 
lithium-doped solar cells (Ref. 1-6, 1-11) indicate that the mechanism of annealing is 
an interaction by lithium with recombination-defect centers which neutralize their 
degrading effect on minority-carrier lifetime. The mechanism of solar cell annealing 
by the annihilation of a Li-V defect has also been proposed (Ref. 1-12). The fast reaction 
at room temperature is due to the lack of oxygen which combines with lithium and de­
creases the free-lithium diffusion constant (Ref. 1-5) in crucible silicon. For the con­
centration of lithium and oxygen in the samples used in this experiment, the diffusion 
constant in crucible silicon is 1/100 the diffusion constant of lithium in zone silicon. 

b. Mobility Changes 

The decrease of the mobility is consistent with the introduction of 
charged-scattering defects in samples bombarded by electrons. Figure 1-7 shows 
the mobility dependence on temperature for the same sample and conditions described 
in Figure 1-6. After the 17-hour annealing period, the mobility completely recovered 
to slightly better than the initial values. This speed of recovery is to be contrasted 
with the speed of mobility-recovery in crucible silicon as shown in Figure 1-5. 
Measurements on a crucible-silicon sample annealing at 2970 K for 40 days after 
bombardment still showed that the mobility had not fully recovered. Thus without 
the necessity of annealing to a temperature of 100' C, irradiated-zone silicon 

-exhibits neutralization and dissociation of all charged scattering centers in : 17 hours 
at room temperature after completion of bombardment. 

Recovery of mobility is controlled by the complexing mechanism of annealing if the 
assumption is made that only one lithium donor is required to neutralize a lithium­
defect comple'x. Thus, there is no effective change in carrier density, but there 
is a decrease in the number of charge-scattering centers. The increase of carrier 
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Figure I-5. Halimobility versus reciprocal temperature for crucible silicon, 
(1) before irradiation, (2) immediately after irradiation, (3i annealing 
to a temperature of 297'K for 34 hours, (4) annealing to a temperature 
of 2970 K for 174 hours, and (5) then annealing for 10 min. to a 
temperature of 31730 K. 

density is controlled by the mechanism of dissocation. Therefore, a measurement 
of recovery kinetics would indicate the existence of the two processes. Accordingly, 
a sample of zone silicon was irradiated to a fluenceof 2 x 10 1 5 e/cm2 at a 
bombardment temperature of 250' K, and then isothermally annealed at a tenipera­
ture of 2970 K. Measurements of mobility and carrier density were made at 
temperatures of 83' K and at 2970 K. The results are shown in Figure I-8 where 
the unannealed fraction of reciprocal mobility f and of carrier-density f are, plotted 
versus the annealing time. The mobility recovers faster than the carrier density. 
It appears that recovery from radiation damage by a defect-complexing process., and 
by a defect-dissociation process act in parallel. A surprising result was the additional 
annealing stage which commenced at an annealing time of 120 min. Measurements 
made at annealing times of 63 and 255 hours indicated that-this second annealing 
stage was unstable since the mobility and carrier density returned to the recovery 
levels achieved after the first stage of recovery. The zone-silicon samples used 
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Figure 1-6. Carrier density versus reciprocal temperature for zone silicon, 
(1) before irradiation, (2) immediately after irradiation, and 
(3) annealing to a temperature of 2970 K for 17 hours. 

in obtaining carrier-removal rates were remeasured 79 days after bombardment 
to check the long-term stability of the annealed samples. They did not show any 
significant change from the recovered-carrier density and values of mobility 
indicated in Figures 1-6 and 1-7. The carrier density measured at a temperature 
of 2970 K increased as is shown in Figure I-8. This indicated that the free 
lithium density increased as a result of Li-V defects dissociating. The mobility 
measured at 2970 K did not change since it is dominated by lattice scattering rather 
than charged:defect scattering at this temperature. 

4. High Resistivity Crucible Silicon 

a. Annealing 

The purpose of this paper was to study the production mechanisms of 
primary and secondary defects in electron-irradiated silicon containing lithium. The 

high concentration of oxygen (10 1 8 cm - 3 ) in crucible silicon prevents the formation of 

lithium-defect complexes in measurable quantities in samples doped with lithium to 
- 3concentrations of 12 x 101 5 cm . For this reason, the major portion of the work was 

3carried out on samples doped with lithium to a concentration of 2 x 101 6 cm - . The 

production of A-centers dominates in crucible silicon of low doping density. This 
has been shown in recent EPR measurements (Ref. I-13) and also will be shown in 
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this paper. A sample of crucible silicon from the same 30 ohm-cm material used in 
- 3all these measurements was doped with lithium to a concentration of 2 x 10 1 5cm and 

irradiated with electrons at bombardment temperatures of 790 K and 2500 K. 

After the completion of the low-temperature bombardments an isochronal annealing 
cycle of 10 min duration at each annealing temperature up to a limit of 250K was 
carried out. The upper-temperature limit was set at 2500K to prevent lithium motion 
and interaction with defects from occurring. The product of the unannealed fraction 

and -PAn/A( (cm) is shown in Figure I-9 together with the unannealed fraction of 1/A. 
There appears to be two annealing stages and a reverse annealing peak at 2500K which 

has been observed in previous electrical experiments. Following the description of 
Stein and Vook (Ref. 1-4), both stages are attributed to the annealing of ITI 
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Figure I-9. 	 Unannealed fraction of carrier-removal rate and mobility versus 
annealing temperature for high resistivity (2.5 ohm-cm) crucible 
silicon after irradiation at 79°K with measurements at 79 0 K 

(Irradiation-Temperature Independent) defects in the temperature range of 100 0 K to 
2000K. Stein and Vook attributed the reverse annealing peak to the formation of a 
defect located near an energy of 0.13 eV below the conduction band. This reverse 

annealing peak is not observed in oxygen-lean Float-Zone silicon, and thus the pro­
duction of this defect requires the presence of oxygen. The separation of the total 

carrier-removal rate into the separate defect components can be deduced from the 
-	 - Iannealing cycle. Thus 0.02 cm 1 is attributed to ITI defects, and 0. 016 cm to ITD 

(Irradiation-Temperature Dependent) defects. The ITD defects are those which in­
volve impurities such as oxygen, phosphorus or lithium. In the present case, the 
phosphorus background is quite low (%10' 4 P/ero), thus E-centers are not expected 

to occur in significant quantities. The two possibilities are the A-centers (OV) or a 

center involving lithium. More will be said about this latter possibility in the dis­

cussion. Correlation of mobility changes with carrier-density changes during the 
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annealing 	cycle are indicated in Figure 1-9 where the unannealed fraction-of /A is 
plotted versus 	annealing temperature. The fraction f / is given by Equation (I-I). 

f /p (T) - 1/,t$ 
f 1 - I/, (-i)=1/1,(79°K) ° 

where 

1/f (T) 	 is the reciprocal value of mobility after annealing at 
temperature T and measured at T = 79°K, 

1/1 (790 K) 	 is the post-bombardment value of reciprocal mobility 
measured at 790 K, and 

1/g 0 	 is the pre-bombardment value of reciprocal mobility 
measured at T = 790 K. 

The annealing 	cycle of 11g showed only a single stage of annealing, but the reverse 
annealing peak 	at T = 2500 K was in agreement with the annealing cycle of the carrier­
removal 	rate. The annealing curve agrees qualitatively with the results obtained on 
phosphorus-doped crucible silicon (Ref. 1-4) of 10 ohm-cm resistivity, and also on 
lithium-doped 	crucible silicon of 0. 3 ohm-cm. The qualitative results are independ­
ent of the 	dopants and their densities in these samples. 

b. Carrier Density Changes 

The remaining results are concerned with the temperature dependence of 
carrier density measured immediately after each irradiation, and then as a function 
of time after the last irradiation with the sample annealing at room temperature. 
These data are shown in Figure 1-10. The most interesting results in the data of 
Figure 1-10 are the interaction of lithium with the radiation-induced defects as demon­
strated by the temporal behavior of n during the annealing process at room tempera­
ture, and the location of defect-energy levels in the carrier-density versus tempera­
ture curves. The location of defect-energy-levels can be determined from the curves 
of n versus reciprocal temperature. The temperature at which half filling of the 
defect level occurs is indicated in Figure 1-10. It can be seen that two energy levels 
are indicated by curve II which is the data taken after completion of the annealing 
cycle following the irradiation at a temperature of TB = 790K. These levels were 
determined to be 0. 18 eV and 0.13 eV below the conduction band which are in agree­
ment with the results of Vook and Stein, namely 0. 185 eV and 0.13 eV. The data of 
curve M for TB = 250 0 K in Figure 1-10 indicates an energy level extending over a 
broad temperature range with an approximate temperature T 1/ 2 = 208°K for the half­
filling of the level. This locates the level at an energy of 0.16 eV below the conduction 
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Figure 1-10. 	 Carrier-density versus reciprocal temperature for high re­

sistivity (2.5 ohm-cm) crucible silicon, (1 before irradiation, 

(2) after irradiation at 79°K plus annealing to 2500K, (3) after 

irradiation at 2500K, (4) annealing to a temperature of 2970K 

for 63 hours, (5) annealing to a temperature of 297 0 K for 163 

hours, (6) annealing to a temperature of 2970K for 379 hours, 

and (7) annealing to 373 0 K for 10 min. 

band. The determination of the half-filling point is not accurate since the energy of 

this defect level appears perturbed or smeared out over a broad energy range. Merg­

ing of the levels at 0.18 and 0.13 eV would produce a broad energy level such as this 

one. 

Examination of curve IV measured after 63 hours at room temperature following 

bombardment, shows that the level at 0.17 eV (A-center) is still present, and the 0.13 

level has disappeared, however a new level at 0. 085 eV has formed. Curve V and VI 

are measurements taken at t = 163 hrs and 379 hrs after completion of the irradiation. 

The 0. 085 level is still present but significantly the carrier density progressively de­

creases at high temperature and increases at low temperature. 

Loss of carrier density at high temperature and the increase of carrier density at low 

temperature as a function of annealing time at room temperature is similar to the be­

havior in the low resistivity (high-doping density) crucible silicon (see Figure 1-4). 
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The explanation is the same as the one suggested before, namely lithium complexes 
with defects to neutralize their electrical effect on carrier density. However, now it 
is predominantly the A-center which has been affected. The number of Li0-V 
centers is small and unimportant. Quantitative arguments supporting this idea will be 
presented in the discussion. Curve VII is the result of annealing the sample at 3730K 
for 10 minutes, thereby accelerating the interaction of lithium with defect complexes. 
A defect level approximately located at 0.18 eV and distributed over a wide energy 
range still remains. The behavior of the mobility substantiated this fact since it did 
not recover to its initial value as the mobility did in the low resistivity sample. Some 
residual damage remained even after the high temperature annealing process. The 
interaction level located at 0. 085 eV did not form in Float-Zone silicon and therefore 
it must require the presence of oxygen for it to occur. 

D. DISCUSSION 

1. Defect Formation 

This study of primary and secondary defect formation during low temperature 
bombardment by 1-MeV electrons shows that two distinct types of defect dominate the 
electrical behavior of lithium-doped silicon. The dominant type of defect is a secondary 
defect formed by the complexing of vacancies with crystal impurities. Vacancies are 
supplied from metastable interstitial-vacancy close-pairs. The irradiation-temperature 
dependence of defect formation has been attributed (Ref. 1-2, 1-4, 1-14) to an intrinsic 
production process of vacancy liberation. This does not appear to be the complete 
description of defect production mechanisms in lithium-doped silicon. The second type 
of defect formed during bombardment is introduced at a rate which is independent of 
irradiation temperature, and this defect is a primary or intrinsic defect as previously 
reported (Bef. It-4. These defects are called ITI (Irradiation-Temperature Independent) 
defects. Carrier-removal rates shown in Figure I-3 were the results obtained on the 
samples after annealing to 2000K. The ITI defects anneal between 1000K to 2000 K as 
shown in Figure 1-9. The carrier-removal rate of ITI defects was found to be 0. 003 
±0. 002 cm-t inthe eight samples of zone and crucible silicon. A value of 0.02 cm- 1 

for the ITI defects was obtained on the high-resistivity sample of crucible silicon. 
Additional measurements of high resistivity samples are required to confirm this 
value. Both values of carrier-removal rate due to ITI defects are small compared 
to the value of 0. 075 cm- 1 reported in Reference 1-4. If one adjusts the ITI defect 
production rates for the higher electron energy (1.7 MeV) used in the experiments 
of Reference 1-4, then the values reported in this paper are still in disagreement by 
a factor'of p 12 for the 0.3 ohm-cm samples. Thus these results suggest a smaller 
probability of ITI formation in low resistivity lithium-doped silicon. 

The irradiation-temperature dependence of the production rate of impurity-complexes 
in silicon has been explained by a model (Ref. 1-2, 1-4, 1-15) based on the formation 
of closed-spaced interstitial-vacancy pairs by electron bombardment. This model 
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yields a probability of vacancy liberation from the interstitial to form vacancy-impurity 
defects. The probability of vacancy liberation from its corresponding interstitial is 
given by 

Pc (1-Pc) 
+ + (1-2) 

1+7/ exp Eb/kT 1+7 exp E /kT 

where
 

P is the probability of defect formation,
 
y is the ratio of statistical weights for the jomp which annihilates
 

the pair to that which liberates the vacancy from the interstitial, 

E+ is the energy barrier to liberation when the close-pair is in 
the more positive state, 

PC 	 is the probability of finding the close pair in a metastable 
state which is more positive, and 

(1-P c ) 	 is the probability of finding the close pair in a state which is 
more negative. 

This probability Pc is given by Equation (I-3). 

pj[+ePEF(noT)-EM] -1(-) 
Pc= 1 + g exp E T )EM(-3) ( 

where 

g is the ratio of the number of ways the state can be occupied to the number of 
ways the state can be unoccupied, EF(no, T) is the Fermi level for electrons 
which is a function of initial carrier concentration n o and temperature T, and 
EM is the energy level of the metastable interstitial-vacancy pair. 

Attempts to fit the data obtained on crucible or zone silicon with the simplified form of 

Equation (1-2) where the terms involving the difference in barrier heights are neglected 

and only the Pc term is considered significant were not completely successful. Data 

obtained on 10 ohm-cm phosphorus-doped zone-silicon (Ref. 1-4) were fitted with 

Equation (1-3) and parameters g =1 and EM = 0. 07 eV were used. The theoretical fit 
of the data is shown in the normalized defect-production probability curves for crucible 

silicon in Figure I-11. Equation (1-3) was used to fit the crucible silicon results of this 
experiment by setting EM = 0.08 eV and g = 0.1 and this theoretical curve is also shown 
in Figure I-11. However, the results obtained on zone silicon cannot be fitted with an 
expression of this simple form. The normalized probability curves for zone silicon are 
shown in Figure 1-12. The slope of the curve -An/AI' versus reciprocal temperature 
yields an energy of 0.09 eV. The best fit to the data using the simple charge-state 
dependent probability of defect formation was obtained with EM = 0.08 eV and g = 0. 013. 
The theoretical values still disagreed with experimental data in the region of the bend­
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Figure. 1-11. 	 Comparison of predicted defect production probability for the charge state­
limited model with measurements of defect production rates for crucible 
silicon. Experimental and calculated values have been normalized. Results 
of Stein and Vook (see Ref. 4) are shown for comparison. 
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Figure 1-12. 	 Comparison of predicted defect-production probability for the charge state­
limited model with measurements of defect production rates for zone silicon. 
Experimental and calculated values have been normalized. Results of Stein 
and Vook (see Ref. 1-4) are shown for comparison. 
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over temperature. It should be noted that the lithium donor level is located at 0.0328 
eV below the conduction band in Float-Zone silicon, and the 11O donor level at 0. 0394 eV 
in crucible silicon (Ref. 1-16). This unusual situation means that for the same donor 
density and temperature, the Fermi level is deeper in the forbidden energy gap in 
crucible silicon than in zone silicon. Thus at low temperatures, the Fermi filling 
factor for the metastable-close-pair energy level can be significantly different in the 
two types, of silicon. It appears that either the complete expression given by Equation 
(1-2) must be used to fit the data, or the irradiation-temperature dependence does not 
arise solely from an intrinsic production process.' The type of impurity-vacancy com­
plex could play a part in the temperature dependence. However, the results obtained 
on oxygen containing silicon suggest that an intrinsic process is operative since a good 
fit of the data with Equation (1-3), and reasonable values of g and EM was possible. 

2. Defect Annealing 

Annealing processes of defects in lithium-doped silicon are unusual since the 
mobility of lithium makes it possible for lithium to diffuse to and complex with defects 
at room temperature. High temperatures are not required to anneal large fractions 
of damage in bulk silicon or devices such as lithium-doped solar cells (Ref. 1-6, 1-7, 
I-11). It was shown by the data in Figure 1-4 that a temperature of 100C is sufficient 
to cause considerable defect annealing. Thus the range of temperatures used to an­
neal the samples was limited to a range of 79°K to 3730K. In the lower temperature 
range from 79 0 K to 250 0 K, the annealing data obtained on lithium-doped crucible and 
zone-silicon samples are qualitatively similar to the annealing data obtained on phos­
phorus-doped silicon (Ref. 1-4). Irradiated-crucible and zone silicon exhibited an­
nealing of ITI defects in the temperature range of 1000 to 2000 K. A reverse annealing 
peak amounting to a 50-percent increase of carrier-removal rate was observed at 
2500K in crucible silicon. The qualitative characteristics of the annealing cycle ap­
pear to be independent of impurities other than oxygen. Spontaneous annealing of de­
fects occurred in the irradiated lithium-doped silicon when the samples warmed up to 
room temperature. In this respect, the annealing behavior is unique and distinctly 
differentfrom irradiated-silicondoped with impurities other than lithium. Defect 
annealing in crucible silicon was clearly demonstrated by the behavior of electron 
density versus reciprocal temperature shown in Figure 1-4 and by the recovery of 
mobility shown in Figure 1-5.' It appears that lithium diffuses to and combines with 
defects to form defect-complexes which are neutral and electrically inactive. The 
loss of donors at high temperatures is attributed to the loss of LiO donors. The speed 
of the lithium interaction is slowed down by the oxygen which reduces the free lithium 
diffusion constant by - 1/100. Application of heat (1000 C) accelerated the interaction 
of lithium with defects so that complete recovery of mobility occurred. Thus, all 
radiation-induced charged-scattering centers were neutralized. 

In zone silicon the annealing behavior was diametrically opposite to the crucible be­
havior. Carrier density increased at all temperatures, and the mobility completely 
recovered within a short period of time at room temperature. It was observed that 
recovery commenced within an annealing period of 20 minutes at room temperature. 
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The mechanism of annealing in zone silicon is attributed to lithium complexing with 
defects and dissociation of loosely bound lithium-vacancy complexes. Both processes 
act in parallel to anneal radiation damage in zone silicon. However the recovery 
time constant of the comglexing process appears to be faster than the time constant 
for the process of dissociation. 

3. Defect Types and Number 

The results indicate that carrier-removal centers are introduced in lithium­
doped crucible and zone silicon irradiated by 1-MeV electrons. Identification of the
 
defects responsible for carrier removal can only be inferred from these measure­
ments since this experimental technique is an indirect method, which does not separate 
out, and examine specific defects as in the more powerful EPE measurement tech­
nique. B. Goldstein (Ref. 1-13) has observed a four line EPR spectrum in electron­
irradiated, crucible-silicon, and a single line spectrum in zone-silicon doped with 
lithium. These damage spectra were attributed to the Li-O-V complex in crucible 
silicon and the Li-V complex in zone silicon. In those situations where defect energy 
levels are measurable (e.g., A-center see Figure 1-4 and 1-10), identification of de­
fects can be made with some degree-of certainty with the'techniques of this experi­
ment. Defect densities can be obtained from n versus 1/T curves, and compared with 
values calculated from the measured carrier-removal rates and electron fluences. 

The high purity of the Float-Zone samples used in this experiment, minimized the 
production of E-centers and A-centers. Thus, a Li-V carrier-removal defect-comple, 
appears to be the most probable defect responsible for carrier losses in the zone 
silicon. In contrast to the zone silicon, the high oxygen concentration in the crucible 
silicon samples means that oxygen will compete with the LiO donor for vacancies, pro­
duced by electron bombardment. Lithium complexes readily with oxygen, and at least 
70% of the lithium (Ref. 1-8) is in the form of LiO immediately after diffusion of the 
crucible-silicon samples with lithium. 

a. High Resistivity Crucible-Grown Silicon 

One of the objectives of this investigation was to determine if the lithium­
oxygen complex combines with a vacancy to form a defect similar to the E-center. 
Some limits can be established relative to the possibility of lithium-defect center pro­
duction by the following considerations. Identification of the defects produced during 

-the irradiations at a temperature of TB = 79°K in the high-resistivity crucible sample 
appears sufficiently certain so that an estimated value of lithium-center density can be 
made. Two energy levels can be seen in curve I of Figure 1-9. The one 0.18 eV is 
close to the value of 0. 185 eV below the conduction band reportedby Vook and Stein 
(Ref. -1-4), 0.186 eV reported by Novak (Ref. 1-3), and 0. 183 eV by Wertheim (Ref. 
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1-17). This defect level is believed to be the A-center. The second defect level in 

curve 11 is not as distinct as the A-center. 'Itis located near 0.13 eV which agrees 

with the value of 0.13 eV obtained in Reference 1-4 and attributed to the defect pro­

duced during the reverse-annealing peak at an annealing temperature of 250 0 K. 

Based on a carrier-removal rate of -An/AI = 0. 016 cm - 1 plus 0.01 cm - 1 for the 

defects produced during the reverse annealing peak, the total number of defects is 
- 32.1 x 1014 cm . The total sum of A-centers and the 0.13 eV centers from curve 1I 

is 3.6 x 1014 cm- 3 . Since all the defects calculated on the basis of the carrier­

removal rate are accounted for, there does not appear to be any lithium centers pro­

duced at TB = 79 0K. A further check on this conclusion can be obtained from the 

change in carrier density measured at room temperature after irradiation. If there 

are no deep centers in the band gap, then the Fermi level corresponding to room tem­

perature should be in a position where all levels are empty and the lithium-donor 

density is equal to the carrier density. - There was no observed loss of lithium meas­
ured at room temperature-after bombardment at TB = 79°K as indicated in Figure 

1-10. The same calculation for the data after irradiation at TB = 2500K yields 9.5 
-
x 1014 cm 3 based on data of curve III in Figure 1-10. The identification of these de­

fects is uncertain because of the diffuse nature of this level and the fact that the energy 

of the level is less than the value for the A-center. However-the loss of lithium can 
-be compared to the expected loss based on -An/A@ = 0.4 cm 1 measured at TB = 

250'K. This calculation gives 8 x 1014 defects/cm 3 . The observed loss of lithium 
inferred from the carrier density measured at room temperature was 6x 10 1 3 Li/cm3 . 

If lithium forms defect centers at the higher bombardment temperature, then the 
density is equal to or less than 6 x 1013 defects/cm 3 . 

After completion of the bombardment, the sample temperature was allowed to increase 

to 297°K. Two distinct energy levels were observed to occur at 0.17 eV and 0. 085 eV 
below the conduction band, as shown in curve IV and V of Figure 1-10. The initial 
number of defects before interaction by lithium took place was 8 to 9 x 1014 defects/ 

3cm . Curve IV yields 6.5 x 1014 defects/cm 3 associated with the energy level at 

0.17 eV and 2 x 1014 defects associated with the level at 0. 085 eV. Thus the total 

number of defects has not changed after interaction by lithium. The room temperature 

loss of lithium was 4 x 10 1 3 Li/cm3. 

Curve VII of Figure 1-10 shows the carrier density as a function of temperature follow­
ing the annealing of the sample for 10 minutes to a temperature of 373°K. The total 
of 8.5 x 1014 cm - 3 defect centers located at 0.17 eV and 0. 085 eV disappeared to­
gether with 4.5 x 1014 donors/cm 3 (measured at room temperature) after this anneal­

ing process. Approximately 4.6 x 1014 centers/cm 3 located at 0.18 eV remain. Thus, 
a total of ;4 x 10 14 defect-centers/cm 3 made up of 2.5 x 1014 A-centers/cm 3 and 
2 x 1014 0. 085 eV-centers/cm 3 have been neutralized. The mobility did not recover 
completely as it did in the low resistivity samples. This is consistent with the re­
sidual damage due to the remaining 4.6 x 1014 defects/cm3 . Although the levels are 
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diffuse and the defect densities are uncertain, the quantitative considerations seem to 
be consistent with the "dea that lithium anneals defects by complexing with them so as 
to neutralize their electrical effects. If lithium forms defect centers in irradiated 
low-doping density samples (p2 x 1015 cm- 3 ), then.the density of lithium defects 

3after bombardment at TB = 2500 K was less than or equal to 6 x 1013 cm - . This con­
clusion is supported by EPB experiments (Ref. 1-13) which tentatively identified LiO-V 
and Li-V damage spectrums in irradiated crucible and zone-silicon samples fabricated 
fromhigh resistivity silicon and diffused with lithium. The damage spectra were not 
observed in samples doped with lithium to 2 x 1015 cm - 3 , but the spectra were ob­
served in the samples doped to densities ranging from 2 x 1016 to 2 x 1017 cm- 3 . 

b. Low Resistivity Crucible Silicon 

The total number of carrier removal defects based on the meas­
x 101 5 ured -An/AI', and the fluence at each bombardment temperature indicated that 3 

defects/cm 3 were introduced by the bombardment. Curve II in Figure 1-4 shows that 
AI015 A-centers were produced, and a carrier density of s4 x 1015 cm- 3 measured 
at room temperature was loss. This implies that 1015 lithium defects (LiO-V) were 
also produced. Curve I indicates that after annealing at room temperature for 174 

10 15 hrs, a total of 3 x defects/cm 3 including 2 x 1015 centers/cm 3 located near 
0.08 eV remain. This shallow level appears to be the same level observed in the high 
resistivity sample after annealing at room temperature. However, the level is not 
as distinct as in the high resistivity sample. The formation of this center required 
the presence of oxygen and the room-temperature interaction of lithium with carrier­
removal centers. The annealing process at 3730K clearly neutralized all defects 
since the mobility completely recovered. An annealing mechanism which involves 
the complexing of lithium with defect centers is suggested by these results. All defect 
centers disappeared after the high temperature annealing. However, residual-defect 
centers were observed after the same treatment in the high resistivity sample. This 
latter effect seems to be due to the lower lithium density in this sample.­

c. Zone Silicon 

Curves of carrier density versus reciprocal temperature shown in Figure 
1-6 indicate that the energy levels of carrier-removal defects are deep in the forbidden 
energy gap since moving the Fermi level from close to the conduction band to 0.2 PV 
below the band has not revealed any defect levels. The high purity of the initial silicon 
insures that most of the carrier-removal defects contain lithium. The annealing 
kinetics of irradiated-zone silicon at room temperature are consistent with the 
greater lithium diffusion constant in oxygen-lean silicon. They are also consistent 
with annealing processes accomplished by lithium complexing- with the Li-V defect and 
by the dissociation of Li-V defects. The dissociation of Li-V defects implies that the 

B-25
 



oxygen-containing defects (LiO-V) in crucible silicon are more tightly bound than the 

Li-V defects in -zone silicon (Ref. 1-18), since the LiO-V complex appeared to be -stable 
at room temperature within the time period of these measurements. A total carrier 
loss of 1016 cm- 3 in zone silicon immediately after bombardment is indicated by the 

data in Figure 1-6. Two carriers are removed from the conduction band by each Li-V 

defect. This means that 5 x 101 5 LiV-defects/cm 3 were produced by the bombardment 

based on the assumption that the Li-V defect is the dominant carrier-removal defect. 
3

After the sample annealed at 297°K, the carrier density increased by 2.7 x 1015 cm- . 

If it is assumed that the number of dissociated Li-V defects is equal to 1/2 the carrier 

density increase, then the Li-V defect which did not dissociate is equal to 3.6 x 1015 
3cm- . Thus, approximately 28 percent of the carrier-removal defects annealed by 

dissociation and the remainder annealed by lithium interaction. 

d. Mobility Changes 

Mobility changes in the irradiated silicon are due to the introduction of 

charged defects which act as scattering centers. The mobility is proportional to the 

inverse second power of the charge on the scattering center. Thus, the mobility is 

quite sensitive to doubly charged defects and large changes in mobility are indicative 

of mulitply-charged defect centers. The ionized-impurity mobilit can be calculated 

from the Brooks-Herring expression (Ref. 1-18) given by 

27/2 K2'(kT)3/2 (1-4) 
41 3/2 _1/2 3 -4 

IT (m*) e3N 1ln(l+b)_b/l+b] 

where 

b - 6K m*(kT) 2 (1-5)2Tn k2 e­

and K is the dielectric constant of the material, m* is the density of states effective 

mass, NI is the number of ionized impurities, and n is the number of conduction elec­
trons. The total carrier mobility is a combination of the lattice mobility and the 

ionized-impurity scattering mobility. Expressions have been derived for the relations 

between lattice, ionized impurity, and conductive mobility. A graph has been com­

puted by Conwell (Ref. 1-19) to permit an evaluation of any one of the three if the 

other two are known. The lattice mobility can be obtained'from the work of Logan and 

Peters (Ref. 1-20). Using these procedures, a mobility change was calculated for 

each zone-silicon sample, and compared to the total-experimental-mobility change. 

The values of mobility dalculated from Equation (1-4) were consistently lower than the 

experimental values. Calculated values of the mobility decrease varied from 10 to 25 
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percent for the fodr samples. Measured value of the Hall-mobility decrease varied 
from 20 to 40 percent. Agreement would only be possible if the ratio of Hall mobility 
to conductivity,mobility didnot"change during irradiation. However, the important 
point to note is the fact that if the centers were doubly ionized, the calculated mobil­
ities would be considerably smaller than the measured values. This calculation in­
dicated that the Li-V defect is a singly charged defect. 
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APPENDIX C 

PERFORMANCE PARAMETERS 

PRE- AND POST-IRRADIATION PHOTOVOLTATC
 
PERFORMANCE OF n/p CONTROL CELLS
 

Control Cell 

D-1 

D-2 

D-3 

D-4 

D-5 

D-6 

D-7 

D-8 

D-4 

D-10 

D-11 

D-12 

D-13 

D-14 

(e/cm
2
) 

ixlO
14  

1x1014 

x1o14 

IO 
14  

5x1014 

5X1014 

8xlO14. 

8x1014. 

3xl01 

3x10 
15  

0xlO1
5 

3x1015 

5x10
14  

!X1014 

_+ Pie-irrldiation 
1(m IPo(mW) Vom\,) 

68.9 . 28.2 553 

69.5 28.0 555 

71.0 28.4 552 

69.1 27.7 553 

69.0 28.1 557 

73.0 28.2 555 

69.3 28.6 557 

71.0 28.1 550 

67.3 27.9 551 

69.0 28.6 551 

68.1 27.7 550 

72.0 29.3 555 

69.2 27.3 543 

67.2 27.4 554 

Post-,rradiation 6 
. 1(mA) P(mW) V(mv) 

56.0 21.1 516 

56.0 21.1 520 

58.3 21.7 518 

57.0 21.3 518 

48.6 17.7 503 

50.1 17.6 500 

47.7 16.9 487 

16.5 16.2 487 

39.5 13.6 471 

40.6 14.0 471 

40.5 13.9 471 

408 13.9 471 

50 1 17.9 497 

48.4 17.1, 500 

Post-,rrdiaton 
T /l

0 
I v/V 0 

0.81- 0.75 0.93 

0.81 0.76 0.94 

0 82 0.77 0.93 

0.83 0.77 0.93 

0.71 0.63 0.90 

-0:69 0.62 0.90 

0.69 0.59 0.87 

0.66 -0.58 0.88 

0.59 0.49 0.85 

0.59 0.49 0.85 

0.59 0.50 0.86 

0.57 0.47 0.85 

0.72 0.66 0.91 

0.72 0.64 0.90 

* -0.7 MeV electron 

GROUPING, IRRADIATION .SCHEDULE, PROCESS 
PARAMETERS, AND LITHIUM CONCENTRATIONS 
OF CI AND Hi CELLS 

Cell 
Group 

CI(1) 

C1(2) 

11(1) 

111(2) 

Number 
of 

Cells 

8 

2 

8 

2 

(e/cm
2 ) Li diffusion 

4 Tenp(
0 C) Time(Min) 

I1O 14  450 5 

.&x10
14 
- 450 5 

X1I614 425 90 

8xIO14 
. 425 90" 

Li redistribution 

Temp(OC) Tine(Min) 

450 40 

450 40 

425 60 

425 60 

Li concentration 
-3 dN/ -4 

N 1,4(cm 
- ) d(cm) 

<1014 lxi018 

<1014 IX10
18 

5x014 - 1019 

5x1014 i19 

( r) 
L 

o 

110 

130 

30 

20 

* -0.7 MeV electrons 
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GROUPING, IRRADIATION SCHEDULE, PROCESS 
PARAMETERS, AND LITHIUM CONCENTRATIONS
 
OF C2, H2, AND T2 CELLS
 

LNumber 0 Li Diffusion Li Redistribution Li Concentration 
Cell of 2 

0 
Group Cells (n/em ) Tomp(OC) Time(Min) Tcmp( C) Tim, lm) NLO(cmn ) INL/dw(cm-' ) (Ani) 

14  

C2(1) 5 xlO ,425 90 425 120 wide Lange 1,4 x 10" 80 

14  
C2(2) 2 5x10 425 90 425 120 wide range 1.4 x l010 S0 

C2(3) 3 3x1 
1 425 90 42- 120 wide range 1.4 x l018 so 

4 19  
'0 425 60 5x101 1x10 40 

14  

112(1) 5 ]x014 425 
14  19  

112(2) 2 5xI0 425 90 425 60 5x10 lx10 40 
14  11

H2(3) 3 3x10 5 425 g0 425 60 5x10 1x10 9 40 

T2(1) 6 ixio14 400 90 400 120 2x1014 }llo1
8 

90 
8 


T2(2) 2 5x10
14  400 90 400 120 2x014 lxl0 90 

4 18  
T2(3) 2 3x101) 400 90 400 120 2x101 1x10 90 

GROUPING, IRRADIATION SCHEDULE, PROCESS
 
PARAMETERS, AND LITHIUM CONCENTRATIONS
 
OF T3 AND H14 CELLS
 

Number (e/cm, 
2 ) . Li Diffusion Li Redistribution Li Concentration (F in)
 

Cell of 3 -

NLOcmm ) ) L00L/dw(emGroup Cells 0 Temp(°C) Time(Min) Temp(OC) Time(inl) 

15  2 0  
3xO 1fI0 80

T3(1) 3 tXlO14  400 90 0 0 

T3(2) . 3 Sx1014 400 90 0 0 3x1015 Ix10
2 0 80 

90 0 0 3x1015 Ixl020 so
T3(3) 3 3x015 400 

9 

H4(1) 2 IX1014 425 90 425 60 WIO15 3x101 30 

19  3060 fxI01G 3Wo114(2) 3 8xlO14 425 90 425 

*Electron energy: approx. 0.7MeV 
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PRE- AND POST-IRRADIATION PHOTO-

VOLTAIC PERFORMANCE .OF H4 CELLS 


GROUPING, IRRADIATION SCHEDULE,' PROCESS 
PARAMETERS, A h  LITHIUM CONCENTRATIONS 
OF c4 CELLS 

':amber (elern') LI DUfuslon - LI lledistributtan , LI Concentration ,' (rmJ 
" f . 

Baleh.Graup CclJs Cell Numbers B dN~/dw(em-4) LoTernpi°CJ Time(hlln) Terndoc) -Tlrne(M>n: N ~ , ~ ( c r n - ~ )  

I C4(1) 4 CI-1 to C4-4 1 x 1 0 ~ ~ '  425 90 none -none ' 3x10" 5 x 1 0 ~ ~  15 
(2) 3 C4-5 to C4-7 5 x 1 0 ~ ~  425 90 nono none 3x10 '~  5x10~9  .. 15 

(3) 3' ~ 4 - 8to  c4-10 3 x 1 0 ~ ~  425 90 none none 3x1015 5 x 1 0 ~ ~. 15 
(4) 2 . C4-ll&C4-12 0 425 90 none none . 3x10 '~  5x10 '~  15 

U (5) 4 C4-13toC4-16 i ~ i d ' ~425 90 425 . 60- 2 x 1 0 ~ ~... . 2 x 1 0 ~ ~  . 20 
(8) 3 C4-l7toC4-19 5 x 1 0 ~ ~  425 90 425 60 2 x 1 0 ~ ~  2 x 1 0 ~ ~  20 
(7) 3 C4-20toC4:22 3x1015 425 90 425 . 6 0 .  ., 2 x 1 0 ~ ~  2 x 1 0 ~ ~  '20 
(8) 2 C4-2?&C4:24 0 425 90 425 80 2 x 1 0 ~ ~  2 x 1 0 ~ ~  20 

m (9) 4 . ~ 4 - 2 5 t o c 4 - 2 8  1 x 1 0 ~ ~  425 90 425 120 2 x 1 0 ~ ~  1 x 1 0 ~ ~  40 
2x10~4 1 x 1 0 ~ ~  40(10) 3 C4-29toC4-31 5r1014' 425 90 425 120 

(11) 3 C4-32toC4-34 3 x 1 0 ~ ~  425 90 425 120 2 x 1 0 ~ ~  1 ~ 1 0 ~ ~40 
1 x 1 0 ~ ~  40 

N (13) 4 C4-37roCI-40 1 x 1 0 ~ ~  450 40 none none 2 x 1 0 ~ ~  2 x 1 0 ~ ~  15 
(12) 2 C4-35&C4-36 0 425 90 425 120 . 2x1014 

(14) 3 C4-41toC4-43 5x1014 450 40 none none 2x1015 . 2 ~ 1 0 1 9  I5  
none 2 x 1 0 ~ ~  2 x 1 0 ~ ~  15(15) 3 C4-44toC4-46 3x101', 450 40 none 

none . none 2 ~ 1 0 l 5  2x1019 15 
V (17) 4 C 4 4 9 t o C 4 - 5 2 1 x 1 0 ~ ~  450 40 450 80 

(16) 2 C4-47kC4-48 0 450 40 
3x10~4  1 x 1 0 ~ ~  30 

80 , 3 x 1 0 ~ ~  1 x 1 0 ~ ~  30(18) 3. C4-53toC4-55 5x10 '~  450 . 40 450 
3 x 1 0 ~ ~  1 x 1 0 ~ ~  30(19) 3 ~ 4 - 5 6 t d ~ 4 - 5 83x10~' 450 40 , 450 80 
3 x 1 0 ~ ~  1 x 1 0 ~ ~  30(20) 2 C4-59&C4-60 0 450 40 450 80 



PRE- AND POST-IRRADIATION PHOTO-

VOLTAIC PERFORMANCE OF C4 CELLS
 

ic/km Pro-,rrad',ton Post-lrrdl tion 150Mm 3 Dys 0 Da)y 11Da)s
Grop 1,(nA)P--) 4 io 0P X0lcP/P0 V!V I/i P/P0 V/V 0o / IP ,V/V [ / /Vo 
mV) 1/lap'vvr1/ V/v,0 P/P, 	 1/: PD / L r/ Pp V/V, 

rIp ­

1

CI(0) x O 537 0.92 0.98 - 0.97 0.99 	 0.9733.1 t. 8 9 0.90 - - 0.97 0.97 0.97* 1.00- 0.95 0.98

(2)5,10O4 40,2 15.8 F. 0.87 0.77 0.94 - - - 0.96 0.87 0.98 - - 0.90 0.92 O.s. 
("1) .190 , 3359 3 5132 0.71 0.59 0.0 0,84 0.71 0.89 0.97 0.5 0.92 0.97' 0.84- 0.91' 0.97 0. G 0.93 
(1) 0 40,3 15.7 9 -	 - -. ­-	 . 

(6) ;xi01e 45.4 37.5 531 0.77 0.69 0.91 - - - 0.98~ ~44304 7. .9 080 - - 0.9 0.00 0.03 0.99' 0.9S* 0.05' 0.99 0.95 0.90.0 	 .9 0 990. 0.98:0': 0.:99:0.96' 099 0.986 
(7) 3x1015() 4249 531 0.590.48 0.4 	 0.94 0._87 ­0 17.7 ....- 0740.510.84 0.72 	 - 0.99 0.75 0.88 

________________ ___________Ditch Mf _______ 

(9) jxjQI4 "$4.5 21.1 532 0.03 0.79 0.95- - - - 0.96 0'97 0.99 0.98 0.99 0.99 1.00 0.93 0.99 
(t0) 5xI01 55,2 20.3 538 0.69 0.00 0:86 . . 0.9 0.83 0.94 0.99 0.8 0.94 1.00 0.Sr 0.94 

)154.7 9.1I 0.59 0.77 0.38 0.73' 0.773 0.33 0.61 0.77 0.34 0.78 0.32 0.77 0.81 0.29 0.77 
(12) 0 55.3 19.9 S3 - - . -	 _- - I . . . . -

Batch TV
 
(IS) IIXIO1

4 38.3 15,0 530 10.5- 0,91 0981 - - . 0.95 0.96 0.93 0.9'05 09'.9090099
 
- 0*9 " 0 . 090
0,0 0.99 

'4)1 33.9 15.3 527 0.89 0.82 0.95 - . 0.98 095 .09 099 0:98" 0.9900. 0.99,l4 "099 0.97 0:93- 0.93 
3,1l 15  (13) 3,7 1,.1 517 0.74 .63 0.89 1.64 0.72 0.89 0.97 0.80 0.94 - - 1.00 0.a9 0.95 

41r1 ,0, 39,0 14.3 526 - . . . ­ . I _-
.... .. .Ditch V' .. 

.09 .9 0S .9 10 .9 09(37)ix014 51.7 19,6528 108 .209 	 f100(IA l) f l0 53, 20.8 535 0.70 0.61 0.53 - - 0.9? 0.90 0.95 0.99 0.91 0.90 1.00 0.2 0.98 
3xlO 5191 530 0.60 0.43 0.81 0.62 0.44 0.81 0.81 0.57 0.82 0.90 0.58 0.83 0.95 0.60 0.8330.5 20.0. 


(20J 0 53.4 21.4 532 - ­ -

'Or-y one oellmcasurd 
"*fish series rcos t,oo 

LIST OF CELLS RECEIVED IN SHIPMENT NO. 4
 

Crystal Diff! Time Redist. Time Temp. 
CellI1.D. No. Quantityl Type (OMiutos) (Minutes) (9C) 

C0-11 thn 05-20 10 Crucibe 40 0 450 
0-41 thru CE-s0 10 P Z 40 0 450 
CS-?] thru C5-80 10 Crucible 0 120 425 
C5-101 tbrtCS,-110 10 F_ Z. s0 	 120 425 

tot Qum- 1.D. Crystal p Dff. Redist. Temp.Aur. No. tity Prefix Type (ohm-em) Dopant 	 Time Time (0C) 
(min) (MiD.) 

T.I 4 10 T4- F.. >50 Phos. 90 0 400 
Heltotak 5 10 H5- F. Z. 20 Phos. 90 00 350 
Riellotek 6 10 H6- Cruolble r20 Phos. 90 60 450 
T.1 5 10 TS- Lopx aS0 Flos. 490 0 400 
T.1' 6 10 TO- Lopex >0o mos. 480 0 325 
T.I. 10 TT- Crucible 20 Phos. 480 0 325 
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INITIAL PERFORE~ANCE PARAMETERS OF 

CELLS RECEIVED I N  SHIPMENT NO. 4 


Cell I(mA1 V (mV) Cell 1 ( m A )  V(rnV) Cell 1 ( m A )  V(mV1 


T4-11 55.5 585 C5-75 68.7 585 H6-24 63.5 581' 

12 55.2 583 76 69.0' 590 .H6-30 63.7 585 

13 54.6 580 77 69.9 584 T6-11 70.2 588 

14 56.5 570 78 71.2 588 12 69.0 600 

15 55.4 585 79. 70.7 592 13 68.3 592 

16 56.9 583 80 71.5 593 14 59.3 '595' 

17 57.7 570 101 56.2 545 15 70.7 573 

18 53.3 575 102 57.2 535 16 68 7 596 

19 584 578 103 56.0 539 17 68.4 591 

20 56.4 575 104 59.4 539 18 68.8 591 


C5-11 57.0 603 105 59.5 536 19 69.7 592 
12 56.9 601 106 55.6 531 \ '  20 69.1 595 
13 56.8 ' 593 107 52.8 534 T7-11 70.6 580 
14 57.0 594 108 53.7 542 12 73.8 591 
15 59.1 599 109 59.6 540 13 68.2 590 
16 58.4 600 !, 110 60.6 537 14 68.0 583 
17 58.2 5%. H5-13 63.1 562 15 73.3 580 
18 57.0 600 15 64.7 560 15. 70.3 580 
19 57.5 593 18 74.0 560 11 "72.2 590 
20 54.5 597 20 70.2 560 . 18 70.1 594 
41 47.2 560 ' 21 73.4 557 19 59.3 578 
42 44.2 560 00 73.3 552 3 20 7 0 ~ 0  584 
43 44.4 552 01 72.7 560 T5-11 60.7 594 
44 38.7 538 02 77.4 555 12 57.5 601 
45 41.0 542 04 78.0 555 13 58.5 595 
46 46.3 560 73.3 557 14 56.1 591 
47 39r4 46.0 544 15 55.1 596 
48 43.2 % 22 49.0 546 16 54.2 501 
49 44.8 553 28 49.4 542 17 54.9 590 
50 44.7 551 30 48.5 550 . 18 57.9 595 
71 70.0 593 36 50.1 548 . 19 55.8 600 
72 72.1 5% 21 57.4 566 20 55.3 595 
73 73.4 597 19 52.3 560 

t 74 64.7 577 43 63.4 569 
. . 



INITIAL PERFORMANCE PARAMETERS FOR
 
CELLS FABRICATED IN-HOUSE 

I~iie' I'lot Zone Quiri Crucible 

No.llN 
0. 

N LO Nj" 

rn-
1 Im0-ro0b) 

m3 
co. 

NSnmple 

No, 

( 
( 
. 

Nj 0-

14-X 

NLNW 

(cm
1O-' 

1 

(-'I
(microns) 

Sm (ein 
-3 N1 1(em 

-3 

-lb1 
o1 

10 0-em I 0-cr 12 to 26 Q-cm 

A-1-2 7.0 1.0 D-191-1-2 1.8 94 G-1-1 7.5 2.0 40 

A-1-4 5.1 1.0 128 D-1-2 1.8 71 G-1-2 7.5 1.9 41 

A-2-1 1.0 0.3 83 D-1-3 . 5 72 G-1-5 4.0 1.3 30 

A-2-2 1.3 0.3 85 D-1-4 1.5 60 G-2-1 5.5 1.8 33 

A-2-J 1.9 0.3 90 D-2-1 1.0 87 G-2-2 5.7 1.8 37 

A-S-I 9.0 2.0 118 D-2-2 1.0 86 G-2-3 . 5.5 1.8 34 

A-3-2 2.0 109 D-2-3 1.2 86 G-2-4 5.5 1.8 27 

A-3-J 7.8 2.0 109 D-2-4 1.2 - 99 G-2-5 5.5 1.8 41 

A-4-1 13 2.0 132 D-1-6C 0 0 66 G-1-6C 0 0 33 

A-4-2 8.5 2.0 109, D-1-7CA 0 0 53 G-1-7C - 0 0 33 

A-4-3 7,5 2.0 - 112 D-I-$CA 0 0 65 G-2-6C 0 0 b3 

A-4-4 7.2 2.0 91 - D-2-6C 0 0 50 G-2-7C 0 0 50 

A-5-1 9.4 2.0 94 D-2-7CA 0 0 53 

A-5-2 10 2.0 72 D-2-BCA 0 0 46 

A-9- 8.5 2.0 216 

A-2-4C 0 0 47 10 fQ-cm 
A-S-7CA 0 0 45 

A-4-7CA 0 0 5 E-1-1 5.6 1.5 100 
A-S-7CA 0 0 29 B-1-2 4.4 1.0 94 

E-1-3 4.5 1.5 G7 

I fl-cm F-1-4 0.9 55 
E-2-1 J.0 1.0 129 

1-1-2 1.3 103 E-2-2 1.5 1.0 96 
1-2-1 1.3 141 E-2-3 2.3 1.0 83 

B -2-2 1.3 125 E-2-4 1.0 102 

B-3-1 1.3 100 E-1-SC .0 0 62 

B-3-2 1.5 97 E-1-7CA 0 0 42 

B-1 -7CA 0 0 23 E-1-SCA 0 0 38 
B-2-7CA 0 0 30 E-2-6C 0 0 29 

E-2-7CA 0 0 33 
30 fl-cm E-2-SCA 0 0 33 

C-1-5 9.0 1.5 131 30 fl-cm 
C-1-7 1a. 3.5 120 

C-2-1 3.0 1.5 100 F-I-I - 3.2 1.0 104 

C-2-2 3.2 1.1 94 F-1-2 3.5 1.0 97 

C-2-3 1.3 95 F-1-J 1.3 1.0 75 

C-2-4 3.0 1.5 97 F-1-4 5.5 1.0 97 
C-2-5 1.7 84 F-2-1 1.4 1.0 79 

C-4-2 2.3 1.5 7b F-2-2 1.0 0.9 69 

C-3-3 1.7 72 F-2-3 1.1 1.0 32 
C-3-4 1.6 83 F-2-4 2.5 1.0 68 
C-4-1 4.4 1.0 57 F-1-6C 0 0 39 

C-4-2 1.1 58 F-1-7CA 0 0 42 

C-4-3 3.0 2.1 64 F-1-8CA 0 0 47 

C-4-4 4.1 1.5 61 F-2-6C 0 0 32 

C-4-5 3.4 1.7 57 F-2-7CA 0 0 32 

C-2-6C 0 0 55 F-2-SCA 0 0 31 
C-2-7C 0 0 52 

C-2-8C 0 0 39 
C-3-bC 0 0 57 
C-3-7C 0 0 33 

C-4-6C 0 0 32 
C-4-7C 0 0 37 
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INITIAL PERFORMANCE PARAMETERS FOR GFE 
CELLS PROVIDED DURING PRESENT YEAR
 

Cell 0cr)G1. ,oth (mucrons) (MA/,m 
2) (volts) (mV/cm 2) (cm 

­3 x 10 -1 4 , 

T1948 20 FZ 90 JJ.7 .371 13.3 11 

949 20 FZ 8D 32.6 .569 12.9 9.5 

910 20 Fz 77 32;9 .570 13.0 13 

951 20 Pz 76 32.2 .568 12.7 14 

932 20 FZ 931 33.0 .564 12.6 9.3 

976 200 Lopcex 1 0 J2.0 .568 12.1 16 

977 200 -Lope, - 100" 34.3 .354 12.0 13 

978 200 Lope\ IOU 34.5 .574 13.4 18 

979 200 Lope, 122 32.4 . 69 11.8 11 

981 200 Lopex 121 35.3 .562 12.4 9.5 

l1c631 20 Lope\ 33 26.3 .5313 9.8 15 

670 20 Io[sx 41 27.7 .543 10.8 17' 

673 20 LopIe..x 23 24.3 .522 8.8 17 

b7b 20 Lopes. 31 25.0 .519 9.1 20 

694 20 Lopex 29 25.8 .525 9.4 13 

796 20 PZ 29 26.0 .323 9.1 8.9 

798 20 PZ 40 27.6 .518 10.4 7.7 

808 20 £Z 30 26.4 .532' 9.6 7.1 

810 20 FZ 39 27.9 .532 9.6 7.1 

813 20 Pz 42 28.3 .535 11.0 17 

866 20 £Z 42 29.0 .332 10.8 7.7 

867 20 FZ 39 28.6 .32J 10.7 4.7 

868 20 FZ 31 26.5 .527 ' 9.9 8.3 

870 20 FZ 41 28.0 .525 10.5 7.1 

871 20 FZ 51 29.6 ..540 11.2 7.1 

872 20 FZ 31 28.0 .535 10.6 3.9 

873 20 FZ 44 29.0 .344 11.6 7.1 

873 20 FZ. .17- 28.1 .331 10.7 8.5 

876 20 PZ 34 27.6 .523 9.2 8.8 

878 20 FZ 36 28.3 .532 11.1 7.3 

879 20 FZ 44 30.1 .542 11.9 7.0 

881 20 FZ 48 29.6 .539 11.2 9.7 

882 20 rZ 51 29.6 .332 11.4 8.3 

884 20 FZ W3 30.2 .330 10.8 9.0 

881 20 FZ 46 28.9 .530 10.9 7.3 

886 20 FZ 43 29.1 .528 10.7 7.6 

887 20 FZ 38 3O.6 .527 10.8 3.0 

890 20 FZ 34 26.4 .327 9.9 8.3 

$91 20 FZ 51 29.5 .535 11.3 7.5 

892 20 FZ 14 28.9 .532 11.0 to 
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INITIAL PERFORMANCE PARAMETERS FOR GFE 
CELLS PROVIDED IN PREVIOUS YEAR AND 
MONITORED DURING PREVIOUS YEAR 

1P s- Vc Pm O0 2 32 x 10 
- 14 

Gr. Meth (micros) (mA/cm ) (volts) (mW/cm ) (cm
- ) 

FZ 33 24.7 .500 7.71105-I 100 
23.3 .514 6.4U-1 1000 FZ 09 

26 24.4 .500 6.633-2 10 FZ 

51 29.2 .553 9.2leI55-1 20 FZ 
24.8 .530 8.4248P 1000 FZ 25 

26 24.2 .543 8.4 ­

- 22 
249P 1000 FZ 

FZ 28.6340 100 74 ­
1728.5 -J41 100 FZ 57 
12FZ 62 29.6 - ­342 100 

20 FZ 89 28.6 .578 9.2 22
 

hJ 20 - FZ 110 29.6 .582 10.4 15
 

71 20 


T142 

FZ 112 28.5 .534 6.3 17
 

112 20 Q.C; 54 28.0 .586 10.5 20
 

I13 20 Q.C. 54 .27.5 .578 9.9 20
 

127 20 LOPEX 72 30.2 .580, 10.2 82 

128 20 LOPEX 78 28.5 .594 10.8 70
 
- - 92
132 20 LOPEX 78 29.8 

5045 27.2 .584 10.8 

FZ 33 25.2 .570 8.7 ­
161 20 FZ 

166 20 


167 20 FZ 
 84 30.8 .568 10.8 7.5
 

168 20 rz 58 28.8 .580 11.1 20
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