
June 1971	 Brief 7l-10158 

NASA TECH BRIEF 
NA SA Pasadena Office	 W 

NASA Tech Briefs announce new technology derived from the U.S. space program They are issued to encourage 
commercial application. Tech Briefs are available on a subscription basis from the National Technical Information 
Service, Springfield; Virginia 22151. Requests for individual copies or questions relating to the. Tech Brief program may 
be directed to the Technology Utilization Office, NASA, Code KT, Washington, D.C. 20546. 

Effect of Size on Cracking of Materials 

A new theory explains the effect of physical 
size of a specimen on crack propagation in any 
material. The brittle behavior of large mild steel 
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Figure 2. Transition Size for Some Typical Materials 

elements, the plasticity recently shown to exist in 
glass, and the marked size sensitivity of fatigue 
specimens are all only little understood phenomena. 
These and other unexplained observations are actu-
ally manifestations of a single law, termed the 
Strain-Energy Size Effect.

The effect of a specimen's physical size on the 
initiation of cracking in any material occurs in 
accordance with the statistics of flaw distribution. 
However, the effect of size on complete fracture is 
also dependent on the stability or instability of crack 
propagation. 

Cracks can stabilize because of energy dissipa-
tion, load relaxation, or crack orientation; the former 
results from the physical properties of the material. 
The energy dissipation stability is affected by the 
strain-energy content (and therefore by the size) 
such that the higher the energy, the earlier this 
stability transforms into instability. Consequently, the 
larger the specimen, the lower the breaking stress 
and ductility that accompany cracking. A possible 
explanation is presented in terms of dynamic effects 
caused by an excess in the energy released over 
the energy absorbed. These dynamic effects influence 
the stability of the propagating crack such that the 
size of the specimen plays a dominant part. 

The conditions favoring instability are: (1) small 
capacity for dissipating potential energy; (2) in-
clusions and voids at all levels of aggregation and 
coarseness of grain; (3) extremely thin and short 
existing cracks; (4) small capacity for damping vibra-
tions; and (5) large size relative to other conditions. 

From the viewpoint of cracking behavior, materials 
can be classified into three broad groups: ductile 
(mainly soft metals), semiductile (materials such as 

- concrete and gypsum), and brittle (glass and similar 
materials). The two material constants required for 
the complete description of the material's resistance 
to fracture are: (1) the surface tension, y; and (2) 
a higher constant, which represents the ultimate re-
sistance to fracture and is usually denoted as 
for the less brittle materials.
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In cracking, a material goes through two critical 
phases. The initiation of the first crack is governed 
by a • constant whose dimensions are equl to 
but whose value is much less than G. In glass, 
this initiation constant is y. In metals, no experi-
mental evidence exists to indicate what value this 
constant has in relation to y . Therefore, a new 
value y is defined as the limiting value that (1/2) 
Gc will approach as the specimen size increases to 
infinity (under these conditions G = 2 y). For glass, 

= y. Similarly, the upper constant G 1 is de-
fined as the limiting value that Gc will approach 
as the specimen size decreases to zero. 

Thus, y should be the true design criterion for 
very large scale members. For ordinary sized members, 
it is important because it determines the event of 
crack initiation. Similarly, G 1 should be the true 
design criterion for small elements of glasslike 
materials. 

All curves representing the size dependence of 
strength and semi-ductility (i.e., the ductility accom-
panying cracking) have the characteristic shape of a 
reversed sigmoid (see Figure 1). This figure also 
shows the effect of size on G, as well as the limit-
ing values of G 1 and y. The difference between 
the two plateaus in each of the three curves is 
equal to the strength, the ductility, and the G

value that- would be gained during the stable prop-
agation of a crack in an extremely small specimen 
of the material. 

In principle, all materials exhibit the behavior 
described. They vary, however, in both the magnitude 
of the transition and its position. Figure 2 illus-
trates this difference in approximate terms. 
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