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OPERATING FREQUENCIES FOR EDUCATIONAL SATELLITE SERVICES*

1. INTRODUCTION ,

This memorandum is a part of a continuing study of application of
communication satellites for helping to meet U.S. educational needs.
First, the factors affecting the choice of transmission frequencies are
identified. These include international radio regulations, natural
environment, man-made environment, hardware considerations, and inter-
connection and spectrum space considerations.

An analysis is then presented of international radio regulations
with emphasis on 1963 EARC and 1971 WARC frequency allocations, power-
flux density restrictions, and resolutions concerning introduction of
Broadcasting-Satellite Systems. Natural-environmental effects have been
divided into two categories: (1) those due to transionospheric propagation,
and (2) those that can be credited to the earth's atmosphere and its
constituents. The frequency dependence of the signal attenuation, signal
distortion, and contributions to system noise temperature due to environ-
mental effects are discussed and comparisons have been made for frequencies
of interest. Next,man-made environmental effects have been examined in
terms of various sharing limitations as well as the indigenous noise contri-
bution to the overall system noise.

In the section on hardware considerations, an attempt has been made
to show the frequency dependence of system cost and performance based on
results in the published literature. The section on interconnection and
spectrum space considerations deals with the implications of the special
nature of educational telecommunication needs, and relates potential
opportunities to the choice of transmission frequencies. The implications
of the various alternatives have been discussed in view of the educational
interconnection requirements.

The last section of this memorandum, the conclusions, deals with
various specific recommendations for educational interests in terms of
frequency choice and related actions for the forthcoming round of domestic
rule-making for incorporating WARC allocations in the domestic frequency
table. An Appendix has been added which describes the development of the
U.S. position for WARC and compares the WARC allocations with those
suggested by U.S.

The author is grateful to Dr. A. M. Greg Andrus (NASA), Mr. R. G. Gould
(FCC), and Mr. E. E. Reirihart (Rand Corporation) for several useful
discussions, and to Dr. R. P. Morgan for many discussions as well as
critical reading of the various drafts. The author "also is thankful to
Mrs. Emily Pearce for the very skillful typing of the manuscript.
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2. FACTORS AFFECTING THE CHOICE OF OPERATIONAL FREQUENCIES

2.1 Introduction

The choice of uplink (earth-to-space) and downlink (space-to-earth)
frequencies for fixed-satellite and broadcasting-satellite services
depends on many considerations. The most prominent of these are:

(a) International Radio Regulations
(b) Natural Environment
(c) Man-made Environment
(d) Hardware Considerations, and
(e) Interconnection and Spectrum Space Considerations.

It should be kept in mind that many of these considerations are not
exclusive of each other. For example, the international allocations of
frequencies are based to some extent upon the natural environment,
state-of-the art of electronic hardware, and spectrum space requirements
as well as the man-made environment (interference to and from services
sharing the same spectrum, electromagnetic radiations from electrical
machinery and automobile ignition, etc.).

2.2 International Radio Regulations

2.2.1 1963 Extraordinary Administrative Radio Conference (EARC)

The communication-satellite service* was established and frequency
allocation provisions were effected internationally by the International
Telecommunications Union (ITU) Extraordinary Administrative Radio Conference

The ITU recognizes two general classes of services: (1) the Radio Services,
which include such services as fixed, mobile, broadcasting, radio location,
radio astronomy, amateur, standard frequency, etc.; and (2) the Space
Services, consisting of space research and communication-, broadcasting-,
radio navigation, and meteorological-satellite services. A terrestrial
service is any radio service other than a space service or radio astronomy.
A "terrestrial" station is a station in a terrestrial service, while "earth"
(including aircraft) and "space" stations are stations in a space service.

1971 World Administrative Radio Conference (WARC) just concluded, has
renamed Communication-Satellite Service as Fixed-Satellite Service (see
Section 2.2.2 and Appendix A). Fixed-Satellite Service is a space service
for point-to-point communication between fixed earth stations via active/
passive satellites. By the virtue of the altitude of the satellite,
this service is also capable of distributing program material over a
wide area for rebroadcast purposes.
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to Allocate Frequency Bands for Space Radio Communication Purposes, Geneva,
1963. Before that, the entire spectrum below 40 GHz was allocated to
terrestrial radio services; almost all the spectrum below 10 GHz was in use
in terrestrial services. Different countries were using the different
segments of this spectrum (below 10 GHz) in different ways and at the same
time, technology was not advanced enough to permit the use of frequencies
above 10 GHz if communication satellite services were to be implemented
soon. It became necessary to make compromises between the demands of
communication-satellite servcies and those of terrestrial services; to
accept communication-satellite allocations shared with terrestrial services,
with constraints on both and to resort to ITU regional allocations.

For the purposes of the allocations, the world has been divided into
three regions as indicated in Figure 1. Region I consists of Europe,
Africa, the Near East, and the U.S.S.R.; Region II consists of the Americas;
and Region III the Middle and Far East, Malaysia, Australia, and Oceania.
The ITU 1963 EARC allocated a total of 2,800 MHz spectrum space to the
communication-satellite service in ITU Region I, 2,600 MHz in Region II,
and 2675 MHz in Region III. Table 1 shows ITU 1963 EARC allocations for
all the Regions. Primary services are printed in capital letters and
secondary services in lower-case, the former being distinguished largely
by having prior choice of frequencies and protection from interference
from secondary services.

As is evident from Table 1, five frequency bands were allocated by
the 1963 EARC. Two bands of 800 and 500 MHz width, respectively, in the
3400 to 4200 MHz and 7250 to 7750 MHz bands were made available for satellite-
to-earth or "downlink", while three bands of 300, 500 and 500 MHz width,
respectively, in the 4400-4700, 5925 to 6425 (for Region II) and 7900 to
8400 MHz bands were allocated to earth-to-satellite or "uplink". Exception
was made for the passive communication-satellite service, which does not
involve any frequency translation as well as any signal processing at the
satellite, and which was to be accommodated in the 7250 to 7750 MHz band.
Most of the allocations are shared with fixed and mobile services, and to
some extent with radio location service in the 3400 to 4200 MHz and 5925
to 6425 MHz bands. Notably, two bands of 50 MHz width each were allocated
by the EARC for exclusive communication-satellite use in the 7250 to 7300
MHz and 7925 to 8025 MHz bands.*

Of 2,600 MHz spectrum space allocated by the EARC for the communication-
satellite service in Region II (the Americas), the United States was able
to use only 2,000 MHz for communications satellites because of noncompatible
use of 600 MHz for terrestrial purposes.LU U.S. allocations exclude the
3400 to 3700 MHz portion of the 3400 to 4200 MHz downlink allocations as

1963 EARC also made certain allocations for space services below 3 GHz
(see Appendix 14, Ref. 1), but most of them have a small bandwidth
(usually less than 10 MHz), insufficient for our purposes. Only two
bands (1540-1660 MHz and 2200-2290 MHz) have large enough widths to be
of any interest to us but they are allocated to aeronautical radio-
navigation (space development) and meteorological satellite service,
respectively.
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TABLE 1

EARC COMMUNICATION SATELLITE FREQUENCY ALLOCATIONS (MHz)

Region 1
Eurasia and Africa

3400-2600
FIXED
MOBILE

COMMUNICATION-SATELLITE
Radiolocation

3600-4200
FIXED

COMMUNICATION-SATELLITE
Mobile

Region 2
The Americas

Region 3
Australasia

3400-3500 RADIOLOCATION
COMMUNICATION SATELLITE

Amateur
3500-3700 FIXED

MOBILE
RADIOLOCATION

COMMUNICATION-SATELLITE

3500-3700 RADIOLOCATION
COMMUNICATION-SATELLITE

Fi xed
Mobile

3700-4200 FIXED
MOBILE

COMMUNICATION SATELLITE

4000-4700 FIXED
MOBILE

COMMUNICATION-SATELLITE

5725-5850
RADIOLOCATION

COMMUNICATION-SATELLITE
Amateur

5850-5925
FIXED
MOBILE

COMMUN I CAT ION-SATELL ITE

5850-5925
FIXED
MOBILE

COMMUNICATION-SATELLITE
Radiolocation

5925-6425 FIXED
MOBILE

COMMUNICATION-SATELLITE

satellite
to

earth
and

passive

earth
to

satellite

7250-7300

7300-7750

COMMUNICATION-SATELLITE

FIXED :
MOBILE '

COMMUNICATION-SATELLITE

7900-7975

7975-8025

8025-8400

FIXED
MOBILE

COMMUN ICAT ION-SATELL ITE

COMMUNICATION-SATELLITE

FIXED
MOBILE

COMMUNICATION-SATELLITE
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well as the entire 4400 to 4700 MHz uplink band. Table 2 shows the U.S.
allocation provision. As reflected by footnote US91 to the Table of
Frequency Allocations, the 4 and 6 GHz frequency bands were adopted for the
commercial global communication-satellite system because the widespread
development of microwave communication systems, primarily those belonging
to the common carriers, in these bands had provided the hardware and
technology for early establishment of a global system; also, from the
viewpoint of available satellite effective isotropic radiated power
(e.i.r.p.), a 4 GHz downlink was more attractive than the 7 GHz band.
The 7 and 8 GHz bands were adopted for the U.S. government systems.
According to the footnote US91, the ultimate disposition of all the
frequency bands for communication-satellite service between government
and non-government usage is deferred. However, for all practical purposes,
the disposition is very much final. When the Federal Communications
Commission, which has the sole authority over the administration of non-
government frequency bands, initiated its domestic satellite inquiry, 4
and 6 GHz were the frequency bands suggested for the operational system(s).
Here one cannot refrain from taking note of the fact that of 2000 MHz
spectrum space for communication-satellite service that is allocated within
the U.S., only 50 percent of it is available for nongovernmental purposes.

To permit the shared use of these frequency bands so that various
competing services could co-exist without causing undue interference to
each other, EARC also imposed certain restrictions in terms of effective
radiated power (e.r.p.), antenna elevation angle, and power flux density
at the earth's surface (see Table 2 footnotes; in addition to elaborate
coordination procedures for siting earth-stations and new microwave relay
terminals.

In two of the frequency bands allocated for earth-to-satellite
transmission, the maximum e.r.p. of stations in fixed and mobile services
is restricted to +55 dBW, and the power delivered to the antenna to +13
dBW (20 Watts). This includes all of the 5925-6425 MHz and a portion
of the 7900-8400 MHz band (7900-7995 MHz).

The mean e.r.p. transmitted from an earth-station in the communication-
satellite service in any direction in the horizontal plane is limited to
+55 dBW in any 4 kHz band, except where site shielding and geographical
separation permit an increase up to a maximum of +65 dBW in any 4 kHz
band. Also the angel of earth-station antenna elevation for transmission
to the satellite is restricted to a minimum of 3°. Except for the +65
dBW maximum,these limitations may be exceeded by agreement between the
administrations (governments) concerned.[3]

The total satellite radiated power-flux-density (PFD) at the earth's
surface is restricted to -130 dBW/m2 for all angles of arrival for
satellites using wide-band frequency or phase modulation and is to be
limited, if necessary by suitable continuous modulation, to no more than
-149 dBW/m2 in any 4 kHz band. For other forms of modulation, the PFD
is limited to -152 dBW/m2/4 kHz for all angles of arrival. However, the
Consultative Committee for International Radio (CCIR) of ITU has developed
several proposed modifications of the original sharing criteria to take
technological advances into account and provide a more balanced treatment
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TABLE 2

U.S. ALLOCATION PROVISION

Frequency
Band - MHz

3700 - 4200 Non-Government Fixed (microwave) , ,
Communication Satellite (space to Earth) US91 —'

5925 - 6425 Non-Government Fixed (microwave) -' 3/ .,
Communication Satellite (Earth to space) US91 - -

7250 - 7300 Communication Satellite (space to Earth) US91 -

7300 - 7750 Government Fixed -/
Government Mobile ±7 i/
Communication Satellite (space to Earth) US91 -

7 9 0 0 - 7 9 7 5 Government Fixed -
Government Mobile 2/ o/ n/
Communication Satellite (Earth to space) US91 - —'

7975 - 8025 Communication Satellite (Earth to space) US91 -

8025 - 8400 Government Fixed -/
Government Mobile ±/ ,, ..
Communication Satellite (Earth to space) US91 — —

]_/ Space station flux density at Earth's surface is limited by RR470-0
and 470-P to not more than -152 dBW/m*-in any 4 kHz band for any
system of modulation and all angles of arrival. (The CCIR has
recommended -152 + 0/15 dBW/m*-).

2/ Terrestrial stations are limited to an effective radiated power
of +55 dBW and not to exceed +13 dBW into the antenna by RR470-B
and 470-C in 5925-6425 and 7900-8100 MHz bands.

_3/ Earth station effective radiated power is limited by RR470-G to
+55 dBW in any 4 kHz band in the horizontal plane and to +65 dBW
in any 4 kHz band at any vertical angle, except as modified by
RR470-H and 470-1; and minimum angle of elevation of 3°.

4/ The U.S. limits the EIRP in the horizontal plane to +45 dBW in
any 4 kHz band in the band 5925-6425 MHz or +55 dBW in any 4 kHz
band in the bands 7900-7975 and 8025-8400 MHz; and normally a
minimum elevation angle of 5°.

US91 The ultimate disposition of this band in the communication-
satellite service, as between G and NG, is deferred. In the
meanwhile, the NG may exploit the 4 and 6 GHz bands, and the
G may exploit the 7 and 8 GHz bands for communication-
satellite service systems intended to become operational...
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of satellite and terrestrial systems. First, the CCIR recommends removal
of the total flux limitation of -130 dBW/m2, since flux density per unit
bandwidth is the only effective measure of interference potential!Next,
it has proposed that the -149 dBW/m2/4 kHz PDF limitation be replaced by
a new one which recognizes.that satellites appearing at high elevation
angles cannot couple directly into terrestrial radio relay system antennae
but only at reduced efficiency through antenna sidelobes. The limit
proposed is (-152 + <f>/15) dBW/m2 per 4 kHz bandwidth, where 4. is the
satellite elevation angle from the point in question.

These limitations have certain implications on the system design
in terms of the system cost and complexity; implications which will be
discussed towards the end of this section along with those arising from
the recently held World Administrative Radio Conference (WARC).

2.2.2 1971 World Administrative Radio Conference (WARC)

Some five years after the time EARC was convened in Geneva, the ITU
at the 23rd session of its Administrative Council, also held in Geneva,
May 11-31, 1968, adopted the following resolutions!!5]:

"To recommend to administrators that a World Administrative
Radio Conference shall be convened during the latter part of
1970 or early 1971. . .with an agenda to include in particular
the following items:

(3) to consider and provide as far as possible, additional
radio frequency allocations for the space radio services;

(5) to revise and supplement as appropriate the existing
technical criteria for frequency sharing between space and
terrestrial systems and establish criteria for sharing between
satellite systems; . . . ."

This recommendation resulted in the recently held World Administrative
Radio Conference (June-July 1971, Geneva) that has allocated an additional
37.4 GHz total spectrum space (extending up to 275 GHz) for fixed-satellite
as well as broadcast satellite services.* WARC has allocated certain

Broadcasting-Satellite Service (BSS) is a space service in which signals
transmitted or retransmitted by space stations (satellites) are intended
for direct reception by the general public. BSS can be divided into two
distinct categories: (1) systems that allow individual reception; and
(2) systems which are designed for community reception. In the case of
individual reception or direct-to-home type BSS systems, the strength of
the emissions from the satellite is strong enough to allow reception through
simple domestic installations. Community reception-type BSS systems are
designed for reception by receiving equipment which in some cases may be
large installations and have large antennae and are intended (1) either
for group viewing and/or listening, or (2) for local distribution of.
signals by cable, including CATV installations, or (3) in some cases for
rebroadcasting to limited areas.
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portions of the spectrum for the exclusive use of fixed-satellite (previously
known as communication-satellite service) and broadcast-satellite services
(see Table 3) as well as certain shared allocations.

WARC not only maintained the shared allocations below 10 GHz for fixed
satellite service but also allocated three additional frequency bands
below 10 GHz for fixed-satellite as well as broadcasting-satellite services:
620-790 MHz UHF-TV band for Broadcasting-Satellite Service on a footnote
basis; use of 2500-2535 and 2655-2690 MHz bands for fixed-satellite service;
use of 2500-2690 MHz band for Broadcasting-Satellite Service (limited to
domestic and regional systems) for community-reception; and the use of
6625-7125 MHz band on a secondary basis for space-to-earth transmission
in the fixed-satellite service.

The other important allocations, both for fixed-satellite and
broadcasting-satellite services, were made in the X- and Ku-Bands. WARC
allocated the 10.95-11.2 GHz and 11.45-11.7 GHz bands to fixed-satellite ser-
vice for space-to-earth transmissions (on a shared basis with terrestrial
fixed and mobile services). Most importantly, it allocated the 11.7-
12.2 GHz band in Region II to fixed-satellite and broadcasting-satellite
services on a coequal basis to be shared with terrestrial broadcasting,
fixed, and mobile (except aeronautical) services. WARC has ruled that
terrestrial radio-communication services in the 11.7-12.2 GHz band shall
be introduced only after the elaboration and approval of plans for the
space radio-communication services, so as to ensure compatibility between
the uses that each country decides for this band. However, WARC limited
the use of the band 11.7-12.2 GHz by the broadcasting-satellite and fixed-
satellite services to domestic systems and made the use of these frequencies
subject to previous agreement among administrations concerned and those
having services, operating in accordance with Table 3, which may be
affected.

WARC also placed limits on maximum satellite radiated power-flux
density (PFD) reaching the earth's surface. For S-band fixed-satellite
downlink allocation (2.500-2.535 GHz), PFD is not to exceed -154 dBW/m2/
4 kHz escalating to -144 dBW/m2/4 kHz between 5 and 25 degrees (elevation).
For the broadcasting-satellite service in the S-band (2.500-2.690 GHz),
PFD is limited to -152 dBW/m2/4 kHz escalating to -137 dBW/m2/4 kHz between
5 to 25 degrees (see Figure 2). 6.625-7.125 GHz fixed-satellite service
downlink PFD is restricted to -152 dBW/m2/4 kHz escalating to -142 dBW/
m2/4 kHz between 5 and 25 degrees. For 10.95-11.2 GHz and 11.45-11.7
GHz fixed-satellite service downlinks, WARC has recommended the maximum
PFD as -150 dBW/m2/4 kHz escalating to-140 dBW/m2/4 kHz between 5 and
25 degrees. Figure 2 shows PFD limits for the various downlink frequencies
(fixed-satellite and'broadcasting-sate!lite services) as a function of
the elevation angle U). For the purposes of comparison, it also trans-
lates the PFD limits to satellite transponder e.r.p. on the assumption
of a 40 MHz transponder and signal bandwidth. For translating PFD to
satellite transponder e.r.p. for use in Figure 2, we simply assumed a
-162.1 dB (l/4irr2) loss, no propagation medium attenuation (the latter
being frequency dependent) and a zero value Range function (R (< j> ) ) . In
real situations, the e.r.p. limit (expressed in dBW) would not be a



Table 3

WARC COMMUNICATION SATELLITE FREQUENCY ALLOCATIONS [MHz]

Region I
Eurasia and Africa

Region II
The Americas

Region III
Australia*

620 - 790
Broadcasting Satellite

[Footnote]

2500 - 2690
BROADCASTING SATELLITE*

[Shared]

2500 - 2S35
FIXED-SATELLITE (Space-to-Earth)
BROADCASTING SATELLITE* [Shared]

2535 - 2655
BROADCASTING SATELLITE* [Shared]

2655 - 2690
FIXED-SATELLITE (Earth-to-Space)
BROADCASTING SATELLITE* [Shared]

6625 - 7125
Fixed-Satellite (Space-t
[Secondary Basis]
Brazil, Canada, 4 USA

•Earth)

10950 - 11200
FIXED-SATELLITE [Shared]
(Space-to-Earth &
Earth-to-Space )

10950 - 11200
FIXED-SATELLITE [Shared]
(Space-to-Earth)

11450 - 11700
FIXED-SATELLITE
(Space-to-Earth)

[Shared]

11700 - 12500
BROADCASTING SATELLITE

[Shared]

11700 - 12200
FIXED-SATELLITE
(Space-to-Earth)
BROADCASTING SATELLITE
[Shared]

11700 - 12200
BROADCASTING SATELLITE
[Shared]

12500 - 12750
FIXED-SATElLlTEtShared]
(Space-to-Earth a
Earth-to-Space )

12500 - 12750
FIXED-SATELLITE [Shared]
(Earth-to-Space)

1400 - 14500
FIXED-SATELLITE
(Earth-to-Space)

[Shared]

11700 - 19700
FIXED-SATELLITE [Shared]
(Space-to-Earth)

19700 - 21200
FIXED-SATELLITE
(Space-to-Earth)

22500 - 23000
BROADCASTING SATELLITE [Shared]

27500 - 29500
FIXED-SATELLITE [Shared]
(Earth-to-Space)

29500 - 31000
FIXED-SATELLITE
(Earth-to-Space)

40000 - 41000
FIXED-SATELLITE
(Space-to-Earth)

4100 - 4300
BROADCASTING SATELLITE

50000 - 51000
FIXED-SATELLITE (Earth-to-Space)

84000 - eeooo
BROADCASTING SATELLITE

92000 - 95000
FIXED-SATELLITE (Earth-to-Space)

102000 - 105000
FIXED-SATELLITE (Space-to-Earth)

140000 - 142000
FIXED^SATELLITE (Earth-to-Spece)

150000 - 152000
FIXED-SATELLITE (Space-to-Earth)

220000 - 230000
FIXED-SATELLITE (Transmission Direction Unspecified)

265000 - 275000
FIXED-SATELLITE (Transmission Direction Unspecified)

*For Community Reception Only.
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straight-line function of the elevation angle (<J>) because R((f>) is dependent
on the elevation angle and assumes values in the range of 0 < R(<f>) < 1.0 dB
for 0 < 4> < 70. In addition, e.r.p. limits for higher downlink frequencies
would be higher than those that are shown in Figure 2 because higher
frequencies suffer more from the propagation medium losses.* No PFD
limitations are shown for the 11.7-12.2 GHz Fixed-Satellite and Broadcast-
Satellite Services because WARC resolutions do not contain any.

In concluding this section, we would like to draw the reader's attention
to Resolution No. Spa F of WARC which calls for the establishment of
Broadcasting-Satellite Services after a World Administrative Conference
and/or regional administrative conferences in which all the administrations
concerned and the administrations whose services are likely to be affected
are to participate. However, as yet no date for these planning conferences
is fixed and no one expects them to be held prior to 1973. Fortunately,
WARC has also passed a resolution (Spa 6) that outlines procedures for
establishing Broadcasting Satellites prior to the entry into force of
agreement and the development of associated plans for the Broadcasting-
Satellite Service that are to be developed through conferences proposed
under resolution Spa F. Though resolution Spa G outlines procedures for
bringing into use Broadcasting Space Stations (Satellites) prior to the
planning conference(s), it also advises administrations to avoid, as far
as possible, proliferation of broadcasting space stations before world
wide plans have been developed. Resolution Spa G essentially outlines
an entry procedure through coordination with other administrations whose
services may be affected by BSS, an announcement of the technical charac-
teristics of the proposed satellite which are necessary to assess the risk
of interference to a terrestrial Radiocommunication service, and necessary
notifications to the International Frequency Registration Board (IFRB).
Any unfavorable comments from IFRB upon the proposed satellite do not
seem to have any binding effect on the user administration other than the
fact that the service would not have any legality and the administration
concerned would lose any rights to complaints regarding interference from
any future service legally registered with IFRB. However, if a particular
service has been in operation for 120 days and no interference complaints
are received by IFRB, IFRB shall record the assignment in the master
register. When harmful interference to other services in the territories
of other administrations are caused and the services in the territories of
other administrations are caused and the services there have an earlier
entry in the master register of IFRB, the administration operating
Broadcasting Satellite Space Station shall be asked to eliminate the said
harmful interference.

*At the earth's surface the flux density of satellite transmission can be
expressed by [6]

kHz = -162'1 + e-r'P'(dBW) " Lp (dB> ' R<*> ' 10

where, L = attenuation in the propagation medium, dB

R(<{>) = range function, dB

B = Transponder Bandwidth (in kHz)
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It should also be noted that the sharing criteria defined by WARC
are not final in the exact sense. Over the period of the next couple
of years, one may expect some changes (generally favorable to space
services) through International Radio Consultative Committee (CCIR) study
group recommendations. As a final note, we would like to remind readers
of this memorandum that the changes made by WARC are scheduled to enter
into force January 1, 1973. Before the United States is bound by these
changes, the changes would have to be signed by the President with the
advice and consent of the Senate because the Radio Regulations comprise
a treaty.
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3. NATURAL-ENVIRONMENTAL EFFECTS

There are several frequency-dependent natural-environmental phenomenon
that affect the choice of the frequencies for earth-space and space-earth
communications. Effects produced by these environmental phenomenon can
be classified into two broad categories: (1) those that are related to
the propagation of the electromagnetic wave such as attenuation, wave
distortion, and polarization-plane rotation; and (2) those that contribute
to the overall system noise. However, some of these environmental effects
are not separable into two distinct and mutually exclusive categories, e.g.,
atmospheric attenuation is accompanied by a change in the system noise temperature.

Environmental effects influencing the choice of operational frequencies
for space communications have been studied and discussed in the literature
[3,11-19]. However, for the sake of continuity and completeness we shall
discuss them and their implications briefly.

3.1 Propagation Considerations

Propagation effects fall into two categories: (1) those due to
trans ionospheric propagation, and (2) those that can be credited to the
earth's atmosphere and its constituents.

3.1.1 Transi'onospheric Propagation

Ionospheric propagation effects include absorption, scintillation,
Faraday rotation, and phase dispersion. Absorptive losses in the iono-
sphere are attributable to the transfer of energy from the propagating
electromagnetic wave to the motion of the electrons in ionosphere. Ab-
sorptive losses are significant at frequencies only above the critical
frequency and in general can be neglected. The critical frequency is the
frequency below which the ionosphere is opaque to the RF spectrum.
Observations made on the ionosphere have shown that the critical frequency
exhibits diurnal, seasonal, and sporadic variations between 5 and 80 MHz.
Thus for most practical purposes, in the frequency range that we are
interested in, ionospheric absorption can be neglected. The UHF broadcasting-
satellite allocation is the only one which would be affected by this phe-
nomenon. For zenithal propagation paths, one could expect some 0.05-
0.1 dB absorption in the 620-790 MHz BSS band.* For UHF waves arriving
at low angle above the horizon and during sunspot maxima, the absorption
may peak up to 4 dB.

A radio wave passing through the ionosphere is scattered by irregularities
in the electron density distribution. The scatter results in a redistribu-
tion of the amplitude of the radio wave in a manner similar to the effect

*Ionospheric absorption is approximately proportional to the square of
the inverted frequency. During a sunspot maximum, attenuation peaks up
to 23 dB at 100 MHz radiation arriving at zenith.
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of a diffraction grating, and also causes irregular fluctuations in the
apparent position of a radio source viewed through the ionosphere. These
processes are usually described as amplitude and angular scintillations.[21]
Amplitude scintillations appear as fairly rapid and irregular variations
in the recorded signal strength. Scintillations are most pronounced in
the polar region and in the equatorial regions. In the polar regions,
the zone of activity tends to be coincident with that of auroral activities.
In the equatorial regions, the activity is to a large extent confined to
a region of about +_ 15° from the geometric equator.

Some of the earlier studies of the phenomenon indicate an inverse
square frequency dependence of scintillation amplitude. For this reason,
shifting of satellite transmission to higher frequencies has been used
to alleviate the scintillation problem and until recently, the UHF band
was the only satellite transmission band (communication-satellite as well
as fixed-satellite) credited with small scintillations (few percent during
strong disturbances). However, recent studies indicate that frequency
dependence may not be strictly 1/f2 dependence, but may at times shift
towards a 1/f law. In a recent study, Pope and Fritz[l4] observed small
but significant scintillations at S-band frequencies in the polar region
that are caused by ionospheric characteristics similar to those causing
scintillations at lower frequencies (VHF). They also confirmed that
scintillations observed in the S-band were stronger than that would be
predicted from the 1/f2 law. This means that for Alaska, S-band downlinks
(2500-2690 MHz) would have to be provided with a link margin fraction of
a dB more than that which would have been necessary in absence of
scintillations.

Another major ionospheric effect is Faraday rotation, which causes
the plane of polarization of an electromagnetic wave travelling through
the ionosphere to change its orientation relative to the antenna from
which it was transmitted, thereby causing an uncertainty as to the polari-
zation of the wave to be received. As a result, unless certain precautions
are taken, the desired signal may be completely lost. Faraday rotation
effect is dominant at frequencies below S-band. Above 3,000 MHz, Faraday
rotation effect may be neglected. However, below that frequency there
is a possibility of losing from 3 dB to the entire signal, depending upon
the polarization of the transmitting and receiving antenna. When trans-
mitter and receiver both employ linear-polarization at frequencies below
3,000 MHz, there is a possibility that the signal may be completely lost.
One is forced to use circular-linear polarization combination (circular
at the satellite transponder and linear at the receive terminals) at UHF
and S-band frequencies (620-790 MHz and 2500-2690 MHz) and suffer a 3 dB
signal loss in the process. It should be recognized that circular polari-
zation is expensive to implement relative to linear polarization because
it is created by combining equal magnitudes of vertically and horizontally
polarized waves, with the phase of one exactly 90° ahead or behind the
other. When one is contemplating a large number of small earth-stations,
as the case may be in 620-790 MHz and 2500-2690 MHz band, circular-
circular combination would be excessively expensive.
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The principal ionospheric effect of concern is the nonlinear variation
of the refractive index with frequency which causes a dispersion. As a
result, signal components of the various frequencies experience differing
phase shifts which can result in significant distortions of the composite
signal shape for wide-band signals. For pulse transmissions, the dispersive
effect tends to spread out the pulse in time and produce modifications in
the wave shape.[I/] Furthermore, since the total delay of the signal in
passing through the ionosphere is frequency-dependent, the communication
system may be confronted with the presence of signals in several frequency
channels at a specified time. These effects act to limit the communication
capability of the system by restricting the maximum permissible bandwidth,
or shortest pulse length. Sollfrey[17J has analyzed the transionospheric
propagation of pulse signals and has concluded that the shortest acceptable
pulse-width which may be employed in a pulsed communication system between
earth and a satellite is approximately

T(nsec) = 4 I1/2 [f(6Hz)r3/2 - - -0)

where I is the number of electrons per square meter along the path in
units of 106 and f is the frequency of operation. Clearly, the ionospheric
dispersion effects on the minimum permissible pulse-width varies with
f~3/2. In practice, I is between 6 and 240, so I1/2 is between 2.5 and
16. Thus, at 1 GHz, the shortest possible pulse-width ranges from 1.0
nsec (solar minimum, night) to about 60 nsec (solar maximum, winter day).
At 5 GHz, these become 1 and 6 nsec, permitting very high data rates.

An important ionospheric effect on pulsed as well as analog signal
transmission is related to the overall displacement of the frequencies
causing group time delay distortion. The group time delay tg may be given
in terms of the parameter I as

tg (ysec) = [4/3] x 103 I/fj^ . . .(2)

The parameter I, which is proportional to the number of electrons along
the path from transmitter to receiver, should be multiplied by the secant
of the zenith angle of this path. For ground-stations in temperate lati-
tudes and satellites in geostationary equatorial orbit, this factor is
typically between 2 and 3.[17] if i = 240, the group delay at 1000 MHz
is 0.32 ysec, while at 1080 MHz it is 0.274 ysec. Thus, if a raised
cosine pulse of width 0.05 ysec were transmitted at 1000 MHz, immediately
followed by a 0.05 ysec pulse at 1080 MHz, the two pulses would arrive
at the receiver almost simultaneously. Each distorted pulse can put
appreciable energy into the receiver designed to accept the other.

BedrosianH3] has presented a rigorous mathematical analysis of the
transionospheric propagation of wideband FM signals (TV relay as well as
Frequency Division Multiplex telephony) based on spectral analysis. He
has derived expressions for Signal-to-Cross Talk ratio for the poorest
telephony channel (topmost on the FDM baseband) and Signal-to-Distortion
ratio (SDR) in the video baseband. According to Bedrosian[T3]5 minimum
Signal-to-Cross Talk Ratio is given by



-17-

...(3)

where, Nj is the electron density (electrons/m2) , f0 is the carrier fre-
quency in Hz, D is the rms frequency deviation of the FM signal (in Hz),
and B is the highest frequency in the FDM multiplexed baseband (in Hz).
Nj assumes values in the range 1017-1018 depending upon the time of the
day, the season, the position in the solar cycle, and the geographical
location. The sixth power dependence on the carrier frequency clearly
dominates and dictates use of as high a carrier frequency as possible for
a given baseband signal and RF bandwidth. From the above given expression,
one can see that ionospheric dispersion will not cause significant inter-
modulation distortion in a typical wide-band FDM-FM signal at frequencies
of interest except under the most severe, and therefore generally infre-
quent, conditions. For example, for f0 of 4 GHz, D = 20 MHz, and a 960
channel baseband (B = 4.028 MHz) and a worst-case ionospheric path with
NT = 10

19 electrons/m , SCR = 39.5 dB.

According to BedrosianHS^ the Signal-to-Distortion Noise Ratio (SDR)
in the TV baseband can be approximated by

SDR = [12 fj /5 D2 B2] . . .(4)

where, as in the previous equation for Signal -to-Cross Talk ratio in the
highest channel of the FDM baseband, D is the rms frequency deviation of
the FM TV signal, and B is the baseband width. Parameter fc has the units
of frequency (Hz) and is generally known as "Characteristic. Frequency"
of the ionosphere at a particular carrier frequency. fc is a function of
the electron density integrated along the propagation path and the carrier
frequency (fo)- fc can be approximated by the following expression.

f = 1.088 x 103 [f|/2 / Nj/2] Hz . . .(5)
C 0 I

Substituting the expression for fc in the expression for SDR, one gets
an expression for SDR in terms of carrier freguency (f0), electron density
(NT), rms frequency deviation of the carrier (D) and signal baseband width
(B).

n
SDR = 3.36 x 1012 - . . .(6)

Nf D2 B2

SDR, as is obvious from the above given expression, has a sixth-power
dependence on the carrier frequency as in the case of SCR discussed earlier.
Table 4 gives expected Signal-to-Distortion Ratios for the frequencies of
our interest (800 MHz, 1 GHz, 2.5 GHz and 12 GHz) assuming a fairly per-
turbed ionosphere (Nj = 1018 electrons/m2), a 4.5 MHz TV baseband (525 line,
60 fields/second system), and a rms frequency deviation of 8 MHz (corres-
ponding to an RF channel about 50 MHz in width).
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TABLE 4

SIGNAL-TO-DISTORTION RATIO IN BASEBAND DUE TO
IONOSPHERIC DISPERSION OF THE WIDEBAND FM SIGNAL (TV RELAY)

Frequency, GHz

0.800 GHz

1.000 GHz

2.500 GHz

7.000 GHz

12.000 GHz

Si gnal - to-Di storti on
Ratio, in dB

35.92 dB

36.42 dB

38.80 dB

41.49 dB

42.89 dB

Caution should be exercised in equating the subjective effect caused
by SDR in the output of an ionospherically dispersed FM transmission with
that of a similar Signal-to-Noise ratio in the output of a conventional
vestigial-sideband AM transmission corrupted by thermal noise. The spectral
density of thermal noise in the video baseband is uniform in AM-VSB
transmission whereas that of the intermodulation in the FM transmission
goes roughly as the square of the baseband frequency. Thus it affects
the high-frequency video content more than it does the low-frequency
portion of it. Also, thermal noise is generally uncorrelated with the
signal whereas the intermodulation noise can display a strong correlation.
Therefore, the intermodulation can be expected to differ in appearance
and subjective effect from the customary "snow". However, since inter-
modulation noise is introduced by the ionospheric segment of the earth-
space or space-earth channel, its magnitude could be considerably lowered
by the use of pre-emphasis and de-emphasis techniques that by nature
discriminate against channel-contributed noise.

Ionospheric propagation of wideband FM signals has some other impli-
cations for video signals. One of them is that the intermodulation may
affect the sound subcarrier, which is located above the video at 4.5 MHz
because the intermodulation spectrum is at its strongest in the highest
part or topmost part of the modulating baseband. Adverse affects may be
eliminated by using a relatively strong FM subcarrier and relatively
smaller peak frequency deviation of the subcarrier or by establishing a
separate audio link. The situation is less promising with respect to
color TV which uses a subcarrier at 3.58 MHz with its attendant sidebands
extending from roughly 2.5 to 4.5 MHz, again in the vicinity of the peak
of the intermodulation spectral densityU3]5 to carry hue and saturation
information. One could anticipate two effects. First, the ratio of
linear-signal-to-intermodulation spectral density at which color information
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must be demodulated (corresponding to the Signal-to-Cross-Talk Ratio
discussed earlier in this section) will be unfavorable, amounting for
29-30 dB (at 1 GHz carrier frequency). As a result, the color quality
will be degraded. Secondly, the intermodulation can be expected to
interfere with the synchronization of the color subcarrier generated in
the receiver. The color subcarrier is suppressed at the transmitter and
only short bursts (8 cycles of 3.58 MHz) are sent at the beginning of
each horizontal line (that is, at 15.75 kHz rate). Because quadrature
modulation is employed, the reference oscillator must be synchronized
in phase as well as in frequency and any phase error would degrade color
separation.

One should keep in mind that transionospheric propagation effects
are at their strongest in the UHF broadcasting-satellite service allocation.
As one moves up to higher frequency bands, intermodulation effects caused
by dispersion regress by the sixth-power of the frequency as discussed
earlier and are almost negligible beyond S-band frequencies. Effects on
2500-2690 MHz band are not expected to be critical but color TV broad-
casting using wideband FM from space in the UHF (620-790 MHz) band may
suffer from group delay distortions that exceed prescribed limits and
result in a differential phase characteristic poorer than recommended.
However, no definite words on this and other ionospheric dispersion effects
will be available until forthcoming NASA-India UHF Satellite TV broadcasting
experiments are completed in 1974-75.

3.1.2 Atmospheric Attenuation

The major attenuation producing agents in the atmosphere are neutral
oxygen, water vapor and liquid water. Oxygen and water vapor absorb
microwave energy; liquid water, in the form of clouds and rain, both
absorbs and scatters it. These same agents increase the atmospheric noise
temperature, an effect that is significant in communication systems
utilizing relatively low-noise receiving techniques. The change in system
noise temperature due to atmospheric attenuation can be expressed as:[6]

ATS « (1 - |) (290 - Tc), °K . . .(7)

where, L = total atmospheric attenuation in terms of power ratio (L>1)
Tc = contribution to the receiving system noise temperature from

noise sources beyond the precipitation and clouds, as estimated
without regard to atmospheric attenuation.

The total effect of attenuation and change in system noise temperature
reduces the ratio of received carrier power to system temperature ratio
(C/T) by a factor

Ts + ATs 29° ' Tc
= L + (L - 1) . . .(8)

Ts Ts

where T is the receiving system noise temperature (°K).
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Other than moisture, the atmosphere is composed of a variety of
gaseous elements, the most prominent of which are Nitrogen, Oxygen and
Argon.[22] Although Nitrogen constitutes some 80 percent of the entire
atmosphere, it plays no part at all in absorption of microwaves because
the nitrogen molecule possesses no permanent dipole moment, either electric
or magnetic.* The oxygen molecule possesses a small magnetic moment which
enables it to display a group of absorption lines between 54 and 120 GHz.
They consist of a group of lines lying between 54 and 66 GHz together with
one isolated line at 119 GHz. Due to collisions between oxygen molecules,
the lines clustered around 60 GHz are quite broad, their "wings" extending
to low enough frequencies to cause significant absorption in the frequency
range from 2 to 14 GHz. In addition to the resonant absorption, oxygen
also displays a non-resonant absorption extending continuously throughout
the spectrum. In the frequency range 2-14 GHz, this absorption is practically
independent of frequency. Although it accounts for more than 80 percent
of the total absorption due to oxygen in this range, the small increase
in absorption that may be observed with increasing frequency is due almost
entirely to the resonant component of the absorption. Molecular oxygen
absorption in the frequency bands of our interest (<14 GHz) is rather small.

Moisture absorption of microwave energy is altogether a different
story and is very much dependent on the frequency. In both gaseous and
droplet form, moisture possesses significant absorption capability in the
frequency bands of our interest. However, the mechanisms and characteristics
of absorption by water vapor and water droplets are very dissimilar and
need to be treated separately.

Water vapor is a molecular gas and absorbs microwaves in the same
manner as does oxygen, that is, through transitions between different
molecular energy states. Because, unlike oxygen, water vapor molecules
possess a permanent electric dipole moment, it is more responsive to
excitation by an electromagnetic field than is oxygen. State transitions,
responsible for absorption of microwave energy, have resonant frequencies
at and above 22 GHz. Thus, water vapor absorption is significant even at
quite low concentrations. For an earth-space communication link, the actual
absorption or the corresponding increase in Sky Noise is a function of
the range, frequency and elevation angle. In the worst case (some 5°
elevation and an unusually heavy water vapor concentration of 20 gms/m3),
combined water vapor and oxygen contribution to the sky noise at 1 GHz
is approximately 20°K. At the resonant frequency (22 GHz), the combined
absorption peaks to some 200°K. Beyond 7-8 GHz, the water vapor absorption
increase is rather steep. Detailed numbers for various situations can be
found in a paper by Feldman.[18] Figure 3, taken from Feldman's paperU8-],
shows the Sky Noise contribution from various sources at 10° elevation
and clearly illustrates the combined effects of water vapor and oxygen
absorption.

Argon exhibits negligible absorption in the frequency bands of our
f interest. Trace gases, with atmospheric abundance less than 0.1 percent,

cannot produce appreciable absorption since the absorption capability
of any gas is proportional to its density.
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Clouds and fog are comprised of very small water droplets and here
the absorption is the dominant mode of attenuation. Attenuation due to
clouds and fog is very much independent of droplet size as long as the
total mass of water droplets in a given volume of the atmosphere is fixed.
HolzerU9J has given a plot of the coefficient of attenuation in clouds
as a function of frequency at 0°C. The coefficient, expressed in dB/km/
gm/m3, has a value of 0.04 at 5 GHz which increases to 0.15 at 13 GHz and
1.0 at 33 GHz. Temperature also affects cloud introduced microwave attenu-
ation. The attenuation increases as the temperature of the water in clouds
decreases until the transition from water to ice is passed, at which point
a new dielectric constant takes effect and the attenuation becomes consi-
derably less.

The attenuation in clouds is given by

A = kpr dB . . .(9)
\f

where k is the coefficient of attenuation (dB/km/gm/m3) discussed in the
earlier paragraph, p is the liquid water content of clouds in gm/m3, and
r is the path-length through the cloud in km.

Precipitation in the form of rainfall is the largest factor in atmos-
pheric attenuation in the temperate regions of the world. As in the case
of clouds, the size of the water droplets and distribution of these sizes
along the propagation path are the controlling factors. Even in light
drizzles, the droplets are large enough so that contribution due to
scattering is no longer negligible and the actual attenuation dependence
on frequencies^is a mixture of second-power and fourth-power dependence
relationships.

Some degree of correlation has been found between the droplet size .
distribution and the rate of rainfall. The latter quantity is reliably
recorded at most places and offers a reasonable basis for attenuation
estimates. The signal attenuation in rain is given by

Ap = qpr dB . . .(10)

where, q is the coefficient of attenuation in dB/km/mm/hr (mm/hr represent-
ing the rate of rain fall, p is the rainfall rate in mm/hr, and r is the
path-length through the rain in km).

q, the rainfall attenuation constant, is a function of the frequency
of the incident radiation, rainfall rate (mm/hr) and temperature. For
moderate rainfall rates (10 mm/hr), the coefficient of attenuation is
0.0003 for frequency with a 10 cm wavelength and increases to 0.02 dB/km/

Even at 15.3 GHz, satellite-to-earth experimental link data[16] show
excellent agreement with the attenuation model based upon the assumption
that attenuation is predominantly due to absorption rather than scattering.
However, one should be aware of the interference implications of precipi-
tation scattering on the terrestrial service receivers operating in the
same band. For details, see Buige et al.[26]
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mm/hr for a frequency with a 1 cm wavelength.

For the sake of completeness and better understanding, Holzer's model
atmosphere for temperate regions has been reproduced in Figure 4. The
horizontal extent of rainfall (E) is given by the empirical relationship:[23]

E = 41.4 - 23.5 1og10P km .(ID

where p is the rainfall rate in mm/hr as mentioned earlier. The vertical
extent depends on the altitude where precipitation originates (about 3 km
in temperate zones). Based on the atmospheric model shown in Figure 4,
one can calculate attenuations due to clouds (Ac) and rains (Ap) and thus
give the total attenuation (At) due to clouds, rain and atmospheric gasses,

At = Ac Ap + Ag dB . . .(12)

where A is the attenuation due to gaseous absorption (in dB).

Figure 5 shows typical rain attenuation probabilities for various
frequencies based on CCIR USSG Paper IV/1024, June 26, 1970. 2.5 GHz
data is extrapolated from the attenuation coefficients given by Holzer.L19]
Based on the data given in Figure 5, video [S/NL ^ probabilities for
various frequencies are shown in Figure 6 for a vdB link margin (dB
above 12 dB FM threshold), Brf/Bv = 5.95, Satellite ERP of 57.5 dBW, and
Brf = 25 MHz.* Calculations assume use of pre-emphasis and de-emphasis
operations on the video signal prior and after demodulation, respectively,
and 50 percent reduction in the peak-to-peak frequency deviation of the
carrier due to pre-emphasis (see Ref. 28). The advantages of using S-band
allocation are clearly visible.

Interest in future domestic satellite systems coupled with the fact
that the standard 4 and 6 GHz bands are going to be congested in the near
future has led to the experimental investigation of atmospheric propagation
effects on frequencies above 10 GHz. Prominent among these experimental
programs are millimeter wave propagation experiments associated with NASA's
ATS-V satellite (15.3 GHz and 31.65 GHz)[24], the sun tracker setup at
Bell Telephone Laboratories[27], and precipitation scatter experiments at
COMSAT[26J. Figure 7 shows cumulative distribution of 15.3 GHz carrier
attenuation for a one year period at NASA's Rosman (North Carolina) ground
terminal based on directly measured satellite and radiometric data. It
is clear that the link suffers from occasional deep fades (16-20 dB).
These fades have serious implications for system designers because satellite
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systems at best can afford only several dB of margin for attenuation by
rain. Breaks in service are inevitable and a tradeoff must be made between
the link reliability and the link margin. The amount of service breaks
(time for which performance is below prescribed limits) that can be tolerated
will very much depend on the application. For a service where a satellite
is used to feed TV programs to various community deadends, perhaps one
could tolerate a link reliability of the order of 99.0-99.8 percent of time
whereas in situations where a satellite is being used for machine-to-machine
communication and data transmission, the reliability requirements may be
of the order of 99.99 percent. As one can see from Figure 7, the link
marain requirement for a 99.99 percent reliability is of the order of 22
dB (by extrapolation)whereas that for 99.9 percent reliability is 8.5 dB.
Such link margin requirements are very taxing in terms of satellite power.

Fortunately, it has been established that most intense rain that
cause deep fades occurs in very limited cells and that the rain which
covers large areas (square miles) falls at the rate of 25 mm/hr or less.
This leads to the use of duplicate ground stations far enough removed so
that there is little likelihood that an intense rainstorm will cover both
ground stations at the same time, i.e. so-called "space diversity". If
the attenuation statistics on the two paths are uncorrelated and enough
margin is provided to make both outages small, the system outage time can
be reduced to a satisfactory degree by switching to the other ground-
station when the one is experiencing severe fades due to localized heavy
rain cells. In the 15.3 GHz ATS-V diversity measurements conducted at
Ohio State University, fades were reduced by approximately two orders of
magnitude by the use of a simple diversity system that was comprised of
two ground-stations separated by 4 km.DSJ

Although space diversity provides an important alternative for
combating short-term and localized deep fades due to heavy rains at
frequencies above 10 GHz, it has certain limitations particularly from
the viewpoint of small-terminal roof-top type operation. Siting duplicate
earth-stations some 4-10 km apart is a reasonable solution for a system
that has a small number of rather complex earth-stations handling heavy
traffic. But it certainly does not make sense in a situation where the
ground segment consists of a large number of small and relatively low-
or moderately-priced earth-stations and particularly when one is attempting
to locate earth-terminals in the near vicinity of the redistribution
facility/ground headend in order to bypass the local telephone plant,
common carriers and the need for any terrestrial interconnection
facilities between the earth-station(s) and the redistribution facility.
In such a situation, one has only two options: (1) To accept a lesser
link reliability, or (2) To use a commandable spot-beam concept proposed
by Kiesling and Meyerhoff.[15]

Kiesling and Meyerhoff[15] have outlined a novel scheme for combating
localized deep fades that is based upon a high-power spot beam capability
in the satellite which is commanded over the normal command channel by the
earth-station(s) experiencing fades greater than the standard margin.
Satellite beam positioning is to be achieved by multiple feeds. Parametric
studies by Kiesling and Meyerhoff[15] indicate solar cell and transmitter
capabilities onboard the satellite for the commandable spot-beam technique
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were much below that needed where a fixed-gain area-coverage antenna and
associated transmitter were to accommodate these localized short-duration
attenuation fades. Instead of solar-cells supplying the spot-beam directly
for the short intervals required, batteries with low-duty cycles could be
used (possibly shared with other spacecraft sub-systems) to reduce the
satellite payload.

Penalties associated with the spot-beam scheme include additional
earth station capability and cost to handle at least two different frequencies,
and additional satellite antennae with mul t ip l e feeds, transmitters, switches
and batteries. On the positive side is the rel iabi l i ty measure attainable
for reasonable-sized satellite transmitters and power supplies greater
than 10 GHz. The cost involved in providing additional capabil i t ies at
the earth-station is considerably less than that involved in dupl ica t ing
a s i m i l a r earth-station 4-10 km apart and interconnecting them via microwave.
However one should also recognize some of the l imitat ions of the spot beam
technique. It is suited to an environment of receive-only stations such
as the ones employed for TV program distr ibution. However, it creates
certain beam switching problems when it is employed in an environment of
receive-transmit earth-stations, particularly those handl ing voice and
data traffic on a point-to-point basis. Also, it alleviates the short-
duration fading problem only for the downl ink. The u p l i n k s t i l l has to
be oversized to compensate for the heavy rain-induced attenuation. In
the case of standard Frequency Div i s ion Multiplexed-Frequency Modulation/
Frequency Divis ion Mul t i p l e Access (FDM-FM/FDMA) operation, this would
necessitate a close monitoring of atmospheric conditions and automatic
control of the earth-station transmitter output over a wide range (15-16
dB) to maintain earth-station induced signal strength at the satellite
transponder input wi th in 0.5 dB of the prescribed value and to ensure
proper power sharing among the various carriers.

After a careful consideration of these factors and the ones
described in the forthcoming sections, we are of the opinion that all
educational satellite services/systems invo lv ing interaction capabili ty
should be accommodated in the 2500-2690 MHz frequency band. As discussed
earl ier in this section, S-band frequencies are relatively immune from
heavy-rain induced attenuation. For 99.99 percent l i n k re l iabi l i ty ,
the l i n k margin for the 2.5 GHz band is of the order of 2.5-3.0 dB
(Figure 5) whereas the l i n k margin for the 12 GHz band is of the order
of 18-19 dB. The only problem with the 2.5 GHz band is that it is
allocated by the WARC for Broadcasting-Satellite Service (BSS) in all
the ITU regions (see Section 2 .2 .2 and Appendix A). For Fixed-Satellite
Services, relatively narrow bands are allocated on the extremes of the
2500-2690 MHz band-2500-2535 MHz for "downl ink" and 2655-2690 MHz
for " u p l i n k " transmissions. The current U.S. position is to use these
rather narrow assignments for the purposes of demand assignment mul t ip le
access communication in remote and isolated areas. To make use of the
2500-2690 MHz in the United States for the delivery of various educa-
tional services that may also involve l imited interaction, that is,
some sort of a return l i n k from the user to the central source via
satelli te, internal rulemaking would be necessary to incorporate
necessary modifications in the original WARC allocation.
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As far as the uplink transmissions are concerned, the 2655-2690
MHz Fixed-Satellite allocation could be used. However, it has rather
limited capability in terms of the number of accesses it could accommodate.
Education interests should explore the possibility of additional fre-
quency space in the neighborhood of S-band to enlarge uplink transmission
capabilities. As discussed in Sections 6 and 7, it seems doubtful that
in the future, a 6 GHz uplink would be permitted from antennae with
sizes less than 25-30 feet diameter. The only alternative for small
terminal uplink transmissions, in case the demand exceeds the capa-
bilities of the 2655-2690 MHz band, would be to use 13 GHz. This choice
would be excessively costly and inconvenient from the viewpoint of
transmitter power amplifier and uplink power coordination requirements.
Where a large number of independent low-data rate return links are
needed, 13 GHz has its own problems (see Section 6). In a typical
broadcasting or TV program distribution situation where there are
relatively few uplinks to be maintained, use of 13 GHz is not all
that much of a problem.

One of the alternatives that we would like to see explored is the
division of the 2500-2690 MHz band for asymmetrical uplink and downlink
allocations—2500-2570 MHz for earth-to-space link and 2570-2690 MHz
for space-to-earth link with earth-to-space transmission allocation
in this band limited to the accommodation of low-data rate return
links from small earth-stations. Transmission directions are the
reverse of Fixed-Satellite allocations in the same band to permit
frequency reuse with suitable separation between educational satellites
and commercial satellites.

3.2 Natural-Environmental Noise

In the previous section, we concerned ourselves with the ionospheric
and atmospheric propagation effects on UHF and microwave frequencies
and the atmosphere's contribution to the system noise that arises due
to absorption of the radiated signal energy. In this section, we shall
discuss the contribution of the following sources of external noise
that contribute to the overall system noise: (1) Terrestrial; (2) Solar;
and (3) Galactic. Indigenous or man-made noise shall be the subject
of the next section.

Any hot body radiates energy at all frequencies. The distribution
of energy as a function of frequency radiated by an ideal black body
is given by Planck's radiation law or the Rayleigh-Jeans approximation
to this law which holds fairly well at the microwave frequencies.[29]
Discrete thermal sources are replaced by equivalent black bodies
everywhere in the field of view of the antenna to derive the formula
for antenna temperature (T/\). The system noise temperature (T$) is the
sum of the Antenna temperature (T/\) and Receiving System noise tempera-
ture (TR).

A single discrete source occupies a small cone of solid angle in
the antenna pattern. It radiates thermal energy according to the
Rayleigh law through this cone to all parts of the antenna. An
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integration is performed over the whole antenna to find the total power
available at its terminals from single discrete source. A second
integration is performed over the entire antenna pattern to add the
contributions from all the discrete sources to the power at the antenna
terminals. Thus, the antenna noise temperature is given by[29,30]:

TA = 47 ff G(Q>4>) T(e,$) sine de d* . . .(13)

where, G(0,<f>) = Normalized Gain function of the Antenna
T(0,<(>) = Distribution of the temperature over all angles about the

Antenna
G,<() = Spherical polar coordinates about the antenna.

The frequency spectrum of the cosmic noise component extends from
about 20 to 4,000 MHz. Although generally isotropic in nature, the cosmic
noise intensity is greatest from the direction of the galactic center
(the gravitational center about which our sun revolves) and least from
the direction of the galactic poles. The maximum and minimum values of
intensity are shown in Figure 3 and represent the cosmic contribution,
to the ENT (Equivalent Noise Temperature) environment of an earth-space
communication system whose antenna beam subtends no more than the apparent
radiating area of the particular galactic region.

The other contributors to the antenna noise temperature are discrete
noise sources such as sun, moon, radio stars, earth, etc. Their contribution
to the antenna noise temperature is determined by the expression given
above. Of the discrete sources, the sun is the largest potential contributor
to the antenna temperature. (Because of its small angle of subtension, it is
a factor only when in the main lobe of the antenna.) With the sun's disc
completely within the antenna beam, the sun contributes a temperature, T,
given by

T = <290 * 675> degrees K . . .(14)
f x 10'9

where f is the frequency in Hz. One should also recognize the fact that
the sun's contribution is also dependent upon its state—whether it is
quiet or disturbed. A disturbed sun has a higher contribution to the ENT.
For a general case, the effective antenna temperature contribution from
the sun (T$A) is given by[30J:

TSA = TSB [V^ ' •

where T$B is the brightness temperature of the sun (in °K), tic is the
solid angle subtended by the sun in steradians (=6.3 x 10~5 steradians),
and &B is the solid angle of the antenna main beam in steradians, ng in
steradians is related to the antenna beamwidth by the relation
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. . .(16)

where 63 and <J>B are the antenna beamwidths in the e and <j> direction respec-
tively and are expressed in degrees. For the case of a parabolic antenna,
a symmetrical pattern antenna, 6g = <J>B.

Complete evaluation of solar noise contribution to ENT also demands
data on noise power radiated, that is, the periods when the sun is disturbed
and when it is not, and also the periods when the sun will be in position to
effectively increase antenna noise temperature. As far as the former is
concerned, exact statistics for sun disturbances are not available. However,
it is known that the disturbances are more frequent and intense near sun spot
maxima. However, as far as the latter is concerned, that is, the times when
antenna beam will be looking directly into the sun, one can calculate and
predict the system outages due to the sun (see Ref. 30, Appendix B, Figures
B-l & B-2) and the range of noise contribution for a given receiving antenna
location, receiving antenna beamwidth, and frequency of operation.

As far as terrestrial noise contribution to ENT is concerned, it
originates from the semi-black-body radiator nature of the earth. A true
black body has an absorptivity (A) of unity for incoming radiation, and
a reflectivity (R) of zero. For an opaque, gray body, the sum of absorp-
tivity and reflectivity is always unity (A + R = 1). By Kirchoff's law,
the emissivity, or ratio of the thermal electromagnetic power emitted by a
gray body to that of a black body at the same temperature, equals the
absorptivity (A), and hence equals (1 - R). Therefore, the earth's effec-
tive noise-radiation temperature (TE) is

TE = Tt(E) (1 - R) . . .(17)

where T̂ (E) is the thermal temperature of the earth, and R is the reflec-
tivity of the terrain viewed by the antenna. IEEE standard reference
temperature for receiver noise-factor measurement (T0) is 290°K and can be
used as a convenient value for T̂ (E). Reflectivity of the ground varies
from nearly unity for smooth water viewed at glancing angles, to nearly
zero for rough, dry ground viewed at steep angles. Ground noise contri-
bution to antenna temperature for ordinary minor-lobe levels varies from
about 20 to 60°K, but may be reduced to a very few degrees by careful
design for minimum back and side lobes.

In addition to sun and earth, there are numerous other discrete
noise contributing sources (known as radio stars), each generally less
than 1° in extent. The strongest of these discrete noise sources show
a tendency to occur near the plane of the galaxy. In general the noise
contribution from a single radio star is minor relative to the galactic
background unless extremely high-gain, narrow-beam antennae are pointed
in the direction of the star. The stars Cygnus A and Cassiopeia A are
among the more potent noise sources.[29] Galactic noise is known to
vary with frequency approximately as f2-5 and is essentially negligible
above 1 GHz.
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In Sections 3.1-3.2 we discussed the frequency dependence and
prominence of various external noise sources along with propagation
effects. At this point we would like to indicate that although noise
from external noise sources cannot be altogether eliminated, it could
certainly be minimized by designing the antenna for low side and back
lobes. The minimum attainable noise temperature of an ideal antenna in
various parts of the microwave frequency spectrum can be calculated by
assuming that the only noise is that entering via the main-beam and that
the sun is not in the main-beam. Blake[31] has calculated such minimum
and irreducible noise temperature for an ideal ground based antenna for
a wide range of frequencies (100 MHz-100 GHz). Figure 8 presents Black's
plot.

Below 1 GHz, the upper limit of the noise temperature band applies
to the main beam directed towards the galactic center. Above 10 GHz,
the upper limit applies for a main beam at low elevation angles, but
still not looking towards any part of the earth itself. The bottom edge
of the band applies for the same respective portions of the figure for
main beams directed towards the galactic poles or towards the zenith.
These extreme values are attained only with rather narrow-beam antennae—
say, less than 10 degrees, or ideally about one degree beamwidth or less.
Wider beams will result in values tending towards the center of the noise
band, regardless of the beam direction. As it is labeled on the Figure 8,
below 1 GHz, it is galactic noise that is the dominant contributor to
the antenna noise whereas in the 1-10 GHz band (often known as the "radio
window") all noise contributions are rather small. Above 10 GHz, atmos-
pheric noise (oxygen and water vapor absorption) raises the antenna noise
temperature, and the effective temperature seen by an antenna can approach
200-250°K. For these reasons, use of cooled and extremely low-noise
receiving systems is only meaningful in the 1-10 GHz frequency band.
Beyond 10 GHz, where antenna noise contribution can be more by an order
of magnitude than the receiver noise temperature, nothing is to be gained
by application of cryogenically cooled receiving systems.
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4. MAN-MADE ENVIRONMENTAL EFFECTS

The effects of man-made environment on Broadcasting-Satellite or Fixed-
Satellite services can be classified into two categories: (1) Those which
put certain limitations on the communication links in terms of radiated
power, power-flux density (PFD), and/or modulation technique; and (2) Those
that contribute to the system noise in a manner similar to that of natural
external sources discussed in the previous section.

The man-made factors that contribute to the various limitations on
the communication link in terms of radiated power, direction of transmission
in a particular frequency band, power-flux density on earth's surface,
earth-terminal location and modulation are direct results of the planned
frequency sharing between terrestrial and space services in frequency
bands of near-term interest. In most frequency bands of current interest,
particularly all below 10 GHz, terrestrial services were the first to be
introduced. Space communication allocations were made only in 1963 (see
Section 2.2.1) and the near-term technical and economic feasibility of
space systems dictated use of the frequency bands on a shared basis. To
avoid chaos, certain coordination between the various services in the same
bands becomes a necessity. Figure 9 shows the possible interference paths
between terrestrial and communication-satellite systems operating in the
same frequency band. Various limitations on the communication links in
both services are used to limit the interference from one service to the
other to an acceptable level. One should recognize the fact that inter-
fering signals at the input of a particular receiving system contribute to
its overall system noise.

These man-made and deliberately imposed restrictions on the communica-
tion links of both Fixed-Satellite and Broadcasting-Satellite Services have
certain important and distinct technical and economic implications for
systems operating in each frequency band. The implications are distinct
for each frequency band because the limitations for various frequency
bands differ according to the power-flux-density limitations (see Figure
2), coordination procedures, and the extent of congestion in that band
in terms of active systems. For example, the frequency band 620-790 MHz
is heavily utilized in the USA for terrestrial UHF-TV broadcasting purposes
and any broadcasting-satellite service, within the PFD limit imposed by
WARC, would receive severe interference from relatively omnidirectional
and high-power (in kilowatts) emissions from TV transmitters. In the 2.5
GHz band, shared with the relatively low-power Instructional Television
Fixed Service (ITFS), minimum separation of receiving site ITFS transmitters
with omnidirectional antennae would be of the order of 25-45 miles. With
certain protection measures such as the use of directional antennae for
the ITFS transmitters, cross polarization, site shielding, etc., it would
be possible to reduce the minimum separation requirement to some 0.05 miles.[48]
However, there is a price to be paid in terms of money to provide necessary
protection measures. Without adequate protection measures it would not
be possible to provide an economical satellite service to certain metro-
politan areas where ITFS installations are clustered (see Ref. 53, Figure 8).



-36-

SATELLITE

TERRESTRIAL
STATION

EARTH
STATION

TERRESTRIAL
STATION

LEGEND:
E.
R.

TRANSMITTER
RECEIVER
WANTED SIGNAL
INTERFERING SIGNAL
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Bands [Ref. 46]
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For 4/6 GHz operation, the operational environment is such that it
is generally impossible to colocate an earth-terminal in the proximity
of a distribution/redistribution/networking headend in any major urban
location. It is said that it takes some $150,000 worth of effort merely
to clear the site for a receive-transmit type earth-terminal of the 4/6
GHz frequency bands.[1] The 7 GHz band (6625-7125 MHz), currently used
by the TV broadcasters for studio-to-transmitter interconnection purposes,
is expected to have a more severe colocation problem than the 2.5 GHz
band because the terrestrial systems in the former band use Frequency
Modulation which increases the protection ratio requirement. Without
any protection measures, the minimum separation needed between a terrestrial
transmitter and an earth-terminal capable of receiving in the 7 GHz
television distribution-only band is of the order of 80-90 miles. Again,
with the protection measures described in the case of 2.5 GHz, the minimum
separation requirement could be reduced to 0.5-1.0 miles. In the 12 GHz
band, the terrestrial usage in the United States is virtually nil and no
further sharing is planned. Thus, there is no colocation problem for
12 GHz operation.

In addition to the colocation problem, sharing considerations have
also limited the maximum power-flux density on the earth's surface that
could be emitted in a particular service by the satellite. These limitations
(Figure 2) restrict the capabilities of the various downlink frequency
options in terms of small-earth terminal operation. 2.5 GHz and 12 GHz
are the only frequency bands below 13 GHz which will permit an economical
small earth-terminal operational environment (antennae sizes less than
10 feet diameter).

It is man-made or indigenous noise that contributes to the overall
system noise and results in higher satellite power requirements. The
main sources of indigenous noise are automobile ignition, electric power
lines, rotating machinery, and switching transients. It is typically
impulsive in nature with a high peak-to-RMS ratio and random in occurence.
Urban indigenous noise decreases exponentially with frequency and is
significant only for the UHF BSS and 2500 MHz allocations. Until recently,
available data in this area have been few and often not comparable because
of differences in measurement methods and conditions. A limited survey
of rf noise in the greater Cleveland (Ohio) areas was undertaken under
NASA auspices during 1967 at 480 and 950 MHz and during 1968 at 0.3, 1
and 3 GHz in Phoenix (Arizona). So far only scattered results are
available.[36] However, the available results have made it clear that
the major source of man-made interference is automobile ignition, and
that average radio frequency noise levels (dB above kTB) for Cleveland
at 950 MHz was 11 dB for noisy sites and 6 for quiet ones.

As in the case of natural external noise contribution to the antenna,
the man-made noise component of the antenna noise temperature is given by

TA = -± / T] G dn . . .(18)
4TT
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integrated over 4ir steradians. TI represents the effective brightness
temperature of man-made noise, G is the antenna power gain relative to
an isotropic antenna, while n is the solid angle. If v is the highest
angle of arrival for man-made noise, and I-T] the average gain over all
directions with elevations between 0 and y, then T^ can be expressed
as the following, provided the brightness temperature is reasonably
constant over these directions,

1 .(19)

Clearly, any experimental data stated in terms of antenna noise temperature
must be viewed with the characteristics of test antenna in mind.LS]

The TRW Study on TV broadcast satellites^6] has assumed a 2000°K
man-made noise contribution to antenna noise temperature for a 6-foot
parabola at 900 MHz. Assuming exponential variation of the man-made
noise and moderate antenna elevation so as to keep the sources of man-
made noise outside the main-lobe (some 30° elevation), the man-made
noise contribution to a system operating at 700 MHz is expected to be
in the neighborhood of 3640° K whereas the same for 2.5 GHz is expected
to be something like 200°K. At 12 GHz, under similar conditions, the
man-made noise component of the antenna noise temperature would be around
6°K.
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5. HARDWARE CONSIDERATIONS

Hardware state-of-the-art affects the selection of operational
frequencies. Cost and performance of certain components of the total
electronic system, be it satellite or the ground segment, show dependence
on frequency. Such components can be identified as low-noise RF pre-
amplif icat ion sub-systems, RF passive networks such as channel separation
networks, RF transmission devices (waveguides and cables) , RF-to-IF
converters, and RF power output devices. In addition there are system
components such as antennae whose size and weight are a direct function
of the operational frequency. Hardware frequency dependence has been
explored in the past by Feldman[37-39] Kane and Jeruchim[40], Bergint.41]
Dav.isl.42], Siegal[43], Hesselbacher[44j, and in a Jansky and Bailey study[30]
for NASA. In this section we shall draw upon these papers and reports to
present a brief discussion on hardware frequency dependence for the sake
of completeness.

The f irst sub-system that is affected by the choice of the operational
frequency and in turn affects its choice is the receive/transmit antenna—
be it a part of the satellite or the ground-station. From basic antenna
theory, we know that gain of an antenna (over an isotropic radiator) is
given by [4rviT AW A2] where Aj is antenna's effective area, r\ is the
efficiency of the antenna and x is the wavelength of incident/transmitted
radiation. Thus, the gain of the antenna shows a second-power dependence
on frequency because the product of the frequency and wavelength of
electromagnetic radiation is always the velocity of l ight [f-x=c]. Thus,
effective power (received as well as that transmitted) as a function of
frequency is another factor that tends to bias us towards higher frequencies.
However, there are certain factors that br ing certain l imi ta t ions on the
choice. The cost data shows that for antennae less than 40 feet in
diameter, antenna cost is proportional to the 1.568 power of the diameter.[41]
The primary reasons for such improportional increase in cost are manu-
facturing d i f f icu l t ies in shaping large parabolic structures. Antenna
cost is also a function of the operational frequency because of the
surface tolerance requirement (-X/15) which decreases with the increasing
frequency for comparable antenna efficiencies. Cost curves shown in a
General Electric study[44] show that for a give'n antenna diameter and
polarizat ion, large-quantity antenna costs for 2.5 GHz, 8.4 GHz and
12.2 GHz are very nearly the same. However, antennae for 800 MHz
operation cost more [Ref. 44, Page 4-4].

The second restriction on the antenna size at a given operational
frequency is placed by the fact that with increasing antenna size (and
gain) , the beamwidth of the antenna decreases. The min imum beamwidth
and thus the highest gain is dictated by the station-keeping character-
istics of the satellite, that is, its movement in the geostationary arc
in the East-West and North-South directions. If the satellite moves
away from the ground receiving antenna beamwidth, the signal may be
entirely lost. The antenna is required to have a large enough beamwidth
or tracking capability so that despite its movements, the satellite
always remains w i t h i n the ground antenna's main-beam. Though current
satellites have a rather large station-keeping tolerance (^ 0.5°), for
future satellites in the middle and late 1970's one can safely assume
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a station-keeping tolerance of+^0.1° . At higher frequencies, this
places a limit on the maximum antenna size for a low-cost small earth-
terminal that does not contain any tracking capability. For 12 GHz, the
maximum size for fixed-pointing antennae will be of the order of 10-ljb
feet assuming very rigid satellite station-keeping and 0.15° pointing
error contri buti on from vri nds.

Figure 10, borrowed from Feldman's paper[38]> shows the frequency
dependence of Noise Temperature (or Noise Figure) of various microwave
low-noise amplification and frequency conversion devices and their
frequency ranges of operation. Two of the low-noise devices which could
have widespread use in moderately priced earth-terminals in the future
years are the Tunnel Diode amplifier and the uncooled parametric amplifier.
Tunnel Diode amplifiers show little noise figure deterioration as frequency
increases from 100 MHz to 20 GHz, and offer typical bandwidths of the
order of 3.5-18 percent. A typical single stage small signal gain of
currently available Tunnel Diode amplifiers is of the order of 12-20 dB
with moderate gain variation over the band (±0.25 to +_ 5). Typical
Tunnel Diode noise figure in the frequency bands of our interest (0.8-
12 GHz) is of the order of 3-7 dB. Low-noise TWT amplifiers compare
rather favorably with Tunnel Diode amplifiers up to approximately 7 GHz
but beyond that offer inferior noise performance. However, the advantages
associated with low-noise TWT amplifiers are wide bandwidths (typically,
36-67 percent of the carrier frequency), high small signal gain (25-35 dB),
and smaller gain variation over the band (+_ 2 to +_ 3). A major disadvan-
tage with TWT low-noise amplifier seems to be its need for high-voltages.

Presently, uncooled parametric amplifiers are capable of operation
up to 35 GHz. Their biggest advantages seem to lie in the Tow noise
figures that they offer (typically, 1-4 dB in 1-12 GHz band). Small
signal gain offered by parametric amplifiers is typically between 17-30
dB. The disadvantages associated with uncooled parametric amplifiers
are poor bandwidth handling capability (typically, 0.5-7 percent) and
the requirement of a pump frequency source considerably higher than the
signal to be amplified (13-20 times the signal frequency for operation
below 1 GHz, 4-10 times the signal frequency for operation in 1-5 GHz
region, and between 1.4-4 times the signal frequency for operation beyond
5 GHz). It offers a good substitute for antenna capture area on the
ground or for satellite transmitter power output but at an increased
cost.

Any rigorous frequency dependence of the cost of microwave devices
is difficult to establish due to the large number of variables involved.
Feldman's[38,39] examination of a variety of low-noise device data suggests
that when quantity effects are eliminated, price does vary with frequency
of operation. Data suggest an exponent of roughly 0.3, that is (frequency).
On this basis, price doubles for each decade increase in frequency. Cost
of a low-noise front-end for 12 GHz would be some'1.58 times the cost of
a 2.5 GHz front-end with a similar noise performance.
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A look at the currently available transmitter power output devices
shows a clear degradation in the available DC power to RF power conversion
efficiencies and power output as one moves to higher frequencies. Overall
TWT amplifier efficiencies, including the power supply, fall from a typical
value of about 25 to 35 percent at 2 GHz to about one half of that at
100 GHz. Solid-State power output devices (Gunn, IMPATT, and ISA) exhibit
a poorer efficiency performance than that exhibited by either TWT or
Klystron. Beyond 10 GHz, both efficiency and output power of these solid
state devices suffer severe reductions. However, in spite of the low
efficiencies, solid-state power output devices have many advantages as
they can be joined together in a matrix or array form to obtain optimum
phase and amplitude patterns. Use of modular construction increases
reliability and also provides dispersion of the source of heat--a factor
important from the viewpoint of spaceborne applications. In addition,
the low voltage requirement of solid-state devices when compared with
the kilovolt sources for tubes makes them attractive for their use in
satellite transmitters.[45]

From the viewpoint of earth-station transmitter applications for
earth-to-space "up" links, the main contenders are and have been TWT and
Klystrons.* In certain narrow-band uplinks and single carrier per tube
type of applications, "Carpitron" tubes may also find a place. Though
currently available TWTs and Klystrons show decreasing efficiencies with
increasing frequencies in the frequency bands of our interest (0.800 -
13 GHz), one safely can assume comparable performance for these devices
over the entire band, particularly the 2.0-13.0 GHz portion of it, for
the late 70's as a direct result and/or indirect spinoff from NASA's
current efforts into the development of high-efficiency (>50%), broadband,
and longer-life tubes with power output capabilities in tn~e range of few
hundred watts to few kilowatts.

*Below 1 GHz, Gridded tubes become an important and attractive alternative.
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6. INTERCONNECTION AND SPECTRUM-SPACE CONSIDERATIONS

The nature of the interconnection arrangement that is desired and
the magnitude of the information to be distributed over it also influence
the choice of the operational frequency band(s) for any satellite-based
information networking system.

ITU frequency allocations (Section 2) clearly reflect two distinct
types of satellite services: (1) Fixed-Satellite Service, previously
known as Communication-Satellite Service; and (2) Broadcasting-Satellite
Service. Each service has been provided with a distinct set of space-to-
earth "down" link allocations with different Power-Flux Density limitations.
Fixed-Satellite Service (FSS) is a service designed from the viewpoint
of point-to-point communications and is also capable of wide-area TV or
radio program distribution by the virtue of the high altitude of the
satellite. Broadcasting-Satellite service is very much a specialized
service and is designed for one-way point-to-multipoint program delivery
to low-cost earth-terminals for community as well as home consumption.
The distinction between Fixed-Satellite Services offering wide-area
program distribution for further redistribution/rebroadcast and Broad-
casting-Satellite Service offering similar capabilities is rather fine;
Broadcasting-Satellite Service could deliver the program material to
low-cost roof-top earth-stations whereas FSS would require relatively
high-cost earth-terminals due to stricter limitations on the Power-Flux
Density that it could produce on earth's surface. The final choice
between the two services would be dependent upon the system requirements
(the tasks that the system is required to perform), the number of points
that are to be interconnected or where the program delivery is to be made,
and their geographical distribution.

The relationship between satellite effective radiated power (ERP)
and earth-terminal sensitivity (G/T, dB/°K) for various downlinks are
plotted in Figure 11 for the reception of a single television channel.
The Signal-to-Noise Ratio [(S/N)n,w] objective has been taken as 52 dB
and is to be available at least 99.95 percent of the time. The link
margins to sustain infrequent attenuations to provide this kind of link
reliability have been taken as follows: (1) 0.8 GHz - 1.5 dB; (2) 2.5
GHz - 2.0 dB; (3) 4 GHz - 3.0 dB; (4) 7 GHz - 4.0 dB; and (5) 12 GHz -
8 dB. The plot also shows the maximum limit on the satellite ERPs for
the various downlinks and thus the minimum earth-terminal sensitivities
that could be allowed. Earth-terminal antennae elevation greater than
45° has been assumed for the calculation of the maximum ERPs. An RF
bandwidth of 20 MHz has been assumed for every downlink along with the
assumption that use of pre-emphasis reduces the peak-to-peak frequency
deviation by a factor of 2.16528] For each downlink, 1.5 dB circuit
losses in the spacecraft transmitter assembly is assumed. For 0.8 GHz
and 2.5 GHz, use of circular-linear polarization combination is assumed
to combat Faraday rotation; thus, a 3 dB polarization loss is assumed.
For all downlink bands above S-band, a linear-linear polarization com-
bination has been assumed and a polarization mismatch loss of 0.5 dB.
There is no PFD limitation on 12 GHz downlink (see Section 2.2.2);
hence, no maximum ERP is identified.
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Our continuing studies on application of communications satellites
to educational development in the United States indicate that communication
satellites may have an important role in (1) Interconnecting educational
institutions, particularly those related to higher education and research,
for sharing of instructional, research, and administrative resources; (2)
Interconnecting remote and isolated schools with certain service centers
to provide students and teachers therein equitable access to services
such as raw computing power, Computer-Assisted Instruction, etc. that are
available to their equals in urban and suburban areas and also to provide
in-service teacher development programs; and (3) Delivery of both public
as well as instructional television program material for in-school as
well as for in-home utilization. Figure 12 shows the basic conceptual
framework for these services. One should keep in mind that the service
requirements include both one-way program delivery (to some extent on
on-demand basis) as well as interactive services such as computer-
interconnection, multi-access computing, teleconferencing, and Computer-
Assisted Instruction, which require two-way receive/transmit capability.
However, the return links from the institutional headends are expected
to be low-speed (up to a few tens of kilobits/second) whereas the incoming
information to them would be several orders of magnitudes higher.

If all these services are to be provided through a unified system,
the choice by the virtue of the accepted definitions of BSS and FSS,
would have to be a Fixed-Satellite Service (FSS). Broadcasting-Satellite
Service (BSS) is supposed to provide only one-way dissemination of
information. However, if these services are to be accommodated on the
frequencies allocated for Fixed-Satellite Services, the economic as well
as political viability of these services for education interests through
a unified system is in doubt. Educators would not be able to use the
2500-2690 MHz frequency band for which they put up such a gallant fight
before the FCC because WARC allocated it to BSS, and would be forced to
use frequencies which have severe Power-Flux density limitations or the
ones that suffer from deep fades during heavy rains. This clouds the
entire feasibility of a low-cost small earth-terminal satellite system
concept.

One could argue that small-earth terminal operation could still be
achieved by moving up to the 12 GHz band which is to be co-shared
between Fixed-Satellite and Broadcasting-Satellite Services and for which
WARC resolutions do not contain any PFD limitations. However, the problem
at 12 GHz lies in the cost of the earth-terminals and/or satellite due
to the large but localized and infrequent attenuation that frequencies
in this band suffer during rains. Problems also lie in maintaining
high-quality links for data-communications for a large percentage of
times. Visual and aural information transmitted over the system and
meant for the human consumption could tolerate increased noise levels
to a larger extent during the short periods when rains are prevalent.
However, degradation in noise performance beyond a certain limit would
be intolerable for man-machine and machine-machine communication.
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Our studies have shown that it is advantageous from the viewpoint
of making fullest use of the cost saving potentials of satellites to
bypass the telephone company's local loop or "subscribers' plant" in
delivery of telecommunications services to educational users. It is in
the local plant where a large percentage of the long-distance communica-
tion costs lie. From this aspect and also from the viewpoint of avoiding
the cost of any terrestrial interconnection facilities outside the
"subscribers' plant", it is important that the earth-terminals for
communication with satellite be located in the close proximity of the
distribution/broadcasting facilities. This colocation requirement
also dictates the use of 2.5 GHz and 12 GHz frequency bands (see Section
4.) .

The author is of the opinion that if a meaningful educational
satellite service is to be established and minimum cost communication
facilities are to be provided to educational users and the public,
education interests must obtain authorization from the FCC, through some
sort of a national rule-making, that.will permit two-way communication
via relatively high-power satellites using low-cost earth-terminals
in 2.5 GHz band. The final Rule and Order issued by the FCC in the matter
of the preparation for WARC (Docket 18294) clearly stated FCC's intention
for allocating 2500-2690 MHz frequency band for the purpose of educational
and public telecommunications. It is very conceivable that the FCC could
open the entire band without any service restrictions to educational
users but still operating within the PFD limits prescribed to this band
under BSS allocation. Also, to fully use the satellite-based small
earth-terminal interactive potential offered by this particular frequency
band (2500-2690 MHz), it is desirable to secure uplink frequency alloca-
tions in the neighborhood of S-band in addition to what is available
through the WARC allocation (2655-2690 MHz uplink). One technically
feasible alternative would be to divide the 2500-2690 MHz frequency band
into two asymmetrical segments to provide up- and down-links and coordinate
the transmission directions with DEMA allocations by choosing reverse
directions. One such division could be: (1) 2500-2570 MHz educational
satellite "uplink" coordinated with 2500-2535 MHz Fixed-Satellite
"downlink"; and (2) 2570-2690 MHz educational satellite "downlink"
coordinated with 2655-2690 MHz Fixed-Satellite uplink.

The 6 GHz uplink possibility for small earth-terminal environment
could be ruled out due to a proposed rule-making that would restrict
use of 6 GHz uplink transmission from antennae less than 25-30 feet in
diameter. 13 GHz uplink is excessively taxing in terms of earth-station
transmitter output power which has to be rather oversized to accommodate
deep fades during heavy rains, that is, the transmitter has to be capable
of delivering 13-16 dB more power than its normal dry-weather value
during rains. In a ground-segment that consists of a large number of
small receive/transmit type earth-terminals, use of 13 GHz uplink instead
of one in the neighborhood of S-band would significantly raise the system
cost. In addition, in a situation, where a broadband repeater processes
a large number of individual carriers, a tight power co-ordination among
the individual uplinks is required to maintain proper power sharing at
the satellite transponder. In an S-band uplink operation, due to rain
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induced, infrequent attenuation, one may entirely forget about the power
coordination among the large number of carriers in a low-cost operation.
However, in 13-GHz uplink operation, which suffers from localized deep
fades, power coordination is a necessity and would have to be implemented
through some sort of monitoring of the power level of a satellite trans-
mitted beacon and automatic level control of transmitter power output
according to the observed beacon strength. This again means a substantial
increase in the earth-station cost.

Some may argue that the need for power coordination may be eliminated
through the use of Time Division Multiple Access (TDMA) instead of
Frequency Division Multiple Access (FDMA). However, one should recognize
that TDMA requires link synchronization and would be costlier than FDMA
to implement. In addition, one should remember that satellite trans-
ponders, even the channelized ones, are designed to handle at least one
TV channel per output tube. This means some 30-40 MHz RF bandwidth that
channelized output sections of the repeater would be required to handle.
In broadband transponders, the output tube may be designed to handle the
entire bandwidth at one particular allocation (for example, 190 MHz for
2500-2690 MHz band). It is inconceivable that a pure TDMA operation
would be feasible even over a 30-40 MHz RF bandwidth due to the low data-
rate uplinks that would be involved (few tens of kilobits/second). In
all probability, even in the case of individual stations operating on
TDMA basis, the satellite-borne transmitter would operate on a TDMA/FDMA
basis in view of the synchronization problem that may be involved in
sweeping some 1000-2000 terminals.* Thus, uplink power coordination
would still be needed as at a given instance,satellite transponder would
still be handling more than one signal and the signals may have suffered
different localized atmospheric attenuations.

It is quite conceivable that the 2500-2690 MHz frequency band may
not be wide enough to handle all educational telecommunication demands.
From a single-satellite educational satellite system, one should not
expect more than 4 to 5 TV channels or equivalent in one particular
geographical area. The exact number of channels obtainable in one
particular area would depend upon the modulation index employed and the
coverage pattern of the satellite (number of beams, size of beams, etc.).
It would be erroneous to assume a multi-satellite system for educational
users and thus increased communication capacity from the frequency band
based upon use of RF frequency interleaving, crosspolarization, satellite
spacing, etc. It is conceivable that even in a single satellite operation,
the communication capacity of the particular frequency band could be
increased through the use of orthogonal polarization and RF frequency
interleaving or staggering. However, as yet we do not know much about
the depolarizing effects of rain and also the reduction in the cross-
polarization isolation due to water on antenna feed and surface.

*If each terminal had some 20 kilobit/second baseband data to be trans-
mitted, a 40 MHz wide satellite-borne repeater could accommodate,
theoretically, over 4,000 accesses (bandwidth limit) provided 4-<j>
Coherent Phase Shift Keying is used (see Ref. 47).
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European Space Research Organization sponsored studiesL50-52J ^ave shown
a severe drop in isolation between the cross-polarized radio channels at
11 GHz. We have no results on S-band frequencies. Use of a radome to
protect the antenna feed and parabolic reflector from wetting during rains
and snow is a fairly costly proposition and would have to be evaluated
against the alternative of providing additional communication capacity by
moving to a higher frequency, that is, 11.7-12.2 GHz frequency band.
In a small-terminal environment, with terminal population in the range
of few hundred to maybe ten-twenty thousand, the system cost is obviously
very sensitive to any increase (or decrease) in earth-terminal costs.

If interactive communication is desired (which it certainly is) and
the band is divided asymmetrically into two parts to provide for suitable
uplinks, the number of channels obtainable in one particular geographical
area would be further reduced. If the demand exceeds the capacity of this
band, we would suggest that educational users look to the 11.7-12.2 GHz
band. If the use of two different frequency bands (2.5 and 12 GHz) is
deemed necessary, we would recommend that all interactive services be
accommodated in 2500-2690 MHz band as far as possible, and given first
preference in that band. Distribution services could be easily accommodated
in the 12 GHz band because interactive services, which will primarily
involve data communication would require a substantially higher link margin
at 12 GHz.

We have recommended the use of 12 GHz downlink in addition to 2.5
GHz because a combination of any other downlink allocation (be it for
BSS or FSS) below 12 GHz with 2.5 GHz would severely compound the co-
location problem. All other downlinks (620-790 MHz, 3.7-4.2 GHz,
6.625-7.125 GHz) have a tougher Power-Flux Density limitation as well
as tougher colocation problems than 2.5 GHz. In a situation, where a
single satellite is carrying two different sets of transponders operat-
ing at two different frequencies and where both sets may have to be
used by an individual earth-terminal, the 2.5 and 12 GHz combination
seems to be the solution. If the technology would have been capable of
providing low-cost adaptive or adapted arrays which could provide
selective linkage with one particular set of signals while heavily
discriminating against signals from other sources in the same frequency
band, situation would have been different.[49] But the fact is that
the technology is no where near this stage and there does not seem to
be a better combination than 2.5 and 12 GHz downlinks, if the demands
exceed the communication capacity of the 2.5 GHz frequency band alone.
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7. CONCLUSIONS

Primary considerations in the choice of transmission frequencies
for an educational satellite system are (1) ITU allocations for the
Region II; (2) National rule-making that incorporates the regional
allocations into domestic frequency tables, divides the allocations
between government and non-government users, and, in certain cases
if the situation warrants, makes certain modifications in the original
allocations with the consent of the neighboring administrations; (3)
Atmospheric and ionospheric frequency dependent propagation effects;
(4) Man-made environment--!'ndigenous noise as well as contributions from
services and/or systems sharing the same frequency band; (5) Hardware
considerations—their frequency dependent characteristics; and (6) The
nature of the networking that is desired. A detailed examination of the
above mentioned factors suggests that education interests should look
to 2500-2690 MHz and 11.7-12.2 GHz frequency bands to meet their needs.
Other allocations below 12 GHz suffer from severe power-flux density
restrictions (see Figure 2) and discriminate against a low-cost, large
population, small-terminal environment. They also do not lend themselves
to easy colocation of the earth-terminals with terrestrial distribution/
broadcast headends.

It is suggested that avenues be explored for obtaining additional
frequency spectrum in the neighborhood of S-band for up-link trans-
missions if the interactive potentials of 2.5 GHz frequency band (down-
link) are to be fully exploited. WARC allocations only allow a 35 MHz
wide uplink band (2655-2690 MHz). Even this band would have to be
shared with commercial operators who intend to use it for demand assigned
communication in remote and isolated areas. As suggested in an earlier
section, it may not be a bad idea to split up the frequency band 2500-
2690 MHz asymmetrically on a 7:12 (uplink:down!ink) basis and coordinate
the transmission directions of the two bands with DEMA allocations by
using reversed transmission directions, frequency interleaving, and
orthogonal polarization. In order to initiate any exploitation of the
full capabilities of the above discussed S-band allocation, it would be
necessary to eliminate service restrictions on it and allocate it to
satellite-based educational telecommunications to provide a variety of
telecommunication services but operating within the BSS PFD limitations.
The WARC allocation table shows a world-wide allocation of 2500-2690 MHz
band to Broadcasting-Satellite Service. By definition, Broadcasting-
Satellite Service (BSS) is a one-way service and does not include any
interactive communication. If the BSS restriction is retained, the only
interaction that would be permitted would be feedback or talk-back
television type. Man-to-machine interaction (interactive computation,
on-line information retrieval, Computer-Assisted Instruction, etc.)
and machine-to-machine communication (computer interconnection) would
not be permissible. From this point of view, it would be desirable for
the education interests to rally for the service restriction (BSS or
FSS) removal from 2500-2690 MHz band for educational applications.
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If the demand for educational satellite-based telecommunication
exceeds the communication capacity of the 190 MHz wide 2500-2690 MHz
band, 11.7-12.2 GHz is the frequency band where additional capacity
should be sought. Interactive services ought to be given preference
in the 2.5 GHz band whereas the one-way distribution services could
be located in 12 GHz frequency band (11.7-12.2 GHz) without much
difficulty. A good portion of the interactive communication situations
would deal with man-machine and machine-machine data-communication
which have stiffer performance requirements in terms of a certain error
rate that is to be met over a large percentage of time. Television and
radio programs designed for human consumption could still be used during
the deep fades period—the picture will be there though it may not be
Grade 1 quality. To sustain high quality data-links at 12 GHz would
require over-sized satellite transmitter power and/or highly increased
earth-terminal sensitivities than those required for normal dry-weather
operation. This will certainly raise the system cost substantially.

WARC has allocated the frequency band 11.7-12.2 GHz on a co-equal
basis between Broadcasting-Satellite and Fixed-Satellite Services. Much
of the exploitation of the great potentials of this band for delivering
program material in a low-cost, large population, small earth-terminal
environment would depend upon how the use of this band is initiated
in the beginning. It is clear that relatively low- or moderately-
powered satellites would be the ones that would move into this band
first; that is, fixed-satellite service would be first to enter into
this band. If Fixed-Satellite services are allowed to develop in the
entire band, the possibility for a future introduction of a high-power
satellite(s) would diminish due to the protection requirements inherent
in co-equal sharing. Under co-equal sharing, the services that come
first in the band are to be protected against intolerable interference
from future systems. Possibly, the early introduction of Fixed-Satellites
in the entire 12 GHz band would have the effect of closing the doors to
BSS in this band. It becomes necessary to develop certain mechanisms
to protect future services too (and particularly the high-power satellite
systems) and not to rely solely on COMSAT'S evolutionary concept (see
Appendix A). A solution would be to evenly divide the 11.7-12.2 GHz
frequency band with the first half having BSS as a primary service and
FSS as a secondary service, and the second half with FSS designated
as the primary service and BSS a secondary service.
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APPENDIX A

DEVELOPMENT OF U.S. POSITION FOR WARC

Preparation for the World Administrative Radio Conference (WARC) on
Space and Radio Astronomy began during the summer of 1968 when the Federal
Communications Commission (FCC) issued a notice of inquiry (Docket 18294,
August 14, 1968). The first notice of inquiry stated that, upon examination
of the current as well as foreseeable usage of the radio spectrum between
10 and 40 GHz, the Commission thinks that the national table of Frequency
Allocations might be amended to provide shared provisions for communication-
satellite service in 17.7-21.2 GHz (downlink) and 27.8-31.3 GHz (uplink)
bands. It further stated, that if the above mentioned frequencies are
found acceptable nationally, the Commission (FCC) and the Office of
the Telecommunications Policy (Exeucitve Office of the President) would
be prepared to support a United States proposal calling for the Space
WARC to change the international table accordingly.

Some 15 organizations filed comments in response to the Commission's
initial notice of inquiry. For the communication-satellite and broadcasting-
satellite service, two important comments were filed by the American
Telephone and Telegraphy Company (AT&T) and the Communication Satellite
Corporation (COMSAT). AT&T supported the intent of Commission's inquiry
but stressed greater attention to terrestrial needs of frequency bands
at the time those bands are designated for space services. AT&T proposed
an additional allocation of 2 GHz frequency space below 22 GHz. COMSAT'S
comments supported the Commission's proposal with respect to frequencies
above 17.7 GHz, with the exception that they disagreed with the Commission's
position that bands be designated specifically for "up" and "down"
transmissions in the communication-satellite service and similarly that
such bands be designated for use by "government" only or by "non-government"
only. COMSAT considered these designations as premature, unnecessarily
limiting and/or inappropriate.

COMSAT also pointed out that the power-limited situation in1the
communication-satellite service that existed at the time of the 1963
EARC has changed to a bandwidth-limited situation.* In this respect,
COMSAT proposed that the bandwidth-limited situation be relieved by the
allocation of additional bands on an exclusive as well as a shared basis.
Here COMSAT made a very important point that there are more immediate
needs to be met before the frequencies proposed by FCC above 17.7 GHz
could be exploited (due to the technical problems associated with the
utilization of these frequencies). Henceforth, COMSAT proposed, frequencies

*
This is not exactly true. The current situation for 4 GHz downlink
is both power-limited as well as bandwidth-limited. The maximum
allowable power-flux density at the earth's surface limits the
satellite e.r.p.
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below 17.7 GHz need to be examined thoroughly from the viewpoint of their
sharing potential. In this respect, COMSAT suggested that : (1) an
exclusive band should be reserved on a world-wide basis for Ultra High
Frequency (UHF) broadcasting-satellite service, either in the upper part
of the 470-890 MHz TV band or the lower portion of the 890-942 MHz band;
(2) a frequency allocation be made in the UHF region for the purpose of
providing a capability for small-user, demand access systems*; (3) the
frequency band 1710-2290 MHz should be allocated to communication-satellite
service for downlink transmission on a world-wide shared basis; and that
(4) the frequency bands 6.425-7.250 GHz, 10.7-11.7 GHz, 11.7-12.2 GHz and
12.7-13.25 GHz be allocated to communication-satellite service on a world-
wide shared basis for use in those areas where sharing would be feasible.

The FCC, in its third notice of inquiry in the matter of WARC
(Docket 18294; November 26, 1968), reluctantly decided to propose the
accommodation of broadcasting-satellite service in the frequency band
470-806 MHz by means of a footnote to the Table of Frequency Allocations.
COMSAT'S original request for exclusive allocations for BSS was rejected
because FCC, in its own words, did not have a clear view of the best
uses of such a service. Even on a footnote basis, BSS allocation to the
UHF-TV band was restricted to the upper limit of 806 MHz because the FCC
had outstanding, in its docket number 18262, a combination notice of
inquiry and Notice of Proposed Rule Making designed to reallocate a major
portion of the frequency band 806-947 MHz in favor of the land mobile
service. FCC also refused to make any recommendation regarding COMSAT'S
proposal of a UHF frequency for a demand-access (DEMA) system to serve
widely scattered small-users in Alaska. FCC also called COMSAT'S demands
for additional allocations for communication-satellite services below
17 GHz unreasonable because COMSAT was asking for the use of an additional
3.45 GHz of spectrum space (on a shared basis); 3.45 times as much spectrum
space as the non-government communication-satellite service had access to.

FCC's third notice of inquiry attracted some eight comments. One
comment brought FCC's attention to the fact that there was also another
proceeding outstanding in Docket No. 18261 wherein it was proposed to
permit, on a selective basis, the use of UHF-TV channels 14-20 by the
land mobile services. As a consequence the frequency limits for the
proposed BSS assignment footnote should have been 512-806 rather than
470-806 MHz. FCC concurred with the comment (see Fourth Notice, Docket
18294; Feburary 26, 1969) but decided against limiting the footnote to
512-806 MHz band because WARC had a limited agenda and no authority over
any new allocations to the land mobile service.**

In response to the FCC's Fourth Notice of Inquiry in the matter of
WARC, General Electric proposed the addition of a footnote to the FM

*Such a service cannot be provided in any band now available because
of the PFD limitations. COMSAT argued that technical characteristics
of the frequencies in the mid to upper portion of the UHF band (UHF =
300 to 3000 MHz) are best suited for these services; system economics
also indicates that such services be placed in this frequency range.

**BSS proposed footnote allocation was further modified to 614-890 MHz
band during these deliberations.
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broadcasting band, 88-108 MHz, which would provide for the use of the band
by the broadcasting-satellite service (BSS). FCC agreed that there was
considerable merit in the GE proposal and modified its preliminary views
by including a footnote in the band 88-100 MHz for the FM broadcasting
in the BSS. Only 88-100 MHz portion of the 88-108 FM broadcasting band
was covered by the footnote because only that portion of the band approaches
world-wide standardization insofar as allocations are concerned. However,
FCC rejected a GE proposal calling for the accommodation of BSS in the
High Frequency bands below 30 MHz by adding a footnote as impractical.
FCC expressed its agreements with the views expressed in the report
prepared by a U.N. Working Group on Direct Broadcast Satellites (U.N.
General Assembly Document A/AC.105/51, Feburary 26, 1969) and rejected
the proposals for any assignments for BSS in UHF-TV band on exclusive
or secondary sharing basis.*

It was primarily due to the comments filed since the third notice
of inquiry that FCC agreed upon the concept of increased sharing between
the communication-satellite service and terrestrial services as proposed
by COMSAT earlier. A sort of consensus emerged about this and as a result,
preliminary views incorporated the following additional accommodations of:
(1) Demand-Assignment Multiple Access (DEMA) systems (for low-demand and
scattered users, such as in Alaska) in the bands 2150-2200 MHz (space-to-
earth) and 2500-2550 MHz (earth-to-space) for the communication-satellite
services sharing coequally with fixed and mobile services; (2) space-to-
earth and earth-to-space allocations respectively, in the bands 6625-7125
MHz and 11.7-12.2 GHz, wherein the communication-satellite service would
share coequally with the fixed and mobile services in the lower band and
with the fixed, mobile and broadcasting services in the higher band; and
(3) co-equal sharing at 17.7-17.9 and 27.8-29.8 GHz between the communication-
satellite, fixed and mobile services, with the direction of transmission
unspecified .in the communication-satellite service (see Fifth Notice of
Inquiry in the matter of WARC, Docket 18294, August 27, 1969).

*U.N. reports differentiate between direct-to-home satellite broadcasting
(to augmented as well as unaugmented home TV receivers) and services
designed for community or collective receiving arrangements (called
"community" broadcasting-satellite service). A U.N. report declared
direct broadcasting of television signals into existing unaugmented
home receivers as not feasible for the period 1970-1985 primarily due
to the lack of technological means to transmit signals of sufficient
strength from satellites. The report labeled direct broadcast of
television into augmented home receivers as technologically feasible
as soon as 1975. It cited the cost factors for both earth and space
segments as prohibitive and said that it is unlikely that this type of
system will be ready for deployment on an operational basis until many
years after the projected date of feasibility. However, the U.N. report
(A/AC.105/51, February 26, 1971) concludes that direct broadcasting
into sophisticated community receivers is close at hand—both techno-
logically and economically.
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After the fifth notice of inquiry was released, the Hawaiian Telephone
Company drew FCC's attention to the fact that by virtue of the footnote
NG21 to the National Table of Frequency Allocations, inter-island common
carrier fixed service in Hawaii has exclusive access to the 98 - 108
MHz band and thus the earlier FM broadcasting-satellite service provision
(on a footnote basis) in the band 88-100 MHz conflicted with it. However,
FCC decided not to make any modifications in the preliminary views at that
time and keep this conflict in mind during the forthcoming proceedings.
At this time, COMSAT came out strongly against FCC's negative position
on broadcasting-satellite service (BSS) and called for exclusive allocation
of the band 800-806 MHz for BSS in the continental U.S., Hawaii and Alaska.
National Association of Educational Broadcasters (NAEB) was first to
suggest the use of 2500 MHz for educational television and other public
television service via satellites. NAEB used an NAS/NRE Report[10] to
support its arguments for the following allocations to the BSS: (1) 108
MHz on an exclusive basis for FM direct broadcasting; (2) 470-890 MHz for
direct - to-home broadcasting (possibly restricted to the upper end);
2500 MHz for ETV and other public television services; and (4) 12 GHz for
program distribution.

In response to these comments, FCC released its Sixth Notice of
Inquiry in the matter of WARC (Docket 18294, March 25, 1970). In this
notice, FCC reported that it saw no merit in COMSAT'S arguments for a
6 MHz wide exclusive allocation in the UHF-TV band for BSS. However,
FCC saw merit in the proposals calling for the use of 11.7-12.2 GHZ
for BSS and decided to modify its preliminary view by asking for 11.7-
12.2 GHz to be shared coequally by communication-satellite service
(limited to TV program distribution only) and the broadcast-satellite
service (BSS). In this band there were a handful of licensees operating
something less than 200 units of mobile TV pickup, rendering a common
carrier service to TV broadcasting stations on a sporadic, case-by-case
basis and FCC concluded that these functions could be accommodated in
other frequency bands, if the need should arise.

Corporation for Public Broadcasting (CPB), Joint Council on
Educational Telecommunications (JCET), National Association of
Educational Broadcasters (NAEB), National Education Association (NEA),
University of the State of New York (SUNY), and U.S. Office of Education
(USOE) filed comments in response to FCC's Sixth Notice of Inquiry and
stressed generally common themes: (1) Allocation of 108 MHz for direct
FM aural broadcasting from space for educational, instructional or public
service use; and (2) Reservation of the frequency band 2500-2690 MHz for
Educational TV (ETV), Public TV (PTV), and other educational and non-
commercial communications, coequally for space and terrestrial transmission.
JCET made the argument that minimal relocation problems would be incurred
by the assignment of 108 MHz to aural space transmissions and that such
an allocation would preserve the advantages of frequency assignments within
the capabilities of conventional home receivers. FCC called the 108 MHz
proposal impractical on the grounds that it presented a potential, hazard
as an interference source over one-third of the world. FCC did not think
that foreseeable state-of-the-art would permit antenna directivity at
108 MHz which would illuminate less than one-third of the earth's surface.
With regard to the JCET argument centered on the minimum relocation
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problem, FCC pointed out that an FM aural satellite broadcasting-service
could result in interference to: (1) some 23 FM broadcasting stations
(in U.S. alone) on 107.9 MHz; (2) approximately 1000 government and non-
government aeronautical radionavigation VOR test stations on 108 MHz; and
(3) approximately 1000 government and nongovernment aeronautical radio-
navigation localizer test stations on 108.1 MHz. In rejecting the 108 MHz
FM aural satellite-broadcasting allocation suggestion, FCC also pointed
out that in Region I, the band 104-108 MHz is allocated not to broadcasting
but to the "mobile (non-aeronautical) services". ITU regulations, in this
particular situation, ask for equal sharing and prohibition against inter-
ference to services in the other regions or sub-regions.

While issuing its Seventh Notice of Inquiry (Docket 18294, August 17,
1970), FCC agreed that a future requirement might develop for inter-
connection between and among the various educational outlets to the public.
However, the Seventh Notice said, neither the Commission nor the OTM (now
DTP) is persuaded on the basis of the information available that such
allocation be made at this time because there are other services* whose
needs are more apparent and more immediate. FCC also drew educators'
attention to the fact that a satellite service for relatively small earth-
Stations (with 4-8 feet diameter antennae) in the 2.5-2.69 GHz band would
severely interfere with Instructional Television Fixed Service (ITFS) use
within the satellite coverage area. FCC pointed out that use of 11.7-12.2
GHz for similar small earth-station distribution purposes would avoid
disruptions to ITFS/Satellite transmissions and this is the band to which
educators must look for the future accommodation of any interconnection
requirements that might develop. However, FCC did not completely rule
out the possibility of 2.500-2.690 GHz band exclusively for educational
space services and invited comments regarding coexistence of ITFS and space
services with comparatively higher power-flux densities.

One of the important decisions taken by FCC in its Seventh Notice of
Inquiry was the removal of traffic limitation in 11.7-12.2 GHz communication-
satellite service (downlink) band. As mentioned earlier in this Appendix,
the U.S. Draft proposal to WARC called for co-equal sharing of the band
11.7-12.2 GHz between the broadcasting-satellite and.the communication-
satellite (corn-sat) services, with the latter service limited solely to
the distribution of television program material. COMSAT viewed this
traffic limitation as being wasteful of spectrum space in light of the
uncertain nature of the service. AT&T, on the other hand, argued that
since special provisions were suggested for program distribution at 11.7-
12.2 GHz, such distribution should be prohibited in the 4 and 6 GHz bands.

Another major issue resolved by the FCC in its Seventh Notice of
Inquiry was related to the provision of uplinks for program material to
the satellite for broadcasting in another band allocated to communication-
satellite uplinks. AT&T viewed the broadcasting-satellite uplink as an

Preliminary views, at the time Seventh Notice of Inquiry (Docket 18294;
August 17, 1970) was issued, had 2550-2690 MHz frequency band listed on
a footnote basis for Earth-Science Satellite space-to-earth transmissions
with considerably lower PFD.
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elongated Studio-to-Transmitter Link (STL) which should be accommodated
in bands allocated to the broadcast auxiliary services. FCC rejected
AT&T's proposal on the ground that there is no international standard-
ization of bands allocated to broadcasting auxiliary service, and desig-
nated non-government communication satellite service bands for this uplink
function.

FCC's comments regarding uncertain prospects for satellite-based
educational interconnection and delivery system(s) and the related denial
of the 2500 GHz ITFS band for educational and public satellite service
drew a response from the Secretary of Health, Education and Welfare.
Eliot Richardson, in a letter to FCC Chairman Dean Burch dated September
21, 1970, said that the position presented in FCC's Seventh Notice of
Inquiry did not adequately consider the very real needs of the health,
education and public service communities that were the principal respon-
sibilities of HEW. Richardson further commented that the proposed U.S.
position for WARC, as described in the Seventh Notice, "had the effect
of essentially foreclosing prematurely and permanently this nation's
best chance to realize a return on the public's vast expenditure on space
research. The nation cannot afford to so completely discount the oppor-
tunity of providing ETV and other public services via satellite on the
widest possible basis and at least possible cost to the taxpayer." He
cited various studies, experiments, proposed HEW grant legislation, support
of communications software, and HEW's efforts towards cooperative technical-
economic studies with NASA to demonstrate HEW's interest in utilizing space
technology. Richardson's letter described the following as the minimum
acceptable provisions in the U.S. proposal for WARC: (1) Allocation of
2500-2690 MHz band for development of a low-cost multi-point satellite
distribution system for educational users; (2) A footnote provision that
would permit FM aural broadcasting from space in the standard FM frequency
band (88-108 MHz); and (3) Exclusive allocations in 11.7-12.2 GHz band
for broadcast-satellite service so that a high-power direct broadcast
satellite TV system may eventually be developed.*

Richardson's letter to Chairman Burch could be called of historic
importance because for the first time HEW made clear that educational
satellite-based services were something that it had been looking into
quite seriously. It lent credence to what Joint Council on Educational
Telecommunications had been telling FCC for sometime.

NASA, which had been supporting the case of Earth Sciences Satellite
Services for the 2.500-2.690 GHz band, reversed its position on the grounds
that bandwidth requirements for future operational Earth-Science Satellite
services were greater than the 190 MHz which this band was able to provide.
Consequently, it was decided to delete the proposed allocation to Earth-
Sciences Satellite Service in the band 2.50-2.69 GHz and seek accommodation
higher in the spectrum. This removed the primary obstacle confronting the
proposals of the educational interests. On October 21, 1970, FCC, jointly

*The letter was accompanied by a copy of HEW's detailed comments in support
of these provisions. The comments were prepared by Dr. Albert L. Horley,
HEW's Director of Telecommunications Policy.
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with the Office of Telecommunications Policy (Executive Office of the
President), agreed to modify the U.S. draft proposals preparatory to the
1971 WARC to ensure that they did not foreclose the possibility of using
the frequency band 2500-2690 MHz, in part or in total for distribution
of educational and public service material via satellite.* Accordingly,
FCC's Final Report and Order in the matter of 1971 WARC (issued on
December 21, 1971) contained the proposed allocation of the 2550-2690
MHz frequency band for Communication-Satellite (space-to-earth link)
service with an internal footnote that this band is meant for communication-
satellite services dedicated to the distribution of educational and public
service material and/or demand-assignment multiple-access (DEMA) systems
for low-demand users in remote areas. One should remember that the formal
U.S. position for WARC could only be on the basis of a particular service
and not a particular user segment. Any allocation to an exclusive user
community would have to be based on internal rule making after the WARC
has acted and allocated the frequency band to a particular service.

With regard to other education-oriented proposals, FCC extended the
footnote covering the 88-100 MHz band for FM aural broadcasting from space
to cover the entire standard FM broadcast band (in U.S.) 87.5-108 MHz.
However, FCC rejected HEW and JCET suggestions for modifying the U.S.
proposal in favor of exclusive allocations for Broadcasting-Satellite
Service in the 11.7-12.2 GHz band and let its original position stand.
The original position called for co-equal sharing of this band between
BSS and Communication-Satellite services. FCC said that this matter
could be decided by domestic-rule making if the WARC accepts U.S. proposals.
In any event, domestic rule-making procedures would be necessary prior
to the implementation of the international table. That would be the
appropriate time to determine whether to implement domestically the band
as allocated; whether only one service be implemented (BSS or Corn-Sat);
or whether the band in question (11.7-12.2 GHz) be divided equally between
the two Space Services or by some other ratio.

In a surprise decision, FCC accepted CBS Television Network Affiliates
Association's suggestion regarding allocation of the 6625-7125 MHz frequency
band for TV program material distribution via satellite on shared basis
with existing terrestrial services. In order to overcome opposition from
other administrations to the allocation of this band for corn-sat downlink,
network affiliates expressed a willingness to accept a power flux density
limitation of -160 dBW/m2/4 kHz--a limitation more severe than that is
imposed upon the commonly used 3.7-4.2 GHz Corn-Sat downlink allocation.
In view of general opposition to such an allocation by the administrations
in Region I and by some in Region III, FCC proposed that this band be
allocated on a regional basis. Prior to the WARC meeting, PFD limitation
was eased and the U.S. proposal called for a PFD limitation similar to
that in the 3.7-4.2 GHz corn-sat downlink frequency band.

*"General Action - Space Proposals Modified In Response To Educators'
Requests", Report No. 4164, Federal Communications Commission, Washington,
D. C. (October 22, 1970).



-64-

In the proceedings preparatory to the WARC (1971, Geneva), education
interests very much obtained what they wanted. The only point that seems
to have been missed is related to the allocation of a suitable uplink for
the 2.5 GHz downlink allocation. For most centralized program distribution
purposes, standard 5925-6425 MHz or 12.5-12.75 GHz frequency bands could
be used. The problem lies in the use of these frequency bands from the
viewpoint of small earth-terminal operation which permits interactive
communication that may be needed for the delivery of various services--
Computer Assisted Instruction for rural and scattered schools, computer
interconnection, teleconferencing, etc. A proposed rule-making will very
likely limit the use of the 5925-6425 MHz band to uplink transmissions
from antennae larger than 25-30 feet in order to achieve greater information
capacity for this band coupled with the geostationary arc resource.[4] This
leaves the use of the above-mentioned 13 GHz band as the only alternative
for uplink transmission from small earth-terminals, an alternative which
is relatively very taxing in terms of earth-station cost. Perhaps for
small earth-stations with limited low-data rate (up to few tens of kilobits/
second) transmit requirements, one could use the DEMA uplink allocations.
The original U.S. proposal had asked for 2150-2000 MHz band for DEMA uplink.
However, WARC allocated 2655-2690 MHz for DEMA uplink--a frequency right
in the 2500-2690 MHz ITFS frequency band. 2150-2000 MHz would not have
permitted uplink operation from the 48 state region due to its heavy use
for international control and industrial telemetry purposes. However,
2565-2690 MHz assignment by WARC is altogether a new thing and education
interests should explore the possibility of its use for return-link from
small earth-stations capable of receiving satellite signals in 2550-2555
MHz band.

World Administrative Radio Conference (WARC, Geneva 1971) allocations
are quite similar to the U.S. proposal. However, there are a few minor as
well as few distinct differences. At this point, we would like to outline
these briefly with the help of WARC allocations given in Table 3 of the
main text. Some minor differences in what the U.S. proposed and what was
actually allocated are:

(1) WARC did not make any allocations for FM aural .broadcasting
from space as was proposed by U.S. for 87.5-108 MHz band (for
Region II). The main reason seemed to be the fear of many
countries that developed nations may make use of this service
for purposes subversive to other nations. The U.S. proposal
for accommodation of BSS in 470-890 MHz had similar rough
going but the fact that use of FM modulation would make the
service incompatible with conventional home receivers was able
to overcome the fear expressed by some nations. However, BSS
was authorized within the frequency band 620-790 MHz (not 470-
890 MHz as proposed) with Frequency Modulation and subject to
agreement among administrations concerned and affected. WARC
put severe limitations on power flux density that BSS in this
band could produce in the territories of other administrations
(nations) without their consent.
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(2) DEMA uplink allocations were provided by WARC (for Region II)
in the 2655-2690 MHz band and reduced in bandwidth to 35 MHz
instead of the 50 MHz that the U.S. had proposed. DEMA downlink
allocation was maintained in the frequency band that the U.S.
had proposed (2500-2535 MHz) but with a reduced spectrum space
(35 MHz instead of 50 MHz).

(3) Instead of allocating 2500-2690 MHz for communication-satellite
service as U.S. had proposed, WARC allocated 2500-2690 MHz band
for Broadcasting-Satellite Service downlink in all regions.
In addition, WARC put rather severe flux-density limits for
communication-satellite (DEMA) as well as BSS in this band.

(4) Instead of allocating 6625-7125 MHz frequency band for
Communication-Satellite downlink in Region II, WARC maintained
6425-7250 MHz band to fixed and mobile services (in Region II)
but authorized the use of 6625-7125 MHz band in Brazil, Canada
and USA for Fixed-Satellite (Corn-Sat) Service downlink.

(5) WARC allocated 10.95-11.2 GHz and 111.45-11.7 GHz bands in
Region II for Fixed-Satellite downlink and uplink, respectively.
These allocations were not contained in the U.S. proposals.

(6) The most significant difference between the U.S. proposals to
the WARC and WARC allocations involve the frequency bands
12.5-12.75 GHz and 14.0-14.5 GHz allocated for Fixed-Satellite
Uplink transmissions. U.S. had proposed 12.75-13.25 GHz
frequency band for Fixed-Satellite uplink transmission.

As a concluding remark for this Appendix, which has provided a review
of the chronological development of the U.S. position for WARC, we would
like to say that the fight for frequencies on the part of educational
interest groups is not yet over. They have just completed their first
round with significant successes. What they should remember is that now
a long session of domestic rule-making will start in which they will have
to justify their, claims more rigorously. The amount of spectrum space
that they will be able to acquire in these proceedings will be a direct
function of their ability to generate sound utilization plans and
economic arguments for these plans.


