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Abstract

| . A modified Hughes SIT-5 system is being tested|
:for durability at the Lewis Research Center. As ofj
'October 1, 1972, the thruster subsystem has logged ;
'.over 8000 hours of operation. The initial 2023 i
hours were run vith a translating screen thrust
vector grid. The thruster is currently operating
with an electrostatic type vector grid. Profiles i
and maps taken at widely separated intervals show
that performance and operating characteristics have
remained essentially constant. Overall efficiency
is about 32 percent and power to thrust ratio is
170 watts per milllpound at a specific impulse of
2500 seconds. Telescopic examination of the vector

. grid shows some sputtering erosion due to charge
exchange and direct impingement ions. An independ-
ent test of the propellant storage and cathode-
isolator-vaporizer subsystem has demonstrated good
reliability under simulated thruster operating con-
ditions.

! Introduction

The growing interest in long orbital life
satellites for a variety of applications has in-
creased the potential usefulness of electric
thrusters for attitude control and. station-
keeping. (1>2»3) In particular, electrostatic ion
thrusters are suitable for low thrust/high total
impulse missions. The major propulsion system re-
quirements for such missions are precision, relia-
bility, and lifetime.(*)

An ion thruster technology program for small
mercury bombardment ion thrusters has been, in prog-
ress at the Lewis Research Center for several
years.(5,6) A 5-cm diameter thrust vectorable
structurally Integrated ion thruster system was
designed and developed by the Hughes Research Lab-
oratories under Contracts NAS3-14129 and NAS3-
14058.(7«8) The Hughes SIT-5 thruster system has
been tested to a limited extent within the scope of
the contracts to evaluate performance and opera-
tional characteristics.(9,10) To determine the
ultimate life of the system and to pinpoint poten-
tial problem areas not discernible in short-term
tests, a program of durability testing has been
undertaken at the Lewis Research Center.

! This paper presents results of a continuing ;
durability test on' the Hughes SIT-5 thruster modi- .
fied for specific tests at Lewis.

! Thruster operation (as of Oct. 1, 1972) ex-
ceeding 8000 hours is described. Comparisons are ,
made with operating characteristics obtained at
,4250 afllt 6i30 twurs. ftli In nil;n |i1i.-il,.if»c».|.li ••!' Mi"
! eleatpaatatia vector grid la ahowii. An ulp'rldged i
-time history of the durability test to date is |
'given. The results of the initial 2000 hours of • • j
."testing performed with a translating screen vector :.
'grid are also included. An Independent test con- i
-ducted concurrently on the SIT-5 propellant feed '
;system is described. - '.

Finally, an assessment is made of the total
testing program with a discussion of trends indi- i
cated by the tests thus far and possible problem i
areas for extended operation in space. j

Apparatus and Procedure !

Hughes SIT-5 System j

An engineering drawing of the first generationj
Hughes SIT-5 (Structurally Integrated Thruster, :

5-cm diam.) as delivered is shown in figure 1. De-
sign details and performance of this system and of ;
a second generation design are described in refer-
ence 7. A single gas pressurized propellant reser- I
voir feeds mercury to the porous tungsten vapor- :
izers of the main cathode and the neutralizer. A
propellant isolator allows the feed system to oper-i
ate at neutralizer potential. All the propellant ''•
to the discharge chamber is introduced through the ;
main cathode which utilizes an enclosed keeper de- ,
sign. The cathode pole piece Is vented to allow ;
post-cathode diversion of the propellant into the
discharge chamber. Permanent magnets provide the
magnetic field. The figure shows a single grid ion (
extraction system. The durability test, however, ;
was conducted with a translating screen vector
grid(8) for the initial 2000 hours. The test is
being run presently with a two-axis deflection
electrostatic vector grid which has a screen elec- :

trode having smaller holes at the center than at
the edge. Performance characteristics of this type
of grid is described in reference 8. The neutra-
lizer is also an enclosed keeper type. By proper
sizing of the keeper hole, the neutralizer can op-
erate at mercury flow rates as low as 1.5 mA equiv-
alent Hg"1". :

Thruster Test

The SIT-5 system was modified to meet specific
requirements of the durability test. A photograph
of the thruster fitted with an electrostatic vector
grid is shown in figure 2. The propellant reser-
voir was removed and the vaporizers were connected
to capillary flow tubes. The neutralizer was
mounted on an isolated support and oriented to
point downstream parallel to the thruster axis.
The two boxes contain contaminant collectors for an
adjunct experiment.

Figure 3 shows an interior view of the verti-
cal vacuum tank before the test. The tank ie .
1.37 m in diameter and 1.83 m tall. A frozen mer-
cury target was used. The mercury was contained in
a stainless steel pan and cooled by radial copper
struts nttflchcil to the bottom of the pan to which
rrippcir uciol Inn u'i> I .la utirc lir'nxeil. A ey.l.liulrlcnl
cooling coil brazed to vertical copper atrJ|>u
formed the cryowall which extended along the verti-
cal wall of the tank. Liquid nitrogen was used for
both the frozen mercury target and cryowall cool-
ing.

i The accelerator grid of the thruster was ap- j
proximately 75 cm above the frozen mercury...target..J



when installed. To prevent backsputtering of con- |
densible conductive material upon the thruster, a i
set of nonmetallic (Fiberfax, 50 percent Â Oj, j
50 percent S102) baffles were Installed so that no j
metallic surface other than the mercury target In- i
tercepted the line of sight of the thruster Ion j
beam. With the target frozen and the cryowall at |
liquid nitrogen temperatures, the ultimate tank i
pressure was generally in the mid-10-7 torr range.
With the thruster operating, the pressure rose to '
about 1*10-6 torr.

Provisions for taking in situ telescopic pic- i
tures of the accelerator grid were made by having i
! a floodlight and a sputter shielded window mounted ',
Jon the side of the vacuum facility. Details of the
'electrical system and test prodedures are described1

.In reference 11. An automatic digital data acqui-
sition system obtained thruster data at clocked in-:

tervals. A protective control system designed to ;
shutdown the thruster in the event of abnormal
.thruster or test facility conditions allowed un- '
attended operation around the clock. The thruster
was operated open-looped at nominally fixed condi-
tions except for minor day-to-day adjustments.
Periodically, performance maps of thruster operat-
ing characteristics were obtained by varying a
thruster parameter while holding all other vari-
ables constant. The ion chamber and neutralizer
propellant flow rates were held at about 34 mA and
2.2 mA, respectively, throughout the test.

. Propellant Feed System Test

Because the propellant reservoir was separated
from the SIT-5 system for the thruster durability
test, it was desirable to perfomran independent
,durability test of the propellant reservoir includ-
ing an identical cathode, isolator, and vaporizer
assembly. A schematic drawing of the propellant
feed system test installation in a vacuum bell jar
is shown in figure 4. An electrical wiring sche-
matic is included in the drawing. The propellant
feservoir was mounted on electrically Isolated sup-
ports and floated from ground. A voltage clamping
circuit normally used in thruster test was incor-
porated. A simulated thruster shell without mag-
nets was mounted on the CIV (cathode-isolator-
vaporizer) assembly. The discharge current or
emission current normally drawn to the thruster
anode was drawn to a simulated anode connected to
the cathode via a discharge power supply. The pos-
itive high voltage was applied to the simulated
anode, as in a thruster, to provide a realistic
test of the isolator.. i

i .It was necessary to enclose the entire assem-
bly except the discharge end of the simulated
thruster shell with a grounded screen. This enclo-
sure eliminated stray ion currents which gave er-
roneous readings of low microampere level current
through the isolator leakage detection circuit. ;

, Throughout the test, the cathode keeper cur- '•
-rent was maintained between 0.25 and 0.30 A. Dis- •
*!ltara«? tutr-rent waa heJJ «( 0.30-0,40 A. Both nf
these current: leve\» are ty(Uual of tliruatur i'ixjr- •
ation. Prppellant flow rate was held constant by
maintaining the vaporizer temperature as near as :

. possible to 340±2° C with minor day-to-day adjust- .

. merits of a fixed output power supply. Periodic i
! measurement of the pressure transducer resistance |
1 was made with fl Rubicon potentiometer. Operating
hours were logged on a dIK!till liour mnt.cr wliloli wnn

; wired to stop when the positive high voltage to the,
: anode tripped out due to a breakdown overcurrent or
, bell jar over-pressure condition..

Results and Discussion
I
; This section will first present the latest
' thruster performance profile after 8022 hours Into
: the test compared with two earlier points. An
, abridged time history from the start of test will j
. show beam outage events and any long term variation
i in several thruster parameters. Thruster operating
. characteristics at widely separated points in the j
. test will be compared. In situ photographs of the '
thrust vector grid in test will be shown and grid |
operating characteristics will be examined. Fi- i
nally a brief resume of the propellant feed system .
test will be made to show its reliability.

Performance Profile

A performance profile of the thruster taken at
the time of writing is shown in Table I compared
with others taken earlier in the test. The third
column shows values obtained with a translating
screen vector grid near the end of that test. The
design beam current maintained throughout the test
was 25 mA. Beam power was higher when the electro-
static vector grid was used because of the higher ;
net accelerating potential required for proper
optics characteristics. Discharge power was higher .
because of lower screen electrode transparency,
£0.0 percent compared wi.th 4S. G peroc:nt in thn
translating screen grid. Component power require-
ments were essentially constant throughout the
test except for a slight increase in the neutra-
lizer keeper power.

Propellant utilization efficiency varied
slightly because of the difficulty in setting the •
propellant flow rate at exactly the same value at '
all times. Power and hence overall efficiency :
and thrust tended to be higher at the higher spe-
cific impulse used with the electrostatic vector ;
f;rid. SimilarJ..Y. power to thrust ra.tio was also
higher because power increases directly with net
accelerating potential whereas thrust increases as :
the square root of net accelerating potential.

Time History of Test ;

The thruster durability test was essentially ;
a steady-state test at fixed operating conditions, j
The thruster parameters held constant throughout ;
the test are shown in Table II and will noil be pre-1
sented in the time history. The cathode vaporizer |
temperature was adjusted to obtain the required j
beam current with the ion chamber discharge current
held constant at nominally 0.4 and 0. 2(j A for the
electrostatic and translating grids, respectively

: The discharge voltage was very sensitive to cathode
! propellant flow, Increasing with decreasing flow i
• rate. Adjustment to the nominal value of 32-34 mAj
equivalent flow rate maintained the discharge volt-
age between 37 and 40 volts. !

The cathode keeper current was varied from j
0.25 to 0.35 A at different periods in the test !

. for exploratory purposes. For most of the test, I
i however, the keeper discharge was current-
. controlled at 0.30 A. j

' InoJator Icnkap.c current was monitored only j
ilurltm Llii' I I nil: 2000 hourti of the tout when tho



'translating screen optics were operated at ]
ilOOO volts. No leakage current was detectable on aj
;20 microampere full scale meter which indicated
jthat the current was always less than 0.1 micro- i
I ampere. The SIT-5 isolator was contractually de- |
'signed for 1000 volts. At the start of the elec- !
itrostatic vector grid portion of the test, suffi- j
jcient data from the propeliant feed system test wasi
(not available to risk operation at 1300 volts. The!
jvaporizer end of the CIV was, therefore, floated |
iafter the 2000 hour point. j

! The neutralizer flow rate was held between |
12 to 2.3 mA equivalent throughout. Neutralizer
keeper current ranging from 0.3 to 0.45 A was tried
:during the early portion of the test. From the
:1000 hour point on,.the neutralizer keeper dis- ;
charge was current-controlled at 0.45 A.

i :

i
! An abridged time history of the test is shown
in figure 5. Because of the highly compressed
scale, fine details cannot be shown here. Details
of the first 2000 hours of test with the translat-
ing screen grid are reported in reference 11.

In addition to the four parameters charted,
.various beam outage events are marked. Three neu-
.tralizer outages occurred in the early hours of the
test. These were attributed to high current surges
from the output filter capacitors of the high volt-
age power supplies during grid arcs. Addition of" .
suitable series inductive ballasts alleviated this
condition. Later neutralizer outages were due to a
vector grid arc at 2650 hours and a low temperature
excursion of the neutralizer vaporizer at 4125
hours- .

Four complete shutdowns of the thruster oc-
curred because of tank pressure rising above 5*10~5

torr. These conditions were test facility gener-
ated and would not occur in space flight. Three
beam outages were caused by one or more transistors
failing in the current control section of the dis-
charge power supply. Protective diodes and clip-
cells have been installed, but occasional failure
still occurs. Thus far, three temporary grid
shorts have occurred. They are temporary in that
sustained application of sufficient current cleared
the short (possibly a flake of sputtered metal) to
permit continuation of the test. Thruster shutdown
during a short is caused by a protective circuit
.which guards against high accelerator drain cur- i
rent.

! During normal thruster operation, the acceler-
ator drain current was less than one-half percent i
of the'beam current as shown in figure.5(a). As i
will be shown later, the optics were operating in a:
region where drain current is not particularly sen-
sitive to applied voltages. Noticeable increases ,
in drain current could be observed with increase in i
•propeliant flow rate. This indicates that most of ;
the observed drain current was due to charge ex- <
;change ions. |

; The cathode keeper voltage shown In fig-
ure 5(b) exhibited a rise in the early part of the j
.test, but remained at essentially a constant value !
I thereofter until the end of the translating grid |
,te»t. Exposure to atwouplicrtj while Initialling tho ;
electrostatic vector grid apparently did not de-

* grade cathode operation. Restart after exposure j
presented no problem. One thousand hours after thej
exposure, .the keeper voltage actually decreased and

at the time of this writing is operating at
'12 volts. Except for the starting periods, the
•cathode has been operated with no heater power.

•• The neutralizer keeper voltage and the
jthruster floating potential (figs. 5(c) and (d))
.are somewhat inter-related and will be examined
jointly. The thruster floating potential is
strongly influenced by electron emission from the
neutralizer. Neutralizer outage precludes thruster
operation because of highly negative thruster.
floating potential. The long-term rise in neutra-
lizer keeper voltage was accompanied by a similar
rise in floating potential. The neutralizer was
operated with 3 watts of heater power which seemed
to permit more stable neutralizer operation than
with no heater power. Addition of up to 10 watts
of heater power lowered the keeper voltage and
floating potential as shown at 6500 and again at
7000 hours of operation. It is believed that some
minimum cathode temperature is necessary to pre-
serve the low work function surface which enhances
electron emission.

Thruster Operating Characteristics

Data obtained with the electrostatic vector
grid configuration are presented in this section.
The test hours indicate the total hours of opera-
tion on all thruster components except the vector
grid which was installed at 2023 hours. Actual
grid hours thus equal the test hours minus 2023.

Cathode keeper current. The effects of vary- '•
ing the cathode keeper current while holding all
other parameters at nominal conditions are shown inj
figure 6. Figure 6 (a) shows that the volt-ampere '
characteristics of the cathode were identical at
4250 and 6130 hours. The time history given in '
figure 5 shows that at 4250 hours the keeper volt- !
age had already been near its stabilized value for
about 1000 hours. The volt-amp curve had a posi- ;

tive slope at the nominal operating point of 0.3 A
with a reversal at a keeper current of 0.35 A. The!
ion chamber discharge current and voltage shown in !

figures 6(b) and (c) also underwent trend reversals;
at keeper currents greater than 0.3 A. An alter- :
nate variation of changing the cathode keeper cur-
rent without adjusting the ion chamber discharge \
showed the beam current to peak at or near a keeper*
current of 0.3 A. The spread in data of the dis- '
charge parameters is believed to be due to slight ;
differences in propeliant flow rates. Other data i'
shown in later figures tend to support this expla- j
nation. ]

i ' - ' '
! Discharge current. The effects of varying the;
ion chamber discharge current while holding the I
cathode keeper current at 0.3 A is shown in fig- j
ure 7. The beam current (fig. 7(a» showed similar]
trends at both points in the test, the 4250 hour {
data were slightly above the later data indicating I
slightly higher propeliant flow. This is conaia- j
tent with the trends in accelerator drain current i
and discharge voltage shown in figures 7(b) and (c)l
As noted earlier, drain currents increase with
charge exchange ion production, and discharge volt-
age decreases with increased propeliant flow.

kccnor current. The effects of
varying neutralizer kcuper current is shown In fig-
ure 8. Two sets of data were taken at the 6130
hour point with tip heater powers maintained at the!
.normal 3 watts and also at zero. With minor. .dif.-?. — I



ferences, the keeper voltage (fig. 8(a)) and i
thruster .floating potential (fig. 8(b)) exhibited '
similar trends at both points in the test. Reduc-
ing tip heater power tended to raise the keeper
voltage and floating potential. A set of data
points was taken at 7100 hours with the tip heater
•power Increased to 10 watts. As shown earlier in
|the time history (fig. 5(c) and (d)), both the
jkeeper voltage and the thruster floating potential
'decreased. In all cases, the thruster floating
i potential rose steeply as keeper current was re-
;duced. A keeper current of 0.45 A appears to be
isufficient for most conditions thus far in the
:test.
i

j Operating maps such as those shown here are
;taken at discrete points in the test. They reflect
propellant flow rate or possibly neutralizer oper-
.ating conditions at a particular time. As the time
history has shown, there were minor ups and downs
in the neutralizer related parameters as well as
gradual long-term effects. In durability testing, •
the long-term effects bear watching, especially if
they are unidirectional. The neutralizer charac-
teristics that appear to possess such long-term
trends are the keeper voltage and the thruster
floating potential.

Thrust Vectoring Subsystem

Two types of thrust vectoring grids have been
used in the durability test. The translating grids
has been reported extensively in references 8
and 10. In the present test, after 2023 hours,
grid erosion was minimal, giving an extrapolated
life of over 20 000 hours.(12) The discussion
will, therefore, be confined to the electrostatic
vector grid because of its many hours of continued
testing.

Since the start of the electrostatic vector
test at 2023 thruster hours, the grid has not been
exposed to the atmosphere. In situ examinations
with a telescope have been made at periodic inter-
vals. To assist in the interpretation of the
highly magnified photo, a cutaway section of the
electrostatic vector grid is shown in figure 9.
Each beamlet hole is surrounded by accelerator grid:

elements on four sides. The grid elements are
0.5 mm thick and 2.5 mm wide and notched at the
intersection to avoid electrical contact. The in-
tersection region is covered by a bent tab attached

'. to one of the grid elements. These tabs protect
the grid elements from charge exchange ions which '
.focus into the intersections. Because of the
.oblique sighting angle, the grid elements will ap-
pear as a stack of plates and the beamlet holes
will not be visible in the photograph. :

• A photograph of a grid region approximately j,
1.6 by 1.8 cm is shown in figure 1Q. This photo j
was taken after. 4000 hours of grid operation. Note,
the charge exchange pits forming on the protective :
tab over the intersections. The inside surfaces ofj
ithe grid, elements show some curved sputter erosion >
'patterns. It is believed that these are caused by )
jhighly divergent ions emanating from a circular !
beam hole to form a conic section where they intni—.

Vaeci; Clio grid element plane. j

' i • • • '
\ The vector grid has been operated in the beam '
jdeflectitm mode for a total of 2000 hours to date \
in four directions. About 120 hours have been at a;
maximum deflection of 5 degrees based on a deflec- .•

• tion voltage of 250 volts. The remaining hours
, have been at deflection angles of 2 to 4 degrees.

; Grid shorting noted in the time history has
: occurred between grid elements as well as between
the screen and accelerator electrodes. Thus far,
these shorts have been cleared by a sustained ap-
plication of 200-400 volts at currents ranging from
6 to 70 mA. These shorts are believed to be caused
by accumulation of sputtered metal which build up
in the intersections then peel off. Interelectrode
shorts between the screen and accelerator may also
be caused by buildup of sputtered metal or sput-

. tered metal flakes shed from ion chamber surfaces.

; Net accelerating potential variation. The
effects of varying the net accelerating potential
with the beam current held at 25 mA are shown in
figure 11. These variations were made at 4100 j
hours of grid operation. The accelerator potential!
was held at -900 volts. The accelerator drain j
current (fig. 11(a)) decreased slightly as the net i
accelerating potential was increased beyond the i
nominal 1300 volt operating value. '

The ion chamber discharge current and voltage ]
(figs. ll(b) and (c)) were essentially constant. A
slight decrease in discharge current was observed, •
indicating better ion extraction at the higher po-
tentials. |

Accelerator potential. The effects of varying
the accelerator potential while holding net accel-
erating potential at 1300 volts and the beam cur-
rent at 25 mA is shown in figure 12. The drain
current (fig. 12(a)) showed a slightly rising trend
with increasing accelerator potential. This trend
may be due to increasing beam divergence which is
characteristic of high accelerator potentials.

The discharge current and voltage (fig. 12(b) ;
and (c)) both increased slightly with decreasing
accelerator potential. This trend is consistent
with reduced ion extraction effects seen earlier .
when net accelerating potential was varied.

Propellant Feed System Test

The propellant reservoir and CIV assembly
which were separated from the SIT-5 thruster system
were tested independently in a vacuum bell Jar. |
The purpose of the test was to evaluate the follow-:
ing factors: |

1. Long-term retention capability of the pro- ;
pellant reservoir pressurizing gas. !

2. Vaporizer flow control over a long operat- !
ing period.. . ' ' j

3. Propellant feed isolator durability under I
simulated thruster operation. . • j

i '
| 4. Cathode durability. j
j " • -
By the nature of the test, a-11 four factors were :
evaluated concurrently over the test duration of
5400 hours. Tho vaporizer was operated at a con-
stant temperature or 340U C, and 1300 volts was im-
pressed across the isolator,

1 A plot of the transducer resistance which Is
proportional to gas pressure is shown In fig-
ure 13(a) as a function of .test time. .,0n. July. 14»._



: 1971, a bench reading was made .at room temperature.';
|The reading was adjusted to 40° C, the operating !
jreservoir temperature, and plotted at time zero. •
j Subsequent transducer readings were made at 40° C j
!and plotted directly; Feed system installation was;
jcompleted, and.the test was actually begun on Sep- |
!tember 30, 1971. The 5400 hours of operation was !
!not obtained until June 20, 1972 because of vacuum >
|facility failures and repair shutdowns which oc-
:curred in the interim. A simplified analysis given!
]in Appendix A shows the relationship between the j
itime rate of change in the gas pressure and the t
ivolume change which occurs because of propellant >
!outflow under isothermal conditions. The propel-
!lant reservoir was found to attain a constant sta- \
bilized temperature of about 40° C. Assuming that i
!the propellant flow rate is constant, the volume '
;change should be linear with time. j
i • ;
' Based on the analysis, the ratio of the ini-
tial transducer resistance to the resistance at a ;

specific test time is plotted in figure 13(b).
This method of analysis is convenient in that the
value of initial resistance does not change the
slope of the line drawn through the data points. :
The time rate of change of the resistance ratio
equals the time rate of change of the volume ratio,

- V/V^ where V = gas volume at time t, and
YI = initial gas volume. The initial gas volume
was measured by filling a gas reservoir of identi-
cal design with water.

The significant result of the feed system test
is that the volume change of the gas, and hence the
displacement of mercury propellant was linear with
time. It can thus be concluded that the flow rate
was constant over the' test period and that the gas
reservoir does not leak if the calculated flow rate
is of the right magnitude. As shown in Appendix A,
the flow rate of 30.4 mA calculated from the pres-
sure data agree favorably with those obtained by
other means including mass measurements. In the
thruster durability test, the same operating tem-
perature on a vaporizer of identical design is
yielding a propellant flow of 33-34 mA.

The isolator was tested primarily at 1300
volts with the cathode operating at conditions rep-
resentative of thruster operation. Several explor-
atory periods of operation at 1350 volts across the
isolator were tried. The leakage current showed no
increase at the higher voltage. Within 1 to 4 hours
of unattended operation, however, the power supply
over-current breaker.would trip, indicating that a
breakdown had occurred. No breakdowns occurred at
1300 volts. The leakage current throughout the
test remained at less than 0.1 microampere.

| The evaluation of cathode durability in this
test was not a rigorous in-thruster evaluation be-
cause of the differences in the configuration and
the discharge plasma. Although cathode discharge
currents and voltages were representative of
thruster conditions, the plasma environment and
ion bombardment of cathode surfaces were probably
.also different in the test. The confining nature
of the enclosed keeper design, however, may shield
.the cathode sufficiently even in a thruster dis-
.charge chamber so that cathode life is prolonged.

I .Visual, inspection after 5400 hours showed no
iHui;ern tt)ia Di'OBiniv of e'lvher i IIP cut'i""!0 M(» "''
the keeper aperture. All components of the CIV
'assembly were in functional order, but the test wasi

terminated to make way for a second generation CIV
. assembly designed to operate at 1600 volts.

Concluding Remarks

I Continuing durability tests of.a structurally
: integrated 5-cm diameter ion thruster system are
; being conducted at the Lewis Research Center. The
i Hughes SIT-5 thruster modified for specific tests
is operating at over 8000 hours at the tine of this

. writing.

i
I A time history of the test and performance
mapping at widely separated intervals have shown
that the cathode, ion chamber discharge, and accel-
erator drain current characteristics have remained |
essentially constant throughout the test. The neu-J
trallzer keeper voltage and the thruster floating j
potential have shown a slight rise with time. Thisj
may be indicative of a gradual degradation of the !
emissive surfaces within the neutralizer cathode. |
Several methods of eliminating or minimizing the I
degradation process are being investigated in other
tests. -

A translating screen thrust vector grid showed'
minimal erosion after 2023 hours. In situ examina-:
tion of the electrostatic thrust vector grid In i
current use has shown some erosion due to charge 1
exchange and possibly direct impingement ions. ;
Grid shorting is a potential problem. Methods of
clearing these shorts are also being investigated. '

An independent test of the SIT-5 propellant .
feed system conducted for 5400 hours has demon- ;
strated its reliability. The test was terminated
to make way for a second generation cathode-
Isolator-vaporizer assembly designed to operate
with 1600 volts across the isolator. Results to
date at 2100 hours are encouraging.

All tests thus far have been at steady-state :
operation except for startups following an occa-
sional shutdown. Restarts have been reliable and
easy even after 7'.)00 hour:; of operation. Flight
application to a particular mission may require ',
duty cycle operation. Reliability testing under an,
on-off cyclic mode has been successfully performed I
to a limited extent by Hughes Research Laboratories
as part of a contract effort. Extended reliability
testing will be performed at the Lewis Research j
Center.

Appendix A

Calculation of Propellant Flow Rate
from Gas Pressure Measurements

The time variation of the pressure transducer i
ohmic resistance is shown in figure 13. Because
the measured pressure is linear with the transducer |
resistance, the equation for pressure is

P - KR
I
where

.P gas pressure

K calibration conntant

It transducer realutance



Assuming isothermal expansion of Che confined gas
volume, the equation of state is

PV = C -

where

jP-L initial gas pressure

JV^ initial gas volume

JV gas volume at any.time, t

The time derivatives are:

d_
dt

At initial conditions when the reservoir was
loaded, the initial resistance was

Rt = 3500 0

and the initial volume was

: V. = 538 cc (measured volume)

A plot of the quantity Ri/R is shown as a func-
tion of time in figure 13(b). The slope of the
line through the points gives a value for

rfV 3.15x10-5 l/hr

dV
dt 3.15X1Q-5 538 = 1.69xlQ"2 cc/hr

Because the time rate of change of the volume of
the pressurizing gas equals the change of the mer-
cury propellant volume, assuming mercury density of
13.5 gm/cc at 40° C,

i •
| ' m = 228 mg/hr

This corresponds to an Hg equivalent flow rate of ]
30.4 mA. Average flow rate calculated from system
mass measurements was 32 mA. Inferred flow charac-
teristics of this and similar vaporizers reported
in reference 9 were about 30 mA at comparable va-
porizer temperatures.

i . •
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Table I - Performance profile

Test hours
Vector grid type

Optics transparency, %

Net accelerating
; potential, V
Beam power, W
Discharge power, V
Component power

[ Accelerator drain, W
' Cathode. W
: Neutralizer, W

Total input power, W
;Power efficiency, X
,Utilization efficiency,
> * '
iOverall efficiency, Z
i
; Thrust, mlb
Specific impulse, sec
P/T ratio, W/mlb

00?.?.
Electro-
static
28.8

4250 2023
Electro- Trans-
static lating
28.8 45.6

1300
32. 5
15.1

.?.
9.0 ,

12.8
i

G9.6 '
46.6 .

70.5 •
52.0 '

.41
H540
170 p- —

1300
32.5
13.8

0.2
9.9
12.5

68.9
47.2

69.0
32.6

0.41
2480
— 168

1000
25
9.4

0.14
9.7 '
11.6'

55.84
44.9

69.6
31.3

0.36
2200
-15V



Table II - Thruster operating parameter values
I ' '• '

Beam deflection grid type Electrostatic Translating

1. Beam current, mA
2. Net accelerating potential, V
3. Accelerator potential, V I
4. Discharge.current, A
5. Discharge voltage, V
6. Discharge chamber propellant flow rate, mA
7. Cathode keeper current, A ' I " | "~
8. Isolator leakage current, uA" " | |
9. Neutralizer flow rate, mA
10. Neutralizer keeper current, A

25
1000
-1000
0.26
37-40
32-34

0.26-0.3
0.1

2-2.3
0.3-0.45
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Figure 2. - Test installation of modified SIT-5 thruster.
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Figure 3. - Tank interior before test.
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Figure 7. - Effects of varying discharge current
at 0.3 A cathode keeper current and no
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Figure 9. - Cutaway view of electrostatic vector grid assembly.
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Figure 10. - Electrostatic vector grids in operation at 4000 hours.
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Figure 13. - Time history of propellant reservoir test.
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