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PREFACE

The work described in this report was performed by the Engineering

Mechanics Division of the Jet Propulsion Laboratory.
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ABSTRACT

The capability to automatically route, remove insulation from, and

weld small-diameter solid conductor (magnet) wire would facilitate the

economical small-quantity production of complex miniature electronic assem-

blies. The Jet Propulsion Laboratory has developed and evaluated an engi-

neering model of equipment having this capability. Whereas early work in

the use of welded magnet wire interconnections was concentrated on opposed

electrode systems and generally used heat to melt the wire insulation, the

present method is based on a concentric electrode system (patented as

"Through Insulation Welding System") and a wire feed system (patent on

"Wire Feed System" pending) which splits the insulation by application of

pressure prior to welding. The work described deals with the design, fabri-

cation, and evaluation testing of an improved version of this concentric elec-

trode system. Two different approaches to feeding the wire to the concentric

electrodes were investigated. It was concluded that the process described is

feasible for the interconnection of complex miniature electronic assemblies.

Recommendations for further work are presented.

"Through Insulation Welding System" is the subject of U.S. Patent
3, 596, 044, and the "Wire Feed System" is the subject of a pending U. S.
patent application. Both are licensed exclusively under terms which re-
quire that sublicenses be granted. Information regarding these inventions
may be obtained from: Patent Officer, 1201 East California Blvd. ,
Pasadena, Calif., 91109.
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I. INTRODUCTION

The ability to automatically route and join discrete wire interconnections,

with a minimum of operator intervention, has potential for reducing the costs

of small-quantity production of electronic assemblies. This is evidenced by

the increasing use of wire-wrapping and similar assembly techniques.

The Jet Propulsion Laboratory (JPL) and others have investigated the

use of small-diameter, insulated, solid conductor (magnet) wires for inter-

connecting complex miniature assemblies, such as are employed on space-

craft. Designs envisioned by JPL employ edge-supported terminal boards

having wiring and parts on opposite surfaces. To effectively automate the

wiring of these designs, two things are necessary: (1) that joints between the

wires and the terminals be such that they will not degrade during subsequent

part attachment and (2) that the removal of wire insulation, in the area to be

joined, be automated. The ability to weld through wire insulation would

permit both of these requirements to be satisfied.

Early through-insulation welding development work involved the use of

opposed electrodes and generally used heat to melt through the insulation

prior to welding. Subsequent work at JPL resulted in the development of a

concentric cold-electrode through-insulation welding system, which over-

comes many of the disadvantages of the opposed heated-electrode systems.

This has been patented (see Ref. 1 and disclosure in Appendix A) and is

described in some detail in Ref. 2. The basic features of the concentric

electrode concept are illustrated in Figs. 1 and 2, the key one being the

splitting of the wire insulation by electrode pressure, prior to the actual

welding operation.

The work described herein deals principally with the design, fabrica-

tion, and evaluation testing of an improved version of the concentric electrode

welder (CEW), as shown in Fig. 3. Tests were conducted to establish range
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of force required for insulation break-through, suitable weld cycle

parameters, and positioning requirements for electrodes with respect to

terminals. Ultimately, the CEW was combined with a numerically controlled

X-Y table, and the fully automatic routing and welding of insulated magnet

wire interconnections was demonstrated on an integrated circuit module.

Operation of the system indicated that an alternative process for feed-

ing the wire to the electrodes was needed. An approach using a simple, but

unique, side-wire feed was conceived, which resulted in design, fabrica-

tion, and demonstration of an improved concentric electrode with a solid

inner electrode. This configuration was also run in the fully automatic mode

using other terminals on the same module. A patent application has been

filed covering implementation of this side-wire feed. Finally, with the

successful demonstrations complete, preliminary design was begun on an

electrode system which could be applied to an interconnection with terminals

located on 1. 27-mm (50-mil) centers.

In this work, English Tehnical System units were used for primary

measurements and calculations. Conversion to International System (SI)

units was done for reporting purposes only.

II. OBJECTIVES

The objective of the work described herein was to design, fabricate,

and demonstrate the feasibility of a new wiring machine capable of effecting

cost and time savings in the fabrication of small numbers of complex, minia-

ture spacecraft electronic assemblies. More specifically, it was desired to

build up a system using the magnet wire welding techniques to which JPL, had

contributed significantly, but circumventing the problems associated with

opposed electrode systems. Ultimately, the automatic wiring of a typical

composite integrated circuit module was to be demonstrated, using the con-

centric electrode through-insulation welding system.

JPL Technical Memorandum 33-544



III. ACCOMPLISHMENTS

The following were accomplished:

(1) Design, fabrication, and assembly of a new through-insulation

welding machine using a unique concentric electrode assembly.

(2) Development of required insulation breakthrough and welding

process parameters.

(3) Combining of the welding machine with a numerically controlled

X-Y table.

(4) Design and fabrication of a timing sequence and control unit for

the insulation breakthrough and weld cycles, and the incorpora-

tion of this unit into the system.

(5) Generation of numerical control tape program software for a

variety of module and terminal layouts.

(6) Automatic routing, insulation breakthrough, and welding of

insulated nickel wire to specially designed terminals installed

in a typical composite integrated circuit module.

(7) Design and development of an improved wire feed device.

(8) Study of the results of these tests in connection with the possible

application of the technique to outer planet missions.

IV. EQUIPMENT AND PROCESS DEVELOPMENT

A. General

This development was accomplished in five phases, as described in the

following paragraphs:

First, the design of the concentric electrode welder was carried to

completion, using the ultimate goal of automatic wire routing and welding as

the criterion for establishing geometrical and configuration constraints for

mating the weld head to the X-Y table. Design requirements included:

(1) independently adjustable breakthrough and welding forces, (2) X-Y table

clearances, (3) electrical interfaces with the weld power supply, electrical

-JPL-Technica-l-Memor-andum-3.3^5A4_



control equipment, and numerical tape controller, and (4) configuration and

alignment of the electrode system.

Second, the assembly was fabricated according to the drawings and

assembled, prior to mating with the X-Y table. A number of dimensional

tolerance and functional problems had to be solved before the weld head per-

formed its mechanical operations properly.

Difficulty was experienced in obtaining satisfactory inner electrodes.

A large number were fabricated and rejected before a redesign resulted in

a configuration which could be produced and could withstand handling and

operating forces during weld cycles.

A weld cycle and timing/sequence controller was designed and fabri-

cated, to provide a capability for both manual checkout and automatic opera-

tion with the numerical control system.

The third step was the procurement of wire and determination of

required breakthrough and weld pressures. This entailed extensive contact

with manufacturers of magnet wire, in order to obtain a suitable insulation.

While many vendors had Teflon -insulated copper wire, no source for a

nickel (weldable alloy) wire with soft insulation was available during the

early development. The best wires that were ultimately procured were 32

and 34 AWG nickel with up to 0. 08 mm (3 mil) of FEP Teflon. Several con-

structions combining FEP with a polyimide dispersion were also investi-

gated, in spite of higher costs, in an attempt to improve abrasion and cold-

flow resistance while still permitting intentional breakthrough. Unfor-

tunately, these offered no improvement over straight FEP.

The breakthrough and weld parameters were studied in parallel with

the fabrication of the CEW by using a modified Micropoint MP-1201 opposed

cold-electrode through-insulation welder. Thus the required operating

pressure range was established. An additional result of this part of the

development was the establishment of visual inspection guidelines for

adequate splitting of the insulation and set-down deformation area of the con-

ductor to assure a proper joint resistance for welding.

"Teflon" is the trademark of E.I. duPont de Nemours & Co., Inc., for
tetrafluoroethylene.
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The fourth step was to install the CEW on the X-Y table and verify the

capability for accurately positioning the electrode assembly over successive

terminals. The principal problem encountered here was that the terminal

and insulator tolerances combine to yield position errors as great as 0. 1 mm

(0. 03 in. ). Thus, even though the X-Y controller can position the weld head

accurately within ±0. 01 mm (±3 mils), precise measured (rather than nominal)

terminal location coordinates had to be put in the numerical control program

for each development module.

A preliminary design was made for a work-piece holder (see Fig. 4)

which would allow up to .±0. 25 mm of compliance in each axis. This would

allow the outer electrode to exert a centering action as it enveloped the

terminal. With such an arrangement, the tape program could be prepared

directly from the module interconnection design drawing. Ultimately, it

should be possible to prepare the numerical control tapes directly from

computerized wiring lists, thus providing a significant decrease in turn-

around time from design to hardware.

The fifth step was to demonstrate the operation of the total system in a

fully automatic mode. For this demonstration, a module configuration was

chosen which was under development as part of the Thermoelectric Outer

Planet Spacecraft (TOPS) project. The module circuit board was redrilled

to accept the spherically shaped U-terminals designed for the CEW system

(Ref. 2) and installed on the X-Y table. The wire feed system and the inner

electrode were modified to assure alignment. The initial demonstration was

then accomplished by making a series of welds automatically. A close-up

view of the welds on two adjacent terminals of the demonstration module

appears in Fig. 5.

An improvement in the operation of the system was obtained from the

development of a side wire feed, which also resulted in redesign of the

electrode. This was successfully demonstrated in a similar mode.

B. Design and Fabrication of Weld Head Assembly

Experience with the first model of the CEW (Ref. 2) showed that the

assembly would have to be fairly rugged in order to assure positioning

accuracy and that the design would have to be modified to meet the mounting

and clearance requirements of the X-Y table. This dictated the overall

-J-PL,-T-eehnical_Memo.r_andurn33-544



height of the weld head and created some problems that were discovered

after the assembly was complete.

It was found that the spring force adjustment thread was too coarse.

A full turn of the nut changed the breakthrough force approximately 8. 8 N

(Z. 0 Ibf). To alleviate this, the nuts were indexed at 15 deg intervals, but

the adjustment was still coarse in comparison with the ±0. 14 N (±0. 03 Ibf)

capability of a Unitek weld head.

The other problem was that accessibility for working on the springs,

or for replacing or adjusting the electrode system, was very poor. This

condition will require correction before any future production application.

A list of the JPL drawings comprising the as-fabricated CEW is included

with this report as Appendix B.

C. Weld Cycle Controller

The control of the CEW is based on sequencing a pair of solenoid-

valve-operated air cylinders to first apply insulation breakthrough force,

then apply weld force and trigger the weld pulse, and finally retract the

weld head before allowing the X-Y control system to move the electrode to

the next terminal. Motor-driven cams operate a set of switches to sequence

and time the various functions. The motor initially selected provided one

complete cycle per second. With an average routing travel of 5 cm and a

table speed of 250 cm/min, as many as 1600 welds per hour could be made.

However, it was found that 1 weld cycle per second was too fast to allow

adequate set-down and insulation deformation. Timing was changed to

7 s/cycle and the equipment operated properly. The routing speeds were

unchanged, thus producing about 450 welds per hour.

The electrical control equipment, which included the interface con-

nectors to the tape controller, weld head, and power supply, was packaged

in the chassis seen at the right in Fig. 3. A schematic of the control

assembly appears as Appendix C.

The term "breakthrough force" is preferable to the commonly used term
"breakthrough pressure, " since the event causing the breakthrough is
expressed in units of force (pounds force or newtons) rather than units of
pressure.
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D. Insulation Breakthrough and Weld Forces

During the design and fabrication of the CEW, an investigation was

performed to determine suitable process parameters for through-insulation

welding. (Considerable through-insulation development work was done prior

to the disclosure of the system by the inventor, but at that time the effort

was limited by wire availability. ) During the subsequent development and

application of the cold electrode through-insulation technique to opposed

electrode systems, by several companies, weldable nickel wire with suitable

insulations became available.

In general, the opposed electrode machines are set up to provide a

fixed relationship between breakthrough and weld forces for a given wire

construction. Thus, variations in conductor hardness and in the thickness,

concentricity, density, and material of the insulation can affect the param-

eters. In order to establish the best force settings for the CEW, a Micro-

point MP-1201 welder was modified to permit independent adjustment of the

breakthrough and weld forces.

The wire ultimately chosen for use in the development was 32 AWG

nickel A with 0. 02 mm (1 mil) of FEP Teflon insulation. On the basis of

results of a number of tests with this wire on the modified MP-1201 welder,

and using the same electrode diameters as in the CEW, it was determined

that the weld force should be between 11 N (2. 5 Ibf) and 19. 8 N (4. 5 Ibf) and

that breakthrough force should be between 26.4 N (6 Ibf) and 30.8 N (7 Ibf).

These forces, which produced a uniform configuration in the breakthrough

and in the weld joint, were used in setting up the CEW when its assembly was

complete. Photographs of the nominal breakthrough and welded intercon-

nections, along with tables of the data obtained from the test samples,

appear in Appendix D.

E. CEW Installation on X-Y Table

Installation of the weld head on the X-Y table was quite straightforward,

although the automatic stops had to be relocated to limit the X-axis table

travel to 33 cm to preclude hitting the CEW supports. However, since a

typical module length is only 15 cm, this caused no problem.
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A 1. 3-cm-thick work-piece holder was installed on the table. The

holder is provided with a universal array of 6-32 NC threaded holes for

attachment of L,-shaped clamps which fasten the module. The module is

aligned by alternately moving the table, in the manual operation mode, from

the first to the last terminals and applying small incremental corrections to

the module position until the X-Y coordinates of the terminals agree with

inspection measurements.

A test board having a small number of the special U-terminals located

on a simple grid pattern was used for the initial experiments in programmed

machine operation. A tape program, designed to interconnect these termi-

nals in sequence, was written on the basis of nominal terminal locations

(see Table 1). The first time the program was used with the test board, the

electrode assembly jammed on top of the second terminal, because the

terminal was too far from its nominal location. At this time, the program-

ming approach was changed to incorporate measured, rather than nominal,

terminal locations. This experience also prompted the design of the com-

pliant work piece holder previously mentioned.

Several more programs were written simply to gain experience. Input

data for these were measured terminal locations and the wiring list for a

Mariner 1969 "green stick" integrated circuit module. The program tapes

were prepared and run on the assembled CEW/X-Y table, with the weld

cycle bypassed, to check sequencing operation and positioning accuracy.

The fabrication of the composite integrated circuit module with the

special gold-plated 302 stainless steel U-terminals was completed, terminal

locations were measured, and the program to be used in the feasibility

demonstration was prepared. This program is given in Table 2. Running

this program, after accurately installing the module on the holder, demon-

strated the capability for accurate weld head positioning by the X-Y table.

The principal problems encountered were that the initial module positioning

was time-consuming (which could be solved in several ways) and that access

to the weld head (for adjustment of pressure, spacing, and electrode height

and for connection of power supply leads) was poor.
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F. Demonstration of Automatic Wiring

With the assembled CEW mated to the X-Y table, the sample module

positioned, and the tape program positioning accuracy ver i f ied, the final step

was to proceed to the feasibility demonstration. This was done in an explora-

tory manner, beginning with moving to each terminal on the f i r s t row, in

sequence, and then manually actuating (1) breakthrough, (2) force release,

(3) weld force, (4) weld power pulse, and (5) force release and then proceed-

ing to the next instruction. Prior to beginning the demonstration, the force

levels and weld energies had been selected on the basis of preliminary work

done with the MP-1201 welder. The additional lead length and slightly higher

resistance of the longer tungsten electrode used with the CEW required an

increase in energy f rom 3.0 to 4.0 W-s .

The force adjustment was found to be very critical with respect to the

height of the terminal above the board. After several poor welding experi-

ences, including one instance in which the terminal was too low even to

obtain complete insulation breakthrough, the module was removed and the

terminals inserted to a uniform depth, by means of a gage block, and adhe-

sively bonded in place. Minor adjustments were then made to the tape pro-

gram to compensate for terminal re-alignment during the height adjustment

and bonding.

With the terminals fixed at a uniform height, the f i r s t row was success-

fully rerun in the manual mode. On the second row, the program was initi-

ated with an M-function interrupt to permit verification that the electrode

system would seat properly on the terminal, by gently lowering the weld head

by hand until the outer electrode just started to slide over the terminal.

Then an automatic cycle of forces and weld current was initiated, but the sig-

nal to route to the next terminal was inhibited, thus giving an opportunity to

verify weld formation before proceeding.

At this point, the sensitivity of the breakthrough process to the dura-

tion of applied force became evident. On the f i rs t three tries in this mode,

neither breakthrough nor welding was accomplished. Investigation indicated

that when the breakthrough force application was followed too quickly by

release and weld pressure application, there was not enough time for the

FEP insulation to flow aside, exposing the conductor. The operating cycle

was lengthened from 1 to 7 s, thus increasing each portion accordingly and,
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incidentally, assuring that the weld force would be maintained throughout the

weld energy pulse. After this modification, weld head positioning and proper

welding were verified on three terminals in the semiautomatic mode. The

remaining terminals in this row were then welded in the fully automatic mode

to demonstrate feasibility.

During the welding of the second row, it was also noted that the wire

insulation was occasionally being scraped by the inner electrode. To correct

this, the electrode system was redesigned. A new side feed was developed

to feed the wire through the opposite sides of the outer electrode and across

the face of the inner electrode, rather than through a hole in the center. The

combination of an entrance feed hole and an exit slot controls the location of

the wire during routing and welding. A patent application dealing with this

side feed has been filed and is described in Appendix F. This redesign also

permitted needed strengthening of the brittle, 1. 3 -cm-long inner electrode,

several of which had broken during preliminary tests . With the modified

electrode and wire feed installed, several checks were made to be sure that

the weld cycle parameters had not been altered.

The remaining two terminal rows were then interconnected in the fully

automatic routing and through-insulation welding mode, as a further demon-

stration of the system feasibility. Two terminals did not weld properly and

were found to be displaced or bent from their programmed locations. The

weld head was manually relocated over these terminals and the cycle

restarted, resulting in weld formation. Representative samples of the welds

made for the demonstration were subsequently tensile-tested in a 90-deg

peel test , and all values were greater than 65% of the strength of the wire.

V. CONCLUSIONS AND RECOMMENDATIONS

Conclusions and recommendations are as follows:

(1) It is feasible to apply the automatically controlled, concentric

electrode, through-insulation welding concept to the interconnec-

tion of complex miniature electronic assemblies. Development

of this technique for future electronic packaging design should be

pursued.

10 JPL, Technical Memorandum 33-544



,2, Further refinement of electrode and terminal geometry » needed

»'in order to optimise this technique, particularly if it

to use 1.27 -mm (50-mil) spaced interconnection nodes to .ncrease

packaging density.

,3, Adjustment of insulation breakthrough and weld force variables

should be finer than on the development model.

,4) A provision for automatic wire cut-off at the end of a run is

needed in order to permit rapid change-over to the next sequence

of interconnected terminals. An automatic wire cutoff devtce,

compatible with the electrode and terminal configurat.on, should

be designed and tested.

(5) The present tape control programs have only point -to -point rout-

ing capability. A subprogram should be developed to prov.de

routing around buttons or guide posts, thus reducing the prob.-

bility of a wire passing directly over a terminal yet to be welded.

,6, An evaluation of the cost effectiveness and reliability of this sys-

tem, in comparison with "wire -wrap, " "green stick, and S1mUar

magnet wire techniques should be made.

,7) Additional future applications that may be envisioned are dis -

cussed below in Section VI. It would appear advantageous to pur-

sue these applications, which could lead to new capability ,n

interconnecting miniaturized electronic assembles.

VI. FUTURE APPLICATIONS

The basic terminal location grid used in this development, 1 27 X

3.8 mm, was dictated by the 0. 95 -mm-diameter cross section .and ̂ the

0 shape of the terminals. The terminal design, in turn, was based on the

ability at that time of

c p a t i b l e with the 1 . 27 X 1 . 27 -mm high-density interconnects gr.d

posed for advanced project, such as an outer planet mission.
com

11
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Preliminary sketches of a new terminal and a scaled-down electrode

system designed to be compatible with 1. 27 x 1. 27-mm spacing are included

as Appendix E. The proposed wire for this application is 34 AWG nickel

with 0 .02 mm of FEP Teflon insulation.

While a number of problems were encountered during this development,

a large amount of valuable information potentially useful for future applica-

tions was obtained relative to (1) the design and operation of the welder,

(2) the requirements for preparation of numerically controlled tape programs,

and (3) the criticality of breakthrough and weld parameters, as derived from

mechanical tests, visual inspection, and metallurgical sections of represen-

tative welds. The total data has been recorded and preserved by the author.
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Table 1. Control program for test board

Block

1

2

3

4

5

6

7

8

9

10

11

12

13

Rate Command

EOR

£4 xl.750y. 750

fl x.150

x.150

x-.075y. 050

X-.150

x-.075y. 050

x.150

x.150

x-.075y. 050

x-,150

f4 x-l .77y-.950

EOR

Function

ml

ml

ml

ml

ml

ml

ml

ml

ml

m2

f 1, £4 define table rates which are held until changed.

Command is expressed in incremental steps; each step is equiva-
lent to 0.001 in. EOR signals start or end of program.

f*

Function ml signals start of weld cycle; next line will not be read
until cycle is complete. Function m2 signals wire cut-off; same
function interrupt as ml.
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Table 2. Composite concentric electrode welding program,
module sample by rows

Row

1 fl
2
3
4
5
6
7
8
9
10
11
12

fl

Row

A, Terminals 1 through 12

x89y650 ml
x-2y!54 ml
x2y591 ml
y!56 ml
xly605 ml
y!49 ml
y596 ml
x2y!50 ml
x-3y596 ml
y!54 ml
x2y600 ml
y!54 ml

y500 m2
x-91y-5055

B, Terminals 13 through 24

13 fl xl66y274 ml
14
15
16
17
18
19
20
21
22
23
24

fl

x-2y!51 ml
x2y604 ml
x4y!47 ml
x-6y596 ml
x-3y!55 ml
y596 ml
x2y!53 ml
x-ly594 ml
y!55 ml
y599 ml
y!52 ml

y500 m2
x-!62y-4676

Row

25 fl
26
27
28
29
30
31
32
33
34
35
36

f l

Row

37 fl
38
39
40
41
42
43
44
45
46
47
48

f l

C, Terminals 25 through 36

x747y271 ml
x-ly!57 ml
x3y595 ml
xly!54 ml
x-ly601 ml
x ly lSO ml
xly597 ml
x3y!48 ml
xly601 ml
x-2y!50 ml
x-4y602 ml
x2y!53 ml

y500 m2
x-751y-4679

D, Terminals 37 through 48

x823y654 ml
x2y!50 ml
x2y592 ml
x-4y!54 ml
y604 ml
x3y!49 ml
xly595 ml
x2y!53 ml
x-2y599 ml
y!52 ml
x-2y601 ml
x2y!53 ml

y500 m2
x-827y-5056
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OUTER ELECTRODE

WIRE EXIT SLOT

INNER ELECTRODE RADIUS

TEFLON-INSULATED WIRE

INNER ELECTRODE

INSULATING SLEEVE

TERMINAL

Fig. 1. Cross section view of concentric
electrode configuration

Fig. 2. Through-insulation welding process
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Fig. 3. CEW machine
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OUTER RING, SLOTTED
TIE DOWN PERMITS SMALL
ANGLE ADJUSTMENT

POCKET DETENT
FOR VLIER SPRING
NOSE (12 EACH)

THUMB SCREW OR WING NUT

WING NUTS THREAD
INTO DRILLED AND
TAPPED HOLES IN X-Y TABLE

VLIER
SOCKET SPRING
3 PLACES
120° APART
ALLOW 3-5 MIL
DISPLACEMENT
W/SPRING RETURN
TO (ZERO/ZERO)

TEFLON
FRICTION PAD

X-Y TABLE

VLIER SPRING

SPRING
FORCE

1 TO 1-1/2 N
(1/4 TO 3/8 Ibf)

Fig. 4. Compliant work piece holder concept

JPL, Technical Memorandum 33-544 17



Fig. 5. Automatically connected terminals (magnification 40X )
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APPENDIX A

THROUGH INSULATION WELDING SYSTEM
DISCLOSURE NO. 30-1487, DATED SEPTEMBER 30, 1968
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NEW TECHNOLOGY REPORT
DISCLOSURE SHEET

1487
CASE NO.

TITLE: THROUGH INSULATION WELDING SYSTEM
DESCRIPTION AND EXPLANATION (REFER TO SKETCH)

Summary of the Innovation:

Complex electronic assemblies using integrated circuit modules as components have

large numbers of closely spaced, miniature terminals which must be interconnected

to function. Such interconnections are made using continuous, insulated magnet wire.

Because of spatial limitations, wire wrap techniques cannot be utilized. Sequential

welding of interconnecting insulated wire to terminals is accepted industry practice

but requires removal of selected portions of insulation prior to welding wire to terminal.

The previously utilized technique employed in-line, top and bottom welding electrodes,

with either the top or both electrodes heated. Heat softens the wire insulation so that

it can be displaced to expose bare wire for making suitable physical contact with

terminal and top electrode during welding. In the extremely crowded confines of

complex assemblies, this hot electrode technique involves hazard of heat damage to

insulation of adjacent wire interconnections.

The novel technique disclosed herein employs cold welding electrodes and utilizes

pressure to displace wire insulation immediately prior to welding. Insulated wire is

fed through a hollow inner electrode and a concentric outer electrode fits around the

terminal and fixes both wire and inner electrode over the terminal in position for

insulation displacement and subsequent welding of exposed wire to the terminal.

PAGES

JPL 2688-3 (7-68)
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NEW TECHNOLOGY REPORT
SUPPLEMENTARY DISCLOSURE SHEET

1487
CASE NO.

TITLE:
THROUGH INSULATION WELDING SYSTEM

A machine has been designed and built at JPL to facilitate making interconnections by

this technique. Greater pressure is required to break through the insulation than for

welding. The machine accordingly is provided with two independently applicable pressure

cycles to accommodate the different requirements.

Description and Explanation:

Complex electronic assemblies such as that typically shown in Figure 1 and which are

often fabricated on a short run basis for spacecraft use, frequently utilize interconnections

made by an earlier insulated magnet wire welding technique which involves use of a

conventional, opposed electrode welder in which the upper or both electrodes are heated

to a temperature which plasticizes the insulation and allows it to flow until physical

contact is established oetween upper electrode, exposed wire and terminal for welding.

The main shortcomings of this approach are that it requires that both electrodes,

the terminal and the wire be aligned on a single axis, and that the heated electrode is

capable of burning insulation from adjacent wires in confined areas such as that shown

in Figure 1. Another disadvantage is that because insulation thickness on wire often

varies, the amount of heat needed to melt the insulation also varies, and this affects

wire temperature and accordingly, its electrical conductivity. This requires adjustment

of the weld schedule to accommodate different insulation thicknesses.

The new machine shown in Figure 2 overcomes these disadvantages and also makes it

possible to utilize the new technique in a fully automated short run production system.

A study has shown that "TEFLON" insulation on a hard wire can be neatly split to each

side of the conductor when compressed between two properly designed opposed members.

Hence, it is possible to use pressure rather than heat for local displacement of insulation.

Figure 3 shows a series of views which illustrate the insulation displacement and weld

sequence utilized in the new machine. A length of insulated wire 10 coming from a

supply spool threads through hollow inner electrode 11 and passes out of concentric

outer electrode 12 through slit 12a to the previously made connection. When the concentric

electrode assembly carrying wire 10 is lowered toward terminal 15, outer electrode

encircles the shank of the terminal and positions wire 10 over the top of the terminal

which is rounded as shown. The lower end of electrode 11 has a matching concave geometry.

PAGE 10 PAGES

JPL 2688-4 [7-68)
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NEW TECHNOLOGY REPORT
SUPPLEMENTARY DISCLOSURE SHEET 1487

CASE NO.

TITLE:

THROUGH INSULATION WELDING SYSTEM

The photographs designated Figures 4 and 5 respectively, show the concentric electrodes

disassembled, and assembled but removed from the machine shown in Figure 2.

Since the amount of pressure required to rupture the insulation is considerably greater

than the welding pressure, the machine has mechanisms which apply two different

pressure cycles, in sequence. The mechanisms are independent, both in operation

and in adjustment.

When the machine is operated, electrode 11 is first forced downwardly with sufficient

pressure and at a suitable rate so that the "TEFLON" insulation on wire 10 is initially

ruptured and subsequently displaced as the bare wire is forced into contact with the

top of the terminal by the concave surface lla of electrode 11. Pressure is then

reduced to that required to hold the bared wire in place on terminal 15 while the welding

pulse is applied between electrodes 11 and 12.

Sleeve 16 is utilized to insulate the electrodes from each other during application of

the welding pulse. A typical weld to a terminal is shown in the photograph designated

Figure 6. in which a #34 AWG nickel wire (. 0063" diameter) with "TEFLON" insulation

has been welded to a gold plated, type 302 stainless steel terminal having a .036"

diameter.

Electrode 12 serves a triple function; it makes good electrical contact with the

terminal shank for application of the welding pulse; it pilots the electrode assembly

onto the terminal which lessens the alignment problem and also prevents deflection

of the inner electrode 11 during pressure cycles; and it clears the top of the terminal

of all previously routed wires. As electrode 12 descends it pushes all adjacent wires

out of the way prior to enveloping the terminal shank. This eliminates the possibility

of a previously routed wire interfering with the current weld. Figure 1 gives an

indication of the environment in which such welds are made.

Since wire 10 feeds through hollow inner electrode 11, the arrangement can be used to

rout the wire from terminal to terminal between welding operations. A series of

OF 10 PAGES

JPL 2688-4 <7-68)
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NEW TECHNOLOGY REPORT
SUPPLEMENTARY DISCLOSURE SHEET 1487

TITLE:
THROUGH INSULATION WELDING SYSTEM

connections can therefore be produced using a single length of wire. The insulated

wire emerges from the center of the inner electrode and trails in the direction of

the previous weld. Before the electrode assembly descends to make a weld, the

wire is moved by a mechanical f inger (not shown) into slit 12a of the outer electrode to

eliminate the possibility of wire pinching between electrode 12 and the terminal shank.

By moving the wire into the slit, all welds would be made with wire 10 approaching the

terminals from the same direction. This has the advantage that an extra service

loop can be provided in most point-to-point connections which will make automatic wire

cutoff (still to be added to the machine shown) much easier. Wire cutoff is mandatory

if production of interconnections is to be further automated.

Further automation will be accomplished by addition of a numerically controlled X-Y

table for transporting the circuit component being fabricated from position to position

between successive welding operations. While such automation would clearly be of

advantage for large scale production, it would also be desirable for interconnection

of spacecraft components on a small scale basis because of elimination of positioning

errors in welding interconnect wires.

Since interconnections are point-to-point, programming time would be very low. There

would be no art work, no laminating, and no alignment problem. Successive units being

made from the same tape or cards would be identical. Repairs or modifications could be

quickly, simply and reliably effected because changes can easily be programmed into

punched tape or stacks of cards. Short run automation of this character is therefore

within reach.

It is believed that the technique could also be applied to interconnections between blind

terminals by suitably modifying a parallel gap concentric welder.

PAGE OF
10
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JPL 2688-4 (7-68)

JPL Technical Memorandum 33-544 23



NEW TECHNOLOGY REPORT
SUPPLEMENTARY DISCLOSURE SHEET 1487

THROUGH INSULATION WELDING SYSTEM

FIGURE 1
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NEW TECHNOLOGY REPORT
SUPPLEMENTARY DISCLOSURE SHEET 1487

THROUGH INSULATION WELDING SYSTEM

3S7 -

FIGURE 2
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NEW TECHNOLOGY REPORT
SUPPLEMENTARY DISCLOSURE SHEET

1487
CASE NO.

TITLE:
THROUGH INSULATION WELDING SYSTEM
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NEW TECHNOLOGY REPORT
SUPPLEMENTARY DISCLOSURE SHEET

1487

THROUGH INSULATION WELDING SYSTEM
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NEW TECHNOLOGY REPORT
SUPPLEMENTARY DISCLOSURE SHEET

1487

THROUGH INSULATION WELDING SYSTEM

FIGURE 5
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NEW TECHNOLOGY REPORT
SUPPLEMENTARY DISCLOSURE SHEET

1487

THROUGH INSULATION WELDING SYSTEM

FIGURE 6
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APPENDIX B

CONCENTRIC ELECTRODE WELDER DRAWING LIST
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Table B- l . Drawing list, concentric electrode welder,
JPL drawing No. 10036552

Drawing
dash

number
Title

101

102

103

104

105

106

107

108

109

110

111

112

113

114

115

116

117

118

119

120

121

122

123

124

125

126

Supporting cross bar

Extended support for X-Y table

Air cylinder retaining plate

Lower guide plate

Upper guide plate

Guide post

Plunger

Side plate

Adjustable plunger retainer

Stop plate

Coil spring, weld pressure

Return spring

Adjustment screw

Knurl nut

Coil spring, breakthrough

Lower electrode holder

Upper electrode holder

Extender tube

Inner electrode

Inner electrode holder

Inner electrode guide

Outer electrode

Shoulder bushing

Shoulder bushing

Washer

Washer

In addition to the above-listed dash-numbered parts,
the top assembly drawing, No. 10036552-100, also
specifies appropriate quantities of miscellaneous
nuts, screws, washers, pins, and commercially
procured bronze bearings.
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Table B-l (contd)

Drawing
dash Title

number

127 Shoulder bushing

128 Shoulder bushing

129 Washer, flat

130 Shoulder bushing
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APPENDIX C

CONCENTRIC ELECTRODE WELDER TIMING/SEQUENCE CONTROLLER

The electrical schematic of the controller appears in Fig. C-l . This

unit (1) controls the sequence and duration of the breakthrough and weld

force application and the weld pulse initiation, (2) prevents motion of the

X-Y table until the weld head has retracted, and (3) provides both manual

and automatic control of all functions. Provision for incorporation of a

wire cutoff function was also made in the design.
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APPENDIX D

TEST DATA, DEVELOPMENT OF BREAKTHROUGH
AND WELD FORCE PARAMETERS

Tables D-l and D-2, along with Figs. D-l through D-19, present data

on breakthrough and weld force parameters. Column headings in Table D-l

represent machine operational settings for the Micropoint MP-1201 machine

used for the breakthrough tests. Figures D-l through D-9 are typical of the

breakthrough tests, and Figs. D-10 through D-19 represent weld force

parameter development tests. Magnification in the figures of this Appendix

is 50X.
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Table D-l. Results of breakthrough force tests

._ Number of Applied
Sample _ Dial counter- force ~f ... . . Remarksnumber cm in. setting clockwise -. ,, ,

turns

10-1 0,9 0.4 008 0 26.7 6 Some small dis-
tortion of wire.

10-2 0.9 0.4 016 0 28.9 6.5 Similar to sample
10-1.

10-3 0.9 0.4 024 0 31.1 7 Slightly larger
electrode print;
well broken.

10-4 0.9 0.4 032 0 33.4 7.5 Similar to sample
10-3.

10-5 0.9 0.4 008 1 26.7 6 Similar to sample
10-1. Teflon was
pushed aside.

10-6 1.2 0.5 008 9 20.9 4.7 Width of set-down
print was ~ 20%
of diameter.

10-7 1.2 0.5 016 9 24.0 5.4 Difficult to tell
whether Teflon was
being affected.
Similar to sample
10-1.

10-8 1.2 0.5 024 9 25.4 5.7 Very similar to
samples 10-1 and
10-5.

10-9 1.2 0.5 032 9 28.5 6.4 Similar to sample
10-2.

10-10 1.5 0.6 008 9 8.9 2.0 This is the maximum
machine travel at
this gap setting, so
load was not
increased. No
apparent break-
through

10-11 1.5 0.6 016 9 8.9 2.0 Same results as
sample 10-10.
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Table D-l (contd)

Sample
Gap

Number of Applied
Dial counter- force Remarks

number cm in. setting clockwise ^ „ ,
turns

10-12 1.5 0.6 024

10-13 1.5 0.6 032

9

9

8.9 2 Same results as
sample 10-10.

8.9 2 No appairent break-

10-14 1,4 0,55 008

10-15 1.4 0.55 016

10-16 1.1 0.45 008

10-17 1.1 0 .45 016

10-18 1.1 0.45 024

10-19 1.1 0 .45 032

10-20 1.1 0.45 032

17.8

17.8

24.9 5.6

27.1 6.1

through or wire
distortion.a

Teflon appeared
split, no apparent
wire flattening.

Teflon appeared
split, but there was
no obvious wire
flattening.

Small airfoil-
shaped breakthrough,
the lowest at this
spacing.

Similar to others in
this breakthrough
range.

29.4 6.6 Similar to samples
10-2 and 10-9.

31 ~7 Similar to sample
10-3. An apprecia-
ble dent in wire
was beginning to show.

31 ~7 Same results as
sample 10-19. It
was apparent that
the number of turns
did not affect the
maximum force.

Because of the machine travel limit, it was decided to try a gap that would
provide some lower force data between 8.9 and 22 .2 N (2 and 5 Ibf) loads.
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Fig. D-l. Breakthrough force
test run at a gap of 3. 81 mm
(0. 1 5 in. ) and a force of 4. 4 N
(1 Ibf). This load barely dis-
torts the Teflon; there is no
effect on the wire nor any
apparent breakthrough

Fig. D-2. Breakthrough force
test run at a gap of 3. 81 mm
(0. 1 5 in. ) and a force of 8. 8 N
(2 Ibf). There is apparently a
slight impression on the wire,
but no obvious squeeze-out of
the Teflon

Fig. D-3. Breakthrough force
test run at a gap of 3. 81 mm
(0. 15 in. ) and a force of 13. 2 N
(3 Ibf). The set-down print ap-
pears somewhat larger, but it is
still difficult to tell whether a
breakthrough has been made,
although the Teflon has obviously
been squeezed to the sides
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Fig. D-4. Breakthrough force
test run at a gap of 3. 81 mm
(0. 15 in. ) and a force of 17. 6 N
(4 Ibf). Decidedly more Teflon
has been squeezed out and a
fairly prominent set-down print
is now visible

Fig. D-5. Breakthrough force
test run at a gap of 3. 81 mm
(0. 1 5 in. ) and a force of 22. 0 N
(5 Ibf). This is the first load at
which the Teflon is obviously
squeezed beyond the outline of
the wire. There is a definite
set-down print, and a trace of
the electrode surface finish was
transferred. However, the light
reflections give an apparent
image of a thin Teflon film on
the wire

Fig. D-6. Breakthrough force
test run at a gap of 3. 81 mm
(0. 1 5 in. ) and a force of 26.4 N
(6 Ibf). The size of the set-
down print is definitely larger,
and there is more squeeze-out
of the Teflon
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Fig. D-7. Breakthrough force
test run at a gap of 3. 81 mm
(0. 15 in. ) and a force of 30. 8 N
(7 Ibf). The wire is beginning
to be badly mashed at this force
level; from the side, the defor-
mation indicates a 15 to 20%
reduction in diameter

Fig. D-8. Breakthrough force
test run at a gap of 3. 81 mm
(0. 15 in. ) and a force of 35. 2 N
(8 Ibf). It is apparent that this
force level is too high for the
CEW application

Fig. D-9. Electrode tip used
for breakthrough development
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Fig. D-10. Weld force test
sample 1. Test was run at a break-
through force of 35. 2 N (8 Ibf) , a
weld force of 17. 6 N (4 Ibf), and a
power level of 3 W/s

Fig. D-l l . Weld force test
sample 2. Test was run at a break-
through force of 35. 2 N (8 Ibf), a
weld force of 17. 6 N (4 Ibf), and a
power level of 2 W/s

Fig. D-12. Weld force test
sample 3. Test was run at a break-
through force of 35. 2 N (8 Ibf), a
weld force of 17. 6 N (4 Ibf) , and a
power level of 2 W/s

Fig. D-13. Weld force test
sample 4. Test was run at a break-
through force of 26. 4 N (6 Ibf), a
weld force of 13. 2 N (3 Ibf), and a
power level of 1. 5 W/s
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Fig. D-14. Weld force test
sample 5. Test was run at a break-
through force of 26. 4 N (6 Ibf), a
weld force of 13. 2 N (3 Ibf), and a
power level of 1. 5 W/s

Fig. D-15. Weld force test
sample 6. Test was run at a break-
through force of 26. 4 N (6 Ibf) , a
weld force of 13. 2 N (3 Ibf) , and a
power level of 2 W/s

Fig. D-16. Weld force test
sample 7. Test was run at a break-
through force of 26. 4 N (6 Ibf), a
weld force of 13. 2 N (3 Ibf) , and a
power level of 2 W/s

Fig. D-17. Weld force test
sample 8. Test was run at a break-
through force of 26.4 N (6 Ibf) , a
weld force of 13. 2 (3 Ibf), and a
power level of 2. 5 W/s
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Fig. D-18. Weld force test
sample 9. Test was run at a break-
through force of 26.4 N (6 Ibf), a
weld force of 13. 2 (3 Ibf), and a
power level of 3 W/s

Fig. D-19. Weld force test
sample 10. Test was run at a break-
through force of 26.4 N (6 Ibf), a
weld force of 13. 2 (3 Ibf), and a
power level of 3 W/s
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APPENDIX E

ENGINEERING SKETCH FOR A 1. 27-mm (0. 050-in. ) SPACED
ELECTRODE/TERMINAL CEW SYSTEM
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1. 524 ±0. 0254 mm
(0.060 ±0.001 in.)

12.700 ±0.254 mm
(0.500 ±0.010 in.)

3.810 ±0.254 mm
(0.150 ±0.001 in.), ,-- +0. 0254

3- 20° -0 000 m

U- 1. 01 6 ±0. 0254 m
(0.040 ±0.001 In

(0.050 ±0.001 in.)

1.397 ±0. 0254 mm
(0.055 ±0.001 in.)

11. 176 ±0.127 mm
(0.044 ±0.005 In.)

(ITEM -1 ACCORDING TO
JPL DRAWING 10036552A-1) NOT TO SCALE

Fig. E-l. CEW assembly

©
RADIUS-
GRADUAL
FROM END OF
SLOT

-1.016 ±0.0254 mm
(0.040 ±0.00) in.)

. -K). 000
-0.013""
, -KJ.OOO

-0.457

0.254-mm (0.010 in.)
OUTSIDE AND INSIDE
RADII -

5. 334 ±0. 127mm
(0.210 ±0.005 in.) 1 . 397 ±0. 0254 mm

(0.055 ±0.001 in.)

1. 524 ±0. 0254 mm
(0.060 ±0.001 in.)

MATERIAL: BERYLCO 50 (COLD DRAWN)
HEAT TREAT TO MIL-H-7199
CONDITION 1/2 HT

REMOVE ALL BURRS

0. 406 mm
(0.016 in.) SAW CUT

NOT TO SCALE

CHECK ON RING GAGE NOTE OF
10036552A BEFORE PROCEEDING

Fig. E-2. CEW outer electrode
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11.176 ±0.127 mm
"(0.440 ±0.005 in.)

,„. +0.0254
~3-200 -0.000 mm

,, +0.001 . \

MATERIAL: ZYTEL 101 OR EQUIVALENT NOT TO SCALE

Fig. E-3. CEW insulating sleeve

4.572 ±0.0254 mm
(0.180 ±0.001 in.)

MATERIAL: ZYTEL 101 OR EQUIVALENT
BREAK ALL CORNERS AND REMOVE BURRS.

_5.334 ±0.0254 mm
"(0.210 ±0.001 in.)

Fig. E-4. CEW position sleeve
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NEW TECHNOLOGY REPORT 2873 30-13148

SIDE WIRE FEED FOR WELDING APPARATUS

II.

The Novelty

A coaxial electrode arrangement for a wire welder including a solid central

electrode, an insulated outer electrode surrounding the inner electrode, and

a transverse wire feed channel through the tip of the electrode assembly,

can be utilized for sequentially welding either uninsulated or insulated wire

to terminals in confined areas of electronic assemblies. When insulation

such as "TEFLON" is to be removed, the pressure displacement arrangement

previously reported in NTR-1487/NPO-10867 may be utilized.

The Disclosure

The Problem

Complex electronic assemblies using integrated circuit modules as

components have large numbers of closely spaced, miniature terminals

which must be interconnected to function. Such interconnections are

made using continuous, magnet wire. Because of spatial limitations,

wire wrap techniques cannot be utilized. Sequential welding of the

interconnecting wire to terminals is accepted industry practice but

often requires removal of selected portions of insulation prior to

welding wire to terminal. One previously utilized technique employed

in-line, top and bottom welding electrodes, with either the top or

both electrodes heated. Heat softens the wire insulation (when used)

so that it can be displaced to expose bare wire for making suitable

physical contact with terminal and top electrode during welding. In

the extremely crowded confines of complex assemblies, this hot

electrode technique involves hazard of heat damage to adjacent wire

interconnections.

PAGE.
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SIDE WIRE FEED FOR WELDING APPARATUS

The Solution

The novel technique disclosed herein employs cold welding electrodes

and utilizes pressure to displace wire insulation (when used) immedi-

ately prior to welding. Wire is fed to an inner electrode and a

concentric outer electrode fits around the terminal and fixes both

wire and inner electrode over the terminal in position for insulation

displacement (when necessary) and subsequent welding of exposed

wire to the terminal.

A machine has been designed and built at JPL to facilitate making

interconnections by this technique. Greater pressure is required to

break through the insulation (when used) than for welding. The

machine accordingly is provided with two independently selectable

pressure cycles to accommodate di f ferent requirements. In a

previously reported case (NTR 1487, NPO 10867) the inner electrode

had a hollow configuration so that the wire could be fed through the

electrode. This report is directed to a version in which the inner

electrode is solid and wire is fed under the electrode from one side.

Descr ipt ion and Explanation

The machine shown in Figure 2 of NTR-1487/NPO-10867, was designed

for use with "TEFLON'1 insulation on a hard wire. The insulation is

split to each side of the conductor when compressed between two

properly designed opposed members. Hence, it is possible to use

pressure rather than heat for local displacement of insulation.

Figure 3 of NTR-1487/NPO-10867, illustrates the insulation displacement

and weld sequence utilized in that machine. A length of insulated wire

coming from a supply spool threads through a hollow inner electrode and

PAGE.
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SIDE WIRE FEED FOR WELDING APPARATUS

passes out of a concentric outer electrode through a slit to a previously

made connection. The concentric electrode assembly carrying a wire

is lowered toward a terminal and the outer electrode then encircles the

shank of the terminal and positions the wire over the round top of the

terminal. The lower end of the hollow electrode has a matching concave

geometry.

Since the amount of pressure required to rupture the insulation is

considerably greater than the welding pressure, that machine has

mechanisms which apply two different pressure cycles, in sequence.

The mechanisms are independent, both in operation and in adjustment.

This is described more fully in NTR-1487/NPO-10867.

In the new electrode version shown in Figure 2, a length of wire 10

coming from the supply reel is threaded through outer electrode 12,

passing through t ransverse opening 12a and slot 12b to a previously

made connection. Electrode 12 is provided with an axial opening 12c

which encircles the shank of the terminal or pin 15 to which the wire

is to be welded.

The inner electrode 11 is coaxially disposed within outer electrode 12,

and suitably insulated therefrom by insulation sleeve 16a and insulation

washer 16b. Electrode 11 which is made of a suitable metal which can

withstand the erosion effect of welding, is press fitted into shank lla

which may be fabricated from a brass rod.

PAGE.
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Both electrodes are secured to a mechanism which lowers the welding

assembly over pin 15 either by manual operation or automatically in a

programmed setup. The mechanism provides the required welding

pressure. As shown, this arrangement is suited for welding of non-

insulated wire to terminals in sequence.

When the device is to be used with "TEFLON" insulated wire, dis-

placement of the insulation by pressure may be effected by means

of the arrangement and in the manner disclosed in the earlier case

NTR-1487/NPO-10867. In that event, rod lla would be provided

with means by which it could be moved independently of the general

movement of the electrode assembly. Such movement could be

accommodated if insulating washer 16b is fabricated of a resilient

material such as one of the heat resistant silicone rubbers.

Use of the electrode assembly in this manner is indicated in

Figure 3.
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FIGURE 1
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