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FOREWORD

The report describes the work conducted during Task II of Contract WAS 3-
15681* by Sikorsky Aircraft Division of United Aircraft Corporation,
Stratford, Connecticut. Task II was initiated on 22 June 1971 and completed
on 21 June 1972. The work was funded by the U.S. Army Air Mobility Research
and Development Laboratory, Moffett Field, California; Technical management
was performed by personnel of the Lewis Research Center of the National
Aeronautics and Space Administration. Mr. L. P. Ludwig, Fluid System
Components Division, NASA Lewis Research Center was the Project Manager.
Mr. L. W. Schopen, NASA Lewis Research Center was the Contracting Officer.
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SUMMARY

From a screening study of nine (9) different seal configurations, two con-
figurations judged potentially useful in a helicopter high speed input shaft
application were selected for design, fabrication and test. The seals se-
lected were a dual element split ring seal and a. circumferential seal.

The seals were evaluated at 2865 m/min (9̂ 00 ft/min), 383 K (230°F) oil
temperature and with oil flows that duplicated flow rates of actual oper-
ation. Seal pressure differentials was determined by these oil flow rates
and scavenge capacity and was near zero. The test rig incorporated an act-
ual transmission input quill assembly. The test was divided into a 25-hour
screening test and a 100-hour endurance test.

The dual element split ring seal, a controlled clearance seal, could not be
operated successfully. Excessive leakage occurred with the production drain-
age configuration and with modifications for increased drainage. Although
not an acceptable solution, a leakage rate of 2 c.c./hr. was obtained with an
auxiliary pump scavenging lubricant from the seal cavity. It was concluded
that a viable approach using a dual element split ring seal could not be
obtained without excellent lubricant drainage in the seal region.

The circumferential seal, a conventional segmented three ring design, ex-
hibited leakage of 12 c.c./hr. during the initial screening test. The seal
was reworked by doubling the radial garter spring load. The reworked seal
was then successfully operated for 25 hours with an average leakage rate of
•7̂  c.c./hour.

Another circumferential seal was reworked to conform to the same design
parameters of the first successful seal. It was operated for 100 hours with
an average leakage rate of .56 c.c./hour. The test was performed with a
start/stop cycle of two hours. Maximum wear of the seal inside diameter
was .0127 m.m. (.0005 in.), while average wear was .00508 m.m. (.0002 in.).

A UO-hour environmental test, simulating exposure to South-east Asia dust,
was also conducted by subjecting the seal assembly to periodic injection of
lUO mesh silica flour. During 16 hours of this test, oil flow to the seal
was increased to determine the affect of flooding on seal performance.
Leakage rates of .12k c.c./hr. without flooding and .095 c.c./hr. with
flooding were obtained. Maximum wear of the wear sleeve outside diameter
was .071 mm (.0028 inches) and wear of the seal inside diameter was .0305
mm (.0012 inches).



Introduction

Helicopter transmission high speed oil seals have been a chronic problem
often resulting in premature gearbox removal due to excessive leakage.
Most of these high speed seals are located in the engine input section of
the gearbox. The intent of Contract NAS3-1568U is to develop high speed
seals for current and future transmission applications.

The function of these seals is to prevent lubricant leakage and to prevent
dirt, water and debris from getting into the transmission. Seal failure is
not usually catastrophic, but can be a significant cost factor if failure
is frequent. The cost factor involves not only replacement cost but air-
craft down time; also exposure of the system to environment during assembly
might allow introduction of debris or dirt. Further, the probability of
misassembly is present. Therefore it is highly desirable to have the seals
operate at least for the time between transmission overhauls. Helicopter
transmissions operate with low pressure differentials across the seal -
probably not more than .689 N/cm^ (l psi) in most cases. The seals usually
operate at speeds of 152 m/min (500 ft/min) to ^550 m/min (15000 ft/min).
The sealed media is usually an ester base synthetic engine oil (MIL-L-23699»
MIL-L-7808) or a mineral base oil (MIL-L-21260) at a temperature of 366 K
to 39̂ - K (200 to 250 F). Currently most helicopter transmission high speed
seals are face seals, Figure 1; circumferential seals, Figure 2; or radial
lip seals, Figure 3..

These seals fall into the general classification of positive-contact seals.
A full or partial fluid film exists between the sliding sealing surfaces.
Leakage of these seals in successful applications is less than 2cc/hour.

Elastomeric type lip seals are the most commonly used seal for helicopters.
However, the elastomer material in this type of seal has limited abrasion
resistance (dirt) and limited temperature capability. At high sliding
speeds the temperature of the lubricating film between the elastomeric lip
and the shaft is much higher than the bulk lubricant temperature. Thus, in
effect, the temperature rise in the lubricating film determines the useful
maximum speed of elastomeric lip seals. And evidence (ref. l) is that oil
film temperature in thin films under shear can reach 533 K (500 F) at the
relatively low sliding speeds of 6lO m/min (2000 ft/min). It follows that
high speed seals should have materials that can withstand the high tempera-
tures of the lubricating film.

The objectives of this study were to: (a) review current seal technology
and select two candidate seals judged suitable for high speed operation,
(b) build and test the two candidate seals that have axial lengths of
lU.2 mm (0.56 in. ) or less and, (c) attempt to improve seal performance so
that they are .capable of operating under simulated helicopter transmission
conditions with leakage rates less than 2cc/hr and at wear rates that would
provide over 1100 hours of life.

During the technology review phase of the program, nine seal concepts were
proposed for consideration. These concepts were:



Universal Face Seal

Floating Ring Seal

. Face Seal with Lubricant at Outside Diameter of Primary Seal

. Face Seal with Lubricant at Inside Diameter of Primary Seal

Circumferential Seal

Dual Element Split Ring Seal

Floating Lip Seal

Dual J Seal

Hydrodynamic Lip Seal

From these concepts the circumferential seal and the dual element split ring
seal were chosen for detail design, fabrication and test. The seals were
designed for a shaft diameter of 13.6 cm. (5-355 inch) and were operated at
6600 rpm with a bulk lubricant temperature of 38*4 K (230°F). Radial runout
of the input shaft was .0508 mm. (.002 inch) total indicator reading and
seal lubrication for most cases was by splash and partial flooding.
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SECTION II

Design

A. Seal Concepts

The operating conditions given by the contract specifications were:

. 6600 rpm shaft speed

. 383 K (230°F) lubricant temperature

. MIL-L-23699 lubricant

The test vehicle input assembly configuration were specified in the con-
tract requirement and is shown in Figure k. From the configuration the
radial eccentricity and axial displacement at the seal were established
by a stack-up of support component tolerances. The radial eccentricity
is comprised of offset (static eccentricity) and radial runout (dynamic
eccentricity), and is defined as the variation of true center of the
housing to the true center of the shaft. The axial displacement is the
variation in axial distance from housing to shaft locating surfaces.

Table I and Figure 5 show the geometric envelope, operating conditions
and performance criteria of the input shaft test assembly.

From the considerations of these conditions and requirements, nine seal
concepts potentially capable of successful operation were proposed to
the NASA project manager. These concepts are shown .in Figures 6 thru
lU with a brief discussion of the seal elements, their capabilities and
limitations. From these nine concepts, two were selected for test;
these two were the dual element split ring and the circumferential seal.

8
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TABLE I - APPLICATION PARAMETERS

Application:

Shaft Outside Diameter

Shaft Diameter m.m. (inches)

Surface Finish Microns (Microinches) AA

Lead (RH, LH, None)

Material

Hardness

Radial Eccentricity (Static) m.m. (inch)

Radial Runout m.m. (inch)

Out-of Roundness m.m. (inch)

Axial Displacement m.m. (inch)

Axial Runout m.m. (inch)

Shaft Speed (Normal Operating)

Direction of Rotation (viewed from air side)

Housing Bore

Bore Diameter m.m. (inch)

Depth m.m. (inch)

Surface Finish Microns (Microinches) AA

Material

Seal Performance

Leakage c . c . /hr .

Life

Operating Fluid

Type of fluid being sealed

Temperature (Maximum Operating)

Environment

INPUT SHAFT SEAL

136 (5.356/5.35*0

.203 (8)

Not Specified

AMS 6260

Chrome Plated

.1*06 (.016)

.17(.0067)

Not Specified

± 1.07 (± .01*2)

.0076 (.0003)

6600 RPM !

Clockwise ]

|

165(6. 5015/6 A985J

19 (.768/.713) !i
2JD (63) MAX. ]

MAG. ALLOY-AZ91C 1
j

1

1100 Hours
!

MIL-L-23699

38U K (230°F) \

DUST, MOISTURE

10
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Dual Element Face Seal (Figure 6)

This seal is a self-contained (unitized) face type seal. The rotating ele-
ments consisting of a primary seal ring, usually carbon graphite, and a
split ring, usually carbon graphite or another good bearing material. These
rings are forced against hardened steel stationary flanges by a wave spring
exerting approximately 6.88 N/cm (10 psi) face pressure. The rotating com-
ponents are driven by the radial clamping load of the split ring on the
shaft.

Oil seeps through the split ring element to provide lubrication for the pri-
mary seal ring and hydrodynamic features such as recess pads which are some-
times used in the face of the split ring in order to provide improved lubri-
cation. The secondary seal is an elastomeric "0" ring on the shaft. Oil
holes in the oil side flange vent the seal cavity to prevent a build-up of
lubricant.

One advantage of this seal is that the primary face loading is not affected
by axial location which for the test assembly application is ±1.06 m.m.
(±.OU2 inch).

This type seal has been used successfully in the transmission systems of
Sikorsky Aircraft model S-55, S-56, S-58, S-6l, S-6U and S-65 helicopters.
Its two most recent uses are in the S-6l and S-65 auxiliary power plant
clutches. Basic operating conditions for the S-65 clutch are:

8200 rpm

U8.6 m.m. (1.875 in) shaft diameter

. 1.38 N/cm2 (2 psi) oil pressure

. 373 K (210°F) maximum oil temperature

Design layouts revealed that use of this seal type in the test vehicle con-
figuration of Figure k would require component changes or rework in order
to provide sufficient room for the seal.

Floating Ring Seal (Figure 7)

This seal is also a face type seal. Dynamic sealing is accomplished between
the air side housing flange and the carbon graphite nose piece (primary
ring). The carbon graphite ring must be loaded against the hardened mating
surface (flange) by pressure. If the pressure is not sufficient to seat
the primary element the seal operates as a labyrinth with a gap of approxi-
mately .127 m.m. (.005 inch). Static sealing and primary element drive is
provided by an elastomeric "0" ring (secondary seal) on the shaft.

The carbon graphite primary ring is a shrunk fit into a steel sleeve to
control the thermal and centrifugal growth.

From data supplied by seal manufacturers, it was shown that this type seal

12
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is being used in a centrifuge application at the following conditions:

6200 rpm

lUO m.m. (5-̂ 5 inch) shaft diameter

2
seals oil at 3^.^ N/cm (50 psi) from water and sand at
atmospheric pressure (leakage rate unknown)

. 356 K (180°F) oil temperature

This seal could "be used in the input shaft test assembly without any rework
to assembly hardware.

Face Seal (with lubricant at outside diameter of primary seal)
(Figure 8)

Standard face seals are the most common high speed seal used in industry.
The seal consists of a non-rotating primary ring, usually carbon-graphite,
which is flexibly attached to the case. The primary ring is allowed to
move axially in the case, to adjust for dimensional variations, runout and
thermal growth. The primary ring is loaded by a spring against a rotating
mating ring. The mating ring material is usually a hardened steel or stain-
less steel. In this application, to avoid distortion to the mating ring
and to allow for some shaft to housing misalignment, the mating ring assembly
consists of a seal ring and clamping ring.

The use of this seal would require no rework or redesign of the input assem-
bly.

This seal is used in most high speed seal applications in helicopter trans-
missions. Typical operating conditions for a successful face seal application
are:

. 6023 rpm

90 m.m. (3-5^ inch) seal nose diameter

2
1.38 N/cm (2 psi) oil pressure

• 378 K (220°F) oil temperature

15
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Face Seal (with lubricant at inside diameter of primary seal)
(Figure 9)

This type seal has the same elements as the previously discussed face seal,
except that the flexibly attached carbon-graphite primary ring is rotating
and the mating ring is stationary. This construction is seldom used in trans-
mission seals because centrifugal forces will increase leakage, while these
forces act to prevent leakage in the previously discussed face seals. It
is considered for this program because of the ease of assembly.

Circumferential Seal (Figure 10)

This type is a shaft riding seal with the dynamic seal occurring on a cylin-
drical surface. The primary seal rings are segmented carbon graphite
rings, which are loaded radially to the shaft runner by garter springs and
axially to the case flange by a wave spring.

The three segmented rings in this design are the primary ring, cover ring
and back ring. The segments have straight cut gaps, (other designs have
one and two rings with different type gap construction.) Pins at the gap
location provide anti-rotation locks.

Static sealing is accomplished by orientating the ring gaps to cover all
leakage paths and by lapping all ring interfaces flat. Only slight relative
motion occurs at the flange ring interface. This motion allows for static
eccentricity and runout and requires the springs loads to be of proper re-
lative magnitude to prevent frictional hang-up.

This type seal has approximately the same envelope requirements of a lip
seal. It is independent of axial displacement of the shaft. No change in
adjacent hardware would be necessary for its use.

Circumferential seals are currently used in many high speed, high tempera-
ture gas applications. It is currently being used for oil containment on
the input shaft to the Sikorsky Aircraft S-6l main transmission at the follow-
ing conditions:

20,000 rpm

U2.8 m.m. (1.688 inch) shaft diameter
2

1.38 N/cm (2 psi) oil pressure

389 K (2UO°F) oil temperature

IT
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Dual Element Split Ring Seal (Figure 11)

This type seal consists of stationary sleeve fixed to the housing, a rotat-
ing carrier attached to the shaft and two expanding split rings. The outer
ring is teflon with a step cut joint while the inner expander ring is stain-
less steel with a straight cut gap. The radial load from the expander ring
must be sufficient to seat the outside diameter of the teflon outer ring and
prevent it from rotating.

In the low pressure environment of a helicopter transmission it is not ex-
pected that hydraulic axial loading will be high enough to seat the ring on
the carrier groove side to form a positive contact dynamic seal. Therefore
the mode of sealing is a close clearance labyrinth established by the ring
and carrier groove sides.

It is necessary that the sleeve material be a hardened steel or stainless
steel since some axial creep of the ring will cause wear on the sleeve bore.
The carrier should be hardened since some occasional contact between the_ring
and carrier groove will occur. The sleeve has oil holes between the rings
to permit leakage past the first ring to be drained back into the gearbox.

This seal design can be installed into the present envelope without any re-
work to other gearbox components.

A three ring seal design has been successfully tested in a high speed appli-
cation in a helicopter production transmission for 500 hours at the following
conditions.

13600 rpm

. .689 N/cm2 (1 psi)

llU m.m. (U.5 inch) sleeve bore diameter

. 383 K (230°F) oil temperature

Floating Lip Seal (Figure 12)

This design consists of molded teflon lip which is pressed against the shaft
by a secondary teflon element loaded by a garter spring and seated internally
against the case sides by a wave spring.

The internal seal elements, including the primary lip and secondary lip,
float radially in the seal case. This feature allows the seal to compensate
for any shaft to housing offset (static eccentricity).

The seal can be made to conform with the dimensions of the present elasto-
meric lip seal used in the application. There has been no prior experience
of operating this seal at conditions similar to the .application under investi-
gation.

20
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'~Y^Y~\OÎ X^>> t^J i 1 /HTwTfnL5Yu^3) V^ /
*-S*̂ **Jfi+ r̂̂ \̂ / X I 1 /

^ \L-U
: \ i\ tNT^v

f-^9}* ' -.xl<v -V; i: T^ v
©L. - :x ;^

^V, . - . • " . \ '•.• ^ •• . s

^>|\VXX S;
.'• i X:-^^-x>-j -.

:!,:| xvI . \ - .
-~> - . •?• - ?\ ..-•:-
.— . . l-f< '* x " ''-N_Lr-M-,>;-^.-,>>^

x-J

r'' / ^.
/ V. •; M A (I— ̂ L-i ir f

1 : 1
1 ! ' '

i

_-LJ_.

, I
r T^M ^

t I "- 1V"1 ' / :_Vtd: jlT ,
> 1
1 1

1 1 v1 t
1

1 --*r- .̂ | j i

i- ; x' ;T— -r i• /i \ i vp-i-'i i
in-^-^

^ - - — -•*•*
i

i
^ + — i

/^ \
^ _\i
\ /

H
cfl
0)

CQ

UO
fi
•rt
PH

P
•H
H
ft

CO

^ %
i 0)
i S' S

H
W

rH

^
a

"1 ,
\ '

,

1 H
1 0,

; ^^ M
\ sV

(
1

I
/\

\

1n

[r

21



bO
a

•H
^ bQ
ft a

CO -H
^

ft in ft
•H 0) COft 1-3 -p

•H Jj 0>
H} t>5 CO > 0)

i-i O o3 M
;>, cd 13 o3
?H id H O
Oi G cS H
g O -H OJ rH
•H O rd -H 03
^H (U OJ W 0)

PL, CO « <! CO

22



Dual J Seal (Figure 13)

This design is similar to the floating lip seal. The primary seal element
is a molded teflon lip which is pressed against the shaft by a secondary
teflon lip and a garter spring. Static sealing is accomplished "by an "0"
ring interference seating both teflon element against the seal case sides.
As with the floating lip seal the internal elements are not restrained in
the radial direction.

The envelope for this type seal is smaller than a standard lip seal. Its
basic advantage over the floating lip seal is its simplicity and low cost.
No previous experience at similar operating conditions has been reported.

Hydrodynamic Lip Seal (Figure 1^)

This type seal is similar to a conventional lip seal except for the addition
of ribs which are molded on the air side surface. These ribs which are helix
flutes approximately .0508 m.m. to .1016 m.m. (.002 to . OOU inch) high at an
angle of approximately .523 radians (30 degrees), establish a full fluid
film at the lip contact point and pump back any oil seeping past the primary
lip. The lip is completely molded which eliminates some of the manufacturing
inaccuracies incurred during the trimming operation performed while forming
the lip in older designs.

The lip material which is molded to a stainless steel case is a flouroelas-
tomer-which has a higher temperature capability (1*77 K (̂ 00°F) ) than the pre-
sent silicone lip seal material.

The seal design is independent of axial location but its speed potential is
limited by radial eccentricity which will cause uneven radial lip loads and
wear.

The seal will be made to the same envelope specifications of the present seal
used in the application.

This type seal is currently being used extensively in the automotive indus-
try for oil containment and in other applications where high reliability
sealing is necessary. Its speed potential is greater than a conventional lip
sealj although its speed limit is unknown and dependent on factors such as
pressure and eccentricity. A successful high speed helicopter transmission
application currently operating with a hydrodynamic lip seal has the follow-
ing operating conditions:

6600 rpm

91.5 m.m. (3.600 inch) shaft diameter
o

1.3B N/cm (2 psi) oil pressure

. 378 K (220°F) oil temperature

23
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B. Seal Detail Design

The two designs that were selected from the nine candidate seals were
subjected to a detailed study to establish the design parameters of
each seal design.

1. Dual Element Split Ring Seal

The. detail study and design of the split ring seal was based on the
experience, obtained in testing performed on a three ring design at
similar operating conditions in the H-53 model helicopter nose and
main gearboxes. It was determined from this effort that:

1) Two-piece (teflon shrouded) step-cut rings controlled leakage

more efficiently than one piece ductile iron straight cut rings.

2) The sleeve and carrier should be hardened to permit occasional
ring creep or rubbing.

3) The sleeve and carrier should have similar thermal coefficients
of expansion to maintain a constant radial clearance.

U) The split rings will effectively seal a lubricant spray but will
leak excessively if exposed to a flooded condition.

With these parameters established the detail design of the seal was
undertaken. Due to space limitations, the number of rings was lim-
ited to two. A ring outside diameter of 15-9 cm (6.25 inch) was
chosen to give sufficient thickness to the sleeve for heat treating
purposes. Due to the small space envelope a narrow ring width was
desirable. A minimum total ring width of H.60/U.55 m.m. (.181/.179
inches) and expander ring width of 2.k9/2.kk m.m. (.098/.096 inches)
was considered to provide sufficient material thickness of the carri-
er groove sides for structural and manufacturing purposes. Data
established through previous experience indicates that 1.75 newton per'
cm. (l Ib. per inch) of circumferential radial ring load is a good de-
sign allowable, a radial wall thickness of the ring was then
calculated by the following equation:

U.L. = .iklU E g b/D(D/d-l)3

where U.L. = unit load, newtons
E- = modulus of elasticity, newtons/cm
g = free gap less clearance, cm >
b = width, cm
d = wall cm
D = sleeve bore, cm
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The ring assembly is shown in Figure 15-

The ring assembly consits of a TFE outer ring and stainless steel
inner ring expander. The outer ring is seated against the sleeve
bore by the radial force of the inner ring. The outer ring is step
cut with the step mating surface machined flat to minimize internal
leakage in the axial direction. The inner ring is a straight cut
stainless steel (iJ-̂ PH) expander which in conjunction with the out-
er ring retards internal leakage in the radial direction. The gap
of the inner ring and of the outer ring must be staggered in order
to form an internal seal.

The design of the sleeve and carrier require a hardenable stainless
steel to reduce wear and corrosion. A ^UdC stainless steel was se-
lected with a hardness of Rockwell C56-60. The radial gap between
the sleeve and carrier was specified to prevent interference at maxi-
mum eccentricity. The minimum radial gap between the sleeve and
carrier must be greater than the anticipated radial eccentricity
(offset plus runout). Although the runout was calculated to be .17
m.m. (.0067 inch), it was reported that . H30 m.m. (.017 inch) runout
could occur with the test assembly. The reported maximum runout,
. U32 m.m. (.017 inch) combined with a maximum static eccentricity,
.U06 m.m. (.016 inch), Table I, and clearance of .127 m.m. (.005
inch) produced a minimum radial clearance of .965 m.m. (.038 inch).
Special design features of the two components are discussed below:

(1) Carrier

To prevent dimensional and geometric change of the freewheel
unit support bearing,(Figure l6)? drive of the carrier was
accomplished by an "0" ring packing with a radial squeeze of
25%.

The carrier groove was .l65/.2̂ 1 m.m. (.0065/.0095 inch) wider
than the ring to allow for differential thermal expansion
between the carrier groove sides and the teflon outer ring
sides.

A .ho6 micron (l6 microinch) AA surface finish of the groove
sides was specified for minimizing wear during periods of
rubbing contact.

. The groove depth was 1.6 m.m. (.063 inch) greater than the
ring inside diameter to prevent contact of the ring with the
bottom the groove at maximum eccentricity.

(2) Sleeve

The sleeve bore surface finish was ,ko6 microns (l6 micro-
inch) AA to permit ease of assembly and.axial movement of
the rings.
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An annulus at the sleeve bore was incorporated to disrupt
the flow of leakage past the first ring.

Radial holes were used to facilitate internal seal drainage,
if required.

The sleeve was held and sealed on the outside diameter by
"0" ring packings.

The width of the sleeve was specified to insure full contact
of the ring outside diameters at the extremes of the axial
operating range.

Figure 16 illustrates the assembled seal.

2. Circumferential Seal

The study and design of the circumferential seal involved integrat-
ing successful practice of circumferential gas seals and successful
design features of the H-3 main gearbox input seal. A three ring
design was selected over a single ring or double ring design because
of the ease of manufacture and the vast experience with this design.

Although a hard runner of at least Rockwell C55 is desirable for a
circumferential seal, the runner used with an existing lip seal was
selected for economic reasons. It has the following characteristics:

Stainless steel material.

Plunge ground with a .25̂ - to .508 micron (10 to 20 microinch)
AA finish.

. 136 ± .0508 m.m. (5.3̂ 9 ± .002 inch) inside diameter.

139-5 m.m. (5-^8l inch) outside diameter.

. Hardness of Rockwell C30.

The material of the primary seal rings was carbon graphite. Each
ring was cut into three 2.1 radian (120 degree) segments with an
anti-rotation pin fixed to the case flange located at the segment
gaps. A snap ring (wide radial-width) was used to retain the load-
ing spring.

The carbon graphite material used in the seal has the following prop-
erties :

Scleroscope hardness of 85
2

Compressive strength of 22350 N/cm (32500 psi)
2

. Transverse strength of 6890 N/cm (10,000 psi)
2

. Tensile strength of 5160 N/cm (7,500 psi)
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Modulus of elasticity of 2.13 x 10 N/cm (3.1 x 10 psi)

Oxidizing temperature limit of 1*77 K (1*00 F)

Coefficient of thermal expansion 1.665 m./m/ K (3.0 x 10
in/in/ F)

-6

-6
. Permeability of 0.01 x 10 darcies

The seal case material was 6o6l-T6511 aluminum having a thermal co-
efficient of expansion of 7-0 x 10~° m/m/K (12.6 x lQ-° in/in/°F)
and anodized per AMS-2l*70. Aluminum was used as a seal case ma-
terial to reduce the housing-case inference fit by choosing trans-
mission housing and seal case coefficients of thermal expansion as
close as possible (the magnesium transmission housing has a thermal
coefficient of expansion of 7-775 x 10~° m/m/K. (ll*.0 x 10~6 in/in/°F)).

The sides of the carbon-graphite primary rings were lapped flat
to .89 microns (35 microinches). The outside diameter of the primary
ring and the inside diameter of the cover ring where machined round
and tested to be light tight. This is necessary to minimize seal
leakage.

The gap of the primary ring was machined at an angle, as shown in
Figure 17, to hydrodynamically pump back leakage to the oil side
of the seal.

Carbon Back Ring

Carbon
Seal
Ring

1.05 Radians
(60 Degrees)

Housing Flange

Figure 17- Gap Configuration of Primary Ring (View of Bore)
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The primary carbon graphite rings were designed to a minimum width
per ring of 2.H1/2.29 m.m. (.095/-090 inch), to reduce the mass of
the rings. With a reduced mass, the rings can respond quickly to
shaft radial runout.

The garter springs were specified to have a radial load of .91 new-
tons per cm (.0521 Ibs. per inch) of circumference. The installed
wave washer axial load was 26.6 newtons (6 Ibs.). The circumferen-
tial seal assembly is shown in Figure 18.

C. Test Rig Design

The test rig design, built under the subject contract, incorporated both
aircraft and commercial components. The aircraft components included an
engine drive shaft and an input quill assembly consisting of a bevel gear
pinion shaft, support bearings, bearing and seal housings and a free-
wheel unit. The aircraft components were enclosed in the test facility
housings (quill housing and drive shaft housing) and driven directly by
a 11200 watt (15 HP) variable speed motor as shown in Figure 19- The
speed of the test input assembly could be varied from 2UOO rpm to 12000
rpm. The test rig incorporated the following features:

1) A lubrication system, as shown in Figure 20, which thermostatically
controlled oil temperature and allowed for two independently con-
trolled lubricant inputs (to the bearing housing and to the freewheel
unit).

2) A motor reverse switch which was incorporated to simulate the free-
wheel mode of the input assembly.

3) A contaminent spray tube to introduce abrasive dirt to the seal
area.

h) Lubricant baffles in the drive shaft housing to collect seal leakage.

The test rig was instrumented with copper constantan thermocouples to
determine temperatures of the seal area and bearing housings. Two oil
flow rate pickups (for the bearing housing lubricant and the freewheel
unit) and pressure pickups (in the seal area) were installed to deter-
mine the effect of lubricant flow rate on seal pressure .and leakage.

33



O EHH3

CQ

O
a
K
O

i JUA. !



1

1

1 1

L__ — |

w
LCN (U
H >

'fc

43 °OJ O O
> -H -P

^ Oo -P a
O 0
<M (U
H H

bD
•H

-P
en

H"
a)
0)

CO

H

<D

bD
•H

35



CJ
•H
•P

o
CO

g
-P
ra
>»

CO

fl
o

•H

I

O
CM

36



Section III

Fabrication

The test rig and test seals were fabricated after the rig and seal designs
were approved by the NASA Project Manager.

Figure 21 shows the components of the dual element split ring seal, con-
sisting of a sleeve and carrier with rings installed in the carrier grooves,
The components of the two piece ring are shown in Figure 22.

Figure 23 shows the components of the circumferential seal and Figure 2k
shows the assembled seal.

The test rig is shown in Figure 25-
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Figure 21. Components of Dual Element Split Ring Seal.
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Figure 2k. Circumferential Seal.
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Section IV
Testing and Discussion of Results

During the test phase of the program both the dual element split ring seal
and the circumferential seal were evaluated. The test of each seal was
divided into two phases. The first phase was a screening test where the
seal was reworked and refined until 25 hours of successful operation was ob-
tained. When this was achieved, a second seal, with the refinements
determined to be necessary during the screening test, was tested for 100-
hours.

The lubricant temperature in the seal area, 380 - 389 K (225° - 2UO°F), and
the shaft rotational speed, 6600 rpm, were held constant throughout the test
(Stabilized lubricant temperatures could not be reached in some ring seal
test, because of excessive seal leakage). The lubricant flow rates to the
support bearing and the freewheel unit were varied during the test to deter-
mine the effect of lubricant flooding on seal performance. The testing and
the results of each seal design will be discussed separately.

As shown in Table 3, the dual element split ring seal was reworked several
times in an effort to obtain less than 1 c.c./hour of oil leakage. The re-
worked procedures were directed toward drainage in the seal area since it
was known from previous experience that gross seal leakage would occur if
flooding condition existed.

From results of the first screening test, it was evident that there was in-
sufficient drainage for successful operation of the dual element split ring
seal. As shown in Figure 26, the lowest point of the oil drain is at an
angle of .582 radians (33.̂  degrees) to the vertical and an oil head of
approximately 13-^5 m.m. (.53 inches) must be established before any drainage
will occur. Locating the drain in this position is typical of helicopter
transmission seal applications and is done to insure lubrication for lip
seals. With the drain in this position, oil will at least cover the lower
portion of the ring seal, as shown in Figure 2J. The actual quantity of
lubricant in the seal area in terms of lubricant in swirling motion and act-
ual head height was not determined.

As shown in Table 3, the flooded seal ran .3 hours with a total leakage of
H03 c.c. After disassembly the seal was inspected and found to be in excel-
lent condition. The rings exhibited no wear or signs of heat discoloration.
The cause of the high leakage rate was attributed to the drainage problem.

The following steps were taken to relieve the flooding condition:

1) Three 6.35 m.m. (.250 inch) drain holes were machined in the
seal housing and connected directly to the oil reservoir.
The holes were placed as shown in Figure 28. From Table 3
it can be seen that the leakage rate was substantially re-
duced but was still unsatisfactory.

2) The three drain lines were then connected to the pump inlet
in an effort to pump the oil out of the seal area. This
approach did not work because the pump tended to create a



TABLE 3 - Dual Element Split Blng Seal Test Data

Drainage
Configuration
Original Design
Configuration -
0.3 hours

Modified Seal
Housing - Three
6.38 m.m. ( .25
inch) drain
holes connected
to reservoir
-0.9 hours

Modified Seal
Housing - Three
6.35 m.m. ( .25
inch) drain
holes connected
to pump inlet
port - 1.0 hrs .

Scavenge Pump -
Connected to
the three 6.35
m.m. ( .25 inch)
drain holes -
0.7 hours

Scavenge Pump -
Connected to
original drain
port and to
three 6.35 m.m.
(.25 inch)
drain holes -
1.0 hour

Modified Seal
Housing with
6.35 x 51* m.m.
(.25 x 2.125
inch) slot
connected to
reservoir -
k.O hours

Modified Seal
Housing with
6.35 x 5!* m.m.
( .25 x 2.125
inch) slot
connected to

i reservoir

1.5 hours

.9 hours

^ 1.6 hours
1
I . 5 hours

) . 5 hours
!
i

. 5 hours

. 3 hours

Temperature in (Pressure in j Lubricant Flow Ra
Seal Area iSeal Area ; Support Bearing

K (°F) ;N/cm2 (psi) i_ _ . . _ - . , - ,__

326 to 329
(127 to 132)

357 to 363
(183 to 193)

358 to 359
(185 to 187)

353
(176)

368 to 372
(203 to 210)

i

383 to 389
(230 to 2l*0)

383
(230)
389
(2l*0)
382 to 383
(227 to 230)
383 to 385
(230 to 233)
387 to 390
(236 to 2l*l)
386 to 388
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Figure 26. Housing Drain Location.
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Seal Housing

Three 6.35 m.m. (.250 inch)
Drain Holes

Figure 28. Modification of Seal Housing with
Three 6.35 m.m. (.250 inch) Drain Holes.



"back pressure and pump oil into the seal area.

3) An oil scavenge pump was connected to the three new drain-
age lines. The leakage was reduced to 286 c.c./hours, but
was still unsatisfactory.

U) An oil scavenge pump was connected to the in-service drain
port and to the three new drain lines. This configuration
was successful and reduced oil leakage to 2 c.c./hour.
Although this leakage is higher than the test allowable, it
is considered acceptable in most transmission applications.
It would be impractical to incorporate this approach into
production gearboxes due to the added weight of an extra
pump and drain lines.

5) The seal housing was further modified by machining a drain-
age slot 6.35 m.m. (.250 inch) wide by 5^ m.m. (2.125 inch)
long at the bottom of the seal housing as shown in Figure
29. An aluminum manifold was bonded to the outside dia-
meter of the seal case and connected to the reservoir.
Increased drainage capacity was established with this ap-
proach. The leakage rate recorded was 65 c.c./hour which
was still unsatisfactory.

This configuration was also tested by reducing the flow to
the freewheel unit (Table 3) while the flow to the support
bearings remained constant. Although leakage decreased,
it was still unsatisfactory.

It was concluded that the dual element split ring could not be effective
without major modifications to the seal housing and oil drainage system.
Testing of the split ring seal was suspended and testing of the circumferen-
tial seal was initiated.

The screening test of the circumferential seal was completed after one rework.
During the initial screening test the seal leaked TO c.c. in 5-75 hours (12.2
c.c./hour). An oil flow of 37-9 c.c./sec. (0.6 gal/min.) was supplied to
both the support bearings and the freewheel unit. Inspection of the seal and
the seal runner revealed no rubbing contact. This lack of contact is due to
the pressure of a lubricant film between the carbon element and the shaft.
To obtain boundary lubrication and thus a smaller leakage gap, the garter
spring load was increased from .92 N/cm (.0521 Ib/in) of circumference to 1.81
N/cm (.10̂ 2 Ib/inch) of circumference.

The modified seal was installed and the oil flow to the freewheel unit was
increased to 67-0 c.c./sec. (1.06 gal./min.). As shown in Table U and in
Figures 30 and 31, the seal completed the 25-hour screening test with an
average leakage rate of .7^ c.c./hour. No wear of the carbon graphite rings
and no distress or measurable wear of the seal runner was evident (Figure 32).

A second circumferential seal with 1.8U N/cm (.10̂ 2 Ib/inch) springs was in-
stalled in the test rig. The flow rate to the support and the freewheel unit
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Figure 30. Leakage Rate for 25 Hour Circumferential Seal Test
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SEAL RUNNER

25 MRS 100 MRS

Figure 32. Circumferential Seal Runner Used in 25-Hour and 100-Hour Test.
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was increased to in.0 c.c./sec. (.65 gal./min.) and 79.5 c.c./sec. (1.26 gal.
gal./min.]. The seal was tested for 100 hours with approximately hO stop-
start cycles. The data obtained from this test is shown in Table k and in
Figures 33 and 3^.

The primary ring and backer ring radial wall thickness were measured prior
to testing. Measurement after the test showed a reduction in thickness of
0.0 m.m. to .0127 m.m. (0.0 to .0005 inch) depending on the angular loca-
tion of the measurement. The reduction in wall thickness probably occurred
during initial running and should present no problems over extended operating
periods. Slight distress to the seal runner was observed although it was
less than 2.5̂  m.m. (.0001 inch).

An attempt to simulate the auto-rotative mode of the transmission by revers-
ing the direction of rotation and overrunning the freewheel unit, was not
successful because the angle cut of the primary element gap (Figure 17)
tended to pump oil to the air side of the seal. During auto-rotative maneu-
vers of the aircraft, this would not occur since the shaft always rotates in
the same direction.

A UO-hour environment test was then conducted on the successful 25-hour seal
under the following conditions:

. 100$ shaft speed for 55 minutes and 110$ shaft speed for 5
minutes.

seal subjected to 2 c.c. of 1^0 mesh silica flour (simulating
Southeast Asia dust) every hour.

support bearing oil flow of 39-9 c.c./sec. (.6 gal./min.).

freewheel unit oil flow of 82.1 c.c./sec. (1.3 gal./min.) for
2U hours and 126 c.c./sec. (2.0 gal./min.)for the last 16
hours.

a stop-start cycle every hour.

A leakage rate of .12U c.c./hour was recorded for the first 2̂ -hour period
and .095 c.c./hr. for the final l6-hour period. Due to abrasive action of
the silica flour a wear groove was produced on the seal runner about .071
m.m. (.0028 inches) during the ^0 hour test. Considering the severity of
the test this was considered satisfactory performance, especially since the
leakage actually decreased during the run. The carbon-graphite rings wear
was approximately .0305 mm (.0012 inches). The profile trace of the seal
runner is shown in Figure 35- Figure 36 and 37 shows the seal and the seal
runner respectively.
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Figure 36. Circumferential Seal from 0̂-Hour Environmental Test



SEAL RUNNER
Figure 37- Seal Runner from 0̂-Hour Environmental Test, View A.
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Figure 37. Seal Runner from UO-Hour Environmental Test, View B.

60



Section V

CONCLUSIONS

The results of the tests performed under Task II provide considerable infor-
mation about the feasibility of using positive contact seals (circumferen-
tial seals) and controlled clearance seals (dual element split ring seals)
in high speed helicopter transmission applications. Specific conclusions
reached as a result of the testing on seals for a 136 mm (5-355 inch) dia-
meter shaft at 6600 rpm (9260 fpm) at a 38^ K (230°F) lubricant temperature
and at a shaft radial runout of .0508 mm (.002 inch) are listed below:

Circumferential seals operated with leakage rates less than
1 c.c./hour in a transmission environment of splash lubri-
cation and partial flooding with near zero pressure
differential. This leakage is within U.S. Army specificat-
ions.

Wear of the carbon-graphite elements in circumferential seals
was minimal and is not a major consideration.

Abrasive wear of the circumferential seal runner was caused
by the introduction of silica flour. The amount of wear was
not excessive considering the severity of the test.

The projected wear life of the circumferential seal, based on
the test data, is in excess of 1100 hours dictated by the
performance criteria. From experience with other similar
applications it is expected that the seal is capable of a
number of 1100 hour tours of duty if proper attention is
applied to assembly and disassembly procedures.

The dual element split ring will leak excessively if exposed
to a flooded condition and the leakage rate of the dual
element split ring seal is directly related to the configur-
ation and capacity of the oil drain system.

The dual element split ring seal should only be used when ex-
cellent drainage is available.
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