NASA CONTRACTOR. NASA CR-2278

REPORT

CASE FILE
COPRPY

NASA CR-2278

EUTECTIC SUPERALLOYS
STRENGTHENED BY §, NisCb LAMELLAE
AND 7' NisAl PRECIPITATES

by F. D. Lemkey

Prepared by
UNITED AIRCRAFT RESEARCH LABORATORIES
East Hartford, Conn. 06118

for Lewis Research Center

NATIONAL AERONAUTICS AND SPACE ADMINISTRATION ¢ WASHINGTON, D. C. » NOVEMBER 1973



1. Report No. 2. Government Accession No. . 3. Recipient’s Catalog No.

NASA CR-2278

4. Title and Subtitle S 5. Report Date
EUTECTIC SUPERALLOYS STRENGTHENED BY &, NigCb November 1973
LAMELLAE AND ', NigAl PRECIPITATES _ 6. Performing Organization Code ‘

7. Author(s) ' 8. Performing Organization Report No.
F. D. Lemkey M911213-15

10. Work Unit No.

9. Performing Organization Name and Address

United Aircraft Research Laboratories -
; 11. Contract or Grant No.
400 Main Street NAS 3-15562

East Hartford, Connecticut 06118 13, Type of Report and Period Covered

12. Sponsoring Agency Name and Address Contractor Report

National Aeronautics and Space Administration
Washington, D.C. 20546

14. Sponsoring Agency Code

15. Supplementary Notes
Project Manager, Fredric H. Harf, Materials and Structures Division, NASA Lewis Research
Center, Cleveland, Ohio

16. Abstract

By means of a screening and solidification optimization study of certain alloys located on the
v-0 liquidus surface within the Ni-Cb-Cr-Al system, alloys with high temperature properties .
superior to those of all known superalloys were defined. One alloy, Ni - 19.7 w/o Cb -

6.0 w/o Cr - 2.5 w/o Al, directionally solidified at 3 cm/hr met or exceeded each program goal.
A second alloy, Ni - 21,75 w/o Cb - 2.55 w/o Al, although deficient in its inherent oxidation
resistance, met the other program goals and combined a remarkable insensitivity of composite
microstructure to solidification parameters with excellent low temperature toughness. This
investigation demonstrated that useful properties for gas turbine airfoil application have been
achieved by reinforcing a strong and tough gamma solid solution matrix containing precipitated
gamma prime by a lamellar intermetallic compound Ni3Cb having greater strength at elevated
temperature. ’

17. Key Words {Suggested by Author(s}) 18. Distribution Statement
Eutectics Unclassified - unlimited .
Superalloys
Solidification
Phase’
19. Security Classif. (of this report) 20. Security Classif. (of this page) 2t. No. of Pages ) 22, Price”
. ps ' . ps Domestic, $4.50
Unclassified Unclassified 136 Foreign, $7.00

* For sale by the National Technical Information Service, Springfield, Virginia 22151




I.

ITI.

III.

TABLE OF

INTRODUCTION & & & & o o o« o &

EXPERIMENTAL PROCEDURES . . . .

Density Determinations . .
Chemical Analyses . . . .
Tensile Testing . . . . .

OO0\ W o

Impact « . . ¢« ¢« ¢ & o ¢ &
Oxidation Test Procedure .
2.8.1 Isothermal . . . .
2.8.2 Cyclic .+ « « v « &

[ACIN \CTIN \C I \C T O TN AL IR \C TN \V)

RESULTS AND DISCUSSION . . . .

3.1 Alloy Studies . . . + . .
3.1.1 Background . . . .
3.1.2 Phase Equilibria .

3.2 Microstructure . . . . .
3.2.1 Ni,Cr—Ni3Cb .« e .
3.2.2 Ni,Al-NisCb'. . . .
3.2.3 Ni,Cr,Al-NigCb . .

v/y'=8 Grain Growth and Orientation

3.3

3.4 Mechanical Behavior . . .
3.4.1 Background ., . . .
3.4,2 Tensile Properties

3.4.2.1 Room Temperature Tensile
3.4k.2.2 Elevated Temperature Tensile Behavior

Melting and Solidification .
Differential Thermal Analysis

Stress Rupture and Creep Rupture

iii

CONTENTS

Behavior

15

15
15
16
26
26
33
LYy
51
53
53
53
55
66



TABLE OF CONTENTS (Cont'd)

3.4.3 Stress Rupture
3.4.4 Creep Rupture .
3.4,5 Thermal Fatigue

3.4.6 Impact Strength
3.5 Oxidation . . . « « .

3.5.1 Isothermal . .
3.5.2 Cyclic . . . .
3.5.3 Sulfidation . .

CONCLUSIONS . . « v &« « & &

ATLOY RECOMMENDATIONS FOR FURTHER EVALUATION . .,

REFERENCES . . . « « « + &

iv

81
89
89
95
99
99
110
115

121

. 122

123



IZ
(o]

Ta

Ib

II

11T

Iv

VI

VII

VIII

IX

XI

XII

XIII

XIv

LIST OF TABLES

Purity of Charge Elements in ppm
Summary of Directional Solidification Experiments
Melting Temperatures and Densities of Ni-Cb-Cr-Al Alloys

X-ray Fluorescence Analysis of A72-62T, Nominal Composition
Ni-19.7 w/o Cb-6.0 w/o Cr-2.5 w/o Al

X-ray Fluorescencé Analysis of A72-818, Nominal Composition
Ni-21.75 w/o Cb=2.55 w/o Al

Wet Chemical and X-ray Fluorescence Analyses of the Head and
Tail Ends of Directionally Solidified Specimen, AT72-488

Chemical Analyses of Directionally Solidified Ni,Cr-Ni Cb
(Ni)/(Ni3Al)-Ni3Cb and (Ni,Cr)/(NisAl)-NiszCb

Microbeam Probe Analysis of Ni,Cr-Ni,Cb Alloy Containing Mold
Reaction Product

Summary of Freezing Velocity Effects on the Microstructure and
Composition of y/y'-§, Nominally Ni - 21,0 w/o Cb - 2.5 w/o Al

Tensile Properties of Directionally Solidified Ni, Cr-Ni_Cb;
(Ni)/(NigAl)-NisCb and (Ni,Cr)/(Ni, Al)-Ni Cb Alloys Tested in Air

Tensile Properties of Ni - 19.7 w/o Cb - 6.0 w/o Cr - 2.5 w/o Al
Specimens Directionally Solidified at 3 cm/hr and Tested in Air

Tensile Properties of Ni - 21.75 w/o Cb - 2.55 w/o Al Specimens
Directionally Solidified at 38 cm/hr and Tested in Air

1093°C (2000°F) Tensile Strengths of y/y'-§ (No Cr) Alloys Pro--
duced at Solidification Rates Between 2-100 em/hr (¢ = 0,005 min~1)

Apparent Volume Fraction §-NisCb in y/y'-§ Alloys Directionally
Solidified at Rates Between 2-100 cm/hr

Stress Rupture Properties of Directionally Solidified Ni,Cr-NizCbh;
(Ni)/(NigAl)-NisCb and (Ni,Cr)/(Ni3Al)—Niscb Alloys in Vacuum

23

27

28

31

32

36

Lo

56

71

T2

9

82

83



XVI

XVII

XVIIT

XIX

XXT

XXIT

LIST OF TABLES (Cont'd)

Stress Rupture Properties of Directionally Solidified (Ni)/
(NigA1)-(Ni3Cb) and (Ni,Cr)/(NiaAl)—(Ni3Cb) Alloys in Vacuum

Specific Weight Change (mg/em?) (Exclusive of Spall) of Various
y/y'-8 Alloys After Isothermal Oxidation

Specific Spall Weight of Various vy/y'-8 Alloys After Isothermal
Oxidation

Total Thickness Changes and Scale/Oxide Penetration from Microscopic
Observations After Isothermal Oxidation

Depletion Zone Thickness Measurements from Microscopic Observations
After Isothermal Oxidation

Weight Gain (Including Spall) After Twenty-four One Hour Exposures
at 1100°C (2010°F)

Specific Weight Gain (Including Spall) of Various v/y'-§ Alloys
After 1 Hr Cyclic Exposures at 1100°C (2010°F) Measured Every
10 Hrs

Total Thickness Changes, Depletion Zone Thickness Measurements and

Scale/Oxide Penetration Microscopic Observations After Cyclic
Oxidation

vi

90

102

10k

105

106

113

116

118



Fig. No.

10

11

12

13

1k

15

LIST OF ILLUSTRATIONS

Graphite Directional Solidification Furnace

High Thermal Gradient Directional Solidification Apparsatus

High Thermal Gradient Directional Solidification Apparatus
Tension Test Specimen

Vacuum Creep Rupture Apparatus

Creep Test Specimen

Polythermal Projection Showing Bivariant Eutectic Surface
Wherein L 7 y + §

The Liquidus Surface and 1200°C Phase Fields in the Nickel Rich
Corner of the Ni-Cb-Cr-Al Diagram

Differential Thermal Analysis Trace of Tl.5 w/o Ni, 20.0 w/o Cb,
6.0 w/o Cr, 2.5 w/o Al

Polythermal Representation of the Bivariant Surface, L + y + §,
Within the Quaternary System Ni-Cb-Cr-Al

Compositional Variation Along Length of y/y'-§ (Ni -~ 19.T7 w/o
Cb - 6.0 w/o Cr - 2,5 w/o Al) 1.2 cm Bar Specimen Directionally
Solidified at 3 cm/hr (High Gradient)

Compositional Variation Along Length of y/y'-8 (Ni - 21.75 w/o
Cb - 2.55 w/o Al) 1.2 cm Bar Specimen Directionally Solidified
at 38 cm/hr (High Gradient).

Iteration for Microstructural Improvement of Ni-Cr-Cb-Al
Eutectic Alloys

Longitudinal Sections of Directionally Solidified Monovariant
Eutectic Compositions Between y-Nichrome and § NijCb

Longitudinal Sections of Directionally Solidified Monovariant
Eutectic Compositions Between y (Ni,Al) and 6 (NisCb)

vii

Page

11
13

1h

17

2l

ol

25

29

30

3k

35

38



Fig. No.
16

17

18

19

20

21

22

23

24

25

26

27
28
29

30

LIST OF ILLUSTRATIONS (Cont'd)

Transverse Microstructure of Directionally Solidified y/y'-8
(Ni - 20.8 w/o Cb - 2.8 w/o Al) R = 2 cem/hr, Gy ~T0°C/cm

Transverse Microstructures of y/y'-8 Monovariant Eutectic
Alloys as a Function of Freezing Velocity

Plot of the Dendrite-Monovariant Eutectic Transition for the

Ni/NigAl-NisCob (y/y'-8) System at 2.5% Al

Interlamellar Spacing of y/y'-=8; (Ni - 21.0-22.2 w/o Cb - 2.5
w/o Al) as a Function of Freezing Rate

NigAl (y') Precipitation Hardened, Nichrome (y) - NisCb (§)
Eutectic (Ni - 20,5 w/o Cb - 9,2 w/o Cr - 2.2 w/o Al)

Microstructure of the D.S. Bivariant v/y'-8 Eutectic (Ni 70.3

w/o, Cb 19.7 w/o, Cr 9.0 w/o, Al 1.0 w/o)

Replica of (y', y'') Precipitation Hardened, y Nichrome - § NisCb
Ni - 19.7 Cb - 9.0 Cr - 1.0 A1l (AT72-097)

Microstructure of the D.S. Bivariant y/y'-8 Eutectic
(Ni 71.5 w/o, Cb 20.0 w/o, Cr 6.0 w/o,-AL 2,5 w/o)

Replica of (y', y'') Precipitation Hardened, y Nichrome - & Ni,Cb
Ni - 20.0 Cb - 6.0 Cr - 2.5 A1l (A72-197-OM)

Montage Macro Grain Structures of v/y'-8§ (Ni - 19.7 w/o Cb -
6.0 w/o Cr - 2.5 w/o Al) Transverse to Growth

Transverse Section of vy (Ni,Cr)/y' (NisAl) 6 (Ni,Cb)
(72.0 w/o Ni, 20.0 w/o Cb, 5.5 w/o Cr, 2.5 w/o Al?

Tensile Curves for y=8, Ni -~ 21,0 wt % Cb - 6.0 wt % Cr
Tensile Curves for y-§, Ni - 20.0 wt %2 Cb - 10 wt % Cr
Tensile Curves for y/y'~8, Ni - 21.0wt % Cb - 2.5 wt % Al

Tensile Curves for y/y'-6 Ni - 20,8 wt % Cb - 2.8 wt % Al at
Various Temperatures

viii

39

L2

43

L5

L6

b7

48

L9

50

52

54
58
59
60

61



Fig. No.

31

32

33

34

35

36

37

38

39

Lo

il

42

43

LIST OF ILLUSTRATIONS (Cont'd)

Tensile Curves for v/y'-§ HNi - 19,7 wt % Cb - 9.0 wt %
Cr - 1.0 wt % Al

Tensile Curves for v/y'-§ Ni - 20,0 wt % Cb - 6.0 wt % Cr -
2.5 wt % Al

Room Temperature and 1093°C Stress Strain Response for Ni-
NisCb Directionally Solidified at 20 cm/hr

Room Temperature Longitudinal Stress-Strain Curve for y/y'-$
(Ni - 19.7 w/o Cb = 6.0 w/o Cr - 2.5 w/o Al) Produced at 3 ecm/hr

Deformation Twinning and Twin Boundary Cracking in Ni;Cb of
the y/y'-8 Eutectic after Tensile Loading at Room Temperature
(Ni ~ 20 Cb - 6.0 Cr - 2.5 Al)

Longitudinal Section Near Fracture of Room Temperature Tensile
Deformation of y/y'-6 (Ni - 19.7 Cb - 6.0 Cr - 2.5 Al)

Longitudinal Electron Micrograph of Room Temperature Tensile
Specimen Illustrating § Phase Twin Morphologies, Twin Boundary
Cracking and Widmarist¥tten § and Gobular y' Precipitation

Transmission Electron Micrograph of Room Temperature Tensile
Specimen Transverse to Stress Axis (5% Total Strain)

Temperature Dependence of Ultimate Strength, Elongation and
Reduction of Area for 3 cm/hr D.S. Eutectic Superalloy,
Ni - 19.7 w/o Cb - 6.0 w/o Cr - 2.5 w/o Al

Temperature Dependence of Ultimate Strength, 0.2% Yield Strength,
and Reduction of Area for 38 em/hr D.S. Eutectic Superalloy,
Ni - 21.75 w/o Cb - 2.55 w/o Al

Longitudinal Section Near Fracture of 815°C Tensile Specimen
(AT2-2L4)

1093°C (2000°F) Tensile Deformation of y/y'-§ (Ni - 20 Cb -
6.0 Cr - 2.5 A1)

Longitudinal Electron Micrographs of Elevated Temperature
Tensile Specimens Near Fracture

ix

62

63

6L

65

67

68

69

70

T3

Th

76

T

78



 Fig. No.
Ly

s

L6

L7

L8

k9

50

51

52

53

5k

55

LIST OF ILLUSTRATIONS (Cont'd)

1093°C (2000°F) Ultimate Tensile Strength of y/y'~§ Alloys
(2.5 w/o Al, O Cr) as a Function of Freezing Rate

Larson Miller Parameter Data for Rupture of Various §, Niscb
Reinforced Alloys

Longitudinal Section Through Fracture of Stress Rupture Specimen
(AT2-325-04) Ni - 21.0 Cb - 2.5 Al; Stress = 86 MN/m? (12.5 ksi);
1149°C Time to Rupture 51.3 Hours

Longitudinal Section Through Fracture of Stress Rupture Specimen
(A72-187-02) Ni - 19.5 Cb - 9.0 Cr - 1.0 Al; Stress = 104 MN/m?
(15 ksi); 1149°C, Time to Rupture 38.1 Hrs

Longitudinal Section Through Fracture of Stress Rupture Specimen
(A72-202-02) Ni = 20.0 Cb - 6.0 Cr - 2.5 Al; Stress = 10L MN/m?
(15 ksi); Time to Rupture 46.3 Hrs

Longitudinal Areas Revealing Ni,Cb Twinning in Stress-Rupture
Specimen (AT2-202-02) Ni - 20.0 Cb - 6.0 Cr - 2.5 Al in
Polarized Light

Creep Curve of y/y'-§ (Ni - 19,7 w/o Cb - 6.0 w/o Cr - 2.5 w/o Al)
AT2-628-03 at 1093°C (2000°F) and 13.8 x 107 N/m2 (20,000 psi) in
Vacuum

Larson Miller Rupture Curve for y/y'-8 Ni - 19.7 w/o Cb - 6.0

w/o Cr - 2.5 w/o Al (R = 3 cem/hr, Gy, ~300°C/cm)

Larson Miller Rupture Curve for y/y'-§ Ni - 21.75 w/o Cb -
2.55 w/o Al (R = 38 cm/hr, Gy, ~300°C/cm)

Larson Miller Parameter-Rupture Curves of Various §, NizCb
Reinforced Alloys and Comparison Superalloys

Thermal Expansion of Nij(A1l,Cb), NisCb, y'-6, &nd y/y'-8 (Ni -
19.8 w/o Cb - 6.0 w/o Cr - 2.5 w/o Al)

Fracture Surface Montage of vy/y'-§(Ni - 19.7 w/o Cb - 6.0 w/o Cr -

2.5 w/o Al) Subsize Charpy Impact Specimen Tested at Room
Temperature 2.28 Joules (1.69 ft-lbs)

8l

85

86

87

88

92
93
ob

96

o7



Fig. No.
56

>T

58

29

60

61

62

63

6k

65
66

67

68

LIST OF ILLUSTRATIONS (Cont'd)

Fracture Surface Montage of v/v'-§ (Ni ~ 19.7 w/o Cb - 6.0 w/o

Cr - 2.5 w/o Al) Subsize Charpy Impact Specimen Tested at Room
Temp. after 1500 Hrs Exposure at 850°C, 1.5 Joules (1.11 ft-1bs)
Fracture Surface Montage of y/y'-8§ (Ni -~ 21.75 w/o Cb - 2.55 w/o
Al) Subsize Charpy Impact Specimen Tested at Room Temperature
13.31 Joules (9.85 ft-1bs)

Fracture Surface Montage of v/y'-S (Ni - 21,75 w/o Cb - 2.55

w/o Al) Subsize Charpy Impact Specimen Tested at Room Temperature
after 1500 Hrs Exposure at 850°C, 7.7 Joules (5.7 ft-1bs)

Specific Weight Gain vs Time (static oxidation)

Alloy Depletion During Static Oxidation of Ni - 19.7 w/o Cb -
6.0 w/o Cr - 2.5 w/o Al

Alloy Depletion During Static Oxidation of Ni - 21.75 w/o Cb -
2.55 w/o Al

Alloy Depletion During Static Oxidation of Hastelloy X

Temperature Dependence of the Parabolic Rate Constants for
v/y'-8 Alloys, Hastelloy X, and Various Ni Alloys (0-200 hrs)

Representative Sections of y/y'-8§ Alloys after Static and
Cyeclic Air Exposures of 1100°C

1100°C Cyclic Oxidation - 24 hrs (1 hr Exposure Cycles)
1100°C Cyclic Oxidation - 100 hrs (1 hr Exposure Cycles)

Cyclical Oxidation Behavior of Ni - 19.7 w/o Cb - 6.0 w/o Cr -
2.5 w/o Al (y/y'-8) and Hastelloy X at 1000°C

Cyclic Suifidation-Erosion Test

xi

98

100

101

103

107

108

109

111

112
11k

117

119

120



SUMMARY

The purpose of this program was to define, by means of alloy screening and
iterative optimization, superior high temperature materials with potential for use
in advanced gas turbine engines. These new materials were expected to maintain use-
ful high temperature properties above 1200°C (2200°F) and exceed those of available
superalloys above T00°C (1300°F). An inherent phase stability and resistance to
deterioration under thermal cycling and oxidizing conditions were further required,

Within the quaternary system Ni-Cb-Cr-Al numerous thermodynamically monovariant
and bivariant eutectic alloys, located on the y, nickel solid solution - &, NijCb
liquidus surface, were identified which permitted the growth of aligned lamellar
y/y'-6 in situ composites. The microstructural and chemical homogeneity of certain
y/y'-8 alloys were found to be remarkably uniform after directional solidification.
After systematic screening,two of the more promising alloys which contained y',
NijAl,precipitates were evaluated in greater detail in a program of tensile, impact,
thermal fatigue, and oxidation testing.

One y/y'-8 alloy, Ni - 19.7 w/o Cb - 6.0 w/o Cr - 2,5 w/o Al, with a specific
gravity of 8.5 was evaluated after directional solidification at a velocity, R,
equal to 3 cm/hr and a thermal gradient in the melt, G, of ~300°C/cm. The longi-
tudinal tensile ductility of this alloy measured by elongation and reduction in
area met or exceeded five percent over the temperature interval 20-1235°C. Its
tensile strength exceeded the strengths of all known superalloys above 815°C and
at 1235°C was 210 MN/m® (30,000 psi) which exceeded the program goal by 90 MN/m2
(13,000 psi). Furthermore, its rupture strength surpassed those of advanced nickel
superalloys, e.g. NASA-TRW VIA and D.S. MarM200, in the temperature range of 700
to 1200°C. Phase stability and resistance to thermal fatigue cracking and delamina-
tion were observed after 3000 thermal exposures between L00°C min/1120°C max in 2.1
minute cycles. Lastly, the oxidation kinetics of this y/y'-8 alloy were similar to
a Ni - 30 w/o Cr - 2 w/o Al alloy where the rate of oxidation was observed to be
controlled by the growth of an external Cr,03 scale,

A second alloy, Ni - 21.75 w/o Cb - 2.55 w/o Al, although deficient in its
inherent oxidation resistance, met or exceeded the other program goals and combined
a remarkable insensitivity of composite microstructure to solidification parameters
(i.e. critical G/R < 5°C hr cm~?) with outstanding low temperature toughness
(i.e. notched Charpy energies over twice that of cast superalloys).

This investigation demonstﬁdted that useful properties for gas turbine airfoil
application have been achieved by reinforecing a strong and tough gamma solid solution
matrix containing precipitated gamma prime by a lamellar intermetallic compound
Ni3Cb having greater strength at elevated temperature, Further improvements in
creep and shear strengths are anticipated by quinary additions and heat treatment.

xii



I, INTRODUCTION

The need for better high temperature materials is particularly acute in gas
turbines for advanced aircraft. This need results from the significant engine
performance advantages which are accomplished by higher turbine inlet tempera-
tures. By increasing the temperature, designers effect a reduction in specific
fuel consumption and an increase in thrust per unit weight. In terms of aircraft,
these performance advantages might be translated into an air superiority fighter
where a lighter, more efficient engine may result in a smaller aircraft with an
increased performance capability; into a supersonic transport where a reduced engine
weight may represent a large increase in payload; or into a subsonic transport where
improved fuel consumption may permit more heavily loaded, long-range operation.

The requirement for better high temperature materials is not only a problem
that is to be faced in the coming years but is also today's problem. Engine manu-
facturers are committed to providing engines with turbine inlet temperatures of at
least 1316°C (2400°F) in the near future. Since materials are not available to
withstand these temperatures, the first stages of the turbine must be air cooled.
Bleeding air from the compressor to cool these parts penalizes the potential per-
formance of the engine., Either reducing the amount of cooling air required or
eliminating cooling in stages which were previously cooled is beneficial to the
efficiency. Similarly, if simple cooling schemes can be employed, this is favorably
reflected in the cost of turbine parts. Thus, increases in the capability of high
temperature materials, which might allow these changes, are of considerable value.

Almost all turbine vanes and blades in aircraft engines have and, during the

_next ten years, will continue to be made of alloys of nickel and cobalt, There is

a move directed toward the eventual introduction of more refractory materials in the
first turbine stages since such materials would potentially accomplish gains in
engine performance that cannot be made with the lower melting alloys. Even if these
materials are successfully applied, the nickel and cobalt alloys will still be widely
used - perhaps comprising an even larger percentage of the engine structure than in
present engines.

In recognition of the current and anticipated requirements for superior high
temperature materials, the Materials Laboratory of UARL has directed a substantial
research effort in the establishment and evaluation of a technology for producing
phase-reinforced nickel and cobalt alloys. From this effort several paths to a new
class of materials termed 'Eutectic Superalloys' have been identified., These include
in situ reinforcement of a nickel or cobalt alloy matrix by either an aligned duc-
tile, semiductile or brittle reinforcing phase. Both lamellar and whisker-like
micromorphologies have been evaluated and those systems strengthened by Ni,Cb
lamellae (Refs. 1-L4) and by whiskers of MC (Refs. 5-7) or M;C; (Refs. 8—103 type
carbides have demonstrated that materials with superior mechanical properties can
indeed be developed.



In order to justify and appreciate the suggested procedure of developing high
temperature turbine materials by the directional solidification of eutectic alloys,
it is appropriate to consider other routes which are being followed or advocated.
Aside from the more usual alloy development efforts, a significant approach directed
toward improving nickel-based superalloys has been directional solidification to
form columnar or single grains. This process was pioneered by P&WATM and the resulting
benefits are considered in recent reviews (Refs. 11,12). Since strengthening remains
basically y' precipitation induced, the materials are limited, however, in temperature
capability because of resolutioning of y'. For example, above 1038°C (1900°F)
directionally solidified Mar M-200 is not appreciably stronger than the alloy con-
ventionally cast. Therefore, despite its usefulness, the directionally solidified
superalloy approach does not completely satisfy future demands.

By using another strengthening mechanism, that of dispersion hardening by small
inert particles such as thoria, a class of materials has been constructed which are
potentially important, i.e. TD-Ni-Cr and TD-Co-Cr. These materials have high melting
temperatures and may have excellent high temperature strength and static oxidation
resistance. To date, both variability in the properties and relatively low strength
at intermediate temperatures have limited their usefulness.

The composite approach where high strength fibers are added to a ductile matrix
is still another method which has been suggested and used for strengthening nickel,
cobalt and columbium alloys. In these artificially constructed materials, delete-
rious reactions between the reinforcing phase and the matrix during fabrication or
subsequent cyclic exposure at elevated temperature is a general and difficult to solve
problem. Perhaps the most fully developed systems of this type are the tungsten wire
reinforced nickel alloy composites (Ref. 13). Despite the chemical degradation that
occurs, these composites have displayed 1093°C (2000°F) creep-rupture properties
superior to nickel alloys. Since the reactivity is primarily temperature dependent,
higher temperature hastens the degradation. Because of thermodynamic stability
considerations, oxides are likely reinforcing candidates for nickel, cobalt and
columbium. In the case of alumina fibers in nickel, reaction does occur however
(Ref. 14). In columbium containing titanium, reaction is also observed although
alumina appears stable in pure columbium at 1204°C (2200°F) (Ref. 15). Although
there are many problems anticipated in the composite approach to satisfying high
temperature material requirements, it remains an important area for future research.

In comparison with the previously described techniques for obtaining superior
high temperature materials, the directionally solidified eutectic approach offers
numerous advantages and some disadvantages. Characteristics of eutectics are treated
more fully elsewhere and are considered briefly here for comparison, Since these
in situ composite structures are generated as a result of an equilibrium reaction,
the phases produced are chemically stable with respect to one another. Furthermore,
experience has. shown that the low energy interfaces, established during the growth,



result in a microstructure with exceptional stability which resists coarsening and
spheroidization. Mechanically, as a first approximation, the behavior of these
materials can be treated as normal composites. Recently it has been shown, however,
that interphase spacing has an important effect on strength. Reducing this spacing,
which is accomplished by growing the material at a faster rate, has strengthened the
material according to a Hall-Petch relation (Ref. 3). Thus, not only is processing
benefited by rate increases but also properties. Included in the disadvantages in

the eutectic approach are anisotropic properties (as with other composites), a general
inability to vary, randomly, the volume fraction of the phases, and some lack of free-
dom in selection of interesting systems. These last two disadvantages occur because
eutectic or eutectic-like compositions where two or more phases crystallize simul-
taneously from the melt have been considered. Even within these limitations there

are countless alloys which can be selected when one considers ternary and higher order
systems for study and development.

The purpose of this investigation was the characterization and optimization of
the properties of monovariant and bivariant alloys within the quaternary system
Ni-Cb-Cr-Al which permit the production of aligned §, NisCb lamellae within a v,
'nichrome' matrix which contain precipitates of y', NijgAl, These alloys have been
identified as being potentially important for application in near-term engines
(Ref. 16). From a systematic screening of a number of alloys and the more thorough
evaluation of the properties of two alloys selected by the screening experiments,

a superior high temperature material was envisioned.

The specific goals of the program were:
e A tensile strength of 120 MN/m2? (17,000 psi) at 1235°C (2255°F).
e A specific gravity of less than 9.0 (equivalent denmsity 0.325 1b/in.3).

® Rupture strength substantially exceeding that of advanced nickel base
superalloys at all temperatures above T00°C (1290°F).

® Ductility, as measured by elongation and reduction in area in tensile
tests, of at least 5 percent over the entire temperature range from
room temperature to 1235°C (2255°F).

® Phase stability and resistance to thermal fatigue cracking and
delamination under conditions of thermal cycling and long exposures
at elevated temperatures.

® An inherent resistance to oxidation and high temperature corrosion,
although coating of these alloys is considered necessary for use
above 900°C (1650°F).




Work was divided into two tasks. The first task included the determination of
the directional solidification parameters of selected alloys and the screening by
mechanical testing of specimens with acceptable microstructures. The second task
included the more detailed evaluation of the mechanical properties of two combina-
tions of alloy and conditions of directional solidification.

II. EXPERIMENTAL PROCEDURES
2.1 Melting and Solidification

Master melts of the various alloys investigated were made in new recrystallized
alumina crucibles in a Heraeus vacuum induction melting furnace powered by a 30 kw
motor generator and pumped by a 25.4 cm (10 in.) vacuum system. The system was
exhausted to approximately 107° torr (0.001 N/m?) and then back filled with high
purity argon to provide a dynamic 200 liters per hr (~7 cfh) inert cover at atmos-
pheric pressure. Power to the furnace coil was slowly increased until melting of
the nickel, chromium and columbium charge material was achieved. Aluminum was then
added separately to the melt. OSubsequently the melt was held at a constant tempera-
ture of ~1400°C (2550°F) for a 15-20 min homogenization period prior to pouring into
copper chill molds. The purity of the starting materials used is presented in Table Ia.
Impurities detected by atomic absorption analysis by either UARL or the identified
vendor are noted.

Each resulting cast alloy bar was usually directionally solidified vertically
within a nominally 1.27 cm (1/2 in.) dia 99.7 percent recrystallized alumina cylin-
drical crucible whose wall thickness was nominally 2 mm. Directional solidification
experiments were also performed to evaluate ZrO, and BeO as well as various grades
and wall thicknesses of Al,03 supplied by a variety of vendors. Vertical controlled
solidification (upward moving liquid-solid interface) of the alloys under moderate
thermal gradients was accomplished within a dynamic argon atmosphere in one of two
identical graphite resistance furnaces. The alumina crucible, either open at both
ends or closed at one end, containing the melt was supported on a movable water cooled
pedestal as illustrated in Fig. 1. Crucible lowering rates were varied by means of
a variable speed motor and a step function gear reducer from 1 to 20 ecm/hr. The max-
imum melt temperatures were approximately 1650°C with the furnace control being
accomplished automatically by a Milletron two color (ratio) optical pyrometer whose
electronic servo loop monitors a saturable core reactor regulated 35 Kva power supply.
The large thermal mass of these resistance furnaces provides the stability required
for the linear movement of the liquid-solid interface.

Vertical controlled solidification was also accomplished in a high gradient
apparatus described in Ref., 17. In this setup a known mass of alloy typically 200
gms, contained in a both ends open or one end closed cylindrical alumina crucible,
is positioned within the induction coil, water spray ring, and constant water level
tank as illustrated in Figs. 2,3. With the impinging water spray, melting is
accomplished by inductively coupling with the stationary graphite sleeve. Power




Table Ia

Purity of Charge Elements in ppm

Chromium
Chromium Chromium Chromi 2 S
Nickell Crystals® Chunks3  Pellets' Flake’ Colubiun’ s Ruadaion |
Al 100 - 160 - <2 <20 bal.
B - - 60 - = <1 -
C - 6 <1000 - 10 35 -
Ca - - - - - <20 -
Cb - - . - - bal. -
ca i % & z =4 <5 =
c1 - 10 - £ = - -
Co - - - - . <10 =
cr - bal, bal. bal. - <20 -
Cu 1 - 35 - 2 <kLo -
Fe 200 10 1200 <1 <2 <50 2
H - - - - <60 2.k -
HE - = - e “ <50 -
Mg 10 = - - = <20 2
Mn - - 6 - - <20 -
Mo - - - = = <20 =
N - - - - <30 33 -
Ni bal. 2 - - - <20 =
0 - T - 10 <600 <150 -
Pb - - - - <2 <20 -
S - 2 - - <30 - -
Si 100 E 150 = <10 <50 ™.
Sn - - - - - <10 -
Ta - - - - : - <110 -
Ti - - - : - <ko -
v - - 150 - i <20 -
W <100 - - - - 43 -
Zn - 2 - - - - -
Zr - - - - % <100 =
lUnited Mineral & Chemical Corp.
2Todide
3Shielda.lloy Corp.
Electrolytic

Shieldalloy Corp.
ah Chang Corp.
7Ga,llard. Schlesinger Chemical Mfg. Corp.
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requirements are established from empirical trials or experiments instrumented with
thermocouples. Controlled freezing commences by the withdrawal of the Al,05; crucible
through the water spray ring. In this setup thermal gradients in the liquid of
approximately 250-350°C/cm may routinely be achieved. Excluding small end affected
regions the rate of freezing is found to be equal to the velocity of crucible with-
drawal over the 15 to 25 cms of specimen length dependent on crucible diameter,

The maximum superheat of the melt was monitored by an optical pyrometer and held
to approximately 400°C, This technique permitted the containment of the alloys with-
in commercial Al,03 tubes without serious metal-mold reaction and resulted in fully
aligned 1.2 cm dia by 18 cm long cylindrical specimens. Some vertical cracking of
the oxide tubes resulted from the severe thermal shock of the water spray. However,
complete loss of the melt or vertical lines of severe local oxidation from cracks
occurred in less than 10 percent of the total experiments after experience was gained.
During the second task of the contract a total of forty directionally solidified
specimens were prepared without run-out failures.

2.2 Differential Thermal Analysis

The liquidus and solidus temperatures of certain alloys in the system Ni-Cb-Cr-Al
were determined using a differential thermal analysis apparatus (Ref. 4). Heating
and cooling of the sample was accomplished in argon at a rate of 3°C/min. The platinum
vs platinum-10 percent rhodium thermocouple used was calibrated against a pure silver
standard and the accuracy of the temperatures measured was within i_2°C. The liquidus
temperature was normally determined during cooling and the solidus during heating from
the respective exothermic and endothermic inflections of the temperature-differential
temperature traces.

2.3 Density Determinations
The density of certain Ni-Cb-Cr-Al alloys were measured by determining the weight

per unit volume for ground cylinders and weighing the sample in air and in toluene
at room temperature.

Density = ¥eight in air x Ptoluene
weight in air - weight in toluene

2.4 Chemical Analyses

Wet chemical analyses were performed on specimens taken from the steady state
growth area of a directionally solidified bar. The sample was dissolved in a nitric
acid-hydrofluoric acid solution and fumed with sulfuric acid. After dissolution Cb
was precipitated with cupferron. The precipitate was ignited and dissolved by fusion
with potassium pyrosulfate. The Cb was then hydrolyzed and the precipitate ignited




and weighed as Cb205. The filtrate from the hydrolysis and the cupferron precipi-
tation were combined and evaporated to destroy .the excess cupferron. After diluting
to a convenient volume, a sample was taken for each Ni, Al, and Cr analysis procedure.
Chromium was determined by a ferrous sulfate permanganate titration after persulfate
oxidation to a chromate. Nickel was precipitated as the glyoximate, Finally, after
a mercury cathodic electrolysis to remove nickel and chromium, aluminum was deter-
mined by E.D.T.A. titration.

As wet chemical analysis is a tedious and expensive destructive process, the
use of X-ray fluorescence analysis was employed as an alternative nondestructive and
less expensive technique. Under a separate program (Ref. 18), the X-ray fluorescence
(XRF) intensities of Co, Ni, Fe, Mo, Zr, V, Al, Ti, Cr, Nb, W, and Ta in approximately
seventy-five analyzed samples were recorded. These samples included Ni-base alloys
obtained from the National Bureau of Standards, Carpenter Technology, and those pre-
viously analyzed by wet chemical means for NASA at UARL. A least mean square fit
of intensities versus concentration was obtained using a multi-element regression
program on a PDP-6 time share computer. After obtaining the sample XRF's intensities,
they are entered into the program to obtain the calculated concentration.

X-ray fluorescence analyses at one-half inch intervals were performed over the
entire length of d.s. (Ni - 19.7 w/o Cb - 6.0 w/o Cr = 2.5 w/o Al) and (Ni - 21.75
w/o Cb = 2.55 w/o Al) alloy bars. A 0.95 cm (3/8 in.) dia window was used in
recording the X-ray fluorescence intensities. Measurements were made by translating
a typically 15.2 cm (6 in.) long specimen with a ground longitudinal flat under the
window at 1.27 cm (1/2 in.) intervals.

2.5 Tensile Testing

Tensile specimens were ground from unidirectionally solidified ingots oriented
in such a way that the load would be applied parallel to the growth direction. Ten-
sile tests of 1.27 em (0.5 in.) gage length and 0.36 cm (0.140 in.) diasmeter samples
were conducted in accordance with ASTM specification E21-69 (Ref. 19) from room tem-
perature to 1235°C (2200°F) in air using a Tinius-Olsen four screw machine at strain
rates of 0.0l min—! (room temperature) and 0.05 min~! (elevated temperatures).
Temperature, controlled to within + 3°C, was monitored during each test. Strain was
measured at room temperature with two element averaging strain gages positioned 180°
apart and by total crosshead deflection as measured by an LVDT extensometer at ele-
vated temperature. Ultimate strain and reduction in area values were made from measure-
ments of the gage length and area before and after testing.

Measurements of the offset yield and elastic modulus at elevated temperatures
of T50, 815, 870, 927, 1000, 1050, 1100, 1150, 1200, and 1235°C were made using
specimens (Fig. 4) containing ridges defining the 1.27 cm (0.5 in.) gage length which
permitted direct strain measurements using 304 stainless steel extension rods coupled
to a pair of averaging LVDT extensometers.
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2.6 Stress Rupture and Creep Rupture Testing

Stress rupture tests were performed at 1149°C (2100°F) in vacuum. These tests
were performed in accordance with ASTM E139-69 as applicable, with specimens of gage
diameter 0.28 em (0,110 in.) and gage length 1.27 cm (0.50 in.) with 5/16-18 threaded
ends. A redesign of the stress rupture and creep specimens from one with 1.27 cm
(0.50 in.) long, 0.32 cm (0.125 in.) diameter gage and 1/L4-20-NC3 threaded end was
necessitated from thread shear failures observed after prolonged times under load
at 1149°C (2100°F). Crosshead extension was measured during the test and elongation
and reduction of area were measured on the fractured halves. Tests were conducted
in a furnace as shown in Fig. 5, which consists of a chrome plated stainless steel
vacuum chamber, Heating was accomplished with a tantalum resistance furnace. Tem-
perature was controlled with a tungsten rhenium thermocouple and vacuum to 1076 torr
was standard.

’Creep rupture tests were also conducted in accordance with ASTM specifications
E139-69 on ridged specimens of dimensions shown in Fig. 6. Tests were performed in
the same vacuum chamber used for the stress rupture experiments. Continuous creep
measurements were made with an LVDT extensometer within the environment. Because
the presence of the extensometer rods disrupted the uniformity of the temperature
gradient at the maximum exposure temperature employed, i.e. 1200°C, radiation baffling
was added to modify the specimen temperature profile so that failures occurred with-
in the gage length. All creep tests were performed using continuously recording
thermocouples attached to the center of the gage and to the fillet region near the
top threaded end. :

2.7 Impact

Charpy (simple beam) impact tests were performed at room temperature on notched
subsize test specimens whose width and depth dimensions of 5 mm and 10 mm and dimen-
sion to bottom of notch of 8 mm were within the permissible variations of ASTM
specification E23-66. -

2.8 Oxidation Test Procedure
2.8.1 Isothermal

Test coupons, nominally 2.54 x 1.27 x 0.13 em (1 x 0.5 x 0.050 in.), were ground
and lapped with 600 grit paper and cleaned with trichloroethylene. The long dimen-
sion of the coupon lay in the eutectic growth direction. Separate coupons were
contained in ~1.9 em (~3/L4 in.) 0.D. x 2.86 em (1 1/8 in.) high cylindrical alumina
crucibles and exposed continuously in still air for times of 5, 50, 200 and 500 hrs
at 1000, 1100, and 1200°C. The crucibles were previously heated to constant weight
for 24 hrs at 1250°C., The weight change (including spall weight) and the spall
weight were determined after each exposure. The depletion zone thickness was deter-
mined by measuring the microstructurally unaffected thickness normal to the largest
faces of the test coupon and computing on the basis of one side. Changes in

12
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each sample's total thickness were measured microstructurally on mounted and polished
cross sections as well as by micrometer after each exposure. Microstructure stability,
scale adhesion and oxide penetration paths were observed and recorded.

2.8.2 Cyclic

Test coupons were prepared as above and contained in alumina crucibles with
loosely fitting Alp03 covers. The specimens were fitted in the crucible so as to
freely expose the surfaces to air. One set of samples of each material investigated
was exposed for a total of 24 hrs in still air at 1100°C. After every hour of °
exposure the samples were allowed to air cool to room temperature for approximately
one hour and then returned to test temperature. The specimens were weighed after
every four hours of exposure and examined visually. The oxide penetration change
in metal thickness and adhesion were recorded. In a similar manner another set of
samples was exposed for a total of 100 hrs in still air at 1100°C. After every hour
of exposure these samples were allowed to air cool for approximately one hour and
returned to test temperature. The specimens were weighed after every ten hours of
exposure and examined as above. Each specimen was cross sectioned perpendicular to
the long dimension of the sample mounted, polished and etched to measure alloy
depletion zone thickness, oxide penetration and the thickness and adhesion of the
scale as was the case for isothermally exposed samples.

ITII. RESULTS AND DISCUSSION
3.1 Alloy Studies
3.1.1 Background

It is now known that certain eutectic alloys respond to unidirectional solidi-
fication techniques to produce useful phase aligned microduplex structures. Previous
studies (Refs. 1,20) have identified the pseudobinary eutectic, y' NigAl - & NisCb,
as the strongest nickel base alloy known., However, improvements in low temperature
ductility and oxidation resistance would benefit its utility as a structural turbine
component. Substitution of chromium as a quaternary alloying element to y'=8 has
been attempted but its low solubility in both intermetallics did not permit its
addition to the necessary beneficial level (Ref. 2). Decreasing the volume fraction
of § from 0.44 to 0.32 by directional solidification of hypo-eutectic y'-8 compositions
permitted a gain in the room temperature fracture strain from ~0.7 to ~2.0 percent
(Ref. 3) but required too stringent growth control to merit its further development
(Ref. L),
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Based on these studies and the observations which had been made of the high
ductility available in the Y Ni - § NisCb system (Ref. 21), a path of investi-
gation was chosen which has been very rewarding. Since both chromium and aluminum
were known to be soluble in nickel, a study of the alloys in the nickel-rich corner
of the Ni-Cb-Cr-Al gquaternary system was undertaken. Our initial work showed that
aligned, in situ composites could indeed be produced from numerous bivariant eutec-
tic compositions (Ref. 16). The objective of this study therefore was to define, by
means of screening and optimization of Ni-Cb-Cr-Al alloys exhibiting eutectic behavior,
a superior high temperature material.

3.1.2 Phase Equilibria

The compositions in the gquaternary system, Ni-Al-Cb-Cr, to which this study
was directed are those solidifying according to the bivariant eutectic reaction.
These compositions may be geometrically defined as those residing on the liquidus
surface wherein two solid phases separate from the liquid upon freezing. This thermo-
dynamically bivariant surface wherein the three phase equilibria of the type
L Zy +8occurs is shown in Fig. T which illustrates a polythermal projection of the
nickel-columbium-chromium-aluminum quaternary diagram. The shaded surface represents
the loci of the compositions which were optimized in this program. This surface is
bounded in the pertinent ternary systems by monovariant eutectic troughs which in the
Ni-Cr-Cb system extend between the binary eutectic Ni-NizCb and the ternary eutectic
Ni-NigzCb-CbCr, and which in the Ni-Al-Cb system extend between the binary eutectic
Ni-NizCb and the ternary eutectic Ni-NijAl-NisCb.

Alloys whose compositions are identified in Table Ib were prepared to define
more precisely the two boundary monovariant eutectic troughs and also the bivariant
eutectic surface. Because of the difficulty in geometrically presenting these compo-
sitions residing in phase diagrams which are not planar figures but spatial bodies
without the aid of anaglyphs (Ref. 23), the liquidus surface and 1200°C isothermal
sections of the pertinent ternary systems were constructed upon the surfaces of an
equilateral tetrahedron, Fig. 8. The edges of this tetrahedron represent the six
binary systems Ni-Ni;Cb, Ni-NigAl, Ni-'NisCr', NijAl-NisCb, NijAl-'NiCr', and
NigCb-'NizCr', and the apices represent the components Ni, 'Ni3Cr', Ni3Al and Ni3Cb.
The triangular faces represent the four ternary systems and finally the interior of
the tetrahedron represents the quaternary system Ni-'Niscr'—Ni3Al—Ni30b. For con-
venience, only the alloys from Table Ib, whose compositions reside on the ternary
surfaces, are plotted.

From the shape and size of the phase fields it can be seen that there is restricted
solubility of Cr and Al in § NijCb. The y solid solution phase field in contrast is
extensive, and with decreasing temperature a drastic reduction of the y field size
occurs from 1200 to 800°C (Ref. 24). Thus, there is opportunity for precipitation
of both y', NijAl, and y'', the latter phase a tetragonal form of Ni,Cb (Ref. 25).
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Table Ib

Summary of Directional Solidification Experiments

Freezing

Specimen Aim Composition Velocity

No. wt/o Ni wt/o Cr wt/o Cb wt/o Al cm/hr Microstructure
A71-311 69 12 19 - 20 aligned lamellar, primary Y, Ni
A71-312 69 12 19 - 10 aligned lamellar, primary Y, Ni
A71-314 69 12 19 - 2 aligned lamellar
A71-318 p i 9 20 - 20 cellular, primary Y, Ni
A71-319 71 9 20 - 2 aligned lamellar
A71-320 71 9 20 - 10 slightly cellular
A71-321 73 6 21 - 10 aligned lamellar
A71-322 73 6 21 - 20 aligned lamellar
A71-323 73 6 21 - 2 aligned lamellar
A71-341 70 10 20 - 10 cellular
A71-344 70 10 20 - 10 cellular
A71-349 68.8 11.2 20.0 - 10 cellular, slightly primary in §
A71-350 71.0 8.5 20.5 - 10 primary in §
A71-351 73.0 6.0 21.0 - 10 slightly § primary
A71-353 68.8 11.2 20.0 - 2 aligned, 6 primary
A71-355 71.0 8.5 20.5 - 2 aligned slightly ¢ primary in head end
A71-364 73.0 6.0 21,0 - 2 aligned lamellar
A71-197 68.03 9.20 20.56 2.21 2 cellular
A71-245 69.7 9.1 20.2 1.0 2 cellular
A71-258 69.7 9.1 20.2 1.0 10 deeply cellular
A71-277 69.9 9.2 20.4 0.5 2 aligned, slightly 6 primary
A71-508A 76.1 - 223 1.6 2 primary S, heavy throughout
A71-508B 75,5 - 22.3 2.2 2 primary &8, slightly throughout
A71-508C 76.8 - 22,1 33 2 slightly dendritic 6 at head only
A71-535 75.6 - 22.0 2.4 2 dendritic §
A71-546 7655 - 2320 2.5 2 fully aligned lamellar
A71-567 70.5 6.0 21.0 2:5 2 dendritic 6 and cellular
A71-589A 72:5 5.0 20.0 2.5 2 slightly cellular
A71-589B 7340 4.0 20.5 2.5 2 primary 8, slightly cellular
A71-589C 7.5 6.0 20.0 2.5 2 very slightly cellular
A71-636 115 - 19.7 2.8 2 primary vy
A71-639 7230 545 20.0 2.5 5 slightly primary y
A71-651 76.4 - 20.8 2.8 2 aligned lamellar
A71-664A 66.0 12:0 19.5 2.5 2 dendritic ¢
A71-664B 68.5 9.0 20.0 25 2 cellular
A71-664C 70.5 9.0 20.5 - 2 dendritic §
A71-689B 76.2 - 20.8 3.0 2 aligned lamellar, segregates to aligned ternary
A71-695 76.5 - 21.0 25 5 aligned lamellar
A71-711B 66.5 12,0 19.0 2.5 2 primary y, ternary in cell boundaries
A71-711C L5 6.0 20.0 245 2 slightly cellular
A71-730 68.4 9.2 20.2 252 2 cellular with ternary in cell boundaries
A71-745A 66.0 12.0 19.5 2.5 2 cellular with ternary in cell boundaries
A71-745B 70.0 9.0 20.0 1.0 2 slightly cellular, slightly primary in &
A72-026A 70.3 9.0 19.7 1.0 2 slightly cellular
A72-030 70.3 10.1% 19.7 - 2 slightly cellular
A72-037 70.3 10.03 19.7 - 2 slightly cellular
A72-043 70.3 10.0 19,7 - 2 slightly cellular
A72-080 70.3 19.7 9.0 1.0 10 slightly cellular
A72-083 76.4 20.8 = 2.8 2 lamellar
A72-085 76.4 20.8 - 2.8 2 lamellar
A72-097 70.3 19.7 9.0 1.0 2 lamellar
A72-140 70.5 19.5 9.0 1.0 2 lamellar
A72-148 T35 20.0 6.0 25 5 lamellar
) !

Iodide 99.9995 (A69-714)
Electrolytic 99.98 (A67-822)
Spectrographic 99.999 (A67-549 and A71-670)
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Table Ib (Cont'd)

Freezing
Specimen Aim Composition Velocity
No. wt/o Ni wt/o Cr  wt/o Cb wt/o Al cm/hr Microstructure
AT2-18T7 70.5 9.0 19.5 7.0 2 lamellar
=197 TisS 6.0 20.0 255 2 lamellar X
-202 Ti.5 6.0 20.0 285 2 lamellar
-208 TL.5 6.0 20.0 245 2 lamellar
=212 70.3 10.0 19.7 - 2 lamellar with Al,03
-229 T1.5 6.0 20.0 2.5 2 lamellar
-234 70.5 9.0 19.5 1.0 2 lamellar
-235 7.8 6.0 19.7 245 3 lamellar
-566 AT 6.0 19.8 2.5 2 lamellar
=570 TEST 6.0 19.8 2.5 2 lamellar
-597 T1.8 6.0 19.7 2.5 3 lamellar
=599
-60k4
-613
-617
-621
-627
-628
-631
-634
-636
-659
-664
-668
-670
-673
-675
-682
68 :
-687 71.8 6.0 19.7 2.5 3 lamellar
-506 76.5 - 21.0 2.5 2.0 lamellar
-325 6.5 - 21.0 245 5.0 lamellar
-536 76.5 - 21.0 2.5 5-15 no banding
=543 76.5 - 21.0 2.5 15 dendritic y
=572 T6.4 - 20.8 2.8 5-15 increasing dendritic y
=577 76.25 - 21.25 2.5 5-15 increasing dendritic y after 10 em/hr
-596 76.0 - 2125 2,5 8.0 run out
-603 76.5 - 21.0 2.5 10.0 dendritic v
-623 76.0 - 21.5 2,5 10.0 lamellar
-608 76.0 - 21.5 235 8.0 slightly primary §
-625 6.4 - 20.8 2.8 TaS lamellar
-640 755 - 22.0 2.5 20.0 dendritic 6
-65T7 75.75 - 21.75 2.5 25-28.8 very slight dendritic &
-663 76.0 - 2155 2.5 25.0 lamellar
-669 75.83 - 21.67 2.5 38.4 very slight dendritic y
-678 755 - 22.0 2:5 38.0 dendritic &
-679 75.5 = 22,0 2.5 50.5 very slight dendritic 6
-690 7545 - 22,0 2.5 5 very slight dendritic y
-692 T5.T - 21.8 2.5 50 lamellar
-69L 75.3 - 22,2 2.5 100 primary y
-768 5.7 - 21.75 2.55 38 lamellar
-769 75. - 2175 2.55 38 lamellar
=771 T5.T - 21.75 2.55 38 lamellar
-788 5.7 - 21.75 2.55 38 lamellar
=790 5.7 - 21.75 2.55 38 lamellar
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Table Ib (Cont'd)

Specimen Aim Composition

No. wt/o Ni wt/o Cr wt/o Cb wt/o Al

AT2-800 T3:T - 21,75 2.55
-807
-808
-809
-810
-811
-81L
-815
-816
=817
-818
-819
-820
-826
-827
-829
-831
-832
-836 75.7T - 21.75 2.55
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Freezing
Velocity

cm/hr

38

38

Microstructure

lamellar

lamellar
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The liquidus and solidus temperatures of four monovariant and four bivariant
eutectic alloys residing on the liquidus surface were determined from differential
thermal analysis. The values of temperature so obtained are listed in Table II.
These values are the average of two separate measurements. A typical differential
thermal trace of one bivariant eutectic composition is reproduced in Fig. 9. The
exothermic and endothermic inflections of the temperature-differential temperature
trace identify the liquidus and solidus temperatures for this representative y/y'-$
alloy. As no other discontinuity in these traces was observed, it appears that the
sensitivity of these measurements does not permit the determination of the y' solvus
temperature., For the y/y'-6 (Ni - 19.7 w/o Cb - 6.0 w/o Cr - 2.5 w/o Al) alloy,
the y' solution temperature, determined metallographically by exposing specimens
between 11L49-12L5°C (2100-2270°F) for 1 hr followed by a rapid quench, was placed
between 1149-117T7°C (2100-2150°F) (Ref. 28).

The measured and calculated deﬁsities of several bivariant eutectic alloys are
also listed in Table II. These values of 8.5-8.7 gm/cm3 are well within the program
objective of less than 9.0 gm/cm3.

From the above measured liquidus temperatures of various alloys within the
nickel rich corner of the Ni-Cb-Cr-Al phase diagram, a polythermal representation
of the bivariant surface was constructed, Fig. 10. The topography of the liquidus
surface was projected on a base plane having for its corners the three invariant
eutectic reactions:

L >y Ni + § NigCb
L >y Ni+y' Nighl + & Ni,Cb
L >y Ni + B CbCr, + § NisCb.

Arrows, indicating the direction in which the surface falls in temperature, were
used to make the diagram easier to understand. The maximum liquidus slopes of the
two monovariant eutectic troughs between the eutectic Ni-Niscb and the ternary
eutectics Ni-CbCr,-NiCb and Ni-NijAl-NisCb, calculated from the data of Table II,
were 1.8°C/weight percent Cr and 2,5°C/weight percent Al.

According to theoretical equilibrium considerations concerning the solidifi-
cation of alloys with a liquid-solid (mushy) temperature range (Ref. 29), noticeable
segregation should occur along a 20-25 cm long ingot. The question then arises as
to whether the composition of the monovariant and bivariant eutectic alloys produced
under high thermal gradient, variable molten zone length, directional solidification
conditions will substantially change from one end to the other.

To examine this point, the variation in composition along the length of two

directionally solidified y/y'-8 alloys was determined at positions approximately
1.2 cm apart by X-ray fluorescence. The charge composition of the two alloys were
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Table II

Melting Temperatures and Densities of Ni-Cb-Cr-Al Alloys

Liquidus Solidus

Identification Composition w/o O p Temp. Temp.
Specimen No. Ni Cb Cr Al gm/cmd3 gm/cmd °c o¢

AT0-590 TL6 22l At 8.99 - 1278 1278
Ni-NisCb(Ref.26) T76.5 23.5 - = -- 8.99 8.8(est) 1270 1270
Ni-Ni,Cb(Ref.27) - _— - - - - 1285 1285
AT1-302 73.0 21.0 6.0 -- 8.86 - 1278 1263
AT1-341-01 70.0 20.0 10.0 -- 8.78 - 1263 1251
AT2-956 68.5 19.5 12.0 -- 8.7k - 1256 12k2
AT1-691C(Ref.k) 6.1 20.7 == i 8.57 - 1276 1270
AT2-961 76.5 21.0 =-= b 8.60 - 1274 1272
AT1-T11C FE 5 POD 8.0 .28 8.149 8.58 1260 1242
AT2-911-0k 1.0 3907 805 28 8.49 - 1257 1244
AT1-Thh 70.0 20.0 9.0 1.0 8.65 8.69 1260 1242
AT1-66L4A 68.5 20.0 9.0 2.5 8.4k 8,51 1247 1220
AT1-730 68.4° 20,2927 2.2 8.48 8.55 1243 1216

*¥Calculated by method of F. D. Hull 'Estimating Alloy Densities', Metal Progress,
96, (1969) p 139. Information supplied by F. Harf, NASA Lewis Research Center.
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DIFFERENTIAL THERMAL ANALYSIS TRACE
OF 71.5 w/o Ni, 20.0 w/o Cb, 6.0 w/o Cr, 2.5 w/o Al

1261°¢C 7] —[—
~—_
B - AT 1 MV
1243 °C
] [ I g 5
11.0 12.0 13.0
TEMP - MV
FIGURE 9
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POLYTHERMAL REPRESENTATION OF THE BIVARIANT SURFACE,
L—v +§, WITHIN THE QUATERNARY SYSTEM Ni—Cb Cr—Al

(ARROWS INDICATE DIRECTION IN WHICH SURFACE FALLS IN TEMPERATURE)

(20.7)
TERNARY EUTECTIC s+evses 3.2—,
L=INi * Tigal * ONigth 4 g

1270°

o. f LIQUIDUS .
PERATURE °¢
o§ ey { SOLIDUS
S
/\& 73
"
$7..
&
£
(% 3
e > 1257
: & L Nj—20 Cb—6 Cr—2.5 Al

1 244S

d

12891\ Nj—20.2 Cb-9.2 Cr—2.2 Al
12185 \ Ni—20.2 Cb-9.2 Cr—2.

1250,
4 1223, Ni—20 Cb—9 Cr — 2.5 Al
BINARY EUTECTIC S

L—YNi 6

1264
1246 Ni—20C6-9.0Cr—1.0 Al

: 278 1263 (125,
(22.4): /{ 12632 .6{1 251 1242; /{ 1173°
0 : 1 | 1
(22.4): 5.0 6.0 10,0 12.0 15.0 20.0 25.0 )
: (21.0) (20.0) (19.5) 27.6
(20.2)
: — wt/o Cr (wt/o Cb) .
BIN.ARY EUTECTIC TERNARY EUTECTIC
L=7nit 6Ni3Cb ............................................................. L =7y + 6Ni30b 3 BCb cry

MONOVARIANT TROUGH

FIGURE 10
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Ni - 19.7 w/o Cb - 6.0 w/o Cr - 2.5 w/o Al, specimen AT2-488 and Ni - 21,75 w/o Cb -
2.55 w/o Al, specimen A72-818., These specimens were directionally solidified at

3 and 38 cm/hr respectively in the high gradient-solidification apparatus. The
result of the XRF analyses are presented in Tables III and IV and graphically in
Figs. 11 and 12. A slight but continuous increase in chromium and aluminum content
was observed with distance for the bivariant quaternary Y/y'-S alloy. This expected
result arises from the fact that both elements act to continuously lower the melting
point of this alloy system as seen in Fig. 10, The three phase space beneath the
liquidus surface for this alloy and the separation between the liquidus and solidus
temperature, although small in magnitude, leads to detectable variations in compo-
sition along the sample. One way to eliminate such concentration variations is to
pass a small molten zone along the specimen., After a short transient region during
which the interface builds up to the 'eutectic' composition, the concentration of
the solidifying alloy must be equal to that in the starting charge (Ref. 34). In the
experiments performed in the high gradient apparatus, neither entirely constant zone
length, zone melting, nor normal/progressive freezing is actually accomplished.
Rather, zone melting with a variable zone length was achieved in these experiments.
The microstructural homogeneity of this bivariant alloy was also remarkably uniform
and these observations suggest that coupled growth in the presence of a boundary layer
is being accomplished under a minimum amount of convection. "The ternary monovariant
vy/Y'-8 alloy was virtually constant in composition over its entire length. The
shallow slope of this liquidus trough permitted coupled growth of this alloy with
essentially uniform composition along its length., Plane front growth along this
ternary monovariant eutectic trough is permitted over a wide range of growth rates,
temperature gradients and composition.

Wet chemical analyses were also performed on duplicate specimens from the ini-
ation of growth (head end) and termination of growth (tail end) of directionally
solidified ingots. The results of these analyses are presented in Table V. The
agreement between techniques was excellent and again the above trends in composition
change were noted. X-ray fluorescence provided a rapid, less expensive analytical
method for determining the elemental compositions of these alloys and was employed
from time to time throughout the program as a nondestructive analysis technique (Ref. 18).

The wet chemical analyses of six alloys chosen for property optimization during
Task I were determined and are presented in Table VI. Both the percentage of each
element charged in the master melt and that determined on directionally solidified
specimens by wet chemical techniques are presented in percentage by weight.

3.2 Microstructure

3.2.1 Ni,Cr-NisCb

Alloys along the monovariant trough in the Ni-Cb-Cr system whose composition
loci are defined as the line between the binary eutectic reaction, Ep » y Ni +
§ NizCb, and the ternary reaction, E » y Ni + § NijCbh + ¢ NbCr, shown in Figs. T

26




Table III

X-ray Fluorescence Analysis of A72-627,

Nominal Composition Ni-19.7 w/o Cb-6.0 w/o Cr-2.5 w/o Al

Position Identification

AT2-627 A

AT2-62T B

AT2-627 C

AT2-627 D

AT2-627 E

AT2-627 F

AT2-62T7 G

AT2-62T7 H

AT2-627 I

AT2-62T7 J

AT2-62T K

AT2-62T7 L

AT2-62T7 M

w/o Ni

71-)43 ma‘x'
(35 min.

il
T2.07

2515
7l s51

T2.58
T2. L4k

Telo
T2.02

TO.Th
70.66

LTS
TLe33

q2e 3k
T2.01

Tl T
70.66

T2.07T,
f1.85

T1.95
T1.55

TLaX2
T0.LL

T70.17
68.83
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w/o Cb

19,55
19.49

19.75
19.25

19.81
19.61

19.88
19.66

19752
19.60

19.62
19.L4L

19.77
19.43

19.82
19.00

19.80
19.66

20,1k
20.02

20.06
}9.26

20.0L4
19.90

19.93
19.43
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O
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Table IV

X-ray Fluorescence Analysis of A72-818,

Nominal Composition Ni-21.75 w/o Cb-2.55 w/o Al

Position Identification

AT2-818 A

AT2-818 B

AT2-818 C

AT2-818 D

AT2-818 E

AT2-818 F

AT2-818 G

AT2-818 H

AT2-818 I

AT2-818 J

AT2-818 K

AT2-818 1,

w/o Ni

T4.81 max.
74,69 min.

Th.89
Th.55

T4.62
T4.58

T4 TT
T4.59

Th.67
T4.59

Th.T6
Th.58

ThoT3
T4.67

Th.59
Th.53

7L, 81
T4, 45

T4.58
4. 46

TL4.68
4. 48

Th.81
Th.35
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Table V
Wet Chemical and X-ray Fluorescence Analyses of the Head and

Tail Ends of Directionally Solidified Specimen, AT2-L488
(71.8 w/o Ni-19.7 w/o Cb-6.0 w/o Cr-2.5 w/o Al)

Wet Chemical Analyses:

Identification Ni w/o Cb w/o Cr w/o Al w/o Total w/o
AT2-488 H 72.16 19.82 5.89 2.k 1100.31
" duplicate 71;h5 19.83 5.86 2.42 99.56
Avgy c.T1.6% 19.82 5.88 243 99.94
AT2-488 T Ti,22 20.01 5.94 2.75 99.92
" duplicate HeleT2 20.13 6.07 2.59 100.51
Mvg,. e by 20.07 6.00 2.67 100.21

X-ray Fluorescence Analyses:

AT2-488 H T2.34 19.69 5<9L 2235 100.29
" duplicate ' 72.29 20.03 5.91 2.26 100.49
Avg., T2.31 19.86 5.91 2.31 100.39

AT2-488 T T1.39 20.10 6.11 2ol 100.01
" duplicate 71.88 19.91 5.90 2.4 100.10
Avg.  T1.6h4 20.00 6.00 2.1 100.05
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Table VI

Chemical Analyses of Directionally Solidified Ni,Cr—Ni3Cb
(Ni)/(Ni3A1)-NigCb and (Ni,Cr)/(Ni3Al)-Ni3Cb

Specimen No. Ni w/o Cb w/o Cr w/o Al w/o Total w/o
AT71-351 charged 73.0 21.0 6.0 - 100.00
analyzed 73.0 21.0 5.97 - 99.97
AT1-766 charged 70.3 19.7 10.0 - 100.00
analyzed 70.1 19.6 9.96 = 99.66
AT1-695 charged 76.5 21.0 — 2.5 100.00
analyzed 76.8 20.9 - 2.5 100,20
AT1-651 charged T6. k4 20.8 - 2.8 100.00
analyzed 76.1 20.8 - 2.82 99.72
AT1-T711C charged TLs5 20.0 6.0 2.5 100.00
analyzed 71.5 19.2 5.92 2.5k 99.16
AT1-766B charged 70.3 19.7 9.0 1.0 100.00
analyzed 70.5 19.5 8.79 0.96 99.75
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and 10 were first prepared. Trough compositions were estimated from the work of
Cbeyhnkob and Pan (Ref. 30) and refined by the iterative steps illustrated in Fig.
13. In the event an alloy grew dendritically or with a cellular interface, compo-
sitional and/or solidification parameters, i.e. ratio of gradient to solidification
rate (G/R), were adjusted to locate, by microstructural response, alloys which pro-
duced aligned biphase composite microstructure. The aligned biphase microstructures
of three monovariant eutectic alloys are shown in Fig. 14. In alloys of these com-
positions the chromium content within the matrix varied from zero to 35 percent by
weight., The volume percentage § NijCb was found to increase with increasing chromium
content from ~32 percent by volume for zero percent chromium (i.e. Y-8 binary
eutectic) to ~39 and ~43 percent for monovariant eutectic alloys containing 6 and

10 w/o Cr respectively. The Ni,Cr-Ni3Cb monovariant alloys with increasing Cr con-
tent required a higher thermal gradient in the liquid for growth with a planar L/S
interface because of its increased melting range (liquidus-solidus, AT). For example,
even with a high purity Ni - 20 w/o Cb - 10 w/o Cr alloy, cellular microstructure

was produced at R = 2 em/hr, G = 70°C/cm. Growth of these alloys at such rates thus
required the attainment of plane front conditions in a high gradient (i.e. 250-350°C/
cm) apparatus, Figs. 2 and 3. During these experiments an alumina-melt reaction

was encountered which entrained an undesirable dendritic Al,05 base phase within

the aligned composite microstructure and grain boundaries. This reaction was minimized
by decreasing superheat and increasing the freezing velocity but both changes lowered
the G/R ratio which was undesirable for plane front growth. Remarkably the presence
of this third phase did not break down the advancing planar liquid solid interface;
however, its presence was detrimental to the mechanical properties of the material.

A microbeam probe investigation of the composition of the dendritic third phase indi-
cated it was primarily Al,0;. The quantitative electron microbeam probe analysis

of this phase formed within the monovariant specimen of nominal composition Ni -

21.0 w/o Cb - 6,0 w/o Cr is presented in Table VII. The observed vertical phase
segregation was believed to be associated with the change in liquid composition from
dissolution of Al,03 leading to oxide precipitation and density segregation.

No metal-mold reactions were observed in directional solidification experiments
using BeO crucibles even at a maximum superheat of 400°C. This solution to the above
described problem had two distinct disadvantages - these being the toxicity and
expense of BeO. Fortunately, as will be described below, all the Ni-Cr-Cb alloys
containing over 1 w/o aluminum were compatible with Al,03. Successful containment
of each alloy, even for prolonged periods of contact, i.e. solidification rates below
2 cm/hr, at superheats in excess of 400°C with 99.95 percent Al,03 crucibles was
achieved.

3.2.2 Ni,A1-NigzCb
Alloys along the monovariant trough in the Ni-Al-Cb system whose composition

loci are defined as the line between the binary eutectic reaction, Ey - y Ni +
§ NisCb, and the ternary reaction, E >~ y Ni + § NigCb + y' NizAl shown in Figs. T
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ITERATION FOR MICROSTRUCTURAL IMPROVEMENT
OF Ni-Cr—Cb-Al EUTECTIC ALLOYS

ALLOY CASTING
AND

DIRECTIONAL SOLIDIFICATION

|

MICROSTRUCTURAL EVALUATION —

Y

(@}

E DENDRITIC OFF-EUTECTI

)

COMPOSITIONAL ADJUSTMENT

TO ELIMINATE DENDRITIC
PHASE

|

l COLONY MICROSTRUCTURE

DIRECTIONALLY SOLIDIFY
AT HIGHER VALUE OF G/R

ALIGNED COMPOSITE
MICROSTRUCTURE

FIGURE 13
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[

LY SOLIDIFIED MONOVARIANT EUTECTIC

LONGITUDINAL SECTIONS OF DIRECTIONAL
COMPOSITIONS BETWEENy — NICHROME AND § — NigCb

A71-297C 2
73 Ni, 21 Cb, 6 Cr

X200

A71-109C
71 Ni, 20 Cb, 9 Cr

X200

A71-297B
69 Ni, 19 Cb, 12 Cr

X200

FIGURE 1L
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Table VII

Microbeam Probe Analysis of Ni,Cr-Ni,;Cb Alloy
Containing Mold Reaction Product

Overall Composition
Dendritic Third Phase

y/y' Matrix of Eutectic

*determined by difference

Composition, Weight Percent
AL o N Cr

0.15 19.5 i 6.9

38.7 4.0 L,7 8.4

0.7h 21.h 7125 6.9
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and 10 were next produced. Trough compositions were first estimated from the 1200°C
(2192°F) isothermal section of the pseudoternary Ni-NizAl-NisCb by J. Cisse and

R. G. Davies (Ref. 31) and refined by the iterative steps discussed above., The
aligned biphase microstructures of three monovariant eutectic alloys in this system
are shown in Fig., 15. In these alloys the amount of aluminum soluble in the y nickel
matrix varies from O-4 percent by weight. An important result of this variable
aluminum content is the change in the volume percentage y', Ni3Al precipitate, i.e.

0 - >50 percent, which forms in the solid state after solidification. The y' in

such alloys has been previously found to be extremely stable due to the low y-y'
lattice mismatch and to be very hard, i.e. up to 400 dpm (Ref. 31). Aligned micro-
structures in the low gradient apparatus were produced with comparative ease along
this monovariant trough, as the liquidus slope from the binary eutectic between Ni
and Ni3Cb to the ternary eutectic between Ni, NijCb and NizAl is very shallow (Fig. 10).

All the Ni,Al-NisCb monovariant eutectic alloys, i.e. 1.0-3.0 w/o Al, froze with
a planar interface even at the lowest thermal gradients studied and produced well
aligned lamellar microstructures., Fig, 16. For these alloys, no one of which
possesses a melting range greater than 5 degrees Celsius, the critical value of G/R
is ~5°C hr em~2., With respect to the foundryman's endeavor to control microstructure
in a complex shape, this property is a highly desirable one.

Since improvements in the yield and creep strength of § Ni,Cb reinforced v'
NijsAl were shown to be derived from increases in solidification velocity (Ref. 2),
experiments investigating the range of coupled growth in the monovariant Ni,Al-NisCb
system were performed. The results of these experiments are presented in Table VIII
and Fig. 17. Previous studies of binary eutectic structures (Refs. 32-34) have indi-
cated that coupled eutectic growth is favored over a large range of compositions when
the ratio of thermal gradient in the liquid ahead of the freezing interface to the
freezing velocity, G/R, is high, Thus when primary y dendrites were observed together
with aligned lamellae in the microstructures of the Ni - 21.0 w/o Cb - 2.5 w/o Al
alloy, directionally solidified at multiple rates between 5 and 15 cn/hr (see Table
VIII), skewed coupled growth was indicated. A plot of the microstructurally deter-
mined dendrite-aligned monovariant eutectic transition is presented in Fig. 18. As
shown in Ref. 35, the conditions for eutectic stability only approximate a simple
dependence on the ratio, G/R, for high values of G. In the present experiments the
thermal gradient was kept at approximately 300°C/cm by control of the maximum super-
heat in the high gradient growth apparatus and only the freezing velocity was varied.
A smaller composition envelope for coupled growth was observed in comparison to those
generated for the simple binary eutectics Al-CuAl, (Ref. 33) and Pb-Sn (Refs. 32-3L).
The reason for this phenomenon is obscure at present but it may be associated with
an appreciable kinetic undercooling behavior of the § NigCb phase. Observations of
§ NigCb dendrites in the present investigation have indicated that this phase forms
from a faceted growth interface and has a strong tendency to grow in the [100]
direction.
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LONGITUDINAL SECTIONS OF DIRECTIONALLY SOLIDIFIED MONOVARIANT EUTECTIC
COMPOSITIONS BETWEEN ~ (Ni,Al) AND & (Ni3 Cb)

A71 - 508C
Ni, 22,1Cb, 1.1 Al
X500

A71 - 508A
Ni, 22,3Cb, 1.6 Al
X500

A71 - 535

‘ Ni,22 Cb, 2.4 Al
e 0 el im e X500
: e S T e
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TRANSVERSE MICROSTRUCTURE OF DIRECTIONALLY SOLIDIFIED yly'—8
(Ni—20.8 w/o Cb—2.8 w/o Al) R =2 cm/hr, G| v 70°C/cm

FIGURE 16
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PLOT OF THE DENDRITE-MONOVARIANT EUTECTIC TRANSITION

FOR THE Ni/NizAl-Ni3Cb( 7»'~8) SYSTEM AT 2,5% Al
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It was also surprising to note that banding (defined as an interlamellar spacing
change) could not easily be induced in directional solidification experiments in the
low gradient graphite resistance furnace. For example, one and five minute pertur-
bations to the steady state growth were made by stopping the travel mechanism at six
predetermined time intervals to mark on the microstructure the beginning and end of
various freezing velocities between 5 and 15 cm/hr. No growth striae perpendicular
to the growth direction were detectable by eye on polished and etched longitudinal
surfaces or under the microscope except by actually counting lamellae. Only when the
travel mechanism was stopped for 10 minutes did spacing changes occur over a suffi-
cient distance to be observed without the aid of quantitative metallography.

Lamellar spacing measurements were made from light micrographs (1000X) and electron.
micrographs of Ni,Al-Ni;Cb monovariant alloys directionally solidified between 2-100 em/
hr. Essentially plane front growth conditions existed over this entire range of growth
velocities and the maximum velocity, i.e. 100 cm/hr, was fixed by the traversing
mechanism, About 150 lamellar pairs were measured in subgrains in a direction at right
angles to the lamellar interfaces and the nominal growth direction. The averages of
these measurements are presented in Table VIII, together with the maximum and minimum
values. Although the constant term of the spacing-velocity relationship, A"R =
constant, may vary slightly for each alloy composition studied (Ref. 33), the slope
of the relationship, n, determined from a log-log plot is not expected to vary. Thus,
the data for all the alloy compositions between 20-22.5 w/o0 columbium are presented
together in Fig. 19, where n is assumed to be 2, as predicted by theory (Ref. 36).

3.2.3 Ni,Cr,Al-Ni,Cb

Alloys whose compositions reside within the quaternary system Ni-NigAl-NijzCb-
'NigCr' were first solidified in the low gradient apparatus (Fig. 1) and resulted in
cellular coupled growth with varying degrees of interface curvature. The microstruc-
ture within a typical cell of one such alloy, Ni - 20.5 w/o Cb - 9.2 w/o Cr - 2,21
w/o Al, is shown in Fig. 20. The amount of v' present was determined by areal
analysis on four electron micrographs and averaged 35.6 percent by volume.

Using a higher gradient in the liquid, i.e. 250-350°C/cm derived from the use
of a water spray ring shown in Figs. 2 and 3, all bivariant alloys investigated,
Table I, could be grown with a planar liquid solid interface provided the growth rate
was appropriate. The plane front microstructure of two more y/y'-§ quaternary alloys,
Ni - 19.7 w/o Cb - 9.0 w/o Cr = 1.0 w/o Al and Ni = 20 w/o Cb - 6 w/o Cr - 2.5 w/o
Al after directional solidification at 2 cm/hr in the high gradient furnace, are
shown respectively in Figs. 21 through 24. One notes an interesting comparison for
the transverse sections in that the lower chromium alloy, Figs. 23-24, has less
regular interfaces between the lamellar phases which is typical of the y-§ eutettic
microstructure containing ~32 percent by volume NisCb (Refs. 22,37). The high
chromium alloy, Figs. 21-22, more closely resembles morphologically the y'-§ eutectic
microstructure which contains ~4l volume percent NiyCb (Ref. 1). The volume per-
centage 6 NigCb present in these bivariant alloys was again determined by lineal
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Ni3 Al (¥) PRECIPITATION HARDENED, NICHROME (») — Ni3 Cb (§) EUTECTIC
Ni—-20.5Cb—9.2 Cr—2.2 Al

FIGURE 20
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MICROSTRUCTURE OF THE D.S. BIVARIANT ¥,7"-4 EUTECTIC
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analysis of electron photomicrographs of plastic replicas from transverse sections.
The Ni - 19.7 w/o Cb - 9.0 w/o Cr - 1.0 w/o Al alloy averaged 42.5 percent by volume

8 while the Ni ~ 20.0 w/o Cb - 6.0 w/o Cr - 2.5 w/o Al alloy averaged 37.3 volume per-
cent §. Both alloys contained both gobular y', NijAl precipitates and what morpholog-
ically appears to be lath-like y'' b.c.t. NizCb precipitates (Ref. 25) within the ¥y
nichrome lamellar matrix. The lath-like phase resides parallel to the {100} and

{110} planes of v.

As will be discussed later in the mechanical behavior section, a slight reduc-
tion in columbium content was made to the Ni - 20.0 w/o Cb - 6.0 w/o Cr - 2.5 w/o
Al alloy to provide improved low temperature ductility. This resulted in the y/y'-§
alloy composition: Ni - 19.7 w/o Cb - 6.0 w/o Cr - 2.5 w/o'Al. A specimen of this
composition was directionally solidified at 0.9 cm/hr and examined by high resolution
microscopy. The percentage § NisCb was found to be approximately 33. Some § platelets
forming a Widmanst#tten structure near eutectic grain boundaries were observed as well
as disc-like y'' and gobular Y' type precipitates. This suggests ways the system has
of reducing the columbium supersaturation. Slow ¢ thickening kinetics appear to
limit the thickness of the § phase which under equilibrium might be expected to occupy
over 50 percent of the volume.

From the above measurements of volume percent §, the composition of the y/y'
matrix was calculated from the lever principle assuming negligible solubility of
chromium in 8. The composition of the y/y' matrix thus computed was Ni, 12.4 w/o Cb,
9.1 w/o Cr, and 3.4 w/o Al. Additionally an alloy whose matrix lamellae would contain
approximately 16 w/o Cr and 3 w/o Al was computed. This alloy, Ni - 19.5 w/o Cb -
10.5 w/o Cr - 2,0 w/o Al, may possess improved oxidation resistance by virtue of its
ability to form a large amount of Aly03.

3.3 ¥/y'-§ Grain Growth and Orientation

The y/y'-S eutectic composites grown from the melt in this program contained
various microstructural imperfections, e.g. subgrains and lamellar faults - the struc-
ture and suspected origins of which have been treated in some detail in Ref. 38. One
interesting observation noted for all the y/y'-§ alloy compositions directionally
solidified in the high gradient apparatus was the absence of competitive grain growth.
A montage of the 1.27 em (1/2 in.) transverse sections of the y/y'-$ alloy, Ni - 19.7
w/o Cb - 6.0 w/o Cr - 2.5 w/o Al, illuminated in a manner to illustrate the changes
in grain orientation along the 20 cm of growth, is shown in Fig. 25. Microstructural
examination shows the presence of no larger eutectic grains at the end of growth than
those present after the first centimeter. Evidence was obtained on three different
y/y'-8 compositions that indicated one preferred crystallographic relationship between
the phases is developed.
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MONTAGE MACRO GRAIN STRUCTURES OF y/y’ — § (Ni — 19.7 w/o Cb — 6.0 w/o Cr — 2.5 w/o Al)
TRANSVERSE TO GROWTH

(DISTANCE FROM NUCLEATION)

d) 8.265 cm FIGURE 25 h)18.415 cm
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A thin foil of Ni - 20.0 w/o Cb - 5.5 w/o Cr - 2.5 w/o Al prepared perpendicular
to the growth direction is shown in Fig. 26. Selected area diffraction performed on
the eutectic phases singularly and together as shown in Fig. 26 indicated the pre-
ferred growth direction was [liO]Y||[100]6. The interface plane was parallel to
(111)y and (010)s. This relationship confirms that previously found (Refs. 1,22,41,
42,43) for both the y-§ and Y'-8 eutectics.and indicates that the cleavage plane of
§ and one primary slip plane in y will be parallel to the stress axis of specimens
tested parallel to growth. Splitting of the y/y' diffraction spots indicate that
a difference in lattice parameter exists for these phases of the Ni - 20.0 w/o Cb -
5.5 w/o Cr = 2,5 w/o Al alloy, the lattice parameter of the y phase being slightly
larger.

3.4 Mechanical Behavior
3.4.1 Background

Previous studies of the y Ni - § NisCb (Refs. 21,22,41) and the y' NijAl -
§ NisCb (Refs. 1-5) eutectics produced with a lamellar microstructure indicated that
the matrix phase y or y' was strengthened by the presence of soluble columbium, and
the § NisCb present as 32 and 4h volume percent of the respective eutectic structures
served to reinforce the matrix in a composite sense. Twinning in the 6 which leads
to fracture was initiated by slip in the y and y' phases of these systems. The y'
NigAl - § NiyCb pseudobinary eutectic becomes considerably stronger as the lamellar
spacing decreases, and in fact, both the yield and the tensile strength from room
temperature to 1093°C (2000°F) are adequately described by a Hall-Petch correlation
(Ref. 2). The y Ni - & NisCb binary eutectic exhibited approximately an order of
magnitude greater ductility at room temperature, i.e. >10 percent, than has been
observed for lamellar composites of equivalent percentage reinforcement with the
exception of the Ni-NiBe eutectic (Ref. Lk).

3.4.2 Tensile Properties

Six alloys from the y-6 lamellar 'eutectic' family were first chosen for tensile
stress-elongation characterization between room temperature and 1204°C (2200°F). These
alloys listed below in percentage by weight were directionally solidified in the high
gradient apparatus except for the Ni,A1-Ni,Cb alloys #3 and #4 which were produced
in the low gradient apparatus:

#1 Ni - 21,0 Cb - 6.0 Cr
#2 Ni - 20.0 Cb - 10.0 Cr
#3 Ni - 21.0 Cb = 2.5 Al
#4 Ni - 20.8 Cb - 2.8 Al
#5 Ni - 20.0 Cb - 6.0 Cr - 2.5 Al
#6 Ni - 19.7 Cb - 9.0 Cr - 1.0 Al
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TRANSVERSE SECTION OF v (Ni, Cr)/y* NigAl — &, Ni3Cb
(72.0 w/o Ni,20.0 w/o Cb,5.5 w/o Cr, 2.5 w/o Al)
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The results of these tensile tests are presented in Table IX. A series of stress
elongation curves describing the tensile behavior of each of these alloys at tempera-
tures to 1204°C are shown in Figs. 27-32. As strain was measured in most cases by
total crosshead deflection during this initial task of mechanical property screening,
the observed values of the elastic modulus were lower than the true values.

3.4,2.1 Room Temperature Tensile Behavior

The room temperature tensile ductility of § NizCb reinforced gamma nickel-
chromium and gamma/gemma prime matrices contrasted sharply. While only a small degree
of plasticity (<2 percent) was observed in the deformation of Ni,Cr-NisCb specimens
(Figs. 27,28), considerable ductility, i.e. up to 30 percent, was exhibited by speci-
mens of Ni,NizAl-NisCb (Figs. 29,30). This behavior was attributed in part to the
differing amounts of aligned § NijgCb present in each alloy as each matrix individually
exhibits considerable tensile elongation. The volume percentage § in the former alloys
was between 39-43 while that of the latter was approximately 33. Assuming that the
growth directions of the phases and their crystallographic relationships were identi-
cal, as has previously been shown for all analogous 6 Ni3Cb reinforced alloys, the
same cooperative twinning and slip mode of coupled deformation of the interpenetrating
orthorhombic and f.c.c. phases (Refs. L41,45) would be expected for both these mono-
variant eutectic alloys. It had indeed also been observed (Refs. 1-4) that the strain
to failure of the Y'-S pseudobinary eutectic is almost entirely elastic, i.e. ~0.1
percent plastic strain, when the § phase is present in L4 percent by volume. The
Y-8 eutectic on the other hand, which contains approximately 32 volume percent 6,
exhibited extensive ductility, i.e. ~10 percent plastic strain, as shown in Fig. 33.
Examination of room temperature y'-§ fractures has shown that deformation is inhomo-
geneous and only observable in the region local to the fracture while y-8 specimens
deformed uniformly over the entire gage length. Copious twinning and cleavage of §
lamellae on {211} planes was observed for Y-8 (Ref. 45); the same active twinning and
fracture plane was observed in the inhomogeneous deformation of y'-6 (Ref. 2). Since
the amount of plastic strain at fracture decreases with increasing volume percent
reinforcement, fracture of the §, NizCb lamellae may be critical because of the higher
stress at which cracks form and because there is a smaller volume of ductile material
to deform for crack accommodation.

The bivariant quaternary alloys, Ni - 20.0 w/o Cb - 6.0 w/o Cr - 2.5 w/o Al,
and Ni - 19.7 w/o Cb - 9.0 w/o Cr - 1.0 w/o Al, exhibited a decrease in room tempera-
ture ductility compared with that observed in the Ni,Al-Ni3Cb monovariant eutectic
alloys as seen in Table IX and Figs. 32,33. As the room temperature ductility goal
of this program was five percent, the columbium content of the quaternary alloy con-
taining 6.0 w/o Cr was reduced to 19.7 w/o to insure that this property would be met
as shown in Fig. 34. Examination of these two bivariant quaternary alloys on sections
parallel to the gage length indicated that fracture was associated once again with copious
twinning of NizCb eventually leading to fracture in a manner similar to that reported

55



speaIy} nayy paTrnd ¢0'0 i 000°TE< §°18<. = {0ST 2 i TVg°2-adg°02-TN
JBTTaWe T G0°0 2°ST  00T*0S 9°*#E 64TT 2 T TVg°'2-a08°02-TIN
JBTTawRL T0°0 T°6 000°22T ' €9 e 2 . TV¥g°2-4aD8°02-TN
JeTToweT T0°0 L°g ooz gnt 20T G2 2 f  TVg°*2-a08°'02-TIN
JBTToWE T G0°0 9°62  000°HE t°€e 02T 8 € TVS°2-ad0°Te-TIN
JeTTowe ¢0°0 0°h2  000°6H g €€ 61TT 2 € TV$°2-aD0°T2-TN
JBTToWBT 20°0 €°LT 00£°99 L°Sq €60T 2 € TV$°2-aD0°Te-TN
JBTTaWB T 600 92T 00L°LIT 2'1g qT8 2 € TVS'2-aD0°Te-TN
JeTTawe T TO'0 0°62 000°6ST 9°60T G2 2 € TV$°2-ad0°T2-TIN
JelTewe 60°0 €°2T O00T‘EL 71°0$ - €60T 2 . I02T-AD6T-TN
£LuoTod G0°0 ee 052 °¢ 65 6° 0% €60T c = ID2T-A06T-IN
JeTTaweT G0°0 0°9 000°LS €' 6€ €60T 4 - I02T-q06T-TN
£uoTod T0°0 0] 000°T.LT 6°LTT Ge 2 * I02T=AD6T-TN
dtas nay3z paTind G0°0 === 00€°QT< 9°2I< f02T 0T 2 I00T-9002-IN
IBTTWBT  S0°0 6°H 05T SH 2 1e 61TT 0T 2 ID0T-AD02-TN
JeTToWeT T0*0 0] 000°TLT 6°LTT G2 0T 2 ID0T=AD02-TN
£uoTod G0'0 9°¢ oof ‘gL 1S €60T 02 - I06-9002~TN
£AuoTod 600 ¢'g oo ql €°1¢ €60T 0T ! I06-9002-TN
JBTToWeT 60°0 0°9 002°¢09 S TH €60T Z i ID6-A0TS-IN
JeTTaweT ¢0'0 LHT 0 00LEHE 6°€2 02T 2 T I09-q0T2- TN
JBTToWe T ¢0°0 8°¢ 005° 0K 6°Le 6nTT 2 T ID9-90T2-1IN
£uoTod G0°0 4T 00299 9° 6K €60T oc ‘s I09-A0T2- TN
£uoTod G0°0 L°g 000°z2L 9°6H €60T 0T T 109-90TS-TN
JBTTaWBT T0°0 7T 005°2€T 16 S2 € T I09-90TS-TN
-9 ()  (18d)  w/N)OT (Do)  u/wo # o/3n
S3USUMWO) 3 “BuoTq SIN *que, 298y foTTy TUOT3Isodmo)
Butzasayg

Q€ TN-(TYEIN)/ (TN)

Ity UT pa3sd sAoTTy Qb TN-(TVEIN)/(I0°TN) pue

$QOETIN-I) TN PSTITPTTOS ATTBUOTIO8Tq Jo soTyaedoad STTSUS

XI °T9BL

€0-TS9-TLY
€0-6Q0-TLY
TO-TS9-TLY
20-TS9-TLV
710-882-2LV
£0-882-2cLy
20-91S-TLY
20-882-2Ly¥
TO-94S-TLY

RIE-TLY
I20-TT9-0LYV
g60T-0LY
HTO-TT9-0.LV
TO-HHE-TLY
€O0—HHE-TLY
HTO-TT9-0LV
€LT-TLY
TLT-TLY
060T-T.LY
T0-H9€-2Ly
20-79E-TLY
2eE-TLY
ITSE-TLY
20-02E-2Ly

*ON Usmtoadg

56




JBTTOWBT  G0°0 0°6 006°6€ 'Lz 7021 2 g

JBTToWET  $0°0 2°6 00T'69 L° ot 61TT 2 g

£uoTod USTITS 20°0 0°LT 002°g9 0° Ly €60T 2 S

£uoTod 3USITS T0°0 0°9 000°LST €°goT G2 2 S
39TTTJ ur

PaTT8S ‘aBITeweT T0°0 9°T . QOOFLLT & 62 G2 2 S

£uoTod  G0°0 GL°E  00S°LS 9°6€ €60T 2 -

JBTTSWET  $0°0 L*9 o002°92 T°QT 61TT Z 9

JeTTeweT  $0°0 0°#T 009°9¢ e ©02T ot 9

drad nays paTtnd  $0°0 == O0GYERSL € 0B« 6nTT ot 9

3593 uotsoas 3sod  20°0 2°HT 00h°ES 8°9€ €60T 0T 9
3893

uorsoas o3 Jotad  10°0 6°LT 005°2S 2°9¢ £60T 0T 9
3OTTTF UT

PaTTey ‘aBITaweT T0°0 T°T 008°08T H°x2T G2 2 9

G () (vsd) o w/N,0OT (Do) I/ ud #

Squsaumo) 3 *JuoTy sIn *dws, 398y AOTTY
: Jutzosag

(P.,3u0D) XI oTq®r

TVS *2-100°9=-a00° 02=TN
TVS*2-100°9—ad0 " 02=TN
TVS°2-100°9-a00° 02=TN
TVS *2=ID0°9-aD0° 02-TN

TVS*2—400°9-ad0° 02-TN
TVS * 0402 " 6-aDdf * 02-TN
TV0° T-ID0°6-ADL " 6T-IN
TVO*T-ID0°6-a0L " 6T-TIN
TV0*T-ID0°6-a0L *6T-TN
TVO T-IDT*6-a02 " 02-TN

TVO* T=IDT*6~-a02 *02=TN
TVO*T-ID0°*6-aDS * 6T-IN

o/3M
UOT3TSsoduo)

20=L6T-2LY
TO-L6T-2LY
20=06QS-TLY
TO-D6QS-TLY

T10-202-2LV
ILle-TLY
70-L60-2LV
710-080-2LV
20~-080-2LVY
QGe-TLY

g$e~TLY

TO-OHT-2LY

*ON uswioadg

57




L2 MINOHIL
("L y>
("f1°3) - 9NO113
148 (4 oL 80° 90" 14 <0’ 0

i | i §

L0=p9E~LLY
(40 0022) Do ¥0Z1

20~v9E—~1LY 1)4

(400012) Do 6¥LL

REAd VA 4

(45,0002) >, €601

ZW/N 8OlX SS3YLS

20—-0Ze-ZLY
(4 S2) 2,52

I
8
ISd OLX SSIULS

—0Z1L

091

1D % 1M 0°9-90 % 1M 0°TZ-IN ‘¢— 4 ¥04 SIAYND ITISNIL

58




N/NGOLX SS3ALS

o1

L

Zl

gc TINODTA

(*L¥) -3
(*1°3) -~ 9NO13
148 cr oL’ 80°0 90°0 ¥0°0 00 0
T T T T T T 0
— TNV AVIHS QVIUHL o
L0—¥¥E-1LY (4 ,0022) D, FOCTL
| £0~pPE-1LV (4, 0012) D, 6¥11 i
~ —o8
—0Z1
5 —1091
HL0~119-0LY (4, §Z) D ST
00¢

13 %IM 0T-63 % 1M 0°0Z-IN ‘9 — 4 ¥0d4 SIAYNI 3ITISNIL

ISd OLX SS3 YIS

59




B W/N gOLX SS3AULS

62 TMNOIL
9NO13
9€°0 ze'0 8Z°0 ¥Z°0 0Z'0 91°0 Z1°0 80°0 i
cj — - 5 . | _ _
({ o
v0—88Z-2LY £0~88Z~ZLY

Z= (300022) 2, v0ZI (400012) 246711

{4 o

4 ( NMMMW..NE |\ 20-9vS—1LV

o M (450002) 5, £601

m f—

9

N p—

o

6

10=9¥S=12V O 1 SO S

oL (4o52) 2,57 Y=

_Ll

oy

08

OLX SS3¥1S

€

‘

ISd

0zl1

09l

IV %IM $7-Q0 % IM 0°T2-IN ‘ ¢ = ,4/4 404 SIAYND ITISN3L

60




Z4/N gOLX SSTALS

oL

0€ H¥NHIL

"L1¥)>
(*1°3) - 9N013
¥L°0 b 1] oLo 80°0 90°0 ¥0°0 ¢0°0
| | T 0
- . ——— - - ——
(4,0022) D, v0ZL €0—LS9~LLY
Hov
(4 0012) D 6¥LL €0—S80—LLY
o o
T
K4 — 08
i A o i (1141
¥ (4 00s1) d>, §18 10—-159-1LV
3
™ e
(4 §£) D sz T0-LS9—-LLY
o o
B —09%1

SIYNIVYIANIL SNOIYYA L1V IV % LM 8°2-0D % IM 8'0Z-IN 2 —,4A /4 ¥04 .mm>m=o 37ISN3L

ISd ¢ OLX SS3ALS

61



W/NGOLX SS3ULS

T€ HYNOIA

"Ly
(-1°3) - 9NO13
820° ¥Zo° 0zo° 9L0° (A0} 80° y0* 0
T T T I T T 0
8SZ—1LV volowolNN<
Au_OOOONv Uomoo— An_o OQNNV UovON_.
70-080—~ZLY (1)4
(4, 0012) D 6VLL ¥VIHS AVIUHL
S'er
08
0L
H02CL
S0l L 1091
L0~0¥L—ZLY L
(4 s£) 2 st
08l

IV % IM 0°T—1D % LM 0690 % 1M L'6I-IN ¢ — ,4/4& Y04 SIAYNY ITISNIL

ISd (OLX SS3ALS
62




W/N GOLX SSTULS

S0l

ct HMNDIA

Ly
(*1'3) -~ 9NO13
82°0 yT 0 0T°0 91°0 zL°0 80°0 v0°0
I ! I |
z0-L6l-TLY
(d40022) o, vozl
10-L61-TLY

20—2685~1LV (4 000Z) D, £601 (4, 0012) 3, 6¥1L

Jd3L1L3IW0LD3T1d43a

a3iovo z_<~_._.m-\

10-2685~ 1LV
(4, §L) 2, 5T

10~z0z-zLV  (d4,52) D,

IV % IM S2—10 % 1M c.wlﬁau % 1M 0°0Z-IN ' € -4 /4 ¥04 SIAYND FTISNIL

~

o
©

0zl

=091

00z

ISd .0LX SS341S

63




ZY/N ,0L —ss341S ‘0

€€ HUNDIA

% — NIVYLS * 3
0L 8 9 24 7 4 0
0 T ! 0
|
ot |
Be "
oc- |
( |-utw §0*0 =3) DpE60L
omﬁ _ ' ® b a
: -
ov | 409 %
! @
oSk | |
| | 08 =
09 (%
|
0L | — 00l
|
o e T (|-urw 10%0=2) UNLVYIJWIL WOOY
— 0Cl
06}
orl

ly/wd 0z 1V Q314100 ATIVYNOILI3YIG
qOFIN-IN ¥04 ISNOJSIY NIVYLS SSIULS 9.£60T ONV JUNLVYIJWIL WOOY

64




900

€ HENDIL

NIVHLS

S0°C ¥00 €00 ¢00 100 0

I I I _

0c

ov
W/N 0LXgpZ =3

— 001
— 02l
— ovL
$S3HLS AT3IA %Z'0

— 091

p, A — 08l

00c

4y/un € 1V A30NA0Hd (IV 0/M G'Z2—1J 0/M 0°9—qD o/m L'6L—!N)

9-,A/4 404 IAHND NIVHLS—SSIHLS TVYNIANLIDNOT IHNLVHIJWIL WOOYH

1sd g0l X SS3HIS

|-G¢

- 09

|- GL

— 001

- acl

ZW/N ;0L —SS3HIS

65




for Y-8 (Ref. 21). Photomicrographs representative of deformation near the fracture
surface and within the gage of specimens tested at room temperature are shown for both
alloys in Figs. 35 and 36. The etchant used to reveal the § twinning (etchant A) was
that reported by Gangloff et al (Ref. 41) and consisted of 35 ml HNO;, 2 ml HF and

63 ml HpO0. Etchant B consisted of 40 ml HC1l, 3 ml HNOz, 5 ml H,S0, and 52 ml H,0 and
was used to bring out the gamma prime as well as the § WidmanstHtten precipitates.

Twinning and cleavage of the &, NiyCb phase was also observed throughout the
gage length on repl%cas. Within the obvious coarse twin boundaries, fine twins
spaced hundreds of Angstrdms apart were found. Twinning in the y phase adjacent to
the §, NigCb lamellae in areas partially denuded of' y' was also occasionally noted.
Thin, plate-like 6 precipitates with a Widmanstdtten morphology were observed, Fig.
37, which decorated the octahedral habit planes of the y/y' matrix particularly near
eutectic grain boundaries. This observation together with the knowledge of the
crystallographic orientations as previously described above permitted the indirect
identification of the § twin plane by a single surface trace analysis (Ref. 46).
Further observations of the deformation processes were made on foils prepared from
within the gage of a specimen strained approximately five percent at room temperature
as shown in Fig. 38. Dislocations and faulting on the (010) planes of NisCb were
observed indicating that slip on this plane occurred as previously noted by
Grossiard et al (Ref. 45) in deformation studies of the Y-8 eutectic. Thus two
mechanisms were observed to operate cooperatively in the plastic deformation of
NigCb lamellae at room temperature, i.e. {211} twinning and 010 slip.

3.4.2.2 Elevated Temperature Tensile Behavior

The tensile strength of two of the stronger y/y'-§ alloys determined from initial
screening tests were studied in greater detail over the temperature range 25-1235°C
(T0-2255°F). The alloy compositions Ni - 19.7 w/o Cb - 6.0 w/o Cr - 2.5 w/o Al and
Ni - 21.75 w/o Cb - 2.5 w/o Al were directionally solidified at 3 and 38 cm/hr
respectively in the high gradient growth apparatus. The strength and ductility
measurements including reduction in area are presented in Tables X and XI and Figs.

39 and 40. The tensile strengths of the strongest identified superalloys of the
conventionally cast and directionally solidified classes are included in Fig. 39 for
comparison purposes. Both of these alloys exceed the strength of all nickel-base
superalloys above 1500°F and one is stronger at all temperatures studied. This com-
parison is expected to become more favorable especially at intermediate temperatures
after appropriate heat treatments are made. The strength of both y/y'-8§ alloys exceeds
the program goal of 120 MN/m? (17,000 psi) ultimate tensile strength at 1235°C

(2255°F) by 90-99 MN/m? (13,400 and 14,800 psi).

The ductility of the monovariant eutectics, Ni - 21.0 w/o Cb - 2.5 w/o Al (Fig.
29), Ni - 21.75 w/o Cb - 2.55 w/o Al (Fig. 40) and the bivariant Ni - 19.7 w/o Cb -
6.0 w/o Cr - 2,5 Al (Fig. 39) did not exhibit as marked an inversion with
temperature as indicated in the previous studies on the binary eutectic y-8§ (Refs. -
22,41). The first monovariant eutectic, Ni - 21.0 w/o Cb - 2.5 w/o Al, exhibited
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LONGITUDINAL SECTION NEAR FRACTURE OF ROOM TEMPERATURE TENSILE
DEFORMATION OF y/y' — & (Ni — 19.7 Cb — 6.0 Cr — 2.5 Al)

{(a) TWINNING MORPHOLOGY, 6—Ni; Cb CLEAVAGE AND
INTERFACIAL DECOHESION (ARROVW), ETCHANT A

(b)y, v/ PRECIPITATE MORPHOLOGY, ETCHANTS A & B
FIGURE 36
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LONGITUDINAL ELECTRON MICROGRAPH OF ROOM TEMPERATURE TENSILE SPECIMEN

ILLUSTRATING 6§ PHASE TWIN MORPHOLOGIES, TWIN BOUNDARY CRACKING AND

WIDMANSTATTEN 6 AND GOBULAR Y’ PRECIPITATION

2.5 w/o Al

a) WITHIN TYPICAL EUTECTIC GRAIN OF Ni - 19.7 w/o Cb - 6.0 w/o Cr -

b) NEAR EUTECTIC GRAIN BOUNDARY

FIGURE 3T
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TRANSMISSION ELECTRON MICROGRAPH OF ROOM TEMPERATURE TENSILE SPECIMEN
TRANSVERSE TO STRESS AXIS (5% TOTAL STRAIN)

BOTH 211 TWINNING AND 010 SLIP DEFORMATION MODES EXHIBITED IN Ni; Cb

FIGURE 38
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ULTIMATE TENSILE STRENGTH — 108 N/M2
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10

TEMPERATURE DEPENDENCE OF ULTIMATE STRENGTH , ELONGATION
AND REDUCTION OF AREA FOR 3 CM/HR D.S. EUTECTIC SUPERALLOY,
Ni—19.7w/o Cb—6.0 w/o Cr—2.5 w/o Al
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TEMPERATURE DEPENDENCE OF ULTIMATE STRENGTH, 0.2% YIELD STRENGTH,

AND REDUCTION OF AREA FOR 38 CM/HR D.S. EUTECTIC SUPERALLOY,
Ni-21.75 w/o Cb-2.55 w/o Al
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a ductility minimum of 11 to 15 percent near 815°C (1500°F) and the second eutectic

Ni -~ 21.75 w/o Cb - 2.55 w/o directionally solidified much faster at 38 cm/hr showed

a minimum in ductility of approximately T percent at 815°C (1500°F) also. The bi-
variant eutectic Ni - 19.7 w/o Cb - 6.0 w/o Cr - 2.5 w/o Al alloy's minimum in tensile
ductility of approximately 5 percent was near 927°C (1700°F) and was observed to be
strain rate dependent (Ref. 42), These reductions in elongation and concomitant reduc-
tion in area were considered to be associated in part with the intrinsic y' ductility
minimum characteristic of most y' precipitation hardened nickel base superalloys,
rather than a basic fracture mechanism change in the cooperative deformation of the
lamellar phases.

At 815°C (1500°F) deformation was characterized by intense translamellar shear
bands concentrated in the necked region of the gage length. Twins parallel to the
{211}5, whose width increased with increasing temperature as noted in a Ni - 19.7
w/o Cb = 6.0 w/o Cr - 2.5 w/o Al specimen tested at 815°C (1500°F), are shown in the
longitudinal sections, Figs. 41,43a. At 2000°F other twin and possibly slip systems
were operable, and broader and more irregular twin traces were observed. Extensive
local 6§, NizCb lamellae damage occurred within very broad deformation bands as shown
in Figs. 42 and 43b. Voids were observed only near the fracture surfaces.

Because a definite improvement in the creep strength of the y/y'-8 alloys was
derived from directional solidification at faster velocities, as will be discussed
below, experiments were designed to optimize the freezing velocity of the Ni,Al-NisCb
alloy (Ni - 21.0-22.2 w/o Cb - 2.5 w/o Al) prior to creep testing. The tensile
strengths of specimens, directionally solidified at rates between 2 and 100 cm/hr
were measured at 1093°C (2000°F) at a very slow strain rate (€) of 0.005 min~! and
are presented in Table XII. This slower strain rate was used to evaluate the 1093°C
tensile strength in order to more closely approximate creep conditions. Thus the
absolute strength values are below those values reported for tests at € = .02-.05
min‘l, Tables IX and XI. The results of these experiments are also graphically pre-
sented in Fig. L4 and do not include the 100 cm/hr data point as is discussed below.
A slight monotonic increase in strength was noted with the decrease in interlamellar
spacing which corresponds to an increase in freezing velocity as was previously ob-
served (Ref. 2). A slight but measurable decrease in tensile elongation was noted
which accompanied the increasing trend in strength with decreasing interlamellar
spacing.

After close examination of the microstructures of the specimens directionally
solidified at various rates from 2-100 cm/hr it was noted within the specimen pro-
duced at 100 cm/hr (Fig. 17) that primary y existed near grain boundaries of coupled
composite y/y'=8. The other specimens contained less or no primary y or §. Thus
considering the values of strength and ductility for the 100 cm/hr specimen as con-
servative, then the inference of a slight trend upwards in strength and downwards
in duectility with increasing solidification velocity appears justified.
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LONGITUDINAL SECTION NEAR FRACTURE OF 815°C (1500 °F) TENSILE SPECIMEN (A72-244)

|50gm|

(a) TRANSGRANULAR DEFORMATION BANDS AND CRACKING,
ETCHANT A

(b) BEHIND FRACTURE SURFACE, ETCHANT A& B

FIGURE 41
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LONGITUDINAL ELECTRON MICROGRAPHS OF ELEVATED TEMPERATURE
TENSILE SPECIMENS NEAR FRACTURE

(Ni—19.7 w/o Cb — 6.0 w/o Cr — 2.5 w/o Al) PRODUCED AT 3 cm/hr

b) 1093°C (2000 °F) STRESS AXIS HORIZONTAL  L___10um |

FIGURE L3
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To assess any change in volume fraction which may have occurred during rapid
solidification as a result of the dissolution kinetics of columbium, the volume
percentage 6 Ni3zCb present in representative alloys of Table XII was measured by
quantitative metallography. The § NijCb lamellae were cut from high resolution elec-
tron photomicrographs of replicated transverse sections and weighed. The volume
fractions presented in Table XIII were computed from the weight fraction of the §
NijCb present in the photomicrograph. Within the spread in values obtained and the
accuracy of this technique applied to such a small volume of sample, no significant
change in the volume fraction of & NijCb with freezing velocity changes are believed
to exist. The freezing rate of 38 em/hr (15 in./hr) was chosen as an a2lloy condition
since the maximum value of hot tensile strength was found for this specimen.

3.4.3 Stress Rupture

The results of the constant load stress rupture tests conducted on the alloys
screened in Task I are presented in Table XIV. Larson-Miller parameters (constant
= 20) for the representative alloy conditions were computed and summarized with the
comparison alloys D.S. Mar M200, TRW-NASA VIA, D.S. Co,Cr,Ni-TaC, and D.S. Y'=§ in
Fig. 45, The aligned lamellar alloys which contained both chromium in solid solution
and aluminum in the form of y' precipitates within the matrix lamellae possessed the
greatest rupture lives at 1149°C (2100°F). One Y/y'=S alloy, Ni - 21.0 w/o Cb = 2.5
w/o Al, indicated improvement in rupture life resulting from the decrease in lamellar
spacing achieved by directional solidification at 5 em/hr compared with that found
for a similar alloy grown at 2 ecm/hr. This result together with the previously des-
cribed improvements in hot tensile properties and observed low critical value of the
G/R processing ratio led to the choice of this alloy for further creep rupture char-
acterization. The Y/Y'-S alloy, Ni - 19.7 w/o Cb - 6.0 w/o Cr - 2.5 w/o Al, was also
chosen for further characterization due to its greater strength.

Longitudinal sections were prepared through the stress rupture fractures of
representative Y/y'-8 alloys and are shown in Figs. 46-49, At 11L49°C the {211}
twin traces were absent throughout the gage. More diffuse twinning of § was observed
and is shown in Fig. 49, photographed in polarized light. Extensive bands of severe
plastic deformation were manifested by recrystallized matrix areas observed within
them, Fig. 47. For alloys which contained as much as 2.5 w/o Al, the gamma prime
precipitates were observed to coarsen especially near the fracture surface, Fig. 48,
This observation of stress-assisted coarsening of gamma prime was made by comparing
the size and distribution of the precipitates within the gage with those within the
threaded ends of the specimen, both of which were at the same temperature for the
same length of time,
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Ni-21,0 Cb-6,0 Cr (3 CM/HR) HIGH GRADIENT
Ni~21,0 Cb~2.5 Al (5CM/HR) HIGH GRADIENT

Ni-21,0 Cb-2.5 Al (2 CM/HR) LOW GRADIENT

Ni-20.8 Cb—2.8 Al (2 CM/HR) LOW GRADIENT !
Ni=20,0 Cb=6.0 Cr—2.5A1 (2CM/HR) HIGH GRADIENT

Ni-20,0 Cb~5.5 Cr—2.5 Al (5CM/HR) HIGH GRADIENT
Ni-20,0 Cb-60Cr~2,5 Al (2CM/HR) CELLULAR, LOW GRADIENT
Ni=19.,5 Cb~9,0 Cr~1.0 Al (2 CM/HR) HIGH GRADIENT

FIGURE L5

84

STRESS — 107 N/M?



LONGITUDINAL SECTION THROUGH FRACTURE OF STRESS RUPTURE SPECIMEN
(A72—-325-04) Ni — 21.0 Cb — 2.5 Al; STRESS = 86 MN/mZ (12.5 KSI); 1149°C, TIME
TO RUPTURE 51.3 HOURS

FIGURE 46
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LONGITUDINAL SECTION THROUGH FRACTURE OF STRESS RUPTURE SPECIMEN
(A72—-187-02) Ni — 195 Cb — 9.0 Cr — 1.0 Al; STRESS = 104 MN/m

11499C, TIME TO RUPTURE 38.1 HRS

2 (15 KSI):

1504m;

FIGURE L7
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LONGITUDINAL SECTION THROUGH FRACTURE OF STRESS RUPTURE SPECIMEN

(A72—202—02) Ni—20.0 Cb—6.0 Cr—2.5 Al; STRESS = 104 MN/mZ (15 KSI),
1149°C TIME TO RUPTURE 46.3 HRS

Al 1.5, v\ S aep ) S S

mlt'——-i-—.‘.—\——._._."_ \ Pt
A\ et

» o’

FIGURE 48
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LONGITUDINAL AREAS REVEALING Ni3Cb TWINNING IN STRESS—RUPTURE
SPECIMEN (A72-202—02) Ni — 20.0 Cb — 6.0 Cr — 2.5 Al IN POLARIZED LIGHT;
STRESS = 104 MN/m2 (15 KSI), 1149°C

AWAY F
(a) ROM FRACTURE, ETCHANT A ONLY U104 m)

(b) ADJACENT FRACTURE, ETCHANT A AND B Uoum
FIGURE L9
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3.4.4 Creep Rupture

The results of vacuum creep tests conducted at various temperatures between
815-1200°C for the two Y/Y'-8 alloys, Ni - 19.7 w/o Cb - 6.0 w/o Cr - 2.5 w/o Al
and Ni - 21.75 w/o Cb = 2.55 w/o Al, are presented in Table XV. The stresses for
these tests were selected to cause failure in between 50 and 200 hrs. The time to
0.1, 0.2 and 0.5 percent strain, failure elongation, and reduction of area are also
reported therein. A typical creep curve for the Ni - 19.7 w/o Cb - 6.0 w/o Cr -
2.5 w/o Al tested at 1093°C (2000°F) and 138 MN/m? (20,000 psi) is shown in Fig. 50.
The Larson-Miller parameter data of Table XV are plotted in Figs. 51 and 52 for
the y/y'-S8alloys, Ni - 19.7 w/o Cb - 6.0 w/o Cr - 2.5 w/o Al, directionally solidi-
fied at 3 em/hr and the Ni - 21.75 w/o Cb - 2.55 w/o Al directionally solidified at
38 em/hr, respectively. For comparison purposes an averaged rupture curve for each
'eutectic superalloy' was determined and plotted in Fig. 53 with the current repre=-
sentative superalloys D.S. Mar M200 (Ref. 40) and NASA TRW VIA (Ref. 39) together with
other strong 'eutectic superalloys' D.S. yY'-8§ (Refs. 1,2) and D.S. Co,Cr,Ni-TaC
(Ref. 6). It can be seen that the y/y'-8 alloys exceed all known superalloys in rup-
ture strength, a fact which further suggests that these 1in situ composites have
potential for use in turbine blades/vanes operating at temperatures higher than
those currently used. This success has been largely the result of the persistent
application of essentially Edisonian techniques to an increasingly complex alloy
problem, All the strength goals of this program have been successfully met with
this alloy system.

3.4.5 Thermal Fatigue and Expansion

To assess phase stability of vy /y'-§ alloys and their resistance to thermal
fatigue cracking and delamination under conditions of thermal cycling, a specimen
of Ni - 19.7 w/o Cb = 6.0 w/o Cr - 2.5 w/c Al (A72-323-02) was cycled 3000 times
between 400-1120-400°C (750-2050-750°F) in 2.1 minutes in a specially constructed
thermal cycling test rig where the specimen is heated resistively and cooled with
an argon jet (Ref. L47). No externally induced stresses are present in this test as
it was designed to examine damage resulting from internally generated stresses,
After 3000 cycles no microstructural damage to the reinforcing Ni3Cb lamellae was
observed. The strength and ductility measured on this specimen after cycling was
516 MN/m2 (74,800 psi) and 24 percent respectively at 1093°C (2000°F) which compares
favorably with hot tensile tests of this material in the as-directionally solidified
condition, Table X. Additional specimens of both y/y'-§ alloys, Ni - 19.T7 w/o Cb -
6.0 w/o Cr = 2,5 w/o Al and Ni - 21.75 w/o Cb - 2.55 w/o Al, were cycled 3000 times
between L400°C/min/1120°C max (T750°F min/2050°F max), in 2.1 minute cycles and tested
in vacuum creep rupture at 1093°C (2000°F). The rupture lives measured after cycling
were within the low range of the scatter of the virgin as-directionally solidified
materials. No microstructural damage of the § reinforcing phase was noted but
coarsening of the gamma prime precipitates was observed after cyclic plastic defor-
mation of the matrix had taken place. It should be noted that this thermal fatigue
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STRESS - psi

LARSON MILLER RUPTURE CURVE FOR v/7Y’-6
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LARSON MILLER PARAMETER — RUPTURE CURVES OF VARIOUS § — Ni3Cb

REINFORCED ALLOYS AND COMPARISON SUPERALLOYS
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test produces no bulk thermal stresses (as occur in parts of varying cross section)
nor are external mechanical stresses imposed - both of which are present in actual
turbine engine environments,

The thermal expansion of y/y'-§, Ni - 19.7 w/o Cb = 6.0 w/o Cr - 2.5 w/o Al,
was measured over the temperature interval 25-1000°C in the direction of growth as
shown in Fig. 54, The mean coefficient of thermal expansion of the y/y'-§ alloy
is 14.4 x 1078/°C which is less than that of nickel superalloys which have coefficients
of the order of 16 x 10~8/°C but greater than that for y'-8 (Ref. 2). The as-
directionally solidified material is thus not free of internal stresses since
ONi,Ni3Al > Ni3Chb and the matrix will be under some residual tensile stress after
growth, On heating the § should be placed in tension and the Y/y' matrix into com-
pression. As the crystallographic interface planes between the eutectic phases
are also the favored precipitation habit planes in this system, the local shape
of the lamellar interfaces does not change as primarily columbium atoms are cyclically
diffused into the matrix lamellae from the §, Ni3Cb lamellae and back again due to
differences in the mutual solid solubility of these phases at elevated temperatures.
No account at this time can be taken for the stress assistance to diffusion in the
interfacial region where locally high deformation gradients exist due to differences
in coefficients of thermal expansion. In comparison, the phases of the refractory
metal monocarbide-nickel and cobalt 'eutectic' systems do not possess this coincident
relationship between the preferred eutectic growth interfacial planes and the pre-
ferred precipitation habit planes. This incompatibility leads to the development of
serrations after thermal cycling to a temperature where an appreciable mutual solid
solubility of the carbide in the matrix phases exist. These serrations grow in size
with increasing number of cycles at a constant maximum temperature or at a constant
number of cycles with ever increasing exposure temperatures (Ref. 48). This type of
damage to in situ composites is a recognized source of great concern and must be taken
into consideration in the design of future alloys (Refs. 4T,49).

3.4.6 Impact Strength

Subsize Charpy V-notched impact tests were performed at room temperature on as-
directionally solidified (3 cm/hr) and heat treated Ni - 19.7 w/o Cb - 6.0 w/o Cr -
2.5 w/o Al in the direction normal to phase alignment as indicated in Figs. 55-58.

The specimens 5 mm by 10 mm possessed one-half the cross sectional area of the standard
ASTM Type A Charpy (single beam) impact test bar and conformed to the recommended sub-
size design (Ref. 19). The heat treatment consisted of an exposure to 850°C (1560°F)
for 1500 hrs in vacuum. The notched impact values before and after heat treatment
were 2.3-1.6 J (1.69 and 1.19 ft-1bs) respectively. Examination by both optical and
scanning electron microscopy indicated no changes in microstructure, i.e. new phases
or coarsening. The fracture mode in both instances was characterized by cleavage of
the §, Ni3Cb lamellae and ductile fracture of the y/y' matrix as shown in the montages
of Figs. 55 and 56. More extensive twinning within the §, NisCb lamellae was observed
within the unheat-treated specimen especially in the vicinity of the notch.
Widmanst¥tten § precipitation was observed along octahedral planes within the y/y'
lamellae. These fine plate-like precipitates could be resolved only by replication
and subsequent electron microscopic examination.
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FRACTURE SURFACE MONTAGE OF v/y’ — & (Ni — 19.7 w/o Cb — 6.0 w/o Cr — 2.5 w/o Al)

SUBSIZE CHARPY IMPACT SPECIMEN TESTED AT ROOM TEMPERATURE
2.28 JOULES (1.69 ft—Ibs)

FIGURE 55
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FRACTURE SURFACE MONTAGE OF v/y' — & (Ni — 19.7 w/o Cb — 6.0 w/o Cr — 2.5 w/o Al)
SUBSIZE CHARPY IMPACT SPECIMEN TESTED AT ROOM TEMPERATURE AFTER 1500 HOURS

EXPOSURE AT 850°C, 1.5 JOULES (1.11 ft—Ibs)

FIGURE 56
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Preliminary results on full sized V-notched Charpy impact specimens of Ni -
19.7 w/o Cb = 6.0 w/o Cr - 2.5 w/o Al have indicated at least a 2.7 J (2 ft-1b)
impact strength at room temperature and 8.1-10.8 J (6 to 8 ft-1bs) at root attachment
and airfoil temperatures respectively (Ref. 28).

Subsize Charpy V-notched specimens of as-grown (38 cm/hr) and heat treated
Ni - 21.75 w/o Cb - 2.55 w/o Al were again tested in the direction normal to the
phase alignment, The notch impact energies measured before and after heat treatment
(1500 hrs exposure at 850°C) were 13.3-7.7 J (9.85 and 5.75 ft-1bs) respectively.
Examination by both optical and scanning electron microscopy indicated no coarsening
or new phases in the microstructure. Each fracture surface displayed both ductile
fracture of the y/y' matrix and cleavage of the §, NijCb lamellae and exhibited marked
off-plane cracking at eutectic grain boundaries as shown in Figs. 57 and 58. Less
extensive grain boundary decohesion normal to the fracture surface was observed after
heat treatment, Fig. 58. This alloy thus displays improved impact toughness compared
with conventional and directionally solidified nickel-base superalloys (Ref. 40), and
Co,Ni,Cr-TaC alloys (Refs. T,49) despite the presence of over thirty percent of thin
aligned, more brittle lamellar reinforcement. It is also considerably tougher than
the Ni - 19.7 w/o Cb - 6.0 w/o Cr - 2.5 w/o Al, y/y'-S alloy and indicates the large
range of impact toughness achievable in the y/y'-8 system at room temperature.

3.5 Oxidation
3.5.1 Isothermal

Oxidation tests in still air were performed on y/y'-s specimens of Ni - 21.75
w/o Cb - 2.55 w/o Al, Ni - 19.5 w/o Cb = 9.0 w/o Cr - 1.0 w/o Al, and Ni - 19.7 w/o
Cb - 6.0 w/o Cr - 2.5 w/o Al at 1000, 1100 and 1200°C for periods of 5, 50, 200 and
500 hrs. Hastelloy X (Ni - 22 w/o Cr - 18.5 w/o Fe = 9 w/o Mo - 1.5 w/o Co - 0.6 w/o
W - 0.5 w/o Si - 0.5 w/o Mn - 0.1 w/o C) was examined as a reference alloy. All
specimens were lapped with 600 grit paper. The results of these tests are presented
in Table XVI and graphically in Fig. 59. There was one feature of the oxidation reac-
tion in common for all y/y'-S§ alloys at these three temperatures. This was the cracking
and spallation of the external scale on cooling to room temperature. The spall
weights, measured after each exposure, are presented in Table XVII. In general an
increase in spall weight was observed with increasing exposure temperature and time
at temperature for each y/y'-8 alloy. The addition of chromium was very beneficial
to the static oxidation rate of each y/y'-$§ alloy containing aluminum. Macroscopic
observations of the spalling and the total thickness changes (both sides) were made
on polished cross sections of each sample tested and are recorded in Tables XVIII and
XIX. The alloy depletion measured as mm/side during static oxidation for three alloys,
Ni - 19.7 w/o Cb - 6.0 w/o Cr - 2.5 w/o Al, Ni - 21.75 w/o Cb - 2.55 w/o Al, and
Hastelloy X were plotted as a function of time and temperature of exposure in Figs.
60-62. The alloy depletion zone thickness measurements represent the depth per side
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FRACTURE SURFACE MONTAGE OF v/y' — & (Ni — 21.75 w/o Cb — 2,55 w/o Al)
SUBSIZE CHARPY IMPACT SPECIMEN TESTED AT ROOM TEMPERATURE,
13.31 JOULES (9.85 ft—Ibs)

r 10mm I

2um]|

FIGURE 57
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FRACTURE SURFACE MONTAGE OF y/y' — & (Ni — 21.75 w/o Cb — 2.55 w/o Al)
SUBSIZE CHARPY IMPACT SPECIMEN TESTED AT ROOM TEMPERATURE AFTER
1500 HRS EXPOSURE AT 850°C, 7.7 JOULES (5.7 ft—Ibs)

FIGURE 58
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Table XVI

Specific Weight Change (mg/cm?) (Exclusive of Spall) of
Various y/y'=8 Alloys After Isothermal Oxidation

5 hr 50 hr 200 hr 500 hr

Ni-21.75w/oCb- 1000°C 5.2 mg/em?  13.6 mg/em?  30.6 mg/em? 42,2 mg/cm?
2.55w/0Al 1100 75 21,k 43.9 67.2
(AT2-807) 1200 16.7 53.8 106.5 (=132 L)
Ni-19.5w/oCb- 1000 - - - 6.1
9.0w/0oCb-1.0w/0Al 1100 - - - 8.7
(AT72-559) 1200 - - - 33.5
Ni-19.T7w/oCb-6.0 1000 .9 1.8 3ol Tl
w/oCr-2.5w/0Al 1100 1a2 3.2 4.8 1022
(A72-628) 1200 2.4 T2 16.8 29.6
Hastelloy X 1000 - 0.75 12 139

1100 - i1 1.6 B D

1200 - 253 4.0 2.3
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Ni-21,75w/oCb-
2.55w/0Al
(AT72-807)

Ni-19,.5w/0oCb-9.0
w/oCr-1.0w/oAl
(AT2-559)

Ni-19,Tw/oCb-6.0
w/oCr-2.5w/0Al
(AT2-628)

Hastelloy X

¥did not spall

Specific Spall Weight of Various Y/y'-$ Alloys
After Isothermal Oxidation

1000°C
1100
1200

1000
1100
1200

1000
1100
1200

1000
1100
1200

Table XVII

5 hr 50 hr 200 hr 500 hr
~0 mg/cm? ~0 38.2 67.3
~0 k9,2 Th,1 170.2
36.8 172.1 * 88.3
- - - 15.7
- - - 18.7
- - - 53.8
~D ~0 2T 177
<0 1.9 6.1 26.2
l.5 dil%3 02 83.8
~0 ~0 ~0 ~0
~O ~O ~O ~O
“'O -5 oh “'O
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Table XIX

Depletion Zone Thickness Measurements from Microscopic
Observations after Isothermal Oxidation

Alloy Temp Original Thicknesses Depletion Zone Thickness(mm)/side
wt/o og (mm) 5 hr 50 hr 200 hr 500 hr
Ni-21,75Cb-2.55 1000 1,00-1,37 0.05 0.16 0.27 0.29-,.32
Al 1100 1.10-1.37 0,05 0.18 0.30 0.41
1200 1,00-1.37 0.19 0.3k ind. ind.
Ni-19.5Cb-9.0 1000 1.32 - = - D18
Cr-1.0A1 1100 Tx3L - = - 0.16
1200 1.34 - - - ind.,
Ni-19.7Cb-6.0 1000 1.27-1.30 0.02 0.03 0.06 0.095
Cr-2.5A1 1100 15.3041,32 0.03 0.05 0.08 0.13
1200 1,30-1.40 0.05 0.07 0.25 0.345
Hastelloy X 1000 0.66-0.76 - 0.005 0.008 0.01
1100 0.T7Lk-0.78 £ 0.015 0.025 0,045
1200 0.78-0.83 - 05095 % 0,11 0.36

ind. = indeterminate due to total consumption
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to which oxidation attack denuded the §, NijCb lamellae from the homogeneous lamellar
eutectic microstructure as shown in Fig. 63. No internal oxidation spikes or prefer-
entially deeply oxidized 6, NizCb lamellae were noted under these test conditions.
Once again the improvement in penetration resistance by the chromium addition to the
Y/Y'=-8 alloys containing nominally 2.5 w/o Al was quite marked. Total consumption

of the Ni - 21.75 w/o Cb - 2.55 w/o Al test specimen was observed after a 200 hr
exposure at 1200°C. In contrast the alloy depletion zone of the y/y'-§ alloy, Ni -
19.7 w/o Cb = 6.0 w/o Cr - 2.5 w/o Al, behaved more like Hastelloy X, an alloy whose
oxidation is controlled by the growth of an external Cry03 scale which is more vola-
" tile than Al,0; at 1200°C (Ref. 50).

To find the appropriate oxidation law, the static oxidation results were plotted
on a cubic and parabolic scale., The oxidation kinetics were best described by an
initial parabolic relationship for about 200 hrs. The significance of this conformance
to a parabolic rate law is not clear but the resulting rate constants can be used to
compare them with other phases common to superalloys (Ref. 50). Such a comparison
is shown in Fig. 64 where it is apparent that the parabolic rate constants for the
Y/Y'=6 alloy containing no chromium were greater than that of pure nickel while that
of the 6 w/o chromium containing y/y'-8 alloy was of the same order of magnitude as
those for the oxidation of Ni - 30 w/o Cr and Ni - 30 w/o Cr -~ 2 w/o Al alloys.

The spalled oxide products as well as the oxidized surface of specimens tested
at 1100°C were examined using X-ray diffraction. Diffractometer traces identified
the presence of NiCbO,, NiO and other unidentified more complex oxides for the y/y'-§
alloy containing no chromium and CbCrO,, NiO, Cr,0, and a, Aly,03 for the y/y'-6 alloy,
Ni - 19.7 w/o Cb - 6.0 w/o Cr - 2.5 w/o Al. These phases were in agreement with those
i¢ ntified from previous oxidation studies of y'-§ (Ref. 51) and y/y'-§ (Ref. 52).

T external oxides formed were generally nonuniform in thickness and are shown in
. 63. The presence of a denuded zone below the external oxide layer was typical
all the y/y'-8 alloy specimens examined depending on exposure time and temperature
between 1000-1200°C, Sometimes the retention of the alloy lamellar microstructure
was seen in the oxidation product. While the oxidation kinetics obtained for these
v/y'-8 alloys are considered promising, the metal recession rates are still too
great for such alloys to be used uncoated (Ref. 52).

2 Cyelic

Specimens of the same alloys identified above lapped with 600 grit paper were
exposed for a total of 24 hrs in still air at 1100°C (2010°F), After every hour they
were allowed to air cool to room temperature for typically one hour and returned to
test temperature. They were weighed every four cycles and the change in weight per
unit area which includes the spall weight is reported in Table XX and plotted as a
function of time in Fig. 65. Discontinuities in the weight change curves are evident
due to the uneven nature of the cracking and spalling of the oxide products which
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REPRESENTATIVE SECTIONS OF y/y’—5 ALLOYS AFTER STATIC AND CYCLIC
AIR EXPOSURES OF 1100°C

Ni—19.7 w/o Cb—6.0 w/o Cr—2.5 w/o Al Ni—21.75 w/o Cb—2.55 w/o Al

EXTERNAL — 3
OXIDE

DENUDED——
ZONE

a) POST 100 CYCLIC EXPOSURES OF 1 HR

Ni—19;7 w/o Cb—6.0 w/o Cr—2.5 w/o Al Ni—21.75 w/o Cb—2.55 w/o Al

100
20 u S
b) POST 200 HOURS ISOTHERMAL EXPOSURE

FIGURE 63
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TEMPERATURE DEPENDENCE OF THE PARABOLIC RATE CONSTANTS FOR ¥/Y" -8 ALLOYS, HASTELLOY X,

PARABOLIC RATE CONSTANT-Kp (g2/cm? - sec)

AND VARIOUS Ni ALLOYS (0 - 200 hrs)

X
~
108 — ~ -
~
~
= ~
~
~N
~
~ e
X 33 v/y'—8 (NoCr)
— ~N
~
~N
‘ ~
109 — ~ o x
~
B PURE Ni (REF. 50)
~
10-10 | —
Y, Ni - 30 w/o Cr (REF, 50)
Y
~
— ~N
o ~
= /1y —8 - ~
— ~ B o™ &
\ \
\ \
~
10-1— K.+
| e ”
~
~
L3 3 %
~
. HASTELLOY X
~
~
e ™ ~ +
~
X v/v'-8; Ni-21.75w/o Cb
10-12— -2.55 w/o Al
O 7/.-8; Ni-19.7 w/o Cb - 6.0 w/o
fena ) B, Ni - 25 w/o Al (REF. 50)
A Ni-30w/oCr-2w/o Al (REF. 50)
+ HASTELLOY - X
10-13 ] | ]
6.5 7.0 7.5
TEMPERATURE ™ x 10% (k™)
FIGURE 64
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Time

4 hr

12
16
20

2L

Table XX

Weight Gain (Including Spall) After Twenty-four One
Hour Exposures at 1100°C (2010°F)

Ni-21,75w/oCb~ Ni-19.5w/oCb- Ni-19.Tw/oCb-

2.55w/0Al 9.,0w/oCr-1.,0 6.0w/oCr-2.5
w/oAl w/oAl

(A72-807) (A72-559) (A72-599)

6.88 mg/cm? 3.19 mg/cm? 1.56 mg/cm?
1015 3.58 1.99
12557 3.92 22T
14,58 4,39 2.64
17.8k 6.26 ST
19.57 6.47 9%
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0.69 mg/cm?
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occurred on cooling. A similar series of experiments were repeated on additional
specimens of the same alloys with an increase in total exposure time to 100 hrs.

After every hour these specimens were allowed to air cool to room temperature in
approximately one hour and returned to test temperature. In this case they were weighed
every 10 cycles and the change in weight per unit area was computed which included
the spall weight (Table XXI) and is plotted as a function of time in Fig. 66. The
trend in the accelerated oxidation attack with cyclic spalling for the y/y'-8 alloys
indicates the desirability of further compositional modification and quinary additions
to achieve a more adherent oxide scale and the development of a coating system.
Microscopic observations of the total thickness changes (both sides) and the alloy
depletion zone thickness (depth per side) were made on polished and etched cross
sections of each sample tested. These measurements are recorded in Table XXII.
Measurements of alloy depletion during cyclic oxidation are further shown in Figs.
60-62 and are compared with measurements during isothermal oxidation, indicating the
degree of accelerated oxidation associated with scale removal on cycling.

As the weight of each alloy specimen plus the oxide product was continuously
weighed in covered Al203 crucibles, no cyclic data was obtained from separate measure-
ments of the specimen weight change alone. As it was deemed desirable to compare
Hastelloy X with Ni - 19.7 w/o Cb - 6.0 w/o Cr - 2.5 w/o Al in such a manner, these
tests were independently performed (Refs. 52,53). The results of 100 hrs of cyclic
exposures at 1000°C are presented in Fig. 67. The Y/y'-8 specimens were weighed
after every four hours of exposure and the solid and unfilled circular symbols in
Fig. 67 represent separate measurements. The deleterious effect of the spalling
oxide scale is not as prevalent at 1000°C for the v/Y'-8 alloy as was observed at
more elevated temperatures.

3.5.3 Sulfidation

Finally, the results of a burner rig vane cyclic sulfidation test on an uncoated
Y/y'-8 alloy (Ni - 20.2 w/o Cb - 9.1 w/o Cr - 1.0 w/o Al) together with various other
uncoated nickel-base superalloys are shown in Fig. 68. The specimens in this test
were held in cycles of 954°C (1750°F) for three minutes followed by heating to 1121°C
(2050°F) for two minutes and cooling to 315°C (600°F) while rotating in a Mach 0.3
jet burner using JP-5R fuel containing 3.5 ppm synthetic sea salt. The subsequent
microstructural examination for alloy depletion indicated that this Y/y'-6 alloy
ranked with the best nickel-base superalloys in resistance to hot corrosion.

Of additional interest was the fact that a tensile specimen, ground from this

erosion bar such that the area of greatest erosion was within the gage, indicated no
decrease in strength measured at 1093°C after 219.5 hrs of cyclic thermal exposure.
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CYCLICAL OXIDATION BEHAVIOR OF Ni—19.7 wt /o Cb—6.0 wt/o Cr—2.5
wt/o Al (y/y'—8) AND HASTELLOY X AT 1000°C

1.5

Y/Y-d (REF.52)4 HR EXPOSURE CYCLES

0.5

HASTELLOY X (REF, 53)
(1 HR EXPOSURE CYCLES)

WEIGHT GAIN — mg/cmZ, EXCLUDING SPALL
|
=]
o

-1.5F
—2.0+
-25
—3.0 1 | | |
0 20 40 60 80 100
TIME — HOURS
FIGURE 67
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IV. CONCLUSIONS

1. Bivariant eutectic alloys located on the y-§ liquidus surface within the
Ni-Cb-Cr-Al quaternary were identified which permitted the production of lamellar
microstructures aligned in the direction of growth. This liquidus surface was found
to be bounded in the pertinent ternary systems by two monovariant eutectic troughs.
In the Ni-Cr-Cb system, this trough extended between the binary eutectic Ni-Ni3Cb
and the ternary eutectic Ni-NbCr,-NizCb, and in the Ni-Al-Cb system extended between
the binary eutectic Ni-NijCb and the ternary eutectic Ni-NijAl-Ni,Cb.

2. Tensile strengths in excess of 210 MN/m? (30,000 psi) were measured for
two Y/y'-8 alloys (Ni - 19.7 w/o Cb - 6.0 w/o Cr = 2.5 w/o Al) and (Ni - 21.75 w/o
Cb - 2.55 w/o Al) at 1235°C (2255°F) which exceeds the contract goal of 120 MN/m2,

3. The densities of all the y/Y'-§ alloys investigated, i.e. 8.5-8.7 g/cm3
were within the contract goal of less than 9.0 g/cm3!

4. The rupture strength of two y/y'-8 alloys defined above, substantially
exceeded those of advanced nickel superalloys, e.g. NASA-TRW VIA and D.S. Mar M200,
at all temperatures tested above T00°C.

5. The ductility of one Yy/y'-8 alloy, Ni - 19.7 w/o Cb - 6.0 w/o Cr - 2.5 w/o Al,
as measured by elongation and reduction in area in tensile tests, met or exceeded 5
percent over the entire temperature interval from room to 1235°C. The second
Y/Y'=8 alloy although displaying lower room temperature tensile ductility exhibited
9.85 ft-1bs impact energy, measured on a subsize Charpy V-notched specimen. This
degree of toughness greatly exceeds that of all cast nickel superalloys.

6. Phase stability and resistance to thermal fatigue cracking and delamination
after 3000 thermal exposures between 400°C min/1120°C max in 2.1 minute cycles was
observed for the two y/y'-§ alloys. Phase stability after prolonged (1500 hr)
exposure at 850°C and exposures in excess of 100 hrs under stress at 1200°C was
exhibited.

T. An inherent resistance to oxidation and high temperature hot corrosion was
exhibited for the y/y'-§ alloy, Ni - 19.7 w/o Cb - 6.0 w/o Cr - 2.5 w/o Al. Although
a coating for this alloy was recommended for its use above 900°C.

8. The structural and chemical homogeneity of both y/y'-s alloys, Ni - 19.7
w/o Cb = 6.0 w/o Cr - 2.5 w/o Al, and Ni - 21.75 w/o Cb - 2.55 w/o Al, directionally
solidified at 3 and 38 cm/hr respectively in a high thermal gradient were found to
be remarkably uniform along their 15 cm length for bars nominally 1.2 cm in diameter.
This observation suggests that biphase lamellar growth in the presence of a boundary
layer is being accomplished under a minimum of convection.
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9., The Ni3Cb phase of the y/y'-§ alloys plastically deformed by twinning on
the {211} planes and slip on the (010) plane when a tensile stress was applied parallel
to the [100]6 over the temperature range 20 to ~1000°C. Above ~1100°C other twin
planes were operable and broader twins were observed.

10. A great insensitivity of composite microstructure to growth rate and tem-
perature gradient was exhibited for y/y'-8 alloys whose compositions resided on the
Ni,A1-Ni3Cb monovariant eutectic trough. A critical G/R ratio of <5°C hr em~?2 was
determined for the establishment of plane front coupled growth.

11. It was demonstrated that significant advances in obtaining a favorable
combination of properties useful for gas turbine applications can be made by
strengthening a gamma nickel chromium matrix hardened by gamma prime precipitates
with an aligned lamellar Ni3Cb phase.

V. ALLOY RECOMMENDATIONS FOR FURTHER EVALUATION

Even though there have been and continue to be concentrated research and develop-
mental programs on other, more refractory materials, nickel-base alloys must still
be considered as the dominant materials for present and near-term high temperature,
load carrying applications such as those experienced in gas turbine engines. Toward
this end, the new Y/y'-8 family of directionally solidified eutectic superalloys may
permit a 100-200°F increase in allowable metal temperature above current superalloys.
One of these alloys, Ni - 19.7 w/o Cb - 6.0 w/o Cr - 2.5 w/o Al, was found to be
superior to all advanced nickel-base superalloys in tension and creep. Although the
longitudinal mechanical properties of this alloy are outstanding, further improvements
in creep and shear strength together with gains in oxidation resistance are envisioned
by optimization of quinary additions. These modifications, which would particularly
benefit the projected utilization of this material in the gas turbine, form the basis
of a recommended, further investigation. An evaluation of the effect of heat treat-
ment and processing parameters on mechanical properties is also strongly recommended.
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