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FOREWORD

The purpose of the RECAT study has been to provide guidance on the direction
future NASA research should take to conserve fuel in the commercial air transport
system. To this end, a number of fuel conserving options was defined, none of
which represents the likely future evolution of the system, but each of which
includes potential elements of a logical future system. Therefore, the predic-
tions of fuel usage, as well as fuel saved relative to the baseline case, should
not be employed to draw conclusions regarding the single best direction for
research. Rather, the reasons why certain options did or did not result in large
estimated fuel savings should be analysed and understood in order to determine
whether a productive direction for research is implied in each case. In the final
UTRC RECAT study report (R76-•912036-16), an attempt was made to restrict the anal-
ysis of results to those areas where clear interpretations can be made and to
stress +e underlying reasons behind those results. This report is a condensed
summai .- the final report, comprising major results and an overview of the study
conduct.

This study was performed by UTRC under contract to NASA, Ames Research Center.
The NASA Technical Monitor was Mx. Louis J. Williams, of the Research Aircraft Pro-
jects Office. Associate contractors in the study were the Douglas Aircraft Company,
Lockheed-California Company, and United Airlines.
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Cost/Be ofit Trade-offs for Reducing the Energy

Consv'aption of Commercial Air Transportation

(RECAT)

ABSTRACT

TbA RECAT study evaluated the opportunities for reducing the energy requirements
of the U.S. domestic air passenger transport system through improved operational
techniques, modified ins-service aircraft, derivatives of current production models,
or new aircraft lasing either current or advanced technology. Each of these fuel-
conserving alternatives was investigated individually to test its potential for fuel
conservation relative to a hypothetical baseline case in which current, in-production
aircraft types = •• e assumed to operate, without modification and with current opera-
tional techniqu.,, into the future out to the year 2000. Consequently, while the
RECAT results lend insight into the directions in which technology can best be pur-
suC:d for improved air transport fuel economy, no single option studied in the RECAT
program is indicative of a realistic future scenario.

Specific fuel-conserving options examined in the study, in addition to the base-
line case, are:

Operational procedures with and without advanced air traffic control (ATC)
Retrofit to, or modification of, current aircraft types
Derivatives of current aircraft types
New near-term aircraft using current technology
New far-term aircraft (propfan and turbofan) using advanced technology

Characteristics of each of these options, as they affect either the aircraft
themselves or the system in which they operate, were developed by associate contractors
in the study effort, and the system effects were analyzed by the United Technologies
Research Center (UTRC). Aircraft and operational characteristics were developed by
Douglas and Lockheed. These data were then reviewed by United. Airlines to
insure consistency and realism in the economic and operational parameters characteriz-
ing each option, and the data were then transmitted to UTRC for systems analysis.

In the UTRC analysis of the air transport system, the fuel-conserving options
were not simply introduced into the future system by mandate; rather, elements of
each option vere accepted into the system only as they could compete in an economic
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sense, 4- lrereby promoting realism as to the air transport system which would evolve
from ea h option. The air system simulation involved the generation of the required
fleet to meet the forecasted travel demand in each of four forecast years --1980,
1985, 1990, and 2000. The forecasted demand is itself affected by the quality of
service offered in each option as measured byfare and trip time; other elements of
the demand forecasting; process involved a modal split among all competing transporta-
tion modes (air, rail, bur,, and automobile).

Complete travel statistics for each option -- passenger flow, _uel consumed,
air system costs, environmental (noise and emission) impacts. and details of the
aircraft fleet -- were computed annually and cumulatively, and were compared with the
baseline case and with each other. The fuel conserving potential of each option is
thus displayed for purposes of evaluation. In addition, other effects of each
option -- demand satisfied, user cost and time, noise and emissions, and required
Government spending -- were evaluated in a benefit cost analysis to add insight into
conclusions derived from energy considerations alone. Based on the results generated
in the system simulation, impacts of each fuel-conservation option on airlines, the
aircraft industry, air travelers, airports, and the Government were quantified, and
regulatory implications assocS.ated with the possible impacts were discussed. Finally,
broad recommendations as to avvilable action relating to the fuel-conservation
effort are offered.

Of all fuel-conservation measures considered, the strict allocation of fuel to the
system, a measure evaluated for the baseline case to test its effect, results in the
most dramatic saving of fuel. This approach manifests itself primarily as a forced
increase in syster load factor, and the magnitude of fuel saving depends on how high
load factor can be raised before service is adversely affected. Fuel allocation is.
of course, not a conservation measure of the kind to which the study is primarily
addressed (i.e., technological fuel-conservation measures), but can be applied, to
whatever degree practicable, to any of the technological options stuOti-d.

The most effective technological option varier with time. In .hv very near
term, between the base year (1973) and 1978, improvements in operational procedures
can save a small amount of fuel but cannot, by themselves, achieve dramatic savings
in the long run (though, of course they can be combined with other fuel-conserving
measures). Ikraever, because of the immediate benefit achievable, and its applicability
in other option~, it is recommended that the operational procedures options be studied
further, partieularly ao to possible costs of implementation.

Given time to develop aerodynamic and reengining modifications, assumed to be
available in 1978, the modification of in-production aircraft results in measurable
savings in the interim period between 1978 and 1988.

10



R76-912036-17

The early development of new near-term aircraft; using present technology would
result in a greater fuel saving than any other option in the period between 1968
and 1998. The nearest alternative 'Jon would be the development of fuel-conserving
derivatives of current aircraft;. 	 total fuel saved would be somewhat less, the
derivative option requires a much 1 	 fleet investment and could be easier to imple-
ment for that reason.

Because new far-term aircraft; using advanced technology could not be developed
for introduction before 1985, at the earliest, that option does not offer as great
a cumulative fuel saving as other options within the study period. Howerer, that option
becomes competitive with the new near.-term aircraft option in about 19G' , A would
be clearly superior beyond the year 2000.

A striking result of the study is the developing need in the late 1980's for a
large-capacity airplane aimed at good economics and low fuel consumption at short and
intermediate stage lengths. The travel growth on high-density routes, many of which
are short- to intermediate-range, together with capacity restrictions at hub airports,
limit frequency growth, thereby requiring large aircraft.

Although propfau aircraft exhibit superior fuel-economy characteristics to
turbofans, the study results did not exhibit a clear fuel saving because of inconsis-
tencies in the input design data. A prime recommendation is that design work be
initiated to provide consistent aircraft, both in terms of technology and aircraft
size, for subsequent evaluation in the RECAP fleet model.

.•
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INTRODUCTION

Since the Arab oil embargo of late -1973 and the consequent energy shortage and
subsequent rise in fuel cost, much attention has rightfully been focused on fuel
conservation measures in all sectors of the economy. Since transportation consumes
some 33 percent of all petroleum fuel, conservation in that sector has been of para-
mount concern, and even though commercial aviation consumes only about 7 percent of
transportation fuel, attention tends to focus on aviation because of its greater
energy intensity as compared with other common-carrier modes.

The emphasis on energy conservation leads to over-reaction on the part of anal-
ys'cs and observers of air transportation. T1,2 fuel-conserving potential of various
measures which hav- been conceived tends to be overstated because individual measures
are often combined and applied to the air transportation system without regard to
their logical implementation within the system. Furthermore, the benefits of such
measures are often accepted without due consideration of the costs associated with
their eventual implementation.

Accordingly, the present study was undertaken to evaluate alternative fuel
conserving measures in a systematic wax such as to reveal the realistic potential of
discrete options with due regard for their economic, social, and environmental costs,
as well as for their fx41-conserving benefits. Such an analysis will assist NASA in
the forjmil.ation of a cost-effective R&D program in energy conservation.

Objectives

The primary objective of the study can be most succinctly stated as follows:

Evaluate alternative fuel-conservation options as applied to the domestic
air passenger transportation system

Collateral objectives include:

• Determine the quantitative effects of implementing selected fuel-conservation
optiono or:

e fuel reqaired by commercial air transportation,

travel demand, and

o fleet requirements out to the year 2000

-3 Investigate impacts of these fuel-conserving options on airlines, manufacturers,
airports, Government, and air travelers

. Consider regulatory implications of selected fuel-conserving options

i
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'	 Stt:.iy Scope
1!.

An understanding of the scope of the UTRC study requires an appreciation of the 	 ^!
overall study organization as structured by NASA. In all, four contractors were	 ;I
selected to carry out separate but interdependent studies. They included two air-
frame manufacturers: Lockheed-California Co. (LCC) and Douglas Aircraft Co. (DAC);
one operator: United Airlines (UAL), and one consultant: United Technologies
Research Center (U'TRC). Although these participants had separate contracts, the
nature of the assigned tasks was such as to require close coordination throughout the
study, including mutual agreement on ground rules and methodology, as well as sharing
of data. The division of responsibility among the RRCAT contractors can be generally
summarized as follows:

Contractor	 Primary Responsibility

Manufacurera

	

	 Aircraft design: modifications, derivatives, new
aircraft

Operator	 Design review; documentation of current aircraft

Consultant

	

	 Demand & fleet forecasting; benefit/cost analysis
of fuel-conserving options

Fuel-Conservation Options

The UTRC responsibility, as stated above, involved the evaluation of a baseline
scenario and five broadly defined fuel-conserving options, where most of these
options also included suboptions to definitively evaluate specific alternatives under
each broad heading. The entire set of fuel-conservation options is summarized in
Tabled, where for convenience the baseline scenario and its variations have been
labeled as Optior_ I, la, and Ib though they are not fuel-conserving options in the
same sense as the others listed.

I

	

	 The fuel-conservation options break down into four broad categories: improved
operating procedures; retrofit to or modification of existing aircraft models;
derivative models of existing aircraft; and newly designed aircraft. The
baseline case considers the nominal evolution of the present air transport system in

^ t

1

5



6

RT6-912036-17

TABLE I

KEY TO UTRC FUEL-CONSERVATION OPTIONS

Otioti Aircraft Available for Assignment

Is Baseline Baseline In-Prod. Models*	 (BIPM)
Baseline Sensitivities

Is	 60¢/gal Fuel BIPM
Ib	 Fuel Allocation LF = 70% "

IIa Operating Procedures: Present ATO BIPM
IIb 11

	 : Advanced ATC "

IIIao
IIIal

Retro/Mod: In-Prod. only
11 	 Aero; Proj. Ret'm'ts.

BIPM

Iiibl "	 "	 Aero + Eng; Proj. Ret'm'ts. it

IIIa2 "	 °	 Aero; Delayed Ret'm'ts.
It

IIrb2 "	 "	 Aero + Eng; Delayed Ret'm'ts.

IVa Baaic Derivative Option B?PM +: DC-9•3OD1;DC-10-10D;L10llL
IVb Without L-1011L 11 11

V New Near-Term Aircraft BIPM +: N80-2001; N80-400L

VIa New Far-Term TP: Pre-1985 Intro. BIPM +: N85-200P
Vlb "	 °	 "	 °: 1985 Intro. ° ": N85-200P
VIc "	 "	 "	 TFs " ": N85-200; N85-5oo
VIA n	 u	 TP + TF „ q : N85-20OP; N85-500
VIe "	 "	 "	 TPs (estimate) " ": N85-20OP; N85-500P	 (est)

I
I

^i

* DC-9-30; B-737; DC-10/L1011; B-71:7-200; B-727-200
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the absence of furthea flue]-conservation measures. Moreover, in view of the
uncertainty of fuel price and availability in the future, several cases were studied
with baseline assumptions except for higher fuel price and/or restricted fuel avail-
ability. In all cases, forecasts were made for the years 1980, 19e5, 1990, and 2000,
and comparisons were made with the base year, 1973• The specific f.aturea of each
option are summarized as follows.

In the baseline option (I) only those aircraft listen in the footnote
(BIPM) were assumed to be available as replacements for retired airplanes and to
accommodate demand growth in the forecast years. As conceived, the baseline option
represents an extension of present aircraft usage into the future, No fuel-conser-
vation measures are enforced, beyond those already being practiced by airlines in

1.973, and no new or derivative aircraft are introduced in the forecast period which
extends to the year 2000. Although thin definition of the baseline option is severe
in that• these assumptions are quite conservative and probably not realistic, it does
rerresent a tractable datum from which to measure the effects of system i1e1.rovements
on fuel consumption. Furthermore, the range of seating capacities covered by the
baseline aircraft is broad enough 02 to 396 seats) to peep flight frequencies within
manageable bounds. These same airplanes were retained as competitors to new end
derivative aircraft in Options Iv to VI; i.e., the fleet forecasting model was pre-
sented with a mix of available aircraft, for assignment to each route, which always
Included at least the baseline in-production airplanes.

A set of sensitivities has also been examined for tho baseline case. Tne effects
of increasing fuel price on demand, fuel usage, and fleet composition were examined,
as were the effects of scenarios in which fuel is assumed to he scarce to the extent
that it is allocated, in varying amounts, to the air transport system.

The Operational Procedures Option (I1) was included to obtain an estimate of the
fuel savings achievable by improvements in ;, line operations. These improvements
are divided into 1,wo categories: Option Ila, which incorporates airline operations and
maintenance measures compatible with the presen t: AI'C syrt.em through relatively minor
adaptations, aad Option Ilb, which combines these measures with an improved ATC
environment asswned to ba in existence by the mid-1980'x.

cptiuns lViturine retrofits or modifications of existing airplanes (Option III)
are also divided into two categories: Option TITs, includes aerodynamic modifications
specifically tailored to each of the taseli.ne . in-prod;teticn aircraft, and Option ITIL
includes thecje rcrcdyriamic changes plus replacement of JTA and JT3I7 engines with
refarr,ed J*"FD engines on first-generation turbojet and turbofan models. In each case,
the lifetimes of the xetrofitted airplanes are extended to reflect the additional
investments ir,eurred by these modifications. Furthermore, new additions to the fleet
also include the changes, so that the entire fleet incorporates the retro/mod features
1y the 193j forecast year.

7
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Derivatives of the fit,-9, D-727, L-1011, and DC-10 airplanen were designed by
the manufacturers for Opcion IV. These derivatives compete with each other and with
their own baseline models for assignments to the 600 city-pair routes in the demand
and fleet assignment process. Although introduced in 1980, these aircraft are not
assumed to be in airline service in large numbers until 1955•

The new, fuel-eonaerving, aircraft designs based on current technology (Option V)
at.d advanced technolo gy (Option VI) are introduced in the early and late 1980'x,
respectively. The near-term designs include aerodynamic and structural improvements
over the baseline aircraft (e.g., supercritical wings and use of .composites in sec-
ondary structure elements) and advanced turbofan engines as represented by the JT10D
and CM56. Further advances are assumed for the far-;erm aircraft, including exten-
sive use of composites in the primary structure, active controls, and turboprop
engines of advanced design.

Relationship to NASA Programs

NASA has traditionally played an important role in providing the technology
which formed the basis for the U.S. dominance in the air transport field. `Phe on-
going NASA R&T program has sought to be responsive to the needs of the air transport
industry well into the future. Thus,'the energy crisis, as it suddenly re-shed the
awareness of the public in late 1973, was already being met on many fronts in the
ongoing NASA R&T program. Nevertheless, the added urgency of the problem, as it was
so dramatically displayed, sparked new interest in energy conservation as it could
affect aircraft fuel usage. Several new programs aimed at improved conventional and
unconventional engines, use of alternative fuels, and increased structural and aero-
dynamic efficiency, were initiated.

In addition, a task force on "Aircraft Fuel Conservatioi; Technology," headed by
J. J. Kramer, of OAST, was estab3ished in February 1975 to consider technological
measures which could improve aircraft fuel efficiency. The report of that committee,
issued in September 1975, outlined a recommended R&T program involving, advanced pro-
pulsion, composites in primary aircraft structures, and the use of laminar flow con-
trol. The effect of these improvements was evaluated by assuming a timetable for
their introduction and computing the potential fuel saving; out to the year ^005.

411ile these results provide an upper limit on fuel savings achievable, a more
conservative estimate must account, for the introduction of new technology at a rate
which is acceptable to the users on the basis of economics and environmental com-
patibility and with due regard for the effect of innovations on travel demand.

The present study attempts tc s.dd this degree of realism for those technological
advances which are common to both studies. however, a one-to-one correlation between
the two studies is not possible because they were done separately with different
ground rules and this study did not include all of the advanced technology considered
in the task force report. Nevertheless, the studies are complementary in nature and,
taken together, aid in the formulation of an R&T program which will improve the fuel
economy of future commercial air transports.

8
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approach

The approach to the study can be stated simply. Each fuel-conserving option
(including the baseline) was treated as a discrete scenario for the future. Fact,
option is characterized by aircraft with known performance and economic charc !r:;air-

istics. These data permit the initial calculation of the required fleet to aLtisfy
the estimated travel in a representative air transport network for several future
forecast years. However, since the definition of the fleet will affect fare, fre-
quency, and trip time which, in turn, will affect travel demand, the fleet assign-
ment process must be performed iteratively with the passenger travel forecast before
convergence on the required i'leet for each fuel -conserving option. Once convergence
is achieved, the system and all of its <:haracteristics, including fuel consumed, can
be computed. These characteristics useful in themselves for evaluation of alterna-
tive options, are also used as input to a benefit/cost analysis in which benefits in
fuel saving can be evaluated in relation to other criteria to result in a benefit/
cost rating which is a single, global measure of the relative merit of alternative
fuel-conserving optlors.

RECAT Model Structure

The process in which this evaluation is carried out is schematically displayed
in Fig. 1. The main parts of the program -- the 0-D passenger forecast, the fleet

Y

	

	 composition, n? l the benefit/cost analysis -- are outlined in shaded boxes, and all
important fr_.i .-o involved in the analysis are shown with arrows indicating either
their effet=s on other factors or their input to major elements of the program.

The passenger demand and modal-split models which are used to forecast origin-
destination (0-D) air demand in a multimode travel. environment were previously
developed as part of UTRC a s Corporate-sponsored program. As shown on the left-hand
side of Fig. 1, these programs rcceyt inputs descriptive of future population and
income growth, as well as characteristics of the candidate intercity travel modes
(air, auto, rail, and bus). These characteristics affect a passenger's choice of
mode as expressed by the disutility* of travel.

,he second modeling procedure, indicated in the center of Fig. 1, is the pass-
enger demand and fleet assignment model. The purpose of this program is to convert
the forecasted 0-D demand to an estimate of the required aircraft on each route in
the air transport network.

Each fuel-conserving option (uppermost box in Fig. 1) is described by a set of
aircraft which may include existing types, modification and/or derivatives of these
types, and new aircraft. In addition, a fuel price or a fuel allocation scheme may
be specified as part of the scenario. Data descriptive of the aircraft are used as
inputs to the calculation of operating cost, and also to make a preliminary aircraft

*Disutility is defined as either I4 total cost of travel (out-of-pocket cost
travel time x value of time) or the total time of a trip (travel time + out-of-
pocket cost/value of time).
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selection (for each route) on the basis of return on investment. (An alternative
means of making the assignment is to use fuel consumption rather Vian return on
investment as the assignment criterion. This criterion would be used, for example,
in a fuel-allocated scenario.) In addition to achieving the beat economic performance
among those aircraft available in the fleet, a mix of aircraft is selected so as to
include a range of ,7assenger capacities.

The operating costs of the airplanes affect the fare level, which is chosen to
provide an acceptable ROI (12 percent) for the total system. Similarly, the tri1
time and service frequencies appropriate to each route, based on the aircraft assigned
in each case, provide the necessary inputs for a refinement of the initial estimate
of the 0-D passenger demand. When this revised demand is used in the passenger and
fleet assignment model, a new fleet is composed, and then the process is repeated
until convergence is achieved; i.e., demand, fare, and system ROI are in equilibrium.

Results for a particular fuel-conserving option provide a "snapshot" of the
total system from which-values of important system parameters can be selected.
Certainly, total fuel consumed is one of these but, in addition, such quantities as
total investment in new aircraft, user costs (fare), operations required at busy hubs,
etc.,are of interest. Knowledge of the system's characteristics provide necessary
inputs to the last of the three modeling procedures indicated in Pig. 1, a Benefit
Cost Model. Using this model, which was developed at UTRC prior to the RRCAT study,
a benefit/cost analysis is performed in order that the implications of each option
can be viewed in terms of its impact on the system, and to put fuel consumption into
perspective with other system costs.

Study Ground Rules and Data Inputs

The study results are, of course, dependent on the assumptions accepted by the
study participants and the aircraft data provided as input to the fleet forecasting
models. A listing of the study ground rules is given in Table II, and an abbreviated
summary of the airplane characteristics used in the fuel-conserving options is pre-
sented in Table III.

11
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TABLE III

' SUPMOY OF AIRPLANE CHARACTERISTICS

Max • Your or 1973 F3yaway.. Flyaway Conti
Other Airplanes	 Capacity Otuge 'introduction, Fleot Oizo Coojp Bent

Carte. Airman. Represented Coate 6t. Mi. Yo ((00 city-pair) $1o 0+ $/vent
119^u-2a00J^^ f

Danelinet	 Out of DC-9-10 70 1400 1966 lib 4,100 58,600
Production D-72T-100 102 2010 1966 286 7,1169 77,300

OC-8-50
q

8_72au120B 139 3480 1961 179 8,600 61,900

Dc-8.6a 0-707-3208 149 5640 1967 no 8.940 60,000

DC-8-61
0-720	 DC-6-30

198 3410 1967 39 10,300 52,000
DC-B-2o

CV-880
139 3035 1958 89 t21G 51,900 i

Turboprop CV-5no/600,F-27, 45 inn 13 0,000 .0 ,'1Gn ^^

Bunedinel In Prod. DC-9-30
FII-227

92 12ad 1967 172 5.150 56,000
111

B-737-200 97 865 3-70 n7 5.620 57,900
B-727-200 132 1795 1968 247 8.490 64,300 !

UC-10-30jplji4y 275 3240 1972 100 20,130 73,200
B-747-200 D-14'1-100 386 5400 1970 (.5 29.140 75,400 ^I

Aero RoGrofit 8-737-2008 97 865 1978 0 51700 56,800

De-9-108 70 140u 1978 0 0.080 --
G

DC-9-308 92 1200 S9T8 U 5.C3't 56,800 It

8.727-1OOR 102 2019 1978 0 0,080

B-727-2008 132 1795 1978 0 0.57D 0"gou
t	

' DC-8 - 5OR BB_T2 81200 139 3400 1978 a 0,150

' DC-8.628 D-7707-3208 149 5610 1978 0 0.150

DC-8-618 196 3470 1970 0 0.150 --

DO-8-20D o-720, Dr,-0_30
139 3635 1978 0 0,150 }

DC-10-IOR L-1011-1 275 3240 1978 0 20.140 74,200 "1

B-747,200R P-741-107 386 5400 1970 0 29,38u 76,100 })

`.. Aero/Engine DC-8-20ER B-720, 0.-0-30 139 3035 1979 a 4.650 -- !

Retrofit DC-d-MR 11_!07-1:00 139 3480 1979 0 4,870 --

DC- 8.61ER U-72 B 198 3470 1979 a 4,870

no-6.62ER D-707_32011 149 5640 1979 0 4.B7O -- j

Derivative DC 9-3001 117 1200 1960 0 0.510 7,700

rd-9-30D2 122 1600 1900 0 1D. "nn R4,3nn
.:

0-727-300 156 2270 1979 0 13.90D 89,140. !i

DC-10-IOD 199 2510 1980 0 1,1,077 9n,890

DC-10-40D 32T 3390 1980 n 35.879 3on,7nn ^(

L-1011-LOW 407 2005 1980 0 2F,97n

L-1011-MIORT POD 1655 19Ra 0 In, 1,10 95,540 ^?

Hew Rear Term 1180-200-T 200 1115D 1900 0 17.2A6 Ar'hL D

080-200-4 200 2900 1900 0 19.706 08,500

!I
,. 880-400-L 400 2895 1960 0 30.471 76,IAn.

New Far Term 005-200 201 2940 1985 0 16, K60 82,1400 ^t

r

1185-350 .357 2940 1985 0 29.On0 01,200 f^-

085-500 512 2940 1905 0 35,310 (9,n09

1185-200?. 200 1190 1985 0 16.775 03,0oO

y "	 An supplied by UAL for 90% winter wind condition. ^.

Includes 15% for sparse. For out-of-production Retrofit ai Aircraft, tabulated cost Is for retrofit only. Y

i

i
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SIGNIFICANT RRSULTS

Although the major ° jective of this study has been to compare technological
alternatives to achieving fuel conservation in the air transportation system, it
has been shown that "actual" fuel usage is not the only consideration. If it were,
then a solution which incurs enormous cost to the system, thereby raising operating
costs and fares, thus reducing demand, would appear most attractive. Obviously,
some balance must be struck between absolute fuel savings and maintenance of a viable
air transportation system.

Comparative Mc-asuras

In this study, several devices have been used to express the relationship
between fuel usage and system costs. Fuel efficiency, expressed in passenger-
miles (or seat-miles) per gallon of i.uel used, is a parameter which is appropriate
to measure system performance as rrgards the way fuel is used. In effect, it
modifies the parameter "actual fuel used" by introducing demand served as a con-
sideration of equal importance. $sYtever, the drawback to fuel efficiency as a
comparative measure is that it ca,uiot be used to determin, cumulative fuel used.

Another device which was employed in the presentation of results is "adjusted"
fuel usage, which is the fuel which would be used to satisfy the baseline demand
at the fuel efficiency of the particular option being examined. With ' 'Uhis parameter
it becomes possible to compare options on the basis of cumulative fuel, and the
problem of demand variations among options is eliminated by normalizing demand to
the baseline value in each case. Thus, adjusted fuel used is a convenient measure
because it permits an estimate of the "savings" in fuel relative to the baseline case.

Finally, the use of benefit/cost ratios has been utilized because it is a means
of bringing additional considerations, such as noise, emissions, and Bove mment
spending, into the comparisons. Fuel, user cost, and trip time enter, directly or
indirectly, into the calculation of disutility which determines demand. Therefore,
these parameters have an implicit effect on fuel used (actual or adjusted) and on
fuel efficiency. However, noise, emissions, and government spending do not enter
into the calculation of these other measures; they are considered only in the
benefit/cost analvtical process.

Comparison of Fuel-Conserving Options

In an attcnmt to summarize the totality of results for all options and to
compare the fuel-conservation potential of each alternative, a set of summary charts
has been prepared in which the measures noted above have been employed. General
results for cumulative demand, cumulative ftael saved, and gain in average fuel

y	 14
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efficiency (average fuel efficiency is defined as the ratio of cumulative demanr2 to
cumulative fuel used) are presented for the near term (1973-1985) in Fig. 2 0 and for
the far term (1973-2000) in Fig. 3. These charts, which also give the benefit cost
ratings for each option, express the differences of each parameter relative to the
baseline case, giving not only the absolute difference in the cumulative parameters
(on the scale), but also the percentage differences (on each bar). An additional
chart, Fig. 4, provides summaries of actual and adjusted cumulative foel savings for
selected options over various segments of the forecast period.

Considering first the near-term results in Fig. 2, note that, in terms of
"goodness", all parameters have been selected to be better when they ere positive
and numerically high. In the case of benefit/cost ratin g_n, numbers greater than
1.0 indicate an improvement relative to baseline values, whereas, in the other
parameters presented, numbers greater than zero represent improvements. Also, results
for the baseline sensitivity options are indicated by dashed lines to differentiate
them from the technology-oriented results. Since fuel price and load factor varia-
tions may also be applied to any other option, these results are not meant to suggest
alternatives to the technology options but additive effects which could be expected
if these measures were adopted in combination with the other options. Therefore,
their inclusion is primarily for reference rather than comparison.

The near-term results show that differences among the technology options are
relatively small. Since derivative and new-aircraft fleets are rather small up to
1985, the beneficial effects of these advanced-technology options are nut evident
in Fig. 2. Respectable fuel savings are achieved by the operating procedures and
retrofit/modification options, but the largest of these savings (Ila) is clearly
due to depressed demand. This leaves only retrofit and modification as practical
methods of conserving fael in the near term. Of the five retrofit/mod options
studied, the best are: IIls.o , in which no retrofits to out-of-production aircraft
are performed, and baseline retirement schedules are used; and Illb l, in which both
aerodynamic and engine retrofits and modifications are performed with retirement-
schedules for out-of-production aircraft delayed only slightly (3-5 years) from
the baseline.

Far-term results, as depicted in Fig. 3, are quite different from near-term
results. Improvements occur in all cases, but the optimum derivative and new-
aircraft options gain proportionally more than Options II and III. The end result
is that the options tend to improve with advancing technology level, i.e., toward
the right in the figure. It is noted that the retrofit/mod options merge to a
common result in the Yong term, with cumulative fuel savings of about 5 percent
and average fuel efficiency gains of about 6 percent. Hoo-rever, the advanced-
technology options achieve considerably more impressive long-term improvements

15



R76- Gi 2036 - 17	
FIG. 2

LL

cr

Z

Lu	 -aC4
	 tA

LW
>	 Lf)	 M

GJLn
000> 

I
-

i CL 	 co

p
0

LAJ
z

	

UJ 	 w

	

V)	 z
< 0

	

cio	 P
Lu 	 0
CC Z

	

LLJ	 0

	

cr >	 '' vi

Lu	
m	 rn

< 
LL	

N	 N

	

_j	 c
CC	 L.LJ	 0	

00

	

< cc 	;^ 	 N

	

LU V)	 )-2 	 LL

	

LL J	 0
0

U)
Lli
cr

LLJ
Cc Lnri
D 70	 ciF
LAJ

U CL

CL Lj

I J-1 %011
LAJ t 	 NOIIV:)OIIV	 # v !	 C! I

> 13n3
LU
to y

Cc z

Z

0	 0	 C)	 0	 U')	 CD	 LO	 C)	 U')	 c

+
LO	 LO	 0	 -	 -	 -	 -

1	 7

	I W-SSV( l 601 ION3833110	 -' Vo 601 03AVS 13n3	 % ADN3101333 13n3

(INVAIG 3AIlvinAoo	 3AIiv1nvyn.,)	 39VH3AV NI NlV9

76-03-71-10

. .. I



•

i

IV

•

mom

ew

R76 912036 11?

s

• J
IL

r 

W OI	 F

t

LL oo

O^ ryĵ p O
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over the baseline case. Particularly notable is Option V which combines the largest
demand stimulation with a reripectable cumulative saving in fuel and, in terms of
average fuel efficiency, ranks with Options We and VId„ The basic derivative
option, iVa, also provides significant improvements over the baseline, and about double
the retrofit/mod improvements.

New Par-Term Aircraft Options (VI)

Pour far-term fuel-conservation options* were ccn.tructed around the new far-
term airplanes identified in Table III. The first two feature the N85-200P,
introduced either in 1985 (Option Vla) or in 1990 (Option V1b). The nominal intro-
duction period for the far-term aircraft was the mid-1980'x, meaning that the first
forecast v;ar in which significant numbers could be in service would be 1990.
Option V!:% was included to test the effect of accelerated R&D on the propfa.1
which miaM result in a pre-1985 service entry for the N85-200P.

The third far-term option, designated Option VIc, is based on the two turbofan-
potirered airplanes entering; service in the late 1980's. Option VId is similar to
VIc. except that the N85-200 airplane is replaced by the N85 . 200P. Although these
aircraft have the same seating capacity, the former has a much longer maximum stage
length, while the latter is more fuel-efficient at short and intermediate stages.
Thus, although only one propeller-driven airplane was provided in the study, it
appears in three of the four far-term aircraft options.

Considering the propfan options first, the summary in Pig. 3 shows that
early introduction of the N85-200P does have a noticeable impact„ The early start
in building the N85-200P fleet results in a considerable difference in fuel saved
between Options Vla and Vlb. In both cases, the baseline airplanes replaced by
the N85-200P are the B-727-200 and DC-10/L-1011; larger and smaller baseline air-
planes are virtually unaffected.

Ebel savings in Options VIc and VId are considerably greater than in the
first Liao cases. However, this is to be expected because these options involve two
new 'far-term aircraft while the first two options involve only one. Furthermore,
the fuel saving advantage of replacing the B-7117 with the N85-500 is considerably
greater than the corresponding saving associated with replacing other baseline
aircraft with the N85-200 and N85-200P. As in the derivative and new near-term

{	 aircraft options, much of the fuel savings can be traced to replacement of the
B-747 with more fuel-efficient designs, particularly on short, dense routes which

i	 require a large-capacity airplane.

x' Option VIe was not simulated, but merely estimated. This case is discussed on
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The annual fuel savings achieved in Options VIc and VTd become quite large by
the year 2000 when almost half 'the fleet consists of the new far-term airplanes.
Although the saving in cumulative fuel used in these two cases does not really take
effect until after 1990, the aavirP, in the last decade of the 27-year forecast period
is very large, resulting in a 12 percent adjusted saving in fuel over the baseline in
both cases. As observed in other options, this latter period tends to dominate
cumulative statistics because demand levels are significamYly higher than in the
early periods -- a consequence of accumulat6d growth in demand (and, therefore, fuel
used) throughout the forecast period.

Comments on Propfan

It is clear from the results of the far-term options that it has not been pos-
sible to treat propfan-powered airplanes fairly in this study. To a large extent,
this is an unfortunate consequence of the lack of consistent assumptions in defining
near-term and far-term technologies, which is, in turn, due to the lack of adequate
propfan data at the start of the study. This technology is only now emerging in
terms of credible performance information.

The results of Option VI may appear to conflict with data which show the N85-
200P to compare favorably with the N85-200 in fuel efficiency. Moreover, the better
fuel efficiency of the N85-200P occurs in spite of the fact that it does not benefit
as much from advanced airframe design (use of composite materials) as the N85-200.
However, the N85-200 also has the advantage of a much greater range, thereby per-
mitting it to compete on many more routes. For this reason, its impact was greater,
although the differences between Options VIc and VId, from which the impacts of
these airplanes can be compared directly, is quite small.

As noted earlier, the lack of a large-capacity airplane with propfan power is a
major impediment to Options VIa and VIb. On this basis alone, a comparison of results
among the far-term aircraft options, or between the propfan cases and other options,
is not valid. In this regard, it might be argued that, on the basis of comparable
airframe technology, Option VIc might better be compared with Option V. However,
lack of a large-capacity propfan-powered design precludes a fair comparison, even in
this case.

Therefore, it appears that further analysis is required to determine the true
potential of t;:e propfan as an alternative to the turbofan. In view of the attrac-
tive fuel efficiency of the N85-200P, it is probable that this potential is signifi-
cant if properly exploited. For example, if it is assumed that a large propfan-
powered airplane would have the same fuel efficiency advantage over a turbofan
powered airplane as it has in the 200-passenger size, and that the economic perfor-
mance is about the same, results for an all-propfan case can be estimated as shown
in Case Vle of Fig. 3• These results, which are indicated by dashed lines to identify
them as estimates, show that significant fuel savings may be achieved with propfans.
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Fuel Saying From large-Capacity Aircraft

For many of the options where large savings in fuel are shown, one of tl!.? moat
important factors has been the replacement of the B-747 on short routes where that
airplane is not fuel-efficient. In view of the major role this changeover assumes
in the study, it Is important to understand how it conies about.

Of paramount importance is the study assumption concerning the future capacities
of major hub airports. Data supplied by UAL for ten major hub airports suggested
only about a 25 percent expected increase in overall capacity for air carrier
movements over 1973. The implication of this estimate is that an increase in
demand of more than 25 percent can be accommodated only by an increase in average
seating capacity of aircraft if extreme congestion is to be avoided. Even if this
estimate is conservative, very large increases in capacity will be required to
handle the demand growth forecasted out to the year 2000.

Using the estimate provided by UAL as a guideline, the frequency rules used
in the fleet assignment program were conceived to restrain growth in air carrier
movements, particularly on the densest routes which invariably involve one or more
major hub airports. The result is that the aircraft assignment algorithm tends to
favor large airplanes on dense routes and small airplanes on lightly traveled routes.
Ftu thermore, many of the densest routes are of relatively short stage length.

The result was assignment of the B-747 to many short-haul routes in the baseline
case. On some important routes, namely short stages involving New York or Washington,
D. C., the B-747 is ruled out because of limitations at LaGuardia and National
Airports. This means that frequencies on some other routes must be farther con-
strained to avoid congestion, thereby resulting in even more extensive use of wide
bodies like the B-747.

An important implication of the use of the B-747 is its relatively poor fuel
efficiency at short stage lengths. A consequence is that the advanced, more fuel-
efficient large aircraft achieve a great fuel saving when assigned to replace the
B-747. This result leads to two significant conclusions: 1) the greatest fuel
savings are achieved by large airplanes, and 2) a large airplane with good fuel
efficiency at snort stage lengths can ;i:ve a great impact on fuel savings.

Benefit/Cost Patina s

When consideration is taken of the benefit /cost ratings, the above comparison
of options need not be qualified. In the near term, Pig. 2 shows that the ratings
are all very close to 1.0, and those technology options which appear most attractive
(ISIao and Mbl ) do not suffer from the additional considerations included in cal-
culating the benefit / cost ratios. There are, however, some gains in relative rank-
ing by Options Iva and V which place them in a, slightly more favorable light. Con-
sidering its moderate fuel saving and superior benefit /cost rating, Option V may be
a good near-term alternative from this broader perspective.

20
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In the long term, (F1 g • 3) the fuel-saving; advantages of the advanced-technology
options are further augmented by their high benefit/coat ratinga. Furthermore, it
appears that Option V achievca a slight edge because it has the higheat benefit/coat
rating (due to much lower Government apendinr relative '.c) Option VI) and close to

'	 the highest fuel efficiency.

Thus, despite the many additional factors considered in the benefit/coat
analysis, the implications are not significantly different than were found in the
earlier comparison made primarily on the basic of fuel navod, thereby enhancing
the confidence with which the study results can be regarded. This rapport is
fortunate because it means that striving to cave fuel is not inconsistent with
efforts to improve the overall air transport system as measured by benefit/coat
ratings.

Actual and Adjusted Fuel Savings

Some additional insights can be gained by comparing the optiions on the basis
of actual and adjusted cumulative fuel savings continuously over the forecast
period. This comparison is made in Fig. It for those technology options which
achieved the best results in Figs. 2 and 3. The advantage of this presentation
is that it makes possible a determination of the beat option for any period out
to the year 2000. Rankings in actual fuel saved :it the previous two figures
appear on the bottom half of Fig. It for 1985 sad 1000. Also indicated are the
numerical standings for all other years. Since the curves intersect in many
places, it is apparent that these numerical rankings are strongly dependent on
the period of years chosen.

Furthermore, it can be seen that the relative standings of the various options
are not the same for adjusted savings as they are for actual savings, Since actual
savings may be somewhat deceptive as an indication of fuel efficiency, the adjusted
savings provide the better comparison. Based on this measure, three options (IIb,
IIIao, and V) are the best alternatives for fuel conservation throughout the period.
However, whereas Ilb is the be*i choice up until 1979 x , it is ultimately the worst
choice (among the options depir.ed) by 2000. Similarly, Option V does not emerge
as the best choice until 1988, and although Option IIIao is dominant in the middle
period, it is a poor long-term choice. Note that, tit the very end of the forecast
period, Option VIc becomes better than Option V by a small amount. However, due to
the steep slope of the Option We curve, it would predominate in later years.

AlthoughFig. It is probably the single most descriptive exposition of the
results which emerge from this study, it must be interpreted with care, Because
the individual options defined for this study are 'very selective, i.e., each one
specifies a particular fuel-conservation alternative, and combinations of options
are not cone i a_red, not one of the individual options, including the baseline, can
be thought of as a i'uture scenario. Therefore, the interpretation of Fig. It must
be that the savings :indicated for any given option are probably the minimum that

* For the period prior to 1980 Options IIa and Ilb are the same.
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might be achieved. Additional savings can be achieved if certain options; are com-
bined, particularly if system improvements, such as Option IIb, are combinc;d with
aircraft technology improvements, such as Options IVa, V, and VI.

Further insight into the relative potential of alternative options can be gained
by examination of the fuel efficiency trends presented in Fig. 5. These curves are
not cumulative results, its in Pig. 4, nor are they gains over the baseline, as in
Figs, 2 and 3; rather, they are actual values of fleet fuel economy for each of the
selected options in each of the forecast years cont , cted by smooth curves to show
the probable continuity. It is evident that a substantial gain is achlcved, even in 	 c
the baseline case, as brought about by both the ground rules of the atudy (load
factor of 58%, 10/90 first class/coach split) as compared with historical (1973)	 t
practice, and the substitution and addition of the more-efficient wide-budy aircraft
into the fleet. The effects of these measures are felt strongly out to about 1980,
but very little further gain is achieved in later years because of the limited oppor-
tunity to introduce a greater fraction of the newer aircraft, and because the wide
bodies are used at increasingly shorter stagen.

Above the baseline are shown the additional gains, in fuel economy achieved by
the alternative options. Crossovers among the options are similar to those seen in
Fig. !r except that the effects of the more advanced options show up immediately upon
introduction of the option rather than as effects accumulate, an in Fib;. 4. Thus,
crossovers occur earlier, an effect most noticeatle in the case of the far-term air-
craft option (Vic) which dominates beyond about 1 119L' rather than 199n, an i.n Fig. 4.

i
Impacts of Fuel -Con;;ervation Options

J

Although the technology options considered in thin study have fuel conservation
as the ma,jcr objective, each option can cr expected to impact the various sectors of
the air transport industry in other ways as well, in particular, airlines,manufac-
turers, airports, and government. The impacts were analyzed 1!y isolating particular
parameters which affect each sector, where the following list shows the parameters
used in each case.

Sector	 'impact Parameter

Airlluea	 Annual Fnplaned Passenrer-Mike
Undepreciated Fleet Value
Fleet Seating Capacity

Manufacturers	 Annual Aircraft I`e.liveries
Annual Value of Deliveries

Airport;;	 Annual Airport Activity
Aul Capacity Used
i?oine Pxposurs

Government Annual fuel Creed
Annual Emissions
Cumulative Spending

Air Traveler	 Pare
Service (Fnplaned Lass=`i)

J
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The impacts are considered in the short term and in the long term, 1985
being used to represent short-term impacts and 2000 for the long-term impacts.
All results ware computed as percentage differences relative to the baseline case;
i.e., the impact measured is the percent change of each parameter relative to the
baseline value.

A convenient summary of the impact analysis is presented in Table IV, which
provides a qualitative picture in a form which may be readily visualized. Those
fuel conserving options which are beneficial to the impacted sectors of the induatry
in terms of advantages in the chosen parameters are identified by plus (+) signs,
where the degree of benefit is roughly proportional to the number of plus signs shown.
To avoid redundancy in the visual presentation, several parameters which are some-
what similar to others on the above list have been omitted and, in the case of airline
impact, two parameters (passenger-miles and fleet value) have been combined by form-
ing a ratio of the former to the latter, a quantity for which a maximum value is
beneficial.

In the short term,,the procedures option (IIb) is strongly beneficial to air-
lines and air travelers, and moderately beneficial to manufacturers. The derivatives
option (TVa) is strongly beneficial to the Government, through fuel savings and low
spending, and moderately beneficial to airports and airlines. The new near-term
aircraft option (V) is strongly beneficial to manufacturers and airports, and moder-
ately beneficial to both the Government and air travelers. The new far-term air-
craft option (VIa) though favorable in emissions and noise, should really not be
considered in the short term because of its late introduction in the 1973-1985 time
period.

In the far term, the weight of beneficial impacts is seen to shift to the
right, with new far-term aircraft options (VIc and VId) becoming strongly beneficial
to the Government and airports and moderately beneficial to air travelers and manu-
facturers. Option V is of greatest benefit to the Government. However, even in the
long term, the derivative option (1Va) is seen to retain significant benefits for the
airlines, the Government (in terms of low spending and moderately low fuel usage),
and airports.

Taken altogether, either Option IVa or V appear to offer the greatest short-
term and long-term benefits in the 1973-2000 time period. Option Ilb, while treated
as a separate option in the RRCAT study, is in reality not an alternative to one of
the aircraft optio`3, but one which could be coupled with any of Options III-VI.
Option VI, introduced as it is late in the period, would be expected to show up best
in the post-2000 ,years.

r,
I y; 25



...	 ...	 .	 ,

.	 R76-912036-17 

§ ).^.

[ w

Pi

^ i+ + $ i $ !
^ $ ƒ ! } } i_

) + { ^

` * } ƒƒ +!! ! } +ƒ !$$ i+

§ ƒ }^

§ ! !¢ ƒ!} + ƒ !+ $ 71 +

ƒ I /+

\ ) } }

§ /\ ƒ ƒ .
Id, a

/ + ^ $	 ƒ }

§  } $ 2 ƒ } ƒ^ $

B ^ m , ) ] / »
w $ ^

,	 §
m®= .^Q CH

,
- " ]

\ ) ) ) ) \ ^\} / / / 0t® a] « j )) \\ ® ))f
.

\\ [\
.

\),)
^) °° ]]\ , ]/ ) e ]]^ ^\

/4 ƒ/k P 5l ) \\ /4 4c

% m {
§...

/

k
:.

\ ) / \ / ^ \ \^26	 :	 , .	 e	 \ \



R76-912036-17
i

'ONCLUSIONS AND RECOMMENDATIONS

Major Conclusions

Arbitrary Fuel- Cons e*vat ion Measures

Increasing the price of iael to the operator, whether introduced as a measure

to save fuel or by virtue of a bona file price increase, does not improve fuel

efficiency because the required fare increase reduces travel demand more than fuel

use.

An arbitrary allocation of fuel is an effective means of reducing fuel and

increasing fuel efficiency. The mechanism is an enforced increase in system load

factor which, if imposed without a fare decrease, can save significant fuel.

However, the effectiveness of fuel allocation is limited to the extent that load

factor can be increased without severely affecting service by rejecting demand. Of

,!ourse, this measure can be combined with technological fuel-conservation measures,

discussed below, to augment the effects of both.

•	 Operational Procedures Improvements

Eased on the relatively coarse estimates provi A.ed in this study, improving

operational procedures, particularly if accomplished in conjunction with an

improvement in the air traffic control system, may achieve a significant (approxi-

mately 4.5 percent) increase in fuel efficiency. The absolute fuel saving is minimal
(slightly over 1 percent) because the improvement in service results in an increase

in travel. However, this measure can be coupled with technological £ue;-conserving

measures, and can be implemented in the near term and at relatively low cost.

Modifications to Current Aircraft

The most effective near-term improvement in fuel efficiency is to modify only

in-production aircraft primarily with improved aerodynamic features (aerodynamic

cleanup, winglets, fairings). Fuel savings of about 3 percent by 1985 are achievable
with a fuel efficiency improvement of about 3 1/2 percent. rar-term savings (to the

year 2000) rise to about 5 percent but are overshadowed, in that time period, by the
potential of other technological fuel-conserving options.

Derivatives of Current Aircraft or New Near-Term Aircraft

Derivatives of current aircraft, specifically a long-body derivative of the

L-1011, or new aircraft utilizing current technology, result in about the same

-

	

	 improvement in near-term (to 1985) fuel economy (about 2 percent). The benefit is
limited because these aircraft cannot be introduced early enough to significantly

influence the system in this time period. In the far-term (to the year 2000), these
i/	 options result in impressive fuel savings (about 9 percent) and increased efficiency

-	
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(11 percer;t for derivative aircraft and 13.5 percent for new aircraft). New aircraft
require a significantly greater expenditure by Government and operators but achieve
service and environmental benefits to the extent that, of the two approaches, they
have the higher benefit/cost rating.

New Par-Term Aircraft

Because they cannot be introduced early enough to have maximum impact by the
year 2000, new far-term aircraft show only slightly greater benefit in fuel saving
(11 percent) and fuel efficiency (14 percent) by the year 2000 than new near-term
aircraft or derivatives. However, because they are fundamentally more advanced air-
craft, and because travel will continue to increase in the future, new far-term air-
craft would, become the preferred option in the post-2000 period.

While the study showed turbofan-powered aircraft to offer greater fuel savings
than propfans, this result is not fundamentally valid. Design of propfan aircraft
utilizing the same aerodynamic and structural technology as the turbofan aircraft,
and in the same size class, would produce slightly better fuel efficiency than that
computed for the new far-term turbofan aircraft option.

r

General

The increase in travel demand, particularly on dense routes, many of which are
short-range, requires large aircraft with good short-range economics and fuel
economy in order to avoid congestion problems at major hubs which have limited
potential for an increase in capacity.

Recommendations

The UTRC portion of the RNCAT Study did not provide a strong basis for the
formulation of technology recommendations. Technology aspects were treated by the
other contractors in the specification of aircraft designs, and these designs were
employed in the fleet forecasts. Nevertheless, s,)me of the primary results of the
UTRC study do have implications for future research and technology effort.

Rec. No. 1: Design of a large-capacity airplane a:.med at good economic and fuel con-
supiption characteristics, specifically for short and intermediate stage
lengths

The increase in travel forecast for the future, particularly for the dense
routes involving major hubs which have limited expansion capability, requires the
use of large aircraft to avoid unduly increasing flight frequency. Despite the
fuel savings that were estimated in the derivative- and new-aircraft options, the
large-capacity aircraft which generated the savings were not necessarily conceived
with good short-stage economics and fuel efficiency primarily in mind. It would
appear, therefore, that even greater fuel savings would be achieved if an advanced
wide-body airplane were designed specifically for the short- to intermediate-range
market.

28
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Rec. No. 2: More precise determination of the cost incurred and fuel saved by
improvements in o perational Procedures

Of all the fuel-conservation alternatives, procedural improvements offer the
most immediate fuel-conservation benefits. Even though the fuel savings which are
achievable by procedural changes may only amount to a few percent, the fact that
early implementation is possible, plus the likely compatibility of procedural
improvements with technology advances, makes this alternative worthy of further
consideration.

It is recommended that further study be made of operational procedures in order
to ascertain the real fuel savings that can be achieved and to identify the costs
involved so that the probable implementation of the procedures can be addressed.

Rec. No. 3: Design propfan- and turbofan-powered airplanes with equivalent techno-
logy assumptions in order that a fair comparison can be made between
these propulsion alternatives

The true fuel conservation potential of the propfan was not determined in the
RECAT study because only one propfan-powered design was incorporated in the far-term
aircraft options, and because the size and airframe technology assumptions of that
design were not entirely compatible with the far-term, turbofan-powered designs.
Nevertheless, on the basis of fuel efficiency, the propfan airplane had an advantage
over an equal-capacity turbofan airplane. Therefore, there is good reason tc believe
that fuel would be saved by switching from turbofan to propfan power if the comparison
were made equitably. It is recommended that several propfan and turbofan desirps be
made with seating capacities from 200 to at least 400, and with completely compatible
assumptions regarding airframe and engine technology. These airplanes would then be
compared as alternative options for further fuel conservation. The more promising
propulsor would then be utilized in the scenario co:.parisons recommended below.

Rec. No. 4: Further study of a realistic acenario (or scenarios) which comb)ne dis-
crete fuel-conserving options for maximum benefit

A final recommendation relates to the question of Low to better estimate the
actual fuel, savings advanced technology will bring. The nature of the RFCAT options
was quite selective; each one provides an indication of the conservation potential.
of one particular development and its implementation, but no single option, including
the baseline, describes a likely future scenario. Therefore, strategies for future
fuel savings cannot be well-formulated on the basis of present RECAT results. Rather,
the best RECAT options should be considered in vario,is _ombinaticns to determine which
options complement each other and which conflict. The potential savings available
from an evolutionary strategy in which procedural and technology improvements are
viewed together, rather than as alternatives, would provide s firmer basis for research
and technology policy formulation. The model assembled in the RI'CAT study, and the air-
craft data which were generated, are well adapted to further analyses of this type.

20
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DATA SUMMARY

It is not possible, in this condensed summary report, to provide more than a
small part of the data generated, by UTRC, in the RECAT study. For a complete

description of the methodology, discussion of results, and presentation of data,

the reader is referred to the final RECAT report, UTRC R76-912036-16.

However, the major results of the study, as presented in earlier sections of
this report, were derived from the running of the UTRC Demand and Fleet Forecasting

Model. The results of those computer runs have been summarized, for all fuel-

conserving options and suboptions investigated, in a series of tables reproduced
herein on the following pages (TablesV-XI). These tables are, to a large extent,
self-explanatory and help the reader to understand the results summarized earlier.
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