A photovoltaic cell array consisting of parallel columns of silicon filaments, each being doped to produce an inner region of one polarity type and an outer region of an opposite polarity type to thereby form a continuous radial semi-conductor junction. Spaced rows of electrical contacts alternately connect to the inner and outer regions to provide a plurality of electrical outputs which may be combined in parallel or in series.

6 Claims, 4 Drawing Figures
PHOTOVOLTAIC CELL ARRAY

ORIGIN OF THE INVENTION

The invention described herein was made in the performance of work under a NASA contract and is subject to the provisions of Section 305 of the National Aeronautics and Space Act of 1958, Public Law 85-568 (72 stat. 435; 42 U.S.C. 2457).

BACKGROUND OF THE INVENTION

1. Field of the Invention

This invention relates to photovoltaic cells, and particularly to a matrix connected arrangement of such cells and electrical output leads.

2. General Description of the Prior Art

The use of photovoltaic cells for the production of power is clearly in its infancy. While the general principles are well known and have been for many years, the fact remains that there is still not available an economically form of photovoltaic device capable of competitively providing power for household or industrial use. The difficulty has been that thousands or hundreds of thousands of cells are necessary to produce sufficient power, and the cost per unit has simply been prohibitive.

It is, accordingly, the object and purpose of this invention to overcome this handicap and to enable the production in a single unitary structure of an almost limitless number of photovoltaic cells at a small fraction of the cost of manufacture hitherto experienced.

SUMMARY OF THE INVENTION

In accordance with the invention, a photovoltaic cell array is constructed of a combination of parallel columns of P and N doped semi-conductor fibers and parallel rows of positive and negative electrical contact members extending across and making contact with the respective P and N doped regions of the semi-conductor fiber columns. There is thus formed an array of photovoltaic cells and electrical outputs from the cells may be combined in series or parallel arrangements to act as buses, and by varying the dimension of the components of the invention in the form of a blanket the high strength of and small size of the filament, filament 36 is formed with alternately doped P and N regions 38 and 40 along the length of each filament. In such case, ohmic connections 42 and 44 are made to electrical output contact members 46 and 48 which may be made by surface welding of the contact members to each filament 36.

From the foregoing, it will be appreciated that this invention provides a solution to the problem of the high costs of making solar cells, by weaving or otherwise positioning in a parallel, planar fashion filaments made of doped silicon fibers with diffused radial or axial junctions. Each solar cell unit may be connected in series with others by means of interconnection wires or attached wire mesh screens. Cells may be made larger or smaller by making the grid electrodes in different ways, "weaving" suitable wires among the silicon filaments to act as buses, and by varying the dimension of the structure. The silicon filaments are flexible and of high strength, hence can be wound on drums for storage in either filament or "blanket" form. Because of the high strength of and small size of the fiber, an array will provide a high redundancy factor. By using resistance heating, or lasers for heating, or RF induction heating, the formation of arrays in flexible blanket form can be automated. Individual cells may be electrically isolated in the blanket through the use of fibers woven in the blanket (as shown) or by means of insulating coatings or by the relative high resistance inherent along the length of a silicon filament. Because of the small diameter of a filament, and with localized laser processing and heating, the time of contact between a hot filament and any supporting structure, such as a processing fixture, can be quite effectively reduced with a consequent minimization of contamination.
Where junctions are exposed by virtue of the removal of material, they would be subsequently treated to prevent exposure by a technique usually referred to as passivation.

What is claimed is:

1. A photovoltaic cell array comprising:
   a plurality of elongated, spaced filaments of semiconductor material, each filament being doped to have spaced regions of opposite polarity type;
   a first plurality of spaced rows of electrical conductors overlying said semi-conductor filaments, and each row being in electrical contact with one polarity region of each said filament;
   a second plurality of spaced rows of electrical conductors overlying said filaments and disposed intermediate to said first-named row and being in electrical contact with opposite polarity regions of said filaments; and
   a first polarity current collecting means connected to said first plurality of electrical conductors, and second current collecting means connected to said second plurality of electrical conductors.

2. A photovoltaic cell array as set forth in claim 1 wherein said semiconductor material is silicon.

3. A photovoltaic cell array as set forth in claim 2 wherein the doping of a said filament is axially spaced to provide alternate P and N regions along the filament.

4. A photovoltaic cell array as set forth in claim 2 wherein the doping is radially spaced to provide an internal doped region of one polarity and an outer doped region of an opposite polarity.

5. A photovoltaic cell array comprising:
   a plurality of elongated, spaced filaments, each filament comprising a semi-conductor material having impurities fused therein to form a diffused radial P-N junction wherein the interior region of each said filament is of one polarity and the outer region of each said filament is of an opposite polarity, a portion of surface being removed at spaced points along each said filament, thereby exposing said interior region;
   a first set of spaced contact members, said members overlying said filaments, and each said lead being an ohmic electrical contact with a row of said exposed inner regions of said plurality of filaments;
   a second set of spaced contact members overlying said filaments and disposed intermediate to said first-named row and being in electrical contact with opposite polarity regions of said filaments; and
   a first current collector bus connected to said first set of contact members, and a second current collecting bus connected to said second set of contact members, whereby the power output of said array is available from said current collector buses.

6. A photovoltaic cell array as set forth in claim 5 wherein said interior region is of a P polarity and said outer region is of an N polarity.

* * *