
A MAXIMAL CHROMATIC EXPANSION ,METHOD JAU 24 I 
OF MAPPING MULTICHANNEL IMAGERY 

INTO COLOR SPACE 

"ade available under NASA sponsorship 
in the interest of early and wida dis- Job Order 73-743 
sermaat~on of Earth R:sources Slurvey 

rogram inlormation and without liab.iU 
f!; arel we made thvreoL" 

Original photography may be puyrchased from: 
EROS Data CeMter 

sioux Falls, SD 

ORIGINAL COTAImNS 

OLOR ILLUSTRATIONS V '-
Prepared -By
 

Lockheed Electronics Company, Inc.
 

Systems and Services Division
 
Houston, Texas
 

Contract NAS 9-15200
 

For
 

EARTH OBSERVATIONS DIVISION tp 

SPACE AND LIFE SCIENCES DIRECTORATE
 

NationalAeronautics and Space Administration 

LYNDON B. JOHNSON SPACE CENTER 
Houston, Texas 

January 1978
 

LEC-10830
 

A MAXIMAL CHROMATIC EXPANSION N78-18484
(E78-10075) 

METHOD OF MAPPING MULTICHANNEL IMAGERY INTO
 
COLOR SPACE (Lockheed Electronics Co.) 13 p
 

CSCL 1.4E Unclas
HC A02/MN A01 G3/43 00075 _ 



24 nO 
OF MAPPING MULTICHANNEL IMAGERY 116--011 

INTO COLOR SPACE 

A MAXIMAL CHROMATIC EXPANSION METHOD 2AN

Ia df available under NASA sponsorship 

inti-e interest of early and wide dis- Job Order 73-743 
sern ton of Earth Rzsources Surrvey 
Prolam iniormation and without 1abbtK 
f!carr use made h-reof." 

Original photography may be purchased from


PiOS Zata Can'Cer



,wux Falls, SD



OgulGINAL COTAINS V



SWAB ILLUSTRATIONS 
Prepared By



Lockheed Electronics Company, Inc.



Systems and Services Division



Houston, Texas



Contract NAS 9-15200



For



EARTH OBSERVATIONS DIVISION



SPACE AND LIFE SCIENCES DIRECTORATE



National Aeronautics and Space Administration 

LYNDON B. JOHNSON SPACE CENTER 
Houston, Texas 

January 1978



LEC-10830



N78-18484
(E78-10075) A MAXIMAL CHEOFATIC EXPANSION 
 
MIETHOD OF HAPPING 1]ULTICHANNEI IMAGERY INTO



COLOR SPACE ilockheed Electronics Co.) 13 p


unclas
CSCL 14E
HC A02/MF A01 
 G3/43 00075





A MAXIMAL CHROMATIC EXPANSION METHOD



OF MAPPING MULTICHANNEL IMAGERY



INTO COLOR SPAC



Job Order 73-743



PREPARED BY



Richard D. Juday 7 R.A. Abotteen


Earth Observations Division, NASA Lockheed Electronics Company, Inc.



APPROVED BY



LEC NASA



Z.AC. 
T. C. Minter, Supervisor y2p00. D.Erickson, Chiefir 
Techniques Development Section Research, Test, and Evaluation


Branch


B. L. Carroll, Manager A.W.-Patteson, Chief


LACIE Development and Exploratory Investigations Branch


Evaluation Department



Prepared By



Lockheed Electronics Company, Inc.



For



Earth Observations Division



Space and Life Sciences Directorate



NATIONAL AERONAUTICS AND SPACE ADMINISTRATION


LYNDON B. JOHNSON SPACE CENTER



HOUSTON, TEXAS



January 1978



LEC-l0830





1 Report No. - 2. Government Accession No. 3. Recipfent's Catalog No 

4. Title and Subtitle 5. Report Date 
January 1978



A MAXIMAL CHROMATIC EXPANSION METHOD OF MAPPING MULTICHANNEL 6. Performing Organization Code


IMAGERY INTO COLOR SPACE 

7. Author(s) 8. Performing Organization Report No. 

R. D. Juday and R. A. Abotteen LEC-10830


10 Work Unit No. 

9. Performing Organization Name and Address 

Lockheed Electronics Company, Inc.


Systems and Services Division 11. Contract or Grant No. 

1830 NASA Road I NAS 9-15200


Houston, Texas 77058 13. Type of Report and Period Covered 

12. Sponsoring Agency Name and Address Technical Report 
National Aeronautics and Space Administration


Lyndon B. Johnson Space Center 14. Sponsoring Agesicy Code


Houston, Texas 77058



15. Supplementary Notes 

18. Abftadt 

A method is developed to linearly transform the Land Satellite data space into the .color


gun space of the film converter so that the data will occupy a maximum volume in a cube


which is defined in the color gun space. Land'Satellite data brightness (using the first
 

row in the Kauth transformation) is aligned with the gray axis of the blue, green, and red


gun space of the production film converter. The Kauth greenness and yellowness axes are


presented orthogonally to each other and to the brightness in the color gun space.



17. Key Words (Suggested by Auhor(s)) 18. Distribution Statement 

Colorimetry


Digital data


Imagc enhancement


Satellite-borne photography



19. Security Classlf. (of this report) 20. Security Classif. (of this page) 21. No. of Pages 22. Price* 

Unclassified Unclassified



*For sale by the National Technical Informatiori Service, Springfield, Virginia 22161


-C Form 1424 (Rev No 75) NASA - JSC



ii 



1. INTRODUCTION



There have been efforts to improve the color film product that is currently



being used in the Large Area Crop Inventory Experiment (LACIE). Most of



those efforts (refs. 1, 2) focused on the gain and bias factors used prior
 


to the generation of imagery. Inthis study, a method is developed to perform



a linear transformation from the Land Satehllle (Landsat) data space into the



color gun space of the film converter so that the data will occupy a maximum



volume in a cube defined in the color gun space. Limitations on the volume



expansion are expressed in terms of placing gun saturation a specified number



of standard deviations from the mean and limiting the expansion ratio so that
 


noise-level variations in the data are not quite visible to the eye. Landsat



data brighthess (using the first row in the Kauth transformation, ref. 3) is



aligned with the gray axis of the blue (B), green (G), and red (R)gun space
 


of the production film converter (PFC). The Kauth greenness and yellowness



are presented orthogonally to each other and to the brightness in the color



gun space.



A description of the transformation involved in this new color film generation



method is presented in section 2. Programming mechanics and examples are



given in section 3. A subjective evaluation of this new product, along with



some remarks, is presented in section 4.



2. DESCRIPTION OF THE TRANSFORMATION



Let xb, xg, and xy be Kauth brightness, greenness, and yellowness, respec


tively. Obtain a, 0, and y as follows: 

(xb - Xb) 255Vr 
aZ ab Zn 

(xg - i--g) 255r 

a Zng 

= 
 (Xy - x;y) 255F2 
ay 2n 

I 



where (_bs,b)' (--, a ),and (7 , a ) are the mean and standard deviation of 
b g 9 xy y



the Kauth brightness, greenness, and yellowness, respectively, and n is the



number of standard deviations to be used for inclusion of the data in the



gun cube. Equation (1)amounts to standardizing the brightness, greenness,



and yellowness, then applying a gain to the brightness so that (xb + nab)



falls within ±255F while applying a gain to the greenness and yellowness



25542


so that (X t n g) and (y ± nay) falls within ±2 . Note that the gray


axis of the PFC color gun cube is of length 255r3.



Let the G, B, and R color guns be three Cartesian coordinates in Euclidean



space, where the bar under G, B, and R is used to indicate a vector. In



equation (1), a is aligned with the gray axis of the color gun cube, i.e.,



it points in the direction from (0,0, 0) to (255, 255, 255) in the space



defined above. Note that (1I/4) a is the component along each of the G, B,



and R color guns. (Notice that since a can take on negative values, the



components of a along each color gun can be negative. This will be compen


sated for later by adding a bias term.) Looking into the gray axis of the



color gun cube as shown in figure 1, is defined as lying in the (R,E)



plane with • a = 0 and C R > 0, where "." indicates the dot product.



Define n as: 


n = xaa (2) 

where "x" indicates the cross product. Angle 6 in figure 1 is the remaining 

degree of freedom with



= (y cos a-s sin 6)J (3) 

= ( cos o + y sin 6)n_i (4) 

where q and iiare unit vectors along the directions of k and n, respectively.



Define i, j, and k as unit vectors along the G, B, and R vectors, respectively.



Resolving a, g, and q into components along the G, B, and R directions



(fig. 2)yields:



a a COS (i + 4 + k) (5) 

sin k + 6 (6) 

2 



y, 8, , and n are all 
I perpen~icular to a. 

y = Cos = n 

Figure I.- Looking into the gray axis of the color gun cube.
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Figure 2.- Resolving 2,, c. and flalong 6,G, and R axes.
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= -cCos 4(i + j)cos 450 (7) 

= ' cos 450 (1 - -0 (8) 

where cos 4 = I/lY, and sin = 2/3. Each of the color gun axes is the sum 

of its components; hence, 

R = a cos )+ C sin (9) 

=
G acos * - g cos * cos 450 + q cos 450 (10) 

B =a cos - cos 4 cos 450 - n cos 450 (11) 

By substituting equations (3) and (4) for g and n in equations (10) and (11)



and then adding a bias to center the color gun distributions in the cube
 


one obtains-


R- sin a 0 + cos y + 255(12) 

G=-a + Isin a+Cos- si 0 cose\ 255 (13)*+ 

-i+ (sine cos 6) (cose + sin 6\ 255 (14) 

3. PROGRAMMING MECHANICS AND EXAMPLES



In equations (12), (13), and (14), it is desirable to compute the R', B', and 

G' color gun values using a method that will quantize the color gun levels 

only once; i.e., just prior to storing those levels on a magnetic tape. In 

fact, once a, a, and y are computed, it is not possible to store them on a 

universally formatted magnetic tape because a, $, and y range from negative 

to positive values. The method used to calculate B', G', and R' is described 

as follows. 

5





Let C: (B', G', R')T, I (255/2, 255/2, 255/2 )T , V= () T, where T 

is the transpose. Define the 3 by 3 matrix M as: 

F(1/V-) (sin 0/VW- cos e/V2) -(cos e/vW+ sin 9/V2) 

M (1/3) (sin e//6+ cos e/v7) (sin iu - cos 6/46I 

(llt) - 2v'-sin v2- cose 
: (Mi) (15) 

Equations (14), (13), and (12),,respectively, can be written as: 

£ = MV + HI (16) 

Let X be a four-dimensional feature vector from Landsat data with mean m and
I 

covariance matrix Ex. Let K be a (3 x 4) matrix formed from the first three

22 2 
 2

,rows of the Kauth transformation matrix. Let ab'a9, and be the first,



second, and third diagonal elements of the matrix KsxKT , respectively.



Define the matrix A as:



A = [ 255/2?2nog 1 (17) 

0 255J/2nay 

The vector v inequation (16) can be written as: 

v = AKX - AKIn (18) 

Substituting equation (18) into equation (16) yields: 

C = AX + b (19)



where



A = MAK (20) 

b a, - MAKin (21) 

Equation (19) was applied to nine LACIE segments with each segment having


four acquisitions in the 1976 crop year. Some examples of the new product



6





as well as the current LACIE product are shown in figure 3. The new product



shown in figure 3 was generated for n = 3 and a = -w/2. The value of 0 was



chosen to be -n/2 in order to align the greenness mostly with the red color



gun of the PFC. In comparison with the current LACIE product, the new



product has more contrast and colors and appears to be brighter. The field



boundaries in the new product are more pronounced than in the current LACIE



product.



4. REMARKS



An image analyst (private communication with W. T. Hocutt of Lockheed Elec


tronics Company, Inc., Systems and Services Division) performed a subjective



evaluation of the new product and reported the following.



a. Most acquisitions showed speckled appearance. This makes field identifi


cation difficult.
 


b. The purple signature in the new product is difficult to define.



c. Insegment 1645, fields that are similar on the current LACIE product are



different on the new product, and fields that are different on the current



LACIE product are similar on the new product. The speckled appearance



in the new product is primarily due to excessive stretching in the yellow


ness direction. The yellowness variance a2 of all acquisitions was


y



examined and found to be between 1.31 and 14.66. A 14.66 yellowness



variance corresponded to about a 2-percent cloud covered acquisition.


2



An acceptable level of speckle was found to correspond to ay = 5.94.



Hence, one way of removing most of the speckle is by multiplying y by a



factor F, where



2


F = (22) 

Max(ay, 6.0) 

This product produces maximal chromatic expansion of data, with certain con


straints. The product is not a "true color" image, two points in data space



that are linearly related do not, in general; share such chromatic attributes
 


as hue and saturation when mapped into color space under this transformation.



7





OP POoa, Q auFp



(a) Current LACIE color film product of segment 1618 in Grand Forks,


Morth Dakota. Acquisition date: August 22, 1976.



(b) N.lew color film product of segment 161W,.



Figure 3.- Some examples of the LACIE current and new color film products. 
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(c) Current LACIE color film product of segment 154I.


July 23, 1976.
Acquisition date: 


New color film product of segment 1541.
(di) 
 

Figure 3.- Concluded.
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