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A radiometer on an orbiting spacecraft derives high 
spatial resolution information from terrestrial and atmo- 
spheric regions. N elements or subapertures on the 
spacecraft transduce electromagnetic energy into elec- 
tric signals.Many or all of the elements are simultm- 
neously illuminated by electromagnetic energy radiated 
from the same region. Identical, parallel processing 
channels are responsive to the N elements. Each of the 
channels includes a variable gain amplifier responsive to 
the signal transduced by its corresponding array ele- 
ments. The gain of each amplifier is controlled as a 
function of the output difference when the channel is 
connected periodically to each of a pair of Dicke noise 
sources, such as resistors maintained at predetermined 
temperatures. Output signals from the different chan- 
nels, indicative of radiation from subregions of the ter- 
restrial region, are combiied phase-coherently to derive 
a further signal that is a replica of the radiant energy 
from the subregion and indicative of the vector sum of 
the energy illuminating all of the elements of the array. 
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DISTRIBUTED-SWITCH D I m  RADIOMETERS 

ORIGIN OF THE INVENTION 
The invention described herein was made in the per- 

formance of work under a NASA contract and is sub- 
ject to the provisions of Section 305 of the National 
Aeronautics and Space Act of 1958, Public Law 85-568 
(72 Stat. 435; 42 USC 2457), and may be manufactured 
and used by or for the Government for governmental 
purposes without the payment of any royalties thereon 
or therefor. 

BACKGROUND OF THE INVENTION 
The present invention relates generally to radiome- 

ters atld more particularly, to an aircraft or orbiting 
spacecraft radiometer including an array of electromag- 
netic energy-to-electric signal transducers that are si- 
multaneously responsive to energy from a terrestrial or 
atmospheric region? which signals are combined phase- 
coherently to attain high resolution information or im- 
ages of the region. 

Orbiting spacecraft have been employed as platforms 
for deriving terrestrial and atmospheric geophysical 
parameters in response to microwave and millimeter 
wave energy derived from terrestrial and/or atmo- 
spheric regions. An electromagnetic wave-to-electric 
signal transducer, in the form of an antenna or an optical 
energy detector, derives a replica of the radiant energy 
given off by the terrestrial region; the replica usually 
has noise-like properties. 

Important properties of such radiometers are the 
spatial and temperature resolutions. The spatial resolu- 
tion of a radiometer is the precision with which the 
radiometer can distinguish signals arising from adjacent 
locations, and is dependent directly on the transducer 
size so that large transducers (antennae) are required for 
high spatial resolution. Temperature resolution, i.e., 
sensitivity, is the precision with which a radiometer can 
distinguish incident radiation intensity levels. For cer- 
tain applications, it is desirable to attain very great spa- 
tial resolution, as well as a high temperature resolution. 

In the prior art, spatial resolutions on the order of 1 
degree of arc in each plane have been attained by utiliz- 
ing transducers including relatively large parabolic 
reflectors or arrays. Theoretically, higher spatial resolu- 
tion can be obtained by increasing the parabolic reflec- 
tor diameter; however, increasing the diameter of the 
reflector causes several problems. In particular, there is 
a loss of temperature resolution with increased reflector 
diameter due to the reduced dwell time per resolution 
cell. When an array is used, there is an additional sensi- 
tivity loss due to lower efficiency and narrower band 
width of the laree arrav. A wide band width radiometer 

I 

is important because 2 the wide band width, noise-like the intervals when the transducer is connected at the 
properties of the radiation emanating from the region of input of the channel, of the amplitude and phase of the 
interest. In order to realize high spatial reSOhtiOn, it iS radiation incident on the transducer of the channel; the 
necessary to employ a detector having a relatively short 60 replica is at an intermediate frequency. 
integration time per spatial resolution element, SO that To scan the array across different subregions, each 
no spatial information is lost in the detection process, channel includes a variable delay element to control the 
but this degrades the temperature resolution. Attempts amount of phase shift introduced by the channel on the 
to increase band width of arrays by the use of special signal transduced by the element. When the signals 
phase shifters and to gain integration time by the use of 65 from the different channels are combined, with differen- 
multiple beam forming networks have been found to tial delay, the effect is the same as physically pointing 
cause lower transducer efficiency, with no net overall the antenna at different subregions of the region being 
increase in sensitivity. monitored at that time. 

SUMMARY OF THE INVENTION 
In accordance with the present invention, a radiome- 

ter on an aircraft or orbiting spacecraft has improved 
5 spatial and temperature resolutions for electromagnetic 

energy from terrestrial sources, such as the ground and 
ocean, as well as for the atmosphere. The radiometer is 
capable of deriving accurate indications of ground con- 
ditions, such as soil moisture, crop type and conditions, 

10 etc., and the state of the ocean, such as wave structure 
and height, wind and sea-surface interface temperature, 
as well as various meteorological parameters, such as 
temperature profiles, water-vapor distribution and pre- 
cipitation conditions. 

The disadvantages of the prior art are overcome by 
utilizing an array of N elements or subapertures, each of 
which transduces the electromagnetic energy from the 
monitored region into an electric signal. The signals 
from all of the elements are simultaneously fed to a 

20 plurality of identical, parallel processing channels. Out- 
put signals from the several processing channels are 
combined together to form signals representative of the 
energy propagated from subregions of the monitored 
region to the array. If desired, the output signals of the 

25 several channels can be combined in different ways, for 
example, by utilizing a Butler matrix, to derive signals 
representative of a number of different beams. 

The specifically described embodiment relates to 
transducing microwave electromagnetic energy into 

30 electric signals wherein the transducer elements are 
antennas. However, it is to be understood that the prin- 
ciples of the invention are equally applicable to higher 
frequency energy, such as millimeter waves, as well as 
optical energy. 

Each of the channels is operated as a Dicke radiome- 
ter and thereby includes a variable gain device respon- 
sive to the signal transduced by the element or subaper- 
ture which feeds the particular channel. The gain of 
each channel is controlled as a function of the difference 

40 in its output amplitude while its input is periodically 
disconnected from its array element and is instead se- 
quentially connected to each of two noise souties at 
known temperatures. The noise sources may be resistors 
operating at a predetermined temperature, electronic 

45 noise sources, an antenna pointed at a "cold" region 
such as the zenith, or any other devices from which . 
black body radiation at a predetermined noise tempera- 
ture is derived. The gain of the channel is controlled 
with a time constant which is much longer than the time 

50 required for the channel to be switched from the ele- 
ment to the noise sources and back to the element. By 
controlling the gain of each channel in this manner, the 
energy incident on the element associated with each 
channel is effectively compared with the energy of the 

55 noise sources so that an output signal of each of the 
channels at the beam-former input is a replica, during 
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22-1 may take any of several forms, such as a diode 
controlled delay line or a ferrite phase shifter. 

It is an important feature of the invention that amplifi- 
cation, in the form of amplifiers 16-1,20-1, can precede 
the delay devices in the signal path so that the noise 5 
added by the delay devices affects the temperature 
resolution of the radiometer much less than would be 
the case if they were used prior to amplification in the 
signal path. It is a further important feature that the 
operating frequency band of the delay elements 22-1, . . 10 
. , 22-N may differ from that of other parts of the sys- 
tem, and may differ, in particular, from the frequency 
band in which antennae 114-1, . . . , 14N are responsive. 
It is a consequence of these features that delay devices 
may be utilized which would otherwise be unsuitable 15 
because they are noisy or do not have a correct fre- 
quency band so that performance may be optimized or 
cost decreased, or both, relative to the prior state of the 
art. 

22-N are combined phase-coherently in beam former 25 
which derives one or more signals that are replicas of 
the amplitude and phase for each frequency component 
of the radiant energy incident on all antennae 141,142, 
. . . , 14-N from subregions of the region under observa- 25 
tion and are replicas of the vector sums of the energy 
illuminating all of the elements subject to the phase 
shifts introduced in the delay elements 22 and the beam 
former. Beam former 25 combines the signals from the 
several channels in such a fashion as to yield the equiva- 30 
lent of one, or possibly several, antenna beam signals. If 
only a single beam is desired, the beam former can be a 
simple signal combining network, such as a corporate 
feed wherein the signals from the different channels are 
vector-summed together. Alternatively, if several si- 35 
multaneous beams are desired, Le., beams having differ- 
ing lobe patterns, a Butler matrix or other multiport 
combining network is employed as beam former 25. In 
such an instance, beam former 20: includes a plurality of 
outputs on leads 26-1, 26-3, . . . , 26-M. If the output 40 
frequency of delay elements 22-1, 22-2, . . . , 22-N is 
incompatible with the properties of the beam former 25, 
the output frequency of the delay elements is coherently 
shifted to an appropriate frequency by a heterodyning 
structure including local oscillator 27 and mixer 28. It is 45 

The output signals of delay elements 22-1, 22-2, . . . , 20 

an important feature of the invention that the operating 
frequency band of the beam former 25 may differ from 
that of other parts of the system, and in particular, may 
differ from the frequency band in which antennae 14 are 
responsive. It is a further important feature of the inven- 
tion that amplification in the form of amplifiers 16 and 
20 precedes the beam former in the signal channels so 
that the noise added by beam former 25 affects the 
temperature resolution of the radiometer much less than 
would be the case if the beam former were used prior to 
amplification in the signal path. 

To enable accurate indications of the energy level of 
each of the beams to be derived, it is necessary for the 
signals supplied by each of the channels to beam former 
25 to be an accurate replica, in amplitude, of the trans- 
duced energy. The relative time delay or phase shift in 
each of the channels must be controlled by delay ele- 
ments 22, an object preferably achieved by providing 
identical local oscillators 18, 24 and 27 for each of the 
channels. To assure an accurate reproduction of the 
amplitude characteristics of the wave transduced by 
element 14-1, in propagating from :he output of horn 

50 
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6 
ers 20-1 and 16-1 are accurately controlled against refer- 
ence values. 

The reference values are established by deriving sig- 
nals from electromagnetic noise radiators at known, 
predetermined noise temperatures. For channel 15-1, 
the radiators are shown in the form of resistors 31-1 and 
32-1 which are maintained at accurate, predetermined 
controlled temperatures Ti and T2. Noise generated by 
resistors 31-1 and 32-1 is selectively coupled as an input 
signal to preamplifier 16-1 by Dicke switch 17-1. Gener- 
ally, but not necessarily, Dicke switches 17-1, 17-2, . . . 
, 17-N are operated simultaneously so that channels 
15-1, 15-2, . . . , 15-N are simultaneously responsive to 
the signals from resistors 31-1, 31-2, . . . 31-N and 32-1, 
32-2, . . . , 32-N, respectively; it is, however, essential 
that the channels 15-1,lS-2, . . . ,15-N be'iimultaneously 
responsive to signals from elements 141,142, . . . , 1 4 N  
while the beam indicating signals are derived on output 
leads 26-1, 26-2, . . . , 26-M. 

With resistors 31-1 and 32-1 connected to the input of 
preamplifier 16-1, synchronous detector 33-1 is ener- 
gized so that it is responsive to the output signal of 
mixer 28-1. Synchronous detector 33-1 derives a signal 
in response to the difference in level of the output sig- 
nals of mixer 28-1 while resistors 31-1 and 32-1 are con- 
nected in circuit with the input of preamplifier 16-1. 
This may be accomplished in a direct comparison, or 
indirectly by intercomparing the three signal levels 
when transducer 141 and noise radiators 31-1,314 are 
connected respectively to the input of preamplifier 16-1. 
Synchronous detector 31 includes conventional storage 
circuitry whereby the signal level derived at its output 
remains constant over time periods which are long 
relative to the switching cycle of Dicke switch 17-1. 
The output of synchronous detector 33-1 is applied as a 
gain control input signal to variable gain preamplifier 
16-1 and variable gain IF amplifier 20-1. Thereby, the 
gains of amplifiers 16-1 and 20-1 remain stabilized while 
the amplifiers are responsive to the signal from antenna 
14-1. Because of the gain stabilization of amplifiers 16-1 
and 20-1, the output signal of mixer 28-1 is an accurate 
replica, except for the delay introduced by delay 22-1, 
of the phase and amplitude of the signal transduced by 
antenna 141. 

To determine the amplitude of the energy in each of 
the beam indicating signals derived on leads 26-1, 26-2, 
. . . ,26-M, the signals on these leads are fed to parallel, 
identical processing networks 341,342,.  . . ,3444 with 
nomenclature arrangements similar to those of channels 
15-1,15-2, . . . , S N ,  whereby a description of network 
34-1 suffices for the remaining networks.' 

Processing network 34-1 includes a relatively long 
integration time amplitude detector 35-1 which derives 
an output signal indicative of the energy level of the 
beam indicating signal on lead 26-1. Detector 35-1 is 
driven by a replica of the signal on lead 26-1, as fed 
through stabilized amplifier 36-1. Detector 35-1 is syn- 
chronized with Dicke switch 17-1 so that it is respon- 
sive to the difference in the coherently added signals 

60 during the time periods when antennae 14 are-con- 
nected to preamplifiers 16 relative to incoherently 
added signals when noise sources 31 or 32 are con- 
nected to preamplifiers 16. In a preferred mode of oper- 
ation, noise source 31-1 corresponds to a temperature 

65 near the brightness temperature of the region being 
monitored; in that case detector 35-1 senses the differ- 
ence in amplitude on lead 26-1 when noise source 31-1 - -  - 

14-1 to the input df beam former 25, the gains of amplifi- is connected to preamplifier 16-1 relative to when an- 
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tenna 14-1 is connected, and the detector is disabled 
when noise source 32-1 is connected to the input of 
preamplifier 16-1. For many applications, amplifier 36-1 
can be responsive directly to the signal on lead 26-1, but 
for certain applications, it is useful to shift the frequency 5 
of the signal on lead 26-1 prior to amplification, a result 
achieved by providing a heterodyning mechanism in- 
cluding local oscillator 37-1 and mixer 38-1. The signals 
derived from the detectors of the several output chan- 
nels 34-1, 34-2, . . . , 34-M may be recorded directly, 10 
processed by a computer, or used in any suitable man- 
ner compatible with the overall design and purpose of 
the system. The output of the several detectors 35-1, 

8 
connecting the noise generating means and the ith ele- 
ment to an input of the ith channel at different times, 
detector means responsive to an output signal of the ith 
channel while the noise generating means is connected 
to the input for deriving a signal level indicative of the 
output level while the resistor means is connected to the 
input, and means responsive to the signal level for con- 
trolling the gain of the ith channel while the ith element 
is connected to the input of the ith channel. 

8. The radiometer of claim 6 wherein the variable 
time delay is preceded by amplification means in the 
signal channel. 

. 

35-2, . . . ,3544 can, for example, serve as a modulation 
source for signals transmitted by spacecraft 11 back to 
receiving stations mounted on terrestrial sphere 12. 

While there has been described and illustrated one 
specific embodiment of the invention, it will be clear 
that variations in the details of the embodiment specifi- 
cally illustrated and described may be made without 
departing from the true spirit and scope of the invention 
as defined in the appended claims. 

What is claimed is: 
1. A radiometer for deriving high spatial resolution 

information from terrestrial, atmospheric or outer space 
regions, comprising an array of N elements for trans- 
ducing electromagnetic energy into electric signals, all 
of said elements being simultaneously illuminated by 
electromagnetic energy from the region, N substantially 
identical, parallel processing channels, the ith one of 
said channels being provided for the ith one of said 
elements, where i is every integer from 1 to N, the ith 
channel including a variable gain device responsive to 
the signal transduced by the ith element and means for 
controlling the gain of the channel as a function of the 
channel output signal while at least one calibrated noise 
radiator is connected to the channel input, whereby the 
ith channel derives an output signal that is a replica of 
the amplitude and phase of radiation incident on the ith 
element, means for combining the output signals simul- 
taneously derived from the N channels while each of 
the elements is simultaneously responsive to the radia- 
tion from the region so that the combining means de- 
rives a further signal that is a replica of the energy 
radiated from the region and a vector sum of the energy 
illuminating all of the elements from the region. 

2. The radiometer of claim 1 wherein the ith channel 
includes variable delay means for controlling the 
amount of time delay introduced by the ith channel on 
the signal transduced by the ith element, whereby the 
beam is scanned over differing subregions of the region 
illuminating the transducers as the phase shift is varied. 
3. The radiometer of claim 2 wherein the variable 

time delay is preceded by amplification means in the 
signal channel. 

4. The radiometer of claim 3 wherein the operating 
frequency band of the variable time delay differs from 
that of the transducer elements. 

5. The radiometer of claim 2 wherein the combining 
means is preceded by amplification means in the signal 
channel. 
6. The radiometer of claim 2 wherein the combining 

means includes means for simultaneously deriving a 
plurality of signals that are respectively replicas of dif- 
fering beams transduced by the array. 
7. The radiometer of claim 3 wherein the means for 

controlling the gain of the ith channel includes cali- 
brated noise generating means, means for selectively 

I 

9. The radiometer of claim 8 wherein the operating 
frequency band of the variable time delay differs from 

15 that of the transducer elements. 
IO. The radiometer of claim 6 wherein the combining 

means is preceded by amplification means in the signal 
channel. 
11. The radiometer of claim 10 wherein the operating 

20 frequency band of the combining means differs from 
that of the transducer elements. 

12. The radiometer of claim 6 wherein the operating 
frequency band of the combining means differs from 
that of the transducer elements. 
13. The radiometer of claim 2 wherein the means for 

controlling the gain of the ith channel includes cali- 
brated noise generating means, means for selectively 
connecting the noise generating means and the ith ele- 
ment to an input of the ith channel at different times, 

25 

30 detector means responsive to an output signal of the ith 
channel while the noise generating means is connected 
to the input for deriving a signal level indicative of the 
output level while the resistor means is connected to the 
input, and means responsive to the signal level for con- 

35 trolling the gain of the ith channel while the ith element 
is connected to the input of the ith channel. 
14. The radiometer of claim 13 wherein the variable 

time delay is preceded by amplification means in the 
signal channel. 

15. The radiometer of claim 14 wherein the operating 
frequency band of the variable time delay differs from 
that of the transducer elements. 
16. The radiometer of claim 13 wherein the combin- 

ing means is preceded by amplification means in the 

17. The radiometer of claim 1 wherein the combining 
means includes means for simultaneously deriving a 
plurality of signals that are respectively replicas of dif- 
fering beams transduced by the array. 
18. The radiometer of claim 17 wherein the combin- 

ing means is preceded by amplification means in the 
signal channel. 

19. The radiometer of claim 18 wherein the operating 
frequency band of the combining means differs from 

55 that of the transducer elements. 
20. The radiometer of claim 19 wherein the operating 

frequency band of the combining means differs from 
that of the transducer elements. 
21. The radiometer of claim 17 wherein the means for 

60 controlling the gain of the ith channel includes cali- 
brated noise generating means, means for selectively 
connecting the noise generating means and the ith ele- 
ment to an input of the ith channel at different times, 
detector means responsive to an output signal of the ith 

65 channel while the noise generating means is connected 
to the input for deriving a signal level indicative of the 
output level while the resistor means is connected to the 
input, and means responsive to the signal level for con- 

4.0 

45 signal channel. 

50 
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trolling the gain of the ith channel while the ith element 
is connected to the input of the ith channel. 

22. The radiometer of claim 21 wherein the combin- 
ing means is preceded by amplification means in the 
signal channel. 

23. The radiometer of claim 22 wherein the operating 
frequency band of the combining means differs from 
that of the transducer elements. 
24. The radiometer of claim 21 wherein the operating 

frequency band of the combining means differs from 10 
that of the transducer elements. 

25. The radiometer of claim 1 wherein the means for 
controlling the gain of the ith channel includes Cali- 
brated noise generating means, means for selectively 

ment to an input of the ith channel at different times, 
detector means responsive to an output signal of the ith 
channel while the noise generating means is Connected 
to the input for deriving a control signal level indicative 

5 of the output level while the resistor means is connected 
to the input, and pleans responsive to the control signal 
level for controlling the gain of the ith channel while 
the ith element is connected to the input of the ith chan- 
nel. 

24. The radiometer of claim 25 wherein the noise 
generating means includes a pair of resistors maintained 
at different predetermined temperatures, and the selec- 
tive connecting mans  includes means for connecting 
the resistors to the ipput at different times. 

connecting the noise generating means and the ith ele- 15 * * * * *  
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