NOTICE

THIS DOCUMENT HAS BEEN REPRODUCED FROM
MICROFICHE. ALTHOUGH IT IS RECOGNIZED THAT
CERTAIN PORTIONS ARE ILLEGIBLE, IT IS BEING RELEASED
IN THE INTEREST OF MAKING AVAILABLE AS MUCH
INFORMATION AS POSSIBLE



<y T e——

7 - ‘7" ‘,__-——"‘
5101-147 DOE/JPL-1012-40
Low-Cost Distribution Category UC-63b
Solar Array Project
(NASA-CR-=162885) GLASS FOR LCH-COST ) N80-19633
PHOTOVOLTAIC SCLAR ARRAYS (Jet Propulsion
Lab.) 65 p HC AO4/HMF AOQ1 CSCL 10A

Unclas
G3/44 47581

Glass for Low-Cost
Photovoltaic Solar Arrays

F.L. Bouquet

February 1, 1980

Prepared for I
U.S. Department of Energy /’

Through an agreement with
* National Aeronautics and Space Administration

»
~ Jet Propulsion Laboratory

tigrz - ‘Calfornia Institute of Technology
0 + Pasadena, California

(JPL Publication 80-12)




R e tiaias cn__ade. . S

5101-147 DOE/JPL-1012-40

Low-Cost Distribution Category UC-63b
Solar Array Project

Glass for Low-Cost
Photovoltaic Solar Arrays

F.L. Bouquet

February 1, 1980

Prepared for
U.S. Department of Energy

Through an agreement with
National Aeronautics and Space Administration

by

Jet Propulsion Laboratory
California Institute of Technology
Pasadena, Calfornia

(JPL Publication 80-12)




e R

[P

Prepared by the Jet Propulsion Laboratory, Californin Institute of Technology,
for the Department of nergy through an agreement with the National
Acronautics and Space Administration.

The JPL Low-Cost Solar Array Project is sponsored by the Department f Enersy
(DOE) and forms part of the Solar Photovoltaic Conversion Program to injtinte a
major effort toward the development of low-cost solar arrays,

This report was prepared as an account of work sponsored by the United States
Government, Neither the United States nor the United States Department of
Energy, nor any of their employees, nor any of their contractors, subcontractors,
or their employees, makes any warranty, express or implied, or assumes any legal
Hability or responsibility for the accuracy, completeness or usefulness of any
information, apparatus, product or process disclosed, or represents that its use
would not infringe privately owned rights,

e
e




A TR

i

[T

ABSTRACT

In photovoltale systems, the encapsulant materlal that protuects the
solar cells should be highly transparent and very durable, Glass satisflies these
two criteria and is considered a primary candidate for low-cost, photovoltalce
encapsulation systems, In this report, varlous aspects of glass encapsulation
are treated that are tmportant for the designer of photovoltaic systems, Candi-
date glasses and available information defining the state of the art of glass
encapsulatlion materials and processes lor automated, high volume production of
terrestrial photovoltaic devices and related applicatlons are presented. The
eritoria for conslderation of the glass epcapsulation systems were based on the
1.8A (Low=cost Solar Array) Project goals for arrays: (a) a low degradation rate,
(b) high reliability, (¢) an efficiency greater than 10 percent, (d) a total
arrvay price less than $500/kW, and (¢) a production capacity of 5 x 105 kW/yr.

The glass design arveas treated herein Include the types of glass,
sources and cests, physical properties and glass modifications, such as
antireflection coatings.
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SECTION 1

GENERAL

A, FORMS OF GLASS

Glass is available in over 10,000 types and many different forms (References
1~16). Although flat glass is undoubtedly the most familiar type, glass io
available with a wide variation of physical characteristies such as sagged
(curved) or foamed. The detailed physieal properties of the glass vary widely
depending upon the manufacturing process and the chemical eompositlon. The pro-
cessabllity, envivonmental durability and prieces of photovoltaice glass vary
widely from different procurement sources,

It is the purpose of this report to briefly fdentify the above propertics
and characteristics of glass applicable for terrestrial photovoliale encapsula-
tion systems. Sce References 17-31, The first basie characteristic is the form
of the glass and these are listed below.

L. Flat Glass

Flat glass can be classified as sheet, plate or float. Shest glass Is
the most common form used In ordinary windows. Plate or fluat glass iz used
when exceptlonally clear and accurate vislon is needed, such as automobile win-
dows. Although sheet glass 1s taken from the melting furnace with no additional
polishing, plate glass is carefully ground and polisued to smooth the surface.
Float glass, however, Is made by floating a ribbon of glass on a surface of hot,
molten metal to produce smoother, more perfect parallel surfaces., TFlat glass is
avallable In many sizes and thicknesses. Typical available thicknesses vary
From 0.7 mm (0.028 inch) to 2.54 mm (1.0 inch). Without special manufacturing
capability, the maximum dimension is +3.05 meters (120 inches).

2, Cloth

Glass comes also in the form of continuous fibers that can be incorporated
into another material or be weaved into cloth,

3. Laminated Glass

Especially strong glass can be made using laminated layers of plastic and
glass. Upon breakage, the plastic layer becomes elastic and stretches. This
holds the broken pieces of glass together and Ls considerably safer than other
types.
4, Bullet-Resistank Glass

In thicknesses of several inchesg, multilayered laminated glass will stop
projectiles even at short range.
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5. Tempered Safety ‘lass

Unlike laminated glass, terperod safety glass is a single sheet that has
been given speelal heat treatmen . Although It appears to be similar to other
types of glass in welght and thickness, it ean be up to five times as strong
against impact. It may be used as an alternate to laminated glass.

6, Foam Glass

Foam glass is made with many tiny bubbles throughout the material matrix
and Is extremely lightweight., It Is used principally in speclal situations,
such as Insulation or on chemical equipment.

7. Heat=Resigtont Glass

This type of glags Is high in silica and usually contains borie oxide, Its
low coefficient of thermal expansion permits ft to withstand seveye temperature
shoeck without breaking.

8. Coated Glass

Glass for speelal applications is available In many coated forms. Metallie
or other surface coacings can be applied to produce superior transmissivity,
reflectance or thermal control., Coatings are applied through sputtering vacuum
deposition or lon implantation on the surface. Tin oxide coatings arce used to
increase surface conductivity in some electrical applications.

TR

9. Insulation

T

When glass fiber batting 1s made from relatively impure materials for
insulation purposes, It Ls called rock or mineral wool.

10, Glass fibers

SR e o i

Large special glass fibers arc used for light transmission while small
glass fibers are used for strengthening materials. The fibers may be continuous
(sce cloth above) or discontinuous as used in fiberglass.

i
:
%ﬁ

Many other categories of glass exist such as optical, photochromic, heat
conducting and photosensitive glass. The reader is referred to the References,
especially Reference 1, 5 and 32, for further details on glass forms. However,
the emphasis in this report is on the types of glasses useful in photovoltaic

; applications which are treated in the following section.

i B. DIFFERENT TYPES OF GLASS FOR PHOTOVOLTAIC APPLICATIONS

g Considerable experience with glass encapsulation for space and terrestrial
b applications has evolved. See Reference 28, So far, over 8 years experience

) have accrued on terrestrial modules under controlled conditions. The major

features of the terrestrial experience to date with encapsulation systems in
which glass constituted at least one component of the system can be summarized
in terms of glass weatherability and encapsulation design (including optical

1-2
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coupling). Two general classes of glasses, soda~lime -~ silieca and borosilicate,
have exhiblited aeeceptoble weatherability over periods as long as about 16 years
as covers in photovoltade arrays. Whea hermetie seal function hasg been main-
tained, arrays have not experienced any serious degradation in electrical output
attributable to lack of performance of the glass itself. Glass fallures per se
have stemmed from the material's fragility under shock loading, Sce Sectlon 1V
in this report entitled Glass Performance,

Beeause of the neeessity to uge most glasses in a preformed shape, the
selectlon of eandidate glasses and processes for employing them depends heavily
upon the array or module design. Moreover, the avaflability of many glasses in
only limited shapes and forms nlso dictates that the selectioa be desigh depen=
dent,  Aceordingly, the representative samples of candidate glasses given in the
tabulation below are matehed to selected design concepts, Sce Table 1.

The two main types of gplasses useful for low=cost photovoltaic modules
that have emerged {rom JPL research are soda=-lime and borosilicate. The soda-
11w glass with low firon content is preferred beecause of its high transmissivity,
availability and low cost. Examples are ASG's SunadexB®, ASG's SolarexR, and
Fourco's CleariteR, Low expansion borosilicate glass is exemplified by Corning's
type 7070 or 7740 (PyrexR). Also, Schott's TempaxR is a speclal borosilicate
glass that is extremely resistant to thermal shocks.

Further details on the physical properties of glass for photovoltale appli=
catfons ave glven in the following section;

C. PHYSICAL PROPERTIES

The type of glass needed for photovoltaic applications has low distortion
and low solar absorptance properties. Since iron is a known clement that reduces
optical transmittance, It is important that the glass should have low-fron con-
tent, The effect of fron on solar transmittance for various glass thicknesses
is shown in Flgure 1, Reduction of optical transmission In the module glass,
of course, results In a corresponding reduction in electrical cell output. Sce
Section IV entitled Glass Performance.

The general properties of glass can be arbitrarily divided fnto 12 cate-
gories. Sce Table 2. Glasses have properties that can vary over wide ranges
depending upon the chemical composition. Tor example, typical ranges are shown
in Tables 3 and 4. Silicon properties are shown in Table 3 for comparison. The
borosilicates come closest to matching the coefficient of expansion of the sili-
con solar cell.

Glass is composed primarily of 810y but a few other oxides (such as By0,
or Py0s) can form similar networks, and yet others (such as AIy03) enter into the
$i0o network. See Table 5. Many other oxides (e.g., Nag0, Ca0, PbO) depolymer-
ize the network by breaking up oxygen~to-oxygen bonds; their oxygen attaches
itself to a free bond, while the metal atom, in the fonic state, is distributed
randomly, Depolymerizatiun lowers the bond strength, thus also the melting point
and the viscosity at a given temperature, making the glass more suitable for
manufacturing purposcs, 8Sce Table 6. Ninety percent of all glass produced is
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Figure 1. Solar Transmission for Soda-Lime Glass vs. Iron Level
(Adapted from Ref. 26)
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Table 2. Properties Which Characterize Glass

; 1. Solar Transmittance 7. Thermal Conductivity
;t 2, Chewical Durability 8. Mechanical Properties
; 3. Economics nf Production 9. Electrical Properties
4 4, Optical Properties 10. Density

;; 5. Thermal Expansion 11. Viscosity

1 6. Dimensional Stability 12. Surface Tension
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Table 3. Ranges of Physical Properties of Glass Types

Compared to Silicon

Thermal
Specific Young's Expansion®
Gravity Modulus em/emPe
g/cm3 1031k /mm? (x10=7) Refractiv:| ¥ sson's
Type of Glass (1bs/ft3) (106 psi) (in/inOF) Index Ratilo
Soda-—LimQ 2,47 (154) 609"7vl 85"'9306 1051"'1052 0!22-0024
(L0-10.2) | (47.2-52.0)
Aluminosilicate 2,45-2.64 7.3-8.9 42.1-88 1.506-1.5471 0.24-0.25
(145.8~157.2 (10.3-12.7) | (23.4-48.9)
Borosilicate 2.13-2.48 5.0~6.9 32~77 1.473 0.2-0,23
(132.8~154.6) (7.1-9.8) (17.8-42,8)
96% FUSEd 2-18 (13509) 608'—6-9 7-6—8 1.458 0-19
Silica (9-7-9-8) (4-2"4-4)
Fused Silica 2.2 (137,2) 7.1-7.4 5.6 (3.1)] 1.459 0.16
(10.0-10.5)
SilJcon 2.4 (149.6) {10.9 (15.5)] 30 (16.6) ok 0.22

*Over the range 0 to 300°9C or -18 to 572°F.

#%0paque in the visible range.

Source: Corning Glass Works
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Table 4. Range of Physleal Properties of Glass

Property

Range

Density (g/cms)
Color
Index of Refraction

Young's Modulus

ke /m2
Poisson's Ratio

Knoop Hardness

KHNlOO

Log Resistivity

ohm—cm (25°C)
Dielectric Constant at 1 MHz, (20°C)

Viscosity
Strain Point (°C)
Annecal Point (9C)
Softening Point (°C)

Working Point (°C)

2.13 - 5,42
Clear to multicolors
1,458 -~ 1,560

5000 - 12,000

0.16 — 0.28

363 -~ 593

12.4 -- 20.3

340 — 956
363 — 1084
600 - 1580

862 — 1252

I’

Viscosity is very important during glass manufacturing. TFor complete
definitions see the glossary. Briefly, the working range is the viscosity
at which glass is easily formed. The softening point is where the glass
will sag appreciably under its own weight. The annealing point is the
temperature at which locked-up stresses can be i1elieved. The strain point

is where the glass becomes rigid.

Note:

1-8
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Table 5. Comparative Analysis and Properties of Specific
Representative Glasses with Respect to Silicon
Coefficient
Analysis, Percent by Weight of
Softening | Expanslong
Type of Glass | §10p |Modifiers | Alp0y | B03 | PbO | Nag0 | Ca0 | Temp. OC | (9¢)=lx10~7
Fused $1lica 99.9 - — - ] - —~—— 1580 5.5
96 percent '
Siliea
(Vycot) 96.0 <0,2 ——— 4,0 fome1<0,2| ~mm 1530 8.0
Aluminosilicate
Typical 57,7 9.5 17-25.31 4-7.4 ——— 1 2D 915 m———
Corning 1720 62 - 17 5 ——— 1 8 915 42
Soda=Lime S{lica
Corning 0080 73.6 — 0,6-1.0 —— = 1 16-17 1 0.3-5 695 93.5
5 Borosilicate re— ———
g
; Corning 7070 |70-80.5 4.2 1,1-2,2(12.9-28 [ 1.2 | 0-1.5] 0.1 820 32,0
3 Corning 7740 | 81 — 2-2.2 |13 e 3,804 | 821 32,5
:
! Lead Alkali 35-63 11,0 - = |3 76| 0. 630 89.0
% Lustraglass
i ASG~low Iron ——— ——- - - et IEEC S R 780 88
3 Silicon 100% 0 0 0 0 0 0 21350 30
2
#Silicon
4
1-9
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Table 6. Thermal Properties ol Some Specifle Glasses®
Corning Glass Works Code Number and Type
0080
7940 7740 1720 Soda-Lime
Property Fused Silica | Borosilicate{ Aluminosillicate Silica
Viscosity, poise Temperature °C
10*4+7 (strain point) 956 510 667 473
1053 (annealing point) | 1084 560 712 514
1079 (softening 1580 821 915 695
point)
104 (working point) — 1252 1202 1005
Coefficient of linear
expansion x 10-7/°C 5.5 33 42 92
Tybical Uses High Chemical, Ignition tube Container,
temperature, baking ware sheet,
aerospace plate
windows

*Data compiled from Properties of Glasses and Glass-Ceramics, Corning Glass

Works, Corning, New York, 1973.
TProduced by vapor deposition.

TfMultiply poise by 0.1 to get N-s/m2 or Pa-secc.
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soda=lime which 4s generally used for windows, tumblers, and cther mass-produced
glassware. Its relatively high thermal expansion makes it subjeet to fracture by
thermal shock; glasses of lower expansion (such as borosilicates and alumino-
silicates) are used for chemiecal and high temperature applications. These latter
glasses have inereased amount of boron oxide (13%) and aluminum oxide (257)
respectively,

The Corning type 7740 Is a general purpose borosilicate glass that has a
slightly higher coefflcient of therimal expansion ({.e., 32.5) and a higher alkali
content than 7070. It has been found to have greater residual stresses than the
7070 so has not been as widely used, Schott 8330 is quite similar to the 7740,

General engincering data on glass for solar applications are shown iIn
Figures 2-7. Thermal expansion, conductivity, viscosity, and strength data are
plotted. In addition, volume and surface resistivity, power factor and diclectrie
strength ave presented in Figures 8-=12.

Some of the more important tests pertaining to glass, taken from ASTM
Literature are shown in Table 7. Othoer information on high transmilssivity glass
is given in Scction IV entitled Glass Performance, Spectral Characteristics.

The wide variability of the data is apparent and the physical properties of
glass composition are complex, The two best references for the solar glass
designer are Strand (Reference 5) and Corning Glass Works' Properties of Glasses
and Glass Ceramics (Reference 1), although many other {ine treatises exist.

60 | | ] I I
SODA LIME ~—/ B

w
S
|

LEAD-ALKALI-
— SILICATE ~——~—~

ALUMINOSILICATE

E-s
o

BOROSILICATE

r.

N
o

LINEAR EXPANSION AL/L X 10
= 38
T

0 t 1 T 1
0 100 200 300 400 500 600
VEMPERATURE -~ °C

Figure 2. Linear Expansion of Glasses with Temperature
(Adapted from Phillips Ref. 32)
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Figure 4. Thermal Conductivity of Corning Glasses (Ref. 11)
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Figure 6. Young's Modulus of Various Glasses (Ref. 11)
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Table 7. ASTM Tests Pertaining to Glass

1. Test for Anpealing Point and Strafn Point of Gluss by Beam Bending,
¢ 598, vol. 17,

2, Definition of terms relating to Glass and Glass Products, ¢ 102,
Vol. 17,

3. Standard Reference Materials for Glass amd Glass Products, Vol, 17,

4. Recommended Practlces for Glass Stress Optical CocfCielent, € 770,
VQ:LL 170

5 Test for Hydrophoble Contaminotion on Glass by Watcr Condensatfon,
¢ 812 Vol, 17,

6. Test for the S+ alng Polnt of Glass, ¢ 338, Vol, 17,
7. Test for Analyzing Stress In Glass, I 218, Vol., 17, 43,

8, Test for Young's Modulus, Shear Modulus and Poisson's Ratlo for
Glags and Glass=-Ceramles by Resonance, € 623, Vol, 17,

9, Test lor Linear Expansion . . . E 228, Vol. 10, 17, 41, 44,

{d.  Hydrophobie Contamination Test on Glass by Contact Angle, C 813,
Vol., 17.

D. COMMERCIAL SOURCES OF GLASS

A list of the domestic sources of glass compiled as a result of this study
is shown in Table 8. The literature of glass manufacturers and glass processors
s very extensive, Therefore, only {mportant sources are listed.

Table 9 shows a list of foreign manufacturers of flat glass. Sce Reference
25, Sources of foreign glass are not unlimited, however. One glass industry
spokesman has stated that thelr current sources of supply are straining the entire
European glasgs production capability. ‘Thercfore, research Ls needed to determine
the extent of future glass sources.

Glass thicknesses of interest in photovoltalc applications are in the range
of 0.7 mm (0.028 in.) to 6,35 mm (0.25 in,). Typical U.5. supplicrs of low-cost
soda-lime glass are ASG, PPG, Ford, LOF, and Vourco, Thicknesses and sizes vary
with the particular supplier and availability may change with time. Table 10
shows the typical thickness, weight/unit area and maximum size of thin float glass
avallable from one manufacturer, Only photovoltaic thlcknesses are included.
Table 11 gives the trade names and producers of glass of potential iInterest to
photovoltaic designers. Properties are given in Table 1.
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Table 8, List of Domestic Glasz Manufacturoers
and Sales Contacts

Manufacturers

ASG Industries, Inc,
2,0, Box 929
Kingsport, TN 376062
Aten: W, Cooke

PPG Industries, Ine,
One Gateway Center
Pitisburg, PA 15222
Atin: C.R, Frownfelter

Tord Motor Company
Glass Division

3000 Renaissance Center
P,0. Box 43343

Patroit, MI 48243

Attn: P, Bender

Libby Owens Ford Company
Technical Center
1701 E. Bro:iway
Toledw, OH 43605
Attn: H.R, Swift

CE Glass Division
825 Hylton Rd.
Pennsarken, NJ 08110
Attn: T, Martin

o,

Foureo Glass Company
P.0., Box 2230
Clarksburg, WV 26301
Attn: J. MceVaney

Guardian Industries Corp.
43043 W, Nine Mile Road
Northville, MI 48167
Attn: D, Wiley

Corning Glass Works
Corning, NY 14830
Attn: AT, Shoemaker

Jena Glaswerk Schott & Gen,
11 Bast 26th Street
New York, NY 10010
Attn: J. Schrauth

Armor World Wide Glass Company

9401 Ann Street

Santa Fe Springs, CA 90670
Attn: A, Krieger
(Sunadex® and Solartex®)

Northwestern Industries, Inc,
2501 West Commodore Way
Seattle, WA 98199
Attn: T. McQuade
(SunadexR and SolartexR)

1-18
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Table 9. List of Foreign Manufacturers of Flat Glass (Ref. 25)

Nippon Sheet Glass Co, Ltd,
8-4~Chome, Doshomachi
Nigashi-Ku, Osaka, Japan

Central Glass Co. Ltd,
Kowa~Hitotsubashi Bldg., 7,
Kanada-Nishiricho 3 Chome
Chiyoda-Ru Tokyo 101, Japan

Saint~Gobain Industries

62 Boulevard Victor-Hugo

P.0. Box 124

92209 Neuilly-Sur-Seince, France

Exprover S.A.,
Parc Seny, Rue Charles Lemaire, 1
Boite No. 7, 1160 Brussels, Belgium

Pilkington Aci Limited
470 Collins Street
Melbourne, Victoria
3000, Australdia

Flachglas Ag Delog-Detag

650 Gelsenkirchen-Rotthausen,
Auf der Reihe 2,

Postfach 669, Germany

Australian Consolidated Ind. Ltd.
550 Bourke Street

Melbourne, Victoria

3000, Australia

Erste Osterreichische
Mashinglasind, Ag
2345 Brunn/Gebirge,
P.O. Box 9,

Austria

Pilkington Glass Ltd.
101 Richmond Street West
Toronto M5H 1V9, Ont., Canada

Pilkington Brothers Ltd.
St. Helens, Merseyside, WalO 3TT
England

Asahd Glass Co. Ltd,
1-2, Marunoichi 2-Chome,
Chiyoda-Ku, Tokyo 100, Japan

BSN-Gervails Danone
Boussodis Souchon Neuvesel
22, Bd Malesherbes

Paris 8, France

Jena Glaswerk Schott & Gen., Inc.
11 East 26th Street
New York, NY 10010

Glaverbel S.A,

Chaussee de la Hulpe 166
B-1170

Brussels, Belgium

Glaceries de St. Roch S.A.
Exprover S.A,

Avenue Louis 430

B-1050

Brussels, Belgium

Glaces de Boussois
22 Boulevard Malesherbes
Paris 8, France

Compagnie de Saint Gobain
Fabrica Pisana

Via Aurelia #1

56100

Pisa, ltaly

Cristaleria Espanola S.A.
Almagro 42
Madred 4, Spain

Sklo Union

N.P.
Teplice - Retenice
Czecnoslovakia

Vidrierias de Uodio S.A.
Carmen 20
Llodio, Alava, Spain
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Table 10. Availability of Float Glass from One Manufacturer
Thickness Weight/ Maximum Size
Nominal Tolerance Unit Area Standard
Type of mm mm kg/m2 mxm
Glass (inches) (inches) (1b/ft2) (inches % inches)
3.175 £0.79 8.02 1.52 x 2,03
(1/8) (%1/32) ( 1.64) (60 x 80)
Clear Float
6.35 +0.79 16.03 3.1 x 5.08
(1.4) (£1/32) ( 3.28) (122 x 200)

NOTE: Other thicknesses up to 25.4 mm (1.0 inch) are available.

Table 11. Trade Names and Suppliers of Glass Materials

Glass Trade Designation Glass Supplier

ASG Industries, Inc., Kingsport, TN
ASG Industries, Inc., Kingsport, TN

ASG Sunadex
ASG Lustraglass

Corning 7940 TFused Silica Corning Glass Works, Corning, NY
Corning 7740 Borosilicate Corning Glass Works, Corning, NY
Corning 7070 Borosilicate Corning Glass Works, Corning, NY
Corning 7059 Borosilicate Corning Glass Works, Corning, NY
Corning 0211 Microsheet Corning Glass Works, Corning, NY
Corning 0080 Soda-Lime Corning Glass Works, Corning, NY
Corning 1720 Aluminosilicate Corning Glass Works, Corning, NY
Corning 1723 Aluminosilicate Corning Glass Morks, Corning, NY
Corning 8871 Potash Lead Corning Glass Works, Corning, NY
Fourco Clearlite Fourco Glass Co., Clarksburg, WV
General Electric 776 Borosilicate General Electric Co., Richmond Heights, OH

General Electric 008 Soda-ILime General Electric Co., Richmond Heights, OH
General Electric 351 General Electric Co., Richmond Heights, OH
Innotech IP 530 Innotech Corp., Norwalk, CT

Owens-Illinois KG-33 Borosilicate Owens-Illinocis, Inc., Toledo, OH
Owens~Illinois ES~1 Borosilicate Owens-Illinois, Inc., Toledo, OH
Owens-Illinois EE-5 Owens-Illinols, Inc., Toledo, OH
Owens-Illinois R~-6 Soda-Lime Owens-Illinois, Inc., Toledo, OH

PPG Float PPG Industries, Inc., Pittsburgh, PA

PPG NESA PPG Industries, Inc., Pittsburgh, PA
Schott 8330 Borosilicate Schott Optical Glass, Inc., Duryea, PA
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E. COSTS OF GLASS

Various factors should be considered when investigating glass. Three of
these factors are considered briefly below, namely:

(1) Type of glass: sheet, float or plate.
(2) Batch formulaticn
(3) Energy consumed in glass manufacturing.

The cost of glass varies with tha type of glass, The costs of glass pur-
chased in large quantities have been summarized previously and are shown in Table
12, (Sec References 7, 25, and 28.) Baslc prices in quantaties of the order of
one million to 10 million square feet vary from $3.23 to $23.13 per snquarc meter
($0.30 to $2.15 Ber square fook, 1978 dollars). Note that the highest price
listed ($2.15/ft4) was for low-iron glass which has the highest transmittance of
solar energy. However, the majority of the glass produced by the glass industry
is approximately 3 mm (0.1l inch) thick, and consequently it is cheapest. Glass
of thinner or thicker dimensions will usually cost more. The wide range of prices
depends upon the details of production and marketing within the glass industry
and insight dinto the various aspects are given later in the discussion below.

Estimates of low-volume glass costs from one manufacturer for several
thicknesses ilron content, and state of temper are shown in Figure 13. See
Reference 33. The data have been normalized to $/m and refer to 1978 dollars,

The thicknesses of interest for solar photovoltaic applications are between
3,175 mm (0.125 in.) and 6.35 mm (0.250 in.). If the glass is too thin, the
breakage is unacceptable; if too thick, the glass absorbs too much sunlight which
results in reduced solar cell output. Panel costs from another source (Refer-
ence 34) are shown in Table 12 for the three types of photovoltaic glass, namely
soda-lime, low-iron tempered glass and borosilicate.

Table 14 gives the typical prices in 1980 dollars for two types of commonly
used low-iron ASG glass. 1In truckload quantities, at the Midwest factory, the
price per square area varies perarlly with cutting costs. TFor example, Solartex
5 mm thick, costs $5.3/m2 — $6. 56/m% at the factory depending upon the cutting
needed.

In small quanLitles, on the West or East coast, prices for small amounts
(v103 ££2) are v$8, 6/m% — $10.98/m2. The higher prices reflesct shipping costs
and other costs. Whereas the Sunadex is very low-iron glass, the price differen-
tial is much higher than Solartex, with slightly more iron content. This ex-
plains the greater public purchases of the latter glass.

As mentioned previously, the actual costs and availability of glass are
influenced by a number of factors besides type, volume, and thickness, such as
unused industry capacity, batch formulation, acceptable tolerances and other
factors. Glass manufacturing is an energy-intensive prr.ess which depends
strongly on high-volume production to make low-priced -«#nducts. The effects of
product quality and shape, furnace size, type, and pu.i rates, glass type, and

1-21
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Table 12, Typical Large Volume Glass Costs
(Adopted from Ref, 25)
Approximate Cost
Thickness Per 8q. Pt.*
Manufacturer Process Composition Tested | Possible | LM Sq. Ft, | »10 M Sq. Ft.

4 Lo~Tron Soda=Lime 0.125 0.31 0.31

Float
4 Lo-Iron Soda~ldme >4 mm 1,30

Twin Ground
2 Float Soda~Lime 0.125 0.50
2 Lo-Iron Sada-Lime 1.30

Twin Ground
7 Fusion Aluminosilicate | 0.110 >0.020 0.65-0,80
8 Fusion Aluminosilicate | 0.090 0.65~0.80
9 Fusion Aluminosilicate | 0.060 0.45-0.70
14 Fusion Lime 0.045 1,40 0.45

Borosilicate

3 Tloat Soda-Lime 0.125 >0.105 0.40
15 Float Soda-Lime >0,085 1.00
6 Lo-~Lron Soda~-Lime 0.125 20,060 2.15 0.60-0.65

*1978 Costs
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& Table 13, Typical Prices for Medium Thickness

E Glass (Ref, 34)

: Panel Cost

Type of Glass $/m2 $/£12
Soda~Lime 3,15 0.30

1 Low-ILron Tempered Glass 7.50 0.70

] Borosilicate 5-15 0.46-1.39

f Table 14, Typical Prices for Low-Iron Soda-Lime

: Glass (1980 Prices)

; Prices for Given Quantities

: §/m2 (§/5c?)

g Thickness

2 mm Large Small

§ Type of Glass (in.} (>40k 1bs) (<<40k 1bs)

{ ASG Solartex 3 4,9 - 8.9 8.6

- n0,05% Iron (0.118) ( 0.46- 0.83) ( 0.80)
5 5.3 - 6.56 10.98
(0.197) ( 0.49- 0.61) ( 1.02)

; ASG Sunadex 3 7.6 -10.4 11.4

4 n0.017% Iron (0.118) ( 0.71- 0.97) ( 1.06)
5 10.1 ~-12.8 14.53
(0.197) ( 0.94~ 1.19) ( 1.35)
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secondary (postforming) operations on production volume costs, or energy input,
are important. The parameters are not independent but combine to create a com-
plex set of factors unique to a particular product, tank, or plant.

Product quality (such as optical perfection) is an important factor for
most glass products. Very few bubble~containing-glass products could be sold for
windows; yet, 1f consumers would accept lower quality products, slightly higher
production rates could result in lower prices. The dimensional and optical
quality requirements for container glass are low compared to those for other types
of glass. This is one of the reasons why the price per metric ton of container
glass shipped is less on the order of 70 percent less than that of flat glass.

Product shape and size also affect the manufacturing cost per unit weilght
of glass. Complex shapes are more costly to manufacture per unit weight of glass
than simple shapes because the equipment required 1s complex. Any shape that can
be formed contindously rather than by intermittent pressing or blowing can usually
be made at lower cost. Similarly, the greater the thickness of the part, assum-
ing equal processing difficulty, the lower is the unit-weight manufacturing cost
(but not necessarily selling price). Very thin glass can be more difficult to
form, and is particularly difficult to handle and ship, so costs are commonly
higher than those of higher volume standard-size items of the same glass.

Lowest possible prices of uncoated, untempered sheet and float glass are
compiled in Tabkle 15; the Department of Commerce data are based on "shipment
value' and are reported to reflect manufacturers' wholesale prices, which are
considerably lower than retail prices. The data is in 1975 dollars,

Note that average sheet-glass prices have gone up while average float- and
plate~glass prices have gone down, reflecting the change in process technology.
Some of the thicker float glass being produced today is coated for esthetic pur~
poses, or to control heat transfer (e.g., windows). A large amount of flat glass
is thermally tempered, and used in special applications, such as automotive side
windows and patio doors. Tempered glass is currently priced two to three times
higher than ordinary annealed glass.

The total quantity of flat glass produced in 1974 was about 2.6 x 108 n2
(2.8 x 109 I ), for which about 2/3 was produced by the Float process. The pro-
jected market of 5 x 106 m2/yr for photovoltaic arrays in 1985 could be accommo-
dated by only a 2 percent increase in production capability.

The type of glass affects processing costs from the standpoint of batech
material costs, refractory wear (i.e., tank life), fuel consumption (melting
temperature), and production rate (longer melting time), Borosilicate glasses
are considered to be very difficult to melt compared to soda-lime-silica glasses
for all the above reasons. Fuel consumption may be 50 percent higher because of
reduced throughput and higher tcmperatures. Raw material costs are typically two
to Four times those for conventional soda-lime-silica glasses, depending on the
glass composition (i.e., property requirements). BpO3, K0, Lip0, PbO, Zn0, and
many other oxide components of '"special' glasses are available only as refined or
synthesized compounds which are much more costly than naturally occurring minerals
such as sand, feldspar, and limestone used in soda-lime-silica glasses. An exam-
ple is shown below to illustrate that the specially refined ingredients of a glass
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Table 15. Lowest Possible Prices for Annealed Flat
Glass (Ref. 28)

Price, $/m? ($/£t2)
Calculated From U.S8. Department Commerce
Statistics Published in Current Industrial
Reports, Flat Glags(®) Local
~ Distributor
, First Half (Retail),
Glass Description 1973 1974 1975 January, 1976
Sheet Glass, average 1.45 (0,135) 1,58 (0,147) 1.75 (0.163) ——-
Single strength (3/32 1in.) et o 1,68 (0,156) 3,98 (0,37)
Double strength (1/8 in.) v —— 1.82 (0,169) 5.06 (0.47)
Thin and tinted ——— — 3.10 (0.288) o
Plate and Float Glass, average 3.31 (0.308) 3.16 (0,294) 2.84 (0.264) ——
Not over 1/8 in, —— —— 2,04 (0,190) 3,77 (0.35)
1/8 to 1/4 in, ——— —t 3.50 (0.325) —
Over 1/4 in. ——— e 5.11 (0.475) ———

(a)DepartmenL of Commerce data are based in "shipment value" and are reported to reflect
manufacturers' wholesale prices.

batch are costly. Simplified glass batch formulations and raw-material costs for
a typical container glass* and a low-expansion borosilicate glass (Corning 7070)
have been calculated in Tables 16 and 17, respectively. These glass compositions
represent two materials which might be used as terrestrial solar-cell encapsulants,
the soda-lime-silica because of low price, and the latter for its low expansion.
The raw-material cost differs by a factor of 5, but this difference by itself
should not be considered indicative of glass prices, since quality, production
volume, and other factors affect pricing. However, the tables show that soda ash
and boric acid account for about half the material costs for each of these glasses.
Raw-material costs, when combined with lower production volume and melting diffi-
culties, account for borosilicate glasses being priced three to eight times above
similar products made from soda-lime-silica glass. Currently, about half the
boron compounds produced in the U.S. go into glass and ceramic products, so any
dramatic increase in the demand for borosilicate glass could result in a "tight"
market for boron compounds (Reference 36).

Of the total energy used by the glass industry, 65-85% is utilized in melt-
ing the glass. When the energy content of the raw materials used in glass making

#The composition of container glass (Table 16) is similar to soda-lime glass used
for the tubings and flat shapes.
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Table 16, Simplified Bateh Formulation and Raw-Materdial
Costs for Soda-Lime~Silica Container
Glass (Ref, 28)

Batch Composition of Typical Container
Parts Delivered Cost, Glass, welght percent
per 100 Oxide Coat,(n) $/1000
Name Parts Glass | Factor | $/1000 kg kp Glass | Si0p Nag0 Ky0 Ca0 Mg0 | Alp04
i Feldspar 9.35 | o0.066 | 40 .74 0.62
3 0,055 0.5
: 0,672 0¢3
: 0.193 1.80
Soda ash 22,73 0.585 80 18.18 13,3
“ Dolomite 8,26 0.218 15 1.24 1.8
{d 0,304 2.5
Limestone 12,68 0.560 20 2.54 7.1
. Sand 66,1 1,0 14 9,25 66,1
$35.11 (72,4) | (13.8) ] €0.62) | (9.6) { (1.8) { (1,8)

(H>Cosc data from Reference 35 adjusted to reflect 1976 first quarter prices for Ohio area,
Note: Numbers in parentheses are nominal values.

; Table 17. Simplified Bateh Formulation and Raw-Material Costs for
Low-Expansion Borosilicate Glass (Ref. 28)

Bateh Composition of Corning 7070,
Parts Dellvered Cost, Weight Percent
per 100 Oxlde Cost, $/1000
Name | Parts Glass| Factor | $/1000 kg€a) | ky Glasse| S10p | Napd | Ka0 | ca0 | Mg0 | Alg0y| Bpo3 | Liz0
Borfc acid |  44.44 | 0,563 270 119,99 28,0
Potagh 0.733 0.682 340 2,49 0.5
Dolomite 0.329 0.218 20 0.07 0.07
0,304 ] 0.1
Spodumene 4,01 0.080 130 5,21 0.32
0.274 ——— 1)
0.646 ——— 2,59
Lithium
carbonate 2,92 0.404 2000 58,40 1.18
Sand 67.41 1.0 14 9.44 67.41
$195,60 | (70.0) { (0,0) [ €0.5){ (3.1)] (0.2) | (L.1) ] (28.0)} (1.5)

(a)COSt data from Reference 35 adjusted to reflect 1976 first quarter prleces for Ohio area.
Note: Numbers in parcentheses are nominal values,
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is5 considered, the energy consumption ifnereases. Table 18 summarizes the total
energy content for flat glass., Energy consumed in other types of glass produe=
tion are shown for comparison. The data are only for producing primary or raw
products, and may not reflect the energy in a finished item. For steel, yield
losses assoviated with sccondary forming operations to fabricate wrought producces
cause the total encrgy content of the finished products to be about double that
of the vaw steel; for aluminum the losses are only about 10 percent more, For
some glass products, such as glass containers, no scecondary forming operations
are Involved because the contalners are final products. However, although the
manufacturer uses energy Lo temper flat glass, 1t still requires less energy than
any other of the materisls in Table 18.

In summary, raw materlal costs, manufacturing costs, volume purchased and
other factors influence the price of glass for photovoltaie applications signifi-
cantly, Soda~lime will probably continue to be more economical than the high
transmissivity, low-iron tempered glass or low expansion borosilicate, Average
sheet glass at $1,82/m? (30.17/£t2) in 1975 dollars represent rock hottom costs
for soda-lime glass. Prices in 1978 dollars, however, were postulated to be in
the $3.23-5.38/m2 ($0.30-0.50/Ft2) for this same type of glass when purchased in
large quantities vi=-10 million ft2, Estimates of glass prices in terms of 1975~
1980 dollars are summarized in Table 19,

Table 18, Total Energy Consumed in Manufacturing Various
Types of Materials (Ref. 28)

FEnergy Content (1970) Per Unit
of Product
Approximate Welght Volume
Density,, - —
10-3 kg/m3 106 J/kg 106 J/m3
Material (1b/fe3d) (106 Bru/ton) (106 Beu/re3d)
Glass 2.50 (156) 21,1 ( 18.2) 52,8 ( 1.42)
containers
Primary 2.72 (170) 203.9 (175.8) 554.6 (14.9)
aluminum
Raw steel 7.84 (489) 22.4 ( 19.3) 175.6 ( 4.72)
Polyvinyl 1.40 (87.4) 96.3 ( 83.0) 134.8 ( 3.63)
chloride
resin
Polystyrene 1.06 (66.1) 134.2 (115.7) 142.3 ( 3.82)
resin
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Table 19.

Estimates of Prices of Photovoltale Glass
for Large Quantities

Thickness:  3.175 (0.125 dinches)
Large Volume Purchase

Price $/m2 ($/ft2)

Type of Glass 1975 | 1978 1980 (Est.)
SOdll-J.ime 1083 3034"5¢38 3;87" 6¢24
Low-iron Tempered - 7.50 8.70

o (0070) (00812)
Borosilicate ——— 5-15 5.8 =17.4
——— (0.46~1.39) {0.53~ 1,6L)

*Price from Table 11,

Note: Price increase of 87 assumed per year.
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SECTION I7

GLASS PROCESSING

A, GLASS IMPROVEMENTS

Three major areas exdst where improvements in photovoltaile glass can be

made:
(1) Reduction of iron content
(2) Tempering
(3) Anti-reflection coatings
1. Improvement of Bulk Effects

As stated previously, improvement of the solar transmission characteristics
of glass 1s possible by reduction of the ferrous oxide (FeO) component which
givee a greenish tinge. Sce Pigure L.

2, Tempering

Two general methods are avallable for strengthening glass (a) tempering in
air and (b) tempering by chemical diffusion. In both methods, advantage is
taken of the fact that brittle materials such as glass tend to fracture in ten-
sion at a surface. Glass virtually never breaks in compression or internally.
Therefore, in a sheet of glass that is subjected to bending, Lt is desirable to
have the residual compression in the surface area. This fs accomplished by
quenching (usually by an airflow) the surfaces while the glass is in a plastic
state. The surfaces of the glass are at lower temperatures as a8 result of the
quench, but there 1is no residual gtress immediately after the quench because the
core is plastidc. However, on cooling thereafter, the core will attempt to con-
tract a greater amount than the surface because it falls through a greater tem-
perature interval. On reaching room temperature, there is a tension in the core
and a compression in the surface, This can increase the strength of the glass to
twice that of ordinary annealed glass. Upon breakage, the stored energy will
be released so that the glass breaks into many small pieces, Consequently, glass
cannot be cut after tempering. Thermal tempering of soda lime glass is practical
only for thicknesses greater than 3 mm (1/8 inch). Thermally strengthened glass

1s glass that is strengthened to a lower degree than is tempered glass.

Glass can be tempered by a chemical method to a strength 10 times that of
ordinary glass. In this method, the surface of glass containing sodium is

Chemical exchange takes place and the
"wedging in' of the larger potassium ions causes surface compression. This occurs
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over the outermost 4 microns of the plass surface, This proeess can be used to
strenpgthen complex shapes or sheets as thin as 1 mm (0,040 in.). The outer sur-
face of aireraft laminated windshields consits of chemleally strengthened glass
bent elastically to conform to the curved-windshicld geometry during an autoglave
lamination process. (References 37-38), Thicker pleces of glass would not permit
cold bending to the desirved acrodynamic configuraticn and would require preform-
ing, followed by strenthening, to form a curved part. Although the technique is
normally used for premium quality glass products, a salt-spray treatment followed
by chemical strengthening in the anncaling lehr 1s being developed as a high-speed
process for making lighter weight glass containers (Reference 39) and may eventu~
ally be applicable to photovoltaic glass.

Laminated safety glass is either annealed, tempered, or chemically strength-
ened glass which is laminated either to additional glass sheets or to organic
polymers (Refexence 40), Polyvinyl butyral £ilm is the most commonly used ad-
hesive layer. Automotive and gome aircraft windshields consist of two pileces
of tempered glass laminated with polyvinyl butyral., Boeing 747 and Lockheed
L-101L aireraft windshieclds have high~impact-resistance organic polymers as the
inner sheets and chemically strengthened glass as at. abrasion-resistant outer
sheet (Reference 41).

3. Anti-Reflective Coatings

For many years, coatings have been applied to optical components to con-
trol the reflectivity of light, both across a broad spectrum and in sclected
wavelength ranges, In addition, methods exist for chemically treating surfaces
to reduce light reflection, Aspects of this "surface technology" were reviewed
in this study because coating and/or surface treatments can affect (1) the
efficlency of the glass transmission (2) the selection, processability, and/ox
compatibility of encapsulation materials, and (3) the cost of the glass. The
discussion below treats briefly selected information on the following topics:

(a) Reflection losses Lrom uncoated surfaces
(b)  Single-layer antireflection coatings

(¢) Low-reflectivity glass surfaces

a., Reflectlon Losses from Uncoated Surfaces., Tdght impinging on a mate~
rial is either reflected, transmitted, or absorbed, depending on the optical
properties of the material and the adjacent media. In the simple case of a low-
absorption materifal such as glass, most of :'e light is transmitted or reflected.
The reflection losses at each surface are related to the difference in index of
reflection between the environment (nl) and the material (np) by the Fresnel
equation (References 42-43).
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For window glass (ny = 1.,52) and air (np = 1.0), the reflection loss from
the front surface of the glass 18 4.3 percent. 1If the glass does not absorb any
of the 9,57 percent of the transmitted light, and the back boundary is air, 4.1
percent (0.957 x 4.3) is reflected from the baek surface of the glass resulting
in a total transmission of 91.6 perecent, This total value is typical [or common
soda=-lime~silica glasses, and is not significantly affected by thickness, unless
the absorption is high (as with tinted or colored glasses),

The reflection lose at the baek surface of the glass may be reduced by
employing a pottant between the glass ond the solar cells, $ince organie pot-
tants commonly have refractive indices between 1.4 and 1.5, reflection losses
are reduced 2,8% to 47 respectively.

FOVERERLEY L T

b Single-Layer Antireflection Coatings. DBecause snlar-cell efficlency
depends on the amount ) iight actually absorbed by the cell as well as the con~
version efficiency, it -~ desirable to reduce reflection losses which occur at
both the front and back surfaces of the cover material, In the preceding dis=-
cugsion of reflection losses From bulk (uncoated) materials, it was shown hat
a ecoatang material with an dindex intermediate between that of ailr and the glass
is effective in reducing veflectlon loss from the glass surface. If the coating
material 1s applied as a coating (1/4 1) such that the light 1s "4n phase" as it
passes through the coating, still lower reflertion losges ¢os he abtained, For
quarter=wavelenghh optical coatings, reflection losses (R) {vr a particular wave~
length are given by the equationt

R = oA Lid i1

-

n 2 nn
1 o 2

R = ; —

nl ot non2

where ny = index of the environment, nj = dndex of the coating material, and
ng = index of the bulk material (References 42~45). However, the thickness of
the optical coating is critical for meeting the "in-phase' criterion, which
occurs when the otplcal thickness,

nyty n'%,’%%, ete. (Reference 42)

T e ¢

O el

i Because the indices of materials vary with wavelength, the in-phase coupling
occurs at a specific wavelength and interference occurs at adjacent wavelengths.
This results in a reflection minimum at the design wavelength, above and below
* which reflection losses increase (Reference 46).

On examination of the equation above, it can be observed that reflection
0. losses will be essentially zero when n3“ = ngyny, or when the coating has an

: index n1 = Jﬁ;‘". TFor an air-glags interface, a coating materdlal with index

: n; = v1 x 4.0 =72,0 would give optimum antireflection characteristics if depos-
ited in the proper optical thickness according to the equation ahove.
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MgFy {n = 1.39) has the lowest index of those inorganic materials which are
reasonably stable in the environment, adhere well to glass, and are reasonably
abrasion resistant, It reduces the single~surface reflection loss to about 1.26
percent, or one-quarter that of uncoated glass. Its use has hecome common on
space solar-cell covers, as well as alrcraft-instrument covers, camera lenses,
and other glass-covered optical components used in protected environments
(References 47-49).

ce Low-Reflectivity Glags Surfaces. In this section, methods of pro-
ducing weather~resistant, low-reflectivity glass surfaces by chemical eteching,
ion bombardment, and the application of organic coatings are discussed because
the technology is especlally relevant to terrestrial solar-cell encapsulation
systems, The use of these methods on low-iron glass should produce efficient
photovoltaic systems.

Chemical etching of soda-lime glass in HF baths to reduce surface specular
reflections has been used by the glass industry for some time, and this method
has been pursued actively by Motorola under LSA contract for JPL. By the proper
control of treatment conditions, an etched layer with an effective quarter-
wavelength thickness can be obtained, The layer actually reduced reflection
losses rather than changing the reflection {rom specular to diffuse. Nicoll
(Reference 50) produced such films on window glass by exposing samples above HF
solutions (1-5 percent) at room temperature. True interference films were formed
only with glasses containing substantial Ca0, leading him to speculate that the
process formed CaF, films rather than a porous skeleton f£ilm. Thomsen, also at
RCA (Reference 51), produced low-reflection films on glass by immersing the mate-
rial in warm fluosilicic acid (HpSiFg). Recently,one US company has revived the
latter process for treating the surfaces of thermal collector covers made of
window glass (Reference 52),

If two-layer "coatings,' prodiced by treatment in two baths of different
potency, are used, the sharp minimun in the reflection curves can be changed to
a broad band charactexized by double minimums, one on each side of the 500-nm
peak in the solar spectrum., Reflectance from one sample was less than 1 percent
from.350 to 800 nm, with a broad minimum in the visible range (Reference 53).

It has been found that exposure of glass to fluoroboric acid vapor produced
better results than use of HV vapor or hydrofluorosilicic acid~bath processes
(References 54 and 55).

Polymeric coatings with low indices of refraction also offer potential
for reducing the reflectivity of glass surfaces. NASA-Ames investigators have
used plasma polymerization to deposit fluorocarbon f£ilms on moisture-sensitive
alkali-halide windows while Bell Laboratories has used a plasma-polymerization
process to deposit silica coatings from organosilanes (References 56-58). USSR
researchers have combined fluoropolymer and lead germanate for making durable AR
coatings (Reference 59).

Ion Bombardement is another technique which can be used to lower the
reflectivity of glass surfaces (Reference 60). Data for untreated and krypton-
treated glass shows that transmission in the visible range is increased by 1.9-
5.8 percent by the treatment (References 61-62).

2-4
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B, BONDING TO GLASS SURFACES

If we are to bond wood, metal or other surfaces to glass, a primary
criterion for adhesion of these materfals is needed., The primary problem is
that an ordinary glass surface contains microfissures that permit water vapor
to penetrate beneath the adherent material and to promote delamination. Con-

sequently, for many applications, a primer system is required to seal the micro-
fissures against water penetration.

There are many materials that adhere satisfactorily to glass. Silicone
primers can be used as an adherent surface and they are available from a number
of sources, such as Dow Chemical. Selection of the exact primer varies with the
type of coating or adhesive system being used (References 63-65). The effective-

; ness of a given primer varies with the type of product being used even though
\ they are of the same polymer type. Factors such as fillers, curing agents and
degree of cure can have an effect on the strength of the adhesion.

JPL hag completed a recent contract that treats the general theory of bond-
ing agents. For further detalls, see Reference 66.
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SECTION III

GLASS AGING

Upon exposure to the natural solar environment, glass undergoes degradation
to a greater or lesser extent depending on a number of factors. Primary among
these 1s the natural humidity in the air which attacks glass. Other factors
include chemical composition, temperature cycling and attack by atmospheric
pollutants.

Although glass is a very good barrier in protecting the solar cells from
the external enviromment, it is not perfect. Certaln gasses, such ag helium,
can diffuse through it although at a low rate.

Most glasses do not turn color upon exposure to the ultraviolet component
in sunlight. However, some glasses will turn colors dependent upon the chemical
composition. A recent study of glass aging has been completed by Battelle
(Reference 25) and Sandia (to be published). Experiments thus far have indi-
cated that the aluminosilicate glasses are the most resistant to accelerated
aging test environments. The borosilicates are next with soda-lime glass being
more susceptible to environmental weathering. Dust contaminants are probably a
factor, either through chemical reactions with the glass surface or accelerated
aging due to effects of cleaning solvents. The reader is referred to these
reports for further details as well as the following (References 23 and 67). A
summary of recent general observations on glass are given in Table 20.

Dimensional stability with time is very important in many applications
including long-lived photovoltaic arrays. If the glass is not carefully annealed
and aged, it may undergo a slight contraction with time. This effect presumably
causes changes in some glass properties, such as density, index of refraction
and strength.

In summary, the aging response of glass encapsulation is found to vary
strongly with the local environment and thie should be considered in long-lived
photovoltaic encapsulation systems.

Table 20. Summary of Recent Observations on Glass Weathering

1. The data on weathering of glasses are inconsistent. The error
limits encountered in corrosion studies are quite larg:.

2. Aluminosilicate glasses are usually more durable than sada-
lime-gilicate glasses such as low-iron float glass.

3. Glasses are usually more durable in acid environments than in
alkali environments.

4, Glass corrosion in high pH environments, above 12, is due to

the dissolution of the entire glass network., This process
shows a linear time dependence.

3-1

"




g
i

b
I
i

.r‘?,

BN

S ST

Table 20. Summary of Recent Obsexrvations on Glass
Weathering (Continuatilon 1)

10.

11.

12.

Environments which tend to remove leach products from the glass

surface usually lead to less corrosion than those which cause build-
up of these products on the surface.

Corrosion of common glasses in water is usually due to an exchange
between alkall ions from the glass and protons from the water.

This process is diffusion-controlled and exhibits a square root
time~dependence.

Large quantities of water are less corroslve than are thin
films of water.

Glasses under stress due to bending, etc., will usually undergo
faster corrosilon rates than otherwilse,

Glass usually lasts longer in low-humidity than in high-humidity
environments.

Most glasses can usually be pitted by particles of all sizes,
such as sand.

Small particles trapped in the cracks in the glass surface are
the most difficult to remove.

Weathering of glass surfaces is usually related to the type of
cleaning agent used.

3~2
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SECTION IV

GLASS PERFORMANCE

A, GENERAL

The ability of glass to function successfully in the terrestrial solar
environment for long periods of time Is dependent upon the design parameters.
Important parameters include the following:

(1) Spectral characteristics
(2) Hail resistance
(3) Wind resistance

(4)  Abrasion effects

B. SPECTRAL CHARACTERISTICS
1. Transmissivity

A primary characteristic of glass for photovoltailc applications is the
transmissivity. The light is reflected and/or transmitted through the surface
as specular (direct) and diffuse (scattered) components. Of course, the purpose
of a good design configuration is to maximize both the specular and the diffuse
components that penetrate the glass and impinge on the solar cell., Iron content
is a main contributor to reduction in transmission of sunlight. Figure 14 shows
the reduction of solar cell output for various percentages of iron in glass. See
Reference 33,

Silicon solar cells utilize the sunlight in the frequency range of approxi-
mately 400 - 1.1 nm. The index of refraction of soda=lime glass varies slowly
over this region., Figure 15. It is important that the glass chosen for solar
cell encapsulation have high transmissivity in this range. Data on solar trans-
mission in glass of various thicknesses and compositions are shown in Table 21.

The spectral transmissivity of soda lime glass is shown in Figure 16 com-
pared to other types of glasses, while Figure 17 shows a spectral distribution
for 6.35 mm (0.25 in.) thick clear float glass. The transmission versus wave-
length for a special low-iron Schott glass (SolawiteR) is shown in Figure 18
along with the percent solar radiation in 4 separate frequency ranges as given
by Schott.

Because of its low coefficient of expansion, borosilicate glasses may prove
useful in special encapsulation systems in which the glass is integrally bonded
to the silicon cells., See Reference 28, Experiments have indicated that this
is possible except for either very thin glass or solar cell dimensions.
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Table 21, Solar Transmittance Properties of Manufactured Glass
(Adapted from Reference 25)
Thickness Solar Transmittance
Manufacturer Process Composition | Tested | Possible | Measured | Possible
4 Lo-Iron Soda Lime 0.125 0.847
Float
2 Float Soda Lime 0.125 0.838
7 Fusion Alumino- 0.110 >0.020 0.903
silicate
8 Fusion Alumino- 0.090 0.910
silicate
9 Fusion Alumino~- 0.060 0.909
silicate
14 Fusion Lime 0.045 0.876% >0.,91
Borosilicate
10 Rolled Soda Lime 0.125 0.891
3 Float Soda Lime 0.125 >0.105 0.844 >0.88
15 Tloat Soda Lime >0.085 >0.88
1 Float Soda Lime 0.125 0.831
5 Mid-Iron Soda Lime 0.125 0.866
Float
6 Lo~Iron Soda Lime 0,125 >0.060 0.881 >0.89
Float
11 B270 Sheet Soda Lime 0.120 0.913
Rolled

4Normal hemispherical transmittance of split and flattened tubing.
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2, Performance Degradation from Dust

JPL test results show that recent environmental particles on glass can re-
duce the light transmission and hence electtical putput of the solar cells if
uncleaned. The exact amount varies with a number of environmental factors, such
as altitude, geographical location, etc, See Figure 19, Rain and/or snow can
sometimes clean the glass appreciably.
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The effects of dirt on the solar module electrical output as measured by
the deercase in short circult current are shown in Figure 20 for the Los Angeles
locale., Sce Reference 68. In general, electrical power degradation of 3-6% per
month can be expected without cleaning near industrial arcas,

A number of effective cleaning materials are currently availlable for glass,
The techniques of washing usging high pressure (500-1000 psi) water with a shect-
ing agent Is reported to be very good in comparison to other methods., Cleaning

materials and techniques are beyond the scope of this report. (Sce References 25
and 67.)

C. HAILL RESISTANCE

JPL has.performed studies directed toward assessment of the risk of hall
to photovoltaic systems., See References 67 and 70, Fortunately, not all photo~
voltaic arrays must be designed for hall impact because it is a regional phenom-
enon in the US, occurring primarily in the Midwest. Northern Colorado and Southern
Wyoming are noted for their frequent storms of this type. Recently, Sandia Corp.
has published a report on an intense New Mexico storm composed of high speed
(>50 km/hr) haillstones greater than 6.35 mm (0.25 in.) in diameter (Reference 71).

For one glass concentrator, »% of the exposed glass was damaged, Only glass
thinner than 254 mm (0.1 in,) was damaged.

JPL hail test results are summarized in Figure 21.

The shaded arcas indi-
cate the reglons where glass breakage may occur.
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D. WIND RESLSTANCE

An important design parameter for windy sites is the velocity distributions
for varilous photovoltailc module geometries. Considerable analyses have been com-~
plated by the Boeing Company under contract with JPL (Reference 72)., Once the
wind loading is determined, the wind resistance of the various types of glasses
can be obtained from conventional architectural sources and the glass companies,
Wind load performance data is currently available, for example, from PPG Indus-
tries (Reference 73).

Strength is an important property of glass used for photovoltaic applica-
tions. Glass strength varies with the conditions of the test and, in general,
the results are less than the theoretical strength, At present, it is believed
that glass strength depends upon the condition of the surface. Usually strong
glass has fewer flaws and scratches. TFor small test specimens, such as fibers,
Lt appears that they may be stronger than the bulk pieces partly because of this
effect as well as others. See Reference 74.

The structural behavior of glass is such that breakage risk must be deter-
mined by using statistical theory. Faillure always results when a tensile com-
ponent of stress exceeds the tensile strength of the plate at a particular loca-
tion, Stress is influenced by plate geometry, support conditlons, surface
quality, type and rate of loading and other factors,
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The probability of breakage for float glass has been calculated for large
plates using the finite-clement by C. R, Tsai. Sce Reference 75. The data on
probability of glass breakage for short duration loads from PPG (Reference 76)
coupled with methods for extending the data to longer loads permits the designer
to determine specific thickness requirements., D. M, Moore of JPL has evolved
the latter methods (Reference 70). The glass strength versus probability of
failure for one minute duration over one square meter is shown in Figure 22,

The results are shown for new sheet and float glass, new plate glass,
and weathered glass.

In addition to the strength of the glass encapsulation, the abrasion duc

to environmental effects may be Important, These are treated in the following
section.

o ABRASION EFFECTS

Abrasion tests on 6.35 mm (L/4 in.) thick soda-lime glass have been per-
formed by Taketand and Arden using particles ranging from 3.75 to 22.5 grams,
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Figure 22, Recommended Design Values for Breakage Strength Versus
Probability of Failure for 1 Square Meter, Simply-
Supported, Annealed Glass Plates Subjected to a Uni-
form Normal Pressure Load of 1l Minute Duration
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See References 23, 26 and 77, The purpose was to determine relative loss of
transmission with abrasive dose, impact velocity and partiele size. Velocitles
between 12=-18 meters per second were used., Thip particular simulation was for
the desert envivonment in the Southwestern United States. The abrasive material,
silica [lour 105=125 mlerometers in dilameter, was blown onto the surface at
normal incidence.

Figure 23 shows the results of these experiments, A funetional relation=
ship exists between the total kinetic energy of the ipneident particles and the
soda=Llime glass transmission loss., From this faformation, and loss in transmis-
gion for 6,35 mm (0,25 inch) thick glass in abra=ive environments can be esti-
mated, These data indicated that glass was superlor to the acrylics tested, For
further details, sce Reference 77.

Further work on abraslve effects on other types of glass, such as borosili-
cates, remains to be undertaken, Weathering tests, Reference 78, show that the
aluminosilicates and borosilicates ave more durable than soda~lime to humidity
effects, and the implication 1is that the same would be true of abrasion tests.
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Figure 23. Velocity Parameter Versus Transmissivity Le. » for Soda
Lime Glass and Plastic (Ref. 77)
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SECTION ¥
CONCLUSIONS

Considerable research has been performed by JPL ard various industrial
organizations over the past few years dirccted toward long-lived, low cost encap~
sulants sultable for photovoltale zpplications, The lack of an organized body
of information on the eritical properties of glass encapsulants formed the impe-~
tus for this report,

The conclusions of this report concerning glass are summarized as follows:

1.

2.

3,

4.

5.

The nroperties of glass are glven frequently in terms of average
values; therefore, they should be used with caution.

Glass properties (partilcularly expansion) coan he tailored to meet a
speclfic application.

Processing factors, particularly production volumes, affect the price
of glasg,

Improvements in characteristles of photovoltaic glass c¢an be made in
the areas of iron content reduction, tempering and antireflection
coatings.,

Class 1s relatfvely resistant to envirommental aging. Tests indicate
the horosillcates are less affected than the soda-~lime-silicates,

The concluslons concerning the process for selectlon of candidate glass
mataerials are the following:

L.

2,

Soda~lime~silica glasses are, and probably will continue to be, more
economical encapsulants than borosilicates on a unit-welght basis,

Borosilicate glasses may be necessary for specilal encapsulation sys-
tems in which the glass is integrally bonded to the silicon cells,
unless either the glass and/or the cell is extremely thin.



B R i I
oy
.

N A e i

11.

13.
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GLOSSARY

The following definitions have been scelected mainly from ASTM Deslg.
C162-49T, compiled jointly by rhe Amerlcan Socilety of Testing Materials and the
American Ceramic Society., Other definitions are marked with an asterisk(*).
Those followed by the letters RFP apply to fibrous-glass reinforced plastics
and are adopted from Sonneborn.

AMO, AM1, and AM2, These notations refer to the amount of alr mass between the
sun and the solar ecell, AMO would be the response of the solar cell in
space, AMl on earth with the sun vertically overhead and AM2 with the
light passing through two ailr masses.,

Anneal. To prevent or remove objectionable stresses in glassware by controlled
cooling from a sultable temperature,

Annealing Point. The temperature at which the glass is brought to a temperature
high enough to rellieve internal stresses throughout, but not so high as to
mark or deform it. The upper temperature limit is close to its "annealing
point",

Batch. The raw materials, properly proportioned and mixed, for delivery to the
furnace.

Bevel, The difference in length between the upper and lower surface of the
glass at the edge after cutting.

*Binder (Fibrous Glass). Substances employed to bond or hold the fibers
together.

Blank. Sece lite.

Blister. An imperfection; a relatively large bubble or gaseous inclusion.

Blowpipe. The pipe used by a glassmaker for gathering and blowing by mouth.

Bubbles. Gas inclusions in any glass.

Check. A surface crack or imperfection in glass surface.

Deformation Point., The temperature observed during the measurement of expansi-
vity by the iunterferometer method at which vicous [low exactly counteracts
thermal expansion. The deformation poigt generally corresponds to a
viscosity in the range from 101l to 1012 poises.

Devitrification. Crystallization in glass.

Dice. The more or less cubical fracture of tempered glass.

Digs. Deep short scratches.
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Feeder, A mechanical device for regularly producing and delivering gobs of
glass to a forming unit.

Fiber, An individual filament made by attenuating molten glass., A continuous
filament 1s a glass fiber of great or indefinite length. A staple fiber
is a glass fiber of relatively short length (generally less than 17 in.)

Fining. The process by which the molten glass approaches freedom from undis~
solved gases,

[y

Fine Annealing. Annealing to an extremely low stress and uniform index of
refraction.

Flare. An extension of glass remaining or absent from the surface of the glass

sheet caused by the cutting process.

Flint glass. (1) A lead-containing glass. (2) Term used by container industry
for colorless glass,

Flux. A substance that promotes fusion.

TForehearth. A section of a furnace, in onez of several forms, from which glass
is taken for forming.

Gaffer., Head workman, foreman, or blower of a glass hand shop,

Gaseous Inclusions. Round or elongated bubbles in the glass.

Gather (n.). The mass of glass picked up by the hand shopworker on the punty or
blowing iron.

Gather (v.). To get glass from a pot or tank on the pipe or punty.

Glass Ceramic. A material melted and formed as a glass, then converted largely
to a crystalline form by processes of controlled devitrification.

Heat Treated. Term sometimes used for tempered glass. See Tempered glass.

“Lay-up (FRP). The resin-impregnated reinforcing material. Also the process of
making a lay-up.

Lehr or Lear.

A long, tunnel-shaped oven for annealing glass by continuous
passage.

Liquidous Temperature. The maximum temperature at which equilibrium exists
between the molten glass and its primary crystalline phase.

Lite. A section of glass sold and/or handled separately such as a 2 ft x 2 ft

section. Also called '"blank" or "light'.

Marver. (1) A flat plate on which a hand gather of glass is rolled, shaped,

and cooled. (2) Also the processing of doing same.
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“Mat (Fibrous Glass). A layver of intertwined fibers bonded with some resinous
material or other adhesive.

Mold, A form (usually metal) in which glass is shaped.

Mu=value.

Expressed by the Greek letter v or by the BEnglish letter V., Desig-
nates reciprocal dispersive power of glass and 1s computed as follows

Nu-value = ————-

where n 5 N,

, and Ne are the refractive indecles at sodium D (5893A),
hydrogen F E

4861A) Snd hydrogen C lines (6563A) respectively.

Opal Glass. Glass with fiery translucence,

Loosely, any translucent glass.

*Preform (FRP). The process whereby cut strands of roving are drawn by suction

onto a shaped screen, sprayed with binder, and cured in an oven. Also,
the article made by this process.

%Preloaded (FRP). Confraining or combined with the full complement of resin
before molding.

Punty. (1) A gathering iron or solid cross scction. (2) A device to which ware

is attached for holding during fire polishing or finishing.

Ream. Inclusions within the glass, producing a wavy appearance,
Residual %tress.

The average tenslle stress remalning in the glass after
manufacture.

Seam (v.). To slightly grind the sharp edges of a piece of glass.

Seed. An extremely small gaseous inclusion in glass.

Jhear Mark. A scar appearing in glassware, caused by the cooling action of the
cutting shear.

Size (Textile). Any coating applied to textile fibers in the operation of
forming.

Softening Point. The temperature at which a uniform Eiber, 0.5 to 1.0 mm in

diameter and 22.9 cm in length, elongates under its own weight at a rate
of 1 mm per min when the upper 10 cm of its length is heated in a pre-

seribed furnace at the rate of approximately 59C per min.
density near 2.5,

poilses.

For a glass of
this temperature corresponds to a viscosity of 107.6

Solarization. Change in transmission of glass as a result of exposure to sun-
light or ¢ther radiation.
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Squareness. The difference between the two corner-to-corner diagonals of a
square or rectangular shape,

Stone. An imperfection/ crystalline contaminations in glass,

Stones. Any opaque or partially melted particle of rock, clay or batch Ingre-
dient embedded in the glass,

Strain Point, This is the temperature at which the internal stresses are
reduced to low values in 4 hours. At this viscosity, the glass Is
substantially w»igid,

Striking, Development of color or opacity during cooling or rcheating.

Tempered Glass. Glass that has been rapidly cooled from near the softenlng
point, under rigorous control, to increase its mechanical and thermal
endurance, It also may be tempered chemically.

*Textile Fibers (Fibrous Glass)., TFibers or filaments that can be processed into
a yarn or made into a fabric by dinterlacing in a variecy of methods,
including weaving, knitting, and braiding.

Thermal Endurance. The relative ability of glassware to withstand thermal shock.

Total Solar Transmittance. 7The calculated transmittance of solar encrgy using
the solar data for ailr mass 1.5 and incident upon a perpendicular surface,

*Twisting (Textile). An operation by which a strand or sliver is given a pre-
established number of turns per inch and is thus converted into yarn,
thread, or cord,

Vee-Chip. Deep '"V" shaped chip at glass edge.

*Warp (Textile). Yarns extending lengthwise in the loom and crossed by the
filling yarns.

Wave. Defects resulting from irregularities in the surfaces of glass, making
the viewed objects appear wavy or bent.

Weathering. Attack of a glass surface by atmospheric elements.
Wired Glass. TFlat glass with embedded wire.
Wool. [ leecy mass of plain glass fibers.

Working Range. The range of surface temperature in which glass is formed into
ware in a specific process. The "upper end" refers to the temperature at
which the glass is ready for working (generally corresponding to a viscosity
of 103 to 104 poises), while the "lower end" refers to the temperature at
which it is sufficiently viscous to hold its formed shape (generally corres-
ponding to a viscosity greater than 10 poises). For comparative purposes,
when no specific process is considered, the working range of glass is
assumed to correspond to a viscosity range from 107 to 107.06 poises.
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