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FOREWORD 

This report documents the work performed by The Boeing C.mpany for the National 

Aeronautics and Space Administration, Langley Research Center (NASA-LaRC), under 

Contract NAS1-12428. The objective of the program was to investigate and evaluate 

the effects of long-term exposure to aircraft fluids on the behavim of advanced 

compasite materials. The program called for periodic monitoring and testing of 

specimens, both stressed (25% of ultimate) and unstressed, exposed to  the following 

laboratory-controlled environments: (1) JP-4 fuel, (2) Skydrol hydraulic fluid, (3) fuel- 

water mixture, (4) wet (fuelbdry (air) cycling, (5) ambient air (control), and (6) water 

immersim. 

The work was performed in two separate tasks. Task 1 began in June 1974 and Task 2 

in December 1975, each running for a period of 5 years. Tasks 1 and 2 were success- 

fully completed, and the final results and conclusions of both tasks are included in this 

report. 

Task 1 i r~o lved  exposure and periodic testing of tensile and short beam shear 

specimens fabricated with T300 tape/5209 and Kevlsr 49 FabricE544. Task 2 involved 

exposure and periodic tzsting of tension and short beam shear specimens fabriceted 

with T300 tape/5208, Kevlar 49 fabric/5209 and Kevlar 49 bare fibers. 

This program was administered by the Langley Research Center, National Aeronautics 

and Space Administration, with Mr. H. Benson Dexter of the Materials Division as the 

technical monitor. Mr. E. Y. Tanimoto of the Boeing Commercial Airplane Company 

was the program leader. 

Use of commercial products or names of manufacturers in this report does not 

constitute official endorsement of such products or manufacturers, either expressed or 

. mplied, by the National Aeronautics and Space Administration. 

iii 
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1.0 INTRODUCTION AND BACKGROUND 

There is a continuing effort to increase the structural efficiency and improve the 

fatigue life of commercial aircraft. The use of low-density, high-moljulus, high- 

strength filamsntary composites to save weight is a direct approach to a~hieving 

better structural efficiency; the use of structural adhesives instead of mechanical 

fasteners is a direct approach to improving fatigue life. The introduction of these new 

materials and concepts requires not only extensive development programs, but also 

service testing of complete components to determine their behavior under service 

loads and environments. 

For several years, Boeing has conducted development programs to adapt advanced 

composite materials technology to production airplane components. For example, 

NASA Contract NAS1-11668, "A Study of the Effects of Long T ~ r m  Ground and Flight 

Environmental Exposure or. the Behavior of Graphite-Epoxy Spoilers," has provided for 

the fabrication, imtdiation, and flight test of 111 graphite!epoxy spoilers on Boeing 

Model 737 comrsercial airplanes. Some of these spoilers have been in service for 8 

years; the program will monitor the service performance of the spoilers for a totel of 

10 years. 

While the graphitelepoxy spoiler program provides an exceptional opportunity to gain 

worldwide climatic exposure data ~mder actual fleet operating conditions, the effects 

of other environments, such as prolonged expasure to hydraulic oils or fuels, also 

warrant systematic study. Portions of airplane structure are exposed to a variety of 

these fluids during normal operation. Successful incorporation of advanced composite 

materials in aircraft structure, particularly in primary structure requires materials 

that are inert to nolnmal aircraft fluids. This is especially true when these materials 

are considered f c r  uses such as in the integral fuel tank structure. Therefore, the 

capability of composite materials to withstand this environment must be determined 

by testing these materials after long-term exposure. The results of five years exposure 

of composite materials to six different environments arc reported herein. 
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2.0 TECHNICAL APPROACH 

2.1 GENERAL DISCUSSION 

For several years, Boeing has conducted research and development programs on 

advanced composite materials in structural applications. These programs have 

progressed to the point where two graphite/epoxy flight spoilers are being test flown 

on a Model 737 aircraft and two boronlepoxy foreflaps are being flown on a Model 707 

aircraft. Both mmponents have been FAA approved and are being flown on airplanes 

in commercial service. Additional flight-test data will be accumulated by monitoring 

the flight-service experience of 111 graphitelepoxy spoilers under NASA Contract 

NAS1-11668. NASA irstituted the Aircraft Energy Efficiency Programs to improve 

the fuel efficiency of commercial aircraft. Under this program, contracts were let to 

various aerospace companies to develop and verify new technology. Boeing received 

contract NAS1-15025 to fabricate, certify and imtall compasite stabilizers on 727 

aircraft. The certification analysis and documt.ltatian are currently being prepared 

f a  the Federal Aviation Administratian. Boeing also received contract NAS 1-14952 

to fabricate certify and install composite elevators on 727 aircraft. Currently, five 

United Airlines aircraft are in service with composite elevators. Boeing was recently 

awarded a contract to study the durability and damage tolerance of large compasite 

primary aircraft structure. This program will  fabricate and test a composite wing 

structure. It is significant that these programs offer the opportunity for extensive 

service evaluation under actual fleet operating conditions, because continued 

development of advanced compasite materials will necessitate the assurance that the 

materials are inert to fluids typical of normal aircraft operat~on. 

This program involved the testing and evaluation of four advanced composite materials 

subjected to prolonged exposure to several laboratory-controlled environments d2emed 

typical of normal aircraft operations. Thes? environments included s~ecimen 

irnmersion in JP-4 fuel; Skydrol hydraulic fluid; fuel-water mixture; fuel-air cycling; 

ambient air exposure; and water immersion. The program called for engineering 

surveillance and evaluation during exposure. Post-exposure inspection, test, and 

progress reporting were done throughout the program. 

The flow chart shown in Figure 1 describes the overall layout of the program. 



10 tensile 

Fabricate for each 
system: 
120 tensile specirnen Task 1 
120 short h a m  shear 1 1 

Kv ,d r  fl ' e i  I l l e l  , 

j 1 F, I~ ,  volumt: 144 terlsile specltnens 
144 short beam shear Task 2 

49/2544 specimens 
-. - . . - - .- 

I 
I Lan~lr lale p h y r r u l  

C 
Tdsk I t  property tests 

Task 1 

Stressed specimen 
(25% ult imate) 

72 tensile 
L -  - - - - -A  

sets t o  a, b, 
c, tl, and e 

-. .- envrronments --- 
Ur~stres:*d specimens 
130 te~tsi le e l  

whort beam shear 1 ! 82 tenbile 1 
I 

1 154 short beam shear r 
L -  - - - -. - A  

Task 2 

Per ~(HIII bdse1111e Tens~on test l~>divldual 
tests or1 ~cldlvrdual L ~ ~ ~ ~ ; G ~  kls f l t ~ c l r  H H hbers periotlrcally 

111 wdter 
dffer 3. 6, 12, 24, 36, 

. . 10 1e11~1lc dnd 60 n ~ o  

Ambir r l t  alr 

JP-4 fuel 

Skydrol 

Fuel or 
water 

Wet a ~ l d  
d ry  cycllrly 

I Water 
L f I immersion 

Test specirrvns 
~ ~ r i o d l u l l y  after 
3, 6, 12, 24, 36, 
and 60 roo 

(included ir i to task 2) 

Figure I .  Program Flow Chart 



2.2 MATERIALS 

Several commercially available epoxy matrices and graphite fiber reinfmcements were 

considered as candidates for this study. The systems selected are listed in Table 1. 

The selectian criteria included: 

o Commonality of material with that selected fur spoilers under Contract NAS1- 

11668 

o Quality and reproducibility 

o Fabricability 

o Availability 

Specifically, System1 used a material common to one of the graphite/epoxy materials 

selected for the spoilers fabricated and tested under Contract NAS1-11668. The 

material was of proven manufacturing quality and reproducibility, the fabrication 

procedure was well defined, and the material was available commercially. System IV 

used the same matrix resin as System I, but incorporated a completely different fiber. 

This provied a minimum of processing development, since the different fiber will 

have little influence on the composite's cure schedule and fabrication characteristics. 

System I1 used a resin common to another material used for the spoilers under 

Contract NAS1-11668, but incorporated a completely different fiber. Again, the 

choice was dictated by the lack of processing development required and .I#.. , .p1l- 

known fabrication characteristics of the matrix resin. System I11 used the same fibers 

as System I, but with a higher temperature curing epoxy resin system. 

The selectim of matrix resins common to  those used for the spoiler program precluded 

process variables from significantly impacting the fabrication of composite specimens 

suitable for exposure studies. Tne materials selected also offered an opportunity to  

compare results with those obtained on the spoilers. Paired exposure of Thornel 300 

graphite fiber with Kevlar 49 w s s  made possible by selection of the same resin for 

Systems I and IV. Paired exposure of epoxy resin matrices of wrying cure 

characteristics was possible withSystems I and 111 and with Systems I1 and IV, since the 

influence of the f i b e s  in each paired group was expected to be minimal. 

The same cure cycle was selected f c r  the test specimen fabrication as was used for 

the spoiler fabrication under Contract NAS1-11668, due to its proven manufacturing 

characteristics and known composite quality (Fig. 2). 



Table I .  Composite Material Systems Selected for Program 

System I 

System I I 

System Ill 

System IV 

Fiber 

Union Carbide 
Thornel 300 

DuPon t 
Kevlar 49 

Union Carbide 
Thornel 300 

Dur'ont 
Kevlar 49 

Matrix 
Resin 

Epoxy 5m 

Epoxy 2544 

Epoxy 5208 

Epoxy 5209 

Cure 
Temperature 
K (OF) 

394 (250) 

450 (350) 

450 (350) 

394 (2501 

Supplier 

Narmco 

Union Carbide 

Narmco 

Narmco 

A 
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Figure 2. Processing Condition 



Composite properties such as interlaminar shear, flexure, and compression strength, to 

which the matrix makes a significant contribution, are probably the most common 

properties tested to assess environmental degradation. In particular, the interlaminar 

short beamshear strength and in-plane shear strength are influenced by tile properties 

of the resin and resin-fiber adhesion and are, therefore, useful properties with which 

to assess environmental resistance. Taking this into consideration, the short beam 

shear specimen and the - +45-degree tensile specimen were selected for this ?rogram. 

After NASA concurrence on material selection, the materials were ordered to specifi- 

cations developed for the spailer program, except that the Kevlar-49 pcepreg was in 

the form of broadgoods, The Pollowing activities were performed: 

o Prepreg property determination 

o Visual-uniformity and defects 

o Physical property deterrcination 

o Resin content (percent) 

o Volatile content (percent) 

o Process confirmation 

o Laminate physical and mechanical property determinations 

o Fiber volume of sheer specimens 

o Fiber volume of tensile specimens 

o Fabrication of specimens for exposure 

o Tensile 

o Shear 

The same composite test specimen configurations were used in this investigation ts 

were utilized in the spoiler study. Eight-ply balanced - +45 degree specimens were 

employed for tensile testing. Sixteen ply 0-degree specimens were fabricated for the 

short beam shear tests. An attempt was made to manufacture specimens whose fiber 

volume fraction was 60 - + 2 percent. The mechanical tests were used to measure the 

effects of various environments on the mechanical properties of the composite 

materials. During the environmental exposure, the tensile test specimens werz 

subjected to no load or stressed to 25 percent of their ultimate load. The short beam 

phear specimens were not stressed during the environmental exposure. 



2.3 ENVIRONMENTAL EXPOSURE CONDITIONS 

Environmental exposure test conditions impased on laminate test specimens fw each 

system were as follows: 
1. JP-4 immersion 

2. Hydraulic flzlid immersion 

3, Fuel-water immersion 

4. Wet (fuelkdry (air) cycling 

5. Ambient air 

6. Water immersion (Systems I11 and IV only) 

Environment 1 consisted of specimen immersion in JP-4 fuel, with approximately 

monthly replacement with fresh fuel. Environment 2 consisted of speni men immersion 

in  Skydrol 5008 (Mansanto Company) hydraulic fluid, with approximately monthly 

replacement of hydraulic fluid. Environment 3 consisted of specimen immersion in a 

fuel-water mixture, with the fuel-water interface maintained at the center of the test 

specimens. Bacteria common to fuel tank environments were placed in the test tank. 

Environment 4 consisted of 24 h o r ; ~  fuel immersion followed by 24 hours air exposure. 

Environmcull 5, an'lbi mt  air, was included in the program as the test control. Environ- 

ment 6 consisted of specimen immersion in water, with approximately monthly 

replacement of water. Only Systems 111 and 1V were subjected to Environment 6. 

Expcsure consisted of subjecting groups of four tensile specimens (two stressed and 

two unstressed) and four short beam shear specimens from each material system to the 

environments described above for periods of 3, 6, 12, 24, 36, and 60 months. The 

specimens were stored in an outdoor shed. Table 2 summarizes the distribution of test 

specimens for each material system. The configurations of the tensile and short beam 

shear specimens are shown in Figure 3. The fixtures for the stressed tensile specimens 

are shown in Figures 4 and 5. The stress level was main'ained at 25% of ultimate 

tensile load. Similar fixtures have been used for sustained-load studies of adhesive 

bonds during Roeing IR&D studies. 

To understand the degradative effect of water on Kevlar 49 fibers, periodic tensile 

testing was conducted on individual ?later-immersed Kevlar 49 fibers. Fibers picked 

at random from Type 968 (1420 Denier, 1000 Fil&rrrmt, and 0 Twist) Kevlar yarn were 

tested before immersion and after 3, 6, 12, 24, 36 and 60 months of immersion. 



Table 2. Distribution of Environmental Test Smimens For Each Svstem 

Envirornent 

1 
Shear, number 
specimens 

U n s t r w d  

Composite 

Tension, number specimens 

10 

4 
4 
4 
4 
4 
4 

4 
4 
4 
4 
4 
4 

4 
4 
4 
4 
4 
4 

Stressed 

Composite 

2 
2 
2 
2 
2 
2 

2 
2 
2 
2 
2 
2 

2 
2 
2 
2 
2 
2 

2 

Composite 

Unstressed 
I Kevlar 49 

fibers 

10 None, initial test 

JP4 immersion 

3mo 
6mo 

12 mo 
24 mo 
36 mo 
60mo 

12 mo 
24 mo 
36 mo 
60mo 

Amblent arr 

3mo 
6 m  

12 mo 
24 mo 
36 mo 
corn0 

Water immersion 
(task 2 only) 

3 mo 
F mo 

12 mo 
24 mo 
36 mo 

i ~ m o  

10 

2 
2 
2 
2 
2 
2 

2 
2 
2 
2 

2 2 
2 2 
2 2 1 

1 
2 4 
2 4 
2 1 

1 
2 10 2 4 1 
2 I 1 @ 2 

1 
2 I 10 
2 10 
2 
2 10 2 

6mo 2 

Skydrol immersion 

3mo 
6mo 

12 mo 
24 mo 
36 mo 
am0 

Fuel or water immersion 

3mo 
6mo 

12 mo 
24 mo 
36mo 
6Qmo 

Wet (fuel) and dry (air) 
cycling 

3mo 

i 

2 
2 
2 
2 
2 
2 

2 
2 
2 
2 
2 
2 

2 
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3.0 RESULTS AND DISCUSSION 

3.1 PREPREG AND LAMINATE PHYSICAL PROPERTIES 

As s%wn in the  work flow diagram (fig. I), the physical properties of the prepreg were 

conducted by the sqplier.  Results of the prepreg tests are shown in Tablc; 3. The 
laminate physical propertier, of each fiber/resin system were determined ir,-house; 

these results are shown in Table 4. Improper bleed out of the  2544 resin resulted in a 

greater fiber volume fraction than expected or desired. Sufficient quantities of this 

material were not available f w  pr- determination of the cure cycle. 

3.2 EXPOSURE TEST RESULTS 

The following results were obtained on each fiberhesin system shown below after 5 

years of exposure. 

450 K (350°F) Cure, T300 Graphite15208 

o No significant reuuction in tensile strength was found in either the stressed or 

unstressed tensile specimens when exposed to  any of the environments (Fig. 6) 

o The stressed tensile modulus increased 10 to 30 percent during the latter part of 

the environmental exposure. There is &so an increase in the unstressed modulus 

reported for specimens subjected to  fuellair cycling and water immersion during 

the last two years. The data is definitely questionable. The experimental data 

was reviewed and the  calculations checked. The erroneous data was caused by 

changes in personnel, equipment or procedures over a five year period. It was 

probably caused by an equipment malfunction. (Fig. 7). 

0 Specimens immersed in water and in fuel/water solution showed 25 to  30% 

reduction in short beam shear strength in the fif th year of exposure. About 

a 5 to  10% reduction in short beam shear strength was found f~ the  specimens 

exposed to  the other environments (Fig. 8). 



Tdle 3. Prepreg Physical Properties 

Table 4. Laminate Physical Properties 

Fiberlepoxy system 

T30015208 

T300/5209 

Kevlar 49/2544 

Kevlar 496209 
i 

Resin content, % 

45 

40 f2 

40 i 3  

43 

r 

Volatile content, % 

0.3 

3 (max! 

2.1 

1.3 

I 

density 

- 
- 

- 
1.58 

1.37 
- 
- 
- 

r 

Fiberlepoxy system 

T300/5208 

T300152Q9 

Kevlar 49/2544 

Kevlar 496209 I style 281 fabric 
L 

Rain 
content, 
% by 
weight 

- 
- 
- 

25.8 

15.4 
- 
- 
- 

Sped men type 

Tensile 

Short beam shear 

Tensile 

Short beam shear 

Tensile 

Short beam shear 

Tensile 

Short beam shear 

Fiber 
volume, 
% 

64.6 

69.8 

- 
66.8 

76.6 

78.0 

62.4 

67.0 



KSI MPA 
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CYCLING 

Figure 6. Environnw~tal Exposure of T m / 5 2 0 8  (f4!i0 Tensile Strength, VF = M.61 







394 K ( 2 5 0 ~ ~ )  Cure, T300 Graphite/5209 

A maximum of 10% reduction in  tensile strength was found for the stressed and 

unstressed tensicm specimens when exposed to any of the environments (fig. 9 ). 

Again, there are 10 to 50 percent increases in the stressed and mstrssed tensile 

modulus (Fig. 10). The increases in tensile modulus are not as prevalent as with 

the previous material (T300/5208); however, the increases approach fifty percent 

of the initial value. The cause was probably an equirvdlent malfunction. 

Specimer-s immersed in fuellwater solution showed a 40% reduction in short 

beam shear strength after the third year of exposure. All other short beam shear 

specimens exposed to the other ec~vironments also showed a 10 to 20% reduction 

in strength after the fifth year of exposure (fig. 11). 

No water immersion test was conducted on this fiberlresin system. 

K ( 3 5 0 ~ ~ )  Cwe, Kevlar 49/2544 

Tensile specimens (stressed and unstressed) immersed in fuel/water solution 

showed a rapid decrease in tensile strength (approximately 20%) within the first 

year of exposure. However, no additicnal reduction occurred throughout the 5- 

year expasure period. All other exposures showed no significant effect on the 

tensile properties (figs. 12), except for a 2G% strength reduction in unstressed 

tension specimens expcposed to fuellair cycling. 

The tensile modules data for this eomposite system are shown in Figure 13. 

There is some variation in the modulus but the variation is not significant. 

Short beamshear specimens immersed in fuellwater solution showed a rapid 70% 

reduction in interlaminar shear strength at the end of 6 months exposure. At the 

same time, fuellair cycling resulted i n  a 35% reduction in interlaminar shear 

strength. All other exposure conditions tad na effect on the interlaminar shear 

strength of this system (fig. 14). The fiber volume fraction of the Kevlar 

4912544 composite is greater than expected or desired. The low matrix resin 

volume fraction causes localized &fects because of resin starvation. This is the 



KSI MPA 

MONTHS EXPOSURE 3 612243660 3 6 12243660 3 6 12243660 3 6 12243660 3 6 12243660 

I N T l A L  AMBIENT AIR .IP+ SKYDROL FUELIWATER FUELIAIR 
CYCL!NG 

Figure 9. Environmental Exposure of T3CE0E209 (+4!j0 Tensile Strength, VF = 66.8%) 

KSI GPA 

~ ~ N T Y S " E X P O S U R E  3 612243660 3 6 12243660 3 6 12243660 3 6 12243660 3 6 12243660 

I N T I A L  AMBIENT AIR JP-4 SKYDROL FUEL“WATER FUELrAIR 
CYCLING 

Figure 10. Environmental Exposure of ?300/5209 (5450 Tensile Modulus, V F  = 66.8%) 



KSI MPA 

INTlAL AMBIENT AIR J P 4  SKYOR(7L F U E W A T E R  FUEL/AIR 
CYCLING 

Figure 1 I. Environmental Exposure of T300fi209 (@ Short Beam Shear, VF = 66.8%) 
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INTIAL AMBIENT AIR JP-4 SKYDROL FUEL,WATER FUEC.'AIR 
CYCLING 

Figure 12. Environmental Exposure of Kevlar 49R544 Tensile Strength, VF = 78.2%) 
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cause of the erratic short beam shear strength. 

9 No water immersion test was conducted on this fiber/epoxy system. 

o The low ;nat~ix resin volume fraction of the Kevlar 49/2544 system has resulted 

in strl~ctvral defects which were caused by random resin starvation. The 

mechar,ical properties of this system fluctuate more t t m  any of the other 

composite materials because of the random structural defects. 

394 K (2500F) Cure, Kevlar 49/5209 

o Tensile specimens (stressed and unstressed) immersed in water and in fueUwater 

solution shwed a rapid decrease in tensile strength (approximately 25 to 35%) 

within the first year of expawe. The reduction, however, plateaued and no 

additional reduction occurred throughout the 5-year exposure period. Except for 

the stressed tensile specimen exposed in ambient air, all of the other tensile 

specimens (stressed and unstressed) showed a rapid, 10 to 20% tensile strength 

reduction after 6 months of expmre. Again, these reductions plateaued and no 

additional redliction occurred throughout the 5-year exposure period (Fig. 15). 

o The tensile modulus data for this composite system are shown in Figure 16. 

There is some variation in the modulus data, but the variation is not significant. 

o Short beam shear specimens immersed in water and in fuel/water solution 

showed a 25 to 30% interlaminar shear strength reduction. This reduction 

occurred within 2 years, plateaued, and remained at this level throughout the 5- 

year exposure period. No significant reduction in interlaminar shear strenzth 

occurred for m y  of the other exposures (Fig. 17). 





MON 1 tiS 

GPA 

DUNSTRESSED 1 STRESSED 1 

EXPOSURE 3 612243860 3 612243660 3 ti 12243660 3 612243660 3 6 12243660 3 6 12243680 

1NITlF.L AMBIENT AIR JP-4 SKYDROL FUELMlATER FUEL/AIR WATER 
CYCLINia 

Figure 16. Environmental Exposure of Woven Kevlar 128 11b209 (*4!T0 Tensile Modulus, VF = 64.4%) 





The effects of water an individual Kevlar - 9  fiber strength are shown in Table S and 

Figure 18. The graph indicates a gradual steady decrease of to 25% reduction in 

tensile strength. However, it should be noted that a high de ta coefficient of variation 

was experienced as shown by the a t a  scatter for each exposure period. The resulting 

curve shown on Figure 18 is a least squares fit of the experimental data. 

Measurement of the mechanical p p e r t i e s  of individual Kevlar fibers is difficult for 

the following reasons: 

1. The diameter of the fibers cannot be measured accurately. 

2. It is very easy to damage the outer layer of t k  fiber which carries mast of 

the load. 

3. Length and width gage effects affect !he mechanical properties of 

individual fibers. 

4. Alignment and gripping of individual fibers during mechanical testing is 

very difficult. 

The variation in the mechanical strength of the fibers is too great. However, 

considering the experimental difficulties, the results are not unexpected. 

The modulus data for the individual fibers are shown in Table 5. Fci- ail practical 

purpases, the variation in the modulus is reasonable. The variation in the modulus is 

consistent with the accuracy to which it WRS !neasured. 

Results indicate that the water cw water-based f luids  are more degrading te strength 

than the nonaqueous fluids in all fiberfegoxy systems tested in this program. This 

result s w p x t s  the argument and work done bv Judd (ref 1). This difference in 

behavior bet weer1 aqceous snd nonayueous fluids 1s probably associated with the polar 
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structure of the epoxy matrix resin. It is speculated that the ingression of water 

into the epoxy matrix, by diffusion through the resin, capillary channels, or voids, 

occurs at a higher rate in aqueous environments, due to both the polar nature and 

the relative size of the water molecules as mmpared to the other fluids tested in this 

program. It also is speculated that water molecules degrade the chemical bonds 

at the fiber-matrix resin interface. This theory is supported by the short-beam 

shew results of all fiberhesin systems tested. 

Results also indicate that the graphite/epoxy systems are more resistant to environ- 

mental degradation than the Kevlar/epoxy systems. The fluids tended to affect the 

Kevlar/epoxy specimens after a shorter exposure period than the graphite/epoxy 

specimens. Kevlar fibers have a large pasitive coefficient of thermal expansion in the 

transverse directim compared to graphite fibers. The adhesion between epoxy matrix 

resins and graphite fibers exceeds the adhesion between epoxy matrix resins and 

Kevlar fibers. One theory is that these two phenomena create a larger fiber-to-matrix 

channel in Kevlar/epoxy composites compared to graphitelepoxy composites when the 

systems are cured. The larger fiber-twmatrix channel would accelerate the ingression 

of fluids. Accelerated absorption of fluids would cause the Kevlar epoxy composite to 

fail sooner than the graphite/epoxy composite. 
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4.0 CONCLUSIONS 

The conclusions drawn from this study are based on the program limitations, which 

are: 

o The limited number of specimens (two per test per exposure period) 

o The type of epoxy systems tested 

o The type of mechanical test selected: - +45-degree (stressed and unstressed) 

tensile and 0-degree short beam shear specimens 

o The exposure conditions used 

Due to these limitations, quantitative conclusions cannot be drawn. However, trends 

have been found and the following qualitative conclusions can be made: 

1. Water immersion or fuel/water immersion resulted in the greatest strength 

degradation for the composite systems tested in this program. 

2. No significant differences were found between the - +45-degree unstressed tensile 

specimens and the +45-degree stressed tensile specimens. 

3. Both aqueous and nonsqueous solutions, showed a tendency to affect the 

Kevlarlepoxy systems at an earlier exposure time than the graphitelepoxy 
systems. 

4. In general, graphite/epoxy systems were more resistant to environmental 

degradation than the Kevlarlepoxy systems. 
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