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PREFACE 

Several new challenges have resulted from the adoption of automated 
geographic information systems over the past decade. These challenges result 
from the automation of two or more geographic data bases which encompass 
portions of the same or adjacent physical areas. The automated systems 
contain data of differing classification, resolution and file structure. For 
example, local government agencies typically have automated at least portions 
of their parcel records in an address or parcel-based data file. Automated 
census data are available for the same area at several levels of aggregation. 
Public utilities frequently automate service facility networks in addition to 
maintaining address-based use and billing records. In addition, a variety of 
aggregated environmental characteristics may have been automated for use 1n 
local or regional environmental analysis and planning. Superimposed on these 
automated systems, LANDSAT data are available for all areas of the United 
States. 

The California Integrated Remote Sensing System (CIRSS) task force, 
comprised of representatives of NASA, State agencies, and private industry, 
was established to study the methods whereby access to geographic data 
throughout the State could be integrated through a central facility. 
Further, the CIRSS task force established a pilot study in the San Bernardino 
Valley and Mountain areas to investigate methods for vertically integrating 
data bases in that subregion of the State. 

The San Bernardino study area was selected for the following features: 

Several automated data bases were known to exist in the area. Table 
I-I lists those used in the project. 

- Two of the data bases were of land use captured in 1974 and updated in 
1979. 

Parcel-based land use change data were available through San 
Bernardino County's growth monitoring data base. 

- Potential users of an integrated data base include the San Bernardino 
National Forest staff and the San Bernardino County Planning 
Department. 

This report describes the creation (Phase 1) and use (Phase 2) of a 
vertically integrated data base, including LANDSAT data, for local planning 
purposes in a portion of San Bernardino County, California. The project 
illustrates that a vertically integrated approach can benefit local users, 
can be used to identify and rectify discrepancies in various data sources, 
and that the LANDSAT component can be effectively used to identify change, 
perform initial capability/suitability modeling, update existing data, and 
refine existing data in a geographic information system. Local analyses were 
developed which produced data of value to planners in the San Bernardino 
County Planning Department and the San Bernardino National Forest staff. 
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FINAL REPORT 
Vertical Data Integration - San Bernardino County 

I. INTRODUCTION 

The San Bernardino County Vertical Data Integration Study is one of four 
approaches to LANDSAT data integration being studied by the California 
Integrated Remote Sensing System (CIRSS) Task Force. The general objective 
of the San Bernardino study is to examine the capability and effectiveness of 
using private industry to aid local governments in their efforts to integrate 
geographic data. Other approaches to local geographic data integration which 
are being studied by the CIRSS Task force include the evolution of vertical 
data integration within a major State agency (California Department of 
Forestry), establishment of a network integrated data base in the context of 
a regional authority (Association of Bay Area Governments), and the 
development of an integrated data base to meet a newly identified 
State/County need (Prime Agriculture - University of California at Santa 
Barbara). 

A. Purpose 

These studies have evolved to establish an effective solution to several 
geographic data problems: 

- Geographic data for a given area are often incomplete in terms of 
spatial coverage and data content. Gathering new data by traditional 
means is generally expensive and time consuming. 

- Many local and regional agencies have established extensive data bases 
of specific geographic information types within their district 
boundaries. These data bases generally are not used by other agencies 
even though their districts overlap. This results from incomplete or 
incompatible data needs in some cases, and lack of interagency 
communication in many cases. 

- Geographic data bases for an area often exist in different computer 
formats (e.g., DIME, polygon, raster, etc.) which require efforts to 
transform into another system. 

- LANDSAT data have not been used by a large segment of local, regional 
or State agencies. Reasons given by the agencies include scale, 
resolution and lack of familiarity with the technology. However, most 
agencies agree that they would benefit from timely updating of 
existing data. 

This report presents the methods used to integrate data sets for a 
geographic area in San Bernardino County for which these problems existed, 
and for which a specific geographic analysis was desired. Automated 
geographic data types covering portions of the area were available from 
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Federal. State. County and private sources. Table I-I lists the data bases 
integrated for the study. In addition. 1979 aerial photographic (1:24.000 
B&W) and classified LANDSAT data from 1976 and 1979 were obtained to extend 
the geographic data to those areas not covered by existing GIS data. The 
concept of assembling a single data base for a single area from data bases 
which exist at several administrative levels is referred to as VERTICAL DATA 
INTEGRATION*. Coincidentally. the data bases used in this project were 
obtained from data sensed at several elevations: ground level parcel-based 
data; low elevation aerial photography; high elevation aerial photography; 
and LANDSAT raster digital data. 

Major goals of the project were to involve several organizations in the 
construction of an integrated data base. involve these same organi~ations in 
use of the data base. and demonstrate to them the use of LANDSAT technology 
as a means of efficiently updating an agency data needs. 

B. Participants 

The San Bernardino Vertical Data Integration effort involved both public 
and private participants as identified in Table 1-2. Responsibilities 
included administrative (CIRSS, ARL. EDC), provision of data and data bases 
(ARL, USFS. SBC, SCE, ESRI). and participation in the design and application 
of the integrated data base (USFS, SBC. ESRI). Communication between the 
participants was facilitated by several conferences and workshops sponsored 
by ARL and CIRSS. A major initial difficulty was the identification of a 
single administrative person to provide overall management of the project. 
This role was filled by several individuals during the course of the project. 

C. Area of Application 

The area of application is illustrated in Figure I-I. The following 
criteria were used during the selection process: 

- Several geographically adjacent automated GIS systems are represented 
within the area. This allows a test of methods designed to integrate 
GIS data prepared for separate users. 

- Several GIS files were prepared at different times for the same area 
to identify change in land use. These were prepared from interpreted 
aerial photos, census data, and development monitoring records. These 
provide for an analysis of LANDSAT change detection output. 

*The ClasS task force has also defined vertical data integration as the 
general compatibility of data formats. classifictaion methods. and encoding 
routines whereby data collected within a geographic area by one agency or 
level of government can be selectively incorporated into the geobased 
information systems of many other agencies or levels of government with 
minimal data manipulation and reformatting. 
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O~mer Date 

SCE 1974 

SCE 1979 

USFS 1976-77 

SBC 1979 

SBC varies 

SBC current 

SCE 1980 

TABLE I-I: Data Sets Incorporated 

Data Set Description 

Land Use Cornmunitles - Polyogns 

Land Use Update - Polygons 

Terraln Units (Slope. 
vegetation, landform, geology) 
- Polygons 

Parcel Ownershlp File - Address 

General plan support data 

GBF/DIME (geo-coded address and 
census geographlc unit 
matchlng system) 

Census Tracts - Polygons 

New data set created for this proJect: 

1979 Terrain Units 

1-3 

Geographlc Area 

East Valley and Hountains 

East Valley 

San Bernardino National 
Forest 

Yucaipa 7!1' Quad 

East Valley and Mountains 

Urbanlzed portlons of 
County 

Urbanized portions of 
County 

East Valley/Yucaipa Quad 



Publ~c 

T~\BLE 1-2 
Part~c~pants 

1. CIRSS Task Force (CIRSS) 

Univers~ty of California at Berkeley 
University of California at Santa Barbara 
Humboldt State University 
California Department of Conservation 
California Department of Forestry 
California Department of Food and Agriculture 
California State Assembly 
US Geological Survey 
US Forest Service 
Industry Advisory Panel 

2. ~ASA-Ames Research Laboratory (ARL) 

3. US Forest Service (USFS) 

4. California Environmental Data Center (EDC) 

S. San Bernardino County Planning Department (SBC) 

Private 

6. Southern California Edison Company (SeE) 

7. Environmental Systems Research Inst~tute (ESRI) 
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- The GIS prepared for the San Bernardino National Forest excluded the 
designated Wilderness area within the forest. This provided an 
opportunity to test the use of LANDSAT data to infill or extend an 
existing GIS data base into adjacent lands which, although similar in 
land cover, were not included in the original study. 

- Both the US Forest Service, San Bernardino National Forest, and the 
San Bernardino County Planning Department offered to provide 
significant input and personnel time for participation in this effort. 

Roughly bisected by the San Andreas earthquake fault, the area selected 
includes a range of observable ground cover types and encompasses both 
mountainous and alluvial valley landforms. Portions of the mounta~n~ are 
undisturbed Wilderness, while much of the valley has experienced rapid 
development of residential and commercial properties. Natural land cover 
varies from valley grassland to hillside chaparral to mountain coniferous 
forests. 

Special characteristics of the study area include geologic hazards 
related to ground shaking and steep slopes, fire fuel growth on lower slopes, 
significant erosion (particularly after wildfires), and flooding in the 
valley. Both the valley and mountain communities of the study area 
experience strong cultural pressure for urban development, particularly 
residential development. This pressure results from the proximity of major 
commercial and industrial centers, good transportation, available resources, 
and the aesthetic appeal of the east valley/mountain configuration. Land 
costs have historically been lower than in areas closer to the Los Angeles 
metropolitan center to the west. 

For these reasons, application of the integrated data base was focused 
on its utility for projecting and monitoring urban development and for 
identifying constraints and opportunities with respect to proposed 
development patterns. Specifically, the San Bernardino County Planning 
application was a test of methods for identifying specific types of change, 
correlating these changes with observable characteristics of the land, and 
projecting those areas likely to develop in the near future. The US Forest 
Service application (Phase II) is a test of the use of an integrated data 
base to identify appropriate sites for designation as a greenbelt, and 
subsequently, project the impacts of such designation on the fire fuel, 
hydrologic and erosion characteristics of the identified sites. 

Integration of the Data Base 

Each of the data bases used in the project was registered to State Plane 
coordinates and converted to a grid-based data file at a resolution of 4 
acres and used to create a culti-variable data base for the entire study 
area. To this data base was added classified LANDSAT data from 1976 and 
1979. The resulting data base thus integrated in a uniform format all of the 
separately automated data within the study area. Except for LANDSAT data, 
none of the data bases covered the entire area, nor were all prepared at the 
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same time. Within the Valley subarea, data from 1974, 1976, and 1979 were 
available to illustrate temporal change. Within the National Forest subarea, 
both photo-interpreted terrain units and classified LANDSAT land cover data 
were available for comparison. 

Use of Integrated Data Base 

A primary function of the vertically integrated data base was to test 
several possible interactions between existing geocoded data bases and 
LANDSAT data: 

- Using LANDSAT data to update a GIS and monitor changes in land 
cover/land use through time. 

- Using LANDSAT data to extend existing GIS data over a larger area. 

- Determining whether new data types such as capability/suitability for 
urban development can be modeled at a useful scale and resolution 
using LANDSAT data. 

- Using a GIS to identify classes resulting from an unsupervised LANDSAT 
classification. 

Figure 1-2 illustrates the use of a GIS to supervise the classification 
of lJu~SAT data by means of an automated comparison of the two data types. 
This method is useful when the imagery is being used to extend the GIS 
coverage beyond its original boundaries. In the present study, the U.S. 
Forest Service data base included all National Forest lands except those 
declared "Wilderness Area". The classified LAL~SAT data were reinterpreted 
using the USFS portion of the integrated data base to extend coverage into 
the Wilderness Area in the study area. A fire hazard model was then applied 
to the area and compared with a similar model previously run only on the 
non-wilderness areas. Figure 1-3 illustrates an alternative use of a GIS to 
interpret and code a LANDSAT image processed through an unsupervised 
classification. 

Phase 2 Studies 

The use of LANDSAT to update an existing data base was tested using the 
SCE 1974 - 1979 land use data in the integrated data base for a small portion 
of the San Bernardino Valley. The land use change data was compared to the 
LANDSAT change detection model run on the same geographic area. Areas of 
inconsistency between the two analyses were compared with the County 
Assessor's development tracking data and a statistical analysis of the 
accuracy and resolution of the LANDSAT change detection model developed. The 
model logic screens change data using the County General Plan and the 
existing urban land use data planes of the GIS. The logic eliminates 
erroneous or improbable types of change. Thus changes from developed land 
use type to agriculture are blocked by the screen. LANDSAT change detection 
techniques used during this study are reported in detail by Likens and Maw 
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1982. 

Figures 1-4 and 1-5 show two possible methods of using a screen during 
the change detection modeling. The method illustrated by Figure 1-4 
illustrates the use of a screen after change detection has taken place. 
Clustering algorithms of the image classifier were found to produce many 
erroneous indications of change where no change had actually taken place. 
Usa of the screen eliminated this "noise", but only in areas removed from 
consideration. Another change detection methodology which evolved during 
this effort, involving the use of a screen prior to LANDSAT change detection, 
is depicted in Figure 1-5. The original 1976 data is screened using the GIS, 
so only developable areas are examined for change. If no change is observed, 
the 1976 classif~cation is retained. If change is detected, tne 1979 
classification replaces the 1976 data for that pixel. The original 1976 data 
and the updated 1976 data (now including 1979 codes for specific changed 
areas) can now be analyzed by the change detection model. The result is a 
change detection output which a) is focused on specifically defined areas of 
concern, and b) contains no "noise" produced by the clustering algorithm. 

During the second phase of the Vertical Data Integration Study, specific 
user applications was performed using two small subareas of the data base: 
one an area expected to experience pressure for development and the other an 
area under consideration as a fire-retardant greenbelt. The small area 
studies demonstrate the potential for using a vertically integrated data base 
for local analyses. 

Figure 1-6 illustrates the San Bernardino County Planning application 
studied in Phase II. A small area data base was windowed from the integrated 
data base and gridded at a resolution of one acre. This data base was used 
to develop a urbanization capability/suitability model which was compared to 
both the Assessor~s development data and actual development in the field ~n 
an effort to determine which characteristics can be reasonably correlated 
with development activity. Several resolutions of known information were 
evaluated against the LANDSAT analysis. The refined model was then ba 
applied to the 1979 land cover data. The resulting analysis is suggestive of 
the potential pressure for future development in the area. 

Figure I-7 illustrates the U.S. Forest Service application being 
studied. It also consists of evaluation of a small area data base at a 
resolution of one acre. The area is in the foothill region, which is being 
exposed to development pressures while at the same time supporting 
significant fire, flooding, and erosion hazards. The small area data base 
has been analyzed using a greenbelt siting model to identify the most 
appropriate areas which could be declared fire buffer greenbelts. Because 
such designation would limit urban development and promote agriculture, an 
agricultural suitability/capability model was applied to the designated 
areas. The entire small area data base was also modeled to project future 
urban development, given existing designations and constraints. 

The two scenarios which result from the modeling reflect polic~es of 
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FIGURE 1-6 
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FIGURE 1-7 
FOREST SERVICE APPLICATION STUDY 

Foothill Subarea Si~ed 
usi ng Greenbel t 
Suitability Model 

'V 
Designate Greenbelt 
Allow Agriculture per 
capability/Suitability 

f-1odel Fi re 
Fuel Condi­
tions, Runoff 
Erosion 

Alternative Development Projactions 

AllO\'i to Develop per 
Current General Plan 
and Capabi 1 i ty 

Model Fi re 
Fuel Condi­
tions, Runoff 
Erosion 

Determine Impacts of Designating a 
Greenbel t 



designating a greenbelt or allowing development to proceed. Each scenario 
was analyzed by models which evaluate fire hazards, changes in runoff rates 
and locations, and erosion potential. Output from these analyses can be used 
to evaluate the impacts of designating the greenbelt or not designating it in 
the modeled area, and are useful input to the greenbelt siting process. 
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II. USER NEEDS - DATA TYPES 

The types of geographic data required by the San Bernardino County 
Planning Department and the San Bernardino National Forest staff were 
determined by interviewing staff members, evaluating existing data and 
reviewing the components of the integrated data base with the participants 
(see ESRI, 1981. "Inventory of Available Data Elements for the San 
Bernardino, California Region"). Of special concern were the data types not 
normally observable, such as parcel boundaries and permitted use. These data 
are important to the users and must originate from a source other than 
imagery or photo-interpretation. The types, scale and resolution of data 
needed reflect the levels of decisions that each agency must make. 

For example, SBC Planning Department is responsible for site-specific 
analysis of proposed development. To accomplish this task a variety of data 
types must be explored and evaluated to determine whether or not a proposed 
land use change meets the criteria set forth in the Consolidated General 
Plan, Development Code and environmental impact regulations. Thus, the 
geographic data must be detailed enough to evaluate specific projects. In 
addition, development in the County must be tracked such that accurate 
records are kept for service agencies, auditing agencies, and the Planning 
Department staff. 

The SB National Forest staff is responsible for proposing, evaluating 
and managing uses of the National forest lands. Data required to perform 
these functions vary from general planning criteria to site-specific 
engineering constraints. 

The general data types regularly used by these agencies are presented by 
the following matrix. 

Based on the needs of potential users of the system, the data types 
shown in Table II-1 were included in the integrated data base. These data 
types were derived from existing geographic information system files already 
automated for the area, LANDSAT digital data, and some additional data mapped 
and automated specifically for this study. Section III elaborates on the 
specific methods used to integrate the data and identifies the specific data 
in the data base. 
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TABLE II-I 
Data Incorporated 

Date T:lQes Potentlal User 

1974 Land Use SBC, SBNF 

1979 Land Use Update sse 
1976-77 Terrain Units SBNF 

1979 Terrain Units SBC 

1976-77 Recreation Inventory SBNF 

1979 Parcel Ownership SSC 

1979 Consolidated General Plan Designatlons SSC 

1979 Growth Monitoring Data SSC 

1980 Census Tracts SBC 

1976, 1979 LANDSAT SBC, SBNF 
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III. DATA MAPPING, COMPILATION, AND AUTOMATION - VERTICALLY INTEGRATED DATA 
BASE 

A. Introduction 

The emphasis of the mapping phase of this project is the superimposition 
and rectification of various data sets to create an integrated data base. 
These computerized data sets have been developed and are maintained by 
several public agencies and private concerns, in addition to data generated 
expressly for this study. These are then combined with lJU~SAT-derived data, 
to produce the vertically integrated data base. This process may be defined 
as follows: 

Vertical Data Integration refers to the general compatibility of data 
formats, classification methods, and encoding routines whereby data 
collected within a geographic area by one agency or level of government 
can be selectively incorporated ~nto the geobased information systems of 
many other agencies or levels of government with minimal data 
manipulation and reformatting. 

Most of the data incorporated into the Integrated Data Base were 
originally contained within independently constructed and maintained data 
baseS which were individually utilized by a variety of public a~d private 
data users. These data bases are listed below: 

C-95 

Owner Date 

SCE 1974 

SCE 1979 

USFS 1976-77 

SBC 1979 

SBC Varies 

SBC Current 

SCE 1980 

Data Set Description 

Land Use 
Communities 

Land Use Update 

Terrain Units (Slope, 
Vegetation, Landform, 
Geology) 

Parcel Ownership File 

General Plan Support Data 

GBF/DlME (Geo-coded 
Address and Census 
Geographic Unit Matching 
System) 

Census Tracts 

Geographic Area 

East Valley & Mountains 

East Valley 

San Bernardino National 
Forest 

Yucaipa 7 1/2' Quad 

East Valley & Mountains 

Urbanized Portions of 
County 

Urbanized Portions of 
County 

In addition, the USFS terrain unit data base was supplemented by mapping 
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done in conjunction with this project. This extended the terra~n unit 
information into the Valley area, which was not originally included in the 
Forest Service's data base. 

LANDSAT-derived data were also compiled into the vertically integrated 
data base. These data were ··classified", meaning that the image scanned by 
the LANDSAT satellite had been computer-processed and the spectral class of 
each pixel assigned to a class of land cover. Processed, classified LANDSAT 
data for both 1976 and 1979* were incorporated into the data base to allow 
comparisons of land cover, and particularly to detect changes in urban land 
use. The LANDSAT classification used in this study is attached as Appendix 
A. 

B. Data Base Components 

Each of the data base components integrated into the complete data base 
for the project study area has unique attributes in terms of its format, 
content, coverage, validity, accuracy and resolution, and capture date, as 
well as the data classification system used for each. The preliminary, 
pre-automation mapping procedures utilized in preparation of each of the data 
base components selected for the study are described below, as are the 
reasons for incorporating each into the integrated data base. 

Data Set Number 1 - SCE 1974 Land Use. This data base was compiled 
for the Land Division of Southern California Edison Company in 1974. It 
contains automated polygon data for land use at the community level at a 
scale of 1:24,000, covering the East San Bernardino Valley area and 
adjoining mountain communities. Mapping was done by photo­
interpretation of black and white aerial photos, with a resolution of 5 
acres for rural land use and 3.5 acres for urban land use. 

The actual mapping process involved a number of steps. The first 
of these was the preparation of suitable base maps on a stable-base 
material and the establishment of tic points for coordinate referencing. 
USGS 7.5' topographic maps at a scale of 1:24,000 (2000 feet to the 
inch) were chosen as base maps. Mylar copies of these maps were then 
overlaid onto black and white aerial imagery at the same scale. This 
topo sheet/photo imagery combination enabled definition of the true 
geographic position and spatial extent of land uses. The streets, 
canals, railways, and other linear features on the topo maps were used 
as locational references to ensure that the final pattern was 
planimetric (i.e., that all areas drafted on any portion of the mylar 
mapping material would have true areal size relative to all other areas 
on the map). The land use patterns were then interpreted and drafted a 
onto mylar overlay. A minimum size of 3.5 acres was the normal 

*The 1976 data were classified by ARC. The 1979 data were classified by 
ESRI, using a classification model prOVided by ARC. 
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convention used to define polygons for urban areas. This was overriden 
in some cases in order to ensure the inclusion of pertinent data. A 
minimum size of five acres was the normal convention used to define 
polygons for rural areas. This, too, was overridden when necessary to 
include significant data. These minimum polygon mapping unit areas were 
a part of the working definition of the classifications. Land use 
patterns less than these minimums were normally absorbed into more 
predominant land use patterns for an area and classified according to 
the predominant occurrence. 

As a check on the photo-interpretations made, bluelines of the 
manuscript maps thus produced were taken to the field for an on-site 
evaluation of interpreted boundaries and classifications. This process 
was used to clarify both areas of confusion as to proper interpretation 
of land use and as random spot checks for accuracy throughout the study 
area. Any corrections noted were then transferred to the manuscript 
maps. 

Mapped data comprises the following general types of land use: 

Residential 

Commercial and Services 

Industrial 

Transportation and Utilities 

Public 

Open Space 

Agriculture 

Water 

Undeveloped and Forest 

Within each of these categories are specific densities and types 
expressing greater detail about the specific land use throughout the 
study area. These specific data classes are shown in the Data Set 1 
Data Classification System included in Appendix C. The purpose of the 
land use study initially was to provide SCE with current urbanization 
patterns and to provide a starting point or base for subsequent change 
detection efforts. This change detection capability was also a primary 
reason for including this data base in the vertical integration project. 
It provided a control to be used in conjunction with the 1979 Update 
(see below) for evaluation of LANDSAT change detection techniques. 

Data Set Number 2 - SCE 1979 Land Use Update. This data base is 
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essentially the same as the 1974 Land Use study ~n terms of format, 
coverage, resolution, content, and, with minor adjustments, data 
classification. The process of producing this data base involved 
examining the information within the 1974 study, updating it to account 
for new development in the region, and then creating a new land use data 
base including the updated information. This process actually involved 
a number of discrete steps. The first was to replot the 1974 land use 
maps utilizing revised coding and coordinate referencing procedures. 
This involved aggregating certain polygon codes and reassigning others 
based on the new classification system. Polygon coordinates were in 
certain instances redefined to reflect software revisions, and 
previously undetected errors were corrected. Study area boundaries were 
also changed in a few locations. Polygons whose ne~ land use code could 
not be determined precisely from the original files were specifically 
designated on the plots so that they could be later identif~ed. The 
polygon land use plots were subsequently overlaid on newly interpreted 
land use data and compared to relevant collateral data. This second 
phase involved reformatting photo-based land use delineations to match 
the 1974 plots. These delineations were then compared to the plotted 
maps to discover land use changes that had taken place in the 
intervening five years. Two types of land use changes were observed in 
this process. Some of the originally-mapped polygons had changed in 
land use throughout their entire areas to a new land use type. Such 
polygons required a change of land use code, but the polygons themselves 
remained unchanged in terms of their configuration. Other polygons 
ch~nged in only a portion of their areas and/or a number of land uses 
were now present within the original polygon. An example is the 
encroachment of residential and other types of development into an area 
previously designated as Agriculture/Orchard. New polygons, as well as 
codes, were created to address these areas. This process was also 
utilized for areas not previously mapped, including non-urban areas 
within Riverside County contained within the 1979 Update study (but not 
included in this Vertical Integration effort). Finally, as the third 
part of the Update mapping, new polygon sequence numbers and codes were 
created consistent with the numbering and coding scheme utilized 
initially. Codes contained descriptors for both the old land use (using 
the revised land use codes) and the updated land use. Appendix C 
contains a complete description of the code listing format and the data 
classification system developed for the update study. 

As noted above, the Update Land Use study was designed for use in 
conjunction with the original 1974 Land Use mapping. Actually, s~nce 
the newly automated data base contained much of the data from the 1974 
work, it could be used independently by SCE and County planners to 
evaluate land use patterns and trends throughout the region. This was 
conceived as an on-going process to involve periodic updates of land 
use. In this study, the material is of particular value not only as a 
component of County application studies and the preparation of models 
For hazard/resource and suitability evaluations. It also has utility as 
a ground and air photo based check for LANDSAT change detection programs 
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and as a means for evaluating such systems and for enhancing the 
reliability of LANDSAT-derived data. 

Data Set Number 3 - USFS Terrain Units. This data set, prepared 
for the San Bernardino National Forest, U.S. Forest Service, 
incorporates a mapping methodology known as integrated terrain unit 
mapping. This method, which involves the resolution of a range of 
environmental data to a single polygon map, is discussed in greater 
detail below. The data base was developed from materials compiled in 
1976 and 1977, and was current as of September, 1978. It covers the 
334,000 hectare (825,000 acre) area of the public lands within the San 
Bernardino National Forest, exclusive of wilderness areas, at a scale of 
1:62,500 (approximately one mile to the inch). Basic geographic data 
related to the phenomena of landform, geology, slope, and vegetation 
were mapped using USGS 15' topographic maps and U-2 color infrared 
imagery as well as collateral data sources. These data were integrated 
into a final manuscript map based on a minimum mapping unit of 50 acres. 
As part of the USFS study, seven other categories of data were compiled 
and mapped, including circulation patterns, recreation sites, land 
ownership, land use, administrative districts, water courses, and other 
special features. Although these could be included at a later date, at 
present the terrain unit component is the only part of the USFS 
computerized data base incorporated into the vertically integrated data 
base. 

As noted above, this data set utilized a mapping procedure termed 
Integrated Terrain Unit Mapping (ITUM), which resolves interdependent 
environmental variables to a single polygon map. Since the boundaries 
of many natural features are normally coincident, these boundaries can 
accurately be represented by a single line. Where discrepancies exist 
between boundaries of various natural features on different maps, these 
frequently are the result of cartographic inaccuracies or slight 
differences in interpretation, rather than a real difference between, 
for example, the boundary of a soil unit and that of a vegetation unit. 
The process of Integrated Terrain Unit Mapping, then, involves the 
manual overlay of maps of the various data elements at a common 
planimetric scale and the drafting of a manuscript map containing all 
the lines on those overlays, integrated to common lines where 
appropriate according to imagery and base maps. 

The actual mapping procedure used for the USFS terrain unit data 
set involved the same initial step as for the SCE Land Use study: the 
selection of suitable base maps. For this study, USGS 15' topographic 
maps at a scale of 1:62,500 were chosen. Imagery used with base maps 
included U-2 color infrared (CIR) photos. Four categories of data were 
included within this data set: landform, geology, slope, and land cover 
(vegetation and land use). 

Land cover was mapped from aerial photos and from Forest Service 
timber maps showing location and type of commercial timber within the 
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publicly-owned areas of the Forest. Vegetation patterns were delineated 
on the photos and then, through the use of an enlarging/reducing 
projector, these delineations were rescaled and rectified to match the 
USGS base maps. An overlay to the base map showing vegetation and land 
use resulted. 

Geologic type was mapped using detailed USGS and California 
Division of Mines and Geology geologic maps. The detail expressed on 
these collateral source maps generally exceeded the needs of the study, 
so the information was generalized to the mapping resolution of 50 
acres. Where necessary, maps were rescaled to create an overlay to the 
1:62,500 base maps. 

Slope classes were delineated directly on the USGS maps based on 
contour line density to produce the slope overlay. Again, the 50 acre 
minimum polygon size was observed. 

Landforms were interpreted using both aerial photos, as with 
vegetation mapping, and top9graphic maps, as with slope. All landform 
interpretations were rectified where necessary to create the landform 
overlay to the base maps. 

These four overlays were then integrated to form the terrain unit 
file. As descibed above, each overlay contributed lines to the final 
manuscript, but these lines were cross-compared and checked against the 
imagery to resolve multiple lines to single common polygon boundaries. 
The resulting polygon map thus delineated areas which were homogeneous 
throughout, with respect to the data variables being integrated and the 
classification system being used. Each of the polygons was then 
assigned a unique sequence number. This number in turn referenced a 
code string which numerically described the characteristics of each 
polygon. The data classification used and the code structure necessary 
to describe the polygons are listed in Appendix B. 

This terrain unit file was one of eight components to the USFS 
Wildland Recreation Study data base. Its purpose was to contribute to 
modeling processes for evaluation of the suitability of public Forest 
lands for identified recreation activities. It has been included in the 
Vertical Data Integration study to provide a data base for Forest 
Service application studies and for evaluation and training of LAL~SAT 
land cover classification processes, particularly in the Wilderness 
Areas not originally mapped. 

Data Set Number 4 - San Bernardino County Parcel Ownership File. 
This data set consists of an automated ownership record of parcels 
within the Yucaipa 7.5 minute topographic quadrangle, maintained by the 
San Bernardino County Assessor's Office. This file is currently updated 
through 1979. However, the actual mapped parcel data is not automated 
at this time. The County Planning Department's Growth Monitoring system 
is designed to read this address file and assign data to geographic 
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coordinates enabling conversion of the address data to mapped data. 
This conversion will be included for a small area of the data base 
during the Phase II applications study of the project. 

Data Set Number 5 - San Bernardino County General Plan Support 
Data. The East Valley portion of the Land Use Element map of the San 
Bernardino County Consolidated General Plan, adopted in June 1979, 
comprises this data set. It designates classes of permitted land use 
and portrays land uses projected for the next five to twenty years. 
Originally prepared by the County Planning Department, the designations 
were remapped and rectified to the standard USGS base maps as part of 
this study. It was prepared as manuscript 3 for Data Set #9, including 
the Integrated Terrain Unit Map, as a component or this study. The 
complete data classification system is included in Appendix B. It is 
important to note that this map, while being incorporated into the 
integrated data base for reference and comparison purposes regarding 
future development trends, is designed to be used in conjunction with 
the text of the Consolidated General Plan. 

Data Set Number 6 - San Bernardino County GBF/DIME. The GBF/DIME 
file comprising this data set consists of an automated file for spatial 
cross-reference between many types of urban census data within San 
Bernardino County. That portion of the file within the urbanized East 
Valley/Foothill area has been windowed out for inclusion in the data 
base. The file was created by a GBF/DIME data process that matches 
geo-coded non-polygon address information that has been previously 
automated with census geographical units. The resulting structure has a 
record layout containing 300 characters expressing such information as 
street names, types, and directions; left and right-hand side addresses; 
block, tract, and other geographic codes; ZIP codes; and node numbers 
and latitude and longitude coordinates. Thus census data can be 
referenced by a variety of geographic indicators. Preliminary 1980 
Census data is now available and will be available to this level of 
detail in the near future. This data set thus will include housing and 
population counts compiled by block group and census tract. 

This system was initially devised to provide a ready geographic 
display of census-derived data. It was included in the integrated data 
base for comparison to land use and to community and regional plans to 
identify potential growth areas and the existence of possible 
development opportunities. 

Data Set Number 7 - Census Bureau's Census Tracts. This data set 
consists of census tract boundaries, which have been mapped and 
automated for Southern California Edison Company, Land Division, based 
on the Bureau of the Census' 1:24,000 Metropolitan Map Series. These 
polygon data are computer automated x,y coordinate data files, similar 
to the polygon files for land use and terrain units. 

Mapping was done by overlaying the Census Bureau maps on standard 

111-7 5/82 



C-95 

USGS quadrangles and drafting the tract boundary using observable 
features on both the ground and the topo base maps. Preliminary 1980 
adjustments to this information were made in the mapping process. Since 
census tract boundaries are in urban areas tied to cultural features and 
since the size of even the smallest tracts may be accurately represented 
on a 1:24,000 scale map, these polygons are considered highly accurate 
and reliable. Tracts were mapped for the entire study area, resulting 
in a total of 65 census tracts automated and included in the vertically 
integrated data base. Each polygon has a unique census tract number 
associated with it instead of a sequence number and expansion codes. 

Census tract maps, particularly when used in conjunction with 
Census attribute data (see Data Set Number 6), ~re a ~ajor framewor~ 
utilized by the County for purposes of identifying population and 
housing statistics, since tracts represent the basic compilation unit 
for most census information. In the context of the vertical data 
integration study, this data set and the GBF/DIME file provided 
additional input to environmental models to provide a broader picture of 
the region of study. 

Data Set Number 8 - Digital Terrain Data. This data set, prepared 
for NASA-Ames by the Jet Propulsion Laboratory (JPL), contains automated 
information concerning elevation contours. The area covered by this 

o data set includes the San Bernardino East and l~est 1 quadrangles, with 
elevation data from the California Division of Forestry. The digital 
terrain files were originally prepared by the Defense Mapping Agency in 
cooperation with the National Cartographic Information Center 
(DMA/NCIC). This process involved recording the elevation of numerous 
pre-selected and coordinate-identified points. The JPL data were 
derived from these files with some additional resampling and the use of 
an algorithm to interpolate elevation data. This resulted fina~ly in a 
grid-based file containing information by cellon elevation, slope 
gradient, and aspect, stratified into 40-foot vertical quanta. This 
interval was considered adequate for the statewide mapping done with the 
original LANDSAT scene, but presented problems in this project for 
modeling in smaller-area analyses. 

This information supplements Forest and Valley slope information. 
More importantly, it coincides in area with the LANDSAT scene so it can 
be used in direct conjunction with LANDSAT data for mapping and 
modeling. 

Data Set Number 9 - Integrated Terrain Unit Map for the Valley. 
This data set, unlike the other eight, does not consist of a previously 
developed and automated data base prepared for or by another user. 
Instead it was constructed specifically for this study primarily to 
provide terrain information for the Valley areas not included in the 
U.S. Forest Service data base (Data Set Number 3). It is similar to 
that study in that it utilizes the Integrated Terrain Unit Mapping 
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concept. As described earlier, this is a method which allows the 
resolution of all related environmental data to a single manuscript map. 
In addition to this integrated terrain unit map, three other manuscript 
map types were prepared for this study: a surface hydrology and faults 
map, consisting of lines; a transportation map, also consisting of 
lines; and a land use map, consisting of polygons. The land use map is 
the rectified general plan land use map described in Data Set Number 5 
above, so will not be discussed any further here. 

Appendix B documents, in detail, the methods used and data codes 
assigned during Terrain Unit Mapping. All of the maps produced were 
prepared using as base maps USGS topographic sheets at a scale of 
1:62,500. These were compiled from 7.5 minute maps at 1:24,000 scale 
photographically reduced to 1:62,500. 

Much of the data was in a format which either required rescaling, 
adjustment to imagery, or both before it was in a form amenable to 
integration into a manuscript map. To rescale data to the working scale 
a combination optical/manual procedure was followed. This method 
involved the use of an optical pantograph; for this study the device 
used was a Kargl reflecting projector, with a rated distortion factor of 
less than 0.01%. In use, the collateral material (a map, for example) 
is placed on a platform, and its image is optically projected upward 
onto a glass surface. Enlargement or reduction of the original 
collateral material occurs when collateral-to-lens ratio is changed. 
Fastening a mylar copy of the topographic basemap onto the projection 
glass allowed the collateral to be reformatted to the basemap scale of 
1:62,500. 

After the information was adjusted to the 1:62,500 scale, it was 
manually transferred onto the drafting film. Care was taken that all 
information was transferred accurately, and that no transposition of 
information codes occurred. An edit check of the hand-drawn map 
compared it to the original data. 

The physical characteristics and interpretive values of the 
phenomena mapped for this project were derived partially from the 
collateral documents used; this capitalized on the detailed field and 
laboratory observations which were made in order to create the 
collateral. Image interpretation was used to verify, rectify, and 
clarify the distribution and areal extent of the phenomena mapped from 
the collateral. Patterns were adjusted to match the imagery and the 
base maps. The imagery and base maps thus acted as geographic 
"controls" for the reformatting, eliminating cartographic 
inconsistencies between the various data variables mapped. 

In the instances where no reliable collateral information could be 
found, limited field investigations were conducted on the ground and 
from the air to verify the mapped units which had been 
photo-interpreted. 
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As noted above, mapping was done using both polygons and l~nes. In 
creat~ng polygon maps the study area was d~v1ded into smaller, discrete 
areas, each bounded by a closed line, called a polygon. The term 
polygon derives from the fact that these areas are initially dig1t1zed 
as a series of vertices which are connected by line segments. The 
discrete area inside each polygon is homogeneous with respect to the 
variable or variables to which the particular polygon designation 
refers. 

For purposes of identification and description, the individual 
polygons on a manuscript map were given sequential identification 
numbers. Each polygon's sequential identifier was then used to 
associate the polygon with a set of attribute codes that also includes 
the s~quential identifier. This code sat describes the polygon's 
attributes in terms of the variable or variables portrayed on the 
manuscript map of which the polygon is a part. 

Line maps were used to portray specific linear features, as opposed 
to polygon maps, used to portray areal data. On these maps, linear 
features were drawn as either lines or line segments. Coded values for 
lines were either applied directly to the manuscript map, or they were 
referenced from a separate code file to the map by the use of sequent1al 
identification numbers, as with polygons. 

The four individual manuscripts prepared for each of the modules, 
or base maps, within the Vertical Integration study area are listed 
below, along with the specific data variables mapped for each. As 
noted, Manuscript #3 is discussed separately earlier in this section as 
Data Set Number 5. 

Manuscript #1 - Integrated Terrain Unit Map 

Land Cover 
Geologic Type 
Percent Slope 
Landform 
Soils 
Surface Configuration 
Geologic Hazards 

Alquist-Priolo Special Studies Zones 
Landslide Susceptibility 

Depth to Groundwater 
Flood-Prone Areas 

Manuscript #2 - Surface Hydrology and Fault ~~p 

Stream Order 
Flow Characteristics 
Channelization 
Faults 
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Manuscript #3 - General Plan Land Use Map 

Designated Land Use 

~~nuscript #4 - Transportation 

Responsible Agency 
Roads Classified by Intensity of Use Grouping 
Roads Classified by General Surface Qualities 
Scenic Roads 
Railroads 

Following are detailed descriptions of the considerations l.nvolv"d 
in mapping each of these data variables. The complete data 
classification system is contained in Appendix B. 

Manuscript #1 - Integrated Terrain Unit Map 

Manuscript H1 is a polygon map composed of nine data 
variables - land cover, geologic type, percent slope, landforms, 
soils, surface configuration, geologic hazards, depth to 
groundwater, and flood prone areas. Each variable is divided into a 
number of data classes. In some instances, these classes were 
defined by the collateral used; in other cases, the variables were 
divided into classes which had been applied to similar projects or 
which were needed to reflect particular aspects of the planning 
process. 

In the integration process, lines representing certain data 
variables were considered very reliable, and so were not shifted or 
adjusted. These are called "hard" lines. At the other extreme were 
lines which were only generally defined and thus could be moved 
considerably in the integration process. These are called "soft" 
lines. The relative certainty for each of the data variables may be 
ranked from high to low as follows: 

1. Flood prone areas (where available from collateral) 
2. Geologic Hazards 
3. Geologic Type 
4. Landform (supersedes geology in areas of alluvium) 
5. Vegetation (photo-interpreted to match other natural 

features) 
6. Soils 
7. Percent Slope 
8. Surface Configuration 
9. Depth to Groundwater 

Each of these data variables is described below: 

Flood Prone Areas. Flood prone areas were mapped to show 
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areas subject to catastrophic floods. This var1able 15 used to 
avoid development on areas where flooding is l1kely to be 
extensive. 

The collateral consisted of U.S.G.S. Flood-Prone Area maps 
published at a scale of 1:24,000. These data were 
photographically reduced to 1:62,500 and were held closely to 
the pattern shown. Slight adjustments were made to reflect a 10 
acre mapping resolution. 

Geologic Hazards. Two types of special concern for 
geologic hazards were mapped - Alquist-Priolo Special Studies 
Zones and landslide susceptibility. These data were includ~d to 
allow consideration of known or suspected geologic hazards when 
evaluating the geologic hazards potential of an area. 

The collateral was in each case larger than 1:62,500, so 
photographic reductions were used. Delineations were closely 
held but were generalized to a lO-acre resolution. 

Geologic Type. Geologic types were mapped by rock type and 
age. This variable provides the basis for a variety of 
interpreeations through the use of an extended geologic 
interpretation matrix in which mapped units are given 
interpretive values for strength, generalized hazards, mineral 
potential, available groundwater, ease of excavation, and so on. 

The collateral was at a scale of 1:48,000 and required 
photo reduction. Among the data classes portrayed were 
formation, age, and rock type. These data were resolved to the 
air photos and base maps at a scale of 1:62,500 to resolve 
dynamic boundaries such as floodplains. Minor changes were made 
to effect integration with other map variables. 

Landforms. Landforms are a descriptive classification 
based upon structure, genesis, and material. These data provide 
a description of the general environmental setting while serv1ng 
a variety of modeling needs, for example habitat, visual 
characteristics, and landscape dynamics. 

Landforms were interpreted by a process which involved 
visual inspection of stereo pairs of high altitude air photos 
while delineating the actual pattern on a corresponding 
chronoflex enlargement at a scale of 1:62,500. 

Vegetation. Vegetation was mapped using a system developed 
specifically for Southern California by the U.S. Forest Serv1ce. 
These data are essential to the environmental assessment 
process, serving a wide variety of modeling needs including 
potential fire hazard, mudflow, habitat, visual quality, noise, 
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and recreation. 

The vegetation pattern was photo-interpreted using the 
process described for landforms. In the highly urbanized areas, 
vegetation classes which represent the vegetation found on 
vacant properties were used and assigned to the entire urban 
sector. Overlay of the land use information from the land use 
file can be used to identify the actual land cover in the 
built-up part of these urban areas. This technique eliminated 
the necessity of drafting numerous "urban" polygons and helped 
to lower the cost of automation without sacrificing detail. 

Soils. Soil series ~ere mapped by series name. ThLS 
allowed assignment of any of the soil interpretations or 
characteristics normally used by the Soil Conservation Service 
through the use of an interpretive matrix. 

Soils were mapped from the SCS soil survey at a scale of 
1:24,000 by a process of photo-reduction followed by visual 
comparison to the recent air photos to resolve conflicts with 
other data planes and to account to recent geomorphic events 
such as changes in river channels. 

Percent Slope. The average percent slope was mapped to 
provide an input to development capability and suitability 
ratings. The classes chosen represent those normally used by 
planners to establish different types and densities of land use 
patterns-. 

The slope classes were interpreted by inspection of the 
contour line densities on the USGS topographic base maps. These 
classes, therefore, reflect overall slope rather than site 
specific conditions. 

Surface Configuration. Surface configuration was included 
to provide an overall assessment of micro-relief. It is useful 
for a variety of aesthetic interpretations and assessments of 
land use suitability. 

These data were interpreted by comparison of air photo 
stereo views with the crenu1ation of contour lines on the USGS 
topographic sheet base maps. 

Depth to Groundwater. The average depth to groundwater was 
mapped to allow identification of potential liquefaction or 
structural problems associated with high water tables. This 
data is highly generalized and subject to wide seasonal 
variations. It should be noted that another source of 
groundwater information is found on the soil survey matrix of 
interpretations. Groundwater information was taken from a 
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generalized 1960 map of groundwater at a scale of 1:48,000. 
These data were photographically reduced ~J 1:62,500 and 
integrated with the other data plains. 

Manuscript H2 - Surface Hydrology and Faults 

Manuscript H2 is the surface hydrology and faults manuscript, 
which includes two types of data: 1) stream course lines and 2) 
geologic fault lines. 

The surface hydrology map locates and classifies major streams 
and most of the minor streams in the study area. These data can be 
u3ed to identify water courses, possible pollution problems, 
critical habitats, and construction constraint areas (for example, 
those areas that may require bridges or stream culverts). The 
faults map locates and classfies known and suspected earthquake 
faults. These data can be used to screen areas for geologic hazards 
associated with ground motion and ground rupture and can be used in 
conjunction with the Alquist-Priolo Special Studies Zones mapped on 
Manuscript HI. 

Surface Hydrology. Stream course lines were the first 
feature to be mapped for the manuscript. The stream courses 
were mapped from the base aaps registered to their corresponding 
photo images. Each stream was not traced exactly as it appeared 
on the imagery or the base map; short, straight line segments 
were used instead. This process allows the stream lines to be 
digitized and displayed for a much lower cost than if the 
streams were digitized directly as they appear (continuously 
curving lines). These short line segments at no time represent 
a stream more than 0.2 em (0.075 inches) from its actual 
location on the map. 

Each stream course map was then rechecked against the 
imagery. If there were discrepancies between the base map data 
and imagery, the streams were adjusted to the imagery. 

Stream values were given in the form of stream order and 
flow (perenniality). Stream order is described by the first 
code number in a numeric code value assigned to each stream 
segment. Flow characteristic was determined by either use of 
the legend of the base map and/or interpretation from imagery. 

Photo-interpretation was used to establish where stream 
segments are channelized. 

Faults. Fault lines, known or suspected, were mapped by 
registering photo-reduced collateral maps to the USGS base maps 
and manually transferring the lines. Dotted or dashed lknes on 
the data source maps were represented as solid lines on the 
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No photo-interpretation was done for faults. 

Manuscript #4 - Transportation 

This manuscript consists of lines. Variables included in this 
manuscript are data for roads classified by responsible agency, 
intensity of use, surface quality, and scenic qualities. Railroads 
and airports are shown on the land use update maps (Data Set No.2). 

Road data were collected from the topographic base maps, 
published road maps, and imagery at a scala of 1:62,500. The data 
were first mapped directly from the base maps onto a mylar overlay. 
The road maps were then used to supplement that data. All 
additional information was optically/manually reduced and 
transcribed to the 1:62,500 working scale. Each road was then image 
verified and coded. 

Railroads were mapped from the topographic maps. The same 
procedures used for mapping roads were used here. 

C. LANDSAT Component 

A component of the vertical integration data base separate and distinct 
from the individual data sets described above is processed information 
provided by LANDSAT, a satellite-based system for acquiring land cover and 
resource data. This information, classified according to land cover and 
encoded in digital form on tape, was capable of direct incorporation into the 
data base through a series of aggregation and coordinate referencing 
procedures. The data were recorded as pixels of I-acre grid-cell size. 

The LANDSAT data utilized for this study were two unsupervised 
classifications covering the study area and additional area beyond the 
borders. One scene dated from 1976 and the other from 1979. The two scenes 
were included to allow for the application of change detection models, 
registration and extension of mapped data, and examination of LANDSAT 
performance in a GIS environment. Both scenes cover the entire study area, 
unlike many of the data base components, and were rectified and adjusted to 
match each other as closely as possible. The spectral classes were assigned 
to land cover classes through a series of iterations based on reassignments 
of spectral values for each pixel. Initially these data were grouped into 
broad classes or strata with subsequent refinement of the strata made using a 
color CRT and information contained within land use and land cover data 
bases. A total of 48 land cover classes were ultimately identified. A 
relabelling model was then developed that would assign each cluster of pixels 
to one of the designated classes based on its spectral value. This 
information was provided in both tape and photographic products. A complete 
description of the methodology utilized for the development of the 
classification system and the use of a hierarchical model for the creation of 
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the classified LANDSAT scene is contained in a separate document (Likens & 
Maw, 1982). The classification system and a description of the codes is 
contained in Appendix A. The classes represented by thLS system are 
necessarily somewhat different than the classes used in the land use data 
base components. This is because LANDSAT classification utilizes spectral 
values for assignment, whereas the data base elements relied on a variety of 
photo-interpretive clues from lower altitude photography and on 
ground-truthing surveys. This does not diminish the validity or reliability 
of the LANDSAT data. It simply means that classes of vegetation or 
especially land use are differentiated on different bases. For example, 
LANDSAT classification groups together most non-residential urban land use as 
"structures" whereas commercial, office, industrial, and other uses can be 
distinguished with conventional approaches. On the other hand, L.~~DSAT 
provides an indication of the relative vigor of vineyards and orchards, and 
whether they are under cultivation, which cannot be reliably determined from 
other sources. 

The 1979 LANDSAT image was initially prepared using the same 
classification steps as those used for the 1976 image. Because the two years 
had different rainfall patterns (1976 followed several drought years, while 
1979 was extremely wet), the two images contained signficant differences 
caused by vegetation change and by standing water in 1979. In addition, the 
MSS sensors responses varied between the two scenes. This resulted in an 
image-subtraction change product containing indications of change not related 
to urban development - the principle change type of interest for this 
project. Several other change detection techniques were performed, including 
classification of a two-band difference image, and a Chi-square analysis of 
original image spectral clusters (see Likens et aI, 1982). Ultimately, 
workshops were held and members of the San Bernardino County Planning staff 
aided in determining the procedures for identifying areas that had actually 
changed in land cover/use. The final decision was to identify as changed any 
area that was identified as change by two or more of these detection methods. 
These pixels were then identified on the 1976 image and the information 
associated with them was replaced by their classfication on the 1979 image. 
Thus, the 1979 image is identical to the 1976 image except in areas which 
were identified by the change detection procedure outlined here. 

The format of the LANDSAT data, like the content, differs significantly 
from that of the data base components. Although pixels may be seen to be 
analogous to grid cells, they are conceptually quite different. Grid cells 
for the data base are based on data mapped originally as polygons. As such, 
they reflect previous interpretive decisions regarding the unit mapped, its 
area, its boundary with neighboring units, and mapping minimum conventions. 
Pixels represent basic data, albeit processed, without this layer of 
interpretive decisions. Thus, they are not subject to interpretive biases, 
but may also represent a degree of extraneous information. From a technical 
processing standpoint the format of the LANDSAT data does not match other 
data forms, but once they are accurately referenced to planimetrically 
accurate geographic coordinates the data can be re-adjusted to provide an 
exact fit. 
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This relates to one of the primary purposes of incorporating LANDSAT 
into the vertical data integration effort - to provide an accurate geographic 
standard for the rectification of the other component data bases. By this 
process, the compatibility of all the components could be ensured (this is 
discussed further in Section D. - Automation). As described in the 
Introduction to this report, and as is evident from the modeling done and the 
conclusions reached, LANDSAT is an essential factor in this study. The 
existing mapped data were used to train the LANDSAT data to extend terrain 
unit-type information into areas not originally mapped, notably the 
wilderness areas in the National Forest. These data also served as a test to 
determine if first-cut capability/suitability modeling was possible using 
only LANDSAT data in combination with digital terrain data (which generates 
slope, aspect, and elevation). Finally, the incorporation of LANDSAT into 
the integrated data base provided the basis for evaluating the reliability 
and utility of this process to County-scale planning needs. 

D. Automation 

The utility of the vertically integrated data base with its multiple 
components and LANDSAT-derived data is due to the automation of the entire 
system. This central fact allowed for the organization of numerous data 
planes over a wide geographic area, the comparison, checking, and 
rectification of several independently structured data bases, and the 
d~velopment of complex weighted models for systematic evaluation of land 
resources. System automation took place in two distinct phases. Most, but 
not all, of the information incorporated into this study had been previously 
automated; many of these data bases were in fully compatible formats. That 
portion of the study which was mapped specifically for this project was 
subsequently automated to match the previously automated portion. The 
LANDSAT and digital terrain information are by their nature in an automated 
form. Thus, each part of the vertically integrated data base was automated. 
The second phase of the automation effort centered on creating a single, 
coherent geographic information system out of those mUltiple components. 
This section of this report deals with these two phases separately, as Map 
Automation and Data Base Integration. 

Map Automation. The SeE land use and land use update, the USFS terrain 
units, the General Plan support data, census tracts, and the Valley terrain 
units (Data Sets Number 1, 2, 3, 5, 7 and 9) were all automated using an 
identical automation method involving digitizing the polygons, lines, and 
points on the map, and keypunching the numeric codes describing the 
attributes of each. Digitizing is a process of converting lines to a series 
of x,y coordinates, connected by straight lines, that can be stored in the 
computer. Each polygon, point, and line has a unique sequence number that is 
keypunched into the computer directly with the attribute codes to be 
associated in later processing with the identically numbered mapped unit. 
This process was done independently for each of the component data bases. 

The technical process involved in transferring geographic data from the 
manuscript maps and associated codes to the automated data files can be 
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divided into four major tasks. These can be described as follows: 

C-95 

- Manuscript Map Preparation for Digitizing 

- Digitizing 

- Editing of Digitized Files 

- Final File Creation 

1. Manuscript Map Preparation for Digitizing 

Before any manuscript is automatad, it is carefully checked for 
errors and prepared for actual digitizing. The checking includes 
examination for missing polygons or codes, extraneous lines, or problems 
which might cause confusion during digitizing. 

Then a unique number is assigned to each of the maps and the map 
files created to distinguish each module manuscript from all other files 
for that data base. Certain of these manuscripts were further 
subdivided into variable files during processing, reflecting the 
different type of data included on these maps. 

Next, each manuscript map is "prepped" by first numbering the 
geographic reference points (tic marks) on each map in sequence from 
north to south. Then, each polygon, point, and line is assigned a 
unique sequence number which is recorded on the map. These numbers are 
used to indicate an order in which to enter the data and for 
identification purposes during subsequent file editing. 

2. Digitizing 

Using a process called "digitizing", all data recorded on the 
manuscript map is converted to machine readable form. The machine used 
to make this conversion is a digitizer, a backlighted drafting table to 
which is attached a movable cursor. As the cursor is moved horizontally 
and vertically over a manuscript map mounted on the digitizer table, 
electronic devices translate these movements into digital measurements 
in units of one thousandth of an inch. The numbered tic marks are 
digitized (recorded) first. The cursor is moved to each tic mark and, 
by pressing a key, a record is sent to a mini-computer for storage. 
After all tic marks are digitized, each polygon, point, and line on the 
map is similarly recorded and stored. The digitized record indicates 
the precise location (x,y coordinates) of all mapped information with 
respect to the tic marks. The tic marks represent known points of 
latitude and longitude so that all of the maps can be referenced to each 
other. The latitude and longitude coordinates can be transformed into 
State Plane Coordinates or UTM coordinates. 

Data digitizing and all subsequent data automation processes for 
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the specified components utilized Polygon Information Overlay System 
(PIOS) software. PIOS was initially developed by ESRI in 1970 and is 
now in its fifth version. 

The digitizing process involves systematically recording data 
according to a standard set of procedures. For polygon data, this 
involves selecting and recording a string of x,y coordinates (vertices) 
where a change in direction occurs along the border of each polygon. 
Curves are approximated by short straight line segments. The polygons 
are digitized in a specific order, which is determined by sequence 
numbers before the digitizing begins. When a set of donut polygons 
occurs, the innermost polygons are digitized first. Digitizing then 
proceeds to the polygon which contains the previously digitized 
polygon(s). In no case is a polygon digitized before all the polygons 
contained within that polygon are digitized. PIOS software resolves the 
hierarchy to produce accurate area calculations. 

Lines are digitized in a similar way, but unlike polygons the 
strings of x,y coordinates are not required to close. Point features 
are represented by a single x,y coordinate. Since no area calculations 
are involved, digitizing is more straightforward. 

3. Editing of Digitized Files 

After the manuscript map is digitized, the stored record is 
transferred from the digitizer's mini-computer to a large computer for 
further processing. The first step in the edit process is to shift and 
scale the coordinates of each file relative to "tic" marks which provide 
geographic reference. From this step, lists are generated which allow 
tic identification numbers, tic coordinates, sequence numbers, donut 
level identifiers, and code numbers to be checked. Because of machine 
errors during digitizing, it is sometimes necessary to redigitize a 
polygon or a series of polygons. After these editing steps are 
completed, changes are made and the revised files are stored. At this 
stage, all information stored in the file is numerically accurate. 

After these machine edits, plots of each variable map (ttdroplines") 
are generated. These maps are used to visually check the accuracy of 
the digitized and machine edited x,y coordinates. Graphically editing 
polygons is the simplest and least costly method currently available. 
If each of the plots from the automated file visually matches the 
original map within acceptable limits, the file is assumed to be 
sufficiently accurate. 

The visual edit is an overlay process whereby the boundaries on the 
plotted information for each variable are visually compared with the 
boundaries on the manuscript maps that were used for digitizing. This 
quality control step of overlaying digitized maps and manuscript maps 
allows identification of missing polygons, duplicated poSOgons, 
unacceptable polygons, code errors, and code offsets (for legibility). 
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Data errors discovered in this process are relatively easy to 
correct. PIOS edit software allows code corrections, point changes, 
etc. In more comp~ex cases, such as missed polygons, the entire polygon 
is redigitized. This involves remounting the original manuscript map 
and redigitizing the entire polygon in error. This redigitized 
information is readily merged with the previous information because the 
tic marks are also redigitized, insuring perfect alignment when the new 
data are merged with the existing file. 

4. Final File Generation 

This process combines the error-free digitized files of polygon 
boundaries, based on lines and inters~ctions, and the codes for each 
polygon. Two preliminary steps are required for completion of both 
files. The first step is to convert the digitized tic coordinates 
(referenced in inches from a single point of origin) to a "real world" 
geographic coordinate referencing system; State Plane Coordinates were 
used for this study. The next step required is to merge the individual 
files created for each map module into a single file for the entire 
study area. At the completion of this step, these files are in their 
final polygon format. 

Each of these steps was followed for the six data bases listed above. 
It should be noted that the land use studies, the Forest Service maps, and 
the Census Tracts (Data Base Numbers 1, 2, 3, and 7) were automated 
separately from this study. The Land Use Element of the County Plan (Data 
Base No.5), although prepared independently, was automated specifically for 
this study. Data base Number 4, Parcel Ownership File, is an automated 
address file not involving map automation. Data Base Number 6, GBF/DIME, is 
based on a different system which automatically converts side-of-street 
information to a polygon system and matches it to census units and real world 
geographic coordinates. The data was automated separately, but then 
converted to polygon form for this project. Digital terrain information 
(Data Set Number 8) had been previously automated in a digital grid format. 
Finally, the Valley Terrain Units (Data Base No.9) were mapped and automated 
for the vertical integration data base. 

Data Base Integration. At this point, each of the data bases was 
independent of the others, although referenced to the same set of geographic 
coordinates; with the exception of Digital Terrain Data and LANDSAT data 
sets, each was in a polygon format. Two steps were necessary from this point 
to create the vertically integrated data base. The first was the conversion 
of the files within each of the distinct data bases to a grid format. The 
second step was the merging of all the files into an inclusive grid 
Multi-Variable File (MVF). 

The individual grid files were created using a series of ESRI computer 
programs (GRIPS - Gridded Information from polygons). The first step in this 
process was the merging of all of the map modules into one unit for the data 
base, and assigning new polygon numbers numbered sequentially for the entire 
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study area (TUNGEN numbers). (At this point, the files for each of the 
manuscripts within each data base still existed separately.) Then a single 
variable file was created in grid format from the new terrain unit polygon 
numbers. In effect, a grid with a cell size of 4 acre was superimposed over 
the polygon maps as automated, and each cell was assigned a code 
corresponding to the polygon in which it was located. This was done in two 
steps. Initially, a one-acre grid was overlaid on the data and values 
assigned using the GRIPS program. After a series of sort and edit procedures 
were completed, a second program (GRDPST) converted 2 x 2 cell groups into 
4-acre cell groups, considering their primary, secondary, and tertiary 
values. This allowed a more accurate capture of the original polygon data 
than a simple 4-acre overlay would have. 

The northwestern corner of the LANDSAT data was designated as the first 
row and column of the grid. Knowing the State Plane Coordinates of each tic 
mark for each data base, the row and column numbers for each were calculated. 
The GRIPS program was used to create gridded data files for each data base 
which were thus registered by means of row/column numbers to the LANDSAT 
image. Figure 111-3 illustrates this registration concept. Next, the codes 
for the polygons were added into this file to create a multi-variable file. 
Non-polygon format data variables were also added to the grid file for the 
Valley terrain units. In some cases, an identifier sequence number was 
merged into the file and then the coded variables added as described above; 
in others, the codes were merged in directly from the code files. Also added 
was an expansion matrix for soils mapped as part of the Valley terrain units. 
This matrix provided a series of coded interpretations for each soil mapped, 
such as stability, suitability for building, and agricultural capability, 
that could themselves be used for modeling. 

The creation of the individual grid files allowed the development of the 
grid Multi-Variable File encompassing all of the information mapped within 
the study area. This was done by the same process used to add individual 
variables to the files for each of the data bases - layers of information 
comprising each component were successively added to the original file. The 
proper registration of all the components was achieved as described above by 
designating a known geographic reference point as the upper-left corner of 
the gridded study area (row 1, column 1). Since the true geographic location 
of each data base was known, they could be accurately positioned relative to 
this point. As each data plane was added to the multi-variable file, its 
northwest corner cell was assigned to the correct grid cell location to 
insure proper registration. The terrain unit data planes (Forest and Valley) 
were used to define the limits of the data base, thus truncating all cells 
outside the study area, but included in the LANDSAT image. In the case of 
information that originally existed in a grid form (the Digital Terrain Data 
and the LANDSAT data), these cells were processed in the computer to match 
precisely the location and configuration of the grid structure used for this 
study. The GRDPST program was used to aggregate the data bases compiled at a 
I-acre resolution to the 4-acre resolution chosen for the integrated data 
base. This process if illustrated in Figure III-I. 
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Assignment of codes to the aggregated cells for all of the data bases 
was made by one of three optional methods described in Table III-I. The 
result of this was the Integrated Data Base, in a form suitable for various 
analysis and modeling procedures relying on an extensive range of 
environmental characteristics. The complete contents of the MVF for the data 
base are shown below: 
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MULTIVARIABLE FILE 

The Vertically Integrated MVF contains 39 data planes which are 
identified below. The study area is comprised of 343 rows x 552 columns. 
The area containing data includes 160,498 grid cells, each encompassing 4 
acres. Appendices following identify the specific data values employed as 
well as the methods of data acquisition. 
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Variable Data Variable Data 

1. Row 26. Valley Roads 

2. Column 27. Valley Railroads 

3. Subarea 28. Valley Streams (3) 

4. Valley Terrain Unique Number 29. Valley Fault Lines 

5. SBNF Terrain Unique Number 30. 1976 CDF Landsat 

6. Valley Map Module Number 31. Elevation (DMA) 

7. Valley Terrain Unit Sequence Number 32. Slope Aspect (from elevation) 

8. Valley Land Cover 33. Slope (from elevation) 

9. Valley Geologic Type 34. 1976 Classified Landsat 

10. Valley Slope 35. Change Mask (Landsat) 

11. Valley LandforQ 36. 1979 Spectral Classes (Landsat) 

12. Valley Soils 37. 1979 Classified Landsat 

13. Valley Surface Config., Geo. Hazards 38. Valley Soil Interpretations (3) 

14. Valley Flood Prone Areas 

15. Valley Groundwater 

16. SBNF Map Module Number 

17. SBNF Terrain Unit Sequence 

18. SBNF Land Cover 

19. SBNF Geology 

20. SBNF Slope 

21- SBNF Landform 

22. 1974 Land Use 

23. 1979 Land Use 

24. General Plan 

25. Census Tracts 

C-95 

Number 

1II-26 

39. Valley Soils K Val~e 

LECRL - 39x2 .. 78 

Blocking Factor .. 50 

Blksize .. 3900 
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TABLE III-l 
GRDPST 

Method of assigning values to Grid cells 

DATA BASE 

1976 LANDSAT 

1979 LANDSAT 

Digital Terrain Data 

1974 Land Use 

1979 Land Use 

Forest Service 
Terrain Units 

Valley Terrain Units 

General Plan 

Roads 
Calculation and 
scenic deSignation 

Use, surface 
qualities 

Streams 
Order, flow 
characteristics 
channelization 

Faults 

Railroads -

C-95 

METHOD 

-aggregated from 1 acre to 4 acre grid cell based on 
frequency option 

-aggregated from 1 acre to 4 acre grid cell based on 
frequency option 

-aggregated from 1 acre to 4 acre grid cell based on 
frequency option 

-aggregated from 1 acre to 4 acre grid cell based on 
frequency option 

-aggregated from 1 acre to 4 acre grid cell based on 
frequency option 

-aggregated from 1 acre to 4 acre grid cell based on 
frequency option 

-aggregated from 1 acre to 4 acre grid cell based on 
frequency option 

-aggregated from 1 acre to 4 acre grid cell based on 
frequency option 

-aggregated from 1 acre to 4 acre grid with descending 
option: highest value code takes precedence 

-aggregated from 1 acre to 4 acre grid with ascending 
option: lowest value code take precedence 

-aggregated from 1 acre to 4 acre grid with descending 
option: highest value code takes precedence 

-ascending option: low value code takes precedence 

-frequency 
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BASIC DATA MAP LEGENDS 

The following pages are derived from analysis of the data categories in 
several of the basic data files and the amount of the study area which is 
encompassed by each class of data. Some data variables contain a large 
number of different class types, while others contain relatively few 
different classes. For visual clarity of output maps some classes have been 
aggregated into more general classes (e.g., Residential comprised for 
residential subclasses). Total area of each class was calculated from the 
output listing from the GRDMDL used to create the map output file. 
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CLASS 

Open space/recreation 
125, 171 - 174 

Vacant 
175, 231 - 235 

Agriculture 
210 - 216 

Residential 
111 - 114 

Other committed 
150 - 155, 167 

Industrial/extractive 
130 - 132, 140 

Public/institutional 
160 - 166, 168 

Commercial 
120 - 124, 126 - 127 

tolater 
221 - 223 

VERTICAL INTEGRATIO~ 
BASIC DATA MAP LEGEND/STATISTICS 

1974 LAND USE 

SnmOL TOTAL AREA 
(HECTARES) 

A 1045.71 

C 24180.78 

F 12771.88 

M 13306.06 

P 3009.24 

S 1576.66 

X 1265.86 

Z 1754.72 

Blank 3893.08 

III-30 

PERCENTAGE 

1.67% 

38.50% 

20.33% 

21.29% 

4.79% 

2.517. 

2.02': 

2.79% 

6.20% 



CLASS 

Open space/recreation 
171 - 172 

Vacant 
231 - 233 

Agriculture 
210 - 216 

Residential 
110 - 114 

Other committed 
151 - 153 

Industrial 
131 - 133 

Public/institutional 
161 - 162 

Commercial 
121 - 123 

Water 
154 

VERTICAL INTEGRATION 
BASIC DATA ~~ LEGEND/STATISTICS 

1979 LA.l1D USE 

SnmOL TOTAL AREA 
(HECTARES) 

A 1071.61 

C 26481.01 

F 8508.11 

M 14894.05 

P 3012.48 

S 1689.97 

X 1364.60 

Z 1809.75 

Blank. 3972.39 

III-31 

PERCENTAGE 

1. 71% 

42.15% 

13.55% 

23.72% 

4.80% 

2.69% 

2.17% 

2.88% 

6.33% 



CLASS 

Urban 
110 - 162, 151 - 153 

Barren 
31 

Agriculture 
210 - 216 

Grass 
30 

Brush 
24 - 25, 29 

Chaparral 
19 - 22 

Joshua tree forest 
18 

Dry forest 
12, 23 

Hardwood forest 
16 - 17, 26 - 28, 34 

Coniferous forest 
1 - 11, 15 

Water/wilderness 
33 

VERTICAL INTEGRATION 
BASIC DATA MAP LEGEND/STATISTICS 

LANDCOVER 

SYMBOL TOTAL AREA 
(HECTARES) 

A 26440.54 

D 7193.69 

F 8100.19 

K 10437.65 

M 10643.23 

P 62161.33 

C 1249.67 

S 27065.38 

T 17699.33 

Z 56913.37 

Blank 14594.58 

III-32 

PERCENTAGE 

10.83% 

2.95% 

3.32% 

4.27% 

4.36% 

25.46% 

0.53% 

11.09% 

7.25% 

23.31% 

6.63% 



CLASS 

o - 8% 

8 - 15% 

15 - 30%. 

30 - 50% 

GT 50% 

Wilderness 

Water 

VERTICAL INTEGRATIO~ 
BASIC DATA HAP LEGEND/STATISTICS 

GENERAL SLOPE 

SYMBOL 

A 

D 

F 

M 

T 

Z 

Blank 

1II-33 

TOTAL AREA 
(HECTARES) 

63550.21 

17660.48 

26961. 78 

37142.05 

82549.40 

13754.46 

2499.34 

PERCENTAGE 

26.03% 

7.23i. 

11.04% 

15.22% 

33.83% 

5.63% 

1.02% 



CLASS 

Rural conse rvation 

Rural living 

Agriculture 

Residential 
1 - 2 uni. ts/ acre 
3 - 5 units/ acre 
6 - 10 units/acre 
GT 10 units/acre 

Commercial 

Industrial 

Public 

VERTICAL INTEGRATION 
BASIC DATA MAP LEGEND/STATISTICS 

GENERAL p~~ LAND USE 

SYMBOL 

Blank 

K 

F 

A 
D 
F 
M 

S 

T 

z 

1II-34 

TOTAL AREA 
(HECTARES) 

8988.88 

6699.98 

2591.61 

6350.33 
7080.38 
9663.89 
6275.86 

2910.50 

6597.99 

2997.91 

PERCENTAGE 

14.44% 

11.14% 

4.31% 

10.56% 
11.77% 
16.06% 
10.43% 

4.84% 

10.97% 

4.98% 



CLASS 

Residential/urban 
23 - 24, 27 - 33 

Other committed 
18 - 22 

Cleared/bare 
1 - 2, 26 

Agriculture 
17 

Grass 
15 - 16 

Orchard/vineyard 
6 - 12, 34 

Brush, Chaparral 
3 - 5, 44 - 49 

vlood1and forest/chaparral 
13 - 14, 37, 40 

Hardwood forest 
41 

Coniferous forest 
35 - 36, 38 - 39, 42 - 43 

\vater 
25 

VERTICAL INTEGRATION 
BASIC DATA }~ LEGEND/STATISTICS 

1976 ~~DCOVER - LANDSAT 

SnmOL TOTAL AREA 
(HECTARES) 

A 18401.87 

C 581.13 

D 12138.95 

F 1155.78 

K 31401.99 

M 6526.77 

P 7409.02 

S 31505.59 

T 260.62 

Z 38247.65 

Blank 1426.11 

III-35 

PERCENTAGE 

7.10% 

0.22% 

4.69% 

0.45% 

12.12% 

2.52% 

45.33% 

12.16% 

0.10% 

14.76% 

0.55% 



CLASS 

Residential/urban 
23 - 24~ 27 - 33 

Other committed 
18 - 22 

Cleared/bare/snow 
1 - 2, 26 

Agriculture 
17 

Grass 
15 - 16 

Orchard/vineyard 
6 - 12, 34 

Brush/chaparral 
3 - 5, 44 - 49 

Woodland/forest - chaparral 
13 - 14~ 37~ 40 

Hardwood forest 
41 

Coniferous forest 
33 - 36~ 38 - 39, 42 - 43 

Water 
25 

VERTICAL INTEGRt\TION 
BASIC DATA HAP LEGEND/STATISTICS 

1979 LANDCOVER - LANDSAT 

SYMBOL TOTAL AREA 
(HECTARES) 

A 19764.85 

C 587.60 

D 12036.97 

F 969.63 

K 30226.78 

M 6050.86 

p 117750.57 

5 16229.51 

T 233.10 

Z 53030.01 

Blank 2175.59 

III-36 

PERCE~TAGE 

7.63% 

0.23% 

4.64% 

0.37% 

11.67% 

2.34% 

45.45% 

6.26% 

0.09% 

20.48% 

0.84% 



IV. USER NEEDS - ANALYSIS TYPES 

The County of San Bernardino has recently adopted a Consolidated General 
Plan and Implementation System to control the location and types of 
development throughout the County unincorporated areas. In order to monitor 
the results of the General Plan and Implementation System, the Planning 
Department must track a variety of data types generated by local 
jurisdictions, by County agencies and by State agencies. A vertically 
integrated data base with the capability of using LANDSAT temporal monitoring 
data in concert with other geographic data types can be instrumental in the 
evaluation of many time-consuming data gathering and analysis tasks. These 
tasks, which must be dealt with daily by planners, include the following: 

1. Determine the amount of land in a given area that is now committed 
to urban uses. To rural uses. 

2. Determine the amount of land converted from rural to urban use in a 
given time period. From undisturbed vegetation to agricultural 
and/or urban use. 

3. Identify the location and chief characteristics of environmentally 
sensitive land types in an area. 

4. Identify the location and condition of agricultural and other land 
resources. Project the impact of land conversions on these 
resources. 

5. Identify what land resources have been converted in a given time 
frame. To what? At what specific locations? 

6. Determine the development characteristics of the newly urbanized 
areas (e.g., concentrated - scattered; infill - fringe). 

7. Identify consistency and inconsistency between actual development 
patterns and the County's Consolidated General Plan. 

8. Using environmental constraint data, determine the effective 
population capacities of the various regions in the Consolidated 
General Plan. 

9. Determine what land areas are most capable of supporting urban 
growth. 

10. Identify which areas are most likely to experience growth demand, 
considering all environmental, capability and resource values. 

The data base designed for this study contains available data elements 
which can be used to perform these tasks in a rapid, efficient and 
cost-effective manner. The Phase 1 data base was designed to cover both 
County and National forest lands at a resolution of 4-acres. This data base 
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was subsequently subdivided (windowed) to create two I-acre resolution 
small-area data bases in order to test the application of the vertically 
integrated data base and its LANDSAT component to large-scale detailed 
analyses. 

The National forest staff is responsible for managing a large area of 
land for a variety of uses including wilderness recreation, forestry, mineral 
extraction. and others. Much of the forest is maintained in its native shrub 
and forest land cover and is susceptible to periodic wildfire - a major 
control and planning function for the staff. Planning decisions deal 
primarily with the appropriate use designations within the forest lands and 
the intensity of use permitted. These decisions require evaluation of the 
capability of natural resources to support - or tolerate - given uses as well 
as legal mandates for multiple forest uses. Objective and well-documented 
decisions must be made and clearly presented, as the San Bernardino National 
Forest is among the most intensively used areas controlled by the US Forest 
Service. 

Vertical integration in a given region was conceived as a method of 
providing flexibility of data types as described in Section II and also as a 
means of providing efficient analyses of these data types. The following 
paragraphs describe the basic type of analysis which are routinely undertaken 
by the users. 

Hazard Analysis: Both the Pl8QOing Department and National Forest staff 
determine the location. extent and probabability of occurrence of various 
hazards. These analyses are basic input to planning studies and use 
designations. The major hazards evaluated are fire hazard, landslide/soil 
stability. earthquake fault zones (Alquist - Priolo Special Study Zones) and 
flooding. Each of these analyses requires a geographic location and a 
quantitative hazard rating. 

Soil Suitability/Potential: Soils present at a given site are analyzed 
with respect to their suitability to support construction, waste discharge, 
and/or agriculture. This analysis involves locational and interpretive data, 
and is used by both agencies to aid in determining the most appropriate use 
of a given land area. 

la!act Sensitivity: This analysis is a composite of the impacts 
expects to result from a given project or a general intensity of use. 
lapacts of activity or construction on natural resources are considered, as 
are impacts of natural characteristics on a proposed activity. The analysis 
includes both locational and intensity (sensitivity) parameters. 

Service District Extension Capability: This analysis is used primarily 
by SBC to determine whether or not a proposed land use will be serviced by 
public (and private) services. This analysis requires locational data 
regarding the total area served by the utility (service district). the 
capacity of the utility to absorb the proposed new demand, and the ability of 
the service to extend a new line or route to the site of the proposed land 
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use change. 

General Plan and Zoning Designations: This analysis is performed by SBe 
to determine whether or not a proposed land use change is compatible with the 
general plan for development in the region. If compatible, a project 
application is processed by the staff to insure that the County ordinances 
and development code criteria are met. If not compatible, the applicant must 
request amendment of the zone or General Plan designation. The amendment 
process is discretionary and requires public notification and hearings. Only 
after the appropriate designation has been assigned can an application for a 
land use change be submitted. This analysis is primarily locational, 
although intensity of use is reflected by the General Plan designations. 

Conversion Rates, Building Rates: This analysis is done primarily by 
SBC to keep an accounting of all building activity in the County, as well as 
tracking the status of each parcel. In addition to aiding the Planning 
Department as it processes applications, this analysis provides data which 
can be used to verify census records and State Department of Finance records. 
These records are used to allot tax monies to the County and also to 
apportion representative districts. The development status of each parcel is 
an important criterion used by the County Assessor to value the property for 
tax purposes. These data are primarily statistical, although they are 
geocoded according to address, parcel number, blocks, block groups and census 
tracts. 

The following chapter describes how the data in the integrated data base 
were used to perform some of these analyses over the integrated study area. 
Assembly of several data banks into a unified format facilitated their 
analysiS and allowed two or more analyses to be locationally related. In 
addition, an integrated data base makes it possible to output graphic 
representations of integrated data types such as administrative designations 
along with slope, vegetation, flood zones, etc. This allows comparison of 
development patterns with any and all of the geographic, environmental and 
planning data which are also contained in the data base. 
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V. DATA MODELING & MAPPING 

A. Introduction 

As a demonstration of the utility of the data base, specific studies 
have been conducted related to identified County applications. The models 
were designed to test and illustrate the use of the integrated GIS for urban 
and agricultural capability modeling, comparison with the use of LANDSAT data 
for "first-cut" urban capability modeling, and use of the LANDSAT data to 
extend a geographic model into a previously unmapped mapped area. These 
techniques were then refined and applied to the small-area analysis data 
bases developed for the second phase of this project. Phase 1 applications 
are associated with general plann1ng and growth monitoring efforts w1thin the 
San Bernardino County Planning Department and fire control planning for the 
National forest. In general, they are directed by the analysis needs 
described in the previous section and rely on the outlined models which are 
responsive to those needs. These models manipulate the automated 
environmental data contained within the system to produce maps delineating 
hazards and resources and the suitability of land for various types of 
development. Conceptually, the models are a means of examining multiple 
environmental factors simultaneously, weighting the relative importance of 
those factors, and adding in additional environmental interpretations related 
to the characteristics and locations of mapped units. These examinations are 
based on a set of assumptions, developed by the study team in association 
with agency personnel, regarding the positive or negative significance of 
particular feature of the landscape to the relevant factor. The sources for 
the mapped data were also considered in the modeling process. A parallel 
fire hazard model was developed to ascertain the value of LANDSAT derived 
data to extend an existing GIS data base in the San Bernardino National 
Forest. 

B. Models 

The specific models employed for this study are of two sequential types: 
interpretive opportunity/constraint models and land capability/suitability 
models. The former assess general environmental patterns and processes. 
They focus on identifying general conditions which pose an opportunity or 
constraint to development or which represent hazards or resources for 
identified land use activities. The latter models, which build upon both the 
basic data in the GIS and data developed through the process of interpretive 
modeling, focus on the evaluation of land capability and land suitability for 
select types of uses. For purposes of this study, land capability was 
conceptualized as the inherent capacity of the total complex of land to 
sustain development or support specific activities, taking into account 
natural constraining factors. More specifically, it refers to the inherent 
capacity of the total complex of land-based environmental patterns and 
processes to sustain a specific type of land use without bringing about 
excessive environmental degradation or exposing people or investment to 
hazards or unusual costs. Land suitability means the appropriateness of land 
for a specific use, taking into account social, economic, and political 
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considerations. It refers to such considerations as compatibility with 
existing development, proximity to existing infrastructure, and the existence 
of or proximity to valuable resources. 

The interpetive models developed for this study were specifically 
designed to reflect current County analysis needs and to demonstrate the 
utility of the integrated data base. The ten models employed are listed 
below: 

o Slope Stability 
o Geologic/Seismic Hazards 
o Flood Hazards 
o Soil Resources 
o Erosion Potential 
o Ecological Lapact Potential 
o Fire Hazard aa ting 

In addition to the interpretive models, models were constructed to 
evaluate Agricultural Capability and Urban Development 
Capability/Suitability. These models utilized results of many of the 
interpretive models, as well as other information obtained directly from the 
data base. They represent a composite evaluation of environmental hazards 
and resources and their significance for the ability of land to support 
agriculture and general urban development. 

C. Map Outputs 

Three types of maps were produced for the County Application Studies: 
basic data, interpretive, and capability/suitability maps. As noted earlier, 
maps were produced for specific basic data elements: geology. slope, 
vegetation, groundwater, general plan, existing urban and rural, 1976 and 
1979 LANDSAT, 1976-79 change mask, and 1974 and 1979 land use. Basic data 
types selected for mapping were chosen for their utility to County planners 
and their balance of legibility and usable detail. LANDSAT maps were output 
for purposes of comparision and as a point of reference for discussions of 
LANDSAT utility. Each of the models also resulted in a map output displaying 
the environmental hazard or resource or the capability/suitability 
considerations. These maps, both basic data and model outputs, are in a 
gray-tone grid format at a scale of 1:62,500. Each class or level of mapped 
data is represented by a symbol (Pigure V -1). When viewed from a distance, 
these grade from white through shades of gray to black. Since maps can 
display up to twelve levels of data, these levels typically represent 
aggregations of data derived by prescribed summation rules. For example. 
these rules might dictate for a particular model that final values of 1 to 12 
would be in Class I - very low, 12-25 in Class II - Low, and so forth. In 
other instances, data were not ranked, but more than 12 individual classes of 
information were coded. This was especially common for the basic data 
planes. Por these, similar types would be aggregated into a single class; 
for example, chaparral, coastal sage scrub, and other -bushy" vegetation 
communities would all be classified into a single scrub vegetation class. 
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For certain of the maps, there were fewer than 12 separate classes of 
information, either basic or modeled data, so they were displayed directly 
without modification. Thus, the basic concept underlying the classes 
represented by the map symbols differed significantly on various maps. 
Therefore, legends for each of the maps are presented later in this section, 
indicating the type of grouping used for each. 

To summarize, grid gray-tone maps have been produced for each of the 
follOwing considerations: 

Basic Data Maps 

o Geologie Type 
o Slope 
o Vegatation 
o Depth to Groundwater 
o General Plan 
o Existing Urban 
o Existing Rural 
o 76 Classified LANDSAT 
o 79 Classified LANDSAT 
o 76-79 Change Mask 
o 74 Land Use 
o 79 Land Use 

Interpretive Maps 

o Slope Stability 
o Geologie/Seismic Hazards 
o Flood Hazards 
o Soil Resources 
o Erosion Potential 
o Ecological Impact Potential 
o Fire Hazard RaUng 

Capability/Suitability Maps 

o General Urban Development Capability/Suitability 
o Agricultural Capability 

D. County Applications Products 

Grid map legends for each of the basic data maps are shown on the 
following pages. For each, the meaning of each symbol, and the type of 
aggregation utilized, where appropriate, is shown. The total acreage and the 
percentage of the study area within each class is also listed. 

Each of the interpretive models is described in detail. For each, the 
specific data base(s) within the integrated system which is (are) the 
source(s) for the required information, the general characteristics of the 
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environmental hazard or resource, its spatial distribution within the study 
area, and its significance to County plann~ng efforts are identified. 
Following the description of each conceptual model is an outline of the model 
indicating the weighting of each of the environmental variables used. This 
in turn is followed by a summary of the legend for the associated grid map, 
indicating the classes used on the map and the acreage for each class. 
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Slope Stability. The information utilized for this model is contained within 
the Integrated Terrain Unit data base, as prepared originally for this 
project for the Valley portion and as supplied by the Forest Service for the 
National Forest portion of the study area. Three factors are considered in 
this model: the presence or absence of known landslides, the geologic 
susceptibility of an area to landslides, and slope. Known landslides and 
landslide susceptibility were coded into the data base directly from 
collateral data sources (Morton, 1974) with necessary map/photo rectification 
and integration with other data sources; slope was interpreted from 
topographic maps. This type of information is used within the County 
Planning Department both for long-range comprehensive planning and 
determinations of overall development suitability of an area, and for 
evaluation of specific sites and projects ~hen the data are of sufficient 
detail and resolution. The planning staff requires a special geologic hazard 
study for projects located in areas suspected of landslide activity. This 
model also functions as a sub-model for the Urban Development 
Capability/Suitability model described later in this section. The slope 
stability model is outlined on the following page. 
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CONSIDERATION 

General Consideration 

Landslide Suscepti­
bility 

Percent Slope 

SLOPE STABILITY 
CONCEPTUAL MODEL OUTLINE 

NATURAL OPPORTUNITY/CONSTRAINT ANALYSIS 

SPECIFIC DATA CLASS 

Water 

Known Landslide 
Moderate-High 
~derate 
Generally Devoid, Not a known 

landslide 

GT 30% 
15-30% 
8-15% 
0-8% 

VALUE 
(Incidence) 

SnP 

SO 
40 
20 

10 

4 
3 
2 
1 

MODEL SUMMATION RULES 

Rating 
Known Landslide 
Landslide Susceptibility 

Rating 
Moderate to High 
Low to Moderate 

GT 30% Slope 
15-30% Slope 
8-15% Slope 
0-8% Slope . 

Generally Devoid 
GT 30% Slope 
15-30% Slope 
8-15% Slope 
0-8% Slope 

Value 
GE 50 

40-44 

24 
23 
22 
21 

14 
13 
12 
11 

V-8 

VALUE 
(Proximity) 



CLc\SS 

Known landslide 

SLOPE STABILITY 
~~ LEGEND AND STATISTICS 

NATURAL OPPORTUNITY/CONSTRAL~T ANALYSIS 

SYMBOL 

Z 

TOTAL AREA 
(HECTARES) 

84.17 

Landslide susceptability Rating 
Moderate to High X 119.79 
Low to Moderate 

Greater than 30% slope S 7038.29 
15 - 30% slope P 1419.64 
8 - 15% slope 0 1838.89 
o - 8% slope M 1400.21 

Generally devoid 
Greater than 30% slope K 828.80 
15 - 30% slope F 228.24 
8 - 15% slope D 767.28 
o - 8% slope C 45701.96 

Water Blank 67.99 

V-9 

PERCENTAGE 

0.14% 

0.20% 

11.83% 
2.39% 
3.09% 
2.35% 

1.39% 
0.38% 
1.29% 

76.83% 

0.11% 
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Geologic/Seismic Hazards. Geologic and seismic hazards have also been 
modeled from information contained within the integrated terrain unit data 
base. The model describes the potential for hazards due to seismic 
conditions based on the existence and proximity of faults, the general 
geologic type of the area, and depth to groundwater. It also refers to the 
existence of Alquist-Priolo Special Studies Zones. These are areas 
delineated by the California Department of Mines and Geology as zones which 
contain a known or suspected geologic fault. Any development within a 
Special Studies zone must be preceded by a field investigation, including 
trenching, to determine the exact location of any fault. All of these data 
items were coded into the data base directly from collateral materials. As 
with the slope stability map, the model displays the aggregated information 
classes rather than ranking the factors and displaying hazard ratings (such 
as high, moderate, low). The classes used are described on the model outline 
on the next page; the map legend follows. 

The mapped information is essential to County Planning efforts, if only 
because of State requirements regarding Alquist-Priolo Special Studies Zones. 
In addition, fault rupture and groundshaking potential can be inferred from 
the displayed information for purposes of evaluating seismic hazards and 
suggesting appropriate mitigation measures in accordance with the Seismic 
Safety Element of the County's Consolidated General Plan. The map's primary 
geographic feature is the San Andreas Fault Zone trending northwesterly­
southeasterly across the south-central portion of the study area. Based on 
this and additional fault lines, geologic type and depth to groundwater 
suggest high ground shaking potential in the area of Cajon Pass and along the 
base of the San Bernardino Range. 
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GEOLOGIC/SEISHIC HAZARDS 
CONCEPTUAL MODEL OUTLINE 

NATURAL OPPORTUNITY/CONSTRAINT ANALYSIS 

CONSIDERATION SPECIFIC DATA CLASS VALUE 
(Incidence) 

Faults Known, Concealed or 
Inferred Fault 

Geologic Hazards Alquist Priolo Fault Zone 

Proximity to Fault Known, Concealed or Inferred, 
'Fault 
LX 2 Miles Distance 
2-5 Miles Distance 
G! 5 Miles Distance 

Geologic Type Unconsolidated Deposits* 
Consolidated Deposits 

Depth to 
Groundwater 

Groundwater LT 100 ft. 
Groundwater GE 100 ft. 

MODEL SUMMATION RULES 

Rating 
Known. Concealed or Inferred 

Fault 
Alqaist Priolo Special 

Study Zone 
Proximity to Fault 

LT 2 Miles from a Fault 
Unconsolidated Deposit 

LT 100 ft. Groundwater 
GT 100 ft. Groundwater 

* Consolidated Deposit 
2-5 Miles from a Fault 

Unconsolidated Deposit 
LT 100 ft. Groundwater 
GT 100 ft. Groundwater 

Consolidated Deposit 
GT 5 Miles from a Fault 

Unconsolidated Deposit 
LT 100 ft. Ground~ater 
GT 100 ft. Groundwater 

Consolidated Deposit 

SPECIAL NOTES 

Value 

GE 200 
100-195 

95 
80 - 85 

75 
70 
60 - 65 

55 
50 
40 - 45 

200 

100 

20 
10 

5 
o 

*Unconsolidated Deposits. Following Geology Codes: 01-05, 13. and 15-26 
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VALUE 
(proximity) 

70 
50 
30 



GEOLOGIC/SEISHIC HAZARDS 
MAP LEGEND AND STATISTICS 

NATURAL OPPORTUNITY/CONST~~I~T ru1ALYSIS 

CLASS SYMBOL 

Known, concealed, or inferred fault z 

Alquist Priolo special study zone x 

Proximity to faults 
Less than 2 miles from a fault 

- Grotmdwater less than 100 ft. deep S 
- Groundwater greater than 100' deep P 

Consolidated deposit 0 

2 - 5 miles from a faul t 
Unconsolidated deposit 

- Groundwater less than 100 ft. deep M 
- Groundwater greater than 100' deep K 

Consolidated deposit F 

Greater than 5 miles from a fault 
Unconsolidated deposit 

- Groundwater less than 100 feet deep D 
- Groundwater greater than 100' deep C 

Consolidated depos~t A 

Water Blank 

V-13 

TOTAL AREA 
(HECTARES) 

3460.87 

4725.11 

2920.21 
32473.59 
5199.40 

687.97 
8378.61 

312.42 

92.27 
1076.46 
100.36 

67.99 

PERCENTAGE 

5.82% 

7.94% 

4.91% 
54.57% 

8.74% 

1.16% 
14.08% 

0.53% 

0·t6% 
1.81% 
0.17% 

0.11% 
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Flood Hazards. Flood prone areas have been defined by this model based on 
several independently-derived criteria. Documented flood zones were defined 
by the USGS Flood Prone Area Maps, and mapped as part of the integrated 
terrain unit component of the data base. This information has been amplified 
by the use of active stream wash designations for landforms and by stream 
characteristics identified on the automated map of surface hydrology. As 
shown on the attached model outline, discrete classes of information are 
displayed on the map, corresponding to different types of flood prone areas 
and different bases for that information. This map indicates the existence 
of significant flood prone areas along streams flowing out of the San Gabriel 
and San Bernardino Mountains, notably Lytle Creek and the Santa Ana River. 
This information provides planners with an indication of where future 
development should be restricted or special engineering required. It also 
provides a context for the evaluation of proposed flood control projects. As 
with the previous two models, the data generated by this model is 
incorporated into the General Urban Development Capability/Suitability model. 
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FLOOD HAZARDS 
CONCEPTUAL MODEL OUTLINE 

NATURAL OPPORTUNITY/CONSTRAWT ANALYSIS 

CONSIDERATION 

General Context 

Flood Prone Areas 

Landform 

Stream Course 

Stream Course 

SPECIFIC DAXA CLASS 

water 

Documented Flood Zone 

Wash-Ephemeral River Channel 

Stream Order 
GE Second Order 

Channelization 
Not Channelized 
Channelized 

MODEL SUMMATION SUMMARY 

Rating 
Documented Flood Zone 

Active Stream Wash 
Not Active Stream Wash 

Inferred Flood Zone 
Not Channelized 
Channelized 

Not Flood Zone 

Values 

GE 30 
20-29 

6 
5 
0-1 

V-16 

VALUE 
(Incidence) 

SKIP 

20 

10 

5 

1 
o 

VALUE 
(Proximity) 



CLASS 

Documented Flood Zone 
Active Stream \-lash 
Not Active Stream Wash 

Inferred Flood Zone 
Not Channelized 
Channelized 

Not Flood Zone 

\.]ater 

FLOOD HAZARDS 
MAP LEGEND AND STATISTICS 

NATURAL OPPORTUNITY/CONSTRAI~n Al.'l'ALYSIS 

SYMBOL TOTAL AREA 
(HECTARES) 

Z 2235.48 
S 5019.72 

M 709.01 
F 1047.33 

C 50415.74 

Blank 67.99 

V-17 

PERCENTAGE 

3.76% 
8.44% 

1.19% 
1.76% 

84.74% 

0.11% 
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Soil Resources. This model is designed to express various characteristics 
related to the condition of soil, including capability class, subclass, and 
unit, in terms of slope phase. The most direct way of doing this is through 
the construction of "expansion matrices" containing the various soil 
interpretations made by the Soil Conservation Service. Soil type is one of 
the data variables contained within the integrated terrain unit, and is coded 
by a unique number representing each of the series. This number in turn is 
referenced to an expanded file which contains a series of coded descriptions 
of the units. When automated, the computer can model directly from the 
expansion data, rather than from the usually non-descriptive unit name alone. 
For example, it can locate soils with poor drainage or those with high 
agricultural capability. As shown on the following outline, this model 
examines the expansion interpretations for the USDA soil capability 
classification assigned by SCS to each of the soil types. The soil resources 
map indicates areas that have high value for the production of crops based on 
average capability class for the series and on mapped slope. This 
information can be used by County and forest planners to identify prime 
agricultural lands and locations which can be developed without threat of 
loss of agriculturally productive lands. 
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COYSIDERATION 

General Context 

Soil Interpretive 
~!atrix 

Slope Gradient 

SOIL RESOURCES 
C~CEPTUAL MODEL OUTLI~E 

NATURAL OPPORTUNITY/CO~STRAINT ANALYSIS 

SPECIFIC DATA CLASS VALUE 
(Incidence) 

Water SKIP 

Predolll1uaut Soil Capability Class 
Class I 30 
Class II 20 
Class III 10 
Class IV-VIII 0 

Average Slope Gradient 
LE 8% 5 
GT 8% 0 

MODEL SUMMATION RULES 

Rating 
Class I 

LT 8% Slope 
GT 8% Slope 

Class II 
LT 8% Slope 
GT 8% Slope 

Class III 
LT 8% Slope 
GT 8% Slope 

Class IV-VIII 
Water 

Value 

35 
30 

25 
20 

15 
10 

0-5 

V-20 
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VALUE 
(Proximity) 



SOIL RESOURCES 
~~ LEGEND ru~D STATISTICS 

NATURAL OPPORTUNITY/CO~STRAI~T ANALYSIS 
SAN BERNARDINO VERTICAL DATA I~lEGRATION (CIRSS) 

CLASS SYMBOL TOTAL AREA 
(HECTARES) 

Soil Resource Units 
Class I Z 4032.29 

Class II 
Less than 8% slope S 16569.45 
Greater than 8% slope P 2730.82 

Class III 
Less than 8% slope K 8723.40 
Greater than 8% slope D 93.89 

Other Classes C 27277.43 

Water Blank 67.99 

V-2'l 

PERCENTAGE 

6.78% 

27.85% 
4.59% 

14.66% 
0.16% 

45.85% 

0.11% 





Erosion Potential. Erosion potential of a surface is related to the inherent 
erodibility of the soil comprising that surface and also to the rate at which 
surface water flows over it. Erodibility of a soil in the field varies with 
vegetative cover and organic components in the upper soil levels, but the 
maximum erodibility of the soil without such moderating influences can be 
determined. The soil descriptions provided by SCS included a K-value, or 
logarithmic expression of erodibility for each soil. The rate of surface 
water flow on saturated (or impermeable) soil is a function of its slope 
gradient. Erodibility (k) factors multiplied by a numeric slope gradient 
function are used to calculate the maximum erosion potential by the Universal 
Soil Loss Equation: 

Erosion Potential ~ k factor x slope factor. The result is the maximum 
expected soil loss (during an average rainfall year) in tons of 
soil/acre/year. 

Unlike the previous models, this one does not display discrete or 
aggregated data classes, but rather ranks the data into high, moderate, and 
low erosion potential categories based on the model summation rules shown on 
the model outline. The map indicates that the areas of highest erosion 
potential are in the mountain foothills, particularly in the canyons, and the 
streams below those canyons. This detailed information can be used not only 
to predict erosion problems, but also to provide a basis for needed erosion 
control mitigation measures. 
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EROSIO~ POTENTI.~ 

CONCEPTUAL HODEL OUTLINE 
NATURAL OPPORTUNITY/CONSTRAINT ~~ALYSIS 

CONSIDERAl"ION 

Soil characteristics 

Slope gradient 

Modeling Rules 

SPECIFIC DArA CLASS 

Ie value 

o - 8% 
8 - 15% 

15 - 30% 
30 - 50% 

GT 50% 

VALUE 
(Incidence) 

N 

.6 
2.3 
5.S 

13.0 
22.0 

Soil K values are multiplied to the value for average slope gradient. 

Summation Rules 

tolater 
Very low 
Low 
Moderate 
High 
Very high 

60 - 102 
103 - 230 
231 - 1100 

1101 - 4160 
4161 - 9460 

NOrE: Values shown have been multiplied by 1,000 

V-24 

VALUE 
(Proximity) 



CLASS 

Very low 

Low 

t-Ioderate 

Hl.gh 

Very high 

Water 

EROSION POTENTIAL 
MAP LEGEND AND STATISTICS 

NATURAL OPPORTUNITY/CONSTRAINT &~ALYSIS 

SYMBOL 

A 

C 

F 

S 

Z 

Blank 

V-25 

TOTAL AREA 
(HECTARES) 

17474.33 

29394.75 

2874.89 

4495.25 

5179.98 

67.99 

PERCENTAGE 

29.36% 

49.41% 

4.83% 

7.56% 

8.71% 

0.13% 
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Ecological Impact Potential. This is a complex model based on information in 
terrain unit and land use data bases incorporating such computer tools as 
distance searches and counts of surrounding grid cells with specified codes. 
It relates data describing ecological sensitivity (vegetation, ecotone edge, 
unimproved streams) to land use data (use type, distance). Ecological 
sensitivity reflects primarily vegetation type and the proximity of water. 
Lakes and perennial streams have high ecological value, and decreasing values 
to a half-mile away. Riparian and forest/woodland vegetation communities 
also have high ecological value. This decreases as woodland grades to shrub 
vegetation. Lowest value is assigned to barren and disturbed areas. Since 
ecological impact is correlated with human interference with natural 
processes, the potential for significant impact is greater in less disturbed 
areas. The greater the distance to developed land use, the higher the 
potential for ecological impact should development occur. Likewise, certain 
land uses have less potential impact than others. For example, mining, 
industrial, and commercial operations have greater potential for damaging 
their surrounding environment than do most recreational or grazing 
activities. 

This model, as with the preceding erosion potential model, ranks data 
into high to low sensitivity groupings based on model summation rules. These 
rankings indicate to County planners those areas where new development could 
significantly impact natural ecological systems. 
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CONSIDERATION 

ECOLOGICAL IMPACT POTE~TIAL 
CONCEPTUAL MODEL OUTLINE 

NATURAL OPPORTUNITY/CONSTRAINT fu~ALYSIS 

SPECIFIC DAXA CLASS VALUE VALUE 
(Incidence) (Proximity) 

Water Reservoirs/percolation basins +4 
LE 1/4 mile 

St!:'eams In te rmi t ten t s tre aIDS (not channelized) +6 
LE 1/4 mile 
1/4 - 1/2 mile 

Vegetation Riparian (3 types) +10 
Joshua tree woodland + 8 
Big cone douglas fir + 8 
Deciduous woodland + 8 
Live oak woodland + 8 
Coul ter pine + 7 
Ponderosa and jeffrey pine + 7 
Pinon pine + 7 
Juniper-scrub oak-pinon woodland + 6 
Grassland + 6 
White fir +5 
Incense cedar +5 
Great basin sage + 4 
Coastal sage + 4 
Desert scrub + 4 
Chaparral (3 types) + 3 
Chamise chaparral + 2 
Barren/urban/agriculture 0 

Vegetation (edge) One other vegetation group within 
1/4 mile 

Two or more other vegetation groups 
within 1/4 mile 

Land use Urban development* and agriculture 
GT 1 mile 
1/2 - 1 mile 
1/4 - 1/2 mile 
LE 1/4 mile 

* Urban development includes the following land uses: residential; commercial; 
industrial/extractive, public/institutional; and other committed uses 
(excluding water). 
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+2 

+3 
+1 

+3 

+5 

+3 
+2 
+1 

0 



(continued) 

CONSIDERATION 

Land use, cont. 

MOdel Summation Rules 

High sensitivity 
MOderate sensitivity 
Marginal sensitivity 
Sensitive 

ECOLOGICAL I~ACT POTE~TIAL 
CONCEPTUAL MODEL OUTLINE 

NATURAL OPPORTUNITY/CONSTRAI~T ANALYSIS 

SPECIFIC DATA CLASS 

Residential 
Commercial 
Industrial/Extractive 
Public/Institutional 
Open Space/Recreation 

Irrigated 
Non-irrigated 

Other Committed Uses 
Transportation/Communication 
Utilities 
Military 
Water 

Vacant 
Vacant 
Vacant with Improvements 

Agriculture 

GE 10 
7 - 9 
1 - 6 
LT 1 
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VALUE 
(Incidence) 

-10 
-10 
-10 
-10 

- 5 
- 2 

-10 
-10 
-10 

o 

o 
- 5 
- 5 

VALUE 
(Proximity) 



CLASS 

Highly sensitive 

Moderately sensitive 

!-farginally sensitive 

Not sensi tive 

ECOLOGICAL IHPACT POTENTIAL 
MAP LEGEND M~D STATISTICS 

NATURAL OPPORTUNITY/CONSTRAINT fu~ALYSIS 

SYMBOL 

z 

S 

F 

c 

V-30 

TOTAL AREA 
(HECTARES) 

4469.35 

9241.40 

16240.84 

29543.67 

PERCENTAGE 

1.511. 

15.53% 

21.30% 

49.66% 

-' 



GIS Urban Capability/Suitability Model 

The urban capability/suitability model based on the GIS data was 
designed to utilize the various opportunity/constraint models developed 
initially from the basic data types and to correspond generally to locally 
accepted planning policies and guidelines. The typical GIS 
capability/suitability planning criteria and modeling methods were used to 
provide a base from which to compare the first-cut LANDSAT model described 
later. This model was run on the valley portion of the integrated data base 
to rate those portions of the valley from very high capability/suitability 
for development to those portions which are clearly of very low 
capability/suitability for urban development. 

Each input data variable was assigned a numeric weight which reflects a 
relative penalty against urban capability/suitability. The highest weights 
(penalties) were assigned to such hazards as active earthquake faults and 
documented active flood zones. The greatest weights were assigned to flood 
hazard, slope stability, and geologic/seismic hazards. Reduced weights were 
assigned to fire hazard, erosion potential and ecological impact potential, 
as these constraints may often be overcome by careful sight design and 
treatment. 

In several instances, proximity to a hazard was also penalized. This 
reflects the fact that certain hazard conditions may be initiated at specific 
locations, but their effect may be felt some distance away. Examples of this 
phenomenon include proximity to active earthquake faults and proximity to 
high fire hazard areas. In these cases, the hazard and the penalty decrease 
with distance from the source. Groundshaking hazard is also modified by 
foundation support and groundwater depth. 

Conversely, distance from existing urban land uses was penalized to 
reflect both the costs of extending infrastructure into new areas and the 
County General Plan policies which favor infill development over "leapfrog" 
development patterns. 

The mapped results show the greatest capability/suitability for urban 
development to exist in the infill parcels, areas adjacent to existing 
development, and on much of the flatter lands in the valley. The lowest 
ratings for urban development capability/suitability are associated with 
seismic faults, flood zones and unstable slopes. The general projected 
patterns correspond well with the General Plan designations, but are not 
necessarily identical. Models of this type are useful to planners as they 
determine objective criteria for setting building density and land use type 
limits. The vertically integrated data base approach allows rapid access to 
a variety of objective and interpreted data which must be considered for 
density designations, land use type designations, and individual development 
application approvals. 
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CO~SIDERATION 

nood hazard 

Slope stability 

Geologic/seismic 
hazards 

URBAN CAPABILITY/SUITABILITY 
CON CEPTUAL HO DEL OUTLI~;E 

SPECIFIC DATA CLASS 

Documented flood zone 
Active stream wash 
Not active stream wash 

Inferred flood zone 
Not channelized 
Channelized 

Not flood zone 

Known landslide 
Landslide susceptibility rating 

Moderate to high 
Low to moderate 

GT 30% slope 
15 - 30% slope 
8 - 15% slope 
a - 8% slope 

Generally devoid 
GT 30% slope 
15 - 30% slope 
8 - 15% slope 
a - 8% slope 

Known, concealed or inferred fault 
Alquist Priolo special study zone 
Proximity to fault 

LT 2 miles from a fault 
unconsolidated deposit 

LT 100 ft. groundwater 
GT 100 ft. groundwater 

Consolidated deposit 
2 - 5 miles from a fault 

Unconsolidated deposit 
LT 100 ft. groundwater 
GT 100 ft. groundwater 

Consolidated deposit 
GT 5 miles from a fault 

Unconsolidated deposit 
LT 100 ft. groundwater 
GT 100 ft. groundwater 

Consolidated deposit 
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VALUE 
(Incidence) 

50 
40 

20 
10 

50 

30 

15 
5 
a 
a 

15 
5 
a 
a 

50 
30 

30 
15 

5 

15 
5 
2 

5 
2 
a 

VALUE 
(Proximity) 



(continued) 

CO~SIDERATION 

Fire hazard 

Erosion potential 

Ecological impact 
potential 

Compatible existing 
land use (GIS) 

URBAN CAPABILITY/SUITABILITY 
CONCEPTUAL MODEL OUTLINE 

SPECIFIC DATA CLASS 

Very high 
LT 1/4 mile distance 

High 
LT 1/4 mile distance 

Moderate 

Very high 
High 
Moderate 
Low 
Very low 

Highly sensitive 
Moderately sensitive 
Marginally sensit1ve 
Not sensitive 

Existing urban land use 

VALUE 
(Incidence) 

25 

20 

5 

15 
10 

5 
2 
o 

15 
8 
2 
o 

(residential, commercial & industrial) 
LT 1/4 mile distance 
1/4 - 1/2 mile distance 
1/2 - 1 mile distance 
GT 1 mile distance 

Model Summation Rules 

Capability/suitability rating 
Very low GE - 50 - 145 D 
Low 35 - 49 F 
Moderate 20 - 34 0 
High 10 - 19 S 
Very high LT 10 X 

Urban/developed/committed A 
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VALUE 
(Proximity) 

15 

10 

o 
+1 
+3 
+5 



CL..~S 

URB~~ CAPABILITY/SUITABILITY 
MAP LEGEND AND STATISTICS 

SYMBOL TOTAL ARF~ 
(HECTARES) 

Capability/suitability rating 
Very low D 17289.79 
Low F 3059.42 
Moderate 0 5631.61 
High S 7171.03 
Very high X 2750.24 

Urban/developed/committed A 23525.19 

Water Z 67.99 
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PERCENTAGE 

29.06% 
5.14% 
9.47% 

12.05% 
4.62% 

39.554 

O.ll% 



LANDSAT Urban Capability/Suitability Hodel 

The LANDSAT-derived land cover data was utilized to produce a first-cut 
urban capability/suitability model which would be comparable to the urban 
development capability/suitability model derived from photointerpreted and 
ancillary data. In this case, decision rules and weightings were based 
entirely on the LANDSAT land cover and the DMA digital elevation strata of 
the data base. Rather than accessing other sources of data, indicators of 
flood zones (barren, relatively flat slopes) and recent landslides (barren, 
relatively steep slopes) were derived by combining the two strata. Certain 
data, such as earthquake faults and legally-defined zones could not be 
derived directly from the remotely-sensed data and were therefore not 
included in this model. The following tables list the model inputs and the 
resulting output legend data. 

Examination of the output maps shows that the locational output 
represents patterns broadly similar in shape and rating to those derived from 
the photointerpreted GIS model. Notably, the major flood zones are generally 
similar on both outputs, as are zones rated very highly capable/suitable for 
urban development. These are the major opportunities and constraints in the 
study area with respect to urbanization. 

Despite the general overall similarity between output models, the 
resolution of the two data types appears to be quite different when 
individual grid cells are examined. Within the broad zones of similarity, 
the LANDSAT-derived output contains scattered individual cells and groups of 
cells which receive a different rating than do their counterparts on the 
photointerpreted model output. This results from interaction of three 
differences between the data: 

C-95 

- The photointerpreted data was "generalized" by a interpreter at a 
resolution of 10 acres. LANDSAT data was aggregated to 4 acres from a 
1.1 acre pixel size and may contain different data for individual 
cells as a result. 

- The LANDSAT model depends heavily on absence of vegetation for 
assignment of significant weights to flood prone and landslides. The 
higher resolution of LANDSAT land cover may be emphasized by this 
characteristic of the model, as pixels in the flood wash areas are 
classed with vegetation rather than barren. 

- The DMA digital elevation data are encoded in 40-foot quanta steps. 
Calculation of slope from this elevation file results in the smallest 
non-zero slope being approximately 20%, this being distributed in 
terraces in relatively flat areas. Because slope gradient plays a 
significant part in the determination of such indicators as landslides 
and flood zones, these constraints on development may be identified in 
locations where they do not in fact occur. Replacement of the 40-foot 
quanta elevation data with more detailed elevation values or 
interpreted slope values would eliminate the terracing and allow 

V-35 5/82 



shallow slopes to contribute to the model. 

Because the general patterns and values output by the LANDSAT-based 
model are similar to those output by the GIS-only model, the capability for 
first-cut modeling can be demonstrated. Use of this technique would give a 
rapid, general approximation of which areas of land are most and least suited 
for urbanization. Use of a more refined slope data file would signficantly 
increase the similarity of output graphics and relative digital values. 
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CONSIDERATION 

Slope gradient (DMA) 

Slope stability/ 
erosion potential 
indicator 

Fire hazard (LANDSAT) 

Flood hazard indicator 
(LANDSAT) 

Ecological impact 
potential indicator 
(LANDSAT) 

LANDSAT - DMA ELEVATION DATA 
URBAN CAPABILITY/SUITABILITY 

CONCEPTUAL ~10DEL OUTLINE 

SPECIFIC DATA CLASS 

GE 50% 
25 - 49% 
12 24% 

6 11% 
3 5% 
o 2% 

Barren and GE 50% slope 
Barren and 25 - 49% slope 

Very high 
LT 1/4 mile distance 

High 
LT 1/4 mile distance 

Hoderate 

Bare 
o - 2% slope 
2 - 5% slope 

Sparse brush 
o - 5% slope 

Natural vegetation 
Spare brush 
Brush 
Thick brush 
Woodland 
Sparse woodland 
Grass 
Dry grass 
Big cone douglas fir 
White fir 
Jeffrey pine mixed community 
Coulter pine mixed forest 
Bracken fern/ceanothus 
Ceanothus/scrub oak 
Chemise 
Chemise/ceanothus 
Coastal sage 
Great Basin Sage 
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VALUE 
(Incidence) 

30 
15 

5 
o 
o 
o 

50 
30 

25 

20 

5 

50 
30 

20 

o 
2 
8 

15 
15 

2 
o 
8 

15 
15 

8 
15 

8 
8 
8 
8 
8 

VALUE 
(Proximity) 

15 

10 



CONSIDERATION 

Compatible Existing 
Land -Use (LANDSAT 

Land Cover) 

~bdel Summation Rules 

Very Low 
Low 
Moderate 
High 
Very High 

21 - 150 
17 - 20 
4 - 16 
1 - 3 
o 

SPECIFIC DATA CLASS VALUE VALUE 
(Incidence) (Proxir:li ty J 

-, 

Codes 4 - 6 1 
7 - 13 3 

Urban, developed, 
committed 5 
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CLASS 

Capability/Suitability rating 
Very low 
Low 
Moderate 
High 
Very high 

UrbanI deve1oped/ connnitted 

\vater 

LANDSAT - D~~ ELEVATIO~ DATA 
URBfu~ CAPABILITY/SUITABILITY 
}~ LEGEND AND STATISTICS 

snmOL 

D 
F 
0 
S 
X 

A 

Z 

\ 

V-39 

TOTAL AREA 
(HECTARES) 

10741. 98 
4553.52 

11659.80 
9429.18 

12276.54 

10745.21 

89.03 

PERCENTAGE 

18.06% 
7.65% 

19.60% 
15.85% 
20.63% 

18.06% 

0.15% 
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Agricultural Capability/Suitability Model 

The capability of the San Bernardino Valley to support agricultural uses 
was modeled using the photointerpreted data base. The model is based on 
assignment of weights to those parameters correlated with high agricultural 
productivity (soil capability, slope class, existing agriculture), 
suitability in terms of conflicting land uses (distance from urbanized land), 
and socio-legal determinations (General Plan designation, presence of hazards 
for urban development). 

The output map ranks each cell according to its total weighting as 
determined by the model. The map shows that the areas of highest 
agricultural capability/suitability are primarily those already in 
agricultural production. Relatively deep, flat soils containing clay fines 
are also rated high for agriculture. Steep slopes, sandy, and shallow soils 
exhibit low values for agricultural use. Near-urban areas are reduced in 
value, although some areas are rated relatively high due to current 
agriculture on the site. 

This model was produced to demonstrate the value of the integrated data 
base approach for agricultural capability modeling as well as urbanization. 
One County planning need is to track agricultural conversion rates and 
locations. County policy is to maintain productivity agricultural lands. 
Coincidence of high ratings for both agriculture and urbanization can be 
identified by the models presented here. This enables planners to identify 
areas which are sensitive to urban conversion and which may require special 
studies of agricultural viability before approving construction projects. 
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CONSIDERATION 

Soil resources 

Erosion hazard 

Ecological Impact 
Potential 

Compatible and 
conflicting existing 
land use (GIS) 

General plan 
designation 

Flood hazard 

AGRICULTURAL CAPABILITY/SUITABILITY 
CONCEPTUAL MODEL OUTLINE 

SPECIFIC DAXA CLASS 

Class I 
LT 8% slope 

Class II 
LT 8% slope 
GT 8% slope 

Class III 
LT 8% slope 
GT 8% slope 

Class IV 
LT 8% slope 
GT 8% slope 

Other 

Very high 
High 
Moderate 
Low 

High sensitivity 
Moderate sensitivity 

VALUE 
(Incidence) 

40 

35 
20 

25 
10 

15 
5 
o 

-10 
- 5 
- 3 

- 5 
- 3 

Existing agriculture + 5 
(not including range and pasture) 

Exis ting urban land use 
(residential, commercial and industrial) 

LT 1/4 mile distance - 5 
1/4 - 1/2 mile distance - 3 

Designated agricul ture 

Documented flood zone 
Not active stream wash 

Inferred flood zone 
Not channelized 
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+ 5 

+ 5 

+ 5 

VALUE 
(Proximity) 

,-



(con ti nued) 

CONSIDERATION 

Geologic/seismic 
hazard 

Fire hazard 

Hodel Summation Rules 

Capability/suitability 
Very low LT 10 
Low 10 - 19 
Moderate 20 - 29 
High 30 - 39 
Very high GE 40 

AGRICULTURAL CAPABILITY/SUITABILITY 
CONCEPTUAL MODEL OUTLINE 

SPECIFIC DATA CLASS 

Known, concealed or inferred fault 
Alquist Priolo special study zone 
Proximity to fault 

LT 2 miles from a fault 
Unconsolidated deposits 

LT 100 ft. groundwater 
GT 100 ft. groundwater 

Proximity to very high or high fire 
hazard 

EL 1/4 mile distance 

rating 
-17 to -1 D 

0 to 19 F 
20 to 29 0 
30 to 39 S 
40 to 60 X 

VALUE 
(Incidence) 

+ 5 
+ 5 

Urban/developed/committed A 

\~ater Z 
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VALUE 
(Proximi ty) 

+ 5 
+ 3 

+ 5 



CLASS 

AGRICULTURAL CAPABILITY/SUITABILITY 
MAP LEGEND AND STATISTICS 

SYMBOL TOTAL AREA 
(HECTARES) 

Capability/suitability rating 
Very low D 8160.08 
Low F 13382.14 
Moderate 0 4746 .15 
High S 5278.72 
Very high X 4334.99 

Urban/developed/committed A 23525.19 

Water Z 67.99 

V-44 

PERCENTAGE 

13.72% 
22.49% 

7.98% 
8.87% 
7.29% 

39.547. 

0.11% 



Fire Hazard Model - Photo interpreted Data 

As a test of the ability of LANDSAT data to support GIS modeling 
capabilities and to extend modeled criteria into areas not included in a GIS, 
the fire hazard model created for the U.S. Forest Serivce data base was 
included in this study. Because the model was originally run using a 40-acre 
grid cell resolution, the original ITUM data from the Forest Service study 
was re-gridded at a 4-acre resolution to correspond with other data planes in 
the Vertical Integration study. The original data did not include the 
designated Wilderness Area, which is blank on the output maps. 

The model assigns hazard ratings to the vegetation components of the 
study area based on criteria of flammability and rate of fire spread. In 
addition, steep slope gradients are penalized to reflect both the rate of 
upslope fire spread and the difficulty of fire control measures on these 
slopes. One criterion used in the original USFS study - Range Allotments -
was not included in this model, because the LANDSAT data with which it is 
compared do not include range allotments. The following criteria and 
statistics resulted from this model. 
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F~re Hazard Model 

Class --
Slope 

Vegetation 

Aggregation Decisions 

o - 1 Very low 
2-7 Low 
8 - 11 Moderate 
12 - 15 High 
16 - 20 Very high 

Specific Phenomenon 

> 50% 
30 - 50% 
15 - 30% 

8 - 15% 

Chamise chaparral 
Ceanothus chaparral 
Manzanita chaparral 
Red shank chaparral 
Coaa tal sage 
Juniper-scrub oak-pinon woodland 
Pinon pine 
Joshua tree woodland 
Coulter pine 
Big cone douglas fir 
Ponderosa and jeffrey pine 
Incense cedar 
Sugar pine 
White fir 
Juniper 
Lodgepole pine 
Limber pine 
Live oak woodland 
Riparian. live oak 
Deciduous woodland 
Riparian. sycamore-cottonwood 
Riparian, alder-wi11ow-aspen 
Great basin sage 
Grassland 
Desert scrub vege tat ion 
Barren. urban, agriculture 
Water 
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Value 
(Incidence) 

+10 
+ 8 
+ 4 
+ 2 

+10 
+10 
+10 
+10 
+ 7 
+6 
+ 6 
+ 6 
+6 
+ 6 
+S 
+S 
+5 
+S 
+ 5 
+ 4 
+4 
+ 4 
+4 
+ 3 
+2 
+2 
+2 
+1 
+1 
+1 

o 



CLASS 

Very low hazards 

Low hazards 

Moderate hazards 

High hazards 

Very high hazards 

Wilderness 

FIRE HAZARDS 
MAP LEGEND AND STATISTICS 

NATURAL OPPORTUNITY/CONSTRAINT &1ALYSIS 

SYMBOL 

C 

F 

U 

S 

Z 

Blank 
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TOTAL AREA 
(HECTARES) 

44653.01 

29075.85 

28175.83 

61664.38 

66794.17 

13754.46 

PERCENTAGE 

18.29% 

11.91% 

11.54% 

25.26% 

27.36% 

5.64% 
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Fire Hazard Model - LANDSAT Data 

In order to compare the LANDSAT model output with the USFS model, 
weights were assigned to land cover classes which represent the same fuel 
types as the vegetation classes used for the GIS fire hazard model. The DMA 
digital elevation data were used to assign additional penalty weights for 
steep slope gradients. The resulting model closely resembles that used with 
the ITUM vegetation data. Similarly, the map output patterns and values 
closely resemble the lTUM fire hazard model. Some terracing appears to occur 
throughout the study area, probably due to the 40-foot elevation quanta used 
to calculate slope gradients. The LANDSAT data include the designated 
Wilderness Area. Because the Wilderness is not included in the 
photointerpreted data, this output can be used to visually inspect the 
ability of LANDSAT analysis to extend modeled information into areas which 
lack mapped GIS basic data. 

The patterning and values around the wilderness area suggest that the 
LANDSAT model has effectively extended the fire hazard model into the 
unmapped wilderness area. 

The following tables present the model criteria, the legend and data 
which were output. 
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s&~ BE~~ARDINO NATIONAL FOREST 
FIRE HAZARD HODEL 
- LANDSAT DATA -

VALUE 

£m! CLASS (Incidence) 

1 Cleared 1 

2 Bare 1 

3 Sp. Brush 1 

4 Brush 2 

-5 Thick Brush 7 

6 Young Orchard 1 

7 Moderate Vigor Orchard 1 

8 Mature Orc:hard 1 

9 Declining Orchard 2 

10 Hod-Vigor Vinyard 1 

II High Vigor Vinyard 1 

12 Declining Vinyard 2 

13 Woodland 6 

14 Sparse Woodland 4 

J.5 Grass 1 

16 Dry Grass 1 

17 Agriculture 1 

18 Asphalt 0 

19 Concrete 0 

20 Extractive 0 

21 Clnder 0 

22 Slag 0 

23 Structures Skip 

24 Structures Strip Skip 

25 Water 0 
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CODE 

27 

28 

29 

30 

31 

32 

33 

34 

35 

36 

37 

38 

39 

40 

41 

42 

43 

44 

45 

46 

47 

48 

49 

SAN BERNARDL~O NATIONAL FOREST 
FIRE HAZARD MODEL 
- LANDSAT DATA -

(cont.) 

CLASS 

Structures liT/Brush 

Residential with Trees 

Irrigated Newer Residential 

Cluster 

Large Lot Unirrigated 

Rural/Strip 

Mobile Home/High Density 

Low Vigor Vinyard 

Big Cone Douglas Fir 

lfuite Fir 

Jeffrey Pine Nixed Conununity 

Ponderosa Pine 

Lodgepole/Limber Pine 

Pinyon/Juniper 

Canyon Live Oak/Riparian 

Jeffrey Pine/Ceanothus 

Coulter Pine Mixed Forest 

Bracken Fern/Ceanothus 

Ceanothus/Scrub Oak 

Chamise 

Chamise/Ceanothus 

Coastal Sage 

Grea t Basin Sage 
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VALUE 
(Incidence) 

10 

Skip 

Skip 

Skip 

1 

Skip 

Skip 

2 

6 

5 

5 

5 

4 

6 

3 

5 

6 

10 

10 

10 

10 

7 

2 



CONSIDERATION 

Slope 

Aggregation Decisions 

o - 1 
2 - 7 
8 - 11 
12-15 
16 - 20 

Very low 
Low 
Moderate 
High 
Very high 

LANDSAT WILDERNESS FIRE HAZARD 
CONCEPTUAL MODEL OUTLINE 

NATURAL OPPORTUNITY/CONSTRAINT ANALYSIS 

SPECIFIC DATA CLASS 

DEM data 
GT 50% 
30 - 50% 
15 - 30% 

8 - 15% 

V-52 

VALUE 
(Incidence) 

+10 
+ 8 
+ 4 
+ 2 

VALUE 
(Proximity) 



CLASS 

Very low hazards 

Low hazards 

}bderate hazards 

High hazards 

Very h~gh hazards 

FIRE HAZARDS 
LA.,'\WSAT/DHA DATA HAZARD HODEL 

NAP LEGEND AND DISTRIBUTIO~ 

SYHBOL TOTAL AREA 
(HECTARES) 

C 48879.55 

F 65775.99 

M 51129.60 

S 62282.74 

Z 31737.07 

V-53 

PERCENTAGE 

18.81% 

25.32% 

19.68% 

23.97% 

12.22% 
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Correlation of Data Sets - LANDSAT and PI Data Sets 

In order to compare the relative abilities of classified LANDSAT data 
and manually photointerpreted data, a fire hazard model was designed to run 
on both data sets. The decision rules employed in the fire hazard model and 
output from both the photointerpreted data base and the LANDSAT data base are 
detailed in the previous sections. Visual examination of the output graphics 
suggests that the major pattern differences are related to the minimum 
resolution of pixels/grid cells in the LANDSAT classified data compared to 
the larger minimum resolution used during photointerpretation. Although 
general similarities of patterns on the two output maps can be recognized, 
the LANDSAT output includes significant variability within areas which appear 
homogeneous on the output from the photointarpreted data set. 

A contingency analysis was performed on the two output data files to 
determine the consistency or inconsistency of variation between the two data 
sets. Figure V-2 is the output of this analysis. 

In order to perform the statistical analysis, the LANDSAT model output 
file was adjusted to the size and shape of the photointerpreted file by 
eliminating the Wilderness area from the analysis. Each of the remaining 
cells was examined for its P-I rating and its LANDSAT rating. The 
contingency analysis resulted in a table which indicates percentage 
similarity of each P-I rating with each LANDSAT rating. 

Examination of the table indicates relatively high similarity (70 - 75%) 
between the two data bases when assigning the Low Hazard rating. A high 
similarity (62%) is also noted between the assignment of Very High hazard 
rating by the LANDSAT model and the same rating assigned by the P-I model. 
However, the P-I model also assigned (33% similarity) the Very High rating to 
cells rated High hazard by LANDSAT. Examination of the mid-range ratings of 
Low, Moderate, and High hazards indicates relatively low similarity between 
assignments by the two models, although the assignments are clustered within 
+ one rating value. 
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Very Low 
Hazards 

Lo~y 
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'\loderate 
Hazards 

High Hazards 
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Hazards 
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A similar analysis was undertaken using the more complex Urban 
Capability/Suitability models. Figure v-3 is the result of this statistical 
analysis. In this case, the models were run on the San Bernardino Valley 
portion of the data base. The GIS model used certain forms of data not 
directly observable by LANDSAT (e.g., earthquake faults, documented flood 
zones, known landslides, etc.), while the LANDSAT model was designed to 
locate indicators of some of these data (e.g., barren + shallow slope -
floodplain; barren + steep slope = landslide, etc.). 

Examination of the results of the statistical analysis shows excellent 
agreement between the two data sets in the identification of urbanized areas. 
The smaller pixel size of the LANDSAT data may be responsible for the 
assignment of Very High capability for development to 29% of the cells 
labeled developed by the GIS. 

Similarities between the remaining pairs of assignments are relatively 
low and are scattered about/the table. The highest similarity (34% and 55%) 
is seen with the assignment of Very Low capability by both models. Lower 
values exist between the other pairs of assignments. 
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Urban vs. Agriculture Capability/Suitability Models 

The contingency analysis was also used to compare the results of the 
models for urban capability/suitability and agricultural 
capability/suitability. The resulting table is shown as Figure V-4. 

Examination of the output reveals that those cells assigned a rating of 
Very High capability for urban development agree best (57%) with a Moderate 
assignment for agricultural capability/suitability. This probably results 
from the observable pattern of urban development surrounded by current 
agriculture in the study area. Areas adjacent to existing development 
received extra weight for urban development, while existing agriculture 
received additional weight for agricultural capability. 

Cells rated Very Low for urban development also obtain ratings of Very 
Low and Low agricultural capability. A relatively high similarity (46%) is 
observed between cell rated Highly capable for agriculture and Highly 
Suitable for urban development. A majority of the cells rate Very High for 
agricultural capability are rated Very Low (26%), Low (14%), or Moderate 
(34%) for urban capability/suitability. 
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VERTICAL DATA INTEGRATIO~ 
San Bernardino Study 

Phase 2 - Small Area Analyses 

VI. INTRODUCTION 

The fundamental purpose of the San Bernard~no Vertical Data 
Integration project was to evaluate a method whereby local agencies could 
share and utilize geographic data by integrating these into a common data 
base. Specific user agencies for this data base were the San Bernardino 
County Planning Department and the San Bernardino National Forest staff. 
Both agencies had prior experience with the use of automated geograph~c 
data and were active participants in the Phase 1 efforts to create the 
integrated data base. The data base included the types of data used by the 
planning personnel in these agencies. LANDSAT image data were included in 
the data base to: 1) provide a common registration for the various data 
planes; 2) provide a means of subdividing large mapped areas according to 
the finer resolution of the image; 3) add data types not originally mapped, 
but sensed by LANDSAT, and 4) test the usefulness of change detection 
techniques in a small area. 

In order to effectively demonstrate the usefulness of the integrated 
GIS with its LANDSAT component, several example models and tests, based on 
the types of analysis needed by the local users (see Section IV), were 
identified and performed to produce both map and statistical results which 
would be of use to the planners. This second phase of the project was 
conducted on small areas windowed from the area of the data base created in 
Phase 1. Specific small area analyses included the following: 

A. San Bernardino County Planning Small Area 

1. Evaluate LANDSAT land cover data and compare with photo interpreted 
land use data. 

2. Evaluate LANDSAT change detection data, comparing it with 
photointerpreted land use change data. 

3. Model urban capability/suitability for small area using the 
integrated data base. Evaluate incremental value of LANDSAT land 
cover when used in a GIS environment. 

4. Correlate the influence of each input variable on the raw score 
output of the urban capability/suitability model. 

B. San Bernardino National Forest Small Area 

C-83 

1. Using the integrated GIS, model activities expected to occur if an 
area of the SB National Forest is designated a fire buffer 
greenbelt. Model urban development expected to occur in the same 
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area if it is not des~gnated a f~re buffer greenbelt. 

2. For each of the future scenarios proJected, model the ~~pact on 
fire hazard, runoff, and erosion potential. 

3. Correlate the influence of each ~nput variable on the raw score 
outputs of the fire hazard, storm runoff, and erosion potential 
models run against the greenbelt designation future scenario. 

This report describes the methods used to conduct the small-area 
analyses, their results, the usefulness of the vertical data integration 
approach to the identified user agencies, and methods which may be used to 
operationallze this approach to small area data analysis. 

In order to perform the analyses, the following steps were required: 

- Refine the vertically integrated data base created in Phase 1 

- Window the small area data bases 

- Conduct analyses 

Evaluate products. 

The following chapters describe each of these steps in detail. The 
final chapter presents general evaluations and conclusions regarding the 
adoption of and use of the vertically integrated data base approach by 
local agency operations for their analyses. 
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VII. REFINE PHASE 1 DATA BASE 

The vertically integrated data base created in Phase 1 contained all 
of the basic data types required to conduct the small area analyses. Three 
refinements to this data base were conducted to increase its utility for 
the small area size and the types of analyses being conducted. The 
sequence of refinement is illustrated by Figure VlI-l and the specific 
refinement tasks are listed below: 

1. Land Cover Vegetation classification of the San Bernardino 
mountain ecological zone was refined based on elevation zones and 
average annual rainfall data. 

2. The grid cell size was reduced from 4 acres (Phase 1) to a 1 acre 
square. 

3. Soils data for the National Forest were digitized for the 
greenbelt study area and added to the data base. 

A. Refine Mountain Vegetation Classification 

An evaluation of the land cover which had been classified to produce 
the Phase 1 integrated data base identified several misclassifications of 
vegetation in the mountain areas. No such problems were noted in the 
Valley portion of the data base. These misclassifications appeared to be 
systematic, and consultation with Jeanine Derby, USFS, (1981, personal 
communication) indicated that they could be resolved by considering 
differential rainfall rates, elevation zones, and specific location within 
the mountain range (i.e., the wetter southwestern front versus the drier 
northern front). The San Bernardino Range separates the Mediterranean 
climate (wet mild winter/dry hot summer) of the San Bernardino Valley to 
the south from the arid climate of the Mojave Desert to the north. The 
Mojave is a rain shadow desert resulting from orographic airflow which has 
been dried by precipitation as it was uplifted over the range. Thus, the 
climate, rainfall, and resulting vegetation types are quite distinct 
progressing from north to south. Using these criteria, a second model was 
developed to correctly reclassify the identified errors. 

B. Reduce Grid Cell Size 

The 4-acre grid cell size used to create the multivariable file of the 
Phase 1 integrated data base was produced by the Grid-from-Polygon program 
(GRIPS). The original data had been digitized and stored on tape in x,y 
coordinate polygon (PIOS) format. LANDSAT land cover data had been 
aggregated to the 4-acre cell size from a I-acre classified data file. For 
purposes of small area analysis, the digitized polygon files for the small 
area subareas, windowed as described below in Section VIII, were again 
processed using GRIPS to create a I-acre multivariable file. The I-acre 
LANDSAT land cover file and DMA elevation file were merged to create small 
area data bases at a grid cell resolution of I-acre containing all data 
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originally entered into the Phase 1 data base. The lower path in Figure 
VII-l summarizes the procedure used to create the small area data bases. 

C. Add Soils Data 

The original ITUM data base developed for the San Bernardino National 
Forest, and later included in the vertically integrated data base, did not 
contain soil survey information. Soil characteristics were required for 
modeling agricultural capability and for projecting erosion and runoff 
rates resulting from future scenarios in the greenbelt small area data 
base. 

A recent draft soil resource inventory (Retelas, 1980) provided by the 
San Bernardino National Forest was used to add needed soils data to the 
greenbelt study area windowed from the Phase 1 data base as described in 
Section III. Two operations were required: 1) digitize the soil boundaries 
and associating each polygon with a unique sequence number and, 2) enter 
codes descriptive of the soil classes being digitized (e.g., erosion K 
factors, drainage ratings, agricultural capability class, etc.). These new 
polygons were registered to the greenbelt MVF by identifying state plane 
coordinates of known tic marks, gridded to a I-acre cell size (GRIPS) and 
merged into the small area data base. This task completed the small area 
data base creation, providing all data variables needed to conduct the user 
analyses. 
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VIII. WINDOW SMALL AREA DATA BASES 

Two small areas were selected for the Phase 2 analyses: an area 
including most of the Yucaipa Community Plan region as designated by the 
San Bernardino County Planning Department (Craig Gooch, personal 
communication), and an area described by the fire buffer greenbelt siting 
criteria developed by the San Bernardino National Forest staff (Bridges, 
1981). 

A. Yucaipa Data Base 

The Yucaipa small area data base was defined by selecting the 
un~ncorporated (i.e., County managed) areas of the east San Bernardino 
Valley, those areas outside the National Forest boundary, and those areas 
for which the integrated data base has complete records. The latter 
criterion was not met for one section of land on the eastern border which 
is within the Yucaipa Community Plan area. The ITUM data layer was drafted 
as far east as the eastern border of the USGS Yucaipa 7 1/2 minute 
quadrangle. The additional section lies east of this border and is 
represented in the Phase 1 data base by LANDSAT land cover data only. 
Because the analyses focus on the use of LANDSAT data within a 
comprehensive GIS environment, this section was not included in the small 
area data base. Figure VIII-1 is a portion of a USGS 15 minute topographic 
map illustrating the boundary of the Yucaipa study area. This boundary was 
digitized and used to extract (using the WINDOW program) the data for this 
area from the Phase 1 data base. 

B. Fire Buffer Greenbelt Data Base 

The fire buffer greenbelt data base was defined using criteria 
developed by the Greenbelt Task Force sponsored by the San Bernardino 
National Forest staff (Bridges, 1981). The Task Force included 
representatives from San Bernardino County agencies as well as the US 
Forest Service. Criteria for siting the greenbelt are as follows: 

- The buffer zone should be centered at the major slope break at the 
base of the San Gabriel and San Bernardino Ranges. 

- In areas where the slopes have already been urbanized, the buffer 
zone should be adjusted up-slope. 

- The buffer zone should extend 100 to 500 feet both upslope and 
downslope from the slope break. 

In order to accommodate all possible alignments and locations of the 
potential greenbelt area, the data base was defined to be an area 
approximately one mile to either side of the slope break. The northern 
boundary parallels the slope break, while the southern boundary is defined 
by boundaries of the County General Plan designation polygons. Figure 
VIII-2 is a portion of a USGS 15 minute quadrangle illustrating the 
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location of the greenbelt study area boundary. 

This boundary was digitized and used to extract (using the WINDOW 
program) the data for this area from the Phase 1 data base. Both the data 
developed originally for the National Forest and those developed for the 
Valley are included throughout the area of this data base. Their alignment 
was evaluated by visually examining stream channel extensions and soil 
units which cross froa the National Forest data base to the Valley data 
base. The LANDSAX land cover data was output in map form to assure that 
the two adjacent GIS data layers were properly aligned. 
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IX. ANALYSIS METHODS 

The two small area data bases were analyzed to produce information 
useful to the local agencies - San Bernardino County Planning Department 
and the San Bernardino National Forest staff - and to evaluate the behavior 
of LANDSAT land cover data in a GIS environment. The analyses used ESRI's 
standard production GIS software for data manipulation and display, and the 
MINITAB statistical package to evaluate the various output products of the 
analyses. This section discusses the analyses performed and includes 
examples of the resulting map output products. 

A. County Planning Analyses 

Four Analyses were performed using the Yucaipa small area data base. 
As described earlier in Section IV, these analyses were directed toward 
actual County Planning Department needs such as comparing methods of 
acquiring small area data for local agencies, using multitemporal data to 
detect changes in land status related to County planning functions, using a 
variety of physical, environmental and agency data to project urban 
development capability/ suitability, and evaluating the incremental value 
of the higher-resolution LANDSAT data (including agricultural vigor) when 
used for small area planning in a GIS environment. The following 
paragraphs describe the methodology used and the products resulting from 
each of the analyses. 

C-87 

1. Evaluate LANDSAT land cover data and compare with photointerpreted 
land use data. 

Figure IX-l and IX-2 are maps showing the 1979 land use and 
land cover data. Together they illustrate the differences and 
similarities between the two sets of data. The land use data were 
mapped by a process of photointerpretation and field verification, 
while the land cover data were produced from an unsupervised 
LANDSAT image classification and subsequently aggregated to the 
classes displayed here. Both sets of data represent conditions in 
the Yucaipa study area at approximately the same time. 

A general similarity of pattern can be observed on the two 
scenes for large areas. The large border areas labelled 'Vacant' 
land use are similar in size and location to the areas labelled 
'Brush/Chaparral' land cover. One term represents an 
interpretation of use; the other defines the actual type of cover. 
Similarly, the land uses 'Residential', 'Public/Institutional' and 
'Commercial' are similar in pattern and extent to the land cover 
classes 'Residential/Urban' and 'Committed Uses' (primarily 
parking lots). 

Within this general similarity of pattern, the most noticeable 
difference between the output maps is the more broken ('salt and 
pepper') appearance of the land cover data. This results from the 
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mapping resolution and classification of the two data sets. The 
land cover classification was created at a one-acre pixel size -
each pixel being classified according to its spectral signature. 
The land use classification included a large-lot IRural 
Residential' category comprising areas five acres and larger. In 
much of this rural area of San Bernardino County large lots with 
horse pasturage are the predominant land use. Close examination 
of the 'salt and pepper' classifications on the land cover output 
shows that most of the non-residential classifications are 
agriculture, grassland, brush and chaparral, reflecting spectral 
signatures froa one-acre pixels between structures. These same 
areas are classified residential on the land use map, reflecting 
their use within the land use classification dec1sion rules. 

Soae of the land cover assignments are temporal in nature, 
such as the large area of 'Water' near the east border. This area 
is a settling basin and is dry during most of the year. The scene 
was acquired after a wet season when water was pooled in the 
basin, where it may remain for several days. The land use data 
identify the same area as agriculture, because the outer portions 
of the basin are cultivated during most of the year to reduce 
erosion. Both assignments are correct, and only appear to be 
inconsistent. 

Other differences are due to classifications made during the 
land use photointerpretation. For example, the two large merging 
streams are classified on the land use data as 'Water'. The land 
cover data shows no water in these same locations. In fact, these 
streams are normally dry sand-covered washes with scattered 
shrubs, and contain surface water only briefly during storms. In 
this instance the 'Water' classification may not be as appropriate 
as'Vacant'. 

A final and fundaaental difference between the two data sets 
is specifically what they purport to represent. While land cover 
is often indicative of land use, and land use often controls land 
cover type, the two are not necessarIly related on a one-to-one 
basis. A grassland land cover could easily be assigned to land 
use categories of agriculture, vacant, residential, committed 
(parks), or institutional (school). A residential land cover 
could likewise be assigned a number of land cover classes 
depending on lot size, landscaping and presence of parking areas. 
Bearing this in mind, the two figures demonstrate a large amount 
of similarity of patterning and consistent use/cover assignment. 

2. Evaluate change detection data, comparing LANDSAT with 
photointerpreted land use change data. 

The 1976-1979 multi-temporal scenes were used to generate a 
land cover change mask for the entire Phase 1 study area as 
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reported by Likens et a1. (Likens, Haw and Sinnott, 1982). This 
procedure resulted in a-1979 classified image which included 
non-1976 land cover designations only for pixels identified as 
having a high probability of detecting actual change. Likens et 
ale (ibid.) report that this procedure was 70-75% accurate for-­
detecting 1979 land cover, total from-to land cover change types 
(including non-change areas), and Level I land cover change 
locations (irrespective of change type). They also point out that 
the accuracy of change type detection is relatively low (about 12% 
correct detection of type of change). These evaluations were 
based on samples taken over a 5400 acre area within the San 
Bernardino Valley portion of the data base, and include a variety 
of urban, agricultural and undeveloped cover classes. 

The integrated data base was used to compare changes detected 
by the 1976-79 change mask with 1974-79 land use changes which had 
been encoded by photo interpretation for Southern California Edison 
Company. Listings were generated to identify the types of land 
cover and land use changes associated with the grid cells in the 
Yucaipa small area data base. These listings were used to define 
an appropriate change type legend which would be useful to the 
County Planning Department for tracking the development status of 
land. The following legend was then used for both the land cover 
and the land use change data: 

- Unimproved/Open Space to Agriculture 

- Unimproved/Open Space to Urban/Committed 

- Agriculture to Urban/Committed 

- Other Changes 

- No Change 

Figure IX-3 and IX-4 are the results of programming a model to 
generate this analysis of change type by location. Changes 
detected by LANDSAT are primarily unimproved/open space to 
urban/committed, some agriculture to urban/committed, and several 
areas which appear as "other changes". Analysis of these latter 
areas indicates that they are primarily surface depressions in 
fields, check dams and percolation/sedimentation basins along 
drainage courses. These areas were flooded in 1979 and detected 
by LANDSAT as water. Their unflooded condition during the 1976 
drought year was barren or grassland, producing a change type 
different from the legend types significant to the planning 
process. 

A visual comparison with the County's approved tract maps of 
those areas designated as change to urbanized uses shows good 
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Figu-re IX-3 
1974 - 1979 LAND USE CHANGES 

CHA:.'fGE TYPE 

No Change 
UnimDroved to Agriculture 
Unimproved to Urban/Committed 
Agriculture to Urban/Committed 
Residential to Other Urban Committed 
Other Changes 

IX-6 

AREA (Acres) 

12,271 
443 
533 
530 

91 
2.223 



LAND USE CHANGE 

C IRS S 

Figure IX-3 

UERTICAL DATA INTEGRATION STUDY 
SAN BERNARDINO COUNTY 

• UNIMPROVED/OPEN SPACE TO AGRICULTURE 
• UNIMPROUED/OPEN SPACE TO URBAN 
• AGRICULTURE TO URBAN/COMMITTED 
~ RESIDENTIAL TO OTHER URBAN/COMMITTED = OTHER CHANGES = NO CHANGE 

?~EPA~EO ,OR N~SA AHES RESEARCH CENTER 
By ENVIRONHENTAL SYSTEHS RESEARCH INSTITUTE (ESRI I 

IX-7 

STUDY AREA 



Figure IX-4 
1976 - 1979 LANDSAT C~~GE 
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locational correspondence with major residential developments 
during the 1976-79 period. These same tract maps also identify 
several tracts approved during the same period, but apparently 
construction was not begun by the date of the second image (July 
1979), as no land cover change was detected. It should be noted 
that the lack of a regional wastewater treatment facility is a 
major constraint on development density throughout this study 
area. Except for a few mobile home developments with alternative 
facilities, large-lot and rural single family residential 
construction typify the Yucaipa area. 

The photointerpreted 1974-1979 land use change output shows 
considerably more areas of change than does the LANDSAT data. 
Striking additions include large areas of unimproved/open space to 
agriculture, and significant areas of "other change". The large 
areas of new agricultural use are ranches and crop fields 
developed during the mid-1970's. This example illustrates the 
difficulty of comparing changes from differing time periods 
(1974-79 land use versus 1976-79 land cover). 

Another difficulty results from the fact that different 
decision rules were used for the two land use dates, potentially 
adding change where no change actually occurs. Linear areas 
identified as change may be related to different boundary decision 
rules used in the two land use studies. The 1974 land use data 
base resulted from photointerpretation by Earthsat Corporation, 
which placed polygon boundaries along one side of a street. The 
saa. boundary in the 1979 Aerial Information Services land use 
data was adjusted to the center of the street (ESRI project 
files). While the files delivered to SCE included adjustments of 
these boundaries to the AIS convention, the original unadjusted 
1974 land use file was selected for the integrated data base. 
Thus, unadjusted borders may account for SOme of the linear change 
areas, especially those which are adjacent to non-change areas on 
both sides. 

A third characteristic of the two land use dates results in 
large areas identified as "other change". Examination of the 
listings indicates these areas to be coded agriculture in 1914 and 
vacant in 1979. Most of these areas are pasture grasslands used 
for grazing small nuabers of livestock (cattle and horses). 
Commercial agricultural production in the area has declined over 
the study period, which may explain these land use codes. 
However, it is also possible that different classification rules 
were used to assign codes of agriculture in 1974 and in 1979. 
Much of the area in question has long been used as horse pasture 
for both commercial and non-commercial uses (AIS 1979 land use 
survey). This use may have been coded agriculture in 1974 and 
then vacant in 1979 by different interpreters. 
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In order to facilitate comparison of the two change data 
files, an output file was created to identify locations of 
agreement and disagreement. Figure IX-5 is the resulting map 
output from that file. As discussed above, most of the 
discrepancies result from changes identified in the land use data 
which are not identified in the land cover data. In this test, 
LANDSAT appears to be the most accurate means of detecting changes 
in this area. Approximately 789 acres (4.9%) of the LANDSAT land 
cover data indicates changes between the 1976 and 1979 images, 
while the land use data indicate that 4,074 acres (25.32%) of the 
area changed in use between 1974 and 1975. Further, in locations 
where the two change files agree that change took place, 20% of 
the area is coded with similar change direction - all areas of 
change from unimproved/open space to urban/committed. 

Discrepancies between the change data appear to be real in 
some cases and artifacts of several types in other areas. The 
following causes can be identified for individual discrepancies: 

- Real differences in change/non-change resulting from land 
use/cover changes between 1974 and the image date of 1976; 

- Real differences in land use change without accompanying 
land cover change (e.g., abandoned commercial agricultural 
pasture still used for limited equestrian purposes); 

- Different rainfall conditions between image dates resulting 
in some land cover changes (e.g., agriculture to water) not 
reflected as land use changes; 

Possibly different classification decision rules (the land 
use data were mapped by two independent companies) resulting 
in land use classification change artifacts (e.g., pasture 
coded as agriculture and then as unimproved). 

The purpose of this project is to investigate benefits and 
problems assoeiated with vertical integration of existing data 
sets. The land use/land cover change analysis illustrates both 
benefits and problems. Problems include the possibility of using 
data sets which appear to be similar, but which contain internal 
inconsistencies caused by different mapping methods and decisions. 
The land use change data included here reflect actual land 
development in the study area and also reflect both locational and 
classification inconsistencies. The LANDSAT land cover data 
reflects actual changes associated with development and also 
changes associated with climatic differences. The benefit 
resulting from the integration of these data sets is that the 
discrepancies become readily apparent and their locations can be 
identified. This limits the amount of effort required by the user 
to revise the data sets so that they reflect homogeneous sets of 
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Figure IX-5 
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information. 

This change detection analysis illustrates that LANDSAT change 
detection can identify areas of developmental change in cover type 
by relegating non-important change directions to an 'other change' 
category. Photointerpreted land use change detection, while more 
closely related to planning classifications, may require extensive 
field verification to identify or explain change artifacts 
resulting from inconsistent border and classification rules. The 
use of multitemporal LANDSAT data, while initially more expensive 
than existing land use data, may not require as much field 
verification if the images are properly registered. This would 
provide County Planning personnel a rapid means of tracking actual 
building starts over a large area. Such changes which do not 
coincide with approved projects could be easily flagged for field 
investigation. 

3. Model urban capability/suitability for small area using the 
integrated data base. 

The Yucaipa area is on the relatively rural fringe of the more 
densely populated east San Bernardino Valley. It is physically 
separated from the Valley by the brush covered Crafton Hills. The 
Yucaipa Valley occupies a watershed which drains through Live Oak 
Canyon and San Timoteo Canyon to the San Bernardino Valley and 
also through Reservoir Canyon to Redlands. Neither drainage route 
has been supplied with a waste treatment facility or sewerage, 
resulting in a dispersed development pattern. Pressure to develop 
the Yucaipa area more densely has resulted in tentative approval 
for a waste treatment facility which will allow more dense 
development as well as conversion of presently unimproved acreage. 

In order to determine which portions of the area are more 
likely to develop in the future, an urban development 
capability/suitability model was used with the integrated GIS to 
identify those areas most capable of supporting construction, 
given the parameters identified in the model. This type of 
information can aid planners as they project future workloads and 
identify potential conflicts. Figure IX-6 includes an outline of 
the model which rates each one-acre grid cell according to a 
variety of geographic constraints which occur at and near the 
cell. Major constraints with respect to construction (e.g., 
flooding) are given greater importance (weight) in the model than 
are factors wich are more easily mitigated (e.g., soil type). 
Together, these factors provide a cumulative rating for each grid 
cell which can then be used to compare that cell to all others. 
The resulting data file and map output rank each cell according to 
its relative capability/suitability to support development. 

Figure IX-6 is the map output resulting from application of 
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FIGURE IX-6 
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the model to the Yucaipa data base. Because the model was 
originally written for the larger Phase 1 data base, which 
includes lands designated for high density development in the San 
Bernardino Valley, no areas of "Very High Capability/Suitability" 
are calculated by the model when applied to the Yucaipa area. The 
major geographic constraints such as steep slopes of the Crafton 
Hills, flood prone areas and high fire hazards are rated very low 
capability/suitability for urbanization. The presence of existing 
urban land uses indicates the presence of infrastructure (roads, 
water service, etc.). Distance from 1979 existing urban land use 
was therefore used to decrease the suitability of land for 
development. Areas which the model has designated "High 
Capability/Suitability" are on gently sloping land, without aajor 
constraints, near existing urban uses, and are consistent with 
those areas designated for moderately dense development by the 
General Plan. 

Likens and Maw (1982) noted problems in developing consistent 
classifications for intermixed brushland and residential 
development in the rapidly urbanizing areas of the San Bernardino 
Valley. Comparison of the LANDSAT image with the generalizations 
regarding the undeveloped lands made during photo interpretation of 
the land use data presented apparent classification 
inconsistencies from One pixel to another. This was found to be 
the result of intermixed housing and vacant lands. A similar 
condition exists in the data for the Yucaipa small area. Much of 
the residential development consists of structures fronting on 
streets (1/4 to 1/2 mile long) and large acreage of shrubs/grass 
or pastureland within the residential block. The photointerpreted 
land use classification for these areas was "rural residential", 
and includes the entire block of structures and unimproved land. 
The LANDSAT I-acre pixel image records the land cover of these 
same areas as either structures or vacant lands. 

Recognizing that these undeveloped lands surrounded by 
residential development (and associated infrastructure) will be 
among the most desirable sites for higher density construction 
should sewerage become available, the LANDSAT land cover data 
plane was used to add higher resolution information to the urban 
capability/suitability model in a second analysis. This GIS + 
LANDSAT analysis added two types of additional information 
to the original data available to the capability/suitability 
model: 

- A command was included to assign areas encoded grass or 
shrub land cover and urban/committed land use to the 
category "Very High" capability/suitability for development. 

- Modifiers to the previous values assigned for vegetation, 
crops and presence of structure were assigned to refine the 

IX-l8 5/82 



C-S7 

initial classifications by using the different 
classification resolution and finer pixel resolution of the 
LANDSAT based data. The values assigned were selected to 
allow the same summation rules to be used on this model as 
in the previous model. 

Figure IX-7 is a map output of the urban capability/ 
suitability model including LANDSAT data. Note that the only 
difference between this model and the model displayed in 
Figure IV-6 is the addition of LANDSAT land cover data. The 
differences thus reflect the incremental difference resulting when 
LANDSAT data is used in the mode. Figure IV-S is a flow chart 
which illustrates the process used to create these two models. 

The GIS + LANDSAT model map displays several significant 
differences when compared to the output of the GIS model. The 
most apparent difference is the presence of "Very High" 
capability/suitability assigments on the integrated model. This 
results from: 1) an assumption that vacant land which is now in 
urban use or declining agricultural uses will be more suitable for 
development when appropriate infrastructure is available 
(sewerage) and; 2) use of the I-acre LANDSAT resolution of the 
land cover pixels to distinguish vacant lands from rural 
development within areas mapped solely as rural development by the 
land use. One notable artifact illustrates that this technique 
must be used with care: the Yucaipa land-fill just north of center 
in the study area, identified as "Very Low" capability/suitability 
on the GIS model, is increased to a "Very High" rating on the 
LANDSAT model because it is coded in the the land use file as 
urban/committed. Its brush land cover causes it to be assigned to 
the "very high" category as well. While this could have been 
dealt with in the model, it has been retained here as an 
illustration of the care with which multi-data layer models must 
be developed. 

Other changes occur in areas coded agricultural use in the 
1979 land use file. County policy is to maintain agriculture 
where it exists and is economically feasible. Agriculture in the 
area tends to be allowed to decline to an economically 
unproductive level prior to submitting an application for 
development. The LANDSAT component of the second model refined 
the first analysis by adding additional value for urbanization to 
areas which, although coded agricultural land use, support 
declining crops indicative of areas about to be removed from 
production. Several areas in the north-eastern quarter of the 
study area increase in capability/suitability for development as a 
result. A recent (1982) ground survey by the author verified that 
several of these formerly declining vigor croplands and pastures 
have in fact been converted to single family residential housing 
and mobile home parks. 
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4. Evaluate incremental value of ~~SAT land cover data when used 
for small area planning in a GIS environment. 

The conceptual value of using LANDSAT land cover data in a GIS 
modeling context is illustrated by the capability/suitability 
example described above. In order to quantify the incremental 
information provided by the LANDSAT data, the raw score outputs of 
the two models were compared using the MINITAB statistical 
package. Figure IX-9 is a plot of the generalized values of the 
two model outputs. The plot shows a tight fit between the output 
values of the two models, indicating that they are closely 
related. The overall correlation between the two models is 0.949, 
thus the incremental numeric value of the IJU~SAT land cover data 

2 2 is approximately 10% of the total model value (1 - .949). The 
numeric significance of this value depends on the correlations of 
the other data planes input to the model. Table IX-1 identifies 
the correlation between the GIS model output and the various data 
layers used as input. The LANDSAT data in the second model is 
applied primarily to ecological importance, fire hazard, and 
proximity to urban land use. 

While the 10% incremental value of the LANDSAT data appears to 
be small in comparison to some of the other input data planes, its 
importance for planning purposes is significant. The distinction 
of lands likely to be developed is an extremely important 
capability for planning, and far outweights the apparently small 
numeric incremental value of LANDSAT as used in this model. This 
qualitative value is best illustrated by visual examination of 
Figures IX-6 and IX-7. 

B. National Forest Fire Buffer Analyses 

The fire buffer greenbelt small area data base was used to project 
possible future developaent scenarios and their impacts on fire hazard, 
runoff and erosion. ~is study was done to provide analytic data which 
will aid the San Bernardino National Forest staff in siting their proposed 
greenbelt area. The ultimate objective of siting the greenbelt is to 
reduce the fire, flood and mass erosion processes which become hazards to 
adjacant urban development. As described in Section IV, these hazards can 
be catastrophic along the south slopes of the San Bernardino Range. 

The San Bernardino National Forest small area data base was used to 
perform the following analyses: 

C-87 

1. Model fire hazards using the same model used for the Phase 1 data 
base and compare the results with the output of the 4-acre grid 
cell Phase 1 output. 

2. Model land use/land cover changes expected to result from two 
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FIGURE IX-9 
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INPUT 

Flood Hazards 

Slope Stability 

Geologic Hazards 

Erosion Potential 

Ecological Importance 

Fire Hazards 

TABLE IX-l 

YUCAIPA SMALL AREA 
CORRELATION OF INPUT WITH URBAN 
CAPABI~ITY/SUITABILITY OUTPUT 

CORRELATION COEFFICIENT 

.307 

.651 

.270 

.623 

.523 

.723 

Proximity to Very High Fire Hazard -.524 

Proximity to High Fire Hazard -.452 

Proximity to Urban Land Use .248 
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(r) 

COEFFICIENT OF 
DETERMINA!ION 

OF (R ) 

9.42% 

42.38% 

7.29~ 

38.81% 

27.35% 

52.27% 

27.46% 

20.43% 

6.15% 



future scenarios: development if designated a fire buffer 
greenbelt, or development allowed under present non-designation 
policies. 

3. For each of the future scenarios, model the impacts of expected 
land use/land cover changes to fire hazard, runoff rates, and 
erosion potential. 

Figure IX-I0 illustrates the general processing steps required to 
produce the final comparative output of impacts expected to result from 
designation or non-designation as a greenbelt area. This section of the 
report describes the various analyses conducted using the greenbelt small 
area data base. 
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1. Compare fire hazard models 

The fire hazard model written for the Phase 1 study utilized 
vegetation types and slopes as primary indicators of both 
flammability and rate of fire spread (generally upslope). Slope 
angle is also a useful indicator of fire suppression methods which 
could be used in the event of a wildfire. 

Both the Phase 1 and Greenbelt fire hazard models used the 
LANDSAT land cover data as the source of vegetation type. The 
model assigned numeric weights to the vegetation types based upon 
an integrated understanding of both flammability and historic 
damage relationship. Thus, while grassland is highly flammable 
during the late summer months, it is not associated with high 
damage costs, and therefore is assigned a lower hazard rating than 
chaparral, for example. Hazard ratings used in this model were 
developed for the San Bernardino National Forest staff and reflect 
the understandings of that agency. 

The second major component of the fire hazard rating is slope 
angle. Topographic slope for the study area was available from 
two sources in the integrated data base: the DMA Digital Elevation 
data which were gridded and registered to the scene by Jet 
Propulsion Laboratories, Pasadena, and polygonal slope gradient 
classes derived from USGS contour densities and included in the 
Integrated Terrain Unit Map. The Phase 1 fire hazard model used 
the gridded DMA data to calculate slope angle between adjacent 
cells. The interpolation and gridding of the DMA elevation data 
resulted in 40 foot quanta (40 foot elevation classes), resulting 
in a minimum slope of about 19% (40/208 foot cell length) between 
successive elevation classes. This minimum slope characteristic 
produced a pronounced "terracing" effect on the small area graphic 
output using I-acre grid cells, which is illustrated by Figure 
IX-II. Figure IX-12 is the output reSUlting from the same model 
run using the ITUM slope categories instead of slope calculated 
from the DMA elevation data. The use of slope categories allows 
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shallower slopes to contribute to the analysis and does not 
produce steep slope artifacts between adjacent cells. 

Because the terracing effect of the DMA elevation data is 
dependent in part on the size of the grid cell, an exact point to 
point comparison of the Phase I and Phase 2 output plots is not 
possible. However, visual examination of the general shading 
patterns indicates an overall similarity of locations of major 
high and low hazard areas. This result follows from the 
distinctness of the steeply sloping mountain escarpment and the 
gently sloping valley floor. These relatively planar surfaces 
occupy major portions of the greenbelt study area. 

Conclusions which may be drawn from this comparison is fire 
hazard output models are: 

- Slope-sensitive nature of the model requires a more accurate 
source of slope values that generated by the 40-foot 
elevation quanta derived from DMA elevation data. Terracing 
is more visually apparent using the I-acre cell size; 

- The intregrated nature of the data base allowed more refined 
slope data (ITOM slope categories) to be used by the same 
model, producing results more consistent with the terrain 
and fire hazard model; and, 

- The fire hazard model run using the I-acre small area data 
base produces a generally similar spatial product as that 
produced by the 4-acre Phase 1 data base. 

2. Model future scenarios 

Figure IX-IO is a flow chart showing the conceptual flow of 
the future scenario development phase of this task. Potential 
future land uses were modeled using the following sets of 
assumptions: 

a. No greenbelt designation (urban development model) 

- Urban development will occur in the study area based upon 
its natural capability to support construction. 

- Urban development density will be limited by ownership and 
density designations reflected on the San Bernardino County 
Comprehensive General Plan map. 

- Some consideration (restriction) will be made to reduce 
density of development in proximity to existing high fire 
hazard areas. 
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b. Greenbelt designation 

- Existing urban areas in the zone will be maintained. 

- Large-scale new urban development will be restricted or 
prohibited. 

- Agricultural uses will occur according to the capability of 
the land to support such uses. The fire buffer greenbelt 
will be an active agricultural entity rather than 
non-maintained open space. 

It should be noted that either of these future scenarios would require 
appropriate market and administrative incentives. This subject is not 
addressed by the models except indirectly by considering proximity to 
existing development (with infrastructure) to be more suitable for 
urbanization than distance from existing development. Economic and 
administrative considerations are discussed in greater detail by Bridges 
(1981). 

Figure IX-13 shows the pattern of future development projected by the 
non-designation model. The model uses most of the integrated data base 
layers, including the 1979 LANDSAT data for vegetation cover and existing 
development. Significant urbanization densities are projected in 
relatively flat areas without significant hazards or conflicts. Moderate 
density (e.g., 5 units/acre) are projected onto the more gentle foothill 
slopes. Major slopes are considered by the model to be incapable of more 
than rural development densities (e.g., one dwelling per 5-40 acres). Over 
70% of the area is not suitable for urbanization due to steep slopes and 
ownership considerations (e.g., National Forest). Signficant hazards 
(flood chaanels, earthquake faults, known landslides) are avoided by the 
model by assigning negative value for development. 

Figure IX-14 shows the pattern of agricultural land use projected 
should the area be designated a fire buffer greenbelt. Over S5% of the 
area is considered capable of supporting some type of agricultural 
activity. Much of this area is steeply sloping, supports chaparral and 
brush, and is capab~e of supporting sparse grazing - probably goats on the 
steeper slopes and sheep on more gentle terrain. More intensive uses such 
as grazing or dry-crop farming would be possible on gentle slopes with 
fe~tile soils and in low-lying runoff channels. Potential for intensive 
agriculture is restricted to good soils (SCS class I and II) in flat or 
gently sloping conditions. In addition, existing agricultural uses (e.g., 
orchards) and areas designated agriculture on the Comprehensive General 
Plan are identified in this category. Proximity to existing intensive 
agriculture was used as an indication of higher value for agricultural 
potential. 

Comparison of the two model output maps shows a high correlation 
between the locations of areas that are highly capable of development and 
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Fire Hazards 
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Figure IX-13 
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(continued) 

CO~SIDERATION 

Erosion Potential 

Ecological Sensitivity 
(Incl. LANDSAT) 

Existing Land Use 
(LA..'IDSAT) 

Model Summation Rules 
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Very LO~o1 Density-No 
Development 
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SAN BERNARnINO STUDY 
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GT 1 mile distant 
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o - 19 

Acreage 
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63 
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CONSIDERATIOY 

Soil Capability Class/ 
Slope 

Existing Land Use 
(LA.'IDSAT) 

Figure IX-14 
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also of agricultural potential. This coincidence of location derives from 
similar criteria for both agricultural and urban development - gentle 
slopes and deep workable soils - and indicates the magnitude of the 
administrative hurdles which will be encountered by proposals to limit 
urban development if economic incentives are not available. 

Together the two model outputs present rational possible future 
scenarios which can be used to predict the impacts of designation or 
non-designation as a greenbelt. Because the small area data base is 
significantly wider than the 200 to 1,000 foot fire fuel break recommended 
(Bridges, 1981), these analyses and the impact analyses which follow will 
be useful in the selection of a more specific delineation of the area to be 
recommended as a fire buffer greenbelt. 

3. MOdeling the impacts of future scenarios. 

In order to evaluate the fire hazard reduction effectiveness of 
greenbelt designation, and also to project impacts of the future scenario 
activities on erosion and runoff rates, a series of models was run and 
modified based on the output of the two scenarios. The original fire 
hazard model, an in situ storm runoff model, and an erosion potential model 
(universal soil loss-;qu&tion - soil K factor X slope factor) were run 
against the existing small area data base, using the LANDSAT layer to 
derive vegetation and urban cover data, the lTUM layer for slope and soils 
(Valley portion), and a separate soils variable digitized for the National 
Forest portion of the data base. Outputs from these three models were 
ranked and identified in five levels from very high (-5) to very low (-1) 
fire hazard, storm runoff rates and erosion potential. An impact matrix 
was then developed by referring to the San Bernardino County Consolidated 
General Plan development criteria to indicate increases or decreases in 
these values which would be expected to occur with the various urban 
development densities. For example, dense urbanization would increase 
runoff rates, but associated flood control measures would reduce erosion 
rates. A separate matrix was developed from information in Bridges, 1982, 
to describe changes expected to occur with the various agricultural uses. 
table IX-2 and IX-3 are reproductions of these matrices. The modifiers are 
based on the following understandings of the impacts of development on the 
type of terrain in the study area: 
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1. Non-Greenbelt Development 

- Impermeable surface cover will increase with increasing urban 
density. This will increase runoff rates. 

- Urban development will include storm runoff control, such as 
drains and gutter flow, reducing the erosional rates in the same 
areas. 

- Lower density development may increase both runoff rates 
(slightly) and erosion rates (due to unpaved road cuts and storm 
flows directed toward unprotected soils). 

IX-38 5/82 



CO~;SIDERATIOY 

Soil Manageability 
Group (National 
Forest) 

Predominant Capability 
Class (Valley) 

Slope (ITUM) 

Model Summation Rules 

Class 

Low Runoff 
Moderate Runoff 
High Runoff 
Very High Runoff 

l·later 

VERTICAL INTEGRATION 
SAN BEPu~ARDINO STUDY 

STORMFATE"R. RUNOE'F MODEL 

SPECIFIC DATA CLASS 

I 
II 

III 
IV 

lXX 
2XX 
3XX 
4xx 
5XX 
6XX 
7XX 
8XX 
9XX 

o - 8% 
8 - 15% 
15 - 30% 
30 - 50% 
LT 50% 

VALUE 
(Incidence) 

10 
20 
30 
40 

10 
10 
2() 
2() 
20 
30 
40 
40 
50 

0 
2 
4 
6 
8 

Value Non-Greenbelt Acreage 

o - 21 6,422 
22 - 34 10,859 
35 - 42 11 ,582 
43 - 49 25,829 

78 

IX-39 

VALUE 
(Proximity) 

Greenbelt AcreagE 

11 ,027 
10,681 
8,123 

24,861 
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Slope Gradient/Length 
factor (XI00) 

VERTICAL I~TEGRATION 
SAN BERNARDINO STUDY 

EROSION POTENTIAL 

SPECIFIC DATA CLASS 

Slope Gradient 
o - 8% 
8 - 15% 
15 - 30h 
30 - 50% 
GT 50% 

Erodibility (K) Factors By soil classification 
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per SCS and National Forest surveys 

Model Summation Rules 

Multiply Slope Gradient/Length Factor X k-factor 

Very Low Potential 
Low Potential 
Moderate Potential 
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t~ater 
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IMPACTS OF FUTURE SCENARIOS 

~ TABLE IX-2 Greenbelt Designation 

Not Suitable 

Sparse Grazing 

Grazing/Dry Farming 

Intensive Agriculture 

Urban 

I-Iater 

TABLE IX-3 Non-Greenbelt Development 

Very Low-No Development 

Low Density 

Hoderate Density 

High Density 

Urban 

Water 

NC = No change 

+ = Increased Hazard or Rate 

- = Decreased Hazard or Rate 

Runoff Erosion Fire Hazard 

-----------No Changes-------------

NC -1 -1 

+1 -1 -2 

-2 -2 -2 

NC NC NC 

NC NC NC 

Runoff Erosion Fire Hazard 

---------No Changes-----------

NC +1 +2 

+1 +1 +1 

+2 NC +1 

NC NC NC 

NC NC Ne 
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- Any development taking place in a fire hazard area will increase 
that hazard. Low density development t.ill increase the hazard 
more than higher density development with associated landscaping 
and recontouring. 

2. Greenbelt Designation 

- Sparse grazing will have little effect on runoff, but will 
reduce fire hazard. 

- Grazing and dry farming will reduce fire hazard, but may 
increase runoff and/or erosion rates by compacting or tilling 
soil. 

Intensive agriculture will substantially reduce runoff, erosion 
and fire hazard by replacing natural fire fuel with controlled 
fuel/slope/irrigation conditions. 

- Any activity which reduces fuel loading will also reduce 
potential for massive erosion. The post-burn high erosion rates 
are in part a result of hydrophobic soil conditions caused by 
extreme heating (Bridges, 1981). 

The following sections describe the output resulting from the. 
automated analyses of the two future scenarios. These analyses can be used 
by National Forest and County staff to determine the optimum location of a 
greenbelt in terms of its effectiveness as a fire buffer and its impact on 
runoff and erosion rates. 
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3. Fire Hazard 

Figure lX-lS and IX-l6 are copies of the output of the fire 
hazard analyses of the future scenarios. As expected from the 
intent of greenbelt designation application of agricultural uses 
significantly reduces fire hazards as modeled for the area. The 
reduction is a consequence of reducing fuel growth and also 
restricting development of structures in the zone. A few areas of 
high slope angle remain designated as very high fire hazard. 
These are areas designated by the greenbelt designation model as 
unsuitable for agricultural uses because of steep slope, existing 
urban development, or designated urban development (General Plan). 
Thus, no reduction of existing fire hazard is calculated, nor 
is reduction expected to result in these locations unless existing 
conditions are altered. 

Urbanization of the area if no greenbelt buffer is designated 
will extend fire hazard conditions southward into the valley 
areas. This results from additional fuel available from 
structures and landscaping. Urban proximity to the existing 
chaparral vegetation increases the probability of accidental or 
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Very High Hazard 
High Hazard 
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Figures IX-IS and IX-16 
Fire Hazard Models: Output Acreage 
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purposeful fire starts along the range. Control of wildfire is 
then dependent on the speed and direction of air flow, and 
repetitions of the catastrophic 1980 Panorama fire would not be 
unexpected. 

4. Runoff Rates 

ligures lX-17 and IX-18 are copies of the output of the runoff 
analyses of the future scenarios. As expected, little difference 
is ealeulated on the steeper slopes, as these areas are not 
projeeted to support dense development. Examination of the 
seenario maps and the impact maps indicates major differences in 
runoff are associated with greater development densities on the 
gently sloping valley and foothill lands as opposed to their 
potential use for intensive agriculture. Thus, designation of a 
greenbelt fire buffer along the steeper slopes and to the valley 
would have little impact on existing runoff rates but could 
increase runoff on moderate slopes. Urban development of the 
valley and moderate slope areas would increase runoff in those 
locations, while agriculture would reduce runoff. 

5. Erosion Rates 

Figure IX-19 and IX-20 are copies of the output of the erosion 
analyses of the future scenarios. Much of the area of concern 
with respect to massive erosion shows little difference when the 
two scenarios are compared. The steep slopes and erodible soils 
of the south faee of the geologically young San Bernardino range 
will continue to be highly erodible under either scenario. 

Increases in erosion are expeeted to occur in areas of low and 
moderate density urbanization. These areas comprise primarily low 
to moderate slopes and are somewhat removed from existing urban 
development. Increased erosion presents a control problem in 
these locations, and could be addressed by appropriate grading and 
runoff controls. Erosion presents a hazard to development along 
the base of the steeper slopes where mudflows often occur during 
even light rainfall following a burn. This hazard could be 
reduced by locating the greenbelt fire buffer in these locations. 

6. Summary 

The impact output models provide graphic illustration of the 
location and severity of impacts expected to result from 
deSignation or non-designation of a fire buffer greenbelt within 
the mapped study area. These models provide information useful to 
the planning of activities and location of boundaries of the 
proposed greenbelt. While the models used are one of several 
possible methods for impact evaluation, their results are 
consistent with known conditions and historic concerns within the 

IX-46 5/82 



IX-47 



STUDY AREA 
_-"'/L. 

GREENBELT DESIGNATION - RUNOFF 

C. I. R. S. s. 
VERTICAL DATA INTEGRATION STUDY 
SAN BERNARDINO COUNTY 
,., LOW RUNOFF 
i t MODERATE RUNOFf 
II HIGH RUNOFF 
E VERY HIGH RUNOFF 

III WATER 

PREPARED FOR NASA AMES RESEARCH CENTER 
BY ENVIRONMENTAL SYSTEMS RESEARCH IIISH rulE (ESRI I 

\ ~ 'o..r. , •••• \" 

L_ .. ~ .......... .'. 
'. 



STUDY AREA 
_-"/x-

NON-GREENBELT DEVELOPMENT ~ RUNOFF 

C. I. R. S. S. 
VERTICAL DATA INTEGRATION STUDY 
SAN.BERNARDINO COUNTY 

[) lOW RUNOFF 
11 MODERATE RUNOFF 
Zl HIGH RUNOFF 
~ UERY HIGH RUNOFF 

Ii! WATER 

PREPARED FOR NASA AMES RESEARCH CENTER 
BY ENVIRONMENTAL SYSTEMS RESEARCH INSTITUTE (ESRI) 



H 

7 
1ft 
0 

STUDY AREA 

GREENBELT DESIGNATION - EROSION POTENTIAL 

C I.R.SS. 
VERTICAL DATA INTEGRATION STUDY 
SAN BERNARDINO COUNTY 

o WATER n VERY LOW POTENTIAL 
o LOW POTEMH.AL 
~ MODERATE POTENTIAL 
• HIGH POTENTIAL 
• VERY HIGH POTENTIAL 

PREPARED rOR NASA AMES RESEARCH 'CENTrR 
BY ENV1ROHMEHTIIL SYSTEMS RESEARCH I"~H ITUTE IESRI I 

":1 
f-'o 

()Q 

~ 
fD 

H 
X 
I -\D 



H 
:>~ 
I 

V1 
....... 

NON-GREENBELT DEVELOPMENT - EROSION POTENTIAL 

C. I. R. S. S. 
VERTICAL DATA INTEGRATION STUDY 
SAN BERNARDINO COUNTY 

[J WATER 
:! VERY LOW POTENT I AL 
[J LOt·! POTENT! AL 
n MODERATE POTENTIAL 
~ HIGH POTENTIAL 
• VERY HIGH POTENTIAL 

PREPARED rOR NASA AI1[S RESEARCH ClNl ER 
BY EMU I RONMENl AL SYSTEMS RESEARCH 1 ~J'5lll un IESR I J 

I-"Ij 
1-'-

CQ 
.::: 
~ 
G 

H 
>-: 
I 

1'0 
0 



C-87 

study area. 

7. Evaluation 

In order to evaluate the contribution of the various layers of 
data to the output of the impact models, a series of statistical 
correlations (Pearson product moment correlation) were performed 
using the MINITAB statistical software. Table IX-4 is the result 
of this analysis for the non-greenbelt development model. Because 
the output of the impact models depends on the results of the 
development model, the correlation of this model output with its 
original input variables is also presented. The sign of the 
correlations varies with the types of numeric data being evaluated 
by the test. The Pearson correlation assumes a linear 
relationship between the two data sets being evaluated. This 
condition may not be met in several cases (such as searches). 
Bowever, the correlation provides a general indication of the 
relationship between the values of the row score output data. A 
principle reason for this evaluation was to help identify the 
likely sources of output errors which may be noted in subsequent 
evaluations, as well as contributing useful informa~ion. 

2 The coefficient of determination (R ) has been calculated to 
indicate the amount of the final output value, assuming a linear 
relationship, that can be predicted (i.e., accounted for) by 
knowing the value of the input variable. Thus, the incremental 
value to the output score of each data layer can be quantified. 

The coefficients of determination indicate that the primary 
determinants of urban development in the study area are existing 
fire hazard and erosion potential, as presently modeled. These 
criteria are addressed in the model both directly by weight 
assignments and also indirectly through use of the General Plan 
designations which give significant consideration to these 
hazards. LANDSAT data is a major contributor to the fire hazard 
model and is the determinant of urban proximity in this urban 
development model. Slope gradient is the other major determinant 
of model results in this study area. It should be noted that 
although addressed by the model, criteria become determinants of 
the output because the hazard conditions exist in the study area. 
The same model applied to another area would yield different 
determination coefficients. 

The impact models are based upon slope, soil characteristics 
and land cover. Of these, slope has the greatest coefficient of 
determination for all of the models: fire hazard, runoff and 
erosion. Land cover also correlates well with the fire hazard 
output, primarily because vegetation type is a major component of 
the model in the study area, and urban cover types are associated 
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TABLE IX-4 

Input/Output Correlation 
Non-Greenbelt Development Scenario 

Input Data 

Slope stability 
Geologic Hazards 
Fire Hazard (incl. LANDSAT) 

Proximity to Very High Fire Hazard 
Proximity to High Fire Hazard 

Flood Hazards 
Erosion Potential 

Proximity to Urban Land Use (LANDSAT) 
Ecological Importance 

Scenario 
Non-Greenbelt Impact Models 

- Fire Hazards Impact Model 
Land Cover (LA.~SAT) 
Slope 

- Runoff Impact Model 
Soil Capability Class 
Slope 

- Erosion Potential Impact Model 
Soil K Value 
Slope 

Correlation t-lith Output Values 
Correlation Coefficient ot 2 

(r) Determination (R") 

.281 
-.119 

.753 
-.561 
-.154 

.078 

.720 

.420 

.320 

0.785 
0.890 

0.435 
0.842 

0.686 
0.958 

7.9% 
1.4% 

56.7i. 
31.5% 

2.4% 
0.6% 

51.8% 
17.6% 
10.2% 

61.6% 
79.2% 

18.9% 
70.9% 

47.1% 
91.8% 
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with reduced hazards. Soil characteristics have somewhat lower 
predictive ability in the erosion potential model probably because 
most of the high erosion soils are similar in erodibility 
coefficient, differences being due to slope angle. Likewise, soil 
capability classes throughout the high runoff areas are similar -
differences in runoff are prtmarily due to slope differences -
resulting in a low coefficient of determination between soil 
capability class and runoff. 
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X. POT&~TIAL FOR INSTITUTIONALIZATION 

The preceeding sections of this report illustrate that the application 
of an automated vertically integrated data base can provide information and 
analysis capabilities useful to local agencies. Combining data vertically 
increases analysis capability and provides for rapid cross-checking of data 
types obtained by different methods and at different times. While 
inconsistencies between data sets are highlighted by vertical integration, 
this provides an opportunity to identify and correct one or more of the 
data sets without examining each record within the study area. For 
sharing, editing and updating data the vertical integration concept appears 
to be useful to the institutional users involved. Three general 
requirements must be met before institutionalization of the 
industry-assisted approach can take place: demonstration of 
need/cost-benefit, identification of an entity responsible for data base 
management, and identification of an appropriate industrial source of 
expertise and assistance. 

A. Demonstrate Need 

Two criteria can be used to demonstrate need or utility of the 
industry-assisted development of a vertically integrated data base: 
increased data/analysis capabilities and increased efficiency of data 
management/analysis procedures. This report has concentrated on the 
demonstration and evaluation of capabilities. It has shown that the 
vertically integrated approach is useful for extending analyses into mapped 
areas (e.g., fire hazard into Wilderness area), for refining existing sets 
of data (small area urban capability/suitability analysis), for identifying 
change and data inconsistencies (change analysis), for rapidly evaluating 
the impacts of proposed controls (greenbelt analysis) and for first-cut 
capability/suitability modeling (both Phase 1 and Phase 2 urban and 
agricultural models). One or more of these tasks is performed or could be 
usefully employed by each of the cooperating user groups. 

A cost-benefit analysis is beyond the scope of this report, but the 
criteria identified here should be weighed carefully before an agency 
decides on the appropriate method or contractor. 

The economic climate of the 1980~s has required public agencies to 
perform their mandated tasks more efficiently, as work loads increase at a 
greater rate than do revenues. Thus, the perceived need is to accomplish 
data acquisition and analysis tasks with less cost per task than has been 
allotted in the past. The following conditions make the vertically 
integrated Geographic Information System an attractive alternative in an 
economic sense: 
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1. Data sharing - Data gathered and mapped by one agency can be made 
available to another agency without requiring duplication of 
effort for similar purposes. 

X-I 5/82 



2. Data availability - Using automated access and output, the stored 
data are readily available to all users, eliminating time required 
to track down data from other agencies. 

3. Documented analyses - Automated analysis must be performed in a 
logical and well-documented manner. This makes review and public 
presentation of analyses straightforward and efficient. 

4. Repeatability - Once analysis procedures have been developed and 
used successfully. they can be used repeatedly and efficiently on 
new sets of data by different analysts. 

5. Adaptability - Several analyses can be performed with the time and 
cost resources now associated with a single analysis. Thus, many 
alternatives could be examined efficiently. 

Although an agency could hire or develop the expertise to create its 
own vertically integrated GIS. the economic constraints identified above 
make an industry-associated approach attractive. Experts with experience 
in data base development can be hired to devote full time to the creation 
of the GIS and also to the transfer of analysis technology. This is often 
more easily justified than using existing staff who: 

1. must be trained 

2. are presently assigned full-time tasks 

3. cannot be terminated or transferred easily when the GIS is 
completed. 

In summary, the efficiency of a vertically integrated GIS can be 
demonstrated in terms of data acquisition and analysis tasks. No less 
real, though more difficult to assess, is the savings gained by the 
demonstrable crediblity of this approach for agency analyses and decisions. 
A clearly presented set of criteria and analyses produced by such a system 
may provide considerable savings in time and administrative expenses. 

B. Identify Responsible Entity 

Perhaps the most critical step in the institutionalization of a 
vertically integrated data base is the identification of an agency or group 
that will direct its creation and facilitate its employment. Because the 
various data sets have originally been generated or acquired by several 
agencies, a large number of groups will be interested in the treatment, 
classification. resolution and use to which their data are subjected. 
Cooperation from these groups is necessary for effective understanding of 
their data. Cooperation is essential if these groups are to share in the 
ultimate use of the data base or its products. However. the inclusion of 
all desired criteria from all concerned groups will result in an unwieldy 
data base which is expensive to construct and maintain, and which contains 
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much data that will be used infrequently, if at all. For this reason, it 
is critical that the data base be developed under the direction of one 
agency or a special multi-agency committee empowered to resolve questions 
and conflicts. 

As with most public agency GIS development, an individual agency will 
probably accept initial responsibility for obtaining interest and 
agreements from other agencies. The individuals responsible for this 
development of commitment must be sensitive to the needs of other agencies 
and, simultaneously, keep in mind the ultimate uses to which the integrated 
data base will be applied. If a cooperative atmosphere can be created and 
maintained, the industry-assisted development of the data base itself will 
be a relatively straightforward task. 

C. Identify Source of Expertise 

The number of companies specializing in data base development has 
grown with increasing technological capabilities and increasing awareness 
of the usefulness of these systems. Costs, system characteristics and 
company expertise vary considerably. In addition to cost, the following 
criteria are recommended for consideration during the selection of an 
industry contractor to develop the integrated GIS. 
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1. Expertise - The contractor should have demonstrated expertise in 
creating data bases of a similar type. In addition, the 
contractor should have expertise in the application of data base 
technology to production work. This will insure that the 
contractor is sensitive to agency needs. 

2. Track Record - The contractor's previous clients should be 
contacted and asked about their experience with the contractor and 
the product. 

3. Support - The contractor should agree to provide adequate training 
to the user agency and follow-on support of the software for some 
time into the future. 
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XI. CONCLrSIONS 

The San Bernardino Vertical Integration project has investigated the 
steps and criteria involved in developing a vertically integrated data base 
for use by a public agency with the assistance of private industry. The 
product of Phase I was an integrated data base which incorporated sets of 
data from several agencies covering portions of the study area, plus two 
LANDSAT scenes covering the entire study area. This data base was 
integrated horizontally and vertically and used to produce first-cut models 
of agriculture and urban development capability/suitability and to extend a 
fire hazard model into an area previously unmapped but represented by 
Lfu~SAT scenes. Phase 2 used sub-portions of the integrated data base to 
conduct scalI area analyses which would yield data needed by local agency 
users - the San Bernardino County Planning Department and the San 
Bernardino National Forest staff. The following conclusions can be made as 
a result of these efforts: 
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1. Vertical integration allows a variety of data types to be 
evaluated simultaneously and provides a depth of analysis 
capability not possible with single data sets. Inconsistencies 
between data sets become apparent and can be dealt with 
effectively, producing a more accurate and consistent data base. 

2. LANDSAT land cover data serves as a basis for registration of 
partial coverage data, and for correlating classification 
assignments. 

3. The integrated data base allows a large amount of data to be 
accessed for analyses such as capability/suitability for 
prescribed uses and analysis of future impacts. 

4. LANDSAT data can be used to refine the spatial resolution of land 
cover/land use data originally mapped at lower resolution. In one 
test, LANDSAT added approximately 10% more digital information, 
virtually all of it in the form of a valuable spatial refinement 
of existing data. 

5. LANDSAT data can be used to refine existing classes of data (e.g., 
from orchards to young orchards) to provide additional useful 
information. 

6. The industry-assisted approach is a logical alternative to 
developing expertise within an agency. 

7. Agency cooperation and understanding are necessary to the 
successful development and implementation of an integrated data 
base. 
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Vertical Integration Data Base 
LArmSAT Land Cover Legend 



SBC 1976 and 1979 LANDSAT CLASSIFICATION CODING 

O. Background 26. Snow 

1. Cleared 27. Structures W/Brush 

2. Bare 28. Resldential vlith Trees 

3. Sp. Brush 29. Irrigated Newer Residential 

4. Brush 30. Cl us ter 

5. Thi ck Brush 3l. Large Lot Unirrigated 

6. Young Orchard 32. Rural/Strip 

7. Moderate Vigor Orchard 33. f10bile Home/Hi gh Density 

8. Mature Orchard 34. Low Vigor Vineyard 

9. Declining Orchard 35. Bi g Cone Dougl as Fir 

10. Mod-Vi gor Vi neyard 36. ~~hi te Fi r 

ll. High Vigor Vineyard 37. Jeffrey Pine Mixed Community 

12. Declining Vineyard 38. Ponde rosa Pi ne 

13. Woodland 39. Lodgepole/Limber Pine 

14. Sparse ~lood1 and 40. Pi nyon/ Juni per 

15. Grass 4l. Canyon Live Oak/Riparian 

16. Dry Grass 42. Jeffrey Pine/Ceanothus 

17. Agri cul ture 43. Coulter Pine Mixed Forest 

18. Asphalt 44. Bracken Fern/Ceanothus 

19. Concrete 45. Ceanothus/Scrub Oak 

20. Extracti ve 46. Chemise 

2l. Cinder 47. Chemise/Ceanothus 

22. Slag 48. Coastal Sage 

23. Structures 49. Great Basin Sage 

24. Structures Strip 

25. Water 
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~~DSAT CLASSIFICATION L~~ COVER LEGrND 

WATER (25) - Lakes, ponds, other standing water. 

CLEARED (1) - Vegetation has recently been removed and area is now 
essentially bare. 

BARE (2) - Exposed soil, rock, and snow. 

CINDER (21) - Railroad roadbed rock, and other blackened rock. 

SLAG (22) - Industrial waste tailings. 

E>.."TRACTIVE (20) - Gravel pits, and other mining resulting in exposed 
and disturbed soil. 

GRASS (15) p Grasses and forbs not differentiated by vigor. 

DRY GRASS (16) - Grasses and forbs that have dried and yellowed. 

SPARSE BRUSH (3) - Less than 30% brush closure, with grass or exposed 
soil understory. • 

BRUSH (4) - 30%-70% brush cover with grass or soil understory. 

THICK BRUSH (5) - Over 70% brush cover. 

SPARSE WOODLAND (14) - Trees undifferentiated as to type, with between 
30% and 50% crown closure. 

WOODLAND (13) - Trees undifferentiated as to type, with over 50% crown closure. 

HIGH VICOR VIl{yARD (11) - Vineyards with bright infrar~d reflectance. 

!-IODERATE VIGOR VINEYARD (10) - Vineyards with moderate infrared reflectance 
with some soil and grass, and a few dead vines. 

LOW VIGOR VINEYARD (34) - Vineyards with low chlorophyll content, often not 
presently cultivated. 

DECLINING VINEYARD (12) - Poor condition, possibly uncultivated with numerous 
dead vines. 

MATURE ORCHARD (8) - Orchards nth over 70% crown closure. 

MODERATE VIGOR ORCHARD (7) - Orchards of intermediate age and vigor, with 
between 45% and 70% crown closure. 

YOUNG OR~~ (6) - New orchards characterized by young small trees with less 
than 45% crown closure. 

DECLINING ORCHARD (9) - Orchards with less than 70% crown closure with large 
intermittently spaced bare patches indicative of dead trees. 

AGRICULTURE (17) - All types of active green agriculture, except orchards 
and vineyards. 
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RESIDENTIAL WITH TREES (28) - Wooded residential lots~ generally older 
neighborhoods with established tress. 

RESIDENTIAL - NEWER IRRIGATED (29) - New residential neighborhoods without 
developed large trees, but with well-watered lawns. 

RESIDENTIAL-SPARSE CLUSTER (30) - Sparse, generally small, residences occurring 
in clusters amidst largely undeveloped lands. 

RESIDENTIAL-LARGE LOT UNIRRIGATED (31) - Sparsely spaced residences on large lots 
of dry grass or brush. 

RESIDENTIAL- RURAL STRIP (32) - Sparsely spaced residences facing onto roadways, 
with large vacant brush or grass covered areas to their rear. 

MOBILE HOMES/HIGH DENSITY RESIDENTIAL (33) - Trailer parks and apartment 
complexes with a large amount of roof area. 

STRUCTURES (23) - Buildings, predominantly non-residential. 

STRUCTURES-STRIP COMMERCIAL (24) - Non-residential buildings sparsely located 
along highway corridors. 

STRUCTURES -wiTH BRUSH (27) - Predominantly non-residential buildings 
surrounded by brush covered lots. 

CONCRETE (19) - Concrete parking lots, roofs, some drainage surfaces, and 
road surfaces. 

ASPHALT (18) - Asphalt covered parking lots, roofs, and road surfaces. 

COASTAL SAGE (48) - Over 30% vegetative cover of Buckwheat, and other coastal 
sage types. 

CHEMIS~ (46) - Over 30% crown closure of Chemise dominated chaparral. 

CHEMISE/CEANOTHUS (47) - Over 30% crown closure of chaparral co-dominated by 
Chemise and Ceanothus. 

CEANOTHUS/SCRUB OAK (45) - Over 30% crown closure chaparral dominated by either 
Ceanothus, Scrub Oak, or a mix thereof. Some Manzanita may also be present. 

BRACKEN FERN/CEANOTHUS (44) - Over 70% vegetative cover, dominated by a mix 
of Bracken Fern and Ceanothus. 

~CANYON LIVE OAK/RIPARIAN MIXED HARDWOODS (41) - Over 30% crown closure of 
Canyon Live Oak, or other riparian woodland. 

BIG CONE DOUGLAS FIR (35) - Over 30% crown closure of Big Cone Douglas Fir. 

WHITE FIR (36) - Over 30% forest crown closure, dominated by White Fir. 

JEFFREY PINE MIXED COMMUNITY (37) - Over 50% forest crown closure. 
crown closure dominated by Jeffrey Pine, and mixed with Incense Cedar, Sugar 
Pine, and Black Oak with Ceanothus understory. 
JEFFREY PINE/CEANOnruS (42) - 30%'50 % Forest crown closure dominated by 
Jeffrey Pine. Over 50% ceanothus dominated chaparral in understory. 
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PONDEROSA PINE (38) - Over 307. Ponderosa Pine crown closure, with young 
Ponderosa and grasses in the understory. 

COULTIER PINE MIXED FOREST (43) - Over 307. forest crown closure, dominated 
by Coultier Pine, and containing varying mixes of Incense Cedar, Sugar 
Pine, Black Oak, Pinyon, or Juniper. 

LODGEPOLE/LIMBER PINE (39) - Over 30% Lodgepole or Limber Pine crown closure. 

PINYON/JUNIPER (40) - Over 30% crown closure of either Pinyon Pine, Juniper, 
or a mix thereof. 

GREAT BASIN SAGE (49) - Over 30% great basin Sage vegetative coyer. 

BACKGROUND (0) - Some areas south of the San Bernardino county line for which 
no Landsat classification was carried out (principally areas covered by the 
CDF South Coast Interior Ecozone). 

The digital data value representative of each land cover class is noted above 
in parenthesis. 
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DATA ~~PPING METHODOLOGY 

A. Introduction 

The mapping phase of this project involved the aggregation of that 

data collected which was useful to the analysis into four separate manu­

script maps. Each of these manuscripts represents a particular class or 

format of data that may conveniently and meaningfully be displayed on one 

map. Some of this information is areal, such as landform or geology, and 

thus is shown as spatial units called polygons. Other information is in 

the form of lines: streams, and roads. Both formats of data have been 

mapped for the study, categorized according to the types of information 

conveyed. The manuscripts prepared and the format of the data shown are 

as follows: 

.Manuscript # 

1 
2 
3 
4 

Name 
Integrated Terrain Unit 
Surface Hydrology and Faults 
Land Use 
Transportation 

Data Format 
Polygons 
Lines 
Polygons 
Lines 

The integrated terrain unit map utilizes a mapping concept which 

resolves all related environmental data to a single map. Its creation 

involves the manual overlay and integration of individually interpreted and 

mapped single-variable overlays onto a base map. Each overlay contributes 

lines which are drafted onto a manuscript. However, given that boundaries 

between natural phenomena are often coincidental, the process usually involves 

the delineation of a single line on the manuscript in place of several 

different but generally consistent lines which may exist on individual overlay 

maps. The result of the process is an integrated terrain unit map with up 

to several thousand polygons each representing areas of homogeneous natural 
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characteristics. Manuscripts #2 and #4 made use of the overlay and manu­

script creation steps, but lines were not integrated, or adjusted, during the 

preparation of these maps. 

B. Methodology 

The basic concept underlying the preparation of polygon maps such as 

Manuscript 11 is the Integrated Terrain Unit Mapping (ITUM) approach, used 

to integrate several kinds of variables into a single polygon map. There 

are four general principles dealing with the distribution of natural geo­

graphic attributes that relate to the ITUM approach. 

1. The Principle of Graded Likenesses and Infinite Differences in 
Natural Areas 

No two geographic locations or areas are ever exactly alike, although 

similarities can be perceived between areas which permit classification 

of areas into like kinds. The degree of perceived dissimilarity in­

creases directly as the closeness of scrutiny increases. Conversely, 

similarities become more obvious as observation is less detailed. 

2. The Principle of Areal Transitions 

Changes in natural geographic characteristics from one area to 

another are usually gradational. The rate of change along such 

gradations may vary. Thus the placement of a line drawn to show the 

separation of any two features is in part a subjective decision. This 

means that for two or more data variables, different lines can be 

resolved into a single line, representing the best fit for both features, 

which can be drafted onto the final IrUM manuscript. 
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3. The Principles of Continuous Alteration of Areal Characteristics 
With Time 
All the characteristics of any geographic area are changing 

continuously, although each feature changes at a rate which differs 

from the rate of change for other features. Since some features 

change more rapidly than others, the map has some data dealing with 

rapidly changing features and other data dealing with features which 

change quite slowly under most circumstances. 

4. The Principle of the Functional Interrelatedness of Environmental 
Elements 

As the pattern of any environmental attribute changes, it will have 

recognizable effect on the patterns of other environmental attributes 

in the same area. This interrelatedness often means that the various 

features of an area will respond somewhat as a unit, what might be 

called an "ecological response unit". The rate of environmental 

changes are determined by those factors described in Principle 3. 

One objective of ITUM mapping is to overcome two major obstacles to 

computerized handling of spatially defined environmental information: the 

cost of overlaying variables using the computer, and the problem of what 

are often called "splinter" polygons. 

The cost of overlaying data variable maps with the computer is created 

by the considerable amount of time required to effectively automate and 

then overlay a number of maps in the computer. The cost of data base auto­

mation is a function of the number of maps to be automated and the complexity 

of the lines on those maps. If a number of lines are common to every map to 

be automated, a great saving can be realized by automating these common lines 
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only once rather than for each map. The solution to this problem offered by 

the ITUM approach is that any line which is common to any two or more data 

maps is represented on the manuscript map for automation only once. 

The second problem is the generation of numerous small "splinter" 

polygons when computer software is used to overlay individually automated 

data variable maps. When two or more data ma~s having common boundaries are 

automated separately and then overlaid in the computer, these splinter polygons 

are often formed. The splinters are due to the failure of what should be 

identically placed lines, lying on the individual maps, to precisely 

coincide with one another, for example, when the boundary of a river flood 

plain is shown in different locations on the vegetation map, the soils map, 

the slope map, etc. Even slight variations in the x,y coordin~tes of the 

points which define such lines, occurring from one map to the next, will 

cause splintering to occur. The splinters will be visible in plotted overlay 

maps and will also evidence themselves in automated analyses of polygon 

characteristics, as, for example, when the number of polygons with certain 

characteristics are tabulated. These splinters are thus confusing to the 

cartographic display of the data and to the analysis and interpretation 

of the data as well. 

Generally, the cause of the splintering is attributable ultimately 

either to variations in automation of the lines, or to slight variations 

in the way a natural boundary line was drafted onto different variable maps 

(e.g., the case mentioned earlier of the river flood plain boundary repre­

sented differently on different variable maps). 
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It has already been pointed out that the transition from one classi­

fication of a natural geographic variable to another is usually gradual, 

and that for this reason different observers may place the line separating 

one classification from another in slightly different places. In the present 

case, working with regional scale maps designed for computer modeling to 

locate sites within a region, these slight variations in line placement 

are without geographic significance and only create problems and additional 

cost. The solution to this splinter problem offered by the ITUM process is 

the manual adjustment of lines which should naturally follow the same con­

figuration. Adjustment is made so that a single boundary line is formed on 

the Integrated Terrain Unit Map. This resolution of several lines to a 

single line eliminates such multiple lines as a cause of splintering. 

It is important to point out that where lines on different variable 

maps do not naturally follow the same course because they represent real 

geographic differences (e.g., in the case of the river flood plain mentioned 

above, there is an island of dry soils and different vegetation lying at 

the periphery of the flood plain) these lines are never eliminated or 

adjusted. 

Such lines, representing real and significant differences, further 

divide the polygons on the ITUM, showing additional detail. These decisions 

also take into account that the minimum resolution for polygons is 10 acres. 

Much of the data is in a format which either requires rescaling, ad­

justment to imagery, or both before it is in a form amenable to integration 

into a manuscript map. To rescale data to the working scale a combination 

optical/manual procedure is followed. This method involves the use of an 
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optical pantograph; for this study the device used was a Kargl reflecting 

projector, with a rated distortion factor of less than 0.01%. In use, the 

collateral .materia1 (a map, for example) is placed on a platform and its 

image is optically projected upward onto a glass surface. Enlargement or 

reduction of the original collateral material occurs when collateral-to-lens 

ratio is changed. Fastening a mylar copy of the topographic basemap onto 

the projection glass allows the collateral to be reformatted to the basemap 

scale of 1:62,500. 

After the information is adjusted to the 1:62,500 scale, it is manually 

transferred onto the drafting film. Care;s taken that all information is 

transferred accurately, and that no transposition of information codes occurs. 

An edit check of the hand drawn map compares it to the original data. 

The physical characteristics and interpretive values of the phenomena 

mapped for this project are derived partially from the collateral documents 

used; this capitalizes on the detailed field and laboratory observations which 

were made in order to create the collateral. Image interpretation is used to 

verify, rectify and clarify the distribution and areal extent of the 

phenomena mapped from the collateral. Patterns are adjusted to match the 

imagery and the base maps. The imagery and base maps thus act as geographic 

"controls" for the reformatting, eliminating cartographic inconsistencies 

between the various data variables mapped. 

In the instances where no reliable collateral information could be 

found, limited field investigations were conducted on the ground and from 

the air to establish a high degree of confidence in the mapped units which 

had been photo-interpreted. 
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Next the polygons or line segments delineated on the data maps were 

assigned code numbers. These code numbers referred to the different values 

or characteristics which each such delineatlons represented. The code 

numbers were then either applied directly to the manuscript map itself or 

were referenced, in turn, to sequential numbers applied to the map_ In 

either case the numbers used were related to the polygons or line segments 

shown on the map being placed within the polygons or immediately adjacent 

to the lines. 

The modules were than edgematched to one another. Edgematching is a 

process of comparing the adjacent border portions of two map modules which 

share a common border. Edgematching is done to correct any problems occurring 

along this hard border due to the two maps having been created independently 

of one another. Where lines of any kind (polygon borders or linear features) 

cross from one module into the other these are checked to be sure that they 

are properly located and that they match (ie., are continuous across the 

border). A check is also made to be sure that the code assignments along each 

side of the shared border are correct and are consistent with those across 

the order in the other module. 

As noted above, mapping can be done by polygons or as lines. In creating 

polygon maps the study area was divided into smaller, discrete areas, each 

bounded by a closed line, called a polygon. These are so-called because they 

may be thought of and represented as consisting of a series of vertices which 

are connected by line segments. The critical point about such polygons is that the 

discrete area inside each polygon is homogeneous with respect to the variable 

or variables to which the particular polygon delineation refers. 
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For purposes of identification and description, the individual poly­

gons on a manuscript map have been given sequential identification numbers. 

Each polygon's sequential identifier is then used to associate the polygon 

with an identically numbered set of attribute codes. This code set describes 

the polygon's attributes in terms of the variable or variables portrayed 

on the manuscript map of which the polygon is a part. 

Assigned to each polygon on a manuscript map is a centroid, a point 

located in such a way that when the lower left corner of a label is placed 

on it by computer software. the symbol is centered in the polygon. {When 

several small polygons are close together, their centroids are located 

so that the labeling symbols will not overlay yet will clearly indicate to 

which polygon the label is attached.} 

Line maps are frequently used to portray specific features, in contra­

distinction to polygon maps, used to portray areal data variables. On 

these maps linear features are drawn as either lines or line segments. Coded 

values for lines are either applied directly to the manuscript map or they 

a~ referenced to the map by the use of sequential identification numbers, 

as with polygons. Locaters for the labels associated with points or lines 

are similar to the centroids associated with polygons in that they label 

for a point or line. 

C. Manuscript Maps 

In this section, the nature of each kind of manuscript map created for 

the CIRSS, Verticle Integration Project is discussed in detail. Included are 

the reasons for incorporating the variable in the data base, the collateral 

information used to prepare each map, the implications of the source map's 
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scale and resolution, the process used to transfer information from source 

map to stable base manuscript map, interpretive decisions involved, and the 

reliability and quality of the information provided by the manuscript map. 

t4anuscri pt #1 - Integrated Terra i n Unit Maps 

Manuscript #1 is a polygon map composed of nine data variables -

landcover, geologic type, percent slope, landforms, soils, surface con­

figuration, geologic hazards, depth to ground water and flood prone areas. 

Each variable ;s divided into a number of data classes. In some instances, 

these classes are defined by the collateral used; in other cases, the 

variables are divided into classes which have been applied to similar 

projects or which are needed to reflect particular aspects of the planning 

process. 

In the integration process, lines representing certain data variables 

are considered very reliable, and so are not shifted or adjusted. These 

are called "hard" lines. At the other extreme are lines which are only 

generally defined and thus can be moved considerably in the integration 

process. These are called "soft" lines. The relative certainty for each 

of the data variables may be ranked from high to low as follows: 

1. Flood prone areas (where available from collateral) 

2. Geologic Hazards 

3. Geologic Type 

4. Landform (supersedes geology in areas of alluvium) 

5. Vegetation (photo-interpreted to match other natural features) 

6. Soils 

7. Percent Slope 

8. Surface Configuration 
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9. Depth to Ground Haters 

Each of these data variables is described below: 

Flood Prone Areas 

Flood prone areas were mapped to show areas subject to catastrophic 

floods. This variable is used to avoid development on areas where flooding 

is likely to be extensive. 

The collateral consisted of U.S.G.S. Flood-Prone Area maps which are 

published at a scale of 1:24,000. These data were photographically reduced 

to 1:62,500 and were held closely to the pattern shown. Slight adjustments 

were made to reflect a 10 acre mapping resolution. 

Geologic Hazards 

Two types of special concern for geologic hazards were mapped. They are 

Alquist-Priolo Special Study Zones and landslide susceptibility. This data is 

included to allow consideration of known or suspected geologie hazards \1hen 

evaluating the geologic hazards potential of an area. 

The collateral was 1n each case larger than 1:62,500. Photographic 

reductions were used and delineations closely held but generalized to 10 

acre resolution. 

Geologic Type 

Geologic types were mapped by rock type and age. This variable provides 

the basis for a variety of interpretations through the use of an extended 

geologic interpretation matrix where mapped units are given interpretive 

values for strength, generalized hazards, mineral potential, available ground 

water, ease of excavation and so on. 

The collateral was at a scale of 1:48,000 and required photo reduction. 

Among the data classes were portrayed formation, age and rock type. These 
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data were resolved to the air photos and base maps at a scale of 1:62,500 

to resolve dynamic boundaries such as floodplains. Minor changes were made 

to effect integration with other map variables. 

Landforms 

Landforms consisting of a descriptive classlfication are based upon 

structure, genesis and material. These data provide a description of the 

general environmental setting while serving a variety of modeling needs. for 

example, habitat, visual characteristics, and landscape dynamics. 

Landforms were interpreted by a process which involves visual inspection 

of stereo pairs of high altitude air photos while delineating the actual 

pattern on a corresponding cronoflex enlargement at a scale of 1:62,500. 

Vegetation 

Vegetation was mapped using a system developed specifically for Southern 

California by the U.S. Forest Service. These data are essential to the 

environmental assessment process, serving a wide variety of needs including 

fire hazard, mudflow, habitat, visual quality, noise and recreation. 

The vegetation pattern was photo-interpreted using the process described 

for landforms. In the highly urbanized areas, vegetation classes which repre­

sent the vegetation found on vacant properties were used and assigned to 

the entire urban sector. Overlay of the land use information from the land use 

file can be used to identify the actual land cover in the built up part of 

these urban areas. This technique eliminated the necessity of drafting nu­

merous "urban"polygons and helped to lower the cost of automation without 

sacrificing detail. 

Soils 

Soil series were mapped by name. This allowed assignment of any of the 

soil interpretations or characteristics normally used by the Soil Conser-
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vation Service through the use of an interpretive matrix. 

Soils were mapped from the SCS soil survey at a scale of 1:24,000 

by a process photo-reduction followed by visual comparison to the recent 

air photos to resolve conflicts with other data plains and to account 

to recent geomorphic events such as changes in river channels. 

Percent Slope 

The average percent slope was mapped to provide an input to develop­

ment capability and suitability ratings. The classes chosen represent those 

normally used by planners and architects to establish different types 

and densities of land use patterns. 

The slope classes were interpreted by inspection of the contour line 

densities on the U.S.G.S. Topographic Base Maps. These classes, therefore, 

reflect overall slope rather than site specific conditions. 

Surface Configuration 

Surface configuration was included to provide an overall assessment of 

micro-relief. It is useful for a variety of aesthetic interpretations and 

helps to assess land use suitability. 

These data were interpreted by comparison of air photo stereo views 

with the crenelation of contour lines on the U.S.G.S. Topographic Sheet 

Base Maps. 

Depth to Groundwater 

The average depth to groundwater was mapped to allow identification 

of potential liquefaction or structural problems associated with high 

water tables. This data is highly generalized and subject to wide seasonal 

variations. It should be noted that another source of groundwater infor­

mation is found on the soil survey matrix of interpretations. 
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Groundwater information was taken from a generalized map of groundwater 

in 1960 which was at a scale of 1:48,000. These data were photographically 

reduced to 1:62,500 and integrated with the other data plains. 

Manuscript #2 - Surface Hyrdrology and Faults 

Manuscript #2 is the surface hydrology and faults manuscript, which in­

cludes two types of data: l)stream course lines and 2) geologic fault lines. 

Surface hydrology locates and classifies major streams and most 

of the minor streams in the study area. This data can be used to 

locate water courses, identify possible pollution problems, critical 

habitats, and locate construction constraint areas, for example, those 

areas that may require bridges or stream culverts. Faults locates and 

classifies known and suspected earthquake faults. This data can be used 

to screen areas for geologic hazards associated with ground motion and 

ground rupture and can be used in conjunction with the Alquist-Priolo 

Special Study Zones mapped on Manuscript #1. 

Surface Hydrology 

Stream course lines were the first feature to be mapped for the manu­

script. This was done by registering a sheet of mylar to each base map. These 

were then registered to their correspondinQ photo imaQes. The stream courses 

were then mapped from the base map. Each stream was not traced exactly as 

it appeared on the imagery or the base map; short, straight line segments were 

used instead. This process allows the stream lines to be digitized and displayed 

for a much lower cost than if the streams were digitized directly as they appear 

(continuously curving lines). These short line segments at no time misrepre­

sent a stream more than 150 feet from its actual location. 
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Each stream course map was then rechecked against the imagery. If 

there were discrepancies between the base map data and imagery, the streams 

were adjusted to the imagery. 

Stream values were given in the form of stream order and flow 

(perenniality). Stream order is described by the first code number 

in a numeric code value assigned to each stream segment. 

Flow characteristic was determined by either use of the legend of the base 

map and/or interpretation from imagery. 

Photo-interpretation was used to establish where stream segments are 

channelized. 

Faults 

Fault lines, known or suspected were mapped by registering photo­

reduced collateral maps to the U.S.G.S. base maps and simply. manually trans­

ferring the lines. Dotted or dashed lines on the data source maps were 

represented as solid lines on the manuscript. 

No photo-interpretation was done for faults. 

Manuscript #3 Land Use 

Manuscript #3 is a polygon map which copies the land use map from the 

San Bernardino County Consolidated General Plan. It is included for the 

purpose of comparing, through an automated overlay process, the land use plan 

elements with the existing land use (described in the Land Use Updating Report 

Appendix A) and with the output of the capability/suitability mapping to 

be performed for this project. 

This map was prepared by overlaying the U.S.G.S. topographic base map 

with attached mylar drafting film atop the county·s land use ~ap and manually 

transferring the lines. Adjustments were made only to insure registration of 

the maps. The alpha/numeric legend ~hown on the county·s map were converted 
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to purely numeric codes for ease of computer processing (see code listing). 

Manuscript #4 - Transportation 

This manuscript consists of lines. Variables included in this manu­

script are data for roads classified by responsible agency, intensity of 

use, surface quality and whether scenic or not. Railroads and airports 

are shown on the land use update maps. 

Road data were collected from the topographic base maps, Automobile 

Association of America Maps and imagery at a scale of 1:62,500. The data 

were first mapped directly from the base maps onto a mylar overlay. The 

Automobile Association maps were then used to supplement that data. All 

additional information was optically/manually reduced and transcribed to the 

1:62,500 working scale. Each road was then image verified and coded. 

Railroad collateral was found on the topographic maps. The same pro­

cedures used for mapping roads were used here. 
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CIRSS SAN BERNARDINO VERTICAL INTEGRATION 

MANUSCRIPT CODES 



Manuscript #1 - Integrated Terrain Unit Map 

Land Cover 
Geologic Type 
Percent Slope 
Landform 
Soils 
Surface Configuration 
Geologic Hazards 

Alquist-Priolo Act Fault Designation Zones 
Landslide Suseptibility 

Depth to Ground Water 
Flood-Prone Areas 

Manuscript #2 - Surface Hydrology and Fault Map 

Stream Order 
Flow Characteristics 
Channelization 
Faults 

Manuscript #3 - General Plan Land Use Map 

Land Use 

Manuscript #4 - Transportation 

Responsible Agency 
Roads Classified by Intensity of Use Grouping 
Roads by General Surface Qualities 
Scenic Road 
Railroads 
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Manuscript #1 - Integrated Terrain Unit Map 

land Cover, Column 1 and 2 

Codes 

01 

02 

04 

07 

08 

09 

11 

12 

15 

16 

17 

18 

19 

20 

21 

22 

23 

24 

25 

26 

27 

28 

29 

30 

31 

Variables 

Douglas Fir and Big Cone Douglas Fir 

Ponderosa and Jeffrey Pine 

\~hite Fir 

Sugar Pine 

lodgepole Pine 

Incense-Cedar 

Coulter Pine 

Pinyon Pine 

Limber Pine 

Oeci duous \~oodl and 

Live Oak ~/oodland 

Joshua Tree Hoodland 

Ceanothus Chaparral (Shrub Oak Inc.) 

Chamise Chaparral 

r1anzanita Chaparral 

Red Shank Chaparral 

Juniper-Scrub Oak - Pinyon Hoodl and 

Coastal Sage 

Great Basin Sage 

Riparian, live Oak 

Riparian, Alder-Willow-Aspen 

Riparian, Sycamore-Cottonwood 

Desert Scrub Veg. (r,reosote) 

Grassland 

Barren, Urban or Agriculture 
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32 

33 

Wilderness Area 

Hater Body 

Geologic Type, Column 3 and 4 

00 Water Body 

01 Quaternary alluvium-sands, gravels and clays in active 

stream or lake beds or on active fans 

02 

03 

04 

05 

06 

07 

08 

09 

10 

11 

12 

13 

Quaternary landslide deposits-debris deposited by landslide 

movement 

Quaternary talus rubble-talus cones or aprons deposited on steep 

slopes by mass wasting 

Quaternary older alluvium-partially consolidated sand 

and gravel deposits currently above base level 

Quaternary glacial till-unsorted angular fragments carried 

downslope and deposited by Pleistocene glaciers 

Pliocene sedimentary deposits-sandstone, conglomerates, 

minor mudstones, and rare associated volcanic rocks 

Pre-Pliocene Tertiary sedimentary deposits-sandstones, con­

glomerates, minor mudstones and rare associated volcanic rock 

Tertia~ volcanic rocks-basalt flows and dikes 

Mesozoic plutonic rocks-granodiorite, diorite, gabbro, 

quartz diorite, quartz monzonite, quartz latite porphyry, 

and granite 

Pre-Tertiary gneiss or schist-gneiss or schistose metamorphic 

rocks and old (pre-Mesozoic) metamorphosed plutonic rocks 

Pre-Tertiary quartzite-quartzite and meta-sandstones 

Pre-Tertiary marble-marble and meta-limestone 

Artificial fill-solid waste disposal sites and earth filled dams 
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14 

15 

16 

17 

18 

19 

20 

21 

22 

23 

24 

25 

Wilderness-all areas within a wilderness area 

Quaternary active river channel alluvium-unconsolidated 

alluvium of major stream channels subject to, or recently 

subject to, stream flood 

Quaternary Santa Ana River channel alluvium-unconsolidated 

sandy alluvium of the Santa Ana River channel 

Quaternary alluvial fan deposits-unconsolidated deposits of 

young coarse alluvium, radiating from mountain fronts 

Quaternary younger alluvium undifferentiated-unconsolidated 

alluvium of valley areas and along some major drainage 

courses 

Quaternary colluvium and talus-major occurrences of unconso­

lidated coarse rocky colluvium and talus 

Quaternary eolian sand areas-major areas subject to active 

blowing sand which may include some small sand dunes and 

other thin concentrations of wind blow sand 

Quaternary dune sand-major deposits of unconsolidated dune sand 

Undifferentiated mixture of ~uaternary younger alluvium un­

differentiated and Quaternary older alluvium undifferentiated 

(Quaternary alluvium undifferentiated dominant) 

Undifferentiated mixture of Quaternary older alluvium undif­

ferentiated and Quaternary younger alluvium undifferentiated 

(Quaternary older alluvium undifferentiated dominant) 

Undifferentiated mixture of Quaternary older alluvium undif­

ferentiated and Quaternary alluvial fan deposits (Quaternary 

older alluvium undifferentiated dominant) 

Undifferentiated mixture of Quaternary older alluvium undif-
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ferentiated and Pliocene sedimentary deposits (Quaternary 

older alluvium undifferentiated dominant) 

26 Undifferentiated mixture of Quaternary alluvial fan deposits 

and Quaternary older alluvium undifferentiated (Quaternary 

alluvial fan deposits dominant) 

27 Undifferented mixture of Pliocene sedimentary deposits 

and Quaternary older alluvium undifferentiated (Pliocene 

sedimentary deposits dominant) 

Percent SloEe, Column 5 

1 o - 8% slope 

2 8 -15% slope 

3 15-30% slope 

4 30-50% slope 

5 50% slope and over 

6 Water Body 

7 Wilderness 

Landfonrtz Column 6 and 7 

00 Water Body 

01 Rock outcrop 

02 Mountain ridge top 

03 Mountain sideslopes 

04 Badlands 

05 Bench or terrace 

06 Glacial deposits 

07 Colluvial land 

08 Upland valley bottoms 
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09 Alluvial fans- Bajada 

10 River lands 

11 Artificial fill 

12 Wilderness 

13 r~oun ta in Uplands 

14 Landslides 

15 Wash 

16 Floodplain 

17 Sand Dune, Sand Sheet 

18 Hills 

19 Escarpment 

20 Valley floor 
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Soils, Column 8 and 9 

01 Ala clay - AaF 

02 

03 

04 

05 

06 

07 

08 

09 

10 

11 

12 

13 

14 

15 

16 

17 

18 

19 

20 

21 

22 

23 

24 

25 

26 

27 

Chino silt loa~ Cb 

Chualar clay loam - CkA, CkC, CkO 

Cieneba sandy loa~ CnO 

Cieneba-Friant sandy loam - Cp 

Cieneba-Rock outcrop complex - Cr 

Crafton-Rock outcrop complex, eroded - CsZ 

Delhi fine sand - Db 

Fontana clay loam - FoE, FoF 

Friant-Rock outcrop complex - Fr 

Garretson very fine sandy loam - GaC 

Gaviota-Rock outcrop complex - Go 

Grangeville fine sandy loam - Gr 

Grangeville fine sandy loam, saline-alkali - Gs 

Greenfield sandy loam - GtC, GtD 

Greenfield cobbly sandy loam - GuO 

Hanford coarse sandy loam - HaC, HaD 

Hanford sandy loam - HbA 

Hilmar 'oa~ fine sand- Hr 

Merr111 silt loam - Me 

Metz coarse sandy loam- MgC 

Monserate sandy loam - MoC 

Nacimiento clay loam - NaE, NaF 

Oak Glen sandy loam - OaC 

Oak Glen gravelly sandy loam - OgO, OgE 

Psamments and Fluvents, frequently flooded - Ps 

Ramona sandy loam - RmC, RmO 
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28 

29 

30 

31 

32 

33 

34 

35 

36 

37 

38 

39 

40 

41 

50 

San Emigdio sandy loam - SaD 

San Emigdio gravelly sandy loam - SbC 

San Emigdio fine sandy loam - ScA, ScC 

San Timoteo loam, eroded - SgFZ 

Saugus sandy loam - ShF 

Soboba gravelly loamy sand - SoC 

Soboba stony loamy sand - SpC 

Soper gravelly loam - SrE, SrF 

Sorrento clay loam - StA, StB 

Toll house sandy loam - ToF 

Tujunga loamy sand - TuB 

Tujunga gravelly loamy sand - TvC 

Vista-Rock outcrop complex - Vr 

Quarry-Gravel pit - G.P. 

Water 

Surface Configuration, Column 10 

1 Simple 

2 

3 

Undulating 

Complex 

Geologic Hazards, Column 11,12 

Alquist-Priolo Act Fault Designation Zones, Column 11 

1 Area not within fault zone 

2 Area within fault zone 

Landslide susceptibility, Column 12 

1 

2 

3 

Generally devoid of landslides, not a known landslide 

Generally devoid of landslides, known landslide 

Low to moderate landslide susceptibility, not a known landslide 

B-24 



4 

5 

Low to moderate landslide susceptibil,ty, known landslide 

Moderate to high landslide susceptibility, not a known 

landslide 

6 Moderate to high landslide susceptibility, known landslide 

De2th to Ground Water, Column 13 

1 o - 50' 

2 50-100 • 

3 100' and greater-

Flood Prone Areas! Column 14 

1 

2 

Manu5cri2t 112 

Stream Order, 

1 

2 

3 

4 

5 

6 

Not flood prone 

Flood prone 

- Surface Hldrolo91 and 

Column 1 

First Order 

Second Order 

Third Order 

Fourth Order 

Fifth Order 

Sixth Order 

Flow Characteristics, Column 2 

1 

2 

Intermittent Flow 

Perennial Flow 

Channelization, Column 3 

1 

2 

Not channelized 

Channelized 

Faults, Column 4 

Fault 

1 

2 

Accurately located fault 

Well located faul t 
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3 Concealed fault 

4 Fault inferred from seismic activity 

Manuscript #3 - General Plan Land Use Map 

Land Use, Columns 1, 2,3 and 4 

Residential 

1001 

1002 

1003 

1004 

1005 

1006 

1007 

1008 

1009 

1010 

1011 

1012 

1013 

1014 

1015 

1016 

1017 

1018 

1019 

1020 

1021 

1 dwelling unit maximum per acre 

2 dwelling unit maximum per acre 

3 dwelling unit maximum per acre 

4 dwelling unit maximum per acre 

5 dwelling unit maximum per acre 

6 dwelling unit maximum per acre 

7 dwelling unit maximum per acre 

8 dwelling unit maximum per acre 

9 dwelling unit maximum per acre 

10 dwelling unit maximum per acre 

11 dwelling unit maximum per acre 

12 dwelling unit maximum per acre 

13 dwelling unit maximum per acre 

14 dwelling unit Maximum per acre 

15 dwelling unit maximum per acre 

16 dwelling unit maximum per acre 

17 dwelling unit maximum per acre 

18 dwelling unit maximum per acre 

19 dwelling unit maximum per acre 

20 dwelling unit maximum per acre 

30 dwelling unit maximum per acre 
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1022 

1023 

1024 

1025 

Rural 

1101 

1102 

1103 

1104 

1105 

Living 

36 dWelling unit maximum per acre 

43 dwelling unit maximum per acre 

45 dwelling unit maximum per acre 

90 dwelling unit maximum per acre 

1 acre minimum parcel size allowed 

2.5 acre minimum parcel size allowed 

5 acre minimum parcel size allowed 

10 acre minimum parcel size allowed 

20 acre minimum parcel size allowed 

Non-Residential 

1200 

1300 

1600 

2100 

2300 

Commercial 

Industrial 

Public 

Agriculture 

Rural Conservation 

Manuscript 14 - Transportation Map 

Roads, Column 1,2 3 and 4 

Responsible Agency, Column 1 

1 

2 

3 

u.s. Highways 

State Roads 

County Roads 

Roads Classified by Intensity of Use Grouping, Column 2 

1 

2 

3 

Arterial 

Collector 

Local 
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Roads by General Surface Qualities, Column 3 

1 Paved 

2 Not Paved 

Scenic Roads, Column 4 

1 Scenic 

2 Not Seenic 

Railroads, Column 5 

1 Major railroad 
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MANUSCRIPT #1 - INTEGRATED TERRAIN UNIT ~~p 

LAND COVER CODE DESCRIPTIONS: 

01. Douglas-Fir and Big Cone Douglas-Fir: 

Douglas-Fir: Pseudotsyga menziesii is the dominant overs tory species. 

Representatives of this series may occur as extensive "pure ll stands. 

The most extensive stands of Douglas-fir are in western Oregon and 

Washington, though the species grows throughout the western states 

ranging from British Columbia south to Mexico. 

Big Cone Douglas-Fir: Overs tory species is pseydotsuga macrocarpa 

with canyon live oak and occasionally black oak. Dense stands are 

found in canyons or on north-facing slopes. Mature stands have a 

sparse herbaceous layer. Younger stands may have a chaparral shrub 

understory. The total range of big cone Douglas-fir is within southern 

California. 

02. Ponderosa and Jeffrey Pine: 

Jeffrey pine: Pinus jeffrey; is dominant overstory species. It 

generally occurs on the drier or higher elevation sites. 

Ponderosa pine: Pinus ponderosa occupies the more mesic midelevation 

habitats where the ranges of the two species coincide. 

Ponderosa pine is present in dominant stands in mountains throughout 

the western states. Jeffrey pine ranges from southern Oregon to 

the mountains of Baja California. 

04. White Fur: 

~ conco1gr is the dominant overstory species and may occur in 

nearly pure stands. The understory vegetation is sparse with a 

moderate accumulation of litter, including needles and fallen branches. 

White fir is widely distributed in the western states from Oregon to 
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New f1exi co. 

07. Sugar Pine: 

Pinus lambertiana is the dominant overstory species with moderate 

to heavy accumulations of litter. Sugar pine occurs throughout 

the California mountains, north into Oregon and south into the Sierra 

San Pedro Martir of Baja California. 

08. Lodgepole Pine: 

Pinus contorta is the dominant overstory species in sparse stands within 

xeric high elevation habitats or in dense stands surrounding meadows. 

Understory also varies according to habitat. Lodgepole pine range from 

Alaska to Baja California. It grows in a wider range of elevations, 

sea level to 12,000 feet, than any other pine. In southern California, 

this series is a dominant one above 8,000 feet. 

09. Incense-Cedar: 

Calocedrus decurrens is the dominant overstory species with heavy 

accumulations of litter. Incense-cedar often occurs with sugar pine, 

white fur, and Jeffrey pine. Incense-cedar occurs throughout the 

California Mountains, north into Oregon and south into the Sierra 

San Pedro Martir of Baja California. 

11. Coulter Pine: 

Einlls coulteri is the dominant overstory species with chaparral 

shrubs or interior live oaks in the understory. This series inter­

faces with the chaparral formation. Coulter pine ranges from Contra 

Costa County south to Baja California. 

12. Pinyon Pine: 

Pinus monophylla are dominant overs tory species with shrubs in the 

understory. In southern California, pinyon pine occurs in deserts, 

B-30 



mountains from Inyo County west to Santa Barbara County and south 

to San Diego County. 

15. Limber Pine: 

Pinus f1exi1is is the dominant overstory species, a subalpine tree 

growing in sparse stands with a sparse understory. Above 11,000 feet 

elevation, limber pine tends to form krummho1tz stands, the prostrate 

forms appearing more like shrubs than ancient trees. Southern Cali­

fornia stands are scattered on the highest peaks of the Inyo, Panamint, 

San Gabriel, San Bernardino and San Jacinto Mountain ranges. 

16. Deciduous Woodland: 

Black oak, Quercus kelloggii, is the dominant overstory species. It 

is a deciduous tree which produces a well-developed litter layer. 

Understory includes shrubs, grasses and perennial forbs. Black oak 

will sometimes survive fire and resprout from crown. If crown are 

fire-killed, it resprouts from the base. Black oak occurs from 

Oregon south to the Laguna Mountains in San Diego County. 

17. Live Oak Woodland: 

Quercus wis1izenii is the dominant overs tory species with chaparral 

shrubs in the understory. This series occupies xeric habitats 

between chapparral and forest formations, but follows intermittent 

streams into chaparral. The species is very sensitive to fire. The 

larger trees are usually located in areas that have not burned in 50 

to 100 years. More often this live oak is present in dense shrublike 

thickets with multiple stems, the result of resprouting from the base 

following fire. Interior live oak is generally a California species 

ranging from Siskiyou County south to Baja California. 
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18. Joshua Tree Woodland: 

The dominant overstory species is Yucca brevifolia. Understory shrubs 

include desert and chaparral species. The herbaceous understory varies 

from moderately dense in mountain foothills to virtually absent on the 

f10jave Desert. The Joshua tree occurs in foothill and desert highlands 

surrounding the Mojave Desert, from San Bernardino County north to 

Inyo County, into Nevada and northern Arizona. 

19. Ceanothus Chapparral: 

Ceanothus species are the dominant overstory vegetation. This series 

can produce open stands when mature since Ceanothus shrubs are rather 

short lived. Fifty year old stands may have herbaceous vegetation 

interspersed with shrubs. Ceanothus is one of the chaparral shrubs 

with the ability to fix nitrogen in soils. Ceanothus spp. occur 

from southwestern Oregon to Baja California. 

20. Chamise Chapparral: 

Adenostoma fasciculatum is the dominant overstory shrub. The mature 

vegetation is dense and excludes any herbaceous understory. This 

series occupies the hottest and driest of chaparral sites. Chamise 

covers more land in California than any other single series. It 

exists from the north Coast Ranges south to Baja California. 

21. Manzanita Chapparral: 

Arctostaphylos species are the dominant overstory. Mature stands are 

very dense and impenetrable. The form varies from low mats to small 

trees. This series comprises higher elevation chaparral and is some-

times referred to as "cold chaparral". Manzanita occurs from southern 

Oregon to Baja California and east through Central Arizona. 
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22. Red Shank Chaparral: 

Adenostoma sparsifolium is the dominant overstory shrub. Individual 

shrubs have open crowns and therefore a herbaceous understory may 

be present, even in mature stands. Red Shank exists for San Luis 

Obispo County south along the coast to Los Angeles County, then shifts 

its distribution inland to the Peninsular Mountain ranges, following 

them south into Baja California. 

23. Juniper - Scrub Oak - Pinyon Woodland: • 

Juniper: California juniper, Juniperus ca1ifornica is an overstory 

vegetation species with desert and chaparral shrubs in the understory. 

California juniper is an arborescent shrub which occurs from Rehama 

County south to San Diego County. 

Scrub Oak: Quercus dumasa and Quercus turbinel1a are overstory 

vegetation species with no understory in mature stands. Many other 

shrub species may be associated with the scrub oak series. Quercus 

dumasa ranges from Baja California throughout the State. Quercus 

turbinella ranges from transmantane California east to Texas. 

Pinyon Woodland: Pinus monophylla is an overs tory species with shrubs 

in the understory. In southern California pinyon occurs in desert 

mountains from lnyo County west to Santa Barbara County and south to 

San Diego County. 

24. Coastal Sage: 

Artemisia californica is the dominant shrub overstory with a grass/forb 

understory. This series is present on low-elevation coastal foothills 

and interior valleys from Baja California north to San Francisco Bay 

including the Channel Islands. 
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25. Great Basin Sage: 

Artemisia tridentata is the dominant shrub. It is an evergreen shrub 

and may be associated with perennial grasses. Great basin sage is 

found from the mountains of southern California north to Oregon and 

throughout the Great Basin. The series occurs at 7,000 feet elevation 

interspersed with series of the closed forest or woodland formations, 

as well as in the Mojave Desert. 

26. Riparian Live Oak: 

Canyon live oak, Quercus chrysolepis, is an overstory species often 

occurring in riparian habitats. Interior live oak, Quercus wislizenii 

may also be found in riparian habitats. Canyon live oak is usually 

fire-killed, resprouting from the base rather than the crown. 

This species occurs from southwestern Oregon to Baja California east 

to central Arizona. Interior live oak is also very sensitive to fire. 

The larger trees are usually located in areas that have not burned in 

50 to 100 years. More often this live oak is present in dense shrublike 

thickets with multiple stems, the result of resprouting from the base 

following fire. This species ranges from Siskiyou County south to 

Baja California 

27. Riparian, Alder-Willow-Aspen: 

Alder: Alnus rhombifolia (white alder) is the dominant overstory species --.---------

in this series, which occurs in riparian habitats with flowing water. 

Understory shrubs, such as Ribes and Salix species with abundant 

herbaceous vegetation, make this a multistories, diverse habitat. White 

alder is found throughout California north in British Columbia and east 

to Idaho. 
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Willow: Salix lasiolepis (arroyo willow), Sallx gooddingil (black 

willow) and other Salix spp. are dominant overstory species. They 

may be trees or scrublike and always indicate riparian habitats. 

The understory is herbaceous. Since willows are deciduous, dense stands 

have deep litter layers. In southern California, the series may 

occur wherever surface water or subsurface seeps are present. 

Aspen: Populus tremuloides is the dominant overstory species. The 

series occurs around moist moutain ~eadows and riparian habitats. 

In southern California aspen populations occur in the Uhite Mountains 

and San Bernardino Mountains. 

28. Riparian, Sycamore-Cottonwood: 

Sycamore: The dominant overstory species is Platanus racemosa. 

Sycamores follow perennial and intermittent streams with a soft 

chaparral shrub and herbaceous understory. California sycamore 

range from Baja California north to Shasta County. 

Cottonwood: Dominant overs tory species are Populus fremontii or 

Populus tr1chocarpa. Both are riparian species and are deciduous. 

Fremont cottonwood, populus fremontii, follows streams and dry 

washes at low elevations. Black cottonwood, Populus trichocarpa. 

occurs at higher elevation in southern California. Both species of 

cottonwood are present throughout California. 

29. Desert Scrub Veg. (Creosote): 

Larrea tridentata, an evergreen shrub, is the dominant overstory. 

Understory plants vary, but burrobush, Ambrosia dumosa, is most 

often codominant in California. Creosote is found throughout both 

deserts, ranging south from Inyo County into ~~xico and east into 

Texas. 
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30. Grassland: 

Most grasslands encountered within the San Bernardino Valley and 

Mountain areas are introduced species growing on disturbed areas. 

Brome grass, Bromus species, wild oats, Avena burbata or Avena fatua, 

and wild rye, Elymus species, along with other grasses grow within 

the study area. 

31. Barren, Urban, Agriculture: 

Barren, Urban, Agriculture includes areas where no natural vegetation 

exists. This may be the result of natural causes, such as landslides 

or barren stream channels or the result of human activities such as 

agriculture or urbanization. 

32. Wilderness Area: 

Wilderness areas are regions officially designated by Congress as 

protected areas in which access is limited and development is 

prohibited. 

33. Water Body: 

Water body includes all naturally occurring and man made bodies of 

water. 
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INTEGRATED TERRAIN UNIT MAPS (ITUM) 

GEOLOGY DESCRIPTION 

The following is a geologic glossary containing a table of Geologic 

time and descriptions of various rock types. 
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• 

RELATIVE GEOLOGIC TIME 

ERA PERIOD 

ILate 
Quaternary Late 

IEarly Cenozoic 

Early Tertiary 

. 
Cretaceous 

Mesozoic Jurassic 

Triassic 

Permian 

Pennsylvanian 
Carboniferous 

Mississippian 

Devonian 
Paleozoic 

Silurian 

Ordovician 

Cambrian 

Pre-Cambrian 

Modified after Putnam (1971). 

Figure A2-6 
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EPOCH ATOMIC TUIE 

Holocene 11,000 
r-500 ,000 

Pleistocene 2 mill ion Pliocene 12 mill ion Miocene 26 million 01 iJ!ocene 38 million Eocene 
~4 mi 11 ion Paleocene -65 mill ion Late 

Ear1"y 136 mi 11 ion 
Late 
Middle 
EarlY 193 mi 11 ion 
Late 
Middle 
Early -725 mi 11 ion -
Late 
EarlY -280 mi 11 ion 
Late 
~'i ddl e 
Earl~ 
Late 
Ear11 345 mill ion 
Late 
~'i ddl e 
Earl-'y 395 million 
Late 
Middle 
EarlY ..JI35million 
Late 
Middle 
Earl--y_ -500 mi 11 ion 
Late 
Middle -

Early -570 mi 11 ion 

3,600+ million 



ROCK TYPES 

No Additional rock type 

Gravel - unconsolidated sedimentary material of igneous, sedimen­

tary, or metamorphic origin whose grain size is between 2 and 64mrn 

in diameter. 

Sand - unconsolidated sedimentary material of igneous, sedimentary 

or metamorphic origin whose grain size is between .06 and 2 mrn 

in diameter. 

Mud, Clay or Organic t~terial - unconsolidated sedimentary material 

of igneous, sedimentary, metamorphic, or organic origin whose grain 

size is between .0005 and .004 mrn in diameter. 

Talus - Produced mainly by rockfall with individual blocks falling, 

shattering, rolling, bouncing. Talus is composed of a high percentage 

of coarse blocks, with fine sizes in the minority. 

Till - Composed of unsorted rock fragMents of various sizes; huge 

boulders are mixed with all sizes of fragments down to silt and finer 

grained material. 

Alluvial Fan Deposits - Accumulations of boulder, gravel, and sand 

deposited by dry climate streams. Particle size generally decrease 

from the apex to the toes of the fan. 

Conglomerate or Breccia - both are sedimentary material of igneous, 

sedimentary or metamorphic origin. Conglomerate is unconsolidated 

to consolidated mixture of rock types of varying grain sizes. Breccia 

differs only in that the larger rock fragments are angular. 

Sandstone - consolidated sedimentary rock composed predominantly 

of sand. 
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Siltstone - consolidated sedimentary rock composed predominantly 

of silt whose grain size ranges between .004 and .06. 

Shale, Mudstone, or Claystone - consolidated sedimentary rock com­

posed predominantly of mud and clay. 

Limestone or Dolomite - sedimentary rock of organic origin. lime­

stone is made up chiefly of calcium carbonate (CaC03), dolomite 

is made up of magnesium carbonate (CaMg(C03)2). 

Slate - a metamorphic rock whose grain size is less than 1 mm. 

The rock has a well developed fissility. 

Schist - a metamorphic rock whose grain size ranges between 1 and 

5 mm. The rock has dominant micaceous minerals is a sub-parallel 

orientation. 

Gneiss - a metamorphic rock whose grain size is greater than 5 mm. 

The rock show bands of granular minerals alternating ~I;th schistose 

minerals. 

Quartzite - a metamorphic rock consisting essentially of quartz. 

Serpentine - an ultrabasic metamorphic rock essentially composed of 

the mineral serpentine. The serpentine mineral is derived from 

alteration of olivine and pyroxene. 

Granite, Monzonite, Granodiorite, Tonalite, Diorite, Gabbro -

Granite - a coarse grained (> 5 mm) plutonic rock composed of 

alkalic feldspar (orthoclase) and quartz. Other minerals include 

small amounts of sodic plagioclase, biotite, muscovite and hornblende. 

Monzonite - a coarse-grained (> 5 mm) plutonic rock containing equal 

amounts of orthoclase and plagioclase. Other minerals present in 

smaller amounts include quartz « 2%), hornblende, and biotite. 
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Granodiorite - a coarse grained (> 5 mm) plutonic rock composed 

of quartz. calcic oligoclase (plagioclase), orthoclase, with biotite, 

hornblende, or pyroxene. Contains twice as much plagioclase as 

orthoclase. 

Tonalite-Quartz Diorite - a coarse grained (> 5 mm) plutonic rock 

composed of plagioclase, quartz, hornblende and biotite. 

Diorite - a coarse grained (> 5 mm) plutonic rock composed of sodic 

plagioclase and hornblende, biotite or pyroAene. Small amounts of 

quartz and orthoclase may be present. 

Gabbro - a coarse-grained (> 5 mm) plutonic rock composed of calcic 

plagioclase and clinopyroxene, with or without orthopyroxene 

and olivine. Dark in color. 

Basalt, Andesite or Diabase 

Basalt - a fine grained « 1 mm) extrusive rock composed of cal~ic 

plagioclase and pyroxene, with or without olivine. 

Andesite - a fine grained « 1 mm) extrusive rock composed of 

andesine plagioclase pyroxene hornblende, or biotite may be 

present in varying amounts. 

Diabase - an intrusive rock consisting of labradorite plagioclase 

and pyroxene characterized by an ophitic texture. Olivine may be 

present. 

Rhyolite - a very fine grained « 1 mm) extrusive rock of same 

composition as granite. 

Landslide Deposits - Deposits of any origin which have slipped 

downslope from a fonmally stable position. 

Tuff or Tuffaceous Sediments - a medium to fine grained « 5 mm) 

rock composed of compacted volcanic pyroclastic fragments. 
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Urban, Water or Artificial F,ll 

Urban - man altered areas 

Water - natural lakes, reservoirs, coastal lagoons 

Artificial Fill - areas of man deposited sediments. 
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SLOPE CODE DESCRIPTIONS 

Percent slope is the number of units of vertical rise per 100 units 

of horizontal distance. 
Gradient 

Angle of Inclination SlaDe Ratio , (Feet Per Mile) 

1 = 0 - 8% 4· 35' 12,5: 1 422 

2 = 8 -15% 8- 36' 6,66:1 792 

3 = 15-3m~ 17° 11' 3,33:1 1584 

4 = 30-50% 28° 39' 2:1 2640 

5 = 50% greater greater than greater than greater than 
28° 39' 2 :1 2640 

6 = \~ater Body - Lakes, reservoirs, rivers (0% slope) 

7 = Wilderness - Hilderness areas are regions officially designated 

by Congress as protected areas, in which access is 

limited and development is prohibited. 
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LANDFORM CODE DESCRIPTIONS 

00. Water Body - Water body includes all naturally occurring and man 

made bodies of water. 

01. Rock Outcrop - Rock outcrops are areas in which the crystalline or well 

consolidated sedimentary bedrock is not covered by soil or debris. 

Foothill and mountain areas have numerous small rock outcrops which 

were not mapped because they fell below the mini~um mapping resolution. 

02. Mountain Ridge Top - Mountain ridge tops are nearly level to gently 

sloping (10-15% slope) areas on the tops of mountains or ridges. 

Only the larger ridge tops of at least 5 acres were mapped. 

03. Mountain Sideslope - Mountain sideslopes are areas with slope greater 

than 30% and local relief greater than 500 ft. These areas are under­

lain by crysta~line or well consolidated sedimentary rock covered 

by thin so;ls and rock debris. 

04. Badlands - Badlands are extremely dissected regions characterized by 

very fine drainage networks and short steep slopes with narrow inter­

fluves. These areas are underlain by poorly consolidated sedimentary 

rocks which undergo rapid erosion. 

05. Bench or Terrace - Benches and terraces are areas with slopes less 

than 30%, above the current erosional base and below higher steeper 

lands. Terraces are topographic platforms in river valleys that usually 

represent former levels of the valley floor. Benches are platforms 

whose position is controlled by the geologic structure and have no 

implications of former valley floor levels. 

06. Glacial Deposits - Glacial deposits include moraine deposits and areas 

underlain by glacial till. Moraines are composed of glacial sedi­

ments of varying particle size which are transported and deposited 
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08. Upland Valley Bottoms - Upland valley bottoms are areas underlain by 

crystalline or well consolidated sedimentary rocks with slopes less 

than 30%. This type of valley bottom is found in the mountainous 

areas. 

09. Alluvial Fans - Bajada - An alluvial fan is a body of stream deposits 

whose surface approxi~ates a segment of a cone that radiates downslope 

from the point where the stream leaves a mountainous area. Bajadas 

are broad slopes of alluvial outwash, which are often in the form of 

multiple coalescing alluvial fans. 

10. River Lands (Canyon Bottoms) - River lands are areas underlain by 

poorly to moderately consolidated sedimentary rocks at the bottom of 

canyons includes meadows. River lands are located within the mountain 

foothill areas. 

11. Artificial Fill - Artificial fill includes the following man-made 

areas: solid waste disposal sites, earth filled dams and road fills. 

12. Wilderness Areas - Wilderness areas are regions officially designated 

by Congress as protected areas in which access is limited and develop­

ment is prohibited. 

13. Mountain Uplands - Mountain uplands are strongly sloping to steep 

areas, slopes less than 30%, found within mountainous areas. Not 

included in this class are valley bottoms, mountain sideslopes, 

mountain ridgetops, or benches. These areas are underlain by crystalline 

or well consolidated sedimentary rocks with a venier of soil or rock 

debris. 

14. Landslides - landslides are perceptible downslope movements of rock, 

soil, or artificial fill. The motion may be either that of a slide, 

a flow or fall acting singly or together. landslldes generally 
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indicate areas which are ge010gically unstable and unsuitable 

for urban development. 

15. Wash - Washes are ephemeral river channels found in arrid and semi-arrid 

environments. They flow only in direct response to precipitation. 

16. Floodplain: Floodplains are flat areas adjacent to stream, composed 

of unconsolidated sediments, which is subject to periodic flooding. 

17. Sand Dune, Sand Sheet - Sand dunes and sand sheets are topographic 

features of eolian origin composed of sand grains deposited downwind 

from a natural source of sand. 

18. Hills - Hills are isolated, moderately sloping to steep areas with less 

than 500 ft. local relief. They are underlain by crystalline or \'/ell 

consolidated sedimentary rock with a venier of soil or rock debris. 

19. Escarpment - The only escarpments, long cliffs, mapped in this study 

were terrace sideslopes which are steep areas found along the edges 

of terraces. 

20. Valley Floor - Valley floors are broad, nearly level to gently sloping 

areas underlain by poorly to moderately consolidated sedimentary rocks. 
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SOIL CODE DESCRIPTIONS 

01. Ala Clay - Ala Clay consists of well-drained steep soils, 30 to 50% slope, 

that formed on foothills in material weathered from shale and fine grained 

sandstone. Runoff is rapid after soil is wet and the hazard of erosion 

is moderate. Vegetation is annual grasses and forbs. 

02. Chino Silt Loam - Chino silt loam consists of somewhat poorly drained, 

nearly level soils. This soil formed on broad smooth valley bottoms 

and in basins in moderately fine textured alluvium. Runoff is slow 

and the hazard of erosion is slight. Vegetation is annual grasses 

and forbs. 

03. Chualar Clay Loam - Chualar clay loam consists of well-drained nearly 

level to strongly sloping soils. 0 to 15% slope. This soil formed 

on alluvial fans and terraces in mixed, moderately fine textured 

alluvium. Runoff is slow to medium. The hazard of erosion is slight. 

Vegetation is annual grasses and forbs. 

04. Cieneba Sandy Loam - Cieneba sandy loam consists of somewhat excessively 

drained strong sloping soils, 9 to 15% slope. This soil formed on 

foothills throughout the uplands in material weathered from granitic 

rock. Runoff is medium and the hazard of erosion is moderate if the 

soil is protected or not overgrazed. If this soil is left bare or 

burned over, the hazard of erosion can be high. Vegetation is chaparral. 

chamise, and annual grasses and forbs. 

05. Cieneba-Friant Sandy Loam - Cieneba-Friant sandy loam consists of 

somewhat excessively drained soils on steep slopes, 30 to 50% slope. 

The Cieneba soil formed on slightly concave sides10pes and rounded 

ridgetops in material weathered from granitic rocks. The Friant soil 

formed on ridgetops and on the upper part of north-facing slopes 
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in material weathered from mica schist. Runoff is rapid and the hazard 

of erosion is moderate if soils are burned over or overgrazed. Vege­

tation is chaparral, chamise, big sagebrush, and annuals, forbs and 

grasses. 

06. Cieneba - Rock Outcrop Complex - Cienaba-Rock outcrop complex consists 

of excessively drained soils on steep upland slopes, 30 to 50% slope. It 

is composed of about 60% Cieneba sand loam, which form on uplands 

in material weathered from granitic rock and 30% granitic rock outcrops. 

Runoff is rapid and the hazard of erosion is moderate if vegetation is 

burned off or overgrazed. Vegetation is chaparral, chamise, and 

annual grasses and forbs. 

07. Crafton-Rock Outcrop Complex, Eroded - Crafton-Rock outcrop complex, 

eroded consist of well-drained steep soils, 30 to 50% slope. It is 

composed of about 60% Crafton sandy loam which form on foothllls in 

material weathered from micaceous, schist and 30% micaceous schist 

rock outcrops. Runoff is rapid and the hazard of erosion is moderate 

to high where soil is left bare because of fire or overgrazing. 

Vegetation is chamise, chaparral, live oak, and annual grasses and 

forbs. 

08. Delhi Fine Sand - Delhi fine sand consists of somewhat excessively 

drained nearly level to strongly sloping soils, a to 9% slope that 

formed on alluvial fans in course-textured, wind reworked granitic 

material. Runoff is very slow, and the hazard of soil blowing is 

generally moderate. Vegetation is annual grasses and forbs. 

09. Fontana Clay Loam - Fontana :lay loam consists of well-drained 

moderately steep to steep SGlls, 15 to 50% slope. This soil formed 

on rounded foothills in mate~ial derived from calcareous weathered 
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shale and fine-grained sandstone. Runoff is medium to rapld and 

hazard of erosion is slight to medium. Vegetation is annual 

grasses and forbs, and some scrub oak along drainageways. 

10. Friant-Rock Outcrop Complex - Friant-Rock outcrop complex consist of 

somewhat excessively drained, steep soils, 30 to 50% slope. These 

soils formed in uplands in material weathered from mica schist. It 

is about 55 percent Friant fine sandy loam and 30 percent mica 

schist outcrop. Runoff is rapid, and hazard of erosion is moderate. 

If soils are left bare, because of fire or overgrazing, the hazard of 

erosion is high. Vegetation is big sagebrush, chamise and annual 

forbs and grasses. 

11. Garretson, Very Fine Sandy Loam - Garretson very fine sandy loa~ consists 

of well-drained gently sloping to moderately sloping soil, 2 to 9% 

slope. This soil formed on alluvial fans in alluvium derived from 

mixed but largely sandstone sources. Runoff is medium, and the hazard 

of erosion is slight to moderate where this soil is left bare. Vege­

tation is annual grasses and forbs. 

12. Gaviota-Rock Outcrop Complex - Gaviota-Rock outcrop complex consists 

of somewhat excessively drained, steep soil, 30 to 50% slope, formed 

on uplands in material weathered from sandsone. It is about 60% 

Gaviota fine sandy loam and 35% sandstone outcrop. Runoff is rapid, 

and the hazard of erosion is moderate to high if soils are left bare 

as a result of fire or overgrazing. Vegetation is chamise, annual 

grasses and forbs and a few live oaks. 
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13. Grangeville Fine Sandy Loam - Grangevl11e fine sandy loam consists 

of somewhat poorly drained nearly level soils. This soil formed on 

the slopes of alluvial fans in moderately course textured granitic 

alluvium. Runoff is slow and the hazard of erosion is slight. 

Vegetation is annual grasses and forbs and scattered cottonwood trees. 

14. Grangeville Fine Sandy Loam, Sa1ine-Alkall - Grangeville fine sandy 

loam, saline-alkali consists of somewhat poorly drained, nearly 

level, moderately saline and strongly alkali soils. This soil formed 

on the slopes of alluvial fans in moderately course textured granitic 

alluvium. Runoff is slow, and the hazard of erosion is slight. 

Vegetation is annual grasses and forbs and scattered cottonwood trees. 

15. Greenfield Sandy Loam - Greenfield sandy loam consists of well-drained, 

gently sloping to strongly sloping Soils, 2 to 15% slope. This soil 

formed on alluvial fans in moderately course textured granitic alluvium. 

Runoff is moderate to rapid and hazard of erosion is moderate. Vege­

tation is chamise annual grasses and forms. 

16. Greenfield Cobbly Sandy Loam - Greenfield cobbly sandy loam consists 

of well-drained moderately sloping to strongly sloping soil, 5 to 15% 

slope. This soil formed on broad, short, alluvial fans in moderately 

course textured granitic alluvium with 15% of the surface area occupied 

by cobblestones. Runoff is medium and the hazard of erosion is slight. 

Vegetation is chamise, annual grasses and forbs. 

17. Hanford Coarse Sandy Loam - Hanford coarse sandy loaM consists of 

well-drained gently sloping to strongly sloping soil, 2 to 15% slope, 

that formed in recent granitic alluvium on valley floors and alluvial 

fans. Runoff is slow to medium and the hazard of erosion is slight to 

high if the soil is left without plant cover. Vegetation is malnly 
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annual grasses and forbs. 

18. Hanford Sandy Loam - Hanford Sandy Loam consists of well-drained nearly 

level soil that formed in recent granitic alluvium on valley floors. 

Runoff is slow and the hazard of erosion is slight if the soil is 

left unprotected. Vegetation is mainly annual grasses and forbs. 

19. Hilmar LoamY Fine Sand - Hilmar loamy fine sand consists of somewhat 

poorly drained, nearly level soil on alluvial valley floors and fan. 

These soils formed in wind-laid, coarse-textured material underlain 

by medium textured granitic alluvium. Runoff is slow and the hazard 

of water erosion is slight. If the soils are left without a protective 

cover of vegetation, the hazard of soil blowing is high . . 
20. Merri1 Silt Loam - Merril silt loam consists of somewhat poorly drained, 

nearly level soils that formed on alluvial fans in medium-textured 

granitic alluvium. Runoff is slow and the hazard of erosion is slight. 

Vegetation is mainly annual grasses and forbs, but perennial grasses 

grow in some areas. 

21. Metz Coarse Sandy Loam - Metz coarse sandy loam consists of somewhat 

excessively drained, gently sloping to moderately sloping soils, 2 to 9% 

slope that formed in coarse-textured, mixed recent alluvium on alluvial 

fans. Runoff is slow and the hazard of water erosion is slight. The 
, 

hazard of soil blowing is slight to moderate on bare soil. Vegetation 

is annual grasses and forbs. 

22. Monserate Sandy Loam - Monserate sandy loam consists of moderately 

well-drained, gently sloping to moderately sloping soils, 2 to 9% 

slope. This soil formed on alluvial fans and terraces in granitic 

alluvium. Runoff is medium, and the hazard of erosion is slight to 

moderate if the soil is left without a protective cover of vegetation. 
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23. Nacimiento Clay Loam - Nacimiento clay loam consists of well-drained, 

moderately sloping to steep soils, 9 to 50% slope, that formed on up­

lands in material weathered from soft shale or fine-grained sandstone. 

Runoff is rapid and the hazard of erosion is moderate to high where­

soils are left bare. Vegetation is annual grasses and forbs. 

24. Oak Glen Sandy Loam - Oak Glen sandy loam consists of well-drained 

gently sloping to moderately sloping soils, 2 to 9% slope, that 

formed on alluvial fans in alluvium derived from granite. Runoff 

is slight to medium and the hazard of erosion is slight. Vegetation 

is annual grasses and forbs, oak trees and some pine trees. 

25. Oak Glen Gravelly Sandy Loam - Oak Glen gravelly sandy loam consists 

of well-drained, strongly sloping to moderately steep soils, 9 to 30% 

slope, that formed on alluvial fans in alluvium derived from granite. 

Runoff is medium to rapid and hazard of erosion is moderate to high 

if the soil is not protected by a cover of vegetation. Vegetation 

is annual grasses and forbs, oak trees, and some pine trees. 

26. Psamments and Fluvents - Frequently flooded Psamments and fluvents 

consist of sandy and gravelly material in major intermittent streambeds. 

Some areas consist of cobbles, stones, and boulders. During each 

flood, alluvium from stream banks is freshly deposited and partly re­

worked. Vegetation is limited, consisting mainly of a few scanty 

growth of annual grasses and forbs and a few willows and cottonwood 

trees. 

27. Ramona Sandy loam - Ramona sandy loam consists of well-drained, gently 

sloping to moderately steep soils, 2 to 30% slope that formed on fans 

and terraces in granitic alluvium. Runoff is medium to rapid, and the 

hazard of erosion is moderate to high where the soil is not protected 
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by vegetation. Vegetation is chamise and annual grasses and forbs 

28. San Emigdio Sandy Loam - San Emigdio sandy loam consists of well­

drained strongly sloping soils 9 to 15% slope. This soil formed on 

alluvial fans in somewhat mixed alluvium derived mainly from sedi­

mentary materials. Runoff is slow to ~edium, and the hazard of 

erosion is moderate in places where the soil does not have a 

protective cover of vegetation. Vegetation is chamise, annual grasses 

and forbs. 

29. San Emigdio Gravelly Sandy Loan - San Emigdio gravelly sandy loam 

consists of well-drained gently sloping to moderately sloping soils, 

2 to 9% slope. This soil formed on alluvial fans in somewhat mixed 

alluvium derived mainly from sedimentary materials. Runoff is slow 

to medium, and the hazard of erosion is slight. Vegetation is chamise, 

annual grasses and forbs. 

30. San Emigdio Fine Sandy Loam - San Emigdio fine sandy loam consists of 

well-drained nearly level soils, 0 to 2% slope. This soil formed on 

alluvial fan~ in somewhat mixed alluvium derived mainly from sedi­

mentary materials. Runoff is slow and the hazard of erosion is slight. 

Vegetation is chamise, annual grasses and forbs. 

31. San Timoteo Loam Eroded - San Timoteo loam eroded consists of well­

drained steep soils, 30 to 50% slope. This soil formed on uplands in 

material derived from soft, weathered sandstone. Runoff is rapid and 

the hazard of erosion is moderate to high in places where the soil 

is left bare. Vegetation is chamise, annual grasses and forbs. 

32. Saugas Sandy Loam - Saugus sandy loam consists of well-drained steep 

soils, 30 to 50% slope. This soil formed on uplands in weakly conso­

lidated sediment. Runoff is rapid and the hazard of erosion is 
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moderate to high in places where the soil is left bare. Vegetation 

is chamise, annual grasses and forbs. 

33. Soboda Gravelly Loamy Sand - Soboda gravelly loamy sand consists 

of excessively drained, nearly level to ~oderately sloping soils, 

o to 9% slope. This soil formed on long, broad alluvial fans in 

granitic alluvium. Runoff is very slow, and the hazard of erosion 

is slight. Vegetation is chamise, annual grasses and forbs. 

34. Soboda Stony Loamy Sand - Soboda stony loamy sand consists of ex­

cessively drained gently sloping to moderately sloping soils, 2 to 9% 

slope. This soil formed on long, broad, smooth alluvial fans in 

granitic alluvium. Runoff is slow and the hazard of erosion is slight. 

Vegetation is chamise, annual grasses and forbs. 

35. Soper Gravelly Loam - Soper gravelly loam consists of well-drained, 

moderately steep to steep soils, 15 to 50% slope, that formed on 

uplands in material weathered from weakly consolidated sandstone or 

conglomerate. Runoff is rapid and the hazard of erosion is moderate 

36. 

to high 

cover. 

trees. 

Sorrento 

level to 

alluvial 

in places where the soil is left unprotected by vegetation 

Vegetation is annual grasses and forbs and scattered live oak 

Clay Loam - Sorrento clay loam consists of well-drained, nearly 

gently sloping soils, 0 to 5% slope. This soil formed on 

fans in alluvium derived from mixed granitic and sedimentary 

sources. Runoff is slow to medium, and the hazard of erosion is 

slight to moderate. Vegetation is annual grasses and forbs. 

37. Tollhouse Sandy Loam - Tollhouse sandy loam consists of excessively 

drained, steep soils, 30 to 50% slope, that formed on uplands in 

material weathered from granitic rocks. Runoff is rapid to very 
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rapid and the hazard of erosion is moderate to high in places where 

soil is left bare. 

38. Tujunga Loamy Sand - Tujunga loaMY sand consists of somewhat excessively 

drained, nearly level to gently sloping soils 0 to 5% slope, that formed 

on broad long alluvial fans ;n granitic alluvium. Runoff is slow to very 

slow. The hazard of water erosion is slight. The hazard of soil blowing 

is moderate to high on bare soil. Vegetation is thin stands of chamise, 

some big sagebrush and annual grasses and forbs. 

39. Tujunga gravelly loamY sand - Tujunga gravelly loamy sand consists of 

somewhat excessively drained, nearly level to moderately sloping soil, 

o to 9% slope, that formed on long, broad, smooth alluvial fans in 

granitic alluvium. Runoff is very slow to slow and the hazard of erosion 

is slight because of the gravelly surface layer. Vegetation is thin 

stands of chamise, some big sagebrush, and annual grasses and forbs. 

40. Vista-Rock Outcrop - Vista-Rock outcrop complex consists of well-drained, 

steep soils, 30 to 50~ slope, that formed on foothills in the uplands 

in material weathered from granitic rock. This soil complex is about 

50% Vista sandy loam and 30% rock outcrop. Runoff is medium to rapid, 

and the hazard of erosion is moderate. Vegetation is chamise and 

annual grasses and forbs. 

41. Quarry-Gravel Pit - Quarry and gravel pit are areas where the soil 

has been removed so that a mineral or sand and gravel can be commercially 

extracted. 

50. Water - Hater includes all naturally occurring and man-made waterbodies. 
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SURFACE CONFIGURATION CODE DESCRIPTION 

1 = Simple Surface - a single, continuous plain with only minor variations 

over the entire surface of the area. This plain may be flat, concave 

or convex in profile and/or transect. 

2 = Undulating Surface - gently fluctuating plains in profile and/or 

transect; without angularity. 

3 = Complex Surface - multiple changes of slope and aspect with angular 

or mixed breaks in slope. 
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GEOLOGIC HAZARDS 

Alquist Priolo Fault Zones Code Descrjption 

Alquist Priolo zones are seismic hazard zones adjacent to potentially 

active faults. The boundaries for the zones were determined by California 

Division of ~tines and Geology. 

1. Area not within fault zone. These areas fall outside official 

Alquist Priolo Fault hazard zones. 

2. Area within fault zone. These areas are within official 

Alquist Priolo Fault hazard zones. 

Landslide Susceptibility Code Descriptions 

Landsl ide susceptibil ity information came from ~1ajor Landsl ides and 

Generalized Relative Slope Stability Southwestern San Bernardino County 

California by D. M. Morton. This map divided the landscape into three 

landslide susceptibility regions: generally devoid of landslides, low to 

moderate landslide susceptibility, and moderate to high landslide 

susceptibility. Also delineated on this map were the location of known 

landslides. 

1. Generally devoid of landslides, not a known landslide. This 

code indicates that the area is within the generally devoid 

of landslides region with no landslide present. 

2. Generally devoid of landslides, known landslide. This code 

i ndi cates that the area is a known 1 ands 1 ide \'1hi ch is 1 oca ted 

within a generally devoid of landslides region. 

3. Low to moderate landslide susceptibility not a known landslide. 

This code refers to areas within the low to moderate landslide 

susceptibility region which are not known landslides. 
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4. Low to moderate landslide susceptibility, known landslide. This 

code indicates that the area is a known landslide which is located 

within a low to moderate landslide susceptibility region. 

5. Moderate to high landslide susceptibility, not a known landslide. 

This code indicates that the area is within the moderate to high 

landslide susceptibility region with no landslides present. 

6. Moderate to high landslide susceptibility, known landslide. 

This code indicates that the area is a known landslide which is 

located within a moderate to high landslide susceptibility region. 
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DEPTH TO GROUND WATER-CODE DESCRIPTION 

Depth to ground-water indicates the depth from the surface, 

measured in feet at which ground-water is encountered. Fluctuations 

in the ground-water level will occur in response to precipitation, 

ground-water recharge and ground-water mining. 

1. a-50' - Within this class ground-water is encountered 

between the surface and 50 feet. 

2. 50'-100' - Within this class a ground-water is encountered 

between 50 to 100 feet. 

3. lOa' and Greater - Within this class ground-water is en­

countered at lOa' or greater. 

B-59 



FLOOD-PRONE AREAS CODE DESCRIPTION 

The approximate boundaries of flood-prone areas are shown on 

this map. There is, on the average, about 1 chance in 100 that the 

designated flood-prone areas will be inundated in any year. 

1. Not Flood-Prone - These areas fall outside designated 

flood-prone areas. 

2. Flood-Prone - There is 1 chance in 100 that the area will 

be inundated in any year. 
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MANUSCRIPT #2 SURFACE HYDROLOGY AND FAULT MAP 

STR8U~ ORDER CODE DESCRIPTION 

The order of a stream is a representation of its place in a hierarchy 

of streams feeding into it. This is a functional relationship of course 

line segments as described below. 

1 = First Order - A first order stream is one with no tributary streams. 

All of its flow is derived as runoff from a single basin. 

2 = Second Order - A second order stream drains two or more primary drainage 

basins containing first order streams. A second source of water 

comes from runoff along the course line itself. 

3 = Third Order - A third order stream drains at least two second order 

streams as well as an unlimited number of first order streams and 

interbasin runoff. 

4 = Fourth Order - A fourth order stream drains at least two third order 

streams, as well as an unlimited number of first and second order 

streams, and interbasin runoff. 

S = Fifth Order - A fifth order stream drains at least two fourth order 

streams as well an unlimited number of first, second and third order 

streams, and interbasin runoff. 
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FLOW CHARACTERISTICS CODE DESCRIPTION 

not. 

The flow regime indicates whether the stream flows the year around or 

1 = Perennial Flow - The stream continues to flow throughout the year. 

2 = Intermittent Flow - The stream does not flow continuously throughout 

the year. Flow may occur only after storms, during the rainy season 

or from snow melt. During the rest of the year the streambed is dry. 

This must not be confused with ephemeral streams which flow and dry 

up daily. 
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CHANNELIZATION CODE DESCRIPTION 

Channelization indicates whether a stream's course has been altered 

by man. Within most of the study area, streams running through popu­

lated valley areas are channelized to minimize the flood hazard. 

1. Not Channelized - This indicates that the stream fo11ows a 

natural course. 

2. Channelized - This indicates that the stream flows within 

a man-made channel. 
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FAULT CODE DESCRIPTION 

1. Accurately located fault 

2. Well located fault 

3. Concealed Fault 

4. Fault inferred from seismic activity 

Accurately Located Fault - An accurately located fault is one for which there 

is not only good evidence for the existence of the fault, but the exact 

location of the fault is known. 

Well Located Fault - A well located fault is one for which there is good 

evidence for the existence of the fault, but the exact location of the 

fault trace is not certain. 

Concealed Fault - A concealed fault is one for which the trace of the fault 

is covered by a younger rock unit not affected by the fault; thus, the 

exact location of the fault is unknown. 

Fault Inferred From Seismic Activity - A fault inferred from seismic activity 

is one which has little or no surface evidence, but whose existence is 

suspected because of seismic activity in the area of the inferred fault. 
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MANUSCRIPT #3 GENERAL PLAN LAND USE 

GENERAL PLAN LAND USE CODE DESCRIPTION 

This land use map was obtained from the San Bernardino County General 

Plan. The map shows permitted land uses projected for the next 5 to 20 

years. 

only. 

It represents partial land use policy for unincorporated areas 

For city areas this map is only diagramatic. For policy guidance 

within city areas the user should refer to the appropriate city general 

plan. The code structure is self-explanitory, therefore, no code des­

cription are given. 
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MANUSCRIPT #4 TRANSPORTATION AND INFRASTRUCTURE MAP 

ROADS 

Responsible Agency Code Description 

The following agencies constructed and are responsible for maintaining 

the roads. 

1. State road 

2. County road 

3. National Forest Service road 

4. U.S. Highways 

Road Classified by Intensity of Use Grouping Code Description 

This item classifies road according to traffic intensities. 

1. Arterial - Freeways were the arterial highway mapped for this 

study. 

2. Collector - Collectors included all major highways. The San Ber­

nardino County General Plan Circulatlon Map was used to identify 

collector road. 

3. Local - No local roads within the valley area were mapped. 

Roads by General Surface Qualities Code Description 

This item classifies roads according to surface quality. 

1. Paved - A paved road is one which has improved road beds and all 

weather surface. 

2. Non-Paved - No non-paved roads within the valley area were mapped. 

Scenic Roads Code Description 

Scenic roads are State Highways officially designated as scenic. 

1. Not Scenic - This indicates that a road is not a scenic road. 

2. Scenic- This indicates that a road is a State Scenic Highway. 
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RAILROADS 

RAILROAD CODE DESCRIPTION 

Only major railroad lines were mapped for this study. 

1. Major Railroad - This indicates that the specified line segment 

is a major railroad. 
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ANNOTATED BIBLIOGRAPHY 

The following is an annotated bibliography containing description of each 

collateral item used for this study. 
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)ESCRIPTIO'4: The following L:24.000 U.S.G.S. topographic sheets were 
photographically reduced and CDmposfted together to produce 
the San Bernardino and Redlands 1:62,500 topographic base maps. 

San Bernardino 1 :62,500 ~ Redlands ~ 

Fontana 1:24,000 1967 Harrison Mtn. 1:24,000 1967 
Devore 1:24,000 1966 Keller Peak 1:24,000 1967 
San Bernardino North 

1:24,000 1967 Redlands 1:24,000 1967 
If San Bernardino South Yucaipa 1 :24,000 1967 
$ 1 :24,000 1967 

~: 
Suftable for sfte specific evaluatfon 
Suitable for identification of local area conditions/features 
Suitable for fdentification of regional condftfons/features 
Non-Geographic 
Other ____ .... _________________________________________ ___ 

':O.M~: 

X' Complete for study area 
:J Partial for study area -, !ndividual sftes only 

Othe~~'~o~f~ma~p~s-.-=8--------------------------------------

ITEM NAME' 
I Topographic Base Maps 

SOURCE: Environmental Science Research 
Institute (ESRI) 
Note:ESRI reformatted 1 :24,000 
U.S.G.S. topographic maps to pro­
duce the 1:62,500 base maps used 
for this study 

REVISION SCHEDULE: 

AGE: 
Date of Preparatio",_'ul.J..l~98'_l1 ___ _ 
Date of Publ1cat10" ____ _ 
Date of Revisfo" _____ _ 

Frequency of scheduled revfs1ons ____________________ _ 

Published revisions Ivaflab1ec:JYes ~No 

SCALE: COST: 
1:62,500 

'DATA CLASSES/LEGEND CATEGORIES: 

Standard U.S.G.S. mapping symbols 
Topographic contours 
(Urban tint deleted) 

ACQUISITION NOTES: ESRI 
• 380 New York St. . 'AT: FOR MAPPED INFORMATION ONL~: 

:J Published ~ap/Report Tvpe of COBrdfnat~ SYstem Geogr.aphi~ r.ODtrliOAtes (latitude 
-, "n"ulo.l f she'" uaD/Report 11>n91 tude J nwersa I 7r~nsvel Sf Ml!rtiltor, congn!SS fOl\ r ' 

~ ~ ~ ~ ~ Survey (Townshfp,RangelState Plane Coordinates 

Redlands, CA 92373 
Note: USGS mylar topographic sheets can be ordered from: 

U.S.G.S. 

:J Records/Ffles Stable Base ill Yes 0 No 
:J Other ___ -'-____ Indivfdual HIp She 14 1/2" x 17 1/2" 

!~!CA~ ASS!STA~C~: 

• - '1 a b 1 • 1m S I 

CONTACT PERSON: 

Branch of Distribution 
Denver Federal Center 
Oenver, Colorado 80225 

Russ Michal 
E5 ... 
190 New York ~t R~rllAnrl~ rA Q?171 "1~\1~' 'oC, 



SCQ!PTION: 
Fault zone was acquired from State of California special studies 
maps which identified both faults and seismic hazard zones. The 
fault and se'fsmic hazard infonnation were printed on 1 :24,000 
U.S.G.S. Topograph sheets. ,The following maps were used: 
Name ,Published Name Pub 11 shed 
Devore 1974 Harrison Mtn. 1974 
San Bernardino North 1974 Keller Peak 1974 
San Bernardino South 1977 Redlands 1977 

'YucaIpa 1979 
.... 
o 

~'tIICV : 

-'. Suitable for site specific evaluation 
:£ 
-, Sui~a~le ~or identification of local area conditions/features 

S~ita~le for identification of regional conditions/features .., 
\,on-Geographic 
Ot~er _______________________________________________________ ____ 

~ 
Z Co~plete for study area 
J Partial for study area 
J !ndfvfdual sftes only 
J Other. , of Maps • B 

FOR MAPPED INFORMATION ONL.Y: 

ITEM NAME; 

State of California Special Studies Zones 

SOURCE: California Division of Mines 
and Geology 

REVISION SCHEDULE: 

AGE: 
Date of Preparation. ____ _ 
Oate of Publ 1cation 1974-1979 

Date of Revf s10n, __________ _ 

Frequency of scheduled revfsions ________________________ _ 

Publ fshed revisions avaflabl e DYes 
SCALE: 

DNO 

COST: 
1:24,000 

'OATA CLASSES/LEGEND CATEGORIES: 

Potentially Active taults 
Aerul Photo Lineaments 
Special Study Zone Ooundaries 

ACQUISITION NOTES: 

No Cost 

] Published Map/Report Type of Coordinate System Geographic coordinates 
(latitude and lonoitute) UnIversal IrllnsverSII FlerEator CongressIonal SurVey lt6wnshlp,rangel~tate Plane oordfnates 

Maps'acquired over the counter from the San Bernardino 
County Planning Department 

J 
J 
) 

~npv~lfshed ~ap/Report 

Records/Ffl es Stable Base 0 Yes l] No 
Other ___ --'-____ Indhldual Map Sfze_11.Ol9 ... "xAo-'2,.2_1u;/..Io.2_" ____ _ 

!CA~ ASS!STMICE: 
Available (rom sq4rce [J Yes DNo 

CONTACT PERSON: Ron Matyas 
San Oernardino County Planning Department 
San Bernardino, CA 



), 

:$CRIPT!ON: 

71 --, 
-' 
I 

"I 

The soil survey maps soils to the series and phase level. 
The accompan'tng text describes each soil series in detail 

Suita~le for site specific evaluation 
Suitable for identification of local area conditions/features 
Sulta~le for identification of regional conditions/features 
Non-Geographfc 
Cther _______________________ _ 

Complete for study area 
Partial for study area 
!ndfvidual sites only 
Other. 'of maps • 8 

FOR MAPPED INFORMATION ONLY: 

,ITEM NAME; 

SOURCE; United States Department of 
A~riculture, Soil Conservation 
Service in Cooperation with 
University of CalifornIa Agri­
cultural Experiment Station 

REVISION SCHEDULE: 

AGE: 
Date of Preparation,_lg_7_7 __ _ 
Date of Publication Jan.lg80 
Date of Revfsfon, _____ _ 

Frequency of scheduled rev1sions, _________________ _ 

Published revisions availableOYes 

~: 
1:24,000 

• DATA CLASSES/LEGEND CATEGORIES: 

SolI series and phases 

rn No 
COST; 

No Cost 

°u~lfshed Map/Report 

AcqUISITION NOTES: U,S. Department of AgrIculture 
Soil Conservation ServIce 
Redlands Field Office 
Redlands, California Type of Coordinate System Congressional Township 

and Range and Latitude, Longitude Cartesian Coordinate -, 
-1 IJnpu~l ished "'ap/Report 
] ~ecords/Flles Stable Sase 0 Yes ~ No 
] O~her ___ --L. ____ !ndfvldual Map She 19" x 22 1/2" CONTACT PERSON: 
I~~CA~ ASS!STANC~: 

I a !II _ 1ft sO;, _. m ,'" . LJIIU 



-i 

SCRIOTIO~: 

The Thomas Bros. Street Atlas was used to identify State 
scenic highways 

'.'~ACY: 

!1' Sulta!:Jle for site specific evaluatfon 
~ 

] 
] 

r1 
] 

Suitable for identfficatfon of local area conditfons/features 
Suitable for identification of regional conditions/features 
Non-Geographic 
Ot~er ________________________________________________ ___ 

Co~plete for study area 
Partial for study area 

] !ndfvfdual sites only 
[J Other. ___ '_of_Ma...;,p_s_-_19 _________________ _ 
,or: 
~ Pu!:J11 shed flap/Report 

FOR MAPPED INFORMATION ONLY,: , 
Type of Coordinate System Congressional Survey 

ITEM NAME: 
San Bernardino County Popular Street Atlas 

SOURCE: AGE: 

Thomas Bros. Maps 
Date of Pr( aration_N..;,./-,A __ _ 
Date of Publ1cAt10n,_1...;,9...;,O,;.,O __ _ 
Date of Revision N/A 

REVISION SCHEDULE: 
Frequency of scheduled revfsions ______________ r ______ _ 

Published revisions availableOYes 
~: 

1:62,500 

'DATA CLASSES/LEGEND CATEGORIES: 

Scenic State Roads 
Topographic Information 

oNo 

COST: 
$15,00 

ACQUISITION NOTES: Available at many bookstores 

J ~npub~lshed ~ap/Report T and R and Thomas Bros. Alpha/numeric Coordinate System 

] Records/Files Stable Base 0 Yes [j No 
] O~her ___ -J... ____ Jndi vi dua 1 Map S he --J7"';'''..,j1!~B_'' _____ _ CONTACT PERSON: 
~!CA~ ASS!STA~CE: 

Aval1a!:Jle from sO,ll rce 00 Yes DNo 



~SCRIPT!ON: 

This map identifies permitted land use groupfngs. It depfcts 
generalized land use patterns prfnted on 1:62,500 U.S.G.S. 
topographic sheets 

Suita~le for site specific evaluation 
Suita~le for identffication of local area conditions/features 
S~fta~'e for identification of regional conditions/features 
Non-Geographic 
Ot.,er _______________________ _ 

~ 
1] COII'p1ete for study area 
~ Pa rti a I for study area 
:J !n~fv~c!ual sites only 

:J ~~he~----------------------------------------------__ 
'AT: FOR MAPPED INFORMATION ONLY.: 
;] Pub 11shec! Map/Report Type of Coordi nate Sys tem Town5hi D and -, '..'npu!) 11 shed "'apl Report __ Ra:;.;.n ... 9=..e ______________________ _ 

J Records/Ffles Stable Base 0 Yes I;J No 
] Othe '" ___ --'-____ Ind i vi dua I Ma pSi ze--.19;.,."....;;,.x ...;2;,;;.9_" _______ _ 

"leN. ASSISTANCE: 
abl m SC, 

ITEM NAME; 
San Bernardino County General Plan Land Use. 
East Valley 
San Bernardino County Consolidated General Plan 
and Implementation System 

SOURCE: San Bernardino County Planning 
Department 

AGE: 
Date of Preparation, ____ _ 
Date of PubHcation_I;.;;9_79~ __ 
Date of Revisfon _____ _ 

REVISION SCHEDULE: 
Frequency of scheduled revfsions _____________ _ 

Publhhed revisions availableOVes 

~: 

DNo 

COST: 
1 :62 ,500 No Cost 

. DATA CLASSES/LEGEND CATEGORIES: , 
Seven permitted land use groupings 

1. Residential 
2. Agricultural 
3. Public 
4. Rural livfng 

ACQUISITION NOTES: 

CONTACT PERSON: 

5. Rural conservation 
6. CO/lVl1ercial 
7. Industrial 

San Bernardino County Planning Department 
1111 E. Mill St. 
San Bernardfno, Calif. 

Ron Matyas 
San Bernardino C'n"n~v Pl,n..f"g Oe--

4) 3 ;72 



5CRIPTION: 

~: 

The circulation map shows Freeways. major highways. divided 
major highways and secondary highways. No local roads or 
trails are mapped 

J ' Suita~le for site specific evaluation 

J Sulta~le for identification of local area conditions/features 
~ Suitable for Identification of regfonal conditions/features 
] Non-Geographic 

Other _______________________ _ 

!M~: 

il Complete for study area 
] Partial for st'Jdy area 
] !ndividual sHes only 

ITEM NAME; San Bernardino County General Plan Circulation 
San Oernardfno County Consolidated General Plan 
and Implementation System 

SOURCE: San Bernardino County Planning AGE: 
Department Oate of Preparatlon ____ _ 

Date of Publication 1979 -----
Date of Revls10n, _____ _ 

REVISION SCHEDULE: 
Frequency of Scheduled revfsions _________________ _ 

Published revisions available DVes 
SCALE: 

1:62,500 
'DATA CLASSES/LEGEND CATEGORIES: 

DNo 
COST: 

No cost 

Freeway. divided major. major and secondary highways, 

Other. ' of Maps • 1 ACQUISITION NOTES: San Bernal'dino County Planning Department 
1"1 Eo Mill St. 

T: FOR MAPPED INFORMATION ONL~: , San Bernardlno, CA 
Published Map/Report Type of Coordinate System Congressional Survey 
Vnpubllshed ~ap/Report Township and range 

----------~-------------------Records/Fl1es Stable Base 0 Yes ~ No 
Ct'ler ___ --L. ____ Individual Map S1ze.-;.;19;...·~x .,;,2;...9'_' _____ _ CONTACT PERSON: Ron Matyas 

!~A~ ASSISTANCE: San Bernardino County Planning Dept. 

AvaPable from sq4rce Ii] Yes DNa 



~SCq!PTIOJ4: 

This map shows general depth to groundwater in 25' increments. 
de11neated on U.S.G.S. topographic sheets. It was obtained from 
the following report: Geologic Hazards in Southwestern San Bernardino 
County, California, Special Report '\3, Plate 4B. California Olvlsion 
of M1nes and Geology 

- . Suitable for site specific evaluation 
Suftable for identification of local area conditions/features 
Svfta~le for identification of regional conditions/features 
.'1on-Geograph f c 
Other _______________________ _ 

::~.M::· 

..... 
" . 

Co~plete for study area 
Partial for study area 
!ndividual sites only 
Other. I of Maps • 1 

ITEM NAME; 

AGE: SOURCE: California Division of Hines 
and Geology Date of Preparation ____ _ 
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SAN BERNARDINO NATIONAL FOREST VEGETATION CODES 

01 = Dougl as Fi" & Bi g Cone Dougl as Fl r 
02 = Ponderosa & Jeffrey Pine 
04 = White Fi r 
07 = Sugar Pi ne 
08 = Lodgepole Pine 
09 = Incense Cedar 
11 = Coulter Pine 
12 = Pinon Pine 
14 = Juniper 
15 = Limber Pine 
16 = Deciduous Woodland 
17 = Live Oak ~~oodland 
18 = Joshua Tree Woodland 
19 = Ceanothus Chapparal (Scrub Oak Inc.) 
20 = Chamise Chapparal 
21 = Manzanita Chappara1 
22 = Red Shank Chapparal 
23 = Juniper - Scrub Oak - Pinon Woodland 
24 = Coastal Sage 
25 = Great Basin Sage 
26 = Riparian, Live Oak 
27 = Riparian, Alder-Willow-Aspen 
28 = Riparian, Sycamore-Cottonwood 
29 = Desert Scrub Veg. (Cresote) 
30 = Grassl and 
31 = Barren, Urban, or Agriculture 
32 = Wi 1 derness 
33 = Water Body 
34 = Interior Live Oak Woodland (Emergent) 
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APPENDIX C 

Vertical Integration Data Base 
Soil Interpretive Ratlngs 

(San Bernardino Valley Only) 



PREPARED BY: 

SOIL INTERPRETIVE PATINGS 

CIRSS 

SAN BERNARDINO VERTICAL INTEGRATION STUDY 

for 

NASA and ESRI 

Aerial Information Systems, Inc. 
23537 Crest Forest Drive 
P. O. Box 790 
Crestline, California 92325 
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501ls, Column 8 and 9 

01 Alo clay 
02 Chino silt loan 
03 Chualar clay loam 
04 Cieneba sandy loam 
05 Cieneba-Friant sandy loam 
06 Cieneba-Rock outcrop complex 
07 Crafton-Rock outcrop complex (eroded) 
08 Delhi fine sand 
09 Fontana clay loam 
10 Friant-Rock outcrop complex 
11 Garretson very fine sandy loam 
12 Gaviota-Rock outcrop complex 
13 Grangeville fine sandy loam 
14 Grangeville fine sandy loam, saline-alkali 
15 Greenfield sandy loam 
16 Greenfield cobbly sandy loam 
17 Hanford coarse sandy loam 
18 Hanford sandy loam 
19 Hilmar loamy fine sand 
20 Nerrill silt loam 
21 Metz coarse sandy loam 
22 Honserate sandy loam 
23 Nacimiento clay loam 
24 Oak Glen sandy loam 
25 Oak Glen gravelly sandy loam 
26 Psamments and Fluvents, frequently flooded 
27 Ramona sandy loam 
28 San Emigdio sandy loam 
29 San Emigdio gravelly sandy loam 
30 San Emigdio fine sandy loam 
31 San TillOteo loam 
32 Saugus sandy loam 
33 Soboba gravelly loamy sand 
34 Soboba stony loamy sand 
35 Soper gravelly loam 
36 Sorrento clay loam 
37 Tollhouse sandy loam 
38 Tujunga loamy sand 
39 Tujunga gravelly loamy sand 
40 Vista-Rock outcrop complex 
41 Quarry-Gravel pit 
50 Water 
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SOIL PROPERTIES 

The soil properties most commonly described, or used for environmental modeling~ 
are developed here. 

Depth to Bedrock 

Average depth to bedrock is represented by a single digit code indicating 
the number of feet to bedrock from the surface horizon of the typical pedon, 
e.g. 3 = 3 feet depth. The numeral 9 means the depth was not recorded. 

Permeability 

Permeability is that quality of a soil that enables it to transmit water or 
air. It is estimated on the basis of those soil characteristics observed in 
the field, particularly structure and texture. The estimates in the table do 
not take into account lateral seepage or such transient soil features as 
p10wpans and surface crusts. 

Values shown are inches per hour: 

1 = < .06 

2 = .06 to .2 

3 = .2 to .6 

4 = .6 to 2 

5 = 2 to 6 

6 = 6 to 20 

7 = > 20 

9 = Too variable to rate 

Shrink-swell Potential 

Shrink-swell potential is the relative change in volume of a soil 
material ~ith.ch~nges in moisture content. Extent of shrinking soil 
and.s~lllng 1S 1n1!uenced b~ the amount and kind of clay in the soil. 
Shrlnk1ng and swell1ng of salls causes much damage to building foundations. 
roads, and other structures. 

1 = low 

2=~~n~ 

3 = High * 
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4 = Too variable to rate 

* A high shrink-swell potential indicates a hazard to maintenance of structures 
built in, on, or with material having this rating. 

Surface Texture 

The relative proportions of sand, silt, and clay particles in a mass of soil. 
Values used are listed in order of increasing proportion of fine particles. 

1 = Sand 

2 = Coarse sand 

3 = Fine sand 

4 = Very fine sand 

5 = Loamy sand 

6 = Gravelly loamy sand 

7 = Fine loamy sand 

8 = Very fine loamy sand 

9 = Sandy 10am 

10 = Gravelly sandy loam 

11 = Fine sandy loam 

12 = Very fine sandy loam 

13 = Loam 

14 = Silt loam 

15 = Silt 

16 = Sandy clay loam 

17 = Clay loam 

18 = Silty clay loam 
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19 = Sandy clay 

20 = Silty clay 

21 = Clay 

99 = Variable 

Available Water Holding Capacity 

Available water holding capacity is the ability of soils to hold water for use by 
most plants. It is commonly defined as the difference between the amount of 
water in the soil at field capacity and the amount at the wilting point of most 
crop plants. 

Value ranges are the vapor pressure deficit at permanent wilting point in 
inches of mercury: 

01 = 0.01 - 0.03 

02 = 0.03 - 0.05 

03 = 0.04 - 0.06 

04 = 0.05 - 0.07 

05 = 0.06 - 0.07 

06 = 0.06 - 0.08 

07 = 0.07 - 0.09 

08 = 0.07 - 0.10 

09 = 0.08 - 0.09 

10 = 0.08 - 0.10 

11 = 0.09 - 0.10 

12=0.10-0.12 

13 = 0.10 - 0.13 

14=0.10-0.14 

15 = 0.10 - 0.15 

16 = 0.11 - 0.13 

17 = 0.11 - 0.14 
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18=0.11-0.15 

19 = 0.12 - 0.13 

20 = 0.12 - 0.14 

21 = 0.13 - 0.15 

22 = 0.14 - 0.15 

23 = 0.14 - 0.16 

24 = 0.14 - 0.17 

25 = 0.15 - 0.17 

26 = 0.16 - 0.20 

27 = 0.17 - 0.18 

28 = o. 17 - O. 19 

29 = o. 1 7 - O. 20 

30 = 0.18 - 0.20 

99 = Too variable to rate 



Drainage 

Drainage class refers to the condition of frequency and duration of periods 
of saturation or partial saturation that existed during the development of 
the soils. This differs from altered drainage, which is commonly the result of 
artificial drainage or irrigation but may De caused by the sudden deepening 
of channels or the blocking of drainage outlets. Seven different classes 
of natural soil drainage are recognized. 

Classes used are: 

1 = Excessively drained soils are commonly very porous and rapidly 
permeable and have a low water-holding capacity. 

2 = Somewhat excessively drained soils are also very permeable and 
are free from mottling throughout their profile. 

3 = Well-drained soils may exhibit some mottling and are commonly 
of intermediate texture. 

4 = Moderately well drained soils commonly have a slowly per~eable 
layer in or immediately beneath the solum. They have unlform color 
in the upper and mottling in the lower horizons. 

5 = Somewhat poorly drained soils are wet for significant pe:iods 
but not all the time, and some soils commonly have ~ottllng at a 
depth below 6 to 16 inches. 

6 = Poorly drained soils are wet for long periods, are light gray 
and most are mottled from the surface downward 

7 = Very aoorly drained soils are wet nearly all the time. They 
have ark-gray or black surface laye~ Deeper parts of the 
profile are gray or light gray, with or without mottling. 

9 = Variable 
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SOIL INTERPRETATIONS 

The soil interpretations are based on the soil properties significant to 
engineering. Ratings are used to summarize limitations or suitability of the 
soil. 

Soil limitations are indicated by the terms slight, moderate, and severe. 
Slight means that soil properties are generally favorable for the specified 
use or that limitations are minor and easily overcome. Moderate means that 
some soil properties are unfavorable but can be overcome or modified by 
special planning and design. Severe means that soil properties are un­
favorable and so difficult to correct or overcome as to require major soil 
reclamation, special designs, or intensive maintenance. 

Soil suitability is shown by the terms good, fair and poor, which have meanings 
approximately parallel to the terms slight, moderate, and severe. 

Dwellings Without Basements 

Dwellings without basements are not more than three stories high and are 
supported by foundation footings placed in undisturbed soil. The features 
that affect the soil for dwellings are those that relate to capacity to 
support load and resist settlement under load and those that relate to ease 
of excavation. Soil properties that affect capacity to support load are 
wetness, susceptibility to flooding, density, plasticity, texture, and 
shrink-swell potential. Those that affect excavation are wetness, slope, 
depth to bedrock, and content of stones and rocks. 

Classes used are: 

1 = Slight 

2 = Slight to moderate 

3 = Moderate 

4 = Slight to severe 

5 = Moderate to severe 

6 = Severe 

9 = Variable 

Septic Tank Absorption Field 

Septic tank absorption fields are subsurface systems of tile or perforated 
pipe that distribute effluent from a septic tank into natural soil. The soil 
material from a depth of 18 inches to 5 feet is evaluated. The soil properties 
considered are those that affect both absorption of effluent and construction 
and operation of the system. Properties that affect absorption are permeability, 
depth to water table or rock, and susceptibility to flooding. Slope is a soil 
property that affects difficulty of layout and construction and also the risk of 
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soil erosion, lateral seepage, and downslope flow of effluent. Large rocks or 
boulders increase construction costs. 

Classes used are: 

1 = Slight 

2 = Slight to moderate 

3 = Moderate 

4 = Slight to severe 

5 = Moderate to severe 

6 = Severe 

9 = Variable 

Shallow Excavations 

Shallow excavations are those that require digging or trenching to a depth 
of less than 5 feet, as for example, excavation for pipelines, sewerlines, phone 
and power-transmission lines, basements, open ditches, and cemeteries. De­
sirable soil properties are good workability, moderate resistance to sloughing, 
gentle slopes, absence of rock outcrops or big stones, and freedom from flooding 
or a high water table. 

Classes used are: 

1 = Slight 

2 = Slight to moderate 

3 = Moderate 

4 = Slight to severe 

5 = Moderate to severe 

6 = Severe 

9 = Variable 

Sanitary Landfills 

Sanitary landfills (area-type) dispose of refuse. Refuse is placed on the 
surface of the soil in successive layers. The cover material generally must 
be brought in. A final cover of soil material at least 2 feet thick is placed 
over the fill when it is completed. Landfill areas are subject to heavy 
vehicular traffic. Some soil properties that affect suitability for landfill 
are ease of excavation, hazard of polluting ground water, and trafficabilty. 

~9 



The best soils have moderately slow permeability, withstand heavy traffic, and 
are friable and easy to excavate. 

Classes used are: 

1 = Slight 

2 = Slight to moderate 

3 = Moderate 

4 = Slight to severe 

5 = Moderate to severe 

6 = Severe 

9 = Variable 

Cover Materials for the Area-Type Landfills 

Cover material for the area-type landfills generally must be obtained from a 
source away from the site. Suitability of a soil for use as cover is based 
upon properties that reflect workability, ease of digging, moving, and spreading 
over the refuse daily during both wet and dry periods. Slope, wetness, and 
thickness of the soil material are considered. 

Classes used are: 

1 = Good 

2 = Good to fair 

3 = Fair 

4 = Good to poor 

5 = Fair to poor 

6 = Poor 

9 = Variable 

Hydrologic Soil Group 

Hydrologic soil groups are used in watershed planning to estimate runoff from 
rainfall. Soil properties are considered that influence the minimum rate of 
infiltration obtained for a bare soil after prolonged wetting. These properties 
are depth to a seasonally high water table, intake rate and permeability after 
prolonged wetting, and depth to a very slowly permeable layer. The influence 
of ground cover ;s treated independently and is not considered in the assign­
ment of hydrologic soil groups. 
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Soils in group A have the lowest runoff potential and highest infiltration 
rates, and s~ils 'n group D have the highest runoff rates and slowest infil­
tration rates. ~oils in groups Band C are intermediate in these characteris­
tics. 

Classes used are: 

1 = A 

2 = B 

3 = B to C 

4 = C 

5 = B to C 

6 = C to D 

7 = D 

9 = Variable 

Suitability as a Source of Sand, Gravel and Roadfill 

A soil rated as a good or fair source of sand or gravel generally has a layer 
of sand or gravel at least 3 feet thick, the top of which is within a depth of 
5 feet. The ratings do not take into account thickness of overburden, 
location of the water table, or other factors that affect mining of the materials, 
and they do not indicate the quality of the deposit. 

The suitability ratings reflect the predicted performance of soil after it 
has been placed in an embankment that has been properly compacted and provided 
with adequate drainage, and they reflect the relative ease of excavating the 
material at borrow areas. 

Suitability as a source of sand, gravel and roadfill are rated as: 

1 = Good 

2 = Good to fair 

3 = Fair 

4 = Poor 

5 = Unsuited 

9 = Variable 
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AGRICULTURAL CAPABILITY 

Agricultural Capability units were identified by a series of numeric codes 
showing whether the recommended rating is for irrigated or dry farming; 
minimum value received by a soil series phase, maximum value received by 
a series phase and the predominant value to be applied to the series based 
upon percentage composition of the phases representing that series. 

Irrigated Versus Dry 

A single digit code is used to identify recommended farming practice: 

1 = Irrigated 

2 = Dry Farming 

A three digit code is developed for each value to show the minimum, maxi­
mum and predominant Agricultural Capability unit. The first digit represents 
the agricultural classes. 

Capability Classes. The numerals indicate progressively greater limitations 
and narrower choices for practical use, defined as follows: 

1 = Class I soils have few limitations that restrict their use. 

2 = Class II soils have moderate limitations that reduce the choice of 
plants or that require moderate conservation practices. 

3 = Class III soils have severe limitations that reduce the choice of 
plants, require special conservation practices, or both. 

4 = Class IV soils have very severe limitations that reduce the choice 
of plants, require very careful management, or both. 

S = Class V soils are not likely to erode but have other limitations, 
impractical to remove, that limit their use largely to pasture, range, 
woodland, or wildlife habitat. (None in San Bernardino County, 
Southwestern Part.) 

6 = Class VI soils have severe limitations that make them generally unsuited 
to cultivation and limit their use largely to pasture or range, wood­
land, or wildlife habitat. 

7 = Class VII soils have very severe limitations that make them unsuited to 
cultivation and that restrict their use largely to pasture or range, 
woodland, or wildlife habitat. 

8 = Class VIII soils and landforms have limitations that preclude their use 
for commercial plants and restrict their use to recreations, wildlife 
habitat, water supply, or to esthetic purposes. 

9 = Not rated. 
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Capabllity Subclasses. Capability subclasses are soil groups wlthln one class, 
they are designated by the second dlglt of the capabllity class code. 

The second diglt represents the agricultural subclass: 

a = No agricultural subclass designated 

1 = A risk of erosion unless close-growing plant cover is maintained 

2 = Water in or on the soil interferes with cultivation and/or plant growth 

3 = Shallow, droughty or stony 

4 = Code not used in this area 

9 = Not rated. 

Capability Units. The thlrd digit of the capability class code represents 
the capability unit. 

a = No unit designation 

1 = An actual or potential erosion hazard. Soils in capability classes 
V through VII I are gi ven the uni t 1 . 

2 = A limitation of wetness caused by poor drainage or flooding 

3 = A limitation caused by slow or very slow permeability of the subsoil 
or substratus. (Not used in this soil survey) 

4 = A limitation caused by coarse soil texture or excessive gravel 

5 = A limitation caused by a fine or very fine textured surface layer. 
(Not used in this soil survey) 

6 = A limitation caused by salt or alkali 

7 = A limitation caused by cobbles, stones, or rocks 

8 = A limitation caused by nearly impervious bedrock or hardpan within 
the effecti ve rooting depth 

9 = Not rated. 
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APPENDIX D 

Vertical Integration Data Base 
Land Use Classification 

(SCE, Valley Portion Only) 



FIG - 2.1 
LAND USE (,:LASS1F1CATIONS 

1979 1974 Riverside 
Majg.!_~a te~.l Sub-Categories Codes -- San Bernardino (Non-urban) 

Residential 1. < ~ Acre Residential, RS RS/110 RS/lll RS/ll1 
2. > ~ Acre Residential, RS RSL/l11 RS/l11 RS/ll1 
3. Residential, MF RM/112 RM/112 RM/112 
4. l-Iobile Homes RT/113 RT/113 RT/113 
5. Rural Residential (2.5 acres) RR/114 RR/1l4 RR/114 

Conunercial 6. Regional and General Commercial CRG/121 CR/122, CB/121, CR/122,~CB/12~ 
Clo1/126, CH/127 CW/126, CH/127 

7. Commercial Strip CS/122 CS/124 CS/124 
8. Neighborhood Center CC/123 ee/123 ee/123 

Indus trial/ 9. Light Industry IL/131 IL/131 IL/131 
Extractive 10. Heavy Industry 1H/132 IH/132 1H/132 

II. Extractive E/133 E/140 E/140 

Public/ 12. Public/Institutional PI/161 PG/161, PII/162, PG/161, PU/162, 
? Institutional PX/168 PX/168 
..... 13. Schools PS/162 PSE/163, PSJ/164~ PSE/163, PSJ/164, 

PSH/165. PSC/166 PSH/16S, PSC/166 

Open Space/ 14. Greenspace - irrigated GG/l71 GG/l71 , GP/l72, GG/l71, GP/ 172, 
Recreation GC/173, GX/174 GC/173, GX/I74 

15. Recreation - non-irrigated GRIJ72 CE/12S CE/125 

Other Committed 16. Transportation/Communication TC/lSl TA/151~ TR/lS2, TA/151, TR/152, 
Uses TF/I53 TF/153 

17. Utilities TU/152 TE/154, TX/1S5 TE/154, TX/155 
18. Hilitary M/1S3 PM/167 PH/167 
19. Water W/154 WL/221, lo1S/222, lVL/221, 101S/ 222, 

WX/223 WX/223 

Vacant 20. Vacant ,dth < 24% slope U1/231 U1/231, U2/232 U1/231, U2/232 
U3/233~ UF/235 UF/235, 1U1/241, 

1U2/242 
21. Vacant wIth > 24% slope U2/232 U4/234, UF/235 U4/233, UF/235, 

1U4/243 
22. Vacant ,.;ri th improvements UE/233 GI/175 GI/17S 



(CONTINUED) 

1979 1974 Riverside 
Major Category Sub-Categories Codes _Son Bernardino (Non-Urb:m) 

Agriculture 23. Pasture, Field Crops (Alfalfa, AG/2l3 AG/2l3 AG/213 
II.:1Y) '[ t'ri~n t'('() 

24. Row Crops, Grain, Seed, Truck AC/211 AC/211 AC/Zll 
CropR Irri r.:ltl~d 

25. Orchards (Citrus) - Irrigated AO/21,2 AO/212 AO/212 
26. Vineyards (Irrigated and non-irrigated) AV/2l0 AO/2lO AO/2l2 
27. Dairies and Feed Lots AD/214 AD/214 AD/214 
28. Poultry Operations AP/2lS AP/2l5 AP/215 
29. Other Agriculture AX/216 AX/2l6 /1:'1../216, AZ/217 
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Land Use Classification Scheme 

1) Urban Categories 
(Summary 

(Alpha) (Numeric) Category) 

R 

RS 

RM 

RT 

RR 

C 

CB 

CR 

CC 

CS 

CE 

CW 

CH 

I 

IL 

IH 

110 

111 

112 

113 

i14 

120 

121 

122 

123 

124 

125 

126 

127 

130 

131 

132 

1 

1 

2 

2 

1 

3 

3 

3 

3 

3 

4 

3 

3 

5 

5 

6 

Residential 

Single Family - detached single family! 
duplex dwellings 

Multi-Family - attached single family row 
housing (condominiums, garden apartments, etc.) 

Mobile Home and Trailer Parks . 
Residential (lots 2.5 acres or greater) 

Commercial and Services 

Central Business Districts 

Regional Shopping Centers 

Neighborhood Shopping Centers 

Strip or Roadside Commercial Developments 

Drive-In Theatres, Stadiums, Race Tracks, 
Amusements, Fairgrounds 

Wholesale Services, including trucking companies 
warehousing, and building materials (i.e., 
lumber yards, masonry yards, etc.) 

Hotels and motels ndt otherwise classified above 

Industrial 

Light industry, manufacturing and industrial 
areas, including associated warehouses, 
storage yards, parking areas, not associated 
on-site with heavy industry. 

Heavy Industry - Foundaries, scrap yards, 
primary metals, mechanical processing, 
chemical processing, etc., and associated 
facilities. 
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(Alpha) 

E 

TCU 

TA 

TF.. 

TF 

'IE 

'IX 

P 

PG 

PH 

PSE 

PSJ 

PSH 

PSC 

PM 

PX 

(Summary 
(Numeric) Category) 

140 

150 

151 

152 

153 

154 

155 

160 

161 

162 

163 

164 

165 

166 

167 

168 

7 

8 

8 

8 

8 

8 

8 

10 

10 

10 

10 

10 

10 

10 

9 

10 

Extractive - Sand and gravel pits. stone 
quarries. oil and gas ,,,e11s. etc., associatec 
storage and tailings areas, and associated 
facilities. 

Transportation and Utilities 

Airports (non-military, including runways, park- g 
areas, hangars, and associated facilities. 

Railroads p including yard, terminals, and rightl 
of-way exceeding 210 feet ground distance. 

Freeways. highways. and major arteries whosa 
rights-of-way exceed 210 feet ground distance 

Electric power, including line rights-of-way, 
stations, and generation facilities, as appro­
priately provided as collateral data by the 
Buyer to the Seller. 

Other utilities, gas, water, sewage» and solid 
waste and sanitary land fill areas and facil­
ities, as appropriately provided as collateral 
data by the Buyer to the Seller. 

Public 

Government institutional facilities, including 
offices, Fire Stations. Police Stations, etc., 
as appropriately provided as collateral data 
from the Buyer to the Seller. 

Health care facilities. as appropriately pro­
vided as collateral data from the Buyer to 
the Seller. 

Elementary Schools, and associated facilities. 

Junior High Schools, and associated facilities. 

Senior High Schools, and associated facilities. 

Colleges and Universities, and associated facil 
ities. 

Military establishments. including bases and 
camps, airports, and supporting facilities. 

Other institutional including religious facil­
ities p cultural and social facilities. etc. 
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(Summary 
(Alpha) (Numeric) Category) 

G 170 11 

GG 171 11 

GP 172 11 

GC 173 11 

ex 174 11 

GI 175 14 

2) lIon-Urban Categories 

A 

AC 

AO 

AG 

AD 

AP 

AX 

W 

WI. 

WS 

WX 

U 

Ul 

U2 

U3 

U4 

UF 

210 

211 

212 

213 

214 

215 

216 

220 

221 

222 

223 

230 

231 

232 

233 

234 

235 

12 

12 

12 

12 

12 

12 

12 

13 

13 

13 

13 

14 

14 

14 

14 

15 

15 

Oeen Space 

Golf Courses 

Parks and recreation areas and associated facil-
ities. 

Cemetaries 

Other open and green space including wildlife 
preserves and sanctuaries, as provided by the 
Buyer as collateral data. 

Undeveloped/Improved 

Agriculture 

Grain, seed, and truck crops 

Orchards and vineyards 

Pasture and rangeland 

Dairy and livestock feed lots, and associated 
facilities 

Poultry operations, and associated facilities 

Other agricultural land uses in non-incorporated 
areas 

Water 

Open water, including lakes and reservoirs 

Streams and waterways, including associated 
floodplains and flood control facilities 
(the latter shall be appropriately provided 
as collateral data by the Buyer to the Seller). 

Other 

Undeveloped and Forest 

Undeveloped 0-12% slope 

Undeveloped 12-16% slope 

Undeveloped 16-24% slope 

Undeveloped 24%+ slope 

Deciduous and evergreen forest areas, the crown 
cover of which exceeds 30% ground area. 

D-5 



RS/110 

RSL/lll 

ro-I/1-l2 

RT/1l3 

RR/1l4 

CRG/121 

CS/122 

Appendix II 
Land Use Codes and Definitions 

for the 
San Bernardino/Riverside Update Study 

Single Family (Density-l unit/l/2 acre)-These are "typical" 
urban and suburban residential dwellings with a single home 
occupying each lot less than 1/2 acre. They become a key 
component to defining urban because they are served by all 
uti1ities, are on paved streets, and are provided with or have 
access to all urban facilities such as schools, parks, police 
and fire stations. 

Large Lot Residential (Density-l unit/gross acre to 2.5 acre 
lots)-These are single homes on lots larger th~n 1/2 acre, and 
served by all utilities and are on paved roads. They may be 
found in totally ~rban settings and also in rural areas. 

Multiple Family-The structures in this clasG house more than 
one family. They may be duplexes, triplexes, town houses, 
fourplexes, low-rise or high-rise apartments or attached housing 
of any type. They are urban in nature and are served ,nth all 
urban functions. 

Mobile Home and Trailer Parks-Includes all mobile home parks 
and subdivisions. This class applies to vacant as well as 
occupied trailer spaces in mobile home parks. It does not 
describe isolated mobile homes, which fall llithin RR/114. 

Rural Residential-(Density->2.5 acres per unit)-Includes 
clusters of "urban-like" homes in a rural setting and other 
isolated residences such as ranches, farmstead and single 
mobile homes. It also-includes areas of suburban horse 
ranchettes and all of the associated pasture and stable 
facilities. These sidewalks often lack sidellalks and sewers, 
and are more or less remote from urban services. 

Regional and General Commercial-Includes financial, personal, 
business, professional services, and also department stores, 
a full range of smaller shops, restaurants and offices. 
This class includes the majority of the commercial services 
and retailing complexes. Includes major hotels and motels, 
~nd also shops which perform services such as welding, auto 
repair, etc. 

Commercial Strip-This class includes areas offering a t~ide range 
of services which are located along major highways and traffic 
corridors to take advantage of increased customer exposure. These 
areas tend to have limited parking and contain stores which are 
very specialized. 
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CC/123 

IL/131 

IH/132 

E/133 

PI/161 

PS/162 

GG/171 • 

GR/172 

TC/151 

TU/152 

~1/153 

11/154 

Neighborhood Shopping Centers-Small commercial centers which 
provide for daily needs of adjacent neighborhoods, include 
retail sales such as drugs, groceries, sundries and beverages. 

Light Industry-This class includes a very tdde range of 
structures and facilities. It includes all manufacturing 
activities except for major metals and petroleum refining 
and processing (IH/132). It also includes wholesaling 
and warehousing, research and development, motion picture 
industries, wrecking yards and other salvage operations. 

Heavy Industry-This class includes all foundries, smelters, 
stamp mills and other heavy metal manufacturing or processing 
plants. It also includes major oil refineries and associated 
petrochemical plants. 

Extractive-This class includes all mineral extraction, oil 
extractio~, gas extraction and associated surface and sub­
surface storage facilities. 

Public and Institutional Facilities-This class includes all 
government offices and facilities, health care facilities, 
special institutional facilities, emergency response facilities, 
and religious facilities. Among these are civil offices, 
jails, post offices, courts, libraries, hosp~tals, clinics, 
sanitatiums, police and fire stations, churches,.temples, etc. 

Schools-This class includes all public and private schools 
providing education and training. It includes elementary 
schools, junior high s~hools, senior high schools, colleges, 
universities, adult school and trade schools of many types. 

Greenspace-Irrigated-This class includes local and regional 
parks, golf courses and cemetaries, generally dominated by 
maintained grasses. 

Recreation-Non-Irrigated-This class includes relatively natural 
areas which provide recreational facilities, such as boy scout 
camps, church camps, shooting ranges, race tracks, etc. 

Transportation/Communication-This class includes airports, 
railroads, freet"ays, highways and radio and television 
facilities. 

Utilities-This class includes electric transmission corridors and 
generating plants, solid and liquid waste disposal facilities, 
and gas and petroleum distribution systems. 

Military-All lands Olmed, occupied, or controlled by any 
branch of United States Armed Forces or the California 
National Guard. 

t-later-This class includes lakes, covered or open reservoirs, 
pumping plants, spreading grounds, flood control channels and 
water distribution channels. 

D-7 



UI/23I 

u2/232 

UE/233 . 

AG/213 

AC{211 

AO/212 

Av/210 

AD/214 

AP/2;15 

AX/2I6 . 

Va,cant t.Jith Less Than 24% Slope-This class includes lands 
with no improvements where average slopes cxhiblt a drop 
of 0 to 24 feet vertically for every 100 feet of horizontal 
measurement. 

Vacant lath Greater Than 24% Slopes-This class includes lands 
with no improvements where average slope exhibit~ a drop of 
24 or more feet vertically for every 100 feet of horizontal 
measurement. 

Vacant With Improvements-This class includes areas with evidence 
of development where some level of grading or construction is 
taking place. 

Pasture, Field Crops-Irrigated-This class includes alfalfa, 
clover or sudan grass, and fenced rangeland with watering 
facilities. 

Rowand Truck Crops, Grain and Seed-Irrigated-This class 
includes all lands devoted to the commercial production of 
vegetables and grain. 

Orchards-Irrigated-This class includes areas with commercially 
productive tree or bush crops, such as avocados, nut, ciLrus 
and deciduous fruits. 

Vineyard-This class includes areas with commercially productive 
vine crops. 

Dairy and Feed Lots-This class includes dairy yards, milk 
barns, feed lots and associated facilities. 

PoultrY Operations-This class includes chicken ranches, duc~ 
farms, turkey farms and other poultry ranches and associated 
facilities. 

Other Agriculture-This class includes commercial agricultural 
facilities, such as apiaries, worm farms, horse ranches and 
stables. It also includes greenhouses, nurseries, fallolol 
and non-irrigated farmlands. 
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APPENDIX ! 

Small Study Area HVF Descriptions 



YUCAIPA AREA }lVF 

1. Ro.J 
2. Column 
3. Study Area 
4. Valley Terrain Unit Unique Number 
5. Valley Hap ~'[odule Number 
6. Valley Terrain Unit Sequence Number 
7. Valley Land Cover 
8. Vdlley Geologic Type 
9. Valley Slope 

10. Valley Landform 
11. Valley Soils 
12. Valley Surface Configuration, Geolo~ic Haz~rds 
13. Valley Flood Prone Areas 
14. Valley Groundwater 
IS. 1974 Land Use 
16. 1~79 Land Use 
17. General Plan 
18. Census Tracts 
19. Valley Roads 
20. Valley Railroads 
21. Valley Streams (3) 
22. Valley Fault Lines 
23. 1976 COF Landsat 
24. Elevation (OMA) 
25. Slope Aspect (from elevation) 
26. Slope (from elevation) 
27. 1976 Classified Landsat 
28. Change }Iask (Landsat) 
29. 1979 Spectral Classes (Landsat) 
30. 1979 Classified Landsat 
31. Valley Soil Interpretations (3) 
32. Valley Soils K Value 
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FIPJ'-: BUFFER GREENBELT A'ZEA ~rvF 

1. Ro' .... 
2. Colu:::m 
3. Study Are'! 
4. Valley Terrain Unl.t Unique Number 
5. SB~ Ter~ain Unit Unique Number 
6. Valley ~3p Module ~u~ber 
7. Valley Terrain Unit Sequence Number 
8. Valley Land Cover 
9. Valley Geologic Type 

10. Valley Slope 
11. Valley Landform 
12. Valley Soils 
13. Valley Surface Configuration, Geologic Hazards 
14. Valley Flood Prone Areas 
15. Valley Groundwater 
16. SBNF Ha.p Hodule Num.ber 
17. S3~F Terrain Unl.t Sequence ~umb~r 
18. SBNF Land Cover 
19. SB~F Geology 
20. SBNF Slope 
21. SBNF Landform 
22. 1974 Land Use 
23. 1979 Land Use 
24. General Plan 
25. Census Tracts 
26. Valley Roads 
27. Valley Railroads 
28. Valley Streams (3) 
29. Valley Fault Lines 
30. 1976 CDF Landsat 
31. Elevation (D~~) 
32. Slope Aspect (from elevation) 
33. Slope (from. elevation) 
34. 1976 Classified Landsat 
35. Change Mask (Landsat) 
35. 1979 Spectral Classes (Landsat) 
37. 1979 Classified Landsat 
38. Valley Soil Interpretations (3) 
39. Valley Soils K Value 
40. SBNF Soils 
41. SBNF Soils K Value 
42. SBNF Soil Interpretations (3) 
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