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NATIONAL ADVISORY COMMITTEE FOR AERONAUTICS 

TECHNICAL NOTE NO. 607 

THE .BEHAVIOR OF THIN-WALL MONOCOQUE CYLINDERS 

UNDER TORSIONAL VI.BRATION* 

.By Robert E . P eke lsma 

SUMMARY 

Curves of forced frequency against amplitude are pre­
sented for the conditions where the forced frequency is 
both increased and decreased into the resonant range. On 
the basis of these curves it is shown that the " practical 
resonance frequency is the point where wrinkling first oc­
curs and that the r esonance frequency will be subject to 
considerable travel once permanent wrinkles appear in the 
vibrating shell. The decreasing mode of striking reso­
nance is found to be by far the most destructive condition. 

INTRODUCTION 

The problem of airnlane vibrations, always a sore 
point in the design of ~ircraft, has of late become of a 
new and g reater importan ce. Although this change in im­
portance has been due in large part to the pronounced in­
crease in flying speeds, the problems have certainly not 
been simplified by the tr end to all-metal forms of con­
struction. The component parts of an airplane are now 
generally heavier than before a nd consequently have lo wer 
natural frequencies ; in addition, the new c ons tructions 
have lower inh e r ent damping ability th a n did the old fab­
ric st ructur es . 

Strangely enough, these new conditions have been 
greeted , not by investigation of the vibration properties 
of the new structures, but b y redoubl e d effo rts toward 
keep ing out of the resonant conditions . This method is un­
questionably the best means now known of co mba ting the vi-

-----------------------------------------------------------
* Thesis submitted in partial fulfillment of the r equir e -
ments for the degree of Master of Sci enc e in Aeronautical 
Engineering in the Department of Ae ronautical Engin ee ring 
of the Un iv ers ity of Michi gan , June 1937. 
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bration problem, but it was felt that a knowledge of the 
vibration charact erist ics of shell ctructures is a first 
requisite to the successful execution of the technique. 
Accordingly, the present work was done in order to fill 
at least partially the need. 

The experiments were conduct ed in the Aeronautics 
Laboratory of the University of Mi chigan, under the super­
vision of Mr . Burdell L . Springer. It was decided to in­
vesti gate monocoque cylinders in torsion mainly because 
the work would have direct application to the case of a 
fuselage vibrating torsionally, a condition often met in 
practice. It will be seen at once, however, that the re­
sults can be applied to any steel structure inasmuch as 
all fail through elasti c instability . 

THEORY AND PRESENT PRACTICE 

The monocoque cylinders upon which these tests were 
made were restrained against any bending and thus repre­
sent spring members having but a singl e degree of freedom. 
Elementary vibration theory easily treats of such a case 
and the results have been well verified by experiment, 
provided that the deflection of the spring member be al ­
ways propo rtional to the load. In this case the ampli­
tude (or deflection) simply builds up as resonance is ap­
proached until the failure deflection is reached and the 
spring member breaks or deforms. Typical curves for such 
a system in torsion are reproduced in figure 1. The curves 
are plotted for a constant damping coefficient, each curve 
referring to a different magnitude of exciting torque . 
Theoretically, failures will occur whenever the amplitude 
reaches the static failure deflection, a value denoted by 
the horizontal line A. It should make no difference wheth­
er resonance is approached from the low- or the high­
frequency side . If the system is undamped, each curve 

will have a vertical asymptote at ~ = 1. Since the 

curves of figure 1 are for a damped system, each curve 
will reach , some maximum that ~i ll depend upon the amount 
of damping . 

It is on th e assumption that this theory will hold 
for elast ically unstable structures that present practice 
regarding airplane vibrations is based . Since it is prac­
tically impossible to compute the natural frequency of a 

l 
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part suc~ as a wing or fuselage in the various modes, the 
airplane must first be completed and then tested for fre­
quencies . This procedure is usually carried out by means 
of a small p6rtable outfit consist i ng of an eccentric ~eight 
rotated by a variable-speed motor of some sort through a 
flexible drive . The eccentric ~eight assembly is so clamped 
to the airplane as to vibrate the part investigated; power 
is then supplied throughout a l~rge range of frequencies 
until the resonance hump is obtained , the resulting curve 
bein g one such as B, figure 1 . The probable frequencies 
to be enco u ntered are known from experience so that it can 
be told at once whether the part is safe or must be re­
design e d . Since a nec~ssarily small po~er is used to oper­
ate the vibrator, the structure is never elastically un­
stable durin g tho test . 

Regarding the vibration of members that do not deflect 
in a linear proportion to the load, such theory could hard­
ly be expect e d to hold . If, for instance , the load- deflec­
tion curve should be one such as figure 2, and if the am­
plitude should extend above that corresponding to the break 
in the curve, some chan g es i n the vibration curves are al­
most certain to occur . A thin- wall monocoque cylinder in 
torsion - or for that matter , any thin - wall monocoque 
structure - gives just such a curve, the breru~ in it being 
due to the development of waves or wrinkles. Should the 
shell in question have relatively thick walls (such as 
would be the case in a full monocoque airplane fuselage), 
the first break in the load- deflection curve would, in all 
probability, represent the formation of a permanent wrinkle 
or kink. The subsequent behavior of the shell under vi­
bration should here also be out of the scope of elementary 
theory, as will later be shown . 

TEST APPARATUS AND METHODS 

The test work of this i nvest i gation was done by means 
of a vibrating machine especial ly constructed for the pur­
pose. Details are shown in fi gure 3 and photographs in 
figure 4. The cylinder to be tested is clamped to two end 
plugs, which are provi ded with sockets and rivets spaced 
around the circumference so as to insure good retention of 
the s p ecimen . One plug is rigidl y secured to a concrete 
pillar, the other is bolted to a vertical arm . A steel 
shaft, held in concrete pil l ars at either end, supports 
the arm-and- plug assembly and insures that no bending will 
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occur under vibration . The vertical arm is supported on 
this same shaft at two points separated by some 6 inches 
so that lon g itudinal rocking of the arm is preyented. 
Hence the arm is allowed freedom to rock in only the direc­
tion that will produce t orsion of the cylinder. An eccen­
tric weight in the form of an adjustable rod, rotated by 
an upper shaft, generates t~e oscillations . They are trans­
mitted to the arm throu~h a self-alining bearing set in it 
and holding the upp er shaft . Pou e r is supplied by a 220~ 

volt motor of 3- horsepower capacity . 

Since the frequency of f orce d vibration wa s the speed 
of the motor, it was measured by means of a tachometer 
mounted coaxially and in back of th e motor shaft . Ampli ­
tudes were large en oug h to be read visually with fair de­
g r ee of accuracy . The indicator fo r this purpose was rig­
idly attached to t he top of the v e rtical arm, and tho 
scale TIas fixed to the adjacent pillar . Readings were 
taken from a distance of about 6 feet i n order to less en 
the parallax effects. All the component parts of the a p ­
paratus w~re examined for their own natural frequencies to 
i nsure that these frequencies did not fall in the operat ­
i ng range . 

The cylinders tested were all of t he same size, being 
of 1 0-inch diameter and having a total length of 1 2 inches , 
of which two I - inch sections were taken up by the end 
plugs . The mate rial "as co mmerci a l O. OlO-inch d'uralumin 
(17ST), the true thickness of which was determined by mi ­
cro me t e r as 0 . 011 inch . Test specimens were constructed 
so th a t rolling marks ~ere at ri Ght angles to the polar 
axle . The joint c onsisted of a single row of aluminum 
riv e ts spaced I inch a part . 

Preparatory to each test, the eccentricity of the rod 
uas ~djusted to a very small value and a test made to de­
termi ne the na tural frequency of th e cylinder acting as ~ 
elas tical ly stable body. Th e subsequent test procedure 
consisted of simply varying the speed of the motor by 
means of a f ield rheostat and of taking simultaneous revo­
lution speed and amplitude readi ngs , the weight eccentric­
ity be i ng adjusted to suit for each test . 

A series of tests was run starting fro n a low revolu­
tion s}Jeed and working up into resonance . Because of a 
pe culiarity of behavior discovered during this first series, 
n few additional tosts we re mad e in wh i ch the speed wac de­
creased into the resonance range from a high value, such 

. / 
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tests being made at f ir st on cyl i nders rrh i ch hod a l ready 
failed, an d the results f i nally checked by a similar oper­
ation on a sound one . 

RESULTS 

The f irst series of tes t s r un was for the purpose of 
mapping out resonance cur ves of increas i ng fre~uency . In 
these tests the p ower supplie d wa s gradually increased from 
zero, which mea~ th~t, in general, tho fre~uency of forced 
vibr~tion also gradual l y in cr eased . The cu r ves of figure 5 
ere the result ~ Each cur ve i s fo r a d i fferent weight e c­
c en tricity or deg r eo of unbalance of the weight as expressed 
in inch-ounces . The louest of the th r ee cur ves shows a b e ­
havior such a s might be expected f r om any sp r ing not sub­
ject to instability . Here no not i ceable wrinkling or fail­
ure occurred because the we i ght eccentricity was ~uitc 
small . The retention of h i gh ampl i tude at fre~uencies past 
resonan ce uas due t o the use of cons tan t we ight eccentric­
ity throughout th e cu r ve; that iS t the applied tor~ue var­
ied with the s~uar e of the revolution speed . Because all 
int e resting phenomena occurred u ithin a small range of 
speed, this shortcoming of the apparatus uas not found to 
be of significance . 

Th e other two cur ves repres ent cas e s uhore the cylin­
ders not only wrinkled under vibration but also suffered a 
laDS in torsional ri g i dity i n cons e~uence of the amplitudes 
imposed upon them . This latter effect was consid e red as 
constituting a fa ilur e . Upon examinatio n of th e specimens, 
evidence of such failure uas found to exist in the form of 
very ~ inute k inks in the sur face of the shell . These uere 
so s light as to escape not i ce under a cursory visual inspec­
tion . 

Because of the peculiar behav i or of the cylinders in 
these t~o cases the exact time of foroation of the perma­
nent wri nkl e s is not knoun . I n both tests pouer ITas gradU­
ally i n creased until Do i nt M uas rea ched . Here the rapid 
development of a very-lOUd rattle announced the wrinkling 
of the shell . Th e segm ent f r om M to N was the shell's 
own doing , no po wer adjustments b e ing possible because the 
time consumed in the p r ocess nas of the ord e r of about one­
tenth of a second . Na turally , th e shag e of this segment 
was indet e r mina te as far as concerns the present apparatus, 
a dd tho line s houn is merely a reasonable guess . Sinc e 
ihe curv e from M to N goes in a direction of decreasing 
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frequency , it was apparent that the permanent kinks in the 
cylinder walls were formed somewhere along this segment, 
On the basis of the cresc endo nature of the s ound produced 
it is believed that only wrinkling within the elastic lim­
it occurred in the region ~round po int M, but that this 
soon developed into the more pronounced condition wherein 
permanent k inks are formed . An equilibrium condition was 
reach ed at N and no further failure occurred, a fact 
borne out by the decrease i n amplitude with increasi jg 
forced frequency . 

From these two curves it will be s een at once that 
reson an ce for a cylind e r under torsional vibration i s 
largely a function of the magnitude of the torque actin g . 
The sma ll e r th is torqu e b ecomes , the closer to the elas­
tic resonance point will failure occur and the smaller 
will the loop become . In all cases , ho we v e r, the real 
r e sonance point will occur somewhat to the left of the 

poiIdi \the re ~ - 1 because the effect of damping on low p -
torque curves is to move the max imums to the left . 

During the course of the te s t work of curve D (fig . 
5) , a revers e run was taken after failure . Starting from 
the right end, point 0 , at a motor speed of 1 , 200 r . p . m., 
the power was g radually de cr e as ed . Curve D was found to 
be faithfully retraced until noint N was r e ached . He re 
the usual loud rattle seemed to indicate a condition of 
reso nan ce . Ho weve r, further decrease in power from this 
point, far from reducin g the amplitude as might be ex­
pe c te d , caus ed it to rise continually with falling spe ed 
the result being to divest the cylind er of practically all 
the strength that it miGht still hav e had . A practical 
limit to this building up of amp litude was encountered at 
around 500 r . p . m., where th e available powe r of the motor 
d ropped below the power required to conti nue the large am­
plitudes . Consequ ~n tly, the p ronounc e d vibration cea se d 
abruptly when this co~ dition was reach e d . 

The same procedure was repe~t8d on sub sequent failed 
cylinders of the seri es alway~ wit h t~e sa~ e result . Fi ­
nally, a reverse run was made wi th a p e rfect cylinder . In 
this Case the vibratin g arm was riGidly held i n order to 
prevent failure of the shell duri ng the time required for 
the motor to reach 1 , 200 r . p . m. 

The resul ts of all the reverse runs are p resented in 
figures 6 to 9 with dotted curve s of t he ascending tests 



N.A.C.A. Technical Note No . 607 7 

a~aed for the purpose of comparison. That the decreasing 
mode of striking resonance is by far the most destructive 
can be ,seen at once from an examination of these figures. 
It is also clear that from the time large amplitudes are 
obtained down to thi low-speed drop-off point, the cylinder 
is always in or near a resonant condition. It will shortly 
be shoun that during these descending tests the cylinder 
cannot be in resonance but must of necessity be at some 
point of slightly higher frequency . 

Consider figure 8, the reverse run made with a per­
fect cylinder. Power TIas gradually decreased until at 
aroun d 900 r.p.m., the rapid development of noise indic~ted 
first the elastic urinkling of the shell, and subsequently, 
the formation of the permanent kink s wh ich repres ent an in­
itial dog re e of failure. Unlike the ~scending t e sts, no 
automatic shifting of frequency on the part of the cylinder 
occurred; the system was quite obviously at equilibrium at 
this speed ~nd this particular amplitude . Now if this con­
dition were exactly that of resonance, further decrease of 
pou~r.must inevitably cause reduction of a mp litude . Ee­
caus e : resonance was certainly not encount e r e d above 900 
r.p.m. and because further drop . in motor spee d, even with 
attendant d e cr ease in power, served to increase the ampli­
tude, it follows that the 900 r . p . m. point must be above 
the resonance condition of the cylinder in the particular 
degree of failure obtained there . The subsequent increase 
in amplitude as the descent progressed served continuplly 
to deepen the wrinkles in the shell, so that the natural 
frequ ency of the system always stayed belou motor speed . 
Consequently, when the power finally became too small to 
continue th o largo amplitudes, the drop-off occurred and 
resonance n e ver was actually reached, even though an ampli­
tude of almost 0.01 radian was obtained. 

In view of this traveling tendency of tho resonance 
point as previously described, the explanation of the loop 
in the ascending speed curves is now cl ear . If reference 
is again made to curve D (fig. 5), it nill be seen that the 
segment from the initial failure point M t~ the stable point 
N is nothing more than a modified descent curve. At or 
slightly above M, large amplitudes, with the accompanying 
wrinkles, are encountered . The intermittent formation of 
the TIrinkles introduces a new damping component, which 
seems to be rather high . As the pouer supplied is constant, 
this new damping action serves to decrease the power avail­
able to produce rotation of the eccentric weight ~nd the 
reverse curve is followed as a consequence . Point N is an 
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equ ilibrium condition where the damping and vibration pouer 
is equal to the pouer amount supplied . Increas e in powe r 
from point N goes into building up the rate of revolution 
of the ueight and causes the curve to proceed to the ri ght 
once mo re, thus completing the loop . 

The mode of failure of the cyl inders is perhaps de­
serving of some men ti on . Cylinders that failed under an 
amplitude of 0 .009 radian, while known from static tests 
to possess permanent wrinkles, seemed pe rfectly sound uhen 
examined visually. So slight uas the extent of wave forma­
tion that it could only be de t ected by the sonse of touch 
and even then with difficulty. The fai lur e p ictur es pre­
sented (fig. 10) are of cylinders that were subjected to 
amplitudes of about 0.02 radian so lely for photographic 
purposes. In all cases the uaves were exact ly parallel to 
the polar axis of the cylinder . At the end of each wave 
a small S- shn.ped k ink was fo rm ed, \J'hich \las found by obser­
vation to be necessary for the formation of cross- direc­
tional uaves produced as the cylinder tuisted from one 
side to the other. 

CONCLUSIONS AND GENERAL REMARKS 

From what has gone before it is now poss ibl e to make 
a few observations concerning the behavior of monocoque 
cylin de rs under torsional vibrations. 

1 . The " eln.st ic" resonance point as measured in the 
customary way is of no significance if the vibration powe r 
to be encountored is high enough to produce pormanent wr in­
kles, houever sl i ght . The resonance ~o int in such an in­
stance p ill fall consi dorably as soon as ur inkling occurs 
and tho effects upon the cylinder or fuselage wi ll be ruin­
ous. 

2 . In sofa r as the possibility of failure is concerned , 
tho resonance frequency should be considered as the frequen­
cy uhe r o wrinkling fi rst occurs; this frequency wil l depend 
upon tho magnitude of the alternating forces a cti ng . (So e 
fig. 5 . ) 

3. Becn.use of the traveling tendoncy of the resonance 
po int, the C~so whore urinkling occu rs wh ile the forced 
frequency is falling, i s by far the most destructive con ­
dition . I n practice this condition woul d occur if a low- I 

I 
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wing monop lane were g radual l y to decelerate. A ta i l buf­
feting would here occur in ITh i ch the frequency of forced 
vibration would be dropping Dith the speed. 

4 . Although the result s of this investi gatio n a pp ly 
rigorously to shells only , they may be applied to some 
extent to $em i monoc oque structures i f the skin of such 
structures is des i gned to car r y a large percentage of the 
total +oad . 

5. The pODe r suppl i ed by the moto r for th ese tests 
varied in some d ir ect r e l at ion to the load . I n practice, 
the powe r of forced v i bration is likely to be just as 
grea t i n the lo w r~nge as in the high . Hen c e the effects 
discussed will probably b e even more pr onounced than the 
tests show . 
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tachometer 

Ampl1 tude scale 

figure 4.- Detail photographs 
of test machine 

Figs. 4,10 

Figure 10.- Typical failures 
(Cylinders unrolled). 
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