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NATIONAL ADVISORY COMMITTEE FOR AERONAUTICS 

TECHNICAL NOTE NO. 1570 

HYDRODYNAMIC QUALITIES OF A HYPOTHETICAL FLYING BOAT WITH 

A LOW-J:lRAG HULL RAVING A LENGTH--J3EAM RATIO OF 15 

By Arthur W. Carter and Marvin I. Haar 

SUMMARY 

An investigation of the hydrodynamic qualities of a hypothetical 
flying boat with a hull having a length-<>eam ratio of 15 was made in 
Langley tank no. 1. The flying boat had a design gross weight of 
75,000 pounds, a gross load coefficient of 5.88, a wing loading of 
41.1 pounds per square foot, and a power loading of 11.5 pounds per 
brake horsepower for take-off. The hull was designed to meet advanced 
requirements for increased speed and increased range for flying-<>oat 
designs and has been shown to have low drag in the Langley 300 MPH 
7- by 10-foot tunnel. 

The longitudinal stability during take-off was satisfactory, a 
range of position of the center of gravity of 10 percent mean aero­
dynamic chord being available for take-off with fixed elevators. Stable 
landings were made without porpoising at landing trims below 100 ; the 
depth of step of 16.5 percent beam was adequate to avoid skipping 
during landings. Spray entering the propellers and striking the flaps 
appeared acceptable; spray from the forebody striking the tail surfaces 
at high speeds during landing might necessitate raising the horizontal 
tail. The water resistance and take-off time and distance were approxi­
mately the same as for the more conventional hull length-beam ratio of 6. 
The take-off time and distance were 21 seconds and 1530 feet, respectively. 
The hydrodynamic qualities are satisfactory and do not differ greatly 
from those of the related flying boat with the more conventional hull 
length~eam ratio of 6. 

INrRODUCTION 

As part of a general investigation of the effect of hull length­
beam ratio on the aerodynamic and hydrodynamic characteristics of flying 
boats, the hydrodynamic qualities of a hypothetical flying boat having 
a hull with a length-beam ratio of 15 have been determined. This hull 
is one of a related series with different length-beam ratios designed 
to have similar resistance and spray characteristics for the same gross 
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weight and to be physically interchangeable on the hypothetical-seaplane 
design. All the hulls have the same length2-beam product and., therefore, 
b ecome longer and narrower as the length-beam ratio is increased . 
Increasing the length-beam ratio in this manner resulted in a 28-percent 
r eduction in volume and a 42-percent reduction in frontal area when the 
l ength-beam ratio was increased from 6 to 15. 

The wind-tunnel investigation of the series of hulls (refer ence 1) 
has shown that the minimum aerodynamic drag of the hull wi th a length­
b eam ratio of 15 is 29 percent less than the drag of the hull with a 
length-beam ratio of 6. This hull is therefore of particular interest 
in the design of high-performance flying boats. The low thickness ratio 
corresponding to the high length-beam ratio is also of basic importance 
for flight at high Mach numbers. 

The hypothetical~seaplane design is a twin-engine propeller-driven 
flying boat having a design gross weight of 75,000 pounds, a gross load 
coefficient of 5.88, a wing loading of 41.1 pounds per s~uare foot, and 
a power loading of 11.5 pounds per brake horsepower for take-off. The 
hydrodynamic ~ualities of importance in practical operation (reference 2) 
determined in the investigation were the range of position of the center 
of gravity for take-off, landing stability, spray characteristics, and 
take-off performance. These ~ualities were determined from tests of a 

~-size powered dynamic model in Langley tank no. 1. In order to provide 
10 
a basis for comparison with conventional proportions, the same ~ualities 
were determined for the model of the series with the hull having a lengt~ 
b eam ratio of 6. 

SYMBOLS 

gross load coefficient ~60/Wb~ 
aerodynamic lift coefficient ~ift/~V2~ 

a erodynamic pitching-moment coefficient ~/~V2SC~ 

power loading , pounds per brake horsepower 

wing loading, pounds per s~uare foot 

Te effective thrust , pounds (T -6D = Dc + R) 

a l ongitudinal acceleration, feet per second per second 

g acceleration due to gravity (32.2 ft/sec 2 ) 
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b maximum 'beam of hull, feet 

c mean aerodynamdc chord (M.A. C.), feet 

Dc drag of model without propellers, pounds 

L length of hydrodynamdc surfaces (distance from forward 
perpendicular (F.P.) to sternpost (S .P.)), feet 

M aerodynamic pitching moment, foot-pounds 

P power, brake ho~sepower 

R resultant horizontal force with power on, pounds 

S wing area, square feet 

T propeller thrust, pounds 

V carriage speed (approx. 95 percent of airspeed), feet per second 

w specific weight of water (63.3 for these tests, usually taken 
as 64 for sea water), pounds per cubic foot 

0e elevator deflection, degrees 

Of flap deflection, degrees 

6D increase in body drag due to slipstream, pounds 

~ gross load, pounds 

p density of air, slugs per cubic foot 

T trim (angle between forebody keel at step and horizontal), degrees 

TL landing trim, degrees 

The form, 

of the .l.-size 
10 

DESCRIPrION OF MODELS AND APPARATUS 

size, and relative locations of the aerodynamd c surfaces 

powered dynamdc models corresponded to those of a Navy 

twin-engine flying boat. The model having a hull l ength-beam ratio of 
15 was designated Langley tar~ model 224 (fig. l(a)). The model having 
a hull length-beam ratio of 6 was designated Langley tank model 213 
(fig. l(b)). The length used for determining the length-beam rat io is 
th8 distance from the forward perpendi cular (F.P:) to the sternpos t (S . P.). 

j 
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The hulls have the same depth of step, position of the step relative 
to the mean a erodynamic chord, maximum depth of hull, ratio of forebody 
to afterbody length, and length2-beam product. A detailed description 
of the hulls is given in reference 1. For convenience in making changes 
to the afterbodies, the fairing after the sternpost (reference 1) was 
omitted from the tank models and a slight modification was made to the 
sides of the afterbodies above the chine. These changes would have a 
negligible effect on the hydrodynamic characteristics. 

Photographs of the models and lines of the hulls are shown as figures 1 
and 2, respectively. The general arrangement of the flying boat is shown 
as figure 3. Offsets of the hulls are given in reference 1. Pertinent 
characteristics and dimensions of the flying boats are given in table I. 

The models were powered with three-blade metal propellers driven 
by two variable-freque~cy motors. Slats were attached to the leading 
edge of the wing in order to delay the stall to an angle of attack more 
nearly equal to that of the full-size airplane. The pitching moment of 
inertia of the ballasted models was 6.8 and 5.8 slug-feet square for length­
beam ratios of 15 and 6, respectively. 

The investigation was made in Langley tank no. 1, which is described 
in reference 3. The apparatus used for the tOWing of powered dynamic 
models is described in reference 4. The models were free to trim about 
the pivot, which was located at the center of gravit~and were free to 
move vertically but were restrained in roll and yaw. The towing gear 
was connected to a spring balance which measured the horizontal force. 

PROCEDURES 

Aerodynami c 

Effective thrust.- The effective thrust, defined as the actual propeller 

thrust in the presence of a body minus the increase in body drag due to 
slipstream, was determined at various speeds from rest to take-off for 
the model having a hull length-beam ratio of 15. The model was supported 
in the air so that its center of gravity was 3.4 beams above the water. 
The effective thrust was determined at the following conditions·: 
T = 00

, Of = 200
, and oe = 00 • The effective thrust was calculated from 

the relation 

Te = T -6D = Dc + R 

This effective thrust, converted to full-size units, is plotted against 
speed in figure 4. 
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Aerodynamic lift and pitching moment.- In order to provide data 
from which the load on the water can be approximated, the aerodynamic lift 
and pitching moment with full thrust were determined with the flaps 
deflected 200

• The lift and pitching-moment data were determined at various 
speeds and trims with the model in the air in the same position as for 
the determination of the thrust. The center of moments was located at 
24 percent mean aerodynamic chord. The results, converted to full-size 
units, are presented in figure 5. Aerodynamic lift and pitching-moment 
coefficients at a speed of 86 miles per hour (full size) are plotted 
against trim in figure 6. The results include the ground effect due to 
the proximity of the water. 

Hydrodynami c 

The determination· of the hydrodynamic qualities was made at the 
design gross load corresponding to 75,000 pounds, except for the spray 
investigation in which the gross loads corresponded to loads from 
45,000 pounds to 85,000 pounds. The flaps were deflected 200 ·for all the 
hydro~amic tests. The results have been converted to full-size units 
and all data are presented as full-size values. 

Center-of=gravity limits of stability.- The center-of-gravity limits 
of stability were determined by making accelerated runs to take-off speed 
with fixed elevators, full thrust, and a constant rate of acceleration of 
I foot per second per second. Trim, rise, and amplitude of porpoising 
were continuously recorded during the accelerated run. A sufficient 
number of center-of-gravity positions and elevator deflections were 
investigated to cover the normal operating range and to define the center­
of-gravity limits of stability. 

Trim limits of stability.- The trim limits of stability were deter­

mined at constant speeds by use of the methods described in reference 4. 
In order to obtain sufficient control moment to trim the model to the trim 
limits, the lower limit was determined at forward positions of the center 
of gravity and the upper trim limits were determined at after positions 
of the center of gravity. 

Landing stability.- The landing stability was investigated by trim­
ming the model in the air to the desired landing trim, at a speed slightly 
above flying speed. The towing carriage was then decelerated at a uniform 
rate of 2 feet per second per second, which allowed the model to glide onto 
the water and simulate an actual landing. The sinking speeds ranged 
from 75 to 150 feet per minute (full size). The contact trims and behavior 
on landing were observed visually, and trim and rise were continuously 
recorded throughout the landing run. The landings were made with one-half 
of full thrust used during the take-off runs and with the center of gravity 
located at 32 percent mean aero~amic chord. 
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Spray characteristics.- The speeds at which light loose spray and 

the speeds at which heavy blister spray entered the propellers or struck 
the flaps were determined for gross loads from a lightly loaded to a heavily 
overloaded condition. Spray photographs were taken with the models free 
to trim with constant elevator deflection of -100 . 

Exces~ thrust.- The excess thrust (thrust available for acceleration) 

was determined at constant speeds for several fixed settings of the 
elevators. The center of gravity was located at 32 percent mean aero­
dynamic chord. 

RESULTS AND DISCUSSION 

Longitudinal Stability 

Center-of=6Yavity limits of stability.- Representative trim tracks 

for a length-beam ratio of 15 are presented in figure 7(a) for several 
positions of the center of gravity and elevator deflections. Comparable 
trim tracks for a length-beam ratio of 6 are presented in figure 7(b). 
In figure 8 the maximum amplitudes of porpoising that occurred during 
take-off are plotted against position of the center of gravity. The 
maximum amplitude is defined as the difference between the maximum and 
minimum trims during the greatest porpoising cycle that occurred during 
the take-off. 

Wi th the length--beam ratio of 15, th.e amplitude of 1 ower-l imi t 
porpoising increased rapidly with forward movement of the center of gravity 
(fig. 8(a)). A forward movement of the center of gravity of 4 percent 
mean aerodynamic chord caused the amplitude to increase from 00 to 110. 
The comparabl e increase in amplitude of lower-limit porpoising for the 
l ength-beam ratio of 6 (fig. 8(b)) was less rapid. 

At after positions of the center of gravity the amplitude of upper­
limit porpoising increased l ess rapidly for the length-beam ratio of 15 
than for the length-beam ratio of 6 (fig. 8). The longer afterbody for 
the hull with the high l ength-beam ratio apparently was effective in 
damping the oscillation in trim. This oscillation with the hull of high 
length-beam ratio did not exceed 210 at the most after posi tion of the 

2 
center of gravity. 

For a given elevator deflection, the practical center-of-gravi t y 
limit is usually defined as that posi tion of the center of gravity at 
whi ch the amplitude of porpoising becomes 20. A plot of elevator 
deflection against center-of-gravi t y pos ition a t whi ch the maximum 
ampll tude of porpoising was 20 is presented in figure 9 . Wi th the high 

------ - --- -
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l ength-beam ratio, the range of stable center-of-gravity position is 

approximately 2! percent mean aerodynamic chord l ess than tha t for t he 
2 

l ow l ength-beam ratio. There is, however, a wide practicable range 
of position for satisfactory take-off (10 percent M.A.C. with el evators 
deflected _100

) of the hull having the length-beam ratio of l~ and 

7 

the take-off stability of tha t hull is considered satisfactory . Wi th 
the power available in the hypothetical a irplane , the accel erat ion 
would be several times that used in the tests. Tests of other models 
have indicated that an increase in accelera tion tends to move the 
forward center-of-gravity limit forward and the after limit aft with a 
resultant small increase in the stable range ; consequently, the t ake-off 
stabili t y shown in figure 9 is probably conservative for the flying 
boat. 

Trim limits of stability.- The trim lim1ts are not in themselves 

significant hydrodynamic qualities because the actual instability 
encountered during take-off or landing depends on the relation of the 
trim limits to the trim tracks of the f lying boat. The trim limits, 
however, are of interest in that they define the stable range of trim 
b etween the upper and lower trim limits. 

The trim limits of stability are presented in figure 10. The upper 
l imit, increasing trim, was almost the same for both length-beam ratios. 
At high speeds the effect of length-beam ratio on the upper limit, 
decreasing trim, was small. The lower limit for the high length-
b eam ratio was shifted bodily to higher speeds. This shift, approxi­
mately 15 miles per hour, appreciably reduced the range of stable trim 
between the lower limit and the upper limit, increasing trim. The 
hydrodynamic momants apparently were changed by the increase in length­
beam ratio in such a manner that this reducti on in the range of stable 
trim had little effect on the range of stable position of the center of 
gravity. 

Eetween 52 and 70 miles per hour, the upper and lower trim limits 
for the length-beam ratio of 15 are very close t ogether. When constant­
speed tests were made in this speed range, porpoising of the model could 
be allowed to build up to such a large amplitude that t he model porpoised 
across both the upper and lower liIDlts. Under such conditions, recovery 
from this violent porpoising by use of the elevators was not possible. 
Similar behavior has been noted for models of flying boats with hulls of 
conventional length-beam ratios and is therefore not attributed solely 
to the high length-beam ratio. During ac celerated take-offs, this violent 
porpoising was encountered only at center-of-gravity posi ti ons that were 
definitely forward of the forward center-of-gravity l imit. In actual 
flying-boat t ake-offs, operation at center-of-gravity positions and 
elevator deflections which would result in exceeding the forward center­
of-gravi t y limit (thereby encountering instability) would be such an 
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abnormal ~neuver that the violent porp8ising thus encountered is not 
considered to be too greatly significant in the evaluation of the 
longitudinal stability during take-off . 

Landing stability.- Several typica l time histories of landings with 

the two hulls are presented in figure 11. The maximum and minimum val ues 
of the trim and rise of the flying boat at the greatest cycle of oscill ation 
during the l~Dding run were obt ained from these data and ar e plotted against 
trim at first contact in figure 12 . 

The hull having the high length-beam r atio did not skip on first 
contact at any contact trim investigated, which indicated that the depth 
of step (16.5 percent beam) provided sufficient ventil ation . At contact 
trims up to 6.90 (the sternpost angle) the amplitude of oscillation, both 
in trim and rise , wa s very small and wa s of approximatel y a constant 
amplitude . At trims between 6 . 90 and 100 the stern:post entered the water 
first and caused a sl ight increa se in the amplitude of the trim OSCillation, 
which damped out after one or two cycles . At contact trims above 100 , 

upper- limit porpoising wa s encountered as a consequence of landing above 
the upper l imit of stability . 

In comparison, the landing dat a for the hull of l ow length-beam ratio 
indicate similar trends. This hull also ha d no tendency t o skip during 
landing . At contact trims up to 100 , the trim and r ise oscillations were 
small. Above contact trims of 100 , porpoisi ng wa s encountered, but this 
p8rpoising wa s l ess s evere than tha t encountered for the hul l of high 
length- beam r atio . In normal seaplane operations , however , landings 
at trims greater than 100 would be avoided b ecause of the danger of 
reaching a stall ed attitQde . 

Spray Characteri stics 

Spray r~nges in propellers and on f laps .- The range of speed over 

which spray entered the propellers and struck the f laps is plotted against 
gross load in figure 13 for both hulls . With the l ength-beam r atio of 6, 
the heavy (blister ) spr ay entered the propellers and struck the flaps at 
a lower gross l oad than with the l ength- beam r atio of 15 . As the gross 
load was increased, the speed ranges over which the heavy spr ay entered 
the propellers or struck the f laps became slightl y greater for the hull 
of high length-beam ratio . 

Spray photographs .- Photographs of spr ay which" entered the propel lers 
at the design gross l oad of 75 , 000 pounds are pre sented a s figures 14 (a) 
and 14(b) for the l ength-beam r at i os of 15 and 6 , respectivel y . Photo­
graphs of the spr ay which struck the f laps are presented a s figure 15 . 
These photographs cover the speed r anges of figure 13 in whi ch heavy spr ay 
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is involved. The spray entering the propellers or striking the flaps 
at the gross load of 75,000 pounds did not differ greatly for the two 
hulls. Based on the observation of the spray characteristics of a large 
number of models of successful conventional flying boats, the spray 
entering the propellers or striking the flaps at the gross load of 
75,000 pounds was acceptable. 

Photo&raphs of spray striking the tail surfaces during a landing 
run (one-half take-off thrust) are presented as figure 16. The spray 
from the forebody struck the horizontal tail surfaces at high speeds 
(above 38 mph) for the hull of high length-beam ratio. This spray 
might necessitate raising the horizontal tail. For the length-beam 
ratio of 6, the horizontal tail was relatively clear of spray. 

Take-Off Performance 

Excess thrust.- The excess thrust and trim during take-off with 
full thrust are presented in figure 17. The curves shown represent the 
excess thrust and trim for minimum total resistance except in the speed 
range where porpoising was encountered. Over this speed range the trim 
was increased to remain above the lower limit of stability. 

Comparison of the excess thrust for the two length-beam ratios 
indicates that the water resistance is approximately the same. The 
maximum trims are also about the same although the speed at which they 
occur is considerably higher for the hull of high length-beam ratio than 
for the hull of low length-beam ratio. 

Longitudinal acceleration.- The variations of longitudinal acceleration 
during take-off a, l/a, and V /a are plotted against speed in figure 18. 
These quantities were derived from the excess-thrust curves of figure 17 
by use of the relationship 

Take-off time and distance.- The take-off time is the area under the 
curve of l/a; the take-off distance is the area under the curve of V lao 
The computed take-off time and distance for the length-beam ratio of 15 
was 21 seconds and 1530 feet. In comparison, the computed take-off time 
and distance for the length-beam ratio of 6 was 22 seconds and 1600 feet. 
The over-all take-off performance of the low-drag hull is therefore 
approximately the same as that of the conventional hull. 

I 
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Summary Chart 

The hydrodynamiG qualities of the hypothetical flying boat with 
the hull of low drag and high length- beam ratio, as determined by the 
powered-dynamic~odel tests, are summarized in figure 19 . This chart 
gives an over-all picture of the hydrodynamic characteristics in terms 
of full-scale operational parameters. It is therefore useful for 
comparisons with similar data regarding other seaplanes for which 
operating experience is available. 

CONCLUSIONS 

The results of the investigation of the hydrodynamic qualities of 
a hypothetical flying boat with a low-drag hull having a length- beam 
ratio of 15 at a gross load corresponding to 75,000 pounds (gross load 
coefficient of 5.88) indicate that the hydrodynamic qualities are 
satisfactory and do not differ greatly from those of the related flying 
boat with the more conventional hull length-beam ratio of 6 as indicated 
by the following: 

1. A practicable range of position of the center of gravity 
(10 percent M.A.C. with elevators deflected _100

) was available for 
take-off. 

2. Stable landings were made without encountering porpolslng at 
landing trims b elow 100 • The depth of step of 16.5 percent beam was 
adequate to avoid skipping. 

3. Spray entering the propellers and striking the flaps was 
acceptable . Spray from the forebody striking the tail surfaces at high 
speeds during landings might necessitate raising the horizontal tail. 

4. The water resistance and the take-off time and distance were 
approximately the same as for the more conventional flying boat having 
a hull length-beam ratio of 6. The take-off time and distance were 
21 seconds and 1530 feet, respectively. 

Langley Memorial Aeronautical Laboratory 
National Advisory Committee for Aeronautics 

Langley Field, Va., January 9, 1948 
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TABLE I 

PERTINENI' CHARACTERIsrICS AND DlMENSIONS OF FLYING BOATS 

HA'VIID- HULL LENGTH-BEAM RATIOS OF 15 AND 6 

1. = 15 ~= 6 
b b 

General 
Design gross load, Ib · · · · · · · · · · · 75,000 75,000 
Gross load coefficient, C~ · · · · · · · 5.88 0. 94 
Wing area, sq ft · · · · · · · · · · · · · 1826 1826 
Take-off horsepower · · · · · · · · · · · · 6500 6500 
Wing loading, ~/S, Ib/sq ft · · · · · · 41.1 41.1 
Power loading, b.o/p, Ib/hp · · · · · · · 11.5 11.5 

Hull 
Maximum. beam, ft · · · · · · · · · · · · · 5.84 10.76 
Length: 

Forebody, bow to step, ft · · · · · · · · 50.4 37.1 
Forebody 1ength~eam ratio · · · · · · · 8.6 3·5 
Afterbody , step to sternpost, ft · · · · 37.2 27.4 
Afterbody length~eam ratio · · · · · · 6.4 2. 5 
Tail extension, sternpost to aft 

perpendicular, ft · · · · · · · · · · · 17·5 27·3 
Over all, bow to aft perpendicular, ft · 105.1 91.8 

Step: 
Type . . . . · · · · · · · · · · · · · · Transverse Transverse 
Depth at keel, in. · · · · · · · · · · · 11.6 11.6 
Depth at keel, percent beam • · · · · · · 16.5 9. 0 

Angle of forebody keel to base line, deg · 0 0 
Angle of afterbody keel to base line, deg · 5.4 5.4 
Angle of sternpo£t to base line, deg · · · 6.9 7.4 
Angle of dead rise of forebody: 

Excluding chine flare, deg · · · · · · · 20 20 
Including chine flare, deg · · · · · · · 16.5 16. 5 

Angle of dead rise of afterbody, deg · · · 20 20 

Wing 
Span, ft . . . · · · · · · · · · · · · · · 139·7 139.7 
Root chord, ft · · · · · · · · · · · · · · 16.0 16.0 
Mean aerodynamic chord (M.A.C.) : 

Length, projected, ft · · · · · · · · · · 13.8 13.8 
Leading edge aft of bow, ft · · · · · · · 41.5 28.2 
Leading edge forward of step, ft · · · · 6.7 6.7 
Leading edge above base line, ft · · · · 15·3 15.3 

Angle of incidence, deg · · · · · · · · · · 4 4 
-----

~- -- ---------_. 
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TABLE I - Concluded 

PERTlNENl' CRARACTERIsrICS AND DlMENSIONS OF FLYING BOATS - Concluded 

1 surfaces 
. . . . . · · · · · · · · · . . . . . · · · · · · · · · bilizer to wing chord, deg 
t chord, ft · · · · · · · · span, ft · · · · · · · · · 

Horizontal tai 
Area, sq ft 
Span, ft .• 
Angle of sta 
Elevator roo 
Elevator semi 
Length from 25 percent M.A.C. of wing to 

hinge line 
Height above 

of elevators, 
base line, ft 

opellers · · ades . . · · . . . . · · 

ft · · 
· · · 

· · · · · · · · · · · · 

Propellers 
Nuniber of pr 
Number of bl 
Diameter, ft 
Angle of thru 
Clearance ab 

st line to base line, 
ove keel, ft · · · · 

· · · · · · 

· · · 
· · · · · · deg 

· · · 

1. =: 15 1. =: 6 
b b 

· · 33·3 33-3 

· · 43.0 43.0 

· · -4 -4 

· · 3·20 3 ·20 

· · 16.7 16.7 

· · 49·5 49.5 

· · 19·0 19.0 

· · 2 2 

· · 3 3 
· · 16.5 16.5 

· · 2 2 

· · 8.3 8.3 



1 _ _ . __ __ _ 
~~----.- -



NACA TN No . 1570 15 

~ 
en 
Q) 

"C 
0 

E 

0 -0 ... 
<D 

10 
II E 

II ...JI.o 0 

...JI.o 
Q) 

.0 - I - 0 ~ 

0 -01 
c: 

::;) Q) 
::;) :I: 
:I: ...... ...... .0 ::;) 
0 ....., :I: 



L 



NACA TN No. 1570 17 

~-----------~i~, ~----~-=-:==?=~-~~~--==~~~~~~ 
Y 

• 

---it 

60.5" >-k 44.6" 
--- 126.1" --------------------+1 

(a) Hull of ~ = 15. 

E----~+~~~ 

cp 
- I 

F.p. 

Figure 2.- Lines of hull length-beam ratio models. 
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Figure 3 .- General arrangement . 
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F i gur e 15.- Spray on flaps during take-off . 
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