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NATIONAL ADVISORY COMMITTEE FOR AERONAUTICS 

TECHNICAL NOTE 4080 

SOME EFFECTS OF VANES AND OF TURBULENCE IN 

TWO-DIMENSIONAL WIDE-ANGLE 

SUBSONIC DIFFUSERS 

By Carl A. Moore, Jr., and Stephen J. Kline 

S UM MA RY 

Tests on two aspects of the behavior of wide - angle, plane-walled, 
two- dimensional diffusers with essentially incompressible flow have been 
conducted in the Mechanical Engineering Laboratory at Stanford Univers ity. 
First, a thorough study of the flow mechanism has been made using dye 
injection in a water table . The four regimes of flow found are delineated 
on graphs in terms of the three important parameters. Test data from a 
large water-table unit and a small water - table unit are g iven. Second, 
data ar e presented which demonstrate means for producing efficient dif ­
fuse r s for total included angles up to at l eas t 450 by use of simpl e, 
short, flat vanes. 

I n the absence of vanes , or other means of boundary-layer control, 
all of the following parameters are important in determining the behavior 
of the f l ow: (a) Divergence angle, (b) ratio of throat width to wall 
length, and (c) free - stream turbulence; diver gence angl e alone is defi ­
nitely insufficient. Variations in Reynolds number and aspect ratio seem 
to have little effect on the flow regime for the range of aspect rat ios 
normally encounter ed and for a ll Reynolds numbers in excess of a few 
thousand . Inlet -boundary-layer shape and thickness probably also have an 
effect on performance but have not been investigated in the present tests. 

Starting from very low diver gence angles and maintaining other con­
ditions constant, the following f our entirely differ ent regimes of flow 
are found as the divergence angle is incr eased from zero: ( a) Unstalled 
flow, ( b ) transient, three - dimensional stalls, ( c ) steady, two-dimensional 
stalls, and (d) jet flow separated from both walls . With the turbulence 
l evel held constant , increasing the r atio of wall l ength to throat width 
from 4 to 20 decreases the angles at which both three-dimensional tran­
s i ent and two- dimensional steady stall occur by a factor of the order of 
2 or 3 to 1. Incr eas ing turbulence l evel, with the ratio of wall length 
to throat width held constant, increases the angle at which transit ion 
occurs from three- dimensional transient separation to two- dimensional 
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1 steady separation by roughly 1- to 1 but has little effect on the angle 
2 

at which three-dimensional separation begins. Any type of turbulence­
promoting device inserted in the flow has about the same effect as an 
increase in the free-stream turbulence. 

Overall pressure recovery and efficiency are high in the unstalled 
regime and drop only a small amount through the three-dimensional-stall 
zone, but they drop to very low values as soon as two-dimensional steady 
separation begins . 

The use of multiple, short, straight vanes placed just downstream 
from the throat can eliminate all separation up to angles as high as 450 

as well as provide a means for controlling the exit velocity profile and 
for smoothing the flow. Water-table results on both vanes and flow 
regimes are confirmed by preliminary data from the air apparatus. 

I N T ROD U C T ION 

The present report is a condensed and revised version of the Ph. D. 
dissertation of Dr. C. A. Moore (ref . 1). Reference 1 includes additional 
details concerning apparatus and procedures. 

In internal flows of fluids in ducts, among which are included those 
of centrifugal compressors and turbines, jet engines, air-conditioning 
eQuipment, pumps, and many other machines, it freQuently becomes necessary 
to decrease the fluid velocity and, simultaneously, to increase the static 
pressure . "Diffusion" denotes the process of simultaneously decreasing 
the velocity and kinetic energy and increasing the pressure and flow work 
of the fluid . 

The process of diffusion is usually an inefficient one because of 
the effect of the positive pressure gradient on the boundary layer of 
the flow. In particular, attempts to decrease the l ength and weight of 
diffusers by increasing the divergence angle results in very large losses 
and poor performance unless some means of boundary-layer control is 
employed . In fact, the earliest systematic investigation by Gibson 
(refs. 2 and 3) showed that the losses can exceed those of a sudden 
enlargement for certain particularly bad, wide-angle geometries. 

Many other workers have investigated the performance of subsonic 
diffusers including Jones and Binder (ref. 4), Tults (ref. 5), Patterson 
(ref. 6), and Reid (ref. 7). The combined papers of Tults, Patterson, 
and Reid provide an excellent summary of the literature, and it is con­
seQuently unne cessary to repeat that information here. Some of their 
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data, together with those of Vedernikoff (ref. 8), Nikuradse (ref. 9), 
Demontis (ref. 10), and Polzin (ref. 11), are given in table I for con­
venient reference. 

A great deal of attention has been given by previous investigators 
to the problem of the divergence angle yielding optimum performance. 
The most comprehensive summary and the most careful data on optimum per­
formance are given by Reid (ref . 7). Reid noted that the angle for opti­
mum efficiency was decidedly different from that for optimum recovery . 
In addition, the data of different observers are in very poor agreement 
concerning the optimum angle. 

The present study had two main objectives: First, to study more 
systematically and in more detail the flow models in subsonic diffusers , 
and, second, to investigate the use of vanes in the flow as a means for 
producing efficient wide-angle diffusers . The first objective has been 
largely accomplished . Using dye injection in a water table to visualize 
the flow, as described below, four regimes of flow were found . The bound­
aries of these regimes are determined by three parameters which are dis­
cussed in detail . Quantitative graphs delineating these regimes of flow 
are given . These results have been verified by use of two different water­
table units and an air apparatus. 

While the water table provides an excellent and simple means for 
studying flow mechanism and while it' also provides ~uantitative data 
concerning the effects of the controlling parameters on the flow mecha­
nism, it does not provide any data on overall recovery or efficiency. 
It is to provide these data that the air apparatus was constructed . Since 
the taking of data in the air apparatus is a long and tedious process, 
the water-table results are also being used to guide the air- apparatus 
tests . 

Unlike the water-table tests, the air-apparatus tests are still in 
progress, and final results have not been obtained . However, included 
in this report are enough preliminary data from the air unit to: 
(1) Verify the effect of the governing parameters on the flow models 
as found in the water table; (2) demonstrate that the water-table flow­
model studies do provide the proper indications concerning regions of 
high and low performance; and (3) indicate that the vane configurations 
developed in the water table show very considerable promise. 

Since the air-apparatus tests are only preliminary, and since the 
water-table studies provide very useful information by themselves, the 
present report deals primarily with the results of the water-table units 
and includes only a brief section on the air-apparatus results. 
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This investigation was conducted at Stanford University under the 
sponsorship and with the financial assistance of the National Advisory 
Committee for Aeronautics. 
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cross - sectional area of diffuser 

distance along x axis from origin to center of vortex 

line indicating points of transition to fir st stall ( see 
figs .) 

line indicating points of transition from three - dimensional 
to two-dimensional separation (see figs. ) 

width of core, core being region of flow having uniform 
velocity 

line indicating points of transition from two dimensionally 
separated flow to jet flow (see figs .) 

energy recovery factor 

pressure recovery factor 

line indicating points of transition from jet flow to two 
dimensionally separated flow (see figs.) 

arbitrary function of velocity u 

depth of water above horizontal glass bottom in water tabl e 

depth of water measured above glass plate on center line of 
diffuser at throat, in . 

distance between parallel Plexiglas walls of air diffuser 

height of lip of outlet gate or weir above glass plate, in. 

z-direction width of fluid flowing; replaced G and G/2 
in derivation of appendix B 

integral in denominator of equation (A9) 
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Iw 
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J A 

J = B 

J = C 
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L 

Lv 

M 

m 

N 

n 

p 

Q 

Q 

5 

integral representing rate of flux of kinetic energy into 
diffuser 

integral in numerator of equation (A9 ) 

integral used for mathematical manipulations 

integral representing flow work 

integral defined by eQuation (A5) 

height of bluing jets above glass bottom of water table 

all jets 3 inches above glass plate 

five jets ahead of throat at 3-inch height, downstream jets 
1/4 inch above gl ass plate 

five jets ahead. of throat 1/16 inch above gl ass plate, 
downstream jets at 1/4-inch height 

coefficient, a function of entering profiles and diffuser 
geometry 

diffuser length, distance from throat to diffuser outlet 
measured along center line of diffuser 

vane length 

l ength of flat - plate portion of diverging walls of diffuser 

number of vanes used 

distance from throat to diffuser exit measured along 
diverging wall, N = M + r s 8 

normal to streamline 

static pressure 

total or "reservoir" pressure 

volume flow rate or water flow rate, Ib/sec 
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R 
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r 

rs 

8 

813 

s 

T 

U 

U 

u l , Vl,W l 

V 

v 

Vw 

vcl 

W 

Wl 
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rod-diameter Reynolds number 

Reynolds number based on diffuser length L and bulk 
average throat velocity Vl 

Reynolds number based on Umax and coordinate r at point 

of stall 

Reynolds number based on throat width Wl and bulk average 

throat velocity Vl 

radius in general 

radial coordinate in polar coordinates 

radius of entrance-section semi cylinders 

uncertainty in a variable 

uncertainty in a result 

coordinate along a streamline 

temperature of flowing water, OF 

velocity of core, constant at a cross section 

variable x-direction (or r-direction ) velocity 

components of turbulence 

one-dimensional mass flow velocity or bulk average velocity 

variable y-direction (or 8-direction) velocity 

velocity of a potential flow at wall of throat 

velocity at center line of throat 

diffuser channel width 

throat width 
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Wv spacing of va nes at their l e ading edge 

w v ariabl e z-dire ction ve l oc ity 

X complex potential function 

x , y ,z Cartesian coordinates 

xn variables 

y in boundary-layer anal ysis, distance from a diverging dif -

z 

5 

5* 

T) E 

8 

2 8 

fus e r wall 

vector on complex plane, x + iy 

result (used in appendix C) 

constant us ed in development of flow between cylinde r s 

boundary-layer thickness 

displ acement boundary-layer thickness, 1000(1 - ij) dy 

diffus er energy effic iency, CER/CERideal 

diffuse r pressure effe ctivene ss, CPR/CPR 
ideal 

polar coordinate 

vane angle , total included angle between two vanes or 
betwe en a vane and a diverging wall 

diffuser angl e, total included angle between straight , 
diverging walls of diffus e r 

Lagrange mul tiplier, a constant parame ter 

vis cosity 

v e loc ity potential 

stream fun ction 
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p mass density of fluid 

Subscripts: .) 

o stagnation or "reservoir" conditions 

1 diffuser throat 

2 diffuser outlet 

w diffuser wall condition 

c center line 

In the photographs} small black arrows indicate location of dye­
injection points downstream of throat. In all cases where dye is shown} 
flow is from left to right . 

DIFFUSER GEOMETRY AND ENTRANCE 

V E L 0 C IT Y AND PRE S SUR E PRO F I L E S 

DIFFUSER GEOMETRY 

All the diffusers used in this investigation had entrance sections 
and diverging walls of the form shown in figure 1. The flow entered from 
the l eft through the curved-wall entrance section and was diffused as it 
passed to the right out through the plane-wall section . These ski-shaped 
surfaces were formed by rolling the end of a metal plate into a half cyl­
inder} although the juncture between plane and cylinder was relieved 
slightly by grinding and polishing so that the boundary layer would not 
be subjected to a sudden change in curvature . 

The ski- shaped walls were pivoted about the centers of curvature 
of the half cylinders so that the angle of divergence 28 could be varied 
at will} and the distance between the pivots was adjustable so that the 
throat width Wl also could be changed. Variation in the length- to-width 
ratio L/Wl was obtained by adjusting Wl rather than by changing the 

plate length M. Thus} the apparatus gave great flexibility with no need 
for cutting or modifying diffuser elements to obtain the required changes 
in configuration . 
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FLUX PLOTS 

In light of the work of Rouse and Hassan (ref . 12), it was feared 

that using a cylindrical entrance section only ~ inches in radius might 

result in the creation of localized positive pressure gradients ahead of 
the throat, thereby making separation possible at the wall even before 
the flow reached the diffuser proper. Therefore, a number of flux plots 
using Teledeltos conducting paper were made in order to investigate the 
pressure gradients generated at the wall of the entrance section. No 
positive pressure gradient was found to exist until the throat width was 
increased to 9 inches where a slight positive pressure gradient was found 

at a position 11 inches upstream from the throat as measured along the 
2 

curved wall of the diffuser. Since all tests were run at throat widths 
of 6 inches or l ess , it was concluded that the cylindrical entrance shape 
would not cause prethroat separation. Indeed, no separations were observed 
ahead of the throat in any of the actual tests conducted. 

ENTRANCE VELOCITY AND PRESS URE PROFll.ES 

Wall Curvature 

In any diffuser, regardless of whether the flow transition is from 
a straight duct flow or from a large Quiescent region as in the present 
case, the necessary increase in cross - sectional area reQuires that the 
diverging diffuser wall be curved at l east at the juncture of the diverging 
walls and the entrance section. The corresponding curvature of the stream­
lines just outside the boundary layer is accompanied by a local lowering 
of the static pressure near the walls, as is Quickly demonstrated by 
Eul er's dynamical eQuation taken normal to the streamlines, the develop­
ment of which is given, for example, by Shapiro (ref. 13, p. 281): 

dp/dn 

where n, the normal to the streamline, is directed away from the center 
of curvature . Thus, as the boundary layer leaves this localized zone of 
low pressure near the curved walls, the positive pressure gradient it 
encounters is intensified, although the gradient in advance of the turn 
is more favorable. 
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Furthermore, since ihe flow comes from a region of constant total 
pressure upstream, and since Bernoulli's equation applies along each 
streamline outside a thin boundary layer, the variation in pressure 
across the throat implies, necessarily, a variation in velocity across 
the throat . This is true in all diffusers, but the amount of nonuniformity 
in velocity will vary from unit to unit depending on the inlet geometry. 
This raises the question whether the results of tests with one inlet geom­
etry can be used to predict performance in other units . 

In addition, in the present unit, Wl is varied to achieve a change 

in L/Wl' Consequently, the price paid for flexibility is a small change 
in inlet velocity profile from one geometry to another. This, again, 
raises a question concerning comparison of data obtained-with different 
inlet velocity profiles . 

Johnston (ref. 14) found that a change in inlet velocity profile 
caused an appreciable change in performance . However, the changed veloc ­
ity profiles in Johnst~n's work were far from the potential flow patterns 
for the entrance geometry involved, their nonuniformity having been gen­
erated by uneven distribution of gauzes on screens ahead of the inlet. 

On the other hand, Robertson and Ross (on pp. 5 and 6 of the discus ­
sion of their paper (ref . 15)) mention tests in water in which variation 
in the shape of the inlet had no serious effect on a diffuser. Copp 
(ref . 16 ) systematically varied the radius of curvature at the juncture 
in a conical diffuser from near zero to as high as 40 inches and found 
the static-pressure performance was entirely independent of the inlet 
wall shape , although, as the radius of curvature of the inlet junction 
was increased, the mass flow rate increased slightly. Furthermore, 
modifying the contour of the diffuser inlet ahead of the s ection of mini­
mum area produced no systematic trend in exit profile shape . 

The tests discussed in the preceding paragraph were all conducted 
at small divergence angles and area ratios which, in themselves, avoided 
separation; consequently it has not been positively demonstrated that a 
nonuniform entrance profile will not affect separation characteristics. 
The evidence points toward the conclusion that, excluding sharp-edged 
junctures, no significant separation or change in performance will result 
so long as the nonuniform profile approximates that of a potential flow 
for the geometry of the inlet in question . However, it is admitted that 
the problem needs further study. 

In the above reasoning it is not implied that performance will be 
unchanged if alterations in the entrance section change the boundary­
l ayer characterist ics materially, for, as shown by Robertson and Ross 
(ref. 15), Copp (ref . 16 ), Copp and Klevatt (ref. 17), and Peters (ref. 18), 
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the effect of thickening the entrance boundary layer is to decrease the 
pressure effectiveness of a diffuser. In Peters' study, however, vari­
able amounts of spiral flow were tolerated, and it is possible that this 
condition, together with the possibility for variable turbulence inten­
sities, seriously compromises the value of his data. In fact, in all of 
the four references listed above, the variation of boundary-layer thick­
ness was obtained by inserting a straight l ength of pipe ahead of the 
diffuser entrance. It should be noted that, while thickening the boundary 
layer, this length of pipe might al so change the intensity of the free­
stream turbulence either up or down. As shown later in this report, 
changing the turbulence level has an important effect on diffuser 
performance. 

Potential-Flow Velocity Profiles 

Because a function which would map a potential net onto the exact 
form of the present diffuser was not known, estimates of the velocities 
which existed at the throat were made in two ways. 

First, an est imate of the maximum nonuniformity was made by inves­
tigating the potential solution for flow between cylinders as shown in 
figure 2 . An expression for the velocity profile at the throat is derived 
in appendix A of reference 1, and the resulting profiles are presented in 
figure 3 for a range of throat widths great enough to cover the values of 
Wl employed in this work. Values for the ratio of ve l ocity at the cyl­
inder wall to velocity at the center line of the throat VW/VCl together 

with the ratios of the dynamic pressure qW/qcl are given in table II. 

Second, these velocity ratios were estimated by measuring them on 
the flux plots previously mentioned . As expected, it was found that the 
profiles were more nearly uniform at low diffuser angles while at very 
l arge angles the ratios a?proached those for flow between cylinders . The 
flux -plot values for vw/vcl and qw/qcl for 28 = 70 and 300 with 

Wl = 3 inches are compared in table III with the values obtained in flow 

between cylinders. 

PARAMETERS I NVOL V ED IN PROBLEM 

MATHEMATICAL SOLUTIONS 

The only availabl e anal ytical solutions for flow in a diffusing 
passage with an increasing pressure are those for l aminar flow as given 
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by Hamel ( ref . 19 ) and Goldstein ( ref . 20) . These solutions are of little 
utility since the flow is almost always turbulent in the diffuser boundary 
layer. Consequently, the only available theoretical resort is a dimen­
sional analysis. 

DISCUSS I ON OF PARAMETERS 

Normalization of the Navier- Stokes equations, as given in appendix D 
of reference l, provides a means for determination of the governing non­
dimensional parameters although the method becomes particularly complicated 
in this case. It was therefore taken together with a study of the avail­
able data of earlier workers ( see above) to determine as much as possible 
about the parameters of importance . The results show that the overall 
performance is a function of the following variables : Geometry, Reynol ds 
number, Mach number, wall roughness , and state of the inlet boundary layer . 
As explained above, inlet velo city profile is omitted . The experiments 
described below show that free - stream turbulence is also an important 
independent variable . Geometry is itself a function of three variables, 
namely, divergence angle, aspect ratio, and ratio of wall length to throat 
width. In the present study, Mach number was eliminated by the use of 
essentially incompressible flows, and inlet boundary layer has been held 
essentially constant by control of the inlet conditions . The other vari ­
ables have been studied, and the results are given below. 

The overall dependent performance parameters of most concern are 
pressure recovery CpR, pressure effectiveness ~p (often called pres -

sure efficiency), energy recovery CER, and energy efficiency ~E. The 

first two are defined in the usual way as follows: 

and 

lrU 2 
2"l-'v l 

I 
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Thus , as usual, CpR is the actual pressure regain divided by the inlet 

dynamic pressure for incompressible flow, and ~p is the actual pressure 

recovery divided by the pressure recovery that would occur in an ideal, 
that is, frictionless, diffuser with one-dimensional, incompr ess ible flow . 

These parameters lose significance when the inlet flow is not one 
dimensional. For this r eason the energy parameters have been defined . 
The energy recovery is taken to be the mean increase in flow work per 
pound of flow divided by the mean kinetic energy entering at the throat 
per pound of flow. The ener gy effi ciency is defined as the actual energy 
recovery divided by the energy r ecover y that would occur if the flow in 
the diffuser from the throat onward occurred without any dissipation of 
energy . Using the contr ol volume of figure 4(a), derivations are given 
in appendix A from which evaluation of the energy parameters can be made 
for any entrance velocity profile. (Other control volumes are given in 
figs . 4(b) and 4( c ).) It should be noted that insertion of the conditions 
of incompressible flow, with a uniform inlet velocity and uniform outlet 
pressure , reduces the energy r ecover y to the conventional pressure re covery 
and the energy effic i ency to the conventional pressure effectiveness. 

It should a l so be noted that deviations of the order of 5 percent 
of inlet velocity from a one - dimensional profile can easily cause devia­
tions of 10 percent between the actual recovery and efficiency and the 
values indicated from a wall static- pressure measurement at the throat . 
Since, as previously noted, pressure and velocity variations at the throat 
of some magnitude must occur in all diffusers, considerable care is ne c­
essary in computing r ecovery and effi ciency . 

Simpl e approximate means for comput ing the energy parameters are 
derived in appendix A. Appendix B contains a discussion of the very 
important effect of exit velocity profile on recovery and efficiency . 
I t is shown in appendix B that any deviation at the exit from the s quare 
velocity profile of one-dimens i onal flow will seriously and adversely 
affect the performance of the unit. 

A di scussion of the r elation between the more general nondimens ional 
Euler number used in boundary- layer cal culations and the pressure r ecovery 
is given in reference 1, where it is indicated that the pressure r ecovery 
is a special form of the Euler number . 

W ATE R - TAB LET EST S 

Since the still photographs contained in this paper cannot show the 
transient f l ow phenomena of the water tabl e entir ely adequately, a motion 
picture covering the phenomena discussed in this section has been prepared 
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and is available on loan . A request card form and a description of the 
film will be found at the back of this paper on the page immediately 
preceding the abstract and index pages . 

GENERAL DESCRIPTION 

Water Tabl e 

The water table used in these tests is described in detail in 
appendix G of reference 1. It consists of a horizontal glass plate over 
which water flows . A calming chamber precedes the test section. 

Figures 5(a) to 5(g ) show the water table. I n these photographs 
the large and small diffusers, the ink distribution system, and the last 
upstream screen can also be seen. 

At the downstream edge of the water- table glass, an adjustable­
height weir was used to fix the water depth at any value up to 5 inches 
above the glass plate, thereby controlling the throat aspect ratio. Flow 
rate was controlled by an upstream valve and was measured by weighing the 
outflow. The throat width was set with gage blocks and the exit width 
with a machinist IS scale . 

The glass plate had l-inch squares ruled on its under side and was 
illuminated from beneath, so that conditions were ideal for observing 
streamlines and trajectories made apparent by injecting bluing into the 
water and photographing it against a grid background . 

Placement of Bluing Jets 

Five bluing streamlines were introduced upstream of the throat . 
Two of these were released in the boundary layer by means of jets in 
contact with the walls of the entrance section 4 to 6 inches in advance 
of the throat . The other three were introduced so that they quartered 
the main stream. 

There were four downstream jets the placement of which was varied 
in order to achieve the best effect in each case, although the two of 
these which were placed in contact with the walls were usuall y placed 
10 inches inside the outlet of the diffuser . All of these downstream 
jets injected bluing vertically downward; hence the observer needed to 
watch only the direction of movement of the blu ing in order to determine 
when a stall had been encountered . Thus, in the photographic studies, 
when bluing was seen upstream of one of these jets ( or forming a motionless 
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blob directl y beneath it) rather than moving downstream toward the outlet, 
the existence of backflow (or a stall) was establ ished. 

The vertical position of all the bluing-injection jets could be 
varied so that bluing could be released and streamlines delineated at 
any height between the surface of the water and the glass bottom. In 
the first tests, pictures were made while varying this height at 1/2- inch 
intervals through the depth of the water . These tests indicated that, 
with water depth at approximately 4 . 5 inches, it was sufficient to limit 
jet heights to three conditions as follows: 

(1) J = A: All bluing injected 3 inches above the glass plate . 

(2) J = B: Five jets ahead of the throat located at the 3- inch 
height; jets downstream of the throat located at the 1 /4-inch height . 

(3) J = C: Five jets ahead of the throat located at the 1/16-inch 
height; downstream jets, if any, located at the 1 /4- inch height . 

When tests were run at decreased depths in order to vary the aspect ratio, 
the 3-inch height was decreased proportionally . 

Water-Table Diffusers 

The general geometric form of the diffusers employed has already 
been discussed at the beginning of this report and only dimensions pecul­
iar to the water-table diffusers are added here. The l arge water-table 
diffuser, which was of nearly the same size and shape as the air diffuser 
tested later, had a straight wall length M, shown in figure 1, of 
24 .375 inches and an rs of 4.55 inches, but the small diffuser, which 
was geometrically similar in profile but only about one- third scale, had 
M = 7.65 inches and rs = 1.55 inches. In the z- direction, the diffusers 
were 4.8 inches high, but the maximum practical water height G/2 was 
only about 4 .5 inches . Actually G/2 varied with velocity in different 
parts of the water table; but the velocities employed were so low that 
the small changes in G/2 could not be measured accurately, and this 
variable could be considered constant. This, in fact, is the reason why 
quantitative recovery data were not obtained in the water - table tests. 

Aspect Ratio 

For purposes of comparison with the air diffuser to be tested later, 
the water-tabl e-diffuser dimension G was taken equal to twice the depth 
of the water, whereas in the air diffuser G was the entire z- direction 
dimension of the flowing air . This was done, of course, because the upper 



NACA TN 4080 

surface of the water was free; therefore, the water-table diffuser had 
only one horizontal glass wall offering frictional retardation of the 
flow while there were the two parallel Plexiglas walls in the air 
diffuser. 

The aspect ratio for the water-table diffuser, then, was defined 
as 2h/Wl as compared with h/Wl for the air diffuser. Aspect ratios 
in the large water-table diffuser were much smaller than those in the 
air diffuser, but the small water-table diffuser and the air diffuser 
had approximately the same aspect ratio. 

Boundary-Layer Trip 

Because diffusers usually are operated with a turbulent wall 
boundary layer at the entrance, a boundary-layer trip of 0.020-inch­
diameter wire was attached to each lac~uer-smooth entrance section of 
the large diffuser at a point 2.75 inches upstream of the juncture 
between the flat plate and cylinder. These trips were seen to generate 
tiny Helmholtz waves which, however, did not usually grow so long as the 
boundary layer remained in the region of strongly accelerated flow. 

Trips were omitted from the small-water-diffuser entrance section 
because this diffuser was less carefully made than the large diffuser, 
and slight waviness of the rolled entrance sections offered sufficient 
roughness to accomplish the same result as a trip. 

Care was exercised in both the small diffuser and the large diffuser 
to make sure that the boundary layer was turbulent, as indicated by dye 
dispersion, at the throat. Thus, in all cases where data were recorded, 
there was no possibility of laminar separation. 

Secondary Flow 

As a result of the low heads of water at the edges of the throat 
(caused by curvature of the streamlines near the cylindrical walls), an 
appreciable secondary flow was generated. The direction of this flow, 
as observed at cross sections both before and after the throat, is shown 
by the heavy arrows in figure 6, which is a full-scale cross-sectional 
sketch of the throat of the water-table apparatus set at Wl = 3 inches 

with the observer looking downstream. 

The secondary flow was strongest near the bottom of the channel. 
In fact, the strong secondary flows occasionally seen at the surface of 
the water appeared to be merely the result of capillary spreading of any 
blUing which happened to reach the surface. Sometimes, also, the density 
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of the bluing mixture was appreciably greater than that of the water, and 
this density difference also caused secondary- flow disturbances as the 
colored streamers tended to incline downward through the diffusers. In 
most cases this effect was slight, however. 

Turbulence of Entering Flow 

In the first tests conducted in the water table with the large dif ­
fuser, the screens used to even the inlet flow and to damp entrance tur­
bulence in the upstream section of the water table were not selected 
properly. The result was the introduction of turbulence which was evident 
at the diffuser entrance in the tortuous shape of the entering streamlines. 
Fortunately, a full series of separation-angle determinations was made 
before this high-turbulence condition was corrected, and a good set of 
data for comparison with low-turbulence performance was obtained . 

To reduce the turbulence, five 16-mesh screens were added which 
operated at a Reynolds number (based on the 0.0113- inch wire diameter 
and free-area velocity) varying from 0.3 to 1.6 depending on the flow 
rate used. These dampers resulted in an extremely low turbulence level 
as evidenced by the absence of all streamline irregularities other than 
those imposed by the previously discussed secondary flow. A second com­
plete series of separation-angle determinations was made under the new 
low-turbulence conditions. 

The wide difference in the turbulence in the entrance caused by t he 
addition of screens is illustrated by the photographs of figure 7. 

At constant temperature and water depth G/2, the flow rate is 
directly proportional to the diffuser-throat Reynolds number as shown by 
the defining equations 

The Reynolds number of the damping screens also 
portional to the flow rate; therefore, they operated 
number when the throat Reynolds number was constant, 
variation in throat width and accompanying change in 

was directly pro-
at constant Reynol ds 
regardless of the 

L/Wl' Since the 
turbulence ahead of the damping screens remained constant at constant 
flow rate, and since the damping capability of a screen system is deter­
mined by its geometry and its Reynolds number, it is believed that the 
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turbulence l evel in the water just ahead of the entrance section is nearly 
constant when throat Reynolds number is held constant. There may, however, 
be a small variation of relative turbulence u'jVl at the throat when 
L/Wl is changed owing to the variation of the amount of contraction with 

changes of Wl' 

Even with changes in throat ReynOlds number, the turbulence level 
must have changed only slightly, for at no flow setting were small scale 
wiggles observable in the entering streamlines so long as the five addi­
tional damping screens were installed. This result arose, no doubt, from 
the damping screens having a large, nearly constant, damping coefficient 
because their Reynolds number, based on wire diameter, remained of the 
order of magnitude of unity. 

It must be emphasized that the claim of negligible change of upstream 
turbulence with flow rate does not apply to the high-turbulence tests in 
which the five additional screens were not used. In those tests an 
increase in flow rate caused an increase in the turbulence level. At con­
stant flow rate, however, turbulence in the headwaters ahead of the con­
traction still showed little or no variation. 

The reader is referred to the work of Dryden and Schubauer (ref. 21), 
Schubauer and Spangenberg (ref. 22), and Eckert and PflUger (ref. 23) for 
information on selection of screens and sources of the opinions formed 
above. 

Dynamic-Similarity Considerations 

The flows used in the water-table diffuser fixed the throat Reynolds 
number RW at values varying between 2,000 and 12,000. These values were 

too l ow to afford complete dynamic similarity between the water-table dif­
fuser and the air apparatus to be tested later which operated at values 
of RW greater than 100,000. Increasing the Reynolds number by enlarging 

the water table was not feasible because a size factor of about 20 was 
involved. Furthermore, increasing the flow rate in the water table would 
have resulted in rapid (shooting ) flow at the throat showing that, anal­
ogously speaking , sonic velocity had been reached , whereas the air-flow 
apparatus was designed to operate at Mach 0.2 or less at the throat. 
However, in spite of the difference in Reynolds number in water and air 
flow, remarkable success was enjoyed in extrapolating from one system 
to another. It is believed that this success r ests on two factors: 
(1) The Reynolds number being large enough so that further increases do 
not shift the flow from one regime to another, and ( 2 ) the care taken to 
insure a turbul ent boundary layer at the throat. 
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Method of Procedure in Photographic Studies 

The general procedure followed was first to set the throat width Wl, 
thereby establishing L/Wl and N/Wl and fixing M/Wl. Next the flow 
rate was adjusted to give the desired throat Reynolds number. With the 
above two sett ings held constant, the diffuser was varied through the 
spectrum of angles, first in order of increasing and then in that of 
decr easing magnitude, so that any hysteresis effects would not be over­
looked. The variation of angles was then repeated with vanes inserted 
and, still l ater at a value of L/Wl of approximately 8, with turbulence­
inducing r ods . After each angular setting was made, no photographic data 
were recorded until 5 or more minutes had elapsed because the act of 
changing the angle itself usually created turbulent disturbances in the 
flow which required time to die out. 

Flow configurations for the large water-table diffuser were studied 
photographically at L/Wl ratios of approximately 4, 8, 16, and 24, plus, 
in the high-turbulence runs only, one series of L/Wl = 6. At each L/Wl 
setting , the angle of divergence 28 of the large diffuser was varied 
from well below the angle where a stall was first observed to the maxi ­
mum angle of 400 to 450 . Photographs were taken at angular intervals of 
as litt le as 10 in regions of greatest interest. 

Pictures of angles larger than those possible using the large dif­
fuser wer e obtained by substituting the one-third-scale diffuser in the 
water tabl e and operating it at M/Wl ratios in the range between 4 
and 20 . In these cases the angular interval was no less than 50, and 
the angular settings were extended to angles of 900 for M/Wl = 4 and 8 
and to l&lo for M/Wl = 16. All of the small-diffuser tests were run 
under the low-turbulence conditions. 

All of the above tests were repeated for different throat Reynolds 
numbers. A total of some 1,300 frames of 35-millimeter film were. exposed. 
Typical photographs are reproduced in the figures (see, e.g., fig. 7). 

WATER- TABLE DIFFLBERS WITHOUT VANES 

Large Water -Table Diffuser 

General descript i on. - Mor e time was spent and more photographic data 
compiled with a diffuser with a 3-inch throat (L/Wl of about 8) than 

with any other, although suffi cient work was done at other settings to 
determine, as a function of L/Wl, the variation of angle at which 
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separation occurred. Consequently, the diffuser behavior in zones of 
transition to separated flow is described in detail with reference to 
an L/Wl ratio of approximately 8, and comparative behavior at other 
settings is presented more briefly. 

In the explanations below a distinction will be made repeatedly 
between a two-dimensional separation and a three-dimensional one. Fig­
ure 8(a) and the line 1-1 in figure 8(b) define the two-dimensional sep­
aration. Thus, a flow which takes place down one diverging wall and has 
virtually the same flow pattern at all depths is two dimensional. If, 
instead, the separation is confined mainly to one corner as shown by 
line 2-2 in figure 8(c) or varies markedly in pattern at different heights 
above the glass wall of the water table, the flow is three dimensional. 
More simply, the three-dimensional flow shows marked variation in the 
z-direction, and the two-dimensional flow does not. 

In investigating the occurrence of first stall, a jet height of 
either J = B or J = C was used in order to have the two downstream 
wall jets deep in the corners of the diffuser where the first stall was 
always found to occur in the range of throat Reynolds numbers and L/Wl 

ratios of the flows depicted. However, a few flows, notably some at high 
flow rates and at L/Wl ratios greater than 24, were observed in which 
first stall occurred near the surface of the water, far removed from any 
diffuser corner. A first stall at this position would correspond to 
stall near the center of a diverging wall of the air diffuser. Pictures 
of these noncorner first stalls are not reproduced herein because the 
high flow rates involved caused gravity waves large enough to cast doubt 
on the validity of the analogy to closed-duct flow of any real fluid. 

In the entire discussion which follows, the parameter of the ratio 
of diffuser length to throat width L/Wl will playa very important role. 

Although this parameter is a simple geometric description, two more sig­
nificant physical meanings may be noted. 

First, L/Wl is the ratio of length Reynolds number to throat 
Reynolds number. Now, the boundary layer on the wall depends on a 
Reynolds number based on the length measured down the wall. The length 
Reynolds number RL, therefore, has significance with respect to the con-
dition of the boundary layer at the outlet. Since RL is related to 
RW by L/Wl' which is a constant for a given diffuser, RW can be used 

equally well in connection with discussions of the boundary layer at the 
outlet. 

Second, L/Wl is of use in connection with the diffuser angle 28 

in specifying the area ratio R. As indicated earlier and as derived in 

--- ---- ----------------------------------------------------------------~ 
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appendices C, D, and E of reference 1, both the ideal pressure recovery 
factor and the ideal Euler number are functions of R only. Reid (ref . 7) 
has discussed in detail the important connection between R and the pres­
sure r ecovery of a diffuser, and his data are presented as f unctions of R 
and N/Wl' In the .present investigation 28 and L/Wl were chosen as 

the geometrical parameters . Their relationship to the area ratio can be 
appreciated through the simple approximation 

If the angle is held constant, the effect of L/Wl on R and, conse­

quently, its influence on the recovery and the Euler number become obvious. 

Separations resulting from increasing angle in vaneless diffusers . ­
Figure 9 shows the changes which took place in the flow configuration as 
28 was changed from an angle of 100 where no separation took place to 
an angl e of 170 where the flow was diverted by a stable asymmetric sep­
aration of two-dimensional form. l 

Figure 9(a), which used J = B (defined earl ier as five upstream 
jets at 3 inches , four downstream jets at 1/4 inch, above the glass plate), 
shows flow at 100 • Comparison with figure 7(a) points out the marked 
change in flow configuration which took place as a result of the increase 
in angle . The smooth incoming streamlines developed waviness which degen­
erated into an apparently random turbulence at about 3L/4. The diverging­
wall boundary layer thickened markedly as shown by the slower-moving fluid 
in the areas near the walls where the bluing of the two wall streamlines 
was being dispersed by turbulence. The boundary layers in figure 9(a) 
appeared to have coal esced by the time the diffuser exit was reached, but 
this was not definite because t urbulent mixing in the core now tended to 
destroy the contrast in col or between boundary layer and core, and some 
other cases were noted in which the central core definitely was intact 
at the diffuser exit. One must not confuse the widening zone of the tur­
bulent boundary l ayer with separation, which will be encountered later. 
Adjacent to all walls, even in the corners , there was always a forward 
motion in the same direction as the main flow, and no stall or backflow 
existed . 

lIn figure 9 and subsequent photographs, the location of the down­
stream dye-inj ection points are marked by very small black arrows. Since 
the flows are all from l eft to right, the presence or absence of stalls 
can be seen by noting the direction of dye movement from the arrows. 
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Fi~e 9(b) shows that the same general condi tions existed at 
28 = 11 . However, at 120 (fig . 9 ( c) ) , the downstream jet on the upper 
wall in the picture indicated a lack of motion and e ven a slight backing 
which announced the first stall. Unfortunately, thi s condition is made 
apparent to the reader only by the stagnant and spr eading blob of bluing 
beneath the jet owing to the difficulty of depicting a very slight back­
flow in a still photograph. However, the condition was easily discernible 
by an observer on the scene who could see the verti cal ly injected, down­
stream jets bend back toward the throat rather than bend in the expected 
downstream direction. The determination of the angle of first stall by 
the method described gave definite quantitative results which were repro­
ducible to within 28 = 10. 

At this point it must be acknowledged that the vertical tubes used 
for introducing the bluing downstream of the throat might have influenced 
the results; nevertheless, it is believed that their effect is small since 
tilting the tubes and injecting bluing from a number of different direc­
tions produced no change in the results. It would have been better to 
introduce the coloring matter through holes in the wall, but this solu­
tion would have been inconvenient and would have complicated the apparatus. 

In most of the tests the downstream wall jets were fixed at one loca­
tion, and it might be argued that this would cause the observer to miss 
some stalls at other points along the wall. However, a stall at one point 
was seen to move along the length of the wall and cause stalls to exist 
momentarily at other points on the same wall. In addition, the bluing 
released served as an indicator for other points as it moved away from 
the point of release. 

The data obtained in figure 9(c) were interpreted to mean only that 
stall can occur at angles as low as that observed, for it cannot be said 
that some vagary of the flow will not produce a momentary flicker of a 
stall at some still smaller angle if the time of observation is extended 
indefinitely. At higher turbulence levels it is especially important to 
consider the time element. I n this investigation, if no stalls were 
observed over a 5- minute period after steady flow had been established, 
it was assumed that the angle in question was free from separations. 
Therefore, the conclusion in this case was that, with a diffuser with 
L/Wl = 8.22, Rw = 10,380, and G/Wl = 2.93, the first backflow would 

appear at 28 = 120 in the corner of the diffuser cross section, but, 
at an angle 10 smaller, that there WOuld be no separation . The larger 
angle was used in plotting the data. Furthermore, the separation observed 
was an intermittent one which did not always occur in the same corner, but 
appeared and disappeared in both corners in an erratic fashion . 

The beginning of separations marked the beginning al so of an unsteady 
flow regime which is best illustrated by figure 9 (d) at 28 = 150 . Here 
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the ~ain flow was seen to wander aimlessly around in the diffuser with 
separations and backfl ow appear i ng r epeatedly on both walls, though not 
necessari l y alternatel y . The separations were three- dimensional in form. 
At 160 wi th jets now all at the 3- inch height ( J = A) the three -dimensional 
separation and unsteadiness continued, but the flow showed a definite pref ­
erence for the right wall. In some instances it chose the left wall 
instead, the choice seeming to depend mor e on which wall the stronger 
intermittent stall happened to be when the diffuser angle was widened 
than on any nonsymmetry in the geometry of the diffus er itself . 

In descript i ons of the three-dimensional separations above, they 
have frequently been r ef erred to as transient three -dimensional separa­
tions in contr ast with the so- called steady two -dimensional stalls. This 
has been purposely done, and it is to be noted that not only are the three­
dimensional separations always of a transitory nature but also the two 
regimes of stall, two-dimensional and three-dimens ional, are entirely dif ­
ferent in their flow patterns, in the appearance and steadiness of the 
flow, and in the r esultant overall performance of the unit . 

The two-dimensional separat i on corresponds with the classical picture 
of stall appear i ng in most of the textbooks . The three- dimensiona l sep ­
aration, on the other hand, does not seem to have been well described, 
and the r esults would at l east suggest that it is a very common regime. 

As just noted, three-dimensional separation is not only transient, 
but also transitory . The stall appears for a moment in one position only 
to be washed downstream and to reappear again in the same or some other 
location a moment later. The size of these local transitory stalls varies 
greatly as does the duration of their survival . When the angle is first 
increased into the three-dimensional-stall zone , very small stalls appear, 
and they persist for a very short time. As the angle is incr eased both 
the size and duration of the stalls gr ow until finally they become so 
large that a transition to the steady two-dimens ional separation pattern 
occurs . I t is believed noteworthy that the smallest observable stalls 
were assoc i ated with the highest frequencies of motion, and, conversely, 
the largest with the l owest frequencies . This is probably due to the 
iner tia of the dead water or stall region. It is interesting to speculate 
concerning whether still smaller stalls, occurring at frequencies too high 
to observe with a dye technique, actually do occur in the region which has 
been call ed unstalled . The manometer fluctuations described be l ow for t he 
a ir-diffuser flow suggest that this might be the case . However, no inves­
tigations on this point have yet been made . 

Another specul at ion, of even mor e general interest, concerns whether 
transitory stalls of the nature of those observed in these tests are also 
found in other situat ions such as the positive- pressure-gradient zones 
of an airfoil. I n the authors' opinion it is possible that they are. 
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Furthermore, the frequencies of motion may well be high enough so that 
most conventional instruments would not reveal them. If such transient 
stalls do occur, it would certainly explain, among other things, the 
reason for the failure of mathematical boundary- layer theory to predict 
separation accurately inasmuch as such calculations are normally based 
on a steady two-dimensional physical model. 

At 28 = 170 , figure 9(e), the flow stabilized in two- dimensional 
form along the lower wall in the photograph. The flow was much steadier, 
and a large wedge of stagnant water along the upper wall began to darken 
as larger quantities of bluing from the jet on the separated wall began 
to concentrate there. This configuration was a stable one which remained 
for as long as the flow continued, although it could be forced to change 
walls by introducing a vane or even by deflecting the flow by hand. After 
being deflected it would be stable in its new position hugging the upper 
wall, leaving the lower wall in a separated condition. The main flow in 
figure 9(e) was very little wider at any point in the diffuser than it 
was at the diffuser throat, showing that little or no diffusion had taken 
place . 

Runs were also made at angles up to 500
, the maximum possible setting 

of the large water-table diffuser, and photographs illustrating some of 
these flows are discussed in the section on vanes . The larger angles 
exhibited no significant changes in flow pattern except for the develop­
ment of a stronger affinity for remaining separated along one diverging 
wall . In all cases where two-dimensional separation occurred the same 
inability of the main stream to expand its cross - sectional area was 
observed. This was not true with a three-dimensional separation, where 
only a part of the flow failed to decelerate. 

It is noteworthy that all flows which oscillated from side to side 
in the diffuser were confined to the lower half of the 120 to 160 three­
dimensional flow zone. Above 150

, and especially after the complete 
establishment of the two-dimensional flow regime, the flow no longer 
wandered about, although waves and fluctuations developed along the outer 
boundary of the main flow. The action at this outer boundary appeared to 
be a continual tug of war between the kinetic energy of the high-speed 
stream and the inertia of the fluid in the dead-water region . 

The determination of the exact two-dimensional- stall angle was less 
objective than the determination of the first stall angle because the 
opinion of the observer as to steadiness and two-dimensionality entered. 
However, this difficulty was resolved simply by extending the tolerance 
or uncertainty in 28. Thus, the conclusion in this case was that in a 
diffuser with L/Wl = 8.25, RW = 11,150, and G/Wl = 3.0 a two ­
dimensional separation with steady flow existed at 170 , whereas an unsteady 
flow with a three-dimensional separation existed at 150 • For plotting pur­
poses the larger value was again used. 
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The detailed des cription given above is typical of the relative 
sequen ce of events as angle is increased and of the models observed 
f or all t he s eries of runs made . However, as will be seen below, the 
nUMerical values of the angles involved at first stall and at two ­
dimensional separation vary over a surprisingly large range depending 
on the value of the governing parameters, LjWl and free-stream turbulence. 

Effect of changes in Reynolds number on separation.- Figure 10 shows 
the effect of lowering the throat Reynolds number to about 6,000 by dimin­
ishing the flow rate. This change resulted in an increase of the angle of 
first stall as shown by the change from the flow of figure 10(a), where no 
stalls existed, to that of figure 10(b) in which the downstream jet on the 
upper wall in the picture indicated stall in the corner. 

Figure 10(a), incidentally, is the first photograph shown thus far 
in which all jets are near the gl ass bottom (J = C). The flow near the 
throat indicates the effect discussed earlier of the low heads near the 
curved walls in producing secondary flow. 

The transition from a wandering three-dimensional flow to a stable 
asymmetric one is illustrated by figure 10(c). Thus, the angle at which 
the flow became two dimensional was decreased by 10 to 160 • 

The evidence discussed above was not at first cons idered conclusive 
because the 10 changes in angle were· but slightly gr eater than the uncer­
tainty involved in fixing the angle of separation . However, in changes 
of Reynolds numbers at four different LjWl ratios (fig. 11), only one 
curve, that of first stall at LjWl = 4, showed a trend that did not match 
that of the others. 

Thus, it would appear that, in this range of operation, increasing 
throat Reynolds number tends to decrease the angle of first stall and 
incr ease the angle of complete two-dimensional separation . Therefore, 
the extent of the unstable flow regime tends to increase at higher Reynolds 
numbers. The rate at which these changes occur with changing Reynolds num­
ber, however, is very small. 

It would have been desirable to extend the water table to cover a 
wider range of Reynolds numbers. Unfortunately, this was not feasible. 
Flows giving higher Reynolds numbers caused gravity waves in the throat 
which affe ct ed the results. Flows at lower Reynolds numbers necessitated 
impossibly long waits for the decay of turbulence which was introduced 
whenever the water was disturbed by Changing the diffuser angle or making 
other adjustments. Failure to provide this stilling time would have 
allowed a high relative turbulence in the throat, and, as shown l ater, 
the incr eas ed turbulence intensity would have affected the results markedly . 



Variation of angles of separation with change in L/Wl'- Figure 11 

indicates that changes in geometrical configuration, as manifested by 
variation in L/Wl, cause very large changes in the values of the separa­
tion angles when throat Reynolds number and free-stream turbulence are 
held constant. For example, doubling L/Wl to a value of approximately 16 
lowered the first separation angle to 80 as shown in figures 12(a) and 
12(b) in which the jet on the upper wall in the photograph gave evidence 
of considerable backflow. Figures 12(c) and 12(d) show the transition to 
stable two-dimensional separation. 

Figure 13 presents the data of figure 11 (see also tables IV) on a 
logarithmic plot of separation angle versus the L/Wl ratio. The throat 
Reynolds numbers RW are indicated by the figures beside the data circles. 
In figure 13 the solid lines are curves for constant throat Reynolds num­
ber and a nearly constant depth of water. The dashed lines are for con­
stant depth, constant length Reynolds number, and, since L was held 
constant in all tests, for constant bulk average throat velocity Vl' 

Curves a-a show the variation of first stall angle with a change in L/Wl' 

The outstanding fe&ture of the solid a-a curve is its linearity. 

Tests also were run in which the L/Wl ratio was changed while 

holding aspect ratio constant at G/Wl = 1.01. There was no significant 

change in the two-dimensional separation curve. In the first-stall curve 
there was only a slight change which, at values of i/Wl greater than 8, 
resulted in approximately bisecting the area between the constant RW 
and the constant RL curves. 

From figure 13 and the information in the paragraphs above it may be 
concluded that at approximately constant turbulence conditions the ReynOlds 
number, the aspect ratio, and small variations in entrance velocity cause 
only minor changes in the separation angles compared with those produced 
by simple variation of the L/Wl ratio. 

Effect of turbulence.- As mentioned earlier, a set of data was 
obtained when the turbulence was at high intensity before the five addi­
tional damping screens were installed. Photographs of the diffuser flows 
with high-turbulence entrance conditions are presented in figures 14(a) 
to 14(d) for L/Wl ~ 8 and in figures 14(e) to 14(h) for L/Wl ~ 16. 
The reader is referred again to figure 7(b) for a larger scale illustra­
tion of the variability of the entering flow. 

Figures 14(a) and 14(b) where J = C (all jets near the glass wall) 
show the transition to first-stall condition at 28 = 120. The upper wall 
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jet in figure 14(b) shows a bad stall. Actually, a corner stall was 
also found at 11°, but it was a slight one and the 120 photograph is sub­
stituted for purposes of illustration . Figure 14( c ) shows a three­
dimensional, unsteady separation at 250 which settled down to a uniform, 
though turbulent, two-dimensional separation at 260

• 

Figures 14(e) and 14(f) show, for L/Wl ~ 16, the first-stall con­
dition which began at 90

• A bad backflow then suddenly developed in the 
right-hand corner. The transition to two-dimensional separation is 
illustrated in figures 14(g) and 14(h) at 190 and 200 , respectively . 
Figures 14(a) and 14(b) and figures 14(e) and 14(f), where the entering 
streamlines are at the bottom of the channel (J = C), again show the 
effects of secondary flow at the throat. 

The stall and separation angles from these and other photographs 
are presented in tables V and in the logarithmic plot of figure 15, where 
the curves are again for constant throat Reynolds number (RW = 6,000) . 
The solid lines are the high-turbulence curves, and the dashed curves, 
which were transferred from figure 13 for purposes of comparison, are 
for low-turbulence entrance conditions. 

In the case of first stall (curves a - a) the effect of increased 
turbulence was to raise the separation angle slightly for values of L/Wl 
greater than 13 and to decrease it slightly for values of L/Wl less 

than 13. However, the scatter in the data, particularly at high turbulence 
levels, is almost as much as the changes noted. In the case of the transi­
tion from three- to two-dimensional separation (curves b- b) a much larger 
and easily discernible effect was found. Increasing turbulence markedly 
increases the angle of transition at all values of L/Wl' As indicated 
by the upward shift of curve b - b in figure 15, this increase varies from 
6.50 at an L/Wl of about 240 to 160 at an L/Wl of about 4. 

This last finding undoubtedly is one of the important products of 
the present investigation . The effect of a change in turbulence ·inten­
sity is shown to be large enough in itself to account for the current 
uncertainties in specification of diffuser performance; moreover, it 
appears that attempts to duplicate diffuser performance will meet with 
failure unless the turbulence, probably both as concerns scale and inten­
sity, is controlled . 

Thus, figure 15 and the discussion in the foregoing sections point 
up two important conclusions about prediction of diffuser performance, 
neither of which have been clearly understood previously: 

(1) It is meaningless to discuss or attempt to measure one singl e 
"best angle" which represents op·timum performance for all diffusers . 
There are at least three factors that will inevitably frustrate any such 
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attempt. These are: Optimum efficiency and optimum recovery occur at 
considerably different angles; variations in free stream turbulence 
strongly affect the flow patterns; and, most important, probably, simple 
variation in geometry can change separation angles by a factor of at 
least two. It woul~ appear unfortunate indeed that so much of the litera 
ture has been devoted to the question of a unique "best angle." 

(2) Since turbulence level does play an important role in performanc 
considerable judgment must be exercised in utilizing, for design purposes 
diffuser data in which no measure of turbulence is recorded. This is par 
ticularly true in adapting laboratory test data, where turbulence is 
usually low, to diffusers for pumps and compressors, where the disturb­
ances are usually exceptionally large. 

Small Water-Table Diffuser 

Reasons for building small diffuser.- There were two principal reason 
for constructing and testing a geometrically similar, but smaller scale, 
water-table diffuser. 

First, it was mentioned earlier that the water table had an adjust­
able weir or gate at the downstream extremity of the glass plate. In the 
tests with the large water-table diffuser, the diffuser outlet was within 

l~ inches of the blank wall formed by the weir; consequently, it was feared 
2 

that this proximity was responsible for failure to observe the oscillating 
separations at large angles of divergence which were reported by other 
authors and, perhaps, had affected other results as well. The small water­
table diffuser, on the other hand, had a space greater than the length of 
the diffuser between its outlet and the gate of the water table; therefore 
the waters outside the outlet more nearly approximated a plenum. 

Second, the largest angle possible with the large water-table dif­
fuser was too small to enable determination of whether or not the two­
dimensional type of separation would break away into a jet type of flow 
at larger angles. Accordingly, the small diffuser was proportioned so 
that its angle 28 could be diverged to beyond 1800 • 

The small diffuser also offered the possibility of checking some of 
the results of the large diffuser in a device of different size and pro­
vided more readily a very wide range of aspect ratio. 

Small-diffuser tests at small angles.- First tests of the small dif­
fuser showed immediately that the end gate or weir was not the cause of 
the stable asymmetric separations, for the behavior of the small diffuser 
was qualitatively the same as that of the large one at all flow rates; 
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that is, the diffuser first stalled and formed transient three-dimensional 
separations which became stable, asymmetric, two-dimensional separations 
as the divergence angle 28 was increased. 

Moreover, it was found that the angle at which two-dimensional sep­
aration began agreed to within 10 with that found in the large diffuser 
so long as the throat Reynolds number was kept below 5,000. At higher 
throat Reynolds numbers, which are synonymous with higher velocities, 
the separation angle increased markedly, just as it did when higher tur­
bulence was introduced at the entrance of the large diffuser. It is 
believed that this increase in angle was caused by a much higher relative 
roughness of the entrance section and conse~uent creation of increased 
turbulence in the flow. The higher relative roughness was caused by 
careless bending of the small-diffuser entrance section during its 
manufacture. 

It was not possible to check the curve of first stall because the 
tubes used in introducing bluing were ~oo large relative to the size of 
the diffuser and dowqstream streamlines could not be introduced without 
markedly disturbing the flow. 

Small diffuser at very large angles.- The behavior of the small 
water-table diffuser at very large angles is illustrated by figure 16 
for one throat width and a single flow rate. 

In the flow of figure l6(a) where 28 = 650 and in that of fig-
ure l6(b) with 28 = 800 , a two-dimensional stall existed. Again the 
flow was seen to travel down one wall while a large stagnant wedge lay 
against the other wall. The water in all of the plenum was darkened by 
the mixing of blUing of the streamlines. The two-dimensional-stall con­
dition existed continuously as the angle was increased to 850 by 50 steps. 

When the angle was increased to 900 the flow, as depicted in fig­
ures l6(c), l6(d), and l6(e), slowly fought its way out from its wall 
position until finally it reached and maintained the central jet position 
shown in figure l6(e). It took from 3 to 5 minutes for the energy of the 
incoming flow to rearrange the motions in the plenum symmetrically and 
arrive at this central jet position. At angles of 850 and lower, con­
figurations similar to those of the first two pictures (figs. l6(a) 
and l6(b)) were allowed to run for as much as 15 minutes at a time with 
no indication of any tendency for a similar transition. 

After the jet was fully established, the angle was decreased progres­
sivelyas shown in figures l6(f), l6(g), and l6(h). Using intervals of 50, 
it was possible to reduce the angle 28 to as low as 650 (fig. l6(g)) 
with no apparent effect on the jet . When the angle was reduced another 50 
to 600, however, the jet immediately snapped to the wall position. Unlike 
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the increasing-angle transition at 900 when the change took place slowly, 
the movement to the wall position now was so rapid that the observer was 
unable, with manual operation of a still camera, to photograph inter­
mediate positions of the jet during the transition. This snap action 
furnished ample evidence that the wall position was the stable and the 
preferred one in the lower part of the hysteresis zone. 

This hysteresis phenomenon was investigated further at two other 
throat widths. The data obtained are presented in tables VI and in 
figure 17, in which the angle of change from two-dimensional separation 
to jet flow, and vice versa, is plotted against the ratio N/Wl, where 
N is the length of the diverging wall. This graph shows that the regions 
of jet and of two-dimensional operation are separated by a hysteresis zone. 

Superimposed Plots of Large- and Small-Diffuser Results 

In figure 18, data from experiments with the large water-table dif­
fuser and those obtained with the small diffuser are presented on the 
same logarithmic plot of 28 against N/Wl and the performance zones 
are indicated . 

The data from the small diffuser, curves c-c and d-d, are plotted 
from data taken at RW = 3,700, while those from the large diffuser, 

curves a-a and b-b, are for RW = 6,000 . These values were used simply 

be cause more data were available at these particular Reynolds numbers. 
In view of the small dependence on Reynolds number as shown in figures 13 
and 18, the difference in Reynolds number should cause no difficulty. 

INSERTION OF VANES IN LARGE WATER-TABLE DIFFUSER 

The initial idea in the tests with vanes inserted in the large water­
table diffusers was to use the vanes to deflect energy of the main- stream 
flow into the boundary layer in order to replace the boundary-layer energy 
ordinarily lost to friction, thereby preventing boundary- layer stall and 
consequent separation . 

Many water - table vane tests were run with high turbulence as well 
as with low turbulence in the entering flow . The photographs reproduced 
in this report, however, are only of tests with low turbulence, and the 
discussion is centered around these low-turbulence cases . However, at 
the higher turbulence levels, vanes were even more efficacious in elimi­
nating bad separations because the effects of the vanes and the turbulence 
were additive . 
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Tests With Vane Having an Airfoil Profile 

It was felt at first that a high-lift airfoil with a high stall 
angle would prove to be most efficient in accomplishing the desired flow 
deflection; accordingly an airfoil with an NACA 4418 wing-section profile 
was fabricated. 

Preliminary experiments had shown that it would be necessary to place 
the vanes near the throat where the highest speed flow occurred; otherwise, 
the vane was likely to find itself in a dead-water region caused by a sep­
aration, where there was no kinetic energy to deflect. The narrowness of 
the throat region dictated a small airfoil thickness which, in view of 
the decision to use a 4418 section, required a small chord. A chord length 
of 1 inch was used. 

It was noted that these airfoils, even when kept at angles of attack 
near 00

, were always in a stalled condition whenever they were placed in 
a region of decelerating flow. Hence the original intention of operating 
the a irfoils at large angles of attack and high lift conditions was pre­
cluded by the presen ce of the decelerating diffuser flow at least for 
thi s airfoil shape. 

In the paragraphs which follow, the successful application of flat­
plate vanes is described. However, the lengths of the successful vanes 
were, except in the 150 case, at least three times the l-inch chord length 
of the airfoil mentioned above. Perhaps the failure of the airfoil was 
just that it was too short, and this matter probably deserves further 
study . Flat vanes are so simple and so easy to construct, however, that 
the airfoil investigation has not been pursued further. 

Tests With Flat-Plate Vanes 

Vanes used.- The flat vanes used were made from ordinary commercial 
galvanized iron. Vanes 3 inches or shorter in length were 0.033 inch 
thick . Except in the 450 tests, where the three central 6-inch vanes 
were 0.033 inch thick, all vanes longer than 3 inches were 0.052 inch in 
thickness . The metal was rounded on the leading edge and faired slightly 
at the t r ailing edge , but little care was taken in these operations. The 
galvanized surface of the vanes was rough in comparison with the lacquer­
smooth diverging walls of the diffuser and the plate-glass surface of 
the water tab l e . 

A useful feature of the water-table work was the simplicity with 
which the vanes could be inserted in the flow; they were merely rested 
upon the glass bottom and steadied from above . Their positions and 
attitudes could be adjusted at will by simpl e hand manipulation. 
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Short vanes at an L/Wl ratio of 8.- Figure 9(d) shows a water - table 

diffuser with L/Wl ~ 8 when set at 150 . As discussed earlier, wandering 
of the nain flow can be seen from inspection of the photograph, and the 
figure, when closely inspected, reveals the three -di mensional separations 
which occur . 

Figure 19(a), with J = A, and figure 19(b), with J = B, show this 
sane 150 diffus er with two l - inch- long vanes inserted . The downstream 
jets show that backflow was eliminated at all depths . Although the flow 
contained more small- scale turbulence, its main flow direction was much 
steadier so that the flow no longer wandered around in the diffuser . 
Longer vanes operated even better . Discussion of their action is included 
below in the discussion of diffusers with larger divergence angles . 

Figure 20 ( a) shows a two- dimensional separation at a diffuser angle 
of 200 . This separation was larger and more stabl e than the separation 
at 170 discussed earlier in connection with figure 9( e ). I n figure 20(b) 
an attenpt was nade to correct the separation by inserting a pair of 
2-inch vanes just downstream of the throat . These vanes pushed the point 
of stall about halfway down the diffuser, but the separation was not 
entire ly elininated . However, a pair of 3- inch vanes, as shown in fig ­
ures 20( c ) and 20(d), again eliminated the separation at all depths . 

At the 300 angle (fig . 21 (a ) ) .the separation continued and became 
more stable . The wedge of stagnant water became l arger while the main 
flow r emained at almost a constant width through the length of the dif­
fus er, showing that little or no deceleration or diffusion was taking 
place. Trials with only a pair of vanes were unsuccessful at this angle; 
but with three 3-inch vanes (figs. 21(b) and 21(c)) stalls could be elim­
inated everywhere, although the flow at the outl et near the glass bottom 
was sluggish . This sluggishness at the center of the outlet could be 
r e lieved at the expense of the wal l flow by manipul ating the vanes at 
the throat . Thus, the possibility of controlling the shape of the out­
let velocity profile was indicated . This ability was demonstrated repeat ­
edly throughout the tests . Longer vanes were found to allow considerable 
flexibility in the control of outlet velocity profile . As the length of 
the vanes was decreased, a point was reached where the adjustment of the 
vanes was extremely critical if stall was to be e l iminated throughout the 
diffuser, there being, sometimes, only one setting at which the vane 
arrangement would work . Still shorter vanes would then prove incapable 
of eliminating separation. 

The location and attitude of the trio of 3- inch vanes in the 300 

diffuser ( figs . 21(b ) and 21( c ) ) was critically important to the elim­
ination of separation . The best solution found was to set the vanes so 
they were equally spaced and oriented to form four small diffusers with 
divergence angles of 7 . 50 ± 0 . 50 within the large 300 diffuser . The 
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smaller angles within the indicated tolerance) if there were such) always 
were found between the diverging walls and their adjacent vanes ) the cen­
tral channels being slightly larger. It would seem to be more promising 
in view of the original purpose of inserting vanes, the injection of 
momentum into the boundary layer) to have a much smaller angle adjacent 
to the wall. However) in the prevention of stall and in the production 
of a sQuare outlet profile, marked unevenness of spacing was decidedly 
inferior to the nearly eQually spaced arrangements described above. 

As for exact longitudinal placement relative to the throat, it was 
found best to have the leading edge from about 1/4 to 1/2 inch downstream 
from the narrowest throat section) thereby allowing the main stream to 
diverge slightly before striking the vanes. This dimension was l east 
critical at smallest angles. 

At 28 = 450 (fig. 22(a)) the wedge of stalled water was still 
larger, and the flow continued to travel down one wall with a nearly 
constant width. To correct this separation) it was necessary to use 
five 6-inch vanes which divided the area downstream of the throat into 
six short 7.50 diffusers (figs. 22(b) and 22(c)) . These vanes succeeded 
in forcing the stalls out of the diffuser) although) owing to the large 
area ratio involved) flow was sluggish all across the exit. Again the 
location and orientation of the vanes was extremely critical, indicating 
that the upper angular limit for application of 6-inch vanes had nearly 
been reached. Five of the shorter 3-inch vanes) not shown in the figures, 
were not capable of removing the two-dimensional separation. 

Throughout the tests) any increase in turbulence intensity was found 
to improve the performance of vanes in eliminating separation and to allow 
greater flexibility in vane orientation and placement. This result was 
to be expected in view of the previously demonstrated fact that turbulence 
acts to inhibit two-dimensional separation. 

Rationalization of findings on optimum vane placement .- The need for 
locating vanes immediately downstream of the throat is easily explained. 
In the first place) this region contains the largest positive pressure 
gradients found in the diffuser) both because of the wall-curvature effects 
discussed earlier and because the percentage increase in area in the direc­
tion of flow is greatest at some point between the throat and the junction 
of cylinder and plane wall. Second, at the throat the dynamic pressure 
and the denSity of flux of kinetic energy are at their maximum. Thus, 
with a potentiality for greater loss at the throat than at any other loca­
tion) the need for good throat flow configuration is of first importance. 
If corrective action were delayed until some point farther downstream, 
the damage might already be done. In addition, the very existence of a 
high availability of energy at the throat enhances the possibility for 
influencing the behavior of the diffuser; vanes placed farther downstream 
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simply do not have at their disposal the flow energy required to pro­
duce noticeable effects . 

The slightly better operation obtained when the leading edges of 
vanes remained 1/4 ·to 1/2 inch downstream from the throat also is easy 
to rationalize. The pressure gradient at the throat is zero since the 
throat is the point of transition from a negative pressure gradient to 
a positive one; therefore, it is not necessary to prevent separations 
from initiating at the throat, though they may start farther downstream 
and move forward to the throat position. In other words, the slight 
divergence of the diffuser walls before the flow reaches the leading 
edges of the vanes is not sufficient to cause separation to occur . 

The results concerning the optimum number of vanes and their lengths 
are more difficult to explain. The water-table flow configurations dis ­
cussed in the previous section indicated that, for best results, vanes 
should be approximately evenly spaced within the diffuser and should be 
numerous enough to form small diffusers in the throat which have angles 
of divergence 28v approximating those found by other experimenters to 
give maximum pressure effectiveness in two-dimensional pl ane-wall dif ­
fusers. In addition the length of vane employed Lv had considerable 

effect on the success of the configuration. Attempts to explain these 
facts from fundamental principles have not met with success. However, 
a tenable argument can be presented starting with known facts regarding 
performance of vaneless diffusers at small angles, and this argument is 
presented below . 

Reid (ref. 7, p. 65 ) found experimentally that for his test condi­
tions a short, plane-wall diffuser operates at nearly maximum pressure 
effectiveness at a divergence angle of 7.50 . Gibson's (refs. 2 and 3) 
results indicated an angle of about 90 for maximum pressure effective­
ness. By making use of the results of appendix B, it may be deduced 
that these pressure effectivenesses are also energy efficiencies, for 
Reid, and presumably Gibson, had uniform entering velocity profiles. 
In tests of the air diffuser of the present investigation, as will be 
seen l ater, the angle of lnaximum energy efficiency varied directly with 
Reynolds number and turbulence intensity from a value of about 90 to 
about 110. Reid's value may be lower because of a probably lower tur­
bulence resulting from the use of a damping screen and the existence of 
a more nearly quiescent reservoir. 

Therefore, equal spacing of the vanes at positions near the throat 
was equivalent to using little diffusers of nearly maximum efficiency 
in a region where, without vanes, there would have been very poor recov­
ery and efficiency as a result of the bad separation which would have 
existed on one wall of the large diffuser. 
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Another criterion results if the point of vane operation, as defined 
by 28v , the angle between the vanes, Lv/Wv , the ratio of vane length to 

vane spacing at the leading edges, and Wv , the Reynolds number based on 
vane spacing, is located on the separation graphs, figures 13 or 15. 
When this was done, it was found that no vane arrangement which resulted 
in operation above its first stall line a-a was successful since that 
arrangement itself created separations within the diffuser. 

The fact that the successful vane combinations formed little dif­
fusers which should have optimum efficiencies indicates also that the 
velocity profile at the trailing edges of the vanes must have been nearly 
uniform. (See appendix A.) This square profile, together with the lateral 
energy transfer due to the turbulence from the vanes, is believed to be 
the cause of the improved flow through the remainder of the diffuser. 
This improved downstream flow, moreover, is essential because, even though 
the efficiency of flow through the vane section is high, the absolute value 
of the recovery is still small there owing to the small increase of flow 
area involved. Therefore, good performance in the remaining length of 
the large diffuser is essential if overall recovery and efficiency are 
to be acceptable . Approximation of the Lv/Wv ratios of the vane com-

binations employed are presented in table VII, and these ratios can be 
used in conjunction with reference 7, p. 66, to estimate CER in the 
vane section of the diffuser and in conjunction with figures 13 and 15 
to select vane configurations which will prevent diffuser stall . 

This whole line of reasoning concerning the insertion of little 
diffusers of optimum efficiency is reinforced by the fact that a further 
increase in the number of vanes, thereby forming inserted diffusers having 
angles of divergenae much smaller than the angle for optimum efficiency, 
never improved the flow picture. On the contrary, the flow was, in some 
cases, adversely affected to a marked degree. 

At the time of the first successes in eliminating stalls, it was 
suspected that the drag of the vanes might be the stabilizing influence 
that slowed the fast-moving mainstream and caused it to spread away from 
the wall of its choice. However, figure 23, with the diffuser set at 200 , 

shows that this argument is at variance with the facts. In figure 23 (a ) , 
where a separation existed on the upper wall of the photograph, one 3- inch 
vane was placed by the lower wall, yet the flow continued down the same 
wall with no effect on the separation. When the vane was moved to a 
position adjacent to the upper wall (fig. 23(b)), the main flow was 
pulled across the diffuser, and the separation was transferred to the 
lower wall . It is believed that these photographs demonstrate that the 
beneficial action of the vanes is not dependent on drag . 
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This argument does not imply that the vanes themselves do not pro­
duce losses. Obviously, motion of a fluid along a flat plate involves 
friction in the boundary layer, and friction causes losses by transforming 
the kinetic energy of a steady flow into internal energy. The only impli­
cation is that the action of vanes in improving stability and producing 
a more uniform velo city profile at the diffuser outlet far outweighs the 
deleterious effects of the added friction. 

Long vanes at an L/Wl ratio of 8.- In the preceding section it 

was pointed out that vanes somewhat longer than the minimum successful 
length achieved better results and, in addition, allowed greater flexi­
bility in adjustment. There is, however, a limit to the improvement in 
performance which can be attained by lengthening the van~s. 

Figure 24 shows a 200 diffuser with nearly full length vanes 
( 23 inches long) inserted. The L/Wl ratio of the vaneless 200 diffuser 
(fig. 20 (a)) was 8 . 26 . In figures 24( a) and 24(b) only one vane was 
inserted, and in this case the vane divided the 200 diffuser into two 
100 diffusers each having an Lv/Wv ratio of approximately 15.35· In 
figures 24(c) and 24(d), two of the long vanes were placed in the 200 

diffuser, thereby forming three 6 .70 diffusers having Lv/Wv ratios of 
about 23 . These small-angle diffusers formed by the fcul-length vanes 
all have the same area ratio as the original vaneless diffuser. 

As expected, the vane insertion provides an improvement in perform­
ance over that of the vaneless 200 diffuser. One1s first inclination 
might even be to expect the two parallel 100 channels to show a flow 
pattern as good as that of the single 100 diffuser of figure 9(a). How­
ever, it must be noted that the Lv/Wv ratio of the parallel diffusers 
formed by the vane (15 .35) is about twice the L/Wl ratio in the con­
figuration of figure 9(a) (8.20). Reference to figure 13 (and using the 
dashed lines of constant-length Reynolds number RL shown thereon) shows 

immediately that the parallel 100 diffusers of figures 24(a) and 24(b) 
were operated in the three - dimensional separation zone; hence the flow 
should be represented more cl osely by the pictures of figure 12. It is 
not surprising, therefore, to find that at least one of the parallel dif­
fusers, the upper channel in figures 24(a) and 24(b), was badly separated. 
The flow in the lower channel was much better although it did contain 
intermittent separations. The flow in the upper channel was an unstable 
fluctuating one typical of the three-dimensional separation zone defined 
in figure 13· 

It also may be surprlSlng at first to find that the lower channel 
flow showed less separation than the upper one since the above argument 
alone would predict separation for it also. However, close inspection 
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of the throat area reveals that the flow did not divide itself evenly 

between the two channels,2 the lower channel getting more than its share. 
Thus, the throat Reynolds number of the lower channel was higher than 
that of the upper, but, more importantly, its turbulence seemed to be 
higher also. This condition would lift the curve b-b of figures 13 
and 15, thereby placing the point of operation relatively lower in the 
three-dimensional zone. 

This uneven flow may contribute to a lowering of efficiency through 
larger absolute losses in energy. More than half the flow, that in the 
lower channel, would enter with a higher kinetic energy since, by con­
tinuity, its velOCity at the entrance would be higher, and even the same 
percentage recovery rate would mean a higher absolute loss. 

In the case of the flow of figures 24(c) and 24(d), the coordinates 
28v = 6.70 and Lv/Wv = 23 put the point of operation below the dashed 
line of first separation, curve a-a in figure 13. Therefore, it is not 
surprising to find th~re were no stalls or backflow anywhere in the three 
parallel diffusers, although the flow in the corners of the diffusers in 
figure 24(d) was decidedly sluggish. Note that the parallel diffusers 
operate at the same l ength Reynolds number as the vaneless diffuser, but 
at only one-third the throat Reynolds number. This fact accounts for 
the necessity of using the dashed, rather than the solid, a-a curve. 

The above demonstration that vanes should not be used in lengths 
which r esult in operation above the first-stall line suggests that vanes 
should be just long enough to insure flexible control of the exit velocity 
profile. While it is true that the performance of a badly separated, vane­
less diffuser can often be improved by inserting vanes which operate above 
line 2-2 in figure 13, the use of these vanes still represents a loss com­
pared with the potentialities of a diffuser with shorter vanes which 
operate below the first-stall line. The longer vanes not only add fric­
tion as a result of their increased surface area but also contribute 
separations of their own . 

These results reemphasize the fact that small angles of divergence 
alone are no panacea of diffuser ills; long vanes with small angles often 
produce much worse results than shorter vanes with greater angles. Diver­
gence angle is only meaningful when taken together with L/Wl ratio, 

turbulence intenSity, and Reynolds number. 

2In figures 24(a) and 24 (b), the channels do not appear to be equal 
in width . This is due to an unfortunate angle of the camera with respect 
to the support rods which hold the vanes. In r eality the channels are 
equal and the entire flow passage is symmetric to within the measuring 
accuracy . The same is true in figures 24(c) and 24(d). 
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Vanes at different L/Wl ratios.- Experiments were also conducted 

with vanes in diffusers of other 1jWl ratios; the results were more or 
l ess as expected in view of the conclusions drawn from tests at L/Wl 
ratios of about 8. Figure 25 shows the effect of inserting vanes in a 
400 diffuser with L/Wl of about 4. The Lv/Wv ratio here also was 4, 

and even though the angle between the vanes was as much as 100 , the vane 
configurations operated well below the first-stall line . Elimination of 
s eparation was easily accomplished. 

In figure 26 the L/Wl ratio of the diffuser was 16 . 44. Three­
inch vanes were not effective at this L/Wl ratio, but 6-inch vanes 
accomplished the results shown in the figures. The adjustment of these 
6-inch vanes, however, was very critical. The Lv/Wv ratio of the 

7. 50 -throat diffusers formed by the vanes was about 16; thus, the point 
of operation was below the first-stall line. However, the jet in the 
corner formed by the upper wall in figure 26(c) was quite sluggish, 
indicating the approach of first stall. It would have been desirable 
to have a less critical adjustment usually attained by using a longer 
vane; however, a substantial lengthening of the vanes would have resulted 
in pushing the point of operation into the three - dimensional stall zone. 
Therefore, figure 26 apparently represents very nearly a limiting L/Wl 
condition beyond which, with 300 diffusers of the present form, vanes 
could not be usefully applied . 

Figure 27 shows an attempt to extend the use of vanes to L/Wl = 24.66 
in a 300 diffuser. In this case the angle between the vanes averaged 7.50 , 

but the Lv/Wv ratio was about 24 also. Thus, the small-throat diffusers 
with widest angles probably operated very close to the line of first stall 
for a Reynolds number of about 1,500 based on the spacing of the leading 
edges of the vanes Wv . It is not surprising, therefore, that stalls and 
backflow were encountered in the flow farther along the walls of the large 
diffuser in both figures 27(b) and 27(c) . . 

General Conclusions From Tests With Vanes Inserted 

The results given above ind~cate clearly that, within limits, wide­
angle diffusers of good performance can be constructed using properly 
designed, short- , flat-vane systems. This fact is borne out by the pre­
liminary air tests cited later in the report. It is hoped that additional 
quantitative performance data of vaned diffusers will be obtained in the 
work now being carried out in the air unit to verify the following 
conclusions. 
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Tentative design criteria for these vane systems can be stated as 
follows: 

(1) The vanes must be located with leading edges slightl y downstream 
of the diffus er throat. 

(2) The number of vanes used should be such that the small passages 
formed between pairs of vanes and the vanes and wall s are little diffusers 
of maxi mum effi ciency. 

(3) The little diffusers formed by the vanes must all operate with­
out stall. It appears that this can be accomplished by designing so that 
each passage lies well below its line of first stall a- a on figures 13 
and 15. The line a- a, of course, should be that for a Reynolds number 
based on Wv , the vane spacing at their leading edges, rather than on Wl, 
the throat width. This criterion, then, indicates that vanes should be 
made as short as possible. 

(4) On the other hand, there is also a limit below which vane length 
cannot be r educed . A definite quantitative criterion for use in deter­
mining this limit has not been established. Therefore , a minimum vane 
length which will insure a degree of exit-velocity- profile control must 
at present be determined experimentally. 

(5) Vanes work best in relatively short diffusers. For given con­
ditions of turbulence, divergence angle, and Reynolds number, there is 
a maximum Llwl ratio beyond which this type of vane system is less 
effective. 

( 6) An upper limit to the divergence angle 29 at which vanes are 
still effective has not been met. Good results have been obtained in 
the water-table diffuser at 28's as large as 450 when L/Wl was approx­
imately 8, but the improvement required the insertion of five vanes with 
LILv of appr oximately 4. 

INSERTION OF ROre IN LARGE WATER-TABLE DIFFU3ER 

First Experi ences With Rod Insertions 

The fact that large 
in the flow ahead of the 

program. The first rods 

separations could be delayed by inserting rods 
throat was noted very early in the experimental 

empl oyed had diameters of 3/4 and l~ inches, 
8 

respectively. When inserted in the diffuser, these rods delayed separa­
tion more effectivel y than did the airfoil-profile vanes discussed earlier; 
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consequently, considerable attention was paid them, and it was planned 
to expand the rod tests in the present investigation. 

Sizes and Placement of Rods Used in Present Work 

Rod diameters.- The size of the 3/4- and 11- inch-diameter rods 
8 

used at first was so great that the geometry of the entrance section 
was altered to a marked degree, and it was believed that comparison of 
results obtained from the different flow through this changed geometry 
with earlier results might be open to criticism. Smaller rods, of 
course, will introduce vortices just as well; consequently, it was 
decided to start work with rods having a diameter of 1/8 inch and to 
increase this size progressively by doubling the diameter after each 
series of tests. Thus, tests were run also with rod diameters of 1/4 
and 1/2 inch. In this manner it was hoped that a performance trend 
dependent upon vortex size and, consequently, turbulence scale could be 
established. After te~ting these three sizes of rods it was found that 
a 1/4-inch diameter was slightly better than the others and that 1/2-inch 
rods produced an effect not much different from that obtained with still 
larger rods in earlier tests. Because results with the smaller rods 
largely duplicated previous findings and because the tests with the 
larger rods were performed less carefully, only results for tests with 
rod diameters varying from 1/8 to 1/2 inch are presented herein. 

Placement.- Tests were run with rods placed both upstream and down­
stream from the throat. When in their upstream location, the rods always 
were placed, in plan view, along the approximately 6-inch-long arc of the 
circle of 4-inch radius having its center on the center line of the dif­
fuser at the throat. This arc, as determined by flux plotting, was very 
nearly a line of constant velOCity potential. The center-line distance 
between two adjacent rods was never less than twice the rod diameter; 
thus, the free-flow area at the potential line where rods were placed 
was never reduced below one-half the free-flow area at the same location 
with no rods inserted. 

In order to check the effect of a 900 shift in the axis of the vor­
tices generated, rods in one-half of the tests were laid horizontally 
in the flow and in the other half of the tests were suspended vertically. 
When the rods were placed horizontally in the entrance section, they 
were bent to agree with the curvature of the aforementioned velocity­
potential line and were supported by thin, perforated, sheet- metal strips 
oriented parallel to the flow. This orientation of the strips resulted, 
as shown by the bluing jets, in but little disturbance in the in~oming 
stream. When rods were placed vertically in the entrance section, 
straight rods were used, and these were simply rested on the glass bottom 
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of the water table and held in position by a brass plate above the 
surface of the water . This plate had holes drilled at locations where 
it was desired to fix the location of the rods. 

When placed downstream of the throat, vertically alined rods could 
be supported wher ever desired by simply moving the aforementioned brass 
plates longitudinally along the water table. The greater cross-sectional 
areas encountered downstream were spanned simply by drilling more holes 
in the brass plate and using a greater number of rods. Downstream hori­
zontal rods could be placed at only one location for each setting of 
divergence angle, since the rods used were the same as those inserted 
upstream, and their fixed lengths would reach entirely across the diver­
ging diffuser at only one longitudinal position. 

Results and Discussion of Tests With Rod Insertion 

upstream rods. - Figure 28 shows a few of the flow patterns obtained 
with rods inserted upstream of the throat. Figure 28(a) shows the 170 

diffuser with vertical 1/8 inch rods, and figure 28(b), the flow when 
these rods were horizontal. The improvement can be appreciated readily 
if comparison with figure 9(e) is made. Bluing from all downstream jets 
flowed toward the outlet after the rods were introduced, the large area 
of stagnant water and the regions of backflow having been eliminated 
completely. The diffuser angles illustrated were not the largest ones 
possibl e with good performance. Those figures presented were selected 
simpl y because the contrast obtained in the photographs was more suit­
able for r eproduction than at other angles . In rod work, good photo­
graphic contr ast is difficult to obtain because the vortices shed by 
the rods cause str ong mixing with the result that the streamlines 
disappear as the bluing is dispers ed through the fluid as a whole. 

Figure 28(c) shows the effect of nine, vertical, 1/4-inch rods in 
a 230 diffuser . At this angle the jet on the upper wall in the picture 
began to stall intermittently, but the flow, in the main, was well~ordered 
and proceeded in the proper direction . At higher angles the pattern dete­
riorated rapidly. Figure 28(d) shows horizontal 1/4-inch rods also just 
above their maximum angle of good operation . In this cas e , the flow is 
still generally well order ed; but the l ower wall jet in the picture shows 
intermittent backflow, and the flow i s just beginning to become asymmet­
ric. Figure 20(a) at 28 = 200 gives an idea of the separated two­
dimensional flow which would exist at angles of this order of magnitude 
without rods or vanes. Figures 20 (c ) and 20(d) suggest that vanes 
accomplish the same result, but with l ess turbulence and disorganiza-
tion of the flow. 
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Figures 28(e) and 28(f) show flows at two angles with 1/2-inch rods 
inserted. Figure 28(e), with a 190 diffuser angle, shows a flow which 
was on the verge of becoming separated asymmetrically in spite of the 
inserted vertical rods. Figure 28(f) illustrates very good operation 
with only two horizontal, 1/2- inch rods at 170 . This angle, however, 
is just barely into the two-dimensional separation zone, so correction 
of the poor flow pattern in this case was, not unexpectedly, quite easy. 

Table VIII presents the angle for each type of rod arrangement at 
which asymmetric flow was resumed in spite of rod insertions . The selec­
tion of this angle was a good deal more subjective than similar deter­
minations in the cases of flow with and without vanes, and the uncertainty 
in angle is about ±2°. 

As seen in the table , the best arrangement tested was that with 
nine 1/4-inch rods oriented vertically. With these rods, the angle for 
two-dimensional flow was extended from about 170 (fig. 9(e)) to about 
230 (fig . 28(c)). This angle is denoted by a point Z at L/Wl = 8.26 
in figure 15. The point lies 20 below the angle determined earlier for 
two-dimensional separation with high turbulence (line b-b in fig. 15). 
The other configurations tested raised the two-dimensional separation 
line to only 190 or 200 . 

Rod insertions also were found to reduce the angle of first separa­
tion in the corner to as low as 110. Thus, this trend also matched in 
direction the effect of increased turbulence as presented in lines a-a 
of figure 15 . One must r emember, however, that the turbulence trend 
indicated by lines a - a, as discussed earlier, is still in some doubt. 

Table VIII includes columns indicating the reduction of flow area 
and presenting the average flow velocity between the rods as well as a 
column of Reynolds numbers based on the rod diameter. 

The columns on flow-area ratio and velocity are indicative of the 
cost of creating the vortices . For example, reduction of the flow-area 
ratio to 0.5 would make the area for flow through the rods equal to the 
diffuser throat area since the cross-sectional area along the line of 
rod insertion was just twice the area of the throat. Therefore, the 
velocity between the rods would equal the average velocity at the throat. 
With such relatively large accelerations and decelerations, losses of at 
l east the order of magnitude of one velocity head might be expected. 
Consideration of the possible magnitude of this loss indicates the desir­
ability of keeping the vel ocity at the rods as low as possible; yet this 
very act may drastically reduce the effectiveness of the rods in elim­
inating two-dimensional separation. Furthermore, it seems unlikely that 
much will be gained from introduction of intense turbulence specifically 
to combat separation when the diffuser is to be charged with the cost of 
generating the turbulence. On the other hand, if the entrance geometry 
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is such that stable Karman vortices can be generated farther from the 
throat where velocities and generation losses are smaller, a beneficial 
effe ct might still be realized. Final settlement of this pOint, of 
course , must await the air-diffuser tests in which it is expected that 
quantitative performance data will be obtained. Meanwhile, the designer 
has available the knowledge that a high turbulence already existing in 
the flow will act to improve performance by delaying two-dimensional 
separation, though this same turbulence may caus e small stalls to exist 
momentarily at isolated points which shift around the diffuser walls in 
a random manner. 

The column in table VIII of rod-diameter Reynolds numbers is signifi­
cant in that it indicates the type of turbulence shed by the rod. 
According to Roshko (ref. 24, p. 36) between ~ = 40 and Rd = 150, 
cl assical stabl e Karman streets are formed, whereas between Rd = 300 
and Rd = 10,000, the p eriodic shedding is accompanied by irregular, or 
turbul ent , velocity fluctuations, and the vortices break down very rapidly 
into a fully turbul ent wake . Between these two ranges is a transition zone 
in which either behavior may occur. In the present application, multiple 
rods wer e used; so the limits of the ranges probably were not strictly 
applicabl e . Nevertheless, the behavior observed appeared to fit Roshko's 
classification quite well . The flow of figure 28(a), for example, which 
had a Reynolds number in the transition zone, showed slowly decaying vor­
tices in the throat. In the flow of figures 28(c) to 28(f), the degenera­
tion was much more rapid because the rods were operated at higher Reynolds 
numbers. 

Since the increase in gains from using vertical rods over those with 
horizontal rods was disappointingly small, it appears that no "directional 
effect of vortices " was present. That is, vortices with their axes ver­
tically alined produced little or no better effect in the elimination of 
separation than did vortices with horizontal axes. This apparent lack of 
effect may be because the vortices break down immediately into random tur­
bulence. However, there is also the possibility that KarmAn streets orig­
inating at different points along the same rod are out of phase and there­
fore add a third dimension to the picture. In other words, it appears 
unlikely that large u' and v' components of turbulence ever will be 
present in the fr ee stream without the presence also of an appreciable 
w' component . This conclusion .is, of course, supported by considera­
tions of continuity common to basic turbulence theory. This argument, 
then, might expl ain why vortices with horizontal axes can transport 
energy and momentum toward the diverging walls of the water-table dif­
f us er and r etard two- dimensional separation . 

The log i cal conclusion is that any kind of turbulence will act to 
retard two- dimensional separation in diffusers regardless of whether 
the turbulence is already in the free stream entering the diffuser, is 
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caused by artificially roughened walls ahead of the throat, or is the 
result of decaying vortices generated in any of the many possible ways. 
It should be noted that the mechanism involved is entirely different 
from that discussed in connection with the insertion of vanes. This is 
illustrated clearly by the fact that properly functioning vanes in 
almost all instances reduced the amount of fluctuations in the flow, 
usually by a large amount. 

These results also lead to speculation concerning a more specialized 
use of rods to eliminate separations both in vaned and in vaneless dif­
fusers. Recently declassified material shows clearly that airfoil tip 
vortices can be successfully used for this purpose. It is believed that 
the mechanism involved in use of such vortices is again mixing. If this 
is true, then it is natural to ask the 'luestion, "would small rods set 
across the corners at an angle perform the same function as the wing 
tips, and would these simpler devices perform as efficiently?" To date 
time has not been available for investigation of this 'luestion. How­
ever, it is believed that such an investigation would be worthwhile. 

Basically, it is felt that, regardless of its origin, any lateral 
mixing effect introduced near the edge of the boundary layer in the 
region of a steady stall will be effective in preventing or reducing 
the stall. Then, if the energy lost in producing the mixing is not too 
great, an overall improvement in performance will result. 

In the present tests, such mixing did not ever appear to eliminate 
the stall in the sense that the flow was changed into the completely 
unstalled region. On the contrary, it appeared to eliminate a steady 
two-dimensional stall in favor of a transitory three-dimensional stall. 
Whether this would also be true in cases of a small local steady stall, 
such as in a corner, the present data do not indicate. 

The fact that large-scale fluctuations and increased free-stream 
turbulence sometimes decrease the angle of first stall would tend, at 
first glance, to be contradictory. However, it is believed that stalls 
thus created have a shorter lifetime than stalls occurring in a turbulence­
free flow. That is to say, the first stalls which appeared in the high­
turbulence flows were merely momentary reversals caused by the passage 
of a large-scale fluctuation. The time average of the effects of such 
momentary fluctuations is small as is evidenced by the less rapid buildup 
of a definite backflow which, in turn, is clearly demonstrated by the 
increase in the angles of steady, two-dimensional separation. 

Downstream rods.- Figure 29 shows horizontal liB-inch rods inserted 
downstream of the throat. Rods with two larger diameters were tried also. 
Both vertical and horizontal alinements were tested. No Significant dif­
ferences in performance were noted as size and orientation were changed; 
so, for brevity, only liB-inch horizontal rods will be discussed. 
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Figure 29 (a ) shows the rods placed in a diffus er set at a 200 diver ­
gence angle. As may be seen, all backflow in the downstream sections of 
the diffuser was eliminated . Ahead of the rod section, howe ver, the flow 
was separated from both diverging walls. There was violent backflow in 
the separated regions. In figure 29(b), which shows the flow where the 
diffuser angl e has been incr eased to 300 , the resulting pattern was very 
similar to the one at 200 • However, flow in the downstream reaches of 
the diffuser was mor e sluggish, and the separation ahead of the screen 
showed mor e intense , though more concentrated, backflow. 

When vertical rods were used and the longitudinal position of rod 
insert i on was varied, it still was easy to prevent separation downstream 
of the r ods , but separation always remained upstream of the rods. As 
the rod station was moved farther downstream, however, separation WOuld, 
somewhere a long the line, move over to a stable position along one wall. 

The work with downstream insertion of rods agreed qualitatively with 
that of Schubauer and Spangenberg (ref. 22 ) who inserted s creens down­
str eam of diffuser throats. It is worth noting that the present t ests 
tend to shed further light on the question of whether the filling action 
of screens in diffusers is due to the action of s creen r esistance in 
changing the pressure field or to the mixing caused by increased tur­
bulence. The present experience all t ends to support the idea of 
increased lat"eral transport of momentum by the screen-induced turbulence 
as the effective mechanism rather than the action of a "filling effect" 
of the r earranged pressure fi eld. 

Compar ison of rods with vanes .- Early work with rods showed up well 
in comparison with the poor results obtained with the short-chord, airfoil­
pr ofil e vanes discussed earlier. However, newer attainments with flat­
pl ate vanes far surpassed the r esult for rods in preventing s eparation 
and in presenting possibilities for improved energy and pressure per­
formance . In addition, the benefits obtainable from introduction of 
vortices were found to be no gr eater than those r e sulting from the pres ­
ence of turbulence of different origin . In consequence of these findings, 
the emphas is was shifted fr om rod work and concentrated on the effects 
of vanes . 

A I R - D IFF USE R T EST S 

As previously stated, the water~table tests just described were 
used for the following two purposes : (1) To study the flow regimes and 
governing parameters and ( 2 ) to provide a guide for mor e time- consuming 
quantitative studi es in the air apparatus . Insofar as the first purpose 
i s concerned, the water-tabl e work i s in itself highly instructive , but 
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in regard to the second purpose a definite question arises concerning 
the conditions of similarity inasmuch as the Reynolds numbers in the 
water table are lower by one order of magnitude. Furthermore, if the 
air-apparatus results check the water-table studies in regard to flow 
regime and parameters, the range of known applicability of the data will 
be thereby greatly extended. 

For these reasons, the following air-apparatus data and test observa­
tions are presented. Only a few runs with and without vanes and rods are 
given. As will be shown, these are sufficient to verify essentially the 
water-table results. However, it should be strongly emphasized that the 
quantitative r esults presented are preliminary. The further studies now 
in progress will not only embody far more complete data but will also 
employ, in several respects, more accurate methods of measurement. Con­
sequently, the numerical results presented for the unmodified air diffuser 
and for the cases with insertion of rods or vanes should definitely be 
viewed as showing the approximate possibility of the various configura­
tions rather than as definitive data. 

APPARATUS 

A complete description of the air-apparatus unit is given in appen­
dix H, reference 1. The wall profile is the same as that of the large 
water-table unit and is shown in figure 1. Other details are shown in 
figures 30(a) to 30(f). The throat width and exit width as well as the 
flow rate are all s eparately variable. Certain other important details 
are a lso described below. 

OBSERVATIONAL TECHNIQUES AND COMPUTATION OF PARAMETERS 

Location of Separations 

Visualization of flow using smoke.- The two-dimensional air diffuser 
was constructed ,nth parallel walls of transparent Plexiglas so that smoke 
streamlines could be observed within the diffuser. The velocities normally 
us ed at the diffuser throat, however, were so high that smoke introduced 
ahead of the entrance s ection could not be generated, economically, in 
quantities large enough to produce streamlines thick enough to be seen 
and photographed. In later tests, however, it may be possible to achieve 
better r esults in the case of stable, asymmetrically separated flow by 
introducing the smoke through holes in the separated diverging wall, 
thereby coloring the stagnant wedge only and producing an effect which 
could be photographed. 
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Smoke streamers did prove valuable in studying the slower flows 
ahead of the entrance section, however. Here, the smoke was introduced 
through holes in a hollow handrailing around the diffuser, and the con­
dition of the flow approaching the entrance was observed. The flow 
appeared to contain some small- scale turbulence, but no large vortices 
from projections on other equipment in the laboratory could be dis cerned. 
The entrance to the diffuser appeared to be the center of a large, low­
velocity vortex which derived its impetus from slow, large- scale circula­
tion around the laboratory . This circulation was supported by the momen­
tum of the air ejected by the blower. In later tests the vortex motion 
will be reduced by use of an exit duct on the blower. 

Visualization of flow using tufts.- A more convenient means of 
locating separations was found to be the use of tufts . The tufts were 
made of inch-long pieces of black yarn which were attached to the wall 
with Scotch tape. Seventy-eight tufts, in all, were distributed evenly 
over both the diverging and parallel walls of the diffuser. Other tufts 
were placed at strategic points on the walls of the Plexiglas, two­
dimensional plenum. All tufts were located so that their wakes did not 
cross stat i c-pressure holes. 

Three regimes of tuft behavior were noted. First, tufts were seen 
to lie quietly on the surface of a plate, pointed in the direction of 
the flow. This behavior indicated a steady flow in a boundary layer 
e ither in the laminar sublayer or in a zone where t urbulence was too 
weak to exc ite tuft vibration. Second, tufts were observed vibrating 
mor e or less violently, but still pointing in the downstream dir ection 
and still lying against the plate or not far from the plate. This con­
dition indicated strong turbulence in the boundary layer, but no separa­
tion or backflow. Third, the tufts rose up from their normal position 
f l at against the plate , reversed their original alinement, and pointed 
back toward the throat of the diffuser. While in this position the tufts 
vibrated violently. This tuft condition indicated that separation had 
occurred and that backflow existed along the wall . Transient stalls are 
indicated by quick, temporary shifts to the third behavior from one of 
the first two . Since such behavior did occur, another verification of 
the transient-stall mechanism is provided. 

Determination of Re covery and Efficiency 

Location of static-pres sure orifices . - Figure 31 shows the locations 
of the orifices at which static pressure was measured . At the throat, two 
orifices, numbers 1 and 5, were located on the south and north parallel 
walls, r espectively. Three orifices, numbers 2, 3, and 4, were located 
on the east and three, numbers 6, 7, and 8, on the west, curved wall of 
the entrance section . Certain minor errors arise because of the location 
of taps, the streamline curvature, and the method of computations employed 
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in these preliminary tests. As shown by the estimate of uncertainties in 
appendix C and table IX and as discussed in reference 1, these errors are 
of the order of a few percent and tend to lower the recovery and efficiency. 
Hence, although the data are not final, the overall conclusions are not 
seriously affected by these errors. 

Measurin and recordi static ressure.- Each of the 12 orifices 
was connected, using a combination of 1 8-inch synthetic rubber tubing 
and Jessall liB-inch plastic Strip-A-Tube tape, to one leg of a vertical, 
13-bank, water manometer available in the laboratory. All 12 static pres­
sures were referenced against total atmospheric pressure by leaving the 
cistern and the thirteenth leg of the manometer open to the atmosphere. 
The manometer scale was graduated in tenths of an inch, but data were 
estimated to hundredths of an inch of water. 

Photographic recording of data was employed in order to "stop" manom­
eter fluctuations during unsteady flow conditions and insure Simultaneity 
of readings as well as to provide a permanent record of events. Since all 
manometers were connected to a common cistern, used the same type and length 
of hookup tubing, and had equal tube diameters, the damping and frequency 
response of each manometer should be the same. The comparative readings 
of the various manometers are therefore meaningful even in the very unsteady 
flow cases. Since the frequencies of the disturbances in the unsteady flow 
seem to vary over a very wide range, it is not an easy matter to predict 
the response of the manometer system. In general, it can be remarked that 
the frequencies are not all high enough to insure a true mean on the manom­
eters, and, consequently, the data in the region of very high fluctua-
tions are less accurate insofar as absolute values are concerned. 

Static pressure during different flow regimes.- In the transient 
three-dimensional stall regime, very large fluctuations of the individual 
manometers occurred, and momentary differences between comparable manom­
eter readings often varied greatly. This is still further evidence of 
the transitory nature of the flow in this regime. 

In the unstalled regime and the steady two-dimensional stall regime 
the manometers fluctuated far less. Surprisingly, the static pressures 
were always much steadier in the case of two-dimensional separation than 
in the unstalled regime. It is primarily this result which led to the 
speculation above concerning the existence of very small high-frequency 
stalls in the region of very low angles . 

Computation of recovery and efficiency.- Because of the nonuniformity 
of the throat static-pressure and velocity profiles discussed above and 
described in detail in reference 1, it was not possible simply to calculate 
a pressure recovery and a pressure effectiveness. Instead, the more gen­
eral concepts of energy recovery and energy efficiency were introduced, 
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and these values were computed using the following e~uations: 

1 - 1.2345 
(po - P2) 
(Po - Pwl) 

49 

( 2) 

E~uations (1) and (3) apply only to the present diffuser when set at a 
throat width Wl = 3 inches. The value Wl = 3 inches was used in all 
these preliminary air-unit tests. 

Appendix A discusses in detail the derivation of these e~uations 
and the introduction of assumptions, the most critical of which are: 
(1) A uniform static-pressure profile at the outlet, and (2) throat 
static-pressure and velocity profiles identical with those obtained in 
potential flow between cylinders . It is sufficient here merely to point 
out that e~uations (1) and (3) are approximate formulas which are employed 
simply to facilitate the preliminary estimation of the energy performance 
parameters. The first more accurate data with the diffuser set at 
L/Wl = 8 and 28 = 70 show that the approximate determinations are 

entirely ade~uate in the sense just discussed. 

In e~uation (1) the ~uantity (po - P2) was obtained by averaging 
readings of the manometers connected to the four static-pressure orifices 
at the diffuser outlet. Except in cases where stable two-dimensional 
separation existed, the ~uantity (p - p ) was the average for the 

o wl 

manometers connected to the six curved-wall static-pressure orifices at 
the throat. 

For these preliminary estimates two-dimensional separations were 
treated by aSSuming that the profiles between the curved flow on the 
unseparated wall and the center line had the same form as those profiles 
previousl) computed using potential flow between cylinders . The ~uantity 

(
p - p was then obta.ined by averaging the readings of the three manom-

o wl 
eters connected to the three static-pressure orifices in the wall with 
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unseparated flow. This procedure , admittedly, was much rougher than the 
procedures assumed when all throat pressures had values of comparable 
magnitude. However, the recovery and efficiency in the cases of two­
dimensional separation were so very low that large errors in their com­
putation were unimportant when the data were to be used merely for com­
parison with nonseparated cases having much higher recoveries and 
efficiencies. 

AIR DIFFUSER WITHOm VANES 

General Description 

Experimental procedure.- The procedure followed in the experiments 
with the air diffuser without vanes follows. The diffuser was fixed at 
a throat width Wl = 3 inches, thereby setting LjWl at approximately 8. 
Then, for each angle inyestigated, the behavior of the tufts was observed 
through the transparent parallel walls, and the location of any turbulence 
or separation indicated was noted and recorded. The height of the water 
columns of the manometer was then photographed several times, with an 
attempt being made each time to snap the picture when unsteadiness was at 
a mlnlmum. The whole of this procedure was repeated at four or five dif­
ferent flow rates for each setting of the diffuser divergence angle. 
Variation of the flow rate was obtained by changing the speed of the cen­
trifugal blower used to evacuate the plenum, thereby changing the pres­
sure P2 at the diffuser outlet. Finally, the barometric pressure was 

r ead, and the wet- and dry-bulb temperatures were determined by holding 
a s ling psychrometer in the airstream ahead of the entrance section. 

Data were taken in the above manner for angle-of-divergence settings 
of 28 = 70 , 100 , 120 , 150 , 200 , 22.50 , 300 , and 450 . 

Variati on of turbulence.- In these preliminary air-diffuser tests 
no screen or other turbulence-damping device was employed. Conse~uently, 

the increase in flow rate probably entailed an increase in turbulence 
intensity as well as an increase in Reynolds number. Therefore, when a 
change in the Reynolds number is mentioned, the reader should recall that 
the turbulence intensity may also have varied. 

Boundary-layer trip.- Unlike the large water-table diffuser, the air 
diffuser was operated without a boundary-layer trip ahead of the throat. 
This omiss ion, which will be corrected in later tests, may also have 
affected the results. 
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Separation Behavior 

Types of separation encountered.- Three main regimes of flow were 
noted as the diffuser divergence angle was increased through the ranges 
tested. These zones are the same as those found, for comparable condi­
tions, in the two water-table units. 

At the smallest angles tested, as expected, no separations at all 
were encountered; then, as the angle was increased above a critical value, 
the tufts began to show small intermittent stalls and separations; these 
occurred at varying locations on both diverging walls near the outlet. 
In the water table, most of the first stalls were found to take place in 
the diffuser corners; however, in the air diffuser it was. found that the 
position of the first stall depended upon the value of the Reynolds num­
ber (and turbulence) as determined by the flow rate. Manometer readings 
were still quite steady at the first-stall angle. 

When the divergence was increased still further, the separations 
began to show a marked'preference for one wall or the other, and the main 
flow became asymmetric. The wall on which most of the separation existed 
exhibited the pattern shown in figure 32(a). The separations were def­
initely thicker and more active near the corners. Whereas the upper third 
of the separated plate became intermittently unseparated at the center of 
the diffuser, the corners were continuously separated. The lower part of 
the plate, below the dashed, parabolic-shaped line 3-3 shown in fig-
ure 32(a), remained permanently separated with violent and unsteady back­
flow along the separated wall. This configuration, then, corresponded to 
the three-dimensional patterns observed in the water-table studies. The 
throat manometers were very unsteady, especially at the highest flow rates. 

At large angles and low flow rates, the configuration idealized in 
figure 32(b) existed in the diffuser. In the main, the flow was two­
dimensional as indicated by the dashed line 2-2. It was not clear whether 
the line 2-2 was located after the throat as shown or farther forward. 
As indicated by the tufts near the edges of the plate and those on the 
Plexiglas walls, the corners became intermittently unseparated, the 
unseparated flow being maintained all the way to the exit for only a 
fraction of a second at a time. This corner zone of intermittent unsepa­
ration is isolated by the dashed curve l-l in figure 32(b). Although the 
rapid reversals of flow in the corners made the picture seem quite unstable, 
the static-pressure orifices evidently were not affected, for the manom­
eters were, if anything, steadier than at the very low angles where no 
separations at all existed. When the air diffuser was operating in this 
configuration (fig. 32(b)) the pressure recovery was very poor. This 
indicated that flow was taking place down one wall as it did in the water­
table diffuser with two-dimensional flow. 
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Small diagrams in which the dashed lines have the same significance 
as those in figure 32 have been spotted on the graph of 28 versus RW 

(fig. 33 ). Again , each square shows the condition of the separated diver­
ging wall, or in cases where both walls were affected, the wall having 
the worst separations . The decimal written under each square is the 

RW X 10-6 of that particular test . The low-angle zone of no separation 

and the stabl e, nearly two-dimensional zone at high angles and low throat 
ReynOlds number (and turbulence) are separated from the zone of three­
dimensional separations by the two heavy, jagged lines on the graph. The 
reader may wish to refer to figure 33 during the following more detailed 
descriptions of the air-diffuser separation behavior. (All of this air­
unit work was conducted at L/Wl = 8.) 

Separations at 70 and 100 .- With the diffuser set at 70 and 100 , 

the tufts showed no vibrations or reversal of direction anywhere in the 
diffuser; so separations were concluded to be absent. At each angle tests 
were run at four different RW settings, the range of RW for 70 being 

approximately 127,000 to 360,000 and the range for 100 being between 
137,000 and 342,000. Manometers were steady. 

Separation at 120 .- At 28 = 120 the diffuser was operated at five 
different flow rates. At the lowest of these, RW = 138,000, the manom-

eters were steady, and there was no separation anywhere in the diffuser. 
One tuft, in a corner about midway between throat and outlet, began to 
vibrate intermittently. Therefore, it was believed that no separation 
had occurred, although the fluctuations at the single tuft indicated 
stall to be incipient. 

When RW was increased to 212,000, fluctuations great enough to 
vibrate the tufts began to appear intermittently over all the walls in 
the lower half of the diffuser, showing no preference for any particular 
locality. Separations with backflow began to appear intermittently on 
the diverging walls near the diffuser outlet with the preferred location 
being nearer to the center line than to the diffuser corner . 

At RW = 286,000 the separations preferred the corners and skipped 

erratically from one corner location to another. However, at RW = 364,000 

and again at RW = 414,000 there seemed to be little preference of loca­

tion as the separations skipped around .on the walls near the outlet. Under 
these conditions the throat manometers showed momentary unsteadiness, but 
were, in the main, well behaved. 

Separation at 150 .- At 28 = 150 

with the separations becoming stronger 
rising. The separations began to show 

the patterns noted at 120 continued 
and with manometer unsteadiness 
a marked preference for the east 
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diverging wall, even though smaller intermittent separations continued 
to occur also on all other walls of the diffuser. Tests were run at four 
values of RW ranging from 142,000 to 414,000. 

Separation at 200 .- At 28 = 200 the separations were limited almost 
entirely to one diverging wall of the diffuser, although the wall of sepa­
ration could be selected by using a vane held in the hands to divert the 
flow to the other wall. The flow was markedly three-dimensional in that 
the separation in one corner of the diffuser was much worse than in the 
other corner formed by the same diverging wall. Manometer fluctuation 
increased. The same pattern was observed throughout the RW range from 

136,000 to 407,000. 

Separation at 22.50 .- At 28 = 22.50 the first nearly two-dimensional 
flow was encountered with RW = 93,000. The manometers were even steadier 

than with flows at very small angles. The low throat Reynolds number was 
caused by a low flow rate which resulted from the poor recovery typical of 
this type of separated flow. In the corners on the separated plate the 
flow frequently became momentarily unseparated, but the flow reversals 
involved did not affect the steadiness of the manometers. The opposite 
diverging wall was entirely unseparated with not a flicker to be seen in 
the tufts. 

When RW was increased to 200,000, the two-dimensional separation 

was replaced by a pattern which was three-dimensional by reason of its 
greater depth of separation in the corners than at the center of the 
plate, and this three-dimensional pattern continued at the remaining 
two RW settings, 275,000 and 400,000. 

The recovery improved markedly when the flow became three-dimensional. 
This improvement undoubtedly was due to the more or less triangular shaped 
cross section of the separation which allowed an appreciable amount of dif­
fusion in. the portion of the flow which traveled down the center of the 
diffuser where the separation was thinnest. In contrast, in the two­
dimensional cases the main flow, traveling the length of the diffuser 
with a nearly constant rectangular cross section, was not decelerated and, 
consequently, was diffused but slightly. 

Separation at 300 .- At 28 = 300 with RW values of 89,000, 140,000, 
and 175,000, the pattern was again stable and two-dimensional. At the 
lowest RW' the tendency toward becoming momentarily unseparated in the 

corners was less noticeable than at the higher RW settings. Manometers 

were extremely steady, recovery was very poor, and, accordingly, flow rate 
at fixed blower speed decreased markedly below those obtained even with a 
three dimensionally separated diffuser. 
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When RW was increased to 197,000, the flow returned to a three­

dimensional separation regime with its instability and manometer unsteadi­
ness, but with recovery markedly improved. In the higher RW range 

between 260,000 and 373,000, the intermittently unseparated zone at the 
top center of the separated plate extended farther downward toward the 
outlet as the flow rate increased until, at the highest RW' it extended 

nearly halfway down the center of the plate. 

Separation at 450 . - The behavior at 28 = 450 was nearly identical 
with that at 300 , except that the intermittently unseparated area in the 
corners virtually disappeared at the lowest Rw, 94,000. At RW = 138,000 

and RW = 191,000 nearly two-dimensional separation continued. At RW 

values of 321,000 and 349,000 the three-dimensional pattern returned. 
Recovery, unsteadiness, and the intermittent separations in corners 
behaved just the same as at 28 = 300

• 

Comparison with water-table results.- It has been noted previously 
that the water-table diffuser has a free surface for one "parallel wall" 
and a glass bottom for the other. This contrasts with the two parallel 
Plexiglas walls of the air diffuser. Consequently, when the three­
dimensional separation encountered in the two diffusers is studied, it 
is reasonable that the water-table diffuser be compared with only one­
half the air diffuser, either the north or the south half, at one time. 
That is, the G/2 of the water-table diffuser is analogous to only G/2 
of the air diffuser, not to the whole of G. 

In view of the above consideration, the three-dimensional separations 
of the two diffusers become comparable. In addition, both have zones of 
operation where there is no separation and zones in which the separations 
are nearly two-dimensional in form. The main difference noted was in the 
two- dimensional zone where, in the air diffuser, the corners showed a 
tendency to become unseparated intermittently at some flow rates. This 
tendency was not observed in the water-table diffuser. 

When, starting in the low-angle unseparated zone, the divergence 
angles of both diffusers were increased in steps, both diffusers exhibited 
first stalls at around the same angle, 28 = 120. Therefore , in this 
transition the two diffusers even showed good quantitative agreement. 
When divergence angles were increased still further, the water-table dif­
fuser, operated with low turbulence and with Rw = 6,000, reached the 

region of stable two-dimensional separation at about 170 , but the air 
diffuser did not demonstrate this transition until somewhere between 200 

and 22.50 when the air RW was 93,000 . Larger values of RW in the air 
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diffuser resulted in markedly higher angles for transition to stable two­
dimensional separation, whereas doubling the RW of the water-table dif-

fuser, while maintaining a low turbulence intensity, resulted in only a 
small increase in angle (see fig. 13). The air diffuser's increase in 
this transition angle when flow rate was increased appears to be more 
akin to behavior of the water diffuser when increased turbulence caused 
an appreciable rise in the curve b-b of figure 15. 

Figure 34 presents both water-table- and air-diffuser data on a log­
arithmic plot of 28 against RW' On this plot the two-dimensional data 
points are enclosed in small squares, the three-dimensional ones, in tri­
angles, and the data points for no separation in circles. The different 
types of separation are then divided by solid curves into the same three 
zones as those used in figures 13, 15, and 33. The curves are dashed 
over the range of Rw where no data were obtained. 

Reid (ref. 7, pp. 27-28) encountered instances of unsteady manometer 
behavior similar to those found in the present investigation. The angles 
he noted for the beginning of unsteadiness and the return of steadiness 
with increasing flow rate, 10.50 and 150 , respectively, are also shown 
at Rw = 426,000 in figure 34. Reid used one 40-mesh screen in the 

entrance section of his diffuser. Other than this information, nothing 
is known about the state of his turbulence. 

Now, the low-turbulence water-table data exhibit a trend which seems 
to tie in with the air data at lowest flow rates (low turbulence) and seem 
to agree closely with the manometer unsteadiness data of Reid. In addi­
tion, high turbulence in the water table moved the zone boundaries in the 
same direction as high flow rate (high turbulence) in the air diffuser. 
All evidence points to the conclusion that more intense turbulence, rather 
than increasing Reynolds number, is the cause of the sudden upturn in the 
two-dimensional transition curve of the air unit shown in figure 34. 

In summary, it may be stated that the water-table diffuser and the 
air apparatus exhibit qualitatively the same changes in flow regime when 
angle is increased while L/Wl is held constant at a value of approxi­
mately 8. There is even close quantitative agreement as to the angle of 
occurrence of the first-stall condition; moreover, when flow rate is very 
low so that turbulence is at a minimum, there appears to be approximate 
quantitative agreement in the determination of the angle of transition 
of two-dimensional separation. However, more study of the effect of tur­
bulence on diffuser performance is indicated before a quantitative rela­
tionship between the two-dimensional separation points can definitely be 
proved or disproved. Furthermore, there is a need for further work with 
the throat of the air unit set at other values of Wl, so that the sepa­
ration curves for the air diffuser might be defined and compared with 
those obtained in the water table. 
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Results and Discussion of Recovery and Efficiency 

Tabulated recovery and efficiency data.- The ideal energy recovery 
factors for the angles employed in the present air-diffuser tests were 
computed in the manner previously described and are tabulated in table X. 
Thes e factors were then used in the computation of the energy efficiency. 

In table XI, average throat and outlet pressures are presented 
together with the energy recovery factors and efficiencies computed from 
the pressures by the approximate methods discussed earlier. These results 
are the ones to be refined after the detailed profile traverses are 
completed. 

Crossplotting.- The performance parameters tabulated in table XI 
were plotted against the throat Reynolds number RW' and a curve was 

drawn for each of the eight angles at which data were taken during the 
tests. Then data were picked off these plots in order to obtain the 
curves of constant RW shown in figures 35 and 36 which plot energy 
recovery and efficiency, respectively, against the diffuser divergence 
angle 28. Also shown in the low-angle regions of these graphs are dotted 
curves of pressure effectiveness and efficiency obtained by Reid. 

Comparison with Reid's data.- As shown by the dotted lines in fig­
ures 35 and 36 which are drawn through data taken from reference 7, Reid's 
diffuser gave higher recoveries and efficiencies than the present diffuser 
at angles below 100 , but at larger angles Reid's values dropped off much 
more rapidly. The difference in values at the low angles can be explained 
by the fact that Reid's throat Reynolds number, approximately 426,000, was 
higher than that of the present diffuser. The difference at larger angles 
may be due to differences in wall smoothness or to the greater length of 
Reid's entrance section and, consequently, to a possibly greater thickness 
of the boundary layer at the entrance to his diffuser. 

The most remarkable difference between the data of the two investi­
gations may be noted in the angles at which the maximums of the performance 
parameters occurred. In the present investigation the maximums of recovery 
and efficiency (figs. 35 and 36) were found at about 100 and 140

, respec­
tively. Reid's maximums occurred at angles some 30 smaller. 

From the trends of the two sets of data and from the points where 
Re id's manometers returned to steadiness with an increase in angle, it 
s eems likely that his turbulence level was lower than that of the present 
t ests. This may explain the different "optimum angles," but no proof of 
this conjecture can be given. 

Position of maximums with respect to first separation angle.- It is 
of interest to note that the recovery curves for the present diffuser 
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(fig. 35) rise for about 30 beyond the angle of occurrence of first sepa­
ration. Furthermore, the efficiency (fig. 36) begins to drop at angles 
as much as 20 below that for first separation. This tends to confirm 
the suspicion (see the conclusion of appendix B) that the squareness of 
the outlet profile rather than the fact of existence of separation is 
the primary factor controlling the values of the recovery and the effi­
ciency. Only when separations become large enough to affect the outlet 
velocity profile materially do they become of importance in overall per­
formance. It is also a mistake, therefore, to assume that the performance 
parameters do not suffer so long as separation is absent. 

Interpretation of recovery and efficiency graphs.- Because both the 
recovery and the efficiency were found to be affected in the same manner 
by changes in divergence angle and variation of throat ReYnolds number, 
the curves in figure 35 and those in figure 36 can be covered in the same 
discussion. 

First, consider the train of events which takes place as the angle 
28 is increased in small steps with an attempt being made to hold RW 

constant at 200,000. 

In the low-angle region there is first an increase in both recovery 
and efficiency. After the angles for the maximums, 90 to 110 for effi­
ciency and about 140 for recovery, there is a continual decline in the 
value of the performance parameters as angle is increased. The gradual 
decrease in performance continues until 28 = 300 when a transition is 
reached wherein an increase in angle without a decrease in blower pres­
sure results in an immediate change to a two dimensionally separated flow. 
Recovery and efficiency at once become very poor, and a decrease in flow 
rate occurs. In the actual tests RW dropped abruptly from 200,000 to 

about 182,000. If, at the same angle, the plenum pressure was now lowered 
sufficiently by speeding up the blower, the flow rate increased, but the 
three-dimensional type of separation then returned. The resulting improve­
ment in performance causes RW to jump to a value considerably higher 

than 200,000. If, however, the angle is increased with the plenum pres­
sure being adjusted just enough to maintain the new RW of 182,000, the 

diffuser will continue to operate with a two-dimensional separation. 
With this two-dimensional operation, actual tests indicated a gradual 
increase in CER and ~E as the divergence angle was increased, but 

this indication must be used with caution until after the detailed trav­
erses are completed because of doubt concerning the method of computa-
tion in this zone of operation. 

If the same changes of angle were to be made while holding RW at 
143,000, the events would follow the same sequence, but the transition 
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to two-dimensional flow, as shown by the dashed lines, would occur some­
where between 200 and 22.50 and RW would drop to a still lower value 

of around 91,000. 

If the diffuser' were to be operated at RW = 334,000, then it would 

be possible to extend 28 to as high as 450
, the highest angle tested, 

without development of two-dimensional separation. A surprising feature 
is the relatively large value of the pressure recovery, about 0.63, indi­
cated for this wide angle. 

The above descriptions, of course, apply only to the present air 
diffuser operated without any screens or other turbulence-controlling 
devices. The hypothesis, as previously stated, is that an increase of 
turbulence with flow rate is the cause of the unstable jumps from one 
condition of separation pattern and RW to another and the cause also 

of the wide variation in the value of the transition angle as the flow 
rate is changed. This is also substantiated by the tests with rods given 
below. 

As emphasized previously, a discussion of the effect of angle alone, 
even within what would at first glance seem to be a homogenous set of 
data, tends to be very misleading. As shown by figure 35, when the flow 
rate is adjusted to fix Reynolds number at 334,000 in the present diffuser, 
the recovery is still high at 450 even though the diffuser is not modified 
by vanes or other additions. The recovery at 450 is only three points 
below the frequently referred to "best angle" of 70 • Actually the maxi­
mum recovery occurred at 140 to 150 in this series of tests. 

AIR DIFFU3ER WITH VANES AND ROm 

In order to determine whether the excellent results obtained with 
vanes in the water-table diffuser had possibility of attainment in the 
air diffuser also, the preliminary air-diffuser work was extended to 
include a few vane tests. In addition, two brief experiments with rods 
were tried. 

Vanes 

Vanes used.- The adjustable vanes which will be used in the air 
diffuser are still in the process of manufacture at present writing. 
Therefore, in order to obtain the desired preliminary determinations, 
two fixed-vane arrangements were quickly constructed. Each arrangement 
consisted of only two flat-plate vanes made of 16-gage galvanized iron 
(0.061 inch thick) with rounded leading edges and blunt trailing edges. 
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One pair of vanes had a length Lv = 3 inches, and the other pair had 

Lv = 6 inches. Each vane extended the full 24-inch width G of the 
diffuser, so that a pair of vanes could be held fixed in the diffuser 
by means of bolts inserted in the Plexiglas walls. The 3-inch-long vanes 
had between them a fixed angle of divergence 29v = 7.50 , but the 6-inch 

vanes could be set at angles of 7.50 , 100 , or 140 • These fixed angular 
settings and the practice of bolting the vanes to the diffuser walls 
greatly limited the flexibility of the vanes as to angular setting and 
fore and aft position, so there was little opportunity to make small 
adjustments in attempts to discover optimum settings. Therefore, final 
results await further experimentation. Nevertheless, some interesting 
configurations which resulted in appreciable improvement of performance 
were found. 

Diffuser angles investigated.- Vanes were inserted in the air dif­
fuser at 29 = 20°, 22.5°, and 300 • The 22.50 and 300 settings were 
selected Simply because they were fairly large angles and because they 
each had exhibited both two-dimensional and three-dimensional separations. 
The 200 angle was included because it allowed investigation of a case of 
unequal vane spacing when the 7.50 vane arrangement was in use. 

Improvement of separation conditions.- When vanes were inserted in 
a diffuser which, as indicated by 28 and RW, ordinarily would have 

been separated two-dimensionally, the flow pattern always was greatly 
improved. Although the separation was never completely removed as it 
was in the water diffuser, separations became much smaller and did not 
occur so near the throat as in a vaneless diffuser. One case in partic­
ular was encouraging. At RW = 156,000, 28 = 300 , 28v = 100 , and 
Lv = 6 inches, a separation hung on one wall below the trailing edge of 
the vanes, but the flow returned to the wall after this separation and 
filled the diffuser cross section at the exit. When it is recalled that 
best results in the water-table diffuser at 28 = 300 were obtained only 
when three vanes were inserted, this result is most encouraging, especially 
in view of the improvement in performance parameters to be discussed below. 
The fact that the flow pattern of a two dimensionally separated diffuser 
was greatly improved by the vanes was clearly demonstrated. 

Unfortunately, with three dimensionally separated diffusers the 
improvement was not so obvious . Although the unsteadiness of manometers 
was very much reduced, it was not possible to remove the separations from 
both walls at the same time, although it appeared that separations were 
thinner and occurred farther from the throat than in diffusers without 
vanes. 

Improvement of performance parameters.- Table XII presents the data 
obtained in the 15 different instances in which vanes were installed in 
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the diffuser. Table XIII compares these data with those obtained with 
the vaneless diffuser operating at the same throat Reynolds number, 
these latter data having been taken from the crossplotted graphs 
(figs. 35 and 36). 

In every configuration of vanes tried in the diffuser the recovery 
and efficiency were improved. As already suggested in the discussion of 
the improvement of the separated flows, the greatest increase was obtained 
when vanes were used to correct a two-dimensional separation. The best 
improvement of all was obtained at 29 = 300 with RW = 138,000. Here 

the energy recovery was improved from 0.18 to about 0.74, a 56-point 
increase, and the energy efficiency was increased by 60 points. 

When the throat Reynolds number was such that the flow would have 
been three-dimensional without the vanes, the performance was increased 
less impressively. However, the best case found with the limited vane 
adjustments available was that at 29 = 300 and Rw = 2l2,800. Here 

the energy recovery increased from about 0.63 to about 0.745, an 11.5-point 
increase, and the increase in efficiency was 13.5 percent. An increase 
of this kind is encouraging not only in itself but also for the indicated 
possibilities for increase at other angles and flow rates when the means 
for more careful vane adjustment is provided and when the number of vanes 
used is increased to the optimum indicated by the water-table tests. 

In the two most successful cases quoted above, the angles 29v 
between the two vanes and between the vanes and the walls all were 100 • 

Cases were tried also in which 29v between the two vanes was 140 and 
the angles between vanes and walls were 8°. This arrangement also caused 
an improvement in the performance parameters, as is indicated in table XIII, 
but the increases were smaller than in the equal-angle case . These data 
seem to bear out the water-table indication that equal spacing is about 
the best. On the other hand, 29 = 20°, where a similar, but less pro­
nounced, uneven spacing was employed, gave slightly better increases than 
did equal spacing at 22.50 • Usually the overall performance appears to 
be relatively insensitive to very minor changes in vane configuration. 
This characteristic is highly desirable from a design point of view. 

Roos 

Two cases of rod insertion.- In early roo tests in the water table, 

success in eliminating separation was obtained by placing l~- inch rods 

in the entrance section of the diffuser where they reduced the flow area, 
as measured along a velocity potential line, to a value equal to the area 
of the throat. This placement was tried also in the air diffuser when 
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two l~ - inch magnesium rods were suspended in the same position in the 
8 

entrance section of a 200 diffuser. The rods when placed in this position 
did not eliminate separation, and the recovery was reduced so drastically 
that the experiment was abandoned. 

However, when the diffuser was separated two dimensionally at an 

"angle of 450 , a single l~ - inch rod was suspended near the entrance lip 

of the separated diverging wall as shown by A in figure 1. With this 
configuration the separation conditions improved, and the recovery 
increased from about 0.30 to around 0.575, a 27.5-point increase. The 
increase in recovery caused an increase in the flow rate 7 though the 
blower speed remained unchanged. In another measurement 7 the same lone 
rod gave a 29-point increase in recovery. 

Air-diffuser rod indications. - It has been shown that rods can 
profitably be used to cause a diffuser to generate its own vortices and 
thereby to improve its ovm performance. It is suspected that the impor­
tant point is that rods should be located where the air velocity is low 
enough to insure low drag, but high enough to cause a rod- diameter 
Reynolds number which will insure shedding of vor tices. A val ue of 
~ = 50, which is near the lower limit of the range for generation of 
classical, stable Karman streets found by Roshko (ref. 24, p. 36), prob­
ably is about optimum. 

CON C L U S ION S 

Reviews of the literature, work in the water table, and preliminary 
tests in the air-diffuser apparatus have yielded the conclusions on the 
effects of vanes and of turbulence on two- dimensional wide - angle subsonic 
diffusers enumerated below. The water-table results are believed to be 
accurate and definitive. The results of the air unit, on the other hand, 
are preliminary, and they should be viewed primarily as confirmation of 
the water-table results. 

1. Water- table results indicate that during increases in the diver­
gence angle 28 of a diffuser of the present geometry adjusted to a 
fixed ratio of diffuser length to throat width L/Wl (or, alternatively, 

to a constant ratio of diffuser wall length to throat width N/Wl) the 
flow behavior undergoes three transitions which bound four distinct 
regimes of operation . In the first regime (small angles), the flow does 
not separate. Then, as the angle is increased, transient separations 
begin at a definite and reproducible point. In the water-table diffuser 
these transient separations usually occur in a corner, the exceptions to 
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this rule having been noted at extremes of Reynolds number and at very 
large L/Wl ratios. As the divergence angle is increased still further, 

these separations grow larger and more unsteady until a second and definite 
transition point is reached. At this point a change occurs to a very 
stable, nearly two-dimensional separated flow in which the main stream 
travels steadily down one wall with almost constant flow area. A wedge 
of almost stagnant water fills the remainder of the diffuser. At much 
larger angles still, a third transition occurs to a jet-type flow sepa­
rated from both walls. An overlap or hysteresis zone exists at the bound­
ary of the two-dimensional-separation and jet flow regimes. The transi­
tion points mentioned above are exactly reproducible in a given diffuser 
only when at least the free-stream turbulence, wall roughness, throat 
Reynolds number, ratio of length to throat width, and throat aspect ratio 
all are held constant. 

2. The angles which define the boundaries between the different 
regimes of flow in the water-table diffuser are strongly affected by the 
value of L/Wl' the ratio of l ength to throat width. An increase in 

L/Wl causes the first ·stall and transition to two-dimensional stall to 
occur at smaller angles. The ratio also affects the angle of transition 
from two-dimensional separation to jet flow; however, the value of this 
angle becomes larger as L/Wl is increased. The plots amply illustrate 
the futility of attempting to specify diffuser separation as a function 
of the divergence angle alone. 

3. The intensity of turbulence existing in the free stream entering 
the water-table diffuser is of great importance in determining the angle 
of separation. At most L/Wl ratios an increase in turbulence intensity 

causes a slight lowering of the angle of first stall; however, increased 
turbulence intensity markedly increases the angle of transition from 
three-dimensional to two-dimensional separations at all L/Wl ratios 
investigated. Turbulence has by far the greatest effect of any of the 
variables investigated except for divergence angle and L/Wl . The total 

effect of turbulence is to broaden the three-dimensional separation region 
at the expense of the unseparated region and the two-dimensional separa­
tion regimes. The mechanism appears to be that of directly influencing 
the boundary layer by transferring momentum toward the wall from the 
central core of the flow. 

4. Changes of throat Reynolds number in the water-table diffuser 
affect separation angle in the same qualitative sense as does turbulence, 
but to a much smaller quantitative extent. 

5. Changes in aspect ratio exerted only a very minor effect on the 
performance. In the case of transition from three- dimensional transitory 
stall to two-dimensional steady separation, the effect, if any existed, 
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was of approximately the same magnitude as the uncertainty in the data. 
In the case of transition from unstalled to three-dimensional transitory 
stall) the effect was slightly larger and hence was discernible) but it 
still was not of significance for design purposes . 

6. In the air diffuser) the existence of the first three zones of 
operation was verified) but verification of t he jet zone was not pos ­
sible because of geometrical limitations of the apparatus. At L/Wl ~ 8) 
the angle of first stall) 120

) was of about the same magnitude as that 
found in the water-table diffuser; thus quantitative agreement between 
the two analogs was obtained . The transition to two- dimensional separa­
tion) except at very low flow rates) occurred at a much larger angle than 
it did in the water-table tests) and there was a large variation in this 
angle with flow rate) the angle becoming markedl y larger as the flow rate 
was increased. This is believed to be due to increased turbulence at 
higher flow rates . Two-dimensional separation) though very steady in 
operation) may cause recovery to drop to nearly zero. Three-dimensional 
separations) though unsteady in their operation) often give acceptabl e 
recovery factors) especially when the turbulence intensity is high. 

7. Flat-plate vanes are effective in preventing stall and separation 
when carefully located within a definite range of positions in the water­
table diffuser. Maximum effect is obtained when vanes are nearly equally 
spaced angularly and when the divergence angle between the vanes 28v is 

near the angle which gives maximum efficiency in a two-dimensional plane­
wall diffuser operating under similar conditions. Vanes are most effec­
tive when placed immediately downstream of the throat so that the leading 
edges are just ahead of the position where the walls of the diffuser first 
reach a total divergence angle of around 100 • In the extreme case of suc­
cessful application of vanes) all separations and stalls were removed from 
a 450 diffuser of L/Wl = 8 by using five equall y- spaced 6-inch vanes 

with their leading edges almost at the throat. 

8. The vane configurations developed in the water table also produce 
a beneficial effect in the air diffuser. Separations) however) were not 
removed as completely as in the water-table diffuser . This shortcoming 
was believed to be the result of the employment of a makeshift vane 
arrangement having very little flexibility of adjustment. Better results 
can be achieved after installation of larger numbers of the more easily 
adjustable vanes now in process of manufacture. In one test of a 300 dif­
fuser) a two-dimensional separation was changed to a three - dimensional 
one by inserting a pair of vanes) and the recovery factor rose from 
about 0.18 to about 0.74) a 56-point increase) while efficiency exhibited 
a 60-point rise. When the separation was three-dimensional at a higher 
flow rate in this 300 diffuser) the improvement obtainable was smaller) 
but still the recovery was raised about ll.5 points from 0.63 to nearly 
0.745 while the efficiency increased 13.5 points. Because of results 
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such as the above, it is believed that vane configurations of this type 
hold real promise as a means for producing efficient wide - angl e diffusers. 

9. Many combinations of rods inserted upstream of the throat were 
tried in the water-table diffuser, but none of the configurations tried 
was much better than the average. Even though rods furnish vortices 
rather than random turbulence, these vortices soon break down into random 
oscillations which have much the same effect as turbulence from any other 
source. When rods were inserted downstream of the throat, separation 
downstream of the point of rod insertion often was eliminated, but sepa­
ration continued to exist between the throat and the rods. It appeared 
that the effectiveness of separation with rods was again the result of 
the turbulence created rather than the pressure drop introduced at the 
rods as has sometimes been proposed. To cure all the separation in the 
diffuser, it was necessary to advance downstream rods well into the high­
speed flow region where pressure loss undoubtedly would be excessive. 

10. One case of rod placement in the air diffuser showed that the 
upstream location employed in the water-table diffuser would cause exces­
sive losses in high- velocity flows. However, it was found that even one 

11-inch rod properly located in a lower speed region of the entrance 
8 

section produced marked improvement in the air-diffuser performance by 
changing the separation from the two-dimensional to the three - dimensional 
regime. Considering all factors, it does not appear that insertions of 
rods or other turbulence-producing devices offer nearly so much possibility 
for improvements as those offered by proper use of vanes. The rod results 
are mainly of interest in illuminating the role of turbulence in diffuser 
performance. 

Stanford University, 
Stanford, Calif., September 1, 1955. 
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APPENDIX A 

DEFINITION AND DERIVATION OF ENERGY 

PARAMETERS AND THEIR COMPARISON 

WIT H PRE S SUR EPA RAM E T E R S 

ENERGY RECOVERY FACTOR 

In order to define performance parameters, the flux of energy is 
considered through the control volume bounded by the walls of the dif ­
fuser and the dashed lines labeled 1-1 and 2-2 in figure 4(a) and having 
a thickness G in the z-direction. 

The rate of flux of kinetic energy into the diffuser is represented 
by the integral 

(Al) 

and the rate at which flow work is being done on the control volume is 

The rate at which flow work is being done by the cont rol volume in 
expelling the flow is 

(A2) 

(A3) 

An integral to be used for manipulation later in the development also 
is defined: 

10 (A4 ) 
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where Po is the reservoir pressure or the total pressure in a flow 

where all streamlines have the same Bernoulli constant. 

Continuity for an incompressible flow yields: 

If the pressure P2 is constant over the outlet, considerable sim­

plification results. In test runs on the air diffuser, a few cases were 
found where bad three-dimensional separations existed at high flow rates. 
In these few cases the maximum deviation of anyone of four different 
static-pressure readings from their average was nearly 8 percent. How­
ever, in the great majority of cases the deviation from the average of 
these four outlet pressures was less than 3 percent. Since an even 
smaller error in CER is induced by this error in P2' an assumption 

of constant static pressure everywhere in the exit plane is entirely 
justifiable. 

Assuming that P2 = Constant and substituting the above continuity 

relationship into equation (A3) yield: 

IW2a (A5 ) 

This eliminates the need for use of the exit velocity profile. 

The energy recovery factor is now defined by 

(A6) 

where the integrals indicated are from the first three equations of this 
appendix. For greatest accuracy each integral is evaluated directly 
from measured pressure and velocity profiles. 

Thus the energy recovery factor is defined as the ratio of the 
increase in the rate at which the medium does flow work to the rate of 
influx of kinetic energy; or, equivalently, the energy recovery factor 
is the fraction of the incoming kinetic energy per pound of fluid 
flowing which is converted by the diffuser into flow work. 
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It is anticipated that subsequent work on this subject will include 
the use of the accurate formulas. However, the purposes of the present 
paper are more adequately served by deriving a simple approximation. 

The energy recovery factor is now defined approximately: 

(A6a) 

This assumes, as noted, that P2 is constant across the exit plane. 

The integral defined by equation (A4) is now added to and subtracted 
from the numerator on the right-hand side of equation (A6a). This 
gives: 

c = (10 - IWI) - (10 - IW2a) 
ER Ikl 

Reference to equations (AI), (A2), and (A4) shows that outside the 
boundary layer, which in the present air apparatus has a displacement 
thickness of the order of 0.01 inch, 

Therefore, it is assumed that this relationship holds for the whole 
entrance plane. Substituting and regrouping terms, one obtains: 

In the preliminary estimates of performance reported in the present 
paper, the entering profile was assumed to be that for flow between 
cylinders as discussed in appendix A of reference 1. Equations (A6) 
and (AI2) from reference 1, when combined, furnish the following expres­
sion for the velocity profile at the diffuser entrance: 

(A8) 

When this expression is substituted for VI in the integrals which form 

the terms of equation (A7) and the constants are factored out, the fol­
lowing equation results: 
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Along any streamline outside the boundary layer at the throat, the 
velocity and pressure are related by the Bernoulli equation: 

Equation (A9), therefore, is more conveniently expressed as 

(A9) 

(A9a) 

Where In is the integral in the numerator and Id the integral in the 

denominator of equation (A9). The ratio (po - P2)/(PO - PW1) is the 

ratio of the manometer readings of the difference between reservoir 
pressure and the static pressure at wall orifices . The other variables, 
including the two integrals In and I d , are determined by the geometry 

and dimensions of the diffuser. 

In particular, the integral in the numerator of equation (A9) can 
be evaluated as 

and the integral in the denominator becomes 

With a throat width Wl of 3 inches and a value of rs of 

~ inches the following quantity can be evaluated: 

(A10) 

(All) 

(A12) 
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and the expression for the energy recovery factor (A9a) becomes simply: 

(A13) 

where p - p = 01 in the frictionless flow just outside the bound-o wI .-W 

ary layer. For other throat widths a reevaluation of the coeffi­
cient 1.2345 in equation (A13) is required. 

ENERGY EFFICIENCY 

The energy efficiency is, by definition: 

T) - C Irc ) E - ER \ ERideal 
(A14) 

where CER is the energy recovery factor which would be obtained 
ideal 

if the flow between sections 1 and 2 in figure 4 were a potential one 
and the exit velocity v2 were a constant. The reason for requiring 

v2 to be a constant is discussed in appendix B. 

Applying continuity to steady, incompressible, ideal flow through 
the control volume of figure 4(a), where the area ratio is R, yields: 

(A15) 

Again the velocity profile at the throat is described by equation (A8), 
and introducing this into equation (A15) gives 

or 

(A16) 

For ideal flow 
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(A17) 

Substitution of equat~on (A17) into equation (A9) yields: 

3 
CER = 1 - (1/R2)~ 

ideal W 21 
1 d 

(A18) 

Substituting the expressions from equations (A10) and (All) for In 

and Id in equation (A18) when Wl = 3 inches and rs = 4.25 inches 

gives: 

(A19) 

Again, the coefficient in this equation must be evaluated for each new 
setting of the throat width Wl . 

COMPARISON OF ENERGY WI'IH PRESSURE PARAMETERS 

If the entering velocity is uniform and parallel, the energy inte­
grals of equations (A2), (A4), and (A5) degenerate to the following: 

When equation (A7) is revised by replacing Ikl by 10 - IWl and the 

terms are rearranged, the result is 

10 - IW2a 
=1----= 

10 - IWl 

Substitution of the above-listed values for these integrals gives 

(A20a) 
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(A20b) 

Comparison with equation (A13) shows the coeffic ient in that equation 
now has become 1. Further simplification of equation (A20b) while 
noting that ql = Po - Pl yields 

(A20c) 

Also) the second parenthetical expression in equation (A18) becomes 
equal to 1 and the equation degenerates to 

(A21) 

Thus) in equations (A20c) and (A21)) expressions have been obtained 
which are identical with the expressions for the pressure recovery CpR 

and C as derived at the beginning of appendix B. The pressure 
PRideal 

recovery and the pressure effectiveness) therefore) are shown to be 
special cases of the more general energy parameters. 

In comparing these formulas) it is of interest to note that the 
term 1 - CER based on flow between cylinders and the assumption of 
a constant value of v2 varies from an equivalent one-dimensional flow 

by 23 percent as is seen by comparing equations (A20b) and (A13).1 On 
the other hand the term 1 - CER . varies by only 0.7 percent. It 

ldeal 
then follows that) for CER = 75 percent) ~E would be altered approxi-

mately 7 percent by the effect of velocity profile. These figures are 
all indicative only) and) as stated previously) vary considerably wi th 
circumstances. They are sufficient to show that the effect of velocity 
variation at the inlet cannot be ignored in careful calculations. 

~e 23-percent variation is primarily due to the form of equation 
used . In particular) if the average throat pressure is used) instead 
of the wall pressure which is used in equation (A13)) the coefficients 
will be nearly the same . However) the comparison shown clearly indicates 
the errors which may arise from use of wall pressure taps. 
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A P PEN D I X B 

E F F E C T 0 F E X I T - VEL 0 CIT Y - PRO F I L E 

S QUA R ENE S SON PRE S SUR ERE C 0 V E R Y 

AND PRESSURE EFFECTIVENESS 

The following examples and analysis demonstrate the effect of exit­
velocity-profile squareness on pressure recovery and pressure effectiveness. 

The pressure recovery is defined as 

In the first case the flow is assumed steady, one-dimensional, 
incompressible, and frictionless. 

The Bernoulli equation (for ideal flow) is introduced 

and equation (BI) is solved for the pressure recovery: 

Continuity for an incompressible flow gives 

and by definition 

(BI) 

(B2) 

(B3) 

(B4) 

(B5) 

For this ideal flow, the pressure recovery becomes, by combining 
equations (B3) and (B5): 

(B6) 
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Next the boundary layer is considered and steady incompressible 
flow with no friction in the core is assumed. By definition, 25 + c = W 
as shown in figure 4(b). Continuity for an incompressible flow gives 

= UhW + 2 t uh dy - 2Uh5 

f05 5 
UhW + 2 uh dy - 2 f Uh dy 

, 0 

(B7) 

The integral is the boundary-layer displacement thickness by definition; 
consequently, 

At the outlet of the diffuser, since Ul = Vl 

and 

(B8) 
A - 25 *h 2 2 

Since the core is assumed frictionless, the pressure recovery is again 
as defined by equation (Bl) and, provided only that the streamline cur­
vature is small, 

(B9) 

Combining equations (B8 ) and (B9) gives 
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and the pressure effectiveness is given by 

Tlp = C 
PRideal 

1 -

1 - ~ 
R 

NACA TN 4080 

(B10) 

(Bll) 

Thus, both pressure recovery and pressure efficiency are found to 
be inverse functions of the displacement thickness of the boundary layer. 
Both are a maximum when 02* is zero. 

The investigation of the effect of the outgoing velocity profile 
can be carried still further by recognizing that the rate of momentum 
efflux at the diffuser exit represents a loss in possibility of pressure 
recovery. The rate of momentum efflux is represented as follows: 

W 
Diffuser outlet rate of momentum flux --!co 2 2 pu dy 

h 

(B12) 

Obviously this integral is a minimum when the velocity u is zero 
throughout the profile, but this situation does not satisfy continuity 
as represented by the integral 

j W2 
o pu dy = Constant (B13) 

The minimization of the momentum integral, equation (B12), while 
observing the side condition of continuity, equation (Bll), is a simple 
isoperimetric problem of the calculus of variations. See, for example, 
Weinstock (ref. 25, pp. 48-50). 

A new integral is formed by adding to the momentum integral the 
function u, multiplied by a Lagrange multiplier A, and then proceeding 
as if the integral formed by this new function were the one for which 
the minimum is desired. Accordingly, 
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(B14 ) 

Now, as shown in Weinstock, if equation (B14) is a minimum, then the 
function which forms this integral becomes zero when operated upon by 
the Euler-Lagrange equation as follows: 

d of* o (B15) 
dy ou l 

where f* = (u2 - AU). Because u l 

tion (B15) makes no contribution. 
is absent, the second term of equa­

The first term, however, yields 

2u+A==O or u = ~ = Constant 

The value of A is found by substituting back into the continuity 
equation (B13) 

(B16) 

and 

u A/2 

where V2 is the· velocity for ideal flow. 

Thus, provided there is still a frictionless core at the exit, the 
pressure effectiveness and pressure recovery depend only on the area 
ratio and displacement thickness of the boundary layer. For a given 
area ratio the maximum of both pressure effectiveness and pressure 
recovery will occur when the displacement thickness is zero, and the 
smaller the displacement thickness, that is, the squarer the velocity 
profile, the higher both the pressure effectiveness and the pressure 
recovery will be. 
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The following example illustrates an extreme case of an unsquare 
velocity profile in order to show the size of the effect which could be 
created . An artificially conceived flow is considered in which the 
frictionless core occupies one-third of the channel width at the outlet. 
The area ratio i s 1.5 and the velocity profile in the wall boundary 
layers is linear (fig . 4(c )). Solving for the velocity in the core by 
continuity gives 

but 

Hence 

and 

by virtue of equation (B9). But for this area ratio 

(B6) 

and consequently 

o 

This extreme example makes it easy to believe that the first losses 
in effectiveness when the angle is increased above the angle of maximum 
efficiency are not caused directly by incipient separation or even by 
small separations actually in being. A small departure from squareness 
of the outlet profile is influential enough to be solely responsible for 
the modest downward trends actually experienced. Furthermore) it is 
indicated that even when large stable separations are generated at still 
higher angles) the detrimental effect of separation on effectiveness and 
recovery is a result of creation of a nonuniform outlet profile and not 
an intrinsic quality of the separation itself . 
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A P PEN D I X C 

ACCURACY 

The accuracy of measurements and computations of the present inves­
tigation will be described in terms of the "uncertainty," following the 
simple and systematic procedure described by Kline and McClintock 
(ref. 26). In the work that follows, it should be noted that it is the 
uncertainty which is estimated rather than the error. 

The terms employed in the discussion are defined below and a brief 
outline of the procedure is presented. For a detailed discussion of the 
term "uncertainty" and for a treatment of the accuracy of engineering 
experiments from the present viewpoint reference 26 should be consulted. 

Variable: A variable is a basic quantity observed directly in the 
laboratory. 

Result: A result is a value obtained by making corrections to or 
calculations with the recorded values of the variables. 

Error: The error in a given reading is the true value minus the 
observed value. For present purposes the word "error" represents the 
total effect of the fixed errors, accidental errors, and mistakes. 

Uncertainty: The uncertainty is a possible value the error might 
have. 

Percentage uncertainty: One hundred times the uncertainty, divided 
by the value of the variable or result for which the specification is 
made is termed the percentage uncertainty. 

BRIEF DISCUSSION OF PROCEDURE 

Although a large amount of data was collected in the course of the 
present investigation, repeated runs were not made at the same point of 
operation, and the errors of these single sample observations cannot be 
treated statistically. However, the uncertainty, or what it is thought 
the error might have been, is a statistical variable in this same obser­
vation and can be treated, in part, by the methods of statistics. 

Though a great mass of data was not available, the experimenter 
still was able to estimate the uncertainty well enough to provide a use­
ful evaluation of the results. These estimates were based on experience, 
judgment, and detailed knowledge concerning the construction and design 
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of the equipment, as well as on the actual operation of the instruments 
a nd equipment during the experiments. 

Most experimenters are aware that it is something of a fiction to 
s tate that the "maximum error" is a certain amount, for it is plain 
that if the experiment is repeated indefinitely, any reasonable value 
stated for this maximum might someday be exceeded. It is far more 
realis tic to use an uncertainty interval based on suitable odds. This 
i s done as follows: 

W2 = 10.00 t 0.05 inches (20 to 1) ( Cl) 

In equation (Cl) the first number is the best estimate of the observed 
va lue of the variable W2 . The second number is the uncertainty SW2' 

The numbers in parentheses indicate that the experimenter believes the 
odds are 20 to 1 that the true value lies within to.05 inch of the esti­
mated value. The odds selected for the uncertainty specification are 
the result of the experimenter's intuitive evaluation of the needs and 
poss ibilities of the particular situation. The percentage uncertainty 
in the variable can then be computed as follows: 

0.05 
J:C) 0.005 or 0.5 percent (C2) 

The uncertainty in a result ~ caused by uncertainties in varia­
bles ~ can be computed from the equation 

And the percentage uncertainty can again be found by forming S~/f3 . 

If a result is computed from variables combined as products and 
ratios in a single group, it is often convenient to take logarithms 
before differentiating. If the square root of the sum of the squares 
of these derivatives i s then taken in a manner similar to the process 
indicated by equation (C3)) the percentage uncertainty is obtained 
directly. 

Reference 26 points out that equation (C3) assumes f3 to be a 
linear function of the independent variables xn , each of which would 

be normally distributed if large amounts of data were available. When 
these conditions are met) then the odds on the uncertainty in the 
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result computed from the equation are the same as the odds selected for 
stating the uncertainty of the variables. Considerable deviation from 
exact conformation to the conditions stated may be tolerated without 
seriously altering the odds. 

For example, let it be stated that 

W
l 

= 3·00 ± 0·05 inches (20 to 1) (c4) 

For a strictly two-dimensional channel, the area ratio R can be com­
puted from R = W2fWl' After computing the partial derivatives, the 

uncertainty in the area ratio is obtained as follows: 

0.058 (C5) 

Since R 3.33 in this example, the percent uncertainty is then 

~/R = 0.058/3.33 = 1.74 percent 

When this computation was repeated for other W2 settings employed in 

the air-diffuser tests, ~jR was found to vary from 1.7 to 1.9 percent. 

When listed below with the other uncertainties, these values were simply 
rounded off to 2.0' percent. 

ACCURACY OF PRESENT DATA 

It is believed that, with odds of 20 to 1, the variables and the 
results of the present experiments have uncertainties or percentage 
uncertainties as listed in table IX. Accuracy is indicated only for 
those variables and results actually used in computation and presentation 
of the experimental data. 
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Usually one or the other of the two methods of designation remains 
nearly constant over the range of values of a variable or a result. 
Therefore, a considerable saving in presentation space results from 
choosing, for each item, the more nearly constant designation. When the 
value shown in table. IX is a percentage uncertainty , it is so deSignated. 
All the values in table IX(b) are percentage uncertainties. Simple 
uncertainties have an indication of the dimensions used in reading the 
variable. 
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TABLE I. - SUMMARY OF TWO-DIMENSIONAL DIFFUSER RESEARCH 

Source of data Medium LjWl 
29, 

R G!Wl WlJ 
deg in. 

Gibson (refs. 2 Water 2.4-7·2 10-30 2.25 l.0 l.33 
and 3) 4.4-34.4 5-40 4.00 l.0 l.33 

5.7-45·9 10-90 9·00 2.25 ·59 

Vedernikoff Air 10.0 0-26 l.0-7·77 l.0 3.94 
(ref. 8) 

Nikuradse 33·3 0-8 l.0-5.65 25·0 
(ref. 9) 

Demontis 3·5 0-31 l.0-2.94 l.0 
(ref. 10) 

Polzin (ref. ll) 15·0 0.44 l.0-1l.9 l.0 

Reid (ref. 7) Air 5·50 8.0-17·4 l. 75-2.625 8.0 4.0 
7·75 6.0-18.9 l.8-3·5 8.0 4.0 

1l.OO 5.4-15.9 2.0-4.0 8.0 4.0 
15·25 3.8-15·2 2.0-5·0 8.0 4.0 
2l·75 2.7-10·7 2.0-5·0 8.0 4.0 

Jones and Binder Air 4.0 8.0 l.55 l.0 8.0 
(ref. 4) 

Tults (ref. 5) Water a 5 .8 ao_40 l.0-2.05 l.0 7.83 

Present 24.16-24.78 0-50 l.0-22.45 9.0 and 3.0 l.0 
investigationb 16.ll-16.52 0-50 l.0-15·30 6.0 and 3.0 l.5 

8.10-8.26 0-45 l.0-7.45 3.0 and l.5 3·0 

Large water-table Water 6.07-6 .20 0-45 l.0-5.84 2.25 4.0 
diffuser 4.06-4.13 0-40 l.0-3.88 l.5 6.0 

Small water-table Water 15·3-3·1 0-180 l.0-37.8 18.0 ·5 
diffuser 7.7-6.5 0-90 l.0-12.8 9·0 l.0 

3·8-3·2 0-90 l.0-6.9 4·5 2.0 

Air diffuser Air 8.10-8.26 7-45 l.99-7.45 8.0 3·0 

aTults used an a symmetric diffuser in whi ch only one wall diverged. 
Divergence angle of this one wall and the ratio L!Wl shown in this table 
have been changed so that his values could be compared with others in the 
table. 

bIn the present investigation dimensions of diverging wall were 
fixed; L!Wl and R were changed by varying throat width Wl. Thus, 

both L!Wl and R could be made to increase indefinitely by causing 

Wl to approach zero. Values shown are merely those settings within 

which data actually were taken. 
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TABLE 11.- COMPARISON OF WALL AND CENTER-LINE VELOCITIES 

AND DYNAMIC PRESSURES AT TEROAT 

W1 
Vw qw 
Vc ~ 

1 1.059 1 .121 
2 1.118 1 .250 

3 1.177 1 .385 
4 1.235 1 ·525 
5 1.294 1 .674 
6 1.353 1 .831 

TABLE III. - COMPARISON OF VALUES DERIVED FROM FLUX PLOTS 

WITH FLOW BE'lWEEN CYLINDERS 

Values 
28, Vw qw 

derived 
from -

deg Vc qc 

Flux plots 7 1.115 
I 

1.24 
30 1.150 1.32 

Flow between -- 1.177 1·383 
cylinders 
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w1, 
in . 

6 
6 
3 
3 
3 
1.5 
1.5 
1.5 
1.0 
1.0 
1.0 

W1' 
in. 

6 
6 
3 
3 
3 
1.5 
1.5 
1.5 
1.0 
1.0 
1.0 
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TABLE IV. - SEPARATION ANGLES AND CONDITIONS 

FOR LOW TURBULENCE 

(a ) Occurrence of f irst stall 

28 , 
L/ W1 R G/Wl V1' RW RL deg ft/sec 

22 4 .13 2.61 1. 50 0 .22 11,600 47, 800 
20 4 .13 2.46 1. 47 .11 5,930 24,500 
13 8 .22 2.85 2.86 .23 6,020 48, 900 
12 8 .22 2·70 3 ·00 ·39 10, 830 86 , 200 
14 8 .23 2·99 1. 46 .24 5, 990 49,300 
9 16 .38 3·54 5·74 .25 3,135 51, 400 
8 16 ·35 3 .26 5·86 .48 6, 000 98, 000 
9 16 ·38 3 ·54 2 ·93 .49 5, 990 98,100 
8 24 ·57 4.40 8 .60 .25 2,280 56, 000 
6 24 · 53 3. 56 8 ·70 .69 5, 920 145,000 
7 24 ·55 3·98 2 ·90 ·72 6, 000 147,200 

(b) Occur rence of t ransit i on f rom three-dimens i onal to 
t wo-dimensional separ ati on 

28, L/ W1 R G/Wl 
Vl, 

RW RL deg ft / sec 

24 4.13 2·75 1.47 0 .11 5, 930 24, 500 
26 4 .12 2 .89 1. 50 .22 11,600 47, 800 
16 8 .24 3 ·29 2.93 .23 6, 020 49,600 
17 8 .25 3·45 3·00 .43 11,150 92, 100 
16 8 .24 3·29 1. 46 .24 5, 990 49 , 400 
12 16 .4 4 .40 5·74 .25 3, 270 53,600 
13 16 · 5 4 .69 5·86 .48 6, 000 98, 000 
13 16 .43 4 .69 2·93 .49 5, 990 98, 100 
10 24 .61 5·25 8 .60 .25 2, 280 56 , 300 
11 24 .64 5.68 8 ·70 .69 6,090 150,000 
12 24 .65 6 .11 2·90 ·72 6, 000 147, 800 
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Wl, 
in. 

6 
4 
3 

a3 
1.5 
1 

Wv 
in. 

6 
4 

b4 
3 

a3 
1. 5 
1 

TABLE V. - SEPARATION ANGLES AND CONDrrrONS 

FOR HIGH TURBULENCE 

(a) Occurrence of first stall 

28, 
L/Wl R GjWl 

Vl' 
RW RL deg ft/sec 

17 4.13 2.22 1.45 0.13 6,050 25,000 
15 6.18 2.61 2.18 .20 6,050 34,700 
11 8.21 2.56 2.94 .26 5,980 49,100 
12 8.22 2·70 3·00 .43 9,750 80,200 

9 16.38 3.54 5.80 ·53 6,050 99,000 
7 24·55 3.98 8.60 .81 6,120 150,000 

(0) Occurrence of transition from three-dimensional to 
two-dimensional separation 

28, 
LjWl R G/Wl 

Vl, 
Rw RL deg ft/sec 

40 4 .08 3.88 1.47 0.13 5,980 24,400 
28 6.18 4.05 2.20 .20 5,950 36:'750 
38 6.16 5·10 2.28 ·32 9,650 59,500 
26 8.24 4.78 2.94 .26 5,980 49,300 
22 8 .25 4.22 3·00 .43 9,750 80,500 
20 16·50 6. 85 5·80 ·53 6,050 99,800 
18 24·76 10·33 8 .80 ·79 5,980 148,000 

aTurbulence intensity lower than for remainder of data. 
bTurbulence intensity much higher than for remainder of data. 
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TABLE VI. - CRITICAL ANGLES IN SMALL WATER-TABLE DIFFUSER 

OPERATED AT LARGE ANGLES 

(a) Transition from two-dimensional separation to jet 
flow when angle is being increased 

Wl 

2.0 
2.0 
1.0 
1.0 

·5 

Wl 

2.0 
2.0 
1.0 
1.0 

·5 

N/Wl RW 
Critical 

deg 

4.33 3,690 75 
4·30 6,330 70 
8.87 3,695 90 
8.87 5,860 90 

20.18 3,650 180 

(b) Transition from jet flow to two-dimensional 
separation when angle is being decreased 

N/Wl RW Critical 
deg 

4.20 3,690 55 
4.16 6,240 50 
8.46 3,640 60 
8·39 5,780 55 

17.06 3,650 65 

29, 

29, 

. I 
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Lv 

1 

2 

2 

3 

3 

3 

6 

6 

6 

23 

23 

TABLE VII. - RATIO OF LENG'IH TO LEADING-EIX1E SPACING OF 

ill 

2 

2 

3 

2 

3 

5 

2 

3 

5 

1 

2 

VANES ~/Wv FOR EQUALLY SPACED ARRANGEMENTS 

[All values are only approximate since Wv varies 
slightly as leading edge of vane is moved fore 
and aft; Wv = Wl!(m + 1) where m is number 
of vanes] 

Wl = 6 in.; Wl = 3 in. ; Wl = 1.5 in.; Wl = 1 in.; 

L/Wl = 4 L/Wl = 8 L/Wl = 16 L/Wl = 24 

Wv ~ Wv Lv Wy ~ Wy Lv -
Wv Wv Wv Wv 

2 0·5 1 1 0·5 2 0·33 3 

2 1.0 1 2 ·5 4 ·33 6 

1.5 1.3 ·75 2·7 .38 5·3 .25 8 

2 1.5 1 3 ·5 6 ·33 9 

1.5 2 .0 ·75 4 ·38 8 .25 12 

1.0 3 ·0 ·5 6 .25 12 .17 18 

2 3 ·0 1.0 6 ·5 12 ·33 18 

1. 5 4 .0 ·75 8 .38 16 .25 24 

1.0 6 .0 .5 12 .25 24 .17 36 

3 ·0 7·7 1. 5 15.4 ·75 46 .5 46 

2.0 11.5 1.0 23 ·5 69 ·33 69 

89 



TABLE VIII. - DETAILS AND RESULTS OF UPSTREAM ROD INSERTIONS 

Average 
Rod- Two-

Rod Number Flow area 
velocitya 

diameter dimensional 
diameter , of Placement between 

Reynolds separation 
in . rods Free flow area r ods , angle, 

ft/sec number deg 

1/8 21 Verti cal 0 .562 0 . 213 222 20 

1/8 23 Horizontal ·522 . 229 239 20 

1/4 9 Vertical .626 .191 388 23 

1/4 5 Horizontal ·792 .151 315 20 

1/4 7 Horizontal · 709 .169 352 20 

1/2 5 Ver tical .583 .205 855 19 

1/2 4 Hor izontal .667 .179 755 20 

aAverage velocity at this potential line before rod i nsertion was about 
0 .12 ft/sec . 

\D 
o 

~ 
f) 
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TABLE IX.- UNCERTAINTIES IN VARIABLES AND RESULTS 

(a) Uncertainties in variables 

Water-table 

Variable 
diffusers Air 

diffuser 
Large Small 

z-direction fluid dimension, h, in. · 0·05 0·05 0·05 
Jet height, J, in. · · · · · · · · · 0.15 0.15 ----
Diffuser length, L, in. · · · · · · · · 0.03 0.10 0.03 
Vane length, Lv, in. . · · · · · 0.03 ---- 0.03 
Length of :plane wail, M, in. · · · · · 0.20 0.20 0.20 
Diverging wall length, N, in. · · · · · 0.05 0·05 0.05 
Average of six throat manometers, 

(po - PW1) = <l."r, percent 

No separation · · · · · · · · · ---- ---- 3 
3-dimensional separation · · · · ---- ---- 15 
3-dimensional separation with vanes · ---- ---- 5 
2-dimensional separation · · · · ---- ---- 0.5 

Average of four outlet manometers, 
(po - P2)' percent 

No separation · . · · · · · · ---- ---- 1 
3-dimensional separation · · · · · ---- ---- 10 
3-dimensional separation with vanes ---- ---- 5 
2-dimensional separation · · · ---- ---- 0·5 

Weight of water, lb · · · · · · 0·5 0·5 ----
Cylinder radius, r o ' in. · · 0.03 0.03 0.05 
Time, t, sec . . · · 0.2 0.2 ----
Throat width, Wl , in. · · · · · · · · · 0·05 0.05 0.05 
Outlet width, W2, in. · · · · · · · · · 0.03 0.10 0.05 
Vane leading-edge spacing, Wv ' in. · · 0.10 ---- 0.03 
~iffuser angle, 28, deg · · · · · · 0·3 0·5 0·3 
Temperature, ~ . · · · · · · · · 1.0 1.0 0.2 
Wet-bulb temperature, 0]' · · · · ---- ---- 0.2 

~ncertainty indicated for 28 includes only geometrical uncertainty 
of measuring angle. Additional uncertainty due to subjective nature of 
separation-angle determination is discussed separately in text wherever 
question arises. 

9l 
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TABLE IX . - UNCERTAINTIES IN VARIABLES AND RESULTS - Concluded 

(b ) Uncertainti es in results 

Water-tabl e Air diffusers Uncertainty, percent, in - diffuser, 

Large Small Wl = 3 in. 

aEnergy recovery factor, CER 
No separation . . · --- --- 1.5 
3- dimensional separation . · --- --- 6 
3- dimensional separation wit h vanes --- --- 2 ·5 
2- dimensional separation at 70 ---· --- 2.0 
2- dimens ional separat ion at 450 · --- --- 1.5 

CERideal · · --- --- 0 .05 

Ratio of length to throat width, L/Wl 
L/Wl = 4 · · · 1 ---
L/Wl = 24 · 5 --- 1. 7 

Ratio of wall length to t hroat width, 
N/ Wl 
N/Wl = 4 . · --- 3 ----

NIWl = 16 --- 10 ----
~eynolds number, RW 

No separation · · 4 4 8 
3- dimensional separation 4 4 11 
3- dimensional separation wi th vanes 4 4 8 
2- dimensional separation 4 4 8 

Area ratio, R --- --- 2 

~fficiency, 11 
No separation · --- --- 2 . 0 
3- dimensional separation --- --- 6 . 0 
3- dimensional separation with vanes --- --- 3 · 0 
2- dimensional separation . · --- --- 2 .5 

Mas s density . · --- --- 6 .5 
Viscosity . · · 2 · 7 2 ·7 1. 1 

a In addition to percentage uncertainties given, these results are subject 
to uncertainty introduced by assumpt i on of flow between cyl inders which was 
u sed to determine entering profil es . The effect of this assumption wi ll not 
be known unt i l completion of detailed traverses now i n progress . For details 
regarding this assumption see appendix A and section entitled "Diffuser 
Geometry and Entrance Velocity and Pressure Profil es ." 
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TABLE X. - OUTLRr WIDTH W2, AREA RATIO R, ANIl IDEAL 

ENERGY RECOVERY AS FUNCTIONS OF DIVERGENCE 

ANGLE 28 FOR THROAT WIDTH WI = 3 INCHES 

28 W2 R C
ER ideal 

0 3.00 1.00 -----

7 5·98 1.99 0·750 

10 7·25 2.42 .830 

12 8.11 2·70 .864 

15 9.42 3.14 .899 

20 11·79 3·93 .936 

22·5 12.86 4.29 .946 

30 16.00 5·33 .965 

45 22·35 7.45 ·982 

93 
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TABLE XI. - PERFORMANCE OF V ANELESS AIR DIFFUSER 

PCl Pwl 
29, Plexiglas curved P2' V1, 

~ CER TJE deg orifices, wall, in . water ft/sec 
in . 'Water in. water 

Unseparated diffusers 

7 1.43 1.97 0·59 84 126,900 0. 630 0.840 
7 3.16 4.34 1.27 125 188,300 .638 .851 
7 5·72 8.05 2. 26 170 256, 200 .653 .870 
7 11.30 15 ·9 4.40 239 360, 600 .658 .8TT 

10 1.61 2·30 .54 91 137,000 ·710 .855 
10 3.68 5·33 1.15 138 208, 600 ·733 .883 
10 6.46 9.42 2.04 184 277,800 ·732 .882 
10 9·92 14. 35 2.98 227 342, 200 .742 .894 

12 1. 75 2.32 ·52 92 138,000 ·723 .837 

Dii'fusers separated three d1lIlensiona1~ 
f--

12 4.01 5·50 1. 09 141 212,000 .76 .87 
12 7·27 9 ·96 1.97 190 285, 500 .76 .87 
12 11.15 16 .14 2.81 242 363,700 .78 .91 
12 15 ·3 20 .83 3·52 276 414,000 ·79 ·92 

15 1.84 2.50 ·53 95 142,100 .74 .82 
15 4. 26 5·95 1.10 146 219,400 ·TT .86 
15 7·79 10.96 2.03 198 297, 300 ·TT .86 
15 14.75 21 .1 4.15 276 413,500 .76 .84 

20 1.66 2. 22 .56 89 135,500 .69 .74 
20 3·TT 5·50 1.16 140 213,000 ·74 .79 
20 3.84 5.65 1. 20 142 216,000 .74 .79 
20 7·51 11.34 2·09 201 306,000 ·TT .83 
20 6·96 10.14 2.03 190 289,000 ·75 .80 
20 13·35 20 . 25 4.1 269 -408,600 ·75 .80 
20 15·5 20 .0 4.26 . 268 406,100 .74 .79 

a22 .5 a .64 a. 70 
~.10 

a .64 a63 ~3,4oo a.28 a .30 

22 ·5 3.54 5·07 1. 20 136 200,800 ·71 .75 
22 ·5 3. 66 5·21 1. 28 138 203,800 ·70 .74 
22 ·5 6.21 9.40 2.06 185 273,300 ·73 ·TT 
22 ·5 6.17 9.62 2.06 187 276,300 .74 .78 
22 ·5 6.24 9.18 2.21 182 269,800 ·69 ·73 
22 ·5 6.30 9.63 2.22 187 276,300 ·72 .76 
22 ·5 13·5 20 · 7 4.40 274 405,800 ·74 .78 
22·5 11.8 19·2 4.66 265 391,700 ·75 .79 
22 .5 12.2 20 ·3 4.47 272 402,000 ·73 .TT 

a,O a. 63 a. 67 a. 65 
a58 a89 ,ooo a .17 a .18 

a30 a1.48 
a· 97 
1.53 1.33 92 140,500 ·31 ·32 
2.38 

a30 a2. 46 4.68 1.45 129 196,600 .62 .64 
30 2.40 a2.38 a2.45 a

1l5 ~75,500 a. 18 a .19 
a3.72 

30 4.41 8.13 2.27 170 259,500 .66 .68 
30 6.5 13· 2 3.6 217 330,200 .66 .69 
30 ----- 16.8 1i.5 245 373,000 .67 .69 

a45 a .65 a .60 a. 60 a63 ~4,O50 a .22 a. 23 
a1.10 

a45 a1.42 a1. 36 ~.36 ~3 ~38,3OO a. 29 a. 30 
a2.37 a128 a191,400 a. 32 a45 ~ .10 a2.70 a2.51 a. 31 
a4.55 

45 5.48 12.8 3.6 215 321,000 .65 .67 
45 7. 6 15·1 4. 6 234 348,600 .62 .64 

~-dimensional separation, with dii'ferent Pv's on east and vest curved valls. 



TABLE XII . - PERFORMANCE OF AIR DIFFUSER WI TH TWO VANES INSERTED 

PCl PWl 
29, ~r , 28v , 

Pl exiglas curved P2' Vl , 
RW deg in . deg orifices , wall , i n . wat er f t/sec 

in . water in . water 
, 

20 6 6 .25 -7 ·5-6 .25 1.53 2 .40 0 .47 93 140,600 
20 6 6 .25 -7 ·5-6.25 3 .96 6 .29 1 .16 150 227,800 

22 ·5 3 7 ·5-7 ·5-7· 5 1. 47 2 .27 ·51 90 136, 400 
22 ·5 3 7 ·5-7 .5-7· 5 3 ·21 5·25 1. 20 137 207 ,000 
22 ·5 3 7·5- 7·5-7 ·5 6 ·53 10.68 2.06 196 295 ,100 

22 ·5 6 7·5-7·5-7·5 1. 48 2.42 ·50 93 141, 900 
22 ·5 6 7·5- 7·5-7·5 3. 24 5 .56 1.17 141 215,400 
22·5 6 7·5-7 ·5-7· 5 4 .52 7·59 1.54 164 251,300 

30 6 10-10-10 1.37 2.60 .54 102 156,600 
30 6 10-10-10 3 .06 5 .86 1. 21 144 221 ,500 
30 6 10-10-10 5.36 10 ·58 2.18 194 298, 000 

30 6 10-10-10 1.16 2.26 .52 90 138,000 
30 6 10-10-10 2·70 5·39 1. 29 138 212,800 
30 6 10-10-10 5 ·02 10.02 2.28 189 290, 200 
30 6 10-10-10 7·54 15·50 3·28 235 361, 000 

CER T}E 

0.758 0 .810 
·772 .825 

·723 .765 
. 730 ·771 
·762 .805 

.754 ·796 
·740 ·782 
.749 ·791 

·743 .785 
.745 ·787 
·745 ·787 

.716 ·757 

.704 .744 
·719 .760 
·732 .774 

. 
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28 , Iy, 
deg in. 

20 6 
20 6 

22 ·5 3 
22 ·5 3 
22 ·5 3 

22 ·5 6 
22·5 6 
22 ·5 6 

30 6 
30 6 
30 6 

30 6 
30 6 
30 6 
30 6 

TABLE XIII . - IMPROVEMENTS IN PERFORMANCE OBTAINED BY INSERTING 

TWO VANES INTO AIR DIFFUSER 

With vanes Without vanes Increase 
28v ' I\.r in GER deg CER T)E CER T)E 

6.25-7· 5-6.25 140,600 0·758 0.810 0.69 0.74 . 0.07 
6.25-7· 5-6.25 227,800 ·772 .825 ·73 ·78 .04 

7· 5-7· 5-7·5 136,400 ·723 .765 ·30 ·32 .42 
7·5-7·5-7·5 207,000 ·730 ·771 ·70 .74 .03 
7·5-7· 5-7·5 295,100 .762 .805 ·725 .765 .04 

7· 5-7· 5-7·5 141,900 .754 ·796 ·30 ·32 .45 
7·5-7· 5-7·5 215,400 .740 .782 ·71 ·75 .03 
7·5-7·5-7·5 251,300 .749 ·791 ·715 ·735 .035 

10-10-10 156,600 .743 .785 .18 .186 ·56 
10-10-10 221,500 .745 .787 .63 .65 .115 
10-10-10 298,000 .745 ·787 .65 .675 .095 

8-14-8 138,000 .716 ·757 .18 .186 ·54 
8-14-8 212,800 ·704 .744 .625 .65 .08 
8-14-8 290, 200 ·719 .760 .65 .675 .07 
8-14-8 361,000 ·732 .774 .68 ·705 .05 

Increase 
in T)E 

0.07 
.045 

.45 

.03 

.04 

.48 

.03 

.035 

.60 

.135 

.11 

·57 
.095 
.085 
.07 

\0 
0\ 

2! 
f) 
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~ 
+0-o 
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TABLE XIV.- LONGITUDINAL LOCATION OF 3/8-INCH 

DIVERGING-WALL PROBE HOLES 

[Tolerances on dimensions are 0.010 in] 

Holes numbered Distance from trailing edge of 

from curved end aluminum plate measured along 

of plate inner surface of aluminum 
plate, in. 

1 26 .000 
2 25·667 
3 25 ·333 
4 25.000 
5 24.667 
6 24.333 
7 24.000 
8 23·000 
9 22.000 

10 21.000 
11 20.000 
12 19·000 
13 18.000 
14 17·000 
15 15·000 
16 13·000 
17 11.000 
18 9·000 
19 7·000 
20 5·000 
21 3·000 
22 1.000 

l_ --- --- --------~ 
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t...--_----N 1 
----------------,1 

(a) With 28 set at 7° . 

(b) With 28 set at 45° . 

Figure 1. - Geometry of diffusers and entrance sections. WI and 28 

are independently variable; L depends on 28 and W2, on 28 

a nd WI; N depends on 28; and M and rs a r e fixed. 
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99 

I 
/ 

/ 
/ 
Outflow 
~ 

Figure 2 .- Vortices of opposite sign at a and - a representing f l ow 
between t wo cylinders. Potent ial function X = iy loge ( z _ a) _ 

i y loge (z + a) , where z = x + iy and X = ¢ + i~; str eamlines ~ 
ar e shown as solid circl es ; and velocity-potential lines ¢ ar e 
shown as dashed ar cs of circles . 
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1.4 

WI = 5" ---------t--+---++_~ 

WI = 4" ---------4--.j,...,.L-,4--J 

WI = 3" --------!----,f-Il-,~ 

WI = 2" --------Hl/--/-!nI 

Center Line 
1.0' l.1 1.2 1.3 1.4 

v/. 
v"-

(a) Half t hroat width Wl!2 shown double scale. 

1.0 
x 

Wl/2 .9 

.8 

.7 

.6 

.5 

.4 

.3 

.2 

I 

o 

W 2" 4" 6" 

r--Cyli nder Wall 
I=ftf! "j 

'f 1 / Y ~ V 
I IV IJ:/ 
1/1 fill 
'/;' V 
l!'J 
'7 

Center Line -_. . .---:~ 

1.0 1.1 1.2 1.3 1.4 
VI 

Vc 

(b) Dimensionless throat width. 

Figure 3 .- Velocity profi l es at throat for two-dimensional flow between 
cylinders. 
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(a ) Control volume for energy parameter definition. z axis is 
perpendicular to paper. 

101 

Figure 4.- Control volume s . G) , inlet section; ~, outlet section . 
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T VI=UI~ 
WI 

L~ 

l 
---

(b) Idealized control volume for definition of variables used in 
boundary-layer developments. 

AI 

~~~-----------J~~~t~ 
2 

(c) Idealized control volume with artificially conceived flow. 

Figure 4.- Concluded. 
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(a ) Large diffuser in wat er t abl e . 

( c ) Exit se ction of l ar ge diffuser; 
pr otractor and scal e in place. 

~ I . ' ........ 

~ 

(b) Small diffuser in water table. 

(d) Downstream end of water table . 

L-58-l349 
Figure 5.- Water table used in tests. 
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(e) Vane holders in place . 

(g) Ink distribution system. 

(f) Vane holders removed. 

Figure 5.- Concluded . L-58-l350 
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Curved Wall of 
Entrance Section 

Surface of the Water 

105 

Curved Wa II of 
Entrance Section 

Felt Glass Bottom of the Water Table Felt 

Fi gure 6 .- Secondary flow observed both upstr eam and downstr eam of 
diff user throat section . Arr ows show observed secondary f l ow 
directions . 
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(a) Flow with low-turbulence screens installed. LjWl = 8.12; T = 76° F. 

(b) High-turbulence inflow) no screens. L/Wl = 4.06. 

Figure 7.- Difference in turbulence at entrance caused by addi ­
tion of screens. 28 = 0°; RW = 6)750; J = B; H = 4 inches; 
(G/2 )cl = 4.4 inches; and Q = 1. 5 Ib/sec. 
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~ .... -- ..... 
~ . f \o'JJ _-- -<Separation 

---- ~~---:) Boundary 
--- Nearly J ---C- ( ~nt 

A--.J 

(a) Top view; dashed line shows boundary of separation; arrows show 
direction of water motion. 

Surface of Water 

IL 
i 
r Main 

I Flow 
I 

(b) Cross section A- A; separ a ­
tion boundary as seen in two­
dimensional separation . 

2 

" Main Flow 

" " 2 

(c) Cross section A- A; separ a ­
tion boundary as seen in t hree ­
dimensional separation . 

Figure 8 .- Flow separation in water- table diffuser . 



(a) No stalls . 28 = 10°; L!Wl = 8 . 2; J = B; (G/2)Cl = 4.4 inches; 

Q = 2 .3 lb/sec; T = 70° F. 

(0) No stalls. 28 = 11°; L!Wl = 8 . 21; J 

(G/2 )cl = 4.4 inches ; Q = 2.3 lb/sec; 
T = 70° F. 

B; (c) First stall in upper corner . 
L!Wl = 8 . 22; J = B; (G/2 )cl 
Q = 2 . 3 lb/sec; T = 70° F. 

28 = 12°; 
4.4 inches; 

Figure 9.- Changes in flow configuration from 28 = 10° where no separation occurred to 
28 ~ 17° where there was stable asymmetric configuration of t wo -dimensional flow. 
H = 4 inches. 

I-' o 
OJ 

~ 
~ 

~ 
-F o 
~ 



D 

I -

NACA TN 4080 109 

(d) Unsteady three -dimensional separation at lower middle arrow. 
28 = 15°; L/Wl = 8 . 23; J = B; (G/~)Cl = 4. 5 inches; Q = 2.5 lb/sec; 

T = 79° F. 

(e) Stable two-dimensional separation. 28 = 17°; L/Wl = 8.25; J 

(G/2)cl = 4·5 inches; Q = 2 . 5 lb/sec; T = 77° F. 

Figure 9 . - Concluded. 
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(a) No stalls. 28 = 12°; LjWl = 8.22; 

J = C. 
(b) First stall in upper corner,. 28 

L!Wl = 8.22; J = B. 

(c) Stable two-dimensional separation. 
L/Wl = 8.24; J = A. 

28 = 16°' , 

13°; 

Figure 10 . - Effect of lowering throat Reynolds number to about 6,000 by diminishing flow rate 
on angle at which flow becomes two dimensional: H = 4 inches; (G/2)cl = 4.4 inches; 
Q = 1 . 3 Ib/sec; T = 77° or 78° F. 
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I 

.-; Only Inconsiste nt Tren d 
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l...---- l-----L../WI = 8 

L~O ---- L/w = 8 
-_I 

~ -- ~ 

-----~W=24 I 

"" Transition Between Two-----L/wt 16 ........ Dimensional and Three-
-~ Dimensional Separation 

'"" ..... 
.................. 

First Stall ------

L;. = 2"4 ............. 
WI ~ 

I 

2 4 6 8 10 
Throat Reynolds Number, RW 

Figure 11 .- Effect of Reynolds number on angles of separat ion. 
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(a) No stalls. 28 = 7°; L/Wl = 16.37; 
J = B. 

(c) Unsteady three-dimensional separation 
at lower arrow. 28 = 12°; LjWl = 16.43; 
J = A. 

(b) First stall at upper arrow. 28 
L/Wl = 16.3S; J = B. 

SO. , 

(d) Stable two-dimensional separation. 
28 = 13°; L/Wl = 16.45; J = A. 

Figure 12.- Effect of doubling L/Wl to about 16 on first separation angle and angle at which 
flow becomes two dimensional. H = 4 inches; (G/2)cl = 4.4 inches; Q = 1.35 Ib/sec; T = 75° F. 
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25~ b{11600 
5,930 

{ 

1600 Two-Dimensional .Separation Zone 
20~ a 593 (above lines b-b) 

, 
Three-Dimensional Separation 

___ Rw= 6,000 

G/
2

= 4.5" 

RL = 48,000 
G, II ----- '2 = 4 .5 
VI ;: 0.23 ft.lsec. 

~ Zone (between lines a-b) 

~ 15j-----t------T~~~~~~L-~----~--+-~ 
cD 
C\J 
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8 

, {TranSition between 
----"~~--r---+~~=---i b: Three-Dimensional and 

Zone of No Separation ~280 Two-Dimensional 
(below lines a-a) I Separation 

a = First Stall 
2f 80} 

6 5 20 

4' 4 6 8 Ib 115 do ~5 
L/W\ 

Figure 13.- Separation angles against L/Wl at low turbulence. Numbers adjacent to data 
circles give throat Reynolds numbers RW. 
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(a) No stalls. 28 = 10°; LjWl = 8.20; 
J = C; (G/2)cl = 4.4 inches. 

(c ) Three-dimensional separation. 28 = 25° ; 
LjWl = 8 . 25 ; J = A; (G/2 )cl = 4.4 inches. 

(b) First stall. 28 = 12°; L/Wl = 8.22; 
J = C; (G/2)cl = 4.4 inches. 

(d) Two-dimensional separation. 28 = 26°; 
LjWl = 8 . 25; J = A; (G/2 )cl = 4.4 inches. 

Figure 14.- Diffuser flows with high-turbulence entrance conditions. H = 4 inches; 
Q. = 1. 5 lb/sec. 
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(e) No stalls. 29 = 8° ; L/Wl = 16 .41; 
J = C; (G/2)cl = 4 .35 inches. 

(g ) Three-dimensional separation. 29 = 19°; 
L!Wl = 16.51; J = A; (G/2)cl = 4.6 inches. 

(r) First stall in lower corner. 29 = 9°; 
L!Wl = 16.42; J = C; (G/2)cl = 4.35 inches. 

(h) Two-dimensional separation. 29 = 20°; 
L!Wl = 16 . 52; J = A; (G/2)cl = 4 . 35 inches. 

Figure 14.- Concluded. 
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Figure 15.- Separation angles plotted against L/Wl; comparison of high- and low-turbulence 
re sults . RW ~ 6,000 ; G/2 = 4.5 inches. Numbers adj acent to data circles give throat 
Reynolds numbers RW' tz is largest b-b transition angle r eached with pre throat rods. 
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(a) Stable two-dimensional separation. 
29 = 65° ; Njwl = 8.53. 

(c) Main flow leaves wall. 29 
N/Wl = 8.87. 

90° · , 

(b) Stable two-dimensional separation . 
29 = 80°; N/Wl = 8.74 . 

(d) Main flow slowly straightens. 29 
N/Wl = 8.87· 

90°· , 

Figure 16.- Behavior of small water-table diffuser at very large angles. J = A; H = 4.0 inches; 
(G/2)Cl = 4.4 inches; Q = 0.75 Ib/sec; and T = 82° or 83° F. 
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(e) Jet flow. 28 = 90°; N!Wl = 8.87. 

(g ) Jet flow . 28 = 65°; N/Wl = 8.53. 

(f) Jet flow. 28 = 70°; Njwl = 8.60. 

(h) Main flow snaps from jet to wall position . 
28 = 60°; Njwl = 8.46. 

Figure 16.- Concluded. 
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c c = Beginning of Jet Operation when Angle is 
being Increased 

d d = Beginning of Two-Dimensional Separation 
when Angle is being Decreased 

Throat Reynolds Number Rw= 3,700 

----- Throat Reynolds Number Rw=6pOO 
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Figure 17 .- Result s f or small water- tabl e diffuser at very large angles. 
Numbe r s near dat a circle s gi ve throat Reynolds numbers. 
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Figure 18 .- Superimposed pl ots of results from large and small water­
t able diffusers . Top two curves ar e for small diffusers. 
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(a ) J A. 

(b) J = B. 

Figure 19.- 15° diffuser of figure 9(d) with two l-inch-long vanes 
inserted to eliminate separation. Lv/Wv = 1; H = 4 inches; 
(G/2)cl = 4.35 inches; Q = 1.35 lb/sec; and T = 72° F . 
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(a) Stable two-dimensional separation with 
no vanes inserted. L!Wl = 8 . 26 ; J = A. 

(c) Separation eliminated by two 3-inch-long 
vanes . Lv/Wv = 3; J = A. 

(b) Separation diminished by two 2-inch-long 
vanes. Lv/Wv = 2; J = A. 

(d) Separation eliminated by two 3- inch- long 
vanes. Lvi Wv = 3;. J = B. 

Figure 20 .- 200 diffuser with two 2- and 3- inch-long vanes inserted to eliminate separation . 
H = 4 inches; (G/2 )cl = 4.35 inches; Q = 1.35 lb / sec ; and T = 690 F. 
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(a) Stable two-dimensional separation with 
no vanes inserted . L/Wl = 8.22; J = A. 

(b) Separation eliminated by three 3-inch-long 
vanes. Lv/Wv = 4; J = A. 

(c) Separation eliminated by three 3-inch-long 
vanes . Lv/Wv = 4; J = B. 

Figure 21.- 300 diffuser with three 3-inch-long vanes inserted to eliminate separation. 
H = 4 inches; (G/2)cl = 4.35 inches; Q = 1.35 Ib/sec; and T = 690 F. ' 
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(a) Stable two-dimensional separation with 
no vanes inserted. LjWl = 8 .10; J = A. 

(b) Separation eliminated by five 6-inch-long 
vanes. Lv/Wv = 12; J = A. 

(c) Separation eliminated by five 6-inch-long 
vanes. Lv/Wv = 12; J = B. 

Figure 22.- 450 diffuser with five 6-inch-long vanes inserted to eliminate separation. 
H = 4 inches; (G/2)cl = 4.35 inches; Q = 1.35 Ib/sec; and T = 720 F. 
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(a) One vane near lower wall had little effect on main flow. 

(b) Moving vane to upper wall shifts main flow to upper wall. 

Figure 23.- 200 diffuser with 3- inch- long vane inserted 
beneficial action of vanes is not dependent on drag . 
H = 4 inches; (G/2)cl = 4.35 inches; Q = 1.35 lb/sec; 

to show that 
J = A; 
and T = 69° F. 



(a) Separation in upper channel with one 
vane inserted. Lv/Wv = 15.35; J = A. 

(c) Separation eliminated at height A with 
two vanes inserted. Lv!Wv = 23; J = A. 

(b) Separation in upper channel with one 
vane inserted. Lv/Wv = 15 .35; J = B. 

(d) Separation eliminated but corners sluggish 
with two vanes inserted. Lv/Wv = 23; J = B. 

Figure 24 .- 200 diffuser with 23-inch-long vanes inserted to eliminate separation. 
H = 4 inches; (G/2)cl = 4.35 inches; Q = 1.35 Ib/sec; and T = 720 F. 

f-' 
I\) 
(j\ 

z 
:x=­
C) 

:x=-

~ 
+" o 
OJ o 



----- ---------------------------------------------------------------------------------------------------------------------------------, 

(a) Stable two-dimensional separation with 
no vane inserted. L!Wl = 4.07; J = A. 

(b) Separation eliminated by three vanes. (c) Separation eliminated by three yanes. 
Lv!Wy = 4; J = A. Lv/Wy = 4; J = C. 

Figure 25 .- 400 diffuser with L/Wl ~ 4 with 6-inch-long vanes inserted to eliminate 

separation. H = 4 inches; (G/2) cl = 4.4 inches; and Q = 1.35 lb/sec. 
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(a) Stable two-dimensional separation with 
no vanes inserted. J = A. 

(b) Separation eliminated at height A with 
three vanes inserted. Lv/Wv = 16; J = A. 

(c) Three vanes fail to unseparate corners. 
Lv/Wv = 16; J = C. 

Figure 26 .- 300 diffuser with L/Wl = 16.44 with 6-inch-long vanes inserted to eliminate 
separation. H = 4 inches; (G/2)cl = 4.4 inches; Q = 1.35 lb/sec; and T = 770 F. 
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(a) Stable two-dimensional separation with 
no vanes inserted. J = A. 

(b) Flow very s l uggish, some jets stalled, 
with t hree vanes inser ted . Lv/Wv = 24; 
J = A. 

(c) Three vanes leave bad corner separations . 
Lv/Wv = 24; J = C. 

Figure 27.- 300 diffuser with L/Wl = 24.66 with 6- inch-long vanes inserted t o eliminate 

separ ation . H = 4 inches; (G/2)Cl = 4 . 35 i nches; Q = 1.35 Ib/sec; and T = 780 F. 
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(a) 17° diffuser; 7 vertical 1/8-inch rods. (b) 170 diffuser; 23 horizontal 1/ 8- inch rods. 

(c) 23° diffuser; 9 vertical 1/4-inch rods. (d) 20° diffuser; 7 horizontal 1/4-inch rods. 

Figure 28 .- Flow patterns obtained with rods inserted upstream of throat . J = 3 inches; 
H = 4 inches; (G/2)Cl = 4.35 inches; Q = 1.35 Ib/sec; and T = 71° to 74° F. 
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(e) 190 diffuser; 5 vertical 1/2-inch rods. (f) 170 diffuser; 2 horizontal 1!2-inch rods. 

Figure 28.- Concluded. 

(a) 200 diffuser; 15 horizontal 1/8-inch 
rods. 

(b) 300 diffuser; 23 horizontal 1/8-inch 
rods. 

Figure 29 .- Flow patterns obtained with rods inserted downstream of throat. J = 3 inches; 
H = 4 inches; (G/2)cl = 4.35 inches; ~ = 1.35 lb/sec; and T = 710 to 740 F. 
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(b ) Guard rail in place. 

(a) Air-diffuser apparatus. 

L-58-l352 

(c) Back view of apparatus. 

Figure 30.- Views and details of a ir-appar atus unit. 
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(d) Interior of diffuser. 
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133 

L-58-135l 

(e) Side view of apparatus , (f) Plate detail. 

Figure 30.- Concluded. 
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12" ± I" r-1 
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(a) Throat cross section . 

... NORTH 

1- 12" I 12 

---+--- II 

10 

(b) Outlet cross section (as seen looking into diffuser from ahead of 
entrance) . 

Figure 31.- Location of static-pressure orifices for air diffuser . 
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(b) Widest angl es and low flow rates. Small 
RW and relatively low turbulence ; ver y 
steady throat manometers . With t wo­
dimensional separ ations, types 1- 1 and 2- 2, 
opposite wall was unseparated. 

Figure 32 .- Types of fully est ablished separation in air diff us er. Dot s indicate l ocat ions 
of t ufts . 
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Figure 33 .- Occurrence of separation in air diffuser with L/Wl = 8 . 
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or worse separated wall when separation is intermittent. S, sepa­
rated; U, unseparated ; I, intermittently separated; values under 
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Curves obtained by Cross Plott ing 

- -- -- Transition between Two-Dimensional and 
Three - Dimensional Separation 

---------- Reid's Data (Reference 7) R = 426000 , , w , 
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Figure 35 .- Variation of recovery with air-diffuser angle and throat Reynolds number . 
believed that turbulence intensity increased dir ectly with Reynolds number. 
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Figure 36 .- Variation of efficiency with air-diffuse r angle and throat Reynolds number. It is 
believed that turbulence intensity increa sed directly with Reynolds number. 
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