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SUMMARY 

Results are presented of an experimental investigation to deter
mine the temperature distribution in an aircraft-engine gas-turbine 
disk. High axial- and radial-temperature gradients were found to 
exist both when th~ engine was accelerated as rapidly as possible to 
maximum speed and power output and when it was gradually brought to 
these conditions in a manner typical of normal service operation. 
Calculated stresses based on the measured temperature distributions 
are presented. 

Calculations based on the temperature distributions of the 
cooled and of the uncooled faces of the disk indicate the desirability 
of operating with a low degree of inner-region cooling, particularly 
in disks with welded blades. 

INTRODOCTION 

The stresses in a gas-turbine disk are significantly affected 
by the temperature gradients that exist wi thin it. The rim, which 
is close to the hot gases, operates at a high temperature. The 
inner region, Whose radius is less than two-thirds the rim radius, 
is usually much cooler because of its remoteness from the hot gases 
and also because of its proximitj to a roller or journal bearing 
that must be maintained at a low operating temperature. The 
resultant tendency towards differential thermal expansion of the 
various regions produces a system of thermal stresses, which some
times constitute the predominant stresses in the disk. In the 
inner region, these thermal stresses are tensile and they aggravate 
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the severity of the stress state by adding to the centrifugal tensile 
stresses; at the rim they are compressive and may, under severe con
ditiona, produce compressive plastic flow. In disks that have essen
tially continuous rims, such as.those with welded blades, the plastic 
flow may result in residual tensile stresses and ultimately in the 
initiation and propagation of cracks between the bases of the blades. 
Before the complete stress system can be determined, therefore, the 
thermal stresses must be investigated. Because of the lack of data 
on actual temperature distributions during service operation of gas
turbine disks, however, the accurate calculation of the thermal 
stresses and their effect on the severity of the stress state in the 
disk has heretofore been impossible. 

An investigation of the most severe operating-temperature con
ditions to which a turbine disk is subjected and the stresses 
present at these operating conditions was therefore conducted at 
the NACA Cleveland laboratory. The temperatures were measured by 
means of rotating thermocouples (reference 1) and the operating 
stresses were calculated by the methods of references 2 and 3. 

One face of the inner region of the disk is subjected to cool
ing air and the other face is subjected to the leakage of hot gases. 
A comparison between the temperature distributions on the two faces 
was used to derive qualitative conclusions on the desirability of 
inner-region turbine-disk cooling, based on its effect on the 
stresses both at the inner region of the disk and at the rim. Stress 
calculations were also made on a hypothetical disk similar to the 
one used in making the temperature measurements but having welded 
blades. 

TEHPERATURE DEI'ERNlNATIONS 

Apparatus and procedure. - A single-stage turbine wheel having 
an outside disk diameter of approximately 18 inches was used for 
this investigation. Vanes for circulating cooling air over the 
rear turbine bearing were machined on the upstream face of the disk. 
The turbine disk was of an alloy having a nominal composition of 
16 Cr, 25 Ni, 6 Mo, and 0.15 C, with the balance principally Fe. The 
blades were of the tightly fitted fir-tree type. 

The turbine wheel was installed in a turbojet engine having a 
dual-entry centrifugal compressor and a combustion-chamber assembly 
consisting of 14 individual burners. The engine was mounted on a 
pendulum-type sea-level test stand, as shown in figure 1. 

.. . 
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Chromel-alumel thermocouples were located. on the turbine disk 
as shown in figure 2. The manner in which the thermocouple lead 
wires were attached to the rear side of the turbine disk and to the 
terminal ring is shown in figure 3. The lead wires were passed 
through holes in the turbine and compressor shafts to copper slip 
rinss and brushes mounted on the accessory case. The instrumenta
tion is described in detail in reference 1. 

Because of the limitation imposed by the slip-ring assembly, 
only six thermocouples could be connected for each run; it was 
therefore necessary to repeat each test condition three times to 
obtain all the data. Tbermocouple 1 (fig. 2) on the r~ was chosen 
as a reference and was connected during all the rune. The tail-pipe
gas temperature, which was measured by bare chromel-alumel thermo
couples~ was adjusted by means of a variable-area tail-pipe nozzle 
(fig . 1) to control conditions during the various runa. The maximum 
variation of temperature of the reference thermocouple between the 
runa occurred durins the periods of acceleration. After the first 
6 minutes of operation, the variation was less than 600 F. Turb1ne
rotor speed was measured by a chronometric tachometer. 

Two types of run were made. The first was a run to simulate a 
typical normal take-off of an airplane powered. by a turbojet engine 
and will be designated the typical take-off sequence. The engine 
was started in about 1 minute and then idled at a rotor speed of 
4000 rpm for 4 minutes, which corresponds to the time during which 
the pilot would check the instruments. The rotor speed was increased 
to 7000 rpm for 4 minutes to allow the airplane to be taxied. to the 
end of the runway. This 4-minute period was followed by a 2-minute 
idlir~ period, Simulating a wait for control-tower clearance. The 
engine was accelerated to 11,500 rpm for take-off and was held at 
that speed for about 15 minutes. The second type of run, designated 
the emergency take-off sequence, was one in which the engine was 
started and the rotor speed was increased. as rapidly as possible 
without exceeding allowable gas temperatures to 11,500 rpm and was 
held constant at that speed. In both types of run, disk tempera
tures were recorded during the entire sequence. 

Results of temperature measurements. - The manner in which the 
various parts of the disk were heated during each of the two types 
of run is shown in figures 4 and 5. On the upstream face of the 
disk, which is subjected to the cooling air, the temperature in the 
inner region is relatively low; whereas on the downstream face, 
which is uncooled and may in fact be heated by leakage of combustion 
gas, the inner region reaches relatively high temperatures. The 
discontinui ty in the data presented in figures 4 and 5 is due to 
difficulties with the thermocouple instrumentation. 

--- ----------~ ______ --~------__________________ ~ ____ ~ _______________________________ J 
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Plots of the radial temperature distrroutions are shown in fig
ure 6. In figure 6(a), the temperature distributions on the cooled. 
and uncooled faces, as well as those in the central plane of the 
disk, are presented for periods of 10, 12, 14, 16, and 22 minutes 
after the start of the typical take-off sequence. These periods 
give a sufficient range of time for a determination of all the most 
severe stress conditions. The maximum radial temperature gradient 
was measured on the cooled face of the disk and vas about 10500 F. 
The axial temperature gradient vas greatest near the center and vas 
about 6000 F. Figure 6(b) shows the temperatures on the two faces 
and the central plane 2, 4. 10, and 20 minutes after start of the 
emergency take-off sequence. 

STRESS DETERMINATIONS 

A method for calculating the stresses in a gas-turbine disk for 
g1 ven values of speed and temperature distribution is presented. in 
references 2 and 3. In order to obtain accurate stress deterndna
tion by this method, the temperature at any radius should be essen
tially uniform through the thickness of the disk. For rigorous 
application wben a high aXial thermal gradient exists, the method 
would have to be modified. Such modification results, however, in 
considerable mathematical complication. A simpler approach, which 
is believed to give results sufficiently accurate for engineering 
use, is to assume a uniform axial temperature distribution equal to 
that existing in the central plane of the disk. The radial temper
ature distribution in this central plane is therefore used in the 
stress equations to determine a first approximation of the gross 
stress di.stribution in the disk. In calculating the stress distri
butiona, the holes drilled for convenience in measuring the temper
atures have been neglected. Assumptions vere made that the measured 
temperature distributions are the same as those in a solid disk 
under the same operating conditions. 

It must be recognized, however, that because of the presence 
of the axial temperature gradient, the stresses are nonuniform 
across the thickness of the disk. In the extreme case, each face 
may be conaidGred as acting independently of the remainder of the 
disk, and hypothetical stress determinations may be made using the 
radial temperature distributions at each face. If, for instance, 
the temperature of the cooled face of the disk is assumed to be 
representative of that present throughout the thickness of a disk 
that is cooled on both faces and the temperature on the uncooled 
face of the disk is assumed representative of that present throughout 
the thickness of a completely uncooled. disk, then calculations based 
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on eacb temperature distribution will yield a basis for qualitative 
evaluation of tbe desirability of inner-region cooling. Calcula
tions were tberefore made of tbe stress distribution corresponding 
to tbe temperature dis~ributions on each of tbe faces of tbe disk. 

Elastic stresses. - Tbe first step in tbe determination of tbe 
true state of stress in a disk is tbe calculation of the elastic 
stresses. These calculations are based on tbe assumption of 
proportionality between stress and strain. If the calculated 
elastic stresses at tbe various radii do not exceed the proportional 
elastic limit of tbe disk material at the correaponding operating 
temperatures, then these stresses are indeed the true operating 
stresses. If' at any radius tbe proportional elastic 11mi t is 
exceeded, tben plastic flew takes place at this location, and the 
stress will be altered bere and in the rest of the disk. 

In addition to acting as a criterion for the presence of 
plastic flow and as a first step in the determination of the amount 
of plastic flaw, tbe elastic stresses may be used as a basis for 
comparison of tbe severity of a number of alternative stress condi
tions. If' tbe elastic stresses in one condition are greater than 
t hose of another, then the first condition may be considered more 
severe than tbe second. 

The approximate stresses due to centrifugal action alone at 
tbe rated maximum speed of 11,500 rpm are presented in figure 7 so 
that tbe tbermal stresses may later be evaluated by comparison. 
At any otber speed, tbe stresses vary from these proportionally to 
tbe s~uare of the speed. Actually, at this speed, the centrifugal 
stresses at different operating-temperature distributions differ 
slightly from tbose of figure 7 because of tbe variation of tbe 
pbysical properties, sucb as elastic modulus, witb temperature. 
Sucb variations in pbysical properties are inherently taken into 
account in tbe calculation of tbe stresses by tbe metbod of 
reference 2. 

Tbe total elastic stresses, centrifugal plus thermal, for each 
of tbe temperature distributions sbown in figure 6 are presented 
in figures 8 and. 9. Tbe elastic stresses for tbe temperature dis
tributions corresponding to tbe central plane and the cooled and 
tbe uncooled faces of tbe disk for tbe typical take-off sequence 
are sbown in figure 8. Figure 9 sbows tbe corresponding elastic 
stresses for tbe emergency take-off sequence • 
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Plastic stresses. - The elastic stresses near the rim exceed, 
in the more severe cases, the elastic limit of the material during 
both the emergency and typical take-off sequences. Plastic flow is 
therefore indicated in these cases. The stresses for each case, 
taking into account plastic flow (reference 3) are shown in fig
ures 10 and 11. The stresses in the rim region are relieved by the 
plastic flow, and the stresses at other locations in the disk are 
very slightly decreased by the plastiC flow of the rim region. 

DISCUSSION OF RESULTS 

Stresses in inner region of disk. - In interpreting the 
elastic stresses i n the inner regions, two criterions have been 
considered, namely, proximity to plastic flow and proximity to 
rupture. In order to establish such criterions, the effect of the 
biaxial stress condition existing throughout the disk must first 
be postulated. For the present purpose, it is sufficient to con
sider, in accordance with the distortion-energy theory, that a 
biaxial stress condition consisting of the two principle stresses, 
radial stress or and tangential stress Ot is equivalent to a 
condition of uniaxial stress Oe given by 

(1) 

The ratio Oy/ae , where 0y is the proportional elastic limit of 

the material (reference 3) at the operating temperature at any 
given location, is taken as a measure of the proximity of the 
material at this location to plastic flow. Tbe higher the value 
of the ratiO, the less is the probability of plastic flow. The 
values of t his rat io for each of the three temperat ure distribu
tions corresponding to the cooled and uncooled faces and the 
central plane are shown in figure 12(a) for 16 minutes after the 
start of the typical take-off sequence and in figure 12(b) for 
10 minutes after the start of the emergency take-off sequence. 
In the inner region, from 0 to about the 6-inch radius, the ratio 
is greater than un1 ty for all three temper'e.ture distributions and 
both take-off sequences, which indicates that no plastic flow 
should take place in this region. The factor is much higher for 
the temperat ure distribution at the uncooled face, which shows 
that if the entire thickness of the disk were operated at the tem
peratures t hat were present only on the uncooled side, the prob
ability of plastic flow would be less than in the cases corre
sponding to temperatures on the cooled face or the central plane. 

• 
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The reason for the lessened probability is that the low temperature 
gradients in the uncooled face result in law thermal stresses. The 
t emperatures in the inner region of the disk are high, but t he pro
portional elastic limit of this high-temperature alloy changes 
inappreciably below 8000 F, hence the ratio Oy/a e is h igh. 

The proximity to rupture of each location in the disk is 
ascertained by establishing the ratio O2/0 e as a criterion, where 
02 is t he estimated 2-hour stress-rupture value corresponding to 
the temperature existing at any particular location. The 2-hour 
stress-rupt ure value was selected because the length of time the 
disk is at the most severe stress condition for the inner region, 
represented by 16 minutes for the typical sequence and 10 minutes 
for the emergency sequence, is only 1 or 2 minutes for each take-off. 
The use of the 2-hour stress-rupture value therefo~e represents a 
comparison for 300 to 500 hours of engine operation. This ratio is 
also plotted for the corresponding 8~resses and temperature distri
butions at the two faces and in the central plane of the disk at 
the end of 16 minutes of the typical take-off sequence (fig. 12(a» 
and at the end of 10 minutes of the emergency take-off sequence 
(fig. 12(b». For radii of less than 6 inches, the ratio is 
greater than 2 for all three temperature conditions in both 
sequences. The temperature distribution corresponding to the 
uncooled face of the disk is again seen to result in a higher 
safety factor because the reduced gradient reduces the operating 
stresses more than the increased temperature decreases the 
strength of the material. 

A comparison of figures 12(a) and 12(b) shows that the emer
gency take-off sequence results in only slightly more severe stress 
conditions than the typical take-off sequence. This slight differ
ence in stress conditions is further demonstrated by comparison of 
the stress distributions for the emergency sequence shown in fig
ure 11 with those for the typical sequence shown in figure 10. 

The comparison among the three rupture-proximity curves must, 
of course, be considered only qualitatively. Stress rupture is a 
phenomenon that occurs after plastic flow, a condition likely to 
redistribute the stresses sufficiently to invalidate comparisons 
made on the basis of elastic-strefJs distribution • 
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The plots of the ratio of 2-hour stress-rupture value to the 
equivalent stress are not continued beyond the 6-inch radius in 
figure 12 because the stresses in the outer region of the disk are 
predominantly compressive, whereas stress rupture is associated 
with tensile stresses. 

Stresses in rim of disk. - Plots of the ratio of elastic limit 
to equivalent stress are extended, in figure 12, to the outside of 
the disk. The temperatures and stresses corresponding to the 
cooled face and central plane of the disk result in plastic flow 
for a considerable portion of the rim. In the disk investigated, 
in which the rim is rendered discontinuous by the machined fir-tree 
slots, such plastic flow is not serious. When the disk returns t o 
room temperature, the slots merely separate by an amount corre
sponding to the plastic flow, which, in the present case, is com
puted to be less than 0.002 inch. Loosening of the blades has, in 
fact, been observed in practice. The indication would seem to be 
that for disks of the fir-tree blade-insertion type a cold clear
ance between the blade and the disk is desirable in order to limit 
the amount of plastic flow and that close fits are unnecessary 
because they may precipitate plastic flow and become loose anyway; 
furthermore, they may increase the machining and assembly costs. 

In disks of welded-blade construction, which have effectively 
continuous rims, the plastic flow produces residual internal 
s t rains that result in residual t ensile stresses when the disk 
returns to room temperature. The residual stresses in a hypo
thetical disk similar to the one investigated, but with welded 
blades, have been determined by the method 'of reference 3 and are 
shown in figures 13(a) and 13(b). As a result of the stress con
cent rations inherent between the blades, t hese residual t ensile 
stresses may be high enough to cause cra cks t o be propagated 
between blades. Such cracks have, in fact, occurred in disks 
with welded blades. The reduction of the high t hermal stresses 
a t the rim may be a means of preventing t hese cracks~ As shown 
i n figure 12, the equivalent stress exceeds the elastic limit in 
only a small region near the rim when the temperat ure distribution 
is t hat corresponding t o the uncooled fa ce of t he disk, and the 
residual stresses (figs. 13(a ) and 13(b)) are much lower than 
those for each of the other two temperature distributions. The 
higher temperature and lower gradients characteristic of the t em
perature distribution on the uncooled face of the di sk would appear 
to be more desirable in disks of welded-blade cons t ruction because 
the equivalent stress is reduced in the rim region and the strength
to-stress ratio is increased at all points in the disk. • 
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SUMMARY OF RESULTS 

An experimental investigation was conducted to determine the 
tem~erature distribution in an aircraft-engine gas-turbine disk. 
The stresses in the turbine disk were calculated from the measured 
temperature distribution. 

9 

The maximum radial tem~erature gradient was 10500 F on the 
cooled face of the disk. A temperature gradient as high as 6000 F 
existed between the two faces of the disk near the axis of rotation; 
the u~stream face was air cooled, the downstream face was uncooled. 
Stresses introduced by the axial temperature gradients were 
neglected in the calculations. 

By use of the temperature distribution in the central plane to 
determine the gross behavior of the disk, the stresses in the inner 
region were found to be at all times lower than the proportional 
elastic limit and very much lower than the 2-hour stress-rupture 
value. 

By use of the temperature distribution in the cooled face as 
representative of the temperature distribu.tion tlJat would exist 
tllroughout the thickness of the di sk if both feces were cooled, and 
by use of the temperatw'e distribution on the uncooled face as 
representative of the temperature distribution that would exist 
throll£hotJ.t the thickness of the disk if no coolin8 air were passed 
over either face, 1 t was fOllnd tbat removing the cooling air would 
increase the strengtb-to-stress ratio at ell points in the diek. 

The lower temperature gradients characteristic of the temper
ature distribution on the uncooled face of the disk also appeared 
to be more desirable in disks of welded-blade construction because 
the equivalent stress was reduced in the rim region and strength-to
stress ratio was increased at all points in the disk. 

The emergency take-off sequence results in stress states dif
fering only slightly from those present during the typical take-off 
sequence. 

Flight Propulsion Research Laboratory, 
National Advisory Committee for AeronautiCS, 

Cleveland, Ohio. 
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Figure 1. - Turbojet engine mounted on pendulum-type sea-level test stand showi ng NACA 
vari able-area Jet nozzle used to control gas temperature in exhaust cone. 
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Figure 3. - Method of i nstalling thermocouples on turbine di s k . 

C.19789 
10.14.47 

15 





NACA RM No . E8CI6 

1 2i'tl~':-

8 
o Average indicated tail , 

pipe gas temperature 

D1 
4 J >3 
I I AS 

0 V8 

160 0 1>11 

---------140 0 

~ 

C.Y'J - V" 

( n. ~ ,.... 

~ p.-o-
~ 

1200 

~t: 

~ j v> ..A ..A r> 

~ $~ i)...( 
0 

(~ C( ~V ) ~ ,., 
.. .L\.--'~ ....b-<: 

100 

V ./ ~ ~ ~ ~ .. 
I) 

~ 800 
~ 
as 
~ ., 

fH-T 

I )/ ~ P tpr' 
,./ 
~ 

0-
S 
., 600 

11 
)~ 
~ 

.L'i 
(I ~ 
A 8 

400 

200 

[ 

o 

fl 
) j'l ~ ~ :# 

9J v~ ~ V 

~ ~ 
'V 

'If 

4 8 12 16 
Time after start, min 

(a) Uncoo1ed face of turbine disk. 

~ 
20 24 

Figure 4. - Variation of turbine-di.k temperature with time during 
typical take-off sequence. 

17 



18 

B 
A 
J.. 

.. 
'0 
C> 
C> 
A 
01 

J.. 
0 
~ 

0 
IX! 

g. 
.. 

C> 

~ 
~ 
III 
J.. 
C> 
A 
fl 
C> 

E-< 

12 

8 

4 

0 

1600 

1400 

1200 

1000 

800 

600 

400 

200 

o 

N AC A RM No. E8 C I 6 

xld5 

o Average indicated taU-
pipe .zas temperature 

1 

<>6 
/ t:.9 

/ 11 V ~2 <]13 

-_________ rt 
l? 

,... - ,... 
)( ~- -..r ~ '" 

V ~ -"- ~ ..0 
,-y( ~ 

.,.-...... 

~ ,... t J ...,. ...., ;/ ~ 

~ 
-xr ~ 

~ A 

} ~ -rY :>- v 

"}-(" ~ ~ .1\ 

( ~ ~ ~ 
y&"1 

r:I 

f ~ V ? 
dP ~I ~ ! V V 

h.»- ./ 

tt 
J.r~ 

...... 

~ 
V ~ ~ ~r> v r 

...v 

1/ rv ~ ~ V 
y 

I~ l/Y ...... 

~ ~ V y:r--< 11"""'" 

k-<r' 
~ b-<l .... ~ 

4 8 12 16 20 

Time after .tart. min 
(b) Central plane of turbine disk. 

~~vACA ,. 0" 
," ---"'1 

28 

Figure 4. - Continued. Variation of turbine--dlsk temperature with 
time during typical take-off sequence. 



• 

NACA RM No. E8CI6 19 

a p. 
J.. .. 

"d 
~ 
~ 
P. 
III 

J.. 
0 
~ 
0 

n:: 

12x103 

8 

4 

0 

go 
.. 

C> 

~ 
~ 
III 
J.. 
~ 
p. 
B 
~ 

E-4 

2000 

1800 
f 

1600 

1400 

1200 

<[0. 
1000 

800 

600 

400 
r;1 

Jo 
200 rr 

A~ 

o 

r 
oAverage indicated tai1-

pipe gaa temperature 

~l !~ 
7"1 

10 t> 

144 

__________ 0 
rrn. 1"0. 

r 
~ ::x..< ~ \ 

"V 

) ~ ~ C 

).. I f t" 

> ~~ 

~ 
~ 

~ ,..., 

r ...0-' ~ Tl / 
I~ 

p 
~ ~ v 

~ n..d ~ 
f{ 

~ 
D""7' 

4 ~ 
r 

J ./ b 

F 
IV ~ rI V ~ ~ ~~ 

~ 
~ V V ~ ~ 

...q-

~ .A ~ 

V ~ ~ ~ ~ ~ ~ ~ b.--t>-
iD-P'" ~ 

8 12 16 20 

Time after start, min 

(c) Cooled face of turbine di.k. 
Fi~ure 4. - Concluded. Variation of turbine-di.k temperature with 

time during typical take-off sequence. 



20 

S 
Po ,.. 
.. 

'0 
~ 
~ 
Po 
• ,.. 
0 
~ 
0 

tk: 

g. 
.. 
~ 

~ 
~ 
III ,.. 
8-
B 
~ 

f1 

12% 10 

8 

4 

0 

1600 

1400 

1200 

1000 

800 

600 

400 

200 

5It1 

o 

ACA RM No. ESC 16 

oAverage indicated tail-
pipe gas temperature 

~~ 
j65 ( 

V8 

[>1J. 

[_ -------__ 6 

('\. ..0-< ~ il--,. ..n. ...n ~ ...... ..0--( 

~ -v-

iJ--'O...J h .... 

~ -- -
A ..6 ..0 A A 

brP ~ rv- ~ 

ff 

P ' ~P ~ 
~ .s7_ 

~ 
~ r 

Ii ~~ V ~ ~ 
~ ~ 

/ ~ 

rj ) ~ ~ )lYC' 

rlr 
't~ ~ V 

~~ V 

If 

~ 
8 12 16 20 24 28 32 

Time after start, min 
(a) Uncoo1ed face of turbine disk. 

Figure 5. - Variation of turbine-disk temperature with time during 
emergency take-off aequence. 

• 



NACA RM No . ESC 16 21 

~ 
~ .. 
'0 
«> 
«l 
0. 
O'l 

M 
0 
~ 

0 
0:: 

~ 
0 

~ 

¢> 

8 
~ 

III 
~ 
«l 
0. 
E 
¢> 

E-< 

12 

8 

4 

0 

1400 

1200 

1000 

800 

600 

400 

200 

0 

xl03 

I 

~ ~ -0 ...f"l. 

~ 
II 
I' ....o-l 

~ 
~ 

I 

) I 
I 
1 

r 
P ~ 
Ii I lL ~~ 
) '/ .p;; V I ~ 
I} J ft5 ~: 
~ .~ r ~ 7 L L 

7 W' ;I V 
P" 

i 
IptV/ ~ V 

ff 
~ ..... 

4 8 12 

~ 

J"l. 
~ 

,.,. 1--""1::: 
~ ~ 
~. 

Lr' 

~ t-" 

I~ ~ 

I 
16 

I I 1 
o Average indicated tail 

pipe gas temperature 

06 

~9 

1 12 1~ 
V t> <J 

_________ 0 

~ ~~ 

..... .It .....f> ...n 
~ 

r1 ..... -V 
I '-

.-J;7-

~ ~ J"V"A .0-r-<>" .f>. 

J 

~ 
~Jl 

~ kl 
f4- I"T 

kJ-<l~ ~ 
/1--

~ 

I 

--,,~ 

I I 
20 24 28 32 

Time after start, min 
(b) Centra l plane of turbine disk. 

Figure 5. - Continued. Variation of turbine-disk temperature with 
time during emergency take-off sequence. 



22 NACA RM No . E6CI6 

12xl03 

E! 
p. 
r.. 
.. 

'0 
q) 
q) 
p. 
III 

r.. 
0 

+> 
0 

It: 

Ii. 
0 

«> 
r.. 
;:1 

+> 
III 
r.. 
q) 
p. 
El 
q) 

8 

8 

2000 

4 

1800 

0 

1600 

1400 

1200 

1000 

800 

600 

400 

200 

o 

I 1 1 I I 1 
o Average indicated tail 

pipe gas temperature 

D1 2~ 
4 l::. 

) 7~) 
10 t> 

14 <l 

___ _______ .6 

~ .~ 

rf - IV 

ioQ. .... 
~ h ~ r ~.J h...n.-ltJ 

~ -,.: 4-'D 
.DI t1N "\X).. 

i"V'v v 

~ ~ 

Ii 
~ A 

A A ~ 
A 

A 

V ~ 
/~ 

7 ~ 

I ~~ ? ~ / .... ~ 
~ V ~ ~ ~ ~ .,/ I .... .1Y ~ 

JV V ~ ~ ~ 

/v.» ~ lJ1 V 
~~ ~ 

~ "P'Q 

8 12 16 20 24 
Time after .tart, min 

(c) Cooled f ace of turbine disk. 
Fi gure 5. - Conc luded. Variation of turblne-di.k temperature with 

time during emergency take-off sequence. 



NACA RM No. E8CI6 

Ii. 
0 

... 
t) 

~ 
;::J 

.j..l 

CXI 
~ 
<I> 
0-
E 
<I> 

E-< 

10 
800~~---.--,,--+-~ 

--
oL---~--~--J---~--~ 

1200 
12 

800 
IJ 

V- II' 
./ 

400 
-- ....... 

/~/ 
'" I ,. 
V -- ~ ---

~ 
r-

f---

0 

1200 
14 Ii 

800 
/'" 

-/ t'/ 
'" 

1/ 
400 '" 

- - - - --/ 
f..--- --

o 2 4 6 8 10 

Uncooled face of disk 

Central plane of disk 

-- --- -- Cooled face of disk 

1200 
16 v!/ ;1 

/IV 
,/ / 

800 - I--" //j 
/ 

I / 

'" ,. 
400 --- / 

.,/ 

~ 

o 

1200 
22 

/. 'r! 
~ 

VI 
/ , 

--- 1,/ 

/ / 800 

'" / /' 

-" -- 'I 

/ 
.",--' 

,/ 

~ 

400 

~7 
I I 

o 2 4 6 8 10 

Disk radius, in. 

(a) Typical take-off sequence. 

Figure 6. - Radial temperature distributions on cooled 
and uncooled faces and central plane of turbine disk 
at various times after starting. 

23 



24 

rx. 
o 

NACA RM No. E8CI6 

Uncoo1ed face of disk 

Central plane of disk 

Cooled face of disk 

120 Ie 
Time after 

start 
(min) f---

i( 
2 J 

~ A 

80 

1200 
10 W / 

./ 
VllJ 

I 
I ) 

l.----~ II 
I 

800 

40 
V? 

r ........-' ,~ 
'I 

'l 
400 

/ :; / 
~ ... I 

1-- -- V 
----""/ 

~ 
~--..., -..;/" -

~ 

o 

Il 
4 

J 

1200 
20 V, rl 

80 /. 1 
Ie 

~ 

/,11 
./ I~ 

--~ ,'/ 
/ I 

~ -7 , , 

-' .; / 

800 

--v- I/ 

a 1/ 
IJ' I 40 

Vi 
~ 1-400 

_",,;v 
/ -- ~ I I o 2 4 6 8 10 o 2 4 6 8 10 

Disk radius, in. 

(b) Emergency take-off sequence. 

Figure 6. - Concluded. Radial temperature distributions 
on cooled and uncoo1ed faces and central plane of 
turbine disk at various times after starting. 



NACA RM No. ESCI6 

• • .. 
~ ... • 

d .... 
C1' .. 
"-
~ .... . 
• • .. 
~ ... • .... • .... ... 
!: .. 
~ 

:; 
f< 

.a 10:-' 

-..., 
........... 

"" 20 
~ r---.... 

0 

40 1.3 .v 

20 
-~ .............. --..... r-

~ 
0 ) 1 E 8 

Diak radiua, in. 

Figure 7 . - Centrifugal atreaa diatribution in turb i ne diak at 11,500 rpm, 
aft er 14 minut e e of operation in typical take -off aequence. 

25 



2 6 

s:: .... 
0' 
II 

':<>-
rl . .. .. 

C> ,.. 
+> .. 
rl 
oj .... 
'" ., 
D:: 

s:i .... 
0' 

'" '-.0 
rl 

.; .. 
C> 

'"' +> .. 
.-< ., 
.... 
+> 
10: ., 
bO 
c ., 

E-t 

80 xlO~ 

-
60 

I---

40 

20 

0 

80 1 

t---
60 

t---

40 

20 

0 

- 20 

J40 

-60 

- 80 

-100 

-120 
o 

---r-- --- --.- -

:.- -r--- I~ ~ - -

1 

-~ ::::? ::::-- --- -~ ~ ~ -::- f-- ~ -f- - f--

~ ~ --ES -- ~ ~ ~~ 
",,'" 

-t--r-- t-- -r---

Tillie after 
?tary min 

10 
-- 12 

--- 14 ---- 1.IS 
---- 22 

2 
Di.k radiu., 10. 

(a) Cool ed f ace of di.k 

NACA RM No. E8C I6 

~::::., 
~ ... , "-': 

~. - ---... 
~ ~ 

I'J 
~ 
~~ 

---['--... 
r-...... 

"'-", 
l- t------

f0 
,~ 
~ & 

~:\, 

r----... ~ \' 
'-~ 

\' ~ 
~~ , 1\ 
l ~\' \ \ ~ 
\\ .~ '" 1\ 
'~\ ~ 
!\\\ ~ 
} ~ l 

Ii \\ l 
\ I·~ , ,,\ 

~ ''\ 
6 7 8 \I 

Fi gur e 8. - Elasti c - . t rell distr i butions i n t urbi ne diak for various 
t ime s du ring typi cal take-off aequence . 



~-----" -" - - - - -

NACA RM No . E8Cl6 

r:: .... 
a' 

~ 
p 
~ . 
• • .. 
J. ... • 
~ .. ... ... 
r:: .. 
l>O 
r:: .. 

f-4 

~ h~ .v 

f= l---
10- .:.::-" 

,,~ 
60 

t-- --~- t-- L-- - - I--
~ I:':::: f=:"'::- -r--~ F_ I-- t-- .... 

~ i - i - - - .... 
'\ ~ 40 . 

',~ 

20 - ~"-
f': 

"-
~ 
~ 

~ .......... 
o 

80 xlO~ 

60 
t-- --
I I=::::: ~ ----: -::..- -...- --r-

40 

~ -- r-
~ 

i' "-t--- ~- I, 
-, ... ,~ ' .... ~ ... 

20 
.~ '" , \ , - r--:-- '\ \\ r-- \ 

0 

"'-'-..... ~~ \ \ 

~ 

~ ~\ 
-20 ~ \\ 

~ 
-40 \ \ 

'I\'~ ~ 

-60 

Time a!'ter ~ [\\ 1' ... .tart 
(m1n) \' \\ f\ 10 

-80 

-- 12 I\~ \ 
--- 14 ... 

-.-- 16 ,1\ 
----- 22 1'\.\ 

~ " -100 0 1 2 5 6 7 8 
D1ak rad1u" 1n. 

(b) Central plane ot d1.k. 
F1gure 8. - Cont1nued. !1alt1c-Itrell d11tr1but1onl in turb1ne d1.k tor 

.arioul timel dur1ng typ1ca1 take-ott lequence. 

27 



28 

, 
• • .. 
'" ., 
• ... 
III ..... 
'" • p:: 

.1 
a' • ...... 
p ... 
, 
• • .. 
'" ., 
• ... 
III ..... ., 
s:: .. 
b:) 

~ 
01 

f< 

~ ... -
... ,... 

" 
x 

0 

60 ~'1 

I-~ 

40 

20 

0 

-eo 

-40 

-60 
o 

~ ~ ----:: 

1 2 

NACA RM No. E8CI6 

I 

L~ 

- I.::--' ~ r:=-- -- ---~ ~~ 
'" ~ 
~ --t---. ~~ r ..... 

-.......... 
t--- r--

I 
~~- - --I-----t-- - r-. ~ -- r- -_ ~, ... 

..... .,:- .. ~ 
~, 

'r\. -t---. ~ ~ t---.-

'" ~, Time atter 
~ ~\ start 

(min) 

'\~ 
, 

10 -- -- 12 ,~, . 
----- 14 ~~ ----- 16 '\ l~' ----- 22 

~ "\ 
5 6 7 8 9 

Disk radius, in. 
(c) Uncooled face of di.k. 

Pigure 8. - Concluded. Elaatic-atrea. diatributiona in turbine diak for 
various time. during typical take-off .equence. 



NACA RM No . E8C l6 

..1 
a' .. 
"-
~ 
,; .. 
C> 
~ ..., .. 

..... co 
orl 

"" cd 
D:: 

~ 
orl 

a' 

" "-
~ 
-.. • ., 
~ ..., .. 

..... co ..... ..., 
.,; ., 
~ 
.,; 
as 

£-< 

80 xlO~ 

f--1-:;::::: t:--- r-.... -
60 

f-- --I-- I-- - t;::: - .::....: " ~" I-- - ~ - I-- -..... - -f-- ---r- ~ t:::-I--
I-- ~ ~ --I-- ~\ 

40 f--r-
'~~ 

~ 
20 

'~ 
""II 

~ 
0 

80 x10:'l 

60 

- ---- r-- _ 
- -- - - ~ p,,:; !<;:--...---- -'--- ~ 

40 

..........., , ...... "-

'" 
, :"-

" I" 
,," "- r\\ 

20 
"",' f\\ 1\ 

,\ 1\ \ 

0 
\ 1\\ \ 

I\~\ I\ 

-20 

\\ \ 
'l\ \ 

-40 
I ~\ 

.~ j\ 
-60 

~I\\ 
1\ \\ 

-80 
~ ~\ 
~\" -'-

-100 

t-- Time arter 111 start 
(min) \\ --2 

-120 

-- 4 

\ \ --- 10 

---- 20 ~ 
-140 

~ \ 

o 1 2 3 4 5 6 7 8 9 
Disk radius, in. 

(a) Cooled race or disk. 
Figure 9. - Elastic-stress distributions in turbine disk for various times 

during emergency take-off sequence. 

29 



30 

s:: .... 
0' ., 
'-.D 
rl 

,,; .. ., 
s.. ..., ., 

.-< 
as .... 
'0 
as 
~ 

s:: .... 
0' 

'" '-.D 
.-< . .. .. ., 
s.. ..., 
'" 

.-< 
as .... ..., 
s:: 
II) 
t() 

s:: as 
E-< 

80 -'" xlv 1 

60 t---
fo-

40 

20 

0 

80 xlO:'; 

60 r--
~ 

40 

20 

0 

- 20 

-40 

-60 

-80 

-100 

-120 
o 

-- -
-~ -

---- -

1 

.-- I---- ..... 

- f--:: --C ::::-:- :::::- -......-- ~ 
1--..-,::: :::::::::-= f.::-::: I-- - - --

'" ,"""-f---

- ~-:: :::--.. b- - ----~ - - -- '-........ ~, "r--. 
~- 1\\ 
~ ~ \ 

'\' I'\. 
\""" \ 

Time after 
start 
(min) 

2 
---- 4 
--- 10 
- -- - 20 

2 4 5 6 
Disk radha, in. 

(b) Central plane of di.k. 

NACA RM No. E8CI6 

~ 
K' ~ 

......... ~~ 
'~ 
~ ~ 

'"\'; 

" 

1\ 
\ 

1\ \ 
''N 

l~\ , Ii' 

'~\ f'\ 
\\ , 

\' ~ '\., 

\1\\ "" \ \ [\ 

\\ , 
'---

\1\ 
1\\ 
\\ 

~ '\. 
7 8 9 

Figure 9. - Continued . E1altic - stress distributions in turbine disk for 
various time. during emergency take-off sequence. 

~---.- - -~ ~ --.-- .--



NAC A RM No. E8C I6 

J:! ..... 
0' .. 

........ 
P 
M . 
• .. 
C> ... .., 
• 

M 
<II ..... 
'0 
.<11 
ex: 

~ ..... 
0' 

'" ........ 
P 
M 

· • • C> ... .., 
'" 

M as ..... .., 
s:: ., 
0() 

5 
E-< 

IJl10" 60 

40 

~ 
...-

::-....... f-- -- --
l-

I""'"" - ~ :::::- I- I- - '-r-:: ~ ,-f--- --- ,--- -, ..... ~~ 
20 ~ 

~ ~ 

0 

Il10" 60 

f--- -

40 

~ ~ - 1--1---~ - - - t--
~ 

I ':::::::: :":....:: -., 
~ ~ 

20 

............ 
i'--. ",,-

~~ \ 
0 

1"\ ~ 
~\ " 

-20 \ r\ . " 
" 

1\\ f'-. 

-40 

Time after 

\ f\ I'----start 
(min) 

1\\ 2 

- 60 

-- 4 ~ --- 10 _ .. - 20 ~ 

-80 
I~ 

o 1 2 ~ 4 5 6 7 8 9 
Diak radius, in. 

(c) Uncoo1ed face of disk . 

Figur e 9. - Con cluded. Elastic-stress di str i bution. in t urb ine d isk for 
vari ou. times during emergency take-off ae qu e nce . 

31 



32 NACA RM No. E8CI6 

~ ..... 
0' ., 
"-P 
rl 

~ .. ., ., 
H ..., .. 
rl 

'" ..... 
'CI 

'" 0:: 

0' ., 
"P 
rl 

80 xlO;l 

60 r--
1-

40 

20 

0 

60 3 ,In 
t--

1== 

40 

20 

o 

-20 

-40 

-60 

-80 

-100 
o 

:=--== 1=-=:. 
'- r--

=:::.::: 1:-:-.0 1-== r-::.--

1 

-L::-:-: ~ ~ " 

F:::: ---== ~= ~ p- f--r-- ,~ t~ --:::: t::--.:: p-

"",' ~ 
.~ t\ 

",~ , 
-I'----

t---., ~ ....... 
I--. 

--........ 

!':-:-:: t-- -:.....-
r--- jO;;;;. 

~ ~ ~. t-t--
'~ t"-~ ,'-

'-,'\\ 1'\ 

- r--- '\ ,\ 1\ 
r---.. r-.... .\' \ 

~ ~ 
1\\ 1'\ 

\ ~[\ , , 

~0> ~\ ~ 
\, .\ 1\ L 

Time after ~ r\ 1/ 
ata ... t 
(m1n) \ 1\ 10 -.1 ---- 12 \ ' .. '{ ----- 14 

----- 16 .-", 
~ ----- 22 

~ 
2 3 4 5 6 7 8 9 

D1sk rad1us, 1n. 
(a) Cooled face of disk. 

F1gure 10. - Plast1c-stress distributions 1n turbine d1.k for varioul time. 
during typical take-off sequence. 

j 



NACA RM No. E8CI6 

s:: ... 
C1' ., 
'-.P 
.-< 

-" " ., ... 
.p ., 
.-< 
oj ... 

'Cl 
oj 

p:: 

!': ..... 
C1' ., 
'-.P 
.-< 

-., .. ., 
... 
.p 

" 
.-< 
oj ... 
.p 
!': ., 
bO s:: 
oj 

E-< 

80 xl';~ 
1 

60 
I 

.-r-~ :::-:-- --r 
I - -.:::. "-

~ ::2}- --.~~ E=== - !--= :::::::- ---- , .......... r~~ f--- ~ -::.1:::::::: " 

40 

-....,~ \ , 

~ ~ 

20 
'~ 

:---" ~~\ 

"-I"j'':~ "-
"""--.............. 

0 

8 
.~ 

Oxlu 

=== :-=:: ~ ~ --
60 

4 

~-~ ---" ~ -::::-I'-- '" , 
r--- _, -"" I'--- ~ 

2 
' ~, '\ '\ 

1 - r-- ---- --\ '\ r-- \ --r----..... "i 1\ 
I "" ~\ -2 

-4 

K .~ 
Time after start ~ (min) 

\ ~-I- • -

10 I\~~" ---- 12 \ ,,\ ....------ 14 
------ 16 1'-\ ~ ------ 22 

-6 

~ 
.~ 

-8 
o 1 2 :5 4 5 6 7 8 9 

Disk radius, in. 

(b) Central plane of disk. 

Figure 10. - Continued. Plastic-stress distributions 1n turbine disk for 
various times during typical take-off sequence. 

33 



34 

cr' 
OJ ....... 
P 
rl 

, ., 
OJ 
(I) 

H .., 
OJ 

60 ;Xl0 

..... ~ 
4 

2 

0 

6O;Xl0~ 

!=--=-
4 

2 

2 

4 

0<. 
0 

Figure 

NACA RM No. E8C I6 

fo:-~ ---~ . . - ---~ ~. - ~ '="-: '-1-

'"" ~ 
~ 
~ -- r---.. r--.... 

........ r-- t-:--

-=--1- - --= -- --- r-- 1-- .-:..;--- t-- -- ~, '-
--.......: ~~ . 

~ -- r--- " ~ t---

D \S .\ 
Time a1'ter [" '\ " start '~ , 

(min) 

~ " 10 ~ ---
---- 12 ~, ----- 14 
-- - --- 16 

\~: ------ 22 i 
~ '\ 

1 2 :3 4 5 6 7 B 9 
Disk radius. in. 

(c) Uncooled race of disk. 

10. - Concluded. Plastic-stress distributions in turbine dlsk 
ror various times during typical take-off sequence. 



NACA RM NO. E8CI6 35 

80 xlO" 

.,; 
..... 
ci' .. 60 "-.0 .... 

-:: -~ ~ ~ I-- -- f-- f-- I-- -- -
f-- - - I--- - ~ ~ I- " '~ ~ r-_ ~ -r-- -- - -

; .. 
II) 40 H .., .. 

'~ 
'~ ~ , 

.... 
lIS ..... 
'" 20 
lIS 

p:: 

,~ 
~ 

"'" 
0 

80 xl 

60 
1---

I-- - - I=:-::. 
'== -- I---. --

40 
'~ :- t--.... '" , 

... '"". ~ R "\ 
s:: ..... 
c' 20 ., 

"-.0 

" , , 1\ ~ , 

'\ 1\\ \ 
.... 
.; 0 • 
II) 
H .., 

i\ \ .\ \ 
\ \, \ .. 

.... 
lIS -20 ..... .., 
c 
II) 
tC s:: 
lIS 

E-4 -40 

\\ 1\ 
\ \ \ / 

:~ V , 

'\ ~'-J/ / 
-60 

-80 

Time after -\ V' .tart 
(min) \\ / 2 

--- 4 1-\ V 
--- 10 _ .. -

20 ~ 

-100 I I I ~ 
0 1 2 3 4 5 6 7 8 9 

Disk radlUl!, In • 
. a) Cooled face of disk. 

Figure 1l. - Plastic-s trees distributions in turbine disk for various 
times during ~rgency take -off sequence. 



36 

~ .... 
0' .. 
"-.a ..... 

-.. 
• ., 
~ 
4.l .. 
..... 
'" .... .., 
'" e>:: 

s:! .... 
0' .. 

"-.a ..... 
-'" '" ., 
'" 4.l 

'" ..... 
'" .... 
4.l 
~ ., 
~ 
CIS 

E-< 

NACA RM No. EBC I6 

xl 

60 
,::1---~ -- '- -- .-- - - ~ " ~ r-- f--.- --- - --f- - ,- --

4{) 

----= F- -- '-, 
~ " 

",,.,\ k\ 
20 

" ,\\ 
""(\ ~ 
~ ~ 

0 

60 (10:'\ '_ - -t-- r-- -- - ,- - -
40 

'-- ---: 1--- -
~-

--.... 
~ t-- --

i'--' r-- \t\ 
' ' 

20 

-...;: 

" \\ 
f\- , \1\ 

0 
\ l"'- ~,\ 

'\ ,~ \ J 

- 20 
,~ / 

" , ./ 

~ \ --

-40 
~\ ,/ 

Time after \ '-... , / 
start 1\ 

-60 

(min) \ \ 
2 \\ ---- • / 

-00 

--- 10 

~ 
1/ 

- -- - 20 

~ 
~' 

' --100 
o 1 2 3 4 5 6 7 B 9 

Disk radius, in. 
(b) Central plane of disk_ 

Figure 11. - Continued . Plas tic-stress distributions in turbine disk tor 
various times during emergency take-otf sequence. 

I 
j 

J 



NACA RM No . EBC I6 

-• • C> 
~ .., 
• 

J:: ..... 
cY' 
II 

........ 
P 
.-t 

• II 
C> 
~ .., 
II 

.-t as ..... .., 
J:: ., 
tIO 
J:: as 

e-o 

xl';~ 

f--

40 I---

20 

o 

60 xlv :5 

r--

40 f--

20 

0 

-20 

-40 

- 60 

-80 
o 

--
-- f-

--
t"--. 

--- -

I 

1 

I- -t----_ ~ 1'., 
r-c.:: ~r-- - -r----- --~ ~ -- I--- - --- .... 

.... ~~ 
"-r'~ 
~ I~ 

! 
to:::- I--- 1- --=- '- - t- _--r--::: I~ --=::::-

~ '" ......... 
~ f\"~ 
~ ~,\ 
~ t\ 
~ "- .... 

\ ~, 
........... r--

~\ i'...... 
Time after 1\ 

-
start -" (min) 

~\ 
2 

---- 4 1\---- 10 ---- 20 

-~' 

2 :5 4 5 6 7 8 9 
D1Ik radius, in. 

(c) Uncooled face of disk. 

Figure 11. - Concluded. Plastic-stress distributions in t urbine disk f o r 
various times during emergency take-off sequence. 

37 



38 

OJ 
OJ 

+>CD 
-rir... 
S+> 
-ri0l 
rl 

O+> 
-ri~ 
+>CD 
Olrl 
co co 
rl> 
W'8 

0' 

CD 

~ III 
+>tn 

CD 
;::I r-. 
r...+> 

11) 

I1l 
Ol+> 
CDC 
r... CD 

+> rl 
III co 

> 
g'8 
00' 
.d 
I 

C\l 

NACA RM No . EBC I6 

1. ~ f--

f.---V ---I--- V f\ 
\ ---- ---............. <:> - - - 1\ 

:::::: -~ -- , -........., '" \ ... " ."'-.. ~ 

1. 

Q 
\\, \ 

. \ \ \ \ 
,,\ 

4 \ 
\ 

o 

3. uncooled face of disk 

--- Central plane of disk 

--- Cooled face of disk 

2. E ./ ~ 

---- ,/'" 
~ 

"" ~ 
2. 

--- --~--...... 

~~ 1---- t--
-....." 

" V V '-r-- , ,,", ~ f...--~ 

2. (' I 
o 2 4 6 8 10 

Disk radius, in. 
(a) After 16 minutes of typical take-off sequence. 

Figure 12 . - Fl ow and rupture criteria for turbine disk. 

----------~------~--



NACA RM No . E8CI6 39 

" II') 

oPal 
..-i H 
SoP 

..-i l1li 

.-i 

()oP 
..-i ~ 
oP al 
CIl.-i 
COCO 
.-i> 
rx:I..-i 

;::l 
0' 

rx:I 

al 
H III 
;::l VI 

oP al 
0. H 
;::loP 
H l1li 

W 

" oP 
al ~ 
H «> 
oP rl 

" cO 
> 

S ..-i ;::l 
0 0' 
~ rx:I 
I 

C\l 

1.6 

/ -- -.. 
~ 

~ 

l\ -- t-- - - f--_ 
1---

~--
r--- r-'--==- -- r- ':::-::::: \ 1---- - f",..""'-.. 

, " 
1.2 

'\ 

~'" 
, 

.8 

\. ~ 
\ \ 

I'. , 

'\,\ 
'\ 

.4 

o 

T]ncooled face of disk 

- -- central plane of disk 
2. 

--- Cooled face of disk 

/1----

2. 
V ------~ ----" ./ 

1-

// 
t--_ r- I---- _ 

........ 

2. 

f- - _ t----- - r--- -r-- '\. 
~ -- -.--- . ---. ~ I 0 

o 2 4 6 8 10 
Disk radius, in. 

(b) After 10 minutes of emergency take-off sequence. 

Figure 12. - Concluded. Flow and rupture criteria for turbine 
disk. 



40 NACA RM No. E8Cl6 

s: ..... 
0' 

" ........ 
p 
...... 

OJ 
to 20 
C> 

xl ~~ 
,.. ..., 
III 

...... 
01 

0 ..... .., .. 
p:: 

r---- - - - '--I---r-- - 1---r- - - ;:::: '.::?' 
I-- -- -- I--- - f--- - i-

f--- - - --t- -- -- ---
-20 

12 -~ Oxlv 
Uncooled face of dlsk 

!: ---- Central plane of dlsk 
..... 100 / 

I 

0' 

" i> 
...... 

Cooled face of dlSk ----- / 
/ 

80 II 

60 / 
I 

l I 
I / I 

40 

II 

20 I / 
/ / 

o J / 
r--- r-- - r-- - - - - --r--- - i- i- - ../"V 
r-- '--- r-- --r-- - - - - / - .-

-20 
o 

"~ 
1 2 3 5 6 7 8 

Disk radius, In. 

(a) Typical take - off sequence. 

Figure 13. - Res i dual-stress distribution in turbine disk with welded 
blades after completion of take-off sequence. 
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