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NATIONAL ADVISORY COMMITTEE FOR AERONAUTICS

RESEARCH MEMORANDUM 

AERODYNAMIC CHARACTERISTICS OF A DELTA WING 

WITH LEADING EDGE SWEPT BACK 450, ASPECT RATIO 14.,

AND NACA 65Aoo6 AIRFOIL SECTION

TRANSONIC-BUMP METHOD 

By William C. Sleeinan, Jr., and Robert E. Becht

Is1ti" 

As part of an NACA transonic research program, a series of wing-
body combinations are being investigated in the Langley high --- speed 
7— by 10-foot tunnel over a Mach number range from 0,60 to 1.18 
utilizing the transonic-bump test technique. 

This paper presents the results of the investigation of a wing-
alone and wing-fuselage combination employing a delta wing having 
14.50 sweepback of the leading edge, aspect ratio 14., and an NACA 65A006 
airfoil section. Lit, drag, pitching moment, and root bending moment 
were obtained for these configurations. In addition, effective d.ownwash 
angles and dynamic-pressure characteristics in the region of a probable 
tail location also were obtained for these configurations, and are 
presented for a range of tail heights at one tail length. In order to 
expedite publishing of these data, only a brief analysis is included.. 

INTRODUCTION 

A series of wing-body configurations are being investigated in the 
Langley high-speed 7— by .10-foot tunnel to study the effects of wing 
geometry on the longitudinal stability characteristics at transonic 
speeds. A Mach number range between 060 and 1.18 is obtained utilizing 
the transonic-bump test technique. Previous data published in this 
series are presented in references 1 to 4, 
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This paper presents the results of the investigation of the wing-
alone and wing-fuselage configurations employing a delta wing with 
450 sweepback of the leading edge, aspect ratio of '4, and an NACA 65A006 
airfoil section.

MODEL AND APPARATUS 

The wing of the semispan delta-wing model had
-
 450 sweepback of the 

leading edge, aspect ratio 1i, and an NACA 65A006 arfoil section parallel 
to the free stream. The wind was made of beryllium copper and fuselage 
of brass. A two-'view drawing of the model is presented in figure 1 while 
ordinates of the fuselage of fineness ratio 10 are given in table I. 

End plates, - inch thick, were used on all configurations. 

The model was mounted on an electrical strain-gage balance, which 
was enclosed in the bump; and the lift, drag, pitching moment, and 
bending moment about the model plane of symmetry were measured with 
calibrated galvanometers. 

Effective downwash angles were determined for a range of tail 
heights by measuring the floating angles of five free-floating tails 
with the aid of calibrated slide-wire potentiometers. Details of the 
floating tails are shown in figures 2 and 3, while a photograph of the 
test setup on the bump, showing the floating tail mounted in the 
fuselage, is given in figure 4. The tails used in this investigation 
were the same as those used in the investigations reported in refer-
ences 1 to 1.	 - 

A total-head rake was used , to determine dynamic-pressure 'ratios 
for a range of tail heights along a line containing the 27-percent mean-
aerodynamic-chord point of the free-floating tails. The total-head 
tubes were spaced 0.125 inch apart for a distance. of 1 inch below 
and 0.5 inch above the wing chord plane extended (a = 0)-and were 
0.27 inch apart for the remainder of the rake. 

SYMBOLS 

CL	 lift coefficient
cis	 ) 

I  
CD	 drag coefficient Twice panel drag) 

qS 
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C	 pitching-woinent coefficient referred to 0.25 
!fl	 (Twice :panel pitching moment 

qSc 

CB	 banding-moment coefficient about root chord. line (at plane 
/Root bending moment 

of symmetry)	
b 

q	 effective dynamic pressure over span of model, pounds 

(i  
per square foot - pV2 

S	 twice wing area of semispan model, 0.1250 square foot 

c	 mean aerodynamic chord of wing, 0.2357 foot; based on 

f) 
relationship	

b/2 
a	 c2 dy
5L10 

c	 local wing chord 

b	 twice span of seinispan model 

y	 spanwise distance from plane of symmetry 

P	 air density, slugs per cubic foot 

V	 free-stream velocity, feet per second 

M	 effective Mach number over span of model 

N2	 local Mach number 

Ma	 average chordwise local Mach number 

B	 Reynolds' number of wing based on 

CL	 angle of attack, degrees 

E	 effective downwash angle, degrees 

qwe/q ratio of point dynamic pressure taken along a line containing 
the quarter-chord points of the mean aerodynamic chords 
of the free-floating tails to local free-stream dynamic 
pressure
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lateral center of pressure, percent seinispan (lOOC-B/CL) 

ht tail height relative to wing chord plane extended, percent 
seimispan, positive for tail positions above chord plane 
extended 

a.c.	 aerodynamic center

TESTS 

The tests were conducted In the Langley high-speed 7- by 10-foot 
tunnel utilizing an adaptation of the NACA wing-flow technique for 
obtaining transonic speeds. The technique used involves the mounting 
of a model in the high-velocity flow field generated over the curved 
surface of a bump located on the tunnel floor. (See reference . 5.) 

Typical contours of local Mach number in the vicinity of the model 
location on the bump obtained from surveys with no model in position 
are shown in figure 5. It is seen that there is a Mach number gradient 
which results in a difference In Mach number of about 0.05 over the 
model semispan at low Mach numbers 'and from 0.06 to 0.07 at the highest 
Mach numbers. The chordwise Mach number generally varies less than 0.01. 
No attempt has been made to evaluate the effects of this chordwise and 
spanwise Mach number variation. Note that the long-dashed lines shown 
near the root of the wing (fig. 5) represent a local Mach number 
5 percent below the maximum value and Indicate a nominal extent of the 
bump boundary layer. The effective test Mach number was obtained from 
contour charts similar to those presented In figure 5 using the 
relationship

b/2 

SIO 

The variation of mean test Reynolds number with Mach number- is 
shown in figure 6. The boundaries in the figure indicate the range 'in 
Reynolds number caused by variations in test condltion8'in the course 
of the investigation. 

Force and moment data, effective downwash angles, and the ratio of 
dynamic pressure at 25 percent of the tail mean aerodynamic chord to 
free-stream dynamic pressure were obtained for the model configurations 
through a Mach number range of 0.60 to 1.18 and an angle-of-attack 
range of -20 to 100.
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No tares have been applied to the data to account for the presence 
of the end. plates on the models. Jet-boundary corrections have not been 
evaluated because the boundary conditions to be satisfied are not rigor-
ously defined. However, inasmuch as the effective flow field is large 
compared with the span and chord of the model, the corrections are 
believed to be small. 

By measuring tail floating angles without a model installed, it 
was determined that a tail spacing of 2 inches would produce negligible 
interference effects of reflected shock waves on the tail floating 
angles. Downwash angles for the wing-alone configuration were therefore 
obtained simultaneously for the middle, highest, and lowest tail 
positions in one series of tests and simultaneously for the two inter-
mediate positions in succeeding runs. (See fig. 3.) For the wing-
fuselage tests, the effective dowawash angles at the wing chord plane 
extended were determined by mounting a free-floating tail on the center 
line of the fuselage. The downwash angles presented are increments 
from the tail floating angles without a model in position. It should 
be noted that the floating angles measured are in reality a measure 
the angle-of-zero pitching moment about the tail pivot axis rather than 
the angle-of-zero lift. It has been estimated, however, that for the 
tail arrangement used a downwash gradient of 20 across the span of the 
tail will result in an error of less than 0.2° in the measured downwash 
angle. 

Total-head readings obtained from the tail survey rake have been 
corrected for bow-wave loss. The static-pressure values used in 
computing the dynamic-pressure ratios were obtained by use of a static 
probe with no model in position. 

RESULTS AND DISCUSSION 

A table of the figures presenting the results is given below: 

Wing-alone force data 
Wing-fuselage force data 
Effective d.ownwash angles 
Effective d.ownwash angles 
Dowawash gradients 
Dynamic-pressure surveys 
Summary of aerodynamic ch

Figure. 

	

. . . . . . . . . . . . . . 	 7 
0 0 •	 0 0 0	 , .	 8 

(wing alone)	 ...... . . . . . . . . 	 9
(wing fuselage) . . . . . . . . . . . . . 10 
• 0 0 . 	 0 0	 • 0 0	 0 • • •	 . .	 11 

	

....	 12
racteristics . ., .•,. ....... 13 

The discussion is based on the summarized values given in figure 13 
unless otherwise noted.. The slopes summarized in figure 13 have been 
averaged over a range of ±0.1 of the stated lift coefficient. 

CONFIDENTIAL



6	 CONFIDENTIAL	 NACA PM L9G22a 

Lift and Drag Characteristics 

The lift-curve slope measured near zero lift for the wing alone was 
approximately 0.0611 at a Mach number of 0.60. The experimental slope 
agrees with the value estimated by use of the charts in reference 6 for 
0.60 Mach number. The addition of the fuselage had essentially no effect 
on the lift-curve slope up to a Mach number of 1.00 but increased the 
lift-curve slope at Mach numbers above M = 1.00. At a Mach number 
of 1.15 the fuselage increased the lift-curve slope about 11 percent. 

The drag rise at zero lift began at a Mach number of about 0.92 
for both the wing--alone and wing-fuselage configurations. The absolute 
drag coefficients are probably high because of the presence of the end 
plates and the relatively low Reynolds numbers at which these tests were 
made.

The lateral center of pressure for the wing alone (CL = 0.3) was 
located at 40 percent. of the semispan at a Mach number of 06. This 
value compares with an estimated. low-speed value of 11.0.3 percent 
semispan. (See reference 6.) Between M = 0.9 and 1.00 a fairly 
abrupt movement of Y.p. to about 45 percent sexni.span occurred. The 
addition of the fuselage had no effect at low Mach numbers but 
moved	 inboard approximately 2 percent seinispan above a Mach 

number of 0.95.

Pitching-Moment Characteristics 

At low Mach numbers the aerodynamic-center location near zero lift 
for the wing alone was 41 percent of the mean aerodynamic chord 

(5—CL
= _0.16). The estimated low-speed aerodynamic-center location 

(reference 6) was 33 percent of the mean aerodynamic chord. The effect 
of the fuselage on the stability at low lift coefficients was slightly 
'destabilizing up to a Mach number of 1.00. Above M = 1.00 the fuse-
lage produced a slight stabilizing effect. 

In the subsonic-speed range the wing--alone and, wing-fuselage 
pitching-moment curves indicated a destabilizing trend at higher lift 
coefficients. (See figs. 7 and 8.) This effect is characteristic of 
wings with appreciable sweepback. However, above M = 1,00 there is no 
indication' of this destabilizing trend even at the highest lift coef-
ficients attained. Similar trends in pitching-moment characteristics 
were found in the results presented in references 1 to li. 	 - 
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Downwash and Dynamic-Pressure Surveys 

The variation of effective downwash 'angle with tail height and -
angle of attack for the wing-alone and, wing-fuselage configurations at 
various Mach numbers is presented in figures 9 and 10. The d.ownwash 
gradient €/ct near zero lift for the wing alone (fig. U) increased 
as the tail location approached the chord plane. This trend. in E/cL 

was evidenced throughout the Mach number range tested.. At higher lift 
coefficients, E/cL was generally less than the zero-lift value for 
tail positions below the chord plane and was higher for tail positions 
above the chord plane (figs. 9 and 10). The addition of the fuselage 
caused only small changes in the downwash gradients. 

Note that the test angle-of-attack range with the free-floating 
tall slightly below the chord plane extended was restricted by the 
presence of the fuselage. 

The results of point-dynamic-pressure surveys made along a line 
containing the 27-percent mean-aerod,,ynainic-chord points of the free-
floating tails used in the d.ownwash surveys are presented in figure 12. 
The maximum loss in dynamic pressure at the wake center line for high 
angles of attack increased. with Mach number from 23 percent (M = 0.70) 
to 30 percent (M = 1,17) of the free-stream dynamic pressure. The 
width of the wake also became somewhat greater at higher Mach numbers. 

The addition of the fuselage showed onjy a small effect on the wake 
profiles although the peak losses were reduced in some cases. 

Langley Aeronautical Laboratory 
National Advisory Committee for Aeronautics 

Langley Air Force Base, Va. 
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TABLE I.- FUSElAGE ORDINATES 

[Basic fineness ratio 12; actual fineness ratio 10 
achieved by cutting off the rear one-sixth of 
the body; /4 located at 2/2] 

2=14/4 

1	 1

Ordinates 

X/I r/2 x/2 r/2 

0 0

-

0 0 
.005 .00231 .4500 .04111.3 
.0077 .00298 .5000 004167 
.0125 .00428 07500 .04130 
.0250 .00722 .6000 .011.024 
.0500 .01205 .6500 .03811.2 
.00 .01613 .7000 .03562 
.1000 .01971 .7500 .03128 
.1500 .02593 .8000 .02526 
.2000 .03090 .8338 .02000 
.2500 .03 11.65 .8500 .01852 
03000 -03741 .9000 .01125 
.3500 .03933 .9500 .0011.39 
.4000 .011.063 1.0000 0 - 

L. E. radius = 0.00052

6 

n 
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Figure Ii. .— Photograph of delta—wing model with leading edge swept back 450, 

aspect ratio 4, and NACA 65A006 airfoil showing free—floating tail 
mounted in fuselage. 	 CONFIDENTIAL



(0 

(0 

(0 

(0 

I	 I	 I 
LO	

1
- 

N 04

\ 

I	 I	 I	 I 
ao — eJ to NJ 

OR cq waoo aa. ^

oc

a 

OD 

0'	 F-

9

C 
U 

-C 

I--	 U) 
CD

I-. 

NACA PM L9G22a	 15 

z 
Ui 
0 
U-z 
0 
0 

0 z 
Ui 
0 00 

2 

1-

9

qt 	 04 0
0 

-o 

0 
n..

C —

(0 

(0 10, 	 N	 0
ui'dwnq eoqo
eouo4s!p 10310eA

(0	 It	 N 

IIIIIIIIuh1i1I1II 
IIlIIIILIiAIlIIlrnII IiI1iiIIINiEi 
'IIIIIinhiliII 
IIllhIIIIIHu11II 
II1LIIIII'IiIiiiIi 
1111111 InI'III 
SlIMME . 

NONE 
'.0	 04	 0 

U! 'dwnq eoqo 
O3UD4S!p 103!4J9A

0 
z

0 
0 
7 

D 

-II 
MINIMUM 
Iliallialls 
" 
Illiffilliffiff 
"I'll". 
1111111111121iuiIiu 
mmmm

o 
0

C) 
• 

0. 
E

•1-1 

2 
C 
0 
C 

.2 
0

0 

C,,
.1-I



____ at ____
I / /4• ___ ____ ____ ____ 

1	 \
-J 

Ui 
0

-J 

z 
Ui 

IL 
z 
0 
0 

to

16
	

NACA RM L9G22a 

rd 

rd 0 

Cd

pq 

u 
Id  
-i VIN 

r. 

•

0 

4) 

r:ri 

CNJ	
OD	 Q0 

'Joqtxmu spiouic 



Co

0 

a) 
"-I c'i 
a) 0 0 

0 

a' 
0

0 co ra 

p1 
CD 

In 

CD 

Id 

CD 

Id 0 

0

I.-
0z 

.-1 W 

oz o 
-'-'0 0 -i 

-j 

I—
z 
w 
0 

LA-

z 0 0

0 
000000000000000 

';uernijeo 

t>	 a <z> a	 i LI U	 0 
CD io 0 cc LU 0 cc LU C 0 CD LU 0 0 

-J c':j 

. 

NACA RN L9G22a
	

17 

GNI	 cc '—I	 0	 0	 0 
0 0 0 0 0 0 0 0 0 0 00 0 0 0 

a3 

U q U	 a <> A a J LI <1<) b o 
co LO o cc LU C) 0 CD Lo c	 LU 0 00

0 0 0 0 O a a a 
CO 

cc OR - cc 

•IliU eIIIuIu•uuuiu•ui 

MEN 
ON 
No

Co

0 

0 
0

cq cc	 0 
000000000000000 

nap'	 jo ej2u

10 

+ 
rD 

CD 

Id 

ol 

.'-1 

-pa' 
ED	 - 

CD.,-4 

OCD 

F 

0 

CD 

rr1 



18
	

NACA RM L9G22a 

CONFIDENTIAL

M 

0 
0 
0 

0 

-4-) 

C) 
-I. 
(1) 
0 
0 

wo 

o 0.32 
•--4 0 

016 

IN

1.18 D 

1.15 A 

1.10 U 

1.08 E7 

1.05 V 

1.03 
1.00 i 

.98 ' 

.95 

.93 0 

"0 90 L 

.88 N 

.85 

.80 

.70 0 

.60o 

-16L 
-.2 0	 .2	 .4 

Lift coefficient, 
CONFIDENTIAL 

Figure 7.- Concluded.

CL 



I I I	 I I	 I	 I	 I	 I	 I	 I	 I	 I	 I	 Iç) 
0	 '-l' 

0 0 0 0 00 0 0 0 0 0 0 0 0 
Ul 3 	 'U3iiJJO0O UOWOU-U!tOkff 

D) L F>Q	 0	 A	 cl	 in<1	 <>00 
LO 0 00	 U) CO 0 CX) U) CO 0 CO LO 0 0 
OC

0 

U) 

C) 

0 
C) 

NACA RN L9G22a
	

19 

Li 
D 

D

P1 
a) 

ED 

c'	 co '-•	 0	 0	 - 
0 0 0 0 0 0 0 0 0 0 0 0 0 0 

a3 
0	 0 £	 (> [10 

LO 0 CX) LU CO 0 CO LO CO 0 CC) LU 0 0 
Q000)OO)O)ODODCON

(0

0 

a) 
0 
C) 

0 

C') 

(0

0 

0z 

oz 0

a) 
bn 

a, 

a' 
H 

4) 

HH 0r1 
'do o-

•r-1 '-D 

10 

H\O 
U)

0 

0

-d 

0 
•1-1 

-p.' 
a, :-

0-I-I p) 
Oai 

00
P4

Ow 

U 

0 

00 

,0 
U) 
to 
co 
H 
a) 
U) 

el-I 

co 

CO	 0 
0000000000 00 0 0 0 

2ep' Z3 ')O	 JO eU 



0	 .2	 .4 
Lift coefficient 

CONFIDENTIAL 

-16L 
-.2

CL 

20	 NACA PM L9G22a 

CONFIDENTIAL

M 

0 
'0 

(DO 
•r4 
0 

. 0 
(1) 
0 
0 

U) 

{0.32 

0J6 
0

:ii

1.15 4 

1.10 c 
1.08 E7 

1.05 [7 

1.03 - v 
1.00 J 

.98 

.95	 ' 

.93 0 

.90 £ 

.85 

.80 

.70 G 

.60 0 

Figure 8.- Concluded. 



0 
Ii 

co	 to	 C'	 0	 C cc	 cc	 c'i	 0	 c'i	 ' • 

rd 0 
r 

CD 

C)
'dr-I 

cc 

co
4-rI 
. -4	 .'-I 

0 a) 0 
rdC4I 

Oai 
CH 0	 cd
00 

0
u I—i

H 

<. H 

• 
CC) cc 	 0	 43 

UJ

•	 C, ci 
0

o r^ 

CD 

cc 

co
00 

0 0 

0 
o

1:L1 
0 

o

0

cc	 0	 C\1	 cc	 cc	 c'a	 0	 ca 

	

2p' 'ai2u qsruor
	

3 'alowe qSeMUMO

NACA RM L9G22a	 21

a, 

a, 

0 

cc.	 cc	 c'	 0 cc	 cc	 c'j	 C)	 c':i	
co	 0 I	 I	 Lr\ 

z.c 
0- o. 

bD 
—I

O 
00 a)

-p 
o	 • H 

00 0 Ho 

ci	 ca 

bD 
Q) 

6 



co	 co	 c'	 c 

Er 0 

-J	
II 

I	 I	 I	 I	 I	 I	 I	 I	 I	 I	 I	 I 

w 
0

U) 

(0	 C'I	 0	 CNI 

0 
II 

co	 (0	 C']	 0 

Oap	 'i2u qMuMoQ

0 

co 

C':;' LI 

0•'

U 

IN•' 0

22
	

NACA RM L9G22a 

- - - 
I	 - I 

'4 . ̂ , Eln	 o 

	

co	 Cb	 6a	
co

Cd

--

EEE1EI -	 Li 
0 

	

00 00 	 i7	 0 
C1 0 	 C;iaO 

-w 
_0 

cc 
t0 

LL 

Cd 

a - h---

dW 

PM O
 coco co 

co 
C) 

- - 

	

--	
•••__ 0 

0 

- I 

co	 C'	 0 cli 

2ap 'o12ue qcuo



0 

-J 

I-
Co	 Co	 C")	 C	 C 

a

0

Co Co	 C')	 0	 C') Wa oa -	 0 
OD 0.' 0 
o 0'.-' 

ho

•' 

-• 
a 

o • H 
U) 
04-) 

0 Ho 

cd	 ED 

o
cd 

Co 

't	 a 

'-4 

0•' 0 

co 

ho a 

6 

+3. 
HH 

rd  
CH 

0 
tH 

0

U) 
. Jo 

'-1 
_jV) 

I H -. 

NACA RN L9 22a
	

23 

It) 
Co 

0 

Co	 Co	 C')	 0 •C'1 
1.

0 

0 

0
Co

'V 
H

0 o

HH 
'DO 

o 

co

o-

Co Co	 C")	 0	 cL 

Co	 Co	 C")	 0	 C;) 

D 

II

CO	 U) Co	 Co	 C')	 0	 C')
1t\ 

C 

'do 

0 0,0 

-I-) 
00) 

o 

0

H 
0

Co	 .	 C")	 0	 C')	 Co	 Co	 V	 C')	 0	 C 

	

ep' '2u 4MU Moa	 ) 'a2u SMUMOQ

Ixi. 



2
	

NACA RM L9G22a 

0 

aD	 aD	 C')	 C	 C 

-J 

I-
2 
w 

LI-
2 
0 
0

D 

34 

D 

D 
34 

D 
0

Cd 
0. 

D	 CI) 
U)	 a) 

rj 

0 
_a. 

00 
2  -4	 0 w w 

Q. 

LL	 0 

bo
a) 

D	 D 
0 

D 
:0 

31 

D 

D 
31 

D 
0 

'-4 

0
co	 CO	 C')	 0	 C;) 

co 

CO D

cl

CS1

-1 ') 

o•'

U) 

C': ' 0
co	 CO	 C')	 0	 C') 

bD 
a) 

d

0 

co	 co	 i	 C')	 0	 C;) 

Oap 3 'U)ITiU) qeMUMou 

co	 CD	 1	 C')	 0	 C 

CU)	 CD	 C')	 0	 Ca 

2ap 'i2u qsMumoU



uuiii•i•iiiuu•• 
MMMMMMMMMMMMMMM 

MR 

Ui•WUiIIIiVL1iiIi 
EMS 

MEM11 
•iiiiiitiir••ri• 
••uirn•iuutuutu•

ci) 
CI] -p 

o -'-i 
c'.:l< I]) lDrI 

— C) ,+' 
F—

Z 
U ç 

02 cd 
-p0 

2
4) 

,c
ID 

o 
00 
c

"-I -P0 
w 

•c 

NACA RN L9G22a	 25 

a	 •	 0	 cc	 1.
	 CQ  

iiliiNIMEMOtuiIluWIN 

00 Wil 
ME

0

F,.

i• 
I wi owl 06

Oil 

MR MM a 
E MEN Mu

11ME, 
on Em S 

•iiu•iuuuii•i•ui•iiu

H 
0 
rd 0 0 
H 

o

HH 
o

Id  
cl-I 

0 
C-) 

c	 '	 0	 0Q OQ O 

'0

Cd 

0	 Oct	 41	 0	 Ea 

-J 

I-z 
w 
0 

z 
0 
0

Oct	 0	 CO	
i.	 o	 '4 

(t 

CQ 	 0	

8	

0	 II 
•tiiiJiuuluuu•iuuuuii
•ri•r•utuiiuuMENiu ^j 
1VI? iII::

uiuu•ii 
urimr

ill Uti 

ii 

Elm FM 
on iii 

Mai
•i 
it

mm  ̂
Mal i •riiiitaitiuuu uriitiiruiiiuivauISM

O.,-1 
C"]

ajo 

0 

0 
C'] 

0
':ji	 0	 a	 zji	 0	 cq	

011 

wI 8 
1010 



-j 
<0 

cop 

zo 
U 
all

0
0 

U 

00 
'-I 

I, 

we 

co 
S 

0

Cd	 U 

ho ho 
1

0

U

00 

I 

00 
'I 
H 

26	 NACKRM L9G22a 

0 
N 

0 

II

C\l Q0 00 N 
'-I 

a) a) a) 

cda4 cda1 

o.

L 
Cd 

i 
U]

rd 0 

0)	 O\.O 
(/2  0	 c- _i 

I-.	 q 
0 H U 

IL

4) 
- 0	

0r1 

0	 0)	
(Do Co	

• 

0 
F' Co

1) ir 

0 

OD 

0

0 

I 



NACA EN L9G22a	 27 

co 

0 

0 

0 

0
0 
I 04 I :

a) 
,_J o

4)
r. 

i öi
z04 
w 
c

- -
H 

0 LL 

NIA C)
-. 

___ Io bD 

Ob
co 

II

0 

I 0 

0 

CNI

0 
CC) CC) 

i-I • 
ci) 

cd 

0 
0 
'-4 

LO ilL 
U TT ___ 

CIO
0 

H IL 

N	 co N	 co



LC) 
-1 

o

II II 

d 
2 

PL LLI I •r-4	 .I _________ 
_____ 

LL k 

8 Ed oo 0 
i-I

tt 
I, 

0 

-1

• __

N	 co 

114

'1

0 

00
•' 

o .2 

ci) 
UI

H 
. ci)

0 
I	 oo 04 I

:; 
H 

00 - 
• 

I bD 

110
fri 

Cd 

0 

I	 0 

0 

0 

CQ co 

i-I • 
ci) 
cta4

28
	

NACA PM L9G22a 



0 

Ci 

0 00 

co 

LI/AF Iiñ) I I /I.II
CD 

I li-I I ____ 
I	 I I I I I I

co
Cd

Lid 

II 
I II

ThF10 
III - LI 

LJ 0 1110 
CQ cX

___ 

0

CH 

0140t,

oil 

Cd cr.

z -M 

o

- -t
0 
C)

o 
m _-i 

'—I 0a3 

H 

ow 
ci 

'-S 

do 
-4 _\ 

Q) 'd--

QD 

CD

J) 

'-'-S

bwD
 
	 IiI 

-J Cd 

z_4 
w cdi•1 p4 

o 

•Z --4 • 

Hn

NACA RN L9G22a

0 

'I 

n 

0

XD	 i	 -	 C'	 0	 c'i 

-1	 0•	 O•	
I.	 '1 

tj 

NACA-Langley - 9-6-49 - 375 


	Page 1
	Page 2
	Page 3
	Page 4
	Page 5
	Page 6
	Page 7
	Page 8
	Page 9
	Page 10
	Page 11
	Page 12
	Page 13
	Page 14
	Page 15
	Page 16
	Page 17
	Page 18
	Page 19
	Page 20
	Page 21
	Page 22
	Page 23
	Page 24
	Page 25
	Page 26
	Page 27
	Page 28
	Page 29
	Page 30



