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SUMMARY 

As part of the transonic -wing program the effect of sweep on wings 
employing the NACA 65A006 airfoil section was investigated in the 
Langley 8 - foot high-speed tunnel . This paper presents the results of 
an investigation of a wing having this airfoil section, 600 of sweepback 
at the quarter chord, an aspect ratio of 4, and a taper ratio of 0 . 6. 

Lift, drag, and pitching-moment data are presented for the basic 
wing-fuselage configuration and the wing with wing - fuselage interference 
for a Mach number range from 0.60 to 0 .96 and for a Mach number of 1.2. 
No lift - or drag-force break was noted for the wing-fuselage configu­
ration at subsonic Mach numbers although the pitching-moment curve did 
break at angles of attack greater than 80

. The maximum lift-drag ratio 
of the wing-fuselage combination did not decrease sharply at high sub­
sonic Mach numbers, but the value of the maximum lift- drag ratio was 
dec reased 40 percent from a Mach number of 0 .96 to a Mach number of 1.2 . 

Undesirable pitching-moment characteristics as experienced by the 
wing-fuselage configuration (when the center -of-gravity position is 
located at 0.25 wing mean aerodynamic chord) exist at a lift coefficient 
of approximately 0.3 . Qualitative calculations show that, at subsonic 
speeds in the lift-coefficient range from zero to 0.25, the aerodynamic ­
center location moved rearward 0 . 24 wing mean aerodynamic chord, followed 
by a rapid forward movement of 0 . 37 wing mean aerodynamic chord in the 
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lift - coefficient range from 0.25 to 0.4. By moving the center-of­
gravity position forward, some of the undesirable pitching-moment 
characteristics may be avoided. However, the resultant stability at 
low lift coefficients might then present a difficult flight - control 
problem . 

The downwash angle increased regularly as the angle of attack of 
the wing increased throughout the subsonic Mach number range. At a 
Mach number of 1 . 2, r eversals in the rate of change of the downwash 
angle with the wing angle of attack occurred as the angle of attack 
increased and indicated that undesirable longitudinal - trim adjustments 
would be necessary for a ny airplane using this wing. These adverse 
char acteristic s may be present in the region between a Mach number 
of 0.96 and a Mach number of 1.2. 

The probable tail-height location to be out of the wake would be 
approximately equal to 35 percent of the wing semispan . 

INTRODUCTION 

As part of a research program conducted by the National Advisory 
Committee for Aeronautics, a series of wing- fuselage configurations is 
being investigated in the Langley 8 - foot high-speed tunnel to study the 
effects of wing geometry on the aerodynamic characteristics at transonic 
speeds . 

This paper presents the results of an investigation of a wing ­
fuselage configuration having a wing with 600 sweepback referred to the 
quarter - chord line, an aspec~ ratio of 4, a taper ratio of 0 . 6, and an 
NACA 65A006 airfoil section measured parallel to the plane of symmetry. 

For this investigation, lift, drag, and pitching-moment character ­
isti cs were determined a t various angles of attack through a Mach number 
range from 0 . 60 to 0.96 and at a Mach number of 1.2. Downwash angles 
and wake char acteristic s were obtained at the rear of the model for two 
spanwise locations at three tail-height planes above the wing-chord 
plane. 

This series of wings has also been tested on the transonic bump in 
the Langley high-speed 7- by 10-foot tunnel . A comparison of the 
results ob t a ined by the transonic -bump technique and the results obtained 
a t t he Langley 8 - foot high-speed tunnel ( sting-support technique) is 
presented in r eference 1. 
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SYMBOLS 

pitching-moment coefficient (~\ qSc) 

wing mean aerodynamic chord, inches 

drag) pounds 

total-pressure loss in the wake) pounds per square foot 

fuselage basic body length, inches 

lift) pounds 

Mach number 

pitching moment about the quarter chord) inch-pounds 

base-pressure coeffi cient (Ft q- Po) 

static pressure at the rear of the model) pounds per square 
foot 

free-stream static pressure) pounds per square foot 

free-stream dynamic pressure, pounds per square foot) 

(~V2) 
fuselage radius at station x, inches 

Reynolds number (based on -c expressed in feet) 

wing area, square feet 

free-stream velocity, feet per second 

3 
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x longitudinal distance from the nose of the body) inches 

angle of attack) -degrees 

€ downwash angle) degrees 

p free-stream density) slugs per cubic foot 

change of angle of attack for given lift loads due to bending 

APPARATUS AND METHODS 

Tunnel.- The investigation was conducted in the Langley 8-foot 
high-speed tunnel. Test sections for both subsonic-flow and supersonic­
flow regions were provided by means of a plaster liner installed on the 
tunnel wall. Calibration tests have shown an essentially constant 
velocity in the subsonic test section within the accuracy of the cali ­
bration technique up to the highest subsonic test Mach number. The 
maximum deviation from the design Mach number 1 . 2 in the supersonic 
test region was 0.02 (reference 2). 

Model.- The fuselage) a steel body of revolution with a fineness 
ratio of 12) was shortened to an effective fineness ratio of 10 so that 
the body could be mounted on a sting-support system. The wing used in 
this investigation was an aluminum wing swept back 600 at the quarter­
chord line) with a taper ratio of 0.6) an aspect ratio of 4.0) and an 
NACA 65A006 airfoil section measured parallel to the air stream. 
Dimensions of the wing and fuselage) as well as the location of the 
midwing installation relative to the fuselage longitudinal axis) are 
shown in figure 1. 

Tests.- The model was mounted in the tunnel on an extensible 
sting-support system) which enabled the model to be placed in either 
the subsonic - flow or supersonic-flow region by moving the support 
system longitudinally. The location of the model in both flow regions 
is shown in figure 2. During subsonic testing) static pressures were 
observed along the tunnel wall in the region of the model location to 
insure that no data were obtained that would be influenced by the 
tunnel - choking phenomenon. For testing at a Mach number of 1.2) shadow 
images of the tunnel normal shock were observed to insure that test 
dat a were not taken with the normal shock on the model. 

The angle of attack of the model was varied through the Mach number 
range by means of a remote-control mechanism. Measurements of the angle 

_ J 
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of attack were accomplished by means of a simple optical system. A 
description of the angle-of-attack apparatus can be found in reference 3. 

Point downwash measurements were obtained from rakes mounted 
behind the model at two spanwise locations. A sketch showing the rake 
locations relative to the fuselage can be seen in figure 3. 

A close-up photograph of the model, the support system, rakes, 
and the mirror used for the optical measuring system is shown in 
figure 4. 

The fuselage alone was tested in a previous investigation at 
various angles of attack for a subsonic Mach number range from 0.60 
to 0.96 and for a supersonic Mach number of 1.2. The aerodynamic 
characteristics for the fuselage-alone configuration are not presented 
in this paper but can be found in reference 3. The wing-fuselage 
combination considered in this investigation was tested through a Mach 
number range similar to that of the fuselage -alone configuration . Data 
are presented for the wing - fuselage and for the wing with wing-fuselage 
interference. 

A transit ion strip was installed on the wing and the fuselage in 
order that an approximation of the nature of the flow over the wing­
fuselage configuration at higher Reynolds numbers could be obtained. 
Data are presented for the wing-fuselage combination with the transition 
strip installed at the 10-percent chord line on both the upper and lower 
surfaces of the wing and approximately 10 percent of the fuselage length 
behind the fuselage nose. The transition strips were about 0 . 125 inch 
wide and consisted of No. 60 carborundum grains imbedded in a clear 
adhesive substance on the wing and fuselage. 

The accuracy of the CL, CD, and Cm mea surements is 0.010, 
0 . 001, and 0.005, respectively. The error in measuring the angle of 
attack was found to a maximum of 0.100

• 

CORRECTIONS AND COMPUTATIONS 

Wind-tunnel-wall corrections .- By using the methods outlined in 
reference 4 (straight wings) and an approximate method of reference 2 
(swept Wings ) corrections for tunnel blockage were applied to the Mach 
number. The dynamiC pressure and Reynolds number corrections were 
small, and the Mach number corrections varied from 0.7 percent at 
M = 0.85 to 1.5 percent at M = 0 .96. Figure 5 shows the variation 
of test Reynolds number with Mach number. The drag corrections were 
negligible at all Mach numbers except M = 0 . 96 where the applied 
correction amounted to about 2 percent (reference 4). 
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By the me thod described i n r eference 5, jet-boundary induced­
upwash corrections were cal culated. However, these corrections were 
cons idered negligible fo r t he lift, drag, and pitching -moment coeffi ­
cients when the maximum corr ections were found to be less than 
1 per cent. Downwash-angle corrections were not obtained directly but 
we r e ob t a ined by extrapol ation f rom a curve given in reference 4 for 
t he var i ation of the downwash-angle corrections with sweep angle . 
The s e corrections were applied to t he data throughout the subsonic 
Mach number range tested. At the highest angle of attack, the maximum 
downwash-angle correction was 0.20 . 

Corrections for bow-wave 108s were applied to the total-pressure­

loss coeffic i ent 6H at M = 1.2. 
q 

Wing - fusel age interference.- As previously mentioned, data are 
presented for the wing- f uselage combination and for the wing and wing­
fuselage interferenc e . Dat a were obtained for the second condition by 
subtracting the fuselage-alone data from the wing-fuselage - combination 
data . The force and moment coefficients for the wing with wing­
fuselage interference are, of course , based on the total wing area 
including tha t part covered by the fus elage. Unfortunately) wing-alone 
char acteristic s cannot be inferred from t he wing and wing-fuselage­
interference data because of a l ac k of information on wing-fuselage 
interference at high Mach numbers. Some qualitative indications of 
the nature of the differences in wing- al one data and wing-with-wing­
fuselage - interference data a t high Mach numbers can perhaps be obtained 
from a study of the low- speed investigation of wing-fuselage inter­
ference described in reference 6. The data of reference 6 indicated 
the following differences in the force and moment coefficients could 
be expected in comparing Wing- alone dat a and wing-with-wing-fuselage ­
interference data: 

Drag - The drag values of the wing with wing-fuselage inter ference 
will be lower than the drag values of a wing-alone configuration 
since the data for the wing with wing-fuselage interference in 
order to be comparable would have to be calculated based on the 
exposed wing area (wing-fuselage configuration) rather than the 
complete wing area. 

Lift - The value of CL (Wing and wing-fuselage interference) is 
expected to be higher than CL (wing- alone) since the fuselage 
in a wing- fuselage combination is capable of carrying more lift 
than as a fuselage alone . 

Pitching moment - 7he Cm values will be more negative for the 
wing with wing-fuselage interference than for the Cm of a 
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wing alone. This condition would be expected since the center 
of pressure of the fuselage when installed in conjunction with 
the wing changes the loading on the wing causing a rearward 
shift of the wing center-of-pressure data. 

Because of the lack of quantitative data on wing-fuselage 
interference at high Mach numbers, however, no attempt has been made 
to reduce the wing-and-wing - fuselage-interference data to wing-alone 
data. In spite of the lack of an exact interpretation, these data 
of the wing-and-wing-fuselage-interference are thought to be of 
interest since it seems reasonable that slight changes in fuselage 
length or diameter will not materially change the results obtained by 
subtracting fuselage-alone data from wing-fuselage-combination data. 
Thus, a designer could, perhaps, test the fuselage being considered 
and, by adding the fuselage-alone characteristics to those of the wing­
and wing - fuselage interference data presented herein, obtain a reasonable 
value for a wing-fuselage combination. 

Sting- support interference .- The presence of the sting at the 
rear of the fuselage would be expected to alter the static pressure 
in this region and, consequently, the measured characteristics of the 
complete model. Previous data obtained from reference 7 indicated that 
the sting- interference-tare values are negligible for the lift and 
pitching -moment coefficients. An interpolation of the results from the 
aforementioned reference indicated that the drag coefficients of the 
present model would be increased by the order of 0.003 at subsonic Mach 
numbers and 0.002 at a Mach number of 1.2. Sting-interference tares 
have been applied to the drag coefficient in the analysis plots. 
Therefore, these corrected values of the drag coefficient represent the 
free - flight drag coefficient . (Power off and all air ducts closed.) 
Sting- interference tares evaluated in reference 7 for base pressure 
coefficient indicate that the maximum corrections would be 0.10 for 
low angles of attack. The effect of the sting support on downwash­
angle measurements from reference 7 indicated that a maximum error 
of 1 . 00 could be expected at subsonic Mach numbers and an error 0 . 20 

at a Mach number of 1.2. However, these base-pressure and downwash 
corrections were not applied since the results were based on a very 
limited angle-of-attack range (_20 to +40 ). 

Downwash calculations . - Downwash-angle calculations were made 
assuming the static pressure at the rake was equal to the free-stream 
static pressure. 

The small inaccuracies occurring due to this assumption, errors 
in reading the manometer tubes, and the methods of measuring the rake 
angles constitute inaccuracy of ±0.2° except in the wake where the 
error may be increased to as much as ±0. 3°. 
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Base pressure. - Model base pressures were measured for all tests. 
The variation of base -pressure coefficient with Mach number is pre­
sented for various angles of attack for the wing-fuselage configuration 
in figure 6. By applying the base-pressure data to the basic wing­
fuselage configuration, the conditions at the base of the model can be 
altered to represent free-stream conditons with the sting in place. 

Effect of wing deflection .- Since an aluminum wing was used in 
the present investigation, the bending of the wing due to lift loads 
was considered for the wing - fuselage configuration. Theoretical span­
load calculations were made by the methods described in references 8 
and 9. The magnitude of the wing deflection and the change in the 
angle of attack due to wing deflection were calculated by assuming an 
el liptical span- load distribution. Static-load tests were then made 
to verify the calculated values since the moment of inertia at some 
wing sections was not easily determined. The rigid-wing computations 
were limited to CL ~ 0.4 since the critica l Mach number wa s attained. 

Beyond t~e critical Mach number, the basic assumptions of ell iptical 
load distribution no longer apply. Estimations of the critical Mach 
number were based on two - dimensional - airfoil data. Then, by estimating 
that the elastic axis of the wing was at the 40-percent-chord line, 
the static-load tests were made. The change in angle of attack due t o 
wing bending under static loads is shown in figure 7(a). By applying 
t hese results and the theoretical calculations, the aerodynamic effect 
of wing bending at a typical high Mach number was estima ted (fig . 7 (b)). 
The bending of the wing at zero lift shifted the aerodynamic - center 
location forward approximately 8 percent, and, at CL ~ 0.4, the 
aerodynamic - center locations were shifted forward approximately 7 pe r­
cent . Also, a decrease of apprOXimately 7 percent in the s l ope of 
t he lift curve was noted for the test data (flexible wing) as compared 
with the computed rigid-wing data . 

After c ompleting the investigation of wing bending about t he 
assumed elastic aXis , the wing was then statically loaded a t the 
25 -percent~hord line to ascertain the effect of wing bending on t he 

6 Q load parameter LjS if the wing loads were applied farther forward. 

The static-test results indicated that the 6Q 

Lis 
values would b e 

decreased by 25 percent. Thus, in presenting these qualitative results 
i n aerodynamic - coeffic ient form, it was thought that the worst con­
dition of wing bending could be approximated. In the present investi­
gation, the test data were not corrected for wing bending since 
sufficient data were not available at this time. 

• 
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RESULTS AND DISCUSSION 

A table of figures showing the results obtained in this investi­
gation follows: 

9 

Figure 

CL, CD, Cm plotted against M 8 

9 

dCL 
~ plotted against M . . . . . . . . . . . . . . . . . . . 10 

Drag at zero lift plotted against M 

(L/D)max plotted against M . . . 

~m 
dCL 

plotted against 

Wake characteristics . 

Downwash measurements 

M 

plotted against M •••• .••• •••••••.•••• 

Force and Moment Characteristics 

11 

12 

13 

14 

15 

16 

The variation of the l ift, drag, and pitching moment with Mach 
number for t he wing- fuselage configuration is shown in figure 8 . 
There was no indication of a lift- or drag- force break at subsonic 
Mach numbers although the pitching-moment-coefficient curve did break 
at an angle of attack of 80 . As t he angle of attack was furt her 
increased, the break in the pitching-moment curve occurred at lower 
Mach numbers. The effect of fixed transition on the wing-fuselage 
configuration (fig . 8) was r athe r small at all angles of attack except 
at 0°. At ~ = 00 , the fixed transition caused a drag rise of approxi ­
mately 0 .005 for all subsonic Mach numbers and at M = 1.2 . 

Figure 9 shows the comparison of data for the basic wing- fuselage 
configuration and the wing with wing - fuselage interference . 
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Lift.- The variation of lift with angle of attack (fig. 9(a)) 
showed very slight differences between the data for the wing-fuselage 
and the wing with wing-fuselage interference for all speeds at low 
lift coefficients . These differences can readily be seen in figure 10 
by the comparison of the slopes of the l ift curves for these data at 
zero lift. However, at higher lift coefficients (that is, CL = 0.4) 
a comparison of these data showed that the slope of the lift curve for 
the wing with wing-fuselage interference is 10 percent lower than the 
basic wing-fuselage configuration (fig. 10). 

Drag. - A comparison of the drag data for the wing-fuselage and 
the wing with wing-fuselage interference is shown in figure 9(b ). Very 
low values of the minimum drag coefficient were noted for the wing with 
wing -fuselage interference. The variation of drag coefficient at zero 
lift with Mach number is shown in figure 11. Sting-interference tares 
have been applied to the drag data of the wing-fuselage configuration . 
The low values of the drag coefficient for the wing with wing-fuselage 
interference can be expected for reasons previously explained. 

The maximum lift - drag ratio variation with Mach number for the 
Wing -fuselage configuration is shown in figure 12. The drag values 
have been corrected for sting- interference effects. A decrease of 
approximately 8 pe r cent in the maximum lift-drag value for the wing ­
fuselage configuration was noted from M = 0.70 to M = 0.96. This 
decrease is definitely in contrast with the sharp decrease in maximum 
lift - drag ratios at high subsonic Mach numbers for the wings of 
references 2 and 8 . However, the trend of the maximum lift-drag ratio 
indicated that a 40-percent decrease can be expected between M = 0.96 
and M = 1 . 2 for this wing. Similar decreases were noted for the wing 
of references 3 and 10. 

PitChing moment.- The variation of pitChing-moment coefficient 
with lift coefficient is shown in figure 9(c) for the wing-fus~~age 
configuration and in figure 9 (d) fo r the wing with wing-fuselage 
interference . The indications from figures 9(c) and 9(d) are that 
very undesirable pitching-moment characteristics exist around CL ~ 0.3. 
This condition is brought out clearly in the comparison of the slopes 

dCm of the pitching-moment curve in figure 13. To illustrate the 
dCL 

effect of the unstable trends as experienced by this model (when the 
center- of-gravity position is located at 0. 25c), a table of the movement 
of the average measured aerodynamic - center locations (through the sub­
sonic Mach number range) is presented for three lift coefficients as 
follows: 
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Aerodynamic-center 
location 

Configuration M (percent c) 

CL = 0 CL = 0.25 CL = 0.4 

Wing-fuselage 0.60 to 0.96 19 43 6 

1.2 30 25 30 

Wing and wing-fuselage 
0.60 to 0.96 interference 31 46 14 

1.2 43 35 0 

It is of interest to note the behavior of the aerodynamic-center 
characteristics of the wing-fuselage configuration. At subsonic 
speeds in the lift-coefficient range from 0 to 0.25, the aerodynamic­
center location moved rearward 0.24c followed by a rapid forward 
movement of 0.37c in the lift-coefficient range from 0.25 to 0.4. 

On the basis of these qualitative data, it would seem that this 
wing would not be considered a good choice for a transonic airplane 
although, by moving the center-of-gravity position forward, some of 
the undesirable pitching-moment characteristics may be avoided. 
However, the designer should bear in mind that . the resultant stability 
at very low lift coefficients might then be of such a nature as to 
make flight control very difficult. 

Since the irregular and undesirable pitching characteristics 
shown in these results are applicable for low test Reynolds numbers, 
it may be thought that at higher Reynolds numbers the data would be 
altered. The low-speed tests of reference ll~ however, indicate that 
even at higher Reynolds numbers (R ~ 4.5 X 10D) the undesirable 
pitching-moment phenomena also found in the present data would still 
have to be considered. 

Wake and Downwash Characteristics 

For the transonic-wing program, the 25-percent position of the 
mean aerodynamic chord was at the same location relative to the 
fuselage nose for all the wings tested. The two wake rakes used were 
located at two wing-semispan locations (8.3 and 29.2 percent). The 
extent of the wake was studied for all angles of attack (up to a Mach 
number of 0.93). Data are presented for only the basic wing-fuselage 
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configuration for angles of ~ ~ 40 since the smaller angles indicated 
no appreciable wake size. Data are not presented at M = 0 . 96 because 
of tunnel - choking phenomena at angles of attack greater than BO . The 
effects of wing deflection and Reynolds number upon the wake measure ­
ments were not evaluated . 

The inbo~rd r ake (B. 3 -per cent semispan location) showed very high 
pressure - loss peaks and a wide wake as shown in figure 14. Unpublished 
data obta ined in the Langley B- foot high-speed tunnel indicate that 
these phenomena are due to fuselage boundary- layer disturbances, weak 
shocks reflecting from the rear of the fuselage, and the presence 'of 
the sting. Me asurements indicated tha t the width of the wake was much 
smaller at the outboard rake stations t han for the inboard station so 
that the interference effect previously mentioned was greatly reduced. 
The da ta of f igure 14 indicate that the position of a horizontal tail 
to be outside the wake should be approximately 35 percent of the wing 
semispan above the wing - chord plane . 

At M = 1 . 2., the flow did not break away at ~ = BO but showed 
a tendency to do s o at ~ = 100 . However, the tunnel normal shock 
was observed on the r ear sect i on of the model at ~ = 100 , but the data 
were thought to be of interest inasmuch as they show the general trend 
of the wake at a high angle of attack. 

Downwash angles were measured at two wing-semispan locations 
(B.3 and 29.2 percent) for three t ail - height positions (heights equal 
to,12.5, 25.0, and 37.5 percent wing semispan) above the wing- chord 
plane. The distance from the quarter- chord location of t he mean 
ae rodynamiC chord to the rake was 1.225 wing semispans. The variation 
of downwash angle with wing angle of attack for all test Mach numbers 
is shown in figure 15 for both the wing - fuselage and the wing with wing­
fuselage interference . The downwash angle increased regularly a s the 
angle of attack of the wing increased throughout the subsonic Mach 
number range . At M = 1.2, reversals in the r ate of change of the 
downwa sh angle with the wing angle of attack occurred as the angle of 
attack increa sed and indicated that undesirable longitudinal-trim 
adjustments would be necessary for any airplane using this wing. 
These adverse characteristics may be present in the region between 
M = 0 . 96 and M = 1. 2 . 

From the wake survey ( fig . 14) it was evident that the probable 
tail location (to be outside the wake) would be at a t ail height 
approximately equal to 35 percent wing s emispan above t he wing-chord 
plane . Since data a r e available at a t ail height of 37 . 5 percent wing 
semispan, the variation of the slope of the downwash curve with Mach 
number is presented for this location at two lift coeffi cients ( f ig. 16). 

dE The aver age values of da for CL = 0 at both r ake locations for the 
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chosen tail height ( 37 .5 percent wing semispan) were approximately 
equal. At CL = 0.4, the magnitude of the downwash angles measured 
at the outboard stations, however, were higher than those measured at 
the inboard station. For the chosen tail-height position, the slope 
of the downwash curve for the wing with wing-fuselage interference 
was higher at the outboard r ake location than for the wing-fuselage 
configuration (fig. 16). This height can be attributed to a change 
in the direction of the angle of downwash for the fuselage-alone 
configuration at the higher angles of attack as measured at the out­
board rake location. 

CONCLUSIONS 

From the investigation of the aerodynamic characteristics of the 
wing with 600 sweepback, an aspect ratio 4, a taper ratio 0.6, and 
an NACA 65A006 airfoil section, the following conclusions are made: 

1. No lift- or drag-force break was noted for the wing-fuselage 
configuration at subsonic Mach numbers. The pitching-moment curve, 
however, did break at angles of attack greater than 80 and, as the 
angle of attack further increased, the pitching-moment break occurred 
at successively lower Mach numbers. 

2. The maximum lift-drag ratio of the wing-fuselage combination 
did not decrease sharply at high subsonic Mach numbers, but the value 
of the maximum lift-drag ratio was decreased 40 percent from a Mach 
number of 0.96 to a Mach number of 1.2. 

3. Undesirable pitching -moment characteristics as experienced by 
the model (when the center-of-gravity position is located at 0.25 wing 
mean aerodynamic chord) exist at a lift coefficient of approximately 0·3· 
Qualitative calculations show that, at subsonic speeds in the lift ­
coefficient range from zero to 0.25, the aerodynamic-center location 
moved rearward 0.24 wing mean aerodynamic chord followed by a rapid 
forward movement of 0.37 wing mean aerodynamic chord in the lift ­
coefficient range from 0.25 to 0.4. By moving the center-of-gravity 
position forward, some of the undesirable pitching-moment character­
istics might be avoided. The resultant stability at very low lift 
coeffic ients, however, might then present a difficult flight - control 
problem. 

4. The downwash angle increased regularly as the angle of attack 
of the wing increased throughout the subsonic Mach number range. At 
a Mach number of 1.2, reversals in the rate of change of the downwash 
angle with the wing angle of attack occurred as the angle of attack 
increased and indicated that undesirable longitudinal-trim adjustments 
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would be necessary for any airplane using this wing. These adverse 
characteristics may be present in the region between a Mach number 
of 0.96 and a Mach number of 1 . 2. 

5. The probable tail-height location to be out of the wake would 
be approximately equal to 35 percent of the wing semispan. 

Langley Aeronautical Laboratory 
National Advisory Committee for Aeronautics 

Langley Field, Va. 
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NACA 65A006 airfoil section 
FUSELAGE ORDINATES (alr1oll section measured parallel to airstream ) 
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Figure 1.- Sketch of wing~fuselage combination . All dimensions are in 
inches unles s otherwise noted. 
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Figure 4.- Close-up photograph of the model installed on the sting-support 
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a:: 

.... 
~ 

Q) 

..c 
E 
:::J 
c::: 

(/) 

~ -
0 
c::: 
>. 
Q) 

a:: 

~ 

6 
2.2x 10 

2.0 

1.8 

1.6 

1.4 
.5 

V 
V 

V 

.6 .7 

/' 

-
V 
~ 

.9 .8 

Mach number, 

1.0 1.1 

M 

Figure 5.- Variation of test Reynolds number based on a c value of 
0.51 feet with Mach number. 

I 

~ -, 

1.2 

!2: 
fi 
~ 

~ 
t-i 
\J1 
o 
C-.t 
f\) 
\J1 

f\) 
w 



L ___ _ ._ 

0-.0 

-c:::: 
Q) 

'(3 --Q) 

o 
() 

Q) ... 
::l 
In 
In 
Q) ... 
Q. 

I 
Q) 

In 
o 
al 

.2 

. , 
ex.. J:o..-<H--~+--t-I-II (deg) L~-+-t-t=t===-y=<Jl '4 "J 

o 12 P 

o . 10 <1 

~ LJ-t~Jb~~~fi~-r~~fl 8 [> 

6 \l 

4 6,. 

o rl --+-~---+--~--r--+---r--+-~---+--~--r--+--~~ 20 

o rl --+-~---+--~--r--+---r--+-~--~--~--r--+--~~ o 0 

o I_-L_.£--_. ~ 1-20 
.5 .6 .7 .8 

Mach 

.9 

number, 

1.0 

M 

1.1 1.2 

Figure 6 .- Base-pressure coefficients for the wing-fuselage configuration 
for several angles of attack at various Mach numbers. 

~------------------------------------------ - -

f\) 
-F" 

~ 
:t> 

Si1 

S\ 
o 
y 
f\) 
VI 



NACA RM L50J25 

b.a 
Lis 

-.028 

-.024 

-.020 

-.016 

-.012 

-.008 

-.004 

25 

V Fuselage maXimum diameter 
..-----

I / 
,/' 

/ 
I / 

/ 
I L 

/ 
/ 

I / 
/ 

I / I 
I / I 

V 
I / 
I / 

/ 
~ 

/ I I 

20 40 60 80 100 
Percent semlspan 

(a) static test results. 

Figure 7.- Effect of wing bending on a 600 sweptback aluminum wing with an 
NACA 65A006 airfoil section. A = 4j A = 0 .6 . 



26 NACA RM L50J25 

.... 
c: 

:§ .08 
.... .... 
CI) 

o 
o 

.... 
c: 
CI) 

E 
o 

.04 

7 0 
0> 
c: 
:c 
. .g 
a.. - .04 

14 

12 

10 

0> 
CI) 

'0 
~ 8 d 

~ 
0 
0 6 ... ... 
0 

.... 
0 

CI) 4 
0> 
c: 
<l: 

2 

o 

-2 

-?' k 

I 
1/ 

/ 
/ 

o 

--- Flexible wing 

--- Rigid wing 

I 
/ 

II 
L 

V 
V--~ V 

~\ 
/' 

1 
/ 

/ 

/ 
V 

/ 

L 
/ 

til 
/ 

I,Y 

! 
!I 

~ 
~ j 1 

.2 .4 .6 .8 

L ift coeff icient, C
L 

(b) Aerodynamic characterist i cs at M 

Figure 7 .- Concluded. 

1. 0 



NACA RM L50J25 27 

.8 

.6 

.4 

.2 

0 

...J 
0 

c 
Q) 

0 
;;: ..... 
Q) 

0 
0 

-..... 
...J 

0 

0 

0 

0 

0 

0 

0 

0 

- .2 
.5 

. -

It' 

, 

.6 .7 

----Transi t ion natu ra 1 
- ---Tran si t ion fix ed 

---" ri 

"'- A .<1 

Lt> 

1'-

.IL 

. ..0... . ~ vi'" 

I" I,I.-d!r.l J 

. ..0- ')-(.). (-) ~ 

~ 
.8 .9 1. 0 1.1 1. 2 

Mach number, M 

(a) Lif t . 

a. 
(deg) 

14 '\] 

12 [7 

10 <l 

8 t> 

6 'V 

4 t::. 

2 0 

o 0 

-2 0 

Figure 8 .- Va r iation of the aerodynamic characteristics with Mach number 
fo r var ious angles of attack of the wing- fuselage configur ation. The 
effect of a t r ansition s t r ip placed at the 10- per cent wing cho r d and 
on the f us elage a ppr oximatel y 10 percent f rom the no s e i s i ndicated 
by flagged symbols. 



28 

.18 

.16 

.1 4 

. 12 

.1 0 

.08 

0 
<.) 

.06 -co 
Q) 

<.) .... .... . 04 Q) 

0 
<.) 

c> 
~ .02 
0 

0 

o 

o 

o 
.5 

' -

, - -

v _ _ --, 

l{. 
\ ' 

.6 

Transit ion natural 
----Transition f i xed 

\".-"'1 

h-- I'f"" 
"l 

~t 

A A ~ 

J». l-f.> 
- ;:S-' "1" 

-- ' 

~- - ~v, ~->i. "'V-
v __ 

- ~ ~-,. - ";{-A- ~-1t. lA 

:">- ';>-0-< f;KT IV 

l,t _ _ 
--{ l,t __ , Lw:-L 

~ ~ In ' w ' w 

0 
1'" 

.7 .8 .9 1.0 

Mach number. M 

(b ) Drag . 

Figure 8 .- Continued . 

NACA RM L50J25 

~ 

~ 

~ 

<, 

Ib 

¢ 

~ 
1.1 1.2 

ex. 
(de g) 
14 '\l 

12 l7 

10 <J 

8 t> 

6 'V 

4 /::,. 

2 <> 

o 0 

2 0 



NACA RM L50J25 

QE 

+-
~ 

.~ 
0 --<I) 

0 
0 

J,.. 
~ 
<I) 

E 
0 
E 
I 

0> 
C-

.C 
0 -il: 

.16 

.12 

.08 

.04 

0 

0 

0 

0 

0 

0 

o 

o 

-:04 
.5 

~ly--

l7--;:.--

!J 

>--

'K -

(..-

,./ 

.6 

[Transition 
----~rQnsition 

-';,.-- f-- jJ<:J ~ 

~ 
W rR ~ 

~ 
"-

~ ~ 
Ill"--

I\.-. 

I~ 
'v 

~ ~ -:' 1-1 

~ 

~ .. - : :F.,- Gf, - -tLt> 
~~ 1> 

. :z. - ~ ";"7 • ::l.. 

V 

1';-. _4¥- . A 1';-. 
.." 

P-<>-.~ P 

f.v ' '7"' ~ i;lLrv 
? . . ~ 

b 
~ ;:TV 

.7 .8 .9 1.0 

Mach number, M 

(c) Pitching moment. 

Figure 8. - Concluded. 

natural 
fix e d 

,~ 

i1 

(> 

~ 

'1 

I 
~ 

1.1 1.2 

29 

a. 
(deg) 

14· "l 

12 !7 

10 <J 

8 !> 

6 \l 

4 t.1 

2 0 

o 0 

-2 0 



'" '" "t:l 

tl 

J<C 
() 

E 
'0 

--0 

'" C7' 
c: 
<{ 

----Wing - f use lage 
- - - Wing wit h wing - fuselage int erference 

14 
M=0 .60/ / .70/ / .80// .825/ / .85/ / .875/ / .90/ / .93/1 

12 
/ / 'I )1 '/ rl fj .J / 

II P 11 1/ /f Ii /; / 

10 11 ~ i 11 if 1£ l/ ;j 
l /1 /1 I~ ;/ II 11 /1 

8 ff (I i/ ff vl /I l ;J 
II /I /1 11 j IJ II j . 96~ //1.2 

6 
If V V V V V V vi V rl 

/I I I ! ;/ I I I I /I I 

4 

I ,f f f " If I II 1/ !j 

/ / I /I / / I / / f ;/ 

2 
'J V V II ~f II 1/ V ~ I 

/ I 1 I / I / I I I J 

0 
I 1/ / / / I / / V / 

I /J j j /; I II jJ I /I 

-2 I I / / / / I J lL / 
~-M=0.60 .70 .80 .825 .85 .87f!, SC .93 .96 1.2 

- .2 o o o o o o o o o o .2 :4 

Lift coefficient, CL 

(a) Angle-o f -attack character ist ics. 

Fi gur e 9 .- Var iat ion of the aerodynami c character i s t ics with l i f t coef f i ­
cient fo r the wing- fusel age conf iguration and the wing with wing­
fu selage interfe r ence at various Ma ch numbers. 

.6 

l;J 
o 

~ 
~ 
(j; 
o 
y 

~ 



.16 

.14 

.12 

(.P ·IO 

+­
c: 
4> 
'u .os 
:: 
4> 
o 
U 

c> 
e 
o 

.06 

.04 

.02 

o 

2 

j; 
/. 
~I 

~ [::::: ~ --...... - --
M=0.60 .70 

0 0 

---- Wing-fuselage 
-- - Wing with wing-fuselage 

interference 

, I I I I 
M=0 .60 ,/ .70,/ .soJ .S25,/ .S5// 

/ I' f ,1 11 
~ 

/ I I I 
j I I I 

J I / / I. 
V II II ~I II 

j I J I / / 
! 1 7 I I / 

If II 1/ V II 

/; I / / I 
!ft II 11 II II l 

J j j ) j I 
f /I /~ f ~ V / /. ./ 

r~ f.:::: r::: --~ I.---~ l::::: ~ ~ ./ ----- --
.80 .82~ .S!: .87~ .90 .9:3 

0 n n n () () 

Lift coefficient, C
L 

(b) Drag characteristics. 

Figure 9.- Continued. 

7 I 
.875// .90// 

/1 ,1 
w I , 

/ I 
/ 7 

II II 

I / 

7 / 
II II 

J J 
/ I 

j J; 
./l "/ If--
~ -:;::::: ~- ---

.96 1.2 

" I 

I 

.93// 

,1 
f 

/ 
I 

1/ 

.961/ jt.2 

J h 
! / / 

VI 
./ / 

/ ' 

~ 
I I I 

r) A 

I 

I 

I 

" 

s; 
(') 

~ 

~ 
t-' 
\Jl 
o 
y 
f\) 
\Jl 

VJ 
f-' 



32 

oE 

~ .-
c: 
Q) 

0 --Q) 

0 
0 

.-
c: 
Q) 

E 
0 
E 
I 

01 
c: 

L:-
0 .-
Q.. 

.04 

o ~ 

o -I--

0 v 

0 v--
..... 

0 l.------
....-

0 ~ 
.......... 

0 .1 L----2 .......-

o .0 v--,.. 
.... .......-

o .0 
...........--

4 .....-

-.......-o 

--:04 
-.2 o 

M I 
I---- --- 1. 2 I; 
V 

"'" ./' 
v.9 6 )1 
L 

v /1 
~ ~ V·93 / II 

V / / 
v ~ V 90 / 1/ / 

V / / 
l---~ ~75 VI / 

~ 1 1 
v--~ /LS5 VJ 

L / I 
V "" /825 II II 

lL: 1 j 
l.------~ / SO / I 

/ 1 
1/ 

~ '\ / 70 / 
........ V 

/ 

~ ~ 
/ SO 

L 
"'--f-./ 

.2. .4 .6 .S 

Lif t coefficient, CL 

NACA RM L50J25 

~ 

1.0 

M 

1.2 

.96 

.93 

.90 

.875 

.S5 

.S2.5 

.SO 

.70 

.SO 

( c) Pitch ing- moment characteristics (wing fuselage). 

Figure 9 . - Continued. 



5 NACA RM 150J25 33 

.04 
M 

" " "" -" 
1.2 o 

"~ ...... 
................. 1' ........ M - ',,--"", 1.2 

'" 1.93 

.96 o 

0 

oE 

~ 
0 

+-
c 
Q) 

\ .96 / -- "---- //.90 -........ 
'\. ./ 

'" /'/ 1/, ,875 -....... 
"-

'- // 

1/ - .... 
"- ---~ 

.93 

.90 

0 
;;:::: - 0 Q) 

0 
0 

" f- / / / .85 -....... -- 1--- ........... // 

f\. /' i - .875 

+-c 
Q) 

0 E 
0 

E 

"'- // 

/ / .825 ,-- ' - ---..... 
[; 

/ .,./ 

.85 

I 
01 
C 

~ 0 
0 

,,!: 
a.. 

0 

"- / / / / - / .80 
=-::::::: -....... 

II I 

\ // / 
\, / / / / .70 - -- ...... / 

.825 

.80 

\ // 

\ // / -- -- / 
...... / 1/ .60 

\ / 

o .70 

"- 1.-/ / -, f----

.............. 
/ 

.......... " 
o .60 

\ / 
'-... 1--

~ 
-.04 

-:2 o .2 .4 .6 .8 1.0 

Lift coefficient, CL 

(d) Pitching-moment characteristics (wing with wing-fuselage interference). 

Figure 9.- Concluded. 



.07 

dC .06 
L 

aa 
.05 

.04 

.05 

~CL 

"da .04 

I 

I----

o Wing -fuselage 

0 - ---- Wing with wing-fuselage 
interference 

C
L 

=0.4 

1/ 

I-- V / 
./ -

r---..... /~ 1--- / 
./ 

F 

0 

& 

.5 .6 .7 .8 .9 1.0 1.1 1.2 

Mach number) M 

Figure 10. - Comparison of the slopes of the lift curve (at CL = 0 and 
CL = 0 .4) with Mach number for the wing-fuselage configura tion and 
the wing with wing-fuselage inter ference . 

I 

i 
1 

i 

lJJ 
+" 

~ 
~ 

~ 
t-' 
\Jl 
o 
c.., 
f\) 
\Jl 



.03 

0 
u 

.02 
... 

+-
c:: 
Q) 

u 
...... .01 ...... 
Q) 

0 
u 

~ 0 
0 
~ 

0 

.5 

-
r---

----

.6 

o Wing - fuselage 
d ---- Wing with wing-fuselage 

interference 

>-

----I-- -- - r- - - - --

.7 .8 
Mach 

.9 
number 

1.0 1.1 

Figure 11 . - Comparison of the drag coefficients at zero lift with Mach 
number fo r the wing- fuselage configuration and the wing wi t h wing­
fuse l age inter ference . Sting- inter fe r ence t ares have been appl ied 
to the wing- fuselage - configuration data. 

(.) 
, 

(5 

~ 
I 

1.2 

~ 
:r> 

~ 
t; 
o y 

~ 

W 
\Jl 



x 
a 
E ...-o 

""-

16 

...J 12 
~ .. 
o 
+­a 
~ 

Ol 
a 
~ 

-0 
I 

+­
'+-

E 
~ 

E 
x 
c 
~ 

8 

4 

o 
.5 

-~ 

.6 

r--

.7 .8 
Mach 

.9 
number, 

---

M 
1.0 1.1 

Figure 12 .- Variation of the maximum lift-drag ratio with Mach number for 
the wing-fuselag~ configuration. Sting-interference tares have been 
applied to the data. 

(~ 

~ 
j 

1.2 

w 
0\ 

~ 
f) 
:t> 

~ 
t-< 
\J1 
0 
~ 
f\) 
\J1 



NACA RM L50J25 37 

0---- Wing - fuselage 
0'- - - Wing with wing -fuselage 

.2 

ac 
m 

-.2 

.2 

-.4 

.2 

dC 
__ m_ 0 

dCl 

-:2 
.5 

r---
-

~ 

........ -
.6 

interference 

-- C
l 

=0.4 -
---------.-1--- ---- -- ........... 

CL =0.25 -

r .1--r---
...... / ~ 
---- ...... --- I-- ...... , - ...... ~- .,.../ 

" 

C = 0 
L 

~ ------------- - - - I 
(. 

~- -

~ )' (. 

.1 .8 .9 1.0 1.1 1.2 
Mach number, M 

Figure 13 .- Variation of the slopes of the pitching-moment curve with Mach 
number for the wing-fuselage configuration and the wing with wing­
fuselage interference at several lift coefficients (CL = 0, 0.25, 
and 0.4) . . 



.4 

.3 

~H 
-q-

.2 

.1 

o 

.6 

.5 

.4 

~H 
-q-

.3 

.2 

.1 

o 

M = 0 .60 

A ~\ 
I-- a.. Ilk ~. 

(deg IJ \\ 
14 1/ \~ 
12 0 \ \ 10 
8 I 

\~\ 
6 -~ ~ I~ 

4 ---'" 

M = 0 .9 3 

;t" ./\ 
/ /i -.1 

II / ~ \ 
/ 

10 1"-./ ;' III II J 
I VI \ / I I 

I 
II ! 6 - i'sJ II 

I I I j \ 
8 - -7j V; \ \ \ \ 14 ----12 -1\ 

\ ~-"'--\ \ -
4 - V 

o .1 .2 .3 

Sem ispan above wing-chord 
pl ane 

.4 0 

NACA RM L50J25 

/ r\ 
a.. / \ M = 0 .85 

(deg 

12 / ~ \1 
10 1 _\ ~ 14 

\ I 
\ 

6 \/ \ jl\ 
8 ~ \ 
4 
~ \" .'-\ 1\ 

\ M = I. 2 
I 

10 / \ 
\ 

\ 

\ 

8 / r\ 

\ u ~ 

\ \ \ 
6 \ \ \ 

\ \ 
4 - \ \ 

\ k \~ 

.1 .2 .3 

Semis pan above wing-chord 
plane 

-

.4 

(a ) Locati on 0 .083 semispan from pl ane of symmetr y . 

Figure 14 . - Wake char acteri stics as measured 1.225 wing semispans behind 
the 0 .25 c pos i tion of t he wing . 

---- - -----



NACA RM L50J25 

.2 

~H I q . 

o 

.2 

~H I q . 

o 

ex., 
M=0 .60 (deg) 

8 -
~ 0 

10 ~ \\ 6 -~ ~ 
12 ----'" ~~ \ \ 
14 -- \ 

~. 
4 -

M=0.93 
( 

10 b '\ \ 8~ 

12- ......,. ~. \ \ 
6 -
~ ~: 14 t-- ~. 

4 -

o .1 .2 .3 

Semispan above wing-chord 
plane 

.4 0 

ex., 
M=0.85 (deg) 

10 rv 6 - \ 
12-~ ~ \ 8 - ,\ 

~ ~\ 14 ..Ai 

4 -' 

8 -~/ \ M = 1. 2 

6 -
~,~ 

I 

10 \ 
'l \ 

1\ \ 
4 -
~ 

.1 .2 .3 

Sem ispan above wing - chord 
plane 

(b) Location 0 .292 semispan from plane of symmetry. 

Figure 14.- Concluded . 

39 

.4 



40 NACA RM L50J25 

6 

4 

2 

0. 

0. 

0. 

01 0 
Q) 

-0 

IV 

- 0. 
Q) 

01 
C 
o 

'5i 0. 
o 
;: 
c 
;: 
o 
o 0. 

0. 

0. 

0. 

-2 

Wing-fuselage 
- - - Wing and wing-fuselage interference 

-.l 
-.l 

Ii M 
M !.l 

R-
o L? v 

l::::: 

1/ V-
I-- 0. 

M 
I "" V 

L2 k? t--L--' 
I-r 

r--
1 lL 

LI. 

o .9t 
""" 

.96_ 
I::::: 

f-

r~6 
~ o 

v 
i:2j ~ 

r:": 
0 6::: Li I...-: 

f-': 
I-- L 

~ 
.~ V l::::-

t', 
f'" v 

V I-0. 
v V f:/ 
I~ 1/ I-I-

)C l- V X I- IL 

O~o. 
I;:" ~ v f::" 

I--" o 
1/ J2\ ~ 

v ~ 

.87~ r--
0. 

~875 
k 

r-
I~ 

l- t--
.875 l-
V 

v 0. 
f-': v 11" 

I--" I:::. r-

~ 
P" 

I--' 
0. :1 k::: 

3: 
""""", 

3: ...- 1/ 
"",r 1-1-'" 0. 

82~ "'" 0.121 

:-J 1/ 
F- 1/ 

~825 l- F--
j:::::v 

0. 
v k-' J. tLD,b 

.80,...... 
0. '1 1-1-

0. l- v 
j:::' 0. 

V I...-: J IL h'B 
J. 

r.-70 ~ 

0....- 11 

v 1/ 
r-7C v 

kF" 

v V 
V L"..-

0. 
k::'F-

Y-' r-
.60. r 

0. b-f:::'!--
3C v 1-1- t-
f" 0. 

I- 0.125 semispqn above-
I- - wing-chord plane -

I-f- 0..375 semispqn above I-f-
f-f- wing-chord plane f--

I- 0..250. semispan above - I-f-

I- Wing-chord plane - I-f-

.1 

-" 

j.--' 

V 

b. 

l-
t-

M 
L2 

96 

.93 

.90 

.875 

.85 

.825 

.80 

.70. 

.60. 

I I 
-~2 0. 2 4 6 8 10. 12 14 -2 0. 2 4 6 8 I 0. 12 14 -2 0. 2 4 6 8 I 0. 12 14 

Angle of attock, a ,deg ~ 

(a ) Location 0 .083 semispan from plane of symmetry. 

Figur e 15 .- Var iation of downwas h angle with wing angle of attack for 
var ious Mach numbers at thr ee tail locations as measured 1. 225 wing 
semispans behind the 0 . 25c position of the wing. 



6 NACA RM L50J25 

a> 
Q) 
-0 

\U 

Q) 

c;, 
c 
0 

L-
U) 

0 
~ 
c 
~ 
0 

0 

6 

4 

2 

o 

o 

o 

0 

0 

0 

0 

o 

o 

o 
- 2 
-4 

f-IM 

1--:1.2 "-
1--:1- V 

1'-1-

f-:-

.~ 
v 

t:::::r 

.~3 
...l--
1 / 
I 

.~O I, I 
V 

1.f- f- I1I 
:.--r 

~75 / 

I- ...-

VV 
.t 1/ L 

I 
.825 

..1-:- F-
I V 
I 

-:-~O f-
J.- e-f-

I IV /V 

-to v/ 
f- // 

F-
/. 

~~ 

f- .-

Jj t~semlspan a :Jove 
wing-chord plane 

o 

o 

o 

o 

o 

o 

o 

o 

o 

o 

---Wing-fuselage 

- -- Wing and wing-fuselage interference 

.;( 

.2,..... t-- =\~ 
I-

I/ o f-
v 

P' 

I? IP'F- I .... 

r.-96 i'" I 1--:9~ I-o 
V 

.~3 
k'" 

V / 1--:~3 ~I-

I-
"",P' V 

V "'" IVIV 
V o 

V 
/ 1/ 

.90 "'" V . 1t I?f-
f-o'P' V 

V 
~ VI 

v 1/'/ o 
I "''V 

VV r---
_tIi -::-P' V .~:75 "'" I/. 

"",p-

V 
/ o 

IV 
v 

~t,o "'" I~ 

V- / 
F-' LV 

o 

.825 t:;:/ I~: 

"" i,....-

F-o 
V 

1(, 
.80 k::'P' V. 

V-
I-":: o 

y 

.70 b' r/ '<" ~ 
f""" Vv-

r--o 

.60 ~ .EiC 
k<f" o 

) )( semispan above 
w no-chord .olone 

-.0'1125 semisp~above 
-I wing-cbQrd Dione 

-2 0 2 4 6 8 10 12 14 -2 0 2 4 6 8 10 12 14 2 0 2 4 6 8 10 12 14 

Angle of attock, a ,deg ~ 

(b) Location 0 . 292 semispan from plane of symmetry. 

Figure 15 .- Conc luded . 

41 



42 

.6 

.4 

.2 

o 

.6 

.4 

.2 

o 
.5 

- -

f-

-

.6 

NACA RM L50J 25 

O----Wing- fuse lage 

d-- - Wing with wi ng-fuse lage 
interference 

-
./ ~" \ 

[\ 

-- - ---- \ 

CL- 0 .4 

/ \., / 
I 

../ 
1'"'--

-- - - - -

C :: 0 
L 

.7 .8 .9 1.0 1.1 
Mach nu mber, M 

.cf 
J 

~ 

1.2 

(a ) Loc at i on 0.083 semispan from pl ane of symmetry. 

Figure 16 . - Variation of the slope of the downwash curve with Mach numbe r 
at two lift coefficients f or a probable t a i l location at two wing 
semispan positions at a t a il height of 0. 375 wing semispans above the 
wing- chord plane. 



7 J NACA RM L50J25 

oa 

1.2 

1.0 

.8 

.6 

.4 

.2 

o 

.6 

.4 

.2 

o 
.5 

o Wing-fuselage 

d-- -- Wing with wing-fuseJage 
i nterferen ce 

'" / -V-
"-./ \..... 

// 

,/ / 
~ 

II ----
~I\ 

V V- 11 

C
L 

= 0.4 

/~/ 

I---- r-- _____ / 

~ - 1-- -----V 

C = 0 
L 

.6 .7 .8 .9 1.0 

Mach number, M 

8' 

~ 

1.1 1.2 

(b) Location 0 . 292 semispan from plane of symmetry. 

Figure 16 .- Concluded. 

N ACA - Langley 

43 


