
RM A50K15 

NACA 

RESEARCH MEMORANDUM 

THE EFFECTS OF CENTRALLY MOUNTED WING-TIP TANKS 

ON THE SUBSONIC AERODYNAMIC CHARACTERISTICS 

OF A WING OF ASPECT RATIO 10 WITH 350 

OF SWEEPBACK 

By Bruce E. Tinling and W. Richard Kolk 

Ames Aeronautical Laboratory 
Moffett Field, Calli. 

NATIONAL ADVISORY COMMITTEE 
FOR AERONAUTICS 

WASHINGTON 
February 21, 1951 





1 NACA EM A50K15 
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RESEARCH MEMORANDUM 

THE EFFECTS OF CENTRALLY MOUNTED WING-TIP TANRB ON THE 

SUBSONIC AERODYNAMIC CHARACTERISTICS OF A WING 

OF ASPECT RATIO 10 WITH 350 OF SWEEPBACK 

By Bruce E. 'Tinling and W. Richard Kolk 

SUMMARY 

The effects of three centrally mounted wing-tip tanks on the aero
dynamic characteristics of a cambered wing having an aspect ratio of 10 
and 35° of sweepback were investigated. The three tip tanks had equal 
volumes and fineness ratios of 10, 6.67, and 5. The Reynolds number was 
varied from 2,000,000 to 10,000,000 at a Mach number of 0.25, and the 
Mach number was varied from 0.25 to 0.90 at a Reynolds number of 
2,000,000. Lift, drag, and pitching moment were measured. The tip tanks 
reduced the maximum lift-drag ratio approximately 10 percent at a Mach 
number of 0.25 and a Reynolds number of 10,000,000. The reduction in 
drag-divergence Mach number caused by the tip tanks was small, the maxi
mum reduction being about 0.02. In general, the reduction in the drag
divergence Mach number and in the lift-drag ratio at high Mach numbers 
caused by the tip tank having a fineness ratio of 10 was less than that 
caused by the tip tanks having fineness ratios of 6.67 and 5. At Mach 
numbers less than the drag-divergence Mach number the tip tanks caused 
an increase in static longitudinal stability indicated by a change in 
pitching-moment-curve slope aCm/aCL of about -0.08. At low speeds, a 
vane near the tank-wing juncture alleviated flow separation near the 
juncture at Reynolds numbers of 6,000,000 and 10,000,000. 

INTRODUCTION 

The use of auxiliary fuel tanks mounted on the wing tips has been 
successful in extending the range of airplanes with unswept wings. 
Results of wind-tunnel tests have indicated that properly designed wing
tip fuel tanks may be used with unswept wings with very little change in 
the pitching-mament characteristics. In some instances (reference 1), an 
improvement in the drag at high lift coefficients was attained due to the 
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increase in the effe'cti ve aspect ratio resulting from the end-plate 
effects of the tip tanks. ~ta concerning the effects of external 
stores, including ving-tip tanks, on the aerodynamic characteristics of 
a tailless airplane having a ving with an aspect ratio of 3.01 and 350 

of sweepback are presented in reference 2. The effects of bodies of 
revolution mounted on the tips of a wing having an aspect ratio of 3.5 
and 63 0 of sweepback are presented in reference 3. 

The present investigation was conducted in the Ames 12-foot pressure 
wind tunnel to evaluate the effects of centrally mounted wing-tip tanks 
having fineness ratios of 10, 6 . 67, and 5 on the aerodynamic character
istics of a cambered wing having an aspect ratio of 10 and 35 0 of sweep
back. The results of tests of the semispan model wing without tip tanks 
have previously been reported in reference 4. 

The tests were conducted over a range of Mach numbers from 0.25 to 
0.90 at a Reynolds number of 2,000,000 and over a range of Reynolds num
bers from 2,000,000 to 10,000,000 at a Mach number of 0.25. 

NOTATION 

CD Qrag coefficient ( drqasg) 

Cnn-. 
-lllln 

minimum profile-drag coefficient assuming elliptical span load 

distribution, minimum value of (C~ _ ~L:) 

CL lift coefficient ( l!~t) 

Cm pitching-moment coefficient about axis passing through the quar-

(
pitching moment) ter point of the mean aerodynamic chord 

qS c 

Cillo pitching-moment coefficient for zero lift 

A aspect ratio ( ~: ) 

M Mach number ( ~) 

R Reynolds number (P::) 

S semispall wing area, square feet 
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V airspeed, feet per second 

LID 

a 

b 

c 

c 

q 

p 

lift-drag ratio (
lift) 
drag 

speed of sound, feet per second 

span of complete wing, measured perpendicular to the plane of 
symmetry, feet 

chord, measured parallel to the plane of symmetry, feet 

(
f
b/2 C2dY) 

mean aerodynamic chord ~72 ' feet 
f c dy 
o 

dynamic pressure, pounds per square foot 

angle of attack, degrees 

angle of attack for zero lift, degrees 

density of air, slugs per cubic foot 

absolute viscosity, slugs per foot second 

MODELS 

The semispa.n model wing bad 350 of sweepback of the quarter-chord 
line, a taper ratio of 0.5, and represented a wing of aspect ratio 10. 
The streamwise wing sections were the NACA 641A312 with a modified 
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a = 0.8 mean line. (See reference 5 .) The coordinates of the section 
are tabulated in table I. The three tip tanks were bodies of revolu
tion having equal volumes and baving fineness ratios of 10, 6.67, and 5. 
For each of the tanks, the longitudinal section containing the axis was 
that of an NACA 65A-6eries airfoil. (See table II.) Each tank was 
equipped with a vane, the purpose of which was to prevent flow separa
tion at the tank-wing juncture. Details of the wing and tanks, and the 
position of the vane are shown in figure 1. The model wing and the tip 
tanks were furnished by the Lockheed Aircraft Corporation. 

The turntable upon which the model was mounted in the wind tunnel 
is directly connected to the force-measuring apparatus. The model was 
mounted with the root chord in the plane of the turntable and the 
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turntable-model juncture was sealed. A photograph of the model mounted 
:Ln the wind tunnel and of a typical tip-tank installation is shown in 
:figure 2 . 

TESTS 

Two series of tests were conducted: one to evaluate the effects of 
compressibility at a constant Reynolds number, and one to evaluate the 
effects of Reynolds number at a low Mach number. Lift, drag, and pitch
ing moment were measured over a range of angle of attack sufficient to 
obtain lift coefficients from less than zero to that for stall, except 
where the range was limited by the capacity of the force balance or by 
the strength of the model. 

The tests to evaluate the effects of compressibility were conducted 
at Mach numbers from 0.25 to 0.90 and at a Reynolds number of 2,000,000. 
The tests to evaluate the effects of Reynolds number were conducted at 
a Mach number of 0.25 and at Reynolds numbers up to 10,000,000. 

CORRECTIONS TO DATA 

The data have been corrected for the effects of tunnel-wall inter
ference, including constriction due to the presence of the tunnel walls, 
and approximately for model-eupport tare forces, 

Corrections to the data for the effects of tunnel-wall interference 
originating from lift on the model have been evaluated by the methods of 
reference 6, using the theoretical span loading for incompressible flow 
calculated by the methods of reference 7. The corrections added to the 
drag and to the angle of attack were 

Constriction effects due to the presence of the tunnel walls were 
computed by the methods of reference 8. These corrections have not been 
modified to allow for the effect of sweep. The magnitudes of the correc
tions to the Mach number and to the dynamic pressure are shown in the 
following table: 
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Corrected Uncorrected q corrected 

Mach number Mach number q uncorrected 

0.600 0.599 1.002 
.700 .699 1.002 
.750 .748 1.003 
.800 .798 1.003 
.825 .822 1.004 
.850 .847 1.004 
.875 . 871 1.005 
.900 .894 1.007 

A correction to the drag data was made to allow for forces on the 
exposed surfuce of the turntable. This correction was determined :from 
t es t s with the model removed from the tunnel. The following tare C OI'

r ecti ans were subtracted from the measured drag coefficient s: 

R X 10-8 M CD 
tare 

10 0.25 0.0044-
6 .25 .0045 
4 .25 .0046 
2 .25 .0050 
2 .40 .0053 
2 .60 .0056 
2 .70 .0058 
2 .75 .0060 
2 .80 .0062 
2 .825 .0063 
2 .85 .0064 
2 .875 .0066 
2 .90 .0067 

No attempt was made to evaluate tares due to interference between 
the model and. t he turntable or to compensate for the tunnel -floor 
b oundary layer Which, at the location of the ,model, had a displacement 
thickness of one-half inch. 

5 
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RESULTS AND DISCUSSION 

Effects of Reynolds Number 

The results of tests conducted to evaluate the effects of changing 
Reynolds number on the aerodynamic characteristics of the wing alone and 
of the wing and tip tank combinations are presented in figure 3. As 
reported in reference 4, decreasing the Reynolds number resulted in a 
reduction of lift over the outer sections of the wing. This reduction 
of lift caused a large change in the aerodynamic characteristics of the 
wing alone. As would be anticipated from these results, the effects of 
Reynolds number on the wing and tip tank combinations were also large. 

The lift-drag ratios computed from the data shown in figure 3 are 
:presented in figu:re 4. Inspection of these data reveals that the decre
Dlent of the lift-drag ratio caused by the tip tanks was dependent upon 
the test Reynolds number. At lift coefficients near that for the maxi
Dlum lift-drag ratio, the tip tanks caused a greater decrease in the lift
d_rag ratio at a Reynolds number of 2,000,000 than at a Reynolds number 
of 10,000,000. At higher lift coefficients, increasing the Reynolds num-
1)er had the opposite effect, the tanks causing a greater decrease in 
lift-drag ratio at a Reynolds number of 10,000,000 than at a Reynolds 
number of 2,000,000. 

Effects of Wing-Tip Tanks at Low Subsonic Speeds 

Only the data obtained at a Reynolds number of 10,000,000 will be 
c onsidered in discussing the effects of tip tanks on the low-£peed 
aerodynamic characteristics since these data are the most nearly repre
E:entative of full-£cale conditions. The data obtained at a Reynolds 
Ilumber of 10,000,000 and a Mach number of 0.25 are presented in figure 5. 
~~he values of some pertinent aerodynamic parameters as obtained from the 
d_ata of this figure are presented in the following table: 

l __ ~ __ 
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Wing and Tank. 

Parameter Wing alone Fineness Fineness Fineness 
ratio 10 ratio 6.67 ratio 5 

1 ( 0 CLlda, ) 
design Cr. 0.075 0.079 0.079 0.079 

(oCmldCL) 
design CL 

-.046 -.124 -.150 -.150 

2~ 1.24 1.27 - -- 1.27 

~ -.048 -.050 -.046 -.048 

a,o -2.2 -2.1 -2.1 -2.1 

CD .0060 .0069 .0069 .0070 
0 

(LID) 34 31 31 30 
max 

CL for (L/D)max .40 .42 .39 .35 

lThe design lift coefficient of the wing was approximately 0.25 
(streamwise sectio~ design lift coefficient multiplied by the 
cosine of 350

). 

2At R ~ 6,000,000 (fig. 3). 
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The increase in lift-curve Slope of 0.004 per degree due to the tip 
tanks was primarily due to an increase in the effective aspect ratio 
caused by end-plate effects. Computations based on the lift of an iso
lated body of fineness ratio 9.9 (reference 9) indicate that the lift 
forces on the tanks could not account for an increase in the lift-curve 
slope of more than about 0.0003 per degree. Previous studies of wing 
and centrally mounted wing and tip tank combinations have, in some 
i nstances (reference 1), indicated a reduction in the induced drag due 
to an i ncrease in the effective aspect ratio, which, at large lift coef
ficients, was sufficient to compensate for the drag of the tanks. The 
variation of CD - C

DOmin 
with lift coefficient squared, presented in 

figure 6, shows that the value of CD - en was, in general, greater 
Omin . 

for the wing and tip tank combinations than for the wing alone. This 
indicates that the decrease in induced drag resulting fram an increase 
in effective aspect ratio due to~he tip tanks in the present investiga
tion was not sufficient to compensate for the increases with lift coef
ficient in the profile drag due to the tank. 

The tip tanks caused an increase of static longitudinal stability 
as is indicated by a change in the pi'tching-moment-curve slope oCm/2lCL 
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of about -0.08. It should be noted, however, that on swept wings the 
weight of tip tanks and tip tank fuel is destabilizing since the instal
lation is aft of the normal center of gravity. The aerodynamic effects 
therefore tend to counterbalance the mass effects of tip tanks. 

As the lift coefficient was increased above about 0.3, the static 
longi tudinal stability of the wing alone gradually became less. The 
static longitudinal stability of the wing and tip tan,k combinations, 
however, showed a more definite discontinuity as the lift coef1 1cient 
was -increased beyond about 0.3. (See fig. 5.) 

Effect of Wing-Tip Tanks at High Subsonic Mach Numbers 

The data obtained at Mach numbers from 0.25 to 0.90 at a Reynolds 
number of 2,000,000 are presented in figure 7. The effects of Mach num
ber on the wing alone bave previously been reported in reference 4. 

The drag coefficient as a function of Mach number is presented in 
figure 8 for several values of lift coefficient. The Mach numbers for 
dr~g divergence, defined as the Mach number for which oCD/OM = 0.1, 
are presented in the following table: 

CL 
Wing Fineness Fineness Fineness 
alone ratio 10 ratio 6.67 ratio 5 

0 0. 88 0.88 0.87 0.86 
.2 .85 .84 .84 .83 
.4 .82 .81 .80 .80 
.6 .76 .76 .76 .75 

In addition to having a higher drag-divergence Mach number than the 
other wing and tip tank combinations, the drag of the wing ~nd tip tank 
of fineness ratio 10 was less than that of the other wing and tip tank 
combinations ~t the higher Mach numbers. The lower drag of the wing 
and tip tank having a fineness ratio of 10 is further illustrated in 
figure 9 where the variation of lift-drag ratio with lift coefficient 
is presented. Up to a Mach number of about 0.70, these data indicate 
no important differences between the lfft-drag ratios of the three wing 
and tip tank combinations. At Mach numbers greater than 0.70, the 
lift-drag ratio was, in general, greater for the wing and tip tank com
bination with the tip tank having a fineness ratio of 10 and least for 
the combinations with the tip tank having a fineness ratio of 5. 
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The possible effect of Reynolds number mu£t be considered when cam
paring the lift-drag ratios of the wing alone and the wing and tip tank 
combinations at high Mach numbers. The results of tests at a Mach num
ber of 0.25 indicated a large effect of Reynolds number on the decrement 
in lift-drag ratio due to the tip tanks. If these ef£ects prevail at 
the higher Mach numbers, the decrement in lift-drag ratio due to the tip 
tanks for lift coefficients near that for maximum lift-drag ratio will 
not be as great at fUll-scale Reynolds numbers as indicated by the data 
at a Reynolds number of 2,000,000. At greater lift coefficients, an 
increase in Reynolds number may cause an increase in the decrement in 
lift-drag ratio due to the tip tanks. (See fig. 4.) 

The effects of tip tanks on the lift-curve slope and the pi tching
mament-curve slope at high subsonic speeds are summarized in figure 10 
for a lift coefficient of 0.25. For Mach numbers up to about that for 
drag divergence, the tip tanks increased the lift-curve slope by approx
imately 0.005 and caused the pitching-moment-curve slope dCm/dCL to 
more negative by about 0.08, indicating an increase of static longitudi
nal stability. The tip tanks caused no significant change in the Mach 
number at which the abrupt decrease of lift-curve slope occurred. Tbt:l 
tip tanks of fineness ratios 6.67 and 5, however, did decrease the Mach 
number at which a decrease of static longitudinal stability occurred. 

Effectiveness of the Wing-Tip-Tank Vane 

The aerodynamic characteristics of the wing and tip tank having a 
fineness ratio of 6.67 both with and without the tip-tank vane are pre
sented in figures 11 and 12. The results at a Mach number of 0.25 and 
Reynolds numbers of 6,000,000 and 10,000,000 show that the vane allevi
ated the separation effects over the outer sections of the wing. This 
alleviation is evidenced by the larger ne gat i ve value of pi tching-moment 
coefficient, increased lift coefficients, and decreased drag coefficientB 
at angles of attack greater than about 70 when the vane was in place. 
The effect of the vane at a Reynolds number of 2,000,000 at Mach numbers 
from 0.25 to 0.875 was small except at a Mach number of 0.70. At this 
Mach number, the lift coefficient at which a reduction of static longi
tudinal stability occurred was increased from about 0.5 to 0.7 by the 
vane. 

CONCLUSIONS 

The results of wind-tunnel tests to evaluate the effects of cen
trally mounted wing-tip tanks on the aerodynamic characterists of a 
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cambered wing having an aspect ratio of 10 with 350 of sweepback have been 
presented. These results indicated that: 

1. The reduction in maximum lift-drag ratio due to the tip tanks 
was about 10 percent at a Reynolds number of 10,000,000 and a Mach number 
of 0.25. The decrement in the lift-drag ratio due to the tip tanks was 
dependent on the test Reynolds number. 

2. The reduction in the drag-divergence Mach number due to the tip 
tanks was small, the greatest reduction observed being approximately 0.02. 
The reduction in the Mach number for drag divergence and in the lift-drag 
ratio at high Mach numbers was less for the tip tank having a fineness 
ratio of 10 than for those having fineness ratios of 6.67 and 5. 

3. The tip tanks caused the pi tching~omentr-curve slope dCm!d CL 
to be changed by about -0.08 at Mach numbers up to approximately the Mach 
number of drag divergence. 

4. A t low speeds and Reynolds numbers of 6,000,000 and 10,000,000 
the vane near the tip tank and wing juncture alleviated the local separa
tion. 

Ames Aeronautical Laboratory, 
National Advisory Committee for Aeronautics, 

Moffett Field, Calif. 
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TABLE I 

COORDINATES FaR TEE NACA 641A312, a = 0.8 (IDDIFlED) 
AIRFOIL SECTION 

[Stations and ordinates given in percent of air~oil chord] 

Upper Surface Lower Surface 

Station Ordinate Station Ordinate 

0 0 0 0 
.364 1.036 .636 .867 
.598 1.267 .902 1.029 

1.078 1.635 1.422 1.273 
2.299 2.324 2.701 1.691 
4.774 3·320 5.226 2.238 
7.265 4.085 7.735 2.626 
9.763 4.726 10.237 2.937 

14.773 5.745 15·227 3.403 
19.793 6.523 ' 20.207 3.732 
24.820 7.108 25.180 3.954 
29.850 7.530 30.150 4.084 
34.883 7.800 35.116 4.128 
39·919 7·911 40.081 4.074 
44.955 7.834 45.045 3.892 
49.990 7.600 50.010 3.610 
55.022 7.233 54.978 3.255 
60.051 6.753 59.949 2.848 
65.076 6.171 64.924 2.406 
70.096 5.494 69.904 1.946 
75.113 4.736 74.887 1.496 
80.135 3.898 79.865 1.094 
85.132 2.959 84.868 ·795 
90 .093 1.995 89.907 .524 
95.047 1.010 94.953 .274 

100.000 .025 100.000 .025 
I 

L. E. radius: 0. 994 percent c 
T. E. radius: 0.028 percent c 
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TABLE II 

[ Station and ordinates given in percent of tank length] 

Fineness Fineness Fineness 
rat io 10 ra.tio 6.67 ratio 5 

(NACA 65AOI0) (NACA 650015) (NACA 65(215)A020) 

Station Radius Station Radius Station Radius 

0 0 0 0 0 0 
.50 .765 .50 1.131 .50 1.508 
.75 .928 .75 1.371 .75 1.828 

1. 25 1.183 1.25 1.750 1.25 2.333 
2.50 1.623 2.50 2.412 2.50 3.216 
5 .00 2.182 5.00 3.255 5.00 4. 340 
7.50 2.650 7.50 3.962 7.50 5. 283 

10 3.040 10 4.553 10 6.071 
• 15 3. 658 15 5.488 15 7.317 

20 4.127 20 6.198 20 8.264 
25 4.483 25 6.734 25 8.979 
30 4. 742 30 7·122 30 9.496 
35 4. 912 35 7.376 35 9. 835 
40 4.995 40 7.496 40 9.995 
45 4.983 45 7.467 45 9.956 
50 4.863 50 7.269 50 9.692 
55 4.632 55 6. 903 55 9.204 
60 4.304 60 6. 393 60 8.524 
65 3.899 65 5.772 65 7.696 
70 3.432 70 5.063 70 6. 751 
75 2.912 75 4.282 75 5. 709 
80 2. 352 80 3.451 80 4. 601 
85 1. 771 85 2.598 85 3.464 
90 1.188 90 1. 743 90 2. 324 
95 .604 95 .887 95 1.183 

100 .021 100 .032 100 .043 

Nose radi us, percent of tank length: Fineness r at i o 10, 
0. 639; fineness ratio 6.67, 1.446; fineness ratio 5, 
2.571. 
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Dimensions shown in inches 

unless otherwise noted. 

0.25 chord line --, 

Geometrical constants 
of the wing alone 

Aspect ratio 10. 07 

Toper ratio 

Area 

C 

0.500 

5./30 ft2 

I. 050 ft 

Tonk 

Fineness 
ratio 

d 

I 

I 

I 2 3 

10 6.67 5 

62.30 62.38 62.34 

40.80 31.40 25.85 

AirfOIl section and tip-tonk coordinates are given in tables rand lI. 

(0) Wing and tonk assembly 

Figure /.- Geometry of the models. 
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1_'1 . \ ~I .\ ~I .\ ~I .\ ~I 1\1 I 

Figure 2 .- Photographs of the model mounted in the Ames 12-foot 
pressure wind tunnel and the tip-tank installation . 

17 



• 

....,.------ ------------------------------_.-. --- .- - --- _. 



.. 

1.4 

1.2 
-r-(l 

~ -->-w -A ~ ..if 
,..JV 

......, ~ b-- n ~ 

1.0 ~ ~ ~ ~ "0.... 
.AI V>', f' ~ 

.fY 
..0-~ f:O.. .. V" -.: r-,l.. "' ~ ~~ ~ (Yli ~ h ~r1 a::: y---- .-JY 0 

.8 --- 0.-. 
\. 1'0- ~ ~ .)~ r ':7 b-.. 

.......... ~ ~ ~r> ~ ~ (S 
....... .6 

.~ ... . \) 
:::: .4 
III a 

:::: .2 ... 
~ 

0 

~ ~ l#~ ~ R 
~ JI",1 ~ Cl 2,000,000 ~ d~ ;r 

El 4,000,000 tI r t 6,000,000 0 
~ j! 

A 10,000,000 
~ rJ ~ 
r ~ 

1$ ~ 

-:-2 
~ '0 ,~ iij 

~ 
I I I .12 .08 .04 0 -.04 -.08 o .04 .08 .12 .16 .20 .24 .28 -4 0 4 8 12 16 20 24 

Pitching-moment coefficient, Cm Drag coefficient, Co 
Angle of attOCK, a, deg 

( 0) Wing alone. 

Figure 3 .- The effect of Reynolds number on th6 low-speed aerodynamic characteristics. M,0.25. 

l 

~ 
~ 
~ 
:x:
VI 

B 
VI 

I-' 
\0 



1.4 

12 

10 

.8 
~ 

1f .6 
.~ 
.(j 

:::: 4 
lb' 

8 
~.2 
-....J 

o 

-:.2 

~ 'V 7-
-u.. 10-

-~ (l-. 

0;;:: h r--... 

r--. :>-

f-D... 
v-.... 
~ f-n 

!U-n ~ 
-.....~~ 'tb ~ 

'C1'q rr V 
~ 
I~ 
f tI 

I ~ 1/ 

1 iP IJl 
~ ) 

I ~ I( 
If[ t 
~ 

~ ~ j..-O- -v -v 

ff~ ~ ?-o 
...0-~ I.---!J 

kg: ~\\ JC p- lY 
lAY V ~ ..... 

[o- ~ W b [@ ....J. yo""" 

If ~ ,~ 

~ ~ Jj 
-

~ ~ 
11 ~ R 

o 2,000,000 

~ 
o 4,000,000 
o 6,000,000 
t:,. /0,000,000 

) 
9 

~ 
I I 

./6 .12 .08 .04 0 -.04 -.08 -:/2 -:/6 
-4 0 4 8 /2 

o .04 .08 ,/2 ./6 .20 .24 .28 .32 
/6 20 24 

Pitching-moment coefficient, em 
Angle of attack, a, deg 

Drag coefficient, CD 

(b) Wing and tip lank of fineness ralio 10. 

figure 3.- Conhnued 

f\) 
o 

~ 
&; 

~ 
~ 
\J1 

~ 
f-' 
\J1 



1.2 

[0 

.8 

~ 
......... 6 
c:: 
.~ 
.~ 
~ 4 -....:: . 
Cb 
C 
~ 

~ .2 
~ 

o 

-.2 

1-0. ---t _ 

-~ 

I I I 

0-

~v -P-- f..n 
cf-

I-< t::::::::, h 

~ 

rl 

if 
~~ 

1c6> 
--- --

I""----~ 
~ b. ~ j 
P--

'[ 

10 ~3 
\.f'c\ C rt ~ .., 

~aY> j"r < 
It ~ lL 

JJ? 
Iffi ~f 

.J p Jl r j 
r 

if 
~ 

J:> ..if 
l& ~~ 

~ ~ >' b 

.fir f 
r ~ 

[ 
l 
~ 

~ 
~ 

.r.'. 
'i 

~ 

~ 
(;1 

~ ..-() -C V P--

P': j.o-p-- -u 
V ~, w---

!Ii Irv"'" 
!0'r-' 

~ 

R 
0 2,000,000 
0 4,000,000 
0 6,000,000 

/:;. 10,000,000 

~-
I I I 

~ 
~ 

~ 
> 
\Jl 

B 
\Jl 

.12 .08 .04 0 -.04 -.08 -.12 ~/6 0 .04 .08 ,/2 ./6 .20 
-4 0 4 8 12 16 20 

Pitching-moment coefficien~ Cm Drag coefficient, Co 
Angle of attack, a, deg 

(c) Wing and tip tonk of fineness ratio 6.67. 

Figure 3. - Continued. f\) 

!-J 

~~~ ______ ~ ____ ~ ____ ~J 



14 

12 

10 

.8 
c.S 
;..,. .. 6 
t::. 
.~ 
.(,) 
~ 
~i .4 
~ 
~ 

-::::2 ...... 
-...J 

o 

-;2 

f-<t.--.. ~ 0-I--- >-<>-' --0 /- f-AT v 

P--0- ~ yO" ~~ ~ 
.A) ..n -'}oF;" -0.. t'f' -<: 

- "'--fA-- g ~~ ~ l-o-0-
-~ 

I---r---.. ts P--r--r-. .0-- , 
r:f..-r--, ~~ 

'-Q 
Ib.... ~ W ~ b .1J ~ ~ 

IR-
~ fb ~4 ~ }'Y ~ 

"'-c j if tJ V- i! 
tb~ 'r ~ R 1f :fi ~ 

~ fI ; 0 2,000,000 
0 4,000,000 j) f ~ 

A ~ " ~ 
o 6,000,000 

rr ,.I 
/:, 10,000,000 

~ 

M r , 
~~ Jf $ 

r:fl ( e 
~ 

I I I I I I I I I I I I I I I I I I I I I I I I I I I 
.16 .12 .08 .04 0 -:04 -:08 -:12 -:16 0 .04 .08 .12 ./6 .20 .24 .28 .32 

-4 0 4 8 12 16 20 24 
Pitching-moment coefficient, Cm Drag coefficient, Co 

Angle of attock, a, deg 

(d) Wing and tip tonk of fineness ratio 5. 

Figure 3. - Concluded. 

f\) 
f\) 

~ 
~ 

~ 
:x:
\Jl 

~ 
\Jl 



40 

36 

32 

...J~28 
_~"24 
15 
'" 20 
I:), 

~ 16 
I 

$: 12 
...J 

/ 
II ~-

'14 "" ~ f I~ 
l\ 
I\, 

~\ 
~ 

Ll 

l\ 
II 

'i 
I" 

f-t- R= 2000.000 -I' , , 
t- I--

I I I I I 

Wing alone 

---- c::::::::::: --==-
4J 

---- c --::::::-
V 

--~ 

I t""-, 

II - 1\ 
.'~""" Ilr' \ , 
~I ~~ I'L\ I ., -.'\ 

1\\ ~ 'I ~ ~ 
[\ \~ '/ ~~ 
~ '" ~ ~0' 
~ "'iI: ~" ,-'l\. 
~ I'~~ r-... 

" ~ 
~ ~ 
\' 

1\ 
\ 1\ 
l ~ 

r--r- '! ~ 4,Ooqopq- - f- f-t--_r'j 6,oqqopq-t-- f- - -1(=/o,ooo,opq- f-f-

I I I I I I I I I I I 

8 

4 

o o .2 II .6 .8 1.0 1.2 0 .2 II .6 .8 10 12 0 .2 II .6 .8 1.0 1.2 0 .2 .4 .6 .8 10 12 

Lift coefficient, CL ~ 

A'gure 4. - The effect of Reynolds number on the lift-drag ratio at low speed. M,025. 

~ 
~ 
:x:
\Jl 

B 
\Jl 

[\) 
L.U 



1.2 

1.0 

.8 
<..)-.1 

...... 
.6 t:: 

III 
~ ..... ..... ..... 
'b .4 C) 
u 
...... ..... ..... 
-..J 

.2 

o 

-.2 

~ 

D 0 

( 'Q,~ ;; l&D' ~ 
~ ~ ;if) ~ 

'I;> d If r/' f 0 Wing alone = 
lrJ Z .~ 0 <::- L;J -=====- f-----1 

9 sir ~rJ g <> c ~ f--------4 

1/ if X L;;r f-----1 

( ~I ~ 6 ~ f--------4 

c~ /5 ~ 
J l( IJ 

f~ i ~ 
&'rl 41 I~ ~_ 

~-t- III 
o -.04 -.08 -,/2 -./6 

-4 o 4 8 

o 
12 

.04 

16 

.08 

Pitching-moment coefficient, Cm Drag coefficient, Co 

Angle of attack, Of, deg 

Figure 5 - The effect of tip tanks on the low-speed aerodynamic characteristics. 

R, 10,000,000; M, 0. 25. 

" 

f\) 

+-

~ 
&; 

~ 
!l> 
V1 

~ 
V1 



NAeA EM A50K15 25 

.24 

o 

r--- Wing a/one R=6,o0~000 

r---
--- c: -===-

r--- L;J 
/ - ----- C -=====-

.0 

4J / // -

1f~1 ----- ~ -

.j, /' 

.# 1,/ 
~ 

~ 

~ ...... ---.-P-

~ 
,.,.". ~ 

~ -

R=/~OO~OOO 

I-- I 
... --.: ~ I 

~ ~ 
~-

-~ -- I I 
o .2 .4 .6 .8 lO l2 l4 l6 

Lift coefficient squared, C/ 

Figure 6.- The variation of drag coefficient minus the minimum 

profile drag coefficient with bY' coefficient squared. A( a 25. 



1.2 

L-n -- "> ~ !O •. ,J,o::: ~ r--
_ I-V- {..t. L ....01::::'0' 

O VU I ~_ . ...o.:~ ~ I~ 
r'---P--o.. -~~~ ~V;RP'"' 

1.0 

~....j ~ '-~ ~~,J A~ 0 Wing alone I--

.8 

"..... 
t::: 
~ .6 

=s ~~ ~ l£f _ 
~ Jf ~ ;J 0 c::::: 'Q =====- I--.u 

-<::: ...... 
'b 

~ .4 
X ~ Ff~ t) <> C~ f-

r?p of ~ 4T _ 
~ 
-.J ~jj l? ~ 6 ~ C-

~ Y~ )) 
N A l.t 

.2 

-& ~ ~ 
7 K Jf I~ o 

n Ut Ql ~_ 

~ I I I 
-.2 

.08 .04 0 -.04 -.08 -./2 o .04 

-4 0 4 B 12 /6 
Pitching-moment coefficient, Cm 

Angle of attock, Cf, deg 

(0) M. 025 

.08 

20 

.12 ./6 .20 

Drag coefficient, Co' 

Figure 7 - The effect of tip tanks on the aerodynamic characteristics. R, 2,000,000. 

II 

IV 
0\ 

~ 
&; 

~ 
:x> 
\..Jl 

~ 
f-' 
\..Jl 



/.0 

.8 

(.J-..I 
... . 6 

....... 
t:: 

. ~ 
\,) 

~ 4 ...... . 
Q) 
C) 
\,) 

~ .2 
-....J 

o 

I 

~ ~~~ ~~ ~ 
---1-0 """'I~ . ~r ~ -:tfJ~ 

t--- '\ 0- ,.J ~,p 
~ro.-~ P'--.~ ~,.Y 0 Wing alone I-----l 

1<\ ., ~ JifI ~ I-----l 

"C\ '1 v ~ E 0 c:::::: -z;J ===- ~ 
~~1 8 <> c~ ~ 
9)~ j1 ? L\J ~ 

l? A"~ II 1 6. c.:=:::> f---1 

dt'l eI I) LS;I 

~ ~ ~ 
P f ~ 

4: ) 1;T I Q} 

-.2 ~~-4-+-+~~~~~+-+-~~~~-+-+-T-r:r~~I~-

. /2 .08 .04 o -. 04 -.08 -./2 -. /6 o 

-4 
Pitching-moment coefficient J em 

o 4 8 /2 

Angle of attack J 01, deg 

(b) M, 0 .40. 

Figure 7- Continued. 

.04 

/6 

.08 ,/2 
I I I 

. /6 .20 

Drag coefficient J Co 

~ 
~ 

~ 
> 
\Jl 

~ 
\Jl 

I\) 
-.l 



/.0 

.8 

~-..j 

... 6 
...... 
I:: 
.~ 
.I.l 
~ .4 
Q) 
() 
I.l 

~ .2 
...J 

o 

-.2 

~ ~ 
- -I. 

~ ~ fti;A. ( ~ r--c ~ 
l""-

f 
~c 

rm ~ 
'0--

J. 
L:'1 I'n 

~ 7J ), 

r ~ LY ~ 

If V j'P 
)'~ ~ 

I eXt 
". d 

~ b' 
) P 

q 

A ~ , 
r"> 

-..!., IV ~ ~ f-o 
~ ~ ~ p >-- f-V' 

..f"( ~ 

P .J d 0 Wing alone t----I 

~ ~ W 
t----I 

El c:::::::: 47 :::::=-?' c;T 
t----I rr 

-::::::::-U 0 c !-----; y 
47 

-----I 
6. ~ ii t---i 

~ 
Q) 

~-
I 1 1 

.08 .04 o -.04 -.08 -.12 -. /6 o .04 .08 .12 ./6 .20 .24 
-4 0 4 8 /2 /6 

Pitching-moment coefficient, em 
Angle of attack, or, deg 

Drag coefficient, Co 

fe) ~ 0.60. 

FtglJl'8 7- Continued. 

f\) 
():) 

~ 
&; 

~ 
:.> 
\Jl 

~ 
f-J 
\Jl 



1.0 

hi. ...... t:J.o.r, IA ,.. -
.8 

".)-.J 

.......... 6 
t::: 
Q) 

i:J ..... 
' .... 4 ' .... 
Q) 

~ 
~ 

...... 
~ .2 
o-J 

~ 
)...{j-' 

~ cr ,4.J "\... r-- ~ ~ r! ( 
'--

:---0 
Q "'" P-- .J ~ ic1 t'n. Jt o Wing alone I-----.. W r 1---1 p w d? o c:::: =-----===-r· -z;;; f-

j it' ~ ;g 
0 C ~ -

1 J J L\J , I--

( d 
'I' !( If. 

e,. 

~ I--

l V d Ib 
0 ¥ ~ 1< 

F~ ;f <~ 

d 6 f~ ~ 
~--.2 

I I I 
.08 .04 o -.04 -.08 -.12 -.16 o .04 .08 .12 .16 

-4 0 4 8 12 16 
Pitching-moment coefficient J em 

Angle of attock J or J deg 
Drag coefficient I Co 

(d) ~ 0.70. 

AglItJ 7.- Continued. 

~~~----~~~~-------------

~ 
~ 

~ 
)::> 
\Jl 

~ 
\Jl 

f\) 

\0 



1.0 

~-.j .6 

A ~ A A ~ ~~~ ~ ~~~ A 

If ~~I-Y ~~~ ,"V";J ~ 'U 

- --o.......~ I~ ~ rJ'if EJP' 0 Wing a/one t------I 

r w Y ~ t------I 

.8 

.. ..... 
c:: 
Q) 

I r ...h ~ 0 c::: ::::::::-
~~~~~-+-+-+~I~~~-r-H,X~-r~~rff~- ~ t------I 

J Ii W' ~ - 0 C --::::::- t------I 
-. ~ 4 :t . 
III 
C) 
(.) 

~ . 2 
-...J 

o 

-.2 

.08 .04 o 

j P ~ d & 4T t------I 

~ ~~ ~ I~ ~ ~ t------I 

d~ r1 ~ 
.~ ~~ I 

~ P <lJ 
~16 ~ 6 ~_ 

-.04 -.08 -.12 

-4 

-.16 

o 
o .04 .08 

4 8 12 16 

I I I 
.12 ./6 .20 

Pitching-moment coefficient, em 
Ang/e of attock, or deg 

Drag coefficient, Co 

(e) M, 0.75. 

Figure 7- Contiooed. 

VJ 
o 

~ 
f;; 

~ 
~ 
\J1 

B 
\J1 



~O ~I --~~~--;-~--1-~--+-~--+--+--+--+--+--+--~-r--~-r--r-~~~~~--1-~ 

.8 

~.,J 

.. . 6 ...... 
c::: 
III .... 
(.) 

~ .4 
III 
C) 

III t i l tl .~ II 
~ I I :lIri#H : ~;nq alone 

u~ 

o c~ 6 ~lif l l~ 
I I ~ I tfl I 1& 

(.) 

;:::: 
.2 ..... 

-...J ~ I~ It 1 }j ~ 
6. 

'JiL I d'i I I~ 
0 

!J \ ~, \ \ ,~ 
I&T 1,1 ,_ I I I I ~ 

-.2 1 1 1 1 1 1 1 ~6 1 if 1 1 1 1 1 ~I 1 1 1 1 1 1 1 ~-
.08 .04 o -.04 -.08 -.12 -. /6 o .04 .08 .12 . /6 .20 .24 

-4 o 4 8 /2 /6 
Pitching-moment coefficient, em 

Angle of attack, 01, deg 
Drag coefficient J CD 

(f) M, 0 .80. 

Figure 7.- Continued. 

~ 
&; 

~ 
» 
\Jl 
0 

~ 
\Jl 

w 
~ 



32 NACA RM A50Kl5 

I ~ 

~= ~ 
~ D 

~ A~~ ~ 
[ ~ 

~ 
t)) 

.~ 
~ v 

v 

"'" C\j 

C) 
~C:) .. 

C\j ...... 
c::: 
Q) '-~ 

I.() ~ ...... Q) 
(;) 

( 
0 0 <> <J ~ 

~ 

~ 

~ L~ 
. ~ 

L 

.~ 1i ~ 
. ~ ~ ~ 
t ~ 

'C ~ ..... 
AO ~ J::'l. ~ 

~ --'V' r---v =<..;)'" ~ 

t ~ ...... 
~ 

!'to ~ 
j'o 

f'....... 
l:::B: -

~ D ~ ~ 

~ WI f--D ~ ~ -
l$ V' lP '-.JI ~ 

'Q ~ 

X~ V rf 
w 

~ ir~ -? 
~~ >-d 
1,f1 I 
~ 

~ 
tl 

t5 
I.() ...... 

~ 
~ C) 

C\j '5 
...... ~ .. 

'S 
"2- .. .! C) ~c 

I.) Ifl 
~ 

1:3 
~ 1§ .. , .. , 

~ tl ti 
C) ", 

"'-I::' ~ .. 
"2- ~ 

~ ~ ~ c::: --"'{ ~ 
C) 

~ 
~~ " 'r "-

~ ~ 
C) Q) '-" .~ 

-...; 

"" Q) 

"2- (;) 
C) ~ 

" 
...... 
c::: 
Q) 

~ 
C) (;) 

~ 
I 
tl'l 
.S: 

"t- ~ C) ...... 
Q:: 



/.0 

.8 

'\.:)~ 

~ ... 6 
Q) 

.~ 

.;:: 
~.4 
I;) 
~ 

...... 
~ 
.;:j .2 

o 

-.2 

.04 

~ 
'0...c ~ 

~ 

o 

~ ~~ 
L ~~ 

~ I); tJ 
t ~ -Ii 

I~ ~ 
~ ~ 

~~ 
L rJI 
~ 

c J 
r~ / 

!-' 

-

-.04 -.08 -./2 
-4 

Pitching-moment coefficient J Cm 

;f 
d 
, 

.~ 
d 
~ 

o 

~ 

~ 
JP 

jf {i 
d 

r4,p 
<: 

I( 

(. to 

o 
4 

.04 
8 

..r1) 

~ ir-t-~ :-"'" 

p1k 

r r:P 
~ ~ 
~ 

o Wing alone I---

I---

o c:: ::::::::=-
L;J i-----

<> C~ i-----

I---

6. ~ ~ 
I I 
~-

.08 
12 

.12 
16 

I 
. 16 

I I 

.20 

Angle of attack, OJ deg Drag coefficient, Co 

(h) M,0.85. 

FlgtJrtJ 7- Continued. 

~ 
&; 

~ 
:x> 
\J1 o 
~ 
\J1 

w 
w 



1.0 

~-.J .6 
......... 
c:: 
Cb 

o Wing alone 

. ~ ~ .4 r-t--t---L-ll Cb ~~ __ ~ __ L-

I:) 
\..) 

o c:: -======-
4J 

~ .2 
-...J 

<> C~ 

6 ~ omttll7H+=m=ttt 
-.21 1 I 1 1 m=v 1 I 1 I \to 1 1 1 1 1 1 1 1 I~-

o -.04 -.08 -.12 

-4 0 
Pitching-moment coefficient, Cm 

o 
4 

.04 

8 

.08 

12 

Angle of attac~ 01, deg 

(I) M, 0.875. 

Figure 7- Confiooed. 

.12 

16 

I I I 
.16 .20 .24 

Drag coefficient, Co 

.28 

w 
+" 

~ 
~ 

~ 
:x=
\Jl o 
~ 
\Jl 



1.0 

.8 

t;.)-..I 
.6 .. ..... 

c::: 
\I) .... 
'> 
;;:: .4 
-....: 
\I) 
~ 
'> 

~ .2 
..J 

o 

-.2 

19 J:? W"' ~~~ 
dP~ & ~.dfP' 
~ldf~ ~ $~ 

I---+---t--;WK {f))P ~'! ~~ 
~p~. ~ Jf o~ 0 Wing alone f-

f '~ ~ r<~ f-

~~ t Jf c;l.f-> 0 c: ::::::::-
'-,~ I rJt 4J f-

------1~ d c' 'H. <> c~ r-

~~ l( t LJ ~ 
r"C' j \1 6 c:::::=.=::::> 
1Y V L+/ -
~ I ~ ~ 

o -.04 -.08 -.12 0 .04 .08 .12 .16 .20 .24 

-4 0 4 8 12 16 
Pitching-moment coefficient I em Drag coefficient I Co 

Angle of attack ,or J deg 

(j) M,0.90. 

FigII'(} 7- Conchdsd 

~ 
~ 

~ 
:z:. 
\Jl 

B 
\Jl 

w 
\Jl 



NAeA RM A 50Kl5 

./0 
/ 

.08 

.06 

Wing alone 
.~'l 

I$j ---- c::::::: -=::::::-
L:;7 J1 ----- c ---:::::::-
4J ~ 

.04 

''->~ .02 

------ ~ Ii! 
'fJ 

G1 CL=·6 - I--

~: 

.. 
...... .06 c:: 
II) ..... 

0 \l 

~ .04 lb 
<:) 
~) 

~ 
t) 

~ .02 

,: 

7J 
CL=·4 

~! 
II 

- :;.::::;::: ?7 
0 

.04 

.02 CL=· 2 
/~ 

If 
0 

.02 CL =O 
.ld I I 

-
o 

o .I _2 .3 .4 .5 .6 .7 .8 .9 10 

Mach number. M ~ 

Figure 8- The variation of drag coefficient with Mach number. R, 2,000,000. 



44 

40 

36 

32 

~28 

~. 24 
~ 
~ 20 
~ 

I 
;:: /6 
.:J 

12 

8 

4 

o 

I 
I 
I 

/ 
/ \ 
I - i'-. 1\ 
4~ i': l'\ 
I [\~ 

l~ 
\~ 

~ 
1\\ , 

\ 
~ 

\\ 
~ 

I 
t--r- M=.25 I II I I I r 

/ 
/ 

I 
I I 
I i 
I 
'9 
I 

Wing alone 

~ 
~ 
~ 

,r-~ 

_\ 
/ ~ \ 

.~ 

~l\ 
t~~ 
\\ 
~ 

r\ 
\ 

~ 
~ 

- - M =.40 ~ 
II 

I I I I 

v-i\.. 
I \ 
I 1\ 
~ ~ \ 

!J '-" ~ 
(/ I\ l\ 
'I '.\ 

~ 

: 1\ 
\ 

t--- I MI =·~O I 

II~-
o .2 .4 .6 .8 LO 0 .2 .4 .6 .8 LO 0 .2 .4 .6 .8 LO 

Lift coefficient, CL 

(a) M, 0.25 to 0.60. ~ F2Z · 

Figure 9. - The effect of tip tanks on the lift-drag ratio. R, 2,000,00 0. 

~ 
&; 

~ 
:x> 
\Jl 

~ 
f-' 
\Jl 

u..' 
-J 



40 

36 

32 

2B 
~ 
.r;;:t 24 
~ 

~ 
t), 20 
~ 

"15 
I /6 ;::: 
~ 

/2 

B 

4 

00 

r- ~ 

I '\ 
II ;< ~ 1\ 
// 1'" ~. \ 
~I '\ ~\ 

I'~ .\ 
r\\ \ 
~ 

,--i-- M=.70 - -l-
I I I I 

I 
II 

Wing %ne 

c:::::::: ---=-
LlJ 

,.... 

r'" 

~ 
~ 

~ \ 
A- \ :\ 1\ 

!Ill '\ l\\ 
m 1\ ,\ 1\ 

\~ \ 
Ii '\l~ 
I '~ 

\ 
\ 

I--- M =.75 - - r-
I I I I 

.......... 

/ \ 
.f~ 

If , ~, \ 
/1/ \ ' \ . \~. \ 
Iii \\\1 
II '~ !i 
: ~\ 

~ 
~\ 
1\ 

r- I- M = BO . I 1\ 

~. 

.2 4 .6 .8 1.0 0 .2 .4 .6 .B 1.0 0 .2 4 .6 .B [0 

Lift coefficient, CL 

(b) M, 0. 70 to 0. BO. 

Figure 9. - Continued. 

VJ 
OJ 

~ 
~ 

~ 
~ 
'0l o 
~ 
f-' 
'0l 



32 

28 

24 

20 

/6 

/2 

~ 
,,~ 8 
.~. .... 
~ 4 
~ 

~ 0 
I 

.:::: 20 .... 
" /6 

/2 

8 

4 

L ~ 

/ r'\ 1\ 
lllL. =..... 1 
1 II" " l\\ Ii I\~ 
f1 \~ 
I ~\ ., 

~ 
~ 

"II 

f-- M=.825 
I I II 

11 ~ 
~ ... 

It ~ -"' ,i ~ ~ 
~ 

~ I- M=.875 - '--

I I -L I 

<-- 1 1 1 1 o o .2 .4 .6 .8 1.0 

Lifl coefficient, CL 

---

---

---

32 

28 
Wing %ne 

24 
c:::::: <::::J } ::::::-

~ 
c:z;i> 

16 

12 

,,~ 8 
f;). 

~ 
~ 4 

~ 
~ 0 

I 

.:::: 20 .... 
" 

16 

12 

8 

4 

o 

n 
I 

/ 1\ 
I - \ 

11/ k:::' ~\ 
r if ~l\ 
~iI ~" , ~~ 

~ 
"-

f-- M=.85 
I I I I 

I I I I 
f- f- M=.90 

/ ~ ~ 
~ .--" r=::: ~ 

jV 
"""" 

't~ 
71 ~. V I I I I 

o .2 .4 .6 .8 1.0 

Lift coefficient, CL 

(c) M,0.825 10 0.90. 

Figure 9. - Concluded. 

~ 
0 
~ 

~ 
~ 
\Jl 

~ 
I-' 
\Jl 

W 
\0 



40 

-.10 

.10 

.20 

./0 

<.§I 
....... .08 
~ 
.~ 
.u 
~ 
~ .06 a 
gt 
t!S .04 

.02 

00 

NACA RM A50K15 

-= - ~ 
~. 

-~ 
'\ 
\ 

\ \ 
\ 

" \ 
\... 

........ 

l - .--:/-n .- .-.-~ I---' -
~ 

Wing alone \' '" 
---- c:::::::: 

47 ==-

---- c ~ 

4J 
-_ .. -
~ 

o 

/J 
.~ {j 

.1 .2 .3 .4 .5 .6 .7 .8 .9 /.0 

Mach number, M ~ 

Figure 10:- The variations of pitching-moment-curve slope, lift-curve slope, 
and drag coefficient with Mach number ct,O.25. 

J 



1.2 

I 1.0 

.8 
~-.j 

~ ... 6 
.'ll 
i:3 
~ 
~ .4 

;:::: 
~ .2 

, o 

, -:2 

I I I I I 
- -R = 10,000,000 

C\ ~ 
9 lp 

cf 
rf} ;f 
~ rI 

riJ / 

j) 9 
~ / 

1/ / 
\l~ r! 

Q , 

o -.04 -.08 -.12 -.16 
-4 0 4 

jJ ~ 
if t 

.I Y 
./ r o Tonk with vane 

I 

J o Tank without vane 

) 

~ 
Q 

o .04 .08 
8 12 

Pitching-moment coefficient, Cm Drag coefficient, Co 

Angle of attack, a, deg 

R~6.boJ.oJo , , 
nI"\. 1) ..l"l 

-0::: 
~ ~ .P 17 
~ Q, l;f Jf1 

r\~ JI ~~ 

../ J 
~ / [ 

I ! 

r! r! 
9 .( ~ 
~ f 

l/ / 
/ V 

c rf ~ 
~ ~ 

~-
I I I I 

o -.04 -.08 -.12 -.16 0 .04 .08 .12 
-4 0 4 8 12 16 

Pitching-moment coefficient, Cm Drag coefficient, Co 

Angle of attack, a, deg 

Figure II. - The effect of the tip - tank vane on the low-speed aerodynamic characteristics of a wing with a tip tank 

of fineness ratio 6.67. M, 0.25. 
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Figure 12 - The effect of the tip-tonk vane on the aerodynamic characteristics of a wing with 
a tip tonk of fineness ratio 6.67 R, 2,000,000. 

-F 
f\) 

~ 
~ 

~ 
:x:
\J1 

~ 
\J1 



7 NACA EM A50Kl5 43 

I 

~ = iLrA 

t:l~ 'fP ~ ~ ~ IV 

$ ~ ~ """-1\ 
.~ F 

~ - -
J>J> 

A~ ~ ~ .........,... - T 
~ Q:) lW ~ - " -

I ~ ~ ~ 
-p 

...-t ~ ~ 
I ~ .tU (ft .-.:s:: 

~ - -

~ l£ ~ 
~ ~~ j N i"-. 

AI-

~ I--f- A 

~r!J 
~ ''I 

I ~ ~ 
I ~ ~ " ~ t'-. I--f-

<,~ J ':Q 
<l~ ~ ~ I-- ~ 

~ ~ r-- l-

f;" ~ ~ 

I ~ "):> 

I ~1 
..., 
~ I--f-

~~ '): 
O~ 

~ 

~ -<; ~l l:l 
I--f- <> ~ 

I iff ~ 
~ 

I rfI J,~ ~ '----
(J Jfr ~ ~ o~ - ItJ ~ F5 po...,. Cb 

?-... -- c: 

I II Cb ~ 't 
~ c:: 

I v ~~ v- <:J 
-j-- e ~ 

1 ~~ 
- It) .~ .~ 

OC\J 
'( 

II ~~ 
-

I- ~ ~ 
c:: c:: 
~~ 

I--t--

I 
o p 

~ 

~ 
~ 

~ 
.~ ..... 

II 
c:: 

~ ~ ~ 
\.. ~..J I 
~ ~ 

~ -..:. ~ 
~ <oS 

.~ ,. ~ 
........ 

~ 
c: 
.~ ,. .~ 
~ -....: 

~ 
Cb 

8 
r ..... 

c:: 
'J'-

Cb 
E C) ~ 

I" E 

C) 
~ 
.~ 
4:: 
~ 

'J'- ~ 
C) 

I 

7,? ~tJap/lF)o:; 11.'7 



A 

~ 
~ l-

~ fo\ 
,I< \ 

,-
~ 

I~ ~ ~ 
4 ~ ~ 
) I~~ t:.~ 

~ I~ P-~ 
I 

,A P '" ~ 
)-

t>~ PI 

\ I~ I 
I 1 ~ "'*" he::!. 

<l~ 
~ ~ I 1\ .It 

I 

I~ ~ I(" ~ 
'O~ ~ 

1 115 ~ I 
I 

I~ IU'"--p-) 'l 
o~ Ia I 

U. 
~ 1 

~ P"')- ...(""\ .f) 

·o~ 
/'"' I '" 

" - ~ 

I 

I 
<b 

<b ~ 
~ ..... 

~ 

.e:: <::l .e:: 
;0.- ;0.-

~ ~ 
41: 41: 
§ § 
~ ~ 

o p 

bv-
~ fl'...A l' 

/' 

ft>t>. Ir-.. Jt-
-y Y -r-

J...."" "" A.. .-. - ..... J<.J" """7'-J 

A p<>-

~ ,... ~ /' 

:t"\ .... ...l" .f) 1),. 
l" 

t--'7' 

~ 

A 

i..(') 

IJ"1 

.Q 

~= 
It) 
t\j 

" ~ 
~ 

~ 

~ 

~ 

~ 

~ 

~ 

C) 

~ 
I 

RAeA RM A50K15 

'=i 
~ 

~<::I ~ 
~ 

~ ~ 
~-..j 

~ 
~ --. ...... 

~ ..... ' ~ 
s::: ':::i 
.~ ~ .\) 
~ 
'qi 
8 
~ 
c:s 

NACA-Langley - 2-3-55 - 75 


