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NATIONAL ADVISORY COMMITTEE FOR AERONAUTICS 

RESEARCH MEMORANDUM 

TEE LONGITUDINAL CHARACTERISTICS AT MACH NUMBERS UP TO 0.92 

OF A CAMBERED AND TWISTED WING HAVING 400 OF 

SWEEPBACK AND AN ASPECT RATIO OF 10 

By George G. Edwards , Bruce E. Tinling, 
and Arthur C. Ackerman 

SUMMARY 

A swept-back wing, in combination with a fuselage, of a type con
sidered suitable for long-range, high-speed airplane~ has been investi
gated in the Ames 12-foot pressure wind tunnel. The wing had 400 of 
sweepback, an aspect ratio of 10, a taper ratio of 0.4, and 50 of wash
out at the tip. The wing thickness distribution in sections normal to 
the reference sweep line was the NACA 4-digit series and varied in 
thickness ratio from 14 percent at the root to 11 percent at the tip. 
These sections were cambered for a design lift coefficient of 0.40. The 
investigation included tests of the wing alone, the wing-fuselage com
bination, and the effects of fences. 

Tests were conducted to measure the lift, drag, and pitching moments 
on a semispan model at Reynolds numbers from 2,000,000 to 8,000,000 at 
low Mach numbers, and at Mach numbers from 0.25 to 0.92 at a Reynolds 
number of 2,000,000. The boundary-layer flow on the upper surface of the 
wing was studied with tufts. 

For Mach numbers up to 0.83, lift-drag ratios of at least 35 for the 
wing alone, and of at least 23 for the wing-fuselage combination were 
attained at lift coefficients of the order'of 0.4 to 0.5. Instability of 
the wing developed at lift coefficients considerably below the maximum 
lift of the wing. However, it was found that fences on the upper surface 
of the wing were effective in improving the longitudinal stability of the 
wing at all Mach numbers and in increasing the maximum lift coefficient 
at low Mach numbers. It is believed that the effectiveness of these 
fences was at least partly attributable to the absence of leading-edge
type separation as a result of the use of camber, twist, and adeQuate 
leading-edge radii. The addition of fences increased the lift-drag 
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ratios at the higher lift coefficients but had little or no effect on 
the minimum drag or the Mach number for drag divergence . 

In addition to the experimental results , this report contains a 
discussion of the factors considered in the selection of the geometric 
properties of the wing and fuselage . Estimates of the magnitudes of a 
number of the important aer odynamic parameters by use of available 
theoretical methods were in good agreement with the experimental results . 

INTRODUCTION 

Military and commercial requirements for higher cruising speeds and 
altitudes in long-range airplanes have emphasized the need for extending 
research concerning swept -back wings to include those of large aspect 
ratio . The design of such wings brings into sharp focus all the con
flicting requirements for strength , stiffness , and wing weight on the 
one hand, and for aerodynamic efficiency on the other . Furtherruore , the 
research data available concerning swept -back wings of moderate aspect 
ratio indicate that a major pr oblem in the aerodynamic design of high 
aspect ratio wings is likely to be the attainment of satisfactory l ongi 
tudinal stability characteristics . From a practical viewpoint all these 
factors must be considered in relation to the airplane performance 
required . 

The present research was undertaken to investigate in the 
Ames 12- foot pr essure wind tunnel a wing and a fuselage satisfying the 
assumed requirements of a long- range , high-speed airplane . The selec 
tion of the geometric characteristics of the wing was guided by the 
resul ts of past experimental research and by calculations of the aero 
dynamic characteristics of the wing according to available theoretical 
methods . 

The exper imental data presented include lift , drag , and pitching
moment data for the wing alone , the fuselage alone , and the wing- fuselage 
combination . Included also are data which show the effects of several 
fence arrangements on the wing , as well as tuft photographs indicating 
the boundary- layer flow on the upper surface of the wing . The tests 
covered a range of Mach numbers up to 0 . 92 at a constant Reynolds number 
of 2 , 000, 000, and a range of Reynolds numbers up to 8 , 000 , 000 at low 
Mach numbers . 

NOTATION 

A aspect ratio (~:) 

CONFIDENTIAL 

'I 
I 

( 



I 
I 

NACA. RM A52F1S CONFIDENTIAL 

CD drag coefficient (~;g) 

minimum profile drag coefficient 

distribution ( minimum value of 

CL lift coefficient (l~~t) 

assuming elliptical 

C 2) 
CD - ....1.... 

1f.A 

3 

span load 

c~ pitching-moment coefficient about the quarter point' of the wing 

(
pitching moment) mean aerodynamic chord _ 

(See fig. l(a).) qSc 

Cmo pitching-moment coefficient for zero lift 

c local wing chord parallel to the plane of symmetry 

Cav average wing chord (;s) 
c' wing chord perpendicular to the reference sweep line 

c mean aerodynamic chord (f:/2 C2dY~ 
Jb/2 c dy 
o 

L 
D 

M 

q 

R 

S 

t 

y 

section lift coefficient 

design section lift coefficient 

lift-drag ratio 

free-stream Mach number 

free-stream dynamic pressure 

Reynolds number based on the mean aerodynamic chord 

area of semispan wing 

maximum thickness of section 

lateral distance from the plane of symmetry 
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S ar ea of semi s pan wing 

t maximum thickness of section 

y lateral distance from the pl ane of symmetry 

a angle of attack of the r oot chord at the pl ane of symmetry 

~ angl e of t wist (positive for washin) measured in planes 
par allel to the pl ane of symmetry 

£:::, cP incremental twist due to wing bending 

fract i on of semi span (b/2 ) 

A angle of sweepback of the line through the quarter - chord 
points of the reference sections 

DESIGN CONSIDERATIONS 

The selection of the geometric properties of the wing and fuselage 
were based on some of the requirements of an assumed airplane capable of 
cruiSing efficiently at 550 miles per hour at an altitude of 40,000 feet 
(M = 0 . 83 ) with wing loadings of the order of 75 to 100 pounds per square 
foot (CL = 0 . 4 to 0 . 5) . The following paragraphs outline some of the 
factors considered in arriving at the wing- fuselage combination investi 
gated and include estimates of a number of the important aerodynamic 
parameters . The latter are included for the purpose of correlating them 
with the experimental results later in this report . The procedure used 
was not a direct one because the various design variables obviously have 
interrelated effects on the aerodynamics of the wing. Furthermore, the 
effect of variations in some of the factors governing the selection of 
the wing geometry cannot be ascertained by direct computational methods 
but must be estimated on the basis of past experimental research. 

Wing 

Preliminary analysis and reference to past research results (see 
references 1, 2, and 3 for examples) suggested the type of wing required. 
For the attainment of best range characteristics, the required aspect 
ratio, considering aerodynamic aspects against those of wing weight and 
structural rigidity, appeared to be between 8 and 12. It was estimated 
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that the wing would requir e more than 350 sweepback, but probably less 
than 450 to attain a satisfactory drag-divergence Mach number with wing 
sections of sufficient thickness to meet strength and stiffness require
ments . To avoid doubly curved surfaces , in the inter est of manufactur 
ing simplicity, elements connecting equal percent- chord points were to 
be linear. This requirement , in effect , fixed the spanwise variation of 
both thickness ratio and twist , once the total twist and the thickness 
ratios at the root and at the tip bad been chosen . 

Good longitudinal stability characteristics were considered of 
prime importance. On a high- aspect - ratio wing , loss of longitudinal 
stabil ity at high lift coefficients is most likely to originate from 
decreases of lift-curve slope on the outer sections prior to any similar 
decreases on the inner sections . Attention was therefore directed 
toward means of preventing abrupt changes in the lift-curve slopes and 
premature stalling of the outer sections, such as might occur as a 
result of laminar separation near the leading edge. In the absence of 
leading- edge separation, the stall occurs from turbulent separation 
which progresses gradually forward from the trailing edge with increas
ing angle of attack . The accompanying changes in lift and pitching 
moment would therefore be expected to be gradual and the spanwise flow 
of the boundary- layer air to be confined to the region well behind the 
leading edge . 

In reference 4, it has been shown that the stall could be changed 
f rom the leading-edge type to the t railing- edge type on the NACA 631-012 
section by increasing the leading-edge radius and providing a small 
amount of camber near the leading edge. The effect of a similar modifi
cation on a 350 swept-back wing having NACA 64A010 sections (reference 5) 
was to increase the lift coefficient for violent longitudinal instabil
ity from 0.80 to 1.18 at a Reynolds number of ll,OOO,OOO. It is clear 
that such modifications to NACA 6-series sections with thickness ~atios 
of at least 0.10 are an effective means of avoiding leading-edge separa
tion. In considering such modified sections for the present wing, how
ever, it was realized that these leading-edge modifications could not 
be employed on NACA 6-series sections without sacrificing the low-drag 
qualities of these sections. Therefore, sections having the NACA 4-digit 
thickness distribution and thickness ratios larger than 0 .10 were chosen 
for the present wing since they have leading-edge radii1 comparable to 
those which were found to be satisfactory in the previously cited inves
tigations (references 4 and 5). Camber near the leading edge was not 
introduced because of lack of specific evidence that it was necessary in 
order to avoid leading-edge separation on the NACA 4-digit sections. 

lTbe leading-edge radius of the NACA 0012 section 1s 1.580-percent chord 
compared to 0.994-percent chord for the NACA 641A012 section. 
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In selecting thickness ratios for the wing sections, consideration 
was given to varying the thickness ratio from the root to the tip . 
Unpublished data available at the time this wing was designed indicated 
that the thickness ratios of the root sections could be increased rela
tive to the outer sections without reducing the drag-divergence Mach 
number . The explanation of this appears to lie in the more uniform 
chordwise pressure distribution near the root (and therefore lower maxi 
mum local velocities) as compared to those of the outer sections of a 
swept -back wing . (See , e . g ., reference 6. ) In view of the structural 
advantage of a thicker root section, the thickness ratios normal to the 
reference sweep line were chosen to be 14-percent chord at the wing 
root and Il-percent chord at the tip . The variation of thickness ratios 
between the root and the tip was taken to be that which resulted in 
linear elements connecting points at equal percent chord at all sections . 
(See fig . l(b) . ) It is believed that a more nearly optimum spanwise 
distribution of thickness ratio in regard to both structural efficiency 
and drag is one in which the thickness ratio decreases most rapidly in 
the region extending from the wing root to about one - third of the semi 
span, with a gradual reduction occurring between this point and the wing 
tip. 

The cruise conditions assumed require wing lift coefficients 
between 0 . 4 and 0 . 5, which correspond, according to the principles of 
simple sweep theory, to lift coefficients of approximately 0.8 for 
sections normal to the reference sweep line . Experimental results pre 
sented in reference 7 demonstrate that in this lift coefficient range 
camber will improve the lift - drag rat i o of airfoil sections, provided 
the critical Mach number is not exceeded . Furthermore , the results pre
sented in reference 8 indicate that a moderate amount of camber applied 
to NACA 4- digit sections improves the drag- divergence Mach number at 
moderate to high lift coeffi cients . However, from the results of inves 
tigations of wings of finite span (references 2 and 3) it was deduced 
that if the sections were cambered to develop section lift coefficients 
of the order of 0 . 8 , it would entail a reduction in the drag- divergence 
Mach number , excessive turbulent separation on the upper surface , and 
high minimum drag . Consequently, the sections were cambered for an ideal 
lift coefficient of 0 . 4. At the cruise condition assumed , therefore , 
about half the section lift coefficient results from the basic loading 
due to camber and the remainder results from additonal loading. In 
selecting the chordwise distribution of camber it was noted that while 
the a = 0 . 4 mean line provides lower pitching-moment coefficients at 
zero lift than the camber line for uniform loading (a = 1 . 0) , the latter 
provides somewhat better lift and drag characteristics at high Mach 
numbers (reference 7) . The compromise camber line selected was 
the a = 0 .8 (modified) mean line (reference 9) . Although there are 
reasons for suspecting that wing efficiency can be improved by varying 
the camber along the span, the same camber was used for all sections 
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(normal to the reference sweep line) in order to maintain standard sec
tions at all stations and to avoid doubly curved surfaces . 

The required sweepback to provide a drag-divergence Mach number 
equal to or greater than 0 .S3 was estimated to be 400 with the wing 
sections chosen. While a larger amount of sweepback could have been 
used to attain a higher drag- divergence MacD number , it would make the 
attainment of satisfactory longitudinal stability characteristics more 
difficult. 

7 

A ratio of tip chord to root chord of 0 . 40 was chosen as a com
promi se between the large tip chord desired to prevent excessive section 
lift coefficients at the tip and the large root chord desired for greater 
structural rigidity and lower wing weight . 

An aspect ratio of 10 was chosen on the basis that the wing with 
this aspect ratiO, 400 of sweepback, a taper ratio of 0 . 40 , and the 
wing-root thickness ratio previously selected fitted the strength and 

stiffness criterion that the ratio of wing panel length ( b/2 )to the 
cos A 

maximum thickness at the root be approximately 40. Wings having a 
value of this ratio of 50 are sometimes considered structurally feaSible, 
but the more conservative value of 40 was used in order to reduce wing 
weight and aeroelastic effects such as wing flutter and adverse control 
characteristics. The wing plan form is shown in figure l(a). 

Twist (washout of the outer sections) provided a means of reducing 
the loading on the outer wing sections to alleviate the tendency toward 
longitudinal instability and, at the same time , provided a means of 
adjusting the spanwise distribution of load to increase span efficiency. 
Since this form of twist also produced a positive increment of pitching 
moment at zero lift, it was a means of canceling the negative pitching 
moment at zero lift resulting from the wing camber. The twist was 
introduced by rotating the streamwise sections about the leading edge 
while maintaining the projected plan form and was distributed along the 
semispan so as to avoid doubly curved surfaces (i.e., the trailing edge 
was a straight line). With this type of twist distribution, elliptical 
span load distribution could be only approximated. The spanwise distri
bution of load was calculated by the Weissinger method, using the pro
cedures outlined in reference 10, for both the untwisted wing and the 
wing with various amounts of twist . It was found that a twist distri
bution as shown in figure l(b), with 50 washout at the tip , provided 
nearly elliptical span load distribution and reduced the pitching moment 
at zero lift of the wing. Because the wing was to be mounted high on 
the fuselage, it was anticipated that the moment contribution of the 
fuselage would be negative , suggesting that the twist should be 
increased. However, additional wing twist was not introduced to 
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compensate for the fuselage pitching moment because it would have 
increased the possibility of lower- surface separation near the tip at 
low lift coefficients and caused the span load distribution to depart 
further from the ideal elliptical loading. The calculated span load 
distributions at a lift coefficient of 0 . 40 for the cambered wing with 
the twist shown in figure l(b) are shown in figure 2 for Mach numbers 
of 0 and 0 . 83 . Also shown for comparison are the calculated span load 
distribution for the wing without twist and an elliptical span load dis
tribution . The calculated pitching- moment coefficient due to twist 
(reference 10) was 0 . 063. Addition of this pitching-moment coefficient 
to that calculated by application of simple sweep theory to the section 
zero-lift pitching-moment coefficient yielded a resultant zero-lift 
pitching-moment coefficient of 0.012. The calculated angle of attack 
f or zero lift was _10. 

Fuselage 

For the purposes of these model tests, a fuselage consisting of 
a cylindrical midsection with simple fairings fore and aft was used 
( coordinates listed in table I). The fuselage, which had a fineness 
ratio of 12 .6, was located with respect to the wing as shown in fig-
ure l(a), so that the upper surface of the wing was tangent to the top 
of the fuselage at the plane of symmetry. The high wing position was 
chosen in preference to a lower position to provide for the possibility 
of using either wing-mounted propellers or strut-mounted jet pods and 
t o permit use of a lower horizontal- tail position with respect to the 
wing . Estimates of t he angle of zero lift and lift-curve slope of the 
wing (reference 10) indicated that the incidence of the wing root rela
tive to the fus elage center line should be about 30 for minimum fuselage 
drag at a lift coefficient of 0.4. 

MODEL 

The semispan model tested simulated a wing having an aspect ratio 
of 10 , a taper ratio of 0.4, and 400 of sweepback. (See fig. l(a).) 
The r eferenc e sweep line was the line joining the quarter-chord points 
of the sections inclined 400 to the plane of symmetry (26.65 percent of 
the streamwise chord). The thicknesses of s ections perpendicular to the 
r eference sweep line varied from 14 percent of the chord at the root to 
11 percent of the chord at the tip. The tip was washed out 50. The 
variations of twist and thickness ratio along the semispan are shown in 
f igure l(b). The sections perpendicular to the reference sweep line 
wer e formed by combining an NACA 4-digit t hickness distribution with 
an a = 0.8 modified mean line (reference 9) haVing an ideal lift 
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coefficient of 0.40. The coordinates of the NACA 4-digit thickness 
distributions and the method of combining the thickness distribution 
with the mean line are given in reference 11 . 

9 

The wing was constructed of steel and was equipped with flush 
orifices for the measurement of surface pressures. No flow was permitted 
through these orifices during the present tests. 

The fuselage, which had the coordinates listed in table I, was con
structed of mahogany bolted to a heavy steel structural member . The 
fuselage was located with respect to the wing as shown in figure l(a). 

The model was tested with several combinations of boundary- layer 
fences on the upper surface of the wing . Sketches of the two types of 
fences used and their locations on the wing are shown in figure 3. 
Photographs showing the model in the wind tunnel and details of the 
fence installati on are presented in figure 4 . 

TESTS 

Tests were conducted of the wing alone , the wing- fuselage combina
tion, and the fuselage alone . The lift , drag, and pitching-moment coef
ficients were measured at Reynolds numbers from 2 , 000,000 to 8,000,000 
at low Mach numbers and at Mach numbers from 0.25 to 0.92 at a Reynolds 
number of 2,000,000 . Tuft studies with and without various fence com
binations were made at several Mach numbers . Exploratory tests of this 
nature were conducted at a Reynolds number of 8,000,000 and a Mach 
number of 0 .25, and at Mach numbers of 0 . 25, 0.80, and 0 . 90 at a Reynolds 
number of 2 , 000, 000 . A series of force tests covering the complete 
range of Reynolds numbers and Mach numbers was then conducted on the 
wing- fuselage combination using the most satisfactory of the fence 
configurations. 

CORRECTIONS TO DATA 

The data have been corrected for constriction effects due to the 
presence of the tunnel walls , for tunnel-wall interference effects 
originating from lift on the model; and for the drag tares caused by aero 
dynamic forces on the exposed portion of the turntable on which the model 
was mounted . 

The dynamic pressure was corrected for constriction effects due to 
the presence of the tunnel walls by the methods of reference 12 . These 
corrections were not modified to allow for the effects of sweep . This 
correction and the corresponding correction to the Mach number are 
listed in the following table: 
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Wing Fuselage Wing and fuselage 
Corrected Uncor- Uncor- Uncor-
Mach rected 'lcorrected rected 'lcorrected rected 'lcorrected 
number Mach 'luncorrected Mach 'luncorrected Mach 'luncorrected 

number number number 

0 .165 0.165 1.001 - - - - - - 0.165 1.003 
.25 .250 1.001 0 .250 1.003 .250 1.004 
. 60 .599 1 .. 002 . 598 1.004 .598 1.006 
.70 . 699 1.002 . 697 1.006 .696 1.008 
. 80 .797 1.003 . 794 1.008 .793 1.011 
. 83 .827 1.004 .823 1.009 .820 1.012 
.86 .856 1.005 . 850 1.012 .848 1.014 
.88 . 875 l.006 .868 1.0l4 .866 1.018 
.90 .894 1. 007 .886 1.017 .883 1.022 
.92 · 9l2 1.008 .903 l.020 .898 1.026 

Corrections for the effects of tunnel-wall interference originating 
from lift on the model were calculated by the method of reference 13. 
The corrections to the angle of attack and to the drag coefficient showed 
insignificant variations with Mach number. The corrections added to the 
data were as follows: 

6.a = 0 .377 CL 

6.CD = 0 . 0059 CL2 

The correction to the pitching-moment coefficient had a significant 
variation with Mach number. The following correction was added to the 
measured pitching-moment coefficients: 

where K is given in the following table: 
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M K 

0 .165 0 . 0030 
. 25 . 0032 
. 60 . 0048 
. 70 . 0056 
. 80 . 0069 
. 83 . 0073 
. 86 . 0078 
. 88 . 0082 
. 90 . 0087 
· 92 . 0091 

Since the turntable upon which the model was mounted was directly con
nected to the balance system, a tare correction to the drag was neces
sary . The magnitude of this correction for the wing alone was determined 
from tests with the model removed from the wind tunnel. The correction 
to the data for the wing- fuselage combination and the fuselage alone was 
obtained by multiplying the cor rection for the wing alone by the fraction 
of the area of the turntable still exposed to the air stream after instal
lation of the fuselage . The following tare corrections were subtracted 
from the measured drag coefficients: 

Mach Reynolds Wing Wing and fuselage 
number number or fuselage alone 

0.165 8 , 000 , 000 0 . 0033 0 . 0025 
. 25 8 , 000 , 000 . 0033 . 0024 
. 25 6 , 000 , 000 . 0033 . 0025 
. 25 4, 000 , 000 . 0033 . 0025 
. 25 2 , 000 , 000 . 0034 . 0025 
. 60 2 , 000 , 000 . 0034 . 0025 
.70 2 , 000 , 000 . 0035 .0026 
. 80 2 , 000 , 000 .0038 .0028 
. 83 2 , 000 , 000 . 0039 . 0029 
. 86 2 , 000 , 000 . 0040 . 0030 
. 88 2 , 000 , 000 . 0042 . 0031 
. 90 2 , 000 , 000 . 0043 .0032 
·92 2 , 000 , 000 . 0045 .0034 -. 

No attempt has been made to evaluate tares due to interference 
between the model and the turntable or to compensate for the tunnel
floor boundary layer which , at the turntable , had a displacement thick
ness of one -half inch . 
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To establish the magnitude of possible aeroelastic effects, a 
static load test of the model . wing was made to determine the twist due 
to bending . A 1000-pound load was distributed along the span according 
to the theoretical distribution calculated for incompressible flow for 
a lift coefficient of 1.0 by the method of reference 10. The results 
are presented in figure 5 . For convenience, the loads on the wing per 
unit lift coefficient for various test conditions are also presented in 
this figure . Calculations from these data indicate that the twist due 
to bending, 6~, at the test condition where the aerodynamic load is 
greatest (M = 0 . 25, R = 8 , 000,000) is about -2.20 (at the tip) per unit 
lift coefficient. The aerodynamic data have not been corrected for the 
effects of this aeroelastic distortion. 

RESULTS 

Results of tests of the wing alone are presented in figures 6 and 7. 
Figure 6 shows lift, drag, and pitching-moment data obtained at Reynolds 
numbers from 2,000, 000 to 8,000,000 and a Mach number of 0 .25, and 
figure 7 shows similar data obtained at Mach numbers from 0.25 to 0 . 92 
and a Reynolds number of 2 , 000 , 000 . Test results for the wing-fuselage 
combination covering the same range of Reynolds numbers and Mach numbers 
as for the wing alone are presented in figures 8 and 9, and those for 
the fuselage alone are presented in figure 10. The data for the wing 
alone are compared with those for the wing-fuselage combinations in 
figures 11 through 13. 

Data obtained during the development of a satisfactory fence con
figuration for the wing -fuselage combination are presented in figures 14 
through 17. Photographs of tufts on the wing to indicate the direction 
of the boundary-layer flow both with and without fences are presented in 
figure 18. The results of tests of the wing-fuselage combination with 
the most satisfactory fence configuration are presented in figures 19 
and 20 and the lift-drag ratios are compared with those for the wing
fuselage combination without fences in figure 21. 

A summary plot showing the effect of Reynolds number on the lift
drag ratios of the wing alone, the wing -fuselage combination, and the 
wing -fuselage combination with the most satisfactory fences is presented 
in figure 22 . Summary plots showing the effect of Mach number on sev
eral of the aerodynamic characteristics are presented in figures 23, 24, 
and 25. 

In some instances the data have been faired with a dotted line. 
This practice was followed whenever the static pressure on the tunnel 
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wall opposite the upper surf ace of the wing indicated a local Mach 
number greater than 1.0. Under these conditions the wind tunnel may 
have been partially choked . 

DISCUSSION 

\-ling Alone 

13 

Low speed.- From the data of figure 6, it may be noted that the 
angle of attack and the pitching-moment coefficient for zero lift agreed 
closely with the design values of _10 and 0 . 012, respectively. Although 
large reductions of static longitudinal stability occurred with increas
ing lift coefficient in the high lift range, it is apparent from the 
pitching-moment curves that these changes were of a gradual nature. The 
stability changes , the decrease of lift-curve slope, and the abrupt drag 
increase were all delayed to higher lift coefficients as the Reynolds 
number was increased. Reference to the tuft photographs in figures IB(a) 
and IB(b) for the wing without fences shows that there was no leading
edge separation and that the region of spanwise flow of the boundary 
layer was confined to the rear portions of the wing until the outer 
sections stalled. The tuft photographs show clearly that increasing the 
Reynolds number reduced the extent of spanwise flow. 

The maximum lift -drag ratio for the wing alone was approximately 35 
at all Reynolds numbers and occurred at a lift coefficient of about 0 .4 
as shown by figure 22 . An increase of Reynolds number increased the 
lift -drag ratio markedly at lift coefficients greater than o . B. 

High speed.- As may be noted from the data of figure 7, the angle 
of attack for zero lift varied only slightly from its design value of _10 

throughout the range of Mach numbers from 0 .25 to 0 . 92 . The pitching
moment coefficient at zero lift, however, became slightly negative with 
increasing Mach number, attaining a value of - 0 . 015 at a Mach number 
of 0 . 92. 

The reduction in longitudinal stability and abrupt increase in drag 
occurred at lower lift coefficients as the Mach number was increased. 
The flow changes accompanying these stability and drag changes can be 
observed in the tuft photographs in figures IB(c) and IB(d). At a Mach 
number of o . Bo the tuft photographs indicate that the flow was rough 
over the midsemispan at angles of attack between 60 and BO, correspond
ing to lift coefficients between 0 . 6 and 0 . 7 . The tuft photographs for 
a Mach number of 0 . 90 and an angle of attack of 4.10 (fig. IB(d)) show 
a well -defined line of disturbed tufts extending from the wing root to 
about 70 percent of the semispan, probably caused by the action of a 
shock wave. 
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The drag data of figur-~ 7(b) have been cross-plotted as a function 
of Mach number for constant values of lift coefficient in figure 23(a). 
The Mach numbers for drag divergence, defined as the Mach number where 
OCD/OM = 0 .1, measured from these data are as follows: 

CL Mach number fol' 
drag divergence 

0 .2 Not attained 
.3 0 .89 
.4 .87 
.5 .83 
. 6 . 79 
.7 .73 

These data show that drag divergence did not occur up to the design 
cruise Mach number , 0 . 83, at lift coefficients of 0 .5 or less. 

Maximum lift-drag ratios somewhat great er than the low-speed value 
of 35 were obtained for Mach numbers up to about 0.83, as shown in 
figure 24. Further increase of Mach number t o 0 . 92 resulted in a reduc 
tion of maximum lift-drag ratio to 21. The lifx coefficient for maximum 
lift-drag ratio was approximately 0 . 37 at Mach numbers less than 0 . 83 
and decreased with further increase in Mach number. 

The variation of the drag- coefficient and of the lift- and pitching
moment-curve slopes for a lift coefficient near that for maximum lift 
drag rati o (CL = 0 .4) is presented in figure 25 . These data indicate 
t hat an abrupt decrease of lift-curve slope and a reduction of static 
longi tudinal stability occurred at the Mach number for drag divergence . 
Although not shown, a similar correlation also exists for other values 
of lift coefficient . 

Fuselage and Wing-Fuselage Combination 

The lift, drag, and pi tching--moment coefficients of the fuselage 
are based on the area, the mean aerodynamic chord, and the moment center 
of the wing, and are presented in fi gure 10 as functions of the angl e of 
attack of the wing root chord, whi ch is greater than the angle of attack 
of the fuselage center line by 30

• 

The difference in minimum profile drag be t ween that of the wing 
alone and the wing-fuselage combination (fig. 11) was approximately 
equal to the drag of the fuselage alone (fig. 10) as may be seen from 
t he following table: 

CONFIDENTIAL 

---j 



------~ ---~ 

NACA RM A52F18 CONFIDENTIAL 15 

--

Mach Reynolr.'J 
Minimum profile drag ~oefficient, CDOmin 

number number Wing-fuselage ~CD Fuselage 
Wing alone combination °min alone 

0.25 8,000,000 0.0058 0.0099 0.0041 0.0038 
.25 2,000,000 .0059 .0097 .0038 .0042 
.80 2,000,000 .0055 .0106 .0051 .0048 
.qO 2,000,000 . 0073 .0138 .0065 .0059 

'---

The addition of the fuselage caused very little, if any, unfavorable 
drag interference and no change in the Mach number for drag divergence 
(fig. 25). 

It was considered possible that favorable drag interference effects 
might exist which were nullified by separation on the lower surface 
originating from the wing-fuselage juncture. Accordingly, an attempt 
was made to improve the flow by means of a fillet. Although observa
tions of tufts at Mach numbers of 0 .25 and 0.60 indicated that a fillet 
improved the flow in and behind the wing-fuselage juncture at moderate 
and high lift coefficients, no significant drag reduction was indicated 
by force measurements with the tufts removed. 

Addition of the fuselage to the wing caused a rather large reduc
tion in the maximum lift-drag ratio, as may be seen from the data of 
figures 12 and 24. The maximum lift -drag ratio of the wing-fuselage 
combination varied from about 26 at a Mach number of 0.25 to 23 at the 
design cruise Mach number, 0.83. Further Mach number increase to 0.92 
caused the lift-drag ratio to decrease to 14. As would be anticipated 
from the increase in minimum drag, the lift coefficient for maximum 
lift-drag ratio for the wing-fuselage combination was greater than for 
the wing alone. (See fig. 24 .) 

At a lift coefficient of 0.4, addition of the fuselage to the wing 
increased the lift-curve slope slightly and changed the slope of the 
pitching-moment curve by as much as 0.07. (See fig. 25.) The pitching
moment ·coefficient at zero lift was changed by about -0 .04. (See fig. 11.) 
A comparison of the pitching -moment coefficients obtained by adding t he 
wing-alone and fuselage-alone pitching-moment coefficients with those 
measured for the wing-fuselage combination is presented in figure 13. 
These data indicate that the change in slope caused by the addition of 
the fuselage was approximately that which would be anticipated from the 
pitching-moment characteristics of the fuselage alone. However, the 
change in Cmo was greater than that obtained in this way, indicating 
that interference reduced the basic load on the inner sections of the wing. 
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Effect of Fences 

Small fences.- The first fences investigated were designed without 
benefit of test data or tuft photographs for this wing. Because of the 
large leading-edge radius, camber , and twist, it was expected that there 
would be no leading-edge separation and that spanwise flow of the bound
ary layer would be confined to the rear portions of the wing. The fences 
were essentially triangular as shown in figure 3. 

The effects of single and multiple fences of this type at a Mach 
number of 0 .25 and a Reynolds number of 2,000,000 are shown in figure 14. 
The data show that single fences at either 50 ·or 75 percent of the semi
span produced only small improvements in the pitching-moment character
istics. The joint effect of these fences, however, was somewhat greater 
than the sum of the individual effects of the fences. Addition of a 
third fence at 33 percent of the semispan produced a further improvement 
in the pitching-moment characteristics. These improvements were, in all 
cases , accompanied by increases in the lift -curve slope and by delays in 
the abrupt drag rise with lift coefficient. It is of interest to note 
that at a Reynolds number of 2,000,000, the effects of increasing the 
number of fences (fig. 14) were similar to increasing the Reynolds 
number (fig. 8). However, reference to figure 15(b) will show that the 
three small fences (denoted A, B, and C) also produced a marked improve
ment of the aerodynamic characteristics at a Reynolds number of 8,000 , 000; 
in fact, they made the wing-fuselage combination longitudinally stable at 
the stall. 

The three small fences (A, B, and C) did not substantially improve 
the pitching-moment characteristics at Mach numbers of 0.80 and 0.90 . 
(See figs. 15(c) and 15(d).) The tuft photographs in figures 18(c) and 
18(d) show that at these Mach numbers separation, probably induced by a 
shock wave, occurred considerably forward of the fences. 

Extended fences.- In order to interrupt the spanwise flow within 
the separated region at high Mach numbers, the two outer fences were 
replaced wi th three fences extending well forward of the region of sepa
ration (fig. 3). These fences were placed at 50, 70, and 85 percent of 
the semispan. This fence configuration (denoted A, D, E, and F in the 
figures) proved to be very effective in improving the pitching-moment 
characteristics at the higher Mach numbers as shown in figures 15(c) 
and 15(d), as well as at a Mach number of 0 . 25 as shown in figures 15(a) 
and 15(b). The effects of this fence arrangement on the aerodynamic 
characteristics of the wing alone at a Mach number of 0 .l65 (correspond
ing to a reasonable landing speed) at a Reynolds number of 8,000 , 000 are 
shown in figures 16 and 17. These data show that addition of the four • 
fences increased the lift coefficient at which a large decrease of static 
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longitudinal stability occurred by about 0.4, increased the maximum 
lift coefficient by about 0.2, and caused a large reduction in drag due 
to lift at lift coefficients above 1.0. It was not possible to conduct 
a similar test of the wing-fuselage combination since the maximum avail
able angle of attack with the fuselage installed was less than that for 
maximum lift. 

Complete data for the wing-fuselage combination with these fences 
are given in figure 19 for a Mach number of 0.25 at several Reynolds 
numbers and in figure 20 for a range of Mach numbers at a constant 
Reynolds number of 2,000,000. It may be noted from these data that with 
these fences, large changes in longitudinal stability with increasing 
lift coefficients were eliminated up to a lift coefficient of at least 
0.60 at all test Mach numbers. The addition of the fences caused only 
small reductions in the maximum lift-drag ratiOS, as may be seen from 
figures 21 and 24, and this in spite of the exposed flange used in 
mounting the fences. (See photograph of fences, fig. 4.) At large 
values of lift coefficient, the lift-drag ratio was improved by the 
fences (see fig. 21). 

With reference to figure 25 (data shown are for CL = 0.40), it is 
noted that the fences caused very little change in the Mach number for 
drag divergence. The fences increased the lift-curve slope and the 
static longitudinal stability slightly at Mach numbers up to about o.Bo. 
With further increase in Mach number, there was an abrupt increase in 
stability of the wing with fences in contrast with the abrupt decrease 
which occurred without fences. 

Remarks Concerning Spanwise Flow 

The present study of the effects of fences on the aerodynamic 
characteristics of this wing and the tuft studies of the flow prompt 
some remarks regarding the influence of spanwise flow of the boundary 
layer. 

The changes in longitudinal stability throughout the lift range of 
a swept-back wing of high aspect ratio result primarily from changes in 
the spanwise distribution of loading. As has been shown in reference 14, 
the spanwise flow of boundary-layer air is at least partly responsible 
for these changes in loading. In that investigation, a study of this 
phenomenon on a cambered and twisted swept-back wing revealed that, 
while the maximum local lift coefficients of the outer sections were 
equal to those calculated by application of simple sweep theory to two
dimensional data, the local maximum lift coefficients of the inner 
sections were considerably in excess of the predicted values as a result 
of boundary-layer control afforded by the outward flow of boundary-layer 
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air . The increased lift near the wing root in comparison with that on 
the outer sections caused a strong pitch-up tendency at high lift 
coefficients. 

The data presented herein indicate that the fences increased the 
maximum lift coefficient of the wing and eliminated, or at least delayed 
to higher lift coefficients , the unstable trend of pitching moments at 
high lift coefficients. A question a r ises as to whether the fences 
produced the stabilizing effect through a reduction in the boundary
layer-control effect on the root sections, thereby reducing the lift on 
those sections. The fact that the maximum lift coefficient of the wing 
increased, tends to discount thi s possibility. Furthermore, the tuft 
photographs in figure 18 show that the fences did not eliminate spanwise 
flow of the boundary-layer air, although there is some indication that 
they reduced it. 

The stabilizing effect of the fences appears to be most logically 
explained on the premise that they increased the lift developed by the 
outer sections of the wing (those sections to the rear of the moment 
center) . From a practical point of view, it would seem that at least a 
portion of the boundary-layer air appr oaching a fence from the inboard 
side was deflected off the wing, although this effect is not evident 
from the tuft photographs in figure 18. The tuft photographs do show, 
however, that the most pronounced boundary-layer-flow changes resulting 
from the addition of the fences occurred in a localized area just out 
board of each fence, the tuft behavior in these regions ~ppearing to be 
very similar to that near the wing root. It is surmised that these 
sections behaved in a manner similar to those near the root of the wing 
developing higher than normal lift coefficients as a result of the 
boundary-layer control afforded by the spanwise flow outboard of the 
fence. 

CONCLUDING REMARKS 

The results of wind- tunnel tests of a semispan model of a high 
aspect ratio swept -back wing and a fuselage have been pr esented . On 
the basis of the findings of past research, the wing was designed to 
have sections incorporating camber, twist, and generous leading-edge 
radii in an effort to attain satisfactory longitudinal stability charac
teristics by the elimination of premature separation of the flow near 
the leading edge at moderate and high lift coefficients. The tuft 
photogra9hs presented herein demonstrate that the initial point of flow 
separation was well back from the leading edge. With this type of flow, 
it was found that fences, properly located on the upper surface of the 
wing, markedly improved the longitudinal stability and the high- lift 
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characteristics of the wing . It is believed that the effectiveness of 
these fences was at least partly attributable to the absence of 
leading- edge - type separation as a r esult of the use of camber, twist , 
and adequate leading- edge radii. 

At a Mach number of 0 .165 and Reynolds number of 8 ,000, 000, the 
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use of fences limited the variation of pitching-moment - curve slope to 
less than 0 .10 for lift coefficients up to 1 . 33 . Without fences , a 
large decrease of longitudinal stability began at a lift coefficient of 
about 0 . 9 . At all higher test Mach numbers , the l ongitudinal stability 
of the wing- fuselage combination with fences on the wing was nearly 
constant up to a lift coefficient of at least 0 . 60 . The addition of the 
fences incr eased the lift - drag r atios at the higher l ift coefficients 
but had little or no effect on the minimum drag or the Mach number for 
drag divergence . Of significance with regard to the range capabilities 
of a hi gh- speed airplane of the type considered is the fact that a lift 
drag ratio of 23 was attained for the wing- fuselage combination at a 
Mach number of 0 . 83 and a lift coefficient of 0 . 45 . 

It was found that estimates of a number of the important aero
dynamic parameters by use of available theoretical methods were in good 
agreement with the experimental values . 

Ames Aeronautical Laboratory 
National Advisory Committee for Aeronautics 

Moffett Field, Calif . 
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TABLE I. - FUSELAGE COORDINATES 

Distance from nose Radius 
(in. ) (in. ) 

0 0 
1.27 1.04 
2.54 1.57 
5.08 2.35 

10.16 3.36 
20.31 4.44 
30.47 4.90 
3.9. 44 5.00 
50.00 5.00 
60.00 5.00 
70.00 5.00 
76.00 4.96 
82.00 4.83 
88.00 4.61 
94.00 4.27 

100.00 3.77 
106.00 3.03 
126.00 0 
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Figure 4.- Photographs of the model . 

~ 
~ 

~ 
~ 

'K'3 
>-.:j 
I-' co 

o 
o 
~ 
H 

~ 
~ 
H 

~ 

rD 
--.;J 



-1.0 Wing load for various 
test conditions 

-.8 

bI 
~ 

(") 

~-.6 

0 
~ 

~ 
... 

H .~ 
~ 

i:: 

~ 
~ -.4 

H 
~ 

~ ~ 
~ -..;:; 

~ -.2 
c::: 
~ 

M Rx10-6 Load for V CL = I, Ib /' 
0./65 8 1600 /' 

r- .25 8 2450 ./ 
.25 2 610 V 

", 

.60 2 1430 ./ r-

.80 2 1870 Vf'" 

.92 2 2180 ..,/'" 

~ 
V ~Angu/ar deflection 

/ per 1000 Ib load 

/-
~ """ 

""" 
~ 
~ 

~ 
,/'" 

~ ~ 

°0 .5 .I .2 .3 .9 .6 .7 .8 1.0 .4 
Fraction of semispan I" 

Figure S. - Angular deflection due to wing bending based on the theoretical span-loading for Ct.=10 

f\) 

CP 

o 
o 
2i1 
H 
tJ 
t<:l 

~ 
H 

~ 

~ ;; 
~ 
;J> 

~ 
f-J 
en 



(") 

0 

~ 
H 
t::J 
tr:l 

~ 
H 

~ 

L 

1.2 

I I 1~111m1lffTllllfffl~ 
1.0 

.8 

~" I~"I~ : . . . .. . . ' 
. " . ,. . ' . 

-~~ -

~...,J 
.6 ...... 

~ 
:~ 4 :;::: . 

~ 
~ .2 '--...J 

0 

R 

o 2POOpOO 
I----i-t--+-+---+--+---+->(, 

o 4,000,000 
~~-1~-+-+~~~ 

o 6.000,000 
~-1~-+-+-+~-r~ 

8, 8,000,000 

l;iff I I I I I I lill I I E 

£(1 1 191 1 g5 
jf r I I I I I I ~ , '-1 Ii I]" 

-.2 lP I IQ' I i1' 
~ I~I fQX 
IIIIIIIIIIIIIIIIIIIIIIIIIIII~ l~'-

- .4 -4 o 4 8 12 16 

o 
20 24 .16 .12 

I I I 
.08 .04 0 -.04 

Angle of attack, a,deg .04 .08 .12 ./6 .20 Pitching-moment coefficient, em 
Drag coefficient, Co 

A'gure 6 - The effect of Reynolds number on the /ift~ drag, and pitching-moment coefficients of the wing 

a/one. M=0.25. 

~ 
~ 
;t> 

~ 
r-' 
():) 

(") 

~ 
H 

~ 
~ 
H 

~ 

f\) 
\0 

J 



(") 

0 

~ 
H 
t:1 
tJj 

~ 
H 

~ 

l 

I r I I I I I I I 
0 o -r--- f-- 0 -r---~ 8. -I-- - \l ~ f-- [> r--- - <:l f---- - [7 I--- "(J 

~ 
M"o.25 f---- 0.60 r--- 0.70 r---- 0.80 f---- 0.83 

~ 
0.86 r--- 0.88 f--- 0.90 

~ 
0.92 

12 
r.( s-o ~ 

10 

.8 

~ ...... 

........ . 6 

. ~ 

.(3 

~ 4 Cl) . 

C> 
~ 

;:: .2 .... 
....,J 

0 

- .2 

-.4 

~ 
\;..; 

~ 
roo 

Ff ~ ..D':l A 

~ 
J 

.rl ;A po f ~ ~ p. ~ ~ ~ 
~ :;f>' ~ ~ 

.z:.r 
-=' 

~ ;p ;..r fj W ld ~ ~ pv j7 ~ W r> ~ ;j.~ tJ 17,1,/ 
r;-I d I'"S d 

:f J d V IP V 
.tS' D? as y tf ../ 

lP r ;5 d Jf p ;? r ~ 
~ d ...,( 

d l? If {, ~ .J 
~ ~ )1/' <~;>;J I ./ 

;J d~ ~ f I? l/ II (f lJ' f ~ ? ~ "il j .J j d j .J ~ 

IP' [? ~ [( V V I( It 1/ 
;J 

i..rf d X J ri .d ) J A 
8 Ii (.{ II 7 !/ 1/ V 7 

~ . 

V' P f i J , .i j .J 
~ r:; 1 1:;- ~ .~ <' rrr V' 

<:i ~ I T I 
-4 o 4 8 12 16 20 24 for M= 0.25 

Angle of attock, a, deg 

(0) CL vs a 

A"gure 7- The effect of Mach number on the /if~ drag) and pitching-moment coefficients of the wing 

a/one. R= 2,000,000. 

w o 

o 
o 
~ 
H 

~ 
~ 
H 

~ 

~ 
~ 

~ 
:t> 

~ 
I--' 
OJ 



NACA RM A52F1B CONFIDENTIAL 31 

~ 

~ 
f<h 

~ ~\ . r;<: y '7 

~ ''[;< 
tr:L .-A ~ 

~ [7~ ~ 'i? l:'r-v 4 ~ .?-1' 

~ J:f) A , l'--

\ 
.~ )~ 

~ 
c::s 
II 

~ 

~ ~ -'1 '----<; ~ -t~ .vr 
~~O') ;;;. 

~ ~ l~ 
<. " l \4 V 

~ s 

~ 

~ 
~ () l:S. ~ ~ H V 

~\7~ 

I r;: ,~ . \ c::s ~ Y.\ 
~ 

/ d 6 .\ ~ !? P-

i ; . F-, ~ . ...L v 
r-8~ ~ 

C5 I 1\ l}l ~ 
-) 101- l~ ~ f\" " 

~D>~ 
1 ¢~ '~ 1 f'D'- tt>- . . ~ v 

(.) 

c::s ~ 1'1 r? <'1\ 

\ ~ 1,\ lA 
~<;]~ 

"-l-~ ~ fj . -<.. . ..<-1 ~ 

c::s 1\ ~ \ 1 

\ ~" ~ ~ 
\, 

~ ['V'- r< r-o- -<)-. ~. f-<> -<:;t 
~ 

.... O ~ II >-< 
c::s 1\ 

~ 

~ 
~ 
~ 

(,)~ t:::I .~ 
~ ~ 

~ ~" ~ ~ . . i I 
.~ ~..,J r-...: C):E --. ~ ~ ~ ~ ::::i 
~ ~ 

~ ~ 
CS 

~ 

_6 ~ II 
-o~ ~ 

LJ. fO-i J-.a ro r:J--.t . .r--C" D- ...0--~ 

~ b I 
U Po 2-r. '"" 

~ 
~ 
Q 

It) "-'\: >-0 [0-<'>-0 1-0-h-<: ...(.)-ra- J 
~0t\J 

H~ 
~ 

~ ~ ~ ~ ~ ~ ~ ~ 
~ I 

79 IJua/:J.IjJBO:J Jjl7 

CONFIDENTIAL 



I
I 

12 

~ L 6 L ~ .L l L 
M=02S _ 060 _ 070r- 080 _ 

r-c tr.\. 
/.0 

a;:: - I-"" 

D-r-h.. 

~..., .8 
-CRi ~ ro-: t-o. ..:. - . . 

r-"'= -<>- t :l ,J-- -'""' .A " ........ 
. ~ .6 

o .0 
o ~ 
~ 't .4 
H ~ 
~ ~ 
~ ~ .2 
H 

....., 

~ 0 

1- ....... 
R b ----~ V-. 

M 2 ~ ~ ~ 
I~ :E J., ~ 
;CJ II ~ ¢> 

C ~ ~ f 
2 J 1 p 

J! 
p K K ) 

P f ~ c. 

- .2 
JI p' tf li 

'V 0 ~ ~ 

- .4 '--. - - - - - -- ~ _. '--. - L . 

.20 ./6 .12 .08 .04 0 -.04 -.08 for M=0.2S 
Pitching-moment coefficient

l 
Cm 

(c) CL VS Cm 

Figure ? - Concluded. 

~ L ~L ~ I-
083_ 086_ 088~ 

---I ~ -~ I~tf 'r.1 

~ " <c. ~ 
....... 

'I;z 
~ t1: 

~ . 

h 
1:; ~ 

r ), 

1 1 1 
f .f V " j, ~ ~ 

'\; 
v l( 

.fz. 6 h 
V i'-. !> '-.... kl 

- . -

l L 
a90~ 

11' I'r.> 
IV ....... 

~ .. 
r& 

V 
~ 
J. 
L 
"-Iv 

I 
"'l 

092 

"i 

I~, 
\l... I 
~ 

f7 
;. I 

'" j 
I 

r." 

I 
I 
""til. 
~ 

w 
I\) 

~ 
~ 

~ 
;J:> 

~ 
f-zj 
f--' co 

o 
o 
21j 
H 

~ 
~ 
H 

~ 



~. 

(") 
o 
~ 
H 

~ 
~ 
H 

~ 

I---+-~ . . ~ ~ -" --tD-r----J.-.n. ~~ I I I J..2. 1(:f :~ Ji.--""T' f:y h . '" ~l 
/.Of--+- ~~~ ~ r,.-0 "Q--<).. ~ ~~ 

• X"ft$ ~ , ~ _ -..r.\ I"n<', 
f--+- ~Efhty J '.~ ' - I ~I-O., ~ + . 

. 8 i · . A ~ 
:,'1' ~ I~~ 

~--.J Fl' ~ ~~ 
.6 d ;') R ~ 

-' J"" . 'r .~ d ~ 1 0 4000,000 .! 

~ .4 l Q [] 4,000,000 c~ 
a if 1 0 61000,000 ~ 
$:: .

2 d' ~ /;:,. 8,000,000 

-.J U· G I I I I 1 I I I ~ I 

o WI ~ 1 J 1 1 1 1 1 ~I 

,) 

~: lfjn D U fI t! El D D 111111#tlfll 
-4 - ,/2 .08 .04 0 -.04 o 4 8 12 16 ./6 

.16 
20 
.04 

24 
.08 o 

Angle of attack 1 a I deq 
.12 

Drag coefficient, Co 

.20 Pilching-moment coefficient, Cm 

Figure 8- The effect of Reynolds number on the lift, drag, and pitching -moment coefficients of the 

wing-fuselage combination. M=025. 

C]1 

l>< 

~ 
(") 

~ 

~ 
~ 

'K3 
I-]:j 
f-' 
CP 

(") 

o 
~ 
H 

~ 
~ 
H 

~ 

w 
w 



(") 

0 

2i3 
H 

~ 
~ 
H 

~ 

I _ 

I I I I I I I I I 
0 f---- 0 - (> - 8. c-- t- V - I> -c-- ~ f---- [7 - '\;J 

1.2 M=0.25 
f----

0.60 - 0.70 - 0.80 - 0.83 - 0.86 
f----

088 
f----

0.90 - 0.92 

I I rf 

10 

.8 ±!ld r.( ~ 
p ';f LD ~ .p y::r ~ ~ Ncr ~ 

y '--6 Y? f9 W I . h.h ~ .~ . . r:-,; > 
f---- -

~ ~ ~ 
;/V" ~ rz::r ~ "IV ;?" p1.7 ~ ~ ~ 7V'" r;I ~ ~ rl 11 d d 

~-.J 
.6 ......... 

~ 
:ti 4 ~ .....: . 
Cb 

8 
0::: .2 ..... 
'-.I 

tr ~ d 
;l ;t~ p'v Jj 

;> :J t1 
d r5 

LP l( f ;/ 
~ 

vi 
~ ~ ';:I' 

~ d .L ~ 

s-f ~ j> ~ ! Sf ~ V" ~N 

~ d J d 
, tf ;> ? f JS 

V ~ ~l{ { ~ j '7 ~ 
/ / 

d P P f t f f1 t J 
0 

)' ~ .~ ~ . > ~ .~ P / 

I / l? f t f 11 P Ii 
-.2 

-.4 

sf J' ) . P l" /> .1 { ",I 

Jf r-tr ? f ~ If ;1 If ;{ 
~-<; 'i L' <; D '\ 

--' "---- - I I I 
-4 o 4 8 12 16 20 24 for M=0.25 

Angle of attock, a, deq 

(0) CL vs a 

FIgure 9 - The effect of Moeh number on the lif~ drag, and pitcling-moment coefficients Df the wing
fuselage combination. R=2,OOOpoo. 

w 
+:-

(") 

o 
2i3 
H 

~ 
~ 
H 

~ 

~ 
~ 

~ 
~ 

~ 
I--' 
OJ 



----.--~ -~--

• NACA RM A52F1S CONFIDENTIAL 35 

~ 9 ~ ~ 
79 '~U9J:J.IJJ90~ IJl7 

CONFIDENTIAL 



36 CONFIDENTIAL NACA RM A52F1S 

~ 

Ir;f'" V- 'R.. 
I'r.z J 

J 
v v 

f- ~ 
j II 

1"7 lI>.. 
~ 17~ t( =- ""I.!< 

W / '>7 

~ ~~ ~. 
~ "9-..-.z.. 

~ ) '/ v- . 
~ /i1 

p~ 
[-'il" 

!~ i> t> or· 

t W" .4 /; / ~ \l~ , 
~ r ~ IA 

W(Q 
, :-0--

~ I 
r- 8~ 

.~ ~ .,. .,. » 
~ y d, r rv--~ ~ lrI 

tr~ 
, 
, l/ J , 
~ 

r- ~~ -<' 

r / . . i<'!-
~ ~ J 

~ ~ f'f 
~ 

- ~~ . ~ .fJ 
I 1I ( ~ V · . 'VI -0-r0- t:>-. . 

=10 i><f l{ -"N 
~ - 0~ 
~ :yIJ ...[J-P-I' J-;: -G 1-0- 3-

~ I ip ('1 .~ 

- o~ . ~ . 

. 1/ 
=r~1 if ~ 

"J . -,.;. ~ r-:-c r--<. k 
~ ~ "0 

- oc::5 ~ 
.. 

1 - ~ -

~ 1> ~. 

¢ 
. .;J 

I ,. 

? 
I 

~ ~ ". . l\J <:) l\J 

"b ~uapIjJ90:J IJl7 

CONFIDENTIAL 



() 

o 
~ 
H 

~ 
~ 
H 

~ 

. 
J' 

8 0 0 <) 8 "1 (;> (7 '<l 

Rx10-6 8 2 2 2 2 2 2 2 2 

M 0.25 0.25 0.60 0.70 0.80 0.83 0.86 0.90 0.92 1&" 

L~ 
f~ 
~. 

~. 

~ 
.-.-... . .~~I I W ' 

l,dif" 
~l· ld· 

gp' 
o~ 

~ 
~I I k .- , ...... - "- ' 

~_ r;:.a ~ 
\.. .. MTl 

, C . In III 
-....; ~ . .. .. ~ ?'O"....,. !d1" ' 1 l 
.~ . . 
~ .04 . 0" . I~lr:,..j,l>' 
~ .;>i>"'7V I 1" l 
~.o2 ... WI 1111 

~ I I l 

~ 

~ 
""-J Or ~ 

~ 

i'r.c .• 

~ 
C) 
I. 

~ 
~ 

d~ ~ .~,~ 

~ .. 
l7Tfft! 
~ 

~I »" 
J,oLT"' I )? 

l.p 1./ 
W· 
-lX 
~ 
~ I I ~ 

JII 
~. 

w 
.-.~ 

...... ' 

. ~.o12~1 I I I 
~.o08 
8 .o04tttt1ttt I I I I I I 
~ 

~ 0 1 I I I I I I I I I I I I I 

-.02 -4 o 4 8 12 /6 20 -.004 -4 0 4 8 12 16 20 

Angle of attack, a , deg 

~ 
~114 

[#TJ I,M' 
!#f I 1"M' 

~. I :r;:;;Pi I 1.JPi 
W" I I r:Vi' I L..&tI:l JA 

..dW 
0 

~e: ~ ~. . . .-;:1' . . W· .£t 
.. C:i IpI "" .f!/' l$ 

1:: II bd'f'" lP' . . ~. ' i;1 

.~ ~ ."" ~. !P' .~ 'IV . 

:::: ... w ' ~o • !rI' 
Cb ~ . Id' LD 

~ '" . ~ ,.ff' . ' '1 

~1 J 't:. .12 ,.....,"""+--+-.".~-J. ... 

~ c .08~-r~~~~~~ 

~ 
.~ .04 t-'I''''''+-+-...j.,."o~ 
~ 

~ 0 H"""+-+-.IoR~ 

-.04 -4 0 4 
~ 

8 12 16 20 

A'gure 10. - The lift, drag, and P1~ching-moment coefficients of the fuseloge. 

~ 
~ 
~ 
~ 

'K3 
I-xj 
l--' 
OJ 

() 

o 
~ 
H 

~ 
~ 
H 

. ~ 

VJ 
-.l 



(') 

0 

~ 
H 
t::J 
tx:J 

~ 
H 

~ 

/.2 

1. 0 HrM1t1 I:tI~ II 
£fr I I g I I I I I I I I I I I I I I lu~ 

.8 pff I I I ~ I I I_I I_I I_I I_I I_I. L I L~l)' 
ff ! ! I lQ3! ! I 1 1 1 1 1 1 1 I 1 I I I I I q .. 

~ .6 
IT I I ·' I Jt I r I 1 I I I 1 I I I I I I I I I d' 

........ 
c:: 

.Ib 
\i 4 li::: ' 
~ a 
~ .2 .... 
~-+---+r4-I----- ;/ 1 i----+------+--

~ 

0 

-_. ---l-----+---+-

ff I I I I I I I J% I I I J I I 1 ~LJ t J I __ l UiLJcF 
Yi I I 12t I I tn 153 

- .2 li.fI I I I I I I I I l«f I -r I r I r I T I -1 1-1 Il 511 ~ 
.;y I I I I I I I I I I~ I - I I I I I I I I I I I I JJl l 6 

-.41 ] I I I I I I I I I I I I I I I I I I I I I I I rrf I I I I 
-4 o 4 8 12 

Ang/e of attock,ll, deg 

16 

o 
20 24 

.04 .08 .12 

Drag coefficient, CD 

.16 

(0) M=0.25, R·e,OOO,Ocx) 

.16 .12 .08 .04 0 -.04 

Pitching-moment coefficient, em 

A'gure 11.- The lifl, drag, and pitching-moment coefficients of the wing a/one and of the wing-fuse/age combination . 

w 
OJ 

o 
o 
~ 

~ 
~ 
H 

~ 

s; 
f;; 

~ 
~ 

~ 
I-' 
co 



0 
0 

fi1 
H 
tj 
t<j 

~ 
H 

~ 

1.2 

1.0 

.8 
~I Id5t I I I I I I I I I I I I I m 

~ .6 
HII --gr=l - r LIJ I I- I I I-I I I ]~ 

...... 
~ ...... 

.c.s 4 
~. 
~ 
8 
~ .2 ..... 

LI~o 
-...J 

0 

-.2 I kf 1 I I I I I I~I I I I I I I I I I I I I If 1 m 
,& 1 1 1 1 1 I~ 1 1 1 1 1 I 1 .1 LLll I_J~_~lJ 

-W I r II I I T- I~ 1 1- I I I I I IU I I d 
- .4 I I I I I I I I I I I I I I I I I ~ I I 

-4 0 4 8 12 16 20 24 .16 .12 .08 .04 0 -.04 

o .04 .08 .12 .16 
Angle of ottoCIr,fl, de9 Pifching-mom8nl c08fficienf, Cm 

Orag coefficient, Co 

(b) M· 0.25, R=2,OOO,OOO 

Figure I/. - Continued. 

§ 
;; 
~ 
~ 
\Jl 
f\) 
f"Jj 
f-' 
Q) 

o 
o 
~ 
H 

~ 
~ 
H 

~ 

LA.> 
\0 



~ 
...:-
~ .,... 
.u 
~ -...: 

(") q, 
0 () 

~ 
U 

H ;:::: 
tJ '-to;! -..J 

~ 
H 

.~ 

10ir--'--r--r--r--'--'--r--'--'--'--'--'--'--.--.--.--.--.--.--.-~--.--.--.--. 

1 . ~:J:: 
I )jt~ l-¥ """"-~ ~ 

6 
I I . ~. ~~ . I I ;::J I t: 

I I I I d c. J . 
I (! 9: y . 

.4:])11 .~ 0 d 1 ! ~ 

.2r I I 1:{ IXl Ll r' ~ 
I I I :; i · 7 rl 

. I I ,~R v . 
o _dE B ~ 

-Tr i l l II I N 11111111 1*11 m -.4 

iM I I I a I let I I . ~ 

-4 o 4 8 12 /6 20 .12 

o .04 .08 .12 .16 
Angle of attock, a, deg 

Drag coefficient, CD 

(c) M=080, R=2,OOO,OOO 
Figure II. -Continued. 

.08 .04 o -.04 - .08 

.20 
Pitching-moment coefficient, em 

g 

(") 

o 
~ 
H 

ti1 
~ 
H 

~ 

s; 
o 
:t> 

~ 
:t> 

~ 
f-J 
CD 



o...J 
...: c:: 
.Ib 
U 
~ 
Ib 

0 a 
0 

~ ~ ..... 
H 

......, 
tJ 
t:r:l 

~ 
H 

t=; 

----------~~ --, 
~ 

.81 I I I I I 1 I ~bdf];;:fuYF~- 1 '~I I I I I I I I 

.6 ~~--+--~4-_+---brH_~O 

.4 ~-+--+--t--_r_r.tt___r~1 

.~ I q . 1-1 --I ~ 
-A' • 

-4 0 4 8 12 .08 .04 0 -.04 -.08 -.12 
o .04 .08 .12 

Angle of attack, a, deg 
Drag coefficient, Co 

.16 ~ 
Pitching - moment coefficient, em 

M)M:090, R: ~OOo,OOO 
Figure / I. - Concluded. 

~ o 
~ 

~ 
~ . 

~ 
>:tj 
I-' 
Q) 

o 
o 
~ 
H 

~ 
~ 
H 

t=; 

.;::
I-' 



36 

32 

28 

0 ~ 24 
0 

~ '" ....J 20 
H 

~ .~ 

~ 
.;::: 16 
~ 

H 

~ ~ 12 
-§ 

I 8 ;:: -....J 4 

o 

;11 
..0, 

vv-~ 
1 10. 

.~ 

L ""- . 
r 1'\ 

1 
/ ~ Id 0. Li 

J "Q. g,. \ 
~ ru \ b-;. t 

l 111' 1:ru ~h I L'\ I)- ~ \ 
\ 

j ~ 

( -\ t 
J I ~R 

( ~ . 't 
~ 

Y / ~ \ 
.L ~ 
r' ·i \ 

( I t'{\ 1/ 1/ I~ ld. \ I 
d ~ T · ~ 1/ I \~ li [J~ \ 
/ I ILq ~ V 1\ 
/ a .1. 6 Id t 

~ IT ~ 1 ~ 'i' .~ 

~ \ I I~ III 'i 
~r- M=090 ~~ 
. I- -1--1 

'R=2,OOo,OOO-j 
L I I I I I I 

- I- M=025 :s 
-

-- R= 8,000,000
1 1 1 ~ l LL .. . - L-

r-t- M=025 I~ 

I- ~ 
f-'- R= 2,000,000 c. 

1 J. .1 .1 .1 L .1 

~ t-- M=080 . 

r- ~r-I- R= 2,000,000 t-
I I I I I I 

o .2 .4 .6 .8 1.0 1.2 0 .2 .4 .6 .8 1.0 1.2 0 .2 .4 .6 .8 1.0 0 .2 .4 .6 .8 

Lift coefficient, CL 
~ 

figure 12. - The .effect of the fuse/age on the Ilft-drog ratio. 

is 

o 
o 
EiJ 
H 

~ 
~ 
H 

~ 

~ 
&; 

~ 
:t> 

~ 
f--' 
OJ 



I 
I 
1 

\ 

I 
(') 

o 
~ 
H 

~ 
~ 
H 

~ 

I I T I 

I I I I I I I I Mj 0~;rr::IL.~5~.:oLIITo.~0 1f---41-+--+-----+----I 121 1 1 U 1 1 r·8,oo~~I --+ 2~~~JO W 2:~OO,~ W 2,'~aooo -1-1 --+----1---+-----1 

1.0 

.8~ 

~ ....... 6 --0----~.. ==~::!:::::.=-

.~ / ...... 4 
~ . 

i2 ---L + 
o ----. 

- .2 

v -.4 1 1 1 1 I 1 1 I I I 1 I I I I I I r i~i T IT J .12 .08 .04 0 -.04 -.08 for M·o.25, Ra 8,OOO,OOO 
Pftching-momfJnt coefficient, Cm 

Figure 13. - Comporison of the pitching-moment coefficients of the wing-fuse/oge combinotion with the sum 
of the pitching-moment coefficients of the wing %ne ond the fuselage. 

§; 
~ 
~ 
~ 
\J1 
f\) 
t:rj 
f-' co 

(') 

o 
~ 
H 

~ 
~ 
H 

~ 

+' 
\...0 



0 
0 

~ 
H 
t::J 
t<j 

~ 
H 

~ 

/.2 

/.0 

.8 

(,)"'" 

~ ... 6 
.~ 
.~ 
~ a .4 

~ 
'" .2 

0 

111 1111 111 ~±J±UJJ1tW±N I I I 
1 11 111 111~I l*frrITt~ 

~fP ' tp IX Fences r-~ 
JE t;J 0 None <tl77lI/II1I/1///lZZ7nmn-i 

L ~. D C 

~ ¢ 0 8 ~ 1 :;;: I'> 8 and C 0.75 

. d Y 'V A, 8, and C 

r--rJ ¢ 
L-A- ~ 

- .2 

_JJ- l l l llll - ll l ~ I-I [111111111*lj l] 
-dl 1J ~ 

-4 o 4 8 12 /6 

o 
Angle of attock, /I, dsg 

20 24 

f)4 .08 .12 

Drag coefficient, CD 

.16 .12 .08 .04 o -.04 

.16 
Pitching-momenf co~fflci~nt, em 

Agure /4.- The effect of several arrangements of small fences on the lift, drag, and pitching-moment coefficients 

of the wing-fuselage combination. Mz 0.25, Ra2,(X)(),CXJO 

~ 
~ 

o 
o 
~ 
H 
t::J 
t<j 

~ 
H 

~ 

sg 
o 
:t> 

~ 
:t> 

~ 
I--' en 



0 
0 

~ 
H 
t:;j 
t:rj 
~ 

~ 
F: 

12 

1.0 

.8 

~--J 
_ .. . 6 

li ..... . ~ 
~ 4 
~ . 
~ 
~ .2 
...,J 

0 

- .2 

-.4 

1 
~ ~ ~ r:- - =- f>... .~ 

'v 
J 

7' 

l? tf r.( jr :r::: ...,':) ~ I 

>J 
d 
~ . 

? 
If 

lf5 
d;/ 

)1 
.r 

d 
) . 

~ Y 
7 

<7 
~- - L-

-4 o 4 8 12 

Angle of attack, a, deg 

J:j :J if ..£) l-o v "9-r--o. "- \i l 
~~ -r-o. --C ~ 

] 
rg Fences ra 

A,B, andC 
~ 

~ 
<@///I/////////fl7Znnn-- 1 

'\,'T o,E, andF -/////;m77777;::J 
~ 

r!: r( 
¢ 1/ 

1 
0 None v F085 ~ 

r..--C . 75 

6 VJ A,B, andC -E .70 ~ 
$ 

t> A,D,E,ondF r O 
.50 

~ . ~ 
'B .50 ~ .~ 

~ 
-A .33 

,-
t 
~ - { - ". 

0 
1 -11111 11IT1~ 

d 

16 

o 
20 
.04 

24 
.08 

./6 

./6 

.12 .08 .04 0 -.04 
,/2 

Drog coefficient, Co 

(0) M=0.2S, R=2,OOO,OOO 

Pitching-moment coefficient, Cm 

figure 15 - The effect of two fence configuratioos on the lift, drag, and pitchlng- moment coefficients of 

the wing - fuse/age combination, 

s; 
~ 
~ 
~ 

'r3 
~ en 

o 
o 
~ 
H 

~ 
~ 
H 

~ 

+
\.J1 



1.4 

1.2 

/.0 

.8 

~...., 
.6 

........ 

0 . ~ 
0 ~ 

~ ~ .4 
H 

Ei3 ~ 
~ ~ .2 
H 

~ 
-..,J 

0 

-.2 

- .4 

• r: V"9. r.l'-9 

H,-t-j---+-+-+-+--+--t-....iZr~:PO ~ ~--> Lo~-c W kB~r -(. . - ~t> I 
It' fJ --C--fo.- . 't I 

,!l I p.,) t 
~ ' J K,i. 1 

III --t---t--t-+-+r;r-t:. f1=-+-W----!,~XJ. Fences q. I 
Jf ' A, B, and C <1ZW1!14@//i7ZTnn-1 )., 

,j' 3." 0, E, and F .AIW~ <} V r; ~ ~ I 

9 r\ 0 None v F 085 N 
;.> .r A B _....__C . 75 [,.) 

'd Y \l J J and C -E . 70 J 

1l l> AJD,E.andFr~D .50 H-t7tf~-++++-t--+--""C~' W ' 'B .50 .. f---1 .p 9 ~ .n . 
J ~ , 

¥ ~ - "(- - ~ 
1 11 11 1 11 11~ ~ 

-4 o 4 8 12 16 

o 
Angle of attack, a, deg 

20 24 

.04 .08 .12 .16 

.16 .12 .08 .04 0 -.04 

.20 Pitching-moment coefficient, Cm 
Drag coefficient, Co 

(b) M=o.251 R=~OO~OOO 

figure /5 -Continued. 

.;:=-
0"\ 

o 
o 
2i] 
H 

~ 
~ 
H 

~ 

s; 
~ 
~ 
~ 

~ 
f-J 
(» 



o 
o 
~ 
H 

~ 
~ 
H 

~ 

1.01 I IL L 1 [ 1_[ IJLln 1 rIll] I 1 
.8 I ~~t7 I ~~ l;iir V~· T A~~'~Y ~. V rcr · 'J l' ~1.~-tft;J 1 l 

N rw I jBk- I 1ri. -V-~ I "'C 
~ .6 ~ I ~ _ Fences y.....10 "'Ki I T{ 
~ " ~ rv 11Jo-...k. :h:i 
i -'\ 1,\ ~>--.~ It A,~ and C <tZll//////i////;/2;;n;;;:J I ).r-
~ .4 . M ""\.: ~ d . D,~ and F _I///I/l/17ZZ7nz,,-. J .. 

~2 !5 ¢ 0 None v-F 
0%5 !p: 

-..J ¢ ¢ \l A B r.---C . 75 ~ :5 ) , , and C - E . 70 

0 1 J ~ [> A,D,E,andF /fY---D .50 --;;l .. 19 ~ ' 8 .50 » 

/
0 f: -A .33 ~ 

- .2 J ..., LIE I~ - ,- -r; 
-.4 T '1 I I I I I I I I I I I I ~ ~ 

-4 o 4 8 /2 /6 20 .16 .12 .08 .04 0 -.04 

o .04 .08 ./2 ./6 .20 
Angle of offock,a, deg Pitching-moment coefficient, em 

Drog coefficient, CD 

(c) M=Q80, ~2,OOo.OOO 

Figure /5.- Continued. 

~ 
~ 

~ 
:x> 

~ 
f--' 
co 

o 
o 
~ 
H 

~ 
~ 
H 

~ 

~ 
---J 



~ ..... 

...:-c:: 
.~ 
.~ 
~ 

() 'Q1 
0 

~ a 
H .-:::: 
tj ..... 
t?=j .....,j 

~ 
H 

~ 

.~ 

-4 o 4 
o 

Angle of attock 0, deg 

8 12 16 .08 
.04 .08 .12 ./6 

Drag coefficient, Co 

(d) M:::090, R=2,D0(},000 
Figure 15-Concluded 

.04 0 -.04 - .08 -./2 

P!'1ching-moment coefficient, em 

i); 

o 

~ 
H 

~ 
~ 
H 

~ 

~ 
&; 

~ 
~ 
'r(j 
>-,;j 
I-' 
OJ 



0 
0 

~ 
H 

~ 
~ 
H 

.~ 

14 

12 

10 

.8 

~-.J .6 ....... 
.~ 
.<.5 4 !t:::: . 
~ a 
it: .2 ..... 
~ 

0 

- 2 

-. 4 

~ ;:: r- -0 
~ ...... 

hf D ~ 

9q ~. ho ~. ...c-r ....... ,- i0-
I'-' 

~ tp IJJy 
£1 ;:; 

F1 ;J 

)f 
':f 

.P 
d 

;J 

)tf 

~ 
P 

( . 
.I 

c'( 
IF 

I",J 

-4 o 4 8 12 

Angle of attac~ Q, deg 

{~ 
A 
~ 
~ 

i 0 

~ 
~ 
~. 
~ 
Iq 
I~ 
19 

l:J 

16 

o 
20 

.04 

24 
.08 .12 ./6 

Drag coefficient. Co 

{. h 
}Y 

...( . 

~ -..( . 

'J.- R -<; ~'l 
"U b ~ 
~ 

~ r--

0 J 
1 
~ 

lJ 
~ 

} 
It 

£ 
UJ 

~-
1 T I 

./6 .12 .08 .04 0 -.04 -.08 

.20 Pitching-moment coefficient, Cm 

Figure 16 - The effect of four fences (one small fence at?J = 0. 33 and extended fences at ~ = 0.50, 0.70 and 

0.85) on the l iftJ drarlJ and pitching - moment coefficients of the wing alone. M=o. 165, R=B,Ooo,OOo. 

-:J 
~ 

~ 
~ 
~ 
'l\'j 
'"%j 
f--J 
en 

o 
o 
~ 
t:j 
t<.J 

~ 
H 

~ 

+=
\0 



0 
0 

~ 
H 
t:::J 
t".J 

~ 
H 

~ 

l_ 

~ ..... -~ 
" ~ c;j 

J 
d~ 

. 24r---~--------------~~---~<~~---'--~--~ 

.16 1---

.08 

o 
o .4 

/ 

/ 
/ 

I 
/ 

I 
I 

I 

/ 

2 
Theoretical, assuming elliptical span load distribution, :~ 

.8 1.2 1.6 2 .0 

Liff coefficienf squored, C
L
2 ~ 

Figure 17- The effect of four fences (one small fence at 7j:O.33 and extended fences at 1J = 0.50, 

0.70, and 0.85) on the variation of the drag of the wing due to lift. M=0.16S, R=8,OOO,Ooo. 

\Jl 
o 

o 
o 
~ 
H 

~ 
~ 
H 

~ 

~ o ;p 

~ 
;p 

'r(3 
I-:%j 
f-' 
CP 



(") 

o 
~ 
H 

~ 
~ 
H 

~ 

0=8.2 
o 

CL =0.62 CL =0.62 CL =0.62 

a=10.2° 

CL=o.T6 ~v 
A-171 4 6 

(a) M=o. 25, R=8,OOO,OOO 
Agure 18. - Photographs of tufls on the wing without fences, with three fences, and with four fences. 

~ 
(") 

~ 

~ 
~ 

~ 
f-' 
co 

(") 

o 
~ 
H 
tj 
t:<:l 

~ 
H 

~ 

\Jl 
f--' 



52 CONFIDENTIAL NACA RM A52F1B 

0') 
~ ~ C:) 
II '" ~ 

II 

~ 

§ 
C:f 
8 
~"' '=i 
I I <b 

Q:: :::, 
. ~ 

~ ... 1:: t\ia 
C) 
II I 
~~ 

'" 
~ "'t; 

~ 
~ ~ :::, 

~ .~ .~ 
II ......: C§ ~ II 

~ <..::>~ a 
-.... 
~ 

~ ~ 0 ~ 0 
C\J C:) C\J C:) 

~ II ~ II 

~ "" ~ .... II 
II 

~ 
~ 

CONFIDENTIAL 



NACA RM A52F1B CONFIDENTIAL 53 

~ 
~ ...... 

.....; -...: 
II II 

G" (.)-..J 

§ 
~r 
~ 
CO'" "tj 
II 

Q:: ~ 
It)'" .c:: 
~ 

~~ 
II I 
~~ 

~ ~ 
"tj ...... 
~ ~ 

.....: "" ~ ;:) 
II II "'~ ~ ~ ~ 

----~ 

"- ~ ~ 
0 -...: 0 -...: 
t\J II t\j II 

~ ~ (,,)-..J 
....... 
II II 

~ ~ 

CONFIDENTIAL 



54 CONFIDENTIAL NACA RM A52F1B 

<;:) 

8~ 8" lb ~ 
C)~ 

(\J" ~ 
II 

Q:: I 
It)'' ~ 
(\J lb 
c:s § 

~ ~ 
I I .~ 

~~ 
c:s cs 

~ II II 

c:s ~ 

~ 
~ ~ C) 

0 cs l\J cs - C) 
<ti 

II II 

(S - G" I, II 

~ t:s 

CONFIDENTIAL 



NACA RM A52Fl S CONFIDENTIAL 

co 
CO 
C:i 
II 

~ 

~ 
C:i 
II 

~ 

~ 
() () 

t\J C:i t\J 
t\j I. 

~ ...... (,,)...J ...... 
" 

II 
~ ~ 

CONFIDENTIAL 

~
~ 

v ...... « r
Z ...... 

I 

~ 

C5 
" II 

~ 

C) 
C) 

" II 

<3" 

C) 
0\ 
C:i 
" 

(,,)...J 

55 

§ 
c:f 
C) 
C) 

t\J'" '=i 
II !b 
I:t ::3 
It)'" ·S 
t\J~ 
C:i~ 
I I I 
~~ 

'0;. 

'l 
!b ~ :::, ;:) 

.c:: ~ ~ 

8 
G ---. 
~ 



• 
CONFIDENTI AL NACA RM A52F1B 

~ ~ ........ 
.......: .......: 
II II 

~ ~ 

§ 
C) ... 
C) 
C) 

C\J" ~ 
II :::, 

Q: .c::: 
... .-::: 

~~ 
C) 
II I 
~~ 

~ ~ ~ ~ ........ 
~ .......: .......: 

II II ~ ~ (j ~ 
(.) 

~ 
G -... 
~ 

~ \c) 
0) 0 C) 

Q ~ I'r) ......: 
~ II ~ 

II 

\0 ~ ........ ~ ........ II 
II 

~ 
~ 

• CONFIDENTIAL 



(") 

~ 
H 

~ 
~ 
H 

~ 

a=4./0 

CL =0.42 

0.::6.2° 

CL .::0.59 

CL =0. 42 

CL .::0.60 

(c) M=0.80, R= 2,000,000 
Figure 18- Continued 

CL =042 

CL =0.60 ~ 
A- 17 152 

00 
>< 

s; 
(") 

~ 

~ 
~ 

'r<3 
f-:rj 
I-' co 

(") 

o 
2i1 
H 

~ 
~ 
H 

~ 

\)l 
-.J 

J 

/ 



(1=8.20 

o 

~ 
H 
~ CL =0.69 
~ 
H 

E:; 0 =10.2° 

CL =0.77 

CL =0.71 

CL =0. 76 

(c) Concluded. M=o.eO, R=2,OOO,OOO 
A"gure 18.- Continued. 

CL =0.74 

CL =0.80 ~ 
A- 171 53 

\.Jl 
OJ 

o 
o 
~ 
H 

~ 
~ 
H 

~ 

s; 
~ 

~ 
!l> 

~ 
\-' 
OJ 

\ 



NACA RM A52FIB CONFIDENTIAL 59 

~ CO 
t\J 'lit 
C) C) 
" 

" 
~-...J (.,) ...,J 

~ 
C)"ti 
C ... Cb 
C') ~ 
C)~ 
t\J" § 
" \..) 
Q::I 
C)" ~ 
0\ ~ 

~ "-
C) :::s 
" th t\J 'lit ~~ C) C) 7i:J 

" " -...;:. 
~...,J ~...,J 

~ 
It) 

() 
'lit 

0 ....... c:s ....... C) 
t\j I. ~ 

II 

" 
(.,) ...,J " ~...J 

~ ~ 

CONFIDENTIAL 

_J 



60 CONFIDENTIAL NACA RM A52F1B 

~ ~ \() 

C) C) 
II II 

\,) ..... \,)..J 

8 a 
§~ 

t\,j' 
I I }i 

Q:: -g 
a"'u O)§ cs 
II (j 

~~ 
0) "- 'l"" 

g,~ Il) \() ~ :::) 
C) C) \i .~ 
II II ~~ 
\,) ..... ~ ~ 

:b .....;;:. 

\() '" 0 Ie) a ~ 
<\I C) t\.J C) 
~ II Q;j II 

II \,) ..... II c:s ~ ~ 

CONFIDENTI AL 



\.) 

0 

~ 
H 
t:1 
tJ:j 

~ 
H 

~ 

1.4 

1.2 

1.0 

.8 

(,)" .6 
........ 

·i 
.~ 4 
~ . 

~ 
~ .2 ..... 
-....J 

0 

-.2 

:tB$1~llllell~ 

I I ~ II~ 1I1111111111 "111111 I---

? 

.0n~000 

0no,000 
")00,000 

"Jno~ooo 

1 1 1 Il 1 1 1 1 1 1 121 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 I 1 jr-
?f I I I I I I I IGI I I I I I I I I I I I I I I I I I~ 
~ I I I I I I I I I *i I I I I I I I I I I I I I I I I I I~ 

2fT 1 1 1 11.J I I I I I I 0;-

-.4 1 1 1 I 1 1 1 I I I I I I I I I I I I I I I I I I rrr [ I I I 
- 4 o 4 8 12 16 

o 
Angle of ottock,a,deg 

20 24 
04 .08 .12 

.16 
.16 

Drog coeffiCient, Co 

.12 .08 .04 0 -.04 
.20 

Pitching-moment coefficient, Cm 

Figure 19. - The effect of Reynolds number on the lift, draq, and pitching- moment coefficients of the 
wing-fuselage combination with fOlJr fences. M=O.25. 

~ 
~ 
~ 
> 
'K3 
"'.l 
~ co 

\.) 

o 
~ 
H 

~ 
~ 
H 

~ 

0'
I-' 



(') 

0 
E;j 
H 
t:J 
tr:l 

~ 
H 

~ 

I I I I I I I I I 
0 o -~ I- 0 I---t- 8 - - Y7 - r---- t- [;> r---- 1-<1 ~ I- V - I---t-'\) 

1.2 f- M=O.25 0.60 
~ 

0.70 
f---

0.80 
) 

0.83 
f-

0.86 r---- 0.88 
~ 

0.90 
f-

Q92 r-- patP I I 
10 

.8 

I . l? 

r-~ p ~ po ~ p 
~ 22' 9 ~ A .., ~ 

rl 
;) Lp ~ bO tp ~ ? ~ V ~ P' 

~4 rJ 
./'( brJ . ....f:::r .s::}' JZ t---

~ d 
..., 

~ ~ 
r-

~ kJi lti fJ f7v 
~-..I 

.6 ....... 
.ii 
<:) 
~ .4 

8 
;::: .2 
" 

-...J 

~ .J~ 0 tr V ~ ~ ~ ~ 

LP ~ t> J. yj ? f1 I ;;;i 
;; P l? V ~ ;> P 7 .~ £i / I 

f )~ v i :i £ ;1 r I ,,/. 

~ l( ~ ~ ¥ ~ ~ ~ 
L / / 

d P ¢ f. t ~ i t ~ 
0 

-. 2 

-.4 

~ t( oJ < . :f .~ , 

l? L iF f ? t if V ~ 
d ) 'J ) I / l g 'iv 

(.j ~v ~ If 11 f i P i ~ l ' \ l' <: ~.,. ~ I I I -

-4 o 4 8 /2 16 20 24 fer M ::: 0.25 

Angle of attack, a, deg 

(a) C
L 

vs a 

Figure 20. - The effect of Mach number on the Itf~ drag, and pitching - moment coefficients of the wing 

fuse/age combination with four fences. R=2,OOD,()(X) 

0\ 
I\) 

(') 

o 
~ 
H 

~ 
~ 
H 

~ 

~ 
(') 

~ 

~ 
~ 

'K3 
~ 
I-' 
co 



NACA RM A52F1B CONFIDENTIAL 

I 

~ <J ~ .,.)t-t-bl\~~. HHH-+' _""<f4' _""<:.1"-1-"4-""_' -I-k1-_" ... r-r_' +-J.-J 
I '5 j N ~ 

Ib U'1.1 
"-"ik, r. 

I 
~ 0 ~I -t--+-+-++-+-+-""'(:-+" r-o-_"-+p..,_. -+K--=+' f-o-~" .J.P--_" 4->-<-4-" >-"0_" ~ 
rl ~ -r-r-r-r-+-+-+-+-+-+-4~~~~~ 

~ ~ 'f: ~ ~ 
70 'IU9PIJ.J80:J IJl7 

CONFIDENTIAL 

'lit 

" 

~ 
c::) 
• 
~ 

~ -.::: 

~ 

~ 

~ 
': 

~ 

~ 
'lit 
~ 

~ 

"ti 
~ 

~t::)~ 

~ ~ 
~t::) ~...., I 

~ 

...... " C\i 

"~ ~ ~ '-
.~ ~ 

::;: ~ 
~ 
~ 

C§ 



() 

0 

~ 
H 

~ 
~ 
~ 

~.J-
I I r-! J- I I 
0 - I-- <) - r-- V r-- I> -t--

M=025'r- 060 I-- Q?O 
I-- 0.80t-r-Q83 t-- 0.86 

t-0-~ t::Q /" 
12 

~ 
It ...... ~ f-o A-l..:..r - ;J..,.." t-< ~ -A r-

~ ' 'p ~ R>-~ 7 ~ , ~'~ I~ '?--!> , D ~ 

It{ r'o ~ Qt-, .~ 1 

~ 
It liL rb ~ "I 

t---
~ I~ ~ i7 t-- d 9 ? 
( , :r X 
( , 

i~ 6 ':J 

r- 16 I~ 4 j 
Q ~ k> £ 1 
i ~' ~ I~ If' 

10 

<,,)" 
.B 

~ ... 
.~ .6 
.\3 s::: 

l .4 

~ .2 ..... 
-...J 

0 

l( J J j ~:7 

0 ~ X c; f\ I\-
-.2 

"-" 'V 

-.4 
.12 .08 .04 0 -.04 -.08 for Mt=0.25 

Pitching-moment coefficient, Cm 

---------------

(e) CL VS Cm 

figure 20. - Concluded. 

I I 
<;J t-- (7 t--

OB8 t--- Q90 t---

~ -0:::: 
~ 

~ 
Ii 

It:.. 
I) ~ 

t> ~ 

C> ( , 

? 
If> ~ 

(' 

~ .p 
J> I ~ 

~ 
~ ~ 

l' ~ 

I 
~ 

0.92 

'V tv 
Ii' 

t7 
;. 
(7 

/ r 
'7 

r 
rt 
k 

fz 
V 

--= 
'iJ 
~ 
l 
~ 

1 

III 
'I' 

') 

~ 
~ 

r 
~ 

0"
+" 

() 

o 
21.i 

~ 
~ 
H 

~ 

s; 
~ 

~ 
~ 

~ 
"=j 
I-' en 



LL 
I - -

28 l/ f<?- ~ 

lo.: :r- "U. ~ t-a. 
P 13; ~ 24 If'" rHh 

"- ~ ~ h~ 
J1. ~ 
IT ~ 

'; rt\ 
Ii ~ 

I II ~ 
~ 1\ 

(") 

~ 20 0 

~ 
-..,J 16 H 

t::J .~ txj 

~ 15 /2 
~ H 

r.:r<;; 
II .1t 

\10 
~ :J 

/ 1 ~f1. 
II ~D Ih 

~ 
I ~ 

j 10 ~ 
rr 1 

P ~ 
A 1\ 
P It 

~ 
Ie:! WOo 

Ir 
IC? 
X 

I M=o.25 
~ - c- ,R7 8,000,000 

~ ~ 8 
-§ 

I 
4 ~ ..... 

-..,J 

o o .2 .4 .6 .8 1.0 1.2 

IL '-\ t: 
Q~ 

~ M=o.90 ---0 
R=2,OOO,OOO 
I I I I I 1 __ 

o .2 .4 .6 .8 /.0 1.2 0 .2 .4 .6 .8 /.0 0 .2 .4 .6 .8 

I IQ. 
~I- M=o.25 ;:b 

~~ If= ~,?op,OOP I -I-r--

;t~ 

i _ M=o.ao Ci"tt 
R= 2000000 :1 '--

I ' I ' I 

L,ft coefficient, CL 
~ 

A"gure 21. - The effect of fOlJr fences on the 11ft-drag ratio of the wing-fuse/age combination. 

s; 
(") 

~ 

~ 

>< 

~ 

~ 
t-J en 

(") 

o 
~ 
H 

~ 
~ 
H 

~ 

0' 
\J1 



~-------- -~--- - -

(") 

o 
~ 
H 

~ 
~ 
H 

~ 

;1 1_1111 1 

~III ~ 

0 

El 

0 

8. 

R 
2,000,000 

4,000,000 

6,000,000 

8,000,000 

k..<;\.._ 
~ 

~ 
&1 I~ 

71 I~ 
E I lQ\fh~ 
.6. I I I I I I-~r~ 
/ 

S' ~;r;m rt 

• 

Q... 

I~. 

llll11il11111 
[lf l I I I I I~ 
6 I I I I I I I~~~ 
n I~ 

WIII=~g~1 I Iq . 

~" , LL--. 
0' ! ! ! I I I I I I ! I! ' I I I I I I I I I I I I r I I I I I I I I I ffiT-
o .2 .4 .6 .8 /.0 1.2 0 .2 .4 .6 .8 /.0 /,2 0 .2 .4 .6 .8 /.0 1.2 1.4 

~~ ~ 
I I I I I I I I 

Lift coefficient, CL 

A'gure 22.- The effect of Reynolds number on the lift-drag ratio. M = 0.25. 

0'\ 
0'\ 

(") 

o 
~ 
H 

~ 
~ 
H 

~ 

~ 
~ 

~ 
!l> 
\Jl 
I\) 
f'l:j 
I-' 
co 



·06 

.05 

.04 

U
Q 

....... 
c:: .03 

(") .!! 
0 .~ 

~ 
~ 

H 
~ 

~ e 
~ b .02 
H ~ 
~ t:) 

.0/ 

o 

I 
1 I I I I I 

/ I ; 
- I ~ / I , 

L--t-----+--l-----t--t-----_'I 01 / ;' L 

--,/ ,I! I 

--f-- / I _ CL 'O.7 _ - -- / 

I 1 .6 L./ ) 
J...---t---,- I __ . ~ V 

.5 f--- ._. 
I----t----, 1.4 -,........ .. _. _. _ ---r ~.+ ___ ~ 

-- - .-~+-~3 ~_ _ ___ ~ _ 
. 2 r----_~-- ~ I 

. NACA 

- I ,_ I 01--- I 1 I I 
o .I .2 .3 .4 .5 .6 .7 .8 .9 /.0 

Mach number, M 

(a) Wing a/one. 

Figure 23. - The variatIon of drag coefficient with Mach number. R= 2,000,000. 

~ 
(") 

~ 

~ 
~ 

~ 
fo:rj 
f-J co 

(") 

o 
~ 
H 

~ 
~ 
H 

~ 

0' 
-:] 



f.:)Q 

....... 
~ .... 
. u 
ot::: , 
Cb 

(") 

0 
() 
u 

~ 
H ~ 

t::f ~ 
tx:l 

~ 
c:;) 

H 

~ 

·05 

. 04 

.03 

.02 

.01 

.06 

I I I I I 11 f I I I I I I I '-

• I j ~ 

-t--t-H - 1H- r- ~l- 1 1 11' 1 ~ , -J 
1 1 1 1 /L;, /-1.' 

- J I I __ -r--- !,' , ] 
-r--- / 

='==:---- I _~v/ J 
'---C

L 

= 0.1- / // 1 
I I I .}_ I 

6 r- -- 1 I I~J L_---+_, . , / 
I I 

1---.- .. ~ L ---j --- f.-- '~ .:::::::V '---+-----r----.5 r-- =-__ _ _ r _ r- - ~r.::.-
- r-- I __ 

I 
r---- .- -==-1_ 4 -r-- - r--- .- -- -t=. 1 r---+-~- . 1-- --t:-- _ t-- I 

l-----t-- - .3- I r / ~ 
- .2.L . ~ 
r- r-IJ-
L o 
o 

I . ~2LJE:!::r=~~=-t--t--~1--t==t==t=1==~~~ 
.7 .8 .9 1.0 .2 . .J .I .4 .5 .6 

Mach numbtJr, M 

( b) Wing - fuse/age combination 
Figure 23.- ConfinlfBd. 

0\ co 

(") 

o 
~ 
H 

~ 
~ 
H 

~ 

~ 
&; 

~ 
~ 

'K3 
I,:j 
f--' co 



.06 

.05 

.04 

~~ _ .. 
c:: .03 (") .S? 

0 .~ 
~ ~ H 
t::I 
I::rj 0 

~ ~ .02 
H 

~ ~ 

~ 

.01 

o 
o .I 

c = 0.7 
l. I 

O.6~--

I 
0.5-

I 
.4-

I 

.2-

.I 

.2 .3 .4 .5 .6 .7 

Mach number, M 

(c) Wing- fuselage combination with four fences 

Figure 23. -Concluded. 

.8 .9 1.0 

~ 
(") 

~ 

§g 
~ 
'Kj 
>.:j 
I-' 
co 

(") 

o 
~ 
H 

~ 
~ 
H 

~ 

0\ 
\0 



10 CONFIDENTIAL NACA RM A52F1S 

~ 
....J 

c~ 

~ .... 
t)., 
c 
i5 

I 

.:::: .-
-...J 

40 

36 

32 

28 

24 

20 

/6 

/2 

8 

4 

o 
.2 

---t-- - r--~ --/ '\ 
Maximum liff-drag ralio 

£r 
\ 
V\ 

\ 
=-,- - -

/ - -== ..::::- - hL~ \ - r- ....... 

/ II --..... 
~ \ 

/ r\ \ 

ttf_ ~v \ \ - ~ 

/ !\ 
/ / 
/ - J 

. 6 

b== - - ............. 
-- - ~ -- v----.-~~ R-Lm caefficienl for 

.4 

/ "r--: 
maximum liff-drag ratio 

~~ 
I I I 

.2 

.3 .4 .5 .6 

Mach number, M 

.7 .8 .9 
o 

/.0 

Agure 24. - The effecl of Mach number 011 lhe maximum lifl-drag rolio and Ihe 
lift coefficient for maximum lift-drag ralio. R=2,OOO,ooo. 

CONFIDENTIAL 

-------

~ 
~~ 

~ ...... 
. U 
~ 
'0.; 
Cb c 
~ 

~ ..... 
-...J 



NACA RM A52F1B 

.10 

-

..,. 

o 

.0 4 

I---

I 

o 
.2 

-
r--f--

.3 

- ---

.4 

CONFIDENTIAL 

I 
loCL ,/ \ -~ 

tJa .jl ~ 0 ..... ::.% .--~~ ~ \ 
1\ 

r '--
L -r--..... ,I oem ....... 

............ (Jc, '-"1 ......... 1 'L 
\'\ ,/'" ~ r----f---P= --r-- .-- \ - 1---r--1- 'I.. 

/ 
\ 

1\ 
\ 
I 

---1 \ 
\ 

----1 \ , 
i 

CD 

'" /. 
~ .-.= ~ /': 
\ / 

\ 
~ 
I I I 

i 

.5 .6 .7 .8 .9 
Mach fNJmber, M 

71 

-.12 

-.08 

-.04 

0 
~i~~ ~C\::) 

... 
Cb 

~ 
.04 ~ 

! 
~ 

.08 \) 

..... 
i 

,/2 ~ 
i: 
~ 
·s 

./6 13 
;toO. 

Q: 

.20 

.24 

.28 
1.0 

Figure 25. - The effect of Mach number on the drag coefficient, lift
curve slope and pifching-moment-curve slope. CL=Q4,R=2,OOO,OOQ 
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