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THE EF;ECTS OF COMPRESSIBILITY ON THE UPWASH AT THE
PROPELLER PLANES OF A FOUR-ENGINE TRACTOR ATRPLANE
CONFIGURATION HAVING A WING WITH 40° OF
SWEEPBACK AND AN ASPECT ﬁATIO OF 10

By Armando E. Lopez and Jerald K. Dickson
SUMMARY

An investigation has been conducted in which upflow angles were
measured along the horizontal center lines of the propeller planes of a
semispan model representing a multiengine airplane with tractor propel-
lers. The wing had 40C of sweepback, an aspect ratio of 10, and a taper
ratio of O.k. Tests were conducted at Reynolds numbers of 2, 4, 6, and
8 million at low Mach numbers, and a Reynolds number of 2 million at
Mach numbers from 0.25 to 0.92.

In addition, the upflow was measured with the nacelle alone to
evaluate the theoretical method for predicting the upwash induced by the
nacelle. The tests with the nacelle alone were conducted at a Reynolds
number of 4 million at a Mach number of 0.123, and at a Reynolds number
of 2 million at Mach numbers from 0.60 to 0.92.

The results indicate that for Mach numbers up to 0.60 the upwash
angles can be predicted accurately by the available theoretical methods.
At Mach numbers above 0.60 the experimental values were less than those
predicted by theory and this difference increased with increasing Mach
number.

INTRODUCTION

An important problem associated with high-speed propeller-driven air-
planes is the oscillating aerodynamic loads which impose vibratory stresses
on the propellers. ©Since a large portion of these oscillating aerodynamic
loads result from nonuniformity and angularity of the flow entering the
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propeller plane, studies have been directed toward an understanding of
the factors affecting the air~-stream characteristics in this region. It
appears, on the basis of the investigation reported in reference 1, that
satisfactory estimates of the first-order vibratory stresses in a pro-
peller can be made if the upflow angles along the horizontal center line
of the propeller planes are known. Aside from its importance in con-
nection with propeller stress problems, knowledge of these upflow angles
is also useful in estimating the magnitude of the propeller normal force
in connection with longitudinal-stability analyses. The investigations
reported in references 2, 3, and 4 have produced theoretical methods for
predicting these upflow angles. However, no previous experimental veri-
fication is known for Mach numbers above 0.20.

The investigation was conducted in the Ames 12-foot pressure wind
tunnel to measure the upflow angles along the horizontal center lines
of the propeller planes of a model representing a multiengine, long-range,
high-speed airplane throughout a wide range of subsonic Mach numbers, and

to compare the measured rate of change of upwash angle with angle of
attack with that predicted by methods of references 2, 3, and L.

NOTATION

A upflow angle, angle of local flow at the horizontal center line of
the propeller plane, measured with respect to the thrust axis in
a plane parallel to the plane of symmetry, o + € + 7, deg

A, upflow angle uncorrected for tunnel induced upwash, deg

a mean-line designatioﬁ, fraction of chord over which design load is
uniform

b/2 semispan of model, ft
¢ - local chord of wing parallel to plane of symmetry, ft

c'  wing chord perpendicular to the reference sweep line, ft

C, lift coefficient, 1ift/qs
cy design section 1ift coefficient
i
M free~stream Mach number
q free-gtream dynamic pressure, % pV2, lb/sq ft

T o
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R Reynolds number based on the mean aerodynamic chord of the wing
ro Dpropeller radius, ft

r/ro fraction of propeller radius

ry spinner radius, ft
(See fig 1(c).)
r, nacelle radius, ft
(See fig 1(c).)
S area of semispan wing, sq ft
t maximum thickness of section, ft
\' free-stream velocity, ft/sec

y lateral distance from plane of symmetry, ft

o8 angle of attack of wing chord at the plane of symmetry, deg

g geometric angle of attack, angle between tunnel center line and
wing chord at the plane of symmetry, deg

04 nacelle inclination, angle between the root chord and the projection
of the thrust axis on the plane of symmetry, positive nose up, deg

€ angle of upwash, angle of local flow measured with respect to the
free-stream direction in a plane parallel to the plane of symmetry,
deg

n fraction of semispan

o mass density of air in free stream, slugs/cu ft

P angle of wing twist (positive for washin) measured in a plane paral-
lel to the plane of symmetry, deg

%E upwash parameter, rate of change of upwash with angle of attack

o8

MODEL AND APPARATUS

The geometry of the wind-tunnel model is shown in figure 1 and
table I. The selection of the geometric properties and the details of
construction of the wing, fuselage, and upper-surface fences have been
discussed in reference 5. The‘ggtailgng the nacelle installation will

AT
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be discussed herein only insofar as they are appropriate to the problem
of the present investigation. 1In this regard, the inclination of the
thrust axis, with respect to the wing chord, is an important factor
since it affects the upflow angle for a given lift coefficient and thus
the forces exciting the first-order vibratory stresses in the propeller.
By proper selection of the angle of inclination of the thrust axis with
respect to the wing chord, the positive upflow angles induced at the
low-speed high-gross-weight condition result in excitation forces equal
in magnitude to those resulting from the negative upflow angles at the
high-speed low-gross-weight condition. (See ref. 2.) For the speed range
of a modern high-performance airplane, this inclination of the thrust
axis will result in about zero excitation for the design cruise condition.

In accordance with the theoretical method described in appendix B
of reference 2, the inclincation of the nacelles was selected to provide
zero upflow at.the design cruise condition (Cp = 0.40, M = 0.83). The
.resulting nacelle arrangement is shown in figure 1(c). '

The upflow angles at the horizontal center line of the propeller
planes were measured with a 0.312-diameter cylindrical probe shown in the
schematic diagram of figure 2. The probe had six pairs of orifices at
radii corresponding to 40, 70, and 95 percent of the propeller radius.
The probe was operated as a null instrument; that is, the probe was
rotated about its axis to the position where the pressures at the two
orifices were equal. The angular position of the probe was indicated as
a counter reading by-the response of an instrument reacting to the dis-
placement of the differential transformer attached to the probe actuating
mechanism. Static calibration of the instrument indicated that the
angular dlsplacement of the probe could be determined with an accuracy
of 0. 03

In addition to the static calibration, it was necessary to establish
the angular position of the probe for zero upflow angle of each pair of
orifices. This was accomplished with the probe and spinner mounted in a
uniform stream at zero angle of attack. With the counter reading for
zero upflow angle thus established, the counter readings for balanced
pressures across each pair of orifices obtained in the tests with the
probe mounted on the complete model (fig. 3(a)) and on the nacelle alone
(fig. 3(b)) could be interpreted in terms of upflow angle by means of
the static callbratlon.

The estimated over-all accuracy of the'upflow angle measurements is
+0.2° for the tests at the lowest dynamic pressure and +0.1° at the
highest dynamic pressure.
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CORRECTION TO DATA

Complete Model

The corrections to data for tunnel-wall interference resulting from
1lift on the model were evaluated by the method described in reference 6.
The corrected angle of attack was

a=ag+ 0.377 CL,

This correction to the angle of attack, which was used only for the 1lift
data presented in figure L4, is based upon the tunnel-induced upwash at
the quarter-chord line of the wing. Since the tunnel induced upwash at
the propeller planes was not equal to that at the quarter-chord line of
the wing, a correction to the total upflow angle was calculated by the
method described in reference 6 and was used in the data presented in
figures 5 and 6. The correction to the total upflow angle differed
little for each propeller plané and was essentially unaffected by a
change in Mach number. The corrected angle of upflow was

A = Ay - 0.270 Cp,

\

When the measured angle of upflow is corrected for tunnel-induced upwash
as is done herein, the angle of attack corresponding to the corrected
angle of upfliow is the geometric angle of attack of the model in the
wind tunnel. As a result, the angles of attack identified in figure 5
are not the same as the angles of attack shown in figure 4, but the data
of both figures have been corrected to free-air conditions within the
accuracy of the theoretical methods.

The dynamic pressure and the Mach number were corrected for con-
striction due to the presence of the tunnel walls by the methods of
reference 7. These corrections were not modified to allow for the
effects of sweep. The corrections to the dynamic pressures and the
corresponding corrections to the Mach numbers are listed in the following
table: )

cm‘A
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Corrected Uncorrected dcorrected
Mach number Mach number Quncorrected
0.123 0.123 1.005
.165 .165 1.005
.25 . .29 1.005
.60 597 1.008
.80 .T791 1.015
.86 .845 1.021
.90 877 1.027
.92 .893 " 1.032

To provide an indication of the influence of the probe on the flow
about the model, the measured total 1ift on the model with the probe
installed alternately on each nacelle was compared with similar data
obtained for the model with the probe removed. The results of these
force measurements are presented in figure 4. It is indicated that the
probe caused no significant change in 1ift coefficient. Since the wing
contribution to upwash angle is determined by the 1lift coefficient, no
correction for the effects of the probe was considered necessary.

Isclated Nacelle

The dynamic pressure and the Mach number for the tests on the iso-
lated nacelle were also corrected for constriction due to the presence
of the tunnel walls by the method of reference 7. The corrections to
the dynamic pressures and corresponding corrections to Mach numbers were:

Corrected Uncorrected. deorrected
Mach number Mach number Quncorrected

0.123 0.123 1.001
.600 .600 1.001
700 .699 1.002
.800 .798 1.002
.860 857 1.003
.900 .895 1.005
.920 914 1.007
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DISCUSSION

The measured upflow angles with respect to the thrust axes at
various angles of attack of the model are presented in figure 5.

By definition the upflow angle is
A=a+ €+ 7

The nacelle inclination was -6.5° for the inner nacelle and -7.0° for
the outer nacelle (fig. 1(c)). By use of these values, the measured
upflow angles shown in figure 5 may be converted to upwash angles with
respect to the free-stream direction for the corresponding angles of
attack. Curves of the upwash angle versus angle of attack were essen-
tially linear in the range of angles for which the lift curve of the
model was linear. It is apparent from the preceding relationship that
a satisfactory theoretical method for predicting the rate of change of
upflow angle with angle of attack where the lift curve is linear is one
which provides a satisfactory estimate of the rate of change of upwash
angle with angle of attack. For convenience, the correlation between
theoretical and experimental results will be made using this parameter.

Theoretical Methods

The investigation reported in reference 4 has shown that a theoreti-
cal method involving the algebraic addition of the contributions of each
component (wing, nacelles, and fuselage) to determine the total upwash
provides results which are in good agreement with experimental results
obtained at low Mach numbers. This procedure was retained throughout
the present analyses. )

fhe contribution of the wing alone was calculated by two theoretical
‘methods. Both these methods are based upon lifting-line theory; both

take into account the wing sweep and include. a correction for the effects
of compressibility by the method outlined in reference 2.

The first method for calculating the contribution of the wing to
the upwash is described in appendix-A of reference 2 and in reference 3.
In reference 2, a procedure is given for predicting the upwash ahead of
the wing in the extended wing~chord plane. This method is extended in
reference 3 to permit computation of the upwash at points above or below
the extended wing-chord plane, expressed as a percentage of that predicted
for the corresponding point ‘in the extended wing-chord plane.
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The second method for computing the upwash due to the wing assumes
a finite number of elemental rectangular vortices distributed spanwise
along the quarter-chord line of the wing (ref. 8). The Biot-Savart law
was employed to determine the upwash at the Propeller plane due to each
of the vortices.

These two methods produced results which differed by less than the
experimental accuracy. By the use of these methods the upwash was cal-
culated as a function of 1lift coefficient. The calculated values
of 9€/dC; were then multiplied by the lift-curve slope to calculate the
rate of change of upwash with angle of attack J¢/da.

The eontribution of the nacelles and fuselage to the upwash were
calculated by the theoretical method described in the appendix of refer-
ence 4. It was assumed that the nacelles and the fuselage were infinite
cylinders downstream of their maximum thicknesses. The upwash contri-
butions of the nacelles and fuselage were considered to be independent
of Mach number.

Comparison of Experimental and Theoretical Results

Shown in figure 6 are the experimental and the theoretical spanwise
variations of the upwash parameter Oe¢/da at a few selected Mach numbers.
From the data shown in this figure it is evident that the theoretical
methods accurately predicted the spanwise variation and the magnitude
of the upwash parameter for Mach numbers of 0.60 or less. Although the
theory still predicted the spanwise variation of upwash to a fair degree
of accuracy at the higher Mach numbers, it failed to predict the magni-
tude correctly.

Upwash ahead of the isolated nacelle.- To determine whether the
failure of the theoretical method to bredict the upwash at the higher
Mach numbers was due to the deficiency of the theory as applied to the
nacelle and the fuselage, the upflow angles were measured for the iso-
lated nacelle. The results are shown in figure 7. The small upflow
angle measured at O° angle of attack of the thrust axis is assumed to
be caused by the asymmetry of the nacelle aft of the propeller plane.
The swept strut which supported the nacelle was far enough behind the
Propeller plane so that, theoretically, its contribution to the upwash
. was Insignificant. This is confirmed by the symmetry of the measured
upflow on either side of the nacelle.

Figure 8 shows the variation with Mach number of the upwash param-
eter Je/da for the nacelle alone at the three radial stations corre-
sponding to 40-, 70-, and 95-percent propeller radius. It is evident

OO
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from these data that the nacelle-induced upwash is not independent of
Mach number as is assumed in the theoretical method.

Effects of Mach number on upwash.- The variation with Mach number
of the upwash parameter O€/da for the complete model is shown in
figure 9 for the stations corresponding to 70 percent of the propeller
radius. It is indicated that the difference between experimental and
theoretical values at Mach numbers above 0.60 increased with increasing
Mach number until at a Mach number of 0.92 the predicted values
were about twice the measured values.

Figure 9 also indicates that using the experimental values of the
nacelle-induced upwash in place of the theoretical values markedly
reduced the difference between the predicted and measured values for the
complete model. Since the effect of compressibility on the nacelle-
induced upwash varied with radial distance from the thrust axis (fig. 8),
it was not considered feasible to attempt to apply a correction to the
theoretical values of upwash at radial stations other than those at which
experimental data were available. It is evident, however, from inspection
of figures 6 and 9 that a reduction with increasing Mach number of the
fuselage-induced upwash at the inner propeller plane and of the upwash
induced by the inner nacelle at the outer propeller plane would result
in closer agreement between the measured and computed upwash of the
complete model.

It should be noted that while the predicted values of the upwash
parameter are about twice as great as the experimental values at a Mach
number of 0.92, the theoretical values of the rate of change of the upflow
angle with the angle of attack OA/da are only about 20 or 30 percent
in excess of the measured values. This results from the fact that the
geometric angle of attack of the thrust axis accounts for more than
three-quarters of the total upflow at high subsonic Mach numbers. This
point is emphasized since vibratory stresses on a propeller are computed
on the basis of the total upflow angle.

CONCLUDING REMARKS

The present investigation has produced experimental data on the
upwash at the propeller planes of a four-engine tractor airplane configu-
ration with a 400 swept-back wing for a range of Mach numbers up to 0.92.
Comparisons of the rate of change of upwash angle with angle of attack
by the use of the available theoretical methods with those measured in
the wind tunnel indicated good agreement up to a Mach number of 0.60.

At higher Mach numbers, the predicted values exceeded the experimental
values by an amount which increased with increasing Mach number.
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"It is evident that this discrepancy between the experimental and
theoretical results is due, at least in part, to the failure of the

theoretical methods to account properly for the effects of compressibility

on the upwash induced by the nacelle and fuselage.

Ames Aeronautical Laboratory
National Advisory Committee for Aeronautics
Moffett Field, Calif. ’
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TABZLE I.- GEOMETRIC PROPERTIES OF THE MODEL

11

Wing (Reference sweep line:

Aspect ratio . . . . . . .
Taper ratio . . . . . . .
Sweepback . . . .
Twist (washout at tlp) .
Root . . . ¢~ ¢ o ¢

TipP & ¢« o o o o & o @

Area (semispan model) . .
Mean areodynamic chord . .

Nacelles
Inclination with respect
Inner nacelle . . . « . &
Outer nacellie .« ¢« « « « &
Coordinates .« « ¢« « « .+ &

Propeller

Radius . ¢« ¢ ¢ o ¢ ¢ ¢ o

Quarter chord of the sections inclined

40° to the plane of symmetry)

Reference sections (normal to reference sweep llne,

NACA 001k, a=0.8 (modified)

NACA 0011, a=0.8 (modified)

. 10.0
. 0.4
. Lo©
. 50
Czi = O.)-l"
c = 0.4
5
6.944 f£t2
1.251 ft
. =56.5°
. -7.0°
fig. 1(c)
. T in.

et i il
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TABLE I.- CONCLUDED

Fuselage

Fineness ratio o v v ¢ ¢ 4 ¢ ¢ ¢ o e o o s 0 0 o . . « o« . . 12.6
Fuselage coordinates:

Distance from Radius
noge, inches inches
- 0 0
! 1.27 1.04
\ 2.54 1.57
5.08 2.35
10.16 3.36
20.31 okl
30.47 4.90
39.44 5.00
70.00 5.00
76.00 4,96
82.00 4.83
88.00 k.61
9k .00 h. 27
100.00 3.77
106.00 3.04
126.00 0
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The complete model with the probe installed on the inner nacelle.

Figure 3.- Photographs of the models.



19

NACA RM A53A30a

*papnTou0) -*§¢ 2anITJ

*pPaTTB2ASUT 290ad a3 Y3TM STTS0BU Pa3BTOST YL

(a)




d
o
58}
<
o
0
<
=
o=
3
<
=

20

YI0ID JO SJBUD Yim JUSIIIF303 4Y)] JO UOHDIIOA —p 84nb)o

. 000000% =& ‘€2I'0=W 104 02 9/

boap ‘@ ‘yooio Jo s/buly

2/ 4 14 0 -
- %.Iu
e A R
EaRraAnya
! \ 0
e ¥
P \4 ! Z o9
wﬁ.,ollkrﬁo\ 0 3
Yor TH "3k
& .-f (lf >
Aof 0 9 O
30 o) ~
Q
of\) .OO
¥ 0
" o
19 :
. )
v/

8//990U 49/no wo éqosd — 8//990u 48UUl U0 -9qosd —F+— 40 8q0O4d —O—




NACA RM A53A30a

28

24

N
& O

N

- Upflow angle, A, deg

~
-/ N\
7
4 1/
Vﬁ ‘lix , Lrﬁ .\ a —]
) : / U I o _|
T K % 19.80°
‘ % /7.82° —
AN ﬂ%ﬁ 15.84°
51 '\\ ; \ ) ]
T 4151 e 13.86° |
> . > ,
o ,\q< R //.88:_
T = — 9.90Y —
2 Ly 0 ]
— T e 7.92 i
A | Aad P | A 5.94° |
T3 STy 3.96°
: L ] 1.98° 7
“;*' Ta o -
I ldd TN o, gg0
- F1 L ~
|
J0 20 30 40 S0 .60 .70 .80

Fraction of semispan, »

(@) M=0.123, R= 4,000,000

Figure 5~Upfow angles at various angles of attac.”

2l



22

Upflow angle, A, deg

28

24

N
Q

~
19}

~
N

1 )

N

Q

NACA RM A53A30a

J -
| i _
A / _
P T
INEE )2 19.80° 7]
25/ A —117-5/ w\‘u_/zaz h
\ q | \ Y /5.84° |
1w | 45 /3860 _
LJ x P R /1.88° —
X 0 —
JHV Ly ‘Y-Yr‘v x.—\lkt 990 —
LT Tog  792°
2o T | A 5940
TR YO T oR% 3.969
pal | 199 bal [ 1.98° j
3 (YC Y- 0 —
JU\D drﬂr . o dpﬁp -/ 980 _
(e | L T
M | O )Y

JO .20 .30 .40 .50 .60 .70 .80

Fraction of semispan, 7
() M=0.123, R=6,000000
Figure 5.— Continued.
“SRRSD




Bt .
NACA RM A53A30a ﬂ

kS
()
2 N
28
24 ‘
‘M? \ P4 4\
v/ d
0 BARVES TR
6 wl ‘lkﬂ ol | SN 79.80° |
o ! S LA | R\Y /782° |
S . 2 NS /5.64° _
< o q\’.\? ad] | < iz 13.86°%
R PN A\ o
y - &gk‘ DgR' /11.88
< —
. 4 bl | g Lo | 0 9.90° |
3 N [ TN 7920
] e | AAT
> 0 [ Loty 2o L A% 5940 -
71’0? B c%{' 3.96° 7
- 1oy, | 49 oal "’ 1.98° |
-8 <A S o0 0 -
}O\ .
da —p Ak /.96 —|
-2 : : ﬁ 5 & .
16 |

o O 20 30 40 .50 60 .70 .80

Fraction of semispan,

(c) M=0.165, R=8,000,000

- Figure 5.- Continued.



ol NACA RM A53A30a
3
20
/6 F
A [~ 4 }
> /12 4 : p 7 A a —_
S Y—ai< 354*/3.860 —
< & ] o | B Y 11.88° 7
) | o | o |
§ 4 v | ] A L |t 9.90% _
S i { Y 7929 _
| : A A
o AT | ot AT L Aad 5940
N\ A —
S ) +0$o g 0 I 3.96°
- . - . , -
0 | JF:_ A 1.98°
. ’ ) ~C 0
-8 - _

O /0 20 30 .40 .50 .60 .70 .80
Fraction of semispan, 9

(d) M=0.25, R=8,000,000

Figure 5.~ Continved.



NACA RM A53A30a

28
24
20
16

/2

Upflow angle, A, deg

RS
) O 0O
¥ SED
./ A ¢j}§ \
PR W] R TN e
L W] LA T SKY 79.80° |
DAPNEVARN WS
a |\ e | N /5849 _
W? 1% JWP %2 13.86° -
. R | D '[}.\ /1.88° —
v 0—
mztv | L_¥ 9.90" |
A 7929 _
AAA , AY
T Al 5,940 ]
%x;--v& O CTORY 3.96°
- : 1 1.98° |
o bol oy 1.987 |
b 0
hlda PRI L g0 ]
SRR
0

Jo 20 30 40 50 60 .70 .80

Fraction of semispan, »
(e) M=0.25 R=2,000000
Figure 5.- Continued.

B o ACaAed

25



26 NACA RM A53A30a

2
) ©
28
24 i
| 4
20 JM} 4 '{. 4
NN [? - P lh\ a ]
/6 LIl [ WL o —
> —A (e /7.82° —
S 2 AN 0
. A _ A N /5.84
~ ' A\ BE o 13.86° —
2 g = e P 0
S X . /11.88
Q > —]
4 | 1 [ B[R 9.90° ]
% w 0 .Vé o
S i . 7.92
S o e 0 5.94° —
XK X o 1 3.96° —
» o 3,96 -
ﬂa-EL_ 4‘3{? J}&:__E 1 /1.987
-8 ’ L~ ,Qq =X 0 —
e el T hld b, gg0
-/2 e ; N
| T v
-6 S

0 /0 20 30 40 50 60 .70 80
| Fraction of semispan, y

(f) M=0.60, R=2,000000

Figure 5.- Continued.




NACA RM A53A30a

Upflow angle, A, deg

24
20
16

2

Fraction of semispan, y

(9) M=0.80, R=2000000

Figure 5.~ Continued.

_ %
/I
4
I | 4 )
i ,\\ /
d [ P TN @ T
. o —
| I G _j\_ 19.60° |
AN S > 17.82° |
AL N LA | KN /5849
| Y AL 4% 13860 ]
> | % e /1.88° _|
= b — Dy 9. 909
\ad Agd VY] Yok 7929 _
J*A:A——AM el 5949 —
NG N 0 ]
> | o 6 | ¢ 3.96° |
ba B‘E? 1.98° |
4 o _
l’ZFEL\, ) ” H '
v
O /0O .20 .30 40 .50 60 .70 .80



28

NACA RM A53A30a

‘Fraction of semispan, %

(h) M=086, R=2000,000
| Figure 5.~ Continued.

—,
20
/6 :
P | |
‘/2 ! \. ,—./N a _
] ad RN J /15849 _ |
m’ . & GRUL 7{71 Nz o _|
8 T ij 4 13.86
% P—— —F 1 R' /1.889 —
’ :\ 4 T Doy TP 9.90° —
‘o N~ 7.929
L N T A o
§, i {&& -5'940—
. POR | Y o0 | o 3.96°
§ . ﬂ bal ] 1.98°
S _g , K. a 0 _
hﬁc(b dg TN L ~1.98° _
—12 sl I I/ — =
e L %~ |
0 [0 .20 .30 40 .50 .60

70 .80



NACA RM A53A30a c&

Upflow angle, A, deg

29
S
()
\—/ N’
/2
8
>t | o > | . a.
u L T TP D“Bﬁ»‘asoo“
5 LYY [ Yoy 7920
A5 PP | Aol 5.94°
PP | P9 boly | Jot 3.960
_4 > . —
ool | Jod [T d /980 ]
. WJ?Qf 3 e 3| O 0
"'8 57C S : - —
P et Th [ d o /980
=12 ——f tﬂit, 4
_/6 | 1 Il>
0O .0 .20 30 40 .50 60 .70 .80

Fraction of semispan,
(/) M=090, R=2000000
Figure 5.— Continued.

T



30 NACA RM A53A30a

K S
[\ ]
N\, N\
12
8
g
<94
¥ a
S T 525 | A4 5949
. o
3-4 P> ooﬁ _Gﬁ{ 3.96°
] | ooal | Nt 1.98° _
b . 1 0
-8 Jx\ ,O'q ¥ 0 —
P d,- ?ﬁzm A4l —/.989 _
=/2 r‘_f_ : E]P
| WA
"/6 1 |

0 /0 .20 30 40 .50 .60 .70 .80
Fraction of semispan, y

(/) M=092, R=2,000000
Figure 5.— Concluded.




NACA RM A53A30a . .
10
=0.25
8 o
l |
. [ LTS
% ]
da
4 I 1 ] LA
: I} \Q '~
2 mau VRN,
. 7 TN L4 \
A S ANV \
\\‘ e~
Q\ N\-
0 -J ———
(0] Experimental
Total
— — — — Naocelle ,
Theoretical
——-——-— Fuselage
—--—--— Wing
1.0
M=0.60
8
ERERN]
6 / / é‘
Oe i
/da " \
4 1 ——1
/ Qa \L‘\ <§
2 \/7“ --\ : / \\\\‘t
- e N \
0 . s S N L S |
o J 2 J

Fraction of semispan, »
(a) M=0.25, M=0.60

Figure 6— Spanwise variation of upwasli parameter e Da
at several Mach numbers.

4 S5 6 7 .8

31



32 NACA RM A53A30a
1.0
=0.80
8
6 i
Jy ; / O C
oa -/ \ 1
4 —0H ‘\ o ‘\
2 AL I i )
S o v /20 B O
0 B
0] Experimental
Total
T T Nacsile Theoretical
—= Fuselage
——-=——=-—  Wing
1.0
=0.92
8
6 / -
Oe / /
4‘?4 /b | § o |,
. ! \ \
2 .3(}7 \\\\ 7\ \\\
. 93 -
b Sy - v
0 TRy SR

(/) J 2 3 4 S 6 7 8

Fraction of semispan, 9
(b) M=0.80, M=0.92
Figure 6.— Conc/uded,

ConNEipENRp. ., .

e S’



NACA RM A53A30a - 33

24
L a-1568" x| M=0123
20 / \\
9//[/ AN
X 11.76° X
/6 / | \
Bod N
v—’ ) v\\.v
2 & 7.84° '
@ B / |
1 A
< g
) AT 3.92° Jx\
™
S 4 O—<] ~OL—0)
2
S
§ 0 0o nw.
-4 O, —~O 1. /O’,O
T | -3929 o
I .55_5
12 8 4 0 4 8 12

Fraction of propeller radius, '/,
(4
(@)M=0./123, R=4000,000

Figure 7.— Upflow angles al various angles of attack of the
nacelle alone.



3y’ ® HIRAL, NACA RM A53A30a

/2
M=0.60
\ = e A
5 5 / a 5;88 Zr\\
> 392°—l-\
0 | —{] 0 =
- o= —O
Y
< -8
<
s /2
§. M=0.70
S
S 5889 ¢
§ 8 // N
3 At o I O A
S /<\ 3.52 <]

o |-3927 o
M|
L2 8 4 7] 4 8 12

Fraction of propeller radius, ’/,;

(b) M=0.60, 0.70; R=2,000,000
Figure 77— Continued.



-
NACA RM A53A30a e ‘ 35

12
M=0.80
8 a=5887 A
7
g l o \\&__A
D G IO SN
0 @ =Ll
_4 Ny
~3.92° &%
-8
O
]
S 2
S 8 ,J 5887 A
3§ A___A// Nl a
“§ P 3.92°
4 | ot ~>——0|.
0 a 1. (4] H‘z%:ﬂr—‘n
-4 . . )
e —3929 o
. T
L2 .8 4 o 4 8 12

Fraction of propeller radius, 7,

(c) M=0.80,0.86; R=2,000,000

Figure 7— Continued,



36 , ”m@ NACA RM A53A30a
8
M=0.90
5 @=3.92° "<
0 ] 0 oS o g
N - mo= =
A o [—392° o T°
AL S
© _
§ &
S
3 g
§ | M=0.92
392° g
) 0 L
-4 O—t=0s ' F+—0
o (|—3927 o
8 ‘ | L
¥4 8 4 o 4 8 1.2

\ Fraction of propeller radius,

(d)M=0.90,0.92; R=2,000,000
Figure 77— Concluded.



37

NACA RM A53A30a

‘QUOJO IJ[9o0U Y} 40 Q.No 43jowpI0d YSOMAN 3YY JO JSQUINU YIDW YHM UOHDLIDA —8 aunbl

. W ‘18qunu yoopy
o/ 6 & 4 9 3 4 £ Z A 0
% of . - L
ar =
T — e —_— ———— e
Omv
o I 5 J\.w 5
466" —_— o . g
4104 —_— O
1060 ——— 0]
UoNDI0] [DI}}84108Y} [Diuew/I19dxe




NACA RM A53A30a

B O g T A

38

"SNIpos 43jfedosd 4 O o um\% 49/3wp10d ysomdn oy Jo sequinu yaop Y/1m UoIOIIDA —6 8inbly

5 W “Bquny yoop
o/ 8 9 4 A 0 Q,.\ & 9 |4 c 0 0
ﬁ_.v o . | o|
1///.w L o /!O X 2 Q
n'rqmFL RO~ v /fep
a wouois | | 9 uoyv;s
. ! % .
o
% | T |
—_— O . - e m\m
g uoiols . v vonols .
g
(59)/220U) j0jUWILISAXS+ (DDJaSNY+OuIm) [0IPL08Y ] — — —
J0j84109Y |
[Opu3WI13dXTF

NACA-Langley - 4-7-53 - 325



	Page 1
	Page 2
	Page 3
	Page 4
	Page 5
	Page 6
	Page 7
	Page 8
	Page 9
	Page 10
	Page 11
	Page 12
	Page 13
	Page 14
	Page 15
	Page 16
	Page 17
	Page 18
	Page 19
	Page 20
	Page 21
	Page 22
	Page 23
	Page 24
	Page 25
	Page 26
	Page 27
	Page 28
	Page 29
	Page 30
	Page 31
	Page 32
	Page 33
	Page 34
	Page 35
	Page 36
	Page 37
	Page 38
	Page 39
	Page 40



