
t 
I 

I!' .' .':s;., _ 482 
Copy .i a " 

~~ RM E56B23 

h I 

FILE 
C 

RESEARCH MEMORANDUM 

HEAT REQUIREMENTS FOR ICE PROTECTION OF A CYCLICALLY 

GAS-HEATED, 360 SWEPT AIRFOIL WITH PARTIAL-SPAN 

LEADING-EDGE SLAT Q) 

~ rl 

fj 
N 

B y Vernon H. Gray and Uwe H. von Glahn 

Lewis Flight Propulsion Laboratory 
Cleveland, Ohio 

CLASSIFIED DOCUMENT 

• 
f:J G? 
(J) 

E-i 
~ 0 
H ~ 
§ E-i r-.. 

U) 

~ ~ 0 rl 
E-; 

H ,£" {g 
~ :>-I 

!fl s 0 ~ 

;z; ~ •• 
g ~ ~ 
~ : ~ 
t:: ~ ~ 
H ~ H 

This material contains information affecting the National Defense of the United States wIthin the me~ 0 F:! 
of the espionage laws, TtUe 18, U.S.C. , Sees. 793 and 794, the transmission or revelation of which in :::e f%1 

NATioNAL peASDydtSORY COMMItTEE t 
FOR AERONAUTICS 

WASHINGTON 
May 14, 1956 

1 



NACA RM E56B23 CONFIDENTIAL 

NATIONAL ADVISORY COMMITTEE FOR AERONAUTICS 

RESEARCH MEMORANDUM 

HEAT REQUIREMENTS FOR ICE PROTECTION OF A CYCLICALLY GAS-HEATED, 

360 SWEPI' AIRFOIL WITH PARTIAL-SPAN LEADING-EDGE SLAT 

By Vernon H. Gray and Uwe H. von Glahn 

SUMMARY 

Heating requirements for satisfactory cyclic de-icing over a wide 
range of iCing and operating conditions have been determined for a gas 
heated, 360 swept airfoil of 6 .9-foot chord with a partial-span leading
edge slat. Comparisons of heating requirements and effectiveness were 
made between the slatted and unslatted portions of the airfoil . Studies 
were also made comparing cyclic de-icing with continuous anti-icing, and 
cyclic de-icing systems with and without leading-edge ice-free parting 
strips. De-icing heat reqUirements were approximately the same with ei
ther heated or unheated parting strips because of the aerodynamic effects 
of the 360 sweep angle and the spanwise saw-tooth profile of leading-edge 
glaze-ice deposits. Cyclic de-icing heat-source requirements were found 
to be one-fourth or less of the heat requirements for complete anti -icing . 
The primary factors that affected the performance of the cyclic de-icing 
heating system were ambient air temperature, heat distribution, and ther
mal lag. 

INTRODUCTION 

The NACA Lewis laboratory has studied several hot - gas icing protec
tion systems in order to obtain data useful in the design of such systems 
(refS. 1 to 4). In some of these studies, the technique of cyclic de
icing was investigated to determine the heat - flow savings that result 
from intermittent heating of a portion of an airfoil surface subject to 
icing as compared with continuous heating of the surface. In evaluating 
the heat-flow savings resulting from cyclic de-icing, the airfoil drag 
caused by the i ce formations that accrue on the surfaces between heating 
periods must be considered. The drag penalties for severa+ airfoil 
shapes and ice-protection techniques have already been obtained (refS. 
3, 5, 6, and 7), including the drag study (ref. 5) of the airfoil model 
used in the present investigation . 

In the present study, the heat requirements and effectiveness of a 
hot-gas cyclic de-icing system in a 360 -swept-airfoil model with a 
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leading-edge slat have been investigated. The model utilized an NACA 
63A- 009 airfoi l section with a s l atted leading edge over only a portion 
of the span . Thi s feature wa s incorporated to compare simultaneously 
the heati ng and ici ng characteristics of the slatted section with those 
of the unsl atted airfoil . The model was provided also with both hot gas 
and e l ectri cally heated strips along the leading edges in order to deter
mine the effect of continuousl y heated ice-free parting strips on de
icing performance . 

The ai rfoi l model was studied over a range of icing conditions in 
the NACA Lewis laboratory icing tunnel . Ice-removal data were obtained 
for the swept -back model, and a study was made of the special problems 
associated with de-icing of a movable l eading-edge slat. The model, 
furni shed by an aircraft manufacturer, was the first hot-gas cyclic de
icing system to be' deve l oped f or production. In an effort to correct 
some heating deficiencies that became evident during the tests, modifi
cations of the priginal internal heating arrangements were made, and 
limited dat a on the over-all effects of these changes were obtained . 

MODEL AND EQUIPMENT 

The mode l used in this study (fig. 1) is a constant - section NACA 
63A-009 airfoil which spans the 6-foot height of the icing research 
tunne l . The l eading and trai l ing edges of the model are swept back at 
an angl e of 360 to the airstream . The a irfoil structure and heating 
passage s were constructed either perpendicular or parallel to the lead
ing edge . However, in this report, chordwise dimensions will be taken 
pa ralle l t o the airstream and spanwise dimensions par alle l to t he lead
ing edge. The streamwise airfoil chord was 6.9 feet. 

The airfoil leading-edge section consists of two main parts: an 
unslatted or "standard-airfoi l " section with a spanwise extent of ap
proximatel y 26 inches and a slatted l eading-edge section with a spanwise 
extent of 44 inches . The relat i on of the movable slat to the fixed
airfoil secti on behind the s l at is shown in figure 2. Slat extension 
is normally associated with large angl es of attack. 

Slat 

The l eading- edge slat has a 20- inch chord in the streamwise direc
tion (fig . l(a)). The slat moves forward on tracks and rollers into 
the airstream in a direction normal t o t he leading edge . For the tests , 
a hydraul ic system moves and holds the slat in any desired forward posi
t ion. The s lat tracks are curved so that the extended slat moves on a 
circular a r c to pOSitions forward of and below the lower surface of the 
fixed-airfoi l section (fig. 2(a )) . The radius of curvature of the tracks 
is approximately 34 inches, and the full movement of the slat is over a 
160 central angle. 

CONFIDENTIAL 



NACA RM E56B23 CONFIDENTIAL 

Original version. - In the original model version, for which the 
majority of the data were obtained, the upper and lower surfaces of the 
slat were gas -heated (figs. 2 and 3) . Hot gas was introduced by means 
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of a jointed, swiveling tube into a D-duct which runs spanwise near the 
leading edge of the slat (figs. l(b), 2(b), 3(a), and 3(b) ). To prevent 
overheating of the leading-edge surface at the entrance point of the sup
ply duct, a short baffle was positioned to deflect the gas flow spanwise 
in both directions (figs. 3(a) and (b)). The hot gas was then distri
buted to both ends of the slat, passed through spanwise double skins in 
the upper slat surface, and exhausted into the center of the slat through 
small orifices. In addition, a series of six holes in the D-duct sup
plied hot gas to the inside of the slat. A portion of the rear face of 
the slat (slat surface contacting fixed airfoil when slat is retracted) 
was provided with a double skin to increase the heat transfer (fig. 3(b)). 
The trailing lip of the lower surface was heated by an extension of this 
double skin as well as by conduction from the D-duct. The three tabs 
(fig. l(b)) were heated by conduction only . 

The slat leading edge was provided with an electrically heated ice
free parting strip. The heating unit consisted of an element secured to 
a spanwise fin which in turn was riveted to the airfoil skin at the stag
nation region for normal cruise angle of attack (fig. 3(b)). Electric 
heating units were also secured around the periphery of the closing ribs 
at the spanwise ends of the slat (figs. 2(b) and 3(c)) and along the 
slat tracks (fig. 3(c)). 

Modified version. - An insulating fiberglass liner was inserted into 
the D-duct in the modified version of the slat (fig. 3(e)). The electric 
heating elements were removed, except for those along the tracks . These 
latter heaters were altered as shown in figure 3(d) with heating applied 
only to the side exposed to impingement. The closing ribs were reversed 
from the original positions so the flanges would not protrude toward the 
air gaps at the slat ends (fig. 3 (c) and (d)). The ~as-flow circuit 
through the slat upper surface was changed to that shown in figure 3(e). 
In addition to the spanwise-flow pattern of the Original version (fig. 
3(a) ), cbordwise gas flow was induced acroSs the first two spanwise 
passages aft of the D-duct. This flow was accomplished by means of 
milled spacers along the rivet lines, which provided a small opening 
between the outer skin and the corrugations of the gas passages; there 
by, some gas was allowed to flow chordwise from the D-duct into the next 
two passages. The lower-surface trailing lip and tabs were heated di
rectly from the D-duct by gas flow through a milled spacer bar. The 
double skin was removed from the slat rear face. 

Fixed Airfoil Behind Slat 

Partitions perpendicular to the leading edge divided the fixed
airfoil section behind the slat into four heating zones (see fig. l(b)) 
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necessitated by the location of the two slat tracks and the hot-gas duct 
to the slat . Each zone was gas -heated by means of a small supply duct 
from a common header} a spanwise D- duct} and double-skin flow passages. 

Original version . - A section through one of the heating zones nor
mal to the leading edge is shown in figure 4(a). Double-skin passages 
were provided on both the top and bottom surfaces. Electric heating 
elements were used in each zone to obtain an ice-free parting strip near 
the normal cruise stagnation region of this airfoil section when the slat 
was extended . Between the four heating zones} lower - surface double-skin 
constructions extended spanwise over the areas of the tracks and the slat 
gas - supply duct and were heated by gas fanning out from both adjacent 
gas -flow passages . 

Modified version. - For the modified fixed-airfoil section} the . 
electric pa r t i ng- strip elements were r emoved. The upper - surface double 
skin was eliminated whereas the lower-surface double skin was extended 
nearer the l eading edge (fig . 4(b)). The reinforcement at the airfoil 
nose that isolated the leading-edge region from gas flow in the original 
version was removed . In the modified version} greater gas flow was in
duced in the lower-surface double skins over the slat-track and gas
supply- duct areas by increasing the size of the outlet orifices in the 
gas-flow passages. 

Standard-Airfoil Section 

Original version . - The standard-airfoil section} which constituted 
the part of the model near the tunnel floor (figs. 1 and 2)} is shown in 
cross section in figure 5(a). This section was heated by means of gas 
passages in the double skin} which extended from the leading edge to ap
proximately 22-percent chord on the lower surface and l5-percent chord 
on the upper surface. Gas flow to these double skins was supplied 
through a l eading-edge spanwise D- duct . There are no ribs located for
ward of the front span as the stresses are carried by a structural in
ner skin corrugated to conform with the corrugations of the flow passages. 

In the original standard airfOil} a gas-heated parting strip was 
provided in the form of a small circular duct (1/2-in. I.D.) secured to 
a fin which was riveted to the outer skin at the cruise stagnation region 
(fig. 5(a)). The parting-strip gas supply was independent of the gas 
supply to the double-skin passages. The D-duct areas were partly lined 
with "fiberglass insulation to conserve heat. The passage height between 
double skins was tapered from-5/l6 inch at the inlet to 3/32 inch at the 
outlet. This tapering promotes more uniform surface heating by increas
ing the internal heat-transfer coefficient to offset the diminishing 
temperature of the gas. The closing rib adjacent to the slat was elec
trically heated in a manner similar to that of the slat shown in figure 
3(c) to prevent ice bridging across to the slat. ~ 
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Modified version. - In the modified standard-airfoil section (fig. 
5(b)) the gas-heated parting strip was removed and the D-duct supplied 
with a tubular fiberglass insert to replace the sheet insulation of the 
original model. The remainder of the standard airfoil was the same as 

"the original model. 

Other Items of Equipment 

5 

For the original model only) the following surface areas abutting 
the fixed-airfoil section were heated to prevent ice deposits (see fig. 
"l(b)): (a) the triangular area between the fixed-airfoil upper extremity 
and the top of the model was provided with a double skin and supplied 
with an independent) manually operated source of hot gas; and (b) the 
triangular area between the standard- and the fixed-airfoil sections was 
provided with a constant-gap double skin and supplied with hot gas from 
the standard-airfoil supply duct. Between the standard-airfoil section 
and the tunnel floor was a small triangular area (fig. lea)) which re
mained unheated during the tests. 

The three airfoil sections of the model were capable of being heated 
independently for cyclic ice removal or collectively for continuous anti
iCing. 

Cycling of the hot gas was accomplished by the use of double
throated valves with two butterfly plates displaced 900 on a common 
shaft. The valves were pneumatically operated and controlled by sole
noids. In order to maintain steady gas flow) the cycling valves would 
divert the flow into the tunnel downstream of the model when not deliver
ing gas to the leading-edge sections. 

Surface and gas temperatures were obtained by thermocouples dis
persed throughout the original model and connected to recording poten
tiometers. The modified model was equipped with a limited number of 
thermocouples. The main planes of surface-temperature instrumentation 
are shown in figure l(b). The painted lines shown on the model in fig
ure 1 were used as guides in recording the location and extent of icing 
during the tests. 

Electrical heating rates were obtained from wattmeters. Gas-flow 
rat es into each airfoil section were obtained by means of calibrated 
orifices and venturi tubes in the supply ducts. Flow metering both up
stream and downstream of the cycling valves detected any leakage at the 
valve. Hot-gas supply temperatures were obtained by thermocouples 
mounted in the duct just upstream of the cycling valves. The approxi
mate duct lengths between the cycling valves and the D-duct entrances 

1 1 
were as fOllows: Slat) ~ feet; fixed airfoil) 72 feet; standard air-

foil) 6 feet. 
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CONDI TIONS AND PROCEDURE 

Range of Conditions 

The r ange of conditions i n thi s study was 

Airspeed) mph . . . . . . . 
Liqui d-water content ) gm/ cu m 
Total air tempe r atur e ) Of . 
C¥c l ing-valve i nl et gas temperature) ~ 

NACA RM E56B23 

175 and 260 
. 0;3 to 1.3 

o to 29 
300 and 450 

The geometr ic angl e of attack of the airfoil was varied from 00 to 80 

with the s l at f ully retr acted; with the slat extended 80 (half of maxi
mum t r ave l )) the angl e of attack for the airfoil was set at 80

• A study 
was a l so made at an angl e of attack of 120 with the slat half extended 
(80 ) and fully extended (160 ). The studies with slat extended were made 
at an airspeed of 1 75 mph . 

Procedur e for Obtaining Data 

I n obtai ni ng data duri ng a de -i cing run) the procedure was to estab
lish first the tunnel conditions of airspeed and air temperature and 
then the hea t i ng conditi ons of both gas flow and gas temperature (at the 
cycling val ve s). The gas f l ows were stabilized while the cycling valves 
wer e positioned to dump the gas f l ow into the tunnel. Then) water sprays 
wer e tur ned on and the cyc l e timers we r e started simultaneously to con
t r ol se l ected ici ng and heati ng periods . Generally) the first cycle 
started wi th the i ci ng period and followed with the beating (de - icing) 
period . 

I n order to dete rmi ne heati ng requirements) the first few icing 
cyc l es we r e utili zed to adjust the heating rates until satisfactory de
icing was obtained . For conveni ence ) the heat - on times were adjusted 
(with other condi t i ons constant ) unti l satisfactory ice shedding per 
for mance was obtained . 

Sati sfactor y de - ici ng per for mance was determined by visual observa
t i on and then the mode l was photographed at significant moments in the 
cycle . The criterion of satisfactory ) or marginal) de-icing was selected 
as the condi t i on of compl ete i ce r emoval from an airfoil section as far 
aft as the limit of the heatabl e doubl e skin. This criterion was com
pr omi sed i n cer tain l ocal ar eas that were inadequately heated, and con
sequentl y ) some i ce format i ons which were local in nature would not shed 
and wer e i gnor ed as much as possibl e i n establishing marginal levels of 
heat i ng . Thi s criterion) unavoi dably subjective in nature ) caused con
siderabl e scatter i n the data . 
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Operation of the parting strips was considered satisfactory when the 
leading-edge strips would remain ice-free over an average chordwise dis
tance of approximately 1/2 inch after a 4- to 6-minute icing period. 

Anti-icing heat requirements were determined for the condition of 
an ice-free model for which the impinging water either evaporated on the 
heated areas or ran off the surface before freezing. Water run-off was 
frequently observed at the trailing lip of the slat lower surface. 

Method of Presenting Data 

In order to establish a convenient reference temperature from which 
to compute heat transfer in the tunnel, a datum air temperature was taken 
as the average unheated surface temperature of the airfoil leading-edge 
sections. In icing conditions , the datum temperature was taken from 
readings that were not affected by the heat of fusion of impinged water 
(fig. 5, ref. 2). The datum air temperature was essentially equal to 

the total air temperature within 1%0 F for the conditions investigated. 

During the heat - on period, the gross heating rates per foot of span 
are given by 

(1) 

where 

q gross heating rate per foot span 

W gas flow, lb/(hr)(ft span) 

c specific heat of air at constant pressure, 0.24 Btu/(lb) (oF) p 

tg gas temperature at cycling valve, ~ 

td datum air temperature, ~ 

These heating rates are based on spanwise lengths along the leading edges 
and exclude the various triangular areas mentioned previously. The heat
ing values include the heat losses in the supply ducts between the cycling 
valves and the D-duct entrances. 

In order to compare intermittent heating rates with anti -icing heat 
ing rates, the heating rate for cyclic de-icing is divided by the cycle 
ratio to obtain an "equivalent-continuous heating rate." The ratio of 
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total cycle t ime to the heat -on time is defined as the "cycle ratio." 
The heating rates per foot span for ice -free parting strips ar e included 
in the equivalent - continuous heating r ates for the entire specified air
foil section. The heating r ates for gas -heated parting strips are pre 
sented as the product of total gas flow, specific heat, and the gas tem
perature drop per foot span . For the e l ectric part ing strips, the 
heating rates are determined from the total r equired wattage divided by 
t otal effective span . 

In the pre sentati on of surface temperatures, unless otherwise stated, 
the temperatures are measured along rivet lines where the outer and in
ner skins join . 

RESULTS AND DISCUSSION 

The results are presented in two parts. The first part is concerned 
with the over-all performance of the de-icing systems, and the second 
presents several aspects of local and internal heat - transfer processes . 

Over-All Performance of De -Icing Systems 

Characteristic glaze - ice deposi t s. - Glaze icing on the unheated 
model is shown in figures 6 (a) and (b) with slat retracted and fully ex
tended, respectively, and in figure 6 (c) with the slat half extended and 
only the parting strips heated . It was observed during the tests that 
the ice -free parting strips did not appreciably alter the shape of the 
rest of the ice formation at the nose . 

The photographs in figure 6 illustrate a peculiarity of l eading
edge glaze ice on swept airfoils . Whereas ice on unswept airfoils forms 
continuous spanwise projections of uniform shape along the leading edge 
(ref . 2), the ice forms in a discontinuous, saw-tooth fashion on swept 
airfoils such as the present one . In rime -icing conditions, t here is no 
difference in appearance of the ice on swept and unswept airfoils (ref . 
5) . 

Areas of insufficient heating . - With cycli c application of heat to 
the model, residual ice formations indicate local r egions of insufficient 
heating . With the slat extended, the tracks were insufficiently heated 
even at a datum air temperat ure of 250 F and an airspeed of 175 mph. The 
rear face of the slat (figs . l(b) and 2(a)) was virtually unprotected by 
the cycli c de - icing system and accumulated sizable ice formations (fig . 
7(a)). These ice formations decreased the exit area of the slot between 
the slat and fixed air foi l and often prevented complete slat retraction 
by as much as 3 inches of travel . Similarly , runback icing formed on 
the last 4 inches of the s l at trailing edge on the upper surface and 
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could not be dislodged except by excessive amounts of heat. The l arge 
ice masses on the slat tabs (fig. 7(a)) could only be removed by exorbi 
tant heating. With marginal heating, these ice formations would grow 
for four to six heating cycles and then shed sporadically. The closing 
ribs at the slat ends were insufficiently protected at datum air temper
atures less than 200 F. 

The fixed-airfoil section behind the slat was inadequately protected 
at the leading-edge region by the electric parting strips. A nonuniform 
distribution of gas heating to the lower surface of this fixed section 
caused several cold areas. These areas accumulated massive ice forma
tions, especially near the track openings and on the airfoil skin over 
the t rack stations (fig. 7(a)). At low datum air temperatures with slat 
extended, ice formed on the insulated gas supply duct to the slat. 

The standard-airfoil portion of the model showed a rapid reduction 
in the width of the gas-heated parting strip in the direction of gas 
flow. In addition, a surface strip between the skin junction with the 
parting-strip fin and the entrance to the upper-surface doubl e skin was 
inadequately heated. This caused an ice ridge to remain near the lead
ing edge after the rest of the airfoil was cleanly de-iced. 

The unheated or poorly heated regions of the modified model can be 
seen in figure 7 (b). Although figures 7(a) and (b) illustrate residual 
iCing under different icing conditions, generally the same areas are 
under-heated in the modified version as in the original model. This il
lustrates the difficulty of heating certain localized areas because of 
structural complications. The modified model, however, showed marked 
improvement over the original version in the de-icing of the slat tracks, 
the slat trailing lip, and the leading- edge regions of the fixed- and 
standard-airfoil sections. The improved ice protection for the tracks , 
however, was largely offset by the ice that built up (on both versions 
of the model) on the unheated areas near the track openings in the fixed 
airfoil. 

Marginal de-icing. - Typical operation of the various de-icing syS 
tems in the models is shown in figures 8 and 7(b). Figures 8(a) and (b) 
show de-icing of the airfoils in glaze -icing conditions (airspeed, 260 
mph) for the original and modified models, respectively, whereas figures 
S(c) and 7(b) (airspeed, 175 mph) can be compared for operation in rime
iCing conditions. The heat -on periods and heating rates for these exam
ples of marginal de-icing are given in the following tabulation for the 
three airfoil sections of the model: 
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Fi g - I ci ng Heat - Heat - on per i od) Heating rate) Par ting- strip 
ure condi - off sec Btu/(hr)(ft span) heating rate) 

t ion peri - Btu/ (hr )(ft span) 
od) 

Stand- Slat Fi xed Stand- Slat Fixed Stand- Sl at Fixed min ard a r d ar d 

8(a~ Gl aze ~ 
2 

19 15 15 18 ) 200 18)125 14 ) 600 226 140 252 

8(b ) Glaze ~ 6 10 10 10 20) 375 21 ) 597 15)168 --- -- - ---

8(c ) Rime 3 27 27 30 18 )100 15)900 17)350 378 280 630 

7(b ) Ri me ~ 15 15 15 24 ) 204 20)584 16)197 - - - --- - - -4 

The ice for mati ons r emal nlng on the model after the heating per iods 
(figs . 8 and 7 (b )) vary consider ably i n appearance . The i nsufficient l y 
heated ar ea s pe rmi tted ice formati ons to remain on the model and serve 
as coll ector s for other i ce pieces that would otherwise s l ide or b l ow 
off of the model. In establ ishing heating levels for marginal de - icing) 
these i ce formati ons wer e intenti onally ignored) al though their pr esence 
undoubtedl y i nfluenced i n varyi ng degrees the aerodynamic removal of ice 
from adjacent surfaces . Thi s i ce a l so made it difficult to judge when 
mar gi nal conditions for cyclic oper ati on were attained for the rest of 
the model. This uncer t ainty r esulted i n considerable scatter in the 
marginal heati ng values . 

I n order to ~rmit better visualization and comparison of the vari
ous cyclic de -ici ng resul ts ) the succeeding sections will present the 
marginal de - icing heating rates for various icing and model conditions 
and a l so a gener a lization of pa r ting- strip heat requirements. These two 
heating r equirements will then be combined in the form of an equivalent
continuous heating requirement ) which permits direct comparisons of 
model component s and a l so of anti-icing with de - icing heating requirements. 

Mar ginal de - i cing heati ng rate s. - The heating rates for the de 
iCing por t i on of the cycl e (determined by eq. (1)) are shown in figure 
9 as a functi on of the heat- on per iod for the three airfoil sections of 
both model ver sions . These data are for a total cycle time of about 
four minutes and cover a wide r ange of test conditions. The liquid-water 
content values for these data are presented in either a high or a low 
range . The l ow li quid -water - content r ange extends from approximately 0 . 3 
to 0 . 7 gr am per cubic meter ) whereas the high range extends from 0 . 7 to 
1.3 grams pe r cubic meter . 

Effect of datum ai r temper ature . - The variable having the greatest 
effect on de - i cing heat r equirements i s the datum air temperature, which 
is presented i n f i gure 10 for a 25 - second heat-on period and mean values 
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of the secondary variables of airspeed~ angle of attack~ slat position~ 
and liquid-water content . A decrease in the datum air temperature re
quires a significant increase in heating rate for de-icing with a con
stant heat - on period; at 0 0 F ~ the heating requirements are approximate 
ly doubl e those at 25 0 F. The three airfoil sections shown in figure 10 
require approximately the same heating rates. At a datum air tempera
ture of 100 F~ the heating requirements range from 16~800 Btu per hour 
per foot span for the slat to 20~800 Btu per hour per foot span for the 
standard airfoil . 

Effect of parting strips . - The effect of a parting strip on the de
icing heat requirements can be determined from figure 9 by comparing large 
and small identical symbols . The large symbols denote tests in which the 
parting stri ps in the original model were unheated. In general, at high 
datum air temperatures, the heat requirements for de - icing are nearly in
dependent of whether the parting strips were heated or not heated. At low 
air temperatures, more heat is required to de - ice the airfoil with un
heated than with heated parting strips. This increased heat requirement 
at lower temper atures appeared more pronounced with the standard airfoil 
than with the slat . 

The effect of parting strips in the present swept model on the over 
all de - icing heat requirements was on an average less than that in ref 
erences 1 and 2 for unswept models. A swept airfoil facilitates ice re 
moval by an air velocity component along the span of the leading edge, 
thereby preventing a balance of the aerodynamic forces on an ice cap 
over the airfoil nose. In additi on, the leading-edge glaze - ice forma
tions ar e discontinuous in spanwise extent (see fig . 6) . This disconti 
nuity permits easy break- up of the ice formation during de - icing and r e 
sults in removal in small pieces . This latter effect of airfoil sweep 
is not as evident with rime - ice deposits and may partly explain the in
creased heating required for de -icing at the low air temperatures when 
the par ting str ips are not heated . 

The r ates of heat f l ow to the par ting strips will be presented in 
"Par ting- strip heat requirements . " 

Effect of angle of attack and slat position . - For the range of con
ditions studied, no consistent or pronounced effects on the heat require
ments are noted for the slat or standard airfoil (fig . 9), either from 
changes in airfoil angle of attack or slat position. 

Effect of airspeed . - The effect of airspeed on de - icing heat re
qUirements was found to be small over the range studied~ partly because 
of compensating effects of two opposing factors . Whereas higher air
speeds require increased heating to elevate the surface temperature a 
given amount, higher speeds also increase the aerodynamic forces that 
remove the ice . 
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Effect of heat - off (icing ) period and liquid-water content . - The 
effect of the heat -off pe riod on the heat-on period r equired for de -icing 
is shown in figure 11 for the low r ange of li quid-water content. Each 
curve in f i gure 11 r epresents conditions of constant airspeed, air tem
perature , angle of attack, liquid-water content , and heating r ate . An 
increase of 1 minute in the heat - off period generall y r equires an in-

crease in the heat - on pe riod of between 1 and l~ seconds . However, i n 

the case of the standard airfoil at 260-mph airspeed, the increase was 
unaccountably about double that of the other cases . The increased heat 
off periods allow the supply ducts and model i nterior to cool down nearer 
to the ambi ent temperature and l ar ge ly expl ain the increased heating time 
requirement for de - i cing . 

The effect of the heat - off period as shown in figure 11 is compa
rable to that determined in reference 1, in which the heat - off period was 
varied through a r ange from 4 to 11 minutes . However, in r efer ence 1 an 
increase in the liquid-water content (other factors constant) required 
a slight increase in the heat -on time, wher eas in the present investiga
tion no significant trends wit h li quid-water content are evident . 

Compari son of airfoil models. - The de-icing heating rates required 
for the modified model were less than those required for the original mod
el ; the two versions of the standard- airfoil section compared most closely 
(fig . 9 (a)). These reductions in heating rate were caused in part by re 
duced heated areas in the modified model and will be discussed later . 

The standard-airfoil section is somewhat similar in constr uction to 
the 1 2-percent - thick airfoil in r eferences 1 and 2 . Differ ences in si ze, 
gas supply system, and test conditions prevent a direct compari son be 
tween these airfoils. However , the de -icing heat r equirements for the 
standard-airfoil section appear to be slightly gr eater than those of the 
12-percent-thick airfoil of r efer ence 2. 

Parting- strip heat requirements. - The parting-strip heat require
ments are shown in figure 12 as functions of datum air temperature and 
airspeed for both the gas and e l ectrically heated parting strips of the 
ori ginal model. The heat r equir ements are approximately linear with air 
temperature. The data i n f igure 1 2 cover the whol e range of operation 
of the two parting-strip heat supplies, and the curves are drawn to rep
resent mean values. The standard-airfoil parting strip, for example, 
required approximately 530 and 450 Btu/(hr)(ft span), respectively, for 
260 - and 175-mph airspeed and 30o-F temperature differential. 

The ice - f r ee width of both parting strips varied with operating 
conditions and icing period f r om approximately 3 inches to 1/2 inch; 
the greater widths occurring at the higher air temperatures . . The gas 
heated parting- strip r equirements are compared in figure 12(a) with 
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those of the gas-heated parting strip of reference 2 for an ice-free 

width of about l~ inches. The parting strip of reference 2 required 

about 30 percent less heat flow mainly because of less chordwise thermal 
conduction in the thinner outer skin of the airfoil. The electric part 
ing strip on the slat (fig. 12(b)) at the higher datum air temperature 
required slightly less heat than the gas-heated parting strip because of 
less conduction in the structure and better heating control . At low air 
temperatures, the two types of parting strips required nearly equivalent 
heating. 

The foregoing hot-gas parting-strip heat requirements (fig . l2(a)) 
are based on the spanWise drop in duct gas temperature per foot span. 
In this short-span model, no account is taken of the heat left in the 
gas at discharge from the parting-strip duct. This heat should be con
sidered in a full-scale design, as it also must be applied by the heat 
source. Consequently, more input heat flow is required in a full-span 
design than is indicated in figure 12. Since the heat wasted at dis 
charge is affected by the operating levels of gas temperature and flow, 
these factors have been correlated with the spanwise drop in gas tem
perature for use in the design of similar gas -heated parting strips 
(fig. 13). The correlation is obtained by plotting the ratio of the 
spanwise gas temperature drop per foot span 6tg/6L to the differential 

temperature between the parting- strip inlet gas and datum air (tg'i - td) 
as a function of parting-strip gas flow where 

tg parting-strip gas temperature, ~ 

L parting-strip span, ft 

tg,i parting-strip inlet gas temperature, ~ 

td datum air temperature, ~ 

Figure 13 includes all the data obtained during this investigation of a 
gas-heated parting strip, and the liquid-water content ranges are the 
same as in figure 9. 

As an example, one approach to the parting-strip design problem is 
to determine the minimum levels of gas temperature and flow that will 
allow a fin construction to conduct heat to the parting strip in the 
amounts dictated by figure 12 (and figs. 13 and 14 of ref. 2). These 
levels can then be assigned to the parting-strip exit. Using figure 13 
and figure 9 of reference 2 for the gas flows and temperature assigned, 
the gas temperature drop per foot span may be estimated. For a long 
duct, several segments should be aSSigned, and for each segment, figure 
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13 should be used and the fin design altered to account for the increas
ing gas temper ature with distance toward the inlet. The inlet gas tem
perature is then used to calcul ate the parting-strip heat-source 
requi r ement . 

Equival ent - continuous heating rates. - As stated previously, the 
equivalent - continuous heating r ate is defined as the heating rate re
quired for de - icing divided by the cycle ratio, with the parting-strip 
heating rate (continuous) added whenever heated parting strips are used. 
This definition of heating r equirements is analogous to a steady-state 
heat-source demand and permits a direct comparison between anti -icing 
and cyclic de-ici ng heat requirements . 

The equivalent - continuous heating requirements per foot span for 
the three airfoil sections of both model versions are shown in figur e 
14 as a function of the cycle ratio. Anti-icing corresponds to a cycle 
ratio of 1 . 0 (cont inuous heating). The cyclic de-icing heat requirements 
with cycl e r atios greater than 6 (fig . 14) are only a fraction of the 
anti - icing requirements . The anti - icing heat requirements, defined in 
CONDITIONS AND PROCEDURES, var y almost directly with airspeed and liquid
water content, whereas for the cyclic de -icing heat requirements, these 
two variabl es are of secondary importance . The greatest proportionate 
reduction in heat requirement between anti-icing and de - icing, therefore) 
occur s at high values of liquid-water content and airspeed . For the con
ditions shown in figure 14 , the de -icing heat requirement for the origi
nal model averages about 25 percent of the anti - icing heat requirement, 
and for the modified model (dashed lines ) the requirement is even less. 
The heat requirement for the slat is nearly constant for cycle ratios 
between 8 and 26 , whereas for the standard and fixed airfoils the heat 
requirement decreases slightly as cycle ratio increases. For design 
purposes , selection may be made from a wide range of cycle ratios for a 
given heat - source capacity with nearly the same de-icing performance. 

In general, the equivalent - continuous heat requirement data of fig
ure 14 follow the trends discussed for the data of figure 9 (de -icing 
heating rate) . In figur e 14, the parting-strip heat requirements have 
been included in the ordinates and, compared with figure 9, cause a 
sli ght increase in the heat r equirements for the heated parting-strip 
cases relative to the cases with unheated parting strips. The modified 
model (without parting strips) r equired an average of about 60 percent 
as much heat - source capacity as the original model using heated parting 
strips . The unswept airfoil of r eferences 1 and 2 using heated parting 
strips required total heating rates between those for the original and 
modified models used in this study . 

Comparison of anti -icing and de - icing. - The designer of ice
protection systems is often confronted with the problem of selecting 
between anti - icing and de - icing heating systems. De - icing requires 
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much l ess heat than anti-icing but allows some amount of ice to form on 
the airfoil. If, however, some runback ice may be tolerated, then sub
marginal anti-icing might appear attractive as a means of lowering the 
heati ng requirement below that for complete anti-icing without the com
plexity of a cycli c de-icing system. As heat flow rates are reduced be
low the anti-icing level, small amounts of runback i ce begin to accrue. 
As heating l evel s are fur ther r educed, the r esul ting ice formations ap
pear progressi ve l y farther forward toward the l eading edge and form flow
disrupting spanwise ridges . I t is thus necessary to compare these two 
methods of heating in terms of airfoil drag due to the resulting i ce 
formations as well as by their over-a ll system heat requirements. 

A comparison of the heat-source capacities required for cyclic de
icing and anti-icing systems is shown in figure 15. For the original 
and modified cyclic de-icing systems, the marginal heat requirement data 
of figure 14 for a cycle ratio of 12 are presented in figure 15 as a 
function of the datum air temperatur e for a speed of about 260 mph. Two 
curves are also shown for anti-icing (continuous heating of the original 
model); the higher representing ice -free anti-icing, while the lower 
curve r epr esents an arbitrary reduction to approximately 55 percent of 
the heating rate of the anti -icing condition . 

With this submarginal anti-i cing, ice formations build up on the 
subfr eezing areas of the model as shown in f i gures 16 (a) and (b). For 
comparison, photographs of a marginal cyclic de -icing condition are al
so shown (fig . 16(c)). The resultant runback i ce formations after 6 to 
9 minutes of submarginal anti-icing form spanwise ridges near the lead
ing edge (figs. 16(a) and 16(b)) . These ice formations will appreciably 
increase the drag of the air foil and also may impair the lift. The 
cyclically de -iced airfOil, requiring only about 40 percent as much heat 
flow as the submarginal anti -icing exampl e, is completely free of ice 
over the entire heated leading-edge area after each heating period (fig. 
16(c)). During the icing phase of the cycle , ice will deposit on the 
airfoil leading edge as shown in figure 8, but is r estricted to a small 
size by the short duration of the icing period. 

The effects of ice formations on the drag of airfoils are presented 
in references 3) 5) 6) and 7 . In addition, comparison of airfoil drag 
values as affected by de -icing and submarginal anti - icing systems i s 
given in figure 24 of r eference 5 . From this comparison and the addi 
tional informat ion in this investigation (figs. 15 and 16), it is con
cluded that as anti-icing heating rates ar e lowered toward the cyclic 
de-icing heating values, the resultant airfoil drags for the two cases 
are equival ent after a short time in icing (one or two cycles of the de 
icing system), and ther eafter, the submarginal anti-icing system will 
always contribute more drag . 
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Local and Internal Heat-Transfer Processes 

The following properties of the gas-heating system will now be pre
sented : sur face temper ature variations, gas temperature variations, and 
ice - shedding character istics . These data wer e obtained during marginal 
de -ici ng oper ation of the heating system. 

Surface temperature variations . - The variation of surface temper a 
tur e with t ime is shown for several thermocouple locations in figures 
17 , 18, and 19 (a) . The oper ating conditions for these curves are listed 
in tabl e I . In figure 17, four r epr esentative temperature curves show 
the typical heating and cooling portions of the surface temperature his 
tor y . The peaks of the temperature curves represent very closely the 
poi nts at whi ch heat f l ow was t urned off. The t ime at which shedding of 
ice occur s is also shown . Large variations in the temperatures and times 
of i ce - shed and the peak surface temperatures wer e obtained. 

The gener al shape of all of the temperature - time curves shown con
currentl y for six lower surface thermocouples is about the same (fig . 
18) . The temperature curves for the rmocouple locations farther from the 
l eading edge peak at lowe r temperat ures because of cooling of the gas 
f low in the passages . The i ce -shedding points also indicate shedding 
at lower temperatures at positions far ther from the leading edge . This 
trend r e sults from the nature of the i ce deposit toward the rear of the 
impingement area . Her e, because the ice forms in small isolated parti
cles, the formations shed more easi l y and more nearly at a surface tem
pe rature of 320 F than do the large , thick l eading- edge ice formations. 

Comparisons of surface temperatur es measur ed at the midpoints of 
the double - skin gas passage s with those measured at the rivet lines are 
a l so shown in figure 18 . Near the leading edge, the temperature at the 
rivet line rises above that for the passage midpoint, probably because 
of thermal conduction from the D-duct through the ski ns and stiffener s. 
Farther aft f r om the l eading edge where little internal conduction occurs, 
the rivet - line temperature lags behind the midpassage surface temperature. 

A comparison of surface temperatures in dry air and icing conditions 
for the modified model is shown i n figure 19 for similar heating and air
flow condi t ions . At the leading edge (fig. 19 (a )), the surface tempera
tur e i n icing r eached a higher value throughout the heating period than 
that in dry air, possibly because the thick ice cap, prior to its removal, 
shie lded the surface from the cooling effect of the air flow. Elsewhere 
over the heated area, as shown in figure 19 (b), the temperatures in iCing 
tended to be l ess than those in dry air, especially in the impingement 
zone . The variation of surface temperature is shown for onl y the peak 
value s of the t ime curves (approx . at point of heat -off ). The upper sur
face shows litt l e difference between i cing or dry air conditions (pract i
cally no impingement at 4 0 angle of attack) , whereas on the lower surface, 
the temperatur es were appreciably lower in the iCing condition as a r e 
sult of the droplet impingement effects. 
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The surface temperature variations for the original standard air
foil and slat are compiled in figure 20 at various time increments during 
their heating periods. These data show that at any given time, surface 
temperatures for such cyclic gas-heating systems tend to be undesirably 
nonuniform. The temperature pattern over the original slat surface was 
characterized by elevated temperatures over the D-duct area and relative
ly low temperatures over the rest of the surface. The lower-surface 
trailing lip lagged in temperature rise because of the circuitous path 
taken by the hot gas. (This lip area received heat by conduction from 
the D-duct and by the gas flow from the rear face.) Some of the surface 
temperature gradients during the heating period shown in figure 20 exceed 
1000 F per inch of distance. This nonuniformity of surface temperature 
causes ice formations to adhere to subfreezing surfaces while adjacent 
parts of the ice are needlessly melted away. Simultaneous melting of 
all of the ice bond requires uniform surface temperatures during the 
heating period which, as shown in figure 20, are difficult to obtain in 
a practical construction. 

The minimum width of the ice-free area, or parting strip, can be 
seen in figure 20 from the curve for zero heating time as the distance 
along the surface that is above 320 F (see example in fig. 20(a)). For 
heat economy as well as reliable de-icing, it is desirable to have narrow 
parting strips. In order to accomplish this, the conduction of heat away 
from the parting-strip fin in the outer skin should be low, resulting in 
steep temperature gradients on either side of the fin attachment point. 
These regions near the fin in the standard airfoil were sometimes slow 
in shedding ice. This local heating deficiency was not due to the 
parting-strip design as such, but rather to the heating arrangement for 
cyclic de-icing. These areas were not heated sufficiently by the 
internal gas flow, because the entrances to the upper- and lower-surface 
double-skin flow passages were too far from the parting-strip fin and 
thus too far apart. The remedy is to extend the inner skins closer to 
the parting-strip fin without making thermal contact with either the fin 
or the outer skin. 

Gas temperature variations . - The temperature loss or lag in the 
supply lines and distribution ducts is significant to the design and 
performance of a hot-gas cyclic de-icing system. The amount of tempera
ture drop throughout the slat and standard- airfoil gas supply systems may 
be seen in figure 21 together with the resulting surface temperature pro
files. The gas temperature at the cycling valve was maintained constant 
(4200 to 4600 F) whereas the other temperatures in figure 21 increased 
with time during the heat-on period to the peak values shown. The tem
peratures are plotted in terms of the developed lengths of flow channel 
and surface. This plotting permits visualization of the temperature 
loss through the system. The D- duct temperature gradients exceeded 
those in the supply ducts but were less than those in the double-skin 
heating passages. The surface temperatures were measured in the w~in 
instrumentation planes (fig. l(b)), which are normal to the leading-edge 
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D- ducts at the points shown in f i gur e 21 . The gas temper atures were 
measured in the instrumentation plane for the standard airfoil but along 
the foremost spanwise heating passage for the slat. 

For the standard airfoil (fig . 21(a)) , the temper ature losses in the 
supply ducts for the original and modified models were quite large. For 
example , t he gas temperat ure at the D- duct instrumentation plane (modi 
f i ed model) was only 57 percent (based on temperature differ entials above 
the datum temper ature ) of the temperatur e availabl e at the cycling valve 
at the end of the heat - on period, and was only 78 percent as hi gh when 
the flow was maintai ned until ultimate l evels were stabilized . 

The D- duct temperatures in the modified model showed a temperature 
gradient less than half that for the original modelj the increased D- duct 
insul ation and the absence of a parting- strip duct in the modifi ed model 
he lped to account for this improvement . 

The surface temperat ures for the modified standard airfoil are more 
uniform and considerably below those for the original model. This great 
er uniformity r esulted from removal of part ing strips , added insulation, 
and better adjustment of flow distribution . The difference in surface 
temperature l eve ls r esulted, in part, from the instrumentation plane on 
the modified model which appeared t o run colder than the r est of the air
foil section, as shown by the incompl ete ice r emoval in figure 7(b). 

For the s l at (fig . 21(b)), the supply duct for the modified model 
shows a reduction in temperature loss over the standard airfoil (1120 F 
in 65 in . of duct l ength compared with 1640 for the standard air foil 
with 63 percent more gas flow). This r eduction was due to more complete 
insulation of the slat supply duct. The modified-slat D-duct showed a 
marked decrease in temperatur e gradient over the original slat, as was 
the case for the standard airfoil. A more uniform and lower surface tem
perature pattern also resulted with the modified version of the slat. 

Ice - shedding characteristics. - The observed time of ice-shedding 
from some of the thermocouple locations on the lower surface of the orig
inal model during de -icing is given in tabl e II. The shedding time is 
t abulated against de -icing heat ing rate and surface temperature at the 
t ime of shedding , although the shedding temperature wa& rather random for 
locations near the l eading edge . The i ce -shedding time was found to in
crease as the heating rate decreased . Data from table II, shown in fig
ur e 22 for one operat ing condition, indicate that ice-shedding charac 
terist ics may be consistent for a given component but may differ for 
other components. The i ce -shedding curves for the s l at have the same 
shape as those for the standard airfoil, but are spaced differently with 
respect to surface location because of differences in internal heating 
arrangements. A general correlation of ice - shedding factors might be 
possible on the basis of locali zed surface heat - transfer rates if these 
were known. 
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The heating time required to shed ice is compared in figure 23 with 
the time required to reach a surface temper ature of 320 F for the standard
airfoi l section. The heated lower surface tends to shed ice at the rear
most locations at the time the surface temperature reaches 320 F . Near 
the leading edge] the surface r eaches 320 F several seconds befor e ice
shedding occurs . These trends were also evident in the data of reference 
2. As the heating rates were increased for a parti cular icing condition 
(e.g . ] up to 30]000 Btu/(hr)(ft span) ] (fig . 22))] the ice would tend to 
shed at nearly the same t ime from the whole lower surface. 

SUMMARY OF RESULTS 

Heating requirements for satisfactory cyclic de-icing wer e obtained 
over a wide range of icing and oper ating conditions for a slat and a 
standard-airfoil section with and without l eading- edge ice -free parting 
strips . For the models and conditions studied] the following principal 
results were obtained: 

1 . Cyclic de - icing was compared with anti-icing and found to requir e 
about 25 percent or less of the heat source required for complete anti
icing . 

2. De - icing heat requirements were approximately the same with either 
heated or unheated parting strips . This resulted from the spanwise flow 
component associated with swept wings ] which helped remove ice by blowing 
parallel to the leading edge and which also caused leading-edge glaze ice 
to form in discontinuous spanwise saw-tooth pieces that broke up and shed 
readily without need of a parting strip. 

3. Cyclic de-icing heat requirements increase markedly with decrease 
in the datum air temperature . Negligible or inconsistent effects on heat 
requirements were found for the following variables: angle of attack] 
slat position] airspeed] and l iquid-water content . An increase in heating 
rates was required with an increase in the icing period of the cycle . 

4 . The heating time required to shed ice formations near the lead
ing edge was several seconds longer than that required to elevate the 
surface temperature s to 320 F . Toward the aft end of the heated area] 
the ice shed when surface temperatures were close to 320 F . At high rates 
of heating] the ice would tend to shed almost simultaneously over the 
whol e heated lower surface of the standard airfoil. 

5 . Several localized areas of the model were extremely slow in shed
ding ice because of insufficient heating at these points. Most of these 
deficiencies were attributed to the structural complexity inherent with 
leading- edge slats and illustrate the need for providing uniform surface 
temperatures over the model during the heati ng peri od . 
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6. The modified versi on of the model, without parting strips and with 
improved i nsul ati on and f l ow distribution, required less heat-source capac
ity than the original version by about 40 percent. The cyclic heat-source 
requirements of the unswept gas-heated, 12-percent-thick airfoil of ref
erence 2 wer e appr oximately between the requirements of the present orig
inal and modified models . More uniform surface-temperatures and smaller 
D- duct gas - temperature losses wer e obtained with the modified model than 
with the or iginal version . 

Lewis Flight Pr opulsion Laborator y 
National Advisor y Committee for Aeronautics 

Cleveland, Ohio) February 23) 1956 
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TABLE I. - CONDITIONS FOR FIGURES 17 TO 19 

Distance Airspeed, Datum Liquid- Angl e Sl at 
from mph ai r water of position 
l eading temp . , content, attack, 
edge , of gm/cu m deg 

in. 

1. 5 175 0 0 . 4 4 Closed 

8 .S 175 10 .6 8 Half' 
out 

7.3 260 25 . 8 4 Closed 

1.5 175 10 . 6 8 Half' 
out 

1.9 260 10 .5 4 Closed 

8 .5 

15. 5 

0 260 10 .3 4 Closed 

0 260 10 0 4 Closed 

3081 

Parting De -icing Cycle 
strip heating ratio 

rate, 
Btu/(hr) 
(ft span) 

None 20, 200 17 

Gas 31,000 19. 5 
heated 
Electric 22, 500 24 . 5 

El ectric 12, 500 8 .1 

Unheated 29,950 10 . 2 

None 31,820 25 .0 

None 31,820 25 .0 
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Airfoi l 

Standard 

Distance 
from 
l eading 
edge , 

i n . 

1. 9 

5.2 

8.5 

Heating Tempera-
t i me to ture at 
shed i ce -
i ce , shed} 

sec OF 

5 54 
4 50 
3 . 5 53 
4 . 5 53 
6 45 
7 50 
7 68 
3 51 
6 46 

13 63 
8 66 
5 57 
4 57 
8 60 
4 54 
5 58 
6 49 
5 55 

7 35 
7 32 

10 40 
6 39 
2 40 
3.5 32 
5 40 

7 28 
7 28 

l __________________ ~ ____________ _ 

TABLE II . - ICE-RELEASE DATA 

Heating rate, Time for Air speed, 
Btu/ (hr ) (ft span) surface mph 

to r each 
320 F , 

sec 

28,600 1.5 175 
27 , 850 1.5 175 
22,300 1. 5 260 
20 , 400 1. 5 260 
20,400 2.5 260 
20 , 500 4 175 
29 , 950 3 260 
28 , 250 0 260 
24,400 1 1 75 
15,700 1 175 
23 , 500 2 . 5 260 
24 , 200 1. 5 175 
24,700 1.5 260 
24,600 2 260 
23,700 1 260 
24 , 000 1.5 260 
20,900 2 175 
31,000 2 175 

28}600 4 175 
27,850 7 175 
20,500 5 175 
29}950 3.5 260 
28,250 .5 260 
24,700 3.5 260 
23,700 2 260 

28 , 600 8 175 
27,850 8 175 

~ 

Datum Angle 
air of 
temp. , attack, 

~ deg 

10 8 
10 12 
25 2 
25 2 
25 0 
10 8 
10 4 
25 4 
25 8 
25 8 
10 4 
10 8 
25 0 
25 0 
25 4 
25 4 
10 8 
10 8 

10 8 
10 12 
10 8 
10 4 
25 4 
25 0 
25 4 

10 8 
10 12 

Slat 
posi tion 

Half out 
Out 
In 
I n 
In 
Half out 
In 
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TABLE II. - Conti nued . I CE-RELEASE DATA 

Temper a - Heat ing rat e, Time f or Ai r speed, 
ture at Btuj (hr)(ft span) surface mph 
i ce - to r each 
shed, 320 F , 

OF sec 

32 22 , 300 6 260 
30 20,400 7 260 
33 20 , 500 11. 5 175 
36 29 , 950 7 .5 260 
30 28 , 250 3 260 
28 24 , 400 7 175 
34 24 , 700 5 260 
32 23 , 700 5 260 

31 20, 500 13 175 
31 29 , 950 12 260 
31 24, 700 5 .5 260 
31 23 , 700 5 . 5 260 

36 22 , 300 3 260 
31 20, 400 5 260 
34 20, 500 15 175 
31 29 , 950 12 . 5 260 
31 28 , 250 5 260 
30 24, 700 5 260 
38 20, 900 14 175 
33 25 , 500 8 175 

51 24 ,100 1. 5 175 
53 23 , 500 1 260 
54 14 , 300 1. 5 175 
58 26 , 350 1. 5 260 
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3.9 

Heating 
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sec 

1.5 
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20 
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TABLE II . - Concluded. ICE-RELEASE DATA 

Tempera- Heating rate, Time for Airspeed, Datum 
t ure at Btu/(hr)(ft span) surface mph air 
ice- to reach temp . , 
shed, 320 F , Or 
~ sec 

47 25,900 0.5 260 25 
55 25,500 1 260 25 
50 25 , 600 0 260 25 
44 12,500 2.5 175 10 

29 24,100 29 175 10 
31 14,300 27 175 10 
32 26 , 350 20 260 10 
33 24,450 3 .5 260 25 
33 24 ,150 15 260 10 
30 19,000 15 175 10 
38 25 ,600 1 260 25 
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(a) Upper surface. 

Figure 1. - Installation of swept airfoil with partial-span leading
edge slat in iCing tunnel. 
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(b ) Lower surface . 

Sl at gas 
suppl y duct 
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NACA EM E56B23 

Fi gure 1 . - Concluded . Installat i on of swept a i rfoil wit h partial
span l eadi ng- edge s l at in i cing t unnel. 
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Air flow 
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Fixed airfoil 

Slat retracted 

... ',\. 

Slat extended 

(a) Section through slat. 

Figure 2 . - Relation of main components of model . 
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Gas- heated 
parting strip 

El ectric 
heating units 
( see fig . 3( c))---->....:::::::::-

CONFIDENTIAL NACA EM E56B23 

Gas heating passages 

7L-=-~~fi~r- Gas heating 
passages 

'--1 __ --'7 

(b ) Cutaway drawing of model showing heating passages . 

Figure 2 . - Concluded . Re l ation of main components of model . 
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Flow regulating 
orifices 

(a) Plan view of heating circuit (original version, upper surface). 

Figure 3. - Slat heating system . 
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(with 6 holes ) 
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(b) Typical cross section (original version) . 

Figure 3 . - Continued. Slat heating system. 
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Track heating element 

Heating element 
(see fig . 2(b)) 

Gas flow : Spanwise 
Chordwise 

Lower surface 

Upper surface 

(c) Typical spanwise cross section of track and end of slat (original version) . 

Aluminum cover Gas flow : Spanwise and chordwise 
strip heater Chordwise 

insulator 

Closing 

rib~ 

(d) Typical spanwise cross section of track and end of slat (modified version) . 

Figure 3 . - Continued . Slat heating system . 
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D- duct fibergl ass liner 

Milled 

Mi lled 

Lower- surface 
trailing lip 

Milled spacer 

Outlet orifices 

(e) Typical cross section (modified version) . 

Figure 3. - Concluded . Slat heating system. 
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Electric 
parting
strip 
element 

Reinforcement 

Entrance 
baffle 

Lower surface 

Supply duct 

(a) Typical cross section (original version) . 

Figure 4. - Fixed airfoil behind slat . 
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D- duct partition 

Supply duct 

. I 

(b ) Typica l cross section (modified version) . 

Figure 4 . - Concluded . F i xed airfoil behind s l at . 

CONFIDENTIAL 



(") 

i 
H 

i 
~ 

Flow passage inner 
skin, 0 .016" thick 

CC-5 back 

inner skin, 0 . 051" thick 

orific e 

Gas supply duct 

0 . 040" 
Lower surface 

(a) Typical cross sec tion (or iginal versior ) . 

Figure 5 . - Standard airfoil . 
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fibergl ass 
insert 
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Lower surface 

NACA RM E56B23 

inner skin 

Supply duct 

-

----------

/ 

(b) Typical cross section (modified version). 

Figure 5 . - Concluded . Standard airfoil . 
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Upper surface . Icing time, 5~ minutes . Lower surface . Icing time, 10~minutes. 

(a) Slat retracted . Airspeed, 260 mphj angle of attack, 80 ; l iquid-water content, 0 .8 
gram per cubic meter . 

Figure 6 . - Glaze-ice deposits on unheated model . Datum air temperature, 250 F . 
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Upper surface. Icing time, lol minutes . 
2 

Lower surface . I c ing time, 10 minutes . 

(b) Slat fully extended. Airspeed, 260 mph; angle of attack, aO ; liquid- water content, 0 . 9 gram per cubic meter . 

Figure 6. - Continued. Glaze-ice deposits on unheated model . Datum air temperature, 250 F . 

eN 
CD 

o 

~ 
H 

i 
~ 

~ 
&; 

~ 
t.:z:j 
(Jl 
m 
b:J 
[\J 

eN 

________________________ ~ ____________ ~ ________ ~!U~~~~-~ ____________________ ~ ________ __ 



------~------~------------------------------------~~--~~----~----------~----~--------------------------------~-------~~~IJ~~1L r 

o 

~ 

~ 
!J; 
t-i 

Upper surface . Icing time, lo~minutes . Lower surface . Icing time, 10 minutes . 

(c) Parting strips heated . Airspeed, 175 mph; angle of attack, 60
; liquid- water content, 1. 1 grams per cubic 

meter . 

Figure 6 . - Concluded . Glaze - ice deposits on unheated model . Datum air temperature, 250 F . 
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(a) Original model. Datum air temperature, 00 F; liquid- water content, 
0 . 6 gram per cubic meter . 

Figure 7 . - Insufficiently heated areas of model . Airspeed, 175 mph . 
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Upper surface . Angle of attack) 12°; icing time) 1 hour 2 minutes . 

(a) Concluded . Original model . Datum air temperature) 00 F ; liquid
water content) 0 . 6 gram per cubic meter . 

Figure 7. - Continued . Insufficiently heated areas of model . Airspeed) 
175 mph . 
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Upper surface . Icing time, 1 hour 1 minute. Lower surface . I cing time, 57 minutes . 

(b) Modified model. Datum air temperature, 10° F ; liquid-water content, 0 . 5 gram per cubic meter ; angle of attack, 
eO . (Heating conditions, p . 10 . ) 

Figure 7. - Concluded. Insufficiently heated areas of model . Airspeed , 175 mph . 
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Lower surface, before ice removal . 
Icing time, 26 minutes . 

Upper surface , before ice removal . Ic ing 
time, 39 minutes . 

Lower surface, after ice removal . 
Icing time, 26~minutes . 

Upper surface, after ice removal. Icing 
time, 39~ minutes. 

2 

(a) Original model, glaze icing . Airspeed, 260 mph; datum air temperature, 250 F; angle of 
attack , 40

; liquid-water content, 0 .8 gram per cubic meter. 

Figure 8 . 
p . 10 .) 

Typical ice formations during marginal cyc l ic de-icing. (Heating conditions, 
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Lower surface, before ice removal . 
Icing time, 40 minutes . 

Lower surface, after ice removal. 
Icing time, 40~minutes . 

Upper surface, before ice removal . Icing time, 
44 minutes . 

Upper surface, after ice removal. ICing time, 
44! minutes . 

2 

(b) Modified model, glaze icing . Airspeed, 260 mph; datum air temperature, 250 Fj angle 
of attack, 40

; l iquid-water content , 0 .7 gram per cubic meter . 

Figure 8 . - Continued . Typical ice formations during marginal cyclic de- icing . (Reat
ing conditions, p . 10 . ) 
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Lower surface, before ice removal . 
Icing time, 49 minutes. 

Upper surface, before ice removal . Icing 
time, 54 minutes. 

Lower surface, after ice removal . 
Icing time, 49~ minutes . 

C- 41276 

Upper surface, after ice removal . I cing 
time, 54~ minutes . 

2 

(c) Original model, rime ~c~ng . Airspeed, 175 mph; datum air temperature, 100 F ; angle of 
attack, 80 ; liqUid-water content, 0 . 6 gram per cubic meter . 

Figure 8 . - Concluded . Typical ice formations during marginal cyclic de-icing. (Heating 
conditions, p . 10 . ) 
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Angle of Slat Open symbols denote low liquid- water content 
attack, position Solid symbols denote high liquid- water 

- deg content 
Small symbols denote heated parting s trips 

0 0 In Large symbols denote unheated parting 
- 0 2 In str i ps 
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t:. 8 In other symbols, 175-mph airspeed . 
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Figure 9 . - Marginal de - icing heat i ng rate as a function of heat - on period. 
Total cycle t ime, approximat ely 4 minutes . 
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Figure 9 . - Continued. Marginal de-icing heatir,g rate as a function of 
heat -on period. Total cycle time} approximately 4 mi~utes. 
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n symbols denote low liquid-water content 
id symbols denot e high liquid-water 
ontent 
11 symbols denote heated parting strips 
ge symbols denote unheated parting 
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Figure 9 . - Concluded . Marginal de-icing heating rate as a fUnction of 
heat- on period . Total cycle time, approximately 4 minutes. 
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Figure 11 . - Effect of heat-off (icing) period on heat - on per i od fo r 
marginal de-icing with heated parting strips . 
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Figure 16 . - Comparison of ice formations resulting from submarginal anti-icing and marginal de- icing . Airspeed, 
260 mph; angle of attack, 4°; slat retracted; for heating rates, see figure 15. 
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(b) Submarginal anti-icing . Datum air temperature, 25° F; liquid- water content, 0 .8 gram per cubic meter ; 
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Figure 16 . - Continued . Comparison of ice formations resulting from submarginal anti- icing and marginal 
de- icing. Airspeed, 260 mph; angle of attack, 4°; slat retracted ; for heating rates, see figure 15 . 

~- --~ 180£ 

CJ1 
OJ 

(") 

~ 

i 
~ 

rg 
&; 

~ 
~ 
Ul 
ga 
C\) 

Cfi 



(") 

~ 
§ 
~ 

I 

3081 

Lower surface, after ice removal. Upper surface , after ice removal . 

(c) Marginal de-icing . Datum air temperature, 10° F; liguid-water content , 0 .5 gram per cubic meter ; icing time, 
77 minutes; cycle ratio, 10 to 13 . 

Figure 16. - Concluded. Comparison of ice formations resulting from submarginal anti- icing and marginal de - icing. 
Airspeed, 260 mph; angle of attack, 4°; slat retracted; for heating rates, see figure 15 . 
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Figure 20 . - Variation of surface temperature during heating period. 
Original model; total cycle time, approximately 4 minutes. 
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Figure 20 . - Continued . Variation of surface temperature during heating period . Original model ; total cycle time , approximately 4 minutes . 
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(f) Airspeed , 260 mph ; datum air temperature , 250 F; angle of attack , 40 ; s l at closed; liquid-water cont ent , 0.8 gram per cubic 
meter ; parting strip unheated ; gas temperature at valve , 4500 F. 

Figure 20 . - Concluded . Variation of surface temperature during heating period . Original model ; total cycle time, approximately 4 minutes . 
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Figure 21 . - Variation of gas and s u rface tem~eratures with distance for original 
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datum air temperature , 100 F ; ang l e of attack , 4 0 ; s l at closed ; heat - on period , 
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Figure 21 . - Concluded. Variation of gas and surface temperatures with distance for original and 
modified models at end of heat - on period ( peak temperatures ) for a t yp i cal de - icing condition . 
Airspeed , 260 mph ; datum air temperature, 100 F ; angle of attack , 4 0 ; slat cl osed ; heat - on 
period, 20 to 25 seconds ; parting strip unheated . 
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Figure 22. - Variation of ice-shedding time with heating rate for several lower-surface locations 
on original model during marginal de-icing. Airspeed, 175 mph; datum air temperature, 10° F; 
angle of attack, 8° ; slat half out. 
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Figure 23. - Relation of ice- shedding time with time to 
reach surface temperature of 320 F on lower surface 
of original standard airfoil . 
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