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FOREWORD 

During the past ten years, investigations within the broad area of combus
tion research have been conducted by government, industry, and university. 
).fuch of this research has been sponsored and financed by the Federal Govern
ment, usually to further some application of combustion such a flight propulsion. 
As a result, extensive data have been published by a variety of sources. The 
greatest benefit can be derived by collecting, collating, and interpreting this 
information. Accordingly, the ACA Lewis laborat.ory has herein integrated 
and interpreted informal ion on combustion with a view to its application to 
flight propulsion. 

The principal problem of interest in this study is that of burning fuel con
tinuously and efficiently in a small volume and at high rates. Heat-release rates 
must be large and combustion efficiency nearly perfect in order to obtain high 
thrust and low specific fuel consumption from a sh~~~l , lightweight engine. 
Wide ranges of speed, altitude, and climate are generally encountered in flight, 
and these factors often change rapidly. Thus, the combustion system must 
perform over wide ranges of fuel flow, inlet airflow, pressure, and temperature. 

In addition to burning fuel efficiently and at high rates, there are other 
factors that must be considered in jet-engine combustion. In general, the 
following conditions are desirable: Pressure loss through the combustion system 
should be kept to a minimum, since high pressure loss causes increased engine 
specific fuel consumption. Mixing of burned and unburned gases upstream of 
the combustor outlet must provide a preferred temperature distribution at the 
outlet. This requirement may result either from turbine stress-strength con
siderations or from the need of a nearly uniform jet velocity profile for high 
propulsive efficiency. Deposition of coke and formation of smoke are both 
undesirable in the operation of combustors. Of the two factors, coke deposition 
presents the more serious problem because of its adverse effect on combustor 
performance and life. The combustion system should be durable, yet light
weight. Reliable ignition is also necessary. Unfortunately, some of these re
quirements are conflicting with respect to design. Specifically, then, the com
bust.ion problem for a high-performance aircraft engine such as the jet or turbine 
type arises from two factors: (1) the extreme range and rapid variations of 
operating conditions encountered and (2) the many requirements of the com
bustor, some of which necessitate compromise in the design. 

Many sources of basic and background information are available to the 
designer of high-speed combustion systems. The volume of literature concern
ing this subject, which was large before World War II, has since expanded 
tremendously with the expenditure of millions of dollars by the Federal Govern
ment. These funds have supported both fundamental and applied combustion 
research in laboratories throughout the nation. 
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IV FOREWORD 

A large number of recent research papers on the fundamentals of combustion 
are compiled in the Third and Fourth Symposia on Combustion published by 
the Williams & Wilkins Company; and there are a few very useful texts on basic 
aspects of combustion, such as Explosion and Oombustion Processes in Gases 
by Jost, Oombustion, Flames, and Explosions oj Gases by Lewis and von Elbe, 
and Flames by Gaydon and Wolfhard. Much additional information exists in 
technical journals, symposia, and house organs such as progress reports on 
military projects. 

Published information on the application of combustion research to flight 
propulsion is less comprehensive. Many individual papers on the subject 
appear in the classified literature; there are also a few summary papers. The 
Princeton University Press is preparing a twelve-volume treatise on High-Speed 
Aerodynamics and Jet Propulsion that will include a treatment of both basic 
and applied combustion, although it will be limited to the unclassified literature. 

There is no single, completely a,deq uate summary of the source material on 
combustion available to the flight-propulsion engineer. Such a summary should 
reduce design effort by organizing pertinent information on both basic and 
applied combustion and extracting those principles and ideas which are useful 
or significant in aircraft engine design. The NACA is now making such a study. 

The chapters compiled here, which are the first part of such a study, cover 
unclassified material. They review such fundamental processes as fuel-air 
mixture preparation, gas flow and mixing, flammability and ignition, flame 
propagation in both homogeneous and heterogeneous mediums, flame stabiliza
tion, combustion oscillations, and smoke and carbon formation. The practical 
significance and the relation of these processes to theory are presented. 

Certain limitations have been necessary. The references were selected from 
a complete review of the field in order to illustrate points that were pertinent to 
the subject at the date of writing. Thus, the references cit.ed are a thorough 
bibliography, but not a complete one. Some important topics may have been 
omitted. Also, the study is. directed toward air-breathing engines and hydro
carbon fuels; rocket engines and fuels other than hydrocarbons, such as the 
so-called high-energy fuels, are considered outside the scope of the study. 

Because of continuing progress in the field, this report is not intended as a 
final summary of developments. FUrther, other reports in the NACA general 
study will deal separately with the applications of basic data to performance 
and design of combustion systems for engines. 

WALTER T. OLSON 

Ohiej, PropUlsion Chemistry Division 
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BASIC CONSIDERATIONS IN THE COMBUSTION OF HYDROCARBON 
FUELS WITH AIR 1 

CHAPTER I 

ATOMIZATION AND EVAPORATION OF LIQUID FUELS 

By CHARLES C. GRAVES and DONAL!) W. BAHR 

INTRODUCTION 

In both turbojet and ramjet engines, the fuel is usually 
fed into t.he combustion chamber either as a well-atomized 
liquid spray or as a vapor (prevaporizing combustor) . 
Accordingly, the formation of liquid sprays, the evaporation 
of both single drops and entire sprays, and the conditions 
required for various degrees of fuel flash vaporization are 
of interest to the combustion-chamber designer. Theoretical 
and experimental work on most of these factors is not suf
ficiently complete to permit much direct application to 
particular combustion chambers . However, even if used 
only in a qualitative sense, knowledge of the principles and 
trends involved is required for good combustion-chamber 
design. 

The factors involved in the atomization and evaporation 
of liquid fuel are discussed herein primarily in their own 
light and not in relation to their effect on other processes 
contributing to over-all combustion-chamber performance. 
A detailed discussion of the mixing of the liquid and vapor 
fuel with the combustion air is presented in chapter II. 

SYMBOLS 

The following symbols are used in this chapter: 

a 
.31 
b 
c 
C 

Cp 

DU,M 

Dr,q 
::) 

dar 
dar ,M 

dar,m 
dar,max 
dar,o 
dar ,32 

dh 

dj 

constant 
constant 
constant 
constant 
root mean square molecular velocity of sur-

rounding fluid 
specific heat at .constant pressure 
mass diffusion coefficient 
diffusion coefficient of vapor in surrounding fluid 
distribution constant 
drop diameter 
mass- or vol ume-median drop diameter 
mean drop diameter 
maximum stable drop diameter 
initial drop diameter 
Sauter mean drop diameter 
Qrifice diameter 
diameter of undisturbed jet 

:7 
.f 
g 
H . 
h 
i 

J 
K 
.;1( 

k 
t 
M 
m 
dm/dt 
N ar 
Nfl 
NUH 
NUM 

Pr 
P 
PBM 

t::..pn 
q 
R 
Re 
ReSc' 
£3fl,f3f2'~3 

air-atomizer throat diameter 
ventilation factor 
function 
fuel-air ratio 
acceleration due to gravity 
latent heat of vaporization 
specific enthalpy 
constant 
constant 
constant 
evaporation constant 
constant 
mean free molecular path of surroulldingfluid 
molecular weight 
mass 
evaporation rate of drop 
number of drops 
:flow number 
N usselt number for heat transfer 
Nusselt number for mass transfer 
Prandtl number 
ambient pressure 
log mean pressure of nondiJfusing gas over 

stagnant film 
nozzle pressure drop 
constant 
universal gas constant 
Reynolds number 
dUrelPq/Dq,M 
ratios of various atomizer dimensions to orifice 

diameter 
radius 
orifice radius 
Schmidt number 
constant 
static temperature 
air temperature at which water has same dif

ference between air temperature and drop 
surface temperature as given liquid 

normal boiling point of evaporating liquid 
film thickness 
time 
breakup time of liquid jet 

I Technical inIormation herein has been compiled from data of the NACA and other organizations. Data originating outside the N ACA cannot be reproduced for turther dissemination 
without the permission of the originating organization. 
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a velocity 
G I.h velocity of liquid at orifice 
are I relative velocity between drop and air or liquid 

film and air 
Urel •b relative velocity between drop and air at instant 

of breakup 
Vfl volume flow rate 
W e Weber number 
w weight-flow rate 
x distance between liquid surface and surface 

where diffusion starts 
y variable in logarithmic-normal distribution func-

tion 
Z P.d~PlqdJ 
z axial distance downstream of fuel injector 
a accommodation coefficient 
{3 spray-cone angle, deg 
r gamma function 
'ar weight fraction of fuel spray containing drops 

of diameter larger than dar 
'. fraction of fuel vaporizad 
K thermal conductivity 
A size constant in drop-distribution functions 
A wavelength of surface disturbance 
An.ax wavelength of surface disturbance producing 

maximum film or jet instability 
p. absolute viscosity 
v kinematic viscosity 
P density 
q surface tension 
~ fraction of heat entering film around evaporating 

drop that arrives at drop surface 
Subscripts: 
a all" 
av average 
j fuel 
g surrounding fluid 
H heating; hea t transfer 
J jet 
l liquid 
mx vapor-air mixture 
o initial 
S drop surface 

total 
v 
1 
2 

vapor 
condition prior to vaporization 
condition at end of vaporization 
infinite distance from drop 

ATOMIZATION OF FUEL 

A number of excellen~ papers on the general subject of atom
ization are available in the literature (e. g., refs. 1 to 4) . 
For a more detailed study of atomization, the reader is re
ferred particularly to the survey by Giffen and Muraszew 
(ref. 4) and the bibliography of reference 3 on work in atom
ization up to 1952. 

BASIC RELATIONS FOR FUEL ATOMIZATION 

Atomization theory.-In order to provide the rapid liquid
fuel evaporation rates required in jet-engine combustors, the 

fuel must be finely atomized and well-distributed. The 
mechanism of atomization is not well understood; and no 
general t.heory has been evolved to predict the degree of 
atomization for particular nozzle designs, fuel properties, 
and operating conditions. However, a general picture of 
the atomization process can be drawn from considerable 
experimental work and some limited theoretical work per
formed in previous years. 

The atomization of liquid fuel can be considered to occur 
in six steps: 

(1) Stretching of fuel into sheets or streams as a result of 
accelerating the liquid through the nozzle orifice 

(2) Appearance of small local ripples and protuberances 
at the liquid surface as a result of initial liquid 
turbulence and the action of the air on the liquid 
stream 

(3) Formation of ligaments as a result of air pressure and 
shearing forces 

(4) Collapse of ligaments into drops as a result of surface 
tension 

(5) Further breakup of these drops 
(6) Agglomeration of drops 

Combinations of part or of all these steps would appear to 
occur whether atomization is effected by injecting fuel at 
high velocity into relatively quiescent air (pressure atomiza
tion) or by the action of a high-velocity airstream on a rela
tively low-velocity fuel stream (air atomization). The rela
tive importance of each step varies with application, depend
ing upon such factors as relative velocity between fuel and 
air and fuel-air ratio. The various factors involved in the 
atomization process might be best considered by following 
the changes occurring in atomization as the relative velocity 
between the fuel and the air is increased from low to high 
values. 

Rayleigh (ref. 5) treated the effect of rotationally sym
metric disturbances (fig. l(a)) on the breakup of a liquid jet. 

(a) 

( b) 

(a) Rotationally symmetric oscillations. 
(b) Wave formation. 

FIGURE I.-Disturbance of low-velocity liquid jet. 
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He showed that a liquid jet subject to surface disturbances 
becomes unstable when the wavelength of the surface dis
turbance A divided by the diameter of the undisturbed jet d, 
is greater than 7r. Under such conditions the surface dis
turbances increase and finally result in the breakup of the 
jet into drops. When Aid, is equal to 4.51, the surface dis
turbances increase at the maximum rate and result in the 
maximum degree of jet instability. In experiments on a 
free-falling jet, Tyler (ref. 6) obtained a value for Aid! equal 
to 4.65. On the basis of these tests, Tyler concluded that the 
breakup of such jets occurs under the condition of maximum 
degree of instability as given by the Rayleigh theory. 

Weber (ref. 7) extended the Rayleigh analysis to viscous 
liquids moving at low velocities. When the air and fuel 
have the same velocity, the breakup time tb of a liquid jet 
caused by rotationally symmetric. disturbances (fig. 1 (a» 
can be expressed by the equation 

(1) 

The value of Aid, for the maximum degree of jet instability 
is given by the equation 

where 

When the three preceding terms are combined, 

Z= _ f..l_l_ 

-JPludj 

From these equations, it call be seen that both breakup time 
and the optimum value of Aid, for breakup increase with 
increasing viscosity and decrease with increasing surface 
tension. The trends predicted by the Weber analysis (ref. 
7) are in agreement with the experiments of Haenlein (ref. 8). 

In an analysis of the effect of viscosity on jet instability 
(ref. 9), the wavelength of the smface distmbance resulting 
in maximum instability was found to be a function of the 
ratio f..l d f..lg. 

.. \t higher relative velocities, wave formation (fig. 1 (b» is 
encountered as a result of air effects. Weber showed that 
a minimum relative velocity must exist for the onset of 
wave formation . As this velocity is exceeded, the required 
distance for breakup decreases. 

The various stages of atomization for simple jets were 
eparated by Ohnesorge (ref. 10) into three groups, as shown 

in figure 2. Here, the dimensionless parameter Z of equation 
(2) is plotted against the jet Reynolds number. In region I, 

the jet broke up in accordance with the Rayleigh-type 
distmbances (fig. 1 (a». In region II, the jet breakup 
occurred in the form of helicoidal waves. In region III, 
complete disruption of the jet occmred at the orifice. 

Jet breakup resulting from wave formation has also been 
considered for swirl-type pressure-atomizing nozzles. For 
swirl-type nozzles operating under a moderate pressure 
differential, the liquid emerges from the orifice in the form 
of a conical film. Waves and holes appeal' in the film, 
which eventually disintegrates to form the spray. Two 
theoretical inve tigations (refs. 11 and 12) have been made 
in an attempt to explain the breakup of the film as the 
result of wave formation. The analyses follow the classical 
treatments given by Lamb (ref. 13). The relative velocity 
between the film and the surrounding medium is assumed 
constant, and the film is treated as two-dimensional. If 
the film is flat (fig. 3(a)), it is not subject to distmbing or 
restoring forces. However, if there is a slight surface bulge, 

Liquid 
10..--r

loC
---.,= ','.""<T.---'c:>,.-.-=-.-:..--r-= ..,.~-.: T_'_ -_,_ -:T._..-__ .,.....,. ~.!..~cr oil 

0> - - ).?- - - - + - - - - -~S 
'\ II ill Re~joo 

",. 1\, .blo- - - - Oil A 
- -~ - - - GlycerinS 
~ ... r'x - Glycerin A 

- -( - - .cio. O-~i"i'E' - - - Glycerin A 
od.... i'<' - - - Gas oil 

- - 1:\ -'\v Gosoil 
_1--- --_ - - - 00 --c - l- - » - - - -=-r-- Aniline 

- ~ 1-0 - - - - - Aniline 
.01 1"- 1"-

II~' :i: ~ .1 

- O- _- p~I06 ~~ :~: ~ : ~~ -=- -= ~ Woter 
-" 1"" -

.OO.OO!-=:'---'--::.OLI -'--'-.'<-1 -'--'--':-1 -'--'-~IO,---'--~I::!;:OO;;-'----;I~OOOxI03 
Jet Reynolds number, Rej 

Orifice 
diameter, 4" 

mm 
0.5 

.5 
2.0 

2.0 
.5 
.7 

2.0 
.5 

1.0 
.7 

2 .0 
.7 

1.0 
2.0 
4 .0 

FIGURE 2.- Stages of atomizaLion with simple orifice (ref. 10). 

the film is subject to both aerodynamic and smface-tension 
forces. At the bulge, a local decrease in pl'essure OCCUTS 
that tends to increase the surface distmbance. This force 
is opposed by restoring forces resulting from smface ten
sion. Under certain conditions, where aerodynamic forces 
predominate, the film becomes unstable and eventually 
breaks up. 

The analysis in reference 11 is concerned with film bl'eakup 
resulting from asymmetric oscillations. For this type of 
oscillation, the cross section of the film is as shown in figure 
3 (b) . The thickness of the disturbed film is considered 
to be constant. It was found that the film is unstable for 

(3) 

For We (pt!pg)>> 1, the wavelength A of the sUTface disturb
ance resulting in maximum instability of the film is 

47l'<T 
Amax= TT2 pgv Tel 

Equation (4) can be expressed as 

(4) 

(5) 
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Fair agreement was found between predicted and calculated 
values of Ama% obtained from photographs of s\virl atomizer 
sprays (ref. 14). Symmetrical oscillations, in which the 
mean surface of the film remains fiat, would also result in an 
unstable film. However, the degree of instability was stated 
to be much less than for the asymmetric oscillation considered 
in reference II. 

In reference 12, a similar type of analysis was made 
independently. In this treatment, the film cross section was 
considered to have the form shown in figure 3(c). The case 
of exponential increase in wave amplitude was considered 
in detail. 

At high relative velocities between liquid and air, complete 
disruption of the liquid jet occurs close to the fuel orifice 
and results in the formation of large numbers of drops. 
Tllis type of atomization occurs particularly in the case of 
air atomization and is also found with pressure-atomizing 
nozzles operating under high injection-pressure differentials. 
An analytical study of this type of atomization was made 
by Ca tleman (ref. 15) who applied the Rayleigh analysis 
(ref. 5) to the case of air atomization in which ligaments are 
torn from the liquid jet surface. According to the Castleman 
picture of atomization, ligaments are drawn from the main 
mass and collapse, because of their instability, into a number 
of drops. At the higher ail peeds, finer ligaments are 
form ed, which break up ,to form smaller drops. Higher 

,r Ligament centerline 
....L ___ _ 

, 

( a ) 

(b) 

(c) 

,rLigament surface 

/ 
/ 

(a) Undisturbed film. 

/ 

/ 
/ 

(b) Asymmetric wave formation (ref. 11), 
(c) Symmetric wave formation (ref. 12). 

FIG URE 3.'-Wave formation for liquid sheets. 

surface tension would cause quicker collapse of the ligaments 
before they are drawn too finely and would result in larger 
drops. These trends are verified by experiment. 

At high relative velocities between fu el and air, the drops 
formed from the breakup of the ligaments may, in turn, 
be broken up as a result of air effects. This mechanism was 
studied by Hinze (ref. 16) and Lane (ref. 17). Hinze 
showed that the criterion for drop breakup is the appropriat e 
yalue of the Weber number We as given by 

(6) 

The predicted value of We for breakup varied between 6 for 
low-viscosity liquids and 10 for high-viscosity liquids for 
a liquid drop exposed suddenly to a constant-velocity air
stream. Under most atomization ,conditions, however, the 
relative velocity between drop and airstream decreases 
rapidly. If the viscosity appreciably decreases the rate of 
drop deformation, the relative veloci ty may be reduced 
below the critical value before the drop is sub tantially de
formed. Consequently, the critical initial value of velocity 
for drop breakup under actual atomizing conditions may be 
much higher than the steady-state critical velocity obtained 
from equation (6). In addition , the actual effect of drop 
viscosity on drop breakup may be much higher than that 
predicted from theory. 

Lane (ref. 17) investigated the breakup of individual 
drops exposed to steady and tran ient airstreams. In one 
set of experiments, water drops having initial diameters 
ranging from 0.5 to 5.0 millimeters were dropped into a 
constant-velocity airstream. At a critical relative velocity 
between drop and air, the freely falling drops assumed the 
form of hollow bags, which subsequently burst and produced 
a shower of drops. The relation between drop velocity 
and diameter at breakup could be expressed by the equation 

(7) 

where the drop diameter is in millimeters and Urel •b is in 
meters per second. Additional tests using liquids having 
surface tensions (j varying from approximately 28 to 475 
dynes per centimeter established the relation 

(8) 

These results are in agreement with the prediction of Hinze 
that drop breakup is associated with a critical value of 
Weber number. Experiments conducted with high-velocity 
transient air blasts showed that under these conditions thin 
layers were stripped from the drop surface before it was 
appreciably deformed. Drop-size measurements indicated 
that equation (7) would predict too great a rate of decrease 
in drop size at the very high-velocity conditions. On the 
basis of the Hinze and Lane results, average spray drop 
size as affected by drop breakup would be expected to be 
larger for fuels having higher surface tensions and viscosities . 
Calculations based on the breakup of single drops have been 
found to give a close estimate of the maximum drop size 
found in isooctane sprays atol)lized by high-velocity air
streams (ref. 18). 
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Collision of drops with resulting agglomeration may cause 
a sizable increase in average drop size. Under the 
high turbulence levels in jet-engine combustors, the collision 
rate might be expected to be large, particularly where there 
is a large number of drops per unit volume of combustion 
space. Where pressure-atomizing nozzles are used, collisions 
also occur as a result of the difference in velocities of the 
various sized drops. Under conditions of high nozzle 
pressure drop, atomization occurs close to the nozzle orifice. 
Small drops decrease rapidly in velocity and tend to collect, 
near the nozzle. The larger drops, which retain their 
velocity over longer distances, overtake and collide with 
smaller drops in their flight path. 

The effect of agglomeration is indicated for pres ure
atomizing nozzles from determination of mean drop sizes 
at various distances from the nozzle orifice in reference 19. 
Agglomeration was believed to have caused the observed 
increase in mean drop size with increase in distance from 
the nozzle. In tests using the molten-wax method (ref. 20), 
agglomeration was found to be quite pronounced for low
cone-angle swirl nozzles operating at high pressure drops. 

Drop-size distribution in sprays,-One of the liquid-fuel 
spray characteristics of direct interest to the combustion
chamber designer is the fractional weight of the spray 
distributed among the various drop sizes. Drop-size dis
tribution relations have been used in the calculation of 
theoretical evaporation rates of liquid-fuel sprays (ref. 21). 
Eventually, when the process of fuel spray evaporation is 
better understood, knowledge of drop-size distribution will 
be of use to the designer in the determination of fuel spray 
evaporation rates for particular designs and operating 
conditions. 

A typical example of the drop-size distribution for a 
liquid-fuel spray is shown in figure 4(a), where the distribu
tion is given in the cumulative mass-fraction form; that is, 
the weight. fraction tciT of the total spray containing drops of 
diameter larger than ddT. In figW'e 4(b), the same distribu
tion is given in the differential form; here, the area under 
the cW've between two values of ddT represents the weight 
fraction of the total spray containing that particular range 
of drop diameters. 

Since the theory of atomization is still not completely 
understood, recourse has been made to empirically fitted 
mathematical expressions for drop-size distributions, such as 
presented in table I. FoW' of the more well-known relations, 

ukiYll.ma-Tanasawa (ref. 22), Rosm-Rammler (ref. 23), 
logarithmic-normal (ref. 24), and upper-limit (ref. 25), are 
presented in table I. The relations are given in both the 
cumulative mass-fraction and differential forms. In addi
tion, expressions are given for the mean drop diameter 
dt!.T,m . 

The general expression for ddT,m is given by 

For example, the Sauter mean diameter dt!.T,32, which involves 
a ratio of volume d!T and surface d~T1 is obtained by setting 
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FIGURE 4.-Fuel spray drop-size distribution. 

c=3 and 8=2. Relations for the Sauter mean diameter are 
also presented in table I. 

The median drop diameter daT,M may also be used. Median 
drop diameters are defined as diameters dividing the spray 
into two equal parts, in terms of such properties as volume, 
sW'face area, or number. A commonly used median diameter 
is the mass- or volume-median diameter. 
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TABLE I.-MATHEMATICAL EXPRESSIO IS FOR DROP-SIZE DISTRIBUTIOX (Ref. 25) 

Expression 
I 'd, d'd, 

dJT~'! ddT.3' dddr 

I 

rbd~,(~) 
K "k;y=~ TaoMa .. a ____ --I 1- _ bB/ q • b_(r;8) r(C~3) b -I / ql'( ~) 

r(~) r(~) ddre-bd~, 
r(8~3) r(%)" 

r(C-3 +1) 
b-' /

q Rosin-Rammler ____ ___ ___ _ e -bd~r -bqd~; le-bd3, [2 Ae-, 

rCQ3+ 1) r(l--i) 
or or or 

~ [i c; 9 
A 

I 

e - (dd, /A) dY-' -. (dd, /A) -9 d, e 

r(l-~) A , 

c+8-6 
Logarithmic-normal· ______ 1 f qy -q'y' -q -y'y' -:jQ2 A. 1- :;;: _(0 e d(qy) --e Ae 

1/4q2 dd,";; e 

pper-limitb ______________ -qdd, ..... ddT,max 1 f qV -q'y' 1-.,;; _(0 e d(qy) 
dd,(ddr.maz-dd,) ";'1f' 

e -q'y' 
1+Ke1

/
4q2 

a ,V here V=ln ddr, 
A 

The Rosin-Ramrnler expression (table I) is a special form 
of the more general Nukiyama-Tanasawa expression in 
which the exponents band q have values such that the 
differential form is readily integrated to the cumulative 
mass-fraction form. Both the logarithmic-normal and upper
limit relations (see table I) use the following expression in 
the normal-probability distribution curve: 

(10) 

In the logarithmic-normal relation, ff(ddT) has the form 
ddT/A, where A is related to mean drop size. In the upper
limit relation ff(ddr) has the form KddT/(ddT, max-ddT)' This 
form of ff(ddT) was chosen in order to make the predicted 
frequency of distribution approach zero at a finite drop size, 
in accordance with experimental data. 

With the exception of the logarithmic-normal relation, 
the expressions in table I are not based on a physical model 
of size reduction. Epstein (ref. 24) has shown that the size 
distribution of crushed solids approaches the logarithmic
normal distribution law asymptotically as the crushing 
process is continued, provided certain conditions of the 
breakup mechanism are satisfied. However, since none of 
the relations are derived on the basis of a physical model of 
the atomization of a fuel spray, the choice of which relation 
to use must depend upon the ability of the relation to rep
resent accurately the experimental drop-size distribution 
data. In some cases, the choice based on accuracy of repre
sentation may be tempered by ease of use of the relation in 
application to such processes as fuel spray evaporation and 
combustion. 

The expressions in table I require evaluation of two 
constants, one a measure of mean drop size and the other a 
measure of spray uniformity. The upper-limit equation 
requires evaluation of an additional constant, the maximum 

stable drop diameter ddr, max. Determination of the constants 
in the relations of table I, as required for the best fitting of 
the relations to experimentally determined drop-size dis
tributions, is readily accomplished by graphical methods. 
Functional scales are employed (e. g., probability paper) so 
that the data approximate a straight line when plotted. 
Values of the constants are obtained from the slopes and the 
intercepts of best straight lines through the data. However, 
the use of such graphical procedures may result in appreci
able error (ref. 26). 

Of the four relations in table I, the Rosin-Rammler ex
pression is the easiest to use in the cumulative mass-fraction 
form. In this form, it is a simple exponential function, 
whereas the other relations require use of tables 9f the incom
plete gamma function r of probability integral. The upper
limit and logarithmic-probability relations have the simplest 
form in terms of the Sauter mean diameter. The upper
limit relation follows the trends of experimentally determined 
drop-size distribution data more closely, in that it is based 
on the existence of a maximum stable drop diameter. While 
the other relations predict existence of drops of infinite 
diameter, the predicted frequency of occurrence of the 
larger-diameter drops becomes quite small. Accordingly, 
errors associated with the predicted Occurrence of infinite
diameter drops may be small where such relations are 
used in theoretical ' analyses of fuel spray evaporation 
or combustion rates, particularly finely atomized sprays. 
Under these conditions, the Rosin-Ramrnler relation 
appears to be the most convenient to use. It should be 
noted, however, that appreciable differences between 
calculated and actual mean drop sizes may be encountered 
in the application of the first three relations of 
table I, particularly the Nukiyama-Tanasawa relation, 
to experimental drop-size distribution data (ref. 25). For 
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example, the Kukiyama-Tanasawa relation may give a 
Sauter mean diameter larger than that of the largest drop 
found in the sample. R eferences 25 to 27 give a more com
plete discussion of the application, advantages, and dis
advantages of the relations of table 1. 

Several other methods of treating experimental drop-size 
distribution data have been reported in the recen t literature. 
Since these methods have not had much use up to the pr sen t 
time, only a brief description will be given. In reference 28 
an adjustment factor (a funetion of drop diameter) was ap
plied to the logarithmic-normal relation to correct for devia
tion of the experimen tal data from the probabilit~· curve. 
The primary purpose of this adjustment factor appears to 
be correction for the deviation between the experimen tal and 
logarithmic-probability distribution in the larger drop-size 
ranges. Reference 29 found that, for data from a pre sure
atomizing nozzle, a plot of the square root of drop diameter 
gave a better straight-litH' plot on probability paper than a 
plot of the diameter to the first power. In reference 30, for 
data from an air-atomizing nozzle, the following distribution 
function gave satisfactory representation of the experimental 
data: 

(11) 

Dimensional analysis.-Dimensional analyses have been 
used by a number of investigators in studies of atomization 
(see, e. g., refs. 4, 20, 31, and 32). Theoretical and experi
mental investigations of atomization indicate that the follow
ing flow and geometric variables should be considered in a 
dimensional analysis of the atomization process: 

Yariable 

Average drop diameter, dd,.a, 
A tomizer orifice diameter, dh 

Surface tension, " 
D en ity of atomized liquid, PI 
Viscosity of atomized liquid, /.<1 
Velocity of liquid at orifice, V,.h 
Velocity of surrounding fluid, V, 
D ensity of surrounding fluid, p, 
Viscosity of surrounding fluid, J1.. 
Ratios of various atomizer dim ensions to orifice di-

ameter (dimen ionIc ), f?l" ill" ~! 

Dimensions 
(M,L,T 
system) 

L 
L 

M/'f2 
M/ L3 
MILT 
LIT 
LIT 
M /L3 
MILT 

From dimensional analysis, the relation among these varia
bles can be reduced to the following dimensionless equation: 

(12) 

As previously noted, the jet Weber and Reynolds numbers 
and the viscosity and density ratios of equation (12) have 
been encountered in fundamental studies of the breakup of 
liquid jets and drops. The velocity ratio Ug/U"h of equation 
(12) would be important in air atomization. 

AIR ATOMIZATION 

One of the most extensive series of experiments on air 
atomization was conducted by Nukiyama and Tanasawa 

(refs. 22 and 33 to 35). Drop-size distribution and average 
drop size were determined for a range of liquid properties, 
flow conditions, and atomizer sizes and configurations. With 
the exception of a few scattered tests, all data were obtained 
at subsonic air velocities. All tests were conducted with 
the atomizer exhausting into the room air. Drop sizes were 
determined by collecting samples of the spray on small oil
coated glass slides. The experimental results were expressed 
in terms of the Sau ter mean diameter ddr , 32 calculated directly 
from the data by the equation 

"1:.dJ r fl.Ndr 

"1:.dJr fl.Ndr 
(13) 

where ANdr is the number of droplets having diameters be
tween ddr- (fl.ddr /2) and ddr+ (fl.ddr /2). The degree of ac
curacy of drop-size measurements was estimated to be on 
the order of ± 15 percent. 

In reference 33, experiments were conducted using water 
and a converging air nozzle as shown in figure 5(a). The 
Sauter mean diameter was essentially independent of the 
size of the air and water nozzles for water-nozzle diameters 
from 0.2 to 1.0 millimeter and air-nozzle diameters from 2 
to 5 millimeters. Transition from laminar to turbulent flow 
conditions in the water jet appeared to have little effect on 
drop size. The Sauter mean diameter was found to be a 
function of (1) the relative velocity Urel between water and 
air and (2) the ratio of volume flow rates of air and water 
V/l,a/V/l, I· The volume flow rate of air was computed on 
the basis of the density at the throat of the air nozzle. The 
relative velocity U,el was calculated from the volume flow 
rates and the cross-sectional areas at the throats of the 
water and air nozzles. Drop size decreased with increasing 
V/l,a/V/l, I. However, for V/l. a/V/l,,>5000, the effect of the 
ratio became negligible, and ddr. 32 was inversely proportiollal 
to the relative velocity. 

In reference 34, similar experiments were conducted with 
water and the two atomizer::; shown in figures 5(b) and (c). 
The data covered a range of nozzle sizes and flow conditions. 
It was concluded that, if the air velocit,y is based on the 
cross-sectional area of the vena contracta, there is no effect of 
atomizer configuration on average drop size. Relative posi
tion of the water and air nozzles had a negligible effect on 
average drop size, even when the water nozzle was well into 
the vena contracta region of the air jet. However, at greater 

Liquid Liquid 

I 

(0) (b) (c) 

(a) Converging nozzle. (c) Straight-bored nozzle. 
(b) 1200 Knife-edge nozzle. 

FIGURE 5.-Air-atomizing nozzles (refs. 22 and 33 to 35). 
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distances downstream of the air jet where lower air velocities 
would exist, an increase in average drop size was obtained. 
The sizes of a.ir and water nozzles were again found to have 
little effect on average drop sizes. 

In reference 22, the Nukiyama-Tanasawa distribution 
function (table I) was developed and applied to data from 
references 33 and 34. For high values of V[l,a/V",I and UTe I, 
the values of band q in this relation were found to be 2 and 1, 
respectively, for all nozzles. At low values of either VII ,./ 

VII,lor UTe I, b=2 and q<1. 
In reference 35, drop-size distributions and average drop 

sizes w('re determined for the nozzle type of figure 5(c) over a 
range of atomizer sizes, flow conditions, and liquid properties. 
Ranges of liquid surface tensions cr from 30 to 73 dynes per 
centimeter, densities PI from 0.8 to 1.2 grams per cubic centi
meter, and viscosities III from 0.01 to 0.3 poise were obtained 
by ya.r.ying the proportions of an alcohol-glycerin-water solu
tion. '1'he effects of flow conditions and liquid properties on 
average drop size were correlated by the expression 

" ~ ( J.I. )0.45 ( V )1.5 . 
d dr,32=585 T'\ +597 ~ 1000 v'l.I microns 

U re nPI -ycrPI II ,a 
(14) 

where the fuel properties have the units given previously and 
U,<I is in meters per second. From this relation, it is seen 
that, for large values of VII,a/ VII,!, atomization is a function 
only of relative velocity, surface tension, and liquid density. 
At lower values of VII,a / VII,!, drop size increases and liquid 
viscosity influences atomization. [Equation (14) is not 
dimensionally consistent.] 

Ingebo (ref. 18) made a photographic investigation of 
isooctane sprays produced by contrastream injection from a 
simple orifice into high-velocity airstreams. The air pressure, 
air temperature, and fuel-orifice pressure drop were held con-
tant during the tests. The mean drop diameter dar ,2Q (diam. 

of drop having area equal to total spray area divided by total 
number of drops in spray) was determined at several stations 
downstream of the fuel injector for air velocities of 140 and 
180 feet pel' second. In order to compare experimental values 
of ddr,20 with values predicted by equation (14), use was made 
of the following relation, obtained from the Jukiyama
Tana awa distribution function (ref. 22) for q equal to 1 
(see table I) : 

(15) 

At a di tance 1 inch downstream of the fuel orifice and an air 
velocity of 180 feet per second, the predicted and experi
mental values of dar ,20 agreed well . However, the change in 
mean drop size with air velocity predicted by equation (14) 
was somewhat greater than that found experimentally. 

Hrubecky (ref. 36), in a study of air atomization of water, 
found that (1) liquid injection parallel to the airstream gave 
better atomization than injection normal to the airstream, 
and (2) best atomization with parallel injection was obtained 
when the liquid entered in the region of maximum air veloc
ity. Values of the Sauter mean diameter obtained from 
equation (14) agreed reasonably well with experimental 
values for some of the test conditions investigated. 

The experiments of Nukiyama and Tanasawa did not 
cover the effects of gas properties on atomization. However, 
in reference 37, some limit,ed experimental results are pre
sented which indicate the general effect of gas temperature, 
viscosity, and density on median drop size for Venturi 
atomizers, Oomparison of data obtained with nitrogen 
and ethene as the atomizing gases indicated that, at constant 
gas velocity, density, and ratio of liquid-to-gas volume 
flow rates, a 60-percent decrease in gas viscosity resulted in 
approximately the same percentage increase in median 
diameter. The effect of gas density on atomization was 
indicated from comparison of data obtained with nitrogen 
and helium as the atomizing gases. At constant gas vis
cosity and ratio of liquid-to-gas volume flow rates, a decrease 
in gas density at the atomizer throat from 1.18 to 0.169 
gram per liter resulted in an approximately twofold increase 
in median drop diameter despite an increase in velocity. 

Sulfur inlet 

I 1/2' Atomizing
air line 

FIGURE 6.- Venturi-type sulfur atomizer (reprinted by permission 
from ref. 38). 

Results obtained with an exhaust-gas Venturi atomizer 
indicated that, at high liquid-to-gas volume flow ratios, 
improved atomization would be expected with the use of 
high atomizing-gas temperatures. At low ratios of liquid
to-gas volume flow rates, the improvement would be small. 
This result is consistent with trends suggested by con
sideration of the ukiyama-Tanasawa drop-size correlation 
(eq. (14» and effects of increased temperature on fuel 
viscosity. Heating the fuel by the high-temperature atom
izing gas would result in lowered fuel viscosity. As indicated 
by equation (14), this reduced viscosity would appreciably 
affect drop size only at the large ratios of liquid-to-gas 
volume flow rates. The effect would be expected to be 
greater for liquids having high viscosity indices. 

Drop-size measurements were made in reference 38 for 
the atomization of molten sulfur in a Venturi-type atomizer. 
A sketch of the atomizer is presented in figure 6. The 
throat had a diameter of X inch. A flared diverging section 
was provided to reduce wall wetting. The air temperature 
for all experiments was held at approximately 293 0 F. 
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0,1 

! Water 

d",I' d",2' d"3, Air Atomizer in. in. (n. 
d",I' d",2' d" 3. d" 4. Small 0..0.64 0..0.77 0..125 ( a) in. in. Air (b) In. In . Medium . 10.4 .125 .20.3 
0..10.4 0..125 0..20.3 0.242 Lorge .152 .183 .297 

(a) Convergent nozzles. (b) :\Iedium divergent nozzle. 

FIGURE I.-Sonic air-atomizing nozzles (ref. 39). 

For subsonic till·oat velocities, t.he Sauter mean diameter 
ddT.32 in microns was given in reference 38 by 

(16) 

where the volume flow rate of air was based on conditions 
at the Venturi throat. The Sauter mean diameter was 
given in terms of weight flow by 

(17) 

where UTel is in feet per second and Wa and WI are the weight
flow rates of air and sulfur, respectively, in pounds per hour. 
It was noted that the data at subsonic air velocities were 
in approximate agreement with the predictions of the 

ukiyama-Tanasawa equation if approximate corrections 
were made for the effect of air temperature on atomization 
as found in reference 37. 

For a limited set of data at sonic throat nlocities. 

(18) 

It was suggested that equations (17) and (18) could be 
applied to other atomizers by multiplying Wa and WI for the 
new atomizer by (O.25/d ,h)2, where d th is the ne~- throat 
diameter in inches. 

Air atomization at sonic air velocities was also studied in 
reference 39. All tests were conducted for the atomizers 
exhausting to room air. Drop samples were collected by 
swinging a transparent, oil-coated plastic slide across the 
spray. The drop samples were analyzed by photomicro
graphing the slides and counting the number of drops con
tained within 5-micron intervals of drop diameter. Results 
were expressed in terms of the volume-median drop diameter
that is, the drop diameter that divides the spray into two 
groups of equal volume. Three convergent nozzles and olle 
divergent nozzle were tested. The three connrgent nozzles 

were scaled in proportion, as indicated in figure 7(a). A 
sketch of the divergen t nozzle is shown in figure 7 (b). 

The results of the tests for water atomization are presented 
in figure 8, where the volume-median diameter. is plotted 
against the water-to-air weight-flow ratio. The atomization 
was independent of either air pressure or water-flow rat.e for 
a constant value of water-to-air weight-flow ratio. The 
volume-median diameter increased with increase in nozzle size 
and water-to-air weight-flow ratio. The nozzle-size effects 
were considered to be mainly a function of the air-orifice 
size. As indicated in figure 8, the divergent nozzle produced 
larger median drop diameters than the convergen t nozzle 
having the same throat diameter. This result might be 
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attributed to wall wetting, since the divergent portion of 
the nozzle had a small included angle. The results of 
reference 39 are not in accord with those of reference 38, 
where it was found that drop size was a function of airflow 
rate as well as the ratio of liquid-to-air weight-flow rates. 

Additional tests were conducted with the small convergent 
nozzle using ethylene glycol and a mLxture of methanol and 
glycerin. The results are shown in figure 9, where volume
median drop diameter is again plotted against the liquid-to
air weight-flow ratio. Ethylene glycol, a dense, viscous 
liquid, produced appreciably larger volume-median drop 
diameters than water or the methanol-glycerin mixture. 
For purposes of comparison, the properties of the three 
liquids at the conditions used are also presented in figure 9. 
On the basis of the results shown in figure 9, viscosity i of 
greater importance than surface tension in the determination 
of the median drop size for onic atomizers. 

In figure 10, the volume-median drop diameter is plotted 
on log-log paper against the air-orifice diameter of the three 
convergent nozzles for several values of the ratio of watcr
to-air weight-flow rate. From the average value of the 
slopes of best straight lines through the data, the volume-

(a) }i-Inch orifice. (b) }Onch orifice. 
FIGURE ll.-High-pre . ure air atomizers (ref. 30 and 40). 
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median drop diameter is approximately proportional to the 
0.4 power of the air-orifice diameter. 

Tests were conducted in reference 30 to determine flow 
characteristics and drop-size distribution for a particular 
high-pressure air atomizer designed to be used wjth highly 
viscous fuels in gas-turbine combustors. The general 
features of the atomizer are presented in figure 11 (a) . A 
high rotational speed was imparted to the air by means of the 
helical swirler in the innerbody. Fuel entered the atomizing 
section in a radial direction through a narrow gap formed 
between the end of the innerbody and the outer casing. 
This type of design presented the fuel as a thin film to a 
high-speed, swirling air tI·eam. Tests were made for two 
fuel-gap widths (0.005 and 0.010 in.), air pressures from 20 
to 100 pOlmds per square inch gage, and fuel pressures from 
10 to 50 pow1ds per square inch gage. All data were obtained 
with the atomizer exhausting to room air. Drop sizes were 
determined by the molten-wax method, with the wax pre
heated to simulate fuels having kinematic viscosities of 10 
and 20 centistokes, respectively. In order to minimize 
effects of changes in viscosity with cooling on the initial 
phasc of atomization, the supply temperatures of the 
u.('omizing air and wax were held at the same value. . The 
experimental drop-size data were satisfactorily represented by 
equation (11). Although the information obtained was 
insufficient to determine definite correlations, the data 
indicated that average drop size increased with (1) increase 
in fuel flow, (2) decrease in airflow, (3) increase in fuel 
gap, and (4) increase in fuel viscosity. The range of ratios 
of fuel- to air-mass-flow rat,es was appreciably larger (0.8 

to 400) than that investigated in reference 39 (0 .1 to 0.9). 
In reference 40, additional tests were conducted on a larger 

version of the J. • G. T. E. air-blast atomizer of reference 30. 
A sketch of the larger atomizer is pres en ted in figure 11 (b). 
There is some difference in the general features of the two 
atomizers of figure 11. However, the actual atomizing 
sections were considered to have sufficient geometric simi
larity to permit some confidence to be placed in conclusions 
as to the effect of atomizer size on mean drop size. The 
experimental drop-size data were again fowld to be satis
factorily represented by equation (11). 

The data of reference 40 are plotted in figure 12 as the 
Sauter mean diameter against fuel-air ratios for fuel vis
cosities of 20 and 40 centistokes. An approximate correla
tion is indicated. However, it was noted in reference 40 
that, at a given fuel-air ratio, smaller mean drop sizes ,..,,- ere 
obtained at the higher fuel-flow (or airflow) rates. This trend 
is in agreement with the results obtained in reference 38. 

From comparison of the drop-size data obtained with the 
atomizers of references 30 and 40 it was concluded that 
mean drop size was approximately proportional to the square 
root of the air-orifice diameter. This is in reasonable 
agreement with the data obtained in reference 39 (see fig. 10). 

CENTRIFUGAL PRESSURE-ATOMIZING NOZZLES 

The cen trifugal pressure-atomizing nozzle, which is widely 
used in gas-turbine combustors, can produce well-atomized 
sprays without the high efflux velocities, and hence long 
penetration distances, of the simple orifice nozzles such as 
used in diesel engines. In addition, its wide dispersion of 
fuel is conducive to better mixing of fuel and air. 
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FIGURE 13.-Variat.ion of fuel spray configuration with fuel-nozzle pr ssure drop. 

The general characteristics of the spray produced by a 
fixed-configuration centrifugal pressure-atomizing (simplex) 
nozzle at various nozzle pressure drops are illustrated in 
figure 13. The pictures were obtained with the nozzle 
spraying JP- 1 fuel into quiescent room air. Four steps in 
spray formation are evident. At a very low pressure drop 
(fig. 13(a)) the rotational energy imparted to the fuel by 
the nozzle is so low that the fuel simply dribbles from the 
orifice. With an increase in pressure drop (fig. 13(b)) a 
"bubble" form of the spray appears. The turbulent, high
temperature gas streams in the combustor would probably 

break up this "bubble" to form a coarse spray. The surface 
disturbances considered in the analyses of spray formation 
(see section on atomization theory) are indicated by the 
corrugations in the liquid film. With further increase in 
pressure drop (fig. 13(c)) the "bubble" opens. However, 
the corrugated film persists for some distance from the nozzle 
orifice, and the spray-cone angle is not well defined. Finally, 
at a high pressure drop (fig. 13(d)) the corrugated film breaks 
up close to the nozzle orifice, and a relatively fine spray 
having a well-defined cone angle is produced. 

Much work has been devoted to the simplex nozzle as a 
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result of the impetus given by its use in the earlier models 
of aircraft gas-turbine combustors and for such industrial 
purposes as spray-drying. The two general types of the 
simplex nozzle used might be classified as th e grooved-core 
and the whirl-chamber types. In the grooved-core nozzle, 
the swirl required for the hollow-cone spray is obtained by 
using spiral grooves in the nozzle insert. In the whirl
chamber nozzle, this swirl is imparted by injecting the liquid 
tangentially into a whirl chamber. The major portion of 
data repor ted on drop-size distribution has been obtained 
with the whirl-type nozzle. With the exception of some 
limited data in references 2 and 41, no published data are 
available for wide-flow-range nozzles such as the duplex that 
are generally used in current turboj et-engine combustors. 
The various types of simplex and wide-flow-range nozzles are 
described in references 42 to 44. 

It is emphasized that only a few of the investigations have 
been of such scope as to offer hope of predicting reasonably 
accurate atomization characteristics for nozzles, fuels, or 
operating conditions other than the particular ones tested. 
Appreciably different variation in trends and sometimes op
posite trends have been obtained or suggested by different 
investigators . In addition, values for average drop size and 
spray uniformity have usually been obtained for the nozzles 
spraying into quiescent air at room temperature and pressure. 
Under actual combustor cond i tions, the fuel spray is generally 
subjected to a blast of highly turbulent hot gases covering a 
range of pressures, temperatures, and velocities. Quantita
tive knowledge of the effect of such variables on fuel sprays 
from swirl-type nozzles is lacking. However, some trends 
may be assumed from results of several of the investigations 
reported in the literature. In general, data available in the 
li terature on fuel sprays are sufficient to give the combustor 
designer a rough idea of the spray-atomization characteristics 
required for calculations of fu el spray burning and evapora
tion rates. 

An extensive study of atomization for centrifugal pressure 
nozzles operating with fuel oil was made by Longwell (ref. 45). 
Drop-size distribution was determined by freezing part of 
the spray and sieving drops into various size groups. The 
drop-size distribution data were correlated by the followin g 
equations: 

where 
!» distribution constant 
ddr drop diameter, microns 
ddr,M mass-median drop diameter , microns 
!lpn nozzle pressure drop (50 to 300 lb/sq in.) 
rh nozzle-orifice radius (0 .04 to 1.4 cm) 
{3 spray-cone angle (60 0 to 1200

) 

(19) 

(20) 

Ldr fractional weight of spray containing drops of diameter 
larger than ddr 

V kinematic viscosity (0.08 to 0.8 cm2/sec) 

The distribution constant , which is a measure of the weight 
fraction of spray contained within a given range of drop 
diameters about the most probable drop diameter, is plotted 
in figure 14. Larger values of 9 are associated with large 
fractions of the spray contained within the given drop-size 
range and consequently with a more uniform spray. 

Correlations of drop-size data with operating parameters 
are given by Bowen and Joyce (ref. 46) and by Watson 
(ref. 47 ). As an example of such correlations, Watson 
reports that 

(21) 

where the flow number Nfl is defined as 

'A T Flow rate (gal/hI') 
1V II 

... tlp" 
(22) 

Watson reports that Joseph Lucas and Company data show 
the exponents to have the following values: 

1=0.209 } 
;=0.215 
k=0.348 

(23) 

With these values equation (21) can be rearranged into log 
form as 

log ddr,32= log ~+O. 209 log Nn+O. 215 log 11-

O. 348 log !lPn (24) 

In reference 48, the drop-size data for two 10narch noz
zles having rated capacities of 3.0 and 17.5 gallons per hour 
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were correlated in terms of the Rosin-Rammler distribution 
function . Molten wax, imulating kero ene, was sprayed 
into room air. Iozzle pressure drops ranged from 25 to 
150 pounds per square inch. Drop sizes were determined 
by measuring photograph of representaliYe sample of the 
solidifi d droplets. The final results " "ere expressed by the 
followlllg equation : 
For the 3.0-gallon-per-hour nozzle: 

A 494 -0 36~ . = !1PII' nllcrons (25) 

d -0.365 . 
dT,)2=392 ~P" microns (26) 

For the } 7.5-gallon-per-hour nozzle: 

A=342 tlp~ O.l ; micron (27) 

(28) 

The spray-cone angles of the nozzle were not reported. 
Bowen and Joyce (ref. 46) obtained correlations based on 

the complete set of mol ten-wax cla ta up to that time. All 
the data were obtained with molten wax havmg a viscosity 
simulating that of kerosene (approximately 2.0 centistokes). 
The major portion of the data was obtained with Joseph 
Lucas and Company whirl-type centrifugal atomizers. The 
general features of the swirl chambers of these atomizers are 
given in reference 49. The following correlations were 
given: 

log ddT.32=2.6164- (0.3712-0.0258 Nfl) log tlpn (29) 

log A= (2.7008+0.02162 N fl )- (0.3358-0.02427 Nfl) log tlpn 
(30) 

where Nf/ is the flow number (equals 1.2 times nOZ7Je output 
in gn,l/hr divided by square· root of pressure drop in 
lb/sq in.; usually determined at a nozzle pressure drop of 
100 lb/sq in.). The distribution constant 9 ill the Rosm
Rammler distribution law (table I ) can be obtained from 
the equation 

10g[r(1-~)J=log .\-log ddT. 32 (31) 

The effects of cone angle OIl atomization were not appre
ciable for pressure drops above approximately 30 pounds 
per square inch. For low pressure drops (approximately 
10 lb/sq ill.) and for cone angles less than approximately 75°, 
there was a rapid increase in drop ize with decrease ill cone 
angle. Cone-angle effects predominated in this operating 
region. Use of the preceding relations for estimates of 
atomization in the low-pressul'e-drop range was recom
mended only for atomizers of optimum cone angle. The 
relations would give too Iowan estimate of drop size for 
narrow-cone-angle atomizers in this region. 0 estimate 
of the accuracy of the correlations was given. 

In reference 50, the drop-size data considered by Bowen 
and Joyce (ref. 46) were reanalyzed using the multiple
regression technique. An equation for the Sauter mean 
diameter of the form used by Bowen and Joyce was obtained 
and is given by 

Jog cldT.3Z = 2.6447-(0.3970-0.03153 Nfl) log tlpn (32) 
This equation gave an accuracy of ±22.9 percent. The 
data were also correlated in terms of an equation of simpler 
form given by 

log ddT.32= 2.6219-0.3395 log tlpn+0.1979 log Nfl (33) 

This equation gave 'an accuracy of ±23.3 percent. An 
additional correlation including the effect.s of cone angle 
f3 was given by 

log ddr.32=3.5060-0.5853 log tlPn+ O.O 171 log Nf/+ 

0.02331 Nfl log tlpn-0.01743 f3+0.00008236 f32+ 

0.002467 f3 log tlp" (34) 

Thi equation gave an accuracy of ± 18.1 percent. se of 
this complicated equation was not considered warranted 
except under exceptional circumstances . 

All the data of Bowen and Joyce considered in the fore
going correlations were obtained for a :Q:lolten-wax viscosity 
of approximately 2.0 centistokes. However, Joyce (ref. 44) 
has presented a graph giving the results of some preliminary 
tests on the effect of viscosity on Sauter mean diameter. 
At a nozzle pre ure drop of 100 pounds per quare inch, an 
in rease in kinematic viscosity from 2 to 18.5 centistokes 
increased the auter mean diameter from approximately 
97 to 140 microns. The results of reference 44 indicate that 
the Sauter mean diameter is approximately proportional to 
viscosity to the 0.25 power. 

A study of spatial spray distribution, drop-size distribu
tion, and capacity of centrifugal pressure-atomizing nozzles 
is reported by Tate and Mar hall (ref. 29). The drop-size 
distribution data were obtained with grooved-core com
mercial nozzles and dyed water. pray samples were col
lected in glass-bottom collecting cells filled with a solution 
immiscible with water. Drop sizes were determined from 
a visual count of photomicrographs of the samples. Mean 
drop size and spray uniformity are expressed in terms of 
orifice diameter and calculated tangential and vertical 
velocities of the sprayed liquid. These velocity compo
nents are " superficial average" velocities, the tangential 
component bemg based on condition just upstream of the 
orifice, and the vertical component on the assumption of a 
full-flowing orifice. Graphs and equations are present.ed 
that permit the calculation of drop-size distribution for the 
particular nozzles and operating conditions investigated. 
A method i suggested that might permit use of the correla
tion for whirl-chamber centrifugal nozzles. However, no 
confirmat ion of this method is given. No data were ob
tained to permit estimation of drop-size distribution for 
liquids other than watet'. However, a limited set of data 
was obtamed giving the effect of viscosity on mean drop 
size for one grooved-core nozzle operating at constant 
pressure. When kinematic viscosity was increased from 
1 to 7 centistokes, mean drop size increased from approxi
mately 54 to 78 microns. The relation of Longwell (ref. 
45) for the effect of pressure drop, orifi.pe diameter, cone angle, 
and viscosity on mean drop size did not fit the data obtained 
in this investigation. 

hafer and Bovey (ref. 32) correlated the drop-size data 
of Rupe (ref. 19) in terms of the dimensionless group 
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dj t1pn/u. The correlation indicatE's that, for the range of 
experimental condition inve tigated b:--- Rupe, stH·face 
tension was the major liquid property affecting drop size. 

Turner and :\[oullon (ref. 28) obtained drop-size distribu
tion data for several commercial grooved-core and whirl
chamber centrifugal pressure nozzles. Organic materials 
that solidified well above room temperature were sprayed 
into room air. The solidified droplets from the entire spra~
were collee-ted, and a representative sample was anal~-zed 
by visual count under high magnification. Graphs and 
equations that permit calculation of drop-size distribution 
for the part icular nozzles and operating conditions investi
gated are presented in reference 28. Data were obtained 
over a limited range of surface tensions and viscosities. 
The data indicated that mean drop size was proportional to 
(1) surface telision to powers from approximately 0.6 to 1.0, 
(2) viscosit~- to the 0.25 power or less, (3) weight-flo,,- rate 
to the -0.38 to -0.58 power, and (4) orifice diameter to 
approximately the 1.5 power. The effect of liquid densit~
on atomization ,,-as not determined. If the correlation is 
('xpre · sed in term of injection pressure different ial as a 
YiLriable, the mean drop size will be approximatel~- pro
pOl·tional to the square root of the orifice diamet er, a result 
in agrN'ment with reference 43 . 

The corn'lations of reference 28 predict surface-ten ion 
dl"rets that are appreciably greater than expected (e. g., 
rd. 44). However, in reference 51, tests on a s",irl-t~-pe 
pre ure atomizer indicated that the changes in surface 
(ell iOll to be found among the variou hydrocarbon-t~-pe 
fuds would han a negligible effect on average drop size. 
Yi co it~- was considered to be the dominant fuel property 
in t he determination of fineness of atomi;;;ation. 

J n rderence 52 some drop- ize measurements arc reported 
for hollow-cone and solid-cone commercial nozzles spra~-ing 
into room ail". 'Vater was used for all tests. 'With one ex
('eption, t he nozzle pressure drop was 50 pounds per quare 
inch. Spra.,- samples were collected on greased glass slides 
and were pllotographed and measured under magnification. 
Reasonable aO"reement wa found between the observed 
drop-size distribution and values obtained by other investi
gators (ref. 53) with the same type nozzles. The results 
indicated no ignificant difference in mean drop sizes pro
duced b~- the hollow-cone and solid-cone nozzles . On the 
basis of the combined data for both type nozzles, it was 
concluded that the mass-median diameter wa approxi
matel~- proportional to the orifice diameter. This would 
be in agreement with the conclusion of Longwell (ref. 45 ). 
However, it is noted that , if the data were restricted to 
those obtained ,,-it It the hollow-cone nozzles, the mass-median 
diameter would be approximately proportional to the 0.6 
power of the orifice diameter, a result similar to that reported 
in references 28 and 46. 

The drop-size correlations presented were based on data 
obtained with the nozzle spraying into quiescent room air. 
In turbojet combustors, however, the fuel is sprayed into 
highly turbulent gas streams covering a range of pressures, 
temperatures, and velocities. Investigations of the effect 
of these factors on atomization are sufficient to give only an 
indication of the trends involved. 

The data of Lewis et a1. (ref. 37) and Garner and Henny 
(ref. 54) indicate that drop size increases with a decrease in 
the pressure of the surrounding gas. The results of refer
ence 37 also indicate that drop size increases with a decrease 
in the temperature of th e surrounding gas. 

Kruse, Hess, and Ludvik (ref. 55) have investigated the 
effect of air velocity and direction on the auter mean diam
eter. The results are illustrated in figure 15. With contra
stream injection, there was a steady decrease in drop size 
with increase in air velociLy. With injection in the direction 
of the airstream, the drop size increased with increase in 
air velocity up to a point where the air and liquid velocities 
were approximately equal. Further increase in air velocity 
then resulted in a decrease in the drop size which approached 
that obtained with contrastream injection. Additional tests 
with the nozzle spraying normal to the airstream indicated 
drop sizes between those obtained with contrastream injec
tion and injection in the direction of the airstream. These 
results are consistent with the theory that atomization is 
·ea,used by interaction of the liquid with the airstream and, 
hence, is a function of the relative liquid-air velocity. 

The major portion of th drop-size distribution data for 
centrifugal pressure-atomizing nozzles was obtained by some 
vel' ion of the molten-wax method. In this method, a wax 
or oLher material that melts well above room temperature 
is sprayed into room air. By appropriate choice of material 
and preheat temperature, the initial viscosity of the sprayed 
liquid at the nozzle can be set at the de ired value. The 
droplets freeze in flight and are collected. Drop- ize dis
tribution is determined by the filtration or sedimentation 
method or by microscopic measurement of a representative 
sample (ref. 56). There is ome question as to the validity 
of data obtained by the molten-wax method. A limited 
set of data by Longwell (ref. 45) suggests that this method 
may give a higher mean drop size than would be obtained 
by using the actual liquid th e molten wax is intended to 
simulate. In these tests, two oils were sprayed into still 
air. One oil was preheated in order to reduce its viscosity 
to that of the less viscous oil. The tests indicated that the 
preheated oil gave a higher mean drop size. This was 
attributed by Longwell to the increase in viscosity of the 
preheated oil as it was cooled during atomization. A similar 
effect would be expected for the molten-wax method. 
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SUMMARY COMMENTS ON UTILITY OF FUEL-ATOMIZATION DATA 

For estimates of drop size to be expected with air atomizers 
operating at subsonic velocities, equation (14) is recom
mended . It is noted, however, that this relation is limited 
to air at 77° F and atmospheric pressure in the atomizing 
section. Rough corrections for changes in temperature, 
density, and viscosity of the atomizing gas may be made on 
the basis of the data of reference 37. 

For air atomizers operating at sonic velocities, the results 
of references 39 and 40 indicate that average drop size may 
be approximately correlated in terms of the ratio of liquid
to-air weight-flow rate wz/wa, average drop size decreasing 
with decrease in wr/wa • The data of references 39 and 40 
indicate that average drop size is approximately proportional 
to the square root of the air-orifice diameter for atomizers 
of similar shape. The data of reference 39 suggest that fuel 
viscosity bas a greater effect than surface tension for sonic 
air atomizers. Air atomizers appear to be a particularly 
effective means for obtaining fine sprays with highly viscous 
fuels (20 to 40 centistokes). 

The major portion of the drop-size data obtained with 
swirl-type pressure atomizers indicates that average drop 
size is roughly proportional to the square root of the orifice 
diameter and to the pressure drop to the -0.4 power. At 
constant atomizer size, the average drop size increases with 
decrease in spray-cone angle from the optimum value (80° 
to 100°). This increase in drop size becomes more pro
nounced at the lower nozzle pressure drops. The accuracy 
and limitations of the available correlations for drop size do 
not appear to warrant their use for more than rO\lgh esti
mates of atomization for atomizers and liquids other than 
the ones investigated. 

The available data on centrifugal atomizers indicate that 
aYerage drop size is approximately proportional to the fourth 
root of the fuel viscosity. Insufficient data are available 
to indicate quantitative effects of surface tension on atom
ization. In reference 28, the average drop size was found 
to be proportional to fuel surface tension to the 0.6 to 0.7 
power. In reference 32, a dimensionless parameter corre
sponding to the Weber number was found to correlate drop 
size, thus indicating the surface tension to be the major 
fuel-property effect. However, in reference 50, the surface
tension effects appear to be minor. Since the surface
tension range for most hydrocarbon fuels is quite narrow, 
the effect of surface tension on average drop size can prob
ably be neglected without serious error. 

Drop size for centrifugal atomizers would be expected to 
increase with (1) a decrease in the pressure or temperature 
of the surrounding gas (ref. 37) and (2) a decrease in the 
relative velocity between the injected liquid and the sur
rounding gas stream (ref. 55). 

EV APORATION OF FUEL 

The evaporation of the atomized fuel is the second major 
step of the fuel-preparation process in jet engines. Both 
combustor performance and required combustor length are 

influenced by the rate of vapor formation. A knowledge of 
how the spray-evaporation process is affected by the air
flow conditions, fuel-injection conditions, and fuel type is 
therefore important. In this section, the steady-state evap
oration of single drops and sprays into static and dynamic 
surroundings and into both low- and high-temperature sur
roundings is considered . The unsteady-state process exist
ing during the initial period of drop evaporation is also 
discussed. 

In addition to rate consideration , the vapor-liquid-phase 
equilibrium conditions must be included in an analysis of 
spray evaporation. Although the fuel injected into jet 
engines seldom attains phase equilibrium, the maximum 
amount. of spray evaporation is represented by such con
ditions. For low-temperature operating conditions and 
for fuels of low volat.ility, the phase equilibrium conditions 
are important factors to be considered in an evaluation of 
the fuel spray-evaporation process in jet engines. 

EQUILIBRIUM FLASH VAPORIZATION 

Under some operating conditions and for the lower
volatility fuels, the fraction of fuel evaporated in an air
stream may be limi ted to u low value regardless of the time 
allowed for evaporation (ref. 57). uch conditions are 
reached when the vapor concentration of the fuel-air mixture 
reaches its saturation value. For multi component fuels, the 
calculation of this limiting value of percentage evaporated 
is bnsed on the equilibrium flash-vaporization curve. 

For fuels having known constituents, the equilibrium 
flash-vaporization curve at a given pressure and temper
ature may be calculated by simultaneous solution of material 
balance equations and equilibrium relations for the individual 
constituents. Such a calculation procedure might be applied 
to petroleum fractions by assuming the fuel to be composed 
of a finite number of individual constituents. However, 
such methods are generally impractical for petroleum frac
tions, and recourse has been made to empirical correlations 
that permit estimation of the equilibrium flash-vaporization 
curve from distillation curves. Graphs are presented in 
references 58 and 59 that relate the atmospheric equilibrium 
flash-yaporization curve to the true boiling point and the 
ASTM analytical distillation curves. Two methods are 
available for correcting the atmospheric equilibrium flash
vaporization curve to other pressures. For vapor pressures 
below and slightly above atmospheric pressure, the flash
vaporization curve is assumed to shift parallel to itself. 
The shift is based on a particular point on the atmospheric 
flash-vaporization curves, which is treated as a pure com
pound on a vapor-pressure chart. In reference 58 the base 
point is taken as the 40-percent-vaporized point on the 
atmospheric flash-vaporization curve. For correction of 
the atmospheric flash-vaporization curve to higher pressures, 
tbe recommended procedure is based on the construction 
of a pbase diagram on a Cox vapor-pressure chart (refs. 
58 and 60). 

In order to relate initial and final conditions for 
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evaporation with or without the presence of air, the 600 
Maximum by 

energy equation is applied, assuming an adiabatic mixing 
process. If kinetic energy is neglected, the energy equation 
is given by 

For petroleum fractions , the enthalpies required in the use 
of the energy equations may be estimated from empirical 
relations available in reference 58. 

From Dalton's law, the fuel vapor pressure Pr .• , ambient 
pressure p, and fraction of fuel vaporized '. may be related by 

' DfMa 
Pr.D= Mr 

P l+' Df~; 
(36) 

From equations (35) and (36) and the equilibrium flash
vaporization curves, the final temperature and prrcentage 
of fuel vaporized may be related to the fuel-air ratio , the 
to tal pressure, and the inlet temperatures of the fuel and air. 

Within the specification limits of jet fuels, there may be 
rather wide variations in the AST -1 distillation curve. 
These variations are reflected in the equilibrium flash
vaporization curves and, consequently, may result in ap
preciable changes in the conditions required to obtain 
various degrees of flash vaporization ia the combustor or 
heat exchanger. In order to illustrate th e effect of fuel 
variations on flash vaporization , the preceding calculation 
procedures were a,ppliecl to the ASTM distillation curves 
for JP-4 fuels presented in figure 6(c) of reference 61. This 
figure is reproduced in figure 16. The atmospheric equi
librium flash-vaporization curves corresponding to the three 
ASTM distillation curves of figure 16 were calculated by 
the method of reference 58. The fuel vapor pressures and 
the temperature-enthalpy curves corresponding to the three 
fn els were also calculated by the method of reference 58. 
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In figure 17, the percent of fuel evaporated is plotted 
against the inlet-ail' temperature for several values of ambient 
pressure and a fuel-air ratio of 0.06. The curves were calcu
lated from equation (35), assuming the inlet tempera tures 
of fuel and air to be equal. Inlet-ail' temperatures on the 
order of 250 0 F are required to achieve complete vaporization 
of the fuel. At lower air temperatures, the limitations im
posed by equilibrium considerations would have a pronounced 
effect on the vaporization rate. The limitations could result 
in appreciable differences beLween actual evaporation rates 
and those calculated on tho basis of the common assumption 
of zero fuel vapor pressure in the atmosphere surrounding 
indi vidual drops. 
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STEADY·STATE DROP EVAPORATION INTO STATIC SURROUNDI GS 

Drop evaporation theory.-Steady-state evaporation from 
drops into static sUIToundings provides a simple illustration 
of the principles involved in evaporation over wide ranges of 
conditions. The evaporation rates so determined may be 
applied to conditions of low relative velocity between the 
fu el drops and the airstream in combustors. The assumed 
physical model is shown in figure 18. Vapor at the satura
tion pressure for the drop surface temperature diffuses to the 
surrounding atmosphere. The drop surface temperature is 
at a value below that of the surroundings, so that heat is 
transfeITed to the drop at a rate which is just adequate to 
supply the necessary heat for the evaporation. 

Fuel droplet 

Tempero tu re 

Pressure of 
diffusing 

vapor 

Radial distance, r 

FIGURE 18.-Model for evaporation of droplet under static conditions. 

The evaporation rate of the droplet can be expressed in 
terms of either mass- or heat-transfer equations. In the 
derivation of these equations, it is assumed that a quasi
stationary state exists such that the vapor concentration and 
temperature gradients around the drop are, at every instant, 
those corresponding to equilibrium values for the existing 
drop size. This assumption is shown to be correct to a high 
degree of approximation in reference 62. It is also assumed 
that the temperature in the drop interior is constant at its 
equilibrium value. For the condition of spherical symmetry, 
the differential heat- and mass-transfer equations for a spher
ical surface at a distance r from the drop center are given by 

(37) 

(38) 

where 
specific heat of diffusing vapor 
diffusivity of diffusing vapor in air 

Cpo • 

D •. g 

H . latent heat of vapnrization at drop surfa0e 
temperature 

M. molecular weight of diffusing vapor 
Pr,. vapor pressure of diffusing vapor 
r radial distance from drop center 
In equation (37), the term cp,.(T- Ts) represents the en
thalpy change of the fuel vapor between the drop surface 
and the surface con idered. This relation equates the heat 
transferred by mass movement of the vapor to that trans
ferred by thermal conductivity. Equation (38) is the appli
cation of the tefan diffusion ~quation (ref. 63, p. 601) to 
drop evaporation. 

For evaporation in quiescen t surroundings these equations 
are integrated between the drop surface and infinity to obtain 
the following equations: 

(39) 

(40) 

where 
In [1 + Cp ,. (Tg - Ts)] 

<I> = H . 

7i:(Tg-Ts) 

P 
_ P •. s-P •. a> 

BM- a ) In P-P.,s 
P •. a> 

For these integrations, Cp,., Kmx, and D .,gIT were assumed to 
be constant and to represent mean values between the drop 
surface and the surroundings. 

The parameter <I> corrects for the effect of mass movement 
of the fuel vapor on the heat transferred to the drop surface 
(e. g., ref. 64). In figure 19, <I> is plotted against (cp,.IH.) 
(Tg - Ts) . 
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The parameter P/PBM can be considered to be a correction 
for the difference in the calculated values of diffusion rates 
based on diffusion of one gas through a second stagnant gas 
and equimolal counterdiffusion . In figure 20, P/PBM is 
plotted against Po.s/p for several values of Po.co/P' 

In most studies of drop ' evaporation, the experimental 
conditions have been such that the correotion factors il> and 
P/PBM of equations (39) and (40) could be assumed equal 
to unity without appreciable error. However, the work of 
Priem (ref. 65) indicates that inclusion of il> gives close 
agreement between predicted and experimental values for 
evaporation in high-temperature airstreams where il> is 
well below unity. Although it has no significant effect on 
the calculations, the use of the cOITection factor P/PBM was 
considered warranted subject to additional information on 
drop evaporation. 

Evaporation into low-temperature surroundings.-For 
evaporation into low-temperature surroundings where the 
sensible heat change of the vapor between the drop surface 
and surroundings is small compared with the latent heat of 
vaporization, il> approaches unity and equation (39) reduces 
to the following relation: 

(41) 

This equation is similar in form to that of simple heat trans
fer to a sphere in quiescent surroundings. Similarly, for 
evaporatioft where the vapor pressure at the drop surface 
is small compared with the total pressure, P/PBM approaches 
unity and equation (40) reduces to 

dm 
dt 

(42) 

This relation is the Langmuir equation (ref. 66). Equations 

(41) and (42) are of similar form, illustrating the analogy 
between heat and mass transfer. Equation (42) has been 
experimentally verified with drops of several relatively 
low-volatility liquids evaporating into low-temperature 
surroundings (refs. 67 (0 71). The equation was found to be 
valid at total pressures near atmospheric. 

R eplacing m in equation (41) by pl'lrd~T/6, rearranging, and 
integrating give the following relation between the initial 
drop diameter ddT, 0 and the drop diameter ddT after an evapo
ration time t: 

(43) 

where 

(44) 

is lrnown as the evaporation constant. Equation (43) 
shows that there is a linear relation between the square of 
the drop diameter and the evaporation time for drops 
evaporating in quiescen t surroundings. 

From equation (42)', the drop evaporation rate per unit 
drop surface area is inversely proportional to the drop 
diameter. In addition, this rate is inversely proportional 
to pressure as determined by the pressure dependence of 
the diffusion coefficien t. Therefore, for sufficiently small 
drops or low total pressures, the evaporation rate per unit 
area as obtained from equation (42) becomes greater than 
the theoretical maximum evaporation rate in a vacuum, as 
determined by gas kinetics (ref. 72) . The maximum evapo
ration rate for a drop evaporating isothermally in a vacuum 
is given by the following equation: 

dm 7r}.1.,dJTC,a 
cit= RT PI. ,.S (45) 

The accommodation coefficient a represents the fraction 
of vapor molecules that condense as they strike the liquid 
surface. 

The evaporation of very small drops was treated theo
retically by Fuchs (ref. 73), In this analysis, diffusion 
was considered to start at 1;10 distance approximately 1 mean 
free path from the drop surface. For Po, co equal to zero, the 
drop evaporation rate according to this model is described 
in the following equation: 

(46) 

where x is the distance between the drop surface and the 
surface where diffusion is assumed to start. 

For drop diameters large compared with x, this equation 
reduces to the Langmuir equation for Po, co equal to zero. 
For very small drops, the second term in the denominator 
approaches zero, and the evaporation rate approaches 
that of a drop evaporating in a vacuum as given by equation 
(45). Similarly, for the larger drops, this theoretical maxi
mum evaporation rate is approached at sufficiently low 
pressures where x again is large compared with the drop 
diameter. 
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This theory has been verified experimentally at low 
pressures (refs. 74 to 76 ). Evaporation rates of dibutyl 
phthalate, butyl stearate, and straight-chain paraffin hydro
carbon drops approximately 500 microns in diameter were 
determined over a range of temperature from 60 0 to 105 0 

F and at pressures down to 0.1 millimeter of mercury ab
solute. However, for most applications, the use of equation 
(46) is not necessary. At atmospheric pressw'e, the effect 
predicted by Fuchs would be negligible for drops larger 
than 1 micron. 

Other factors that affect predicted values of drop evapora
tion raLe are the drop surface tension and free convection. 
The correction for the effect of surface tension on the satura
tion vapor pressure of the drop is insignificant for drops 
larger than 1 micron (ref. 77). For evaporation in low
temperature surroundings, the influence of free convection 
on the experimental results is also minor, if the drop diam
eters and containing vessel are small (ref. 70). 

Evaporation into high-temperature surroundings.- If free
convection effects can be neglected, equations (39) , (40), 
and (43) should apply to the steady-state evaporation of 
single drops in quiescent high-temperature surroundings. 
For this case the evaporation constant is given by 

The sensible heat change of the diffusing vapor may be 
large compared with the latent heat of vaporization for 
evaporation in high-temperature surroundings. Conse
quently, the effect of if> on the calculated evaporation rate 
may be appreciable. In figure 21 the reciprocal of if> is 
presented for isooctane find water drops evaporating into 
various temperature surroundings. The reciprocal of if> is 
appro}':imately equal to the ratio of the evaporation rate 
predicted by the simple heat-transfer equation to that pre
dicted by the beat-transfer equation accounting for the en
thalpy change of the fuel vapor. A large difference between 
the two calculated evaporation rates is evident for the iso
octane drops and higher air temperatures. The effect is 
much less for the water drops, since water has a high la tent 
heat of vaporization . 

Drop evaporation into high-temperature quiescent sur
roundings has not been studied extensively. Some data are 
presented in reference 78 for single drops of cetane, n
heptane, benzene, and ethyl alcohol evaporating in high
temperature air suspended from a silica filament. The drops 
were placed in an electric furnace and photographed while 
evaporating. The data indicated that equation (43) is valid 
over most of the evaporation period. However, the experi
mental values of the evaporation constant are over twice 
those calculated from equation (47), even for if> taken equal 
to unity. Part of this discrepancy might be attributed to 
free-convection air currents in the furnace. 

Most of the available experimental and analytical work 
in this region has been done with single drops burning in 
quiescent atmospheres. The burning drop has been con
sidered theoretically as a special case of evaporation, where 
the heat for vaporization is supplied from a burning zone 
surrounding the drop. The drop surface temperature is 
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FIG URE 21.-Effect of enthalpy change of diffusing vapor on cal-
culated evaporation rates of water and isooctane drops. 

assumed to be at the fuel boiling point for the given ambient 
pressure. Because of the large temperature differences in
volved, the error introduced by this assumption is minor. 
The burning-zone temperature and the distance between the 
burning zone and the drop surface may be calculated from a 
simultaneous solution of the heat- and mass-transfer equa
tions (e. g., refs. 79 and 80) . 

A typical plot of the square of the drop diameter against 
time after ignition for a drop bmning in quiescent air is 
shown in figme 22 . Dming the first time interval after ig-
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by volume; evaporation constant, 1.5X 106 microns squared per 
second ·(ref. 80). 
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nition (A), there is but a small change in drop diameter with 
time. In this interval the major portion of heat passing the 
drop surface is probably used to heat the drop interior 
rather than to suppl.Y the latent heat of vaporization (e. g., 
ref. 65). In the second time interval (8), the data follow 
fairly closely the linear relation given by equation (43). 
Yalues of the evaporation constant obtained from the slope 
of this straigh t-line portion of the curve are generally in 
good agreement wit h predicted values for sLead:'-state 
burning. 

Experimental values of the evaporation constant for typi
cal hydrocarbon fuel drops burning in quiescent air range 
from approximately 8X 10-6 to lOX 10-6 square foot per 
second. A detailed discussion of analytical treatments of 
the burning of single drops, together with available experi
mental data, is presented in chapter VII. 

DROP EVAPO R ATION UNDER FORCED CONVECTION 

Drop evaporation under forced-convection conditions dif
fers from evaporation in to q uiescell t surroundings in two 
important re pects: The as umptions of infinite film thick
ness and spheri -al symmetr:' are not applicable to drop 
evaporatioll into moving flu.ids. 

A is shown in figure 23, the local heat-tran fer rates 
change over the drop surface. In this figure, local heat
transfer rate, expressed as a fraction of the transfer rate at 
the fOl'\vard stagnation point, is plotted against the angle 
from the for\\'ard stagnation point. These data were obtained 
by Froessling (ref. 81) for the sublimation of a naphthalene 
bead. From boundary ·layer considerations, the local trans
fer rate would be expected to be maximum at the forward 
stagnation point and decrease gradu.ally to a minimum at 
the separation point. The data of figure 23 apparently follow 
this type of change. Ranz and Marshall (ref. 82) determined 
the temperature profile around an evaporating water drop. 
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FIGURE 23 -Change in local heat-transfer rate over surface of sphere 
in a irstream. R~ynolds number, 136 (ref. 81) . 

These meaSllrements also indicate a gradual decrease in the 
local transfer rate from the maximum value at the forward 
stagnation point. 

Correlations of the drop evaporation rate under forced
convection conditions neglect the changes in the local transfer 
rate and use an average value for the entire sphere. The 
total drop in either temperature or partial pressure of diffus
ing vapor is assumed to · take place across a stagnant film. 
These correlat ions are based on heat-transfer as well as mass
transfer relations. When the drop temperat.ure is at its 
equilibrium value, the heat- and mass-transfer equations 

are, respectively, as follows: 

(48) 

(49) 

where 

As in equations (39) and (40), the terms Kmx, D •. g , and T of 
equations (48) and (49) are mean values over the stagnant 
film. Methods for calculating D.,g and Kmx are presented in 
reference 65. 

Heat-transfer eorrelations.-Several theoretical treatments 
of the heat transfer to spheres in fluid streams have been 
reported. Johnstone, Pigford, and Chapin (ref. 83) assumed 
that the velocity of the fluid around the sphere is tangential 
to the surface and equal to the approach velocity. For 
Reynolds llumbers greater than 200, the resulting equation 
is 

where 

Re=dU,elPg 
J.!.g 

Pr=CP. gJ.!.g 
K g 

and d is sphere diameter. 

(50) 

Drake, auer, and Schaaf (ref. 84) followed the assump
tions described in reference 83 but used a different method 
for obtaining the solution. For R eynolds numbers below 
1000, the two solutions differ. Kudryashev (ref. 85) also 
obtained an analytical solution based on the thermal bound
ary layer. The values of usselt number predicted by the 
various theoretical treatments are compared in figure 24 
over a range of Reynolds numbers from 30 to 2000. 

An extensive survey of published data on heat and mass 
transfer to spheres is described by Williams (ref. 86) . 
The suggested empirical correlation of the heat-transfer 
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data is given by the following equation: 

(51) 

In the range of Reynolds numbers less than 1000, the data 
showed considerable scatter. This range was recently in
vestigated by Tang, Duncan, and Schweyer (ref. 87) . In 
this sLudy, heat-transfer rates for steel spheres in airstreams 
were determined. The resulting correlation is as follows: 

NUH=2.1 + 0.37 R e1
/
2 (52) 

A similar investigation has been described by Kramers 
(ref. 88). 

Ranz and 1aI'shall (ref. 82) determined the evaporation 
rates of suspended water and benzene drops over a range of 
Reynolds numbers from 0 to 200 and at air temperatures 
from 800 to 400 0 F. For evaporating water drops, the data 
were correlated by the following relation: 

NUH= 2.0+ 0 . 6Re~~Pr~~ (53) 

Ingebo (ref. 89) determined evaporation rates of nine pure 
liquids in airstreams having temperatures ranging from 
approximately 800 to 10000 F. A liquid drop was simulated 
by means of a wetted cork sphere having an average diameter 
of 0.69 centimeter. Re~llolds numbers ranged from 1600 to 
5700. usselt number was correlated in terms of Reynolds 
number, Schmidt number, and ratio of thermal conductivity 
of the air and the diffusing vapor. In a later report (ref. 90), 
data were obtained in air at approximately room temperature 
and for static pressures from approximately ~ to 2 atmos
pheres. The data indicated no effect of ambient pressure on 
evaporat.ion rate as given by the Reynolds number. An 

additional limited set of data wa obtained for evaporatioll 
into streams of helium, argon, and carbon dioxide. The fina l 
correlation (ref. 90) i given by 

where 

ReSe' 

Dg, M 

dd, U" LPg 
Dg•M 

pM.D"g 
RT 

(54) 

In this case the Schmidt number Sc' is the molecular momen
tum-transfer coefficient divided by the molecular mass
transfer coefficient. 

The dim en ionless group g/{c2 in equation (54) is inversely 
proportional to ambient pressme and accordingly cancel 
the ambient-pressme term in the Reynolds number. The 
thermal-conductivit~· terms and Dg ,M ' are evaluated at the 
average temperature between the drop smface temperature 
and the fluid bulk temperatme. The terms land care 
evaluated at the drop slU'face temperatme. It is noted that 
equation (54) is to be used with equation (48) for <I> equal to 
unity. Apparently, the temperature varia Lion of tbfl 
thermal-conductivity ratio Kg/K. compensates for the eifect. 
of <I> on the calculated evaporation rate. 

Another investigation of drop evaporation in high
temperature airstreams is reported by Gohrbandt (ref. 91 ) . 
The evaporation rate of camphor spheres was determined 
over a range of Reynolds numbers from 100 to 2000 and air 
temperatures from about 85 0 to 930 0 F. The evaporation 
rate was found to be proportional to the drop diameter and 
the square root of the Reynolds number. The various 
predicted and experimental data for heat transfer to spheres 
in air are compared in figure 25, The Prandtl number of 
the Ranz and Marshall (ref. 82) and Williams (ref. 86) cor
relations is that of dry air. In the correlation of reference 
89 , Se' and the ratio Kg/ K. were a sumed equal to unity. 
The correlation factor gl/c2 wa calculated for air. 
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Mass-transfer correlations.-A theoretical approach to 
mass transfer for spheres in moving fluids is described by 
Johnstone and Kleinschmidt (ref. 92). In this analysis, 
it is assumed that the sphere contacts a cylindrical tube 
having an inner diameter equal to that of the sphere and a 
thickness equal to the distance a diffusing molecule could 
travel in the time the sphere moves 1 diameter. Increasing 
the relative velocity between the sphere and surrounding gas 
decreases the available diffusion time and, therefore, the 
thickness of the imaginary tube. All molecules contained 
within the tube are considered to be absorbed. The Nusseh 
number for mass transfer obtained from this approach is 

(55) 

where 

se of the diffusion equation in correlations of drop evap
oration data is limited to evaporation in relatively low
temperature surroundings, since this equation is very sen i
tive to experimental errors in the drop surface temperature 
at the higher surface vapor pressmes. However, several 
mass-transfer correlations for the evaporation rate of droplets 
in room-temperature air have been reported. 

Williams (ref. 86) correlated the mass-transfer data of 
Froessling (ref. 81), Johnstonc and Williams (ref. 93), 
Powell (ref. 94), and McInness (see ref. 86). The recom
mended equations for the mass-transfer usselt number are 
as follows: 

] \711.M= 1.5Reo.3f>Sc I/3 5<Re< 400 

_Vu,I/=0.43Reo.f>bScI/3 400<Re< 10f> } (56 ) 

~Iaisel a,nd Sherwood (ref. 95) reported data on the evap
oration of water and of benzene from porous spheres. The 
data for water are in good agreement with equation (56). 
Deviation of the data for benzene is attributed to incom
plete wetting of the sphere, 

Froessling (ref. 81) correlated data for evaporation of 
water, aniline, naphthalene, and nitrobenzene into airstreams 
at room temperatme. The data were obtained over a range 
of Reynolds numbers from approximately 2 to 750. This 
correlation may be written in the following form: 

(57) 

The mass-transfer correlation suggested by Ranz and 
Marsha.ll (ref. 82) is as follows: 

(58) 

This cOl'relatioll is of the same form as their heat-transfer 
correlation , but with the Prandtl number replaced by the 

chmidt number. Rcference 82 shows that the data of 
Froessling (ref. 81) and of Maisel and herwood (ref. 95) 
agree closely with this correlation. 

Another correlation of drop evaporation has been de
scribed by Kinzer and Gunn (ref. 96): 

(59) 

This equation was used to express evapora tion-rate data 
obtained for water drops falling freely at their terminal 
velocities through air at room temperature. Drops with 
diameters from 20 to 4200 microns were studied. Applica
tion of the experimental data to equation (59) indicated tha.t 
the ventilation factor Fvent ranged from 0 to a value greater 
than 2 in the range of Reynolds numbers smaller than 100. 
For Reynolds llumbers greater than 100, F rent was approxi
mately equal to 1. As noted in reference 96, the water drop 
evaporation data for the higher Reynolds number range 
would be adequately correlated by equation (57) if the 
constant were reduced from 0.55 to 0.505. This represents 
a difference in the calculated N usselt number of approxi
mately 7 percent for Reynolds numbers from 100 to 750. 

UNSTEADY.STATE DROP EVAPORA'fION 

The final case of single-drop evaporation to be considered 
is that of unsteady-state evaporation. Here, the initial 
drop temperature is above or below its equilibrium value and 
consequent,ly changes with time. Both theoretical and 
experimental work has been reported for this case. 

Topps (ref. 97) studied evaporation rates of small drops 
falling through a high-temperature atmosphere. Initial 
drop diameters ranged from approximately 300 to 550 
microns. The results for this range of drop diameters indi
cated that the evaporation rate varied approximately as the 
4.5 power of the initial drop diameter. This large reduction 
in evaporation rate with decrease in initial drop diameter was 
attributed by Topps to the conduction of heat to the drop 
interior, which reduced the heat available for eyaporation of 
the smaller drops. 

Kinzer and Gunn describe an investigation of the time rate 
of change in the average temperature of falling water drops 
in reference 96. A simplified theoretical expression was 
obtained for the time required for the drops to rcach 63 per
cent of the equilibrium temperature difference. Thermal 
conductivity of the drop interior was assumed to be infinite. 

atisfactory agreement was found between the predicted 
and experimental values. 

El Wakil, Uyehara, and ~fyers (ref. 9 ) describe an 
analytical study of the unsteady-state evapol ation of pure 
liquid drops for conditions similar to those existing in jet
engine combustors. In this analysis, the thermal conduc
tivi ty of the drop interior is also assumed to be infinite. 
Motion pictures of the circulation of metallic powders within 
the evaporating drops disclose appreciable internal circula
tion currents and indicate that the assumption of infinite 
thermal conductivity is substantially correct (ref. 99). 
Temperature-time, mass-time, and penetration-time histories 
were calculated for drops evaporating in air. This type of 
calculation involves the simultaneous solution of the heat
transfer, mass-transfer, and drop-motion equations. 
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A typical set of results is presented in figure 26. In this 
figure, percent evaporated, relative velocity, and drop tem
perature are plotted against time in milliseconds. The calcu
lations are for an isooctane drop having an initial diameter of 
50 microns, initial temperature of 50 0 F, and initial velocity 
relative to air of 100 feet per second. The air was assumed 
to be at a pressure of ~ atmosphere and at a temperature of 
10000 F. For this fuel, the amount of heat going to the drop 
interior far exceeded that supplying latent heat of vaporiza
tion during the major portion of the unsteady-state period. 

A detailed analytical and experimental study has been con
ducted (ref. 65) to determine the validity of the theory of 
reference 98. Single drops were suspended from a fine 
thermocouple, exposed to a constant-velocity airstream, and 
photographed while evaporating. The drop diameter and 
temperature-time histories were determined for normal
paraffin fuels ranging from hexane to octadecane and for a 
range of air temperatures, air velocities, and initial drop 
diameters. All tests were made at room pressure. Close 
agreement between experiment and theory was found in the 
majority of tests. Examples of the agreement between pre
dicted and experimental values are presented in figure 27. 
Figure 27(a) illustrates the condition giving the poorest 
agreement found, while figure 27 (b) illustrates the best 
agreement. 

Priem (ref. 65) also compared the experimental results with 
values obtained from two simplified calculations neglecting 
the unsteady-state period. In method 1 the drop was 
assumed to evaporate at its steady-state temperature. In 
method 2 the drop tempera ture was assumed to remain 
constant at the value existing prior to the start of, vaporiza
tion (zero thermal conduttivity inside drop). For high
volatility fuels and large drop sizes, values calculated from 
methods 1 and 2 were in close agreement with experiment. 
For low-volatility fuels and small drop sizes, there was an 
apprecia ble difference between the calculated and experi-
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drop temperature, 50° F; initia l drop velocity, 100 feet per second 
(ref. 98). 
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FIG t: RE 27.- Comparison of experimental and calculated histories of 
droplets (ref. 65) . 

mental values, particularly during the initial period of vapor
ization. Of the two simplified methods, method 2 gave 
better agreement with experiment. 

Another approach to the problem of obt'1ining a simplified 
calculation procedure for unsteady-state evaporation in
volves the division of Lhe total evaporation time into two 
parts. In the fu'st part the heat transferred to the drop 
surface is assumed to heat the drop from it initial tem
perature Ts ,o to the steady-state t.emperature Ts without 
vaporization. In the second part the drop i a sumed to 
vaporize at its steady-state temperature. 

Equating the heat transferred to the drop to the increase 
in sensible heat and assuming infinite thermal conductivity 
inside the drop, 

" 'here Cv ,l and Tl are the specific heat and temperature, 
respectivel~-, of the drop. Eq uation (60) may b integrated 
to obtain the time t..tH required for the drop temperature to 
increase from Ts,o to Ts. A suming constant P I, Cp , l, NuH , 

Kg, and Tg, t,he heating time t..tH is given by 
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(61) 

For a variable gas velocity, such as occurs when a drop is 
injected into a gas stream, a mean value of the N usselt 
number in equation (61) would be required. The vaporiza
tion time is obtained by adding the time f)"tH from equation 
(61) to the vaporization time obtained from the steady-state 
evaporation equations (48) and (49). For evaporation in a 
quiescent atmosphere, the time f)"t, for complete evaporation 
is given by 

where t.he evaporation constant f may be obtained from 
equation (44) or (47). 

Values of f)"tn obtained from equation (61) for the condi
tions of figures 27(a) and (b) are 0.021 and 1.61 seconds, 
respectively. These values agree well with the time during 
which there is but a small change in drop size. 

The times for 20-, 50-, and 80-percent evaporation as 
calculated by the various methods are compared in table II. 
The evaporation conditions are those of figure 27. For 
these cases, at least, the results using the simplified method, 
in which the heating time is added to the steady-state 
temperature vaporization time, are in reasonably good agree
ment with experiment and the times obtained from the step
by-step calculations of reference 65. 

ADDITIONAL CONSIDERA11ONS IN DROP EVAPORATION 

Ranz and Marshall (ref. 82) have investigated the evapora
tion rate of water drops containing dissolved find suspended 
solids. For drops containing solids in solution, the initial 
evaporation rates were those to be expected for saturated 
solutions even though the average concentrations in the 
drops were below the saturation value. For drops contain-

ing solids in suspension, the initial drop evaporation rates 
were those corresponding to pure water. 

The contribution of radiant energy in the evaporation of 
liquid drops is analytically investigated in reference 100. 
The results of this study demonstrate that, under the condi
tions normally encountered in jet-engine combustors, the 
transfer of radiant energy to the fuel drops is negligible 
unless solid particles are added to the fuel to increase its 
emissivity. 

In calculations of evaporation rates for drops of wide
boiling-range jet-engine fuels (e. g., see fig. 16), the question 
arises whether the composition of the drops changes dur
ing the evaporation process. If the composition remains 
unchanged , the drops might b'e treated as a pUTe fuel. If the 
composition changes, a more complex treatment might be 
required. Lamb and coworkers (refs. 101 and 102) have 
investigated the evaporation in air of multicomponent 
sprays. The data indicate that the concentration of the 
higher-boiling component in the remaining drops iacreases 
as the spray evaporates. At higher air temperatures, this 
trend towards increased concentration of the higher-boiling 
component was more pronounced. From these experimenLs 
one would expect a continuous change in the composition of 
the remaining drops during the evaporation of a wide
boiling-range fuel. 

An investigation of the effect of turbulence on the evapora
tion of water from spheres is reported by Maisel and Sher
wood (ref. 103) . The influences of both scale and intensity 
of turbulence were studied. The results indicate that 
increased turbulence intensity influences the buffer and 
laminar layers where most of the resistance to diffusion is 
located and therllfore increases the evaporation rate. The 
scale of turbulence affects only the eddy diffusivity in the 
fully turbulent region, which represents a small fraction of 
the total resistance to diffusion. Thus, increasing the scale 
of turbulence does not appreciably influence the evaporation 
rate. 

TABLE n .-COMPARISON OF EXPERIMEXTAL AXD CALCULATED VAPORIZATION TIMES FOR UNSTEADY-STATE 
VAPORIZATION OF SINGLE FUEL DROPS SUDDEXLY EXPOSED TO CONSTAXT-VELOCITY AIRSTREAM 

I Ratio of experimental to calculated vaporization times 

Simplified calculations 

\Drop temperature I Stepwise 
Drop Percent unsteady-state cal-

I vaporized Drop temperature constant at H eating period culations (ref. 
constant at initial value. plus evaporation 65, figs. 41 and 
steady-state Zero thermal ,yith drop tem- 42) 

val ue (ref. 65, conductivitv of perature con-
figs. 41 and 42) drop interior stant at steady-

(ref. 65, figs. 47 state value 
and 48) 

H exane (fig. 27(a)) ____ __ ____________ 20 1. 63 1. 45 1. 18 1. 200 
50 1.30 1. 25 1. 13 1. 15 
80 1. 25 1. 10 1.14 1. 12 

, 
I 

I 
H exadecane (fig . 27(b)) __ ____________ 20 2. 53 2. 37 

I 
0.77 O. 98 

50 1. 65 1. 15 .82 . 87 
80 1. 28 .83 . 86 

I 
.79 

-
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DETERMINA'IlON OF STEADY-STATE DROP SURFACE TEMPERATURE 

Drop evaporation rates are treated in terms of either heat
transfer or mass-transfer relations. The use of either type 
of equation generally requires an accurate knowledge of the 
drop surface temperature. For steady-state evaporation, 
this temperatme is the wet-bulb temperature. Psychro
metric data for some vapors, in addition to water, are 
available in reference 77. 

Steady-state drop surface temperature data for drops 
evaporating in high-temperature airstreams are correlated 
in reference 89. The equation may be \\1 itten as follows: 

(63) 

where Ta •w is the air temperature at which water has the 
same difference between the air temperature and the drop 
surface temperature as the given liquid (00), Ta is the 
temperature of the air into which the liquid is evaporating 
(00) , and T bp is the normal boiling point of the evaporating 
liquid (00) . The term Ta.w is computed from equation 
(63), and the wet-bulb temperature for ,,-ater corresponding 
to Ta .w is determined from a psyclu'ometric chart; Ta•w 

minu this wet-bulb temperature is equal to Ta minus the 
drop surface temperature of the evaporating liquid. The 
data for this correlation were obtained with nine pure liquids 
for atmospheric ambient pressure and for air temperatures 
from 80° to 675° F. 

The drop surface tempemture may also be determined 
from a imultaneous solution of the appropriate heat- and 
mas -tran fer equations. 'fhi approach ha been em
ployed, for example, in references 6.5 and 104 for drop 
evaporation under' forced-convection conditions. In the e 
treatments, T usselt number correlations for heat and mass 
transfer are used to expre s the influence of the forced 
convection on the drop evaporation rate. Combining 
equations (48) and (49), the steady-state drop surface 
temperature Ts is given by the following equation, which 
may be solved by trial-and-error methods: 

T = T _(HoDo.gM_) (p~M) ( _ \ /I.-u .1[ (64) 
s g RTK ... P,.s P' .gl Ty 

mx ~ 4 H 

From equations (53) and (58), the ratio /I.-u .lf l l\·uH approaches 
unity at low Reynold number and (Scl p,.) }'J at high Rey
nolds number. Accordingly, if radia tioll effects can be 
neglected, the drop steady- tate temperature is independellt 
of gas velocity and drop diameter at nry low or very high 
Reynolds numbers. Since (ScIPr)' ~ generally docs not 
differ appreciably from unity, the teady-state temperature 
would be a weak function of gas velocity and drop diameter 
at intermediate Reynolds numbers. Priem (ref. 65) ha 
shown that the values of Ts obtained from equat ion (64) are 
in close agreement with experiment. 

SUMMARY OF DROP EVAPORATION RELATIONS 

Either heat-transfer or mass-transfer equa tions may be 
used to predict drop evaporation rates. For evaporation 
in high-temperature surroundings, howenr, the heat
transfer equation is preferred when using experimentally 

determined drop temperatures. For evaporation in very 
high temperature surroundings, drop evaporation rates may 
be predicted by using the heat-transfer equation and as
suming the drop surface temperature to be at the liquid 
boiling point for the given ambient pressure. 

Drop evaporation rates in quiescent surroundings may 
be obtained by use of equations (39) and (40). Equation 
(39) may be used in the simplified form of equation (41) 
for evaporation in moderate-temperature surroundings. 
Also, equation (40) may be used in the simplified form of 
equation (42) when the vapor pressure at the drop surface 
is small compared with ambient pressure. 

For evaporation under forced-convection conditions and 
low-tempera·ture surroundi.ngs, equations (48) and (49) are 
used in conjunction with the Jusselt. number correlations. 

EVAPORATION OF SPRAYS 

THEORY 

Extension of single-drop data to sprays is difficult, since 
both drop-size distribution of the spray and relative veloc
ities between the ail' and drops must be known. In addi
tion, there are such complicating factors as drop distortion, 
unstead.\--state evaporation, and interaction between drops. 

everal theoretical analyses of spray evaporation have 
been made by using single-drop evaporation rela.tions in 
conjunction with assumed drop-size distributions. One 
such analysis is that described by Probert (ref. 21). In this 
treatment, all drops are a sumed to have zero relative 
\-elocity with respect to the air. The spray is assumed to 
follow the Rosin-Rammler distribution equation (ref. 23). 
The predicted evaporation as obtained from the Probert; 
analysis is pre ented in figure 28. Here the percent of 
the spray evaporated is plotted against the parameter 
.j / tl A2. 'urves are presented for several value of the 
distribution const;a.nt !!) of t;he Rosin-RammIer eli tribution 
function. 
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Another theoretical trealment of spray vaporization is 
pre entpd by Tribus, Klein, and Rembowski in reference 
105. Zero relative velocity between the air and droplets 
is assumed. The spray evaporation rate in this analysis is 
expressed in terms of the wet-bulb depression of the injected 
liquid. It is shown that, given an initial drop-size spectrum, 
successive spectra may be deduced b)- calculating the 
,-ariation in drop size of the largest drop and relating all 
other drop sizes to this maximum. 

EXPERIMENT 

Because of the lack of experimental data on both drop
size distribution and relative velocity between drops and 
air, it is generally impractical to apply evaporation-rate 
relations for single drops to spray evaporation. Some 
attempts to measure directl~- the spray vaporization rate 
in airstreams have been made. An investigation of this 
type is described by Fledderman and Hanson (ref. 106). 
The influence of turbulence and air velocity on the spray 
\-aporization rate is studied. A theoretical analysis of 
_pray vaporization is also included in this tudy. Froess
ling's equation for single-drop evaporation (ref. 81) i
combined with the drop-size distribution equation of 
Kukiyama and Tanasawa (ref. 22). The resulting expres
sion, however, is very complex. 

The rxperimental mrasurements were obtained by sam
p ling hexane sprays at various distance downstream of a 
hollow-cone spray nozzle. The percentage of evaporated 
spray was determined over a limited range of air velocities. 
The results indicate a strong dependrnce of evaporation rate 
on the relative velocity between the drops and the airstream. 
Increased turbulence intensity was also found to increase the 
spray vaporization rate. The test results, however, do not 
pro\-ide conclusive information on the effect of scale of 
turbulence on the evaporation rate. 

The results of a few measurements of the evaporation rate 
of kerosene sprays in essentially still air are reported by 
Sacks (ref. 107). In this program, kerosene was injected 
from a swirl-chamber fuel nozzle at pressures of 50 and 80 
pounds per square inch. Over this range of conditions, 0.2 
to 0.3 percent of the spray was found to evaporate per 
second, compared with a value of approximately 50 percent 
pel' second as calculated by using the Langmuir equation 
(ref. 66) and the relation of Probert (ref. 21). This large 
diff erence between predicted ann experimental values was 
attributed primarily to the inability of the Langmuir equa
tion to predict evaporation rates for single drops in a cloud 
of drops. 

The evaporation of fuel sprays in high-velocity airstreams 
i also discussed in reference 108. In this investigation, the 
fuel was injected contrastream from a simple orifice, and the 
evaporation rates were determined by sampling the sprays. 
The influences of air temperature, air velocity, ambient air 
pressure, fuel temperature, and axial distance from the fuel 
orifice on the percentage of spray evaporation were investi
gated. In most of these measurements, a hydrocarbon fuel 
with a narrow boiling range of 3170 to 3460 F was used. 

Ingebo (ref. 18) conducted an experimental and analytical 
investigation of the evaporation of isooctane sprays in air
streams at approximately 'room temperature and pressure 

and velocities of 140 and 180 feet per second. The fuel was 
injected contra treum from a simple orifice. Evaporation 
rates and relative drop-air velocities were determined from 
high-speed photographs of the spray at various stations 
downstream of the fuel injector. The evaporation rates 
based on a mean drop diameter dar .20 (diameter of drop having 
an area equal to the total spray area divided by the total 
number of drops in the spray) correlated well with single-drop 
evapora tion ra tes (ref. 9). Although the data of reference 
18 were obtained for a limited range of conditions and for 
but one fuel, the results offer hope that a general relation for 
the evaporation rate of spra.,-s in high-velocity airstreams 
may be obtained. Such a relation would require generalized 
expression for predicting both the drag coefficients of 
evaporating drops and the spray drop-size distribution. 

A stud~- of the effect of the airflow and fuel-injection 
parameters Oll the evaporation of gasoline-type fuel sprays is 
reported in reference 109. This program was conducted by in
jecting isooctane contrastream from a simple orifice into air 
flowing tJu'ough a duct 8'inches in diameter. Both the total
fuel and liquid-fuel distributions across the test duct were" 
determined b:,- sampling measw'ements. The measurements 
were made onr ranges of air temperatme, air velocity, air 
pressme, fuel-injection pressure, fuel-orifice size, and axial 
distance from the fuel orifice. These ranges and the resulting 
correlation of the measurements are illustrated in figme 29. 
The measurements were corrcIated by the following expres-
sion: 
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The relative effects of the variables on the spray evapora
tion rate are indicated by the exponents. The large influence 
of air temperature is evident. In comparison, the effects of 
the other variables are minor. The evaporation rate ,vas 
essentially unaffected by changes in the diameter of the fuel 
orifice. 

The driving force for ev·aporation is the temperature dif
ference t::.T between the airstream temperature and the 
corre ponding wet-bulb temperature of the drops. Examina
tion of the data of reference 109 indicate that the term 
t./(1-t.) of equation (65) is roughly proportional to t::.T to a 
power somewhat less than unity. Over the range of air
stream temperatures investigated, there was roughly a ten
fold increase in t::. T for a 40-percent increase in Ta. However, 
the change in t::.T with Ta decreases rapidly at the higher air
stream temperatures. Accordingly, the exponent of Ta in 
equation (65) would be expected to be appreciably lower for 
airstream temperatures much greater than those investigated 
in reference 109. 

Fo tel' and Ingebo (ref. 110) have recently investigated the 
evaporation of JP-5 fuel sprays in high-velocity airstreams. 
The fuel was injected contrastream from a multiple-orifice 
nozzle. The percent fuel evaporated was determined at 
various stations downstream of the fuel injector by means of 
the spillover sampling-tube technique. Figure 30 presents a 
correlation of the data in terms of the parameter zO.33t::.To.28 
[(U,+ U,) / (100+ U,))2, where U, is the fuel velocity at the 
nozzle orifice in feet per second. An approximate correlation 
of the isooctane-spray evaporation data of reference 109 is 
also pre ented in figure · 30. The difference in slope of the 
correlating lines for the two fuels may be associated with 
effects of nozzle design and fuel properties such as surface 
tension, viscosity, and latent heat of vaporization, which 
were not considered in the correlation of figure 30. 

S[GNIFICANCE OF ATOMIZATION AND EVAPORATION RE
SEARCH IN APPLICATION TO JET-ENGINE DESIGN 

The two general types of fuel-atomizing systems con idered 
for gaso turbine or ramjet application are the air atomizer 
and the centrifugal pressure-atomizing nozzle. Of the two 
systems, the air atomizer is capable of producing much 
smaller average drop sizes. The air atomizer has also been 
considered for the atomization of highly viscous fuels. 

A correlation (eq. (14)) is available for a Venturi-type air 
atomizer. However, no data are available for atomization 
under the high-turbulence-level conditions found in ramjet 
installations. If used as a rough first estimate of drop size for 
a ramjet installation, equation (14) would probably give a 
somewhat larger average drop size than the actual values. 
Equation (14) was obtained for air at approximately room 
pressure and temperature. Rough estimates of drop size for 
other gas conditions may be obtained from the data of 
reference 37, which indicate that average drop size increases 
with a decrease in gas density, viscosity, and temperature. 

The experiments on sonic-velocity air atomizers indicate 
that the average drop size is a function primarily of the ratio 
of liquid-to-air mass-flow rates wz/wa, the average drop size 
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decreasing with decrease in W dWa. au tel' mean diameters 
below 100 microns were obtained, even for an initial liquid 
viscosity of 40 centi tokes (see ref. 40 and fig. 12(b)). The 
data of reference 39 and 4 0 indicate that the average drop 
size is approximately proportional to the square root of the 
orifice diameter for atomizers of similar geometry. 

The major portion of drop-size data for centrifugal 
pressure-atomizing nozzles has been obtained for fixed
configuration nozzles by use of some version of tl1e molten
wax method. Correlations have been obtained (eqs. (29) to 
(34)) that permit rough estimates of atomization for fixed
configuration whirl-chamber nozzles spraying into quiescent 
room air. However, these correlations were for molten wax 
simulating kerosene and having a kinematic viscosity of 
approximately 2.0 centistokes. Data of references 29, 44, 
and 45 indicate that average drop size generally increases 
rather slowly with increase in viscosity. Average drop size 
is approximately proportional to viscosity to the 0.25 power 
or less. In reference 2 mean drop size was proportional to 
surface tension to powers from approximately 0.6 to unity. 
In reference 32, a correlation of drop-size data indicated that 
surface tension had a significant effect on atomization. How
ever, data of reference 51 for liquids covering a wide range of 
surface tension indicate that the effect of surface tension on 
average drop size is minor. Since the range of surface ten
sion covered by hydrocarbon fuels is quite narrow, it would 
appear that the effects of surface tension on the atomization 
of such fuels can be neglected. 

Data of reference 46 show that there is an optimum cone 
angle that gives the smallest average drop size for a given 
nozzle size, operating pressure, and fuel. This optimum cone 
angle is generally between 800 and 90 0

. At low nozzle operat
ing pressures, the cone angle exerts a predominant influence 
on average drop size. In this operating range, there is a large 
increase in average drop size as the cone angle is decreased 
from itR optimum value. 
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The drop-size correlations were obtained from data for the 
nozzles spraying into quiescent room ail'. Accordingly, esti
mates of average drop size obtained from these investigations 
would probably be high er than the actual values for a turbo
jet insLallation where fuel is sprayed into high-temperature 
turbulent gases. The results of references 37 and 44 indi
cate tbat drop size should decrease with an increase in th e 
temperature or pressure of the surrounding gas. Data in 
refer~nce 55 indicate that a decrease in the relative velocity 
between the spra~~ and the surrounding gas stream should 
result in an increase in drop size . 

The effect of \-arious ambient conditions on the steady
state evaporation of pure liquid drops ma)- be readily 
predicted. "\Vork on the evaporation of multicomponent 
liquid drops indicates that the concentrat ion of the higher
boiling component in the drops increases as the spray 
evaporates. The un teady-state period of drop evaporation 
has also been investigated. The data of reference 65 
indicate that, at high ail' temperatures and with low
volatility fuel, the unstead)--state period represents a signif
icant part of the e\-aporatiolJ time. 

Either heat- or rna s-transfer equations rna)- be used for 
the prediction of single-drop evaporation rates under steady
state conditions. For evaporation in high-temperat ure ur
roundings, however, the heat-transfer equation is preferred 
in view of the sensitivity of the vapor-pressure term in the 
di{fusion equation at the higher sUl'face vapor pres meso 
For evaporation into ver:v high temperature surroundings, 
the drop surface temperature may be assumed equal to the 
liquid boiling point for the given total pressure. 

Single-drop evaporation rate in static surroundings ma~
be obtained by use of equations (39) and (40). Equa
tion (39) may be used in the simplified form of equation (41) 
for evaporation in low-temperature sUlToundings. Also, 
eqllation (40) may be used in the simplified form of equation 
(42) for low-volatility liquids. 

For evaporation under forced-convection conditions at 
atmospheric surroundings, equations (48) and (49), in con
junction with the X usselt number correlations of equations 
(53) and (58), give accurate prediction of drop evaporation 
rates. The N usselt number correlation of equation (54) was 
obtained over a range of ambient pressures. 

The evaporation of fuel spra~'s has been investigated both 
theoretically and experimentally. The theoretical analyses 
are generally not applicable, since they assume zero relative 
velocity between drops and air. Experimental results for 
spray evaporation in airstreams are quite limited. The most 
complete studies are for contrastream injection of isooctane 
or a JP-5 fuel from simple orifices into high-velocity air
streams. For these cases, the weight percent of the spray 
evaporated may be obtained from figure 30. 
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CHAPTER II 

FLOW AND MIXING PROCESSES IN COMBUSTION CHAMBERS 

By WILf'RED E. SCl"LL and WILLI.UI R. :'\l!CKEL. EN 

INTRODUCTION 

The principal purpose of the combustion chamber in a 
jet engine is the efficient conversion of chemical energy COll

tained in a fuel into the heat and kinetic energy of the 
exhaust ga es. The energy conversion must occur efficientl.'
not only in terms of the completeness of the combust.ion 
reaction, but also in an aerodynamic sense. Aerodynamic 
efficiency implies an efficient introduction and distribution 
of air in a combustion chamber for the purposes of burning 
a fuel-air mixture, and a dilution of the combustion products 
to the desired temperature level and proper temperature 
profile. In many instances, combustion efficiency ma.'- be 
sacrificed for aerodynamic efficiency, and vice vel' a. 

According to various authors, the combustion problem 
may be quite largely aerodynamic in character. This was 
recognized in some of the earliest research on turbojet engines 
for aircraft propulsion (ref. 1), in which it was found that 
differences in combustor performance in engine te ts and 
single-combustor tests could be traced directly to differences 
in the manner in which air flowed into the combustion 
chamber. 

The impoltance of aerodynamics in the problem of com
bustion is further emphasized in the burning of a finely 
dispersed spray of liquid fuel or a portion of combustible gas 
well mixed with stoichiometric proportions of air. uch 
mixtures will not ignite and form a stable flame front at 
velocities greater than the velocity of laminar flame propa
gation (approximately 1 to 2 ft/sec for most hydrocarbon 
fuels), unless the aerodynamic flow pattern is such that 
localized vortices, zones of flow reversal, or a slowly moving 
boundary layer exists in the combustion zone. To stabilize 
the flame at the high velocities encountered in jet engine, it 
is therefore necessary to create low-velocity regions in which 
the flame can originate or else establish an aerodynamic flow 
pattern such that localized vortices or zones of flow reversal 
are created . Such vortices or zones of reverse flow allow 
the combustible mixture to attain local velocities necessary 
for high mass flow without exceeding translational velocities 
that could cause instability of the flame front. 

The object of this discussion is the consideration of aero
dynamic relations applicable to the design ' of combustion 
chambers of jet engines. Experimen tal and theoretical 
data relating combustor approach-stream parameters, com
bustor pressure losses, gas jets of many types, and orifice 
coefficients are included. Aerodynamic mixing is discussed 
in terms of fundamental turbulent diffusion theories relating 
heat, mass, and momentum transfer from different sources 
in various types of flow fields. The effect of periodic flow 
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fluctuations on diffusion is discussed. Fuel-air nll.xmg is 
presented in terms of spreading of liquid and npor fuel 
from several different sources. 

SYMBOLS 

The following symbols are used in this chapter: 
A cross-sectional area 
,01 ratio of one of two parallel-jet areas (0 total 

a 
B,B' 
B* 

C 

Cp 

D.lI 
DT 
DT •H 

DT •M 

DT,mom. 

g 
d 
E,E',E" 
FV;,,) 

F(/r) 

F(u) 
!F(u) 

f 
/r 
;;,-
G 
g 
h 
I 
J 1,J2 

j 

mixed-jet area 
distance between vortices in single row 
dirp.ensionless quantities 
function of flow rates, velocities, areas, and 

angles between two mixing jets 
depth of rectangular duct 
function of flow rates, areas, and total tem-

peratures of two mixing jets 
drag coefficien t 
dimensionless friction coefficient (Fanning) 
orifice discharge coefficient 
temperature coefficient in jet 
concen tration 
mixing-length parameter 
specific heat at constant pressure 
molecular diffusion coefficien t (mass) 
turbulent diffusion coefficient 
coefficient of turbulent diffusion of heat 
coefficient of turbulent diffusion of mass 
coefficient of turbulen t diffusion of mom en-

tum 
drag 
diameter 
functions of E 

spectrum density function of periodic flow 
fluctuation of finite band width 

spectrum density function of turbulent kinetic 
energy 

function of Y/Yo 
function of r/ro 
fuel-air ratio 
frequency of turbulent fluctuations 
frequency of vortex shedding 
weight-flow rate per unit area 
acceleration due to gravity, 32.17 ft/sec2 

enthalpy per unit volume 
combustion intensity 
modified Bessel functions of first and second 

kind, zero order 
penetration of jet 



K p8 

Kv 
k},k2, • • • 

~u 
~a 
l 
l* 

1v1 
m 
N 
JV 
P 
P* 
t:..P 
t:.Pt/P, 
PdP,.co 
PI.~/P 1.2 

t:..PI/qre/ 
Pr 
g; 
Q 
q 
R 
He 
fJfEu 

[}fLa 

r 
r cs,r ds,r ,s,1'ss 

1'hv 

l'H 

r' 
S 
Se 
s 
T 
T 
T 
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strength of point source 
strength of individual vortex 
constants 
Eulerian scale of turbulence 
Lagrangian scale of turbulence 
length 
length of duct between station where ~rach 

number is taken and station where choking 
would occur 

mixing length, or mean free paIL of fluid 
particle in turbulent flow 

~rach number 
momentum of jet at any cross section 
number 
engine rotational speed 
absolu te pressure 
absolute pressure with choked flow 
pressure loss 
total-pressure-Ioss ratio 
diffuser total-pressure-recovery factor 
compressor total-pressure ratio 
to tal-pressure-l oss coefficien t 
Prand tl number 
combustor total-pressure-loss factor 
total quantity of heat transferred 
incompressible dynamic pressure 
universal gas constant 
Reynolds number 
Eulerian double velocity correlation coefficien t 
Lagrangian double velocity correlation coeffi-

cient 
radial distance 
cylinder-, disk-, ring-, and sphere-source radii 
hydraulic radius 
half-radius of axisymmetric jet at longitudinal 

distance x 
radial distance in disk source of radius 1'ds 

total fuel-spreading parameter 
Schmidt number 
lateral spacing between vortex rows 
absolute temperature 
mean absolute temperature 

fluctuating value of absolute temperature 
time 
characteristic time related to Lagrangian scale 
time con trolling. rate of fuel inj ection 
velocity 
velocity component in r-direction 
velocity component in x-direction 
velocity component in y-direction 
turbulent velocity in x-direction 
turbulent velocity in y-direction 
turbulent velocity in z-direction 
time-average of U z 

lui 
Uv 
2' , v 'v 

Uz 

lui 
V 
vrd , 

Vl '/h 

W 

Wa 

w~ 

x 

a 

r 
7J 
e 

v 

~ 
II 
p 

,i pUifP 
(j 

T 

v 

w 
w' 

turbulent intensity in x-direction 
time-average of U v 

turbulent intensity in y-direction 
time-average of U z 

turbulent intensity in z-direction 
volume 
duct width 
flameholder width 
weight-flow rate 
weight-flow rate of diffusing quantity 
we;ght-flow rate of diffusing quantity as 

function of time t' 
distance normal to A, or rectangular ('0-

ordinate 
longitudinal distance 
longi lucJjnal distance from jet cen terline 
mean displacement 
distance from centerline of plane-parallel jet 
coordinate 
angle between gas streams 
dimensionless quantity 
ratio of specific heats 
ratio of ab olu te pressure to J ACA standard 

sea-level pressure of 2116 .2 lb/sq ft abs 
Dirac delta function 
.r/x 
approximate mean vorticity 
efficiency 
ratio of absolute temperature to JACA 

standard sea-level temperature of 518.7 0 R 
fraction of fuel evaporated before reaching 

poin I, at which jl is measured 
thermal conductivity 
range of droplet 
Lagrangian microscale of turbulence 
absolute viscosity of fluid 
kinema~ic viscosity of fluid 
function of m, r, x, v, a.nd p in laminar free jet 
compressor total-pressure ratio, P ,.3/P 1,2 

weight per unit volume 

momentum-flux velocity 
y/yo or 7'/7'0 

fluid hearing stress 
angle between orifice centerline and flow direc-

tion of gas stream 
function of P,.f and P J 

function of PI" and P, 
stream function 
function of Uz , DTX, r, and r' 
function of B*, 0*, 'r3, and M3 
standard square deviation 
standard square deviation evaluated at time 

t- t' 
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ubscripts: 
A known combustor-inlet conditions 
a air 
ad adiabatic 
B new combustor-inlet conditions 
a compressor 
corr corrected 
cv cycle 
CVl cylinder 
D first 
dr droplet 
dt duct 
E second 
e external 
f fuel 
fr friction 
H heat 
i rectangular coordinates 
.1 jet 
La Lagrangian characteristic 
l liquid 
M mass 
max maximum, on axi 
mol molecular motion 
mom momentum 
mX[J mixing 
n normal 

of jet 

o outer boundary of jet 
ob oblique 
ov over-all 
pc potential core 
per periodic 
r radial direction 
tef reference 
rel relative to free stream 
S Stokes' law 
T turbulent 
t total 
lb turbine 
W finite band width 
x 
V 
z 

pertaining to x-direction 
pertaining to v-direction 
pertaining to z-direction 

o time zero 
1 in space surl'ow1ding jet 
2 compressor inlet 
3 combustor inlet 
3a longitudinal position in combustor upstream of which 

all friction losses occur and downstream of which 
only combustion losses occur 

3b longitudinal position between combustor inlet and com
bustor outlet 

4 combustor outlet 
00 free stream or ambient 

AERODYNAMIC FLOW 

COMBUSTOR APPROACH-STREAM PARAMETERS 

Turbojet combustion chambers.- The more important 
combustor approach-stream parameters for a turbojet 
engine are inlet-air velocity, temperature, and pres-

sure. A less important parameter is the combu tor-inlet 
velocity profile. Each of these parameters may vary over 
a wide range, depending upon the operational variables 
engine speed, flight Mach number, and flight altitude. 
The following table indicates the range of the combustor 
operating variables encountered during operation of a tur
bojet engine with a sea-level static compression ratio of 11 
at a flight :-'lach number of 0.8 at various engine speeds and 
altitudes: 

I Engine Inlet Inlet Air-
Altitude, ft peed pre ure, t emper- flow, 

in. Hg abs atur , OF lb/sec 

Sea leveL ___ Rated ________ 376.5 708 197. 9 
Idle __________ 64.1 215 54.7 
WindmilL ____ 42. 5 120 44. 0 

60,000 ______ Rated ___ _____ 40. 3 625 18. 1 
Jdle __________ 6. 1 113 4. 7 
WindmiIL ____ 2. 2 30 2. 7 

In addition, super onic flight speeds tend to increa e the 
range of operating variables still further. For example, 
a super onie turbojet engine which has a ea-Ievel static 
compression ratio of 7.0 would have a combustor-inlet 
total temperature of 964 0 F during rated-engine-speed 
operation at a flight Mach number of 2.8 in the stl'atosphere. 

Generalized pa,rameters: Sanders (ref. 2) developed per
formance parameters for jet engines from concepts of flow 
similarity, inertia, elastic and viscous forces, and thermal 
expansions of the working fluid. Dimen ionless and cor
rected dimensional generalizing parameters were employed 
to relate engine performance to the geometry of the engine 
boundaries, the Mach number, the Reynolds number, and 
the total-temperature ratio of the engine. For tW'bojet 
engines, it was shown that 

(1) 

where 

(2) 

and 

(3) 

with T, in OR, PI in pounds per square foot absolute, and 
8, and 5, usually evaluated in terms of the total temperature 
and pressure at the compressor inlet. 

From equation (1), it is apparent that the corrected 
weight-flow rate of air wa.,fe;/5" the corrected absolute total 
pressW'e P t /5" and the corrected absolute total temperature 
Tt!8 t at any position in the engine are substantially constant 
for a constant corrected engine speed JV/.,fe;. These gener
alizations are valid at altitudes to approximately 40,000 
feet. At higher altitude, the effect of Reynolds number 
becomes apparent in the performance of the compressor. 
As a result, the corrected airflow wa.,fiJ5t and compressor 
adiabatic efficiency 1)ad, c do not remain constant for a con
stant corrected engino speed, but begin to diminish slightly 
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with increasing altitudes (decreasing Reynolds numbers) 
(ref. 3). In addition, the decreasing Reynolds numbers 
may result in small changes in compressor total-pressure 
ratio P',3/P ',2 at extreme altitudes if the corrected engine 
speed remains constant. The direction and magnitude of 
the change in compressor total-pressure ratio and the mag
nitude of the decrease in corrected airflow and compressor 
efficiency are functions of the particular engine under con
sideration (ref. 4). 

X ew combustor-inlet conditions can be calculated as 
follows: Let subscripts A and B indicate the known and new 
inlet conditions, respectively, while subscripts 2 and 3 denote 
the compressor inlet and the combustor inlet , respectively. 
Then 

(4) 

w =w (~~(}I'A) a, B a,A 5 () I.A I . B 2 (5) 

P -p . (OI 'B) I. B, 3- I,A,3 0 
I , A 2 

(6) 

where (}I and 01 are evaluated at the stations indicated by 
the subscripts. The value of the compressor-inlet absolute 
total temperatme T ,,2 used in the determination of (}I in 
eqnation (2) can be obtained from the expression 

(7) 

where M", is the flight 11ach number arid T", is ambient 
ab olute temperatme. D etermination of the compressor
inlet absolute total pressme P I ,2 used in determination of 01 
in equation (3) requires a knowledge of the diffuser total
pressure-recovery factor. Losses in total pressme in the 
engine-inlet diffuser can occur as the result of friction, 
inefficient diffusion, or possible shock formation. Typical 
total-pressme-recovery factors that can be used for current 
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engine diffusers are presented in figme 3]. The sharp 
decrease in recovery factors at high Mach numbers is due 
to shock formation at the diffuser inlet. The value ' of P 1,2 

can be calculated from 

(8) 

where P", is the ambient absolute pressure and P t.21P I,'" 
is the diffuser total-pressure-recovery factor. As mentioned 
previously, the combustor-inlet total t emperature can be 
determined from the constancy of T,I(} I with a constant 
../1/1 .... '0;. However, if the compressor total-pressure ratio 
and adiabatic. effieienc.y are known as a function of corrected 
engine speed and alt itude, a better determination is 

T = T [l+(II)~ -lJ 
1, 3 1.2 

'Y/ad.C 
(9) 

The combustor-inlet absolute total pressure can be deter
mined from the rcIation 

P 1,3=P 1• 2 ;t.3=Pt,2II 
t.2 

(10) 

Compres or wake effects.' The aerodynamic design of the 
turbojet combustor is closely related to the airflow pattern 
at the compressor exit . Ideally, the optimum combustor-
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FIGURE 33.-Ramjet combustor-inlet condition. (A large working copy of this fig. may be obtained on request from X ACA Headquarter~, 
Washington, D. C.) 

inlet airflow pattern might have a uniform velocity profile 
with an average velocity determined by the preceding equa
tions. However, especially in engines with centrifugal 
compressors, the velocity profile at the inlet may be nonuni
form. Two combustor-inlet velocity profiles for an axial-flow 
turbojet engine are presented in figure 32. These particular 
profiles show wider variations with engine operating speed 
than are usually found in current engines. 

Uneven velocity profiles can be significant in terms of 
combustor total-pressure losses and operating problems. 
Lloyd (ref. 5) indicates that one of the major sources of 
combustor total-pressure loss is the entry loss associated 
with the diffu ing and evening of the high-velocity airstream 
from the compressor. In addition to total-pres ure losses, 
uneven inlet velocity profiles with accompanying uneven 
secondary-air distribution and unequal liner cooling might 
result in distortion and cracking of the combustor liner 
(ref. 6). Maldistribution of the airflow at the combustor 
inlet might also be responsible for asymmetric fuel sprays 
and uncentralized burning. 

Ramjet combustion chambers; generalized parameters.
Combustor approach-stream parameters (inlet-air velocity, 
temperature, and pressure) for a ramjet combustor are the 
same as for a turbojet combustor. As with a turbojet com
bustor, these parameters may vary over a wide range; how
ever, the range depends only upon flight Mach number and 

flight altitude for the ramjet. Determination of the 
approach-stream parameters is, in general, simpler for the 
ramjet combustor than for the turbojet. Since ther., is no 
compressor in a ramjet engine, all the compression occurs in 
the diffuser. Combustor-inlet absolute total temperature 
and pressure can be determined by the following equation : 

(11) 

(12) 

As with the turbojet, the diffuser total-pressure-recovery 
factor must be known in order to determine the combusLor
inlet pressure. The data in figure 31 are applicable to both 
types of engines. 

As p rule, combustor inlet-air velocity is selected to sati fy 
the thrust requirements of the engine and the performance 
requirements of the combustor. Thus, for a known 
combustor-inlet area, flight altitude, and flight Mach number, 
the combustor weight flow can be determined from 

(13) 
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where 

(14) 
/'YgR T ('Y-1 )U;,3 -V a ',3 2 

Data that can be used for rapid determination of the inlet 
conditions in a ramjet engine are presented in figure 33, 
This figure is based on the diffuser total-pressure recoveries 
of figure 31. Figure 33 can be adapted to diffuser total
pressure-recovery factors differing from those of figure 31 
as follows : 

(1 ) As indicated by the arrows, determine P' ,3 and T',3 
in quadrant II for the required fl ight conditions. 

(2) Correct P ,,3 by the ratio of the new diffuser recovery 
factor to the recovery factor of figure 31. 

t3) Locate the new P', 3 in quadrant II on the same 
isothermal line as the P" 3 of step (1). 
Further use of figure 33 is shown on the figure. 

COMBUSTOR PRESSURE LOSSES 

In any type of combustion chamber, regions of low gas 
velocity must be present if stable combustion is to be main
tained, Liners and flameholders are used in turbojet and 
ramjet combustors, respectively, to provide stabilizing re
gions of low velocity. Advantages gained by use of such 
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stabilizing mechanisms may be balanced by combustor 
pressure losses, which result in losses in over-all cycle 
efficiency. 

Effect on over-all cycle performance.- The effect of com
bustor pressure loss on cycle efficiency is expressed in refer
ence 7 as 

('Y-l) ( t:.P )J ~2"( 1-,,( 
dl1 cu l1ad,Cl1ad,'b -:y- l-~ II "( 

d (t:.PI)= - 1'/ad, C (1 __ T ., 2) __ T" 2 (I/~1_1) 
P' ,3 T/,4 T/.4 

(15) 

where t:.P, is the combustor total-pressure loss, T',4 is the 
combustor-outlet total temperature, and l1 cv is the over-all 
cycle efficiency. The denominator of the right side of 
equation (15) is always posit ive and proportional to the heat 
added in the combustor, As shown by figure 34, total-pressure 
losses in turbojet engines are important, especially 
when operating at very low or very high over-all pressure 
ratios. For compressor total-pressure ratios less than 9, 
increases in compressor total-pressure ratios resulted in 
decreased effects of combustor total-pressure losses, With 
higher pressure ratios, combustor pressure losses caused 
greater thrust losses. These increases in thrust loss are 
caused by the greatly increased power required to operate 
the compressor at the high pressure ratios, Increasing pres-
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FIG];IRE 34.-Calculated thrust loss of turbojet engine as function of combustor total-pressure loss, 
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sure losses with accompanying decreases in eycle efficiency 
result in increases in fuel consumption. Likewise, increa es 
111 unit size become necessary, since higher rotative speeds 
and accompanying higher turbine stresses are required to 
obtain the higher compression ratios needed to maintain 
maximum cycle efficiencies JVith increasing pressure losses 
(ref. 8). 

Causes.-Pressure losses in combustors occur as the re ult 
of several factors: (1) abrupt changes in flow cross-sectional 
areas, (2) bluff bodies or flame-stabilizing devices in the 
combustion zone causing partial blockage of the open cross
sectional area, (3) frictional forces exerted upon the gas 
stream by flame-stabilizing devices and the walls of the 
combustion chamber, (4) increases in momentum imparted 
to the gas stream as it flows through the combustor, and (5) 
the high degree of turbulence necessary to mix gase in a 
restricted combustion volume. 

Changes in flow cro s-sectional area due to expansion: Pres
sure losses in the combustor-inlet diffuser, which partially 
slows the high-velocity airstream from the compres or, may 
be attributed to the combustor. For the case of sudden en
largements, which is the condition approached by some very 
short combustor-inlet diffusers, the following diagram is 
considered: 

-------',: 

I 
3 

I 
I 

--------.! 

4 

Sketch (a) 

For incompressible flow, application of ewton's second law 
to the control volume shown b the dashed lines yields the 
total-pressure loss t:.P t due to sudden enlargements as 

t:.P =P3Ui.3 (1_2A3)+P1Ui.4 
t 2g A4 29 

(16) 

where P is the weight of fluid per unit volume. Equation 
(16), which reduces to 

(17) 

can be used for any shape of cross section, and is exact for 
fluids in turbulent flow (ref. 9). It is also used for gases 
flowing at entrance Mach numbers M3less than 0.3 (ref. 10). 
At entrance Mach numbers greater than 0.3, reference 10 
recommends that equation (17) be corrected for com
pressibility to 
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FIGURE 35.-Effect of diffuser included angle on dIffuser total-pressure 
losses. 

where M3 is the ~Iach number at the entrance to a sudden 
expansion. 

Obviously, a sudden enlargement is undesirable. How
ever, length limitations in ramjet or turbojet engines 
generally necessitate short diffusers. As a result, diffuser 
included angles are usually large. Figure 35 (refs . 11 and 
12) presents the pressure loss of diffusers as a function of the 
included angle. Figure 35 is applicable for diffuser-entrance 
Mach numbers less than 0.3 (ref. 10). At higher Mach 
numbers, the total-pre sure loss should be increased by the 
compressibility-correction factor of equation (18). An 
optimum included angle of 7° to 100 is indicated for mini
mum pressure loss. Reductions in total-pressure loss for 
large angles of diffusion may be accompli hed by introducing 
a spITal flow or rotation into the gas flow as it enters the 
diffuser (ref. 11). With spiral flow or rotation in the gas 
flowing into the diffuser, reductions in total-pressure loss of 
as much as 45 to 60 percent are reported in reference 11. 
Similar results are expressed in reference 13 in terms of the 
increase in static-pressure rise through a short diffuser (area 
ratio, 2) by use of rectangular vortex generators. 

Various references show that diffuser pressure losses may 
be reduced by partial blockage of the diffuser-outlet area. 
For example, reference 14 indicates that the use of a longi
tudinal wedge or a central partition in two-dimensional 
diffusers resulted in slight increases in pressure recovery and 
increases in over-all allowable expansion angles. Other 
references report similar results obtained by use of screens at 
the outlet of conical diffusers. 

Changes in flow cross-sectional area due to contraction: 
Liners or flameholders in the combustion volume serve not 
only as flame stabilizers but also house the combustion zone, 
proportion the ai.rflow, and introduce turbulence necessary 
for good mixing of hot and cold gases during the combustion 
process. Insertion of a liner or flameholder in the combus
tion volume results in pressure losses, which, though una
voidable, can often be minimized. Blockage of the open 
cross-sectional area of a combustor may be considered some-
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what similar to a sudden con traction in t he flo,,' area in a 
pipe. For sudden contractions, the following diagram is 
considered: 

3 4 

Skelch (b) 

Assuming incompressibility, reference 15 indicates the total
pressure loss in this case to be 

(19) 

where kl depends on the ratio of areas at stations 3 and4 and 
is defined by 

(20a) 

and 

(20b) 

Total-pressure losses due to sudden contractions rna,' be 
greatly reduced by using a conical or well-rounded trall;ition 
section between areas 3 and 4. The value of kl for cOllical 
or well-rounded transition sections is reduced to approxi
mately 0.05. This value of kl is applicable for all values of 
A4/A3' provided the flow in the smaller area is turbulent. 

Body shape and blocked area: Ramjet combustion chambers 
and afterburners utilize a flameholding mechanism consisting 
of gutters or similar devices to provide a recirculator." zone 
of low velocity for flame stabilization. Usually, such devices 
in the combustion chamber provide more turbulence and 
better mixing, with resultant increases in combustion effi
ciency. However, such devices create an unavoidable 
pressure loss with an accompanying adverse effect on over-all 
cycle efficiency. The effect of flameholder area blockage 011 

the total-pressure-loss coefficient !::J.P,/qre{ (where qre, is the 
reference velocity pressure based on the combustor inlet-ail' 
stagnation density and maximum cross-sectional area of the 
combustor) is shown in figure 36 (ref. 16) for an inlet :\lach 
number of 0.162. Total-pressure losses increase with 
increases in blocked area. 

Fluid friction: Frictional total-pressure losses in com
bustors are generally small enough to be neglected in com
parison with other factors causing pressure 10 ses. How
ever, in ramjet engines and afterburners in which high
velocity gases scrub relatively long walls of U10 combustion 
chamber, frictional total-pressure losses may not bc negli-
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Flr; l ' RE 36.-Effect of area blockage on combu5tor isothermal total
pressure 10 ses. Combustor-inlet :'-Iach number, 0.162 ; annular 
V -gutter flameholder (rer. J(j) . 
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F[fa'RE :F.-Friction coefficients for sheet-metal surfaces as function 
of Reynolds number (rd. 18) . 

gible. The total-pressure loss due to friction !::J.Pt.!T of a fluid 
flowing in a duct can be expressed by dle Fanning friction 
equntion (ref. 17) : 

(21) 

where p and Ux are average values. In figure 37 (ref. 18), 
values of ('IT are presented for a range of Reynolds numbers 
from 104 to 10i. The value of Clf varies from 0.004 to 0.0035 
for Re."nolcls numbers from 2.5 X I05 to 5.0 X I05. Reference 
19 includes data from which the effect of wall friction alone 
upon a fluid flowing in a cylindrical duct can be estimated if 
the ?'IIach number at the entrance and the friction coefficien'i 
of the chamber are known. Figure 38 presents data showing 
the total-pressure loss in terms of these variables. Use of 
the figure can be demonstrated best b." an example . Con
sider air flowing in a 6-inch-diameter duct at an inlet Uach 
number of 0.25 at sea level. The duct is 30 inches long and 
the tOial-pressure loss is required. 

Average air velocity in cluct=0.25 X 1120 = 280 ft /sec 
Air density=0.0766 Ib/cu ft 

Air viscosity=3.723 X 10-; slugs/ (h)(sec) 

0.0766 X 280 X O.5 
Rernoldsnumber 32.17 =8.95X105 

.J 3.723X 10 i 
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For this R eynolds number, 01,=0.0032, while 

r"V.dt=~ ddt= 045 =0.125 ft 

and 

For an inlet Mach number of 0.25, 

and 

( 011l*) =8.48 
rhv. dt 3 

p t . 3 (fi ) P* =2.40 g. 38 
t 

( 011l*) =(Or11*) _ C/1lat=8.48-0.064=8.416 
rhv. dt 4 Thv. dt 3 Thv. dt 

For ( 011l*) =8.416, 
rhv. dt 4 

M4=O.251 

~!4=2.39 

7 r--'r---~--.-------~---r---.---.---,---,70 

i 

-+----+---i50 5 f----tt-----t---+

I i 
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FIGURE 38.-Data for estimation of frictional total-pressure losses in 
cylindrical ducts (where p~ is total pressure with choked flow and 
l* is length of duct between station where Mach number is taken 
and station wl:lere choking would occur, ref. 19). 

and 

[

Pt. 4] 
6.P t ,/1=1_ P! = 1- 2.39 =0.004 
Pt.3 p t• 3 2.40 

P! 

Momentum: The momentum pressure loss in combustion 
chambers, which is inherent in any system in which heat is 
added to a moving gas stream, can be determined simply in 
terms of temperature ratios and Mach numbers by the fol
lowing analysis: 

Ux 3---+--
, I 

I 
I 
3 

o 

t 

Sketch (c) 

-Lu I x,4 

I 
I 
4 

It is assumed that the gases are evenly mixed with respect to 
temperature and pl:essure at the entrance and exit of the 
combustor, that the gases are perfect and nonviscous, and 
that one-dimensional flow applies. Application of ewton's 
second law and the continuity equation leads to 

and 

6.P t • mom=l 
p t • 3 

'Y, 

(1+Y3M D (1+~ M~)-=r;:::l 
'Y, 

(1+'Y4 M D (1+'Y32 1 M5y.-I 

(22) 

(23) 

For critical or choked flow through an opening, the Mach 
number at the opening equals l.0. For the condition of 
choking at the combustor exit, since M4 equals 1.0, 

and 

6.P t •mo,,, 

Pt .3 
(24) 

(25) 

According to equation (23), the addition of heat or the in
crease of total temperature of any fluid in frictionless flow in 
a duct will result in an increase in M4 if M3 is subsonic, and a 
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FlGURE 39.-Total-pressure loss due to heat addition in flowing fuel
air mixtures in constant-area duct. Hydrogen-carbon ratio of fuel, 
0.167; initial mixture temperature, 500 0 R; lower heating value of 
fu el, ]8,700 Btu per pound; efficiency of heat addition, ]00 percent. 

decrease in M4 if Ma is supersonic. Only the subsonic ea e 
is considered here. Choking at the combustor exit does not 
mean that more fuel cannot be burned, provided sufficient air 
is pre ent. It does mean, however, that if more fuel is 
bmned, the combustor-inlet conditions will adjust to com
pensate for the increase in total-temperature ratio. The 
preceding equations are expressed in figme 39 in terms of the 
effect of inlet and outlet conditions upon the total-pressure 
loss in a constant-area duct due to combustion of a mixture 
of air and fuel having a hydrogen-carbon ratio of 0.167 from 
an initial temperature of 5000 R. Total-pressure loss due to 
combustion decreases with decreases in combustor-inlet 
l\Iach number for a given temperature ratio. 

I othermal flow behind bluff bodies : The flow behind bluff 
bodies such as flameholders in ramjet combustion chambers 
may have noticeable effects on the combustor performance. 
Introduction of a cylindrical rod or a V -gutter flame holder 
into a moving gas stream results in the formation of vortices 
in the region immediately downstream. These vortices can 
be explained as follows: At extremely low Reynolds numbers 
(using the width of the bluff body as the length dimension), 
the streamlines of the flow broaden out behind the obstacle. 
As the Reynolds number is increased, the streamlines widen 
more and more, forming a closed region behind the object, 
within which there is an inflQw along the axis of the wake 
and a flow in the general direction of motion in the outer 
portions. These motions form a pair of vortices and exist at 
low Reynolds numbers but become more prominent as the 
Reynolds number increases. With fmther increases in 
Reynolds number, the vortices become more elongated and 
asymmetrical, break off, and move downstream. This 
vortex shedding occms at some critical R eynolds number 
which depends upon flameholder shape, tmbulence of the 
gas stream, and any wall effects from the combustion cham
ber. R eference 20 reports visual observation of the forma-

tion and shedding of vortices by the use of balsa dust in
jected upstream of various flameholders. 

The asymmetric arrangement of vortex pairs behind the 
bluff object alters the pressure distribution around the 
body, and vortices are discharged alternately from the two 
sides. In this way, a definite frequency of eddy motion, 
which depends upon the Reynolds number, is begun. Down
stream of the bluff object, the vortices arrange themselves 
in a double row in which each vortex is midway between the 
vortices in an opposite row; this arrangement is known as 
the Karman vortex street. According to reference 21 
(vol. II, pp. 556-562), regular vortex shedding occurs un
til Reynolds numbers approach 4 to 5 X 105. Above these 
values, flow is tlu'bulent. 

Flow behind bluff bodie with heat addition: During com
bustion stabilized behind a flameholdel' in a flowing homo
geneous fuel-air mixture, unburned mixture diffuses into 
the eddy region behind the flameholder and is burned, with 
accompanying diffusion of the combustion products and 
heat into the main stream to ignite the mixture flowing 
past. With a liquid fuel spray, heat from the bmning 
mixture in the eddy region is transferred to the liquid fuel 
accumulated on the flame holder directly by radiation and 
convection, and indirectly by conduction through the 
flameholder itself. The amount of heat t.l'ansferred controls 
the evaporation rate of the fuel. It is believed that the fuel 
vaporized by this heat mixes with air diffusing from the 
main stream and maintains the pilot flame in the eddy 
region. One of the differences noted in flow behind bluff 
bodies with and without heat addition is that no eddies 
are shed dming combustion (ref. 22). One explanation of 
this fact is that the static pressure downstream of the bluff . 
body is lower with combustion occurring. As a result of 
the reduced pressure, the eddy region becomes smaller and 
seems to attach itself to the bluff bod)". 

Eddy formation: Small pressure losses induced by eddies 
downstream of flameholders may be estimated if data show
ing the strength, frequency of shedding, and longitudinal 
spacing between vortices in a row are known. Goldstein 
(ref. 21, vol. II) states that the average drag per unit length 
~ of a cylindrical obstacle perpendicular to a flowing fluid 
can be expressed by 

9=K 3p +Kvps (U -2'C- el) (26) 
2'1rag ag ., r 

where UTe I is the velocity of the vortex system relative to 
the free stream. According to reference 23, the strength 
of vortices of stable rows can be expressed as 

Kv=2...,'2 a UTe I (27a) 
and 

sinh 'IrS =1 (27b) 
a 

~=0.281 (27c) 
a 
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Use of these data allows reduction of equation (26) to 

Q =P~~ a[ 1.587 ~:-0.628(~:JJ (28) 

This equation does not include wall effects of the combustor. 
A similar equation that includes wall effects is derived in 
reference 21 (vol. II). Reference 20 presents data for the 
shedding frequency and strength of vortices from 14 dif
ferent flameholders, induding a cylinder and a flat plate. 
From d!1ta such as these, necessary values for equation (28) 
can be determined, since a can be determined from equation 
(27a), and 

(29) 

or 

(30) 

(The negative sign must be used in eq. (30), since a vortex 
of zero strength would not exist and UTeI would equal zero.) 
The magnitude of the eddy drag is quite smail, as shown 
by the fact that aU-shaped flameholder ~ inch wide would 
cause a drag of approximately 0.12 pound per foot of length 
of flameholder in an airstream flowing at 55 feet per second 
at sea level. 

The isothermal total-pressure-loss coefficient for a flame
holder due to vortex formation can be expressed essentially as 

a [1.587 ¥i:-0.628 (¥i: )] 

W/h 

(31) 

This total-pressure loss ,,·ould be additive to the theoretical 
pressure loss obtained in reference 16. 

Estimation and correlation,-Data for estimation of the 
total-pressure losses in a combustor for known isothermal 
pressure loss are presented in reference 24. This method is 
based on the assumption that the over-all combustor total
pressure losses can be expressed as 

(32) 

where the subscript 3a denotes a fictitious longitudinal sta
tion in the combustor, upstream of which all friction losses 
occur and downstream of which only combustion total
pressure losses occur; and AP ',fr includes not only skin
friction losses, but also losses due to sudden expansions and 
contractions and the presence of bluff bodies in the flow. 
General friction laws indicate that this can be expressed as 

(33) 

where A is the cross-sectional area of an equivalent constant
area combustor, and fj' and A are known or are determined 
from experimental tests of the combustor. With pjJ and A 
known, ~he over-all combustor total-pressure losses can be 

determined at any operating condition by use of figure 40. 
Also, fj' and A may be determined from figure 40 and experi
mentally determined values of AP"oo/Pt.3 and APt./,/P.,3 by 
drawing lines parallel to the abscissa and ordinate of the 

chart through the appropriate values of Wa T I
,3, T I ,4, and 

P.,3 T I ,3 

J13 until the intersections of such lines in quadrants I 
and IY determine values of fj' and A. This analysis does 
not include the effect of the weight of the added fuel. 

Figure 40 should not be used for ramjets or afterburners 
that generally have combustion temperatures much higher 
than the temperatures in turbojet primary combustors. 
The -r's used in figure 40 are average values for the range of 
turbojet combustors. Friction total-pressure losses in ram
jets and afterbw'ners may be found as indicated in the pre
ceding sections on sudden expansions and contractions and 
the presence of bluff bodies in the flow. Momentum total
pressure losses are calculated by use of equations (22) to 
(25). Values of the various factors in these equations can 
be determined from figure 41 for the appropriate -r's corre
sponding to the temperatures and fuel-air ratios involved. 

A correlation has been developed (ref. 25) for various 
combustors and experimental configurations in which 

AP. ct:.p .5 
P.,3 

(34) 

where I is the combustion intensity (Btu/(hI') (cu ft) (atm)) . 
The value of I is preferably assessed on the size of the pri
mary combustion zone only. This correlation was for use 
in combustion-chamber design. Using a design AP,/P"a, an 
intensity could be found from which primary-zone size could 
be determined. Values of the ratio lid for cylindrical com
bustors were taken as 1.25 to 2.0. According to reference 
25, the degree of combustion intensity is determined by the 
air-mi.'Cing pattern, the degree of turbulence, and the com
bustion properties of the fuel-air mixture, all of which 
contribute to pressure losses. Use of this correlation in
volves an arbitrary assumption as to the size of the primary 
zone. 

A better correlation, and one which is generally used, is 

(35) 

where 

(36) 

Art' is the reference area of the combustor, equal to the 
maximum open cross-sectional area of the combustor hous
ing, and p is the gas density. This correlation (ref. 26) 
indicates that the total-pressure losses in a combustor are a 
functi0n of the previously mentioned factors, friction and 
pressure losses associated with the introduction of a flame
stabilizing device in a gas stream (k2+ka)qref, and pressure 
losses due to heat absorption (or density changes) and mixing 
of high-velocity gases 
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FIGURE 41.-Chart for estimating momentum pressure los es in constant-area duct. Method of application: (1) At combustor-inlet Mach 
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FIGURE 42.-Total-pressure losses as function of reference yelocity 
pressures of typical turbojet com bustor. 

Pressure losses of a typical turbojet. combustor are presented 
in figW'e 42. As indicated by equal.ion (35), total· pressure 
losses incrcase linearly with increases in gas-density ratios. 
Friction pressW'e losses, the losses that would be found. 
cssentially by an isothermal test., are indicated at a density 
ratio of 1.0. Momentum and mi.,:ing preSSlue losses at any 
density ratio are the difference betwec.l the total-pressure 
losses and the friction pressure loss. 

GAS JETS 

:Mixing of gas streams or jets is an important problem in 
the design and operation of combustion chambers. For 
example, air needed to create the turbule11 ce required for 
rapid mixing and burning in the primary zone of a tUTbojet 
combustor usually enters in the form of ail' jets through small 
openings in the combustor liner. Also, adequate penetration 
of the dilution or secondary air must OCcur in order to attain 
the degree of mi.'Cing and temperature lwiformity required by 
turbojet combustors, in which exhaust temperature profiles 
suitable for entr.v of the exhausl gases into the turbine are 
necessary. Sucb penetration is usually obtained by intro
duction of the secondary air thTough various openings in the 
downstream portion of the combustor. ::iimilar problems 
also exist in the design and operation of ramjet combustors 
and afterburners. Adeq uate m.i:~::ing of gases of different 
temperatmes, whicb exist downstream of flameholders, may 
result in higher propulsive efficiencies (ref. 16). 

As shown in the following sketch, a jet consists essentially 
of a uniform stream of fluid emanating from an orifice: 

or y 

Jet or ifice J ' 

Sketch (d) 

Within a certain region (the potential core) outside the ori
fice, the jet velocity and temperature are maintained. 
Outside and downstream of the potential core, a mixing 
region exists, in which the jet e:xpands and interaction may 

occur between the jet fluid and any surrounding atmosphere. 
Jet parameters of interest are usually the velocity and the 
temperature at any position within the jet, the width and 
penetration of the jet, and any interaction of the jet with 
adjacent jets. Gas jets and mixing problems can be classi
fied in to two general categories: free jets and jets issuing 
into fluids that are not at rest. Each of these categories 
can be further subdivided into laminar and turbulent flow. 

Theoretical background.-Fl'ee jet: Unless' specifically 
stated othenvise, all jets discussed as free jets have a single 
fluid composition. 

Laminar flow: The study of a jet in laminar flow is usually 
only of academic interest. However, the results of such 
studies may be of value in fundamental-combustion investi
gations. An analysis of the spread of a free, laminar, two
dimensional jet and a circular jet is given in reference 21 
(vol. I, pp. 145-148). For a laminar jet issuing from a 
small circular hole in a wall, the equation of motion can be 
written as 

(37) 

The following assumptions are made: 
(1) 02Ux/OX2 is small compared with 02Ux/or2 and can be 

neglected. 
(2) No pressure gradients or lateral fluid limitations exist 

across the jet. . 
(3) Flow is steady. 
(4) The momentum at any section of the jet is assumed 

constant., since no pressure gradients exi t and motion is 
steady. 

1 o'lt 1 o'lt . 
(5) Ux= - ~ and U r= - - ~, where 'It IS a stream func-

I' vI' I' v X 

tion such that Ux and Ur satisfy the continuity equation. 
A solution of equation (37) for values of Ux and U r is 

(38a) 

and 

(38b) 

where 

m=a constant=2 Uil'dl' 27r 1'" 
g 0 

and 

~=ij3mg)~2(!.) 
4v\ 7rp x 

This solution is applicable for large values of mgjpv2
• 
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Turbulent-flo,,- Yelocity profiles: In practice, the motion 
in jets is u ually turbulent in nature. One of the simple t 
ca es of turbulent mixing is the plane-parallel mixing of a 
jet with gases at re t, with the mi..xing occw-ring along a 
single boundary between the gas s. Reference 27 reports 
an early analysis of this type of mixing, with a free-turbulence 
or momenLum-transfer theory ba ed on the semiempirical 
general turbulence theory of Prandtl. The momentum
tran fer lheory indicated the temperature and velocity 
profiles to be imilar in a free jet. Good experimental 
verification of the theoretical velocity profiles of reference 
27 ha been obtained by various inve tigators. However, 
experimental measurements of temperature profiles down
stream of free jet indicate di crepancies between theory and 
experiment and no imilarity of velocity and temperature 
profiles. Thus, the momentum-lransfer theory is suitable 
for solution of mechanical flow problems of velocity profile 
or fluid friction but is ineffective for olution of problem 
involving temperature profiles or heat transfer. 

Reference 28 presents a theory in which the tangential 
turbulenL stre ses in flow are a function of the transverse 
tran fer of vorticity. That i ,the tresses are a function 
of the correlation between vorticity fluctuations and tran -
vel' e velocity components. Con ervation of the vorticity 
of a fluid element until mixing occurs i assumed. It is also 
noted that the Prandtl theory does not account for local 
pre ure gradients, which appreciably affect momentum 
interchange but not vorticity transport. The vorticity
tran fer theory of reference 28 gave velocity profile almo t 
as accurately as the momentum-transfer theory and, in 
addition, gave better agreement of theoretical and experi
mental temperature proHle. The vorticity-transfer theory 
is extended to plane-parallel free jets in reference 29 and 30. 

For Lwo-dimensional compres ible flow, Abramo,-ich (ref. 
29) indicates the equation of motion to be 

where all values are instantaneous. By usmg an ap
proximate mean yorticity So where 

and a defined value lmxg, which 'is a mixing length or mean 
free path of a fluid particle in turbulent flow, and neglecting 
friction due to viscous force, equation (39) reduces to 

-u o[..7x+-V OUX = [2 o[ x ~ (- OUI) 
P '" ox p ~ oy mxg oy oy P Oy (40) 

where the bars indicate mean values. For incompressible 
flow, equation (40) reduces to 

(41) 

Equation (41) is similar to the equation found in reference 
27 by use of the momentum-transfer theory. differing only 

in the definition of lm",g. Equation (41) was olved by 
u e of the same assumptions used in reference 27: constant 
momentum in the x-direction at any section of the jet; 
proportionality of lm",g to x in an x-direction; and constancy 
of lmxg across any section in a y-direction. That is, 

where [x ,max is the velocily on the jet axis, and Yo is ihe 
maximum jet spread on one side of the jet. Equalion (41) 
yields the same distribulion for velocity as the momentum
transfer theory of reference 27 : 

[' = 1.31 k4F(cr) 
Z (Yn)h (42a) 

Yo=3 .02kgSx (42b) 

This olution i expres eel in figure 43 in term of climen
sionless ratio of [x / C I •max for any cro s section. Good 
agreement of experimental and theoretical profile ha been 
found. 
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The theoi'Y of plane-parallel jet mixing was extended by 
Howarth (ref. 30) to axisymmetric free jets. For these 
jets, the equations of motion for each of two theories are 
as follows: 
Momentum-transfer theory: 

U oUx+U oUx=! ~([2 oUx OUx) x ox T or l ' Or mr g or r Or (43) 

Modified vorticity-transfer theor~T : 

U oUx+U oUX _ l2 OUx(02Ux+! oUx) (44) x ox T or - mZK or or2 T or 

These equations were solved by use of assumptions similar 
to those used in equation (41). Although the two different 
theories yield approximately the same result , slightly 
better agreement with experiment was obtained with the 
moment'um-transfer theory. The solution of equation (43 ) 
involved use of the stream function 'lI, defined in as ump
tion (5) of equation (37). The value of Ux at any radius /' 
was determined as 

U ks T"'( ) x=4.65 -.:I' u 
To 

(45a) 

(45b) 

where To is the maximum spread of the jet at any cross 
section. This solution is expressed in figure 43 in terms of 
dimensionless ratios for any cross section. According to 
Howarth, these results are fairly accurate, at least over the 
central portion of the jet, at distances uownstream of the 
nozzle greater than 8 jet-nozzle diameters. 

Turbulent-flow temperature profiles: Abramovich (ref. 29) 
indicates the differential equation of heat balance for plane
parallel free jets emanating into fluids of different temper
atures to be 

oT U oT+ F oT 0 
p ~+ p x ox pu v Oy = 

(46) 

where all values are instantaneous. Equation (46) neglects 
molecular beat conduction and conversion of the energy of 
viscous forces into heat with respect to turbulent heat trans
fer in the same manner as friction due to viscosity was 
disregarded in equation (40) relative to turbulent friction. 
By use of instantaneous and fluctuating values of variables 
and by assuming 

poT 
Tt= O (steady flow) 

and 

equation (46) becomes 

-U oT+-U oT =12 [Oli 9"Cx OT+~( oUx OT)] (47) 
p z ox p v Oy mxg Oy O1.J Oy Oy p oy OJI 

which, for incompressible flow, reduces t.o 

(48) 

wbere t,be bars indicate mean values. Reference 29 presents 
a correlation of the solution of equation (48) in terms of a 
dimensionless parameter 

where 
T temperature at any point in jet mixing region 
TI temperature of fluid at rest in space surrounding jet 
T j temperature at any point in region of undisturbed flow 

in jet, or in potential core 
This temperature coefficient bas been used by otber authors. 
Howarth (ref. 30), however, presents a solution of equation 
(48) as 

Clemp 

Otemv,maz 
[F(u)]v, 

where Cl emp, max and Ux,max cx (l /x)'". This solution is pre
sented in figure 44. 
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For axisymmetric free jets, the differential equation of 
heat transfer becomes (ref. 30) 

(49) 

Similar boundary conditions apply for velocity and temper
ature distributions based on the momentum-transfer theory . 
Also , equation (49) differs from equation (43) onl~- in a 
change of variable. Therefore, the solution of equation (49) 
based upon the momentum-transfer theory yields a temper
ature profile imilar to that of the velocit~- . The boundary 
conditions used for temperature distribution with the 
vorticity-transfer theory are unequal to those u ed for 
velocity distribution. Howarth (ref. 30) presents a olution 
of equation (49) as 

J
'r1x/;r' E 

( ' -- d. 
- temp =e 0 E"-£ 

( 'tem p,!nux f 

(50) 

where 

I' 
e=-

X 

A comparison of experimental and theoretical temperature 
distributions based upon the momentum-transfer and 
vorticity-tran fer theories is pre ented in figUl'e 44. The 
experimental temperature distribution more closely follows 
that predicted by the vorticity-transfer theory over mo t 

of the range. 

Occasionally, a knowledge of lines of constant temper
ature or velocity in free jets is required. olutions of the 
equation to determine constant velocity and temperature 
eli tributions in free jets indicate that isothermal and 
constant-veloeit~- lines are straight lines emanating from the 
center of the jet orifice. According to the existing data , 
turbulent-flow velocity profiles in free jets can be determined 
best by use of the momentum-transfer theory, expres ed in 
equations (41) and (43) and figure 43. Turbulent-flo\\" 
temperature profiles in free jets can be determined be t b~" 

use of the vorticity-transfer theory, expressed in equation 
(49) and figure 44. 

Goaxialjets: In contra t to a jet issuing into a fluid at re t , 
many applications e~ist iu which a jet emanates into a tream 
flowing parallel to the jet .. axis. Reference 31 presents a 
solution to an isothermal mL'i:ing problem of this type in 
terms of the momentum-transfer theory. The equations of 
motion for the region of fully developed flow and the region 
containing a uniform velocity potential core were solved by 
use of proper boundary conditions with the requirement that 
continuous values of jet radii and velocities exist at the 
intersection of the two regions. The following assumptions 
were made in the solution: 

(1) Incompressible flow 
(2) Pressure gradients near jet small enough to be 

neglected 
(3) Constant velocity throughout potenlia,l core 
(4) Constant momentum in x-direct.ion at any jet section 
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(5) ~1ixing length [mIg proportional to width of mixing 
r€'gion 

(6) Lateral eli tribution of velocity 111 reglOn containing 
potential core equal to 

T T U +UJ - 1[1 ( ro-r )] vx= I --- -COS1l" --
2 I'o-rpr. 

(51) 

(7) Lateral velociLy eli tribution in fully developed jet 
equal to 

(52) 

where all velocities are in the x-direction, and 

U x velocity at any position in jet 
U1 velocity of coaxial stream 
Uj velocity of jet 
1', ouler radius of fully developed jet 
I' radial distance from jet axis to point where 

Ux is measured 
rpe radius of potential core 
Ux.mQx velocity on jet axis 

(8) ~fixing-Iellgth parameter c equal to (O.0067)~i (differs 
slightly, approximately 14 percent, from a value found 
in another reference) 

A diagram of the jet and the results of the analysis are pl'e-
ented in figures 45 and 46. Results of the analysis indi

cated that (1) length of t.he potential core decreases with 
decrea ing ratios of stream-to-jet velocity to approximately 
3.1 jet diameters for a free jet, and (2) similar to free jets, 
constant-velocity lines are approximately straight, emanating 
from the center of the jet orifice. Similar results have been 
found by other investigators. 
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jets (ref. 31). 

Normal jets: No theoretical data expressing the distri
bution of temperature or velocity in a fluid jet entering a 
fluid stream flowing normal to the jet were found. How
ever, a theoretical analysis for the penetration of a cold jet 
into a hot fluid stre.am is presented in reference 32. Velocity 
and temperature distributions for free jets and a negligible 
pressure gradient at the mixing section were assumed. Re
sults of the analysis indicated that penetration j of normal 
jets could be expressed as 

'-F[( Momentum of jet )x 
J- Momentum of fluid stream 

(
Volume flow of fluid stream )2J 

Total volume flow of fluid stream and jet (53) 

For penetration of circular normal jets into fluid streams 
in rectangular ducts of width W at and depth bat, penetration 
at a distance x,/bdt from the orifice centerline is suggested as 

where 

d, jet-orifice diameter 
T, temperature of fluid stream 
T, temperature of jet fluid 

(54) 

Oblique jets: Jets entering a moving stream may enter at 
any angle from 0° to 180°. As such, the complex mixing 
problem does not lend itself to a ready solution. However, 
Ehrich (ref. 33) has analyzed the problem for oblique jets 
by means of a simplified two-dimensional potential-flow 
analysis. Essentially, Ehrich assumed that a jet entering a 
moving stream at an angle is separated from the main stream 
by a streamline and has a constant velocity. Thus, no dis
continuities exist across the streamline. The jet wake down
stream of the jet was assumed to be an area of dead fluid 
separated from the jet by a constant-pressure vortex sheet. 

These assumptions oversimplify the problem of jet pene
tration into moving streams. However, the analysis does 
lead to a convenient method of calculating the relation be
tween geometric and velocity parameters. In addition,. 
qualitative agreement was obtained for the theoretical solu
tion of flow from a two-dimensional orifice and experimental 
data for the approximately comparable case of a circular jet. 

Multiple jets. Two expressions for the penetration of mul
tiple jets into fluid streams are presented in reference 32. For 
the penetration of N jets entering a fluid stream at right 
angles through N circular orifices spaced laterally across a 
rectangular duct of width Ti\"dt and depth bdt , penetration at 
a distance xj/bdt from the orifice centerline is suggested as 

(55) 

~ o experimental data using this parameter were included in 
reference 32 . For the penetration of N jets entering a fluid 
stream at right angles through N circular orifices equally 
spaced circumferentially around a duct of diameter dat , the 
expression suggested for a distance xi/ddt from the orifice 
centerline is 

RI ' . j F d;;;U; -Yr, (6) 
[ 

d, ['-, IT, ] 
e ative penetratlOn -d = (d )2 V 5 

dt l+N -.1... _] 
ddt V, 

TO experimental data using this parameter were included. 
Experimental data.-Despite an abu~dance of theoretical 

analyses of jets issuing into gases at rest. or in motion, many 
disagreements exist between theoretical and experimental 
results. Likewise, application of fundamental jet-penetration 
data to jet-engine combustors has given results in disagree
ment with theory. Disagreements may be attributed 
to various factors such as direction, size, shape, and orien
tation of the jets relative to the main fluid, and the presence 
of other jets resulting in possible jet interaction. 

Free jets: Turhulent-flow velocity profiles: Much of the 
extant experimental data relative to gas jets concerns free 
jets mLxing with air. In general, data are presented in terms 
of velocity distributions in both the potential core in axially 
symmetric jets and in the region of fully developed jet flow. 
Equations written to fit the experimental data for isothermal 
free jets mixing with air are presented in reference 34. Data 
are expressed in terms of momentum-flux velocity ratios, in 
which 

IrF Momentum-flux velocity=-y p p x (57) 

where Ux is the instantaneous velocity in the jet in the x
direction at any radius r and longitudinal distance x, and p 

is the instantaneous density of the fluid. The value of pVi 
is determined from impact tube measurements, and Ii is de
termined from static temperature and pressure. For incom-
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pressible flow, the momentum-flux velocity is approximately 
~Ui. ?<.Iomentum-flux yelocity ratios of an isothermal free 
jet are pre ented in figure 47 for the potential core, a transi
tion region at the rnd of the potential core, and the region 
of fully developed flow. ::'-.Iany of the data are presented, as 
in many references, in terms of a half-radius, that is, the jet 
radius at which the momentum-flux velocity equal half the 
momentum-flux nlocity on the jet axis at the same longi
tudinal distance from the jet orifice. The data indicate that 

(1) The potential core within which the flux nlocity ratios 
are constant radially is approximately 3.5 jet-orifice diam
eters long. 

(2) The radius of the potential core could be expres ed as 

(58) 

where Tvc is the potential-core radius at any longitudinal dis
tance x. Velocity ratios within the potential core (less than 
3.5 diam downstream) cIo ely approached 11 single generalized 
curve. Within the transition region, however, a different 
curve could be drawn from those for distances farther down
stream. Radial flux yelocity ratios, covering a range of jet 
velocities from 166 to 01 feet per second and distances from 
10 to 30 jet diameters downstream of the jet orifi e, were 
correlated by the following expression: 

(59) 

</1 

Some data ar reported in reference 35 from an investiga
tion of momentum and mass transfer in coaxial jets. Iso
thermal experiments were conducted with homogeneous 
mixtures of air and helium flowing from X-inch- and l-inch
diameter nozzles into a coa}"'ial stream of air in a 4-inch;
diameter duct. Extrapolation of the results to the case of a 
free jet-that is, zero coaxial stream velocity-shows that 

(1) The potential core is 4.0 jet-orifice diameters long. 
(2) The velocity in the fully developed flow region (down

stream of the potential core) can be repre ented by 

U x =~ (l+CO ~) 
x.max 2 2r~" 

(60) 

The potential-core length is slightly larger than the experi
mental value (3.5 cliam) of reference 34 and the theoretical 
valu e (3.1 diam) of reference 31. However, the lateral 
velocity eli tributioll agrees exactly with the theOI'eti
cal distribution of quire and TrounceI' (eq. (52» and fairly 
well with the experimental curve of reference 34 (eq. (59», 
a shown in figure 47(c) . 

Axial velocity distribution within the fully developed flow 
region of the circular isothermal free jets of reference 34 
could be cIo el~' approximated by 

,LTi. mar 
- -

1 
x 

0.1508 d, 
(61 ) 

The curY(' of figure 4 and the experimental data agree 
cIo ely with t11e previoll ly ~lis(,\l sed theoretical analysis of a 
s~'minetrical jet in which it was a umed, because of a 
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constancy of momentum at any jet section, that 

1 
U x. max ex: x (62) 

This expression for axial velocity distribution agrees cIo ely 
with an expression of Squire (ref. 36), ,,-ho recommended 
usc of the relation 

Ux.m.ax 6.5 (63 ) 
--u;- x 

dj 

Extrapolation of the data of reference 35 for coaxial jets 
to a free jet gives the axial velocity distribution as 

(64) 

The large discrepancy between equation (64) and equations 
(6 1) and (63) may be due in pa.rt to the experimental con
figuration of reference 35. 

A large amount of data relative to axisymmetric free jets 
in air is summarized in reference 36. Half-velocity radii in 
the fully developed flow region of a free jet in air are pre
sented in figure 49 . Experimental data from references 34 
and 37 and theoretical data from references 31 and 38 are 
also included. Reichardt (ref. 38) expre eel the half-radiu 
at any longitudinal position as 

rh=0.0725 x, In 4 (65) 

This expression and the experimental data of reference 34 
agree closely with the data of figure 49 , which indicate the 
lin es of half-velocity radii to lie on a cone of half-angle of 
50, with the cone apex at the center of the jet orifice, for 
dislances greater than 10 jet diameter from the orifice. 

.:\.. mall amount of data included in reference 36 for 0.1-
velocity radii is also presented in figure 49. For the 0.1-
v elocity radii, straight lines emanate from the center of the 
jet orifice at an angle of 9.20. 
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FIGURE 49.-Velocity di tributions in axisymmetric free jets in ' air. 

A small amount of experimental data pertaining to the 
velocity distribution in two-dimensional jets is available. 
For two-dimensional a.nd axisymmetric free jets, theoretical 
analyses indicate that 

(1) For two-dimensional jets, Ux•max ex: l /x>~ 

(2) For axisymmetric jets, Ux• max ex: l /x 

Using these r elations, Squire (ref. 36) infers that expressions 
applicable to axisymmetric jets may be applied to two
dimensional jets by replacing (x/d,) with (x/y»' wherever 
(x/dJ appears. Howarth (ref. 30) presents some experi
mental data from a previous investigator on the velocity 
profiles in a two-dimensional free jet and compares them with 
the theoretical distribution derived from the momentum
transfer and modified vorticity-transfer theories, both of 

which give the same theoretical velocity profile. Excel
lent agreement of experimental and theoretical data is indi
cated. The large amount of data on free jets includes many 
expressions for velocity distributions. For free jets (ex
cluding the jets of ref. 35), recommended expressions for the 
radius of'the potential core and lateral and axial velocity 
distributions are equations (58) , (59), and (61), respectively. 
Half- and O.I-velocity radii can be determined from figure 49. 

Turbulent-flow temperature profiles: Experimental dis
tributions of temperature in axisymmetric free jets are pre
sented in figure 50. Results are expressed in terms of ha1£
temperature- and O.l-temperature-coefficient radii. In thfl 
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same manner as the velocity ratios, the temperature
coefficient ratios are defined as the ratio of the temperature 
coefficient C l em p at any point to the temperature coefficient 
Clemp.max at a point on the axi in the same longitudinal 
plane. The temperature coefficient Ctemp has been defined 
in the theoretical section considering temperature profiles in 
turbulent flow. For distances greater than 5 jet-orifice 
diameters downstream, straight lines of half-temperature
coefficient ratios lie on a cone of half-angle of 6.7 0

, with the 
apex of the cone at the center of the jet orifice. For 0.1-
temperature-coefficient ratios, the distance downstream 
must be greater than 10 jet-orifice diameters, and the half
angle is 11. 7°. 

Longitudinal distribu tion of temperature in axis)'ll'.IP.etric 
free jets is shown in figure 51. The tewperature .of the jet 
remains approxim.ately constant for a distance of about 5 
diam.eters, or the length of the potential core. For distances 
from 10 to 50 jet-orifice diameters from. the orifice, 

C =4.8 
temp.mJlX X 

(66) 
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This equation is recommended by Squire (ref. 36) as repre
sentative of the temperature distribution on the jet axis. 
A better expression for axial temperature distribution, for 
distances from 5 to 20 jet-orifice diameters from the orifice, is 

C
temp

, max = 3(:) -0.845 (67) 

No experimental data showing the temperature distribu
tion in two-dimensional free jets were found. However, 
Howarth (ref. 30) assumes that the agreement of experi
mental and theoretical temperature distributions in two
dimensional free jets is as good as with axisymmetric jets. 

As will be indicated in the section AERODYNAMIC 

MIXING, the diffusions of mass and heat occur at approxi
mately equal ra.tes for the separate cases of mass and heat 
transfer. Thus, it has been concluded that the transport 
of heat and mass will result in similar mixing patterns. 

Turbulence intensity and scale: Hot-wire-anemometer 
measurements of the intensity and scale of turbulence in free 
jets have been reported in various references. One of the 
most recent of these (ref. 39) describes tests conducted with 
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a 3.5 -inch-diameter free air jet. The experiments included 
the effects of jet Mach number, which was varied from 0.2 
to 0.7, and jet Reynolds number (based on jet radius), 
which was varied between 192 X l 03 and 725 Xl 03. The 
intensity of turbulence, which is expressed as the percent
age ratio of the root-mean-square value of the fluctuating 
velocity component in the x-direction to the jet velocity, is 
shown in figure 52 as a function of the distance from the jet 
centerline and Mach and Reynolds numbers. The intensity 
of turbulence is a maximum at a distance of approximately 
0.5 jet diameter from the jet centerline and decreases with 
increasing Mach and Reynolds numbers. 

Lateral and longitudinal scales of turbulence are presented 
in figure 53. Both scales of turbulence vary proportionally 
with the distance from the jet orifice, and the lateral scale 
is much smaller than the longitudinal scale. As shown by 
the straight lines fitted to the experimental data by the 
method of least squares, the lateral scale of turbulence 
could be expressed by 
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and the longitudinal scale of turbulence could be expressed 
by 

2'Eu.x= 0.064x+ O.35 (69) 

As shown in figure 53, the longitudinal and lateral scales of 
turbulence were nearly independent of Mach and/or Reynolds 
numbers. In addition , little variation of the lateral scale 
of turbulence was noted with distance from the jet centerline, 
while the longitudinal scale of turbulence was a maximum 
at a distance from the jet centerline of about 0.35 to 0.40 
jet-orifice diameter. 

Coaxial jets: Velocity measurements: In general, only a 
free jet spreads conically. Also, a boundary layer from the 
tube or nacelle containing the jet may have an important 
influence on the jet when the stream velocity is an appre
ciable fraction of the jet velocity. As a result, correlation 
of experimental data has led to general empirical rules 
concerning the charact.eristics of coaxial jets. 

quire (ref. 36) states that 

(
Increase in radii of half-:eloci~y or .0.1-) cc (Uj-UI) (70) 
veloci ty circles above radius of ] et orifice U j 

This expression should not be applied for longitudinal dis
tances greater than 30 jet-orifice diameters downstream. 
For the same longitudinal distances and for values of UI/Uj 
less than 0.6, the velocity on the axis can be approximated by 

6.5 

1-0.6g: 
(71) 

An approximation for the length of the potential core is 

Potential-core length cc (Uj~U) (72) 

Forstall and Shapiro (ref. 35) presen t the following empirical 
equations for coaxial jets: 

Uj-U, 

r~i "'" (x)----u'i 

Uj-U, 

ro "'" (x) ----u'i 

(73) 

(74) 

(75) 

(76) 

(77) 

(78) 

Discrepancies exist between these equations and the empirical 
correlations of reference 36. However, equation (70) 
approximates a similar theoretical equation of reference 31. 

Temperature measurements: In general, temperature 
measurements in coaxial jets are less extensive than velocity 
measurements. However, Squire (ref. 36) suggests the fol
lowing empirical relation based largely on the previous corre
sponding velocity relation: 

(
Increase in radii of half-te!llpera:ture-) (U

1
-UI) 

or O.l-temperature-coefficlCnt clrcles cc U 
above radius of jet orifice 1 

(79) 

This approximation applies at longitudinal distance of less 
than 30 jet-orifice diameters from the jet orifice. 

The temperature coefficien t Ctemv.max at any po in t on the 
jet axis can be approximated by 

4.8 
(80) 1-(}.6 g: 

The use of the velocity basis for the preceding temperature 
approximations reflects the inadequacy of experimen tal data. 
As indicated in the theoretical discussion of coaxial jets, there 
is little agreement of velocity and temperature profiles. For 
coaxial jets, recommended expressions for correlation of jet 
size and velocity parameters are equations (73) to (78) (ref. 
35). Recommended expressions for temperature parameters 
are equations (79) and (80) (ref. 36) . 

Normal jets: The penetration of gas jets in to gases moving 
normal to the jet is of special interest in the de ign of com
bustion chambers of turbojet engines in which the openings 
for air admission are generally normal to the flow direction of 
the hot gases. In general, the definition of jet penetration 
and the degree of mixing have been arbitrarily specified by 
differen t investigators. As a result, differen t correlations of 
experimental data have been developed. 

Penetration: Experimen tal data indicating the relative 
penetration and mixing of jets of cold ail' (temperature, 
approximately 575 0 R) with a normal flowing stream of hot 
air (temperature, approximately 1350 0 R) are pre ented in 
reference 32. Penetration was defined as the normal distance 
from the plane of the cold-air orifice to the point of minimum 
temperature 1.5 duct widths downstream of the orifice center
line. It is concluded in reference 32 that 

(1) For circular cold-air jets of different diameters and a 
range of velocities and temperatures of the two streams, 

j Penetration 
-or 
bdt Duct depth 

k k M omentum, hot stream [ (

MOmentum, cold stream)H] 

g+ 10 (,Z Volumetric flow rate ) 
Volume-flow rate, h . t 

stream 

(81) 

This relation holds until the relative penetration becomeE. 
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approximately 0.6, at which time the edge of the cold-air 
jet approaches the opposi te wall of the duct. 

(2) For the same open area, circular and square holes give 
approximaLely the same penetration, while longitudinal and 
transverse rectangular holes give better and worse penetra
tion, respectively (fig. 54). 

(3) In general, mainstream turbulence reduces jet pene
tmtion. Data expressing the effect of turbulence on jet 
penetration are very meager in the literature. The qualita
tive results quoted herein may depend to some extent on 
how the main tream turbulence is generated. 

(4) Pre sure losses are les for a given penetration by u e 
of a small number of large holes than b)' use of a large num
ber of small holes. 

Results from a imilar invest igation in a l %-inch-square 
duct in which hoL-air jet (temperature, approximately 
1040° R) entered normal flowing streams of cold air (tem
perature, approximatel~' 600° R) through different haped 
openings arc presen ted in reference 40. Penetration was 
defined in the same manner as in reference 32, except that no 
limitations were imposed on the distance downstream of the 
orifice centerline. Relative penetration data were satisfac
torily correlated in terms of either mass or momentum ratios 
of the hot stream to the cold stream. Relative penetratio n 
increased with increases in eiLher mas or momentum ratios. 
The effect of hole shape on relative penetration was general
ized by dividing the relative penetration of jets from equal
area holes of circular, square, and longitudinally rectangular 
shape (ref. 32) by the longitudinal length of the hole (fig. 54). 

Penetration data for heated circular jets of air (temper
ature, approximately 860 0 R ) entering normally a 2- by 
20-inch duct filled with a stream of cold air (temperature, 
ambient) flowing at velocities of 260 or 360 feet per second 
are presented in reference 4l. Penetration was defined as 
the distance to the point at which the temperature was 1 ° 
R greater than the fre e-stream total temperature. Data 
expressmg the penetration were correlated by the expres
SlOn 

(82) 

where Uj is the velocity of the jet at the vena contracta 
and Pj is the density of the jet fluid at the vena contracta. 
Penetration was unaffected by variations of Reynolds number 
from 0.6 X 105 to 5.0X 105, viscosity ratios of the two streams 
from 1.5 to l.9, and ratios of duct. width to jet diameter from 
3.2 to 8.0. 

A similar relation was found (ref. 42) for the penetration 
of liquid jets of water injected normally from small, simple, 
orifice-type nozzles into a high-velocity stream of air 
(velocity, approximately 700 ft /sec). Penetration, defined 
as the maximum penetration of liquid at any longitudinal 
position, was determined photographically. The data were 
correlated by the following empirical expression: 

- =0.450 - - -(j) (U1)O.95(pj)O.74(X,)O. 22 

dj U I PI dj 

(83) 

Temperature distribution : No dll,ta indicative of the 
temperature profiles of a cold jet entering a normal moving 

stream of hot gases were found. However, the entry of hot 
gases into a normal moving stream of rold air has been 
investigated (ref. 43 ). Temperatures of the hot gases 
ranged from 660° to 860° R ; orifice diameters, from 0.250 
to 0.625 inch ; and free-stream velocities, from 160 to 390 
feet per second. Orifice pressure ratios, which were m.uch 
higher than would be encountered in turbojet comblls
tors, ranged from ] .20 to 3.70. A method wa presented 
for simple determination of the temperature profile down
stream of the jet orifice. The procedure involves deter
mination of the penetration of the jet at two positions and 
determination of the upper and lower slopes of the profile. 
The slopes of the profile are function of several dimen ionless 
exponential ratio in which the exponents arc functions of 
the test equipment and conditions. The maximum tem
perature difference at any downstream po iLion was found 
to be a function of the difference between jet and main
stream temperatures, and of the ratios of jet-orifice diameter 
to main tream width and longitudinal distan(,e down tream. 

Figure 54 is recommended for determining the penetration 
of single cold-air jets entering a flowing stream of hot gases. 
This figure is more applicable to the design or analysis of 
turbojet combustors which have low orifice pressure ratios. 
For penetration of gas jets from orifices having high pressure 
ratios, equation (82) is recommended. 

Oblique jets: Penetration: Data expressing the effect of 
fluid jets mixing with fluids flowing at angles other than 0° 
or 90° are meager. The investigators of reference 40, varied 
the entrance angle of hot circular jets to include angles of 
22Xo, 45°, 90°, and 135° with the direction of flow of the 
main stream. In general, maximum and minimum penetra
tions were obtained with jets at 90° and 22Xo to the direction 
of flow of the main stream for all momentum ratios and 
distances downstream of the jet-orifice centerline. For 
angles of 135° or 45°, the better angle for penetration 
depended upon the position downstream and the momentum 
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ratio of the two streams. Representative data are pre
sented in figure 55 (ref. 40) in terms of relative penetration 
of the jets. 

Temperature distribution: Data expressing the temper
ature distribution in oblique jets are meager. However, 
Squire (ref. 36) presents general data for the distribution of 
temperature in a hot jet entering a cold stream from a 1-inch
diameter circular orifice in the wall of a 3-inch-diameter 
body. The angle between streams was 15°. Representative 
data for this configuration are presented in figure 56. With 
increasing mainstream velocities, the spread of the jet is 
reduced and the centerline of the temperature profiles is 
bent downstream. In addition, at a stream-to-jet velocity 
ratio of approximately 0.4, the centerline of the jet becomes 
parallel to the mainstream flow at approximately 8 inches 
downstream of the center of the jet orifice. 

Multiple jets: Multiple jets and their interaction or 
combination are of special interest in the design of combus
tion chambers in which air openings are generally closely 
spaced. In addition, the interaction or coalescence of jets 
may be important in the design of several jet engines 
mounted together to form a single propulsive unit. 

Free-jet velocity distribution: Qualitative data are pre
sented by Squire (ref. 36) for two 0.6-inch-diameter jets, 
with centers 2 inches apart exhausting into still air. At a 
distance of 17 jet-orifice diameters downstream of the plane 
of the orifices, the velocity distribution indicated the separate 
jet origins. At 45 jet diameters downstream, the jets had 
coalesced and a single jet-velocity distribution existed. As 
a rough approximation to determine the velocity at any 
point in a field of two adjacent free jets, Squire suggests that 

where 

U velocity at point with both jets 
UD velocity at point in first jet 
U B velocity at point in second jet 

(84) 

In addition, Squire states that a row of jets coalesces and 
behaves as a two-dimensional jet at sufficient distances from 
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834 0 R (ref. 36). 

the orifices. At distances greater than 10 times the distance 
between the centers of the individual orifices, the flow will 
approximate the flow for a two-dimensional jet of the same 
momentum per unit length. 

Free-jet spreading and interaction: Baron and Alexander 
(ref. 44) determined the flow field in regions near a free jet 
of finite diameter by superposition of a number of solutions 
of the flow field for point sources. In reference 45 this 
method was also applied to regions well downstream of two 
parallel free jets. From the superposition of solutions, 

where 

pUt momentum flux at point with both jets 
pU1 momentum flux at point in first jet 
pUi momentum flux at point in second jet 

(85) 
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Equation (85) is very similar to the equation of Squire 
(rq. (84)) . Figure 57(a) (ref. 46) gives a comparison of 
experimental data in the plane of the jet centerlinE's with 
values of pU2 predicted from equation (85). The general 
agreement is satisfactory. However, the comparisons for 
all the data indicate that the method of superposition tends 
to give values lower than the data in the region between 
the jets and values higher than the data in the outer regions 
(refs. 46 and 47) . For parallel jets, the disagreement was 
not excessive. 

For nonparallel or impinging jets, Baron and Bollinger 
(ref. 46) found the method of superposition to be unsatis
factory for determining the flow field. Figure 57(b) (ref. 
46) illustrates the disagreement between predicted and 
experimental values for an included angle of 14°. The dis
crepancy between experimen tal and predicted values in
creased rapidly with increases in the included angle. Mutual 
entrainment and variation of static pressure in t.he region 
between the jets were suggested as probable causes for the 
large discrepancies between predicted and experimental 
values. Equation (85) should not be used when the angle 
between jet centerlines is greater than 14°. 

Normal jets: Multiple gas jets en tering normal flowing 
gas streams are discussed briefly in r eference 32. K 0 quali
t.ative data are presented. However, included schlieren 
photographs indicate that two orifices in line in t.he flow 
direction give better penetration than orifices staggercd in 
position. Reference 32 suggests that the mL'l:ing with 
circular openings in line is similar to that with longitudinal 
slots. For longitudinal slots, it is hypothesized that the 
wake of the upstream half of the jet allows the downstream 
halI to penetrate farther into the hot stream than would be 
possible otherwise. It is also suggested that the optimum 
distance between jet centerlines should be approximately 2 
jet-orifice diameters. 

Orifice coefficients: Determination of mass flows through 
openings in combustion chambers requires a knowledge 
of the orifice pressure ratios and discharge coefficien ts. 
Much data are available pertaining to the discharge coeffi
cients of orifices in a plane normal to a fluid flowing in a 
duct. However, in combustion chambers of ramjet or 
turbojet engines, the relative position of openings and the 
presence of flame and crossflow of gases generally limit the 
applicability of such data. As a result, various investigators 
have attempted to simulate the flow conditions in combustors 
for experimental determination of orifice coefficients. 

Some of the parameters investigated in the experimental 
study of flow coefficients are orifice sizes, shapes, and pres
sure ratios, and velocities and Reynolds numbers of 
the gas streams. Callaghan and Bowden (ref. 48) deter
mined the discharge coefficients of gas jets normal to air
streams as a function of orifice pressure ratios and jet 
Reynolds numbers for circular, square, and elliptical orifices. 
The effect of airstream velocity was also investigated. How
ever, most of the data presented are for much higher orifice 
pressure ratios than would normally be encountered 
in jet-engine combustors. For orifices of the same area, 
elliptical orifices (with the major axis parallel to the direc
tion of flow of the main stream) had higher discharge co-
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efficients, followed by square and ('ircular orifi('('s. The dis
charge coefficient increased with increasrs in major- to 
minor-axis ratios. These rrsults agree in genrral with the 
results of reference 32, in which maximum pt'nrtration of 
jets from longitudinal slots was comparrd with that of circlr 
and squarrs of the same area. 

The experimental data of refrrence 48 werc ('olTrlatrd in 
terms of jet Reynolds numbers and orificr pn'SSUl'e ratios. 
For jet Reynolds numbers from 0.3 X 105 to 3.6 X 105 and 
orifice pressure ratios from 1.15 'lO 2.09, the following corre
lations were obtained for jets rmanating from sharp-rdged 
orifices into still air: 

Circular orifices: 

;=0.948+4.83 (Re)X lO-4 + 53.8) - 1 (86) 

4>=0.151 ~/+0.44 

Square orifices: 
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<1>=0.150 ~/+0.467 

Elliptical orifices: 

~h=0.964+0.130 (ReJ~1O-4+0.63) -1 (88) 

<1>=0.149 ~/+0.469 

P, j 
cp=5.97 p'-4.17 

J 

In addition, discharge coefficients for jets entering main 
streams having velocities as great as 380 feet per second can 
be calculated from the preceding formulas. However, the 
static pressure of the jet must be calculated from the static 
pressure of the main stream by use of the Bernoulli and con
tinuity equations based on open area at the orifice, using the 
mainstream width minus the maximum width of the jet. 

Some data indicating the effect of internal or external 
crossBow and orifice pressure ratios are available in refer
ence 49. Representative data for zero internal flow and 
various external velocities with %-inch-diameter orifices are 
presented in figure 58. For zero external crossBow, the 
orifice is similar to a normal ASME orifice in a straight pipe 
with a discharge coefficient of approximately 0.6. The dis
charge coefficient decreases with increasing external veloci
ties and decreasing orifice pressure ratios. These trends 
agrej3 qualitatively with the results of reference 48. 

Much data within the range of orifice pressure ratios in 
the combustion chambers of jet engines are presented in 
reference 49. Representative discharge coefficients of two 
circular orifices are presented in figure 59 in terms of t:.Plq. 
and various external-internal flow velocity ratios. In general, 
orifice discharge coefficients increased with decreases in 
external-internal flow velocity ratios and orifice diameters. 
The change in slope of the curves of figure 59 is hypothesized 
to be the result of opposite influences exerted by the internal 
and external lateral velocities. That is, an interaction 
that depends upon the velocity ratio occurs. For external
internal velocity ratios less than approximately 2, the internal 
velocity is more important, the external velocity being more 
important at velocity rati.os greater than 2. 

Reference 18 has stated that the effect of inclination of 
orifices to the direction of flow can be taken into account by 
multiplying the discharge coefficients read from figures 58 
and 59 by a correction factor O",COTrIO". This correction 
factor is plotted in figure 60 as a function of the angle of 
inclination between the orifice centerline and the direction 
of flow of the main stream. The orifice discharge coefficient 
increases with a decrease in the angle between the orifice 
centerline and the flow direction. 

As a first approximation for use in combustion chambers 
of jet engines, 0.6 should be used for orifice discharge coeffi
cients unless appreciable internal or external crossBow exists. 
In such cases, a discharge coefficien t can be read from figure 
58 or 59 and corrected for orifice inclination by the correc
tion factor of figure 60. 
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AERODYNAMIC MIXING 

The aerodynamic mixing of mass, heat, and momentum is 
of fundamental importance to many of the processes involved 
in converting the heat energy of fuel to an optimum distri
bution of momentum in the working fluid stream of jet 
engines. The processes involving aerodynamic mixing in
clude fuel-air mixing, combustion , and jet mixing, all of 
which occur under turbulent-flow conditions . For this rea
SOl1, the discussion of mixing emphasizes turbulent transport 
in high-velocity gas streams. 

The mixing of quantities ueh as mass, heat , and momen
tum in turbulent gas streams is accompli hed by the gross 
transport of large groups of gas molecules by means of the 
turbulent fluid motion, with local mixing' proceeding by 
means of molecular motion. The turbulent and molecular 
mixing of heat and mass follows the same general laws, from 
which differential equations may be formed for use in the 
solution of problems in the diffusion of mass and heat in 
t urbulen t s treams. Solu Lion of the differen tial equations of 
diffusion i complicated by the dependence of the molecular 
diffusion corfficients on trmperalure and pressure, and the de
pendence of the turbulent diffusion coefficients on time. For 
application where the molecular diffu ion coefficient is 
conslan t or negligible compared wi th the turbulen t diffu ion 
corfficient , a generalizrd form of the differential equation of 
diffusion may bc used to obtain exact or graphical solutions 
for a wide variety of transport problems encoun trred in jet
engine combustor design. The following sections include a 
general discuss ion of the theory of turbulent diffusion a dis-. , 
cussion of the solution of the differential equations of dif
fu ion , a tabulation of solution of transport problems for a 
wide variety of boundary conditions, a discus ion of the 
effect of periodic flow fluctuations on transport, and appli
cation of turbulent diffu ion theory to problem in fuel-air 
mixing. For the mo t part, the discussion and solutions 
per tain to the time-mean concentration of rna s or heat aL 
fixed po in ts in fluid streams. 

D1FFUSlO 

Fundamental equations .-Empiricallaws of heat, mass, and 
momentum transfer: The differential equations describing the 
transfer of heat, mass, and momentum arise from a set of 
similar empirical laws, each of which states that the flux of 
a quantity being transferred through a unit area is equal to 
the concentration gradient of the diffusing quantity multi
plied by a coefficient. As shown in reference 35, these laws 
may be tabulated for comparison between the molecular and 
t urbulen t cases as follows: 

Empirical Diffusion Laminar flow I Turbulent flo,," 
law of (molecular) I 

Fick ________ Mass __ _ ___ W oC(/ 
A:=D MOX 

W 0'£ 
A: = Dr·.,oX 

Biot-Fourier _ HeaL ______ o K oT o oT 
pc"A= pC" oX pc"A =D r .Hox 

Momentum _ TY=!!. OU Tg_ oU 

P p oX -,;-Dr.momox 

---

The e empirical laws may be correlated b,- the Prandtl and 
Schmidt numbers for both laminar and t~rblllent flow: 

Number Laminar 

I 
Turbulent 

Prand tL ________________ pr= (!!.)/~ P _ Dr.mom rr---
p pc" 

I 
. Dr.H 

Schmidt. __________ - - - -- SC=(~)/(DM) Sc _ Dr .mom ,._--
I 

Dr .AI 

Experimental data on the diffusion of mass heat and , , 
momentum are summarized in reference 35 as follows: 

Fluid flowing Diffusing material 

Laminar 
flow 

Turbulent 
flo'" 

Pr S c Pr r Ser 

A!r __________ Warm air _________ I~I='~I~ 
AIL _________ Helium ____ _______ __ 0.34 _____ 0.70 
Water. _ _ _ _ _ _ Sal t waLet". _ _ _ 785 _ _ _ _ _ . 64 

-

From the preceding experimental results it, may be COIl-, < 

eluded that the turbulent diffusions of heat and mass Occur 
at equal rates, since the turbulent Prandtl and Schmidt 
numbers are essentially equal for the separate cases of mass 
and heat transfer. The latter conclusion is in agreement 
with the stati tical theory of turbulent, diffusion, which is 
discus ed in the following paragraph. A neces ary prereq
uisite to the use of the empirically determined turbulent 
diffusion coefficien ts is that the turbulen t-flow fields to be 
correlated must have proportional turbulence levels and 
similar turbulen t veloci ty autocorrelation coefficien t. A 
further limitation to the use of tbe dimensionless Prandtl 
and chmidt numbers arises from the assumption of a con
stant coefficient of diffu ion, which in subsequrl\t sections is 
shown to be a function of time. 

Differential equation' oj diffusion: The differential equa
tions of diffusion may be derived from the empirical Fick and 
Biot-Fourier laws by equating the amount of the diffusi ng 
quantity entering an infinite imnl volume to the time rate of 
change of the total amount of the diffusing quanLit)- in that 
infinitesimal volume (refs. 50 and 51, p. 7). For the com
bined turbulent and molecular diffusion of mass without 
local sources or sinks, the differential equation becomes 

oC(/ 0 [ o~ 
Tt=oXt (Dr.M.i+DM.t) oXtJ (i=1,2,3) (89) 

where the Xi are rectangular coordinates. If the turbulent 
field is homogeneous and i otropic, equation (89) ma)- be 
simplified to 

(i=1,2,3) (9 0) 

The differential equation for the combined turbulent and 
molecular transport of heat without local sources or sinks is 

(i=1,2,3) (9 1) 
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A transformation of the independent variable T (tempera
ture) similar to that presented in reference 52 may be 
employed: 

(92) 

With the use of this transformation, equation (91) may be 
written as 

oh 0 [( Kt) oh ] 
ot=oXt D r .H

•
t+ pCp oXt 

(i=1,2,3) (93) 

If the turbulent field is homogeneous and isotropic, and if the 
molecular diffusivity K,jPcp is small, or nearly constant, and 
equal in all directions, equation (93) may be simplified to 

(i=1,2,3) (94) 

Exact solutions of the preceding differential equations can 
be made for a variety of transport problems only if the 
functional forms of the diffusion coefficients are known. 
The effect of temperature and pressure on the molecular 
transport coefficients D/If and K/pcp for most gaseous systems 
can be found in the literature. The turbulent diffusion 
coefficients D r .M and D r .H can be determined experimentally 
or may be predicted theoretically from knowledge of two 
fundamental parameters of the turbulent field. The rela
tion between the turbulent diffusion coefficient and the 
parameters of the turbulent field is found in the Taylor theory 
of diffusion by continuous movements, which is summarized 
in the following section. 

Homogeneous, isotropic, turbulent fields.-Dijjusion by 
continuous movements: The theory of diffusion by continuous 
movements, first presented in reference 53, is generally con
sidered to give a fundamental description of the mechanism 
of turbulent diffusion. The theory provides a coefficient of 
turbulent diffusion that may be used directly in equations 
(89), (90), (93), and (94). As shown in subsequent para
graphs, this diffusion coefficient is a function of two param
eters that characterize all turbulent fields. 

The first of the two turbulence parameters is called the 

intensity .Ju!, .Ju~, or ~, which defines the magnitude of 
the turbulent velocities in the three Cartesian coordinate 
directions: 

Sketch (e) 

where Ux is the mean stream velocity, and the time-averages 
U x, u~, and U z are all zero. The second turbulence parameter 
used in the Taylor theory is the Lagrangian double velocity 
correlation coefficient fJPLA (sometimes called the auto
correlation coefficient), which describes the degree of cor-

relation between the turbulent velocities of a particular fluid 
particle at time zero and at time t: 

!?lLA. z 
~ 

.Jui.o .Ju:.1 

where the ~LA are functions of the time interval t, and the 
double bar over the product of instantaneous velocities 
denotes an average of a large number of particle motions. 

When the turbulent field is homogeneous (.Ju~.o=.Ju~. I, 
etc.), the Lagrangian correlation coefficients may be written 
as 

f!l. = U x. OUX. I 
LA. x 2 

u" 

From the definition of the correlation coefficient ~LA.~' an 
integral equation may be written: 

(95) 

Since the mean displacement Y of a large number of fluid 
particles is given by 

and since 

equation (95) may be written as 

(96) 

As shown in references 54 and 55, the quantity ~ ~2 corre

sponds directly to the turbulent diffusion coefficient Dr, so 
that 

(97) 

(98) 

(99) 

The turbulent diffusion coefficients derived in the previous 
equations make no distinction between the transport of heat 
and mass, and are therefore considered to be applicable to 
both equations (90) and (94). It is of particular signifi
cance to note that the Taylor theory assumes a homogeneous 
turbulent field where the values of the various intensities 
and correlation coefficients do not change with position in 
the field. If the field is also isotropic, then Dr .T , D r .v, and 
Dr .• should be identical. 
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Correlation coefficient: Direct measurement of the Lagran
gian correlation coefficient f3fLa does not appear to be feasible 
by conventional anemometry techniques, since by definition 
the motion of a particular particle must be observed over a 
finite length of time. An Eulerian double velocity correla
tion coefficient f3fEU has been defined by Taylor in reference 
56 and generalized by von Karman and Howarth in reference 
57. The Eulerian correlation coefficient f3fEu describes the 
degree of correlation between fluid-particle turbulent veloci
ties at two different points in the field at the same instant. 
For a homogeneous turbulent field, the Eulerian correlation 
coefficients of interest in the present discussion are those 
relating the turbulent velocity components at the point 
(0,0,0) and (x,O,O), (O,y,O) or (O,O,z): 

If the turbulent field is also isotropic, then f3fEu.Z, (!JEU. v, and 
(!JEU .• are all identical. The correlation coefficient &lEU can 
be measured directly by conventional anemometry tech
niques (refs. 58 and 59), but to date no theoretical relation 
has been found between the Lagrangian and Eulerian corre
lation coefficients. The distinction between the two correla
tion coefficients is illustrated in the following diagram of 
particle position and turbulent velocity components: 

L 
Path of par~a' 

Ux 'a~--~-~ 
.#"'" ......... """"'--b' x 

~b._/ 
r Path of particle b 

Sketch ([) 

It is evident from this diagram that measurement of velocity 
components at the points (0,0,0) and (x,O,O) cannot result 
in the true Lagrangian correlation &lLa of either particle 
a or b. 

A turbulent diffusion experiment reported in reference 60 
indicates that the Eulerian scale of turbulence !fEU may be 
roughly equal to the Lagrangian scale of turbulence !fLa for 
turbulence Reynolds numbers (.Ju; ~u)/v>100, where the 
Eulerian and Lagrangian scales are defined by 

j"" 
~-u,.= 0 !?lEU,. dz 

!f'La,%=~ So'" flLa,,. dt 

!f'La,v=.Ju~ i'" !?lLa,v dt 

2La,'=.J;'~ So'" !?lLa,. dt 

In a recent experiment (ref. 61), a direct comparison was 
made between the Lagrangian and Eulerian correlation 
coefficients. The Lagrangian correlation coefficient was 
deduced from helium mixing data downstream of a point 
source, and the Eulerian correlation coefficient was measured 
directly by anemometry. The Lagrangian and Eulerian 
correlation coefficients were found to have the same shape 
when related by the expression 

!?lEU(Y) compared with f!!La y F. 
gJ'\ju! 

(100) 

The factor f!I was constant for any particular stream condi
tion and varied from 0.56 to 0.72 over a range of stream 
velocities. 

Dryden (ref. 62) notes that measured correlation coef
ficients commonly follow the exponential form and suggests 
that the Lagrangian correlation coefficient might have the 
form 

(101) 

where tLa is a characteristic time related to the Lagrangian 
scale by definition: 

The exponential form of the Lagrangian correlation coef
ficient, which was found in a diffusion experiment reported 
in reference 63, is used for illustration herein. An exponen
tial correlation coefficient is shown in figure 61 for typical 
ramjet-combustor approach-stream conditions of 300-feet
per-second mean stream velocity, 15-feet-per-second turbu
lence intensity, and 0.15-foot Lagrangian scale. 

In practice, the Lagrangian microscale of tmbulence ALa 

may have an appreciable effect on the form of the correlation 
coefficient (ref. 60). The microscale is defined by the 
relation 
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and its effect on the correlation coefficient is shown in figure 
61 for a microscale value of 0.0416 foot. 

The turbulent diffusion coefficient D T •v, which results 
from the correlation coefficient f!JLa.v shown in figure 61, is 
plotted in figure 62 as a function of time t and of the distance 
downstream x through the transformation x= Uxt. In order 
to illustrate the effect of turbulence scale on the turbulent 
diffusion coefficient, curves are also shown in figure 62 for a 
range of scale values, all other parameters remaining the 
same. The Cill'ves show two characteristics of the tmbulent 
diffusion coefficient: 

(1) For small times (t«tLa), or hort distances (X«UxtLa) , 
the eddy diffusion coefficient follows the form 

DT.II=U~t 

(2) For large times (t»tLa), or large distances (x» UxfLa) , 
the eddy diffusion coefficient follows the form 

DT.II= ~U~ stU •1I 

It i of particular ignificance to note that the turbulent 
diffusion coefficient is not constant, a a sumed in empirical 
treatment of diffusion, but is in reality a function of time, 
which may have a very large variation in the range of interest 
of processes uch as fuel-air mixing. 

TU1'bulence spectrum: Taylor ha shown (ref. 64) that the 
Eulerian correlation coefficient .tlfeu is related to the one
dimensional turbulence energy spectrum by the Fourier 
transform integral 

(103) 

where the spectrum density function F(h) represents the 
fraction of the total kinetic energy which lies between the 
frequencies hand h+dh, so that 
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The spectrum den ity function Fv(h) hown in figure 63 
corresponds to an Eulerian correlation coefficient of the 
exponential form 

V 

~E =e- ~u.v 
U.1I (105) 

This short di cussion of the relation between the correla
tion coefficient and the spectrum density function is presented 
to serve as a possible insight into the nature of the Lagrangian 
correlation coefficient in cases where flow fluctuations are 
present in addition to those due to turbulence proper. The 
effect of abnormal spectra on turbulent diffusion is discussed 
in a succeeding section. 

Comparison oj turbulent and molecular' diffusion: An excel
lent measure of diffusion is given by the quantity w, which 
is equivalent to the square of the standard deviation used 
in the theory of statistics. The standard square deviation 
w due to turbulence is related to the turbulent diffusion 
coefficient by the expression 

y~ rt 

WT= 2 = Jo D T •v dt (106) 

In a similar manner, the standard square deviation due to 
molecular motion is related to the molecular diffusion 

u 
Q) 

'" 

c 
.2 
u 
c 
.2 
>-

' in 
c 
Q) 
'0 

E 
2 

x 

10 
8 

6 

4 

2 

I 
.8 

6 

4 

2 

I 
8 ~ .0 

a. 
en .0 6 

.0 4 

.0 2 

I ·°.01 

I 
t---

'" ! 

1\ 

\ 

1\ 1 

II 
II 

II 
.02 .04 .06 .1 .2 . 4 .6 2 4 6 

Frequency. fr. cps 

FIOURE 63.-0ne-dimen ional spectr um of turbulence when ~Bu . • = 
-./.p. e Bu •• • Mean t rea m velocity. 300 feet per second; E ulerian 

scale 2su.~, 0. 15 foot; negligible microscale. 



BASIC CO SlDERATIONS I THE COMBUSTION OF HYDRO CARBO FUELS WITH AIR 63 

coefficien by (ref. 54) 

(J 07) 

Methods for the determination of the total sLandard square 
deviation w, where 

W= WT+ WmO ! 

are discussed in a subsequent section on the standard square 
deviation. At present, it will suffice to note that the greater 
the value of the parameter w, the greater will be the degree 
of mixing. Comparison of the turbulent and molecular 
standard square deviations must be based on the form of 
the correlation coefficient, since the turbulent diffusion 
coefficient depends directly on the correlation coefficient as 
shown by equations (97) to (99). For purposes of com
parison, a correlation coefficient of the form given by equa
tion (101) is assumed, and the turbulent and molecular 
mean square deviations are plotted in figure 64 as functions 
of time for various values of the parameters D"tI.!f72La, v and 

..Juzl.!/'La,v. 
On the basis of the preceding discussion, a comparison 

can be made for a model of practical interest: the diffusion 
of isooctane in a turbulent airstream. For this comparison, 
the molecular diffusion coefficient is maximized by assuming 
a low static pressure of 0,25 atmosphere and a high static 
temperature of 11000 R. At these conditions, the molecular 
diffusion coefficient DM has a value of 0.000774 square foot 
per second. The turbulent standard square deviation WT 
for a mean stream velocity Ur; of 300 feet per second, a 

turbulence intensity ~ of 15 feet per second, and a 
Lagrangian scale of 0.15 foot , was calculated from equation 
(106) using the turbulent diffusion coefficient shown in 
figure 62, The turbulent and molecular standard square 
deviations are shown in figure 65 as functions of time. 
While the molecular standard square deviation is negligible 
in this diffusion model over the range of interest, this may 
not always be the case. For example, the times and distances 
over which di1fusion occurs in flame fronts are so small that 
the molecular diffusion coefficient might become significant, 

Generalized jorm oj differential equations oj dijJu ion: 
Solutions of the differential equation of diffusion with 
constant coefficients are treated for a wide variety of bound
ary conditions in references 51 and 65. Equations (90) and 
(94) for the combined turbulent and molecular diffusion of 
mass and heat, respectively, have coefficients that are func
tions of the independent variable t, but mny be transformed 
to equations with constant coefficients through the relations 

(108) 

WH= rt(DT'H+~)dt Jo pCp 
(l09) 

Methods for the determination of the standard square 
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FIG URE 64.-Comparis:: n of turbulent and molecular standard square 

~~ 
- 2:' t 

deviat io ns, based 0 11 .3fLa.V=e La ," 

deviation Ware discussed in a subsequent section. With the 
transformations (108) and (109) , equations (90) and (94) 
become, respectively, 

0'6" 02ct' 
(i,= 1, 2, 3) (110) 

OWM= OX~ 

ok 02k 
(i=1,2,3} (111) 

OWH=OX~ 

which are amenable to the same solutions as the differential 
equations of diffusion with constant coefficients. 

Several methods have been evolved for the solution of the 
differential equations of diffusion for the various boundary 
conditions corresponding to the type of diffusion source. 
The method to be followe.d herein is that which utilizes the 
instantaneous point source in derivations for all source 
configurations. In addition to its value in the more complex 
derivations, the point-source model adequately describes 
some diffusion systems of practical interest and is therefore 
treated in more detail than the complex models. ince 
equations (110) and (111) are identical except for the 
symbols defining the dependent variables, their solutions are 
also identical. Hereinafter, the equation for the diffusion of 
mass will be used, with the understanding that its solutions 
and those for the diffusion of heat are identical in form. 
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FIGURE 65.-Standard square deviation based on turbulent diffusion coefficient shown in figure 62 for Lagrangian scale of turbulence of 0.15 foot. 

Point source: The solution for a point source of diffusion 
is given in reference 65 (p. 338): 

where 

[(r- U.t) '+r' ] 
4,., (112) 

~ concentration of diffusing quantity at point (x,r) and 
time t, lb/cu ft 

Kp. strength of point source, lb 
w standard square deviation of fluid particles, sq ft 
x distance downstream from point source, ft 
r radial distance from streamline passing through point 

source, ft 

The value w is a function of time, as illustrated in figure 
65(a), and may be determined from equation (108) or by 
methods discussed in the next section. 

As shown in reference 55, the instantaneous point-source 
solution may be used to solve for the case of a continuous 
point source. The concentration ~ at a point (x,r) is ob
tained by a summation of contributions to that point 

by instantaneous point sources located at the points 
«x - U.t),O,O) : 

w~ - d i 
co 1 (r- U .t)'+r' 

("If = (411")~i 0 w~i e 4... t (113) 

where w~ is the weight-flow rate (lb/sec) of material issuing 
from the point source. With the exception of the limiting 
cases of very small and very large distances from the point 
source, the functional form of w does not permit direct in
tegration of equation (113). To permit comparison with 
several approximate forms to be discussed, equation (113) 
was solved graphically and is plotted in figure 66 for the 
following conditions: 
Fluid _________ ____ __ _______ ____ _____ _____ _________ ___ _ -- __ Air 
Mean velocity, U

z
, ft/sec ____ ____________ ___ ____ ___ __ ___ ___ __ 300 

Static pressure, atm _______ ____ ___ _____ ______ _____ ____ _ - --_ O. 25 
Static temperature, °R _______ ______ ___ ___ _____ __ ___ ____ ___ _ 1100 

Turbulent intensity, ..r:J:=..t::=~, ft/sec __ ______ ___ ____ _ - - __ - 15 

Turbulence scale, Z.z=Z.u=Z ... ft ___________ _____ _____ 0. 15 
• • t11J t11J t11J - tit 1.0 CorrelatIOn coeffiCient, ;;7/:1.0.%= V'i-1.o .u= ;;7/:1.0 .• - ______ ____ _____ - e 

FueL ___ ____ __ _____ __ ____ ___ __ . _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ lsooctane 
Molecular diffusion coefficient, sq ft/sec_ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ O. 000774 
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..ju2 X 
For small times t«tLa, -~«---, and x»y,z, equa-

Ux x2+r2 
tion ~113) can be approximated by (ref. 55) 

(114) 

For large times t»tLa , neglecLing diffusion in the x-direction, 
equation (113) has the approximate solution (ref. 55 and 
66) : 

Another solution for large times t»tLa and for x>y,z is 
given in reference 67: 

(116) 

The approximate solutions given by equations (114) to (116) 
are compared with the exact graphical solution in figure 66, 

10 3 10 
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! ~ I~ , 
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Lagronctan scale. 
~ ,,\ I r-.... of tur ule nee, 

\.~ "\ "'-L ---... ~LO,y, in. 
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~ 
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I. 7~ 

(0) 

and it is evident that these solutions hold only for extreme 
values of x or t. 

An approximate solution that is apparently more nearly 
exact than the prrceding ones is given in reference 68: 

(117) 

where w is evaluated at t=xj Ux • Equation (117) is sho~vn in 
figure 66 and follows the exact graphical solution throughout 
the range of interest. TIU'ough the u e of equation (117), 
the effect of the scale and intensity of turbulence on fuel-air
ratio profiles down,stream of a point source mny be shown as 
in figure 67. 

When the rate of fuel injection is a function of time 
w~, ,(t'), the diffusion problem becomes that of a transient 
point source with a solution as given in reference 65 (p. 339): 

", [(X-Uz t')2+r2] 

('// - 1 J Wa" 4",' d I 

'" -(4'1l') ~i 0 (w')~i e t (118) 

where w' is the standard square deviation evaluated at the 
time t-t' by the use of equation (108) and methods de
scribed in the following paragraphs. The possibility of an 
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FIGURE 67.-EfIect of scale of turbulence on axial fuel-air-ratio profile downstream of continuous point source of diffusion. Profiles based on 
equation (117); air density, 0.0764 pound per cubic foot. 
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analytic solution to equlttion (118) depends upon the func
tional form of w~. I' even when diffusion in the x-direction is 
neglected, with the integration performed over x. In cases 
where analytic solutions are impossible, recourse must be 
made to graphical in tegration or to differen tial analyzers 
(analog com puters) such as described in reference 69. 

Standard square deviation: As discussed in a preceding 
section on the correlation coefficient, the Lagrangian param
eters of turbulence cannot be measured by existing ane
mometry techniques; and, further, a theoretical relation 
between the Lagrangian and Eulerian parameters has not 
yet been found. This state of the science does not allow 
direct mathematical or graphical determination of the 
standard square deviation w through equations (97), (98), 
(99), (108), and (109). Two alternatives are possible, the 
first of which is based on the results of reference 61. If the 
Eulerian correlation coefficient (}f E'U is known for the fluid 
stream in question, then the standard square deviation w 
may be calculated from the equation 

rv ~v 
w= Jo Jo 9fE'U dy dy (119) 

so that a graph of w is 

/ 

w 

o 

Sketch (g) 

Anemometry techniques for quick and simple measurement 
of fj,£ Ell(Y) are discussed in · detail in reference 61. To obtain 
a graph of w against t, the abscissa values are divided by 

.qg~, wh ere f!IJ was found to be 0.6 in reference 61: 

, 
I 

w . 

o 
Sketch (h) 

When a functional relation between wand t is obtained, the 
mixing problem may be solved analytically or graphically. 

The second alternative involves the indirect measurement 
of the standard square deviation w in the field of turbulence 
by utilizing known solutions for continuous point or line 
sources. This method has essentially been employed in 
references 60, 61, and 63, and is described briefly herein for 
a continuous point source of diffusion. Inspection of 
equation (117) reveals that, if the concentration ('~ of a 

\ gas were known at a number of points (x,r) downstream 

of a point source emitting the gas at a continuous known 
rate w, into a turbulent stream flowing at a known velocity 
Uz , the standard square deviation w could be determined as 
a function of t=x/Uz . The instrumentation and equip
ment for such measurements would consist of a gas supply 
and tube injector, sampling probe(s), and a gas-concentration 
sensing ins trumen t. The s tandard square de v i a t ion w 
determined from such measurements could then be used in 
any equation shown in table III for the solution of diffusion 
problems having more complex source configurations, 
boundary conditions, or both. Of the two alternatives, this 
method seems to offer the best promise for accurate results 
bu t is far more cumbersome than the method described in 
the preceding paragraph. 

Line, plane, surface, and volume sources: As mentioned 
previously, the instantaneous point-source solu t ion may be 
used in the solu tion of all diffusion source configurations. 
The concentration c(f at a point (x,r) is found by summing 
the contributions to that point from the infinite number of 
point sources which form the particular source configuration 
under study. Derivations of solu tions for the various source 
configurations are not given herein, but a summary of equa
tions is given in table III. Detailed derivation of these 
equations can be found in the references listed in the table. 
Many of the equations in table III do not have analytic 
solutions; hence, resort must be made to simplifying assump
tions, graphical solution, or analog computers before direct 
solutions can be obtained. 

Nonisotropic turbulent-flow fields.- The preceding dis
cussion on the theory of turbulent diffusion and solu.tion of 
the differential diffusion equations has assumed that the 
turbulent field is homogeneous and isotropic, which may 
reduce the applicability of the results in most jet-engine 
flow fields. Several methods for treating fields other than 
isotropic or homogeneous have been found and are discussed 
in following paragraphs. 

Homogeneous fields: Frenkiel has suggested (ref. 55) solu
tions to diffusion problems where the turbulent diffusion 
coefficients are linearly related by 

DT.Z=k~DT.V=k;DT.Z 

where kv and kz are constants of proportionality. If the 
molecular diffusion coefficient is negligible, equation (89) may 
be written 

which may be transformed by the relation 

Wz= Jo' DT.zdt 

into a generalized form 

o'(f o 2'(f o2'(f 02C~ 

Owx= ox2+o(kvy) 2+ 0 (kzz)2 

(120) 

(121) 

The solution to equation (121) for an instantaneous point 
source of diffusion is 

(122) 
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TABLE IlL-EQUATIONS FOR CONCENTRATION OF HEAT OR MASS DOWNSTREAM OF VARIOUS SOURCES& 

Source configuration 

Point 

y J (x,y,z) 

~ . --1" 1_... :) 
Z (x,O,Oi - , 

x 

Line 

x 

Type Reler-
solu- ence 
tion 

(b.o) 

(o.d) 

(d.o) 

(d) 

(b.o) 

65 
(p.338) 

55 

51,ti6 

67 

68 

65 
(p.339) 

Conditions 

~ x "'_U,;< < __ 
U. ..jx'+r' 

O<x»V,z 

b<G'-,-O 
bx -

ClCG'=O 
ClX 

Line source lying between 
z=j, z=-i K,. variable 

Line source lying between 
z=j, z~-j 

Infinite length or bounded 

Range 

Alit 

Alit 

t«IL. 

Alit 

Alit 

Alit 

Alit 

Alit 

Concentration equation, 

C&, = 

R" {I } (4)-,,,)''' up -;:; [(x - U,t)'+r'1 (112) 

~ f '" w-'" u p{-.!. [(x- Uzll'+r'l}dt 
(4)-)''' Jo 4w 

(1 13) 

(152) xU, ]} 
.,f2 "';1),; (x'+r') '" 

(114) W.U, ( u;r') --up ---
211"U2x2 2U2x2 , , 

(11 5) 

Wei exp ( 
411" -J;;:.!l:. .. "x 

(116) 

Wd (r') --<xp --
4TU~W 4w (117) 

(118) 

(153) 

K .. <xp {_..!... [(x- U.l)'+V'1} [orl ( z+i ) -erl (' z-i )] 
8 .. ", 4w 2 ..;;, \ 2 ..;;, 

(154) 

4 .. ", 4w 
(155) K., up {_..!... [(x- U.ll'+V'1} 

------�--------�--------~-----------------------I 
( •. d) _____ _ Llnesource lying between 

(d •• ) 55 

«.f) 

(b.o) 51 

(d •• ) 

( •. f) 

(d .• ) 73 

z=i, z=-j 

Infinite length or bounded 

v 
i«1 

..f? 
J!, -'«I x U. 

Line source lying between 
z-j, z=-j 

Infinltelength or bounded 

Ring source 01 radius r .. 

Rlng source 01 radius T .. 

Ring source or radius Tn 

Rlng source of radius T,, ; 

Cl<G'/ ClX=O 

Allt 

Allt 

Alit 

Alit 

Alit 

Alit 

Alit 

Alit 

Alit 

W.Sc "'1 {I }[ ( Z+i -) (Z-i )] - -up --[(x-U.ll'+v'1 orl -- -orl -- dt 
8"0" 4w 2";;' 2";;' 

(156) 

(157) So '" { } Wd I 1 - - up - - [(x- U.t)'+v'1 dt 
4>- 0 '" 4<.> 

W. ( U~V') 
..& U • .st:..:r up 2;;:X' (158) 

(159) W..0 exp ( :J:OY ) J, ( U~7) 
2.- u. Lo 2'" u'XL • 2 u' L. , , 

(160) ( 1=:)'/2 
w. '" u; <xp (_~) 

2 ..;; ( u,2..) !!!'xll' 4~ ~.:r 

(161) 

(162) 

..!... f t ~ exp {-..!..l (x- U.l')'+II'1} [orl ( _Z_+_i ) -orl ( _Z_- _i )] dt' 
8"' )0 w 4(0.1' 2..f:J 2...[c:l 

----------1 
(163) 

J... ft ' .~ exp {_.l.. «x- U.I'l'+1I'1} dt' 
411'" Jo W' 4",' 

~-----~------------------

(1M) 

--_- <xp -- [(x- U.t)'+T'+r .. ' J, -K"r.. {I 1} (r .. r) 
4 .,; .. """ 4w 2w 

(16 ) 

WdT .. Su '" 1 {I } (T .. T) - - - exp - - «x- U,t)'+T'+r .. '1 J, - dt 4..r; 0 wJ/2 4t&) 2w 
(100) 

(167) 

(168) 
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TABLE III.-EQUATIO S FOR CONCE NTRATIO N OF HEAT OR MASS DOWNSTREAM OF VARIOUS SOURCES a- Concluded 

I T ype Refer-
Source configuration solu- ence Conditions 

tlon 

P lane (b.o) ----.- Plane lying between 
1/'- :ra, z'=±b 

Infini te plane; 
(U+. ). (z+bJ» Fw 

--
(o .d) ------ Infin ite plane 

--
(0. ,) ------ Infini te plane 

- - ---
(b. o) --- --- Disk source of radius rd. 

--
(o.d) ------ Disk source of radius rd. 

--
(c. ') --_.-- Disk source of radius Td. 

--
Disk source of radius 'd. ; 

(d. c) 73 lJ 'G'/lJx=O 

Surface (b.c) ------ Cylindrical surface of 
radius ret between x-a, 
x=-a 

Cylindrical surface of 
radius r" with Infinite 
length 

- -
(o.d) ------ Cylindrical surface of 

radius ru with 1n6nite 
length 

--
Cylindrical surface of ra-

(c. ,) ------ dius Tu 
Ipn2th . 

with Infini te 

--
(b .• ) ------ Spherlcai surface of radius 

r .. 
--

Spherical surface of radius 
(c.d) ------ r .. 

--
Spherical surface of radius 

(c. ,) ------ r .. 

Volume 65 Ky.varlable over volume 
(b .• ) 

(p.338) 

--
( • . d) ------ w; variable over volume 

V' 

• Symbols are explained as follows: 

2 J:a ! er/ (a)=- r o da ..;; 
erIc (a) - 1-erl (a) 
J. (a) =modltled Bessel function. second kind. zero order 
J, (a)-modltled Bessel (unction. tlrst kind, zero order 

~:.~ • .t.~';.;;~= ~;~r~'~~:~::nt of %. U. and Z except where noted. 

Range 

Alit 

Alit 

Alit 

Alit 

Alit 

Ali t 

Alit 

Alit 

All t 

AlIt 

All t 

Alit 

Alit 

Allt 

Ali t 

Allt 

Allt 

Concentration equation. 

'G'= 

K.. [ (x - u.t)' ] [ ( u+a ) CV-a ) ] [ C+b ) C-b ) ] -= . xp - --- err - - erl ---= ert ---= -erl - -
4 .,j4".", 4", 2 ..;: 2 .,;'" 2 .,;'" 2 ..;: 

K . . [ (x - UatP ] -- u p - ---
~ 4", 

W<.£'" 1 [ (X- U.,), ] dt - -up - ---Fw wl / ! 4w 

_1_ fat w~ u p [ _ (x - u.n'] dt' 
.,j-';;' 0 (",') ' /2 4", 

-

- '-' u p - - 1 (x - U.tp+r'l r oJ, r - da K {I } [1'"" /4'" (~a)] 
4~ 4", 0 W 

W<.r I {I } [fa"" /4'" ( ~a) ] - - .;tp - - i(x - UatP+r'l .-oJ, r - da dt 
4 ... 1/ 2 w l/! 4w 0 W 

I fat w~ {I } [r"'/4"" (~a)] 4".' /2 0 (",') ' /' <xp - 4",.1 (%- U.t·p+r' l 0 .-oJ, r ;;; da dt' 

W. (") .£',. ("') ("') ---up -- " t LP -- J J - dr' 
2 ... Uz Td,2w 4w 4w 2w 

Kp.'u e:rp ( _ , ' +r,,') J , (rru) {erl [(;t-U.O+a ]-ert [ (%- u.t )-a]} 
4", 4", 2", Fw Fw 

W ",,, ("+ru' ) J (rr,,) -- up - -- ,-
2", 4 2w 

w<r".£'" 1 ("+ru' ) J (rru) -- - up - -- , -
2 w 4"" 2w 

f ' !:!! ~ (_r'+r"')J (rru)dt' 
2 0 w' u p 4",,' 1 2w' 

K •• r.. { [ (cr-r .. ),] [ (cr+r .. p]} 
cr (4".",) '/' u p -~ -up -~ 

~ .£'" _1 { [_ (cr-r .. ),]_ [_ (cr+~ .. ).]} dt 
(4".)'" cr",'/I up 4", up 4", 

r.. .£'" W~ { [ (cr'-r .. )I] [ (cr'+r .. )I]}, 
(47) ' /' .... ("'.) ' /, up -~ -up ~ dt 

(4".~)1/' f f f v. K •• up {-~ I(X - %')'+ (U-U')'+ (Z-Z')ll} d V' 

-.!-fa'" ...!... (f f l w; up {-..!... 1(%-X')'+ (V-U'l'+ (Z-Z')'I} d vo) dt (4,,)'/' 0 wl12 V . 4", 

b Instantaneous. 
c Exact. 
d Continuous. 
• Approximate. 
r Transient. 

Dr,.= ff.(t)F.(z) 

(169) 

(1 70) 

(171 ) 

(172) 

(1 73) 

(174) 

(175) 

(176) 

(177) 

(178) 

(179) 

(ISO) 

(lSI) 

(1S2) 

(183) 

(IS4) 

(IS5) 

Solutions for other source configurations may be obtained 
by the summation method described in the preceding sec
tions. In this case, the differential equation of diffusion becomes 

Nonhomogeneous fields: Diffusion processes may occur in 
portions of the jet-engine st.ream having appreciable turbu
lence intensity and velocity gradients, so that the turbulent 
diffusion coefficient may be a function of both time and 
space (assuming negligible molecular diffusion) : 

~r .%;(t) ~x [Fx(x) ~;]+Sf;(t) ~ [Fv(Y) ~J+ 

ff.(t) ! [ Fz(z) ~~] (123) 

Successful solution of equation (123) depends on the com
plexity of the space-time equations for the diffusion coeffi
cients Dr,x, D r .v, and Dr,z' 
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FI GURE 68.-Sta ndard square devia tion for turbulent-flow fi eld with superimposed velocity fluctuations. 

Turbulent-flow fields containing periodic flow fluctua
tions.-As mentioned in preceding sections of this chapter, 
flow fields encountered in jet engines may be substantially 
different from those found in fully developed turbulent flow 
in pipes or in turbulent flow behind grids. Since theoretical 
and experimental work in turbulent diffusion has mainly 
been confined to turbulent pipe ' flow or to flow fields behind 
grids, it is of interest to consider the effect of abnormal flow 
fields on diffusion. 

M easurements of axial and lateral kinetic-energy spectra 
(ref. 70, fig. 14) and of sound spectra (ref. 70 and discussion 
in ch . VIII) indicate that flow fluctuations may be presen t 
in the form of disqrete periodicities or in finite frequency 
bands. The spectrum density function for such turbulent 
fields may be written as 

where 1[:. V'T is the mean square of periodi.c velocity fluctua
tion; 'l.1:.w is the mean square of-periodic velocity fluctuations 

having finite band width; and u:. t is the total mean square of 
all velocity fluctuations, <'qual to 

(125) 

If the energy spectrum of a flow field is known and can be 
represented by an equation such as equation (1~~4), the 
Eulerian correlation coefficien t can be calculated from 
equation (103). Although a direct theoretical relal;ion has 
not been determined between the Eulerian correlation co
efficien t &f E u and the Lagrangian correlation coefficient &f La, 

it will be assumed herein that they are of the same form, so 
that the coefficient &fLa can be estimated for turbulent fields 
having abnormal spectra. 

Superimposed di screte periodicities: To illustrate lihe pos
sible effect of a discrete periodic velocity fluctuation at a 
particular frequency on turbulent diffusion, the flow field 
used for figure 66 is assumed to have an additional discrete 
velocity-fluctuation contribution at 100 cycles per second 
with a magnitude of 30 feet per second. The spectrum den
sity function for this field is 
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(126) 

so that the Eulerian correlation coefficient becomes 
_ x __ 

(Jl u~ - 2: +U~. VeT 271";;'x =-e B".u -- cos --Eu, U - 2- -2- U 
U u.• U u.' x 

(127) 

It will be assumed that the Lagrangian correlation coefficient 
has the same form as the Eulerian correlation coefficient : 

U 2 ~ 
mJ =--!.. e-t/tLto+ v,~ cos 271" / t (128) onLa,v 2 2 /' T 

Uv,t Uv,t 

from which the standard square deviation w may be obtained: 

w= 2.24 t +0,0225 (e-1oo'-I)+0,00057 (I-cos 2007l"t) (129) 

The standard square deviation as given by equation (129) is 
shown in figure 68(a) for two cases: 

(1) Assuming that the turbulent diffusion coefficient may 
have negative values 

(2) Assuming that the turbulent diffusion coefficient can
not have negative values and that, where the theo
retical relations have negative values, the turbulent 
diffusion coefficient is zero 

The standard square deviation shown in figure 65(a) is shown 
again in figure 68(a) for comparison. The concentration 
downstream of a point source of diffusion in the turbulent 
field containing the discrete velocity fluctuation was calcu-
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lated from ~quation (117) and is shown in figure 69(a) for 
both the preceding cases, along with the concentration for 
the turbulent field without periodic velocity fluctuations. 

Superimposed velocity fluctuations with finite band width: 
By assuming that the Lagrangian and Eulerian correlation 
coefficients have the same form, the standard square devia
tion may be evaluated for a turbulent field having periodic 
velocity fluctuations of a constant mean square value dis
tributed over a finite band width of frequencies. For illus
tration, the same turbulent field is taken, except that a band 
of turbulent velocities of constant amplitude is assumed to 
lie between 100 and 130 cps. The standard square deviation 
for this assumed field is shown in figure 68(b), and the con
centration downstream of a point source of diffusion is shown 
in figure 69(b), along with the concentration profile that 
results from the turbulent field with no periodic velocity 
fluctuations. 

Concentration fiuctuations .-As mentioned earlier in this 
chapter, the text discusses aerodynamic mixing from the 
viewpoint of time-mean values of heat and mass concentra
tion. In many jet-engine applications, knowledge of the in
stantaneous fluctuations of mass and heat concentration may 
also be required. Unfortunately, only a limited amount of 
research has been done on this subject. Experiments such 
as reported in references 60, 71, and 72 show that concentra
tion fluctuations may be as great as 0.8 of the time-mean 
value. Fluctuations of this magnitude could greatly affect 
the combustion process. 

In reference 60, an Eulerian approach to the mixing prob
lem is taken, and an important quantity appearing in the 
equations is the correlation between the concentration fluc
tuations and the turbulent velocity fluctuations. Measure
ments reported in references 60, 71, and 72 indicate that 
this correlation has a consistent variation in value across 
the mixing space. 

Although the concept of concentration fluctuations may 
serve to indicate trends in jet-engine design, its direct appli
cation to design problems must await further research. 

Summa.ry.-The empirical treatment of turbulent diffusion 
and the Taylor theory of diffusion by continuous movements 
have been compared. It was pointed out that the empirical 
treatment does not fully describe the process of turbulent 
diffusion and may give misleading information when funda
mental data are applied to full-scale engine design. The 
Taylor theory of diffusion requires quantitative knowledge 
of the Lagrangian parameter:> of the turbulent field under 
consideration before solution of particular mixing problems 
can be made. Since only the Eulerian parameters of the 
turbulent field can be measured by conventional anemometry 
techniques, two alternatives are suggested to obtain the 
Lagrangian parameters. The first alternative is to convert 
the Eulerian correlation coefficient to the Lagrangian corre
lation coefficient by means of an empirical method described 
in the section on standard square deviation. This requires 
either experimental measurement of the Eulerian coefficient 
by anemometry, or estimation from previous experience. 
The second alternative would employ a simple point or line 
source of diffusion of mass or heat, respectively, installed in 
the flow region of interest, and concentration-sensing instru
mentation at points downstream of the diffusion source. 

The Lagrangian parameters could then be obtained from the 
measured concentration profiles and used in the solution of 
mixing problems having more complex source configurations. 

As pointed out in the preceding sections, periodic flow 
disturbances may seriously affect the diffusive character of 
jet-engine flow streams. For the present, at least, this may 
make generalization of the diffusion process impossible. It 
is strongly recommended that turbulence measurements be 
made in full-scale-engine test installations whenever possible 
so that realistic fundamental experiments on diffusion may 
be made. In addition to periodic flow disturbances, another 
complication of the mixing problem is found in nonhomo
geneity of turbulent fields. The differential equations of 
diffusion are given for this case, but their solution depends 
upon the particular mixing problem. Further practical ex
perience in these cases may provide reliable simplifying as
sumptions to the equations. A compilation is presented in 
table III for a variety of diffusion source configurations. 
Accompanying each equation are notes to assist the choosing 
of an equation for a particular mixing problem. A number 
of the source configurations and boundary conditions do not 
allow analytic solutions to the differential equations of diffu
sion; hence, recourse must be made to numerical, graphical, 
or differential-analyzer methods of solution. 

FUEL-AIR MIXING 

The mixing of fuel with the flowing stream in jet engines 
is of considerable importance in design practice. The fuel
air-ratio distribution at flame stabilizers in ramjet combus
tors and turbojet afterburners often affects engine perform
ance strongly. The initial mixing of fuel and air, with 
subsequent introduction of dilution air, is one of the most 
important processes in turbojet combustors. The applica
tion of the diffusion equations to the mixing of vapor with 
flowing air and of heat with flowing air to some of the simple 
source configurations has met with substantial success, but 
much remains to be done in this field. In particular, suitable 
relations between the Eulerian and the Lagrangian turbu
lence parameters are needed in order to predict the standard 
square deviation of a given turbulent-flow field. Solutions 
for the more complex source configurations and detailed 
knowledge of the turbulent field in all types of jet-engine 
combustors would be of considerable utility to both design 
practice and research. The following sections discuss the 
current status of practical application of theory to fuel-air 
mixing and present suggested extensions to existing infor
mation on the fuel-air mixing of evaporati.ng spra.ys in high
velocity airstreams. 

Experiments on diffusion from simple point and line 
sources.-The turbulent diffusion of hydrogen and carbon 
dioxide from a point source in a flowing airstream conforms 
to equations (115) or (116), as reported in reference 68. 
As predicted by the Taylor theory of diffusion by continuous 
movements, the turbulent diffusion coefficient was found (1) 
to approach an asymptotic value with increase in distance 
downstream, (2) to be approximately directly proportional 

to the mean-stream velocity U", (and hence ~, since 

..ju;/U", is substantially constant in fully developed pipe 
flow), and (3) to be proportional to duct size (and hence 
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!l'La.v, since fi?La.v is proportional to pipe diameter in fully 
developed pipe flow). A similar experimen!z reported in 
reference 63, shows that the diffusion of salt water from a 
point source in a turbulent water stream follows equation 
(117), and that the Lagrangian correlation coefficient follows 
the form given by equation (101). 

The diffusion of naphtha injected at low velocity from a 
small tube into a high-velocity gas stream was found in 
reference 73 to follow equation (116) when an empirically 
determined turbulent diffusion coefficient was used. The 
turbulent diffusion coefficient was independent of stream 
static pressure (over a range of 4 to 55 lb/sq in. abs) as 
predicted by the theory of diffusion by continuous move
ments. 

The diffusion of heat from a line source is reported In 

r eference 74 to follow equation (161) (table III), where 

(130) 

which is in agreement with the theoretical standard square 
deviation for t4::tLa , as discussed previously. 

The diffusion of heat from a line source in a turbulent 
stream has also been investigated (ref. 60) through a range 
of time such that the Lagrangian correlation coefficient could 
be evaluated. The mean temperatures in the heat wake 
behind the line source were found to follow a simple form of 
equation (161) (table III): 

T -!: _ 11_ - 4w 
(I1T)o -e 

(131) 

where the mean square deviation w was a function of time and 
asymptotically approached a constant value. 

Fuel droplet trajectories and impingement.-Aerodynamic 
mixing includes not only diffusion mixing of unlike gases 
but also the contact of liquid-fuel droplets with a gaseous 
medium irito which the fuel may vaporize. In a turbojet 
comb us t'(j'i', liquid fuel generally is introduced in the form 
of a hollow-cone spray composed of fuel droplets that vary 
widely in size. The fuel is rapidly disintegrated by recir
culatory currents induced in the primary combustion zone. 
In ramjet combustors, however, liquid fuel may be in the 
form of a fine spray introduced longitudinally into a high
velocity airstream. Much of the spray may be deposited 
on the flameholders, the amount depending on the fineness 
of the spray and the gas-stream velocity. Reference 75 
suggests that the stability of flames behind a flameholder 
depends, among other things, upon the liquid fuel that col
lects upon the bluff object. A possible explanation of the 
entry of the collected fuel into the recirculatory zone down
stream of the flameholder is the rearward flow of the liquid 
fuel to a downstream point on the flameholder, at which 
point the fuel is either sheared from the rod surface by the 
high-velocity airstream or is partially vaporized by heat 
conducted from the flameholder. Under either condition, 
much of the fuel is swept into the recirculatory zone. With 
such a combustion system, t.he rate at which fuel collects 
upon the bluff ({mect, or the manner in which it is carried 
past (fuel droplet trajectories) can be important in stable 
and efficient combustion. 
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Reference 76 presents data for the trajectories of small 
water droplets moving at high velocities past a cylinder in 
air. Data were calculated from the differential equations 
of motion of a particle. Variables included cylinder radius, 
air velocity, viscosity, and density, and the droplet velocity, 
diameter, density, Reynolds number, and drag coefficient. 
Data showing the maximum collection efficiency of a cylinder, 
the angle beyond which no droplets strike, and the velocity 
of impact of the droplets on the rod are presented. These 
data were calculated for droplets of uniform size. In gen
eral, however, droplets in a combustor are not of uniform 
size. Thus, although the data of reference 76 may not allow 
quantitative answers, qualitative comparisons of different 
flameholders may pos ibly be determined. 

A detailed description of the method of calculating the 
data of reference 76 is beyond the scope of this chapter. 
In general, however, it was found (ref. 77) that, for fuel 
collected on a cylindrical rod, the thickness of the fuel 
film decreases with decreasing fuel-air ratios and decreasing 
fuel viscosity, the point of maximum film thickness moves 
rearward and the "film shape undergoes a marked change 
with increasing airstream velocity, and the average velocity 
of fuel in the film at a position on the rod 90° from the 
stagnation point increases with· increasing air velocity and 
fuel-air ratio and decreasing fuel viscosity. 

In reference 78, the families of curves of reference 76 are 
generalized into a narrow range of curves by the use of several 
simplifying assumptions. The total collection efficiency of 
the cylinder, the angle beyond which no droplet impinge
ment occurs, and the droplet impact velocity at the stag
nation point are presented in figures 70, 71, and 72, respec
tively, in terms of Band {3 as follows: 

where 

B=~B' 
As 

{3 = Re~ 
B' 

B' 4r~TUaPaT 
9dcvl!J.a 

(132a) 

(132b) 

(132c) 

(132d) 

A range of droplet in still air if projected into still air 
with an initial velocity Ua, when. ('D.dT follows 
values given in ref. 76 

As range of droplet in still air as a projectile with initial 
velocity Ua , assuming that Stokes' law holds 

Rea Reynolds number of droplet based on air velocity Ua 
RedT Reynolds number of droplet based on velocity of 

droplet relative to air, I Udr - Ual 

An empirical formula that fits the values of droplet drag 
coefficient used in reference 76 is 

These data, like the data of reference 76, can be used best. 
for qualitative comparisons of different flameholders. 

Turbulent spreading of evaporating liquid-fuel droplets 
from fuel inj ectors .-Information pertaining to the liquid
fuel distribution in fuel sprays in high-velocity airstreams 
is limited mainly to simple-orifice contrastream injectors. 
Reference 42 relates the boundary geometry of liquid sprays 
from single-orifice injectors to spray variables such as injec
tion angle, injection pressure, liquid density, and jet v('locit~· ; 
to injector variables such as strut shape and orifice diameter; 
and to airstream variables such as stream velocity and den
sity. Liquid concentration profiles resulting from oblique 
injectors and from complex fuel injectors have not been 
reported. 

The initial spreading of the fuel spra.\' is due to the radial 
momentum imparted to the fuel droplets by the injector 
and depends on the variables discussed in chapter I. Further 
spreading takes place by virtue of the mixing action of the 
turbulen t field and follows the same general laws as the 
diffusion of vapor or gas when initial spreading has been 
accoun ted for by assigning an appropriate source configura
tion. Diesel oil concen tration profiles downstream of a 
simple-orifice con trastream fuel injector and of a hollow
cone spray nozzle are reported in reference 73. For a low 
liquid jet velocity, the concentration profiles follow the 
equation 

(134) 

(wherefl is liquid furl -air ratio), which is identical to equa

tion (.116) (table In) if DT=~U~Za.v as assumed in the 
reference. For a higher liquid jet velocity with the simple
orifice contrastream injector, the data of reference 73 fit the 
diffusion equation fo r a disk source: 

(135) 

where f, is total fuel-air ratio, a.nd 

so that equation (135) is identical to equation (176) (table 

III) if W=DT~,; The function if; is plotted in reference 73 

for 11 range of values of r/rd' and Uzd./2Drx, where the 
disk-source radius rd. follows the empirical relation 

rd'=11.2 ~ -( [J2) ~s 

r Prllz.f 
(136) 

Concentration profiles downstream of the hollow-cone spray 
nozzle also followed equation (135) when an appropriate 
disk radius was used. It was fo und that the empirically 
determined diffusion coefficient for liquid-fuel droplets was 
identical for the three fuel-injection systems when airstream 
conditions were held constant. 

T he experimental work discussed in the preceding para
graph suggests that liquid-fuel spreading proceeded at a rate 
independent of fuel droplet size, since the concentration pro
files conform to equations derived for continuous mediums. 
A detailed photographic study of isooctane fuel sprays 
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reporied in reference 79 shows that ihe acceleration of evap
orating fuel droplets to stream velocity was independen t of 
drop size for the stream conditions investigated. Analysis 
of the data reported in reference 79 shows that, for the spray 
system studied, th e droplet velocity conformed to the 
equation 

(137) 

The time required for a fu el droplet to reach any station x 
downstream of the fuel inj ector was 

x=Ux [t __ 1_ (1-e-3371)] 
:137 

(138) 

Two such distance-time curves based on the data from 
reference 79 are shown in figure 73, along with the linear 
time-distance curves x= Uxt corresponding to the two stream 
velocities investigated in the reference. 

The significance of equation (138) is shown by further 
analysis of liquid-fuel concentration profiles measured in the 
same fuel-injection system as the data of reference 79. 
These liquid-fuel concentration data (unpublished) were ob
tained during the fuel-spreading program reported in refer
ence 80. The liquid-fuel concentration profiles follow a 
form based on equation (117) (table III): 

(139) 

Values of WI! were determined from the liquid-fuel profiles 
at three different stations downstream of the fuel injector 
for the same stream conditions used in reference 79 . Through 
the use of figure 73 , the liquid.-fuel standard square deviation 
can be plotted as a function of time, as shown. in figure 74(a). 
As seen from the figure, the diffusion coefficient DT,I! for 
the liquid-fuel droplets is independent of both time and 
stream velocity over the range investigated. The experi
men tal data of reference 73 include values of the diesel oil 
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droplet diffusion coefficient DT,I! at a fixed station down
stream of the point-source injector for a range of stream 
velocities from 200 to 460 feet per second. The droplet 
diffusion coefficient DT,I! was found to be constant over this 
velocity range, which corroborates the data of figure 74(a). 
At the present time, no straightforward analysis is available 
that explains the independence of the liquid-fuel droplet 
diffusion coefficient from stream velocity. 

A summary of unpublished data obtained in conjunction 
with the research reported in reference 80 is shown in figure 
74(b), where the isooctane liquid-fuel droplet standard 
square deviation is plotted as a function of time. The 
time t was found from equation (138) for each data point, 
with the assumption that the liquid droplet acceleration 
was independent of stream pressure and temperature. The 
data scatter indicates that either the liquid droplet diffusion 
coefficient DT,I! or the liquid droplet axial acceleration, or 
both, may have a relation to stream temperature and 
pressure. Further experimental data on the acceleration of 
evaporating fuel droplets . over a range of stream pressures 
and temperatures would be of great utility in evaluating the 
numerical constant in equations such as (137) and (138). 
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Combined spreading of liquid and vapor fuel in high
velocity airstreams.-The spreading of evaporating liquid
fuel sprays is treated in reference 80, where isooctane was 
injected from a simple-orifice contrastream injector into a 
high-velocity airstream. The stream pressure and tempera
tures were varied over wide ranges, and vaporization rates 
(ch. I) and total fuel-spreading parameters were evaluated 
from the total fuel-concentration profiles, which followed the 
form 

r 2 

j Jo.ra. -"8 
I 8 e (140) 

Equation (140) is identical to equation (117) (table III) if 
8=4w. The total fuel-spreading parameter 8 was found to 
follow the correlation 

8=00598 -- p!. 49 <!l .7D _% p-O.57 XO. 76 +O 0042 ( T )0.67 (U )-0.85 
. 1000 f 100 a . 

(141) 

While the correlations presented in reference 80 hold for fuel 
injectors and airstream conditions used in the investigation, 
a more general analysis would apply to any source configura
tion. The remainder of this section is devoted to a sug
gested general analysis. 

The diffusion model of an evaporating spray may be con
sidered to have a source configuration consisting of an 
-infinite number of point sources of vapor fixed in space at 
the coordinates (x' ,y' ,z') : 
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x 

Sketch (I) 

The point sources form a volume corresponding to the space 
swept out by the liquid fuel droplets as they are swept down
stream, and each point source releases vapor at a rate deter
mined by the liquid-fuel concentration and the vaporization 
,rate at the coordinates (x',y',z'). The rate of release of 
vapor, or point-source strength, is given by 

(142) 

The liquid fuel-air ratio jl is a function of the coordinates 
(x',y',z'), and its form depends on the particular fuel
injection system under consideration. For the simple
orifice contrastream injector studied in reference 80, the 
liquid fuel-air ratio was of the form given by equation 
(139), which may be rewritten as 

(143) 

The vaporization rate Ol./Ot appearing in equation (142) is 
discussed in chapter 1. If the drop-size distribution is con
stant across a particular station, as was the case for the fuel 
sprays investigated in references 79 and 80 (and apparently 
in r ef. 73), the vaporization rate OL./Ot is a function only of 
the distance x'. The functional relation between OL./Ot 
may be found by the equation 

OL._~ ox'_U OL, 
at -'Ox' at - dr 'Ox' (144) 

where the droplet velocity Udr may be obtained from data 
such as those of reference 79 (shown in eq. (137» and the 
axial gradient of the evaporated fraction OL,/OX' from data 
such as those of reference 80. The fraction of the total fuel 
evaporated at any particular station can be obtained as a 
function of the distance x' from data such as those of refer
ence 80, as discussed in chapter 1. 

The vapor concentration at a point (x,y,z) (see sketch 
(i» is given by equation (185) (table III), which may be 
written in terms of vapor fuel-air ratio as follows: 

(145) 

For the fuel-injection system described in reference 80, the 
relations given by equations (142) to (144) may be applied 
to equation (145): 

f-"'", e - 4"'11 - ~ f-"'", e - 4"'11 - ~ dz' dy' dx' dt 
{ 

11'2 (v-V)2 [ ZI (z-z')Z ] } ) 

(146) 

which may be reduced to 
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While t. and WIt are known funct.ions of x', t.he integrat.ion 
over x' must be carried out for a number of values of t for 
each particular point. (x,y,z), so that the graphical solution 
of equation (147) would be tedious, even with the aid of a 
differential analyzer. 

Effect of solid boundaries and flow-area changes OIl' fuel 
spreading.-The effect of duct walls or other solid boundaries 
on both liquid-fuel droplet and fuel vapor concentrations is 
discussed in reference 73. The effect of walls on the liquid
fuel concentration is indeterminate, since the liquid may 
either adhere to the wall or reatomize back into the stream 
(ref. 73). For the vapor case, an exact solution has been 
obtained (ref. 73) for the vapor-fuel concentration profiles 
downstream of a point source located on the centerline of a 
circular duct. A graphical method for wall correction is 
proposed in the same reference, which compares well with 
both experimental data and the exact theoretical solution. 
The method essentially assumes that vapor is reflected from 
the walls and is directly additive to the theoretical concen
tration profile for an infinite duct. An empirical method for 
graphically determining fuel concentrat.ion profiles in ducts 
of changing area is discussed in reference 73. 

Assumptions and procedure necessary for application to 
jet-engine design.-The information contained in the pre
ceding portions of this chapter on aerodynamic mixing may 
be used to solve practical problems in jet-engine design. A 
typical problem is the positioning and spacing of fuel in
jectors in combustors. By following the procedure listed 
below, a direc~ solution to this problem may be obtained: 

(1) Determine the physical properties of the flow field: 
(a) The radial velocity profile must be fairly flat. 
(b) Reasonable variations in the axial velocity pro

file are permissible if the mixing process is con
sidered on a time scale only. 

(c) The turbulence must be fairly homogeneous 
throughout the mixing region. (Struts, fuel in
jectors, etc., may introduce considerable vortex 
streets.) 

(2) Determine the appropriate configuration of the mixing 
source. (See ref. 73 for some information on spray 
nozzles.) 

(3) Determine the functional relation between the stand
ard square deviation and time, by one of the following 
methods: 

(a) The experimental diffusion method described 
in the summary of the Diffusion section 

(b) By hot-wire-anemometer measurements and the 
empirical relations in reference 61 

(c) From estimation based on experience with 
similar flow fields 

(4) Solve for the fuel-air ratio (fuel concentration) at 
points of interest: 

(a) Use appropriate equation from table III. 
(b) Use summation principle for multiple source 

configurations. 
(c) Use instantaneous point-source solution (eq. 

(112» and sum by integration for solution to 
configurations not listed in table III. (See 
eqs. (142) to (147) for an example.) 

Summary.-Experiments on the diffusion of vapor and of 
heat from simple point and line sources substantiate many 
points in the Taylor theory of diffusion and in the ana
lytical solutions of the differential equations of diffusion for 
such source configurations. The mean square deviation W 

is a function of time asymptotically approaching a constant 
value and is independent of local static pressure. 

In addition to the spreading of liquid-fuel droplets due to 
initial moment.um imparted by the injection and atomization 
processes, liquid-fuel sprays mix further with the airstream 
because of turbulence present in the stream. Little work 
has been done on this subject to date, and available infor
mation seems to indicate that the turbulent mixing of fuel 
droplets follows the same general laws as those for vapor if 
special consideration is given to the aerodynamics of the 
droplet. Data taken over a limited range of stream and 
vaporization rate conditions seem to indicate that the 
turbulent diffusion coefficient for liquid-fuel droplets is 
constant, but no general laws have been sub~tantiated by 
experiment. A suggested model for the combined spreading
of liquid and vapor fuel is presented, and the mathematical 
analysis is carried to an integral form not subject to analytic 
solution in its present form. 

JET MIXING 

Mixing of gases having different temperatures or different 
components may occur in laminar flow or in flow having a 
turbulence that is either microscopic or macroscopic in 
character. In laminar flow, mixing is usually slow and 
depends upon molecular diffusion. In turbulent flow, mixing 
depends upon eddy diffusion, whereby eddies in one stream 
diffuse into the other streams, with a resulting increase in 
the mixing rate. Microscopic turbulence arises from flow in 
a smooth pipe at Reynolds numbers greater than the critical 
value, while macroscopic turbulence results from obstruction 
or path changes in the mixing chamber. Mixing in turbulent 
flow, especially macroscopic mixing, is probably of greater' 
importance in combustor design than any of the other forms. 
of mixing. In general, mixing of gases can be achieved by 
two major methods: 

(1) Subdivision of streams 
(2) Creation of turbulence 

Mixing of gas streams by stream subdivision is discussed by 
Minchin in reference 81. For two parallel streams of gases. 
having equal velocities but different temperatures, the-
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lateral temperature gradient due to microscopic mixing 
alone could be approximated by 

Temperature gradient~500(x) -o .61 (14 ) 

where x equals the distance from the junction of the two 
streams, and the temperature gradient, expressed in per
centage of the maximum temperature difference per inch, 
is measured over a distance of 0.04 x. These results were 
found to be independent of the absolute velocities of the gas 
-stream, as long as the velocities were equal and the Reynolds 
numbers were above the cri tical value. For mixing between 
parallel treams varying both in temperature and velocity, 
little change was discerned in the mixing near the mixing 
ongm. However, the effect of the different velocity became 
marked at distances farther downstream. It was immaterial 
which of the different temperature streams was the faster. 

Variation of the angle of mixing between jets influences 
mlxillg. However, as shown in the following table, the effect 
of the angle is negligible for included angles of less than 45°: 

I T emperature gradients , percent/ ill. 

Total angle between jets, Di tance downstream from junction, 
deg in . 

2.5 I 5.5 I B.5 11.5 
------- ------

0 _________________ . ___ 
-------- 157 114 95 10 __ ___________ ________ 

309 160 114 92. 5 20 ______________ _______ 
279 159 141 102. 0 30 ____________ _________ 
254 163 122 100.5 45 _____________________ 
205 131 95. 5 60. 0 60 _____________________ 197 101 72 41. 0 75 _____________________ 172 67 37 lB. 0 90 _____________________ 
164 54 31. 7 11. 7 

In general, mixing due to micro copic turbulence between 
parallel streams of gases is quite slow. Mixing can be ac
celerated either by creation of macroscopic turbulence in the 
entering streams (e. g., by u e of sharp S-bends before 
junction of the stream) or by use of a turbulence-producing 
device at the stream junctions. With the latter method, 
turbulence-producing devices introduced at the interface 
between streams to cause interlacing of the streams produced 
best results. Such devices are similar to the flameholders 
used in some ramjet engines. 

A possible method of mixing discussed in reference 81 is 
the use of a cylindrical obstacle at the interface between two 
parallel gas streams. This mixing roll creates a vortex trail 
composed alternately of gases from the two different streams 
and provides gaps for penetration of gases from the opposite 
stream. orne data are reported in which the diameter of a 
cylinder between two parallel streams of gases at different 
temperatures was varied. Increasing mixing was obtained 
with diameter increases from X to % inch. However, the 
increased mixing was obtained at the expense of an increased 
pressure loss. Cylinders larger than % inch in diameter 
effected no improvements in mixing. 

The absolute velocity of the two streams with the mixing 
roll affects the degree of mixing in that similar temperature 
distributions require the same time interval for mixing. 
Differences in velocities of the two parallel streams hindered 
formation of the vortex trail and reduced the degree of 
mixing, although little effect was noted at velocity ratios 
greater than 2. As with mixing with parallel streams alone, 
it is immaterial which stream is the faster. 

orne data have been recorded in which macroscopic 
turbulence was created in each of the individual gas streams 
before mixing. Data in which }~-inch-diameter cylinders 
or sharp S-bends were installed upstream of the junction of 
parallel gas streams indicate that large-scale up tream macro
turbulence reduces the mixing when the mixing-roll method 
is employed. However, in plain mixing between parallel 
gas streams, mixing was improved by the introduction of 
upstream turbulence-producing obstructions. Mixing be
tween two concentric gas streams differing in temperature 
is similar to the mixing of two parallel gas treams. How
ever, the mixing-roll method seems to be more effective 
with concentric gas tream than with parallel streams. 

Pressure losses due to mixing of gas streams in the follow
ing three configurations are discussed in referenc{' 82 (com
plete mixing of the two streams after their junction is 
assumed) : 

(1) For normal gas streams, expressions similar to those 
defining pressure losses due to heat addition can be utilized 
if the total-temperature ratio T t •4/Tt •3 in eq uation (23) and 
figure 39 is replaced by 

R3'Y3('Y4- 1) (1+ W3b) [1+ W3bR3b'Y3bTt .3b('Y3-1)] 
R a4('Y3- 1) W3 w3R3'Y3Tt.3('Y3b-1) 

(1 49a) 

where W3 and W3b are defined in table IV. For rapid approxi
mation, the difference in the R's and 'Y 's may be neglected, 
and equation (l49a) reduces to 

T t' 4=(1+ W3b) (1 + W3b T t.3b) 
T t.3 W3 W3Tt.3 

(l49b) 

By use of this new value of over-all total-temperuture ratio, 
the exit Mach number M. can be determined and the total
pressure losses due to complete mixing of two perpendicular 
gas streams can be found from either equation (22) or figure 
39. 

(2) The mixing of oblique gas streams is somewhat more 
complicated than the mixing of perpendicular gas streams. 
Additional parameters derived in reference 82 include 

B*=(l+ W3bU 3b cos a) 
W3Ua 

(I50a) 

(150b) 

where a is the included angle between the gas streams. As 



BASIC CONSIDERATIONS IN THE COMBUSTION OF HYDROCARBON FUELS WITH AIR 79 

f- 1.1 , 8' 

2.6 f- 0 -I-- .5 ,8" 
f- l.O I 

-=::::....::::::...::::::~r-- 1.5 /' jO 

2.2 f- t---. 2.v .1 
- .90 ~O / ./ 

.05 .10 .15 . . 
./ 

./ 
./ 

7 
.2 

I 
,/./ /" - .3 -

./ :::::: -::::: ----- -- 1 --I 
~ ~ ::::::: ~ :::: -::: :::. -- ~ 

W -
I 

:~ - 1.0 
-I-. -~ l- I'- ~.~ 

I--
,n 

0 .2 .3 .4 .5 .6 .8 .9 1.0 
Inlet Mach number, M3 

FIG URE 75.-Values of parameter n for determination of mlxmg 
pressure losses of oblique and parallel gas streams (ref. 82). 

before, the differences in R's and 'Y's may be neglected for 
rapid approximations, and equation (150b) reduces to 

(150c) 

A new parameter n, which is defined as 

n 1+'Y3M~ 
0* 1 + B*'Y3M~ (l50d) 

is used in determining the exit Mach number. Values of 
n/G* for various inlet Mach numbers and values of B*, and 
1'3 of 1.4 are presented in figure 75. The value of exit Mach 

number M. can be found by substituting n2 for T t •• /T t •3 in 
figure 39 or equation (23). Total-pressure losses due to 
mixing of the two oblique streams can then be found from 

'Yj 

(
I:lPt) =1_(1+Y3B*~~)(1+~ M!)0 
p t.3 ob l+'Y.M • ~ 

(1+1'3
2 

1 M~y3-1 

(150e) 

(3) Mixing in parallel gas streams is treated in reference 
82 in much the same manner as oblique streams, except that 
a term which includes the area ratio is added. For mixing 
of parallel gas streams, as shown in table IV, the parameters 
B* and 0* are defined as 

(151a) 

(
1 + W3b) (R 31'3) (1'.-1)[1 + (W3bR 3b'Y3bTt. 3b)('Y3- 1)] 

W3 Ra. 'Y3-1 (w3 R3'Y3Tt.3)('Y3b- 1) 
(151b) 

where .91 is the ratio of jet flow area A3 to mixed-jet flow 
area A.. For constant Rand 'Y, equation (151b) reduces to 

0*=.91 1(1 + W3b) (1 + W3bTt. 3b) (151c) -V W3 w3Tt .~ 

The parameter n, which can be determined either from 
equation (150d) or from figure 75, applies to parallel-jet 
mixing as well as to the mixing of oblique jets. However, the 
appropriate values of B* and G* from equations (151a, b, or 

TABLE IV.-ARRANGEMENTS FOR MIXING OF GAS STREAMS 

(Ref. 82) 

Gas stream Arrangement B* C* 
(for constant Rand 'Y) 

I I 
I I 

ft+~ 1 NormaL ____ _ ( 1+ W3h)(I+ W3b. T,.3h) 
W3 W3 T'.3 

1 

I I 

..l.. I 
I T ( 1 + W3h V 3b cos a) ( 1+ W3h)( 1 + W3h. T,.3h) From fig. 75 

Oblique ____ --

-t-y11. I . W3 V3 W3 W3 T'.3 or eq. (150d) 
4 

3b 

3 

I I 
Parallel ______ -r AJII d (1+ W3b V3h ) (1+ W3h) (1+ W3b. T, .3b) From fig. 75 

A I d -,.. 
tV3 V3 W3 tV3 T' ,3 or eq. (150d) 

-t-- A(I-JIIl I 

3b 4 
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c) must be used. As with the mixing of oblique gas streams, 
the exit Mach number can be found by substituting 122 for 
T t•4/Tt, 3 in figure 39 or equation (23). The pressure drop 
due to mixing of two parallel gas streams can then be found 
from equation (150e), which also applies to normal gas 
streams. 

DESIGN SUMMARY 

The object of this chapter has been to present aero
dynamic relations applicable to the design of the combustion 
chambers of jet engines. The designers of combustion 
chambers are generally interested in the combustor approach
stream parameters, combustor pressure losses, jet penetra
tion and mixing, orifice coefficients, turbulence levels, and 
fuel injection and spreading. 

For the designer of combustion chambers of turbojet or 
ramjet engines, equations (1) to (14) and figures 31 to 33 are 
suitable for determining approach-stream parameters of 
pressure, temperature, and velocity. Equation (15) and 
figure 34 may be used to estimate the effect of combustor 
pressure losses on over-all cycle performance. In accounting 
for the effect on combustor pressure losses of abrupt changes 
in cross-sectional flow area, bluff bodies or flameholders, fric
tion forces, and momentum changes imparted to the gases, 
equations (16) to (34) and figures 35 to 41 can be used. 
Pressure losses due to jet mixing can be estimated from 
equations (149) to (151) and figure 75. Equation (35) can 
be used to correlate combustor pressure losses. 

Many applications in combustion chambers require a 
knowledge of jet mixing parameters. Theoretical velocity 
profiles in free jets are best expressed by equations (41) and 
(43) and figure 43. Theoretical free-jet temperature pro
files are best expressed by equation (49) and figure 44. For 
coaxial jets, theoretical parameters can be obtained from 
figures 45 and 46. Equations (53) to (56) theoretically 
relate the penetration of air jets to duct dimensions and jet 
and stream parameters. 

Recommended experimental data on velocity profiles in 
free jets are contained in equations (58) to (61) and figures 
47 to 49. Experimental temperature profiles in free jets can 
be determined from equation (67) and figures 50 and 51. 
Turbulence intensities in free jets can be determined from 
figure 52, and the scale of turbulence in jets can be found from 
equations (68) and (69) or figure 53. If the jets are coaxial, 
equations (73) to (78) are recommended for experimental 
correlation of jet size and velocity parameters. Experi
mental data on jet penetration and temperature distribu
tions are contained in figures 54 to 56. To account for jet 
interaction, equations (84) and (85) and figure 57 are suit
able. Orifice coefficients, required to calculate the flow 
through combustion-chamber openings, can be determined 
from figures 58 to 60. 

For theoretical background in the study of diffusion in the 
combustor, equations (89) to (111) may be used. Useful 
expressions for instantaneous and continuous point sources 
of diffusion are equations (112) to (118). In addition, table 
III contains a large number of equations giving the concen
tration at a point for many conditions with point, line, 
plane, surface, and volume sources. For nonisotropic fields , 
equations (120) to (123) are available. Equations (124) to 

(129) can be used for flow with periodic fluctuations or a 
superimposed velocity fluctuation. 

In the study of fuel-air mixing, fuel droplet impingement 
and droplet collection efficiency on flameholders, maximum 
angle of impingement, and velocity of impingement are 
determined from equations (132) and (133) and figures 70 to 
72. Equations (134) to (139) should be used to determine 
the spreading of evaporating fuel droplets from fuel injectors. 
And for the combined spreading of liquid and vapor fuel in 
high-velocity gas streams, equations (140) to (147) are 
suitable. 

REFERENCES 

1. Whittle, F.: The Early History of the Whittle Jet-Propulsion Gas 
Turbine, pt. II. The Aeroplane, vol. LXIX, no. 1797, TOV. 2, 
1945, pp. 503-507. 

2. Sanders, ewell D.: Performance Parameters for Jet-Propulsion 
Engines. ACA TN 1106, 1946. 

3. Wallner, Lewis E., and Fleming, William A.: Reynolds umber 
Effect on Axial-Flow Compressor Performance. N ACA RM 
E9G11, 1949. 

4. Fleming, William A.: Turbojet Performance Characteristics and 
Research Techniques. Lecture 3, Gas Turbine and Free Piston 
Engine Lectures, Frank L. Schwartz, ed., Dept. Mech. and Ind. 
Eng., Univ. of Mich., June 13-17, 1955. 

5. Lloyd, Peter: Combustion in the Gas Turbine-A Survey of War
Time Research and Development. R. & M. No. 2579, British 
ARC., May 1946. 

6. Lovesey, A. C.: Modern Methods of Testing Aero-Engines and 
Power' Plants. Jour. Roy. Aero. Soc., vol. 54, no. 474, June 1950, 
pp. 327-358. 

7. DeZubay, E. A.: Combustion Processes and Their Application in 
Gas Turbines. Gas Turbine Lectures, Dept. Mech. and Ind. 
Eng., Univ. Mich. , June 29-July 9, 1953, pp. 510-558. 

8. Yell ott, J. I., and Lype, E. F.: Some Effects of Pressure Loss on 
the Open-Cycle Gas-Turbine Power Plant. Trans. ASME, 
vol. 69, no. 8, Nov. 1947, pp. 903-911. 

9. Schutt, H . C.: Losses of Pressure Head Due to Sudden Enlarge
ment of a Flow Cross-Section. Trans. ASME (Hydraulics), 
vol. 51, no. 15, May-Aug. 1929, pp. 83-87. 

10. Committee A-9, Aircraft Air Conditioning Equipment: Airplane 
Heating and Ventilating Equipment-Engineering Data-Fluid 
Dynamics. Aero. Info. Rep. No. 23, SAE, 1951, pp. 5-8. 

11. .Patterson, G. N.: Modern Diffuser Design. The Efficient Trans
formation of Kinetic Energy to Pressure. Aircraft Eng., vol. X, 
no. 115, Sept. 1938, pp. 267-273. 

12. Sanger, E. , and Bredt, I.: A Ram-Jet Engine for Fighters. N ACA 
TM 1106, 1947. 

13. Valentine, E. Floyd, and Carroll, Raymond B.: Effects of Several 
Arrangements of Rectangular Vortex Generators on the Static
Pressure Rise Through a Short 2:1 Diffuser. NACA RM 
L50L04, 1951. 

14. Reid, Elliott G.: Performance Characteristics of Plane-Wall Two-
Dimensional Diffusers. ACA TN 2888, 1953. 

15. Perry, John H., ed.: Chemical Engineers' Handbook. Third ed., 
McGraw-Hill Book Co., Inc ., 1950, pp. 387-388. 

16. Friedman, J., Bennet, W. J., and Zwick, E. B.: The Engineering 
Application of Combustion Research to Ramjet Engines. 
Fourth Symposium (International) on Combustion, The Wil
liams & Wilkins Co., 1953, pp. 756--764. 

17. McAdams, W. H.: Heat Transmission. Second ed., McGraw
Hill Book Co., Inc., 1942, p. 119. 

18. Knight, H. A., and Walker, R. B.: The Component Pressure 
Losses in Combustion Chambers. Rep. o. R.143, British 
N.G.T.E., Nov. 1953. 

19. Shapiro, Ascher H., and Hawthorne, W. R.: The Mechanics and 
Thermodynamics of Steady One-Dimensional Gas Flow. Jour 
Appl. Mech., vol. 14, no. 4, Dec. 1947, pp. A317-A336. 



BASIC CONSIDERATIONS IN THE COMBUSTION OF HYDROCARBON FUELS WITH AIR 81 

20. Younger, George G., Gabriel, David S., and Mickelsen, William R.: 
Experimental Study of Isothermal Wake-Flow Characteristics 
of Various Flame-Holder Shapes. NACA RM E51K07, 1952. 

21. Goldstein, Sydney, ed.: Modern Developments in Fluid Dynamics. 
Vols. I and II. The Clarendon Press (Oxford), 1938. 

22. Williams, G. C., Hottel, H. C., and Scurlock, A. C.: Flame Sta
bilization and Propagation in High Velocity Gas Streams. 
Third Symposium on Combustion and Flame and Explosion 
Phenomena, The Williams & Wilkins Co. (Baltimore), 1949, 
pp.21-40. 

23. Prandtl, L., and Tietjens, O. G.: Applied Hydro- and Acro
mechanics. McGraw-Hili Book Co., Inc., 1934, pp. 130--136. 

24. Pinkel. 1. Irving, and Shames, Harold: Analysis of Jet-Propulsion
Engine Combustion-Chamber Pressure Losses. NACA Rep. 
880, 1947. (Supersedes NACA T 1180.) 

25. Lubbock, 1.: Combustion Problems of the Gas Turbine. Aircraft 
Eng., vol. XXIII, no. 269, July 1951, pp. 196-202; 213. 

26. Childs, J. Howard, McCafferty, Richard J., and Surine, Oakley 
W.: Effect of Combustor-Inlet Conditions on Performance of 
an Annular Turbojet Combustor. NACA Rep. 881, 1947. 
(Supersedes NACA TN 1357.) 

27. Tollmien, Walter: Calculation of Turbulent Expansion Processes. 
NACA TM 1085, 1945. 

28. Taylor, G. 1.: The Transport of Vorticity and Heat Through 
Fluids in Turbulent Motion. Proc. Roy. Soc. (London), ser. 
A, vol. 135, no. A828, Apr. I, 1932, pp. 685-702. 

29. Abramovich, G. N.: The Theory of a Free Jet of a Compressible 
Gas. NACA TM 1058, 1944. 

30. Howarth, L.: Concerning the Velocity and Temperature Distribu
tions in Plane and Axially Symmetric Jets. Proc. Cambridge 
Phil. Soc., vol. 34, 1938, pp. 185-203. 

31. Squire, H. B., and Trouncer, J.: Round Jets in a General Stream. 
R. & M. No. 1974, British A.R.C., 1944. 

32. Hawthorne, W. R., Rogers, G. F. C., and Zaczek, B. Y.: Mixing 
of Gal Streams-The Penetration of a Jet of Cold Air into a Hot 
Stream. Tech. Note No. Eng. 271, British R.A.E., Mar. 1944. 

33. Ehrich, Fredric F.: Penetration and Deflection of Jets Oblique to 
a General Stream. Jour. Aero. Sci., vol. 20. no. 2, Feb. 1953, 
pp. 99-104. 

34. Taylor, J. F., Grimmett, H. L., and Comings. E. W.: Isothermal 
Free Jets of Air Mixing with Air. Chern. Eng. Prog., vol. 47, 
no. 4, Apr. 1951, pp. 175- 180. 

35. Forstall, Walton, Jr., and Shapiro, Ascher H.: Momentum and 
Mass Transfer in Coaxial Gas Jets. Meteor Rep. No. 39, Dept. 
Mech. Eng., M. 1. T., July 1949. (Bur. Ord. Contract NOrd 
9661.) 

36. Squire, H. B.: Jet Flow and Its Effects on Aircraft. Aircraft 
Eng., vol. XXII, no. 253, Mar. 1950, pp. 62-67. 

37. Corrsin, Stanley: Investigation of Flow in an Axially Symmetrical 
Heated Jet of Air. NACA WR- 94, 1943. (Supersedes NACA 
ACR 3L23.) 

38. Reichardt, H.: On a New Theory of Free Turbulence. R.T.P. 
Trans. No. 1686, British M.A.P. (See also Z.a.M.M., Bd. 21, 
Heft 5, Oct. 1941, pp. 257-264.) 

39. Laurence, James C.: Intensity, Scale. and Spectra of Turbulence 
in Mixing Region of Free Subsonic Jet. NACA Rep. 1292, 1956. 
(Supersedes N ACA TN's 3561 and 3576.) 

40. Pfeiffer, Arthur, Murati, George T., and Engel, Arthur B.: Mixing 
of Gas Streams. M. S. Thesis, M. I. T., 1945. 

41. Callaghan, Edmund E., and Ruggeri, Robert S.: Investigation of 
the Penetration of an Air Jet Directed Perpendicularly to an 
Air Stream. NACA TN 1615, 1948. 

42. Chelko, Louis J.: Penetration of Liquid Jets into a High-Velocity 
Air Stream. NACA RM E50F21, 1950. 

43. Callaghan, Edmund E., and Ruggeri, Robert S.: A General Cor
relation of Temperature Profiles Downstream of a Heated-Air 
Jet Directed Perpendicularly to an Air Stream. NACA TN 
2466, 1951. 

44. Baron, Thomas, and Alexander, L. G.: Momentum, Mass, and 
Heat Transfer in Free Jets. Chern. Eng. Prog., vol. 47, no. 4, 
Apr. 1951, pp. 181-185. 

45. Alexander, Lloyd G., Baron, Thomas, and Comings, Edward W.: 
Transport of Momentum, Mass, and Heat in Turbulent Jets. 
Bull. Ser. No. 413, Univ. of Ill., 1953. 

46. Baron, T., and Bollinger, E. H.: Mixing of High-Velocity Air Jets. 
Tech. Rep. No. CML-3, Eng. Exp. Station, Univ. of Ill., Mar .. 
1, 1952. (Contract DA- 18-064-CML-445, Army Chem. Corps, 
Army Dept.) 

47. Grimmett, Howard L.: Entrainment in Air Jets. Ph.D. Thesis, 
Univ. of Ill. , 1950. 

48. Callaghan, Edmund E., and Bowden, Dean T.: Investigation of 
Flow Coefficient of Circular, Square, and Elliptical Orifices at 
High Pressure Ratios. NACA T 1947, 1949. 

49. Seglem. Clifford E.: The Discharge Coefficient of a Combustor 
Air Inlet Hole. M. S. Thesis, Univ. of Pittsburgh, 1952. 

50. Churchill, Ruel V.: Fourier Series and Boundary Value Problems. 
McGraw-Hill Book Co., Inc., 1941. 

51. Carslaw, H . S., and Jaeger, J. C.: Conduction of Heat in Solids. 
Univ. Press (Oxford), 1947. 

52. Van Dusen, M. S.: Note on the Theory of Heat Conduction. 
Bur. Standards Jour. Res., RP 178, vol. 4, no. 6, June 1930, 
pp. 753-756. 

53. Taylor, G. I.: Diffusion by Continuous Movements. Proc. 
London Math. Soc., vol. 20, 1922, pp. 196-212. 

54. Glasstone, Samuel: Text-Book of Physical Chemistry. Second 
ed .• D. Van Nostrand Co., Inc., 1946. 

55. Frenkiel, F. .: Turbulent Diffusion: Mean Conceptration Dis
tribution in a Flow Field of Homogeneous Turbulence. Vol. 
III of Advances in Appl. Mech., Richard von Mises and Theodore 
von Karman, eds., Academic Press, Inc., 1953, pp. 61-107. 

56. Taylor, G. 1.: The Statistical Theory of Turbulence, pt. II. Proc. 
Roy. Soc. (London), ser. A, vol. 151, no. 833, 1935, pp. 444-454. 

57. von Karman, Theodore, and Howarth, Leslie: On the Statistical 
Theory of Isotropic Turbulence. Proc. Roy. Soc. (London), 
ser. A, vol. 164, Jan. 21, 1938, pp. 192-215. 

58. Laurence, James C., and Landes, L. Gene: Auxiliary Equipment 
and Techniques for Adapting the Constant-Temperature Hot
Wire Anemometer to Specific Problems in Air-Flow Measure
ments. NACA TN 2843, 1952. 

59. Kovasznay, Leslie S. G.: Development of Turbulence-Measuring 
Equipment. NACA Rep. 1209, 1954. (Supersedes NACA 
TN 2839.) 

60. Uberoi, Mahinder S., and Corrsin, Stanley: Diffusion of Heat 
from a Line Source in Isotropic Turbulence. N ACA Rep. 1142, 
1953. (Supersedes NACA TN 2710.) 

61. Mickelsen, William R.: An Experimental Comparison of the 
Lagrangian and Eulerian Correlation Coefficients in Homogene
ous Isotropic Turbulence. NACA TN 3570, 1955. 

62. Dryden, Hugh L.: A Review of the Statistical Theory oi Turbu
lence. Quart. App!. Math., vol. 1, no. I, Apr. 1943, pp. 7-42. 

63. Kalinske, A. A., and Pien, C. C.: Eddy Diffusion. Ind. and 
Eng. Chem., vol. 36, no. 3, Mar. 7, 1944, pp. 220--222. 

64. Taylor, G. 1.: The Spectrum of Turbulence. Proc. Roy. Soc. 
(London), ser. A., vol. 164, Feb. 18, 1938, pp. 476-490. 

65. Jakob, Max: Heat Transfer. Vol. 1. John Wiley & Sons, Inc., 
1949. 

66. Wilson, H. A.: Convection of Heat. Proc. Cambridge Phil. Soc .• 
vol. 12, Apr. 1904, pp. 406-423. 

67. Roberts, D. F. T.: The Theoretical Scattering of Smoke in a 
Turbulent Atmosphere. PIoc. Roy. Soc. (London), ser. A, vol. 
104, 1923, pp. 640- 654. 

68. Towle, W. L., and Sherwood, T. K.: Eddy Diffusion-Mass 
Transfer in the Central Portion of a Turbulent Air Stream. 
Ind. and Eng. Chem., vol. 31, no. 4, Apr. 1939, pp. 457-462. 

69. Bush, V., and Caldwell, S. H.: A New Type of Differential Ana
lyzer. Jour. Franklin Inst., vol. 240, no. 4, Oct. 1945, pp. 
255-326. 

70. Mickelsen, William R., and Laurence, James C.: Measurement 
and Analysis of Turbulent Flow Containing Periodic Flow 
Fluctuations. NACA RM E53F19, 1953. 



82 REPORT 130o--NATIONAL ADVISORY COMMITTEE FOR AERONAUTICS 

71. Corrsin, Stanley, and Uberoi, Mahinder S.: Further Experiments 
on the Flow and Heat Transfer in a Heated Turbulent Air Jet. 
N ACA Rep. 998, 1950. (upersedes ACA T 1865.) 

72. Townsend, A. A.: The Diffu ion Behind a Line Source in Homo
geneous Turbulence. Proc. Roy. Soc. (London), ser. A, vol. 
224, no. 1159, Juiy 22, 1954, pp. 487- 512. 

73. Longwell, .John P. , Rnd 'Wei s, Ialcolm A.: .Mixing and Di tribu
tion of LiCJuids in High-Velocity Air Streams. Ind. and Eng. 
Chern., vol. 45, no. 3, Mar. 1953, pp. 667-677. 

74. ,chubauer, G. B.: A Turbulence Indicator Utilizing the Diffusion 
of Heat. JACA Rep. 524,1935. 

75. Scurlock, A. C.: Flame Stabilization and Propagation in High
Velocity Gas Streams. Meteor Rep. o. 19, Fuels Re . Lab., 
M.LT., May 1948. (Contract TOrd 9661.) 

76. Langmuir, Irving, and Blodgett" Katherine B.: A Mathematical 
Investigation of Water Droplet Trajectorie. Tech. Rep. o. 
5418, Air Materiel Command, AAF, Feb. 19, 1946. (Contract 
No. W- 33- 038- ac-9151 with General Electric Co.) 

77. Scull, Wilfred E.: Mea urement of Liquid Fuel Films on a Rod 
Flame-Holder. Rep. of Exp. Res. Problem in Chern. Eng., 
M.LT., .Jan. 19, 1951. 

78. Sherman, P., Klein, J. S., and Tribus, M.: Determination of Drop 
Trajectories by MeRns of an Extension of Stokes' Law. Eng. 
Res. Inst., Univ. Michigan, Apr. 1952. (Air Re . and Dev. 
Command, USAF, Oontract AF 18(600)-51, Proj . M992-D.) 

79. Ingebo, Robert D.: Vaporization Rates and Drag Ooeffi~ients for 
Isooctane Sprays in Turbulent Air Stream. ACA TN 3265, 
1954. 

80. Bahr, Donald W.: EVRporation and Spreading of Isooctanc Sprays 
in High-Velocit,y Air Stream, ACA RM E53J14, 1953. 

81. Minchin, L. T,: The Mixing of Gas Streams. Rep. No. E.3965, 
Briti h RAE" Jan. 1943. 

82. Hawthorne, W. R., and Cohen, n .: Pressure Losses and Velocity 
Changes Due to Heat Release and Mixing in Frictionles , Com
pressible Flow. Rep. No. E.3997, British RAE., Jan. 1944. 



CHAPTER III 

IGNITION AND FLAMMABILITY OF HYDROCARBON FUELS 

By FRANK E. BELLES and CLYDE C. SWETT 

INTRODUCTION 

~lany physical and chemical influences set limits on 
ignition or flame propagation in fuel-air mi:xtures. The 
importance of these limits in high-speed combustors is 
evident; tlH'Y may give rise to conditions in which the 
mixture cannot be ignited or, if ignited, is incapable of 
sustained burning. This chapter discusses the experimental 
observatioIls of flame quenching and of the limits of flam
mability , flame propagation, and ignition and draws from 
them some insight into the basic mechanisms that set the 
limits. Although most of the results in the literature have 
been obtained for homogeneous mixtures and for single fuels 
rather than multicomponent fuels such as those used in prac
tical engines, there are many applications of both the data 
and the ideas to the operating problems of high-speed 
combustors. 

A flammable mixture is defined as one capable of propa
gating flame indefinitely away from, and in the absence of, 
a source of ignition. That is, an ignition source such as an 
electric spark must be provided initially, but a flammable 
mixture will continue to propagate the flame even after the 
spark has been turned off, while a nonflammable one will not. 
In the nonflammable case, emission of light' or some other 
evidence of chemical reaction may be observed, but this 
persists only while the ignition source is in operation. 

A flammable mixture of fuel and air may be progressively 
diluted with either constituent until eventually a mixture 
results that is nonflammable. The limit of flammability is 
the borderline composition that separates mixtures capable 
of propagating a flame from those that are not. If the 
diluting agent is air, the limit mixture contains too little 
fuel to be capable of sustained flame propagation; and the 
borderline concentration is termed the lean or lower flam
mability limit. Conversely, if the diluting agent is fuel, the 
rich or upper flammability limit is reached. The flamma
bility limits at a particular temperature and pressure 
obtained in this manner are often called the concentration 
limits. They may be made independent of any apparatus 
effects; therefore, these limits are physicochemical constants 
for each fuel. Mixtures of fuel concentrations between the 
lean and rich limits are said to lie within the flammable 
range. 

It is sometimes observed that a flame in a mixture well 
,,-ithin the flammable range will be extinguished if it is 
forced to propagate through a constriction . The walls are 
evidently able to exert some repressive influence on the 
flame. The effect is observable in Bunsen burners when the 
flow of mixture is suddenly stopped. If the burner tube is 

sufficiently wide, the flame will flash back and propagate 
into the stationary mixture; whereas, with a smaller tube, 
it will be extinguished at the port. This effect of the walls 
on flame propagation is termed quenching. It is possible 
to determine a minimum diameter or a minimum rectangular 
opening through which a flame will travel, and such a dimen
sion is a quenching distance. 

Although the walls are able to set limits of flame propaga
tion, these limits are not flammability limits in the true 
sense, since they are not physicochemical constants of the 
fuel. Rather, the limits are conditioned by the presence of 
walls. 

SYMBOLS 

The following symbols are used in this chapter: 

s:vi Avogadro number 
B geometrical factor 
&1 dimensionless factor, value of which depends only 

on geometry of quenching surface 
b constant 
G constant 
C 

Cp 

D 
d 
dq 

dSHI 

d lube 

Ene, 
Ee 
E fg 

EL 
E ls 

F 

capaci tance of condenser 
specific heat at constant pressure 
diffusion coefficient at 77° F and 1 atm 
diameter 
quenching distance 
critical slit opening 
critical tube diameter 
apparent energy of activation 
energy from capacitance 
total ignition energy 
energy from inductance 
energy in line source 
constant relating total number of reaction events 

that occur during passage of a flame to number 
that must occur in reaction zone for the flame 
to propagate 

function of intensity of turbulence, ft/sec 
constant 
curren t, amp 
constant 
constant 
average rate constant for reaction of active 

particles wi th fuel molecules 
inductance 
number of fuel molecules per unit volume 
pressure 
universal gas constant 
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r radius 
s electrode spacing 
T temperature 
TF equilibrium adiabatic flame temperature 
To initial mixture temperature 
tt, ignition lag 
t. spark duration 
UF burning velocity 
U, gas velocity 
v voltage 
X, mole fraction of fuel 
'mol fraction of molecules present in gas phase that 

must react for flame to continue to propagate 
K thermal conductivity 
w reaction rate 
Subscripts: 
a aIr 
dr droplet 
min minimum 
r rod 
re in reaction zone 
S sphere 

FLAME QUENCHING 

Before discussing flammability and ignition, it is desirable 
to consider flame quenching. This phenomenon affects the 
process of flame propagation, with which flammability is 
concerned, and also that of ignition. The effects of quench
ing must either be accounted for or eliminated in the measure
ment of limits of flammability and of ignition energies, if 
meaningful interpretations of the data are to be made. In 
older literature, the importance of flame quenching was not 
understood, with the result that many misleading conclusions 
were reached. 

As stated in the INTRODUCTION, quenching may be 
observed when a Bunsen flame is allowed to flash back into 
the burner tube. This fact serves as the basis for a standard 
means of measuring quenching distance. A flame is estab
lished on the burner port, and the mixture flow is then 
suddenly stopped. If the flame flashes back and propagates 
down the burner tube, a smaller one is substituted until the 
tube will just permit the flame to propagate. The diameter 
of the tube is thus the quenching distance for the given 
fuel-oxidant mixture under the specified conditions of tem
perature and pressure. In practice, a rectangular burner 
with a continuously variable width is often used, to avoid 
the frequent changes of tubes and to improve the precision 
of the measurements. An alternative procedure is to employ 
a fixed burner opening and to change one of the conditions, 
such as pressure or mixture composition, until the condition 
corresponding to the specified quenching distance is deter
mined. 

Quenching distances may be measured by entirely different 
means from the ' ones just described. This is possible be-
0ause of the existence of quenching effects in measurements 
of flammability and spark-ignition energies of fuel-oxidant 
mixtures. Before these aspects are discussed, however, 

some of the data on the effects of variables on straightforward 
quenching-distance measurements will be presented. 

EFFECTS OF VARIABLES ON FLAME QUENCHING 

All the experiments described in this section were con
ducted with homogeneous mixtures of gaseous or vapor fuel 
and air or some other oxidant. In addition, all the quench
ing distances were measured by means of the flashback of 
burner flames into quiescent mixtures. 

Geometry of quenching surface.-Reference 1 reports 
quenching distances measured by establishing a flame on a 
burner and then suddenly stopping the mixture flow. The 
flame either flashed back through the burner or was quenched 
at the port, depending upon the size of the burner. Various 
cylindrical and rectangular tubes were used, and the fuels 
were methane and propane in air at room temperature and 
atmospheric pressure. 

The critical tube diameters and critical slit openings for 
flame propagation-that is, the quenching distances-were 
not the same. The .critical diameters were larger than the 
critical slit openmgs. A geometrical factor B may be 
defined as 

(1) 

The data of reference 1 show that, for lean to stoichio
metric mixtures, the average value of B is 1.25 for methane
air mixtures and 1.45 for propane-air mixtures. Reference 2 
extended the study of geometry effects to include annuli 
and rectangular slots of various length-to-width ratios. It 
was found that a very small centerbody has a large' quench
ing action in the annular case. 

Hydrocarbon type .-Friedman and Johnston have meas
ured the quenching distances of mixtures of propane, 
benzene, n-heptane, and isooctane in air by determining the 
smallest opening of a rectangular burner that will permit a 
flame to flash back when the mixture flow is stopped (ref. 3). 
The data are presented in figure 76, where quenching dis
tance is plotted against percent stoichiometric fuel-air ratio. 
The experiments were carried out at I-atmosphere pressure 
and 212 0 F ambient temperature. 

Figure 76 shows that mixtures slightly richer than stoichio
metric are able to propagate flame through the narrowest 
channels. For lean and stoichiometric mixtures, the quench
ing distances decrease in the following order: isooctane> 
n-heptane>propane>benzene. Reference 3 notes that this 
order is the same as the order of increasing burning velocities 
for the four compounds. In the case of rich mixtures, there 
are changes in the order of quenching distances, and it is 
not certain that there is any simple relation with burning 
velocity. Although in all cases the quenching distances are 
small under the conditions of the experiment, there are 
considerable percentage differences from fuel to fuel. For 
example, the quenching distance of a stoichiometric mixture 
of benzene in air at 1 atmosphere and 212 0 F is about 80 
percent of that of a stoichiometric isooctane-air mixture. 

Inert diluents.-For his work on the effects of inert gases 
on quenching, Friedman (ref. 4) used hydrogen as the fuel 
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nnd condu cted th e cxpl'J'iml'nt at ambient pressure and 
tcmpl'J'aturl'. 'fhl' inl'l"t ga es used ,\"ere helium, argon, 
nitrogen, and carbon di oxide. :\[ixtut'es of hydrogen, 
oxygl'n, and inl'rt gas \\-l'1"e prejJarl'd with a quantity of inert 
g-as such lhat the cakul atNI flame temperature of the 
toichiometric mixture \\-as 4244° F in all four cases. Some 

of t he data of refet'encl' 4 aJ'l' Itown in figure 77. The 
figure shows that, for a givt'n mixture, the quenching distance 
Lll'("t'l'asl's with the inert dilul'nt used in the order helium> 
n r~ol1>nitrogen>caJ'bon dioxide; that is, the quenching 
rfl'l'et of the walls on the f1arI1.e is gt'eatrl" if the diluent j 

helium than if it i carbon dioxide. 
_\.nulogous results for hydrocarboll fuels were found in 

refl'rellce 5 for melhane and in reference 6 for propane. 
Replac('ment of helium b.y a rgon in the "air" docs not change 
the equilibrium flame ll'mperature or compo ilion, but the 
q ul'llchinO" eli Lance is nenrt heless st rongly affecled. In 
all ca es, the quenching distance is decreased when the inert. 
diluent decreases thl' coeffteien ts of transport of heat and 
mass. In other words, th l' fl ame is il1 effect more insulated 
from the walls by argon th an b~- helium. 

The re ults for hydrogl'n in refl'rel1ce 4 were interpreted 
on the ba i of a thermal modl'l of quenching, in which heat 
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is conducted away from the flame 
anal.,-sis indicated that the quenching 
to the fa ctor 

by the walls. This 
hould be proportional 

(2) 

where Cp i the heat capacity per unit volume of unburned 
gas. This parameter correlated the q uenching-elistance 
data for yariou inert clilul'nis in a satisfactory manner. 
Rowen!". it i empha izcd (ref. 4) that no conclusion could 
be drawn as to the Lrue mechanism of quenching and that 
diffu ion of Rct ivC' particles Lo the walls might be important. 
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.A. more complete theoretical· discussion is given in reference 
6. The theory, which will be described in more detail later, 
avoids empirical terms such as the burning velocity that 
appears in equation (2). It was hoped that a decision could 
be reached as to the importance of loss of heat as opposed 
to loss of active particles at the walls. The following table 
compares the observed ratios of quenching distances at 
atmospheric pressure for propane-oxygen-argon and propane
oxygen-helium with ratios predicted by a "diffusional" and 
by a "thermal" theory: 

I 
d.w (argo n) 

I 
Stoichiometric fu el-

d. lit (helium) 
I 

oxidant ratio, 
percent Predicted Predicted 

1 Observed (thermal) (diffu-
sional) , 

73.8 _______________ O. 35 0.47 O. 67 100 ___ ____________ __ . 41 .48 .68 149 _________________ .44 .50 .72 
I 

The observed ratios are in better agreement with the thermal 
than with the diffusional values. R eference 6 points out, 
however, that conclusive proof is still lacking, because the 
theories are actually quite approximate. 
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Temperature.-Friedman and Johnston (ref. 7) have 
studied the effects of temperature on quenching distance. 
Increased temperature decreases the quenching distance ; 
that is, the flame is able to pass through smaller 
openings. The resul ts shown in figure 78(0,) for propane-air 
mixtures at about I-atmosphere pressure are consistent with 
the general observation that chemical reactions are pro
moted by increase in temperature. The magnitude of the 
temperature effect varies with mixture composition. For 
rich and stoichiometric propane-air mixtures, quenching 
distance is approximately proportional to the -0.5 power 
of the absolute temperature; while for lean mixtures the 
exponent increases. 

Pi:essure.-Friedman and Johnston have also studied the 
I;?ffects of pressure on the quenching distances of propane-air 
fl ames (ref. 7) and of benzene-, n-heptane-, and isooctane-air 
flames (ref. 3). A rectangular burner was employed, as 
previously described. Some of the data of reference 7 are 
presented in figure 78(b). Quenching distance increases as 
pressure decreases; that is, the quenching effect of the walls 
on the flames becomes greater when the pressure is reduced. 

A logarithmic cross plot of the data of figure 78(b) for 
several propane concentrations is hown in figure 79. Straight 
lines result, so that the pressure-dependence of the quenching 
distance is of the form 

(3) 

R eference 7 gave the value of the exponent b for the pro
pane concentration corresponding to the minimum quenching 
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distance as 0.9l. R eference 3 subsequently showed that the 
pressure-dependence of the minimum qu enching distances of 
benzene-, n -heptane-, and isooctane-air flames is almost 
identical to that of propane-air flames . Therefore, it appears 
that, as a rough approximation for hydrocarbons burnir,g 
in air, 
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(a) Effect of temperature. Pres ure, 29.02 inches of mercury absolute. (b) Effect of pressure. Ambient temperature, about 750 F. 
FIGURE 78.-Effect of temperature and pressure Oil quenching distance of propane-air flames (by permission from ref. 7) . 
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In the case of· propane-air mixtures, however, the value of t.he . 56 '0. I I 
exponent of the pressure is slightly dppendent on the propane 
concentration and increases from lean to rich mixture. The 
effect was noted in reference 8, using the data of reference 7, .48 l- I-

I 
--

and aloin reference 9. The following table shows the vari-
ation of the pressure-dependence of quenching distance of 
propane-air flames with fuel concentration: 

Stoichiometric 
fuel-air ratio, 

percent 

74 ____________ _ 
74 ____________ _ 
86 _______ _____ _ 
87 _______ _____ _ 

100 ____________ _ 
100 ____________ _ 
110 ____________ _ 
124 _______ _____ _ 
149 ____________ _ 

• Using data oC ref. 7. 

Negative 
exponent of 
pressu re, b 

O. 83 
· 5 
. 84 
.85 
.88 
· 9 
· 91 
.95 
.98 

R eference 

"8 
9 
9 

"8 
"8 

9 
7 
9 
9 

The variations in b shown by this table do not appear very 
large, but, as can be een in figure 79, they are quite apparent 
in a logarithmic plot of quenching distance against pressure. 

Oxygen concentration.-Reference 9 de cribes the effects 
of pres lire on the quenching di tances of flames in various 
propane-oxygen-nitrogen sy terns. The measurements were 
made with a variable-width rectangular burner over a pres-
ure range from 2.99 to 29.92 inches of mercury absolute. 

Five oxidant atmospheres were used, containing 17, 21, 30, 
50, and 70 percent oxygen by volume. The effects of pre -
' ure on the quenching distances of flames in any given oxidant 
were very similar to tho e described in the preceding ection. 
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At any given pre sure and percent stoichiometric propane, 
the quen~hing distance decreased as the oxygen concentration 
of the oxidant increased. The effect are shown graphically 
in figure 0, where data for stoichiometric mixtures and two 
pressure are pre, enLed. The decrease in quenching distance 
with inerea e ill the amount of oxygen in the oxidant atmos
phere is ver:v rapid up to about 25 percent oxygen (air=21 
percent) and then becomes more gradual. 

DEAD SPACE 

'iVhen a flame is adjacent to a surface, the luminous zone 
does not extend completely to the surface. There is a region, 
the width of which depends on the experimental conditions, 
where the reactions appear Lo be quenched by the wall. 
The distance from the end of the luminous zone to the wall 
i called dead space. The dead space may easily be observed, 
for example, by sighting across the top of a Bunsen burner; 
the base of the flame cone is situated a small distance above 
the burner port. Thus, it is evident that the wall quenches 
the flame reactions in the gas adjacent to it. Tt is therefore 
logical to consider dead space in connection with a discus
sion of quenching distance. 

It might at first appear that, if the dead space associated 
with a flame propagating through a rectangular duct were 
measured, the dead space should be equal to half the quench
ing distance under the same conditions. This in terpreta
tion is based on the idea that the quenching distance corre
sponds to a situation in which the flame has zero width 
because of the merging of the dead spaces associated with 
two walls when the walls are brought sufficiently close 
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together. The fact is , however, that the quenching di -
tance is considerably larger than twice the dead space (ref. 
10). Part of the difference may be attributed to the fact 
that the measurement of dead space is complicated by 
uncertainty as to the boundary of the flame. For example, 
in visual measurement , the bOllndary is chosen as the 
farthest extent of the lUrrWJolls flame zone ; on the othrr 
hand, if photographs are taken, the boundary will &'lmo t 
certftinly appear to be in a somewhat different position 
becau e of the differences in sen itivity between the optical 
sy tern of the camera and of the human eye. 

Aside from these experimental uncertainties, however, it 
is still rea onable that the quenching distance beLweeJl 
parallel walls should not be equal to twice the drad space 
associated with one wall, because thc same flamr is not 
observed ill the two cases. The dead space is associated 
with a propagating flame, while the quenching di tance, by 
definition, is the smallest opening that, will just permit a 
flame to propagate, or, equivalently, the opening that will 
ju t prevent propagation. Furthermore, it has been ob
served in connection with the measurement of quenching 
distances in circular tubes that above the critical diameter 
the flame appears to fill the cross section of the tube; at 
the quenching condition, the flame is extinguished at the 
mouth of the tube (ref. 8). In other words, there does not 
appear to be any marked diminution in the size of the 
flftme as the quenching condition is approached. 

Thus, the dead space is a characteristic distance associated 
with a flame; it arises tlU'ough the quenching action of the 
walls, but it is not equivalent to the quenching distance. 

There have not been many experimental studies of dead 
space. Reference 10 summarizes the work. Qualitatively, 
dead space varies with fuel concentration and with pres ure 
in much the same way as does quenching distance. For 
example, the minimum dead space occurs in butane-air mix
tures that are slightly richer than stoichiometric and increase 
as the pressure is decreased (ref. 10) . 

HOMOGENEOUS QUENCHING 

The discussion of quenching has heretofore been cOllcerned 
with the effects of walls on the flame. The effects must 
occur because the walls ab orb heat or free-radical chain 
carriers of the flame reactions, one or both of which must be 
transferred ahead of the flame to the unburned gas in suffi
cient quantity if the flame is to continue propagating (see 
ch. IV) . These considerations suggest the possibility that 
a flame might be quenched by the combustible gas itself. 
Such homogeneous quenching might occur, for example, 
with a flame propagating in a turb ulellt mLxture. If the 
turbulent intensity were sufficiently high, the dilution of the 
flame zone with cold unburned gas might overwhelm the 
transfer of hcat and chain carriers from the buming zone to 
the surrounding fresh gas, and the flame would then be 
extinguished. 

The situation described has received only limited experi
mental attention. In one article concerning this phenom
enon (ref. 11), the spread of flame from a nucleus in a flowing 
turbulent stream through a tube was studied. The turbu
lence was pipe turbulence, and the mixture of propane ftnd 

air was periodically ignited by a park across the full width 
of flow. Inasmuch as there was no flameholder , the flame 
traveled downstream with the flow and was ob rrved strobo
scopically. At the limits of flame propagation , the mixture 
wa ignited at the spark, but the flame nucleus decreased in 
ize and was finally rXLinguished as it travrl' cd the tr t 

section. The range of propane concentrations over which 
propagating flames were obtained wa detrrmined for flow 
velocities up to 250 feet per second. T~-pical curves, ob
tained at a static pre ure of 30.7 inche of mrrcury absolute, 
are shown in figure 81, where the concentration range of 
propagation is seen to narrow with increasing flow wlocity. 
The lean limit of flame propagation changr less rapidly 
than the rich limit when the data are plottrcl in terms of 
percent stoichiometric, and the two limit trnd to converge 
on the stoichiometric propane concentration. ~\.. Rrynolds 
number of 2000 in the e tests corresponded to a flow velocity 
of about 12 feet per second; therefore, the data apply to the 
turbulent regime. In one series of experiments, a creen 
was inserted up tream of the spark; thi reduced the turbu
lent scale but had no appreciable effect on the range of 
mixtures capable of propagating flame at a given velocity. 
Reference 11 offers no conclusive explanation of the behavior 
of the lean-limit curve at flow velocities less than 50 feet per 
second. 

Inasmuch as the turbulence intensity increases with in
creasing flow velocity, the experiments indicate that the idea 
of homoge'neous quenching by dilution with a combustible 
mixture may have some physical reality. Reference 11 
suggests this mechanism to explain curves similar to those 
of figure 81. 

Gas-phase quenching is also reported in references 12 
and 13. Small flame kernels were photographed as they 
expanded from spark electrodes in a free tmbulent jet. 
The turbulence was induced by grids. Nonisotropic fields 
just downstream of sufficiently large grids increased the rate 
of kernel growth; the flow property thought responsible was 
the magnitude of the velocity gradients met by the expanding 
flame. However, further increase in the gradients quenched 
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the flame, indica ting an optimum gradien t for flame spreading. 

INTERPRETATIONS OF WALL QUENCHING 

In order to interpret the observed ability of walls to quench 
flames in terms of fundamental processes, it is necessary first 
to decide upon the mechanism by which a flame is presumed 
to propagate, and then to examine the influence of the 
presence of walls upon this mechanism. Inasmuch as a 
flame is a zone of intense chemical reaction accompanied by 
the evolution of heat and the formation of new products 
from the reacting fuel and air, there exist steep gradients of 
temperature and concentration from the flame to the unburned 
gas. 

It is possible to set up differential equations that govern 
the flow of heat and of various molecular species that must 
occur as a result of these gradien ts. In order to use the 
equations a,nd to obtain solutions by ordinary means, how
ever, it is necessary to make certain assumptions. This 
matter is discussed in chapter IV. At this point, it may 
suffice to say that, although both heat and matter must 
flow from the flame because of the gradients that exist, and 
although the transfer of both heat and matter are probably 
essential features of the basic mechanism of flame propaga
tion, in the past one or the other of these two types of transfer 
has been chosen as most important. In other words, in 
order to make the basic differential equations amenable to 
solution in closed form, it has sometimes been assumed that 
the transfer of heat from the flame to the unburned gas is 
the most important process in flame propagation and that 
the diffusion of matter is much less important. In other 
cases, the opposite point of view has peen adopted. In 
either case, the assumption made can be justified in various 
ways. 

As a result of the considerations discussed, two schools 
of thought have arisen concerning the most important 
mechanism responsible for flame propagation. One empha
sizes the importance of heat conduction from the hot to the 
cold gas, since it is known that chemical reactions can be 
started and accelerated by an increase in temperature. The 

other stresses the importance of the diffusion of certain 
active particles (free radicals and atoms) known to be 
~roduced in flames; because of their highly reactive and 
energetic nature, these active particles arc supposed to be 
able to initiate chemical reactions in the cold gas. Actually, 
as stated previously, both features may be important. 

Thus, interpretations of the quenching effect start with 
the assumption of one of these two processes as t.he morc 
important one and then identify the walls as a sink for either 
heat or active particles. On the basis of these models, the 
flame is quenched if the walls abstract more t.han some 
critical amount of heat 01' active particles. The resulting 
interpretations may be described as either thermal or 
diffusional interpretations. 

Actually, the distinction is not always as clear as might 
be inferred. For example, references 4 and 14 present 
interpretations of quenching distance that are based on heat 
transfer to the cold walls; but in both cases the equations 
involve the experimental burning velocity of the mixture 
(see ch. IV). Consequently, there is the possibilit.'" that, if 
the burning velocit.'- depends upon diffusion of active par
ticles, these quenching theories are not uniquely thermal. 

The theory developed in reference 4 was used, as described, 
to correlate data on the effects of various inert diluents on 
the quenching distances of hydrogell-oxygen-diluen t mix
tures. The correlating parameter (eq. (2») was quite 
successful; it has not been applied to other types of quenching 
dat.a. 

The theory of reference 14 is based on the combustion-wave 
theory of Lewis and yOll Elbe (ref. 5) and has been applied 
to quenching distances of methane-oxygen-nitrogen mixtmes 
at atmospheric pressure. With the use of an experimental 
burning velocity, it is possible to solve the equations to 
obtain an estimate of the absolute value of the quenching 
distance of a mLxture . In reference 14, these c.alculatiolls 
are made and the results compared with experimental 
values. Quenching by tubes and by rectangular burners 
was considered. Some of the results are reproduced in the 
following ta ble: 

Mixture, percent by \'olume I 
Methane ____ __________________________ 10 15 25 40 50 52. 5 10.0 16.3 21. 5 26.4 Oxygen ___ _____________________________ 90 85 75 60 50 47. 5 18.8 29. 3 39. 8 49. 1 Nitrogen ____ __________________________ 0 0 0 0 0 0 I 71.2 54.4 39.7 24 .. 5 

[sic] 

Quenching distance, riO t in. 
--

I I 
Critical slit openings, d.1i t ExperimentaL ___ ___ ____ _____________ O. 086 O. 046 O. 028 

I 
0.043 O. 15 O. 22 O. 28 O. 079 O. 053 O. 045 

Calculated __ _____ __ __________________ . 086 .039 . 019 .033 .09 . 14 I .17 .056 .038 .039 
Percent de\'iatiol1 _____________________ 0 -15 -32 -23 -40 -36 -39 -29 -28 -13 

Critical diameters, d tub < 
Experi mental _____ ___________________ 0.118 O. 068 O. 048 O. 069 O. 215 O. 325 

I 
O. 335 0.142 O. 092 O. 070 

Calculated ______________ _____________ .190 .094 .039 .065 190 I .340 .354 .117 .075 . 061 
Percent deviatiol1 _____________________ 61 38 -19 -6 -12 I 5 6 -18 -18 -13 

-------
! 

B=dtub < I 
d,Ut 

I 
ExperimentaL ___ ______________ ___ ___ 1. 37 1. 48 1. 71 1. 60 1. 43 1. 48 1. 20 1. 80 1.74 1. 56 
Calcu lated __ ________ _______________ __ 2. 21 2.41 2.05 1. 97 2. 11 2.43 I 2. 08 2. 09 1. 97 1. 56 

I I I 

These data show that the theory of reference 14 is capable of predicting reasonably well the observed values of d lUbe , dalil, 
and B. 
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In contrast to the two thermal treatments of quenching 
described, reference 8 presents a diffusional interpretation 
based on the destruction of active particles at the wall. It 
was assumed that the diffusion of active particles ahead 
of the flame, where they react with fuel molecules, is re
sponsible for flame propagation, and that, when the flame is 
near a wall, a certain proportion of the active particles is lost 
by collision with the surface. On this basis, it was possible 
to set up a balance between the number of collisions of active 
particles and fuel molecules required to propagate the flame 
and the number of active particles lost by diffusion to the 
wall. The important active particles were assumed to be 
the light, rapidly diffusing species H, 0 , and OH. The 
quenching distances for lean to stoichiometric mixtures could 
be calculated from the resulting equations with surprisingly 
good accuracy. Separate equations were developed for 
two cases: 

(1) The critical diameter for flame propagation in a 
cylindrical tube: 

(5) 

where d tubt is the critical tube diameter for propagation 
in a given fuel-air mixture at a particular pressure; and Pa, 
Po, and Poa are the equilibrium partial pressures of H, 0, 
and OH in flame. 

(2) The minimum width of the opening for propagation 
through a rectangular slit: 

(6) 

Equations (5) and (6) were used to make absolute calcula
tions of quenching distances for propane-air mixtures over a 
range of concentrations from lean to stoichiometric and pres
sures less than 1 atmosphere, and for stoichiometric ethene
air and isooctane-air mixtures in a similar pressure range 
(ref. 8). All quantities in the equations were calculated or 
estimated, except the constants 'mol and ka•. It was found 
that ~mol could be approximated by the lean concentration 
limit of flammability measured at atmospheric pressure, 
and that a suitable value of ka• could be derived from burning
velocity data. These constants have specific values for a 
given fuel and oxidant; therefore, a separate experimental 
value for the calculation of quenching distance at each con
dition is not required. It will be recalled that the theory 
of reference 14 requires a value of the burning velocity for 
each condition at which an absolute calculation of quenching 
distance is made. The agreement between observed and 
calculated quenching distances shown in reference 8 was 
quite striking, with an average difference of ±3 percent. 
The agreement was probably in some degree fortuitous, 
depending in part on the choice of the diffusion coefficients 
and the choice of the temperature-dependence of the diffusion 
coefficiell ts. 

However, equations (5) and (6) may be used to correlate 
quenching-distance data if the ratio Lmo,fka• is left as an 

undetermined constant. This was done in reference 8, and 
also in reference 9, where the effects of pressure, propane 
concentration, and oxygen concentration in the oxidant 
were correlated. Reference 9 found that the choice of 
diffusion coefficients and temperature-dependence did not 
affect the result. Reference 15, however, analyzed all the 
available types of propane quenching data, including those 
that show the effects of initial temperature (ref. 7), and 
concluded that there is a slight influence of the choice of 
diffusion coefficients and their temperature-dependence. 
Reference 15 also presented quenching equations for the 
cases in which there is chain breaking and branching in the 
gas phase and in which there is not total destruction of 
active particles at the walls; evidence was shown that these 
factors need not be considered in correlating propane quench
ing data. 

As a straightforward result of the boundary conditions, 
the diffusional treatment predicts the following value for 
the geometrical factor B: 

B=d'Ube=('32)~ =1.64 
d,w 12 

(7) 

This result is in agreement with experiment. Reference 2 
extends the ideas and shows how to calculate the geometrical 
factors for annuli, equilateral triangles, ellipses, and rec
tangular slots of various length-to-width ratios. Quenching 
data obtained for some of the geometries correspond very 
well to predicted behavior. One striking result of both 
theory and experiment is that a very small annular center
body may have a severe quenching effect. 

Using the diffusional treatment of reference 8 as a basis, 
reference 16 presents a thermal equation for quenching dis
tance. The equation was derived by changing the first 
assumption of reference 8-namely, that in order for a flame 
to propagate the number of reaction events per unit volume 
that occur in the gas ahead 'of the flame must be above some 
minimum value. The authors of reference 16 assumed in
stead that the necessary number of reaction events is a con
stant fraction F of the total number of events per unit 
volume tliat normally occur during passage of a flame. The 
following equation was obtained: 

F s:1' f!t KreX I 
(8) 

where f!t is a dimensionless factor, the value of which depends 
only on the geometry of the quenching surface and is the 
same as for the diffusional treatment, and Cp ... is the heat 
capacity of the mixture in the reaction zone. The important 
feature of equation (8) is that the form of the reaction-rate 
term w need not be specified. Two specific forms of rate
controlling reactions were tested in reference 16: (1) reaction 
between active particles and fuel molecules, and (2) reaction 
between oxygen molecules and fuel molecules. 

Now, the diffusional equations of reference 8 do not corre
late quenching data for mixtures much richer than stoichio
metric. But the thermal equation (8), with assumption (2) 
as to the rate-controlling reaction, does correlate both lean 
and rich data. From this standpoint, equation (8) is very 
useful, and is an improvement on the equations of reference 
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8. Howeyer, in the work on effects of diluents (ref. 6), the 
best agreement between observed and predicted ratios of 
quenching distances was obtained with the thermal equation 
plus the assumption that the reaction of active particles and 
fuel is rate-controlling. 

Thus, no completely satisfactory single treatmen t of 
quenching distance has yet been advanced. References 8 
and 16 provide useful equations, and the conditions for which 
they apply have been described. However, all the analyses 
of flame quenching have not answered the important basic 
question: Does hydrocarbon flame propagation depend 
mainly on mass or heat transfer? In view of the partial 
success of both ideas, it is probably true that both mecha
nisms are important. 

QUENCHING IN FLAMMABILITY AND SPARK-IGNITION MEASUREMENTS 

It was stated at the beginning of the discussion of quench
ing that measurements of flammability and spark-ignition 
energy may be affected by quenching. Therefore, it is some
times possible to determine quenching distances from such 
measurements. The way these effects appear will now be 
shown briefly. 

Flammability measurements.-The concentration limits 
of flammability are, if measured properly, true physico
chemical constants for each fuel. Limits of this type are 
discussed in the next main section. Determination of these 
limits has generally been limited to work at atmospheric 
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FIGURE 8Z.-Effect of tube diameter on low-pressure limits of 
flame propagation (ref. 8). 

'~ 8 

pressure. However, some work has been done at lower 
pressures. Most of the observations at reduced pressures 
indicate that the lean and rich limits of homogeneous mix
tures progressively converge and finally meet at some pres
sure below which no flame will propagate. Most of the older 
literature on low-pressure limits should be regarded critically . 
In most cases, insufficient cognizance was taken of the effects 
of the size of the test vessel and the need for a powerful 
igmtlOn source. Thus, many of the limits recorded are 
actually ignition limits for the particular source used, or 
are the result of quenching by the walls. For example, it 
was believed that mixtures of ordinary hydrocarbon fuels 
in air could not sustain flame propagation below a pressure 
of about 1.2 inches mercury; it is now known that this mini
mum pressure is actually set by quenching due to the walls 
of the usual 2-inch-diameter tubes used in the experiments. 
The minimum pressure is lowered if larger tubes are used. 
Another difficulty in measuring limits at pressures other than 
atmospheric is the need to maintain the pressure constant 
during the propagation of the flame. 

Recent work has avoided these difficulties and has clarified 
the meaning of the limits at reduced pressures (ref. 8) . Care 
was taken to eliminate any effects of the ignition source, 
and the flame tubes were connected to a lar[;e plenum so 
that the flames propagated at essentially constant pressure. 
The limits were measured for homogeneous fuel-air mixtures 
in flame tubes of several diameters. Typical results for 
propane-air are shown in figure 82 (from ref. 8). The lean
limit concentration is lower for the larger tubes, as is the 
minimum pressure for flame propagation. The rich limit, 
although not shown in figure 82, also increases with increas
ing tube diameter. Therefore, the flammable range at a 
given pressure is wider for the larger tubes. 
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Since the diameter of the flame tube affects the results, 
it is evident that these limits are not true flammability 
limits; that 1S, they are not physico-chemical constants 
of the fuel. They are better termed limi ts of flame propa
gation at reduced pressures . The behavior of the data 
suggests that the limits are set by quenching action of the 
tube walls; and, in order to test this idea, log!trithmic cross 
plots of the data of figure 82 were made at constant propane 
concentrations on the lean side of stoichiometric (fig. 83). 

Friedman and Johnston (ref. 7) measured quenching dis
tances for propane-air flames in terms of the critical width 
of a rectangular slit that would allow flashback of a Bunsen 
flame when the mixture flow was reduced. Some of their 
data are also shown in figure 83; the critical slit widths are 
multiplied by an empirical factor of 1.4 to account for the 
geometrical differences between the experiments. Figure 
83 shows that the two types of data nearly coincide. There
fore, it is concluded that the measured pressure limit of 
flame propagation of a given mixture in a tube of a partic
ular size is actually a measurement of the critical diameter, 
or quenching distance, for flame propagation in the mixture 
at the pressure of the limit (ref. 8) . 
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Spark-igni tion-en;ergy measurements, -Spark-igni tion 
energy is measured by determining the minimum amount of 
energy that must be dissipated in the gap between two 
electrodes in order to produce a flame. For a given temper
ature, pressure, and fuel-air mixture, this energy depends 
upon the length of the gap (refs. 17 and 18). Typical re
sults are shown in figure 84 for natural gas at I-atmosphere 
pressure and in figure 85 for propane at 3 inches of mercUl'Y 
absolute. It should be noted that, regardless of the elec
trode geometry, the CUl'ves converge at some minimum 
ignition energy as the electrode gap is increased from low 
values. The most striking curve is the one shown in figure 
84 for flanged electrodes. The minimum spark-ignition 
energy increases with extreme rapidity if the electrodes 
are closer than about 0.08 inch. In other words, the flanged 
electrodes have the effect of suppressing ignition altogether 
if the gap is less than some critical width. 

The function of the ignition spark is to supply the energy 
required to initiate the chemical reactions of a se1£
propagating flame. From the preceding discussion of wall 
quenching, it is evident that a flame cannot propagate 
through the gap formed by the flanged electrodes if the 
distance is less than the quenching distance. Consequently, 
i.f the gap is less than the quenching distance, the mixture 
cannot be ignited regardless of the amount of energy 
supplied. 

In the experiments with unflanged electrodes, the quench
ing distance is not so well defined; increasing the energy 
supplied to the gap overpowers the quenching effects, and a 
propagating flame can be obtained. However, it is signifi
cant that, in figure 84, the start of the rising portion of the 
curve obtained with unflanged electrodes coincides with the 
quenching distance. 
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Fl(;[-RI!: 86.-:\[inimllm quenching di~tanc€' at \'ari olls pre .. "ur(,H. 
Prclpanc in air, approximat('l~' 110-percent sloichiometric 
(ref. 8). 

Finally, the quenching eli. tallce obtained from park
i!!nit ion experimellts is the same or vcry nearly t he same as 
that obtained by the usual m('ans, that is, by ch,termining 
the critical slit opening for flashback of a Bunsen flame. It 
i also the same as the critical dinmct('r obtc1ined from low
pre ' ure limit of flame propagation, a described in the 
pr('('e<iing section, multiplied b.'- a constant to account for 
the geometrical differel1cPs in qut'llching eff(:'ct by cylindrical 

and plane-parallel surfaces. Data of all three t.'-prs are 
plotted in figure 86, atr.d tile points conform Y('r~- well to a 
single line (ref. 8). 

Thus, the same quenching effects that have been tudied 
by means of flashback also extend to measurcmrnts of flam
mability at reduced prt' sures and to measurements of park
ignition energy. Wall qucnching is thcrcfoJ'e an important 
phcnomenon at all stages of the combustion proces and 
must b(:' considered if unambiguous illt('rpretations of com
bustion data art' to be made. 

FLAMMABILITY LIMITS 

EFFECTS OF VARIABLES ON FLAMMABILITY LIMITS AT ATMOSPHERIC 
PRESSURE 

Tn tllc IHl'a'urpmrnt of lean ancI rich ('oll('entrntion limits 
of flammabilit.'- it is nccessar.'- to eliminatr all cxternal 
efl'rcts, so that the limit i a propert.'- onl.,- of til(' furl at a 
givell temperat ut'e and prrssure. ('o\\'arcl and ,TOI1('S (I'd. 19) 
haw rl'itirall.,- l'evicwcd the literatuJ'(' on flammahility limit 
and haw recommended the rxprrin1l'ntal ' pro('ccllll'e that 
will ll'ad to thr determination of true limits. 

As pl'e,-iousl.'- stated in the definit ion of flammable mix
tUl'es, lilt' ignition SOUl'ce mu t not affect thr results. If a 
weak sourC(' is used, ome mixtu)'rs ma.'- not infianw, espe
eil.l11.,- if tile.,- are neal' the limit concentration, while a trong('!' 
source '\'ould succred in igniting them. 'I'hr limit determined 
with the ,,-cak ignite!' would C'ollseqlwlltl.,- not be limits of 
flanunabilit.'-, but met'cly limits of ignitii>ilit.'- for tilc par
ticular source used, Thus, it is e ential to lise 11 trong 
source, such a' a park everal millimett'r long 01' a small 
naked flam(', 

III order to minimize qUl'llchillg action b.'- the walls, the 

TABLE V.-FLA:\I:\IABILITY LnIITS IN Am. AT AT:\10SPHERIC PREl:itiCHE AND ROO:\I TE:\IPEHATCHE (Hef. In) 

Lean limit Rich limit 

Fuel Fuel-air Fuel-air 
'-olume ralio, p<'r- Volume ratio. per-
percent cent ~toi- perc~nt cen t ~toi-

chiolll('tric chiometric 

n-Paraffins 
:\felhanc _____________________ _ 5.3 53. 5 14 156 Propane ___________ . ______________ , 2. 2 53. 8 9. 5 251 Butane _______________________ _ 1.9 60. 1 8. 5 288 Pentanc___ _ _ ____________ _ 1.5 58. 2 7. 8 323 
Hexane___ ________ _ ________ . __ 1. 2 55.2 7. 5 368 Heptane ________________________ _ 1.2 63. 9 6. 7 378 
Octanc __________________________ _ 1.0 60. 3 --- - - -- - - - - --

------
1. oparaffins 

2,2-Dimethylpropane _______ ______ _ 1.4 54.2 7. 5 201 
2-Methylpentane _________________ _ 1. 2 55. 2 7.0 342 
2,2,4-Trimclhylpentane ____ _ 1. 1 66.3 - -- - - -
2,2,3,3-Tetramethylpentane ___ _ .8 53. \) 4. \J 345 

-I 
Olcfins Ethena _________________________ _ 3. 1 45. 32 676 Propene _______________________ _ 2 . ..[ 52. 8 10.3 247 

I-Butenc _______________ ___ _ 1.6 46. 8 9. 3 2H4 

Aromatics 
Benzene_ _ _ _ _ _ _ _ ____________ _ 1.4 50. \) 7. 1 275 Toluene ______________ __ ___ ___ _ 1.4 61. I -------- - - - -- - -Ethylbenzene ____________________ _ 1.0 50. '/ -------- --------
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vessel in which the flame is observed should be at least 2 
inches in diameter for observations at atmospheric preSStITe. 
It should also be long enough (4 ft) to allow the observer to 
judge whether the mixttITe is truly capable of propagating a 
flame indefinitely away from the ignition SOtITce. A glass 
tube of these dimensions is a suitable vessel. The ignition 
end of the tube should be open dtITing the test to avoid a 
change in pressure. 

Finally, it is important to specify the direction of flame 
propagation. ince it may be stated as a rough approxima
tion that a flame cannot propagate downward in a mi..xture 
if the convection CtITrent it produces is faster than the speed 
of the flame , the limits for upward propagation are usually 
slightly wider than for downward or horizontal propagation. 
The experimental results discussed are limited to those 
obtained with upward propagation and subject to the pre
cautions described, unless otherwise noted. In addition, 
only concentration limits of flammability at atmospheric 
presstITe are discussed; the effects of preSStITe are considered 
in a subsequent section. 

Hydrocarbon type.- The flammability limits of various 
hydrocarbon types in air at atmospheric presstITe and room 
temperattITe are listed in table V (ref. 19). For the com
parison shown in this table, the limits are expressed in terms 
of the perr.ent of stoichiometric fuel-air ratio (by weight). 

Although the results of table V indicate no striking effects 
of hydrocarbon type (above propane and propene) on the 
lean flammability limits, considerable variation among the 
rich limits is apparent. Among the sattITated compounds 
(normal and isoparaffins), the rich limit tends to increase 
with molecular weight. ince the lean limits are about 
the same for all the fuels, the range of flammability increases 
with molecular weight. Range of flammability calculated 
from the data of table V are plotted to show this increase 
graphically in figure 87. A more complete set of data 
(ref. 20) indicates that the flammable range for normal 
paraffins passes through a maximum at n-heptane and de
creases to n-decane. However, these data (ref. 20) are less 
acctITate than those of table V because the work was done 
at reduced pressures, and extrapolations must be made to 
estimate the limits at I-atmosphere presstITe. In spite of 
these extrapolations, it is believed that the proper trends are 
indicated. 

The branched-chain hydrocarbons (isoparaffins) have 
somewhat smaller flammable ranges Chan the corresponding 
straight-chain fuels (fig. 87). 

Among the three monoolefins listed in table V, ethene 
stands out because of its extremely wide range of flamma
bility (45.8 to 676 percen t stoichiometric). The results for 
propene and I-butene are similar to those for the correspond
ing saturated compounds. Figure 87 emphasizes the anoma
lous nattITe of ethene. An extension of the curve for olefins, 
by means of the data of reference 20, would show that the 
flammable range increases rapidly from propene to I-hexene, 
and then levels off through I-decene. 
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FIGURE 87.-Effect of hydrocarbon type on flammable range of pure 
fuels (ref. 19). 
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TABLE VI.- TYPICAL DISTILLATIO DATA FOR AIRCRAFT FUELS (Ref. 21) 

AST:\f diRtili a tion D8G- 52, percent 
evaporated 

Temparature, of 

:\lIL-F- 5624A 
AN-F-48, MIL-F-

Initial poinL ________________________ _ 
10 ______________________________ _ 
20 ___________________________ ___ _ 
30 _____________________________ _ _ 
40 ______________________________ _ 
50 ______________________________ _ 
60 ______________________________ _ 
70 ________________ ______________ _ 
80 ______________________________ _ 
90 ______________________________ _ 

End point ________________________ ___ _ 

The data for aromatic compounds are incomplete. The 
flammable range for benzene is smaller than that for a six
carbon-atom branched-chain fuel. 

The flammability limits for cyc10paraffins are not included 
in table V, but reference 19 shows them to be very similar 
to the limits of normal paraffins with the same number of 

- carbon atoms. 
Petroleum fuels.-The discu sion thus far has been con

cerned with the flammability limits of pure hydrocarbons. 
On the other hand, practical aircraft fuels are complex mix
tures of many hydrocarbons, each with its own effect on the 
limits of the mixed fuel. The limits of such fuels, however, 
may be ·measured in the manner previously described, if the 
apparatus is maintained at a temperature high enough to 
keep all constituents in the vapor phase. 

Inspection of the data in table VI (ref. 21) shows that, in 
order to obtain a consistent set of flammability limits for 
the four fuels, the limits of all would have to be determined 
at a rather high temperature. Perhaps the closest approach 
to the req uired conditions is found in experiments reported 
in reference 22. The limits determined at 3000 F and at
mospheric pressure for three fuels are listed in table VII. 
The data of reference 22 were reported only in terms of 
fuel-air ratios; in order to express the limits in volume
percent fuel vapor in air, it was necessary to estimate some 
average molecular weight for each fuel. This was done by 

TABLE VII.-FLAMMABILITY LIMITS OF AIRCRAFT FUELS 
AT 300 0 F 

I 
I Flammability Ji!T'its 
I 

I 
Fuel Fuel-air ratio' Volume percent b 

Lean Rich Lean Rich 

100/ 130 gasoline ________ _ O. 041 O. 27 1. 17 7. 27 JP-l __ ________________ _ .037 .31 .71 5.65 JP-3 _____ _________ __ __ _ .037 .30 .93 7. 08 

• Ref. 22. b Estimated . 

100/130 5616, JP- l 

105 
144 
162 
178 
]91 
202 
210 
219 
225 
236 
299 

338 
362 
366 
369 
373 
377 
381 
387 
393 
404 
424 

JP- 3 

113 
169 
198 
218 
236 
254 
270 
293 
324 
388 
473 

JP- 4 

148 
218 
255 
288 
319 
349 
378 
409 
-HI 
475 
561 

the methods described in reference 20, with the following 
results: average molecular weight of 100/130 grade gasoline, 
100; JP- 1, 150; JP- 3, 114. Assuming that the fuels are 
mainly composed of paraffin hydrocarbons, these molecular 
weights correspond approximately to heptane, decanE', and 
octane, respectively. The limits for these compounds (table 
V) compare fairly well with the limits in table VII, consider
ing the approximations and the differences in tempera ture 
involved. It seems definite, from these and other data, that 
the flammable range of aircraft fuels completely vaporized 
and mixed with air is about 1 to 7 percent. by volume. 

If multicomponent liquid fuels are not completely vapor
ized, quit.e different results may be obtained. Thus, if the 
tests are carried ou t at low temperatures and only part of 
the liquid sample is vaporized, the vapors will be composed 
mainly of the lower-boiling constituents. Mixtures of these 
vapors with air may be prepared and the limits determined 
in the manner previously described. Both lean and rich 
limits should lie at higher concentrations (volume percent) 
than if the entire sample were vaporized, because the limits 
of the lighter hydrocarbons behave in this manner (table 
V). This expectation is verified by experiment; the lower the 
temperature (and, hence, the smaller the fraction of liquid 
fuel that serves as the source of vapor for making fuel-air 
mixtures), the higher the concentrations of the limits (ref. 22). 

It is evident that the history of an aircraft fuel has an 
effect on its limits of flammability. For example, a fuel 
containing quantities of volatile hydrocarbons may be 
stored under conditions that permit their gradual escape, 
and the limits will be more and more controlled by the heavier 
compounds. Consequently, it is difficult to predict the 
flammability of a given sample, and even more difficult to 
obtain reproducible results if lhe supply of fuel vapor is 
obtained from, for example, the first 10 percent of the liquid 
to evaporate. 

The preceding discussion refers to unsaturated vapor-air 
mixtures. If a liquid fuel and its vapors are allowed to come 
to equilibrium in a volume of air, so that the air is saturated 
at the given temperature, the temperature itself sets the lean 
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and rich limits. For example, grade 100/130 ga, oline and 
JP- 3 jet furl have such high equilibrium vapor pressures 
at a temperature of about 78° F thaL saturated vapor-ail' 
mixtures an' beyond the rich limit and are therefore non
flammable. .\ tlte temperature is lowered, however, a 
poinL will he reached on the vapor-pressure curve of tIl(' 
fud that ' <'oITespollds to the concentration of fuel ill air 
iLt the rich limit. With still further reduction in temperature, 
the saturatt'd mixtures will be flammable until a temperature 
i l'eachpd thaL correspollds to the vapor concelltration for 
the lean limit. The two temperature arc r('ferr'('(l to as the 
rich and lPan temperature limits of flammability (at a given 
pres lIl"e) . The range of temperatures corre ponding to 
flammable saturated mixtures is lower for volatile fuels, 
stich as 100/130 ga oline or JP- 3, than for the l('ss volatile 
JP- l or JP- 4. TIle temperature limits are discussed in 
reference 21. 

H is not ('kar whether the temperature limits of f1am
mabilit.\" of saturated mixtures haY<' any applieation to 
f10wi Ilg mixtures of fud droplPts in air. It is perhaps con
ceivable that a spray of fud droplets might come to equi
librium in th(' moving airstream if the turbulence level \yere 
suffieiently high Lo efl"ect v('r~-rapid beitt transfer and mixing 
of tIle vapor and air. Even if equilibrium were attained , 
however, the i tuation would be complicated by the effect 
of fuel droplets on the f1ammabilit~- of the vapor fuel-air 
and fucl-dropleL mixture, as well as b~" the effects of velocity 
ane! turbulence. 

Mists and sprays,-Relatively litth· work has been done 
011 the Aammability of vapor fuel-air and liquid fuel mixture. 
There are obvious difficulties in mea UJ'ing Aammability lim
its in quiescent mixture becau e of the need to prepare 
reasonably stable mists, in which the droplets \\"illnot settle 
out before the ability to 1I tain flame propagation can be 
tested. In addition, it i necessary to characterize the aver
age droplet ize, or else prepare mists of uniform droplets. 

The observations of reference 23 silo\\- that there should be 
some mi ts with limits about the same as for vaporized fuel . 
In that illve tigation, kerosene droplets \\'E:'re fed into thE' ap
proach treams of premixed Bunsen flames. If the droplets 
were small enough (9 to 30 microns ill a butane-air mixture), 
they were completely vaporized and disapPE'arec1 before 
reaching the inner cone. Larger droplets (of the order of 80 
microns) completed evaporation definitel.\- above the inner 
cone. Reference 23 al 0 noted that, when the drops wE're 
carried by a fast-burning acetylene-air mixturE' , condition 
were less favorable for vaporization, pl'E'sumabl~- because 
of the higher gas velocity and narrower preheat zone of 
the acetylene flame. Thus, a flame burnilJO" slowly enough, 
through a mist of small enough droplets, may actually be 
equivalent to a flame in a homogeneous vapor-air mL'Ctul'E'. 

This expectation of similar limits for the rigbt kind of mist 
is borne out, for example, by reference 22 (p. 40). JP-l 
vapor-air mixtures were chilled to concien e some of the fuel. 
The average droplet size, measured immediately after forma
tion, was 10 microns at 32° F. nder these conditions, the 
flammability limits were at fuel-air ratios of 0.043 (lean limit) 
and 0.23 (rich limit), Considering the difference in tempera
ture, the limits of JP-l mists are imilar to the limits of 
,TP-l vapor-air mixtures at 300? F given in table YII (fuel-air 

ratios, 0.037 and 0.31). ::\fore specifically, an estimate of the 
effect of the 268° F temperature difference on the limits, 
based 011 the temperature effects on limits of homogeneous 
mixtures (to be discussed in a subsequent section), shows ~hat 
the lE'an limit of the mist corresponds very closely to that of 
the vapor. The rich limit of the mist, however, is at a lo,\"er 
concentration than would be estimated from the data on 
homogeneous mixtures. 

The results of imilar experiments (ref. 24) are presen ted 
in table VIII. While drop sizes were not mea ured, they 
mu t have been small to permit the formation of stable mists . 
Lean limits are again in the region anticipated for h~'drocar
bon vapors, and rich limits are at somewhat lower fuel-airratios 
than are usually observed for heavy hydrocarbon yapors. 
This behavior of the rich limits is perhaps not too sllrprising, 
since the rich limit is mol'(, susceptible to slight effects, such 
as direction of flame propagation (e. g. , for hexane with up
,,"arc! propagation , the rich limit is 0.242; with dO\mward 
propagation, the limit is 0.112 (ref. 19)). Reference 24 also 
reports that the percentages of nitrogen or carbon dioxide 
that must be added to air to render mists of cutting oilllum
bel' :3 nOll Aammable are: nitrogen, 30 percent; carbon cl i
oxide, 22 percen t. These value arc somewhat smaller than 
the eq uiyulell t figures for hydrocarbon yapors (for n-heptane, 
the amounts required are: lIitrogen, 42 ppl'cent; carbon di
oxide, 29 percen t) and suggest that the combustion of mists 
is more easily suppressed. 

TABLE YIII.- LnIlTS OF FLA:'DIABILITY OF OIL :'fn .. m .. ; 
(Ref. 24) 

[Tube diam., li in.l 

Fuel-air ratio 

Lean limit Rich limit 

-------·---------------------1--------------------
Cutting oil no. L __ _ _____ _ 
Cutting oil no . 2 _____ __ 
('utting oil no. 2, distilled once ____ _ 
Cuttillg oil no. 3 _________________ _ 
Sperlll que nching oil ____________ _ 
Di('~el oil _ _ _ _ _, ________ _ 

O. 033 
.043 
.0-13 
.038 
.035 
.038 

O. 118 
. 13-1 
.21-1 

15U 

Oil t he other hand, the spray flamma bili t~· test of reference 
25 docs not indicate this difference. In this test, fuel was 
introduced as a spray into a c,ylinder 2% illclles ill diameter 
and 15 illches long, through which an oxygen-nitrogE'1l mix
ture was flowing. The spray f1ammabilit~"limit wa defined 
by the minimum volume percent of oxygen for which ignition 
took place. In table IX, spray flammabilit~" limits for a 
number of hydrocarbons arc listed, and minimum oxygen 
concen trations for combustion of hyd rocarbon vapor are 
also included for purposes of comparison. While the empiri
cal Ilature of the spray flammability test is stressed, it is of 
inter('st to note that these limits correspond closely to the 
yalue for hydrocarbon vapors. It is impossible to ay 
whether the higher limits for lubricating oils were real or 
whether they were due to a failure of the spray to deliver 
sufficien t fuel to the ignition region of the apparatus when 
more viscous oils were tested. 

Reeent work has extended and refined the study of misL 
flammability. In reference 26, uniform mists were prepared 
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FIGL' RE 8 .- Effect of droplet diameLer on lean flammability limit~ 
of uniform teLralin mi ts (ref. 26) . 

by condell illg fuel yapor on nuclei supplied by yaporizing 
sodium chlorid e with a heating coil. Various uniform drop 
sizes could be produced. sing tetralin as the fuel , nearly 
mOllodisperse mi ts were produced in the size range 7 to 55 
microns. The mixtures had to be kept moving, but the max
imum speed was only about 3 centimeters per second in the 
flammability-limit tube. The droplets did not aggregate 
appreciably during flo\\" through the tube. The mists 
flowed dO\\jlward and were ignited at the bottom, so that 
flame propagation was upward. 

Reference 26 showed that there is a complete change in the 
nature of the flame between 7 and 55 microns. Figure 88 is 

a plot of the lean limits of tetralin mists as a function of 
droplet diameter. The limit for small droplets is at a fuel-ai.r 
ratio of 0.039, about the value expected for vapor-air mix
tun's. As the drops become larger, the lean limit decreases. 
Over this J'allge of sizes, there is at the arne time a con tinu
ous change in flame nature; for the small drops the flame has 
every appearance of a gaseous lean-limit flame, but as the 
drops become larger the flame is more and more composed 
of discrete centers of burning around individual drops. 

Reference 26 reports a few experiments with downward 
propagation. Limits for this case could bC' mC'asured accu
rately only for the mallest drops. For 9-micron drops, the 
upward limit was at a fuel-air ratio of 0.039, and the down
ward limit at 0.044. This is the same order of difference as 
observed for gaseous lean limits. 

Reference 26 also showed the effect of added niLrogen 011 
the lean limits for drops of 10, 19, and 45 microns diameter. 
The results arc hOWll in 1igure 89. There is a gradual in
crease in lean limit up to the limiting nitrogen concentration, 
followed by an abrupt risC'o Xote that more nitrogen is re
quired to prevent flame propagation through mists of larger 
drops. This indicates that t,he nitrogen extinction limit de
pends on the value of the lean limit in air. It is interesting 
to note that the oxygen cOllcC'ntration at the limit, for the 
small drops al ready 110wn to burn like a gaseous mixture, 
is close to 12 percent, just as in other gaseous hydrocarbon 
flames (table IX) . 

In summary, from Lhe information available, it seems clear 
thaL flames call propagate in mixtures of vapor fuel-air and 
liq uid fuel at over-all fuel-air ratios similar to those found 
for the limits of homogeneous vapor-air mixtures. 

The observations that are sometimes made of burning at 
extremely lean or rich over-all fuel -air ratios may be a result 
of the existence of regions in which the mLxture is actually 
within the flammable range; these regions may serve as 
sources of piloting combust ion . 

Diluents.-As increasing amounts of an incombustible gas 
or vapor are added to the atmosphere, the flammability limits 
of a gaseou fuel in the atmosphere approach one another, 
and :l1nally meet. Inert diluellt , such as carbon dioxide, 
nitrogen, or argon, merely replace part of the oxygen in the 
mixture; but they do lIOt all have the same extinctive power. 
The order of efficacy is the same as that of the heat capacities 

TABLE IX.-SPRAY FLAMMABILITY LIMITS COMPARED WITH MINli\fU:'I1 OXYGEN 
CQNCENTRATIO S FOR CO~IBU TIO OF HYDROCARBO VAPORS 

I OXYGE -NITROGE MIXTURES 

Spray 
flamma

bility 
limit,' Fuel (liquid) 

1 % O2 in 

Benz~ne ____ ______ ________ ____ ______ 1 
n-Hexadecane __ ___ ____________ _____ _ 
Culnene __ __ ____ _______ __ __________ _ 

Aviation hydraulic fluid A - VV- O- I ·366B __ ______ ___ _______ __________ _ 
1 Naval lubricating oil N. S. 2135 _______ 1 

I 

• ReI. 25. b Rc·r. 19. 

O2- 2 

12 
12 
12 

12 
34 

Fuel (vapor) 

Benzene _____ ___ _______ _ 
Methanc ____ __________ _ 
Propanc _________ _____ _ _ 
Pentane ___ ____________ _ 
Hexane _____ ____ ______ _ 

:vlin. O. con
centration 
for fuel

vapor com
bustion,b 
% O. in 
0.- 2 

) l. 2 
12. 1 
11. 4 
12. 1 
11.9 
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FIG URE 89.-Effect of nitrogen dilution on lean flammability limi ts 
of tetralin mi ts (ref. 26) . 

of these three gases: carbon dioxide > nitrogen> argon. For 
example, the minimum percentage of oxygen that will permit 
flame propagation in mixtures of methane, air, and carbon 
dioxide is 14.6 percent by volume; if nitrogen is the diluent, 
more is required to reduce the oxygen to 12.1 percent ; and, 
in the case of argon, still more is needed to reduce the oxygen 
to 9.8 percent (ref. 19, p. 49). 

Other types of diluen.t are far more effective than the inert 
gases. Certain halogen-containing organic compounds, in 
particular, have very . powerful effects. Figure 90 is a plot 
of the lean and rich limits of flammability of gasoline in 
atmospheres of air plus several diluents. ' The compositions 
given are volume percentages of the total mixture, Methyl 
bromide and chlorobromomethane (ref. 27) are much more 
effective extinguishants than nitrogen, ex1J.aust gas, or carbon 
dioxide (ref. 5, p . 764); that is, smaller concentrations are 
required to prevent flame propagation in any mixture of 
gasoline vapor and air. References 28 and 29 contain 
thorough discussions of this subject. 

Since the halogenated compounds are in an entirely 
different class of efficacy from the other three gases shown in 
figure 90, it is believed that they exert their extinctive action 

by interfering with the chemical reactions of flame propaga
tion, rather than by absorbing heat or diluting the mixture. 

Figure 90 also shows that the rich limits are more sensitive 
to diluents than the lean limits. For example, as much as 
15 percent added nitrogen has no appreciable effect on the 
lean side of the curve but reduces the rich limit from 7.4 to 
5.4 volume-percent gasoline vapor. 

Temperature.- In view of the accelerating effect of 
increased temperature on chemical reactions, it is reasonable 
to expect that the limits of flammability should be broadened 
if the temperature is increased. That is, the lean limit 
should lie at a lower concentration, and the rich limit at a 
higher one. This is experimentally found to be the case . 
The limits change linearly with temperatw·e. For example, 
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the lean limit of n-pentane decreased from 1.53 volume per
cent at room temperature to 1.22 percent at 570 0 F, so that 
the lean limit decreased at a rate of about 6.1XI0-4 volume 
percent per 0 F. The rich limit increased at a higher rate, 
approximately 17XI0-4 volume percent peroF (ref. 19, p. 
63). These data were obtained with downward flame 
propagation, but upward propagation leads to analogous 
results (ref. 20). The figures quoted for n-pentane appear 
to be characteristic of other hydrocarbon fuels. Thus, 
increases in the temperature of homogeneous hydrocarbon
air mLxtures produce widened limits of flammability; how
ever, the effects are relatively small. 

Velocity and turbulence.-Most of the flammability-limit 
studies discussed previously have been concerned with 
quiescen t, homogeneous mixtures. Information on the 
flammability limits of flowillg streams of mixture is of con
siderable practical in terest, bu t very few such observations 
have been made. It is known that mixtures may be circu
lated slowly through a flame tube by means of a fan in an 
external bypass without any effect on the limits (ref. 30). 
This observation cannot be considered to apply to the fast 
streams in high-speed combustors . 

A flame burning in a laminar stream cannot propagate 
upstream against normal components of the flow velocity 
greater than the laminar burning velocity; in this sense, such 
a stream might be nonflammable. If the stream is turbu
lent, the over-all burning rate is increased, as described in 
chapter IV, and the flame may be able to propagate. There
fore, it appears that the effects of velocity in laminar streams 
are of little practical value. The effects of turbulence and 
of velocity in turbulent streams are the. important ones, 
because the flow in practical combustors is invariably 
turbulen t and has a mean velocity greater than the laminar 
burning velocity . 

Only a few experiments have been made to elucidate the 
effects of lurbulence on the limits. The lean limits of 
methane and ethane are somewhat extended by a suitable 
amount of turbulence produced by a fan or by stream 
velocity; that is, flames will propagate in turbulent mixtures 
that are too lean to sustain propagation in the quiescent 
condition (ref. 19). However, the turbulence was not 
characterized; and, ill the case of the mixtures stilTed by a 
fan, it is possible that true turbulence- that is, completely 
random disturbances-may not have existed . An opposite 
effecL was found for propane-air mixtures in a different 
experiment. In this experiment, an axial rotor as long as 
the flame tube was rotated at various speeds. Above 850 
rpm, the lean limit was markedly narrowed (ref. 31); no 
attempt was made to characterize the turbulence. 

A more meaningful experiment is the one described in 
reference 11 and discussed previously in connection with 
homogeneous quenching. In that case, the range of fuel 
concentrations capable of propagatillg a flame was narrowed 
by an increase ill flow velocity. At flow velocities between 12 
and 50 feet per second, however, the lean limit was extended. 
In the experiment of reference 11, the flow disturbances were 
due to pipe turbulence; it is believed that the fluctuations 
were more likely to be random and thus constitute true 
turbulence than in experiments employillg fans or rotors. 

Reference 11 suggests that the narrowing of the limits with 

increase in velocity may be due to the fact that turbulent 
intensity also increases, so that the flame zone is more 
diluted with cold unburned mixture. However, a different 
interpretation is also possible. Karlovitz has observed the 
stability of turbulent burner flames stabilized on the burner 
port by a ~mall annular pilot flame (ref. 32). At suffi
ciently high flow velociLies, broken-off flames were obtained 
such that a flame burning in one part of the combustible mix
ture would not propagate through the mLxture. The situ
ation is roughly similar to the experiment of reference I I. 
The explanation given in reference 32 is that flame propaga
tion is arrested by the high velocity gradients across the 
flame front . 

It is not yet possible to draw definite conclusions about the 
effects of velocity and turbulence on the flammability limits. 
Yarious observers have reported contradictory results; it 
may be that a suitable type of turbulence broadens the 
limits up to a certain level of turbulent intensities and nar
rows the limits at higher intensities. In view of the work of 
reference 11, it is tentatively suggested that, in high-speed 
combustors employing homogeneous fuel-air mLxtures, the 
flammable range of homogeneous mixtures is reduced by 
increase in velocity and turbulence. It would, however, be 
unsafe to apply this idea to heterogeneous mixtures. 

EFFECTS OF VARIABLES ON FLAMMABILITY LIMITS AT NON ATMOSPHERI C 
PRESSURES 

All the flammability limits discussed thus far have been at 
atmospheric pressure. Less work has been carried out at 
pressures above and below 1 atmosphere. The behavior of 
the limits fl t elevated pressures is somewhat surprising and 
has not been completely explained. For the simple hydro
carbons, ethane, propane, butane, and pentane, it appears 
that the rich limits extend linearly with increasing pressure 
at a rate of about 0.13 volume percent per atmosphere in
creased pressure above atmospheric. The lean limits, on the 
other hand, are at first extended slightly, but between l.3 
and 2.5 atmospheres they pass through a minimum concen
tration and are thereafter narrowed as pressure is increased 
to 6 atmospheres (ref. 19, p. 56). 

For flammability limits at reduced pressures, most of the 
older work indicated that the rich and lean limits converge 
as the pressure is reduced until a pressure is reached below 
which no flame can propagate (ref. 19, p. 3). However, as 
pointed out in the discllssion of quenching, it has been found 
that this behavior is due to wall quenching by the tube in 
which the experiments are conducted (ref. 8). The limits 
are actually as wide at low pressure as at -1 atmosphere, 
provided the tube is sufficiently wide, and provided an igni
tion source can be found that will ignite the mL'Ctures. For 
example, recent work (ref. 33, p. 5), in which a 4-inch 
tube was used, has shown this to be true for gasoline vapor
ail' mixtures down to pressures less than 1 inch of mercury. 
Consequently, the limits obtained at reduced pressures are 
not generally true limits of flammability, since they are 
influenced by the tube diameter and are therefore not 
physicochemical constants of a given fuel. These low
pressure limits might better be termed limits of flame propa
gation, and should be accompanied by a specification of the 
tube diameter. 
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Hydrocarbon type.-Investigations have been co lducted 
at the XACA Lewis laboratory to measure the low-pre surr 
limit of flame propagation of a large number of fuels. Thr 
experiments were carried out in a flame tube 2 inches ill 
diameter with a hot wire as the igniter. The apparatus was 
not provided \\ ith a plenum , so the flames did not propagate 
at COil tant pre sure; hO\\'rver, all the limits were deter
mined in the same manner, and the data arc consi tent. 
The re ults are pre eBted in references 20 and 34. 

Both the lean and rich limi Is are virt uaIly unaff e('(rel by 
decrra e in pre urr from 1 atmo ph('re to about 10 inchr 
of mercury. This re ult i in agl'rement with the data of 
figure 82. Furthermore, the relatiYl' ol'drr of concentra
tion of the limit for the various fuels is the arne a at 
atmospheric pn' sure. Therefore, tablr \ ', which give the 
limit at 1 atmosphrl'e for evel'al pure compounds, al 0 

qualitatively de cl'ibe thr result at prrssures down to 
10 inches of mercury. Furtll('1' decl'ea e in pressure intro
duce the qurllching efl\,('t of the walls and cau e both lean 
and rich limits to conV('rgr quite rapidly. The limit 
finall~' meet at a minimum pr(' ure belov,,' which flame cannot 
propagate in homogrneou mixturrs in a 2-inch tube. This 
minimum was about 1.:3 inchr of mercury for most of thr 
fuel investigated. 

The relative order of the I'ic-h limit for a eries of fuels 
was not the same at Pl'(' sures below 6.5 illchrs of mrrcur.Y 
a above that prrssure. Thi change occurred through a 
peculiar behavior of thr limit clll'ves. Several typical 
examples for normal paraffin in air are sho"' 11 in figul'(' 9J. 
The rich side of tll(' CUl'n' contains an additional lobe ; this 
type of pres ure-limit ClllTe wa found for all hydrocarbon 
fuels except methane (ref . 20 and 34) . It has been sugge ted 
that the lean lobe COIT('Spond to the limits of propagation 
of normal flames , while the rich lobe i due to "cool flames" 
which arc capable of prop!lgating in rich hydrocarbon-air 
mixtures by means of a differen t mechanism (ref. 34). 

Petroleum fuels.-RE'ferE'nce 22 reports the eITect of 
reduced pressure on the limits of flame propagation of several 
petrolE'um fuels. The data were obtained in a dosed 2-inch
diameter tube, in an apparatus similar to the one described 
in reference 34. Howeyer, in the te ts of reference 22, a 
spark-ignition source wa u ed in place of a hot wire. 
Reference 34 states that doubt exists as to the po ibilityof 
initiating cool flames \\'ith a spark source; the data of 
reference 22 support thi idE'a, for the curves do not show 
cool-flame lobes such as ! ho e in figure 91. Curves arc 
presented in figures 92(a ) and (b) for 100/130 grade aviation 
gasoline and for JP-3 fuel. The data" ere obtained at 770 

to 810 F with fuel-ail' mix! ures prepared only from the first 
20 percent of vapor that distilled from the multicomponenL 
petroleum fuels. Therefore, the percentages of heavy 
vapors in the mixturrs were small. It should also be noted 
that the previous history of the fuels must have had an 
effect on the results, as discussed previously in connection 
with the limits of flammabilit.y of petroleum fuels at atmos
pheric pressure. In vie,\' of the uncertain average molec-ular 
weight of the combustible vapors, the data in figure 92 are 
plotted in terms of volume percent of ombustible in air. 

The facts that a closed flame tube was used in these 
experiments and that the Lype of spark-ignition source 
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FIGURE 91.- Low-presRure limits of flame propagation of normal 
paraffin~ in air in 2-inch tube (by permission from ref. 3~ ) . 

affected the re ulLs indicate thaI, the data of figure 92 an' of 
value mainl.,· for comparative purpose . It is believed tlln t 
the.,' are not true flammability-limit data. However, it i
intere ting to note that flame propagation may oceul' at 
pressures less than 1 inch of mercury, and that the roughly 
vertical portions of the curves lie at fuel concentrations 
similar to the true Hammabilit.', limits at 1 atmosphere of 
pure normal-paraffin fuels in the butane-heptane rangE'. 

SIGNIFICANCE OF FLAMMABILITY LIMITS 

Limits of flame propagation.-The significance of tIll' 
observations discus cd in the foregoing section must 11E'CeS
sarily be considered in terms of the experimental conditions. 
The true limits of flammability , which arc physicochemical 
constants of the fuel at a given .temperature alld pressure, 
arc not affected by the size and shape of the ve el or b~' 
the igniter. As has been pointed out, mea urement of these 
true flammability limits has been confined mainly to atmos
pheric pressure, because at lower pres ures the q ue)1chillg 
influence of the walls occurs. The limits aL lower pressures 
are therefore properly termed limits of flame propagation 
and may be related to quenching eli tallces. That i, 
limits of flame prt>pagation at low pres ures occur in mixtures 
that are actually Hammable, and in sufficiently large vessels 
it appears that flame may propagaLe in the e mixtures 
down to very low pressure . 

In additi'on, it is noL yeL certain thaI, true limits of flam
mability may be measured in any but homogelleou mi:xtures 
of fuel vapor and air because of the difficulLy of defining 
precisely the physical state of heterogeneous mixtures of 
liquid and vapor fuel with air. 

The limits of flame propagation at reduced pleSSUTe haye 
already been discussed, and the relation to quell hing has 
been described. The true limits of flammability, deter
mined for homogeneous mixtures at atmospheric pressure, 
remain to be considered. 
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True flammability limits.- If it flame is to propagate 
through a mixture, it is evident t.hat each layer of fresh gas 
just ahead of the flame must be ignited so that the flame 
overtakes it just as the chemical reactions of combustion 
reach the state characteristic of the flame. It is therefore 
reasonable that the true limits of flammability should occur 
at fuel concentrations such that just sufficient energy is 
transmitted from the flame to the gas ahead to allow this 
continuous ignition to take place. Dilution of the limit 
mixture by fuel at the rich limit, or ail' at the lean limit, 
would upset the balance, and flame would propagate only 
if aided by some external energy supply such as the ignitioll 
source. 

It was pointed out previously that diffusion of active par
ticles and conduction of heat from the flame zone to the cold 
gas are probably both importanl in t,he process of flame 
propagation. It is not yet established which of these two 
mechanisms will be more successful in explaining the ob
served combustion phenomena. Regardless of the mecha
nism of energy tran fer, however, it is logical to expect that, 
the limit concentration should be relaled to the amount of 
chemical enthalpy (heat of combustion) available in the 
mixture for transfer to the unburned gas. This expectation 
i"s experimentally verified, at least for the lean flam
mability limits of hydrocarbon fuels. On the average, 
lean-limit mixtures of most hydrocarbons haye a combustion 
heat release of 10.4 kilocalories pel' mole of fuel-ail' mixture 
(ref. 20). Also, Egerton and Powling (ref. 35) have shown a 
very striking correlation between the hea,t of combustion 
of the fuel and the reciprocal of the lean-limit concentration 
(ref. 5, p. 334). Similar correlations between the heat of 
combustion and the rich flammability limits have not been 
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so successful. However, it has been found that the calorific 
values of rich-limit mixtures are approximately the same for 
several hydrocarbon fuels (ref. 19, p . 12). The same 
general ideas of flammability limits may therefore apply 
to both rich and lean limits. 

The foregoing discussion implies (,hat there may be a 
characteristic temperature associated with the limit flames 
of each fuel. It will be recalled that increased initial mixture 
temperature widens the limits, 0 that the heat of combustion 
per mole of mix lure is decreased. If there is a characteristic 
limit flame t,emperature, the decrease in heat of combust,ion 
should be just balanced by the gain in heat content due to 
the higher initial temperature. This is found to be approxi
mately true for several hydrocarbons and may explain the 
lineal' dependence of limits of flammability on initial mixture 
temperature that is usually observed (ref. 19, p. 12). 

The general ideas of flammability limits discussed have not 
as yet been implemented with a useful theory. The theo
retical approach of Lewis and von Elbe (ref. 5, p. 369) has 
not led to a means of calculating the limits from basic physi
cal and chemical properties of fuel-air mixtures. The ideas 
expressed in reference 36 have been somewhat more success
ful. This work points out, both on the basis of the thermal 
theory of flame propagat,ion of Zeldovich and from experi
mental evidence, that the burning velocity does not fall to 
zero in a limit mixture. Oonsequently, there must be some 
factor than prevents the propagation of slower flames in 
mixtures more dilute than the limit mixtures. It was 
suggested that this factor is the loss of heat due to radiation. 
The radiation in question is chiefly infrared . On the basis 
of necessarily crude calculations, which were not described 
in detail in the reference, it was estimated that radiation 
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F IG L-RE 93.- Effect of mixture compo iUon on surface igni t ion tem
perat ure of various quiescent mixtures of natural ga and air. 
I gni tion by elect rically heated 4}Hnch-long nickel s trip cut from 
heet of 1\0. 18 B&S gage commercial nickel (ref. 43) . 

makes it impossible for a flame to propagate in carbon 
monoxide mixtures at a velocity less than 0.065 foot per 
econd . The lean limit of carbon monoxide in air was 

calcula ted Lo be between 10 and] 3.5 percent carbon mOll
oxide by volume, and the rich limit between 81 and 7. 5 
percent. rrhe e figures rna,\" be compared with those of ref
erence 19, which gives the limits as 12 .5 and 74 percent, 
re pectively. The agreement is quite striking in this case; 
so far as is known, the theory has not been extended to other 
fuels. In view of the fact that data on the ab olute energies 
emitted as infrared radiation from gas mixtures at elevated 
temperatures arc required for the calculations, a full eva.lua
tion of thi theory would be a difficult ta k. 

IGNITION 

Ignition of gases is usually considered the process of 
producing a propagating flame in a combustible mixture. 
There are many methods u ed to generate this flame; the 
following are discu ed in the ucceeding section : heated 
sm'faces, flames, hot gases, shock waves, capacitance sparks, 
and inductance sparks. The information available on most 
of the e methods is too voluminous to permit detailed 
discussions of apparatus and results in this chapter; hence, 
only perfunctory descriptions of apparatus are given, and 
only the more important trends are discussed. 

As an aid in understanding the ucceeding discussion of 
the ignition process the following definitions are offered: 

(1) Ignition temperature: The ignition temperature is 
the lowest temperature at which the heat lost from the gas 
is overbalanced by the heat generated by chemical reaction. 
At this temperature, the rate of chemical reaction increases 
and as a result the temperature is increased to the flame 
temperature. However, when it is desired to determine 

ignition temperatures, it becomes necessary to employ vari
ous t.'-pes of apparatus which in themselves do not give the 
true temperature of the ga but rather a temperature of part 
of the apparatus. Hence, temperatmes reported hereinafter 
for various ignition methods are equipment temperatures. 

(2) Ignition limits: Ignition limits of a mi.xture are those 
proportions of fuel in air or o:\::-gen that are just capable of 
permitting flame in a portion of the mixture for a specific 
ignition method . Because ignition is considered as the 
process of initiating a propagating flame, ignition is limited 
b.'- the limits of flammability previously discussed. 
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FIGURE 94.-Effect of mixture composition on ignition temperatures 
of different fuels. 
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(3) Ignition lag: Ignition lag is the time between the intro
duction of the mixture to the ignition source and the first 
indication of ignition. 

IGNITION BY HEATED SURFACES 

The most important methods used to obtain basic data on 
sW'face ignition temperatures of fuels are: (1) crucible 
methods, static and dynamic; (2) heated surfaces of yarious 
geometries; (3) adiabatic compression method, and (4) 
bomb method. 

The crucible methods have been most widely used to 
obtain ignition temperatures of liquid fuels. In this method, 
a drop of fuel is dropped through an opening into a heated 
container filled with either quiescent or flowing air or O}"'Ygen 
(depending upon whether stat.ic or dynamic tests are to be 
made). The crucible temperature and ignit.ion lag are 
determined at the instant the drop bursts int·o flame. The 
disadvantages are that the mixture compo ition i not ob
tained and that the heat of vaporization must be supplied 
by the crucible. The ignition temperature is the urface 
temperature of the crucible. This method has been derived 
from the methods described in references 37 aneL 38 and 
yields ignition temperatures that are among the lowest 
found in the literature. The crucible method has been 
critically evaluated and refined by etchkin (ref. 39). 

The dynamic heated-tube method (ref. 40) utilizes con
centric quartz or Pyrex tubes in which the flammable vapor 
and supporting atmosphere are flowing and are separately 
heated. The flammable vapor is metered into the large 
tube containing the supporting atmosphere by means of a 
small orifice in the end of the small tube. The measured 
ignition temperature is the mixture temperature at which 
flame appears after a measured time lag. The mixture 
composition is controllable in this method. 

The adiabatic-compression method was originally uevel
oped by Tizard and Pye (ref. 41) to eliminate the effe.cts of 

tlte surface on ignition temperature. The apparatus was 
constructed with a piston that moved forward very rapidly 
to compress a volume of fuel-air mixture in a cylinder; the 
piston was locked at the end of the stroke. Reasonable 
calculations showed that the time required for any appreci
able heat loss from the gas to the cylinder walls was much 
greater than the observed ignition lags. The ignition lags 
depend upon the temperature reached in tlte compre sion 
process; the temperature is calculated from the compression 
ratio as determined from a pressure record. 

The original intention of Tizard and Pye, that. the ignition 
temperatures obtained by the adiabatic-compres ion method 
hould be those for homogeneous gas-phase ignition, does not 

appear to have been fulfilled. The experiments of reference 
41 showed that, although the ignition lags were only of the 
order of 10-3 second up to a few tenths of a second, signifi
cant heat transfer to the cylinder walls occurred. Lewis 
and von Elbe, in a discussion of the adiabatic-compression 
method, point out that all experimenters have found it 
necessary to condition the walls of the reaction chamber in 
order to obtain consistent results (ref. 5, p. 162) . This 
fact plainly indicates a wall effect on the igniLion tempera
tures. Furthermore, strong evidence for a wall effect has 
been obtained in photographs taken through the end of the 
compression chamber fitted wit.h a window; the pidures 
show tbat luminous spots appear first at the surface of the 
cylinder and grow inward (ref. 5, p. 163). Thu, ignition 
definitely does not occur uniformly throughout the com
pressed mLxture. For these reasons, it appears that the 
adiabatic-compression method, like the other methods under 
discu sion, give some sort of apparatus temperat.ure rather 
than an ab olu te ignition temperature. 

The bomb method (ref. 42) utilizes an evacuated chamber 
heated to a known temperature. The flammable mixture 
is introduced into the chamber and time lag is measured. The 
chamber has possible catalytic effects, and errors may result 
because the mixt.ure must be heated before ignition can 
occur. 

Data from all these methods cannot be compared because 
of the difference in experimental apparatus and technique. 
However, data from one sourCE' ran be u eel to show the 
trends of different variables. 

Mixture composition.- -The effect of mixture composition 
on the surface ignition temperature of electricall~- heated 
nickel strips (ref. 43) is shown in figure 93 . The approxi
mately linear relations show that the ignition temperature 
increases as the percentage of fuel in the fuel-air mixture 
increases and as the strip width decreases. This trend of 
increasing temperature with increasing proportions of fuel 
does not hold for all fuels. Figure 94 shows that , for some 
hydrocarbons of the paraffin series, the temperature decreases 
with increasing fuel proportions (refs. 42 and 44), although 
it might be expected that the curves will eventually turn 
back up at richer mixtures. Gasoline shows a trend similar 
to the paraffin hydrocarbons (fig. 94). 

A fuel may exhibit two ignition temperatures a,t certain 
oxygen-fuel ratios (ref. 45). For example, figure 95 shows 
the ignition temperatures for n-octane and 2,2,4-trimethyl
pentane as a function of oxygen-fuel ratio . For 2,2,4-tri-
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m l.' thylpl.'ntanl.' , the (I.'mpel'at UI'I.' gradllall~- decrease wit h 
incr l.'asing oxygen-fu E'l ratio . Howl.'ver , with the n -octaIH' 
fU l.'l and , for exampk, all ox.\'gen-fu el rat io of , an ignition 
}"rgion is found brtw('l.'n 465 0 and 605 0 F , a nonignition 
rl.'g ion b tW(,1.'1l 605 0 and 650 F , and anothr[" ignition rl.'gion 
aboyr 650 F. Hrllcr thrre are t wo t~'pes of ignition: 
(1) a 10w-tl.'mpl.' ratul'l.' ignition that i sub tantially con tant 
r<'garcllr of fU l.'l concentration, and (2) a higli-tl.'mpl.'l'ature 
ignition that is afl'E'ctN[ by fud COIlCl.' ntration. 'rhl.' rl.'adil~· 

ignitNl h~'drocal'bons, uch a. c('taI1l.' , }1I.'ptanl.' dI.'Call!.' , and 
cl l.'cah~·dronaphtha!C'n l.', I.'xhibit zonl.'s of nonignition aboyl.' 
th l.' minimum ignition t l.'mpl'rature (rl.'f. 46) . Reference 47 
how that mixtm·1.' of air and traight-(,hain paraffins con

taining thrr(' 01' more ('arbon atoms exhibit zones of non
ignition. OxidatioJl-rl.'sistant hydrocarbons uch as bl.'n-
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z(, lll.', toluene, and 2,2,4-tl'imeth)-lpl.'ntane exhibit no zones 
of Honignition. The phl.'llOmena of ZOJl('S of nOll ignition 
ma~' be due to chain-making and -breaking ml.'chani m . 

Ignition lag.- The ignition t r mperatnre of a flammabl e 
c1 l.'pl.'ncl upon the time interval between the introduction of 
thl.' flammable to thE' ignition source and th actual appear
ancl.' of flames . Figu]'1.' 96 shows the effect of this lag 011 

t hI.' ignition templ.'ratUl'(, of a gasoline-oxygen mixture (ref. 
48) . The tl.'mpl.'l'at Ul'(, <I('(']'ea I.'S almost hyperbolically with 
increasing ignition lag. The minimum ignition temperature 
i l'l.'ached wh(,11 th(' t emperatu)'1.' no longer decreases with 
incl'ea ing lag. Thi amI.' t rl.'nd is observed with other fuel 
and oth('l' types of ignition source (except parks) . 

The importance of ignition lag in ignition by heated sur
faces is indicated in figure 96. The times shown are un
l'('asonabl~' long comparNl wit h t hI.' residencl.' time of a fuel 

- 4.6 

I I jt i h ~ Fuel Fuel 

u. 
o 

2400 

i220 0 
.'? 
t' 
Q) 

0. 
E 
!'! 2000 
Q) 
u 

~ 
" '" 
-g 1800 
a:: 

.1600 

-r 

I~ 

(0 1 

v Pentone r---

I . ! ) L 
0 Proprlene oxide 
0 Ethy ene oxide 

'" Carbon disulfide r---

2 /~ I oj' .. Acetylene 

J 0 Hydrogen 

/" 
V'" 1./ V ~ 

~ 1. V V 
0 ....... 

0 V I--~ ~ 
/ / k--::: 

r---- a Hydrogen / 

'" Ethylene oxide vr 
0 Pentone / 

/ 
I,sIl 

/ 
j IV 
~t 

v 

-4.4 

.3 -4 .0 

~ J1 I---

~ / 

V ! lJ' ~ I--
It- 0 J.o--~ 

~ b.L v 

LO 
.... '" - 3.6 

1 IL 
r-- VI 

- 3 .8 

, I r 
1 I ( b~ 

ISO 200 2SO 300 3SO 
Streom velocity, II / sec 

12 
Ug ,---

400 450 500 4 8 16 

d, (T; - T;) (sec)("Rl 

(a) Experimental data. (b) Data corr ·la tion. 
FIG U R E 98.-Variation of ignition t empera ture of various fu els in a ir with gas-stream velocity. Ignit ion by l ~-inch heated rods; stoichiometric 

mixtures ; pressure, a tmospheric ; t empera ture, 1550 F (ref. 50) . 



BASIC CONSIDERATIONS IN THE COMBUSTION OF HYDRO CARBO FUELS WITH Am 105 

,,-520 . 
~ 
:> 
15 
1;; 
~500 
~ 
c .g 
'c 
·'="480 

"-. 
Turbulent 

i 

u r---.:. r-o-t--t--
-0.. ~escent 

'-.. 

------ -C r--'---!? - -
u 

80 120 160 200 240 280 320 
Ignition log, 'ig, sec 
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in a combustion chamber. Therefore, for such applications, 
the surface temperature must be markedly increased or else 
some means provided to prolong contact between fuel and 
surface. 

Heated spheres and rods.- Heated spheres shot into the 
eombustible have al 0 been u cd as ignition sources, with 
the results shown in figure 97. Ignition temperature de
creased as the diameter of the sphere increased because of 
the greater surfaee area. In this study (ref. 49), the cri
terion for setting up a theor~- was that the rate of heat 
generated by reaction should be greater than that lost by 
conduction. It is shown that , for a specific sphere velocity, 

(9) 

where Ts is the heated-sphere temperature and Eac! is the 
apparent energy of activation. 

Because of the ignition criterion that considered heat losses 
by conduction only, the equation does not contain any factor 
relating to the duration of contact of the fuel with the 
ignition SOlUTe. 

Heated rods have been used as ignition sources for high
velocity gas streams (ref. 50), as shown in :agure 98(a). 
High mixture velocities corre pond to short ignition lags : 
thus, the ignition temperature of a flammable mixture in
creases with increasing velocity of the mixture. These data 
have been correlated (.Iig. 98(b)) in accordance with the 
following equation: 

(10) 

where Ug is the velocity past the heated rod. 
Turbulence.-Data on the effect of tW'bulence on ignition 

are not extensive, and the little information that is available 
does not include quantitative measW'ements of turbulence. 
Reference 43 shows that mild tmbulence decreases the igni
tion temperature. However, an opposite trend is reported in 
reference 44, where the ignition temperature was increased 
approximately 300 F by stiLTing the mixture (fig. 99). 

Surface condition and composition.-Thc condition of the 
heated surface may affect ignition in that the scale or ash 
forms an insulating coating which requires the whole material 
to be heated to a much higher temperature for ignition than 

would otherwise be necessary. A gas film (e. g., adsorbed 
water or carbon dioxide vapor) may act in the same manner. 

The composition of the ignition surface affects the ignition 
temperature (refs. 43 and 51) of flammable mixtmes. The 
effects of various surfaces are shown in figure 100. Differ
ences shown for the various surfaces are probably due to 
thermal conductivity, catalytic activity, or oxidation proper
ties. Except for molybdenum and platinum, the surfacr 
temperature increases with the amount of fuel in the mixture. 
~Iolybdenum oxidizes rapidly at t !lese ignition temperatures, 
which probably e}.1>lains the trend opposite to other metals. 
Platinum is catalyticall~' active. and the results ma~- be ex
plained on that basis. With platinum, a reaction of fuel and 
oxygen takes place with liberation of heat at the sUl'face. 
This heat affects the temperature gradient in sueh a mam1er 
that less heat will flow from the heated surface, thereby in
hibiting ignition. The rate of the catalytic reaction attains 
a maximum at stoichiometric mixture composition, causing 
the heat flow from the surface to be minimum. Therefore, 
to compensate for themallerheatflow.itinece ary to 
raise the surface temperature in order to obtain ignition, as 
shown by the peak in figure 100. 

This effect of type of surfacC' upon the ignition tempera
ture depends upon the particular met hod of ignition used. 
For example, reference 52 shows that, in the dynamic-bomb 
method of ignition, changing the metal surfaces has substan
tially no effect on the igllition temperature. Glass surfaces, 
however, ignite flammables at lower temperatures (ref. 53). 
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Surface area.-The effect of increasing the surface area of 
a heated plate (ref. 44) is shown in figure 101, in which an 
increase in area lowers the ignition t emperature . Increasing 
the area from which heat may be transferred increases the 
amount of heat output and correspondingly lowers the igni
tion temperature. The curve appears to approach a mini
mum temperature below which it is impossible to obtain ig
nition regardless of area. 

Small wires can cause ignition when heated electrically to 
incandescence. In the case of platinum, difficulties are 
caused, however, by combustion without flame that, takes 
place on the surface of the wires. This combustion causes 
the wire to have a temperature high er than when surrounded 
by air instead of a flammable mL'{ture. The mixture near 
the wire becomes heated and convection currents are set up. 
Ignition of the mixture occurs only if the heated portion of 
the mixture remains in contact with th e wire for a period 
corresponding to a time greater than the ignition lag. This 
convective effect is greater with stoichiometric mixtures 
(those that have the highest thermal energies) and conse
quently results in higher ignition temperatures at these mix
tures. 

The limiting minimum diameters of heated wires capable 
of igniting methane-air mixtures are approxi.mately 0.0079 
and 0.0355 inch for platinum and iron wires, respectively 
(ref. 54). For smaller wires it is assumed that a layer is 
formed on the wire by oxygen molecules and sufficient heat 
cannot be conducted through the la~-er. 

H eated particles (friction and fusion sparks) can cause 
ignition under certai.n circumstances. However, in general, 
they are ineffective ignition sources and have little practical 
importance in high-speed combustors. 

Fuel composition.-Variations in molecular structure and 
molecular weight affect the ignition temperatures of flam
mable mixtures to a large degree, as shown in references 55 
and 56, both of which use crucible methods. Ignition tem
peratures for more than 100 organic liquids are reported in 
reference 55 and for 94 pure hydrocarbons and 15 commercial 
fluids in reference 56. Portions of these data are plotted in 
figure 102, where spontaneous-ignition temperatures are 
shown as functions of the number of carbon atoms per mole
cule for several types of compound. These figures show 
that the compounds with the lowest molecular weight have 

th e highest ignition temperatures and that, for a given num
ber of carbon atoms, the n-paraffins and n-olefins haye sub
stantially lower ignition temperatures than do branched 
paraffins and aromatics. 

Ignition temperatures for several aircraft fuels and 
lubricants are listed in the following table. These data 
were taken from reference 56 and from unpublished T ACA 
work in which a crucible method , substantially the same as 
that of reference 56, was used: 

Fuel or lubricant 
Spontaneous

ignition 
temperature, 

OF 

100/130 Grade aviation gasoline___ ______________ 844 
Low-volatility aviation gasolinc_ __ _ _ _ _ _ _ _ _ _ _ _ _ _ _ 900 
Unleaded 62-octane motor gasoline_ _ _ _ _ _ _ _ _ _ _ _ _ _ 568 
I{erosene_________ __ _____________________ ____ 480 
Grade JP-3 jet fu el 

Sample A_ __ _____________________________ 484 
Sample B _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ 502 

Grade JP-4 jet fu eL _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ 484 
Grade JP-5 jet fuel 

Sample A_ _ __ _ __ __ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ 473 
Sample B _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ 477 

SAE No. 10 lube oil- ______ ____________________ 720 
I SAE No. 60 lube oiL _________________________ 770 
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The ignition temperatures for the jet fuels are among the 
lowest found for hydrocarbons. 

There is no exact relation between octane number and 
ignition temperature, but references 51 and 57 indicate that 
ignition temperatures of unleaded fuels generally increase 
with increasing octane number. Data from references 46, 
53, and 58 show that the effect of decreasing fu el quality or 
cetane number is to increase the ignition temperature (fig. 
103). Addition of tetraethyllead also increases the ignition 
temperature (ref. 46). 

Pressure.- The effect of pressure on the ignition tempera
ture of methane-air mL'(tures as determined by a dynamic 
heated-tube method is shown in figure 104(a) (ref. 40), and 
its effect on the bomb-ignition temperature for four liquid 
hydrocarbons is shown in figure 104 (b) (ref. 59). Ignition 
temperatures decreased continually with increasing pressure 
over the pressure range investigated, which was to 30 
atmospheres in reference 59. The effects of increa ing 
pressure on crucible-method ignition temperatures are 
hown in the following table for JP-4 and JP- 5 fuels (un

publi hed NACA data): 

Pre sure, 
atm 

Ignition tem
perature, OF 

JP-4 I JP-5 
1------------

~ = = = = = = = = = I ~~~ 9_ ________ 378 

477 
415 
408 

A considerable decrease in ignition temperature is seen when 
pre ure is increased from 1 to 5 atmospheres. Further 
increa e to 9 atmosphere had little effect. 

Diluents.-The effect of adding diluents to :flammable 
mixt ures is to increase the ignition temperatmes, because 
the amount of oxygen is correspondingly reduced (ref. 45). 
However, in the low-temperature type of ignition previously 
described, the effect of diluents is negligible, the ignition 
temperature remaining substantially constant. 

IGNITION BY FLAMES 

The energy required to initiate the chemical reaction 
characteristic of a propagating :flame may be supplied to a 
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fuel-air mixture by means of :flames. Two separate situa
tions may be considered : 

(1) A pilot :flame is immersed in the fuel-air mixture. 
Whether or not the mixture will be ignited depends upon 
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(ref. 60, p. 45) . 

mi .. xture composition, dmation of contact between flame and 
mixture, size and temperature of the flame, pressure, turbu
lence level, and the nature and amount of diluents. 

(2 ) A flame is propagating in one portion of a fuel-air 
mixtw-e, separated from a second portion by a constriction. 
Whether or not the flame will pass through the constriction 
and ignite the second portion depends on the factors that 
govem flame quenching by walls. Among the important 
yariables are pressure, temperature, mixture composition, 
nature and amount of diluents, and size and shape of the 
opening between the two regions of combustible mixture. 

There is no extensive reliable literature on ignition by 
flames, and all the variables mentioned have not been 
studied. The succeeding sections describe some of the 
important facts that have been establi hed. 

Pilot flames.-Two basic sets of experiments have been 
conducted on the ignition of homogeneous fuel-air mixtures 
by means of immersed flames. In both cases methane was 
the fuel and the methane-air mixtures were quiescent. 
The experimental technique involved exposw-e of the mix
tw-e to a small pilot flame for varying short intervals of 
time by means of a shutter, and the shortest contact time 
that permitted ignition was measured. The work is 
described by Morgan in reference 60 (p. 44). 

The first experiments established t he minimum contact 
times for ignition as a function of methane concentration 
in air for pilot flames of various lengths. The results are 
shown in figure 105. Mixtures slightly richer than stoi
chiometric could be ignited with the shorte t contact times, 
and increasing the length of the pilot Hame reduced the time 
required. The flame temperatw-e was the same in all cases; 
thus, an increase in heat-release rate appears to improve the 
incendivity of pilot flames . The other interesting result of 
this work is the very short contact times required . A flame 
0.590 inch long was capable of igniting a range of methane
air mixtw-es with contact times of only 0.003 to 0.004 second. 

In the second series of experiments, the size of the pilot 
flame was kept constant, but the temperature was varied 

by adjustment of the mixture. In thi way, it was found 
that the minimum contact time for ignition of methane-air 
mixtw-es by a pilot flame burning at 3215 0 F was only about 
one-sixth thc time required with a flamc at 2770 0 F. 

These two series of tests therefore establish the importance 
of both pilot heat and pilot-flame temperatw-c in the ignition 
of quiescent mLxtmes. 

Propagating flames through constrictions.- It is apparen t 
from a previous discu sioll of flame quenching b~- walls that, 
if the quenching di tance is known, the possibility that a 
flame propagating in one portion of a mixture will pa s 
through a COil triction and ignite a second portion can be 
determined. All evidence indicates that, if the flame suc
ceeds in passing through the constriction, ignition of the 
econd portion is automatically en ured. It i therefore 

appropriate to consider the factors that affect quenching 
distance in connection ,,·itlt this type of flame ignition (see 
FLAME QUENCHING) . 

IGNITlO:-r BY HOT GASES 

Ignition by hot gases geJlerally applie to the ell. e in which 
fuel is injected into hot air. The mixing process i an 
essential part of the equence of events leading to ignition. 
In addition, the chemical nature and physical state of the 
fuel , and the temperature , pre ure, and compo ition of the 
hot gas will influence ignition. 

Some of the factors governing ignition of fuels injected 
into hot airstreams are discussed in this section. The 
criterion for ignition i the appearance of flame. Oxidation 
is accelerated by increased temperature; therefore, the time 
lag, or ignition lag, from the instant of fuel injection un t il 
the flame appears is a function of the air temperature. In 
addition, some of the experiments show that the relative 
amounts of fuel and air affect the temperature required for 
ignition after a given ignition lag. It is therefore evident 
that quoting an ignition temperatme for a fuel is meaningless 
unless the fuel-air ratio and the time lag before ignition are 
also specified. 

One of the major difficulties in the measurement of such 
ignition temperatures is that a mixing process is super
imposed on the results. In the older work the fuel concen
tration varied from point to point in the apparatus, and no 
attempt was made to determine the concentration at the 
point where flame fu·st appeared. In addition, there was 
often a chance for the fuel to undergo thermal cracking 
because of prolonged contact with hot surfaces before it was 
introduced into the airstream. Consequently, ideal ignition 
experiments of this type should be free of surface effects, and 
mixing of the fuel and air should be nearly instantaneous, or 
else the effects of mixing should be determined. Even if 
these requirements are me, however, the experimental 
techniq ue st.ill affects t he results; this point is discussed more 
fully later. 

Two types of recent experiments are discussed: 
(1) Injection of gaseous fuel into hot air, with very rapid 

IlliXll1g 

(2) Injection of gaseous or liquid fuel into a stream of ail' 
plus hot products of combustion from a "slave" 
burner, with no special attempt to secure rapid mixing. 
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FIGURE I06.-EfIect of propane concentration and t emperature on 
ignition lags of propane-air mixtures in I-inch tube.. Flow rate 
approximately that for minimum ignition lag (ref. 61). 

Heated air.- A spontaneous-ignition appara tus that over
comes some of the experimental objections to the measure
men t of ignition temperatures was designed and used to study 
the ignition of propane by hot air (ref. 61). The propane and 
the air were very rapidly mixed in a specially designed 
chamber; the mixing time with the low flow rates used was 
6 X 10-3 second or less. Consequently, it is believed that no 
significant thermal cracking of the fuel occurred before it 
was mixed with the air. The mixture \\'as a.llowed to flow 
upward in a glass flame tube, and the ignition lag was meas
ured by means of a photocell that responded to light from the 
flame, or by a pressure pickup that recorded a pulse when 
ignition occurred. By means of several electric heating 
elemen ts, conditions were con trolled so tha t the mixture, 
mixing chamber, and flame tube were all the same temper
ature. The flame tubes were 36 inches long and 1 or 2 inches 
in diameter. 

The results did not depend appreciably on the flame-tube 
diameter (ref. 61). There was, however, an effect of flow rate. 
Curves of ignition lag against flow rate, at constant temper
ature and propane concentration, showed minimums for 
ignition lag. The flow rate corresponding to the minimum 
lag shifted to higher values for richer mixtures. 

Nevertheless, the data of reference 61 definitely show that 
ignition lag decreases as propane concent.ration increases. 
Typical data are shown in figure 106 in the form of a loga
rithmic plot. The ignition lags vary from 0.3 to 8 seconds 
over a range of propane concentrations of 3 to 40 percent by 
volume and a range of temperature from 10140 to 1361 0 F. 
The straight lines of figure 106 show that the dependence of 

ignition lag on propane concentration may be expressed by 
the following equa tion: 

-t
1 

=0 [C3HS]b 
'K 

(11) 

where [C3Hs] is propane concentration. The value of the 
exponent b ma~- be determined from the slopes of the lines 
of figure 106. These slopes have an average value of -0.93, 
so that the exponent b in equation (11) may be approximated 
by unity. 

Reference 61 also describes experiments in which the 
oxygen concen tration was varied independen tly of the 
propane concentration. In this way, it was found that there 
is a slight dependence of ignition lag on oxygen concentra
tion . The following equation expresses the combined effects 
of propane and oxygen concentrations on the igaition lags 
at a given temperature: 

(12) 

Reference 61 showed that the temperature-dependence of 
ignition lag is not of the simple Arrhenius type; the data 
indicate that the activation energy is not constant over the 
range of temperatures studied. However, the ignition-lag 
data could be reasonably well expressed (within 30 percent) 
by the following equation, which accounts for all the 
variables studied : 

where [C3RS] and [02] are the concentrations in mole fractions, 
and T is in oR. 

The preceding experiment is subject to apparatus vari
ables that appear to be inevitable, even though some of the 
objections to the measurement of spontaneous-ignition 
temperatures have been removed. If the essential processes 
are assumed to take place in the gas phase, ignition cannot 
occur until the rate of heat release from the preignition reac
tions (or perhaps the rate of production of certain active 
particles) overcomes the rate of loss to the walls of the test 
section and to the air or inert gas that precedes the fuel-air 
mixture through it. Such a transfer must occur even though 
the walls are maintained at the same temperature as the 
entering stream of mixture, for the oxidation reactions release 
heat even before ignition takes place, so that the temperature 
of the stream rises as it progresses through the flame tube. 
Consequently, gradients in temperature and in concentra
tion will exist between the center of the tube and the walls, 
and the diameter of the test section should have some effect 
on the results. The material of the walls might also be of 
some importance. In addition, the flow rate should affect 
the ignition lags at a given spontaneous-ignition temperature, 
since it influences the heat transfer to the walls. Similar ' 
considerations apply if processes at the wall are assumed to 
be controlling. There is also the possibility that both gas
phase and surface reactions are important, perhaps in dif
feren t ranges of concentration and temperature. 
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Reference 61 shows that some of the results can be quali
tatively explained both in term of gas-pha e reactions, 
using a reaction mechanism based on low-temperature 
oxidation studies, and in terms of a postulated surface reac
tion between adsorbed oxygen and propane. In the latter 
case, it would be expected that the ignition lags should 
depend upon the diameter of the flame tube; however, as 
has been pointed out, there was little difference between the 
ignition lags measured in 1- and 2-inch tubes. Reference 61 
suggests that the explanation may lie in the fact that, whereas 
the smaller tube with its larger surface-volume ratio gives 
greater concentrations of reactan ts per unit volume of gas, 
the smaller tube also provides a larger relative area for loss 
of heat or destruction of active particles. 

Concerning the other variables, the data of reference 61 
show that ignition lag depends upon flow rate. Additional 
work, reported in reference 62, describes the effects of pres
sure, nature of walls, and nature of inert gas. Decrease in 
pressure caused an increase in ignition lag; at 1 atmosphere 
and 11250 F, tubes of Vycor, stainless steel, and Vycor 
coated with potassium chloride all gave identical ignition 
lags; and substitution of helium for nitrogen in the air in
creased lags about 10 percent, while substitution of argon 
caused no change. 

Vitiated air.-Mullins (ref. 63) Ita provided some data 
on short ignition lags obtained under rather specialized 
conditions. The objective was to simulate the situation in 
current types of turbojet combustors. In this case no 
flameholders are provided in the combustors, and the fuel 
must be ignited by spraying it into a primary zone of air 
plus hot products of combustion introduced by recirculation 
from the flame zone. In the apparatus described in refer
ence 63, the air was heated by addition of the hot exhaust 
from a "slave" combustion chamber situated upstream of 
the test section. The fuel was injected through a nozzle 
(both vapor and liquid fuels were studied). The ignition 
lag was determined from the known flow rate and a measure
ment of the distance from the nozzle to the point at which 
the spon taneously ignited flame stabilized in a gradually 
tapering diffuser downstream of the injection nozzle. 

uch an experiment must be subject to the effects of evap
oration, mixing, drop size, drop-size distribution, and 
turbulence. In addition, the air supply is vitiated by the 
added combustion products, so that the oxygen concentra
tion varies below 21 percent as 1;1 function of the temperature 
required in the airstream. Mullins has attempted to account 
for many of these effects in reference 64, which describes the 
results of studies on the ignition lags of kerosene-air mixtures. 

everal physical variables were examined, with the following 
results: 

(1) Fuel-air ratio and velocity had negligible effects on 
ignition lag. 

(2) At a given air temperature, the lag increased about 1 
percent per 3-micron increa e In spray Sauter mean 
diameter. 

(3) The lag decreased 15 percent per 1400 F increase in 
fuel preheat. 

(4) The lag decreased 25 percent if the fuel was pre
vaporized. 

(5) Only slight changes were noted when the induction 
zone was in the wake of a baffle that induced coarse 
turbulence. 

Studies concerning the effects of ail' vitiation made with 
pure hydrocarbon fuels show that the spontaneous-ignition 
temperature for a given time lag was about 1200 F above 
that for air (ref. 65). With liquid fuels, it was necessary 
to set the conditions 0 that the spray was evaporated be
fore it penetrated to the .walls of the duct. Furthermore, 
in reference 64 a nozzle size and an injection pressure were 
standardized so that the spray Sauter mean diameter was 
about 100 microns. 

The basic measurement was the length of the induction 
zone (i. e., the distance downstream of the nozzle at which 
the flame stabilized in the 30 diffuser). It might be ob
jected that the results were affected by propagation of the 
flame upstream into the hot mLxture, or that the continuous 
presence of the flame influenced the length of the induction 
zone by radiation . To test these possibilities, experiments 
were conducted in which the flow of fuel was intermittent 
(ref. 64). The flashes from ignited mixture appeared 1 to 3 
inches downstream of the corresponding con tinuous-fiame
front position. This result seems to indicate that the con
tinuous presence of the flame did have some effect, but it 
was pointed out that intermittent operation may not have 
allowed time for the nozzle to develop its normal spray. 
Therefore, the difference between con tinuous and intermit
tent ignition lags may have been due to a difference in spray 
characteristics. In any event, the discrepancies were small 
in absolute magnitude, although percentagewise they were 
as high as 15 percen t. 

Although subject to the preceding experimental variables, 
1Iullins' work provides the only measurements of the very 
short ignition lags of interest in present turbojet combustors. 
The measurements covered the range of 0.5 to 30 milliseconds 
ignition lag. Typical data for kerosene, taken from reference 
64, are shown in figure 107. The effects of pressure were also 
studied, and figure 107 includes lines for pressures from 
9.88 to 29.92 inches of mercury. At a given temperature, 
the ignition lag for kerosene under the particular set of spray 
and stream conditions was proportional to the reciprocal 
of the pressure. Different pressure dependences were found 
for other fuels. Figure 107 also includes a li'1e for a gaseous 
hydrocarbon fuel, "calor gas," composed of C4 hydrocarbons 
(ref. 65). 

From the experimental data, activation energies were 
calculated and corrected for the effect of air vitiation, so 
that the results corresponded to pure air. The activation 
energy for ignition of kerosene was calculated to be 45.5 
kilocalories per mole j for "calor gas," 52 kilocalories per 
mole. 
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FlO URE 107.-Ignition lags on injection of fuel in to hot vitiated 
airstream (refs. 64 and 65). 

There are several striking differences among the experi
men ts discussed: 

(1) Reference 61 found that the ignition-lag data for 
propane did not follow an Arrhenius-type plot; hence, a con
stant activation energy was not obtained. However, the 
empirical equation (12) used to express the data includes an 
exponent ial term e26100 / T. This temperature-dependence is 
much less than found in references 64 and 65; the analogous 
exponential terms, with activation energies of 45.5 and 52 
kilocalories per mole, would be e41200 / T or e

47200
/
T

. Although 
different fuels are involved, other experience indicates that 
the temperature coefficients for propane and "calor gas," 
in particular, should agree more closely. 

(2) Reference 64 r~ports no effect of fuel concentration 
on ignition lag, whereas reference 61 found that the lag at a 
given temperatur~ was proportional to the inverse of the 
propane concentration. 

(3) 'rhe data of reference 61 indicate a low order of de
pendence of ignition lag on oxygen concentration, while 
reference 66 reports that the lag varied inversel.'- a the 
square of the oxygen concentration. 

It is impossible at present to ascertain the reasons for 
these discrepancies, because the experiments are so different 
and the effects of variables are incompletely uncleI' tood. 
The need for caution in the interpretation of spontaneous-

\ 

ignition measurements is emphasized. In the present stage 
of knowledge, the safest procedure for practical application 
of the data to high-speed combustors is to choose an experi
men t that most nearly matches the actual conditions. For 
example, the work of :\lullins provides measurements suit
able for such application to present types of turbojet com
bustors. More basic experiments, such as those of references 
61 and 62, will eventually lead to a better i.mderstanding 
of ignition by hot gases. 

IGNITION BY SHOCK W AVES 

The possibility of ignition of fuel-air mixtures by shock 
waves may readily be seen by a brief examination of the 
properties of the waves. It is not within the scope of this 
discussion to present the details of the formation and propa
gation of shocks; many excellent works may be consulted 
on these subjects (e. g., ref. 5, p. 590). 

A shock wave travels through a gas at a velocity greater 
than the local sound velocity. As the gas flows through the 
wave, it undergoes abrupt increases in pressure and tempera
ture. The temperature is considerably greater than that ob
tained by adiabatic compression, in which case the f}~stiJ;Ilp
tion is that the piston moves so slowly that equilibl:ium 
always exists. This condition is met in practical cases as 
long as the piston velocity is small compared with the aver
age molecular velocity. In the case of a shock wave, the 
wave itself is the piston head, and, as already stated, its 
velocity is high. Consequently, the compression is accom
panied by the degradation of kinetic energy into random 
molecular motion, thai is, thermal energy. 

An idea of the properties of shock waves may be obtained 
from theofollowing table (ref. 5, p. 594). The quantities in 
the table were calculated from the appropriate hydrodynamic 
equations for shock waves in air at an initial temperature 
of 320 F: 

Ratio of pressure Temperature 
behind shock Shock-wave Tempera- resulting from 

wave to initial velocity, ture behind adiabatic com-
pres lire ft/sec shock, OF pression to same 

pressure ratio, OF 

2 __ ________ __ 1,483 145 135 
5 ______ ____ __ 2, 290 408 307 

10 __________ __ 3, 209 810 468 
50 __________ __ 7, 050 3,610 970 

100 .. ________ __ 9, 910 6,490 1250 
1000 __ -- _ - - - - - -- 30, 200 33, 900 2620 
2000 ____________ 42, 300 51 , 700 3270 

The extremely high temperatures produced in the shock are 
sufficient to indicate the potential of shock waves as ignition 
sources, particularly when the temperatures in the table are 
compared with the spon taneous-ignition temperatures that 
have been quoted previously. In addition, the shock con
tains free atoms and radicals that can promote rapid chemi
cal reaction; shocks art' often observed to be luminous, even 
in inert gases. 

, 
" 
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Thus far, .only shock wan's in noncombustible gases han' 
been considered. If the gas is a combustible mixture, a 
mathematical analysis of the hydrodynamic processes that 
occur when a wave of chemical reaction sweeps through the 
mixture shows that two different types of process satisfy the 
conservation laws. In one case, the pressure and density 
behind the wave are both lower than those ahead of the 
wave; this is called a deflagration , and constitutes the usual 
flame with which this chapter is concerned. In the other 
case, pressure and density increase behind the wave; this 
is a detonation. (For a complete discussion, see ref. 67.) 

Ordinary flames propagating in tubes are often observed 
to accelerate and transform to detonation waves if the tube 
is long enough and the mixture is within the concentration 
limits of detonability. The processes involved are not yet. 
completely understood. It may be sufficient to state that 
the detonation wave is a shock wave that continuously ignites 
the mixture into which it propagates and is sustained at 
a velocity very much greater than the normal burning velocity 
by the energy released in combustion. 

Thus, the possibility of ignition by shock waves is estab
lished by the very existence of the phenomenon of detonation. 
In the situation just described, however, flame is present 
initially. Recent studies show that ignition by shock waves 
can be accomplished without the presence of a preliminary, 
slowly propagating flame. In general, the technique has 
been to employ a shock tube, in which an inert gas at high 
pressure is separated by a diaphragm from a combustible 
mixture. When the diaphragm ruptures, a shock wave with 
a strength dependent on the bursting pressure and the 
properties of the inert gas travels into the combustible 
mixture. The properties of this incident shock may be cal
culated from shock-tube theory, and the shock of minimum 
strength required t.o ignite the mixture can be determined. 
The technique has been used by Shepherd (ref. 68) with 
methane-oxygen, methane-air, and ethene-oxygen mixtures, 
and by Fay (ref. 69) with hydrogen-oxygen mixtures. In 
general, ignition resulted in a detonation if the mixtures 
were within the concentration range of detonability, as 
might be expected. However, the incident shock did 
not by any means lleed to be as strong as the detonation 
that resulted from it. For example, reference 68 showed 
that methane-oxygen mixtures could be ignited by shoe-ks 
in which the calculated temperature was 410 0 to 482 0 F; 
the calculated temperature in reference 69 for a 2Hz-Oz 
mixture was 266 0 to 680 0 F. Ranges of temperature are 
given because the results depended somewhat upon the 
experimental arrangement, and the technique has not yet 
been sufficiently refined to eliminate all extraneous effects. 
Nevertheless, the indica ted ignition temperatures are in a 
strikingly lower range than those determined by methods 
previously discussed , especially when the very short lags 
associated with shock-wave ignition are considered. ~lore 

recent work suggests that. t.he low shock-ignition tempera
tures are illusory, and are due to various effects in the region 
of the bursting diaphragm and in regions where the tube 
walls are not flat (ref. 70) . 'When care was taken to eliminate 
these effects, the temperatures required for shock ignition 
were as high as or higher than those required for other 
forms of ignition. 

The favorable results of shock-ignition experiments, and 
the fact that a detonation wavc is essentially a continuous 
ignition by a shock wave, have led to a suggested engine 
utilizing the principle (ref. 71). In such an engine, which 
might be a form of ramjet, the injectors would be moved 
into the diffuser upstream of the normal shock. The shock 
would ignite the mixture, and combustion would be com
pleted in a combustion chamber smaller than that required 
in present-day ramjet engines. The exit nozzle would be 
used as a throttle to control the position of the shock igniter. 
The engine would be self-starting, and flameholders would 
not be required. Reference 71 should be consulted for 
further analysis of the characteristics of a shock-ignition 
ramjet and a discussion of its advantages and disadvantages. 

It should be pointed out, however, that the principal need 
not necessarily be utilized in the form described in reference 
71. Although further experimental work is needed, it ap
pears that shock waves have a high potential for ignition of 
combustible mixtures and may be useful in other than ram
jet configurations. 

IGNITION BY CAPACITANCE SPARKS 

Probably the most important mode of ignition in aircraft 
engines is electrical discharges, such as sparks and glow or 
arc discharges. These sparks or discharges permit the inter
change of energy from an electrical circuit to a gas in a rela
tively efficient manner and in a minute volume compared 
with heated surfaces, flames, or hot gases. Complete con
trol can be exercised over the amoun t of energy and the 
duration of the discharge. Although spark ignition has 
been the subject of many investigations and has found wide 
use in practical applications, there is still much to be learned 
about the mechanism whereby stored energy is converted 
to 'Hame. The most complete summary available on spark 
ignition is that of reference 72 . 

Three types of discharges have been used to obtain 
ignition: capacitance sparks, inductance sparks, and capaci
tance sparks of long duration. The rate at which energy 
is released is different for these sparks and accounts for the 
difference in igniting ability. Capacitance sparks are 
produced by the discharge of charged condensers into a gas. 
The duration of such a discharge may be extremely short 
«0.01 microsec) for low energies and can be as high as 100 
microseconds for larger energies (> 1 j) because of inherent 
properties of the circuitry. The appearance of the spark is 
bright, and the spect.rum of the spark corresponds to that 
of the gas in which the spark occurs. The current is high 
because of the low impedance of the spark gap. Inductance 
sparks are obtained from transformers, ignition coils, and 
magnetos, or when an inductive circuit is interrupted by 
opening contacts. Because inductance sparks usually are 
generated by high-impedance sources, the current is low; 
hence, the sparks have a weak appearance. The duration 
is long and the spectrum corresponds to the vapor of the 
metal electrodes . Capacitance sparks of long duration are 
produced when resistance is added to a capacitance discharge 
ignition system, the duration being controlled by the relative 
values of resistance and capacitance. When resistance is 
added, the characteristics of the discharge (i. e., current, 
duration, and appeai'ance) become very similar to those of 
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an inductance spark. Because of losses in the resistance, 
such sparks are only useful for fundamental research. The 
energy at the gap must bE' measured by oscillographic or 
calorimetric methods. 

The energy in a capacit a nce spark as obtained from the 
discharge of a capacitance is calculated by the following 
equation : 

Ec=~ c(v~-vD (14) 

where 
E c energy obtained from capacitance, joules 
c capacitance of condenser, farads 
V2 voltage on condenser just before spark occurs, volts 
VI voltage remaining on condenser at instant spark ceases, 

volts 
This equation gives the energy released from the condenser, 
which may be higher than that actually dissipated in the 
spark gap because of losses in the circuit unless extreme 
care is taken to minimize the losses. Usually VI is small 
compared with V2, and hence ma~- be neglected. However, 
in systems using large capacitors and relatively low voltage, 
VI can be important. 

In the succeeding discussion of the effects of variables on 
ignition by capacitance sparks, the following definitions will 
aid in consideration of the results: 
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FIGURE I08.--Effect of mixture composition on mInimum spaJ'k
ignition energy and quenching distance of methane-air mixtures. 
Capacitance spark ; pressure, 9.98 inches of mercury absolute; 
temperature, 77° F (ref. 17). 

ignition energy of a flammable mixture is the total energy 
dissipated in the weakest spark that will just cause ignition. 

(2) Quenching distance: The quenching distance is the 
electrode spacing marking the farthest penetration of the 
flame-quenching effect of the solid material. At this spacing, 
the ignition energy is a min imum ; below this spacing, the 
energy increases. 

(3) Electrostatic sparks: Electrostatic sparks are those 
sparks generated by friction , impact, pressure, cleavage, 
induction, successive contact and separation of unlike sur
faces , and transference of fluids. The~- are the same as 
capacitance sparks, the only difference being in the manner 
in which the energy is generated. Data for electrostatic 
ignition energies would be the same as those determined for 
capacitance-spark ignition energies. 

(4) Breakdown voltage of spark gap: The breakdown volt
age of a spark gap is the lowest voltage that may be applied 
to a spark gap and yet cause a spark to be formed . This 
voltage should be distinguished from the spark discharge 
voltage, which is the voltage appearing aeross the spark gap 
during the life of the spark or discharge . 

(5) Spark discharge: A spark occurs upon the electrical 
breakdown of a gap. It marks a transition from a· nOI1-
self-sustaining discharge (sometimes called dark dischat'ge) 
to one of several types of self-sustaining discharge and 
usually takes place with explosive suddenness. The most 
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park-ignition energy of flowing propane-air mixture. Long

duration (600 to 900 microsec) capacitance spark ; pre ure, ;; 
inches of mercury absolute; temperature, 80° F ; electrode spacin g, 
0.25 inch (within quenching di tance) (re f. 75). 

important of the elf-sustai.ni.ng di charges are the glow and 
arc di charges. The type of di charge that results upon 
park breakdown of a gap depends upon the gas pre sure, 

the gap length and shape, th e nature of the applied voltage, 
and the constants of the external circuit. 

(6) Glow discharge: The glow discharge is a self-sustained 
discharge characterized by a glow over a considerable portion 
of the cathode electrode, low curren t., high voltage drop in 
the region close to the cathode electrode, small current 
densities at the cathode electrode, and generally a weak 
appearance. 

(7) Arc discharge: The arc di charge is a self-sustained dis
charge characterized by an in tense spot at the cathode 
eleclrode, high current, low voltage drop at the cathode 
region , large current den ities at the cathode electrode, and 
generally strong appearance. It is the only type of discharge 
capable of supporting high currents. 

In discussing the parameters that affect the energy re
quired for ignition using capacitance parks, much of the 
older data is disregarded , becau e it does not contribute to the 
subject of spark ignition in the light of present knowledge . 
For example, in most of the older work electrode spacings 
shorter than the quenching distance were used, and many 
deductions using such information are erroneous, as pointed 
out in reference 5. Therefore, such information is used only 
where necessary to show a trend, and it is indicated that such 
data were obtained within the quenching distance. The 
important test conditions are generally included in the 
figure lpgends. 

Mixture composition.-The effec of lllixture composition 
on minimum ignition energy of quiescent mixtures (ref. 17 
and 73) is shown in figures 108 and 109 for three electrode 
configurations, variou spacings, three fuels, and t\\'o pre -
sures. The curve show that well-defined upper and lower 
ignition limits exist and that a minimum value of energy is 
required at a fuel composition of the order of stoichiometric. 
For most fuels, the minimum falls on the rich side of stoichio
metric. For example, the following table (obtained from 
ref. 74) shows the minimum points of the CUl've for a number 
of different hydrocarbon fuel ignited at atmo pheric pres ure 
with the same electrodes used to obtain the data in figure 108: 

-
I Fuel 

in 
fu el- I Least air 

I ,ll)i,i'- Percent fuel ill fuel-air mixture energy, 
Flammable ture, Percent fuel in stoichiometric I milli-per- fuel-air mixture joule 

cent 
bv 

vol-
ume ---

Methalle ____ 8. 45 O. 88 O. 2 
Ethane _____ 6.61 1. 17 .25 
Propane ___ _ 5. 07 1. 26 .26 
n-Butane ____ 4. 53 1. 47 .26 
n-Hexane ___ 3. 64 1. 71 .24 
n-Heptane __ 3. 36 1. 82 .25 
Cyclopropane _ 6.34 1. 45 I · 18 
Cyclohexane _ 3. 94 1. 75 .24 

1 

Benzene ____ 4. 67 1. 75 · 21 
Diethyl etheL 5. 30 1. 57 · 19 

Data in figure 109 for benzene are higher than shown in th£' 
table because the electrode spacing was ,,-ithin the quenching 
distance. 

The effect of mixture composition on the minimum spark
ignition energy of Bowing propane-air mixture at 3 incite of 
mercury ab olute with a long-duration capacitance park 
(ref. 75) i shown in figure 110. The general trend i the 
same as for quiescent mixtures i however, the energy levels 
increase with velocity as described in a subsequent section. 

The data how that , under proper conditions of fuel-air 
ratio , the energy- required can be extremely low. Any de
part ure from this fuel-air ratio requires higher ignition 
el1ergie that tend toward infinity a the flammability limit 
i approached. The extreme importance of locating spark 
plugs in the proper mi .. \:ture zone in a combustor is indicated. 

I I I 1 

Electrode 
0 0.025-ln. stainless- steel rod 

..... 0 . 02r -In. iOdiui rod 
r-.. -- Glow disc;ha rge 

0 
0 

n 

Arc- glow discha rge 

I I I 

.3 .4 .5 .6 .7 .8 
Electrode spacing, in. 

FIGURE Il1.-Effect of electrode material and electrode spacing on 
minimum spark-ignition energy of flowing 5.2 percent by volume 
mixture of propane in air. Long-duration (600 microsec) capaci
tance spark; pressure, 3 inches of mercury absolute; temperature, 
80° F (ref. 18). 
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Fuel type.- The type of fuel has a definite influence on the 
minimum ignition energy, as shown in the appendix. Refer
ence 76 presents analyses of a number of fuels with respect 
to molecular weight and arrangement of compounds with 
Lillo' following conclusions: 

(1) Hydrocarbon ignition energies decrease in the order: 
fl lkanes>alkenes>alkynes. 

(2) An increase in chain length or chain branching in
creases ignition energy. 

(3) Conjugation generally lowers the ignition energy. 
(4) For long chains, the effect of structural variation is 

small, but for short chains, the effects are much larger. 
(5) Negative substituent groups result in increasing igni

tion energy in the order: mercapt.an<alcohol<chloride< 
amine. The effects of chlorine and amine groups are par
t icularly large. 

(6) Primary amines increase ignition energy more than 
:'i('condary or tertiary amines. 

(7) Ethers and thioethers increa e ignition energy. 
(8) The peroxide group lowers the ignition energy 

greatly. 
(9) Esters and ketones increase ignition energy greatly, 

bu t aldehydes raise ignition energy only slightly. 
(10) Ignition energies for compounds containing three

mrmbered rings are very low, particularly when oxygen 
is in the ring. 

(11) aturated compounds containing six-membered rings 
have relatively high ignition energies, but those of five
membered rings are about average. 

(12) Ignition energies for aromatics are siInilar to those 
for linear hydrocarbons containing the same number of car
bon atoms. 

Basic studies of ignition of fuel mists or sprays in air, a 
very important aspect of fuel type, have not appeared in 
the literature because of problems associated with wetting 
of electrodes, energy absorbed by heat of vaporization, 
measurement of drop size, partial vaporization of droplets, 
and volatility of fuel. These variables may affect the 
energy to such an extent that theories and empirical correla-

tions formulated for gaseous fuel mixtures may not be 
applicable to liquid fuels. 

Electrode spacing.- The effect of electrode spacing for 
various electrode configurations on the minimum spark
ignition energy (refs. 17 and 18) is shown in figures 84 and 
85. With the unflanged electrodes and irrespective of pres
sure, as the spacing is increased from low values, the energy 
required decreases. At atmospheric pressure, the energy 
remains constant with further increase in spacing. Eventu
ally, the energy will rise again at much larger spacings. 
This constant energy portion is not observed at low pressure. 
With flanged electrodes, a spacing can be found below which 
ignition cannot be obtained regardless of the energy supplied. 
This spacing defines the quenching distance that has been 
previously described. 

The quenching distance also varies with composition, as 
shown in figure 108. The shape of the curve roughly paral
lels that of the energy curve. The data show that, to obtain 
easiest ignition, electrode spacing must be changed as the 
fuel-air ratio is changed. 

Electrode type.-Varying the electrode material has no 
significant effect on the ignition energy of a flammable mix
ture with capacitance sparks of short dW'ation. Ignition of 
gaseous mixtures by sparks from platinum, nickel, zinc, 
aluminum, lead , brass, and steel electrodes was unaffected 
by electrode material (refs. 60 and 77). However, reference 
18 shows that, with long-duration capacitance sparks, there 
may be an indirect effect of electrode material. This refer
ence indicates that ignition energies can be different for the 
different materials, depending upon the type of discharge 
produced. Figure 111 shows that stainless-steel electrodes, 
which produced a glow discharge, had ignition energies 50 
percent higher than cadmium electrodes, which produced a 
discharge starting as an arc discharge and changing to a 
glow discharge. If the type of discharge was a glow dis
charge, varying the electrode material had a negligible effect. 

The effect of electrode configW'ation is also shown in figure 
85. It may be concluded that the effect of electrode size is 
negligible at the quenching distance (0.56 in. at this condi-
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FIGURE 113,-Effect of mixture velocity and pressure on minimum 
spark-ignition energy of flowing 5,2 perceRt by volume mixture of 
propane in air. Long-duration (600 microse~) capacitance spark; 
temperature, 80° F; electrode spacing, 0.25 inch (within quenching 
distance) (ref, 75). 

tion). At spacings less than the quenching distance, the 
larger electrodes require more energy than the smaller elec
trodes because of the increased area for quenching to take 
place. 

Condenser voltage.-The effect of condenser vol tage on 
the ignition energy of a flammable mixture is negligible. 
That is, the ignition energy required is unaffected by increas
ing the condenser voltage as long as the capacitance is re
duced to maintain the same stored energy. R eference 78 
reports that the voltage could be varied from 1.6 to 5.8 kilo
volts without changing the ignition energy required. 

Spark duration.-The effect of increasing the spark dura
tion in the range of 125 to 25,000 microseconds (ref. 75) is 
to increase the energy required approximately as a power 
function of the spark duration (fig. 112). This increase is 
due to distribution of the energy over a larger volume. How
ever, at extremely short spark durations (2 microsec), the 
energy is considerably higher than that of the majority of 
the longer-duration sparks. Reference 18 suggests that the 
increased energy is due to the energy distribution along the 
spark length. 

Oscillation frequency.-Some references (e. g., ref. 79) 
state that electrical processes are more important in the 
spark-ignition process than any thermal processes. The 
research used as a basis for this viewpoint is that described 
in reference 80, in which the igniting power of a spark 

generated by a condenser-inductor combination increased 
with decreasing oscillation frequency of the current wave of 
the spark. Howeyer, as pointed out by Lewis and von Elbe 
in reference 5, the tests were run under questionable con
ditions; that is, all the work was carried out with electrode 
spacings shorter than the quenching distance. Hence, some 
sort of quenching test was conducted that gave no informa
tion regarding electrical processes . Reference 78 reports 
the addition of inductance to the apparatus in an attempt to 
determine the effect of oscillation frequency on ignition. At 
the quenching distance, no effect of reasonable inductance 
addition was found. Hence, in the light of the recent work, 
it must be concluded that inductance has no effect on 
ignition. One qualification might be added: In some cases 
where high-energy ignition systems are being used , the 
addition of inductance might change the duration of the 
discharge and so affect the ignition energy required. 
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Sparking rate.-The effect of sparking rate is described 
briefly in reference 81, in which an induction coil was used to 
produce sparks. However, the sparks produced were a 
series of capacitance sparks from a characteristic capacitance 
in the circuit. The first spark caused ignition if ignition 
occurred at aU. The passage of two to ten additional sparks 
had no effect. This was believed to be because of somewhat. 
lower voltage (and energy) in sparks following the first. 
These tests were conducted with spacing within the quench
ing distance and are therefore open to question. It is con
ceivable that, if the sparking rate is sufficiently high and 
sparks following the first could be generated in the heated 
zone left by the first spark, some effect could be observed. 

Mixture velocity.-Increasing the velocity of flow of a 
combustible past the electrodes increases the energy required 
for ignition (ref. 75), as shown in figure 113. Over the range 
of velocities indicated (5 to 54 ft/sec), the energy increases 
approximately linearly with velocity. At higher velocities 
(ref. 82), the energy increases much more rapidly (fig. 114). 
The velocity causes the spark to be blown downstream, 
thereby lengthening the spark path and causing the energy 
to be distributed over a much larger volume. Such distri
bution depends on the gas velocity and spark duration. A 
theory is proposed in reference 83 to correlate the param
eters of density, velocity, spark duration, electrode spacing, 
fuel constants, and energy. This theory is based on the 
idea that the total energy E tg of the spark may not be the 
important factor in ignition of flowing gases with long
duration sparks. The spark is considered to move down
stream at stream velocity Ug in the form of a square
cornered U. The legs of the U will be continuously length
ening, but the length s (corresponding to electrode spacing) 
will remain constant. It is considered that this length s is a 
line source of ignition moving at mean stream velocity and 
is the important part of the spark. The energy in this line 
source E I • is calculated by making certain assumptions as 

to the manner in which and the rate at which the energy 
goes into the spark. The energy is calculated as follows : 

E sEtg 1 2Ugts+s 
/s=2U

gts og s 

where 
E/s energy in line source, joules 
s electrode spacing, ft 
E tg total ignition energy, joules 
Ug gas velocity, ft/sec 
ts spark duration, sec 

(15) 

The energy E/s heats a cylindrical volume of the combustible 
of length s and radius r. The radius is found by assuming 
the requirement of ignition is that l' must be of such size 
that the rate of heat generated in the volume must be equal 
to the rate of heat lost by conduction. An equation relating 
the rate of heat generated and rate of heat lost determines 
the critical size of r. Once r is determined, the amount of 
heat required to heat the volume of radius· r and length s to 
flame temperature can be calculated. This heat should be 
equal to the heat E I• from the spark, resulting in 

dQUgts 1 2Ugt.+s 
psE-;; ex: og s (16) 

for electrode spacings equal to or less than quenching dis
tance dQ ; or 

Ugt, 1 2Ugts+s -- ex: og 
pEtg s 

(17) 

for electrode spacing greater than dq• A plot of equations 
(16) and (17) is shown in figure 115 for data obtained from 
references 75 and 83. Hence, from this analysis it may be 
concluded that only a portion of the spark length is impor
tant in ignition of flowing gases by long-duration sparks. 
Energy in the remainder of the spark is dissipated without 
any help to the ignition process. 

Turbulence.-If a turbulence promoter such as a wire 
screen is placed upstream of the electrodes in a flowing com
bustible gas (ref. 82), the energy required increases with the 
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wire size of the turbulence promoter and with decreasing 

119 

I 
distance from turbulence promoter to electrodes (fig. 114). 
The energy increases with those factors that increase the 
intensity of turbulence. The idea of a line source of igni
lion has been applied to turbulent ignition data similar to 
those shown in figure 115 (ref. 83). All the concepts con
sidered in the previous section were used except that the rate 
of heat loss was assumed to depend upon the intensity of 
turbulence. This analysis showed that, at constant pl'CS-
sure, 

(18) 

A plot of this relation is hown in figure 116. Hence, the 
energy in the line source of ignition depends directly on the 
intensity of turbulence. The effect of scale of turbulence is 
negligible at this condition. 

Pressure.- Pressure has a pronounced effect on the ignition 
of a flammable mixture (ref. 78), as shown in figure 117, in 
which the minimum. ignition energy increases with decreas
ing pressure. For most fuels, the energy varies inversely as 
the bth power of pressure, where b is approximately 2. If 
the pressure is reduced sufficiently, a pressure will be reached 
(minimum ignition pressure) below which ignition is limited 
by some factors of the apparatus such as electrode spacing 
size of ignition chamber, or available energy. WhethCl: 
there is an ultimate limiting pressure has not been deter
mined. Therefore, all the following data are apparatus
limited. 

Figure 118 shows the energy increasing as the pressure 
decreases toward the minimum ignition pressure in tests 
(ref. 84) with constant electrode spacing. This curve is a 
combination of two separate effects, pressure and quenching. 
That is, as the pressure is reduced, the electrode spacing is 
effectively moved farther within the quenching distance, 
Slllce the quenching distance increases with decreasing 
pressure. Different fuels exhibit different minimum pres
sures, as shown in figure 118 and the following table (ref. 84): 

Fuel 

~~~~~;}~~~~~~~~~~~~ ~~~~~~~~~~~ ~~~~~~~~~~~~ 
n-Butane and isobutane __ 
Benzene ________________ ===================== 
2,4-Dimethyl-1 ,3-pentadiene _________ ___ ______ _ 
n-~onane ___ ______ _______ __ __ _____ __________ _ 

Minimum 
ignition 

pressure, • 
in. Hg abs 

O. 45 
.75 
.83 

1. 14 
1. 14 
1. 10 
1. 30 
1. 30 

• Obtained with capacitance spark ; temperature,75° to 850 F; electrode spacing 0.110 In. 
Oess tban quencbmg dIstance); energy, 8.64 j. ' 

Lower pressures than these could have been obtained if the 
tests had been conducted in apparatus of sufficiently large 
size so that quenching could not occur. The importance 
of apparatus size has been emphasized in the quenching 
discussions. 

Pressure limits for some of the petroleum fuels in air at 
room temperature have been determiped as follows: 

Fuel 
Minimum 
ignition 

pressure, a 

in. Hg abs 

Refcrencc I 

1---------------------------1----------1·-------1 

115/145 Grade aviation gasl) line_ _ _ _ _ _ 1. 50 22 
100/130 Grade aviation gasoline _ _ _ _ _ _ O. 63 22 I' 

g~!~: it~ i:~ ~~:l ================= 1: ~~ ~~ J 

• Obtained with capaCitance spark; tempt'rature, 780 F; electrode spacing, 1.0 In. 

Minimum ignition pressures are also a function of the 
mixture composition (ref. 84), as shown in figure 119. The 
lowest pressure occurs at about 7.5 pcrcent mixture ratio 
and on the lean side of stoichiometric for methane. Hydro
gcn also has the minimum on the lean side (ref. 84). For 
heavier hydrocarbons, such as propane and n-bulanc, the 
lowest pre sure occurs on lhe rich side of stoichiometric. 
This phenomenon may be due to relative differences in 
diffusivitics of air and the fuels. Air has a difl'usivity less 
than hydrogen and methane and greater than propane 
and n-butane. 

In determining the effect of pressure on ignition energy, 
consideration must be given to the choice of electrode 
spacing to be used, since the quenching distance is also a 
function of the pressure (ref. 76). This is demonstrated in 
figure 120, which shows that the quenching distance in
creases with decreasing pressure. A complete relation 
between electrode spacing, pressure, and minimum' ignit.ion 
energy is shown in figure 121. 
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FIG URE 121.-Effect of electrode spacing and pressure on minimum 
spark-ignition energy of 9.5 percent by volume methane in air. 
Capacitance spark; temperature, 77° F (by permission from ref. 
78). 
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The fact that the electrode spacing for minimum ignition 
energy i.ncreases with decreasing pressure may be explained 
by assuming that a certain spark-ignition energy can 
initially ignite a certain mass of flammable mixture. If 
the pre sure is decreased, the mass occupies a larger volume, 
and hence the electrode spacing must be increased so that the 
spark will be of sufficient size to ignite the larger volume. 

In the determination of minimum ignition pressures, 
capacitance sparks of high energy have been used to over
come the quenching effect of the electrodes (ref. 84). Figure 
122 shows the effect of electrode spacing and energy on 
minimum ignition pressure for n-butane and 2,2,4-trimethyl
pentane. The data show that the higher the energy, the 
less the effect of spacing on pressure. The energy of 8.64 
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FIGURE 122.-Effect of electrode spacing on minimum ignition pres
sure. Capacitance spark; temperature, 70° to 75° F; sparkplug 
electrodes (ref. 84). 

joules that is used with a spacing of 0.110 inch ignites at 
pressures close to the minimum of the curves; and, conse
quently, not much is gained by the wider spacing, although 
the optimum spacing would be greater than 1 inch. 

Temperature.- The effect of increasing the temperature is 
to lower the minimum ignition energy, as shown in the fol
lowing table taken from reference 86: 

T empera- Ignition 
Fuel tu re, OF energy,' 

millijoules 

Carbon disulfide ________________ __ 77 O. 76 
212 .5 

n-Ileptane ___ ____________________ 77 14.5 
212 6. 7 
340 3. 2 

Isooctane ________________________ 77 27. 0 
212 11. 0 
340 4. 8 

n-Pentane ___ ____________ ________ -22 45.0 
-4 14.5 
77 7. 8 

212 4. 2 
340 2. 3 
347 2. 5 

Propane ___________________ ___ ___ - 40 11. 7 
-22 9. 7 
-4 8. 4 
77 5. 5 

135 4. 2 
180 3. 6 
212 3. 5 
399 1.4 

Propene oxide ___ ______________ ___ 77 2. 4 
212 1.5 
360 .9 

• Determined with capacitance spark, atmosph~r!c pressure, and flanged electrodes. 

From these data, a correlation was obtained relating energy 
and initial temperature of the mixture. This relation was of 
the form 

E rr ..:;fro 
tg=ve (19) 

where C and :,t" are constants that are different for the various 
compounds. 

The same trend of lower ignition energies with increased 
temperatures is shown in reference 87 for a flowing propane
air mixture and long-duration capacitance discharge. The 
correlation of this data was based on theoretical consider
ations which resulted in the relation 

(20) 

The minimum ignition pressure is not affected greatly by 
changing the temperature from -500 to 3000 F (ref. 84). 
Figure 123 shows a slight linear decrease in pressure with an 
increase in temperature in this range. This decrease is in the 
proper direction to be the result of decreased quenching 
caused by increased temperature, as discussed previously . 
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Diluents.- The addition of a diluent to a combustible gas 
has a marked effect on the minimum ignition energy (ref. 78) . 
It should be expected that the minimum ignition energy 
depends upon the absorptive and conductive qualities of any 
additive that might be present in the fuel , as well as upon the 
fu el itself. This is shown to be true in figure 124(a). If the 
nitrogen in a methane-air mixture is replaced with helium, 
the energy increases; if replaced by argon, the energy de
creases. With the exception of the methane-oxygen-argon 
mixtures, the minimum ignition energies increase with in
creasing diffusivity of the mixture according to reference 88. 
The quenching-distance curves (fig. 124(b)) are similar to 
the energy curves. 

The effects of diluents on minimum ignition pressure of 
mixtures of n-butane and oxygen with argon, nitrogen , car
bon dioxide, and helium (ref. 84) are shown in figure 125. 
In all cases, mixtures containing argon are the most easily 
ignited; mixtures containing carbon dioxide are the least 
easily ignited. Humidity, which might be considered as a 
diluent, would replace some of the oxygen and would thus 
cause higher ignition energies. This effect has not been 
determined experimentally . The effect, if any, is probably 
small and can be neglected in most cases. 

IGNITION BY INDUCTANCE SPARKS 

The difference between inductance sparks and capacitance 
sparks has been explained previously . The energy stored in 
an inductance is 

(21 ) 

where 

EL energy, joules 
L inductance, henry 
i current in circuit at instant of sparking, amp 

Mixture composition, pressure, and temperature.- The 
effect of mixture composition, pressure, and temperature on 
minimum ignition energy with inductan ce sparks is similar 
to that obtained with capacitance sparks. However, with 
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Cap acitance spark ; pressure, atmospheric; tempera t ure, 77° F (by 
permission from ref. 78). 

inductance sparks, much of the data have been obtained 
using the current in the primary of a transformer as an 
indication of the energy in the spark gap. Since this 
method does not give actual energies, the data are practi cally 
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useless both to the ignition-system designer and to the 
r esearcher. Also, much of .the data has been obtained 
with spacings less than the quenching distance. For this 
reason, no further discussioJ;l. will be given concerning these 
variables. References 89 to 95 give most of the information 
on inductance sparks. 

Electrode spacing.-As shown in figure 126, the curve of 
minimum electrode spacing against composition is very 
similar to those obtained with the capacitance spark (fig. 
124(b)). The quenching distances with inductance 'sparks 
appear to be slightly lower than those obtained with capac
itance sparks. 

Electrode material.-The available data on inductance 
sparks indicate that, unlike capacitance sparks, ignition 
energies of flammables are affected by changes in electrode 
materials. Electrodes of platinum, nickel, copper, alumi-
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0.394-inch-diameter platinum disk and sharply pointed plat inum 
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num, and iron have been used to ignite ethane-air and carbon 
monoxide-air mixtures (ref. 91), Decreasing the density 
of the electrode material generally decreased the amount 
of energy required to ignite the flammable mixture. 0 

separation of the types of discharge (i. e., arc or glow) was 
made; therefore, no comparison can be made with the results 
obtained with the long-duration capacitance sparks. 

Circuit inductance and voltage.-The energy stored in an 
inductance is determined by a simple relation with inductance 
and current; however, two factors that can be present may 
cause errors in calculations. These factors are the type of 
inductance used and the circuit voltage. Sometimes,. in 
order to obtain large energies, it is necessary to use in
ductances with metal cores, in which case some energy 
losses occur in the core material, as can be concluded from 
the following table (ref. 92) (14 layers of inductance-core 
winding in each case): 

Circuit Circuit Ignition 
Core of coil induct- current, energies,-

ance, L, i, amp millijoules 
henry 

Air __________ _______ ______ O. 01 0.35 O. 6 
Straight iron baL ___ __ ___ __ ,07 . 15 .8 
Rectangular iron frame _____ .56 .09 2.3 

- Ignition or coal gas and air at atmospheric pressure and temperature. 
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Hence, the effect of type of inductance (if losse.s are present) 
is higher readings than are actually present in the spark. 

When sparks are generated by opening contacts through 
which current is flowing, a sufficiently high circuit voltage 
causes curren t to flow across the gap for a short time after 
the stored energy is dissipated. The amount of extraneous 
energy caused by this aftercurrent increases with the circuit 
voltage. Therefore, sillce the actual ignition energy in the 
spark gap is the sum of the stored energy plus the extraneous 
energy, any ignition-energy values based on calculated 
stored energy will be too low. This effect is shown in the 
following table from reference 93: 

Circuit Circuit Spark-
Circuit inductance, potential, current, ignition 

L, benry volts i, amp energy, a 

I millijoules 

I 
0.0214 __ ________ ____ 4 O. 77 6. 35 

220 .35 1. 30 
...l!L...-.. 

0.012 ____________ ___ 4 1. 025 6. 30 
220 .4 .96 

• Ignition of 8.5 percent by volume mixture of methane In air at atmospheric pressure and 
t~mperRture. 

Current type.-Whether the current is alternating or 
direct appears to have no effect on ignition with inductance 
sparks (ref. 94). 

SIGNIFICANCE OF BASIC QUENCHING, FLAMMABILITY. 
AND IGNITION DATA IN RELATION TO AIRCRAFT 

PROPULSION PROBLEMS 

The data presented show the environm·ental conditions 
under which ignition and flame propagation in hydrocarbon
air mi.-xtures may be obtained. With a fuel-air mixture con
tained in an apparatus large enough to preclude quenching, 
t.here are practically no limits to the conditions under which 
ignition and flame propagation may be obtained except the 
concentration limits of flammability. Hence, if proper 
mixtures can be produced in an aircraft combustor, there 
should be no basic limitation insofar as ignition and flamma
bility are concerned in the over-all aircraft propulsion 
problem. However, practical limitations arise at present 
because of the finite size of combustors, the presence of 
turbulent flow, and the limited energy available from ignition 
sources. There are some areas in which more work is 
needed. The quenching, flammability, and ignition of fuel 
sprays and mists have not yet been studied sufficiently. 
The effects of velocity and turbulence on flammability are 
still somewhat in doubt. 

As yet, there is no unified theory that is able to predict 
quantitatively the limits imposed on combustion by quench
ing, flammability, and ignition from a knowledge of the 
basic physical and chemical properties of a combustible 
mixture. However, some qualitative ideas can be presented 
on the basis of present knowledge. The ideas are discussed 
under the three main types of work described in this chapter. 
Correlations of fundamental combustion properties and com
bustor performance, which at present must largely take the 
place of a general quantitative theory, are given in sub
sequent chapters. 

QUENCHING 

The quenching effect of walls is always present when a 
flame is enclosed by a duct. If flame propagation is to 
occur, the dimensions of the volume to be burned must be 
larger than the quenching distance at the lowest pressure 
and most unfavorable fuel-air ratio encountered. Even if 
the flame is stabilized and is in no danger of being quenched 
by the walls, the dead space still exists and may be appre
ciable under some conditions. Thus, it should be noted that 
the full cross section of the chamber is not available for heat 
release. 

In some current tubular-combustor turbojet engines, only 
two of the chambers are fitted with spark plugs. The 
remaining chambers must be ignited by the spread of flame 
through cross-fire tubes. Altitude starting performance 
should therefore be adversely affected by quenching of the 
igniting flame if the cross-fire tubes are too narrow. 

Recent work indicates that homogeneous gas-phase 
quenching may also occur because of turbulent motion . 
Thus, it is possible that measures taken to increase turbulence 
and thereby improve mixing or extend the residence time of 
the fuel in the combustor may actually result in no change 
or even a decrease in combustor performance . 

FLAMMABILITY 

A self-sustained flame cannot exist in a mixture unless the 
fuel concentration is within the flammable range under the 
given conditions. Consequently, excessive dilution of the 
burning zone with either fuel or air must be avoided. It 
should again be pointed out, however, that flames sustained 
by a continuous ignition source such as a pilot may some
times exist at over-all fuel-air ratios outside the range of 
flammability. 

The effects of diluents must also be considered. For 
example, if it is required to burn fuel in an atmosphere con
taining exhaust products, substitution of carbon dioxide 
and water vapor for some of the oxygen originally present 
will narrow the flammable range. If the exhaust products 
are hot, the increased temperature may tend to compensate 
for this narrowing. Such questions might arise, for example, 
if a pilot flame is required to burn in the presence of recircu
lation from the main combustion zone of the combustor, or 
in the case of an afterburner. 

IGNITION 

Ignition in the high-speed combustor can be accomplished 
by any of the methods discussed; however, practical consid
erations may make some of them infeasible. .For example, 
ignition by electrically heated surfaces is very inefficient 
compared with ignition by electrical discharges. Not only 
must the mass of the heated surface be raised to the required 
temperature, but also a larger volume of gas must be heated 
because of the longer times required to attain ignition. 

Fla.mes or hot gases can be effective ignition sources, but 
there must be available an additional ignition source to 
produce the flame or hot gas in the first place. In aircraft 
at adverse starting conditions, it may be just as difficult to 
ignite the pilot as it would be to ignite the main combustible. 
Ignition by electrical discharge, therefore, appears to be the 
most feasible method. 

----------------------------------------------------------------
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The ideal environmental conditions for ignition by elec-
trical discharges are as follows: 

(1) High pressure 
(2) High temperature 
(3) Low gas velocity and turbulence 
(4) Location of spark in zone of best mixture composition 
(5) Gaseous fuel-air mixture 
(6) Electrode spacing maintained at quenching distance 
(7) Optimum spark duration 

Obviously, it would be impossible to satisfy all these require
ments in an actual combustor, but any attempt to satisfy 
as many as possible would result in lower ignition energies 
and lower-weight ignition systems. 

Whether capacitance or inductance sparks are the better 
for ignition is a point for consideration. The data presented 
herein show that capacitance sparks can be varied readily 
over a tremendous energy range, whereas inductance sparks 
may possibly be limited to those applications where low 
energy is required. On the other hand, if the data on the 
effect of spark duration using long-duration sparks are used 
as an indication of what might happen with inductance 
sparks, there may be some instances where inductance 
sparks are superior to capacitance sparks. It appears, 
then, that a choice between the two systems depends upon 
the actual energy required. Design and operation of the 
ignition systems producing these two types of sparks might 
be the important factor in selecting the type of spark to be 
used. 

The fact that there is a minimum contact time, or ignition 
lag, for ignition by heated surfaces, hot gases, or pilot flames, 
introduces the possibility of an effect of such ignition sources 
on the combustion efficiency of combustors that utilize 
them. If the flow rate in a given burner is fixed, 100-percent 
combustion efficiency can be obtained only if there is suffi
cient residence time for the mixture to be ignited and for the 
flame to consume the mixture as rapidly as it flows into the 
chamber. The consumption time depends upon the burning 
velocity under the given conditions. Therefore, if the 
required time for contact with the ignition source is exces
sively long, insufficien t time for burning may remain before 
the mixture leaves the burner; that is, only part of the fu el 
may be consumed, and the combustion efficiency may fall 
below 100 percent. 
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CHAPTER IV 

LAMINAR FLAME PROPAGATION 

By GORDON L. DUGGER, D OROTHY M. SIMON, and :\1 ELVIN GERSTE IN 

INTRODUCTION 

The ultimate goal of fundamental studies in laminar flame 
propagation is a complete knowledge of the chemical kinetics 
of the flame reactions. With a knowledge of the kinetics 
the effects of variables on the propagation rate could be pre~ 
dicted and the problems of combustion-chamber design 
could be approached with greater confidence. Unfor
tunately, however, the experimental problems involved in 
the study of kinetics at high temperatures are yet to be 
solved. Oonsequently, current studies of the combustion 
process arc necessarily conducted in terms of the laminar 
flame velocity, minimum ignition energy, flammability limits, 
and quenching distance. Theoretical interrelations that are 
in accord with the experimental results indicate these to be 
fundamental properties of the mixture when proprrly 
measured. Oorrelations brtween some of these properties 
ancl rngine performanc(' parametrrs show that the resulLs of 
such studies may br of consicl.erable practical value in th e 
aircraft propulsion field. 

Available information on laminar flame propagation is 
summarized in this chapter. Oharacteristics of laminar 
flames- the structure of the combustion wave and the rela
tion of direct, schlieren, and shadow photography to that 
structure- are considered. Also discu rd arc mrthod of 
measuring flame velocity, along with effrc ts of physical and 
chemical variables on flame velocity. A brief survey of the 
lheory of laminar flame propagation is pre ent ed, with par
ticular emphasis on the Semenov (thr rmal m echanism) and 
Tanford-Pease (active-particle-diffusion mechani m) equa
tions for flame velocity. The more sign ificant exprrimrntal 
evidence in the controversy concerning thrrmal again t 
diffusional mechanisms is also discussed. Finally, experi
mental data and methods of predicting flame velocity are 
summarized with respect to their significance and application 
to practical problems of combustion. 

SYMBOLS 

The following symbols are used in this chapter: 
A cross-sectional area 
.9/ Avogadro number , 6.025 X 1023 moleculesJg-mole 
a exponent 
B,B' dimensionless quantities 
be h eight of luminous COlle 
o flame velocity coefficient 
<// () concentration, moieculesJcm3 

C exponent 
C1! specific heat at constant pressure 
D diffusion coefficient, cm2Jsec 

d 
deDI 

E a" g 
sr 
G 
[-[ 

I 
~/ 

Ie 
kH 
k~ 
l 
dl 
!II 
m 
N 
. ~ 

P 
Qre 
q 
R 
I' 

ell' 

S 

x 
Z 

'Y 
e 
K 

w 

diameter 
collision diameter, cm 
activation energy, cal/mole 
expansion ratio of gas mLxture 
function 
mass-flow rate per unit area, g/(cm2) ( ec) 
total enthalpy, cal/g 
rate of production by chemical reaction 
constant 
specific rale constant 
empirical proportionality factor 
average propol'tionali ty COil ta n t 
length of curve 
length of flame boundar.'
molecular weight 
ratio of moles of reactants to moles of pro(lll(,(s 
number of O- H bond 
steric faclor 
pressure 
heat of reaclioll, cal/molecule of reactant 
amount of heat extractrd 
universal gas constant, 1.987 cal/(OK) (moll» 
radial di tance 
distance between flow lili es 
surface area 
slant hr igh t 
temprrature 
r eaction-zone thickness, em 
time 
velocity 
volume flow rate 
mole fract ion 
distance 
collision llumber, number of molecular collis ions prJ' 

(cm3) (sec) when concentrat ion i 1 molrculc of 
each ty pe per cm3 

angle betwcen direct ion of approach flow and hurtling 
surface 

ra tio of specific hrats 
cp( T- TD) /Q,. 
th ermal conductivi ty, call (cm2

) (sec) (OK /cm) 
absolute viscosity, poise 
probabili ty of occurrence of chain-branching r rac tioll 
probabili ty of occurrrnce of chain-breaking r rac tion 
density 
equivalence ratio 
molar ratio , 0 2/(0 2+N2) 
reaction rate, (molecules of reactant)J(em3)(sec) 
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Sub cripts: 
am ambient 
av average 
b bomb 
C1,r circumscribed 
d diffusion 
eff effective 
eq equilibrium 
F flame 
j fuel 
fin final 
g gas 
t i th specie' 
ig ignition 
tns inscribed 
J .ith species 
l lower 
lin linear 
m mean 
max maXImum 
0 oxygen atom 
O2 oxygen molecule 
0 initial conditions 
p poten tial 
reI rrlative 
rl reactant 
sl Loich iomctric 
t Lotal 
tube tube 
u upper 
w weighted 
3 infie0tion point 

CHARACTERISTICS OF LAMINAR FLAMES 

A flame is a rapid, self-sustaining chemical reaction oc
curring in a discrete rea'ction zone. Reactants may be intro
d uced into this reaction zone; or the reaction ZOJle ma)
move into' the reactant, depending on whether the unbut'l1ed
gas velocity is greater or Ie than the flame velocity. The 
flame velocity, which is al 0 called buming velocit)- or normal 
combustion velocity, is the velocity at which unbul'Iled gas 
moves through the combu tion wave in the direction normal 
to the wave surface. This definition refers to the velo('it~- of 
unburned ga relative to the name front a determined at 
some point beyond the influence of the flame; that is , at a 
point where the gas velocity has not yet been altered b~

either heat conduction from the flame or the pJ'essUJ'e field 
set up as a result of the thrust pressure of the flame. It is 
obvious that different types of flame photography and 
differen methods of mea urement and ('omputation from 
flame photographs would give different result , depending on 
how cIo ely the photographs and measurement approximate 
the true relation between thc refcreJlce gas velocit)- and the 
flame front. 

The preheating of the ga by heat conduction from the 
flame reaction zone i be t understood by considering the 
temperature profile for a laminar flame and the relation of 
each type of photography to some point in the temperature 
profile as determined by t heoretical considerations and ex-

perimental evidence. The bending of unbmned-gll,s flow 
lines due to the pressure field receives less attention than the 
preheating effect in this chapter, since its effcct on flame 
velocity mea urements is generally less important. 

TEMP ER A TURE P ROFILE 

Three experimental techniques have been used recently to 
determine temperature profiles: 

(1) Traversing with fine thermocouple (refs. 1 and 2) 
(2) Traversing with very fine slit of light and determining 

flame temperature from refractive index (ref. 3) 
(3) Tracing curved path of stroboscopicall)- illuminated 

dust parLicleandcomputing temperature from measure
ments of its direction and velocity (refs. 4 and 5) 

Friedman (ref. 2) used a ceramic-coated thermocouple made 
by gas-welding 0.0012-centimeter platinum and platinum-
10-percent-rhodium wires to traverse a very lean propane-air 
flame (flat flame on 25-cm burner; mass air-propane ratio, 
29.2; flame thickness, ::::::2 cm; pressure, 0.0594 atm). The 
resulting temperature profile had a shape similar to that of 
figure 127. The significance of such a temperature profile is 
a follows: At the point Xo, the temperature of the unburned 
gas has jut begun to inc rea e because of the heat conducted 
from t he flame reaction. The temperature ri es rapidly 
until the equilibrium flame temperature Tp is reached at a 
point Xp. These boundaries are not defined exactly, since 
the limiting yalllt's To and Tp are approached as~-mptoticall ~' ; 
but the convergence is ver)- rapid, so that the bounclaries can 
be defined wit.hin narrow limit of T. 

Con ider fir t the pa rt of the profile in which the tempera
ture ri es from To to a temperalure T3, which marks the 
inflection point of the T,x curve. This portion of the curve 

is COIlV('X toward the x-axis (O;~>O), ,,-hich means that a 

mass elcnwnt in thi region gains heat by conduclion from 
the hoUl'r ekments down tream faster than it loses heat 
to the cooh'r ('lel111'llt up t ream. There is little chemical 
reaction in thi l't'gion; hellce, li ttle heat is evolved. Cal
culations of referellce 6 sho \\- that 14 percent of the heat 

TF - - - - - - - - - - - - - - - - - - - - --=-O-'-=-"""T""----

(I) 

~~~~~~~~===t==~~~~~===r------~ t- Preheat zone React ion zone 
X3 

Distance normal to flame, x 

'FIGUR E 127.-Qual itative temperature-d istance diagram for 
stationary flame. 
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(0) ( b) (c) 

(a) Direct. (b) Schli eren. (c) Shado\\" . 

FIGl' RE 128.-T~· pical phoLogra phs of la min a r Bun o- en flam e' . 

release occurs before the luminous zone is reached. This 
zone is considered to begin aL some point beyond (Ta,xa). 
Consequently, Litis region may be called the preheat zone. 
The mass element expands in volume, causing an accelera
tion of the unburned gas. On passing Ta, the mass element 
changes from a heat sink to a heat source, and the curve is 

concave toward the x-axis (02T <0). The temperature of 
OX2 

the element continues to rise because of the heat evolution 
from the chemical reaction, and this region between Ta and 
TF may therefore be called the reaction zone. 

The inflection point Ta may be called the ignition tempera
ture, but it is distinguished from the spontaneous-ignition 
temperature determined in a static system (see eh. III and 
the appendix), where the ignition-delay time may be lOa to 
106 times the period required for the element to traverse the 
preheat zone of a stationary flame. The temperature Ta 
may be calculated by numerical integration of theoretical 
equations for simple decomposition flames such as the ethyl
ene oxide flame (ref. 7) or determined approximately by 
careful temperature traverse of the reaction zone by one of 
the methods mentioned previously. 

The relation of direct, shadow, and schlieren images to 
the temperature profile is discussed in the following sections. 
While differences in the flame areas determined by these 
three types of flame photographs are pertinent to any method 
for measuring flame velocity, most of the discussion is given 
in terms of the inner cone of a BUJlsen burner flame illustrated 
in the following sketch: 

Unburned 
gas 

Burned 
gas 

Sketch (j) 

_ - -' - Inner cone (blue cone) 

_ - ' - Outer mantle of burned gas 
(may be slightly luminous, 
particularly for rich 
mixtures) 

RELATION OF VARIOUS IMAGES TO TEMPERATURE PROFILE 

Luminous zone,-Direct photography, or direct observa
tion, reveals the luminous zones of the flame. :Flame 
velocity measurements from direct photographs (fig. 128(a)) 
are based on the zone of most intense illumination, which 
in the case of Bunsen flames is the bright inner cone, some
times called the blue cone (see sketch (j)). Early workers 
in the combustion field (see reviews in refs. 8 and 9) presumed 
that the width of this luminous zone represented the dis
tance between the initiation of combustion and its comple
tion and that flame velocity measurements were properly 
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based on the inner edge of this zone. It has since been 
established that the entire luminous zone (inner cone) lies 
at a temperature very near the maximum, or flame tempera
ture, as represented by the region (4) adjacent to inflection 
point (3) in figure 127 (refs. 1, 10, and 11). Before reaching 
this zone of high beat release but small temperature gradient, 
the gases experience preheating that causes expansion and 
bending of the flow lines. As a result, a flame surface 
chosen at any point in the luminous zone is too large for 
flame velocity measurements, which are traditionally referred 
to the unburned-gas flow. 

Therefore, direct photographs, which are the easiest type 
to obtain if the flame is sufficiently luminous, produce a 
surface larger than the cold gas surface and may indicate 
erroneously low flame velocities. 

Schlieren image.-"When schlieren photography (refs. 1, 
4, 8, and 10 to 13) is used, a surface is found that has a 
temperature much nearer that of the unburned gas. The 
schlieren method also has the advantage of a sharply 
defined surface (fig. 128(b)) as compared with the less dis
tinct inner edge of the luminous zone or the comparatively 
fuzzy outer edge of the shadow cast by the cone (fig. 128(c)). 
In the most common use of the schlieren method for flame 
velocity measurements, the flame is placed in the parallel
beam section of a Z-type, two-mirror (or lens) schlieren 
sy tem. A knife edge, placed at the focus ofthc second mirror, 
is advanced into the image of the finite light source so that it 
cuts out approximately half the light. The light pas ing the 
knife edge penetrates the objective lens of the camera, 
which brings the flame image into focus. The density 
gradients in the flame cause the light rays, which are parallel 
as they leave the first mirror, to be refracted. Light rays 
refracted in a direction perpendicular to the knife edge by a 
positive density gradient are bent away from the knife edge, 
and an increase in illumination at the corresponding point 
in the flame-image plane results. On the other hand, a 
negative density gradient results in decreased illumination. 
Thus, the brightest portion of the flame image corresponds 
to the maximum optical density gradient, which for all 
practical purposes may be identified with the mass density 
gradient. Since the density p is inversely proportional to 
the absolute temperature T, it follows that 

dp 1 dT 
dx~-T2 dx 

This expression shows that the maximum of the density 
gradient (flame cone edge given by schlieren image) does not 
coincide with the maximum of the temperature gradient 
represented by inflection point (3) in figure 127, but occurs 
at a considerably lower temperature represented by point (1). 

Experimental verification of the applicability of the 
schlieren surface for measuring flame velocity, insofar as the 
bending of flow lines due to temperature is concerned, has 
been obtained in several ways. Broeze (ref. 11) investigated 
the temperature gradient near the schlieren boundary by 
introducing smoke into the unburned gas. Ammonium 
chloride, which decomposes at 320 0 C, and zinc oxide, which 

sublimes at 1800 0 C, were used. The ammonium chloride 
track disappeared about 1 millimeter before it reached the 
luminous zone in a butane-air flame at atmospheric pressure. 
The point of disappearance coincided with the edge of Lhe 
schlieren image. The zinc oxide smoke showed a sharp drop 
in density about 0.1 millimeter beyond the schlieren edge. 
Thus, the temperature gradient is very steep in Lhis vicinity. 
Lewis and von Elbe (ref. 8, p. 254) similarly found the pre
heat zone of a natural gas flame to be approximately 1 milli
meter thick by using stannic chloride hydrate smoke, which 
disappears by dissociation of the hydrate beginning at about 
83 0 C and reappears as stannic acid after passing the re
action I!;one. Klaukens and Wolfhard (ref. 1) studied the 
reaction zone of flat acetylene-air flames at low pressures 
using luminous and schlieren photographs and thermo
couple traverses, with qualitatively similar results. For a 
flame at 15 millimeters of mercury, the maximum density 
gradient corresponded to a temperature of 200 0 C, whereas the 
maximum luminosity corresponded to a temperature near 
the maximum temperature. Reference 4, reporting studies 
of the tracks of stroboscopically illuminated particles of 
magnesium oxide, and reference 13 added further confirma
tion. The majority of investigators believe that schlieren 
photography gives the image best suited for flame velocity 
measurements. 

Shadow image.-Shadow photography (fig. 128(c)) has 
been used considerably in recording flame velocity data. 
The optical setup for a shadow system is simpler than that 
for a schlieren system. In the simplest form, a point source 
of light is placed on one side of the flame and the film is 
placed on the other side. Shadow photographs are also 
obtained by the parallel-beam method, in which case the 
camera is focused on a plane between the flame and the 
second mirror (real shadow image of the flame). 

Formerly, many investigators based their flame velocity 
measurements on the inside edge of the shadow cast by the 
cone, but it has since been demonstrated that the outside edge 
of the shadow should be used. In reference 14, calculations 
were made of refractions of parallel rays for a simple flame 
model in which the flame surface of the inner cone was con
sidered as a discontinuity between the cold unburned gas 
and the hot burned gas within the outer mantle. Constant 
refractive indices of l.0003 for the unburned gas and the 
external atmosphere and 1.00004 for the burned gas were 
assumed. The calculations showed that the flame deflected 
the rays in such a way that a caustic curve of high light 
intensity was formed. The distan·ce of the caustic (repre
sented by the sharp demarcation between black and white 
at the inner edge of the shadow in fig. 128(c) from the flame 
axis decreased with increasing distance of the shadowgraph 
object plane from the flame in a manner similar to that 
observed experimentally; whereas, the outer edge of the 
shadow corresponded closely to the position of the discon
tinuity in refractive index represented by the flame cone. 
Hence, flame velocities based on the inner edge of the shadow 
are erroneously high, but the error decreases as the distance 
between the flame and the shadow object plane decreases 
and approaches zero at zero distance. 
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Reference 14 states that the schlieren image of a flame is 
exactly coincident with the outer edge of the shadow cone 
obtained with parallel light; therefore, the two methods 
should give the same values for flame velocity. However, 
the outer edge of the shadow is not clearly defined, whereas 
the inner edge is very sharply defined. The desirability of 
using this sharply defined SUTface has led some investigators 
to take shadowgraphs at several distances from the flame and 
extrapolate back to zero distance (refs. 14 and 15), while 
others have computed correction factors for fixed positions 
(refs. 14 and 16). 

In summary, it may be said that the schlieren image repre
sents a surface near the start of the preheat zone, whereas 
the luminous zone represents a region in the reaction zone 
at temperatures just below the flame temperature. 

FLAME VELOCITY 

METHODS OF MEASURING 

Stationary fiame or burner.-The first attempt to mea UTe 
flame velocity was made by Bunsen (see ref. 17, p. 66), who 
determined the flow velocity through a burner at which the 
flame would just flash back, so that the flame velocity was 
equal to the flow velocity. This method is accurate only 
for a flat flame, which in tUTn is obtained only when the 
stream velocity is constant over the burner-mouth cross 
section. Flat-flame burners have been developed (refs. 18 
and 19) but can be used only for flame velocities less than 
15 or 20 centimeters per second. Therefore, these burners 
are of little interest for most flame velocity studies, although 
the flat flame is ideal for studying flame structUTe, and the 
method may be useful in defining lean flarninability limits. 

The majority of the burner methods employ the inner flame 
cone (fig. 128) obtained above vertical tubes or convergent 
nozzles, which give a more nearly conical inner cone and give 
the same results as cylindrical tubes when comparable meth
ods of measurement are used (refs. 4 and 10). Tubes em
ployed in such studies are of the order of 1 centimeter in 
diameter and are more than 40 diameters in length to ensure 
laminar flow. It is generally.found that the mean approach
stream velocity does not affect the results as long as the 
flow is laminar and that burner diameter has no effect until 
the quenching diameter is approached (e. g., refs. 8, p. 459, 
and 16 and 20; for contrary results, see ref. 21). 

The methods of measurement of bUTner flames are varia
tions or modifications of either the total-area method (ref. 22) 
or the angle method (ref. 23). In the former, an average 
flame velocity for the entire cone UF is obtained by dividing 
the volumetric flow rate of the unburned gas VII by the sur
face area of the cone SF: 

(1) 

where the space mean velocity of the approach flow in the 
tube U •. m and the flame velocity UF are in centimeters per 
second, Vf/ is in cubic centimeters per second, and SF and 
A M. are in square cen timeters. The area SF is usually 

computed by assuming the flame cone to be a right cone. 
In the early studies, SF was often computed from the height 
of the luminous cone be and the radius of either the burner 
tube or the actual flame base l'tube by the equation 

(2a) 

One simple method of computing SF avoids the necessity of 
choosing between the burner diameter and the actual flame 
diameter, which varies with both method of photography 
and approach-flow conditions (ref. 24): 

(2b) 

where 
AF area of projected image of flame measured by planim

eter, cm2 

length of curve that generates SF when rotated about 
tube axis (corre ponds to slant height of right cone), 
cm 

When the assumption of a right, conical shape becomes poor, 
graphical methods may be used (e. g., ref. 25). 

In the angle method, a local flame velocity is computed 
from the local approach velocity Uo and the angle a between 
the direction of the approach flow and the burning surface: 

(3) 

The approach velocity U o is usually computed for a given 
position along the flame by assuming that the approach
velocity distribution follows the Poiseuille equation (ref. 8, 
p . 248) 

(4) 

where r tube is the tube radius (cm), and r is the radial distance 
from the tube axis to the flame surface (cm). In some in
stances where convergent nozzles have been used, apparent 
flame velocities have been computed on the assumption that 
the approach velocity Uo was constant over the entire cone 
and equal to Uo,m (e. g., ref. 24). Such an assumption could 
result in significant errors, since local velocities over the 
central portion of a nozzle may be as much as 20 percent 
higher than U •. m because of the boundary-layer effect (ref. 
16). 

The chief advantage of burner methods is that the equip
ment is simple, flexible, relatively inexpensive, and easily 
adapted for measurements at varying temperat~res and pres
sures and with imposed flow disturbances (ref. 26). BUTner 
methods have also been adapted for convenient use with nor
mally liquid fuels (ref. 27). Furthermore, there are obvious 
advantages in having a readily observed stationary flame . 
One disadvantage of bUTner methods is that diffusional inter
change with the surrounding atmosphere alters the fuel
oxidant ratio, so that the flame velocity observed may not 
represent the measUTed fuel-air ratio , Diffusion may also 
lead to instability, evidenced by a fluted or polyhedral flame 
(refs. 28 and 29). This instability might be remedied in some 
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cases by using a split-flame (Smithells separator) burner, 
which allows the gases of the outer mantle to burn on an 
outer concentric tube (ref. 30); however, such a modifica
tion complicates the photography. Other problems result 
from the complex flame shape, which directly complicates 
lhe area method and indirectly affects the angle method. 

The main objections to the area method are as follows: 
(1) The flame velocity near the base of the cone is reduced 

by the quenching action of the burner rim, and the flame 
velocity in the region of the tip is increased by accelerated 
heat and active-particle transfer that results from the small 
radius of curvature. Hence, the average flame velocity 
may not be equal to the flame velocity for a plane flame. 

(2) Some small amount of gas may escape through the 
dead space (fig. 128(a» between the flame base and the 
burner rim, tending to make the measured UF too large. 

(3) The method makes the choice of the proper surface 
(inside visible, outside shadow, or schlieren) to be used for 
computation very important, particularly for small flames. 

The errors due to (1) are minimized if the method is re
stricted to gas mixtures and flow rates that yield nearly 
conical flame shapes and to burner tube diameters above ap
proximately 1 centimeter (refs. 10 and 20). The error due to 
(2) is probably small, as evidenced by the lack of a discernible 
separation between flame base and burner rim in most 
schlieren photographs. These errors may be reduced some
what but not eliminated by using only a frustum area from 
the middle portion of the cone (ref. 8, p. 464). The volumet
ric flow passing tlu'ough this portion of the flame is computed 
by assuming Poiseuille flow (eq. (4» up to the chosen flame 
surface. The flame velocity is therefore computed by 

(5) 

where ru and r, are the radii of the upper and lower bases of 
the frustum (cm), and 8 is the slant height of the frustum 
(cm). 

The frustum-area method still requires the choice of the 
proper surface in order to eliminate flow-line bending due to 
temperature rise. In addition, since only a part of the cone 
is considered, it may be even more important to consider 
the redistribution of unburned-gas flow due to the pressure 
field set up by the flame (refs. 8, p. 257, and 31 and 32). 
The volumetric flow computed by equation (4) does not 
correspond to the surface computed. Even disallowing the 
differences of (1) and (2), the result is different from that 
obtained if the total area is used. Further refinement may 
be made by using a rectangular burner in which the larger 
dimension is at least three times the smaller dimension, thus 
reducing the effect of flame curvature when the flame is 
viewed parallel to the larger dimension (ref. 33). 

In the angle method, the bendings of the flow lines due 
to (1) the temperature rise and (2) the pressure field are 
again the main problems, whether the more common cylin
drical tubes or rectangular tubes are used. The temperature
rise problem is again solved by choosing the proper surface 
COIT~sponding to a low temperature. The pressure-field 

problem might be solved by using the particle-track method. 
The latter method is a good solution, if the approach-flow 
conditions are measured far enough upstream to avoid 
pressure-field effects and are then properly related to a point 
on the flame surface. Inertia effects connected with the 
particles must also be taken into account. Investigators 
who have used the particle-track method apparentl:v did not 
take full advantage of its possibilities with respect to the 
pressure-field effects. Although reference 8 (pp. 254-257) 
presents photographs showing the bending of flow lines due 
to the pressure effect, dr and U~.m were probably not 
measured far enough upstream when flame velocities were 
computed from the equation 

where 

U U' dr 
F= m dl (6) 

U~ mean velocity for stream tube bounded by the two 
flow lines considered, computed for Poiseuille flow at 
plane where dr is measured, cm/sec 

dr distance between flow lines at a point far enough 
upstream to avoid distortion due to pressure, cm 

dl length of flame boundary between flow lines, cm 

In reference 4, the angle between the direction of the particle 
track ahead of the preheat zone and the surface of the lumi
nous zone was determined at the point where the track 
intersects the luminous zone, but measurements probably 
were not made far enough upstream to determine the clirec
tion of the particle track. 

A stationary flame method that is of interest by analogy 
to flames supported on a flameholder is the iLverted flame 
or V-flame method (ref. 8, p. 268 and refs. 34 to 36) . In 
this method, the flame burns above the end of an axially 
mounted wire in the form of an inverted cone or above a 
horizontal wire or rod over the tube port in the form of a 
two-dimensional V. An apparent flame velocity may be 
determined by measuring the flame angle near the flame
holder and relating it to a local velocity within the tube at 
that distance from the axis (r«3f. 35 used eqs. (3) and (4». 
The velocities obtained in such a manner are far from true 
flame velocities, because the flame thrust causes a strong 
outward deflection of the flow lines in the unconfined un
burned gas approaching the flame. Better values for flame 
velocity could be determined from inverted-cone or V -flames 
by the particle-track methods described previously. 

Gross (ref. 36) used the V-flame in connection with a 
stationary flame method that employs an entirely different 
approach. Flame pressures were measured by traverses 
of the flame front of a V-flame with a total-pressure tube 
connected to a micromanometer. Flame temperatures were 
measured with a platinum and platinum-10-percent
rhodium thermocouple. Flame velocities were then computed 
by combining the equation for conservation of momentum 
across a plane, steady-state combustion wave 

(7) 
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and the total pressure for incompressible, inviscid flow 

(8) 

to obtain the equation for flame velocity 

where P is the static pressure (dynes/cm2), PI is the total 
(stagnation) pressure (dynes/cm2), and p is the density 
(g/cm3). The disadvantages of the method arise from the 
effects of the total-pressure tube on the flow and the flame, 
the corrections that must be applied to total-pressure meas
urements at low velocities, and the difficulties in calibrating, 
operating, and maintaining an ultrasensitive pressure meter. 

Others (refs. 8 and 37) have computed flame velocities 
from equation (7) by assuming PF to be equal to the ambient 
pressure in the room. Vasilesco (ref. 37) points out, how
ever, that PF is in reality smaller than pam and that corrections 
must be added to the measured value of po-pam (the cor
rection may be several times the magnitude of the measured 
po-Pam)' Thus, agreement between values computed from 
equation (2a) and from equation (7) for pF=pam that were 
reported by von Elbe and Mentser for acetylene flames 
(ref. 8, p. 266) may be a fortuitous result of the choice of 
the method of equation (2a) for the calculation of flame 
velocities. 

All things considered, the total-area method with schlieren 
photography is the most easily executed and reproduced 
burner method and is probably as accurate as the more 
complicated methods. 

Transparent tube.-If a horizontal transparent tube 
having an inside diameter greater than the quenching di
ameter and a length of the order of 1 meter is filled with a 
homogeneous combustible gas mixture, which is then ignited 
(preferably by another small flame) at one end of the tube, 
a flame will travel through the tube. By placing suitable 
orifices at both ends of the tube to reduce reflected pressure 
waves, a uniform linear flame movement over a good portion 
of the tube and a flame of constant shape for that portion 
may be obtained (ref. 38). The linear velocity of uniform 
movement is determined either by timing the passage of the 
flame between two detectors such as photocells or ionization 
gaps or by photographing it with a rotating drum or movie 
camera. The flame velocity IS calculated by a total-area 
method from the equation 

(10) 

where 
U ltn linear velocity of uniform flame movement, cm/sec 
Ug velocity of unburned gas ahead of flame (determined 

by allowing gas pushed out of tube to blow a soap 
bubble, ref. 38), cm/sec 

The setup required for the tube method is simple and in
expensive, with the possible exception of the timing devices; 
the method requires very small quantities of fuel compared 
with burner methods. The method is inferior to the burner 

method for absolute flame velocities because of the greater 
difficulty in determining SF from the more complex flame 
shapes, which, partly because of the necessity of using direct 
photography, are rather arbitrarily defined. Wall effects 
are also unknown or difficult to ascertain. Since the measure
ments are made in a quiescent mixture in a transparent 
tube, the method is less readily adapted for measurements 
at pressures or temperatures other than room conditions 
than is the burner method. 

The tube method shares with the bomb and soap-bubble 
methods the advantage that the flame is not exposed to an 
external atmosphere, and as a result determinations may be 
made over a slightly wider range of compositions (ref. 39). 
It is believed that relative flame velocities or trends indicated 
by the method are as good as those obtained by other meth
ods when a consistent and reasonable means of determining 
SF is used by a single investigator (provided that wall 
effects, particularly chemical effects, may be neglected). 
To this end, a simplified equation for determining SF for 
the flames, which usually take the shape of semiellipsoids, 
was presented in reference 40: 

(11) 

where 1'elr is the radius of the circumscribed circle about the 
projected flame image (cm), and 1'in8 is the radius of the 
inscribed circle (cm). 

Soap- bubble or constant-pressure bomb.-In the soap
bubble method (refs. 41 to 43), a homogeneous combustible 
mixture is used to blow a soap bubble around a pair of 
spark electrodes. The mixture is spark-ignited, and the 
growth of both the sphere of flame and the soap bubble is 
recorded by a rotating drum or movie camera. The flame 
velocity is calculated from 

(12) 

where ro is the initial radius of the soap bubble (cm), and 
r/in is the final radius of the sphere of burned gas (cm) . 

The method is simple in principle and offers (ideally, at 
least) the desirable feature of a spherical flame shape. 
Since the final flame diameter is rather large (10 to 20 cm), 
the type of photography used to define the flame surface is 
less important than with burner or tube methods. On the 
other hand, the experimental difficulty in determining r/in 

is considerable because of afterburning and the possibili ty 
of nonspherical flame growth due to (1) gravity effects when 
slow-burning mixtures such as paraffin hydrocarbons and 
air are used or (2) nonisotropic propagation (wrinkled sur
face) when very fast-burning mixtures such as hydrocarbons 
and oxygen are used (ref. 43). The spark-ignition system 
should be investigated to aToid effects of spatial velocity 
(ref. 43). Water soap bubbles cannot be used where water 
has an appreciable effect on the flame velocity; in this case 
special glycerin solutions may be used for the bubble (refs. 
42 and 43). In either case, diffusion through the confining 
film and the effects of the components of the film on the 
burning process must be considered. A recent improvement 
of the m.ethod is the use of an inert atmosphere around the 
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bubble to eliminate afterburning (ref. 42). The method 
may be used at various pressures by placing the soap-bubble 
equipment within a large pressure-controlled chamber. 

Constant-volume bomb.-In the constant-volume bomb 
method (refs. 8, 44, and 45), the combustible mixture is 
ignited in the center of a rigid spherical vessel of the order 
of 30 centimeters in diameter. Photographs of the growing 
sphere of flame and one or more continuous pressure records 
are obtained simultaneously. As the flame progre'>ses, the 
expansion of the burned gas causes both the pressure and 
temperature of the unburned gas to increase because of 
adiabatic compression. The temperature increase causes 
the flame velocity to increase continuously from the center 
toward the walls. 

The flame velocity may be calculated by two methods. 
In the first, for any instantaneous flame diameter observed 
from the photographs, the volume occupied by the burned 
gas before combustion is calculated with the aid of the pres
sure record. The equation for Up derived from the differ
ential equation for adiabatic compression is (ref. 44) 

U =(I_rg-r~ dp ) drp 
p 3p'Y1'~ drp dt 

where 
rb bomb radius, cm 
rp flame radius at time t from photograph, cm 
p static pressure at time t, dynes/cm2 

(13) 

'Y ratio of specific heats in unburned gas at instantaneous 
condi tions T and P 

In this method, two differential quotients are required, and 
Up is obtained as a difference of quantities of comparable 
magnitude, so that errors in t.hese differential quotients and 
other data are magnified. A 10- to IS-percent scatter in 
data may result (ref. 8, p. 476). 

The second method uses only the pressure recoi'd, from 
which rp is calculated, and may be verified by the observed rp: 

1 

U = dro (1'0)2 (po):r 
p dt rp P (14) 

where 

(15) 

and 

(15a) 

where Po is the initial static pressure before ignition (dynes/ 
cm2), and Peq is the final equilibrium pressure after the gas 
has burned (dynes/cm2

). 

Lewis and von Elbe (ref. 8, p. 499) present an example of 
a 00-02-H20 flame for which the calculated rp is consistently 
about 1 percent higher than that observed. They state 
that even this small difference is partly due to the error in 
observed rp, which results from the use of direct photography 
to locate the flame front. 

The experimental advantages of the bomb method are that 
it allows good control over the initial temperature, pressure, 

TABLE X.-COMPARI ON OF MAXIMUM FLAME VELOCITIES DETERMINED BY VARIOUS METHODS 

[Propane-air at 25° C and 1 atm.l 

Method Type of photography Tube diam., d'"be, cm 

Burner: 
Total area (eq. (2b» __ ______ Schlieren _____________ ____________ 1.26 __ ____ ________ _ 

Angle, TIT'"be in const. veloc
ity range. 

Total area ________________ _ 
Total area __ ______________ _ 

Total area ________________ _ 
Frustum area including cone 

tip. 
Frustum area, rectangular 

burner. 
Frustum area ______________ _ 
Frustum area ______________ _ 
Total area (eq. (2b» _______ _ 
Angle, at 0.36 to 0.51 T '"be- __ 
Angle, at common point ____ _ 
Particle track _____________ _ 

Tube: 

Schlieren_ _ _ _ _ _ __ __ _____ __ _ _ _ ____ _ 1.358 ____ _________ _ 

Shadow, outer edge___ __ ___ _ _ _ _____ 1.57 ______________ _ 
Shadow, inner edge with extrapola- 1.27 (tube or nozzle) _ 

tion to flame axis. 
Shadow, inner edge_ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ 1.57 _____ ____ _____ _ 
Shadow, inner edge ___________________________________ _ 

Dircct, inner luminous edge __ __ _____ 0.65X2.55. ________ _ 

DirecL _ _ ______________________ __ 1.36 ___ ___________ _ 
DirecL _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ 0.94 ___________ ___ _ 
Direct, center of luminous zone_ _ _ _ _ 1.51. _________ ____ _ 
DirecL _ _ _ _______ ___ _ _ __ __ __ __ _ _ _ 1.36 ______________ _ 
Combination of direct and shadow ______________________ _ 
Stroboscopic direct ________________ 1.27 (nozzle) _______ _ 

Total area_ _ __ __ __ ___ __ ____ DirecL _ _ _ __ ___ _ _ _ __ __ ____ ____ ___ 2.5 _____ __________ _ 

Bomb: 

Equivalence 
ratio for 
U",maz, 

tpmQ% 

1. 06 
1. 08 

1.12 
1.03 

1. 12 
0.05) 

b1. 0 

1. 07 
1. 05 
1. 1 
1. 06 

--------
1.05 

1. 14 

Pressure record _____________ N?ne __ __ ________________________ }15-cm sphere ________ { 
Flame record__ __ _ _ __ ______ _ Dlrect ____ . _____________________ _ 

b1. 0 
b1. 0 

{ 

Max. flame 
velocity, 

UP ,maz, 
cm/sec 

43. 0 
40. 7 

• 43.2 

40.2 
• 45.5 

45.4 
46.7 

• 41. 2 

• 41. 5 
• 46.3 

38 
• 43.3 
• 48.5 
• 45.0 

• 39.0 

40. 6 
40. 4 

• Exact temperature not specified but assumed to bo ",,25° C. 
b These determinations for stoichiometric mixtures do not represent maximums, but are probably lower tban tbe maximums by no more than 2 cm/sec. 

Reference 

} 49 

118 

16 
4,15 

16 
47 

--------

119 
8 

16 
119 

--------
4,15 

38 

45 
45 
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and humidity of the unburned gas and it requires only small 
amounts of gases. Its disadvantages are that the apparatus 
is complex, the calculations are lengthy and depend on very 
rapid and accurate pressure measurements, and the flame 
veloci ty varies con tinuously during a run. T he spark-gap width 
and energy must be properly matched to obtain spherical 
flames (ref. 45). While the pressure-record method largely 
eliminates errors due to convection currents for slow-moving 
flames, there is still difficulty with nonisotropic propagation 
with very fast flames or in mixtures that show diffusion 
instability (tendency of flame front to break into cells be
cause of concentration gradients set up by preferential diffu
sion of the lighter components of the mixture). 

The bomb method, using only the pressure record, may 
prove to be the most accurate method for determining flame 
velocities; as such it could be used to establish absolute 
values of flame velocities, which could in turn be used to 
appraise the accuracy of simpler burner methods. 

Evaluation of methods.-8ince there are large differences 
in flame velocities reported by varIous investigators for the 
same fuel-oxidant mixture at the same conditions (table X), 
those who wish to compare data from various sources must 
use caution. For a given experimental method, particularly 
the various burner methods, measurements that are made 
from schlieren photographs are probably nearer the Lrue 
flame velocity than measurements based on direct or shadow 
photographs. Of the methods for measuring flame velocity, 
the constant-volume bomb method (using the pressure record 
only) may prove to b~ most precise ("'" 1 percent). In 
general, Bunsen burner methods are the simplest, cheapest, 
most versatile, and most productive. Of the various 
burner methods, the total-area method is probably the 
simplest, has a precision at least as good as the other methods, 
and has an accuracy comparable with most of them. The 
tube, soap-bubble, and bomb methods are particularly 
good under conditions where their disadvantages are unim
portant for very small quantities of.gases. Unless otherwise 
stated, a precision of ±5 percent is about the average to be 
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expected when a single method is used by a single investi
gator; this fact should be kept in mind when considering 
relative cbanges in flame velocities or comparisons for 
various fuels such as those given in the appendix. 
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EFFECTS OF CHEMICAL VARIABLES 

In the present survey, flame velocities are reported as 
relative values referred to some standard fuel-oxidant 
mixture or condition. This is done in the belief that in 
many cases one investigator using a given experimental 
technique may correctly determine the trend or relative 
change in fln.me velocity as one particular variable is 
changed, even though orne characteristic of his technique 
makes the absolute values questionable. Except when 
otherwise noted, a reference flame velocity of 100 is assigned 
the fuel-air mixture that has the composition for maximum 
flame velocity, an initial temperature of 25° C, and an 
initial pressure of 1 atmo phere. 

logarithmic scale were used for <p, it would be seen 
a linear relation between UF and log <P exists for <p<l: 

UF I U-=2.6 og <p+0.94 
F,maz 

that 

(16) 

An interesting variation of the preceding relation is the 
plot of the logarithm of the total bond dissociation energy 
of the fuel per unit volume of mixture against flame velocity 
illustrated by figure 132 (ref. 49). The correlations are 

C 4 0 

~ 
0 
<.) e 3 .., 
>-

.<:: 
Fuel 

o Ethene 
(; o Pentane 0 <5 <> Propyne 0 

f----~-I-- - -- :;:? ~- - - --p ~ f---
Stoichiometric for V r<> 
three hYdrocar~ V V 

...---. 
l---<>-l---VV~ L.--o 

~'- 2 ., ., 
~= 1.75 

y --<:7 

V 
I,...--

- r--
.8 

10 20 30 qJ 50 60 70 
flame velocity. /.f. c m /sec 

FIGURE 132.-Empirical correlation for equivalence-ratio data. 
Tube method (ref. -19). 

Fuel-oxidant ratio.-As the fuel-oxidant ratio is increased, 
flame velocity passes through a maximum at an equivalence 
ralio <p (fuel-oxidan t ratio divided by stoichiometric fucl
oxidant ratio) between l.0 and l.3, as shown by figures 129 
to 131 and the appendix. The curve of flame velocity 
against equivalence ratio is more or less symmetrical about 
thi maximum, for which the equivalence ratio will be 
called <Pmax . This <Pmax is somewhat a function of the method 
of measurement; the <Pmax determined by the tube method 
is usually larger than that determined by the burner method 
(e. g., see ref. 12, and compare data from refs. 46 and 47). 
The value of <Pmax tends to shift from slightly rich back toward 
stoichiometric as either the initial mixture temperature or 
the percentage of oxygen in the oxidant is increased (or linear for lean mixtures and the lines extrapolate to the lean 
diluent decreased) as shown by figures 130 (ref. 16) and 131 limit of flame propagation (zero flame velocity) in a I-inch 
(ref. 48). flame tube. The advantage in using the total bond dis-

The flame velocity near the lean flammability limit sociation energy rather than simple <P is that the maximum 
(<p:::::: 0.5 to 0.6) is of the order of X to % the maximum (refs. flame velocities of all three fuels may be estimated by 
18 and 39). Flame velocity determinations with hydro- extrapolating the linear portions of their curves to a common 
carbons are limited on the rich side because the :flame shapes value of the total bond dissociation energy, l.75 kilocalories 
become irregular or unusual with either open or confined per liter. However, both the slopes of the lines and the 
flames (e. g., refs. 29 and 39; flame instabilities are dis- energy for UF •max depend somewhat on the method of 
cussed further in ch. VI). measurement of UF ; the data presented were obtained by 

It may be noted from figure 129 that the fractional the tube method. 
change in flame velocity with equivalence ratio is the same A correlation was also observed between the equivalence 
for three fuels for equivalence ratios smaller than <Pmax. If a ratio for maximum flame velocity and the total bond dis-

TABLE XL- BOND DISSOCIATION ENERGIES FOR C, AND Ce HYDROCARBONS AT 
CO CE TRATION FOR MAXIMUM FLAME VELOCITY 

[Tube method, ref. 49.] 

Dissociation Dissociation 
Equivalence Deviation energy of energy of 

ratio for of<Pmo% hydrocarbon, mixture at Deviation 
Hydrocarbon Up,mu:, from kcal 'Pmo%, from 

fJma% ~ma% . a ll ' g-mole' kcal average, 
percent 

liter 
percent 

--" 
Butane ______________________ 1. 09 5.5 1250 1. 93 2.0 FIexane ______________________ 1. 16 .9 1791 2. 00 1.5 
2-Methylpropane _____________ 1. 11 3. 6 1257 1. 94 1.5 
2,2-Dimethylbutane _________ __ 1. 12 2.5 1821 1. 97 --------I-Butene ______ ___________ ____ 1. 17 1. 7 1133 1. 98 .5 
I-Hexene ____________________ 1. 16 .9 1680 2. 02 2.5 
Isobutene ____________________ 1. 14 .9 1147 1. 97 --------
2-Methyl-l-pentene. ____ ____ ___ 1. 19 3.4 1603 1. 99 1.0 
1-Butyne ____________________ 1. 17 1.7 1016 1.95 1.0 
I-Hexyne _____ ____ ___________ 1. 21 5.0 1564 1. 97 0 
4-Methylpentyne _____________ 1. 18 2. 5 1574 1.95 1.0 
Benzene _____________________ 1. 34 14. 2 1305 1.96 .5 

Average _______________ 1. 15 3. 29 -------- 1. 96 0.9 
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sociatioll energy of the fuel. Table XI (ref. 49) shows 
that, for the C4 and C6 hyru·ocarbons tested, the total bond 
dissociation energy per unit volume of the hydrocarbon-air 
mixture corresponding to the mixture giving the maximum 
flame velocity (tube method) is nearly constant, with an 
average deviation of only 0.9 percent from the average 
value. This deviation is less than }~ of that obtained by 
simply assuming that the maximum will occur at an average 
equivalence ratio of l.15. It may be noted that the average 
total bond dissociation energy of l.96 (kcalfliter) for 'Pmax is 
different from the l.75 that gave maximum flame velocities 
from the linear extrapolation in figure 132, because the data 
in that figure began to deviate from the straight line before 
'Pmax was reached . 

An avenue of experimental study that may clarify the 
reaction kinetics of flames is the determination of flame 
velocities for fuel-oxygen-nitrogen systems in which the 
concentrations are varied in such a way that constant 
flame temperatures are maintained. If the effective mean 
reaction-zone temperature is also constant and the reaction 
mechanism does not change with composition, the true 
effects of fuel and oxygen concentrations on flame velocity 
and hence on the over-all reaction rate might be expressed 
by 

where 
XI mole fraction of fuel in unburned gas 
X 02 mole fraction of oxygen in unburned gas 

(17) 

a,e empirical exponents expressing reaction order of fuel 
and oxygen, respectively 

The exponent a is determined by studying mixtures for 
which 'P~ 1, and the exponent e is determined when 'P::; 1. 
In the former case, X 02 is practically constant; whereas, in 
the latter case, XI is practically constant. 

In reference 50, flame velocities were determined at 
constant calculated adiabatic flame temperatures for hydro
gen-, carbon monoxide-, and methane-oxygen-nitrogen sys
tems. The empirical equation for H 2-02-N2 for X 02/XI 

between 0.8 and 8 at 2000° K is 

UF =7650XjX02+54 (18) 

This equation has the form of equation (17) except for the 
constant 54. An equation of a different form was reported 
for methane-oxygen-nitrogen for X 02/XI between 0.3 and 0.7 
at 2000° K: 

(19) 

No empirical equations were reported for H 2-02-N2 at 
2250° K or for CO-02- J2 at 2000° K. 

Zeldovich (ref. 51) reports experiments with lean CO-02-N2 

mixtures in which the carbon monoxide concentration was 
held constant and the 0 2-N2 ratio was varied so that the 
flame temperatures were essentially constant. The flame 
velocity, and hence the reaction rate, was found to vary by 
less than a factor of 1.5 when X 02 was varied from 0.20 to 
0.72. Similar experiments with lean mixtures show that 
flame velocity is proportional to the square root of the 
carbon monoxide concentration in the reaction zone. 

In summary, the flame velocity passes through a maximum 
UF,max at a fuel-oxidant ratio slightly richer than stoichio
metric. For lean hydrocarbon-air mixtures, flame velocity 
and equivalence ratio may be related by an equation such as 

UF I -U =2.6 og 'P+0.94 (16) 
F,max 

The logarithm of the total bond dissociation energy of the 
fuel per unit volume of mixture correlates both the flame 
velocities of lean mixtures of a given fuel with air and the 
equivalence ratios for maximum flame velocities of variom 
fuels. Studies of the effects of fuel and oxygen concentra-
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tion on flame velocity at constant flame temperature may 
be of importance in understanding flame reaction kinetics; to 
date, very little work has been done on this particular phase. 

Molecular structure of hydrocarbon.--In references 38, 
40, 46, and 52, a systematic. study was made of the effect 
of molecular structure on maximum flame velocity using the 
improved tube method (eq. (10» except for the higher
molecular-weight, normally liquid fuels, for which a schlieren 
image total-area (eq. (2b» burner method was used. Figure 
133 shows the effect of the number of carbon atoms in the 
straight chain for alkanes, alkenes, alkynes, alkadienes, and 
allenes. The effect of methyl substitution on alkane, alkene, 
alkyne, and alkadiene molecules having four carbon atoms 
in the straight chain is shown in figure 134. In general, 
increased chain length or methyl substitution decreases 
flame velocity, except for the alkanes, which are not ap
preciably affected by either. These two figures also em
phasize the effect of unsaturation: The flame velocity 
increases in the order alkanes < alkenes < alkadienes (for 
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tube method (ref. 40) . 

which isolated~conju'gated<cumulated double bonds)<al
kynes. 

The effects of cycloalkane ring size and of side-chain
substituent size in a given cycloalkane are shown in figure 
135, and the effects of alkyl substitution in a benzene ring 
are shown by data in the appendix. The fact that the 
three- and four-membered cycloalkanes have flame velocities 
greater than the corresponding alkanes, whereas the five
and six-membered rings have flame velocities near the cor
responding alkanes, is in keeping with the generaJ chemical 
behavior associated with ring compounds. Small, saturated 
rings generally exhibit some double-bond character, but 
large ones do not. Cyclopropane has a flame velocity 13 
percent higher than its isomer, propene; and spiropentane 
(two three-membered rings joined together by one C-C 
bond) has a flame velocity (see appendix) 13 percent higher 
than the fastest isomeric pentadiene flame; this indicates 
that three-membered rings are somewhat more effective 
than double bonds. The addition of alkyl groups to aro
matic rings shows no definite trend, sometimes reducing 
flame velocity, sometimes not affecting it. 

Some effects of type of oxygen linkage in oxygen-containing 
compGunds are also suggested, but not well established, 
by data in the appendix. It appears that flame velocity 
increases with the type of linkage in the order esters<ethers 
<alcohols<aldehydes and ketones < alkyl oxides. This 
suggested order is based primarily on data from reference 52, 
with the position of alcohols and esters suggested by the 
data of reference 47. Other measurements from reference 
47 are in conflict with the suggested order. The measure
ments were based on the inner edge of the shadow cast by 
the Bunsen cone, using only the upper part of the cone. In 
general, the agreement between relative values giver. by 
references 40 and 47 is good, as shown by figure 136. The 
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maximum flame velocities determined for fuels other than 
those of references 38, 40, 46, and 52 have been put on a 
relative basis and are included in the appendix. 

In reference 53, an empirical correlation is obtained in 
which the maximum flame velocity of a hydrocarbon burn
ing with air is calculated from the sum of the contributions 
of the various H-C bonds in the fuel molecule according to 

(20) 

where N A , N B , Ne, N D , N E , N F , No, and NH are the numbers 
of methane, primary, secondary, tertiary, alkene, alkyne, 
cyclohexyl, and aromatic C-H bQnds, respectively, per unit 
volume of hydrocarbon-air mixtures; and CA , CB , Ce, . . . 
are the flame velocity coefficients of these bonds. For the 
special cases of C-H bonds on carbon atoms placed alpha 
to (next to) the alkyne C=C bond, a factor equal to 0.96 was 
introduced into terms representing these alpha bonds. 
Flame velocity coefficients established from 34 hydrocarbons 
gave an average deviation in predicted flame velocity of 1.9 
percent. In the evaluation of these coefficients, ethene was 
excluded, since its coefficient deviated by more than 5 times 
the average. These coefficients, based on an experimental 
reference flame velocity of 100 for propane, are given in 
table XII. Since the coefficients are averaged for 34 hydro
carbons, the computed value for propane is 97.7 compared 
with the experimental reference velocity of 100. 

The general effects of molecular structure may be sum
marized as follows: Increased straight-chain length, chain 

TABLE XII.-EMPIRICAL COEFFICIENTS FOR CALCULAT
ING MAXIMUM FLAME VELOCITY FROM HYDROCARBON 
STRUCTURE (Ref. 53) 

Type C-H bond Coefficient,-
cm,' ~sec) (bond/cm3) 

Methane_ _ _ _ __ _ __ _ _ _ _ _ C .. =90X 10-19 

Primary __ _ _ _ __ _ ___ __ _ _ CB = 109 
Secondary _ _ __ __ _ ___ _ _ _ Cc= 122 
Tertiary __ _ _ _ _ _ _ _ _ _ _ _ __ C

D
= 116 

CyclohexyL _____ _______ Co =129 
Alkene_ __ _ _ _ _ __ ___ _ _ _ _ C

8
=207 

Aromatic _____ _________ C11 =216 
Alkyne_ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ C, = 574 

• Relative to propane. 

CD~ CD 
:I: :I: ,.., ,.., 
u u 

X X 

Flome 
velocity, 

C3 He+ C2H4 
UF, 

cm/sec 
0 Lean 24.4 
0 Lean 25.9 

" Rich 24.4 

" Rich 25.9 
c'3 He +H2 S 

0 Lean 20.1 
0 Rich 21.0 

.8~--~~~----~r_------r_------+_------~ 
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o .2 .4 .6 .8 
X H2S XC2H4 

Mole fraction ratio, X' or -X,-
H2S C2H4 

FIGURE 138.-Relation between XC3H8/X~3H8 and XH2B/X~2S and 

between XC3H8/X~3H8 and XC2H.tX~2H. for lean and rich bi~ary 
fuel mixtures at constant flame velocity levels (reprinted by 
permission from ref. 62). 

branching, side-chain substitution, or ring size of cycloal
kanes (except for cyclopropane-cyclobutane reversal) tends 
to decrease flame velocity; whereas unsaturation tends to 
increase flame velocity; all these effects become smaller as
the size of the molecule is increased. The flame velocities
of oxygen-containing compounds are believed to follow the 
order esters< ethers<alcohols <aldehydes and ketones< 
alkyl oxides. 

Additives, antiknocks, and fuel blending.--Reference 54 
reports the effects on flame velocity of small additions
«3 percent) of other fuels to rich mixtures of city gas and 
air. The compounds studied as additives (acetone, acetal
dehyde, benzaldehyde, diethyl ether, benzene, ' and carbon
disulfide) were chosen from those which displayed oxidation. 
phenomena in low-temperature oxidation and hence were 
expected to decrease the induction period and increase flame 
velocity. Despite apparent differences in oxidation proper-· 
ties, all compounds changed the flame velocity (luminous
cone total-area method, using skirted burner) in exactly 
the same way that dilution with excess fuel would change it, 
on the basis of oxygen requirement. There was no phenom
enon equivalent to the effect of aldehyde on reaction rate in:. 
the low-temperature oxidation of hydrocarbons. 

In propane-air-additive (isooctane, benzene, acetone~ 
methylethyl ketone, carbon monoxide, acetaldehyde, diethyl 
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ether, oxygen, hydrogen, and nitrogen) mixtures, however, 
reference 55 states that the small but distinct changes in 
flame velocity were not strictly additive. Additive con
~entrations amounting to 5 to 30 percent of the total fuel 
were used; in many cases, the flame velocity of the binary 
mixture was greater than that of either component. The 
reference also states that the change in theoretical flame 
temperature does not sufficiently explain the results, but 
that a nearly linear correlation with (6.5XH + X OH + X O )F 

was obtained. 

Studies with moist carbon monoxide (ref. 8, p. 463, and 
Tef. 17, p. 121) show that its flame velocity is raised appre
·ciably by the addition of small amounts of hydrogen or 
hydrogen-containing fuels (or water vapor, see later dis
cussion). For example, the replacement of 1.5 percent 
·of the carbon monoxide by hydrogen raised the flame 
velocity of a moist carbon mono).:ide-air flame by 40 percent 
-or a moist carbon monoxide-oxygen flame by 45 percent; in 
both cases, this increase was considerably greater than 
that expected by a simple mixing rule. Even fuels with 
flame velocities smaller than the moist carbon monoxide 
~aused a marked increase; for example, 1 percent of hexane 

increased the flame velocity 29.5 percent. On the other 
hand, carbon disulfide, which contains no hydrogen, had 
the opposite effect. 

It might be expected that common antiknock additives 
would especially decrease flame velocity, but such is not the 
case in constant-pressure combustion. Tetraethyl lead had 
no effect on the flame velocities (measured approximately 
by a ballistic impulse meter) of isooctane-air mixtures at 
temperatures up to 500 0 0, or on n-butane up to 3000 ° 
(ref. 56). Above 3000 0, the flame velocity of n-butane 
was markedly diminished by preflame oxidation, which in 
turn was suppressed by the addition of tetraethyllead. The 
conclusion was that the antiknock effect of tetraethyl lead 
must not be ascribed to a decreased flame velocity. How
ever, in an internal-combustion engine it is believed (ref. 57) 
that, toward the end of the piston travel when the pressure 
is rising rapidly, the inhibiting effect of tetraethyl lead is 
very great. The addition of 0.36 percent tetraethyl lead 
or 5 percent ethyl nitrate had no effect on the flame veloc
ities (cone height, burner method) of 20 fuels of various 
types at room temperature (ref. 58). Likewise, iron penta
carbonyl did not appreciably decrease the flame velocities 
of ether-carbon monoxide flames (ref. 17, p. 122). 
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When two fuels A and B are blended in various propor
tions, the maximum flame velocity of the blend is generally 
greater than that which would be computed from the 
maximum flame velocities of the individual fuels by a simple 
mixing rule: 

(21) 

where X A and X B are the mole fractions of A and B in the 
fuel blend. Reference 59 found that flame velociLies of 
various binary mixtures of any two of the fuels methane, 
ethene, acetylene, carbon monoxide, and hydrogen were 
greater than those obtained by Lhe simple mixing rule. As 
an example, figure 137 for hydrogen plus carbon monoxide 
is presented. In reference 60, a similar result was found 
for propane plus carbon monoxide; the maximum flame 
velocity occurred with a fuel mixture of 96 percent dry 
carbon monoxide and 4 percent propane (35 percent total 
fuel mixed with air) and was 63 percent greater than the 
value obtained from equation (21). 

For the correlation of flame velocities of mixed fuels, 
reference 61 presents an equation which IS simplified in 
reference 62 to the form 

(j=1,2,3, ... n) (22) 

where 
X I .J mole fraction of ph fuel in multifuel mixture with air 

that has flame velocity UF 

X~. J mole fraction of ph fuel in its binary mixture with air 
that has same flame velocity UF as multifuel mixture 

Thus, for a mixture of two fuels and air, a plot of (X"tlX;.l) 
against (XI •2/X;.2) should give a straight line with intercepts 
(1,0) and (0,1). Reference 62 presents studies of ternary 
mixtures of propane, air, and either ethene or hydrogen 
sulfide. Equation (22) was found to be valid for propane 
plus ethene but invalid for propane plus hydrogen sulfide, as 
shown by figure 138. According to reference 62, the data 
r epresented by figure 138 show that hydrogen sulfide is an 
effective flame velocity inhibitor; such a statement is mis
leading, since the addition of similar quantities of nitrogen 
to propane-air mixtures causes comparable decreases in 
flame velocity, as can be computed from the data of ref
erence 48. 

Water vapor: The pronounced promoting effect of water 
vapor on the flame velocity of carbon monoxide has been 
observed by many investigators. For 45 percent carbon 
monoxide in air, the flame velocity passes through a maxi
mum after approximately 5 volume percent water has been 
added, at which point the flame velocity is 2.1 times the 
value for 0.7 percent water (ref. 17, p. 121 , and ref. 63) . 
Heavy water (deuterium oxide) increases the flame velocity 
of carbon monoxide by a smaller amount than the same 
percentage of ordinary water (ref. 64). This effect is dis
cussed later in connection with studies of deuterated 
acetylene. 
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FIGURE 140.-EfIect of oxygen concentration on relative flame 
velocities of various fuel-oxygen-nitrogen systems at room tem
perature and atmospheric pressure. 

With hydrocarbons, water vapor has a slight inhibiting 
effect; for a butane-air mixture containing 2.8 volume per
cent water, the flame velocity is approximately 8 to 10 per
cent lower than that for a similar mixture containing 0.08 
percent water (ref. 65). 

Inert diluents : A decrease in the percentage of nitrogen 
in the primary air with which a fuel burns causes a marked 
increase in flame velocity for a given equivalence ratio. 
For example, the effect of increasing the molar ratio 
O2/(02+ 2), hereinafter called if;, is shown in figure 131, from 
reference 48. Reference 66 reports that, for flame velocities 
of propane-, ethene-, and isooctane-oxygen-nitrogen mix
tures measured by a schlieren total-area method, the maxi
mum flame velocity is a linear function of 1/1 for the ranges 
studied. These data are presented in figure 139. Addi
tional data on maximum flame velocities of fuel-oxygen
nitrogen systems are reported in references 8 (pp. 460-467) 
and 43 and are plotted in figure 140 as relative flame veloc
ity, referred to the value with air for which 1/1 =0.21, 
against 1/1. 

Figure 140 shows that the relative flame velocity of 
hydrocarbon-oxygen-nitrogen mixtures continues to increase 
markedly as if; is increased to 1.0, but that there is some 
tendency for the rat.e of increase to diminish in the region 
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if;= 0.5 to 1.0. The effect appears to decrease as chain 
length or unsaturation of the hydrocarbon increases. The 
effect of if; on UF is apparently much smaller for hydrogen 
or carbon monoxide flames. On the assumption that a 
linear relation between U F,rel and if; should be obtained for 
a limited range of if; in the vicinity of 0.21 , which is the 
r egion most likely to be of interest for air-breathing engines 
that might be subject to local oxygen enri chment or vitia
tion, empirical equations of the form 

(23) 

have been computed where possible. These are sum
marized in table XIII, in which are also included equations 
of the form 

(24) 

for propane-, ethene-, and isooctane-ox~'gen-nitrogen mIx
tures from reference 66. 

The effect of changing the diluent from nitrogen to an 
equal volume of another inert gas is of interest in that the 
variations in specific heats (and hence flame temperatures) , 
thermal conductivities, and diffusion coeffi cients of the dilu
ents allow somewhat more critical tests of the various 
approximate theoretical equations for flame velocity (table 
XIV). Table XV shows maximum flame velocities, relative 
to an arbitrary value of 100 with nitrogen as the inert gas, 

for several fuels burning with primary air in which the nitro
gen has been replaced by an equal volume of argon, helium, or 
carbon dioxide (refs. 8, 17, and 67 to 73) . In all cases the 
flame velocity increases as the diluent is changed from carbon 
dioxide to nitrogen to argon to helium. As the ratio O2/(02 + 
inert) increases, the effect of changing the diluent is smaller, 
because the common value of 100 for 0 2/(0 2+inert)=1 IS 

approached. 
EFFECTS OF PHYSICAL VARIABLES 

Pressure,-From the contradictory data reported in the 
literature, it appears that the accurate measurement of the 
pressure-dependence of flame velocity is very difficult and 
that at present all reported pressure effects must be ques
tioned. Some recent measurements (table XVI, from ref. 
74) indicate that the flame velocities of stoichiometric 
methane-, propane-, and ethene-air mixtures are independent 
of pressure, whether measured by the constant-volume bomb 
method or the slot-burner (luminous) method. Reference 
75 reports the flame velocities of ·acetylene burning with 
oxygen, oxygen and argon, and air (pressures> 10 mm Hg) 
to be independent of pressure. The flame velocities were 
measured by a luminous-cone angle method, and the burner 
diameter was increased in proportion to the pressure decrease. 
Reference 76 confirms that flame velocity is independent 
of pressure by using the soap-bubble method. It is believed 
(ref. 76) that earlier results obtained by a burner method, 
which showed a pressure effect, were probably less reliable. 

TABLE XIII.- VALUES OF EMPIRICAL EQUATIONS- FOR EFFECT OF !/t . 0 RELATIVE MAXIMUM FLAME VELOCITYb 

[Pre sure, 1 atm .] 

Range of 
Fuel T o, !/t, B :;r B' c :;f' Method and 

OK O2 .. reference· 
(0 2+ -;) 

Methane _______________ Room O. 21-0. 50 1290 0.135 - -- -- --- -------- - - - - --- - 1 
. 18- .50 1550 .144 - --- -- -- -- - -- --- -------- 2 
.21- .50 1520 .143 --- -- - - - - -- - ---- - ------ - 3 
.20- .50 1420 . 140 ----- - -- - --- - --- -- ------ 4 

Propane __ ______________ 311 0.17-0. 50 1420 O. 140 } l. 79 l. 16 0. 133 5 422 . 17- . 50 1195 .126 
Room .21- .42 1290 .135 -------- -------- -------- 4 

Isooctane _______________ 311 O. 21-0. 50 1172 O. 125 } O. 381 l. 40 O. 120 5 422 .21- . 50 1056 .115 

Ethene _________________ 311 O. 17-0.35 1085 0.118 } l. 23 l. 18 0.113 5 422 .17- .35 981 .108 
Room .21- . 50 1100 .12 ---- -- - - - - ----- - -- - -- - -- 3 

Acetylene _______________ Room 0. 11-0.24 770 O. 08 ---- --- - -------- -------- 4 

IIydrogen ___ ___________ Room O. 13-0. 25 620 O. 05 - ------- --- - - - -- --- -- - -- 1 

Ca.rbon monoxide ____ ____ Room O. 13-0. 25 600 O. 04 - -- --- - - --- - -- - - - - - ----- 1 

a U',r.,=B(I/I- ::f); U'J"l=B'T!(I/I-:X(.,). 
b Ur,,, , Is maximum flame velOCity (wIth respect to equivalence ratio) relative to arbitrary value of 100 for .y~O.21 and T=298' K . 
• Methods and references: 

1. Cone-heIght, total-area method of eq. (28); ref. 8, pp. 459-466. 
2. Lumlnous-cone, frustum-area method of eq. (5) ; ref. 8, p. 467. 
3. Soap-bubble method; ref. 39. 
4. Schlieren-image (line of maximum intensity obtained with horizontal knife edge) special angle method wIth nozzle burner; ref. 69. 
5. Schlieren-image (outer edge of image obtained with horizontal knife edge), total-area method of eq. (26) ; ref. 66. 
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TABLE XIV.- SUMM ARY OF BURNING-VELO CITY CORRELATIONS 

Com bustion system 

Correlations with diffusion thcor ies 

UF vs. active· particle concen
trations 

Reference Equation 

Correlations with thermal theories 

Reference E quations and prop- Reference 
erties 

R~::ft~o~~ mixture concen- C~;~,;N. plus H,O UF vs. PR, nonl inear __ ___ _____ 102 ___ ____ __________ ___ TanCord-Pease __ ______ 103, 107 
(

Tp-T , ) 
U p vs. T,,,-To 

115 

Series of compounds at 
maximum burnlng ve
locity 

1-------------1---------------- 1------------·1------------1------1-------------------C,Nr-O .... A plus H,O U) vs. POR, Hnear __ ___ ___ ___ __ 116 _________ ____ ____ ___ TanCord-Pease ______ _ _ 
orD,O 

lI6 

Hr-O ... N 1_ _ _ _ _ _ _ _ ___ __ __ _ __ _ _ _ _____ _ _ __ _ _ _ _ __ _ _ _ _ _ _ _ __ __ _ _ _ _ _ _ _____ _ _ _ _ _ _ _ _ _ _ _ Tanford-Pease _____ __ _ 103 
CH,-O ... N. _ _ _________ _____________ ________ _____ __ ____ __ ____ __ _________ ____ ___ TanCord-Pease _____ __ _ 103 

( 
Tp-T, ) 

U p vs. Tig-To 
C,H,- O ... N, __________ U p vs. 6.5 PH+PO+POB, non- 66,100, 39 (fig. 149l ____ TanCord-Pease ___ ____ _ 

linear 
100 49 

Manson ______________ _ 49 SemenoveQ. 49 

C,H.-O ... :-I, _______ ___ Up vs. 6.5 PH+PO+POH, non- 66 (fig. 148l __________ __ Tanford-Pease _____ __ _ 
linear 

Semenov cq. 49 

Up vs. ";6.5 Pa+po+poR, 66 __ ____ ________ _______ Manson __ ____________ _ 
nonlinear 

49 

C,H,-O ... :-I, Up vs. 6.5 Pa+Po+ PoH, non- 39 (fig. 149l _____ _______ Tanford-Pease ___ __ __ _ 
lincar 

39 Semenoveq. Unpuh. 

C.H, ... O .... :-I, U p vs. 6.5 PB+ PO+ POH, non- 39 (fig. 149l ___ ____ _____ TanCord-Pease ______ _ _ 
(pen lane) linear 

Unpub. Semenoveq . 39 

C,H, .-O ... :-<, (2,2,4-tr1- U p vs. 6.5 PH+PO+ POH. non- 66 _____ ______ ___ ____ ___ TanCord-Peasc ___ __ __ _ 
meth yl pentane) linear 

Semenoveq. 49 49 

I~~~~~I~--------I~~-------I--Up vs. ";6.5 P H+PO+POH, 66 __ _____ ___ ____ . ______ Manson __ ______ __ __ __ _ 
nonlinear 

49 

Paramns, oleflns, dlo- Up vs. PH ____ ____ ______ ____ __ _ 120,121,122 ___________ Tanford-Pessc ___ __ ___ III 111,120, 
letlns, acetylenes, 122 
and benzene In alr I------------I-----------II~---------I-----I-~--------I-~~--I 

Up vs. 6.5 PH+P O+PO H, non- 111,123 __ ___ __ ___ ______ Manson___ __ __ ___ _____ 49 Semenoveq. 112, 124 
linear 

Up vs. Tp 

Nonh ydrocarbons In Up vs. 6.5 PH+PO+POII _____ __ lll __ _____ __ __ ______________ ___ ______ _______ __ _ 
air 

Different Initial tempera- CH,- O ... N, ______ ____ _ Up vs. PH , IInear ___ _________ __ 16 (fig. 147) ____ ______ __ TanCord-Pease _______ _ 49 Semenov eq. 49 
tures 

Up VS. 6.5pn+po+poH, IInear_ 16____ ____ _______ ______ Manson _____ ______ ___ 49 

C.H,-O ... N, _______ ___ Up vs. PH, 11neaL ____ _________ 16 (fig. 147l __ _____ ___ __ I-T-a-nC-o-r-d--p-e-ssc....:.-.:..-.:..-..:.--- -:..:-..:.-I----49 __ 
I
-s-e-m-e-n-o-v-c...:Q-. ___ -1-__ 49 _ _ 1 

Manson___ __ ___ _____ __ 49 

C,H,Or-N. ___ ____ ___ __ Up vs. PH, Hnear _____ ____ ___ __ 16 (fig. 147l __________ __ Tanford-Pcssc ______ __ 49, 16 Semenoveq. 49 

Up vs. 6.5pH+PO+POH, linear_ 16___ _____ __ __ __ _______ Manson._ ____ __ __ ___ __ 49 

Addltlves ___ ___ _____ ________ C,H.-O,..N,plusvarl- Up vs. 6.5 PB+PO+POB, 55 _______ _______ _____ __ _____ __ __ ____________ __ _ 
ous compounds ' nearly llnear 

Pressure-dep end e nce of 
burnlng velocity 

Various hydrocarbons 
In air or oxygen 

__ ___ ____ ___ ____ __ ____ _____ __ __ _ _____ ______________ _____ TanCord-Pessc _ _______ 102 Semenov eQ. 
I---------------I--------I-------~----I--------

Oaydon-WolChard ___ __ 105, 125 

Manson __ _________ ___ _ 126 

Isotope substltution _____ ___ C,H, or C,D, ______ ___ ____ __ ___ ____________ _________________ __ __ ____ __________ Tanford-Pease ________ 6 I __ D_a_m_k_o_·b_le_r_e_Q_. _ _ __ 
1 
_ _ _ 6 _ __ 

1 
Change of diluent _______ ___ CO- O.-A or He __ ___ __ __ _______ __ ___________ ______ ____ Table XXL ___ __ __ ___ Ratio of ..[i5 calcu- ll3.127 Ratloof ~calculated 

lated 

Hr-O ... A or He ____ ____ _____ ____ __ ____ ______ _________ __ Table XXL ____ ______ Ratio of ";15 calcu-
lated 

CH,- Or-A or He _____ _ ___ _______ ________ ____ ______ ___ _ Tahle XXL ___ ___ ____ Tanford-Pease ____ ___ _ 

Ratio of ..[i5 calcu
lated 

C,H r- O.-A or H e. __ __ ___ ______ ______ ____ __ ______ ___ __ Table XXL ______ ____ Ratio of ";15 calcu-
lated 

CH,- O.-N, or A __ ___________________ ______ __ ______ ____ ____________ ___ ______ __ Tanford-Pessc ___ ____ _ 

119, 113, 
127 

67 

49 

113, 127 

67 

Ratio of 
lated 

.,;; calcu-

Ratio of .,;; calcu-
lated 

-.-.-.-.----- . -.--------

Ratio of .,;.- calcu
lated 

ll3, 127 

119, ll3, 
127 

49 

113, 127 

Butadlene-Or-N. or 
He ---------- --- ----- -------- ----- -- - - - -- - - -- - -- - --- - - - - --I--:-aa-:-o-r-:-:~-_e-_~-_-_--_~-:-::-:-:-::I---:-~--I-:-:-: :-:-:~-:-: -:~-:-: :-:-:-:~-:-:--_:--::1----1 

• lsooctane, benzene, acetone, methylethyl ketone, carbon monoxide, acetaldehyde, dlethyl ether, oxygen, hydrogen, and nitrogen. 
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TABLE XV.-MAXIMUM FLAME VELOCITIES 

[Relative to arbi t ra ry value of 100 for nitrogen with primary air in which ni trogen was replaced by indica ted inert gas.] 

F uel Reference Method O2 

0 2+ inert 

Methane_ __ __ _ ___ __ __ ___ _ _ 69__ __ __ __ __ __ _ __ _ _ Shadow to tal-area __________ _ 0.21 
17, p. 2 ___ ___ ______ Spa tial velocity in tube ____ _ _ . 21 
68_ _ __ _ __ _ _ _ _ _ _ _ _ _ _ Tube, area ________ _________ _ . 21 

67 for A, H e ________ Schlieren total-area ____ _____ _ 0. 21 
. 30 
. 40 

8, p. 465 for CO2- - -- Cone-heigh t total-area ___ ___ _ O. 60 
.80 

Propane___ _ _ __ _ _ _ _ _ _ __ _ __ _ 67 __ _ __ ___ _ __ _____ _ Schlieren t otal-area _________ _ O. 21 
. 32 
.42 
. 57 

Ethene___ __ _ ____ _ _ _ _ _ _ _ _ _ _ 70 _ _ _ __ _ _ _ _ _ _ _ _ _ _ _ _ Soap-bubble ____________ ___ _ 0. 21 

Butadiene __ __ _ _ __ __ _ _ _ _ _ _ _ 7L ____________ ____ ________ __________ ____ _____ _ 0. 21 

Acet ylene_ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ _ 70__ ____ __ __ __ __ __ _ Soap-bubble _______________ _ 0. 21 

73 __ __ _ _ _ __ _ _ __ _ __ _ Schlieren total-area ____ _____ _ 0. 11 
. 21 

0.21 
. 12 

H ydrogen _ _ ___ _ ___ __ _ _ _ __ _ 68__ _ _ __ _ _ __ __ __ __ _ Spa tial velocity in tube __ ___ _ 
72 ___________ ______ Cone-height total-area ___ __ _ _ 

8, p. 460 ___ _____ __ _ Cone-height total-area ____ __ _ 0. 21 
.30 
.50 
.80 

0.21 
.40 
.60 
.80 

Carbon monoxide con tain- 8, p. 462 ___ _______ . Cone-height total-area ___ ___ _ 
ing 1.5 percent H2, 1.35 
percent H20. 

• 0 nitrogen value was given; these are based on relative value for argon [rom ref. 69. 
b Same value was also given for neon: resul ts seem questionable In view of ref. 72. 
o No nitrogen value was given for th is Inert concentration ; relative values are based on Interpolated nitrogen value [rom ref. 8, p. 460. 

U" re l with inert gas 

Argon Helium 

231 327 
270 320 

• 231 • 321 

185 300 
155 260 
140 200 

115 150 
105 115 

180 280 
140 235 
120 160 
110 150 

151 217 

- ------ - 332 

146 225 

190 340 
145 215 

135 b 135 
0115 0275 

- - - ----- - -- - ----
- - - - - --- ----- -- -
---- - - - - - - - --- --

- - - - - --- -- - - - -- -

--- - - --- - - - -- -- -
- - - ----- - - - - - - - -

- - - - - - -- ----- - --

--- -- - -- - - - - ----

CO2 

24 
26 

54 
76 

26 

50 
68 
85 
96 

52 
70 
86 
94 

TABLE XVI.-FLAME-VELOCITY MEASUREMENTS OF STOICHIOMETRIC HYDROCARBON-AIR MIXTURES 
[Constant-volume bomb and rectangular-burner, inner-luminous-edge, frustum-area methods; ref. 74.] 

Flame velocity, em/sec 

Fuel Pressure, Bomb method 
mmHg Burner 

method 
Pre sure Flame record 

record 

Methane _________ ___ ____ 253 - --- - - -- - - - - --- - 38. 1 
380 ---- - - -- - ------- 37. 8 
532 36.0 36.3 - --- - -- -
760 36.6 36.4 37.0 

Propane ______ ______ ____ _ 253 - --- - - -- - - - --- -- 39.9 
523 40. 2 40.5 - - - - - - --

760 40. 6 40.4 41. 2 

Ethene _____ ___ ______ ___ _ 38 62. 5 63. 0 -- - - - - --
76 62.7 62. 9 - - - -- ---

152 63. 0 63.5 - - - - - - --
380 62.8 63.3 - - - - - - - -

760 63. 1 63.0 --- - - - --

1140 62.3 62. 5 - - - - - - --
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On the other hand, reference 77 reports that, even though 
the bmner diameters were varied, there was a pressme effect 
such that the flame velocities of propane-air and ethene-air 
mixtures were invers(jly proportional to the logarithm of 
pressme in the range Ya to 1 atmosphere. The propane-air 
curves of reference 77 are reproduced in figme 141 and, for 
various tube diameters, approach a common upper envelope. 

Many other investigators also report pressme effects. In 
general, the majority find flame velocity to be inversely 
proportional to pressme raised to a power between 0.1 and 
0.5 . The pressme-dependences indicated by some of the 
more recent studies (refs. 19 and 74 to 81) are summarized 
in table XVII. However, until the effect of apparatus on 
the measurement of the pressme-dependence of flame veloc
ity is more clearly resolved, it is assumed that flame velocity 
is independent of pressure in the range of interest for jet
engine combustion chambers. 

FIGURE 14l.-Variation of normal flame speed with pressure for 
propane-air Bunsen flames. Fuel-air ratio, 0.067 (ref. 77). 

Temperature.-The initial temperature of the unbmned 
gas mixtme has an appreciable effect on flame velocity. As 
an example, data for propane-air obtained by a shadowgraph 
total-area method are presented in figure 130. The relative 
effects of initial temperatme on the maximum flame velocity 

TABLE XVII.-EFFECT OF PRESSURE ON FLAME VELOCITY 

System 

Methane-air ______________ 

Propane-air _______________ 

Butane-air ________________ 

n-Heptane-air _____________ 

Isooctane-air ______________ 

Ethene-air ________________ 

Acetylene-air _____________ 

Acetylene-02 ___ ___ __ ____ __ 

Benzene-air _____ ________ __ 

• Metbods and references: 

Equivalence 
ratio, 'fJ 

1. 00 _______________ 
1.00 _______________ 

1.00 or Cf'maz- ________ 

1.46 __ ____ _____ ____ 
.60- .65 ___________ 

1.00 _______________ 
1.00 _______________ 
1. 00 __________ ____ _ 

.56 _______________ 

ct'max---------------

Cf'ma7-------- -------

1. 00 _____ ______ ____ 

1.00 ________________ 

1.00 _________ ______ 
l. 00 _______________ 
l.08- l.24 ___________ 
1.4 ________________ 

.46 _______________ 

Cf'maz---------------0.33 __ __ ___________ 

Cf'moz--- ----- -------

l.00 _______________ 

1. Oonstant·volume bomb, pressure record or flame record; rpf. 74. 

{ 

Pressure 
range, atm 

O. 7 -1. 0 
33- 1. 0 
25-l. 0 

1. 0 - 6. 3 
25- 6. 3 
26- 66 

O. 7 -1. 0 
33- 1. 0 

---- ------
26- 66 

1-5 

O. 25-1. 0 

O. 53-0. 99 

O. 53- 0. 92 

O. 33- 1. 0 
05-1. 5 
30- 80 
35- 1. 0 
26- 66 

O. 01-1. 0 
26- 66 

O. 01-1. 0 

O. 40-0. 92 

Approximate Method 
pressure- and ref-

dependence erenc~ a 

None 1 
None 2 
p-O .24 3 
p-O.45 3 
p-O.5 3 
p-O .49 4 

None 1 
None 2 
log p 5 
p -O.30 4 
None 6 

pO .17 3 

p-O.36 7 

p-O.39 7 

log P 5 
None 1 
None 8 
p-O.;l9 9 
p-O.31 4 

None 10 
p-O.47 4 

None 10 

p-O.31 7 

2. Rectangular burner, luminous cone, frustum·area; ref. 74. 
3. Burner, inner edge of luminous zone, total area; no effect of tube diameter from 1 to 2 cm; ref. 78. 
4. Flat·fIame burner, luminous zone, total area; ref. 19. 
5. Burner, luminous cone, angle; ref. 77. 
6. Spatial velocity in tube (drum camera); ref. 79. 
7. Ref. SO .. 
8. Soap·bubble; ref. 76. 
9. Burner; ref. 81. 

10. Burner, luminous cone, angle; reC. 75. 
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FIGURE 142.-Variation of relative maximum flame velocity referred 
to maximum flame velocity at 250 C with initial mixture tem
perature (ref. 16). 

of methane-, propane-, and ethene-air flames are shown in 
figure 142. References 16, 37, 52, 54, 66, 73, and 82 to 88 
present extensive studies of the temperature effect. A 
summary of these effects is given in table XVIII. The 
only references that are purposely omitted from table XVIII 
are those covering too small a temperature range to be 
significant, investigating nonhydrocarbon fuels not likely to 
be of interest, or containing results that are questionable or 
contradictory to the more extensive studies . Where pos
sible, an empirical equation of the form 

(25) 

is given. The relative flame velocities computed from these 
equations are referred to an arbitrary value of 100 at 25 0 O. 
The flame velocity is a function of To raised to a power be
tween 1.4 and 2.1; the exponent varies with the temperature 
range covered and with the fuel. Since propane is a fairly 
representative paraffin hydrocarbon, most blends containing 
a preponderance of paraffin hydrocarbons would be reason
ably well represented by the equation 

(26) 

for the temperature range 200 0 to 615 0 K. For the smaller 
temperature range 290 0 to 420 0 K (or 5200 to 760 0 R), it 
might be assumed that Up ex: T~· 4. Alternatively, the per
centage change of maximum flame velocity could be deter
mined from the propane curve (fig. 142). 

A method of empirical prediction for ethellE', as well as 
methane and propane, and hence useful for both paraffinic 
and olefinic fuels, is demonstrated in reference 16. A very 
good linear correlation between computed adiabatic equilib
rium hydrogen atom concentration PH and flame velocity 
exists for each of the three fuels. These correlations indicate 
that, for any similar fuel, if maximum flame velocities are 

known for any two initial temperatures, the maximum 
flame velocity at any other temperature can be computed. 
The equations for temperatures from 200 0 to 615 0 K for 
methane, propane, and ethene, respectively, are 

Up •re ,=2.91 X 105 PH-50 

Up •re ,=2.89X105 PH-75 

(27) 

(28) 

(29) 

Electric fields.-Laminar flame velocity does not seem to be 
affected by electric fields. In reference 89, longitudinal direct
and alternating-current fields were applied to propane
air flames. The potential was applied between the 
burner rim and a spherical electrode placed in the burned 
gas near the flame. The direct-current field (4000 v) caused 
a 5-percent decrease in the surface area of the luminous cone. 
The simple periodic disturbances of the flame surface caused 
by the alternating-current field (0 to 6000 v at 400 cps) had 
no detectable effect on the total surface area. The surface 
area, and hence the flame velocity, was independent of the 
amplitude and phase of the disturbance. 

Reference 90 presents measured velocities of burner 
flames of butane and air in transverse electric fields (elec
trodes on either side of the flame; 0 to 15,000-v potential). 
The flame cone was deflected toward the negative electrode. 
Local flame velocities were computed from the particle-track 
method of equation (6); the flame velocity increased on the 
side of the cone near the positive electrode and decreased on 
the negative side by as much as 50 percent of the original 
value. The average flame velocity (total-area method) was 
probably not changed appreciably. The observed varia
tions in local flame velocity were in the direction to be ex
pected if positive ions played an active role in flame propa
gation. 

Acoustical and mechanical disturbances.-The effect of 
sound on propane-air burner flames was also studied in refer
ence 89. No change in flame surface area, and hence no 
change in flame velocity, was observed. Reference 91 like
wise. reports no effe.ct of sound (12.7 kc and know!). intensity) 
on the. surface area of propane-air flames. In reference 25, 
however, flame velocity was increased by 7 or 8 percent, and 
sound of medium intensity was most effective. 

Reference 92 reports investigation of vibrating flames of 
methane, city gas, propane, or ethene that traveled through 
transparent tubes of various lengths and diameters against 
gas velocities slightly smaller than the flame velocities. With 
carefully selected compositions and flow rates, flames were 
obtained that, after traveling partway down the tube, be
came saucer-shaped so that they were flat over the major por
tion of the cross section. Oonsideration of (1) the circulation 
of unburned gas ahead of the flame indicated by the curling 
and uncurling of the flame edges toward the unburned gas, 
(2) the lack of vibration at the point where coupling of an 
oscillatory heat source and a vibrating gas column should 
have been optimum, and (3) photographic evidence that 
waves in the unburned gas receded from the flame front at an 
essentially constant rate, led to the conclusion that variations 
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in flame velocity were small. 
Reference 26 states that disadvantages in the methods used 

in generating electrical and acoustical disturbances in refer
ence 89 were (1) no allowance for a measurement of the initial 
amplitude of the flow disturbance introduced into the flame, 
and (2) complication of acoustical disturbances by resonance 
effects. A mechanical disturbance, which could be applied 

locally to the flame and the amplitude of which could be 
measured accurately, was obtained with a wire that touched 
the flame and vibrated perpendicular to the flame front sur
face. The resulting distortion of the flame surface was simi
lar to that obtained with the alternating-current field or the 
sound. The surface area of the periodically disturbed flames, 
and hence the flame velocity, was unaffected. 

TABLE XVIlI.-EFFECT OF INITIAL MIXTURE TEMPERATURE ON LAMINAR FLAME VELOCITY 

[Empirical equations for flame velocity relative to arbitrary value of 100 at 25° C; pressure, 1 atm. Calculations can only be made when B, .f, 
and c are given.] 

Fuel Oxidant To range, oK 

B 
________________ ---------------------- -------1--------
~ethane __ ________________ ____ Air _________________________ _ 

Oxygen _____________________ _ 

Ethane ________________________ Oxygen _____ _____ ______ _____ _ 

Propane____ _ _ _ _ _ ___ _ _ _ _ _ _ _ ___ _ Air d _ __ _______ _____________ _ _ 
Air _________________________ _ 

Oxygen ____ __________ _______ _ 

Isooctane_____ _ _ __ __ __ _ _ _ _ __ _ _ _ Air d ______ _______________ ___ _ 

Decane _______ ____ _____________ Air _________________________ _ 

1-Decene _____ ________ ________ _ Air _________________________ _ 

Benzene ____ ___________ ___ _____ Air ___ _____ ____________ _____ _ 

Toluene ____ ___ ___ _____________ Air ___ _______ _________ ___ ___ _ 

Ethene ________________________ Air _______ __ __ ____ __________ _ 
Air d ____ _______ _ _______ _____ _ 

Air _________________________ _ 

Acetylene_ _ _ _ _ _ __ __ __ __ _ _ __ _ _ _ Air ___ ______________________ _ 

IIydroge~ ___ __________________ Air _______ _____ _______ ______ _ 

Carbon monoxide__ ___ _ _ _ _ _ _ _ _ _ _ Air (dry) __________ __________ _ 

Air (moist) ____ ______________ _ 

Natural gas __ ___ _ _ _ _ _ _ _ _ _ _ _____ Air ___ ______________________ _ 

City gas _______________________ Air ___ ___________ _________ __ _ 

Coke-oven gas_ _ __ _ _ _ _ _ _ _ __ __ __ Air _________________________ _ 

• Methods and references: 
J. Luminous-cone-height total ·area by eq. (2a); ref. 83. 
2. Luminous-cone-heJght total-area by eq. (2a); ref. 84. 
3. Inner or outer edge of cone shadow, total-area by eq. (2b); ref. 16. 

293- 703 
293- 973 
141- 615 

273- 1273 

273- 773 

322- 411 
307- 615 
200-617 
307- 867 

273- 773 

311-422 

367-411 

367-411 

311- 395 

318-422 

293- 773 
322- 411 

307- 615 
200-617 

417- 590 

293- 700 

293-733 
291-873 
293- 723 

293- 823 

332--756 

293- 973 
293- 773 

283- 673 

4. LumInous-cone-helght total-area by eq. (2a); ref. 86. 
5. Outer edge of schlieren cone !horIzontal knife edge advanced downward), total-area by eq. (2b); ref. 66. 
6. Inner or outer edge of cone shadow, total-area by eq. (2b); ref. 85. 
7. Outer edge of schlleren cone (horizontal knife edge advanced downward), total-area by eq. (2b); ref. 87. 
8. Luminous-cone angle at 0.5 r.; ref. 52. 
9. Schlleren; ref. 73. 

)0. Luminous-cone total-area; ref. 88. 
11. Luminous-cone total-area; ref. 37. 
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1. 70 
2.00 
2. 11 

b "" 1. 70 

b 2. 00 

1. 38 
1. 72 
2. 00 

--------

b 2. 00 

1. 40 

1. 67 

1. 90 

1. 78 

1. 43 

2. 00 
1. 47 

1. 565 
1. 74 

f 1. 80 

2. 00 

2.00 
1. 75 
2.00 

2.00 

2. 00 

- -------

• 1. 74 

1. 64 

Method 
and 

refer
ence' 
----

1 
2 
3 

4 

4 

5 
6 
3 
7 

4 

5 

8 

8 

8 

8 

2 
5 

6 
3 

9 

2 

1 
10 

2 

2 

9 

2 
11 

12 

12. Luminous-cone-height total-area by eq. (2b); ref. 37. 
b These constants based on authors' bellef that Sachssc had not corrected his flame velocities for expansion due to preheating. All Sachssc's curves are ror lean ruel-oxygen mixtures. 
d Same relation successfully used empirically for O,j(O,+N.) =0.25 to 0.50; ref. 54 . 
• Deliberately equated to zero to simplify expression for engine application. 
r Range of data too limited and/or data scatter too great to rely on results . 
• Preheated only air. 
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THEORIES OF LAMINAR FLAME PROPAGATION 

The phenomenon of laminar flame propagation can be de
scribed by the use of the basic equations of fluid dynamics, 
modified to account for the liberation and conduction of heat 
and for changes in chemical species within the reaction zone. 
(An excellent review of the theoretical concepts of laminar 
flame propagation as of 1951 is given by ref. 8, pp. 337-351; 
see also ref. 9.) The formulation of the problem requires 
equations of continuity for each chemical component, of 
state, and of conservation of energy, momentum, and total 
mass. In order to solve these equations for a unique flame 
velocity (eigenvalue), the following simplifying assumptions 
are made: 

(1) The flame is one-dimensional. 
(2) The flame is steady with respect to time. 
(3) V ~locity gradients may be neglected; hence, viscosity 

terms in the momentum and energy equations may be 
ignored. 

(4) Pressure is essentially constant across the flame front, 
so that the equation for conservation of momentum may 
be ignored. 

(5) The effect of gravity is negligible. 
(6) The loss of energy by radiation is negligible. 
In order to solve the mass and energy equations, boundary 

conditions must be selected. The hot boundary for the 
flame reaction zone is assumed to be the condition of ther
modynamic equilibrium at the adiabatic fleme temperature 
T TF at x=-x"'. The selection of a cold boundary with 
respect to the chemical reaction involved in these equations 
requires some justification, because the reaction rate never 
falls to zero if it follows an Arrhenius ' type relation 

w ~ exp( :ret) (30) 

However, some reasonable approximation for a cold
boundary condition must be found. The choice of this 
cold-boundary condition is intimately related to the ques
tion of whether or not a unique flame velocity exists in an 
essentially adiabatic system. 

Consider a tube of infinite extent, adiabatically isolated 
from the surroundings and without heat-absorbing walls, 
filled with combustible mixture as follows: 

Unburned gas Burned gas 

Sketch (k) 

A flat flame is shown moving into the unburned gas. Since 
the pipe is of infinite length, the unburned gas far from the 
flame will be changing in composition and temperature 
because of the finite (albeit extremely slow) rate of exo-

thermic reaction, even at To. Only if the increase in tem
perature and change in composition exactly compensate 
with respect to flame velocity effects would a constant flame 
velocity be possible. Zeldovich (ref. 51) has shown, anel 
it may be seen by comparison of he effect of initial tempera
ture with the effect of dilution on flame velocity (see previous 
data ections), that such compensaLion does not occur for 
carbon monoxide flames. This suggests thaL in an infinite, 
adiabatic system a unique flame velocity does not exist. 
However, the reactions at To are very slow, and there is, 
therefore, a very long period of flame travel before a meas
urable change in flame velocit.y would occur. If the equa
tions for flame propagation including a time-rlependenre 
were set up and solved for short periods of time, the ignition 
temperature as a boundary condition should not be required. 
If a steady state is assumed, as is usually done, an ignition 
temperature is required in the infinite system. 

Suppose, however, that there is a mixing chamber a short 
distance from the flame, as follows: 

Fuel 

I 

Mixing 
chamber 

t 
Air 

I 

T 
~ 

Unburned 
gas 

Sketch (I) 

Burned 
gas 

The problem of slow reaction at an infinite time is thus 
eliminated, but the presence of the mixing chamber in the 
neighborhood of (even several meters from) the flame means 
that a small but finite transfer of heat to the mixing cham
ber and a small but finite back-diffusion of products must 
occur. Hirschfelder (ref. 93), whose comprehensive equa
tions are presented hereinafter, has indicated that the tem
perature drop to the mixing cham.ber need only be 10-6 OK 
but that the heat transfer is required to describe a steady
state flame with a unique flame velocity. This kind of 
cold-boundary condition closely approximates the conditions 
under which experimental observations are made, and ac
counts, at least in part, for the apparent existence of a 
steady-state flame when theoretically such a flame does not 
exist. 

When the temperature profile for a laminar flame (fig. 
127) was discussed, it was pointed out t)1at there is a tem
perature Ta at which the chemical reaction becomes appre
ciable to the extent that a mass element of gas changes from 
a heat sink to a heat source. As will be shown in the fol
lowing sections, most of the simplified equations -for flame 
velocity are obtained by assuming the temperature Ta to be 
the cold boundary for the reaction zone. With this assump
tion, the energy equation can be integrated for the preheat 
zone (To to Ta) and the reaction zone (Ta to TF ) and solved 
for flame velocity by equating the two integrals at the Ta 
boundary, where dT/dx must be the same for both zones. 
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COMPREHENSIVE EQUATIONS 

The following equations are formulated in reference 94 to 
describe the steady-state, one-dimensional flame: 
Continuity equations : 

For each component: 

.i [~(U+Ua.i)J =1; (i=1,2,3, ... j) 
dx .of 

(31) 

For the total : 

(32) 

Energy equation: 

(33) 

Equation of state: 

(34) 

where Ii is the rate of production by chemical reaction of ilh 

species (g-mole/ (cm3) (sec» . 
It is assumed that the cold boundary is terminated by a 

flameho.1der that has two properties: It prevents back
diffusion of product molecules into the gases outside the 
cold boundary of the flame front, and it extracts an amount 
of heat q 0 from the flame: 

(35) 

Since equations (31) to (34) are formulated in terms of 
individual chemical species, it is necessary to identify each 
chemical species occurring during the combustion reaction 
and to know the enthalpy, molecular weight, and other 
properties of the species. It is also necessary to know the 
specific rates of chemical production for a sufficient number 
of species so that the rest may be calculated from the chem
ical equations relating the various species. In order to de
termine these chemical kinetic factors, the scheme of reac
tion occurring in the flame and the rate constants for each 
independent step in the scheme must be established. But 
this information is completely lacking for hydroca:rbon-air 
flames; indeed, few homogeneous, low-temperature chemical 
reactions have been incontrovertibly established. The com
prehensive equations of Hirschfelder and Curtiss have been 
solved by approximate methods for only a few of the simplest 
flames- for example, the azomethane (ref. 94) and ethylene 
oxide (ref. 7) decomposition flames and the ozone flame (ref. 
93). 

Although the comprehensive theory of laminar flames is 
necessary for an understanding of flame propagation, it is 
currently impossible to use it to predict flame velocities of 
hydrocarbons or the effects of changes in experimental 
variables without making further simplifying assumptions. 
It is desirable to develop simpler equations for these pur-

poses, even if some of the theoretical exactness is lost . Some 
of the approximate equations, which usually emphasize 
only one process of the total mechanism such as the heat
conduction process or the active-particle diffusion process, 
have proven quite satisfactory for the prediction of flame 
velocity. 

APPROXIMATE EQUATIONS 

Thermal mechanism.-Both the early flame velocity 
equations of Mallard and LeChatelier, Nusselt, Jouguet and 
Crussard, Daniell, and Damkohler and the equations more 
recently reported by Bechert, Bartholome and Emmons, 
Han, and Strong are based on thermal concepts (ref. 9). 
The original, frequently quoted Mallard-LeChatelier equa
tion was obtained simply by equating the sensible heat gain 
in the preheat zone to the heat conducted from the reaction 
zone at the T3 boundary: 

Cl,(PoUF)(T3-To)=K (~D3. 
where it was assumed that 

hence, 

(36) 

(37) 

(38) 

where cp is the mean specific heat from To to T3 (cal/(g) 
(OK». Assumption (37) regards the T,x curve as linear in 
the reaction zone with a slope equal to that at X3 as de
termined by approaching X3 through the preheat zone. It 
involves the chemical reaction rate only indirectly through 
the reaction-zone thickness (Xp -X3). All authors since 
Mallard and LeChatelier have included some consideration 
of the reaction rate. The early equations included an 
ignition temperature; however, it is not easy to determine 
the proper ignition temperature to use in such equations 
(see previous discussion of T3 and fig. 127). 

Zeldovich and Frank-Kamenetsky have derived an eqlla
tion for flame velocity for which the beginning basic eq ua
tions were quite comprehensive. In its final simplified and 
approximate form, it includes diffusion of molecules but not 
free radicals and atoms. As a result, it emphasizes the 
thermal mechanism. Semenov (ref. 95) has presented the 
derivation of this equation in detail. Because this equation, 
hereinafter called the Semenov equation, has been widely 
used in the correlation of experimental flame velocities of 
hydrocarbons, its derivation is discussed briefly. 

In the Semenov derivation, an ignition temperature is used 
only as a mathematical device for approximate computation. 
Semenov assumes that this ignition temperature, above 
which nearly all the reaction occurs, is near the flame 
temperature, because the chemical reaction rate is an 
exponential function of the temperature according to equa
tion (30). By approximations, the ignition temperature is 
entirely eliminated from the final equation, thus making 
the equation more useful than the previous ones. The 
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following assumptions, in addition to that regarding ignition 
temperature and those stated heretofore for the compre
hensive theory, are used: 

(1) Diffusion is important only as it affects energy balance. 
(2) Flame velocity may be described in terms of an over-all 

chemical reaction; equations are set up in terms of zero
order, first-order (monomolecular), or second-order (bimolec
ular) reactions. 

(3) Specific heat Cp and thermal conductivity K are 
con tanto 

(4) Thermal diffusivity K/Cpp is equal to molecular dif
fusivity D. 

(5) Total number of molecules is constant. 

The basic equations, which may be compared with the 
corre ponding exact equations (32) to (34), are as follows: 
Continuity equation: 

d201 ' d U71 
Dp=- (Q--G _o_+w=O 

dx2 dx 
(32a) 

1"6" - 1"(1, _ '6:1 
- rl,oPo p 

Energy equation: 

(33a) 

Equation of state: 

(34 a) 

The energy equation consists of three terms, the first 
repre enting the heat gained by a mass element through 
conduction from a hotter element downstream, the second 
the loss of heat through mass transfer, and the third the 
heat evolved by the chemical reaction. In the preheat zone 
Xo to X3, it is assumed that no chemical reaction occurs; and 
in the reaction zone X3 to Xp, it is assumed that the net 
energy loss due to mass transfer may be neglected in com
parison with the chemical-reaction and heat-conduction 
terms. With these assumptions, the equation is solved for 
Up by integrating over the preheat and reaction zones 
separately and establishing the condition of continuity by 
equating dT/dx at X=X3 for the two zones. The result is 

(39) 

In order to evaluate the reaction-rate integral in equation 
(39), an Arrhenius type temperature relation is assumed. 
It is generally assumed that the over-all reaction is bimolec
ular and second-order with respect to fuel and oxygen. 
Following the Semenov derivation, the rate integral is 
evaluated as follows: 

where <?J'"eff and <?J'02,eff are the effective mean concentrations 
of fuel and oxygen in the reaction zone (moleeules/em3) . 

Semenov states that the approximation for the exponential 
term obtained from equations (40a) and (40b) is satisfactory 
for RTp/Eacl~ O.l. 

Approximate solutions must be obtained for the effective 
concentration terms. The relation between concentration 
and temperature is first established for a zero-order reaction 
as follows: A new variable, 8=cp(T-To)/Qre, is introduced 
into the energy equation to give 

(41) 

which is formally identical with the continuity equation 
(32a), because, by assumption (4), K/cp=Dp. It· can be 
shown that the boundary conditions of these equations 
coincide at Xo and Xp. If <?J"=8 for the entire interval, a 
relation between concentration and temperature is obtained: 

(42) 

Equation (42) means that the sum of chemical and thermal 
energies is constant throughout the flame (a condition that 
holds only where assumption (4) is valid). Following the 
approximation technique used by Semenov, this relation is 
modified for 'rJ'"eff and <?J'o2,eff for the bimolecular reaction 
as follows: 
For rich mixtures, 'P> 1 : 

(43) 

For lean mixtures, 'P< 1 : 

(44) 

where 

(45) 

and 

(46) 

where (~'O/'rfo2.0)31 is the stoichiometric fuel-oxygen ratio. 
Corrections may now be applied to some of the assu -np

tions as follows: Assumption (3) is corrected by the use of a 
mean value of K/C p for the preheat zone, and it is assu-:ned 
that physical properties in the reaction zone may be repre
sented by their values at Tp • For the bimolecular reaction, 
assumptions (4) and (5) are corrected by inserting the factors 
(K/cppD)} and m 2

, respectively, under the square root sign in 
equation (39) (m is the ratio of moles of reactants to moles 
of products in the stoichiometric reaction). These correc
tion factors and equations (34a), (40b), (43) or (44), and 
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(45) are substituted into the flame velocity equation (39). 
After collecting terms, the resulting equation for rich mixtures 
IS: 

For lean mi..xture, the term (l-(l-/3) / rp] is replaced by 
(l-rp(l-f3)), and for stoichiometric mixture it becomes 
simply /3. 

All the factors in equation (47) except f!JJ and E a" can be 
estimated by extrapolation of thermodynamic tables (refs. 
96 and 97) and by use of the following equations: 

C7J = ~C7J. ;Xt (48) 
i 

D= 1.336 I!: (50) 
p 

Z=(dC01.l+dcoI.02) .... /87r R T(Mr+Mo2) l5l) 
2 V s# M rM o2 

where c~ is the molar heat capacity (cal/(g-mole) (OK)). 
The values of J.I. for combustion-product mixtures were 
determined by the additive volume rule analogous to equa
tion (47) and were within 1 percent of values calculated by 
the method of reference 98. 

For lack of better knowledge, low-temperature activation 
energies reported in the literature for the appropriate hydro
carbon oxidation may be substituted for Eact . For example, 
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FIGURE 143.-Comparison of measured and calculated burning 
velocities for ethene-air mixtures at different initial temperatures 
(data of ref. 16 and calculations of ref. 49). 

the following activation energies (kcal/g-molr) wrre used 
for burning-velocity predictions in rrfen'n('e 49 and 16: 
methane, 51 (ref. 99); propane, 38 (ref. 17); and ethene, 40 
(ref. 100). In reference 49, the steric faetor .YJ wa calcu
lated from each experimental flame velocity. Th(' e value 
of fY were then averaged to give . .:JJ for the group of data 
under consideration. The ratio of predicted to experimen tal 
flame velocity was calculated as ({!IJ/{!IJ) 1/ 2 for ca('h point. 

Figures 143 and 144 illustrate the agreement between 
experimental flame velocities and the relative values obtained 
by multiplying the experimental values b~- (.YJ/# ) 1/2. The 
relative predictions are sa tisfactory for thr e three- to 
sevenfold increases in flame velocity that result from changes 
in initial temperature or O2/ T2 ratio. The ac('uracies of 
these and other predictions for methanc, propane, and 
et.hene are indicated in table XIX by the averag percen t 
deviation of (.!I'/.?fJ) 1/ 2 from unity for each of Lhe datIL ranges 
studied. 

Equation (47) may be further simplified for particular 
purposes by making additional assumptions. For example, 
in order to predict the effect of initial mixture temperature 
on flame velocity, the non-temperature-dependent terms may 
be eliminated to give (ref. 16) 

(.52) 

Here it is assumed that the physical properties of the 
combustion-zone mixture have essentially the same tempera
ture-dependences as the same properties have fOl· air; these 
temperature-dependences for air are estimated (ref. 101) as 
follows: KrxTo.84; c7J rx TO.09; %.orxprx T-l; and D rx J.l./ prxT1.67. The 
temperature-dependence of Z has been neglected; Semenov 
actually did not consider Z, and it does not greatly affect the 
results of equation (52). Relative flame velocities (ref. 49) 
predicted by equation (52) are almost as good as those 
obtained with the more tedious procedure of equation (47). 

Thus, the emenov equation, which is based primarily on 
a thermal mechanism but is more comprehensive than earlier 
thermal theory equations, gives satisfactory relative pre
dictions for flame velocities as either the initial temperature 
or the ratio O2/ 2 is varied over a wide range or equivalence 
ratio is varied over a narrower range (table XIX). 

Diffusional mechanism.-Several approximate equations 
for burning velocity have been derived in which the diffusion 
of atoms and free radicals has been considered of major im
portance. These equations are based to some degree on 
speculation, but they do follow from considerations of flame 
structure and the possible influence of a small concentration 
of reaction-chain initiators on the rate of the chemical re
action and subsequently on the process of flame propagation. 

The reasoning for a diffusional mechanism begins with the 
assumption that potential oxidation chain carriers such as 
hydrogen and oxygen atoms and hydroxyhadicals ar(' present 
in 'the flame front (zone of maximum temperature) in the 
thermodynamic equilibrium concentration for tbe flame 
temperature (ref. 102). Because some of these particles, 
especially hydrogen atoms, diffuse rapidly, it is further 
assumed that the concentration of chain ca.rriers in the colder 
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TABLE XIX.-PERCENT AVERAGE DEVIATION IN RATIO OF PREDICTED TO MEASURED FLAME VELOCITY 

Average deviation, percent· 
------------------

O2 Initial tem- Burning- Tanford-Pea e Manson equa-
Hydrocarbon Equivalence ratio, tp 02 + N2' perature, velocity Semenov equation tion 

mole OK range, equation 
fraction cm/sec (bimo- -

lecular) 
kID 

Ead . w 
Using Using using 9 from To 

data kg k,; 
--------------------------------- -------- ---- --------

Methane _____ Stoichiometric ± 0.20 ___ _____ __ 0. 21 307 25- 36 7.4 5.7 7.0 23.6 1.8 

Max. burning velocity ___ ______ . 21 200-615 19-133 2.7 7. 8 .8 10.3 10. 1 

Propane _____ Stoichiometric ± 0.20 __ ________ 0. 21 302 25- 40 4.0 0. 6 - - -- 15. 1 1.2 

Max. burning velocity _________ 0. 21 200-615 23- 141 2. 1 6. 1 - - -- 10.0 13. 0 

. 17- .50 422 33- 305 12.4 5.2 - - -- 12. 7 13.0 

Ethene __ ___ _ Stoichiometric ± 0.20 ___ _______ 0.2l 298 58- 65 5. 0 3. 7 3.3 10. 1 1.8 

Max. burning velocity ______ ___ 0.21 200- 615 35-196 1. 8 5.8 1.8 12. 0 13. 8 

.17- .35 422 69-287 3.0 4.6 - - -- 6. 8 5.3 

• Average deviation from unity of (:;fJ~) 1/2 where ~1s remainlng "constant" unknown Quantity in flame-velocity equation. For example, for the Semenov equation, ~s sterle 

± I (9j9)H_1 I 
ractor fJ? and percent average deviation is calculated by 1 X rno, where n is number or data points. n . 

unburned gas ahead of the flame front is increased by diffu
sion to a value far greater than the thermodynamic equilibri
um concentration for that region (e. g., table XX, from ref. 
103) . A concentration profile similar to that shown in figure 
145 is obtained. Even in the cold gas these active particles 
react rapidly, because chemical reactions involving atoms 
and free radicals generally have low energies of activation; 
that is, the reaction rate is not very dependent on the 
temperature. Therefore, these active particles could serve 
as initiators of the oxidation reaction. Since the concentra
tion of active particles reaching the unburned gas by dif
fusion must be related to the maximum concentration in the 
flame front, the conclusion is that flame velocity should be 
related to the equilibrium concentrations at the adiabatic 
flame temperature. 

It is difficult to measure the concentration of hydrogen 
atoms in a flame zone, but hydroxyl radicals [OR] may be 
observed spectroscopically. By use of this method, it was 
found in reference 104 that the relative concentration of 
hydroxyl radicals remained high in the unburned gas ahead 
of the visible flame zone (fig. 146). Reference 105 shows 

TABLE XX.- HYDROGEN ATOM CONCENTRATION IN 
COMBUSTION ZONE OF MOIST CARBON MONOXIDE

OXYGEN FLAMES (Ref. 103) 

H atom, mole fraction 
x, Local ----------------
cm mixture 

temperature, Local equi- Diffusion 
OK librium (eq . (54)) 

------ ------ - --------------

0 2930 2.4 X 10- 3 2.40 X 10- 3 

.002 2630 8.5 X lO- 4 2.37X 10- 3 

.004 2330 2.3 X lO- 4 2.34 X 10- 3 

.006 2030 4.0 X 10- 5 2.32 X 10-3 

.008 1740 4.4 X 10- 8 2.29 X 10- 3 

.010 1460 2.2 X 10- 7 2.26 X 10- 3 

that the width of the reaction zone for several hydrocarbon
air and -oxygen flames as determined from the temperature 
profiles of the flames is roughly equal to the limit of diffusion 
of hydrogen atoms from the flame front into the unburned 
gas. Measurements and calculations such as those of table 
XX substantiate the assumption that the concentrations of 
active particles that diffuse ahead of the flame may be large 
enough to be important. 
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From sLudie of the slow oxidation of hydrocarbons (ref. 
8, pp. 94- 202), it seems probable that the chemical reaction 
in the flame follows a chain mechanism. As previously 
stated, the activation energies of reactions between fuel 
molecules and chain carriers are low (usually 10 kcal or 
less, ref. 106). Hence, the assumption that the introduc
tion of 8r few chain carriers into relatively cool gas could 
initiate the flame reaction may also be valid. The diffusion 
model of flame propagation thus qualitatively follows known 
features of the structure of the flame and the oxidation reac
tion . Tanford and Pease (refs . 103, 107, and 108) have 
derived an approximate equation for flame velocity based 
on the diffusion model. In addition to the assumptions 
listed for the comprehensive theory, the following simpli
fications and assumptions were made: 

(1) Chain branching does not occur. 

(2) The rate-controlling step (or steps) in the chemical 
chain reaction is the reaction of an active particle, such as 
the hydrogen atom, with a fuel molecule; for example, 

H+CHc~products (53) 

(3) The number of active particles is calculated from the 
linear continuity equation 

D (d
2(C; )+U (d~) . J.=O ; dx2 F dx T. (54) 

where I; is the rate of production of the active species regard
less of the reaction order of process (molecules/( cm3)(sec». 

(4) The rate of formation of combustion products per 
unit area of flame surface can be written as the integral of a 
sum of a n umber of terms, one for each active particle: 

d (prod uct.) 
dt I X", (~ k; d (tift) 'If,,dx 

70 i dx 
(55) 

where k; is the specific rate constant for reaction between 
the i tb active species. 

(5) Through each unit area of flame surface, the unburned 
gas is converted at the flame velocity to products of complete 
combustion , so that another expression for product forma
tion is: 

d (product) (£I X U 
d t ""t. • 11 F 

(56) 

where ~ .• is the total number of molecules per cubic centi
meter at initial conditions, and Xp is the mole fraction of 
potential combustion product in unburned gas. 

(6) The fuel concentration, combustion-zone tempera
ture, and diffusion coefficient are expressed as constant mean 
values, ("~.m, T m, and Dm, respectively. The ratio T miT. is 
called 8 m, and Tm is arbitrarily assigned the value 0.7 TF • 

Complete details of the derivation are given in reference 
108. The continuity equation (54) is solved for ~, which 
is then differentiated to give o~rox. By equating the two 
simplified expressions for product format.ion under (4) and 
(5), substituting for o~/Ox, and making the indicated 

integration, there is obtained the square-root law for flame 
velocity: 

where 
XI.. mole fraction of fu el in unburned gas 
8m 0.7 TFIT. 

(57) 

X i .F calculated mole fraction of i tb active species at eqUl
librium flame temperature Tp 

D i •m diffusion coefficient for ith species into unburned gas at. 
mean combustion-zone temperature, cm2/sec 

B ; dimensionless factor (near unity) that allows for radical 
recombination 

Tanford and Pease have substituted D i •• for D c.m/8;", thus 
assuming that the diffusion coefficient is proportional to the 
square of absolute temperature. 

For predicting relative flame velocities of hydrocarbons, 
eq uation (57) has been modified (ref. 49) as follows: The 
active particles are considered to be H , OH, and O. It is 
asswned that Di varies with the 1.67 power of absolute 
temperature and that Bo=BoH= 1. It is further assumed 
that the specific rate constants k i of equation (55) can be 
replaced by a weighted mean specific rate constant k", 
representing all three active particleE', so that 

where the recombination factor BH is calculated by (ref. 108) 

1+ 24,000 (DH •• 8;;67) 05 X +3700 X ] 
U~8~ . 0 .0 H.F 

(59) 

The required flame temperature and active-particle concen
trations are calculated, assuming adiabatic therma.l equi
librium, by the method of reference 109. Diffusion coeffi
cients are computed by the Stefan-Maxwell equation (ref. 
110) to be 1.78 for H, 0.28 for OH, and 0.4 for 0 at 2980 K. 
The quantities ~.m' X I •o, X 02 •0 , and Xp are calculated from 
a knowledge of the over-all oxidation process and the initial 
fuel and oxygen concentrations. 

With these modifications and substitutions, equation (57) 
has been used in two ways with comparable success. In the 
first case, k", was treated as a semiempirical constant inde
pendent of temperature; it was calculated for each flame 
velocity from equation (57). The average k", for the group 
of data under consideration was called k"" and the ratio of 
predicted to measured flame velocity was calculated as 
(Tc",lk",)~~. The mean deviation of this factor from unity is 
given in table XIX. In the second method, the Arrhenius 
rate expression 

(60) 

was substituted. The two unknowns ~ and E aet .", in this 
expression were calculated simultaneously from the flame 
velocity data in which the initial temperature was varied. 
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The resulting EacL ,,,, was used for the prediction of bmning 
velocities for the same hydrocarbon under other experi
mental conditions. For each set of experimental data a 
new ~ was calculated (table XIX). 

Fairly satisfactory predictions of maximum bmning 
velocity for hydrocarbon-air mixtmes in which the molecular 
structure (chain length, branching, satmation, etc.) of the 
hydrocarbon is varied may be made by either the Tanford
Pease equation (first method, k", independent of temperatme, 
ref. 111 ) using an average empirical rate constant for all 
compounds except acetylene and ethene, or by a simplified 
form of the Semenov equation using an average steric factor 
and a constant activation energy of 40 kilocalories per 
gram-mole for all compounds except acetylene and ethene 
(ref. 112). Examples of these predictions are shown in the 
following table; 

Burning velocity, em/sec 

Hydrocarbon in air Calculated Calculated 
by by 

Mea ured Tanford- Semenov 
Pease eq . eq. (ref. 
(ref. 111) 112) 

Methane __ ________________ 33. 8 33. 9 40. 2 
Propane ____ ______________ 39. 0 37. 7 39. 0 H exane ___ ___ _______ ______ 38. 5 37. 3 37.2 
2-Methylbutane _____ _______ 36. 6 37. 1 38. 8 
2,3-Dimethylbutane __ ______ 36. 3 37. 0 39.1 
2,2,3-Trimethylbutane ______ 35. 9 36. 6 37. 0 Propene ___________________ 43. 8 45. 3 48. 9 
I-Hexene __________________ 42. 1 41. 7 42. 0 
2-Ethyl-l-butene ___ ________ 39. 3 40. 7 41. 7 Propyne ____ ______________ 69. 9 61. 3 64. 9 
I-Hexyne ___ ______________ 48.5 48. 6 46.0 
Cyclohexane ___ ____________ 38. 7 37. 4 38. 3 
Benzene __ __ . _____________ 40. 7 40. 4 44. 5 

Miscellaneous approximate equations,- Other equations 
for burning velocity that are either based on a diffusional 
mechanism or include a diffusion concentration have been 
derived by Van Tiggelen, Gaydon and Wolfhard, and Man
son. Details of these derivations and references to the 
original papers are given in reference 9. The final buming 
velocity equations are as follows; 

Van Tiggelen: 

(61) 

where M is the molecular weight of active particles, and T m 

is the mean temperature of the reaction zone. 

Gaydon-W olfhard: 

(62) 

Manson: 

(63) 

where p is the press me (dyne/cm2), and X H IS the mole 
fraction of hydrogen atoms in burned gas. 

The Manson equation is derived from an a,erodynamic 

model of the combustion process (eq. (7)) and does not 
include chemical kinetics. The flame chemistry enters only 
through pXH , which has been substituted for the flame 
pressure drop. It is interesting to compare flame velocities 
predicted by this equation with the emenov and Tanford
Pease predictions. In reference 49, equation (63) was used 
to predict flame velocities in two ways: (1) An empirical 
proportionality factor kH was evaluated for each set of ex
perimental data (table XIX), 01' (2) the effects of all types 
of active particles were considercd by substituting 

(64) 

for XH in equation (63). In this case, again an average 
proportionality constant designated as ley, was used for each 
set of experimental data (see table XIX). 

Table XIX and the other work reported in reference 49 
show that burning-velocity predictions from either form 
of the Manson equation are not as consistent as those from 
the Semenov or the Tanford-Pease equations. The average 
deviation of the predicted velocities from measmed values 
is about the same for the Semenov equation and for the 
Tanford-Pease equation (method (2)) using an empirical 
activation energy. 

N either the Tanford-Pease equation nor the Semenov 
equation gives as good predictions of bmning velocity when 
the empirical factor determined with one variable is used 
to predict the effects of other variables. When the empirical 
factor calculated for ethene flames from equivalence-ratio 
data was used in the Semen(lv equation to predict fl ame 
velocities over the ranges of initial temperatme and oxygen 
concentration covered experimentally, the predicted veloc
ities differed from the measured velocities by an average of 
14 percent. The maximum deviation was 24 percent. 
Similarly, an average rate constant k", calculated from the 
ethene-air data over a range of concentrations used with 
the Tanford-Pease equation gave bmning-velocity predic
tions for ethene-air mixtures at various initial temperatm es 
that deviated from the measmed burning velocities by 
-9 to 13 percent with an average deviation of 6 percent. 
Predicted flame velocities for various oxygen concentrations 
with the same k", differed from experimental values by 8 to 
22 percent with an average deviation of 12 percent. 

In conclusion, if sufficient burning-velocity data are 
available to evaluate the necessary empirical constants, 
fairly good predictions of bmning velocity can be made by 
semi theoretical methods for hydrocarbon-o-xygen-nitrogen 
systems in which the following are varied : (1) molecular 
structme of hydrocarbon, (2) equivalence ratio, (3) initial 
mLxtme temperature, or (4) the oxygen concentration in 
the oxygen-nitrogen part of the mixtme. 

Evaluation of thermal and diffusional mechanisms,
Correlations of measured burning velocities with values 
predicted by approximate theoretical equations or with 
parameters from these equations have been presented from 
time to time as evidence that either a thermal or a diffusional 
mechanism of flame propagation is operative. For example, 
approxima.te equations based on a thermal mechanism gener
ally indicate a relation between flame velocity and thermal 
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conductivity, whereas those based on a diffusional mecha
nism generally indicate a relation between flame velocity 
and equilibrium concentrations and diffusion coefficients of 
the active particles. Many such. correlations are reported 
in the literature. These include studies of the following 
variables: (1) mixture composition (or equivalence ratio), 
(2) molecular structure of the fuel, (3) initial mixture 
temperature, (4) pressure, (5) fuel additives, (6) isotope 
substitution of deuterium for hydrogen in the fuel, and (7) 
change of inert diluent. The correlations based on diffu
sional mechanisms are summarized in table XIV; references 
to the original papers in which these correlations were given 
and to figures showing representative examples (figs. 147 to 
149) are also given. 

The generality of the correlations between flame velocity 
and active-particle concentrations indicates a need for a 
critical study of the physical significance of the diffusion 
concept. Judgment or understanding of the physical 
significance is difficult for several reasons: 

(1) Equations for heat conduction are mathematically 
similar to those for diffusion, so that burning-velocity 
equations based on either a thermal or a diffusion mech
anism of flame propagation are similar in form. 

(2) The calculated equilibrium concentrations of active 
particles depend strongly on the temperature of the flame. 
Moreover, these calculated concentrations may not represent 
the concentrations that exist in the flame. 

(3) All the equations that may be used to test the experi
mental data are based on broad simplifying assumptions, 
and the validity of many of these assumptions varies for 
different combustion systems. 

(4) The chemical kinetic factors that occur in the equations 
have not been independently determined (and probably will 
not be determined for many years). 

(5) Thermal and transport properties of mixtures at high 
temperatures and diffusion coefficients for atoms and free 
radicals used in the equations are questionable. 

(6) The precision of burning-velocity measurement is 
usually 2 to 5 percent, while the accuracy is probably much 
less. 
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Many detailed studies of various combustible systems have 
been published (table XIV), and experiments have been 
designed with the purpose of distinguishing between the two 
mechanisms. Two such experiments are studies of the 
effects on burning velocity of the change in diluent from 
argon to helium (e. g., ref. 113) and of substitution of a 
deuterated hydrocarbon for a hydrogenated one (ref. 114). 
In the former case the flame temperature remains essentially 
constant, while diffusion coefficients and thermal conductiv
ities change. In the latter case the major change is in the 
mosL important type of chain carrier, which is usually the 
hydrogen atom but which, on the substitution of a deuterated 
compound, becomes the deuterium atom. Critical examina
tion of all such experiments shows that diffusion effects do 
not give unique explanations of the experimental data; only 
two experimental investigations appear to favor one mecha
nism over the other. Both indicate that diffusion may be 
more important than heat conduction: 

(1) Non-hydrogen-containing combustible systems to 
which water or hydrogen is added show increased burning 
velocities, while hydrogen-containing systems are not greatly 
affected. The increased burning velocity is explicable on 
the basis of free-radical diffusion. For one of the two non
hydrogen-containing systems studied (00-02), the burning
velocity effect on addition of water (refs. 64 and 115) is 
also explicable on a conduction-mechanism basis (ref. 115). 
The other system (02 J2-02-A, ref. 116) is not so easily 
explained on a thermal basis. 

(2) Ohanges in burning velocity caused by interchanging 
argon and helium as diluents are closer to the predictions 
of diffusion theories than those of thermal theories, as 
shown by table XXI (ref. 113). In this table, the ratio of 
flame velocity of a mixture containing helium to that of a 
mixture containing an equal volume of argon is compared 
with the ratio of the square roots of the thermal conductivities 
of these mixtures and wi.th the ratios of the square roots of 
the diffusion coefficients of various active particles. The 
ratios of diffusion coefficients are closer to the flame velocity 

ratio than is the ratio of thermal conductivity for all the 
fuels listed except hydrogen. 

N either of these pieces of evidence is very strong, and both 
are subject to criticism as to the validity of the criteria used 
to judge which mechanism is operative. It is probable that 
both heat conducLion and the diffusion of atoms and free 
radicals contribute to the propagation of flame, and that 
both concepts are needed to explain flame behavior. A 
better understanding of the mechanism of laminar flame 
propagation in the future will result from the further devel
opment of the comprehensive theory and the investigation 
of the chemical kinetics of flames. 

APPLICATION OF LAMINAR FLAME RESEARCH TO 
PRACTICAL COMBUSTION PROBLEMS 

A high flame velocity contributes to maximum heat release 
per unit volume and enables an air-breathing engine to 
operate at high throughput rates without blowout. (It has 
been suggested, however, that in some cases a high flame 
velocity may contribute to instability in the region near a 
flameholder through increased shear; see ch. VI.) The 
chemical factors that are important in obtaining a high 
flame velocity are the fuel-oxygen ratio, the molecular struc
ture of the fuel, and the mole fraction of oxygen in the air 
used. The only physical factor that has an established and 
appreciable effect on the laminar flame velocity is the initial 
mixture temperature. (,rhe effects of flow parameters on 
turbulent flame velocity are discussed in ch . V.) The effects 
of these factors and of less important factors are summarized 
in the following paragraphs. 

As the fuel-oxygen ratio is increased from the lean flam
mability limit, the flame velocity increases by a factor of 3 
or 4 to a maximum value at a fuel-oxygen ratio that is 1.0 
to 1.2 times the stoichiometric ratio and then decreases to 
give a rather symmetrical pattern about the maximum. 
This shows the importance of proper mixture preparation, 
as discussed in chapter I. Between the lean flammability 
limit and the stoichiomeLric mixture, the flame velocity 
may be related to the fraction of stoichiometric fuel-oxygen 

TABLE XXI.-COMPARISO S FOR FLAMES WITH ARGON AND HELIUM AS INERT (Ref. 113) 

Property with He as inert 

Fuel 
Fuel, Inert, Property with A as inert 

percent percent --------------------
UF ...[,c ..[l5; -,i DOH -,iDo 

----------------------------- ------------

CzHz-- - - - - - - - - - - - - 8 73 1. 61 2.69 1.30 1.39 1. 41 
10 71 1. 54 2.67 1. 28 1. 38 1. 39 
13 69 1.55 2.64 1. 27 1. 35 1. 37 

CO(H20 )----- - - - - - -- 50 20 1.09 1. 37 1. 06 1. 07 1. 08 
37 40 1. 28 1. 95 1. 13 1. 15 1. 18 

CH, ____ ___ _______ 10 71 1. 39 2.65 1. 29 1. 39 1. 41 

H2 ___ ___ -- __ _ -- _ -- 21 68 2. 40 1. 94 1. 32 1.47 1.51 

CzH j _ __ - - c - - - - - - -- 6 75 1. 42 2.71 1.24 1. 42 1. 44 
7.7 73 1. 43 2.70 1. 23 1. 40 1. 43 

10 71 1. 46 2. 68 1. 22 1. 38 1.41 
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ratio by an equation such as relation such as that for propane-air in the range 200 0 to 
615 0 K: 

Up I u---=2.6 og tp + 0.94 
P. ma.z; 

which holds for ethene-, propyne-, and pentane-air mixtures. 
Empirical methods based on the bond dissociation energy 
of the fuel are reported by which Up •max and the correspond
ing tp may be predicted. 

The maximum flame velocities of all hydrocarbons with 
air at 25 0 0 and 1 atmosphere fall in the range 30 to 80 centi
meters per second, with the exception of acetylene at 142 
centimeters per second. Within this range, the following 
molecular structural features contribute to high flame ve
locity: short chain length or small cycloalkane ring size, 
unsaturation, and minimum chain branching. The effects 
of unsaturation and branching become smaller as tbe chain 
length increases. Aromatic compounds generally have 
flame velocities equal to or smaller than the saturated 
hydrocarbons (alkanes, Up ~ 40 cm/sec), and chain branch
ing has less effect on them. Alkyl oxides (e. g., propylene 
oxide) have higher flame velocities than their parent alkenes; 
aldehydes and ketones are generally intermediate between 
alkanes and alkenes; and alcohols and ethers are near the 
alkanes. 

An empirical equation has been developed for the flame 
velocities of aliphatic hydrocarbons based on the number of 
various types of carbon-hydrogen bonds. The flame veloc
ity of a mixture of hydrocarbons is related to the individual 
flame velocities through 

~X~·J=l 
j Xu 

J o additives, including antiknock compounds, have been 
found that will increase flame velocity beyond the mixing 
effect given by tbe preceding equation for constant-pressure 
combustion. Water decreases the flame velocity of hydro
carbons somewhat, but not as much as an equal quantity 
of nitrogen. 

A factor that could enter the jet combustion picture either 
through deliberate oxygen emichment (e. g., for a pilot 
flame) or through vitiation of the combustion air (as in 
tailpipe burning) is the oxygen-nitrogen ratio, or more 
generally, the oxygen-inert ratio. For hydrocarbon-oxygen
nitrogen mixtures, there is a linear increase in maximum 
flame velocity as the mole ratio 02/(02+N2) is increased from 
0.15 to 0.35. Empirical equations have been presented for 
a number of hydrocarbons. If the nitrogen is replaced by 
an equal volume of carbon dioxide, argon, or helium, the 
flame velocity of the mixture increases in the order carbon 
dioxide<nitrogen<argon<helium. 

The flame velocity can also be increased several times by 
increasing the initial mixture temperature, according to a 

This shows the advantage that could be obtamed with a 
fuel injector that would inject hot gaseous fuel into hot 
primary air. For the smaller temperature range 290 0 to 
420 0 K (or 520 0 to 760 0 R), it appears that Up (X To 1.4 would 
be a reasonable assumption for many hydrocarbons, with 
the power increasing toward 2.0 as the bigh end of the tem
perature range is increased. 

At present, it appears that pressure has a negligible effect 
on flame velocity; at most, Up (Xp-O.5. Electric fields and 
acoustical and mechanical disturbances also have little or 
no effect. 

Oonsiderable advances have been made in recent years 
in the theory of the propagation of a one-dimensional steady
state flame. Oomprehensive equa,tions have been presented 
that take into account all the chemical species involved in 
the flame reactions with the necessary reaction rates and 
diffusion rates for each species. These comprehensive 
equations have been solved by numerical integration for the 
simplest kinds of flames, but the present state of knowledge 
does not allow their solution for the flame velocities of com
plex hydrocarbon flames . Instead, various simpler, approxi
mate equations for the laminar flame velocity have been 
presented. Most of these approximate equations consider 
flame propagation to occur through a mechanism that is 
based primarily on either the conduction of heat from the 
flame to the unburned gas (thermal mechanism) or the 
diffusion of active reaction centers into the unburned gas 
(diffusional mechanism). This chapter has shown that both 
types of equations, as represented by the Semenov and 
Tanford-Pease equations, can be used to predict, generally 
within 10 or 20 percent, the relative changes in flame velocity 
caused by changing the important chemical and physical 
factors. 

The question is repeatedly raised whether heat con
duction or active-particle diffusion is more important in 
laminar flame propagation. Since both types of equations 
usually give equally good relative predictions of flame 
velocity for the chemical and physical factors that are of 
interest to engine applications, the question remains un
solved. There are two experimental investigations, neither 
of which can be considered final, that appear to favor a 
diffusional mechanism. One shows that the addition of water 
or hydrogen to non-hydrogen-containing combustible mix
tures increases flame velocities, while hydrogen-containing 
systems are not greatly affected; the other shows that 
changes in the flame velocity caused by interchanging argon 
and helium as inert diluents are closer to the predictions of 
diffusional equations than to those of thermal equations. It 
is probable that both heat conduction and active-particle 
diffusion contribute to the propagation of any flame; both 
are included in the comprehensive equations. 
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by x=O; mass air-propane ratio, 29.2; absolute pressure, 0.0594 
atmosphere; initial temperature, 46° C; 25-centimeter flat-flame 
burner (reprinted by permission from ref. 6). 

Another use of the equations describing laminar flame 
propagation and of some of the recent experimental investi
gations that is of interest in engine applications is the 
calculation of maximum heat-release rates in laminar flames. 
Zeldovich (ref. 51) and Avery and Hart (ref. 117) have 
used thermal equations to calculate heat-release rates of 
1010 and 109 (Btu/(cu ft)(hr)(atm2» for carbon monoxide 
and butane flames, respectively. Avery and Hart point 
out that a heat-release rate of approximately 108 (Btu/(cu 
ft)(hr» has been achieved at 1 atmosphere in a ramjet 
engine and that this indicates the possibility that combustion 
rates under ramjet conditions of maximum heat release 
may be determined by kinetic factors rather than mixing 
times. Friedman and Burke (ref. 6) have used an energy 
equation analogous to equation (35) together with their 
experimental temperature profile to calculate the heat
release rate as a function of distance through a lean propane
air flame at 0.06 atmosphere, with the results shown in figure 
150. 

Empirical relations for the effects of such factors as the 
ratio O2/(02+ 2) and the initial temperature have already 
found use in correlations of engine performance. These 
and other correlations for engine combustion efficiency and 
stability that include terms for the chemical reaction rates 
are discussed in subsequent chapters. 
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INTRODUCTION 

CHAPTER V 

TURBULENT FLAMES 

By MELVIN GERSTEIN and GORDON L. DUGGER 

r 
S 
T 
5F 
t 
U 

radius 
surface area 
temperature 
flame thickness 
time 
velocity 

The previous chapter is concerned with laminar flames in 
which a smooth, discrete flame zone exists . Such smooth 
flames (e. g., fig. 128) occur when the unbmned-gas flow is 
laminar and undisturbed (ref. 1). Small flow disturbances 
may distort the flame surface (ref. 2) and influence the 
rate of flame propagation somewhat, but the discrete reac
tion zone remains. If, however, the unburned-gas flow is 
made turbulent, a diffuse, brushy flame results, and the 
raLe at which the combustible mi.,"dure is consumed increases 
greatly. The turbulent flame, unlike the laminar one, is 
often accompanied by noise and rapid fluctuations of the 
flame envelope. 

turbulent component of turbulent flame velocity 
fluctuating veloci ty in x-direction 

For the laminar flame, it is possible to define a flame 
velocity that, within reasonable limits, is independent of the 
experimental apparatus . It would be equally desirable to 
define a propagation velocity for turbulent flames that 
would be independent of the experimental apparatus and 
depend only on the fuel-air mixture and some easily identified 
properties of the flow. This is not yet possible, however, 
and the numerical values of turbulent pl:opagation velocities 
depend not only on the experimental technique but also on 
the concept of turbulent flames assumed by the investigator. 

imilarly, the theoretical concepts of turbulent flames are 
not so well defined as laminar flame theories. These points 
should be kept in mind during consideration of this chapter, 
in which the current status of knowledge in the field of 
turbulent flame propagation is discussed. 

SYMBOLS 

The following symbols are used in this chapter: 
A cross-sectional area 
a constant 

Cp 

d 
E 
ff 
6.H,.," 
K 
f 
2' 
P 
6.Q,." 
Be 
,31 

constant 
height 
specific heat at constant pressure 
diameter 
energy 
function 
heating value per unit volume of fuel-air mixture 
constant 
constant 
scale of turbulence 
pressure 
space heating rate 
Reynolds number 
correlation factor 

x 
y 
y 
E 

intensity of t,urbulence 
fluctuating velocity in y-direction 
volume 
volume flow rate 
Vn.o/VF 

duct half-width 
flame half-width 
mass-flow rate 
longitudinal distance 
mean displacement 
distance perpendicular to x 
eddy diffu ivity 
fraction of fuel 

K thermal eonductivtLY 
v kinematic viscosity 
p density 
'P eq uivalence ratio 
w chemical reaction rate 
Subscripts: 
av average 
bg burned gas 
C cone 
Eu Eulerian 
F flame 
L laminar 
La Lagrangian 
m mean 
max maXlffium 
0 initial conditions 
p perturbation 
p port 
re reaction 
T turbulent 

total 
tube tube 
un unburned gas 
y perpendicular to x-direction 
E eddy 
3 inflection point 
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CHARACTERISTICS OF TURBULENT FLAMES 

The nature of turbulent flames has been tudied by the 
photographic techniques developed for laminar flames 
(ch. IV) . Unlike the laminar flame, however, the flame 
surface is very complex, and it i difficult to locate the var
ious surfaces that are used to characterize laminar flames. 
The characteristics of some turbulent flames are described 
briefl~- IJ1 the following sections. 

BU SEN FLAMES 

The turbulent Bunsen flame ha probably received the 
mo t attention. Laminar and turbulent Bunsen flames 
are hown in figure 151, which compares time expo ures 
of the luminous zones of a laminar and a turbulent flame. 
The diffuse appearance of the time exposure of the luminous 
t urbulen t flame zone is due to the rapid oscillations of a 
wrinkled flame front, which can be seen in instantaneous 
schlieren photographs (ref. 1) . uperposition of the chlieren 
photograph on the luminou photograph shows that the 
random fluctuations of the in tantaneous flame front are 
contained within the luminous envelope (ref. 1, p. 481 ) . 

Flame neight.- As long a the approach fb", of unbul'l1ed 
ga toward an open flame remain laminar, an increa e in 
the average stream velocity is maintained according to 
equation (1 ) of chapter IV. Th cone height increases cor
respondingly, and for a perfectly conical flame the relation 
bet weel] cone heigh t alld average Lream veloci ty i given 

FI r, ' RE 151.- Comparison of direct photograph of laminar and 
turbulent flames at same flow ratc, fu el-air ratio, and burner 
ize. 
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height of laminar and turbulent flames. 

by the solid line in figure 152. When the flow becomes 
turbulent, however, the flame becomes turbulent and the 
mean flame height (:iig. 153) no longer increases in the same 
manner; greater quantities of fuel-air mixture are consumed 
in a turbulent flame than would be consumed in a laminar 
flame of the same height. The dashed curve in figure 152 
represents the mean flame heights measured (ref. 3) for tur
bulent flame burning under conditions comparable with 
those used to calculate the laminar curve except for the 
nature of the flow. The variation of the mean flame height 
with flow velocity and tube ciiameter for three fuels (propane, 
ethene, and acetylene) is shown in figure 154 (from ref. 3). 

' hore (ref. 4) has measured the height of butane-air flames 
on a I-inch burner. The variation of flame height with veloc
ity is as follows: 

Velocity, Uo, 

cm/sec 

540 ________ _ 
1500 ___ ____ _ 

Flamc height, bp , cm 

"'= 1.00 

8. 7 
16. 8 

"'= l.26 

7. 5 
13.4 

The flame heights for an equivalence ratio cp of J .26, which IS 

near cp foJ' maximum flame velocity, agree well with the data 
in figure 154 for propane. For a given velocity, the cffect 

of intensily of turbulence .Jui on flame heighl is a follows 
(ref. 4) : 

-

Flame heighL, "f' , em 
Velocity, Uo, =::::/Uo ,~ cm!. ec 

"'= 1.00 '" = . . 2G 

540 __ --------- O. 008 4.32 14. 7 1 ~ . 2 
·.04 2l. 6 8. 7 7. 5 
.075 40. 5 7.5 5. 9 

1500 __ _________ -0.04 60. 0 16. 8 13. 4 
I -

• From rrr. s. 
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For a given burner diameter, the flame height in crea es 
with velocity; at a given velocity the flame height del"'reases 
as intensity of turbulence inereases. At higher veloeities 
a greater mass of fuel is coilsumed. The ratio bF /[ 0, then, is 
proportional to the flame hright per unit mass flow for a 

given burner. A plot of bF/ { 'o against ~u~ (fig. 155) shows 
that the heigh t per u ni t mass Row decreases regularly wi t h 
increase in the intrnsity of turbulence. In other words, 
more heat is released in a givell length as the inten ity of 
turbulence is increased. 

Brush 
width 

Outer 
surface ----

Mean 
surface -

Inner 
surface -

Mean 
flame 
heic;;.t 

FIGURE 153.- Time exposurc of luminOlls turbulent flame showing 
boundaries of flame brush and mean surface about which instan
taneous flame front oscillates (ref. 3) . 
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FIGt:RE 15-l.- Variation of mean flame height with Reynolds 
nllmber for hydrocarbon-air flames. Con tant density and 
\'iscosity (ref. 3). 

The mean flame height detrrmined from the point of maxi
mum light intensity al 0 falls within a f('vi millimeters of the 
point of maxim urn I'a te of decrease in oxygen concentration 
or the point of maximum reaction rate (ref. 6). The mean 
height of the flame and the width of the burner port can be 
llsed to estimate a lower limit to the flame volume required 
under a particular set of conditions. Any reduction in avail
able space should lead to inefficient burning. 

Brush width.--A time exposure of the turbulent flame 
surface appears as a brush of increasing width from base to 
tip, as shown in figure 153. The distance between the inner 
and outer boundaries of the flame brush at the tip of the 
flame has been call ed the brush width. In reference 3, the 
brush width was measured as a function of flow velocity and 
tube diameter for propane and acetylene flames. The data 
are plotted against Reynolds number in figure 156. At low 
Reynolds numbers (below 2000) where the flow find flame 
become laminar, the distance between the inner and outer 
boundaries should approach the thickness of the luminous 
zone of a laminar flame, of the order of 0.1 millimeLer (ref. ], 
pp. 238, 254). Only flow velocity and til be diameter were 
varied in this study, density and viscosity remaining roughly 
constant. 

Flame radiation.-A flame emits radiation of various 
frequencies and inten ities, depending on the molecular spe
cies present and tlte temperature to which the molecules are 
exposed. 'everal studies have been made to df'termine the 
radinting species in laminar flames (see ch. IV). Clark and 
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number. 

Bittkcr (ref . 7) have compn.rcd the light intensity emitted by 
laminar and turbulent propane-air flames under similar con
ditions of flow rate and fuel-air ralio. Port diameters were 
yaried to obtain laminar and turbulcnt flames. A photocell 
was u cd to measure the intensity of the light passing through 
either a yellow filter (principally C2 radiation) or a blue 
filLer (principally CH radiation) . As shown in figure 157, 
the radiation intensity for both the laminar and turbulent 
flames coincides at equal mix Lure flow rate. The data 
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FIGURE 157.-Variation of laminar and turbu lent flame intensit.ies 
with fuel flow. Yellow filter; burner diameter, 0.536 centimeter. 

hown were obtained with the yellow filter; similar results 
were found with the blue filter. 

The ratio of intensities measured with the blur find yello\\' 
filters was found to be a function of equivalence ratio for the 
laminar flames. Examination of this ratio for Lurbulrnt 
flames showed that the fuel-air ratio obtained from the in
ten i ties agreed well wi th the measured fuel-air ra tio except 
fol' the points at an eCJuivalence ratio at 1.20 above a furl 
flow of 10 cubic centimeters per second. The c point~ 

hO\\'cd a leaner fuel-air ratio based on the inten ity ratio 
than the metered fuel-air ratio. The re ults sugge t that 
thc mixture is diluted with secondary air at thr higher f10\\' 

rate. A rea onable conclusion can be drawn from the co
incidence of the inLensit,y mcasuremen is for laminar and 
turbulent flames wherc dilution is not suspected. It is that 
both types of flarors have similar concentration of moleeular 
speeie exposed to a similar temperature profile; in other 
words, that the laminar and turbulent flame havr a simi lar, 
small-scale structure . nfortunately, othrr po sib iliti rs 
exist. It is po sible that the tructures of the laminar and 
turbulent flame differ but that the net result of the difTerrnt 
concentration and temperature profile produces the arne 
light inten ity tlu'ough a given filtcr. 

FLAMES IN TUBES 

Only a limited amount of ba ic work has beell dOlle 011 

the velocity and' ;struclurc of turbulent flames in tubes. 
l\1any invcs'tigat~r have noted that a laminar Harne in H 

tube can become 0 cillator.\· and finally become diffuse ancl 
wrinkled like a turbulent bumer flame. In an experiment 
in which the gas vclocity ahead of the flame was mea lll'en, 
it was found that the turbulent flame appeared when the 
gas flow ahead of the flame had a Reynolds numbcr exceeding 
2000 (ref. 8). In thc case of flames propagating toward 
the closcd end of a tube, a turbulent circulatory motion is 
set up ahead of the flame, creating a turbulent flam!'. In 
all cases, thc spatial rate of flame propagation increas('s 
when the turbulent flame appears. 

FLAMES SUPPORTED ON RODS (V-FLAMES) 

A technique that has created consid erable interc l. because 
of its similarity to flames supported on flameholders is the 
V-flame method,in which the flame is supported on a rod. 
Essentially, Lhe V -flamc measures the ability of the flame to 
spread from the heltered zone near the stabilizer into the 
unburned gas flowing past it. The greater the burning 
rate, the wider the flame will grow at a given distance from 
the flameholder. The flame width, then, is a measure of 
the burning rate. Both laminar and turbulent flames have 
been studied with this technique. 

TURBULENT FLAME VELOCITY 

MEASUREMENT 

Open burner fiames.- The earliest measurements of a 
turbulent flame velocity were those of reference 9, in which 
it was assumed that the inner boundary of the turbulent 
flame rcpresented a zone of maximum burning rate or the 
turbulent flame velocity, while the outer boundary repre
sented the zone of slowest burning rate or the laminar 
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Hamr vrlocity. The surface areas corresponding to thC' e 
zonrs W('rP measured, and flamp velocities were caieulatrd 
by a total-arpa method using C'quatioll (I) of chapter IV. 
Thr flame velocity calculated from thr in nrr surface i a 
maximum valur and corrrsponds to thr hypotht'ti('al condi
tion t.hat at any instant all til(' flame exists alollg this surfacC'. 
.\s is evident from instantanrous schlirrrn photographs of 
turbuknt flames, only part of the (lamr pxists at til(' inner 
sll rface at any instant. 

I n considering thr fI uct uat i ng nat ure of a t Ul'bulPn t flame , 
a line, such as the dashpd line in figurr 153, might be drawn 
somewhcre between thr inner and outer boundarir to 
indicate a mean flamr ul'facr about which the instantanrous 
Hamr front oscillatps. It might be considered the mo 1. 
probablp positi~n of any givrn incrrment of flame front. 
In reference 3, thr line was drawn midway bet \\'pell the 
inner and outer boundarie ; such a surface doc not givt, 
a mean surface area. In I'drl'{'n('r 10, lhe locus of maximum 
light inten ity determined from drnsitomrter mea urC'mrnts 
on the time exposllrr was u ('(\. Since the ext t'emr bound
aries of a turbulent flame arr quite diffu e, this method of 
drtermilling a mean boundary is more preci e and more 
]'radily reproduced. ~10re l'rcL'l1tly, it has b('('11 shown 
(ref. 4) that the surface of maximum light inten ity COl'l'e
spollds ciosply to thr surfacl' of maximum ratc of oxygen 
con umptioll. The flamr velocity obtained from densitom
rtN traces is intermediate betwerl1 the minimum and the 
maximum of referrllce 9; there is no simplr relation between 
t Iw maximum flame velocity of r('[rl'ence 9 and the turbulent 
flame vrlocity of reference 10, because the dimensions of the 
Jlame bru h ('hangr as flow condition change (fig. 156). 

Ref<'rcnce 3 and 9 report flame velocities computed by a 
tOUtl-an'a melhod basrd 011 surface-of-revolution formulas 
«' h. IV, eq. (2b»; when'a , in refcrence 10, an angle method 
\\'as u ed (ch. IV, eq. (3». It is important to note, how
('vcr, that Ilone of these methods of computing turbulent 
name vrlocity corresponds to lhat for computing the laminar 
flam e velocity, which is de:G.ned as the flow velocity of 
lInbuJ'l1rd gas perpendicular to the instantaneous flame 
sllrface. The calculated turbulel1 t flame velocity corre-
ponds to the flow velocity of unburned gas perpend icular 

to a time-averaged position of the flame, and the instan
taneous flame surface arra docs not enter the calculation. 
'Xo precise measw'ements have been made of the velocity 
normal to the actual flame surface, although the laminar 
flame velocity does enter many of the proposed theoretical 
relations discussed in this chapter. 

An examination of many t.urbulent flames has shown that 
the mean flame surface is apprOJl.'imately a paraboloid of 
revolution about the bumer axis (ref. 5). With this assump
tion, it is possible to calculate the mean flame surface area 
Sp,T from the mean height bp and port radius r." by the 
equation 

(1) 

1'2 
When 2b

p 
«2bp , the equation reduces to 

(la) 

In pra<"li('('. it wa found that a 2-percent errol' re ulted when 
bF = 21'p (ref. 5) u ing eq uat ion (1 a). 

III rderenee 11 , an aU('mpt wa made to e iimaie the total 
al'{'a of thc wrinkled flame llt'faee from the height and 
diametcr of thp wrinkles yi ible on a spark photograph. 
Th(' area \\'a computed by a uming that each wrinklr \\'as 
a cone. Examination of the urface howed that the 
diaml'ters of thr \\Tinkles dp \\'ere related to the cale of 
t urbulpnC'e Y ' by 

(2) 

where d, i the eddy diameter obtained from the turbulence 
calc (d, at ·#v=0.5). The height of. the wrinkle bp waR 

related to the int en iLy of turbulence ...Jui by 

O.266...J~ 
UP,L 

(3) 

Another propo rei method for determining tlte total surface 
ar('a of a turbulen t flame uses the radiation in tensitie dis
cu cd earlier. Figure 157 shows that the radiation in
tensity through a given filter is a linear function of fuel
flow rate. At a give}1 fuel-air ratio , th(' light. intensity is a 
linear function of the total flow of fuel and a il'. t;ince the 
surface area of laminar names can b(' mea uree! as a function 
of flow rate, it i possible to l'eplacr the flow rate by flame 
area. The light inten ity may then be used a a measure 
of flame area for turbulent flame once a calibration curve 
has been obtained with laminar flames . The u (' of this 
method, however, depends heavily on the as umption that 
the radiation i uniform over the entire name surface and 
that the laminar and turbulent names have imilar structures. 

Flames in tubes,- In reference 12, patial velocities of 
turbulent flames in tubes were measured. The ratio of 
turbulent to laminar patial velocity in a tube is equivalent 
to the ratio obtained with a Bunsen burner with the addi
tional assumption that th(' mean flame boundary has the 
same meaning in both ca es. . 

Spherical fiames,-Analogous to the u e of the oap
bubble or con tant-volume bomb method for laminar flame ' 
velocitie , spherical flame have been u cd to study turbulent 
flame vdocity. In reference 13, a single spark was used to 
ignite a turbulent mixture flowing through a 4- by 4-inch 
duct, thus creating a sphere of flame that expanded into the 
flowing unburned-gas mixtme. As in the soap-bubble 
method, the patialrate of propagation of the mean spherical 
surface multiplied b.Y an expansion ratio resulted in a flame 
velocity. In the soap-bubble and con tant-volume bomb 
exp('rimen ts, the required expansion ratios could be measured, 
but in the free-stream method used in reference 13 a theo
retical expansion ratio was used that was based on the 
equilibrium flame temperature. The ratio of turbulent to 
laminar spatial velocities, assuming the same expansion ratio 
applies for both cases, should then be equivalent to the flame 
velocity ratio obtained in tube and Bunsen flames, 
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Flames supported on rods (V -flames),-The turbulent 1.0 I Density ~'I V-flame may be used to determine the flame velocity in a 
mam).er analogous to the laminar V-flame (ch. IV) . Con
sider the sketch in figure 15 (ref. 14) . The total length of 
burning surface of one side of the V-flame is OS, the approach
stream velocity i e o, and the duct half-width i }l'dl/2 ' 

Consider the flame segment OS' , which extends from the 
flamcholder to the point where the flame half-width is WF/2' 
The unburned gas that enters segment OS' originally had a 
stream-tube half-width }l' P/2, o and velocity e o in the ap
proach stream. In this two-dimensional system , Il'P /2 , 

R 'P/2 , O, and OS' are representaLiv(> of areas; and, illce the 
pre ure drop due to combustion is small, the density of the 
unburned gas may be a umed constant. Hence, the 
product }lTF/ 2[,' is constant for conservation of ma s. By 
analogy to equation (1 ) of chapter IV, the averag(> turbulent 
flame velocity for the egmenL is 

[- W:"'/2,oUo 
P,T OS' 

The fraction of fuel ~ burned in cgment ll 'P/2 is 

f----- Wdll 2 

------t"'~--WFI2 S ' 

o 

Flame 
surface 

Flow tube 

WFI2,O 

FIGURE 158.- Sketch of V-flame showing quantities u ed in 
lating flame velocity (ref. 14). 
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Therefore, 

(6) 

The flame half-width WF/2 was considered a differential 
width d }lTp/ 2 with corresponding increments in pres me and 
unburned- and bmned-ga velocities in reference 14; this 
concept was used in writing the differential equations for 
the over-all mass balance, over-all force balance, and force 
balances on the burned and unbmned gases. These equa
tions were solved by a stepwise method for finite increments 
in order to obtain curves of WF/2/Wal/ 2 against ~ (fig. 159). 
Flame width }l' P12 were measured from the outer edge of 
the luminous flame zone from a time exposure of the turbu
lent V-flame. The values of ~ were then read from figure 
159 , and the average turbulent flame velocities were calcu
lated by equation (6). 

Dependence of flame velocity on location of measure
ment ,-As with the laminar flame (ch. IV), the turbulent 
flame velociLy may vary from point to point. Figure 160 
shows theratio of turbulent to laminar flame velocity UP,T/UP,L 

plotted against the fraction of the tube radiu r/rtube' The 
Harne velocity ratio increases from unit.\· at the tube rim 
(r/r1ube=l) to theorderof4atr/r'lube=0.7. The e changes are 
con idered further in the discussion of flame-induced turbu
lence. The effects of chemical and physical variables on Up, T 

di cussed hereinafter apply to average velocities determined 
by total-area methods. 

EFFECTS OF CHEM I CAL VA RI ABL ES 

Fuel concentration,--Reference 9 report mea uremenLs 
of the effect of fuel concentration on the turbulent flame 
velocities of propane-oxygen mixtures.' T he 1'e ults are 
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I 

I 

I 

shown in figure 161, where the dashed curve represents 
measurements based on the outer bounelar~' of the flame 
brush and the solid curves are based on the inner boundary. 
According to reference 9, these velocities represent laminar 
and turbulent flame velocities, respectivcl~·. The dashed 
curve shows laminar flame velocities measured from the 
outer boundary of tile luminous zone of a laminar flame. 
As would be expected, if the outer boundary of the turbu
lent flame brush does repre ent a laminar flame velocity, all 
the points computed from it , irrespective of Lube size or flow 
characteristics, fall on a single curve. The dot-dashed curve, 
repre enting laminar flame velocity ba eel on the inner 
boundary of the luminou zone, might be expected to faU 
above the da hed curve because of the finite thickness of the 
luminous zone. The turbulen t flames show a rapidly in
creasing velocity from rich mixtures toward stoichiometric. 
Unfortunately, leaner flames were unstable and could not be 
sLudied. It should be noted that the higher flame velocities 
in figure 161 were measured with higher flow velocities, so 
that the increase in Rame velocity was not due to changes in 
fuel-oxidant ratio alone; and, as will be evident in the dis
cussion of the effect of flow velocity on t urbulen t flame 
velocity, the increases in flame velocity from rich to stoichio
metric mixtures were greater than would be expected from 
the effect of fuel-oxidan t ratio alone. 

In reference 3, a more complete stud~' was made of the 
effect of fuel concentration of ethene-air flames on a %-inch 
burner using flow velocity (expressed in terms of Reynolds 
number) as a parameter. The data are shown in figure 162. 
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The curves indicate a maximum slightly richer than stoichi
ometric, the maximum not shifting appreciably with 
Reynolds number. 

R eference 15 r eports a slight shift of the maximum toward 
richer mixtures at higher turbulence levels for butane flames. 
The turbulence was produced by screens for most of the 
cases shown in figure 163. The curves in figure 163 have 
similar shapes. The data are replotted in figure 164 along 
wi th additional data obtained for methane (ref. 4) . The 
curve drawn through the data is a parabola with the 
equation 

1---=4.5 - -1 Up (<p )2 
UP. max <Pmax I 

(7) 

While there is considerable scatter, the equation serves as a 
convenient means of interpolation in the region near the 
maximum . 

The V -flame data of reference 14 presented in figure 165 
also show a maximum at fuel-air ratios near the laminar 
maximum. The effect of velocity is not quite as clear-cut 
as that of reference 3, since the 50-foot-per-second curve 
falls above the 100-foot-per-seconcl curve. The flames were 
turbulent, although in these cases the approach flow was 
laminar. The turbulence in the flame was attributed to a 
flame-generated turbulence, the effect increasing witl:!. in
creasing velocity. This point is discussed in a subsequent 
section in this chapter. The results are relatively inde
pendent of stabilizer size and 'shape and are insensitive to 
the introduction of turbulence-producing screens just ahead 
of the stabilizer. 
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Fuel type,-Reference 3 shows that th e turbulent flame 
velocities for propane-, ethene-, and acetylene-air flames are 
empirically correlated by the expression showing a direct 
proportionality to laminar flame velocity (table XXII). 
Thus, turbulent flame velocity, under the conditions studied, 
might be expected to vary with hydrocarbon structure in the 
same way that laminar flame velocity varies. This is also in 
agreement with the theoretical treatments of references 10, 
14, and 16. 

EFFECTS OF PHYSICAL VARIABLES 

Pressure.-There is no adequate information on the 
effects of pressure on turbulent flame velocity. However, 
the problem is considered in reference 17, in which turbulent 
hydrogen-oxygen flames at a pressure of 14.6 atmospheres 
were studied. The burner diameter and the height of the 
equivalent cone defined by the angle of the turbulent flame 
near the burner rim in equation (2a) of chapter IV were used 

to obtain an equivalent cone area. An equivalent flame 
velocity for the turbulent flame was then computed from 
this area by equation (1) of chapter IV. Since UF.T/UF.L 
approaches 1 near the rim (fig. 160), these flame velocities 
would be near the laminar flame velocities. 

A comparison of these computed velocities at a pressure 
of 14.6 atmospheres with laminar flame velocities at 1 atmos
phere is shown in figure 166. The effect of pressure is diffi
cult to discuss quantitatively , since the flames were small 
and the measurements are necessarily less reliable than those 
obtained tor slower flames. 

Temperature.-The effect of initial air temperature on 
turbulent flame velocity of coke-oven-gas-ail: mixtures was 
measured by H eiligenstaedt (ref. 18), whose curves are 
replotted in terms of UF,T/UF,L in figure 167(a). The inner 
flame surface was used and assumed to be a right circular 
cone. Although three distinct curves for the three temper
atures appear in the figure, indicating a small negative. 
temperature dependence of UF.T/UF.L, Reynolds number 
correlates the data to within 10 percent over the range 100 

to 400 0 C. H eiligenstaedt reported the turbulent flame 
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FIGURE 167.-Effect of Reynolds number on ratio of turbulent to 
laminar flame velocity. 

TABLE XXII.-EXPERIMENTAL RELATIONS BETWEEN TURBULENT FLAME VELOCITY AND REY OLDS NUMBER 

Mixture Reynolds nurn- Relation I RE'ference 
ber range 

Propane-oxygen ____ __ ___ 2, 000--5, 000 UP .T<X Reo.s 9 

5, 000--40, 000 UP,T=JK+%Re 

Town gas-aiL ________ ___ 2, 000--40, 000 UP.T<X Up ,LReo .• 16 

Propane-~ir a _ ____ _____ __ } 

3, 000--40,000 UP,T= Up,dO.18dl'~~~Reo.,,) 3 
I Ethene-alr " ___ __ _______ _ 

I 
Acetylene-air a _ _ _ __ _____ 

a Fuel-oxidant ratio for maximum turbulent flame velocity. 
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velocity to increase approximately as the 1.6 power of the 
absolute initial temperature: 

(8) 

According to Delbourg (ref. 18), for town-gas-air flames, 

U T 1.65 
~oc-o-ocT -0 . 09 
UF,L To1.74 0 

(9) 

Thus, for both of these examples the ratio of turbulent to 
laminar flame velocity is practically independen t of initial 
temperature. 

Velocity and turbulence promotion.-8everal inves t.igators 
have studied the effect of flow velocity and turbulence 
promo tors on turbulent flame velocity. Tube diameter was 
also varied in most of these investigations. Ohapter IV 
pointed out that the laminar flame velocity is independent 
of flow velocity. At a Reynolds number of about 2000, how
ever, the flow becomes turbulent and flame velocity rises 
rapidly. The turbulent flame velocity increases with in-
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creasing flow velocity. ince R eynolds number is propor
tional to flow velocity, the flame velocity data are often 
plotted against Reynolds number. A plot of the ratio 
UF ,TIUF,L against R eynolds number is shown in figure 167(b) 
(ref. 18). The Bunsen-burner technique using the inner 
flame boundary was employed. The linear portion of the 
curve is represented by the equation UF ,T/UF ,L= 0.088Reo. l

• 

Damkohler (ref. 9) used the same technique for propane
oxygen flames. His results are shown in figure 167(c). 
Damkohler suggests that UF,r/ UF,L should be proportional 
to Reo .s nMr the transition and proportional to Rel.O at the 
higher Reynolds numbers. Examination of his data, how
ever, indicates that the ReO.4 correlation would represent all 
the data with satisfactory prec:sion. The calculated curve 
in figure 167(c) is discussed in a later section . Darnkohler's 
data include a variation in tube diameter. The effect of 
tube diameter is adequately correlated by the Reynolds 
number. 
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The variation of the ratio of turbulent to lamiI\ar flame 
velocity for acetylene-, ethene-, and propane-air flames is 
shown in figure 167(d) (ref. 3). These data were obtained 
from the mean surface of a turbulent Bunsen flame. Em
pirical equations for the curves are given in table XXII. In 
general, the flame velocity ratio varies with ReO.24

, but 
separate lines are found for different tube diameters. Wohl 
(ref. 6) has also studied the effect of flow velocity on flame 
velocity. He finds a linear relation between flame velocity 
and flow velocity. Examination of a log-log plot of Wohl's 
data, however, shows that a line of approximately 0.25 
slope would fit reasonably well. 

While R eynolds number has been used as a correlating 
parameter for the effects of flow velocity and tube diameter 
on the ratio of turbulent to laminar flame velocity in the 
previous discussion, the other parameters involved in the 
Reynolds number have not been varied appreciably. Wagner 
(ref. 5) has studied the effect of kinematic-viscosity changes 
on the ratio of turbulent to laminar flame velocity by the 
use of argon and helium instead of nitrogen as the inert gas 
in the oxidant. The proportion of each diluent to oxgyen 
was maintained the same as the nitrogen-oxygen ratio in 
all'. The following results were obtained: 

(1) For propane-oxygen-nitrogen : 

UF,T cx.ReO•25 

UF,L 

(2) For propane-oiygen-helium: 

UF,T cx.ReO. 20 

UF,L 

(3) For propane-oxygen-argon: 

UF,T cx.ReO. 44 

UF,L 

These equations include data obtained with tubes of various 
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diameter. In addition to the fact that different slopes 
were obtained with the different diluents, the lines were also 
displaced, indicating that the proportionality constants 
are also different. It thus appears that the Reynolds 
number of the approach flow is not an adequate correlating 
parameter, but rather that the product Uo,mdtube is the 
actual correlating parameter for a given set of data. 

An insight into the reason for the different behavior of the 
various diluents may be obtained by examining the turbu
lence intensities measured under identical flow conditions 
but in the absence of flame. The intensity of turbulence 
(ref. 5) was found to be 4.9 percent for the argon-oxygen 
mixture, 4.1 percent for the nitrogen-oxygen mixture, and 
2.0 percent for the helium-oxygen mixture. If it is assumed 
that the turbulence and not the flow velocity is the important 
factor determining UP,T, it is not surpri ing that the ratio 
UP,T/UP •L for the helium-containing mixtures always fell 
below the data for argon- and nitrogen-containing mixtures. 

Damkohler (ref. 9) has suggested that the ratio Up,T/Up,L 
should be related to the ratio of turbulent to laminar diffusiv
ity. This ratio can be obtained by calculating the Reynolds 
number from the intensity of turbulence and scale instead of 
the mean flow velocity and tube diameter. A Reynolds 
number based on these turbulence parameters was found in 
reference 9 to bring the data for the various diluents together. 

Although velocity and Reynolds number are rell1ted to the 
intensity and scale of turbulence in pipe flow, the turbulence 
is not isotropic. Several investigators have used screens of 
known characteristics to produce turbulence in the unburned 
gas. In reference 19, a rectangular Bunsen burner was used; 

the ratio of turbulent to laminar flame "Velocity and the 
intensity of turbulence in the narrow dimension of the burner 
were correlated. The results are shown in figure 168. In 
reference 20, a similar technique was used with a symmetrical 
burner; the results correlated with the turbulence intensity 
along the direction of flow. A tube method was used i~ 
reference 12; the spatial velocity as a function of distance 
from the turbulence-producing screen was measured. ince 
the intensity of turbulence varies with distance from the 
screen, the results (fig. 169) show the variation of flame speed 
with intensity of turbulence. In reference 13, the expanding 
spherical flame was used, with screens to create turbulence; 
a variation was obtained, as shown in figure 170. The author 
found a very low laminar flame velocity of only 0.59 foot per 
second, which is unexplained as yet. A distribution of flame 
velocities was obtained that the author associated with the 
random nature of turbulence. The curves illustrate the data 
obtained as a functjon of the fraction of the measurements 
giving a certain flame velocity. It should be noted that in all 
these experiments the turbulence level was based on measured 
or calculated intensitie in the absence of flame. Except for 
the experiments of reference 12, in which the intensity was 
considered at each point in the tube, the measurements were 
made at the initiation point of the flame (the lip of the burner 
for Bunsen flames or the ignition point for spherical flame ), 
and hence the flame propagated into regions of varying 
turbulence. 

The empirical equations for the variations of turbulent 
flame velocity with turbulence intensity in the approach 
stream are given in table XXIII. Since Reynolds number 

can be related to intensity by the equation Reoc~ (ref. 9), 
the data of references 3, 9, and 16 (table XXII) can also be 
compared. The comparison of turbulent burning velocities 
by different investigators is difficult, however, because of the 
varied techniques used to study the flame and the different 
interpretations of the location of the flame surface. For ex
ample, in reference 9, in which the innermost boundary of the 
flame brush was used, turbulent burning- velocities were con
siderably higher than those of reference 3, in which a mean 
flame surface was used. In deciding which of several rela
tions to use, it is best at present to choose the one obtained in 
the experiment that most closely resembles the condition for 
which the data will be used. For approximate estimates of 
turbulent burning velocity, the expression of reference 3 is 
recommended for its convenience. 

TABLE XXIII.-EXPERIME TAL RELATIOKS BETWEEN TURBULENT FLAME VELOCITY AND TURBULE CE INTENSITY 

Mixture I Relation I Reference 

Propane-air __________ ____ U"TCXU.Uo 19 

Butane-air 
U,.T= u"Lb+0.02 Uo( ~/ Uo+O.D4) ] 

1 
Stoichiometric _______ 

1.25 Stoichiometric ___ U"T= U,.L[I+ (24+0.0147 Uo) (~/Uo+O.Ol)] 20 

1.50 Stoichiometric ___ U,.T= U"L b+ (77+0.0406 Uo) (~/Uo+O.Ql)] 

Propane-air, stoichiometric_ U'.T = U,.J1+26.2(.~/UJ +1.40 (Uo/24)1.12] 15 
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THEORIES OF TURBULENT FLAME VELOCITY 

The increased rate of burning of a fuel-ail' mixture in a 
turbulent flame compared with a laminar flame may be due 
to anyone or a combination of three processes: (1) The 
turbulent flow may distort the flame so that the surface area 
is markedly increased, while the normal component of the 
burning velocity remains the laminar :flame velocity. (2) 
Turbulence may increase the rate of transport of heat and 
active species, thus increasing the actual burning velocity 
normal to the flame surface. (3) Turbulence may rapidly 
mix the burned and unburned gas in such a way that the 
flame becomes essentially a homogeneous reaction, Lhe rate 
depending on the ratio of burned to unburned gas produced 
in the mixing process. The first two processes have received 
the major emphasis in tbe consideration of turbulent Bunsen 
burner, tube, and V-flames, while the third process has been 
considered for some combustor systems and is discussed in 
the section on SPACE HEATING RATES. 

TURBULE T FLAMES 

Damkohler theory,--Darnkohler (ref. 9) pioneered in 
theoreLical consideraLions of turbulen t :flames. He consid
ered separately the cases of large-scale (greater than the 
flame thickness .9;), small-intensity turbulence, and small
scale «.9;), large-intensity turbulence. He readily ad
mitted that both situations existed in most flames, the 
large-scale turbulence being of greater importance in com
bustor applications. Damkohler points out that the eddy 
diffusivity E alone may not be sufficient to describe the 

effects of turbulence on flames, since E=fL?~ and both Sf and 

~VJ;, may have different in:fluences on flame propagation. It 
is nece sary, therefore, to know the influence of both the 
scale and intensity of turbulence. 

In the case of large-scale, low-intensity turbulence, 
Damkohler suggests that the flame will be wrinlded but that 
the laminar transport proce ses will remain virtually un
affected. This is not unreasonable if large-scale turbulence 
is considered to consist of large eddies, within which the 
molecular processes of heat transfer and diffusion take place 
independently of the movement of the eddy as a whole. 
Damkohler suggests the foUowing picture: 

Sketch (m) 

-..".. 
~ 

--/u. 
o + IJx,max 

r 

(-u -/1 o x ,max 
--:,.. 

Sketch (n) 

In the case of a laminar :flat :flame with constant Uo= UF,L 
the situation in (m) is obtained. If velocity fluctuations U x 

are introduced, however, the velocity at some points will be 
Uo+ux, and a conical Bun en-like flame retaining a normal 
:flame velocity UF,L will be obtained (sketch (n)). Where 
Uo-ux exists, a local :flashback will occur. In the case of 
:flashback, the flame surface area continue to increase so 
that the spatial rate of :flame movement increases with time, 
and hence the distortion is greater where the velocity fluctua
tion is negative. In order to reverse the :flashback, the flow 
velocity must exceed Uo+ux . The velocity fluctuations thus 
produce a wrinkled flame. 

Equation (1) of chapter IV shows that for a constant 
UF , L the flame area will be proportional to the flow velocity; 
hence, the mean :flow through the turbulent :flame U F, T 

oc ~ui; or, if .5tis constant as is true for tube :flow, UF,T OCE. 

Since E oc Re, it follows, according to Dam.kohler, that 
UF,T ocRe for large- cale, low-intensity turbulence. Because 
of the complex nature of the wrinkling, Damkohler concludes 
that the exact relation between Reynolds number and UF,T 
cannot be written, but only the proportionality. As is 
evident from figure 167(c), the turbulent :flame velocity 
measured by Damkohler using the inner luminous surface 
i linear with Reynolds number at the higher Reynolds 
numbers. Since the higher Reynolds numbers were pro
duced in tubes of large diameter, they do represent large
scale turbulence in which Y/:YF varies from 2.7 to 2.1. 
Actually, the equation representing the straight portion is 
of the form UF,T=aRe+f:!t, and Damkohler attributed the 
term fJ1 to small- cale turbulence. For a different interpre
tation of the same data, see the discussion of Dclbourg's 
theory. 

In order to explain the influence of small-scale turbulence 
on :flame vclociLy, Damkohler investigated the change in 
diffusion and heat transfer with R eynolds number, since the 
small-scale turbulence is assumed to produce no roughening 
of the :flame surface. In thermal mechanisms of flame 
propagation , the :flame velocity is related to transport 
properties by the following relation from equation (39) of 
chapter IV: 

(10) 
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Since KdcvPo~JI, it follows that UF.r.,a:..,[v. In turbulent 
flow, E determines the turbulent heat-transfer coefficient, 
so that 

(11) 

can be used in turbulent flame equations. The ratio of 
turbulent to laminar flame velocities would then be given by 

(12) 

Damkohler points out that equation (12), unlike the rela
tions for large-scale turbulence, shows the direct dependence 
of the flame velocity ratio and not merely proportionality. 
It should be remembered, however, that this is true only if 
the remaining terms in equation (39) of chapter IV are not 
influenced by turbulence. Note that the right side of 
equation (12) is related to the Reynolds number based on 
turbulence parameters used by Wagner (ref. 5). 

Equation (12) would permit the calculation of turbulent 
flame velocities for small-scale turbulence. Since the value 
of E changes across the burner diameter, however, and only 
a mean flame velocity was measured by Damkohler, a direct 
comparison was not possible. Damkohler constructed a 
hypothetical inner flame cone using equation (12) and an 
equation for the radius and height for laminar flames. He 
then calculated a mean turbulent flame velocity from the 
constructed flame shape. The dashed lin e in figure 167(c) 
indicates reasonable agreemen t between his calculations 
and experimental results. 

Shelkin theory.--8helkin (ref. 21) expanded Damkohler's 
model of turbulent flame propagation but, in general, came 
to similar conclusions. He assumed from the early thermal 
theories that the flame velocity could be represented by 

(13) 

In the turbulent case, molecular and turbulent heat 
transfer would be combined so that 

U _~KL+KT FT- --. tre (14) 

which assumes that tTe is unchanged ill small-scale, high
intensity turbulence. Rearranging, 

may be written. If it is assumed that KL +KT=CVPoE, 
Damkohler's equation is obtained. 

For large-scale turbulence, Shelkin also assumes that only 
the flame area changes. He assumes that the flame breaks 
into cones and that the ratio of turbulent to laminar flame 
velocity will be equal to the ratio of the surface area of the 
average cone to the area of its base. The height of the cone 
is taken to be proportional to the intensity of turbulence 

~ (see fig. 152 for the variation of cone height with veloc

ity) and is given by 2~/UF.L' The surface area of the 
cone is then 

(16) 

while the area of the base is A =7r-(.!l'/2) 2. Hence, the ratio 
becomes, after rearranging, 

(f!g=2 for a cone, but Shelkin prefers the arbitrary 
constant f!8.) This reduces to Damkohler's equation when 

(f!g~/UF.d»1 or when .vU;>UF.L; hence, Shelkin con
cludes that Damkohler's equation applies for large-scale, 
high-intensity turbulence. For very large intensities, Shelkin 
suggests that the flame breaks up into two small islands and 
that the rate of burning depends only on the rate of mixing, 

so that UF •T a:. ~ and is completely independent of UF • L • 

While this is evidently not the case for burner flames (see 
fig. 167(d)), it is reasonable that some combustor conditions 
may exist where mixing processes control the burning rate. 

. Scurlock (ref. 14) combines both of Shelkin's equations so that for small-scale turbulence equation (15) is approached, 
for large-scale turbulence equation (17) is approached, and both are important where the scale of turbulence is of the 
order of the flame thickness. Scurlock's equation is 

Delbourg theory.-Delbourg (ref. 16) investigated in 
greater detail the regime that Damkohler and Shelkin at
tributed to small-scale turbulence where the flame speed 
changes because of changes in the transport properties. 
Delbourg, like Shelkin, introduces an over-all thermal con
ductivity K=KL+KT composed of laminar and turbulent 
components. Delbourg uses essentially a thermal approach 
to calculate turbulent flame velocity. He writes an energy 
equation analogous to the integrated form of the energy 
equation (33a) of chapter IV for laminar flames, and a con-

(18) 

tinuity equation analogous to equation (32a) of chapter IV. 
In order to simplify integration, Delbourg assumes that 

the chemical reaction rate w is directly proportional to 
temperature rather than the usual Arrhenius reaction rate 
and uses mean values for the thermal conductivity K and 
specific heat Cpo Delbourg's assumptions lead to the follow
ing equation for laminar flames: 

(19) 
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By analogy, he writes for turbulent flames 

U
F 

T= </f;To K Tp- T 3 

, Poc p T3- To 
(20) 

where ::.f't represents the non-temperature-dependent terms 
in the turbulent reaction rate, and, like K, may be considered 
to be composed of a turbulent and a laminar component: 

(21) 

Some changes in the equations are necessary to obtain a 
solution in terms of measurable quantities. From equation 
(11), the turbulent component of thermal conductivity is 
proportional to the eddy diffusivity: 

(22) 

and, for tube flow, 

(23) 

Since KT is therefore a fu~ction of radius, it is difficult to 
relate the calculations to the measured average flame velocity. 
A turbulent flame velocity based on an average across the 
tube may be defined: 

(24) 

By numerical integration of the differential equations re
lating the surface area of the turbulent flame to measurable 
quantities, Delbourg gets 

UF.T=0.0128 Reo.4 

UF •L 
(25) 

which is in reasonable agreement with his experimental 
relation 

(26) 

As shown in figure 171, Delbourg points out that Dam
kohler's data are in agreement, since they may be represented 
by an equation 

UFo T =0.07 ReO.4 
UF •L 

(27) 

Delbourg states that the ratio UF.r/UF.L is relatively inde
pendent of the fuel-air mixture. 

Karlovitz theory.-Karlovitz and coworkers (ref. 10) 
studied a model much like Damkohler's for large-scale 
turbulence. They considered the effect produced as an 
eddy passes through a laminar flame front. The time of 
contact between the eddy and the flame is given by 
t==.ft7/UP• L • During this contact period the flame is dis
torted, since the element of flame in contact with the eddy 

is advanced a distance ~ in the time t because of the con~ 
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FIGURE l71.-Variation of ratio of turbulent to laminar flame ve
locity with Reynolds number. Data of reference 9; equation of 
reference 16. 

tact with the eddy. The turbulent movement velocity is 
then 

U' -~ F,T- t 

The value of # is determined from the equation 

.JX2= {2u! to [t-to(1-e- t/to)] p~ 

where to= .ft7.Ju}. 

(28) 

(29) 

Substituting these relations in equation (28), there results 
the general equation 

(U;.T)2=2UF •L .JU! [l-~~; (l_e-~~/U"L)] (30) 

which, for t/to«.l (low-intensity turbulence), reduces to 

and, for t/to» 1 (high intensity), reduces to 

U;. T= (2UF•L .JuiY' 
or 

(30a) 

(30b) 

(30c) 

Karlovitz found that equation (30c) represents the general 
equation (30) over most of the range. If it is assumed that 

.Ju! cc Re, then Karlovitz's results are in qualitative agree
ment with Delbourg's Re variation, but Karlovitz shows a 
dependence of the ratio on laminar flame velocity. 

Equations (30) give only a part of the turbulent flame 
movement, however. Karlovitz suggests that the turbulent 
motion described by U~. T proceeds forward and backward 
with equal velocity but produces no net movement of the 
entire flame. There must be added to the turbulent move
ment the one-directional flame movement that results from 
laminar flame propagation, so that the turbulent flame 
velocity is 

(31) 
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FIG URE l72.-Pf.ssage of eddy through flame (ref. 12). 
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The equations for turbulent flame velocity thus become: 
General equation: 

U F, T = 1 + {(2.Ju'i) [l-(l-e-~/UF'L) U F'L]} ~~ (32) 
UF,L UF,L .Ju; 

For t/to~l: 

(33) 

For tlto» 1: 

(34) 

Leason theory,-Leason (ref. 12) also considers the effect 
produced when an eddy passes through a flame. The 
physical picture, which is based on an eddy containing a 
sinusoidal velocity profile, is illustrated in figure 172. 
Leason obtains from the geometric consideration alone the 
relation 

(35) 

which would be the same as Shelkin's relation for a cone 
(eq. (17), pg-2) if the Uo in the brackets were replaced by 
UF,L' Leason found that the area exten ion alone did not 
account for all of the flame velocity increase with turbulence. 
Therefore, he added a diffusivity factor similar to Dam
kohler'S, except that it takes into account the statistical 
property of the turbulent flow. The use of the entire 
pectrum of turbulence intensities, of course, greatly com

plicates the equations, but the good agreement obtained by 
Leason between his modified equation and his experiments 
is shown in figure 173. Since Leason does not give the 
complete development of his equations, it is difficult to 
evaluate the results. 

Scurlock and Grover theory,-Scurlock and Grover (ref. 
22) developed in detail the processes that can produce 
wrinkling of the flame surface in tmbulent flow. Only 
large-scale turbulence is considered, and it i assumed that 
the laminar flame velocity within the wrinkled flame remains 
unchanged. In the manner of Shelkin (ref. 21) and Leason 
(ref. 12), Scmlock and Grover assume that the passage of an 
eddy tlu'ough the undistmbed flame front produces the 
wrinkling. The assumed wrinkled flame shape after t.he 
passage of a certain time is given in sketch (0): 

(a) Initially f lat flame 

Mean position 
of f lame 

I 
I 
I 
I 
I 
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( b) Flame after passaQe of time 

Sl;:etch (0) 
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Note the similarity to figure 172 from Leason's model. It is 
a sumed that the average height of the wrinldes is propor
tional to the root-mean-square displacement ..jY2 of a flame 
clement from the mean flane front position and that the 
average base width of these wrinkles is proportional to the 
Eulerian scale 2eu. Considering the wrinlde either as an 
infinitely long prism with the cross section corresponding to 
one of the wrinldes in the sketch, or as a cone with height 
and base diameter as shown, would give the ratio of wrinkled 
area (turbulent flame) to base area (laminar flame) : 

(36) 

where .Jf3=4 .;tU.:;t~. This has the same form as Shclkin's 
equetion (sec eq. (17», but the root-mean-square displace
ment and Eulerian scale are used instead of tbe turbulence 
intensity and laminar flame velocity. 

According to the preceding picture of a turbulent flame, 
the ratio of the turbulent to laminar flame velocities will 
depend on both y2 and .2'Eu' Scurlock and Grover describe 
three effects believed to be important in determining Y2: 

(1) Eddy diffusion associated with turbulence in the 
unburned gases, which tends to increase Y2 

(2) Propagation of the flame into the unburned gases, 
which tends to reduce yz 

(3) Flame-generated instability and shear and eddy 
diffusion, which are associated with the density de
crease across a flame and which tend to increase y2 

The process of eddy diffusion resulting from turbulence 
in the approach flow can be considered alone if Up,L is as
sumed small, so that Up,d~ui approaches zero, and if 
the density change across the flame is ignored. Under these 
conditions, the mean displacement at any time t can be 
calculated from the equation 

d(P)=2u2 rt 
Oft dt 

dt %Jo ;:./[, (37) 

(See ch. II for a more detailed discussion of calculations of 
the mean displacement.) In the actual flame, however, 
the flame has moved a distance y= Up,Lt, so that the simple 
displacement previously calculated does not apply. Con
sideration must also be given to the change of flame position. 
Scurlock and Grover accomplish this by means of a mixed 
(time and position) correlation factor 8ftv , such that 

For very short diffusion times, [Ji,iJfll ~ 1, and equation (38) 
reduces to 

dP -
dt~ 2uit (39) 

01' 

y2=U~t2 (40) 

For long diffusion time, 

(41) 

where 

(42) 

It is much more difficult to evaluate the equation for iJlter
mediate times. Scurlock and Grover derive the equation 

(43) 

and suggest that !/({a can be calcula ted from the equation 

(44) 

It should be noted that the consideration of eddy diffusion 
alone predicts that the area increases rapidly and reaches no 
limiting value with increasing time. The rate of area increase 

is reduced by decreasing ~ui, by increasing Up,L, and by 
increasing 2eu. 

The tendency for a flame to flatten and decrease the flame 
surface was treated by Karlovitz and coworkers (ref. 10) . 

curlock uses an essentially similar treatment. Consider a 
single wrinlde in the flame and ' the effect of laminar flame 
propagation: 

Burned gas 

Sketch (Il) 

As illustrated, the presence of a constant velocity tends to 
flatten the flame, thus reducing the area ratio AT/AL . If the 

mean depth of the wrinkle is :;t;-/P, the distance between the 
heads of two wrinldes, one facing toward the unbmned gas 

and the other toward the burned gas, is 2:;t;-/P. The rate 
of change of this quantity with time consists of two terms, a 
positive term representing the rate of movement of the apex 
into the unburned gas and equal to UP,L, and a negative term 
representing a decrease in the protrusion of the negative 

apex into the burned gas and given by-Up ,L(I+Jf;P/2/u»)'. 
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The change in displacement due to flame propagation may 
thus be obtained from 

dir =-~UF'L{[l +~(:;JT~-l} (45) 

The negative sign indicates the reduction in y2 due to the 
flame propagation. 

The last effect considered by Scurlock and Grover is the 
increased displacement due to flame-generated disturbance 
resulting from the decreased density of the burned gas com
pared with the unburned gas. A sketch is presented in figure 
174 showing the shear regions that generate turbulence in a 
rod-stabilized flame. In region 1, the unbm'ned-gas velocity 
exceeds the velocities in the sheltered eddy region behind the 
stabilizer. In region 2, the unburned gases, which have been 
accelerated, still have lower velocities than the burned gases. 
Finally, the burned gases are completely mixed and a uniform 
velocity results. Scurlock and Grover write momentum 
balances between thc unburned gases and the gases exiting 
in nonuniform flow from the combustion zone (shear region 
2 in fig. 174), and between the unburned gases and the gases 
exiting in uniform flow after complete mixing (burned gases 
of region 3 in fig. 174). From these two momentum bal
ances they solve for half the difference in the squares of the 
velocities of unmixed and mixed burned gases; this quantity 
represents the maximum kinetic energy that would 'be avail
able for the turbulence generation from this source. As
suming that this energy is equally divided among the three 

directions to produce an isotropic turbulence intensity ..jU~.F 

1 1-
3E=2"'~,F (46) 

or 

~ .J2E u!,p- "3 (47) 

The value of ..ju;,p so calculated may be combined with 

..jU;, 0 of the approach stream to give the total intensity ~ 
in the flame as follows: 

(48) 

The combined displacement for the three effects can then be 
calculated from the sum of equations (43) and (45) wherein 

..ju~ is calculat.ed by equation (48), 
A comparison of the shape and thickness of turbulent 

flames resulting from a consideration of the three processes 
influencing P is shown in figure 175. The curves of 
UF, T/Up,L against initial ve!ocity calculated from a com
bination of the three effects agree well in shape with the data 
of reference 3, although the theory does not predict the 
strong effect of scale (as indicated by the dependence of 
Up, T/Up, L on the tube diameter) found in reference 3. 
Scurlock and Grover suggest that the discrepancy may be 
in the fraction of the kinetic energy of the burned gases, 
which is converted into turbulence having a scale-dependence. 

The theories of turbulent flame velocity consider small
scale turbulence as a means of increasing the heat-transfer 

u' F,T, bg 
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FIGURE 174.-Shear regions generating turbulence in a rod-stabilized 
flame (ref. 14). 

and diffusion characteristics of the system, while large-scale 
turbulence increases the surface area of the ·flame. The 
latter condition is probably of the most interest in practical 
applications. The theories are not yet sufficiently advanced 
to be of great value in predicting turbulent flame velocities, 
It appears, at this time, that more reliable estimates may 
be made with the empirical relations listed in tables XXII 
and XXIII. 

FLAME-INDUCED TURBULENCE 

The theoretical studies presented attempt to relate the 
turbulent flame velocity to the intensity and scale of the 
approach-stream turbulence. While Damkohler, Delbourg, 
and Leason m~t with some success in this regard, some of the 
observations by Scurlock and Karlovitz require additional 
explanations, 

If the turbulent flame velocity is strongly dependent on 
the approach-stream turbulence, it would be expected that 
changes in the intensity of turbulence should be reflected in 



BASIC CONSIDERATIONS IN THE COMBUSTION OF HYDROCARBON FUELS WITH AIR 181 

(0) 

(a ) First effect 
only. 

(b) 

Unburned 
ga s 

-- Mean position 
of flame 

- I ns tantaneous 
flame front 

It 11 Burner 
~ rim 

Uo 

(b) 

Firs t and econd 
effects only. 

Unburned 
gas 

I ti ii 0. B~i~er 
Uo 

(c) 

(c) First, sccond, and 
third effects. 

FIG URE 175.-Schematic diagrams of stabilized unconfined flames 
disturbed by turbulence , assuming I DO-percent conversion of 
available energy to turbulence (ref. 14). 

the flame velocity. Scurlock (ref. 14) found in his V-flame 
experiments that the insertion of screens in the approach 
flow had a negligible effect on the measured flame velocity. 
He explains this phenomenon by suggesting a model in 
which the approach-stream turbulence merely is added to a 
much stronger turbulence produced by the flame itself. As 
burning begins at the stabilizer, as shown in figure 174, the 
unburned gas around it must either expand or accelerate. 
Since the gas flow is enclosed in a tunnel, the unburned gases 
accelerate, producing shear forces between the burned and 
unburned gas and creating a highly turbulent flow. If the 
sheaT forces become sufficiently great, as may occur at ' ''ry 
high velocities, the flame may not be able to transfer heat 
and active particles at a sufficient rate to propagate. This 
suggests that too much turbulence can be detrimental to 
flame propagation and is consistent with experimental 
observations of flame stability (ch. VI). 

Karlovitz (ref. 10) subsequently found it necessary to 
consider flame-induced turbulence for open flames as well. 
Since he used an angle method to determine turbulent flame 
velocity, he was able to measure flame velocity as a function 
of the distance from the tube edge. Using equation (32) to 
calculate turbulence intensities from his measured turbulent 
flame velocities, Karlovitz found that the calculated .Ju; 
agreed with the ..f(J measured by a hot-wire anemometer 
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FIGURE 176.-Variation of flame-induced turbulence with fraction of 
tube radius as calculated from experimental flame velocities (ref. 
10). 

only at the burner rim, and, as shown in figure 176, the 
calculated ..f(J is considerably greater than the measured 
intensity at other points. It was mentioned previously that 
the expansion of the burned gas may either accelerate the 
unburned gas or cause it to expand. In the closed pipe, a 
velocity increase was suggested. With the open flame, 
Karlovitz suggests that the expansion of the bumed gas 
from the flame, which is oriented at random angles, produces 
random fluctuations in the unburned gas, thus increasing 
the turbulence intensity. The turbulence intensity increases 
as the burning proceeds from the base to the tip of the flame. 
Karlovitz computes the maximum flame-generated turbulence 
from an equation based on the expansion ratio, where 

IU 2 =(...!...)(pun=1)U Y x 3 Pbg F,r. (49) 

The calculated flame-generated turbulence is shown in 
figure 176, and it is evident that this could account for the 
discrepancy between calculated and measured tW'bulence 
in tensities. 
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SPACE HEATING RATES 

The principal objective of the turbulent flame is to produce 
heat at a high rate in a small volume. The preceding 
discus ions have treated the characteristics of the turbulent 
flame and the rate at which unburned gas can be consumed 
by the turbulent flame. Space considerations to a large 
degree have been ignored. The following paragraphs treat 
some of the spatial considerations of turbulent flames. In 
addition, the space heating rates achieved in a highly mixed 
reactor are di cussed as a pos ible upper limit under condi
tions where heat transfer and diffusion have been minimized. 

TURBULENT BU SE FLAMES 

As a first approximation, the luminous zone in figure 153 
may be considered the reaction zone. The volume contained 
in this zone thus may be considered as the space required 
to consume the fuel-air mixture. Simon and Wagner 
(ref. 23) define the space heating rate of a turbulent flame 
by the equation 

(50) 

where 

volume flow rate of unburned mixture 

VI' flame volume 

ill/a heating value per unit volume of fuel-air mixture 

An analysis of the exhaust products of a number of turbulent 

flames indicated that combustion was complete, 0 that an 
efficiency factor was not required. 

To obtain the flame volume, it was assumed that the 
flame was a figure of revolution so that the flame volume 
could be calculated from measurements taken from a direct 
photograph of the flame. Because the outer and inner 
boundaries of the flame brush are diffuse, the calculation 
of flame volume is somewhat uncertain. It was found, 
however, that consistent flame volumes could be obtained 
with wide variations in exposure time and film developing 
time. Some of the results are presented in table XXIV. 

Table XXIV shows that the parameter "f' is relatively 
independent of linear flow velocity over the limited range 
studied. Reference 23 shows that 1/ is related to laminar 
flame velocity and tube diameter according to the equation 

1"'= 6.1 UF,L 

d,ube 

for the flames studied. The space heating rate then, for 
these flames, is proportional to the mixture heating value 
AH/,a and to the laminar flame velocity but inversely pro
portional to the burner diameter. A plot of space heating 
rate against l/dtube is shown in figure 177. 

SPHERICAL REACTOR 

In most theoretical considerations of turbulent flames, 
the flame chemistry is assumed to be the same as for laminar 
flames. Laminar flame velocity is usually included in the 
equations to represent the chemical rate. It is possible, how
ever, that the improved mixing due to the turbulence may 

TABLE XXIV.-SPACE HEATING RATES OF TURBULENT BU SEN FLAMES (Ref. 23) 

Laminar Burner Linear Volume Flame 1; "f' Spaee heating values 
burning diam., flow rate, flow rate, 

. ., 
volume, sec- 1 sec-1 

velocity, d tub " 
U o.m, VII,o, VI', 

-------------
UF •L , cro em/sec cc/sec cc call Btu/ 

em/ ec (sec) (cc) (hr) (cu ft) 
------------------------------------------------------

35. 5 O. 639 1648 528 1. 49 354 } 344 2000 640 1.92 334 2. 88 X 102 1. 17 X 108 

1.016 800 647 2. 74 236 

) 
1173 951 4.61 206 
1605 1301 6. 23 209 222 1. 86X 102 . 2030 1644 7.62 216 7. 55 X 107 

2410 1957 9.01 217 
2780 2257 9. 07 249 

1. 459 . 782 1301 7.36 177 
} 984 1644 8. 58 192 191 1. 81X 102 6. 50X 107 

1194 1982 9. 76 203 

1.890 239 670 4.65 144 } 138 1. 16X 102 661 1894 14. 29 133 4. 69X 107 

71 1. 016 1301 1054 2.12 498 } 1837 1489 3.36 443 462 --------
2114 1713 3.83 445 

- - --- - - ... 

1.459 630 1054 3. 42 308 } 

I 

890 1489 4.52 329 327 -- - ----- --- - - - --
1152 1927 5.61 344 

1. 890 530 1489 7. 20 208 } 610 1713 6.94 247 236 -- -- ---- --------
765 2150 8. 50 253 
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FIGURE 177.-Space heating rates for propane-air flames. 

alter tbe environment in the reaction zone so that the rate of 
reaction is no longer properly represented by laminar flame 
velocity. In the extreme, the mixing processes may be so effi
cien t that an essen tiaily homogeneous reaction occurs. Lo ng
well and Weiss (ref. 24) have constructed a spherical reactor 
in which high-velocity jets of fuel-air mixture are used to 
create a highly stirred reaction system. The homogeneity of 
the system during reaction was assessed by removing gas 
samples at various locations within tbe sphere. It was found 
for the time-averaged samples taken that the composition 
was uniform through more than 90 percent of the reaction 
volume. 

In general, the conditions of mass flow, pressure, or fuel-air 
ratio were altered until blowout was achieved; thus, the 
maximum burning rate could be determined for each set 
of inlet conditions. It was found that the blowout data 
were a function of fuel-air ratio such that 

In a perfect.ly stirred reactor, the blowout condition is 
related to the rate of the chemical reaction. As the unburned 
fuel-air mixture feed rate is increased, for example, t,he 
reaction temperature decreases but the concentration of 
reactants increases. A condition is ultimatrly reached at 
which the decrease of reaction rate due to the lowering of 
temperature exceeds the increase in reaction rate due to the 
increa ed reactant concentration. At this condition the 
reaction stops. Longwell and Weiss used two somewhat 
differing equations for their fuel-lean and fuel-rich blowout 
data. For the lean case, the pre-exponential term was 
1.67 X 1010 (liters)0.8 (OK)O 5 (g-mole) 0.8, and for the rich case 
this constant was 1.11 X 1011 in the same units. An activa
tion energy of 42,000 calories per mole was used for both 
conditions. From the data obtained, the limiting space 
heat-release ra~e for a stoichiometric mixture at atmospheric 
pressure and 400° K inlet temperature was 3 X 108 Btu/ 
(eu ft)(hr). 

COMPARISON OF SPACE HEAT-RELEASE RATES 

It is now of interest to compare the space heating rates for 
various systems. Table XXV is taken from reference 23, 
where such a compari on is made. It should be kept in 
mind that the choice of tbe reaction volume is some\Yha ~ 
arbitrary in some of the systems quoted, so that variat.ions 
in the heat-release values may exist. From the table it 
appears that the reaction zone of the laminar flame exhibits 
the highest heat-release rate, with the reactor of Longwell 
and Weiss (ref. 24) approaching a similar value. The 
turbulent Bunsen flame has a somewhat lower heat-release 
rate, while a turbulent diffusion flame and most turbojet 
combustors have less than 1/100 the heat-relea~e rate of the 
laminar flame or spherical reactor. 

One may infer from the table that considerable improve
ment is possible for practical combustors, but it must 
be remembered that the highest heat-release rates have been 
obtained without regard to some of the practical considers:
t ions that are partly responsible for the lower rates found in 
combustors. 

TABLE XXV.-HEATING VALUES FOR VARIOUS T YPES OF COMBUSTION (Ref. 23) 

Space heating 

Combustion system 
rate, l1Q • .", 

Btu/(hr) (cu ft R eference 
of flame or re-
actor at atm. 

pressure) 
--------------------------- - ----- --------

Laminar flame, stoichiometric propane-air __ ___ _____ ___ _____ 4 X 108 (a) 

Laminar flame, 0.9 stoichiometric propane-ai r at 3200 0 F,Y. atm _____ ____________ ___ ___ ________ ______ ____________ _ 6 X I08 25 

Homogeneous reactor, tirred stoichiometric propane-air ___ ___ 3 X I08 24 

Turbulent premixed stoichiometric propane-air _______ ____ ___ 5-11 X 107 23 

Turbulent diffusion flame, city gas __ ______ ________________ _ 1. 2 X lOG 26 

Combustors ____ _______ _____ __ ______ __________ _____ ______ Order of 106 
----

• Calculated from U" L=35.5 em/sec and G;=fJ.03 em. 
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APPLICABILITY OF TURBULENT FLAME STUDIES TO 
JET-ENGINE COMBUSTION 

One of the characteristics that the turbulent flames con
sidered in this chapter have in common is the apparent 
existence of a continuous flame surface. While islands of 
flame may be broken away from the main body of flame 
under high flow conditions, such flames have not received 
much study. The flames existing in practical combustors 
mayor may not have a continuous surface. It appears rea
sonable that a flame burning from a flameholder, at least 
under conditions of moderate flow velocity, should resemble 
the V-flames discussed herein. There is no analogy, how
ever, between these flames and the highly broken-up flame 
in a turbojet combustor. J evertheless, if these islands of 
flame behave as individual burning spheres, each such 
sphere may retain the burning characteristics of the turbu
lent flames discussed in this chapter. 

Despite the uncertainty in the prediction of turbulent 
burning velocity, the flame dimensions included herein may 
be used to compute the space requirements for combustion 
under a given flow condition. It may be assumed, for ex
ample, that the envelope of a turbulent Bunsen flame rep
resents the minimum volume necessary for complete com
bustion of the mixture flowing into the flame. Correlations 
based on this and analogous concepts are presented in sub
sequent chapters. 
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CHAPTER VI 

FLAME STABILIZATION 

By GORDON L. DunnER and ~1EI.vDI GERSTEIN 

INTRODUCTION 

The discussion of flame stabilization presented in this 
chapter is limited to studies of open flames burning from the 
ends of cylindrical tubes 01' nozzles and of con:iined flames 
burning from single flameholders in small, ramj et-type 
combustion chambers. The description, definition, and 
ignificance of critical boundary velocity gradients, penetra

tion distances, and edely stabilization are given. Also 
included are experimental data and correlations of the efTect 
of various flow parameters and chemical factors on Harne 
stability. ome instability phenomena connected with the 
propagation of nonturbulcnt flames are discussed. Finally, 
theoretical treatments for the prediction of critical boundary 
yelocity gradients and for stabilization in the recirculation 
zone behind bluff bodies (eddy stabilization) are considered. 

SYMBOLS 

The following symbols are used in this chapter: 
A cross-sectional area 
a constant 
b exponent 
CD drag coefficient 
1'(/ concentration 
c exponent 
Cp speciJic heat at con tant pressure 
D diffusion coefficient 
9 ratio of rod diameter to tube diameter 
d diameter 
d~h characteristic dimension of flameholder 
Eac, activation energy 
FIr friction factor 
:T function 
f fuel-air ratio 
g 

K 
k 
M 
m 
p 

Q 
R 

. Re 
r 
s 
T 
Ta 

boundary velocity gradient 
property of multifuel mixture 
constant 
molecular weigh t 
exponent 
pressw'e 
heat-supply rate 
universal gas constant 
Reynolds number 
radius 
percent of stoichiometric oxidant 
temperatW'e 
ignition t.emperature 

:!7,. reaction-zone thickness 
U velocity 
11 volume 
w mass-flow rate 
X mole fraction 
x distance 
Z collision factor 
l in fraction of entering fu el 
18 1 fraction of stoichiometric fuel cOllcentration 
K thermal cond uctivi ly 
fJ. absolute viscosity 
v kinematic viscosity 
p density 
<p equivalence ratio 
1/1 volumetric ratio 
Subscripts: 
a air 
av average 
bo blowoll 
c cell 
cr critical 
cyt cylinder 
dt duct 
F flamc 
f fu el 
fb flashback 
i i th fuel 

.7 .ilh fuel 
L laminar 
mx mixture 
0 initial conditions 
pen pellctration 
r rod 
req required 
sh sheltered zone 
st stoichiometric 
tube tube 

STABILITY DIAGRAMS: VELOCITY-CONCENTRATION LIMITS 

OPEN FLAMES WITH SECONDARY AIR 

The velocity-concentration regions for the various stabil
ity phenomena typical of open burner flames with secondary 
(ambient) air, which have been studied by a number of 
investigators (e. g., refs. 1 to 3), are schematically illus
trated in figW'e 178. When the approach velocity to a 
seated open flame is decreased until the flame velocity ex
ceeds the approach velocity over some portion of the burner 

185 



186 REPORT 130O---NA'l'IONAL ADVISORY COMMITTEE FOR AERONAUTICS 

No Lifted 
flame ~ flame 

EI 
~ 
~ 

Q;j 

?:: ~, 
'u 

1/ Lift 0 
a; 
> 

A Flame (/), 
at port I ~, or lifted 

~o 
~o ropbock , 

Flame 
at 

FlashbaCk 
port 

Fuel concentration 

FIGt'RE 178.-Characteristic stability diagram for open flames 
(ref. 1). 

port, the flame flashes back into the burner. This flashback 
always occurs in the unshaded area under the flashback 
curve in figure 178. If, on the other hand, the approach 
velocity is increased until it exceeds the flame velocity at 
overy point, the flame will either be extinguished completely 
when the conditions fall in the unshaded region to the left of 
the blowoff ClU've or, for fuel-rich mixtures, it will be lifted 
above the burner until a new stable position in the gas 
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FIG URE 179.-Comparison of blowoff curves obtained with split-flame 
(SmitheUs) burners with those obtained on ordinary single-tube 
burners. Ethene-a ir mixtures saturated with water " apor a t 200 

C (ref. 5). 

stream above the port is reached as a result of turbulent 
mixing with and dilution by secondary air. The lift curve is 
a continuation of the blowoff curve beyond a critical per-
centage of the fuel gas at point A. The blowout curve 
corresponds to the gas velocity required to extinguish a 
lifted flame. Once the flame has been lifted above the port, 
the approach velocity must be decreased to well below the 
lift velocity before the flame will drop back and be reseated 
on Lhe burner rim. Between fuel concentrations A and B, 
the blowout of the lifted flame occurs at a lower velocity than 
the flame blowoff from the port. Such a lifted flame, at 
constant composition, can be produced only by ignition from 
above the port. 

FLAMES DEPRIVED OF SECONDARY AIR 

Burner flames may be deprived of secondary air either by 
surroundinO" the flame with an annular flow of an inert gas 
(ref. 4) or "'by splittillg the flame (Smithells separator-type 
burner) so that the outer mantle burns above an outer 
concentric tube, thus depriving the inner cone of access to 
the secondary air (ref. 5) . In either case, blowoff curves 
pass through a maximum near the stoichiometric concen
Lration (fig. 179) and therefore are similar in shape to flame 
velocity curves (e. g., fig . 129). The decrease in blowoff 
velocity with increa ing concentration on the rich side is 
not observed with open flames having access to secondary 
air, because, as a rich mixture is diluted by secondary air 
through molecular and eddy diffusion, the flame velocity is 
kept high and the blowoff velocity continues to increase. 
For the same reason, lifted flames do not occur in the ab
sence of secondary air. Flashback is, of course, unaffected 
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paint thinner); mixture stagnation temperature, 1500 F ; static 
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FIGURE I81.-Blowoff from spherical f1ameholders in I-inch free jet 
at atmospheric pressure (ref. 7). 

by secondary air. The blowoff behavior of confined flames 
burning from flameholders is similar, as illustrated by figure 
180 for a hydrocarbon fuel burning from flameholders of 
various diameters (ref. 6). These flameholders were mounted 
across the I-inch dimension of a 1- by 4- by 12-inch combus
tion chamber. 

Another type of stability diagram that eliminated the 
effect of flameholder diameter for rich blowoff from spherical 
flameholders in a I-inch free jet at atmospheric pressure is 
demonstrated in reference 7. Fuel mass flow was plotted 
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against air mass flow, as shown in figure 181, in which the 
rich curves form a common envelope. 

MECHANISMS OF FLAME STABILIZATION 

CRITICAL BOUNDARY VELOCITY GRADIENT 

Flames stabilized on burner.-The conditions for stability 
may be described in terms of laminar flow, regardless of 
whether the flow in the tube is laminar or turbulent, because 
in either case there is a laminar sublayer at the stream bound
ary (ref. 1). Any point of equality between flow velocity 
and flame velocity must lie within the laminar sublayer, 
because the gas velocity at the boundary between the 
sublayer and the turbulent core is greater than the flame 
velocity. The velocity gradient in this region near the 
stream boundary where stabilization must occur may 
be assumed constant if the width of the region is small c01n
pared with the tube diameter. In reference 3 (p . 282), 
curves for flashback of natural-gas flames indicate that this 
assumption is satisfactory for correlating flashback data 
obtained with tube diameters larger than the flame-quenching 
diameter. The critical boundary velocity gradients for 
flashback and blow off have been used quite successfully 
both to correlate' flashback or blowoff data obtained with 
burners of various sizes and shapes (ref. 3, pp. 282-302, 
and ref. 8) and to correlate turbulent with laminar blowoff 
data (e. g., refs. 2 and 9). 

The. interaction of the flame velocity and the critical 
boundary velocity gradient for a Bunsen flame' can be under
stood by reference to figure 182. Figure 182(a) illustrates 
how the flame position shifts with increasing gas flow, the 
flow increasing from flame position A to C. As the flame 
moves away from the burner port, the fringe of the flame 
moves closer to the stream boundary. The reason for this 
can be seen by considering also curves A, B, and C of figure 
182(b), which represent the variation of flame velocity with 
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FIGURE I82.-Interaction of flame velocity and critical boundary velocity gradient. Bunsen flame (ref. 3, p. 244) . 
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FIGURE 183.-Lifted turbulent burner flame (ref. 3). 

distance fronl the stream boundary for flame positions 
A. B, and C. In all these curves, the flame velocity is con
stant far from the stream boundary, but at smaller distances 
the solid burner rim exerts a quenching effect on the flame 
by extracting heat and destroying reactive chain carriers, 
and the flame velocity decreases. At some small distance 
from the stream boundary, the quenching becomes complete 
and the flame velocity falls to zero. 

The height of the flame fringe above the rim (fig. 182(a» 
has been called the dead space above the rim. As the flame 
moves up from position A to position B or C, the loss of heat 
and active particles diminishes, the region of constant flame 
velocity extends closer to the stream boundary, and the 
fringe of the flame approaches the stream boundary. For 
lean mixtures, there is a limit to this movement toward the 
stream boundary, because there is superimposed on the 
quenching effect a flame velocity reduction due to the diffu
sion of external (secondary) air into the unburned gas. 
This diluting effect increases as the flame moves away from 
the burner. Thus, flame velocity curve C may represent 
the limit of approach of the flame fringe toward the stream 
boundary for a lean mixture. For a rich mixture, secondary
air dilu tion may increase the flame velocity; for a very rich 
mixture, a stable lifted flame may be obtained several tube 
diameters above the port (fig. 183; note that the base of the 
flame is at the point of turbulent breakup of the laminar jet 

issuing from the port; the turbulent eddy diffusion is required 
to mix sufficient secondary air with the very rich mixture so 
that a nearly stoichiometric mixture results). Conversely, 
curve A of figure 182(b) may represent the nearest point 
to which a stable flame can approach the burner rim. 

For any flame velocity curve between the limiting curves 
A and C (fig. 182 (b», there will be a gas flow for which the 
straight line representing the boundary velocity gradient is 
tangent to the flame velocity curve (lines 2 to 4). Any line 
such as 1, which represents a smaller gradient than line 2, 
will intersect curve A, and there will be a region where the 
flame velocity exceeds the gas velocity. As a result, the 
flame will flash back into the tube. Any gradient larger 
than line 4 will cause the gas velocity to be everywhere 
greater than the flame velocity, and the flame will blow off. 
Hence, gradients 2 and 4 are called the critical boundary 
velocity gradients for flashback and blowoff, respectively . 

The critical boundary velocity gradients for Bunsen 
flames are calculated from equations for the frictional drag 
imposed by a wall. For fully developed laminar flow through 
a long cylindrical tube (Reynolds number <2100), the 
critical boundary velocity gradient g may be found by 
differentiating the Poiseuille equation (ref. 3, p. 279), which 
gives 

(1) 
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FIGURE 184.-Stabilization of combustion wave by rod (ref. 3, p . 246). 

The more general equation, which holds for either laminar 
or turbulent flow, is 

F/TPU~. F,rUa.Re 
g= 2iJ. 2d

tube 
(2) 

where F/T is the friction factor from the empirical Fanning 
equation (ref. 9). For the laminar-flow condition through 
long cylinders considered in equation (1), F/T=16/Re. The 
following expressions are given in reference 8 for the friction 
factor in laminar flow through various types of burners: 
Short circular port (orifice) : 

F 
8.5 

'/T= Reo. 5 (3) 

Long square channel: 

F 18.9 
/r= Rel.lI (4) 

Long rectangular channel: 

F 
40.2 

/r= Rel. 27 (5) 

Long triangular channel: 
F 29.8 

/T= Re1. 29 (6) 

In all these cases, the diameter used in computing Re is the 
hydraulic diameter (i. c., twice the cross-secLional area of 
the channel divided by the perimeter) . 

For turbulent flow in long, smooth, cylindrical tubes, 
several equations have appeared in the literature. The 
empirical equation of Blasuis (see ref. 9) is used in references 
2 and 8 to 10. For 3000<Re<100,000, this equation gives 

0.080 
F'r= ReO•25 (7) 

Others (e. g., ref. 1) have used the empirical equation of Roo 
(see ref. 11), which, for the range 5000<Re<200,OOO, gives 

(8) 

For flow in the transition region between laminar and 
turbulent flow (2100<Re<3000 to 5000), there is no avail
able equation for F,r • Some estimate of F/T is obtained 
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FIGURE 185.-Relation between flame- and gas-velocity curves at stability limits. (For flashback, tube diameter is considered to be 

at least tlYice quenching distance; primes refer to non adiabatic conditions.) (By permi sion from ref. 10.) 

from arbitrary curves connecting the curves for laminar and 
turbulent flow (ref. 11). 

Flames supported on wires or rods,-A mechanism 
similar to that for burner flames can be applied with some 
success to flames supported on wires or rods, but the corre
lations are not as good as those for burner flames, and other 
mechanisms have been proposed. evertheless, it is of 
interest to examine this theory for supported flames. Lewis 
and von Elbe (ref. 3, p. 245) visualize the stabilization as 
shown in figure 184. In figure 184(a), the concept of the 
flow around a wire located coaxially with the flow is shown. 
Just above the wire, there is a region of zero flow velocity 
followed by a gradient to the stream flow . At position A 
above the wire, the condition shown in figure 184(b) exists, 
in which the flame velocity is everywhere lower than the 
flow velocity and a stable flame cannot exist. The flame 
would thus be forced upward, away from the wire. At a 
position more remote from the wire, such as position B, 
both the flow velocity and the flame velocity in this region 
increase, the flame velocity increasing more rapidly than the 
flow velocity, so that ultimately a point of tangency exists 
as shown in figure 184(c), which corresponds to the condi
tion of stability. The increase in flame velocity is limited, 
however, since it presumably will approach laminar 
flame velocity when the quenching action of the wire is 
reduced; but the flow velocity can be increased so that ulti
mately the flow velocity exceeds the flame velocity at all 
points and the flame blows off, as shown by the curves of 

figure 184(d). As long as the wire does not heat up and is 
smaller than twice the dead space in diameter, Lewis. and 
von Elbe predict that the velocity gradient for blowoff is 
independent of wU'e diameter. However, larger wires pro
duce a large sheltered region, so that a higher flow velocity 
and a higher boundary velocity gradient are reached before 
blowoff occurs. 

The critical boundary velocity gradients for flames 
anchored at the end of an axially mounted wire or rod may 
be calculated by differentiating the equation for flow through 
an annular space, which gives (ref. 3, p. 289) 

(9) 

Penetration distance,-An arbitrarily defined quan ti ty 
that has been used to illustrate the effects of wall quenching 
and secondary-air dilution (e, g., refs. 1, 3 (p. 285), 9, 10, 
and 12) is the penetration distance Xpen: 

(10) 

This ratio of fundamental flame velocity to critical boundary 
velocity gradient represents the distance from the burner 
wall at which the local stream veloci ty is equal to the funda
mental flame velocity (fig. 185) . The penetration distan ce 
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is to be distinguished from the small dead space at the wall 
(fig. 185 (a)) or the dead space above the rim (fig. 185 (b)) 
where quenching is complete and the luminous zone assumes 
a position parallel to the gas-flow lines. For flashback, this 
distance approximates the depth of penetration of the 
quenching effect of a single wall; that is, the distance from 
the wall at which the local flame velocity becomes smaller 
than the fundamental flame velocity of the mixture as a 
result of quenching. For blowoff, secondary-air dilution 
also affects the penetration distance; for a lean mixture, 
secondary-air dilution would tend to decrease the flame 
velocity and thus decrease the penetration distance, wherea 
it would have the opposite effect for very rich mixtures. 
(The maximum flame velocity generally occurs with a mix
ture slightly richer than stoichiometric.) The subject of 
penetration distance is discussed further in the theoretical 
section of this chapter. 

ST ABILIZA nON BY EDDIES 

While the mechanism of Lewis and von Elbe is reasonable 
for supported flames as well as for burner flames, some of the 
characteristics of supported flames are not so well described 
as is desirable. Supported flames do not always blow off 
as the theory suggests, but often a small residual flame 
remains in the wake of the support. Lewis and von Elbe 
have, in fact, shown that this region is not characterized by 
a linear velocity gradient but that eddies are formed just 
after the support. These are shown schematically in figure 
186, in which the eddies are apparently stabilized by the 
flame, since for a given flow the eddy is smaller With ignition 
than without. Reference 13 suggests that these eddies act 
as a source of heat and active radicals and thus provide a 
constant ignition source to stabilize the flame. The nature 

__ - _- - Rod Rod- · -.. __ _ 

Tube unignited Tube ignited 

FIGURE 186.-Flow lines around axially placed rod with and without 
flame (ref. 3, p. 269). 

of these eddies and of the flow around them determines wh('n 
blowoff occurs, because an equilibrium is set up between the 
production of heat in the eddies, its transfer to the SUlTOWld
ing flow, and the ignition requirements. This subjcct is 
also discussed later in this chapter. 

EFFECT OF VARIABLES ON STABILITY LIMITS 

FLOW VARIABLES AT CONSTANT PRESSURE AND TEMPERATURE 

Characteristic dimension of burner or fiameholder.-A 
number of investigators have found that flashback and blow
off limits of open flames burning from tubes or nozzles at 
room conditions are independent of tube diamrt(,l" when 
plotted as fuel concentration (or equivalence ratio) against 
the critical boundary velocity gradient. Lewis and VOll 
Elbe (ref. 3, pp. 282-300) plotted flashback-limit data for 
natural-gas-air, hydrogen-air, hydrogen-oxygen, acrtylene
oxygen, methane-oxygen-nitrogen, and propane-oxygen
nitrogen flames in this manner. They found the critical 
boundary velocity gradients for flashback glb to be inde
pendent of tube diameter as long as the diameter was some
what larger than the quenching diameter but not so large 
that flashback was preceded by a severe tilting of the flame, 
in which case the limit was not clearly distinguished. 

The critical boundary velocity gradients for blowofl' gbo 

of natural-gas-air mixtures in the laminar-flow region were 
also independent of diameter both for ordinary Bunsen 
flames and for some inverted flames stabilized at I,he ends 
of wires mounted in the axes of t.he tubes. Successful 
correlations were obLained with gbO for several other fuel
oxygen-nitrogen mixtures in laminar flow. Reference 2 
presents a correlation extending from the laminar-flow range 
well into the turbulent-flow range on a continuous curve for 
propane-air flames for a range of tube diameters as shown in 
figure 187. This figure shows that the curves for the small 
tubes deviate toward higher velocity gradients only above 
a propane mole fraction of 0.15. Reference 1 also pres en ts 
continuous curves from laminar into turbulent flow for 
butane-air flames. Furthermore, the hydrogen-air dat,a of 
reference 3 (pp. 292- 293) when properly calculated give a 
similar smooth curve extending into the turbulent regioll. 

For blowoff limits of simple, single f1ameholders in small 
combustion chambers, various investigators have fOllnd 
correlations with a parameter 

Ua,.bo= c;z-.( ) 
d*b d T tp 

I" 

(ll) 

plotted against fuel concentration, where d~h is the character
istic dimension of the f1.ameholder and b is an empirieal ex
ponent (table XXVI). For example, in reference 13, a 
correlation was obtained for b=0.45 with rods var.ying in 
diameter from 0.016 to 0.498 inch (some of which were 
downstream of turbulence-producing screens) for city-gas
air flames in a two-dimensional combustion chamber 1 by 3 
inches in cross section (fig. 188). Reference 6 reports the 
data of figure 180 to be correlated with b=0.5 for equivalellce 
ratios below 1.5. However, reference 14 found that b=0.18 
gave the best correlation for new data on rod-stabilized city
gas-air flames, and that, for lean hydrogen-air flames and for 
propane and city-gas flames in certain ranges of veloeit,y 
and concentration, b is negative. 
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Axially mounted cylinders and cones in high-velocity 
streams (200 to 900 ft/sec) near the open end of a 6-inch pipe 
were used in reference 15, in which a correlation was observed 
with diameter for b= 1.0, when a high-boiling mixture of 
paraffins and naphthenes was used. DeZubay (refs. 16 and 
17) used disks mounted with the diameter normal to the 
flow in a cylindrical duct. He obtained a correlation with 
b=1.0 for naphtha, 0.85 for propane, and 0.74 for hydrogen. 
D eZubay pointed out that, in the case of reference 13 (and 
the same comment would apply to refs. 6 and 18), the pro
jected flameholder area was proportional to the character
istic dimension d~h' because in all cases the flameholder ex
tended across a duct of fixed width. On the other hand, 
for DeZubay's data (or those of ref. 15), the projected area 
is proportional to the diameter squared. Hence, all the 

correlations except those recently reported in reference 14 
are close to Ua •• bo/Ao.5. These and other empirical corre
lations (refs. 6, 7, 13, and 15 to 19) involving the character
istic dimension d~h are summarized in table XXVI. 

Zukowski and Marble (ref. 20) suggest that the proper 
exponent to be used may depend on the nature of the wake 
flow. Under conditions where the main flow is turbulent, 
the flow near and in the stabilization region may still be 
laminar, so that molecular transport processes are important. 
Under such conditions an exponent of 0.5 seems to fit the 
data. If the flow about the flameholder is such that turbu
lent transport properties become important, then an expo
nent of 1.0 appears to give a better correlation. The proper 
exponent, then, depend:; upon the Reynolds number of 
the flow and the nature of the flameholder. 

TABLE XXVI.-CORRELATING PARAMETERS FOR CONCENTRATION LIMITS OF BLOWOFF FROM FLAMEHOLDERS 

F lameholder mounted 
in chamber 

Corrclating 
parameter Flamcholder 

Characteristic Mixture velocity, 
dimcnsion, U m7, ft/sec 

dih l in. 

Transwrse, in 1" by UldO." __ _______ Uncooled rods or gut- 0. 016--0.408 f'()-3oo approach __ _ 
3" ters 

Transwrse, in 1" by UldO.,,_., ____ ____ }COOled cylinders ____ _ { 0.035-{).494 
4" UITo _____ ___ .127 

60-740 approach __ _ 
~ approach ___ 

Trans\'prsp,in l}~" by UjdO.'T'·'_ __ __ Ceoled or uncooled 0.187-0.375 120-850 approach __ 
3" rods 

Axial,in 6" piP"--- --- Uld ____ ___ ____ Uncooled rods, cones. 
annuli, or gutters 

Axial. in 4" pilX' ____ __ UldO."pO.,, ___ __ Disks ____ __ _____ __ ___ _ 
Uid I 
UId"" ~ 

0.76-3.5 

0.~2.0 
I 
~ 

200-950 past baffle 

40-550 past baffle 
I 
~ 

Pressure, 
p , atm 

1.0 

'1.0 
1.0 

1.0 

1.0 

0.2-1.0 
I 
~ 

Approach 
tern perat ure, 

T o1on 
Fuel 

Calming-cham ber 
screens and con

traction ratio 

Refer
ence 

520-600; 
mixture 

Cambridge city 2OO-Mcsh; 20: 1 (P' I U= 13 
gas; propane 0.004) 

610; mixturc ___ }HYdrocarbon } M 
606-970________ blend (C.-C,) 150- csb; 28:L __ ___ __ 

6 

660,860; 
mixture 

Gasoline_ _______ __ __________________ ______ 18 

760; inlet air ___ Naphtba (C.-C,) (Fully developed pipe 
turbulence) 

550; m1'lture ___ Propane ___________ Fine mesb; 4:L ______ _ 
N apbtha ____ ____________ _________ ___ _____ _ 

~ Hydrogen ___ ________________________ ____ __ 

15 

16 
17 
17 

AxiaL __ _ _ _ ___ ___ _____ UldO .• _ __ ______ Disks_ _ ____ _________ __ __ ____ ____ _ __ __ _ ___ ______ __________ _ 1. 0 ________ ________ ____ __ __________ _________________________ __ _ 19 
19 

Axial, above W' to ~~-(~;;~~ -~; - :~::::::::::::::::::: --~~~~~;~~- - - ~;:.;;;;-~~~~~-.:~~: ::I----- ~ ~~----I- ;~: ~;~~ -~i~::: - ~;;~~~~-_:::::::::: - ;~:M~;~~-;;~;;~:::::: 
1 ~4" nozzle 
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On the other hand, Barrere and Mestre (ref. 21) showed a 
lack of correlation with characteristic dimension, because, 
for a cylinder, a 90° gutter, and a flat plate, each having a 
projected width of 5 millimeters, three different sets of 
velocity-concentration curves were obtained. Gerstein (ref. 
21) suggests that for greater generality the correlating 
parameter should account for differences in flow about 
obstacles of different shapes. The dimension sought may 
be, for example, the lateral width of the vortex formed 
behind the obstacle. In cold flow, a cylinder with a projected 
width of 0.75 inch has a vortex width of 1.09 inches, whereas 
a flat plate of the same projected width produces a vortex 
1.30 inches wide under the same flow conditions (ref. 22). 
The use of these relative vortex widths would bring the 
data of reference 21 for the cylinder and the flat plate to
gether. Unfortunately, such agreement based on cold-flow 
vortex widths may be fortuitous, because the flame does 
influence the flow (ref. 23). 

More recently Mestre (ref. 24) has shown that the drag 
coefficient of the flameholder, measured during combustion, 
serves to improve the correlation between flameholders of 
various shapes. His correlating parameter becomes 
Ua •. bO/d;hOn, where On is the drag coefficient. 

Reference 13 reports that the stability limits for a given 
size flameholder are unaffected by chamber width for ratios 
of chamber width to stabilizer critical dimensions from 10 
to 79. In practice it is often desirable to determine the 

optimum size of flameholder in a duct of given size. Pre
sumably, it is the velocity past the flameholder that is the 
important factor in blowoff. If the ratio of duct diameter 
to flameholder diameter d'1/ /d;h is large, then the average 
velocity of flow in the duct is very close to that past the 
flameholder. If the flameholder size is increased, then, 
according to equation (11), a higher velocity should be 
required for blowoff. Increasing the flameholder diameter, 
however, causes the flow near the flameholder to accelerate 
and thus limits the increase in average flow in the duct. If 
the simple system in sketch (q) is assumed 

Sketch (q) 

then the optimum ratio of flameholder diameter to duct 
diameter becomes 

(12) 

where b is the exponent in equation (11). For b=0.5 a 
blocked area of about 30 percent is found to be the optimum, 
while for b= 1 a blocked area of about 35 percent is optimum. 

In general, then, the velocity-concentration limits for open 
burner flames] or for open flames supported at the end of 
axially mounted wires, may be correlated by the critical 
boundary velocity gradient. For confined flames supported 
on flameholders, an empirical correlation of the type 

U;;/o=ff(cp) (13) 

may be applicable, where c is of the order of 0.5; for greater 
generality, a function of some length or area associated with 
the flow about the obstacle might be used in place of AO.S. 

Turbulence.-It bas already been noted that blowoff 
data for open flames on tubes of various diameters are corre
lated by a single curve of critical boundary velocity gt:adient 
against fuel concentration for both laminar and turbulent 
flow. Turbulent flashback is not ordinarily encountered in 
laboratory experiments; but] with very high velocity flames 
(e. g., H 2-02 flames, ref. 25) in large-diameter tubes, or at 
increased pressure, it may occur (ref. 12). The glb for 
turbulent flames is always greater than that for laminar 
flames of the same mixture, because the laminar boundary 
layer at the wall within which stabilization must occur 
becomes smaller. 

Scurlock (ref. 13) produced known turbulence in the 
approach stream of confined flames by means of screens. As 
the intensity of turbulence was increased, blowoff velocities 
decreased (fig. 189). The effect of turbulence of given scale 
and intensity decreased with increase in the ratio of flame
holder diameter to turbulence scale. Contradictory results 
are reported in reference 19, which states that placing a 
flameholder farther from the source of turbulence (closer to 
the combustion-chamber exit), where the intensity and ire
quencyof turbulence are smaller, decreased the stability limits. 
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Boundary-layer thickness.-In reference 26, the thickness 
of the boundary layer on a flameholder was varied by remov
ing part of the layer by suction through grooves in the flame
holder. The data of reference 26 and other data show no 
effect on blowoff velocity as long as both the approach flow 
and the boundary layer are lallular. If the approach stream 
is turbulent, a thin boundary layer may be penetrated to 
favor blowoff. When the boundary layer itself is turbulent, 
blowoff is accelerated in the same manner as it is promoted 
by upstream turbulence, but the effect may be more severe 
because of the absence of the laminar buffer layer between 
the combustible mixture and the r ecirculation zone. An 
increase in the flame-wedge angle at the farthest upstream 
point of flame holdu1g increased the flame-holding ability. 
In reference 7, the effect of boundary-layer removal from 
the flameholder (approximately 1 percent of the total flow) 
was studied; flame heights were drastically reduced and 
blowoff velocities were halved. 

Reference 27 reports that, for stream velocities of 80 to 
180 feet per second, the theoretically complete removal of 
the boundary layer markedly decreased the blowoff velocity 
of a fuel-lean flame and slightly decreased the blowoff 
velocity of a fuel-rich flame. It was also observed that 
blowing air into the boundary layer decreased the stability 
of lean flames and increased the stability of rich flames. A 
stable pilot was obtained by blowing propane into the bound
ary layer, even when the mainstream fuel concentration was 
zero. 
. In summary, boundary:-Iayer removal has no effect when 

both the approach flow and the boundary layer are laminar; 
when the laminar boundary layer becomes very thin because 
of approach-stream turbulence, or when the boundary layer 
itself becomes turbulent, its removal reduces stability. 
Lean flames are affected more than rich flames. 

Electric fields.-Reference 28 reports that longitudinal 
electric fields, either alternating current at 400 cps or direct 
current with the positive electrode in the burned gas, 
approximately doubled the blow off velocity of a given 
propane-au' burner flame as the voltage was increased from 
zero to 2000 volts. The rate of increase of the blowoff 
limits decreased rapidly after 2000 volts . 

Reference 29 confirms the preceding longitudinal direct
current field results in a study with butane-air flames. In 
the apparatus of refel'ence 29, the downstream electrode was 
a platinum ring around the outer tube or sku,t of a split
flame burner, and therefore the blow off curves obtained were 
typical of confined flames. The inner flame cone was sub
jected to a direct-current field of 0 to 18,000 volts, which 
caused a current through the flame of 0 to 100 microamperes. 
Further results obtained for a positive field (positive down
stream electrode) were as follows: (1) Concentration limits 
could be widened 200 percent, (2) dead space could be re
duced 70 percent, and (3) flame pressure could be more than 
doubled . When the downstream electrode was made nega
tive and the direct-current voltage was increased, it was 
found that (1) .concentration limits narrowed at low voltages, 
but the same widening obtained with positive fields was 

obtained at the higher voltages; (2) velocity limits increased 
in an erratic manner; (3) dead space passed through a max
imum (at highest voltages the flame vibrated rapidly and 
then became "derby" shaped); and (4) flame pressure de
creased and then increased with increasing voltage. 

With a transverse electric field of 15,000 volts, the con
centration limits were narrowed by 43 percent with a flow 
rate of 61 cubic centimeters per second, regardless of whether 
or not the flame was deprived of secondary au' by USU1g a 
quartz mantle (ref. 30). As stated previously, the inner 
cone and the flow lines inside the cone were strongly de
flected toward the negative electrode. The addition of 
alkali salts had little effect on the deflection of the flow lines. 

Acoustical disturbances.-Reference 28 reports that strong 
acoustical disturbances decrease the blowoff stability limits 
of propane-au' flames. In certain cases, an increa e in sound 
in tensity caused a seated burner flame to lift above the port; 
but when the sound intensity was again decreased, the flame 
blew out. The eddy motion in the emerging gas jet caused 
by the sound had stabilized the flame. 
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blowoff limits of Cambridge-city-gas- air flames. Screens 2 inches 
upstream of O.038-inch rod in 1- by 3-inch chamber (ref. 13). 
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FIGURE 190.-Effect of pres ure and burner-nozzle diameter on sta 
bility limits of stoichiometric acetylene-air flames at room temper
ature (ref. 31). 

PRESSURE AND TEMPERATURE VARIATION 

Pressure,--Stability diagrams are presented in reference 
31 for acetylene-argon-oxygen and acetylene-air flames. 
The data are actually presented on what might be considered 
velocity-pressure limit for these mL'Ctures in various tubes. 
For a given mixture, a different velocity-pressure cW've 
for each burner-nozzle diameter was obtained as shown in 
figure 190 for acetylene-ail' flames. Each of these curves 
consists of a blowoff branch to the upper left and a flash
back branch to the right. The lower part of each curve, 
which has a negative slope and connects ~he blowoff and 
flashback portions, represents the extinction limit where 
the flame dies out because of its inability to supply enough 
heat or active radicals to a sufficient volume of gas to con
tinue the propagation. 
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The curves of figure 190 werc obtained by varying pres
sure along a constant volumetric flow line until either flash
back, blowoff, or extinction occurred. The narrowing of the 
flashback extinction neck in the curves at lower velocities 
was pronounced for these acet:dene-air flames. In this neck 
region, flat flames wcre obtaincd, and the computed flame 
velocity dropped below the non-pre sure-dependent value 
obtained when this region was avoided. The minimum of 
cach curve represents a minimum propagation velocity for 
the mixture, which apparently is not greatly affected by 
pressure or tube diameter. The limiting pressure for com
bustion of a given mLxture at a given velocity was inversely 
proportional to tube diameter. In other words, the blowoff 
extinction curves of figure 190 may be brought together b~? 

plotting critical velocity against the product pd/ub • (see also 
ref. 12). This is analogous to the use of the correlating 
parameter U/pd/ubc for blowoff from spherical or disk-shaped 
flameholders (table XXVI). 

Reference 32 presents the extinction curve for stoichio
metric propane-air flames burning from Bunsen tubes or 
from round-end rods mounted axially in tubes. The extinc
tion velocity was proportional to p-2. 'fhe length of tIl(' 
extinction curve was increased by means of longitudinal 
electric field, which displace blowoff curves toward higher 
velocities as discus ed previously. Reference 33 reports that 
the critical velocity gradient for flashback g[b increased 
pres ure for methane-air from X to 1 atmosphere, or 
g[b ex:: pO.6 to 0.8 ince the data of reference 33 showed flame 
velocity Up ex:: p-O.24 for methane, the penetration distance 
was approximately inversely proportional to pressure. The 
critical velocity gradient for blowoff gbo also increased with 
pressure (ref. 33). While the blowoff data were more 
erratic than the flashback data for methane, gbO was ap
proximately proportional to pressure for both methane and 
butane in the range X to 1 atmosphere. 
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FIGURE 19l.-Effect of initial mixture temperature on stable flame region for propane-air flames on 15.6-millimeter burner at atmospheric 
pressure (by permission from ref. 10). 
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FIGURE 192.-Effect of initial mixture te!TIperature on critical 
Reynolds number for blowoff (by permission from ref. 10). 

It has already been stated that the contradictory reports 
on the effect of pressure on flame velocity may very prob
ably be ascribed to apparatus effects. It is equally likely 
that the results of studies of stability limits and structure of 
open flame at various pressures are subject to unknown 
apparatus effects. R eference 15 reports that, for cylindrical 
flameholders mounted axially near the end of a 6-inch pipe, 
pressure changes between 1 and 3 atmospheres had little 
effect on blowoff limits from large-diameter flameholders 
(2 .87 in.). References 7 and 16 report blowoff results for 
smaller disks or spheres to be correlated by a parameter 
including pressure in the denominator (table XXVI). 

Mixture temperature.-The effects of initial mixture 
temperature on the flashback and blowoff limi ts of open 
flames of methane and air (ref. 9) and propane and air (ref. 
10) have been studied recently. In these studies, the burner 
rim temperature was not much different from the mixture 
temperature. The critical average stream velocity for 
blowoff of propane-air flames (ref. 10) from a 15.6-millimeter 
tube increased with approximately the square of the ab
solute temperature, whether the stream flow was laminar or 
turbulent. The effect of temperature on the flashback 
velocity was an even more pronounced increase) so that 
there was a relative decrease in the flow range for stable 
flames, as shown by figure 191. Empirical equations for 
maximum flashback velocity and for turbulent blow off 
velocity at the same equivalence ratio, 1.12, which was also 

close to the equivalence ratio for maximum flame velocity 
(ref. 10), took the same form as empirical maximum flam~ 
velocity equations. For the temperature range 306 0 to 
617 0 K, these were: 

For maximum flashback velocity, 

(14) 

For turbulent blow off velocity, 

Ua.= 100 + 4.5 X 10-3T~·9 (15) 

N' either critical boundary velocity gradient, critical mass 
flow, nor critical stream flow Reynolds number entirely 
eliminated the effect of temperature on these stability limits. 
Of these three parameters, the critical Reynolds number 
(using only one tube diameter) most nearly eliminated the 
temperature effect, particularly for blow off limit, as shown 
in figure 192. The penetration distance de reased with 
temperature for flashback and increased for blow off . A 
comparison of twice the penetration distance Xpen with 
reported values of the quenching distance between parallel 
plates XII showed the ratio 2Xpen /xll to be 0.6 to 0.7. The sug
gestion was made that this ratio was Ie s than 1 because a 
minimum space was required for the occupancy of the flame 
itself in traveling through a tube or between parallel plates. 
Approximately the same value of 2Xpen/XII was observed in 
reference 3 (p. 285) for natural-gas-air flames at room con
ditions. The prediction of the effect of initial mixture 
temperature on critical boundary velocity gradients is dis
cussed in the theoretical section hereinafter. 

Other investigations have also reported critical average 
velocities to be proportional to To to a power equal to or 
greater than 1. It was found in reference 34 that Ua. rx To 
for flashback of coke-oven gas flames when only the air was 
preheated. This reference reports the temperature exponents 
to be 1.63 and 1.3 for laminar and turbulent flashback, 
respectively, of city-gas-air flames . References 35 and 36 
give Ua. rx To for blowoff of liquid-vapor-oxygen mixtures. 

The effect of approach-stream temperature on blowoff 
from cylindrical flameholders in two-dimensional ducts has 
been studied in references 6 and 18. The data, which cover 
temperatures ranging from 6100 to 960 0 R (339 0 to 533 0 K), 
were correlated reasonably well by plotting Ua./dt~b5eTo1.2 
against equivalence ratio. The temperature exponent was 
believed (ref. 6) to be representative of the effect of temper
ature on flame velocity, as shown by the data of reference 37. 
On the basis of the larger temperature exponents reported 
from the majority of flame velocity investigations (table 
XXVI), the correlation is regarded as strictly empirical, 
particularly since the penetration distance for open flames 
has been shown to vary with temperature. 

In general, then, stability limits for either open or confined 
flames are proportional to initial temperature to some power 
greater than 1, probably :::::: 2 for blowoff of open-burner 
flames, >2 for flashback of open flames, and :::::: 1.2 for 
blowoff of rod-stabilized confined flames. Undoubtedly, the 
exponents vary with concentration and fuel type and are 
influenced by such factors as wall temperature and water 
vapor. 
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Liquid fuel.- In referl:'nces 35 and 36, the blowoff, fla h
back, and lift curves of open flames were determined for a 
variety of liquid fuels burning with air or ox~-gen at initial 
mixture temperatures ranging from 125 0 to 535 0 F . In
sufficien t heat was added to completely vaporize the fuel. 
The stability curves were quite similar to those for com
pletely gaseous system, except for low To and high concen
trations when a large part of the fuel remained in the liquid 
state. For a given lean mi:"ture and given burner geometry, 
the blowoff velocity was proportional to To· Both ordinary 
burners (diam. approx. 0.1 to 0.2 ill. ) and skirted (split-flame) 
burners (skirt diam. of order of 1 in.) were studiecl. \Yith 
very rich mixtures, lifted flame were stabilized near the 
skirt exit by a vor tex flow of secondary air when the skirt 
length beyond the burner exit was approximately 3 inches; 
with longer skirts, the hot skirt itself stabilized the flame. 

Reference 38 reports studies of the stabili ty of rod
stabilized flames using liquid fu el. It was found that flames 
could be supported in much leaner mixtures for spra~-s than 
for gaseous mixtures. This was at tribu ted to the fuel
concentrating action of the stabilizer. Increasing the volatil
ity of the fuel and decreasing the drop size in the spray 
tended to shilt the stability curves toward the rich side, 
these changes tending to approach more closely the condi
tions for gaseous mixtures. 

Vapor-fuel concentration in the eddy region near the 
stabilizer may be higher than that in the free stream when 
liquid spray injection is used. The vapor concentration 
in the eddy depends on the collection efficiency of drops from 
the free stream onto the stabilizer and the heat tran fer 
between the flame, the tabilizer, and the liquid. Increased 
ai.r velocity moved the lean and rich blowout limits toward 
the lean side for sprays, as con trasted to gaseous ystems 
where the lean blowout limit moves to the rich side as ve
locity is increased and the rich blowout moves toward leaner 
fuel-air ratios . Stable combustion of sprays was possible 
at much leaner fuel-air ratios than was possible with gaseous 
fuels. It was suggested (ref. 38) thal flame extinction occurs 
in two ways: As the spra~- fuel-air ratio becomes rich because 
of increasing the fuel flow, more of the liquid fuel reaching 
the flameholder sloughs off without burning. The sensible 
heat carried by the liquid fuel cools the flameholder and 
reduces the vapor concentration to a point where flame can 
no longer be stabilized. As the spray fuel-air ratio becomes 
lean, less fuel impinges on the flameholder and the flame
holder temperature rises. Ultimately, the flameholder be
comes dry and the flameholder temperature ri es sharply . 
At this point, an insulating film of fuel vapor surrounds the 
flameholder and reduces the heat transfer to the surrounding 
spray. Again, the rate of vaporization decreases and the 
flame blows out. 

Flameholder temperature.- Reference 13 reports stabil
ity limits to be widened considerably as flameholder tem
perature is increased. This was confirmed in reference 39, 
in which, for lean mixtures, the mass air-fuel ratio at blow
off was linearly related to flameholder temperature for 
velocities of 30 feet per second or greater, but was inde
pendent of fiameholder temperature at velocities below 20 
feet per second. On the other hand, little change was ob-

served (ref. 6) in the limits for a flameholder that was allo\\-ed 
to seck its equilibrium temperature (various mixture tem
peratures and velocities to 600 ft /sec) as compared with a 
water-cooled flameholder. Flashback and blowoff velocities 
for burner flames ma.'- also be increased by heating the 
burner lip , thus decreasing the thermal gradient associa ted 
with the penetration distance. 

Increasing flameholdel" temperature may have a deleterious 
effect on the stabilization of flames supported by fuel sprays 
(ref. 3). In fact, the flame may actually be extinguished 
by adding sufficient heat to the flameholder. While the 
addition of heat to the stabilizer may as ist vaporization 
for small heat addition, ultimately, suffi9ient heat may be 
added to produce either a too-rich region near the stabilizer 
or a film of vapor fuel which, as for lean blowout, reduces 
heat trallsfer from tbe stabilizer to the liquid fuel. 

CHEMICAL VARIABLES 

Fuel type.- It was observed in reference 1 that cun-es 
of critical boundary veloeit~' gradients gbO against percent 
of stoichiometric oxidant concentration were nearly the 
same for propane, butane, and Pittsburgh natural gas 
(largely methane). However, gases with higher flame 
velocities- K ewark city gas, hydrogen,. and acetylene
oxygen-showed much higher values of gbo, and therefore 
penetration distance were smaller ; for example, hydrogen 
had a penetration distance of 0.00033 centimeter compared 
with 0.076 centimeter for propane , both fuels burning with 
130 percent of toichiometric air. In other words, the 
quenching effect of the wall is much smaller for the highel'
velocity flames. Since the gbo curves on semilog paper 
were nearly lineal', rcieren(,e 1 suggests th e empirical equa
tion 

(16) 

where s is percent of stoichiometric oxidant (volume basis) 
and a and k are constants that must be determined for each 
fuel gas. A similar efl'ect for flames held on disks in a 
circular duct was pointed out by DeZubay (ref. 17). H e 
noted that the exponent b in the blowoff parameter U/d*f~ 
decreased as molecular weight decreased from naphtha 
to propane to hydrogen , but this is also the order of increas
ing flame velocity. 

Additives and fuel blending.-Reference 40 reports studies 
of the stability of mi..xed fuels with vortex burners having 
(1) radial fuel injection from the axis, or (2) radial fuel 
injection from the periphery. In each type, the mixing of 
fuel and air occurred in the burner with tangential air 
admission. Mixing was rapid and uniform. The flame was 
seated in a divergent nozzle at the open end of the burner 
(pressure-recovery section). These vortex burners are 
reported to be useful for studying flame stability of both 
slow- and fast-burning mixtures with a single burner_ The 
following mixing equation was found to apply for a common 
blowoff velocity (to be exact, a hold velocity, which is one 
flow increment less than the blowoff velocity) as well as for 
a common flame velocity for all studies of binary hydro
carbon mixtures (e. g., propane-propene and propane-
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ethane) : 

"'here 

~ X j =l 
j Xi (17) 

X j mole fraction of jlb fuel in multifuel mixture with air 
that has a given blowoff limit 

X; mole fraction of jlh fuel in binary mixtUl'e of j with air 
that has the same blowoff limit 

It was concluded that the combu tion mechanisms for the 
various hydrocarbons must therefore be compatible and that 
all hydrocarbons burn according to the same mechanism for 
the initial, rate-determining steps. 

Propane-hydrogen (ref . 40 and 41) and methane-hydrogen 
(ref. 42) were also investigated. A simple linear mixing 
rule ucIt as 

(18) 

cannot be used to determine stability limits of these binary 
mixtures of hydrocarbons with hydrogen, but equation (17) 
can be used to determine blowoff limits for lean hydrocarbon
hydrogen mixtures (ref. 40). A significant result of the 
studi s is that a small addition of hydrogen to a hydro
carbon, partioularly for rich over-all mixtures, widens the 
stability range, because the blow off velocity increases much 
faster than the flashback velocity (refs. 41 and 42). 

References 42 to 44 also report studies of mixtures of 
methane, propane, or hydrogen with carbon monoxide. 
For the hydrocarbon-carbon monoxide mL'{tures, the critical 
velocities or velocity gradients for flashback or blowoff pass 
through a maximum for low hydrocarbon-carbon monoxide 
ratios for a given over-all equivalence ratio. It appears that 
these ratios for maximum limits are such that the equivalence 
ratio with respect to the hydrocarbon is of the same order as 
that with respect to carbon mono)..'ide. With hydrogen
carbon monoxide or hydrocarbon-hydrogen mixtures, such 
maximums do not occur. While the simple linear mixing 
rule (eq. (18» does not apply for averaging critical boundary 
velocity gradients of single gases to obtain critical gradients 
of binary mixtures, it does work reasonably well when' 
binary mixtures such as 00 + OH4 and H 2 +OH4 are 
combined to determine the critical boundary velocity gradi
ent of the ternary mixture 00+H2 +OH4• 

Hydrogen sulfide decreases the flame stability of hydro
carbons just as it decreases the flame velocity, the extent of 
the decrease becoming greater' as the over-all equivalence 
ratio is increased. However, lean mixtures of H 2-H2 

follow equation (17) (ref. 40). Equation (17) was also 
tested for isobutane-ethene mixtures deprived of secondary 
air (ref. 4). It was found to apply for lean mixture, but 
tbe indicated summation was less than 1 for rich mixtures. 

Water vapor.-The addition of 2.5 percent water vapor 
to the primary air decreased the blowoff, lift, and clropback 
limits of butane flames (ref. 45). The blowoff velocities of 
rich mixtures decreased approximately 5 percant and the 
blowoff velocities for lean mixtUl'es decreased by 10 to 30 
percent. The addition of water vapor to the secondary air 
had less effect, although some decrease was noted at higher 
concentrations and velocities. imilarly, the addition of 
water vapor to the primary air decreased the flashback and 

blowoff velocities of methane flames, but the water content 
of the secondary air had little effect (ref. 43). For carbon 
monoxide flame, water in either the primary or the second
ary air increased the blowoff velocity, but the flashback 
velocity gradient was not affected by water in the secondary 
air, as would be expected (ref. 43). 

Diluent concentration.-The effect of diluent concentra
tion is presented in terms of the volumetric raLio 
if; = O2/ (02 + N 2 ) by Lewis and von Elbe (ref. 3, pp. 299-
302) for methane- and propane-oxygen-nitrogen mixtures. 
As if; increases from 0.21 (air) to 1.0 for OHcOc 2 mixtures, 
both fla hback and blowoff velocity gradien ts increase ap
proximately a hundredfold for concentrations near stoichio
metric and a thousandfold for lean flames. The values of gbo 

increase somewhat more than those of glb, so that a slight 
widening of the stability range results. It might be noted 
that the corresponding increase in maximum flame velocity 
is only of the order of 10 (fig. 139), so that penetration 
distance near stoichiometric decreases by a factor of the 
order of 10. 

THERMAL THEORIES OF FLAME STABILIZATION 

BUR ER FLAMES-CRITICAL BOUNDARY VELOCITY GRADIE TS 

Lewis and von Elbe (ref. 3, pp. 379-390 and 425-429) have 
obtained approximate theoretical equations by which glb 

and gbO may be calculated if flame velocities and minimum 
ignition energies are known. These equations were obtained 
by considering the flow line for which the stream velocity 
and flame velocity are equal and integrating the energy 
equation for a plane combustion wave. To accomplish the 
integration for the reaction zone, this zone was subdivided 
into an adiabatic and an i othermal zone, and it was assumed 
that dT/dx= (TF- T3)/(XF-X3) for the adiabatic zone. 
Ignition-energy data were used to determine the inflection
point temperature T3• Agreement between calculated and 
experimental gbo curves for methane-air at room conditions 
was satisfactory with regard to the curve shape, but calcu
lated values were low by a factor of 2 to 10. Oalculated 
flashback and quenching limits for propane-air did not even 
show the correct trends in all cases. 

More recently, satisfactory relative predictions of critical 
boundary velocity gradients at various initial mixture 
temperatures To were obtained for methane-air flames by 
solving equation (10) for 9 (ref. 9): 

(19) 

It was assumed that 

(20) 

from the Mallard-LeOhatelier equation (see ch. IV, eq. (38», 
where TF is the calculated adiabatic flame temperature and 
T3 is the ignition temperature for the flame reaction zone. 
(In ch. IV, the factor K/C 71§;. was assumed to be independent 
of temperature.) It was further assumed that, for flashback, 

(21) 
and, for blowoff, 

(22) 
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where Do is the diffusion coefficient for secondar~T ail' diffusing 
into unburned gas at To. A suming T3 to be independent of 
To , the value of T3 was calculated for every pair of experi
mentally determined gradien ts for a given fuel-air mixture 
at two temperatures b~-

91 .jT(U F) 1.'F(X pen) I 

fiz= .'!f (U F)Z·!f (x pen) 2 
(23) 

and equation (20) and (21) or (22) . This procedure gave 
an equation for T3 that was cubic for flashback or quadratic· 
for blowoft'. The values of T3 (largest of the real roots) from 
various pairs of gradients were averaged , and the average 
value was used to compute gradients for the temperat ure 
range studied. 

An approach that avoids the necessity of determining T3 
and that takes into account approximately the variations in 
thermal properties and reaction rate (which in turn is re
lated to the reactioll-zone thickness 5;e) is uggested in 
reference 10. This approach employs the modified form of 
the ' emenov equation (bimolecular reaction) for flame ve
locit.,- (ch. IV) : 

U JT 
2T 1.9 exp ( - Eae , / RTF) 

F cc 0 F (TF - To)3 (24) 

For flashback it is assumed that 

(25) 

The latter assumption is in keeping with the emenoy ap
proach for flame velocity, becaUSe ~pmenov assumed that 
13 was always near TF and varied with TF becau e of the 
exponential variation of the reaction rate with temperature. 
Equations (24) and (25) can be substituted for UF and 
Xp ell./b in equation (23) b~' using activation energies from low
temperature oxidation studies in the li terature. This sub
stitution permits direct solu tion for the ratio of any two 
values of g/b. It might be argued that the use of activation 
energies from low-temperature oxidation studies is subject 
to question, but such activation energies have been used 
suc«essfully for flame velocity predictions (ch. IV) and must 
suffice until more appropriate values are measured. 

Critical boundary velocity gradients for flashback (re
ferred to the gradient at 306° K) have been calculated from 
the data of reference 10 using 38 kilocalories per mole for 
E act for propane and adiabatic flame temperatures as follows: 

Critical boundary velocity 
gradient for flashback, 

Initial tempera- Yfb, sec-1 

ture, To, OK 

Calculated Measured 

306 _____________ 
-------- 680 422 _____________ 1200 1190 506 _____________ 1720 1710 617 ______ _______ 2620 3500 

Equation (22) for the penetration distance for blow off may 
be oversimplified even for fuel-lean flames, because it neglects 
the role of wall-quenching and assumes that secondary-air 
diffusion occW's at To only. Actually, the secondary air 

must either travel through the dead space, where the tem
perature varies from To to some yallle near TF , or through 
the bW'ned gas (fig. I85(b» . Since TF , for man.l- fuel-air 
mixtures, increases approximately %0 for each OK that To 
is increased, it follow that any temperature betll·een To 
and TF increases less rapidly than To, so that it might be 
more reasonable to a ume that the square root of the 
diffusion coefficient varies with To~' . Hence, taking tile 
effect of wall quenching into account, in the arne manner as 
fla hback, 

(26) 

In spite of these arguments, however, equation (22) gave 
somewhat better results for propane-air at an equivalence 
ratio of l.12 (ref. 10), as can be seen from the following table: 

ritical boundar~· yelocity gradient f:-! 
b\o\\"off, gbo, sec- 1 

Initial temr,erature, 
To, K 

Eqs. (22) to Eq (23), 
(24) (24) , and ::\rea~ured 

(26) 

306 ___ ______________ 
-------- - -- ----- 4, 000 422 _________________ 5, 400 6, 500 5, 300 506 _________________ 6, 600 8,900 7, 300 617 ________ _________ 8, 400 13,000 10, 400 

In summary, either the method of reference 9 or the 
method suggested in reference 10 appears to give satisfac
tory predictions of the eft'ect of temperature on critical 
boundary velocity gradients, but the laLter method is less 
tedious and somewhat more desirable theoretically because 
it uses the emenov approach with regard to ignition 
temperature. 

FLAMES SUPPORTED ON FLAMEHOLDERS-EDDY STABILIZATION 

Reference 13 suggests that, on a thermal basis alone, the 
quantity of energy required from the stabilizer would be 
increased by (1) increasing the approach-strea.m velocity 
Uo, (2) increasing the difference between the ignition tem
perature and the approach-stream temperature T 3 - To, 
(3) increasing the thickness of the preignition zone, or 
(4) increasing the heat capacity per unit volume. If, as in 
the early thermal theories, the thickness of the preignition 
zone is assumed proportional to the thermal diffusivity 
K/pC p divided by the laminar flame velocity, then the required 
heat-supply rate can be written as 

QreQcc goK (T3- To) 
F,L 

(27) 

At blowoff, the heat required is infinitesimally greater 
than the heat supplied from the sheltered zone, which is 
given by 

(28) 

where c is a constant and where the bracketed term includes 
the factors affecting the heat-transfer coefficient from heated 
cylinders. In the two-dimensional duct, the area for heat 
transfer is proportional to the rod diameter dr. Equating 
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QreQ and QSh, a relation of the form 

(29) 

is obtained, where the new exponent b on the rod diameter 
replaces c/(I-c). This type of correlation is demonstrated 
in table XXVI. 

In reference 46, a quantitative relation was obtained by 
considering the recirculation zone behind a flameholder to 
be a steady-state reactor of volume V. If a homogeneous 
unburned-gas mixture of fuel-air mass ratio j enters this 
volume at a rate such that the air mass-flow rate is Wa (in 
g/sec), and a fraction tm of the entering fuel is burned within 
the volume, then the fuel burned is wajttn. This quantity 
must be equal to the fuel consumed by chemical reaction. 
Reference 46 states that a second-order reaction is re-quired 
to accoun t for the observed effect of pressure (stability 
correlates with p-I, table XXVI). The actual rate-limiting 
reactions are unknown, but their concentrations can be as
sumed proportional to the mass air and fuel concentration~ 
Yfa and 91" respectively. The collision factO!' Z combines 
the collision number, the steric factor, and the concentration 
proportionality constants. Thus, the material balance 
can be wri tten 

(30) 

ow 0'a and 91, can be related to the initial fuel concentra
tion and the initial temperature throughj and t tn ; with the 
appropriate substitutions, equation (30) can be written as 

where 
TF adiabatic flame temperature corresponding to frac

tion burned 
fraction of stoichiometric fuel concentration if mix
ture is lean, unity if mixture is rich 
(Rj/M+R/29)2 
molecular weight of fuel 

If wa/Vp2 from equation (31) is plotted against / In, curves 
such as those sketched in figure 193 are obtained for various 
concentrations using a given activation energy. (The 
equation is actually triple-valued in part, but only the values 
indicated by the solid curves are of practical interest.) 
A blowout curve of wa/Vp2 against concentration can be 
obtained by cross-plotting the maximums of such curves 
against concentration; the maximums could be obtained 
directly by setting the derivative of equation (31) equal 
to zero, solvillg for t in by trial and eTror, and substituting 
values of tin and TF in to equation (31) to obtain values of 
Wa/Vp2. 

The air mass flow Wa into the recirculation zone is propor
tional to the velocity U, to the stream density, which in turn 
is proportional to the static pressure p, and to some function 

of the diameter d. The zone volume V depends almost 
entirely on some function of d. Hence, 

Wa U 
- 0:::
Vp2 dbp (32) 

which has the same form as the correlating factor used by 
D eZubay and others if b=0.S5 or some such value (table 
XXVI). From DeZubay's data, Z was estimated to be 
4 X 1012 cubic centimeters per gram mole (ref. 16) for Eac! of 
40 kilocalories per gram mole. These values are reasonable 
and are comparable with those obtained from classical 
kinetics. For a stoichiometric mixture, these values give a 
maximum value of wa/Vp2 of 40 g/(sec) (cc) (atm2), which 
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corresponds to tln=O.72 and a heat-release rate of 190 calories 
per cubic centimeter per second, or 77 million Btu per 
cubic foot per hour. These data are used in reference 15 to 
calculate a flame-front thickness of 0.022 centimeter. It is 
stated that, since a reported value of the flame-front thick
ness of a propane flame is 0.05 centimeter, or more than 
twice as great as the calculated value of reference 15, the 
flame fronts in the recirculation zone must overlap. Thus, 
a state of homogeneity would be approached, or, in other 
words, the calculated results are not inconsistent with the 
original assumption of homogeneity. The general conclu
sion is that under certain conditions combustion appears to 
proceed homogeneously as a second-order chemical reaction. 
The gross features of flame stabilization behind f1ame
holders in high-velocity airstreams are explained by this 
hypothesis. 
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.Ylore recen t data (ref. 47) lead to the suggestion that the 
nature of the recirculation zone with regard to temperature 
and composition may not change appreciably as blowout is 
approached. The blowout condition could occur because of 
insufficien t heat and free-radical transport from the recircu
lation zone to the main stream when a critical velocity 
gradien t is reached in the region of the flameholder . 
Measurements of recirculation-zone size, temperature, and 
composition tend to support this view. This different 
concept of flameholder stabilization is of considerable in
terest, and further study is required before a choice can be 
made between the two mechanisms. 

In all the mechanisms of flame holding by rods discussed 
herein it has been assumed that the recirculation zone 
behind the flameholder is an important part of the flame
holding process. Schaffer and Cambel (ref. 48) l~ave 
generated the reverse flow necessary for stabilization by an 
opposing jet, thus eliminating the need of a physical flame
holder. Generally, a flame could be anchored initially 
more easily with the air jet than with a physical flame
holder. The dilution effect of the air, however, usually 
meant that richer mixtures were required. A comparison of 
the blowout curves with a physical flameholder, an air jet, 
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and no flameholder arc shown in figure 194 (ref. 48). The 
air jet and physical flameholder give similar lean blowout 
limits, but the air jet gives a much richer limit. Of course, 
the air added by the jet is responsible for the broadening of 
the limit, since only the approach-flow fuel-air ratio is con
sidered in the abscissa. The air jet also gives a higher peak 
blowout velocity, the actual maximum not being attaillable 
in the tests. The authors suggest that the recirculat.ion 

occurs in the jet-stabilized flame because of entrainment of 
the bUl'lled gases along the boundary of the free jet. 

'fhe performance curves indicate that, for the flame
holders tested, the recirculation is greater for the air jet than 
for the physical flameholder. The presence of the recircula
tion zone in both cases was confirmed by schlieren photo
graphs. It has thus been demonstrated that stabilization 
can be achieved without a physical flameholder if an ade
quate recirculation can be achieved by an alternatiye 
method. Failure of the authors (ref. 48) to obtain flame 
holding with an opposing nitrogen jet indicates that the 
recirculation zone must be an active source of heat and 
chemically active species. In agreement with this, an 
oxygen jet was found to give superior stabilization to an air 
jet. This suggests that augmentation of the recirculation 
can improve flame stabilization. Addition of oxygen behind 
a bluff body and the use of pilot flames are practical methods 
of improving flame stabilization. 

NONISOTROPIC FLAMES 

Stationary open flames were long considered evidence that 
the laminar combustion wave is dynamically stable. Anal
yses of flame propagation (ch. IV) customarily start with the 
assumption of a steady-state, one-dimensional flame front. 
Many investigators have occasionally observed nonisotropic 
flames, usually in the form of polyhedral open flames, in 
which the ordinarily smooth cone breaks up into several 
(usually three to eight) petal-like sides, convex toward the 
unburned gas and separated b." dark ridges. These polyhe
drons could be made to r ;main stational·.'- or to rotate at 
variable speeds, depending on composition and flow rate . 
However, the appearance of uch flame was generally con
sidered an abnormal phenomenon. The reasons and condi
tions for such instabilities received little attention before the 
recen t studies of cellular or filamen ted flames in tubes (refs. 
49 to 51) and studies of polyhedral open flames (refs. 34 and 
49 to 54). Nonisotropic propagation has also been observed 
with spherical flames (ref. 55). 

CELL FORMATION AND SURFACE BREAKUP OF OPEN FLAMES 

Reference 52 reports that very lean hydrogen-air or 
H 2- 0 2-C02 flames burning on a 1.36-centimeter nozzle 
separated into several filaments that rose from the burner rim 
and failed to combine into a closed cone tip. The number of 
filaments increased (or cOllversely, the size of the filaments 
decreased) with 02/C02 ratio , with fraction of stoichiometric 
volume-percent fuel (between 0.05 and 0.28, depending on 
the absence or presence of CO2), and wi th flow rate (fig. 195). 
The use of a 3.08-centimeter glass filter (sintered glass) as a 
burner enabled smaller, more clearl.'- defined , paraboloid
shaped filaments to be obtained, which were evenl.'- distrib
uted over the filter surface. Ko effect of filter porosity was 
observed. Nonisotropic structure was also observed in lea.n 
methane-plus-h.'-drogen flame and in rich flames of various 
hydrocarbons. The manner of soot formation in rich, polyhe
dral flames of hydrocarbon-air ml,xtures was particularly 
noted: With benzene, carbon issued from the flame exclu-
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FIGURE 196.-Regions of polyhedral flames (shaded areas) of propane-air mixtures at reduced pressure. Split-flame burner (ref. 54). 

sively as a narrow stream at the tip; whereas, with acetylene, 
it appeared in a luminous region that surrounded the cone 
uniformly, except for a dark region at the tip and a cup
shaped region of increased luminosity rising from the rim. 
Rich, polyhedral flames of other hydrocarbons (e. g., butane, 
h ep tanc ) exhibi ted in termedia te behavior ; .oxygen -enrich men t 
shifted the behavior of some of these toward the benzene 
type. 

In reference 54, regions of polyhedral flames were mapped 
on flow-rate-pressure diagrams for various rich propane- and 
bu tane-air mixtures and lean hydrogen-air mL'Ctures. A 
typical diagram for a propane-air mi.xture is shown in figure 
196. At constant pressure and composition within the 
region for polyhedral flames, the number of polyhedron sides 
increased with increasing flow rate. Upon the addition of 
1 to 7 percent hydrogen, which by itself only exhibits insta
bilities in lean mixtures, to rich propane-air mLxtures, the 
over-all equivalence ratios at which polyhedral flames 
occur were reduced, other conditions being fixed. Adding 
hydrogen to rich carbon monoxide-au: mi.xtures, which would 
otherwise exhibit no polyhedral flames at any composition, 
also produced polyhedral flames. 

The most generally accepted explanation of nonisotropic 
structure in rich open flames of hydrocarbons and of soot 
formation at the tip is the preferential diffusion of the 
oxygen molecules, which are lighter than the fuel molecules; 
to the valleys, where the propagation is faster. In lean 
hydr9gen or hydrogen-methane flames, the fuel becomes the 
lighter component and diffuses preferentially. In either 
case, it is the diffusion of combustion products into the 
unburned gas that sets up the concentration gradients lead
ing to this preferential diffusion. Some investigators also 

believe in the necessity of the presence of hydrogen (refs. 52 
and 54), and Behrens (ref. 52) points to the role of thermal 
diffusion in producing the observed soot filaments. Mark
stein (ref. 49) uses a different attack--an aerodynamic treat
ment into which he incorporates the assumption that all 
transport phenomena can be described to a first approxi
mation by a linear relation between flame velocity and 
reciprocal radius of curvature of the flame fron t. This 
aerodynamic treatment includes the effect of gravity. It 
appears that the question of diffusion kinetics against aero
dynamic instability is yet unresolved. 

CELLULAR FLAMES IN TUBES 

onisotropic structure of flame propagating through tubes 
is particularly evident in flammability-limit studies (ref. 45 
and ch. III). Markstein (refs. 49 to 51) has made more 
definitive studies insofar as cell diameter dc, molecular weight 
of fuel M" and pressure effects are concerned by studyulg 
near-stoichiometric flames traveling downward through 
larger tubes (10-cm diam.) at low velocities. The low 
spatial velocities were obtained by reducing the flame 
velocity through the addition of nitrogen and letting the 
flame travel against a small unburned-gas flow. For hydro
carbons in the molecular-weight range 42 to 114, de ex:: M,-YJ. 
For n-butane-air-nitrogen mixtures at pressures from U to 
1 atmosphere, de ex:: M,-H. Both of these effects were 
determined for equivalence ratios between 1.2 and 1.4. 

COl1trary to the results of reference 54, Markstein found 
that the addition of hydrogen to rich mixtures of higher 
hydrocarbons suppressed cell structure, whereas addition to 
lean mixtures gave nonisotropic structure with small cell 
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sizes. He also observed that a gO-percent carbon mono}'.'lde-
10-percent butane fuel, burning rich, gave the same structure 
as butane. The relation between flame structure and vibra
tory movement with rich methane-n-butane-air-nitrogen 
mixtures is presented in reference 51, where, for a given 
equivalence ratio, average cell size was found to increase 
with methane concentration until a noncellular structure 
was reached. Oscillatory combustion is discussed in chapter 
VIII. 

SIGNIFICANCE OF FLAME STABILIZATION IN JET-ENGINE 
COMBUSTION 

High-output combustors require the stabilization of flame 
at velocities of several hundred feet per second. In the past 
decade, ramjet-engine performance has been boosted dra
matically at ever-increasing inlet-air velocities, but many of 
the gains were accomplished by cut-and-try methods. In 
order to understand the interaction of flame and flow by 
which flame stabilization is accomplished, it is helpful not 
only to study small-scale ramjet-type combustion chambers, 
but also to analyze open or confined flames on Bunsen-type 
burners. These burner experiments, which allow more rigid 
control find separation of operating variables, add to the 
basic understanding of such factors as wall quenching and 
secondary-air dilution. The experimental results reviewed 
in this chapter, together with some of the major theoretical 
concepts emphasized in recent years, are summari;r,ed in the 
following paragraphs. 

For open flames burning above channels of simple geo
metric shape, including cylindrical tubes containing axially 
mounted rods, blowoff or flashback limits for various lengths 
of the characteristic dimension of a given type of channel 
are correlated by means of the critical boundary velocity 
gradient, that is, the linear velocity gradient near the flame
holding solid surface or the stream boundary. For confined 
flames supported on flameholders, the stabilization process 
depends on a recirr.ulation zone behind the flameholder; and, 
since the size of the recirculation zone is related to a charac
teri tic dimension of the fiameholder, the concentration
velocity limits are also related to flameholder dimen ions. 
From experimental results in Lhe literature (and from theo
retical considerations mentioned hereinafter), it appears that 
a quantity such as Ua •. bo/Ao against a concentration param
eter may correlate blowoff-limit data, where A is the pro
jected area of the flameholder and c is an exponent of the 
order of K For greater generality, a more direct function 
of the recirculation-zone size should be used instead of Ar., 
because obstacles of different shapes are known to produce 
vortices of different sizes. 

The use of the vortex size rather than the obstacle size 
may also correct for effects thaL occur when the size of the 
obstacles is no longer small compared with the duct size. 
As the size of the obstacle is increased, a point is reached at 
which the vortex size begins to decrease; as the obstacle 
size approaches the duct size, the vortex may be considerably 
smaller Lhan the obstacle, and reduced stability may result. 
Thus, the previous expression applies only for small stabilizers 
in large ducts as long as A refers to obstacle dimensions. 

'1'he use of obstacles that block an appreciable fraction of 
the duct cross section (greater than 60 percent) may also be 
undesirable from other considerations. The pressure drop 
would, of course, be high, and the unbmned-gas velocities 
past the flameholder would be high . The latter effect would 
make flame-spreading from the sheltered zone difficult, and 
only a small fractio n of the mi. .. ~ture near the flameholder 
would burn. In a practical design, the use of small f1ame
holders located at various placcs within the duct might 
alleviate both the reduction in eddy size and the flame
propagation problem. Empirical correlations based on 
characteristic dimensions of flameholders a,re summarized in 
table XXVI. 

For open flames, blowoff limits under conditions where 
there is tlU'bulence in the approach stream are correlated 
with non turbulent limits by the critical boundary velocity 
gradient, because in all cases the point of stabilization 
occurs within the laminar boundary layer. Contradictory 
results are reported on the effect of approach- tream tlU'bu
lence on blowoff of confined flames from flameholders. 
When turbulence intensity was increased by means of 
,arious screens, a stability decrease resulted, but another 
investigation reported that the stability limits decreased 
when turbulence intensity was decreased by moving the 
flameholder downstream. Partial removal of a laminar 
boundary layer has little effect on blowoff from flameholders, 
unless the approach flow is so tlU'bulent that the laminar 
sublayer is very thin. Lean flames are affected by boundary
layer removal more than rich flames. Blowing a gaseous 
fuel into the boundary layer through slots in a flameholder 
may provide good pilot flames. 

A 2000-volt axial electric field, either alternating current 
at 400 cps or direct current with the positive electrode 
in the burned gas, can double the blow off velocity and triple 
the stable concentration range for blU'ner flames. On the 
other hand, a transverse direct-current field of 15,000 volts 
decreased concentration limits of butane flames by 43 
percent. Strong acoustical disturbances decrease stability 
(see also ch. VIII). 

For blU'ner flames, the effect of pressure is related to 
tube diameter dtub .; that is, Ua •. bo/pdtub. is a function of 
concentration. An analogous situation is encountered with 
confined, supported flames; for example, for disk-shaped 
flameholders of diameter d, Ua •. bo/pO.95do.85 was related to 
fuel-air ratio for propane flames. This type of correlation 
is substantiated by theoretical considerations. curlock 
arrived at the generality Ua •. bo/db=!T(0') by consider
ing the heat transferred between the eddy region behind 
the flameholder and the main stream. In reference 15, 
wa/11p2 rx. Ua •. bo/dbp=!T(G) was obtained, where Wa is 
the air mass flow entering the recirculation zone behind 
the flameholder, and 11 is the volume of that zone, which 
is considered to be a homogeneous, second-order reaction 
zone. The ST(tf) results from considering the second-order 
reaction and a certain fraction of the fuel within the zone 
being burned to produce a certain adiabatic reaction tem
perature. (The initial mixture temperatlU'e could also be 
included through its effect on this reaction-zone tempera
ture.) 
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The blowoff velocity of open flames increases with approxi
mately the square of the absolute initial mixture tempera
ture; the exact exponent varies with concentration and fuel 
type and may be influenced by such factors as wall tempera
ture and water vapor. The flashback velocity is even 
more temperature-dependent, so that a decrease in relative 
stability range occurs as temperature is increased. The 
relative effect of temperature on critical boundary velocity 
gradients may be predicted by considering the effects of 
temperature on flame velocity and penetration distance 
(wall quenching and/or secondary-air dilution effect) on 
a thermal basis. Empirical correlations indicate that blow
off from flameholders may depend on a lower power of the 
initial mixture temperature; the parameter Ua •. bo/dI/2T o!.2 
correlated data for a hydrocarbon blend. At this point, 
it might be noted that the effects of flameholder area, 
pressure, and temperature might be combined in a correlat
ing parameter such as Ua •. bo/AcpTo'n, where c and m may 
be of the order of 0.5 and 1.2, respectively. 

Liquid-vapor-air mixtures obtained by partial vaporization 
of liquid fuels generally gave Bunsen-burner stability curves 
similar to those for gaseous systems. Blowoff limits can 
be increased appreciably by heating the flameholder; blow
off and flashback velocities of burner flames are also increased 
by beating the burner rim. Therefore, a heated flameholder, 
which might, in turn, be used to preheat fuel, would be 
advantageous in a high-speed engine. 

The effect of fuel type on flame velocity was discussed 
in chapter IV; as might be expected, the blow off and flash
back velocity gradients are greater for fuels with high flame 
velocities. Disk-stabilized, confined flames became less de
pendent on the disk diameter for fuels of higher flame 
velocity. Blowoff velocities of mixed fuels generally follow 
the relation of equation (17) herein. 

Added water vapor decreases stability velocities; 2.5 percent 
water in the primary air reduced the blowoff velocities of 
butane flames by approximately 5 percent for lean mi..xtures 
and up to 30 percent for rich mixtures. D ecreasing the 
diluen t concentration in a combustible mixture greatly in
creases blowoff and flashback velocities; for example, the 
critical boundary velocity gradients for methane-oxygen 
mixtures are two to three orders of magnitude greater than 
those for methane-air mixtures. This indicates that oxygen
enrichment of the inlet air is another method of obtaining 
very stable flames or pilot flames . 

Also .reviewed in this chapter were certain instability 
phenomena observed in bench-scale equipment and, for the 
most part, with laminar flames. The breakup of open 
laminar flames into cells or polyhedral shapes is believed by 
some investigators to be a diffusion-kinetics process, while 
others treat it primarily as an aerodynamic insta bility . 

In final summary, most of the experimental results for the 
stability of burner flames can be explained on the basis of 
the interaction between flame velocity and flow velocity in 
terms of the critical boundary velocity gradient. For con
fined flames, stabilization occurs through the recirculation 
zone behind a flameholder that is bluff or nonstreamlined 
on its downstream end. All the gross features of this latter 

type of stabilization appear to be explained by an assumption 
that the recirculation zone behaves as a volume of homo
geneous, second-order reaction. 
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INTRODUCTION 

CHAPTER VII 

DIFFUSION FLAMES 

By RICHARD S. BROKAW and MELVIN GERSTEIN 

k constant 
~a Lagrangian scale of turbulence 
M molecular weight 
m mass 
P absolute total pressure 
Pr Prandtl number 
p partial pressure 
R universal gas constant 
Re Reynolds number 
r radial distance 
T temperature 
.r~, half-thickness of port 
t time 
U velocity 
.Ju~ intensity of turbulence 
VII volume flow rate 

The previous chapters consider combustion occurring in 
systems in which the fuel and air are homogeneously dis
t~·ibuted. Chapter II discusses the preparation of such 
mLxtures. If the mixing occurs rapidly compared with the 
combustion reactions, or well ahead of the flame zone, burn
ing may be considered solely in terms of homogeneous 
proces es. There are systems, however, in which mixing 
is slow compared with the reaction rates, so that the mixing 
time controls the burning rate. This is true for so-called 
diffusion flames, in which the fuel and oxidant come together 
in a reaction zone through molecular and turbulent diffusion. 
The fuel may be in the form of a gaseous jet or a liquid 
surface. The distinctive characteristic of a diffusion flame 
is that the burning rate is determined by the rate at which 
the fuel and oxidant are brought together in proper propor
tions for reaction. Between the extremes in which the chem
ical reaction rate on the one hand and the mixing rate on 
the other control the burning rate, there is the region in 
which the chemistry and mixing have similar rates and must 
be considered together. This middle region has received 
very little attention in fundamental studies because of its 
complexity, but is considered in some of the practical systems 
discussed in subsequen t chapters. 

W st stoichiometric weight of oxygen per unit weight of 

SYMBOLS 

The following symbols are used in this chapter: 

A constant 
B constant 
f?8 transfer number 
bp flame' heigh t 
bp height of plate 
't' concentration 
Cp specific heat at constant pressure 
D diffusion coefficien t 
!!) distribution constant 
d diameter 
ff function 
j 
G 
g 
H 
h 
i 

fuel-air ratio 
mass-flow rate per unit area 
acceleration due to gravity, 32.17 ft/sec2 

heat-transfer coefficient 
specific enthalpy 
stoichiometric number of moles of oxygen per mole 

of fuel 
Bessel functions of the first kind 
constant 
evaporation constant 

fuel 
w total mass flow 
X mole fraction 
x longitudinal distance 
y distance from drop center 
Q concentration parameter 
E eddy diffusivity 
LdT drop distribution parameter 
K thermal conductivity 
A size constant 
fJ. a,bsolute viscosity 
2: time parameter 
p density 
T concentration parameter 
Subscripts: 
A drop surface 
a all' 
B burning 
0 surrounding atmosphere 
c combustion 
dr drop 
F flame 
j fuel 
J jet 
L laminar 
l liquid 
0 initial conditions 
P products 
s secondary flow 
st stoichiometric 
T turbulent 
tube tube 
v vaporization 
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FIGtiRE 197.- Various configurations used to obtain-gaseous diffusion flames (ref. 1). 

GASEOUS DIFFUSION FLAMES 

Gaseous diffusion flames occur upon ignition of a jet of fuel 
entering either quiescent air or an airstream. The resulting 
flame emits heat and light and appears to have a discrete 
reaction zone, the appearance of which depends on the con
ditions of burning. Gaseous diffusion flames are most com
monly encountered in simple home and industrial burners 
but may exist in any system where fuel and air are admitted 
separately and where the mixing processes are slow compared 
with chemical reaction rates. Typical ways in which the 
fuel and oxidant are caused to interact are shown in figure 
197 (ref. 1, p. 99). :Most of the basic work on diffusion 
flames has been done with the concentric-tube arrangement 
(197(c», since it has the simplest geometry. Arrangement 
(a) has been used for some spectroscopic studies of flames, 
which are discussed herein. 

APPEARANCE 

The shape of a laminar "flame burning from a jet of fuel de
pends on the relative quantity of air supplied. If excess 
air is present, the flame is a closed, elongated figure. Such 
flames occur when a jet of fuel is admitted into a large volume 
of quiescent air or when two laminar coaxial jets are used, 
the inner containing fuel and the outer containing an excess 
of air. If the air supply in the outer tube is reduced below 
the stoichiometric proportions, a fan-shaped, underventi
lated flame is produced . 
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FIGURE 198.-F!ame zones for gaseous diffusion flames (ref. 2, p. 766). 
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FIGURE 199.-Progressive change in flame type with increase in nozzle velocity (ref. 4) . 

Under certain limiting flow conditions, the flame can 
assume a more complex structure. Flame shapes obtained 
in concentric-tube hydrocarbon diffusion flames (fig. 197(c)) 
for various fuel flows and airflows are classified in reference 2. 
These flame zones are illustrated in figure 198. Zone 1 
indicates a normal, over-ventilated diffusion flame, and 
zone 2 indicates the underventilated flame. The dashed 
line separating zones 1 and 2 denotes the smoke point, 
smoke appearing as the fuel flow is increased (see ch. IX). 
Zone 3 illustrates overventilated flames having a meniscus 
shape without the yellow glow usually associated with 
diffusion fl~mes. The shaded areas are essentially zones of 
unstable flames. In the lower part of zone 4 there appear 
flames that oscillate from side to side, called lambent flames 
in reference 2; and in the upper part of zone 4 rich, tilted 
flames appear. In the lower part of zone 5 are found 
toroidal-shaped flames, called vortex flames; and in the 
upper part of zone 5 are lean, tilted flames . The flame in. 
zone 6 has begun to move away from the burner base and 
corresponds to the lifted flames discussed in chapter VI. 

If either the fuel flow or the airflow is made turbulent, a 
brushy, rough flame results. At flows near the critical tran
sition from laminar to turbulent, only the upper portion of 
the flame is turbulent, the flame near the burner port retain
ing the appearance of a laminar flame. Typical changes in 
the appearance of a 'gaseous diffusion flame as the fuel-flow 
velocity is increased are shown in figure 199. The line sep
arating the laminar portion of the flame from the turbulent 

portion is called the break point. When the break point 
closely approaches the nozzle, further increases in velocity 
have very little effect on p-ither the total flame height 
(measured from the burner port) or the break point, although 
the noise intensity increases. The quantitative variation 
of flame height with flow velocity is t.reated in a subsequent 
section . 

STR UCTUR E 

Unlike the flame of premixed gases, which has a .very 
narrow reaction zone, the diffusion flame has a wide region 
over which the composition of the gas changes. These 
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FIGURE 200.-Concentrations of carbon monoxide, n itrogen, and 
carbon dioxide on axis of cylindrical carbon monoxide flame 
(by permission from ref. 3) . 
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changes are principally due to the interdiffusion of reactant,s 
and products, since the actual reaction apparently takes 
place rapidly in a narrow zone. The diffusion flame is thus 
better suited for studies of the temperatures and concentra
tion profiles. Some of the results obtained for both laminar 
and tmbulen t flames are discussed herein. 

Laminar fiames,-In reference 3, the distribution of 
combustion products in a laminar diffusion flame was 
measmed. A probe was placed along the axis of the bmner, 
and gas samples at various heights were removed. The 
measmements for a cylindrical carbon monoxide flame are 
shown in figure 200, in which the carbon monoxide, carbon 
dioxide, and nitrogen concentrations are shown as a function 
of height above the port. 

Reference 4 reports measmements of hydrogen, oxygen, 
and nitrogen concentrations in a hydrogen-air diffusion 
flame at various heights and radial distances in the flame. 
The results are shown in figme 201. The measmable O2 

concentration shown in the fuel side of the flame front is 

attributed to air entering the sampling tube because of 
flame movemen t. The structure of the diffusion flame 
suggested from the analysis is illustrated in figme 202, which 
may be considered generally typical for laminar gaseous 
diffnsion flames. The figure shows the fuel-gas concentra
tion at the burner centerline dropping to zero at the flame 
front, while the O2 rises from zero at the flame front to its 
value in. the ambient stream. The concentration of products 
is a maximum at the flame front . The oxygen and fuel are 
considered to reach the flame front in stoichiometric pro
portions and to react to form products instantaneously. 
In most theoretical treatments, a simplified pictme of the 
reaction is assumed in which only one diffusing gas is con
sidered. In tead of treating both fuel and oxygen varying 
from their initial concentrations to zero at the flame front, 
the fuel, for example, is treated as negative oxygen. In 
the reaction 2H2+02~2H20, each mole of hydrogen is 
equivalent to % mole of oxygen. One of the dashed curves 
in figure 202 represents the reflected fuel curve corrected 
for the stoichiometric ratio. Thus, it is possible to con
sider only the diffusion of oxygen from its initial concentra
tion through zero at the flame front to the proper negative 
value in the unburned fuel. In a similar manner, the other 
dashed curve illustrates the condition in which the oxygen 
is considered in terms of its fuel equivalent. 

The actual flame is not as simple as the previous discussion 
may suggest, since, in addition to the molecular species 
that have been studied by conventional sampling and gas 
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analysis, free atoms and radicals are present. A flat flame 
in an apparatus similar to that shown in figure 197(a) was 
used in reference 5, in which the distribution of various 
species in the flame was studied by a spectroscopic method. 
In addition, a sodium line reversal method was employed to 
measure _flame temperature. The results are given for a 
H 2-02 flame in figure 203(a). The temperature profile is 
shown, in addition to a qualitative intensity distribution for 
OH and O2 as determined by both emission and absorption 
spectroscopy. The relatively flat temperature profile has a 
maximum of about 2800 0 C, which agrees closely with cal
culated adiabatic flame temperatures for the stoichiometric 
reaction. A similar set of curves for CHC {)2 flames is shown 
in figure 203(b). In addition to OH and O2, the C2, CH, and 
continuous emission are shown. Similar curves are shown 
for NHa-02 flames in reference 5, while additional curves 
for H 2-02 and NHa--02 along with C2H(--02 and CO--02 are 
given in reference 6. The general characteristics are similar. 

Turbulent flames.-The distribution of reactants and 
products in a turbulent diffusion flame of hydrogen and air 
is studied in reference 7. The situation is somewhat more 
complex than in the laminar flame. Unfortunately, the 
results are influenced by the confining duct, so that the 
curves can be applied only qualitatively to open flames. 
The data are shown in figure 204 for various heights and 
radial positions. The O2 and H2 concentrations were meas-

ured, while the H 20 concenLration was calculated. The 
general appearance of the H2 and O2 curves resembles that 
of a laminar flame, although there is considerably more 
overlapping of the H2 and O2 in the vicinity of the flame 
front. This result is consistent, however, with the oscillating 
nature of the tUl'bulent flame, which results in the apparent 
thickening of the reaction zone when a time-average, rather 
than an instantaneous, position is considl:'red. 
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THEORY 

The theories of the burning of premixed fuel-oxidant 
systems discussed in chapters IV and V consist essentially 
in analyses of the factors such as diffusion, heat transfer , 
and reaction mechanisms as they affect the rate of the hom
ogeneous reaction taking place. "Homogeneous" is used in 
the sense that fuel and oxidant molecules are intimately 
mixed in the unburned gas, although concentration and tem
perat.ure gradients exist in the reaction zone. Because 
the primary mixing process of fuel and oxidant appears to 
dominate the burning process in diffusion flames, the theories 
emphasize the rates of mixing in deriving the characteristics 
of diffusion flames. Since laminar and turbulent mixing 
processes are usually treated differently, the theories of 
laminar and turbulent diffusion flames are also separated in 
the following discussion. Only those mixing processes direct
ly involved in setting up the equations for the flame are 
considered, since the general subject of mixing is treated in 
chapter II . 

Laminar flames.-The basic equations for the theoretical 
treatment of laminar, gaseous diffusion flames to determine 
flame length and other properties were established by Burke 
and Schumann in 1928 (ref. 3) . Later work has extended 
the range of the treatment. Burke and Schumann used an 
experimental model corresponding to figure 197(c), which 
is redrawn in sketch (1') to aid in defining some of the terms: 

underventi,ated-l
flame 

bF 

1 
Air 

_---1L-:..4-_ f I a me 
-----1--Overventiloted 

Fuel 

Sketch (r) 

t 
Air 

bF 

The basic assumptions that Burke and Schumann made in 
setting up the problem are listed and discussed to facilitate 
reference to them. Additional assumptions to facilitate 
solutions of various equations are considered as they arise. 

(1) At the port position, the velocities of the air and the 
fuel are assumed constant, equal, and uniform across their 
respective tubes, so that the molar ratio of fuel flow to air
flow is given b-y r~/ (r! -r~). 

(2) The velocity of the fuel and air up the tube in the 
region of the flame is the same as the velocity at the port. 
That this is not actually true has been shown for premixed 
V-flames in chapter IV. 

(3) The coefficient of interdiffusion of the two gas streams 
is constant. Since diffusion coefficient increases with tem-

perature, as does the gas velocity assumed constant in (2), 
Burke and Schumann suggest that these two effects may 
minimize the errors introduced by the assumptions. 

(4) The interdiffusion of the two gas streams is entirely 
radial. This is a reasonable assumption for tall flames. 

(5) The mixing of the two streams occurs by diffusion 
only. In other words, recirculation eddies and radial flow 
components are assumed absent. 

(6) The flame front is a geometric surface where fuel and 
oxygen meet in stoichiometric proportions and react to give 
reaction products. 

(7) The oxygen is considered the negative fuel. In the 
reaction Fuel + i02-l>Products, each mole of fuel is equivalent 
to i moles of oxygen. The oxygen concentration C/fo, may 
then be replaced by its stoichiometric equivalent in terms of 
fuel C/foz/i, which is the number of moles of fuel that would be 
completely burned by C/foz moles of oxygen. Since zero 
concentration of reactants at the flame front is desirable, the 
oxygen is treated as negative fuel so that the fuel concentra
tion ranges from its value in the unreacted jet % to the 
equivalent value of oxygen in the unreacted air C/foz/i . This 
is shown in figure 202 by reflecting the oxygen-concentration 
curve in the horizontal axis and plotting <!foz/i, where i= X 
for the stoichiometric H 2-02 flame. Burke and Schumann 
consider the concentration in terms of partial pressures, 
which are proportional to the molal concentrations discussed. 

(8) The tube containing the fuel flow has a negligible 
thickness. 

These assumptions reduce the problem to one of diffusion 
of a single gas having a certain initial distribution and sub
ject to certain boundary conditions. In cylindrical coordi
nates, Fick's law of diffusion gives the equation describing 
the concentration as a function of time and coordinates: 

(1) 

From assumptions (1) and (2), t can be replaced by vertical 
distance, since 

and there results 

t=~ 
U j 

(2) 

which now contains the height and radius. The boundary 
conditions can be stated on the basis of the burner port at 
x=O. At this point, ./ 

P.=Pr O:::;;r:::;;rj-~ 

x=O (4) 
POz 

rj+~:::;;1' :::;;r8 p=-. 
~ 
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The half-thickness of the port ~ is assumed negligibly 1.4 

I I i I small. Also, 

op=o{r=o 
or r=r, 

(5) 

The solution of equation (3) with the boundary conditions 
(4) and (5) is 

(6) 

where 
k constant that assumes all posit.ive roots of the equation 

J1(kr,) =0 
P P r+ (Po,li) 

For further discussion of the solution of equation (3), see 
reference 8. General methods of solution of equations of 
this type are discussed in reference 9. 

The equation for the flame front is obtained by setting 
p=O at r=rF, so that equation (6) becomes at the flame 
front 

(7) 

The shape of the flame front can be obtained by plotting the 
values of TF and x that satisfy equation (7) . The height of 
the flame bp is given by the value of x when rF=O for an 
overventilated flame and rp=r, for an underventilated 
flame. The results of a typical calculation are illustrated in 
figure 205 for an overventilated and an underventilated 
flame for which it was assumed rj= % inch, T,= 1 inch, D= 
0.0763 square inch per second, and U j =0.610 inch per second, 
which correspond to a fuel flow of 1 cubic foot per hour. 
The calculated shapes agree well with the observed flame 
shapes. A similar treatment was used (ref. 3) to calculate 
the flame shape for a flat diffusion flame on a burner re
sembling that of figure 197(a). 

The properties of diffusion flames are also calculated in 
reference 8, in which the analysis was begun with equation 
(1) and essentially the same assumptions except assumption 
(1) were used. The fuel and air velocities were not required 
to be equal, although it was required that the air velocity 
be constant over the annulus and the fuel velocity over the 
inner tube, and that no momentum transfer occur during 
diffusion (assumption (2». Solution of the equation of 
reference 8 gives 

(8) 

Comparison of equations (7) and (8) shows the similarity. 
The principal difference is the addition of two terms con
taining the ratio Uj/U" which was assumed equal to 1 by 
Burke and Schumann. 

The analysis was also begun with equation (1) in reference 
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FIGURE 205.-Calculated flame shape using equation (6) for under
ventilated and overventilated flame (by permission from ref. 3). 

4, in which the characteristics of the flame burning on a jet 
of fuel discharging into still air were computed. Essentially 
the same assumptions as those of reference 3 were used, 
except assumptions (1) and (2), which no longer apply. 
Unlike the assumption of reference 3, in which the oxygen 
is eonsidered negative fuel, the analogous position that fuel 
is negative oxygen is taken in reference 4. The oxygen
concentration curve would then follow the dashed line in 
figure 202 on the fuel !?ide of the flame front, where the fuel 
concentration is replaced by -ipr' The oxygen partial pres
sure varies in an air flame from 0.21 to -ipf. The solution 
of reference 4 was obtained in terms of a generalized dimen
sionless concentration <t'm, defined as 

l+(~) 
C# _ % j 

fOm,P- (~) 
1+ C# 

fOr ,t 

(9) 

and a dimensionless time parameter Z defined by the equa
tion 

..... 4Dt 
::"=-82 rj 

The solution of equation (7) is (ref. 4) 

1 

~ =l-e -43:y m,F 

(10) 

(11) 
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where 
1 >-< .:::.p 

[ 
1+(%) ] t'"df &I 

4 In (C~) +((~) 
% &I %, 

(12) 

Also, from equations (10) and (11), 

(13) 

If the volume flow rate V/I is introduced, where 

(14) 
there results 

(15) 

In equation (15), the value of t is yet undetermined. A form 
based on dimensional analysis and experimental data was 
used in reference 4. 

In reference 10, t was treated somewhat differently. 
Equation (15) was simplified to (see ref . 1) 

(16) 

and t was replaced by bplUo•fI which assumes that the port 
velocity remains unchanged to the flame tip. The flame 
height is then given by 

( 1 1) VII ----
b c;1",.P 2 _ V/IZP 

p. L 47rD - 7rD (17) 

which is in agreement with the result of reference 3. 
While the laminar diffusion flame theories discussed in the 

previous paragraphs consider the general characteristics of 
the flame, they do not consider the detailed phenomena 
occurring in the flame region. These theories consider the 
flame as a discontinuity, while in the actual case the flame 
has a thickness that depends on the relative rates of chemical 
reaction and mixing. The details of flame structure are con
sidered in reference 11 , in which an Arrhenius type of 
reaction-rate expression is used. At remote points from the 
reaction zone, the curves of co.ncentration and temperature 
are not appreciably altered, but the sharp break assumed by 
the earlier theories at the instantaneous reaction zone be
comes a rounded curve for a fini te reaction time: 

I_Flame 
I front 

I 

rT 

Sketch (5) 

Reaction 
- - Instantaneous 
- -- Fini te 

nder the usual condition of burning in a laminar diffusion 
:flame, the simplified flame diagram used by Burke and Schu
mann and others i adequate. If the flow conditions are 
altered so that the flame zone becomes thin compared with 
its length, the diffusion processes may be sufficiently rapid 
that the chemical reaction rate becomes important, and th e 
more complicated treatment of reference 11 is necessary . 
Such may well be the case near the extinction limits. Equa
tioll (8) may be used for calculating the dimensions and con
centration gradients in a diffusion flame, while the simpler 
equation (17) is useful for estimating relative flame heights. 

Turbulent flames.-The theoretical treatment of turbu
lent diffusion flames is less advanced than that oflaminar dif
fusion :flames because of the much more complicated mixing 
process involved. There have been essentially two ap
proaches to the problem: The first uses the laminar diffusion 
:flame equations but replaces the molecular diffusion co
efficient by an eddy diffusivity , and the second uses equations 
based on the mixing of turbulent jets and derives a new set of 
equations. Since the first treatment follows directly from 
the previous discussions, it is di cussed first. 

The eddy diffusivity E that will replace the molecular 
diffusion coefficient is given by 

(18) 

For fully developed turbulent flow inside the burner tube, 
2i-a is proportional to the tube diameter, and the intensity 
of turbulence is approximately proportional to the mean 
flow velocity at the axis, so that 

(19) 

can now be inserted into equation (17), for example, to give 

(20) 

ubstituting VII from equation (14), there results 

(21) 

which indicates that bp.Tlr, is nearly constant in the turbu
lent region. A similar result is shown in reference 12 for 
flat :flames (fig. 197(a» . 

In reference 7, the diffusion flame is described by use of 
the cold-jet mixing proces". The details of this mixing 
process are discussed in chapter II. In this section, only 
the application of turbulent mixing to diffusion flames is 
considered. Therefore, only the distance required to pro
duce a stoichiometric mixture is of concern here, for, as in 
the laminar flame, this equiconcentration surface is con
sidered to be the flame front. For simple turbulent mix
ing, the axial distance at which a given concentration 
is reached (e. g., stoichiometric) is found to depend only 
on diameter and not on velocity. T hus, bp. Tlr, would 
be a constant, in agreement with the results obtained 
previously. A consideration of the actual mixing process 
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in the presence. of buoyancy due to density differences and 
in the presence of chemical reaction is quit.e complex. The 
problem is treated in reference 7, in which the following 
equation is obtained: 

(22) 

where 

and 

As with the previous treatments, the ratio bF. T/rj depends 
only on the stoichiometry and thermodynamics of the sys
tem and is independent of velocity and diameter. Although 
obtained by a less rigorous treatment than the equations for 
laminar diffusion flames, equation (22) reflects the same type 
of controlling process and is one of the most readily used 
equations for predicting the relative flame heights of turbu
lent gaseous diffusion flames. 

EFFECT OF VARIABLES ON FLAME HEIGHT 

Laminar fiames.-Wi thin the region designated normal 
flames (zones 1 and 2 of fig. 198), the flame height varies 
with changes in fuel flow . For a given fuel flow, the shorter 
flame indicates a greater burning rate per unit volume of 
space than the higher flame, so that flame height is often 
used in diffusion flames as a measure of burning rate. A 
study was made of the eflect of various factors that can 
influence the flame height of diffusion Barnes containing 
some premixed primary air (ref. 13). The apparatus was 
essent.ially that of figure 197(c) , cxc('pt that the secondary 
air was supplied by natmal rather than forced convection. 
The effects of port velocity, port diameter, and ratio of 
primary air to gas on the flame height were investigated. 
While a discussion of the addition of primary air overlaps 
previous discussions (chs. IV and V), it should be recalled 
that even so-called premixed flames with primary gases 
richer in fuel than stoichiometric have an outer flame zone 
that is a diffusion flame. Reference 13 found that flame 
height increased with increasing port diameter and primary 
gas velocity; the results for Cambridge city gas are repre
sented by the equation 

(23) 

where K 1, K 2, and K3 are constants that depend on the ratio 
of primary air to gas. The quantity of secondary gas sup
plied to the flame had little effect on the flame height, pro
vided there was sufficient secondary air for combustion of 
75 percent of the fuel (ref. 13). 

The results of Gaunce quoted in reference 4 for Cambridge 
city-gas flames with no primary air, burning on a 0.125-inch 
port, are shown in figme 206. Reference 4 found that the 
data of reference 13, the laminar portion of the data of 
Gaunce for Cambridge city gas, and the data of reference 
4 for carbon monoxide could be empirically correlated, 
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using only two empirical constants depending on fuel type 
and air-gas ratio. The equation is 

(24) 

The values of 1(1 and K2 used are given in the following 
table, and the effectiveness of the correlation is shown in 
figme 207, where straight lines are obtained when log V'IE, 
is plotted against flame height: 

Fuel ~r~ K, K2 

City gss ________ 0 l. 39 5.09 
City gas __ ______ 1. 29 1. 87 5. 93 
CO ___ __________ 0 1. 39 4.91 
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For the calculation of 2" it was assumed that ('i!fa/%),,=2.38 
for carbon monoxide and from 4.3 to 4.8 for city gas, depend
ing on the composition. Equation (17), derived theoreti
cally, shows that bp •L should increase as Uj and the product 
V/l2'p increase, but fails to show the logarithmic form that 
is found empirically to fit the experimental data. 

Data similar to those of reference 4 for city gas were ob
tained in reference 10 for a mixture of 50 percent ciLy gas 
and 50 percent air by volume and for butane. The laminar 
portions of the flame-height curves for 100 percent city gas 
fit the empirical equation 

(25) 

where V/I is in cubic centimeters per second and bp,L is in 
centimeters. Diameter does not appear in this equation, 
since flame height was independent of port diameter at the 
low flows necessary for laminar flow. Actually, the experi
mental curves do show a slight effect of tube diameter. A 
larger diameter effect is found when a mixture of 50 percent 
city gas and 50 percent air is used. These data fit the empir
ical equation 

(26) 

where U is in centimeters per second. It was found (ref. 10) 
that 100 percent butane and butane-primary-air flames 
follow a very simple relation with flow rate for tubes: 

b KI 
P,L ..jV/lX, 

(27) 

where X, is the mole fraction of fuel in the jet. The data 
ar e shown in figure 208 for a O.4-inch-diameter port. The 
empirical coefficient decreases slightly for large changes in 
port diameter: 

Port diam., in. K, 

0.180 10.4 
.290 9. 9 
.40 9. 7 

1. 03 9. 1 
1. 99 8.3 

Since the empirical equations of reference 10 bear little 
resemblance to equation (17), it is suggested therein that 
the assumptions of constant D and constant Uj may be in 
error. ince D changes more rapidly than U" the total 
change may be repr~sented by a change in D alone, which 
results in 

(28) 

Combining all the effects yields the following form of the 
theoretical equation: 

(29) 

which has the same form as equation (25). In general, thf' 
measurements and correlations that have been presented 
were determined for flames that ranged initially from 4 to 
6 inches up to about 25 inches. 
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FIGURE 20B.-Heights of butace-air flames in free air. Burner-tube 
inside dia.meter, 0.4 inch (ref. 10). Reynolds number. 2300. 

Reference 8 presents some measurements of flames from 
0.2 to about 1.5 inches in length. The effect of fuel velocity 
on flame height is shown in figure 209(a). In the region of 
low fuel velocities Lhe flame heights are independent of the 
air velocity, in agreement with the data of reference 13; 
but at higher fuel velocities the points for the lower air
flows of 0.9 and 1.74 inches per second rise above the other 
data. The lines in the figure were calculated from equation 
(8), and reasonably good agreement is obtained for the 
higher air velocities. The proper trend in flame height is 
predicted for the airflows of 0.9 and 1.74 inches per second, 
but the theory predicts a greater separation of the 3.45-
and 5.13-inch-per-second data than was found experimen
tally. Equation (8) contains the parameters bp,L/Uj and 
Uj/U., which suggests that these quantities may be useful 
in correlating the experimental data. The first of these 
has the dimension of time, while the second is proportional 
to the fuel-air ratio. A plot of bp,L/Uj against fuel-air ratio is 
shown in figure 209(b) along with the line obtained theoret
icall'y from equation (8). Reasonably good correlation 
and agreement with theory are obtained. 
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FIGURE 209.-Effect of fuel and air velocity on flame height (ref. 8). 

The change in flame height with flow velocity and tube 
diameter represents the principal studies on laminar diffusion 
flames. Only a little work has been done on the effect of 
pressure on flame hei.ght. It was found in reference 8 that 
pressure changes of 10 to 1 atmospheres had practically no 
effect on flame height. The theory (eq. (8)) predicts that 
flame height should he independent of pressure. Reference 
3 also found flame height to be insensitive to temperature 
and pressure. Theoretically, this independence of flame 
height results from the fact that pressure and temperature 
affect the flow velocity and diffusion coefficient in opposite 
directions, thus canceling their effects. 

The rather simple form of equation (24) and its success 
in correlating the data for different systems make it appear 
the most useful for calculating laminar flame heights where 
the empirical constants are known. The difficulty of apply
ing the theoretical equations and the uncertainty of some of 
the assumptions limit their use in predicting absolute flame 
heights. 

Turbulent flames.-Figure 206 shows that, at certain 
critical flows, the tip of the flame becomes turbulent and the 
turbulent portion increases with increasing flow rate. The 
break points of city gas, hydrogen, and propane flames were 
measured in reference 7. The total flame heights, which are 
relatively constant, were also measured and are shown along 
with the break points in figure 210. It is evident that both 
the total flame heights and break-point heights are relatively 

insensitive to flow rate in the fully developed turbulent 
flame, which agrees with equation (22). The break points 
for two gases of differing diffusion coefficients are shown in 
figure 211, where the ratio of break-point heigh t to port 
diameter is plotted against the product of diffusion coefficient 
and flow velocity. Again, there is a drop in break-point 
height with flow velocity until a critical velocity occurs, 
after which there is little change. Break points for un
ignited and ignited ethene systems were studied in reference 
14, which revealed that the break point was higher for the 
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ignited stream. The flow-velocity range can be increased 
somewhat by the use of a pilot, and reference 1 shows that 
the flame height increases somewhat with flow velocity 
under these conditions; an increase of flow velocity from 200 
to 1200 feet per second causes about a 5-inch increase in 
flame height in the presence of a pilot. 

Flame heights of 100 percent city-gas flames (fig. 212(a)) 
and 50 percent city gas-50 percent air flames (fig. 212(b)) 
in the turbulent regime were measured in reference 10. 
The dnta arc represen ted approximately by 

2 

0.00775+ 3J~ 
(30) 

for 100 percent city gas where Uo is in centimeters per second; 
and 

2 

0.0132+
3
J3 

o 

(31) 

for 50 percent city gas-50 percent air, again in metric units. 
Reference 15 shows that diffusion flames containing jet of 
powdered coal in air have flame heights similar in magnitude 
to those of gaseous fuels. 

everal equations for the length of turbulent diffusion 
flames are compar~d in figure 213, where flame height is 
plotted against the stoichiometric concentration for fiv(' 
fuels. Each point represents a single fuel, while the line 
are calculated from the equations shown in the figure. · 
Wohl's equation is shown as a dashed line; a curve derived 
in reference 15 in which x cc log T is shown as a dot-dash line; 
and the equation of reference 1 is represented as a lamily of 
solid lines for various molecular-weight ratios. Black dots 
on these lines indicate the range of ('G'm.F of interest. It is 
apparent that, for fuels of widely differing molecular weight, 
the molecular-weight ratio is necessary, although WoW's 
equation can be made to agree with equation (22) to within 
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FIG HE 212.-Effect of velocity on ratio of flame height to tube 
diameter in turbulent region of city-gas flam es in free air (ref. 10). 

about 30 percent if hydrogen is omitted. The proposed 
function of reference 15 cannot fit different fuel types unless 
a different empirical con tant is used for each fuel. 

STABILITY 

The diffusion flame, like the premixed flame, has certain 
reglOns of stability beyond which burning cannot occur. 
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FIGURE 213.-Compari on of calculated curves and experimental 
data for five fuels (ref. 1). 



BASIC CONSIDERATIONS IN THE COMBUSTION OF HYDROCARBON FUELS WITH AIR 219 

These have already been indicated in figure 198 by the 
boundary separating the various flame zones from the ex
tinction region. While the phenomenon of flashback is, of 
course, not possible for diffusion flames, the extinction curve 
does not extend to either zero fuel flow or zero airflow. As 
the fuel flow is decreased, the flame becomes smaller and 
malleI' until the quenching action of the nozzle wall is suf

ficient to prevent propagation. Thus, a lower boundary is 
set to the fuel flow. As the fuel flow is increased, the flame 
length increases. At critical fuel flows, however, the proc
esses of flame lift and blowoff occur entirely analogously to 
the Bunsen flame. In fact, the blowoff of rich Bunsen 
flames (see ch. VI) may well depend on the characteristics 
of the outer-mantle diffusion flame. Some typical data on 
the lifting and ultimate blowoff of a butane diffusion flame 
(ref. 2) are illustrated by figure 214. The solid line shows 
Lhe location of the. flame base as the flow velocity is in
creased and lift occurs. The dashed line, on which typical 
flames are shown , illustrates the path of the flame bases as 
the butane flow vebcitv is reduced and the flame resettles. 
This type of hysteresis' in the lift curves also occurs with 
premixed gases (see ch. VI). The ultimate point, at a flow 
velocity of about 300 milliliters per second, corresponds to 
compl;tc blowoff. The data of reference 2 are for rather 
short laminar flames, but the phenomenon of lift is illus
trated for turbulent flames by the dashed curves of figure 206, 
which show the location of the bottom of lifted flames and 
their corresponding total flame height. 

'£he stability range of diffusion flames of ethene issuing 
from carburetor-type jets into still air is reported in reference 
14. The results showing the stability region as a function 
of jet diameter and Reynolds number may be seen in figure 
215. The range of gas flow over which the flame is stable 
increases only slightly with increasing jet diameter. Above 
a certain diameter, the range over which the lifted flame 
persists widens rapidly as the jet size increases, because of 
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the rapid decrease in blowoff tendency on larger jets. On 
small jets, the lift and blowoff limits coincide. The phe
nomenon of lift is explained in reference 14 by a comparison 
of the break points of ignited and unignited streams and 
the height of the base of the lifteJ flame. In figure 216, the 
height to turbulence or the break point or the height to the 
base of a lifted flame is plotted against Reynolds number
essentially flow velocity. Curves A and B connect the data 
for the height to turbulence in the unignited and ignited 
streams, respectively. ote that the height to turbulence 
occurs at higher Reynolds numbers for the ignited gas 
stream. The stabilization was attributed in reference 14 
to heat addition from the flame. Curve C represents the 
height between the top of the burner and the base of the 
lifted flame. Curve D represents the height to turbulence 
in the fuel jet of a lifted flame. At a flow rate immediately 
before lift, the break point in the gas stream lies well within 
the flame envelope. At the actual lift point, the flame is 
stabili7.ed by eddies formed at the break point, and the base 
of the flame is at the same height as the height to turbulence 
(point X in fig. 216). After the flame has lifted, the heating 
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effect of the flame on the gas stream is removed, so that the 
break point returns to that of an unignited jet, shown by the 
dash-dot line connecting curve D and point X. As the 
flow rate is reduced, the break point follows curve D, while 
the flame base follows curve C. When they meet at point 
Y, the flame suddenly resettles on the port, and the break 
point rises to point Z on curve B. This description accounts 
for the hysteresis in the lift curves noted previously. 

Within the region in which the flame seat is located at the 
port, the height of the flame increases regularly with flow 
velocity (fig. 206). However, reference 2 reports that, under 
some conditions, flame vibrations may appear. To the eye, 
there appears a double flame that may correspond to tha 
maximum and minimum positions of the vibrating flame as 
sketched in figure 217 (a). troboscopic pictures of the 
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FIGURE 217.-Effect of fuel flow on flame height (ref. 2). 

flame (fig. 217 (b» show that the vibration cunsists of a 
progressive necking of the flame; this can lead to the forma
tion of an island of flame which, separated from the seated 
flame, burns itself out. The butane flame vibrations have a 
frequency of about 8 cps that is relatlvely independent of 
the flow. Modifications of the fuel supply system change 
the vibration frequency so that frequencies from 3 to 20 cps 
have been measured. Hydrogen gives a frequency of about 
200 cps; in a few cases, the butane frequency can be equally 
high. Similar frequencies were found (ref .. 16) for the rate 
of flicker of diffusion flames; hence, it appears that the 
phenomena are related. In reference 2, the vibrations are 
related to the phase lag I:1t between the occurrence of maxi
mum fuel flow in the oscillating flow and the appearance of 
maximum flame height. If the phase lag is small compared 
with the half-period of the vibration (I:1t«t~), the flame 
flickers; if I:1t=tl/2, the flame height rises- to a maximum and 
suddenly drops to its initial value; if I:1t>t~, flame necking
and ultimate breaking off of islands of flame can occur. 

LIQUID DIFFUSION FLAMES 

SINGLE.DROP COMBUSTION 

When a single drop of liquid fuel burns, it is surrounded 
by a diffusion flame, as illustrated in figure 218. Fuel is 
evaporated from the liquid interface and diffuses to the flame 
front, while oxygen moves from the outside air to the burning 
surface. The rate at which the drop evaporates' and burns 
is determined by the rate of heat transfer from the flame 
front to the liquid surface. As in the case of gaseous diffu
sion flames , chemical processes are assumed to occur so 
rapidly that burning rates are determined solely by maf:'~ · 
and heat-transfer rates. 

Theory.-Flame structme: Spalding (refs. 17 and 18) 
and Graves (ref. 19) consider a double-film model for combus
tion of a liquid fuel. One film separates the drop surface 
from the flame front; a second separates the flame front from 
the surrounding atmosphere. The distributions of tempera
ture and of fuel, oxygen, and product concentrations as a 
function of distance through the combustion zone are as 
follows: 

Liquid 
surface 

A B 

Sketch (tl 

I Surrounding 
atmosphere 

I 
I 

I Temperature 



BASIC CO SIDERATIONS IN THE COMBUSTION OF HYDROCARBON FUELS WITH AIR 221 

FIGURE 218.-Burning benzene drop (ref. 29). 

In steady-state combustion, the liquid surface is assumed 
to be at a temperature a few degrees below the normal 
boiling point of the fuel, as surveys of the temperature fields 
in burning liquids indicate (ref. 20). In the AB region, fuel 
evaporates at the drop surface and diffuses to the flame 
front, where it is consumed. Heat conducted from the 
flame front serves to vaporize the fuel and heat it to the 
burning temperature TlJ • (It is assumed that there is no 
chemical reaction of the fu el before it reaches the flame 
front. ) In the B O region, oxygen diffuses to the flame front , 
and combustion products and heat are transported to the 
surrounding atmosphej:e. The position of the 0 surface is 
determined by convection (natural or forced) . 

Burning temperature: By equating fuel flow to oxygen 
diffusion and heat conduction in the B O region, the burning 

temperature may be determined. For oxygen diffusion, 
with the fuel and oxygen flowing in opposite directions, 

(32) 

where 
W" weight of oxygen consumed in combustion of unit 

weight of fuel (stoichiometric relation) 
X P /X02 number of moles of products formed per mole of 

oxygen consumed 
The term (Xp /Xo,-l) takes some account of the fact that 

there will be a net gas motion if Xp/ X o, .,e 1. The expression 
is applicable to the steady-state diffusion of both components 
of a binary mixture (ref. 21) and neglects the presence of a 
stagnant inert gas. For heat flow in region BO, 

~ . dT 
411"y2 [he-(hp-hp.d+ (h02 -ho,;C )]= -KBC dy (33) 

where 
he specific lower heat of combustion of liquid fuel at tem

perature of surrounding atmosphere 
hp specific enthalpy of products referred to unit quantity 

of fuel 
11,02 specific enthalpy of oxygen referred to unit quantity of 

fuel 
The term in the brackets is the heat that must be trans

ported to the point y in the combustion of unit quantity of 
fuel. Eliminating the fuel flow from equations (32) and 
(33) and integrating give 

if Po,.c is small and Xp/Xo, = 1. The factor KBCW"dDpo, is 
considered independent of temperature. 

Integrating the left side of equation (34) by introducing 
mean specific heat Cp for products and oxygen results in 

or 

(34a) 
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Unfortunately, the error introduced by expansion of the 
logarithm is in the opposite direction from the expansion of 
equation (34) , and predicted burning temperatures are too 
high. onetheless, equation (34a) is useful for showing 
qualitatively the factors that influence the burning tem
peratures. 

Equation (34) permits a more reliable calculation of the 
burning temperature. It has been used (ref. 18) to obtain 
burning temperatures for kerosene drops in atmospheres of 
varying temperature and oxygen concentration, with carbon 
dioxide and water assumed to be the sole combustion 
products. Preferential diffusion of water with respect to 
carbon dioxide was also neglected. The calculations of 
reference 19 for isooctane burning in atmospheres of various 
oxygen concentrations neglected preferential product dif
fusion and employed the simplified form of equation (34) 
valid for low oxygen partial pressure or X p /X 0 2 ~ 1; however, 
equilibrium dissociation of products was taken into consider
ation. In figure 219 , burning temperatures of references 18 
and 19 are compared for similar conditions. Burning tem
peratures for isooctane calculated from equation (34a) are 
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also shown. It is to be noted that these temperatures are 
higher than the adiabatic flame temperatures for corre
sponding isooctane vapor-oxygen-nitrogen mixtures (ref. 
22). Drop burning t emperatures may be greater because 
there is no net flow of inert gas (nitrogen) through the 
burning zone and because the oxygen is preheated to the 
combustion temperature by the hot reaction products. The 
fact that the reaction zone must have a finite thickness will 
give rise to lower burning temperatures than those calculated 
from equation (34). 

Burning rate: For the AB region, heat and fuel flow may 

be equated analogously to equation (33) (directions of fuel 
and heat flow are opposite): 

Wf KAB dT 
411'y2 h.+hl+hf-hl,A dy 

(35) 

where 
hi heat necessary to raise unit mass of fuel to vaporization 

temperature 
hI specific enthalpy of fuel vapor 

Integrating over the AB region gives 

The term hi is included because of the assumption that the 
bulk of the drop remains at the initial temperature during 
combustion. If the entire drop rapidly reaches the surface 
temperature during the first stages of combustion, hi should 
be omitted. The factors determining the drop interior tem
perature are discussed in reference 23. 

I.r equation (33) is rearranged and integrated over the B O 
regIOn, 

WI( 1 1) J'TH KBcdT 
411' YB - Yc = Tc hc-(hp-hp,d+ (ho2 -ho" d =B (37) 

From equations (36) and (37), the mass burning rate is found 
to be 

411'A 411'(A+B) 

(y1A - :J (:A - :c) 
(38) 

In the burning-rate _equation, the vanatIOn of thermal 
conductivities with temperature is considered. 

Godsave's burning-rate equation (refs. 24 and 25) may be 
obtained from the first part of equation (38) by using a mean 
value for the thermal conductivity in the AB region and 
letting hf-hl,A=C1l.f(T- TA): 

[
1+ C1I.f(TB-TA)] 

411'A =411'KABln h,+h. 

( 1 1 ) c1I.f (1 1 ) 
Y.A-YB YA-YB 

(38a) 

For a liquid sphere, the relation 

(39) 

gives the mass burning rate in terms of the change of radius 
with time. 

Experimentally (refs. 19 and 25 to 28), mass burning rates 
of single fuel drops are found to be proportional to the drop 
radius. Variation of drop diameter with time is given by 

dJ,=dJT, o-.;t't (40) 

where ddT,O is the initial drop diameter, ddT=2YA is the 
diameter at any subsequent time, and ,X'is the evaporation 
constant. The rate of change of radius with time may be 
obtained from equation (40): 

dYA :;f 
Tt=-8YA (41) 
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From equations (38), (39), and (41), it follows that 

.f= 2w/ =! (A+B) 
7rP/·YA PI 1_ YA (42) 

Yc 

Note that :;f will be constl;l,nt if YA /YC is constant or if yc= co 

(drop burning in the absence of convection). Equation (42) 
has been successfully used to predict evaporation constants 
for the combustion of single fuel drops. 

Combustion in quiescent air .-Evaporation constants of 
single drops (initial diam. 1000 to 1500 microns) of various 
liquid fuels burning in quiescent air have been obtained by 
Godsave (refs. 25 and 26) with a motion-picture technique. 
By the same method, Graves (ref. 19) has studied the com
bustion of isooctane drops in variou.s oxygen-nitrogen 
atmospheres. Plots of square of drop diameter against 
time were found to be linear (see eq. (40)). Figure 220 
shows a typical plot. for isooctane burning in an atmosphere 
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FIGURE 220.-Time variation in diameter for drop of isooctane burn
ing in oxygen-nitrogen atmosphere containing 34.9 percent oxygen 
(ref. 19). 

contammg 34.9 percent oxygen . In table XXVII, experi
mental and calculated (ref. 29) values of evaporation con
stants for combustion in air determined by Godsave are 
presented. Although values for jet fuels were not deter
mined, evaporation constants of about lOX 10-6 square foot 
per second (similar to kerosene) are to be expected. Evapo
ration constants from reference' 19 for isooctane are pre
sen ted in table XXVIII. 

The combustion of suspended single droplets of decane, 
tetralin, furfuryl alcohol , and amyl acetate was studied in 
reference 28, and drop lifetimes were measured at pressures 
between 1 and 20 atmospheres. Lifetimes were found to be 
very nearly proportional to the square of the initial drop 
diameter for a given pressure and fuel, in agreement with 
equation (40). Evaporation constants were not deter
mined as such, but droplet lifetimes were consistent with 
evaporation constants of the order of lO X 10-6 square foot 
per second (similar to those of tables XXVII and XXVIII). 
With increasing pressure, volumetric burning rates in
creased approximately with the fourth root of the pressure. 

TABLE XXVII.-EVAPORATION CONSTANT ' FOR 
V ARIOUS FUELS BURNING IN AIR 

Evaporation constant, :;t; ft2/sec 

Fuel 

Petroleu'l1 ether 
(100° to 1200 C) __ _ 

ICero ene ___________ _ 
Diesel fueL ________ _ 
Ethyl alcohoL ______ _ 
Benzene ___________ _ 
Toluene ___________ _ 
Ethylbenzene _______ _ 
o-Xylene ____ ______ _ 
p-Xylene __________ _ 
Isopropylbenzene ___ _ 
Pseudocurnene ______ _ 
n-Butylbenzene _____ _ 
tert-But ylbenzene ___ _ 
tert-Arnylbenzene ___ _ 
n-Heptane _________ _ 
Isooctane ____ _______ _ 

Experi
mentql 
(refs. 25 
and 26) 

10.6 X 10- 6 

10. 3 
8. 5 
8.7 

10. 4 
b 7. 1 

9. 3 
8. 5 
8.3 
8. 4 

c 9.4 
c 9. 3 

8. 3 
8. 4 

10.4 
10. 2 

Ca lculated 
(ref. 29) 

10. 6 X 10-6 

10.3 

11. 6 

-Calculated using equation (38a) and a correction factor of 0.79. 
bExperimental value believed to be too low. 
'E xperimental value believed to be too high. 

Calculated· 

8. 6 X 10-6 

9.6 
9. 6 
9. 2 
8. 9 
9. 1 
8. 7 
8. 4 
8. 2 
8. 3 
7. 8 

10.4 
10. 1 

TABLE XXVIII.-EVAPORATION CONSTAXTS FOR 
ISOOCTANE IN VARIOUS OXYGEN-NITROGEN 
ATMOSPHERES (Ref. 19) 

Oxygen in I Evaporation 
atmosphere, % constant, ,/f', 

fV/sec 

17.0 11. 5 X 10-6 

20. 9 (air) 12.3 
24. 9 13.5 
34. 9 15. 4 

(The effect on mass burning rates may be somewhat less, 
since the density of the fuel drop may be lower at higher 
pressures because of higher drop surface temperatures.) It 
was observed that at the higher pressures the distance be
tween flame front and drop surface decreased, which might 
be expected with a higher burning rate (see eq. (38a)). This 
is probably a result of a decrease in film thickness under 
natural convection at high pressure, as suggested by reference 
30. In contrast, vaporization rates in the absence of com
bustion decrease when pressure is raised (ref. 31). 

In addition, reference 28 reports investigations of the 
burning of free droplets (150 to 700 microns initial diam.) 
in air at 1310° F and atmospheric pressure. In these 
experiments, drops of uniform size produced by feeding 
liquid fuel onto the center of a rotating disk were projected 
into a furnace, and droplet lifetimes were recorded by means 
of a drum camera. In this regime also, lifetimes were found 
to be proportional to the square of the ini tial drop diameter; 
it is not surprising that burning rates were somewhat faster 
at the higher temperature. 

Equation (38a) has been used (ref. 29) to calculate evapor
ation constants for benzene, tert-butylbenzene, and n-heptane 
combustion. The diameter of the burning surface was 
evaluated from photogr.aphs, and allowance was made for 
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estimated .heat transfer by radiation. The assumed burning 
temperature of 3100° F seems too low; calculations (refs. 18 
and 19, see fig. 219) would suggest 4300° F as a more reason
able estimate. Results of Godsave's calculations (ref. 29) 
are shown in the third column of table XXVII; and, while 
the agreement may in part be due to fortuitous choic.e of 
TB , Cp.f, and KAB , the values are of the correct order of magni
tude and suggest that Godsave's equation (38a) is useful 
for estimating hydrocarbon burning rates. Accordingly, 
equation (38a) has been used to calculate variations in 
evaporation constants for the series of compounds investi
gated by Godsave. Burning temperatures were estimated 
by employing equation (34a) to convert variations in 
hc/Wst into equivalent variations in oxygen concentrations; 
burning temperatures could then be estimated from the 
isooctane curve of reference 19. Mean heat capacities and 
thermal conductivities were taken at 2200° F; the latter was 
taken as the mean of the thermal conductivities of air and 
the fueL The position of the burning surface with respect 
to the drop was taken from Godsave's determinations (ref. 
29). (For isooctane and ethyl alcohol, the value of n
h eptane was employed, since no measurements were made.) 

Evaporation constants so calculated were found to be, on 
the average, 26 percent higher than experimental values; 
therefore, they have been reduced by this amount and tab
ulated in the last column of table XXVII. Reference 26 
suggests that, unless otherwise indicated, the experimental 
evaporation constants are precise to 10 percent; reduced 
calculated values agree with the reliable values to within 
this margin. Accuracy of this type of experiment may be 
poor. Since the isooctane-air value of reference 19 is some 
20 percent higher than that of reference 26, the 26-percent 
correction factor does not prove that the calculations are in 
error by this amount. 

Evaporation constants for isooctane combustion in the 
absence of convection (Yc= co) were calculated in reference 
19. The transport properties of air were assumed in the 
B O region , and preferential diffusion among combu.stion 
products was neglected. Figure 221 shows three curves 
calculated with the following assumptions: 

(1) Thermal conductivity of isooctane in region between 
drop and burning surfaces; dissociation of products 
(middle curve) 

(2) Thermal conductivity of isooctane; no dissociation 
(top curve) 

(3) Thermal conductivi~y of air; no dissociation (bottom 
curve) 

The experimental deterD;linations of reference 19 are also 
plotted. 

It must be noted that these calculations are for no convec
tion. Equations (36) and (37) may be employed to calculate 
the position of the burning surface with respect to the drop . 
The result is 

(43) 

For an isooctane drop burning in air in the absence of con
vection, values of the integrals A and B (ref. 19) predict 
YB/YA = 18.5. On the other hand, for n-heptane, the meas-

urement (ref. 29) shows that YB/YA ~3. (Because of convec
tion, the burning surface is highly distorted from a spherical 
shape; the value of ref. 29 must be regarded as a minimum, 
see fig. 218.) With the same value assumed for isooctane, 
YA/Yc~O.3 (from eq. (43)). Observed evaporation constants 
should be diminished by 30 percent to yield values applicable 
in the absence of convection (eq. (43)). Measured values so 
reduced are also plotted in figure 221 to indicate the range 
for experimental constants in the absence of convection . 

It appears, therefore, that the essential features governing 
the rate of combustion for single drops in quiescent air are 
well understood. Uncertainties in the proper selection of 
transport properties for the calculation, as well as experi
mental uncertainties, cause difficulties in drawing conclusions 
from figure 221 on the relative merits of the various assump
tions of reference 19. However, the calculation that con
siders product dissociation seems preferable, since it presents 
a more realistic picture of the state of combustion products, 
particularly at higher temperatures. In general, burning 
rates of hydrocarbons are very similar. Rates are increased 
by factors tending to increase the burning temperature and 
the thermal conductivity in the region between the flame and 
drop surfaces. Decreases in latent heat of vaporization and 
film thickness also cause increases in evaporation constant. 

Combustion in airstreams.-The principal work on com
bustion from liquid surfaces in moving airstreams has been 
conducted by Spalding (refs. 32 and 33), with spill-type burn
ers in which the fuel (for most experiments, kerosene) was 
circulated over the surface of the burner and collected. Both 
vertical flat-plate and spherical burners were employed (the' 
latter simulates a drop of liquid fuel). Variation of the fuel
flow rate permitted variation in the amount of heat absorbed 
by the fueL The burners were of such a size that the effect 
of natural convection must be considered. Experiments on 
burning from spheres under forced convection were also 
carried out (ref. 33). 
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Spalding (refs. 33 and 34) presents without complete deri
vation the following equation in terms of dimensionless 
groups for combustion from a vertical flat plate under laminar 
natural convection: 

(44) 
wh ere 

and moz is the weigh t of oxygen per uni t weigh t of gas mixture 
in the atmosphere. 

Values of specific heat, density, thermal condu ctivity, and 
vi cosity to be employed are not specified; however, for his 
calculations, Spalding used the room-temperature properties 
of ail'. It might be noted tbat the group gb~p2/Jl.2 is a parI, 
of tbe Grasbof number. The fun ction .f7; (flI,Pr) is approxi
mated by 0.769ln (l+~) wben Pr=0.71 (air) . 

For forced convection from a flat plate in a longitudinal 
laminar gas stream, the following formula is given: 

(45) 

For Pr=0.71, the fun ction :J7;(!J.f,Pr) is approximated by 
0.646 In (1 +~) . 

It is sLated that, in general, mass-transfer rates (burning 
rates) can be predicted approximat.ely from existing heat
transfer data by the relation 

(46) 

where H is the heat-transfer coefficienL determined 111 an 
experiment without combustion or mass transport. 

Equation (46) is similar to equation (38a), which, when 
based on a burning· rate per unit area, yields 

The term (YB/YA)[KAB/(YB-YA)] might be replaced by a heat
transfer coefficien t. 

By introducing tbe burning temperature from equation 
(34a), 

cp./(TB-TA ) 

h.+hl 

[~ P02.C+ (T. - T )] W. P Cp./ C A 
I"'oJ at ~ f!A 

h.+h, - (48) 

since cppD / K "'" 1, and for air Poz.c/ P "'" moz' Thus, the relation 
between equations (46) and (47) may be seen. 

Natural convection: Spalding's experimen ts on combustion 

in natw-al convection employed a flat-plate burner 2.5 
inches high and 2.08 inches wide and a 1.5-inch-diameter 
spherical burner. pon variation of the fuel-flow rate over 
the bw-ner, the heat absorbed by the liquid could be as 
high as 4000 Btu per pound of fuel burned. This permitted 
a much wider variation of h.+hl than could be obtained 
by burning single drops of fuels of different heats of vaporiza
tion and boiling poin ts. 

Data for both the plate and spherical burners were well 
correlated by equation (44). For combustion from a sphere, 
the diameter was used as the characteristic dimension in 
place of the plate height. Spalding justifies this procedure 
with the statement that heat-transfer data by natural con
vection from plates, spheres, or cylinders are well correlated 
by a single relation, so that the same might be expected 
to hold true for combustion results. Most of the experi
ments were on kerosene combustion, but data on gas oil, 
gasoline, and heavy napbtha were predicted equally well b.\~ 

equation (44). Equations (44) and (46) are considered 
equally good for estimating burning rates by natural 
convection. 

Forced convection: For most of his experimen t on forced 
convection, Spalding employed a I-inch-diameter spherical 
bw-ner, wiLh kerosene, gasoline, ethyl alcohol, and benzene 
as fu els. ExperimenLal burning rates were 10 to 15 percent 
higher than theoretical for a flat-plate burner according Lo 
equation (45), buL were an equal amount lower than the 
predictions of equation (46). Data. were not as reproducible 
as results on natural convection. A calculation based on 
equation (46) gives an estimate of 5 milliseconds as the life
time of a 100-micron jet-fuel droplet burning in a 400 0 F 
airstream when the velociLy of the drop relative to the air
stream is 50 feet per second. In the absence of convection, 
the lifetime would be 12 milliseconds. 

A more exact treatmen t of combustion from a flat plate in 
forced convection is reported in reference 35, in which a 
PrandLI number of I is assumed. The results of this culcula
Lion appear to agree with experiment somewhat better than 
equation (45) or (46). 

During experimen ts on combustion from spheres ' in air
streams, it was observed that at a critical air velocity the 
leading half of the envelope flame surrounding the sphere was 
extinguished. Spalding attributes this extinction phenom
enon to chemical limitations on the combustion rate. As 
the air velocity is increased, the boundary layer becomes 
thinner, and mass transport to the flame front is increased. 
Since chemical reaction rates at the burning surface are 
finite, the reaction zone thickens and its temperature falls. 
Eventually, a point is reached at which the chemical reaction 
rate can no longer keep pace with the rate at which fuel and 
oxygen are supplied to the burning zone, and the flame is 
extinguished. Spalding conducted extinction experiments 
under forced cOllvection on spheres of varying diameter 
(0.275 to 1.025 in.) . It was predicted that at extinction the 
air velocity (expressed in diam/sec) and the distance of the 
flame from the sphere surface on the upstream side should be 
constant for spheres of varying diameter. This was found to 
be true, within 10 percent, for the 3.7-fold variation in 
sphere diameter studied. 
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Another method of studying combustion by convection is 
that employed in reference 36, in which fuel droplets (about 
300 to 600 microns initial diam.) fall through a heated 
furnace at their terminal velocities. Quao titative data 00 

evaporation in high-temperature atmospheres were obtained 
by this technique, but only a few qualitative observations on 
r esidues from burning residual fuel-oil droplets arc pre
sented. 

In general, Spalding's equations appear to predict well 
experimental burning rates und er natural and forced convec
tion. However, drop sizes encountered in fuel sprays are 3 
or more orders of magnitude smaller than the spherical 
burners used by Spalding, and no other quantitative data 
on burning under convection are available. Therefore, it is 
difficult to assess the value of his equations for application to 
the combustion of small droplets. 

FUEL SPRAYS AND MISTS 

The mode of combustion of the droplets in a burning fuel 
spray might be considered in terms of two extremes. In the 
first instance, the droplet may burn as a diffusion flame in the 
local atmosphere surrounding it. In this event, its combus
tion will be governed by the factors considered in the pre
ceding section . On the other hand, the droplet might evapo
rate and mix by diffusion with the air in the preheat zone of 
an established flame front. The burning of the spray would 
in this case be determined by the same considerations that 
apply to the combustion of gaseous fuel-air mixtures. 

Theory of combustion.-The evaporation or burning of 
liquid fuel sprays is examined theoretically in reference 37. 
It is assumed there that the evaporation or burning rates of 
individual drops are proportional to the drop diameters (as 
observed experimentally), that the evaporation constant is 
the same for all drops, and that all drops have the same 
available time for burning. The fuel spray drop-size dis
tribution is represented by the Rosin-Rammler relation 

(49) 

wh ere ldT is the volume or weight fraction of the spray com
posed of drops greater i1} diameter than ddT' The constants 
11. and !J are known as the size and distribution constants, 
respectively. The more uniform the drop size, the higher the 
value of ~; if all drops were of the same size, 9 would be 
infinite. In practice, it has been found that atomizing 
nozzles give sprays having values of 9 between and 2 and 4. 
Mean diameters that determine the evaporation rate of the 
injected spray and of the spray in steady-state burning 
(where inj ection and evaporation rates are equal) have been 
evaluated . The specific volume in steady burning, which 
is the volume of unevaporated fuel divided by the volume of 
fu el introduced 'per second, has also been calculated. 

Incomplete evaporation of the spray for limited evap
orative time was considered. The results are shown in figure 
222, where the fraction of the spray un evaporated is plotted 
against f t/A2 for sprays in which the distribution constant 
is 2, 3, or 4. The dashed line illustrates the behavior of a 
single fuel droplet, or a spray in which all drops are the same 
size (9 ~ Q»). Note th/tt in the early stages sprays of low 
distribution constant [J) evaporate most rapidly (since more 
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FIG URE 222.-Evaporation of fu el spray (ref. 37). 

small droplets are present). Later, however, sprays of 
uniform size distribution (large ~) are favored, since they 
have fewe:- large drops (which evaporate more slowly). In 
general, it was concluded (ref. 37) that the size constant 11. is 
the most important factor in determining the evaporation or 
burning rate of sprays. The distribution constant has a much 
smaller effect, although a large value of 9 favors more com
plete evaporation, despite the fact that the initial evaporation 
rate of the injected spray will be lower. In appendix C of 
reference 19, the relations of reference 37 were.applied to a 
fuel spray burning in a duct where heat release changes 
the average velocity ' along the duct. In this manner, the 
author calculated what the effect of evaporation rate on 
combustion efficiency should be. 

The foregoing considerations are applicable if the burning 
of a fuel spray may be represented as an integration of the 
burning of single drops. 

Experimental observation.-The observations of reference 
38 on a kerosene spray burning in still air give some informa
tion as to the manner in which the fuel droplets are consumed. 
It was observed that a flame front was established about 
1 inch from the spray nozzle. As indicated in calculations, 
at this point small drops (size of the order of 10 microns) 
were at rest with respect to the airstream, which was moving 
with a velocity of about 0.7 to 1.0 foot per second (com
patible with normal burning velocities). It was concluded 
that, in the period of about 0.1 second that the small drops 
spent in transit from the nozzle to the flame front (for larger 
drops, this time was even shorter), very little evaporation 
was possible. With the preheat zone of the kerosene flame 
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assumed to be approximately 0.1 inch thick, calculations on and vapor mixtures, so that the comparison is still permis-
heat transfer to small drops indicated that this thickness was sible. 
sufficien t to allow evaporation and mixing with air in the BW'ning velocities of kerosene mists (average drop diam. 
preheat zone. Larger drops (size of the order of 100 microns) 0.5 to 1 microll) are similar to those of propane-ail' mixtures, 
could pass through the flame front without being com- according to reference 41. This again suggests that, for 
pletely vaporized. fine mists, drops evapomte and mix with air in the preheat 

orne confirmalion for this analysis was provided b!" zone of the flame. Blowotr curves for mists showed wider 
observalions on kerosene droplets in the approach streams and richer stability limits than those for propane flames 
of premixed Bunsen fl~mes. For a butane-air flame, droplets (see ch. Vl. fig. 180). Presumably this is due to the fact 
(sizes 9 to 30 microns) disappeared before reaching the lumi- that in order to stabilize a Bunsen flame a combustible vapor-
nous inner cone of the flame. However, when an acet!"lene- air mixture must be present just above the burner rim. 
air flame wa used, conditions for vaporization were not as For lean mixturps, propane can more readily suppl)" the 
favorable, because of a narrower preheat zone and higher necessary fuel vapor to this zone. On the other hand, at 
gas-stream velocity. Some droplets escaped evaporation rich blowoff, fuel vapor is in excess. Accordingl!", mists 
in the preheat zone; large droplets (of the order of 80 micron) are stable at richer fuel concentrations, since some of the 
completed evaporation definitely above the inner cone. excess fuel is not vaporized ; gas-phase fuel-air ratios are 
_ Limits of flammability: Flammability limits for mists correspondingl!' lower. 
and sprays have been discll's, ed in chapter III. Fine fuel Data of reference 39 )Tield clues as to the effect of drop 
mists behave like fuel-vapor-air mixtures. Thus, when ize Oll burning velocit.\, . Measurements for large drop 
drop sizes are of the order of 10 microns or less, lean limits sizes were rather uncertain , but it seems that burning ve-
for mists occur at the same fuel-air ratios as vapors. l ... ike- locily increases with increasing drop sizr. 
wise, the minimum oxygen concentration necessa]')" for In conclusion, flammability limits and flame velocities for 
combustion in an oxygen-nitrogen atmosphere is approxi- mists and sprays (drop diam. of 10 microns or less) corre-
mat ely 12 percent for both vapors and fine mists. spond closely to t,hose of vaporized fuel-air mixtures. This 

As drop sizes are increased, lean limits and minimum result is compatible with tbe idea that small droplets can 
ox!'gen requirements decrease, according to reference 39 vaporize and mix with air in the prelwat zone of an estab-
(aerosols of tetralin with drop sizes in the range of 7 to 55 lishcd Harne fron t. Both lean an(l rich blowoff limi ts for 
microns). The appearance of the flames also varies with mists occur at higher fuel concentrations than for fuel 
drop size (ref. 39). Fine mists give blue flames similar to vapor-air mixtures. 
vapor-air mixtures . For larger drops, diffusion flames sur- Larger drops burn surrounded by diffu ion Hames. Lean 
round the individual droplets. These results are in agree- limits decrease and apparent flame velocities increase with 
ment wit h the observations of reference 38. increasing drop size in the range of 10 to 50 microns. Flames 

Rate of flame propagation: Spatial flame sperds were appear to propagate in a particulate fashion; that is, the 
determined (ref. 40) for condensed mists and the rquivalellt flame surrounding a buming drop ignite an adjacent drop 
vapor mixtures, and the results are presented in table XXIX. and in this manner progresses from burning into unburned 
Although flame speeds for vapors were higher, the experi- mixture. 
mrnts Oll vapors were conducted at higher temperaturE's. APPLICABILITY OF RESEARCH DATA ON DIFFUSION FLAMES 
Therefore, mist flame speeds were increased to values that TO JET-ENGINE COMBUSTOR DESIGN 

might b'e anticipated at the vapor experiment temperature, In this chapter, the present status of knowledge of the 
with the flame speed assumed to increase as the 1.4 power burning of gaseous and liquid fuels as diffusion flames is 
of the absolute temperature, as for isooctane (ref. 22). reviewed. For simple systems (simple fuel jets or single 
These corrected mist flame speeds (table XXTX) have in drops of liquid fuels), combustion properties may be quite 
most instances the same values as vapor. It should be successfully predicted from mixing rates; chemical reaction 
noted that some of the spatial flame speeds are quite rates are not considered. Mixing rates are , in turn, deter-
large, suggesting that the propagating flames were not lam- mined by mass- and heat-transport processes. Current 
mar. Presumably, conditions were the same in both mist understanding of the burning of complex gas jets and fuel 

TABLE XXIX.-SP A TIAL FLAME SPEEDS OF MIST AND VAPOR (Ref. 40) 
j 

Mist Vapor Mist flame 
--- - - ----- ------------------ - - --- speed cor-

rected to 
I Fuel Fuel a Tempera- Flame Tempera- Flame temperature 

Fuel-air vapor, ture, speed, ture, speed , of vapor ex-
j ratio percent OF ft/ sec OF ft/sec peri'nent, 
j 

ft/sec 
1----------------- ----- - ------------ ------ ------------ - - ----

Petroleum (1800 to 2200 C) ___ ________ O. 044 34 75 3. 6 140 4. 3 4.2 

I 
. 061 30 93 16 140 18 18 
.072 33 99 19 140 22 21 

Tetr-alin __ _ " " ______ " __ _ " "_" _______ __ O. 040 • 6 

I 
84 2. 3 212 2. 6 3. 1 

.080 ·3 113 3.6 212 6.2 '4.5 

• C.llculated from estimated fuel vapor pressure. 
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sprays is far less complete. Fine fuel sprays and mists 
appear to be similar to premixed fuel-air systems, while for 
coarser sprays behavior intermediate between that of 
diffusion and premixed flames might be expected. The 
application of the data of this chapter to combustor per
formance is therefore somewhat limited. Another limi
tation exists because of the high heat-release rates required 
by aircraft combustion systems. The high velocities may 
result in conditions that more nearly approach the extinction 
regions of the flames where chemical reaction rates appear 
to be important. The extinction of diffusion flames has 
received somewhat less attention than normal burning and 
appears to be a fruitful area for research. 
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CHAPTER VIII 

OSCILLATIONS IN COMBUSTORS 

By PERRY L. BLACKSHEAR, JR., and WARREN D. RAYLE 

INTRODUCTION 

High-performance jet-engine combustors designed for 
steady-flow operations frequently and sometimes unexpect
edly exhibit periodic flow oscillations, which are usually 
audible . The frequencies of these sounds range from the 
20- to 30-cps buzz of a ramjet engine to the 1000- to 3000-cps 
screech of a high-performance afterburner. Some type of 
combustion oscillation may occur at any point within the 
engine operating range. These combustion oscillations are 
accompanied by excursions in pressme and velocity within 
the combustion chamber. Some observers report beneficial 
effects due to these velocity and pressure excUl'sions evi
denced by a noticeable increase in the combustion efficiency 
within the combustor. Still more observers report deleterious 
effects, such as a restricted range of operating conditions or 
the actual destruct.ion of combustor component parts. 

Some modes of combustor oscillation exhibit pressure and 
velocity perturbations that can be described by solutions of 
the wave equation for an idealized, homogeneous, stationary 
medium in an enclosUl'e having the dimensions of the com
bustor. Other oscillations, where the implied wavelength is 
long compared with the dimension of the enclosure, can 
better be described by use of a lumped-constant analysis, 
analogous to the treatment given the Helmholtz resonator. 
In these analyses, the wave and the enclosure are the primary 
elemen ts; the flame and the flow processes are given CUl'sory 
treatment. There are types of combustor oscillation, 
however, where such treatment does not adequately describe 
the phenomena, but where the combustor components must 
be considered. Examples of such oscillations might include 
those involving aeolian tones, modulation of fuel flow or 
fuel distribution, and recurrent detonation. 

Regardless of the system employed to describe the pressure 
and velocity distribution within the engine, a few general 
remarks may be made concerning. the importance of the 
flame and the flowing stream in maintaining the oscillation . 
Any oscillation, whatever its nature, requires a source of 
energy for its continued existence. Two sources of energy 
are available in the combustor: (1) the kinetic energy in 
the flowing gas, and (2) the chemical energy released 
in the combustion process. Of these two sources, the 
chemical energy is far greater. However, this energy 
can only be made available to drive the oscillation 
through a time-varying work cycle, while the kinetic energy 
is immediately available for driving the oscillation by means 
of any of a number of thermodynamic or aerodynamic 
processes that alternately store and release this energy. 

The interaction of the combustion and flow processes 
within the oscillatory system is complex. The flame zone 
is not anchored spatially but can move with and be disturbed 
by the oscillating gas. Meanwhile, the local reaction rates 
within this mobile zone vA.ry in some manner with the 
time-varying pressures and temperatures. These local 
rate variations act as sources of acoustic waves whose com
bined effect is to drive the oscillation. 

In this chapter, the analyses that have been found useful 
in identifying modes of combustor oscillation are summarized. 
The manner in which departure from the assumed ideal 
condition affects mode identification is discussed, and 
methods whereby an identified mode may be controlled or 
eliminated are suggested. An effort is made to formulate 
a coherent picture of the interaction between the oscillation 
and the combustion and flow processes in an engine on the 
basis of the little that is known about such in teractions. 

SYMBOLS 

The following symbols are used in this chapter: 
A cross-sectional area, sq ft 
a sonic velocity, ft/sec 
d T rod diameter, ft 
/T fun ction of viscosity, distance, and initial stream 

j 
/ 
J r 
Ko, KI'} 
K 2, K 3 
k 
l 
M 

momentum 
fuel-air ratio 
frequency, cps or sec-1 

Bessel function of first kind of order S 

constants 

constant of integration 
length, ft 
flow Mach number 

mg.B mass of gas in combustion chamber, slugs 
mg.d mass of oscillating gas in diffuser, slugs 
n,n, indices 
p pressure 
Q mean heat-release rate 
q perturbation heat-release rate 
r radius or radial distance, ft 
T g •rn mean temperature of gas entering combustor 
ATB temperature rise across combustor 
t time, sec 
U velocity, ft/sec 
Ui velocity of signal in loop segment, ft/sec 
Urn mean velocity approaching flameholder, ft/sec 
u perturbation velocity, ft/sec 
Wdt duct width, It 
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W total mass flow (mean), slugs/sec 
WOUI mass-flow rate (mean) of gas through oscillatory 

x 
y 
Z 

area at diffuser outlet, slugs/sec 
distance from igniter to injector, ft 
distance perpendicular to direction of flow 
axial distance, ft 
constan t (see table XXX) 
ratio of specific beats 
index 
tangential distance, radians 
densities of gas before and after combustion 
function of viscosity, distance, and initial stream 

momentum 
C{J),C{J2 constants 
w frequency, radians/sec 
Subscripts: 
B combustor, combustion chamber 
e enclosure 
i loop segmen t 
in diffuser inlet 
m mean 
max maximum 
out diffuser outlet 
P perturbation 
s stream 
t total 

MODES OF OSCILLATION 

THE BURNER AS A RESONANT ROOM 

In almost every case of burner resonance encountered in 
practice, a portion of the engine containing the fuel in re
action can be assumed separated from the rest of the uni
verse by some acoustic barrier. The resulting enclosure can 
be treated as a resonant room having certain peculiar 
acoustic properties. For example, the space between the 
compressor and the turbine in a turbojet constitutes such a 
room. In a similar manner, the space between the inlet dif
fuser and the exhaust nozzle of a ramjet constitutes such a 
room. The theoretical treatment delineating the modes of 
resonance possible in a room of a given geometry is available 
in a number of standard acoustic texts (refs. 1, 2, and others) . 
The rather concise breakdown of the application of these 
acoustic treatments to a rocket engine given in reference 3 
serves as a basis for the f.ollowing discussion. 

The general solution to the wave equation for a cylin
drical room dosed at both end's with rigid, nondissipative 
walls is 

pp= ~ Jt(7rat.nr) cos (nZl7rz) [Kl cos (re+wt-C{Jl)+ 
r.n,n. Te e 

K2 cos (te-wt-C{J2)] (1) 

A mode of oscillation then can be obtained by giving the 
constants r, n, and n, integral values. Since the wave equa
tion is linear, a combination of different modes ma.y exist 
simultaneously. The frequency (cps) for any mode of 
oscillation in the cylindrical room is given by the formula 

~ 
2 2 

/'=(}:. n,+at;" 
2 1. r. 

(2) 

1.0 

if II Ii 1111 rr n rr I-j -i -Ii 

- -- -
(0 ) 

-1.0 
(b) 

(c) 

(a) First longitudinal mode (.\=n=O; n,=l). 
(b) First transverse mode (n=n,=O; .\=1) . 

(c) First radial mode (.\=n,=O; n=l). 

Pressure 

Particle 
motion 

FIGURE 223.- Pressure (lontours and particle motions for fundamental 
modes of cylindrical duct (ref. 6). 

It is of interest to consider three of the simplest modes 
possible in the cylindrical room. If r=n=O, the mode is 
the purely longitudinal organ-pipe type of oscillation. For 
r=nz=O, the mode of oscillation is purely radial with the 
gas oscillating back and forth from wall to center of the 
cylinder uniformly along the length of the cylindrical room. 
For n=n,=O, the mode is a purely transverse oscillation 
where for r= 1 the gas sloshes back and forth across a di
ameter, again uniformly along the length of the cylindriclll 
room. Sketches of the pressure distribution and particle 
motion for these three simplest cases are given in figure 223 . 
The higher modes of oscillation possible can be computed 
from equations (1) and (2) with the help of the values of 
at ... given in table XXX for the first several modes of trans-

TABLE XXX.-VALUES OF ar.n FOR THE LOWER RADIAL, 
TRANSVERSE, AND COMPOU D MODER 

Values of a for n of 
.\ 

0 1 2 3 4 

0 O. 0000 1. 2197 2. 2331 3.2383 4.2411 
1 .5861 1. 6970 2. 7140 3. 7261 4. 7312 
2 .9722 2. 1346 3.1734 4. 1923 5. 2036 
3 1. 3373 2. 5513 3. 6115 4.6428 5.6624 
4 1. 6926 2. 9547 4. 0368 5. 0815 6.1103 
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verse and raclial oscillation for which nz mayor ma;\' not be 
equal to zero. 

A similar treatment may be given the annular room (ref. 
3) and the rectangular room (refs. 1 and 2). Reference 3 
points out the fact, usually omittpd by standard acoustic 
texts, that the transverse mode of oscillation ma~' occur as a 
traveling wave as well as a standing wave. The pressure 
distribution for the traveling wave is obtained from equa
tion (1) by taking K1=0, K 2 rfO; or KlrfO, K 2=0. Figure 
224 gives a comparison of the pressure and particle-motion 
distribution of standing and traveling waves for the first 
transverse mode. 

On the basi of the preceding discussion, it is now of in
terest to consider the methods whereby such modes of oscil
lation may be experimentally identified. If the modes 
actually correspond to the simple solutions of the cylin
drical-wave eq nation as discussed herein, for a purely trans
verse mode, the pressure would undergo a maximum excur
sion near the wall and go through zero excursion at the 
centerline of thf' duct. The pre sure on opposite sides of the 
burner would be out of phase for odd transverse modes and 
in phase for even transverse modes. 

If the transverse mode were a standing wave, the oscilla
tory pressure about a circumference would reach a maxi
mum at the nodal point, vanish at an antinodal point, and 
so forth. On f'ither side of the antinodal line, the pressure 
oscillation would everywhere be in phase. If the transverse 
mode were a traveling wave, the amplitude about the cir
cumferC'nce would be everywhere the same, and the phase 
difference between two points of circumference would be an 
integral multiple of their angular displacement. A radial 
wave would have the pressure distribution shown in figure 
223(c). The phasing would be such that the pressure at the 
center of the duct would be 1800 out of phase with the pres
sure at the wall for odd modes and in phase for even modes. 

In both the transverse and radial modes, there would be no 
change in preSSl1l'e and phfise along the axis of the cylindrical 
room. In the purely longitudinal mode, however, there 
should be no change in amplitude or phase across the diam
eter or around the periphery, whereas there would be a 
change in amplitude along the axis and a 1800 shift in phase 
every time an antinodal plane was crossed. In selecting a 
reliable characteristic for the iden tification of a mode, the 
effects of departure from the. assumed ideal homogeneous 
stationary medium should be considered. 

The presence of steady fl'ow through the burner would 
probably have its greatest effect on the longitudinal reso
nance. Strong velocity gradients might occur in a radial 
direction. These would tend to diffract longitudinal waves 
and concentrate their energy in the region of low effective 
sound speed. 

Temperature gradients would tend to affect almost all 
the modes of oscillfition. For example, reference 4 gives 11, 

theoretical effect of an assumed temperature distributioll 
upon the first transverse mode of oscillation in a cylindrical 
duct. Reference.5 discusses the eft'ect of a sharp tempel'llture 
discontinuity upon longitudinal oscillation. Reference 6 
gives an experimental demonstration of the efff'ct of sharp 

temperatme gradients on the first transverse mode of oscil
lation in a cylindrical duct. The discussions in references 
4 and 6 indicate that, where the gas in one section of a 
cylindrical duct is executing a uniformly transverse motion, 
at a temperature gradient there will be phase shifts and a 
propagation of the oscillatory motion in the longitudinfil 
direction. Therefore, although the wave-equation solution 
for a transverse standing wave may adequately describe 
the transverse gas motion, there will be a longitudinal 
component of the gas motion in the pressure-propagation 
direction. Thus, it would seem that the only po sible con
fusion that could be caused by neglect of velocity and tem
perature gradien ts would lie in the identification of a lon
gitudinal mode by a longitudinal pressure smvey. Usually, 
considenttion of the frequency alone leads to a rather wide 
choice of possible modes of oscillation, since sound speed 
is rarely known ficcuratcly. 

In bmner oscillations, amplitudes are reached that far 
exceed the values commonly referred to as infinite imal, for 
which the wavC' equation in its linear form fipplies. Refer
ence 6 shows that for. thpse high-amplitude waves almost 
any wave form tends toward the saw-tooth wave forID be
cause of the differing acoustic velocity in the compressed 
and rarefied gas. This tendency toward sfiw-tooth form 
woulel not necessarily change the frequency of oscillation, 
since, even for waves of as much as 2 atmospheres peak-to
peak amplitude, the apparent propagation rate of a train of 
waves does not differ appreciably from sound speed. There 
would be an effect, however, in that the waves constituting 
either a standing- or traveling-wave oscillation would be 
asymmetrical. A very simple way of demonstrating this 
effect is by considering equation (1) for the case where 
r=n=O. Since a sum of solutions of the form thus obtained 
is also a solution of the wave equation, an eq uation describ
ing a standing-wave s.vstem composed of sfiw-tooth waves 
may be derived: 

(3) 

The rather unusual properties exhibited by this stallding
wave system include an amplitude at the antinode of half 
the value at the node; the frequency of the oscillation 
measmed at this point appears to be doubled. Similarl~~, 

the phase obtained by measuring the time between prC'ssure 
peaks will differ from point to point in the rpgion between 
a node and antinode when the wave is saw-toothed and will 
vanish when the wave is sinusoidal. 

This same treatment cannot be applied directly to the 
transverse modes, since higher harmonics are not multiples 
of the fundamentals. In reference 4 both transverse and 
plane waves of finite amplitude were investigated by re
taining second-order terms in the wave equation. As in 
reference 2, plane waves of finite amplitude were found to 
be nonpermanent; that is, the effect of finite amplitude is 
to encoW'age a distortion that changes with time. In con
trast, the spinning transverse mode in a cylindrical duct 
was found to possess a permanent wave form that included 
harmonic distortion .. Pairs of such spinning waves could 
yield a pressure cjistribution about the circumference similar 
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FIGURE 224.-Distribution of pressure and velocity for standing and traveling transverse waves through half a cycle. 

to the pressure distribution along the axis for the plane case 
previously mentioned. In both cases a mode could be 
identified readily by measuring the intensity distribution 
of the fundamental about the walls of the duct. 

In practice, a rather careful study must be made to ascer
tain amplitude and frequency distribution about a circum
ference in order to distinguish between standing and traveling 
transverse waves. However, the primary aim of mode 
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lClenlifieat ion is to give a due to the best manner in which 
damping may be applied; therefore, a rigorous determination 
as to whether a tran verse mode i:> traveling or standing is 
not important, ince the damping of both waves would be 
the same. 

THE BURNER AS A HELMHOLTZ RESONATOR 

Both ramjet engines and turbojet afterburners ordinarily 
include a subsonic diffu er of smaller cross section than the 
combu tion chamber. This geometry is analogous to that 
of the Helmholtz resonator. A mode of resonance hould 
thC'1l be possible \\"herein the gas in the diffuser oscillates 
back and forth and that in the combustion chamber under
goes pressure flu ctuations. Such a mode of resonance would 
be less probable in the afterburner , since the pressure drop 
aero s the turbine ensures a nearly constant flow of gas in to 
the afterburner. 

Like any olher form of oscillation, the Helmholtz type re
quires that energy be available to sustain it. In the ramjet 
engine, there are three mechanisms by which the available 
energy may be applied. The most obvious one is that 
depending on a time-varying heat-release rate within the 
combustor. Another relie on a variable pressure recovery 
of the supersonic diffuser, thus using the kinetic energy of 
the incoming air to drive the oscillation. Still a third 
might employ a time-varying temperature or temperature 
profile at the exhaust nozzle; this would not necessarily imply 
a varying heat-release rate for the whole combustor. 

The effectiveness of varying heat release as a driving 
mechanism can be easily analyzed . Assume first that the 
diffuser is of constant area and has a pressure recovery 
independent of mass flow. Let the temperature ri e across 
the combustion zone be constant; the heat-release variation 
i produced by variation of mass flow through the (non
stationary) combus tion zone. Assume a choked exhaust 
nozzle and neglect the pressure drop in the combustion 
chamber. Then, if the density of the hot gas is 

(4) 

the linear differential equation for the gas motion is found 
to contain the damping term: 

For maximum instability, q is assumed to be in phase with 
PP.B . Instability results, then, only if 

(6) 

It is readily seen that, for realistic values of t:..TB , the criterion 
becomes nearly 

(7) 

} 
The case of Helmholtz oscillation driven by a variable 

diffuser pressure recovery is treated by reference 7. For 

isothermal flow, a differential equation is derived to describe 
the gas motion. It may be written as 

dZu du 
Kl dt z+K2 dt +K3u=O (8) 

where 
mg. Bmg. d 

W.",-YPI, BAin 
(8a) 

( t;) 

The frequency of oscillation (sec-I) may then be expressed as 

(9) 

where PI.B is in pounds per square foot absolute. The 
system is seen to be oscillatory if the quantity K2 is less than 
zero. The theoretical frequen cies and stability regions are 
reported in reference 7 to agree reasonably well with experi
mental values. 

When heat is added in the combustion chamber, the 
analysis becomes more complex. In this case, reference 7 
assumes a constant rate of heat release. This part of the 
investigation, then, includes oscillations driven by a time
varying temperature profile at the exhaust nozzle and by a 
variable diffuser pressure recovery. The effect of heat 
addition is to fur ther redl'ce the region of stable operation 
for a given configuration . A typical result is presented 
in figure 225 (ref. 7). This figure shows stability regions 
computed for isothermal as well as combustion conditions. 
The oscillation frequencies predicted were found in reference 
7 to be considerably lower than those observed. The 
observed frequencies were sufficiently high that the possi
bility of standing-wave resonance should be considered. 

." 
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FIGURE 225.- Theoretical and experimental stability conditions of 
16-inch ramjet using gasoline as fu el. Free-stream Maoh number, 
1. 77 (ref. 7). 
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The third factor by which a Helmholtz oscillation may 
be driven is a variable exhaust temperature. Since the 
exhaust is usually choked, an increase in gas temperature 
produces a decrease in mass flow. The analysis of reference 
7 does not deal with this effect alone. However, since 
the heat-release rate is assumed constant, the variation 
in exhaust temperature with mass flow can be considered 
to account for the decrea ed tability accompanying om
bustion (fig. 225). 

In the actual engine, the stability depends on all three 
factors. Potential instability with respect to one may be 
overcome by the effects of the others. The analyses avail
able are necessarily simplified, a mathematically rigorous 
treatment being impossible for a real engine. The stability 
criteria should nevertheless be indicative. 

Departures from the idealized condition affect both the 
actual stability region and the actual frequencies. The 
effect of through-flow is included in the analyses; the effects 
of finite sound level, spatial temperature gradien ts, and non
linear performance of exhaust and diffuser have not been 
completely discussed. With respect to the stability criteria, 
the ultimate amplitude of the oscillation is probably not 
important. The criteria merely state that under certain 
conditions infinitesimal disturbances will be amplified. It 
is possible that additional instability will result from finite 
disturbances, or triggers; the effect of flow disturbance on 
heat release cannot be expected to remain linear at high 
amplitude. 

'To prevent the Helmholtz-type oscillation, the driving 
forces must be reduced or opposed. The driving force due 
to varying diffuser pressure recovery can be reversed by 
using a diffuser with an appropriate characteristic, that is, 
a diffuser whose pressure recovery decreases as the mass 
flow increases. The driving due to varying heat release can 
be reduced or reversed by (1) reducing the sensitivity of the 
combustion process to velocity or pressure fluctuations, and 
(2) bringing any residual perturbations as far as possible 
out of phase with the burner pressure. The driving by 
varying exhaust temperature can be altered by (1) making 
the exhaust temperature insensitive to velocity and pressure 
fluctuations, and (2) controlling the residence time of the 
hot gas and hence the phasing of the reflected pressure. 

According to reference 7, the least oscillation should be 
found for a configuration employing a long diffuser and a 
small combustion-chamber volume. The reduction of the 
sensitivity of the combustion process might result from 
(1) removing the flameholder from the high-velocity per
turbation region, and (2) using a fuel whose reaction rate is 
little affected by variation of pressure and temperature. 

Control by viscous damping seems impractical, though 
theoretically a large friction loss in the diffuser would be 
effective. Another theoretical possibility would be to con
trive a pressure-sensitive exhaust nozzle whose effective 
area would increase with pressure. 

SYSTEMS or OSCILLATION WITH NONACOUSlIC ELEMENTS 

Two types of oscillations that occur in burners and can 
be amplified in a burner cavity are discussed in reference 8. 
The first is vortex shedding from cylindrical rods. The 

frequency of vortex shedding from a cylindrical rod is 
given as 

/ =0.185 ~: (10) 

Reference 8 found that the vortex shedding occurred with 
or without a residual flame burning in the rod wake, the 
frequency in both cases being quite close to the value cal
culated by equation (10). 

Reference 9 shows that it is possible to excite vortex 
shedding where the flame is an attached fully developed 
V -flame in the wake of the flameholder, although the fre
quency in this case is about twice that given by equation (10). 

When the frequency of vortex shedding coincides with 
the frequency of the supported cylindrical rod , the ensuing 
vibration is greatly amplified. This is the source of the 
musical note in the aeolian harp and is given a rather general 
investigation by Strouhal (discussed in ref. 2). 

The second type of periodic disturbance due to unstable 
flows cited in reference 8 is an oscillation with a frequel1c~
allied with the flow velocity but not dependent upon flame
holder dimension or duct length. This form of disturbance 
is probably due to the unstable shear region generated by 
a flame in a duct (ref. 10) . In reference 9, a stability analysis 
of Scurlock's flow (ref. 10) was made, and it was found that 
the frequency (sec-I) a flame would amplify most was 

(11a) 

In an experimental check on this result, reference 9 shows 
an anchored V -flame to be most sensitive to an imposed 
disturbance with frequency 

(llb) 

The results of reference 8 give frequency more nearly equal 
to 

(11 c) 

The main point in all of this is to show that a frequenc~
sensitivity exists for a flame anchored in a duct that could, 
when tuned to a resonant frequency of the burner cavity, 
excite a high-amplitude oscillation. 

Another form of oscillation involving nonacoustic elements 
is discussed in reference 11. A flow disturbance in the com
bustion chamber created a pressure pulse that traveled 
upstream and modulated the rate of fuel flow from a fuel 
injector. The modulated fuel-air mixture then traveled 
downstream at stream velocity, arrived at the combustion 
chamber, caused a change in pressure in the combustion 
chamber, and sent a corresponding pressure pulse upstream 
to repeat the cycle. The frequency of oscillation for this 
type of nonacoustic vibration i& given as 

/ =[<>( ~+~)J-l 'U. a U. (1 2) 

where a is 1280 feet per second. Also discussed in reference 
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11 is a type of oscillation involving recurrent detonation 
originating in the boundary layer of a duct filled with a 88 

combustible mixture. The frequency of this type of oscil· 
lation can be determined from equations (1) and (2) of 
reference 11. 

All these types of oscillations would be affected by the 
acoustic damping discussed previously; however, special 
treatment may be ~iven these types of oscillations. For 
example, the physical structure of the offending strut can be 
modified either in its rigidity or in its size and location so 
that its natural frequencies differ from the excitable fre
quencies of the burner enclosure. For the second type of 
oscillation, the injection pressure can be increased to render 
the fuel-injection system relatively insensitive to small 
fluctuations in the combustor pressure. The oscillation 
involving recurren t detonation was con trolled in reference 
11 by the injection of chain-breaking additives in the bound
ary layer of the combustion chamber immediately down
stream of the flameholder. 

Reference 12 uses a quasi-one-dimensional plane-wave 
theory to express pressure-time relations in a buzzing ram
jet. This isothermal pulsation is assumed to be triggered 
by flow separation in the diffuser. The consequent momen
tary reduction in mass flow is accompanied by a shift in 
the location of the normal shock and by pressure and rare
faction waves that propagate into the combustor. These 
waves are reflected back and forth between the exhaust and 
the diffuser as the engine pressure slowly regains its original 
value. Then the cycle repeats. 

The characteristic of this type of instability is the non
sinusoidal nature of the perturbation of the inlet mass flow. 
For as much as 70 percent of the cycle this flow is constant. 
At any station in the combustion chamber, the pressure first 
undergoes a sharp decrease, then climbs slowly back to its 
original value, at the same time being modulated by the 
reechoing pressure-rarefaction couplets. Various predicted 
pressure-time curves are shown by reference 12 to correspond 
amazingly well with experimental ones (fig. 226). 

This 'type of pulsation is not combustion-driven. It is of 
inte.est as a representative of nonsinusoidal vibration sys
tems, analogous to the electronic relaxation oscillator. These 
systems differ from the sinusoidal oscillators in that not even 
an infinitesimal disturbance is needed to start the cycle. 

INTERACTIONS 

ELEMENTS DISTURBED BY VELOCITY AND PRESSURE OSCILLATIONS 

The nature of steady flow through diffusers, around ob
structions, through perforated liners, and particularly 
through the flame zone is poorly understood. Any a.t-tempt to 
describe processes that occur when pressure and velocity 
oscillations are superimposed on the steady flow may appear 
presumptuous. The fact remains, however, that in the com
bustor real oscillations do exist. Even though discussing 
the effects of these oscillations on the processes that take 
place in a combustor may be considered sheer speculation, 
it is felt that to speculate is potentially more profitable than 
to ignore. 

There are a number of possible effects t.hat combustor 
oscillations may have on the boundary layers existing in thp 
various component parts of the burner. Some of the effpcts 
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FIGl'RE 226.- Theoretical and experiment"'! pre su re tr&ces for a 
simulated 34-inch-long ramjet, 3 cycles after onset of difft: ser buzz 
without burning (ref. 12) . 

can be extremely violent, such as the increase in heat
transfer rate to the outer shell during screeching burning. A 
possible explanation for this effect is given in reference 3, 
which states that the velocity of the gas adjacent to the wall 
is increased during screech by means of the transverse mode 
of oscillation. 

There is no clear-cut demonstration of the effect of oscilla
tions on the over-all buildup and separation of a boundary 
layer on a straight wall. In some theoretical studies of 
boundary-layer growth, the amplification of disturbances of a 
sinusoidal nature has been considered as a possible explana
tion for the transition from. a laminar to a turbulent boundary 
layer (ref. 13). Since, in most cases, the boundary layer in 
the combustion chamber will already be turbulent, the possi
ble intermittent separation and attachment of a boundary 
layer should be considered. The synchronizing of the shed
ding of a bound vortex on a rod with duct oscillations has 
already been cited. Reference 10 states that, when a flame 
is seated on the rod, the vortices no longer shed but become 
bound and, in most cases, symmetric. The literatme is not 
in unanimous agreement on this point. Reference 14 indi
cates that, ncar blowout, vortex shedding with combustion 
does occur. With combustor oscillations, there certainly 
seems to be evidence of something resembling vortex shedding 
in the wake of a flamcholder, as can be seen from the excellent 
schlieren photographs of a simulated ramjet flame during 
screzch in reference 15. 

Of general interest regarding the influence of flow fluctua· 
tions on a vortex train in the wake of a cylinder with and 
without combustion is reference 16. Here, the following. 
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FIGURE 227.-Compari on of measured time-varying flow through 
flameholder with two-di mensional potential flow (ref. 5). 

velocity profile is examined for neutral stability: 

U=.f7k sech2 (1)y) (13) 

Equation (13) was found (ref. 17) to represent profiles of 
mixing plane jets and wakes. It was found that the dis
turbance vortices (for unsymmetric disturbances) formed 
two trains a distance h apart, alternately alined as in the 
Karman vortex street. The relation between h and the 
distance A between vortices in a single train is given in 
Teference 16 as 

whereas, for the Karman street, 

or the two agree if 

h 1 1 
-=- tanh- I -

A 7r .fi 

1 1 
1>k=- ±-

2 2 

Since vortex occurrence in wakes is possibly connected to 
the stability of a mean wake profile, the problem can be 
further simplified by an approximation of the profile with 
a broken-line V-profile ~ (ref. 9) and a study of the 
effect of density variations. It is found that the wave
length of the neutral disturbance of the V-profile is the 
same as for equation (13) when the V is of comparable 

width, and that reducing the density of the wake gases has 
a stabilizing influence, but does not render the profile COII'.

pletely stable, at wavelengths large compared with the 
profile width. This is in qualitative agreement with the 
data of reference 10. The interaction, then, is this: Acoustic 
oscillations supply the initial amplitude to a flow disturbance 
in a wake, which subsequently grows, decays, or remains 
unchanged, depending on the wavelength of the disturbance. 

In reference 18 the formation of the vortices was considered 
the key part in the driving of a transverse oscillation. It was 
argued that the vortex zone represented a zone of unusually 
intense mixing. The cycle of events was as follows: 

(1) Vortex formation at the flameholder 
(2) Intense mix'ing of hot exhaust products with com

bustible gases in th'3 vortex 
(3) An ignition delay 
(4) A rapid burning of the mixed vortex charge phased so 

as to drive the oscillation. 
Although the evidence presented to support the model is 
far from conclusive, it points to a kind of interaction that. 
might admit to control by chemical and/or physical means. 

In reference 5, a study was made of the superimposed 
steady and time-v9.rying flow through a X-inch-diameter 
thick-plate orifice. The thickness of the time-varying flow 
boundary layer depended on the Reynolds number of the 
steady component of the flow. The time-varying flow 
profile through the orifice was essentially that computable 
from the potential-flow theory, except for a thin boundary 
layer that depended on the Reynolds number of the steady 
flow, as shown in figure 227. 

The effects of pressure and velocity oscillations on fuel 
flow and on mixing rates depend largely on the types of oscil
lations involved and the location and design of the fuel
injection systems. The pressure pulsations may directly 
modulate the fuel-flow rate during the oscillation. The 
major effect on the mixing rate, however, will be that of the 
time-varying velocity, which will be most strongly felt when 
the oscillation contains radial or transverse components. 

Most studies to establish the fundamental nature of 
flame-stabilizing elements recognize that flow oscillations 
greatly affect the performance of flame stabilizers. Ref
erence 10 reports that, when resonance is encountered, blow
out velocity data cannot be reproduced. The possibility 
of duct resonance in the study reported in reference 10 was 
removed by placing the flame stabilizer near the exhaust 
of the test duct so that only a smail portion of the stabilized 
flame remained enclosed in the duct. A number of investi
gators mention the fact that increasing duct length appears 
to increase the instability of a burning engine. This trend 
is illustrated by unpublished ACA data in figure 228, which 
shows blowoff limits for several different velocities as a 
function of tailpipe length and fuel-air ratio. The factor 
affecting both the flame stability and the heat-release rate 
is the previously mentioned tendency of the time-varying 
flow to follow potential-flow streamlines. This tendency is 
shown by the sequence of photographs in figure 229. Thus, 
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a velocity disturbance at the flam eholder, rather than 
separating at the downstream edge and allowing for a 
sheltered zone where recirculation may occur, will cause a 
penetration of this sheltered zone by an amount dependent 
upon the amplitude of the disturbance. The effect of this 
potential flow about the flameholder, then , will be (1) 
to hinder the recirculation in the wake of the flameholder 
by an inclusion of cold gas and (2) to extend the flame-front 
area at the flameholder, this extension then flowing down
stream at about stream velocity . 

It is felt that the wrinkling of a flame front at a flame
holder is one of several ways in which the flame area or the 
heat release may be varied during an oscillation. The 
sequence of photographs (ref. 5) in figure 229 shows the 
time history of a wrinkle from its generation at a flameholder 
to its disappearance at the flame tip. 

R eference 19 points out that the stability of a hot-cold 
interface is markedly affected by the accelerations occurring 
during acoustic resonance. The effect of acceleration is to 
destabilize if the acceleration vector has the same direction 
as the density gradient (refs. 20 and 21). 

Data of reference 19 show that a flat flame breaks period
ically into cellular flamelets in a resonating tube in phase 
with the gas acceleration. The phase relation required 
by the Rayleigh criterion for driving standing waves by 
heat addition is thus met. The oscillations and the cells 
occurred in all fuel-air mixtures tested, but amplitudes 
were greatest in those mixtures in which cells formed spon
taneously; that is, in downward-propagating flames that were 
unstable in spite of the stabilizing effect of gravity. 

To treat this problem theoretically, a periodically varying 
acceleration was substituted for the gravity acceleration 
in the flame-front stability equations (ref. 19), and remark
ably good agreement with experiment was achieved. The 
same sort of substitution can be made in the stability analyses 
of references 20 and 21, in which a continuous velocity 
distribution is assumed parallel to a sequence of disconti
nuities in densities. 

One general conclusion might be drawn from these stability 
considerations: The flame front can be desensitized if the 
density gradients are not parallel to probable acceleration 
vectors. 

Some of the oscillations encountered in jet engines reach 
such violence that it is possible that large reaction-rate 
changes accompany the oscillations'. Whatever the direct 
cause of the increase in reaction rate, the oscillation is 
certainly conducive to high performance in some cases. 
For example, reference 6 showed that during a screech con
dition the combustion efficiency for a simulated afterburner 
was 92 to 98 percent, dropping to 65 percent with the cessa
tion of screech . The effects of oscillations on nozzle and 
diffuser performance are to date unknown. 

A few general remarks may be made about the location 
of the disturbed elements. It has been shown that in some 
cases a velocity fluctuation causes the sensitive element to 
be disturbed; whereas, in other cases the pressure fluctua-
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FIGURE 228.- Blowoff limi ts for l-inch-diameter ramjet engine 
(unpublished NACA data). 

tion is responsible. Thus, if the · oscillation consists of a 
standing wave, the maximum pressure variations will be 
found in those parts of the burner where the velocity fluc
tuations are least, and vice versa. In this case, the reso
nance may be reduced by judicious location of the sensitive 
elements far from their exciters. Such a remedy is available 
if the mode of oscillation is one in which standing waves 
dominate but is of no use if traveling waves dominate. 

EFFECTS OF FEEDBACK LOOPS ON PRESSURE AND VELOCITY 

In general, any self-excited oscillation may be considered 
to involve a feedback loop; that is, a means by which the 
effect of a given signal is ultimately to generate another such 
signal. When very high frequency oscillations (wavelengths 
on the order of a burner diameter) are involved, the signal 
will probably be acoustic throughout the cycle and will 
therefore travel at velocities of 1200 to 3000 feet per second. 
At lower frequencies, the feedback loop may include such 
elements as variation of gas composition, which will be 
transported at stream velocities. 

If the oscillation is assumed to be combustion-driven, each 
cycle will include a variation of heat release that may be 
either local or over-all. This variation will, in turn, pro
duce pressure and velocity waves moving upstream at a 
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FIGURE 229.-Sequence of flame shapes for one cycle at intervals of time. T ime increases clockwise; frequency, 329 cps; velocity, l.378 feet 
per second; fuel-a ir ratio, 0.080 (ref. 5) . 



BASIC CO SIDERATIONS IN THE COMBUSTION OF HYDROCARBO FUELS WITH AIR 239 

speed ain(1-Min), and downstream at aout(l+Mou,). A 
composition and a temperature irregularity will also be gen
erated and will move downstream at a velocity aou,(Mout). 
The problem then becomes one of defining the possible 
methods whereby these wavcs can produce subsequent 
changes in the heat-release rate. 

If the gas velocity is son ic at the exhaust, an impinging 
pressure wave will reflect, and a pressure wave will then 
propagate upstream. A momentary increase in tempera
ture, on the other hand, will be transformed into a. rarefac
tion wave traveling upstream. These waves may affect the 
heat release as they pass through the combustion zone by 
modifying the pressure and temperature therein, or they 
may have an indirect effect after passing through the com
bustion zone. In the latter case, the effect of sound waves 
traveling upstream from the combustion zone may be con
sidered, regardless of whether the waves originate in the 
time-varying combustion or whether they have already re
flected from the exhaust nozzle. Such waves may affect the 
subsequent heat-release rate in many ways, among which 
are (1) changing the flame area as the wave passes the 
flameholder, (2) changing the velocity profile up tream of 
the flmneholder, (3) altering the local fuel-air ratio as the 
wave pass('s the fuel injectors, (4) altering the mass-flow 
rate into the diffuser, and (5) reflection from the inlet 
diffuser followed by any of the aforementioned interactions. 

This summary of possible interactions is intended to be 
suggestive rather than exhaustive. Additional signal chan
.nels such as the shedding of vortices, mechanical vibration, 
and modulation of fu el spray or fuel evaporation character
jstics should he noted. 

The fundamental frequency for any loop can be deter
mined as the reciprocal of the time required for the signal 
to travel the loop: 

(14) 

Although it is impossible to assign a given loop definitely to 
a known frequency, it is possible to eliminate from consider
ation those channels requiring unduly long or short intervals. 
Some caution is necessary; if various channels are simulta
neously active, the frequency need not be the fundamental 
of all and may not be the fundamental of any. It is highly 
probable that, with the multiplicity of potential feedback 
loops, many may contribute t9 any given frequency of os
cillation. It is likely that the mode of resonance selected 
by the burner will be that for which the energy released 
from the individual feedbacks is greatest. 

All the feedback loops considered have one element in 
('ommon: The signal is carried upstream as an acoustic 
wave. This suggests the possibility of controlling these 
oscillations either by damping this wave or by desensitizing 
the elements it will affect. One method of damping might 
be to provide channels of va,rying acoustic length from the 
flameholder to the region of interest, so that the original 
wave would be broken down into a series of smaller waves 
arriving one after another. 

The case of oscillation of very high frequency ca.n be con
sidered analogous, except that the signal may be propagat
ing transversely for much of the cycle. 

SIGNIFICANCE OF RESONANCE STUDIES IN DESIGN OF 
JET-ENGINE COMBUSTORS 

DESIGN CRITERIA BASED ON MODE OF RESONANCE 

The application of results of resonance investigations to 
the design of jet-engine combustors is somewhat limited 
because of the opposing requisites for good combustion and 
less resonance. From acoustic considerations, the features 
of current combustors are more likely to produce than to 
reduce resonance. Current designs are symmetrical, smooth, 
hard, and uniform. On the other hand, less resonance 
would be anticipated if no two surfaces reflected waves 
alike, absorbed waves alike, nor had parall el walls. The 
optimum combustor design must necessarily be a compro
mise between the two extremes. 

In the actual design of the combustor, the simplest rule 
to apply would be to acoustically soften those parts of the 
combustor where possible modes of oscillation would have 
pressw'e maximums. Thus, for the longitudinal wave, 
the softened part of the burner should be at the terminations 
and at the walls near the terminations. For transverse 
modes of oscillation, the wall surrounding the region where 
the transverse oscillation might occur would be indicated. 
If the walls are softened by use of some sound-absorbing 
material such as filaments of glass or steel wool behind a 
perforated shell, it might be well to place such sound
absorptive material in a random distribution of patches, 
random both in size of patch and in location upon the wall. 

If the flame is driving the oscillations, and it appears that 
this is the case in a large number of instances, it is well to 
keep the flame away from regions where the pressure goes 
through its maximum excursion. This means that the 
maximum reaction zone should be kept away from pressure 
loops in the standing wave, away from the terminating ends 
of the combustor in the case of longitudinal standing wave, 
and away from the wall in the case of transverse standing 
wave. If the combustor is of such a nature that stratifi
cation of hot and cold gases is implicit in the design, such 
hot and cold patches might be size~ and spaced to act as 
Rources of wave interference. 

After meaSUTes to reduce oscillations have been applied, 
it may be found that a given combustor still oscillates at 
particular operating conditions. If the mode of this oscilla
tion can be identified, corrective measures specific to that 
mode may then be applied. Table XXXI gives a summary 
of corrective measures for specific modes of oscillation. 

DESIGN CRITERIA BASED ON SENSITIVITY OF DISTURBED ELEMENTS 

If a component part of the combustor such as the flame
holder is a sensitive element in the feedback loop causing the 
self-excited oscillation, at least one design criterion can be 
employed. If the element is sensitive to velocity or pres
sure, it can be moved from the locus of maximum velocity 
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TABLE XXXI.-SUGGESTED METHOD FOR CONTROLL! G 
VARIOUS TYPE ' OF 0 CILLATION 

Type of oscillation 

Resonance: 
All modes ___________ _ 

Longitudinal ___ _____ _ 

RadiaL _____ _______ _ 

Tran verse __________ _ 

Helm holtz- ____ _____ _ 

Control po sibilit ies 

U e of a fuel whose burning rate 
is not respon ive to pressure 
and velocity fluctuations. 

Absorption by tuned resonators. 
Absorption of sound at burner 

terminal. Stratification of 
flow to give transverse varia
tion of acou tic peed. 

Ab orption of sound at burner 
wall or burner center. 

Diffraction and reflection from 
temperature variation (tran 
verse). 

Nonreactive layer at wall and 
center. 

Absorption of sound at burner 
walls. 

Nonreactive layer near wall. 
Diffuser de ign for negative pre -

sure recovery again t flow 
lope. 

Long diffu er. 
Small combu tion chamber. 
Controlled residence t ime. 

1----,---------1---------------
onacou tic feedback: 

Modu lated fuel flow __ _ 

Modulated fuel-air ratio_ 

Vortices shed from up
stream obstruction. 

Flow-separation modu
lation. 

Relaxation oscillation __ 
D etonation in bound

ary. 

Temperature distribu
tion reflections (ex
haust). 

Increa ed inject ion pressure. 
Increased mixing length. 
Increased mixing length. 
Location of fuel inj'olctors away 

from time-varying velocities. 
Streamlining of obstructions. 
Location of obstructions farther 

up tream . 
Location of obstructions out of 

line with flameholder. 
Design to prevent separation. 
Removal of separat ion wake from 

reaction zone. 
Supercritical operation. 

onreactive boundary layer. 
Addition of chain-breaking ub

stance to boundary. 
Extra mixing for flat exhaust

temperat ure profile. 

or pressure excursion . Other remedies equally as obvious 
would be either to desensitize the sensitive element com
pletely or to shift its sensitivity to a frequency range that 
does not correspond to a possible mode of oscillation i.n the 
combustor. Some sensitive elem ents can b e desensitized . 
For example, a fuel-injection nozzle that can be influenced 
by pressure pulses could be desensitized by increasing the 
pressure drop across the injector. A fuel-air mixture could 
be desensitized by the selection of either a new fuel or a fuel 
additive that would cause a diminished response of the 
combustion process to disturbances in pressure and tem
perature. 

THE FUTURE FOR COMBUSTION OSCILLATION 

There is an ever-growing group of workers who believe 
that combustor oscillation has evidenced such impressive 
advantages that a far more profitable course to follow would 
be to study the control and use rather than the elimination 
of oscillation. Measurements indicate that a work cycle 
over and above the steady-state work cycle is involved in 

the oscillatory motion; therefore, there is clearly a large 
quantity of energy·added to the gas in part in the form of 
additional mixing. Combustors designed to operate at low 
over-all fu el-air ratios have been shown to perform best if 
the combustion occurs in mixtures near stoichiometric with 
the combustion products subsequently diluted with the 
remainder of the air. The screech cycle might well be used 
to expedite this mixing. It is not clear how much of thi 
extra energy is directly available for producing thrust. 

R eference 6 shows that in the case of screech the maximum 
pressure amplitude in a transverse oscillation occurred in 
a very short region relative to the over-all length of the 
combustor. If the burner were strengthened only in th is 
region to allow for continuous operation without shell failure 
(ref. 22), the increased combustion efficiencies accompanying 
screech might be retained without a prohibitive weight 
penalty . 

In reference 9 it was found that oscillations in troduced at 
(,he flameholder could increase the heat-release rate of an 
inefficient burner by 30 percent with a sound level in the 
duct a benign 93 decibels . For such a technique"the benefits 
of screech might be realized without n eed for increased 
structural strength. Oscillations in combustors have ap
p eared in many forms since the advent of jet propulsion . 
It would seem a safe guess that still more and different 
appearances lie ahead. A great deal of work on momentum 
and mass transport, combustion, and allied subjects in an 
unsteady nonhomogeneous flow field is needed before the 
current and future oscillations in combustors can be intel
ligently handled . 
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CHAPTER IX 

SMOKE AND COKE FORMATION IN THE COMBUSTION OF HYDROCARBON-AIR MIXTURES 

By ROSE L. SCHALLA and ROBERT R . HIBBARD 

INTRODUCTION 

There has been no consistent usage of the terms smoke, 
soot, carbon, carbon deposits, or coke in referring to the 
solid products arising from the incomplete combustion of 
hydrocarbon fuels. In studies of single combustors and 
engines, the solids discharged with the exhaust gases are 
usually called smoke, and those deposited in the combustion 
chamber are usually called carbon, carbon deposits, or coke. 
Since the so-called carbon and carbon deposits are not 
chemically pure, the word carbon is restricted herein to the 
pure element. Therefore, for combustor work, smoke is 
defined as the solid discharged with the exhaust gases and 
coke as the material that adheres to the combustor walls. 

Deposition of coke and formation of smoke are both unde
sirable in the operation of turbojet combustors. Of the two 
factors, coke deposition presents the more serious problem 
because of its adverse effect on combustor performance and 
life. Excessive smoke has no effect on the engine but does 
offer a military tactical problem, in that the presence of a 
smoke trail facilitates aircraft detection in combat. Under 
very severe conditions, smoke may hamper landing-field 
operations 01' become a nuisance to personnel. The loss in 
fuel heating value attributable to smoke and coke is unim
portant, even under the worst conditions. For example, the 
heaviest coke deposits found in single-combustor tests in 
reference 1 amounted to only 26.7 grams for 1240 pounds of 
fuel, 01' a loss of heating value of 0.004 percent due to coke 
deposits. Similar calculations have not been made for the 
loss due to smoke, but probably there is no loss in combustion 
efficiency attributable to smoke. 

In continuous-combustion engines, the tendency to form 
coke or smoke varies more among petroleum-derived fuels 
than does any other combustion property. There is very 
little difference in t,he fundamental flame velocity, mini
mum ignition energy, flammability limits, quenching dis
tance, flame temperature, or heat of combustion for various 
batches of fuel supplied under a single sppcmcation or even 
for fuels meeting different· specifications. However, wide 
differences may occur in the coking and smoking tendencies 
of jet fuels. 

In addition to coke and smoke considerations, the effect 
of fuel composition on flame radiation may also be important. 
Carbon is the only solid that can be formed in the combus
tion of hydrocarbons ; and this solid can, under some burning 
conditions, greatly affect the amount of radiation emitted 
by a flame. Radiative heat transfer is an important consider
ation in engine design and, along with coking and smoking 
tendencies, becomes increasingly important with high
compression· engines. 
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The control of coke and smoke and of heat-transfer factors 
in turbojet engines has been accomplished by proper combus
tor design and by the control of certain fuel properties. 
However, in this field of combustion research, a fruitful 
laboratory study of fundamental factors may yield an under
standing that would facilitate engine design. Many inves
tigations have been conducted on both the fuel and the flame 
environmental factors contributing to smoke and coke . 
The greater part of this work has dealt with burning in the 
gas phase and therefore with the formation of smoke. From 
such work, the fuel factors affecting smoking tendency have 
been fairly well defined. Relatively little has been done on 
a laboratory scale regarding coke formation because of the 
difficulties in simulating the engine conditions in which 
liquid fuel impinges on hot metal in the presence of flame 
and flowing gases. This chapter summarizes the laboratory 
phases of smoke and coke formation and describes the prop
erties of these materials, the effect of variables on the forma
tion of smoke and coke, and the chemical m&hanisms pro
posed for their formation. 

PHYSICAL AND CHEMICAL NATURE OF 
SMOKE AND COKE 

SMOKE 

Luminous hydrocarbon flames, distinct from so-called 
Ilonluminous ones, emit a yellow radiation tha has a black
body energy-wavelength distribution. This black-body dis
tribution can be emitted only by solids The only possibh~ 
solid products from hydrocarbon combustion are either 
carbon or materials containing very high percentages of 
carbon. The presence of such materials in lumin~)Us flames 
is con:firmed by the deposits formed on a cold probe passed 
through such a flame. Under some conditions, thr solids 
are released from luminous flames as smoke. 

These materials are formed during the comb ustion of 
hydrocarbons only when the system is fuel-rich, either over
all or locally. Therefore, the most familiar types of solid
forming combustion processes are the candle or wick-lamp 
diffusion flames , where fuel alone is released locally and 
burns after diffusive mixing with oxygen. These hydro
carbon diffusion flames are always luminous at atmospheric 
pressure and are often smoky. Preinixed fuel-oxidant sys
tems, such as the Bunsen burner, are not luminous unless 
they are operated fuel-rich over-all. For example , in refer
ence 2 premixed benzene-air flames were found to be luminous 
only when the equivalence ratio exceeded 1.4 and to be 
smoky only at higher ratios. 

The smoke released during smoky combustion is not pure 
carbon but has been shown by chemical analysis to be a 
combination of carbon, hydrogen, and oxygen . A typical 
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analysis (ref. 2) shows 96.2 percent carbon and 0.8 percent 
hydrogen, with the remainder believed to be oxygen. Similar 
results have been obtained in the analysis of carbon blacks, 
which are the products of smoky combustion in diffusion 
flames. 

Hydrocarbon-derived smoke is crystalline on a submicro
scopic scale. X-ray diffraction studies show the basic 
element to be a crystallite with a major edge length of about 
20 angstroms (ref. 3). The atomic structure consists of 
several layers of distorted hexagonal lattices, with the lattice 
substantially the same as that found in the graphite form of 
carbon. The distortion is believed to be due to the presence 
of about 1 atom of hydrogen for every 10 atoms of carbon, 
and the preceding elemental analysis has approximately this 
hydrogen-to-carbon atom ratio. 

When the same smoke was examined by electron micros
copy (ref. 2), these crystallites were shown to be agglom
erated into nearly spherical particles of 0.01 to 1.0 micron 
(100 to 10,000 A) diameter. These spheres, produced in a 
burner under a single set of conditions, were quite uniform 
in diameter and clung together to form an open, lace-like 
structure. 

Although the turbojet combustor operates with an oYer
all fuel-lean mixture, a large amount of the burning reaction 
takes place in locally fuel-rich regions. These regions are 
present because all the fuel enters the upstream end of the 
combustor, whereas the air-entry holes are distributed along 
the full length of the combustor. Flame in the rich up
stream end is highly luminous under many operating con
ditions, and the environment in this region should be con
ducive to the formation of large amounts or smoke. ince 
only small amounts of smoke, if any, are exhausted from 
most turbojet engines, it appears that much of the smoke 
probably produced in the upstream end of the combustor is 
consumed in passage through the burner. 

In reference 2, the capacity of laboratory flames in the 
burning of smoke was studied, and a stream of smoke, 
freshly pI'oduced by a diffusion flame, was easily burned by 
a secondary Bunsen flame. High concentrations of smoke 
can be consumed in this manner. This is apparently con
firmed by electron micrographs of turboj et combustion 
smoke, in which the particles look like partially eroded 
spheres (ref. 2). Their appearance suggests that spherical 
smoke particles are generated in the engine primary zone 
and that these particles are largely burned away in passing 
through .the engine. 

COKE 

The coke found in turbojet combustors varies in nature 
from soft, fluffy material to hard, brittle deposits. Typical 
analyses of these types (ref. 4) show the soft coke to contain 
80.0 percent carbon and 2.0 percent hydrogen, and the hard 
coke to contain 92.4 and 1.6 percent of carbon and hydrogen, 
respectively. The remainder is believed to be mostly oxygen 
and III small amount of sulfur. Unpublished ACA data 
show that the sulfur content of combustor cokes varies with 
the sulfur content of the fuel. For example, coke-deposition 
tests were run on a fuel containing 0.05 percent sulfur and 

on the same fuel to which alkyl disulfides were added to 
raise the sulfur content to 1.00 percent. The amount of 
coke formed was substantially tbe same for both fuels, but 
the sulfur contents of the cokes were 0.7 and 2.4 percent, 
respectively. Unpublished ACA data' also show that 
combustor cokes contain 25 to 50 percent of material that 
is soluble in carbon disulfide. This soluble material con
tains aromatic rings and a considerable amount of carbonyl 
oxygen, as indicated by infrared examination of the extract. 

X-ray diffraction studies indicate that combustor coke 
has some of the crystalline character described for smoke. 
Electron microscopy (ref. 4) indicates that the soft coke 
consists of nearly spherical particles imbedded in an amor
phous matrix. However, the hard coke is a vitreous ma
terial with no perceptible microstructure. 

EFFECT OF OPERATING VARIABLES ON SMOKING TENDENCY 

BUR ER GEOMETRY 

Diffusion fiames.-The two principal types of apparatus 
used to study the smoking tendency of diffusion flames are 
the wick lamp and the conical or open-cup burner. Of these 
two methods, the wick lamp has been used more extensively; 
however, the exact design of this lamp has varied appreciably 
from one investigation to another. The Davis factor lamp 
was one of the earliest wick lamps to be developed (1926). 
This lamp was later modified (ref. 5) and used for smoking
point determinations as recently as 1953 (ref. 6). In 1935 a 
test lamp (ref. 7) was standardized by the Institute of 
Petroleum Technologists (I.P.T.) and has been employed by 
several investigators (refs. 8 and 9). This I.P.T. lamp is 
used in the current United States military fuel procw'ement 
specifications. The fairly simple lamp shown in figure 230 is 
a combination of the Davis apparatus and the I.P.T. lamp 
(used in ref. 10). A comparison of the data obtained with the 
various wick lamps and accessory equipment indicates that 
smoking tendencies depend on the geometry of the apparatus 
and that no simple comparison can be made between smoke
point data obtained with different lamps. 

The conical or open-cup lamp is often referred to as the 
wickless lamp, since the flame burns directly from the top 
of a pool of liquid fuel contained in a shallow funnel or cup
shaped vessel. Development of the wickless burner is de
scribed in reference 11, and similar burners have been used 
for investigations reported in references 12 and 13. 

The main advantage of the wickless lamp is that it can be 
used for the comparison of less smoky fuels, since flame 
heights up to 450 millimeters may be measured; whereas, 
the Davis wick lamp is limited to 102, and the I.P.T. lamp 
to about 50 millimeters. A comparison of the I.P.T. lamp 
and the wickless lamp (ref. 9) shows that the smoking points 
of various fuels measured by the two methods gave a fair 
correlation, but the correlation appeared logarithmic rather 
than linear. Reference 9 reports that the wickless lamp is 
much more difficult to operate than the I.P.T. lamp and 
recommends that it be used only when the range of the 
I.P.T. lamp is exceeded. 
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With all types of diffusion burners, the flame is enclosed 
by a glass tube that acts as a chimney and keeps the flame 
erect and stable. The size and position of this chimney 
greatly influence the smoking point of the flame. 

The general procedure in using any of these lamps is to 
increase the fuel flow until the flame just begins to smoke. 
The smoke point may be detected visually, or an ice-cooled 
porcelain surface may be placed above the flame to collect 
and indicate the presence of smoke. A measure of the 
smokiness of the fuel may be made in several ways. The 
technique usually employed is to measure the maximum 
height to which the flame will burn without smoking; how
ever, in two investigations (refs. 2 and 9), measurements 
were made of the maximum rate at which fuel can be burned 
without smoking. A comparison of the two techniques (ref. 
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FIGURE 230.-NACA modified Davis factor lamp (ref. 10) . 

9) indicates that the maximum burning rate is readily ob
tained and is more reproducible than the smoke-height test. 
It also represents more closely the information desired by tbe 
test, namely, the relative amount of fuel tbat can be burned 
under standardized conditions before ~moke becomes a prob
lem. Only when illumination is concerned does the height 
of the flame become a significant factor. The smoke-height 
test, however, is somewhat more convenient to use and there
fore has been adopted in the ASTM procedure. Another 
method (ref. 12) is to pass a light. beam through the chimney 
in which tbe smoke is issuing from the flame. A photo
electric cell indicates the amount of ligbt absorbed and, con
sequently, a measure of the smokiness of the fuel. Also, the 
smoke issuing from various aromatic fuels burning at a given 
fuel flow bas been collected and weighed (ref. 13). The 
greater the amount of smoke collected, tbe higher the 
smoking tendency of the fuel. 

As previously stated, the smoke point is generally det.er
mined by measuring the maximum height or maximum fuel 
rate at which tbe flame will burn without smoking. The 
higher the flame or the greater the fuel-flow rate, the lower 
the tendency for that fuel to smoke. Consequently, tbe 
smoking tendency is an inverse function of the flame height 
or fuel flow. Reference 14 defines smoking tendency S as 
equal to a constant k over the maximum flame height bF (in 
millimeters) and assigns the value of 320 to k: 

S=!f.. 
bF 

The value of k is unimportant in the following discussion, 
but the distinction between maximum flame height and the 
concept of smoking tendency should be noted. 

Bunsen fiames.-Tbe smoking tendencies of Bunsen 
flames are reported in references 2, 12, and 15. In reference 
15 a continuous-flow apparatus was used in which steady 
streams of both volatile and nonvolatile fuels could be 
mixed with air either as vapors or as mist droplets, according 
to their vapor pressures. The fuel-air mixture was passed 
up a vertical tube after generation and burned on top in 
primary air only. The composition of the mixture was 
determined by analyzing the exhaust gases. 

In the investigations reported in references 2 and 12 tbe 
fuel was metered from a burette and mixed with metered air. 
The premixed fuel and air were then burned from a tube 
surrounded by a glass tube chimney. The effect of varying 
the burner-tube inside diameter from 6 to 9 millimeters was 
investigated in reference 2, which showed that the smoking 
tendency was slightly reduced as the burner-tube diameter 
was decreased. The influence of chimney length, diameter, 
and position with respect to the flame was also reported in 
reference 2. Increasing t.he chimney length from 120 to 
500 millimeters caused a reduction in smoking tendency. 
Changes in the diameter and position of the cbimney gave 
varied results, depending on the convection in the chimney. 
In general, all chimney variables that reduced smoke for
mation did so by generating a flue effect which tended to 
flow more air around the flame. If the burner tube was 
ducted so that a controlled secondary-air flow could be 
passed by the flame, the smoking tendency was reduced as 
the secondary-air flow was increased. 
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FUEL·AIR RATIO 

Diffusion fiames.- The effect of over-all fuel-air ratio on 
the smoking tendency of laminar diffusion flames has been 
investigated by two different techniques. In reference 13, 
the air supply past the flame was maintained constant and 
the smoke issuing from the flame was collected at various 
increasing fuel flows. A plot of the smoke deposit against 
the fuel-air ratio is shown in figure 231. Since the airflow 
was constant, the ordinate is essentially a measure of the 
fuel flow. As shown in this figure, the initial increase in 
fuel flow produces a sharp inerease in the amount of smoke 
collected. As higher fuel flows are reached, the amount of 
smoke produced appears to level off. 

In another controlled-air study with diffusion flames 
(ref. 2), the airflow rate past the flame was increased by 
gradual steps, and a determination was made of the maxi
mum rate at which the fuel could be burned without smoking 
at each given airflow. In figure 232, the maximum fuel rate 
for smoke-free burning is plotted against the airflo.w rate 
for eight pure hydrocarbon fuels. With initial increases in 
airflow, the maximum smoke-free fuel flow increases pro-
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portionally, but eventually a limiting fuel flow is reached at 
which further increases in airflow past the flame do not 
permit more fuel to burn smoke-free. 

Bunsen fiames.-The effect of fuel-air ratio on smoke 
formation from Bunsen flames is reported in reference 12. 
A measure of the smoke density of the fuel was made by 
passing a light beam through the chimney in which the smoke 
was issuing from the flame. A photoelectric cell indicated 
the amount of light absorbed as a measure of the smoke 
formation. In this burner, the paraffins, cycloparaffins, and 
olefins, with the exception of triisobutylene, could not be 
made to smoke even at the maximum fuel-air ratio that 
would support combustion. Figure 233 shows the variation 
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of smoke (percent light absorbed) with fuel-air ratio for 
kerosene and aromatic and dicyclic compounds. The air 
flow premixed with the fuel was held constant at 4.1 ±0.1 
liters per minute, and the fu el flow was increased to give the 
fuel-air ratios indicated. The aromatic and dicyclic com
pounds began to smoke at approximately stoichiometric 
fuel-air ratios. Within experimental error, smoke for
mation from a Bunsen flame appears to be a linear fUll ction 
of the fuel-air ratio. 

TEMPERATURE 

Diffusion fiames.-An investigation (ref. 8) of the effect 
of ambient temperature on the smoke point of five fuels 
burning as diffusion flames at three temperatures (0°, 70°, 
and 90° F) showed the smoke point to be independent of 
temperature in the range between 0° and 90° F . or did 
the preheating of gases burning as diffusion flames to 375° F 
change the smoking tendency (ref. 2). 

Bunsen fiames.-In references 2 and 15 the effect of 
temperature on the smoking tendency of Bunsen flames was 
studied. The fuel-air ratio at which incandescent carbon 
was first observed and also the fuel-air ratio at which smoke 
actually issued from the flame were determined (ref. 2) . 
Over a temperature range of 82° to 842° F, the point at 
which smoke issued from a premixed benzene flame was 
independent of temperature. However, the first appearance 
of yellow incandescent carbon in the flame occurred at 
slightly higher fuel-air ratios as the temperature was in
creased over this range. 

In reference 15, only the appearance of yellow incan
descent carbon in the flame was used to measure the effect 
of temperature on propane, propene, benzene, and kerosene 
flames. Over a temperature range of -40° to 925° F, in
candescent carbon in the flame appeared at slightly higher 
fuel-air ratios as the temperature was increased. 

PRESSURE 

Diffusion fiames.-Studies of the effect of pressure on 
smoke formation from diffusion flames are reported in 
references 2, 8, and 16. The investigation of reference 16 
was limited to acetylene, and that of reference 8 to petroleum 
fractions. The work of both references 8 and 16 was con
ducted at preSSUl'es below atmospheric; and in both investi
gations the tendency to smoke decreased with decreasing 
pressure. R eference 2 reports smoking tendencies for six 
pure hydrocarbons, a JP-4 fuel, and two blends of n-octane 
and toluene over a pressure range of about 0.5 to 4 atmos
pheres. For two of the pure hydrocarbons, l-octene and 
n-octane, the pressure range was extended to 9 and 12 
atmospheres, respectively. Ethane and ethene were studied 
over a pressure range of 4 to 22 atmospheres. The maximum 
relative rate at which all fuels could be burned without 
smoking decreased consistently with increasing pressure. 
Typical results are shown in figure 234. The data in refer
ence 2 show that the product of the smoke-free fuel flow and 
the pressure is a constant, or, in other words, that the 
smoke-free fuel flow is inversely proportional to the pressure. 
Since diffusion coefficients are also inversely proportional to 

the pressure, it was concluded that the rate of diffusion and, 
consequently, the rate of mixing of fuel and air may account 
for the variation in smoke formation with pressure. 
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Bunsen flames.-In a spectroscopic study of a premixed 
ethene flame (ref. 17), it was observed that smoke started 
to form as the pressure was increased. In reference 18 
(p. 170), the formation of smoke from an acetylene-oxygen 
flame at various pressures was studied, and it was concluded 
that the effect of pressure on smoke formation from Bunsen 
flames is probably slight. The effects that reference 17 
observed were attributed to changes in experimental param
eters such as mass flow and the influence of t.he burner wall. 
Since the results of the diffusion-flame study (ref. 2) indicate 
that the increase in smoke formation with pressure results 
from the decreases in diffusion coefficients with pressure, 
the smoke formation from a Bunsen flame, which contains 
all its oxygen, should be independent of pressure if outside 
diffusion effects are eliminated. 

EFFECT OF FUEL VARIABLES ON SMOKING TENDENCY 

EFFECT OF HYDROCARBON TYPE ON DIFFUSION FLAMES 

One of the first studies to indicate the importance of 
fuel type on smoke formation is reported in reference 19. 
The influence of fuel type on smoke has been more extensively 
investigated, and data have been reported for pure liquid 
hydrocarbons (refs. 2, 6, 11, 13, and 14) and pure gaseous 
hydrocarbons (ref. 2). Since each investigator employed 
a different apparatus, no absolute or standardized values 
are available; however, certain consistent trends have be
come apparent. For the pure hydrocarbon compounds, 
the smoking tendency among the four major homologous 
series varies as follows: aromatics>alkynes>monoolefins> 
n-paraffins. 

The magnitude of the variations in smoking tendency 
among the aromatic, olefin, and paraffin series is illustrated 
in the following table: 

Ratio of smoking tendency 

R('fcrcncc 
Aromatic to Olefin to Aromatic to 

olefin paraffin paraffin 

11 - ------- - 6. 2 2. 61 16.2 2 _________ _ 13.6 2. 34 31. 8 6 __ ___ __ ___ 15.7 1. 51 23. 7 

The smoking tendency of the average aromatic is reported 
to be from 6.2 to 15.7 times greater than for the olefins, and 
16.2 to 31.8 times greater than for the paraffins. The 
smoking tendency of the olefins is about twice that of the 
paraffins. The lack of quantitative agreement becomes 
readily apparent from examining the values ill the table. 
The variations within the aromatic, alkyne, olefin, and 
paraffin series are discussed in the following paragraphs. 

Aromatics.-As the preceding table indicates, the aromatic 
compounds have the greatest smoking tendency of the 
various classes of fuels. With benzene as a reference, the 
smoking tendency generally increases with the addition of 
a side chain of one or two carbon atoms; but with a suffi
ciently long side chain, the smoking tendency is reduced. 
The total range of flame heights among the aromatic com
pounds, however, is very small. For example, most investi-

gators report the smoke-point flame height of benzene to be 
between 5 and 10 millimeters. The aromatics of higher 
smoking tendency have flame heights ranging down to about 
3 millimeters; and those of lesser smoking tendency, up 
to 12 millimeters. The total range of 3 to 12 millimeters 
is not very great compared with an average paraffin such 
as hexane with a flame height of 150 millimeters. The 
experimental error, percentagewise, in measuring flames as 
small as 3 to 12 millimeters is very large. Since the aro
matics have an essentially uniform smoke point, it is diffi
cult to make a satisfactory differentiation among the various 
aromatic structures. 

HWlt (ref. 6) attempted to overcome this difficulty by 
studying blends containing 20 percent of various aromatics 
in n-dodecane. This procedure increased the flame height 
of the benzene blend to 66 millimeters. Blends of about 30 
other aromatic and naphthalene compounds were studied 
in this manner; flame heights ranged from 36 to 81 milli
meters. Differences in smoke heights were thus magnified 
sufficiently to eliminate most experimental errors and permit 
a definite distinction to be made in smoke poin ts among 
various aromatic structures. Variations in flame· heights 
for 20 percent blends of 30 aromatic compounds were plotted 
against the number of carbon atoms in the compound. 
Most of these are presented in figure 235. Figure 235 em
phasizes that substitution on the benzene ring may cause an 
increase or decrease in the smoke point, depending on the 
nature of the substituted group. Naphthalene and sub
stituted naphthalene compounds definitely exhibit a greater 
tendency to smoke than the aromatics. 
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Alkynes.-Smoke-point data for the alkynes are limited. 
Reference 2 reports the smoking tendency for acetylene, 
I-propyne, I-pentyne, and I-hexyne. The smoking tend
encies decreased slightly with increasing chain length and 
were of about the same order of magnitude as for the aro
matics. Comparison of I-octync and I-dodecyne (ref. 6) 
showed a decrease in smoking tendency with increasing 
chain length; however, the smoking tendency for these two 
alkynes was appreciably less than for the aromatics. 

Monoolefins.-All the investigators have reported the 
monoolefins to be appreciably less smoky than the aromatics 
but of higher smoking tendency than the n-paraffins. From 
the data of reference 2, the smoking tendency is reported to 
increase from ethene to butene. References 2, 11, and 14 
indicate that, with oletins of five or more carbon atoms, the 
smoking tendency decreases with increasing chain length. 
Data from reference 6 indicate that the smoking tendency 
is essentially constant for all the oletins above five carbon 
atoms. The effect of the position of the double bond, in the 
one and two position only, is reported by reference 6, where 
2-heptene is shown to have a slightly higher smoking tend
ency than I-heptene; however, the difference is less than 6 
percent. I-Octene and 2-octene showed the same smoking 
tendency (ref. 6). 

Diolefins.-Diolefins (refs. 2 and 14) have appreciably 
higher smoking tendencies than the monooletins. The 
smoking tendency of I,3-butadiene is higher than that of 
most aromatics (ref. 2). As the chain is lengthened, the 
smoking tendency decreases. 

Cycloolefins.-Cyclohexene has a somewhat higher smok
ing tendency than I-hexene (ref. 2). Cyclopentene, how
ever, has an appreciably higher smoking tendency than 
cyclohexene or I-pentene and forms almost as much smoke 
as the aromatics. 

Paraffins.-The n-paraffins are consistently reported to 
have a lower smoking tendency than any of the other ho
mologous series. The smoking tendency increases with in
creasing chain length. From ethane to hexane, the increase 
in smoking tendency is over 100 percent (ref. 2); while, for 
compounds of 6 to 15 carbon atoms, the increase is generally 
about 10 percent. 

If the paraffin chain is branched, the smoking tendency 
increases markedly. In fact, a highly branched compound 
such as isooctane (2,2,4-trimethylpentane) has a higher 
smoking tendency than a monooletin of corresponding num
ber of carbon atoms (ref.' 6). 2,2-Dimethylpropane has a 
smoking tendency almost as great as I-pentene (ref. 2). 
The smoke points for several isomeric paraffins are plotted 
and compared with similar data for n-paraffins and n-oletins 
in figure 236 (ref. 6). 

Cycloparaffins.-Cycloparaffins produce more smoke than 
the n-paraffins; the smoking tendency decreases with in
creasing ring size from three to six carbon atoms (ref. 2). 
The addition of a short side chain to the ring increases the 
smoking tendency; but, as the length of the side chain is 
increased, the smoking tendency is reduced slightly. Cy
clopentane with a side chain of 10 carbon atoms (decylcy
clopentane) has about the same smoking tendency as cyclo
pentane (ref. 6). 
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for paraffins and oletins as determined in a modified Davis factor 
lamp (by permission from ref. 6). 

Summary.-The smoking tendency decreases as follows: 
aromatics>alkynes>olefins>n-paraffins: 

(1) All the aromatics have a fairly uniform and extremely 
high smoking tendency. From an average of three investi
gations, the aromatics are about 12 times as smoky as the 
olefins and about 24 times as smoky as the n-paraffins. 

(2) The alkynes lie between the aromatics and the mono
olefins, with the smoking tendency decreasing with increas
ing chain length. 

(3) The smoking tendency of the monooletins increases 
from ethene to butene and then decreases with increasing 
chain length. The oletins are about Hz as smoky as the 
aromatics, but about twice as smoky as the n-paraffins. 
Branching, ring formation, and additional double bonds 
increase the smoking tendency. 

(4) The n-paraffins have a lower smoking tendency than 
any of the other homologous series. The smoking tendency 
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increases with ill creasing chaill leJlgth, branching, and rillg 
formation. 

Hydrocarbon blends and refinery stream s.- The smoke 
points of two component blends of pure hydrocarbons are 
reported in references 6, 8, and 9. As an example of such 
blending smoke-point data, figure 237 shows the smoke 
points for 0 to 100 percent blends of sec-butylbenzene and 
of a-methylnaphthalene in n-dodecane (ref. 6). Although 
the smoke points of the two pure aromatics differ by only 2 
millimeters, the blending curves are different . For example, 
at a 20 percent aromatic concentration, the smoke point of 
the sec-butylbenzene blend is about 74, whereas that of the 
a-methylnaphthalene blend is only 37. The marked effect 
of the aromatic on the smoke point of paraffins is also ap
parent. For example, a 20 percent addition of the aromatic 
reduces the flame height of n-dodecane by about 50 percent 
or greater. When the concentration of a-methylnaphtha
len~ is 50 percent, the smoke point of the blend is substan
tially that of the pure aromatic. 

Smoking tendencies for various refinery fractions are 
reported in references 8 to 10, 14, and 19. The early studies 
were used to evaluate the illumination quality. of kerosene
type fuels burning in lamps. The major interest in smoke
point data in the last several years has resulted from the 
demand for clean-burning jet fuels. The smoking points 
of 48 jet fuels and the fuel-inspection data for these fuels 
are reported in reference 8. Reference 10 reports the 
flame-height smoke point for jet fuels to be about 15 to 30 
millimeters, compared with 6 or 7 millimeters for aromatics 
and 77 millimeters for commercial isoheptane. 
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FIGURE 237.-Relation of blend composition and smoking tendency 
as determined in a modified Davis factor lamp (by permission from 
ref. 6). 

EFFECT OF HYDROCARBON TYPE ON BUNSEN FLAMES 

Measurements of variations in smoke formation of various 
hydrocarbons are reported in references 12 and 15. Since 
in reference 12 the paraffins, cycloparaffins, and olefins 
could not be made to smoke even at the maximum fuel-air 
ratio that would support combustion, these fuels appear 
to be less smoky than the aromatics and other fuels shown 
in figure 233. In general, the smoking tendencies of the 
fuels shown in figure 233 are in the same relation to each 
other as in diffusion-flame studies. The aromatics show a 
fairly uniform smoking tendency, as was the case with 
diffusion flames. 

Reference 15 reports determination of the critical fuel-air 
ratio that would just cause a yellow streak of incandescent 
carbon to appear in Bunsen flames of various hydrocarbon 
and oxygenated compounds. The appearance of this yellow 
streak in the flame, of course, occurs at considerably lower 
fuel-air ratios than the actual emission of smoke. The 
results of reference 15 are shown in figure 238, where the 
critical air-fuel rati.o is plotted against the number of carbon 
atoms in the compound. The higher the position of a fuel 
on this plot, the greater is its tendency to form an incan
descent streak of carbon. 

The values for the aromatics, instead of being decidedly 
worse than the other fuels, are similar to the paraffins, iso
paraffins, and ole~s. The order of these last three series 
is the reverse of that observed in diffusion studies. The 
order of decalin with respect to the substituted naphthalenes 
and the aromatics differs from the Bunsen work of reference 
12 (see fig. 233). The variation with respect to the data 
in figure 233 may be explained by the fact that the appear
ance of yellow incandescent carbon in the flame and not the 
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function of molecular weight and fuel type (ref. 15) . 
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emission of smoke was measured in reference 15. It is prob

able that these two types of measurements woulq. not be 

directly proportional. If they are, however, the effect of 

fuel type on smoke formation as measured by Bunsen and 

diffusion flames appears appreciably different. 

METHODS OF CORRELATING SMOKING TENDENCY WITH HYDROCARBON 

STRUCTURE IN DIFFUSION FLAMES 

Several methods of predicting or explaining the variation 

of smoking tendency among different fuel types have been 

pre>posed. An equation based on the oxygen requirements 

of diffusion flames was developed in reference 14 to predict 

the maximum smoke-free flame height bp (the constants 

apply only for this particular apparatus): 

b (X+3)2 
p 36.1:ty+54.9-26.65x2 

where 
x molecular volume of combustion products 

y molecular volume of oxygen 

(1) 

While this equation predicts qualitative trends among the 

various series quite accurately, it does not predict the magni

tude by which one series differs from another as reported 

experimentally. orne of the trends within the series-for 

example, the effect of branching and ring formation-would 

not be predicted by the equation. Modification of the equa

tion to fit the apparatus in use may be of some practical 

value for making qualitative comparisons; but, with respect 

to theory, the equation does not explain the effect of differ

e~'lCes in fuel type such as branching. 

The relation between the tendency to smoke and the 
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carbon-hydrogen ratio of the compound is discussed in refer

ence 11. It is indicated that, in general, compounds of high 

C-H ratio show a higher smoking tendency than compounds 

of low C-H ratio. This particular correlation, which gives 

good qualitative agreement, has been used in predicting co'm

bustor coke deposition (ref. 20). Like equation (1), however, 

it does not explain the differences resulting from such factors 

as branching and ring formation ; consequently, in reference 

11 the smokiness of the hydrocarbon molecule is attributed 

to its compactness. 
References 2 and 21 suggest that smoking tendencies may 

be related to the relative ease of removal of hydrogen atoms 

compared with the stability of the carbon chain or skeleton 

of the molecule. A true measure of the stability of the 

carbon skeleton is difficult to obtain but can be represented 

to some extent by the carbon-carbon bond strengths. A 

comparison of the stability as measured by bond strengths is 

shown in figure 239 and appears to give good qualitative 

agreement with the smoking tendencies. If all the factors 

contributing to the stability of the carbon chain could be 

evaluated and assessed, the agreement might be better. 

EFFECT OF NONHYDROCARBON COMPONENTS 

Diffusion flames,-Petroleum-derived fuels may contain 

small quantities of organic sulfur, nitrogen, and oxygen com

pounds. The maximum amount of sulfur permitted by the 

current military fuel specifications is 0.2 percent for JP-l , 

0.4 percent for JP-3 and JP-4, and 0.5 percent for JP-5. 

Concentration limits for nitrogen and oxygen are not specified 

but are not likely to exceed 0.1 and 0.5 percent, respectively. 
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FIGURE 239.-Variation of maximum smoke-free fuel flow with total carbon-carbon bond strength per number of carbon atoms (by permission 

from ref. 21). 
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Smoke-point data for some sulfur compoUllds are reported 
in reference 6; and for some nitrogen compoUllds, in refer
ences 6 and 11. Both the alkyl-subsLituted sulfur com
pounds (mercaptans and disulfides) and the alkyl-substituted 
nitrogen compounds (amines) have smoking tenden
cies somewhat higher than their hydrocarbon analogs. The 
aryl mercaptans and sulfides havc smoking tendencies sub
stantially t.he same as, and thc aryl amin as appreciably 
lower than their parent hydrocarbons. 

A thorough study of oxygen-containing compounds is 
reported in reference 11. In general, increasing the oxygen 
content results in decreasing smoking tendency. Compounds 
containing high percentages of oxygen, such as methyl 
acctate, smoke only at very great flame beighLs. Methyl 
alcohol cannot be made to smokc at all; and, at equal oxygen 
concentration, the general order for increasillg tcndcncy to 
smoke is n-primary alcohols<n-primary nitroparaffins< 
propionates<acetates<lact.ates<formates. 

In general, the concentrations of sulfur, nitrogen, and 
oxygen are so low in conventional hydrocarbon fuels that the 
presence of these impurities should not measlll'ably affect thc 
smoking tendency of the fuel. 

Bunsen fl.ames.-Al'yl amines and oxygenated compollnds 
were investigated in Bunsen flames in reference 15. The 
results are shown in figure 238. The values lor the aryl 
amines are not appreciably different from those of their 
hydrocarbon analogs. The oxygenated compounds show 
increasing air-fuel rq,tio with increasing n umbel' of carbon 
atoms in the molecule, the alcohols r equiring a higher air-fuel 
ratio than aldehydes or ketones of a similar number of carbon 
atoms. 

EFFECT OF ADDITIVES 

Diffusion fl.ames.-Relatively little informatioll IS avail
able on the effect of additives on the smoking characteristics 
of hydrocarbon flames. This effect may differ between 
diffusion and Bunsen type flames. Additions of the order of 
5 percent of sulfur trioxide are required to measurably reduce 
the smoking tendency of a diffusion flame (ref. 22), but as 
little as 0:1 percent of this gas will change a nonluminous 
Bunsen flame to a luminous one (ref. 18, p. 173). However, 
the actions of sulfur dioxide and hydrogen sulfide are similar 
in both type flames; and, with concentrations of tbe order of 
5 percent, slight reductions in smoking tendency of diffusion 
flamlls and decreases in the luminosity for Bunsen flames were 
observed (ref. 18, p. 173). Referencc 22 proposes that the 
oxidcs of sulfur reduce smoke formation in a diffusion flame 
by being first converted to S2 molecules which then reaet 
with carbon to form CS. 

A few other substances, such as nitric oxide, nitrogen 
dioxide, diethyl peroxide, and tetraethyl lead, have been 
tested as additives but have produced no striking effects in 
regard to smoke formation from diffusion flames (ref. 18, p. 
173). One of the' most effective additives appears to be 
dicyclopentadienyliron. Reference 23 shows that the addi
tion of 0.02 weight percent of dicyclopentadienyliron can 
increase the smoke-free flame height of benzene from 8.4 to 
8.9 millimeters, of JP-4 referee from 16.1 to 21.7 millimeters, 
and of a 100 percent catalytically cracked No.2 fuel oil from 

7.3 to 9.1 millimeters. In studies with a high-pressure 
atomization-type oil burner, a 75-percent reduction in volume 
of coke deposits resulted from the use of 0.05 weight percent 
of dicyclopentadienyliron. In a 2-inch jet burner coke 
deposits were reduced from a control level of 255 milligrams 
to 220 milligrams by 0.001 weight percent of dicyclopenta
dianyliron. With 0.01 weight percent, virtually no coke 
deposits were formed. 

Bunsen fl.ames.-In reference 15, which used the first 
appearance of incandescent carbon in the flame as a measure 
of smoking tendency, no additive was found that had any 
significant effect on the fuel-air ratio in concentrations under 
1 percent by weight. Addition in quantities over 10 per
cent by weight may have an appreciable effect. Halo
genated compounds, sulfuric acid, and sulfur trioxide increase 
the fraction of stoichiometric air required to inhibit carbon 
formation; nitrogen perOl·ride, carbon monoxide, tetraethyl 
lead, methyl alcohol, methylethyl ketone, and amyl nitrate 
have the opposite effect; sulfur dioxide, carbon dioxide, and 
water have no effect; carbon disulfide bas no effect on 
kerosene flames but increases the fraction of stoichiometric 
air required in benzene flames. Sulfur dioxide, though 
having no efl'ect Oil the critical air-fuel ratio, appears to 
reduce the amount of carbon formed in flames of rich 
mixtures. 

THEORIES OF SMOKE AND COKE FORMATION 

SMOJl:E 

In the preceding sections it was proposed that the relative 
ease of removal of hydrogen atoms from the molecul~ as 
compared with the breaking of carbon bonds is responsible 
for the variations in smoking among different fuel types 
burning as diffusion flames. This proposal suggests that the 
thermal and oxidative dehydrogenation processes, which 
occur very early in the burning process, influence the further 
course of smoke formation. The thermal dehydrogenation 
probably occurs as soon as the fuel enters a laminar diffusion 
flame, because the fuel is heated to temperatures of the order 
of 1500° F or higher hefore coming in contact with oxygen. 
Active decomposition particles, then, further promote 
dehydrogenation processes. 

Other investigators who have considered the importance 
of dehydrogenation reactions tend to support this proposal. 
For example, the energy requirements for removal of a 
hydrogen atom from an acetylene molecule by a free hydro
gen atom, 

were considered in reference 24. This reaction has an 
activation energy of only 5 kilocalories per mole, which 
indicates that it could easily occur. Activation energies 
for the reaction of hydrogen atoms with various other hydro
carbon compounds are of similar magnitude (ref. 25). 

It was observed in reference 26 that suppression of the 
hydrogen-atom concentration in flames accompanies the 
suppression of smoke formation. Thus, smoke formation 
could be prevented by reactions that consume hydrogen 
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atom' or render them ineft'eetive. Reference 27 suggests 
that moke formation could be suppn'ssed by carbon monox
ide and nitrogen, which serve' as nuclei for the recombination 
and /"('moval of hydrogen atoms. Reference 13 reports that, 
in t),cldition to hydrogen atoms, other atoms and radicals 
nch a those found ill the pyrol.vsis of halogen compounds 

also increa e smoke formation. All these active species 
probably promote polymer-ization reactions leading to smoke 
by tripping hydrogen from the fuel molecules. Even if 
halogen atom react with and remove some of the hydrogen 
atoms, the concentration of fuel molecules is so much greater 
than the concentration of the short-lived hydrogen atoms 
tha t the dehydrogenation process predominates. It i 
therefore proposed that thc removal of hydrogen atoms from 
the fuel molecules both by thermal processes and by active 
atoms is probably the initial process involved in the forma
tion of smoke. 

The sl<'ps that might o(,(,ur after Lotal or partial dehydro
genation arc con trover ial. inec aromatics have the great
t' t smoking tendencies, and inee the graphite tructure of 
('arbon particles re embles the molecular structure of the 
multiringed homologs of benzcnc, t.he formation of smoke by 
a huildup of aromatic ring tructure has been suggested 
(ref. 28). This theory is not oppo ed to the initial step of 
h)·tt·ogen removal , since the fuels would have to lose some 
hydrogen atoms before a polymerization of the rings might 
begin. However, absorption spectroscopic examinations of 
a benzene flame in the ultraviolet region (ref. 16) indicate 
that benzene is consumed in the lowe t portion of the flame 
and that an appreciable gap cxi ts bet ween the disappearance 
of benzene and the appearance of smoke particles. 0 inter
mediate aromatic products , which should be readily detect
able in the ultraviolet, are found in this region. The absence 
of aromatic intermediate in this gap is evidence against the 
ring-building theor:y. 

Thorp, Long, and GarJl('r (ref. 29) analyzed the smoke from 
a flat benzene flame' and found diphenyl to be present, thus 
supporting the aromat ie-ring-building t heor.\"; but in later 
work (ref. 30) the)' did not find diphenyl pr('sent in the prod
ucts of the soots from paraHinic or naphthenic fu('ls. Conse
quently, it is unlikrl.\· t hat carbon formation in hydroearbon 
diffusion flames oeeurs through ciiphenyl, the polyphenyl , 
or the polycyclic aromatics as int('rmediatc compound (ref. 
30). 

Parker and Wolfhard (ref. ]()) rcje('\ the aromatic-ring-
building theory; but they have proposed as m('chanisms for 
smoke formation (1) the formation of large moh'cules that 
may graphitize from within, or (2) an increase in the concen
tration of moderately high molecular weight hydroearbon 
until the saturation vapor pres ure is reached, at which time 
condensation occurs to form a mist of droplets that form 
nuclei and graphitize. Observations on the phy ical nature 
of smoke (ref. 31) show that the first mechanism is improb
able. Frazee and Ander on (ref. 24) objeet to both mecha
nisms, on the basis of prohibitive energy requirements and 
other considerations. Porter (ref. 32) concludes from con
siderations based on the time available for polymerization 
and on the nature of the smoke formed that the droplet
formation mechanism or polymerization mechani m in gen-

eral do not contribute to smoke formation to any significant 
extent in ordinary diffu ion flames. 

Porter beli('ves, instead, that fuels in combustion waves 
first decompose to form lower-moleeular-weight hydrocar
bons such as acetylene as a result of both thermal decompo
sition and partial oxidation (ref. 32). By rapid adiabatic 
photolysis he obtained rates of liberation of heat and active 
particles in a reaction vessel comparable with those which 
occur in flames. A rapid quenching re ulted in the retention 
of a fraction of all stable intermediates. Complete analysis 
of the products showed no higher hydrocarbons. Porter 
therefore proposes a series of reactions: 

Previously, Tropsch and Egloff (ref. 33) showed that 
acetylene is a product of the pyrolysis of pura hydrocarbons. 
They pa sed ethane rapidly tlu'ough a heated tube for various 
contact times and found that ethen , acetylene, and carbon 
were formed. Thi experiment simulates the reactions that 
might occur in the lowest portion of a diffu ion flame where 
the fuel is heated before coming into contact wiLh oxygell. 
Similarly, reference 34 studied the pyroly is products of 
benzene with a mass spectrometer and showed evidence that 
the decomposition of benzene to form carbon occurs via 
acetylene. It was also shown in a study of the autoignition 
of benzene-air mixtures (ref. 35) that the degradation proc
esses lead to the formation of 2- and 4-carbon acetylenes. 
Reference 35 concludes that, in light of this evidence, Porter's 
proposal appears quite plausible for carbon formation from 
benzene and perhaps other aromatics. 

Since acetylene may be the last stable product to appear 
before smoke formation, the final step in the mechanism of 
smoke formation would be that leading from acetylene to 
smoke. If all hydrogen atoms were removed from the 
C2H 2 molecule, the mechanism for the final step in the 
formation of smoke would be the polymerization of C2 

radicals. uch a mechanism was at one time considered 
a plausible and promising explanation of smoke formation 
(e. g., ref. 17). However, the theory of smoke formation 
via C2 has now been rejected by numerous authors (refs. 
16,24, and 32). 

A mechanism based on simultaneous polymerization and 
dehydrogenation is proposed in reference 32 to account for 
the steps between acetylene and smoke. The reaction is 
exemplified by the following equation: 

-6-+ c=c~-6-c=c-~-6=c=c- -I- H2 
I I I ~L ... L. I I 

H H H iH Hi H H 

Transien t diene structures like those indicated were also 
deemed importan t in reference 30. 

Analogous to the work of reference 32 is the indication 
in references 24 and 36 that a mechanism involving free 
radicals or atoms is important in the formation of smoke 
and that polymerization and dehydrogenation reactions 
occur simultaneously rather than in sequence. The activation
energy requirements for some free-radical reactions were 
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considered, alld the following values were reported: 

Energy, 
kcal/mole 

"='58 

~26 

"='60 

Acetylene was the fuel initially presen t in these studies. 
Reference 24 indicates that the fiTSt equation is of the type 
suggested by Porter and proposes that, while the reaction 
is feasible and may occur to some extent, its activation 
energy is much higher t.han that for the reaction shown in 
the second equation. At particularly high temperatures, 
more than one reactive radical or hydrogen atom could result 
from a step such as the second equation, and chain
branching might result. Steps such as these can occur with 
molecules COli taining larger and larger numbers of carbon 
atoms, leading even tually to formation of carbon nuclei 
and even to growth of a particle. The tbir·d equation shows 
a possibility for the usc of the energy of combination in 
initiating reactions perhaps more effectively than by pill·ely 
thermal means. 

However, an unpubbshed study of an acetylene-air flame 
by Ferguson of the National Bureau of Standards indicates 
that the carbon bonds in the acetylene molecule are broken 
before smoke formation begins. Ferguson suggests that a 
buildup of smoke particles initially OCClU·S mainly by the 
combination of single carbon radicals. It is not known 
whether the acetylene found in Porter's work was formed by 
the reaction of single carbon radicals or resulted from 
dehydrogenation of the original fuel molecule. An under
standing of the exact role played by acetylene in smoke 
formation appears to be very important in the formulation 
of a final mechanism. 

In summary, the general mechanism of smoke formation, 
based on the information currently available, probably 
proceeds as follows: 

(1) Some hydTogen atoms are removed from the fuel 
molecule by thermal processes. The hydTogen atoms, in 
turn, cause further dehydrogenation of the molecule. The 
more readily the hydTogen atoms are removed as compared 
with the breaking of carbon bonds, the greater is the prob-
ability of smoke formation. . 

(2) After these initial dehydTogenation steps, the fuel 
molecules probably continue to decompose to smaller mole
cules and fragments of molecules. Various authors have 
shown that a breakdown to smaller products must occur 
rather than an immediate growth to polymers or aromatic 
ring structures. 

(3) Although a breakdown to small molecules and single 
carbon radicals takes place, the formation of smoke through 
polymerization of C2 radicals has been rejected. It has 
been proposed that in the final stages the small molecules 
such as acetylene and perhaps mainly single carbon radicals 
undergo a simultaneous polymerization and dehydTogenation 
to form smoke. 

COKE 

Although the formation of coke may be a more serious 
problem than that of exhaust smoke, the mechanism of coke 
formation has received somewhat less attention. Most of the 
work in this field has involved an analysis of the coke deposits 
formed in combustors (ref. 4). Reference 4 concludes that 
hard coke "is largely a petroleum coke resulting from liquid
phase cracking, subsequent pyrolysis, and final coking of the 
fuel from the spTay nozzle as it impinges on the hot liner wall," 
and that soft combustor coke consists of smoke mixed with 
the residue from the degradation of fuel in the liquid phase. 
Reference 37 on the formation and properties of petroleum 
coke is of interest, since it describes quite fully the later 
stages in the reactions yielding this product. This reference 
cites earlier work that proposes the following sequence of 
reactions: para:ffins-7olefins~aromatics with side chains-7 
condensed ring systems~asphaltenes~carboids. The last 
reaction is then expanded to include the series of: asphalt-7 
pitch~semipitch~asphaltic coke-7carboid coke (~graph
i te). It is of little importance whether the earlier stages of 
the over-all coking reaction proceed as indicated, since all 
commercial jet fuels contain aromatics in sufficient quantity 
to yield very easily the amount of coke found in comb ustors. 
These aromatics would be relatively nonvolatile, and this 
class of compounds would be concentrated in the liquid 
residues on combustor walls. The conversion of these 
residues to the various asphaltic and coke-like products is 
accomplished at temperatures of the order of 850 0 to 1475 0 

F, and these products resemble combustor cokes in many 
ways (ref. 4). 

The temperature at which combustor coke is formed 
cannot be determined by a comparison with the properties 
of petroleum cokes formed at different temperatures. The 
hydrogen-to-carbon ratio of hard . combustor coke (ref. 3) 
is about the same as that found in reference 37 for petroleum 
coke formed at about 13800 F. However, the high concen
tration in combustor coke of solvent soluble materials suggests 
a much lower temperature of formation, of the order of 750 0 

to 925 0 F. Probably this lower temperature range is more 
nearly the temperature at which the fuel was degraded, and 
the observed low hydTogen-carbon ratio is the result of the 
trapping of smoke in the coke deposits. True smoke has a 
comparatively low hydrogen-carbon ratio and would reduce 
this ratio to that found in the coke samples (ref. 3). 

Combustor coke is produced in the presence of oxygen 
and flame; petroleum coke results from the decomposition 
of hydrocarbons alone. Because of these dissimilarities in 
formation, the determination of the conditions for the 
production of combustor coke may not be based on those for 
petroleum coke. The literature on the cracking of hydro
carbons in the presence of small amounts of air or oxygen 
might be more applicable. The presence of oxygen certainly 
accelerates the formation of high-molecular-weight asphaltic 
materials from lower-molecular-weight hydrocarbons. As
phalt is made commercially by blowing residual petroleum 
fractions with air at temperatures from 425 0 to 600 0 F; 
the liquid hydrocarbon is converted to semisolids by this 
treatment (ref. 38). 

A direct attempt to simulate combustor conditions in the 
formation of coke with a bench-scale apparatus is reported 
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ill reference 39. In this work, fuel was allowed to drip on a 
heaLed metal plate, and the evaporated fuel vapors were 
ignited by a small pilot flame. The amount of coke de
posited was determined by weighing the metal plate before 
and after the test. Residues similar to combustor coke 
were formed at plate temperatmes of about 600 0 F, and the 
amount of deposits decreased Lo ubstantially zero at about 
1000 0 F. This test was developed primarily as a fuel 
evaluation test and has not been used to propose a mecha
nism for coke formation, alt.hough it does indicate that the 
formation of coke may be minimized with high metal 
temperatures. 

In summary, it appear probable that soft combustor coke 
is largely formed from gas-pha e moke. The hard, com
pad deposits probably result from a combination of ga -
phase and liquid-phase reactions. The extent to wlti·h 
each lype of reaction contributes seems ill-defined at present. 

EFFECT OF SOLIDS ON RADIANT HEAT TRANSFER 

I nformal ion roncerning radiant heal. transfer from flamp 
is Jl{,Cl'ssur~· for the evaluat iOIl of problems such as 
('ombustor-wall ('oolill~ . application of flame-immersed fuel 
vuporizer , aJl(1 the rate of evaporation of fuel droplet. 
This see! iOIl deals with the effect of the solid products of 
eombustioll 011 the radiant power or the emissivity of flames. 
The solid products that become attached to the combustor 
walls (coke) may also influence radiant heat transfer to 
these walls by increasing the surface emissivity. However, 
Lhis latter effect is not believed to be of much importance, 
since the ernis ivity of the usual materials of construction 
is quite high at high temperatures and would not be greatly 
increased by coke deposits. 

J onluminous flames emit two types of radiation. These 
arc (1) electronic emission by radicals in the ultraviolet and 
vi ible region, and (2) molecular emission by water and car
bon dioxide in the infrared. The electronic emission com
po es a very small fraction of the total radiant power from 
combustion processes, and its effect on radiant heat transfer 
can be ignored. Luminous flame yield, in addition to the 
preceding types of radiation, a black-body radiation that 
arises from the hot solid present in such flames. A large 
fraction of this black-body radiation is in the near infrared. 
A further discussion of the radiation from both types of 
flames can be found in reference 40. 

The radiant power from a combustion zone increases 
sharply as the flame is changed from a nonluminous to a 
luminous type. This change may be accomplished by in
creasing the pressme, the fuel-air ratio, or the smoking 
tendency of the fuel. As a.n example of the effect of pressure, 
a study of the radiation from flames in a turbojet combustor 
(ref. 41) showed that the radiant power increased rapidly 
with pressure and to a lesser degree with changes in fuel-air 
ratio. Pressmes ranged from 20 to 95 inches of mercury 
absolute, and the total radiation from a luminous flame was 
several times greater than that from a nonluminous flame. 
Increases in fuel-air ratio that changed nonluminous flames 
to luminous ones were studied in a laboratory burner (ref. 
42) and in a small fmnace (ref. 43). A fourfold increase in 
radiant power was observed with acetylene fuel in the labora· 
tory bmner and a two- to three-fold increase with natmal 

gas in the furnace. In reference 44, the character of the 
fuel fed to an indu trial furnace was varied. The addition 
of small amounts of fuels of high smoking tendencies, such 
as benzene or tar, increased the emissivity of the flame from 
0.15 to 0.40. In gen ral, the emissivity or radiant power 
from a flame increases several times as the flame becomes 
luminous because of the presence of solid products of 
combustion. 

Fairly accurate calculations of the rate of radiallt heat 
transfer can be made for nonluminous flames with the method 
and charts of reference 45. These require, as input variable, 
the combustion-chamber geometry, reaction stoichiometry, 
pre sure, and temperatme. Similar calculations cannot be 
made on a theoretical ba i alone for luminou flames. These 
rcquire the experimental measurement of at least two flame 
properties to determine emissivity. In reference 45, two
rolor optical pyrometry was used to determine red and 
grren brightness temperatures, which were then used in the 
calculation of emissivity. In reference 41, a total-radiation 
pyrometer and a red-filtered optical pyrometer were llsed 
to supply the n cessary e".:perimental data. Once emis ivi
ties are known, the eaiculation of radiant heat-tran fer raks 
is similar for both luminous and nonluminou flames. 

In summary, radiant heat transfer is greatly increa cd by 
the presence of solid combustion products. Quantitative 
determinations of the radiant powcr from luminous flames 
require, at present, experimental measuremcnt of the flame 
in question. However, it is possible that fw'titer rcscan:h 
plus a backlog of expericnce on various types of combu tor 
may eventually permit e timate of radiant beat tran fcl' 
from luminous flames based on theory alone. 

SIGNIFICANCE OF BASIC SMOKE AND COKE STUDIES IN 
DESIGN OF JET·ENGINE COMBUSTORS 

The factors relating to the formation of solid carbon during 
the combustion of hydrocarbons in simple laboratory flames 
have been reviewed. orne of the major conelu ion result
ing from the study of laboratory flames that arc pertinent to 
combu tor design may be summarizcd as follow : 

1. moke is formed only in system containing a fuel-rich 
region. Coke and smoke will not result from the combustion 
of premL'(ed fuel-air ystems if the ffiL\:Lure trength is 
maintained near stoichiometric. Therefore, any combustor 
design that minimizes or eliminates the presence of local 
fuel-rich regions should also minimize or eliminate the smok
ing and coking tendency of the combustor. It is recognized 
that fuel-lean operation reduces combustor stability and 
altitude efficiencies. Therefore, compromises must be made 
in combustor design to obtain satisfactory performance in 
regard to both burner stability and efficiency and to freedom 
from coking. 

2. Increasing pressure increases the carbon-forming 
tendency of hydrocarbon flames. Therefore, the problems 
of smoke and coke and aloof radiant heat-transfer effects 
increase with increasing combustion-cham,ber pres me. 

3. There arc pronounced differences in the smoking 
tendencies of the various hydrocarbon fuels. Of the hydro
carbon types commonly found in petroleum-derived fuels, 
aromatics have by far the greatest smoking tendencies. 
However, there are large differences among the various 



BASIC CONSIDERATIONS IN 'l'HE COMBUS'fION OF HYDROCARBON FUELS WI'l'H AIR 255 

classes of aromatics. The problems of controlling smoke 
and coke in turbojet engines can be lessened by limiting the 
aromatic concentrations in fuels and especially by limiting 
the concentrations of the more objectionable types of 
aromatics. 
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APPENDIX- PHYSICAL AND COMBUSTION PROPERTIES OF SELECTED FUELS 

Oat,a according to various investigators have been com
piled and are presented in table XXXII. Column headings 
are explained a follows: 

Specific gravities were obtained from reference 1, except 
a noted. Values from reference 1 are 60°/60° F, while 
those from reference 2 are generally 20°/4 ° C. 

Normal boiling points at 1 atmosphere were taken from 
refrl'rnCe 1, except as noted. 

Heats of vaporization I:1H. were obtained from rcference 
1, excrpt as notrc\. 

Heat,s of combustion I:1HB of gaseous fuel to give gaseous 
products arc from rrference 1. 

Stoichiometric mixtures are given as mole fraction of 
fupl (volume prrcent/l00) and a fuel-air ratio by weight. 

Flammability limits in percent of stoichiompiric fuel-air 
mtio, in most. ('a e'S obtaiupc\ with upward propagation in a 
2-ineh t II he dosed at both ends, are from reference 3, l'xecpt 
11 ' llol('d. 

Spontaneous-ignition temperatures were determined by 
Lhe modified A'TM drop test in reference 4, except as 
note'd. :'"finus signs following values indicate that slightly 
10w('1' value'S have been rcported. 

Fllt,l ('on('enlmtions ((/ in percent stoichiometric fuel-air 
mtio fol' maximum burning vl'locily UP. max were dctermined 
ttL 77° F and atmospheric pressure (rd. 5). 

l'.faximum burning velocit.ies P. max rdative Lo propane, 
which are arbitmrily rated 100 fol' I:'ach experimental method 
(see table L'CXIII for absolute value for propane for each 
method), were obtained from reference 5. Burning velocities 
were, in most case, measured by the KACA tube method 
(see ref. 6). 

Adiabatic flame temperatures TF were calculated at the 
fuel-air ratio j for maximum burning velocity according to 
the :rr..ethod of reference 7. Valucs were obtaincd from 
reference 5. 

Minimum ignition energles at stoichiomeLric fuel-ail' 
ratios and the absolu Lc mmlmum ignition energies that 
occur at some richc\' concentration were obtained from 
refercnce 8, except as noted. In mo t cases, }k-inch-rod 
rlectrocll>s (unflangcd) and capacitance spark wcrr u cd; 
pre sure wa 1 almo pIH'I'l'. 

Quenching distance's between parallel plates fit stoichio
metric fu el-air ratio and absolute quenching distances 
through which no flame will pass regardless of concentration 
were estimated from log-log correlations between ignition 
energy and quenching distance (based on data from refs . 
9 and 10 and information received from Experiment, Inc.) 
and minimum ignition energie included herein, excapt when 
taken from references 9 and 10. 

TABLE XXXIII.-EXPERIMENTAL BURNING VELOCITIES OF PROPANE-AIR MIXTURES 

2.')ti 

Method 

Maximum 
burning 
velocity, 

Up,maz:, 
it/sec 

Concentra
tion for 

UP •moz, % R~ference 
stoichiomet-

ric 
---------------------------- -----

Tubc __________________________ _ 
Bunsen-burner Rchlieren _____ ____ _ 
Bunsen-burner hadowgraph _____ _ 

1. 28 
1. 41 
1.53 

113 
106 
l10 

23 
24 
14 
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TABLE XXXI I.-PHYSICAL A D COMBUSTIO PROPERTIES OF FUELS-Concluded 
[Numbered superscripts Indicate references.] 

Stoichiometric 
mixture 

Flammability rL? 
llmlt, % Spontn-"" for 

stOichiometric neous Up, '"oz, 

Min. Ignition 
T, at energy, 10-' joule 

Rela· [for 

Quenching 
distance, In. 

Fuel 
Molec- Specific BoilIng 60fT., 

ular gravity point, Btul 
wright OF Ib 

6oHs, 
gas
gas, 
Btul 

\ _ __ .... ___ I, __ .,-__ llgnltion % stol-

Lean Rlcb te~., dJ~~~I-C 
tlve Up, \ ___ -,-___________ _ 

U""..z ~R Stoich. Abs. Ib 
min. 

Stolrh. Abs. 
min. 

% by [ 
volum e 

-------------\--- -------- ---------------------------------
Furan . __ ._. _______ . ___ __________ . _______ _ 

,tetrahydro- ________________________ _ 
,thio- (thlophcne) __________________ __ _ 

n-Heptanc _______________________________ _ 

I-He~~e~!~::~-~~~~:::::::::~::::::~:::::-I-Heptyne ____ ______________________ __ __ _ 
Hexadecane ______________________________ _ 
I-Hexadecene ____________________________ _ 
I,t;-Hexadlene _______ _____________________ _ 
n-Hexane __ ______________________________ _ 

I_He~e3n~~~::~_~~-~:::::::::::::::::::::::-
I-Hexyne __ ______ ________________________ _ 
3-Hexyne __ ______________________________ _ 
Hydrogen ________ _______________________ _ 
Hydrogen sulflde __ ____ _________________ _ 
Isopropyl alcohol ___ _____________________ _ 
lsopropylamine _________ __________ _______ _ 
Isopropyl chlorlde __ _____________________ _ 
Isopropyl mercaptan __ __ _________________ _ 
dl-Limonene _____________________________ _ 
Methane __ ______________________________ _ 

,diphenyl-___ ________________________ _ 
Methyl alcohoL _____ ___________________ _ 
Methyl formate ________________________ _ 

aphthalene, l-ethyl-________ ____________ . 
,I-methyl- ___________________________ _ 

n- onane ________________________ . _______ _ 
,2-methyl- ___________________________ _ 

n-Octane _______________________________ _ 
,2,3-dlmcthyl-________________________ _ 
,4-ethyl- _____________________________ _ 
,2-methyl-___________________________ _ 
,3-methyl-___________________________ _ 
.4-methyl-___________________________ _ 

I-Octene ________ • ________________________ _ 
1,2-Pentadlene (ethylallene) ____________ _ 
ei8-I,3-Pentadiene _______________________ _ 
tran8-I,3-Pentadlene (piperylene) ________ _ 

,2-methyl-(ciJ or IralU) _______________ _ 
1,4-Pentadlene __________________________ _ 
2,3-Pentadlene ______ _____ ________________ _ 
n-Pentane ____________________________ _ 

,2,2-dimethyl-__ ____ _________________ _ 
,2,3-dimethyl-________________________ _ 
,2,4-dimethyl-___ ___ __________________ _ 

n-Pentane,2,4-dimetbyl-3--ethyl-__ __ _____ _ 
,3,3-dlmetbyl-______ __________________ _ 
,2-methyl- ___________________________ _ 
,3-metbyl-____________________________ _ 
,2,2,3,3-tetramptbyl-__________________ _ 
,2,3,3,4-tetrametbyl-__________________ _ 
,2.2,3-trlmethyl-_____ ________________ _ 
,2,2,4-trimethyl- (isooctane) _____ __ ___ _ 
,2,3,3-trlmethyl-__ __ ___ _____ _____ ____ _ 

I-Pentene __ ____ _____________________ ___ __ _ 
,2-methyl- ________________________ __ _ _ 
,4-metbyl- ___________________________ _ 
,2,3,4-trlmethyl-________________ ______ _ 
,2,4,4-trlmethyl- (dllsobutylene) ______ _ 

ci8-2-Pentene _______ ______ ________ _____ ___ _ 
,2,4,4-trlmethyl-_________ __ ___________ _ 
,3,4,4-trimethyl-(ci8 or tram) _________ _ 

tram -2-Pentene ___ ______ ___ _________ __ ___ _ 
I-Pentyne _____ ______________ ___________ _ 

,4-methyl-___________ ______ __ ________ _ 
2-Pentyne _______________________________ _ 

,4-metbyl- ________________________ ___ _ 
a-Pinene ____ _______ ______ ______ _____ __ ___ _ 
Propadlene (see Allene) Propane __ ________ _______________________ _ 

,2-eyclopropyl-__ _____________________ _ 
,I-deutero- __________________________ _ 
,1-deutero-2-methyl- ___________ _____ _ 
,2-deutero-2-metbyl- ___________ _____ _ 
,2,2-dlmetbyl- (neopentane) _____ ___ __ _ 
,I,I-dlpbenyl-________________________ _ 
,2-metbyl- (tsobutane) ____ ____ ______ _ 

Propene __________________ ___ ____________ _ 
,2-eyclopropyl-__ _____ ________________ _ 
,2-metbyl-__ ________ ___ ____ _ --- --- ---

Proplonaldebyde ____ ___ _________ ___ _____ _ 
n-Propyl alcohoL __________ ____ __________ _ 
n-Propyl cblorlde ___________________ _____ _ 
Propylene oxide (1,2-epoxypropane) ______ _ 
l-Propyne __ _____________________________ _ 
Spiropentane ___ _________________________ _ 
I-Tetradecene ______ ________ ____ ___ __ _____ _ 
Tetrahydropyran ________________________ _ 
Tetralin (tetrabydronapbtbalene) ____ ____ _ 
Toluene (metbylbenzene) ________________ _ 
Trletbylamlne _______________________ ____ _ 
Turpentine (mainly a-pinene) __ ______ ___ _ 
Vinyl acetate __ ____________________ ___ ___ _ 
Gasoline, 73-octene ____ ____________ __ ____ _ 
Gasoline, lOO-octane _____________________ _ 
Jet fuel, grade JP- Ik _____ ___ _____________ _ 
Jet fuel, grade IP-3k ____ ___ ______ ____ ____ _ 
Jet fuel, grade IP-4k _____________________ _ 
Jet fuel, grade IP--5k ___ _____ __ __ ____ _____ _ 

• Tube open at lower end. 
b Sublimes. 
- Flanged electrodes. 
<I U nllanged electrodes. 

68.1 
72. I 
84.1 

100.2 
128.3 
98.2 
96.2 

226.4 
224. 4 
82. 1 
86.2 

114.2 
84.2 
82.1 
82.1 
2.0 

34. I 
60. 1 
59. I 
78.5 
76. 2 

136.2 
16.0 

168.2 
32.0 
60.1 

156.2 
142. 2 
128.3 
142.3 
114. 2 
142.3 
142.3 
128.3 
128.3 
128.3 
112.2 
68.1 
68.1 
68.1 
82. I 
68.1 
68.1 
72.1 

100.2 
100.2 
100.2 
128. 3 
100. 2 
86.2 
86.2 

128.3 
128.3 
114. 2 
114_ 2 
114.2 
70.1 
84.2 
84.2 

112.2 
112. 2 

70. I 
112. 2 
112.2 

70. 1 
68. I 
82. I 
68.1 
82.1 

136.2 

44.1 
84.2 
45.1 
59.1 
59.1 
72. I 

196.3 
58.1 
42.1 
82.1 
56.1 
58.1 
60. 1 
78.5 
58.1 
40.1 
68.1 

196.4 
86.1 

132. 2 
92. 1 

101. 2 

86.1 

150 
112 
126 
170 

0. 936' 

I. ()642 
.688 
_ 730 
.702 
.738 
.777 
. 785 
.697 
.864 
.717 
_678 
.721 
.726' 

.785' 

.690' 

.859' 

.836' 

.842' 

LOOP 
.793' 
. 9751 

1.012 
1.025 
. 722 
.732 
. 707 
. 742 
.744 
.718 
. 725 
.724 
.719 
.698 
.696 
.681 
.724 
_666 
.700 
.631 
.67 
.699 
.677 
.742 
.698 
.658 
.669 
.761 
.759 
. 720 
.696 
_ 730 
. 646 
.687 
.669 
.733 
.719 
.661 
.726 
.743 
.653 
.695 

. 716 

.858' 

-.508 

.597 

-.5G3 
-.522 

-.600 
.807' 
.804' 
.89()2 
.831' 

.775 

.854' 

.971' 

.872 

.723' 

. 932' 

.81 

.76 

.78 

. 83 

90' 
149' 
183' 
209 
279 
201 
212 
548 
544 
139 
156 
240 
146 
161 

-423' 
-70' 
180' 
93' 
96' 

154' 
351' 

-259 
503' 
1481 

9' 
498 
472 
303 
332 
258 
327 
334 
290 
292 
288 
250 
113 
III 
108 
169 

79 
119 
97 

li5 
194 
177 
278 
187 
140 
146 
284 
287 
230 
211 
239 
86 

141 
129 
226 
215 
99 

221 
234 
97 

104 

133 

301J2 

-44 

49 

11 
-54 

20 
120' 
207' 
117' 
95' 

-10 

484 
179' 
4051 
231 
193' 

162' 

172' 

136 
118 

98 

144 
126 

194' 
237' 
286' 

125" 
219 

473' 
203' 

124 

129 

123 
123 
123 

154 
125 
130 
127 
119 
127 
139 
140 
118 
117 
121 
117 
123 

183 

136 

158 
188 

169 

295' 

156 

19,314 

19,202 
19,262 
19, 052 
19, 000 

19.391 
19, 236 
19, 262 
19,334 

51,571 

21,502 

19,211 

19,256 

19, 157 
19,444 
19,018 
19, 016 

19, 190 
19,399 
19,499 
19,235 
19,265 
19,253 

19,255 
19. 356 
19, 369 

19, 212 
19,197 
19,226 
19,346 
19, 185 
19,225 

19, 308 

19, 280 
19,436 

19,338 

19,929 

19,593 
19, G83 

19;346 

19,849 

19,022 

118,500 
'18, 700 
118, 700 
'18,500 

0. 0444 
. 0366 
.0337 
.0187 
.0147 
.0195 
.0205 
. 0085 
.0086 
. 0240 
. 0216 
. 0165 
. 0227 
.0240 
. 0240 
. 2950 
. 1224 
. 0444 
.0383 
. 0422 
.0337 
. 0147 
.0947 
.0129 
. 1224 
.0947 
. 0138 
.0153 
.0141 
.0133 
.0165 
.0133 
. 0133 
.0147 
.0147 
.0147 
. 0171 
.0290 
. 0290 
.0290 
. 0240 
.0290 
. 0290 
.0255 
.01 7 
.0187 
.0187 
.0147 
.0181 
.021G 
.0216 
.0147 
.0147 
.0165 
. 0165 
. 0165 
. 0271 
. 0227 
.0227 
.0171 
.0171 
.0271 
.0171 
.0171 
. 0271 
. 0290 
. 0240 
. 0290 
.0240 
.0147 

.0402 

.0227 

. 0402 

.0312 

.0312 

.0255 

.0109 

.0312 

.0444 

. 0240 

.0337 

.0497 

.0444 

.0422 

. 0497 

.()'\97 

.0290 

.0099 

.0290 

.0158 

.0227 

.0210 

. 0444 

~ iii3 
.017 
.015 
. Oil 

• Measured at -110° F . 

0. 1098 
.0951 
.1017 
. 0061 
. 0665 
.0678 
.069 
.0671 
.0679 
.0701 
.0659 
.0663 
.0679 
.0701 
.0701 
. 0290 
.1650 
. 0969 
.0817 
.1199 
.0922 
. 0706 
.0581 
. 0763 
. 1548 
. 2181 
. 0755 
.0764 
.0065 
.066(; 
.0663 
. 006G 
.0666 
.0665 
. 0665 
. 0665 
. 0678 
.0706 
.0706 
.0700 
. 0701 
.0706 
.0700 
.0654 
.0661 
.0661 
.0661 
.0665 
.0661 
.0659 
. 0659 
.0665 
.0665 
.0663 
.0663 
.0663 
.0678 
.0678 
. 0678 
.0678 
. 0678 
.0678 
. 0078 
.0678 
. 0078 
.0706 
.0701 
.0706 
.0701 
. 0706 

.0640 

. 0678 

. 0655 

. 0660 

.0660 

.0654 

.0750 

.0649 

. 0678 

.0701 

.0678 

. 1054 

.0969 

.1199 

.1054 

.0728 

. 0706 

.0678 

.0893 

.0738 

.0743 

.0753 

.1388 

.068 

.068 

.068 

.069 

51 

52 

46" 

148 

47 

51 

46 

54 

69 

50" 

48 

j 49 

51" 

54" 

50" 
48 

47" 

43 

450 

400 

393 

164" 

1408 

434 

425 

384 

359 

437 

372" 

.344" 

360 

j 370 

j 345 

283" 

283" 

321" 
272 

322 

477- 122 
626 
505 

446 108 
464 

118 
501- 117 
820" 
521 118 

124 

1060-" ~170 
554" 
852'" 100 

114 

505 
1170-" 106 

962 107 
87" ~IOI 

898 
1017 
453 
41 
464-
447 
458 
440 
442 
450 
493 

119 
120 
119 
115 
115 
119 

544 115 
119 

640 119 
117 

734 

585 115 
580 116 
845 
818 
816 
837- 117 
806 
569- 114 
582 124 
580 117 
495 
788 

587 
626 

506 

124 

122 
120 
115 
125 

940- 114 

853 
870 

118 
110 
110 
110 

800- 110 
103&- 114 

812'" 

4G3 

119 
114 
131 

128 
119 
120 

",,90 
794 101 

1054- 105 

48611 

570" 
800--950 106 

1480 107 

1502 107 
468" 

, Measured at elevated temperBtures by Bunsen·burner schlleron 
total·area method and extrapolated to room temperature. 

d O.022:>-Jncb stainless-steel electrodes; spark duration, 1 mUIlsec. 
- Saturation pressure. 
b Dry air; 0.97 percent hydrogen In carbon monoxide. 

22.5 
54 

-50 
99 3985 - 115 

- 93.1 
'95" 4115 

113 
99 4030 95' 

108 4115 
124 4200 
116" 4150 
679" 

89" 
68" 40.'10 

2.0 
, 7.7 
65 

200" 
1551' 

- 87 

87 4025 33' 
'77" 4280 
122" 21. 5 

133
'
8 4285 

119" 4205 
117'8 4230 
10011 4220 
11911 4270 
13011 4280 

- 62 

99 4050 '82 
89" 4040 
94 18 3995 
92 4025 

94 4050 
94 4040 

8918 4020 " 29 

109 4165 
102 4025 
104 4130 

" 175 
111" 4035 -82 

136 4265 
11511 4220 
13211 4280 
117" 4160 

100 
109 
86 
8611 

86" 
85 

4050 30.5 

4060 "157 

90 4065 
112 4210 
115 
96 

12611 3855 

179" 4170 
179 4450 
154 

105" 
'84" 4175 
'90" 4220 

188 
186 

189 

28. 2 

49 

108" 
19 

121 

iiSis-

'120 

I Measured.,at _4° F . 

d 24" 

1. 

29' 

d 14" 

d 221~ 

d18" 

d 14" 

d i2i,-

I Unpublisbed NACA data. 

0.07 
. 11 
.11 
.15 

. 13 

.14 

.02510 

.04 

.11 

.19 

. 17 

. 13 

.10' 

.07 

.11 

. 13 

.08 

.18 

.13 

.08' 

.17 

.08 

.10 

.15 

. 07 

.06 

.15 

.15 

.15 

0.07 

. 07 

.02410 

.08' 

.06 

. 07 

.07 

. 06 

.07' 

.00 

.05 

.07 

k Properties are given for average quality of jet fuels. 
1 Lower beating value; I. e., liquid to gas. 
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