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CONFERENCE DIGEST

WELCOME, TO THE 10TH BIENNIAL COHERENT LASER
RADAR TECHNOLOGY AND APPLICATIONS CONFERENCE
(CLRC)

Location:
Timberline Lodge
Mt. Hood, Oregon
June 28 - July 2, 1999

CLRC'99 Conference Chair:
Dr. Michael J. Kavaya
NASA Marshall Space Flight Center
Global Hydrology and Climate Center
Huntsville, AL 35812
256-922-5803
michael.kavaya@msfc.nasa.gov

CLRC'99 Organization:
Debra G. Hallmark and L. Gayle Brown
Universities Space Research Association (USRA)
4950 Corporate Drive, Suite 100
Huntsville, AL 35805
256-895-0582
http://space.hsv.usra.edu

Exhibits Presented by:
• Coherent Technologies, Inc.
• DFM Engineering
• Ontar Corporation

Foreward:
The tenth conference on Coherent Laser Radar: Technology and Applications is the latest in a
series beginning in 1980 which provides a forum for exchange of information on recent events,
current status, and future directions of coherent laser radar (or lidar or ladar) technology and
applications.

Scope:
This conferenceemphasizesthe latest advancementsin the coherentlaser radar field, including
theory, modeling, components, systems, instrumentation, measurements, calibration, data
processing techniques, operational uses, and comparisons with other remote sensing
technologies.
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Past Conferences:
Year Location Chair Co-chair
1980 Aspen, CO USA Huffaker none
1983 Aspen, CO USA Huffaker Vaughan
1985 UnitedKingdom Vaughan Huffaker
1987 Aspen,CO USA Bilbro Wemer
1989 Munich,Germany Wemer Bilbro
1991 Snowmass,CO USA Hardesty Flamant
1993 Paris, France Flamant Menzies
1995 Keystone,CO USA Menzies Steinvall
1997 Sweden Steinvall Kavaya
1999 Mount Hood, OR USA Ka'vaya Willetts

Topics to be presented:
• AircraftOperations
• AircraftMissions
• VibrationMeasurements
• DIAL "
• Theory and Simulation
• Spacebome Lidars
• New Technology
• Target Characterization
• Detection Advances
• Laser Advances

• System Advances
• CW Lidars
• Wind Measurements

Acknowledgements:
I greatly appreciate the Sponsors and the Program Committee members for theircontributionsto
the CLRC'99. Their dedicationand commitmentto the CoherentLaser Radar Programis highly
commended. I wouldalso like to give a specialthankyou to Debra and Gayle for the planning
"andexecution of the CLRC'99 and the ConferenceDigest.

Michael J. Kavaya
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ConferenceSchedule

Sunday, June 27
6:00p.m.- 9:00p.m. ReceptionandRegistration/Check-in

Monday,June 28
8:00a.m.- 8:10a.m. OpeningRemarks/Information MichaelKavaya
8:00a.m. RegistrationContinued
8:10a.m.- 9:50a.m. Session1 - AircraftOperations MiltonHuffaker,Presider
9:50a.m.- 10:10a.m. Break
10:10a.m.- 10:50a.m. Session2 - AircraftMissions FredHolmes,Presider
10:50a.m.- 11:40a.m. Session3 -Special FredHolmes,Presider
11:40a.m.- 1:10p.m. Lunch
1:10p.m.-3:10p.m. Session4 -VibrationMeasurements PaulMcManamon,Presider
3:10p.m.- 3:30p.m. Break
3:30p.m.-4:30p.m. Session5 - DIAL OveSteinvall,Presider
4:30p.m.- 5:10p.m. Session6 -TheoryandSimulation RodFrehlich,Presider
5:10p.m.- 7:00p.m. FreeTime
7:00p.m.-8:00p.m. PanelDiscussion- MarketsforCLR DennisKiliinger,Presider

Tuesday, June 29
8:00a.m.- 9:30a.m. Session7 -SpaceborneLidars- 1 DennisKillinger,Presider
9:30a.m.- 9:50a.m. Break
9:50a.m.- 11:10aom. Session7 -SpaceborneLidars- 1 (Continued) DennisKilUnger,Presider
11:10a.m.- 11:15a.m. Announcements DebraHallmark,ConferenceOrganizer
11:15a.m.- 11:20a.m. Contest GayleBrown,ConferenceOrganizer
11:20a.m.- 11:50a.m. GroupPhotograph
11:50a.m.- 1:00p.m. Lunch
1:00p.m. -2:00p.m. FreeTime
2:00p.m.- 3:30p.m, DepartforTrainRide
3:30p.m.- 7:30p.m. TrainRideandDinner
7:30 p.m.- 9:00p.m. ReturntoLodge

Wednesday, June 30
8:00a.m.- 9:20a.m. Session8 - NewTechnology RichardRichmond,Presider
9:20a.mo- 9:40a.m. Break
9:40a.m.- 12:20p.m. Session9-Target Characterization RobertMenzies,Presider
12:20p.m.- 7:00p.m. Lunch/ FreeTime/ PosterSet-up
7:00p.m.- 8:00p.m. Reception
7:00p.m.- 8:00p.m. Session10- Posters

Thursday, July 1
8:00a.m.- 9:30a.m. Session11- DetectionAdvances BarryRye,Presider
9:30a.m.- 9:50a.m. Break
9:50a.m.- 10:30a.m. Session11- DetectionAdvances(Continued) BarryRye,Presider
10:30a.m.- 11:30a.m. Session12 - LaserAdvances ChristianWemer,Presider
11:30a.m.- 1:20p.m. LunchandAdvisoryCommitteeLunch
1:20p.m.-2:30 p.m. Session13-SystemAdvances AlainDabas,Presider
2:30p.m.- 3:30p.m. Session14- CWLidars MjchaelVaughan,Presider
3:30p.m.- 3:50p,m. Break
3:50p.m.- 5:50p.m. Session15-Wind Measurements DavidTratt,Presider
5:50p.m.- 7:00p.m. FreeTime
7:00p.m.- 9:00p.m. ThemeDinner

Friday, July 2
8:30a.m.- 9:30a.m. Session16- SpaceborneLidars- 2 KasuhiroAsaiandDavidWilletts,Presiders
9:30a.m.- 9:50a.m. Break
9:50a.m.- 11:50a.m. Session16-SpaceborneLidars-2 (Continued) KasuhiroAsaiandDavidWilletts,Presiders
11:50a.m.- 11:55a.m. ClosingRemarks MichaelKavaya
11:55a.m.- 12:00noon ClosingRemarks DaveWilletts
12:00noon ENDOFCONFERENCE
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Abstracts

Monday, June 28

AircraftOperations AircraftMissions
Presider: Milton Huffaker Presider: Fred Holmes

10:10.10:30
8:10- 8:40 The Multi-center Airborne Coherent Atmospheric Wind
Coherent Pulsed Lidar Sensing of Wake Vortex Position Sensor: Recent Measurements and Future Applications
and Strength, Winds and Turbulence in Airport Terminal Jeffry Rotherme/, NASA/MSFC/Global Hydrology and
Areas Climate Center, R. Michael Hardesty, James N. Howell, Lisa
(Invited) Philip Brockman, Sen C. Barker Jr., Grady J. Koch, S. Darby, NOAA Environmental Technology Laboratory,
NASA Langley Research Center and Dung Phu hi Nguyen, Dean R. Cutten, University of Alabama in Huntsville/Global
Charles L. Britt Jr., Research Triangle Institute I-lydro/ogy and Climate Center, David M. Tratt, and Robert t.
A two m=crometercoherent pulsedtransceiverand real time Menzies, Jet Propulsion Laboratory
data system have been developed as a sensor for the The atmospheric lidar remote sensing groups of NOAA
Aircraft VoortexSpacing System (AVOSS) element of the Environmental Technology Laboratory, Jet Propulsion
NASA _Terminal_Area Productivity (TAP) Program for Laboratoryand NASA Marshall Space Flight Center jointly
increasing airport throughput under Instrument developedan airbornescanningcoherentDopplerlidar. We
MeteorologicalConditions (IMC). The system has been describe the system, present recent measurements
deployed to Norfolk, JFK and DFW airports. Results of (includingthe first wind fields measured withina hurricane
measurementsand intercomparisonswith othersensorsare using Doppler lidar), and describe prospective instrument
described, improvementsandresearchapplications.

8:40 - 9:00 10:30 - 10:50
Concept of a cw-Laser Doppler Sensor as True-Airspeed WIND Instrument Results of Ground Tests
Instrument F. K_pp(I), R. H_ring(1_, M. K/ie/I J, E. Nage#I), O.
Juergen Streicher, Ines Leike, Stephan Rahm, Christian Reitebuch(1),M. Schrecke/!j, J. Streiche/_, Ch. Werne#1_,
Wemer, DLR - Lidar Group. and Richard Bogenberger, G. Wildgrube#2), C. Loth(_),Ch. Boite#_), P. Delvillem, Ph.
Daimler Chrysler Aerospace, Germany Drobinskf% P. H. Flamant_3),B. Romand 3),L. Sauvage(% D.
A virtual instrument was designed based on LabView to Bruneau(4), M. Meissonnie/s) (1) DLR - Arbeitsgruppe
optimize a.cw-Doppler lidar for airborne applications. The LIDAR, (2) Modulab, 80636 Mgnchen, Germany, (3) LMD,
optics parameters and the atmosphere can be selected. CNRS, 91128 Palaiseau Cedex, France, (4) Service
Flying in high altitude is a real challenge for the sensor to d'Aeronomie / CNRS / UPMC, 75252 Paris Cedex 05,
deteotsingle particles.and estimate the Doppler shift. France, [5) INSU / DT 77 Av Denfert Rochereau, 75014

Paris, France
9:00-9:30 An airborne coherent Doppler Lidar to retrieve mesoscale
Airborne Turbulence Detection and Warning: ACLAIM wind fields has been developed in the frame of theFranco-
Flight Test Results GermanWIND project.The instrumentis basedon a pulsed
(Invited) Stephen M. Hannon and Hal R. Bagley, Coherent C02 laser transmitter, heterodyne detection and wedge
Technologies, Inc., Dave C. Soreide, Boeing Defense and scanner.The performanceof the instrumentoperatingon the
Space Group, David A Bowd/e, University of Alabama in groundis reported.
Huntsville, Rodney K. Bogue and L. Jack Ehemberger,

NASA Dryden Fright Research Center An airborne coherent Doppler Lidar to retrieve mesoscale
The Airborne Coherent Lidar for Advanced Inflight wind fields hasbeen developedin the frame of the Franco-
Measurements(ACLAIM), a 2 _m pulsedDopplerlidar, was German WIND project.The instrumentis basedon a pulsed
recentlyflighttested aboard a researchaircraft. This paper C02 laser transmitter, heterodyne detection and wedge
presents results from these initial flights, with validated scanner.The performanceof the instrumentoperatingon the
demonstration of Doppler lidar wind turbulence detection ground is reported.
several kilometersahead of the aircraft.

9:30 - 9:50
Juneau Airport Doppler Lidar Deployment: Extraction of SPECIAL
Accurate Turbulent Wind Statistics Presider: Fred Holmes
Stephen M. Harmon, Coherent Technologies, Inc. and Rod
Frah/ich, Larry Comman, Robert Goodrich, Douglas Norris, 10:50- 11:20
John Williams, National CenterforAtmosphericResearch Improving Scientific Capabilities in Space in the 21st
A 2 _m pulsed Doppler lidar was deployed to the Juneau Century: the NASA New Millennium Program
Airportin 1998 to measureturbulenceand windshear in and (Invited) Cat,o/A. Raymond and David Crisp, Jet Propulsion
around the departure and arrival corridors. This paper Laboratory
presents a summary of the deployment and results of NASA's New MillenniumProgram(NMP) has been chartered
analysis and simulationwhich addresses important issues to identify and validate in space emerging, revolutionary
regarding the measurement requirements for accurate technologiesthatwill enable less costly,more capable future
turbulentwindstatisticsextraction, science missions. A shuttle-borne demonstration of a

coherent Doppler wind lidar is the second NMP mission
within theEarthScienceEnterpnse.



11:20- 11:40 14:10- 14:30
A CoherentFMCWLidarMappingSystemfor Automated Comparisonof Pulsed Waveform and CW Lidar for
TissueDebridment RemoteVibrationMeasurement
DonaldP. Hutchinson,RogerK.Richards,GlennO.AIIgood, Sammy W. Henderson,J. Alex L. Thomson,Stephen M.
OakRidgeNationalLaboratory Harmon,andPhilipGatt,CoherentTechnologies,Inc.
TheOakRidgeNationalLaboratory(ORNL)isdevelopinga A pulsedlidarcapableoflongrangemeasurementof target
prototype850-nmFMCWlidarsystemfor mappingtissue vibrationhasbeendeveloped.Inthepaperwe describethe
damageinburncasesfor the U.S.ArmyMedicalResearch pulsedlidarwaveformandits measurementcapability,the
andMaterialCommand.Thelasersystemwillprovidea 3D- noisesourceslimitingaccuratevelocitymeasurements,and
imagemap of the burnandsurroundingarea and provide performancecomparisonswithcwlidar.
tissuedamageassessment.

14:30- 14:50
Solid-StateCoherentArrayLadarforVibrationImaging
PhilipGatt,StephenM. Hannon,CoherentTechnologies,
Inc.,RogerStettnerandHowardBailey,AdvancedScientific

Vibration Measurements Concepts,andMattDierking,AFRI_/SNJM
Presider:PaulMcManamon We reportonworkto developa novel2 I_mcoherentarray

technologyfor vibrationimagingapplications.The 10x10
13:10- 13:30 focal planeheteredynearrayimagerutilizesan extended
Laser Doppler Vibration Lidar Sensing of Structural wavelengthInGaAsdetectorarrayindiumbump-bondedto a
Defectsin Bridges novelbackplanesamplingchip. The backplanesampling
DennisKi/linger,PriyavadanMamidipudi,Universityof South chip,whichhas an expectedsamplerateof 500 MHz/pixel
Florida and J Potter, J. Daly, E. Thomas, Litton Laser and a bufferdepthof 32 samples,is wellsuitedto the
Systems,andShen-enChen,WestVirginiaUniversity doublet pulse ladar waveform for vibration sensing
Laser DopplerVibration(LDV) LidarSensorshave the applications.Inthispaper,we presentthe top-levelsystem
potentialtobeusedfortheremotedetectionandmappingof designandtheoreticalperformancepredictions.
thefundamentalvibrationmodesofa distantobjectsuchas
a bridge. Structuraldefectsin the bridgecan be observed 14:50-15:10
as shiftsin the nodeandanti-nodelocation.A laboratory Precision Targetingand identificationusing LADAR
HE-Ne LDV systemhas providedpreliminarydata of Vibrometry
vibratingtargetsanda COzLDVlidaris beingdevelopedto ChyauN. Shen,NavalAir WarfareCenterAircraft Division
providesuchmeasurementsatrangesupto 1km. and Alexander R. Lovett, Office of the Deputy Under

Secretaryof DefenseforAdvancedSystemsandConcepts
13:30-13:50 In FY-98, the Deputy Under Secretaryof Defense for
Evaluationof Laser-Vibration-SensingTechnologyfrom AdvancedSystemsand Conceptsinitiatedthe Precision
anAirbornePlafform Targeting and Identification(PTI) Advanced Concept
R.M. Heindchs,S. Kaushik,D.G. /(ocher,S. Marcus,G.A. TechnologyDemonstrations(ACTD) to operationally
Reinhardt, 7".Stephens,and C.A. Pdmmerman,Lincoln evaluatesensortechnologiesfor targetclassificationand
Laboratory,MassachusettsInstituteof Technology identification.One of the technologiesbeingevaluatedis
LincolnLaboratoryhas begunan effortto evaluatethe coherentCO2 laserradar(LADAR)vibrometer.Thispaper
capabilityof an airbornelaservibrometerto make high- will present description of the ACTD program.
resolutionvibrationmeasurementsof groundtargets. This MeasurementsandfielddatacollectionsmadewiththeNavy
paperwillpresentdetailsof eachof the majorelementsof ruggardizedLADARsystemwillbe discussed.Resultsof
this effort. This will primarilyinvolvethe performance operationalevaluationconductedat Ft. Blisswill also be
predictionof laservibrometryas expressedby the noise- discussed.Finally,futureplanswillbedescdbed.
equivalentvibrationamplitude. The contributionto this
limitingnoiselevelfromatmospheric-pistonturbulenceand
speckle broadeningas well as the system-dependent DIALcontributionsfromplatformvibrationsandpointingjitterwill
be discussed.Laboratorymeasurements,whichconfirmthe Presider:OveSteinvall
theoreticalnoise predictionsfor speckle, will also be
presented. 15:30- 15:50

DifferentialAbsorptionMeasurementsof Atmospheric
13:50- 14:10 WaterVaporwitha CoherentLidarat 2050.532nm
2 MicronCWVibrationSensingLaserRadar GradyJ. Koch,RichardE. Davis,NASA LangleyResearch
RichardD.Richmond,AFRL/SNJM Center,Amin Dharamsi,OldDominionUniversity,Mulugeta
This paperdescribesa 2 micron CW laser radar vibration Petres, Science and Technology Corporation, John C.
sensor and presents preliminaryresults from a field trail McCarthy,Sanders--ALockheedMartinCompany
conductedat RedstoneArsenal dudngJuly '98. Datawas A coherentlidarbased on a Ho:Tm:YLFlaser was used to
collectedfrom a variety of targets,at several rangesand probe water vapor by a differential absorption lidar
varyingatmosphericconditions. Also,similarsystemswith technique.This measurementsuggestsa dual-uselidar for
wavelengthsat 1.5 and 10.6 micronsalso took part in the measuringboth atmosphericwind and water vapor at an
trials to allow later determination of the wavelength eyesafewavelength.While the water vapor measurement
dependenceofsignalsandinterferingeffects, was successful, disadvantages of the absorption line

coupledwithexcessivefrequencyjitter of the injectionseed
laser limited the accuracyof the measuredwater vapor
concentration. Analysisand designswill be presentedon
the selection of an optimum absorption line and an
enhancedseedlaser.



is:s0-16:10 Tuesday,June29Realtime Special Analysis of Heterodyne DIAL Signals at
Very High Repetition Rate
Ho/ger Linn6, Jens BOsenberg, Max-P/anck-/nstitut fC/r

Meteorologie, Germany, Dieter Hasselmann, Institut for SpaceborneLidars-1
Meteoro/ogieder Universit_t Hamburg
An advanced algorithm for realtime spectral analysis of Presider: DennisKillinger

hetreodyne lidar data is presented. Examples of 8:00-8:30
measurements performed with a very high repetition rate
system demonstrate that an implemented version of this NASA's Earth Science Enterprise Embraces Active

Laser Remote Sensing From Space
algorithmcan retrievewidespeedand backscatteredenergy (/nvited) Michael R. Luther, Deputy Associate Administratorat excellent resolution and accuracy. Simultaneous
measurements of water vapor and wind are feasible, for Earth Science, Granville E. Paules III,

Office of Earth Science, NASA Headquarters

16:10- 16:30 Several objectivesof NASA's Earth Science Enterprise are
Boundary Layer Wind and Water Vapor Measurements accomplished, and in some cases, uniquely enabled by the
UsingtheNOAAMini-MOPADopplerLidar advantages of earth-orbiting active lidar (laser radar)
W. Alan Brewer, Volker Wulfmeyer, R. Michael Hardesty, sensors. With lidar, the photons that provide the excitationillumination for the desired measurement are both controlled
NOAA/ERL/Environmental Technology Laboratory and Barry and well known. The controlled characteristics include when
J. Rye, University of Colorado/NOAA, Environmental
Technology Laboratoq/ and where the illumination occurs, the wavelength,

bandwidth, pulse length, and polarization. These advantages
The NOAA Environmental Technology Laboratory has translate into high signal levels, excellent spatial resolution,developed a multiple-wavelength (line tunable from 9-11

and independence from time of day and the sun's position.pm), low-pulse-energy (1-3 mS), high-pulse-rate (up to 500
Hz) CO2 Doppler lidar for simultaneous investigation of As the lidar technology has rapidly matured, ESE scientific
boundary layer wind and water vapor profiles. In this paper endeavors have begun to use lidar sensors over the last 10
we present single-wavelength, Doppler results and years. Several more lidar sensors are approved for future

flight. The applications include both altimetry (rangefinding)
preliminary watervaporDIALmeasurements, and profiling. Hybrid missions, such as the approved

Geoscience Laser Altimeter System (GLAS) sensor to fly on
the ICESAT mission, will do both at the same time. Profiling
applications encompass aerosol, cloud, wind, and molecular

Theory and Simulation concentration measurements. Recent selection of the
Presider: Rod Frehlich PICASSO Earth System Science Pathfinder mission and the

complementary CLOUDSAT radar-based mission, both
16:30 - 16:50 flying in formation with the EOS PM mission, will fully exploit
Coherent Lidar Returns in Turbulent Atmosphere from the capabilitiesof multiple sensor systems to accomplish
Simulation of Beam Propogation criticalscienceneedsrequiringsuch profiling. To roundout
A.Be/monte, B. J. Rye, W. A. Brewer, R. M. Hardesty, NOAA the briefinga reviewof past and planned ESE missions will
ERL be presented.
This paper describeswhat we believe to be the first use of
simulations of beam propagation in three-dimensional 8:30-9:00
random media to study the effects of atmosphericrefractive SPARCLE: A Mission Overview
turbulence on coherent lidar performance. Our method (Invited) G. D. Emmitt, Simpson Weather Associates, M.
provides the tools to analyze laser radar with general Kavaya, T. Miller, Global Hydrology and Climate
refractive turbulence conditions, beam-angle and beam- Center/NASA/MSFC
offset misalignment, and arbitrary transmitter and receiver The SPAce Readiness Coherent Lidar Experiment
geometries. (SPARCLE) is a NASA mission to demonstrate for the first

time the measurement of tropospheric winds from a space
16:50-17:10 platform using coherent Doppler Wind Lidar (DWL).
Effect of Refractive Turbulence on Doppler Lidar SPARCLE is scheduled to launch in early 2001 on board
Operation in Atmosphere. Numerical Simulation one of the shuttleorbiters. While primarilya demonstration
V. A. Banakh and I. N. Sma/ikho, /nstitute of Atmospheric of the technology'sperformance at ranges of 300-350 km,
Optics of the Russian Academy of Sciences, Russia and the missionwill also address sampling issues criticalto the
Christian Wemer, DLRLidarGroup, Germany design and operation of the follow-on missions. In this
Study of the refractive turbulence effect on operation of paper, we provide a brief overview of the SPARCLE
Doppler lidar systems in atmosphere is based on numerical instrument and the experiments being planned.
simulation of turbulent distortions of sounding laser beam.
For simulationthe sounding range is divided into set layers 9:00 -9:30
on the front border of each layer a random phase screen is Atmospheric Dynamic Mission: Project Status,
placed. The beam diffra(_tioninside each layer is computed Concepts Review and Technical Baseline
using the fast Fourier transform. Sounding both by ground (Invited) Hans Reiner Schulte, Domier SatellffensYsteme
based lidar systems and by spacebome ones are considered GmbH, Germany
and obtained results are compared. The status of the Atmospheric Dynamic Mission Phase A

study will be presented. The study objective is the definition
of a Doppler wind Lidar demonstration mission in the frame
of the European Earth Explorer programme. In particular, a
review of the compared coherent and incoherent LIDAR
instrument concepts and the evolving technical baseline will
be presented.



9:50 - 10:20 circularlypolarizedlightat beam deflectionangles of 30 or
SPARGLE Coherent Lidar Transceiver 45 degreesare presented.
(Invited) Mark Phillips, Dane Schnal, Carl Colson, Charley
Hale, David D'Epagnier, Matt Gibbens and Sammy Portions of this work were performed under the auspices of
Henderson, Coherent Technologies Inc. the U.S. Department of Energy under contract no. W-7405-
This paper discusses the design of the coherent lidar Eng-48.
transceiver being developed by Coherent Technologies Inc
for the NASA program, SPARCLE S(.S__.ceReadiness 8:20-8"40
CoherentLidar E_xperiment).The paper also discussesrisk Tunable Highly-Stable Master/Local Oscillator Lasers for
reductionactivitiesperformedduringthe designphaseof the Coherent Lidar Applications
program, addressing injection-seeded operation and Charley P. Hale, Sammy W. Henderson, and David M.
frequencyoffset-locking. D'Epagnier, CoherentTechnologies, Inc.

We reporton the developmentand performance of diode-
10:20-10:40 pumped near-infrared single frequency cw lasers for
User Requirements for a Space-borne Doppler Wind applicationin coherentlidarsystems. Frequencystabilityof
Lidar 1 kHz over millisecondtime pedods, fast piezoelectric
A.Stoffe/en, G.J. Marseille, KNMI, Satellite Data Division frequency tuning over 10 GHz, and programmable offset
A major deficiency in the current meteorological Global frequencylockingof twooscillatorsover_+4.5 GHz has been
Observing System is that insufficient wind informationis demonstratedat cw powerlevels of over50 roW.
being observed.A space-borne DopplerWind Lidar has the
potentialto providethe lackinginformation.Requirementson 8:40 - 9:00
data quality and simulationresultsof various lidar concepts, Stratified Volume Diffractive Optical Elements as Low-
in the context of the ESA Earth Explorer Atmospheric mass Coherent LidarScanners
DynamicsMission,are presented. Diana M. Chambers, The University of Alabama in

Huntsville, Gregory P. Nordin, The University of Alabama in
10:40- 11:10 Huntsville, Michael J. Kavaya, NASA Marshall Space Fright
Comparing the Intrinsic, Photon Shot Noise Limited Center
Sensitivity of Coherent and Direct Detection Doppler A significant reductionof the mass of transmissive lidar
Wind Lidar scannerscan be achievedby usingdiffractiongratingsrather
(Invited) Jack A. McKay, Remote Sensor Concepts, LLC than prisms. StratifiedVolume DiffractiveOptical Elements
Coherent and direct (noncoherent, optical) detection of (SVDOE's) are high efficiency gratings well-suited to this
Dopplerwindspeeds are compared,on the basisof Cramer- application since they can be designed for arbitrary
Rao shotnoise limits, to determinethe relativelaserenergy- incidenceangles(e.g. normal incidence)and are insensitive
receiver aperture productsneededto achieve any specified to incident polarization. We present designs and
measurement precision.The results show that coherent is performance predictions based on a coherent lidar
not fundamentally more sensitivethan direct,and that the instrumentoperatingat 2 p.manda 30° deflectionangle.
shorter wavelengthof directdetectionin fact leads to higher
intrinsicsensitivity for direct than for coherent. It will be 9:00- 9:20
shownwhy it is that,despitethisresult,coherentdetectionin A Hollow Waveguide Integrated Optic Subsystem for a
practice will generally be substantiallymore sensitive than 10.6p.mRange-Doppler Imaging Lidar
the directdetectionDopplerwind lidar. R. M. Jenkins, R. Foord, R. W. J. Devereux, J. Quarrell, A.

F. Block/ey, Defence Evaluation and Research Agency and
7".Papetti, D. Graham, C. Ingrain, Technology Development
Corporation

Wednesday, June 30 The design, manufacture and trial of a hollow waveguide
integrated optic subsystem for an heterodyne Range-
Doppler Lidar operating at 10.6 microns are described. The
tdats were undertaken at the Army Missile Optical Range,

New Technology Huntsville, Alabama. The results of the work, including
Presider: Richard Richmond images of targets, are presented and described.

8:00 - 8:20
Rectangular Relief Diffraction Gratings for Coherent

Lidar Beam Scanning Target CharacterizationH.J. Cole, NASA Marshall Space Flight Center, D.M.
Chambers, University of Alabama in Hunstville, S.N. Dixit, Presider: RobertMenzies
Lawrence Livermore National Laboratory, J.A. Bntten,
Lawrence Livermore National Laboratory, B.W. Shore, 9:40-10:00
Lawrence Livermore National Laboratory, M.J. Kavaya, Comparison of Continuous Wave CO2 Doppler Lidar
G/obal Hydrology and Climate Center/NASA/MSFC Calibration Using Earth Surface Targets in Laboratory
The applicationof specializedrectangularrelief transmission and Airborne Measurements
gratings to coherent lidar beam scanning is presented. Two Maurice A. Jat'zembski, NASA/MSFC/Global Hydrology and
types of surface relief transmission grating approaches are Climate Center, Vandana Sdvastava, Universities Space
studied with an eye toward potential insertionof a constant Research Association/Global Hydrology and Climate Center
thickness, diffractive scanner where refractive wedges now Earth's surface signal was measured using a continuous
exist. The first diffractive approach uses vertically oriented wave 9.1 micron lidar over varying Californian terrain during
relief structure in the surface of an optical flat; illumination of a 1995 NASA airborne mission. These measurements were
the diffractive scanner is off-normal in nature. The second compared with laboratory backscatter measurements of
grating design case describes rectangular relief structure various Earth surfaces giving good agreement, suggesting
slanted at a prescribed angle with respect to the surface. In that the lidar efficiency can be estimated fairly well using
this case, illumination is normal to the diffractive scanner. In Earth's surface signal.
both cases, performance predictions for 2.0 micron,



10:00.10:20 will presentresultsof polarimetricmeasurementswhich
Effect of Aerosol Partical Microstructure on Accuracy of differentiatethe probablereflectancemechanismsoperating
CW Doppler Lidar Estimate of Wind Velocity in materias commonly employed in lidar hard target
V. A. Banakh and/. N. Sma/ikho, /nstitute of Atmosphenc calibration.
Optics of the Russian Academy of Sciences, Russia and
Ch. Wemer, DLR Lidar Group, Germany 11:40 - 12:00
The effect of non-Gaussian fluctuationsof photocurrenton Backscatter Modeling at 2.1 Micron Wavelength for
accuracy of Doppler lidar estimation of wind velocity in Space-based and Airborne Lidars Using Aerosol
atmosphere is studied. Comparative analysis of factors Physico-chemical and Lidar Datasets
causingthe non-Gaussianfluctuationsof lidarphotocurrent, V. Srlvastava, Global Hydrology and Climate
namely, correlation of particles suspended in a turbulent Center/Universities Space Research Association, J.
flow, strong fluctuations of number and size of particles in Rothermel and M. Jarzembski, Global Hydrology and
sounding volume of limited size, variation of backscattering Climate Center, NASA, A. D. Clarke, University of Hawaii,
coefficient with height is carried out. Error of Doppler lidar HI, D. R. Cutten and D. A. Bowdle, Global Hydrology and
estimate of wind velocity as function of factor listed above is Climate Center/UAH, J. D. Spinhime, NASA Goddard Space
calculated. Flight Center, R. T.Menzies, Jet Propulsion Laboratory

Aerosol backscatter, between 0.35-11 micron wavelength
10:20-10:40 range, was modeled and compared with continuous wave
VALID: Experimental Tests to Validate a and pulsed lidar measurements. Lidar data converted to
Multiwavelength Backscatter Database and 2.1micron backscatteryielded midtropospheric2.1 micron
Intercompare Wind Lidar Concepts backscatter background .mode of ~8xl0l°m'lsr "1 and
Pierre H. Flamant, Laboratoire de Met_orologie boundary layer mode of ~2xl0"Tm'lsr_, which are -20 and
Dynaminque, France -4 times higher than 9.1 micron backscatter modes,
ESA is funding in 1999 an experimental activity (1) to build a respectively.
multiwavelength backscatter database to validate a scailing
law derived in a previous study, and (2) intercompare the 12:00- 12:20
most relevant wind lidar concepts to space applications. Comparison of Predicted and Measured 2 t_m Aerosol
VALID willproceedintwo steps: Step 1 in May.mid-Junefor Backscatter from the1998 ACLAIM Flight Tests
backscatterdata, lidarswith wavelengths ranging from UV David A. 8owdle, University of Alabama in Huntsville/Global
(0.32 I_m) to IR (10.6 pm) willbe operatedon thesame site: Hydrology and Climate Center, Stephen M. Hannon.
Step 2 in mid-Julywil involvecoherentand incoherentlidar Coherent Technologies, /nc., Rodney K. Bogue, NASA
techniqueson thesame site. Dryden Flight Research Center

The 1998 Airborne Coherent Lidar for Advanced Inflight
10:40 - 11:00 Measurements (ACLAIM) flighttestswere conducteaaboard
A Southern California Perspective of the April, 1998 a well-instrumentedresearchaircraft. This paper presents
Trans-Pacific Asian Dust Event comparisons of 2 _m aerosol backscatter coefficient
David M. Tratt, Jet Propulsion Laboratory/California Institute predictionsfrom aerosol sampling data and mie scattering
of Technology, Robert Frouin, University of Ca/ifomia, San codeswiththoseproducedbythe ACLAIM instrument.
Diego, Douglas L. Westpha/, Naval Research Laboratory
In late April, 1998 the JPL coherent lidar observed an
extreme Asian dustepisode. The resultantpeak backscatter
coefficients exceeded prevailing upper-tropospheric
background conditions by at least two orders of magnitude. Poster Session
An analysis of this event will be presented using the lidar
profiles, concurrent sunphotometer opacity data, and Wednesday,P.M.,June30
transport modeling.

11:00 - 11:20 The NASA Coherent Lidar Technology Advisory Team
A Global Backscatter Database for Modelling Space- Michael J. Kavaya, NASA Marshall Space Fright
Borne Doppler Wind Lidar Center/Global Hydrology and Climate Center
J.M. Vaughan, Defence Evaluation & Research Agency, The motivation. _urpose. history, membership, and current
U.K., A Culoma, European Space Agency, Netherlands, activities of the NASA Coherent Lidar Technology Advisory
Pierre H. Flamant, Laboratoire Meteorologie Dynamique, Team (CLTAT) will be discussed.
France, C. Flesia, University of Geneva, Switzerland, N.
Geddes, Defence Evaluation & Research Agency, U.K. Pre-Launch End-To-End Testing Plans for the SPAce
Available data on atmospheric backscatter over the Readiness Coherent Lidar Experiment (SPARCLE)
wavelength range 0.35 to 10.6 _m is reviewed. The most Michael J. Kavaya, NASA Marshall Space Flight
comprehensive data sets derive from measurements over Center/Global Hydrologyand Climate Center
the Atlantic and Pacific in the late '80s and early '90s. A The motivation, trade-offs, and plans for conducting a
table at 10.6 p.m combined with wavelength scaling thoroughpre-launchtest of the SPAce ReadinessCoherent
equations is proposed as a useful measure of global LidarExperiment(SPARCLE) Lidarwillbediscussed.
backscatter.

Cornparison of CO2 Lidar Backscatter With Particle Size
11:20 - 11:40 Distribution and GOES-7 Data in Hurricane Juliette
Lidar Hard Target Calibration: Retroreflection Maurice A. Jarzembski, NASA/Marshall Space Flight
Mechanisms at 2 p.m Center/Global Hydrology and Climate Center, Vandana
D. A. Haner and D. M. Tratt, Jet Propulsion Snvastava, Universities Space Research Association/Global
Laboratory/Cafifornia Institute of Technology Hydrology and Climate Center, Eugene W. McCaul, Jr.,
The choice of field target materials depends upon the Universities Space Research Association/Global Hydrology
transmitter/receiver polarizaiton characteristics. The and Climate Center, Gary J. Jedlovec, NASA/Marshall
depolarization of linear light on and off the retropeak Space Flight Center/Global Hydrology and Climate Center,
increases generally; whereas the magnitude of the circular Robert J. Atkinson, Lockheed Martin Corp./Global Hydrology
polarization reversal is mechanism dependent. This paper and Climate Center, Rudy F. Pueschel, NASA/Ames



Research Center, Dean R: Cutten, University of Alabama, depolarization,etc.), lidar backscatteringcoefficients in the
/-luntsville/G/obal Hydrology and Climate Center free troposphere.
Backscatter measurements using 9.1 and 10.6 micron
continuouswave lidars were obtained along with particle Pointing Knowledge for SPARCLE and Space-based
size distributionsin 1995 HurricaneJulietteat altitude-11.7 Doppler Wind Lidars in General
km. Agreement between lidarbackscatter and cloud particle G. D. Emmitt, Simpson Weather Associates, T. Miller and G.
size distribution was excellent. Measurements also Spiers, NASA/MSFC
correlated well with concurrent GOES-7 infrared images of The SPAce Readiness Coherent Lidar Experiment
cloud top height. (SPARCLE) will fly n a space shuttle to demonstrate the use

of a coherent Doppler wind lidar to accurately measure
Aerosol Backscatter From Airborne Continuous Wave global troposphericwinds. To achieve the LOS accuracy
CO= Lidars Over Western North America and The Pacific goal of ~ 1 m/s, the lidarsystemmust be able to accountfor
Ocean the orbiter's velocity (~ 7750 m/s) and the rotational
Maurice A. Jarzembski, NASA/Marshall Space Fright componentof the earth'ssurface motion (~ 450 m/s). For
Center/Global Hydrology and Climate Center, Vandana SPARCLE this requiresknowledgeof the attitude (roll,pitch
Srivastava, Universities Space Research Association/Global and yaw) of the laser beam axis within an accuracyof 80
Hydrology and Climate Center, Jeffry Rothermel, microradians.(~ 15 arcsec). SinceSPARCLE can not use a
NASA/Marshall Space Fright Center/Global Hydrology and dedicated star tracker from its earth-viewing orbiter bay
Climate Center location,a dedicatedGPS/INS will be attached to the lidar
Aerosol backscatter measurements using two continuous instrumentrack. Sinceeven the GPS/INS has unacceptable
wave CO2 Doppler lidars were obtained over western North ddfts in attitude information, the SPARCLE team has
America and the Pacific Ocean during a 1995 NASA developed a way to periodically scan the instrument itself to
airborne mission. Similarities and differences for aerosol obtain <10 microradian (2 arcsec) attitude knowledge
loading over land and ocean were observed. Mid- accuracy that can then be used to correct the GPS/INS
tropospheric aerosol backscatter background mode was output on a 30 minute basis.
~6x10"llmlsr "1,consistent with previous lidar datasets.

Heterodyne Efficiency - Theory and Practice
Performance Analysis for the Space Readiness Stephan Rahm, Adelina Ouisse, DLR- Lidar Group,
Coherent Lidar Experiments Germany, and Frank /-/_fner, Daimler Chrysler Aerospace,
Gary D. Spiers, University of Alabama in Huntsville Germany
An overview of the anticipated performanceof the Space Heterodyneefficiencyas major qualityindicatorof a Doppler
Readiness Coherent Lidar Experimentwill be providedand lidar is discussed in detail to find an optimal receiver
some of the considerationsand issues that went into configurationfor a spaceborneapplication. A comparison
producingthe analysisdiscussed, between theorywithnumericalsimulationsand experimentis

presented for heterodyningtwo Gaussian beams and also
The Effect of Optical Aberrations on the Performance Of specklesof a roughtarget.
A Coherent Doppler Lidar
Gary D. Spiers, University of Alabama in Huntsville Enhanced Double-Edge Technique for Doppler Lidar
An understandingof the linkagebetween opticalaberrations Peter J. Winzer, Walter R. Leeb, Technische Universit_t
and the performanceof a coherent Dopplerlidar is essential Wien, Europe, and Alexandru F. Popescu, European Space
to ensuringthat a design can be achieved practically. We Agency/ESTEC/TOS-MM, The Netherlands, Europe
present results from a back propagated local oscillator We present an enhanced version of the double-edge
heterodynemixingmodel that permitsparameterizationover Doppler lidar that - by making use of transmissionand
manyof the variablestypicallyof interestto a coherent lidar reflectionof a single edge filter - efficientlyuses all input
designer, powerand doeswithoutmutualfrequencystabilizationof two

edges. A comparison with the conventional dquble-edge
Doppler Frequency Estimation and Quality Control by technique reveals increased measurement accuracy.
Neural Networks.
ZARADER J.L (1); GAS B (1); DOBRINSKI P (2_; DABAS A (3) Estimation of Return Signal Spectral Width in Incoherent
(I) Laboratoiredes Instrumentset Syst_mes,Univers!t_Paris Backscatter Heterodyne Lidar
VI, _2jLaboratoirede M_tdorologieDynamique,Palaiseau Barry J. Rye, NOAA ERL
(3) Centre National de Recherche M_tdorologique, The sensitivityof estimatesof Doppler shiftand returnpower
M_t6o-France,Toulouse to errors inthe assumedsignalbandwidthis examined. The
We proposein thispaper a studyof spectrumanalysisusing precisionof estimatingthe bandwidthitself is considered'and
neural networks. The signal is simulated by the model compared to its optical limit which is comparablewith the
proposedby Zrnic. Contrary to the classical approach,the estimationprecisionof the Dopplershift.
resolutionis givenby the structureof the network (numberof
output cells). The results are given in function of the 1.5-1_m Coherent Lidar Using Injection-seeded, LD
spectrum width (), the frequency Doppler (Fd) and the Pumped Er,Yb:Glass Laser
signal to noise ratio (SNR). A parameter (not statistical),. Kimio Asaka, Takayuki Yanagisawa and Yoshihito Hirano,
estimatedat each shoot, give an estimationof the "quality Mitsubishi Electnc Corporation, Japan
control." A 1.5-1_mcoherentlidar was developed. It incorporatesan

injectionseeded LD pumped Er,Yb:Glassmedia as a slave
Shipborne Backscattering-Lidar Experiments in Western laser and a microchipEr,Yb:Glassmodulefor a seed and as
Pacific Region by Research Ship "Mirai" a local source.At a repetitionrate of 40-Hz and wavelength
Kouroh Tamamushi, Tetuya Sugata, Kazuhiro Asai, Tohoku of 1.534-p.m the laser emits a single frequency, injection
Institute of Technology, Japan, Ichiro matsui, Nobuo seeded pulse of 4.0-mJ. It was used to measure wind
Sugimoto, National lnstituteofEnvironmentalStudies, Japan velocity to distances longer than 5-km with a good
The 0.53 and 1.06 micronmetersbackscatteringlidarswere agreementbetween theexperimentaldata and theory.
equippedon thedeck of Japanese researchship "Mirai"and
the experiments were carded out in the Western Pacific
regions in 1999's winter in order to acquire the data set of
the heightof PBL, clouds (frequency,height, optical depth,



Specification of a Coherent Laser Radar for Air Data 8:40- 9:00
Measurements for Advanced Aircraft Multiple Wavelength Heterodyne Array Sensing for
Christer Karlsson, Per-Otto Amtzen, GtJran Hansson and Space OpticsMetrology
Stan Zyra, Defence Research Establishment (FOA), and Lenore McMackin, David G. Voelz, Air Force Research
Thomas Lampe, SAABAB Laboratory and Harold McIntire, Matthew Fetrow and
Requirementson componentsand subsystemsof a CLR Kenneth Bishop, Applied Technology Assoc. 's, Inc.
systemfor use as an opticalair data systemfor thefull flight Large space optical systemsthat are designedto deploy to
envelopeof an advancedfixedwing aircraftare discussed.A opticaltolerancesafter reachingtheir positionin orbit require
detailed specification of such a test system and its non-contactsurfacemeasurement as partof an autonomous
implementationina podare presented, deploymentcontrolsystem. We demonstrate the use of

variable sensitivity, multi-wavelength heterodyne array
Measurements of Aircraft Wake Vortex Structure By interferometry for the automated measurement and control
CW Coherent Laser Radar of adaptive optical systems with applications to remote
M Harris, R I Young, Electronics Sector and J M Vaughan, spaceoperation.
Microwave Management Associates
Measurementshave been performedon aircraft duringtheir 9:00 - 9:30
approachto landing,revealingdetailsof the vortexstructure. Imaging Coherent Receiver Development for 3-D Lidar
The data demonstrates the sensitivity of the results to (invited) Donald P. Hutchinson, RogerK. Richards, Marc L.
atmospheric conditions with unpredictable trajectories, Simpson, Oak RidgeNationalLaboratory
instabilitiesandvortex breakup beingcommonlyobserved. Oak Ridge NationalLaboratoryhas been developing

advanced coherent IR heterodyne receivers for plasma
Polarimetry of Scattered Light Using Coherent Laser diagnostics in fusion reactors for over 20 years. Recent
Radar progress in wide-band IR detectors and high-speed
M Harris, Defence Evaluation andResearchAgency, U.K. electronics has significantly enhanced the measurement
Dual-channelheterodynedetectionhas been usedto measure capabilitiesof imagingcoherentreceivers.Currently,we are
both the co- and cross-polarized components of light developing a 3-D lidar system based on quantum-well IR
backscatteredfrom moving solidtargets. This processallows photodetector (QWIP) focal plane arrays and a MEMS-
the time-varying amplitudes and phases of the two based CO2 laser local oscillator.1 In this paper we discuss
components to be measuredandhence the light'spolarisation the implications of these new enabling technologies to
ellipsecan beevaluated and followedin real time. implement long wavelength IR imaging lidar eye,terns.

END OF POSTER SESSION 9:50- 10:10
What Can Really Be Gained Using Telescope Arrays in
Coherent Lidar Receivers
Peter J. Winzer, Vienna University of Technology, Austria,
Europe

Thursday, July 1 We compare the performance of single-telescope receiversto that of phased and non-phased arrays, showing that non-,"
phased arrays perform generally worse than single-
telescope receivers, and that the average carrier-to-noise

Detection Advances ratio gain of phased arrays with respect to single-telescope
Presider: Barry Rye receiversincreasesless than proportionallywith the number

of array apertures.
8:00 - 8:20
Stokes Polarimetry for Laser Radar Applications 10:10 - 10:30
James K. Boger, Applied Technology Associate, David G. Receiver Arrays in Lidar Wind Measurement From Space
Voelz, AFRL/DEBS, Lenore McMackin, AFRL/VSSS, Ken Adeline Ouisse, and Ines Leike, DLR - Lidar Group,
MacDonald, Boeing North American Germany
We have demonstrated a visible-wavelength imaging The speckle effect is a problem in wind measurements.
technique that uses a referenced polarization measurement Telescope or detector surface multiplication can reduce this
to estimate the amplitude and phase of the wavefront effect. This article gives an overview on the Work performed
emanating from a coherently illuminated target. The image of at DLR on this topic and focuses on results obtained for a
the target is then recovered by Fourier transformation, detector array.

8:20 - 8:40
Vibrating Target and Turbulence Effects on a 1.5 Micron Laser Advances
Multi-Element Detector Coherent Doppler Lidar Presider: ChristianWemer
Pri Mamidipudi and Dennis Killinger, University of South
Florida 10:30 - 10:50
A 1.5 microndiodelaser coherentDopplerlidar witha multi- Coherent Laser Radar Using an Injection Seeded Q-
element 2 x 2 balancedheterodynedetectorarray has been Switched Ebrium: Glass Laser
used to measure the returnsfrom several rotatingtargets in Andrew McGrath, Jesper Munch and Peter Veitch, The
the laboratory. The multi-detectordecorrelationtimes,cross University of Adelaide, Australia
correlationof specklepatterns,and increasedS/N ratiosdue We have developed and demonstrated the first injection-
to coherent integration of the multiple signals have been seeded, long pulse, Q-switched,Er:glass laser for Doppler
studied, sensingof clear air turbulence and wind shear. The laser

produces transform-limited,eye-safe pulses, achieving a
single-shotvelocity resolutionof 1 m/s. We shall present
resultsand a__optimized,nextgenerationdesign.



CWLidars
10:50 - 11:10 Presider: MichaelVaughanHigh Efficiency End-Pumped Ho:Tm:YLF Disk Amplifier
Jirong Yu1,Upendra N. Singh2, Mu/ugeta Petros1, Theresa J.
Axenson_and Norman P. Bames2 _Science and Technology 14:30 - 14:50
Corporation, 2NASALangley Research Center, Analysis of Continuous-Wave Multistatic Coherent LaserRadar for RemoteWind Measurements
We describe a diode-pumped, room temperature
HO;Tm:YLF diskamplifierwith optical-to-opticalefficiencyof Eric P. Magee, Air Force Institute of Technology, AF/T/ENG,

Timothy J. Kane, The Pennsylvania State University
5.6%. An end-pump configuration is used and the amplifier's The purpose of this research is to investigate the feasibilityefficiency is augmented by a higher pump density and a
better mode overlap between the pump and probe beam. of utilizing a multistatic configuration for measuring 3-

dimensional vector winds with a continuous-wave (CW) lidar.
This highly efficient disk amplifier is a promising candidate A CW transmitter can be used in the multistatic configuration
for use in an efficient, space coherent lidar system, because the spatial resolution is determined by the system

geometry and thus decoupled from the velocity resolution.
11:10 - 11:30 The narrow spectral width of the CW transmitter improves
A Proposed 1.55 _.m Solid State Laser System for the lowerboundon the mean frequencyestimation. Detailed
Remote Wind Sensing signal-to-noiseratiocalculationsfor the CW transmittercase
Arun Kumar Sridharan, Todd Rutherford, William M. Tu//och, will be presented.
and Robert L. Byer, Stanford University

We will describe a novel design for a laser-diode-pumped 14:50- t5:t0
Yb:YAG master oscillator power amplifier laser system Ranging Performance of an FMCW Semiconductor Laser
coupled to an optical parametricamplifier(OPA) based on Radar with Linearisation of the Frequency Sweep
periodically-poled lithium niobate (PPLN) to achieve a 1 _s Christer Karisson and Fredrik Olsson, Defence Research
pulsed output at 1.55 p.mof 2 J at 10 Hz, which is adequate Establishment (FOA)
for remote global wind sensing applications. The performance of an FMCW semiconductor laser radar,

using only the monochromatic peak of the signal spectrum,
has been experimentally studied. The measurements

System Advances indicate the possibilityto achieve a spectral width of the
Presider: Alain Dabas signal peak that is transformlimited,which permits the use

of a verynarrowdetectionbandwidth.This, in turn, allowsfor
13:20 - 13:50 a relativelyhighsignal-to-noiseratiofor a low outputpower.
Optical Phased Arrays for Electronic Beam Control
(Invited) Terry A Dorschner, Raytheon Systems Company 15:10 - 15:30
The state of the art of optical phasedarrays (OPA's) will be Interference of Backscatter From Two Droplets in a
reviewed and prospective applications discussed, FocusedContinuous Wave CO2 Doppler Lidar Beam
highlightinglaser radar and other active sensors. Current Maurice A. Jat-zembski, Global Hydrology and Climate
OPA performance levels wilt be summadzed and the near- Center/NASA/MSFC, Vandana Srivastava, Global Hydrology
term performance potentialforecasted. Comparisonswith and Climate Center/Universities Space Research
conventional and emerging new technologies for beam Association
controlwillbe made. Superpositionof backscatterfrom two siliconeoil dropletsin

a lidar beam was observedas an interferencepattern on a
13:50 - 14:10 single backscatterpulsewitha distinctperiodicityof 2=, also
High-Efficiency Autonomous Coherent Lidar agreeingextremelywell with theory. Slightlydifferingdroplet
Philip Gatt and Sammy W. Henderson, Coherent speeds caused phase differences in backscatter, resulting in
Technologies, Inc. the interference pattern.
We report on work to achieve and maintain coherent lidar
system efficiency of better than 10% in a field, airborne, or
space environment. This is achieved with efficient system
design, careful initial alignment and the combination of WindMeasurement
stable mechanical design and auto-alignment techniquesto Presider: DavidTratt
maintainthat alignmentduringthe missionlifetime.

15:50 - 16:10
14:10 - 14:30 Ground-based Remote Sensing of Wind Vector. Newest
1.5 and 2 pm Coherent Lidar Study for Wind Velocity and Results to Become a Guideline
Backscattering Measurement. J. B(_senberg H.Danzeisen, D. Engelbart, K. Fritzsche, V.
GasDard Gu_rit(1)c2),B6atrice Augere(2),Jean-Pierre Klein, Ch.MiJnkel, T.Trickl, Ch.Wemer L. Woppowa
Cariou_ Philippe Drobinski<1),Pierre H. Ftamant(_) Methods which are in discussion to become a guideline in
1) Laboratoire de Meteorologie Dynamique; 2)Office the German organization VDI will be presented. The VDI
National d'Etudes et de Recherches Aerospatiales "Richtlinie VDI 3786 ,,Umweltmeteorologie", is divided in
The potential of 1.5 pm and 2 pm solid-state technologies to many parts. VDI 3786,Part 14 shows the possibilities of
multipurpose Coherent Doppler Lidar (HDL) application to remote sensing and describes the wind profile
measure wind velocity and species concentration in the measurements. It is necessary for comparison with other
planetary boundary layer, are discussed. Transverse instruments to have a guideline which describes also the
coherence of a backscattered signal and its influence on calibrationand performance tests.
power estimation accuracy are tested using hard target
returns. The instrument design, signal processing technique 16:10 -16:30
and experimentalresultswillbe presented. The Accuracy of the True Radial Velocity Measurements

in the Turbulent Atmosphere
Alexander P. She/ekhov, Inst. of Atmospheric Optics,
Russian Federation
As a rule the accuracy of the Doppler measurements is
studiedusingthe assumptionthat the frequency estimation



is equal to approximately the average Doppler shift or is Friday, July 2proportional to the average true radial velocity. But the
frequency estimationmay be proportionalto the true radial
velocity, In this paper the accuracy of the trueradial velocity
measurement is investigatedfor the differentstate of the Spaceborne Lidars - 2
turbulent atmosphere, the differentvalues of the signal-to- Presiders: KasuhiroAsai and DavidWilletts
noise ratio, the number of the samples and other
parameters. The cases of the stable, unstable, and 8:00-8:30
indifferentstratificationareconsidered. SPARCLE Optical System Design and Operational

Characteristics
16:30-16:50 (Invited) Farzin Amzajerdian, Bruce R. Peters, Ye Li,
Doppler Lidar Observations of Wind Features Near TTmothyS. Blackwell, and Patrick Reardon, The University of
Complex Terrain Alabama in Huntsville
Lisa S. Darby, A/fred J. Bedard, and Robert M. Banta, The SPAceReadinessCoherentLidarExperiment(SPARCLE)
National Oceanic and Atmospheric AdministraUon/ETL is the firstdemonstrationof a coherentDopplerwind lidar in
In the last decade the NOANETL TEA CO2 Doppler lidar space.SPARCLE willbe flownaboarda space shuttlein the
measurements have contributed significantly to the middle part of 2001 as a stepping stone towards the
understandingof wind flowfeatures associatedwithcomplex developmentand deploymentof a long-life-timeoperational
terrain. Positingthis Doppler lidarnear mountainousterrain instrumentin the later part of next decade. SPARCLE is an
has proven to be an effective setting for measuringterrain- ambitiousprojectthat is intendedto evaluate thesuitabilityof
induced flows and the interactionof these flows with the coherent lidar for wind measurements, demonstrate the
ambient (larger-scale) meteorologicalconditions. In this maturityof the technologyfor space application,and provide
paper we briefly review noteworthyresults from air quality a useable data set for model developmentand validation.
experiments at two such sites (near Denver, CO and This paperdescribesthe SPARCLE's opticalsystem design,
Vancouver, B. C.), and then present more detailed results fabricationmethods, assembly and alignment techniques,
from the Colorado Springs, CO airport where we andits anticipatedoperationalcharacteristics.
investigated wind features that could be hazardous to

aviation. Coherentdetectionis highlysensitiveto aberrationsin the
signal phase front, and to relative alignment between the

16:50- 17:10 signal and the local oscillator beams. Consequently,the
Bistatic Laser Doppler Wind Sensor at 1.5 p.m performance of coherent lidars is usually limited by the
M Harris, Defence Evaluation and Research Agency, U.K. optical'quality of the transmitter/receiveropticalsystem. For
A wind sensor using a bistatic configurationhas been SPARCLE having a relativelylarge aperture (25 cm) and a
successfully demonstrated. This confers improved range very long operating range (400 km), compared to the
resolution at the expense of reduced CNR and increased previouslydeveloped 2-micren coherent lidars, the optical
alignment complexity. System performance has been performance requirements are even more stringent. In
comparedwiththe resultsof a theoreticalanalysis, addition with stringent performance requirements, the

physicaland environment constraintsassociated with this
17:10- 17:30 instrumentfurther challenge the limit of optical fabrication

Measuring Turbulence Parameters With Coherent Lidars technologies.
A. Dabas, M6t_o-France CNRM/GMEI, FRANCE, Ph.
Drobinski, NRS Laboratoire de M6t6orologie
Dynamique/Ecole Polytechnique, FRANCE, R. M. Hardesty, 8:30 -8:50
A. Brewer, NOAA Environmental Technology Laboratory, V. Optical Design and Analyses of SPARCLE Telescope

Ye Li, Farzin Amzajerdian, Bruce Peters, Tim Blackwell, Pat
Wulfmeyer, NCAR Atmospheric Technology Division Reardon, University of Alabama in HuntsvilleWe present Doppler lidar measurements of the atmospheric
dissipative rate of turbulence obtained during a campaign SPARCLE demands a high level of performance from its
organized by the Environmental Technology Laboratory of telescope system under stringent physical and
the National Oceanic and Atmospheric Administration. Two environmental constraints. To meet the SPARCLE
high resolution Doppler lidars and a Portable Automated demanding requirements, the telescope system design
Mesonet including a sonic anemometer (from the National utilizes state-of-the-art optical fabrication and coating
Center for Atmospheric Research)were involved. Lidars and technologies. This paper describes the telescope design,
sonic-anemometer measurements are compared, provides its fabdcaUon and alignment tolerances, and

discusses itssensitivity and performance analyses.

17:30 - 17:50 8:50 - 9:10
The Prediction of the Doppler Measurement Accuracy
Using a Priori Information about the Turbulent A Program of an ISSIJapanese Experiment Module
Atmosphere (JEM) borne Coherent Doppler Lidar
Alexander P. She/ekhov, A/exei L. Afanas'ev, Inst. of Toshikazu /tabe, Kohei Mizutani,, Communications

Research Laboratory, Japan, Mitsuo Ishizu, National SpaceAtmospheric Optics, Russian Federation
The accuracy of the Doppler frequency measurement of the Development Agency of Japan, Japan, Kazuhiro Asai,
parameters of the turbulent atmosphere is studied for the Tohoku Institutes of Technology, Japan
cases of the stable, unstable, and indifferent stratification. A feasibility study on key technologies for a ISS/Japanese
The theoretical prediction of the Doppler measurement Experiment Module borne coherent Doppler Iidar was started
accuracy is based on the turbulent atmosphere models of to measure tropospheric winds from space from 1997 FY
Kaimal and Palmer. under the support of one of the Phase II studies of Ground

Research Announcement of NASDA and Japan Space
Forum. The following key technologies are being studied.
(1) multi joule 2 mm laser slaved by a frequency stabilized
CW laser
(2) a conical scanning transmitting and receiving telescope
(3) a coherent detection system, which can compensate
Doppler shift due to spacecraft movement.



9:10 - 9:30
Results of the Aladin Impact Study 11:20 - 11:50
Christian Wemer, /nes Leike and Juergen Streicher, DLR - Follow-on Missions to SPARCLE
Lidar Group, Germany, Wemer Wergen and Alexander (Invited) G. D. Emmitt, Simpson Weather Associates, T. L.
Cress, Deutscher Wetterdienst, Victor Banakh and Igor Miller, NASA/MSFC/Global Hydrology and Climate Center
Sma/ikho, Institute of Atmospheric Optics/Russian Academy Global troposphedcwind observationsare considered the
of Sciences, Russia number one unaccomodatedatmospheric observation for
ESA is planning to perform the Atmospheric Dynamic the new sedes of NPOESS platforms. The operational
Mission from the InternationalSpace Station. There is no meteorologycommunitieshave longrecognizedthe potential
full coverageand there is limitedobservationtime caused by for improved forecastingskill if accuratewind observations
other orientation of the space station. To answer the were available aroundthe globe. Recent analyses suggest
questionof the usefulnessof a Doppler tidar on the space thatwind observationssuchas those that couldbe made by
stationthe so called targeted observationwas mentioned, a space-based Doppler wind lidars would even result in
Both, sensor specialistsand numerical weather prediction greaterimprovementsthanbettertemperaturesoundings. In
scientists worked together. A Doppler lidar simulation thispaperwe presenta roadmap that beginswith the NASA
programwas developedwhich containsa virtual instrument approved SPACe Readiness Coherent Lidar Experiment
and the atmosphere with wind, clouds and turbulence (SPARCLE) and ends with an operational DWL on a
parameters. By flying over the targeted area LOS NPOESSplatform.
components were calculated which were used for
assimilationin a forecast program instead of rawinsonde
date and pilotobservations.

9:50 - 10:10
Coherent Doppler Lidar Data Products from Space-
Based Platforms
RodFreh/ich,Universityof Colorado
The performance of coherent Doppler lidar estimates of
radial velocity are determined for space based platforms
using computer simulationswith pulse accumulation. The
effects of wind shear, wind turbulence, and variations in
aerosolbackscatterare included.

10:10 - 10:40
Considerations for Designing a Space Based Coherent
Doppler Lidar
(Invited) Gary D. Spiers, University of Alabama in Huntsville,
Michael J. Kavaya, Global Hydrology and Climate
Center/NASA Marshall Space Flight Center
An overview of some of the considerations particular to a
space based coherent Doppler lidar for measuring the
velocity and position of a target is provided.

10:40 - 11:00
Wind measurements by a 2 pm Space Lidar
J.B Ghibaudo, J.Y. Labandibar ; ALCATEL Space Industries,
France, Faucheux ; QUANTEL, Av de I'Atlantique, France,
A. Cosentino ;ALENIA, 2 Via dei Romani, Italy, P. Laporta;
Politecnico di Milano, Italy, P. Flamant ; Laboratoire de
M6tdorologie Dynamique, Ecole Polytechnique, France,
Armandillo ; European Space Agency, The Nederlands
ALCATEL presents the main results of the feasibility study
under ESA contract on a 2 IJm coherent lidar instrument
capable to measure wind velocity in the planetary boundary
layer. ACATEL emphasises the results of the 2 pm coherent
detection chain and a 2 pm laser breadboards. The
implementation of such an instrument on the International
Space Station is also presented with the expected
performance.

11:00 - 11:20
Development Of Prototype Micro-Lidar Using Narrow
Linewidth Semiconductor Lasers For Mars Boundary
Layer Wind and Dust Opacity Profiles
Robert T. Menzies, Greg Cardell, Meng Chiao, Carlos
Esproles, Siamak Forouhar, Hamid Hemmati and David
Tratt, Jet Propulsion Laboratory, California Institute of
Technology
A compact Doppler lidar based on semiconductor diode and
fiber laser technology has been developed for boundary
layer wind and opacity profiling. This Serves as a prototype
for a miniature lidar concept suitable for deployment on the
surface of Mars. The lidar uses coherent detection at 1.5 i_m
wavelength.
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CoherentPulsedLidarSensingof WakeVortexPositionandStrength,
Windsand Turbulencein the TerminalArea

Philip Brockman, Ben C. Barker Jr., Grady J. Koch - NASA Langley Research Center Hampton, VA
Dung Phu Chi Nguyen, Charles L.,Britt Jr. - Research Triangle Institute Hampton VA

Mulugeta Petros - Science and Technology Corp. Hampton VA

Introduction The system determines wind velocities along the
line-of-sight by measuring the Doppler shift of the laser

NASA Langley Research Center (LaRC) has field- return due to aerosols entrained in the wind, and
tested a 2.0 gm, 100 Hertz, pulsed coherent lidar to calculates range by measuring the elapsed time for the
detect and characterize wake vortices and to measure laser pulse return. Laser parameters include a
atmospheric winds and turbulence. [Ref. 1] The wavelength of 2.0 gm, pulse energy of 7.5 mJ, pulse
quantification of aircraft wake-vortex hazards is being repetition rate of I00 Hz, and full width half-maximum
addressed by the Wake Vortex Lidar (WVL) Project as pulse width of 400 nanoseconds. Airport topography
part of Aircraft Vortex Spacing System (AVOSS), determines the siting position for the lidar, which
which is under the Reduced Spacing Operations typically is offset between 350 meters and 1.2
Element of the Terminal Area Productivity (TAP) kilometers from ihe runway centerline. At these ranges,
Program. [Ref. 2, 3] These hazards currently set the vortices have been tracked even in moderate rain and

minimum, fixed separation distance between two light fog. Maximum range capability depends on
aircraft and affect the number of takeoff and landing• atmospheric conditions; the longest range detection of
operations on a single runway under Instrument wake vortices to date is approximately 3 kilometers.
Meteorological Conditions (IMC). The AVOSS The lidar is scanned in a vertical plane, typically
concept seeks to safely reduce aircraft separation perpendicular to the runway centerline, but
distances, when weather conditions permit, to increase measurements can be made in other planes. The
the operational capacity of major airports, effective range resolution of the lidar is approximatelyThe current NASA wake-vortex research efforts

30 meters, and the velocity resolution is on the order of
focus on developing and validating wake vortex 0.5 meters per second, depending on processing
encounter models, wake decay and advection models, parameters. The scan rate, integration time, range of
and wake sensing technologies. These technologies the measurement, and the laser beam diameter
will be incorporated into an automated AVOSS that can determine the vertical resolution, which is typically less
properly select safe separation distances for different

than 0.5 meters. The lidar provides a velocity field in
weather conditions, based on the aircraft pair and the plane being scanned.
predicted/measured vortex behavior. [Ref. 2, 3] The Lidar returns are processed in real time. Internal
sensor subsystem efforts focus on developing and

lidar products include various velocity displays, vortex
validating wake sensing technologies, positions, and vortex circulations. Figure 1 shows a

The lidar system has been field-tested to provide plot of the measured velocity versus elevation angle in
real-time wake vortex trajectory and strength data to four adjacent range bins. The displayed velocities are
AVOSS for wake prediction verification. Wake the maximum detected velocities towards and away
vortices, atmospheric winds, and turbulence products from the lidar; the plots are centered at the ambient
have been generated from processing the lidar data wind velocity. These maximum vortex velocities are
collected during deployments to Norfolk (ORF), John determined from Fast Fourier Transforms (FFT) of the
F. Kennedy (JFK), and Dallas/Fort Worth (DFW) heterodyne signal using the highest and lowest
International Airports. frequencies that have magnitudes above a

Pulsed Lidar System Description predetermined threshold. After the passage of each
Coherent Technologies, Incorporated (CTI) aircraft, a file, containing the times each vortex exits

developed the Tm: YAG, solid-state, laser transceiver the top, bottom, left, or right limits of the corridors, the
used in the NASA pulsed coherent lidar system, time that any vortex above a threshold circulation stays
Pulsed lidar has been selected as the baseline within predetermined corridors at the scanplane, and
technology for an operational wake vortex sensor due to the time the vortex falls below the threshold circulation,
its range resolution and long-range capability. CTI first is transmitted to AVOSS to confirm predictions of
demonstrated the application of this technology to wake vortex behavior. The file also includes vortex lateral
vortex measurement in 1994. [Ref. 4] and vertical position and circulation versus time.
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The real-time processor, developed at The wake vortex data observed and recorded by the
NASA/LaRC, is based on a Signatec 500 Ms/s 8-bit NASA lidar were analyzed and compared with data
digitizer and Mizar Digital Signal Processor (DSP). A from the other wake measurement sensors. The results
SCRAMNet network transmits data between the from the comparison validated the pulsed lidar's ability
scanner, the digitizer, DSP computer, and the real-time to detect and measure the trajectory and to estimate the
display computer, while a computer-controlled, 360- strength of the aircraft generated vortices. The aircraft
de_ee hemispherical scanner steers the laser beam. observed during the deployment were the largest that

A 16-meter long trailer serves as a mobile the pulsed lidar system had the opportunity to measured
laboratory to house the laser transceiver, operator's to date. Many of the wake vortex files recorded were of
console, scanner, signal processing and post-processing B757s and B767s with a few B747s and DC10s.
computers, as well as video systems, a weather station, Figure 2 shows the lateral position measurements
and a Global Positioning System (GPS) receiver. The from all three sensors for wake vortices generated by a
laser beam is expanded before exiting the trailer and is B747-400. Figure 3 shows the vertical position of the
unconditionally eye safe, thus imposes no limits on same vortex pair, as measured by the three wake
operation due to concern for 'personnel safety. The sensors. Figure 4 shows the circulation estimates for
invisible laser beam does not distract pilots or air traffic the same data set.

controllers. DFW Deployment
ORFDeployment From September 15, 1997, through October 10,

The NASA/LaRC WVL Project conducted its 1997, the NASA LaRC Wake Vortex Lidar Project
initial wake vortex deployment at Norfolk International participated in the first AVOSS Deployment to DFW
Airport (ORF) from February 18, 1997, to April 21, International Airport. The wake sensors that
1997. At ORF, the trailer was located in an airport participated in the JFK2 deployment, as well as a set of
overflow parking lot, and the pulse lidar system was meteorological sensors, were utilized at the AVOSS
configured to scan landings on Runway 5. The DFW Deployment. Hinton [Ref. 7] gives a detailed
perpendicular range to the extended runway centerline description and results of the AVOSS experiment.
was 375 meters. During this deployment vortices from The NASA LaRC Pulsed Lidar System was
aircraft as small as a two-engine turboprop were positioned at the North end of the airport,
detected and tracked. The majority of the aircraft approximately 1710 meters from the end and 852
observed at ORF were MD-80s, DC-9s, and B737s. meters to the right of Runway 17C. Weather conditions

varied from hot humid days to heavy thunderstorms,
JFK2Deployment which developed at the end of the day. This

The second deployment was to John F. Kennedy deployment was the longest field test of the pulsed lidarInternational Airport (JFK) from May 26 through June
system, and wake vortices from over 500 aircraft were

6, 1997. During this time, the NASA/LaRC WVL measured. Most the aircraft observed were MD-80
Project conducted wake vortex experiments in class of airplanes with a few B757s, B767s, and B747s.
coordination with independent vortex measurement This was the first time that data from the pulsed lidar
sensors from Massachusetts Institute of Technology system was transferred to AVOSS in real-time.
Lincoln Labs (MIT-LL) and Volpe National
Transportation System Center (Volpe Center). MIT- JFK3 Deployment
LL deployed a 10.6 I.tm,continuous wave (CW), CO2 From October 19 to 22, 1998, the NASA/LaRC
lidar system that was previously tested at Memphis Wake Vortex Lidar Project returned to JFK
International Airport and a previous JFK deployment International Airport to test hardware and software
(JFK1). [Ref. 5] The Volpe Center instrument, a enhancements that were implemented since the DFW
Ground Wind Vortex Sensing System (GWVSS), deployment. The transceiver had been refurbished by
consists of a row of anemometers mounted on 30-foot CTI since the DFW deployment and signal processing
poles, stretching 500 feet on both sides of the runway software modifications were made to improve the real-
centerline. The Volpe Center also tested the same time data processing program.
system in the previous tests at JFK and a similar system The pulsed lidar trailer was positioned at the same
at Memphis. [Ref. 6] location used during the JFK2 deployment. At this

The three wake vortex sensing systems were location, the pulsed lidar system measured wake
configured to simultaneously measure aircraft landings vortices generated by aircraft landing on Runway 31R.
on Runway 31R. The MIT-LL lidar was situated 73 Over 200 wake vortex data files were recorded during
meters to the right of the runway centerline and the four-day deployment.
approximately 700 meters from the end of the runway. In addition to vortex measurements, the lidar
The Volpe Center GWVSS was positioned directly system measured and provided the vertical profiles of
underneath the glide slope of Runway 31R. The NASA line-of-sight (LOS) crosswinds in the plane of the
lidar trailer was 371 meters right of the wind line. All measurement, using range bins that were not influenced
sensors covered the same spatial area in order to collect by the vortices. Algorithms were developed to compute
correlated vortex data. the vertical profiles of turbulent kinetic energy (TKE)
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from the crosswind measurements. (Figure 5) Two References
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Figure 1- Plot of the measured velocity vs. elevation angles (2 to 6 degrees)for four adjacent range bins. The

center of the closest vortex is located in between the range 805 and 835 meters, at an elevation angle of 3.5

degrees. The far vortex can also be seen in the range 835 and 865 meters, at an elevation angle of 2.5
degrees.
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Figure 2-Lateral Position Measured by Wake Sensors of Vortices Generated by B747-400. Figure 4-Normalized Circulation Measured by Wake Sensors of Vortices
_n Generated by B747-400.
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Introduction

The speed, the angle of attack, and angle of side slip of an aircraft is normally measured by pitot probes and
vanes located very close to the aircraft. As modern combat aircraft become more and more independent from
aerodynamic flight, formerly unusual flight conditions, like stall or reverse glide, will produce nonsense results
on the conventional probes.
The idea behind this concept is to use a remote sensing technique for a close observation of the motion of air-
craft relative to its surrounding media without influence from itself. This can be done by detecting the Doppler
shift of the aerosols in the vicinity of the aircraft using a laser radar.

Technique

The volume of interest is illuminated by highly monochromatic (i.e. an almost perfect dirac function in the fre-
quency domain) laser light, the back scattered radiation will show a frequency shift relative to the emitted fre-
quency if the scatterers (aerosol particles and molecules) move relatively to the path of the light (LOS: line of
sight component). The frequency shift is dependent on the wavelength of the laser and of course on the speed of
the particles in the line of sight direction.
The Doppler laser radar principle for itself is divided in either different emitting techniques using pulsed orcon-
tinuous light sources, or detection techniques using direct or heterodyne/homodyne, i.e. coherent receivers. The
specifications of the sensor (see also following table), very high accuracy (0.5 m/s) of the speed at a fixed dis-
tance of some meters (3 - 8 meters) but at flight levels up to 40 kft, eliminate clearly pulsed laser sources: the
pulse length ought to be in the order of the measurement distance which results in a spectral width of the emit-
ted frequency that is much larger than the aimed accuracy (Fourier transform of the pulse shape). Moreover
pulsed systems show optical and electrical disturbances at close measurement ranges resulting from high energy
bursts which are necessary to illuminate that few particles sufficiently.

Table i: requirementsfor a true airspeed sensor
velocity range: 30 m/s to 650 m/s _ 0.25 m/s

velocity variation: < 25 rrds2

repetition rate: 40 Hz

measurement distance: 8 m

optical window: < 80mm ¢

altitudes: S.L to 40 kft (max. 65 kft)

The remaining laser Doppler systems, whereat cw systems are more often called anemometer because of the lack

of ranging, are distinguished by their different detection techniques: incoherent, direct detection or coherent, het-
erodyne or homodyne detection.
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The information, i.e. Doppler shift, can not be measured directly with either techniques: as the laser frequency,
which characterises the carrier, is in the order of some Terahertz neither the carrier frequency nor the f_equency
shift (up to some Megahertz) can be measured directly.

Direct detection

The Doppler shift will be visualised either by interferometry (fringe imaging) or transformed into a intensity in-
formation (edge filter). In both cases the laser wavelength has to be stabilised at some kHz. The observation of
one and almost only one measurement volume is realised by a slant top view on the laser beam propagation
axis (bistatic, offaxis arrangement). The critical items of such a system are so far: adjustment of the transmitter
and receiver axis, frequency stabilisation of the laser. Furthermore the different scattering processes (Mie by
aerosols and Rayleigh by molecules) have to be separated first.

Coherent detection

The received radiation will be mixed Witha small portion of the laser source itself, either at the same carrier fre-
quency (homodyne) or at a slightly shifted frequency (heterodyne). As a result the difference (Doppler shift plus
offset in case of heterodyne) can be recorded directly in form of a beating in the order of some Megahertz. The
ranging is done by focussing the beam (coaxis arrangement), the volume is well defined by the diffraction limit.
Nevertheless one should note, that the scatterers (aerosols only) become more and more extinct with increasing
altitude.

Realisation

As a first step a coherent detection continuous wave anemometer has been realised in form of a virtual instru-
ment (computer simulation). This virtual instrument will allow to study the performance of a true airspeed
sensor under different environmental conditions depending on instrumental parameters, like focal length, receiver
diameter, measurement time, wavelength etc.
The particular problem consists in the statistical nature of this measurement process, especially for large alti-
tudes. Since the measurement volume is very small and only a few scatterers (aerosol particles) are present, the
received signal may not be continuous. Instead, we expect single ,,blips" and samples with no return signal at
all.

The beam radius W(z) of a focused beam at distancez is

,/W(z) = W '0 1 + _,2(z _f)2 / _t2W ,40 '

where', is the wavelength, f is the focal length and W"0 is the beam radius at the focus

_ 4W 'o = Wo/ 1 + W 0 11;2 / _2f2

W 0 is the aperture radius. We define an enlarged measurement volume as a cuboid with length of sides 1,

W( f - 1/2) and VAt, where vA is the aircraft's speed, t is the measurement time and 1 is the length of measure-

ment volume (input parameter).
For each of the N particles contained in the enlarged measurement volume the coordinates (x,y,z) are chosen

equally distributed between (0,0,0) and (W(f-l/2),VAt + W(z), 1).For each particle the backscatter cross section
is chosen according to the particle size distribution function.

A particle with coordinates (x,y,z) enters the measurement volume only if x<W(z). It contributes to the signal
for times

te (Y/VA, y/V A + 2_/W2(z) -- X2 / VA)

The contribution to the heterodyne signal for this particle is
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2 exp (2= i _) for tvA e y, y + 2_W2(z)-x 2ZkWo(A+B
Kk(t ) = 0 else

where

2' B- 1- ,
2W° 7,zk

x is an equally random distributed random variable between 0 and 1 and _k is the backscatter cross section of

particle k.

Finally, the heterodyne signal is given by

N

S(t)=2Re _/-_PTeXp{2/tit(VOFF--2VLOS/X } ,_ Kk(t ) .n=l

where vOFF is the offset frequency (frequency difference between transmitter laser and local oscillator frequen-

cies), PLO andPT are local oscillator and transmitter laser power, respectively and VLOS is the LOS projec-

tion of the aerosol particles speed. It is assumed, that all particles have the same speed during the measurement
time. The optical heterodyne signal is transformed into an electrical current using a virtual receiver front end,
and finally frequency analysed using Fourier transform (power spectrum peak finder). Figure 2 shows the front
panel of the virtual true air speed sensor. The expected blips caused by the lack of scatterers (about 400 particles
during the measurement time of 1 ms) can be seen clearly in the optical signal (graph in the right upper comer),
whereas the electrical current (center graph) apparently contains noise only. The accumulated power spectrum
(500000 samples divided by 512 samples per spectra--- 1000 spectra) contains nevertheless clearly the relative
speed of the aircraft (symmetric peaks at _+5MHz in the bottom graph include still the local oscillator offset of
here 250 MHz).
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Figure 2: front panel of coherent detection Doppler lidar true airspeed sensor

Conclusion

So far sample calculations using the virtual instrument have shown, that a cw power of i W is necessary to
ensure the envisaged accuracy of 0.5 m/s in LOS direction at the critical altitude of 40 kft. The simulation will
be enhanced including 4 axis measurement geometry (3D plus t dimension redundance) to retrieve full true air-
speed information.
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INTRODUCTION

The Airborne Coherent Lidar for Advanced Inflight Measurements (ACLAIM) is a NASA/DrYden-
lead program to develop and demonstrate a 2 p.mpulsed Doppler lidar for airborne look-ahead
turbulence detection and warning. Advanced warning of approaching turbulence can significantly
reduce injuries to passengers and crew aboard commercial airliners. The ACLMM instrument is a
key asset to the ongoing Turbulence component of NASA's Aviation Safety Program, aimed at
reducing the accident rate aboard commercial airliners by a factor of five over the next ten years and
by a factor of ten over the next twenty years. As well, the advanced turbulence warning capability
can prevent "unstarts" in the inlet of supersonic aircraft engines by alerting the flight control
computer which then adjusts the engine to operate in a less fuel efficient, and more turbulence-
tolerant, mode.

Initial flight tests of the ACLAIM were completed in March and April or"1998. This paper and
presentation gives results from these initial flights, with validated demonstration of Doppler lidar
wind turbulence detection several kilometers ahead of the aircraft.

SENSOR DESCRIPTION AND MEASUREMENT CONFIGURATION

Figure 1 shows a picture of the ACLAIM hardware as installed aboard the National Center for
Atmospheric Research (NCAR) Electra research aircraft. The Doppler lidar system, designed and
built by Coherent Technologies, Inc., operated at an eyesafe wavelength of 2.0125 p.m(Tm:YAG)
with a pulse energy of 12 mJ and a pulse repetition frequency of 100 Hz. The pulse duration was
460 nsec (70 m) and the output range resolution was typically 100 m. For these initial flights, the
ACLAIM operated with a single line of sight directed 2 deg down and 0.5 deg out from the aircraft
axis. With a nominal 2 deg pitch angle, the line of sight was reasonably well matched to the flight
track. The aperture diameter was 10 cm (8 cm beam diameter) and the optics were usually focused
at a nominal range of 1 km. A variety of real-time data displays were available during the flight,
including signal to noise, estimated backscatter, relative airspeed ahead and a short-term-average
velocity structure function at 300 m separation. Raw data samples were recorded at the 100
megasample!sec rate out to 9.5 km and are available for post-processing.

The Electra is four-engine turboprop, with a maximum airspeed of 310 knots (160 m/s) and an
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operating ceiling of 28,000 feet (8.4 km). The Electra has a sophisticated array of aerosol

instrumentation, a gust probe, global positioning equipment, and data acquisition systems to allow
comparisons between the lidar and the aircraft systems. These data were recorded and are available
for atmospheric characterization analyses and off-line correlation with the lidar observations.

Wavelength: 2.0125_am ....
Pulse Energy: 12mJ

PRF: 100 Hz
Pulse Duration: 460 nsec (70 m)

Aperture Size: 10cm
FocalRange: Selectable:1 km andcollimated(typ)
LookDirection: Forward-looking:-2 deg down

and0.5 deg outfrom A/C axis
Signal Processor: CTI RASP
IntegrationTime: 1 sec (typical)
Aircraft Data: Nav,gust probe,aerosolprobes(3)

Figure 1 Photograph of NCAR/Electra research aircraft, ACLAIM lidar mounting location and nominal
specifications for the Spring, 1998 flight tests.

FLIGHT TESTS

The ACLAIM test flights were conducted over the eastern ridge of the Rocky Mountains and the

adjacent High Plains in the west-central U.S.. The five flights comprised roughly 14 hours of flight
data. All flights operated out of the Jefferson County Airport in Broomfield, Colorado, between
Denver and Boulder. Most flights occurred over eastern Colorado and northern New Mexico. A few

short flight legs also penetrated southeastern Wyoming and northwest Nebraska. The maximum
flight altitude was 25,000 ft MSL, but a majority of the flight data was collected at altitudes between

10,000 and 15,000 ft MSL where significantly _eater wind turbulence regions were encountered.

The primary atmospheric target was patchy lee-wave turbulence near the eastern ridgeline of the
Rocky Mountains. Secondary targets included continuous convective turbulence with high aerosol

backscatter at lower altitudes over the plains, and quiescent air with low aerosol backscatter at higher
altitudes. Throughout the field pro_am, ACLAIM operated quite well. Turbulent features were
detected and measured as far as 8 krn ahead of the aircraft in high backscatter, and as far as 2-4 km
ahead in low backscatter. Turbulence was often accompanied by enhanced aerosol backscatter.

Sample Turbulence Detection

The Doppler lidar's capability to detect turbulent disturbances ahead of the aircraft was clearly
demonstrated during the Electra flights. A number of turbulent/gust features were identified on the
real time display, tracked as they approached the aircraft, and felt, as the airplane penetrated the
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disturbed region. Correlation analyses comparing the time-lagged lidar-measured axial velocity and
the eddy dissipation rate with similar measures derived from onboard (in situ) sensors showed good
agreement. Figure 2 and Figure 3 plot preliminary lidar-derived turbulence detection metrics for a
turbulent feature encountered during the second flight. This encounter was the strongest encounter
of the flight program. Figure 2 shows the time history of the lidar-estimated, and time-lagged, eddy
dissipation rate (cube root) co-plotted with the RMS vertical velocity and RMS vertical acceleration
data, using a five second time window. The correlation appears to be very good, and the scatter plot
in Figure 3 bears this out.

Eddy Diss Rate: Sep=443m @1333m Sep=443m cent @1333m
o.5o ......................... 6_ lO.OO , , ,

-- W-vel 5>_

_" 0.40 .... gccei 4__ _ °_%_
o30 , _ _ loo + o _+_oO_o

= '" ! " "+°?°+ °i'1 3 z o _, -o% <t *
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Figure 2 Time history of lidar-measured eddy Figure 3 Scatterplotof the RMSverticalacceleration
dissipation rate time lagged and co-plotted with (y-axis) versusthe square root of the lidar-measured
onboard (in situ) RMS vertical velocity and RMS velocity structure function (x-axis). Data applies to
vertical accelerationfor a turbulentencounter during the time sequenceplottedin Figure2.
the secondflight.

Sample Lidar-Estimated Aerosol Backscatter

During the flight tests, ground-based calibrations against a diffuse flame-sprayed aluminum (FSA)
hard target were conducted before and/or after most flights. These calibrations provided a baseline
for detecting and diagnosing drifts or changes in the lidar optical efficiency that may have developed
during the flight program, although none were detected. They also provided an absolute radiometric
calibration reference for real-time and off-line estimation of the atmospheric aerosol backscatter
coefficient, 13.

Figure 4 and Figure 5 show the estimated 2 micron backscatter coefficient, 13in m-1sr-1, for selected
mid-altitude portions of the second flight. Figure 4 plots the data as a function of the aircraft pressure
altitude (MSL) and Figure 5 plots the data as a function of the aircraft ground altitude (AGL).
During a majority of the subject flight window, the aircraft was flying upwind and downwind and
perpendicular to a ridge line in the Wet Mountains of south-central Colorado. Elevated aerosol
backscatter levels showed high correlation with the wind turbulence level. The lower altitude values
of the backscatter coefficient are near 10-7 m-lsr -1 and are often below 10-8m-lsr -1 above 4000 m
MSL. Backscatter estimates for higher altitudes will be presented at the conference.
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Figure 4 Corrected backscatter estimates versus MSL Figure 5 Corrected backscatter estimates versus AGL
altitude for Flight 2 on March 26, 1998. altitude for Flight 2 on March 26, 1998.

SUMMARY

The initial ACLAIM/Electra flight tests were successfully completed in the Spring of 1998. The lidar
hardware and software proved to operate reliably and the maximum measurement range met or
exceeded expectations. Real-time advanced detection of turbulent features was routinely
demonstrated, with very good correlation with the aircraft's encounter with the same air masses a
few to several tens of seconds later. The success of these test flights and the results of the
post-flight analyses have important implications for NASA's Space-Readiness Coherent
Lidar Experiment (SPARCLE), and the Turbulence component of NASA's Aviation Safety
Program(AvSP). The SPARCLE program, with theobjectiveto obtain global-scale wind
measurements from low earth orbit on the Space Shuttle, will primarily benefit from the
improved understanding of the aerosol backscatter distribution at 2 _m. The AvSP Turbulence
programwill primarily benefit from the verifiable lidar database used to support turbulence
characterization and turbulence detection algorithm development.

ACKNOWLEDGMENTS

This research is sponsored by the National Aeronautics and Space Administration. The views
expressed are those of the authors and do not necessarily represent the official policy or position of
the U.S. Government.

23



JuneauAirportDopplerLidar Deployment: Extractionof Accurate
TurbulentWind Statistics

Stephen M. Hannon

CoherentTechnologies,Inc.
655AspenRidgeDrive

Lafayette,Colorado USA 80026
(303)604-2000,e-mail:steveh@ctilidar.com

Rod Frehlich, Larry Cornman, Robert Goodrich, Douglas Norris, John Williams

ResearchApplicationProgram
NationalCenterforAtmosphericResearch

Boulder,Colorado80307USA

INTRODUCTION

A 2 _tmpulsed Doppler lidar was deployed to the Juneau Airport in 1998to measure turbulence and
wind shear in and around the departure and arrival corridors. The primary objective of the
measurement program was to demonstrate and evaluate the capability of a pulsed coherent lidar to
remotely and unambiguously measure wind turbulence.

Lidar measurements were coordinated with flights of an instrumented research aircraft operated by
representatives of the University of North Dakota (UND) under the direction of the National Center
for Atmospheric Research (NCAR). The data collected is expected to aid both turbulence
characterization as well as airborne turbulence detection algorithm development activities within
NASA and the FAA. This paper presents a summary of the deployment and results of analysis and
simulation which address important issues regarding the measurement requirements for accurate
turbulent wind statistics extraction.

SENSOR DESCRIPTION

The Doppler lidar was an eyesafe coherent Doppler lidar operating at a wavelength of 2.012 p,mwith
a pulse energy of 4.5 mJ (nominal), a pulse duration of 400-500 nsec (FWHM intensity), a pulse
repetition frequency (PRF) of 100 Hz, a beam diameter of 5 cm (e2 intensity full width), and a hard
aperture of 10 cm. An 8'x7'x8' (WxLxH) wood frame fiberglass shelter housed the lidar, scanner,
and contrql and signal processing electronics. Lidar data was collected and processed at
100 Hz using a CTI-developed RASP (Real-time Advanced Signal Processor). The nominal velocity
bandwidth was +22 m/sec (+43 knots). During most of the Juneau data collection, an extended
bandwidth mode was utilized with a velocity range of _+45m/sec (_+87knots).

The lidar data was ported in real time to a remote operations center via an RF modem link. A
graphical user interface (GUI) in the operations center enabled the operator to manipulate the scanner
and signal processing configuration. The radial range resolution of the sensor, which is defined by
the pulse duration and the processed range gate size, was 75-100 m. The minimum transverse
resolution, which is defined by the beam width, was approximately 15cm at 3 km. For a scanning
configuration, the transverse resolution is defined by the slew rate and integration time.
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MEASUREMENT CONFIGURATION

Figure 1 is a map of the
Juneau International OpsCenter

Airport area. The location
of the lidar, operations
center and two of the
three radar wind profilers
are also indicated. Three
departure configurations
are shown: the Lemon

Creek departure, the Fox Douglas Island

departure, and the RadarWindProfiler
Channel departure. The
lidar azimuth scans were
designed to track along ,,:,,_
these departure paths
which were flown by the
research aircraft.
Therefore, the elevation

angle was a function of 1_,1
the azimuth angle. The

data region used for the Figure 1 Map of Juneau International Airport and vicinity indic_itingthe
analyses presented here is operationscenter location, lidar location, flight patterns and terrain
indicated, features.

EXTRACTION OF TURBULENCE STATISTICS

Statistical estimates for atmospheric turbulence are useful for understanding boundary-layer
processes and linking observations to longer-term predictions of hazardous wind conditions. Until
recently, extraction of statistical measures including eddy dissipation rate and turbulent kinetic
energy has been limited to in situ point sensors such as anemometers or gust probes aboard research
aircraft. The accurate estimation of these statistical measures was successfully demonstrated with a
pulsed Doppler lidar operating in a staring mode.l Care must be taken to account for the Doppler
range resolution, which serves to spatially average the velocity and so underestimate the eddy
dissipation rate. The system estimation error must also be taken into account in many cases.

The velocity structure function at range r and for separation distance s is defined as

Dv(s,r,t)=([v'(r-s/2, t)-v'(r+sl2, t)] 2)

where v'(r,t)=v(r,t)-<v(r)>, and the mean velocity <v(r)> is the total ensemble average over a locally
stationary time interval. The eddy dissipation rate _ is related to the structure function, and this
relationship has a fairly simple form in certain regimes, such as Dr(s,r)=Cv_3(r)s2/3,with C_=2(see
Monin and Yaglom2). In reality, the ensemble average is only approximated. For staring beam data,
the ensemble is approximated by a long duration time series of the observed radial velocities. For the
Juneau deployment, the lidar was scanning and the ensemble approximation is derived from a
combination of temporal and spatial integration.

I R. G. Frehlich, S. M. Hannon, and S. W. Henderson, "Coherent Doppler lidar measurements of wind field statistics,"

Boundary-Layer Meteorol. 86, 233-256 (1998).

2 A. S. Monin and A. M. Yaglom, Statistical Fluid Mechanics: Mechanics of Turbulence, Vol. 2, MIT Press (1975).
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Figure 2 Velocity structure function versus separation distance. Open circles are lidar estimates derived from
five consecutive azimuth scans through a region measuring 700 mby 770 m. The left panel shows the
best fit structure function using the first seven estimates (separation <550 m). The right panel shows
the best fit structure function using all nine estimates. The effects of the pulse duration and processing
window are removed as described in Ref. 1, but for a Von Karman structure function model. Best fit
and outer scale (Lo)are given at the top of each plot.
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Figure 3 Results of a lidar simulation with a 2D turbulence model.3 The left panel shows a single realization
for one scan through a 700 m by 770 m region and the turbulence parameters of Figure 2. The right

Ph_le:hOWted_st:gral_ _OnmdlarO_eSivm_itatned:oa_litmh/aningot.gddydmi_Ss_,a_One_eel f 0.006 m2/s 3.• . . . . p ' y.

3R. G. Frehlich, "Effects of Wind Turbulence of Coherent Doppler Lidar Performance," J. Atmos. Oceanic Technol. 11, 54-
75 (1997).
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Input_=0.600000E-03m2/s3 L0=475.0m
Figure 2 shows structure function estimates derived

_=0.616536E-03 m2/s3 Lo=425.6m
from five consecutive azimuth scans through a
region measuring 700 m by 770 m (some 100
independent measurements per scan). The best fit 100

eddy dissipation rate and outer scale estimates are -_
observed to vary by roughly 15% and more than

50%, respectively, depending on the maximum _'
separation distance used in the fitting algorithm, o

¢.,

The mean value for _ derived from in situ aircraft _ 10"

data during five penetrations of the analysis grid
" 3 "_

was 0.00068 m-/s, in reasonably good agreement ._
with the lidar predictions.

Figure 3 shows the results of a lidar simulation with

a 2D turbulence model and system and atmospheric 10' 102 103
parameters designed to match the experimental Separation [m]

conditions. A single realization for a single scan Figure 4 Velocity structure function estimates versus
through a 700 m by 770 m region is shown along separation distance for the simulation of Figure 3. Open
with ahistogramfrom 1000 simulated scans. The circles are the lidar estimates derived from 1000
histogram indicates that the estimate statistics are consecutive azimuth scans through a region measuring

700 m by 770 m.nearly exponential (low order Gamma), with a
"_ 3

simulation mean and standard deviation of 0.001 m2/s3 and 0.0007 m'/s, respectively.

Figure 4 shows the structure function estimates for the 2D windfield-plus-lidar simulation and an

ensemble derived from 1000 scans through the 700 m by 770 m region. The nine-point fit to the lidar
data yield eddy dissipation rate and outer scale estimates within 3% and 10% of the input values.

SUMMARY

An eyesafe, solid-state two micron Doppler lidar was successfully deployed at the Juneau Airport in
March and April of 1998. The lidar velocity data has been processed to extract turbulent statistics
estimates with a combination of temporal and spatial averaging to approximate the ensemble average.
Substantial fluctuations were observed in both the eddy dissipation rate and the outer scale for

averages over a single scan through a 700 m x 770 m region. The fluctuations were reduced by the
addition of temporal averaging over five consecutive scans. A detailed simulation was employed to
further explore the requirements for generating the ensemble average. The simulation showed that
even after averaging 1000 scans, the fluctuations are still noticeable. These fluctuations are not due

to lidar estimation error. Rather, they are directly attributable to the real fluctuations that exist in the
wind field and the limited number of independent realizations of the largest scales within the
averaging period and region. Additional results and analyses will be presented at the conference.
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1. Introduction

The coherent Doppler lidar, when operated from an airborne platform, offers a unique measurement capability for
study of atmospheric dynamical and physical properties. This is especially true for scientific objectives requiring
measurements in optically-clear air, where other remote sensing technologies such as Doppler radar are at a
disadvantage in terms of spatial resolution and coverage. Recent experience suggests airborne coherent Doppler
lidar can yield unique wind measurements of--and during operation within--extreme weather phenomena. This
paper presents the first airborne coherent Doppler lidar measurements of hurricane wind fields.

The lidar atmospheric remote sensing groups of National Aeronautics and Space Administration (NASA) Marshall
Space Flight Center, National Oceanic and Atmospheric Administration (NOAA) Environmental Technology
Laboratory, and Jet Propulsion Laboratory jointly developed an airborne lidar system, the Multi-center Airborne
Coherent Atmospheric Wind Sensor (MACAWS). The centerpiece of MACAWS is the lidar transmitter from the
highly successful NOAA Windvan[l]. Other field-tested lidar components have also been used, when feasible, to
reduce costs and development time. The methodology for remotely sensing atmospheric wind fields with scanning
coherent Doppler lidar was demonstrated in 198112]; enhancements were made and the system was reflown in
198413]. MACAWS has potentially greater scientific utility, compared to the original airborne scanning lidar
system[2,3], owing to a factor of-60 greater energy-per-pulse from the NOAA transmitter. MACAWS

development was completed and the system was first flown in 1995. Following enhancements tO improve
performance, the system was re-flown in 1996 and 1998. The scientific motivation for MACAWS is three-fold:
obtain fundamental measurements of subgrid scale (i.e., -2-200 km) processes and features which may be used to
improve parameterizations in hydrological, climate, and general/regional circulation models; obtain similar datasets
to improve understanding and predictive capabilities for similarly-scaled processes and features; and simulate and
validate the performance of prospective satellite Doppler lidars for global tropospheric wind measurement.

2. Instrument Description

Details on the MACAWS instrumentand methodology are described in detail elsewhere[4,5]. Briefly, MACAWS
consists of: a frequency-stable pulsed transverse-excited atmospheric pressure CO 2 laser emitting 0.5-1.0 J per pulse
between 9-11 gm (nominally 10.6 gm) at a nominal pulse repetition frequency of-20 Hz; a coherent receiver
employing a cryogenically-cooled HgCdTe detector; a 0.3 m off-axis paraboloidal telescope shared by the
transmitter and receiver in a monostatic configuration; a ruggedized optical table and three-point support structure; a
scanner using two counter-rotating germanium wedges to refract the transmitted beam in the desired direction[6]; an
inertial navigation system (INS) for frequent measurements of aircraft attitude and speed; data processing, display,
and storage devices; and an Operations Control System (OCS) to coordinate all system functions. During flight,
laser pulses are transmitted through the scanner, mounted in the left side of the aircraft ahead of the wing. INS
measurements of aircraft pitch, roll, and velocity are input to the OCS, which, to maintain precise beam pointing,
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rapidly adjusts the scanner to compensate for aircraft attitude and speed changes. Using the INS measurements and
scanner settings the OCS estimates and subtracts the frequency contribution to the Doppler-shifted signal due to the
component of aircraft motion along the line of sight, yielding LOS wind velocities with respect to earth coordinates.
Two-dimensional wind fields are obtained as described below. LOS velocity, backscatter intensity, and wind fields
are displayed in real-time to assess lidar performance and data quality, and for in-flight guidance. Data stored for

later analysis include digitized in-phase and
quadrature components of the amplified detector

a output (in limited quantities); laser and signal

processor settings and diagnostics; intensity,
velocity, and spectral width from multi-lag

Fixed beam position covariance calculations[7,8]; INS outputs; scanner
........_ settings; and aircraft housekeeping.

_o In addition to the ability to compensate for platform
motion in real-time, MACAWS has the unique

"....... capability to steer the lidar beam with varying
degrees of sophistication, Fig. l(a-c). In the simplest

J ,o o,o oon_ _ b case (Fig. l(a)), vertical profiling of LOS velocity"_ :_ and backscatter above or below flight level is
:? component / _ achieved by maximally refracting the beam up or

down, subject to a refractive limit of +32 deg.
R Profiles at steeper angles over limited region s, with
a attitude compensation, may be achieved,by banking
n the aircraft. A field of two-dimensional winds (Fig.

l(b)), or scan plane, is measured by alternatelyg
w- directing the beam forward and aft by 20 deg from

e Aircraft normal relative to the flight heading. Two-
dimensional wind velocity is then calculated at the
intersections using trigonometry. The scanner and

C OCS attempt to compensate for heading changes

Multiplescan due, e.g., to cross-winds and turbulence. When
- profiles are required over an atmospheric volume,

.................._z_ .......... the scanner may be programmed to obtain multiple
..................................................scan planes by changing the elevation of the beam

between scans (Fig. l(c)). Thus, wind fields at
multiple vertical levels may be mapped.

Previous comparisons with winds derived from the
DC-8 INS indicate horizontal wind velocity errors

Figure. 1. MACAWSbeamScanningcapabilities: (a) Profiling of _1 ms" and _10 deg or less, and pointing errors
and angulardependence;(b) windfieldin a singlescanplane;(c) of 0.l deg or less under minimally-turbulent
Three-dimensionalcoverage(multiplescanplanes) conditions[4].

3. Experiment and Results

Measurements were made during 13 August - 22 September, 1998 as part of the Convection and Moisture
Experiment (CAMEX-3) and Texas-Florida Underflight (TEFLUN) field programs sponsored by the NASA Office
of Earth Science. The purpose of TEFLUN was to validate a space-based radar for measuring tropical rainfall.
CAMEX-3 research objectives were to study tropical cyclone intensification and tracking in the western Atlantic
Ocean and Gulf of Mexico, using a variety of sensors based on "state-of-the-art" active, passive, optical, and
microwave remote sensing technologies[9]. NASA aircraft were based at Patrick Air Force Base in east-central
Florida. Aircraft from the NOAA Atlantic Oceanographic and Meteorological Laboratory Hurricane Research
Division and the US Air Force 53_dWeather Reconnaissance Squadron, based elsewhere, also participated. Flights
were made into hurricanes Bonnie (twice), Danielle (twice), Earl (once), and Georges (twice). Mission profiles
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involvedflightsinto the hurricaneproperand/oritsenvironment.Eyepenetrationstypicallywere madeat 35,000ft
pressurealtitude(10.7 km) owingto aircraft safetyconsiderations.Samplingof moist,low-levelinflowof air into
the hurricane (implicatedas a possiblemechanismfor rapid intensification)was conductedin the less-disturbed
environmentfromaltitudesof 17,000-25000ft (5.2- 7.6 km). Duringmostof the eyewallpenetrations,the aircraft
experiencedlight,and occasionallymoderate,turbulence. At leastonelightningstriketo the aircraftoccurred,with
noadverseaffectonthe scientificinstrumentation.

Figure 2 shows a portion of the eyewall winds in the northwest quadrant at 10.4 km altitude during an eyewall
transect of Bonnie as the cyclone made landfall in the Carolinas. The approximate location of the analysis is
indicated on a visible satellite image obtained -20 minutes earlier. The gridded two-dimensional wind velocities
were calculated using the National Center for Atmospheric Research (NCAR) software package 'Custom Editing '
and Display of Reduced Information in Cartesian space,' CEDRIC[10]. Owing to the vertical distribution of scan
patterns (-20, -I0, 0, 10, 20 deg), horizontal wind fields were calculated from 10.1 - 10.5 km in 100 m vertical
intervals. Results show an extremely tight velocity gradient along the inner edge of the eyewall: Wind velocities
were in good agreement with flight-level winds derived from the aircraft INS.
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Figure 2. Eyewall wind measurements in Hurricane Bonnie, 26 August 1998, 1625 UTC, with MACAWS airborne
coherent CO2Doppler lidar. These represent the first hurricane wind measurements with Doppler lidar.

4. Conclusions

Our experience has confirmed that airborne coherent Doppler lidar has the capability to obtain wind measurements
within the hurricane, in the absence of hydrometeors where conventional scanning Doppler radars have insufficient
scatterers to map the wind field, Thus, it is possible to achieve a niore complete picture of hurricane dynamical
structure, especially if measurements by airborne Doppler lidar and radar are coordinated in space and time. Our

: results, though; were dependent on cloud distribution and opacity. Best performance was achieved in the optically-
thin cirrus region of the central dense overcast (CDO), a broad shield of cirrus cloud centrally-located in the upper
level of the cyclone (see Fig. 2 for an example). Propagation occasionally extended to 20 km or more, owing to
minimal beam attenuation. At other times, however, optically-dense cloud precluded wind measurements beyond
the lidar minimum range of-l.5 km.

Future applications include simulation and validation of planned satellite Doppler wind lidars (SDWL). In
particular, plans are underway to underfly the SPAce Readiness Coherent Lidar Experiment (SPARCLE) Space
Shuttle mission planned for spring 2001[1I, 12]. SPARCLE is the second mission to be conducted under the NASA
New Millennium Program Earth Orbiting component (EO-2) to transition remote sensing technologies to space.
Since there is no space heritage for Doppler lidar measurements, a variety of validation measurements are planned
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throughout the two-week shuttle mission. MACAWS will provide fine-spatial resolution measurements with which
to evaluate the representativeness of SPARCLE winds.

Finally, we note that technological maturity may be defined in a number of ways, such as turnkey system operation,
system miniaturization, or measurements from space. Our experience suggests perhaps another criterion for
maturity, namely successful operation in a hostile meteorological environment.
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WIND Instrument
Results of ground tests
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An airborne coherent Doppler Lidar to retrieve mesoscale wind
fields has been developed in the frame of the Franco-German
WIND project. The instrument is based on a pulsed C02 laser
transmitter, heterodyne detection and wedge scanner. The
performance of the instrument operating on the ground is
reported.

1. Introduction

WIND developed within a common project by CNRS-CNES / DLR is an airborne coherent infrared
Doppler lidar for wind velocity measurement. The system is based on pulsed CO2 laser technology,
heterodyne detection and a conical Scanning SYstem. Tests and validation measurements of the WIND
instrument were done on the ground before integration on aircraft. During December 3 to December 8, 1998
several field tests totalling several hours of experiments were made at Palaiseau with several weather
conditions like clear air, snow and rain. The objective was to retrieve the wind field and to check the
instrumentperformance. Intercomparison of wind measurements were made using radiosonde soundings
from Trappes located approximately 12 km west of Palaiseau.
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2. Instrumental set-up

The instrumentwas installed in the LMD container in a configurationclose to the position defined for
aircraft installation.The outputenergy was varyingfrom 120 nff to 200 mJ depending of the ageing of the
gas. The TE laser pulse was sent through the 20 cm telescope to the atmosphere either vertically or
horizontallyafterpropagatingsuccessively throughvarious optics on the optical bencfi. Conical scans were
done by using thescanner wedge followed by the aircraftopticalwindow.A full scanwith a zenith angle of
30° was completedevery 20 s. Horizontalshots were done by puttinga dedicatedtwo axis mirrorsystem on
the roof of the container.

The signal processingis based on the methodof early digitizing.The referenceandthe atmosphericsignals
are digitised with 200 MHz to achieve a high bandwidth needed for airborne operation. The real-time
display capabilities include the received atmospheric signal, a velocity azimuthdisplay (VAD) and some
housekeeping data. The raw dataof each record are stored on hard disks. A total amountof 36000 shots
with about 1 Gbyte will be gatheredduringI hourof operation.

In a first step - a quality analysis - the raw data will be checked. Several automaticchecks will be
performed to exclude shots for data processing. This comprises checks on housekeeping data, aircraft
attitude,time synchronisationand triggersignals or digitised pulse monitorraw data. Afterexcluding bad
shots the data analysisof the pulse monitorsignal and the atmosphericsignal is done. The steps for data
analysis are digital mixing, filtering, decimation and frequency estimation. Radial velocity from the
received signal is calculated by using the pulse-pair frequency estimator from single shots with a vertical
resolution of 250 m. The wind vector is calculated from the line of sight component for the specific,altitude
levels using a sine-fit-procedure.

3. Results

Several sets of test measurements have been done horizontally in the planetary Boundary Layer (PBL).
Atmospheric signals could be obtained during foggy conditions up to 9 km. Hard target measurements were
done on several days. The signature of two hard targets spaced by 300 m Couldclearly be identified in the
signals.

Results of a measurement done on December 5, 1998 are presented below. The synoptic condition on this
day is characterised by a low pressure region east of Denmark. Cold, northwesterly air flew over North
France on the back of this low. Clear air conditions with a cloud layer at about 3 km to 4 km could be
observed. Comparisons with data of a radiosonde launched at Trappes (approximately 12 km west of
Palaiseau) were made.

Figure 1shows the received atmospheric signal (0 to 40 dB) versus range (0 to 10 km) versus shot number
(0 to 200). Layers of high backscattered intensity can be seen between 0.5 km to 1 km and 3 km to 4 km
(cloud layer). The sine-wave fitting (frequency in MHz vs. scan angle) for one conical scan for the height
of 3.5 km is shown in Figure 2. The LOS frequency is shown only for pulses which passed the quality check
routines. The calculated horizontal wind-magnitude is 22.8 m/s and the direction is 295°. The root-mean-
square-error of the sine,fit is 1.95 m/s.

A comparison of the calculated horizontal wind speed from lidar signals at 13 UTC and data of a
radiosonde launched at Trappes at 12 UTC is shown in Figure 3. There is a good agreement of radiosonde
and lidar measurements between 0 km to 1km and 3 km to 4 km, where the received signal is high (see Fig.
1).
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4. Conclusion

Tests conducted with several weather conditions show that the WIND instrument is able to make accurate
wind profile measurement with a VAD technique. The horizontal velocity component can be obtained by

using sine-fit with good accuracy when SNR is greater than 1. A first flight will be performed in June
1999, with special emphasis on testing of routines for correcting flight attitude from GPS (Global
Positioning System) and IRS (Inertial Reference Systeme) with ground return from lidar.
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Figure 3 : Comparison of horizontal wind speed (m/s) of radiosonde (Trappes, 12 UTC) and lidar
(Palaiseau, 13 UTC) on December, 5
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Improving Scientific Capabilities in Space in the 21st Century: the NASA New
Millennium Program

Carol A. Raymond (Jet Propulsion Laboratory, MS 183-501, 4800 Oak Grove Drive, Pasadena, CA 91109;
818-354-8690; cravmond@ipl.nasa.gov)

David Crisp (Jet Propulsion Laboratory, MS 180-404, 4800 Oak Grove Drive, Pasadena, CA 91109; 818-
354-7969; dcrisp(_,pop.ipl.nasa.gov)

NASA's New Millennium Program (NMP) has been chartered to identify and validate in space emerging,
revolutionary technologies that will enable less costly, more capable future science missions. The program
utilizes a unique blend of science guidance and industry partnering to ferret out technology solutions to
enable science capabilities in space which are presently technically infeasible, or unaffordable. Those
technologies which present an unacceptably high risk to future science missions (whether small PI-led or
operational) are bundled into technology validation missions. These missions seek to validate the
technologies in a manner consistent with their future uses, thus reducing the associated risk to the first user,
and obtaining meaningful science data as well.

The SPAce Readiness Coherent Lidar Experiment (SPARCLE) was approved as the second NMP Earth
Observing mission (EO2) in October 1997, and assigned to Marshall Space Flight Center for
,mplementation. Leading up to mission confirmation, NMP sponsored a community workshop in March
1996 to draft Level-1 requirements for a doppler wind lidar mission, as well as other space-based lidar
missions (such as DIAL). Subsequently, a study group was formed and met twice to, make
recommendations on how to perform a comparison of coherent and direct detection wind lidars in space.
These recommendations have guided the science validation plan for the SPARCLE mission, and will
ensure that future users will be able to confidently assess the risk profile of future doppler wind missions
utilizing EO2 technologies. The primary risks to be retiredare: (1) Maintenance of optical alignments
through launch and operations on orbit, and (2) Successful velocity estimation compensation for the
Doppler shift due to the platform motion, and due to the earth's rotation. This includes the need to account
for all sources of error associated with pointing control and knowledge. The validation obiectives are: (1)
Demonstrate measurement of tropospheric winds from space using a scanning coherent Doppler lidar
technique that scales to meet future research (e.g. ESSP) and operational (e.g. NPOESS) mission
requirements. Specifically, produce and validate LOS wind data with single shot accuracy of 1-2 m/s in
regions of high signal-to-noise ratio (SNR), and low atmospheric wind turbulence and wind shear, (2)
Collect the atmospheric and instrument performance data in various scanning modes necessary to validate
and improve instrument performance models that will enable the definition of future missions with greater
confidence. Such data include aerosol backscatter data over much of the globe, and high SNR data such as
that from surface returns, and (3) Produce a set of raw instrument data with which advanced signal
processing techniques can be developed. This objective will permit future missions to better understand
how to extract wind information from low backscatter regions of the atmosphere.

To date, four NMP technology validation missions are in the implementation phase, and three others are
seeking final approval for implementation. Deep Space 1 (DS1), launched in July 1998, is slated to visit
asteroid 1992 KD in July 1999. DS1 has successfully validated a solar electric (ion) propulsion system. In
addition, two innovative compact instruments, the Miniature Integrated Camera Spectrometer (MICAS)
and the Plasma Experiment for Planetary Exploration (PEPE) have been validated. The Mars Microprobe
Project (DS2) was launched in January 1999 as a piggyback on the Mars 98 lander, carrying two tiny
probes that will crash land into the south polar region of Mars in December 1999. The primary validation
experiments on DS2 are a non-ablative aeroshell entry vehicle, and several microinstruments within the
probe. The first Earth Observing NMP mission (EO1), set to launch in December of 1999, will
demonstrate a lightweight, low-cost system to replace the Landsat ETM+ instrument, and will include a
validation of a hyperspectral imager. EO2 (SPARCLE) will test a coherent doppler wind lidar from a
shuttle platform in 2001. Pending final approval, Space Technology (ST) 3 will validate technologies for a
separated spacecraft optical interferometer, and ST4/Champollion will demonstrate technologies for sample
return as well as carrying out the objectives of the planned Champollion comet lander.
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The third Earth Observing mission (EO3) is currently being defined. The mission definition process began
with a NASA Research Announcement (NRA) soliciting concepts for advanced measurement techniques
from orbits other than low-Earth, which would facilitate the goals of the Earth Science Enterprise's long-
term plans. Four concepts were chosen and teams formed to carry out a detailed mission design study. A
solicitation for breakthrough enabling technologies to populate the concepts was issued and technology
providers were selected in June. A selection of one concept to be implemented as the EO3 mission will be
made in the fall. Future Earth Science Enterprise NMP missions will likely follow this process, with a new
solicitation of measurement concepts released every 2-3 years.

Timely and accurate science input is critical to the success of the program. A New Millennium Science
Working Group provides top-level input on existing gaps in capabilitiesto carry out high-priority future
science missions. Competitively selected science teams are tasked with scientific validation, data analysis,
and archiving. In the case ofEO2, a NRA is due to be released in 1999 to solicit a science team.

Finally, as NMP is a technology validation program, a database is being constructed to archive the results
of the technology validation experiments. This database will provide potential users with adequate
information to estimate the cost and risk associated with using a NMP-validated technology for the first
time.

A tentative NMP schedule is shown below.
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EO tST3 target launch window 09/03 III
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A COHERENT FMCW LIDAR MAPPING SYSTEM FOR AUTOMATED TISSUE
DEBRIDMENT

Donald Hutchinson, Sc.D., Roger Richards, Ph.D., Glenn Allgood, Ph.D.
Instrumentation and Controls Division, Oak Ridge National Laboratory

Oak Ridge, TN 37831

Introduction

The Oak Ridge National Laboratory (ORNL) is developing a prototype 850-nm FMCW lidar
system for mapping tissue damage in burn cases for the U.S. Army Medical Research and
Material Command. The first phase of this project involved the development a prototype FMCW
laser radar system for mapping tissue damage in burn cases for the U.S. Army Medical Research
and Material Command. In its final form, the laser system will provide a 3-D image map of the
burn and surrounding area and provide tissue damage assessment. The local coordinates of the
damaged tissue will be reconciled with real-world coordinates for ultimately positioning and
controlling a pulsed laser for automated removal of the dead or necrotic tissue.

Evaluation of Laser Interaction with Tissue

The first task was to chose the optimum laser wavelength for providing a returnsignalfor
ranging. The wavelength selection was derived from models available in the literature on IR
laser interaction with tissue. The laser wavelength for this lidar system is in the near-infrared at
850 nm. This choice was based on two considerations: (1) Low relative absorption in skin and
(2) high scattering from hemogblin. 850 nm is near the minimum in skin absorption, while the
absorption coefficient for whole blood is nearly 10 times higher. The "absorption" coefficient is
primarily due to scattering, more so for blood than skin. Our initial model for the debridement
measurement assumes a two layer target, the skin surface which reflects a portion of the incident
light due to a Fresnel relectivity of ~3.5%(skin index of refraction -1.31) and a layer containing
blood in undamaged tissue below the burn damaged skin. The return laser signal should then
contain primarily two components, one from the surface and one from the blood layer below the
burn.

Development of FMCW Lidar Breadboard

Once the wavelength was chosen, a solid state laser at the appropriate wavelength was purchased
and a prototype lidar system constructed. The lidar is a Michleson interferometer design with a
chirped-frequency laser diode. The laser is a distributed-feedback diode, Model SDL- 5722-H1,
which produces approximately 150-mW of power at a wavelength of 850-nm. The laser diode is
isolated from stray-light feedback from the optics system with a ferrite isolator. In order to
calibrate the lidar system, measurements were made of the thickness of a fused silica optical flat.
The reference mirror was blocked for these measurements to simulate the return phase produced
only by the thickness of the target. The blue curve in Figure 1 represents the captured return
from a 0.6463-inch thick fused silica optical flat.

4O



Measurement of thickness of 0.6463-inch fused silica optical flat
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Figure 1 An optical fiat is used to calibrate the lidar system.

The red curve is the best fit to a fourparametermodel thatincludes a ramp offset represented by
the term "d*x +f", a rampingamplitudeon the cosine term represented by the term "l+a*x", and
the "b" term in the argumentof the cosine is given by b = 2nf, where f is the measuredbeat
frequency. For this optical fiat the index of refraction, n, is 1.453. After the radian beat
frequency"b" is determinedfrom fitting the model to the capturedwaveform, the thickness of
the fiat maybe calculatedfrom the equation

bc
t-

4n_
where t = thickness

c = speed of light
n = index of refraction

= bandwidth/sec of the laser chirp.

The calculated value of the thickness t = 0.1672-mm, compared to a mechanically measured
value of 0.16715-mm. The error is -1.8% or approximately300 microns. There are two factors
not yet accountedfor in our model. These parameters are (1) the linearity of the laser chirp,
which we know from our observations is slightly non-linear,and (2) the exact value of c_,the
laser chirp bandwidth. The non-linearity of the chirp can be measured in real time with an
additionaldetector we plan to incorporate in our system and the bandwidth can be determined
with better accuracy with straight forward improvements in our optical set-up. We expect a
measurementaccuracyof 30-50 microns in our final system.
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Laser Doppler Vibration Lidar Sensing of Structural Defects in Bridges

Dennis Killinger, Priyavadan Mamidipudi
University of South Florida

Tampa, FL 33620
and

J. Potter, J. Daly, E. Thomas
Litton Laser Systems
Apopka, FL 32703

and
Shen-en Chen

West Virginia University
Morgantown, WV 26506-6103

Laser Doppler Vibration (LDV) Lidar systems are being developed for the remote
detection of the Vibrationof targets at both short and long ranges. Recently they have
been used for remote detection of the vibration and movement (acceleration) of buildings,
structures, and bridges, Along these lines, we are developing a LDV system that can be
used for the mapping of the vibrational modes of a bridgethrough the measurement of
the velocity and acceleration of the bridge structure along the length of the bridge: It is
the intent of the research to determine the structural integrity of the bridge through these
measurements.

Previous work using LDV systems to detect defects in a structure have mostly
relied upon the measurement of the change in vibrational or resonance frequencies of the
structure as a function of the load or structural failure of a member occurred. However,
recent workrelated to the structural failure modes in a bridge have shown that in many
cases the fundamental vibration frequency of the bridge remains almost the same, but that
the placement of the nodes and anti-nodes of the resonance vibration of the bridge shifts
in location due to a crack or defect in the bridge structure.

Figure 1shows the Third Bending Mode vibration pattem measured for a 60 ft
long Aluminum Bridge that is used as a portable bridge for heavy Army Tanks. The
vibration modes and frequencies were measured using the attachment of a large number
of commercial accelerometers along one of the three main I-Beams of the bridge. The
accelerometers were place at a separation of about a few inches. As seen in the Figure,
the main vibration mode has about 3 nodes and occurred at a frequency of about 9 Hz.
Extensive analysis of the vibration frequencies and node location showed that the
location of the nodes were very dependent upon the structural integrity of the beam.
When a crack or defect occurred in the beam, then the nodes shifted slightly in position.
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A complex Strain Energy computer simulation program was developed and used to
quantify the link between the node movement and the residual stress in the beam

Previous measurements using a CO2 LDV Lidar system developed by CLS/Litton
Laser showed that the fundamental vibration frequencies of a bridge could be measured
at one point along the bridge. Figure 2 shows a measurement of the vibration of a test
structure measured using both the CO2 LDV and a commercial accelerometer. Of
interest is the fact that the vibrations of the Golden Gate Bridge were also measured by
the LDV system at a range of 2 km. These initial LDV measurements established the
sensitivity of the system. However, these preliminary measurements did not provide
spatial scanning or mapping of the vibration nodes. As such, an extensive program was
developed to provide a vibration map directed toward the use for both civilian bridges
and the Portable Tank bridge. Figure 3 shows a schematic of a system being developed
which will mount a LDV system upon a Gantry that will be placed over the Tank Bridge.
The LDV system will be positioned along the bridge as the bridge is vibrated using
commercial shakers.

The LDV system that will be used is being developed in two stages. A
commercial LDV system (Ometron VS 100) uses a 1 mW He-Ne laser source and is
being used for initial mapping of the surfaces. Preliminary laboratory measurements of
the He-Ne LDV have been taken using both vibrating speaker cones and steel I-beams as
targets. These results have been compared with results obtained'with a commercial
accelerometer. For example, Fig. 4 shows velocity and accelerometer results from the
speaker target for the two measurement systems. As can be seen, good agreement was
observed. One of the difficulties with the He-Ne system is that the laser source is not
single longitudinal mode, so that multi-speckle effects are observed resulting in loss of
signal at ranges that are multiples of the laser cavity length. This necessitates an
automated focusing arrangement with the system

To avoid these speckle effects and to workat longer ranges, a new single-
frequency CO2 Laser Doppler Velocimetry system is being built. This system will use a
5 W CW laser and have a detection range of about 2 km. It is expected that the LDV
Lidar system will be used both on the Gantry for the Portable Bridge mapping and at
longer ranges for remote bridge measurements.

This work has been supported by Army TACOM (University of West Virginia
and Litton Laser Division) and by the Florida I-4 Corridor Industrial Initiative
(University of South Florida).
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Fig. 1Map of the main resonance vibration (Tllird bending mode) of a Portable Army
Tank Bridge (60 ft long, Aluminum I-beams). The mode pattern was measured using a
set of accelerometers.

BEST-FIT MODE FREQUENCIES AND DAMPING COEFFICIENTS
ARE SIMILAR FOR LASER AND ACCELEROMETER DATA
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Fig. 2 Measurement of the impulse response vibration of a test structure using
simultaneously a CO2 LDV and a commercial accelerometer.
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Fig. 3 Schematic of LDV and Gantry to be used to map vibration modes of Portable
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Velocity vs. Frequency

250

200

__150 I-'-vsl°°(v)
_> 100 I.-=-Accelammeter(mV)

50

O I l I

0 20 40 60 80

Frequency(Hz)

Velocity vs. Frequency

200
180
160
140
120

_' 100 --._VSlOO(v)

_> 80 "=-Velaccel(mV),

oo20 J
0 = , , , ,

0 200 400 600 800 1000

Frequency(hz)

Fig. 4 Measurement of the velocity and acceleration of a laboratory vibrating speaker
cone target using both a He-Ne LDV system and commercial accelerometers.

47
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Abstract

Lincoln Laboratory has begun an effort to evaluate the capability of an airborne laser vibrometer to make
high-resolution vibration measurements of ground targets. This paper will present details of each of the major
elementsof this effort. This will primarily involve the performance prediction of laser vibrometry as expressed by
the noise-equivalent vibration amplitude. The contribution to this limiting noise level from atmospheric-piston
turbulence and speckle broadening as well as the system-dependentcontributions from platform vibrationsand
pointing jitter will be discussed. Laboratory measurements, which confirm the theoretical noise predictions for
speckle, will also be presented.

Introduction

The ability to make remote-vibration measurements from an airborne platform has a variety Ofapplications.
The goal of the present effort is to generate a feasibility assessment of the laser-vibrometry concept and to estimate
the ultimate resolution capability that such a system would potentially have. This has primarily included analysis
and laboratory measurements. A point design for a laser-vibrometry system on board a high-altitude airborne
platform has been developed and the basic characteristics of the system have been defined, resulting in an overall
performance evaluation. This includes the effects of speckle and platform vibration and pointing jitter as well as
considerations of atmospheric piston turbulence, laser phase noise, and algorithm performance. Laboratory
measurements have also been performed, which verify the predictions for the effects of target speckle, algorithm
performance, and atmospheric turbulence. This paper briefly presents the overall results of the analysis, followed by
selected results from the laboratory experiments.

System Analysis

The nominal airborne platform chosen for the vibrometer point design is capable of maintaining altitudes in
excess of 20 km with a loitering velocity of 200 m/s. The laser is assumed to be a continuous wave (CW) erbium-
doped fiber laser. The CW requirement is necessary in order to maximize the number of independent speckle
realizations that can be averaged over in a given interval of time. The laser beam is directed from the platform
towards the ground, typically within 45• of nadir. The pointing requirements for the beam on the ground are
dictated by two different coherence lengths. The first is the signal-phase-coherence length, which is the distance
over which the beam spot on the ground can move before the signal phase changes due to the generation of a new
speckle realization. This distance is on the order of the spot diameter, meaning that the laser-spot position on the
ground must be maintained to within about 25% of the spot diameter over some period of time in order to maintain
signal coherence. As discussed below, other speckle-broadening effects cause this time to be quite short, typically
• 1 ms. The second coherence length is referred to as the vibration-coherence-length. This is the distance on the
ground over which the vibration phase of the ground target remains essentially constant. This distance can be
significantly larger than the laser-spot diameter depending on the nature of the target.

For the airborne platform, the signal bandwidth is dominated by the so-called speckle bandwidth. This is
the spectral broadening of the signal due to the rate at which the signal phase changes as the target speckle
realization changes. One way to view speckle broadening is to consider the velocity spread of the return signal due
to the fact that different points of the illuminated spot are moving at different velocities relative to the platform. In

"This research is sponsored by the Defense Advanced Research Projects Agency, under Air Force Contract F19628-
95-C-0002.

§ "The views expressed are those of the authors and do not reflect the official policy or position of the U.S.
government."
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effect, the illuminated spot is rotating relative to the laser radar, with the front part of the spot moving towards and
the rear part of the spot moving away from the airborne platform (Figure 1). The speckle-broadened bandwidth for
a nadir-pointing coherent laser radar is independent of wavelength and given approximately by: 2_/2VJD,where Vp
is the airborne platform velocity and D is the aperture diameter. For a nominal 20-cm aperture diameter and 200-
m/s velocity, the speckle bandwidth is about 1.4 kHz.

The carrier-to-noise ratio (CNR) of the nominal system has been calculated and is shown in Figure 2. In
calculating this quantity, a typical diffuse ground reflectivity of 20% at the 1.5-_m wavelength is assumed, as well
as a 20-cm aperture diameter, a 20-km range, 70% detector quantum efficiency, 30% heterodyne mixing efficiency,
50% round-trip optical efficiency, and a signal bandwidth of 10 x the speckle bandwidth (~ i0 kHz). The CNR is

proportional to the transmitted power, the laser wavelength, and to the cube of the transmit/receive aperture diameter
(DA is from the solid angle subtended by the receiver and another factor of DA is from the inverse dependence of
the speckle bandwidth on the aperture diameter). A functional block diagram of the vibrometer is shown in Figure
3. The system is a bistatic coherent laser radar in which the return light is frequency shifted in an acousto-optic
modulator (AOM). This is done in order to remove the positive/negative velocity ambiguity and to reduce system
sensitivity to any unshifted component that may come out of the AOM on axis. The platform motion-compensation
system consists of a Kalman filter, which utilizes accelerometer, pointing, and platform-navigation information to
provide control signals for the variable downmixing synthesizer and error-correction signals for the digital-output
stream. The estimated computational power required for a single-channel system with real-time data processing is
approximately 10MFLOPS.

System Performance Evaluation

This section presents the results of system-performance calculations, which account for limitations due to
speckle broadening, platform compensation, atmospheric turbulence and laser phase noise. The total,phase-noise
variance of the system is assumed to be a sum of the uncorrelated variances from each of these effects:

where the different contributions are from speckle, platform pointing-jitter and vibration, atmospheric piston
turbulence, and laser phase noise, respectively. The impact of each of these noise sources is quantified according to
the noise-equivalent vibration amplitude (NEVA = (_./2_)o). Calculations of the NEVA for each of these terms has
been performed and is summarized below.

The speckle-limited NEVA includes the CNR performance calculation, which includes the effect of
detector noise. The signal detected by a coherent laser radar from a vibrating target is frequency modulated (FM) by
the vibration frequency. The speckle-limited N-EVA is determined by assuming a spectrogram-processing
technique_ in which the raw data are broken into sequences of length approximately equal to the inverse speckle
bandwidth. The Cramer-Rao-limited performance is then assumed for the first-moment estimation of the FFT's of
each sequence.2 A final FFT of the first-moment frequency estimates versus sequence time produces the vibrational
spectrum, with Os being given by the single-sequence first-moment standard deviation divided by the square root of
the number of sequences. For the airborne scenario assumed here, the speckle bandwidth is about 1.4 kHz and a
typical sequence length would be about 1.4 ms.

The next noise term to consider is due to platform vibration and pointing jitter. Pointing jitter affects
system performance by generating a varying contribution from the line-of-sight (LOS) platform velocity to the
Doppler-shifted signal. Platform vibrations impact more directly towards the high-precision LOS velocity
measurements that the system makes. Both of these effects must ultimately be compensated for by measuring the
pointing jitter with angle-rate sensors and the platform vibrations with accelerometers and removing these
contributions in post processing (or by varying the frequency of an IF downmixing oscillator). The Allied Signal
Ring Laser Gyro Model RL-34 angle-rate sensor was identified as a candidate for providing the required
measurement resolution for pointing-jitter compensation. Correspondingly, the BEI / Sundstrand QA-700 Servo
Accelerometer was also identified as providing high-resolution platform-vibration measurements. The residual error
sources from each of these devices was taken into consideration in the system-performance analysis.

Atmospheric turbulence can affect the performance of the laser vibrometer in two ways: mixing efficiency
loss due to wavefront distortion and signal clutter due to atmospheric-piston variations. The greatest contribution is
due to piston variations. Kolmogorov turbulence theory dictates that, within the inertial subrange, the atmospheric-
piston contribution should contribute as an f4/3 power law to the NEVA. These have been modeled for typical
atmospheric-turbulence cases and included in the overall performance analysis.
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The final noise term considered is due to laser-phase fluctuations. The nominal CW, 1.5-_tm,fiber laser
would require active frequency stabilization to a level that has already been demonstrated in laboratory
environments.3 A model has been developed for the frequency dependence of the uncompensated laser-phase
fluctuations and it too has been included in the performance analysis.

Putting all the laser-vibrometry noise sources together, the combined sensitivity prediction for the airborne
vibrometer is shown in Figure 4. This figure shows the NEVA predicted for each of the major contributors:
platform pointing jitter, speckle broadening, laser phase noise, and atmospheric-piston variations. Also shown is the
total noise prediction for the system. As can be seen, atmospheric-piston variation dominates the performance for
this system. This limits the sensitivity of the system to vibration amplitudes of several microns at 1-Hz frequencies
with the noise level decreasing (sensitivity improving) as fv"4/3,where fv is the ground-vibration frequency. The
power-law dependence is representative of the dominant noise source of atmospheric-piston fluctuations.

Laboratory Measurements

Laboratorymeasurementshave been conductedthat verify the expected performanceof a laser vibrometer
in the presence of speckle broadeningandsimulated atmospheric turbulence. The basic laboratorysetup involves
measurementsfrom a rotatingtarget, for speckle simulation, or from a fixed target with atmospheric-turbulence-
simulatingphase screens translatedacross the beam. Only the results of the speckle-broadeningmeasurementsare
presentedhere. The laser used for these measurementswas a 1.06-_m CW micro-laserdeveloped by Micracor. The
beamfrom the laser was collimatedanddirectedonto the rotatingtarget whose rotation rate was preciselycontrolled
with a direct-drivemotor to produce a spectralbroadeningof 4 kHz. The results of measurementswhere the target
was not vibratingare shown in Figure 5. In this case, the average noise level for the measurementwas within 2 dB
of the predicted measurementsensitivity from the Cramer-Rao analysis of the spectrogramalgorithm., This result
addsconfidence to ourpredictionsfor the speckle-limited sensitivityand spectrogram-algorithmperformancefor the
flight system.

Conclusions

In conclusion,Lincoln Laboratoryhas undertakenan effort to evaluate the ultimateresolution capabilityof
remote laser vibrometryfrom an airborneplatform. This effort has involved a combinationof systems analysis,
theoretical modeling, and laboratory measurements. The results to date have indicated the general efficacy of the
approach. Nevertheless, laser vibrometry from an airborne platform remains technically challenging and
investigations are continuing.
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1 0INTRODUCTION: Coherent laser radar (ladar) has been shown to be a highly sensitive sensor for measuring
surface vibrations. For long range vibration measurements, CO2 based lasers operating around 10.6 microns have
been used extensively. Advances in solid state laser technology have extended the range of useful wavelengths for
laser vibration sensors (LVS) down to 1.5 - 2 microns. With the advent of shorter wavelength solid state laser radar
systems, multiple wavelength choices for such sensors have generated questions concerning the optimal laser
wavelength for such sensors. An LVS is sensitive to vibration amplitudes that are comparable to the laser
wavelength. Therefore, these new shorter wavelength systems are able to measure small vibration induced
displacements than their earlier counterparts. Shorter wavelengths also can take advantage of increased atmospheric
transmission possible by tuning the laser away from water vapor and molecular absorption. This paper will describe
a 2-micron LVS transceiver, signal processor and the preliminfiryresults of a field test conducted at Redstone
Arsenal in Alabama during July 1998.

2.0 SYSTEM DESCRIPTION: The heart of the LVS is the laser. In this system, a Tm:YALO CW laser operating
at 2.02 microns and producing 150 milliwatts provided the laser energy that was used for both the transmitted beam
and the reference local oscillator. The output of the laser was fiber coupled to the transmit/receive head, which
measured approximately 8'"(w) x 12" (1)x 4" (h). In the head, the beam first went through a beam splitter where
approximately i0% of the beam was split out for the local oscillator and shifted by 27 MHz through an electro-optic
modulator. The remainder was expanded and transmitted through the 50 mm transmit telescope. The returning
beam backscattered from the target was collected in a similar and c0-aligned receive telescope. Both the returning
beam and the local oscillator beam are combined onto a photo-diode detector. The layout of the transmit/receive
head is illustrated in Figure 1.

The technique used to develop the vibration spectra for targets is the spectrogram approach (1). Figure 2 illustrates
the spectrogram processor. The returning signal is mixed with the local oscillator and the difference frequency (27
MHz for this system) is then mixed with the IF frequency to generate a low frequency IF (500 kHz). This output is
lowpass filtered and then sampled with the 2 MHz digitizer. Samples from the digitizer are then input into a Fast
Fourier Transform (FFT). Centroiding then determines a frequency estimate for that sample. This correlates to a
velocity and a time history of such velocities is built up to input into a second FFT. The output of this second FFT
processor is the vibrational frequency spectrum. This system develops velocity estimates at a 2 kHz rate yielding a
Nyquist frequency capability of up to 1 kHz.

I. Kachelmyer, A.L., Shultz, K.I., "Laser Vibration Sensing", The Lincoln Laboratory Journal, Vol 8, Number l,
1995
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FIGURE 1: Schematic of laser vibrometer transmit/receive head
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FIGURE 2: Block diagram of CW spectrogram processor.

3.0 TESTING: Performance Predictions: The system, target and atmospheric parameters were used to predict the
range performance of this system. Using the standard laser radar equation, CNR curves were generated for 2
atmospheric conditions. These results are shown in Figure 3. Velocity, and ultimately frequency, accuracy is
affected by the CNR. Earlier experiments have shown excellent accuracies with CNR's of 10 dB or more. Looking
at Figure 3, the useable range for the system could be in excess of 2.5 km even for relatively poor atmospheric
conditions.
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Huntsville Field Trials: In order to address some of the questions concerning wavelength dependence on,LVS
performance, this 2-micron system was one of the LVS systems operated during a NATO sponsored field trial
hosted by the US Army at Redstone Arsenal in Huntsville Alabama. The tests took place during July 1998 when
normal levels of heat, humidity and solar heating induced refractive turbulence are high. The objective of this effort
was to improve our understanding of how phenomenologies such as atmospheric turbulence and attenuation affect
the performance of laser radar vibration sensors. Scaling these effects with laser wavelength was also an important
part of the purpose of this effort.

Site Description: At the test range, the LVS systems were housed in shelters located on top of a mound at the
southern end of the range. The mound was approximately 5 meters high an offered an unobstructed view of the
range. The terrain of the range was slightly rolling and grass covered. Targets could be placed within the range at
distances of up to 5 km. Sensors for measuring visibility and turbulence were also operating during the tests. Typical
battlefield obscurants such as white phosphorus (WP) and fog-oil could also be generated during the tests.

Test Targets: Targets available during these tests included: a M2 Bradley, M60 Tank, T-72 soviet tank, and US and
soviet armored personnel carriers.

Test Results: Figure 4 is a 55-second time history of the spectrum obtained from a tank located at 1000 meters.
The tank was viewed from the side and the measurement point was at the front end of the tank body. As can be seen
from this figure, there is a strong line in the spectrum around 59 Hz. There was an Obviousconcern that this line
was actually a noise signal from the 60 Hz power. In order to test this, the aim point of the LVS was moved from
the tank to the ground nearby. At that point, the signal went away, confirming that the signal was actually coming
from the tank. The next figure (Figure 5) shows the spectrum obtained over 47 seconds from an aim point located
near the center of the target body. Here again, the 59 Hz signal is apparent, although the magnitude is lower and
much more noise is visible in the spectrum.

The next set of spectra (Figures 6 & 7) is from an armored personnel carrier (APC) viewed from the side. In Figure
6, the target is at 1000 meters and viewed through clear air. Total time is approximately 70 seconds. In Figure 7,
the target is at 560 meters and the total time is similar to the previous figure. At the beginning of this data
collection, a fog oil smoke generator located upwind from the target by about 50 meters was started. Approximately
half way through the measurement, the fog completely obscured the target. Although the smoke was totally opaque
in the visible, there was no discernable change in the return signal carrier-to-noise or in the spectrum magnitudes.
Preliminary measurements of the fog particulate indicated that the mean particle size was around 3 microns.
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Figure 7. Spectrum from APC at 560 meters during fog-oil release

Atmospheric Effects: At the shorter wavelength used by this system (compared to the CO 2 laser based systems used
previously), atmospheric turbulence (Cn 2) could have a significant impact on the range capability of the ladar.
Figure 8 illustrates the predicted effect of turbulence on this sensor. The range is set at 560 meters and the other
system parameters are the same as in Figure 3. The solid line graphs the chance in CNR(dB) with changes in Cnz
over the normal range of expected values. The time and location of the tests (July in Huntsville) were chosen
because normal summer heat and humidity levels could be expected to produce large values and changes in Cn z.
Unfortunately, the weather during the tests was unusually mild and stable with very low levels of turbulence even
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near the ground and along the sight path of the laser sensor. The highest level of measured Cn 2 was only 8.9x10q4
The boxed point in Figure 8 points to the drop in SNR for that level of turbulence. The reduction is less that 3 dB.
The other problem with trying to correlate turbulence measurements with the ladar signal is the long interval
between turbulence measurements. These measurements were recorded at 1 minute intervals and represent an
average during the period. The ladar was making measurements at kHz rates and generating spectral estimates
every second. Each measurement could be taken through a significahtly different turbulence level never seen on the
longer scale.

Figure 8. CNR (dB) vs. Cn 2 with target at 560 meters

4.0 CONCLUSIONS

A significan_!amount of data has been collected under a variety of atmospheric and seeing conditions. The data
presented here have illustrated the viability and robustness of shorter wavelength laser vibrometry systems. Of
particular interest was the result from the fog-oil tests. There would have been little or no absorption of the signal
by the fog-oil, but the particle sizes should result in relatively large scattering of the laser energy. The results would
be a rather large effective attenuation (sum of but the absorption and backscatter). Although the sample set is too
small to draw any firm conclusions, the fact that no apparent increased attenuation was observed could significantly
impact perceptions about laser based sensor performance in the presence of battlefield obscurants. Only a small
sample of the data collected during this trial has been processed and analyzed. Much work remains tObe done on
correlating measured signal strengths and atmospheric conditions and the effect of these phenomena on the ability of
the sensor to monitor spectra. Also, in the coming months the various researchers involved in this test will be
comparing results in an attempt to quantifYwavelength dependencies. However, we are pleased with the results
obtained so far and consider the test to be a real success.
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INTRODUCTION

Continuous wave (cw) lidar systems have been utilized for several years to measure the
vibrations of remotely located structures and vehicles. The measured vibration spectra allows
identification of the vehicle and/or the detection of irregular vibrations indicating structural or
engine failure. As an example, a cw lidar operating at 2-microns was successfully utilized to
measure the vibration spectra of various targets at ranges up to 2 km as part of the Redstone
Arsenal Combined Experiments in Laser Radar Program _ in July, 1998. We have recently
developed an agile pulsed waveform coherent lidar2'3which is similar to pulse pair and poly-
pulse-pair waveforms which are routinely used in microwave Doppler radar for both hard target
and aerosol target applications. We have extended these waveforms to eyesafe, near infrared
optical wavelengths (2-micron initially demonstrated). The base waveform format comprises a
pair of pulselets (doublet pulse), each of duration 't, separated by Ts seconds. The range
resolution is governed by the pulselet duration "c,while the velocity precision is inversely
proportional to the pulselet separation, Ts. Figure 1 and 2 illustrate the base pulse format and the
basic measurement principle.

The agile waveform has the following advantages over cw lidar.
• The range resolution provided by the waveform eliminates spurious signals due to scatter of

haze, clouds, netting, etc. between the lidar and the target. Also, range resolved vibration
spectra of the target offers significant additional discrimination ability in many cases.

• The pulsed waveform increases detection probability by optimizing CNR, providing greater
range at fixed average power or decreased average power at fixed range.

• The short widely-spaced pulses of the waveform allow efficient data collection and
processing.

• The doublet waveform is well suited to allow possible implementation of the DPCA
(Displaced Phase Center Antenna) technique4 of virtually stopping the platform motion to
significantly reduce velocity measurement noise due to speckle and turbulence. This will
provide a significant sensitivity advantage when measurements are made from a high-speed
platform, e.g., an airplane or satellite.
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Figure 2 The doublet pulse measures the target velocity by essentially measuring the
phase change between the first pulselet and the second pulselet caused as the range to
target is increased or decreased by an amount vT. where v is the velocity and T is the
pulselet separation.

CTI has developed a breadboard agile waveform lidar based on these principles and has utilized
it to perform demonstration measurements at short range. Due to space limitations, only one
example is presented here - additional examples and description can be found in Reference 5.
Figure 3 shows a sample velocity time series (left panel) and vibration spectra (right panel)
measured with the doublet pulse lidar from a speaker at short range. The system easily detects
the two frequencies driving the speaker. Note that the noise floor level of the spectrum is <i0
microns/second/'_Hz (<10 .4 mm2/s2ffr-Iz).This noise floor was obtained using only 500 discrete
velocity measurements evenly spread over 4 seconds - a larger number of measurements would
result in an additional decrease in the noise floor.
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Figure 3. Sample complex vibration time series (left panel) and spectrum (right panel)
for a simple target. The two frequencies, 10 and 17 Hz, used to drive the speaker at low
amplitude are c!early evident in the spectrum. Note that the noise floor is <i0
microns/second/_!Hz.

LONG-RANGE MEASUREMENT POTENTIAL

Detailed analysis and numerical simulations that include the effects of the lidar, the atmosphere
and the target have been performed at CTI for a number of scenarios. Our analysis indicates that
10 micron/second/'4Hz velocity sensitivity can in principle be obtained at ranges in excess of 100
km from a airborne or satellite-based platform using moderate transmit laser powers and state-of-
the-art coherent lidar and pointing technology. We have also used the breadboard doublet pulse
system to demonstrate significant waveform agility. The PRF, number of pulses in the
transmitted waveform, and pulse spacing can be varied allowing the waveform to be optimized
for a particular application. The initial detection of a target at long range is enhanced
significantly by reducing the PRF and increasing the pulse energy, as illustrated in Figure 4. At
shorter ranges where sufficient signal is available, the PRF is increased (resulting in lower pulse
energy) and the pulse spacing and number of simultaneous pixels is varied to optimally
interrogate the target. The short widely-spaced pulses in the agile waveform enable practical
coherent arrays and multiple pixel processing whereas, in a cw system, multiple pixel
measurements would be prohibitive. CTI has recently started programs to demonstrate a 5-10 W
agile waveform transmitter and a coherent detector array that will allow simultaneous multiple-
pixel measurements of target vibration.

In order to make sensitive measurements at long range, velocity measurement noise from the
following sources must be properly mitigated.
• Frequency jitter noise, due to fluctuations of the local oscillator laser frequency during the

round-trip time to the target and back.
• Platform motion noise, due to imprecise knowledge of the platform motion along the line of

sight and imprecise knowledge of the beam pointing direction.

• Turbulence advection noise, due to the beam translating through turbulent refractive index
eddies in the atmosphere resulting in the optical path length being modulated.

• Speckle noise, due to decorrelation of the phase of the scattered field at the receiver resulting
from relative motion of the lidar aperture and the speckle field.
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• Shot noise, due to the ability to accurately measure the signal frequency (phase) given the
coherent measurement time (limited by speckle) and the signal to noise level (shot noise).

In the presentation, we will describe the effects of these noise sources and mitigation techniques.
Modeling and experimental data will be used to show measurement capability and compare cw
and pulsed lidar systems.
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Figure 4. Contours of maximum'measurement range (50% probability of detection) of a
1 m diameter 0.03/sr reflectivity target using a 2-micron wavelength, 10% efficiency
lidar with a 20 cm transmit/receive aperture located at a 10 km height (see diamond on
left axis). Other lidar, target, and atmospheric parameters listed below plot. The signal
coherence time, To, is assumed to be i0 microseconds and the required measurement
update time, Tu , is assumed to be 10 milliseconds (TJTc = 1000) . This results in
different number of incoherent signal averages for cw vs pulsed systems. The contours
compare cw (cw, solid curve) 100 Hz PRF pulsed (1P, dotted curve), 400 Hz PRF
pulsed (4P, dashed line), and 50 kHz pulsed (500P, dash-dot line) lidar performance.
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INTRODUCTION

We report on work to develop a 2 _tmcoherent array technology for vibration imaging applications. The
novel 10xl0 focal plane heterodyne array imager utilizes an extended wavelength InGaAs detector array
indium bump-bonded to a novel silicon array digitizer chip. The backplane sampling chip, which has an
expected sample rate of 500 MHz/Pixel and a buffer depth of 32 samples, is well suited to the doublet
pulse ladar waveform and therefore for vibration sensing applications. _ Frame rates of I kHz are
expected for the first demonstrations expected within the next year. In this paper, we describe the
general system design and present system performance predictions.

GENERAL DESIGN CONSIDERATIONS FOR DOUBLET PULSE IMAGER

The doublet pulse transmit waveform comprises two short-duration 'pulselets' separated by a time
sufficient to achieve good Doppler resolution. The short pulselet duration controls the range resolution
and the long pulselet separation enables excellent velocity precision. The doublet pulse provides
coherent Doppler ladar systems a substantial time bandwidth product (TB) of 10,000 or more with a very
modest processing requirement. The details of this waveform and sample experimental range and
vibration sensing results can be found elsewhere.l'2

The design approach is to exploit the fundamental low duty cYClethat characterizes the doublet pulse
waveform. For example, a doublet pulse with a 5-10 nsec pulselet duration and a 50-100 gsec pulselet
separation has a 0.01% duty cycle. A backplane sampling chip, which is bump-bonded to an InGaAs
detector array, will sample/hold a set of some 32-64 samples per pixel (array element) per pulselet. The
backplane sampling pixels can be individually addressed and the samples are read out serially. In this
way, requirements for the downstream databus are significantly reduced and a single front-end digitizer
can be utilized.

For a pulse repetition frequency (PRF) of 1 kHz and a pulselet separation of 100 p,sec, we have 900/xsec
(1000 _tsecminus the I00 gsec pulselet separation) to ship the samples out to the signal processor. For a
10xl0 array and 8 bits of vertical resolution, this amounts to 2.8 kbytes of data every waveform (pair of
pulses). For a 1 k_HzPRF, this corresponds to 3 Mbytes/sec, and is readily achieved with existing signal
processor hardware. The figure below illustrates the timing for a single pulselet return for a single pixel.

S. M. Hannon, J. A. Thomson, S. W. Henderson. P. Gatt, R. Stoneman, D. Bruns, "Agile Multiple Pulse Coherent Lidar for
Range and Micro-Doppler Measurement," Proc. SPIE 3380, 259 (1998).

2 S. W. Henderson, J. A. L. Thomson, S. M. Hannon, T. J. Carrig, P. Gatt, and D. L. Bruns, "Wide-Bandwidth Eyesafe Coherent
Laser Radar tbr High Resolution Hard Target and Wind Measurements," Proc. 9thCot_ On Coherent Laser Radar, Linkoping,
Sweden. 160 (1997).
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Figure 1 Top-leveltimingdiagramfor doubletpulsebackplanesampling

SYSTEM OVERVIEW

Figure 2 is a functional block diagram for the solid-state coherent array imager. The system will
nominally operate in a floodlight illumination mode with up to a 300 _trad divergence out of the telescope
(defocused mode). The more darkly shaded subsystems represent existing hardware requiring little, if
any modification for the proposed demonstration and characterization measurements. The other
subsystems, the hybrid array, and the associated drive electronics comprise the core portion of the
ongoing development activities.

Backplane
_mpllng Module

pm

i
i

\
i

M4 Polarizer Conventional " Data Acquisition

Telescope anB__ &.

J Beam Array SignalProcessln,
Exp Expander Receiver

DoubletPulse CW Master
Slave Laser -- Oscillator

Reference Detector

Figure 2 Functional block diagram for coherent array ladar for doublet pulse vibration
imaging

Detector Array and Backplane Technology
For wavelengths up to 2.2 gm. InGaAs-based detectors can be used. With lattice-matched InGaAs to InP,
the cut off wavelength of the material is 1.6gm. For longer wavelength operation, lattice mismatched
InGaAs on an InP substrate is often selected. However, the dark current will be significantly higher than
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the lattice-matched InGaAs. Fortunately, for coherent detection operation, the increase in dark current is
generally not a problem. The detectors will be back-illuminated, which is expected to reduce their
quantum efficiency from values as high as 90% for single-element, front-illuminated detectors. In order
to improve detector bandwidth, the detector size will be smaller than the focal plane pitch size (roughly
30 p.m as compared with a nominal pitch of 130 gin). The fill factor will be improved through the use of
a diffractive lenselet array.

The backplane sampling module is being developed at Advanced Scientific Concepts. This chip, named
the Staring Underwater Laser Radar (SULAR) chip, utilizes capacitor banks integrated with shift
registers to achieve a sample-and-hold capability. The SULAR chip is bump-bonded to the InGaAs focal
plane. The detector array converts light to electrical current and the SULAR chip integrates and stores.
the detector current. An on-chip amplifier is used to boost the signal levels during the read-out process.

The SULAR write cycle timing is shown below for a DC-coupled configuration. An AC-coupled
configuration will also be developed. First, the sample capacitor C1 is reset with voltage Vrst. Next
ORST is opened to allow signal integration. Lastly, OCK is opened to hold the sample value. On the
next clock rising edge, the cycle is repeated for capacitor C2. C1 is left open circuited to hold the value
for the read cycle. This cycle is repeated for all capacitors in the bank and for all the pixels in the array.

SULAR CAPACITOR CHARGE TIMING EQUIVALENT CIRCUIT AT

_INT __ TIMES (_ _) (_
RESET SAMPLE INTEGRATE SAMPLE HOLD SAMPLE

................ ,- .............. . ,I"..............
* VltsT Oh i i VRST (_

ORw ._[ V,_T (i) ,, o ,_ ,,,,
' _ ORw * ' _ ORW

• : * i t
i -_--2n.--_ , ".4"__ OcK : , "4__ OCK

:: ' " L t
Ct uLt¢'r _ : ! VBIAS " a t

...... ---'_ _'*-- ! i ...............

Figure 3 Generalized timing description for a DC-coupled backplane sampling module
configuration. Each pixel data bank in the array is addressed for serial output.

With all capacitor sample ard holds filled for all 100 pixels in parallel, the next step is to read out the
samples. A shift register is used to address each pixel data bank in the array for serial output. For each
pixel data bank selected, the drive electronics board is reactivated at a much reduced rate (3 MHz), and

data is output to the A/D converter for d!gitizing. In this manner, all sample values for all pixels are read
serially with a single A/D board.

PerformancePredictions

In this section, we present narrowband SNR, or CNR, performance predictions for a ground-based 10xl0
coherent array imager. Both DC-coupled and AC-coupled focal plane configurations have been modeled.
For the DC-coupled design, sample timing jitter becomes important because the local oscillator (LO)
light always illuminates the detector and depletes the charge on the sample capacitor. Timing jitter will
cause sample-to-sample fluctuations in the discharge due to the LO, which act as noise. An AC-coupled
configuration significantly reduces this noise.

The SNR for each of the i00 array elements is plotted below as a function of horizontal-path range for a

I mJ, 2.012 gm transmitter. The SNR is approximate and does not account for nonuniform Gaussian
illumination pattern (outer pixels will have lower SNR than the central pixels). A Boulder winter day
refractive turbulence profile has been assumed with a platform altitude of I m. An effective transmit
beam diameter of 0.8 cm is assumed and the range at which the SNR loss due to refractive turbulence is 3

dB is indicated by a vertical line (29o=Db). The refractive turbulence effects are reduced for higher
above-ground-level optical paths. The left-hand panel assumes a 15 psec RMS timing jitter with a 10 gA
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detector dark current (worst case hybrid configuration) and the right-hand panel assumes a 5 psec RMS

timing jitter with a 1 gA detector dark current (best case hybrid configuration). Other system parameters
are given in the parameter list beneath each plot. The three curves in each plot correspond to the
quantum-limited SNR (solid), AC coupled finite LO current SNR (dash) assuming ILO= 100 _tA, and the
DC coupled SNR (dotted line) assuming the optimum DC-coupled LO current (ILo-10 gA.). The plots

show that the AC-coupled configuration will achieve significantly better SNR, which will enable
vibration measurements out to a range of 4-5 km, depending on the target reflectivity (0.032 srL
assumed).
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TotEff:5.0% Cn2Mult:1.00 DlgBW:500.000MHz TotEff:5.0 % Cn2Mult:1.00 DIgBW:500.000MHz
BeamDlam:0.8cm AtmMod: MLS SlgmaTint:15.000ps BeamDiam:0.8cm AtmMod: MLS SlgmaTint:5.000pa
Focus: @Range HazeMod:Rural23km Id:10,000uA Focus:@Range HazeMod:Rural23km Id:1,000 uA

VIa: Default C Dig: 0.100pF Via: Default C Dig:0.100 pF
AmpBW: 6.000 MHz AmpBW: 6.000 MHz

Figure 4 10xl0 2 _m array imager single pixel SNR performance analysis for t mJ
pulselet energy and shot-noise limited performance (sold curve), DC-coupled w! optimum
(-10 FtA)LO current (dotted curve), and AC-coupled with -10 gA LO current (dash).
The left panel shows performance for the worst case (Id=10 gA and (_-r=15ps) and the
right panel shows performance for the best case (Id=l FtAand CYT=5ps) sensor scenarios.
Other parameters are given in the tables beneath each plot.

SUMMARY

A novel 2 lam coherent ladar array imageris being developed which enables a cost-effective solution to
the vibration imaging problem. The design exploits the unique aspects of the doublet pulse coherent
ladar waveform and a recently-developed hybrid focal plane technology. Noise models have been
developed for the detector and backplane sampling module and indicate that 4-5 km stand-off range will

be possible for near term i0x10 element array measurements with 1 mJ of pulse energy. The detector
array and backplane sampling modules are under development and initial demonstration measurements
are expected to be completed within the year.
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ABSTRACT

In FY-98, the Deputy Under Secretaryof Defense for Advanced Systems and
Concepts initiated the Precision Targeting and Identification (PTI) Advanced Concept
Technology Demonstrations (ACTD) to operationally evaluate sensor technologies for
target classification and identification. One of the technologies being evaluated is
coherent CO2 laser radar (LADAR) vibrometer. This paper will present description,of
the ACTD program. Measurements and field data collections made with the Navy
ruggardized LADAR system will be discussed. Results of operational evaluation
conducted at Ft. Bliss will also be discussed. Finally, future plans will be described.
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Introduction

Wind and water vapor are two major factors driving the Earth's atmospheric circulation, and direct
measurement of these factors is needed for better understanding of basic atmospheric science, weather
forecasting, and climate studies. Coherent lidar has proved to be a valuable tool for Doppler profiling of
wind fields, and differential absorption lidar (DIAL) has shown its effectiveness in profiling water vapor.
These two lidar techniques are generally considered distinctly different, but this paper explores an
experimental combination of the Doppler and DIAL techniques for measuring both wind and water vapor
with an eye-safe wavelength based on a solid-state laser material. Researchers have analyzed and
demonstrated coherent DIAL water vapor measurements at 10 gm wavelength based on CO2lasers.Lz The
hope of the research presented here is that the 2 g.mwavelength in a holmium or thulium-based laser may
offer smaller packaging and more rugged operation that the CO2-basedapproach'. Researchers have
extensively modeled 2 [amcoherent lasers for water vapor profiling, but no published demonstration is
known .3.4Studies have also been made, and results published on the Doppler portion, of a Nd:YAG-based
coherent DIAL operating at 1.12 grn.5 Eye-safety of the 1.12 gm wavelength may be a concern, whereas
the longer 2 gm and 10 [amsystems allow a high level of eyesafety.

System Design

The lidar used for these experiments was originally built for profiling boundary layer winds and
detection of aircraft wake vortices.6 The laser material used, Ho:Tm:YLF, was experimentally found to be
tunable over approximately 2 nm centered at either 2051.5 nm or 2062.5 nm. HITRAN simulations
showed an absorption line at 2050.532 nm, which was used as the on-line wavelength for the DIAL
measurement. The absorption cross-section, as calculated by HITRAN, of this line is 9.1 x 1024cm2 at
ground level and I atm pressure. Linewidth at standard temperature and pressure is 65 pm at full-width-
half-maximum. This particular line is not ideal, as a stronger absorption cross section is desired and the
wing of the line is overlapped by a CO2absorption feature. One reason for proceeding with DIAL
experiment using this absorption line was that our laser could be conveniently tuned onto it. Another
motivation for using this line is that the laser material used is similar to the design underway for the Space
Readiness Coherent Lidar Experiment (SPARCLE), in which wind will be profiled from the orbiting space
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shuttle.7 The DIAL studies undertaken here are then relevant in investigating whether a SPARCLE-type
design could also be used for water vapor measurement.

Studies are currently underway using HITRAN-PC simulations to identify H20 absorption lines in
the 1.9 to 2.2.p.m region that would be better suited for the type of application discussed here This range
corresponds to the wavelengths obtainable by the activators holmium or thulium in various host materials.

A block diagram of the lidar system is shown in Figure 1. The pulsed laser, drawn within a
dashed box, is a bow-tie configuration pumped by two sets of diode laser arrays. A continuous wave laser,
also shown in a dashed box, serves as both the local oscillator and injection seed source. Both the pulsed
oscillator and master oscillator lasers were built under ARPA funding and are currently on loan to NASA
from the Air Force. The injection seeding scheme includes a piezo-electric translator (PZT) to sweep the
pulsed laser cavity during the pulse build-up time; the acousto-optic Q-switch is fired when a resonance is
detected between the injection seed and pulsed laser cavity. An acousto-optic modulator is used to create a
105 MHz intermediate frequency between the local oscillator and pulsed laser. The pulsed laser is capable
of producing 4.5 mJ at 20 Hz in a 180 ns pulsewidth. However, during these experiments the diode pump
arrays were near the end of their lifetime and the resulting pulse energy was only 0.75 mJ at 20 Hz. Laser
output is transmitted to the atmosphere via a 4-inch diameter off-axis paraboloid telescope. The outgoing
pulse and the atmospheric return signal are separated by a polarization relationship imposed by the
combination of a quarter-wave plate and polarizing beam splitter. Photodiodes in a dual-balanced circuit
provide the RF heterodyne signal.

50/50 coupler X/4 telescope . A ,,..
dual-balanced t3 I'k[

photodiodes _ _ ........................V.............P.._.:.."._2. ...................................!._......_.

"-- [ i Ho:Tm:YLF diodepump 1 1

CW master oscillator I [--__.__ ['] 0 [] [-"-] [

di°dei I''1 [ [ i_ r---'l , [
Ho:Tm:YL__ U diode pump 2 [

i_.._[ | _ - Q-switch i
o.c. ..........................................................................................::.......................................

p, a.o. mod
(105 MHz) O>0

Figure 1:Block diagram of optical system.

Signal processing was adapted from an RF spectrum analyzer, which was tuned to the
intermediate frequency with a 3 MHz passband. The spectrum analyzer then displayed the power in the
atmospheric return (at the intermediate frequency) as a function of time. Data was averaged and stored
with a digital oscilloscope. Further processing, including the DIAL calculation, was performed with
MATLAB algorithms on a personal compute_'.

Tuning on and off the absorption line was done by manually tilting an etalon inside the master
oscillator laser. Tuning was first done on-line by adjusting the etalon while monitoring wavelength on a
wavemeter. The wavelength could typically be tuned within 3.5 pm of line center. 100 shots were then
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averaged of the atmospheric return. Such a large number of averages is required to reduce speckle noise.
During the 100shot averaging period the laser wavelength might drift as much as 3 pm from its starting
wavelength. These errors in drift and on-center tuning degrade the accuracy of the DIAL measurement,
and a stabilized laser design is currently under development. After the on-line shots.were recorded the
master oscillator laser was then manually tuned off line, typically to 2051.934 nm. The tuning to off-line
would require as much as 2.5 minutes to accomplish, as the wavelength could require this long to stabilize
after the etalon adjustment. 100 shots of off-line data were then acquired. Such a long time between on
and off line measurements is too longbecause the atmosphere can change characteristics in this interval.
Designs are also underway to use two different master oscillator lasers---one tuned on-line and the other
off-line. Switching between the two could take place in a matter of seconds.

Sample DIAL Measurement

The only availablecorrelative measurementtocompare with the DIAL measurementwere reports
of ground-level temperatureand relative humidity from a weather station atNorfolk InternationalAirport,
some 25 miles distant fromour laboratory. To compare with this ground-levelmeasurementthe laser was
directed near horizontal. A straight horizontalpath was not possible from the window of our laboratory
due to obstructionby trees, so thebeam was directedat 15° elevation. The laserbeam was directed in
azimuthto be perpendicularto the ambient winddirectionto keep theDoppler shift frompushing the
heterodynedatmospheric return out of the signalprocessing passband. In a zenith-looking mode (which
would provide the most useful scientific data)this passbandissue would not exist. Figure 2 shows
smoothed atmosphericreturns tuned both on andoff the watervapor line. 100 shots were averaged of the
on andoff wavelengths. The differentialabsorption is readilyapparent as seen by the difference in sl_)pe
between the two lines. Databefore 200 m range is notdisplayedsince during the period of time

corresponding to this range thephotodetectors are saturatedby internalreflections of the 6utgoing laser
pulse. .-
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Figure 2: Water vapor DIAL measurements. Six such measurements were made on different days.
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A DIAL calculation was made based on the points indicated in Figure 2. Data beyond 600 m
range was not considered as the signal-to-noise ratio has dropped so low beyond this point that a DIAL
calculation at a further range would be unreliable. The water vapor concentration calculated from these
data points is 5.2 x 1017 molecules/cm3; the concentration based on the weather station measurements of
21.1°C and 45% relative humidity is 2.8 x 1017molecules/cm3. If the weather station data is accepted as
truth then the DIAL measurement has an 86% error. A desired accuracy for meteorological and scientific
purposes is less than 20%. Sources of error in the DIAL measurement are wavelength jitter, speckle, low
signal-to-noise ratio (due to limited pulse energy), and a long time between on-line and off-line
measurements. A stronger, non-overlapped absorption line would also enhance accuracy by making the
difference between on and off line absorption more pronounced.

Conclusions

Though the coherent DIAL measurements were successful with this 2 gm wavelength system, the
accuracy of the measurement must be be improved to be useful for scientific applications. Toward this
goal a master oscillator is being built which includes an output coupler mounted on a PZT. This laser will
be locked to the absorption line using a wavelength modulation technique. Replacement of'the pulsed
oscillator pump diodes would allow a higher pulse energy for enhanced signal to noise ratio and DIAL
accuracy. Alternate pulsed laser designs are being considered with regard to pulse repetition frequency (to
allow more averaging for speckle noise reduction) and selection of a line with a stronger absorption cross
section.
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Introduction The use of all solid state lasers has the signal caused by the speckle field requires some

considerably improved the reliabil!ty of lidar systems sort of averaging in order to achieve any useful accu-
in the last few years and broadened the range of po- racy in the parameter estimation. Because even for
tential applications. This is particularly true for li- high repetition rate systems the correlation time is
dars using heterodyne detection for wind sensing and shorter than the time between successive laser shots
possibly differential absorption lidar (DIAL) for wa- only incoherent averaging schemes can be applied. In
ter vapor or other trace gas measurements. These the frequency domain a suitable function retaining
lasers show best performance at high repetition rate all relevant information is the periodogram, i.e. the
in the kHz rather than 10 Hz range at the expense square modulus of the Fourier transformed signal. In
of relatively low energy per pulse. The enormous the time domain the choice would be the complete
amount of data generated by these systems calls for autocovariance function.
efficient data acquistion and reduction schemes. This A straightforward approach to signal processing of

is particularly demanding because one advantage of heterodyne lidar returns is to digitize directly the
wind lidars compared to radars is the better spatial output of the detector at intervals At, which is cho-
resolution and potentially better accuracy. So there sen sufficiently small to resolve the expected Doppler
is a definite need for computationally efficient evalu- shift. The achievable range resolution is determined

ation schemes to retrieve the Doppler frequency and by the laser pulse width 7", the observation time T
the backscattered signal power from high repetition for one range gate should be selected as T >_ 4T to
rate systems, especially in the low signal re,me, obtain sufficiently independent information from suc-

Recently a data acquistion system based on direct cessive range bins. In case of a Gaussian pulse shape
digitization of heterodyne lidar signals has been in- the monitor Sign_ of the transmitted pulse is
troduced Which is capable of accepting data at a shot

rate of up to 1 kHz, and providing sufficient (and t2

scalable) processing power for fle_ble on-line data Ae(t) A. exp(--_T 2 } COS(2_'f_t . 8) (1)
reduction [Linn_ and Bhsenberg, 1998]. In this paper

we discuss the details of data reduction schemes for where A is the amplitude and 0 is an (arbitrary)
optimizing the resolution and accuracy of retrievals phase.
of wind and backscattered power. In the spectral domain the key parameters are the

Nyquist frequency fg = 1/2At, the spectral width of

Theoretical background The output of a hetero- the transmitted pulse w = 1/x/r87r7", and the elemen-
dyne receiver in an atmospheric lidar system is the re- tary bandwidth Af = lIT. The condition for inde-
sult of superposition of many randomly phased scat- pendent range gates then reads f_ -= w/Af >_0.4. For
tered fields from individual aerosol particles. It is best range resolution rather small values for _ should
well represented as a Gaussian random process. The be chosen, implying that only very few points in the

goal of the data analysis is to estimate the return discrete spectrum, on the order of 4, will contain the
power, Doppler shift, and possibly spectral width of signal energy.
the return signal, corresponding to the zeroth, first, We obtain spectral density estimates at frequencies
and second spectral moments. The random nature of fj =jAf, j = 0... M/2, where M = T/At is the
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number of samples per range gate. The spectral den- frequency jitter, EMI (pickup of radio signals from a
sity at these frequencies is _ven by nearby TV-tower), and local oscillator amplitude in-

N S 1 _(f __fj)2 stabilities. Onereasonforourchoiceofprocessingin
(Af)-lF(fi) = TNN+ -- exp{ _w2-- } the spectral domain is the fact that the problems justw _ mentioned have rather well defined spectral proper-

(2) ties, so corrections are best made in the frequency

Summing F(fj) for j > 0 the signal and noise domain.
variances are S and N. The relevant nondimen-

sional parameters are the wideband signal to noise Algorithms Because the center frequency fe of the
ratio SNR = S/N, the normalized Doppler shift transmitted pulse can vary considerably from shot to
fDT = (fp -- re)T, and the nondimensional spec- shot with respect to the local oscillator frequency,
tral width f_ = w/Af. Any unbiased estimators a good estimate of fe for each shot is most impor-
for these parameters have a variance at best equal tant. This is obtained from a separately recorded

to the Cramer Rao lower bound (CRB). For meth- monitor pulse produced by an internal reflection in
ods to calculate the CRB we refer to the literature the lidar system. This signal is virtually free from
[Frehlich, 1993], [Rye and Hardesty, 1993]. Best per- speckle effects, so a single realization is sufficient
formance is achieved with maximum likelihood esti- to provide good spectral estimates. The monitor
mators, where the CRB is actually attained, pulse for our system is well described by the model

15o of [Frehlich et al., 1994], but with the addition of

[1't I li[tl)[l! [[1111' ' a 'direct detection'tepedestal: rm and a linearly increasing

140 I

Ae(t) = A._.cos(27rfet+_r¢(t-to) 2+e)+

B2 "_,2+ _t + p (3)130

L (t_to)2_
" v = exp( _ •

120 \ /

This corresponds to a harmonic oscillation with fre-

, , quency re, modulated by a linear chirp ¢, having a
11°-15o -100 -50 0 50 100 150 Gaussian envelope of width r, sitting on a pedestal

Time[ns] with offset p linearly increasing in time at a rate of _,
a direct detection component of amplitude" B 2, and all

Figure 1: Monitor pu!se (solid line) and best-fit model that slightly corrupted by white noise. Fig. 1 demon-
(dotted line). The Parameters of the model fit according strates that: real laser pulses are in excellent agree-
to Eq. (3) are A = 17, B = 2.3, to = 152ns, r = 51ns, ment with this: model. Realistic values of the model

fe = 46.9MHz, _ = -53.1MHz/izs. _ = -1.68, _ = parameters are provided in the figure caption.
5:l/_s-1 and p = 126 For our system a rather large shot to shot jitter of fe

is observed. An estimate of fe is obtained for each
In real lidar systems some adverse effects Of actual individual shot. This value is subtracted from the

laser and detector performance must be accounted frequencies of the periodograms 0f both themonitor
for. Some of the common problems are: the frequency pulse and the atmospheric returns. Since this opera-
of the transmitted laser pulse jitters with respect to tion has to be performed for each individual shot only
the local oscillator, it may also change during the rather Simple algorithms for'determining fe are feasi-
pulse (chirp), and.the temporal shape of the pulse can ble: We have assessed the performance of two simple
deviate considerably from Gaussian. The local oscil- and, for reference, one more sophisticated but time
lator can exhibit intensity fluctuations, e.g. caused by consuming estimator for the center :frequency using
relaxation oscillations of, the laser or "spiking", and simulated data:
the detector circuit can pick up unwanted electro-

magnetic interference signals (EMI). Therefore the MI: first specti-al moment in a narrow band _around
data processing scheme should not only be optimized the maximum of the periodogram (in a _ven
for operation under ideal conditions, but also provide spectral re,on)
possibilities for at least largely reducing the problems
caused by non-ideal system performance. For our sys- ,.Mli: an iteration of 1 around.the so determined cen-
tem, the most importan_ system imperfections were ter frequency, using interpolated values for the
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Figure 2: PDF of the error in frequency estimation 6f
from the monitor pulse when scanning the frequency f_ Figure 3: Bias (top panel) 6f and sta.udard deviation
over a range of 3Af. The lines shown are for the M1 - o'/of simulated Doppler estimators accumulated over 104
estimator (solid line), Mli - estimator (dotted line) and shots. The estimators are M1 (dotted line), Mii (dash-
the MF- estimator (dashed line), dotted line) and G_ (solid line). The ClUB on crf (con-

verted to MHz with T = 320ns) is shown for comparison.
The results are shown in Fig. 2. For noise-free data See text for details.
M1 shows a small bias depending on the relative posi-
tion of the center frequency with respect to the center
of the resolved bands, but at realistic noise levels the Estimators for the Doppler-shift were M1, Mli ex-
scatter due to noise is at least as large as the sys- plained above and a parametric fit G5 (with re = 5)
tematic bias. In Mli the bias is largely suppressed, to the Gaussian spectrum in Eq. (2). For total
scatter is smaller than for M1. MF shows slightly backscattered energy the zeroth spectral moment in

better performance than Mli, but cannot be imple- a narrow band around the peak MO and the Gauss-fit
mented because it is too time consuming for real-time G_ were used. Both _-estimators (Fig. 4) behave very

processing. For most cases M1 is an e_cient and suf- similarly, have a negative bias of about 5% and the
ficiently accurate estimator, Mli would be slightly expected relative standard deviation _/_ of roughly
better but has not yet been implemented for online 1/(2k/_ at high SNR. The Doppler estimators
processing. (Fig. 3) show little bias for all estimators except for
Variants of the spectral methods, some utilizing the the M-estimators at • < 4, which is also the crossover
high resolution available in the fe-correction shift value, above which M1 shows less variance than the
have also been applied to the return signal. With the Gauss-fit.
coarse shift fe is determined only to the precision Af.
For reasonable range resolution the signal is then con- Application to atmospheric measurements.
centrated in about 4 spectral bands, making it diffi- In a field measurement campaign on the island of

cult to use parameteric fits to determine the signa2 pa- Gotland in the Baltic Sea the heterodyne lidar sys-
rameters in Eq. (2). We have tested whether the situ- tern described in [Lehmann et al., 1998] has been op-

ation improves, when at fixed .'kf the ]_-shift is made erated in conjunction with the data acquisition of
with re-fold higher resolution, creating a denser fre- [Linn_ and Bhsenberg, 1998]. The beam was pointed.
quency spacing, at the expense of the number Of shots vertically to measure the vertical wind speed with
accumulated in each band. For _ = 0.7, M = 64 and high temporal and Spatial resolution. As an exam-
a realistic jitter we have simulated 500 x 104 real- pie Fig. 5 shows the variance spectrum of the vertical

izations ('shots') for each • = M • SNR/2, with • wind speed at a height of 480 m above sea level for
ranging from 0.1 to 200. The spectra were accumu- one hour of measurement time during October 28,
lated over n = 104 shots, yietding K, = 500 samples 1998. The wind was obtained from accumulated pe-
for each estimator, riodograms using M1 for the determination of f_ on a
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0.2L. _ _ of 0.05Hz, indicating that the variance is mainly due
.............................................. i............ to atmospheric variability rather than system noise.

o.1_ .i!'_ ......................... :............. It is concluded that under these conditions the sys-
.... !

. L i.:[ '_i .iii i.......................................... tem noisehasastandarddeviationofsignificantly' less than 7crn/s. This is in good agreement with the
0 ................ ......

] . '_ ............... i ................ i estimated performance of the retrieval algorithms for

_.1_. ::/__:::::::- asignallevel ofabout 4 coherentlydetected photons

t ................... :...................... ::.................................... per range gate.
-o 2 i

Conclusion The detailed analysis of algorithms for/

0.1_ .....\----- ...................... wind and backscatter retrievals from heterodyne lidar

L _ signals shows, that very high precision can be reached[ for both parameters. Using a high repetition race
e \ " laser a precision of _<5cm/s for the vertical wind and

_e [ x_,, a relative acuracy of 1% for aerosol backscatter can beachieved within the boundary layer, for 10s temporal

0.01[-...................................... _ ..... and 50m vertical resolution, even for a rather small
f pulse energy of _< 0.5mJ. From this it is concluded

0.1 i ....... io 100 ' ' that such a system is very well suited for studies of
¢ turbulent transport in the boundary layer. It has

been demonstrated that the necessary data reduction

Figure 4: l_elative bias (top panel) (f¢/'_ and rela- can be performed in real-time, when advanced signal
rive standard deviation a4/'_ of simulated (I)-estimators. acquisition and processing techniques are used.
These are MO (dotted line) and G5 (solid line). See.text
for details.
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The wind spectrum shows the well known, f-5/3 de-
pendence for frequencies larger than about 0.01 Hz.
This behaviour is found up to the Nyquist frequency
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Abstract

The NOAA Environmental Technology Laboratory has developed a multiple-wavelength (line
tunable from 9-11 _tm), low-pulse-energy (1-3 mJ), high-pulse-rate (up to 500 Hz) CO2 Doppler
lidar for simultaneous investigation of boundary layer wind and water vapor profiles. In this
paper we present single-wavelength; Doppler results and preliminarywater vapor DIAL
measurements.
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Introduction Early analytical work on the problem _'2explained only
the reduction of lidar efficiency caused by beam

This paper describes what we believe to be the first use spreading in bistatic systems. The discussion of more
of simulations of beam propagation in three- realistic lidars with common transmit/receive antennas
dimensional random media to study the effects of (monostatic geometry)3"4predicted that the average
atmospheric refractive turbulence on coherent lidar signal-to-noise ratio (SNR) of perfectly aligned systems

should be generally rather higher than was given by theperformance. The results presented here are based on
propagation through an atmosphere characterized by bistatic model - indeed, that under some conditions it
uniform refractive turbulence; transmitted and virtual could be higher than expected when no turbulence was
(back-propagated) local oscillator beams are assumed to present. This result could be explained physically by

• be matched, perfectly aligned, Gaussian, and truncated noting that, on application of the reciprocity theorem, a
at the antenna aperture by an amount that would lidar return can be expressed as the overlap integral of
maximize system antenna efficiency in the absence of the transmitter and back-propagated local oscillator5"6

beams in the target plane. This reduces the problem ofturbulence. However, our method provides the tools to
analyze laser radar with general refractive turbulence calculating lidar returns to one of computing irradiance
conditions, beam-angle and beam-offset misalignment, along the two beampropagation paths, a method used in
andarbitrarytransmitterandreceiver geometries, the simulations reported here. The signal enhancement

that occurs in the monostatic geometry arises because

Refractive turbulence in atmospheric backscatter 'both small-scale scintillation and large-scale beam
coherent lidar wander are common to the two beams. For the lidar

application, other authors7 have used expansions based
on the path-integral formulation to describe the problem

Any reader who has worked with coherent lidars knows in the limits of weak and strong turbulence, with some
how to difficult is to predict the performance of the approximations. While the analytical approach leads to
instrument. It is not unusual to find out that the effective understanding of the basic physical problems, it is usual
iidar range has been drastically reduced in relation to to consider only the higher moments of the field. These
previous measurements. Explanations such as low moments are usually difficult to estimate and no simple
aerosol concentration, increased atmospheric analytical solutions are known outside those obtained
absorption, and technical problems such as for simplified beam geometries (defined through
misalignment or laser performance are the most untruncated Gaussian functions) and unrealistic
frequently cited when the lidar system whatever the atmospheric characterization (usually by random
laser wavelength. At shorter wavelengths, the effects of wedges where only beam wander and no scintillation is
refractive turbulence on ground-based systems have considered).
certainly to be included among these factors (see figure
1). It is so closely related and strongly dependent on The simulations used here are based on the well-
near field and misalignment problems, that it is often established method of modeling the atmosphere by a set
hard to establish the exact cause of lidar dysfunction, of two-dimensional Gaussian random phase screens
So, we are required to study the features of coherent with an appropriate phase power spectral density)
laser radar behavior under realistic conditions if we Though the accuracy of the moments from simulation of
want to assess properly the feasibility of proposed plane and spherical waves in random media is well
measurements, define new applications or maximize the established,9 we have extended this approach to the
system performance, more complex problem of Gaussian and truncated

Gaussian beams propagation. Before applying the
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suboptimal local oscillator geometry in the absence of
refractive turbulence.I° We assume that the
photodetector, whose noise is dominated by shot noise,
has uniform quantum efficiency and collects all the

O _ energy of the local oscillator and back-scattered field.
All simulations use the yon Karman turbulence
spectrum with an inner scale 10=1 cm and assume

0 1 homogeneousturbulencealong a horizontalpath.ll The
calculated measures of performance are the system-
antennaefficiency(the fractionof the availableoptical
power recorded by the heterodyne receiver) and the
SNR of the laser radar as a functionof range and level
of refractive turbulence Ca2.1.7

2 3 The effects of refractive turbulence as a function of
range (figures I and 2) are pronouncedfor ranges as
short as a few hundreds of meters under typical diurnal

, condition of strong and moderate turbulence (Cnz values
between 10"12 and 10"14 m'2/3). Figure 2 shows the
average SNR normalized by that for free-space% , propagation: SNR enhancement, when this.ratio is
greater than 1, is evident at ranges shorter than 1 Kin..

4 5 While the small-scale scintillation structure .(see figure
1) explains thig effect, the spreading of the transmitted
beam at larger ranges reduces system 'performance

Figure 1.A beam propagated through a turbulent atmosphere look below the result for no refractive turbulence. For a
quite different to free-space propagated Gaussian Beams It results
obvious that the behavior of the coherent lidar is going tobe affected typical nighttime C..- lesser than I0:14 m "2/3 (figure: 3),
by the intensity distortions of any scale we see at the pictures: beam the effects of refractive turbulence are present for,ranges
wander, beam spread!ng and scintillation modify the system greater than 1 Km. We again observe enhancement and

performance The pictures show instantaneous images of a collimated subsequent performance reduction with respect to theGaussian beamat ranges from 0 to 5-km at 1 km intervals along an
atmospheric path. The wavelength is 2 _tm and a 14-cm diameter free-space propagation, but these effects have different
transmitter telescope 1.76 time the beam diameter truncates the beam. magnitudesand ocizurat much longer ranges.
The level of refractive turbulence C,"has the typical daytime value of
10"14m"2_3

results to general lidar geometries, we have studied the
effects of the refractive turbulence on the propagated
beams in order to verify our simulations (this is not

reported here). In addition to the very general _
applicability of this approach noted at the end of the last
section, use of the technique is extremely useful for =o
developing an intuitive knowledge of the problem
involved 5z

o -3

Simulation results based on the parameters of a real
system -50 1 2 3 4"

The presented simulations of the effects of refractive LidarRange[Km]
turbulence consider the National Oceanic and Figure 2. The importance of the refractive turbul'im_ze on the

Atmospheric Administration (NOAA) Environmental ,coherent lidar performance in daytime (strong _irid!m0d;er:hte
turbulence) is pronounced for ranges as short as a few,hundreds

TeChnology Laboratory collimated Gaussian mon6static meters. By using the simulation of truncated Gaussian.beam
laser radar system, The parameters of the lidar are a propagation, in three-dimensional random media, the figure, shows, the
wavelength close to 2 lam. transmitter and receiver average SNR, (in dB) normalized by the case of no refractive

aperture Of 14 cm, and a optimal beam truncation by the tttrbulence as a function of_range R and level Ofrefractive turbtilence
C°", The lidar system parameters are wavelength of: (2 p.m., ,14-Cm

telescope aperture of 1176, which maximizes the far- transmitter and recewer aperture, and optimal beam_truncatio0 by the
field system-antenna efficiency of a lidar Using a telescope ofl.76.
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For turbulence propagation the field is scattered on

turbulence inhomogeneities when propagating from
transmitter to the scattering plane which causes beam

_- ,._=_o,,,,:, spread and intensity fluctuations. A larger incoherent
g image at the target caused by the beam spread produces

the loss of coherence of the back-scattered field and
a

o lidar performance to degrade. Otherwise, the
_" fluctuations in irradiance at the target cause
•5 enhancement of the coherent lidar SNR compared with
z free-space propagation. The study of turbulence effects
.__ due to both spreading and intensity fluctuation shows
co

20 5 10 1_ 20 clearly the dependency on just the dimensionless,)

parameter NT= kro'/4R, where r0 is the transverse-field
LidarRange[Km] coherence diameter on the receiver plane of a point

Figure 3. The importance of the refractive turbulence at night source located at the target. _2Although previous work 1
(moderateandweakturbulence)is clearlymanifestforrangeslarger has used NT similar parameters for describing beam
than 1Km. The lidar system parameters are similar to those of figure expander effects, we have showed that the combination
2. of both NF and NT allow characterizing intensity

fluctuations in a similar way.
Figure 4 shows the effects of the refractive turbulence

on coherent lidar performance using the system-antenna It is easy to appreciate the similarity between this
efficiency. For free-space propagation, the truncation parameter NT, describing the refractive turbulence
chosen maximized the coherent detection power for effects on the propagated beam, and the Fresnel number
returns from the far field of our telescope by minimizing Nv, describing the free-space propagation: now the
the beam size on the target plane. However, it seems coherence diameter assumes the role of the telescope
very clear from the simulated results than the aperture diameter. As a consequence, we might expect
atmospheric turbulence distorts this result even when that any atmospheric propagation problem defined by
we propagate the beam in weak turbulence: the beam the same parameters NFand NThave the same solution,
spreading due to atmospheric turbulence is relevant in i.e., any lidar problem characterized by identical NTand
most of the considered propagation conditions. Even NF should work with similar performances.
more, simulations have shown that for moderate and

strong turbulence, where the effective beam size after Figures 5 and 6 show some of the consequences derived
turbulence spreading is nearly the same for any of the previous hypothesis when we check them by
truncation, the use of truncation cannot minimize the
beam size and only contributes unnecessary power loss.
So, though further analysis should be Considered, these o.6
results seems to indicate that in the presence of strong

enough turbulence, optimal truncation should be smaller _ 0.2 c:_o._

than those used when no refractive turbulence is _ 04
assumed. .__

_, 0.3

Parameterization :-_ ,J° _'='" _
0.2 / -Lidars intended for profiling over long ranges are _ o.1

generally operated with a collimated transmit beam. For .a_.._....,._ c:=_o"m:'
this case, the wave fronts of the transmitter and BPLO o _ ....
beams are planar at the lidar antenna, and the physics of 0 _ lO 15 20
the SNR and heterodyne efficiency are described by the ,_da_Range[KinI

transmitter field at the exit of the aperture, the receiver Figure 4. The system-antenna efficiency, as a function or"range R
telescope, and the local oscillator field for a given and level of refractive turbulence Co" is a useful measurement of the
wavelength and level of refractive turbulence C, 2. For coherent lidar performance. The lidar system parameters are the same

than in previous figures. It shows different levels of refractive
free space propagation, it is easy to establish how the turbulenceC"-' along with the caseof tree-spacepropagation(dashed
lidar performance depends on aperture diameters D, curve), for which the proposed 1.76 optimal truncation maximizes the
wavelength L, and distance R through the dimensionless heterodyne efficiency at 0.4 for returns from the far field of the
Fresnel number NF=kD2/4R. telescope (ranges greater than 15 km).
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........................ ConclusionsI

Current desktop computers that allow users to visualize
" c:,=,,,,,m.... and analyzenumericalsimulationsand interactwith theg 2

c_,=_0-,'m:, results rapidly could boost research productivity in the
_. study of coherent laser radar systems. Furthermore,
.9 0 ----

simulating tools turn out to be extremely useful for
insight into problems as complex as the propagation of'6

z -2 coherent lidar signal through atmospheric turbulence.

-4 We have here described some results of our simulations
and the relations appearing from dimensionless NT and

lo.3 10.2 16' 1°° NF parameter dependencies. For different beam
,v:= 4_ geometries and turbulence paths we have used the/ag"

simulation of Gaussian beam propagation in three-
Figure 5. The wavelength dependence of coherent lidar behavior dimensional random media to analyze the effects of the
on atmospheric turbulence appears when we assume the same refractive turbulence on the behavior of coherent lidar.
dimensionless NT and NF parameters. The simulation of the same Beam truncation of both transmitted and local oscillator,
system at different wavelengths X] and L_,(in the figure 2 and 10gin,
respectively; the rest of parameters as figures 2) show similar results and the use of a non-approximated turbulence spectrum
by scaling the range R a factor R)/R2 =;k.2/X_and changing the level of allow study of the problems in a very realistic way.
refractive turbulence C.2by C,)"/C,2! = (k)/k2)3.The SNR normalized

by the case of no refractive turbulence for a 2 _m System can be In particular, simulations provide a way to study the
deduced from the 10p.m case by stretching the range R a factor 5 and relatively intractable problems arising from
tightening C.2by 125. misalignment and aberrations of the' optical system in

the presence of refractive turbulence. We have used
E c:,=_0-,:_:, extensions of this work to Overcome the lack of
"o

__ c:,_,,)-,,_-:, analytical results in the study of both the relative
_0 variance and the probability-density function.of the
o_ 2 c.-,=_0-,,_-,, coherent power or SNR that result from turbulent

,0-"_.... fluctuations.to
Q
9 0
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1. Introduction

The effect of refractive turbulence on coherent laser radar is studied in a number of works, for example
[1-3], where the meanpower of coherent signal and signal to noise ratio (SNR) arecalculated using analytical
methods.To account for the correlation of the direct and returnwaves propagating along the sounding,path the
different approximate methods, such as phase screen approximation [1-3] or asymptotical methods for
calculations in the regimes of weak or strong turbulence [4] areused. Along with the mean signal power the
variance of turbulent fluctuations of coherent signal power plays important role in coherent laser radar
characterizationalso. At the same time the analytical approach for calculation of the power fluctuationsis not
necessarily successful. In this paper to study the effect of refractive turbulence on coherent lidar the numerical
simulationis used.

2. Algorithm for calculation of complex amplitude of laser beam field in a turbulent atmosphere

To calculate random distributions of the amplitude and the phase (complex amplitude) of field of the
beam propagatingalong the path of x length in a turbulent atmosphere,we used the algorithm basedon random
phase screens simulation. In the detailes this algorithm is justified and described, for example, in review [5]. The
idea of the method is that the all path of x length is divided into N layers each of Ax thickness. On the front
border of each layer a random phase screen is placed, on passing which the beam undergoes phase distortions,
i.e. the complex amplitude of the beam E(xi, O) is multiplied by exp{j_(xi, p)}, where 11/isthe simulated random
phase, xi = lax, i = 0..... N - i, and p = {:, y } is the transverse coordinate. Then the beam diffraction is computed
inside each layer using the fast Fourier transform

E(xi+l,P) = F-l {exp F . (2_t)2_x ,1 r-L-j LE(x,,o> (,>
where F and F-_ are the direct and inverse Fourier transforms, correspondingly, k =2rt/)_is the wave number, K:
is spectral coordinate.

The phase screen simulation is the most efficient in spectral domain. We use the Karman model for the
power spectrum of phase fluctuation of the wave passed through the turbulent layer of Ax thickness [6]

2 (8.42L,)2
_v(K) = 0.265 _ [I + (8.42L_)z1_]u/6 ' (2)

where
2 5/3k_Ax(r_, = 1.27C_L_._'_. (3)
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is the variance of wave phase fluctuations, _is the structure parameter of refractive index fluctuations, L, is the

outer scale of turbulence. Hence, setting initial distribution of a laser beam field E(0, p), the medium parameters
C_,,and L, one can simulate random distributions of field of laser beam propagating along _ound path ofx = NAx
length. Ensemble averaging of obtained random realizations :allows-us: to calculate vitribus statistical
characteristics of the beam field.

We assume that,distance-between lidar and probing volume far exceeds the longitudinal size of thelprobing
volume determinedby i_d;d_ration of sounding pulse and that scattering of light by aerosol particles is e,quivalent
to the scattering on theediffuse target. At the end of path the obtained distribution of a beam field E(X,p,,,,) is

multiplied by the uncorrelated complex backscattering coefficients K/,, ((K,,_Km_,)= ([ K [z)8m,,,8,, ,, .8 is the
Kronekker delta) which obey the Gaussian law of distribution. Here the location of transverse coordinates

p,_ = {Aim, Aln} is determined by the nods of the uniform mesh with resolution Al, where m, n = 1, 2.... _N:y, N_
is the number of mesh nods.

Fdr,simulation of complex amplitude of a scattered beam on return way ihe same'scheme with the same set of
phase screens is used. To avoid <<thediffraction>>on the edges of calculation,mesh we used the special procedure
of spatial filtration.At the plane of receiving telescope x = 0 the calculated values of scattered wave Es(0,p) are
multiplied by the telescope transmittance function Pt (P) (P, (P) = 1, [p [< d/2, Pt (P)= O, [p I> d/2, where d is
the telescope diameter) and for calculation of the beam field distribution at the telescope focal plane the
procedure of fast Fourier transform is used. Multiplying obtained result by complex amplitude of local oscillator

field EL (p) and perfo_ng integration over variable p (detector surface) we obtain valid .cgmponcnt.-of the
,coherently detected signal. . ........ , :,...... _

By means of variation of the parameters N-y,Al, N, Ax we can simulate the sounding beam propagation: along
paths with different geometry (horizontal, vertical, slant, and so on). Below we:show:the results ofsimulation of

laser beam propagation along horizontal paths with constant .C_. In calculations we put )_= 2 gm,_initia!, beam
radius a0= 7.5 cm, telescope diameter d = 30cm and telescope,focus lengthf = 1m. - - : ,..... _: ,,

3, Results Ofsimulation . ,:..... : :

The intensity distribution of laser beam at the distance x = 3 km from the lidar for ;thestructure,:parameter C],
= 10t4m-m is shown in Fig.1. Fig 2 demonstrates the instantaneous intensity distribution of the backscattered
laser beam at the plane of the receiving telescope aperture, and in Fig. 3 we show the intensity distribution ai the
focal plane of the telescope. It is seen, that the speckle pattern at the focal plane is similar to the pattern at the
telescope receiving planel , :: "

' ' 20_ "'" 20-
' • . i

.:: _: , 15-1..... ".....

/,/ Io-I ,,

: 5-!

Zmi Z

• ,-5-1
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Fig. 1. Fig. 2.
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Fig. 3. Fig. 4,

Temporal scales of the signal power fluctuations caused by variations of backscattering coefficient z, and by
refractive turbulence "c,diverge considerably [4]. The scale z, determined by the sounding pulse duration is in the
range of part of microsecond, and the scale z, determined by the time of transferring of turbulent inhomogeneities
is in the range of part of sect nd.

Response time of the receiver T satisfies the condition: "c,<< T << 1:, As a consequence random distortions of
the intensity distribution at the photodetector are determined completely by refracnve turbulence. Fig..4 shows
the focal intensity distribution averaged over 100 realizations of scatterers random distribution in case of
<<frozen>,refractive turbulence.

The instantaneous intensity distributions at the focal plane of the telescope for _ = 0 and _ = 10"13m"2r3on

3 km path are shown in Fig.5 and Fig. 6 respectively. From comparison of the simulation results in Figs. 3, 5, 6 it
follows that considerable increase of the spot size on 3-km path is observed for strong turbulence

= 10"t3m "2r3only.
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Fig.6. Fig.5.

Figs. 7,8 give the focal plane instantaneous intensity distributions for path length x = 10km and C_= 0,

C_,= 10"t4m"v3, respectively. Comparison of the data in Fig. 3 (x= 3 kin, C_= 0) and Fig. 7 (x= 10 km,

= 0) shows that increasing of path length leads to considerable decrease of the spot size at the focal plane and
the number of speckles due to improvement of spatial coherence of backscattered wave incident on the telescope
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with accordance van Zittert Zernicke theorem. In contrast to 3 km path for path length x = 10 km considerable
increase of the focal plane spot size due to turbulence is observed (compare Figs. 7 and 8).

0.10 0.10-,

0.05 0.05- :'

mmZ'o.oo :_;'_'_''!' : __Zmmo.oo4 ,'

-0.05 -0.05 '_:': ;iN
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i

Fig.7. :: _ • Fig.& i:

Developed algorithm allows us to simulate the effect of refractive turbulence on Doppler lidar run with
different geometry of sounding and locatior!: on:the gr.ound,:aircraftand space. Simulation of temporal variation
of Doppler signal accounting for the wind turbulence can be made by simulation of temporal variation of
backscattering coefficients Kin,using the procedure [7, 8].
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Several objectives of NASA's Earth Science Enterprise are accomplished, and in some cases, uniquely
enabled by the advantages of earth-orbiting active lidar (laser radar) sensors. With lidar, the photons that
provide the excitation illumination for the desired measurement are both controlled and well known. The
controlled characteristics include when and where the illumination occurs, the wavelength, bandwidth,
pulse length, and polarization. These advantages translate into high signal levels, excellent spatial
resolution, and independence from time of day and the sun's position. As the lidar technology has rapidly
matured, ESE scientific endeavors have begun to use lidar sensors over the last 10 years. Several more lidar
sensors are approved for future flight. The applications include both altimetry (rangefinding) and profiling.
Hybrid missions, such as the approved Geoscience Laser Altimeter System (GLAS) sensor to fly on the
ICESat mission, will do both at the same time. Profiling applications encompass aerosol, cloud, wind, and
molecular concentration measurements. Recent selection of the PICASSO Earth System Science
Pathfmder mission and the complementary CLOUDSAT radar -based mission, both flying in formation
with the EOS PM mission, will fully exploit the capabilities of multiple sensor systems to accomplish
critical science needs requiring such profiling. To round out the briefing a review of past and planned ESE
missions will be presented.
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Abstract

The SPAce Readiness Coherent Lidar Experiment (SPARCLE) is a NASA mission to
demonstrate for the first time the measurement of tropospheric winds from a space
platform using coherent Doppler Wind Lidar (DWL). SPARCLE is scheduled for launch
in early 2001 on board one of the shuttle orbiters. While primarily a demonstration of the
technology's performance at ranges of 300-350 km, the mission will also address
sampling issues critical to the design and operation of follow-on missions. In this paper
we provide a brief overview of the SPARCLE instrument and the experiments being
planned.

Introduction

Over the last few decades, lidars have been used to measure the line-of -sight component
of the winds. The lidars have been operated from buildings, vans and aircraft. Several
countries (and agencies within) currently operate wind lidars from the ground. Only a few
have installed Doppler lidars in aircraft. Within the USA, the lead agencies for airborne
Doppler lidar are the DoD, NASA and NOAA. While the ground-based lidars employ
both direct and coherent detection technology, most of the airborne systems are coherent
lidars. Building upon the heritage of airborne flight, NASA has chosen a coherent
detection lidar concept for its New Millennium Program's Earth Observing - 02 Mission.
In keeping with the NMP's charter to demonstrate the readiness of new technologies for
scientific research and applications, the mission is known as the SPAce Readiness
Coherent Lidar Experiment or SPARCLE.

SPARCLE has several objectives, some of which are clearly related to demonstrating the
technology and others that are more oriented towards demonstrating the accuracy and
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representativenessof the dataproducts.Belowarethe missionobjectivesas currently
stated in its MissionandScienceRequirementsDocument:

• Confirm that the coherent Doppler lidar technique can measure line-of-sight
winds to within 1-2 m/s accuracy

• Collect data to permit validation and improvement of instrument performance
models

• Collect wind and backscatter data for future mission optimization and for
atmospheric studies

In the remainder of this paper, we will briefly describe the instrument (see other papers at
this conference for more detail on the hardware), some of the major technology
challenges, and the general scope of the on-orbit operations plan.

TheInstrument

SPARCLE is built around the coherent detection technique for sensing the line-of-sight
(LOS) component of the motion of aerosols being carried by the wind. Although much of
the airborne heritage for coherent Doppler wind lidars (DWL) has been with CO2lasers,
a 2 micron, solid-state laser has been chosen for the space-based system. Compared with
operations at CO2wavelengths, 2 microns offers shorter pulse lengths, a more Gaussian
shaped pulse, and improved sensitivity (per Joule) in the lower backscatter regions of the
atmosphere. Table 1 summarizes the primary characteristics of the SPARCLE instrument
which is shown attached to a shuttle cross-bay truss in Figure 1.

Table 1
SPARCLEInstrumentCharacteristics

Aperture (nominal) 25 cm
Laser energy/pulse 100 mJ
Pulse repetition frequency

6 I-Iz

Scan angle (nadir) 30°
Scan azimuth range 0 - 360°
Scan scheme Step-stare
Detection technique Heterodyne (coherent)
Tuning scheme Master oscillator sets transmitting laser
Tuning range + 4.5 GHz
Single-shot smsitivity (1350) 5 x 10-am"t sr"lminimum

5 x 10-7m1 sr1 goal
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Figure 1: SPARCLE on a Cross Bay Truss

As with most maiden missions for a technology, there are several key engineering

challengeS:.Table 1 mentions most of the top level goals of the SPARCLE. However,
there are other technological issues that have, tixi_rthe course of early mission design
activities, become highlighted. Pointing knowledge, thermal effects on optics, and end-to-
end far-field pre-flight alignment are three such areas of engineering focus.

In the absence of a ground return, the accuracy of any individual LOS wind measurement
is directly dependent upon the accuracy of the pointing knowledge and the subsequent
accounting for platform motion and the relative motion of the earth's surface. The
measurement error budget, 80 microradians is allocated to roll, pitch and yaw. Given that
the instrument's alignment with the orbiter's navigation references is subject to on-orbit
mechanical and thermal misalignments, a dedicated GPS/INS will be attached to the
instrument's housing. Even so, additional measures are required to meet the LOS
accuracy goal of 1 m/s. The SPARCLE team has developed a strategy that uses the lidar
ground returns obtained during a conical scan to compute the optical axis attitude to
within a few microradians and instrument height to within a few meters. Combining the
special scans with theGPS/INS capability, the required pointing knowledge will be
obtained. Another paper that goes into more detail on the subject of pointing knowledge
is being presented at this conference by Emmitt, Miller and Spiers.

For budgetary reasons, no special efforts have been made to optimize the thermal
efficiency of the SPARCLE instrument components for this demonstration mission. Thus
heat rejection and thermal control have presented several challenges to the engineers, one
of which has been the need to maintain isothermal conditions across the optical
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components. The heterodyne detection technique requires optical surfaces and media
(e.g. silicon wedge) to have aberrations less than. 1 of a wavelength to get maximum
SNR for the total system. For the SPARCLE instrument this means that care must be
taken to limit gradients across the wedge scanner to less than a few tenth's degree
centigrade. Special coatings and low conductivity materials have reduced the thermal
gradients to acceptable levels.

, One of the reasons for a space-flight to demonstrate the DWL is the need to show that the
optical alignments required for 300-350km ranges can be achieved and maintained. With
the turbulence and attenuation along a long (> 50km) horizontal path through the
atmospheric boundary layer, it is not easy to check the pre-flight optical alignment of+ 7
microradians. The SPARCLE team has prepared a plan for the far field alignment check
that involves using a beam expander and a nitrogen filled, 500m tunnel. At this time, the
tunnel approach has not been demonstrated. Another paper on this subject is being
presented at this conference by Kavaya.

The Experiments

The SPARCLE will, as its first priority, demonstrate that an accurate (< 1.0m/s) LOS
observation of the tropospheric wind can be made with coherent detection from space.
The first set of observations will involve staring at a fixed azimuth angle and collecting
an extended series of ground and aerosol returns (Mode 1 in Table 2). The stability of the
measured ground speed (0.0 m/s relative to the air motion) will be evidence of the end-to-
end system design and performance. The expected RMSE of the ground speed
measurement is (<<1.0 m/s) on a single shot.

With the exception of a lag angle compensation experiment, the remainder of the
SPARCLE operations will be exploring various scanning (a.k.a. sampling) and shot
accumulation strategies (Table 2). The issue of the optimum way to scan a lidar beam
from space remains unresolved. The options range from one fixed azimuth (no scanning
and only one perspective)to continuous conical scanning. In between lie various
combinations of forward and aft shots, retroscanning and step-stating. Since SPARCLE
will not employ active lag angle compensation, the continuous conical scan will be
approximated with a 16point in 16 seconds step-stare scan (Mode 4b in Table 2

The comments column in Table 2 explains the general purpose of the individual scans
and thus no further discussion is offered here. However, experiment Mode 5 is quite
different than the others. The slew rate of the scanner between dwell angles for all the
wind sampling modes will be -40-50 degrees per second. The returns from any shots
taken during the angle transitions will not be detectable. The return signal falls off very
rapidly for angular rates of change > .05 degrees/see during the round trip time of the
laser pulse. While the step-stare scan was chosen for SPARCLE to simplify the
instrument and to allow various scanning modes to be explored, there is still a possibility
that continuous conical scanning may be desired for a follow-on mission. This may be the
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case if the telescopeis quitelarge (> 50 cm) andheavymakingthe step-starescan
technically

Table 2: Operational Science Modes

SCAN LIDAR ORBITER. MINIMUM COMMENTS
MODE POINTING ATTITUDE MODALTIME

Azimuth: Fixed, selectable tbr all -ZLV 3 hours Used for LOSdata
angles between 0 and 359°. collection to support signal

IA Dwells: variable up to 90 rain. + 1 degreedeadband 30 minute segments searching, shot
Slew: slow (~ !0 deg/sec) accumulation,etc.
Azimuth: Fixed at 90 or 270 30 degree roll 1.5hours Used to check pointing
Dwell: variable up to 90 rain. knowledge, vertical velocity,

cloud porosity, long shot
1B Slew: N/A + .1 degree deadband accumulation...

Azimuth: 45 and 135 -ZLV 3 hours Used to obtain vector wind
2A Dwell: 25 to 35 seconds (TBD) obs with highest number of

Slew: medium (- 30 deg/sec) __.1deg deadband 3 consecutive 30,minute accumulated shots.
segments

Azimuth: + 45 and -45 -ZLV 3 hours Used to evaluate a scan
Dwell: up to 30 seconds mode proposed by ESA

2B Slew: medium (~30 deg/sec) + 1deg deadband 3 consecutive 30 minute
- segments

Azimuth: 45,-45,135,-135 in -ZLV 1.5hours Used to demonstrate two
3A sequence, profiles per scan sequence

Dwell: 12-16 seconds (TBD) __.1deg deadband
Slew: fast (-60 deg/sec)
Azimuth: 30,-30, -60, +60, - -ZLV 3 hours Most likely step-stare pattern

3B 120,+120,+150,-150 to be used on first
Dwell: 5-8 seconds (TBD) + 1deg deadband 3consecutive 30 minute operational mission
Slew: thst segments
Azimuth: 12points TBD -ZLV 1.5hours Fastest matched tore and aft
Dwell: 2-4 seconds (TBD) samples

3C Slew: fast + 1deg deadband
Azimuth: 0 to 359 by 10deg -ZLV optional Used to generate optimal

4A Dwell: 2.5 seconds cycloid pattern for VAD
Slew: slow __.1deg deadband processed vector wind

Azimuth: 0 to 359 by 22.5 deg -ZLV ' 3 hours 16points in 16seconds to
Dwell: .5 seconds simulate

4B Slew: fast +_.1deg deadband 3 consecutive 30 minute a continuous conical scan
segments

Azimuth: 0 to 180by 10deg, 181- -ZLV 1.5hours Same as 4A except more
4C 359 by 180deg efficient use of time

Dwell: 2.5 seconds _ 1deg deadband
Slew:

Slow between 0-180
Fast between 180-359

Azimuth: 0-360 -ZLV optional Used to validate lag angle
Dwell: N/A compensation modeling

5 Slew: variable between .05and .20 + I deg deadband
deg/sec

Azimuth: 0,45,90,...315 -ZLV 3-5 hours Used to provide fine
6 Dwell: 1 second calibration tbr SPARCLE

Slew: fast + 1deg deadband or 2-5 minute segments GPS/INS

+ .1 deg

indefensible. The SPARCLE scanner will be able to slew at rates < .01 degrees/second.
Thus by slowly accelerating the scanner from rest up to a slew rate of. 1degrees/second
while the laser is transmitting at 6 Hz, the falloff of signal strength as a function of lag
angle should be determined.

92



A goal of the SPARCLE is to record 50 hours of raw level 0 data out of the receiver A/D
channels. This will amount to - 100 Gbytes of data, uncompressed. While there is
expected opportunities for downlinking some of the raw data during the flight, the plan is
too have -100 Gbytes of mass storage on-board. Some on-board processing of the raw
data will be done as part of the pointing knowledge algorithms and to facilitate finding
the ground return in the case of extremely poor (> 3 degrees error) pointing knowledge at
turn on. Downlinking of this processed data and ground-based processing of downlinked
streams of raw data will provide the SPARCLE team with real-time evidence of the
performance of the SPARCLE instrument. Experiment scheduling will be effected by the
real-time analysis of the processed data and the global weather conditions.

Since SPARCLE is a first step on the road to a fully operational wind lidar, there will be
a significant effort to validate instrument's performance as well as the data products. A
validation plan has been prepared for the NMP. In addition to the global network of wind
observing systems (Rawindsondes, scatterometers, cloudtracked winds, surface
meteorological towers/bouys,etc.), groundbased and airborne Doppler lidars will provide
many opportunities for comparison. Global weather model analyses will also be used to
identify where the SPARCLE observations and the inferred winds differ and agree.

Although the SPARCLE instrument will have a very modest sensitivity which will limit
most of its observations to the boundary layer and clouds, it is still possible that the
SPARCLE mission will return, on occasion, sufficient global data coverage to
demonstrate a positive impact on weather forecasts and phenomenological diagnostics
(e.g. hurricanes, orographic cyclogenesis, etc).
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1) Introduction
The Atmospheric Dynamics Mission (ADM) study is one of four Earth Explorer Core Missions phaseA studies
in the frame of the ESA EOPP/Envelope Programme. This programme is directed towards
research/demonstration missions addressing understanding of different Earth system processes. The particular
aim of the ADM is the measurement of vertically resolved wind fields for assimilation in numerical weather
prediction models to alleviate a deficiency in the current observational network and to support climate research.
The actual measured quantity is a single horizontal wind vector component measured in vertical of lkm
extension from ground up to 20km altitude. The measurement is performed by a Doppler wind lidar in clear air
and above optically thick clouds. In the ADM study a trade off between various coherent and incoherent
instrument concepts covering the wavelengths range from 0.355/_mtol0.6/_m has been performed to identify
the most promising solution in view of measurement requirements, mission constraints and technical
feasibility. This process has led to the selection of a baseline for the ADM mission featuring a direct detection
lidar instrument on boardof a dedicated small satellite in a 400km sun synchronous (dawn-dusk) orbit.

2) Trade-off Process
The instrument trade-off was based on fixed boundary conditions derived from mission constraints (Table 2).
Although originally an accommodation on the international space station (ISS) was foreseen the mission
constraints where from the beginning selected in view of representativeness for a later operational mission on a
small satellite in a polar orbit. Main criteria in the trade-off where compliance to the observational
requirements for the ADM mission (Table 1) and technical maturity/feasibility.

Table 1: Measurement Requirements Table 2: TechnicalConstraints

Troposphere Stratosphere Precursor Mission
Altitude Range 0-16 km 16-20km Orbit altitude 400 km
Vertical Integration Length . <1.0 km <2.0 km Payload Mass 226.5 kg
Horizontal Integration Length 50 km ,PayloadVolume 86x117x24 cm_
Number of Profiles 100per hour Power < 1kW
Profile Separation > 200 km
Wind Observation Accuracy < 2 m/s
Reliability >80 % no
Correlated Error <0.1 rn/s requirement

3) Candidate Instrument Concepts
Considering availability of laser technology, CO2 gas laser, 2/_msolid state laser (Tm:YLuAG) and frequency
tripled Nd:YAG were identified as most promising for the transmitter while Nd:YAG on its base frequency and
on the doubled frequency where rejected for eye safety reasons. For the CO, laser a wavelength of 9.1 lpm and
for the Tm:YLuAG laser a wavelength of 2.0218/.tm have been selected-to benefit from low atmospheric
attenuation at these frequencies. Three instrument designs where performed to sufficient level of detail to judge
feasibility and maturity of needed technologies and to allow assessment of measurement performance. Key
characteristics of the three designs are given inTable 3.

The CO,_gas laser based instrument and the 2/_m solid state laser based instrument designs are both coherent
lidar instruments exploiting aerosol backscattering. Different strategies for the processing of the heterodyne
signal where adopted. In the gas laser concept a fixed frequency LO is used and electrical processing is
employed to compensate for earth rotation and satellite pointing induced Doppler variations which, for an
accommodation on the space-station, are much larger than the bandwidth resulting from the wind velocity
measurement interval. In the 2/_m instrument design a tuneable LO-laser is employed to account for the
predictable Doppler shift, thus generating a heterodyne signal at fixed center frequency to be processed in a
bandwidth determined by the wind search range. For selecting a more convenient located LO frequency (or
frequency range) in both cases a deliberate squint looking of the LOS was introduced to generate a mean
Doppler shift due to the spacecraft motion. The coherent instruments employ both the same processing
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strategy: Doppler estimation using filtered power density spectra accumulated over the shots obtained in the
along track integration interval.

To reduce the data volume on the down link an on-board DSP is employed to calculates the power density
spectra of the different altitude cells and to accumulate the spectra over several shots.

Table 3: Candidate Concepts

Coherent 1 Coherent 2 Direct Detection
Wavelength 9.11/am 2.0218/am 0.355/am
Pulse Energy 1.8 J ' 0.5 J 0.t J
PRF 10Hz 10Hz 100Hz
Pulse B/W (FWHM) 0.72 MHz 1.26 MHz 30 MHz
Power Demand 200 W 200 W 230 W
Instrument Mass 130kg 100 kg 170kg
Telescope Aperture 0.7 m 0.7 m 0.7 m
LOS el: 35° el: 35° el: 35°

az: 57.39° az: 78.58° az: 90°
Scatter Mechanism Mie Mie Mie Rayleigh
Receiver heterodyne heterodyne direct detection direct detection
Processing Principle DSP, DSP, Fizeau Spectrometer, dual filter,

filtered PDS filtered PDS Accumulation CCD Accumulation CCD

For both coherent candidates the transmitters are the design drivers. The CO2gas laser is critical in volume and
mass resources. A 1.8 J / 10 Hz laser was identified to be the best compromise for the ADM design. Significant
scaling of the transmitter design inherited from earlier technology and feasibility studies is required since the
ADM instrument is designed for much lower resourcedemand.

For the 2/amdesign a seeded high power oscillator on the base of a TuYLuAGcrystal, generating 0.5J pulses at
10Hz pulse repetition frequency, was selected under consideration of resource demand and availability of
technology in the ADM development time frame. A design driver is the need to cool the crystal to 200K
operation temperature.

The direct detection candidate employs a 0.1J / 100Hz transmitter using a frequency tripled Neodymium-YAG
laser (seeded medium power oscillator plus amplifier stage). The echo signal is processed using two different
receiver channels, one for Mie signals and one for Rayleigh backscattered signals. Both are operated
simultaneously using a spectral separator. The Mie channel employs fringe detection (Fizeau interferometer)
the Rayleigh channel a derivative of the double edge detection technique. The decision to employ a double
edge detection principle on the Rayleigh channel results from a trade-off involving component criticality and
performance. The double edge and fringe imaging techniques offer similar performances for the Rayleigh
receiver but the latter requires tighter alignment and detector requirements. Seizing for this instrument type is
the receiver technology including filters, interferometer and accumulationCCD detector.

4) Comparison
The instrument designs where compared with respect to compliance to the measurement requirements (Table 1)
and technological maturity. As no design is capable to meet the measurement requirements in all points it was
necessary to develop a measure to compare the relative merits of the designs and to assess the growths
potential. The coherent designs are characterised by a bandwidth of the transmitted pulse comparable to the
required resolution in the frequency domain. Under this conditions the rms error of the estimation results
(without attempt to filter "bad shots") reaches the performance limit due to occasional failure to detect the
signal. Hence the detection problem at week SNR is the performance limiting factor for the coherent designs
rather than the rms performance of the frequency estimator at good SNR which is the driver for Rayleigh signal
evaluation. Generally the analysed coherent designs show a pronounced threshold behaviour with compliant
measurement accuracy above a characteristic backscattering coefficient rapidly degrading for lower
backscattering values due to failure to detect the signal (bad shots). In figure 1 the performance of the 2/_m
design is shown in the context of the applied atmospheric model (effective _istands for backscattering
coefficient corrected for the nominal 2-way absorption in the respective altitude). The line "Accuracy
Threshold" gives the minimum required backscattering coefficient for a compliant measurement in arms sense
when no attempt is made to separate bad shots. The line "Reliability Threshold " gives the minimum required
backscattering coefficient for a 80% probability to detect the signal. The lowest percentile curve of the
atmospheric model [1] above the "Reliability Threshold" at a given altitude is indicative for the percentage of
measurements that can not be identified from the SNR as being compliant to the measurement requirement.
Similarly the lowest percentile line above the "Reliability Threshold " indicates the percentage of atmospheric
conditions under which the reliability requirement from Table 1 is not met. Only in about 25% of all cases
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compliant measurements can be expected above 10km altitude and only occasionally above 15km altitude
while even at altitudes as low as 4km up to 25 % of all measurements under clear air conditions are likely not
to yield compliant results. Similar results are obtained for the 9.11/_mdesign where the threshold values are
about 2dB more favourable when calculated for a Gaussian pulse-shape but this advantage is largely voided
when accounting for the actual spectral properties of the gas laser. Accounting also for the technical risks in
both designs finally the 2/_m was identified as the most promising coherent concept. Due to the direct
measurement principle very low correlated errors among the measurements may be expected especially if a
pulse monitor is integrated to directly measure the transmitted signal spectrum. Remaining correlated errors are
mainly driven by pointing uncertainties during measurements where no ground echo can be evaluated as
reference.

The competing direct detection system relies mostly on its Rayleigh channel for acquiring the wind
measurements. As the received signal has a bandwidth about 200 times larger than the required frequency
resolution the measurement performance is characterised by the rms error of the applied detection principle
under the given SNR. Signal detection is no problem under clear atmosphere conditions over the entire altitude
range. Moreover the Rayleigh SNR shows comparatively small variations over the measurement altitude range
except for the lowest 3 km where aerosols dependent attenuation may be significant. This leads to a
measurement performance in terms of LOS rms wind measurement error as depicted in Figure 2. Under the
constraints of the space station chosen for the comparison of the candidate designs the Rayleigh channel
performance is nevertheless not compliant to the measurement requirements although the capability to reliably
measure at high altitudes appears to be veryattractive.

Combln_lrecei'alr: sensitivityto day_ opera*Jon

"_\ " '.... % r i i ....

.... _ ........ ,: ,o _ _o
l_Nhdd _ Ikm] _.ly

_t_tude(kin)

Figure I: Coherent 2 (2pm) Performance Figure 2: Direct Detection (0.355pm) Performance

A Mie channel has been incorporated into the incoherent design for several reasons. It has complementary
performance to the Rayleigh channel because it allows measurements in the planetary boundary layer where
abundant aerosols may lead to high attenuation impairing Rayleigh channel performance. A strong aerosol
signal furthermore affects Rayleigh channel estimation accuracy such that knowledge of the interfering signal
allows for correction. In a third function the Mie channel allows reliable calibration measurements on the
transmitted signal as zero Doppler reference and whenever ground is not obscured by optically dense cloud it
allows ground echo measurements to be used as absolute velocity reference. The additional channel therefore
plays a major role in the calibration strategy of the instrument. The direct detection Mie channel features
intrinsic lower performance than the coherent Mie channel because of its larger frequency resolution.
Nevertheless, both performance feature the same basic characteristics: strong dependency on the atmosphere
and threshold effect (non-detection above a given altitude). The.reduced Mie channel performance is however
due to the ancillary nature of this channel of no concern to the overall performance of the instrument.

The issues of correlated measurement errors are due to the indirect frequency measurement principle more
involved for a direct detection system than for a heterodyne lidar as the problem of response calibration is
added to the calibration issues applicable to both concepts. However analysis of the calibration concept
indicates that results comparable to heterodyne instruments can be achieved since the dominating error is in
both cases the LOSestimation error in periods without ground echo reference.

As all candidate designs under the space station constraints are not compliant to the measurement requirements
it was necessary to assess the growths potential. The strongest constraint of the space station accommodation is
the volume limitation and poor pointing stability finally limiting the telescope aperture. A telescope with 1.lm
aperture can be easily accommodated on a small satellite. Going to a dedicated satellite has furthermore the
advantage to optimise the pointing performance to the instruments needs thus simplifying instrument operation
conditions. Cooling and power constraints are also relaxed. For the heterodyne and the direct detection designs
the growth potential mainly comes from the increased telescope aperture and to a lesser degree from the
possibility to improve the transmitter. For the heterodyne preferred candidate this leads to lowering the
threshold values in Figure 2 for about 5 dB (larger telescope diameter plus increased pulse repetition
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frequency) which is still insufficient for reliably measuring at high altitudes. The direct detection design
however has the potential to achieve the measurement requirements over the entire altitude range with the
enlarged telescope feasible on a free flyer,

Assessment of technological criticality showed higher criticality for transmitter and telescope/relay optics for
the coherent candidate design, particularly due to the cooling requirements and the need for diffraction limited
optics and associated alignment issues. The direct detection receiver subsystem was judged slightly more
critical than the heterodyne one, due a somewhat higher complexity and to the components requirements.
However in view of the availability of tested breadboards of many critical items of the direct detection receiver
in summary the direct detection instrument concept was considered to be of slightly lower risk than the
coherent competitor. Nevertheless both concepts were considered to be feasible such that decision on the
baseline concept was to be made based onjudgement of the measurement performance.

The majority of the mission advisory group (MAG) for the ADM mission gave a clear vote in favour of the
direct detection candidate based on the predicted performance characteristics. Furthermore already for the
demonstration mission implementation on a free flyer with the advantages in measurement performance and
coverage was considered essential.

5) SelectedBaseline
Consequently the direct detection instrument on board of a dedicated small satellite in a sun synchronous orbit
(dawn-dusk) has been selected as baseline for the ADM. A telescope aperture of 1.1m and a transmitter with
0.13J pulses at 100Hz has been adopted. The satellite will be operated in yaw steering mode to compensate for
most of the earth rotation Doppler shift thus allowing tOoptimise spectral ranges to the wind search range.

The instrument architecture is shown in Figure 3. Specific details not already mentioned above in the general
description are:

• Blocking filter chain for the suppression of background radiation which allows daylight operation
at insignificant performance degradation

• Rayleigh/Mie frequency multiplexeras integral part of the Mie channel blockingfilter chain

• Backside illuminated accumulating CCD detectors with programmable • shift /accumulation
sequence are used for Mie and Rayleigh channel (Quantum efficiency >75%, Read-out noise after
accumulation below 0.3e-/pixel/shot (quasi photoncounting))

• A fraction of the transmitted signal is injected in the receiver path for zero Doppler calibration
evaluated in every shot and for periodically invoked response calibration (about once per orbit)

• An programmable optical PLL is employed to slave the transmitter seeder to a stabilised low
power laser to allow controlled frequency shifts of the transmitter as needed for periodical
response calibration of the receiver chain

Telescope

LaserHeads

Receiver

Optical
Bench

Figure 3: Selected Baseline Core Instrument

6) Reference
[1] J.M.Vaughan et al., "A global database for modelling Space-Borne Doppler Wind Lidar", this conference.
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1. INTRODUCTION

NASA is planning to demonstrate the technical readiness of two micron laser and lidar technology for space-based
global wind measurements by operating a Ho,Tm:YLF laser-based lidar transceiver from the Space Shuttle. This
demonstration experiment is entitled "SPAce Readiness Coherent Lidar Experiment", or "SPARCLE". Coherent
Technologies Inc (CTI) is responsible for developing the flight-hardened coherent lidar transceiver for SPARCLE.
The transceiver is based on a 100mJ, 6Hz injection-seeded single frequency Q-switched Ho,Tm:YLF laser operating
at the eyesafe wavelength of 205 lnm.

In the final flight hardware configuration, the hardware provided by CTI will be contained in two Hitchhiker
canisters, referred to as the Optics Canister and the Transceiver Support Canister. Partial layout of these two
canisters showing the CTI supplied hardware is shown in Figure 1. The Optics Canister contains several assemblies
including the lidar transceiver, a 25x expanding telescope, and a wedge scanner. These are mounted on a common
support structure to maintain accurate alignment of the optical system. The support structure is directly mounted to
the canister top-plate assembly which contains the canister optical window.

Optics Canister Transceiver
Support Canister

Offset Frequency

CTI
Electronics
(5 Boxes)

MO/LO
Assembly

Slave Oscillator

Assembly

Configurationperearly layout

Figure 1. Hitchhiker canisters containing the lidar transceiver optics and support electronics

The lidar transceiver optics supplied by CTI are combined into two separate assemblies. These are referred to as the
Slave Oscillator (SO) Assembly and the Master Oscillator/Local Oscillator (MO/LO) Assembly. The SO Assembly
contains the Ho,Tm:YLF slave oscillator, mode-matching optics, and the transceiver transmit/receive optics. The
support plate for the SO Assembly and the relative alignment of the transmit and receive optical paths on the plate
are accurately located with respect to the telescope and scanner to minimize optical aberration in the integrated
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optical system and to provide accurate pointing knowledge. The MO/LO Assembly contains two cw single
frequency lasers, a master oscillator (MO) and a local oscillator (LO). The primary reason for using two cw lasers is
to facilitate removal of the Orbiter velocity component from the wind speed measurements. The MO/LO Assembly
also contains the lidar transceiver heterodyne optics network and photo-receivers. Optical connection between the
two assemblies is achieved using space-qualified single mode fiber patch leads.

The Transceiver Support Canister contains all the CTI-supplied support electronics. These are split up into five
modular boxes to facilitate heat removal from the electronics boards to the main support structure of the canister.
The five electronics sub-assemblies are referred to as the Slave Pump Driver (SPD), the MO/LO Driver (MOD), the
Q-switch Driver (QSD), the Ramp-and Fire Control (RFC), and the MO Frequency Control (MOFC).

2. TRANSCEIVER DESIGN

The transceiver is based on a 100mJ, 6Hz injection-seeded Q-switched Ho,Tm:YLF slave oscillator. The slave
oscillator design was developed by CTI based on a breadboard laser demonstrated by NASA-LaRCI. The slave
oscillator is injection-seeded with a frequency agile master oscillator (MO) that is frequency offset-locked to a local
oscillator (LO). The frequency offset-locking technique was developed by CTI, based on initial work performed by
NASA-JPL2. Both the MO and the LO are based on CTI's CW single frequency laser, the METEOR. Light from
the two CW lasers is routed by a single mode polarization-maintaining fiber network. This network also combines
the return lidar signal with the local oscillator. The MO is tunable over a frequency range of +/-4.5GHz, with respect
to the fixed LO frequency, allowing correction for the Shuttle orbital velocity during conical scanning of the lidar.

2.1. Top,Level Configuration

Figure 2. shows the top-level configuration of the transceiver, indicating how the key components are functionally
combined. The slave oscillator is the initial generator of the pulsed lidar waveform. It is Q-switched by an acousto-
optic modulator to produce 200ns duration pulses. The slave oscillator is injection-seeded with a single frequency
CW master oscillator (MO) to produce transform-limited single frequency output pulses. The slave oscillator cavity
is ramped in length to match the frequency of an axial mode of the resonator to the master oscillator frequency.
When resonance is detected, the Q-switch modulator is de-activated and the Q-switch pulse is generated under a
frequency-matched condition, thereby achieving stable single frequency Q-switched operation of the slave oscillator.

Resonance[ SO Assembly

Detector [ _BS
\BS \M

SlaveOscillator

ou°u'l_,MO(seed) _' Reference

....... <l_ _ I "NJ and ScannerCTIElectronics -
Signal Polarizer

Frequency-Agile _ MO/LO Assembly

MO (Seed)Laser ........M_O0.._,..i Fiber e_

Coupler

Offset
Frequency .........'_---i Network i.Re!_ enc
Prescaler MO/LO ! :; MO

LO _ t ........ w _ To ElectronicFixed Frequency _ _ ReceiverLO Laser LO

Figure 2. Block diagram of lidar transceiver layout
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The transceiver has two single frequency cw lasers, the master oscillator (MO) and the local oscillator (LO). The
MO is used to seed the slave oscillator and is mixed with a fraction of the optical pulse emitted from the slave
oscillator to determine the frequency spectrum of the emitted lidar waveform (reference signal) via heterodyne
detection. The LO is similarly used to determine the lidar return signal spectrum via heterodyne detection. Light
from the MO and LO is routed about the transceiver via a single mode polarization-maintaining fiber network,

containing several fiber couplers and in-line optical isolators. The fiber network is also used to optically mix the
MO light with the reference pulse and the LO with the return signal. The heterodyne signals are generated by the
reference and signal detector/preamplifier packages, which are optically couPled to the single mode fiber network. A
wideband detector and preamplifier is required to frequency offset-lock the MO and LO. Part of the light from the
MO and LO is combined in the fiber network and transmitted to the wideband detector. The resulting beat signal is

used by the MO Frequency Controller (part of the CTI electronics) to accurately set the MO center frequency with
respect to that of the fixed frequency LO. Three frequency measurements are made to determine accurately the
Doppler shift imposed on the lidar return signal by aerosols and dust particles entrained in the target atmosphere.
The emitted waveform spectrum is measured with respect to the MO frequency, the return signal spectrum is
measured with respect to the LO frequency, and the MO/LO frequency offset is measured at the time of injection-
seeding the slave oscillator.

The mode profile of the output beam from the slave oscillator is adjusted by mode-matching optics to best match the
telescope beam propagation parameters for efficient lidar operation. A set of mode-matching optics is similarly used
to match the seed beam profile emitted from the optical fiber network to that of the slave oscillator intracavity field
for efficient injection-seeded operation.

2.2. Key Design Characteristics

The lidar transceiver is being developed to a large number of design requirements in order to meet both Performance
and safety issues associated with operation of the hardware from the Space Shuttle platform. Some of the key
performance characteristics derived from these requirements are listed in Table 1.

Table 1. Key lidar transceiver characteristics

Parameter Characteristic Unit
Laser material Ho,Tm:YLF

Operating wavelength 2051 nm
Emitted pulse energy 100 mJ
Pulse repetition frequency 6 Hz
Pulse duration 200 ns
Spectral bandwidth < 1.2 times transform limit
Beam quality (M2) 1.4
Output beam diameter 7.4 mm
Beam pointing angle stability <25 (shot-to-shot) _trad
(relative co-alignment of 7.4mm diameter BPLO <50 (thermal excursion) grad
and transmit beams)
LO center frequency stability 200 (over 4ms) kHz
MO center frequency stability 100 (over 100N) kHz
MO frequency agility w.r.t. LO +/- 4.5 GHz
Transceiver system efficiency (without telescope) 25 %
Heterodyne bandwidth 50 to 500 MHz
Noise floor flatness <+/- 1 dB

Operating temperature range 0 to 25 (Optics Can hardware) °C
-20 to 40 (Electronics Can hardware) °C

Survival temperature range -20 to 40 (Optics Can hardware) °C
-40 to 60 (Electronics Can hardware) °C

Vibration Shuttle launch loads

2.3. Frequency Offset-Locking
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As part of the risk reduction activities planned for SPARCLE, CTI recently demonstrated locking of cw single
frequency master and local oscillator frequencies to a center frequency accuracy of 10kHz over a frequency offset
tuning range of +/-4.4GHz. This accuracy is maintained over tens of seconds. The intrinsic short term frequency
stability of each laser is less than 100kHz over a 100 microsecond period, This frequency variation is super-imposed
on the offset frequency selected by the locking electronics. The offset-locking circuitry includes a wideband detector
and preamplifier and a closed loop circuit that is part of the master oscillator frequency controller (MOFC). The
output of the controller drives the master oscillator piezo-electric stretcher element so as to achieve the correct MO
frequency with respect to the LO frequency. The beat frequency between the two lasers is detected by the wideband
detector and compared with a preset frequency in the electronic circuit. The piezo-electric stretcher is then adjusted
in length until the beat frequency matches the preset frequency value.

As part of the recent offset-locl_ingdemonstration, CTI showed that the two lasers could be frequency offset-locked
over discrete frequency steps of 1GHz, selected arbitrarily between -4.4GHz and +4.4GHz. A 30ms period was
required after initial instruction to change frequency for the master oscillator to re-establish its characteristic stability
of less than 100kHz frequencyjitter over 100microseconds.

2.4. Injection-Seeded Operation

CTI has also demonstrated injection-seeded Q-switched operation of a slave oscillator breadboard laser,
reconfigured to match the flight hardware layout. A 15mW single frequency Ho,Tm:YLF laser with 50dB optical
isolation was used to seed the slave oscillator through the first diffraction order of the Q-switch3. Seeding was found
to be extremely stable with an efficiency (percentage of pulses seeded) exceeding 99%. Typical data indicated a
pulse duration (intensity FHWM) of about 200ns, single frequency operation of the seeded laser at a frequency offset
from the seed laser frequency by 25.5MHz (due to seeding through the Q-switch), and a pulse spectral bandwidth of
about 1.4 MHz. The FFT spectrum indicated that axial mode beating in the laser was suppressed by more than 40dB
from the seeded frequency component, verifying stable injection-seeded operation of the laser. The time-bandwidth
product for the injection-seeded pulses was 0.277, verifying the ability of the ramp-and-fire seeding technique to
produce near-transform limited single frequency injection-seeded Q-switched operation.

3. DEVELOPMENT STATUS

The lidar transceiver is currently in the detailed design phase. In addition to completing the detailed design of the
instrument, we are performing risk reduction measurements to demonstrate the MO/LO frequency stability and the
pointing stability of the slave oscillator and transmit/receive optical mounts over the operational and storage
environmental and vibration levels. All performance requirements have been demonstrated under laboratory
conditions using the breadboard SO laser and prototype MO and LO lasers. Initial testing indicates that mirror
mounts for the slave oscillator meet the alignment tolerance requirements over the operational temperature range, but
additional testing is required to verify this. It also remains to test the full slave oscillator with flight hardware over
the same operational temperature range. Prototype master and local oscillators have been shown to maintain
frequency and amplitude settings subsequent to experiencing the expected launch vibration spectrum. CTI is
currently assessing the frequency stability of the master and local oscillators as a function of thermal cycling over the
survival and operational temperature ranges. Details Of these results and other ongoing test activities prior to CDR
will be discussed in the meeting.
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1. Introduction

The skill of current NWP models relies muchon the availabilityof meteorological observations. Because NWP
models have improved much over the last decades and advanced4-dimensional variational techniquesare now
being used for the analysis, a need for informationon the sub-synoptic scales becomes apparent for a further
improvementof NWP. On these scales the atmosphericdynamics are determinedby the wind field, rather than
the atmospheric temperature field. The relevance of wind profile data for NWP has been verified by
Observational System Experiments (OSE's) carriedout by ECMWF 3D-variational assimilation system, the
Germanweather service [l] and at NCEP [2] with the conventionalTEMP/PILOTwind profiler network. Over
these varied data assimilation systems and periods it was found that i) though the wind profile network is
relativelysparse and inhomogeneous,it provides the backbone forNWP, ii) wind profile intbrmationin the PBL
alonedoes notshow much impact,the winds in the free troposphereand lower stratosphere are most relevant and
iii) TEMP temperatureprofile informationhas relativelylittle impactas comparedto windprofile data.
Furthermore,the prime factor determiningmeteorological instabilityis vertical wind-shear. In the tropics, for an
accuratedefinition of the Hadley circulation,3-dimensional wind informationhas been lacking. Conventional
windprofile datalackCoverageanduniformdistributionover the globe. Thus, we need windprofilers in order to
improve the meteorologicalGlobal Observing System.For this purpose, there are efforts worldwidet'oprovide
independent observations of the atmospheric wind field at all levels in the lower atmosphere, primarily
troposphereandstratosphere.Only a Doppler windlidar(DWL) has thepotential to provide the requisite data by
meansof directobservations in clear airglobally (i.e. above cloud in case of overcastconditions).

In the context of the EarthExplorer missions, the EuropeanSpace Agency (ESA) is preparing a mission aiming
at the observation of the atmospheric wind field, namely the Atmospheric Dynamics Mission (ADM) [3J. Its
main componentwill be a DWL called ALADIN (atmospheric laser Doppler instrument).The primary long-term
objective of ADM is to provide observationsof profiles of the radial (LOS) windcomponent. The usefulnessof
such observations has been shown in a seriesof assessment studies (e.g. [4,5,12,13]). In addition, this mission
wouldalso provide muchneededancillary informationas e.g. cloud top heights or aerosol distribution.

On the requirementside, the World Meteorological Organization(WMO) has defined requirements on data
qualityfor wind profile measurementsand these have been further refined in the context of the ADM. Several
technological options exist for the realizationof a DWL, but each with different performances and costs. This
documentwill presenta review on the overall needsas well as the different levels of requirements identifiedand
the implementationpossibilities.

2. Doppler wind lidar data quality requirements
2.1 Generic Requirements for Global Wind Observations

Driven by the recent evolution of NWP requirements a set of generic user requirements for global wind
observations can be derived stemming from WMO [6]. For short to medium range weather forecasting the
requirements are defined in Table l. For the study of large-scale processes of the climate system similar
requirementsapply.

PBL Troposphere Stratosphere
Vertical domain 0-2 km 2-16 km 16 - 20 km
Vertical resolution < 0.1 km < 0.5 km < 2.0 km

Horizontal domain global
Horizontal resolution < 100km

Accuracy (RMS component error) < 1.5 m/s < 1.5 m/s < 2 m/s
Temporal sampling < 3 hrs
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Table 1: Generic Requirements for Operational Meteorology and NWP. The wind requirement applies for a
horizontal wind component.

2.2 The Observational Requirements for the Atmospheric Dynamics Mission

The observational requirements of the ADM _,Table2) correspond to a mission fully exploiting the technique.
These would e.g. require global coverage, near-real-time data delivery and frequent revisits. Implementation
would most probably reqmre more than one DWL embarked on a free flying satellitedesigned in such a way that
the observations can be exploited operationally.

'_ " ...... PBL Troposphere Stratosphere

Vertical Domain 0 - 2 km 2 - 16km " 16- 20 kmVertical integration length _ 0.5 km < 1.0 km < 2.0 km
Horizontal Domain ' _lobal " "
Horizontal integration length ................ .< 50 km .......
l'emporal sampling ................ _. , . 6hi:s ...... • . ." :- ,
LOS profiles/6 hours ...... 2000 . . ::
Profile separation • " > 20Okra : : , •
Accuracv (HLOS Windcomponent) 2 rrVs 2- 3 m/s. I 3 rn/s(i:favailable)
reliabilitv..... ,- " .. - " 95%--.. " - ,
rlmeliness : : , .-, .: . near[real-time

Thble.:2::Target. ADM Observational requirements for operational meteorology, NWP .andclimatological use

Comparing tables' I and .2, resolution has been changed to integration' length in order to provide oa more
insttfimental-defiriitionlTOmaintainthe requirements on accuracy the Verticalintegration .length has been relaxed
in the PBL and troposphere. The horizontal integration length has been decreased to reduce wind variability
within a-sample. The number:of LOS profiles per 6 hours indicates the useful DWL Observations with.the
spocified_accuracy and reliability: Reliability shouldbe understood"as the number of DWL me_isurements
provided tO_the"_nduser that contain usefu'linformation:about the (me'sosCalepwind. divided by the total number
of profiles proxiidedto the user.Assuming a coarse sampling, the profiles are required to be independent and as
stieh separated b3_'a( least 200 km. _The accuracy requirement has been relax_ed;to fit the accuracy.:(hat is
estimated for the current operational conventional sonde n_twork. It is expected that this accuracy remains useful
in the CiSri'iln_decade. Currently,-the conventional wind profile networkis'a key Component of the Global
Observing System [1.3],

[n order to test the feasibility of an operational DWL mission for NWP and climate studies, a minimum set of
requirements has been defined for the ADM to demonstrate the potential tmpact on NWP and-climate:,see Tzible
3. With respect to Table 2, the temporal and horizontal domain are reduced and a single platform flying in a_

•dawmdusk-polar .orbit' wil:l be used,..The •number. of component profiles per 6. hours is decreased:for a
. demonstration-only .missit)n..It. is expected that even thedecreased number of measurements will, make:•it
:,possibleto-usefully assess':theimpact of DWE:for.meteorological analysis.• ' : -.:. .,. , >' . .... •

.... ; ...... , . . . .. ,

• . : , ,. . 2':,%: ,' ' , : = i . ' i: ...... , , :, : : , >[.

•::,, ;_":..:..... , :., . i " - • , .. ." PBL " ,'Troposphere _ . Stratosphere ,:
Vertical Domain 0 - 2 km 2 - 16 km t6 - 20 km

Vertical integration length < 0.5 km < 1.0 km < 2.0 km
Horizontal Domain 80 S - 85 N

Horizontal integration length < 50 km
remporal sampling 12 hrs
LOS profiles/6 hours 300
Profile separation > 200 km
_,ccuracv (HLOS wind component) 2 m/s 2 - 3 m/s 3 m/s (if available)
:eliabilit v 95%
Hmeliness near real-time

Table 3: Minimum observational requirements for impact demonstration mission
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3. Simulated DWL concept performances

Here we focus on the accommodationof a DWL on the InternationalSpace station (ISS) which was first
considered.The overallmission performanceis thendetermined by ISS characteristicssuch as attitudevariations
and limited resources and instrumentcharacteristics as emittedlaser wavelengthand detection techniqueof the
atmosphericreturnsignal, i.e. coherent detectionin theNIR versus incoherent (direct detection) in the UV. The
last couple of years various concepts have been studied extensively. A lidar performance analysis simulation,
LIPAS, tool [7] has been developed for trade-offpurposes of various concepts as attached on the ISS. For the
coherent concepts, a 10 micron system based on carbon dioxide (CO2) laser technology and a 2 micron solid
state laser system seem most promising.For the incoherent concept, a 0.355 micron laser with combined MIE
(for aerosol returns below 2 km) and Rayleigh (for molecular returns above 2 kin) receiving channels-seems
most promising. The typical numericalvalues for these concepts are summarisedin Table 4. These values are
mainlydeterminedby platformlimitations.Simulatedperformancesaredisplayedin Figure I

wavelength 10 micron 2 micron 0.355 micron
laserenergy (J) 1.8 0.5 0.1
telescope diameter (m) 0.7 0.7 0.7
vertical resolution (m) 1000 1000 1000
shot accumulation (w.u.) 70 140 720

orbit height (km) 400 400 400
scan angle (degrees) 35 35 35
signal processing Capon Capon centro'fdin_double edge

Table 4: Typical parameter values of candidate DWL concepts. Shot accumulation is performed on a 50 km
long sample. The Capon estimator [8] has been adopted for signal processing of coherently detected signals.

Relating the performances of Figure i to the user requirements of section 2, none of the concepts fulfils them
completely. For the coherent concepts, reliability is the crucial performance parameter which drops below the
requirements already above 4 km for 10 micron and above 2.5 km for 2 micron. For the incoherent concept, the
crucial parameter for the MIE (aerosol) channel is detection probability, i.e. percentage of signals with
sufficiently high SNR for wind component estimation. For the Rayleigh (molecule) channel, the SNR is always
sufficiently high because of negligible low background noise. Then, the observation error is the crucial
parameter. Thus the incoherent 0.355 micron concept provides good quality data below 2 km from the MIE
channel and fairly good quality data up to 20 km from the Rayleigh (molecule) channel. Performance
optimisation is ongoing in the ADM phase A study for an implementation of a DWL on a free-flyer platform.

4. Conclusions

In the light of the Atmospheric Dynamics mission several Doppler wind lidar concepts, when embarked on the
ISS, have been studied. Their performances in clear air, i.e. above cloud m case of overcast conditions, have
been simulated. Relating them to the user requirements, the coherent concepts (10 micron CO, and 2 micron
solid state laser) have poor performances above 4 km and their impact on NWP and climate are expected to be
small. The 0.355 micron incoherent concept with combined MIE and Rayleigh receiver comes much closer to
the user requirements. However, for impact demonstration, the performance of an ISS mission is insufficient.
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Figure 1. Clear air (no clouds) performances of horizontal line-of-sight (HLOS) wind components of proposed
DWL concepts embarked on the ISS, a) 10 micron, b) 2 micron, c) 0.355 mi(ron. The total error in c) includes
instrument error, representativeness error and ISS error. The ISS error includes all errors due to ISS attitude

•variations. Detection probability is the.percentage of return signals with sufficient SNR.

The target s,et of requirements (Table 2) is expected to be met by a constellation of free flyers. To study the
impact Of DWL data on NWP and climate studies, Observational System Simulator Experiments (OSSE's),
using the ECMWF OSSE data base [8,9], have been performed. They :confirmed the importance of wind pi'ofile

data (e.g. [2,11]). since these.experiments were low resolution and, sometimes, carried, out with rather degraded
systems,.further OSSE work will be carried OUt with state-of-tile-art data assimilations systems. In addition, (he
et_feCtsof €loud and visibifity of moisture fluxes and vertical wind-shear [l_0] will be investigated in order tO

further assess the potential of a DWL to improve analyses of the .atmosphere's dynamics.
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Introduction comparison of a Rayleigh backscatterdirectdetection
Doppler wind lidar(DWL) to an aerosol backscatter,

Remotemeasurementof atmosphericwind speeds with coherentalternative.
"direct" detection Doppler lidar, i.e., optical
interferometryfor Dopplershift measurement,has long Approach
been considered as an alternative to coherent,
heterodyne techniques. Direct detection offers some TheCRLB yieldsan estimateof the minimumstatistical
practicaladvantages,including eliminationof the local uncertaintyof the knowledge of the centroid of a
oscillator,eliminationofwavefront phase preservation frequencydistribution,based on the concept of each
concerns,availabilityof verymatureand efficient laser photon being a randomsampling of that distribution.
technology, and the possibility of using Rayleigh Here all questions of optics and detector quantum
(molecular) backscatterto overcome dependenceon efficiencies are set aside, so that the result will not
atmosphericaerosols.These advantagesare particularly depend on any assumptionof hardware performance
significantforthe measurementof global wind profiles parameters. Let us suppose that the receiver system
from low Earthorbit, and concepts for satellitebased would, absentthe Doppler analysisoptics (the Fabry-
direct detection systems are currently under Perot interferometerof the direct detection systems),
developmentin the United Statesandin Europe. measure N photocounts, and that the source signal

spectrum can reasonably be described by a Gaussian
The principal liability of direct detection appears to be with 1/e width Avo. Then the CRLB to the standard
its relatively low sensitivity. In 1986 a study by R.T. deviation of the measurement, 6v, is given by2
Menzies1 concluded that direct detection, aerosol

backscatter systems would require roughly an order of 6v = _:Ave/(2N)1/2 (1)
magnitudehigher laserpower-receiver aperture product
than coherent systemsto achievethe same measurement where the factor _: is unity for a perfect, lossless
accuracy. The high cost of spaceflight systems with Doppler analyzer, which could simply measure the
high laseroutput power and large receiver aperture has frequency of each photon without loss and without
deterreddevelopment of the directdetection alternative, degradationof the source spectrum. In reality, Kwill be

greater than I, due not to imperfectionsof hardwarebut
The work by Menzies did not yield explicit reasons for to the physics of the Doppler analyzer.
this large difference in sensitivitybetween coherent and
direct detection. The Menzies study included optical For the coherent system, the intrinsic loss mechanisms
and detection efficiency estimates, and aerosol include speckle noise at high levels, and small signal
backscatter wavelength dependences, so it is not clear suppression at low3. The minimum theoretically
whether the difference found was a fundamental achievable value of_: is about 2.3 (Figure 1).
property of direct versus coherent detection, or was a
consequence of assumptions of system parameters. The intrinsic lossesof directdetection Doppler analysis

are due to the Fabry-Perot etalon that is used for
Here the physicsof direct andcoherent detection,in the frequency shift determination, via either the "fringe
framework of the Cramer-Rao Lower Bound (CRLB) imaging" technique generally associated with P.B.
estimateto measurementprecision, is explored, in order Hays4and D. Rees5,or the "edge technique", developed
to determine whether direct detection is in fact by CNRS6and advocated by Gentry and Korb7.N in
intrinsically less sensitive than coherent detection, in Eq. (1) for direct detection is the number of potential
theory and in practice. The analysis is extended from photocounts, i.e., the number incident on the etalon.
the aerosol-only systems considered by Menzies to a The factor _: describes photon losses due to etalon
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reflectance, and broadening of the backscatter spectrum . .... :

bythe nonzero etalon passbandwidth. Thesetechniques 6Uqj_= I naj_AVa_)()_dJ[Sa_') ,/z (2)
have been modeled to determinethe factor .K as a &tcoh _ Kcoh._V¢o£)_ _,.oh]_.o_):function of the etalon parameters_, 9.

In Figure 2, for fringe:imaging ,direct detection, each The'KAy products describe the instmmentconditions,
trace corresponds to.a certain ratio of the source while the MI3ratios are defined by the wavelength of
spectral width Ave to the etalon free spectTal range operation .and the corresponding atmospheric
(FSR),while.theabscissa'describes the etalon passband backscatter. -. :.... ':
width in units ofAv e. .

Now 13ingeneral inci'easeswith decreasingwa,;,eleiagth,
An optimized direct detection Doppler analyzer can especially for-the submicron aerosols_ 0f',the flee

have.atbest,._=2.5.(ValuesofetalongmessemuCh less troposphere. Then, singe .there is no significant
than 10-.are not useful, because the fringe begins to difference in the minimum values of K for direct and
oVerflOwthe FSR.) A practically identical result is coherent detection, and assuming that lasers can be
.obtained:for double-edge technique direct detection, made with arbitrarily small values of Av; the shorter
Thus, entirely by coincidence_-theminimum value_of K wavelength of _operation' gives di)_oet_dete'cfion a
fordirect detection is close to the min'imum of 2.3 fimdamentiil advantage m sensitivity over._¢oherent
found' for coherentdeteCtion. Hence, there is no detection. :Thatis_if(KA_v)dli=(KAv)_o_;'then6Ud_i<gU¢oh.

"fundamenti_l difference:in sensitivity, as described by .....

CRLB uncertainty :vs. the number of photocounts, Aerosol system comparison
between, coherent and direct detection.-

"" ..... - " Itwill be assumed here, perhaps optimistically, that the
This!pertains, of course, to a-commonwavelength of optimaloperating point of coheretit !det_ctiori,"with
operation. In practice,:direct.detection wavelengthsare K=2.3, is achievable. The calculation, referred to in
generallyshorter than coherent wavelengths. Providing Figure. 1 indicates that, f0ran enhanced-density; free-
for the wavelength -dependence of backscatter troposphereaerosol, a large scale coherent system_will
coefficients-[3,:the number of photons per unit laser be able"tOreach thisoptimal regii_e; though,a systemas
energy, ,and the _. factor for conversion of Doppler modest"as SPARCLE will not, r_or'will thelarger
frequency to DOppler velocity; the ratio of CRLB system in the case Of a low densi67,_"backgmufid"
velocity uncertainties'can be written aerosol (This comparison is complicated by the..fact

...... ' that the operating point of the coherent DWL is signal
. _ . • , , _ .!

lO i i i I i t i i
9 .......

100 ' ' ''''"1 ' ' ''''"1 , , ,,,[,, a :. -'"--&0.10 ......... : .....

.o.ereo.o.,2.5 MHz FWHM.I
[1 km resolution 6
[free troposphere "_ "_.._.20 _ - J . . .,., 5

(background) small signal
_. . suppression fading _ , .J ,

" ' ] \i J =_....... ....... 1_ =10finesse- _..__ _

,o i>'LA - -.- Levin .- .

_ ,1_ _"__'imati°n 2 -
= _- "_ 0.75 J, 0.5 m

/ _ (enhanced)
SPARCLE

(enhanced)

Fringe imager]
1 t I - I 1 I'. I I I

1 I I I IIIlII I "1 I IIIIIJ I I f I III 0.1 2 4 6 8 1.0

O,Ol O.lO 1.oo lO.OO (FPI FVVHM) 1 (Gaussian lie)

tuhingparameter_z ...... Fig. 2: Uncertainty multiplier _ for fringe imaging
Fig. I CRLB factor K t'or coherent detection. The direct:detection: Each trace corresponds to a certain
optimal operating pointhas _=2.3, and happens to etalon optical gap, while 'the abscissa describes the
coincide with the t'egime of tuning parameter _ passbandwidth. For reasonablevaluesofetalon finesse,
(roughly, ph0tocounts per fade), the lowest possible value of n is about 2.5_
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level dependent,while for directdetection it is not.) For is a problem of wind speed dynamic range. For the
a SPARCLE-Iike system with a laser FWHM of 2.5 fringe imager, the backscatter must remain within the
MHz, wavelength2.05 _tm,operating at the Kminimum etalon free spectral range, which sets a limitof perhaps
indicated by Figure 1, the product KAy=5.75MHz. 800 mm to the usable etalon gap (for 4:50m/s dynamic

range). For the edge technique, the backscatter must
For comparison, direct detection, aerosol backscatter remain within the etalon passband, leading to a much
DWLs operatingat 1.064 lamwill be evaluated. If we more stringent maximum gap, about 100ram. Hence,
take 13=;_zS, as is plausible for free-troposphere even ifitwere possibleto build an,etalon large enough
aerosols,then the ratio of\/13 factors of Eq. (2) amounts to reach the optimal operating point, that etaloncould
to 0.32. Then, if a direct detection DWL has a _:Av not be used ina systemwith usefulwind speed dynamic
factor of 18 MHz or smaller, it will have smaller range.
measurementuncertaintythan coherent. (The results to
follow will not depend on this selection for aerosol Whenthese limitationsare incorporated into the etalon
backscatter wavelength scaling.) Doppler analyzer analysis, one finds that the result is

very distant from the minimum-_ optimum (Figure 4).
Figure 2 can be used to select an optimized etalon for a The largest usable etalons will have passband widths on
direct detection, aerosol backscatter system, with the order of 80 MHz, and there is little benefit in
_,=1.064 pm, also with _=2.5. The optimal etalon employing lasers with spectral linewidths much less
passband width is 0.40Av, (using the Gaussian model than this. Evaluating practical direct detection Doppler
for the laser line).Figure 3 showsthe etalon optical gap analyzers, assuming a 60 MHz laser linewidth, and
versus the laser spectral width for these optimal etaions selected for either the. maximum practical
conditions, optical gap (fringe imaging) or for adequate dynamic

range (edge technique), it is found that the product tcAv
Achieving equal KAyproducts for coherent and direct is several hundred MHz, vs. the 18 MHzthat would
detection calls for an Nd:YAG laser with spectral yield a match to the coherent reference. Since the
linewidth 10 MHz FWHM, which is feasible. But square of the ratio of tcAv to this referencevalue
inspection of Figure 3 shows that the corresponding describes the power-aperture product needed to
etalons will be enormous,with optical gaps measured in overcome the deficit, this suggests that the direct
meters. Practical etalons are limited to optical gaps of detection, aerosol backscatter DWL will have to be
perhaps 150 mm, and the largest-gap etalon that has very much larger than the coherent system, by factors
flown in spacehasagapofonly 12.6mm. on the order of several hundred, to equal the

measurement precision of the coherent DWL.
In addition to the practicalityof the optimal etalon there

10o00
•, ,, ,, ,"_ ''_'1 _ _ _ ''_'=1 ' ' ' ''J_' 100

^_ti.... JFnnge Imager I\\m e_, ,,,u., ,]Z=1064nm |

_'_ \finesse = : z

_'3N_X X -- •' windpp_eed '_......... r - - - '- . " - 2.5% threshold

"' I "_'//////</////_limit :>. 10 ..........................o \\laser "_ GWIFSR=
\\,\ = o.Ioideal _ . _ S

I 0.15

fabrication 3

' feasibility Iimit_I
100 I I I I IIIll I I I I Illll II

10 100 _-_ 1000i M=/te

laser AV(MHz FWHM) 0.t 2 3 5 1.0 2 3 5 10.0

Fig. 3. Etalon cavity length, vs. laser spectralwidth, for (FPIFWHM)/(Gaussianlie) ....5M_

anoptimizedfringe imaging,aerosolbackscatterDWL. Fig.4. CRLBfactorKfor the fringe imager,with scales
Very narrow laser spectral linewidths correspondsto expandedto show the locus of a practicaletalon, with
etalongaps largerthan arepermittedby dynamicrange 125 mm optical cavity length. The factor _ is 12 or
requirements,and largerthanare practicallyfeasible, higher,referencedto a laserspectral widthof 60 MHz.
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The Rayleigh backscatter is so wide that it is, in effect, superior to coherent in terms of sensitivity. For an
a noise background, which in the free troposphere at aerosol backscatter system, however, the very narrow
1.06p,mcan be much larger than the aerosol signal. The laser linewidth and etalon passband width that would
solar background will similarly be much larger than the yield highest sensitivity are incompatible with wind
aerosol backscatter signal for a sunlit-cloud back- speed dynamic range requirements, and with etalon
ground. Allowing for these unavoidable noise sources, fabrication feasibility limits. A practical aerosol-
one concludesthat the direct detection DWL must have backscatterdirectdetection systemwould require three
roughly three orders of magnitude greater power- ordersof magnitudehigher power-apertureproduct than
aperture product to match the coherent DWL. coherent to yield the same sensitivity.

This result follows from the impossibility, due to In the case of the Rayleigh backscatter system, the
dynamic range requirements as well as etalon optimal etalon for highest sensitivity is feasible, and
technology limitations, of building an aerosol back- does not conflict with wind speed dynamic range
scatter direct detection DWL with a very narrow line requirements, but the instrument sensitivity is severely
laser and a CRLB-optimized Doppler analysis etalon, compromised by the spectral width of Rayleigh

backscatter. In an atmosphere of high aerosol density,
Rayleigh backscatter direct detection comparison the coherent DWL has greatly superior sensitivity.Only

in an atmosphere of very low aerosol density does
A UV direct detection DWL could use Rayleigh i:: _direct detection come close to coherent, requiring as
backscatter,and a procedure similar to the above Canb_e_ .Jittle as a fa_t0r8 advantage inpower-aperture product
applied to compare this to the same coherent/aerosol for equal measurement precision.
reference system above. The difficultyIwith Rayl.eigh ._. -_ :" _:: ......_
backscatter is, of course, the great spectralwidth of this References
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Introduction

LIDAR systems require a light transmitting system for sending a laser light pulse into space and a receiving
system for collecting the retro-scattered light, separating it from the outgoing beam and analyzing the received
signal for calculating wind velocities. Currently, a shuttle manifested coherent LIDAR experiment called
SPARCLE includes a silicon wedge (or prism) in its design in order to deflect the outgoing beam 30 degrees relative
to the incident direction. The intent of this paper is to present two optical design approaches that may enable the
replacement of the optical wedge component (in future, larger aperture, post-SPARCLE missions) with a surface
relief transmission diffraction grating. Such a grating could be etched into a lightweight, flat, fused quartz substrate.
The potential advantages of a diffractive beam deflector include reduced weight, reduced power requirements for the
driving scanning motor, reduced optical sensitivity to thermal gradients, and increased dynamic stability.

Although it has been known for quite some time that rectangular surface relief transmission gratings can
have very high efficiency in the first diffraction order, most reported work[I-3] has not addressed efficiency with
regard to polarization, or has concerned itself with linearly polarized incident light in the TE state. The authors from
Lawrence Livermore National Laboratory have reported on high-efficiency fused silica lamellar transmission
gratings for use in the UV[4]. Although the grating design in that paper was optimized for TE polarization
efficiency, the following TM polarization response was modelled and reported to be above 80 percent. Because the
coherent LIDAR application at hand dictates that circularly polarized must be transmitted by the diffraction grating
under development, not only does the the grating efficiency need to be as high possible, but it should be nearly the
same for TE and TM polarizations. Very recent work has been reported by Gerritsen and Jepsen [5] predicting that,
by proper choice of grating parameters including fill factor (which is defined as the ratio of the dielectric ridge width
over the grating period), simultaneously high diffraction efficiencies in both TE and TM states are possible by
design.
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This paper presents two separate rectangular relief transmission grating design approaches that yield 30
degree total beam deflection for 2.06 micron wavelength light. The goal is to place as much light as possible into a
single transmitted order (which is taken to be -1) while maintaining circular polarization. The first design approach
discussed below models diffraction from a gating in fused silica having slanted grooves. In this case the diffraction
grating is designed for normally incident illumination. The second concept design shown below considers a
vertical, rectangular relief, or lamellar, grating geometry where the grating is appropriately designed for off-normal
illumination at an angle of 15degrees.

The Slanted Groove Grating Approach with Normal Illumination

Gratings whose profiles are symmetric about a vertical plane will, when illuminated at normal incidence,
place the diffracted radiation symmetrically about the grating normal. The present goal, however, is to force the
diffraction into order -1 while excluding order +1. To accomplish this, with normal illumination, it is necessary to
have a grating whose profile is asymmetric. The design concept presented here models diffraction from an
asymmetric grating profile in fused silica where grooves are slanted with respect to the substrate normal, slanted
groove grating designs for equal for TE and TM efficiency have been modeled here using design codes based on the
modal method [6-7]. It appears that for highest efficiency, in either polarization, it is desirable to have ridges whose
sides are vary nearly parallel. It is very likely, however, that actual grooves will have some taper upon fabrication,
and therefore profile designs for the slanted grating approach include a small taper.

There are two possibilities for orientation of the diffraction grating with respect to the LIDAR optical
system. As the grating surface is etched on one side of its flat substrate, the diffractive surface may either face
outward toward space or inward toward the optical system. More specifically, the light is either incident' from the
fused silica (at normal incidence to the fiat back face of the substrate) and exits through the grating into air, or else
the light enters from air, through the grating, and is transmitted through the silica (and thence intoair). The
modeling predicts differences between these two cases, and so the design is specific for a particular use. For the
slanted groove task at hand, the highest mutual efficiencies for TE and TM polarizations appear to best satisfied by
the former case where the grating faces away from the optical system.

The following is an example of a design, assuming that either the entry to the grating is normal to the
grating surface and from above, or, that the reciprocal is true and that entry is from below at 30 degrees to the
normal. Figure I illustrates the grating design; clarkportions are fused silica, light portions are air. The grating
period is 4.0 microns and the ridges here are at a mean angle of 20 degrees. A normally incident beam from above is
bent 30 degrees clockwise into the -I order. The grooves are 4.2 _m deep, and the ridges taper from 0.7 microns (at
air interface) to 0.9 microns width (at silica interface). This design gives a TE efficiency of 80.7 percent and TM
efficiency of 80.5 percent in the -1 diffraction order.

6
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': 2

0
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X

Figure 1. A grating design for 30 degree beam deflection.
Dimensions are in microns.
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Lamellar Grating Design with Off-normal Illumination

A lamellar grating can be described as a binary, rectangular surface relief structure where the sidewalls of
the structure are parallel to the surface normal. When appropriately designed and geometrically illuminated in a
Littrow configuration[8], the lamellar grating exhibits high diffraction efficiency in a single diffraction order. The
Littrow relationship, which follows from the basic grating equation, is given as 2sin° = -no/d where • is the angle
of incidence with respect to the surface normal, n is the diffraction order, • is the wavelength and d is the grating
period. The Littrow relationship is satisfied when the nth order diffracted wave, in reflection, and the incident beam
are propagating in opposite directions. Figure 2 illustrates the Littrow mounting geometry used for the current
application. It can be seen for a total deflection angle of 30 degrees, as is needed for the LIDAR application at hand,
the incident angle, ° , is 15 degrees. With knowledge of the angle of incidence, wavelength of light, and the
diffraction order, the period of the grating must be 3.86 microns.

Additional grating parameters including groove depth and grating fill factor have been modeled using
codes based on rigorous coupled wave theory [9-10]. The modeling was performed with the goal of maximizing
the grating efficiency in both TE and TM polarizations, while keeping them as nearly equal as possible. The
following is an example of a lamellar grating design in Littrow where the angle of incidence is 15 degrees. The
rectangular groove depth is 3.8 microns, the ridge width is 1.00 microns, and the period is 3.86 microns. The
diffraction efficiencies for the TE and TM polarization states are equal at 81 percent. Figure 3 is an illustration of a
simulated plane wavefront entering the designed grating from the left at the 15degree incidence angle. In this case,
the orientation of the grating surface faces inward toward the optical system; the wavefront shown enters from air
and diffracts into the fused silica substrate at right.

Incident
0th Order

- Ist Order I_

Figure 2. Diffraction Geometry for Lamellar Grating
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Figure 3. Simulation of plane wavefront as it
• diffracts through lamellar grating.

Summary

This paper has discussed two separate surface relief transmission grating design approaches that yield 30
degree total beam deflection of 2.06 micron wavelength light into the -1 transmitted diffracrion order. An example
design for each approach is presented. The slanted _oove design described yields diffraction efficiencies of 81
percent for TM and TE polarization states. Coincidentally, the lamellar grating design, which is illuminated in
Littrow, predicts 81 percent efficiency in each of the polarization states as well. Optical system requirements
associated with SPARCLE were imposed, thereby fixing the operating wavelength, the grating period, and the angle
of incidence. Modal and rigorous coupled wave analyses codes were used to specify the groove depth, grating ridge
width, and sidewall taper based on the need for high and equal TE and TM response. If equality of efficiency for the
two polarizations were not a concern, then it would be possible to select these parameters so as to achieve efficiency
exceeding 81%, perhaps in both states. Future work should consider this possibility as it relates to system level
performance. Finally, the authors would like to recognize the importance of preserving the relative phase
relationship of TE and TM and plan to include this parameter in the next phase of design refinement.
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1. Introduction

Advances in coherent lidar using eyesafe solid state lasers in recent years have driven the
development of increasingly compact, high performance single frequency cw lasers for use as master
oscillator (MO) and local oscillator (LO) sources in these remote sensing instruments. As the "master
clock" frequency reference in the lidar, the MO laser's frequency stability over the time of flight of the
measurement is directly linked to the lidar velocity measurement accuracy and resolution. As solid state
transmitter laser technology and output powers advance, longer measurements become feasible and MO
stability requirements increase accordingly; emerging coherent lidar technologies such as micro-Doppler_
(remote vibration sensing) place even greater burdens on MO performance to prove practical.
Enhancement of single frequency tunability is also a pressing concern in the performance of these reference
sources, to accommodate applications such as the upcoming NASA SPARCLE mission2 and other
applications requiring fast frequency tuning and active offset locking to other sources.

In this paper we review the status of MO work at CTI, including the development and performance
of the latest generation of eyesafe two micron MO sources, the METEOR. We also review the results of
fast-programmable, highly stable multi-GHz offset locking between two METEOR sources, and discuss
such a system's application toward large platform motion-induced Doppler shift compensation from low
earth orbit.

2. METEOR Sources

The METEOR laser has its design origins in mid-1990's USAF/CTI programs intended to promote
the maturing of critical lidar technologies, including transmitter lasers, master oscillators, and transceiver
design. A number of different two micron laser materials have been, exploited at CTI for various
application-driven purposes. As a result much emphasis has been placed in our MO designs on developing
lasers that use optically isotropic crystals such as YAG and LuAG, as well as naturally birefringent crystals
such as YLF, and on designs which provide broad tunability in the same format regardless of the crystal
type. Such flexibility and interchangeability is difficult in otherwise attractive cw SLM formats such as the

' NPRO. 3

Figure 1 is a photograph of the METEOR with the hermetic cover removed, to better illustrate
some of the key components of the laser. The output from a broad area emitting cw diode laser is collected
and refocused into the end of the laser rod; the diode is thermoelectrically tuned and stabilized at the
optimum wavelength for absorption in the laser crystal (typically ~ 781 nm). A simple two element lens
system produces a nominally round focus in the rod. The two micron laser resonator is mounted on a
second thermoelectric cooler, which stabilizes the cavity length around room temperature and permits
continuous fine tuning of the laser wavelength across one free spectral range (FSR) of the resonator,
typically - 0.2 nm. Chassis and resonator materials are carefully chosen to provide a very high level of
dimensional stability and environmental immunity, and in the case of the resonator, a good balance between
adequate thermal tuning sensitivity and environmental temperature insensitivity.

The resonator is comprised of the laser rod (incident surface coated for high reflectivity at the laser
wavelength and high transmission at the pump wavelength; second surface AR coated), a thin, dielectric
coated intracavity etalon, and a concave, slightly transmissive output coupler. In the case of isotropic
crystals, a very thin Brewster plate is added to control linear polarization; in the case of birefringent
crystals, the laser is inherently highly linearly polarized without a Brewster plate. The thickness and
reflectivity of the coated intracavity etalon is designed to simultaneously provide both the necessary modal

115



selectivity to induce SLM operation in the laser, and a wide FSR for broadly tuning the laser frequency.
Using thin fused silica etalons, tuning of up to - 11 nm in these eyesafe lasers is achieved; using resonator
thermal tuning, any frequency within this tuning range is accessible.

IDiode Pump Diode Pump METEOR ,
Source Optics Resonator

4-40 Screw ] I Laser
for Scale Chassis

Figure 11 METEOR single frequency cw laser head. Left: hermetic cover removed to show key components. Right:
hermetic cover in place.

Table 1 summarizes the characterisucs and performance of the different METEORs developed to

date, including a comparatively non-eyesafe Yb:YAG device operating near 1.03 gtm.

Yb:YAG Tm:YAG Tm:LuAG Tm,Ho'YLF

cw MLM Power (mW) > 150 > 150 > 150 > 150
cw SLM Power (mW) > 50 > 50 > 50 > 50

SLM Wavelength Setting 1030.9-103 i.4 2008-2018 2020-2030 2047-2059
Range (nm) 2060-2069

SLM User Tuning Range + 2 + 5 _+5 + 5
(GHz)

Spatial Beam Quality TEM.... TEM,,o TEM.... TEM....

Table 1. METEOR SLM solid state laser parameters developed at CTI to date.

Single longitudinal mode powers obtained are often well in excess of 50 mW cw; for example, a
Tm,Ho:YLF METEOR was constructed for a cw remote vibrometry system that produced in excess of
200 mW cw SLM near 2052 nm. Amplitude stability has been measured to be stable to better than 3%.
Figure 2 shows the results of optically beating two identical Tm,Ho:YLF METEORs together on the surface
of a strained layer InGaAs photodiode. The lasers were independently free-running and not actively locked
to each other. Multiple, randomly selected samples of the beat note were recorded on a digital oscilloscope
for record lengths of interest for most terrestrial and space-based lidar applications, and FFTs were
performed on each sample to obtain a measure of the linewidth (frequency jitter/drift) of the lasers for
different sample periods. The data plotted represents the linewidth of a single laser, by dividing the
measured linewidth values by _2. Linewidths for the METEOR are plotted for values 3 dB and 6 dB down
from the peak of the FFT spectra. As can be seen in Figure 2, linewidths of- I kHz over I ms time periods
have been achieved; this corresponds in a two micron lidar measurement to - 1 mm/sec velocity
measurement accuracy over 150 km ranges. Me stability of this quality is approaching that required for
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micro-Doppler vibrometry applications at long ranges. Since the two lasers are not locked the linewidth at
longer times is dominated by the linear drift of the two laser frequencies over the I ms- I s time spans.

The optomechanical design of the METEOR is extremely robust, to accommodate increasingly
demanding application environments. Recent random vibration test measurements of two fiber coupled
units showed no degradation in performance or substantial frequency shift after repeated vibration to levels
in excess of 9.2 g rms.

1O0...................................................................................................._"""i..................................................................;"-:"''";'";"'_
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Figure2. Measuredlinewidths(jitterand drift) of a Tm,Ho:YLFMETEOR,obtainedby heterodyningtwoidentical
laserstogetherandperformingFFTsof theresultingbeatfrequencyat varioustime intervals.

3. Frequency Offset Locking
Our involvement in the NASA SPARCLE coherent lidar in-space experiment (scheduled for

shuttle launch in 2001) has prompted the next level of development of METEOR sources, capable of
surviving the launch environment and havingthe necessary long term frequency stability and programmable
frequency agility to comply with this demanding application. The very high shuttle motion-induced
Doppler shift coupled with the constantly changing line-of-sight angle associated with the planned conical
scan pattern, results in a frequency shift of the return signal over a +4.5 GHz range. Specifically, it is
desirable to correct for this platform motion by actively, programmably frequency offset-locking separate
master and local oscillators by a predetermined amount. This frequency offset allows the heterodyne signal
between MO light and the reference pulse, and the heterodyne signal between the LO light and the return
lidar pulse, to both have frequency content restricted to an RF bandwidth of

- 500 MHz. This in turn enables highly efficient heterodyne detection by detector/preamplifier devices
with large dynamic range, high quantum efficiency, and low noise characteristics; characteristics that are
beyond the state of the art in 2 lamsensitive photodiode circuits having the necessary multi-GHz bandwidths
that would be requited without MO/LO offset locking.

We recently demonstrated a programmable frequency offset locking MO/LO system that exceeds
the performance necessary for the SPARCLE application. A fast piezo tunable version of the METEOR was
developed that demonstrates up to 9 GHz of frequency agility at up to 20 kHz small-signal frequency
response. Other key components of the offset locking circuit include a wide band InGaAs
photodiodea/preamplifier, phase sensitive detector/integrator, and drive electronics to control the PZT that
forms part of the resonator structure of the MO source. A PC was used to command the control circuit to
step to specific offset frequencies over the +4 GHz range.

We performed a series of experiments to quantify the ability of the wide band offset locking
system to programmably step from one offset frequency to another, using the LO laser as a fixed reference
and the PZT tunable MO to produce the actively locked offset. A high resolution optical spectrum analysis
technique was devised that allowed us to measure step magnitude, settling time, and MO frequency stability
during and after the frequency step. Using this technique, we were able to determine that the MO frequency
stability settled to better than 80 kHz peak-to-peak within 30 msec of completing a 1 GHz step command.
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A wide band electronic spectrum analyzer was also used to monitor the long term frequency stability of the
actual multi-GHz offset frequency (as measured by sampling the output of the wide band optical detector
real-time) being maintained between the two lasers; Figure 3 shows the power spectra of the beat signal
when set at a representative 2 GHz offset, using a 1000 second sweep. The offset is held stable to better
than 100 ld-Izover this time, and was found to hold the offset frequency accuracy to 5 kHz over 60 sec (the
limit of the measurement time). These levels of performance are well beyond those required for the
SPARCLE application, and enhancements in the circuit are in progress that will even further extend the
performance.
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Figure3. Maximumlaseroffsetfrequencyexcursionsfor a 1000secsweepovera 10MHzspan

4. Summary
A number of different solid state laser crystals have been used in the METEOR laser format to

produce extremely frequency-stable, high cw powe?, broadly tunable sources in the 1-2 _tm wavelength
region. In conjunction with NASA's SPARCLE in-space lidar experiment, we have recently demonstrated
fast, programmable frequency offset lockingbetween a fixed LO and frequency agile MO to + 4.5 GHz, to
5 kHz accuracy. Future work in our efforts to develop ultra stable frequency cw sources includes further
development of Yb:YAG and Yb:YLF lasers, Tm,Ho:YAG Operation at 2.09 gm, higher environmental
(vibration and temperature) immunity, and higher frequency stability to comply with requirements of long
range coherent vibrometry applications.

The authors wish to acknowledge the support of the US Air Force (Richard Richmond) and the
Manufacturing Technology Directorate of the Air Force Research Laboratory, WPAFB; and the support and
technical assistanceof Michael Kavaya of NASA Marshall (SPARCLE program) and Robert Menzies of Jet
Propulsion Laboratory.

5. References

1. S.M. Hannon, J.A. Thomson, S.W. Henderson, P. Gatt, R. Stoneman, and D. L. Bruns, "Agile Multiple
Pulse Coherent Lidar for Range and Micro-Doppler Measurement," SPIE Laser Radar Technology and
Applications III, Volume 3380, 259-269, 1998.

2. F. Amzajerdian and M.J. Kavaya, "Development of Solid State Coherent Lidars for Global Wind
Measurements," paper M7 at 9thConference on Coherent Laser Radar, Link6ping, Sweden (June 23-
27, 1997).

3. T.J. Kane, A.C. Nilsson, and R.L. Byer, "Frequency stability and offset locking of a laser-diode-
pumped Nd:YAG monolithic nonplanar ring oscillator," Opt. Lett. 12, 175 (1987).

4. Custom 5 GHz bandwidth InGaAs detector provided by F. Amzajerdian, NASA MSFC.

118



Stratified Volume Diffractive Optical Elements as Low-mass
Coherent Lidar Scanners

Diana M. Chambers
Center for Applied Optics

The University o(Alabama in Huntsville, Huntsville, AL 35899
Phone: (256) 890-6030 x420, Fax: (256) 890-6618, e-mail: chambers@email.uah.edu

Gregory P. Nordin
Dept. of Electrical and Computer Engineering

The University of Alabama in Huntsville,Huntsville, AL 35899
Phone: (256) 890-6215 x410, Fax: (256) 890-6618, e'mail: nordin@ece.uah.edu

Michael J. Kavaya
Mail Code HR20, Global Hydrology and Climate Center

NASA Marshall Space Flight Center, Huntsville, AL 35812
Phone: (256) 922-5803, Fax: (256) 922-5772, e-mail: michael.kavaya@msfc.nasa.gov

I. Introduction

Transmissive scanningelements for coherent laser radar systems are'typically optical.wedges, or prisms,
which deflect the lidar beam at a specified angle and are then rotated about the instrumentoptical axisto produce a
scanpattern.l'2The wedge is placed in the lidar optical systemsubsequent to a beam-expandingtelescope; implying
that it has the largest diameter of any element in the system. The combination of the wedge diameter and
asymmetric profile result in the element having very large mass and, consequently, relatively large power
consumptionrequiredfor scanning. These two parameters, mass and power consumption,are amongthe instrument
requirementswhich need to be minimized when designing a lidar for a space-borne platform. Reducing the scanner
contributionsin these areas will have a significanteffect on the overall.instrumentspecifications.

Replacing the optical wedge witha diffractiongratingon the surfaceof a thin substrateis a straightforward
approach with potential tc reduce the mass of the scanningelement significantly. For example, the optical wedge
that will be used for the SPAce:Readiness Coherent Lidar Experiment (SPARCLE) is approximately 25 cm in
diameterand is made from silicon with a wedge angle designed for 30 degree deflection of a beam operating at.-2
gm wavelength.,t The mass of this element could be reduced by a factor of four by instead using a fused silica
substrate,1 cm thick, with a gratingfabricated on one of thesurfaces.

For a grating to deflect a beam with a 2 _m Wavelengthby 30 degrees, a period of approximately 4tam _s
required.This is small enough that fabricationof appropriatehigh efficiency blazed or multi-phase level diffractive
optical gratings isprohibitively difficult. Moreover, bulk or stratified volume holographic approaches.a_oear
impracticaldue to materials limitations at 2 _m and the need to maintainadequatewavefront quality. In or_Jzr to
avoid the difficulties encountered in these approaches, we have developed a newtype 0f high-efficiency grating
which we call a Stratified Volume Diffractive Optical Element (SVDOE).3 The features of the gratings,in this
approach can be easily fabricatedusing standardphotolithography and etching techniquesand the materialsused in
the grating can be chosen specifically for a given application. In this :paper we will briefly discuss the SVDOE
technique and will present an example design of a lidar scanner using this approach. We will also discuss
performancepredictions for the example design.

II. SVDOE approach ....

The SVDOE structure consists of binary grating ilayers interleaved with homogeneous layers:as illustrat,ed
in Figure 1. Ridges in the grating layers are composed of a high refractive index material whereas the grooves and
.homogeneous layers utilize a material with a low refractive index. The binary _ating layers mode!latea .wavefront
as it passes through the structure and the homogeneous layers allow diffraction to occur. While the individual
binary grating layers are relatively thin, incorporauon of diffraction via the homogeneous layers permi(s an SVDOE
to attain tiff-fractionefficiencies Comparable toa Volumeholographic element in Which modulation find;diffriicffOn
are spatially coincident throughout the medium.
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Figure 1:Schematic illustration of a stratified volume diffractive optic element (SVDOE).

Since the layers in this type of structure must be fabricated sequentially, the binary grating layers can be
laterally shifted relative to one another (as illustrated in Figure 1) to create a stratified diffractive optic structure
analogous to a volume grating with slanted fringes. This allows an element to be designed with high diffraction
efficiency into the first order for any arbitrary angle of incidence (including normal incidence for the lidar beam
scanner application).

III. Modeling and design

Depending on the choice of materials, the grating structure discussed above can include a relatively large
refractive indeX difference between the materials in the grating layer. For the specific example application
considered here, there is also a small period to wavelength ratio (e.g: < 10): Accurate prediction of diffraction
efficiency under these conditions requires a rigorous electromagnetic diffraction theory. Rigorous coupled-wave
analysis (RCWA) as formulated by Moharam, et. a/.4'5was chosen to model the behavior of these stratified
structures. We have also included in our algorithm the re-formulation of the coupled-wave equations as published
by Li6to improve convergence for TM polarization and conical diffraction.

We developed a systematic design process for SVDOE's and applied it to the design of a lidar scanner
element. The specific wavelength of 2.06 /am was chosen since that wavelength was under consideration during
initial instrument planning.7 The grating period was set to be 4 lam in order to achieve a deflection angle of -30
degrees at that wavelength. Candidate homogeneous layer and grating groove materials are expected to have a
refractive index of approximately 1.5. Since there are a number of material choices for the grating ridges that have
suitable transmission properties at 2.06 pm, we evaluated designs with grating ridge refractive indices of 1.6, 1.75,
and 2.0, yielding An (refractive index difference) values of 0.1, 0.25, and 0.5, respectively. We als0 considered
designs consisting of 2, 3, 4, and 5 grating layers.

Our studies revealed that scanner designs with three grating layers, regardless of An value, yielded a
diffraction effic!ency of 89%. The diffraction efficiency increased with the number of grating layers, but to only
96% for a five-layer device. Since an element with three layers requires fewer fabrication steps than one with five
layers and difference in efficiency was relatively small, we chose tOconcentrate on a three grating layer design.
Likewise, fabrication issues dictate selection of the grating ridge material such that An = 0.5 since this leadsto
physically thinner grating layers. This in turn implies a reduced grating ridge aspect ratio (i.e., grating thickness
divided by the ridge width), which is more easily fabricated than larger aspect ratio features.

Geometric specifications for the three grating layer structure with An = 0.5, designed for normal incidence,
are illustrated in Figure 2. The SVDOE is implemented on a Substrate that also has a refractive index of 1.5. Each
grating layer is 1.046 !.tmthick, the homogeneous layers are each 4.300 _tmthick, and the offset increment between
adjacent grating layers is 0.931 p.m.A cover layer is shown on top of the SVDOE to protect the features on the
uppermost grating. The RCWA prediction of diffraction efficiency in the first diffracted order for a beam normally
incident is 89.1%.
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Figure 2: Specifications for prototype design of a lidar scanner element.

The lidar beam incident on the scanner will be circularly polarized. For optimum performance of the lidar
heterodyne detection scheme, that polarization must maintained as the beam traverses the'_scannerelement. This
implies that diffraction efficiency must be insensitive to polarization, of the incident beam. Figure 3 shows the
diffraction efficiency for the three grating layer structure as a function of the input beam incidence angle for both,:TE
and .TM polarizations. Note that the efficiency remains greater than 85% in a region of +/-.1 degree about normal
incidencefor both polarizations. The broad peak about normal incidence provides misalignment tolerance when the
element is placed in the lidar system.
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.Figure 3: Diffraction efficiency as a function of incidence angle for both .TE and TM polarizations. Three
grating layers, ko= 2.06gm, ni = 1.5;.nui= 1..5,n,dgo= 2.0,.n_oove= 1.5;dgrating= 1.046 gm, d60m0gen_o,,=

4.300 gin.

Our implementation of the RCWA simulation yields. an expression for_the electric' _ndmagneticifields as
they traverse' ti{esVDOE structUre. Figfire 4 is a representation oflti_eelectric field in the ihree,la_er prot6t"yl__ lidar
scanner element design considered here. A plane wave is shown entering the svDOE:at':norn_al in_ideii_efrom the

left of the ,figure, _Smailinterference effects between theinciden't and reflected waves Can bese'e_ in the"incident
region. As the wavefronts pass through the firsi grating layer they are slightly dlsrupied While _ass[ng 'i[_r6ughthe
second grating layer causes them to become complete!y fractured.. The third grating layer con.nepts a !'agging
Wavefront Witha leading wavefront to.effect the-l:edire.c_tionof ti_ebeam to the.desired deflectiOii _ii_le_.The exiting
medium in this figure is the Substrate, Withrefracl_iveindex of i.5. ' ."'_:i 'i ,"
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Figure 4: RCWA representation of electric field as ittraverses the SVDOE prototype lidar scanner. Three
grating layers, _ = 2.06_tm,0 = 0°, nl = 1.5, nii!= 1.5, nridgc = 2.0, ng_oove= 1.5, dgrating = 1.046 p.m,

dhomogeneous = 4.300 I.tm.

Anticipated challenges in fabricating an SVDOE include accurate alignment of the grating layers to achieve
the desired layer-to-layer offset and deposition of the homogeneous layers with the desired thickness. To assess the
tolerances required for these parameters during fabrication, we performed a statistical study of the effects of zero-
mean gaussian random deviations of each parameter from the design values. The results of this study showed that
the grating layer offsets must be aligned within approximately 30 nm of their design position to maintain a
diffraction efficiency above 85%. Also, the tolerance on homogeneous layer thickness is not as critical as the
grating offset accuracy to maintain a high diffraction efficiency and need only be maintained to within 50 nm.

IV. Summary

We have presented an approach to creating a high-efficiency grating that could be applied to the design of
low-mass scanning elements for coherent laser radar systems. We have used instrument parameters representing
those of the SPARCLE mission to design a scanning element with a predicted diffraction efficiency of 89.1%.
Replacing the SPARCLE wedge with a diffractive scanning element as discussed here would reduce the mass of that
component by a factor of four.

Our future efforts in SVDOE's will initially be directed toward fabricating gratings and experimentally
validating our models and design techniques. As mentioned above, challenges in fabricating these elements will
include developing processes that allow the design to be produced within the tolerances necessary to achieve high
diffraction efficiency. The first generation of demonstration elements will have an aperture diameter of two inches.
Future elements will explore scale-up issues in expanding the aperture to the full diameter required by operational
lidar systems.
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1. Introduction

The paper describes the design, manufactureand trial of a 10.6 gm hoollowwaveguide integratedoptic
(HOW-IO)subsystem fora Range-Dopplerimaging Lidar.The trialswere undertakenat the Army Missile
Optical Range (AMOR), Huntsville, Alabama in August 1998. The aim of the work was to assess the
potentialof the hollow waveguide integratedoptic concept for discriminatingcoherentlaser radarsystems _
related to ballistic missile defence applications. The work was jointly funded by the Ballistic Missile
Defence Offic.e, Pentagon, usA, and the Ministry of Defence, England, UK. The hollow waveguide
integratedoptic concept is based on using hollowwaveguides to guide light between:optical components
embeddedin a common dielectric substrate.Both the hollow waveguides, and the alignmentslots that the
componentsare located in, are formed in the surface of the substrateusing computercontrolledmachining
techniques. The concept has the potential to: increase raggedness and stability, reduce size, sn'nplify
manufactureand lowerproductioncosts.The guidiinceof light fromone componentto anothervia the hollow
waveguides also leads to inherent advantages in achieVing and maintaining good coherent mixing
efficiencies.The theoreticalfoundationof the hollow waveguideintegratedoptic conceptandthe manufacture
andassessmentof a simplehomodynesystemhave been described in earlierwork [1]_

2. Design of the HOW-IO Subsystem
A schematic diagramof the HOW:IOsubsystem is shown in figure 1. It operatesas heterodyne receiver in
conjunction with two laser sources; a high power mode-locked master oscillator (MO) laser and a low
power c.w. local oscillator(LO) laser.

Het Ref Beam Dump IS - polarisation 0

Ip - polarisation !D C c- polarisation
Dump

g
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Figure I. Schematicof hollowwaveguideintegratedopticsubsystemfor Range-
Dopplerimaging trialsat AMOR,Huntsville,Alabama.Heterodynedetection of
target returns are facilitatedvia a singlepolarisationduplexedtransmit/receivepath.

123



The "s" polarised beams from the MO and LO lasers are injected into waveguide ports "A" and "B"
respectively. A 2% sample of the MO laser is mixed with the LO laser to provide a heterodyne reference
signal via output port "D". The half wave plate in the main transmit path converts the incident "s" polarised
light into "p" polarised light. This is highly transmitted through the Brewster plate and leaves the
subsystem at waveguide exit port "F". A small amount of light is reflected from the outer and inner
surfaces of the Brewster plate. This is dumped from the subsystem via exit port "E".

A quarter wave plate external to the subsystem converts the "p" polarised output beam into circularly
polarised light. Subsequently this is directed at the target. Scattered light returned from the target
undergoes a second pass through the quarter wave plate. This results in the generation of "s" polarised light
which is coupled back into port "F". This is highly reflected from the Brewster plate onto a 90% reflecting
45° beam splitter where it is mixed with the local oscillator field prior to being focused onto the
"heterodyne signal" detector at exit port "G".

The half wave plate and the 45° thin film polariser in the local oscillator path allow the magnitude of the
"s" polar:isedbeam reaching the "heterodyne signal" detector to be adjusted. The orientation of the half
wave plate defines the relative magnitudes of "s" and "p" polarised light in the transmitted beam while the
thin film polariser highly reflects "s" polarised light whilst it highly transmits "p" polarised light.

Figure2. Photograph of hollow waveguide integrated optic subsystem based on
schematic design illustrated in figure 1. PhotOgraphtaken Withlid of subsystem
removed allowing clear view of integratedcomponents and connectingwaveguides.

3. Manufacture and Assessment of the HOW-IO Subsystem
A photograph showing a plan view of the 200x200x20mm HOW-IO subsystem with nine of its integrated
components in position is shown in figure 2. In relation to identifying the waveguides and integrated
components figure 1 provides a useful cross-reference. The subsystem was formed in a polycrystalline
alumina substrate utilizing computer controlled machining techniques. The machining process started with
the creation of the alignment slots for the optical components. These were designed for components which
were 20.0 mm square and 4.0 mm thick. The 2.0 mm square interconnecting waveguides were formed
between the alignment slots in a secondary milling operation. Machining tolerances were dictated by the
design criteria described in earlier work [1]. For the 2.0 mm wide waveguides that the subsystem is based
on, this equated to needing lateral alignment accuracy's between waveguides and components of + 0.1
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mm, and angular alignment accuracy's, between waveguides and reflective componems, of + 0.5 mrad.
The required angular alignment tolerances also imposed limits on the parallelism of transmitting
components.

With the machined polycrystalline substrate in hand, the optical .alignment of the subsystem merely
involved the location of the components in the appropriate alignment slots. The optical characteristics of
the completed subsystem were assessed by means of beam profile and power transmission measurements.
The profile measurements all yielded beams of good TEM00form confLrmingthat very accurate alignment
of the waveguides and integrated components had been achieved. The measured values of power
transmission were also in good agreement with the data provided by the optical component manufacturer
(II-VI, Saxonburg, Pennsylvania) in conjunction with predicted waveguide coupling and attenuation losses.

4. Optical Interfacing of the HOW-IO Subsystem at AMOR

As illustrated in figure 3 for the trials at AMOR the HOW-IO subsystem had to be integrated with a range
of existing components. Theseincluded, a TDC multi-fold CO2master oscillator (MO) laser, a Honeywell
local oscillator (LO) laser, the AMOR transmit/receive telescope and three wide-band HgCdTe detectors.
The multi-fold laser is based on a 3.0 m long 2.0 mm square hollow waveguide cavity, The cavity
incorporates 26 folds. The use of the folds allows the total 3.0 m path to be accommodated in a ceramic
substrate having an area of only 130 x 150 mm. The multi-fold laser was actively mode locked usmg an
acousto-optic modulator to produced a 50 MHz mode-locked pulse train witha mean power of 20.0 watt.
The output beam from the multi-fold MO laser was coupled into the HOW-IO subsystem with an

Schematic of HOW-IO Subsystem Interfacing
' • at _,_,_,_,_n.

Pulse Het Ref .
Detector ......Detector

@ Beam Dump Honeywell LO Laser
1

AMOR Range _

ll
• , " TDCMOLaser

ll _ ......

BeamDump TEMoolnputWaist 2w.---"1.4 +0.1 mmAngular Alignment< +1.0 mrad ]

Het Signal LateralAlignment< +0.1 mm ]
AxialAlignment< +50ram [

Deteet0r ConfocalParameterzo= 145.2mm I

Figure 3. Schematic of interfacing of HOW-IO subsystem with TDC multifold master
oscillator source and Honeywell local oscillator sources at the AMOR optical range....

appropriate combination of mirrors and lenses. Efficient fundamental mode coupling was achieved by
producing a well aligned beam with a 1/e2 diameter of 1.4mm at waveguide input port "A". A similar input
beam was produced from local oscillator laser at input port "B". The output beam from the subsystem was
expanded and collimated to a 1/e2 diameter of 12.5 mm prior to being coupled into the 80:1 AMOR
transmit telescope. The result was a 1.0 m diameter beam at the target. The target illumination profile was
verified using a scanned detector beam profilingsystem.
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The wide-bandwidth output from HgCdTe "heterodyne signal" detector at exit port "G" was analyzed
using a electronic signal processor developed by TDC for target signature measurements. This produced a
14 channel output. Each channel represented a range resolution cell and contained the Doppler information
corresponding to the portion of the target falling in that cell. The range gates were synchronized with
respect to the mode-locked pulsed output from the MO by means of a pulse detector placed at a exit port
"E" of the HOW-IO subsystem.

5. Measurements of Range-Doppler Images
With the HOW-IO subsystem properly interfaced with the additional components, the complete
configuration could be operated as an imaging Lidar. Following signal-to-noise measurements on test
objects the system was used to generate Range-Doppler images of a series of targets. These could be
translated, tilted, spun and' precessed with respect to the illuminating beam. Figure 4 illustrates a set of
Range-Doppler images of a rotating cone at four different aspect angles. All the results obtained were
analogous to those produced with a well aligned free-space system. This confirmed that the hollow
waveguide integrated optic approach to 10.6_tm coherent Lidar can lead to systems with equivalent
,performance but in a much more rugged, stable and compact form. Such systems are ideal for fielding on
military platforms.

0 DFGREES 5 D_REES

DOPPLER DOPPLER

15 DEGREES 25 DEGREES

DOPPLER DOPPLER

Figure 4. MeasuredRange-Doppler images of a rotating cone at aspect angles of: 0, 5, 15 and
25 degrees. Note increasing signal magnitude from front to rear of cone and broadening of
Doppler spread produced by rear of cone with increasing aspect angle
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1. Introduction selectedearth surfacefrom die airborne lidar data,
Routinebackscatter,13,measurementsby an an average13for the surfacewas establishedand the

airborneor space-basedlidar from designated earth statisticsof lidar efficiencywas determined. This
surfaceswith knownand fairlyuniform 13properties was compared with the actual lidar efficiency
can potentiallyoffer lidar calibration opportunities, determinedwith the standardcalibratinghard target.
This can in turn be used to obtain accurate 2. LidarTheory
atmosphericaerosoland cloud 13measurementson The measuredSNRfrom a hard,target (HT)
large spatial scales. This is important because with Oar[srq] usinga CWlidar is givenby,3

achievinga precisecalibrationfactorfor largepulsed rI_ PrcR 2Tp rrrf (L ) (1)lidars then need not rest solelyon using a standard SNR rrr = ,
hard target procedure. Furthermore, calibration Bhv
from designatedearth surfaceswouldprovide an in- whererangedependence,f(L), is givenby1 , (2)

Oo,i,  on o Lwith active remote sensing using lasers with high - :
resolution data, calibration of a space-based lidar L'- 1+ t, LL J 1 -
using earth's surfaceswillbe extremelyuseful. wherehv is laserphoton energy,P is laser power,RThe calibration methodology using the is lidar beam (l/e)2 intensity radius at telescope
earth's surface initially requires measuring 13 of primarymirror,F is distanceto focal volumecenter,
various earth surfaces simulated in the laboratory, and B is data system bandwidth, and q is overall
using a focusedcontinuouswave (CW)CO2Doppler lidarsystemefficiency.The transmissionefficiencyT
lidar and /.hen use these 13 measurements as is given by T = exp(-2cxL).HT can stand for a
standards for the earth surfacesignal from airborne standardcalibratinghard target (CHT)or earth hard
or space-basedlidars. Since 13from the earth's target (EHT), since both present a surface of
surface may be retrieved at different angles of scattering.At the lidar beam focal volume,L = F,
incidence, 13would also need to be measured at Eqs.(1)-(2)reduceto
variousanglesof incidencesof the differentsurfaces.

1"1wrPTtR _Tp rrr (3)In general, Earth-surface reflectance measurements SNR rrr = ,
havebeenmadein the infrared,_but the use of lidars BhvF "
to characterizethem and in turn use of the Earth's Using a CHT with known4 Pcar, rlcrrr can be
surface to calibrate lidars has not been made. The determined.5 Once _crrr is known then measured
feasibility of this calibration methodology is SNR_ from any other HT surfaces can lead to Orrr.
demonstrated through a comparison of these Thus, PErrr for a variety of earth surface
laboratorymeasurementswith actual earth surface13 compositionscan be characterizedin the laboratory.
retrieved from the same lidar during the Subsequently,the characterizedearth surfacescan be
NASA/Multi-centerAirborneCoherent Atmospheric used as calibrationtargets in flight to get rlErrr for
Wind Sensor(MACAWS)mission"on NASA's DC8 airborneor space-basedlidars. Lastly,onceqm-rrhas
aircraft from 13 - 26 September, 1995. For the beendetermined,thenit couldbe further correctedto
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rlam_osor.,tile lidar efficiency determined using , , , , , , , ,
laboratory-generatedaerosolswhichis more realistic

assessmentof the actual lidar efficiencyto be used __ ....
foratmosphericmeasurements.5 104 x. ×-x- x- ^- _ ×- x
3. LaboratoryExperimentandAirborneMission

TheNASA/MarshallSpaceFlight Center's xlx -_ _ _- -x.-x-,. _-.__-x-.x--.x
(MSFC's)focusedCW CO2Dopplerlidar operating

ILl

at 9.1 Ixmwavelength was used for measuring IL _10 .2 _-_t..___-_ -r_._-_..= _
Further details of this research can be found £ " - __..__.._
elsewhere6 as well as details of the lidar operation

o "ft.""l:_:____...and its calibrationprocedureJ'7 o,
A. BackscatterfromSimulatedEarthSurfaces _a -×- _..d "_ :'_"'_'"_:_:"_:+_

Laboratorysimulationwasconductedwitha 104 --,-F_ ewr -._•-_ •8oll

variety of homogeneousHT's made from earth's -v-R**f_ _......--+--.
SND CHT

surface materials. The materialwas glued onto 8- ._- o,k- +- Pine

inch-diameter plexiglass disks. For vegetation ._. c.€.u._o._. ,.r_. €orn [nel

targets, vegetation was cut into small pieces with I 8.o_ptdm
sizes of roughly severalmillimeters.The HT's :were 10"4 , I , t , ) , i , t , i , i , i ,
attachedto a rotating motorshaft. For the earth 0 10 20 30 40 50 60 70 80 90
surface simulations, SNRm_r was measured as a Angloof Incldenco,L_p
functionof angleofincidenceq_atL =F.

Using Eqs. (1)-(2), _crrr was determined Figure1. Laborato_backscattermeasurementsasa
from the measured SNRc_(L) of two CHT's, function of angle of incidence q_ using the
sandpaper (SND) and flame-sprayedaluminum NASA/MSFC9.1 _tm focused CW Doppler lidar
(FSA),giving rlcrrr~ 0.165 + 13%.This was then fromsimulatedearthsurfacesforland-typetargets.
the lidarsystemefficiency,for determiningP_rr for
various simulatedEHT surfaces.Figure 1 showsPEnT 10_ .... j .... _ :• P-.3.2W,F=9,53 rnF I EHTData,
as a function of q_ for the targets. In general, _ + CHT Data, P=2_W,F=9.33m

_- Theory, Eqs.0,2) .

dependenceof pm.rron q)is small,showing that there _- _:"r=°a_.±_%I_,
a/ /t_ ' "_ Beach sand

v   a,yoo.t.tav.°IsimulatedEHT surfaces, sand and soil targets give ]i
the highest Pmrr,while vegetation targets giycethe *
lowest. Additionally,the vegetationtargets driedout ,v-

zl0 l= , .3_/_ _\1 .SND.CHT .....

targets with water lowered the P_-rrdramaticallyfor

all q). ,Since 13measurements.from actual_earth

done at random range values, depending on the "
aircraftaltitude and roll; therefore,measurementsof

the range response.of I_from the simulatedearth 10__ , _, _,, _, _-. .... .
surfaceswereperformedinthe:laboratory. Figure2 8.0 8.5 9.0 9.5 10.0 10.5 11.O
showsrange responseof HT madefrom beachsan& Rangek(m)
pine, and the SND CHT. The beach sand and pine
HT's show very good agreement with lidar theory Figure 2. Measured backsCattered SNR_ as a

similar to the SND CHT.5 RangeresP0nseof J]for funCtiOnof range L for beaCh,sand and '.pine,HT-'s
.... " ' ' " " 9 and the (SND)calibratingHT.the other HT s (not shownm F_g._)alsowere in very

good agreementwith the lidar theory. These results "
suggestthat signal from these typesOfearth Surfaces The inYestigatedtargets ,give a. range of
at ranges other than L = F Can be used in possible variation in the Pzrrr that :may. be

encounteredfrom realearth surfaces composedofconjunctionwithEqs. (1)-(3)to estimateqmT.
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different materials. For mixed surfaces, ff the lO_, _.__, xx .... -' .' -'. _'- o.Q8(_'_,di'
fractionsof differentmaterialscan be estimated,then \. ".......\ "" .... _p_-"0.0o20"°a_vogo,.,o,,_'*")-- "

\ "... _ _"_ ...... peru'-0.007
an average P_icrcan be estimated by weighted \\mixing of their individual Pmrr'S. With the use of 1°_ "". _ _

passivesatelliteimagery, like LAaNDSAT,it maybe _. \ "'"'" I _ _ ""
possible to fractionate difl"erenttypes of surfaces _ \\,'"'.....,..t,lmr-__@ _'"encounteredin the lidar sampledsurfacearea. For _1o' "_ _ _t]._._. i I
calibrationpurposes,homogeneous surfaces would --'-._ Ira./1_"1.... €....=.....

be best; but if these were not available, than an -._ I ,..., ........ .....
averagePmrrof a compositesurfacecouldbe used. 1o* "- -_....-. ""
B. Earth Surface Return

The same NASA/MSFC airborne CW
focused lidar retrievedan earth surface _ at the 10" , , , , , , , , , , , , , , , ,
unfocusedpart of the beam along with atmospheric 0 1000 2000 aooo 4000 sooo sooo rooo aoooDistanceto Earth SurfaceL (m)
aerosol13at the beamfocus during aircraft roils over
the complex California terrain during the 1995
MACAWSmission. The lidar beam was focusedat Figure 3. MeasuredbackscatteredSNR normalized
-54 m througha modifiedaircraft right sideviewing by transmission efficiency T for earth surface
germanium window in front of the aircraft wing. northeastof Santa Cruz,California usingthe 9.1 _tm
Since the outgoinglidar beam to the earth's surface focusedCWlidar along with comparisonwith lidartheory [Eqs.(1)-(2)]using lidar parameters cited inand the 13from the surface can undergo appreciable
atmosphericattenuation due mostly to presence of the text for three representativebackscattervalues ofvarious earth surface types. Variability of earthaerosol, CO2, and H20; therefore, the atmospheric
attenuation coefficients were determined and the surfacebackscatter is depicted by the vertical line
retrieved SNR from the earth's surface was through each data point which gives range of
compensatedfor thisattenuation. SNREarat a givendistance. Variability in L, due to

Figure3 shows SNRmrr= SNR/Tat various variabilityin both radar altitude and roll angle, iswithinthe data symbolwidth.
ranges from the Coastal Range Mountains in

Californianortheastof Santa Cruz. The variabilityof SNRmrr,leading to well defined rlErrr. However,
SNRmrr, is caused by significant heterogeneity since the earth's surface targets sampledduring the
encountered due to low 13vegetation interspersed mission were mostly heterogeneous with varying
with high 13nonvegetation areas. Forested areas SNRmrr, any estimationof rlmrr [usingEqs. (1)-(2)]
interspersed with open land in the Coastal Range from these data sets Wouldalso be associated with
Mountains gave an SNRmrr between soil and somevariability. Figure 4(a) is a histogramof the
vegetationvalues,showingthat the targets were very data in Fig. 3, showingthe frequencyof occurrence
heterogeneous, mixed with vegetation-type and of measured SNR normalized by T and f(L). This
nonvegetation-type.Figure 3 also shows curves of histogram gives the distribution of range-
predictedSNRmrr as a function of L using Eqs. (1)- independent SNRmrr showing the variation
(2) for three earth surface types simulated in the encountered due to surface inhomogeneity only.
laboratoryhaving Pmrr= 0.08, 0.03, and 0.002 sr"] From these statisticsof range-independentSNREIrr,
(Fig. 2) corresponding, respectively, to sand, soil,
and vegetation. These curveswere derivedwith the the statistics of _Ei-rrwere determined with an
various lidarparametervalues during the missionas: average Pmrrof 0.007 sr_ estimated for the curve
hv = 2:1818 x 10"2°I, P = 4.4 W + 3%,R = 0.0265 that best fit the selecteddata samples shownin Fig.
m _+3%,F = 54.0 m + 2°,/o,BDsv= 141 kHz + 1% 3. The distributionof rlErrris shown in Fig. 4(b).
and rlcrrr- 0.126+ 18%. The curvesprovidea good This earth surface target, being quite non-uniform,
envelopeof possibleSNRzrrrfrom surfacesthat may gives a mean rlmrr- 0.15 with variation of about
contain similarmaterials. 80%.The uncertaintyin the _qE_estimationhere is
4. Lidar Calibration from Earth's Surface dominatedby the variabilityin the SNRErrrfrom the

Homogeneous or even uniform complexheterogeneoussurfaces. If an appropriately
heterogeneous targets would be preferred for in- varyi'ngPErrrwereknownfor Sucha target, thenthe
flight calibration as they would give welldefined
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_4o - ' , ' , ' , ' i , laboratory. Thus, data from different regio:::.:,__,ald
mz35 (a} • be used for in-flight calibration to estimate the lidar
_ao -- efficiency and the associated uncertainty. The

,//, _ earth's surface-derived lidar efficiency obtained with

o°25 _/__ " the •average,9srrr of complex heterogeneous surfaces
,O20 ;+;, encountered during the mission gave good
°is _/_, agreement with the CHT-derived lidar efficiency.

°10 _ Therefore, by measuring SNRE_r from earth surfaces
S ° with knownPsrrr,usingan airborneor space-based° 0 -- lidar, the lidar system efficiency can be estimated for

L 8.0 8.5 9.0 9.5 10.0 10.5 atmospheric measurements: Obtaining absolute
LOG (SNRITf(L)) calibrated _3measurements using this method instead

m40 - 'o of signals in relative units has very unportant
mz35" advantages leading to crucial information and
m30 • immense research opportunities for various aspects=

of global aerosol modeling in terms of its impact on25 •
climate, pollution, and hydrologicalprocesses.O2o

O !//,15 '/_
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1. Introduction

An estimate of radial wind velocity Vo obtained from data of cw Doppler lidar is the sum of the radial

velocity V, averaged over probing volume and the error V_[1]. Statistical independence of V, and V_as well as

statistical independence of velocity errors measured at different moments allow us to estimate the error variance
2 _ '

cr_= (V_') from the temporal spectrum or structure function of wind velocity measured by Doppler !idar El].

Comparison of the experimental values _ obtained at very high signal-to noise ratio (SNR) [1] with the estimates

by formula [2]

ro (:)
where L is the wavelength, to is the integration period and :s is the Doppler spectrum width (in m/s), shows that

for small probing volumes the experimental values g, far exceed (approximately in order of magnitude) the

theoretical estimates g_ based on Eq.(1). In order to explain this discrepancy between theory and experiment in

this paper we analyze the effect of aerosol particle microstructure on accuracy of wind velocity estimates from

data of cw Doppler lidar obtained at small probing volumes.

2. Algorithms of simulation

On short paths (rang-eR - 50 + I00 m or less) probing volume Ofcw Doppler lidars can measure only a.few

cubic centimeters in volumes. In this case according to rough estimates based on known data for the

rnicrostructureof atmospheric aerosol [3] it is necessary to take into account the concentration and size

distributionof particles in analysisof Doppler lidar run.

In contrast to previously used approaches of numerical simulation (see, for example Ref. 4,5) to study the

effect of aerosol microstructure we have developed the following algorithm. The entire path of sounding is

deviled into N very thin layers (slices). We assumethat within separate slice the aerosol particles move with the

same velocity. Using the lognormal probability density functionof particle size distributionwith the mean(a) and

standard deviation ffa the random realization of sizes a are simulated.Assuming that all particles have the same

complex refractive index m = n +j_ the backscattering amplitudesAi are calculatedusing Mie theory [6]. For

each wave scattered by separateparticle the initial phase _Fiis simulatedas uniformlydistributed randomvalue.
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Random distribution of radial wind velocity Vr(Arl), where Ar is the slice width, l = 1, 2..... N, is simulated in the

spectral domain using von'Karman model for wind velocity spectrum [7] with two input parameters: velocity
,)

variance _v and outer scale of turbulence Lv. Besides, we take into account the movement of particles across the

laser beam with the,velocity V±. Based on the results of simulation of the listed above parameters the received

signaljs(t) at a moment t is calculated as

N

js(t) = __2 Et (t) exp {j2kVr(Arl)t}, (2)
!=l

where

N'

Et (t) = ___ Atiq (Arl, xi + V±t)exp {J_li} •
i=l

q Is the function describitagdistribution of probing beam in l-th slice [i], k = 2rt/_,,N" is the number of aerosol

particles in/-th slice, xi is the x -coordinate of i-th particle in transverse plane. One can add in Eq.(2) simulated

noise componentj,(t) as additive Gauss±anwhite noise (]_(t)+j,(t)).

3. Results of simulation

The results were obtained for the case of very high SNR, when the term j,(t) can be neglected. We put the

following parameters: Cry= 1.5 m/s, Lv = 50 m, (V_)= 13m/s, V±= 2 m/s, n = 1.6, _:=-0.05 and Pc= 100 cm-3,

where Pcis the concentration of particles.

Fig. 1 shows the example of simulation of the signal power P(t) = l/.#)12as function of time for parameters

(a) = 0.1 btm,_, = 0.075/am, R = 50 m, _, = 10.6/am, and initial laser beam radius a0= 7.5 cm when the effective

probing volume Vetr= 4 cm3. Large peak in simulated data with the width equals approximately 2 ms is caused

by dominant effect of separate large particle on the power of backscattered wave. Similar behavior of signal

power is observed in atmospheric experiments at small sizes of the probing volume [8]. The Doppler spectrum

with frequency resolution 20 KHz (velocity resolution 0.1 m/s) and the integration period 5 ms (average over 100

spectra) is shown in Fig. 2 as solid curve. The spectrum simulated using the approach [9] for the case of full

averaging of the signal power fluctuation is shown as dashed curve. The difference between these spectra is

caused by the effect of.separate large particles on signal fluctuations.
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In Fig. 3 the probability density function (PDF) of the simulated signal power F(P) for specified above

parameters is shown as solid curve. For calculation of F(P) 10000 independent realizations were used. The

dashed line depicts the exponential PDF corresponding to the case of Gaussian statistics of the signal. One can

see that at the large ratios P/(P), where (P) is the mean signal power, the PDF deviates strongly from the

exponential distribution. That is the signal statistics is non-Gaussian one in the case of small probing volume.

Random error Ve we determined as the difference between mean velocities estimated respectively from the

spectrum marked in Fig. 2 by solid curve and from the spectrum corresponding to fu!l averaging of the power

fluctuations (dashed curve in Fig. 2). To calculate the error standard deviation erewe used 1000 independent

realizations of V_. Figure 4 illustrates calculated by such a way values or, as function of (a) at the fixed ratio

_, I(a) = 0.75. Figure 5 shows the error _ versus _a at (a) = 0.i _tm.

Analysis of the data in Figs. 4, 5 shows that the maximal velocity estimate error cr_takes place when the

number of particles contributing to the signalpower is smallest. Actually, at small values _a the probability of

entering of large particles in probing •volumeis small, a lot Ofparticles contribute to the tidar signal, and the error

o'e is minimal. With increasing erathe probability of appearing of large particles in probing volume increases.

Although their number is comparatively small, the main part of the signal power is produced as a
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result of light scattering precisely by these large particles because of increasing tlae backscattering section

_,_(a/2_,m) with a. As a consequence the error standard deviation _ increases and at cr_= 0.075 p.m it becomes

maximal. But with further increasing _ the contribution of large particle scattering to the signal decreases due to

decreasing of the backscattering section _,_for large particles with size a > 2.2 _tm. As a result the number of
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aerosol particle contributing mainly to the lidar signal increases and _e decreases for or,> 0.075. The same

reason explains the decrease of erewith increasing (a) for specified in calculations ratio era/(a) = 0.75.

Figure 6 shows ere versus range R at (a)= 0.1 gm and to= 5 ms. Dark circles correspond to the case

ca = 0.075 _m and white circles are the result of calculation at _a _ O. It is seen that when all particles have the

same size (o'a---r0) the velocity estimate error _e increases monotonously with range R. This is in agreement

with the result of calculation ereby Eq. (1) (in inertial subrange of turbulence, when longitudinal size of probing

volume Az = (_/2) (R/ao)2< Lv, the Doppler spectrum width _. increases with the range R [1]). But in practical

situations the standard deviation qa _ 0 [3] and R - dependence of ereis not monotonous, as it follows from the

data in Fig. 6 (dark circles). With range increasing the error ae first increases and then decreases due to

significant increase of the probing volume V¢_- R3 and, consequently, the number of scattering particles. From

comparison of two curves in Fig. 6 it follows that under certain conditions the aerosol microstructure may be the

determining factor in accuracy of wind velocity statistics measurement by Doppler lidar.
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VALID : Experimental tests to validate a multiwavelength backscatter database and
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Abstract :

ESA is funding in 1999 an experimental activity (1) to built a multiwavelength backscatter database to validate a

scalling law derived in a previous study, and (2) intercompare the most relevant wind lidar concepts to space

applications. VALID will proceed in two steps : Step I in May-mid-June for backscatter data, lidars with

wavelengths ranging from UV (0.32 gm) to IR (10.6 gm) will be operated on the same site ; Step2 in mid-July
will involve various coherent and incoherent lidar techniques on the same site.
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The Jet Propulsion Laboratory (JPL) coherent CO2 backscatter lidar has been in almost continuous operation since
1984 and has now accumulated a significant time-series database tracking the long-term and seasonal variability of
backscatter from the atmospheric column above the Pasadena, Calif. locale (Tratt and Menzies, 1994). A particularly
noteworthy episode observed by the lidar in 1998 was a particularly extreme instance of incursion by Asian-sourced
dust during the closing days of April. Such events are not uncommon during the northern spring, when strong cold
fronts and convection over the Asian interior deserts loft crustal material into the mid-troposphere whence it can be
transported across the Pacific Ocean, occasionally reaching the continental US. However, the abnormal strength of
the initiating storm in this case generated an atypically dense cloud of material which resulted in dramatically
reduced visibility along the length of the Western Seaboard. These dust events are now recognized as a potentially
significant, non-negligible radiative forcing influence (Parungo et al., 1994).

The progress of the April 1998 dust cloud eastward across the Pacific Ocean was initially observed in satellite
imagery and transmitted to the broader atmospheric research community via electronic communications. The use of
Internet technology in this way was effective in facilitating a rapid response correlative measurement exercise by
numerous atmospheric observation stations throughout the western US and its success has resulted in the subsequent
establishment of an ad hoc communications environment, data exchange medium, and mechanism for providing
early-warning alert of other significant atmospheric phenomena in the future (Husar et al., 1998).

The first lidar observations of the extreme Asian dust event made from the JPL site (34° 12' N; 118° 10' W; 390 m
MSL) were acquired on April 27, 1998. Its evolution was tracked by the lidar throughout that entire week, and was
well advanced into the dissipation phase when the onset of stormy conditions on May 2, which persisted into the
following week, obscured the final decay stages. Near-concurrent measurements of atmospheric optical depth were
also recorded during this same interval by an autonomous sun-sky scanning spectral radiometer stationed on San
Nicolas Island off the California coast at geogaphicaI Coordinates: 33°15' N, 119°29' Wl 133 m MSL. This dataset
recorded a Significant increase in atmospheric optical depth on April 25 over San Nicolas which slowly diminished
over the following 5 days (Fig. 1).These data also yield retrievals of aerosol size distribution which may be used to
cross-validate grosser features of the lidar soundings (see Fig. 2).

Ex post facto analysis of the event using the us Navy Aerosol Analysis and Prediction System (NAAPS, Westphal et
al., 1998) accurately hindcasted arrival of the dust cloud in the LosAngeles region on April 25-27, although the
simulation matrix has insufficient resolution to maintain the vertical structure of the dust as revealed by the lidar
profiles. Figure 3 shows the development of the dust cloud above the JPL lidar site through the height of the event,
as modeled using NAAPS.
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Figure 1. Aerosol optical thickness (AOT) time-series above San Nicolas Is., Calif. recorded
with a spectrally scanning sunphotometer for the time period containing the dust event. The sharp
increase in AOT toward the end of April marks the f'n:starrival of the dust cloud in the region on
April 25.
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Figure 2. Retrieved column-integrated aerosol volume size distributions (particle radius R) above
San Nicolas Is., Calif. corresponding to four different time intervals within the dust event.
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Figure 4. Vertically-res01ved backscatter at the 10.6-gin JPL lidar operating wavelength acquired
on May 29, 1998, at around 22:00 UTC. (The broken curve denotes the system sensitivity.)
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For comparison, Figure 4 shows the JPL lidar profile obtained on the afternoon of April 29, 1998 at approximately
22:00 UTC. The thin strongly-scattering layer encountered at -5.5 km MSL corresponds to the modeled centroid of
the dust cloud, which appears at the 550 mbar level in the NAAPS simulation (Fig. 3). Although the elevated feature
centered near 8.5 km MSL in Fig. 4 does not appear in the NAAPS simulation, air parcel back-trajectory analyses
from this altitude zone flowed back to the dust generating region of China in 9-10 days (Fig. 5), coinciding with the

passage through that region on April 19 of a rapidly moving shallow trough which, through analysis of surface
observations and satellite imagery, has been identified as the chief progenitor of the eastward-transported dust

(Westphal et al., 1998)......
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Figure 5. A_-parce! backtrajectory analysis from the 8-kin MSL aldtude level above the Los
Angeles area on April 29, 1998.
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The aim of this study is to provide a source reference compendium and database of

atmospheric properties relevant to the design considerations of a space-borne Doppler

Wind Lidar (DWL). The broad wavelength range under consideration is 0.35_tm to

10.6Jxm. Within this range atmospheric aerosol backscatter coefficients at seven

specific wavelengths: 0.35_xm,0.53jxm, 1.06gm, 1.5gm, 2.1gm, 9.1gm and 10.6_m

are discussed on the basis of information derived from existing literature and the latest

available material that has been documented and may be considered validated. The

assessment also includes consideration of material presented and made available at

meetings of the NOAA Working Group on Space-Based Lidar Winds held up until

January 1998.

For the Atlantic region the most comprehensive database currently available at

10.6jxm is that of the SABLE and GABLE trials. These measurements were

conducted in the historically clean period, 1988-1990, well after the E1 Chichon

eruption but before the Mt Pinatubo event. They are thus likely to provide a

background level of backscatter coefficients. The measurements of backscatter were

made during 80 flights over the Atlantic in 6 different regions and/or seasons over a 3

year period. The material has been extensively analysed and presented in figures,

histogram and tabular form. For the present work the data has been further evaluated

and values of median, quartiles and deciles are shown in Table 1.

For the Pacific region measurements Of backscatter were made in theGLOBE

programme at a range of wavelengths, together with optical particle counter analysis

of aerosols. In particular, data at 1.06 _tmfrom the Globe II trial in Spring 1990 has

been presented in medians, quartiles and deciles. Modelling has also been carried out

on the particle counter measurements to provide backscatter values over the range

1016to 0.53 gm.
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This and other material, together with general considerations of the impact of optical

properties on a space-borne lidar, and analysis of backscatter scaling laws with

wavelength are discussed. The overall conclusion is that the best currently available

representation of the global atmospheric backscatter at different wavelengths is given

by Table 1 scaled with the following equations.

The backscatter 13(_, z) at wavelength _ and height z may be determined from:

13(;_, z) = 13o(10.6_m, z) L_.(_m) j ..... 1

where 13o(10.6_m, z) is the scattering (in Table 1) at 10.6 Ixm. The scaling exponent

e_thatprovidesthe best consensusfor the wavelengthrange0.35_m - 2.1 !.tmis given

by:

o_(_,(0.35- 2.1 gm), z) 0.24 logt0(13o(10.6 Ixm, z))l- 0.62 ..... 2

For the wavelength 9.1 lxm account must be taken of the sharp resonances in refractive

index for certain materials (notably sulphates) found in the atmosphere. For this

wavelength a scaling exponent given by:

(z (9.1 Bm, z) = 1.25 log,0([3o (10.6 Ixm, z)) - 8.25 .....3

provides the best consensus fit.

Examination of data and isolated measurements in the literature shows reasonable

agreement, generally within a factor of 2 and often better, of the backscatter values

derived from Table 1 and Equations 1-3. They are thus presented as a useful measure

of the global backscatter to be expected on currently available information over the

range of wavelengths.

It should be noted that new material on atmospheric properties is of course continually

being published and made available to the scientific and lidar community. The

present work attempts to provide the best possible view of relevant atmospheric

properties at the present time. Over the coming years it may be anticipated that further

refinement of the data will be possible. In particular it may be hoped that

experimental backscatter measurements for at least one shorter wavelength, made

directly over many regions and seasons, will provide a truly authoritative global data
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base for this waveband. Nevertheless on the basis of the available existing knowledge

it is difficult to envisage any gross changes outside the spectrum of variability

presently discussed and documented. As such it may be hoped that the present work

will provide a source reference for some years to come.

Table 1: I_(n, 10.6 _tm)m"1sr "1,for the Atlantic region derived during the'clean'
atmospheric period 1988-90 and presented as a good measure of global
backscatter at this wavelength

Height Lower Decile Lower Median Higher Higher Decile
(Km) Quartile Quartile

15-16 <4.0 *10-12 7.6 "10 -12 1.7 "10-11 2,5 *10-11 6.8 *i0-11

14-15 <4.0"10-12 6.8 *10-12 1.8 *10-11 3.2 *10-11 1.3 *10-10

13-14 - 5,0 "10 -12 1.1 "10-11 2.3 *t0-11 4.2 "10 -11 1.8 "10 -10

12-13 ~ 5.10"10 -12 1.3 "10 -11 2.5 *10 -11 4.9 "10 -11 2.9 *10 -10

11-12 - 5.0 *10-12 111 '10-11 2.7 "10-11 6.2"10-11 4.5 "10 -10

10-11 6.2 "10-12 1.4 *10-11 3.2 *10-11 1.3"10-10 4.3 *10-8

9-10 6.2 "10 -12 1.7 "10 -11 3.5 "10 -11 1.7 "10 -10 3.0 "10 -8

8-9 6.2 "10 -12 1.7 *10-11 4.3 '10-11 2.0"10-10 8.0 *10-9

7-8 6.3 "10 -12 1.9 *10-11 4.4"10-11 2.0"10-10 2.6 *i0-9

6-7 6.5 *10 -12 2.0"10 -11 4.4 *10 -11 2.0 *10 -10 2.5 "10 -9

5-6 9.0 *t0-12 2.5 *10-11 5.7 *10-11 3.6 "10-10 8.1 *10-9

4-5 1.5 *10-11 3.8 "10-11 8.5 *10-1-1 5.6 *10-10 1.1 "10-7

3-4 2.6 "10 -11 7.1 "10-11 1.9 "10 -10 9.7 "10 -10 . 9.5 "10-8

2-3 4,6 *10-11 1,4 "10-10 7.2"10-10 6.6 *I0-9 1.1 *10-7

1-2 1.9 *I0 -10 1.8 *10:9 2.2 *10 -8 1'16*10 -7 1.6 "10-6

0-1 9.3 *10-9 4.1 *10-8 2.8 *10-7 _ 1.6 *10-6 5.1 *10-6
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TARGET CALIBRATION: RETRO-REFLECTION MECHANISMS AT 2/am

David A. Haner and David M. Tratt
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INTRODUCTION

With the growing use of 2-_tmeye-safe solid-state laser transmitters in coherent Doppler lidar applications, there is
increased interest in the reflectance properties of hard target calibration materials at this wavelength. One of the
factors to be considered is the polarization characteristic of the transmitter/receiver. The two fundamental lidar
systems are either based upon the backscattering of linearly polarized or circularly polarized light (Kavaya, 1987).
Consequently, the response of calibration materials to the particular state of polarization of the incident radiation is
•an important consideration. Ideally the calibration materials should have a similar reflectance response to that of the
remote scattering medium that is being observed. Also the material should be most efficiently adapted to the
polarization characteristics of the lidar system.

There are two measurement parameters that are useful in presenting the characteristics of polarization of reflecting
materials (see References). The first is the linear polarization ratio: _1=Iot/Isl,where ol denotes opposite linear and sl
denotes same linear. The second is circular polarization ratio: _ac= Isc/Io_,where ol denotes opposite circular and sc
denotes same circular. Notice that the ratios are inverted with respect to same polarization. It is the relative values of
these polarization ratios that are used to characterize the retro-reflectance mechanism.

Measurement of these parameters is conveniently obtained by using the Stokes vectors corresponding to the
polarized backscatter at and near the retro-angle.

RETRO-REFLECTION MECHANISMS

Two distinct processes are recognized as contributing to the retro-reflection mechanism: shadow hiding and coherent
backscattering.

Shadow hiding

This type of backscattering is thought to be caused by single scattering from a particle or surface into the backward
direction and tends to preserve the plane of linear polarization. However, it would reverse the handedness of

circularly polarized light. Generally the forward scattered light preserves the plane of linear polarization and retains
the handedness of circularly polarized light. It is clear that both _h and _t_should tend to increase with scattering
angles less than 180°.

Coherent backscattering

This type of backscattering is thought to be caused by multiple scattering of light. The result of multiple scattering of
linearly polarized light will tend not to change the plane of polarization; thus the scattering angle dependence will
appear similar for either process. However, the handedness of circularly polarized light will reverse on each impact;
thus _tc will decrease for smaller scattering angle. To distinguish between which of these mechanisms is most
effective when light is incident on a particular backscattering material; the magnitudes of _tcat the retro-angle and a

few de_ee s off-retro need to be measured for various materials with differing surface and bulk properties.
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There is another propertY of the retro-peak that characterizes these two mechanisms in the backscatter process, this
being the angular width of the retro-peak. The shadow hiding mechanism is generally ch_acterized by a broad peak,
whereas the coherent backscattering mechanism gives rise to a very narrow peak (Gu et al., 1993).

EXPERIMENT

The 2.06-_tm solid state laser radiation is incident on a quarter-wave plate oriented with its optical axis at 45° with
respect to the horizontal plane of polarization. This right circularly polarized beam is incident onto a 50%
beamsplitter at 45° to the beam. The reflected radiation from the beamsplitter is incident onto the reflecting material
set at 45° to the beam. The retro-reflected radiation is incident onto a polarimeter composed of a rotatable quarter
wave plate and a linear polarizer placed before a PbS detector. The detector signal was phase detected with reference
to the chopped beam. The final data were the four components of the Stokes vector for the reflected radiation.

RESULTS

Data from a selected set of calibration materials currently undergoing characterization are presented in Table I.

MATERIAL _h(retro) _q(off-retro) [tc(retro) [tc(off-retro) MECHANISM
Sulfur/acetone 0.45 0.92 1.34" 1.01 shadow/coherent
Styrofoam, HD 0.47 0.85 0.935 0.952 shadow/?

Flame-sprayed AI 0.23 0.24 0.738 0.428 ?/coherent
*(Not completely reversed)

Table 1. Polarization ratios for selected target materials.

These results show that for the sulfur target both mechanisms appear to be active. By contrast, the Styrofoam
measurements indicate no contribution from the coherent mechanism, whereas the converse situation applies for the
case of flame-sprayed aluminum. These findings suggest that there are other physical properties, such as the
scattering mean free path (Peters, 1992), which need to be defined in order to clarify the importance of the
backscatter mechanism.
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1. Introduction

Space-based and airborne coherent Doppler lidars designed for measuring global tropospheric wind

profiles in cloud-free air rely on backscatter, ,8, from aerosols acting as passive wind tracers. Aerosol fl distribution
in the vertical can vary over as much as 5-6 orders of magnitude (Rothermel et al.,1989;1996a, Srivastava et al.,
1997; Tratt et ai.,1994; Spinhime et a1.,1997 Jarzembski et a1.,1999). Thus, the design of a wavelength-specific,
space-borne or airborne lidar must account for the magnitude offl in the region or features of interest.

The SPAce Readiness Coherent Lidar Experiment (Kavaya et al. 1998), under development by the
National Aeronautics and Space Administration (NASA) and scheduled for launch on the Space Shuttle in 2001,
will demonstrate wind measurements from space using a solid-state 2 _tm coherent Doppler lidar. Consequently,
there is a critical need to understand variability of aerosol fl at 2.1 _tm to evaluate signal detection under varying
aerosol loading conditions. Although few direct measurements of fl at 2.1 p.m exist, extensive datasetz, including
climatologies in widely-separated locations, do exist for other wavelengths based on CO2 and Nd:YAG lidars
((Rothermel et a1.1989; 1996a, Tratt et a1.,1994; Menzies et al., 1997; Spinhirne et al., 1997). Datasets also exist
for the associated microphysical and chemical properties. An example of a multi-parametric dataset is that of the
NASA GLObal Backscatter Experiment (GLOBE) in 1990 (Bowdle and Fitzjarrald; 1987), in which aerosol
chemistry and size distributions (Clarke et al. 1993) were measured concurrently with multi-wavelength lidar
backscatter observations. More recently, continuous-wave (CW) lidar backscatter measurements at mid-infrared
wavelengths have been made during the Multicenter Airborne Coherent Atmospheric Wind Sensor (MACAWS)
experiment in 1995 (Jarzembski et al. 1999). Using Lorenz-Mie theory, these datasets have been used to develop a
method to convert lidar backscatter to the 2.1_tm wavelength. This paper presents comparison of modeled
backscatter at wavelengths for which backscatter measurements exist including converted fl2.1.
2. Measurements

The GLOBE datasets consist of 15 flights over the Pacific Ocean on NASA's DC-8 aircraft. For ,8
modeling and intercomparison, datasets primarily from flight#12 (F12) were used. This 7.5hr flight from Darwin,
Australia, to Tokyo, Japan, occurred on May 3I, 1990. Several datasets from the following instruments were used.
(i) University of Hawaii's Laser Optical Particle Counter (LOPC) provided thermally-differentiated aerosol size
distributions during GLOBE from which different aerosol compositions were inferred (Clarke, 1993) and used to
model aerosol 13at various wavelengths (Srivastava et al., 1997). (ii) Two NASA/MSFC Continuous Wave (CW)

focused 9.1 and 10.6_tm CO, lidars obtained high-resolution, high sensitivity 13data (Rothermel et al., 1996b)
concurrent with the LOPC microphysics data during GLOBE, enabling excellent intercomparison with aerosol 13
modeling (Srivastava et al., 1997). These lidars also obtained ,6 in 1995 during 9 flights in MACAWS, over the
western coastal regions of North America and California, comprising - 52 flight hours of data. (iii) NASA/GSFC
pulsed Nd:YAG 0.53 and 1.06 _tm lidar and NASA/JPL Pulsed CO,.9.25#m lidar measured high-resolution, vertical
aerosol 13profiles (Spinhirne et al., 1997; Menzies et al., 1997) during GLOBE. /3 near the aircraft from pulsed
lidars provided comparison with modeled flusing LOPC aerosol microphysics and with the CW lidars.
3. Modeling

Aerosol 13zat a given wavelength (2) is a function of particle composition (complex refractive index, m),
size (r), and number concentration (No). In general, if m, r, No, were well-determined, then 13_can be obtained for

any 2, (Srivastava et al., 1992, 1997). Assuming.spherical particle shape allows the use of Lorenz-Mie scattering

theory. Furthermore, aerosols can have very different composition with differing m which in turn depends on 2'.
These compositions can be pure, partially mixed, or completely mixed. Different aerosol loading conditions require
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different mixing assumptions. In this paper two models are used, which are described in detail in Srivastava et al.
(1997). For clean to moderate loading conditions,a simple internal mixed phase sulfate model was used where the
sulfuric acid and ammonium sulfate components are mixed together,while the dust componentremains unmixed.
For high aerosol loading conditions, (e.g. PBL) with aged coarse aerosols, an internally mixed composite was used
whereallthecomponentsaremixedtogether.
4. Intereomparison with iidar data

Sinceno/8measurementsat 2.1_tmexistwithconcurrentaerosolsizedistributiondata,modeledfixmust
be compared with simultaneous lidar `8xmeasurements to validate the modeling. This step is essential to establish
the validityof the techniquefor conversionto ,82.i.Comparisonat shorter2'% wherenonsphericitymayplaya
strongerrole,providesa rudimentarycheckforthesphericityassumption,whilecomparisonat longerinfrared2'%
where heterogeneous composition effect is better observed, validates the mixing models (Srivastava et al., 1997).

Time series plots of both modeled and measured ,84at selected 2' for F12 are shown in Fig. 1. Figure l(a)
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Figure 1. Comparison of measured lidar fl with wavelengths for F12 between lidar fl and modeled fl:

modeled ,8 using measured LOPC size distribution (a) 0.53 - 1.06 ,tim,8, (b) 0.53 - 9.25 pm ,8, (c) 1.06 -
from GLOBE F12 going from Darwin, Australia, to 9.25 #m ,8,and (d) 9.1 - 10.6/_m ft.
Tokyo, Japan, on May 31, 1990

shows good comparison of ,81.o6at the Nd:YAG wavelength. The equatorial region showed low `84, (with short

spike in the ITCZ region); slowly increasing to moderate loading in the subtropics, and high `sxloading in an Asian
dust plume advected over the Pacific Ocean. Figure l(b) shows modeled ,sx at longer infrared wavelength using
LOPC compared to the measurements with JPL's 9.25 ktmCO2 pulsed lidar flg.25data and the MSFC's CW lidar
`89.1.Except where some scattered clouds were encountered, there is excellent agreement. These results show that
the effect of aerosol composition, most noticeable in the infrared, is properly modeled using the LOPC data. Scatter

plots of`sx between two wavelengths, obtained from either a single instrument or a pair of instruments with similar
sampling characteristics, are shown in Fig.2. The wavelength pair measured by the pulsed lidars is then compared
with the same pair modeled by the LOPC, giving excellent agreement over several orders of magnitude of`sx.
5. Wavelength dependence of backscatter
Figure 3 shows the 2,-dependence of,8_ as a 3-D grey-shaded surface from 0.3 to 12 _tm during F12. Each shade
spans a difference of 0.5 on the log (fix) scale with 12 shades covering the range of-12 < log([3)< -6. Though this
data is taken mostly at -8 km altitude, this figure shows both widely varying aerosol loading and widely varying

2.-dependence. The changes in the inclination of the surface plot show the fix - 2' variation for different aerosol
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loading conditions encountered at different locations. In the clean conditions (e.g. Equator and subtropics), fix- A

surfaceis the steepest indicatingmaximumA-dependence.In contrast,in higher aerosol loading (e.g. ITCZandnear
Tokyo) this surface is not so steep indicating weaker A-dependence. The complex A-dependenceis due to material
resonances in the refractiveindices at certain infraredwavelengths which enhance the fix, like at 9.1 _tm. Hence, the

A-dependence cannot be simply averaged. Only specific comparisons between ,84 at different wavelengths can
quantify the effect of Aon ,fix. Thus, forweak loading,fl2.1 is about 10 to 20 times higher than fl9.1giving/3- A4.5
toil~ A -2.2,respectively. For strong loading, 132.1is a factor of 3 to 5 times higher than fl9.1 giving fl~ A4. These

experimentalrelationshipsagreewell with the theoretical A-dependencepredicted (Srivastavaet al., 1992).

O-,,
_l

_lCO

-- 7'.R' F"

O ._. 6' _. ,,It'Tokyo ----
7"Zrrno (_r.J'7-_.; -'_

Darwin°
Figure 3. A 3-D grey-shaded surface representation of calculated 2-dependence of/3 using measured LOPC.size
distribution data obtained during GLOBEflight F12from Darwin, Australia, to Tokyo, Japan, on May 31, 1990.

6. Conversion to 2.1 _tm backscatter

Figure 3 shows the A-dependence of fix can be quite complex; conversion from one wavelength to another
cannot be obtained by a simple linear extrapolation. Hence, an empirical conversion function for each wavelength-
pair has been developed that takes into account the change in A-dependence as a function of the magnitude of fix.
Scatterplots, using LOPC size distribution data, are shown in Fig. 4 between fl_ at a specific lidar A and fl2.1, in
orderto get a proper conversion functions. Each function is represented by a best-fitted, second-order polynomial
curve drawn through data points associated with each wavelength combination (fix - fl2.1) nonlinear regression
analysis. Functional relationship between fix and fl2.1for each curve is given by:

log/92.1 = ax(logfl_)2 + bx (log fix ) + c;_, (1)

where coefficients ax, bx, and cx for selected A's are given in Tablel. Figure5 shows histograms of converted fl2.1.
The data were normalized to remove any vertical

Tabled: Coeff!cientsforfl_ conversion to fl2.1, biasing due to sampling. Fig. 5a shows converted
ktm) aa b_ ca f12.1data from 9.1_m CW lidar data for all GLOBE

0.53 0.02305 1.709 2.793 flights. This showed a midtropospheric aerosol

1.06 0.02175 1.557 2.346 background mode of f12.1 ~ 8xl0"t° and a marine
9.1 0.01385 1.142 1.115 boundary layer (MBL) mode offl2.1 _ 2xl0 7 m4sr4.

Fig.5a also shows the converted/32.1 from the 1.06 _tmpulsed lidar data giving a background mode of/32.1 -3x 1040
m'tsr "t and MBL mode offl2.1 - 10 -7 m4sr4. Fig. 5b shows MACAWS 9.1 _tm CW lidar data converted to fl2.1.

This data is representative of a coastal area showing midtropospheric background mode of fl2.1 - 1.3x 10 -9 m4srt

and a boundary layer mode offl2.1 - 10"7to 10 -6m4sr4, which are slightly higher than GLOBE modal values.
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7. Conclusion

Wavelength-dependent backscatter conversion functions have been obtained and validated using direct ,8
measurements over an order of magnitude wavelength range. It is now possible to convert measured backscatter at
an arbitrary wavelength to 2.1_tm,the design wavelength for SPARCLE, as part of the pre-flight simulation studies
and on-orbit performance assessments. These results indicate an average mid-tropospheric backscatter background

mode of f12.1- 8xl0"]° and a boundary layer mode between fl2.1 - 10"7 to 10"6 m'lsr "l. Our technique may be
extended to other prospective lidar design wavelengths where direct backscatter measurements are lacking.
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Figure 4. Several fl(A) comparisons with f12.1. -12 -11 -10 .9 -8 -7 -6 -5log(2.1p.mBackecatter)

Curves give second-order polynomials of Eq.l. Figure 5. Histograms of converted fl2.1
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ABSTRACT

The 1998 Airbome Coherent Lidar for Advanced Inflight Measurements (ACLAIM) flight

tests were conducted aboard a well-instrumented research aircraft. This paper presents

comparisons of 2 gm aerosol backscatter coefficient predictions fi:omaerosol sampling data

and mie scattering codes with those produced by the ACLAIM instrument.
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Introduction

The SPAce Readiness Coherent Lidar Experiment (SPARCLE) mission was proposed as a low-
cost technology demonstration mission, using a 2-micron, 100-mJ, 6-Hz, 25-cm, coherent lidar system
based on demonstrated technology.1'2 SPARCLE was selected in late October 1997 to be NASA's New
Millennium Program (NMP) second earth-observing (EO-2) mission. To maximize the success probability
of SPARCLE, NASA/MSFC desired expert guidance in the areas of coherent laser radar (CLR) theory,
CLR wind measurement, fielding of CLR systems, CLR alignment validation, and space lidar experience.

This led to the formation of the NASA/MSFC Coherent Lidar Technology Advisory Team
(CLTAT) in December 1997. A threefold purpose for the advisory team was identified as: 1) guidance to
the SPARCLE mission, 2) advice regarding the roadmap of post-SPARCLE coherent Doppler wind lidar
(CDWL) space missions and the desired matching technology development plan3, and 3) general coherent
lidar theory, simulation, hardware, and experiment information exchange.

The current membership of the CLTAT is shown in Table 1. Membership does not result in any
NASA or other funding at this time.

We envision the business of the CLTAT to be conducted mostly by email, teleconference, and
occasional meetings. The three meetings of the CLTAT to date, in Jan. 1998, July 1998, and Jan. 1999,
have all been collocated with previously scheduled meetings of the Working Group on Space-Based Lidar
Winds, chaired by Dr. Wayman E. Baker4.

The meetings have been very productive. Topics discussed include the SPARCLE technology
validation plan including pre-launch end-to-end testing, the space-based wind mission roadmap beyond
SPARCLE and its implications on the resultant technology development, the current values and proposed
future advancement in lidar system efficiency, and the difference between using single-mode fiber optical
mixing vs. the traditional free space optical mixing.
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Position Paper

An additional undertaking of the CLTAT is the writing of a position paper on various CLR
topics,s The initial motivation for the position paper was to obtain consensus and agreement from the
CLTAT members, and provide documentation thereof, of various CDWL measurement issues important to
the SPARCLE mission. The position paper has since been expanded to include topics of importance to both
the future space wind missions, and to coherent lidar remote sensing in general. It also lists references that
discuss each subject. Some of the topics in the current draft of the position paper are listed in Table 2.

The CLTAT members are contributing to the discussion, the topic selection, the writing, and the
editing of the position paper. The various subjects are in widely different stages of completion. A draft will
be available to the conference attendees for comments.
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4. Charles A. DiMarzio Northeastern University cdimarzio@lynx.neu.edu
5. G. David Emmitt Simpson Weather Associates, U. VA gde@thunder.swa.com
6. Pierre H. Flamant LMD, Ecole PolytechnJque flamant@lmdx04.polytechnique.fr
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11. Gary W. Kamerman FastMetrix, Inc. gary.kamerman @ibm.net
12. Michael J. Kavaya NASA/MSFC michael.kavaya@msfc.nasa.gov
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17. Gary D. Spiers UAH/CAO Gary.D.Spiers@msfc.nasa.£1ov
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19. David V. Willetts DERA dvwilletts@dera.£1ov.uk
20. David M. Winker NASA/LaRC d.m.winker@larc.nasa.gov

TABLE 2. CLTAT POSITION PAPER SUBJECTS

Signal-to-Noise Ratio (SNR) Equation
Shot Accumulation For Wind Measurement

Effect Of Single Shot Observation Time (Range Gate Length) On Wind Measurement
Effect On Wind Measurement Performance As Aerosol Backscatter Decreases

Effect Of Using A Fiber Receivervs. Free Space Mixing
Difference Between Theoretical And Experimental SNR
Effect Of Refractive Turbulence On Space-Based CDWL
Correct Receiver Direction Given Translation Of Space-Based CDWL
Benefits Of Using A Balanced Detector
Optimum Beam Sizes
Improved SNR From Using Customized LO Field
Definitions Of CDWL System Efficiency
Optical Preamplifier
Combining Multiple Transmitter Laser Beams
Combinifig Multiple Receiver Apertures
Effect Of Interaction Of Polarized Light Coherent Lidars With Aerosol Backscatter
Mueller Matrix Elements

Linkage Of Optical Subsystem Aberrations And Position Errors To Lidar System
Efficiency/SNR
Explanation Of Terms
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Introduction
The SPAce Readiness Coherent Lidar Experiment (SPARCLE) mission was selected in late

October 1997 to be NASA's New Millennium Program(NMP) second earth-observing (EO-2) mission, i.2
The SPARCLE mission is managed by NASA Marshall Space Flight Center (MSFC), which is providing
project management, mission and science requirements,instrumentengineering, immanent integration,and
space qualification. Key SPARCLE partners include the NASA Langley Research Center (LaRC) for the
pulsed solid-state laser technology, the NASA Jet Propulsion Laboratory(JPL) for the tunable continuous-
wave solid-state laser technology, the University of Alabama in Huntsville Center for Applied Optics
(UAH/CAO) for optomechanical design, Coherent Technologies, Inc. (CTI) for the flight laser subsystem,
and Simpson Weather Associates (SWA) for science guidance. SPARCLE will utilize the NASA
Hitchhiker (HH) progranLmanaged by the NASA Goddard Space Flight Center (GSFC) for riding on the
space shuttle. The SPARCLE lidar is nominally a 2-micron, 100-mJ, 6-Hz, 25-cm, conically step-stare
scanning (30-deg. nadir angle) coherentlidar system based on demonstratedtechnology.

SPARCLE is intended to be the first step in providing global tropospheric wind vector profiles to
NASA, NOAA, and other agencies. The goals of SPARCLE are: 1) to demonstrate that the coherent
Dopplerwind lidar (CDWL) technology and technique can provide the desired future wind measurements,
2) to validate wind measurement performance prediction models for use in assessing proposed future
follow-on missions, and 3) to measure characteristics of the atmosphere, clouds, and earth surface for
optimum design of future missions3.

In orderto achieve these goals, the SPARCLE lidar must be successful in two distinct areas. First,
the quality of each optical component, and the integrationand alignment of all the components, must be
sufficient to achieve or exceed a Lidarsensitivity that allows adequate signal-to-noise ratio (SNR). Second,
with adequate SNR, the requirement to demonstrate high accuracy wind measurement must be met.
(Adequate SNR is a necessary, but not sufficient, requirement for accurate wind measurement.) A
combination of specifications on the lidar instrument, its attachment to the shuttle, use of position and
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attitude information from lidar and non-lidar sensors, and pointing knowledge algorithms will meet this
second requirement.

The topic of this paper is the pre-launch demonstration of the first requiremenL adequate
sensitivity of the SPARCLE lidar.

SensitivityRequirement
The SPARCLE lidar sensitivity requirement reflects a compromise between the need to keep cost

and risk low by utilizing demonstrated technology and the limited accommodation resources of a
shuttle/HH mission, and the need to measure the wind frequently and accurately enough throughout the
troposphere to achieve the mission goals. The requirement on the SPARCLE lidar is sensitivity to aerosol
backscatter of 5 x 10.6 m_, sr1 or better (lower). This corresponds to lidar system efficiency (LSE) of
approximately 1%. (Note that the coherent lidar community has not converged on a single definition of
LSE. We define it here as the dimensionless quantity obtained by startingwith SNR and backing out the
"noise" termhuB, and the terms for laserpulse energy,aerosolbackscattercoefficient, receiver area, 2-way
atmospheric transmission, range to the target,and the speed of light factorc/2. This is an "absolute" and not
a "relative" or "normalized" definition. The LSE can theoretically approach values near 0.4 4.5.)The
assumptions that accompany the aerosolbackscatter requirementare: 300-kmorbit height, target aerosol 1
km above ground level, 30-deg. laserbeam nadir angle at the shuttle (leading to 31.6-deg. nadir angle at the
target and 348-km range to the target fora spherical earth), 0.84 1-wayatmospheric intensity transmission,
250-m processed data vertical resolution, 20-m/s or :_10-m/shorizontal wind velocity search space (a priori
knowledge), single shot wind velocity estimate, and 50%probabilityof obtaining a "good" estimate6.

The aerosol backscatter coefficient requirement is simply a performance benchmark. It does not
indicate that wind can not be measured in atmospheric regions with lower values. For example,
accumulating 50 lidar shotsfor each wind measurement,and employinga processed data vertical resolution
of 2000 m yields good wind velocity estimates 90% of the time in air with an order of magnitude less
aerosol backscatter. These operating parameters allow 8 line-of-sight (LOS) wind measurements to be
combined into 4 vector wind measurements for each 100 km of shuttle forward motion. Greater shot
accumulation would allow measurement in even "cleaner" air.

Test Options
The options available for testing SPARCLE LSE prior to launch were examined and contrasted.

Figure 1 shows the decision tree. The choices recommended to the SPARCLE project manager are
capitalized and underlined. A final decision of the approach thatSPARCLE will utilize is pending as of this
writing.

A complete end-to-end test is recommended for SPARCLE due to the sensitivity of the LSE to
misalignment (and other lidar parameters),and the difficulty of bounding this misalignment with subsystem
tests and analyses. Since SPARCLE must operate at nominal targetranges near 348 km, a near-field test is
not sufficiently sensitive for determiningmisalignments. For example, Figure 2 shows the decrease in SNR
for the SPARCLE lidar vs. misalignment angle between the transmitted beam direction and the back-
propagated local oscillator (BPLO) direction for five differentranges of a hard target7. (The misalignment
angle shown applies to the large beam side of the SPARCLE beam-expanding telescope. Sensitivity on the
small beam side of the telescope, which is true inside of the lidar system, is smaller by the telescope
magnification factor of 25, e.g., 10 ixradcorresponds to 250 _tmd.)In Figure2 the focal lengths of both the
transmitted and BPLO beams are set to 345 km. Examination of other values of matched and unmatched
focal lengths yields similar results.Target ranges as largeas 2 km areinadequate to confirm alignment. The
adequacy of a 10-km target range will depend on the allocation for A0 in the overall SPARCLE sensitivity
budget, coupled to the achievable accuracy in measuring SNR during the sensitivity test. Figure 2 is
consistent with the calculated SPARCLE Rayleigh range, xD2/4_,, of 18kin.
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• Sub-system tests plus analyses
• END-TO-ENDTEST

• Near-field,short-range
• FARFIELD

• Mountaintomountain
• Diffusehardtarget
• Aerosoltarget
• Mountainside target

• Groundto Space
• SIMULATEDFARFIELDATSHORTERRANGEWITHADDITIONAL OPTICS

• Singlerefractivefocusingelement
• Singlereflectivefocusingmirror
• TWO-MIRROR REFLECTIVE AFOCAL BEAM REDUCER

• Small sphere target
• CALIBRATEDDIFFUSEHARD TARGET

• Outdoors
• ENCLOSEDTUBE

• Atmospheric pressure
• EVACUATEDTUBE

• SPARCLE outside evacuated tube
• SPARCLE IN VACUUM

Figure 1. SPARCLE pre-launch sensitivity test decision tree
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Figure 2. SNR vs. misalignment angle for various target ranges

An even greaterchallengethan misalignmentoccurswith the valuesof the transmitterandBPLO
focallengths.Figure3 showsSNR;¢s.focallengthfor fourtargetranges.The transmitterand BPLOfocal
rangesare assumedequal to each other.The targetrangeandthe twofocal rangesmust all be greater than
approximately20km.
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Figure 3. SNR vs. focal range for various target ranges

Two objections to an actual, long-range, far field test are LSE measurement uncertainty and cost.
Refractive turbulence and atmospheric extinction effects will be large and difficult to quantify over large
ranges. High costs are predicted when traveling to a mountain site, ensuring the cleanliness, of the
SPARCLE hardware, and providing pointing control to hit a small target. Using the mountainside or natural
aerosols for the target would require the contemporaneous measurement of.target reflectance by a second
calibrated lidar. Since a 500-m long enclosed tube is available at MSFC, we recommend its use for a
simulated far field test. Compared to an outdoor test, the enclosed tube test does not require the fabrication
of an outdoor clean room, and does facilitate other SPARCLE space qualification tests such as thermal and
vacuum. Since the Rayleigh range is proportional to D2, the use of an auxiliary beam-reducing telescope
allows simulation of the far field within the tube. A single refractive or reflective focusing optic would add
the need to exactly position the target in range. Using a small sphere as the target would require the
conversion of its reflectance to the equivalent diffuse target reflectance, and the elimination of
backscattered light from surrounding objects. Existing coherent lidar calibration targets are available from
the Air Force Research Laboratory at Wright-Patterson AFB, OH. We recommend using one of the AF
targets after updating its reflectance calibration at the coherent lidar target calibration facility at JPL.
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Two NASA/MSFC continuous wave (CW)
focused Doppler lidars obtained in-situ high-
resolution calibrated backscatter measurements in
the upper levelsof Hurricane Iuliette as part of the
1995 NASAfMulticenter Airborne Coherent
AtmosphericWind Sensor (MACAWS) mission on
board NASA's DC8 aircraft. These were also
intercompared with in-situ cloud particle size
distributionsobtained from NASA/AmesResearch
Center's forward scattering spectrometer probe
(FSSP), the DC8 air_raft infrared (IR) surface
temperatureradiometerdata, and the Geostationary
Operational Environmental Satellites (GOES-7)
l l_tm IR emissionimages with their corresponding
estimatesof cloud top temperatureand height. Two
traverses of Hurricane Iuliette's eye were made off
the westcoast of Mexico at altitude-11.7 km on 21
September1995. During this DC8 flight, late stages
of eyewalldecay-replacementcycles were observed,
givingthe appearanceof an annular eye with clouds
in the centralregion.

A Geostafionary Operational Environmental Figure 1. GOES-7IR image of Hurricane Jttliette
Satellites (GOES-7) ll_tm IR emission image of on21 September1995at 2100UTC. The co-located
Julietteat 2100 UTC is shownin Fig.1. The flight position of the NASA DC8 flight track is shown
track is shown overlaid on the image with from 2010to 2250UTC.
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Fig.2. (a) Measured IR surface cloud-top temperature (cTr) from GOES-7 and DC8 radiometer and (b)
calculated cloud-top height (CTH) from GOES-7 along the DC8 flight track. CW lidar backscatter 13(m4 sr4)
measurementsat (c) 9.1gm and (d) 10.6p.mwavelengths;and (e) FSSP measurementsof total particle number
concentration N (cm'3), inferred total particle volume V(txm 3 cm'3), and shaded cross section of log (dn/dlog(D)).
Broad-scale features labeled alphabetically on the 10.@.m 13time series plot are identified in Fig. 1.
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encountered storm features labeled alphabetically, stratospheric air intrusion, which would contain
From five GOES-7IR images, the digital IR cloud- mostlysulfuricacid aerosols.
top temperature,correspondingto the closestpixelto Within a cloud, 13 variations give direct
the co-locatedpositionof the DC8 flight track, was indicationsof cloud density variations. High 13is
converted to cloud-top height (CTH), shown in associatedwith high number densitywhich indicates
Fig.2(a). The resolutionof the data is ~8 kin. The strong convectiveactivity, leading to high CTH.
DC8flight altitudeis also shownin Fig.2(a). There Low 13due to low number density indicates lesser
are seven distinct, broad-scale regions where the convectiveactivitywhich would not support a high
CTHis greater thanthe DC8cruising altitude. CTH. Hence, whenever the DC8 is in clouds,

The focused CW Doppler lidars, operating at variationsof lidar-measured13along the flight track
9.1 and 10.6}.tmCO2 wavelengths, are coherent correspondto the crossingof contoursof the field of
homodyneinstruments measuringthe backscattered cloud particledensity, the latter of which is in turn
signalfromparticlesin the lidar samplevolume,-54 associated with cloud activity as indicated by the
m from the aircraft beyond the DC8 fight wing. CTH (Fig.2a). In regions where the CTH is above
Details of this work, the lidars, data acquisition,and the DC8, comparisonof CTH with the two separate
calibration can be found elsewhere [Jarzembskiet in-situ data sets showsthe correlationbetweenlogN
al., 1997]. Both lidar 13 measurements were and CTH,and between log13and CTH (remappedto
obtained with 3-s integration times, giving a commongrid of CTH data) to be --43.69and ---0.5,
horizontal along-trackresolutionof --0.72 kin. 13at respectively.Becausethese correlationscannot fully
9.1 and 10.6 p.m are shown in Fig.2(b) and (c), accountfor differencesassociatedwith the dissimilar
respectively. Dramatic 13variations, some spanning spatial resolutionsof the in situ versus satellitedata
overfive ordersof magnitude,are evident,showinga sources,we suspect that the real correlation is even
variety of features (labeled alphabetically on the higher. Therefore, in vigorous convecti\,e systems
10.6p.m 13time series plot in order to facilitate CTH itself may be a possible indirect indicator of
comparison with the GOES-7 data) at 20-150 km changesin the panicle densityfield and 13variations
scales. Very fine-scale (-2 km scale) 13variations at a given height within the upper levels of the
were also detected. Despite the dramatic variability cloud. In vigorous convectivesystems, CTH may
in 13magnitude,both independent13measurements give a possible indirect indicator of changes in
exhibit similar features that agree spatially, particle densityfield and 13variations witlfin deep
temporally, and in relative magnitude. These cirrusclouds.
featuresagreewellwith the more coarseCTH data. This is the first time a comparison has been

The total particle number density, N, and the madeamongsatelliteimagery,parametersand in-situ
particlesizedistributions,dn/dlog(D)(where n is the calibrated 13from airborne CW lidars and cloud
number of particlesin the sizebin around size D) at particle size distributionsin a hurricane, showing
10-sintegrationtime from the FSSP (samplevolume good agreement between 13at 9.1, 10.6p.m,cloud
~10 -3 m3) are shown in Fig.2(e). Total particle particle size distributions,and CTH. Further field
volume V obtained from a spherical panicle work should be pursued to determine the height
approximationis also shown in Fig.2(e) to give a dependence of the 13-CTHcorrelations and their
rough estimate of cloud ice content. Although possible utility for parameterization of global
caution needs to be exercised in interpreting FSSP backscatterfieldswithin clouds.
size distribution data taken inside clouds in the Acknowledgement. Authors are grateful to R.
presence of ice particles, the agreementbetween the Kakar, NASA HQ's, for funding the NASA/MSFC
two independent data sets, 13and N, (along with CWlidars and NASA/ARCFSSP on the MACAWS
dn/dlog(D) and V) is excellent with logarithmic mission.
correlation of --0.86, depicting the direct REFERENCE
proportionalitybetweenp anON. Jarzembski, M. A., V. Srivastava, Eugene W.

13at 9.1 and 10.6p.mdiffer by the wavelength McCaul, Yr., Gary J. Jedlovec, Robert J.
dependencefactorand is measuredto be around--6+ Atkinson, Rudolf F. Pueschel, and Dean R.
2. A lower ratio of _2 would indicate presence of Cutten, "Comparisonof lidar backscatter with
sulfuric acid aerosols; however, this was not particle distribution and GOES-7 data in
encountered even under the lowest 13conditions Hurricane Juliette," Geophys. Res. Lett., 24,
within Juliette, suggesting less likelihood of 1063-1066(1997).
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1. Introduction altitudes over a combined horizontal distance of over

Atmospheric aerosol backscatter, 13,variability 30,000 Pan. Sampling was also performed during
gives a direct indication of aerosol loading. Since numerous ascents and descents between --0.1- and
aerosol variability, is governed by regional sources 12-km altitude. The data over land and ocean
and sinks as well as affected by its transport due to comprised 44.8% and 55.2%, respectively, of the
meteorological conditions, it is important to total data.

characterize this loading at different locations and The NASA MSFC CW 9.1-_tm Doppler lidar
times. Lidars are sensitive instruments that can beam was focused at -54 m from the aircraft ahead

effectively provide high-resolution, large-scale and beyond the DC8 fight wing tip, into the
sampling of the atmosphere remotely by measuring atmosphere. Measurements were obtained with a 3-s
aerosol 13,thereby capturing detailed temporal and integration time with resolution ranging from -4).36
spatial variability of aerosol loading. Although to 0.72 krn. Details of this paper, the calibration,
vertical 13profiles are usually obtained by pulsed instrument design, signal processing, and
lidars, airborne-focused CW lidars, with high performance are provided elsewhere.79
sensitivity and short time integration, can provide 3. BackscatterProfile Measurements
higher resolution sampling in the vertical, thereby Quasi-vertical 13profiles were obtained during
revealing detailed structure of aerosol layers._5 various aircraft ascents and descents. The altitude for

During the 1995 NASA Multicenter Airborne the profiles was derived by pressure and not radar.
Coherent Atmospheric Wind Sensor (MACAWS) Typically, a 1-kin change in altitude corresponded to
mission, 6 NASA MSFC airborne-focused CW CO: roughly 10-km horizontal distance. Absolute
Doppler lidars, operating at 9.1 and 10.6-_m uncertainty in the 13measurements was -20% for
wavelength, obtained high resolution in situ aerosol high to moderate signal conditions and -34% for
13measurements to characterize aerosol variability, low signal conditions, while relative uncertainty
The observed variability in 13at 9.1-rim wavelength between adjacent _ values was less than 1%, due
with altitude is presented as well as comparison with mostly to subtle laser power fluctuations. The lidar 13
some pulsed lidar profiles, sensitivity was -8 x 1012 m_sr1. A description of
2. Fiight Missiou and CWLidarl)escription the main features in 13 variability as well as

The MACAWS mission consisted of nine flights intercomparison with each other and some
(denoted as F1.... F9) on the NASA DC8 aircraft comparison with other pulsed lidar datasets taken
during 13 26 September 1995. Regions of over similarterrainisalsopresented.
overflights included along the North American west A. Profiles over western U.S. coastal marine
coast from southern California to northern Oregon, region
the San Joaquin and Sacramento Valleys in Fig. 1 shows 1_profiles off the coast of Oregon, a
California, the Sierra Nevada and Coastal Range region affected by marine as well as land air masses
Mountains, and the Pacific Ocean off the coast of due to their close proximity to the coast. The height
Oregon, California, and the Baja peninsula of of the coastal marine boundary layer (MBL) aerosol
Mexico. Approximately 52 flight hours of aerosol 13 was not very deep, going only up to -1.5-kin
data at 9.1-_m wavelength were obtained at _¢arious altitude, after which 13decreased by -2 orders of
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magnitude. There also appeared to be a slight airmassesfrom both the ocean and land, including
elevatedlayer near 3-kin altitude. Throughout this urbanpollutionare shownin Fig. 2. These profiles
profile,the wind direction(-i0 m s"z)was northerly were made during the DC8 takeoff and landing at
to easterly,from the upper to the lower troposphere, Moffett Field. They show several layers and
respectively(windspeedand directionwere obtained changing features with considerable variability,
from the DC8wind data). The two profiles obtained especiallyin the lowertroposphere.The heightof the
were -3.3 hr and ~150 km apart, and showed quite PBL aerosolsalso varied from as low as 1.3 km in
good agreement for the altitude regime covered. Fig. 2(a) to nearly 3 km in Fig. 2(b). These distinct
This indicateshorizontal and temporaluniformityof differencesin aerosol loading could be due, in part,
the relativelyclean large-scaleairmass encountered to the wind direction transporting different
in this region, airmasses.For Fig. 2(a), cleaner marine air may be

9 _- -- '-. ---' ' _-" transported into the south Bay area with a lesser
8 |L- _F4(9/20,'o5!_ .. influenceof land aerosols,while for Fig. 2(b), more

• _72_uu_c, land-derivedaerosols may be transported and thus
6 showinghigher aerosol 13in the lower troposphere.

us In fact, Fig. 2(a) shows a remarkably similar
4 structure to that found in Fig. 1 off the coast of
3 Oregon with similar shallow MBL. Despite the
2 ---._'_.L. ...... >

4
0 7 _,r_ F1(9/13/95)-41o-,,lo-,o ,o-, ,o-o -- Fz<9/2  9 I|

_(9.1) _6 i _ F8(9/24/95)
_5

Oregon.Fig"1 13profiles over the ocean off the coast of <---_43 __ __2
For comparison, Fig. 1 includes a geometric 1 _-_

mean aerosol_ profile retrievedby the airborneJPL e -
pulse lidar7 at a 9.25-_tm wavelength over the , .,,:J , I

L ........ I ...... "1 ' .... '"1 ' " ...... I .... _'!'_

northern Pacific Ocean between latitudes 20°N and _2 L :i_. (b) south of San Francisco Bay -
60°N for the fall 1989 and spring 1990 GLOBE _ L...:."_-'_- _F2(9/15/gs)--
mission. This mean profile averaged over spatial 10 _,.__,.. F3(9118195)'-F'.;_,_,,t._ - ,_......>,_:_.&..... FS(9/2_/gs)
extent of several hundred kilometers in the mid- 9 "'_.'_kL_-;_._;_._._....Pacific shows good overall agreement with the 8 ,_,, .... _,_,. _-..,---:__: ,,.,:
coastal profile. The major difference is that the _ r- -_,-.,_._._,.,,..,__._,,,, ....
mean profile is generally lower than that observed _ 6 - .-.-.-_-
during MACAWS where possible continental land _ s - __".2_:;_.: ,
mass effect off the coast may contribute to the <4-__'.-.,_.:"
increase. This agreement shows that profiles 3

_ _:;::-.,. _
obtained over clean remote marine regions may not 2 a_L,.n_)_n_..'-:r_.._.be that dissimilar from those observednear coastal 1 - --,r_-,,..
regions except when there is land-derived aerosols o . .--:--ar,_r ' _,lnlll n ' ,,ll!_l I , _))r[I] _ _ 11)1111 I i tlltll

loadingthe MBL. These comparisonsare neededfor 0-- _0-_0 _0-_ _0-_ _o-r _o-_
it is hard to obtain data over remote marine regions I](9.1)
as compared to the coastal regions; hence, Fig. 2 _ profilesobtainedduring takeoffand landing
understanding the similarities and dissimilarities near the south San Francisco Bay area for: (a)
between the remote and coastal marine regions for compositeof profiles during F1, F7, and F8 with
different times and locations can facilitate winds in the upper tropospherefrom the northwest
understandingof globalaerosoldistribution, and in the lower tropospheremainly from the west,
B. Profiles over San Francisco coastal and (b) compositeof profiles during F2, F3, and F8
urban region with winds in the uppertropospheremainlyfrom the

J]profilestaken over the coastal urban region of west or north and in the lower tropospheremainly
the southSan FranciscoBayarea whichcould reflect fromthe southor northeast.
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dramatic differences in 13 values in the lower pulsed lidars. A layerextendingover altitudesof 4.5
troposphere, 13 levels in the middle and upper to 7 km was observedoff the east coast of China on
tropospheredonot show significantdifferences. May 31, 1990,using the JPL airbornepulsed lidar at

For comparison,the 13climatology obtainedby 9.25-_tmwavelengthand is shown in Fig. 3b) for
the JPLground-based9.25-1xmpulsed lidar is shown comparison,lz This layerconsistedof an aged, well-
as their geometric mean 13profile over Pasadena, mixedAsiancontinentalaerosol that was transported
California (1984-1992) in the Fig. 2(b) profile)] over the Pacific and diluted with clean marine
Agreement is quite good (within a factor of 2) tropospheric air. Clean 13conditions were found
betweenclimatologicalobservationsover this -8.5- belowthis elevatedlayer, similar to that of Fig. 3.
yr period in the Los Angelescoastal urban area and
the observationsover the coastal urban area of the
southSan FranciscoBayregion. 8 • , .......t ........ _ ........ _ ........ _ .....7 - ..:."" (a) F9 (9/26/95)
C. Mid-tropospheric aerosol layers in ....._:.:.:...... ..... P2(_s_surcl5 .... /--

"*_,:',:, -- P3 (1"334 UTC}
marine,urban,and rural regions _ 5 - :_.:._.':."

A deep aerosol layer above the PBL was _ 4- "...',_,'.'""".......encounteredbetweenaltitudes of 3 to 7 km in all of = _'"
•--.3 -

the.profilesobtainedduringF9 [Fig.3(a)-(d)]. This
<2 -_

flight spanned a spatial distance of-1,500 km off
the North American coast to the SacramentoValley, 1 - _ -0 ........ I , _r,,,4 ...... I _ = :,,,t ---='=,:',:;
CAand southof the San FranciscoBay.The 13levels 8 ........ i. , ....... t ........ i ........ i ........
in the middle tropospherewere over an order of 7 - OPLoutsedi;dar''" LL.:Z_'.:.'__ (b)F9(9i26/95)-

_'_-'-_ .._ -- P4(21COUTC)
magnitude higher than those observed for other _ 6 -_-_--_•.... P.s_2_3_urcl
profiles shownin Figs. 1 and 2, over both the ocean _ 5 _._-- - - P62_56urc
and land. Winds were westerly at 10 to 20 m s4, _ 4 ...... :: ........ "'.:.,'_:..

confirmed by 500 mb weather map data. This _.3 _.:
suggests that the aerosol loading in the middle <2 ....... _i:.
troposphere could be due to an Asian continental 1 ...........
dust plume event being advectedby the jet stream 0 ....... ,I r ,, r,_,l ..',i:
over the Pacific Ocean. Since several profiles were s r ........ t ........ I ........ _ ........ _ ........
obtained at widely different regions over both the 7 _- _ (e)F9(9/26/95)--- _7_22_urc_

ocean and land with an enhanced 13aerosol layer _ 5 -encounteredat all of the locations,it showsthe wide-
spread nature of this deep mid-troposphericplume. _ € _._.':_ -
For over the Pacific Ocean (P2-P6)just below the _ 3 , _ -
layernear 2 and 3 kin, 13droppedto very low values, 2 _... -
approaching the detection threshold of the lidar. _ -0 __ _ _ _,,,I , , ,,,,.I , _ ,_,.l , _ _:_,1 , = ,_,.1
However,it did not drop as sharply over the land 8 ........ _ ........ _ ........ _ ........ _ ........

_"_':"- (d) F9 (9/26/95) -: (P7-P9)just belowthe layer. The 13in the MBLwas 7 - .;.).'.:'._, ..... _ (_7__urc)

highlyvariableas compa.redto anyother samplingin 6 - _!:!_. -- .=__o_ourc_-the boundary layer. Profiles over the ocean, P2-P6, _ _ - ._...._.t."-:::_L:: -
show shallow MBL aerosolheight of -1 to 1.5kin; _ 4 - "__ -

whereas, profiles further inland (PT-P8) exhibit =3,--= ..'.'.'_higherMBL, reachingup to 3 km [-Fig.3(c)], similar _ 2 -

to Fig. 2(b). The boundary layer aerosolheight over _ - -'_--_ -
the coastal San FranciscoBay area [Fig. 3(d)] was o , ........ I ....... .t . =:_..,..:1. _....=..:l. . ...77
also found to be quite shallow, similar to Figs. 1, 10-11 10-,0 10.9 10"8 10r 10_
2(a), 3(a) and (b), possibly due to the influence of the [_(9.1)
seabreeze, as the winds were fromthe northwest,

Aerosollayers can get lofted to mid-tropospheric Fig. 3 13 profiles obtained during F9 showing
heights and they can extend over large distances, elevatedaerosol layerabove the planetaryboundary.
Evidenceof such large-scaleelevatedaerosol layers, layer (a) and (b) off the coast of California (P2-P6),
displayingsimilar characteristicsto those shown in (c) over the Sacramento Valley (P7, P8), and (d)
Fig. 3, have also been observedat other times by overthe San FranciscoBayregion (P1,P9).
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4. Verticalbackscattervariationstatistics atmosphericaerosol studies 2. Compendiumof
Figure 4 summarizes the percentage of airbornebackscattermeasurementsat 10.6 _m,"

occurrenceof _ for the entire 9.1gin CW lidar data J. Geophys.Res. 100, 1043-1065(1995).

obtained during the MACAWS mission, including 3. D. A. Bowdle,J. Rothermel, J. M. Vaughan, D.
both quasi-vertical _3profiles and horizontaltransits. W. Brown, and M. J. Post, "Aerosolbackscatter
A total of 52,982 measurementopportunitieshave measurementsat 10.6 micrometerswith airborne
been included to arrive at the bar-type histogram, and ground-basedCO2Doppler lidars over the
The quasi-stableaerosolbackgroundmode peaks at Coloradohigh plains: 1, Lidar intercomparison,"
value of -I04°m'lsr 4 for the middle and upper J: Geophys. Res. 96, 5327-5335 (1991).

troposphere. 4. J. L. Gras and W. D. Jones, "Australian aerosol
20 I _ I _ _ l, _ backscatter survey," Appl. Opt. 28, 852-856
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12 _ I_ 5. R.L. Schwiesow,R. E. Cupp, V. E. Derr, E. W.
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Introduction

The primary function of SPARCLE is to validate the ability of coherent Doppler lidar to accurately measure
atmospheric winds. The requirements for SPARCLE are listed in table (1).

Line of sight velocity accuracy Wind Measurement Accuracy CrLOS< 2 m/s, 1 rn/s of
which is attributable to instrument error or uncertainty
and the rest to platform pointing and alignment.
Assumes single shot LOS, in regions of high SNR and
low wind turbulence and shear.

Vertical position accuracy The accuracy of the height assignment of the wind data
above the GPS reference ellipsoid shall have an RMS
error < 50 meters.

Horizontal position accuracy The accuracy of the horizontal location of the wind data
shall have a RMS error < 500 meters.

Aerosol backscatter sensitivity (1350,single shot) 5 x 10.7m-_sr-_(goal)
5 X 10-6m "1sr "1(acceptable)

Table 1) Key SPARCLE performance requirements [1]

There are a number of issues that must be considered when assessing the anticipated performance of a space based
coherent lidar. These are shown schematically in figure (1).

. distortion

-performance

Receiver

Figure 1) Contributors to the performance of SPARCLE.
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Methodology
Performance of the instrument is evaluated through a combination of tools. These include error budgets for each of
the major requirements, a Monte Carlo simulation that includes the statistics of the processes involved and
individual tools for evaluating specific contributors (see for example [4]).

Line of Sight Velocity Accuracy
The line of sight velocity accuracy consists of two requirements, one attributable to the lidar instrument and one
attributable to the combination of the lidar instrument and platform. Knowledge of the instrument's attitude (nadir
and azimuth angle) is crucial to obtaining the required line of sight velocity accuracy [2].

There are a number of key problems associated with obtaining the attitude of an instrument on a Hitchhiker [5]
platform. Timely attitude data is not available through the Hitchhiker interface and the Hitchhiker platform is not a
precision pointing platform. Therefore SPARCLE can not rely on pre-launch alignment of the SPARCLE instrument
with respect to a known attitude determination system in order to meet the 2 rn/s line of sight velocity error
requirement. To meet the requirement SPARCLE provides its own attitude knowledge system which uses the
ground return signal of the lidar to initialise the INS portion of an integrated INS/GPS [3]. This also removes the
need for absolute calibration of the lidar instrument nadir and azimuth angles prior to launch, placing repeatable
rather than absolute nadir and azimuth requirements on the lidar hardware.

The lidar instrument portion of the line of sight velocity accuracy requirement has contributions from the
measurement of the master oscillator/local oscillator offset, slave oscillator/master oscillator offset and return signal

frequencies. Additional contributions come from local oscillator errors associated with frequency drift during the
round trip time and assumptions used in the tuning algorithm. In combination these errors associated with frequency
measurement contribute -0.75 m/s to the line of sight velocity accuracy. The nadir and azimuth portion of the line

of sight velocity accuracy budgeted to the instrument contribute a further ~0.33 m/s to the line of sight error to give
a total line of sight velocity error of ~0.82 m/s.

Instrument position and orbit inclination knowledge errors (if not corrected in post processing) contribute to an
incorrect determination of both the ground velocity and the nadir angle at the ground. These errors contribute -0.37
m/s to the line of sight velocity accuracy whilst the accuracy of determining the instrument velocity contributes an
additional ~0. I m/s to the line of sight velocity accuracy error. The final contribution to the line of sight velocity
accuracy comes from a combination of the ability to correctly initialise the INS using the lidar, the subsequent drift
and resolution of the INS gyroscopes and change, due to thermal or vibration environments, of the INS position with
respect to the lidar. These contribute a further -0.89 m/s to give an RSS total for the combined instrument and
platform of-l.3 rrgs.

Position
The GPS portion of the INS/GPS provides the location of the instrument with respect to WGS84 [6,7] to better than
20 m. The time of flight to the ground in combination with knowledge of the azimuth and nadir angles provides the
location of the target with respect to the instrument to within 50 m in the horizontal and -30 m in the vertical.

Backscatter Sensitivity.
Table (2) shows the budgeted allowances for the backscatter sensitivity.

Wavelength 2.0512 _tm Pulse energy 100 mJ
Pulse length 0.17 _tm Receiver efficiency 0.25
Clear aperture diameter 0.226 m Transmit beam l/e2 diameter 0.185 m
One way optics transmission 0.64 Wavefront aberration 0.69
Polarisation efficiency 0.9 Truncated/untmncated correction 0.59
Misalignment efficiency 0.64 Range to target 384 km
Target altitude 1km Nadir angle at target (spherical earth) 31.56 deg.
Vertical resolution of processed data 250 m One way atmospheric transmission 0.84
Horizontal wind velocity search space + 10 m/s
Single shot velocity estimator Capon, b0=75.36, alpha=l.08, gamma=17.45, chi=0.568,

g0=18.25, epsilon=l.8, delta=0.765, mu=0.301
Table 2) Parameters used in determining the SPARCLEbackscatter sensitivity.
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It should be noted that the details of the science requirement for SPARCLE specified the backscatter in terms of
certain approximations (e.g. spherical earth) rather than 'real world' values and this is reflected in Table (2). At this
time it is too early in the program to have data available that validates the parameter allocation indicated in Table (2)
however to date none of the relevant subsystems that these requirements flow down to has indicated a problem in
meeting their requirements. For the conditions listed in table (2) SPARCLE has a sensitivity (1350,single shot) of
2.7 x 106ml srl or 5.3 x 10-6ml sr1 if3 dB of margin for unexplained loss is included. Note that the margin is not
required within the specification for backscatter sensitivity in the SPARCLE science requirements.

One of the important issues related to performance is the misalignment efficiency. Table (3) identifies key
contributors to the misalignment efficiency. In addition to the usual lidar contributors such as laser beam pointing
jitter, optical subsystem jitter due to vibration and scanner stability there will be misalignment contributions due to
nadir angle tipping and due to changes in the attitude of the shuttle during the round trip time. Shuttle attitude drift
rates can be controlled through requirements placed on the orbiter in the SPARCLE payload integration plan.

Laser jitter (pulse to pulse at telescope output) 1 _tradian
STS attitude drift (<0.04 deg/sec) 1.6 _tradians
Nadir tipping during the round trip time 2.7 _tradians
Optical subsystem jitter 3 _tradians
Scanner stability 4 _tradians
RSS Total 6 _tradians

Table 3) Round trip pointing jitter budget

One of the important issues in validating this budget is related to on-orbit vibration affecting the optical subsystem
jitter. The Hitchhiker platform is not a precision pointing platform and lacks information about its local vibration
environment. A lot of accelerometer data has been collected during microgravity experiments on the orbiters but
there is insufficient data to reliably translate this experiment specific acceleration data into rates of attitude change
which is what we require. Fortunately the magnitude of the accelerometer data implies (with considerable
assumptions) that the on orbit vibration environment will contribute negligibly to this misalignment but it is unlikely
that this can be absolutely verify prior to launch.

Summary
At this stage in the development of the SPARCLE instrument it is expected to have a backscatter sensitivity of
2.7 x 10-6m'lsr 4 , a final line of sight velocity accuracy of -1.3 m/s and be capable of locating the measurement
with respect to WGS84 to within 50 m in the horizontal and 30 m in the vertical.
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Introduction

The degradation of the performance of a coherent lidar due to phase front distortion introduced by the lidar optics is
of considerable interest. The issue was first addressed by Rye [1] using the back-propagated local oscillator (BPLO)
approach proposed by Siegman [2]. Rye's work specifically looked at the impact of spherical, coma and astigmatic
primary aberrations on performance. This paper extends Rye's work by including additional primary aberrations and
also looking at the effect of combinations of aberrations.

Methodology
Using the notation adopted by Rye and Frehlich [3] the heterodyne and system-antenna efficiencies are given by:

(A,.r) 2.T L fIr(s)'IL(s) d2s AR

r/h - AR Tr" TL" Pr' PR and r/s = Tr.--_.rlh respectively.

Calculations were performed with optimally truncated [3] Gaussian transmit and BPLO beams. Aberrations were
then added to both beams and the beams propagated into the far-field where the heterodyne efficiency was
determined. The following aberrations were considered:

Aberration Form Aberration Form

 oma/,3  ocus /W3 " p .cos(O-Oo) W o"P _lorm ._

Spherical _ _4 Cone /9

W40" P ) W,0"x _On°rm

Astigmatism _ , _- Tilt (

W22" P .cos2(O-Oo) W,__ P .cos(O-Oo)Pnorrn Pnorm /

Table 1) Aberrations considered

Initial calculations were completed for each individual aberration and then subsequent calculations were conducted
for pairs of aberrations. A maximum value of two waves was used for the aberration coefficient Wr,min each case.
For the calculations conducted AR= Av and so only results for r/hwill be shown as r/ssimply scales by TT.

Results

Figure (1) shows the effect on heterodyne efficiency of each of the individual aberrations listed in table (1). A plot
for tilt is not shown as it causes a beam pointing error but does not introduce a loss in heterodyne efficiency when
both transmit and BPLO paths experience the same aberrations, the situation considered here. Although the results
for cone aberration are plotted, cone aberration is unlikely in most lidar systems. It should also be noted that a lidar
system can be designed to permit removal of focus aberration during alignment of the system.
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Figure !) The effect of individual aberrations on heterodyne efficiency.

This figure essentially reproduces the work of Rye [1]. Of more interest is how combinations of aberrations affect
the heterodyne efficiency. Some sample contour plots are shown in figures (2-4).
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Figure 2) Contour plots of heterodyne efficiency for a) spherical and astigmatic aberrations and
b) spherical and focus aberration.
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Figure 3) Contour plots of heterodyne efficiency for a) astigmatic and focus aberrations and
b) spherical and cone aberrations.

Figure 4) Contour plot of heterodyne efficiency for spherical and coma aberrations

Once the effect of these combinations of aberrations have been determined it becomes possible to use these to more

precisely define requirements for optical components. The RMS wavefront error is typically used to define a surface
quality. Taking the results from figures (1-4) and calculating the RMS wavefront error for each data point we can

produce a scatter plot that depicts heterodyne efficiency as a function of RMS wavefront error (figure (5)).
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Figure 5) The effect of RMS wavefront aberration on heterodyne efficiency.

If we consider a 3dB reduction in heterodyne efficiency then we can see from figure (5) that in the worst case this
requires an RMS wavefront error of -0.1 waves while in the best case it requires an RMS wavefront error of -0.2
waves.

Summary
An analysis of the effects of combinations of wavefront aberration errors on the heterodyne mixing efficiency of a
coherent lidar has been conducted and results obtained that permit a more quantitative approach to specifying RMS
wavefront quality required for a system to meet a given performance developed.
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1. Frequency estimation' using neural networks

The analysis of sampled signals gives some difficulties for the power spectral density estimation.The
classical estimators using Discrete Fourier Transform, like periodogramand correlogramare the most widely
used as their implementationis easy (fast algorithms), but their low spectral resolution limits their range of
applications.Moreover, they are sensitive to the noise presentin signals. To increase the spectral resolution, we
use parametric estimators, like AutoRegressive (AR), Moving Average (MA) and AutoRegressive Moving
Average (ARMA) models. An importantyet tricky step when using such filters is the search for the optimal
structure for the signal modeling. A poor choice will lead to disturbanceSon the spectral representation.The
selection of this order is critical for the noised signalsanalysis.

In response to these problems we propose a new power spectral density estimator using neural networks.
Originally, the neural networks have been mainly used as classifiers. In this study, multilayer neural networks are
trained to discern periodic signals according to their frequency.

In §2 we present the neuron and the different neural networks architectures. The estimator and results
are presented in §3.

2. The neural networks

a) The neuronal cell

The definition of artificial neural networks is derived from knowledges in neurophysiology and neuro-
anatomy. Like human brain, an artificial neural network is built with single cells, named neurons, linked between
them by synaptic connections or weights, symbolizing the effect of biological synaptic length. They are, in fact, a
simple representation of biological networks but its using in two different phases (training and testing) reminds
the behavior of human knowlegde acquisition.

A neuronal cell calculates its state periodocally from the sum of its weighted inputs. Let us note Yi, the

output of cell i , v,. its potential or activity, and wij the synaptic coefficient or weight transmitting, to cell i , the

information_j coming from its input j (Fig. l).

/1/I Wil

•"
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Figure 1 : Representation of cell i

Thus, the state vi of the cell i is calculated from neuron's states or input units noted

T=(_I,gr2....._N,)T (i)
The output is :

N,

Yi = f ( Z W;jIp'j) = f (Vi) 174 (2)j=!



With the matricial notation, we have :

Y = f(wrff j) (3)

where W is the matrix of network's weigth, _ the input vector and Y the output vector.
The filter transfert function f, also called activation function, is taken continuous and derivable. The

sigmoid function has been commonly used, especially because it approaches binary decision functions.

b) The structure

In neuralnetworks, the cells are organized in layers. A network is built with an input layer, an output
layer and one or several hidden layers. The multilayer networks are grouped in two classes, following the
directionof connections :

• the networks without back linksor feedforwardnetworks;
• the networkswith back links or feedback networks.

The weigths that link the different neurons of network are all directed in the same direction "input
layer'-) output layer". Figure2 presentsa fully connected feedforward network. In this type of network,a neuron
receives the informationfrom all cells of the precedinglayer.

inputlayer hiddenlayers outputlayer

Yt

Y
2

" -->C) " "

_sc YNs

Figure 2 '.feedforward networks

However, in some cases, different structures with local weigths are used to increase performances. Cells are
linked partially to the neurons of the preceding layer.

c) The backpropagationalgorithm

The training-algorithm of neural networks is used to insure the evolving of all weigths of the network
during the learning phase. It is based on the gradient criterion, developed for algorithms of adaptative signal
processing. The cost function to minimize is calculated from the power of the error between the output vector
obtained by propagation of the input vector in the network and the desired output vector. During this supervised
training phase, all weigths are modified following the value of the error gradient. This method is called method of
gradient descent.

But this algorithm have disadvantages. The convergence can be disturbed by the presence of local
minima. Some variations of this algorithm are used to try to avoid this difficulty, for example by introducting
perturbations in the weigth. Intuitively, the presence of additive noise allows to extract the network from an
attractor pole. Others approachs are used to optimize the convergence of this algorithm. For example, we can
note the presence of an adaptation factor for the weigth evolving. Several methods have been developed for the
calculation of this factor [Jacobs 1988, Minai and Williams 1990].

Finally, we will note that this algorithm can be used to analyse windowed signals. Often used like
classifiers, networks have their weigths calculated after complete presentation of training set. For windowed
signal analysis, the calculation of the error criterion is global on the complete window of analysis.

Thus, the signal is analyzed block by block called analyzing window. The length of this window

depends on the signal properties (temporal stationarity). The cost function is, with these windows of length N T :
Nr S ^

t=[ i=1



We have the classical cost function with Nv equal to the total number of the examples of the training set.

3. Frequency estimation

The network inputlayer receives the input spectral densities of simulatedsignals obtained usingZrnic's
model [Zmic 1975]. The Output layer describes the spectral representation.The input and output cells represent
the frequencies between -l_s/2 and Fs/2, where Fs is the sampling frequency. The network is activatedfor
frequencyrecognition. From the presentation of a finite spectral density, the network attributes a + i value to the
outputif the associated frequencyis in the spectrum, -1, if it is not.

To evaluate performances, we have used a training set and testing set. In the training set, we have
spectraldensities at various carrier-to-noiseratio (CNR) performed by Fourier Transform of simulatedsignals.
The CNR values are -5 dB, 0 dB, 10dB and infinity (in fact, very large CNR). In the testing set, the CNR varies
between -10 dB and 20 dB.

The input layer has 8 neurons, used to hold 8 spectral samples. Low CNR decreases performances of the
network. A compromise has to be made to optimize the frequency recognition, between the time of learning
phase and the number of patterns by spectral sample. Table 1summarizes the performance of the network for 27
patterns by frequency.

Training set CNR 27 patterns
by frequency

+_ 100.0 %
10 dB 100.0 %
0 dB 98.6 %
-5 dB 95.1%

Table 1 : Percentage of test patterns correctly classified.

Increasing the size of the training set would improve the performance at -5 and 0 dB [Dabas et al. 1996].
Let us see now how the 3 networks corresponding to training tests at -5 dB, 0 dB, 10 dB and inifinity

CNR behave with testing sets ranging from -I0 dB to 20 dB. Figure 3 shows that neural networks trained at
CNR = 10 dB and CNR = +_, give the same performance, while the performances at low CNR are improved
when using a training test at -5 dB and 0 dB (=+6 % at-10 dB). The performance of the networks trained at low
CNR are even underestimated according to their training performance given in Table 1. One may conclude that it
is not necessary to train the frequency estimating network at various CNR : Fig. 3 shows that one may rather
chose a low training CNR and increase the number of patterns by frequency, in order to increase the training
performance. This is true while CNR is not too low and sensitivity study on the CNR limit has to be conducted.
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Figure 3 : Percentage of test patterns correctly classified versus CNR. The three curves correspond to 3 different training test : dashed line
for -5 dB, circles for 0 dB, stars for I0 dB anddots for infinite CNR.
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Neural networks have been widely used since 1985 when the backpropagation algorithm has been
developed. From thet time, the main application has been pattern recognition. In this study, we have tried to use it
to classify signals according to their frequency. For that purpose, we have developed a new frequency estimator
using a neural network. The performance we have obtained are interesting in terms of resistance to noise.

Compared to others methods, they are successful also because they allow information extraction
contained in examples of training set to undertake an optimal segmentation of the representation space. They
obtain interesting performances in generalization for examples which are not in the training set.

Future work will be dedicated to increase the spectral resolution and develop a quality control procedure
[Dabas et al. 1999] taking advantage of neurol network potential.
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1.Introduction

The height distributions of Planetary Boundary Layer (PBL), aerosols, clouds are highly
required in order to understand the radiative budget of the earth. The height of PBL top is
observed between at a few hundred meters and at around 2 kin, and is the region of the
atmosphere in direct contact with the earth surface. Moisture and heat associated with human
activities are trapped within the PBL 1). On the other hand, cirrus clouds in the high
troposphere is thought as a blanket effect for the global warming2).

The atmospheric lidar sounding in the Western Pacific Ocean region is very important not
only scientifically as above mentioned but also from the view point of the developments of
spaceborne lidars. The reason is that only few data set of lidar backscatter experiments in this
region have been taken. As part of Global Backscatter Experiment (GLOBE) missions in
1989 and 19903), the lidar backscatter cross section measurements were carried out in Pacific
Ocean region to support the spacebome Laser Atmospheric Wind Sounder project (LAWS),
and recently PEM-West B(Pacific Exploratory Mission) were done to probe the air mass
transported from the Asian continent into the Pacific troposphere in 19944). These two
campaigns have been made by using the lidars and in situ instruments, i.e. the optical particle

counter, particle impactors, equipped in NASA DC-8 research aircraft.

In Japan, a research ship "Mirai (8,800 tons displacement)", which is operated by Japan
Marine Science and Technology Center (JAMSTEC) under contract of Science and
Technology Agency (STA), was available to use for studies of oceanography and atmosphere
from October 1998. Three two-months campaigns per year in the western Pacific Ocean
region are scheduled for three years from 1999. We developed the shipborne backscatter
lidars in order to participate these campaigns. The primary objectives are not only to take
height distribution data of PBL, aerosols, cirrus cloud with dependencies of the longitude and
the latitude for improving our knowledge of atmospheric circulation and climate dynamics,
but also to support NASDA's spaceborne lidar projects, Mission Demonstration Satellite
(MDS) -II "ELISE" mission, the ISS Japanese Experiment Module (JEM)/CDL mission 5).
Especially in JEM/CDL using 2 um laser transmitter, the backscatter coefficients at 2 um in
the free troposphere are strongly desired to design the system and to estimate the sensitivity in
the oceans. The extrapolation technique will effectively work to estimate the 2 um backscatter
coefficients using data set of those at 532 nm and 1064 nm3!.

In this paper, we would present our shipborne lidar system and will also give preliminary
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backscatter experimental results in February-March 1999 mission.

2.Shipborne lidar system

The 532 and 1064 nm backscatter lidars were developed to be equipped on the deck of the
research ship. There are some primary concerns for the shipborne backscatter lidar, i.e.
contamination problems for a window and optics due to high salted moisture, sprays from
breakers. The lidar system was installed in an air-conditioned marine container with a
dimension of 4m(L) x 2m(W) x 2.5m(H) in order to prevent them. Table 1 provides basic
system specifications. As shown in the table, the lidar transmitter is based on the conventional
Nd:YAG laser operating at 532 and 1064 nm. Backscattered signals are divided into four
channels using filters after a collection with the receiving telescope with 28 cm dia. Each two
channels detect the parallel component and vertical one for measuring the depolarization
phenomena of aerosols and cloud at 0.532 um and 1.064 um, respectively. The 2um coherent
doppler lidar, of which the laser transmitter is Tm,Ho:YLF laser, will be equipped with the
visible and near infrared lidarsTm,Ho:YLF in the lidar container in future.

Parameter 1064 nm channel 532 nm channel
Laser transmitter energy 100 mJ 50 mJ
Repetition rate 10 Hz 10 Hz
Receiving telescope 28 cm dia. 28 cm dia.
Detector Si-APD Photomultiplier
Detection Analog(2 channel) Analog (2 channel)
Digitizer 8 bits 8 bits
Another instruments
GPS Navigation system, Clinometer, Sun photometer,
Optical particle counter, Particle impactor, Doppler Radar

Table. 1 Basic system specifications
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Another concern is roll and pitch motions associated with the swell. The pitch and roll
informations are taken by the clinometer put on the optical bench in order to enable
appropriate altitude corrections. An optical detector put close to the transmitting optics
provides the trigger signal with TTL level to control the whole system. The trigger signal
starts the digitizer and is simultaneously used for picking up the data of roll and pitch angles
from the clinometer. Also, the navigation data are used when the lidar data are analyzed. The
lidar was designed to have a capability of the backscatter coefficient measurements starting at
300 m from the ship, which corresponds to at he optical overlap distance of the lidar receiver,
and extend up to an altitude of 15 km.

Fig. 1 Schematic view of container for shipborne backscatter lidar
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3.Experiment

The first lidar experiment is being Carried out in February-March 1999 in the Western
Pacific Ocean region, Mutu-Sekinehama (41N, Aomori Pref., Japan) - Guam(13N) -
Solomon Islands(10S) - Bikini atolls(10N) - Shimonoseki (34N, Yamaguchi Pref., Japan).
Other campaigns are scheduled in June-July 1999, October-November 1999 in the almost
same ocean region.
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Abstract

The SPAce Readiness Coherent Lidar Experiment (SPARCLE) will fly on a space shuttle
to demonstrate the use of a coherent Doppler wind lidar to accurately measure global
tropospheric winds. To achieve the LOS accuracy goal of- 1m/s, the lidar system must
be able to account for the orbiter's velocity (- 7750 m/s) and the rotational component of
the earth's surface motion (- 450 m/s). For SPARCLE this requires knowledge of the
attitude( roll, pitch and yaw) of the laser beam axis within an accuracy of 80
microradians.(- 15 arcsec). Since SPARCLE can not use a dedicated star tracker from its
earth-viewing orbiter bay location, a dedicated GPS/INS will be attached to the lidar
instrument rack. Since even the GPS/INS has unacceptable drifts in attitude information,
the SPARCLE team has developed a way to periodically scan the instrument itself to
obtain < 10 microradian (2 arcsec) attitude knowledge accuracy that can then be used to
correct the GPS/INS output on a 30 minute basis.

Pointing Requirements for DWLs in Space

In some regards, measuring tropospheric winds from space is as much a matter of
pointing as it is a matter of detection. In general, the focus of the community of DWL
technologists and potential data users tends to be on the laser/telescope/scanner/detector.
However, pointing control and knowledge is also critical for space-based (and airborne)
DWLs, with knowledge being more demanding than control.

The DWL transmits a beam of photons towards the earth and the reflected photons return
with a frequency shift that is a linear combination of the platform's motion relative to the
earth's surface, the earth's surface motion due to its rotation and the motion of the beam's
target (aerosol or clouds) relative to the ground. The task is to remove the platform and
earth rotation components, leaving just the wind (or zero groun_ speed).
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For heterodyne detection in a space-based DWL such as SPARCLE, the output of a local
oscillator (LO) is mixed on the detector with the atmospheric returns from the primary
transmitter. The goal is to tune the LO to a frequency that will perfectly correct for the
earth's rotation and the shuttle's orbit velocity, resulting in a measure of 0.0m/s for the
motion of the earth's surface in an earth centered coordinate system. In this case, the
measure of the aerosol motion along the same LOS would be equally accurate (without
regard to representativeness).

Within the total measurement budget for a <lm/s LOS observation error, the pointing
knowledge (roll, pitch and yaw) is allotted - 80 grads. As illustrated in Figure 1, the
SPARCLE instrument has access to attitude knowledge from the orbiter through a time
delayed route and from its own dedicated GPS/INS mounted very near the laser
transmitter/optics canister. The orbiter uses a startracker to update it own attitude system
which tends to drift at about .2 degrees per hour. The SPARCLE dedicated GPS/INS is
periodically calibrated by the •orbiter's system but it (GPS/INS) tends to drift on the order
of 100 grads per hour. Since the shuttle only maneuvers for a startracker update once
every 12 or so hours, it is clem"that an alternative means to correct the GPS/INS 100
grads drift will be •necessary,The remainder of this paper describes how the SPARCLE
instrument will be used to apply Correctionsto the GPS/INS output to assure better than
50 grad pointing knowledge.

Figure 1
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The Algorithm

In principal, for any shot containing a signal from the earth's surface, the detected
aerosol LOS velocity can be corrected absolutely. However, with nearly 75-80% global
coverage of cloud (including sub-visual cirrus), a significant fraction of the time there
will be no ground return. Also, even ifa return is sensed to be within an acceptable
distance of the expected range to surface, salt spray over the ocean, blowing desert sands,
and dense plumes of polluted boundary layer air may act to confound the assignment of
zero velocity to the ground. Therefore the SPARCLE team decided to develop alternative
attitude knowledge by using the DWL in a dedicated scan mode.

The pointing knowledge algorithm is called LAHDSSA (Lidar Attitude/Height
Determination and Signal SearChAlgorithm) and a general outline of its functionality is
presented in Figure 2. As the name implies, the algorithm does more than just determine
the roll, pitch and yaw of the laser/optics canister. It also serves to search for signal
capture in the event that attitude knowledge is offby > 2-3 degrees. Such a gross error in
attitude knowledge is most likely to occur during initial startup when all the attitude
knowledge is based upon the orbiter's systems. Since the SPARCLE instrument will be
located a few 10's of meters away from the orbiter's attitude instruments, there is a real
potential for significant physical offsets of a few degrees. While every reasonable effort
will be made to align the laser beam axis with the orbiter's -ZLV axis prior to launch,
there is no economical way to assure a better than 4-1 degree alignment on the ground.
After launch, the orbiter's bay may flex due to gravity unloading and/or differential
thermal loading. In any case, there is a chance that upon startup, no signal will be
detected by the SPARCLE instrument since the receiver bandwidth is limited to the range
of velocities associated with 4-2 degrees.

To find the signal, the LAHDSSA methodically searches a prescribed range of the two
degrees of freedom; the LO Tuning(LOT) and the Range of Regard (RoR). Figure 2
describes the sequence of actions involved in searching for the signal. Once the signal is
found, the LAHDSSA performs an attitude calibration scan to determine the correction
values that need to be applied to the roll, pitch and yaw being reported by the SPARCLE
GPS/INS. The calibration scan involves taking data at 12 azimuths in 30 degree steps
with 1 second dwells at each azimuth. The data from the surface returns are processed on
board with a nonlinear function minimization algorithm. Multiple passes through the data
result in estimates of the roll, pitch, yaw, altitude, and radial orbiter velocity. Table 1
presents the results of simulating the performance of LAHDSSA for a wide range of error
conditions. In general, we expect LAHDSSA to provide attitude knowledge to within 10-
20 grads each time the calibration scan is executed. At this time, we plan to run
LAHDSSA approximately every 30 minutes.The scan will be scheduled in real-time to
occur over generally cloud free areas. Since there are only three unknown attitude angles
to be solved, only three of the 12 perspectives need to have surface returns. However, the
10-20 grads accuracy can only be expected when the number of perspectives with a
surface return is greater than 6.
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Table 1

RMSE for LAHDSSA estimates of true roll, pitch and yaw of SPARCLE
instrument optical axis

Parameter RMSE Roll Pitch Yaw Height
(microrads) (microrads) (microrads) (meters)

Baseline 0 .09 .01 .01 14

Baseline + 1 grad 10 5 .04 .7 14
read error

Orbiter tangential 1.0 6 .06 11 14
speed (m/s) 10.0 8 .01 110 14

Orbiter radial 1.0 18(7)* 124 (2) * .4 14
speed (m/s) 10.0 41(6)* 1266 (1)* .6 14

dr/dr (deg/sec) .04 11 .3 .7 8
dp/dt (deg/sec) .04 2 .08 .6 7
dy/dt (deg/sec) .04 8 .3 1 7
SIGI roll error 1.0 3 .2 .3 7

(deg)
SIGI pitch error 1.0 2 3 1 8

(deg)
SIGI yaw error 1.0 5 .5 3 14

(deg)

* ( ) after second pass processing.

The combination of star tracker updates from the shuttle orbiter, a dedicated GPS/INS
mounted physically close to the SPARCLE lidar and periodic attitude knowledge
corrections using LAHDSSA will assure pointing knowledge in excess of that allowed in
the total SPARCLE observation error budget.
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Heterodyne receivers for use in coherent Doppler lidar have been often discussed in books and
publications 1.4.Here an extensive comparison in between practical setup, the theoretic formalism, and
numerical simulation is presented both in a qualitative and quantitative way. The often-appearing

• o._,questions: "Is the lidar receiver aligned perfect?" or ,,What are the critical parameter in heterodymn_,
can then be answered. Also a proposal for an alignment procedure for the receiver of a Doppler lidar
will be given.
The formalism of heterodyning two electromagnetic waves is already well known. Here only a short
review of the formalism is given for the purpose of quantitative simulation. In general, the electrical
field vector of a wave is described by

(1)
with: X geometric vector; k: wave vector; t: time; co:angular frequency.
The approach of a complex field was chosen because then the calculation of the Pointing vector and the
heterodyning is straightforward. Combining two optical beams at the beam splitter, the local oscillator
(Lo) and the signal (S), the total electrical field Etot = EL0+ Es. :Now the total optical power passing
through an area A is given by:

Popt= _ ELo E_o + Es Es + 2 Re dA

(2)

At sensitive receivers the detector normally is a reverse biased photodiode. The optical power gets there
converted to a photo current according to

erl
ttot= -_'Popt = Iko + Is + ih

(3)

with e: elementary charge; 1"1:quantum efficiency; h: Plank constant; v: frequency. Three currents are
contributing: The DC currents caused by Lo and signal beam and the heterodyne term

ILo = c aeq E_o EL.o dA2hv
(4a)

Is = 2 h'---'7 . (4b)

?2 2 th 2_._J Re _s'}
(4c)
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In most but not all cases there is the DC current due to the optical signal power negligible compared to
the Lo current, In equation 4c the heterodyne current ih is the peak value according to the definition of
the electrical field given in equation I. From Equation 4c it can be deduced, that the heterodyne current

depends from a good matching of the Lo and signal beam in amplitude and phase. A factor that is often
used to describe the quality of the matching is the mixing efficiency

Re 7
E_oELo'dA dA

(5)

However the mixing efficiency alone may lead to wrong results. For example consider the case of a
poor match of a very small Lo with a large spot of an Airy pattern. At this case you will get a low m
with a big detector and an m • 1 with a very small detector area. But you will have a pretty bad lidar
with this small detector, for most of the received signal power is lost for the detection process.

To simulate the heterodyning, the detector surface (quantum efficiency) and the incident beams are
modelated as two-dimensional arrays.

mmmmmmmmmmmmmmmmmmmmmmmmmmmmmm
mmmmmmmmmmmmmmmmmmmmmmmmmmmmmm
mmmmmmmmmmmmmmmmmmmmmmmmmmmmmm
nmmmmmmmmmmmmm mmmmmmmmmmmmmmm
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mml mnnm
mmmmmmmmmmmmmmmmmmmmmmmmmmmmmm
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Fig. 1: Sampling of the Gaussian Lo (left) and the Airy pattern of the signal (right) here with a
15X15 array overlaid.

The assumption is that the field does not change too much within one pixel. This calls for a sufficient
small pixel size. Empirically an array size of 200 x 200 pixel shows a good a_eement between
analytical formalisrii and simulation results. For the calculation of the currents ILO,IS, and ih.equation 4
is applied for each pixel and the results are inte_ated over the detector surface. The array for the Lo
and signal field can either be imported from the optics design pro_am ASAP or some idealised fields
(Gaussian, Top Hat, or a Airy pattern) can be calculated within the simulation. All parameters like tilt,
shear, spot size, defocus, and power can be choosen.
With this simulation the amplitude matching of Airy and Gaussian Lo for a given detector can easily be
done. For example with a 200 gm rectangular detector and a radius of the Airy pattern of 130 p.m the
optimum radius of the Gaussian Lo can be optimised to 69 __.I gm. However much more critical than
the matching of the size of Lo and signal is the adjustment of the lidar.
The first thing to take care is the fact that tilt and shear are Fourier transform pairs. This means a tilt
before the lens (figure 2) is transformed to a shear at the focus (detector) and vice versa. The optical
arrangement shown in figure 2 was simulated in LabView© to obtain the heterodyne efficiency in
dependence of a tilt of the beam splitter and the mirror. With this pro_am, it is possible to simulate the
alignment process in a very realistic way. However the simulation deals with ideal lenses and field
distributions which is only close to reality at 10.6 ,urnwavelength. But it is also possible to import the
data calculated by an optic design progam like ASAP for a higher accuracy with the lack of the "real
time feeling".
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In theory it is clear how to align a Doppler lidar. Simply make the signal beam collinear with the Lo
beam and focus it on the detector. In practice this makes much more problems, for especially the signal
beam is very hard to catch due to an extreme low power level.

-I
local %mirror 2x

oscillator __ _ tas(_) ='T

-
2)( =.... . (_0)_x

diaphragmo:_ _l f

signal I

• r
beam
splitter lens

Fig.: 2 Optical setup used to simulate heterodyning.

The arrangement shown in figure 2 was used to simulate the heterodyning and a rather simple
alignment procedure witfionly one auxiliary diaphragm was developed.

1. Shut down the Lo and align the signal beam onto the detector for maximum Is. this can be done
by aiming at a hard target with a pulsed system or by introducing a chopper in a cw system.

2. Place a diaphragm with adapted diameter before the lens sothat Is again gets maximum.
3. Turn on the Lo

4. Adjust the Lo with the mirror to maximum ILo
5. Adjust the beam splitter to maximum ih
6. Repeat step three and four until no further improvement is possible. Remove the diaphragm

(optional, only necessary for the last tenth of a dB)

Once a good alignment is established simply playing with all possible degrees of freedom can check the
critical parameters. The results for a 10.6 ttm receiver with 5 mm diameter of the Lo and signal beam
and 50 mm focal length of the lens are the following.
A tilt is the most critical parameter at the given arrangement. A tilt of only 0.1° causes a drop in the
heterodyne currentof roughly 8 dB. And 0.2° tilt makes 36 dB (!) loss due to the fact that the sp0t is
beside the detector.
Shear (at the beam splitter) is rather uncritical. For example with a Gaussian beam diameter of 5 mm
diameter a shear of 1 mm between the Lo and the signal causes only a drop of only0.7 dB. To loose
6 dB a shear of 3 mm (!) is necessary!

The comparison between measurements and the simulation has to be discussed very carefully.
Especially with high values for the tilt the drop in the heterodyne current may exceed some 60 dB so
that even minor diffraction effects may dominate in the heterodyne current. At a shear the comparison
between simulation and experiment is more convenient and will be presented here. Figure 3 shows the
results of the experiment together with the theory
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Fig. 3: ;imulatedvalues for the heterodyne current over a shear together with measured results.

The theoretic values for the heterodyne current are0,7 dB higher than the measured ones without any
shear. It is expected that this is due to some inaccuracies in alignmentand amplitude matching. The
difference is increasingwith increasind shear. But if an error of 0.02° in tilt is allowed both for the Lo
andthe signal beam both curves show a quite good coincidence.

Conclusion

We presented a simulation tool written under LabView©,which calculates the detector current and the
heterodyne efficiency for a given optical receiver breadboard in quantitative way. The results of the
expected values correspond with the simulation and the experiment. Like expected a tilt between Lo
and signal beam is the most critical parameter in aligning a heterodyne receiver. A proposal for a
procedure to align a heterodyne receiver with only one auxiliary diaphragm was made.
This work was performed under ESA Contract No. 12852/NL/SB.
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1. INTRODUCTION

To make the Doppler shift imposed on backscattered transmit laser radiation accessible to electronic
measurement, incoherent Doppler lidar instruments employ a frequency selective device in the optical
regime that transforms optical frequency shifts to optical intensity variations. These are processed by
direct detection methods (e.g. APDs or CCD arrays).

The edge technique I as well as its w_riation, the double-edge technique," employ the steep filter slopes
(edges) of Fabry-Perot eta.lons (FPEs) as frequency selective devices. A major shortcoming of the
_:onventional edge technique is the need for using part of the weak received signal for normalization
Imrposes. Furthermore, the double-edge technique requires two FPEs whose transmission functions must
be actively stabilized so that their mutual frequency drift is much smaller than their half-width at half
maximum (HWHM). In this paper we propose an enhanced, patent-pending version of the double-edge
technique that both

• eliminates the need for mutual edge filter stabilization, and
• uses all received power for retrieving the Doppler shift information.

We also compare the performance of our system with that of a more conventional double-edge setup
that employs two edge filters. (Note that this system is not exactly the same as that of Ref. 2 in that
the d'_ffer'encerather than the ratio of the two edge filter outputs is taken. An adequate analysis of the
system according to Ref. 2 is more complicated and will be presented in a ibllow-up paper.)

2. CONVENTIONAL DOUBLE-EDGE SETUP

The basic setup of a possible conventional double-edge (DE) receiver is shown in Figure 1 (a): After
splitting off (beamsplitter BS1) a fl'action a of the return signal power PR for normalization purposes
('energy monitor' signal c), bemnsplitter BS2 equally distributes the remaining power (1 -a)PR to
two edge filters (.4 and B). Their outputs produce signals a and b, after conversion to the electrical
regime with conwrsion factor G. As shown schematically in Figure 1 (b), starting from a transmit laser
fl'equen_y .t})(at which the filters have transmission values TA,0 and Ts,o), a Doppler shift Af of the
,'eturn signal causes the transmission TA(f) of edge filter A to drop by an amount ATA, whereas that of
tilter B rises by ATB. To take into account filter loss. the edge filter transmission maximum is assumed
to be 1 - L. Provided that the filters have the same slope and that the frequencies to be measured
tall within the linear range of both tilters, the relation ATA = ATB = AT holds, causing the difference
signal a - b for the return radiation to equal

a - b = 2(1 - ¢t)PRG(T.4.o- TB,O- 2AT). (!)

As t,he energy monitor chamml produces the signal c = (*GPR, the receiver output reads

a.- b 1 - (_ T
._- ,: - _- ( .._,,,- Tao - 2'XT) (2)

I:m" [urther author information:
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Figure 1. Basic setup of a d{mble-e{lge (DE) Doppler lidar receiver (a), and prineiple of functionality (b).

fi}r r,he return radiation. Subtracting this signal from a reference measurement S,.e.f= StAT=o of the
transmit laser frequency finally yields

1-(.,
A._ = s,._i - s = --AT , (3)

(g

from which the Doppler shift can t,{, extracted.

3. ENHANCED DOUBLE-EDGE TECHNIQUE USING EDGE FILTER
TRANSMISSION AND REFLECTION

Figure 2 (a) shows the basic setup of our enhanced version of the DE technique: The return signal power
Pn is first passed through a circulator (CIR), 8 non-reciprocal device that passes power from port 1 to
2. from 2 to 3 and from 3 to 1 only (see e.g. Ref. 3). The circulator's insertion loss is taken account

{,f by a factor ;_ < 1. While the light trnnsmitted through the edge filter is converted to the electrical
regime with conversion factor G\,_ the filter reflections are diverted by the circulator to a detector with
conversion factor Gv. As transmissi{m T(.f) and reflection R(f) of any filter are always tied together by

T(.f) + R(f) = 1 - L, (4)

(t.he filter losses L are assumed to 1)e frequency-independent over the range of possible Doppler shifts)
the resulting system is basically a DE receiver with one ed.qefilter only, thus eliminating the need ibr
uc:curately frequency locking two extremely narrow-band filters. Figure 2 .(b) illustrates schematically

this system' s principle of operation: The Doppler-shifted return signal causes the edge transmission
to drop by anamount LT from its value To obtained at the transmit frequency f0, whereas the edge
reflection rises to R0 + L_R,. The difference signal x - y thus reads for the return radiation._

:r - y = PI_:iGx (To - AT) - Pnfl'2Gv(Ro + LR) , (5)

if we assume the circulator's insertion loss from port 1 to 2 to equal that from port 2 to 3. In order to
arrive at an output signal proporti(mal to LT, we set Gx = flGv. Having in mind a fair comparison

; T(f) R(f)

1-L i__ /

CIR , i "'_""

Ro,..................filter / -]-G_ x-y _ To................ _i'_"

x+y ] / i \ i AT
I . i / i R.,..'...

Iff_ £+Af
{.) (b)

Figure 2. Basi{: setup of th{' enhanced DE receiver (a), and principle of fimctionality (b).
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with the conventional DE te(:hni(lu(', we assume that the conversion gain has an upper bound G owing
to te(:hnological constraints. We tlwret'ore have Gx = i]Gy =/]G, and arrive at

:r - !1 = PRi_"-G(2To - 2AT + L - 1), (6)

where use has been made of (4): In(lel)endent of any edge linearity conditions, the relations Ro -- 1-L-To
_md AR = AT always hohh For th(_ sum of .r and y we similarly find

.,:+ y = PR,3"G(1 - L), (7)

which indicates that the sum of th(_ two (:hammls can be used for energy monitoring; there is no need for• \

spht, tmg off a.fl'action of the return signal fbr normalization purposes within our approach! The receiver
,mtlmt z can be written for the retm'n radiation as

:z:- y 2T0 - 2AT + L - 1
: = -- = (s):I:+ y 1 - L

Subtra(:ting this signal from a reference measurement z.,._,f= z l_,T=O of the transmit laser frequency, as
is done in the conventional DE technique_ finally yields

2AT

'._kz= z.,._f - _ - 1 - L ' (9)

h'om which the Dopl)ler shift can be extracted.

4. PERFORMANCE COMPARISON

[n this section we compare the perh)rmance of the two DE systems described above on the basis of the

,_xpected velocity-measurement error. For simplicity we assume that the slope of the edge is linear over
the range of possible Doppler shifts, leading to the relation AT = _:v between the change in edge trans-
mission and the velocity v to be measured (n being a system-independent constant of proportionality).
Combining this relation with (3) and (9) and taking note of the randomness of ,'._ksand Az brought by
detectiounoiseyields

As_,

_:(1 - (_----_ for the conventional DE re(:eiver, and
= , (10)

_z(1 - L) for the enhanced DE receiver
2N

f'or the measured velocity _. whose ensemble average (0) equals the true velocity v. (Note that bold print
indicates random quantities.) Computing the standard deviation ae of fi, the velocity measurement
,,rror. we obtain. _ith the help of (2). (8), and (10),

{ 2TA.0 - 1 + L - 2AT a. for the conventional DE receiver, and

2,,: (s>
_,_ = (11)

2T,_ - 1 + L - 2AT ?2_z for the enhanced DE receiver,
2,_ (z>

where we assmned t,hatt, here is entmgh reference signal to neglect the noise asso(:iated with the reference
uleaslu'emelltS 'u,'e/ and z,.¢.j., a.n(l where we set TB.O = 1 --L- TA.O, which is valid for a perfectly adjusted
('(mventional DE receiver with lin(,m' e(tge slopes (of. Figure 1). We next h_xveto evaluate tim (inverse)
sigIml-to-n()ise ratios (SNRs) as/<s) ml(l az/(Z), which requires some precaution: The standard deviation

,,f"a fraction of random variables (sut:h as # and z are) cannot be obtained by simple means in general.
F()r 'moderately high SNRs' for both numerator and denominator, as e.g. Ref. 1 puts it, the fornmlae

.) ._ ._ .) .) .)

a---i; a_-b + and -- "_ (12)
<s)_"_ <a-b) 2 <c)_ <z>2 _ <z-y)" + (z+y) 2

(';m be used. Checking the wflidity ,,i' these relations, we found that. they are only valid if the SNRs

,)f' t.h(, de*lo*ninators, i.e. ()f c a*id z + y. defined as (e)/ae and <z + ll)/az+v respectively, are larger
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than about 5 (i.e. 14dB!), which may be considered more than just 'moderate', especially when working
in a typical, photon-starved lidar scenario. (A detailed derivation of this and related results will be
t.lle topic of a publication to come.) With the help of (12) and the results of the previous sections, an
(wahmtion of c_ is straightforward once expressions for the encountered noise variances have been found:

Assmning realistically that signal-independent electrical noise limits system perfbrmance, i.e. that all
2 2 2 ') 2 • ')

optoelectronic devices add noise with variance a0, we have = = =_a-_ rl;,.__ %+// 2_0, and a2 = _6'
Using these relations, we can ewdm_te the fraction of the velocity measurement standard deviations of
the two systems, the measurement (mhancement factor E_, as

o'_,,:o,w.,tiona_ gs/(s) .. it2(1-L) [(2TO- llL-2AT)2 +8,._2/(1--_)'_]t/2E,
- - - L _T0 -+L--2--A-T_ _-_ ---L)2 ] ' (13)

where we fairly assumed that the trm_smit laser is equally offset in both systems, i.e. that To = TA,o.
(We also analyzed the case where, signal-dependent noise (e.g. shot noise) dominates; the resulting
(,nhancement is then slightly less, but typically still larger than unity.)

5. DISCUSSION AND CONCLUSION

Figure 3 visualizes equation (13): In (a), the dependence of E_ on the effective edge filter transmission
t:hange AT/(1 - L), which proportional to the Doppler shift Af within our linear model, is shown with
the beam splitter reflection ct as a pa.rameter. The peak transmission of the extremely high resolution
FPEs is assumed to be 10% for this plot (i.e. L = 0.9), and the circulator's insertion loss is assumed to
lm 0.5dB (i.e. l? = 0.9). One clearly sees that the enhanced DE system leads to improvement factors
in terms of velocity measurement error of about 50% to 170%. Figure 3 (b) shows E_ as a function of
the filter loss L for c_ = 0.3, revea.ling that the achievable performance gain is largely independent of L,
wlfich proves generally true for c_> 0.1.

These remarkable results go in parallel with the fact that only a single FPE (and thus no mutual frequency

stabilization!) is necessary in our concept, laying open the great potential of the proposed technique.

Eo ., Eo .'1

-I-_-_Z= 0
2 2

AT

_.5 _ . 1.5 ]-----L= 0.5

10........ 0'.i....... 0!2....... 013..... .0Z4 ....... 015_ AT ocAf 0.2 0.4 0.6 0.8 1 L

(a) (b)

Figure 3. Dependence of the measurement enhancement factor (13), E_, that is achieved by using
the enhanced double edge technique instead of the conventional one; (a) shows E_ as a function of the
v,ffective edge filter transmission change AT/(1 - L), proportional to the Doppler shift A f, with the

1)earn splitter reflection a as a parameter; (b) shows E_ as a function of the filter loss L for c_ = 0.3.
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Estimation of return signal spectral width in incoherent backscatter heterodyne lidar

Barry J. Rye

CIRES (University of Colorado/NOAA)
Environmental Technology Laborato_

R/E/ET2, NOAA ERL, 325 Broadway, Boulder, CO 80303-3328
Phone: (303) 497-6509 FAX:(303) 497-5318 email: brye@etl.noaa.gov

It can often be reasonably assumed that the spectral profile of the return from an atmospheric backscatter
heterodyne lidar is known. But this is not valid when the Doppler shift varies within the period over which return
pulses are accumulated, for example if the return is obtained from regions that are spatially well-separated as may
happen in the spaceborne experiment SPARCLE, or if there is significant velocity turbulence within the scattering
volume observed by a static system. Our interest ineStimating the signal spectrum was initiated by an experiment
carried out at ETL to simulate a SPARCLEreturn by sparse sampling of data obtained from a ground-based lidar
over a period of several hours. _ Then the overall spectrum must be estimated along with the Doppler shift.and
return power. Here we consider onlythe simplest case Whenit can be correctly assumed that the spectrum has.a
Gaussian profile and the only unknown is its bandwidth. Specifically, the expected autocorrelation of the
discretely-sampled photodetector output at the kth lag is assumed tObe ......

Ark : P.v{6exp[-(2"rf2k) z/2]exp(J2,'r_lk)+ 1} (1)
where Px is the noise power and the unknowns are the wideband signal-to-noise ratio (SNR) 8, the Doppler shiftf,
and the signal bandwidthf2; these two frequencies are assumed normalized by being divided by the receiver search
bandwidth and are therefore dimensionless. Thus, if a return signal of bandwidth that corresponds to a i m/s
frequency shift is observed within a receiver of bandwidth corresponding to50 m/s, thenf_ = 1/50= 0.02.

The precision of optical instruments is usefully compared with the limiting case Whenthe only noise in the System
arises from photocount fluctuations which are further assumed to have Poisson statistics. The standard deviations %
of the three unknowns are then given by2,3.4

cro(6)_ o-o(f) 20-o(A)_ 1

a 2 L e -- k 2 N (2)

where N is the mean photocount. It is somewhat surprising to observe that the limiting standard deviation of the
bandwidth estimate is a factor of (2 better than that of the Doppler estimate because it often supposed that the
former is the more difficult measurement.

For the heterodyne receiver, the Cramer-Rao lower bounds on the three standard deviations are most simply
expressed using formulas that apply to series with Gaussian statistics for which a derivation was provided by Porat
and Freidlander.5 For _rdatatime series with the Gaussian autocorrelation of Eq. (1),6the results can be expressed in

terms of a signal covariance matrix G containing the elements gik = exp - 2zf21k -il / 2 [0 _ i < M, 0 _<k < M,

where M is the number of complex data points in the demodulated discrete data time series obtained for the return
over a range gate]. Defining the matrices Q = G_5+ I and F =Q_ with elements q_kand 3qk,where I is the identity
matrix, the estimate variances are

o-'-(8) - 1
"-' (3)ZZa,,a,,
i=0 k=O

M-I

where a_, = Zy.ngmk ,
m=O
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1

°'2(f) = M-,,,,_-, 2 ' (4)
-4x2ZZyik(i-k) qk,

i=0 k=O

and
1

°'2(A)=
Z Z b,A, (s)
i=0 k=O

M-I

= _ k) 2 gmk •where b_k -4x-f26_r_m(m-
m:0 : 1000o

"_ _._
Fig. 1shows the normalized standard deviations '_ 100
_(6)/6, o_)/_, and v'2q_)/f2 calculated using Eqs. ® "_':,_L__.............................................

-.  es r tio ar co eno   imi,arto
those that appear in Eq. (2). Together with the -o

€-

limiting value, 1A/Neff,they are plotted as a
function of the effective photocount Neff= M'6in a _ 1-o
heterodyne receiver for the particular values of_
and M that are quoted in the caption. The shapes _ 0.1
of the three curves for the heterodyne precision are o
similar. They lie above, sometimes well above, the "- 0.01 ................................
limiting value. They become asymptotically 0.01 0.1 1 10 100 1000 1 1000
independent of Ngrwhen Neff is large and the effectivephotcount
uncertainty in the estimate is dominated by fading
rather than signal strength, and asymptotically
proportional to 1/N,_(rather than to 1A/NgOwhen Figure 1: Plot ofthe normalizedstandarddeviations(seetext),
Neffis small and small signal suppression degrades o(6)/6(curvedline),o_)/f2 (filledsquares),and V2o(fz)/f!(open
the spectral estimate.7 squares)againsteffectivephotocountN_frforfz = 0.028,M= 10.

The straightlineis 1/4N_e_(c.f.Eq. 2)
A rather more general representation of these
results can be obtained by plotting, as a function of the time-signal bandwidth productfzM, the coordinates of the

points where curves such as those in Fig. 1 approach most
closely the l/v'Nefrline) The slope of each curve is then

100 ±: ::: ::::: ::: :::::::::::::::::::::::::::::::::::::: : 1/VNgr.These operating points are optimal in the sense that

_::::: :::i: :: :::::::: ] I !:::: ::::::::: :::::::::: :: they define the conditions underwhich agiven standard

i %-_! [ i } t deviati°n can be achieved using minimal signal energy'9

.._',_ ................................ The two coordinates plotted in Figs. 2 and 3 are the
_" ...... fraction by which each variance exceeds 1/Neffand the

zZ" 10 i !_II: !_!!_i_!:)lf il !l!ii_!:i:i:i!:i:iI value ofot=f/[((2rc)_], both calculated at the optimal
operating point. The fraction is the optimal estimate noise

T............ l :__:.;._.-!-- ........... ii figure, ENF(opt), which determines how close to the

..... , i ,, 'i ...... ] limiting value the measurement precision can be. The
tuning parameter, ct, is the peak SNR in the combined

1 signal + noise spectrum and describes the lidar parameters '
0.01 0.1 1 10 100 at which optimal operation is achieved; in physical terms,

time-bandwidthproduct it is a measure of the effective photocount per fade
interval.7 fzM is allowed to vary widely. At low values

Figure 2: The ratioof thenormalizedstandarddeviations (fzM << l), the signal data are strongly correlated and only
of Fig. 1to 1/VNat the optimaloperatingpoint for estimates a single fade is sampled within the range gate. At high
_)fSNR(no linemarkers),f_(filledsquares),andfz (open values _M>> 1) the signal fluctuates rapidly compared
squares);evaluatedfor M=10(markersjoined by lines)and with the discrete sampling frequency but the number of
M=64(no lines,exceptfaint linefor SNRcurve), independent fades that are sampled is limited to the
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number of data points collected, M.
100

Fig. 2 indicates that for intermediate values ofthe time- i!:_! _: i_:ii!i!:-i-i:!II::II: ! II: ii"!:
bandwidthproduct_M= l) the heterodyne systems _ :::_i _-:: .i. i: -: : • ' "

can be expected to achieve a standard deviation of about _ ..,t._. i_o_ " i
2 to 3 times the optimal value (noise figures lie between _- [ \ [ ". "_,_ _ =, _ ! _E
about 4 and 9) whether estimating return power, _ 10 _ ._ .:i '_:::: :"!_'_;=_:-_.-_5::i . . : i
Doppler shift, or signal bandwidth. Fig. 3 indicates that -_ _: ..... : :'_ : !",i:!:!: i[_ ! :[:: : " ]

in order to obtain these results, the parameter a should ......_ ....... _..._.,........\,.... .... ,i I ,i

be about 1.5 for power measurements, about 3 for _ • ..-.-.. I_-"_- - _-_" II
Doppler shift, and about I0 for signal bandwidth. I ' ' _ i!
Recalling that Neff= M8 = ,i(2n)af,.M, it follows that 1 [ ......... i _ .....I ? ....... !
somewhat higher SNR and effective photocount are 0.01 0.1 1 10 100
needed for bandwidth than for the power and Doppler time-bandwidthproduct
shift estimation. It is in this sense, perhaps, that
bandwidth estimation can be regarded as fundamentally Figure 3: Valuesof the parameterctneededto achieve

optimaloperationof heterodynelidar(incoherentbackscatter
more difficult, fromtargetextendedin range)for estimatingSNR&f, andf,.

Linesand markersas in Fig.2. The dashedlinesindicate
Numerical experiments have been carried out using constantvaluesof theeffectivephotocountN_a= V(2n)ctfzMfor,
simulated data to check whether the theoretical from leftto right,:V_= 1,N_fr= 10,andN_jr= 64.
conclusions given here apply at least to the idealized
conditions for which they are designed. Of particular interest are the questions whether bandwidth estimates are
biased and their utility if the return signal does not have a Gaussian spectrum.

I am grateful to Alain Dabas for helpful comments on this paper and, of course, to R.M. Hardesty and W.A. Brewer
for the collaboration that led to the experiment described in the first reference.
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1.5-tJm Coherent Lidar Using Injection-seeded, LD pumped
Er,Yb:Glass Laser
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Mitsubishi Electric Corporation
Ofuna 5-1-1, Kamakura-city, Kanagawa, 247 JAPAN

Phone +81-467-41-2547

1. Introduction

A coherent lidar is an attractive sensor for atmospheric observation because it can measure wind

velocity even in clear air conditions. It is needed eye-safety same as other laser equipment used in the field. As

the coherent lidar in eye safe wavelength (>l.4-_m wavelength), one using 2-_m pulsed laser such as

Ho,Tm:YAG and Tm:YAG laser is reported.1"2

Compared to 2-_m, the wavelength of 1.5-tim has a ten times higher maximum permissible exposure

for human eyes. In addition, optical fiber components and devices for use in optical fiber communication are

easily available at this wavelength. Therefore, a coherent lidar, which use 1.5-gm pulsed laser, is more attractive

than a 2%1mcoherent lidar. To our knowledge, a 1.5-1Jmcoherent lidar operation to measure wind velocity

hasn't been reported yet. That because a single frequency 1.5-tim laser that had both high repetition rate and

enough power for coherent lidar wasn't provided. Nd:YAG + OPO 3 and injection-seeded, flash lamp pumped

Er:Glass laser4for 1.5-1Jmcoherent lidars were recently reported and are now under development.

We are developing a 1.5-[Jmcoherent lidar using an injection-seeded, LD pumped Er,Yb:Glass laser.

In our system, a microchip laser made of Er,Yb:Glass is used for a seed and a local source.

In this paper we describe our system and primary data of measured echo of aerosols.

2. System description

A block diagram of the developed 1.5-_tmcoherent lidar is shown in Fig. 1. Optical couplers divide

the output of a local oscillator in three beams. Two of the beams are used in heterodyne detection. The another

one is used as a seed beam in injection seeding of the pulsed laser, after its frequency is shifted by an

intermediate frequency (fi_ =85MHz) using an acousto-optics (AO) frequency shifter.

The transceiver optics is co-axial. Output beam from the pulsed laser is expanded by a telescope

(TEL) and radiated into the atmosphere using a scanner (SCN). The effective diameter of the telescope is 60-

mm. In a T/R switch, the received signal is separated from the transmitted beam and is put into a polarized

maintained optical fiber. It is mixed with the local beam at the photo receiver to generate the heterodyne beat

signal. The beat signal is sent to an AD converter.

The polarized maintained optical fiber is used in order to make the optical arrangement easily in the

receiver and to utilize a small, high reliability optical component for the optical fiber communication.

2.1 The local oscillator (LO)

A microchip laser is used as a local oscillator. It was built in a small module by Utilizing the
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technology of LD modules for optical communication. The size of the microchip laser module is

38.6x31.8x18.5mm3. It consists of a pumping LD with a fiber lens, the coupling optics between the LD and an

Er,Yb:Glass chip, a sapphire plate and an optical isolator. The output beam from Er,Yb:Glass chip is put into

the optical fiber by a coupling lens. ATE cooler controls those temperatures. A 1-W class high brightness AI

free InGaAs LD is used for pumping.

The thickness and the reflection of output surface of the Er,Yb:Glass chip were designed as 0.28-ram

and 98.3%, respectively. The Er3. ion concentration is lxl02° cm"3and the Yb3+ion concentration is 1.5x10zl

cm"3. The Er,Yb:Glass chip was optically and thermally contacted to the sapphire plate with a transparent optics

cement. As the sapphire plate is used for thermal spreader, heat removal from the Er,Yb:Glass chip is done

along the optical axis of the microchip laser. The changes of output divergence with thermal lens effect are kept

small by this method. Then, high coupling efficiency of the output into the optical fiber is maintained.

A microchip laser that uses an isotropic material for laser medium such as Er,Yb:Glass has dual

polarized modes that are orthogonal.5 The polarization dependent isolator not only reduces a back reflection but

also extracts only one of the polarized modes for local beam.

Our microchip laser module has side mode suppression ratio more than 20-dB and a fiber coupled,

single frequency output 0f 23.2-mW is'obtained. The wavelength of output beam is 1.534-0m. By the self-

delayedlheterodyne method using a 91-km length optical fiber, the linewidth of 20.5-kHz was measured.

2.2. The pulsed laser

The laser cavity consists of two high reflective mirrors (HR). Each radius of curvature of those

mirrors is 1-m. The cavity length is about 2-m. A LiNbO3Pockels cell was used for E/O Q switching. The seed

beam from the microchip laser is injected into the cavity through the polarizer PO. The pumping module, which

was placed near the center of the cavity, consists of two Er,Yb:Glass rods, four five-stacked LD arrays and

water-cooled heat sinks. Pump energy of these LDs is 740-mJ/pulse (0.975,1Jmwavelength) at 40-Hz repetition

rate. _The polarizer PO radiates theoutput pialse from the cavity.

A block diagram of the pumping module is presented in Fig. 2. A pair of parallel lateral surface of

each Er,Yb:Glass rod is in contact with heat sinks and the rod is pumped from the other pair of parallel lateral

surface by two LD arrays. In this geometry a bifocusing of thermal lens occurs as the heat sink removes the heat

generated by pumping in the Er,Yb:Glass rod.Then, in order to compensate the bifocusing effect_ the two

Er,Yb:Glass rods are arranged in series along the optical axis of the pulsed laser; the lateral Surfaces _ contact

with the heat sinks are intersected perpendicularly each other. :,

Er,Yb:Giass is a quasi-three-level laser. For this reason, half of more of the Er3. ions must be excited

for getting a gain. Accordingly, it is desirable to reduce the volume of Er,Yb:Glass rod in order to obtain a high-

density excitation with the same pumping energy. To match this condition the Er,Yb:Glass rod was chosen as

1.2xl.2xl0mrn 3 and the Yb 3+ ion concentration and Er 3+ ion concentration are 1.5x10 2t cm -3 and 6x1019 cm -3,

respectively.

To adjust the cavity length a cavity tuner CT was developed. It has two roof prisms whose spacing is

changed by a piezoelectric translator and controlled by a cavity controller CC. A bit of output pulse power is

taken out from the HE45 mirror, then used as a reference signal in order to get the control signal of the cavity

tuner. The cavity controller changes the cavity length that the beat signal of the reference and local beams is to

become constant frequency.
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The output pulse energy with and without seeding at 40-Hz repetition rate is 4.0-mJ and 4.6-rrd,

respectively. The pulse width of the seeded pulse is 244-ns. Power spectrums of the beat signal, which was

measured during 10-minutes, and overwritten on one screen are presented in Fig.3. The seeded-pulse frequency

is stabilized within +5.7-MHz (standard deviation).

3. Experimental results

The developed 1.5-om coherent lidar was used for wind velocity measuring. The lidar was positioned

at about 5-m above the ground and it radiated laser pulses into the atmosphere with an elevation angle of 10.

The pulse energy was 2-mJ in this measurement.

The signal processing is as follows:

Range bin width: 30-m (200-ns) Window: Hanning

Sampling frequency: 500-MSa/s Frequency bin width: 488-kHz (0.37-m/s)

An example of the measurement is presented in Fig. 4: The result has an averaged frequency

spectrum of received signals of 100 pulses. The calculated SNR using theoretical coherent lidar equation 6 is

also shown in Fig. 4. Calculation parameters of Table 1were used. It is considered that the differences between

the measured and the calculated SNR at mid-range were caused by an insufficient adjustment of the transceiver

optics. The diameters and phase front radii of the transmitted and the assumed backpropagated local beam were

not sufficiently matched at the transceiver optics in this primary measurement. Readjusting them will improve

the measured SNR.

4. Summary

We developed a 1.5-1Jmcoherent lidar that incorporates an injection seeded, LD pumped Er,Yb:Glass

laser for a slave laser and a microchip Er,Yb:Glass laser module for a seed and a local source. The laser radiates

a single frequency, injection seeded pulse of 4.0-rnJ at 1.534-1Jmwavelength with a repetition rate of 40-Hz.

Experimentally we obtained the echo of aerosols to distances several kilometers by this 1.5-1Jmcoherent lidar.

References
1. R. Targ et. al. : Appl. Opt., 35 (1996) 7117.
2. S. Harmon and J. Thomson : J. Mod. Opt., 41 (1994) 2175.
3. T. P. Gryson et. al. : Coherent Laser Radar, Vol.19, 1995 OSA Technical Digest Series (Optical Society of
America, WashingtorrDC, 1995), p.74.
4. A. J. McGrath et. al. :Appl. Opt., 37 (1998) 5706.
5. S. Taccheo et. al. : Opt. Lett. 20 (1995) 889.
6. R. Targ, M. J. Kavaya, R. M. Huffaker and R. L. Bowles: Appl. Opt., 30 (1991) 2013.

200



To/From Atmosphere

i : Optical coupler

_ Polarized maintained optical fiber
I H_45 i_ ..Couplingoptics
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Transceiver Optics

PM -- L_

QWP LN _ PO ISO seed
HR'. : ,:CT----- HWP ref.
HR| [ 1_., _ "l

Pulsed Laser L_...J"q'--from CC HR45 " Receiver _ L._

HR: high reflective 0I_mirror, CT: cavity tuner, HWP: half wave plate, HR45: high
reflective 45I_mirror, QWP: quarter wave plate, LN: pockels cell, PM : pumping module, to CT
ROD : laser rod, PO: polarizer, ISO : isolator, PBS : polarizing beam splitter, TEL :
telescope, SCN : scanner, REC : photo receiver, AO : AO shifter, LO : local oscillator,
CC : cavity controller, ADC : AD converter, TRS : TiR switch

Fig. 1 Block diagram of the 1.5_tm coherent lidar.
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Fig.2 Cross section of the pumping module.

frequency (MHz)
Table 1. Calculated parameters. 10 40 70 100 130 160
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Atmos. transmission : 0.9/km _,

Aerosol Backscatter Coeff. : lxl0_rrflsr" _ -20 ' _ =5i7MgzRefractive index structure constant 3.3x10 '' rd" ' , pulses
Detection efficiency : 0.06
Beam Diameter : 60ram =_-40
Focal Range : 2000m .=_
Pulse Energy : 2mJ
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Fig.4 Measured intensity of the beat signal.
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Specification of a coherent laser radar for air data measurements for advanced
aircraft
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Thomas Lampe
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Requirements on components and subsystems of a CLR system for use as an optical air data
system for the full flight envelope of an advanced fixed wing aircraft are discussed. A,detailed
specification of such a test system and its implementation in a pod are presented.

Note to the program committee:

The work above is part of a preliminary study of OADS-systems by FOA and SAAB aircraft.
The discussions, results and conclusions are hardly entirely "new". However, the work should
still be of interest to several other CLR-groups. A poster presentation would be suitable.
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MEASUREMENTS OF AIRCRAFT WAKE VORTEX STRUCTURE BY CW COHERENT

LASER RADAR

M Harris, R I Young
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The laser sensors group at DERA Malvern has a long history of detailed measurements of aircraft wake

vortices. The equipment used has recently been upgraded to achieve improved accuracy in determining

the core separation. The use of direction-sensing lidar giving the ability to distinguish the sign

(direction) of wind velocity allows the acquisition of superior data compared to earlier DERA trials [1].

The increased ability to define the position of the core vortex gives greater accuracy in measurements

of the circulation. The gathering of a large database allows the potential to build a comprehensive

picture of vortex evolution and decay. The upgraded equipment was deployed on a trial for Airbus

Industrie at Toulouse Blagnac during March 1998, w_h the aim of making measurements of wake

turbulence from aircraft on the final approach to the runway.

Coherent laser radar measures wind velocities by scattering laser light off atmospheric particles and

detecting the shiR in frequency of the scattered light. This Doppler shift is proportional to the line of

sight component of velocity for the particles illuminated by the probe beam. The DEILA.wake vortex

lidar transmits -5 W of CW output at a wavelength of 10.6 _tm, and is housed in a box body vehicle

complete with computers to collect the data and perform real-time analysis. A description of this

equipment is given in reference [1]. An acousto-optic modulator is used to create an offset of 43.6

MHz allowing velocity direction sensing. An extremely narrow, high attenuation notch filter eliminates

the parasitic component (due to internal light scattering) at 43.6 MHz in the detector output prior to

spectral analysis by a SAW spectrum analyser. Vortex profiles were obtained by displaying a time

sequence of spectra (fig. I) from which the well-defined outline is used to extract information on vortex

parameters.

For the trial the laser radar was sited close to the centre line, directly under the aircraft flight path. This

geometry (see fig 2) optimises the probability of vortex detection under the commonly prevailing

conditions of variable crosswind. The probe beam repeatedly scans the region of space through which

the vortex descends, with the beam focus set to the estimated vortex altitude. It is usually possible to

probe the vortex pair several times after the aircraft has passed overhead. A conically-scanned laser
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Figure l: Typical proftle resulting from two traverses of the beam through the vortex pair. The vertical

axis is velocity in m/s, with positive values indicating motion away from the lidar. The horizontal avis

represents time in s, which is converted co a distance using the scan information. The scan angle is

shown by the zig-zag line; here, this ranges 20 degrees either side of vertical.
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Figure 2: Typical lidar geometry for vortex detection at Toulouse Blagnac. The view is towards the

approaching aircraft. The lidar is sited on the centre line and the positions of the two vortex cores (V1

and V2) are plotted at their various intersections with the lidar beam. In this example, the crosswind of

1.34 m/s from the East has caused the vortices to drift to the right. The aircraft was inferred to have

passed _25m E of the centre line.
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Doppler velocimeter was mounted in a second vehicle to measure the ambient airflow. This permitted

determination of cross wind and up/down drafts required in subsequent analysis, and also for

optimisation of scan angle. A suite of software tools has been developed to aid in the analysis of the

data records collected during the trial. These tools greatly reduce the amount of time required to

process each record.

The trial has resulted in the gathering of a large database of wake vortex measurements and these have

all been analysed using the software tools. Additional expert analysis of some records of particular

interest was also conducted. While many of the analyses led to results of the desired quality,there were,

however, some large variations in the value of circulation and vortex separation observed for

comparable aircraft. These variations differed from the predicted value, using the elliptical loading

approximation, by up to factor of two in either direction. Many of the anomalous examples were

further examined by hand and there appears to be no error in the data analysis.

It is likely that some of these anomalies could be explained by:

1) Assessment of possible errors in the vortex core position

2) The effect of errors in the assessment of aircraft approach position and altitude

3) The influence of excessive up and down drafts leading to gross errors in vortex altitude

4) local variation in the up/down draft leading to unequal sink rate between the two vortices.

Figure 3." Evidence of vortex break up in turbulence. The vortex pair appears clearly in three scans

through the aircra/_ wake. On subsequent scans, there is" no classical vortex visible. The chaotic,

turbulent updraJi observed is consistent with break-up due to vortex bursting or the O'ow instabilin,.

In other anomalous cases, a gross perturbation of the idealised vortex pair could be induced by decay

mechanisms including the Crow instability. [2] or possibly result from a breakdown of the steady-state
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assumption in vortex formation. These explanations are consistent with the behaviour of the intercore

down draft in these cases (fig. 3) and there is also additional experimental evidence to support this

conclusion. Finally it should be noted that the anomalous results had a tendency to cluster in the early

to mid afternoon when atmospheric turbulence was at its highest due to ground heating and convection.

Hence we believe that the variability of the results was due to unfavourable conditions rather than to

any shortcomings in the lidar technique.

Summary

Laser radar has proved a useful tool for examining vortices and hence determining the necessary

separation distances between landing aircraft. Laser radar has a further role to play in the negation of

vortices. Detailed measurement of the vortex core may allow for the optimisation of aircraft wing

design to ameliorate vorticity and enhance decay. The possibility of making high-quality

measurements has been demonstrated on full-scale aircraft in the real atmosphere. Such measurements

are thus complementary to the information provided by wind tunnel studies. However, to achieve

optimum and reproducible results, the lidar measurements must be made under stringent atmospheric

conditions.
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Measurement of the polarisation properties of light (polarimetry) is a powerful diagnostic tool Withuses in

many applications including e!lipsometry [1]. Evaluation of the ellipse for a pure polarisation state

conventionally involves passing the fight through wave-plate and polariser elements (which can be rotated

either by mechanical or electro-optic means). Here, we will describe use of heterodyne techniques for

evaluation of the polarisation ellipse [2-5] for scattered light. The horizontally and vertically polarised

components of light scattered from depolarising surfaces were independently measured by a two-channel

coherent laser radar. Because of the phase-sensitive nature of heterodyne detection, the relative phase of

these components can be measured, and this gives all the information required to construct the polarisation

ellipse at any instant. The phenomenon of laser speckle ensures that the intensity and polarisation state

fluctuate as the beam scans across the surface of the target. The method described here allows the time-

development of the polarisation state to be followed in real time.

The experimental arrangement is depicted in Figure 1. It consists of a bistaticCW coherent laser radar [6]

with a CO, laser source giving an output of approximately 1 Watt at a wavelength of 10.6 gm. The

transmitted beam is linearly polarised with its E-vector horizontal. Scattered light from the target is

combined with the local oscillator (LO) at a beamsplitter (BS), and the two output beams from BS are

then independently sampled by a pair of detectors (D 1 and D2) thus forming a dual-channel detection

system. The two channels are arranged to detect the co-polarisedcomponent (i.e. horizontal, h) in channet

I and the cross-polarised (vertical, v) in channel 2 by means of wire-_id linear polarisers. A half-wave

plate is used to rotate the polarisation axis of the local oscillator beam prior to mixing. This allows

approximate equalisation of the LO levels at the two detectors, and under these conditions we achieve

shot-noise-dominated detection in each channel giving optimised sensitivity. The transmitted beam is
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collimated with a diameter (to l/e-"in intensity) of 4.0 cm, giving a detection sensitivity (i.e. time-averaged

carrier-to-noise ratio) roughly independent of target range within the Rayleigh length of -100 m. The

target consists of a rotating disc (diameter 20cm) on which different surfaces can be attached.

Measurements were obtained on various painted surfaces (which demonstrate a high level of

depolarisation) at ranges up to -200m.
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Figure 1: The experimental arrangement. D1 and D2 detect the two orthogonally-polarisedchannels, as

defined by polarisers P1 and P2. The co- and cross-polarised electrical signals in channels 1 and 2 are

down-mixed at X1 and X2 respectively before being further processed and stored on a digital

oscilloscope.

The outputs from D1 and D2, centred around the carrier at 100.07 MHz, are In:stdownmixed to a more

convenient frequency around 50kHz. This permits more straightforward bandpass filtering for the

elimination of noise contributions (principally LO shot noise). The outputs from the two mixers faithfully

represent the amplitude and phase variations of the two orthogonally polarised components, and they

therefore contain all possible information about the classical light field. The polarisation state is easily

displayed in real time by connecting the two downmixed channels to the X and Y inputs of an

oscilloscope. The Lissajous figure thus displayed represents the polarisation ellipse and its evolution can
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be observed as the target is slowly moved to cause development of the speckle pattem. For more accurate

measurements, the in-phase and quadrature components (I and Q) of the waveforms in the two channels

were measured. It was first necessary to downmix the raw detector output close to the operating frequency

of the I and Q demodulators at around 10 M]-tz. The outputs from the demodulators are then arranged

around zero frequency (baseband) and the resulting four channels (I_,Q_,I2and Q2)are stored on a digital

oscilloscope for subsequent computer analysis. I and Q detection at baseband has the advantage of

reduced demands on sample rate and bandwidth, as it is no longer necessary for the sample rate to be

sufficient to follow the high-frequency carrier. Relative phase corrections are also easily carried out in

software during the analysis. The direction of rotation of the ellipse is also obtained by this analysis; this

information is not immediately apparent in the simple Lissajous figure.

5

,

0

Figure 2: Experimental data on evolution of the polarisation ellipsefor dynamic laser speckle. Although

the data sample time is 5 ,as. the ellipse is only displayedevepT 75 asfor clariw. Thedirection of rotation

of each ellipse is no_indicated here, though this fl_brmation can be easily calculatedfi'om the data.
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Typical data are presented in Figure 2, where the polarisation ellipse is plotted as a function of time. Note

that the polarisation state changes rapidly when the intensity is low (a "dark" speckle), but is

comparatively stable over a bright speckle. There is little correlation between the polarisation state from

one bright speckle to the next. Alternative methods of presentation are possible,including projection onto

the Poincar_ sphere. Such data could be used in a number of possible remote-sensing applications, as well

as for surface and sample analysis in the laboratory.
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Abstract

We have demonstrated a visible-wavelength imaging technique that uses a referenced polarization
measurement to estimate the amplitude and phase of the wavefront emanating from a coherently
illuminated target. The image of the target is then recovered by Fourier transformation.

Keywords: Polarization, Stokes, Pupil Plane, Speckle Imaging, Optical Wavefront

Introduction .......
We describe a new concept [l], which we refer _t0 as Referenced Polarization Imaging (RPI), for
measuring the optical amplitude and phase of a wave. This measurement scheme has several properties
that make it attractive for laser radar applications. First, RPI produces a speckled image of the target.
Second, the information needed to estimate the amplitude and phase can be obtained essentially
instantaneously using pulsed illumination. Third, in a fashion analogous to heterodyne techniques, signals
can be recovered even in low-light situations.

In recent years, there has been a great deal of research done on techniques for recovering images from the
speckle patterns formed in the far field of coherently illuminated object. One of the motivations for
making these measurement sin the pupil plane rather than the image plane is the possibility of correcting
aberrations caused by the atmosphere. Some of the methods that have been developed are optical
heterodyne speckle image, sheared-beam imaging, and aberration-compensated heterodyne imaging. [2-7]

Referenced Polarization Imaging
A target is illuminated by a coherent laser beam and the backscattered signal is collected by a pupil-plane
receiver array. If the amplitude and, more importantly, the phase of the speckle field can be measured,
then an image of the target can be recovered by numerical Fourier transformation.

The RPI technique consists of mixing this linearly polarized speckle pattern with an orthogonally
polarized reference wave. As a result, the phase information in the signal wave appears in the detection
plane as a spatial variation in the polarization, from which the amplitude and phase of the signal wave can
be extracted using an imaging Stokes polarimeter. Figure I is an illustration of the RPI concept.

• ipolarizer Polarimeter
............... _ and Detection

_ Horizontal
, Polarizer
i
i

'-"" Polarized
Source

Figure 1. RPI conceptual diagram.
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Jones vectors representing the signal and reference waves are given by:

gsig (h = I Asig (heiO._.ix (_)+_(t )

Eref (_9)= I Aref (_oeicpref(_)]

respectively. The extra phase 5(0, in the signal wave is a time-varying perturbation to the signal caused
by atmospheric turbulence or target motion, for example. When the signal and reference waves are added,
we can see that the field in the detection plane has a spatially varying polarization:

I zref(heicpre]'(_) 1-IEII ]
gdet (h = gsig(h + gref(h=_Zsig(hei_Osig (_)+5(t)_ =

The output of a Stokes polarimeter is related simply to the four Stokes parameters, which are defined as:

s0/

2 2

S! = E_ - Ey

S = $2 ExEy + ExEy

$3 i(ExE_- ExEy )

The amplitude and phase of the incident speckle pattern are obtained from the Stokes parameters as:

Asig (h= _2 [So(h- Sl (h]

q)sig (h-_Oref (h+ _(t)= arctan[ S_3_(_l = _Osiu(h

As can be seen in equation 6, the recovered phase is the difference between the phases of the signal and
reference waves, plus the time varying perturbation. Since the reference is assumed to be spatially flat and
constant, it carries no information and can be ignored. The time varying perturbation, 8(0, on the other
hand, could cause a significant deterioration in the fidelity of the phase measurement. In the laboratory, of
course, we avoid this problem by making the experimental setup sturdy. In general, the solution would be
to make the polarization measurement in as short a time as possible. Four-channel polarimeters are ideally
suited for this, and using a pulsed laser as an illumination source can easily control the measurement time.
So_ in short, with the proper precautions, we can estimate the phase of the speckle directly from the
Stokes data.

The image is obtained by Fourier inversion.
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Laboratory Demonstration
We have performed laboratory experiments to demonstrate RPI's capabilities. A depiction of the
laboratory setup is shown in Figure 2.

InputLaser@

_l 514nm
Relay SpinningX/4 Polarizer Transform

Lens

Analyzer and
Camera L/2

36 degree

X Spatial Filter/expander

Polarizer

Figure 2. Laboratory Experiment.

The target was flood-illuminated with laser light at a wavelength of 514 rim. The far-field speckle pattern
from the target was placed on the entrance face of the polarimeter with a Fourier-transform lens. Since
speckle patterns often have mixed polarization, a linear polarized was used to select only the speckles
having vertical polarization, that is, perpendicular to the polarization of the reference wave. The speckled
wave from the target and the plane reference wave are mixed on a beamsplitter in front of the polarimeter
For this demonstration, we used a polarimeter comprised of a rotatable quarter-wave plate followed by a

fixed analyzer. [8, 9] A lens imaged the entrance face of the polarimeter onto a 640 x 480-pixel CCD
array. Relaying the wavefront in this fashion minimizes any potential shift in the speckle pattern as the
waveplate rotates.

Note that the use of this type of polarimeter is incidental to the RPI technique, and that any imaging

polarimeter that measures four Stokes parameters would do. In particular, in many applications of RPI,
the use of a four-channel imaging polarimeter [10] would be advantageous.

,;, ,t,
:." ,4; •

• ,,,;_._'_i.._ _.

Figure 3. A single-shot recovery,has high resolution, but is corrupted by speckle•
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Figure 4. Averaging 10 single-shot images effectively eliminates the speckle.

Conclusion
Some of the advantages of AC measurements like the heterodyne method, such as the ability to increase
the signal level over the detector's shot noise limit, are also present in the RPI technique. The principle
limitation of heterodyne techniques with respect to RPI is that heterodyne measurements are inherently
sequential. In addition, the frequency shifting necessary for making heterodyne measurements often uses
light inefficiently.

We have developed and experimentally verified a referenced-polarization technique for recovering the
amplitude and phase of the wavefronts from coherently illuminated targets, both reflective and
transmissive. The RPI technique is simple and does not require elaborate equipment. Its speed, resolution,
and low-light capabilities could make it useful for a variety of laser radar applications.
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Vibrating Target and Turbulence Effects on a 1.5 micron
Multi-Element Detector Coherent Doppler Lidar

By
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A 1.5 micron Coherent Doppler Lidar system has been developed to study the
enhancement in expected lidar S/N through use of a multi-element heterodyne detector
array. Preliminary experiments have been conducted and indicate that the coherent
summation of two separate balanced heterodyne detector signals seems to provide
enhanced detection of the Doppler shifted signal. Initial studies regarding the expected
Doppler shift, geometrical vibration effects, and other system noise sources are being
studied.

Figure 1 shows a schematic of the 1.5 micron Doppler lidar (laboratory) system. A 30
mW 1.5 micron, single-frequency diode laser is used as the main excitation source. The
beam is split into a L.O. channel and a main projected beam followed by a 27MHz
shifted Acousto-Optic frequency shifter. The main portion is sent to a rotating target,
and the reflected backscatter collected by 2 spatially separated (V groove blocks)fiber-
optic, single frequency, polarization preserving fibers. At present, the two collection
fibers are separated by 250 microns; as such, this is the effective separation of the two
coherent detectors. The two collected signals are branched again into two channels for
balanced heterodyne detection. The fours channels are detected and the electrical signals
analyzed by spectrum analyzers, 4 channel oscilloscopes, and computer interfaced.

Figure 2 shows the four separate signals, with the upper and lower pairs being phase
quadrature signals. The coherent summation of the signals was studied, and initial
results showed improvement of the S/N under selected target conditions.

We are currently studying the change in the Doppler center frequency, spread of the
Doppler shifted signal, and influence on the geometrical and velocity aspects of the target
(or lidar). For example, Fig. 3 shows the decorrelation time measured in the Heterodyne
signal for a target rotating at 35 Hz. Initial measurements of the effect of vibration
wobble in the target and external atmospheric turbulence are being studied and will be
reported on.
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Fig.2 27 MHz Heterodyne Signals from 4 -channel Detectors
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Fig.3 In-phaseand QuadratureHeterodyneSignalsfroma target rotating
at 35 Hz, with a deeorrelationtime of 0.15ms.
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Abstract

Largespaceopticalsystemsthatare designedto deployto opticaltolerancesafterreachingtheir
positionin orbitrequirenon-contactsurfacemeasurementaspartof anautonomousdeployment
controlsystem. WedemonstratetheuseOfvariablesensitivity,multi-wavelengthheterodyne
arrayinterferometryfor theautomatedmeasurementandcontrolof adaptiveopticalsystemswith
applicationsto remotespaceoperation.

Large, lightweight optical mirrors for space applications will require systems for
controlling the gross aspects of the mirror surface figure. We have developed an autonomously
operating wavefront measurement system based on dual-wavelength heterodyne distance
measurement techniques combined with heterodyne array imaging. A key feature of the
technique is variable optical pathlength measurement sensitivity that allows the system to
measure surface figure errors ranging from thousands of wavelengths down to fractions of a
wavelength. Automatic sensitivity tuning combined with completely digital phase measurement
over the entire surface allows the integration of this device in automated sensing and optical
correction schemes. It is particularly suited for the measurement and control of spatially and
temporally variable optical surfaces of the kind that would be found in a space-based adaptive
optics system. We demonstrate aspects of the automated super-heterodyne system on an optical
surface with surface profile structure height that varies from micron to mm sized features. We
describe the hardware and software design of the heterodyne based measurement system that
enable it to choose the appropriate synthetic wavelength to measure given areas of the variable
surface profile. Software systems automatically select from available laser wavelengths. Spatial
processing methods are discussed that allow the system to merge segments of images that have
been measured at different synthetic wavelengths.

We have developed an autonomously operating adaptive optical control system based on
dual-wavelength heterodyne distance measurement techniques combined with heterodyne array
imaging' 2 In this approach the phase measurement is obtained by interfering an object and
reference beam of slightly different frequencies. The resulting temporal beat frequency is
sampled at each point in the interference pattern and from this the optical phase is calculated.
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Measuring the optical phase in this way is often referred to as phase shifting interferometry. 3 In
the heterodyne interferometry system the phase shift is provided by the beat frequency creating a
very convenient means of making a digital phase measurement as the interferometric fringes
scan across the detector. This heterodyne measurement is made at each pixel of a sensor array so
that a complex image, containing amplitude and phase values, is obtained. When the heterodyne
array measurement is repeated at a different wavelength and the phases are differenced point-by-
point in the computer, a result is produced that is equivalent to a measurement taken at a much
longer wavelength, the synthetic wavelength. When used with a frequency tunable laser source,
this digital "super-heterodyne" technique allows interferometric surface measurement over a
range of sensitivities tunable in a completely digital format. The system can operate in an
imaging mode profiling the surface features of complicated objects that have rough surfaces or in
a non-imaging mode for interferometric optical metrology. Optical wavelengths can be scanned
quickly and continuously from a single tunable laser creating a continuously variable-sensitivity
wavefront sensor from which large and small surface deviations on the same surface can be
measured.

Fig. 2 Phase map of the upper and middle portions of
Fig. 1 Machined aluminum part the aluminum part

The utility of having a range of synthetic wavelengths available to map out surface
structure is illustrated by the measurement of a diffusely reflective aluminum part machined to
have flat, tilted and curved surface areas. The part is shown in Fig. 1 and the phase map created
from a heterodyne phase measurement of the curved and flat portions of the part is shown in
Fig. 2. Each fringe in Fig. 2 is equivalent to one synthetic wavelength of phase, about 3 mm in
this case. Just like a converting a contour map surface plot a surface profile is created by
unwrapping the fringes to make a continuous sheet. However, if the surface is too steep and the
surface height changes by more that a wavelength over the width of one fringe true height
information is lost and the measurement becomes ambiguous. Figure 3 illustrates the effect of
ambiguity in the phase measurement. The 3-mm step between the flat and curved sections of the
part is evident in Fig. 3a where the synthetic wavelength is about 6 mm. In Fig. 3b this step
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disappears when the wavelength is at 2mm because the height of the step is greater than the
wavelength.

OPDReconstruc_onat 6.14mm SyntheticWavelength OPD Reconstructionat 2.05 rnmSyntheticWavelength

...........3.....................'T, .............•......................".....................T.........
...........i _ ..... "i ".....
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1o lo.......... ,.i0
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Fig. 3a. Surface reconstruction at 6mm synthetic Fig. 3b. Surface reconstruction at 2mm synthetic
wavelength showing step between the curved and flat wavelength where the step height has been lost at the
surfaces step and over the curved surface

Although gross features like the step are measurable at longer wavelengths it is also evident from
Fig. 3 that as the synthetic wavelength gets larger so does the noise amplitude. In order to create
a surface profile that has accuracy at large and small feature size, it is necessary to combine the
information from a range of synthetic wavelengths. Automating the process of selecting the
proper laser wavelengths to create the most appropriate synthetic wavelengths to optimally map
out large and small surface features has been the subject of research toward developing
autonomous metrology systems for space optics"and a simple mirror control system based on
intelligent synthetic wavelength selection has been demonstrated,s::

An intelligent phase unwrapper must choose the correct synthetic wavelength with which
to measure each part of the target surface. This choice must balance the larger noise inherent in
the use of larger synthetic wavelengths with the increase in unambiguous phase measurement
range necessary to measure large surface feature depth without aliasing. The goal of the
intelligent processing is to choose the proper synthetic wavelength with which to measure the
surface at each pixel based on the quality of the surface reconstruction measured using a number
of criteria: (1) performance at steep surface features, (2) signal to noise ratio of the detected
slopes, (3) adequate spatial sampling of 2_:phase range (i.e., how many pixels per fringe), and
(4) trend in surface gradient measurements (detecting the onset of aliasing). Most of these
criterion are measured using trend analysis starting from long synthetic wavelengths to shorter
ones. The information regarding these criteria is embodied in a weighting function-- what we
call a credibility factor-- from corresponding pixels at different synthetic wavelengths. The
credibility factor results in a weighting applied to the value of the phase calculated at each
synthetic wavelength. When the information at each wavelength is combined to form the
optimal surface in a weighted averaging scheme, the weighting factor determines the influence a
particular synthetic wavelength measurement has on the final surface reconstruction. At some
point at each pixel the synthetic wavelength will be too small to adequately measure the surface
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features. Weighting will tend toward zero at this point. Thus, the credibility vector comprises
the four termination criteria above and contains the cumulative information that flows from

larger synthetic wavelengths to smaller ones.

We have begun implementation of the intelligent selection of synthetic wavelengths for
the autonomous measurement of surfaces with unknown feature depth. We have created a look-
up table of available laser wavelengths that in combination create a scale of synthetic
wavelengths from 10 meters to 50 microns. We are also developing an algorithm for the
automated optimal surface estimation integrated from gradient estimates created at a number of
synthetic wavelengths. In this algorithm, a baseline (long) synthetic wavelength is determined
by examining the total phase variations over the image and determining the wavelength at which
these variations begin to show 2rt phase jumps. A graph of phase variation versus synthetic
wavelength clearly delineates phase noise associated with larger wavelengths and phase jumps of
smaller wavelengths. The synthetic wavelength is decreased across the image terminating at
each pixel when the phase calculation fails the sampling criterion. In this way the surface
becomes a composite estimate containing gross feature information from large synthetic
wavelengths refined by accurate surface feature information from smaller wavelengths. We
discuss these results and how we are using them to automate the multiple wavelength heterodyne
technique.

I
D. G. Voelz, L. McMackin, J. K. Boger, M. P. Fetrow, "Double exposure heterodyne imaging for observing line of

sight deformation," Opt. Lett. 22 (13), 1027-1029 (1997).

2L. McMackin, D. G. Voelz and M. P. Fetrow, "Multiple Wavelength Heterodyne Array Interferometry," Opt.
Express 1(11), 332-337 (1997). http://epubs.osa.org/opticsexpress.

3
K. Creath, "Step height measurement using two-wavelength phase-shifting interferometry," Appl. Opt. 26 2810-

2816(1987).

4
L. McMackin, D. G. Voelz, M. P. Fetrow, H. Mclntire, K. P. Bishop, M. J. Kellum, "Multi-wavelength

Heterodyne array system for large space optics control," SPIE v. 3498, 434-445 (I 998).

5Matt Fetrow,Lenore McMackin,Dave Voelz,Kishan Kumbla, "Multiple Wavelength Heterodyne Array-based
Mirror control for adaptive optics," Second International Symposium on Intelligent Automation and Control,
Anchorage AK, May 10-14, 1998.
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Abstract

Oak Ridge National Laboratory has been developing advanced coherent IR heterodyne
receivers for plasma diagnostics in fusion reactors for over 20 years. Recent progress in
wide-band IR detectors and high-speed electronics has significantly enhanced the
measurement capabilities of imaging coherent receivers: Currently, we are developing a
3-D lidar system based on quantum-well IR photodetector (QWIP) focal plane arrays and
a MEMS-based CO2laser local oscillator) In this paper we discuss the implications of
these new enabling technologies to implement long wavelength IR imaging lidar systems.

1 M.L. SIMPSON, C.A. Bennett, M.S. Emery, D.P. Hutchinson, G.H. Miller, R.K. Richards, and
D.N. Sitter, "Coherent Imaging Using Two-dimensional Focal-Plane Arrays: Design and Applications,"
Applied Optics, Vol. 36, No. 27, pp. 6913-6920, 20 September 1997.
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What can really be gained using telescope arrays in
coherent lidar receivers

Peter J. Winzer
Institut ffir Nachrichtentechnik und Hochfrequenztechnik, Technische Universitiit Wien,

GuBhausstraBe 25/389, A-1040 Wien, Austria

I. INTRODUCTION

Telescope arrays I-3 have gained increasing attention over the last years, as their use in optical receivers
(both for lidar and optical communications) has the potential to mitigate the performance deteriorating
speckle effect. From the above cited references, however, it is impossible to tell what can actually
be gained by employing a perfectly phased telescope array receiver with N subapertures of size AR
each instead of a conventional, single-telescope receiver of aperture size NAR: Ref. 1 compares the
performance of such an array with that of a single-telescope receiver of aperture size AR; assuming
different total receive areas, however, makes it impossible to tell which fraction of the performance gain

ows to the ability of arrays to compensate for the speckle effect and which is due to the larger receive
area. Refs. 2 and 3, on the other hand, compare the performance of a perfectly phased array with that
of a non-phased array of the same size (i.e. an array whose phase control has been turned off), and claim
that the latter behaves identical to a single-telescope receiver with the same total receive area. - That
this claim does not hold true in general will be demonstrated below. It will further be shown

• how the performance of a single-telescope receiver relates to that of both a phased and a non-phased
telescope array receiver of the same effective receive area, and

• what can really be gained by replacing a single-telescope receiver by a phased telescope array.

Unlike Refs. 2 and 3, we arrive at the conclusion that the improvement in terms of average carrier-to-noise
ratio (CNR) of an array with respect to the single-telescope receiver does not equal N in general.

2. RELATIONS BETWEEN AVERAGE CARRIER-TO-NOISE RATIOS

A common figure of merit for heterodyne receivers is the (shot-noise limited) carrier-to-noise ratio (CNR).
Following Ref. i, we define this parameter as the ratio of the intermediate frequency (IF) power (the
squared IF current averaged over a time scale long compared to the IF period but short compared to IF
envelope fluctuations) to the (local oscillator (LO) shot-noise dominated) noise power. As the speckle
effect causes £he spatial (as well as temporal) distribution of the incident optical field to be random, the
IF signal amplitude (and thus also the IF power and the CNP_) become random quantities, too. In the
frame of this work we are interested only in the ensemble average (CNR) of Ci'qR. (Bold print indicates
random quantities throughout this work.)

Slngle-telescope receiver

The IF current of a conventional heterodyne receiver with receive aperture size AR,O is given by the
overlap integral between the incident (random) optical field, represented by its complex phasor E_(_', t)

[_], and the (complex conjugated) LO field's phasor E_o,o(_ , backpropagated to the receive
aperture plane .4 with transverse coordinate f', as 4

irl_,.(t) = 2R,e{S f Ett(_,t)E_Lo,o(_d_'} , (1)
A

where S stands for the detector sensitivity [A/W]. The (random) IF power then reads

= fen , " - . .,PIF, o(t) :iIF, o-(t)" 2S 2 (r'l t)Ea*(r2,t)ELo,o(rl)ELO,O(r'o)di'ldr'o (2)
L/

A .4

where the overline symbol denotes the above mentioned short-term time average. The shot noise vari-
ance is given by cr2 = 2eSPLO.OB, where e denotes the elementary charge, B stands for the electrical
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bandwidth, and PLO,Odenotes the detected LO power. We thus arrive at the well-known 1 expression
for the average CNR of a single-telescope receiver,

(CNRo(t)) = (PIF,o(t)) 7Mlhet,o(t)PR,o(t)_ = hiB ' (3)

where _q denotes the detector quantum efficiency, and hf stands for thephoton energy at the considered
(optical) frequency; the available power at the telescope input is defined as PR,o(t) = fA([ER(7, t)[2)dr +,
and _het,o(t) is the single-telescope receiver's heterodyne efficiency, defined as4

f f <ER(_'1,t)ER"(_'2,t))E'Lo,o(_'_)ELO,O(r=)dr'ldr'2
_he,,o(t)= _A (4)

PR,o(t)PLo,o

The function (E_(f'l, t)ER*(_'2, t)) is the first-order correlation function of the incident optical field.
Albeit this function is not as illustrative as the frequently used (but not uniquely define!!) parameter
'speckle size' (the range of values for which the correlation function takes significant values), it is this
function and not the speckle size that determines the performance of a heterodyne receiver. S - Calcu-
lations based on the intuitive notion of 'speckle size' or 'number of speckles per receive aperture' (e.g.
Refs. 2 and 3) can therefore only lead to very rough first estimates of a system's actual behaviour.

Non-phased array receiver

Consider next an array receiver consisting of N subapertures, each of size AR, as depicted in Figure 1.
Suppose that the N branches are not phased, i.e. the co-phasing and gain adjusting electronics are
switched off. With the help of (1) and (2) we then find for the average IF power after summation

(PIp_(t)> = ilP,i(t))" = 252 ( E (ER(r_, t)ER* (r_',t))E'Loj(r_)ELo,i(r_[)dr_dr_ ' +

N

, t))E_o i(_i)ELo j (_j)d_d_ ,

i'.j=.lA_ Ajz_2

where EL04(_) denotes the LO field of the i-th array branch, backpropagated to the i-th subaperture
A_. While the first sum of (5) takes account of correlations within one subaperture, the second term
includes subaperture cross-correlations. Under the realistic assumptions that the L0 field distributions
are the same for all N branches, that all N detectors are equal, that the available power PR#(t) is the
same for all subapertures, and that the incident field's correlation function does not change over the
array, we can, by comparison with (2) and (4), rewrite equation (5) as

(PIPS (t)> non-phased = 2S2 NPR,_(t) PLO,i _het,i(t) + cross-correlations, (6)

i t •

/R --\:--:-, ..... _<¢NR,> i _ :
j .--- . eq .

"'_ :_: \
, ,o.2 • _ i \
, , .._=i \

_, : :_: \
/_.........¢-_-_. Fi-I<c:_m>i,_! \

• :°ii/• ,p :-_:"
• , /,O,,V_ . :

--._4 : :2_•

AV_......... _- _ :..... !

Figure 1. General setup of a phased-array heterodyne receiver wi_h .V sub_elescopes of area AR each.
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where PLO,i denotes the detected LO power for one branch, as indicated in Figure 1, and r]het,i(t) stands
for the heterodyne efficiency of each of the N branches. Noting further that the shot noise variances of all

N branches simply add (owing to their statistical independence), and assuming that the spacing between
any two subapertures is much larger than the incident field's correlation distance (this assumption is
always made in literature to facilitate analytical simplifications; to our knowledge, only Ref. 6 considers
some effects of subaperture cross-correlations.), the average CNR of the non-phased array reads

[ \

= [ = <CNRi(t)>), (7)

equaling (in accordance with the heuristic arguments presented in Eel. 1) the average CNR of a single
branch, (CNR_(t)).

However, comparing (CNRz(t))non-phased with (CNRo(t)) for NPR,i = PR,o, i.e. for equal total receive
areas (NAn = An,o), we find

(CNRy:(t))aon-phased = rlh..___et,i(t)1
(CNRo(t)) rlhet,o(t) "N € 1. (S)

We thus conclude that a single-telescope heterodyne receiver cannot be simulated by turning off the
co-phasing electronics of an array receiver with equal total aperture area and uncorrelated subapertures

in general, as claimed in Kefs. 2 and 3! - The closest value to unity (8) can approach is given by the
heterodyne efficiency for a deterministic input field, whose value depends on the receiver geometry and is
usually smaller than unity; it is only approached for very low coherence of the incident optical field across

AR,0 (i.e. for a very large number of speckle cells per An,0) and for a very large number of subtelescopes.

Maximal ratio phased array receiver

If the signals of the array receiver's N branches are perfectly co-phased and if each signal is individually
multiplied by a factor proportional to its IF amplitude, one arrives at the optimum phased array receiver,
also known as maximal ratio (MR) heterodyne receiver.t (If the gain-adjustment is omitted, the resulting

'equal gain' receiver performs only slightly worse than the MR receiver} )

Under the assumptions preceding (6), the average CNI_ of the MR receiver is given by I

(t)NPR,(t) / \

<CNR (t)>M= [= (9)
which is N times the average CNR of one of the N branches, as expected, By Comparison with (3) and
(7) we ultimately find

(CNR_ (t))Mp. rlhet.i(t) (CNRz(t))MR

(CNR0(t)) rlhet.o(t) , and (CNRE(t))non-phased = N. (10)

Note that these relations between the three receiver structures investigated are entirely independent of
the particular statistics of the incident field as long as the assumptions preceding (6) are met. Equations
(10) are also independent of the receiver geometry, as long as the subapertures are uncorrelated.

3. EVALUATION FOR A SPECIFIC RECEIVER GEOMETRY AND
CONCLUSIONS

To obtain expressions for the heterodyne efficiencies Uha,i(t) and r/h_t,o(t) for an evaluation of (10), we
follow l_ef. 7, assuming a fiber-coupled heterodyne receiver. We further assume that the (stationary)
incident field's correlation function (ER(r'I)ER* (_)) has a Gaussian shape with lie coherence radius p_,
which defines the correlation area (or 'speckle size') as Ac = p_,x. (This definition of speckle size relates
to the 1/x/-e-definition S_ used by e.g. Ref. 8 via $_ = A_/4.)

Figure 2 shows the average CNR gain (achievable by replacing a single-telescope receiver by a MR phased
array of the same total receive area) according to (10) as a function of N with the number of speckle
cells (l/e-definition) per single-telescope aperture area AR,o as a parameter. While the solid curves give
the actually expected CNR gain values, the dashed lines reveal their asymptotic behaviour: It is evident

that the achievable CNK gain increases nearly linearly with N only as long as there are still a large
number of speckles within AR. As this number gets lower (i.e. as the incident-field's coherence gets
better over AR), r/h_t,i improves to its limit given by the deterministic heterodyne efficiency7; once the
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incident field is reasonably coherent over AR, splitting the total receive area into still more subapertures

does not improve the average CNR. The limiting CNR gain is thus given by the ratio of the deterministic
heterodyne efficiency for the specific receiver geometry to the single-telescope heterodyne efficiency r/her,0.

For a typical space-based backscatter lidar system it can be shown s'7 that the heterodyne efficiency
is a monotonically decreasing function of the ratio of transmit aperture size to receive (sub)aperture

size. Thus (10) reveals that replacing a conventional single-telescope receiver using the same telescope
for transmission and reception by a MR phased array Of equal total receive area that reuses one of its

subapertures for transmission, there is no gain in average CNR at all. 0nly if the transmit aperture is
chosen larger than the receive-subapertures, a CNR gain can be expected_; as the heterodyne efficiency
of the receiver geometry described here _ is 81% for the deterministic case and 42% for the conventional
monostatic backscatter lidar case, the limiting CNR gain only amounts to about 3dB.

Eventhough the achievable gain in average CNR can be quite low for some applications, it is worth con-

sidering the array option: The IF signal's fading strength improves with the number of subapertures, 1'6
the effective receive area can fairly easily be increased, and the overall pointing requirements become
less severe due to the smaller subtelescope sizes.

35 (C,NR_)._ , _ AR o/Xc = 64

-/--- ..........\
30 t/ _ 'AR o/Ac = 36

25 ,_€/

ii g

2O

Ii II

15 -t'€_ .................... ARo/Ac 16

,,,'// _ '

10 .t_ftl,/
5 " .......................................... AR o/Ac 4

1 ='_'--'-' ................. AR.o/Ac 1
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N

Figure 2. Average CNR gain (achievable by replacing a single-telescope receiver by a MR phased
array) as a function of N with the number of speckle ceils per single-telescope aperture area AR,0 as a
parameter.
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Receiver arrays in coherent Lidar wind measurement from space
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1. Introduction

An important limitation of wind Lidar measurement is the speckle effect due to the atmospheric fluctuations.
Receiver arrays (telescope and detector arrays) are considered as a possible solution of this problem.
Our intend is to find if such configurations are useful to improve the wind estimation precision. Results obtained by
simulations of a telescope array in a space system are described in detail in a paper in preparation. Conclusions are
briefly remembered. The presenrpaper is more dedicated to the use of a detector array in wind Lidar systems from
space.

2. Telescope array

The simulation theory of a telescope array, as well as wind measurement simulations from space is described in an
article in preparation 1. It concludes that an array of N telescopes yields better performances than a single telescope
of the same size, but not than N subsequent shots into the same atmosphere.

3. Detector array

Wind measurement with a (2x2) detector array is discussed in this section. A detector array allows independent
signal processing of data coming from several regions of one telescope. For wind measurements from space the
signals of the different channels are correlated. Simulation based on the back-propagated local oscillator theory2 is
thus not applicable. Instead, we simulate the back-scattered optical signal field in the receiver plane.' The theory
behind this simulation is described in references l and 3. Our Lidar simulation tool4 is written in LabVIEW ©.The
atmospheric return signal is received by a balanced heterodyne front-end, which is capable of detecting signals even
at very low SNR conditions 5,and a processing unit, which involves AD-conversion and frequency estimation.
Figure 1 shows statistics concerning a single detector but using the program, which computes the optical fields for a
grid of spatial points on the detector surface (mapping algorithm). This figure shows that no difference exists
between the back-propagated local oscillator and the mapping algorithms. Mean values as well as probability
density functions are comparable for the two algorithms.
The non-homogeneity of the atmosphere is responsible of the scintillation phenomena, which results in temporal and
spatial fluctuations of the back-scattered signal phase and amplitude. Using the new algorithm, spatial speckles are
simulated for different ranges (Figure 2). This figure shows that the larger the distance atmosphere/receiver, the
larger the correlation over the detector surface. In fact, the speckles are smaller for small ranges. Consequently, the
wind estimation improvement capability will be different for a space or a ground system.
In the following simulations, we consider a space based system.

The complex heterodyne signal So(t) is given by

Sc(t) = J, dA Iv(#t)lIV,o(plexp{2.TtitvoFF+ ,(9,t)}, (1)

where V(p,t) is the optical signal field, VLo is the local oscillator field, A is the receiver surface, Vo_ is the offset
frequency and q_(p,t)the phase difference of optical signal field and local oscillator field.
The physical meaningful quantity, the heterodyne signal S(t)= 2Re[So(t)] is depicted in Figure 3. This figure shows
that the speckle effect leads to destructive interference. This can be better understood, if the envelopes of the
heterodyne signal and of the real integrated signal

So(t)=2J,-dAIv ,,tlIv o o)l, (2)
are compared. The real integrated signal represents the envelope of the heterodyne signal, if optical signal field and
local oscillator field would be exactly matched in phase. The result is demonstrated in Figure 3. For three different
times, the intensity and phases distributions of the optical signal field are displayed.
At tz, the heterodyne signal is lower as at h but the intensity is higher. This is due to an interference of speckles
present on the receiver surface. At t,, the three speckles interfere very strong whereas at h the interference is lower.
If each detector will receive a single speckle, the interference signal would be largest (see time t3).In the case, where
more than one speckle is present on the detector and interferes, a detector array, where each of the array elements
receives a single speckle, may be useful.
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From the simulations, it appears clearly that the fluctuations of the heterodyne signal represent not only the temporal
speckle effect but also the spatial speckle effect (see time t2).
An image of the array detector is built in the receiver plane and the four resulting fields are combined with the
(back-propagated) local oscillator field to obtain four optical heterodyne signals. These four signals are then
processed to obtain 4 electrical heterodyne currents.
Figure 4 shows statistical results for a detector array with a coherent summation process61This figure shows that the
results for an array detector are comparable with those of the single detector but no improvement has been reached.
That means the effect of destructive interference in the presence of several speckles on the receiver discussed above
does not influence the wind measurement significantly.
Previous articles on array detectors 6-9deal with good SNR, which is not the case here. Thus some work has to be
done on signal processing which deal with low SNR.

4. 'Conclusion

We introduced a simulation of the back-scattered optical field in the receiver plane, which includes the temporal and
spatial speckle effect. We showed that the new algorithm (mapping) and the classical back-propagated local
oscillator algorithm are equivalent.
The 'improvement expected by using a detector array in coherent wind Lidar is dependent of the base of the system
(ground, airborne or space). This is due to the property of speckles. We showed that a detector array will not
improve the wind estimation in coherent Lidar measurement from space. This is due to the fact, that there are only
few speckles on the telescope and the correlation of the signals of the detectors are therefore too strong to lead to a
significant improvement.

Part of this work is supported by ESA in the frame of the contract No. 12852/NL/SB.
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Figure 1: Comparison of mean results over 200 realisations for the back-propagated local oscillator algorithm (no
mapping) and the receiver surface (mapping) algorithm, The left display shows true values (green curve), mean
curves (solid lines) and standard deviations (dashed lines) as functions of altitude. The right curves show the
corresponding probability density functions (PDF) at 6.1 (lower curves), 14.3 (middle curves) and 17.3 km (,upper
curves).

Intensity Phase
1 m._.____ 1 rr,-.-----

i - 2

__. Space system
Range = 460 k_

0_ :_%

Ground systen
Range = 2 km

_.2_ _---0,2 rm-----
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integrated: this representsthe illumination of the detector. Complex integration meansthat the complete optical field
is considered (inclusive phases)and after the integration only the amplitude Of the signal is considered: this is the
envelope of the heterodyne signal. The lower picture represents the illumination and the phase on the detector
surface at three times.
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Coherent Laser Radar using an injection seeded
Q-switched Erbium:glass laser

Andrew McGrath, Jesper Munch and Peter Veitch
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Introduction.
We have developed a promising new concept for a coherent laser radar, based on
injection seeding of a Q-switched, Er:glass laser. This laser is attractive because it lases at
the optimum wavelength for eye safe operation, and because it can make use of the
technology developed for optical communications at 1.541am.The wavelength advantage
permits the laser to emit 10 times more energy in a single pulse than is allowed at 21_m_.
The Er:glass laser should therefore enjoy an increase in maximum useful range of a factor
of 3 as compared with the 2l_msystem, with other i_actorskept constant for ease of
comparison. However, the Q-switched Er:glass laser has suffered from a poor reputation
for coherent sensing due to low pulse repetition frequency, limited by thermal
conductivity of the glass, low efficiency due to being a 3 level laser, and due to the
popular notion that a three level laser cannot be injection seeded. We shall attempt to
demonstrate that these notions are unjustified, and that the Er:glass system may be an
ideal approach for many coherent laser sensing applications.

Preliminary Experiments.
In recently published work a, we demonstrated that the three level Er:glass laser could
operate as a long pulse, Q-switched laser, and could be injection seeded to operate on a
single, transform limited frequency. The laser used was a flash-lamp pumped, Q-switched
laser capable of producing 30 mJ in a 400ns pulse at 1535nm. However, the master
oscillator (MO) available, was a commercial, diode pumped, single frequency laser
emitting 50mW at 1552nm, and the wavelength was not tunable. The capability to
injection seed was therefore demonstrated at the latter wavelength by tuning the power
oscillator away from line center using a grating as an end mirror in the laser. At this
wavelength only 1-2mJ per pulse was produced. A diagram of the laser transmitter is
shown in Figure--1.When injection seeded, the output pulse was transform limited as
shown in Figure 2. More recently we used the laser to measure the Doppler shift of a
moving, hard target to a resolution of lrn/s as shown in Figure 3. This work established
that it was feasible to use an Er:glass host as a coherent laser radar. The first generation
laser did suffer from several shortcomings, however, including the wavelength detuning,
low pulse repetition rate, and a difficulty in maintaining reliable injection seeding from
pulse to pulse. Below we shall discuss the improvements currently in progress.

Laser Radar design.
The new power oscillator will be an InGaAs-diode laser pumped Er:glass side pumped

• • 3 nslab laser, based on the coplanar folded zlg-zag slab laser (CPFS) architecture, a
architecture which we have previously successfully used for cw injection locking 4.This
architecture is advantageous because of the high slope efficiency achieved, approaching
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.thatof end pumped architectures, its lack of need of optical coatings, and its ability to be
scaled to high powers. Furthermore, the architecture is naturally suited for compact ring
laser geometries, ideal for injection seeding. Although a three level laser will have a high
pump threshold (approximately 300mJ), the total energy deposited in the glass using
diode laser pumping will be at least a factor of 30 lower than that of flash lamp pumping,
thus permitting a corresponding increase in the PRF, while keeping the glass at a
comparable average temperature. We estimate that a 30mJ laser with 500ns pulses will be
able to operate close to 100Hz, and will in practice be limited by the maximum average
power from available pulsed diode pump lasers rather than the Er:glass host. This laser
will be locked to a single frequency Er doped fiber laser.

We have already addressed and solved a major technical obstacle of reliable injection
seeding of long pulse, comparatively low gain, Q-switched oscillators. Although injection
seeding is a well-known technique, which is even available on commercial lasers, it is
usually applied to short pulse, high gain lasers, initiating well above threshold. In this
case injection seeding is very easy, because the seed is strongly amplified, and the
frequency matching criteria for the MO into the power oscillator is relaxed. For long
pulse, coherent laser radar applications, a large number of round trips of the seed is
required to produce an injection seeded output pulse, and the frequency matching
requirements are much more stringent. We have developed and demonstrated anew. and
improved servo system specifically developed for this application 5. Our system uses the
build-up time technique as the discriminant for frequency matching, but in contrast to
existing servos, our system utilises a discrete stepping type feedback that is much more
robust for Q-switched lasers with a narrow injection seeding range. The system has been
demonstrated on a 20mJ per pulse, 50Hz PRF, Nd:YAG ring laser, and works with high
efficiency, seeding every pulse, and resulting in guaranteed transform limited outputs as
shown in Figure 4.

Conclusion.
We have shown that Er:glass lasers can be used as coherent laser radar transmitters, and
we are currently building a reliable, second generation device, designed to operate
efficiently near line center. The resulting laser is expected to deliver 30mJ per pulse at
close to 50Hz PRF with 500ns long,transform limited pulses.
This work was supported in part by _ research grant from the Australian Defence Science
and Technology Organisation.
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1. Introduction

Space based coherent lidar for global wind measurement requires an all solid state laser system with high energy,
high efficiency and narrow linewidth that operates in the eye safe region. A Q-switched, diode pumped Ho:Tm:YLF 2-gm
laser with output energy of as much as 125 mJ at6 Hz with an optical-to-optical efficiency of 3% has been reported I. Single
frequency operation of the laser was achieved by injection seeding. The design of this laser is being incorporated into
NASA's SPARCLE ( SPAce Readiness Coherent Lidar Experiment) wind lidar mission. Laser output energy ranging from
500 rnJ to 2 J is required for an operational space coherent lidar. We previously developed a high energy Ho:Tm:YLF master
oscillator and side pumped power amplifier system _ and demonstrated a 600-mJ single frequency pulse at a repetition rate of
10 Hz. Although the output energy is high, the optical-to-optical efficiency is only about 2%. Designing a high energy,
highly efficient, conductively cooled 2-gm laser remains a challenge. In this paper, the preliminary result of an end-pumped
amplifier that has a potential to provide a factor 3 of improvement in the system efficiency is reported.

2. Experiment

A high energy Ho:Tm:YLF 2-gm laser usually consists of an oscillator and multiple amplifier stages. Efficient
amplification of the 2-gm laser is important since the amplifier will consume most of the available electrical power. To date,
most of the 2-gin amplifiers have used a transverse or side-pumped laser rod configuration to pump the laser gain medium.
In laser rod geometry, it is difficult to extract the energy stored near the lateral surfaces of the laser rod, which limits the
efficiency of the system. A longitudinal or end-pumped configuration, on the other hand, only the center of the disk can be
pumped which allows the beam to be amplified to access all of the pumped volume without suffering diffraction losses.
Figure I shows the optical layout used in the end-pumped disk amplifier. The diode laser assembly consists of two laser
diode arrays (LDA). Each LDA has 13 laser-diode bars with peak output power of I00 W per bar. A microcylindrical lens is
attached near each surface of the laser bar. The effect of the cylindrical lens is to collimate the fast-axis radiation of a LDA

from a FWHM spread of about 40 ° to 2°, increasing the brightness of the radiation 3. The divergence of the slow-axis
radiation of a diode array remains at -10 °.

M1 Ho:Tm:YLF Q-S M2 Detector Ho:Tm:YLF disk Lens duct Diode Laser

Figure I. Optical layout of the end pumped disk amplifier
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A nonimaging lens duct is used to couple the radiation from the laser diode arrays to the laser disk. The use of a
lens duct can significantly increase the irradiance of LDA's on a laser disk4. The lens duct has the advantages of high
coupling efficiency and simple structure, which are essential for the design of high power amplifiers with large laser diode
arrays as the pump source. The lens duct consists of one spherical input surface and five planar surfaces. The spherical
surface is designed to efficiently couple the output radiation from laser diode arrays into the lens duct. As the light rays
travel through the lens duct, they may be incident on one of the four canted side surfaces. If so, they are totally reflected
from the side surfaces. The output surface is octagonal with a diagonal distance of 0.35 cm, which mimics the circle shape of
the laser gain medium. The input surface of the lens duct is 3.5 cm x 1.5 cm with a radius of curvature of 3.5 cm. The axial
length of the lens duct from input surface to output surface is 10.3 cm. The measured coupling efficiency of the lens duct is
greater than 83%. It is quite low compared to the ray trace model, which indicates a 98% coupling efficiency. The reason is
that the microcylindrical lens may not be perfectly aligned with the emitting junctions of the laser diodes bar, resulting in
poor transmission of the diode rays through the lens duct. The lens duct alignment is not sensitive to linear translation, but it
is very, sensitive to angular adjustment. The diode pump radiation enters the input surface of a Ho:Tm:YLF disk after
leaving the lens duct. The input surface of the laser disk is located 0.5 mm from the output surface of the lens duct. The
laser disk is currently water-cooled to a temperature of 15° C, but can easily be changed to a conductively cooled system.
The input surface of the laser disk is dichroic, with high reflection at 2-_tmand high transmission at 792 nm. The exit surface
of the laser disk is antirefiection coated at 2-_tm. The c-axis of the laser disk i_parallel to the polarization of the diode laser.

The probe beam from the oscillator is directed to the laser disk by two turning mirrors so it can be easily scanned
through the laser disk to find a maximum gain position. A half wave plate is inserted into the beam path to align the probe
beam polarization with the c-axis of the Ho:Tm:YLF disk. The probe beam enters into the disk with a small angle. It is
reflected by the other side of the laser disk and double passes the gain medium. A detector is used to record the amplified
laser •energy.

3. Result and Discussion

A set of Ho:Tm:YLF disks with different doping concentrations and disk thickness is used in the amplifier
experiment. The probe beam energy in normal mode is varied from 29 mJ to 198 mJ to cover wide input range. The probe
energy in Q-Switch mode is varied from 27 mJ to 37 mJ. Figures 2a and 2b show the amplifier performance for the set of
laser disks for a probe beam of 37 mJ in Q-switch mode and 198mJ in normal mode, respectively.
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Figure 2b. End pumped disk Amplifier performance, with a probe beam energy of !98 mJ in normal mode

The amplifier reaches transparency at a pump energy of - 400 mJ jn all cases. As the pump energy increases, the
probe beam energy is amplified. The amplifier gain is a function of both doping concentration and disk thickness. For the
laser materials examined in this study, a 6% Tm and 1% Ho doping concentration shows the most gain. These measurements
concur with a mode! simulation, which indicated that the amplifier gain would increase with increasing Ho concentration for
a certain pump energy level. With a small probe energy of 27 mJ in normal mode, a gain of 2 is obtained for a doping
concentration of 6% Tm and 1% Ho. For a larger probe energy, the laser gain medium becomes saturated, thus reducing the
gain to 1.5. More than 100 mJ of energy is extracted from the gain medium when a probe beam of 198 mJ is used. In Q-
switch operation mode, the amplified energy is a little smaller than that in the normal mode. For a doping concentration of
6% Tm and 1% Ho laser disk, the gain is reduced to 1.72 for a input probe energy of 27 mJ in Q-switch mode.

A significant improvement in optical-to-optical efficiency has been obtained with the end-pumped disk amplifier.
Previously, the side pumped rod amplifier yielded an optical efficiency of only 2%. With the same input energy an optical-
to-optical efficiency of 5.6% has been obtained using the end-pumped configuration. The efficiency of this system can be
further augmented by adjusting the alignment of the lens duct with the pump diodes and by optimizing the doping
concentration and thickness of the laser disk.

4. Conclusion

An end-pumped Ho:Tm:YLF disk amplifier operating at room temperature has been demonstrated. Compared with
a side pumped Ho:Tm:YLF amplifier, the end-pumped disk amplifier provides similar gain with much higher efficiency. An
optical-to-optical efficiency of 6% is achievable with this system. The configuration of the end-pumped disk amplifier is
quite simple and it can easily be conductively cooled. It is also relatively easy to scale up the energy by putting several
amplifiers in series. This highly efficient disk amplifier is a promising candidate for use in an efficient, space lidar system.
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A Proposed 1.55 tim Solid State Laser System for Remote Wind Sensing
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A. Introduction
Coherentlidar is an importanttool in weatherpredictionand the understandingof global climate.

Specifically, this tool can be used to measure troposphericwinds from space. Measuringglobal winds
would provide much needed data that can be incorporatedinto climatemodeling1. For many years, CO2
lasers have been used as the transmittersource in these coherent lidar systems2. In recent years there has
been a move towards usingdiode-pumpedsolid-state lasersat 2 um3. We propose a new high-powerdiode-
pumped solid-state laser based on Yb:YAG and an optical parametric amplifier system to serve as the
source in lidar systems. This systemis eye-safe3with outputat 1.55 _tmandis scalable to the pulse energies
appropriateforspace based global windsensing.

The operational specifications of the proposed laser transmitterare determined by the overall
performancespecifications of the lidarsystem. For example,a pulse energyof 2 J, at a wavelengthof 1.55
gm, is required to achieve adequateSNR to detect 1 m/s windspeeds for a 200 km altitude receiver4. To
meet these system specifications we propose a new design approachthat incorporatesa novel laser-diode
edge-pumped Yb:YAG slab amplifier,operatingwith 3.8 J, 1 gs pulses at a 10 Hz repetitionrate, and an
optical parametric amplifier to convert the 1.03 gm radiationto 1.55 gin. Operatingat 1 _tspulse lengths
allows the 3.8 J amplifier to operatebelow the optical materialsdamagefluence level while maintaining
efficient energyextraction. Operatingat 1.55 gm decreases beamdivergencecompared to 2 gm and 10 gm
sources with an equivalent aperture size3. Additionally, for wind velocity measurements,operation at
shorterwavelengths enables better range resolutionforequivalentvelocity resolution. An importantbenefit
of 1.55 pm wavelength operation is the opportunity to utilize telecommunicationstechnology such as
oscillators, erbium-doped fiber amplifiers (EDFA), pre-amplifiers, couplers, and detectors. Based on
improvements in laser diode brightness, the edge-pumpedslab geometry,and improved nonlinear optical
materials, we will describe a laser system design that is efficient, robust and meets the power and heat
requirementsof a space based laser system. This paper focuses on the power-amplifier and the nonlinear
frequencyconversionsubsystems.

,_ B. Laser Transmitter
2J, 1ps,1.55 pro, 10 Hz , To meet the source

_l@],,55t.lm) Output requirements, we propose a laser
Xs xs system ,based on a MOPA

__'__ Txs configuration, a traditional technique

/_ i _.__.2 for scaling laser systems to high
powers while maintaining good beam

10mJ ) / quality and coherence. The proposedPre-AmpllflerJ laser system consists of a master-

oscillator, pre-amplifier, pulse shaper,
\ e-_ 3.8J "l<---_ 400 mJ amplifier, and a 3.8 J multi-
,/_,,. Power-Amplifier ,_'-----'-_J__ pass power-amplifier. The MOPA

CTemporalandSpatlal'_ ] Silicon._____" configuration provides the ability to

_.,Pulse Shaping Devtces_ _ Deformable Mirror tailor the pulse width, beam

N_ " >[4 ___.___- divergence, and spectral width of the130mJAmplifier output pulses with low power
components prior to the power

Figure1:Schematicof the iasersystemfor coherentlidar amplifier. The scaling to high output
applications, pulse energy is determined by the

power amplifier design. The MOPA
design enables the system to operate

with arbitrary pulse lengths, good coherence control, and better power and timing stability than
conventional Q-switched lasers.

The first step in the design of the laser is a master-oscillator that can be shaped and amplified to
meet the final source specifications. Due to the master oscillator frequency and power stability
requirements, we have selected the laser-diode-pumped non-planar ring oscillator (NPRO)5as the basis for
the master-oscillator design. The NPRO oscillates in single axial mode, with a few kHz linewidth. Research
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is under way to develop an Yb:YAG NPRO master oscillator. External modulation can be used to obtain the
1 laspulse at 10 Hz required at the input to the pre-amplifier.

To reach output energies of 3.8 J/pulse, several stages of amplification are required. The first
amplification stage, the pre-amplifier, increases the 1_J pulses to an output energy of I0 mJ. A 62 dB gain
multiple-pass slab geometry amplifier has been demonstrated in Nd:YAG systems6'7.This system was
capable of generating 10 mJ pulses, with jas pulse lengths, at 10 Hz. The limitation to this flashlamp-
pumped system's repetition rate were thermal effects, which can be reduced in laser-diode-pumped multiple-
pass amplifier designs.

The proposed laser system should generate pulses that are square pulses in time, and have super-
gaussian flat-top beam spatial profiles. The amplification process distorts the amplified beam, both
temporally and Spatially, due to gain saturation within the amplifier.8'9 Therefore, the input to the 400 mJ
amplifier must be temporally and spatially tailored to ensure that the amplifier, while distorting the input,
produces the required output pulse shape. Additionally, spatial profile shaping is critical to ensure efficient
energy extraction from the power amplifier. For the purpose of this design, we estimate that the pulse
shaping stage has a 10% efficiency so that 1 mJ is produced as input to the 400 mJ amplifier.

Due to thermal loading the pulse will undergo wavefront distortions as it passes through the power
amplifier8. Recent advances in the development of micromachined silicon deformable mirrors indicate that
these devices can be used to correct for thermally induced beam distortions without inducing significant loss
or scatter on the beam.I°

C. Power Amplifier
The key technical chaUenge in the design of a 3.8 MW peak power, 38 W of average power (3.8

J/pulse @ I:03 lam, 1 las, 10 Hz rep rate) laser system is the design of the power amplifier. The
optimization of a power amplifier design that meets these requirements and operates below the materials
optical damage fluence, while effectively saturating the amplifiers for efficient energy extraction, is the key
to building an effective laser transmitter. At the 10 Hz repetition rate, the slab is well below the stress
fracture limit. The maximum fluence that can be extracted in a 10 nsec pulse is limited by optical damage
to about 10 J/cmz in Yb:YAG. Empirical studies indicate that the surface damage fluence increases as the
square root of the pulse length9. Thus, we can expect to extract a maximum of 100 J/cm2in a 1 _ts pulse.
Using this information we proceed with a brief description of the edge-pumping geometry and a preliminary
point design fora 3.8 J/pulse power amplifier.

i. Edge-Pumped, Conduction-Cooled Slab Amplifier
Zig-zag slabs have been demonstrated as effective oscillator and amplifier geometries for power

scaling laser systems while retaining good beam quality.tI We propose a design based on Stanford's new
edge-pumped, eonductively cooled solid-

Pumping state zig-zag slab lasers. Figure 2 shows
the basic geometry of a zig-zag slab

I amplifier illustrating edge-pumping and
conductive cooling. The key idea is to
decouple the cooling interface and the

Heat Flow Heat Flow optica! pumping interface. The result is a
_.d _ simpler, more robust, and more efficient
"_ y amplifier. Pumping along the slab width

also allows lower doping and thus reduces
W_ the threShold in comparison with face-

Foil _ pumped Yb:YAG. This new edge-pumpeddesign is discussed by Tulloch,et. al. 12
This design can be power scaled

YAG Crystal Pumping by increasing the slab aperture, to avoid

Figure2 : Cross-sectionalviewof theedge-pumpedslab optical damage, while maintaining the
amplifiergeometry.The conductively-cooledslab is clamped pump power density. By using conduction
ina copperhousing.Pumplightis incidentfromboth thetop cooling, the cumbersome use of water in
andbottomof the slab. The opticalpathis outof the page. space is avoided.
Indiumfoil is used toensurea uniformthermalcontactwiththe The edge-pumped laser concept
heatsink. has been demonstrated by our group using

laser-diode-pumped Nd:YAG 13. A 4.5 mm
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wide slab with a 3:1 aspect ratio was recently operated as a multi-mode oscillator with a yield of 127 W of
cw output power for 300 W of input pump power. The slope efficiency was 55%, and laser diode
absorption efficiency was 95%. Two-sided pumping provides symmetric heating in the pumping direction
and efficient pump absorption can be attained with limited thermal lensing.

An important feature of our design is the use of fiber-coupled laser diode arrays as the optical
pumping source. Fiber-coupled laser diode arrays provide higher brightness pumping than 2-D diode
arrays, which is critical for the Yb:YAG design. Additionally, there are several engineering advantages to
the use of fiber-coupled laser diodes. Fiber coupling of the pump diodes allows the laser diodes and power
supplies to be remotely located, separating the task of laser diode heat removal from the task of heat
removal from the amplifier head. Further, large numbers of laser diodes offer slow degradation in
performance since loss of a few laser diodes is relatively insignificant.

ii. Preliminary Point Design
The amplifier output vs. input curves can be calculated by using the Franz-Nodvik relations. 9.13

The critical parameters in this calculation are the amplifier unsaturated gain, go1, and the saturation fluence
of the gain medium, Es. Amplified spontaneous emission and parasitic oscillations set the practical
limitation on the gain in high power amplifiers. For these initial calculations the unsaturated single pass
gain was set to goI = 3, a conservative estimate compared to data available in the current literature.9

5 Efficient energy

_ extraction from an amplifier
4.5 requires that the amplified pulse

4 (" ........ 1 ps pulse. 50% of opticQI damoge threshold , fluence is comparable to the

8 3.5 ............. i_2cm ........ t_:_gnP°_nt_S'_-J ThisSaturati°ndesignflUenCeparameterof the amplifier.makes

_ ¢__ _ reducing the cross sectional area

3 of the amplifier desirable.
2.5 However, the engineering optical

$ damage limitation of I00 J/cm2

makes increasing the cross
"5 1.5 sectional area of the amplifier
0 desirable. This is the fundamental

1 design tradeoff treated in this
0.5 initial calculation. At

present laser diodes to pump
°o _ _ _ 8 10 Yb:YAG at 940 nm are able to

Pumpenergyperpulse(d) deliver 50 W of cw power with a
Figure 3: Yb:YAG power-amplifier output energy as a function of pump 600 _m core fiber. Since the
energy. The calculationincludesa 400 mJ of input energy,300 K crystal upper state lifetime of Yb:YAG is
temperature,2.6 % Yb dopingconcentration,10J/cm2 saturationfluence, 1 ms, we propose to modulate the
and 4 J energystored in the gain medium. The opticaldamagethreshold cw laser diode source such that we

wasconservativelychosentobe 70J/cm2. obtain a I ms pump pulse at l0
Hz, corresponding to a 1 %

operational duty cycle. The use of laser diodes at a 1% duty cycle should offer long operational lifetimes
since each laser diode is rated >20,000 hours for cw operation.

Our design optimizes the length, width, and thickness of the slab by considering the following
constraints: stress fracture, pumping absorption efficiency and uniformity of pumping, requisite slab area
for close-packed pumping fibers, a small signal gain (g01)° 3 to avoid parasitic oscillations, and a 55 %
safety margin to prevent optical damage of crystal faces.

Figure 3 shows the Yb:YAG amplifier output energy vs. pump energy for a double pass amplifier

operation with slab dimensions optimized tbr the 3.8 J operating point. The slab aperture of 0.12 cm? and

the operation fluence level of 23 J/cm2,places the laser well below the expected 100 J/cm2damage level for
1 Its pulses. Thus, we can see from Figure 3 that an input of 400 mJ into the double-pass power- amplifier
yields an output of 3.8 J in a 1 _aspulse.
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D. Nonlinear Frequency Conversion
Using nonlinear parametric conversion, the 1.03/am laser can be frequency shifted to 1.55 lam for

eye-safe operation. To accomplish this task, we propose periodically poled lithium niobate (PPLN) as the
nonlinear frequency conversion material in a quasi-phasematched(QPM) 14optical parametricamplifier
(OPA).15

The local oscillator for the
OPA '1 OPA 2 OPA 3

1.55 gm light can be generated by

Ps = ] _ Ps : 125 Ps =2 J a telecommunicationslaser diode
followed by an erbium-d0Ped--- 11111111[111

Pp= 1us. fiber amplifier. Three OPA's arePp = 233 #,J_ lOHz

EI=2.3cm L2=2.3cm @].S5,r used in series to ensure that
w]= 19_tm w2=215tam L3= 2.3cm crystal lengths are long enough to

Xi=3.07 !am._,s=1.55 }.tm,Lp=1.03 p.m wa = 2.4 mm achieve high conversion
Figure4: Threestageopticalparametricamplifier.OPA crystallength, efficiency, but short enough to
L, and pumpbeam waist,w, are providedfor reference, maintMn reasonable temperature

bandwidths. The crystal was
designed to have a grating period of 26 um, and an operating point of 180 degrees C, to avoid
photorefractive damage. The spot sizes are scaled up in each crystal to prevent optical damage while
maintaining enough intensity for efficient conversion. The OPA's have been optimized to operate at 60% of

the 33 J/cm2optical damage levelt4 for a 1 /as pulse. These calculations were based on the use of super-
gaussian pump beams operating at 80% of the OPA theoretical conversion limit.

E. Sununary
We have proposed a design for the laser transmitter that can be used for a space-based lidar

system. The edge-pumped slab geometry and the availabilityof high brightness fiber-coupled laser diodes
have enabled the design of the 3.8 J power amplifier. Extracting the energy in 1 /as pulses provides the
ability to saturate the power amplifier for efficient energy extraction while operating below the optical
damage limit. The low quantumdefect of Yb:YAG results in high energy storage and low thermalloading
in the power amplifier. This means that the potential overall electrical-to-optical efficiency of the
transmitteris quite high. Parametricfrequency conversion of the amplified 1.03 pm radiationto 1155pm
provides an eye-safe source operatingat a 10 Hz repetition rate with 2 J, 1 _s pulses. By selecting the 1.55
/am wavelength for the transmitterwe can utilizethe highly developed fiber telecommunicationstechnology
for the development of an OPA seed sourceand thecoherent lidarreceiver subsystem.
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High-EfficiencyAutonomousCoherentLidar
Philip Gatt, Sammy W. Henderson and Stephen M. Harmon
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Lafayette, CO 80026

INTRODUCTION reported by many authors2,3,4,5. The exact value is
dependent upon the particular architecture chosen.

A useful measure of sensor performance is the For the case where both the transmit and the back-
transceiver system efficiency qsys. Which consists of propagated local oscillator (BPLO) fields are matched
the antenna efficiency Tla,and optical and electronic truncated Gaussian beams the limit is 40.1%. Other
losses. Typically, the lidar equation and the antenna losses prevent operation at this level. For example,
efficiency are defined in terms of the telescope using a near-optimal design andcareful assembly
aperture area. However, during the assembly of a procedures, CTI routinely obtains system efficiencies
coherent transceiver, it is important to measure the on the order of 15-20%. The system efficiency is a
system efficiency before the installation of the beam- composite of many factors. Namely,
expanding telescope (i.e., the untruncated-beam
system efficiency). Therefore, to accommodate both rlsy s = rlhqTq°qq rlsn" (2)

truncated and untruncated beam efficiency Where _his the heterodyne efficiency which accounts
measurements, we define the lidar equation and the for beam misalignment and wavefront distortion, qT
antenna efficiency in terms of the beam area rather represents the aperture truncation loss, qo accounts for
than the commonly used aperture area referenced optical losses (Fresnel reflections, beam splitter
definition. With a well-designed Gaussian-beam losses, etc.), qq is the detector quantum efficiency
lidar, aperture area referenced system efficiencies of (assumed to be constant over the detector area) and
15 to 20 % (23-31% relative to the beam area) are qsn is the reduction in SN-Rdue to an imperfect shot-
readily achievable, noise ratio.

In this paper we compare the differences between The truncation efficiency, for a TEM00 Gaussian
these efficiency definitions. We then describe beam truncated by a clear circular aperture, is given
techniques by which high efficiency can be achieved, by qT = 1-exp[-2/pT2]• Where 9T = O3o/ais the
followed by a discussion several novel auto- beam truncation ratio, coo is the 1/e2 intensity
alignment techniques developed to maintain high Gaussian beam radius at the telescope aperture and a
efficiency, is the aperture radius.

APERTURE REFERENCED EFFICIENCY The shot-noise efficiency is given by rlsn = (NT- Nd)/
N T. Where N T is the total system noise including LO

The lidar system efficiency rlsys represents the induced shot-noise and Nd is the dark noise (i.e.,
reduction in signal-to-noise ratio (SNR) from that when the LO is deactivated).
predicted by the throughput (lidar) equation for an
ideal lidar. For a coherent lidar illuminating a diffuse The heterodyne efficiency, as defined by Fink6, is the
target, the SNR is given by ratio of the detected signal power to the available

signal power, assuming perfect quantum efficiency.
PTp_tT2YAr (1) Using this definition, the SNR can be written as

SNR = rlsys hub z 2
rlqPs (3)

Where, PT is the transmitted laser power, PTtis the SNR = rlh h----_
target backscatter reflectance (sr-1), T is the one-way
transmittance of the atmosphere, ,{ represents the loss Where, Ps is the average signal power available for

detection. Fink showed that the heterodyne efficiency
due to refractive turbulence 1,Ar is the collection area is given by the detector plane overlap integral of theof the receiver aperture (Tta2),h is Plank's constant, v
is the laser frequency, B is the receiver bandwidth and signal field and the LO field.

"z is the target range. OAdIU,IIULoidA . (4)

The theoretical far-field system efficiency limit, for a rlh= 12 [2 '----qmix?lPGaussian-beam lidar with a circular aperture has been !_o]Us da IAdIULo dA
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Where, Us and ULO are the detector plane signal and the receiver window function. For the case of an
LO fields respectively, and Ad is the area of the untruncated Gaussian transmit beam, the receiver
detector. The heterodyne efficiency is the product of window function is the transmit beam amplitude
the mixing efficiency qmix and the fraction of the profile normalized to unit on-axis amplitude. For this
signal power collected by the aperture incident on the receiver window, the effective area is just nCOo2.
finite detector rlp. The mixing efficiency is defined Therefore, for an untruncated Gaussian beam lidar,
as the overlap efficiency of the two fields on the we define the SNR as

detector and is unity if the two fields are PTpxT27¢rc°2 (5)
proportional 7. Throughout the rest of this paper we SNR= rlsyscoo hoB z 2assume the detector is infinite and therefore make no

further distinction between the mixing and heterodyne Where, rlsys0_ois the system efficiency referenced to
efficiencies, the beam area, which is given by

When considering the optimal beam truncation ratio qsysa_o = rlacoorlorlqqsn '. (6)
PT, the efficiency parameter to optimize is the
antenna efficiency rla = TlhrlT, since it accounts for and rlao)o is the beam area referenced antenna
both beam truncation and heterodyne efficiency. In efficiency, which is equal to the aperture referenced
the far-field, with matched truncated Gaussian antenna efficiency divided by the square of the
transmit and BPLO fields, the optimum truncation truncation ratio. That is

ratio is 80.2% corresponding to a peak antenna rla_o=rla/P]" (7)
efficiency of 40.1% or a heterodyne efficiency of
41.9%3. In Figure 1, we plot these two antenna efficiencies

versus the truncation ratio. This figure shows that the
BEAM REFERENCED EFFICIENCY optimum truncation ratio is - 80% and the

In practice, it is desirable to measure the system corresponding antenna efficiency is 40.1% (62.6 %
efficiency of a coherent transceiver and compare this for the efficiency referenced to beam area).

number to the theoretical optimum. These AntennaEfficiency
........ = ......... i ......... = .........

measurements provide a figure of merit of the 1°° _-_." ;_:2.00um
coherent lidar. Furthermore it is often desirable to .'- -'_1. wo:4.00orn

measure the sensors efficiency before the installation lo.1 ., \',, _Rango:1.Oe,007k.• . " "_ " ,, " rocus: 1.0eo,.OO7kll:

of the beam-expanding telescope. _ ,' "N. "-_ _t wo:
o.oo

_. " ,,F,.-wo:0.00

Untruncated "small" beam efficiency measurements , -_~.
10-_ r . _,,

have several advantages over large-beam _ ; _. -~..
measurements. First, for small beam measurements,
it is much easier to conduct the measurement in the < lo._
far-field, where the efficiency is most sensitive to Efficiency

beam misalignments and wavefront distortion. _.*_,
Second, the efficiency loss due to refractive lo4 .......................................
turbulence is minimized for the small beam 0 1 2 3 4.

I Truncation Ratlo,pmeasurements, since the far-field path-lengths are
shorter yielding a turbulence-induced transverse Figure 1. Collimated TEM0o Gaussian beam antenna

coherence length Po which is much larger than the efficiencyrelative to the beam area rl.... (solid)and the
beam radius. Third, small beam measurements prior apertureareaq, (dash),fora far-fieldtarget.
to installation of the telescope facilitate estimation of
the losses from the telescope separate from the rest of TECHNIQUES TO IMPROVE EFFICIENCY

the transceiver. For a well designed coherent lidar with a high quality
The standard form of the SNR equation does not lend TEM00 Gaussian beam laser, a total system
itself to the calculation of the untruncated beam efficiency of 15-20% can be achieved: For example,
efficiency, since the aperture area of an untruncated the efficiency estimate from Figure 2 is 18.6% (29.1
beam is infinite and the corresponding antenna % relative to the beam area). Note, in the Figure, a 90
efficiency is zero. To mitigate -this problem, we % depolarization loss due to imperfect optics and a 90
define the SNR in terms of the "effective" receiver % misalignment (or wavefront distortion) loss was
area defined as the two dimensional spatial integral of included. Lower misalignment (or wavefront
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distortion) losses can be achieved and maintained via resultant mixed field is detected on a quadrant
the use of auto-alignment techniques. Lasers that photodetector (D1). The relative phase difference,
produce non-diffraction limited beams can reduce this A0, between the RF photocurrents, ia and ib, from
efficiency substantially. The detector quantum two vertically adjacent elements of the quadrant
efficiency plays an important role in system detector can be shown to be a measure of the relative
efficiency budget. Recent advancements in 2 _tm tip (or tilt using horizontally adjacent detector
detector technology have produced detectors with elements) between the two beams.
quantum efficiencies greater than 90%.

System Efficiency 18.6(29.1) % L* & SampledOptical Efficiency 79% _ D2

Polarizer HR Depolarization 90% TransmitBeamPerfect Antenna Eft. 40.1 (62.6)% / Signal
Misalignment, etc. 90% Detector

Detector QE 80% E_I 0 0
Shot Noise (10:t) 91% _ _-

LO Beam

t0/90 Beam

]:cw Mas_a_'] Z/4 Window Control Unit
[:;OsclllatOrli ! 99.5% 99°/o 99% Transmit To telescope

T/R ] M4

Beam Polarizer N ] or scanner
Lens 99"/, Total Optical Efficiency 79% ",,.-

Detector 80% Polarizer (2x) 98% HR (4x) 98% r
M4 (2x) 98% Telescope (2x) 90%
Scanner (2x) 980 Window (2x) 980 Figure 3. OFDP optical block diagram
Beam Splitter 90% Lens 990

The error signal, _(t), depicted in Figure 4 is, under
Figure 2. Coherent lidar block diagram and efficiency locked conditions, proportional to the RF phase
estimate. The systemefficiencyin parenthesisis the beam difference when the phase delay, dp,is set to n/2. This
referencedsystemefficiency,q,yswo error signal is used to drive a beam controller, which

TRANSCIEVER AUTOALIGNMENT adjusts the tip (or tilt) of the sampled transmit beam
in such a fashion as to drive the error signal to zero.

One of the largest potential efficiency loss Lateral beam offsets can also be sensed and
mechanisms is the loss due to lateral and angular compensated using a second set of servo electronics
misalignment between the received photons and the and an additional quadrant detector (D2) at the focus
local oscillator (LO). To maintain high efficiency of a lens, which transforms lateral beam offsets into
throughout the sensor lifetime, transceiver angular misalignments.
autoalignment technologies are needed. CTI has
investigated several novel autoalignment techniques. HeterodyneDetected RF ErrorRF Signals ia(t), Ib(t) Multiplier Signal s(t)

In the first technique, called "Signal Tracking," the
return signal photons are aligned to the local ia(t)_

r'--i _ /X%._ LPF : I'--"_;:

oscillator beam. In this approach, the heterodyne ib(t) _ _(t) I €ontrollerIsignals from a multi-element detector are used to ,Fixed or Variable I

estimate the axis of the received photons. This Pha.Oo,a_,, I
technique is attractive because it operates on the Quadrant lDetector(sideview)

received signal photons. However, it requires _ M,sa,,gn_
multiple pulse averaging and needs a separate method ,.(t) _ _ ] _np__.Beam

to sense the lateral misalignments. The performance _ < [ _l ico°,,**../of this technique is in the process of being published ,,,(t) _:
Reference I Aligned

elsewhere and will not be given further attention here. sea.,' outputSoam

CTI has developed another transceiver autoalignment Figure4. OFDPservoelectronicsfunctionaldiagram.

technology called the "Offset Frequency Differential A beam and receiver simulation model was developed
Phase" (OFDP) technique, which is depicted in to predict the characteristic shape of the open loop
Figures 3 and 4. In this technique, the L* beam is error signal as a function of beam misalignment for a
mixed with a back-propagated frequency-offset given set of beam parameters. In Figure 5, we present
transmit beam (an alternate approach mixes a back- the dependence of the open loop error signal on
propagated L* with the transmit beam). The relative beam tilts, _, for various values of the phase
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delay qb. As can be seen in the figure, the open loop system efficiency on the order of 15-20% (23-31%
error signal is, for small tilts, directly proportional to relative to the beam area) is achievable using efficient
the relative tilt between the two beams when dOis designs. We concluded with a discussion of novel
adjusted to n/2. The locking range of the closed loop techniques to maintain beam alignment and
servo can be shown to be slightly greater than +/- demonstrated the OFDP technique's open loop tilt
L/Deft, where Deft is the smaller of the detector sensing performance.
diameter or the beam diameter.

DetDIsm'Tan(TIIt)/k
The figure also shows that by adjusting the phase .3 -2 -1 1 a 3
delay q_,the system can lock the beams to arbitrary 3 npc,,_ ...... : ............
tilts (i.e., for fixed-lag-angle compensation). For 2- --o.0, A! ...... o.no ._ -.',,

_ -- t.00

example, given the base-case parameters indicated in _ 1- "-' t_

Figure 5, al mrad lag-angle offset can be maintained _ a___ ..... •::-............ _.=_
using an RF phase delay of_ 7t/4. _ i _",..-"I

g

-1 !- '_V

DetDlam*Tan(TIIt)/_ tu :::
-3 o2 -1 0 1 2 3 -2 '

........ '

31 ' .........
_1. -- 4.00Pit8 .., -6 -4 -2 0 2 4. 6
_/ .... '. 3.00PI/8 .._ TIlt (mrad)

I_ - - 2.GoPI_ ,.'!_ Relative Beam Tip Trade
5" , _. .... t.®pl_ i_,.

"i_ .... o.®Pl,'o q' i
.[ _ ].i:." Figure6. Openloop errorsignal asa functionof beam tilt

[-r "_:'.._.'_".._]:, ii ' parametricin the relativetip betweenthe two beams.
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1.5 and 2 om Coherent Lidar study for wind velocity and
backscattering mesurement.
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Abstract

The potential of 1.5 lam and 2 btm solid-state technologies to multipurpose Coherent Doppler
Lidar (HDL) application to measure wind velocity and species concentration in the planetray
boundary layer, are discussed. Transverse coherence of a backscattered signal and its
influence on pwer estimation acuracy are tested using hard target returns. The instrument
design, signal processing technique and experimental results will be presented.

Introduction

Environmental and meteorological studies call for two types of atmospheric parameters
measurement, the concentration of different species present in the atmosphere, and the wind
velocity and turbulent parameters. Those two kinds need to be measured nearly at the same
time to account for the atmospheric dynamics and chemicals reactions, thus there is an

inreasing interest in combining those measurement with a single lidar.
Simultaneous range resolved measurements of atmospheric constituants and wind velocity
have been investigated with a 10 btm heterodyn Doppler Lidar (Favreau 1997). Once more, the
requirements of an accurate and reliable simultaneous power and Doppler shift estimations
appears to be incompatible. Recently , a four-array receiver have been implemented on a 10
pm heterodyn lidar (Favreau 1997). A multi-array receiver's aim is to collect several

decorrelated signals at the same time, thereby permitting their mutual rephasing, thereby
allowing a greater receiving area, thus a better power measurement, without decreasing the
spatial coherence of the detected signal, thereby keeping a good frequency estimation.
1.5 t,tm wavelength presents many advantages, the 1.5 optical material is already developped
for the telecommunications, it is guidable in fiberoptic's systems, it permits a not yet
investigated frequency window for atmospheric constituant. Therefore the opportunity of a 1.5
I-tin multi-receiver coherent lidar for both wind and constituant measurement is conducted,
and a comparision with 2 pm systems carried out. The present paper longs to show the first
experiments concerning the transverse coherence of a hard-target backscattered signal without
atmospheric turbulences, ie the spatial Speckle distribution. The influence of the receiver
aperture size on the number of Speckle cells and the experimental determination of the
coherent area of the backscttered signal on the receiver aperture are brought out.

Theory
The theoretical determination of the backscttered signal coherence length in the receiver plane
has been approximated, (Frehlich & Kavaya 1991) with gaussian beam and lenses. It is the 1/e
extinction of the mutual coherence funtion of the backscattered wave.

1 1 k2Gt/ _t)

, - , + 1- (1)
r0" 40",- 4--_,

And the number of Speckle, (Goodman 1975), defined below has been evaluated numerically
with the same assumption, (Dabas 1994).
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(so )2• Mr(r,r)dR 2 ,

• M - = 1+O'te¢ (2)

lid 2 Mr (r_,r2) 2drtdr2 44
Whith r0, the transverse coherence lengthin the receiver plane, ¢Yt,the ,1/e extinction of the
gaussian beam after the emission telescope, Gtel,the 1/e extinction for the gaussian model of
the emssion telescope, D the receiver aperture size which is taken infinite for the gaussian
assumption, and Mr, the mutual coherence function of the backscattered signal in the receiver
plane.
The number of speckle cells in the receiver aperture can be evaluated invoIving the first and
second statistical moments of the measured power of decorrelated signals, ie the mean and
variance of a great number of power measurement, (Goodman 1975).

M=
aes )

Moreover, the probability density function for a set of power estimations of an integrated
Speckle pattern can be approximated by a gamma density function,

M<"exp - M (4)'
M M

P(P') r(M)
The determination of M allows a definition of a coherence area Acof the.backscattered signal

in the receiver apperture, (Dabas 1996), which can be approximated as following
Ar

M -_1- (5), with At, the receiving apperture area.
Ac

Experimental set up
The aims of the experiments carried out so far, are to observe the influence of the

receiving aperture size on a hard target backscattered signal 1.5 lam signal transverse
coherence and to provide experimentally its coherance area for a given emission apperture.
Furthermore a similar series of experiments with a 2 lam cw lidar is to be conducted, for
comparisxon.

Description
Statistical evluations call for a great number of decorrelated signal power measurements. That
is to say that a great number of decorrelated backscattered signals need to be obtained in
similar experimental condition. A hard diffusing target is used, but its stationnarity leads
always to the same Speckle pattern in the receiver, no statlstcal evaluation are possible thrue
such set of power values, the need of decorrelation is satisfied moving the diffusers.
The condition that each measure is independant is obtained with the insurance that each
measure is provided by a signal backscattered by different diffusers than others, so the
illuminated part of the target must be different for every iteration. It is satisfied with a rotating
hard target, considering its rotation velocity, and the dimension and place of the laser spot on
the target. The time between each measure ensure that every target backscattering spot takes
place on a different part of the target.

Material
The laser used is a 600 mW cw Er/Yt laser, made with two polarized Er/Yt doped fiberoptics,
this laser provides two fiberoptic exit, one signal, and one local oscillator both polarised. The
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aim of this source is to be used on a 1.5 cw multi-receiver lidar. Other materials are a 1.5

InAsGa photodiode, an emitting 1.5 lens, on which the beam 1/e waist is 1 cm, and a
receiving 1.5 lam lens with a 19.2 cm focal distance and a 5 cm diameter in front of which a

0.4 to 5 cm diameterdiaphragmhas been placed, figure 1. Although diffusing,the rotating
target is tilted to prevent the detector from any specular reflexion.

Receiving lens

_ [Laser Emi_ng'_I Detector
Fiberoptics

Figure 1 : Experiment description

The Receiving aperture size is varied from 0.4 cm up to 3 cm to prevent any side aberration of
the lens, as the emiting waist is 1 cm., ie an area of 3.1416 cm 2. Considering the rotation
velocity and the size and place of the spot on the target, the measures are taken every 20 ItS,
and a set contains 1024 iteration. For each receiving area, 4 statistical evaluation are made, ie
four set of 1024 measures are constructed.

Results :

400 400

Area: 7.07cm _ Area: 1.77cm z

300 _ 300

38.26 Speckles _ 16.13 Speckles

200 _ 200

100 100

o o
0 1 2 3 4 0 1 2 3 4

P/<P> P/<P>

400 500 Ai'ea: 0.13cin 2

400;

_ 300._ [ peckles
200

_ 200

I00 100

o o
0 1 2 3 4 0 1 2 3 4

P/<P> P/<P>

Figure 2 ' Histogram and theorical gamma pdf for several receiving area
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The results show the evolution of the probability density function and an estimation of the
number of speckle cells for different receiving area. Finally from the evolution Ofthe number
of speckle cells with the area, a linear regression is made to calculate the effective coherence
area in th receiving aperture. Figure 2 shows that the greater is the number of cells, the more
accurate is the power estimation, but the less coherent is the backscattered Signal integrated in
the receiving area. The, the impossibility of getting acurate power and wind velocity
measurement directly with the same reception area appears clearly.

Number of Speckles vs reception area

so/ , I Figure 3 • Evolution of M with Ar, and
45 linear regression to obtain Ao.

40

35

30 Thelfigure 3 shows the linearity of the_ evolution of the number of cells with
25

_ the reception area. A linear regression
g 20z leads' to the coherence area of the

15 ! backscattered signal in the receiving
:_ aperture, (eq.5). The calculation gives10

At-0.19 cmz.

0 1 2 3 4 5 6 7 8
Recepuon area, cm2 ,

Conclusion :
A method to measurethe coherence area of a hard target backscattered signal has been

presented, and a measure of this area has been carried out with a 1.5 lam cw system. The
acuracy of power measurement of a backscattered signal has been measured for several
receiving aperture,and a relationbetween this acuracyandthe numberof cells shown for a 1.5
_tm cw system. Further investigation are to be made in the next weeks and could also be
presented, espacially, the same kind of experiments with a 2 btmcw system,and with aerosols
targets.Finallythis study aims to help in dimensionninga future multi-receptors 1.5 _m lidar.
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_TRODUCTION

Wind velocity can be obtained using a laser radar (LIDAR) system by measuring the Doppler shifted
backscatter from aerosols and particulates in the atmosphere. Doppler lidar systems for wind velocity measurements
can be classified into two categories: coherent detection and incoherent detection. Under each category there are
novel approaches to measuring the return signal frequency. Regardless of the measurement process, the ultimate
goal for both types is to measure a frequency shift between the transmitted laser pulse and the return laser pulse.
This frequency shift is proportional to some component of the wind velocity, depending on the system configuration.
How accurately these systems can measure the frequency shift, and thus the velocity, is dependent upon the system's
characteristics. Existing Doppler lidar systems employ monQstaticconfigurations which require scanning a volume
to obtain wind speed and direction [1, 2]. Range resoluti0n in these systems is normally obtained by us!ng a pulsed
laser system. This places a fundamental limit on the range-velocity resolution product [3, 4].

The purpose of this research is to investigate the feasibility of utilizing a multistatic configuration for
measuring 3-dimensional vector winds. In the multistatic configuration, horizontal and vertical resolution are
determined by the telescope field-of-view, laser divergence, and baseline separation distance between the laser and
the telescope. This enables the use of a continuous-wave or long pulse laser transmitter (narrow spectral width) and
eliminates the dependence between range and velocity resolution.

The results of this research have shown that a multistatic pulsed Doppler lidar system will provide accurate
estimates of wind velocity within the tropospheric boundary layer (up to about 5 km) with high spatial resolution.
Detailed signal-to-noise ratio (SNR) calculations indicate that small transmit and receive apertures actually improve
system performance. Therefore, a compact transmitter and receiver design can be used. The spatial resolution
achievable with this system will be better than previous anemometers (propeller as well as laser Doppler), yielding
fine scale measurements of velocity fields.

ANALYSIS

The primary coordinate system used to locate the receiver, transmitter and target is a fixed reference system
centered at the transmitter. The z-axis of this coordinate system is in the vertical direction and the x-axis is in the
east-west direction. The-fixed coordinate system is also used to define pointing directions of the transmit and receive
optics. A north referenced coordinate system [5, 6] is used for all signal-to-noise ratio calculations. There will be a
separate north referenced coordinate system associated with each transmitter/receiver pair. Figure 1 shows the
typical geometry for a single transmitter/receiver pair.

For a multiple (N) receiver configuration, the Doppler shift can be written in matrix notation as

Af_ =lAvw, (1)
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Figure 1. Geometry for a single transmit/receive pair. Dotted lines indicate the back-propagated local oscillator.

where Afo is a vector of the measured Doppler shifts at each of the N receivers, vwis the velocity vector, and A is an
N x 3 matrix given by

b'., bl,,. b_ Rr + R_

R'.R'.R'. R R'.
A = M M M - M Py Pz], (2)

b._ b,N. b _ Rr + R;

R; R; R; RR;
where ibx _,,zis the x, y, or z baseline separation for the ithdetector, Rr is the range from the transmitter to the scatterer

(,Px,Py, Pz), and R_ is the range from the ithreceiver to the scatterer. This relationship can be inverted to yield

Vw = _,(ATAf' ATAfo. (3)
For a distributed aerosol target where the particlesare randomlypositioned within the scattering volume,

the phase of the scattered radiation for a single particle is randomwith respect to that from another particle.
Therefore, the signal incident on the receiver is formed by the superposition of the radiationscatteredfrom each
individual particle [7]. The signal-to-noise ratio for a distributedaerosol is, then, the sum of the SNRs for each
individual aerosol particle

oO

"rlQ I(PL (t- Rr(zp)/c))_J(zp,Os)C(zp,t)dzp. (4)
SNR(t) = hv B_ 0

where PL is the laser power, [3is the total volume scattering coefficient,

C(z,.t) = £ 2 i (jr(p.Rr(zp).t- Rr(z_)/C)ja,w(p.RR(zp)))d2p (5)
-co

is the target plane representation of the coherent responsivity, and
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Jr (P, Rr, t) = er (p, Rr ,t) 2 and JBPLO(P,RR) = er (P,RR) 2 (6)
are the random irradiance profiles of the normalized transmitter and BPLO fields at the target [8]. For a collimated
Gaussian lidar system with independent propagation paths,

(jr(P, Rr)) - 21 exp/ x2r+y_ 1 (7)
where

R 2 2Rrz
2 ._. "'T . (8)

o?r(Rr)=O L k20_ 4 kZPo(Rr)2'
_L is the 1/e intensity radius of the transmit beam, and Po is the transverse field coherence length of a point source
located at zp. The irradiance profile for the BPLO beam is given by

(jBpLO(P, RR))= 1 I (xp cOsOs +zpsinOs)2 + y_ j
/tG2s£(RR) exp OB.2(R R) , (9)

where

2 R_ 2R 2
O2R(RR) =OLo + + (10)2 2 2 2 '

kPok Or.o (RR)
and _LOis the 1/e intensity radius of the local oscillator beam. The resulting SNR is given by

SNR( Rr ,t) = (PL )qQ_( Rr 'Os ))_2 [6_R (R, ) + _]r (RT )]-'/2
hvB wsin0s ff-_ , (11)

where (PL) is the average power of the CW transmitter [9]. In deriving the above expressions, we have assumed

the aperturesizes are large comparedto the l/e intensityradiiof thetransmitandLO beams. We have also assumed
a square law structure functionfor the turbulenceeffects.

Figure 2 shows example plots of the SNR for various beam sizes. The scatteringcoefficient, _(Rr, Os), is
determinedusing Mie scattering, a bimodal aerosol distribution,and an exponential aerosol concentrationwith a
scale height of 1.4 kmand 5000 particles per cm 3 at z = 0. This plot shows that there is an optimumbeam size in
termsof SNR performance. The optimumbeam size is foundby differentiatingthe expression for SNR with respect
to gL, and is given by

oop' .._, F( 2R2 "1- B2)] 114L L 2k2 " (12)
In the near field limit (Rr "-) 0), the optimum aperture approached 3.3 mm for B = 100 m and X= l gm. Thus, if the
aperture sizes are on the_orderof 20 ram, the effects of truncation can be ignored.

Figure 3 shows the reduction in SNR due to refractive turbulence effects. These effects are calcuiated using
the definition of the transverse field coherence length, Po, and an h'4/3C,z model. As can be seen from this plot, the
effects of refractive turbulence are negligible under the conditions defined.

CONCLUSIONS

The results show that a multistatic configuration for coherent measurements of wind velocity is feasible.
Figure 2 shows that for ranges less than approximately ! kin, the SNR is fairly constant and can be optimized with
respect to transmit aperture size. For the system parameters outlined, the optimum size is approximately 3.3 mm in
the near field. This aperture size is very appealing for design purposes, enabling a compact system. Another
advantage of the small apertures and multistatic configuration is the very small scattering volume. For a 5 man
aperture the scattering volume is less than 100cm3 oUt to about 1km [9]. Figure 3 shows that the refractive
turbulence effects will be very small except at ranges greater than about 5 kin, which is most likely beyond the
feasible operating range of this system (due to geometric limitations).
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Figure 2. SNR for various beam sizes, B=I00 m, Figure 3. SNR reduction factor for various beam
Bw=100 MHz, L-=lgm, r10=0.5, Pt.=5 watts, _LO=_b sizes and CnZ(h=lm)= 10-12m-2/3.Parameters are the
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_t= Imm (dash-triple dot).
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Semiconductor lasers are easy tOmodulate. By direct current modulation it is possible, for example, to frequency
modulate the laser. There are various frequency modulation schemes that can be used. In radar applications, the
most common is the linear chirp or triangular modulation function. When using a triangular modulation function,
it is straightforward to deduce the range and radial speed of the target from frequency measurements. However,
as the FM-response of a semiconductor laser generally is non-constant as a function of modulation frequency,
the frequency of the laser will not be a linear chirp or triangular with time. The result is a signal spectrum that is
broadened, resulting in a lower signal-to-noise ratio (SNR) and worse range and speed accuracies.

Various methods of accounting for the non-constant FM-response have been reported [ 1, 2]. In this paper, we

report measurements of the FM-response, magnitude and phase as a function of modulation frequency, of an
InGaAsP-InP distributed feedback (DFB) laser diode. The results of the measurements are used to pro_amme an

arbitrary function generator which generates a modulating function that results in a linear frequency sweep of the
laser. Laser radar experiments indicate that it is POssible to achieve a narrow spectral width of the signal. The
width is found to be fundamentally limited by the measurement time rather than the non-constant FM-response.
This allows for high range and speed accuracies. Furthermore, it is clear that the phase is as important as the
magnitude. It is important to note that the work presented here only concerns a laser radar that' uses the
monochromatic peak in the signal spectrum. There are no obstacles for using the complete signal spectrum. In
fact, in order to achieve longer ranges, a straightforward way can be to use the entire spectrum.

The experimental set-up used for the FM-measurements is shown in Figure I. The arrangement is similar to
selfhomodyne set-ups, which have been used for many years to estimate laser lineshapes.

Polarisation Figure 1. Experimental
Laser Isolator controller Detectorunit

er__X2 p_ arrangement. The detected
r- cou signal was analysed with a2 coupl 2x2 coupler

_ _ iDigitaloscilloscopeI sweeping spectrum analyser

I'_ [SoectrumanalyserI or sampled with a digital
oscilloscope and subsequently

_,rbitrary [ Fibre delay FFT-analvsed..
unction {
;]enerator ]

The laser used in this study was a three-section InGaAsP-InP distributed feedback laser (DFB) laser diode
emitting at 1.55 p.m. The lowpass filtered (1 kHz, FI) DC drive currents, supplied by a battery, to the three
sections were chosen in order to achieve the narrowest linewidth. The linewidth was estimated to be

approximately 400 kHz by a curve-fit of a signal spectrum for a short delay (8 m optical fibre). The fibre
arrangement allows the laser radiation to be split, by the first 2x2 coupler, into two different paths. One of the
beams acts as the local oscillator (LO) and the other beam acts as the "target beam", i. e. it acts as the radiation
reflected off a target. The second 2x2 coupler mixes the LO beam and the target beam and the interferometer
signal is produced at the detector. The set-up is very useful for studies of FM since problems associated with
pointing stability and the atmosphere are eliminated. A 12-bit digital arbitrary function generator was used. The
quantized voltage was lowpass filtered and smoothed by a third order Besset filter with a cut-off frequency of
200 kHz (F2). The detector signal was recorded with a digital oscilloscope or a sweeping spectrum analyser.

The FM-magnitude (Af) for a particular modulation frequency was determined using sinusoidal modulation.
When the modulation is sinusoidal (with modulation frequency f,,,,j._),the frequency deviation of the homodyne

signal (f,_,,_) is approximately given by f_..... = Af/2sin(2zrfm,_.j: ) , assuming a short delaytime ('c). The

sweeping spectrum analyser or the digital oscilloscope with FFT analysis was used to measure f,...... The phase of
the modulating signal relative to the phase of the laser frequency was determined by time measurements on the
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digital oscilloscope. Defining tin.o as the time when the modulating signal is zero and t_,.0as the time when the

frequency of the homodyne signal is zero gives the phase (A0) A0 = 2nfm,,d.` (4.o - t,,.0) - at/2. The measured

frequency excursion (Aft) and relative phase (A0_)for each modulation frequency were subsequently used to
create a triangular modulating signal that is modified to compensate the FM-response.

Spectra shown in Figure 2 illustrate the compensation. It is clear from these spectra that the compensation works.
The bandwidth of the signal peak is reduced significantly and the peak signal power is increased significantly. In
addition, it is seen that the phase compensation is as important as the magnitude compensation.

t Figure 2. Signal spectra recorded

Uncompensated Amplitude Phase " Amplitude using the sweeping spectrumcompensated compensated and phase

compensated analyser. For the "amplitude
compensated" spectra, the phases of

all harmonics were zero while for
the "phase compensated" spectra

_ the amplitudes of the different
o
" harmonics were those of a perfect-d
_" triangular function. The modulation.__

o_ parameters were .f,,a = 1 kHz,

Af= 1.4 GHz and the length__ _t difference in the interferometer was
100 0 100 0 loo o lOO 10 m. 15 overtones were

Frequency(kHz) compensated.

The spectra in Figure 2 were recorded'with compensation for harmonics up to k=31, i. e. the fundamental plus
15 overtones. Clear differences in the signal spectra were observed when adding compensation for each of the
harmonics. The effect on the signal spectra is, of course, largest for the harmonics closest to the fundamental.
Spectra recorded using harmonics up to k=61, corresponding to the 31 first nonzero harmonics, were almost
entirely dominated by the signal peak, with a width limited by the measurement time, and phase noise. It is the
narrow width that allows for a relatively good ranging cabability, as described below.

The maximum range is here defined by the range which gives sNR=I6.5 dB. The calculations of the SNR below
are performed for a Gaussian monostatic CLR [3]. An assumption in the theory is that the coherence length of
the laser is infinite. For semiconductor laser radar systems, this assumption is not valid and the calculations have
to be modified. There are two factors which have to be accounted for [ 1, 4]. The first is the exponential decrease
of the monochromatic peak with range. The second effect is that the broad band part of the signal spectrum, i. e.
the phase noise, will contribute significantly to the noise. In fact, under many circumstances the phase noise of
the laser will be the dominating noise source. The SNR is therefore calculated as

2R

n,o,P,,c(R).eSNR =

hvB + q,o,(R) -P_,_(R)._ B

1_i"4 4 4 4 4 44
phase noise

which is approximately valid when the detection bandwidth (B) is much less than the linewidth of the laser. If
not, the phase noise contribution must be inte_ated over B. q,_,is an efficiency factor including e. g. quantum
efficiency, P,_ is the received power, "c is the coherence time of the laser and q,_ indicate the loss in efficiency
when the detection bandwidth<the width of the signal peak. In Figure 3, calculations of SNR for ranging to a
diffuse target for various laser powers, linewidths and detection bandwidths are shown. The bandwidths of 5 kHz
and 200 Hz correspond to the modulation frequencies that were measured and compensated.
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Figure 3. Calculated SRN as afunction of rangefor various output powers, linewidths and bandwidths. The bold
lines correspond to the laser radar measurements discussed below. Valuesfor other parameters are stated in the
appendix. The system is assumed to befocused for all ranges.

Several interesting observations can be made. The SNR up to a certain range is almost independent on the laser
output power (above 10 mW) for a given Av (400 kHz) since the phase noise is dominating. At longer ranges,
the noise eventually becomes dominated by shot noise, since the phase noise contribution decreases with range
due to the decrease of the received power with range. The middle diagram in Figure 3 indicates the strong

dependence of the SNR, and thus the maximum range, on the coherence length of the laser. Using a laser with a
high output power and a narrow linewidth, quite impressive ranges can be achieved. The right-hand diagrams in
Figure 3 indicate the dependence on bandwidth. As mentioned above, the values used in the calculations
correspond to different modulation frequencies used in this study. For example, f,,,,j=1 kHz gives a resolution
(and bandwidth) of 2 kHz. However, for practical reasons, the signal waveforms were only recorded for a time
giving a frequency resolution of 5 kHz. Nevertheless, it is the very small bandwidth that allows surprisingly long
ranges for low output powers. Note also that the maximum range can be extended by time or frequency domain
integration.

Measurements, using a laser radar set-up according to Figure 4, on a diffuse target (ordinary white paper for
copying machines and laser writers) gave SNR-values within 5-10 dB from the calculated values for ranges up to
90 m (corresponding to the longest range accessible indoors). Part of the discrepancy was found to be caused by
unwanted reflections within the laser radar system which gives rise to excess phase noise when interfering with

the LO. It is very important to reduce unwanted reflections or straylight and also to reduce the fibre lengths as
much as possible in order to have optimal performance of a laser radar system [4]. The components used in the
laser radar set-up were standard and not optimised for a coherent laser radar. Thus, even though a discrepancy of
up to I0 dB exists between measurements and calculations, a proper laser radar design should give maximum
ranges according to Figure 3 or close to.

Diffuse

Laser Isolator 2x2coupler Telescope target Figure 4. Laser radar measurement set-up.

--I 0-..,_ [_]------ All fibres were terminated by FC/APC

_g_% -_connectorsexcepttheendat_thetelescope,

which was terminated by an FC/PC

Beamdump connector. This fibre-end reflect radiation
which serves as the LO. One advantage with

iArb." func.I IZe". aal this set-up is the insensitivi& to polarisation
changes within thefibres. The set-up results

in a 6 dB.loss of the SNR, compared to an ideal lossless system, if the measurements are shot noise limited, while
the loss is 0 dB if the measurements are phase noise limited (by the interference between the LO and target
reflection).

For OFDR measurements the theoretical range resolution (AR), assuming an FFT spectrum analyser, is often

stated to be AR = c/2nAf where n is the index 0f refraction. The resolution is given by the spacing between the

FFT frequencies. However, there are several factors, of which each can be the dominating factor for the
accuracy, which are not accounted for in the formula above. These are the non-constant FM-response, SNR and
algorithms after the FFT, which can be applied to the data in order to improve the accuracy. The range accuracy,
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defined as one standard deviation, from a more general point of Viewis given by o-R = ctrz,/4Af, fmod, where

(yr,is the standard deviation of the frequency measurement. It is assumed that no systematic errors prevail. Note

that _f, can depend linearly on f_ and thus that (rRcan be independent on f=_.The equations above indicate that

increasing Af should give higher range accuracy. This is indeed true as long as the FM-response (uncompensated
or compensated) does not result in a signal peak which is significantly broadened. For sufficiently high &f or
long ranges we observed broadening due to imperfect compensation and thus the range accuracy is not only
limited by the frequency excursion but also the FM-response. The exact values for range and Af when the width
of the signal peak will be dominated by the FM-response will depend on the details of the FM-response and the

compensation. For the particular set-up used in this experiment we observed no broadening for ranges up to 90
m fibre and Af=2.4 GHz (fm_=30HZ) and Af=l.4 GHz (fm,_=1000HZ).These particular combinations of values
are not fundamentally limited. Rather, they are an indication of the measurement accuracy of the FM-response
measurements. Thus, it should be straightforward to achieve the fundamental signal width for longer ranges and
larger Af by measuring the FM-response more accurately.

The range accuracies of some laser radar measurements on the diffuse target, using the set-up shown in Figure 4,
are shown in Figure 5. The frequency was estimated by calculating the centre of _avity around the frequency
for which the powr was maximum. The experimental standard deviation for a single measurement was obtained
from 30 measurements. Clearly, as mentioned above, the SNR has a direct influence on the range accuracy and
thus the range accuracy will be range dependent. For the lowest SNR.,corresponding to the SNR-level (16.5 dB)
that defines the maximum range, the range accuracy was about 5 cm, while it was less than 2 mm for an SNR of
34 dB. The measured frequency accuracies correspond to quite high speed accuracies. For example, a frequency
accuracy of 200 Hz corresponds to a speed accuracy of 0.I mm/s. Note though that a requirement is a constant
relative speed of the target. A spread in speeds within the measurement time may give a reduced SNR.

5. _ . 930

4 •_ ...... •.......... , ....... :....... 744

>, 3 ...... • .................. 560

_ Figure 5. Measured frequency and range accuracy using
2 .......... :....... 373 _= f_=lO00 Hz and Af=l.4 GHz. Other parameters are stated

i _ in the section about SNR and in the appendix. The SNR was
_: 1 ................... , , ....... la6 _. varied by changing the distance to the target or defocusing

• * the beam.
0 _ o
15 20 25 30 35

SNR (dB)

To summarize, the performance of an FMCW semiconductor laser radar has been experimentally examined. The
measurements indicate the possibility of achieving a spectral width of the signal peak that is transform limited,
rather than limited by the FM-response of the laser, which permits the use of a narrow detection bandwidth.
This, in turn, results in__arelatively high signal-to-noise ratio for low output power and thus also relatively long
range and high range accuracy.
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Interference of backscatter from two droplets
in a focused continuous wave CO 2 Doppler lidar beam
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Interference due to the superpositionof backscatter, 13,from two micron-sized droplets using a
NASA/MSFCcw CO2Dopplerlidarat 9.1 _.mwavelengthwas detectedfor the firsttime. The resultantsingle 13
signalfrombothdropletscontainedan interferencestructurewith a well-definedperiodicitywhichwasaccurately
measuredand comparedwith cw lidar theory.1 Tile agreementbetweenmeasurementsand theory is excellent,
indicatingthat the interferencearisesbecause the dropletsare movingat differentspeeds and, therefore,the
relativedropletseparationis not constant.Tiffsgives the superimposed13signalfromboth dropletsin the lidar
beammovingin and outof constructiveanddestructiveinterferencewith a well-definedperiodic structure.

Figurel(a) showsa measurementof a time-resolvedsignalpulse withan oscilloscopeof the combined13
fromtwo -14.12 _tmin diametersiliconeoil dropletsrespondingtothe Gaussianlidarbeam intensity,at the lidar
beamfocus.Fulldetailsofthis laboratoryexperimentalsetup,particlegenerationmethod,measuremerittechnique,

•and the cw lidar can be found elsewhere._'3 The stream of siliconeoil dropletsresidedat a Doppler-shiftcenter-
frequencyoffD-- (3.4 ___0.2) MHz, giving dropletspeedv ~ (21.9+ 1.3) ms4. Alsoshownon a separatechannel is
the correspondingsignature usingan amplitudedemodulatorcircuit designedto detect the amplitudeenvelopeof
fD within the pulse profile. 13from simultaneousdroplet eventsshow a completecyclic interferencestructure of
maximumand minimum.The averageperiod T of the completecycleof interferenceis 13.02+ 0.39 _ts. Toward
the right edgeofthe profile,the interferencedisappearsbecauseoneof the dropletsis leavingthe lidar beamwhile
the other one remainsin the beam, thus, giving 13fora singledroplet.

Interferenceis dueto the dropletshaving slightlydifferentspeedsin the lidar beamat the same time such
that 13from each dropletcan interfere. As a result,the periodicprocessof constructiveand destructiveinterference
is established,dependingwhether 13from each dropletis in phase or out of phase, respectively.Interferencecan be
understoodfromthe heterodyne13signalcurrent i, producedby a singlescatterernearfocus,given as1

rd_r "
i, oc exp - 2 cos(qb), (1)

where_ is givenby

O0=2kL+fDt-q_ R+2_ +2tan -_ 1- , (2)

whereR is (lie)z intensity,radiusat the telescopeprimary,L is range measuredfrom the telescopeprimarymirror
to the particle, F is range to center of the focal volume, L is photon radiation (k = 2_/L), fD is Doppler-shift
frequencycausedby moving scatterers (heterodynebeat frequencybetween13and referencelocal oscillator),r is
positionof scatterer at distanceL at a given time r, _ is phase of referencelocal oscillator signal relative to
transmitted signal, and _ois a function_ which dependson lidar parametersL, F, R, L, and r. In Eq. (1), the
exponentialterm givesthe outline of a particle's overallpulse profilein the lidar beam, as observedin Fig. l(a).
Since13was measuredat focus,L = F, a range dependenttermI in the argumentof the exponentialfunctionas well
as an additional term_ multipliedby the exponentialfunction, which Nves range response of 13,have both been
neglected.

The cosine term gives the phase relationshipwhich is responsiblefor fD observedwithin each droplet
pulse profile as well as the interferencedue to the superpositionof more than one 13pulse. The argument of the
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cosineterm, however,is slightlydifferentfor two dropletsat differentpositionsL, movingat differentspeedsin the
lidar beam, having slightlydifferingvalues for./_.Therefore,each droplethas a differentvalue for _, given by _1
and_. Ratherthan determiningeachterm in _ and _2,the first dropletis givena value_ while the seconddroplet
movingwith respectto the first droplethavingvalue (_+ 8 where8 is expressedas a small fractionalvalue of _.
Therefore,ixcanbe expressedas the sum of individual13currentsi_ and i_2for droplets 1 and 2, respectively,as

ix eos( )+eos( +8), (3)
whereit is assumedthat the exponentialterm for each dropletis the same,as we are not too concernedhere with
the amplitudeof the combinedprofile as it does not contain phase propertiesof 13. Now ix pulsates with a beat
frequencywhich dependsonthe valueof 8 with respectto d_.

A relationshipinvolvingthe phase relationshipbetween8 and _, and the two measurableexperimental
input parametersfDand T can be determined. Each droplethas a specificJbtand/b2 where the average is simply
3_, while the difference is the beat frequency3_,,t, which is the inverseof T. The number of wavelengths
correspondingtofD occurringwithin T is given by./bT. Also, the ratio 8/_)governs the number of wavelengths
occurringwithin one period. Since the superpositionof 13from the two dropletsis governedby Eq.(3)and since
8/_)controlsthe pulsationperiodT; therefore,the interferencestructureis governedbythe relation

81_= 1/fD r. (4)
This simple relationship involves the phase relationship of 8 with respect to d_in Eq. (3) and governs the
complicatedinterferencestructure from the two droplets. Finally,sincefD from a single droplet along the lidar
beam axis is givenby3_ = 2v cos0/_,,the interferenceconditionis givenby liT = _,o, =.ibt "./b2= 2Avcos0/X,
showingthe relationshipof the speeddifferenceAvbetweendroplet I and 2 in terms of L, T,and 0.

Figure l(b) showscalculationof Eq. (3) as a functionof _)using8 = 0.0226_. With the additionof 8, the
cosinefunctionpulsateswith a period indicativeof T or.Ao,t.Figure l(c) showsthe same function for only one
period, showinga higher frequencycontainedwithin the envelope.For3_ = (3.4 + 0.2) MHz and T = (13.02 :!:
0.39) ps, ./_T = (44.27 + 2.92) which is the number of wavelengthswithin one T. Therefore, from Eq. (4), 8
changedrelativeto d_by a factorof 0.0226. In Fig. l(b or c), oneperiodwascompletedford_- 278 radians,which
leads to d_/T_ 21.35 radians per 1 _ts. For one completeperiod, 8 ~ 0.0226 x 278 radians or (2.0007t+ 6.6%)
radians, which shows that Eq. (4) gives excellent agreement with the expected value of 27t radians. This
advancementof 8 by 2n for each completecycleof interferenceis indicativeof a differenceof one wavelengthfor
the differencein the total opticalpath length (incidentradiationplus13radiation)betweenthe two droplets.Hence,
within one completecycle of interferencecontainedin each T incrementat an averagefo for'both droplets,
changed by 278 radians while, at the same time 8 changed in an increment of 2_t governed by Eq. (4).
Furthermore,from the condition for interference,the relativespeeddifference Av between the two droplets is
calculatedto be (0.49+ 3.0%)msq, which is wellwithinthe differenceof~2.6 ms"_forexpected.

In addition,a calculationof Eq. (3) modulatedby theexponentialterm given inEq. (1) Canbe performed
whichwill give a representationof the pulse shape for two dropletsas displayedon the oscilloscope. Assuming
that the dropletsmoveat constantv and that they traversethe lidarbeam throughthe axisof propagationat angle
0, Eq. (1) can be expressedin terms of _ as exp[-2d_2/K2],whereK = LF_/rd_vtsin0, whichdefines the standard
deviationof the exponemialterm in the phase domain.Substitutingfor the knownparameters: R = 0.0305m, F =
9.53 m, L = 9.1x 10"6m, 0 =45°, v _ 21.9 msq, dflt_ 21.35radians/_, givesK _1248 radians. Figure l(d) shows
calculationof exp[-2(_b/1248)Z]x [cos(_))+ cos(!.0226_b)].The agreementof Fig. l(d) with the measurementof
twosimultaneousdropletsin a lidar beam [Fig. l(a)] is excellent.

Figure2 showsa summaryof the resultsas a vectorrepresentationof the additionof two harmonicwaves.
This schematicdepictsthe stagesof interference,includingtotal constructiveand total destructiveinterference,of
the combined13from two dropletsthat can be observedby the resultantvector.Both d_and 8 vary continuouslywith
time such that i,z, i,:, and ixrotate with differentangularvelocity. Figure2(a) showsboth droplets in phasewith
each other, giving the resultant current as the highest possible, thus, total constructiveinterference. As time
advances,both d_and _b+ 8 advance at different rates. After a certain time, such that _ has advancedby 10rt
radians for droplet 1, then d)+ 8 has advancedbv 10.2267tradians for droplet 2 [Fig. 2(b)], giving nearly total
constructiveinterference. For ff advancingby 40n radians for droplet l, while _ + 8 has advancedby 40.904n
radiansfor droplet2 [Fig. 2(c)],gives nearlytotal destructiveinterference,depictedby the short length of ix.Total
destructiveinterferencewilloccur for 8 = Ttradiansor whenqbhasadvancedby ~44.27_tradians. This corresponds
to one halfperiodwhichis exactlyhalfof qb= 278 radians,as determined.
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These measurements show that the interference of 15from two micron-sizeddroplets on time scales of tens
of microsecondscaneasily be measured with high resolutionusing a cw lidar.Since, interferometric investigations
provide valuable as well as high-resolution information about physical processes, it is possible that this
investigation may provideuseful information on the dynamicsof complex flow fields using particles as tracersand
a cw Doppler lidar as a diagnostic tool. This technique, therefore, can not only make absolute velocity
measurements of the tracers but can also determine the differential velocity between the tracers.
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Ground-based Remote Sensing of Wind Vector
Latest Results from Guideline Development

J. BOsenberg,H.Danzeisen,D. Engelbart,K. Fritzsche,V. Klein,Ch.Mtlnkel,T.Trickl,L. Woppowa, and
ChristianWerner

1. Introduction

Methods which are in discussion to enter a VDI guideline will be presented. The VDI ,,Richtlinie VDI 3786
,,Umweltmeteorologie", is divided in many parts. VDI 3786 Part 14 shows the possibilities of remote sensing
and describes the wind profile measurements. It is necessary for comparison with other instruments to have a
guideline which descibes also the calibration and performance tests.
Wind profiles in the atmospheric boundary layer are a very important parameter also to study atmospheric
exchange processes. The wind field in the atmospheric boundary layer is highly variablein spatial and temporal
scales. For a few possible applications a more frequent wind sensing is necessary, i.e.

- for airports located in low level jet areas,
- for chemical plants to get information of the transport of toxic gases from leakages,
- for meteorology in general to improve the weather forecast,
- for environment protection purposes like dispersion studies.

T

Only a fewtechniques can be applied to getthe wind field in the boundary layer. Laser Doppler systems are
candidates.

2. Doppler Lidar

A heterodyne lidar consists of a pulsed, frequency-controlledlaser transmitter locked via a locking loop to the
local oscillator, a transmit and receive telescope, a heterodyne detector, where the local oscillator radiation is
mixed with the Doppler-shifted backscattersignal, and a signal processing system. The signal origines from
the backscattering by small aerosol particles which move with the prevailing windspeed through the laser focus
volume. The windshifted Doppler frequencydirectly determines the line-of-sight (LOS) component (VLos) of
the wind vector.
One measures the backscattered, Doppler shifted radiation. Backscattering depends on the sizi and number
density of the aerosol particles available in the volume of interest. The backscatteredDoppler frequencydirectly
determines the line-of-sight (LOS) component (VLos) of the wind vector. At CO2 laser (wavelengths _, = 10.6

_tm)a velocity component of 1 m/s corresponds to a frequencyshift, AfD of 189 kHz. This is obtained from the
equation

AfD= 2 VLOS.foc

wherec is the speedof lightand VLOSis the line-of-sightcomponent.
By scanningthe transceiverwith a conicalscan pattern(VAD)or by using the beamswingingtechnique

(DBS) (seefigure1)onereachesdifferentazimuthand elevationanglesto combinethe single LOS-components
to a windvector.
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Fig. 1Doppler lidar operations, VAD scan technique or DBS technique

By measuring at an azimuth angle 0 and an elevation angle 9 one gets a radial (line-of-sight) contribution
VLOS which depends on the wind vector components u, v, and w given by

VLO S = Usin0 cos _0+ v cos0 cos ¢p+ w sincp
where

u is the east-west wind component,
v is the north-south wind component,
w is the vertical wind component,
0 is the scan angle clockwise fi'omnorth, and
_p is the elevation angle,

It is acceptedworldwide that ground-based Doppler lidars can measure wind profiles in the atmosphere. Various
field experiments have been carried out where balloon wind-sondes were launched simultaneously with wind
profile measurements made by Doppler lidar (Hall et al., 1984; KOpp et al., 1984). Radiosonde winds have
been averaged over height ranges comparable to the lidar range resolution. The route-mean-square (RMS)
differencesare below 1 m/s. Lidar velocities are determined from a Doppler shift whereas sonde velocities are
determined from changes in the balloon range. The lidar sensing volume is centered over the scanner on the
average, but the balloon drifts with the wind so that the two techniques measure differentregions of the
atmosphere that may have different wind values,

3. Height Determination
If the conical scan is performed with a pulsed system, each range element of the return signal corresponds to a
given altitude. The-wind estimation is made for the height elemente, slices in the atmosphere covered with
wind information. By scanning a large spatioi average ofthe wind information is given. This spatial average
can be converted in time averages required by the meteorologists to receive the so called ,,mean" wind.

4. Representation of Measured Data
4.1 Comparison of a Doppler lidar with a point sensor

For the acceptanceof the remote sensing method to determine the wind speeda first experiment was performed
in comparison with a traditional Sonic anemometer. The Doppler lidar beam was focussed in to the
measurement volume of the Sonic anemometer in 200 m distance. Figure 2 shows the comparison.
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Fig 2: Radial wind componet measurement using a Sonic anemometer(above) and a lidar (below)

The measurement was performed in 2 meters above ground. Turbulence is the main signature which was
measured by both instnmaents. The comparisonof both measurements gives a correlation factor of 0.97 for a lot
of days with different wind velocities and turbulences.

4.2 Comparison with radiosonde data

Figure 3 shows a comparison with a radiosonde derived wind profile in the boundary layer.
These kind of wind profiles were measured many times during a campaign in 1982. The standard deviation was
1.3 m/s in wind speed and about 12degree in direction between both systems, the Doppler lidar and the
radiosonde wind.

X I X

.....

LDA -'4-- ", X
_" radiosonde x

_- (

2 4 6 8 10 12 100° 180°

windvelocity[m/s] winddirection

Fig 3 Comparisonof twolaserDopplerwindprofilemeasurementswitha radiosonde
4.3LaserRemoteSensingof theMeanWind(3D wind field)

The taskof thiswork is theinvestigationof therepresentativityofLDA meanwind velocitymeasurementsand
variations of wind velocity profiles in the planetary boundary layer under differentatmospheric stabilities and
earth surface roughnesses in presence of mesoscale variations of the wind.
The random variation VD -VLo S is connected mainly with the atmospheric turbulence. The question to be
answeredi is: How long one has to measureto get the mean wind? The mean wind normally is measured with
a point sensor averaged over 10 minutes. Doppler lidar averagesover a large spatial volume compared to the
point sensor. It is expected that the measurement time is much smaller than I0 minutes (Banakh et al. 1994,
1999). For the worst case, an unstable stratification and a roughness length of 1 m the time of measurement to
get 1 m/s accuracy is about 12seconds.

5. Comparison of different instruments

For comparison ofdifferenttypes of Doppler lidars a procedurewas developed. Because the maximum range for
the determination of the wind profile depends on the system parameters like laserpower and shot accumulation,
and also on the atmospheric aerosol concentration, the procedure has to be in accordance with these
dependencies. The system parameters are known, the vertical aerosol profile varies. It was determined to
perform the comparison near a horizontal path at visibility conditions of 10 km over a time period of 10
minutes with a range interval of 250 m. This gives the maximum range for the system to be examined: One
has to know that the short wavelength systems ( 2 _tm for example)are more affectedby atmospheric turbulence
than the 10!.tm-systems. For the maximum range the turbulence is an additional parameter.
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6. Summary

Remote sensing methods are well established. By publication ofhte guideline VDI 3786 page 14 a kind of
standardisation is performedfor the use ofthe new technique. It has been shown that time averaging and spatial
averaging can be exchanged to meet the requirement for the estimation of the mean wind; Future systems
should be small and simple for automatic operation in the area of environmental protection.
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ABSTRACT

The Accuracyof theTrueRadialVelocityMeasurementsin theTurbulentAtmosphere
AlexanderP. Shelekhov,Instituteof AtmosphericOptics,SBRussianAcad.Science,Tomsk,
RussianFederation

Asa ruletheaccuracyof theDopplermeasurementsisstudiedusingtheassumptionthatthe
frequencyestimationisequaltoapproximatelytheaverageDopplershiftorisproportionalto the
averagetrueradialvelocity.Butthefrequencyestimationmaybeproportionaltothetrueradial
velocity.Inthispapertheaccuracyof thetrueradialvelocitymeasurementisinvestigatedforthe
differentstateof theturbulentatmosphere,thedifferentvaluesof thesignal-to-noiseratio,the
numberof thesamplesandotherparameters.Thecasesof thestable,unstable,andindifferent
stratificationareconsidered.
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DOPPLER LIDAR OBSERVATIONS OF WIND FEATURES NEAR
COMPLEX TERRAIN

Lisa S. Darby, Alfred J. Bedard, and Robert M. Banta
National Oceanic and Atmospheric Administration/Environmental Technology Laboratory.

325 Broadway, R/E/ET2
Boulder, CO 80303

Idarby@etl.noaa.gov; ph. 303-497-6593; fax 303-497-5318

1. Introduction

In the last decade the National Oceanic and Atmospheric Administration/Environmental Technology Laboratory's
(NOAA/ETL) transverse excited atmospheric pressure (TEA) CO_,Doppler lidar measurements have contributed
significantly to the understanding of wind flow features associated with complex terrain. Positioning this Doppler lidar
near mountainous terrain has proven to be an effective setting for measuring terrain-induced flows and the interaction
of these flows with the ambient (larger-scale) meteorological conditions. In this paper we briefly review noteworthy
results from air qualityexperiments at two such sites (near Denver, CO. and Vancouver, B.C.), and then present more
detailed results from the Colorado Springs, CO. airport where we investigated wind features that could be hazardous
to aviation.

2. An atmospheric transport study near Denver, CO. related to hazardous materials.

The Rocky FlatsPlant (RFP), which is roughly 10 km east of theRocky Mountainsand is a nuclear facility, was an
excellentsite formeasuringseveraltypesof windevents, includingthehorizontalandverticalstructureof a well defined
canyonexitjet thatwas narrowenough tOescapedetectionby anenhancednetworkof surfaceinstrumentation[1]. This
narrowcanyonexit jet transporteda portionof SF6traceralong a trajectorythatdeviated from the pathOf the bulkof
the tracer,which was transportedby themeansurfacewinds. A transportmodelinitializedwith datafromtheenhanced
networkof surfaceinstrumentation,but not lidardata,completelymissedthis secondarypeakin the tracerconcentration
[2]. In this case, Doppler lidar dataplayed a crucial role in assessing a diagnostic wind-flow model's results and

revealedthe impactthat a relatively smallwind
featurecouldhave on the transportof hazardous

__1.0_ (a)04sl UTC,18 Feb"1991 substances.o.*__- L L ,.--,,_
°'6_'_-7"_Z'--'':'' ---> "_ With measurements from this same site,
0.4 L.._._,_-..__--,.-_f, ---.----.--.,--_

N" 0.2_ ..... __ -_ Doppler lidar data show the details of aboundary between warm, dry downslope winds
o.o_ ..... -'-'- _ _ _ ' - and a cool, moist air mass that propagated-10 -8 -6 -4 -2 0

X(km) westward through the RFP, reaching the
foothills and penetrating into nearby canyons

1.0 (b')'0aslUTC,18Feb1991 [3]. Figure I shows downslope westerly winds
0.8 meeting the easterly winds associated with the

=_"0.s cooler air mass. A strong gradient in
o.4 backscatter existed along the boundary between
0.2E- the two air masses, showing that the canyon

-10 -8 -6 -4 -2 0 winds were much Cleaner (i.e., lower aerosol
x(kin) backscatter values) than the winds behind the

Figure l (a) Vector plot of lidar winds parallel to the plane of the front. Lidar measui'ementsrevealed the density-
scan and the vertical component of the wind derived from the current-like _features of the moister air as it
continuity equation and (b) contour plot of lidar backscattered impinged upon the foothills, and the complete
signal intensity (dB) derivedfrom a vertical scan. The lidar is reversal of winds in nearby canyons and in the
located at (0,0), left is to the west-northwest and z is up (vertical). RFP region after the passage of this front.
The opening of the canyon is at x = --lOkm. The gap in the data Again, this kind of wind feature could have a
surrounding x = --10 km is due to terrain contamination, strong effect on the transport of hazardous
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.: . _ _ ,.._.,_;.., ... substances from theRFP.
=_o.4k_ _:_ _i _:,_ii_

,_'::_:_!_, ,._•_.,_,_,_,, - 3. An air quality study from near Vancouver, B.C.
_0.6 0 .--'--'-'--'-

....... 108__

2 Another prime site for lidar measurements was the Pitt
0.4 /. _.--_ _ --.-,- -4,- Meadows Airport, near Vancouver, B.C, ~15km from the
0.2 ----_'1

_.. _ _ _ mountains. Figure 2 shows the vertical structure of the
o , , _ _ , , _ , _ _ , _ wind flow and backscatter returns in an exit jet from the

Pitt Lake valley, withdashed lines indicating downvalley
,.0 .............. flow. The strongest downvalley flow corresponds to the

,, =9.o_m _ : .... "?i"?!i :i.

o.  ,eaneatowestback.catteair e,ai,evertc] o._ 0 _'_ _o profiles of both the backscatter and velocity fields takenz _ from scans likethese, combined with surface and upperair
_o., F77_" chemistry measurements, led researchers to develop

-_ /{ :_:_:!!_i:! theories for possible removal mechanisms for pollutants in
0._ / / : ; ':,k-_

..... .___-_-__4 this region [4].
0 I ! ! [ I I I I I I I [ I I

-1.0 -0.5 O 0.5 1.0 -1.0 -0.5 0 0.5 1.0

I_m, _.,I 4. A study of clear-air turbulence aviation hazards
Figure 2 Lidar vertical cross sections (across the valley) near Colorado Springs, CO.
of downvalley flow, derivedfrom a high-resolution
volume scan. The top two plots show contours ofu_ (left, In the winter of 1997 the TEA CO_.Doppler lidar was
m s_ ) and backscatteredsignal intensity (right, dB)10.4 stationed 20 km east of the foothills of the Rocky
kinfrom the lidar. The bottom twoplots show similar Mountains at the Colorado Springs, CO. airport, almost
contours from the same volume, but at a distance of 9 km directly east of Pike's Peak. While the previously
from the lidar. Radial velocities > 4 m s_ and areas of referencedwork focusedon airqualityissues, in Colorado
highest backscatter are shaded. Springswe had the task of searchingfor anddocumenting

wind flow features that could be hazardous to aircraft

approachingor departingthe airport[5]. In additionto documentingthe regional scale winds, a variety of small-scale
features (several hundred m to a few km in size) were seen in the lidar data,particularlywhile scanning in a vertical
planetoward the mountains. Examples of these features includedmountainwaves of varying character,a series of
propagatingwaves, directionalandspeed shear layers, breakingwaves, rotors (at thesurface and aloft) andcold front
passages. In thispaperwe show lidarmeasurementsfrom acase studyinvolving high-amplitudemountainwaves and
rotorsoccurringon 1April 1997. A comparisonof lidar dataand turbulencemeasurementsfroman instrumentedKing
Air coincidentin time andspacewith lidarmeasurementswill show that theKing Air flew through the edge of a rotor
while encounteringmoderateturbulence.For moredetailson thiscase, includinga comparisonbetween lidar data and
high-resolution mesoscalemodeling results, see [6] and
[7]. This study builds on an earlier study in which the o.6o_ ................ • .....
same lidar was crucial .indocumenting the presence of a _ _ a.... w.,to,nr....... __,,gr
breaking mountain wave that helped rip an engine and _ o.so_-......................................................................................................

part of a wing from a DC:8 jet over Colorado [8]. ,_ 0.40[- Moderato -_

a. Experiment setting "_ o.3o_-
g

E
The Doppler lidar was stationed on Peterson Air Force g o.ao_
Base -150 m east of the ColoradoSpring airport's north- -_

south runway. The complexity of the terrain surrounding _. o._o_= Light

the Colorado Springs airport includes Pike's Peak (-4300 o.oo._........., ,
m above sea level (ASL)) to the west and Cheyenne s.a 5.4 5:6 5.8 6.0 6.9 6.4

Decimal Time (UTC)
Mountain (-2700 m ASL) to the southwest. Throughout
the experiment, lidar measurements indicated vertical Figure 3 The cube root of the eddy dissipation rate
wind shear w_ quite common near Cheyenne Mountain. derived from wind measurements taken onboard the

Wyoming King Air, vs. time. The categories (light,
moderate, and severe) represent approximate turbulence
levels for a moderate-sized jet.
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b. Lidar scanning strategy

2.5 "_ During the Colorado .Springs study,2.0

_' 1.5 the lidar operated only when winds
-_ were expected to be strong. Lidar

N 1.0 3 scans included vertical scans0.5
0.0 (maintaining a constant azimuth angle

-16 -14 -12 -10 -8 -6 -4 -2 _¢hile sweeping in elevation) and

2.5L.,,_.,,vj _ _.,.,_ L_(3 _)__ horizontal scans (maintaining a

2"0_ _'_///_/"_ f"_ __ -_ i constant elevation angle while

A _'_--/_ _o __'_"J//'_,_!_ t"_0_ sweepingin azimuth). The scanningE 1.5 -_
1.0 strategy consisted of a sequence of
0.5_-'::.. survey scans every half-hour, with
0.0 _ __ F'-_o"/J_ time left for scans designed

-16 .14 -12 -10 -8 -6 -4 -2 specifically for the wind conditions at

2.5_ _x_,./ll.] _ _"---_ _-_,-- _ o v t" • • :."..'._ hand. For example, if a rotor was
2 0 _ _ f--_._-_-_'q__ F--.-o ':'......'.: ;._ detected near the foothills, time would

1.5_._t / -,_J -_ (_)._ .'.... ":"."_,I_ be devoted to performing high-
"" 1.0_-_'" .... ""i d - ° ] .:'ii..... .'"'"':i""_ resolution vertical scans through the

0.s ""_ iii:::.:.':::_(e_ rotor.0.0_f- ._ : '. ...................... • ............... • ...... :
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Figure 4 Contour plots of the component of the wind parallel to the platte of km west of the airport and at 550 to
the lidar scan (scanner azimuth is 240 o,nearly into the mean wind. 765 m above ground level (AGL),
Contours are in 2 m s1 intervals. Solid lines indicate flow with a westerly show an increase from the upper range

component and dashed lines indicate flow with an easterly component. The of light turbulence to the mid-range of
lidar is located at (0,0); west is to the left. The intersection of the dashed moderate turbulence (Fig. 3). The
lines in (a) indicate the approximate location of the King Air as it was taking point in Fig. 3 marked with an asterisk
turbulence measurements. (a) 0610:04 UTC; (b) 0937:14 UTC; (c) 1031:36 is an average of measurements taken

UTC," (d) 1241.'50 UTC. between 0609:30 and 0612:18 UTC, 1
April 1997. Bracketing this period of

turbulence measurements, the lidar performed vertical scans pointing toward the foothills, sampling the same region that
the King Air was flying-through. The component of the wind parallel to the 240 ° lidar scan coinciding with the King
Air measurements is shown in Fig. 4a. The intersection of dash-dot lines in Fig. 4a indicates the approximate region

the King Air flew through during its traverse to the west of the runway and encounter with moderate turbulence. The
strong wind shear that was the cause of the turbulence is clearly evident in the lidar measurements. The mountain wave
had winds up to 16 m s_ and generated a region of flow reversal from 12 to 18 km away from the lidar, and about 1 km
deep.

The remaining plots in Fig. 4 show the evolution of the wind with time. At 0937 UTC (Fig. 4b) the mountain wave had
diminished considerably in size and intensity, as had the rotor (the flow reversal underneath the wave cres.t). Figure
4C shows easterly flow (dashed lines) associated with a recent cold front passage undercutting the southwesterly flow
that had been dominating the region for hours. By 1241 UTC (Fig 4d) the easterly flow had become a well established
upslope flow, with snow showers occurring shortly after this time.
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d. Summary

The verticalstructureandevolution in timeof strongflow over the mountainsand itsassociated flow reversalnear the
foothills wasdocumentedby the NOAA/ETL Doppler lidar. The edge of the rotor was within 12 kmof the Colorado
SpringsAirport. An instrumentedaircraftpenetratedthe edge of the rotor,andwindmeasurementsonboardthe aircraft
indicatedmoderateturbulencefor a moderate-sizedjet. The lidar measurementsobtainedduringthis fieldexperiment
providesome of the most detailed documentationof rotors, flow reversals, andmountainwaves that arcavailable.
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BISTATIC LASER DOPPLER WIND SENSOR AT 1.5_m

MHarris
ElectronicsSector

DefenceEvaluationandResearchAgency
Malvern,WorcestershireWR143PS,U.K.

A coherent laser radar has been built using a MOPA arrangement where the master
oscillator is an external cavity semiconductor laser, and the power amplifier is an
erbium-doped fibre amplifier with -1 Watt output. The beams are routed within
single-mode optical fibre allowing modular construction of the optical layout with
standard componentsl The system employs separate transmit and receive optics (a
"bistatic" configuration), and has sufficient sensitivity for reliable Doppler wind speed
detection under moderate scattering conditions at ranges of order 100m.

The bistatic arrangement leads to a well-defined probe volume formed by the
intersection of the transmitted laser beam with the virtual back-propagated local
oscillator "beam" (BPLO). This could be advantageous in applications where precise
localisation of wind speed is required (e.g. wind tunnel studies) or where the presence
of smoke, low cloud or solid objects can lead to spurious signals.

Proper alignment requires that the BPLO and transmit beam foci coincide in space,
and this requirement is significantly more troublesome to achieve than in a
conventional monostatic lidar. However, the difficulties are greatly mitigated by the
use of optical fibre to define the BPLO receiver mode.

The confinement of the probe volume also leads to a reduction in the signal power. A
theoretical study has been carried out on the reduction in wind signal strength in
comparison to the monostatic arrangement, and the results compared with
experimental observation.
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MEASURING TURBULENCE PARAMETERS WITH COHERENT LIDARS
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A mini-campaign was held inDecember 1998near Boulder, Colorado (USA) to validate two high resolution

coherent Doppler lidars, the 10-p,mmini-MOPA lidar developed by NOAA/ETL (Brewer et al., 1997), and the 2-gm

AHRDL@jointly developed by NOAA/ETL and NCAR/ATD (Grund et al., 1997). An automatic weather station from

NCAR/ATD was deployed on the site. With a sonic-anemometer at 5 meters above the ground, the station allowed us

to make direct comparison between lidar and sonic anemometer winds. The results show the various systems reached

a good agreement as far as large-scale wind fluctuations are concerned (e.g., 5 minute-averages of recorded winds).

Regarding short-scale turbulent fluctuations, we show that a proper treatment of lidar data aimed at partially

compensating for the pulse-averaging effect produces wind spectra comparable to the spectra derived from sonic

anemometer data. The possibility of measuring dissipative ratesof turbulent kinetic energy (Mayor et al., 1997;Frehlich

et al., 1998) is thus confirmed.

The results presented below were acquired on December 7, 1998, from 20:27 GMT to 21:25 GMT (13:27 to

14:25 local time). They concern MOPA lidar exclusively (HRDL data are currently under analysis). On that day, the

weather was sunny with no clouds, the thermal stratification was unstable (z/L.-1), and the turbulent activity was rather

strong (u*.20cm s4). The mean wind (5 minute-average) was from the east (80E) at -2.5 ms4. The lidars were staring
horizontally towards the sonic anemometer at a range of 600m. The line-of-sight azimuth was approximately 350E

perpendicular to the mean wind.

Lidars were operated at a repetition rate of 200 pulses per seconds. The processing of radial velocity profiles

was done by pulse-pair-with an accumulation factor of 200, so one profile was produced every second. For the

mini-MOPA, the range incrementbetween retrieved velocities was 15m. The sonic anemometer was operated at a rate

of 20 Hz; it delivered measurements for the three wind components.

Figure 1compares 5 minute-average radial velocities from sonic anemooaeter (dotted line) and mini-MOPA

lidar. For the sonic anemometer, the radial velocity is obtained by projecting the 3D wind vector recorded by the

instrumentonto the lidar line-of-sight.For the mini-MOPA,we considered the rauial velocitymeasured by the instrument

at the range of the sonic anemometer.The figure shows differencesbetween the sensors of less than 20 cm s4. The sonic

anemometer produces a point measurement,whereas the mini-MOPA lidarmeasures the averageof the radialwind inside

the volume illuminated by the pulse (about 90 m long). This at least partially explains the differences.

Figure 2 compares wind spectra derived from the two instruments (light line: MOPA, dark line: sonic

anemometer) obtained by the Fourier transformation of time series. For the mini-MOPA, the time series is formed by
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the velocities recorded at full time resolution at range 600m. We can see that the lidar spectrum is stronglyaffected by

pulse averaging, witha slope significantlydifferent from the expected -5/3. The constant level of spectral power above
-0.1 Hz is due to measurement errors (since errors are decorrelated from one lidar profile to the other, the errors form

a white noise in velocitytime-series, and therefore, they contribute a constant level of power to the spectrum). The figure

shows it is not possible to measurethe dissipative rate of turbulencefrom fixed-rangetime-seriesof lidar radial velocities

unless the pulse averaging effect can be compensated for.

Compensating for pulse-averaging is rather complicated when time-series are considered, because pulse

averaging then operates on a direction (the line-of-sight direction) different from the Adirection@of the time series (the

direction of the mean advecting wind). It becomes, however, much easier (Frehlich 1997) when range-series of radial

velocities are considered, for both directions are the same. Pulse-averaging then amounts to a simple linear filter.

Figure 3 presents spectra obtained by Fourier transtbrming and averaging the velocity profiles produced by the

lidar over consecutive time periods of 468s (symbols +). Denoting v_(n) the radial velocity recorded on profile p at

range r = n& (& is the range increment), lidar spectra are obtained by:
P-I I 13_ 2

r
v

_q(K)=_ZZ :(n)exp(-iKn&)
..... p=0 n=33

Here, P is the number of velocity profiles (P=468) and 1<is the wavenumber.The spectrum is computed over the range

interval[500m;2000m](n=33 to 133).Lidar spectra are compared to sonic anemometerspectra displayed with light lines.

To obtain those spectra, frequencieshavebeen transformed into wavenumbers byconsidering the mean wind(parameter

<uh> in the panels). In addition, a multiplicative factor (3/4) has been applied to account for the different direction of

acquisition (lidar spectra are computed from longitudinal fluctuations of the longitudinal wind, whereas the sonic

spectrum is computed from lateral fluctuations of the longitudinal wind).

Figure 3 showsgood agreement between the lidar and the sonic anemometer spectra.The dotted linesobtained

by fitting a -5/3 power law to lidar spectra produces a useful estimate for the dissipative rate of turbulence (parameter

in the panels) since it is also a good fit to sonic anemometer spectra.
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Figure 1 :Five-minute running average of sonic anemometer (solid line) and mini-MOPA radial velocities.

December 07, 1998, from 20.5 to 21.0
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Figure 2 :Power spectra of sonic anemometer radial velocity (solid line) and lidar velocities (light line) at range 750m

(the range of the sonic anemometer). The attenuation of lidar power densities is due to pulse-averaging. The light
horizontal solid line is the error level.
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Figure 3 : Spectra of the range-variations of lidar velocities (symbols +) over the range interval [500m:1500ml 
obtained over 4 consecutive 7-minute time intervals. The light solid lines are the spectra of sonic anemometer data 
over the same time intervals. The dotted line is the best -513 power-law fit of lidar densities. It turns out to be a good 
tit to sonic anemometer spectra. and so produces a useful1 estimate for the dissipative rate of turbulence (parameter 
E). 



ABSTRACT

The Prediction of the Doppler Measurement Accuracy Using a Priori Information About the
Turbulent Aatmosphere
Alexander P. Shelekhov, Alexei L. Afanas'ev, Institute of Atmospheric Optics, SB Russian
Academy Science, Russian Federation
The accuracyof the Dopplerfrequencymeasurementof the parametersof the turbulent
atmosphereis studiedfor the casesof the stable,unstable,and indifferentstratification.The
theoreticalpredictionof the Dopplermeasurementaccuracyisbasedon the turbulent
atmospheremodelsof Kaimal and Palmer.
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SPARCLE Optical System Design and OperationalCharacteristics

Farzin Amzajerdian, Bruce R. Peters, Ye Li, Timothy S. Blackwell, and Patrick Reardon
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INTRODUCTION

The SPAce Readiness Coherent Lidar Experiment (SPARCLE) is the fkst demonstration of a coherent
Doppler wind lidar in space. SPARCLE will be flown aboard a space shuttle in the middle part of 2001 as a
stepping stone towards the development and deployment of a long-!ife-timeoperational instrument in the
later part of next decade. SPARCLE is an ambitious project that is intended to evaluate the suitability of
coherent lidar for wind measurements, demonstrate the maturity of the technology for space application,
and provide a useable data set for model development and validation. This paper describes the
SPARCLE's optical system design, fabrication methods, assembly and alignment techniques, and its
anticipated operational characteristics.

Coherent detection is highly sensitive to aberrations in the signal phase front, and to relative alignment
between the signal and the local oscillator beams. Consequently, the performance of coherent lidars is
usually limited by the optical quality of the transmitter/receiver optical system. For SPARCLE having a
relatively large aperture (25 cm) and a very long operating range (400 km), compared to the previously
developed 2-micron coherent lidars, the optical performance requirements are even more stringent. In
addition with stringent performance requirements, the physical and environment constraints associated
with this instrument further challenge the limit of optical fabrication technologies.

DESCRIPTION OF OPTICAL SYSTEM

The functions of the optical system include expanding the laser beam, directing it to the atmosphere in a
conical scan pattern, receiving the backscattered radiation, while maintaining a highly accurate pointing
to ensure adequate extraction of the Doppler frequency shift due to the spacecraft and earth rotation
velocities. The optical system consists of a beam expanding telescope, an optical wedge scanner, and an
optical widow used for environmentally isolating the lidar instrument. Figure 1 provides an optical
schematic showing various optical components. As shown in this figure, two mirror assemblies are used
for providing the proper alignment between the [idar transceiver and the telescope. The telescope
expands the transmitter beam by 25X and directs it to an optical wedge that deflects the beam by 30
degrees. The wedge is rotated by a precision motor/encoder assembly in a step-stare fashion, to provide a
conical pattern in the atmosphere. Compared with continuous scanning, step-stare scanning provides a
greater operational flexibility, by allowing different scan patterns and laser shot accumulation. Step-stare
scanning also eliminates the need for a dynamic lag angle compensator for correcting the signal
misalignment due to the continuous motion of the scanner, thus reducing the complexity and cost of the
instrument's optical system. The scanner wedge is then followed by a high optical quality window that
provides the lidar optical interface with space. The optical window is made of fused silica with a rugged
anti-reflection coating for efficiently transmitting 2-micron wavelength radiation. Both the transmitted
beam and the backscattered laser radiation from the atmosphere follow the same path to the lidar
transceiver.
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Figure1. OpticalSystemSchematic

The optical system along with the transceiver system will be housed in a pressurized Hitchhiker canister. The
performance,physicalandenvironmentalspecificationsof the opticalsystemare summarizedin the tablebelow.

Table 1. SPARCLE System Parameters

Clear Aperture Diameter 22.6 cm

Beam Expansion Ratio : 25:1

Scan Angle (half angle) 30 degees
Field Of View 80 grad
Maximum Conical Scan Rate 45 degrees/sec

Wavefront Quality 1/10 wave RMS

Optical Transmission 64%

Polarization Less than 10%ellipticity

Beam Pointing Stability 4 grad/3 msec
Beam Pointing Error 28 grad in nadir and azimuth
Maximum Permitted Envelope 38 (dia.) x 43 (height) cm

Survivability Temperature -40°C to 60°C
Operating Temperature 0°C to 25°C
Internal Pressure 0.5 atm

BEAM EXPANDING TELESCOPE

The telescope design is based on an earlier systemthatwas designedandbuilt to addressthe major design
issues associatedwith a sPace-based coherent lidar such as size, mass,wavefront quality,polarization
purity,andvery low opticalbackscatter_3, By utilizing the lessons learnedfrom the alignment and
characterizationof the first telescope, the opticalandopto-mechanicaldesigns were modified to further
improveits robustness andto better comply with the specific environmentalconstraintsassociatedwith
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SPARCLE mission.. The design changes also address the issues concerning the telescope assembly
procedures and its integration with the lidar transceiver. For the most part, the design improvements take
advantage of relaxed telescope constraints resulting from the selection of step-stare scanning over
continuous scanning. The step-stare scanning reduced the telescope required field-of-view from 3 mrad
to 40 grad and eliminated the need for a back-relief space that would have been necessary for
accommodating the signal beam derotator and misalignment angle compensator. These changes in the
requirements allowed for the elimination of the telescope refractive lens which in turn allowed for the use
a smaller secondary mirror and lighter support structure.

The telescope consists of two off-axis parabolic mirrors in a Mersenne configuration as shown in figure 2.
The off-axis configuration eliminates any central obscuration which will degrade beam quality due to
diffraction effects. This configuration also reduces direct backscattering into the lidar system receiver
optical path. The size and mass constraints for any space-based coherent lidar dictate that the system be
considerably more compact than conventional configurations. The telescope fits within an envelope with
dimensions 38X32X33 cm and weighs about 20 kg. To achieve such a compact package, a fast optical
design was employed which led to more stringent fabrication and alignment tolerances 4. To maintain the
critical relative alignment between the primary and secondary mirrors over a relatively large operational
temperature range and eliminate any misalignment due to differential thermal expansion, the telescope
mirrors and its support structure are all made of the same aluminum material. This telescope system is
considered athermal since the changes in the optical properties of the mirrors (radius of curvature,
thickness, etc.) with temperature are perfectly balanced by the expansion or contraction of the structural
supports such that the system maintains its alignment.

Primary Mirror

Secondary Mirror

Optical Baseplate

Alignment Mirrors

Waveplate.
Assembly

Figure 2. Beam Expanding Telescope

To achieve a minimum acceptable performance from the telescope, a high level of surface figure accuracy
on the mirrors must be achieved. Selection of aluminum for the mirror base material coupled with the
aspheric surface geometry required of the mirrors has necessitated using high precision single point
diamond turning fabrication techniques. However, the level of surface roughness that can be obtained
from a diamond turned surface is too high for coherent lidar application that requires a very low scattering
and back reflection by the optics. Therefore, the mirrors are plated by a thin layer of nickel, using an
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electroless plating technique, before finish diamond machining. The nickel-plated mirrors are then post-
polished to reduce their surface roughness to an acceptable level. Finally, the mirrors are coated with
gold to achieve a high surface reflectivity approaching 99%.

OPTICAL WEDGE SCANNER

The lidar scanning is achieved by a 24.7 cm rotatingsilicon wedge thatprovides a 30 degree deflection
angle. Selection of silicon as the wedge materialwas mainlydrivenby its manydesirableoptical and
physical propertiesandthe fact thatsufficiently largesilicon crystals with a single phase domaincould be
grown andpolished. Because of the high index of refractionof silicon (n=3.45),the requireddeflection
anglecan be achieved by a relatively small wedge angle of 11.7 degreeswhich limits the mass of the
wedge to about4 kg. The opticalwedge mass was one of the criticalconsiderations,since it directly
affects the power drawn by the scanner motor which resultsin more heat. One of the criticalissues
associatedwith the opticalwedge that neededto be addressedwas its sensitivityto the radialtemperature
profile that will be generatedby the hot scanner motor andthe wedge cold surroundings. Radial
temperaturevariationsin the wedge can produce a wavefronterror due its non-symmetricalshape andits
high dn/dT (change in indexof refraction with temperature)value. To improvethe thermalpropertiesof
the optical wedge, a rnultilayercoating is designed thatcan effectively reject anyradiationin the solar and
far-infrared regions of spectrumwhile efficiently transmittingthe lidarbeamat 2-micronwavelength. In
this way, the wedge can be thermally decoupledfrom the surroundingenvironment,allowed to reach
thermal equilibriumquicker, andtherebyminimize the impactof dn/dTby reducingthermal gradients
within the wedge.

OPTICAL WINDOW

The lidar instrument is environmentallyisolatedby a 5 cm thick, 32 cm diameteropt!calwindow madeof
fused silica. The maindesign considerationsassociatedwith the optical windoware: (1) wavefront
distortiondue to the windowsubstratedeformationunderdifferentialpressureconditionin space; (2) de-
polarization due to stress-inducedbirefringence;(3) wavefrontdistortiondueto anyspatial temperature
variationthat may be present within the windowmaterial; and (4) Rejectionof solarradiationfor better
thermal environmentinside the canister. The opticalwindow has a multilayercoating for high
transmission at 2-micron wavelengthand high reflection overthe visible region of the spectrum.

This work was supported by NASA Marshall Space Flight Center through a cooperative agreement with
The University of Alabama in Huntsville at the Center for Applied Optics.
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1. Introduction

NASA SPace Readiness Coherent Lidar Experiment(SPARCLE) is a technology demonstrationon the
space shuttle for space-based Doppler coherent iidar atmosphericwind velocity measurement [1]. The
optical telescope system includes a 25cm off-axis beam expanding telescope, a 25-cm silicon wedge
scanner,and a 32-cm Fused Silica optical window.The 2.0 micronswavelength laser source is expanded
with this optical systemat a power of 25x and transmittedto the atmosphereat a conical scanningangle of
30 degrees. The optical system also serves as receiver for the back scattered radiationsignal from the
atmosphere.
Coherent laser radarrecordsinformationaboutthe phase of the back-scatteredradiationwith respect to a
local referenceor local oscillator.The phase of the light contains information about the Doppler shifted
mean frequency, frequencyspectrum, and polarizationof the photons. The wind velocity information,
which is the main interestof SPARCLE,is encoded in the mean frequency.The signal-to-noise ratio of
coherent lidarsystem is very sensitive to the opticalperformanceof the transmittingandreceiving.beams.
The majordesign issues for coherent detection lidar are the way€frontquality,polarizationpurity, and a
minimum backscatteringfrom the optical surfaces. Eliminatingoptical degradationsfrom thermal effects
on the mechanical structureand the optical componentsis also critical for the space-based coherent lidar
system. In orderto obtain a diffraction limited optical system, the optical fabricationtechnologies and
tolerances,optical testing capabilities, and alignmentsensitivities have to all be considered in the design
phase to make surethat theopticalsystemcan be physicallyproduced.
The SPARCLE telescope system was designed based on lessons learnedfrom the prototypetelescope[2],
and employing state-of-the artoptical fabricationtechnologies. These technologies include: utilizing the
Large Optics DiamondTurningMachine (LODTM) at LawrenceLivermoreNational Lab for the primary
mirror fabrication, primary mirror post polishing at Space Optics Research Labs (SORL), Laser gold
platingof the mirrorsat EpnerTechnology, opticalwindow andsilicon wedge multi-layercoatingsforhigh
transmission at 2-micronandhigh reflectionof solarandIRradiationat Diversified OpticalProductsInc..

2. Optical Design

2.1 Beam Expanding Telescope
The volume of the optical canisteron the space shuttle and the step-starescanning technique used by
SPARCLE constrained us to choose a two paraboloid afocal Mersenne configuration as the beam
expanding telescope. The off-axis beam expanderwas selected to eliminate the central obscuration and
back scatteringof an on-axis system which would degradethe heterodynemixing efficiency and signal to
noise ratio. The all reflective optical components can be built with the same aluminum alloy as the
mechanical structureseliminatedifferentialthermal expansiondueto differentmaterials.
The diffraction limitedbeam expanderwas designed andmodeled by using ZEMAX optical software and
verified by using SYNOPSYS optical software with a full field of view of 80 micro-radians,angular
magnification of 25x, and a primary mirror aperture of 25 cm. The optical spacing between the primary and
secondary mirror is 22.5 cm with a primary mirror operating at F#/0.9 and a de-center of 15 cm. The
optical 3D layout is Shownin Figure 1. In addition, a small optical flat with a width of 7 mm was designed
on the outer radial edge of the primary mirror as a reference for optical fabrication, testing and system
integration. The secondary mirror has a physical aperture of 3 cm with a symmetric shape to ease the
optical fabrication and optical alignment stage. A portion of the mirror at 6 mm off-axis is used for
delivering the laser beam. The backside of the secondary mirror was designed to have an optical flat
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surface of 2.5cm diameter on the central area for telescope alignment and integration using a ZYGO
interferometer.

2.2 Optical Wedge and Optical Window
The wedge scanner in SPARCLE telescope system is required for deflecting the expanded and collimated
laser beam to a conical angle of 30 degrees. Several materials have been investigated based on their indexes
of refraction, optical properties, and thermal properties. Single crystal silicon at optical window grade was
the best choice of material for the wedge scanner. The wedge angle of 11.7 degrees for silicon with an
index of refraction of 3.45 at a wavelength of 2.0 microns was calculated for the scanning angle of 30
degrees. The physical diameter of 24.8cm of the wedge was decided based on the bolt circle for mounting
of the wedge holder to the scanner. The optical clear aperture is 22.6cm in diameter, which is the entrance
pupil for the receiving optical system. The surface figure for both wedge surfaces need to be better than 1/6
waves peak to valley at 0.633 micron wavelength, which will provide a 1/30 wave RMS transmitted
wavefront accuracy. The wedge will produce a transmission of better than 93% for the operating
wavelength with a circular polarization maintained at better than a 95% ratio of minor and major axes of
the polarization states.
Fused silica material has been selected as the optical window material for the Hitchhiker canister because
of its high index homogeneity, high transmission in IR, low thermal expansion and thermal optical
coefficient, and excellent mechanical properties. The optical window for SPARCLE serves as the interface
between the pressurized optical canister and the outside vacuum. The half atmosphere pressure of dry
nitrogen inside the canister could deform the flat window consequently degrade the optical wavefront
quality. The window thickness of 5 cm was decided by simulating the window deformation curve with high
order even aspheric surfaces in the ZEMAX model and analyzing the optical performance with the criterion
of diffraction limited performance. The surface figure for both surfaces of the window will be fabricated in
1/6 wave peak to valley at 0.633 microns. Then the transmissive wavefront will be about 1/30 wave RMS
at 2.0 microns. The total transmission will be approximately 90% with application of an anti-reflection
coating at 2.0 microns.

3. Optical Analyses

3.1 Optical performance
A Zemax optical design model was set up to send a bundle of geometrical rays from infinity through the
pressurized fused silicon window, silicon wedge, and the confocal parabola telescope from infmity at a
deflection angle of 30 degrees with a full field of view of 80 micro-radians. The spot size was obtained by
using an ideal lens to focus the collimated output rays down to a point. The focussed spot was contained
within the diffraction limited Airy disc with the Strelh ratio of 93% and the RMS wavefront error of 1/25
wave at the operating wavelength. The optical performance is also shown in the Figure 1.

3.2 Tolerance and Sensitivity
Tolerance and sensitivity analysis is very important: to build a working optical system. Parametric
sensitivity and tolerance of the telescope have been analyzed to determine its optical performance for the
fabrication and assembly.

3.2.1 Fabrication and Assembly Tolerances
The analyses assume a fixed focal point in space: However, the accepted focal point is surround by a
volumetric tolerance.

Conic constant of primary mirror: +/- 0.0003
Conic constant of secondary mirror: +/- 0.001
Radius curvature of primary mirror: +/- 10.0 gm
Radius curvature of secondary mirror: +/- 5.0 pm
Total irregularity of each mirror: 0.5 fringes
y - tilt of primary mirror: 0.01 ° ( 170 grad
x - tilt of primary mirror: 0.01 °

x and y de-center of primary mirror: !0 gm
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3.2.2 Secondarymirroralignmentrangesandsensitivities
Secondary mirror is used as a compensator with 5 DOF. The criteria of optical performance was set to be
1/20 wave RMS wavefront error.

z - translation: 10 _tmwith resolution of 1.0 gm
x - de-center: 40 gm with resolution of 1.0 gm
y - de-center: 65 gm with resolution of 1.0 gm
x - tilt: 0.05 owith resolution of 0.001 o
y - tilt: 0.05 owith resolution of 0.001 °
z - tilt: not needed due to the symmetry of the secondary mirror

3.2.3 Instability tolerances
To meet 0.05 waves RMS wavefront quality (Final required wavefront quality is 0.07 waves), the aligned
telescope need to be stable within the following tolerances.

Mirrors spacing: 4.2 gm
x - de-center: 8.2 gm
y - de-center: 5.5 gm
x - tilt: 0.0013° (22 grad)
y - tilt: 0.002° (35 _trad)
Radius curvature ofpri, mir.: 8.5 gm
Conic constant ofpri, mir.: 1.2 gm
Radius curvature of see.. mir.: 8.5 gm
Conic constant ofpri, mir.: 3.0 gm

3.3 Thermal Analyses
The thermal effect has to be considered for any optical system used in space or any severe environment.
Two thermal issues could affect the optical performance to the system. One is the thermal soak since the
working temperature range for the telescope is from 0 to 25°C. Another one is the thermal gradient between
or within the optical components. Both thermal issues were analyzed and considered in the optical and
opto-mechanical designs [3].

3.3.1 Telescope operation over 0 to 25 °C soak temperatures
Since mirrors and structure made of the same material of aluminum alloy 6061-T6 with TCE (Thermal
Coefficient of Expansion) of 23.5X 10 -6/°C, the raidius of curvature and spacing of the mirrors change
simultaneously with the temperature. The analyses showed that as the temperature varies from 0 to 25 °C,
the change in the primary mirror radius of curvature is compensated by the changes in the mirror spacing
and the secondary mirror radius of curvature. As a result, the telescope maintains its optical quality over its
specified operational temperature range.
The effects of soak temperature variations on the optical wedge and window performance are also shown to
be negligible, except for beam pointing angle. Due to the variation of the index of refraction with
temperature, the optical wedge will introduce as much as 45 micro-radians/°C changes in the beam p0.inting
direction [3].

3.3.2 Telescope thermal gradient analyses
Physical mirror spacing changes due to temperature gradients existing within the beam expander support
structure and mirrors were analyzed at different operating temperatures. It was shown that the telescope
could tolerate up to 2°C of steady state temperature gradients. During operation in space, the temperature
gradients within the telescope assembly are not expected to exceed 1.5 °C.

4. Optical Fabrication
The beam expanding telescope mirrors and support structure are made of the same aluminum material
providing for an athermal design. The telescope mirrors were fabricatedusing precision diamond turning
technology. The mirrors were first diamond ttmaed to within one wave of the desirable figure and then
nickel plated before final diamond turning. The diamond turning of the primary mirror was performed at
DTM3 and LODTM facilities at Lawrence Livermore National Laboratory and the secondary mirror was
diamond turned at the Center for Applied Optics/UAH. A surface figure accuracy of 1/4 wave peak to
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valley at HeNe wavelength and a surface f'mish of about 150 angstroms RMS were achieved for each
mirror. Post-polishing the mirrors is expected to achieve a surface finish of better than 25 angstroms and a
final surface figure of about 1/6 wave P-V at HeNe. The polished mirrors will be plated with high purity of
gold to increase the reflectivity to 98.5% at 2.0 microns wavelength.
High purity Fused Silica and single crystal silicon will be used to fabricate the optical window and optical
wedge scanner at DIOP. The optical surfaces will be polished to a figure accuracy of 1/6 wave peak to
valley at HeNe. Due to thermal gradient effects on the window and wedge, a special coating will be applied
to increase solar reflection and reduce mid-IR radiation transfer between the optical components. The

coatings are also required to have better than 90% transmission at 2.0 wavelength and maintain circular
polarization to within 10%.
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1. Introduction

Global wind measurement, more precisely speaking global horizontal wind, is crucially important for both
Numerical Weather Prediction and studies on the global climate. Temperature and humidity profiles and surface

pressure in addition to the wind profile are needed for the initial state condition for the Numerical Weather
Prediction and the global climate model. The wind profiles are now available only from a global network of radio
sonde observations at the ground. Very little information about the vertical profiles of the horizontal wind field is
available from the ocean, in the tropics and in the Southern Hemisphere. If the present data deficiency of the global
wind could be solved, the Numerical Weather Prediction and the global climate model will be improved dramatically.

Now, global measurement of the wind profile in the troposphere can be realized only with the Doppler lidar in space.
A program of Japan for development of the coherent Doppler lidar in space was started by Communications

Research Laboratories (CRL) from 1997 FY under the support of the Phase II study of Ground Research
Announcement of NASDA and Japan Space Forum. Objective of the program is to make a feasibility study of the
coherent Doppler lidar tbr Japanese Exposure Module (JEM) of the International Space Station. The coherent
Doppler lidar will be design to install in a standard EF(Exposed Facility) payload of ISS/JEM and the mission of the
lidar is made a demonstration of the wind measurements form space. The ISS/JEM-borne coherent Doppler lidar

(JEM/CDL) can measure line-of-sight (LOS) winds in the troposphere from space in the accuracy of 1-2 m/s in the
vertical resolution of about I km and the horizontal resolution I00km xl00km

There are two methods to measure the atmospheric wind with the Doppler lidar from space. One of them is a

coherent Doppler and another an incoherent one. Size of the incoherent Doppler lidar is not suitable for the
ISS/JEM. We consider the coherent Doppler one as only one candidate tbr ISS/JEM.

2. A Coherent Doppler Lidar tbr ISS/JEM
ISS/JEM-CDL will be packed in one of standard payloads of the JEM-EF (Exposed Facility), which is1850 x I000

x 800. JEM/CDL is now under the feasibility study. Present parameters of the coherent Doppler lidar are shown in
table I.

Table 1 Parameters of [SS/JEM-borne CDL

Transmitting Laser Tm.Ho:YLF (X:2.06_tm), Osc.-Amp. Laser
Output 2 Joule
Repetition 10pps
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Wall-plug.efficeincy over 2% (Electrical-optical efficiency)

Transmitting Telescope off-axis Diameter 40cm

Scanning Step Scanning
under study of two methods

l) Si-wedge scanner
with one telescope

2) side-scanning with
two telescopes

Scanning method will be selected one of them. The Si-wedge scanner is the same one of the SPARCLE of NASA.
The side-scanning is used two telescopes. One of the telescopes of the side-scanning will be installed to look forward
at the angle of 60 degrees from the direction of ISS movement and another to look backward at the same angle. The
both telescopes will be step-swinged form 6 degrees to 30 degrees around the direction of ISS movement. Now,
trade-off study is under way.

LOS wind error is estimated by using an equation of the poly-pulse pair algorithm (Zrnic,1979, Kane, 1984). The
lidar parameters shown in table 1 and total optical efficiency including the heterodyne efficiency is assumed as 0.04.
The following aerosol height profiles is used in the studies of the LOS wind error of JEM/CDL.

Table 2 aerosol height profile [3(z)tbr the studies the LOS wind error

Height aerosol height profile [3(z)

02 km 2x 108(1/m/str)
25 km lxl0"8(1/rn/str)
512 km 8xl09(1/m/str)

Results of the LOS wind error estimation will described at the conference.

The following key technologies in addition to a conceptual design of the iidar of JEM will be described also at the
conference in some detail.

(1) 2fi-mTm,Ho:YLF laser with 2 joule 10Hz slaved by a frequency stabilized CW laser.
(2) scanning mechanism with 40cm diameter telescope.
(3) a coherent detection system, which can compensate Doppler shift due to spacecraft velocity.

3. Concluding remarks
A program of Japan fg_rdevelopment of the coherent Doppler lidar in space was started by CRL from 1997 FY

under the support of the Phase II studies of the Ground Research Announcement of NASDA. Objective of the
program is to make a feasibility study on the coherent Doppler lidar for the Japanse Exposure Module (JEM) of the
International Space Station (ISS). The ISS/JEM-borne coherent Doppler lidar can measure tropospheric LOS winds
from space' in an accuracy to 1-2 m/s of the vertical resolution of about 1 km and the horizontal resolution
100kmx100km. Results of the feasibility study will be used for a proposal of 2ed JEM mission.
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293



ALADIN Impact Study

Christian Wemer, Wemer Wergen, Alexander Cress, Victor Banakh, Igor Smalikho, Ines Leike and Juergen
Streicher

1. Introduction

The weather services use all kind of wind data for their forecastmodels: Single level data from ground
observations and from aircraftsin the flight level, wind profiles from radiosondes and wind profilers. The
quality test of these datais necessaryand this requires an accuracyof the wind informationin the orderof 2
m/s. Thereforethe lidarhas to produce nearlydefendabledata.
The block diagramof the impactstudy is shown in figure 1.
Three partnerswork on the study, the GermanWeather Service DWD, DLR with the Lidar Group and the
Institute of Atmospheric Optics (IAO) with the turbulencegroup. DWD createsa global data set fora wind
forecast. This data set is transferedto DLR and can be read by the Macintosh Power PC into the LabView
software package.DLR transfersthis dataset also to IAOfor turbulencecalculation.
Beside this DWD startsan analysisof sensitive areasforthe forecast,the so calledtargetedobservation.
DLR is doing the virtual instrument signal simulation starting with the dynamics of the observation, an
instrument which is close to the real Doppler lidar andthe atmosphericconditionsprovidedby the DWD. This
dataset is modifiedwith turbulenceandshould be givenback to DWD for an assimilation.

Figure 1 Block diagramof the work packages of the impactstudy

2 Virtual Sensor

A virtualsensor andits environmentcan be tested directlyandcan therefore optimisedwithout hardware
development. For this study the sensor was placed on aspace stationorbit andwas flying over the wind field
(vertical profile of horizontalwind for every 200 km grid point) with thesensor parameterschoosen. By
accumulatingmanyshots pergridpoint dependingon the pulse repetitionrate of the sensor, the datafor one
gridpoint to be delivered to the weather service are shown in figure2.For this simulationa 15J CO2-1aserwas
used (6 Hz, Telescope diameterI m, 57 shots accumulated).
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Figure 2 LOS components as a result of the simulation

The true value is the input profle (LOS component) and this is compared with the calculated one based on the
ESA ALADIN sensor concept. The accuracy of the wind LOS is within 2 m/s in the atmosphere below 20 kin.
DWD selected the following time period (Jan 19,1998 12Z - Jan 30,1998,12Z) and presented all wind profiles
with additional data (clouds, temp,, humidity, diffusioncoefficients)to DLR. DLR selected a Space-Station as
platform and could select different tracks of the platform. DLR and IAO calculated the LOS wind with
turbulence influence for the North-American region. The sensor is pointed 30 degree Nadir and 45 degree in
forward flight direction. This is a non scanning system concept.
If one uses all these LOS-informations available for the track and put these information in a color code so that

wind from the laser gives red color and wind against the laser gives blue color, figure 3 shows the result.

27." ........

25.

C

Figure 3 LOS wind information for track 5 using the CO2 Doppler lidar (19.01.98 track 5:14 Z)

3. Estimating the impact of lidar-winds on Numerical Weather Prediction

In order to estimate the potential benefit of the addtitional LOS lidar windprofiles on the numerical weather
forecasts, an impact study was initiated. It consists of two parts. In the first study, the importance of wind
profile data in general was assessed. In the second part, the impact of the additional lidar-winds will be
estimated.

Role of wind observations

The basic prognostic variables of current Numerical Weather Prediction (NWP) models are geopotential,
humidity and wind. In the extra-tropics, there exists a strong coupling between the geopotential and the wind
field, the so-called geostrophic relation. It allows to derive approximate wind components from geopotential
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gradients. It is therefore important to find out whether these geostrophic winds are sufficientor whether
observed wind profiles result in a more realistic definition of the initial state for NWP.
To answer this question, a parallel data assimilation with the Global-Model (GM) of DWD was perfomed in
which the wind profile observations from radiosondes and aircraftover the United States and Canada were
excluded. By comparing the foreeastquality between the runs using or not using the wind data, an estimate
their importance canbe given. By tracing back the differencesin the forecasts to the intial difference,sensitive
areas can be identified.

250hPa GEOPOTENTIAL
forecast area: NH mean over 21 cases

Date: 21.01.98 - 10.02.98 Start: 12 UTC

100 __ ....
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Figure 4 Anomaly correlation of the 250 hPa geopotential height field, averagedover 21 cases and forthe area
between 20° and 90°N as a function of forecastlength. The full curve is forthe control using all observations,
dotted for experiments not using radiosonde and aircraft wind data over the US and Canada.

Fig. 4 shows the mean anomaly correlation for the 250 hPa geopotential, averaged between20 ° and 90°N as a
function of forecast length. Naturally, forecast quality deteriorates with forecast time and forecasts are usually
considered of little value if the correlation falls below 60%. The control forecast (full) using all observations
crosses the 60% line close to 192 hours into the prediction. By contrast, the forecasts not using wind profiles
over the North American continent (dashed) crosses the 60% limit at 168 hours, thus resulting in a degradation
of almost 24 hours in useable forecast length. This clearly highlights the importance of having wind
observations for defining the initial state also in the extra-tropics.
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500 Hpa Geopotential
Difference Forecast - Control Interval : 40 m

30.01.98 12 UTC+OH for 30.01.98 12 UTC

I
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Figure 5 Initial differencefor 12 UTC, 30 January 1998 in the 500 hPa geopotential height field between the
assimilation using all data und the experiment not using radiosonde and aircraftwind data over the US and
Canada.

Fig. 5 shows the differencesin the intial states of a pair of forecastsstarted at 12 UTC on 30 January 1998, one
was using all available observations and one was not using the wind profiles. The differencesin the 500 hPa
geopotential height field can mainly be found in higher latititudes with a maximum over the Hudson bay. This
differenceamplifies during the forecastand leads to a considerably less usefulprediction over Europe for the case
where the wind information from the US and Canada was missing. This result agrees well with classical theory
which points to the higher latitudes as the most sensitive areas.
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Rod Frehlich

Cooperative Institute for Research in the Environmental Sciences (CIRES)
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Introduction aerosol region travels during the data processing in-
terval T = MTs where M is the number of complex

Coherent Doppler lidar is a promising technique for lidar data points for each range-gate. For pulse accu-
the global measurements of winds using a space-based mulation, the along-track extent of the measurement
platform. Doppler lidar produces estimates of the ra- volume L = AyN where N is the number of accu-
dial component of the velocity vector averaged over mulated pulses and Ay is the horizontal separation
the resolution volume of the measurement. Profiles of between adjacent lidar pulses. The major instrumen-
the horizontal vector winds are produced by scanning tal error in the radial velocity is the frequency drift in

the lidar beam or stepping the lidar beam through a the reference laser frequency (LO) which determines
sequence of different angles (step-stare). The first de- zero velocity. The effects of uncorrelated velocity er-
sign for space-based measurements proposed a coni- ror from pulse-to-pulse is included by adding a zero-
cal scan which requires a high power laser to produce mean Gaussian random velocity error with standard
acceptable signal levels for every laser pulse. Per- deviation avLO to the zero velocity reference of each
formance is improved by fixing the laser beam and pulse. To simplify the analysis, we assume the lidar
accumulating the signal from many lidar pulses for beam axis is perpendicular to the satellite track with
each range-gate [1, 2]. This also improves the spa- a nadir angle 0 where _ = 0 is pointed to the center
tial averaging of the wind estimates and reduces the of the earth.
threshold signal energy required for a good estimate. For a short range-gate located at range R and
Coherent Doppler lidar performance for space-based for constant aerosol backscatter coefficient/_(R), the
operation is determined using computer simulations magnitude of the Doppler lidar signal for one lidar
and including the wind variability over the measure- pulse is defined by the parameter [1]
ment volume as well as the variations of the atmo-

spheric aerosol backscatter. ?TQ_(R)K(R)2cUTAR?TH T+1= (t)
Lidar Performance 2hvR2

where r/Q is the detector quantum efficiency, K(R) is
The performance of Doppler lidar depends on the the one way irradiance extinction, UT is the trans-

lidar parameters, the atmospheric conditions, and the mitted laser pulse energy, AR is the receiver area, 'r/H
velocity estimation algorithm. The transmitted pulse is the heterodyne efficiency, h is Planck's constant,
for a solid state lidar is well approximated as a Gaus- and u is the laser frequency. _t is the effective num-
sian temporal power profile with a full width at half ber of coherent photons detected per range-gate per

maximum (FWHM) pulse width At [1, 4]. The spec- pulse.
tral width w = 0.1874/At and the spectral width The Space Readiness Coherent Lidar Experiment
in velocity space Wv = Aw/2 where A is the wave- (SPARCLE) is the first space mission to attempt co-
length. Tile illuminated aerosol target region is a herent Doppler lidar wind measurements [5] For most
narrow pencil shaped volume that has a Gaussian experiments, the lidar beam will be fixed with a nadir
intensity profile along the beam axis with a spatial angle of 30° and various azimuth angles.
width (FWHM) Ar = Atc/2 where c is the speed The turbulent wind field over the resolution cell is
of light in air. The line-of-sight range gate length described by the radial velocity fluctuations v(y,z)

Ap = Tc/2 is defined as the distance the illuminated where z is the distance along the lidar beam axis and
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y is the horizontal distance defined by the satellite Then Eq. (6) is
track. The mean radial velocity V(y,z) includes a
constant vector P_ and a shear component v_hr. For Va,¢ = have sin(0) + "UJav e COS(0) (9)

stationary conditions, the radial velocity fluctuations
v(y, z) are described by the covariance hmction where have and waw are the linear average over the

resolution cell of the horizontal and vertical veloc-

Cv(!/, z) =< u(y0, zo)v(yo + y, z0 + z) > (2) ity fluctuations, respectively. Assuming h(y, z) and
w(y, z) are uncorrelated, the total wind variability is

where z is the lag along the Iidar beam axis and y
,_ o ,)

is the lag along the horizontal direction. A simple s_ : 8v -Jr-8shr (10)

model for the covariance function is
where

cv(y, = (3) ') q .7 9

s,5= s_ sin2(0) + s;, cos-(0) (11)
where cr_is the variance of the radial velocity, r is the
magnitude of the vector (y, z), Lo is the outer scale, is the radial velocity component Eq.(7) and
and ._

8sh r = U2hr(_p) 2/12 (12)

G(x) = 0.5925485 xl/aKt/u(x) (4)
is the shear component. For the wind field model of

is the Von Karman turbulence model where Kl/3(x) Eq. (3)
is the modified Bessel function and the energy dissi-

pation rate e is s_ = 4a2 (1 - t)(1 - u)

. _/ ') .') .)
0.933668 a3_/Lo (5) H(vt2L_/L0h + u'L?/LSh)dtdu (13)

An important aspect of measurements over a ran-
dora wind field is the definition of the desired or true where ah is the variance of the h(y, z) and H(x) =
wind measurement va,_ which is required for the def- 1 - G(x). Similar results follow for s_.
inition of error. For single pulse velocity estimates A common approximation for the effects of wind
[6], v_ is well approximated by the linear average turbulence is the effective Gaussian pulse with effe9-
of the radial velocity over the range-gate length ,._kp tive spectral width in velocity space w,_/i given by
if the pulse volume ,,kr is less than the range-gate .) .) ._ ,_ ,)

dimensions '_Xp. We extend this result to the two- wT,_// = s-_+ "S'_hr+ w-_+ C_7_LO. (14)

dimensional space-based multi-pulse measurement, A real atmosphere also has random variations in
i.e., the aerosol backscatter 3 which is assumed to have a

1 ['go+L,j fzo+L_ log-normal distribution .with mean < 0 > and stan-

v_,_ - L._Lu .,/yo /-__o v(y, z)dzdy (6) dard deviation c_.3. The spatial distribution of '3 is
approximately a Von Karman model [7] with an outer

where L- = ,._kpand the average variability of the scale L0_.
radial velocity over th_ measurement volume is Doppler lidar data is generated using a Monte

Carlo technique [6] with the random radial velocity
._ 1 fyo+L_ +L

s; _ [ = v(y, z). The variations in backscatter over the range-gate has a smal! effect on velocity estimator perfor-L: L,j _yo :o
mance [8] . Shot to shot backscatter variability is< [v(y, z) -v_,e] 2 > dzdy (7)
added using simulations of aerosol backscatter fl(y).

which is the average squared difference between the The N pulses of simulated data are processed with
velocity fluctuations v(y,z) and the mean velocity the Capon estimator using the accumulated signal
Woe. covariance [1].

For a lidar beam with nadir angle 0, the radial
velocity v(y, z) along the lidar beam axis consists of Results
the projection of the horizontal velocity h(y, z) and
the vertical velocity w(y,z), i.e., The lidar parameters are chosen to match the

SPARCLE lidar for boundary-layer measurements.
v(y,z) = h(y,z) sin(O)+ w(y,z) cos(O). (8) i.e., A = 2.051 pro, At = 0.2!zs, &r = 30.0 m,
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M = 32, 'Ap = 246.1 m, wv = 0.961 m/s, Ts = The performance of the lidar velocity estimates is
0.051275 _s, Vse_,rch = 20.0 m/s, O'vLO = 1.0 m/s, defined by the parameters b and g as a function of
and Ay = 1.0 km. The atmospheric parameters _1. An example is shown in Fig. 2 for N = 10
are chosen for a turbulent boundary layer to inves- accumulated lidar pulses per velocity estimate and

tigate a worst-case scenario, i.e., _ = 0.01 m2/s 3, a_ =</3 >. The optimal Capon filter order p is cho-
Low = 1.0 km, Loh = 2.0 kin, aw = 2.2043 m/s, sen by the minimum standard deviation g and has a

Crh= 2.7772 m/s, a_= 2.3606 m/s, L0Z = 0.5 km, weak dependence on _1 and therefore can be reliably
Vshr = 10 m/s/km. For N = 10 pulses per esti- determined from the data. The best-fit models are in
mate, L=10 km, sw= 2.0526 m/s, Sh= 2.4157 m/s, good agreement with the simulated results.

sv= 2.4746 m/s, wvefi= 2.6546 m/s. For N = 100
3! I ililil| i I iliN, I l , i,ili, I I , _,,ili I

pulses per estimate, L=100 km, sw= 2.1883 m/s, Sh=
2.7365 m/s, sv= 2.6398 m/s, and wveff = 2.8092 m/s. a. 2 o oo oo o o

lO • 1 o o o o o

0 I I IIIIII I I I,,,lil , I I IIIIll I I I IIIIIII I IIIli I I I I I[1111 I I I IIIII I I I I Iltll I
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Fig. 1. Example Probability Density Function 1 10 100 1000
(PDF) (o) from 20,000 velocity estimates, N = 10 @1

lidar pulses and _1 = 3.0. The best fit Gaussian Fig. 2. Performance of the Capon velocity estima-
model (- - -) and the best fit two component Gaus- tor for N=10 pulses per estimate with optimal order
sian model (__) are shown, p, standard deviation g of the good estimates, and

The performance of Doppler lidar estimates of the fraction b of bad estimates versus signal strength _1

radial velocity v is described by the Probability Den- [Eq. (1)] for a single lidar pulse.
sity Function (PDF). -An important issue for space-
based measurements is the performance of the veloc- The performance for N = 10 accumulated lidar
ity estimates in weak signal regimes where the PDF pulses per velocity estimate is shown in Fig. 3 for
has a uniform distribution of random outliers and a constant aerosol backscatter and for aj =< ,_ >.

localized distribution of good estimates with mean The same results are shown in Fig. 4 for N = 100,

value v9 and standard deviation g. An example PDF accumulated lidar pulses per velocity estimate. The
for a weak signal regime is shown in Fig. 1. The bias backscatter variability (a,3 =< ,3 >) increases the
'Av is standard deviation of the good estimates and pro-

duces a small increase in the fraction of outliers which

/Av =< Vave - vg > . (15) is essentially negligible for the N = 100 cases. The
predictions for the effective Gaussian lidar pulse are

The PDF's are wellapproximated by aGaussian PDF in agreement with the turbulent wind field when
(dashed line) but the 2-component Gaussian PDF b > 0 and the agreement improves with larger N.
(solid line) is the best fit. In addition, the bias Av However, the agreement with the standard deviation
was small for all cases, at large signal levels (Ih is poor because the effective
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Gaussian lidar pulse assumes uhcorrelated statistics i.e., @1threshold is defined by b(@lthreshold) -7- Q. For
from pulse to pulse, example, the choice of Q = 0.1 (10% random outliers)

produces a threshold signa! level ¢Plth,.e_hold_ 3.3 for
2,6 I i ,I,l,, I I I [l,i,q i J ,ItJtl I , I Flill; I .
2.4 - N = 10 in Fig. 3 and _lthreshold _ 1.0 for N = 100

2.2 ................. . N=10 -............ - in Fig. 4. The threshold signal level scales as N -t/2

2.0

1.8 , • - as predicted by previous work using the effective tur-"-" 1.6 \'" -
' "'" -- bulence model [3].1.4 \_ ",, -,,.- 1.2 _ ", -
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Introduction
An orbiting coherent Doppler lidar for measuring winds is required to provide two basic pieces of data to the user
community. The first is the line of sight wind velocity and the second is knowledge of the position at which the
measurement was made. In order to provide this information in regions of interest the instrument is also required to
have a certain backscatter sensitivity level. This paper outlines some of the considerations necessary in designing a
coherent Doppler lidar for this purpose.

Line of sight velocity accuracy

A lidar instrument measures wind velocity by measuring a frequencydifference between the transmitted laser beam
and the return signal. This frequency difference is due to the transmitted frequency being Doppler shifted by the line
of sight velocity seen by the instrument. The line of sight velocity is comprised of velocity components due to the
satellite velocity, the earth's rotational velocity and the velocity of the target.

The magnitude of the combined line of sight velocity is given by:

los_vel := htrgtv cos(-trgta + az + orblat( lat, inc )) sin(nadalt(orbh, n, alt, lat ) )

+ vtrgtv cos(nadalt(orbh, n, alt, lat)) + hsatv cos(az) sin(n) + vsatv cos(n)

+ Vlat(lat) sin(orblat(lat, inc) + az) sin(nadalt(orbh, n, alt, tat)) (1)

where the first and second terms are the line of sight components of the target velocity with respect to the local
WGS84 [1,2] earth ellipsoid surface. The third and fourth terms are the line of sight components of the spacecraft
horizontal and vertical velocities. The f'malterm is the component of the earth's rotational velocity along the line of
sight. Table 1lists the parameters and functions called out in equation (1) and table 2 lists the sensitivity of the

Symbol Parameter
htrgtv target horizontal velocity
vtrgtv target vertical velocity
trgta angle of the target velocity with respect to the local meridian
az azimuth angle with respect to the spacecraft velocity vector
lat latitude of the spacecraft
inc orbit inclination angle

orbh orbit height
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n instrument nadir angle
alt altitude of the target with respect to the local WGS84 ellipsoid surface

hsatv local horizontal component of the spacecraft velocity
vsaw local vertical component of the spacecraft velocity

orblat(lat,inc) the angle of the satellite velocity vector to the local meridian
nadalt(orbh,n,alt,lat) The nadir angle the line of sight makes with the target with respect to the local

WGS84 ellipsoid surface.
vlat(lat) The earth's rotational velocity at a latitude, lat

Table 1) 'Base' parameters.

'base' parameters to error for an instrument at a nominal orbit height of 300 km and an orbit inclination of 52 deg
with a nadir angle at the spacecraft of 30 deg.

Parameter Maximum Error Rate Error required to give 1m/s los error

Azimuth angle 68 (m/s)/deg 256 _tradians
Nadir angle 118(rn/s)/deg 125 _tradians
Orbit height 0.31 (m/s)/km 3.22 km
Latitude 24 (m/s)/deg 725 _tradians
Orbit inclination 3.7 (m/s)/deg 4.7 mradians
Target altitude 0.02 (m/s)/km 50 km
Satellite local horiz, velocity 0.5 (rn/s)/(m/s) 2 (m/s)
Satellite local vert. velocity 0.87 (mis)/(m/s) 1.15 (m/s)

Table 2) LOS velocity sensitivities for a 300 kin, 52 deg inclination orbit

Note that the error due to each of the parameters is generally a complex function of other parameters (typically
azimuth and/or latitude) and the values in table (2) represent a worst case analysis for each parameter. It should be
noted that the sensitivities above are valid for any instrument, regardless of measurement technique, that is intended
to measure wind velocities on a single shot basis.

In addition to the line of sight velocity sensitivities listed above there will be sensitivities associated with the
measurement technique itself and with atmospheric refraction. Both of these effects are dependent on the actual
design and wavelength of the lidar under consideration. At the 2 _tmwavelength frequently considered for a space-
based coherent lidar the large Doppler shifts due to the line of sight component of the spacecraft velocity result in a
large frequency offset of the return signal from the outgoing frequency. This offset is greater than the bandwidths
typically required for obtaining a high quantum efficiency from currently available detectors. This is overcome by
tuning either the local oscillator or the transmitted outgoing pulse to offset for the spacecraft induced Doppler shift
and hence the bandwidth requirement on the detector [3]. A consequence of this scheme is an increase in the
number of frequencies that must be measured compared to a typical ground or aircraft based coherent lidar. The
velocity measurement accuracy due to the receiver portion of the instrument including the effect of the velocity
algorithm used is -0.5 - 1m/s for a 2 _tmsystem for good (>10 coherent photoelectrons) signal conditions.

Atmospheric refraction produces 'bending' of the lidar beam as it travels down through the atmosphere and this
creates a change in the nadir angle at the target. For a 2 _tm lidar at a 300 km orbit with a 30 deg nadirangle this
effect causes a 150 - 200 _tradianreduction in the nadir angle at the target with the actual value dependent on local
atmospheric conditions. This will contribute a 1.3 - 1.7 m/s line of sight velocity error if not correctly accounted for.

Target position
This can be broken down into two issues, the first is knowledge of the instrument position with respect to some
known global coordinate system, typically WGS84 [1,2]. The second is knowledge of the measurement location
with respect to the instrument.
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Knowledge of the measurement location with respect to the instrument is dictated by knowledge of the azimuth and
nadir angles of the instrument. Errors in the azimuth or nadir angle cause the line of sight to describe a cone about
the 'true' or 'ideal' value. The positionof the measurement relative to the instrument is simply:

1

Zlvlh := c trtrp cos(n) (2)

in the vertical and

1

Rlvlh := _ c trtrp sin(n) (3)

is the radial distance, neglecting the effect of refraction, from the sub-instrument point to the target location, c and
t_ are the velocity of light and the round trip time of flight respectively. We must constrain the azimuthal direction
such that the circumferential distance from the 'true position' can be determined. This distance is simply (Rlvmx
daz) where daz is the error in azimuth angle. This provides the target position in a local coordinate frame that can
then be transformed to obtain the target position with respect to WGS84 if the position of the instrument with
respect to WGS84 is known.

Parameter Error Rate: Error required to give lm error
Instrument vertical position 1 m/m 1 m
Nadir angle 44 m / 200 _trad 4.55 _trad
Round trip time 40 m / 300 ns 7.5 ns

Table 3) Vertical position assignment sensitivity

Parameter Error Rate Error required to give lm error
Instrument horizontal position 1 m/m 1 m
Nadir angle 40 m/100 _trad 2.5 _trad

Round trip time 24 m / 300 ns 12.5 ns
Azimuth angle 24 m/100 _trad 4.17 _trad

Table 4) Horizontal position assignment sensitivity

Instrument position and attitude
The method'by which the instrument obtains its attitude and position relative to WGS84 will be dependent on the
platform and instrument configuration. One technique is to use an INS/GPS to provide both attitude and position.
The performance of an INS/GPS on orbit is typically degraded over that achievable on the ground. In order to meet
the error budgets required by a Doppler lidar they must be operated in 'military' or PPS mode. One problem with an
instrument dedicated INS/GPS is that unlike a launch vehicle the unit is not powered on through launch and so it
must be initialised once on orbit. The lidar can be used to both perform this function as well as track and correct for
drift in the INS attitude solution [4].

Instrument sensitivity

The calculation of coherent Doppler lidar sensitivity has been extensively discussed in the literature [5] and this
paper will only mention issues pertaining to deployment from a space platform. In order to optimise the sensitivity
of a coherent lidar it is desired to have good wavefront matching of the local oscillator signal and the return signal.
A 300 km altitude, 30 deg nadir angle instrument has a round trip time of flight of the optical pulse from the lidar to
the ground and back of-2.3 milliseconds. During this time the transmit/receive optical axes must remain aligned
with respect to each other and any jitter of the lidar during the round trip time will therefore contribute to a loss in
sensitivity. Contributors to this misalignment that are not typically of concern for a ground or airborne system are
platform attitude drift and nadir tipping due to rotation about the earth's center. A platform attitude drift of -0.04
deg/sec will contribute -1.6 _tradians of misalignment between the transmit/receive beams while nadir tipping will
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contribute - 2.7 _tradiansof misalignment. For a 25 cm aperture instrument a total angular offset of~7 _tradians
will result in a 3 dB reduction in SNR.

Finally it should be noted that the Doppler shift due to the component of the spacecraft platform velocity seen by the
lidar is a function of the scanner azimuth angle (equation (1)). The bandwidth of the return signal that results from
this can result in an azimuthally dependent atmospheric extinction and hence an azimuthally dependent sensitivity.

Summary
An overview of some of the issues specific to designing a space based coherent Doppler lidar have been presented
and examples for an instrument with a 25 cm aperture in a 300 km, 52 degree inclination orbit orbit altitude
presented.
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1. INTRODUCTION

This paper presents the design of the most relevant lidar subsystems such as the 2 _tm laser and the detection
chain, the associated breadboard results, and eventually the architecture of a 2 lam lidar instrument
accommodated on the International Space Station (ISS).
The mission of this lidar instrument is to measure with good accuracy and reliability the wind velocity in the
Planetary Boundary Layer (PBL) from the ISS. The precise mission and instrument requirements are provided in
Table 1-I. From these requirements, the subsystems requirements have been established modelling the lidar
instrument and including signal processing aspects. Indeed, the lidar instrument performance mainly depend on
laser energy, pulse repetition frequency, laser pulse duration, capabilities of the coherent detection chain to work
at very low atmospheric useful signals.

DWL mission requirements

• International Space Station orbit,
• Measurement of the Line Of Sight (LOS) component of the wind velocity vector
(For each cell, a single LOS measurement is accepted),
• Minimum nadir angle = 30°,
• Wind velocity range :+ 100m/s,
• Measurement accuracy : 2 mis in the PBL (0 to 2 km altitude),
• Reliability :> 80 % in the PBL,
• Horizontal cell size: 200km x 200km,
• Vertical cell size : 500 m,
• Maximum cluster area : 35km x 35km

Table 1-1 : Mission and instrument requirements

2. LASER BREADBOARD DESIGN AND PERFORMANCES

After trade-off analyses, the selected 2 _tm laser architecture for the complete laser providing a 1 J energy per
pulse is the MOPA configuration.The breadboards have been focused on the seeder and the injected Q-switch
oscillator.
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2.1. Seeder definition and performances

The seeder has been designed considering an airtight cavity filled up with nitrogen, a piezo-electric actuator on
the mirror cavity to compenste for parasitic Doppler shifts (Figure 2-1).
The main performance of this seeder are recalled hereafter :
• Output power 54 mw in multi-mode operation at 0° C of crystal temperature
• Output power > 30 mW
• Divergence < 1.1 diffraction limited
• Linewidth < 0.5 MHz.

Tm,Ho:Yag Brewster
rod PF etalon window

Output
)aserdiode coupler

Output beam
at 2.09 _m

Piezomount

_ Airtight cavity

Peltier elemer_i__._ _-
40 mm

Figure 2-1 : Seeder design (by Quantel courtesy)

2.2. Injected Q,switch oscillator design and performance

The oscillator cavity is composed of 2 laser heads arranged up and down to reduce thermal beam distortion
(Figure 2-2). The 2 laser heads have been assembled, tested and implementedin the laser resonator (Figure 2-3).
Each set of 4 diode stacks emits 1.1 J on each rod during 800 _s at 10Hz. The extractedenergy in free running
modes is 165mJ in the operationalconditions.
For Q-switching, the electro-optics device (LithiumNiobate) has been selected for the breadboard due to high
injection stability.The simulationsand optimisationshave led to a 0.8 m linearcavity length.
The injectionseeding modehas been optimised to match theseeder and theosci!latorwavelengths.
The final injection performanceobtained is 10 mJ at 10 Hz with a 200 ns pulse duration once the mechanical
instability troublesof the oscillator and the optical bench have been solved.

] _ Fast photodiode
Injectionseeding _- at 2 IJm

control loop

CW seeder _ _-_ _

Glan prism, Glan prism

Piezo mounted on
Laser head 1 Laser head 2 output coupler

"91--t U _ Glanprisl [_ _
Quarter Polarisation Quarter Quarter Pockells cell Rmax
wave plate rotator wave plate wave plate mirror

Figure 2-2 : Injection seeded Q-switch oscillator
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Figure 2-3 : Laser head with cooling system (by QUANTEL courtesy)

3. RECEIVER BREADBOARD DESIGN AND PERFORMANCE

The goal of the breadboard is to characterise and optimise the 2 tam coherent receiver functioning in spaceborne
DWL real conditions. The core element is composed of a 2 tamphotodiode, a preamplifier and a matched filter,
and is decisive for coherent receiver performance determination (Figure 3-1).

_._ FIp .Fif Fhp

[_ impedance

Photodiode Transimpedance
biasingcircuit PIN amplifier Matchedfilter

photodiode

Figure 3-1 : Receiver breadboard architecture

An optical test equipment has been realised in order to determine the performance of the receiver breadboard.
The role of this optical test equipment is to generate an optical signal simulating the real lidar atmospheric return
signal (Figure 3-2).

Polarisation Standard
maintainingfibre fibre

Optical Intensity modulator PIN
isolator Photodiode

Laser

Input Piezo Piezo Output
objective objective

RF+bias

Figure 3-2 : Optical test equipment design

With the level of accuracy required, all the optical test equipmentand receiver breadboardcomponents have
been characterised with respect to frequency response, gain, amplitude linearity, distortion, maximum input
signalpower, noise density,noise factor, andSNR.
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The achieved performance can be summarised by a noise factor introduced by the electronics lower than 0.5 dB
with a local oscillator power of 1 mW with the state of the art 2 gm technology (Figure 3-3). Thus, it has been
demonstrated that the receiver chain is nearly shot noise limited.

-._5 ..............................................................................................................................................................................................

Figure 3-3 : Shot noise spectral density of the amplifier and photodiode (by Alenia courtesy)

4. LIDAR INSTRUMENT DESIGN AND PERFORMANCE

After trade-off analyses on the lidar instrument accommodation on the ISS, the Japanese Exposed Module
location has been selected because it offers the possibility to implement a large mass instrument land large
radiative surfaces. The Doppler Wind Lidar instrument presents the following interfaces with ISS :

Interfaces Assessment

Mass 325 KIg
Power 620 W
Volume 1200 x 860 x 1250
Radiative surface area 1.5 m2
Data rate 8.8 Mbit/s

The results of the laser and detection breadboards have been introduced in the simulations in order to consolidate

the lidar performance. The wind performance due to SNR is better than 1.5 m/s with a •reliability higher than
80% up to 12 Km height. In addition to these wind velocity performance, instrumental bias and Doppler shift
compensation errors are estimated at 0.7 m/s.

N

Telescope_

Laser .X/_X_,J/Electronic gyro.

Star-tracker

.._._.._ _ _:_ _ Receiver

JEM
interface

Power distribution LO power Optical bench
unit supply

Figure 4-1 : 2/am DWL instrument architecture on ISS
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Figure4-2 : Windvelocityaccuracyandreliabilityversusheightfor 3 scatteringcoefficients

(Levin with quality control (QC) algorithm)

5. CONCLUSION

This work gives the demonstration that the relevant performances on the laser and the heterodyne receiver chain
at 2 _tm are achievable through the presented breadboard results. It also summarises the lidar instrument
capability to measure a wind velocity along the telescope line of sight with an accuracy and reliability
respectively higher than 2 m/s and 80 % up to 12Km height.
For the next step, the main challenge is first to improve the optical power of the laser, and secondly to combine
the laser, detection and frequency control breadboards in order to realise a 2 _unlidar based on ground.
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1. Introduction

We have developed a compact Doppler lidar concept which utilizes recent developments in
semiconductor diode laser technology in order to be considered suitable for wind and dust opacity
profiling in the Mars lower atmosphere from a surface location. The current understanding of the
Mars global climate and meteorology is very limited, with only sparse, near-surface data available
from the Viking and Mars Pathfinder landers, supplemented by long-range remote sensing of the
Martian atmosphere. The in situ measurements from a lander-based Doppler lidar would provide
a unique dataset particularlyfor the boundary layer. The coupling of the radiative properties of the
lower atmosphere with the dynamics involves the radiative absorption and scattering effects of the
wind-drivendust (Haberle,et al., 1982). Variabilityin solar irradiance, on diurnal and seasonal time
scales,drives vertical mixing and PBL (planetaryboundary layer) thickness. The lidar data will also
contribute to an understanding of the impact of wind-drivendust on lander and rover operations and
lifetime through an improvement in our understanding of Mars climatology.

In this paper we discuss the Mars lidar concept, and the development of a laboratory prototype for
performance studies, using local boundary layer and topographic target measurements.

2. Instrument Description

We have developed a laboratory prototype Doppler lidar utilizing a novel technique for measuring
wind speed profiles. It uses technologies which provide a path towards development of a robust,
low-power instrument for deployment on the surface of Mars. The lidar currently utilizes
commercially available semiconductor diode laser master oscillator and fiber laser amplifier devices
in order to attain transmitter power output between 100-200 mW, depending on the transmitter
modulation technique. The specific lidar wavelength selected is not constrained to a particular
spectral region by the measurement objectives, consequently the 1.5 micron wavelength region has
been selected to be compatible with the large market of optical fiber-compatible components. This
wavelength also makes the lidar much more convenient for various Earth boundary layer
measurement studies because it is in the Aeye safe@ region.

The lidar uses a modulated cw transmitter and heterodyne detection. Pulsed operation, desirable for
many reasons when profiling is the goal, is not compatible with the very narrow-lincwidth
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semiconductor laser transmitter required for the Doppler measurements. Diode lasers do not store
population inversion energy efficiently, particularly if narrow linewidth is required. For a lidar
measurement application such as this, for which the transmitter output power is of the order of
hundreds of mW, the transmitter power requirement is a significant contributor to the overall power
budget. Thus it is attractive to use a diode laser transmitter rather than suffer the loss of efficiency
in converting diode pump optical power to pulsed power from a crystal laser medium. Since
heterodyne detection is used, the LO is derived by splitting a portion of the cw master oscillator
output. The LO component frequency is shifted 20 MHz using an acousto-optic shifter. The output
from the transmitter leg of the splitter passes through a modulator. This then passes through the fiber
amplifier and is coupled through a transmit/receive duplexer to an off-axis afocal telescope. The
receiver comprises a high-speed, low noise InGaAs photodiode suitable for ambient temperature
operation, with a matched preamplifier,RF filtering,programmableamplifier,high-speedlow power
12-bitanalog-to-digitalconverter (ADC), followed by Fast Fourier Transform (FFI') electronics and
power spectrum analysis and processing. The processing and control computer provides the
transmitter modulation waveform and the detected signal demodulation and correlation functions.
An important consideration for this lidar is the selection of a modulation and spectrum analysis
strategy which accounts for the decorrelation time of the signals backscattered from the atmospheric
aerosol. The decorrelation time in the boundary layer depends on the turbulence intensity. The
range of correlation times in the Earth=s boundary layer over land surfaces places a more stringent
demand on the lidar than is expected based on inferredcorrelationtimes for the Mars boundarylayer.

3. Summary

Laser technology is advanced to the level required for planetary missions, examples being the laser
transmitter for the Mars Observer Laser Altimeter (MOLA) currently orbiting Mars and the laser in
situ water vapor sensor in the Mars Volatiles and Climate Sensor (MVACS) currently on its way to
Mars. The compact lidar concept described here for atmospheric wind and dust profiling
measurements uses robust laser technology and relies on high performance signal processing as a
fundamental component of its operation. A prototypeDoppler lidar has been constructed for use in
local boundary layer measurements to assess the capability to derive wind profiles using PN code
modulation of the transmitter. Incorporationof monolithic semiconductordiode lasers with 100-200
mW output power will take place as these devices become available in the near future.
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Abstract

Global tropospheric wind observations are considered the number one unaccomodated
atmospheric observation for the new series of NPOESS platforms. The operational
meteorology communities have long recognized the potential for improved forecasting
skill if accurate wind observations were available around the globe. Recent analyses
suggest that wind observations such as those that could be made by a space-based
Doppler wind lidars would even result in greater improvements than better temperature
soundings. In this paper we present a roadmap that begins with the NASA approved
SPAce Readiness Coherent Lidar Experiment (SPARCLE) and ends ,vithan operational
DWL on an NPOESS platform.

The Importance of Global Wind Observations

There is evidence that today's weather forecast models are limited more by the lack of
good input data for initialization than they are by imperfect modeling of the atmospheric
system. Forecasts begin with 3D statements of the current state of the atmosphere. These
analyses are the consequence of integrating real observations such as those from
rawindsondes, satellite sounders, and various other remote and in situ observing systems
with the forecast model's "guess" of the global atmospheric state. Where there are no real
observations, the model uses its own guesses as the initial state for the next forecast
interval. Always assimilating and interpolating in time and space, the global models
move forward. Reanalyses (or hindcasting) of the model outputs and reprocessing of the
real data results in a set of analyses that are available for use by various research
communities, in particular the climate research community. Thus it can be asserted that to
improve our understanding of the timeline of climate variability we need to improve our
forecasting skills. To improve our forecasting skills we need better observations.
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The question is what do we need to observe better than we are already doing. Today we
have a global network of rawindsondes released twice per day to get soundings of winds,
temperature and moisture. Most of these releases take place over the populated
landmasses of the Northern Hemisphere. We a!soget a global set of less accurate profiles
of temperature and moisture from polar orbiting satellites. Over the oceans we are now
obtaining estimates of the winds near the surface from space-based scatterometers. What
are missing from the globally observed set of basic atmospheric state variables are the
winds throughout the troposphere. More precisely, we need to do a much better job of
observing the divergent component of the wind, which dominates in the tropics and in the
vicinity of higher latitudinal jets.

Quantifying the importance of this observational "gap" or "weakness" has been the
subject of a series of OSEs and OSSEs. Without going into the details of these
experiments (REFERENCES), they have clearly validated the intuition-based claims that
a global set of accurate wind observations will have a bigger impact on weather
forecasting (and thus analyses) than improving any of the current operational observing
systems. Thus, the leading justifications for a global wind observing capability are
expressed in terms of forecast improvements. Consequently, the roadmaps for DWL

technology development and mission concepts tend to lead to a presence on the new
generation of operational weather satellites known as NPOESS.

The first in a series of NPOESS platforms is scheduled for launch in the 2008-2009 time
frame. From our perspective, SPARCLE is the first major milestone on that road map.
The challenge is to lay out a plan that will result in a DWL being flown on C1 or C2 of
the NPOESS series. There is an obvious need for a mission between SPARCLE and the
NPOESS deployment. The remainder of this paper offers a view of what the intermediate
instrument and mission might be if coherent detection is determined to be the best
technology for the initial NPOESS operational mission. We refer to this next step after
SPARCLE as a "prototype operational" mission.

A Roadmap to an Operational System

The SPARCLEis beingdesignedto addressseveralkeyrisks(realandperceived)
associatedwith-operatinga DWLin space.A fewof thoseissuesare:

• Maintaining far-field alignment
• Validating modeled sensitivity (throughput)
• Validating modeled observation accuracy
• • Demonstrating the relative merits of several candidate scanning/sampling

strategies for use by an operational DWL

There are other issues important to an operational mission that are not being addressed by
SPARCLE. Listed among those capabilities yet to be demonstrated are:

• Autonomous lidar operations for multiple years
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• Autonomous/active optical alignment
• Lightweight scanning optics of the > 50cm diameter class
• Conductively cooled, end pumped .5 - 1joule class lasers

Figure 1 describes a proposed roadmap for developing and flying the key technologies
needed for a 3-5 year operational mission. Table 1 combined with Figure 2 illustrate the
progression towards full tropospheric soundings with a coherent system. Along the road
from SPARCLE to the "full profile" (clouds permitting) system, there are several non-
technical questions that need to be answered. These questions have to do primarily with
the cost benefit curve for global coverage and observational accuracy. A few of those
questions are related to:

• Incomplete vertical coverage for individual profiles (cloud or aerosol effects)
• Spatial resolution of observations vs. model grid size
• Adaptive targeting to optimize impact on forecasts and analyses
• Accuracy of observations relative to alternative sources of tropospheric winds

A prototype operational mission will go far in helping us answer these questions. Given
the way 4DDA is used by today's models, it is very unlikely that the cost of "full" global
coverage will be justified in the near future. The key issues may be more related to
accuracy and where new and observed wind profiles are needed.

Coherent Doppler Wind Lidar
•Sensing of Winds from Space

10/92
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Figure 1" Technology development roadmap from SPARCLE, through prototype, to
NPOESS operational flight.
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Table 1"DWL concepts from SPARCLE to Operational

SPARCLE Operational NPOESS/

(2001) Prototype Operational
(2005) (2011)

Laser Energy (J) 0.1 .5 1

Laser PRF (Hz) 6 10 12.5

Telescope Diameter 0.25 0.5 1
(m)
Orbit altitude

300 km 400 km 833 km
assumed

Nadir angle assumed 30 30 45
Number of shots

averaged for 50 290 603
sensitivity calc.
Backscatter

3 x 10.7 1 x 10.8 1 x 10.9
Sensitivity (8-point m4 sr4 m4 sr4 m4 sr4
scan)

Spatial Resolution 62 100 317
(km)

Natural Variability of 2 _m Backscatter
o

Subv_,Cirrus

• _ •

Bac_und

Enhanced Mid-Upper Troposphere

Maritime PBL
Lower Troposphere

Continental PBL

Surface , _a_,...........

I I I I I I I

1041 1040 10-9 10-s 10-7 10-6 10-s 10-4 10-3
Backscatter (m'tsr 1)

Figure 2: Backscatter opportunities at 2 microns
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