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1571 ABSTRACT 
Copolyimide compositions and methods for their prepa- 
ration which are melt-processible at relative low pres- 
sures, i.e. less than lo00 psi, and are suited for laminat- 
ing and molding, are described. The invention addition- 
ally encompasses copolyimide precursors, reinforced 
polyimide composites and laminates made from said 
pol yimides where the composite is reinforced by fibrous 
materials. This is achieved by reacting at least one aro- 
matic dianhydride where each anhydride group is lo- 
cated on an aromatic ring with the carbonyl units in an 
ortho orientation relative to one another, with at least 
one diamine which is capable of a transmidization reac- 
tion upon incorporation into the polyimide backbone, 
and with at least one other diamine which is not capable 
of undergoing such reaction, the diamine which is capa- 
ble of undergoing the transimidization reaction being 
present in an amount of from about 1-50 mole percent 
in relation to the diamine that is not susceptable to tran- 
simidization. 

18 Claims, 3 Drawing Sheets 
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BRIEF DESCRIPTION OF THE DRAWINGS 
The invention may take physical form in certain parts 

and arrangements of parts, a preferred embodiment of 
This invention was made with Government support 5 which will be described in detail in the specification and 

illustrated in the accompanying drawings which form a 
Part hereof, and wherein: 

FIG. 1 illustrates an autoclave processing cycle for 
B T D A D A P D P D A P  (1.0/0.85/0.15 molar ratios) 

IO showing an initial heating ramp taking the copolyimide 

THERMOPLASTIC COPOLYIMIDES AND 
COMPOSITES THEREFROM 

under contract N A G - 1 4 8  and NAG-1-779 awarded 
by NASA. The Government has certain rights in this 
invention. 

TECHNICAL FIELD O F  THE INVENTION 
m e  present invention relates to novel copolyimide to 250" C. with a 1.5 hour hold. During the heating, a 

compositions, copolyimide precursors and methods for vacuum is partially at first and about P 
their preparation which are melt-processible at relative 
low pressures, i.e. less than psi, and are suited for raising the temperature 

through the first heating ramp' After the 1'5 hour 
a second heating ramp is 

I5 to 300' C. Once 300" C. is attained, pressure is switched 
on (250 psi) and the temperature is held for two hours, 
followed by a third heating ramp to 3300 c. holding for 

to ambient temperature; 

laminating and molding. The invention additionally 
encompasses reinforced polyimide composites and lami- 

reinforced by fibrous materials such as carbon fibers or 
Kevlar @ and processes for their manufacture. 

nates made from said polyimides where the composite is one and a half hours, followed by a cooling ramp back 

20 FIG. 2 illustrates an autoclave processing cycle for 
BACKGROUND O F  THE INVENTION 6FDA/PPDA/DAP (1.0/0.85/0.15 molar ratios) 

showing an initial heating ramp taking the copol yimide 
Polyimides are useful as components which require to 2500 C. with a 1.5 hour hold. ~ ~ r i ~ ~  the heating, a 

excellent thermal, electrical and/or mechanical proper- vacuum is applied partially at first and fully about t 
ties. For general discussion Of polyimides Preparation, 25 through the first heating ramp. After the 1.5 hour hold, 

Plenum, N.Y. 1984. on (200 psi) and the temperature is held for two hours, 
Polyimides based on pyromellitic dianhydride and followed by a third heating ramp to 371" C. holding for 

various organic diamines are disclosed in U.S. Pat. NO. 30 one and a half hours, followed by a cooling ramp back 
4,485,140 to Gannett et a1 (E. I. DuPont de Nemours to ambient temperature; 
and Co.). FIG. 3 illustrates a non-autoclave processing cycle 

Polyimides based on diamines such as 2,2'-di-(p- for BPADA/MPDA/DAP (1.0/0.875/0.125) showing 
aminopheny1oxy)diphenyl and various dianhydrides are an initial heating ramp taking the copolyimide to 250" 
disclosed in U.S. Pat. No. 4,239,880 to Darms (Ciba- 35 C. with a 1.0 hour hold. During the heating, a vacuum 
Geigy Corp.). is applied partially at first and fully about 9 through the 

Harris et al. in U.S. patent application Ser. No. first heating ramp. After the 1.0 hour hold, a second 
07/315,327, has disclosed the preparation of soluble heating ramp is applied raising the temperature to 280" 
polyimides based On polyphenylated diamines. The c. Once 280" c. is attained, the temperature is held for 
polyimides taught in this reference are typically rod like 40 two hours, folkwed by a third heating ramp to 330" c. 
polyimides and possess little if any thermoplastic prop- holding for one and a half hours, fohwed by a cooling 
erties. ramp back to ambienf temperature; 

Numerous patents deal with the manufacture of com- FIG. 4 illustrates a prepreg drying cycle showing a 
posites utilizing carbon fibers or other similar fibrous heating ramp under vacuum by a One hour 
reinforcing agent with polyimides. 45 hold at 250' C. followed by a rapid cooling ramp, still 

In U.S. Pat. No. 4,851,280, Gupta teaches the use of under vacuum; and 

cating tools. Gupta teaches the use of a different class of ing a heating ramp at 

tion. 
In U.S. Pat. No. 4,395,514, Edelman teaches a process 

for the preparation of polyimide composites including 
carbon fiber reinforced polyimide composites. The 
main thrust of the Edelman patent is the use of a class of 55 We have discovered that a desirable new class of 

divalent aryl radicals. at least one dianhydride or dianhydride derivative with 

simidization can be used as a mode of propagation in the plastic copolyimides and reinforced copolyimide mo- 
preparation of polyimides. However, the use oftransim- 60 lecular or laminate composites have high fracture resis- 
idization to aid in the processing of copolyimides iS not tance, outstanding modulus, tensile, excellent oxidative 
disclosed. Diamines that undergo transimidization are stability, excellent energy absorption characte=stics, 
also not disclosed. In Webb, transimidization only OC- very low coefficient of expansion, excellent thermal 

characterization and appkitiOnS See pO]yhideS, $VZ- 

thesis, Charocterirarion and&dications, K. L. Mittal, ed 
a second hating ramp is applied raising the temperature 
to 300' c. Once 300' c. is attained, pressure is switched 

carbon fiber reinforced polyimide composites for fabri- a cyc1e show- 

an 
to 300" '*, an hour 

polyimides than those employed in the present inven- under pressure* a second heating ramp at 
50 hour hold still under pressure, followed by a 2"/min. 

cooling ramp under pressure to a temperature below 65" 
c. 

SUMMARY OF THE INVENTION 

cyclic peroxyketal catalysts. Edelman teaches the use of copolyimide compositions can be prepared by reacting 

In U.S. Pat. No. 4,578,4709 Webb teaches that tran- at least two different diary] diamines. These theme- 

curs at the growing chain ends. 

ate that the copolyimides or copolyimide composites of 
the present invention would have the unusual properties 
necessary. compositions. 

stability, excellent dielectric properties at less expense 
None of the above composite patents teach or insinu- 65 than most existing polymers. These properties will 

make the polyimides and polyimide components ideally 
suited for use in the production of high performance 
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It is an object of this invention to provide melt-proc- matic ring containing from 1-3 heteroatoms on the 
essible copolyimides based on two diamines having substituted or unsubstituted ring, at least one of the 
different basicity constants and at least one dianhydride heteroatoms being nitrogen, and the others, if present 
or polymerizable equivalent thereof. are nitrogen or sulfur. In a preferred embodiment, the 

A further aspect of this invention is to provide 5 5-6 membered aromatic ring contains 1-2 heteroatoms. 
copolyimides comprising repeat units based on at least While the rings are usually unsubstituted, they may be 
two diamines and one or more dianhydrides. substituted, particularly with halogens. 

n e  critical distinction between the diamines of for- 
copolyimides comprising repeat units based on at least mula (11) a d  tho% of formula (111) are that one diamine 
two diamines and one or more dianhydrides. 10 must be capable of undergoing a transimidization ex- 

copolyimides wherein one of the diamines is capable of backbone, while the other diamine is not capable of the 
undergoing a transimidization reaction while the other Same reaction. 

In preparing the above polyamides, a mixture of di- diamine is not capable of the same reaction. 

mides and/or copolyimide molecular composites where with a mixture of one or dianhydrides of formula 
(I) or ester derivatives of dianhydrides of formula (I). the polyimides are coated onto a reinforcing agent 

which may be a rigid fiber or fibrous material such as The combined molar amounts of the diamines and carbon fibers, K e v l a r ~ ~  fibers and the like or other dianhydride or dianhydride derivative, should be close fibers. 
Yet still another aspect of this invention is to prepare 2o to a one to one molar mixture. However, 10% excess of 

copolyimides where up to 50 mole percent of the either component is acceptable. Once the polymeriza- 
copolyimide's diamine components are less reactive tion has been completed, the last component to react 
diamines, in particular aromatic heterocyclic diamines, will determine the polymer end group. The polymer 
that can undergo a transimidization exchange reaction. 25 end groups can* thus, be an amino group, an anhydride 

group or a mixture thereof. 
Alternately, a chain termination or limiting reagent 

can be added to the polymerization mixture to force 
The polycondensation reaction of a dianhydride with termination of a growing Polymer chain. Such chain 

a diamine to form a homopolyimide is well-known. 3o termination or limiting reagents are used to limit the 
However, these polyimides suffer from the fact that molecular weight of the polymer and are well known in 
they are melt-processible only at high pressures, which the art. Amine termination reagents commonly em- 
has limited their field of use. In this invention, the poly- ployed include aniline or substituted anilines. Common 
condensation reaction of at least one dianhydride of carboxy terminating reagents include phthalic anhy- 
formula (I) 

Without being limited to the following list, in that the 
examples are for purposes of illustrating members of the 
type of dianhydrides of formula (I) are selected from the 
representative and illustrative group consisting of: py- 

40 romellitic acid dianhydride, 3,6-diphenylpyromellitic 
\ / \ /  dianhydride, 3,3',4,4'-benzophenonetetracarboxylic 

II acid dianhydride, 2,3,3',4'-benzophenonetetracarboxy- 
0 lic acid dianhydride, 2,2',3,3'-benzophenonetetracar- 

boxylic acid dianhydride, 3,3',4,4'-biphenyltetracar- 
where Z is a tetravalent organic radical selected from 45 boxylic acid dianhydride, bis(2,3-dicarboxyphenyl)me- 
the group consisting of a carbocyclic-aromatic contain- thane dianhydride, ~is(2,5,6-trifluoro-3,4-d~~~~~~xy- 
ing radical and a hetero-cyclic aromatic containing phenyl)methane dianhydride, 2,2-bis(2,3-dicarboxy- 
radical where each anhydride group is located on an pheny1)propane dianhydride, bis(3,4dicarboxyphenyl) aromatic ring with the carbonyl units in an ortho orien- ether dianhydfide, bis(3,4dicarboxypheny~)su~fone di- 
tation relative to one another, and at least two diamines, 5o anhydride, ~ , ~ ~ ( ~ , ~ ~ ~ ~ ~ ~ ~ ~ ~ ~ ~ ~ ~ ~ ~ ~ ) - ~ ~ ~ ~ ~ h ~ ~ ~ ~ ~ ~ ~  
a first diamine of formula (11) dianhydride, bis(3,4-dicarboxyphenyl)diethylsilane di- 

HzN-Q-NH2 anhydride, 2,2-bis(3,4-dicarboxyphenyl)-I, 1,1,3,3,3-hex- 
(I1) afluoropropane dianhydride, 4,4'-[4,4'-isopropylidene- 

di@-phenyleneoxy)]bis@hthalic anhydride) which is 
55 derived from the General Electric bis-phenol A TM , 

HzN--Q'-NH2 (111) 2,3,6,7- and 1,2,5,6-naphthalene-tetracarboxylic acid 
dianhydride, 2,6-dichloronaphthalene-1,4,5,8-tetracar- 

where Q is divalent organic radical selected indepen- boxylic acid dianhydride, thiophene-2,3,4,5-tetracar- 
dently from the group consisting of a carbocyclic ali- boxylic acid dianhydride, pyrazine-2,3,5,6-tetracar- 
phatic radical, a carbocyclic aromatic containing radi- 60 boxylic acid dianhydride and pyridine-2,3,5,6-tetracar- 
cal, and a heterocyclic containing radical, the term boxylic acid dianhydride as well as esters of the above 
carbocyclic aromatic containing radical and heterocy- listed compounds. 
clic aromatic containing radical used to define Q in- Without being limited to the following list, in that the 
cludes any radical which has the anhydride groups examples are for purposes of illustrating members of the 
attached to one or more aromatic ring(s) and has the 65 type of diamines which are susceptible to transimidiza- 
amine groups attached to one or more aromatic ring(s), tion reaction, Le., typically possessing base dissociation 
and where Q' is a highly electron-deficient divalent constants of less than 10- 10, include: 2,6-diaminopyri- 
heterocyclic group having a 5- or a 6-membered aro- dine, 2,5-diaminopyridine, 2,4-diamino-6-hydrox- 

A further aspect of this invention is to provide 

A further aspect of this invention is to provide change reaction upon incorporation into the polyamide 

A further Object Of this invention to provide cOpOIYi- 15 amines of formula (11) and formula (111) are reacted 

DETAILED DESCRIPTION OF THE 
INVENTION 

35 dride and other similar aromatic anhydrides. 

0 0  
II II 

(1) 

0 /c\z/c\o 

c c  

and a second diamine of formula (111) 
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ypyrimidine, 2,4-diaminopyrimidine, 3,5-diamino-1,2,4- 
triazole, 4-chloro-2,6-diaminopyrimidine, 2,4-diamino- 
s-triazine, and 2-chloro-4,6-diaminotriazine, and 6,6'- 
diamino-2,2'-bipyridine. 

Similarly, examples of the type of diamines which do 
not undergo transimidization reaction, Le., typically 
with base dissociation constants greater than 10-10 
include: 1,4diaminobenzene, 1,3-diaminobenzene, 4,4'- 
diaminodiphenyl ether, 3,rl'diaminodiphenyl ether, 
1,3-bis(3-aminophenoxy)benzene, 1,3-bis(4-amino- 
phenoxy)benzene, 1,4-bis(3-aminophenoxy)benzene, 
1,4-bis(4-aminophenoxy)benzene, 4,4'-bis(4-amino- 
phenoxy)-1,l'-biphenyl, 4,4'-bis(3-aminophenoxy)-l,l'- 
biphenyl, 2,2'-bis(trifluoromethy1)-4,4'-diamino- 1,l'- 
biphenyl, 1,3-bis(4-aminophenoxy)-2,2-dimethylpro- 
pane, 1,3-bis(4-aminophenoxy)-2,2-diethylpropane, 1,2- 
bis(3-aminophenoxy)ethane, 1,2-bis(4-aminophenoxy)e- 
thane, bis[2-(4-aminophenoxy)ethyl]ether, bis[2-(3- 
aminophenoxy)ethyl]ether, bis{2-[2-(4aminophenox- 
y)ethoxy]ethyl}ether, 1,2-bis[2-(4aminophenoxy)e- 
thoxylethane, 1,3-bis(4-aminophenoxy-4'-benzoyl)ben- 
zene, 1,4-bis(4-arninophenoxy-4'-benzoyl)benzene, 4,4'- 
bis(4-aminophenoxy-4'-benzoyl)benzophenone, 4,4'- 
bis(4-aminophenoxy4'-benzoyl)diphenylether, and 1,4- 
bis(4-aminophenoxy)-2-phenylbenzene. 

The polycondensation reaction of the diamines of 
formulas (11) and (111) with one or more polycarboxy 
compounds of formula (I) is carried out in a manner 
which is itself known. When the polyimides are pre- 
pared through the polyamide-acid precursor, then the 
polycondensation reaction or polymerization reaction 
can be carried out at temperatures from about - 50" C .  
to +300" C .  The reaction can be carried out in the melt 
if the components are meltable within the above stated 
temperature range or, preferably, in an inert organic 
solvent or a solvent mixture. For the preparation of 
polyamide-acids of the present invention, temperatures 
from 40' C .  to 100" C.  are preferred. When the neat 
polyimide is desired, then the reaction is carried out in 
the presence of a solvent in the temperature range from 
about 150" C. to about 325" C .  This temperature range 
results in the direct formation of the polyimide during 
preparation and no subsequent imidization reaction, be 
it thermal or chemical, is normally needed. When pre- 
paring a prepreg, the polyamide-acid precursor is poly- 
merized in the presence of a solvent to a low to moder- 
ate molecular weight so that the polymer solution vis- 
cosity is from about 1,OOO to 4,000 centipoise at a tem- 
perature from about 40" C. to about 100" C .  

ExamDles of suitable organic solvents are: chlori- 
nated aiomatic hydrocarbok, such as chlorobenzene Sol&, as &&j be the case if the polyimide was to be 
and dichlorobenzenes, chlorinated aliphatic hydrocar- prepared directly, then the imidization temperature can 
bons, such as methylene chloride, chloroform, tetra- range from about 150' C .  to about 250" C. 
chloroethane and tetrachloroethylene, aliphatic and 55 The polyimides according to the invention, as well as 
cycloaliphatic ketones, such as acetone, methyl ethyl the corresponding molecular or laminate composites 
ketone, cyclopentanone and cyclohexanone, cyclic using them as the continuous phase, are suitable for the 
ethers, such as tetrahydrofuran, tetrahydropyran and manufacture of shaped articles of very diverse types, 
dioxane, cyclic amides, such BS N-methyl-2-pyrroli- such as fibers, films, sheets, coating, foams, laminates, 
done, N-acetyl-2-pyrrolidone and N-methyl-a-caprolac- 60 molding powders, pressed articles and the like, in a 
tam, N,N-dialkylamides of aliphatic monocarboxylic manner which is itself known, if desired, with the use of 
acids with 1-3 carbon atoms in the acid part, such as customary additives, such as pigments, fillers and the 
N,N-dimethylformamide, N,N-dimethylacetamide, like. 
N,N-diethylacetamide and N,N-dimethylmethox- When the polyimides are used in laminate compos- 
yacetamide, hexamethylphosphoric acid triamide (hex- 65 ites, they usually represent the continuous phase, with 
ametapol), N,N,N',N'-tetramethylurea, tetrahydrothio- the laminate being reinforced by an organic fiber. Typi- 
phene dioxide (sulfolane) and dialkylsulfoxides, such as cal organic fibers used as reinforcing agents in laminate 
dimethylsulfoxide and diethylsulfoxide. composites include, but are not limited to, carbon fiber, 

6 
Preferred solvents are N,N-dialkylamides of aliphatic 

monocarboxylic acids with 1-3 carbon atoms in the acid 
part, especially N,N-dimethylacetamide, as well as cyc- 
lic amides, such as N-methyl-2-pyrrolidone. 

The condensation reactions are appropriately carried 
out with the exclusion of moisture, for example in an 
inert gas atmosphere, such as nitrogen. 

Although polycarboxy compounds of formula (I) are 
shown in their dianhydride form, the esterified versions 

10 of these dianhydrides are also commonly used for the 
production of polyimide and are useful for polyimide 
formation using the diamines of formulas (11) and (111). 
The ester process normally does not go directly to the 
polyimide but stops at a polyamide intermediate. This 

15 intermediate can then be thermally or chemically imi- 
dized to form the desired polyimide. Use can also be 
made of the polycarboxylic acid derivative of com- 
pounds of formula (I). The tetracarboxylic acids react 
analogously to the acid esters, forming a polyamide acid 

20 which is imidized to a polyimide. Any and all of these 
methods, well known in the art, can be used for making 
polyimides according to the present invention. 

The reaction of the dianhydrides or their ester deriva- 
tives of the formula (I) with the diamines of the formu- 

25 las (11) and (111) can also be carried out stepwise, in 
order to manufacture intermediate polymers which, at 
least in part, have units of polyamide-acids and/or 
polyamide-esters. In these cases, the reaction is carried 
out in a manner which is itself known, using a slight 

30 excess of one or the other reactant in order to obtain 
prepolymers which have end groups suitable for further 
reaction, (Le., amino end groups, acid chloride groups 
and/or anhydride groups). 

The cyclization or imidization of the polyamide-acids 
35 obtained after the condensation reaction to polyimide is 

carried out in a manner, which is itself known, by chem- 
ical means or  by means of heat. Two general methods 
are used. 

The chemical cyclization or imidization is appropri- 
40 ately carried out by treatment with a dehydrating agent 

on its own or as a mixture with a tertiary amine. Rea- 
gents which can be used are, for example, acetic anhy- 
dride and propionic anhydride or mixtures of acetic 
anhydride, and pyridine or triethylamine or similar 

The thermal cyclization or imidization typically can 
be carried out in two different procedures. If a poly- 
imide precursor, such as a polyamide-acid, is imidized in 
the absence of solvent, then the imidization temperature 

50 can range from about 200" C .  to about 300" C .  If the 
wlvimide mecursor is imidized in the Dresence of a 

5 

45 tertiary amine. 
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polyamides, polyesters, and other high tensile strength 
high performance organic fibers. However, inorganic 
and metallic fibers can also be used. 

The composites of the present invention may be 
formed by any technique which is generally known in 
the art, including, but not limited to: compression mold- 
ing, autoclaving, injecting molding and other similar 
techniques. One particularly preferred technique used 
in the present invention involves taking a fabric com- 
posed of the fibrous material that is to be the reinforcing 
agent, dipping it into a pre-impregnation dip containing 
a solution of a polyamide-acid and/or polyamide having 
low to moderate molecular weight so that the polymer 
solution viscosity will be in the range from about 1,000 
to 4,000 centipoise (cp) and preferably from about 1,ooO 
to 3,000 cp. The dip coats the fibers and fills the inter- 
stices between the fiber in the fabric. The prepreg step 
generally uses a lower molecular weight form of the 
polyimide precursor, polyamide-acid, followed by a 
subsequent thermal conditioning step of the entire com- 
posite to yield a fully polymerized and imidized, tough 
and durable laminate composite. 

The laminate composites generally have from 4 to 40 
layers of dipped fabric per composite. Typically the 
composite is made up of sets of smaller laminate com- 
posites consisting of from about 2 to about 6 dipped 
fabric layers with the orientation of the fabrics all in the 
same direction for the smaller laminate composite. 
However, composites with many layers of the same or 
differing orientation relative to one another can be pre- 
pared directly. 

For compression molding, the small laminate struc- 
tures are dried in a drying cycle as shown in FIG. 4. 
After drying, the small composites are assembled into a 
larger composition where the larger composite can 
have from about 3 to 6 small components. The large 
composite can be structured in such a way as to have all 
the fabric running the same direction, i.e. anistropic, or 
all running in different directions to simulate an iso- 
tropic final structure. The large or small laminates can 
then be compression molded using a compression mold- 
ing cycle similar to that shown in FIG. 5. The final 
temperature for curing is from about 300" C. to about 
350" C. 

Alternatively, the laminate structures can be placed 
in an autoclave and subjected to heat and pressure to 
affect laminate pretreatment. This is normally done at 
moderate temperatures from about room temperature to 
about 120' C. to about 250" C. and is meant as a mecha- 
nism for degassing the laminate layers and to increase 
the interpenetration of the dip coating on fabric layers 
so that a more uniform and stronger composite is ob- 
tained. The pretreated small laminates are then put 
together in a desired direction orientation of reinforcing 
fiber to obtain the desired final composition properties. 
Typically, the number of smaller composites that go 
into making the larger composite is between from about 
3 to about 6 or 10. 

The laminate structures can then be cured by auto- 
claving or compression molding which completes any 
imidization of polyimide precursors and/or completion 
of the polymerization of lower molecular weight polyi- 
mides to the thermoplastic polyimides. The final curing 
temperature is typically from about 250" C. to about 
375" C. However, higher temperature may be used. 

Composites obtained through these methods, or other 
methods for making composites using polyimide of this 
invention, are very tough and durable, show good ther- 

' 

mal and structural integrity and have unusually high 
fracture energies, meaning that they are extremely resis- 
tant to impact fracturing and fatigue fractures. 

The composites of this invention are derived from a 
5 polyimide having a relatively high T,, a relatively small 

difference between T, and Tm, and thermoplastic prop- 
erties. The composite comprises a polyimide or poly- 
imide precursor and a reinforcing fiber, the precursor 
being characterized by the ability to be imidized to the 

10 polyimide. The polyimides are copolyimides which 
have some repeat units of both formulas (IV) and (V). 

15 

20 

30 The fiber used to make the composites of the present 
invention can be selected from the representative and 
illustrative group consisting of carbon fibers and other 
carbonous fiber material, polyamide fibers, polyester 
fibers, polyimide fibers, cellulose fibers and cellulose 

35 derived fibers and other high strength fiber (viz., or- 
ganic or inorganic) used in composites. 

The present invention uses a prepreg dip step, fol- 
lowed by preconditioning of small laminate structures 
and a build up to larger laminate structures that are 
preconditioned and then autoclaved. Alternate tech- 
niques for the formation of laminate composites and 
molecular composites can be used and are well known 
in the art, including but not restricted to: compression 

45 molding, injection molding and other similar molding 
technology. 

REACTIVE PLASTICIZER PROCESSING 
Since the processing temperatures typically required 

50 for processing polyimide and/or polyimide laminates of 
the above-invention are typically higher than commer- 
cially desirable, one aspect of the invention is the appli- 
cation of a "reactive plasticizer approach" as an aid in 
the processing of the polyimide resins. This approach is 

55 especially useful in the reactive monomer technique 
used in the fabrication of fiber-reinforced composites. 
In particular, this approach allows polymers with T i s  
above 300" C. to be consolidated into laminates with 
autoclave pressures (150-250 psi). Such polymers can- 

By using this process, thermoplastic copolyimides 
can be melt-processed at relative low pressures of less 
than 1000 psi, and in a preferred mode of this invention, 
are melt-processed at pressures of 200-250 psi. These 

65 copolymers contain a repeat unit that is susceptible to 
transimidization exchange reactions in solution or in the 
melt. Due to the occurrence of the exchange reactions, 
the copolymers' molecular weight distribution ap- 

60 not otherwise be processed at these low pressures. 
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proaches, and remains close to that predicted by statis- 
tics, commonly referred to as the "most probable distri- 

Thus, the premature or inadvertent build-up of a few 

-continued 
[RNH,@I[OHel 

W H 2 I  bution", as the copolymer is prepared and processed. K b  = 

very high molecular weight chains in the copolymers' 
melts, that would greatly increase their viscosity is 
avoided. Furthermore, since chain growth can occur 
readily, due to the molecular mobility provided by the 
exchange reactions, lower molecular weight copoly- 
mers can be used in processing operations that require 
low pressure, such as autoclave processing, and then 
readily advanced to high molecular weight by simulta- 
neous and subsequent heat treatments. 

In this approach, up to 50 mole percent of the poly- 
imide's diamine component is replaced with a much 
less-reactive diamine. The less-reactive diamine is de- 
signed to plasticize the growing polyimide chain during 

The larger the basicity constant, the stronger the base. 
Substituents on an aromatic nng of an amine can have a 
marked effect on the basicity of amines, p-nitroaniline 
for example, being only 1/4OOO as basic as aniline. 
Amines are more basic than alcohols, ethers, esters, etc., 
for the same reason that ammonia is more basic than 
water. Nitrogen is less electronegative than oxygen, and 
can better accommodate the positive charge of the ion. 

In general, the transimidization exchange reaction 
can be thought of as being typified by the following 
reaction sequence wherein R is a radical bonded to the 
nitrogen atom. 

0 0 

H 
I 

0 

N-R + + 

the fabrication process. 
By using the reactive plasticizer approach, thermo- 

plastic copolyimides, which have the properties of con- 
ventional po]yimides, can be processed at relatively low There is evidence that the unreactive diamines used are 
pressures. The copo~yimides contain an aromatic heter- 50 very susceptible to transimidization reactions. This 
ocyclic diamine, which is susceptible to transimidiza- means that even if they become incorporated in the 
tion upon incorporation into the polymer backbone, growing polymer chain, they Can be displaced by the 
corresponding to diamines with a basicity constant of more reactive diamine. 
roughly less than 10- loand in approximately 1-50 mole Thus, the copolymers Will readily undergo transimid- 
percent (more preferredly, from 5-20 mole percent), 55 ization exchange reactions at elevated temperatures in 
and one or diamines completing the balance, with the repeat units containing the less-reactive diamine in 
basicity constants greater than 10- 10 that are not sub- solution or in the melt. Transimidization can be affected 
ject to transimidization. Such transimidization occurs at at a temperature in the range Of about 100'-400' c*y 

elevated temperatures with or without catalysts. preferably about 225"-350' C. The rate of transimidiza- 
basicities of amines by M) tion can be accelerated through the use of suitable cata- 

measuring the extent to which they accept hydrogen lysts* such as zinc acetate [Zn(OAc)2.2H20], copper 

called a basicity constant, Kb. HtO], or nickel acetate [Ni(OAc)2.4HzO]. Initially, 
these exchange reactions provide a means for decreas- 

65 ing the molecular weight of any high molecular weight 
chains in the copolymer which may have been inadver- 
tently formed by diffusion-controlled kinetics early in 
their preparation. 

. 

It is convenient to 

from water. The equilibrium constant for this reaction is acetate [Cu(0Ac)2*2H201, acetate [a(Oac)2*C 

RNH2 + H2O 2 RNH3@ + O H 8  
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-continued 
0 0 0  0 

0 II  
/p \ A  A A  A /  

VZ\ R,aNoN\QR, 4 5 /Z”N-ZLNHZf 0 I1 Z L N  VZVN-ZLN 0 II  [ 0 II 

R,&:@R3 

0 
\ 
0 

wherein Z2,Z3 and Z4are divalent organic radicals and 
10 are selected separately and independently from the 

group defining Q and Q’ previously described and Z is 
a tetravalent organic radical also defined previously. 

Conversely, the polymerization is also not terminated 
prematurely due to insufficient molecular mobility in 

15 the highly viscous medium. This is especially important 
in the processing of polymers with T i s  above 300” C. 
Thus, the increase in molecular weight is gradual until 
very late in the polymerization and consistent with 
“reaction-controlled” kinetics. This means that the vis- 

2o cosity of the polymerization medium also increases 
gradually until late in the polymerization. This allows 
for considerable flow during processing. 

In fact, it appears that such reactions may contribute 
to a narrowing of the polymer’s final molecular weight 

25 distribution. Experimental results indicate that a very 
high molecular weight fraction in the distribution is not 
formed. This alone, may explain the significant en- 
hancement in melt flow that is obtained by using this 
approach. Heterocyclic diamines work particularly 

30 well as “reactive plasticizers”. In a most preferred em- 
bodiment, 2,6-diaminopyridine (DAP) has been found 

variety of polyimide resins. For example, the replace- 
The exchange reactions subsequently provide a 35 merit Ofm-PhenYlene diamine and a Portion of P-PhenY- 

lene diamine with DAP in NR-150Q, commercially 
available from the E.I. duPont de Nemours co., signifi- 
cantly enhances its processability. The incorporation of 
13 mole percent results in a formulation that is autoclav- 

using an autoclave process that has reproducible prop- 
erties. The glass transition temperature of the modified 
NR-15OQ is essentially identical to that of a standard 
formulation, which cannot be processed by autoclave 
techniques. 

structure changes from a more-or-less random arrange- 
ment of repeat units to one in which similar repeat units 
are arranged in blocks during processing. The random 

50 arrangement can disrupt the early development of crys- 
tallinity, thus facilitating processing at lower tempera- 

As the copolyimides are heated, the repeat unit con- 
taining the less-reactive diamine undergoes transimidi- 

55 zation exchange reactions with unreacted amine chain 
ends. Transimidization, however, does not occur in the 
repeat units containing the more reactive diamines. 
Thus, the repeat units containing the less reactive di- 
amine are gradually displaced allowing the formation of 

60 blocks of the repeat units containing the more-reactive 
diamine. Of course, blocks of the repeat units containing 
the less-reactive diamine are also formed in this process. 
In some cases, either one or both of the newly created 

If one or both of the blocks, crystallizes, phase sepa- 
ration can occur. In some cases, even though both 
blocks remain amorphous, phase separation may occur 
because of differences in the chemical structure of the 

HzN@Rj 

.1 

+ 
\O 

0 

N I @ + R z  
0 

The groups R 1 ,  R2 and R3t refer to the growing Poly- to dramatically improve the processability of a wide 
imide backbone radicals. 

means for enhancing molecular mobility as the viscosity 
ofthe Polymerization medium increases as the Polymer- 
ization progresses. This greatly reduces the tendency of 
the polymerization kinetics to become diffusion con- 40 able. It is now possible to produce 32 Ply laminates 

trolled in the latter stages of the polymerization. Thus, 
the premature formation of high molecular weight 
chains is avoided. 

The exchange reaction has potential 45 Another advantage ofthese copolyimides is that their 
reaction sites as shown below: 

0 0 0  0 
II 
A / A A  tures. 

II  
\ A  

VZ\ VZV N-zFN 
II 

/ZVN-Z4 + H2N-ZLN 

0 
II II  
0 0  

II 
0 

A 
0 0 0  0 

II \ A  A A  A /  
”Z”N-ZLN /ZVN-zLN VZ\ 

II II blocks may crystalize. 0 
65 

150 a!! 0 

+ 
~ ~ ~ - 2 4  
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blocks. Such phase separation may result in a copoly- 
mer that displays two glass transition temperatures, or 
in the case where both blocks are crystalline, two melt- 
ing points. This behavior can result in a considerably 
higher use temperature than would be possible if the 
two blocks remained miscible. 

In one method of preparing the novel copolyimides, 
the dianhydride is treated with an alcohol to form an 
alkyl diester. The dianhydride derivative is then dis- 
solved in a solution containing the diamines. Suitable 
solvents include N,N'-dimethylformamide (DMF), 
N,N'-dimethylacetamide (DMAc), N-methyl pyrrolidi- 
none (NMP), tetrahydrofuran (THF), alcohols, and 
mixtures thereof. The solution is heated to 60'-100" C. 
to effect reaction between the dianhydride derivative 
and the diamines until the solution viscosity reaches 
1000-3000 centipoise when the solids concentration is 
80-85% (w/v). 

Alternatively, the dianhydride derivative could be 
reacted with the less-reactive diamine and then with the 
more reactive diamine to afford the viscous solution. 
This oligomer solution is then used to coat a substrate, 
such as a carbon fiber. In the preparation of fiber-rein- 
forced composites, continuous fiber is coated to form a 
prepreg. This coated material is then heated to elevated 
temperatures to remove the solvent and to effect future 
polymerization. 

The invention will be better understood by reference 
to the following examples which are included for pur- 
poses of illustration and not limitation. The following 
terms which are used throughout the examples and 
claims have the following definitions: g-gram@), 
mol-mole(s), ml-milliliter, L-liter(s) 

PREPARATION O F  RANDOM OLIGOMERS 
(PREPREG SOLUTIONS) 

EXAMPLE 1 
3,3',4,4'-Benzophenonetetracarboxylic dianhydride 

(BTDA) (57.0992 g, 0.1772 mol) was placed in a 1 L 
resin kettle equipped with a mechanical stirrer, nitrogen 
inlet and a condenser. Methanol (15.7 ml, 12.4 g, 0.39 
mol) and N-methylpyrrolidinone (NMP) (19.2 ml) were 
added, and the kettle lowered into an oil bath preheated 
to 78" C. The mixture was stirred under nitrogen for 1 

5 

10 

I5 

20 

25 

30 

35 

40 

45 

hour at 75" C.+5" C. to form the dimethylester of 
BTDA (i.e., BTDE). 

(DAPDP) (44.1301 g, 0.1541 mol) and 2,6-diaminopyri- 5o 
dine (DAP) (2.5225 g, 0.0231 mol) were placed in a 250 
mi, round-bottom flask along with tetrahydrofuran 
(THF) (50-70 ml) and heated to 75" C.+5" C. under 
nitrogen until all the solids dissolved (-20 min). This 
solution was added to the freshly prepared solution of 55 
BTDE, and the resulting mixture was stirred and heated 
at 75' C.25" C. for 2 hours. The viscosity of the mix- 
ture was then adjusted, if necessary, to 1000 to 3000 
centipoise as measured on a Brookfield viscometer, by 
the addition or removal of THF by distillation under 60 
reduced pressure. 

1,3-Bis(4-aminophenoxy)-2,2-dimethylpropane 

EXAMPLE 2 
The procedure described in Example 1 was repeated 

using the following amounts of reagents and solvents: 65 
BTDA (52.4591 g, 0.1628 mol); NMP (17.6 ml); metha- 
nol (14.4 ml); DAPDP (42.3832 g, 0.1480 ml); DAP 
(1.6151 g, 0.0148 mol); THF (43 ml). 

14 
EXAMPLE 3 

The procedure described in Example 1 was repeated 
using the following amounts of reagents and solvents: 
BTDA (2.8356 g, 0.0088 mol); NMP (1.1 ml); methanol 
(0.90 ml); DAPDP (2.3963 g, 0.0084 mol); DAP (0.0457 
g, O.OOO4 mol); THF (5 ml). 

EXAMPLE 4 

The procedure described in Example 1 was repeated 
by replacing DAP with 2-chloro-4,6-diaminotriazine 
and using the following amounts of reagents and sol- 
vents: BTDA (52.4591 g, 0.1628 mol); NMP (16.0 ml); 
methanol (12.9 ml); DAPDP (40.5504 g, 0.1416 mol); 
2-chloro-4,6-diaminotriazine (3.0856 g, 0.0212 mol); 
THF (60-80 ml). 

EXAMPLE 5 
The procedure described in Example 1 was repeated 

by replacing DAP with 3,5-diamino-1,2,4-triazole and 
using the following amounts of reagents and solvents: 
BTDA (47.9479 g, 0.1488 mol); NMP (15.0 ml); metha- 
nol (12.1 ml); DAPDP (37.0474 g, 0.1294 mol); 3,5- 
diamino-l,2,4triazole (1.9224 g, 0.0194 mol); THF 
(50-70 ml). 

EXAMPLE 6 
BTDA (2.0600 g, 0.0064 mol) was added to a 100 ml 

resin kettle equipped with a mechanical stirrer and a 
reflux condenser. Methanol (6.0 ml) was added, and the 
slurry stirred and heated at reflux until a clear solution 
was obtained. DAPDP (1.6037 g, 0.0056 mol) and DAP 
(0.0873, 0.0008 mol) were added to the solution, which 
was then stirred and heated at reflux for 2 hours. Metha- 
nol was then added or removed by distillation until the 
solution viscosity was 1000 to 3000 centipoises. 

EXAMPLE 7 
The procedure described in Example 1 was repeated 

by replacing DAPDF! with 1,3-bis(4-aminophenoxy-4'- 
benzoy1)benzene (BABB) and using the following 
amounts of reagents and solvents: BTDA (39.2476 g, 
0.1218 mol); NMP (14.1 ml); methanol (10.8 ml); BABB 
(53.0233 g, 0.1059 mol); DAP (1.7340 g, 0.0159 mol); 
THF (120 ml). 

EXAMPLE 8 
2,2-Bis(2,3-dicarbxyphenyl)-l, 1,1,3,3,3-hexafluoro- 

propane dianhydride (6FDA) (72.4107 g, 0.1630 mol) 
was placed in a 500  ml resin kettle equipped with a 
mechanical stirrer, a nitrogen inlet and a condenser. 
Methanol (1 3.8 ml) and NMP (1 8.4 ml) were added, and 
the kettle was lowered into an oil bath preheated to 78" 
C. The mixture was stirred under nitrogen for 1 hour at 
75' C.+5" C. to form the dimethylester of 6FDA 
(6FDE). 

p-Phenylenediamine (PPDA) (15.3275 g, 0.1417 mol) 
and DAP (2.3200 g, 0.0213 mol) were stirred in NMP 
(10 ml) at 90"-100" C. until they dissolved, and then the 
solution was added to the 6FDE slurry. The solution 
was rinsed into the kettle with additional NMP (10 ml). 
After THF (50 ml) was added, the mixture was stirred 
and heated at 75' C.-+5" C. for 2 hours. The viscosity of 
the final solution was then adjusted, if necessary, to 
1000 to 3000 centipoise by the addition or removal of 
THF by distillation under reduced pressure. 
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EXAMPLE 9 
The procedure described in Example 8 was repeated 

with the following amounts of reagents and solvents: 
6FDA (62.0148 g, 0.1396 mol); NMP (15.8 ml); metha- 
nol (11.9 ml); DAP (1.3848 g, 0.0127 mol); PPDA 
(13.7217 g, 0.7269 mol); NMP (6.0 ml); THF (30.0 ml). 

EXAMPLE 10 
The procedure described in Example 8 was repeated 

with the following amounts of reagents and solvents: 
6FDA (60.0158 g, 0.1351 mol); NMP (15.3 ml); metha- 
nol (11.5 ml); PPDA (13.9211 g, 0.1287 mol); DAP 
(0.7024 g, 0.0064 mol); NMP (6.1 ml); THF (30.5 ml). 

EXAMPLE 10a 

(BPADA) (2.5020 g, 0.0048 mol) was placed in a 50 ml 
resin kettle equipped with a mechanical stirrer, a nitro- 
gen inlet, and a reflux condenser. After methanol (0.42 
ml) and NMP (0.55 ml) were added, the kettle was 
lowered into an oil bath preheated to 78' C. The slurry 
was stirred at 75" C.25" C. for 1 hour to generate the 
dimethyl ester of BPADA (BPADE). DAP (0.0655 g, 
0.0006 mol) and m-phenylenediamine (0.4542 g, 0.0042 
mol) were dissolved in hot THF (10 ml) and added to 
the BPADE slurry. The resulting mixture was stirred at 
75" C.+5" C. for 2 hours. 

2,2-Bis[4-(3,4-dicarboxyphenoxy)phenyl]propane 

IN-SITU POLYMERIZATION OF RANDOM 
OLIGaOMERS (AUTOCLAVE PROCESSING) 

EXAMPLE 11 
The solutions described in Examples 1-6 were used to 

coat carbon fibers, for example T-40 12K, A S 4  or T- 
650, commercially available from Amoco and Hercules, 
at 60" C. on a Model-30 search Hot-Melt Prepregger. 
The coated fabric was allowed to dry in air overnight at 
room temperature. In some cases, 80-95% of the sol- 
vent was removed by further drying at elevated temper- 

16 
EXAMPLE 12 

The solutions described in Examples 7-10 were 
coated on carbon fibers that were made into laminates 

5 by the procedures described in Example 11. These lami- 
nates were placed in an autoclave and subjected to the 
thermal, pressure cycle shown in FIG. 2. Typical prop- 
erties of the composites obtained from the solution de- 
scribed in Example 14 and T-650 fibers are shown be- 

10 low. 
Flexural Strength (3-point bend)= 1556 MPa 
Flexural Modulus (3-point bend)= 134.8 GPa 
Interlaminar Fraction Energy (Grc) = 1.54 KJ/m2. 

One of the composite samples was subsequently an- 
15 nealed at 350" C. for 2 hours and then at 400' C. for 4 

hours. The Tgof the resin increased from 355" C. to 388" 
C. during this time indicating that considerable chain 
growth occurred. 

20 EXAMPLE 12 
The solution obtained in Example 10a was placed in a 

50 ml round-bottom flask equipped with a microdistilla- 
tion setup. The flask was placed in a sand bath and 
subjected to the following heating/pressure cycle that 

25 mimicked the autoclave cycle used in Example 11 as 
shown in FIG. 3. During this cycle, the solvents were 
removed by distillation through the microdistillation 
setup. Samples were taken of the copolymer after 1 
hour, 4.5 hours, and 7 hours, (points 1 through 3 respec- 

30 tively). Differential scanning calorimetry (DSC) analy- 
sis of these samples revealed that the copolymer after 1 
hour had a single Tgof 226" C. After 4.5 hours (point 2) 
the copolymer still had one Tg near 224" C. After 7 
hours (point 3) the copolymer had 2 Tis ,  one at 218" C. 

35 and another at 235" C. Thus, the random copolymer 
that formed initially rearranged via transimidization to 
form a block copolymer. The blocks partially phase 
separated to form separate domains. The Tgat 218" C. is 
near the Tg of a homopolymer of BPADA and MPDA 
(T,=220" C.). The second Tg at 235" C. can be attrib- 
uted to the DAPBPADA block. When the copolyi- 

atures under reduced pressure. Four to 32 layers Of mi& was heated to 350" c. and then rapidly &ied 
Prepreg fabric were layered on top of one another in (quenched), it displayed only one broad T, near 224" C. 
any combination of orientations including one in which This indicates that the phases mixed on heating and 
a fabric having the fibers in the same orientation was 45 were unable to phase separate on rapid cooling. 
followed by a fabric with a set of fibers in another direc- 

PREPARATION O F  RANDOM COPOLYIMIDES tion, followed by a fabric with a set of fibers in another 
direction, etc., to form a laminate composition where EXAMPLE 13 
the fibers were oriented in different directions to ailow 5o DAPDP (4.1089 g, 0.0143 mol) and DAP (0.2449 g, 
the final composite to have more uniform properties. 0.0022 mol) were dissolved in NMP (55.0 g, 54 ml). 
The laminates were then placed in an autoclave and BTDA (5.3168 g, 0,0165 mol) was then added, and the 
subjected to the thermal, pressure cycle shown in FIG. reaction mixture was stirred at rmm temperature for 
1. Typical Properties Of the COmpOSiteS obtained from 18-24 hours. Pyridine (2.61 g, 2.70 ml) and acetic 
the solution described in Example 1, and coated on 55 dride (3.33 g, 3.07 ml, 0.033 mol) were added, and the 
T-650 were: solution was stirred an additional 12-20 hours at room 

temperature. The solution was then added to isopropa- 
nol. The random copolymer that precipitated was col- 
lected by filtration and dried at loo" C. for 2 hours and 

60 at 250" C. for 2 hours. The inherent viscosity of the 
copolymer in NMP with a concentration of 0.5 g/dL at 
30" C.+O.l" C. ranged from 0.5 to 1.0 dL/g. The ran- 
dom copolyimide was amorphous with a glass transition 
temperature (T,) of 230"-240" C. 

EXAMPLE 14 
2,2-Bis[4-(3,4-dicarboxyphenoxy)phenyl]propane di- 

anhydride (BPDAD) (0.5808 g, 0.001 1 mol) was added 

Flexural strength (3-point bend) = 1 18 1 MPa 
Flexural Modulus (3-point bend)= 102 GPa 
Interlaminar Fracture Energy (Gic)= 1.79 KJ/m2 
Short Beam Shear Strength=99.7 MPa. 

The composites were annealed at 2757 C. for 24 hours 
and at 300" C. for 24 hours. Their flexural strength 
improved as shown below due to continued chain 
growth, which was facilitated by transimidization. 

Flexural Strength after 24 h at 275" C.= 1282 MPa 
Flexural Strength after 24 h at 300" C.= 1347 MPa 
Flexural Modulus after 24 h at 275' C. = 105.4 GPa 
Flexural Modulus after 24 h at 300" c. = 102.7 GPa. 

65 
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to a solution of m-phenylenediamine (0.1038 g, 0.00096 
mol) and DAP (0.0153 g, 0.00014 mol) in NMP (4.0 ml). 
The resulting mixture was stirred for 16-24 hours at 
room temperature. Pyridine (0.017 g, 0.18 ml, 0.0022 
mol) and acetic anhydride (0.22 g, 0.21 ml, 0.0022 mol) 
were then added, and the mixture was stirred an addi- 
tional 10-16 hours at room temperature. The solution 
was added to ethanol, and the random copolymer that 
precipitated was collected by filtration and dried at 100" 
C. for 2 hours and then at 250" C. for 2 hours. The 
inherent viscosity of the copolymer in NMP with a 
concentration of 0.5 g/dL at 30' C.-t-O.l' C. ranged 
from 0.3 to 0.8 dL/g. The random copolymer was 
amorphous with a single Tgof 200"-215' C. 

EXAMPLE 15 

The procedure described in Example 14 was repeated 
with one modification. In this case, the BTDA was 
dissolved in NMP (27 ml) prior to being added to a 
solution of DAPDP and DAP in NMP (27 ml). The 
inherent of the copolymer prepared by this procedure 
ranged form 0.3-0.8 dL/g in NMP with a concentration 
of 0.5 g/dL at 30" C. k0.1' C. 

EXAMPLE 16 
DAPDP (1.6579 g, 0.0058 mol), DAP (0.0948 g, 

0.0009 mol) and BTDA (2.1493 g, 0.0067 mol) were 
placed in a 250 ml, 3-neck round-bottom flask equipped 
with a nitrogen inlet, a mechanical stirrer and a mi- 
crodistiliation setup. m-Cresol (22 ml) and isoquinoline 
(2-5 drops) were added, and the mixture heated to 190" 
C. F10" C .  under a rapid nitrogen purge for 4-10 hours. 
Under these conditions, the water of imidization was 
removed through the microdistillation head along with 
some m-cresol, which was replaced periodically. The 
copolymer was isolated by precipitation in methanol 
and dried at 100' C. for 2 hours and then at 250" C. for 
2 hours. 

COMPRESSION MOLDING OF RANDOM 
COPOLYIMIDES 

EXAMPLE 17 
The random copolyimide obtained in Example 13 

was compression molded at 500-1000 psi and 330" C. 
The pressure and temperature were maintained for vari- 
ous periods of time. After a few minutes, the Tgbegan to 
decrease and crystallinity began to develop as witnessed 
by differential scanning calorimetry (DSC) analysis of 
molded parts. The Tg eventually fell to 220"-225" C. 
The degree of crystallinity that was obtained varied 
from 5-60 percent and depended on the molecular 
weight and the composition of the copolymer. Thus, 
the random amorphous copolymer underwent transim- 
idization during the molding process to generate a block 
copolymer that crystallized and phase separated. 

While in accordance with the patent statutes the best 
mode and preferred embodiment of the invention have 
been described, it is to be understood that the invention 
is not limited thereto, but rather is to be measured by the 
scope and spirit of the appended claims. 

What is claimed is: 
1. A process for improving the melt processibility of 

(a) reacting one or more of dianhydrides of formula 
a thermoplastic copolyimide comprising the steps of: 

(1) 

S 
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where Z is a tetravalent organic radical selected 
from the group consisting of a carbocyclic- 
aromatic containing radical and a hetero-cyclic 
aromatic containing radical where each anhydride 
group is located on an aromatic ring with the car- 
bonyl units in an ortho orientation relative to one 
another; 

(b) adding at least one first diamine of formula (11) 
wherein the first diamine has a basicity constant of 
less than 10-10, 

and at least one second diamine of formula (111) 
wherein the second diamine has a basicity constant 
of at least lo-lo, 

where Q is divalent organic radical selected inde- 
pendently from the group consisting of a carbocy- 
clic aliphatic radical, a carbocyclic aromatic con- 
taining radical, and a heterocyclic containing radi- 
cal, the term carbocyclic aromatic containing radi- 
cal and heterocyclic aromatic containing radical 
used to define Q includes any radical which has the 
anhydride groups attached to one or more aro- 
matic ring@) and has the amine groups attached to 
one or more aromatic ring(s), and where Q' is an 
electron-deficient divalent heterocyclic group hav- 
ing a 5- or a &membered ring containing from 1-3 
heteroatoms, at least one of the heteroatoms being 
nitrogen and further wherein a first diamine is ca- 
pable of a transimidization reaction upon incorpo- 
ration into the polyimide backbone, and wherein a 
second diamine is not capable of undergoing a 
transimidization reaction upon incorporation into 
the polyimide backbone, the first diamine being 
added in an amount of about 1-50 mole percent in 
relation to the second diamine; and 

(c) forming from about 1-50 mole percent of a ther- 
moplastic polyimide of repeating unit formula (IV), 

a balance of the thermoplastic polyimide of repeat- 
ing unit formula (V), 
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the thermoplastic polyimide being melt processible 
at a pressure less than or equal to 250 psi, and capa- 
ble of undergoing transimidization in the melt al- 
lowing for enhanced melt flow and the rearrange- 
ment of repeat unit sequences along the polymer 
backbone. 

2. The process of claim 1 wherein a rate of transimidi- 
zation is accelerated by a catalyst effective for the tran- 
simidization reaction. 
3. A process for improving the melt processibility of 

a thermoplastic copolyimide comprising the steps of: 
(a) reacting one or more of dianhydrides of formula 

(1) 

0 0  
II II 

where Z is a tetravalent organic radical selected 
from the group consisting of a carbocyclic aro- 
matic containing radical and a heterocyclic aro- 
matic containing radical where each anhydride 
group is located on an aromatic ring with the car- 
bonyl units in an ortho orientation relative to one 
another with an alcohol to form a dialkyl diester; 

(b) dissolving the dialkyl diester in a solvent contain- 
ing at least one first diamine of formula (11) 
wherein the first diamine has a basicity constant of 
less than 10-10, 

H~N-Q-NHz (11) 

and at least one second diamine of formula (111) 
wherein the second diamine has a basicity constant 
of at least 10-10, 

H2N--Q’-NH2 (IW 

where Q is divalent organic radical selected inde- 
pendently from the group consisting of a carbocy- 
clic aliphatic radical, a carbocyclic aromatic con- 
taining radical, and a heterocyclic containing radi- 
cal, the term carbocyclic aromatic containing radi- 
cal and heterocyclic aromatic containing radical 
used to define Q includes any radical which has the 
anhydride groups attached to one or more aro- 
matic ring(s) and has the amine groups attached to 
one or more aromatic ring(s), and where Q‘ is an 
electron-deficient divalent heterocyclic group hav- 
ing a 5- or a 6-membered ring containing from 1-3 
heteroatoms, at least one of the heteroatoms being 
nitrogen and further wherein a first diamine is ca- 
pable of a transimidization reaction upon incorpo- 
ration into the polyimide backbone, and wherein a 
second diamine is not capable of undergoing a 

5 

10 

15 

20 

25 

3 0  

35 

20 
transimidization reaction upon incorporation into 
the polyimide backbone, the first diamine being 
added in an amount of about 1-50 mole percent in 
relation to the second diamine; and . 

(c) heating until the dialkyl diester and the first and 
second diamines react thereby forming from about 
1-50 mole percent of a thermoplastic polyimide of 
repeating unit formula (IV), 

a balance of the thermoplastic polyimide of repeat- 
ing unit formula (V), 

the thermoplastic polyimide being melt processible 
at a pressure less than or equal to 250 psi, and capa- 
ble of undergoing transimidization in the melt al- 
lowing for enhanced melt flow and the rearrange- 
ment of repeat unit sequences along the polymer 
backbone. 

4. The process of claim 3 wherein the solvent is se- 
lected from the group consisting of N,N’-dimethylfor- 
mamide, N,N’-dimethylacetamide, N-methylpyrrolidi- 

5. A process for improving the melt processibility of 
a thermoplastic copolyimide having comprising the 
steps of:, 

40 none, tetrahydrofuran, alcohols and mixtures thereof. 

45 

5 0  

55 

60 

65 

(a) reacting one or more of dianhydrides of formula 
(1) 

where Z is a tetravalent organic radical selected 
from the group consisting of a carbocyclic- 
aromatic containing radical and a hetero-cyclic 
aromatic containing radical where each anhydride 
group is located on an aromatic ring with the car- 
bonyl units in an ortho orientation relative to one 
another with an alcohol to form a dialkyl diester; 

@) reacting the dialkyl diester with at least one first 
diamine of formula (11) wherein the first diamine 
has a basicity constant of less than 10-10, 

H2N-Q-NH2 01) 

in a solvent to form a precursor oligomer solution; 
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(c) reacting at least one second diamine of -formula cellulose fibers, cellulose-derived fibers, inorganic fi- 
(111) wherein the second diamine has a basicity bers and metallic fibers. 
constant of at least 10-10, 8. The process of claim 7 wherein the substrate is a 

carbon fiber. 
H2N-Q‘-NH2 (111) 5 9. The process of claim 5 wherein a rate of transimidi- 

zation is accelerated by a catalyst effective for the tran- 
with the oligomer solution, where Q is divalent simidization reaction. 
organic radical selected independently from the 10. A thermoplastic copolyimide melt-processible at a 
group consisting of a carbocyclic aliphatic radical, pressure less than or equal to 250 psi, comprising: 
a carbocyclic aromatic containing radical, and a 10 (a) from 1-50 mole percent of a thermoplastic poly- 
heterocyclic containing radical, the term carbocy- imide of repeating unit formula (IV); and 
clic aromatic containing radical and heterocyclic 

cludes any radical which has the anhydride groups 
attached to one or more aromatic ring@), and has l5 
the amine groups attached to one or more aromatic 
ring(s), and where Q’is a highly electron-deficient 
divalent heterocyclic group having a 5- or a 6- 
membered ring containing from 1-3 heteroatoms, 
at least one of the heteroatoms being nitrogen and 

aromatic containing radical used to define Q in- (IV) 

20 

amine is not capable of undergoing a transimidiza- 25 

imide backbone, the first diamine being added in an 
tion reaction upon incorporation into the poly- (v) 

amount the second of about diamine 1-50 to mole form percent a viscous in relation oligomer to {N/>z/!N-q{ 
solution; 30 \ / \/ 

(d) coating the viscous solution on a substrate; 
(e) drying the coated substrate to remove the solvent 0 0  

thereby forming from about 1-50 mole percent of a 
thermoplastic polyimide of repeating unit formula 
( I n  

wherein the thermoplastic copolyimide is the prod- 
uct of a reaction of one or more dianhydrides of 
formula (I) 

35 

(IV) 
0 0  cr) 
II II 

40 0 /c\ /c\o { N’: \/ Z’: \/ N- Q] 
\ c c  II /z\ / 

0 
0 0  

45 
a balance of the thermoplastic polyimide of repeat- 
ing unit formula (V); and 

where Z is a tetravalent organic radical selected 
from the group consisting of. a carbocyclic- 
aromatic containing radical and a hetero-cyclic 
aromatic containing radical where each anhydride 
group is located on an aromatic ring with the car- 
bonyl units in an ortho orientation relative to one 
another, with at least one first diamine of formula 
(11) wherein the first diamine has a basicity con- 
stant of less than 10-10, 

HzN--Q-NHl UI) 

W) 
50 

\ / \ /  

55 0 0  

(f) consolidating the coated substrate in an autoclave 
by subjecting the substrate to a heating and pres- 
sure cycle wherein the pressure is less than or equal 60 
to 250 psi. 

6. The process of claim 5 wherein the solvent is se- 
lected from the group consisting of N,N’-dimethylfor- 
mamide, N,N’-dimethylacetamide, N-methylpyrrolidi- 
none, tetrahydrofuran, alcohols and mixtures thereof. 

7. The process of claim 5 wherein the substrate is 
selected from the group consisting of carbon fibers, 
polyamide fibers, polyester fibers, polyimide fibers, 

65 

and at least one second diamine of formula (111) 
wherein the second diamine has a basicity constant 
of at least 10-10, 

where Q is divalent organic radical selected inde- 
pendently from the group consisting of a carbocy- 
clic aliphatic radical, a carbocyclic aromatic con- 
taining radical, and a heterocyclic containing radi- 
cal, the term carbocyclic aromatic containing radi- 
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cal and heterocyclic aromatic containing radical 
used to define Q includes any radical which has the 
anhydride groups attached to one or more are- 
matic ring(s) and has the amine groups attached to 
one or 
electron-deficient divalent heterocyclic group hav- 
ing a 5- or a 6-membered ring containing from 1-3 
heteroatoms, at least one of the heteroatoms being 

pable of a transimidization reaction upon incorpo- 10 ing of nitrogen and 
ration into the polyimide backbone, and wherein a 15. The thermoplastic copo~yim~de of claim 14 
second diamine is not capable of undergoing a wherein the second diamine contains at least one halo- 
transimidization reaction upon incorporation into gen substituent group on the aromatic rings. 
the polyimide backbone, the first diamine being 16. A thermoplastic copolyimide having a T, greater 
added in an amount of about 1-50 mole Percent in 15 than 300" C., melt-processible at a pressure less than or 
relation to the second diamine, and capable of un- 
dergoing transimidization in the melt allowing for (a) from 1-50 mole percent of a thermoplastic poly- 
enhanced melt flow and the rearrangement of re- 
peat unit sequences along the polymer backbone. 

2,3,5,6-tetracarboxylic acid dianhydride as well as esters 
of the above listed compounds. 
13. The thermoplastic copolyimide Of claim 10 fur- 

ther comprising from 5-25 mole Percent of a thermo- 
aromatic ring(s), and where Q' is an 5 plastic polyimide repeating unit of formula (IV) and the 

balance of the thermoplastic polyimide of repeating unit 

14' The copolyimide Of lo 
wherein the second diamine contains from 1-2 heteroat- nitrogen and further wherein a first diamine is oms, the heteroatoms from the group consist- 

sulfur. 

equal to 250 psi, comprising: 

imide of repeating unit formula (IV); and 

11. The thermoplastic copolyimide of claim 10 20 (IV) 
wherein the first diamine is selected from the group 
consisting of 2,6-diaminopyridine, 2,5-diaminopyridine, 
2,4-diamino-6-hydroxypyrimidine, 2,4diaminopyrimi- 
dine, 3,5-diamino-l,2,4-triazole, 4-chloro-2,6- 
diaminopyrimidine,2,4-diamino-s-triazine, 2-chloro-4,6- 25 

second diamine is selected from the group consisting of 
1,4-diaminobenzene, 1,3-diaminobenzene, 4,4'- 
diaminodiphenyl ether, 3,4'-diaminodiphenyl ether, 
1,3-bis(3-aminophenoxy)benzene, 1,3-bis(4-amino- 30 peating mit v). 
phenoxy)benzene, 1,4-bis(3-aminophenoxy)benzene, 

phenoxy)-1,l'-biphenyl, 2,2'-bis(trifluoromethyl)-4,4'- 
diamino- 1,l '-bipenyl, 1,3-bis(4-aminophenoxy)-2,2- 
dimethylpropane, 1,3-bis(4-aminophenoxy)-2,2-diethyl- 35 
propane, 1,2-bis(3-aminophenoxy)ethane, 1,2-bis(4- 
aminophenox y)ethane, bis[2-(4aminophenoxy)e- 

(4-aminophenoxy)ethoxy]ethyl}ether, 1,2-bis[2-(4- 
aminophenoxy)ethoxy]ethane, 1,3-bis(4-aminoPhenoxY- 40 where z is a tetravalent organic radical selected 
4'-benzoyl)benzene, 1,4-bis(4-aminophenoxy-4'-ben- from the group consisting of a carbocyclic- 
zoyI)benzene, 4,4'-bis(4-aminophenoxy-4'-benzoyl)ben- aromatic containing radical and a hetero-cyclic 
zophmone, 4,4'-bis(4-aminophenoxy-4'-benzoyl)di- aromatic containing radical where each anhydride 
phenylether, and 1,4-bis(4-aminophenoxy)-2-phenyl- group is located on an aromatic ring with the car- 
benzene. 45 bony1 units in an ortho orientation relative to one 
12. The thermoplastic copolyimide of claim 10 another, and where Q is divalent organic radical 

wherein the dianh ydride is selected from the group selected independently from the group consisting 
consisting of pyromellitic acid dianhydride, 3,6- of a carbocyclic aliphatic radical, a carbocyclic 
diphenylpyromellitic dianhydride, 3,3', 4,4'-benzo- aromatic containing radical, and a heterocyclic 
phenonetetracarboxylic acid dianhydride, 2,3,3',4'-ben- 50 containing radical, the term carbocyclic aromatic 
zophenonetetracarboxylic acid dianhydride, 2,2', 3,3'- containing radical and heterocyclic aromatic con- 
benzophenonetetracarboxylic acid dianhydride, 3,3', taining radical used to define Q includes any radi- 
4,4'-biphenyltetracarboxylic acid dianhydride, bis(2,3- cal which has the anhydride groups attached to one 
dicarboxypheny1)-methane dianhydride, bis(2,5,6-tri- or more aromatic ring(s) and has the amine groups 
fluoro-3,4-dicarboxyphenyl)methane dianhydride, 2,2- 55 attached to One Or more aromatic ring(s)* and 

where Q' is an electron-deficient divalent heterocy- bis(2,3-dicarboxyphenyl)propane dianhydride, bis(3,4- clic group having a 5- or a 6-membered ring con- 
taining from 1-3 heteroatoms, at least one of the dicarboxyphenyl) ether dianhydride, bis(3,4-dicarboxy- 
heteroatoms being nitrogen. phenyl)-sulfone dianhydride, N,N-(3,4dicarboxy- 

phenyl)-N-methylamine dianhydride, bis(3,4-dicarbox- 

diaminotriazine and 6,6'-diamino-2,2'-bipyridine and the 0 0  

(b) a balance Of the thermoplastic polyimide of re- 

1,4-bis(4-aminophenoxy)benzene, 4,4'-bis(4-amino- (v) 

thyllether, bis[2-(3-aminophenoxy)ethyl]ether, bis{2-[2- 0 0  

17. The thermoplastic copolyimide of claim 16 fur- 
YPhenYl)diethYlsilane dimhydride, 2,2-bisW-dicar- @ ther comprising from 5-25 mole percent of a thermo- 
boxyphenyl)-l~ 1, 1,3,3y3-hexafluoropropane dianhy- plastic polyimide repeating unit of formula (IV) and the 
dfide, 4~4'-[4,4'-isoProPYlidene-di(P-PhenYleneoXY)lb~~ balance of the thermoplastic poly imide of repeating unit 
bis(phthalicanhydride), 2,3,6,7-naphthalene-tetracar- (v). 
boxylic acid dianhydride, 1,2,5,6-naphthalene-tetracar- 18. The thermoplastic copolyimide of claim 16 
boxylic acid dianhydride, 2,6-dichloronaphthalene- 65 wherein the second diamine contains from 1-2 heteroat- 
1,4,5;8-tetracarboxyIic acid dianhydride, thiophene- oms, the heteroatoms selected from the group consist- 
2,3,4,5-tetracarboxylic acid dianhydride, pyrazine- ing of nitrogen and sulfur. 
2,3,5,6-tetracarboxylic acid dianhydride and pyridine- * * * * *  


