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rication process are expected to be
amenable to production of multiple mi-
croresonators having reproducible spec-
tral parameters — including, most no-
tably, high values of the resonance
quality factor (Q) and reproducible res-
onance frequencies.

High-Q optical microresonators are
key components in many contem-
plated advanced optoelectronic appli-
cations, including high-stability, nar-
row-line-width microlasers;
spectrometers; remote-sensing sys-
tems; memory devices; and optical
delay lines. In all such applications,
there are requirements for stable and
repeatable spectra that contain the res-
onance spectral lines of interest and
do not contain unwanted lines: in
other words, there are requirements
for microresonators that exhibit high
Q with reproducible sparse spectra. Al-
though prior microsphere and micro-
torus optical resonators have been
shown to have the potential to satisfy
these requirements, the techniques
used heretofore to fabricate them, in-
volving melting individual resonators
under manual control, do not yield re-
producible spectral parameters and,
therefore, are not suitable for produc-
tion of multiple, functionally identical
units.

The figure depicts a microresonator
and the fabrication thereof according
to the proposal. In preparation for fab-
rication of a batch of microresonators,
one would choose a silica tube of pre-
cisely calibrated diameter (typically
about 6 mm), so that all the resonators
in the batch could be relied upon to
have the same diameter. One would
cut the tube into shorter segments —
one for each resonator. By use of a di-
amond cutter, a circumferential V

groove would be made on the outer
surface of each segment. By polishing
with a diamond disk, all the material
would be removed from one end of the
segment (the lower end in the figure),
up to the edge of the groove. Thus,
what would remain at the polished end
of the tube would be a quasi-toroidal
resonator structure having a conical
outer surface.

The edge region would be fire-pol-
ished by use of a hydrogen/oxygen
torch to eliminate the roughness of
the cut edge and conical surface and
the residual roughness of the me-
chanically polished end face of the
tube segment. This smoothing of the
surface would reduce the loss of
light propagating in whispering-
gallery modes, thereby helping to
ensure high Q (anticipated to be
109). The fire polishing would also
round the edge slightly, but the ra-
dius of curvature of the edge would
be small enough that the spectrum
would remain sparse.
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Propulsion Laboratory. Further information
is contained in a TSP (see page 1).
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A Microresonator Would Be Fabricated from a
length of silica tube by a process of diamond cut-
ting, mechanical polishing, and fire polishing.
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Exact Tuning of High-Q Optical Microresonators by Use of UV
Resonance frequencies can be shifted permanently by controlled amounts.
NASA’s Jet Propulsion Laboratory, Pasadena, California

In one of several alternative ap-
proaches to the design and fabrication
of a “whispering-gallery” optical mi-
croresonator of high resonance quality
(high Q), the index of refraction of the
resonator material and, hence, the reso-
nance frequencies (which depend on
the index of refraction) are tailored by
use of ultraviolet (UV) light. The princi-
ples of operation of optical microres-

onators, and other approaches to the
design and fabrication of optical mi-
croresonators, have been described in
prior NASA Tech Briefs articles, including
the two immediately preceding this one.

In this approach, a microresonator
structure is prepared by forming it from
an ultraviolet-sensitive material. Then
the structure is subjected to controlled
exposure to UV light while its reso-

nance frequencies are monitored. This
approach is applicable, for example, to
the fabrication of optical microres-
onators from silica doped with germa-
nium. This material exhibits low optical
loss at a wavelength of 1,550 nm — a
wavelength often used in optical com-
munication systems. It is also highly
sensitive to UV light: its peak sensitivity
occurs at a wavelength of 334 nm, and
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its index of refraction can be shifted by
as much as 10–2 by irradiating it at an
argon-ion-laser wavelength of 351 nm.

Fabrication begins with softening a
Ge-doped SiO2 rod by use of a hydro-
gen/oxygen microburner and stretch-
ing the rod into a filament ≈30 µm wide.
The tip of the filament is heated in the
hydrogen/oxygen flame to form a
sphere having a diameter between about
100 µm and about 1 mm (see Figure 1).
Then the resonance frequencies of the
sphere used as a microresonator are
measured while the sphere is irradiated
with UV light at a power of 1.5 W from
an argon-ion laser that can be operated
at either of two wavelengths: 379 or 351
nm. Irradiation at the longer wavelength
heats the sphere and thereby temporar-
ily shifts the resonance frequencies but
does not cause a permanent change in
the index of refraction. Irradiation at

the shorter wavelength changes the
index of refraction permanently.

At first, for the purpose of adjust-
ing the optics that focus the laser
light on the sphere, the laser is operated
at the longer wavelength and the
adjustments performed to maximize
the shift of resonance frequencies.
Then the laser is operated at the
shorter wavelength while the reso-
nance frequencies are monitored.
The UV radiation is terminated when
the resonance frequencies have
shifted by the desired amount. For ex-
ample, a typical shift of ≈10 GHz can
be achieved in a microsphere of 240-
µm diameter (see Figure 2).
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Figure 1. A Spherical Optical Microresonator
(microsphere) is formed by melting one end of
a Ge-doped SiO2 filament.
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Figure 2. The Shift in Resonance Frequencies of a Ge-doped SiO2 microsphere of 240-µm diameter was
measured as a function of time of exposure to laser light at a wavelength of 351 nm.
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