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Abstract 
 

Intergranular fatigue crack initiation and growth due to environmental degradation, 
especially at notched features, can often limit the fatigue life of disk superalloys at high 
temperatures.  For clear comparisons, the effects of alloy composition on cracking in air needs to 
be understood and compared separately from variables associated with notches and cracks such 
as effective stress concentration, plastic flow, stress relaxation, and stress redistribution.  The 
objective of this study was to attempt using simple tensile tests of specimens with uniform gage 
sections to compare the effects of varied alloy composition on environment-assisted cracking of 
several powder metal and cast and wrought superalloys including ME3, LSHR, Udimet 720™, 
ATI 718Plus® alloy, Haynes 282™, and Inconel 740™.  Slow and fast strain-rate tensile tests 
were found to be a useful tool to compare propensities for intergranular surface crack initiation 
and growth.  The effects of composition and heat treatment on tensile fracture strain and 
associated failure modes were compared.  Environment interactions were determined to often 
limit ductility, by promoting intergranular surface cracking.  The response of various superalloys 
and heat treatments to slow strain rate tensile testing varied substantially, showing that 
composition and microstructure can significantly influence environmental resistance to cracking. 
 

Introduction 
 

The increase in the operating temperatures of nickel-based turbine disk components in the 
new generation of high performance gas turbine engines has placed additional emphasis on the 
dwell fatigue-environment interactions which can significantly reduce the fatigue crack initiation 
and propagation lives of disk components at high temperatures [1, 2].  The major cause of the 
reduction in structural capabilities of these components under dwell fatigue conditions is the 
susceptibility of this class of materials to environmental degradation. While there is much debate 
and ongoing work regarding the detailed microstructural electro-chemical mechanisms which are 
responsible for environmental damage, it is widely accepted that intergranular crack initiation 
and propagation are the manifestations of  environmental attack in superalloys [1, 3, 4, 6, 7] at 
temperatures of 650 °C and higher. Since the strength of the grain boundaries and the magnitude 
of local imposed stresses play a major role in controlling dwell fatigue behavior, complex 
elastic-viscoplastic factors which influence stress concentration, stress relaxation, and stress 
redistribution come into play.  

 In-depth studies of the dwell fatigue environment interactions are typically time- 
consuming and costly due to the utilization of complex test geometries to simulate notch stress 
redistributions and the requirement to perform long lasting dwell crack growth testing. While 
these tests are still required for detailed studies, other low cost alternative tools need to be 



developed to produce reliable data regarding the susceptibility of various superalloy 
compositions and heat treatments/microstructures to environmental degradation.  One possible 
approach in the development of such a tool is the determination of the extent of intergranular 
crack initiation and propagation under conditions of interest. The frequency of intergranular 
surface cracking has been observed to increase with test temperature in monotonic tensile and 
creep tests, as well as in low cycle fatigue tests without or with dwells [2, 8].  Such simple tests 
might therefore be useful to isolate the influences of varied superalloy microstructure and 
composition on such surface cracking.   

The power and the petro-chemical industries have utilized slow-strain rate tensile tests in 
corrosion studies to determine the materials susceptibility to environment-assisted cracking [9].  
The rationale for this approach is to perform accelerated tests while attempting to simulate 
environmental and loading conditions of interest.  The slow strain rate tensile testing allows 
sufficient time for materials susceptible to environmental attack to exhibit degradation, which is 
measured by changes in mechanical properties such as elongation or reduction in area.  Utilizing 
this approach may offer a low cost tool to screen superalloys for environment-assisted 
intergranular surface cracking in air which is of interest for aerospace gas turbine applications.  

The need to assess and improve dwell fatigue behavior of powder metallurgy (PM) and 
cast and wrought (CW) gas turbine disk alloys has led to the current program, in which new 
generation disk alloys are evaluated and compared to cast and wrought superalloys specifically 
developed for use in the power and petro-chemical industries to withstand demanding corrosion 
and oxidation conditions.  Those demanding conditions have required compositions and 
microstructure phases highly resistant to oxidation and corrosion attack.  Inconel 718 was 
adopted and optimized for such applications [10], and ATI 718Plus®alloy [11] may also have 
potential for such applications.  Inconel 740™ has been developed for demanding applications in 
the power generation industry [12].  Haynes 282™ has been developed for both land-based and 
aerospace turbine engines [13].  Due to their compositions, these alloys could be more resistant 
to environment-assisted surface crack initiation and propagation often observed in P/M disk 
superalloys.  Comparisons among these alloys could be useful for understanding their different 
properties, and how to then improve PM disk superalloys.   

The objective of this study was to compare the effects of varied alloy composition and 
microstructure on environment-assisted cracking of several powder metal and cast and wrought 
superalloys using uniform gage specimens with simple loading cycles.  Slow strain rate tensile 
tests were used to screen the various alloys and microstructures for tendencies to exhibit 
environmental degradation through intergranular crack initiation and crack growth, and reduction 
in tensile ductility.  Companion tensile tests were performed at a very fast strain rate for which 
no environmental degradation is expected to occur.  The effects of microstructure and 
composition on tensile elongation and associated failure modes were then compared.   
 
 

Materials and Procedures 
 

The compositions in weight percent of the tested materials are listed in Table I.  Of the 
powder metal (PM) superalloys, the compositions of ME3 and LSHR had similar Cr, Al, and Ti 
levels, but bigger differences in Mo, Nb, Ta, and W contents.  Udimet 720 had significantly 
higher Cr and Ti, and lower Co and Al contents.  These alloys were consolidated from powder 
atomized in argon, then extruded and isothermally forged into disks.  Blanks were extracted from 
the rim of fully heat treated ME3 disks [14] and the bore of a fully heat treated Udimet 720 disk 
[15], which each had been previously studied.  Rectangular blanks of LSHR were extracted and 
separately heat treated.  Published recommended heat treatments were applied for each alloy.  



Additional solution heat treatments were then added for LSHR which varied grain size and 
cooling rate. 

Of the cast and wrought (CW) superalloys examined, ATI 718Plus alloy was obtained as 
a hot rolled and solution annealed 40 mm thick ring, while Haynes 282 and Inconel 740 were 
obtained as hot rolled and solution annealed plates 13 mm and 16 mm thick, respectively.  These 
superalloys had increased Cr contents but often lower Al and Ti levels, compared to the PM 
superalloys.  Blanks were extracted from these solution-annealed materials, and were heat treated 
as listed in Table II.  Solution heat treatment temperatures and times were selected to obtain a 
mean linear intercept grain diameter near 50 µm for each alloy, but otherwise followed 
manufacturer recommendations.  Additional solution heat treatments were then added for ATI 
718Plus alloy to vary grain size.   

 

 

Table I.  Compositions of alloys in weight percent. 

 

Table II.  Specimen Heat Treatments and Tensile Test Results. 



Tensile and fatigue crack growth specimens were machined using low stress grinding 
procedures, with the gage sections finally polished parallel to the loading direction, in order to 
not exceed 0.21 μm average roughness.  Tensile specimens were machined with a nominal gage 
diameter of 4.1 mm across a gage length of 21 mm.  Fatigue crack growth specimens were 
machined with a rectangular gage section 10 mm wide and 4.3 mm thick.  A surface flaw was 
introduced by electro-discharge machining on one side of the gage section a flaw about 0.356 
mm wide and 0.178 mm deep.   

Slow strain rate tensile tests described in ASTM G129-00 have been often used to 
investigate the effects of aggressive environments on tensile elongation [16].  This test was 
adapted here to screen the effects of air environment on activating intergranular crack initiation 
and growth.  “Slow” tensile tests were performed at 704 ºC with a displacement rate of 0.0017 
mm/s and average strain rate near 8.3 x 10-5 s-1.   “Fast” tensile tests were also performed, with a 
very fast displacement rate of 15 mm/s, which produced an average strain rate near 0.7 s-1, but 
with other procedures in general accordance with ASTM E21-09. At the very fast strain rates 
employed, all the specimens failed in less than 0.4 s, while the slow strain tests lasted anywhere 
from 5 minutes to one hour, depending on the strain at failure, which varied and is discussed in 
detail later.  These fast tensile tests were used to identify tensile failure modes operative with 
minimal time for environmental interactions during loading.   

Comparative slow tensile tests of ME3 were also performed in a vacuum chamber held at 
a vacuum pressure not exceeding 8 x 10-6 torr, which was integrated into an electro-mechanical 
universal testing machine.  These tests were used to inspect tensile failure modes operative in the 
slow strain rate tests without an air environment.  Resistance-heating furnace elements were used 
to heat all specimens.  No extensometer was attached to the specimens for strain measurements 
in the tensile tests, to avoid contacting the exposed surfaces.   

Fatigue crack growth tests were performed at NASA GRC in general accordance with 
ASTM E647-08.  Tests were performed in a closed-loop servo-hydraulic test machine using 
resistance heating and the potential drop technique for measurement of crack growth.  Pre-
cracking was performed at room temperature, then tests were performed at 704 °C using a 
maximum stress of 621 MPa, a minimum/maximum stress ratio of 0.05, and dwell time of 90 s 
imposed at maximum stress in each cycle.  The fracture surfaces of each tested specimen were 
subsequently analyzed to calibrate crack length versus potential drop. 

Linear intercept grain sizes were determined from metallographically prepared sections 
using of circular grid overlays on optical images, in accordance with ASTM E112-10.   These 
metallographic sections were swab etched with Waterless Kalling’s etchant 5 g CuCl2 + 100 cc 
HCl + 100 cc ethyl alcohol. 

Fractography was performed using scanning electron microscopy (SEM), along with 
some additional optical macro imaging.  In addition to the SEM and the optical images, three 
dimensional (3D) topographical analyses were performed using SEM stereo pairs analyzed by 
Alicona MeX© software.  The 3D analysis was primarily done using relatively low mag SEM 
images to ascertain the qualitative 3D topography. 
 

Results and Discussion 
 
Materials 
 

Typical optical images showing grain microstructures are given in Fig. 1, and grain sizes 
are tabulated in Table II.  Grain sizes were purposefully varied from 7 �m to 50 �m in LSHR, 
and from 15 �m to 55 �m in ATI 718Plus alloy.  The other alloys were tested at only one grain 



size.  The heat treated CW alloys Haynes 282 and Inconel 740 had more variability in grain size 
than the other CW and PM alloys.  

 
 
Tensile Test Response 
 Typical fast tensile stress-strain curves of the materials process using their recommended 
heat treatments are compared in Fig. 2a as dashed lines and summarized in Table II.  Ultimate 
tensile strength was consistently higher for the fast tensile tests than for the slow tensile tests in 
all PM and CW alloys tested.  The PM superalloys had higher strengths than the CW alloys in 
the fast tests.  However, in these tests the CW alloys usually had higher inelastic fracture strains 
than the PM alloys.  For all the alloys, the fracture strains in the fast tests were surprisingly high, 
ranging from 11 to 22%.  This indicated substantial plastic ductility was present in all the alloys. 

Typical slow tensile stress-strain curves are also shown in Fig. 2a as continuous lines and 
summarized in Table II.  The PM superalloys again had higher strengths than the CW alloys in 
slow tests, yet they had similar inelastic fracture strains.  Overall, fracture strains varied more 
widely among the alloys at slow strain rate, ranging from 7.1 to 24.9 % when tested in air.  The 
ME3 specimens tested in vacuum had significantly higher inelastic fracture strains than ME3 

 
Figure 1.  Representative microstructures of alloys – grain sizes: a) LSHR - 15 μm, b) LSHR - 
50 μm, c) ME3 - 35 μm, d) Udimet 720 - 45 μm, e) ATI 718Plus alloy fine grain – 16 μm, f) 
ATI 718Plus alloy coarse grain (CG) – 55  μm, g) Haynes 282 – 55  μm, h) Inconel 740 – 78 
μm. 



specimens tested in air.  This indicated that the air environment did reduce inelastic fracture 
strain in these alloys.   

 

 
Figure 2.  Tensile stress-strain curves in fast and slow tensile tests for: a) recommended heat 
treatments, b) varied heat treatments of LSHR, c) varied heat treatments of ATI 718Plus alloy. 



 Additional slow tensile tests were performed on LSHR for various heat treatment 
conditions, with solution temperature and cooling rate being varied to produce different grain 
sizes and grain boundary characteristics .  Such heat treatment variations had been found to 
strongly influence dwell fatigue crack growth rates of LSHR in past work.  Stress-strain curves 
are compared for the different conditions in Fig. 2b.   Inelastic fracture strain varied significantly 
in these slow tensile tests, with inelastic strain values as low as 8.2 % associated with fast 
cooling rate.  Fast cooling rates had previously been shown to increase dwell fatigue crack 
growth rates in both LSHR and ME3.  

ATI 718Plus alloy was also evaluated with varied heat treatments.  It was evaluated in the 
conditions of: 1) as-received (subsolvus solution anneal), 2) as-received plus an additional 
subsolvus solution anneal plus age, and 3) as-received plus an additional supersolvus solution 
anneal plus age, as detailed in Table II.  While this is not a recommended heat treatment for ATI 
718Plus alloy, it had been found in prior work [17] to produce fast dwell fatigue crack growth 
rates with very pronounced intergranular crack growth failure mode, and was reproduced so that 
a microstructure which is thought to produce extreme environmental embrittlement could be 
studied for comparison.  

ATI 718Plus alloy tensile stress-strain curves and inelastic fracture strains are compared 
for the different conditions in Fig. 2c.  The fine grain as-annealed condition gave the highest 
inelastic fracture strain measured of all materials tested, 27.8 %.  However, inelastic strain was 
reduced to only 5.2 % for the supersolvus solution heat treated material, which as mentioned 
earlier, exhibited very fast dwell crack growth in the previously performed study [16].  This 
result again suggested that slow tensile test response could be related to dwell fatigue crack 
growth resistance. 

 The fast tensile tests produced much smaller differences in fracture strains to failure, 
with all conditions showing excellent ductility.   
  
Tensile Failure Modes 
Fast Tensile Failures  While the fracture morphology varied somewhat among the various fast 
tensile tests, none of the specimens exhibited any indication of environmentally induced failure 
mechanisms.  Many of the specimens on the macro scale failed through a classical cup and cone 
failure, Fig. 3a. For all these specimens, both in the shear lip region as well as the mid-thickness 
failure regions perpendicular to the loading direction the failure mechanism consisted primarily 
of ductile microvoid coalescence.  For other fast tensile tests of coarse grain ATI 718Plus alloy 
and Inconel 740, the failure occurred primarily through a 45° shear mechanism, as shown in Fig. 
3b. For both of these specimens microvoid coalescence was also the primary micro-deformation 
mode. 

The failure appearance for two other fast tensile tests was somewhat different than those 
already described. Udimet 720 exhibited a small circumferential shear lip around the surface 
perimeter, Fig. 3c. Most of the internal fracture surface had a macroscopically tortuous 
appearance, while higher magnifications revealed this region to consist of crystallographic 
faceted areas joined together by regions which experienced tearing by microvoid coalescence. 
Haynes 282 specimen also exhibited a very tortuous failure with shear lips present near the 
surface. One small near-surface region exhibited what at low magnifications appeared to be an 
intergranular failure, however at higher magnifications it became clear that the failure was highly 
ductile exhibiting both extensive slip bands and formation of microvoids. 
 



 
Thus, while the extent of ductile tensile failure varied somewhat between the different 

fast tensile specimens, all of them exhibited regions of ductile failure by microvoid coalescence. 
The only specimen which exhibited substantial regions of non-ductile failure was the Udimet 
720 specimen which revealed significant regions of crystallographic cracking. The duration of a 
fast tensile test is less than a 0.4 s from application of the load to failure. Thus the lack of 
intergranular failure mode and the presence of either ductile or crystallographic failure modes are 
confirmations that environmental failure did not play a role in the deformation process. Thus 
these tests do indeed represent a baseline of the active failure modes not influenced by either 
environment or visco-plastic behavior and thus can be used for comparison to the slow tensile 
test observed failure modes.  

Slow Tensile Failures  The slow tensile tests in air were performed to identify alloys which are 
susceptible to environmental attack by exhibiting surface crack initiations and intergranular 
crack growth.  Both surface and internal failure regions were examined. The fractographic 
examination of the slow tensile tests revealed a wide range of active failure modes occurring 
among the different alloys, microstructures and heat treatments evaluated. The failure behavior 
can be grouped into four categories.  
1) Tested specimens which showed extensive environmental degradation and for which the 

environmental attack played a primary role in the failure process. 
2) Tested specimens which exhibited limited regions of environmental degradation, however 

their presence was highly significant since the main crack causing failure originated in these 
embrittled areas.  

3) Tested specimens which exhibited limited environmental degradation and for which this 
degradation was a secondary failure mechanism not controlling the primary failure mode. 

4) Tested specimens for which no environmental degradation was detected.  
 

 
Figure 3.  Typical failures in fast tensile tests of: a) ATI 718Plus alloy as-annealed, b) Inconel 
740, c) Udimet 720. 



The most extensive environmental attack among all the specimens tested was exhibited by 
ATI 718Plus alloy having a coarse grain size of 55 �m.  As shown in Fig. 4a, a majority of the 
slow tensile fracture surface consists of an intergranular failed surface.  Extensive secondary 
intergranular cracking is also present on the fracture surface.  This dominant brittle intergranular 
failure mode for the slow tensile test differs radically from the previously described fast tensile 
test of this material which failed through ductile microvoid coalescence.   

Another case where extensive intergranular surface cracking was observed for the slow 
tensile test of ATI718Plus FG, given a fine grain solution heat treatment of 954 ºC for 1 h 
followed by cooling at 72 ºC/min and the standard aging heat treatment.  It had a similar 
extensive region of brittle intergranular crack growth which occurred prior to the final failure. 
The final failure itself consisted of ductile microvoid coalescence occurring on a shear plane 
which is similar to the failure mode during the fast tensile test. 

Falling into the second group are the tests conducted on the powder metal superalloys ME3 
and LSHR, Fig. 4b.  In both cases the region of intergranular surface initiation and intergranular 
propagation is rather limited but the main crack which led to the final failure originated from 
these environmentally degraded areas. Further evidence that the intergranular surface crack 
initiation and propagation are due to environmental degradation is illustrated in Fig. 4c, which 
shows the fracture morphology of an ME3 slow tensile test performed in vacuum.  As opposed to 
the two slow tensile ME3 tests performed in air, the failure of the vacuum tested specimen 
initiated in the mid thickness region and consisted mostly of the ductile microvoid coalescence 
mechanism. 

Falling into the third category of slow tensile tests which exhibited limited regions of 
environmental embrittlement, but for which these embrittled regions did not play a significant 
role in the primary failure causing mechanism was Udimet 720, Fig. 4d.  For Udimet 720, the 
300 micron diameter embrittled region is also not the origin of the final failure.  The primary 
final failure mechanism in Udimet 720 is a combination of microvoid coalescence and 
crystallographic failure, and thus was very reminiscent of the failure mode of the fast-tested 
Udimet 720.  

Haynes 282 had transitional behavior between categories 2 and 3.  It had larger regions of 
intergranular cracking than Udimet 720, extending in from the surface.  Yet, these regions were 
not connected, and not co-planar with the final ductile fracture.    

For two other materials subjected to slow tensile tests, no environmentally embrittled 
regions were identifiable, Fig. 5. As-annealed fine grain ATI 718Plus alloy showed very 
extensive plastic deformation which was manifested by extreme necking in the gage section.  As 
also shown here, the fracture surface itself consisted of relatively large plasticity induced 
microvoids.  Thus, for this condition the slow tensile test produced extensive visco-plastic 
deformation, suggesting that thermally activated deformation mechanisms played an important 
role during failure. The Inconel 740 fracture surface was more highly tortuous than the other 
materials.  Crystallographic shear of grains and microvoid coalescence were observed throughout 
the fracture surface.  However, no clear embrittled regions of intergranular failure were 
observed. 



 
The differences in the failure mode response of the alloys tested using slow strain rate 

tensile methodology are most likely linked to the ability of the given alloy composition, heat 
treatment, and the resulting microstructure to withstand environmental degradation. The response 
ranged from no apparent environmental degradation in Inconel 740 and annealed fine grain ATI 
718Plus alloy to very brittle intergranular failure for coarse grain heat-treated ATI 718Plus alloy. 

 
Figure 4.  Typical failures in slow tensile tests of: a) ATI 718Plus alloy coarse grain, b) ME3 
tested in air, c) ME3 tested in vacuum, d) Udimet 720. 



It should be noted again that this microstructure was produced solely for research purposes and is 
not the standard microstructure recommended by alloy’s manufacturer.  However the widely 
varied failure mode response of ATI 718Plus alloy to slow strain rate testing points clearly to the 
importance of various grain boundary characteristics to the susceptibility of environmental 
attack.  Even in cases such as the coarse grain LSHR and ME3, where the extent of the 
intergranular failure mode was rather limited, its presence in the crack initiation region suggests 
that environmental attack can lead to early failure by acting as a crack initiation event which 
causes the further propagation of the crack by other more ductile deformation mechanisms.  The 
slow strain testing was sensitive enough to allow for differentiation between environmental 
degradation which was a primary contributor to failure (LSHR, ME3) and Udimet 720 and 
Haynes 282 for which the limited observed intergranular regions had only a secondary effect on 
the failure process.  The superior resistance of Inconel 740 and fine grain annealed ATI 718 Plus 
was also demonstrated through the use of this testing methodology.  

 
These results suggest that slow strain rate tensile testing is a promising low cost screening 

tool for evaluation of the capability of different superalloys to resist high temperature ambient air 
environmental attack. By performing these tests in tandem with very fast deformation tensile 
tests for which no environmental effect was detected, the differences in the failure mode 
becomes readily apparent and thus a rapid assessment of the environmental behavior can be 
performed. 

 
Fatigue Crack Growth Response of PM Superalloys 

High temperature dwell fatigue crack growth behavior in superalloys is well known to be 
highly influenced by ambient environmental attack. This attack is typically associated with 
weakening of the grain boundary regions by oxidation resulting in an intergranular failure and 
pronounced increase in the fatigue crack growth rate [2]. Further, it has been shown [7] that 

 
Figure 5.  Typical failures in slow tensile tests of: a) ATI 718Plus alloy as-annealed, b) Inconel 
740. 



dwell fatigue crack growth rates can vary by several orders of magnitude depending on the 
severity and the degree of intergranular failure.  

Results for limited dwell fatigue crack growth tests of LSHR and Udimet 720 are 
compared in Fig. 6.  One of the Udimet 720 specimens (345-L1) had been located adjacent to the 
edge of the oil-quenched disk rim and therefore was subjected to a high cooling rate, while the 
other specimen (345-L4) was more deeply embedded in this same disk and therefore had a 
slower cooling rate.  Dwell fatigue crack growth rates (DFCGR) varied by over two orders of 
magnitude (300x) among the alloys and their varied heat treatment conditions.  Among the PM 
alloys, with similar heat treatments, Udimet 720 had lower DFCGR than LSHR.  This could be 
related to the higher Cr content or the different cooling paths from solution heat treatment of 
Udimet 720, in comparison to LSHR.  However, these variables were not separable among the 
PM alloys tested here. 

 
Fatigue Crack Growth Modes 
 Typical dwell fatigue crack growth surfaces are shown in Fig. 7.  Some intergranular 
cracking was generally observed in all of the tests, as extensively reported for other disk 
superalloys [1].   However, there were differences in degrees of intergranular cracking among the 
materials tested here.  Materials having high DFCGR had more distinct and exclusive cracking 
along grain boundaries, and extensive secondary cracking of grain boundaries, as typified in Fig. 
7a.  Specimens with lower DFCGR had a fraction of transgranular cracking mixed in with the 
intergranularly cracked regions, with less secondary cracking, Fig. 7b and 7c. 
 
Comparisons of Slow Tensile and Fatigue Crack Growth Results 

Comparisons of Figures 4 and 7 indicates the surface cracking for slow tensile tests and 
dwell fatigue crack growth tests looks very similar for the same materials.  Materials having low 
fracture strains and high DFCGR had more clearly delineated intergranular cracking, while those 
with higher fracture strains and lower DFCGR had more transgranular cracking mixed in.  Slow 
tensile fracture strain and reduction in area are plotted versus DFCGR at 25 MPa m0.5 in Fig. 8.  
Inelastic fracture strain observed in the low tensile tests was inversely correlated with 
log(DFCGR) for the tested materials.  No significant correlation was observed for reduction in 
area and log(DFCGR).  Overall, the results suggest that slow strain rate tensile tests could be 
useful in screening the intergranular cracking resistance of superalloys in air at low cost in 

 
Figure 6. Comparison of crack growth rates with 90 s dwell at maximum stress, 704 °C.  Udimet 
720 specimen 345-L1 had a high cooling rate, 345-L4 had a slower cooling rate. 



material, specimen machining, and testing.  Therefore, additional superalloys will be screened 
using these tests in the future. 

 
 

 
 

Summary and Conclusions 
 

Tensile tests were used to compare the effects of varied alloy composition and heat 
treatment on environment-assisted cracking of several PM and CW superalloys including ME3, 

 
Figure 7. Comparison of crack growth modes with 90 s dwell at maximum stress: a) LSHR fast 
DFCGR, b) Udimet 720, fast cooling rate, medium DFCGR, c) Udimet 720, slow cooling rate, 

slow DFCGR. 

 
Figure 8.  Comparisons of slow tensile inelastic fracture strain and reduction in area with 
DFCGR at 25 MPa*m

0.5
. 



LSHR, Udimet 720, ATI 718Plus alloy, Haynes 282, and Inconel 740.  Slow and fast strain rate 
tensile tests were found to be a useful tool to compare propensities for intergranular crack 
initiation and growth.  Intergranular surface cracking occurred in air for many of the alloys in 
slow strain rate tensile tests.  More extensive intergranular surface cracking occurred for 
specimens having lower inelastic fracture strains.  This occurred for materials in heat treatment 
conditions known to have high dwell fatigue crack growth rates.   

It could be concluded from this work that: 
1) Slow strain rate tensile testing is able to discriminate the environment-controlled failure 

mode response of the alloys and heat treatments tested in the study.  The observed 
sensitivity to environmental degradation through the use of this test methodology makes 
the test a valuable, low cost screening tool. 

2) The ductility of PM and CW superalloys can be limited at low tensile strain rates, due to 
environmentally assisted intergranular surface cracking. 

3) The tensile strength of PM and CW superalloys can increase for high strain rates at 
temperatures as low as 704 °C, while maintaining good ductility. 
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