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* Develop, test, deliver 2 free flying
robots for ISS IVA use

e 3vyear project (FY15-FY17) under
Human Exploration Telerobotics 2
(HET2)

* 1 vyear (FY18) extensionforon-
orbit commissioning (proposed)

e Sponsor:Space Technology
Mission Directorate, Game
Changing Development Program

 Technologyinfusion to ISS
payloads & operations




AES, SPHERES Program, SPHERES users



ISS Program, FOD, POIC



Mobile Sensor Tasks

ISS Program, FOD, POIC



Self diagnostics
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System Architecture
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Forward Top Aft Top



External Sensors

FORWARD

SIDE VIEW



Payload Layout

Payload Connector

Bottom

Perch Arm is larger than 1U
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Stowed

Stowed/Deployed
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2 Free Flyer berths

*4 standalone
battery chargers

* Control panel *



Docking Station
Front and Side View

< (30.50) _ > (2.50)

NOTE: Dimensions are in inches
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* Eclipse based GUI

* Create, run, tele-op

plans
* Run guest science
* Administration

* Separate ground Ul
for file transfer,
software updates
and diagnostics

Control Station

Distributed Video
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Robot Status
Telemetry

Telemetry

Navcam
Images
@1Hz

Full Real-time Stream

Scicam
Real-time
HD Video
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Run Plan Tab

File Edit View Help
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Teleoperation Tab
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Perching Arm Demonstration

Perchmg Arm Pan Test




Backup
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Base Layout

PerchCam DockCam
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Indicators

Touch Screen Activate
Button
General Status LEDs (crew can call
down status in case of errors, like “A is

Wake Button (illuminated green
green, Bis amber, Cis off”)

when awake)

A/V Mode LEDs (blue, white,

Power Switch (illuminated blue)

green when power is on)

A/V Mode LEDs (blue, white,
blue)
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